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EIGHTEENTH EDITION 


FOREWORD 

RADIO’S MASTER is compiled with the approval of and in cooperation with the ASSOCIATION 
of ELECTRONIC PARTS & EQUIPMENT MANUFACTURERS, the SALES MANAGERS 
CLUB, EASTERN DIVISION and the WEST COAST ELECTRONIC MANUFACTURERS 
ASSOCIATION. It is the official buying guide and reference book of radio parts and electronic 
equipment for the industry. 

The distribution of this buying guide is not a representation by the person or firm distributing the 
same that all of the lines and all of the products contained herein are necessarily carried by such 
person or firm. 

• 

Prices are furnished only for information—^they are not offered as quotations. 

WHERE LIST PRICES ARE SHOWN, TRADE DISCOUNTS APPLY IN MOST 
CASES. . . . . PHONE OR WRITE FOR PRICES AND DELIVERY. 


Enrolled manufacturers reserve the right to make mechanical changes in specifications necessitated 
by emergencies over which they have no control, and to change prices or withdraw items without notice. 


Every precaution is taken to insure accuracy in the preparation of display pages and indexes, but 
the publishers cannot guarantee against the possibility of error or omission, nor can they be held 
responsible for price changes or withdrawal of items during or after publication. 


IMPORTANT 

When ordering, please mention RADIO’S MASTER, 18th EDITION, also page 
number on which the item appears and specific catalog or code number, if any. 
This will help to expedite the filling of your order and lessen the chance of error. 


Copyright 1953 

llnited Catalog Publishers, Inc. 


No part of this book may be reproduced 
without express permission of the publishers. 


Printed in U.S.A. 
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Noise Suppressors.B-12; N-45 to 48, 55, 57 

Phono Amplifiers, Systems.B-5, 9 

Portable Amplifiers...B-5 to 11 

Pre-amplifiers, Boosters. B-1, 12, 17, 21, 22, 28; E-20 

Printed Electronic Circuits. .P-84, 92, 135 

Recording Amplifiers. .E-1, 2, 5, 7, 11, 12 

Remote Control Amplifiers & Boxes.B-1, 9, 11, 12, 17 

Transmitter, Amateur Power Amplifiers.J-17, 26, 30, 39 

Tuners, AM-FM.,.,...4;.B-1, 15, 22 to 28; G-130; J-17, 24 

Analyzer Adapters...F-5, 54 

Analyzers (see also Testing Instruments).Section G 

Angles and Brackets.F-29; S-36; U-63, 73, 85, 117 


Section & Page 


Antenna Accessories (see also TV) 

AC-DC Antenna Wire.S-15, 17, 40; U-57, 72 

Coils. .... .J-62, 65, 66; N-92 to 94 

Conical Stabilizers.S-127 

Insulators. . F-9; J-79; S-38 to 42, 104, 106, 

129, 136; T-31, 37, 44; U-97 

Lead-in Strips, Ground Clamps, Rods.M-19; S-32, 40, 41, 

60, 63, 104, 106; T-31, 41 

Lightning Arresters...F-9; S-40, 42, 83, 88, 96, 

101, 104 to 108, 120; T-42 

Matching, Coupling Transformers, etc.J-62; N-92; S-36, 

92, 126; T-17 
; S-40 to 42, 83, 96, 101, 104, 
, 136, 137; T-26 to 44; U-97, 98, 130, 131 

.S-40, 104 

Roof Patching Compound.U-98 

Spring Adjuster.S-40 


Mounting Accessories.F-9; 

106, 129, 

Nail-it Knobs. 


Spring Wire Clips. 

Switches, Changeover, etc.. 
Tuner . 


..,S-38; U-65, 63, 72, 86, 116 

.S-126; T-32, 35 

.U-118 


Turnbuckles.S-106, 129; T-40; U-98, 131 

Wall Receptacles.S-127; T-3 5; U-97 

Wire and Cable.S-14, 17, 31, 32, 40, 53 to 57, 60, 104 

Antenna Adapters for Ham Rigs.J-27 

Antenna Changeover Relays..L-37, 42 

Antenna Couplers.J-32, 71; S-79, 83, 92, 95, 100, 

106, 126, 127, 130; T-17, 27, 32 

Antenna Manuals.Section K 

Antennas and Systems.F-10, 11; J-73 

Auto Antennas.S-72, 97, 102, 109, 112; U-59 

Indoor Antennas, TV.S-88, 89, 91, 105, 132; U-57, 58 

Kits (Wire and Accessories).S-40, 104; T-52 

Loop Antennas, Sticks, Rods, etc....J-63; T-21; U-57, 118 

Master Antenna Distribution Systems.S-92, 122 

Masts, Radiators, Towers.F-9; S-95, 101, 104, 134, 135; T-43 

Mobile, Transmitter, Police Antennas.S-98, 102, 109, 

114 to 117, 136, 137 

Motorcycle Antennas.S-98 


Rotating Antennas... 


.J-73; S-74, 75, 82, 111 to 113, 123 

Television and FM Antennas.F-10, 11; S-73 to 140; 

T-43; U-95, 96 

UHF Antennas.F-11, S-73, 76 to 79, 85 to 95, 105, 108, 110, 

113, 121, 124, 130, 131, 138, 140; T-43; U-96 

Window Antennas and House Masts.S-97, 104, 105 

Antennascope (Eldico of N. Y., Inc.).J-27 

Appliance Noise Filters.J-62, 65; P-8, 23, 85; U-118 

Appliance Testers.G-30, 41, 44, 102 

Aroo Electronics, Inc. (EI-Menco Capacitors).P-62 to 71 

Argos Products Co.T-13 

Arkay Radio & TV Kits.T-9 

Astatic Corporation.D-2 to 7 

Astron Corporation.P-148 to 154 


Atlas Sound Corporation 

Speakers, Horns, etc.C-24, 25 

Stands.D-28, 29 

ATR (American Television & Radio Co.).M-22 to 29 

Attenuators, Audio, etc.L-20, 21, 31; R-2, 10, 22, 36; 

S-122; T-17 

Audak Co., Inc. (Audax). E-24, 25 

Audio Chokes. Section N 

Audio Curve Tracer.G-81 

Audio Development Co.N-110 

Audio Devices, Inc...;.E-46, 47 

Audio Engineering, publication.K-14 

Audio Filters.B-12; N-45 to 48, 55, 57 

Audio Graph Sheets. E-23 

Audio Oscillators.G-81, 84, 95; J-3, 69 ; U-118 

Audio Reactors.Section N 

Audio Sweep Frequency Generator.E-23 

Audio Sweep Frequency Transcription.E-23 

Audio Transformers.Section N; also B-11; 

C-1, 6, 16, 25, 42; E-22 

Audiodiscs, Audiopoints, Audiotape .E-46, 47 

Aurora Equipment Co., Equipto Division...U-36, 37 

Auto Radio Accessories: 

Antenna and Fuse Connectors.F-28, 42; 

U-64, 69, 70, 71, 82, 113 

Auto Antennas.S-72, 97, 102, 109, 112; U-59 

Battery Eliminators...G-85; M-17, 20, 25, 26 

Capacitors, Filters...,.P-6, 6, 26, 60, 78; R-51; 

S-103, 126, 141, 151, 153 
Knobs ...........U-61, 120 
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GENERAL INDEX IContinuedl 


Auto Radio Accessories (Cont.) Section & Page 

Panel Lamps.....-.A-11; M-6 

Pin Plug and Jack Sets.F-28; U-54, 70, 71, 78, 85, 90, 102, 113 

Power Supplies, Packs.M-17, 20, 25, 32, 33; N-16; S-72 

Replacement Leads. ..S-103 

Speaker Switch, 4-position...T-21 

Speakers—-Replacement, Rear Seat, etc.C-6, 15, 37, 42, 43 

Suppressors, Ignition...P-6; R-51; S-40, 103; U-59 

Tire Static Neutralizing Kits...U-59 

Vibrators.........M-24, 30, 35, 46, 50 

Vibrator Transformers, Exact Duplicate.N-11 

Volume and Tone Controls.Section R 

Wheel and Hub Static Eliminators.S-103; U-59 

Wire, Cable, Shielding.S-1, 3, 6, 8, 13, 17, 28, 30, 51, 57, 65 

Automatic Line Voltage Regulators, Plug-in.R-13; U-118 

Automatic Voltage Regulators, Controls, Reducers.M-37 to 45 

Autotransformers, Autoformers.B-11; M-37 to 39, 42 to 45; 

N-16, 23, 46, 48, 49, 53, 61, 77, 88, 91, 105, 106; T-19, 34 


— B — 


BaflBes, Enclosures for Speakers.C-3, 13, 23 to 26, 32, 33, 

38, 39, 45, 46; J-52; T-11, 13 

Baker Manufacturing Co..S-134 

Ballasts (Voltage Regulator Tubes).A-4, 6, 7, 18, 23 to 25; 

R-13, 56; S-100 

Banana Plugs, Jacks.J-84; S-34, 35; U-53, 64, 100, 102, 119 

Band Expanders for Communication Receivers.J-17, 33 

Band Switches and Assemblies.J-15, 66, 67 

Bandmaster Transmitters.J-28, 29 

Bar and Pattern Generators, TV.G-38, 112; S-121; U-125 

Barker & Williamson, Ijic......J-66 to 69 

Barrier Type Terminal Strips.F-18 to 20; U-74, 75 

Bases, Bottom Plates for Metal Chassis...J-49, 94, 105 

Batteries, Dry.L-5; M-1 to 16 

Battery and Test Clips....M-18, 19; S-34; U-67, 72, 103 

Battery Chargers,^ Boosters.G-85; M-17, 21, 32, 33, 36 

Battery Connectors, Straps.F-37, 42 

Battery Eliminators.G-85; M-17, 20, 25, 56 

Battery Mini-Max Strips...U-59, 71, 101 

Battery Plugs-.....!.-. F-27 

Battery Testers, Meters.™..G-8, 21, 32, 44, 61, 79 

Beam Benders (Ion Traps) for TV Tubes......C-6; T-25; U-57 

Belden Manufacturing Co.S-17 to 25 

Bell Sound Systems, Inc.......B-2 to 5 

Berlant Associates (“Concertone”).E-11 

Binary Adder ..-A-24 


Binaural Recording Units... 
Binding Posts... 


...E-12 


Birnbach Radio Co., Irtc., 


Blast Filter for Microphones. 

Bliley Electric Co... 

Blonder-Tongue Laboratories, Inc.... 

Blum & Co., Inc., Julius. 

Bogen Company, Inc., David. 

Bolts, Nuts, Screws, Washers. 


...F-42; J-4, 42; M-43; U-65, 102 
...S-26 to 45 


...D-15 

..T-46, 47 

_T-17 

.....S-141 

.B-14 to 16 

...S-37, 38; T-41; U-60, 63, 
73, 79 to 84, 116, 117 

Books and Manuals.Section K; also C-23; E-47, 48; G-88; L-48 

Boonton Radio Corporation...G-125 to 129 

Boosters and Pre-amplifiers for Amplifiers_B-1, 12, 17, 21, 

22, 28; E-20 

Boosters for TV Reception.D-2, 21; S-81; T-15 to 22 

Box Shields, Metal.J-49 

Boyce Books . K-6 

Brach Mfg. Corp., Div. General Bronze.S-92, 93 

Brackets and Angles..F-29; S-36; U-63, 73, 85, 117 


Brackets, Chassis Mounting... 

Bradley Laboratories, Inc..... 
Brand & Co., Inc., Wm.. 

Break-in Relays. 


...J-48, 49, 93, lOf, 109, 112 

...H-24 

...S-46 to 48 
_L-42, 45 


Bridges: 

Capacitor ..... 

Capacitor-Resistor . 

Fault Location . 

High Frequency . 

Incremental Inductance, Comparison 

Megohm .... 

Standing Wave Ratio 

Universal .. 

Wheatstone . 

British Industries Corporation 

KT$6 Audio Tube....... 

Leak Amplifier.—.!...!._ 

Wharfedale Speakers... 

Broadcast Audio & TV Equipment...-. 

Broadcast Audio Cable_____ 

Browning Laboratories, Inc. 

Brush Electronics Co.. 


.:.G-39 

...G-85; P-22, 85 

.R-39 

.G-129 

............G-121, 123 

.G-136 

.G-133; J-38, 71 

.G-121 

G-136; R-39 


_A^35 

...B-17 

....C-40, 41 

_Section E 

..-..S-1, 'ft, 22 
.G-130 

.D-Sd, 31 


" Section & Page 

Bud Radio, Inc.C-39; J-47 to 55; T-38; U-119 

Bulb Tester & Tube Socket............F-5 

Burgess Battery Company.M-2 to 5 

Burglar Alarms, Photo Electric.............L-47 

Burlington Instrument Co....G-52 to 55 

Bus Bar Wire...S-14i 17, 31, 54 

Bushings, Spacers.F-29; S-38; U-60, 63, 72, 82, 113, 117 

Bussman Mfg. Co. (Bfuss Fuses)....H-14, 15 

Buttons—Plug, Snap, Ventilating, etc.F-2^; U-62, 84, 85 

Buzzers for Telegraph Keys.;....!.J-83 

Bypass (Bathtub) Capacitors....-.P-4, 16, 19, 22, 23, 53, 59, 

79, 81, 125, 126, 141, 153 



Cabinet Mouldings, Handles, etc...J-52, 95; U-94 

Cabinet Patching & Finishing Materials, Kits.U-45, 46, 92 to 94 

Cabinet Rack Dollies, Casters, etc.J-52, 90, 103, 110; U-99 

Cabinets & Cases—Amplifier, Receiver, Instrument.B-11; J-50, 

51, 90 to 93, 105, 109; T-10, 11 

Cabinets & Cases, Speaker...C-3, 13, 23, 32, 33, 39; 

J-52, 91, 92, 114; T-11, 13 

Cabinets, Racks, Panels—^Metal.J-47 to 52, 90 to 95i 98 to 114 

Cabinets, Radio Phonograph...T-10 to 13 

Cabinets, Sloping Front.J-50, 51, 91, 108, 105, 108, 110 

Cabinets, TV.T-10 to 13 

Cabinets, Utility.J-50, 51, 92, 103, 108 to 113; U-37, 38 

Sble Clam]^!-—.F-29; S-37, 42, 129; U-62, 73, 85, 97, 116 

Cable Connectors.F-3, 7, 14 to 16, 26, 30 to 39, 

44 to 46, 53; H-8; S-108; T-36 


Calculators 

Calibrators- 


...K-5 


-TV, Frequency, Signal, Sweep.G-3, 16, 22, 28, 75, 

81, 133; J-53 

Calibrators, Voltage 


.G-107 

.U-4 


.D-32 

...F-30 to 39 


Calrod Soldering Irons. 

Cannon Company, C. F.. 

Cannon Electric Company... 

Capacitor Analyzers, Decades, Bridges...G-89, 72, 124, 137 

Capacitor Color Codes.P-10 

Capacitor Mounting Hardware.....;.P-11 

Capacitor Selector, Motor-Starting...;...._......-.P-4 

Capacitors, Fixed..Section P 

Auto Radio..P5, 6, 26, 60, 78; R-61; S-103 

Bypass, Bathtub.P-4, 16, 19, 22, 23, 53, 59, 79, 

81, 126, 126, 141, 151, 163 

Ceramic.P-6, 7, 8, 27 to 30, 46 to 49, 69, 82 to 84, 

89 to 91, 132 to 136; U-112 

Electrolytic, Dry.P-1 to 4, 12 to 16, 32 to 38, 54 to 61, 72 to 76, 

88, 102 to 108, 120 to 125, 138 to 141, 149 to 161 

Exact Replacements for Model 630 Receivers.P-108 

Feed-thru, Stand-off, etc...P-7, 31, 69, 78, 90, 91, 136 

Filters, Noise, Interference.B-12; J-27, 32, 62, 65, 68, 71; 

N-92, 95; P-8, 23, 60, 78, 85 

Fluorescent Lighting.....P-23, 60, 85 

Metallized—‘Paper.P-20, 21, 22, 44, 96 to 101, 152, 153 

Mica, Bakelite, etc.P-9, 24, 25, 50 to 52, 62 to 65, 

71, 86, 87, 128 to 131, 137 

Mica, Silvered.P-26, 51, 63, 64, 71, 128, 131, 137 

Miniature, Subminiature.P-6, 14, 17, 21, 22, 43, 57, 60, 62, 

77, 80, 91, 109, 119, 120, 131, 164 

Motor Starting & Running...P-4, 22, 55, 124 

Photoflash, Energy Storage.......P-18, 54, 79 


Plastic, Molded, Cased, Tubular..... 
Plug-in, Twist-Prong, etc... 


...P-3, 4, 17, 18, 39 to 43, 53, 
77, 80, 109, 125, 142 to 148 
...P-1, 12 to 14, 35 to 37, 59, 


73 to 76, 106 to 108, 121 to 123, 140, 141, 149, 150 

Printed Electronic Circuits....P-84, 91 to 93, 135 

Resonant...........P-26, 78 

Television.Section P 

Temperature Coefficient.P-30, 48, 82, 90, 133 

Transmitting.P-9, 10, 20, 25, 46, 65, 66, 79, 91 

Tubular....P-1 to 7, 15 to 21, 27, 30 to 43, 

53, 57, 60, 66, 77, 80, 84, 89, 90,. 91, 96 to 103, 
109 to 111, 120, 125, 127, l48, 160 to 154 

Vacuum Type Tubes, H.V. ..A-24, 27; J-44 to 46 

Wet Electrolytic Replacements..P-3, 14, 123, 141 


Capacitors, Variable... 


...J-12 to 16, 34 to 36, 43, 53, 


Neutralizing, Padding... 
Receiving, Tuning.. 


Transmitting... 


54, 58, 59, 65, 67, 68^ 74 to 77 

.J-14, 35, 43, 54, 59, 67, 77; U-112 

..J-15, 16; 84, 86, 43, 53, 54, 

58 to 61, 65, 74 to 77; U-112 

...J-12, 13, 36, 36, 43, 53, 58, 69, 

68, 74 to 77, 84, 91, 136, 137 

Trimmer... .....,.:v..l.{.......J-58, 59; P-7, 68, 69 

Vacuum Tube Type....................A-27; J-44 to 46 

Carhofihn Resistors.......R-46, 47 

Carbon Microphones... 

Carbon Resistors.........___ 


..D-2, 11, 16, 19 

...R-6, 14, 15, 26, 46, 46, 49, 64 
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GENERAL INDEX (Continued) 


Carbon Tetrachloride- 
Cardioid Microphones... 


Section & Page 
.U-43, 92 


Cardwell Mfg. Corp., Allen D.. 

Carling Electric, Inc.. 

Carrying Cases... 


Carter Motor Company. 
Carter Parts Company. 


..D-1, 14, 20, 22, 24, 26 

.J-34 to 36 ; T-16 

...L-6 to 13 

.E-37; J-50, 92; T-13 

.M-51 to 55 

.L-30, 31 


Cartridges, Pickups, Arms.Section D; also C-1; E-1 to 27, 32 

Cat’s Whisker.-.;...-. 

Cathode Ray Oscillographs, Oscilloscopes.Section O; also 

Cathode Ray Tube Mounting Accessories.F-1; J-40; U-128, 129 

Cathode Ray Tube Testers.G-76, 85, 90, 97, 98 

Cathode Ray Tube Testing Adapters.G-76, 85; S-126; T-27 

Cathode Ray Tubes.A-4, 6, 7, 13, 17 

CBS-Hytron, A Division of Columbia Broadcasting- 
System, Inc.. 


.A-20 

Cements—Radio Repair, Coil, Speaker, etc.F-8; U-41, 91, 125 


Centralab Div. Globe Union, Inc. 

Capacitors.P-89 to 91 

Printed Electronic Circuits P-91 to 93 

Steatite Insulators .. .P-93 

Switches. L-17 to 19 

Volume Controls.R-31 to 33 


Ceramic Capacitors.P-6, 7, 8, 27 to 30, 46 to 49, 69, 82 to 84, 

89 to 91, 132 to 136; U-112 


Ceramic Coil Forms... 


Ceramic-Element Microphones, Pickups... 
Ceramic Sockets... 


Ceramicon Capacitors... 
Cetron Tubes... 


Challenger Sound Equipment- 
Chart Frames- 


...J-10, 38 

.D-2, 3, 4, 15; E-27 

.J-11; F-25; U-78 

.P-132 to 136 

.A-28, 29 

.B-16 

.J-11 

.B-25; T-1 to 9, 52 

..J-48 to 52, 90 to 94, 
105, 109 to 114 

Chassis Mounts, Rubber. U-62, 81 

Chassis Punches for Cutting Holes.F-1; U-34, 35, 104 

Chassis Supports for Service Work..U-36, 58 

Chatham Electronics, Inc. 

Chemical Kits, Chemicals, Compounds.F-8; U-42 to 44 

Chicago Condenser Corp..F-53 

Chicago Iridustrial Instrument Co..G-19 to 21 


Chassis and Kits—Receiver, TV, etc.. 
Chassis, Brackets, Panels—Metal. 


Chicago Standard Transformer Corp. 

Chicago Division.N-54 to 59 

Standard Division.N-1 to 16 

Chisholm-Ryder Co., Inc., Premax Div.S-136, 137 

Chokes—Audio, Filter, Swinging, AC-DC.Section N 

Chokes—R.F., Plate, Power Line, etc.J-9, 41, 55, 64, 79, 96; 

N-95, 96; P-8; R-43; U-111 
Cinaudagraph Company.C-42, 43 


Cinch Manufacturing Co- 

Cinch-Jones Sales Div. 
Howard B. Jones Div... 
Circle-Cutting Tools 


.F-24 to 29 

.F-14 to 23 

.G-111; U-34, 35, 104 

Circuit and Industrial Control Relays.L-34, 38 

Circuit Symbol Stamps.G-111 

Circuit Testers, Analyzers..Section G 

Clamp Volt-Ammeter .G-61 

Clarkstan (Pacific Transducer Corp.).E-22, 23 

Clarostat Mfg. Co., Inc..R-8 to 13 

Cleaning Fluids, Materials.U-42, 43, 91, 99, 132, 133 

Clifton Conduit Co., Inc., Pierceway Div.U-138 


Clips: 

Alligator.M-18; S-34, 35; U-55, 67, 103 

Base Board...U-62 

Battery and Test.M-18, 19; S-34; U-67, 72, 103 

Cable and Wire.F-29; S-37, 42, 129; U-62, 73, 85, 97, 116 

Dial Cord.-.U-63, 89 

Fuse.H-15, 18, 19; U-82, 116 

Inductor .J-82 

Lead-in Wire, for TV.T-42; U-57 

Spring Wire, Fahnestock.S-38; U-55, 63, 72, 86, 116 

Tube Grid and Cap.F-5, 26, 29; J-7, 8, 42, 81; 


M-57; S-37, 43; U-57, 63, 85, 86, 97, 114 


Coaxiai Cable, RG, etc. 

Coaxial Relays. 

Coaxial Speakers. 

Code Phono Records for Learners. 

Code Practice Oscillators. 

Coil Assemblies. 

Coil Bobbin Kit.. 

Coil Dope, Cement. 

Coil Forms and Mountings. 

Coil Materials... 

Coil Shields.... 


.F-8, S-15, 19, 20, 28, 56, 67, 71 

.L-36 

.C-5, 12, 19, 21, 30, 37 

. .J-27; U-118 

.J-53; T-7; U-118 

.J-15, 66 

.L-34 

..F-8; U^42, 43, 91 

.F-8; J-10, 11, 38, 42; U-111 

. J-68 

.J-11; U-111 


Section & Page 


Coils: 

Antenna. 


.J-62, 65, 66; N-92, 93, 94 

Broadcast, S.W., Transmitting...J-65, 66, 67; N-93 to 95; U-111 

Choke_J-9, 41, 55, 64, 79, 96; N-95, 96; P-8; R-43; U-111 

Exciter, Inductor, Tank.J-11, 40, 66 to 69, 82; 

N-21, 44, 45, 55, 65 to 69 

FM.J-63, 96; N-93 

Hybrid and Repeat.N-38, 62 


I.F. Transformers... 
Oscillator, Phono, Test.... 


R.F.... 
Television.. 
Toroidal. 


...J-IO, 43, 62, 63; N-92 to 96; T-25 
...J-10, 65; N-93 to 95 


Wave Traps... 


...J-10, 64, 65, 96; M-45; N-93 to 96; P-8 
...J-62, 63, 96; N-3, 28, 89, 92; T-23 to 25, 34 

.J-69; N-21, 44, 65 to 69 

.J-63; N-92; S-126; T-38 


Cold Zone Temperature Testers.G-41, 102, 103 

Color Codes.P-10, 124; S-10, 12 

Color Coding Kit.U-43 


Coloring Lacquer for Light Bulbs... 


.U-43, 93 

Columbia Broadcasting System, Inc. (CBS-Hytron Div.).A-20 

Columbia Products Co., Div. Shakespeare Co.S-117 

Columbia Wire & Supply Co.S-68, 69 

Communication Receivers & Equipment.J-1, 2, 3, 17 to 25, 

30 to 33, 57 

Communo-Phones . B-16 

.U-62, 86 

.H-25 

.E-11 


Compression Springs... 
Conant Laboratories... 

Concertone Tape Recorders... 


Condenser Products Company, Inc..P-144 to 147 

Condensers (see Capacitors) 

Conical Antennas.Section S 


Connector Caps and Chains.F-5, ( 

Connectors. 

Army-Navy. 


33, 37; H-8; U-55, 70, 102 

.Section F 

...F-7, 44, 45, 46 


Auto Antenna, Fuse.F-28, 42; U-54, 69 to 71, 82, 113 

Cable.F-3, 7, 14 to 16, 26, 30 to 39, 

44 to 46, 53; H-8; S-108; T-36 

Chassis.F-3, 53; H-8; S-43; U-55, 70 

Cord..F-30 to 36; L-41; U-54 

Couplings, Extenders, Reducers.F-50; R-4, 17; S-38; 

U-59, 60, 72, 114, 128, 129 

Heat Radiating for Transmitting Tubes.A-27; J-55 

Heavy Duty Power and Radio.Section F 

Microphone.F-6, 33, 34; H-8; L-26; S-43; U-55, 70, 102 

Rack and Panel.F-4, 14, 15 

R.F...F-7, 44, 45 

Twin Lead, for TV.F-9; S-106; T-36, 42; U-97 

Conrac, Inc..T-8 

Consolidated Radio Products Co.C-44 

Consolidated Wire & Associated Cos.S-49 to 55 

Constant Impedance Controls, Attenuators.L-20, 21, 31; 

R-2, 10, 22, 36 

Constant Voltage Transformers.M-37 to 39, 42, 44 

Contact Cleaning Fluids.U-42, 43, 91, 133 

Contact Pickups & Mikes for Musical Instruments.D-15, 23, 30 

Continental Carbon, Inc..R-49 to 51 

Continental Electric Co. (Cetron).A-28, 29 

Controlled Reluctance Microphones, Cartridges.D-10 

Converters, Bandspread, etc.J-17, 33 

Converters, Power Packs.M-20, 21, 26, 33, 36, 43, 49 

Converters, Rotary Power...J-28; M-51 to 55, 58 

Converters, UHF.D-2; S-124; T-14 to 18, 21 

Copper Oxide Rectifiers.H-23, 24, 25 

Copper Sulfide Rectifiers.M-31 

Copperweld Steel Company.S-60 

Cord Connectors, Plugs, Switches.F-30 to 36; L-41; U-54 

Cord Strainreliefs. U-62, 80 

Cornell-Dubilier Electric Corporation 

Antennas...S-110 to 112 

Capacitors.P-32 to 52 

Vibrators and Converters.M-34 to 36 


Cornish Wire Co., Inc. .. 

Corona Dope. 

Cotter and Hairpins. 

Couplers, Antenna 


.S-56 to 59 

...U-42, 93, 125 
...U-62, 84 


....J-32, 71; S-79, 83, 92, 95, 100, 
106, 126, 127, 130; T-17. 27, 32 

Couplings, Insulated, Flexible.J-8, 36, 40, 55, 58, 79; U-113 

Couplings, Insulated, Non-Flexible.J-8 

Coyne Books.K-6 


Crest Laboratories, Inc.. 
Croname Products. 


Crossover Networks, Speaker. 

Crown Controls Co., Inc.. 

Crystal Detectors. . 

Crystal Diodes—Germanium, Microwave 

Crystal Holder Adapters... 


.T-34 

.U-76, 77 

..C-9, 12, 22, 29, 30, 41 

.S-123 

.T-52 

A-1, 3, 13, 17, 20; 

H-29, 34 
...T-36 


Crystal Microphones, Pickups, Cartridges......Sections D and E; 

also C-1 

Crystal Oscillators, Calibrators, Markers...G-3, 16, 22, 28, 75, 81 

Crystal Receiving Sets.........T-6, 52 
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GENERAL INDEX (ConHnuedl 


Section & Page 


Section & Page 


Crystal Sockets... 

Crystals.... 

Cube Taps, Electrical.. 

Cup Washers..... 

Cutler-Hammer, Inc.. 

Cutting Heads, Recording... 

Cutting Needles. 

Cutting Pliers.... 

Cutting Tools, Circle. 


.F-4, 24, 52; J-11, 79; T-36 

.G-83; T-46 to 52 

...U-54 

..U-63, 73, 83, 116 

.L-22, 23 

.D-6, 10, 30; E-25 

E-4, 14, 17, 42, 45, 47, 51, 54, 57 

.U-23 to 29 

__G-111; U-34. 35, 104 


— D — 

DC-AC and DC-DC Power Converters. 


Dage Electric Co., Inc.... 
Dale Products, Inc... 


.M-20, 25 to 29, 33, 

36, 43, 49, 51 to 55 
...F-44, 45 


Dandees Capacitors... 


.R-52 to 55 

_ P-15 

Davies Molding Company, Harry.:...U-136, 137 

Davis Electronics.S-133 

Decade Inductors. G-124 


Decades, Capacitance... 
Decades, Resistance... 


Decals for Electronics, Receivers, etc. 

Decibel Meters... 


.G-124, 137 

..G-85, 115, 137; R-13, 38 

.tr-99, 123 

...G-30, 44, 55, 59 


...N-2, 28, 89; T-23, 24 


Deflection Yokes, TV... 

Delta Electrical Specialty Co..G-10 

Detents and Switches for TV Tuners.S-41, 127; U-57, 99 

Dial Cable, Cords, Belts.S-14, 32; U-51, 62, 81; U-89 

Dial Cable Adjuster Tools.....U-47 

Dial Cable Clips....U-63, 89 

Dial Crystals, Replacement.IJ-90 

Dial Drive Accessories...F-49; U-62, 76, 89 

Dial Drive Cements, Compounds....U-41, 44, 45, 92 

Dial Drive Springs...U-62, 86 

Dial Knob Springs.F-29; U-61, 62, 63, 82, 86, 121, 123 

Dial Knobs, Pointers.E-23; F-29; G-101; J-5, 39, 85; L-5, 16; 

T-3; U-49, 60, 61, 76, 87, 109, 120 to 123, 134 to 137 

Dial Lamps, Bulbs...A-11; M-6 

Dial Light Assemblies, Jewels.H-1 to 13; J-86 to 88; U-55, 70 

Dial Light Coloring Lacquers, Kits.U-43 

Dial Light Installer & Remover Tools.H-10; U-55 

Dial Light Sockets, Brackets...H-9, 10, 13; J-86, 88; U-55, 70 

Dial Locking Devices.F-49; J-5, 40; U-126 

Dial Oil...U-44. 92 

Dial Plates.L-5, 14; R-4; T-3; U-77, 110, 123 

Dial Pulleys...F-29; U-63, 113 

Dialight Corporation..H-1 to 10 

Dials—Instrument, Tuning, Vernier, etc.J-5, 6, 39, 85, U-76, 110 

Diathermy Cable. S-7, 29 

Diathermy Tubes. Section A 

Diodes—Germanium, Crystal—Union, Point Contact, etc.A-1, 3, 

13, 17, 20; H-29, 34 

Diodes—Selenium, Cuprous, Oxide, etc.H-24, 34; R-26 

Disc Ceramic Capacitors.P-8, 27, 30, 46, 47, 82, 89, 134 

Disc Neutralizing Capacitors.....J-14, 54, 59; P-27 

Discs, Recording.E-4, 14, 42, 45, 47, 51, 60 

Distortion Meters...G-124; J-69 

Distributor Suppressors, Auto.R-51, S-40, 103 

Dollar Co., Robert. J-30, 31 

Dome Light Filter Capacitors, Auto.P-6; S-103 

Drake Electric Works, Inc. (Soldering Irons).U-7 to 9 

Drake Manufacturing Co. (Pilot Light Assemblies).H-12, 13 

Drawer Slides for Metal Drawers.U-94 

Drawers—Snap-on, Storage, etc...U-37 to 39 

Drill Adapter—to ...U-71 

Drills, Masonry, Star...:.S-41 


Drives for Radio and Phono, Rubber.. 

Dry Batteries... 


.......U-47, 48, 62, 90 

..M-1 to 16; also L-5 


DuMont Laboratories, Inc., Allen B..A-36 

Duotone Company, Inc..E-50. 51 

Dust Cap-and-Chains for Connectors, etc.F-5, 6, 33, 37; H-8; 

U-55, 70, 102 

Dust Felts for Speaker Voice Coils.U-63, 90 

Dykanol Capacitors..P-42, 45 


Dynamic Microphones.... 
Dynamic Tube Testers... 
Dynamotors. 


....Section D 
..-G-95 to 97 


,..J-28; M-54, 55, 58 


— E 


Eagle Electronics, Inc.T-6, 7 

Earphones....D-31 to 35; T-52; U-118 

Diaphragms ________D-35 

Ear Cushions......D-35; U-118 

Earphone Cords.....D-35; S-40; U-118 

Eby Sales Company...F-40 to 43 

Editors & Engineers, Ltd. (Books).K-10 

Eico Test Equipment...„....G-82 to 85 

Eitel-McCullough, Inc. (Eimac Tubes).A-26, 27 


Elapsed Time Meters.......—....G-48, 55, 106 

Elco Sales Company....F-51 to 53 

Eldico of New York, Inc..J-26, 27 

Electrical Connecting Devices...Section F; also U-54 

Electrical Extension Cords, Sets......L-26; S-23, 59; U-54 

Electric Eye Units.....L-46, 47 

Electric Soldering Iron Co., Inc. (Esico). ..U-14 

Electro Dynamic & Electro Magnetic Speakers.Section C 

Electro Mechanical Instrument Co. (Emico)..G-32 

Electro Products Laboratories, Inc... M-20 

Electrodynamometers.G-30, 44, 59, 77, 80 

Electrolytic Capacitors, Dry.....Section P 

Electronamic Test Equipment..........G-89, 90 

Electronic Devices, Inc...H-28 ; M-21 

Electronic Instrument Co., Inc. (Eico).G-82 to 85 

Electronic Measurement Corp.....G-108 to 110 

Electronic Transformer Co.. N-102 

Electrons, Inc..A-33 

Electro-Voice, Inc...C-30 to 32; D-14 to 16 ; T-18 

Electrovox Co., Inc. (Walco Products)...E-62 to 65 

Electrox Rectifiers, Battery Eliminators...;....H-23; M-17 

El-Menco Capacitors (Arco Electronics, Inc.).P-62 to 71 

Elmenco Products Company. H-22 

Emico Panel and Test Meters. G-32 

Enamels, Lacquers, Paints, Varnishes.J-11; U-42 to 45, 93 

Energy Storage, Photoflash Capacitors.....P-18, 54, 79 

Equalizer Amplifiers.B-12; E-17, 20 

Equalizers, Tone, Pickup.E-21, 22, 31; N-46 

Equipto Div. Aurora Equipment Co.U-36, 37 

Erie Resistor Corporation..P-132 to 137 

Ersin Multicore Solder..U-16, 17 

Esco-Lite TV Lamps. T-45 

Escutcheon Pins...U-62, 85 

Esico Soldering Irons. U-14 

Espey Manufacturing Co., Inc.B-24 to 26 

Eveready Batteries, Flashlights.M-6 to 9 

Exciter Coils, Tanks, Forms.J-11, 40, 66 to 69, 82; 

N-21, 44, 45, 55, 65 to 69 

Expansion Shields, Lag Screws.S-41; T-26, 41; U-131 

Expansion Springs...U-62, 86 

Extension Cord Sets..L-26; S-23, 59; U-54 

Eyelets, Rivets.U-60, 84, 103, 116 

Tools and Punches.F-13, U-58, 62, 103 


F — 


Fahnestock and Spring Wire Clips..S-88; U-56, 63, 72, 86, 116 


Fairchild Recording Equipment Corp.......E-1 

Faraday Shields, Links.J-68, 82 

Fault Location Bridge. R-39 

Federal Telephone & Radio Corp. 

Rectifiers....H-32, 33 

TV Lead-in Cables...S-61 

TV Picture Tubes. A-38 


Feeder Line Spreader Insulators... 
Felt Feet, Pads... 


..J-4, 78; S-39 
.U-62 


Felt Flock Spray Kits and Materials...U-46, 92 

Felt Washers for Knobs, etc. U-63, 81 

Felts for Phono Turntables.U-47, 90 

Ferranti Electric, Inc.N-107 to 109 

Fibre Insulating Washers...U-81, 116, 117 

Field-Coil Speakers.Section C 

Field Strength Meters. 1 . ...G-17, 38; S-122 

Filament Chokes...J-62, 64; N-96 

Filament Transformers.Section N 

Filter Capacitors... Section P 

Filter Chokes—Line, R.F., etc...J-9, 41, 55, 64, 79, 96; 

N-95, 96; P-8; R-43; U-111 

Filter Chokes, Reactors—Audio..Section N 

Filter Selector, Analyzer.P-23 

Filter, Sound Effects.N-46 

Filters—Interference, Noise.B-12; J-27, 32, 62, 65, 68, 71; N-92, 

95; P-8, 23, 60, 78, 85; S-106, 126, 127; T-27, 32; U-118 

Appliance...J-62, 65; P-8, 23, 85; U-118 

Audio.B-12; N-45, 46, 48, 55, 57 

Automotive Noise Suppression.P-6, 26, 60, 78; S-40, 103, 126 

Fluorescent Lighting...N-95; P-23, 60, 85 

Industrial, Heavy Duty....., P-8, 23 

Resonant... P-26, 78 

Television.J-27, 62, 68, 71; N-59, 92, P-6, 85; 


Wave Traps... 

Finn-Jaske Company. 

Fisher Radio Corporation... 


S-127; T-27, 32, 38 
...J-63; N-92; S-126; T-38 

..:...::....E-41 

....B-22, 23 


Fixture Wire, Lamp Cords...S-6, 15, 17, 23, 30, 55, 58, 71 

Flash Tubes...A-1 

Flashlight and Lantern Batteries......M-I, 2, 6, 11, 14 

Flashlights and Lanterns...-.....M-3, 6 
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GENERAL INDEX (Continued) 


Section & Page 

Fleetwood TV Receiver Kits.T-8 

Flexible Couplings, Insulated.J-8, 36, 40, 55, 58, 79; U-113 

Flexible Resistors.R-13 

Flexible Screw-Drivers... 

Flexible Shafts... 


....U-49, 104 
...J-79; S-38 


Flexible Varnished Tubing & Spaghetti.S-15, 32, 47; U-56, 94, 114 

Flock Finishing Spray Materials & Kits.U-46, 92 

Fluorescent Lighting Capacitors, Suppressors.N-95; P-23, 60, 85 

FM and TV Antennas.F-10, 11; S-73 to 140; T-43; U-95, 96 

FM Books, Manuals..Section K 

FM Coils.J-63, 96; N-93 


FM-AM Tuners. 

Focus Coils, TV. 

Footrol Foot Switch... 

Foundation Chassis for Amplifiers... 


...B-1, 15, 22 to 28; G-130; J-17, 24 

.C-6; N-2, 89; T-23 to 25 

.L-28 


...J-50, 51, 91, 105, 109, 113 


Section & Page 

Grid Dip Meters.!.G-18; J-37, 69 

Grid Dipper—Oscillators...J-27, 32 

Grille Cloth and Screening.J-92; U-46, 94 

Grommets, Rubber. U-62, 71, 80, 116, 117 

Grossman Radio & Electric Co. .T-5 

Ground and Lead-in Wire.S-6, 8, 9, 17, 22, 23, 30, 42, 46, 57, 62, 

69, 104, 136; T-40; U-98 

Ground and Pipe Clamps.M-19; S-42, 60, 104; T-41; U-98 

Ground Rods. .S-41, 60, 63, 106; 136; T-31 

Guardian Electric Mfg. Co. .L-44, 45 

Guy Wire. S-42, 60, 62, 69, 129; T-40; U-98 


— H — 


Freed Transformer Co., Inc. 

Laboratory Test Equipment.G-120 to 124 

Transformers, Inductors, etc.N-62 to 81 

Frequency Calibrators.G-3, 16, 22, 28, 75, 81, 133;J-53 

Frequency Converter.G-128 

Frequency Meters, Testers, Standards.-.G-23, 30, 78, 79, 

81, 104, 105, 131; J-37, 69 

Frequency Multiplier.J-68 

Frequency Records to Check Response.E-23; U-90 

Frequency Shifter Equipment. J-31, 38 

Friction Tape. U-56, 139 

Fungus Varnish, Lacquer. . U-42, 93 

Furniture Polishes, Varnishes, Oils, Kits.U-45, 92 

Fuse Pullers, Extractor Posts.H-18. U-50 

Fused Plugs.H-22 

Fuses.H-14 to 21 

Connectors, Retainers, Clips.F-42; H-15, 17, 18 19; 

S-36, 103; U-54, 63, 69, 70, 82, 113 
Fusetron Fuses.H-14, 15 


— G — 


Gain and Fader Controls, P. A.Section R; also L-20, 31 

Galbraith & Son Electric Corp., C. C..C-34 

Galvanometers . G-44 

Garrard Sales Corporation.E-37 to 40 

Gas and Oil Gauge Filter Capacitors, Auto.P-6, 26 

Gas Pressure Measuring Tubes.A-1 

Gee-Lar Mfg. Co...U-120 to 123 

Geiger-Mueller Tubes.A-17, 24 

Genemotors.M-51 

General Cement Mfg. Co.U-41 to 63 

General Control Co..L-27 to 29 

General Dry Batteries, Inc.M-10, 11 

General Electric Company 

Capacitors.P-54 to 57 

Phono and Recording Parts and Accessories.E-17 

Selenium Rectifiers.H-36 

Soldering Irons.U-4, 5 

Speakers.C-2 

Switches and Relays.L-1 

Test Equipment for TV, Industrial, Broadcast.G-22, 23 

Transformers and Reactors.N-34 

Tubes, Receiving and TV. A-2, 3 

Tubes, Transmitting and Industrial.:A-4, 5 

General Fuse Company.H-20, 21 

General Industries Company ..E-32 to 35 

General Purpose Relays.. .L-1, 38, 39, 42 

Generator Capacitors, Suppressors—Auto.P-6, 26, 60, 78; 

R-51; S-103 

Generators, Rotary Power.J-28; M-51 to 55, 58 

Generators, Signal.Section G 

Geneacope Signal-Generator-Oscilloscope .G-35 

Germanium Crystal Diodes.A-1, 3, 13, 17, 20; H-29, 34 

Germanium Diode Checker.G-22 

Gernsback Publications, Inc....—..K-13 

Glasohm Insulated Flexible Resistors.R-13 

Glass and Porcelian Insulators—Antenna ....S-40, 104; T-44 

Glass and Plastic Jars for Hardware. U-60, 87, 117, 123 

Glaaseal Capacitors..... P-119 

Glasamike Capacitors. .P-146, 147 

Slow Modulator Tubes.A-1, 4 

Glue—Cabinet Repair, Wood. U-41, 91 

Gonset Company.J-17 ; S-140 

Gothard Manufacturing Co. M-68 

Graph Sheets for Audio Engineers. E-23 

Gray Research & Development Co., Inc. E-31 

Greenlee Tool Company.U-34, 35 

Greenohm Resistors.. .. R-11, 12 

Grid Bias Cells...........T-15 


M-57; S-37, 43; U-5^;63, 85, 86, 97, 114 


H-Pads (Printed Circuits) for TV Attenuator Switch.P-93 


Hallicrafters Company.J-18 to 25 

Hammarlund Mfg. Co., Inc..J-56 to 61 

Hamswitches .L-3, 18 

Hardware, Small.F-29; L-5; S-36 to 38; T-41; U-32, 

60, 62, 63, 72, 73, 79 to 87, 116, 117, 126, 130, 131 

Harmonic Distortion Meter.G-124; J-69 

Harvey Hubbell, Inc..F-12, 13 

Harvey-Wells Electronics, Inc..J-28, 29 

Haz-Bin Storage Cabinets.U-38 

Headphones.D-31 to 35; T-52; U-118 

Diaphragms .D-35 

Ear Cushions.D-35; U-118 

Headphones Cords.D-36; S-40; U-118 

Hearing Aid Accessories: 

Batteries _ M-1, 14 

Battery Testers.G-32, 51 

Capacitors .P-6, 14, 17 

Earphones and Headsets.D-32, 34 

Outlet Boxes and Controls.D-34 

Plugs, Jacks, Sockets..F-5, 26; L-24 

Printed Electronic Circuits.P-92 

Transformers. N-17, 42, 43 

Heat Dissipating Connectors for Tubes.A-27; J-55 

Hexacon Electric Company.U-2, 3 

Hickok Electrical Instrument Co.G-66 to 80 

High Altitude Devices.A-5 

High Fidelity: 

Amplifiers and Tuners--B-1, 2, 9, 12, 15, 22 to 28; 

G-130; J-24; N-4; T-3, 27 

Books, Manuals.K-3, 7, 12, 13, 14 

Cabinets, Enclosures.C-3, 13, 23, 28, 32, 33, 46; T-10 to 13 

Converters, Rotary.M-53, 54 

Pickups, Arms, Cartridges...E-18, 19, 21 

Record Changers, Players.Section E 

Record Compensator.E-20 

Speakers.C-2 to 5, 12, 15, 21. 22, 28, 30, 40, 41 

Tape Recorders.B-2; E-1 to 5, 11 to 15 

Transformers—Audio, Output, etc.N-4, 5, 19, 20, 

55, 62 to 64, 72, 85 

High Frequency Relays.L-38, 42, 45 

High Frequency Speakers and Horns.Section C 

High Voltage Probes—TV, etc.G-9, 33, 36, 40, 76, 82, 

88, 91, 101, 107, 117; U-50, 107 

High Voltage Wire.S-7, 13, 17, 23, 27 to 30, 50, 59 

Hi-Lo TV Antenna Corporation.S-132 

Hookup Wire.S-6 to 13, 17, 22 to 30, 46 to 49. 53, 57, 58, 64, 71 

Horns, Projectors, Trumpets.Section C 

Adapters, Connectors.:.C-9, 16, 17, 25 

Driver Units.C-3, 7, 14, 16, 24, 30 

Stands, Brackets, Mounting Fixtures.C-9, 16, 25 

Hoyt Electrical Instrument Works, Inc.G-62, 63 

Hushatone Pillow Speaker.D-30 

Hybrid and Repeat Coils.N-38, 62 

Hydrometer, Electrical.G-79 

Hy-Lite Antennae, Inc..S-118, 119 

Hypex Speaker Projectors.C-14 

Hytron (now CBS-Hytron). A-20 

Hyvol Capacitors. P-19 


I.D.E.A., Inc.—Regency Division..T-19 

Idler Pulleys....F-29; U-63, 113 

I.F. Transformers.J-IO, 65; N-93 to 95 

Ignition Batteries... M-1, 2, 9, 11, 14 

Ignition Cable, Shielded.... S-8, 13, 17, 30 

Ignition Pliers...i.:.....;... ..............l[J-24, 27 

Ignition Suppressors ... .iv..... .....aP-O;. R-51; S-4d, 103; U-59 

Ignitrons (Pool-Cathode Tubes)..::..:.A-4, 6, 7, 22, 24, 34 
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GENERAL INDEX (Continued} 


Illinois Condenser Corp.. 

Illinois Research Laboratories 
Imperial Radar & Wire Corp.... 
Incremental Inductance Bridge 


Section & Page 

.P-138 to 141 

U-133 
S-62, 63 
...G-121, 123 


Indicating Instruments, Meters.Section G 

Indicators—Panel, Signal.H-1 to 13; J-86 to 88; U-55, 70 

Indicators, Temperature.G-41, 102, 103 


Indicators, Volume Level... 
Indoor Antenna Wire, AC-DC... 


.G-30, 44, 55, 59 

...S-15. 17. 40; U-57, 72 


Indoor TV Antennas...S-88 to 91, 105, 132; U-57, 78 

Inductors—Coils.J-66 to 68, 82; N-21, 44, 45, 55, 65 to 69 

Clips for Inductors..J-82 

Inductors—Variable, Rotary.J-68, 69, 82; N-45 

Inductuner Tuning Device, TV...T-14, 15 

Industrial Circuit Testers.Section G 

Industrial Condenser Corp....P-58 to 61 

Industrial Instruments, Inc...G-136, 137 

Input Transformers.Section N 


Inspection Lites, Mirrors... 
Instrument Rectifiers. 


.U-48, 52, 89 

...H-23 to 36; M-31 


Instruments and Meters, Panel.G-31, 32, 44 to 65, 78, 

79, 104 to 106, 138 

Instrument Switches.L-14, 20 

Insulated Staples, Saddle Type. S-32; IJ-55 

Insulated Tubing for Tool Handles .U-52, 87 

Insulated Wiring Nails.S-42; T-42; U-62, 85, 97 

Insulating Fibre Washers.:....U-63, 81 


Insulating Materials, Sheets... 


...S-141; U-56, 94 

Insulating Tubing, Spaghetti.S-15, 32, 47; U-56, 94, 114 

Insulating Varnish...U-93 

Insulators—Steatite, Lucite, Ceramic, etc. 

Antenna.F-9; J-79; S-38 to 42, 104, 106, 129, 136; 

T-31, 37, 44; U-97 

Beads...P-93; U-109 

Beehive, Standoff:,.....J-78; S-38, 39 

Bowls, Bushings , .J-4, 78; P-93 

Feeder Spreader .J-4, 78; S-39 

Nail-it Knobs.. .S-40, 104 

Standoff, Cone Type J-4, 78; P-93; S-39; U-110 

Standoff, Screw Eye F-9, 49, S-42, 101, 106, 129; U-98, 130 

Strain, Airplane.J-4; P-93; S-38, 39, 104, 106; T-44 

Threaded Brass and Steel Rods.J-78; S-38; U-72, 82 

Thru-panel, Feed-thru.J-4, 78; P-93; S-38, 39', 63; U-110 

Tubes, Rods, Pillars.J-4, 79; P-93; S-38, 39, 42; T-44; U-109 

Insuline Corporation of America 

Antennas and TV Accessories.S-102 to 106 

Cabinets, Racks, Panels...J-90 to 95 


Hardware, Tools, Service & Amateur Aids.U-100 to 118 

Interchangeable Relays.........L-44 

Intercommunication Systems.B-16, 29, 30; L-47; T-7 

Intercom Speakers...C-5, 7, 8, 15, 19, 25, 37, 43 

Intercom Wire..S-1 to 6, 21, 30, 50, 51, 57, 66, 68, 71 

Interference Filters..B-12; J-27, 32, 62, 65, 68, 71; N-92, 95; 

P-8, 23, 60, 78, 85; S-106, 126, 127; T-27, 32, 38; U-118 

Interference Filter Selector.P-23 

Interlock Self-Locking Electrical Connectors.F-12, 13 

Intermodulation Meter.G-16 

. ..H-34, 35 

..R-14 to 27 

.P-92, 135 

.M-26 to 29 


International Rectifier Corporation... 
International Resistance Co... 


Interstage Coupling Plates (Printed Circuits) 

Inverters, Power.1...... 

Ion Traps..........C-6; T-25; U-57 


Ionization Gauges... 

Irish Magnetic Recording Tape... 
Iron Testers. 


...A-5, 23, 27 
.....E-66 
...G-102 


Isolation Transformers....™.N-16, 23, 53, 77, 88, 91, 105, 106 

Isotap Testing Transformer....G-8 




Jack Shields. 

Jack Switches... 
Jacks and Plugs... 


.J-11 

...L-3, 31 


:..D-34, 35; F-4, 47, 48; J-84; L-4, 24, 25, 30; 


N-110; S-34, 35; U-53, 63 to 67, 94, 100 to 102, 119, 126 
Jacks and Plugs—Military, JAN, SC, etc......F-7, 44, 45, 46, 47; 

L-4, 13, 23, 24, 25; U-64, 100 

Jacks, Circuit.L-4; "tJ-lOl 

Jacks, Extension.........F-28; L-4, 24, 26 

Jacks, Long and Short Frame...1.L-4, 25, 30, 31 

Jacks, Panel Mounting..........L-4; N-110; U-119 

Jacks, Tip....F-4, 12, 28, 42; J-84; S-34, 35; U-53, 63 to 66 

Jackson Electrical Ihstirnment Co..;..............G-94 to 97 

James Vibrapowr Company.......,..M-50 

JAN Hardware Mfg. Co., Inc_____U-128, 129 

Jars, Glass and Plastic—for Hardware.U-60, 87, 117, 123 


J-B-T Instruments, Inc. 

Switches. 

Test Equipment. 

Jennings Radio Mfg. Co.. 


Section & Page 


,..L-14 to 16 


,..G-102 to 106 
...J-44 to 46 


Jensen Industries, Inc. (Needles).E-43 

Jensen Manufacturing Co. (Speakers).C-10 to 14 

Jerrold Electronics Corp....S-122 

Jewel Lights and Assemblies...H-1 to 13; J-86 to 88; U-55, 70 

Jewelers Pliers and Screwdrivers..U-26, 40 

J.F.D. Manufacturing Co., Inc..S-99 to 101 

Johnson Company, E. F.... .J-70 to 89 

Jones, Howard B.—Div. Cinch Mfg. Co..F-14 to 23 

Jontz Manufacturing Co..... ....S-135 


— K — 


Kay Electric Company... 


...G-114 


Kenwood Engineering Co., Inc. (Kenco).T-26 

Kenotrons (Vacuum Rectifier Tubes).....A-5 

Kenyon Transformer Co., Inc...._ _____^^-60, 61 

Kester Solder Company_ U-18 

Keying Break-ins and Monitors ...J-27; U-118 

Keying Relays... ..L-37, 42, 45 


,J-83, 89; Lh 
.U-126 


Keys and Practice Sets, Telegraph. 

Keystone Electronics Corp. 

Kinescopes (TV Tubes).A-3, 9 to 15, 20, 23, 31, 36 to 38 

Kits and Chassis—AM, FM, TV, Audio, etc.B-25; T-1, 2, 5 to 9 

Klein & Sons, Mathias.U-33 

Klystrons (Tubes)...A-1, 19, 26 

Knife-Throw Switches.S-33, 106; U-111 

Knights Company, James. T-50 

Knob Puller Tools.U-61 

Knobs & Pointers—Dial, Instrument, etc.E-23; F-29; G-101; 

J-5, 39, 85; L-5, 16; T-3; U-49, 60, 61, 76, 87, 109, 
120 to 123, 134 to 137 

Knob Felt Washers.U-63, 81 

Knobs for Auto Radios..U-61, 120 

Set Screws and Springs.F-29; U-61, 62, 63, 82, 86, 121, 123 

Knockout Punches and Cutters.:....F-1; U-34, 35, 104 

Kon-Nec-Tor Mercury Switches. A-5 

Kraeuter & Company, Inc....U-24 to 27 

Kwikheat Mfg. Co. U-6 


...L-31; R-2, 10, 36 


L-Pads (Attenuators)...:....:. 

Laboratory and Industrial Test Equipment.:......G-3 ip 16, 22, 

23, 72, 74, 91, 111, 120 to 137; J-37 

Lacquers, Enamels, Paints, Varnishes.,.J-11; U-42 to 45, 93 

Ladders, Magnesium.U-97 

Lamp Cords and Fixture Wire...S-6, 15, 17, 23, 30, 55, 58, 71 

Lamps, Dial and Panel.A-11; M-6 

Lamps for TV Sets. ...T-45 

Lansing Sound, Inc., James B. U-33 

Lapel Microphones.D-4, 9, 21, 23, 24, 30 

LaPointe Electronics, Inc.. .S-76 to 82 

Larson Co., Chas. O. .U-130, 131 

Latching Impulse Relays.,.:...L-33, 34, 37, 42 

Lead-in and Ground Wire.S-6 to 9, 17, 22, 23, 30, 42, 

46, 57, 62, 69, 104, 136; T-40; U-98 

Lead-in Strips.;...S-40, 104 

Leak Amplifier..B-17 

Lectrohm, Inc..R-34, 35 ; U-19 


Lever-Action Switches... 

Lewis and Kaufman, Ltd. 

Light Concentrator for Close Work... 
, Lightning Arresters. 


L-2, 16, 17, 25 to 27; U-6 

...A-32 

.:.E-23 


Limit Switches... 


Line Cord Resistors... 


F-9, S-40, 42, 83, 88, 96, 101, 
104, 106, 108, 120; T-42 
...L-l, 29 


Line Voltage Regulators, Plug-in.. 


..-S-40, 55, 99; U-119 
...R-13; U-118 


Line Voltage Regulator Transformers & Controls 

M-37 to 39, 42 to 45; N-16, 23, 46, 49, 53, 106 

Linear Detector......:J-69 

Link Coils, Inductors.J-66 to 68, 82; N-21, 44, 45, 55, 65 to 69 

Jack Bars and Assemblies.......J-67, 82 

Plug-in Links...J-68, 82 

Littelfuse, Inc......H-16 to 19 

Litz Wire.....S-17 


Lock Washers. 

Locks for Dials... 


Loop Antennas, Sticks, Rods, etc.... 

Lowell Manufacturing Co.- 


..S-37; U-73, 81, 116 

....F-49; J-5, 40; U-126 
...J-63; T-21; U-57, 118 
..C-26, 27 


Lubricants......U-42, 43; 44, 91, 92, 132, 133 

Lugs—-Terminal, Soldering, Tinned-..::..F-29, 48, S-36; U-62, 

71, 73, 79, 85,115,117 
Lysco Manufacturing Co., Inc......:..J-32 
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— M 


MacMillan Company. 

Magic Eye Assemblies and Accessories... 
Magmotors . 


Magnecord, Inc.. 

Magnesium, Copper, Sulfide Rectifiers. 

Magnesium Ladders. 

Magnet Wire. 

Magnetic Tape Recorders. 

Magnetrons (Tubes).. 


Section & Page 

.K-11 

.F-1; J-40 

.M-51 

.E-12 

.M-31 

.U-97 

S-21, 31, 53 
..B-2; E-1 to 5, 11 to 15 
...A-19, 24 


Maguire Industries—Thordarson-Meissner Div..N-82, 83 

Mallory & Co., Inc., P. R. 

Capacitors... 


Controls, Rheostats, Resistors. .. 
Switches, Jacks, Plugs... 


...P-1 to 11 

.R-1 to 6 

.L-2 to 5 


Tuning Unit, UHF Converter, Grid Bias Cells.T-14, 15 

Vibrators, Rectifiers, Power Supplies.M-30 to 33 

Manuals, Service and Instruction..Section K; also C-23; 

E-47, 48; G-88; L-48 

Marine Speakers, Horns.C-8, 20, 24, 34 

Marion Electrical Instrument Co..G-46 to 49 

Marker Generators.G-7, 22, 28, 29, 88, 107, 114, 116, 118 

Masonry Drills.S-41 

Mast Clamps, Straps, Bases, Couplers.F-9; M-19; S-32, 42, 96, 

106, 123, 127, 129, 134, 135; T-26 to 33, 38 to 42; U-98, 131 

Master Mobile Mounts, Inc..S-114, 115 

Masts and Towers, Antenna.F-9; S-95, 101, 104, 134, 135; T-43 

McGohan, Inc., Don.B-20, 21 

.G-11 to 18 

..Section G 


Measurements Corporation... 

Measuring Instruments.. 

Megacycle Meters.—.G-18; J-37, 69 

Megohm Bridge.G-136 

Megohmmeters.G-88, 120, 136 

Meissner Products, Thordarson-Meissner Div.N-82, 83 

Mercury “A” Batteries. L-5 

Mercury Switch Relays. L-42 

Mercury Switches. A-5 

Merit Coil & Transformer Corp.N-84 to 96 

Metal Cabinets, Racks, Panels.J-47 to 52, 90 to 95, 98 to 114 

Metal Trim, Moulding, Handles...J-52, 95; U-94 

Metallized Paper Capacitors.P-20 to 22, 44, 96 to 101, 152, 153 

Meter Cases.J-51, 91, 103, 110, 113; U-78 

Meter Tester. G-49 

Metered Transformers.N-53, 105 


Meters and Instruments... 

Meters, Elapsed Time. 

Meters, Frequency.. 

Meters, Grid Dip... 


.Section G 

.G-48, 55, 106 

...G-23, 30, 78, 79, 104 to 106 
...G-18; J-37, 69 


Meters, Panel.G-31, 32, 44 to 65, 78, 79, 104 to 106, 138 

Meters, Pocket.G-20, 25, 40, 42, 43, 51, 57, 61, 80, 96, 110 

Meters, Recording Level, Decibel, Noise.G-30, 44, 55, 59 

Meters, Resistance...G-50, 57 

Mica Capacitors.P-9, 24, 25, 50 to 52, 62 to 65, 

71, 86, 87, 128 to 131, 137 

Mica Capacitors, Silvered.P-26, 51, 63, 64, 71, 128, 131, 137 

Michel Manufacturing Co. B-19 

Microammeters.G-5, 31, 42 to 48, 53, 54, 58, 59, 62, 65 

Microphones—Cardioid, Crystal, Dynamic, 

Velocity, Contact, Lapel, etc.Section D; also T-52 

Adapters, Swivels.?.D-1, 4, 9, 29 

Base Flanges, Extension Rods.D-29 

Cable and Wire.S-2, 17, 18, 29, 56, 66 to 71 

Cartridge Replacements. D-11 

Connectors.F-6, 33, 34; H-8; L-26; S-43; U-55, 70, 102 

Plugs and Jacks.D-34; F-47; L-4, 24 to 30; 

U-53, 63 to 66, 100, 119 

Stands .Section D 

Switches.D-11; F-6 

Third Hand, Chest Plate, etc.D-1, 17, 21 

Transformers.....Section N; also D-11, 15, 23 

Microtan Co..N-97 

Microwave Tubes, Crystal Diodes.A-1, 3, 13, 17, 20; H-29, 34 

Middletown Manufacturing Co., Inc..J-112 to 114 

Midget Relays.L-32 to 38, 42 

MOlen Mfg. Co., Inc., James.J-37 to 43 

Miller Company, J. W. (Coils)..J-62 to 65 

Miller Mfg. Co., Inc., M. A. (Needles).E-48, 49 

Milliammeters, Millivoltmeters.G-31, 32, 42 to 65, 77 

Mini-Max Strips for Batteries.U-59, 71, 101 

Minnesota Mining & Mfg. Co..E-65 

Mirroscope Oscilloscope.G-37 

Mobile & Police Transmitters, etc.J-17, 26, 28, 29, 32, 33, 97 

Model Engineering & Mfg., Inc., Tru-Ohm Div.R-48 

Modulation Monitors, Meters.G-23, 107, 131 

Modulators for Communications Equipment.......J-26, 32, 37 

Molded Plastic Tubular Capacitors.-.P-3, 4, 17, 18, 39 to 43, 

53, 77, 80, 109, 125, 142 to 148 


Monitor Products Co. 

Monitoradio (Radio Apparatus Corp.).. 

Moody Machine Products Co., Inc. 

Morgan-Rhein, Inc. 

Morrow Radio Mfg. Co. 


Section & Page 

__T-51 

.J-97 

.U-40 

.B-18 

. ...... ..J-33 

Morse Code Learner’s Phono Records.J-27; U-118 

Mosley Electronics...T-35 to 37 

Motorcycle Antennas.S-98 

Motors, Small Power.E-36 

Motors, Turntables for Phonos & Recorders.E-3, 8, 9, 

30 to 36, 40 

Motor-Starting Capacitors.P-4, 22, 55, 124 

Motor-Starting Relays. L-35, 38 

Mueller Electric Company M-18, 19 

Multicore Sales Corporation ...U-16, 17 

Multimeters, Multitesters......Section G 

Multiple Conductor Cable.S-1 to 6, 18, 19, 29, 51, 67, 71 

Multiple Leaf Relays.L-32, 33 

Musical Instrument Amplifiers, Microphones.B-11; D-15, 23, 30 

Mutual Conductance Tube Testers.G-66 to 69, 108 


— N — 

Nail-it Knobs.^.S-40, 104 

Nails, Insulated Wiring.S-42; T-42; U-62, 85, 97 

Name Plates.U-77, 110 

National Carbon Company (Eveready).M-6 to 9 

National Company, Inc.. J-1 to 16 

National Electronics, Inc.. A-34 

National Union Radio Corp..A-12, 13 

National Wire & Cable Corp.S-64 to 67 

Needle Nose Pliers.U-23 to 28 

Needles—Cutting, Recording.E-4, 14, 17, 42, 45, 47, 51, 54, 57 

Needles—Phono Pickup, Playing.C-1; D-5, 13, 16; 

E-4, 22, 26, 27, 42 to 64 

Neon Indicator Lights...H-13 

Neon Testers, Low and High Voltage.G-10; U-52 

Networks, Crossover—for Speakers.C-9, 12, 22, 29, 30, 41 

Neutralizing, Aligning Tools..F-3; U-31, 47 to 50, 

88, 105 to 107, 127 

Neutralizing Capacitors.J-14, 35, 43, 54, 59, 67, 77 

Newcomb Audio Products Co.B-6 to- 11 

Nobleloy Metallic Film Resistors.R-50 

Noise Filters, Silencers.B-12; J-27, 32, 62, 65, 68, 71; 

N-92, 95; P-8, 23, 60, 78, 85; S-106, 126, 127; T-27, 32; U-118 

Noise Level Indicators.G-30, 44, 55, 59 

Noise Suppressors, Auto Ignition.P-6; R-51; S-40, 103; U-59 

Noise Suppressors, P.A.B-12; N-45 to 48, 55, 57 

Nuclear Instruments, Counters, etc.E-23; G-23 

Null Indicators, Detectors.G-46, 65, 122 

Nut Drivers, Wrenches..U-20, 22, 30 


Nuts, Bolts, Screws, Washers... 


...S-37, 38; T-41; U-60, 63, 78, 
79 to 84, 116, 117 


— o — 


Oak Electronics Co.. 

Ohmite Manufacturing Co... 


.T-21 

...R-40 to 43 


Ohmmeters and Megohmmeters.G-42, 61, 88, 120, 136 

Ohm’s Law Calculator.R-43 

Oil and Gas Gauge Filter Capacitors, Auto.P-6, 26 

Oil Burner Suppressors..R-51 

Olin Industries, Inc..M-12, 13 

Orradio Industries, Inc,. E-66 

Oscillator Coils.J-10, 65; N-93 to 95 

Oscillators, Audio.G-81, 84, 95; J-3, 69; U-118 

Oscillators, Code Practice..J-53 ; T-7; U-118 

Oscillators, Signal Generators.Section G 

Oscillators, Test. G-27 


Oscillators, UHF... 


...G-15, 17, 35, 98, 99 
J-17, 29, 32, 38, 70 
...Section G; also J-37 


Oscillators, Variable Frequency.. 

Oscillographs, Oscilloscopes...... 

Accessories, Amplifiers, Calibrators.G-37; J-37, 50 

Cathode Ray Tubes...A-6, 7, 17 

Output Meters...G-30, 44, 55, 59 

Output Transformers..-.Section N 

Oven Temperature Testers.G-102 


Overload and Underload Relays... 
Oxford Electric Corporation. 


...L-42 to 45 
.C-15 


— P — 


P.A. Controls... 


P.A. Systems, Units... 


...Section R; also L-20, 81 

................—......-..Section B 
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GENERAL INDEX IContinuedl 


P.A. Wire and Cable- 


Section & Page 

.S-1 to 6, 21, 29, 30, 51 

Pacific Transducer Corp. (formerly Clarkstan).E-22, 23 

Packaged Wiring Systems for Work Benches.U-138 

Padding Capacitors-..J-14, 54, 67; U-112 

Paging and Talk-Back Speakers.C-5 to 8, 15, 19, 25, 37, 43 

Paints, Enamels, Lacquers, Varnishes.J-11; U-42 to 45, 93 

Panel Bearings, Assemblies...J-79; S-38; U-72, 113, 128 

Panel Boring Tools .F-1; G-111; U-34, 35, 104 

Panel Indicators.H-1 to 13; J-86 to 88; XJ-55, 70 

Panel Lamps...-.A-11; M-6 

Panel Marking Transfers.J-39 

Panel Meters.G-31, 32, 44 to 65, 78, 79, 104 to 106, 138 

Panels, Aluminum.J-90, 91, 104, 111, 113 

Panels, Bakelite....J-91, 95; U-56 

Panels—Desk, Door, Grille .J-48, 104, 109 

Panels, Masonite. .J-93, 94 


D-35; J-48, 93, 94, 104, 105 
..J-48, 94, 104, 113; U-78 

.Section P 

.J-98 to 105 


Panels, Metal Rack, Jack, etc— 

Panels, Meter.... 

Paper Capacitors. 

Par-Metal Products Corp. 

Patch Cords..D-35; N-110; U-67 

Pattern and Bar Generators, TV.G-38, 112; S-121; U-125 

Peerless Electrical Products DiV. Altec Lansing.N-30 to 33 

Penn Television Products Co.T-32, 33 

Pentron Corporation...E-15 

Perma-Power Company.M-56, 57 


Pernianent Magnet Speakers... 

Permo, Inc.. 


Petersen Radio Co., Inc... 


.Section C 

...E-52 to 59 
...T-48, 49 


Phanotrons ( Rectifier Tubes)...A-5 

Phaostron Company... G-64, 65 

Phasitrons (Tubes). . A-5 

PhiUips Screw Drivers. U-21, 30 

Philmore Mfg. Co., Inc. T-52 

Phoenix Electronics, Inc.S-128 to 130 

Phone Cords...D-35; S-40; XJ-118 

Phone Headsets...D-31 to 35; T-52; U-118 

Phone Plug Adapters.....F-6; S-43; U-64, 67, 102 

Phone Plugs, Connectors, Jacks.D-34; F-47; J-84; 

L-4, 24, 26, 80; U-53, 63 to 66, 100, 119 
Phone Tips, Jacks.F-12; J-84; S-34, 35; 

U-53, 63 to 66, 85, 100, 101, 127 

Phonographs, Record Players.B-10; E-6, 7, 30, 40; F-37 

Cabinets, Cases.E-37 

Drives.U-48, 62 

Needles, Playback.C-1; D-5, 13, 16; E-4, 22, 26, 27, 42 to 64 

Phono Plugs, Jacks.F-28, 41; S-33; U-53, 63, 70, 94, 101 

Phono Wire, Shielded.S-3, 23, 30, 50, 59; U-53, 63 

Pickups and Arms.C-1; D-7, 13, 24; E-1, 17 to 25, 31 

Record Changers. E-28 to 30, 38, 39 

Springs and Set Screws, Pickup.U-47, 62, 63, 80, 82 

Stroboscope Discs. .E-22; U-87 

Turntable Drives and Felts ....U-47, 80, 90 

Turntables, Motors, Assemblies.E-3, 8, 9, 30 to 40 

Phono Plugs & Sockets for Record Players, etc.F-28; 


U-54, 70, 71, 78, 85, 90, 102, 113 

Phono Turntable Repair Stand.U-58 

Phosphor Bronze Aerial Wire & Dial Cable.S-14, 32, 54; U-51 

Photo Electric Cells.A-28; H-24, 35 

Photo Electric Relays.L-34, 36, 46, 47 

Photo Electric Units, Alarms.L-46, 47 

Photocell Cable.S-1, 3, 23, 30 

Photofdct Radio Data Service & Manuals.K-7 

Photoflash Capacitors...P-18, 54, 79 

Photoflash Power Transformers..N-10, 53, 91 

Photoflash Relays.L-35 

Phototubes.A-5, 6, 7, 22, 28 


Pick-a~Shaft Controls... 

Pickering & Co., Inc... 


.R-9, 13 

E-18 to 21 

Pickups and Arms, Phono & Transcription.C-1; D-7, 13, 24; 

E-1, 17, 18, 21, 22, 24, 25, 31 

Cartridges.D-5, 6, 12, 16, 27; E-1, 16, 17, 19, 22, 26, 27 

Springs, Set and Mounting Screws.U-47, 62, 63, 80, 82 

Tone Equalizers..E-21, 22, 31; N-46 

Pierceway Div. Clifton Conduit Co., Inc.-.U-138 

Pillow Speakers..D-30, 33 

Pilot Lamps, Bulbs.A-11; M-6 

Pilot Light Installer & Remover Tools...H-10; U-55 

Pilot Lights and Assemblies.H-1 to 13; J-86 to 88; U-55, 70 

Pilot Radio Corp.. B-28 

Pin Plug and Jack Sets for Auto, Phono, etc.F-28; 

U-54, 70, 71, 78, 85, 90, 102, 113 

Pin Straightener Tools for Tubes...U-50 

Pipe and Ground Clamps.M-19; S-42, 60, 104; T-41; U-98 

Planet Manufacturing Corp.—. P-88 

Plastic Capacitors, Inc.. P-142 


Plastic Cement for Repairs... 
Plastic Dial Crystals... 


Plastic Electricstl Tape... 


...U-41, 42 

.U-90 

.U-139 


Section & Page 

Plastic Jars and Boxes for Hardware. ..U-60, 87, 12S 

Plastic ^Molded, Paper Tubular Capacitors...P-3, 4, 17, 18, 

39 to 43, 53, 77, 80, 109, 125, 142 to 148 

Plastic Tubing.S-47, 141; T-42; U-66, 97, 114 

Plastoid Corporation..S-70 

Plate Transformers.Section N 

Plattertags for Disc and Tape Reel Labels...E-41 

Pliers.F-13; U-23 to 29, 33, 47, 123 

Pliotrons (High Vacuum Tubes).A-4 

Plug Caps and Shells..F-4, 5, 27; U-54 

Plug-in Resistors, Tube Type..A-4 to 7, 18, 23 to 25; 

R-13. 56; S-100 

Plug-in, Twist-Prong Capacitors.P-1, 12 to 14, 35 to 37, 59, 

73 to 76, 106 to 108, 121 to 123, 140, 141, 149, 150 


Plugs and Jacks. 

Plugs, Battery. 

Plugs, Cord. 

Plugs, Fused.. 

Plugs, Receptacles, Sockets. 

Plugs, Snap Button. 

Plugs, Soft Rubber 
Plugs, Solderless.. 

Plugs, Speaker. . . .. 

Plugs, TV Camera. 

Plugs, Ventilating Hole. 

Pocket Meters, Testers. 

Pocketscopes . 

Police & Mobile Antennas.... 


.F-4, 47, 48; J-84; L-4, 24, 25, 30; 

N-110; S-34, 35; U-53, 63 to 87 

.F-27 

..F-30 to 36; U-54 

. H-22 

.Section F; T-35, 36 

. . .F-29; U-62, 85 

.S-32 

U-64 to 66, 100, 101, 127 

.F-5, 41 

.F-35 

..F-29; U-62, 85 

.G-20, 25, 40, 42, 43, 51, 57, 

61, 80, 96, 110 

.G-119 

.S-98, 102, 109, 114 to 117 

136, 137 


Police & Mobile Receivers, Transmitters and Equipment.J-17, 


26, 28, 29, 32, 33, 97 

Polyphase Reproducers, Heads.E-24 

Polysterene Cement and Coil Dope.F-8; U-91 

Polysterene Rods, Tubing, Sheets.S-141 

Porcelain Products, Inc...T-44 

Potentiometers, Rheostats.Section R; also L-31 

Potter & Brumfield.L-32 to 35 

Power Conversion Equipment.Section M; also H-23 to 36 

Power Cords for Radios, Lamps, etc.S-15, 23, 80, 55, 59, 99 

Power Level Indicators.G-30, 44, 55, 59 

Power Plugs, Connectors, Receptacles.Section F 

Power Rectifiers. . H-24 to 28, 33, 35 

Power Relays. L-32 

Power Resistors. . .Section R 

Power Rheostats. . .. R-10, 30, 40, 48 

Power Speakers. . .Section C 

Power Supplies, Packs.B-1; D-1; G-23, 111, 121, 122, 133; 


J-28, 37, 72; M-17, 20, 21, 30 to 33, 
36, 43, 45; N-16; P-143, 145; S-72 


Power Supplies, Rotary.J-28; M-51 to 55, 58 

Power Switches.L-23, 41; S-33; U-56, 69, 111 

Power Transformers.....Section N 

Pre-amplifiers, Boosters—for Amplifiers.B-1, 12, 17, 

21, 22, 28; E-20 


Pre-amplifiers, Boosters—for TV.D-2, 21; S-81; T-15 to 19, 22 


Pre-amplifiers for Pickups, Cartridges .E-17 

Pre-amplifiers for Receivers, Transmitters J-17, 29, 38 

Precise Development Corp. G-115 to 117 

Precise Measurements Co...*. .G-111 

Precision Apparatus Co., Inc. -. ..G-86 to 93 

Precision Capacitors, Drive Units..J-15, 36 

Precision Resistors....:.....R-26, 38, 42, 47, 55 

Premax Products Div. Chisholm-Ryder Co., Inc..S-136, 137 

Premier Metal Products Co..J-106 to 111 

Prentice-Hall, Inc..K-12 

Preselectors, Boosters for Communication Receivers.J-23 

Presto Recording Corporation. .E-2 to 5 

Printed Electronic Circuits...P-84, 91 to 93, 135; T-16 

Silver Print for Repairing Circuits.....U-42 


Probes, R.F... 

Probes, TV, High-Voltage 


.G-9, 76, 82, 117; U-71, 107 

...G-9, 33, 36, 40, 76, 82, 

88, 91, 101, 107, 117; U-50, 107, 


Projectors, Horns.Section C 

Pulleys, Idler.F-29; U-63, 113 

Pulse Generators.G-12, 114, 117, 118 

Pulsescopes .;. .....G-118 

Punches, Dies—Chassis, Panel, Socket.F-1; U-34, 35, 104 

Punches—Rivets, Eyelet. .F-13 

Push and Push-Button Switches.L-3, 11, 25, 30, 31, 40; 

S-33; U-56, 69, 95, 111 


Pushback, Hookup Wire.....S-6 to 13, 17, 22 to 30, 

46 to 49, 53, 57, 58, 64, 71 

Pyramid Electric Company.....P-94 to 119 

Pyranol Capacitors.P-54 to 57 

Pyrometers .....G-103 


ladex-ld 
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Section & Page 


Quam-Nichols Company.C-4 to 6 

Q-Meters, Indicators.G-120, 125, 126 

Quietrole Company--U-132 

QX Checker.G-126 


— R — 


Racks—Relay, Cabinet.-.J-47, 48, 90, 98 to 114 

Racon Electric Co., Inc.C-7 to 9 

Radelco Manufacturing Co....S-107 to 109 

Radiart Corporation 

Antennas.S-72 to 75 

Vibrators, Power Supplies, Converters.M-46 to 49; S-72 

Radiation Counter Tubes.-.A-17, 24 

Radiation Monitor.G-23 

Radio Amateur Handbook (ARRL). K-5 

Radio Apparatus Corporation (Monitoradio) .J-97 

Radio City Products Co., Inc.G-98 to 101 

Radio Corporation of America 

Antennas and Accessories. S-83 

Batteries. M-1 

Pickups, Crystal, Replacement. C-1 

Speakers. 

Technical Literature, Tube Manuals. K-8, 9 

Television Components.T-24, 25 

Test and Measuring Equipment.G-1 to 9 

Tubes—Amateur Type.A-6, 7 

Tubes—Industry, Communications.A-6, 7 

Tubes—Receiving and TV.A-8, 9 

Radio Craftsmen, Inc..B-27 

Radio Handbook (Editors & Engineers Ltd.).K-10 

Radio Kits, Inc. T-9 

Radio Magazines, Inc. {Audio Engineering) .K-14 

Radio Merchandise Sales, Inc. (RMS).S-120, 121 

Radio Receptor Co., Inc., Seletron & Germanium Div.H-29 to 31 

Radio-Telephone, Two-Way.J-25, 30 

Radion Corporation.S-88 

Ram Electronics Sales Co..T-23 

Rauland Corporation. A-31 

Ray-O-Vac Co., Special Products Division.M-14 to 16 

Raytheon Mfg. Co., Equipment Sales Div..M-44 

Raytheon Mfg. Co., Receiving Tube Div. A-14 to 19 

Reactors—Audio, Filter.Section N 

Receivers, AM, FM, etc. B-10 

Receivers, Communication.J-1, 2, 3, 17 to 25, 30 to 33, 57, 97 

Receivers, Crystal.T-6, 52 

Receiving Kits, Chassis—AM, FM, etc.B-25; T-2, 5 to 9, 52 

Receiving Kits, Chassis—TV.B-25; T-1, 2, 5, 8, 9, 62 

Receiving Tubes.Section A 

Receptacles, Sockets, Plugs.Section F 

Recitalist Hi-Fidelity Phonograph.E-6 

Record Changer Bases, Cases.E-37; J-93 

Record Changers.E-28, 29, 30, 38, 39 

Record Cleaners, Preservers.E-51, 54; U-44 

Record Players.B-10; E-6, 7, 30, 40; F-37 

Recorders and Playback Equipment.E-1 to 15; also B-2 

Audio Input System. E-19 

Audio Sweep Frequency Generator, Transcriptions, etc....E-23 

Chip-Chaser .E-47 

Converters for Tape Recording.M-53, 54 

Disc Recorders.E-1, 2, 3, 7, 14 

Discs and Styli.E-4, 14, 17, 42, 45, 47, 51, 54, 57, 60 

Equalizers and Filters.E-17, 20, 21, 31 

Frequency Records for Checking Response.E-23; U-90 

Head Demagnitizer .E-46 

Heads.D-6, 10, 30; E-25 

Labels for Disc and Tape Reels.E-41, 46 

Lubricants, Cleaners.U-42, 44, 92 

Mechanisms, Assemblies, Chassis.E-8, 9, 10, 32, 35 

Meters, Volume. . G-30, 44, 55, 59 

Microscope Groove Analyzer E-22 

Motors, Turntables. E-3, 8, 9, 32, 35, 40 

Needle Force Gauges.E-22, 37 

Recording Amplifiers E-1, 2, 5, 7, 11, 12 

Reel Adapter .... E-5 

Stroboscope Discs .E-22; U-87 

Tape Drive Mechanisms.E-5, 11, 32, 35 

Tape for Recording.E-14, 42 to 46, 51, 52, 61, 65, 66; U-58 

Tape Recorders.B-2; E-1 to 5, 11 to 15 

Tape Splicing Block. L-21 


Section & Page 

Thermo Stylus Kit...E-1 

Transcription Pickups, Arms..E-1, 18, 21, 24, 25, 31 

Transcription Players, Tables.B-10; E-1, 4, 9, 10 

Transformers, Crystal Recorder Output.N-8, 37, 40, 41 

Wire, Stainless Steel, for Recording.E-42, 53; U-58 

Recordio (Wilcox-Gay).—.E-13, 14 

Recordisc Corporation.E-42 

Recoton Corporation..E-44, 45 

Rectangular Plugs and Sockets.F-5 

Rectifier Tubes.Section A 

Rectifiers, Copper Oxide, Instrument.H-23 to 25 

Rectifiers, Magnesium Copper Sulfide.M-31 

Rectifiers, Power, High Voltage.H-24 to 28, 33, 35 

Rectifiers, Selenium.A-1, 3; H-24 to 36; M-31 

Re-entrant Speakers, Trumpets.C-7, 8, 24, 31 

Reeves Soundcraft Corporation.E-60, 61 

Refrigerator Cabinet Patch Kits.U-46 

Regency Division I.D.E.A., Inc..T-19 

Regulators, Line Voltage, Plug-in.R-13; U-118 

Regulator Transformers, Controls.M-37 to 39, 42 to 45; 

N-16, 23, 46, 49, 53, 106 

Rek-O-Kut Company.E-6 to 10 

Relay Racks, Panels, etc.J-47, 48, 90, 93, 98 to 114 

Relays.L-1, 32 to 47; also G-30 

Antenna Changeover for Transmitters.L-37, 42 

Break-in .L-42, 45 

Circuit and Industrial Control.L-34, 38 

Coaxial .L-36 

General Purpose. .L-1, 38, 39, 42 

High Frequency and R.F.L-38, 42, 45 

Interchangeable . L-44 

Keying. L-37, 42, 45 

Latching Impulse. .L-33, 34, 37, 42 

Mercury-Switch, Mercury Contact.L-42 

Midget.L-32 to 38, 42 

Motor-Starting and Control.L-35, 38 

Multiple Leaf.L-32, 33 

Overload and Underload.L-42, 44, 45 

Photo Electric, Sensitive.L-34, 36, 46, 47 

Photoflash . L-35 

Power, Heavy Duty, etc.L-82 

Remote Control.L-42, 44, 46 

Shockproof . L-35 

Telephone Type.L-33, 36 

Time Delay, Thermostatic Delay.L-37, 42, 43, 44 

Reliatron Tubes.A-21 to 23 

Remote Control Relays.L-42, 44, 46 

Repair Cements.U-41 

Repair Kits for Cabinets.U-46, 92 to 94 

Resistance Analyzers, Indicators, Meters, Decades.G-85, 115, 

137; R-13, 38, 39 

Resistors, Fixed and Adjustable.Section R; also L-31 

Carbon, Composition, etc.R-6, 14, 15, 26, 45, 46, 49, 54 

Flexible .R-13 

Line Cord.S-40, 55, 99; U-119 

Metal Film.R-50 

Precision.R-26, 38, 42, 47, 55 

Printed Electronic Circuits.P-84, 91 to 93 

Tube Type, Ballasts.A-4 to 7, 18, 23 to 25; R-13, 56; S-100 

Vitreous Enamel.R-5, 28, 29, 34, 35, 41, 44, 45, 48 

Wire Wound...R-7, 11 to 15, 23 to 29, 34, 35, 37, 

42, 44, 45, 48, 49, 52, 53, 55 

Retainer Ring Tools for Socket Assembly.F-1 

Retaining Rings and C Washers.U-63, 81 

R.F. Chokes, Coils...J-9, 10, 41, 55, 64, 65, 79, 96; M-45; 

N-93 to 96; P-8; R-43; U-111 

R.F. Connectors.F-7, 44, 45 

Rheostats—Potentiometers.Section R; also L-31 

Rheostats—Power.R-10, 30, 40, 48 

Rhythmaster Hi-Fidelity Phonograph. E-6 

Rider Publisher, Inc., John F..K-1 to 4 

Right Angle Drives for Capacitors, Potentiometers, etc.J-8, 40 

River Edge Industries.T-10, 11 

Rivets, Eyelets.U-60, 84, 103, 116 

Punches for Rivets, Eyelets.F-13; U-58, 62, 103 

R-J Audio Products, Inc.C-46 

Rocket Tubes. A-1 

Rods, Extension, Insulated, Brass.-U-72, 113, 114 

Rods, Polysterene. . ....S-141 

Rogan Brothers.U-134, 135 

Roof-Patching Compound...U-98 

Rotary Inductors.J-68, 69, 82; N-45 

Rotary Power Supplies.J-28; M-51 to 55, 58 

Rotary Switches.L-2, 10, 14 to 19, 25, 31, 40; 

R-13, 38, 40; S-33; U-56, 69, 95, 111 

Rotator and Rotary Beam Antennas.J-73; S-74, 75, 82, 

111, 112, 113, 123 

Rotator TV-FM Cable___S-30, 66, 68, 71 

Roto Ranger Set Analyzer.....G-36 
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GENERAL INDEX fContinued) 


Rubber and Bakelite Plugs. 

Rubber Cement. 

Rubber Chassis Mounts 
Rubber Drives for Radios, Phonos. 
Rubber Feet, Bumpers, Washers.... 
Rubber Grommets, Gaskets 
Rubber Insulating Tape 
Rubber Plugs, Unbreakable 

Ruggedized Tubes. 

Running Time Meters.. 

RX Meter. 


Section & Page 

_U-54 

.U-91 

.U-62, 81 

. ..U-47, 48, 62, 90 
..U-62, 71, 80, 81 
.U-62, 71, 80, 116, 117 

.U-139 

.S-32 

.A-16 

.G-48, 55, 106 

.G-129 




Sams & Co., Inc., Howard W..K-6, 7 

Sangamo Electric Co..P-120 to 131 

Sarkes Tarzian, Inc. 

Rectifiers .H-26, 27 

Tuners . T-20 

Scale Printing Machine.G-111 

Schauer Manufacturing Corp. 

Battery Eliminators, Vibrator Analyzer. .M-17 

Rectifiers .H-23 

Scotch Magnetic Recording Tape.E-65 

Scott, Inc., Hermon Hosmer. B-12 

Scratch Removers, Polishes...U-45, 92 

Screw Drivers.S-38; U-20, 21, 30, 31, 40; U-59, 104 

Flexible.U-49, 104 

Neutralizing, Alignment.U-31, 48 to 50, 71, 88, 105, 127 

Screw-Eye Insulators.F-9, 49; S-42, 101, 106, 129; 

T-31, 39, 44; U-98, 130 

Screws, Nuts, Bolts, Washers.S-37, 38; T-41; U-60, 63, 

73, 79 to 84, 116, 117 

Escutcheon Plate Screws.U-63, 82, 116 

Lag Screws.S-41; T-26, 41 

Machine Screws.S-37; T-41; U-63, 73, 83, 116 

* Ornamental Head Screws.S-37; U-63, 73, 82 

Rack and Cabinet Screws.S-37; U-63, 73, 83, 117 

Self-Tapping, Parker-Kalon Screws.S-37; U-63, 73, 83, 116 

Set Screws for Knobs, Pickups.F-29; U-61, 62, 63, 82, 121 

Wood Screws.S-37; U-63, 82 

Scriber for Marking Metal......U-40 

Select-O-Ject Tuner.J-3 

Selector Switches.L-2, 14, 15, 17, 18; R-38 

Selenium Rectifier Capacitors.P-37 

Selenium Rectifier Tester.G-96 

Selenium Rectifiers.A-1, 3; H-24 to 36; M-31 

Seletron Rectifiers.^.H-30, 31 

Service Aids, Miscellaneous.Section U 

Service and Instruction Manuals.Section K; also C-23; 

E-47, 48; G-88; L-48 

Set Analyzers...Section G 

Shaft Couplings, Insulated Flexible.J-8, 36, 40, 55, 58, 79; U-113 

Shaft Couplings, Insulated Non-rFlexible.J-8; U-59, 72, 114, 129 

Shaft Extenders, Reducers, Couplings.F-50; R-4, 17; S-38; 

U-59, 60, 72, 114, 128, 129 

Shaft Locks.F-49; J-40; U-126, 129 

Shafts, Flexible.J-79; S-38 

Shakespeare Co., Columbia Products Division.S-117 

Shallcross Manufacturing Co.R-36 to 39 

Shielding, Copper Braid.S-8, 17, 30, 51, 57 

Shields and Shield Cans 

Box Shields. J-49 

Coil Shields.J-11; U-111 

Corona Shields.U-63 

Jack Shields .J-11 

Tube Shields.F-2, 25, 40, 51, 52; J-11, 38, 40, 80; U-72, 78, 111 

Shims, Speaker..U-54, 90 

Shure Brothers, Ihc..D-8 to 13 

Shurite Meters...G-56, 57 

Signal Calibrators.G-3, 16, 22, 28, 75, 81, 133; J-53 

Signal Generators.Section G 

Signal Indicator Corp. (Dialight Corp.).H-1 to 10 

Signal Indicators....H-1 to 13; J-86 to 88; U-55, 70 

Signal Tracer Testers. G-85 

Silicone Compounds.F-8; U-42, 99 

Silver Contact Cleaning Cloth .....U-99 

Silver Mica Capacitors.P-26, 51, 63, 64, 71, 128, 131, 137 

Silver Print for Printed Circuits.U-42 

Simpson Electric Company.. G-3 3 to 45 

Sine & Square Wave Audio Generators G-84, 117 

Sine Wave Clipper. ....J-69 

Sleeving—Coated, Saturated, etc...S-15; U-114 

Slide-Type Switches.L-12, 40; S-33; U-56, 95, 111 

Small Power Motors_E-36 

Smith, Inc., Herman H.U-64 to 75 


Section & Page 

Smith-Baldwin Speakers..—...C44 

Snap-Action Switches.:....L-1, 10, 16 

Snap-on Drawer Company......U-39 

SNC Manufacturing Co., Inc. N-98 to 101 

Socket Punches. . - .... F-1; U-35 

Socket-Switches . -.T-35 

Socket-Turrets and Plug-in Units.F-41, 52, 54, 55; J-7 

Socket Wrenches.U-59 to 63, 73, 86, 89, 103, 104, 127 

Sockets.Section F; H-9, 10, 13; J-7, 11, 41; U-54, 78, 110 

For Air System...A-27 

For Crystal Holders.F-4, 24, 52; J-11, 79; T-36 

For Dial Lights.H-9, 10, 13; J-86, 88; U-55, 70 

For JAN Application.F-40, 51 

For Miniature Bulb Tester. F-5 

For Panel and Sub-Panel Assemblies.F-1 to 4, 14, 15, 24, 

25; U-78, 110 

For Plug-in Capacitors.F-24 

For Receiving Tubes.F-1, 2, 24, 40, 41, 51, 52; 

J-7; U-54, 78, 110 

For TV and Cathode Ray Tubes.F-1, 26, 43; M-57; S-43; U-78 

For TV Transmission Line.S-127; T-35, 36 

For Transmitting, Acorn, Industrial and 

Special Purpose Tubes.F-1; J-7, 41, 80, 81; S-38; U-110 

Sola Electric Company.M-37 to 39 

Solder, Solder Flux, Solder Pasle . ....U-16 to 18, 44, 92 

Soldering, Terminal Lugs. . F-29, 48; S-36; U-62, 

71, 73, 79, 85, 115, 117 

Soldering Unit, Induction..G-47 

Solderless Terminal Lugs, Tip Plugs, etc.T-41; U-32, 58, 64 to 66, 

79, 100, 101, 117, 127 

Soldering Irons, Guns, Pencils.U-1 to 15, 103 

Non-Stick Compound.U-6, 44 

Replacement Tips.L-5; U-1 to 12, 50, 103 

Stands, Pots, Heat Controls.IJ-1 to 14 

Solders and Thinners.U-41, 42, 91, 93 

Solvents and Thinners.U-41, 42, 91, 93 

Sonotone Corporation.E-26, 27 

Sound Level Indicators...G-30, 44, 55, 59 

Sound System Cable...S-1 to 6, 21, 29, 30, 51 

Sound Systems......Section B; also C-28; E-1, 29; T-3, 17, 27 

South River Metal Products Co., Inc..T-28 to 31 

Spacers and Bushings, Metal and Insulating.F-29; S-38; 

U-60, 63, 72, 82, 113, 117 

Spade Lugs, Bolts....S-34; U-32, 53, 63, 66, 72, 88, 112 

Spaghetti Tubing.S-15, 32; U-94. 114 

Spark Plug Suppressors, Auto.P-6; R-51; S-40, 103; U-59 

Speakers, Horns, Projectors, Trumpets.Section C; also J-22 

Baffles, Cabinets, Enclosures.C-3, 13, 23, 25, 26, 32, 33, 

38, 39, 45, 46 ; J-52 ; T-11, 13 

Cable, Wire.S-1 to 6, 19, 29, 30, 40, 50 

Carrying Cases.J-92, 114 

Cement, Repair.U-41, 91 

Cone Reconditioning Fluids..U-44 

Cords, Extension...S-40 

Crossover Networks.C-9, 12, 22, 29, 30, 41 

Dust Felts for Voice Coil.U-63, 90 

Field Substitute Choke.N-12 

Grille Cloth and Screening.J-92; U-46, 94 

High Fidelity.C-2 to 5, 12, 15, 21, 22, 28, 30, 40, 41 

Panels.J-104, 114 

Plugs, Connectors. F-5, 41 

Shims.U-54, 90 

Stands, Supports, Brackets.C-9, 25, 39 

Transformers.C-1, 6, 16, 25, 42; N-31, 32, 33, 38, 50, 59, 91 

Volume Controls, Power. C-10 

Specialties Manufacturing Co. (Spemco)..L-39 to 41 

Speed Nuts...S-38; U-63, 84 

Spellman Television Co., Inc..M-45 

Spirling Products Co., Inc. (Spico).S-90, 91 

Sprague Products Company 

Capacitors.P-72 to 87 

Resistors . R-7 

Spring (Friction) Washers.U-63, 81 

Springs, Expansion and Compression. U-62, 86 

Square Wave Generator..G-17 

Staco Relays and Transformers.L-42 

Stancor Transformers...N-1 to 16 

Standard Electrical Products Co. (Staco).L-42 ; N-104 to 106 

Standard Div. Chicago Standard Transformer Corp..N-1 to 16 

Standing Wave Ratio Bridge.G-133; J-38, 71 

Standoff Insulators, TV Screw Eye, etc.F-9, 49; S-42, 101, 106, 

129; T-31, 39, 44; U-98, 130 

Stands, Microphone.Section D 

Stands and Supports, Speaker... C-9, 25, 39 

Stanwyck Winding Co.. J-96 

Staples, Insulated—Saddle Type .. S-32; U-55 

Stepdown Line Cords. ... . ,.S-55, 99 

Stepdown Transformers.N-16, 23, 53, 77, 106 

Stephens Manufacturing Corp.....C-28, 29 

Sterling Manufacturing Co..G-50, 51 


Radio’s Master —* 18th Edition 


lftdex-16 



























































































































































GENERAL INDEX (Continued! 


Section & Page 

Stock Boxes, Storage Cabinets, Steel and Plastic.TJ-37, 38, 60, 

87, 123 

.E-22; U-87 

.A-1 

.A-13, 16, 17, 24 

.M-40 to 43 

....G-112, 113 


Stroboscopes for Phono Turntables.. 
Strobotrons (Tubes) 

Subminiature Radio Tubes 

Superior Electric Co. 

Superior Instruments Co. 


Suppressors, Noise.B-12; J-27. 32, 62, 65, 68, 71; N-92, 95; P-8, 

23, 60, 78, 85; S-106, 126, 127; T-27, 32; U-118 

Auto Ignition.P-6; R-51; S-40, 103; U-59 

Oil Burner .R-51 

Supreme, Inc.. G-138 

Swaging Machine . - F-50 

Sweep Calibrators for Oscilloscopes. G-133 

Sweep Frequency Generators, TV, etc.G-4, 22, 28, 29, 70, 

83, 87, 107, 114 

Sweep-Marker Generators.G-7, 22, 28, 29, 88, 107, 114, 116, 118 

Swinging Input Chokes, Reactors.Section N 

Switchcraft, Inc.....L-24 to 26 

Switches 

Antenna, Coaxial, Changeover, etc.S-126; T-32, 36 

Appliance.L-6 to 13, 22, 33 


Band, Band Selector... 

Canopy. 

Circuit Opening. 

Decade . 

Detent, TV 

Foot . 


General Purpose- 

Ham Type. 

Instrument... 


.L-3 

L-41; S-33; U-69, 111 

.L-2 

.L-3 

.S-41 

.L-28 

__L-2, 18, 19 

.L-3, 18 

.L-14, 20 



.L-3, 31 


.S-33, 106; U-111 . 


T.-2, 16, 17, 25, 26. 27: U-69 

Tiimit . 

.L-1, 29 

lVrf*'*’*’U'ry . . 

.A-5 

Microphone. 

.D-11: F-6 


Momentary Contact.L-40, 41; S-33; U-56, 69, 95 

Plunger .L-30 

Power, Heavy Duty.L-23, 41; S-33; U-56, 69, 111 

Push. Push-Button, Single.L-3, 11, 25, 30, 31, 40; 

S-33; U-56, 69, 95, 111 

Push-Button, Multiple......L-3, 28 

Record-Player, Phono.U-118 

R. F.L-20 

Rotary Power, Tap, Non-Shorting.L-2, 10, 19; R-40 

Rotary Selector.L-2, 14, 15, 17, 18; R-38 

Rotary Snap, Toggle...L-25, 31, 40; R-13; S-33; U-56, 69, 95, 111 

Roto-Lock .L-40 

Slide Type.L-12, 40; S-33; U-56, 95, 111 

Snap-Action, Spring-Return.L-1, 10, 16 

Socket. T-35 

Speaker, Auxiliary. . T-21; U-56 

Tap, Tap-Change. . F-5; L-20, 30 

Test.L-2, 14, 15; U-56 

Toggle, Bat Handle, etc.L-6 to 13, 22, 23, 40; S-33; 

U-56, 69, 95, 111 

Tool-Handle . L-41 

Vacuum.A-27; J-45, 46 


Sylvania Electric Products, Inc. 

Test Equipment . 


Tubes, Crystal Diodes, Rectifiers. 

Synchroscopes... 


...G-107 
.A-1 


Synkote Cable and Wire... 


...G-132, 134, 135; J-37 
.S-70, 71 


— T 


T-Pads (Attenuators).L-20, 31; R-2, 10, 36 

Taco Antenna Equipment.S-138, 139 

Talk-A-Phone Company. B-29, 30 

Tap Switches.F-5; L-20, 30 

Tape for Recorders.E-14, 42 to 46, 51, 52, 61, 65, 66; U-58 

Tape—Friction, Plastic, Rubber.XJ-56, 139 

Tape Recorders.B-2; E-1 to 5, 11 to 15 

Tape Recording Heads.D-6, 10 

Tape Splicing Block. L-21 

Taylor Tubes, Inc..A-30 

Tech Laboratories, Inc.. .L-20, 21 

Tech-Master Products Co...T-1 to 4 

Technical Appliance Corp. (Taco).S-138, 139 

Tek~File . K-1 


Telegraph Keys and Practice Sets.. 

Accessories, Parts, Buzzers. 

Monitors .. 

Morse Code Learner’s Records. 

Oscillators, Code Practice. 

Relays. 

TeleMatic Industries, Inc.. 

Telesine Antenna Corp. 

Telephone Type Relay Racks. 

Teletrons ( Picture Tubes). 


Section & Page 

.J-83, 89; L-48 

.J-83 

.J-27; U-118 

.J-27; U-118 

.J-53; T-7; U-118 

.L-37, 42, 45 

.S-124 to 127 

.S-13i 

.:.J-48 

.A-36 


Television Components, Accessories: 

Anode Connectors, Extension Cords, Harnesses.F-26, 43; 

M-57; S-43, 126; T-27; U-57, 78, 98 

Antennas and Accessories.F-9, 10, 11, 43; S-73 to 140; 

T-17, 26, 43; U-95 to 98 

Ballasts, Resistor Tubes.R-13; S-100 

Beam Benders for CR Tubes (Ion Traps).:..C-6; T-25; U-57 

B.O. Eliminators .U-57 

Boosters, Pre-Amplifiers.D-2, 21; S-81; T-15, 17, 18, 19, 22 

Cabinets.T-10 to 13 

Cameras, Camera Plugs, Projectors.E-31; F-35 

.Section P 


,..S-126; T-32, 35 


Capacitors .. 

Changeover Antenna Switches... 

Coils, Chokes.J-62, 63, 96; N-3, 28, 89, 92; T-23 to 25, 34 

Controls—Volume, Focusing, etc..Section R; also N-3 

Conversion Kits for Larger Tubes.N-88 

Converters, Inverters, Power.M-29, 54 

Couplers, Antenna.J-32, 71; S-79, 83, 92, 95, 100, 

106, 126, 127, 130; T-17, 27 


Detents, Detent Switches... 


..S-41, 127; U-57, 99 


Escutcheon Plates .—.U-76 

Field Strength Meters.G-17, 38; S-122 

Filters, Wave Traps, etc.J-27, 62, 63, 68, 71; N-59, 92; 

P-6, 85; S-126, 127; T-27, 32, 38 

Focus Coils.C-6; N-2, 89; T-23 to 25 

Insulating Rings & Sleeves for Metal Picture Tubes...T-4; U-76 

Interlock Receptacles, Cords.U-98 

Kits, Chassis.T-1 to 5, 9 

Lamps .T-45 

Line Sealer, Acrylic. U-44 

Loopsticks, etc.J-63; T-21; U-57, 118 

Manuals .Section K 

Master Antenna Distribution Systems.S-92, 122; T-17, 18 

Mirrors for Adjusting TV Sets.U-57 

Open-Wire Line Accessories.T-37, 42 

Open-Wire Transmission Line.S-63, 67» 140 

Power Connector and Safety Cords.S-23, 43, 59, 69; U-57 

Printed Circuits.P-84, 92, 93 


Probes, High-Voltage.G-9 


33, 36, 40, 76, 82, 88, 91, 
101, 107, 117; U-50, 107 

Resistors, Voltage Dividers.....Section R 

Service Lite.-.S-69 

Speakers.C-5, 15, 42, 43 


Standoff Insulators, Clamps, etc.... 


...F-9, 36; S-42, 101, 106; 

T-28 to 31, 39 to 44 

Tables .T-12 

Testing Equipment, Sweep Generators, etc.Section G 

Tools, Service Kits.S-106; U-31, 47 to 50, 58, 88, 105 to 107 

Transformers.N-1 to 3, 16, 27 to 29, 34, 59, 88, 

89, 98, 99, 106; T-23 to 25 

Tube Brighteners..M-56, 57; S-127; T-27, 34 

Tube Centering Devices.U-57 

Tube Masks, Plastic.U-76 

Tube Testers, Cathode Ray.G-76, 85, 90, 97, 98 

Tube Sockets.F-1, 26, 43; M-57; S-43; U-78 

Tubes, Camera...A-5 

Tubes, Picture A-3, 9, 11, 13, 15, 20, 23, 31, 36 to 38 

Tuners. ..T-14, 15, 20 

Turnbuckles. 


.S-106, 129; T-40; U-98, 131 

Twin Lead Wiring Nails & Connectors.F-9; S-42, 106; 

T-36, 42; U-62, 85, 97 

UHF Antennas.F-11; S-73, 76 to 79, 85 to 95, 105, 108, 110, 

113, 121, 124, 130, 131, 138, 140; T-43; U-96 

UHF Converters.D-2; S-124; T-14 to 48, 21 

Voltage Regulator.M-57 

Wire and Cable.F-9; S-19, 24, 43, 52, 56, 61 to 63, 

67 to 71, 140; U-57 

Yokes, Deflection.....N-2, 28, 89; T-23, 24 


Television Hardware Mfg. Co. (Telco).T-39 to 43 

Telrex, Inc...S-84 to 87 

Tel-O-Tube Corp. of America.A-37 

Telrex, Inc.S-84 to 87 

Temperature Coefficient Capacitors.P-30, 48, 82, 90, 133 

Temperature Indicators, Testers.,....G-41, 102, 108 

Terminal and Soldering Lugs.F-29, 48; S-36; IJ-62, 


71, 73, 79, 85, 115, 117 
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GENERAL INDEX IContinued) 


Section & Page 

Terminal Clips, Plates, Strips.F-18 to 23, 28, 41, 42, 50; J-42; 

S-36; U-54, 62, 71, 79, 85, 115, 126 

Terminal Posts, Assemblies.F-28, 42, 49; J-4, 42; M-43; 

S-36; U-66, 102, 126 

Terminal Strips, Barrier Type ..:..F-18 to 20; U-74, 75 

Test Adapters.-... 

Test Clips... 


Test Leads, Prods, Handl< 


...M-18, 19; S-34; U-67, 72, 103 
...F-12; G-40, 100; S-35; 


Test-Lites... 


TJ-50, 52, 53, 68, 108, 109, 119, 124, 125, 127 

.U-52, 108 

■.G-27 

...F-12 


Test Oscillators...-. 

Test Prod Couplers.-.*. 

Test Prod Wire.S'7, 23, 28, 54, 57; ^-53, 108 

Test Records for Adjusting Pickups, etc.......E-23; U-90 

Testing Instruments and Analyzers.Section G; also J-37, 38, 69; 

M-17, 32; P-22, 23 


Amateur Testing Equipment... 
Appliance Testers... 


Audio Sweep Frequency Generator... 
Battery Testers, Meters... 


.G-30, 40 

...G-30, 41, 44, 102 
.E-23 


Bench & Rack Units... 


..G-8, 21, 32, 44, 51, 79, 
89, 90, 91, 98, 109 
.G-8, 9 


Capacitor Analyzers, Decades, Bridges. 

Capacitor Resistor Analyzers. 

Meter Tester. 


.G-39, 72, 124, 137 

...G-85, 109; P-22, 85 
.:.G-49 


Multimeters, Multitesters... 
Neon Glow Testers... 


G-49, 60, 80, 84, 91, 99, 100, 113 
.G-10; U-52 


Oscillators, Signal Generators.G-12 to 15, 28, 35, 69, 71, 81, 

83, 87, 88, 94 98 to 100, 107, 109, 113 to 115, 127, 128, 138 

Oscillographs, Oscilloscopes.G-1, 2, 22, 29, 37, 74, 75, 76, 82, 

87, 94, 99, 107, 108, 115, 118, 119, 132, 134, 135, 138; J-37 

Resistor Analyzers....G-85, 115, 137; R-13, 18, 38, 39 

Selenium Rectifier Tester.G-96 

Signal Tracers . 


...G-85 


Television Testers, Generators, etc.G-1 to 8, 14 to 18, 22, 

26 to 29, 33 to 35, 38, 69 to 72, 83, 86 to 88, 
91, 93, 94, 98, 107, 108, 113 to 116, 138 

Temperature Testers.G-41, 102, 103 

Tube Testers, Checkers.G-23, 26, 39, 60, 66 to 69, 85, 89, 

90 to 98, 108, 109, 112, 138 

Vibrator Analyzers, Testers.M-17, 32 

Voltage Breakdown Testers. 

Test Switches.14, 15; U-56 


Tetrachloride Cleaning Fluids. 

Theater Speakers, Indoor & Outdoor- 

Thermo Ammeters. 

Thermocouples 


...U-43, 92 
...C-5, 11, 15, 19, 28, 29 
G-58, 59, 77 

.G-102 

. .L-43 


Thermostatic Delay Relays.. 

Thinner for Cement, Paint, etc.U-41, 42, 91, 93 

Thordarson-Meissner Division Maguire Industries..N-82, 83 

Thorens Company . 


Threaded Brass and Steel Rods... 


..J-78; S-38; U-72, 82 

Thyratrons (Rectifier Tubes).A-1, 4, 6, 7, 13, 18, 22, 24, 25, 33, 34 

Time Delay Relays.L-37, 42 to 44 


Timer Controls, Automatic... 


...L-29 

Tip Jacks, Plugs.F-4, 12, 28, 42; J-84; S-34, 35; U-53, 63 to 66 

Tire Static Neutralizing Kits.U-59 

Toggle Switches.L-6 to 13, 22, 23, 40; S-33; U-56, 69, 95, 111 

Tone Arms..D-7, 13, 24; E-1, 17 to 25, 31 


Tone Controls. 

Tone Equalizers—Pickup, Recording... 
Tool Handle Switches... 


...Section R; also N-4 
...E-21, 22, 31; N-46 
..LL-41 


Tools and Tool Kits.Section U; also F-1, 3, 12; H-10; S-38 

Neutralizing, Alignment.F-3; U-31, 47 to 50, 88, 

105 to 107, 127 

Television.S-106; U-31, 47 to 50, 58, 88, 105 to 107 

Toroidal Coils, Inductors.J-69; N-21, 44, 65 to 69 

Transcription Arms, Pickups..E-1, 18, 21, 24, 25, 31 

Transcription Players, Turntables.B-10; E-1, 4, 9, 10 

Transformers, Chokes, Reactors.Section N 

Antenna Coupling, Matching.J-62; N-92; S-63, 92, 126; T-17 

Audio, Input, Output.Section N; also B-11; 

C-1, 6, 16, 25, 42; E-22 
...B-11; M-37 to 39, 42 to 45 
...N-15, 49, 51, 100 


Auto... 

Bias Supply... 


Blocking Oscillator......N-2, 3, 27, 29, 59, 88, 98; T-23 to 25 

Bridging.:...N-19, 33, 36, 37, 63 

Cathode Ray Tube. .N-10, 22 

Condenser Tester Power. .N-11 


Constant Voltage... 


M-37 to 39, 42, 44 

Crystal Recorder Output.N-8, 37, 40, 41 

Driver.N-6, 25, 38, 49, 50, 56, 57, 58, 60, 64, 73, 89, 98 

Dry Disk Rectifier..N-23 

Filament.N-2, 14, 19, 25, 30, 34, 49, 51, 52, 54, 58, 

60, 61, 76, 88, 104, 107; also M-45 

Filter, Audio, Swinging Chokes.'.Section N 

High Fidelity Audio.N-4, 5, 19, 20, 55, 62 to 64, 72, 85 


Interstage Audio... 


Section & Page 

..N-5, 7, 18, 27, 31, 33, 36, 40, 

41, 59, 63, 86, 98, 103 

Isolation.N-16, 23, 53, 77, 88, 91, 105, 106 

Microphone and Line..D-11, 15, 23; N-5, 7, 27, 36, 

40, 41, 43, 47, 53, 86 

Miniature, Hearing Aid, etc.N-17, 42, 43, 47, 72, 97 

Mixing...N-5, 19, 31, 37, 40, 41, 48, 63, 73 

Modulation.N-13, 25, 37, 49, 50, 56, 57, 60, 90, 99 

Photofiash Power...N-10, 53, 91 

Plate Supply.N-15, 23, 34, 49, 51, 57, 61, 90; also G-111 

Plate-Filament Combined....N-10, 19, 23, 30, 34, 

39, 51, 54, 61, 107 

Power..N-1, 10, 11, 19, 20, 22, 23, 29, 40, 49, 

51, 52, 54, 58, 61, 75, 76, 79, 87, 88, 103 

Preamplifiers, VTVM, etc.N-22 

Pulse...:.,.N-22, 34, 70, 103 

Reactors, Chokes—^Audio.N-3, 6, 12, 19, 24, 30, 31, 34, 37, 47, 

54, 57, 58, 59, 61, 70, 74, 75, 78, 87, 90, 98, 109 

Speaker Field Supply.N-10 


Speaker Impedance Matching... 


Stepdown, Step-up... 
Television. 


.C-1, 6, 16, 25, 42; 

N-31, 32, 33, 38, 50, 59, 91 
.N-16. 23, 53, 77, 106 


Transistor... 


...N-1, 2, 3, 16, 27 to 29, 34, 59, 
88, 89, 98, 99, 106; T-23 to 25 

.N-4, 18, 97 

.N-14 


...M-40, 41; N-105 
...N-11, 24, 91; also G-111 


Tube Checker. 

Variable Voltage. 

Vibrator-Power and Auto Radio.. 

Voltage Adjuster, Control.M-37 to 41; N-16, 46, 49, 53, 106 

Transistors^—Junction, Point Contact, etc.A-13, 17, 20 

Transmission Line, Cable.F-9; S-1, 6, 19, 20, 24, 30, 

43, 52, 56, 61, 62, 66, 67 

Transmission Line Plugs, Sockets, Connectors..J-38; T-36 

Transmitters...J-17, 23 to 33, 38, 39, 70, 71 

Kits..J-70, 71; T-7, 52 

Metal Racks, etc.J-47, 52, 90, 100, 106 

Power, Speech Amplifiers.J-17, 26, 30, 39 

Power Supplies.J-28, 39, 72 

Variable Frequency Oscillators...J-17, 29, 32, 38, 70 

Transmitting Capacitors, Fixed.P-9, 10, 20, 25, 45, 65, 66, 79, 91 

Transmitting Capacitors, Variable.J-12, 13, 35, 36, 43, 53, 68, 

59, 68, 74 to 77, 84, 91, 136, 137 

Transmitting Chokes.J-9, 41, 55, 64, 79, 96; N-95, 96; 

P-8; R-43; U-111 

Transmitting Coils and Forms.J-66 to 67; N-93 to 95; U-111 

Transmitting Relays.L-37, 42 

Transmitting Tubes.A-1, 4 to 7, 13, 19, 22, 26, 30, 82 

Triad Transformer Corp...N-17 to 29 

Tricraft Products Co.S-89 

Trimm, Inc..D-34, 35 


Trimmer Capacitors... 


Trimount Fasteners, Snap-in... 
Trio Manufacturing Co.... 


Triplett Electrical Instrument Co. 

Trumpets and Horns. 

Tru-Ohm Div. Model Eng. & Mfg. Co.. 

Tru-Sonic Speakers... 


Tube Carrying Cases, “Caddies’* 
Tube Checker Adapters... 


,..J-58, 59; P-7, 68, 

.F-29; U-62, 84 

.S-113 

.G-24 to 32 

Section C 
R-48 
C-28, 29 
.T-13 

..F-5 


Tube Clips, Caps, Grips.F-5, 26, 29; J-7, 8, 42, 81; M-57; 

S-37, 43; U-57, 63, 85, 86, 97, 114 

Tube Extractor Tools....,.U-50, 103 

Tube Heat Radiating Connectors.A-27; J-55 

Tube Manuals. K-3, 7, 8, 9, 10, 13 

Tube Masks, Plastic, for TV. . .U-76 

Tube Pin Straightener Tools.:. .U-50 

Tube Shields.F-2, 25, 40, 51, 52; J-11, 38, 40, 80; 

U-72, 78, 111 

Tube Sockets, Receiving.F-1, 2, 24, 40, 41, 51, 52; J-7; 

U-54, 78, 110 

Tube Sockets, TV and CR.F-1, 26, 43; M-57; S-43; U-78 

Tube Sockets, Transmitting, etc...F-1; J-7, 41, 80, 81; 

S-38; U-110 

Tube Testers, Checkers. 


Tubes... 


.G-23, 26, 39, 60, 66 to 69, 

85, 89, 90 to 98, 108, 109, 112, 138 

..Section A 


Cathode Ray.:.A-4, 6, 7, 13, 17 

Crystal Diodes, Germanium.A-1, 3, 13, 17, 20; H-29, 34 

High Vacuum Types...A-6, 7, 18, 22, 24, 27, 29 

Microwave, Radar, etc....,.A-1, 5, 19, 23 

Phototubes.....A-5, 6, 7, 22, 28 

Receiving.A-2, 3, 8, 10, 11, 12, 14, 20, 21 

Rectifier and Control.A-1, 4, 5, 6, 7, 13, 18, 22, 24 to 34 

Special Purpose...A-1, 3, 6, 7, 11, 13, 19, 20, 23, 24 

Subminiature......A-13, 16, 17, 24 
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GENERAL INDEX fConfinuedI 


Tubes (Cont.) 


Section & Page 


Television Picture.A-3, 9, 11, 18, 16, 20, 23, 31, 36 to 38 

Transistors.A-13, 17, 20 

Transmitting, Amateur.A-1, 4, 6, 7, 13, 19, 22, 26, 30, 32 

Voltage Kegulator, Resistor..A-4, 6, 7, 18, 23, 24, 25; 

R-13, 56; S-100 


Tubing—Flexible, Varnished, Spaghetti, etc..S-15, 32, 47; 

U-56, 94, 114 

Tubing, Insulated—for Tool Handles.U--52, 87 

Tubing—Polysterene, Bakelite, Fibre.S-47, 141; T-42; 

U-56, 97, 114 

Tubular Capacitors—Cardboard, Paper, Metal.Section P 

Tuner Kits—P.A., Receiver, Antenna.J-27, 65 

Tuner-KleenW Device.T-8 

Tuners—FM, AM.B-1, 15, 22 to 28; G-130; J-17, 24, T-15 

Tuners—TV.T-14, 15, 20 

Tung-Sol Electric, Inc..A-10, 11 

Tuning Belts.U-47 

Tuning Dials.J-5, 6, 39, 85; U-76, 110 

Tuning Units, Assemblies. J-15 

Tuning Wands.U-49, 88, 106, 107 

Turbo Wire Products.. .S-46 to 48 

Turnbuckles for Guy Wires.S-106, 129; T-40; U-98, 131 

Turner Company.D-17 to 21 

Turntable Felts. . .U-47, 90 

Turntable Repair Stand. . .U-58 

Turntables and Motors, Phono, Recording.E-1, 3, 8, 9 

Turret Assemblies for Band-Switching .J-66, 67 

Turret Sockets and Assemblies.F'-41, 62, 54, 55 ; J-7 

Tweeter Speakers and Units. .C-5, 9, 12, 22, 41 

Tweezers and Tweezer Kits. .U-52, 87 

Twin Lead Wire for TV and FM F-9; S-19, 24, 43, 52, 56, 

61 to 63, 67, 68, 71, 140; U-57 
Twin Lead Wiring Nails, Connectors.F-9; S-42, 106; 


T-36, 42; U-62, 85, 97 


— u — 


UHF Antennas.F-11; S-73, 76 to 79, 85 to 95, 105, 108, 110, 

113, 121, 124, 130, 131, 138, 140; T-43; U-96 

UHF Books, Manuals.K-4, 12 

UHF Converters.D-2; S-124; T-14 to 18, 21 


UHF Oscillators, Signal Generators, Noise Meters, etc.G-15, 

17, 35, 98, 99 


Underload and Overload Relays.L-42 to 45 

Ungar Electric Tools, Inc..U-10 

Union Carbide & Carbon Corp. (National Carbon Co.).M-6 to 9 


United Technical Laboratories... 
United Transformer Corporation... 

Universal Woodcrafters, Inc. 

University Loudspeakers, Inc.. 

U. S. Engineering Co.. 

Utah Radio Products, Inc... 

Utica Drop Forge & Tool Corp. 

Utility Cabinets, Boxes, etc. 


...U-124, 125 
N-35 to 53 

.T-12 

C-16 to 23 
F-48 to 50 
...C-35 to 38 ; N-103 
...U-28, 29 


...J-50, 51, 92, 103, 108 to 113; 

U-37, 38 


Utone Wall Baffles. 


C-38 


— V — 


Vaco Products Company.U-30 to 32 

V acuum Gauges.A-5 

Vacuum Switches.A-27; J-45, 46 

Vacuum Tube-Type Capacitors, High Voltage.A-24, 27; 

J-44 to 46 


Vacuum Tube Voltmeters.G-5, 6, 14, 19, 34, 36, 72, 82, 86, 

88, 97, 98, 100, 107, 108, 116, 122, 123, 124; T-9 

Van Cleef Bros., Inc.U-139 

Variable Frequency Oscillators...J-17, 29, 32, 38, 70 

Variable Inductors.-.J-68, 69, 82; N-45 

Variable Receiving and Tuning Capacitors.J-12 to 16, 34 to 

36, 43, 53, 54, 58 to 61, 65, 74 to 77; U-112 

Variable Reluctance Cartridges, Pickups.E-22 

Variable Resistors, Rheostats.Section R 

Variable Transmitting Capacitors.J-12, 13, 35, 36, 43, 53, 

58, 59, 68, 74 to 77, 84, 91, 136, 137 

Variable Voltage Transformers.M-40, 41; N-105 

Varicon Miniature Connectors.F-53 

Varnished Tubing, Spaghetti, etc.S-15, 32, 47; U-56, 94, 114 

Varnishes, Lacquers, Paints, Enamels.J-11; U-42 to 45, 93 

Vector Electronic Co.P-54, 55 

Vee-D-X Antennas...S-76 to 82 

Velocity Microphones...D-15, 20, 23 


Section & Page 


Vernier Dials.J-5, 6, 85 

VHF Oscillators.J-17, 29, 32, 38, 70 

Vibrapack Power Supplies. .M-30 

Vibrating Reed Frequency Meters G-104, 105 

Vibration Pickups, Microphones D-15, 23, 30 

Vibrator Analyzers, Testers .M-17, 32 

Vibrator Buffer Capacitors, Auto.P-5, 6, 26, 28, 78 

Vibrator Power Supplies, Packs.M-17, 20, 21, 30, 49 

Vibrator Transformers, Power and Auto Radio.N-11, 24, 91; 

Also G-111 

Vibrators.M-22 to 24, 30, 34, 46 to 48, 50 

Vibroplex Co., Inc..L-48 

Vidaire Electronics Mfg. Co..T-27 

Viking Loudspeakers.C-11 

Visulite Company .... U-127 

V-M Corporation E-28, 29 

Voice Coil Dust Felts . . U-63, 90 

Voice Coil Lead Wire . .. S-17 

Volometer Meters.G-110 

Voltage Adapters, Foreign, Export.....N-53; S-55, 99 

Voltage Breakdown Testers.G-137 

Voltage Dividers, Resistors.Section R; also J-44, 46 

Voltage Reducer Cord Sets.S-55 

Voltage Regulator Transformers, Controls.M-37 to 39, 42 to 45; 

N-16, 23, 46, 49, 53, 106 

Voltage Regulator Tubes (Ballasts).A-4 to 7, 18, 23 to 25; 

R-13, 56; S-100 

Voltage Stabilizers and Regulators, Electronic. .M-37 to 39, 42 to 45 

Voltage Testers, Neon.U-52 

Voltage Transformers, Constant.M-37 to 39, 42 to 44 

Voltage Transformers, Variable.M-40, 41; N-105 

Voltmeters, Voltohmmeters.Section G 

Volt-Ohm Microammeter .G-34 

Volt-Ohm Milliammeters.G-5, 6, 20, 21, 24, 25, 33, 34, 36, 

40, 73, 84, 110, 113, 138 

Voltohmysta .G-5, 6 

Volume and Tone Controls...L-31 

Volume Control Hardware, Accessories.R-2, 4, 17, 32; S-37 

Volume Control Wrenches.U-103 

Volume Level Indicators...G-30, 44, 55, 59 

Vulcan Electric Co..U-12, 13 


— W — 


Wafer Sockets...F-24. 25; J-7, 81; U-54, 110 

Walco Products, Inc. (Electrovox Co.).E-62 to 64 

Waldom Electronics, Inc. (Croname Products).U-76 to 79 

Wall Plates, Receptacles.F-30 to 36; S-127; U-97 

Wall Racks for Hardware, Chemicals, etc.U-87 

Walsco Electronics Corp.. U-80 to 99 

Waltham Horological Corporation . ....F-46, 47 

Ward Leonard Electric Co.. R-28 to 30 

Ward Products Corporation. S-94 to 98 

Washers, Nuts, Bolts, Screws.S-37, 38; T-41; U-60, 63, 

73, 79 to 84, 116, 117 

Waterman Products Co., Inc..G-118, 119 

Wattmeters.G-30, 41, 44, 59, 73, 77 

Wave Meters.G-133; J-27, 37 

Wave Traps.J-63; N-92; S-126; T-38 

Waveforms, Inc. .G-81 

Webster Electric Company.B-13 ; E-16 

Webster Manufacturing Co. . S-116 

Weller Electric Corporation ... .... U-11 

Wen Products, Inc. . . U-15 

Westinghouse Electric Corporation.A-21 to 23 

Weston Electrical Instrument Corp..G-58 to 61 

Wet Electrolytic Capacitor Replacements.P-3, 14, 123, 141 

Wharfedale Speakers.C-40, 41 

Wheatstone Bridges...G-136; R-39 

Wheel & Hood Static Eliminators, Auto.S-103; U-59 

Wilcox-Gay Corporation (Recordio) .E-13, 14 

Window Antennas.S-97, 104, 105 

Wing Nuts.S-37; U-63, 84 
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GENERAL INDEX IContinued) 


Section & Page 

Wire and Cable...Section S 

Aircraft Cable.........S-13, 17, 46, 65, 71 

Antenna Wire and Cable S-14, 17, 81, 32. 40, 53 to 57, 60, 104 

Antenna Wire for AC-DC Sets.S-15, 17, 40; U-57, 72 

Army-Navy, MIL, JAN-Spec., etc.S-10 to 13, 26, 27, 

46, 47, 49, 64 

Auto Radio Wire and Cable...S-1, 3, 6, 8, 13, 17, 

28, 30, 51, 57, 65 

Battery Cable.1...S-7 

Broadcast Audio Cable.S-1, 21, 22 

Bus-Bar Wire (Solid Tinned Copper).S-14, 17, 31, 54 

Cathode Ray Tube Cable.S-7, 13, 23, 27, 30, 50, 59 

Coaxial Cable, RG, etc.F-8; S-15, 19, 20. 28. 56, 67, 71 

Copper Aerial Wire, Bare.S-14, 17, 31, 32, 53, 54 

Dial Cable, Cords.....S-14, 32; U-51, 62, 81; U-89 

Diathermy Cable........S-7, 29 

Electrical Extension Cords, Sets..L-26; S-23, 59; U-54 

Fixture Wire, Lamp Cords.S-6, 15, 17, 23, 30, 55, 58, 71 

Guy Wire....S-42, 60, 62, 69, 129; T-40; U-98 

Headphone Cords.D-35; S-40; U-118 

High Voltage Wire.S-7, 13, 17, 23, 27, 28. 30. 50. 59 

Hookup, Pushback Wire..S-6 to 13, 17, 22 to 30, 46 to 49, 

53, 57, 58, 64, 71 

Ignition Cable, Shielded.S-8, 13, 17, 30 

Indoor Aerial Wire.S-15, 17, 40; U-51, 72 

Intercom System Cable.S-1 to 6, 21, 30, 50, 51, 57, 66, 68, 71 

Lead-in and Ground Wire..S-6, 8, 9, 17, 22, 23, 30, 42, 46, 

57, 62, 69, 104, 136; T-40; U-98 

Litz Wire ...S-17 

Magnet Wire.S-21, 31, 53 

Microphone Cable.S-2, 17, 18, 29, 56, 66, 68, 69, 71 

Multiple-Conductor Cable.S-1, 3, 4, 6, 18, 19, 29, 51, 67, 71 

Phono Pickup and Grid Wire, Shielded.S-3, 23, 30, 50, 59; 

U-53, 63 

Phosphor Bronze Aerial Wire & Dial Cable..S-14, 32, 54; U-51 

Photo Electric Cell Cable.....S-1, 3, 23, 30 

Recording Wire, Stainless Steel.E-42, 53; U-58 

Remote Cont^’ol Cable.:.S-4, 67 

Resistance Cords, AC-DC..S-40, 55, 99; U-119 

Rotator TV-FM Cable.S-30, 56, 63, 71 

Service Cord-—Rubber Sheathed, etc.S-6 

Shielding—Copper, Braid.S-8, 17, 30, 51, 57 

Sound SystenjL Cable.S-1, 3, 5, 6, 21, 29, 30, 51 

Speaker Cable.-S-1, 3, 4, 6, 19, 29, 30, 40, 50 


Section & Page 

Speaker Extension Cords..........S-'40 

Test Prod Wire...S-7, 23, 28, 54, 57; U-53, 108 

Transmission Line, Cable...F-9; S-1, 6, 19, 20, 24, 30, 

43, 52, 56, 61, 62, 66, 67 

Tubing, Spaghetti, etc.S-15, 32, 47; U-56, 94, 114 

Twin-Lead, for TV and FM.F-9; S-19, 24, 43, 52, 56, 

61 to 63, 67, 68, 71, 140; U-57 

Varnished Cambric, Shielded..-......S-30 

Voice Coil Lead Wire...S-17 

Wire Measuring and Winding Outfits...S-32 

Wire Recording Heads..D-6, 10 

Wire Recording Wire.E-42, 53; U-^58 

Wire Spring Clips (Fahnestock).S-38; U-55, 63, 72, 86, 116 

Wire Stripping Tools and Pliers.U-25, 50, 52, 87 

Wire Wound Resistors.Section R 

Wiring Nails, Insulated, Twin Lead.S-42; T-42; U-62, 85, 97 

Wiring Systems, Packaged—for Work Benches.U-138 

Wood Glue.U-41, 91 

Woofer Speakers and Units...C-12, 21 

Worner Electronic Devices.L-46* 47 

Wrenches 

Hex, Key, Spline, Socket..U-59, 60, 63, 73, 86, 89, 103, 104, 127 

Neutralizing, Alignment.U-48 to 50, 88, 105 to 107 

Nut......U-20, 22, 30 

Steel .U-23, 29 

Volume Control .....U-^103 

Wright, Inc.!. .C :.45 

Wrinkle Varnish_ U-43, 93 


— X — 


XceLite, Inc. (formerly Park Metalware Co.)_.U-20 to 23 


— Y — 


Yard-Ohm, Resistance Kits_____......_ R-4 
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RADIO'S MASTER 

SEVENTEENTH EDITION 
NUMERICAL INDEX OF MANUFACTURERS’ DISPLAY PAGES 
By Section and Folio 


NOTE: This is a bare outline of the eighteen sections of RADIO'S MASTER. It will serve for speedy reference 
and for the purpose of familiarizing yourself quickly with its general contents. Regular use of the Master will reveal 
many additional items too numerous to list here—you may also discover an item in a section to which it does not directly 
relate. For more complete and precise information, consult the preceding detailed General Index, pages 7 through 20. 


SECTION A 

RECEIVING AND TELEVISION TUBES— 
TRANSMITTING, INDUSTRIAL, SPECIAL TUBES— 
DIODES, TRANSISTORS—DIAL & PANEL LAMPS 

(See Section H for additional Germanium & Selenium Diodes! 


Section & Page Name of Manufacturer 

A-1.Sylvania Electric Products, Inc. 

A-2 to 5.General Electric Co. 

A-6 to 9.Radio Corporation of America 

A-10, 11.Tung-Sol Electric, Inc. 

A-12, 13.National Union Radio Corp. 

A-l4 to 19.Raytheon Manufacturing Co. 

A-20.CBS-Hytron 

A-21 to 23.Westinghouse Electric Corp. 

A-24.Amperex Electronic Corp. 

A-2 5.Chatham Electronics Corp. 

A-26, 27.Eitel-McCullough, Inc. 

A-28, 29.Continental Electric Co. 

A-30.Taylor Tubes, Inc. 

A-31.Rauland Corporation 

A-32.Lewis & Kaufman, Inc. 

A-3 3.Electrons, Inc. 

A-34.National Electronics, Inc. 

A-35.British Industries Corp. 

A-36.Allen B, DuMont Labs., Inc. 

A-37.Tel-O-Tube Corp. of America 

A-38.Federal Telephone & Radio Corp. 


SECTION B 

PUBLIC ADDRESS: 

HI-FIDELITY-/AUDIO AMPLIFIERS, PHONO 
P.A. EQUIPMENT—SOUND SYSTEMS— 
INTERCOM. SYSTEMS 

(See Section E for Recording Equipment] 


B-1.Altec Lansing Corporation 

B-2 to 5.Bell Sound Systems, Inc. 

B-6 to 11.Newcomb Audio Products Co. 

B-12.Hermon Hosmer Scott, Inc. 

B-13.Webster Electric Co. 

B-l4to 16...David Bogen Co., Inc. 

B-16.Challenger Amplifier Co. 

B-17.British Industries Corp. 

B-18.Morgan-Rhein, Inc. 

B-19.Michel Manufacturing Co. 

B-20, 21.Don McGohan, Inc. 

B-22, 23.Fisher Radio Corp. 

B-24 to 26.Espey Mfg. Co., Inc. 

B-27.Radio Craftsmen, Inc. 

B-28.Pilot Radio Corp. 

B-29, 30.Talk-A-Phone Company 


SECTION C 

SPEAKERS, PROJECTORS, HORNS, TRUMPETS 


Section & Page Name of Manufacturer 

C-1.Radio Corporation of America 

C-2...General Electric Company 

C-3.Altec Lansing Corporation 

C-4 to 6.Quam-Nichols Company 

C-7 to 9.Racon Electric Co., Inc. 

C-10 to 14.Jensen Manufacturing Co. 

C-15.Oxford Electric Corp. 

C-l6to 23.University Loudspeakers, Inc. 

C-24, 25.Atlas Sound Corporation 

C-26, 27..Lowell Manufacturing Co. 

C-28, 29.Stephens Manufacturing Corp. 

C-30 to 32.Electro-Voice, Inc. 

C-33.James B. Lansing Sound, Inc. 

C-34.C. C. Galbraith & Son Electric Corp. 

C-3 5 to 38.Utah Radio Products, Inc. 

C-39.Bud Radio, Inc. 

C-40, 4l.British Industries Corp. 

C-42, 43.Cinaudagraph Company 

C-44.Consolidated Radio Products Co. 

C-45.Wright, Inc. 

C-46.R-J Audio Products, Inc. 


SECTION D 


MICROPHONES—MICROPHONE STANDS— 
PICKUPS—CARTRIDGES 

(See Section E for additional Pickups and Cartridges) 


D-1.Altec Lansing Corp. 

D-2 to 7.Astatic Corporation 

D-8 to 13.Shure Brothers, Inc. 

D-l4to 16.Electro-Voice, Inc. 

D-17 to 21..Turner Company 

D-22, 23.Amperite Co., Inc. 

D-24to 27.American Microphone Co. 

D-28, 29.Atlas Sound Corp. 

D-30.Brush Electronics Co. 

HEADPHONES 

D-31.Brush Electronics Co. 

D-32.C. F. Cannon Co. 

D-33.Telex, Inc. 

D-34, 35.Trimm, Inc. 


(FOR DETAILED GENERAL INDEX, REFER TO PRECEDING PAGES 7 THROUGH 20) 
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NUMERICAL INDEX OF MANUFACTURERS’ DISPLAY PAGES (Cont.) 


SECTION E 

RECORDERS AND RECORDING EQUIPMENT- 
TRANSCRIPTION UNITS—PICKUPS—CARTRIDGES— 
PHONO MOTORS—TURNTABLES—RECORD 
CHANGERS—DISCS—NEEDLES—TAPE 

(See Section B for Amplifiers, Tuners, etc.) 


Section & Page Name of Manufacturer 

E-1..Fairchild Recording Equipt, Corp. 

E"2 to 5..Presto Recording Corporation 

E-6 to 10.Rek-O-Kut Company 

E-11......Berlant Associates 

E-12...Magnecord, Inc. 

E-13, 14.Majestic Radio & TV (Wilcox-Gay) 

E-15.Pentron Corporation 

E-16....Webster Electric Company 

E-17.General Electric Co. 

E-18 to 21.Pickering, Inc. 

E-22, 23.Pacific Transducer Corp. 

E-24, 25.Audak Company, Inc. 

E-26, 27.Sonotone Corporation 

E-28, 29.V-M Corporation 

E-30.Thorens Company 

E-31.Gray Research & Development Co. 

E-32 to 35.General Industries Co. 

E-36.Alliance Manufacturing Co. 

E-37 to 40.....Garrard Sales Corporation 

E-41.Finn-Jaske Co. 

E-42.Recordisc Corporation 

E-43.Jensen Industries, Inc. 

E-44, 45.Recoton Corporation 

E-46, 47.Audio Devices, Inc. 

E-48, 49.M. A. Miller Mfg. Co. 

E-50, 51.Duotone Company, Inc. 

E-52 to 59.Permo, Inc. 

E-60, 61.Reeves Soundcraft Corp. 

E-62 to 64...Walco Products, Inc. 

E-65.Minnesota Mining & Mfg; Co. 

E-66.Orradio Industries, Inc. 


SECTION F 

CABLE & MICROPHONE CONNECTORS, FITTINGS- 
PLUGS—SOCKETS—RECEPTACLES— 
TERMINALS, TERMINAL STRIPS 


F-1 to 11.American Phenolic Corp. 

F-12, 13.Harvey Hubbell, Inc. 

F-14 to 23.Howard B. Jones Div. Cinch Mfg. Co. 

F-24 to 29...Cinch-Jones Sales Div. Cinch Mfg. Co. 

F-30 to 39...Cannon Electric Company 

F-40 to 43.Eby Sales Company 

F-44, 45.Dage Electric Co., Inc. 

F-46, 47.Waltham Horological Corp. 

F-48 to 50.U. S. Engineering Co. 

F-51to53.Elco Corporation 

F-54, 55.Vector Electronic Company 


SECTION G 

TESTING, MEASURING, INDICATING 
INSTRUMENTS—ANALYZERS—PANEL METERS— 
TEST EQUIPMENT 


G-1 to 9 ...... Radio Corporation of America 

G-10...Delta Electrical Specialty Co. 

G-11 to 18.Measurements Corporation 

G-19 to 21.Chicago Industrial Instrument Co. 

G-22, 23.General Electric Co. 

G-24 to 31.Triplett Electrical Instrument Co. 

G-3 2.Electro-Mechanical Instrument Co. 

G-33 to 45...Simpson Electric Company 

G-46 to 49..Marion Electrical Instrument Co. 

G-50, 51.Sterling Manufacturing Co. 

G-52 to 55.Burlington Instrument Co. 


Section & Page Name of Manufacturer 

G-56, 57. Shurite Meters 

G-58 to 61......... Weston Electrical Instrument Co. 

G-62, 63.Hoyt Electrical Instr. Works, Inc. 

G-64, 65.).Phaostron Company 

G-66 to 80.Hickok Electrical Instrument Co. 

G-81...Waveforms, Inc. 

G-82 to 85..................Electronic Instrument Co., Inc. 

G-86 to 93.Precision Apparatus Co., Inc. 

G-94 to 97......Jackson Electrical Instrument Co. 

G-98 to 101.Radio City Products Co., Inc. 

G-102 to 106.J-B-T Instruments, Inc. 

G-107..Sylvania Electric Products, Inc. 

C-108 to 110.Electronic Measurements Corp. 

G-111....Precise Measurements Corp. 

G-112, 113.Superior Instruments Co. 

G-114.Kay Electric Co. 

G-115 to 117....Precise Development Corp. 

G-118, 119.Waterman Products Co., Inc. 

G-120 to 124.Freed Transformer Co., Inc. 

G-125 to 129.Boonton Radio Corporation 

G-130 to 135.Browning Laboratories, Inc. 

G-136, 137.Industrial Instruments, Inc. 

G-138.Supreme, Inc. 


SECTION H 

PILOT AND DIAL LIGHTS—ASSEMBLIES 


H-1 to 10.Dialight Corporation 

H-12, 13......Drake Manufacturing Co. 

INSTRUMENT FUSES 

H-14, 15.Bussmann Manufacturing Co. 

H-16 to 19...Littelfuse, Inc. 

H-20, 21...General Fuse Co. 

H-22......El-Menco Products Co. 


RECTIFIERS: DRY DISC, SELENIUM, INSTRUMENT- 
GERMANIUM AND SELENIUM DIODES 

(See Section A for additional Diodes) 


H-23.Schauer Mfg. Corp. 

H-24.Bradley Laboratories, Inc. 

H-25.Conant Laboratories 

H-26, 27.Sarkes Tarzian, Inc. 

H-28...Electronic Devices, Inc. 

H-29 to 31.Radio Receptor Co., Inc. 

H-32, 33.Federal Telephone & Radio Corp. 

H-34, 35...International Rectifier Corp. 

H-36......General Electric Co. 


SECTION J . 

COMMUNICATION RECEIVERS—TRANSMITTERS— 
AMATEUR EQUIPMENT AND ACCESSORIES— 
VARIABLE CAPACITORS—COILS—INSULATORS— 
METAL RACKS, CABINETS, PANELS, ETC. 


J-1 to 16.National Company, Inc. 

J-17.Gonset Company 

J-18 to 25.Hallicrafters Co. 

J-26, 27.Eldico of N. Y., Inc. 

J-28, 29...Harvey-Wells Electronics, Inc. 

J-30, 31.Robert Dollar Co. 

J-32.Lysco Mfg. Co., Inc. 

J-33.Morrow fcdio Mfg. Co. 

J-34 to 36.Allen D. Cardwell Mfg. Corp. 

J-37 to 43.James Millen Mfg. Co., Inc. 

J-44 to 46....Jennings Radio Mfg. Co. 

J-47 to 55.Bud Radio, Inc. 

J-56to 61..Hammarlund Mfg. Co., Inc 


(FOR DETAILED GENERAL INDEX, REFER TO PRECEDING PAGES 7 THROUGH 20) 
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NUMERICAL INDEX OF MANUFACTURERS’ DISPLAY PAGES (Cont.) 


Section & Page Name of Manufacturer 

J-62 to 65.J. W. Miller Co. 

J-66 to 69.Barker & Williamson, Inc. 

J-70 to 89.E. F. Johnson Co. 

J-90 to 95.Insuline Corp. of America 

J-96.Stanwyck Winding Co. 

J-97.Radio Apparatus Corp. 

J-98 to 105.Par-Metal Products Co. 

J-106 to 111.Premier Metal Products Co. 

J-112 to 114.Middletown Mfg. Co., Inc. 

SECTION K 

BOOKS—MANUALS—RADIO DATA SERVICES 

K-1 to 4.John F. Rider Publisher, Inc. 

K-5.American Radio Relay League 

K-6, 7.Howard W. Sams & Co., Inc. 

K-8, 9.Radio Corporation of America 

K-10.Editors & Engineers, Ltd. 

K-11.MacMillan Company 

K-12.Prentice-Hall, Ihc. 

K-13..Gernsback Publications, Inc. 

K-14.Audio Engineering 


SECTION L 

SWITCHES—JACKS—PLUGS 


L-1.General Electric Company 

L-2 to 5.P. R. Mallory & Co., Inc. 

L-6 to 13.Carling Electric, Inc. 

L-l4to 16.J-B-T Instruments, Inc. 

L-17 to 19.Centralab Div. Globe-Union, Inc. 

L-20, 21.Tech Laboratories, Inc. 

L-22, 23.Cutler-Hammer, Inc. 

L-24 to 26.Switchcraft, Inc. 

L-2 7 to 29.General Control Company 

L-30, 31..Carter Parts Co. 

RELAYS 

L-32 to 35.Potter & Brumfield 

L-36 to 38.Advance Electric & Relay Co. 

L-39 to 41.Specialties Mfg. Co. 

L-42.Standard Electrical Products Co. 

L-43.Amperite Company, Inc. 

L-44, 45.Guardian Electric Mfg. Co. 

PHOTO ELECTRIC UNITS 

L-46, 47.Worner Electronic Devices 

TELEGRAPH KEYS & PRACTICE SETS 
L-48.Vibroplex Co., Inc. 


SECTION M 

DRY BATTERIES 


1 .Radio Corporation of America 

2 to 5.Burgess Battery Company 

6 to 9.National Carbon Company 

10, 11.General Dry Batteries, Inc. 

12, 13.Olin Industries, Inc. 

14 to 16.Ray-O-Vac Company 


BATTERY ELIMINATORS & CHARGERS— 
POWER CONVERSION EQUIPMENT- 
GENERATORS, INVERTERS,VIBRATORS, PACKS— 
VOLTAGE TRANSFORMERS & CONTROLS 


■17.Schauer Mfg. Corp. 

18, 19.Mueller Electric Co. 

20 ..Electro Products Labs., Inc. 

21 .Electronic Devices, Inc. 

22 to 29.American Television & Radio Co. 

30 to 33.P. R. Mallory & Co., Inc. 

34 to 36.Cornell-Dubilier Electric Corp. 


Section & Page Name of Manufacturer 

M-37 to 39.Sola Electric Company 

M-40 to 43.Superior Electric Co. 

M-44.Raytheon Mfg. Co. 

M-45.Spellman Television Co. 

M-46 to 49.Radiart Corporation 

M-50.James Vibrapowr Co. 

M-51 to 55.Carter Motor Company 

M-56, 57.Perma-Power Company 

M-58.Gothard Manufacturing Co. 


SECTION N 

TRANSFORMERS, ALL TYPES— 
REACTORS—CHOKES—COILS—INDUCTORS 

(See Section J for additional Coils) 


N-1 to 16.Chicago Standard Transformer Corp. 

N-17 to 29.Triad Transformer Mfg. Co. 

N-30 to 33.Altec Lansing Corp., Peerless Div. 

N-34.General Electric Company 

N-35 to 53.United Transformer Co. 

N-54 to 59.Chicago Standard Transformer Corp. 

N-60, 61.Kenyon Transformer Co., Inc. 

N-62 to 81...,.Freed Transformer Co., Inc. 

N-82, 83.Thordarson-Meissner Mfg. Div. 

N-84 to 96.Merit Transformer Corp. 

N-97.Microtran Co. 

N-98 to 101.SNC Manufacturing Company 

N-102.....Electronic Transformer Co. 

N-103.Utah Radio Products, Inc. 

N-104 to 106.Standard Electrical Products Co. 

N-107 to 109.Ferranti Electric, Inc. 

N-110.Audio Development Co. 


SECTION P 

FIXED CAPACITORS, ALL TYPES— 
NOISE & INTERFERENCE FILTERS— 
CAPACITOR TEST INSTRUMENTS 

(See Section J for Variable Capacitors) 


P-1 to 11.P. R. Mallory & Co., Inc. 

P-12 to 31.Aerovox Corporation 

P-32 to 52.Cornell-Dubilier Electric Corp. 

P-53.Chicago Condenser Corp. 

P-54 to 57.General Electric Company 

P-58 to 6l.Industrial Condenser Corp. 

P-62 to 71.Arco Electronics, Inc. 

P-72 to 87.Sprague Products Company 

P-88.Planet Manufacturing Corp. 

P-89 to 93.Centralab Div. Globe-Union, Inc, 

P-94 to 119.Pyramid Electric Co. 

P-120 to 131.Sangamo Electric Company 

P-132 to 137.Erie Resistor Corporation 

P-138 to l4l.Illinois Condenser Corp. 

P-142, 143.Plastic Capacitors, Inc. 

P-144 to 147.Condenser Products Co., Inc. 

P-148 to 154.Astron Corporation 


SECTION R 

RESISTORS—VOLUME CONTROLS—BALLASTS— 
DECADES, BRIDGES—NOISE FILTERS & SUPPRESSORS 
RHEOSTATS, POTENTIOMETERS, ATTENUATORS 


R-1 to 6...P. R. Mallory & Co., Inc. 

R-7.Sprague Products Co. 

R-8 to 13.Clarostat Mfg. Co., Inc. 

R-14 to 27.International Resistance Co. 

R-28 to 30.Ward Leonard Electric Co. 

R-31 to 33.Centralab Div. Glove-Union, Inc. 

R-34, 35.Lectrohm, Inc. 

R-36 to 39.Shallcross Mfg. Co. 

R-40 to 43.Ohmite Manufacturing Co. 

R-44 to 47.Aerovox Corporation 

R-48.Tru-Ohm Products 

R-49 to 51.Continental Carbon, Inc. 

R-52 to 55.Dale Products, Inc. 

R-56.Amperite Company, Inc. 


(FOR DETAILED GENERAL INDEX, REFER TO PRECEDING PAGES 7 THROUGH 20) 
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NUMERICAL INDEX OF MANUFACTURERS’ DISPLAY PAGES (Cont.) 


SECTION S 

WIRE AND CABLE, ALL TYPES 


Section & Page Name of Manufacturer 

S-1 to 16...... Alpha Wire Corporation 

S-17 to 25.Belden Manufacturing Co. 

S-26 to 45......Birnbach Radio Co., Inc. 

S-46 to 48...William Brand & Co., Inc. 

S-49 to 55.Consolidated Wire & Associated Cos. 

S-56 to 59.Cornish Wire Co., Inc. 

S- 60 .....Copperweld Steel Co. 

S-61...Federal Telephone & Radio Corp. 

S-62, 63......Imperial Radar & Wire Corp. 

S-64 to 67 .National Wire & Cable Corp. 

S-68, 69.Columbia Wire & Supply Co. 

S-70, 71...Plastoid Corporation 


ANTENNAS & SYSTEMS FOR TV-FM-AM-AUTO— 
ANTENNA INSTALLATION ACCESSORIES 

(See Section T for additional TV Accesories) 


S-72 to 75.Radiart Corporation 

S-76 to 82.La Pointe Electronics, Inc. 

S-83.Radio Corporation of America 

S-84 to 87.Telrex, Inc. 

S-88.Radion Sales Corp. 

S-89.Tricraft Products 

S-90, 91.Spirling Products Co., Inc. 

S-92, 93.Brach Manufacturing Corp. 

S-94 to 98.Ward Products Corp. 

S-99 to 101.J.F.D. Mfg. Co., Inc. 

S-102 to 106.Insuline Corporation of America 

S-107 to 109.Radelco Mfg. Co. 

S-110 to 112.Cornell-Dubilier Electric Corp. 

S-113.Trio Manufacturing Co. 

S-114,115.Master Mobile Mounts, Inc. 

S-116.Webster Manufacturing Co. 

S-117..Columbia Products Co. 

S-118, 119.Hy-Lite Antennae, Inc. 

S-120, 121.Radio Merchandise Sales, Inc. 

S-122...Jerrold Electronics Corp. 

S-12 3.Crown Controls, Inc. 

S-124 to 127.Tele-Matic Industries, Inc. 

S-128 to 130..Phoenix Electronics, Inc. 

S-131.Telesine Antenna Corp. 

S-132.Hi-Lo TV Antenna Corp. 

S-13 3...Davis Electronics 

S-134.Baker Manufacturing Co. 

S-13 5...Jontz Manufacturing Co. 

S-136, 137.Premax Products 

S-138, 139.Technical Appliance Corp. 

S-l40..Gonset Company 

S-l4l.Julius Blum & Co., Inc. 


SECTION T 

RECEIVER KITS—TELEVISION KITS— 

TV ACCESSORIES, TUNERS, BOOSTERS, CABINETS 

(See Section S for Antennas and additional 
Antenna Installation Accessories) 


T-1 to 4..Tech-Master Products Co. 

T-5...Grossman Radio & Electric Co. 

T-6, 7 ....... Eagle Electronics, Inc. 

T-8.....Conrac, Inc. 

T-9.... Radio Kits, Inc. 

T-10, 11...River Edge Industries 

T-12.Universal Woodcrafters, Inc. 

T-13...Argos Products Co. 

T-l4, 15..P. R. Mallory & Co., Inc. 

T-16...Allen D. Cardwell Mfg. Co. 

T-17...Blonder-Tongue Labs., Inc. 


Section & Page Name of Manufacturer 

T-18........Electro-Voice, Inc. 

T-19.... Regency Div. I.D.E.A., Inc. 

T-20.Sarkes Tarzian, Inc. 

T-21...Oak Electronics Co. 

T-22.Alliance Mfg. Co. 

T-23.Ram Electronic Sales Co. 

T-24, 25...Radio Corporation of America 

T-26......Kenwood Engineering Co. 

T-27.....Vidaire Electronics Mfg. Co. 

T-28 to 31.South River Metak Products Co., Inc. 

T-32, 33.Penn Television Products Co. 

T-34.Crest Laboratories, Inc. 

T-35 to 37.......Mosley Electronics, Inc. 

T-38.Bud Radio, Inc. 

T-39 to 43.Television Hardware Mfg. Co. 

T-44...Porcelain Products, Inc. 

T-45.Esco-Lite 

CRYSTALS & CRYSTAL SETS 

T-46, 47.Bliley Electric Co. 

T-48, 49....Petersen Radio Co., Inc. 

T-50.James Knights Co. 

T-51.Monitor Products Co. 

T-52.PhilmoreMfg. Co., Inc. 


SECTION U 

TOOLS: SOLDERING IRONS, PLIERS, WRENCHES, 
SCREWDRIVERS, NUTDRIVERS, PUNCHES, CUTTING 
TOOLS, NEUTRALIZING & ALIGNMENT TOOLS— 
CHEMICALS, OILS, PAINTS, ETC.— 
HARDWARE, SERVICE AIDS OF EVERY DESCRIPTION 


U-1.American Electrical Heater Co. 

U-2, 3.Hexacon Electric Co. 

U-4, 5.General Electric Company 

U-6.Kwikheat Mfg. Co. 

U-7 to 9.Drake Electric Works, Inc. 

U-10.Ungar Electric Tools, Inc. 

U-11.Weller Electric Co. 

U-12, 13.Vulcan Electric Co. 

U-14.Electric Soldering Iron Co., Inc. 

U-15..Wen Products, Inc. 

U-16,17.Multicore Sales Corp. 

U-18...Kester Solder Co. 

U-19...Lectrohm, Inc. 

U-20 to 23.Xcelite, Inc. 

U-24 to 27.Kraeuter & Co., Inc. 

U-28, 29.Utica Drop Forge & Tool Corp. 

U-30to 32.. Vaco Products Company 

U-33...Mathias Klein & Sons 

U-34, 35.Greenlee Tool Co. 

U-36, 37.Equipto Div. Aurora Equipt. Co. 

U-38...Akro-Mils, Inc. 

U-39.Snap-on Drawer Co. 

U-40.Moody Machine Products Co., Inc. 

U-4l to 63.General Cement Mfg. Co. 

U-64 to 75.Herman H. Smith, Inc. 

U-76 to 79...Waldom Electronics, Inc. 

U-80 to 99.Walsco Electronics Corp. 

U-100 to 118.Insuline Corporation of America 

U-119.Bud Radio, Inc. 

U-120 to 123.Gee-Lar Mfg. Co. 

U-124, 125.United Technical Laboratories 

U-126..Keystone Electronics Corp. 

U-127....Visulite Company 

U-128, 129..Jan Hardware Mfg. Co. 

U-130, 131.Chas. O. Larson Co. 

U-132.Quietrole Company 

U-133...Illinois Research Labs. 

U-134, 135.Rogan Brothers 

U-136, 137..Harry Davies Molding Co. 

U-138.Pierceway Div. Clifton Conduit Co. 

U-139.Van Cleef Bros., Inc. 


(FOR DETAILED GENERAL INDEX, REFER TO PRECEDING PAGES 7 THROUGH 20) 
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FOR GREATER CIRCUIT EFFICIENCY 

insist on Sylvania Crystal Diodes and Electronic Tubes 



W ITH Sylvania tubes and crystal 
diodes, you can be sure of electrical 
stability, ruggedness, and longer life. Un¬ 
surpassed in quality, the Sylvania line 
is also a complete line. In germanium 
diodes alone, Sylvania now offers 20 dif¬ 
ferent types to cover a wide range of 
electiic circuits and applications. 

Below are suggested resale prices of 
the most popular Sylvania Electronic 
Tubes and Crystal Diodes. For further 
information, address: Sylvania Electric 
Products Inc., Dept. 3E-47,1740 Broad¬ 
way, New York 19, N. Y. 




TYPE DESCRIPTtON SUGG 

FLASH TUBE RESALI 

R-4330 100 watt second Electroflash Tube. 

R-4340 500 watt second Electroflash Tube. 

GAS PRESSURE MEASURING TUBES 

Rllll PiranI Tube . 

RllllM Matched Pairs (Rllll). 

GERMANIUM CRYSTAL DIODES 

1N34 (aeneral Purpose Diode (Ceramic). 

1N34A General Purpose Diode (Glass).. 

1135 Twin Matched Diode. 

1N38 100-V Back Voltage (Ceramic). 

1N38A 100-V Back Voltage (Glass). 

1N39 200-V Back Voltage. 

1N40 Varistor—Plug In . 

1N41 Varistor—Lug Type . 

1N42 Varistor—Matched lN3S’s . 

1N54 Hiqh Resistance Diode (Ceramic). 

1N54A High Resistance Diode (Glass). 

1N55 150-Volt Diode (Ceramic) . 

1N55A 150-Volt Diode (Glass) . 

1N56, High Conduction Diode (Ceramic) . 

1N56A High Conduction Diode (Glass) . 

1N5S 100-Volt Diode (Ceramic) . 

1N5SA 100-Volt Diode (Glass) . 

1N60 Video Detector . 

1N71 Varistor—Low Impedance—Plug In . 

1N105 Video Detector Crystal . 

TR & ATR TUBES 

1B24A 9300 me Tunable TR . 

1B35A 9315 me Broad Band ATR . 

1B4D 1000 me TR . 

1B63A 12% 9000 me Broad Band ATR . 

KLYSTRONS 

6BL6 Velocity Modulation Reflex Oscillator. 

6BM6 Velocity Modulation Reflex Oscillator. 

5836 (SD1103) Velocity Modulation Reflex Oscillator.. 

5837 (SD1104) Velocity Modulation Reflex Oscillator.. 

6BM6A Broad Band Pulse Type .. 


SUGGESTED 
RESALE PRICE 


TYrE DESCRIPTION 

SELENIUM RECTIFIERS 


SUGGESTED 
RESALE PRICE 


65 ma Rectifier . $ 

75 ma Rectifier . 

100 ma Rectifier . 

150 ma Rectifier .. 

200 ma Rectifier . 

250 ma Rectifier . 

400 ma Rectifier . 

450 ma Rectifier . 

350 ma Rectifier . 

400 ma Rectifier . 

450 ma Rectifier . 


MICROWAVE CRYSTAL DIODES 

1N21 3000 me Mixer . 

1N21A 3000 me Mixer . 

1N21B 3000 me Mixer . 

1N21BM 3000 me Mixer—Matched Pair .... 

1N21C 3000 me Mixer . 

1N23 10,000 me Mixer . 

1N23A 10,000 me Mixer . 

1N23B 10,000 me Mixer . 

1N23BM 10,000 me Mixer—-Matched Pair 
lN25 1000 me High Burnout Mixer .... 

1N26 24,000 me Mixer . 

1N31 10,000 me Video Detector . 

1N32 3000 me Video Detector . 

1N76 Microwave Video Detector . 

1N7S 16,000 me Mixer . 

1NS2 UHF Mixer 700 me . 


STROBOTRONS 

1D21/SN4 240 PPS V Neon Duo Grid . 

SA-3C)9 Small Polychromatic Strobotron 

R4350 Polychromatic Strobotron . 

MISCELLANEOUS 

0A5 Trigger Tube (Cold Cathode) .... 

X-6090 Ionization Tube . 

1237 Full Wave Argon Rectifier . 


ROCKET TUBES 

2C36 Pulse-Molulated and C. W. Oscillator . 

2C37 C. W. Oscillator, Amplifier and Multiplier .. 

5764 Pulse-Modulated Oscillator . 

5765 Broad Band C. W. Oscillator Int. Feedback. 

5767 C. W. Oscillator . . 

5768 C. W. Amplifier . 

6018 . (SB-S46F) Pulse Modulated and C. W. Osciliator 

RT434 Planar Triode . 

GLOW MODULATOR TUBES 

R1130B .055" Crater—(1B59) . 

R1131C .93" Crater.!. 

HYDROGEN THYRATRONS 

4C35 8KV, 90 amp peak .. 

5C22 15KV, 325 amp peak ... 

HT-415 Non-Jitter 5C22 . 

HT-457 4C-35 with Jitter ....’ 

HT-45S 5C-22 with Jitter . 


SD759A Ramberg Accelerometer Tube . 96.60 


SYIVANIA 


ELECTRONIC DEVICES; RADIO TUBES; TELEVISION PICTURE TUBES; 
ELECTRONIC TEST EQUIPMENT; FLUORESCENT LAMPS, FIXTURES. SIGN 
TUBING, WIRING DEVICES; LIGHT BULBS; PHOTOLAMPS; TELEVISION SETS 
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RECEIVING TYPES 



TUBES 


PRICES EFFECTIVE JUNE 15, 1953 


Type 

List 

Price 

Type 

List 

Price 

Type 

List 

Price 

Type 

List 

Price 

Type 

List 

Price 

Type 

List 

Price 

OOA 

$3.55 

1LH4 

$2.65 

5Z3 

$1.75 

6BQ7 

$3.05 

6R7GT 

$2.65 

7B6 

$2.00 

01A 

1.50 

UN5 

2.65 

*5Z4 

2.65 

6BX7GT 

3.40 

6S4 

1.75 

7B7 

2.00 

OA4G 

1.25 

1N5G 

2.40 

5Z4GT 

2.00 

6BY5G 

2.90 

*6S7 

2.65 

7B8 

2.05 

*OY4 

4.80 

1N5GT 

2.15 

6 

2.00 

6BZ7 

3.35 

6S7G 

3.35 

7C4 

3.20 

*OZ4 

1.65 

1N6G 

2.00 

6AS 

3.35 

6C4 

1.70 

6S8GT 

2.65 

7C5 

2.00 

*OZ4A 

1.20 

1P5G 

2.40 

6A4/LA 

3.20 

*6C5 

1.75 

*6SA7 

1.80 

7C6 

1.85 

OZ4G 

1.65 

1P5GT 

2.75 

6A5G 

3.90 

6C5G 

1.65 

6SA7GT 

1.85 

7C7 

2.05 

1A1/5E1 

1.65 

1Q5G 

2.40 

6A6 

2.65 

6C5GT 

1.65 

*6SB7Y 

2.90 

7C8 

2.65 

1A3 

2.20 

1Q5GT 

2.65 

6A7 

2.30 

6C6 

2.20 

*6SC7 

2.15 

7ES 

2.65 

1A4P 

4.05 

1Q6 

2.20 

6A7S 

3.55 

6C7 

3.55 

6SC7GT 

2.00 

7E6 

2.90 

1A4T 

2.40 I 

1R1G 

1.65 

*6A8 

2.30 

6C8G 

3.35 

6SD7GT 

2.90 

7E7 

3.20 

1A5G 

2.40 

1R4 

2.65 

6A8G 

2.20 

6CB6 

2.10 

*6SF5 

1.75 

7F7 

2.45 

1A5GT 

1.85 

1R5 

2.10 

6A8GT 

2.30 

6CD6G 

4.80 

6SF5GT 

1.80 

7F8 

3.00 

1A6 

3.60 

1S4 

2.45 

6AB4 

1.80 

6CL6 

3.10 

*6SF7 

2.90 

7G7/1232 

2.75 

1A7G 

2.40 

1S5 

1.80 

6AB5/6N5 

2.65 

6D5G 

2.40 

*6SG7 

2.10 

7G8 

3.90 

1A7GT 

2.30 

1SA6GT 

2.40 

*6AB7/1853 

3.20 

6D6 

2.20 

*6SH7 

2.90 

7H7 

2.20 

1AB5 

3.20 

1SB6GT 

2.40 

6AC5G 

2.00 

6D7 

3.55 

6SH7GT 

2.00 

7J7 

3.25 

1AX2 

2.55 

1T1G 

1.65 

6AC5GT 

3.00 

6D8G 

3.35 

*6SJ7 

1.75 

7K7 

2.75 

1B1 

1.65 

1T4 

2.10 

*6AC7/1852 

3.10 

6E5 

2.55 

6SJ7GT 

1.65 

7L7 

2.65 

1B3GT 

2.55 

1T5GT 

2.60 

6AD6G 

2.40 

6E6 

2.90 

*6SK7 

1.75 

7N7 

2.20 

1B4P 

3.90 

1U4 

2.10 

6AD7G 

3.35 

6E7 

3.55 

6SK7GT * 

1.85 

797 

2.40 

1B5/25S 

3.35 

1U5 

1.80 

6AE5G 

2.40 

*6F5 

2.10 

6SL7GT 

2.45 

7R7 

3.25 

1B7G 

2.90 

IV 

2.30 

6AE5GT 

2.00 

6F5G 

1.65 

6SN7GTA 

2.20 

7S7 

3.25 

1B7GT 

3.35 

1Y2 

1.55 

6AE6G 

2.00 

6F5GT 

1.65 

*6S97 

1.60 

7T7 

2.65 

1C1 

1.65 

1Y5 

2.20 

6AE7GT 

2.00 

*6F6 

2.15 

6S97GT 

1.60 

7V7 

3.35 

1C5G 

2.40 

1W5 

2.20 

6AF4 

4.25 

6F6G 

1.80 

*6SR7 

1.80 

7W7 

3.35 

1C5GT 

2.30 

1X1 

1.65 

6AF5G 

2.00 

6F6GT 

1.85 

6SR7GT 

1.80 

7X7/XXFM 

2.65 

1C6 

3.35 

1X2 A 

2.50 

6AF6G 

2.75 

6F7 

3.35 

*6SS7 

2.90 

7Y4 

1.80 

1C7G 

3.35 

lYl 

1.65 

6AG5 

2.20 

6F7S 

3.55 

*6ST7 

2.65 

7Z4 

1.80 

1C8 

2.40 

1Z1 

1.65 

*6AG7 

3.40 

6F8G 

3.35 

*6SV7 

3.20 

8 

2.00 

1D1 

1^65 

2 

2.00 

6AH4GT 

2.35 

6G6G 

2.75 

6SV8GT 

2.00 

9 

2.00 

1D5G 

2.00 

2A3 

3.35 

6AH6 

3.90 

6H4GT 

2.90 

*6SZ7 

2.20 

10 

3.90 

1D5GP 

4.05 

2A4G 

4.80 

6AH7GT 

2.40 

*6H6 

1.75 

6T4 

3.70 

lOY 

3.90 

1D5GT 

2.00 

2A5 

2.30 

6AJ4 

4.80 

6H6G 

1.65 

6T5 

3.55 

12A 

2.40 

1D7G 

3.60 

2A6 

2.75 

6AJ5 

3.50 

6H6GT 

1.85 

6T7G 

3.35 

12A5 

3.55 

1D8GT 

4.05 

2A7 

2.65 

6AK5 

4.35 

6J4 

8.05 

6T8 

2.90 

*12A6 

2.95 

1E1 

1.65 

2A7S 

3.55 

6AK6 

2.50 

*6J5 

1.50 

6U4GT 

2.65 

12A6GT 

2.90 

1E4G 

2.00 

2B7 

3.40 

6AL5 

1.75 

6J5G 

1.50 

6U5/6G5 

2.30 

12A7 

3.20 

1E5G 

4.80 

2B7S 

3.55 

6AL7GT 

3.75 

6J5GT 

1.65 

6U6GT 

2.20 

12A8G 

2.00 

1E5GP 

3.90 

2E5 

2.65 

6AM4 

4.80 

6J6 

2.50 

6U7G 

2.20 

12A8GT 

2.20 

1E5GT 

4.80 

2G5 

2.40 

6AQ5 

2.00 

*6J7 

2.25 

6U8 

3.10 

12AH7GT 

2.65 

1E7GT 

4.05 

*2S/4S 

3.55 

6AQ6 

1.90 

6J7G 

2.20 

6V3 

3.55 

12AL5 

1.75 

IFl 

1.65 

2W3 

2.00 

6AQ7GT 

2.65 

6J7GT 

2.20 

*6V6 

4.75 

12AT6 

1.50 

1F4 

2.75 

2W3GT 

2.00 

6AR5 

1.65 

6J8G 

3.20 

6V6G 

2.00 

12AT7 

2.85 

1F5G 

2.75 

2Z2 

3.55 

6AS5 

2.10 

6K5G 

1.65 

6V6GT 

2.00 

12AU6 

1.80 

1F6 

4.05 

3 

2.00 

6AT6 

1.50 

6K5GT 

2.40 

*6Y7 

3.55 

12AU7 

2.40 

1F7G 

3.90 

3A4 

2.50 

6AU5GT 

2.70 

6K6G 

2.40 

6V7G 

2.00 

12AV6 

1.50 

1F7GH 

3.55 

3A8GT 

4.80 

6AU6 

1.80 

6K6GT 

1.65 

61V4GT 

1.80 

12AV7 

2.90 

1F7GV 

3.55 

3B5GT 

2.40 

6AV5GT 

2.90 

*6K7 

2.00 

6W5G 

2.90 

12AW6 

2.65 

1G1 

1.65 

3B7 

2.65 

6AV6 

1.50 

6K7G 

2.20 

6W6GT 

2.20 

12AX4GT 

2.50 

1G4G 

2.00 

3C6/XXB 

3.20 

6AX4GT 

2.40 

6K7GT 

2.20 

6W7G 

2.65 

12AX7 

2.45 

1G4GT 

2.55 

3D6 

2.65 

6AX5GT 

1.65 

*6K8 

2.70 

6X4 

1.55 

12AZ7 

2.50 

1G5G 

3.15 

3E6 

2.65 

6B4G 

3.20 

6K8G 

2.90 

*6X5 

2.65 

12B8GT 

4.80 

1G6G 

2.40 

3LF4 

2.80 

1 6B5 

3.90 

6K8GT 

2.40 

6X5G 

1.65 

12BA6 

1.90 

1G6GT 

2.75 

3Q4 

2.25 

6B6G 

2.00 

6L5G 

2.75 

6X5GT 

1.55 

12BA7 

2.50 

1H4G 

2.30 

3Q5G 

2.40 

6B7 

3.20 

*6L6 

3.75 

6X8 

2.75 

12BD6 

2.00 

1H5G 

2.00 

395GT 

2.50 

6B7S 

3.55 

6L6G 

3.20 

6Y5 

4.80 

12BE6 

1.90 

1H5GT 

1.85 

3S4 

2.10 

*6B8 

3.35 

6L6GA 

3.15 

6Y5Y 

3.55 

12BF6 

1.55 

1H6G 

3.20 

3V4 

2.10 

6B8G 

3.35 

*6L7 

2.55 

6Y6G 

2.50 

12BH6 

2.00 

1H6GT 

3.35 

4 

2.00 

6B8GT 

2.00 

6L7G 

3.30 

6Y7G 

2.40 

12BH7 

2.50 

IJl 

1.65 

4A1 

3.55 

6BA6 

1.90 

6N6G 

3.90 

6Z5 

3.55 

12BN6 

2.90 

1J5G 

2.65 

4A6G 

2.90 

6BA7 

2.50 

*6N7 

2.55 

6Z7G 

3.90 

12BY7 

2.65 

1J6G 

2.90 

5 

2.00 

6BC5 

2.00 

6N7G 

2.40 

6ZY5G 

2.20 

12BZ7 

2.50 

1J6GT 

3.35 

5AZ4 

1.55 

6BD6 

2.00 

6N7GT 

2.50 

7 

2.00 

*12C8 

3.35 

1K1 

1.65 

*5T4 

4.80 

6BE6 

1.90 

6P5G 

2.00 

7A4/XXL 

2.00 

12F5GT 

1.90 

TL4 

2.10 

5U4G 

1.60 

6BF5 

2.10 

6P5GT 

2.40 

7A5 

2.35 

*12H6 

1.80 

1L6 

2.75 

5V4G 

2.65 

6BF6 

1.70 

6P7G 

3.55 

7A6 

2.10 

*12J5 

1.50 

UA4 

2.65 

*5W4 

1.65 

6BG6G 

4.80 

*696 

2.90 

7A7 

2.00 

12J5GT 

1.55 

1LA6 

2.65 

5W4G 

1.35 

6BH6 

2.10 

696G 

2.90 

7A8 

1.90 

12J7G 

2.00 

1LB4 

2.65 

5W4GT 

1.75 

6BJ6 

2.10 

*697 

2.20 

7AD7 

4.60 

12J7GT 

2.20 

UC5 

2.65 

5X4G 

1.80 

6BK5 

2.55 

697G 

1.80 

7AF7 

1.80 

12K7G 

2.00 

TLC6 

2.65 

5Y3G 

1.35 

6BK7 

3.20 

697GT 

1.85 

7AG7 

2.45 

12K7GT 

2.20 

1LD5 

2.65 

5Y3GT 

1.35 

6BL7GT 

3.20 

6R6G 

4.80 

7AH7 

2.45 

*12K8 

2.70 

1LE3 

2.65 

5Y4G 

1.55 

6BN6 

2.90 

*6R7 

2.65 

7B4 

1.80 

12K8GT 

2.65 

TLG5 

2.65 

5Y4GT 

1.15 

6BQ6GT 

3.35 

6R7G 

1.65 

7B5 

1.85 

I297G 

2.00 


*Metal types 
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G.E. ELECTRONIC T U B E S —R E C E IVI N G TYPES (Cont.) 



List 


List 


List 


List 


List 


List 

Type 

Price 

Type 

Price 

Type 

Price 

Type 

Price 

Type 

Price 

Type 

Price 

1297GT 

$1.80 

14R7 

$3.35 

31 

$2.65 

50C5 

$2.00 

99V 

$3.55 

1N94 

$8.80 

12S8GT 

2.65 

1457 

3.25 

32 

3.70 

50C6G 

3.00 

99X 

3.55 

G6 

3.75 

*12SA7 

1.80 

14W7 

3.35 

32L7GT 

3.20 

50L6GT 

1.75 

100-70 

2.00 

G7A 

2.00 

12SA7GT 

1.85 

14X7 

2.65 

33 

3.35 

50X6 

2.20 

100-77 

2.00 

G7B 

2.00 

*12SC7 

2.30 

14Y4 

2.40 

34 

3.55 

50Y6G 

1.80 

100-79 

2.00 

G7C 

2.00 

*72SF5 

1.90 

15 

3.20 

35/51 

2.35 

50Y6GT 

1.90 

117L7/M7GT 3.90 



12SF5GT 

2.00 

18 

2.90 

35A5 

2.05 

50Y7GT 

2.10 

117N7GT 

4.05 

G7D 

4.00 

*12SF7 

2.90 

19 

3.20 

35B5 

1.95 

50Z7G 

2.00 

117P7GT 

4.05 

G7E 

4.00 

*12SG7 

2.10 

19BG6G 

6.00 

35C5 

2.00 

52 

4.80 

117Z3 

1.60 

G7F 

2.00 

*12SH7 

2.90 

19J6 

3.20 

35L6G 

2.00 

53 

2.65 

117Z4GT 

2.90 

G7G 

2.00 

12SH7GT 

2.00 

19T8 

2.90 

35L6GT 

1.75 

55 

2.20 

117Z6GT 

2.65 



*12SJ7 

1.75 

20 

4.80 

355/515 

3.55 

55S 

3.55 

FM-1000 

3.20 

G10A 

3J25 

12SJ7GT 

1.65 

22 

3.55 

35W4 

1.30 

56 

1.90 



GlOB 

4.85 

*12SK7 

1.75 

24A 

2.35 

35Y4 

1.80 

56AS 

3.55 



G10C 

6*50 

12SK7GT 

1.85 

245 

3.55 

35Z3 

1.80 

56S 

3.55 



G11 

29.00 

12SL7GT 

2.50 

*25A6 

3.20 

35Z4GT 

1.50 

57 

2.10 

GERMANIUM 

G11A 

29.00 

12SN7GT 

2.25 

25A6G 

2.65 

35Z5G 

2.00 

57AS 

3.55 

PRODUCTS 



*12507 

1.60 

25A6GT 

2.90 

35Z5GT 

1.30 

57S 

3.55 





12SQ7GT 

1.60 

25AC5G 

4.80 

35Z6G 

2.65 

58 

2.10 

11)148 

$1.40 

SELENIUM 

*12SR7 

2.10 

25AC5GT 

2.90 

36 

2.65 

58AS 

3.55 

fiN48 

4.45 

RECTIFIERS 

12SR7GT 

2.20 

25AV5GT 

2.90 

37 

1.85 

58S 

3.55 

1N51 

.85 



12V6GT 

2.00 

25B8GT 

4.95 

38 

2.30 

59 

3.55 

1N52 

2.85 

6RS5GH1A 

$1.60 

12Z3 

2.60 

25B96GT 

3.40 

39/44 

2.75 

70A7GT 

3.55 

tlN52 

7.35 

6RS5GH2 

1.60 

14 

2.90 

25C6G 

3.20 

40 

2.40 

70L7GT 

3.90 





14A4 

2.65 

25D8GT 

4.80 

40Z5 

1.65 

71A 

2.40 

1N63 

6.35 



14A5 

3.90 

*25L6 

3.20 

41 

2.00 

75 

2.00 

t1N63 

14.35 



14A7/12B7 

2.20 

25L6G 

2.00 

42 

2.00 

75S 

3.55 

1N64 

.95 


14AF7/XXD 

2.40 

25L6GT 

1.75 

43 

2.05 

76 

1.70 

1N65 

1.40 

TYPES 


14B6 

2.20 

25N6G 

4.80 

45 

2.20 

77 

2.20 

1N69 

2.05 



14B8 

2.20 

25W4GT 

1.95 

45Z3 

1.80 

78 

2.20 



With 


14C5 

2.65 

25W6GT 

2.25 

45Z5GT 

1.80 

79 

2.65 

1N70 

1N72 

5725 

2 00 

Industrial 

Sugg. 

14C7 

2.40 

25Y5 

2.90 

46 

3.00 

80 

1.45 

1N73 

47I55 

Applications 

User 

14E6 

2.90 

25Z5 

1.65 

46A1 

2.00 

81 

4.80 

1N74 

36.50 

6AS7G 

$6.75 

14E7 

3.20 

*25Z6 

2.20 

46B1 

2.00 

82 

2.75 

1N75 

5.55 

6X4 

2.85 

14F7 

2.45 

25Z6G 

1.50 

47 

3.00 

83 

2.75 



7F8/TV 

4.00 

14F8 

3.00 

25Z6GT 

1.65 

48 

4.80 

83V 

3.20 

tlN75 

12.65 

12AY7 

3.00 

14H7 

2.40 

26 

2.10 

49 

2.75 

84/6Z4 

1.80 

1N81 

4.35 

25A7GT 

5.50 

14J7 

3.25 

27 

1.80 

50 

6.00 

85 

2.20 

1N91 

3.20 



14N7 

2.65 

275 

3.55 

50A5 

2.20 

85AS 

3.55 

1N92 

6.40 

25B8GT 

4.95 

1497 

2.40 

30 

2.25 

50B5 

1.95 

89 

2.20 

1N93 

8.00 

28D7 

2.75 


*Metal types tMatched pair 


TELEVISION PICTURE TUBES 


TYPE 

LIST PRICE 

ENVELOPE 

FACEPLATE 

*5TP4 

$60.00 

Round, Glass 

Clear 

J7JP4 

26.00 

Round, Glass 

Clear 

8AP4-A 

24.20 

Round, Metal 

Filter 

10BP4-A 

27.50 

Round, Glass 

Filter 

10FP4 

34.85 

Round, Glass 

Clear, Aluminized 

10FP4-A 

34.85 

Round, Glass 

Filter, Aluminized 

12KP4-A 

39.40 

Round, Glass 

Filter, Aluminized 

12LP4-A 

32.40 

Round, Glass 

Filter 

12UP4-B 

40.35 

Round, Metal 

Filter, Etched 

14CP4 

34.85 

Rectangular, Glass 

Filter 

16AP4-A 

45.75 

Round, Metal 

Filter 

16GP4 

45.75 

Round, Metal 

Filter 

16GP4-B 

45.75 

Round, Metal 

Filter, Etched 

16KP4/16RP4 

37.60 

Rectangular, Glass 

Filter 

16KP4-A 

43.00 

Rectangular, Glass 

Filter, Aluminized 

16LP4-A 

40.00 

Round, Glass 

Filter 

16WP4-A 

40.00 

Round, Glass 

Filter 

17BP4-A 

36.25 

Rectangular, Glass 

Filter 

17BP4-B 

43.50 

Rectangular, Glass 

Filter, Aluminized 

17CP4 

34.85 

Rectangular, Metal 

Filter, Etched 

tl7FP4-A 

38.50 

Rectangular, Glass 

Filter 

tl7GP4 

46.00 

Rectangular, Metal 

Filter, Etched 

17pP4 

36.25 

Rectangular, Glass 

Filter, Cylindrical Face 

tl7RP4/17HP4 

37.50 

Rectangular, Glass 

Filter 

tl7VP4/17LP4 

37.50 

Rectangular, Glass 

Filter, Cylindrical Face 

19AP4-A 

58.75 

Round, Metal 

Filter 

19AP4-B 

58.75 

Round, Metal 

Filter, Etched 

20CP4 

50.40 

Rectangular, Glass 

Filter 

20CP4-A 

51.25 

Rectangular, Glass 

Filter 

20DP4-A 

51.50 

Rectangular, Glass 

Filter 

t20HP4-A/20LP4 

53.00 

Rectangular, Glass 

Filter 

21AP4 

55.00 

Rectangular, Metal 

Filter, Etched 

21EP4-A 

55.00 

Rectangular, Glass 

Filter, Cylindrical Face 

21EP4-B 

64.25 

Rectangular, Glass 

Filter, Aluminized 

Cylindrical Face 

t21FP4-A 

57.25 

Rectangular, Glass 

Filter, Cylindrical Face 

t21MP4 

57.00 

Rectangular, Metal 

Filter, Etched 

t21YP4 

56.25 

Rectangular, Glass 

Filter 

21ZP4-A 

53.75 

Rectangular, Glass 

Filter 

21ZP4-B 

62.25 

Rectangular, Glass 

Filter, Aluminized 

24AP4 

110.00 

Round, Metal 

Filter 

24TP4 

105.00 

Rectangular, Glass 

Filter, Aluminized 

27EP4 

146.75 

Rectangular, Glass 

Filter, Aluminized 


^Projection Type tElectrostatic Focus t Electrostatic Focus and Deflection 

All unmarked types Electromagnetic Focus 


LIST PRICES INCLUDE FEDERAL EXCISE TAX 
Prices and other data subject to change without notice. 
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TUBES 


INDUSTRIAL AND 

TRANSMITTING TYPES 


BALLAST TUBES 

Type No. Sugg. User Price 

GL-5620/FB-50 . $14.50 

GL-5621/B.6. 13.50 

GL-5622/B-25 . 12.50 

GL-5623/B47 . 13.50 

GL-5624/B46 . 13.50 

GLOW TUBES 

Type No. Sugg. User Price 

GL-OA2 ... I 2.90 

GL-OA3 . 2.65 

GL-OB2 . 3.20 

GL-OB3 . 1.20 

GL-OC3 .:. 2.65 

GL.OD3 . 2.65 

GL-874 . 3.10 

GL-5651 . 2.30 

THYRATRONS 

Type No. Sugg. User Price 

GL-CIJ . I 8.69 

GL-2D21 . 2.00 

GL-3C23. 12.50 

FG-27-A . 26.00 

FG-81.A . 16.00 

FG-97 . 25.00 

FG-98-A . 27.00 

FG-105 . 48.00 

FG-154 . 47.50 

FG-172 . 65.00 

GL-393-A . 13.25 

GL-414 .120.00 

GL-502-A . 1.85 

GL-627 . 22.00 

GL-672-A . 35.00 

GL.678 . 47.00 

GL.884 . 1.85 

GL-885 . 2.00 

GL.2050 . 1.85 

GL-5544 . 27.00 

GL-5545 . 35.00 

GL-5557/FGa7 . 8.50 

GL-5559/FG-57 . 19.50 

GL-5560/FG-95 . 28.00 

GL-5632 . 12.15 

GL.5662 . 3.20 

GL.5663 . 1.90 

GL-5720/FG-33 . 23.00 

GL.5727 . 3.00 

GL-5728/FG-67 . 26.00 

GL-5830/FG-41 .200.00 

GL-5855 . 77.00 

GL.6011 . 13.00 

GL-6044 . 56.00 

GL-6130 . 18.00 

* These prices include tube and radiator. 


IGNITRONS 

Type No. Sugg. User Price 

GL-5550/GL415 .-...$50.00 

GL-5551/FG-271 . 80.50 

GL.5552/FG-235-A .121.00 

GL.5553/FG-258-A .265.00 

GL.5554/FG-259-B .190.00 

GL-5555/FG-238-B .370.00 

GL-5564/GL-507 .870.00 

GL-5630 .1,000.00 

GL-5779 . 80.00 

GL-5822 . 143.00 

GL-6228/GL.506 .3300.00 

CATHODE-RAY TUBES 

Type No. Sugg. User Price 

GL-2AP1-A . $10.55 

GL.2BP1 . 9.60 

GL-3AP1-A _ 14.25 

GL-3BP1-A . 16.50 

GL.3KP1 . 14.50 

GL-3MP1 . 14.75 

GL-3UP1 . 27.00 

GL-5BP1-A . 22.50 

GL-5CP1-A .-. 23.25 

GL-5CP7-A . 27.25 

GL-5FP7-A . 30.00 

GL-5FP14 .-. 30.25 

GL-5QP4 . 49.50 

GL.5UP1 . 17.75 

GL-7BP7-A . 48.50 

GL-7UP7 .. 49.50 

GL-IOKP? . 50.00 

GL.12DP7A . 72.50 

GL.12SP7..-. 47.40 

GL-12SP7B . 68.00 

GL-17ADP7..160.00 

GL-914-A .. 93.50 


PLIOTRONS 

Type No. Sugg. User Price 

GL-2C39.A.$34.00 

GL-2C40 . 24.00 

GL-2C42. 21.50 

GL.2C43. 21.50 

GL-2C46 . 22.00 

GL-2E24. 4.65 

GL-2E26. 3.85 

GL-2E30...-. 2.45 

3X2500A3 .198.00 

GL-4C21. 15.75 

GL4D21/4-125A. 30.25 

GL4X150A . 48.00 

GL4-250A/5D22. 41.25 

4-lOOOA .132.00 

GL-5C24 . 45.00 

GL-7C29 . 130.00 

GL-7D21 . 320.00 


PLIOTRONS (Cont'd) 

Type No. Sugg. User Price 

GL-8D21 . $1,300.00 

GL.9C24 . 570.00 

12AY7 . 3.00 

GL-35T . 10.50 

GL-IOOTH .. 18.25 

GL-146 . 27.00 

GL-152 .. 30.00 

GL.159 . 160.00 

GL-169 . 135.00 

GL.203-A . 13.75 

GL-207 . 240.00 

GL-211 . 13.75 

GL.242-C . 15.50 

FP-265 . 40.00 

FP.285 . 22.00 

GL-473 .165.00 

GL-592 . 30.25 

GL-800 .-. 11.50 

GL-801-A . 4.85 

GL.802 . 4.75 

GL-803 . 24.25 

GL.805 . 13.50 

GL.806 . 34.25 

GL.807 . 2.50 

GL-809 . 4.00 

GL.810 .. 16.25 

GL.811.A . 5.00 

GL.812-A . 5.00 

GL.813 . 18.00 

GL.814 . 14.25 

GL-815 . 8.20 

GL.826 . 12.50 

GL.828 . 13.75 

GL.829-B . 16.25 

GL.830-B . 11.50 

GL.832-A . 12.90 

GL.833.A .49.50 

GL-835 . 19.50 

GL-837 . 5.80 

GL.838 . 13.75 

GL.842 ..‘.. 4.05 

GL-843 . 2.60 

GL.845 . 13.75 

GL.849 ....138.00 

GL.851 .340.00 

GL-862.A .1,322.00 

GL-880 . 510.00 

GL.889-A .210.00 

*GL-889R-A .295.00 

GL-891 .237.00 

*GL-891-R . 385.00 

GL.892 .237.00 

*GL.892-R . 385,00 

GL-893-A .664.00 


Prices and other data subject to change without notice. 
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There’s a G-E Electronic Tube for Every Purpose: 

• Pliotrons • Ballast Tubes 

• Ignitrons • High Altitude 

• Phasitron Devices 

•Glow Tubes •Phanotrons 

•Thyratrons •Lighthouse Tubes 

• Phototubes •Cathode-Ray Tubes 

Ask for—ETX-10 

For complete Prices, Descriptions and Ratings. 


•Microwave Radar 
Devices 

• Kenotrons 

• TV Camera Tubes 

• Kon-Nec-fTor 
Mercury Switches 
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TUBES 


INDUSTRIAL AND 

TRANSMITTING TYPES 


PLIOTRONS (Cont'd) 

Type No. Sugg. User Price 


*GL-893A-R 

GL-895 . 

*GL-895-R ... 

GL-898-A. 

GL-954 . 

GL-955 . 

GL-956 . 

GL-957 . 

GL-IOOO-T . 

GL.1612 . 

GL-1613 . 

GL-1614 . 

GL.1619 . 

GL-1620 . 

GL-1621 . 

GL-1622 . 

GL.1623 . 

GL-1624 . 


..$1,212.00 

950.00 

1,300.00 

1,322.00 

5.65 

3.60 

. 7.00 

. 3.75 

.137.50 

. 2.70 

. 2.45 

. 2.00 

. 2.50 

. 6.25 

. 1.95 

. 2.50 

. 4.05 

. 4.00 


GL-1625 . 2.65 

GL-1629 . 1.40 

GL-1633 . 1.95 

GL-5513 .275.00 

GL-5516 . 7.95 

GL.5518 .525.00 


GL-5549 .370.00 

GL-5556/PJ-8 . 13.50 

GL-5588 ....;. 120.00 

GL-5610 . 2.25 

GL-5654 . 4.25 

GL.5670 . 5.25 

GL-5674 .100.00 

GL-5680 .214.00 

GL-5681 .1780.00 

GL-5686 . 3.75 

GL-5687 . 6.00 

GL-5691 . 8.55 

GL-5692 . 8.55 

GL.5693 . 6.95 

GL-5718 . 8.50 

GL-5719 . 8.50 

GL-5725 . 4.25 

GL.5739/FP-62 . 49.50 

GL-5740/FP.54 . 88.00 

GL.5742/PJ-7 . 14.50 

GL.5743/PJ.21 . 14.00 

GL-5749 .. 2.00 


GL-5750 . 2.50 

GL-5751 . 3.50 

GL-5763 . 1.75 

GL-5797 .. 13.50 

GL-5798 . 17.45 

GL-5814 . 3.50 

GL-5824 . 3.35 

GL-5840 . 10.75 

GL-5844 ..,. 2.25 


GL-5879 . 1.75 

GL-5894A. 19.00 

GL-5899 . 10.75 

GL-5902 . 11.00 

GL-5963 . 1.40 

GL.6005 .. 3.75 

GL-6017 .340.00 

GL-6019 . 620.00 

GL-6039 .620.00 

GL-6072 . 5.50 

GL-6111 . 11.50 

GL-6112 . 11.50 

GL.6134 . 6.00 

GL-6135 . 2.75 


PLIOTRONS (Cont'd) 

Type No. Sugg. User Price 

GL-6136 .-. I 3.25 

GL-6137 . 2.50 

GL.6146 . 4.90 

GL.6159 . 4.90 

GL.6166 .780.00 

GL-6183 .680.00 

GL-6201 . 5.50 

GL.8000 . 14.50 

GL.8002 .160.00 

GL-8002-R .190.00 

GL-8005 . 8.40 

GL.8025-A . 11.30 

GL.9001 . 3.40 

GL-9002 . 2.50 

GL.9003 . 3.40 

KENOTRONS 

KC-l.$350.00 

GL.2B22. 21.00 

GL.2B23 . 23.50 

2X2-A. .. 4.35 

KC-3 . 350.00 

GL.3B24-W . 11.75 

5R4-GY . 2.20 

GL-217-C . 21.17 

GL.218 .225.00 

FP400 . 27.00 

GL.411 .250.00 

GL-836 . 9.00 

GL.1616 . 8.65 

GL.5625/KC4 .225.00 

GL.5726 . 1.75 

GL.5741/FP-85-A . 85.00 

GL-5896 . 7.25 

GL.5973 .310.00 

GL.6087 . 5.25 

GL-6202 . 3.17 

GL.6203 . 3.97 

GL-6215 . 3.00 

GL-8013-A . 10.30 

GL.8020 .-. 24.00 

TELEVISION CAMERA TUBES 

GL.1850-A..$ 540.00 

GL.5820 . 1,200.00 

GL-5826 . 1,300.00 

PHANOTRONS 

GL4B32 . 12.00 

FG.166...-. 160.00 

GL-266-B . 218.50 

FG-280 . 62.00 

GL-575-A . 21.00 

GL-673 . 21.00 

GL.816 . 1.65 

GL.857-B. 218.50 

GL.866-A. 2.10 

GL.869-B.-. 138.00 

GL.870-A . 1,475.00 

GL.872-A/872 . 8.20 

GL-5558/FG-32 . 14.00 

GL.5561/FG-104_ 38.00 

GL-8008 . 8.20 

MICROWAVE RADAR DEVICES 

GL-1B24-A .$43.00 

GL-1B35-A .11.10 

GL-1B37 .15.00 

GL.1B37A . 15.00 


MICROWAVE (Cont'd) 


Type No. 

Sugg. 

User Price 

GL-1B38 . 


....$50.00 

GL-1B44. 


. 38.00 

GL-1B56 . . 


38.00 

GL-1B63-A 


56.00 

GL-1Q26 ... 


85.00 

GL.1Q26-A 


93.00 

GL-5921 ... 


40.00 

GL.5922 .. 


40.00 

PHOTOTUBES 


GL-1P21. 


.$50.00 

GL-1P29/FJ401 . 


.... 2.95 

GL-1P37. 


. 2.85 

GL-1P39 


1.75 

GL.1P40 


1.95 

PJ-22 


2.50 

GL.441 


4.50 

GL-868/PJ-23 . 


2.50 

GL-917 . 


3.50 

GL.918 . 


. 3.10 

GL.919 . 


. 3.50 

GL-920 . 


. 4.15 

GL.921 . 


. 2.05 

GL-922 . 


. 1.95 

GL-923 . 


. 2.05 

GL.927 . 


. 2.50 

GL.929 . 


. 1.50 

GL.930 . 


. 1.65 

GL-931-A . 


. 8.60 

GL.935 . 


. 7.80 

GL-5581 . 


. 2.25 

PHASITRONS 


GL-2H21 . 


..$ 100.00 

GL .5593 . 


., 87.50 


HIGH-ALTITUDE DEVICES 

GL.1L21. $14.00 

GL-1L22 . 29.00 

GL-1L23 . 29.00 

GL-1L24 . 49.50 

GL.1L25. 15.75 

GL-1L31. 15.75 

GL-1L32. 14.00 

GL.1L33 . 34.00 

GL-1L36. 14.00 

GL-1L38 . 25.00 

GL-5626/FA-15 . 22.50 

GL.5627/FA-6 . 27.00 

VACUUM GAGES 

GL-5628/FA.13 .$26.00 

GL-5629/FA-14 . 21.00 

KON-NEC-TOR 
MERCURY SWITCHES 

l-lKRl..$ 3.05 

1-2KR1. 2.85 

1- 15KR1 . 1.70 

2- 25KR1. 2.00 

2-33KH1 . 1.50 

2-36KR1 . 2.50 

2-52KR1.35 

4-19KR1. 3.25 

4-21KR1. 2.40 

4-24KR1 . 4.50 

440KR1 . 2.75 

7-19KR1 . 3.75 

7-21KR1 . 2.90 

7-24KR1. 5.00 
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n r* A ELECTRON TUBES 

lxVi«M REPLACEMENT DIRECTORY 

for INDUSTRY and COMMUNICATIONS 




Direct Replacement Types 


RCA types shown below are direct replacements under 
all circumstances for corresponding types to be re¬ 
placed. Tube types covered include: Vacuum Power 


Type to be 
Replaced 


OA3/VR7S 

OC3/VR'10S 

OD3/VR150 

CE-l(A-D) 

1P32 


Tubes, Rectifier Tubes, Thyratrons, Ignitrons, Voltage 
Regulators, Phototubes, Cathode-Ray Tubes, and 
Special Types. 


Replace by 

Type to be 

Replace by 

Type to be 

Replace by 

Type to be 

Replace by 

RCA Type 

Replaced 

RCA Type 

Replaced 

RCA Type 

Replaced 

RCA Type 


5D22 

5FP7 

5HP1-A 

7BP7 

PJ-8 

G9 . 

BW-11 

CE-llV(A-D) 

RK-11 

12DP7 

FG.17 

CE-20 

RK.20A 

CE-21(A-D) 

CE-23(A-D) 

PJ-23 

CE-25(A-D) 

RK-2S 

RK-25B 

CE.28(A-D) 

RK-28 

RK-28A 

CE-29(A-D) 

CE-30(A-D) 

CE-30V 


CE-S9 

R59A 

R60A 

HY-61/807 

R61A 

CE-64 

FG-67/5728 

VR75-30 

FG-95 

CE-98 


2AP1-A 

885 

2X2-A 

3AP1-A 

3BP1-A 

4-125A/4D21 

4-250A/SD22 

5BP1-A 

5CP1-A 

5CP7-A 

4-250A/5D22 

SFP7-A 

5BP1-A$ 

7BP7-A 

5556 


834 

917 

1623 

12DP7-A 


803 

803 

929, 1P39 
930,1P40 
925 

800 

5558 

2C21/1642 

934 

807 


FG-104 

VR105-30 

HF120 

VR150-30 

WT-210-0001 

WT-210-0003 
WT-210-0004 
WT-210-0006 
WT-210-(X)08 
WT-210-0009 

WT- 210 - 00 n 

WT-210-0012 

WT-210-0013 

WT-210-0015 

WT-210-0018 

WT-210-0019 
WT-210-0021 
WT-210-0025 
WT-210-0027 
WT-210-0028 

WT-210-0029 
WT-210-0031 
WT-210-0037 
WT-210-0038 
WT-210-0040 

WT-210-0042 
WT-210-0044 
WT-210-0045 
WT-210-0048 
WT-210-0052 

WT-210-0053 

WT-210-0056 

WT-210-0057 

WT-210-0058 

WT-210-0060 

WT-210-0061 
WT-210-0062 
WT-210-0069 
WT-210-0070 
WT-210-0071 

WT-210-0072 
WT-210-0073 
WT-210-0074 
WT-210-0078 
WT-210-0079 

WT-210-0081 
WT-210-0082 
WT-210-0083 
WT-210-0084 
WT-210-008S 

WT-210-0086 

WT-210-0087 

WT-210-0088 

WT-210-0089 

WT-210-0090 

WT-210-0091 

211-D 

FG-235A 

FG-238B 

242A 

242B 

WT-245 

WT-246 

FG-258A 

FG-259B 


83 

6X5 

117Z6-GT 

872-A 

3Q5-GT 

6C5 

902-A 

117L7/M7-GT 

172 

6X4 

5Y3-GT 

575-A 

892 

5U4-G 

2AP1-A 

3AP1-A 

5559 

5560 
676 
OZ4 

117N7-GT 

5557 

5557 

5550 

5551 


6SJ7 

6V6 

7K7 

6N7-GT 

50B5 

833-A 

6K8-GT 

6J5-GT 

6G6-G 

6C6 


WT-261 

WE-261A 

WT-262 

WT-263 

WT-269 

WT-270 

WT-270X 

FG-271 

WT-272 

WE-274B 

WT-294 

WE-295A 

WT-301 

UE-303A 

WE-304B 

F-307A 

WT-308 

CE-309 

CE-311 

UE-311 

UE-311C 

UE-317C 

WE-322A 

WE-350A 

375-A 

WT-377 

WT-389 

WT-390 

FJ-401 

WE-403A 

GL-41S 

GL-451 

WT-606 

WL-630 

WL-631 

KU-634 

WL-651/656 

WL-652/657 

WL-653B 

WL-655/658 

672 

WL-679 

WL-681/686 

NL-715 

WL-735 


866 

866-A/866 

869-A 

872 

872-A/872 


80 

5Z3 

5551 

5557 

5R4-GY 


207 

6X5-GT 

5557 

3C23 

211 


117Z6-GT 

3Q5.GT 

6C5 

1P29 

6AK5 


UE-905 

805 

905 

905-A 

906-PI 

3AP1-A 

908 

908-A 

914 

914-A 

931 

931-A 

UE-938 

838 

UE-949 

849 

UE-966A 

866-A 

UE-967 

5557 

UE-972A 

872-A 

UE-975A 

575-A 

1642 

2C21/1642 

1802-PI 

5BP1-A 

1803-P4 

12AP4 

1804-P4 

9AP4 

1811-Pl 

7CP1 

1849 

1850-A 

1850 

1850-A 

2051 

2050 

2525A5 

5BP1.A 

5728/FG-67 

1904 

8001 

4E27/8001 

8016 

1B3-GT 

WTT-100 

6X4 

WTT-102 

5Y3-GT 

WTT-103 

6H6 

WTT-104 

575-A 

WTT-IOS 

892 

WTT-111 

5559 

WTT-112 

5560 

WTT-113 

676 

WTT-114 

0Z4 

WTT-llS 

117N7-GT 

WTT-117 

5557 

WTT-llS 

105 

WTT-119 

172 

WTT-122 

6SJ7 

WTT-123 

6V6 

WTT-124 

7K7 

WTT-125 

6N7-GT 

WTT-126 

50B5 

WTT-127 

833-A 

WTT-128 

6K8-GT 

WTT-129 

6J5-GT 

WTT-130 

6G6-G 

WTT-131 

6C6 

WTT-132 

OA4-G 

WTT-135 

5U4-G 

WTT-136 

2AP1-A 

WTT-137 

3AP1-A 

WTT-149 

172 


X Except in high-altitude service. 

NOTE: For additional replacement data on RCA Tubes for Industry and Com¬ 
munications, refer to the 20-page RCA Interchangeability Directory (Form 
ID-1020) which lists 1600 tube type numbers used by 24 manufacturers. 


See next page for a complete 
listing and suggested user’s 
prices of more than 340 RCA 
Non-Receiving Tube Types. 


For complete technical Information on RCA 
Tubes, see your RCA Distributor or write: 
Commercial Engineering, RCA Tube Depart¬ 
ment, Harrison, New Jersey. 
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RCA ELECTRON TUBES 

for INDUSTRY and COMMUNICATIONS 



Sugg’d 

User 

Type Price 

Sugg’d 

User 

Type Price 

Sugg’d 

User 

Type Price 

Sugg’d 

User 

Type Price 

Sugg’d 

User 

Type Price 

OA2 .- $2.90 

5FP14 .'jLTO 25 

575-A _$21.00 

908. A $16..50 

5561 .$40.00 

OA.^ _ ... 2 fiS 

5P4.r:v* ■ 1 8.5 

579-B _ 15.00 

912 ... iSS.OO 

53r;3 47 on 

OA4-G _ 2.90 

.5TTP1 17.75 

627 .. 22.00 

91.3 15.50 

5581 . 2.2.5 

OB2 _ 3.20 

5TTP7 20 25 

629 _ 13.00 

914-A 9.3. 50 

5582. 2 65 

OUT ...... . 2.6.5 

5TTP11 22 00 

672. A .3.5.00 

917 .3..50 

5583 . 3.05 

5584 .. 3.95 

5588 . 120.00 

5592 .1229.00 

5618 _ 3.60 

5651 . 2.30 

OD3 _ 2.65 

5WP11 70.00 

673 _ 21.00 

918 ... 3.10 

1021 __ 2.85 

5WPT 5 70 00 

676 55 00 

919 3.50 

1P21 ... .50.no 

5ZP16 -. 71.25 

677 . 55 00 

920 4.15 

1P22 . 14.75 

6AB7-Yt . 1.85 

800 11 50 

921 _ 2,05 

1P2R 15 50 


801-A 4 85 

922 1 95 

1P20 2 95 

6Ar7-Vt# 1 40 

802 4 75 

923 2.05 

5652 . 6.55 

5653 . 2.40 

1P37 ... 2.85 

6 AU 7 .Y* 175 

803 24.25 

924 .. 3.30 

5654 . 4.90 

5671 .1250.00 

5675 15.20 

1P.59 . _ 1.75 

6AK5-WJ* 3.38 

804 17.50 

925 . ..... 2.40 

1P40 _ 1.95 

6AL5-W:* . 2.80 

805 __ 13.50 

926 __ 2.90 

1P41 . 2.80 

6AS6* . 3.65 

806 ...... 34.25 

927 . 2.50 

5690 11.25 

1P42 .. 5.70 

6F4* . 6.40 

807 ... 2.50 

928 . 2.85 

5691 . 9.50 

5692 9.75 

2A4-G . 3.20 

6J4*__ 8.05 

808 _ 10.75 

929 .. 1.50 

569.3 7.75 

2AP1.A . __ 10.55 

fiT.4* 6 60 

809 _ 4.00 

930 . 1.65 

5696 . 1.90 

5713 . 176.00 

5718 . 9.35 

5719 . 9.35 

5726 . 2.00 

5728/FG-67 . 23.00 

2BP1 _ 9.60 

6T.6.VI 290 

810 16.25 

9.31-A . 8.60 

2BP11 „. .. 11.00 

6S A7-Yt* 1 1fl 

811. A .5.00 

9.34 .3.40 

2C21/1642* _ 1.90 

6SJ7-Y* 1 00 

812-A _ 5.00 

9.35 .. 7.80 

2C22* .. 1.60 

^SF7.Wi* 5 44 

813 . 18.00 

9.54* 5 65 

2C40*_ 24.00 

6SF7-YI* 106 

814 14.25 

955* .3 60 

2012 .. . _. ... 21.50 

6SN7-GTY* 1.40 

815 8 20 

956* 7 00 

5734 . 18.00 

2D21 ...... .... 2.00 

6V6.r;:TV|* 1.08 

816 1.65 

957* .375 

5751 . 3.80 

2D21WJ _ .T.IS 

6V6-Yf* 4.25 

826 . 12.50 

958-A* 6.50 

5762/7C24 . 169.00 

5763 _ 1.75 

2E24 _ 4.65 

7BP7. A -. 48. .50 

827. R .... 172.50 

959* . 6.25 

5770 99.5.00 

2E26 _ 3.85 

7r24 ... 169.00 

828 _ 13.75 

991 .75 

5771 .54.3 00 

2F21 _105.00 

7rPl .30.75 

829-P 16.25 

1608 _ 7.90 

5786 78 on 

2J50 _ 192.00 

7rP4 .33 00 

830-P 11.50 

1609 ... 10.25 

i;7Q4 16 75 

2K26 . 78.50 

7JP1 2.3.50 

8.32-A . 12.90 

1610 . 2..50 

5814. 3,80 

5819 . 55.00 

5820 .1200.00 

5822 . 143.00 

5823 . 1.32 

5825 . 13.00 

5826 .1300.00 

2VT.G* ..... 5.25 

7MP7 .. 39.50 

833-A _ 49.50 

1612 2.70 

2X2-A _ 4.35 

.TA4 .. ... .. 1.20 

7MP14 .39.50 

834 ___ 14.50 

1613 . 2.45 

7NP4 600.00 

835 _ 19.50 

1614 . 2.00 

TA.5 . 1.95 

7nP4 39 50 

836 _ 9.00 

1616 . 8.65 

3AP1-A . 15.75 

7TP4__ 52.00 

837 5.80 

1619 . . 2 .50 

.T-R25 6 00 

7VP1 _ 25.00 

838 _ 13.75 

1620 6.25 

5840 . 12.40 

3B28 . 8.55 

7WP4 .. 630.00 

841* . 4.35 

1621 1.95 

5876 . 15.20 

.TTTPl-A .. 16.50 

smi 1.300.00 

842 . 4.05 

1622 . 2.50 

5879 . 1.75 

.Tr2.T 12.50 

9r21 922 00 

843 2.60 

162.3 .... 4.0.5 

5890 _ 26.00 

.TUT.T 2125 

0r22 1.300 00 

845 1.3.75 

1624 ..-. 4.00 

1625 . 2.65 

1626 . 1.85 

1629 _ 1.40 

1631* . 3.10 

1632* __ 3.25 

1633* . 1.95 

1634* .... 1.40 

1635 . 2.00 

1644* _ 3.10 

1654 4 55 

5893 . 19.40 

5915 .. 1.20 

^04^ 11 no 

3C45 .. 17.80 

9r2.5 .. 1080.00 

846 _ 250.00 

.TD22 _ 15 00 

10KP7 _ 50.00 

849 .... 1.38.00 

5063 1 40 

.5F22 ..... 8 .TO 

10.<;P4 54 00 

851 .340 00 

5964 _ 1.50 

6012 _ 4.50 

6026 _ 2.95 

6073 . 8.00 

6074 _ 8.90 

.TF20 20 25 

in.v .3 90 

857-P . 218.50 

3FP7-A _ 23.00 

12A6* .. 2.90 

860 _ 34.50 

.TJPI 19 00 

12AY7* 3 00 

861 178.25 

.TTP7 2T on 

12nP7-A 72 50 

862-A _1322.00 

3KP1 . 14.50 

12nP7T3 72 50 

864 5.00 

6080* _ 6.00 

6082 _ 5.30 

3KP11 .. 16.50 

12KS.V|* 175 

865 11..50 

TMPI 14 75 

12L8-GT _ 2.35 

866-A 2 10 

6146 ___ 4.90 

1699 11 

61.59 . 4.90 

.TRPl . 14 50 

12.SA7.Vt* 1.25 

868 _ 2.50 

1816P4.A 47 00 

6161 _ 115.00 

4-65 A 20 00 

12.SU7.V|* .3 40 

869-B .138.00 

1850-A . 540.00 

6166 .. 780.00 

4-125A/4D21 30.25 

12SP7 ... 47.40 

872- A 8.20 

1945 .. 1.35.00 

6173 ... 15.80 

6181 750 00 

4-250A/5D22 _ 41.25 

12SW7* ... 1.20 

874 _ 3.10 

1946 . 10.90 

1947 9 80 

4-1000A l.T 2 on 

12.c;X7.nT* 1 55 

878 _ 12.75 

6198 . 360.00 

6199 _ 55.00 

6211 . 2.95 

6217 ..... 70.00 

4r.T.T 182 75 

12.SY7* 145 

880 540.00 

1949 11.30 

4E27/8001 . 24.50 

16ADP7 . .5.5.00 

884 _ 1.85 

1950 7.80 

4E27A/5-125B _ 35.75 

4X1.50 A 48.00 

26A6* 3 10 

885 . 2.00 

2050 1 85 

26A7.rJT* 6 55 

886 4.60 

5527 . 49.90 

5550 .50 no 

8000 . 14.50 

4X.500A 121 00 

26r6* 210 

889-A 21000 

8003 . 14.00 

8005 . 8.40 

8008 _ 8.20 

8012- A . 15.50 

8013- A _ 10.30 

8020 24.00 

5ABP1 . 3100 

26D6* 2 85 

88QP-A 295.00 

5551 80.50 

5ABP7 35 no 

105 49 50 

891 _ 237.00 

5552 121 00 

5ATTP11 .35 25 

172 7400 

891-R .385.00 

5553 . 265.00 

5PP1.A 22 50 

20.3-A 1.3 75 

892 .. 237.00 

.5.554 190 00 

5rP1.A 2.3 25 

204- A 1 30 00 

892. R .385.00 

5555 .37000 

8025. A . 11-30 

.5rP7.A 27 25 

207 ..... 240 00 

893-A _ 664.00 

5.5.56 . f.3.50 

9001* ... .3.40 

5CP11-A . 27.50 

211 1.3 75 

89.3 A-R 1212 00 

.5557 8 50 

9002* 2.50 

9003* 3.40 

9004* 2.30 

9005* 3.45 

9006* 1.60 

5rP12 27 00 

217-C .. 21.17 

898-A 1.322.00 

5558 15 50 

.5FP4.A 4175 

502-A . 1.85 

902-A . 12.50 

5559 22 on 

.5FP7.A .30 25 

559 .. 5.35 

905-A 65.25 

5560 28 no 






*Subject to Federal Excise Tax. Suggested User prices listed in this schedule include Federal Excise Tax. 
JSupplied only against orders giving government contract number. $$Quotation on request. 

Prices in effect May 1, 1953. 
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Type 

Sug’d 

List 

Price 

Type 

Sug’d 

List 

Price 

Type 

Sug’d 

List 

Price 

Type 

Sug’d 

List 

Price 

Type 

Sug’d 

List 

Price 

Type 

Sug’d 

List 

Price 

OY4 

$4.80 

SY3G 

$1.35 

6 CF 6 

$2.50 

6 T 8 

2.90 

12BE6 

$1.90 

32 

$3.70 

OZ4 

1.65 

5Y3GT 

1.20 

6 CL 6 

3.15 

6U5 

2.00 

12BF6 

1.70 

32L7GT 

3.20 

OZ4G 

1.65 

5Y4G 

l.SS 

6 D 6 

2.20 

i 6U7G 

2.20 

12BH7 

2.60 


2 05 

1A3 

2.30 

5Z3 

1.75 

6E5 

2.25 

! 6 U 8 

a90 

12 C 8 

3.35 



1A5GT 

1.85 

SZ4 

2.80 

6 FS 

1.75 

6 V 6 

3.40 

12F5GT 

1.90 

35B5 

35C5 

2.00 

2,00 

1A7GT 

2.20 

6A3 

3.35 

6F5GT 

1.70 

6 V 6 GT 

2.00 

12H6 

1.80 



1AC5 

2.55 

6 A 6 

2.75 

6 F 6 

2.15 

6W4GT 

1.90 

12J5GT 

1.55 

35L6GT 

1.75 

1AD5 

2.55 

6A7 

2.30 

6 F 6 G 

1.80 

6 W 6 GT 

2.20 

12J7GT 

2.20 

35W4 

1.30 

1B3GT 

2.55 

6 A 8 

2.25 

6 F 6 GT 

1.65 

6X4 

1.55 

12K7GT 

2.10 

^'iY4 

1 80 

1C5GT 

2.30 

6 A 8 G 

2.35 

6F7 

3.35 

6X5 

2.75 

12K8 

2.70 

35Z3 

1.80 

1D5GP 

4.05 

6 A 8 GT 

2.30 

6 F 8 G 

3.35 

6X5GT 

1.55 

12Q7GT 

1.85 

35Z4GT 

1.45 

1D8GT 

4.05 

6AB4 

2.00 

6 G 6 G 

2.75 ■ 

6 X 8 

2.75 

12S8GT 

2.65 



1E7GT 

4.05 

6AB5/6N5 

2.75 

6 H 6 

1.75 

6 Y 6 G 

2.50 

12SA7 

1.80 

35Z5GT 

1.25 

1 E 8 

2,30 

6AB7 

3.25 

6 H 6 GT 

1.85 

1 6ZY5G 

2.30 

12SA7GT 

1.80 

36 

2,75 

1 F 6 

4.05 

6AC5GT 

3.00 

6J5 

1.55 

7A4 

2.00 

12SC7 

2.30 

37 

l.SS 

1F7G 

4.05 

6AC7 

3.05 

6J5GT 

1.65 

7A5 

2.35 

12SF5 

1.90 

41 


1G4GT 

2.55 

6AD7G 

3.35 

6 J 6 

2.50 

7A6 

2.10 

12SF7 

2.10 

42 

1.90 

IGSG 

3.15 

6AF4 

4.60 

6J7 

2.25 

7A7 

2.00 

12SG7 

2.15 



1 G 6 GT 

2.75 

6 AF 6 G 

2.75 

6J7G 

2.25 

7A8 

1.90 

12SH7 

2.35 

43 

2.05 

1H4G 

2.30 

6AG5 

2.20 

6J7GT 

2.20 

7AD7 

4.60 

12SJ7 

1.75 

45 

2.10 

1H5GT 

1.75 

6AG7 

3.40 

6 J 8 G 

3.20 

7AF7 

1.80 

12SJ7GT 

1.65 

45Z5GT 

1.80 

IH 6 G 

3.35 

6AH4GT 

2.35 

6K5GT 

2.40 

7AG7 

2.45 

12SK7 

1.75 

47 

2.90 

1J6GT 

3.35 

6 AH 6 

3.90 

6 K 6 GT 

1.70 

7AH7 

2.45 

12SK7GT 

1.80 

49 

2.75 

1L4 

2.10 

6AK5 

4.35 

6K7 

1.90 

7B4 

1.80 

12SL7GT 

2.50 



1L6 

2.75 

6 AK 6 

2.50 

6K7G 

2.15 

7B5 

1.85 

12SN7GT 

2.30 

50 

5.15 











50A5 

2.20 

1LA4 

2.65 

6AL5 

1.80 

6K7GT 

2.15 

7B6 

2.00 

12SQ7 

1.60 

50B5 

2.00 

1LA6 

2.65 

6AL7GT 

2.90 

6 K 8 

2.70 

7B7 

2.00 

12SQ7GT 

1.60 

50C5 

2.00 

JLB4 

2.65 

6AQ5 

2.00 

6 L 6 

3.95 

7B8 

2.05 

12SR7 

2.10 

50C6G 

2.90 

ILCS 

2.65 

6 AQ 6 

1.90 

6 L 6 G 

3.00 

7C5 

2.00 

12V6GT 

2.00 



1LG6 

2.65 

6AQ7GT 

2.65 

6L7 

2.55 

7C6 

1.85 

14A4 

2.65 

50L6GT 

1.7S 

ILDS 

2.65 

6AR5 

1,65 

6 N 6 G 

13.90 

7C7 

2.05 

14A5 

3.90 

50X6 

2.20 

1LE3 

2.65 

6AS5 

2.10 

6N7 

2.55 

7E6 

2.90 

14A7 

2.20 

50Y6GT 

1.85 

1LG5 

2.65 

6AS7G 

7.10 

6N7GT 

2.50 

7E7 

3.20 

14AF7 

2.40 

50Y7GT 

2.10 

1LH4 

2.65 

6 AT 6 

1.60 

6P5GT 

2.40 

7F7 

2.45 

14B6 

2.20 

53 

2.75 

1LN5 

2.65 

6AU5GT 

2.70 

6Q7 

2.10 

7F8 

2.90 

MBS 

2.20 



1N5GT 

2.10 

6 AU 6 

1.80 

6Q7G 

1.85 

7G7 

2.75 

14C5 

2.75 

55 

56 

2.30 

1.85 

IPSGT 

2.65 

6AV5GT 

2.65 

6Q7GT 

1.85 

7H7 

2.20 

14C7 

2.40 

57 

2.10 

1Q5GT 

2.65 

6 AV 6 

1.60 

6R7 

2.65 

7J7 

3.25 

14E6 

2.90 

58 

2.10 

1R5 

2.16 

6AX4GT 

2.40 

6R7GT 

2.65 

7K7 

2.75 

14E7 

3.20 

59 

3.70 

1S4 

2.45 

6AX5GT 

2.40 

6S4 

1.75 

7L7 

2.75 

14F7 

2.45 



ISS 

1 .^ 

6B4G 

3.20 

6S7 

2.80 

7N7 

2.20 

14F8 

3.20 

70L7GT 

3.90 

1T4 

2.10 

6B5 

3.35 

6S7G 

3.35 

7Q7 

2.40 

14H7 

2.40 

71A 

2.35 

1T5GT 

2.60 

6 B 6 G 

2.10 

6 S 8 GT 

2.65 

7R7 

3.35 

14J7 

3.25 

75 

1.75 

1T6 

2.55 

6B7 

3.35 

6SA7 

1.80 

7S7 

3.25 

14N7 

2.65 

76 

1.70 

1U4 

2.10 

6 B 8 

3.35 

6SA7GT 

1.80 

7V7 

3.35 

14Q7 

2.40 

77 

2.15 

lUS 

1.90 

6 BA 6 

1.90 

6SB7Y 

2.55 

7W7 

3.35. 

14R7 

3.35 

78 

2.15 

JV 

2.30 

6BA7 

2.50 

6SC7 

2.10 

7X7 

2.65 

19BG6G 

6.00 

79 

2.75 

1 V 2 

1.55 

6BC5 

2,00 

6SF5 

1.75 

7Y4 

1.80 

19J6 

2.65 

80 

1.30 

1X2A 

2.65 

6 BD 6 

2.00 

6SF5GT 

1.80 

7Z4 

1.80 

19T8 

2.90 

81 

4.65 

2A3 

3.35 

6 BE 6 

1.90 

6SF7 

2.00 

12A7 

3.35 

19X8 

3.10 

83 

2.75 

2AS 

2,30 

6BF5 

2.35 

6SG7 

2.05 

12A8GT 

2.15 

22 

3.20 



2A6 

2.65 

6 BF 6 

1.70 

6SH7 

2,30 

12AH7GT 

2.75 

24A 

2.35 

83V 

3.20 

2 ES 

2.75 

6 BG 6 G 

4.80 

6SJ7 

1.75 

12AL5 

1.80 

25A6 

3.40 

84/6Z4 

1.80 

3A8GT 

4.80 

6 BH 6 

2.10 

6SJ7GT 

1.65 

12AQ5 

1.95 

25ACSGT 

2.90 

85 

2.30 

3LF4 

2.80 

6 BJ 6 

2.10 

6SK7 

1.75 

12AT6 

1.60 

25BQ6GT 

3.50 

89 

2.30 











117L7/M7GT 

3.90 

3Q4 

2.25 

6BL7GT 

2.90 

6SK7GT 

1.80 

12AT7 

2.90 

25L6 

3.40 



3Q5GT 

2.50 

6 BQ 6 GT 

3.45 

6SL7GT 

2.45 

12AU6 

1.80 

25L6GT 

1.75 

ii7'Nr7nT 

4.05 

3S4 

2.05 

6BQ7-A 

3.20 

6SN7GT 

2.20 

12AU7 

2.40 

25W4GT 

2.00 

X X/ / VJI X 

117P7GT 

4.05 

3V4 

2.05 

6C4 

1.70 

6SQ7 

1.60 

12 AV 6 

1.60 

25Z5 

1.65 

1177'? 

1.60 

SAZ4 

1.55 

6C5 

1.75 

6SQ7GT 

1.60 

12AW6 

2.65 

25Z6 

2.30 

11/ 

117Z4GT 

2.90 

5T4 

4.40 

6C5GT 

1.65 

6SR7 

1.80 

12AX4GT 

2.50 

25Z6GT 

1.55 

117Z6GT 

2.65 

SU4G 

1.55 

6 C 6 

2,20 

6SS7 

2.15 

12AX7 

2.50 

26 

2.05 



5V4G 

2.45 

6 C 8 G 

3.35 

6ST7 

2.70 

12BA6 

1.90 

27 

1.75 

XXD use 14AF7 

5W4GT 

1.75 

6 CB 6 

2.10 

6SZ7 

2.20 

12BA7 

2.50 

30 

2.25 

XXFM use 7X7 

5X4G 

1.80 

6 CD 6 G 

6.60 

6T7G 

3.35 

12BD6 

2.00 

31 

2.75 

XXL use 7A4 
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Type 

Suggested 
List Price 

Suggested 
Dealer Price f 

DESCRIPTION 

Shape 

Material 

Face 

Focus 

Deflection 

3KP4 

$23.50 

$17.50 

Round 

Glass 

Clear 

Electrostatic 

Electrostatic 

5TP4 

60.00 

45.00 

Round 

Glass 

Clear 

Electrostatic 

Magnetic 

7DP4 

31,50 

26.20 

Round 

Glass 

Clear 

Electrostatic 

Magnetic 

7JP4 

26.00 

19.50 

Round 

Glass 

Clear 

Electrostatic 

Electrostatic 

10BP4-A 

28.00 

21.00 

Round 

Glass 

Filter 

Magnetic 

Magnetic 

10FP4-A 

35.00 

26.00 

Round 

Glass 

Filter 

Magnetic 

Magnetic 

12KP4-A 

39.50 

29.50 

Round 

Glass 

Filter 

Magnetic 

Magnetic 

12LP4-A 

32.00 

24.00 

Round 

Glass 

Filter 

Magnetic 

Magnetic 

14CP4 

35.00 

26.00 

Rectangular 

Glass 

Filter 

Magnetic 

Magnetic 

14EP4 

35.00 

26.00 

Rectangular 

Glass 

Filter 

Magnetic 

Magnetic 

16AP4-A 

46.00 

34.50 

Round 

Metal 

Filter 

Magnetic 

Magnetic 

16DP4-A 

39.00 

29.25 

Round 

Glass 

Filter 

Magnetic 

Magnetic 

16GP4 

46.00 

34.50 

Round 

Metal 

Filter 

Magnetic 

Magnetic 

16GP4-B 

46.00 

34.50 

Round 

Metal 

Fil.-Fr. 

Magnetic 

Magnetic 

16KP4 

37.00 

28.00 

Rectangular 

Glass 

Filter 

Magnetic 

Magnetic 

16LP4-A 

40.00 

30.00 

Round 

Glass 

Filter 

Magnetic 

Magnetic 

16RP4 

37.00 

28.00 

Rectangular 

Glass 

Filter 

Magnetic 

Magnetic 

16TP4 

37.00 

28.00 

Rectangular 

Glass 

Filter 

Magnetic 

Magnetic 

16WP4-A 

40.00 

30.00 

Round 

Glass 

Filter 

Magnetic 

Magnetic 

17BP4-A 

36.00 

27.00 

Rectangular 

Glass 

Filter 

Magnetic 

Magnetic 

17CP4 

35.00 

26.00 

Rectangular 

Metal 

Fil.-Fr. 

Magnetic 

Magnetic 

17GP4 

46.00 

34.50 

Rectangular 

Metal 

Fil.-Fr. 

Electrostatic 

Magnetic 

17HP4 

38.25 

28.75 

Rectangular 

Glass 

Filter 

Electrostatic* 

Magnetic 

17JP4 

36.00 

27.00 

Rectangular 

Glass 

Filter 

Magnetic 

Magnetic 

17LP4 

38.25 

28.75 

Rectangular 

Glass 

Filter 

Electrostatic* 

Magnetic 

17QP4 

36.00 

27.00 

Rectangular 

Glass 

Filter 

Magnetic 

Magnetic 

17TP4 

36.50 

27.50 

Rectangular 

Metal 

Fil.-Fr. 

Electrostatic* 

Magnetic 

19AP4^A 

59.00 

44.00 

Round 

Metal 

Filter 

Magnetic 

Magnetic 

19AP4^B 

59.00 

44.00 

Round 

Metal 

Fil.-Fr. 

Magnetic 

Magnetic 

20CP4 

51.50 

38.50 

Rectangular 

Glass 

Filter 

Magnetic 

Magnetic 

20MP4 

54.00 

40.50 

Rectangular 

Glass 

Filter 

Electrostatic* 

Magnetic 

21AP4 

55.00 

41.50 

Rectangular 

Metal 

Fil.-Fr. 

Magnetic 

Magnetic 

21EP4 

55.00 

41.50 

Rectangular 

Glass 

Filter 

Magnetic 

Magnetic 

21EP4A 

55.00 

41.50 

Rectangular 

Glass 

Filter 

Magnetic 

Magnetic 

21MP4 

57.00 

43.00 

Rectangular 

Metal 

Fil.-Fr. . 

Electrostatic* 

Magnetic 

27MP4 

143.00 

107.00 

Rectangular 

Metal 

Fil.-Fr. 

Magnetic 

Magnetic 


tSee your RCA distributor for kinescope return allowance information. 

Suggested List and Dealer Prices include Federal Excise Tax. Prices shown do not exceed ceilings calculated under applicable govern¬ 
ment price regulations. All prices subject to change without notice. 


Jd/l, JthjL iaJjLSJL Ssi/wksL OidA. — ihsL Bsl&L Juh&A, . . . 

ALWAYS KEEP IN TOUCH WITH YOUR RCA DISTRIBUTOR 
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T U N G - S 0 L 

ELECTRON TUBES 


RCVISED APRIL 27, 1953 

This Price List Is Supplied For Your Convenience By Tung-Sol Electric Inc. 

A!l prices are subject to change without notice. The listing of price for any tubes does not necessarily indicate availability. 


1B4P (1B4/951) 

1B5/25S . 

1B7GT . 

1C5GT . 

1C6 . 


1E5GP . 4.05 

1E7GT . 4.05 

1F4 . 2.75 

1F5G . 2.75 

1F6 . 4.05 


1LC6 . 2.65 

1LD5 . 2.65 

1LE8 . 2.65 

1LG5 . 2.65 

1LH4 . 2.65 


3A8GT . 4.S0 

3B7/1291 . 4.65 

3C6/XXB . 3.20 

3D6/1299 . 3.20 

3E6 . 4.05 


5AX4GT 

5AZ4 . 

5T4 . 

5U4G . 

6V4G ... 


5Y4G . 

5Z3 . 

5Z4 . 

6A3 . 

6A4 (LA) 


6A8GT . 

6AB4 . 

6AG5/6N6 
6AB7/1853 
6A05GT ... 


6A07/1852 

6AD7G . 

6AF4 . 

6AF6G ..... 
6AG5 . 


6AG7 . 

6AH4GT 
6AH6 ... 
6AK5 ..... 
6AK6 . 


6BA6 ... 
6BA7 ... 

6BC5 . 

6BD5GT 
6BD6 . 


6BE6 . 1.90 

6BF5 . 2.35 

6BF6 . 1.70 

6BG6G . 4.80 

6BH6 . 2.10 

6BJ6 . 2.10 

6BK7 . 3.05 

6BL7GT . 2.90 

6BN6 .:. 3.20 

6BQ6GT . 3.45 


6S7G .... 
6S8GT .. 
6SA7 .... 
6SA7GT 
6SB7Y .. 


6S07 .... 
6S07GT 
6SD7GT 
6SF5 .... 
6SF5GT 


6SF7 .... 
6SF7GT 
6SG7 .... 
6SG7GT 
6SH7 .... 


6SH7GT 
6SJ7 .... 
6SJ7GT 
6SK7 .... 
6SK7GT 

6SL7GT 
6SN7GT 
6SQ7 .... 
6SQ7GT 
6SR7 .... 


6SS7 . 

6ST7 . 

6SV7 . 

6SZ7 . 

6T7G (6Q6G) 


6T8 . 

6U4GT ..., 
6U5/6G5 
6U6GT .. 
6U7G .... 


6AL5 . 

6AL7GT 
6AQ5 ..... 
6AQ6 ... 
6AQ7GT 

GAR5 . 

6AS5 . 

6AT6 . 

6AU5GT 
6 AUG ... 


GAV5GT 

6AVG . 

GAX4GT 
GAX5GT 
6B4G ... 


GZY5G .. 
7A4/XXL 

7A5 . 

7A6 . 

7A7 .. 
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TUNG-SOL ELECTRON TUBES (con.) 


Type 

Sugg’d 

Retail 

Price 

7A8 . 

.$1.90 

7AD7 . 

. 4.60 

7AF7 . 

.. 1.80 

7AG7 .. 

. 2.45 

7AH7 . 

. 2.45 

7B4 . 

. 1.80 

7B5 . 

. 1.85 

7B6 . 

. 2.00 

7B7 . 

. 2.00 

7B8 . 

. 2.05 

7C4/1203 . 

. 3.50 

7C5 . 

.2.00 

7C6 . 

. 1.85 

7C7 . 

. 2.05 

7E5/1201 . 

. 2.65 

7E6 . 

. 2.90 

7E7 . 

. 3.20 

7F7 . 

. 2.45 

7F8 . 

. 3.00 

7G7/1232 . 

. 2.75 

7H7 . 

. 2.20 

7J7 . 

. 3.25 

7K7 . 

. 2.75 

7L7 . 

. 2.75 

7N7 . 

. 2.20 

7Q7 . 

. 2.40 

7R7 . 

. 3.35 

7S7 . 

. 3.25 

7V7 . 

. 3.35 

7W7 . 

.. 3.35 

7X6 . 

. A 2.20 

7X7 (XXFM) . 

. 2.65 

7Y4 . 

. 1.80 

7Z4 . 

. 1.80 

10 .. 

. 3.90 

12A6 . 

. 2.90 

12A6GT . 

. 2.90 

12A7 . 

. 3.35 

12A8GT . 

. 2.20 

12AH6GT . 

. 2.20 

12AH7GT . 

. 2.75 

12AL5 . 

. 1.80 

12AQ5 . 

. 2.00 

12AT6 . 

. 1.60 

12AT7 . 

. 2.90 

12AU6 . 

. 1.80 

12AU7 . 

. 2.40 

12AV6 . 

. 1.60 

12AV7 . 

. 2.90 

12AW6 . 

. 2.65 

12AX4GT . 

. 2.50 

12AX7 . 

. 2.50 

12AY7 . 

. 6.00 

12BA6 . 

. 1.90 

12BA7 . 

. 2.50 

12BD6 . 

. 2.00 

12BE6 . 

. 1.90 

12BF6 . 

. 1.70 

12BH7 . 

. 2.60 

12BY7 . 

. 2.65 

12E5GT . 

. 2.20 

12F5GT . 

. 1.90 

12H6 . 

. 1.80 

12J5GT . 

. 1.55 

12J7GT . 

. 2.20 


Type 

Sugg’d 

Retail 

Price 

1‘2K7GT . 

.$2.10 

12K8 . 

. 2.70 

12K8GT . 

. 2.70 

12Q7GT . 

. 1.85 

12S8GT . 

. 2.65 

12SA7 . 

. 1.80 

12SA7GT . 

. 1.80 

12SC7 . 

. 2.30 

12SF5 . 

. 1.90 

12SF5GT . 

. 1.90 

12SF7 . 

. 2.10 

12SF7GT . 

. 1.90 

12SG7 . 

. 2.15 

12SH7 . 

. 2.35 

12SJ7 . 

. 1.75 

12SJ7GT . 

. 1.65 

12SK7 . 

. 1.75 

12SK7GT . 

. 1.75 

12SL7GT . 

. 2.50 

12SN7GT . 

. 2.30 

12SQ7 . 

. 1.60 

12SQ7GT . 

. 1.60 

12SR7 . 

. 2.10 

12SR7GT . 

. 2.20 

12V6GT . 

. 2.00 

12X4 . 

. 1.55 

12Z3 . 

. 2.60 

14A4 . 

. 2.65 

14A5 . 

. 3.90 

14A7/12B7 . 

. 2.20 

14AF7 (XXD) . 

. 2.40 

14B6 . 

. 2.20 

14B8 . 

. 2.20 

1405 . 

. 2.75 

1407 . 

. 2.40 

14E6 . 

. 2.90 

14E7 . 

. 3.20 

14F7 . 

. 2.45 

14F8 . 

. 3.20 

14H7 . 

. 2.40 

14J7 . 

. 3.25 

14N7 . 

. 2.65 

14Q7 . 

. 2.40 

14R7 . 

. 3.35 

14S7 . 

. 3.25 

14W7 . 

. 3.35 

14X7 . 

. 2.65 

14Y4 . 

. 2.40 

15 . 

. 3.20 

19 . 

. 3.35 

19BG6G . 

. 6.00 

1908 . 

. 3.20 

19J6 . 

. 2.65 

19T8 .. 

. 2.90 

22 . 

. 3.20 

24A . 

. 2.35 

25A6 . 

. 3.40 

25A6G . 

. 2.75 

25A05GT . 

. 2.90 

25BQ6GT . 

. 3.50 

2506G . 

. 3.00 

25L6 . 

. 3.40 

25L6GT . 

. 1.75 

25W4GT . 

. 2.00 

25Y5 . 

. 3.00 


Type 

Sugg’d 

Retail 

Price 

25Z5 . 

.$1.65 

25Z6 . 

. 2.30 

25Z6GT . 

. 1.55 

26 . 

. 2.05 

27 . 

. 1.75 

30 . 

. 2.25 

31 . 

. 2.75 

32 . 

. 3.70 

32L7GT . 

. 3.20 

33 . 

. 3.35 

34 . 

. 3.50 

35/51 . 

. 2.35 

35A5 . 

. 2.05 

35B5 . 

. 2.00 

35C5 . 

. 2.00 

35L6GT . 

. 1.75 

35W4 . 

. 1.30 

35Y4 . 

. 1.80 

35Z3 . 

. 1.80 

35Z4GT . 

. 1.50 

35Z5GT . 

. 1.25 

3 5Z6G . 

. 1.80 

36 . 

. 2.75 

37 . 

. 1.85 

38 . 

. 2.30 

39/44 .. 

. 2.75 

41 . 

. 1.90 

42 . 

. 1.90 

43 . 

. 2.05 

45 . 

. 2,10 

45Z3 . 

. 1.80 

45Z5GT (40Z5GT) . 

. 1.80 

46 . 

. 2.90 

47 . 

. 2.90 

48 . 

. 3.90 

49 . 

. 2.75 

50 . 

. 5.15 

50A5 . 

. 2.20 

50B5 . 

. 2.00 

50C5 . 

. 2.00 

50C6G . 

. 2.90 

50L6GT . 

. 1.75 

50X6 . 

. 2.20 

50Y6GT . 

. 1.85 

50Y7GT . 

. 2.10 

53 . 

. 2.75 

55 . 

. 2.30 

56 . 

. 1.85 

57 . 

. 2.10 

58 . 

. 2.10 

59 . 

. 3.70 

70L7GT . 

. 3.90 

71A . 

. 2.35 

75 . 

. 1.75 

76 . 

. 1.70 

77 . 

. 2.15 

78 . 

. 2.15 

79 . 

. 2.75 

80 . 

. 1.30 

81 . 

. 4.65 

82 . 

. 2.75 

83 . 

. 2.75 

83V . 

. 3.20 

84/6Z4 . 

. 1.80 

85 . 

. 2.30 


Sugg’d 


Retail 

Type Price 

89 .$2.30 

117L7/M7GT . 3.90 

117N7GT 4.05 

117P7GT 4.05 

117Z3 . 1.60 

117Z4GT . 2.90 

117Z6GT . 2.65 

485 . 2.65 

FMIOOO . 3.20 

XXD/14AF7 . 2.40 

XXFM/7X7 . 2.65 

XXL/7A4 . 2.00 


CATHODE RAY 
PICTURE TUBES 


7JP4 . 

.$26.00 

10BP4A . 

. 28.00 

12LP4A . 

. 32.00 

14BP4 . 

. 34.75 

16AP4A . 

. 46.00 

16GP4B . 

. 46.00 

16RP4 . 

. 37.00 

17BP4A . 

. 36.00 

17CP4 .. 

. 35.00 

17HP4 . 

. 37.00 

17LP4 . 

. 37.00 

19AP4B . 

. 59.00 

20CP4A . 

. 51.50 

20DP4A . 

. 51.50 

20HP4 . 

. 53.50 


SPECIAL PURPOSE 
TUBES 


1603 . 

....$7.40 

2E22* . 

.... 6.00 

8A4 . 

.... 1.20 

5A6 . 

.... 5.50 

6AJ5 .. 

.... 3.50 

6AK5W . 

.... 3.90 

6AR6 . 

.... 5.75 

6AS7G . 

.... 4.53 

6SC7GTY . 

... 3.25 

6SU7GTY* . 

.... 4.25 

6X4W . 

.... 2.25 

25A7GT . 

.... 4.00 

26Z5W . 

.... 4.00 

954 . 

.... 5.65 

956 . 

.... 6.30 

1603 . 

.... 7.40 

1629* . 

.... 1.40 

5654 . 

.... 4.75 

5687* . 

.... 6.00 

5726 . 

.... 2.25 

5749 . 

.... 2.75 

5751 . 

.... 3.75 

5814 . 

.... 3.75 

5881* . 

.... 3.50 

(*) Non-taxable type 



TUNG-SOL RADIO DIAL LAMPS 


Tung-Sol 

Lamp No. 

Bulb Type 

Base 

Bead 

Color 

Volts 

Amperes 

List 

Price 

40 

T-31^ 

Miniature Screw 

Brown 

6-8 

.15 

$0.12 

41 

T-31A 

Miniature Screw 

White 

2.5 

.50 

.12 

42 

T- 31 I 

Miniature Screw 

Green 

3.2 

.50 

.13 

43 

T-3l^ 

Miniature Bayonet 

White 

2.5 

.50 

.12 

44 

T-3% 

Miniature Bayonet 

Blue 

6-8 

.25 

.12 

45 

T-3% 

Miniature Bayonet 

Green 

3.2 

.50 

.13 

46 

T-31A 

Miniature Screw 

Blue 

6-8 

.25 

.12 

47 

T-31/i 

Miniature Bayonet 

Brown 

6-8 

.15 

.12 

48 

T-31A 

Miniature Screw 

Pink 

2.0 

.06 

.16 

49 

T-3% 

Miniature Bayonet 

Pink 

2.0 

.06 

.16 

50 

G-3 1/2 

Miniature Screw 

White 

6-8 

.20 

.12 

*51 

G-SVa 

Miniature Bayonet 

White 

6-8 

.20 

.11 

*55 

G-4y2 

Miniature Bayonet 

White 

6-8 

.40 

.11 

291 

T-81^ 

Miniature Bayonet 

White 

2.9 

.17 

.17 

292 

T-31A 

Miniature Screw 

White 

2.9 

.17 

.17 

416 

0 - 41/2 

Miniature Bayonet 

Black 

8.2 

.60 

.55 

1490 

T-3% 

Miniature Bayonet 

White 

8.2 

.16 

.12 


*Taxable at 2.3% of list. All other taxable at 6.8% of list. 
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TYPE 

LIST 

TYPE 

LIST 

TYPE 

LIST 

TYPE 

LIST 

TYPE 

LIST 

TYPE 

LIST 

TYPE 

LIST 

TYPE 

LIST 

0A2 

$2.90 

1S4 

$2.45 

6AF6G 

$2.75 

6F5 

$1.75 

6SQ7 

$1.60 

7X7 

$2.65 

12SQ7 

$1.60 

35C5 

$2.00 

0A3 

2.65 

1S5 

1.90 

6AG5 

2.20 

6F5GT 

1.70 

6SQ7GT 

1.60 

7Y4 

1.80 

12SQ7GT 1.60 

35L6GT 

1.75 

0A4G 

2.90 

1S6 

2.65 

6AG7 

3.40 

6F6 

2.15 

6SR7 

1.80 

7Z4 

1.80 

12SR7 

2.10 

35W4 

1.30 

0B2 

3.20 

1T4 

2.10 

6AH4GT 

2.20 

6F6G 

1.80 

6SR7GT 

2.00 

lOY 

3.90 

12SR7GT 2.20 

35Y4 

1.80 

0B3 

3.35 

1T5GT 

2.60 

6AH6 

3.90 

6F6GT 

1.65 

6SS7 

2.15 

12A 

2.20 

12V6GT 

1.90 

35Z3 

1.80 

0C3 

2.65 

1T6 

2.55 

6AJ4 

6.00 

6F7 

3.35 

6SS7GT 

2.00 

12A4 

2.00 

12Z3 

2.60 

35Z4GT 

1.50 

0D3 

2.65 

1U4 

2.10 

6AK5 

4.35 

6FSG 

3.35 

6ST7 

2.70 

12A5 

3.20 

14A4 

2.65 

35Z5GT 

1.25 

0Y4 

4.80 

1U5 

1.90 

6AK6 

2.50 

6G6G 

2.75 

6SV7 

3.35 

12A6 

2.90 

14A5 

3.90 

35Z6G 

1.80 

0Z4 

1.65 

1U6 

2.20 

6AL5 

1.80 

6H6 

1.75 

6TS 

2.90 

12A6GT 

2.90 

14A7/12B7 

36 

2.75 

0Z4G 

1.65 

IV 

2.30 

6AL7GT 

2.65 

6H6GT 

1.85 

6U5/6G5 2.00 

12A7 

3.35 


2.20 

37 

1.85 

1A3 

2.30 

1V2 

1.55 

6AM4 

6.00 

6J5 

1.55 

6U6GT 

2.20 

12A8G 

2.20 

14AF7/XXD 

38 

2.30 

1A4P 

1 

1V5 

2.65 

6AQ5 

2.00 

6J5GT 

1.65 

6U7G 

2.20 

12ASGT 

2.15 


2.40 

39/44 

2.75 

1A5GT 

1.85 

1W5 

2.65 

6AQ6 

1.90 

6J6 

2.50 

6US 

2.90 

12AH6GT 

2.20 

14B6 

2.20 

40 

2.20 

1A6 

3.35 

1X2B 

2.65 

6AQ7GT 

2.40 

6J7 

2.25 

6V3 

3.60 

12AH7GT 

2.75 

14B8 

2.20 

41 

1.90 

1A7GT 

2.20 

2 A3 

3.35 

6AR5 

1.65 

6J7G 

2.25 

6V3A 

3.60 

12AL5 

1.80 

14C5 

2.75 

42 

1.90 

1AB5 

3.50 

2A4G 

3.20 

6AS5 

2.10 

6J7GT 

2.20 

6V6 

3.40 

12AT6 

1.60 

14C7 

2.40 

43 

2.05 

1AC5 

2.55 

2A5 

2.30 

6AT6 

1.60 

6JSG 

3.20 

6V6GT 

2.00 

12AT7 

2.90 

14 E6 

2.35 

45 

2.10 

1AD5 

2.55 

2A6 

2.65 

6AU5GT 

2.70 

6K5GT 

2.40 

6V7G 

1.80 

12AU6 

1.80 

14E7 

2.75 

45Z3 

1.80 

1AX2 

2.65 

2A7 

2.75 

6AU6 

1.80 

6K6GT 

1.70 

6VS 

3.55 

12AU7 

2.40 

14 F7 

2.20 

45Z5GT 

1.80 

1B3GT 

2.55 

2B7 

3.40 

6AV5GT 

2.65 

6K7 

1.90 

6W4GT 

1.90 

12AV6 

1.60 

14F8 

3.00 

46 

2.90 

1B4P 

4.05 

2E5 

2.65 

6AV6 

1.60 

6K7G 

2.15 

6W6GT 

2.20 

12AV7 

2.90 

14H7 

2.40 

47 

2.90 

1B5/25S 

3.35 

2X2A 

4.35 

6AX4GT 

2.40 

6K7GT 

2.15 

6W7G 

2.75 

12AW6 

2.65 

14J7 

2.75 

49 

2.75 

1B7GT 

3.35 

3A8GT 

4.80 

6AX5GT 

1.65 

6K8 

2.70 

6X4 

1.55 

12AX4GT 

2.50 

14N7 

2.65 

50 

5.15 

1C5GT 

2.30 

3B7 

2.65 

6AX6G 

2.40 

6K8G 

3.30 

6X5 

2.75 

12AX7 

2.50 

14Q7 

2.20 

50A5 

2.20 

1C6 

3.35 

3C6 

3.20 

6B4G 

3.20 

6K8GT 

2.50 

6X5GT 

1.55 

12AY7 

6.00 

14 R7 

2.75 

50B5 

2.00 

1C7G 

3.35 

3D6 

2.65 

6B5 

3.20 

6L5G 

2.75 

6X8 

2.75 

12AZ7 

2.65 

14S7 

2.65 

50C5 

2.00 

ICS 

2.65 

3E5 

2.20 

6B6G 

2.10 

6L6 

3.95 

6Y6G 

2.50 

12B4 

2.00 

14W7 

2.65 

50C6G 

2.90 

1D5GP 

4.05 

3E6 

2.65 

6B7 

3.35 

6L6G 

3.10 

6Z7G 

4.05 

12BA6 

1.90 

14X7 

2.65 

50L6GT 

1.75 

1D7G 

3.35 

3LF4 

2.65 

6BS 

3.35 

6L6GA 

3.20 

6ZY5G 

2.30 

12BA7 

2.50 

14Y4 

2.40 

50X6 

2.20 

1D8GT 

4.05 

3Q4 

2.25 

6B8G 

3.35 

6L7 

2.55 

7A4 

2.00 

12BD6 

2.00 

19 

3.35 

50Y6GT 

1.85 

1E5GP 

4.05 

3Q5GT 

2.50 

6BA6 

1.90 

6L7G 

3.30 

7A5 

2.35 

12BE6 

1.90 

19BG6G 

6.00 

50Y7GT 

2.10 

1E7G 

3.20 

3S4 

2.05 

6BA7 

2.50 

6N6G 

3.90 

7A6 

1.90 

12BF6 

1.65 

19CS 

3.20 

53 

2.75 

1E7GT 

3.90 

3V4 

2.05 

6BC5 

2.00 

6N7 

2.55 

7A7 

1.90 

12BH6 

2.00 

19J6 

2.65 

55 

2.30 

1E8 

2.30 

5AX4GT 

1.25 

6BC7 

2.65 

6N7GT 

2.50 

7A8 

1.80 

12BH7 

2.60 

19TS 

2.90 

56 

1.85 

1F4 

2.75 

5AZ4 

1.35 

6BD5GT 

3.35 

6P5GT 

2.40 

7AD7 

3.35 

12BY7 

2.65 

19V8 

3.55 

57 

2.10 

1F5G 

2.75 

5T4 

4.40 

6BD6 

2.00 

6Q7 

2.10 

7AF7 

1.80 

12BZ7 

2.40 

19X8 

3.10 

58 

2.10 

1F6 

K&3 

5U4G 

1.55 

6BE6 

1.90 

6Q7G 

1.85 

7AG7 

2.20 

12C8 

3.35 

20 

3.90 

59 

3.70 

1F7G 

4.05 

5V4G 

2.45 

6BF5 

2.35 

6Q7GT 

1.85 

7AH7 

2.20 

12F5GT 

1.90 

22 

3.20 

70L7GT 

3.90 

1G4GT 

2.55 

5YV4 

1.65 

6BF6 

1.70 

6R7 

2.65 

7B4 

1.80 

12H6 

1.80 

24A 

2.35 

71A 

2.35 

1G5G 

3.15 

5W4GT 

1.75 

6BG6G 

4.80 

6R7GT 

2.65 

7B5 

1.80 

12J5 

1.50 

25A6 

3.40 

75 

1.75 

1G6GT 

2.75 

5X4G 

1.80 

6BH6 

2.10 

6RS 

3.20 

7B6 

1.80 

12J5GT 

1.55 

25A6G 

2.75 

76 

1.70 

1H5GT 

1.75 

5X3 

2.20 

6BJ6 

2.10 

6S4 

1.75 

7B7 

1.90 

12J7GT 

2.20 

25AC5GT 2.90 

77 

2.15 

1H6G 

3.35 

5Y3G 

1.35 

6BK5 

2.45 

6S7 

2.80 

7BS 

1.90 

12K7G 

2.00 

25AV5GT 2.65 

78 

2.15 

1H6GT 

3.35 

5Y3GT 

1.20 

6BK7 

3.20 

6S7G 

3.35 

7C4 

3.35 

12K7GT 

2.10 

25BQ6GT 3.50 

79 

2.75 

1J6G 

3.20 

5Y4G 

1.55 

6BK7A 

3.20 

6S8GT 

2.65 

7C5 

1.90 

12KS 

2.70 

25C6G 

3.00 

80 

130 

1J6GT 

3.20 

5Y4GT 

1.05 

6BL7GT 

2.90 

6SA7 

1.80 , 

7C6 

1.80 

12KSGT 

2.65 

25L6 

3.40 

81 

4.65 

1L4 

2.10 

5Z3 

1.75 

6BN6 

2.90 

6SA7GT 

1.80 

7C7 

1.90 

12Q7GT 

1.85 

25L6GT 

1.75 

82 

2.75 

1L6 

2.75 

5Z4 

2.80 

6BQ6GT 

3.45 

6SB7Y 

2.55 

7E5 

2.65 

12SSGT 

2.65 

25W4GT 2.00 

83 

2.75 

1LA4 

2.65 

6A3 

3.35 

6BQ7 

3.20 

6SC7 

2.10 

7E6 

2.35 

12SA7 

1.80 

25W6GT 2.25 

S3V 

3.20 

1LA6 

2.65 

6A4/LA 

3.20 

6BQ7A 

3.05 

6SD7GT 

2.90 

7E7 

2.75 

12SA7GT 

■ 1.85 

25Y5 

3.00 

84/6Z4 

1.80 

1LB4 

2.65 

6A5G 

4.05 

6BX7GT 

3.40 

6SF5 

1.75 

7F7 

2.20 

12SC7 

2.30 

25Z5 

1.65 

85 

2.30 

1LC5 

2.65 

6A6 

2.75 

6BY5G 

2.65 

6SF5GT 

1.80 

7FS 

3.00 

12SF5 

1.90 

25Z6 

2.30 

89 

2.30 

1LC6 

2.65 

6A7 

230 

6BZ7 

3.35 

6SF7 

2.00 

7G7 

2.75 

12SF5GT 

2.00 

25Z6GT 

1.55 

99V 

3.20 

1LD5 

2.65 

6AS 

2.25 

6C4 

1.70 

6SG7 

2.05 

7H7 

2.20 

12SF7 

2.10 

26 

2.05 

117L7GT/ 

1LE3 

2.65 

6A8G 

2.35 

6C5 

1.75 

6SG7GT 

2.20 

7J7 

2.75 

12SP7GT 

2.00 

27 

1.75 

117M7GT 

1LG5 

2.65 

6A8GT 

2.30 

6C5GT 

1.65 

6SH7 

2.30 

7K7 

2.75 

12SG7 

2.15 

30 

2.25 

117N7GT 4.05 

1LH4 


6AB4 

2.00 

6C6 

2.20 

6SH7GT 

2.20 

7L7 

2.75 

12SG7GT 2.20 

31 

2.75 

117P7GT 4.05 

1LN5 

2.65 

6AB5 

2.75 

6CSG 

3.35 

6SJ7 

1.75 

7N7 

2.20 

12SH7 

2.35 

32 

3.70 

117Z3 

1.60 

1N5GT 

2.10 

6AB7 

3.25 

6CB6 

2.10 

6SJ7GT 

1.65 

7Q7 

2.10 

12SJ7 

1.75 

32L7GT 

3.20 

117Z4GT 2.90 

1P5GT 

2.65 

6AC5GT 3.00 

6CD6G 

6.60 

6SK7 

1.75 

7R7 

2.35 

12SJ7GT 

1.65 

33 

3.35 

117Z6GT 2.50 

1Q5GT 

2.65 

6AC7 

3.05 

6CL6 

3.05 

6SK7GT 

1.75 

7S7 

2.65 

12SK7 

1.75 

34 

3.50 

1273 

2.40 

1Q6 

2.20 

6AD7G 

3.35 

6D6 

2.20 

6SL7GT 

2.45 

7V7 

2.65 

12SK7GT 1.85 

35/51 

2.35 

1280 

2.40 

1R4 

2.65 

6AE6G 

1.80 

6DSG 

3.35 

6SN7GT 

2.20 

7W7 

2.65 

12SL7GT 2.50 

35A5 

1.90 

5642 

2.20 

1R5 

2.10 

6AF4 

3.90 

6E5 

2.25 

1 6SN7GTA 2.20 

7X6 

2.20 

12SN7GT 2.30 

35B5 

2.00 

FIVIIOOO 

3.20 
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NATIONAL 

UNION 


PRICE LIST EFFECTIVE APRIL 15, 1953 

All LIST PRICES INCLUDE TAX. PRICES A TYPES SUBJECT 
TO CHANGE OR WITHDRAWAL WITHOUT NOTICE. 





PICTURE 

TUBES 

TRANSISTORS 
and DIODES 


TELEVISION PICTURE and OSCILLOSCOPE TUBES 


List 

Type Description Price 


7JP4 Electrostatic deflection .$26.00 

8BP4 Electrostatic deflection . 30.50 

10BP4A Electromagnetic focus — gray-face 28.00 

12LP4A Electromagnetic focus — gray-face 32.00 

14C/BP4 Rectangular, magnetic focus, 

gray-face. 34.75 

16DP4A Electromagnetic focus—gray-face.... 38.25 

16JP4A Electromagnetic focus—gray-face.... 38.25 

16K/RP4 Rectangular, magnetic focus — 

gray-face . 37.00 

16TP4 Rectangular, magnetic focus — 

gray-face . 37.00 

17BP4A Rectangular, magnetic focus — 

gray-face. 36.00 

17FP4 H-v. electrostatic focus—gray-face .. 37.00 

17FP4A H-v. electrostatic focus—gray-face .. 37.00 

17L/VP4 L-v. electrostatic focus, cylind. face 37.00 

17QP4 Magnetic focus — cylindrical face .... 36.00 

17R/HP4 L-v. electrostatic focus, gray-face .... 37.00 

20C/DP4 Magnetic focus — gray-face. 51.50 

20C/DP4A Magnetic focus — gray-face. 51.50 

20FP4 H-v. electrostatic focus—gray-face .. 51.50 

20HP4 L-v. electrostatic focus—gray-face .. 53.50 

20HP4A L-v. electrostatic focus—gray-face .. 53.50 

21EP4A Magnetic focus — cylindrical face .. 54.00 


List 

Type Description Price 


21FP4A L-v. electrostatic focus, cylind. face $56.25 

21WP4 Magnetic focus — gray-face . 51.25 

21XP4 L-v. electrostatic focus — gray-face 53.50 

21YP4 L-v. electrostatic focus — gray-face 55.00 

21ZP4 Magnetic focus — gray-face . 51.35 

21ZP4A Magnetic focus — gray-face . 51.35 

24C/VP4 Magnetic focus — gray-face. 87.50 


OSCILLOSCOPE C. R. TUBES 


Users^ 


Type Description Price 


3BP1A Electrostatic deflection.$16.75 

3JP1 Electrostatic deflection 18.00 

3JP2 Electrostatic deflection 23.00 

3JP7 Electrostatic deflection 23.00 

5CP1A Electrostatic deflection . 23.25 

5FP7A Magnetic deflection. 30.25 

10KP7 Magnetic deflection. 61.75 

12SP7 Magnetic deflection. 47.75 


TRANSISTORS and CRYSTAL DIODES 


List 


Type 

Description 

Price 

T18A 

TRANSISTORS 

Amplifier Point Contact . 

..$25.00 

T18B 

Switching Point Contact .... 

.. 25.00 

T21A 

Amplifier (PNP Junction) .. 

.. 61.25 

IN 106 

UNION DIODES 

Small area contact . 

.. 8.35 

1N107 

Small area contact . 

.. 8.35 

1N108 

Small area contact . 

.. 8.35 

1N34A 

POINT-CONTACT DIODES 

Computer . 

.. 2.00 

1N38A 

Computer . 

.. 4.25 

1N48 

General purpose . 

.. 1.40 

1N51 

General purpose . 

.. 0.85 



Actual size illustrations. 

Left to right, point-contact diode, 
“Union” diode, transistor. 


List 

Type Description Price 


IN54A General purpose . $2.40 

1N55A General purpose . 7.35 

IN58A General purpose . 3.00 

IN63 General purpose . 6.35 

IN64 Video detector .95 

1N65 General purpose . 1.40 

1N69 J.A.N. general purpose . 2.05 

1N70 J.A.N. general purpose . 5.25 

1N72 U.H.F. mixer . 2.00 

1N75 General purpose . 5.55 

INSl J.A.N. general purpose . 4.35 

N.U.34 General purpose . 1.50 

N.U.3S General purpose . 2.90 

N.U.39 General purpose . 8.45 

N.U.5S General purpose . 2.40 


TRANSMITTING and SPECIAL PURPOSE TUBES 


Type Description 


Users’ 


Price 


Type 


Description 


Users’ 

Price 


Type 


Description 


Users’ 

Price 


0Z4A 

2C53 

2D21 

2E24 

2E26 

3A4 

5R4GY 

5R4WGY 

6AJ5 

6AS7G 

6BL5GT/ 

2160 

6D4 

6J4 

6L6GAY 


F-w. gas rectifier .$ 

1.20 

High-mu triode amp. 

15.00 

Tetrode thyratron . 

2.00 

V-h-f beam power amp. .. 

4.65 

V-h-f beam power amp. .. 

3.85 

Filamentary power pent. 

1.20 

F-w. vacuum rectifier .... 

1.50 

Ruggedized f-w. vac. 


rectifier . 

6.80 

Pentode amplifier . 

3.50 

Power amp. double triode 

6.75 


6SA7GTY 

6SK7GTY 

6V6GTY 

2SD7 

lOOTH 

371B 

SllA 

S12A 


Space charge power amp. 18.00 


813 


Triode thyratron . 

Triode, grounded grid 
Beam power amp. 


2.85 

8.05 

3.10 


884 

885 
955 


Pentagrid converter . $ 1.22 

Pentode r-f. amp. 1.22 

Beam power amp. 1.20 

Beam power amp. 1.80 

High-mu power amp. 

triode . 16.65 

H-w. vacuum rectifier .... 14.50 
High-mu power amp. 

triode . 5.00 

Med.-mu power amp. 

triode . 5.00 

Beam power amp. 18.00 

Triode thyratron . 1.85 

Triode thyratron . 2.00 

U-h-f. triode, acorn -. 3.60 


1621 

1622 

1633 

2050 * 

2051 
5851 

JAN5851 

5857 

6184/6AZ6 

9001 

9002 

9003 
9006 


Power amp. pentode ... $ 1.95 

Beam power amp. 2.10 

Triode amp. 1.95 

Tetrode thyratron . 1.85 

Tetrode thyratron . 1.90 

Sub. min. beam power 

amplifier . 6.95 

Sub. min. beam power 

amplifier . 17.65 

Secondary emission amp. 65.00 
Sub. min. u-h-f double 

diode . 18.00 

V-h-f. pentode amp. 3.10 

V-h-f. triode amp. 2.50 

V-h-f. pentode amp. 3.10 

V-h-f. diode . 1.60 
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SUGGESTED LIST PRICES Effective February 10, 1953 


Type 

Price 

Type 

Price 

Type 

Price 

Type 

Price 

Type 

Price 

Type 

Price 

Type 

Price 

OY4 ... 

.$4.80 

3B7/I29I 

.....$2.65 

6BD5GT 

_$3.35 

6R7GT . 

$2.65 

7C7 _ 

__$1.90 

I2SR7 

™.$L75 

35Z5GT 

$1.25 

OZ4 . 

. 1.65 

3C6/XXB 

..... 3.20 

6BD6 

. 2.00 

6R8 

3.20 

7E5 _ 

.2.65 

I2SK7GT ...... 

. 1.75 

35Z6G 

2.65 

OZ4G . 

. 1.65 

3D6/I299 „.... 

..... 2.70 

6BE6 _ 

_ 1.90 

6S4 

1.75 

7E6 . 

.2.35 

I2SL7GT .. 

.... 2.50 

36 

2.75 

I A3 ... 

. 2.30 

3E6 ____ 

. 2.70 

ARF5 

2.35 

6S7 

2.80 

7F7 

7 7B 

I2SN7GT 

2.30 

37 

1 85 

IA4P . 

. 4.05 

3LF4 . 

. 2.65 

6BF6 . 

.. 1.70 

6S7G .. 

.... 3.35 

7F7 _ 

.2.20 

I2S97 . 

.... 1.60 

38 

2.30 

IA5GT . 

. 1.85 

3Q4 . 

. 2.25 

6BG6G .. 

_4.80 

6S8GT _ 

... 2.65 

7P8 

_3.00 

I2S97GT .... 

.... 1.60 

39/44 

2.75 

IA6 . 

. 3.35 

395GT . 

.2.50 

6BH6 

..2.10 

6SA7 .... 

... 1.80 

7G7/1232 

......... 2.75 

I2SR7 . 

.... 2.10 

41 . 

1.95 

IA7GT . 

. 2.20 

3S4 .. 

.2.10 

fR.IA 

.2.10 

6SA7GT _ 

... 1.80 

7H7 . 

.2.20 

I2V6GT __ 

.... 2.00 

42 

. 1.95 

IAX2 .. 

. 2.65 

3V4 ... 

.2.10 

6BK5 .. 

. 2.45 

6SB7Y 

7 55 

7J7 .. 

.2.75 

1773 

.... 2.60 

43 

2.05 

IB3GT/80I6. 

2.55 

5AZ4 . 

..... 1.35 

6BK7 .. 

_3.20 

6SC7 . 

... 2.i0 

7K7 . 

.2.75 

I4A4 . 

.... 2.65 

45 

2.10 

IB4P . 

. 4.05 

5T4 . 

.4.40 

6Bl 7GT 

™™_2.90 

6SD7GT 

7 90 

7L7 

7 7B 

I4A5 . 

... 3.90 

45Z3 

1.80 

IB5/2SS . 

. 3.50 

5U4G .. 

.... 1.55 

ABN16 

2.90 


1.75 

7N7 

2.20 

I4A7/I2B7.. 

.. 2.20 

45Z5GT . 

. 1.80 

I B7GT . 

. 3.35 

5V4G __ 

.2.45 

6B<P6GT 

3.45 

6SF5GT 

1.80 

797 

.2.10 

14AF7/XXD... 

.. 2.40 

46 

...... 2.90 

IC5GT . 

. 2.30 

5W4GT .. 

. 1.75 

6B97A .. 

. 3.20 

A<;F7 

... 2.00 

7R7 _ 

.2.35 

14B6 .. 

... 2.20 

47 

2.90 

ICS .. 

. 3.35 

5X4G . 

. 1.80 

6BY5G . 

. 2.90 

6SG7 ................. 

... 2.05 

7S7 . 

......... 2.65 

14B8 . 

... 2.20 

49 . 

2.75 

IC7G ... 

. 3.35 

5Y3G . 

. 1.35 

AR77 

3.35 

A<;W7 

... 2.30 

7V7 .. 

........ 2.65 

I4C5. 

... 2.75 

50 . 

5.15 

ID5GP ... 

. 4.05 

5Y3GT . 

..... 1.20 

6C4 . 

.. 1.70 

6SH7GT 

.. 2.30 

7W7 . 

.2.65 

14C7_ 

... 2.40 

50 A5 ... 

2.20 

ID7G . 

. 3.50 

5Y4G . 

. 1.55 

Ar.R 

.. 1.75 

A<; 17 

1.75 

7YA 

......... 2.20 

I4E6 . 

... 2.35 

50B5 

2.00 

ID8GT .. 

. 4.05 

5Y4GT . 

. 1.50 

6C5GT .. 

_ 1.65 

ASJ7GT 

... 1.65 

7X7/XXFM 

. 2.65 

14E7 . 

... 2.75 

50C5 

. 2.00 

IE5GP .. 

. 4.05 

5Z3 . 

. 1.75 

6C6 . 

. 2.20 

6SK7 _ 

... 1.75 

7Y4 . 

. 1.80 

14F7 . 

... 2.20 

50C6G .. 

...... 2.90 

IE7G-IE7GT.. 

4.05 

5Z4 . 

.... 2.80 

6C8G . 

. 3.35 

6SK7GT . 

... 1.75 

774 

1.80 

14F8 . 

... 3.00 

50L6GT _ 

. 1.75 

IF4 . 

. 2.75 

6A3 . 

. 3.35 

6CB6 

.2.10 

6SL7GT 

2.45 

lOY 

3 90 

I4H7 

2.40 

50X6 _ 

..... 2.20 

IF5G . 

. 2.75 

6A5G . 

.... 4.05 

6CD6G .. 

.. 6.60 

6SN7GT .. 

.„ 2.20 

I7AA 

2.90 

14J7 

2.75 

50Y6GT _ 

..... 1.90 

IF6 . 

. 4.05 

AAA 

.2.75 

6CL6 

2.90 

A5i97 

1.60 

I2A6GT 

7 90 

I4N7 

2.65 

50Y7GT 

.2.10 

IF7G . 

. 4.05 

6A7 . 

.... 2.30 

6D6 

2.20 

6SQ7Gf“"Z 

... 1.60 

I2A7 . 

II' 3.35 

1497 „ 

... 2.20 

52 . 

3.90 

IG4GT . 

. 2.55 

AAR 

.... 2.25 

6D8G 

3.35 

6SR7 ___ 

... 1.80 

I2A8GT 

7 K 

I4R7 

... 2.75 

53 . 

2.75 

IG5G . 

3.15 

6A8G . 

.... 2.30 

6E5 

2.25 

6SR7GT _ 

... 1.80 

I2AH7GT 

2 75 

14S7 

2.65 

55 . 

2.30 

IG6GT . 

. 2.75 

6A8GT . 

.2.30 

6F5 

1.75 

A<;«;7 

.„ 2.10 

I2AL5 

1 BO 

I4V/7 . 

... 2.65 

56 . 

1.90 

IH4G . 

2.30 

6AB4 . 

.... 2.00 

6F5GT 

1.70 

6ST7 ... 

.. 2.70 

I2ATA 

1 AO 

14X7 . 

.. 2.65 

57 . 

2.10 

IH5GT . 

. 1.75 

6AB5/6N5 

.... 3.25 

6F6 

2.15 

6SV7 .. 

... 3.55 

I2AT7 . 

. 2.90 

14Y4 . 

... 2.40 

58 . 

.2.10 

IH6G . 

3.35 

6AB7/I853 

.... 3.25 

6F6G . 

_ 1.80 

6T4 .. 

... 3.50 

I2AU6 . 

1.80 

19 

... 3.35 

59 . 

. 3.70 

IJ6G . 

. 3.20 

6AC5GT . 

.... 3.00 

6F6GT „... 

_ 1.65 

6T7G/696G. 

3.35 

I2AU7 . 

. 2.40 

I9BG6G . 

... 6.00 

70L7GT 

3.90 

I.IAGT 

3.35 

6AC7/I852 

.... 3.05 

6F7 _ 

__ 3.35 

6T8 ..1.....1. 

... 2.90 

12AV6 . 

. 1.60 

I9C8 . 

.. 3.20 

7IA 

2.35 

114 

.. 2.10 

6AD7G . 

. 3.35 

6F8G .. 

.3.35 

6U5/6G5 .. 

... 2.10 

12AV7 . 

.2.90 

i9JA 

... 2.65 

75 . 

. 1.75 

IL6 

.. 2.75 

6AF4 . 

.4.60 

A6AG 

_2.75 

AU6GT .......... 

... 2.20 

I2AWA . 

_2.65 

I9T8 ... 

... 2.90 

76 .... 

. 1.70 





- - 




1LA4 . . 

.. 2.65 

6AF6G .. 

.... 2.75 

6H6 .. 

. 1.75 

6U7G . 

... 2.20 

12AX4GT 

... 2.50 

22 . 

.. 3.20 

77 .. 

2.20 

ILA6 .. 

2.65 


.... 2.20 

6H6GT .. 

1.85 

6U8 

2.90 

12AX7 

....... 2.50 

74A 

... 2.35 

78 . 

. 2.15 

|[ R4 

. 2.65 

6AG7 . 

.... 3.40 

6J5 

. 1.55 

6V3A 

. 3.55 

I2AY7 _ 

........ 6.00 

7BAA 

.. 3.40 

79 . 

.- 2.75 

II r.t; 

. 2.65 

6AH4GT ..... 

.... 2.35 

6J5GT 

1.65 

SYS 

3.40 

I2AZ7 _ 

. 2.50 

25A6G . 

.. 2.75 

80 . 

1.30 

ILC6 . 

. 2.65 

6AH6 .. 

.... 3.90 

6J6 

2.50 

6V6GT . 

2.00 

I2BA6 . 

. 1.90 

25A7GT . 

.. 6.60 

81 . 

4.65 

ILD5 

. 2.65 

6AH6V. 

3.90 

6J7 

2.25 

6V8 

3.50 

I2BA7 

....... 2.50 

25AC5GT 

2.90 

82 

2.75 

ILE3 .. 

2.65 

6AK5 . 

.... 4.15 

6J7G 

2.25 

6W4GT .......... 

... 1.90 

I2BD6 . 

.2.00 

25AV5GT . 

... 2.65 

83 

2.75 

1LG5 . ..... 

. 2.65 

6AK6 . 

.... 2.50 

6J7GT ..... 

__2.20 

6V/6GT _ 

... 2.20 

I2BE6 . 

. 1.90 

25B96GT . 

... 3.40 

83V 

3.20 

ILH4 . 

. 2.65 

6AL5 . 

.... 1.80 

6J8G . 

3.20 

6V/7G 

2.75 

I7RFA 

. 1.70 

25C6G . 

... 3.00 

84/6Z4 

1.80 

ILN5 . 

. 2.65 

6AL7GT . 

.... 2.65 

6K5GT 

2.40 

6X4 

1.55 

I2BH7 . 

.2.50 

25 L6 .. 

.. 3.40 

85' . 

_ 2.30 

IN5GT 

2.10 

6A95 . 

.... 2.00 

6K6GT 

1.70 

6X5GT 

1.55 

12BY7 . 

.2.65 

25L6GT . 

. 1.75 

89Y 

2.30 

IP5GT 

2.75 

6AQ6 . 

..... 1.90 

6K7 . 

1.90 

6X8 

2.75 

12BZ7 . 

. 2.50 

25W4GT ... 

.. 2.00 

V99 

3.20 

IQSGT 

2.65 

6A97GT 

. 2.65 

6K7G „ - 

2.15 

6Y6& 

2.50 

pr.R 

3.35 

7*;yi; 

3.00 

X99 

3.20 

IR4/I294 

2.75 

6AR5 . 

.... 1.65 

6K7GT 

2.20 

6Z7G 

4.05 

I2F5GT ...... 

. 1.90 

7«;7»; 

... 1.65 

117L/M7GT 

3.90 

IRS .. 

2.10 

6AS5 . 

.... 2.10 

6K8 

2.70 

6ZY5G .... .. 

.. 2.30 

I2H6 . 

. 1.80 

25Z6GT . 

.. 1.55 

II7N7GT. 

. 4.05 

IS4 

2.45 

AAT6 

1.60 

6K8G _ 

_ 3.25 

7A4/XXL _ 

„. 2.00 

I2J5GT ..... 

_ 1.55 

7A 

2.10 

' 117P7GT 

4.05 

IS5 

1.90 

6AU5GT . 

2.75 

6K8GT 

2.50 

7A5_ 

... 2.35 

I2J7GT . 

.2.20 

27 

1.75 

11773 

.... 1.60 

IT4 .. 

. 2.10 

6AU6 __ 

.... 1.80 

6L5G 

2.75 

7A6 .. 

... 1.90 

I2K7GT . 

..2.20 

30 

2.25 

II7Z4GT . 

..... 2.90 

IT5GT 

2.60 

6AV5GT . 

.... 2.65 

ALA 

3.95 

7A7 . 

1.90 

I2K8 . 

..2.75 

31 

2.75 

II7Z6GT ... 

.2.65 

IU4 .. 

. 2.10 

6AV6 . 

.... 1.60 

6L6G 

3.00 

7A8 . 

1.80 

I2K8GT ..... 

.2.70 

32 

3.70 

CK705 . 

. 1.85 

lUS 

. 1.90 

6AX4GT .. 

.... 2.40 

6L6GA 

3.00 

7AD7 

3.50 

I297GT . 

. 1.85 

32L7GT 

3.20 

CK706 .. 

1.25 

IV . 

. 2.30 

6AX5ST . 

.... 1.70 

6L7 

2.55 

7AF7 

1.80 

I2S8GT ..... 

.2.65 

33 

3.35 

CK7I0 . 

2.35 

IV2 .. 

. 1.55 

6B4G . 

.... 3.20 

6L7G 

3.30 

7AG7 

2.20 

I2SA7 

....... 1.80 

34 

3.50 

FMIOOO ... 

. 3.20 

1X2 A 

. 2.65 

6B5 . 

.... 3.35 


3.90 

7AH7 

2.20 

I2SA7GT 

1.80 

35/51 . 

.. 2.35 

5642 . 

2.A0 

2A3 

. 3.35 

6B6G .. 

.... 2.10 

6N7 

2.55 

7B4 . 

1.80 

I2SC7 . 

.2.30 

35A5 . 

.. 1.90 

XXB (use 3C6) 

2A4G 

. 3.20 

6B7 .. 

.... 3.35 

6N7GT - 

2.50 

7B5 . 

1.80 


. 1.90 

35 B5 

2.00 

XXD (use I4AF7) 

2A5 

. 2.30 

6B8 . 

.... 3.35 

6P5GT 

2.40 

7B6 

1.80 

I2SF5GT « 

. 2.00 

35C5 

2.00 

XXFM (use 7X7) 

2A6 

. 2.65 

6B8G . 

.... 3.35 

607 

2.10 

7B7 

1.90 

I75F7 

7 in 

35L6GT 

1,75 

XXL (use 7A4^ 

2A7 

. 2.75 

6BA6 . 

.... 1.90 

697G . 

1.85 

7B8 . 

1.90 

I2SG7 . 

........ 2.15 

35W4 

1.30 


—^ - 

2B7 .. 

. 3.40 

ABA7 

2.50 

697GT ... 

_ 1.85 

7C4 .. 

... 3.50 

I2SH7 . 

. 2.35 

3RY4 

... 1.80 



2E5 .. 

. 2.65 

6BC5 . 

.... 2.00 

AR7 

.2.65 

7C5 

... 1.90 

I2SJ7 . 

_ 1.75 

35Z3 . 

.. 1.80 



3A8GT 

4.80 

6BC7 . 

.... 2.20 

6R7G ......... 

. 2.65 

7C6 _ 

1.80 

12SJ7GT ... 

. 1.65 

35Z4GT . 

... 1.50 




Tube prices listed above are for your convenience and do not necessarily indicate type availability* 
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ELECTRONIC TUBES 


TELEVISION PICTURE TUBES 


SUGGESTED LIST PRICES — EFFECTIVE JULY 1, 1953 


TYPE 

ENVELOPE 

FACE 

TYPE OF 
FOCUS 

TYPE OF 
DEFLECTION 

EXTERNAL 

CONDUCTIVE 

COATING 

ION 

TRAP 

SUGGESTED 
LIST PRICE 

3KP4 

Glass 

Clear 

Elect. 

Elect. 

No 

None 

25.00 

7JP4 

Glass 

Clear 

Elect. 

Elect. 

No 

None 

$26.00 

8BP4 

Glass 

Clear 

Elect. 

Elect. 

No 

None 

30.50 

I0BP4A 

Glass 

Filter 

Mag. 

Mag. 

Yes 

Double 

28.00 

I0FP4 

Glass 

Clear 

Mag. 

Mag. 

Yes 

None 

35.00 

I0FP4A 

Glass 

Filter 

Mag. 

Mag. 

Yes 

None 

35.00 

I0HP4 

Glass 

Clear 

Elect. 

Elect. 

No 

None 

55.00 

I2KP4A 

Glass 

Filter 

Mag. 

Mag. 

Yes 

None 

39.50 

I2LP4A 

Glass 

Filter 

Mag. 

Mag. 

Yes 

Double 

32.00 

I4BP4 

Glass 

Filter 

Mag. 

Mag. 

Yes 

Double 

35.00 

*I4CP4 

Glass 

Filter 

Mag. 

Mag. 

Yes 

Single 

35.00 

I6AP4A 

Metal 

Filter 

Mag. 

Mag. 

. 

Double 

46.00 

I6DP4A 

Glass 

Filter 

Mag. 

Mag. 

No 

Double 

40.00 

I6GP4 

Metal 

Filter 

Mag. 

Mag. 

— 

Single 

46.00 

I6GP4B 

Metal 

Filter 

Mag. 

Mag. 

— 

Single 

46.00 

♦I6KP4 

Glass 

Filter 

Mag. 

Mag. 

Yes 

Single 

37.00 

*I6KP4A 

Glass 

Filter 

Mag. 

Mag. 

Yes 

Single 

46.00 

I6LP4A 

Glass 

Filter 

Mag. 

Mag. 

Yes 

Double 

40.00 

*I6RP4 

Glass 

Filter 

Mag. 

Mag. 

Yes 

Double 

37.00 

*I6TP4 

Glass 

Filter 

Mag. 

Mag. 

Yes 

Single 

37.00 

I6ZP4 

Glass 

Filter 

Mag. 

Mag. 

Yes 

Double 

40.00 

♦I7AP4 

Glass 

Filter 

Mag. 

Mag. 

Yes 

Single 

35.00 

♦I7BP4A 

Glass 

Filter 

Mag. 

Mag. 

Yes 

Single 

36.00 

♦I7CP4 

Metal 

Filter 

Mag. 

Mag. 

. 

Single 

35.00 

♦I7GP4 

Metal 

Filter 

Elect. 

Mag. 

. 

Single 

46.00 

♦I7HP4 

Glass 

Filter 

Elect. 

Mag. 

Yes 

Single 

37.00 

♦I7JP4 

Glass 

Filter 

Mag. 

Mag. 

Yes 

Single 

36.00 

♦I7LP4 

Glass 

Filter 

Elect. 

Mag. 

Yes 

Single 

37.00 

I9AP4A 

Metal 

Filter 

Mag. 

Mag. 


Single 

59.00 

I9AP4B 

Metal 

Filter 

Mag. 

Mag. 


Single 

59.00 

♦20CP4 

Glass 

Filter 

Mag. 

Mag. 

No 

Single 

51.50 

♦20CP4A 

Glass 

Filter 

Mag. 

Mag. 

Yes 

Single 

51.50 

*20DP4A 

Glass 

Filter 

Mag. 

Mag. 

Yes 

Single 

51.50 

♦2IAP4 

Metal 

Filter 

Mag. 

Mag. 


Single 

55.00 

t*2IEP4A 

Glass 

Filter 

Mag. 

Mag. 

Yes 

Single 

55.00 

t*2IFP4A 

Glass 

Filter 

Elect. 

Mag. 

Yes 

Single 

57.00 

*21 MP4 

Metal 

Filter 

Elect. 

Mag. 


Single 

57.00 

*2IYP4 

Glass 

Filter 

Elect. 

Mag. 

Yes 

Single 

55.00 

♦24DP4 j 

Glass 

Filter 

Elect. 

Mag. 

Yes 

Single 

82.75 

*27EP4 

Glass 

Filter 

Mag. 

Mag. 

No 

Single 

140.75 


♦Rectangular face 

fCylindrlcal face to reduce reflections 

ALL PRICES SUBJECT TO CHANGE OR WITHDRAWAL WITHOUT NOTICE. 
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RAYTHEON 



ELECTRONIC TUBES 


RAYTHEON SUBMINIATURE TUBES 

SUGGESTED USER PRICES EFFECTIVE JANUARY 15, 1953 
REVISED —JUNE 1, 1953 


Type 

Typical Application 

Suggested 

User Price 

Type 

Typical Application 

Suggested 

User Price 

IAD4 

IAG5 


..$ 4.00 

CKi036 

HW Rectifier. 

.$ 7.50 

Det.-AmpITfier 

3.80 

CKI037 

Voltage Reg. . 

7.50 

2E3I 

R-F Amplifier . 

2.12 

CKI038 

Voltage Reg. 

. 7.50 

2E32 

R-F Amplifier . 

2.12 

CKi039 

Voltage Reg. . 

. . .. 7.50 

2E35 

Power Amp. 

4.20 

CK5672 

Power Amp. . 

. 1.60 

2E36 

Power Amp. „ 

4.20 

CK5676 

UHF Osc. . 

„.. 1.90 

2G2I 

Converter ___ 

2.20 

CK5677 

UHF Osc. . . . 

. . 3.70 

2G22 

Converter __ 

. 2.20 

CK5678 

R-F Amplifier _ 

___ 1.60 

CK50IAX 

Voltage Amp. . 

5.10 

CK5697 

Electrometer . 

. 3.75 

CK502AX 

Power Amp. 

4.20 

CK5702 

R-F Amplifier . 

_____ 4.90 

CK503AX 

Power Amp. 

2 05 

CK5702WA 

R-F Amplifier .. 

.... 7.90 

CK505AX 

Voltage Amp. 

3 80 

CK5703 

UHF Osc. .. 

.. 1.95 

CK506AX 

Power Amp. 

1.50 

CK5703WA 

UHF Osc. . 

6.00 

CK5I0AX 

Voltage Amp. 

2.55 

CK5704 

Detector .. 

2.85 

CK5IIX 

Voltage Amp. 

4.75 

CK5744 

Amp.-HF Osc. . 

. . . . 2.50 

CK5I2AX 

Vpltage Amp. 

1.50 

CK5744WA 

Amp.-HF Osc. 

6.45 

CK5I8AX 

Power Amp. 

2.15 

CK5783 

Volt. Reference 

. . 7.50 

CK522AX 

Power Amp. 

f 50 

CK5784 

Mixer-Gated Amp. 

. . 7.50 

CK525AX 

Power Amp. 

3.00 

CK5784WA 

Mixer-Gated Amp. 

. 9.00 

CK526AX 

Power Amp. 

3.80 

CK5785 

HW Rectifier 

. .. 2.35 

CK527AX 

Power Amp. 

„ 5.10 

CKS787 

Volt. Regulator 

„ 7.50 

CK528AX 

Power Amp. 

3.15 

CK5829 

Detector ... 

. . 4.50 

CK529AX 

Power Amp. 

3.95 

Cl<585l 

R-F Pwr. Amp. . 

8.70 

CK53IDX 

Power Amp. 

. 5.10 

CK5854 

Power Amp. . 

. 2.05 

CK532DX 

Power Amp. 

5 10 

CK5875 

Radiosonde 

. .. 2.10 

CK533AX 

Power Artip. 

3.00 

CK5884 

Electrometer 

.15.00 

CK534AX 

Voltage Amp. 

. 3 00 

CK5886 

Electrometer 

. ... 4.50 

CK535AX 

Power Amp. 

„ 4.30 

CK5889 

Electrometer „ 

. 11.30 

CK536AX 

Power Amp. 

3.15 

CK5967 

R-F Amplifier . 

^.15.00 

CK537AX 

Power Amp. 

5.20 

CK5969 

R-F Pwr. Amp. 

.15.00 

CKS38DX 

Voltage Amp. 

4.10 

CK597I 

Amp.-Osc. 

5.25 

CK539DX 

Power Amp. 

5.10 

CK5972 

R-F Amplifier . 

. 5.25 

CK54IDX 

Power Amp. 

5.10 

CK5975 

Amp.-Osc. 

3.75 

CK542DX 

Power Amp. 

5.10 

CK5995 

HW Rectifier „ „ 

7.50 

CK542DXS 

Power Amp. 

5.30 

CK6029 

UHF Osc. . 

... 4.50 

CK544DX 

Power Amp. 

5.10 

CK6050 

UHF Osc. 

. 3.70 

CK546DX 

Power Amp. 

5.10 

CK6088 

Power Amp. 

1.50 

CK547DX 

Power Amp. 

5.10 

CK6II0 

FW Rectifier 

11.30 

CK548DX 

Power Amp. 

5.10 

CK6lli 

Voltage Amp. 

. 11.30 

CK549DX 

Voltage Amp. 

4.10 

CK6il2 

Voltage Amp. 

. 11.30 

CK574AX 

R-F Amplifier 

1.60 

CK6I47 

R-F Pwr. Amp. 

. 9.60 

CKI034 

GM Counter 

7.50 

CK6I52 

Amp.-Osc. 

.. 6.80 

CKI035 

GM Counter 

7.50 

CK62I3 

Voltage Ref. 

... 7.50 


RAYTHEON RUGGED TUBES 


Type 

Typical Application 

Suggested 

User Price 

RK3B24W 

HW Rectifier 

$11.75 

5R4WGY 

FW Rectifier 

7.25 

6AK5W 

R-F Amplifier 

. • 3.25 

6AL5W 

Detector . 

1.70 

dAS6W 

Mixer-Gated Amp. 

4.75 

6C4W 

Osc.-Amplifier 

8.05 

6J5WGT 

Voltage Amplifier 

4.85 


Type 

Typical Application 

Suggested 
User Price 

6 J6W 

UHF Oscillator. 

$ 3.05 

6SA7WGT 

Converter . 

8.00 

6SJ7WGT 

RF-AF Amplifier 

. 8.05 

6SN7WGT 

Voltage Amplifier 

. . 2.45 

6X4W 

FW Rectifier . 

. 1.80 

6X5WGT 

FW Rectifier . 

. . . 1.89 

I2J5WGT 

Voltage Amplifier 

. 4.85 


Radio’s Master “ 18th Edition Copyright by U, C. PInc, 

Page A-16 ALL PRICES SUBJECT TO CHANGE OR WITHDRAWAL WITHOUT NOTICE. 
























ELECTRONIC TUBES 


RAYTHEON RADIATION COUNTER (GEIGER-MUELLER) TUBES 


Type 

Operating Voltage Range 

Suggested 
User Price 

Type 

Operating Voltage Range 

Suggested 
User Price 

tB90 

Thres. — 50. 


.$14.25 

CKI026 

850 - 950 

...$ 3.15 

CKI0I8 

850 - 950 . 


14.25 

CKI029 

850 - 950 

.. 15.00 

CKI0I9 

875- 975 . 


14.25 

CKI032 

1050- 1200 

... 3.15 

CKI020 

850 - 950 . 


12.00 

CKI034 

700 . _ „ 

.. 7.50 

CKI02i 

850- 950 . 


11.50 

CKI035 

700 . . . - 

„... 7.50 

CKI023 

850- 950 . 


. 11.50 




RAYTHEON 

CATHODE TYPE SUBMINIATURE TUBES 




Suggested 



Suggested 

Type 

Typical Application 


User Price 

Type 

Typical Application 

User Price 

CK5702WA 

R-F Amplifier 


$ 7.90 

CK6ilO 

FW Rectifier . 

...$11.30 

CK5703WA 

UHF Osc. .. 


6.00 

CK6III 

Voltage Amp. 

.. 11.30 

CK5744WA 

Amp.-HF Osc. 


6.45 

CK6II2 

Voltage Amp. 

.. 11.30 

CK5784WA 

Mixer-Sated Amp. 


9.00 

CK6I52 

Amp.-Osc. 

... 6.80 









RAYTHEON 

RELIABLE MINIATURE TUBES 





Suggested 



Suggested 

Type 

Typical Application 


User Price 

Type 

Typical Application 

User Price 

CK5654 



$ 4.75 

CK5749 


..$ 2.75 

CK5670 

Voltage Amp. 


7.00 

CK5750 

Converter . 

.. 3.25 

CK5686 

RF-AF Power Amp. ... 


5.25 

CK575I 

Voltage Amp. 

.. 3.76 

CK5725 

Mixer-Sated Amp. 


5.50 

CK58I4 

Voltage Amp. . 

.. 3.75 

CK5726 

Detector . 

. 

2.25 





RAYTHEON 

GERMANIUM 

CRYSTAL DIODES 





Suggested 



Suggested 

Type 

Typical Application 


User Price 

Type 

Typical Application 

User Price 

IN66 

Sen. Purpose Diode 


.$ .95 

CK709 

4 Matc;hed Diodes. 

._$ 4.50 

IN67 

50V DC Restorer -. 


. . 2.40 

CK7I0 

UHF Converter . 

. 1.15 

IN68 

lOOV DC Restorer 


2.35 

CK7II 

4 Matched Diodes. 

. 16.50 

CK705 

Sen. Purpose Diode 


.85 

CK7I2 

200 Volt Diode . 

. 18.10 

CK706 

Video Detector. 


.57 

CK7I3 

Computer Diode . 

.95 

CK707 

50V DC Restorer 


2.00 

CK7I5 

Freq. Multiplier . 

.80 

CK708 

lOOV DC Restorer 


. 2.00 




RAYTHEON TRANSISTORS 




Suggested 



Suggested 

Type 

Construction 


User Price 

Type 

Construction 

User Price 

CK7I6 

Point Contact . 


.$18.00 

CK722 

Junction ......,. 

....„.$ 4.50 

CK72I 

Junction . 


.-. 12.50 
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RAYTHEON 


ELECTRONIC TUBES 


RAYTHEON RECTIFIER TUBES 


Suggested 


Type 

Construction 

User Price 

BH 

Full Wave — Gas. 

.$ 4.50 

OZ4A/CKI003 

Full Wave — Gas , 

1.30 

2X2A 

Half Wave — High Vacuum . 

. 4.35 

RK3B24W 

Half Wave — High Vacuum . 

.. 11.75 

RK3B26 

Clipper Diode — High Vacuum . 

.. 18.00 

RK3B29 

Half Wave — High Vacuum . 

. 18.00 

RK4B3I 

Clipper Diode — High Vacuum . 

. 50.35 

5R4SY 

Full Wave — High Vacuum . 

. 1.85 

5R4WGY 

Full Wave — High Vacuum ... 

7.25 

6X4W 

Full Wave — High Vacuum .. 

1.80 

SX5WGT 

Full Wave — High Vacuum .. 

1.89 

RK72 

Half Wave — High Vacuum .. 

11.75 

RK73 

Half Wave — High Vacuum 

12.50 

RXI20 

Half Wave — Mercury, Argon 

21.65 

RXI20A 

Half Wave — Mercury .. 

. 24.30 

RX2I2 

Half Wave — Mercury 

32.95 

RX2I5 

Full Wave — Mercury ... 

24.30 


Suggested 


Type 

Construction 

User Price 

RK8I6 

Half Wave —■ Mercury 

.$ 1.65 

RK866A 

Half Wave — Mercury 

2.10 

RK872A 

Half Wave — Mercury.. 

. 8.20 

CKI005 

FullWave — Gas 

... 1.90 

CKi006 

Full Wave — Gas 

5.85 

CKI007 

Full Wave — Gas 

I.IO 

CKI0I2 

Full Wave — Gas 

3.10 

CKI024 

Full Wave — Gas 

3.60 

CKI028 

Half Wave — Gas 

22.50 

CKI036 

Half Wave — Gas 

7.50 

I64I/RK60 

Full Wave — High Vacuum . 

3.00 

CK55I7 

Half Wave — Gas 

3.40 

CK5642 

Half Wave -- High Vacuum . 

2.65 

CK5785 

Half Wave — High Vacuum . 

. 2.35 

CK5995 

Half Wave — Gas.. 

. 7.50 

CK6I10 

Full Wave — High Vacuum . 

... 11.30 

CK6I74 

Half Wave — Gas. 

. 3.40 


RAYTHEON VOLTAGE REGULATOR — VOLTAGE REFERENCE TUBES 




Suggested 



Suggested 

Type 

Typical Application 

User Price 

Type 

Typical Application 

User Price 

OA2 

Voltage Regulator 

$ 2.90 

CKI037 

Voltage Regulator . 

$ 7.50 

OA3/VR75 

Voltage Regulator 

2.65 

CK1038 

Voltage Regulator . 

7.50 

OB2 

Voltage Regulator 

3.20 

CKI039 

Voltage Regulator . 

7.50 

OB3/VR90 

Voltage Regulator . 

2.65 

CK62I3 

Voltage Reference . 

... 7.50 

OC3/VRI05 

Voltage Regulator . 

2.65 

CK565I 

Voltage Reference . 

. 2.40 

OD3/VRI50 

Voltage Regulator . 

2.65 

CK5783 

Voltage Reference . 

. 7.50 

CKI0I7 

Voltage Regulator 

11.30 

CK5787 

Voltage Regulator . 

. 7.50 

CKI022 

Voltage Regulator . 

15.00 

CK5962 

Voltage Rpgulator .. 

. 11.30 







RAYTHEON THYRATRON TUBES 



Suggested | 



Suggested 

Type 

Typical Application 

User Price 

Type 

Typical Application 

User Price 

OA4G 

Relay Servire , . 

. ..$ 2.90 

885 


$ 2.00 

2C33/RX233A 

Trigger Service . 

5.00 

CKI089 

Relay or Indicator Service 

5.30 

4C35 

Pulsing or Switching Service 

28.75 

2050 

Relay Service ... 

1.85 

RK6I 

Model Aircraft Control 

3.30 

2051 

Relay Service . 

1.90 

884 

Sweep Oscillator. 

1.85 
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ELECTRONIC TUBES 


RAYTHEON SPECIAL PURPOSE TUBES 


Type 

Typical Application 

Suggested 
User Price 

Type 

Typical Application 

Suggested 
User Price 

1AE4 


. $ 1.55 

3I0A 


.$12.45 

2C50 


11.30 

954 

UHF Amplifier . 

.. 5.65 

2C52 

Voltage Amp. 

11.30 

955 

UHF Oscillator 

3.60 

3A4 

RF-AF Pwr. Amp. 

1.20 

956 

UHF Amplifier 

7.00 

3A5 

AF-RF Amp. Osc. 

1.95 

957 

UHF Oscillator 

3.75 

3B4 

R-F Amp. Osc. 

3.60 

CK5608A 

Control Equip, 

3.15 

6AJ5 

RF-AF Amplifier 

3.90 

CK5656 

R-F Power Amp. 

20.55 

6AN5 

RF-AF Pwr. Amp. 

3.65 

CK5694 

Power Amplifier 

3.75 

6AR6 

Power Amp. 

4.90 

CK59I0 

Radiosonde 

.95 

6AS6 

Mixer-Gated Amp. 

3.25 

9001 

UHF Amplifier 

3.40 

6AS7G 

DC Amplifier 

6.75 

9002 

UHF Oscillator 

2.50 

6J4 

UHF Amplifier 

8.05 

9003 

UHF Amplifier 

3.40 

7AK7 


7.00 

9005 

Detector . 

3.45 

CKI18 

Overload Protect. 

. 3.70 

9006 

Detector . 

. 1.60 








RAYTHEON 

TRANSMITTING TUBES 




Suggested 



Suggested 

Type 

Typical Application 

User Price 

Type 

Typical Application 

User Price 

2C34/RK34 


.$ 3.50 

RK812A 

RF-AF Amplifier. 

.$ 5.00 

2E24 

VHF Oscil.-Amp. . 

. 4.65 

RK8I3 

R-F Oscil.-Amp. . 

.. 18.00 

2E26 

VHF Oscil.-Amp. 

3.85 

RK814 

R-F Oscil.-Amp. . 

14.25 

2E30 

RF-AF Amplifier 

2.60 

RK829B 

R-F Oscil.-Amp. . 

16.25 

RK4D22 

R-F Oscillator-Amp. 

22.40 

RK832A 

R-F Oscil.-Amp. . 

12.90 

RK4D32 

R-F Oscillator-Amp. 

22.40 

RK837 

R-F Oscil.-Amp, 

5.80 

5D23/RK6S 

R-F Amplifier ... 

42.15 

RKI625 

R-F Oscil.-Amp. ., 

2.65 

RK7I5C 

Pulse Modulator 

63.00 

CK5763 

R-F Oscil.-Amp. ., 

1.75 

RK807 

R-F Oscil.-Amp. 

2.50 

CK6I46 

RF-AF Amp. 

4.15 

RK8IIA 

RF-AF Amplifier . 

. 5.00 





RAYTHEON 

[ REFLEX KLYSTRONS 




Suggested 



Suggested 

Type 

Range (Me) 

User Price 

Type 

Range (Me) 

User Price 

RK2K25 

9370 . 

.$ 65.00 

9K292 

35 100 - 39,700 

. $384.00 

RK2K26 

6660 . 

. 78.50 

QK293 

37,100 - 42.600 

.... 384.00 

RK2K28 

3315-3680 . . . 

67.85 

QK294 

41,700 - 50,000 

. 384.00 

RK2K33 

22,000 - 25,000 

384.00 

9K295 

Two tubes necessary to cover 


9KI40 

29,700 - 33,520 

384.00 


50,000 to 60,000 Me. 

. 513.00 

QK226 

37,100 - 42,600 

384.00 

9K306 

18,000 - 22,000 

. 384.00 

QK227 

41,700 - 50,000 

384.00 

RK572I 

4290 - 8340 . 

.... 307.70 

<?K289 

27,270- 30,000 

384.00 

RK5976 

6750 

. 78.55 

9K290 

29,700 - 33,520 

384.00 

RK6043 

3200 

. 67.85 

PK29I 

33,520 - 36.250 . 

. 384.00 





RAYTHEON TR TUBES 


Suggested 


Type Typical Application User Price 

RK72IB 2800 - 3330 .$25.80 


RAYTHEON CAVITY MAGNETRON TUBES 


Type 

Range (Me) 

Suggested 
User Price 

Type 

Range (Me) 

Suggested 
User Price 

RK2J25 

3019 - 3047 

$300.00 

RK2J7I 

3190 - 3201 ..... „ 

.$320.00 

RK2J42 

9345 - 9405 

186.00 

9K3I2 

2425 - 2475 .. 

.... 320.00 

RK2J55 

9345 - 9405 „ „ 

186.00 

RK5609 

2425 - 2475:. ... 

.109.00 

RK2J70 

3030 - 3110 . ™ 

r7o:oo 
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Originator of 
Studio-Matched 
Rectangular Tubes 


A Division of Columbia Broadcasting System, Inc. 
Main Office: Danvers, Massachusetts 


0Z4 
0Z4G 
IAP4 
IA5GT 
iA6 
IA7GT 
^ I AX2 
^ IB3GT 
IB4P 
IB5/25S 


★ IX2A 
2A3 
2A4G* 
2A5 
2A6 
2A7 
3A8GT 
3l,F4 
3Q4 
3p5GT 

3S4 

3V4 

5AW4 

5AZ4 

*K5U4S 

■K5V4G 

5W4 

5W4GT 

5X4G 

5Y3G 

5Y3GT 

5Y4G 

5Z3 

5Z4 

6A3 

6 A6 

6A7 

SAB 

6 A8G 

6 A8GT 

■►6AB4 

6AB7 

6AC5GT 


TYPE 

LIST 

TYPE 

LIST 

TYPE 

LIST 

■K 6AC7 

$3.05 

6 L6G 

$3.0D 

¥7Q7 

$2.40 

6AD7G 

3.35 

6 L6GA 

3.00 

7R7 

3.35 

6AF4 

4.60 

6L7 

2.55 

7S7 

3.25 

-K6AG5 

2.20 

6L7G 

3.30 

7V7 

3.35 

6AG7 

3.40 

6 N6G 

3.90 

7W7 

3.35 

•K 6AH4GT 

2.35 

6N7 

2.55 

7X7 (XXFM) 

2.65 

-K6AH6 

3.90 

6N7GT 

2.50 

7Y4 

1.80 

-K 6AK5 

4.15 

6P5GT 

2.40 

7Z4 

1.80 

6 AK6 

2.50 

6Q7 

2.10 

¥ I2A4 

2.40 

-k6AL5 

1.80 

697G 

1.85 

I2A7 

3.35 

6AL7GT* 

2.90 

6Q7GT 

1.85 

I2A8GT 

2.20 

-K6AQ5 

2.00 

6R7 

2.65 

I2AH7GT 

2.75 

6 A96 

1.90 

6R7GT 

2.65 

I2AL5 

1.80 

6Ap7GT 

2.65 

¥SS4 

1.75 

I2AQ5 

2.00 

6AR5 

1.65 

6S7G 

3.35 

l2At6 

1.60 

6AS5 

2.10 

6 S8GT 

2.65 

¥ I2AT7 

2.90 

^ 6AT6 

1.60 

6SA7 

1.80 

I2AU6 

1.80 

6AU5GT 

2.75 

6SA7GT 

1.80 

¥ I2AU7 

2.40 

MSAU6 

1.80 

.6SB7Y 

2.55 

I2AV6 

1.60 

6AV5GT 

2.65 

6SC7 

2.10 

¥ I2AV7 

2.90 

tt6AV6 

1.60 

6SD7GT 

2.90 

I2AW6 

2.65 

6 AW6 

2.65 

6SF5 

1.75 

¥ I2AX4GT 

2.50 

¥ 6AX4GT 

2.40 

6SF5GT 

1.80 

I2AX7 

2.50 

¥ 6AX5GT 

1.70 

65 F7 

2.00 

¥ I2AZ7 

2.50 

6B4G 

3.20 

6SG7 

2.05 

¥ I2B4 

2.40 

6B5 

3.35 

■K6SH7 

2.30 

I2BA6 

1.90 

. 6B6G 

2.10 

6SJ7 

1.75 

I2BA7 

2.50 

6B7 

3.35 

6SJ7GT 

1.65 

i2BD6 

2.00 

6 B8G 

3.35 

¥6SK7 

1.75 

I2BE6 

1.90 

tc6BA6 

1.90 

6SK7GT 

1.75 

¥ I2BH7 

2.50 

6BA7 

2.50 

¥ 6SL7GT 

2.45 

¥ I2BY7 

2.65 

•K6BC5 

2.00 

¥ 6SN7GT 

2.20 

¥ I2BZ7 

2.50 

6 BD6 

2.00 

¥bSQ7 

1.60 

I2J5GT 

1.55 

¥6BU 

1.90 

6SQ7GT 

1.60 

I2J7GT 

2.20 

'6BF5 

2.35 

6SR7 

1.80 

I2K7GT 

2.20 

6 BF6 

•K 6BG6G 

1.70 

4.80 

6SR7GT 

6SS7 

2.00 

2.15 

I2K8 

I2K8GT 

2.70 

2.65 

6 BH6 

2.10 

6SV7 

3.55 

I2Q7GT 

1.85 

6 BJ6 

2.10 

6T4 

3.70 

I2SA7 

1.80 

6BK5 

2.55 

6T7G 

3.35 

I2SA7GT 

1.80 

6BK7 

63L7GT 

3.20 

2.90 

tc6T8 

6U4GT — Use 

2.90 

I2SF5 

I2SF5GT 

1.90 

2.00 

^ABN6 

2.90 

6AX4GT 

2.40 

I2SF7 

2.10 

4<6BQ6GT 

3.45 

6U5* 

2.10 

I2SF7GT 

2.00 

■K6B97 

3.05 

6U7G 

2.20 

I2SG7 

2.15 

6BX7GT 

3.40 

6 U8 

2.90 

I2SH7 

2.35 

6BY5G 

2.90 

-K6V3 

3.55 

I2SJ7 

1.75 

-K6BZ7 

3.35 

6 V6 

3.40 

I2SJ7GT 

1.65 

4c6C4 

1.70 

¥ 6V6GT 

2.00 

I2SK7 

1.80 

scs 

1.75 

¥ 6W4GT 

1.90 

I2SK7GT 

1.80 

6C5GT 

1.65 

¥ 6W6GT 

2.20 

I2SL7GT 

2.50 

6 C6 

2.20 

6X4 

1.55 

¥ I2SN7GT 

2.30 

6 C8G 

3.35 

6X5GT 

1.55 

I2SQ7 

1.60 

4(6CB6 

2.10 

6 X8 

2.75 

I2S97GT 

1.60 

¥ 6CD6G 

4.80 

6 Y6G 

2.50 

I2V6GT 

2.00 

6 CL6 

3.00 

6ZY5G 

2.30 

12X4 

1.55 

6 D6 

2.20 

7A4(XXL) 

2.00 

I2Z3 

2.60 

6 D8G 

3.35 

7A5 

2.35 

I4A4 

2.65 

6E5* 

2.25 

7A6 

2.10 

I4A7/I2B7 

2.20 

6F5 

1.75 

7A7 

2.00 

I4AF7 (XXD) 

2.40 

6F5GT 

1.70 

7A8 

1.90 

I4B6 

2.20 

6 F6 

2.15 

7AD7 

4.60 

I4B8 

2.20 

6 F6G 

1.80 

7AF7 

1.80 

I4C5 

2.75 

6 F6GT 

1.65 

7AG7 

2.45 

I4C7 

2.40 

6 F8G 

3.35 

7AH7 

2.45 

I4E6 

2.90 

6 G6G 

2.75 

7B4 

1.80 

I4E7 

3.20 

+ 6H6 

1.75 

7B5 

1.85 

I4F7 

2.45 

6 H6GT 

1.85 

7B6 

2.00 

I4F8 

3.00 

¥ 6J5 

1.55 

7B7 

2.00 

I4H7 

2.40 

6J5GT 

1.65 

7B8 

2.05 

I4J7 

3.25 

-K6J6 

2.50 

7C5 

2.00 

I4N7 

2.65 

6J7 

2.25 

7C6 

1.85 

I4Q7 

2.40 

6J7G 

2.25 

7C7 

2.05 

I4R7 

3.35 

6J7GT 

2.20 

7E5/I20I 

2.65 

I4S7 

3.25 

6 J8G 

3.20 

7E6 

2.90 

I4W7 

3.35 

6K5GT 

2.40 

7E7 

3.20 

I4Y4 

2.40 

¥ 6K6GT 

1.70 

4c7F7 

2.45 

19 

3.35 

6K7 

1.90 

-K7F8 

3.00 

¥ I9BG6G 

6.00 

6K7G 

2.15 

7G7/I232 

2.75 

I9J6 

2.65 

6K7GT 

2.20 

7H7 

2.20 

I9T8 

2.90 

6 K8 

2.70 

7J7 

3.25 

24A 

2.35 

6 K.8GT 

2.50 

7K7 

2.75 

25AC5GT 

2.90 

6L5G 

2.75 

7L7 

2.75 

¥ 25AV5GT 

2.65 

6 L6 

3.95 

¥7H7 

2.20 

-K26BQ6GT 

3.40 



TV PICTURE TUBES 


80 1.30 

81 4.65 

83 2.75 

83V 3.20 

84/6Z4 1.80 

85 2.30 

II7L/M7GT 3.90 
II7N7GT 4.05 

II7P7GT 4.05 

II7Z3 1.60 

II7Z4GT 2.90 

II7Z6GT 2.65 

1273 2.65 

1280 2.65 

^ 5642 2.60 


SPECIAL PURPOSE 
TUBES 



General Purpose Types 
IN48 $1.10 

IN5I .85 

Television Types 
IN64 I.IO 

Jan Types 

IN 69 .95 

IN 70 2.40 

1N8I 1.95 

UHF Types 

IN72 1.60 

IN 133 1.60 

#Other types avail¬ 
able; please inquire. 


TRANSISTORS 



M Popular TV Receiving Types 
* Non-taxable 

tFor 17RP4, order 17HP4 
fFor 17VP4, order 17LP4 
fFor 20LP4, order 20HP4A 
tFor 21LP4, order 21FP4A 



























\Vbstin0house RELIATRON 

O 


k 



type Number 

User Price 

OZ4 

$1.65 

OZ4-G 

1.65 

1A3 

2.30 

1A5-GT 

1.85 

1A7-GT 

2.20 

1AB5 

3.50 

1B3-GT 

2.55 

1C5-GT 

2.30 

1D8-GT 

4.05 

1G4-GT 

2.55 

1G6-GT 

2.75 

1H5-GT 

1.75 

1L4 

2.10 

1L6 

2.75 

1LA4 

2.65 

1LA6 

2.65 

1LB4 

2.65 

1LC5 

2.65 

1LC6 

2.65 

1LD5 

2.65 

1LE3 

2.65 

1LH4 

2.65 

1LN5 

2.65 

1N5-GT 

2.10 

1P5-GT 

2.75 


RECEIVING TUBES 

_I S i__ 

I Type Number User Price 



Reliatron Tube performance is assured by an exacting program of quality 
control. Every step in the manufacture of Reliatron Tubes from raw materials 
to finished product — must meet standards which are the toughest in the 
industry. 


1 2K7-(;T 

12K8 

12Q7-GT 

12SA7 

128A7-GT 

12 SC 7 

i2SPr) 

12SF7 

12Sa7 

12SH7 

12SJ7 

12SJ7-GT 

12SK7 

12SK7-GT 

12SL7-GT 

12SN7-GTA 

12SQ7 

1 2SQ7-GT 

12 SR 7 

12Z3 

1 4A7 

14BG 

14C7 

14F7 

14F8 


$ 2.10 

2.75 
1.85 
1.80 
1.80 
2.30 
1.90 
2.10 
2.15 
2.35 

1.75 
1.65 
1.75 
1.80 
2.50 
2.30 
1.60 
1.60 
2.10 
2.60 
2.20 
2.20 
2.40 
2.45 
3.20 


1Q5-GT 

1R5 

154 

155 
1T4 


2.65 

2.10 

2.45 

1.90 


Complete data on these tubes is available on request. Write; Westinghouse 
Electronic Tube Division, Dept. RM 500, Elmira, New York. 


‘14H7 
14Q7 
] 4R7 
lOBGO-G 
19JC> 


2.40 

2.40 

3.35 

6.00 

2.65 


1T5-GT 

2.60 

1U4 

2.10 

1U5 

1.90 

1 -V 

2.30 

1 V2 

1.55 

1X2-B 

2.65 

2A3 

3.35 

2A5 

2.30 

2X2-A 

4.35 

SE6 

4.05 

3LF4 

2.80 

3Q4 

2.25 

3Q5-GT 

2.50 

3S4 

2.05 

3V4 

2.05 

5AZ4 

1.55 

5R4-GY 

1.85 

5T4 

4.80 

5U4-G 

1.55 

5V4-G 

2.45 

5W4-GT 

1.75 

5X4-G 

1.80 

5Y3-G 

1.35 

5Y3-GT 

1.20 

5Y4-G 

1.55 

5Z3 

1.75 

5Z4 

2.80 

6A3 

3.35 

6 A6 

2.75 

6A7 

2.30 

6 A8 

2.25 

6 A8-G 

2.35 

6 A8-GT 

2.30 

6AB4 

2.00 

6AB5/6N5(n) 

2.75 

6AB7 

3.25 

6AC5-GT 

3.00 

6AC7 

3.05 

6AP4 

4.60 

6 AF6-G(n) 

2.75 

6AG5 

2.25 

6AG7 

3.40 

6 AH6 

3.90 

6AK5 

4.35 

6 AK6 

2.50 


6AL5 

1.80 

6AL7-GT(n) 

2.90 

6AQ5 

2.00 

6 AQ6 

1.90 

6AQ7-GT 

2.65 

6AR5 

1.65 

6 AS 5 

2.10 

6AS7-G 

7.10 

6 AT 6 

1.60 

6AU5-GT 

2.75 

6 AU6 

1.80 

6AV5-GT 

2.65 

6 AV6 

1.60 

6AX4-GT 

2.40 

6AX5-GT 

1.65 


Type Number 

User Price 

Type Number 

User Price 

Type Number 

User Price 

6B4-G 

$3.20 

CK8-G 

$3.30 

6ZY5-G 

$2.30 

6 B6-G 

2.10 

GK8-GT 

2.50 

7 A 4/XXL 

2.00 

6B7 

3.35 

GL5-G 

2.75 

7A5 

2.35 

6 B8 

3.35 

6 LG 

3.95 

7A6 

2.10 

6 RA6 

1.90 

6 L6-G 

3.00 

7A7 

2.00 

6BA7 

2.50 

6 L6-GA 

3.00 

7A8 

1.90 

6BC5 

2.00 

6L7 

2.55 

7AF7 

1.80 

6 BDG 

2.00 

GN7 

2.55 

7AG7 

2.45 

6 BE6 

1.90 

GN7-GT 

2.50 

7B4 

1.80 

6BF5 

2.35 

GPG-GT 

2.40 

7B5 

1.85 

6 BF6 

1.70 

6Q7 

2.10 

7B6 

2.00 

6 BG6-G 

4.80 

6Q7-G 

1.85 

7B7 

2.00 

6 BHG 

2.10 

GQ7-GT 

1.85 

7B8 

2.05 

6 BJ6 

2.10 

GR7 

2.65 

705 

2.00 

6BK5 

2.45 

6R7-GT 

2.65 

706 

1.85 

6BK7 

3.20 

6S4 

1.75* 

707 

2.05 

6BL7-GT 

2.90 

GS7 

2.80 

7E6 

2.90 

6 BN6 

2.90 

GS8-GT 

2.65 

7E7 

3.20 

6 BQ6-GT 

3.45 

6SA7 

1.80 

7F7 

2.45 

6BQ7 

3.05 

6SA7-GT 

1.80 

7F8 

2.90 

6BQ7-A 

3.20 

GSB7-Y 

2.55 

7H7 

2.20 

6BY5-G 

2.90 

6SC7 

2.10 

7J7 

3.25 

6C4 

1.70 

6SD7-GT 

2.90 

7L7 

2.75 

6C5 

1.75 

6SF5 

1.75 

7N7 

2.20 

6C5-GT 

1.65 

6SF5-GT 

1.80 

7Q7 

2.40 

6 C6 

2.20 

6SF7 

2.00 

7R7 

3.35 

6 C8-G 

3.35 

6SG7 

2.05 

7S7 

3.25 

60B6 

2.10 

GSH7 

2.30 

7V7 

3.35 

6 CD6-G 

6.60 

GSJ7 

1.75 

7W7 

3.35 

6 D6 

2.20 

GSJ7-GT 

1.65 

7X7/XXFM 

2.65 

6 D8-G 

3.35 

6SK7 

1.75 

7Y4 

1.80 

6E5(n) 

2.25 

GSK7-GT. 

1.80 

7Z4 

1.80 

6F5 

1.75 

6SL7-GT 

2.45 

12A7 

3.35 

6F5-GT 

1.70 

GSN7-GT 

2.20 

12A8-GT 

2.20 

6 F6 

2.15 

6SN7-GTA 

2.20 

12AH7-GT 

2.75 

6 F6-G 

1.80 

GSQ7 

1.60 

12AL5 

1.80 

6 P6-GT 

1.65 

6SQ7-GT 

1.60 

12AT6 

1.60 

6F7 

3.35 

6SR7 

1.80 

12AT7 

2.90 

6 F8-G 

3.35 

GSR7-GT 

2.00 

12 AU6 

1.80 

6 G6-G 

2.75 

6SS7 

2.15 

12AU7 

2.40 

6 H6 

1.75 

GSV7 

3.55 

12 AV6 

1.60 

6 H6-GT 

1.85 

6 T8 

2.90 

12AV7 

2.90 

6J5 

1.55 

6U5(n) 

2.00 

12AW6 

2.65 

6J5-GT 

1.65 

6U7-G 

2.20 

12AX7 

2.50 

6J6 

2.50 

6 U8 

3.10 

12AY7 

6.00 

6J7 

2.25 

6V3 

3.55 

12BA6 

1.90 

6J7-G 

2.25 

6 V6 

3.40 

12BA7 

2.50 

6J7-GT 

2.20 

6 V6-GT 

2.00 

12BD6 

2.00 

6 J8-G 

3.20 

6W4-GT 

1.90 

12BE6 

1.90 

6K5-GT 

2.40 

6 W6-GT 

2.20 

12BH7 

2.50 

6 K6-GT 

1.70 

6X4 

1.55 

12BY7 

2.65 

6K7 

1.95 

6X5 

2.75 

12H6 

1.80 

6K7-G 

2.20 

6X5-GT 

1.55 

12J5 

1.50 

6K7-GT 

2.20 

6 X8 

2.75 

12J5-GT 

1.55 

6 K8 

2.70 

6 Y6-G 

2.50 

12J7-GT 

2.20 


PRICES SUBJECT TO CHANGE WITHOUT NOTICE 


19T8 2.90 

24A 2.35 

25AV5-GT 2.90 

25BQ6-GT 3.40 

25L6-GT 1.75 


25W4-GT 

2 5Z5 

2 5ZG 

25Z6-GT 

26 

27 

30 

32L7-GT 

35A5 

35B5 


2.00 

1.65 

2.30 

1.55 

2.10 

1.80 

2.25 

3.20 

2.05 

2.00 


35C5 2.00 

35L6-GT 1.75 

35W4 1.30 

35 Y 4 1.80 

35Z3 1.80 


35Z4-GT 1.50 

35Z5-GT 1.25 

36 2.75 

41 2.00 

42 2.00 


43 2.05 

45 2.10 

45Z5-GT 1.80 

47 2.90 

50A5 2.20 


5 OB 5 2.00 

50C5 2.00 

50C6-G 2.90 

50L6-GT 1.75 

50X6 2.20 


50Y6-GT 1.85 

50Y7-GT 2.10 

53 2.75 

56 1.85 

57 2.10 


58 2.10 

70L7-GT 3.90 

71A 2.40 

75 1.80 

76 1.70 


77 

78 
80 

83 

84 


2.15 

2.15 

1.30 

2.75 

1.80 


85 2.30 

117L7/M7-GT 3.90 

117N7-GT 4.05 

117P7-GT 4.05 

117Z3 1.60 

117Z6-GT 2.65 


(n) Indicates types not 
subject to Federal Excise 
Tax. 
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\^^stinghouse 


High-Ydcuuifi Amplifiers, Modulators, Oscillators 


Type Number User Price | 

Type Number 

User Price 

•WL-4D21/4-125A 

$30.25 

WL-849 

$ 138.00 

WL-4X150A 

48.00 

WL-862A 

1,322.00 

WL-4X500A 

121.00 

WL-880 

540.00 

■WL-4-1000A 

132.00 

■WL-889A 

210.00 

WL-5D22/4-250A 

41.25 

WL-889RA 

295.00 

WL-207 

240.00 

WL-891 

223.00 

WL-450TH 

77.00 

■WL-891R 

362.00 

WL-473 

165.00 

WL-892 

223.00 

RJ-571 

15.75 

WL-892R 

362.00 

WL-801A 

4.85 

WL-893A 

630.00 

WL-802 

4.75 

WL-893AR 

1,150.00 

WL^803 

24.25 

WL-895 

950.00 

WL-805 

13.50 

WL-895R 

1,300.00 

WL-806 

34.25 

WL-IOOOT 

137.50 

WL-807 

2.50 

WL-1623 

4.05 

WL-808 

10.75 

WL-5604 

540.00 

WL-809 

4.00 

WL-5619 

390.00 

WL-810 

16.25 

WL-5671 

1,250.00 

WL-811A 

5.00 

WL-5691 

8.55 

■WL-812A 

5.00 

WL-5692 

8.55 

■WL-813 

18.00 

WL-5693 

6.95 

■WL-814 

14.25 

■WL-5736 

160.00 

WL-815^ 

8.20 

WL-5833 

1,885.00 

WL-826’ 

12.50 

WL-5891 

1,350.00 

WL-828 

WL-829B 

13.75 

16.25 

WL-5936 

1,100.00 

WL-832A 

12.90 

WL-5986 

1,150.00 

WL-833A 

49.50 

■WL-8000 

14.50 

WL-837 

5.80 

WL-8003 

14.00 

WL-838 

13.75 

WL-8005 

8.40 

WL-845 

13.75 

WL-8025A 

11.30 



WL-S03 WL-S07 


High-Yacuum 

Rectifiers 


Type Number 

User Price 

WL-456 

$100.00 

WL-481A 

4.50 

WL-579B 

15.00 

WL-616 

225.00 

WL-836 

9.00 

WL-5934 

15.00 

WL-5974 

220.00 

WL-6102 

37.00 

WL-6103 

43.50 

WL-8020 

24.00 


Gas and Mercury-Yapor 
Rectifiers 


Type Number 

User Price 

WL-3B22/1C 

$ 7.52 

WL-4B24/3C 

8.90 

WL-670A/6C 

16.63 

WL-575A 

21.00 

WL-816 

1.65 

WL-857B 

209.00 

WL-866A 

2.10 

WL-869B 

132.00 

■WL-872A 

8.20 

■WL-5558/32 

15.50 

WL-5561/104 

40.00 

WL-8008 

8.20 



TUBES 


I G NITRO N S 


Type 

Size 

Recommended Applications 

User Price 

WL-5550/681 

A 

Welder Control 

$ 50.00 

WL-5551/652 

B 

Welder Control 

80.50 

WL-5552/651 

C 

Welder Control 

121.00 

WL-5553/655 

WL-5554/679 

D 

Welder Control 

Welder Control 

Power Rectification 

265.00 

190.00 

WL-5555/653 

B 

Welder Control 

Power Rectification 

370.00 

WL-5822 


Welder Control 

143.00 



WL-5552/651 



WL-5555/653B 



WL-5550/6S1 


THYRATRONS 


Type Number 

User Price 

Type Number 

User Price 

WL-2D21 

$ 2.00 

KU-676 

$ 55.00 

WL-3C23 

12.50 

WL-677 

55.00 

WL-33 See WL-5720/33 

WL-678 

47.00 

WL-41 See WL-5830/41 

WL-884 

1.85 

WL-81A 

18.00 

WL-885 

2.00 

WL-105 

49.50 

WL-2050 

1.85 

WL-172 

74.00 

WL-5557/17 

8.50 

WL-414 

120.00 

WL-5559/57 

22.00 

WL-502A 

1.85 

WL-5664 

9.43 

KU-610 

22.00 

WL-5665 

56.67 

WL-624 

48.00 

WL-5683 

9.43 

KU-627 

22.00 

WL-5684 

15.04 

KU-628 

34.00 

WL-5685 

31.90 

WL-629 

13.00 

WL-5720/33 

23.00 

WL-632B 

29.00 

WL-5796 

13.75 

WL-672A 

35.00 

WL-5830/41 

200.00 


PHOTO 

TUBES 


Type Number 

User Price i 

Type Number 

User Price 

WL-1P29 

$2.95 

WL-923 

$2.05 

WL-SR50A 

7.35 

WL-924 

3.30 

WL-SK60A 

7.35 

WL-925 

2.40 

WL-868 

2.50 

WL-926 

2.90 

WL-917 

3.50 

WL-927 

2.50 

WL-918 

3.10 

WL-928 

2.85 

WL-919 

3.50 

WL-929 

1.50 

WL-920 

4.15 

WL-930 

1.65 

WL-921 

2.05 > 

WL-931A 

8.60 

WL-922 

1.95 

WL-5581 

2.25 


AFor replacement only. 
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\^stin0house REIIATRON 

O 




Face 

Plate 

1 Envelope 

Focus 



Type 

Spherical 

Filter: Fil 

Shape 

Metal 

External 

Electrostatic 




Cylindrical 

Frosted: Fr 

or Glass 

Cond. Coat. 

Magnetic 

User Price 

Reliatrpn Picture 

10BP4-A 

spherical 

Fil 

round 

glass 

ves 

Mag 

$28.00 

10FP4-A 

spherical 

Fil, Met.* 

round 

glass 

yes 

Mag 

35.00 

Tubes are available 

12KP4-A 

spherical 

Fil, Met.* 

round 

glass 

yes 

Mag 

39.50 

12LP4-A 

spherical 

Fil 

round 

glass 

yes 

Mag 

32.00 

in both glass and 

14CP4 

16AP4-A 

spherical 
! spherical 

Fil 

Fil 

rectangular 

round 

glass 

metal 

yes 

Mag 

Mag 

35.00 

46.00 

metal construction, 

16GP4-B 

spherical 

Fil, Fr 

round 

metal 

— 

Mag 

46.00 

with either magnetic 

16KP4/16RP4 

spherical 

Fil 

rectangular 

glass 

yes 

Mag 

37.00 

16LP4-A 

spherical 

Fil 

round 

glass 

yes 

Mag 

40.00 

or electrostatic 

16TP4 

16WP4-A 

spherical 

spherical 

Fil 

Fil 

rectangular 

round 

glass 

glass 

yes 

yes 

Mag 

Mag 

37.00 

40.00 

focusing. Every tube 

17BP4-A 

spherical 

Fil 

rectangular 

glass 

yes 

Mag 

36.00 

is produced under 

17CP4 

spherical 

Fil, Fr 

rectangular 

metal 

— 

Mag 

35.00 

17GP4 

spherical 

Fil, Fr 

rectangular 

metal 

— 

Hi. V. Es 

46.00 

rigid Westinghouse 

17HP4/17RP4 

spherical 

Fil 

rectangular 

glass 

yes 

Low V. Es 

38.25 

quality con- 

17JP4 

spherical 

Fil 

rectangular 

glass 

yes 

Mag 

36.00 

17LP4 

cylindrical 

Fil 

rectangular 

glass 

yes 

Low V. Es 

38.25 

trol standards and is 

17QP4 

cylindrical 

Fil 

rectangular 

glass 

yes 

Mag 

36.00 

17TP4 

spherical 

Fil 

rectangular 

metal 

Low V. Es 

36.50 

guaranteed for a full 

17YP4 

19AP4-B 

cylindrical 

spherical 

Fil 

Fil, Fr 

rectangular 

round 

glass 

metal 

— 

Mag 

Mag 

36.00 

59.00 

year. Write or phone 

20CP4 

spherical 

Fil 

rectangular 

glass 

none 

Mag 

51.50 

the Westing- 

21AP4 

spherical 

Fil, Fr 

rectangular 

metal 

— 

Mag 

55.00 

21EP4-A 

cylindrical 

Fil, Fr 

Fil 

Fil, Fr 

Fil 

rectangular 

glass 

none 

Mag 

55.00 

house tube represen¬ 

21FP4-A 

21IVIP4 

cylindrical 

spherical 

rectangular 

rectangular 

glass 

metal 

yes 

Low V. Es 
Low V. Es 

57.00 

57.00 

tative nearest you. 

21YP4 

spherical 

rectangular 

glass 

yes 

Low V. Es 

55.00 


21ZP4-A 

spherical 

Fil 

rectangular 

glass 

yes 

Mag 

53.25 


24AP4 

spherical 

Fil, Met.* 

round 

metal 

— 

Mag 

117.00 



*Metal-backed fluorescent screen 


MICROWAVE TUBES 


Westinghouse Microwave Reference Cavities, Spark Gaps and 
Microwave Switching tubes are available for a broad variety of 
microwave equipment. T-R’s have a long life, shorter recovery 
time and broad band characteristics. Write for complete speci¬ 
fications. 

Prices subject to change without notice 


REFERENCE CAVITIES 


ATR & Pre-TR 


Type 

Class 

Frequency 

(Megacycles) 

User Price 

WL-1B35 

ATR 

9000-9600 

$11.25 

WL-1B37 

ATR 

8500-9000 

15.00 

WL-5939WA 

Pre-TR 

(Gas 

Switching) 

1280-1290 

48.00 


Type 

Resonant 

Frequency 

Megacycles 

Loaded 

Q 

Insertion Loss 
at Resonant 
Frequency 

User Price 

WL-1Q22 

9250±0.3 

1900-2400 

4-6 db 

$125.00 

WL-1Q23 

9280±0.3 

1900-2400 

4-6 db 

1 125.00 

WL-6089 

9280±0.3 

1900-2400 

4-6 db 

125.00 

WL-5846* 

9280±0.3 

1900-2400 

4-6 db 

1 130.00 

WL-1Q24 

9310±0.3 

1900-2400 

4-6 db 

! 125.00 

WL.1Q25 

1 9375dz0.6 

1900-2400 

4-6 db 

i 125.00 


*Interchangeable with IQ23 except for attenuator card slot. 


SERIES SPARK GAPS 


Type 1 

Breakdown 

Voltage 

(KV 

per Tube) 

Nominal 

Peak 

Modulator 

Power 

for 2 Tubes 
(Megawatts) 

User Price 

WL-1B41 

8.7-10.2 

2 

$53.00 

WL-1B45 

13.1-15.1 

4 

53.00 

WL-1B49 

11.2-12.7 

3 

53.00 


VOLTAGE REGULATORS 
(Cold Cathode Type) 


Type 

DC 

Anode 
Supply 
Volts 1 
(min.) 

DC 

Operat¬ 

ing 

Current 

(ma.) 

DC 

Operat¬ 

ing 

Volts 

Regula¬ 

tion 

Volts 

5-40 

(ma.) 

User 

Price 

WL-0A3 

105 1 

5-40 

75 

5 

$2.65 

WL-0C3 

133 

5-40 

105 

2 

2.65 

WL-0D3 

185 1 

5-4 0 1 

150 

4 

2.65 


MISCELLANEOUS 


IONIZATION GAUGE 


Type 

Fila¬ 
ment 
V. A. 

Ion 

Coll. 

V. 

Grid 

Volts 

Sensi¬ 

tivity 

User 

Price 

WL-5966 

6.0 2.5 

—30 

150 

1 Aiamp. 

1 10-5 

$25.00 





mm Hg. 



PROTECTOR TUBE 



Volts, 

RMS 

j Current, Am 


Type 1 

WL-KX 642 I 

Break¬ 

down 

Max. 

Operat¬ 

ing 

Max. 
2 Sec. 

Max. 

10 

min. 

User 

Price 


300-500 

230 

50 1 

7 

$12.60 



KU-627 



927 


Westinghouse RELIATRON TUBES are engineered and manufactured 



Westinghouse at Elmira, N. Y. 360,000 square foot pic¬ 
ture tube plant and division headquarters. 


in these two modern, new plants of the Westinghouse Tube Division. 



Westinghouse at Bath, N. Y. 220,000 square feet of ultra 
modern receiving tube facilities. 


Copyright by U. C. P., Inc. 


Radio’s Master r— 18th Edition 

Page A-23 

























tThe Amperex types 6268/AX-99II and 6279/AX-99I2 are improved versions but completely interchangeable in 
every respect with the standard types 4C35 and 5C22 respectively. They have a minimum guaranteed life of 
1000 hours due to the self-contained, self-regulating source of hydrogen. 

RENEWAL PRICES* ON RADIATOR TYPE FORCED AIR-COOLED TUBES: 

TUBE TYPE USER’S NET 



343AA $405.00 \ 

889RA ___.... 275.00 I *These prices currently apply when a new tube is 

891R, 892R ........I__ 342.00 f purchased and a radiator and crate are returned 

893AR .1,000.00 ( prepaid in good condition with the replacement 

5604 __ 510.00 I order. 

5667 .. 290.00 / 

HELPFUL CHARTS AND LITERATURE FREE; Write for set of INTERCHANGEABILITY CHARTS, information at 
a glance, RAPID TUBE DATA REFERENCE TABLES, 19 pages of condensed information arranged for quick 
reference. Address your distributor or Amperex direct. 

*■* Price on request. 


RmPEBEX 


AMPEREX 


ELECTRONIC CORP. 

230 DUFFY AVE.y^ L. I., N/Y. 
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• CHATHAM RUGGEDIZED 0C3W REGULATOR 

A ruggedized glow discharge regulator tube 
designed to maintain D.C. output voltage con¬ 
stant at 105 volts with a maximum regulation 
of 2 volts. Tube operating current 5 to 40 ma. 


• CHATHAM 395A COLD CATHODE GAS TRIODE 

Requires no filament supply and is used in 
many grid controlled rectifier and relay appli¬ 
cations. Maximum DC anode current, 10 ma. 
Maximum DC anode voltage, 150 volts. 



• Pulse life test equipment 
built by CHATHAM checks 
receiver type tubes under 
pulse operating conditions. 


Custom.^.,,, 
ewipmen, 


CHATHAM specializes in the 

development, design, and construction of custom-built 
electronic equipment to exactly meet customers’ re¬ 
quirements. Our capable staff of engineers will furnish 
prompt estimates or, if desired, will call to discuss 
your problem personally. Call or write today for com¬ 
plete information. 

Write today for the informative CHATHAM 
catalog. For free copy address requests 
on company letterhead — no obligation* 



• 5 Megawatts radar modu¬ 
lator built by CHATHAM 
to rigid government stand¬ 
ards. 



IMliiiMiitiiiliSiMliies . inc 


LIVINGSTON, NEW JERSEY 
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follow the leaders to 


Eimac products have long been the criteria for good design in 
electronic equipment. Today Eimac tubes are the undisputed 
leaders of their field. Complete data on any of the Eimac prod¬ 
ucts listed below are available by writing direct. 

TRANSMITTING TYPE TUBES 


I 

mi 



> :450TH 


592/3-200A3 


PENTODE 

4Wa/5-125B 


4PR60A* 
4W20,000A* 
4X150 A* 

4X1500* 

4X150G* 
4X500A* 
4X500F* 


3W50d0A3 

3W5000F3 

3W10,000A3 

3X2500A3 

3X2500F3 

3X3000A1* 

25T 

35T 

35TG 


REaiFlERS 


8020 MOOR] 


450TH 

450TL 

592/3-200A3 

750TL 

lOOOT 


4E27A/5-125B 



MAXIMUM RATINGS 

ELECTRICAL CHARACTERISTICS 

Plate Dissipation 
Watts 

Plate Voltage 

Plate Current 
Milliamperes 

Grid Dissipation 
Watts 

Screen Voltage 

Screen Dissipation 
Watts 

Filament, Volts 

Filament, 

Amperes 

Amplification 

Factor 

Transconductance 

umhos 

65 

3000 

150 

5 

400 10 

6.0 

3.5 

5 

4000 

125 

3000 

225 

5 

400 20 

5.0 

6.5 

5.9 

2450 

250 

4000 

350 

10 

600 35 

5.0 

14.5 

5.1 

4000 

400 

4000 

350 

10 

600 35 

5.0 

14.5 

5.1 

4000 

1000 

6000 

700 

25 

1000 75 

7.5 

21 

7.0 

10,000 

60 

20,000 

t 

t 

1500 8 

26 

2.25 

t 

t 

20,000 

8000 

15,000 

60 

1500 200 

10 

30 

5.5 

75,000 

150 

1250 

250 

2 

300 12 

6.0 

2.6 

5 

12,000 

150 

1250 

250 

2 

300 12 

26.5 

.57 

5 

12,000 

150 

1250 

250 

2 

300 15 

2.5 

6.25 

5.0 

12,000 

500 

4000 

350 

10 

500 30 

5.0 

13.5 

6.2 

5200 

500 

4000 

350 

10 

500 30 

5.0 

13.5 

6.2 

5200 

tPuIse Modulator 








100 

1000 

125t 

2 

. 

6.3 

1.0 

100 

22,000 

5000 

6000 

2500 

150 


7.5 

51 

20 

20,000 

5000 

6000 

2500 

150 


7.5 

51 

20 

20,000 

10,000 

5000 

10,000 

100 


10 

30 

20 

55,000 

2500 

6000 

2500 

150 


7.5 

51 

20 

20,000 

2500 

6000 

2500 

150 


7.5 

51 

20 

20,000 

3000 

6000 

2500 

50 


7.5 

51 

5 

11,000 

25 

2000 

75 

7 


6.3 

3.0 

24 

2500 

50 

2000 

150 

15 


5.0 

4.0 

39 

2850 

50 

2000 

150 

15 


5.0 

4.0 

39 

2850 

75 

3000 

225 

16 


5.0 

6.25 

20 

4150 

75 

3000 

225 

13 


5.0 

6.25 

12 

3350 

100 

3000 

225 

20 


5.0 

6.3 

38 

4500 

100 

3000 

225 

15 


5.0 

6.3. 

14 

3000 

150 

3000 

450 

30 


5 or 10 12.5 or 6.25 

20 

8300 

150 

3000 

450 

25 


5 or 10 12.5 or 6.25 

12 

7150 

250 

4000 

350 

40 


5.0 

10.5 

37 

5600 

250 

4000 

350 

35 


' 5.0 

10.5 

14 

2650 

300 

3000 

900 

60 


5 or 10 25 or 12.5 

20 

16,700 

300 

3000 

900 

50 


5 or 10 25 or 12.5 

12 

16,700 

450 

6000 

600 

80 


7.5 

12.0 

38 

6650 

450 

6000 

600 

65 


7.5 

12.0 

18 

5000 

200 

3500 

250 

25 


10.0 

5.0 

25 

3600 

750 

10,000 

1000 

100 


7.5 

21.0 

15 

3500 

1000 

7500 

750 

80 


7.5 

15.5 

35 

9050 

1500 

8000 

1250 

125 


7.5 

24.0 

24 

10,000 

2000 

8000 

1750 

150 


10.0 

23.5 

23 

11,000 

125 

4000 

200 

5 

750 20 

5.0 

wm 

5.0 

zm 



Collector 


Beam 

TV Peak 


Frequency 

Dissipation 

Beam 

Current Synchronizing CW Power 

Range Me. 

Watts 


Voltage 

Amperes Level Amplifier 

470-580 

20,000 


14,000 

1.7 

5500 

3000 

580-720 

20,000 


14,000 

1.7 

5500 

3000 

720-890 

20,000 


14,000 

1.7 

5500 

3000 
















































EIMAC tubes! 


Years of efficient, dependable performance have given Eimac 
tubes a product-reputation difficult to surpass. That is why the 
criteria of good design of any electronic equipment are products 
trademarked ''Eimac,” 





AIL PRICES SUBJECT TO CHANGE WITHOUT NOTICE 


HIGH VACUUM TYPES 

FILAMENT PEAK CURRENT AVERAGE 

FILAMENT CURRENT INVERSE AMPS. PLATE 

VOLTAGE AMPS. VOLTAGE PEAK PLATE CURRENT MA. 


AIR SYSriM SOCKETS 

4-400A/4000 4-1000A/4006t 

4-400A/4006* 4X150A/4000 

4-1000A/4000 4X150A/4006* 

*Replacement Chtmne^y$ . 


2-01C 
2-25A 
2-50A 
2-1 SOD 
2-240A 
2-2000A 
250 R 
253 

8020(100R) 



VACUUM CAPACITORS 



ACCESSORIES f 

HR Heot <dis$ipolin 9 connectors ^ 
Preformed Contoct Finger Stock 



mui^ 


TYPE 

PRICE 

VARIABLE RATING 

CAPACITY RF PEAK 

VVC60-20 

$ 66.00 

10-60 mmfd 20-KV 

VVC2-60-20 

147.50 

Split Stator 

5-30 mmfd 40-KV 

Parallel 

20-120 mmfd 20-KV 

VVC4-60-20 

284.00 

Split Stator 

10-60 mmfd 40-KV 

Parallel 

40-250 mmfd 20-KV 


12V Coil < 
24V Coll 



COMPLETE ASSEMBLY 
PRICE 

REPLACEMENT 
CHIMNEY PRICE 

FOR USE WITH 

TUBE TYPE 

4X150A/4000 

$18.00 

$0.60 

4X150A or 4XI500 

4-400A/4000 

16.00 

6.00 

4-400A 

4-1000A/4000 

22.50 

7.50 

4-lOOOA 


HEAT DISSIPATING 
CONNECTORS J 



IONIZATION GAUGE 



100 IG - 

An electronic vacuum pressure gauge. 
Filament voltage 3.5 to 7.5 volts. 


CONTACT 

FINGERSTOCK 


VACUUM SWITCH Mgtglgggt/g/M 


VS-2 

Single pole double throw switch within a high vac¬ 
uum adaptable for high voltage switching. Contact 
spacing .015". Switch will handle R-F potentials as 
high as 20 Kv. In DC switching will handle approxi¬ 
mately 1.5 Amps, at 5 Kv. 

Price $13.25 


PREFORMED CONTACT 
FINGER STOCK 
































ELECTRONIC TUBES 



Engineered and Manufactured by Continental Electric Co. 

CETRON PHOTOTUBES 

CETRON phototubes are either of the gas-filled or of the, vacuum type. With the gas-filled type, greater effective response is obtained, 
particularly in low impedance circuits, while the vacuum type is recommended where maximum stability is desired. 

CETRON phototubes are selected as to their sensitivity and priced accordingh^ Phototubes of the Super Class A/B or Q are generally 
used for experimental purpose where very high sensitivities are required; Class C or R mostly for motion picture equipment; Class D for 
relay work, etc. ' 

CETRON RED SENSITIVE PHOTOTUBES 

CETRON red sensitive phototubes are available in three sensitivity classes, A/B, C and D. The CETRON gas-filled red sensitive tubes 
comprise the most complete line of phototubes designed for sound reproduction. For complete engineering specifications, write for our PC 8/9. 

CETRON BLUE SENSITIVE PHOTOTUBES 

CETRON blue sensitive phototubes are available in two sensitivity classes, Q and R. The gas-filled CETRON blue sensitive tubes 
comprise a most complete line for sound reproduction work from dye recorded film. For complete engineering specifications, write for our 
PC 8/9. 

CETRON LEAD SULFIDE PHOTOCELLS 

CETRON lead sulfide photo conductive cells are made in a variety of miniature types. They are also available in a variety of sensitive 
areas and resistances. CETRON lead sulfied photocells are available in three sensitivity classes. A, C and D. For complete engineering speci¬ 
fications, write for our lead sulfide literature. 

Continental Electric also manufactures a complete line of special purpose photocells, such as the CE-5, CE-7, CE-8, CE-10, CE-12, 
CE-15, CE-18, CE-26, etc. We will be happy to work with you on design and development problems, also on any special phototubes your 
application may require. Full data, price, etc. on special phototubes will be forthcoming upon request. 



CE-B25 



BLUE SENSITIVE TYPES, GAS-FILLED, RWIA SPECTRAL RESPONSE S4 


Q R 

CE-59/5581 $9.00 $4.40 

CE-64/5583 10.00 3.60 

CE-74 . 12.00 6.50 

CE-83/5612 16.00 10.00 

CE-91 . 10.00 3.30 

CE-97/5614 . 16.00 10.00 


BLUE SENSITIVE TYPES, VACUUM, RMA SPECTRAL RESPONSE S4 



CE-29/929 $9.00 

CE-34 . 10.00 

CE-61 . 10.00 

CE-99 16.00 


MINIATURE TYPES 

LEAD SULFIDE TYPES 


CE-701 Side Type . .$10.00 

CE-702 Side Type . 10.00 

CE-7 03 End Type .. 10.00 

CE-704 Double Side Type. 15.00 

CE-705 End Type . 10.00 

CE-711 Three-Pin Side Type. 10.00 


$2.00 

4.50 
6.60 

6.50 



CE-30 


CE-7 02 



GE-?01 
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m ELECTRONIC TUBES M. 


Engineered and Manufactured by Continental Electric Co. 
CETRON RECTIFIER and GRID CONTROL TUBES 

Type New No. Old No. Description P 

CE-3B2S — 0.5 amp. half wave gas filled 1500 volts DC with 

medium 4 pin base. $ I 

CE-200A CE-200 2 amp. full wave mercury vapor 250 volts DO with 

standard 4 pin base . 

CE-201A CE-201 2 amp. full wave mercury vapor 250 volts DO with 

special 4 long pin base.. 

< CE-202B CE-202 15 amp. half wave mercury vapor 250 volts DC Mogul 

Screw base . 3! 

CE-203 — 15 amp. half wave mercury vapor 150 volts DC Mogul 

Screw base . i; 

CE-205 2-RA-5 5 amp. half wave mercury vapor 250 volts DO Mogul 

: Screw base .. 1: 

i CE-206 2-RA-6 6 amp. half wave mercury vapor 90 volts DC Mogul 

. Screw base . < 

CE-207 — 15 amp. half wave mercury vapor 150 volts DC Mogul 

Screw base . 3 

CE-210A CE-210 2 amp. full wave mercury vapor and gas 250 volts 

D.C. with standard 4 pin base. 


standard 4 pin base 




Type New No. 

CE-3B2S 

Old No. 

CE-200A 

CE-200 

CE-201A 

CE-201 

CE-202B 

CE-202 

CE-203 

_ 

CE-205 

2-RA-5 

CE-206 

2-RA-6 

CE-207 

— 

CE-210A 

CE-210 

CE-213A 

CE-213 

CE-220 

CE-72 

CE-221 

4B25 

CE-222 


CE-225 

___ 

CE-226 

R-6-A 

CE-230 

3B24 

CE-235 

R-15-A 

CE-235A 

— 

CE-249C 

— 

CE-303 

3C31 

CE-304 


CE-305 

— 

CE-306 

_ 

CE-309 

FG17 

CE-311 

3C23 


_ CE-393A — 

CE-323B — 


CE-394A 

CE-627 


.020 amp. 20,000 half wave high vacuum, rect. 

tubes. Stand. 4 pin base. 

6.4 amp. full wave gas filled 200 volts DO special 

4 pin base . 

1 amp. full wave gas filled 200 volts DC with medium 

4 pin base . 

6 amp. half wave gas filled 60 volts DO with Mogul 

Screw base .!. 

6 amp. half wave gas filled 90 volts DC Mogul Screw 

base . 

.060 amp. 20,000 half wave high vacuum rect. med. 

4 pin base . 

15. amp. half wave gas filled 60 volts DC Mogul 

Screw base . 

15 amp. half wave gas filled 60 volts DO Mogul Screw 

base and flexible anode lead. 

0.64 amp. half wave mercury vapor 2000 volts DC 
with medium 4 pin base . 

1 amp. grid control tube, gas filled standard 4 pin 

base . 

12.5 amp. grid control mercury vapor 125 amp. peak 

current No. 4310 4 pin ind. base. 

2 amp. grid control tube, gas filled, standard 4 pin 

base .. 

6 amp. grid control tube, gas filled, 40 amp. peak 

current, 4 pin base No. 412 . 

.5 amp. grid control tube mercury vapor 5000 peak 

inverse med. 4 pin base. 

1.50 amp. grid control tube mercury and gas filled 

1000 peak inverse med. 4 pin base. 

1.50 amp. grid control tube mercury and gas filled 
125 0 peak inverse med. octal base. 

1.5 amp. grid control tube mercury vapor and gas 
filled 125 0 peak inverse. Medium 5 pin base 

3 amp. grid controlled, gas filled, indirectly heated, 

short deionization time, peak inverse 1250V, 

flexible leads. 

5 amp. grid controlled, gas filled, indirectly heated, 
short deionization time, peak inverse 1250V, 

flexible leads._. 

10 amp. grid controlled, gas filled, indirectly heated, 
short deionization time, peak inverse 1250V, 

flexible leads. 

0.64 amp. grid control tube mercury and gas filled 

with medium 4 pin base . ... 

0.64 amp. grid control tube mercury vapor with 
medium 4 pin base .. 


Detailed engineering specifications on all tubes are available 
upon request. The extensive engineering and manufacturing 
facilities which we have, make possible the development and 
production of many types of special tubes to your specifica¬ 
tions. If you have a problem involving the use of any CETRON 
tubes you are invited to consult us. 


WARRANTY 

We guarantee all products manufactured by us to be 
free from all material and manufacturing defects and 
to give satisfactory service when operated in accordance 
with instructions indicated for their use. 

Continental Electric Co. 


o. 


Price 

Data 
Sheet No. 

$ 8.50 

143 

7.75 

111 

8.00 

111 

35.00 

108 

11.60 

104 

12.60 

106 

6.00 

106 

35.00 

108 

7.75 

131 

7.50 

107 

5.85 

113 

19.00 

125 

8.50 

115 

5.00 

121 

5.00 

112 

13.20 

123 

10.00 

109 

10.00 

109 

9.50 

144 

13.25 

114 

74.75 

119 

28.00 

116 

33.60 

118 

7.90 

126 

15.75 

127 

15.75 

127 

15.75 

133 

45.00 

137 

50.00 

138 

95.00 

139 

9.50 

141 

15.75 

142 



CE-203 
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2312-18 WABANSIA AVENUE. CHICAGO 47. ILLINOIS 


TRANSMITTING TRIODES 

Max. Plate Max. Grid Max. Me. 


Type 

Filament 
Volts Amps. 

Dissipation 

Watts 

D.C. 

Volts 

D.C. 

M.A. 

Drive 

Watts 

Amp. 

Factor 

Base 

for 100% 
Input 

List 

Price 

UX-CV11 

10.0 

2.5 

75 

1500 

165 

8.0 

14 

Spec. 

30 

$11.50 

T-20 

7.5 

1.75 

20 

750 

85 

3.5 

20 

A4-10 

60 

4.00 

TZ-20 

7.5 

1.75 

20 

750 

85 

3.5 

62 

A4-10 

60 

4.00 

T-40 

7.5 

3.0 

40 

1500 

150 

9.0 

25 

A4-10 

60 

4.50 

TZ-40 

7.5 

lo 

40 

1500 

150 

9.0 

62 

A4-10 

60 

4.50 

T-55 

7.5 

3.0 

55 

1500 

150 

7.0 

20 

A4-10 

60 

9.50 

HF-60 

10.0 

3.0 

60 

1500 

150 

7.5 

15 

A4-10 

60 

12.50 

T^60 

10.0 

3.0 

60 

1500 

150 

9.0 

15 

A4-10 

60 

11.50 

T-200 

10.0 

5.75 

200 

2500 

350 

20.0 

17 

A4-29 

30 

25.00 

T-300 

10-11 

6.0 

300 

3000 

300 

18.0 

23 

A4-30 

30 

30.00 

468 

10.0 

4.5 

150 

2250 

200 

20.0 

18 

A4-30 

30 

29.50 

805 

10.0 

3.25 

125 

1750 

210 

10.0 

45 App. 

A4-29 

30 

13.50 

810 

10.0 

4.5 

125 

2250 

275 

15.0 

36 

A4-29 

30 

14.50 

T-814 

10.0 

4.0 

200 

2500 

300 

17.0 

12 

A4-29 

30 

20.00 

822 

10.0 

4.0 

200 

2500 

300 

17.0 

30 

A4-29 

30 

20.00 

845 

10.0 

3.25 

100 

1230 

175 

10.0 

5 

A4-29 

20 

13.75 

8000 

10.0 

4.5 

125 

2500 

250 

20.0 

16.5 

A4-29 

30 

14.50 


GRID-CONTROLLED RECTIFIERS 

Anode 


Type 

Filament 

Volts Amps. 

Volts 

Peak 

Inverse 

Amps. 

Peak 

Amps. 

Average 

Base 

List 

Price 

’5*5557/TT-17 

2.5 

5.0 

2500 

2.0 

0.5 

A4-10 

$ 7.00 

*873 

5.0 

6.75 

3000 

10.0 

2.5 

A4-29 

17.25 

C3A14 

14.0 

i5 

750 

30.0 

3.0 

A4-81 Spec. 

42.50 

C3R14 

14.0 

2.5 

500 

30.0 

3.0 

A4-81 Spec. 

42.50 

6278/C5F14 

. 14.0 

2.5 

500 

60.0 

5.0 

A4-81 Spec. 

45.50 

C6A 

2.5 

17.5 

600 

77.0 

6.4 

G2-3 

32.30 

5685/C6J-A 

2.5 

21.0 

1250 

77.0 

6.4 

A4-81 

31.90 

cm 

2.5 

21.0 

1250 

40.0 

6.4 

A4-81 

32.20 

*KY-21A 

2.5 

10.0 

11000 

3.0 

0.750 

A5-11 

13.25 


*Mercury Vapor—All others Inert Gas 



In addition to its 
many lines of stand¬ 
ard power tubes, 
Taylor designs and 
manufactures special 
tube types for indus¬ 
trial and commercial 
applications. Special 
purpose tubes can be 


RECTIFIERS 


t3B28 

2.5 

5.0 

10000 

1.0 

0.250 

A4-10 

$ 8.85 

t6B 

2.5 

21.0 

920 

40.0 

6.4 

A4-81 

12.40 

t16B 

2.5 

36.0 

620 

96.0 

16.0 

G2-3 

24.30 

TR-401VI 

5.0 

10.5 

60000 

1.0 

0.25 

A4-29 

20.00 

*249-B 

2.5 

7.5 

10000 

1.5 

0.375 

A4-10 

9.00 

*249-C 

2.5 

7.5 

10000 

1.5 

0.375 

A4-10 

9.00 

*249-8 

2.5 

7.5 

5000 

0.5 

0.125 

A4-10 

7.00 

*258-B 

2.5 

7.5 

10000 

1.5 

0.375 

Spec. 

11.00 

*866-A 

2.5 

5.0 

10000 

0.5 

0.250 

A4-10 

1.95 

*866 Jr. 

2.5 

2.5 

5000 

0.5 

0.125 

A4-10 

1.65 

*872-A 

5.0 

6.75 

10000 

5.0 

1.25 

A4-29 

8.20 

*875-A 

5.0 

10.0 

15000 

6.0 

1.5 

A4-29 

21.00 

*8008 

5.0 

6.75 

10000 

5.0 

1.25 

A4-18 

8.20 

t6277/3B28A 

2.5 

5.0 

10000 

1.0 

0.250 

A4-10 

8.85 

t6288 

2.5 

2.0 

7500 

2.5 

0.175 

A4-5 

_ 

8013-A 

2.5 

5.0 

40000 

0.15 

0.02 

A4-9 

10.30^ 

8020 

5.0 

6.0 

40000 

0.75 

0.10 

A4-10 

22.00 

*RX-21A 

2.5 

10.0 

11000 

3.0 

0.750 

A5-11 

9.00 


*Mercury Vapor 


flnert Gas 

All others High Vacuum 


economically 
produced to your 
exacting require¬ 
ments. 

Contact our Applica¬ 
tion Engineering De¬ 
partment for informa- 
tion regarding 
standard or special 
tube types. 
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RAULAND 

PICTURE TUBES 


PROVEN DEPENDABILITY • SUPERIOR PERFORMANCE 


Tube 

type 

Bulb 

A 

Maximum 

diameter 

Length 

Deflection 

angle 

approx. 

Normal 

anode 

voltage 

No. 2 
grid 
voltage 

No. 1 
grid cutoff 
volts 

Face 

glass 

List 

Price 

Suggested 

resale 

10BP4 

G 

103 ^" 

17%" 

50° 

9,000 

250 

-27 to -63 

Clear 

$28.00 

$21.00 

10BP4A 

G 

103^" 

17%" 

50° 

9,000 

250 

-27 to -63 

fLuxide 

28.00 

21.00 

10FP4^ 

G 

103^" 

m " 

50° 

9,000 

250 

-27 to -63 

Clear 

34.50 

26.00 

10FP4A^ 

G 

m " 

17%" 

50° 

9,000 

250 

-27 to -63 

fLuxide 

34.50 

26.00 

12KP4* 

G 

12^6' 

m " 

54° 

11,000 

250 

-27 to -63 

Clear 

38.50 

29.90 

12KP4A* 

G 

12^6" 

17%" 

54° 

11,000 

250 

-27 to -63 

fLuxide 

38.50 

29.90 

12LP4 

G 

12W' 

m " 

54° 

11,000 

250 

-27 to'-63 

Clear 

32.50 

24.25 

12LP4A 

G 

12^4" 

18%" 

54° 

11,000 

250 

-27 to -63 

fLuxide 

32.50 

24.25 

12UP4A 

M 

1214" 

18%" 

54° 

11,000 

250 

-27 to -63 

fLuxide 

40.50 

30.25 

12UP4B 

M 

1214" 

18%" 

54° 

11,000 

250 

-27 to -63 

fLuxan 

40.50 

30.25 

14BP4 

G 

131^' □ 

I 6114 " 

65° 

11,000 

250 

-27 to -63 

fLuxide 

34.50 

26.00 

14CP4 

G 

13114 " □ 

leiVie" 

65° 

11,000 

250 

-27 to -63 

fLuxide 

34.50 

26.00 

16AP4 

M 

15%" 

22M'' 

53° 

12,000 

300 

-33 to -77 

Clear 

46.00 

34.50 

16AP4A 

M 

15^" 

2234" 

53° 

12,000 

300 

-33 to -77 

fLuxide 

46.00 

34.50 

16EP4 

M 

153^" 

m " 

60° 

12,000 

300 

-33 to -77 

Clear 

51.00 

38.20 

16EP4A 

M 

15%" 

19%" 

60° 

12,000 

300 

-33 to -77 

fLuxide 

51.00 

38.20 

16EP4B 

M 

15%" 

19%" 

60° 

12,000 

300 

-33 to -77 

fLuxan 

51.00 

38.20 

16GP4 

M 

15%" 

17ll/f6" 

70° 

12,000 

300 

-33 to -77 

fLuxide 

46.00 

34.50 

T6GP4B 

M 

15%" 

1711^6" 

70° 

12,000 

300 

-33 to -77 

fLuxan 

46.00 

34.50 

16TP4 

G 

I4;^''n 

18%" 

65° 

12,000 

300 

-33 to -77 

fLuxide 

37.25 

28.10 

16KP4/16RP4 

G 

143 ^" □ 

18" □ 

65° 

12,000 

300 

-33 to -77 

fLuxide 

37.25 

28.10 

17AP4 

G 

16^'' □ 

19%" 

70° 

12,000 

410 

-33 to-77 

fLuxide 

35.00 

26.00 

17BP4A 

G 

165^" □ 

19%' 

70° 

^ 12,000 

410 

-33 to-77 

fLuxide 

35.00 

26M 

17CP4 

G 

16^" □ 

19%" 

70° 

12,000 

410 

-33 to -77 

fLuxan 

34.50 

26.00 

n7HP4/*17RP4 

G 

16^" □ 


70° 

14,000 

300 

-33 to -77 

fLuxide 

38.25 

28.75 

17LP4A/17VP4 

G 

. 16^" □ 

m/ 

70° 

14,000 

300 

-33 to -77 

fLuxide 

38.25 

28.75 

19AP4A 

M 

18^" 

21%" 

66° 

13,000 

250 

-27 to -63 

fLuxide 

59.00 

44.00 

19AP4B 

M 

18^" 

21%" 

66° 

13,000 

250 

-27 to -63 

fLuxan 

59.00 

44.00 

20CP4A/20DP4A 

G 

20 %" □ 

21^6’ 

70° 

15,000 

410 

-33 to -77 

fLuxide 

51.50 

38.50 

20HP4A/20LP4 

G 

20 %" 

21%" 

70° 

14,000 

300 

-33 to -77 

fLuxide 

53.50 

40.00 

21AP4 

M 

20M " 

22%" 

70° 

14,000 

300 

-33 to -77 

JLuxan 

55.00 

41.50 

21EP4A 

G 

□ 

23" 

70° 

14,000 

300 

-33 to -77 

fLuxide 

55.00 

41.50 

*21FP4A 

G 

21W ' □ 

23" 

70° 

14,000 

300 

-33 to -77 

fLuxide 

57.00 

43.00 

21MP4 

M 

20%" 

22%" 

70° 

16,000 

500 

-33 to -77 

JLuxan 

57.00 

43.00 

*21YP4 

G 

21%" □ 

2215^6" 

70° 

14,000 

300 

-33 to -77 

fLuxide 

54.50 

40.75 

21ZP4A 

G 

2114 " □ 

221545" 

70° 

14,000 

300 

-33 to -77 

fLuxide 

51.50 

38.50 

24AP4 

M 

24" 

24%" 

70° 

15,000 

300 

-33 to -77 

fLuxide 

101.00 

75.30 

*24BP4 

M 

24" 

24%" 

70° 

15,000 

300 

-33 to -77 

fLuxide 

101.00 

75.30 

27AP4 

M 

26%" 

21%" 

90° 

15,000 

300 

-33 to -77 

fLuxan 

151.50 

113.00 


★ Aluminized type, no ion magnet required. A Metal-Glass—M. All Glass—G. □ Retangular bulb—diagonal dimension. All heaters 
6.3 volts, 0.6 amps. All types magnetic deflection and focus. * Electrostatic Lo Focus Vol. t Dark Face. J Dark Face Etched. 
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TUBES ^ 

with nine-plus \ 

lives\ 
built in 
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LOS GATOS 

TYPE NUMBER 

TUBE TYPE 

3B24W 

Rectifier 

4D21/4-125A 

Beam Tetrode 

4E27 

Beam Pentode 

4E27A 

Beam Pentode 

4E27TV 

Pentode specially 
designed for 

TV transmitters 

100R 

Rectifier 

TOOTH 

Triode 

100TL 

Triode 


THE LOS GATOS LONG SUIT 


LOS GATOS 
TYPE NUMBER 










Los Gatos Brand Tubes in both JAN snd commercial 
types are setting new performance records throughout 
the electronic field. EKclusive new SINTERCOTE 
black-body surface on Molybdenum anodes improves 


250R 

250TH 



TUBE TYPE 

USER PI 

IICE 

Rectifier 

20.00 

Triode 

22.50 

Triode 

22.50 

Rectifier 

19.50 





253 


254 


332A 


705A 


719A 


8020 


heat dissipation, keeps tubes hard during operation. 
Send for technical data bulletins. 

Inquiries are welcomed for special tubes designed to 
your specifications. 


Triode 


Pentode 


Rectifier 


Clipper Diode 32.00 


Rectifier 



LEUIIS and KflyFIDfll, 


LOS GATOS 3 


CALIFORNIA 
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“EL” XENON 6AS-FILLED TUBES 



FULL WAVE RECTIFIER FULL WAVE RECTIFIER FULL WAVE RECTIFIER HALF WAVE RECTIFIER 
IL 1C EL 3C EL 6C , EL 6B & EL 6F 


D.C. Output (Amps.) .. 1.0 D.C, Output (Amps.) .. 2.5 '' D.C. Output (Amps.) 

Peak Anode Current .. 4.0 Peak Anode Current .. 10.0 Peak Anode Current 

Peak Inverse Volts .... 725 Peak Inverse Volts.725 Peak Inverse Volts. 

Filament Volts. 2.5 Filament Volts. 2.5 Filament Volts. 

Filament Amperes. 6.0 Filament Amperes. 11.5 Filament Amperes... 

Overall Length. SVi” ^ Overall Length.^ 7"-. Overall Length. 

Price .$7.52 Price .$8.90 Price . 


6.4 D.C. Output (Amps.) .. 6.4 

25.6 Peak Anode Current .. 40.0 

725 Peak Inverse Volts .... 920 

2.5 Filament Volts. 2.5 

17.0 Filament Amperes. 21 

IVi'. Overall Length (6B) .. 9" 

Overall Length (6F) ..814" 

.$16.63 (pgnel Mounting) 

Price .$12.40 


HALF WAVE RECTIFIER 
EL 16F 

D.C. Output (Amps.) .. 16.0 
Peak Anode Current .. 96.0 
Peak Inverse Volts.... 620 

Filament Volts. 2.5 

Filament Amperes. 36 

Overall Length .ISVa" 

(Panel Mounting) 

Price . $24.30 



aCIK ELC3J ELC6J EL Ct6J EL C6C 


D.C. Output (Amps.) .. 1.0 D.C. Output (Amps.) .. 2.5 D.C. Output (Amps.) .. 6.4 

Peak Anode Current .. 8.0 Peak Anode Current .. 30.0 Peak Anode Current .. 77.0 

Peak Forward Volts.... 1000 Peak Forward Volts.... 750 Peak Forward Volts.... 750 

Peak Inverse Volts.... 1250 Peak Inverse Volts .... 1250 Peak Inverse Volts.... 1250 

Filament Volts. 2.5 Filament Volts. 2.5 Filament Volts. 2.5 

Filament Amperes. 6.3 Filament Amperes. 9.0 Filament Amperes.21.0 

Overall Length.414"- Overall Length.,^...614"." Overall Length., 9" 

Price .$9.43, Price _P .—.530.90 


D.C. Output (Amps.) .. 16.0 
Peak Anode Current 160.0 
Peak Forward Volts.... 1000 
Peak Inverse Volts .... 1250 

Filament Volts. 2.5 

Filament Amperes.31.0 

p Overall Length . 10" 

(Panel Mounting) 

Price .$56.67 


D.C. Output (Amps.) .. 6.4 
Peak Anode Current .. 77.0 
Peak Forward Volts.... 2000 
Peak Inverse Volts .... 4000 

Filament Volts . 2.5 

Filament Amperes. 24.0 

Overall Length. 11" 

Price .$43.22 


El (IB/A 


EL C3J/A 


EL C6J/A 

D.C. Output (Amps.) 

. 1.0 

D.C. Output (Amps.) 

.. 2.5^ 

D.C. Output (Amps.) .. 6.4 

Peak Anode Current 

. 8.0 

Peak Anode Current 

.. 30.0 

Peak Anode Current ... 77.0 

Peak Forward Volts. 

. 750 

Peak Forward Volts. 

..1000 

Peak Forward Volts.... 1000 

Peak Inverse Volts. 

.1250 

Peak Inverse Volts . 

..1250 

Peak Inverse Volts.... 1250 

Filament Volts. 

. 2.5 

Filament Volts. 

.. 2.5 

Filament Volts. 2.5 

Filament Amperes... 

. 6.3 

Filament Amperes... 

.. 9.0 

Filament Amperes.21.0 

Overall Length ....... 

AVi' 

Overall Length. 

.. 614"^ 

Overall Length. 9" 

Price . 

...$9.43Price . 

$15.04 

friM ......— -_S3].»0 


FOR SPECIAL APPLICATIONS 

EL C3A14 
EL C3H 
ELC3P14 
EL C5F14 
EL GSM 
ELC6P 
ELC6L 
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NATIONAL ELECTRONICS, INC. 

GENEVA • ILLINOIS • U.S.A. 

QUICK-HEATING INDUSTRIAL ELECTRONIC TUBES 


I G N I T RO N S 



NL-3C23 THYRATRON 



TYPE 

NUMBER 


NL-1001 

NL-1005 

NL-5551 

NL-5552 

NL-5822 


TYPE 

NUMBER 


NL-3C23 

NL-323B 

NL-393A 

NL-710/ 

6011 

NL-714 

NL-715/ 

5557 

NL-740 

NL-741 

NL-760 


NI-249C _ 

Nl-614 

NL-615 

NL-617 

NL-618 

NL-623 

NL-625 

NL-627 

NL-635 

NL-643 

NL-649/ 

5834/249R 

NL-653/ 

5835/BR-3 

NL-5558/ 

FG-32 


_ MAXIMUM RATINGS _ 

Maximum I Corresponding I Maximum I Corresponding 


250-600 
250-600 
250-600 
250-600 
1500 peak 


Demand 
ISOKva 
600 Kva 
600 Kva 
1200 Kva 
1200 peak 


Current 
DC-Amps. 


Current 
DC-Amps, 


Demand 
50 Kva 
200 Kva 
200 Kva 
400 Kva 
420 peak 


THYRATRONS 


DC PEAK PEAK FILA- FILA- 

OUTPUT AMPS. INVERSE MENT MENT 

AMPERES RATING VOLTAGE VOLTS AMPERES 




GAS 

FILLING 


Arg. & Merc. 
Arg. & Merc. 
Arg. & Merc. 

Arg. & Merc. 

_ Arg. & Merc. 

Mercury 
Arg. & Merc. 

Mercury 
Arg. & Merc. 


HALF-WAVE RECTIFIERS 


Mercury _ .64 

Xenon 2.5 

Mercury _ 2.5 

Mercury _ 5 

_ Xenon _ 6.4 

Mercury _ 15 

Mercury _ 15 

Mercury _ 20 

Mercury 6.4 

Mercury _ 15 

I Mercury 2 

Mercury 3 

Mercury 2.5 


FULL-WAVE RECTIFIERS 



NL-600 

Arg. & Merc. 


NL-602 

Arg. & Merc. 


NL-604 

Arg. 6 Merc. 


NL-606 

Arg. 6 Merc. 

( 



$37.50 

$80.50 

$80.50 

$ 121.00 

$143.00 


PRICE 


$12.50 

$13.25 

$13.25 

$12.15 

$7.75 

$7.75 

$20.50 

$20.50 

$30.90 


$12.75 

$8.90 

$7.50 

$11.60 

$12.40 

$11.60 

$29.00 

$35.00 

$12.60 

$13.50 

$7.50 

$10.75 

$14.00 


$ 8.20 

$ 10.20 

$8.90 

$16.63 


NL-604 RECTIFIER 


Prices and other data subject to change without notice. 

WRITE FOR INDIVIDUAL TUBE DATA SHEETS FOR FULL DETAILS. 
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This is Britain’s famous power amplifying 
tube . . . for years the favorite tube of ex- 
p^imenters and research laboratories; ac¬ 
knowledged in every country of the world 
to be the finest tetrode ever made. It is 
currently used in the Leak, Williamson, 
Radio Craftsmen and other fine amplifiers. 

The KT66 is a versatile power tetrode 
with a number of useful applications. It 
may be used in the output stage of a,n 
audio-frequency power amplifier, either 
tetrode-connected for maximum sensitivity 
and power output or triode-connected for 
high quality working. In transmitting cir¬ 
cuits using frequencies up to 30 Mc/s it 
may also be used as an oscillator or as a 
radio frequency amplifier. 

A high slope, indirectly heated beam 
tetrode, the KT66 is suitable for either 
single or push-pull audio operation and 
may be employed as a beam tetrode with 
aligned grids. This alignment of the grids 
reduces losses in the screen and makes for 
the highest possible power conversion effi¬ 
ciency. With this system of construction 
high orders of power output may be ob¬ 
tained with a low screen dissipation, and 
the anode is designed to dissipate 25 watts 
continuously with a reliable life per¬ 
formance. 



RATINGS 

Heater Voltagef 
Heater Current 
Anode Voltage 
Screen Voltage 
Anode Dissipation 
Screen Dissipation 
Anode Impedance* 
Mutual Conductance* 
(Va 

* measured at { Vg2 
Ivgl 

Capacitances : 

Grid to all 
Anode to all ... 

Anode to Grid 
Grid to Cathode 
Anode to Cathode 
Anode to Grid 


Tetrode 

connected 

6-3 

1-27 

500 

400 

25 

3-5 

22500 

6-3 

250 

250 

-15 


160 

11.5 

M 


Triode 

connected 

6-3 

127 

400 

25 

1450 

5-5 

400 

-38 


volts 
amps, 
volts max. 
volts max. 
watts max. 
watts max. 
ohms, 
m A/volt 


pF approx. 


8-7 

15-8 

7-2 


PRECAUTIONS IN USE 


1. For the prevention of parasitic oscillation, always connect a resis¬ 
tance of 100/500 ohms close to the screen grid terminal of the valve 
holder. When Used as a triode this resistance is connected between screen 
and anode. A control grid (stopper) resistance of 10,000 ohms to 
50,000 ohms is also recommended. 

2. The maximum permissible D.C. resistance from control grid to 
cath^e is limited to 0.5 megohms for auto bias and 0.1 megohm for 
fixedvias application. 

3. The heater-cathode voltage should not exceed 100 volts when used 
as_ a cathode-coupled driver valve, the heater and cathode should be 
joined and a separate heater supply used for each valve. 

4. In push-pull applications showing a large change- in anode current 
between the quiescent and full output conditions, a choke input smooth¬ 
ing circuit having a good regulation should be used. A badly regulated 
supply will lead to a fall in power output and/or excessive quiescent 
anode dissipation. 

5. The use of a common auto-bias resistance is not recommended 
except ki applications where the maximum anode dissipation is not 
attained under any condition of operation. 

6. Ventilation: Adequate ventilation around the bulb should be 
provided. 

The circuit information given docs not imply any license under any 
patents which may be involved. 

BRITISH INDUSTRIES CORPORATION 


7-piN “ Octal ” 

Pin I: Not connected 
2 ; Heater 
Anode 

Screen Grid, g2 
Control Grid, gi 
6: Omitted 
7 : Heater 
8: Cathode 

All dimensions are in mm. and are the maximum 
except where otherwise stated. 

OPERATING CONDITIONS 


Single Valve 
A.F. Amplifier 


Anode and Screen Voltage 
Bias Voltage 
Anode Current .. 

Screen Current 
Input Voltage .. 

Bias Resistance 
Anode Load Resistance 
Distortion 
Power Output 


Tetrode 

connected 


250 

-15 

85 

6-3 

15 

160 

2200 

9 

7*25 


connected 

400 250 

volts 

-38 

-19 

volts 

63 

60 

mA. 

— 

— 

mA. 

38 

19 

volts peak 

600 

315 

ohms. 

4500 

2750 

ohms. 

7 

6 

% 

5-8 

2-2 

watts 


Jyyo Verives Push-Pulb A.F. Amplifier. 

Tetrode connected, Auto Bias. 

(Data per pair of valves unless otherwise suted.) 

450v, supply 250v. supply 


Anode Voltage. 
Screen Voltage. 
Bias Voltage ... 

Anode Current 


FuU load 
Full load 


Screen Current 


390 

250 

volts 

275 

250 

volts 

-22-5 

-17-5 

volts 

104 

162 

mA. 

125 

165 

mA. 

5 

12 

mA. 

18 

20 

mA. 

9-5 

12 

watts. 

^ 2-5 

2-5 

watts 

500 

200 

ohms. 

70 

36 

volts 

8000 

4000 

ohms. 

6 

4 

% 

30 

17 

watts 


/ No load 
\Full load 
I No load 
(Full load 

Anode Dissipation, per valve 1 xj , , 

Screen Dissipation, per valve ) 

Bias Resistance, per valve 
Input Voltage, grid to grid 
Load Resistance, anode to anode 

Distortion . 

Power Output 

Two Valves Push-Pull, A.F. Amplifier. 

Triode connected. Auto Bias. 

(Data per pair of valves unless ot 

Anode and Screen Voltage ... 

Bias Voltage . 

Anode Current . 

Input Voltage, grid to grid 
Bias Resistance, per vadve ... 

Load Resistance, anode to anode 

Distortion .. 

Power Output 

Two Valves Push-Pull, A.F. Amplifier. 

Tetrode connected, Fixed Bias. 

For low distortion and permitting continuous full load operation. 


Anode Voltage 
Screen Voltagef 
Bias Voltage ... 

Anode Current 
Screen Current 
Anode Dissipation, per valve 
Screen Dissipation, per valve 
Input Voltage, grid to grid 
Load Resistance, anode to anode 

Distortion . 

Power Output . 


450v. supply 
400 

250v. supply 
250 

volts 

-38 

-20 

volts 

125 

no 

mA. 

80 

40 

volts 

600 

360 

ohms. 

— 4000 

2500 

ohms. 

3-5 

2 

% 

14-5 

4*5 

watts 


No signal 

Full signal 

volts 

510 

475 

395 

360 

volts 

-40 

-40 

volts 

80 

175 

mA. 

3 

19 

mA. 

21 

17 

watts 

0-6 

3-5 

watts 


80 

volts 

5000 

5000 

ohms. 

.... 

5 

% 

pply voltage 

SO 

watts. 


NEW YORK 13, N. Y. 
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DU MONT 

TELETRONS 




Du Mont Teletrons have consistently led the 
field of television picture tubes since 1939. Life¬ 
like pictures along with unsurpassed depend¬ 
ability and uniformity have made Teletrons the 
choice of the most discriminating receiver manu¬ 
facturers for original equipment. These same 
qualities make Du Mont Teletrons the finest 


replacement picture tube on the market. 

The Selfocus* types listed below may be used 
for replacing either magnetic or electrostatic 
tube types of the same mechanical characteristics 
without any alterations. They provide automatic 
focus at all times without a focusing coil or 
control. 


TUBE TYPES OFFERED BY DU MONT AT TIME OF PRINTING 


Tube 

T3^e 

Picture Area 

Deflection Angle 

Focusing 

12LP4A 

Round Glass 

88 sq. in. 

55° 

Magnetic 

12QP4, ' 

12QP4A 

B1034 

Round Glass 

88 sq. in. 

55“ 

Magnetic 

15DP4 

B1014 

Round Glass 

145 sq. in. 

57° 

Magnetic 

16FP4 

Round Glass 

152 sq. in. 

62° 

Magnetic 

16TP4 

Rectangular Glass 

145 sq. in. 

70° 

Magnetic 

16KP4 ) 

16RP4 j 

Rectangular Glass 

145 sq. in. 

70° 

Magnetic 

17AP4 

Rectangular Glass 

150 sq. in. 

70° 

Magnetic 

17BP4A 

Rectangular Glass 

150 sq. in. 

70° 

Magnetic 

17HP4 

Rectangular Glass 

150 sq. in. 

70° 

Low-Voltage 

Electrostatic 

17KP4 

Rectangular Glass 

150 sq. in. 

70° 

Selfocus* 

17LP4- 

Rectangular Glass 

152 sq. in. 

70° 

Low-Voltage 

19AP4 7 

19AP4A 5 

Cylindrical face 



Electrostatic 

Round Metal 

203 sq. in. 

66° 

Magnetic 

20CP4 1 

20CP4A j 

Rectangular Glass 

215 sq. in. 

70° 

Magnetic 

20HP4A 

Rectangular Glass 

215 sq. in. 

70° 

Low-Voltage 
Electrostatic 

20JP4 

Rectangular Glass 

215 sq. in. 

70° 

Selfocus* 

21EP4A 

Rectangular Glass 
Cylindrical face 

245 sq. in. 

70° 

Magnetic 

21FP4A 

Rectangular Glass 

245 sq. in. 

70° 

Low-Voltage 


Cylindrical face 



Electrostatic 

21KP4A 

Rectangular Glass 

245 sq. in. 

70° 

Selfocus 

21YP4 

Rectangular Glass 

247 sq. in. 

70° 

Low-Voltage 

Electrostatic 

21ZP4A 
^ Trade Mark. 

Rectangular Glass 

247 sq. in. 

70° 

Magnetic 


THE COMPLETE PICTURE TUBE LINE 

Additional information and specifications on tubes on request. 
The name of the Du Mont representative in your area on request. 






i 


I 


CATHODE-RAY TUBE DIVISION 
ALLEN B. DU MONT LABORATORIES, INC. 
CLIFTON, NEW JERSEY 
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Magnetic Focus Picture Tube Specifications 











:..J 


Type 

Face Plate 

Deflection 

Ion Trap 

Coating 

Electron Gun 


ALL 

GLASS ROUND TELEVISION TUBES 


12 LP4A 

Gray Filter 

55° 

Single Pole 

External Conductive 

Straight 

16 DP4A 

Gray Filter 

60° 

Single Pole 

External Conductive 

Straight 

19 FP4A 

Gray Filter 

66° 

Single Pole 

None 

Straight 

ALL GLASS RECTANGULAR TELEVISION TUBES (Spherical Face) 

14CP4 

Gray Filter 

70° 

Single Pole 

External Conductive 

3° Offset 

16 KP4 

Gray Filter 

70° 

Single Pole 

External Conductive 

3° Offset 

17BP4 

Gray Filter 

70° 

Single Pole 

External Conductive 

3° Offset 

20CP4A 

Gray Filter 

70° 

Single Pole 

External Conductive 

3° Offset 

20DP4A 

Gray Filter 

70° 

Single Pole 

None 

3° Offset 

21WP4A 

Gray Filter 

70° 

Single Pole 

External Conductive 

3° Offset 

21ZP4A 

Gray Filter 

70° 

Single Pole 

External Conductive 

3° Offset 

ALL 

GLASS RECTANGULAR 

TELEVISION 

TUBES (Cylmdrical 

Face) 

17UP4 

Gray Filter 

70° 

Single Pole 

External Conductive 

3° Offset 

21EP4A 

Gray Filter 

70° 

Single Pole 

External Conductive 

3° Offset 


Electrostatic Focus Picture Tube Specifications 



ALL GLASS RECTANGULAR TELEVISION TUBES (Spherical Face) 


17HP4 

Gray Filter 

o 

O 

Single Pole 

External Conductive 

3° Offset 

20HP4A 

Gray Filter 

o 

O 

Single Pole 

External Conductive 

3° Offset 

21XP4A 

Gray Filter 

o 

O 

l> 

Single Pole 

External Conductive 

3° Offset 

21YP4A 

Gray Filter 

-J 

o 

o 

Single Pole 

External Conductive 

3° Offset 


ALL GLASS RECTANGULAR PICTURE TUBES (Cylindrical Face) 

17LP4 Gray Filter 70° Single Pole External Conductive 3° Offset 

21FP4A Gray Filter 70° Single Pole External Conductive 3° Offset 


TEL-O-TUBE Corporation of America 

Sales Office: TEL-O-TUBE Sales Corporation, 580 Fifth Ave., New York 19, N. Y. 
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None Better in the Industry— 



-Federal 

...IN A CUSTOMER TEST OF 
LEADING MAKES, MORE THAN 

99 % 

of FEDERAL PICTURE TUBES 
HIT THE BULL’S-EYE for QUALITY! 


No Other make tested made a higher score than 
Federal 1 Here’s proof for servicemen that there is 
no finer picture tube on the market. Here’s assurance 
of customer satisfaction ... of fewer call-backs . . , 
of more dollars of profit! 

Federal’s leadership in picture tube quality is the 
result of Federal’s long-time world leadership in 


power tubes — for broadcast, industry, military 
communications and other major uses. 

The same high standards maintained for power tubes 
are rigidly adhered to In the engineering and pro¬ 
duction of picture tubes! 

The trend is to Federal — because it pays to re¬ 
place with the best . . . ! 


TUBE 

D E S C R I 

I P T 1 0 N 

DEALER 

SUGGESTED 

TYPE 

ENVELOPE 

FACEPLATE 

PRICE 

LIST PRICE 

10BP4A 

Round, Glass 

Filter 

$20.90 

$27.85 

12LP4A 

Round, Glass 

Filter 

24.00 

32.00 

14BP4 

Rectangular, Glass 

Filter 

26.15 

34.85 

14CP4 

Rectangular, Glass 

Filter 

26.15 

34.85 

16DP4A 

Round, Glass 

Filter 

30.25 

40.50 

16KP4 

Rectangular, Glass 

Filter 

28.00 

37.00 

16RP4 

Rectangular, Glass 

Filter 

28.00 

37.00 

16TP4 

Rectangular, Glass 

Filter 

28.00 

37.00 

17BP4A 

Rectangular, Glass 

Filter 

26.50 

35.50 

.17HP4 

Rectangular, Glass 

Filter 

28.00 

37.50 

17LP4 

Rectangular, Glass 

Filter Cylindrical, Face 

28.00 

37.50 

19DP4A 

Round, Glass 

Filter 

38.00 

50.50 

20CP4 

Rectangular, Glass 

Filter 

38.00 

50.50 

21EP4A 

Rectangular, Glass 

Filter Cylindrical, Face 

40.75 

54.25 

21FP4A 

Rectangular, Glass 

Filter Cylindrical, Face 

42.00 

56.00 

21YP4 

Rectangular, Glass 

Filter, Spherical Face 

41.50 

55.00 

21ZP4A 

Rectangular, Glass 

Filter, Spherical Face 

40.00 

53.50 


t Suggested List Prices effective April 15, 1953. 

Suggested List and Dealer Prices include Federal Excise Tax. 

See your Federal Distributor for TV Picture Tube return allowance information. 

All prices subjeti to ihange without notice 

Consult your local Federal Distributor or write to Federal direct 
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A-127 AMPLIFIER 

Rack mounted power amplifier. POWER: 18 watts. 
GAIN; 66 db. IN; A-127—100,000 ohms; A-127A, 
A-127B—30, 250, 500-600 ohms. OUT: A-127, 
A-127A—8. 16 ohms; A-127B—500, 2,000, 3,000 
ohms. FREQUENCY: ±1 db, 20-20,000 cycles, 
NOISE; —53 db. POWER SUPPLY: 10 5-130 V. 
at 50-60 cycles. EXT. VOLTAGES: 6.3 V. at 2.5 
amp.; 350 V. at 20 Ma. DIM: 19" wide; 8 %" high; 
7" deep. WT.: 18 lbs. COLOR: Blue Gray. NET 
PRICE: A-127—$234.00; A-I27A or A-I27B— 
$267.00. 


A-326 AMPLIFIER 

Portable P.A. amplifier. 20 watts—2 microphone, 
1 phono input. ±1 db. 30-15,000 cycles. OUT: 4, 
8, 16 ohms. POWER SUPPLY: 117 V, 50/60 
cycle. DIM: 7%" x 7%" x 141/8". WT.: 21 lbs. 
COLOR: Aluminum hammertone, 

A-326A —^IN: mic, 30, 150, 500 ohms; phono, 
500,000 ohms. GAIN: mic,, 104 db; phono, 74 db, 
NOISE: mic., —13 dbm; phono, —38 dbtn. 

NET PRICE: $198.00 
A-326B —^IN: mic., 100,000 ohms; phono, 500,000 
ohms. GAIN: mic., 99 db; phono, 74 db, NOISE: 
mic,, —15 dbm; phono* —38 dbm. 

NET PRICE: $165.00 


1500 SERIES AMPLIFIERS 
WITH 530A POWER SUPPLY* 

A complete group of integrated amplifiers and pre¬ 
amplifiers adaptable to all high quality amplifying 
installations. 

I5I0A PREAMPLIFIER —2 channels, GAIN: 47 
db. IN: 50, 150, 300, 600 ohms. OUT; 10,000 
ohms, DIM: 4&" wide; 5^" high; 5" deep, 

LIST PRICE: $1 15.00 
151 lA AMPLIFIER —Equalized for VR pickup— 
has bass and treble controls for 1500 series system. 


A-247B AMPLIFIER 

Single stage Class AB2 push-pull beam power 
amplifier. POWER: 75 watts. GAIN; 10 db. IN: 
16 ohms. OUT: 4, 8 and 16 ohms. FREQUENCY; 
±1 db; 20-20,000 cycles. NOISE: —27 dbm. 
POWER SUPPLY: 105-125 V.; 50-60 cycles. 
DIM: 101 / 2 " high; 19" wide; 8 1 / 2 " deep. WT.: 
56 lbs. COLOR: Blue gray. 

NET PRICE: $276.00 


A.287WS 
AMPLIFIER 

Class B power ampli¬ 
fier especially adapt¬ 
able to installations 
where large audio 
power is required in 
1 package. POWER; 
250 watts. GAIN: 12 
db. IN: 8, 16. 250, 
500 ohms. OUT: 
2.25-20 ohms, FRE¬ 
QUENCY: db, 

100 - 10,000 cycles. 
NOISE: —27.8 db. 
POWER SUPPLY: 
105-130 Y.; 50-60 
cycles. DIM: 23^1" high; 20i1g" wide; 13" deep, 
in wall cabinet. WT.: 141 lbs, COLOR: Gra.v. 

NET PRICE: $715.00 


303B TUNER 

AM-FM tuner includes a built-in power supply and 
multistage audio circuit. AM section is of the 
superhet type, designed to provide a broad band flat 
top curve. FM circuit has cascode type RF stage, 
separate oscillator and triode mixer stage and three 
stages of IP amplification in addition to a ratio 
detector. Both the AM and FM sections incorporate 
AVC and a magic eye. Multistage amplifier includes 
a preamp equalized for variable reluctance pickup 
and contains a four-channel selector switch for AM, 
FM, phono and spare; three-step selection of record 
crossover frequencies; filter for 33% r.p.m, record¬ 
ing eharacteristic use; variable control of rise and 
droop in both treble and bass, and a continously 
variable volume control. Cathode follower used in 
output stage enables the tuner to be connected to 
any power amplifier with a high impedance input. 
For best results the Altec A-333A power amplifier 
is recommended. 

NET PRICE: $280.00 








A.256C AMPLIFIER 

Beam power rack mounted amplifier designed for 
high quality public address- and monitor purposes. 


GAIN: 34 db.JBASS (^NT^L: -flO db —14 db I powER: 75 watts. GAIN: 50 db. IN: 500 ohms. 


at 40 cps. TREBLE CONTROL; -HO db. —20 db 
at 10,000 cps. INPUT: for VR pickup. OUT: 
10,000 ohms. DIM: 4^" wide; 5^" high; 5" 
deep. LIST PRICE: $90.00 


5,000 ohm bridging. OUT: 4, 8 and 16 ohms (can 
be supplied with TM-226 output transformer—500 
ohm and 70 V. line). FREQUENCY: ±1 db, 
20-20.000 cycles. NOISE: —45 dbm. POWER 


I520A AMPLIFIER— Rack mounted. POWER: 35 I SUPPLY: 105-130V.; 50-60 cycles. EXT. YOLT-{ 


watts. GAIN: 75 db. IN: 100,000 ohms, OUT: 4, AGES: 6.3 V. at .6 amp., 300 V. at 5 Ma. DIM: 

8, 16 ohms and 70 V line. EXT. VOLTAGES; 14" high: 19" wide: 9" deep.^WT.: 60 lbs. COLOR: 

(max.) 300 V. DC at 15 ma; 6,3 V. AC at 1.35 Blue gray, NET PRICE: $399.00 | 

a. for 1510A and 151 lA. DIM: 19" wide; 10 %" _*.^B*..*i*iii*B*^*i*i** 

high; 9" deep. WT.; 55 lbs. LIST PRICE: $253.20 

I530A. AMPLIFIER: Rack mounted. POWER: 70 watts. GAIN: 75 db. IN: 100,000 
ohms. OUT: 4, 8, 16 ohms and 70 V line. EXT. VOLTAGES: (max.) 300 V. DC at 
30 ma; 6,3 V. AC at 2.7 a. for 1510A and 1511A. DIM; 19" wide; 14" high; 9" deep. 

WT.: 60 lbs. LIST PRICE: $327.15 

I540A AMPLIFIER —^GAIN: 65 db. IN: 100,000 ohms. OUT; 62.5, 125, 500 ohms. 

DIM; 3%" wide; 5^" high; 6%" deep. LIST PRICE: $105.00 

I550A APPARATUS UNIT —^Line level matching transformer. PRI: 30, 125, 250, 500 
ohms. SEC; 17,500-70,000 ohms. DIM: SVe" wide; 5^g" high; 4%'' deep 

(Not Shown) LIST PRICE: $38.25 

530A POWER SUPPLY —300 V. DC 50 ma max.; 6.3 V. AC 3.2 a. max. DIM; SVe" 
wide; 5^" high; 6%" deep. LIST PRICE: $54.00 

^Distributed by Graybar Electric Co, 


A-333A POWER AMPLIFIER 
A-433A REMOTE CONTROL 
PRE-AMPLIFIER 

Designed especially for use in home music systems 
for the hisfhly critical audiophile. Extremely versa¬ 
tile. Remote pre-amplifier contains controls for bass 
rise and droop; treble rise and droop; 3 selections 
for recording crossover frequencies; equalization for 
variable reluctance pickup; filter for 33% record¬ 
ing characteristic rise; 3 input selector switch and 
volume control. System frequency response flat to 
4-0 —1 db from 20 cycles to 20,000 cycles and is 
within 3 db of flat response up to 100,000 cycles. 
Power amplifier will deliver full 27 watts of audio 
power at less than 5% total harmonic distortion; 
20 watts at less than 2% total harmonic distortion: 
and 15 watts at less than %% total harmonic 
distortion. 

NETPRICES:A,-333A—$I I I.00;A-433Ai—$87.00 
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BELL SOVXD EQUIPMENT 


(Three Speed) Model RT-65B 

SPECIFICATIONS 

Power Output: 3.5 Watts 

Controls: Rewind-Off-Forward; Tone with AC Power Switch ; Volume; 
Erase/Record or Playback; Equalization Switch. 

Outputs: External Speaker, 3.2 Ohms ; Monitor, 500 Ohms for Headphones, 
or External Amplifier. 

Input: Microphone and External Radio or Phono. 

Forward Speed: 1%» 3% and 7^ inches per second. 

Speaker: 8 Watts 6" P.M. 

Rewind: 45 inches per second. 

Record: Dual Track Type “A" Tape. 

Frequency Response: 70 Cycles to 8,000 Cycles at 7% IPS. 

Tubes: 1-12AX7 ; 1-12AU7 ; 1-6V6GT; 1-6X5GT. 

Power: 80 Watts—117 Volts—60 Cycles A.C. 

Dimensions: 16" Deep; 8%" High; 15" Wide. 

Weight: 33 Lbs. Net; Shipping Wt. 40 Lbs. 


HIGH FIDELITY AMPLIFIER 

SPECIFICATIONS 

Output: 10 Watts at Less than 3%. Peak Power 15 Watts. 

Frequency Response: 20 to 20,000 Cycles d=% db with Controls set for 
Flat Response. 

Gain: Radio (Hi-Z) 76 db; Crystal Phono (Hi-Z) 74 db; Mag #1 95 db; 
Mag #2 110 db. 

Hum Level: 65 db. Delow Rated Output. 

Inputs: 1-Radio; 1-Crystal Phono; 1-Mag #1; 1-Mag. #2. Selected by 
3 Position Switch. 

Input Impedance: Radio lOOK; Crystal Phono .6 Meg; Mag #1 27K; 
Mag #2 47K. 

Controls: (4) 1-Overall Volume Control; 1-Bass Control —14 db to 4-13 
db, at 100 Cycles ; 1-Treble Control with AC Power Switch —13 db 
to 4-12 db, at lOK Cycles; 1-Selector Switch (3 positions) #1— 
TV, Tape or Crystal Pickup #2—Radio, #3—Magnetic Pickup. 
Output Impedance: 4 ohms; 8 ohms; 16 ohms. 

Power Consumption: 76 Watts; 117 Volts; 60 Cycles. 

Tubes: 1-5Y3GT; 2-6V6GT; 1-6SL7GT; 2-6SC7. 

Dimensions: 7%" Deep; 6" High; 11^" Long. 

Net Weight: SVs Lbs. 


CUSTOM HIGH FIDELITY AMPLIFIER Model 3145A 


Model 2122B 





NOTE: Model 2148 20 ft. extension cable available for above. 


SPECIFICATIONS 


Frequency Response: Within ±.25 db 20 to 30,000 cycles. 

Power-Distortion: (a) Distortion at normal listening levels is 
less than .2 of 1%. 

(b) 20 watts at less than 2%. Peak output 30 watts. 

(c) Less than .1 of 1% total distortion contributed by pre¬ 
amplifiers and control unit. 

Hum and Noise Level: (a) 80 db below fu?4 output minimum, 
(b) No audible hum with all controls at maximum, noise at 
least 10 db below surface noise of best record surface. 

Inputs: Six: Hi-level mag; Lo-level mag; Crystal pickup; 
Microphone; Hi-level radio; Lo-level radio. 

Controls: Remote Control Unit Selector Switch: 5 phono posi¬ 
tions, 2 radio positions; Volume control (compensated) ; Bass 
control; Treble control; Power Amplifier: AC Switch, Pro¬ 
vision for remote AC switch. Master gain control. 

Output Impedance: 4, 8, 16 ohms. 

Tubes: Eleven—3-12AU7 ; 3-12AX7 ; 2-6SN7GTA ; 2-6B4G ; 

1-5V4G. 

Power Consumption: 150 watts nominal at 117 Volts, 50-60 
Cycles. 

Dimensions and Weights: Remote Control Unit: 3%" deep, 10" 
Viride, 4%" high—Weight: 3% Lbs. 

Power Amplifier: 8%" deep, 17" wide, 7" high—Weight: 35 
Lbs. 


Mfg. by THE BELL SOUND SYSTEMS, Inc. • Columbus 7, Ohio 

Copyright by U. C. P., Jnc, 
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BELL SOLND EQLIPMENT 


15 WATT BEIX AMPLIFIER Model 3715B 



• Three Input Circuits 

• Illuminated Control Panel 

• Beam Power Output Tubes 

• Exceptional Tone Quality 

• Phono Tops Available 


A fine performing, versatile, 15 watt amplifier. Utilizes push- 
pull beam power output tubes, and an inverse feedback to reduce 
total distortion. Three inputs with separate volume controls 
permit simultaneous mixing of two microphones and a phono¬ 
graph. Standard top can be easily replaced with a phono top 
accessory, either single speed (Model 2196) or three speed (Model 
2197), making the phonograph an integral part of the amplifier. 


SPECIFICATIONS 


Power Output: 15 Watts at Less Than 
5%. Peak Power: 18 Watts. 
Frequency Response: 30 to 15,000 
Cycles Plus or Minus 2 db. 

Gain: Microphone Channels, 120 db ; 

Phono Channel, 81 db. 

Hum Level: 65 db Below Rated Output. 
Inputs: 2 Microphone; 1 Phonograph. 
Input Impedances: Micro Channels, 3 
megs.; Phono Channel, % meg. 
Controls: 2 Micro Volume; 1 Phono 
Volume; 1 Tone with AC Switch. 


Output Impedances: 2.5 ; 4 ; 8 ; 16 ; 250 ; 
500 Ohms and 70 V Constant Volt¬ 
age Tap, 

Power Consumption: 100 Watts; 117 
Volts; 60-60 Cycles. 

Tubes: 2-6AU6 ; 1-6SF5; 1-6N7 ; 
2-6V6GT; 1-5U4G. 

Dimensions: 11%" Deep; 8" High; 
161/2" Wide. 

Shipping Weight: 32 lbs. 


25 WATT BELL AMPLIFIER 


An eight tube version of one of BelFs most popular units, this 
model incorporates several new design features, including an 
additional microphone input. Each of the three microphone inputs 
and the phonograph input has a separate volume control. Bass 
and treble tone controls are also separate. Easy-to-read, sloping, 
lighted control panel. Wide range of output impedances permits 
matching to any speaker load. 

Phono Tops: Standard top can be easily replaced with single 
or three speed (Models 2196 or 2197) turntable phono top. 


SPECIFICATIONS 


Power Output: 25 Watts at Less Than 
5%. Peak Power: 33 Watts. 

Frequency Response: 30 to 18,000 
cycles Plus or Minus 2 db. 

Gain: Microphone Channels. 122 db; 
Phono Channel, 80 db. 

Hum Level: 65 db Below Rated Output. 

Inputs: 3 Microphone; 1 Phonograph. 

Input Impedances: Micro Channels, 3 
megs.; Phono Channel, ^ meg. 

Controls: 3 Micro Volume; 1 Phono 
Volume; Bass; Treble, with AC 
Switch. 


Output Impedances: 2.5; 4; 8; 16; 
250 ; 500 Ohms; 70 V Constant Volt¬ 
age Tap. 

Power Consumption: 150 Watts, 117 
Volts, 50-60 Cycles. 

Tubes: 3-6AU6 ; 1-6SF5 ; 1-6N7 ; 
2-6L6G; 1-5U4G. 

Dimensions: 1114" Deep; 8" High; 
161/2" Wide. 

Shipping Weight: 34 lbs. 



Model 3735B 


• Attractive Modern Design 

• Four Inputs: Three microphone, 

1 Phonograph 

• Separate Bass and Treble Controls 

• Illuminated Control Panel 

• Phono Tops Available 


50 WATT BELL AMPLIFIER Model 3750B 



• Rugged Construction. 

• Four Inputs. 

• Bass and Treble Boost. 

• Available for Remote Standby 

Operation. 

• Excellent Frequency Response. 


Sufficient wattage to cover 90 per cent of commercial sound 
requirements. Tone control circuits, operating in an inverse feed¬ 
back network, provide wide tone adjustments with very low 
distortion. 

Model 3750BR is the same basic amplifier with built-in stand-by 
relay for economical operation and prolonged life. 


SPECIFICATIONS 


Power Output: 50 Watts at Less Than 
5%. Peak Power; 80 Watts. 

Frequency Response: 30 to 15,000 
Cycles Plus or Minus 1 db. 

Gain: Micro Channels, 125 db; Phono 
Channel, 85 db. 

Hum Level: 67 db Below Rated Output. 

Inputs: 3 Microphone; 1 Phonograph. 

Input Impedances: Micro Channels, 10 
megs.; Phono Channel, 1 meg. 

Controls: 3 Microphone Volume; 1 
Phono Volume; Bass; Treble, with 
AC Power Switch. Model 375OBR 
has Stand-by Relay. 


Output Impedances: 2.5 ; 4 ; 8 ; 16 ; 
250; and 500 Ohms and 70 V Con¬ 
stant Voltage Tap. 

Power Consumption: 260 Watts at 
117 Volts; 50-60 Cycles. Adjustable 
105-117-128 Volts. 

Tubes: 3-7C6 ; 3-6SC7 ; 1-6SN7GT ; 
2.6L6G; 1-5U4G ; 1-5R4GY ; 1-5V4G. 

Dimensions: 16%" Deep; 8" High; 
161/2" Wide. 

Shipping Weight: 60 lbs. 


Mfg. by THE BELL SOUND SYSTEMS, Inc. • Columbus 7, Ohio 


Copyright by U. C. P., Inc. 
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BELL SOUNP EQriPMENT 

8 WATT BELT MOBILE AMPLIEIEB model 3706.IWB 


Here is a brand new addition to the time-proven Bell line of amplifiers. 
A compact, rugged and amazingly efficient low wattage mobile amplifier. 
It was especially designed for use by Municipal Police and Fire Departments, 
Safety Patrols, Traffic Control and outdoor audible advertising. The tubes 
and vibrator can be inspected or changed without disturbing the installation 
because the chassis and front panel are so constructed that they easily slide 
out of the case. In an emergency a whole new spare unit can be inserted in 
the case. It will operate on 6 volts DC or 117 volts 60 cycles and is provided 
with a standby switch to conserve battery drain. It comes complete with 
two cables. Any high impedance microphone can be used with this amplifier. 

SPECIFICATIONS 
Model 3706-MB 



• Chassis Removable for 

Servicing. 

• Fits under most dashboards. 

• Battery Stand-by Switch. 


Power Output: 8 Watts at Less than 5%. 

Peak Power: 12 Watts. 

Frequency Response: 60 to 15,000 Cycles 
Plus or Minus 2 db. 

Gain: Micro Channel, 112 db; Phono Chan¬ 
nel, 75 db. 

Hum Level: 60 db Below Rated Output. 
Inputs: 1 Microphone; 1 Phonograph. 
Input Impedances: Micro Channel, 3 megs; 
Phono Channel, % meg. 


Controls: Volume with Power Switch; Bat¬ 
tery Saver Stand-by Switch. 

Output Impedances: 4 ; 8 ; 16 Ohms. 

Power Consumption: 45 Watts, 117 Volts, 
50-60 Cycles AC ; 11 Amperes, 6 Volts DC. 
Tubes: 1-6SJ7 ; 1-6SN7GT; 1-6L6 ; 1-6X5GT. 
Dimensions: 10" Deep; 5%" Wide; 6%" 
High. 

Shipping Weight: 15 lbs. 

Model 3733-MB 


25 WATT BELL MOBILE AMPLIFIER 


This improved model incorporates for the first 
time a bifilar-wound power transformer. Two wind¬ 
ings and four sets of vibrator contacts greatly extend 
the life of the vibrator. This high-quality mobile am¬ 
plifier has two microphone inputs and built-in phono 
unit, each with separate volume control. Attractive, 


rugged steel cabinet has a sloping, lighted control 
panel. Economical stand-by switch saves battery 
power while keeping filaments hot and ready for 
immediate operation. AC power and DC battery cables 
both supplied. 


SPECIFICATIONS 

Power Output: 25 Watts at Less than 5%. Peak Power: 38 Watts. 
Frequency Response: 30 to 15,000 Cycles Plus or Minus 2 db. 

Gain: Micro Channels, 120 db; Phono Channel, 76 db* 

Hum Level: 60 db Below Rated Output. 

Inputs; Two Microphone; One Phonograph. 

Input Impedances: Micro Channels, 3.3 rpegs.; Phono Channel, ^ meg. 
Controls: Two Micro Volume Controls; Phono Volume; Tone with Power 
Switch; Stand-by Switch; Phono Motor “Off-On” Switch. 

Output Impedances: 2.5; 4; 8; 16; 250 ; 500 Ohms and 70 V Constant Volt¬ 
age Tap. 

Phono Motor: Single Speed, Rim Drive, 78 r.p.m. 

Power Cosumption: 115 Watts, 117 Volts, 60 Cycles AC; 24 Amperes, 6 
Volts DC. 

Tubes: 2-6AU6 ; 1.6J5 ; 1-6SN7GT ; 2-6L6G ; 2-6AX5GT. 

Dimensions: 11%" Deep; 16%" Wide; 10" High. 

Shipping Weight: 40 lbs. 


Model 3723-MB3 
Three Speed Turntable 

Offers all the outstanding features of Model 3723-MB, plus 
the added advantage of three speed motor-driven turntable. 
Plays 331 / 3 , 45, and 78 r.p.m. records. Pickup has crystal, turn¬ 
over-type cartridge for playing either microgroove or standard 
records. 



• Built-in Phono Unit 

• Two Microphone Inputs 

• Bifilar-wound Power Transformer 

• Heavy Duty Dual Vibrator 

• Power Economizer Switch 


32 WATT BELL MOBILE AMPLIFIER Model 3728-MB 


A mobile amplifier for general use, combining a top quality 32-watt 
amplifier of excellent tone with a phono pickup of the latest design. 
Plays all 12" and smaller records at 78 r.p.m. Operates on either 6 volts 
DC or 117 volts 60 cycles AC. Conversion by simple plug transfer. 
AC power and DC battery cables both supplied. 

SPECIFICATIONS 



— - - - „ .. 


• Circuit Breaker Protection on 6 Volts. 

• Bass Boost and Treble Compensation. 

• Power Economizer Switch. • Three In¬ 
put Channels. • Heavy Duty Dual Vibrator. 


Power Output: 32 Watts at Less than 5% 
Peak Power: 45 Watts. 

Frequency Response: 50 to 14,000 Cycles 
Plus or Minus 2 db. 

Gain: Micro Channels, 120 db; Phono 
Channel, 84 db. 

Hum Level: 60 db. Below Rated Output. 

Inputs: 2 Microphone; 1 Phonograph. 

Input Impedances: Micro Channels, 10 
megs; Phono Channel, 1 meg. 

Controls: Two Micro Volume; Phono Vol¬ 
ume ; Bass Tone; Treble Tone with 
Power Switch; Stand-by Switch; Phono 
Motor “Off-On” Switch. 


Output Impedances: 2.5; 4; 8; 16; 250; 
500 Ohms and 70 V Constant Voltage 
Tap. 

Phono Motor: Single Speed, Rim Drive, 
78 r.p.m. 

Power Consumption: 180 Watts, 117 Volts, 
60 Cycles AC ; 28 Amperes, 6 Volts DC. 
Tubes: 1-6X5GT ; 2-6AX5GT ; 3-7B4 ; 
1-6SL7GT; 2-6L6G. 

Dimensions: 16i^" Deep; 16%" Wide; 10" 
High. 

Shipping Weight: 60 lbs. 


Mfe. by THE BELL SOUND SYS TEMS. Inc. Columbus 7, Ohio 
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BELL SOUND E^UIPMEIVT 



10 WATT 

BELL PflOIVO-PA SYSTEM 

SPECIFICATIONS Model PA-STIOB-PS 

Amplifier: 3710B. 

Speakers: 2-10" Heavy Duty P.M. 

Cables: 2-25' Type SV with Plugs. 

Phono Equipment: Three speed (3345, 78 
RPM) motor and turntable and dual purpose 
turnover crystal pickup. 

Microphone: JT-30 with desk type stand. 

Microphone Cable: 15' Shielded Rubber with 
Connector. 

Microphone Stand: Furnished with Micro. 
Case: Model 3710B, 3 piece Portable. 
Dimensions: 12" Deep; I 8 V 2 " High; 15%" Wide. 
Shipping Weight: 44 lbs. 


15 WATT BELL 
SINGLE CASE PA SYSTEM 

SPECIFICATIONS Model PA-3715B 


Amplifier: 3715B (see page B-3) 

Speakers: 2-10" Heavy Duty P.M. 

Cables: 2-25' Type SV with Plugs. 

Built-in Phono Equipment: None. Phono Tops 
(Models 2196 and 2197) are available as 
accessories. 

Microphone: Not furnished with this system. 
Case: Model 15 Three pc. 

Dimensions: 13%" Deep; 20%" High; 18" 
Wide. 

Shipping Weight: 62 lbs. 




25 WATT BELL 
DUO-CASE PA SYSTEM 

SPECIFICATIONS Model PA-3725B 

Amplifier: 3725B (See page B-3). 

Speakers: 2-12" Heavy Duty P.M. with Line 
Matching Trans. 

Cables: 2-50' Type SV with Plugs. 

Built-in Phono Equipment: None. Phono Tops 
(Models 2196 and 2197) are available as 
accessories. 

Microphone: Not furnished with this system. 
Case: 1 Model 95. 1 Model 14-A. 

Dimensions: Model 14-A, 13%" Deep; 11 %" 
High; 18" Wide. 

Model 95, 13%" Deep; 20^^" High; 18" 
Wide. 

Shipping Weight: Complete System, 87 lbs. 


Mfg. hy THE BELL SOUND SYSTEMS, Inc. • Columbus 7, Ohio 


Copyright by U. C. P., Inc. 
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Without equal at any price. The best examples why the name NewcomP is so revered 
by Engineers and Owners alike. Will improve any system. A must when using the 
new 2-way wide range speakers. Check these important features and specifications. 

★ 20—20.000 cycles dz 1 db Remote control provision—all inputs 

':l^ Less than 3% distortion ^ U/L approved 

★ 90% of bating at less than 1% ^ Continuous duty—longer life parts 

★ Full power any output tap ★ Key locked control cover 

★ Audio bandwidth selectors Sensitive volume and overload indicators 

★ Hum and noise level—80 db. Wired for plug-in input transformers 

Full audio power, 50 to 5000 cycles (region of all major power requirements) 
within dr db, less than 5% distortion. Separate tone controls for Bass and Treble 
Boost or Attenuation of advanced design for better curve shape, greater range 
Feedback controlled, 2 stage mike pre-amplifiers. Hum balancing control, all* 
models but booster. Linear mixer frequency response. All but Pre-Amplifier have 
output impedance of ;4, 8, 16, 250, 500 ohms, PLUS a 70 volt "constant voltage" tab 
with convenient, simple,' im|3edance selector. Multistage inverse feedback. Ldrgb* 
heavy duty power and outpuf transformers thoroughly impregnated against mois¬ 
ture. Rear connections avoid unsightly wires, simplify rack installation. A. C 
convenience outlet in rear, all ihodels except booster. Cabinets: Heavy gauge 
welded steel beautifully styled. Finish:- Silver Grey Hammertone Baked Enamel 
Panels: Etched metal, illuminated. Knobs: Round, large, skirted type, for easy 
operation. Additional specifications given under specific model numbers. 


KX-25 POWER OUTPUT: 25 watts design 
center rating, 30 watts max. at less than 
3% distortion any output tap. PEAK 
POWER: 40 watts design center, 48 watts 
max. INPUTS (6): 5 mike (2 meg:.), gain 
123 db; 1 phono either Magnetic input 
gain 99 db based on 27,000 ohm input, 
bass equalization + 10 db or Crystal 
input y 2 meg. gain 90 db REMOTE 
CONTROL: Use RC-6 remote control unit. 
BASS TONE CONTROL: Range -—16 to - 
-f 25 db. TREBLE TONE CONTROL: Range 
—30 to -4-20 db. HUM: —80 db controls 
off, —75 db crystal phono, —65 db mike 


and magnetic pickup inputs (Referred to 
rated output). CONTROLS (15): 5 mike, 
1 phono, 1 bass, 1 treble, 4 bandwidth, 
1 master, 1 volume indicator (all under 
key locked control cover) A.C. power 
switch. TUBES (15): 6—6SC7, 2—6T5, 
1—6J7, 1—6S07, 1—6SN7, 2—6L6G, 1— 
6AF6G, 1—5U4G. POWER CONSUMP¬ 
TION: 135 watts, 117 volts 60 cycles A.C. 
Max. Input 129 volts. DIMENSIONS: 9%" 
X 173 / 4 " X 143 / 4 ". SHIPPING WEIGHT: 
40 lbs. UST: (with tubes) $379.50. Plug 
Kit: $6.92. 



KX-50 POWER OUTPUT: 50 watts design 
center rating, 60 watts max. at less than 
3% distortion any output tap. PEAK 
POWER: 80 watts design center, 90 
watts, max. BOOSTER COUPLING JACK 
for connecting K5GB Boosters for 100 
watts or more. All other characteristics 
identical with KX-25 except gains, 
which are all 3 db higher than KX-25. 


TUBES (18): 6—6SC7, 2—6J5, 1—6S07, 

1— 6J7, 1—6SN7, 4—6L6G, 1—6AF6G, 

2— 5U4G. POWER CONSUMPTION: 235 
watts, 117 volts 60 cycles A.C. Max. 
Input 129 volts. DIMENSIONS: 93/8" x 
173 / 4 " X 143 / 4 ". SHIPPING WEIGHT: 49 
lbs. LIST: (with tubes) $460.00. Plug Kit: 
$7.03. 


KX-6A: A 6 channel mixer pre-amplifier 
designed to feed broadcast lines or 
boosters for finest quality. OUTPUT: 
+31 VU, less than 3% distortion, +30 
yu at less than 1%. Has built in power 
supply and genuine VU meter with 
meter range extension switch. INPUTS 
for 5 mikes (2 meg.) gain 97 db and 1 
phono either crystal (+2 meg.) gain 64 
db or magnetic (27,000 ohms) gain 73 db. 
Use RC-6 Unit for remote control. In¬ 
cludes Master Volume Control and same 
fine Dual Tone Controls and Audio 
Bandwidth Selectors as in KX-25 and 
KX-50. BASS TONE CONTROL: Range 


—16 to +25 db. TREBLE TONE CON¬ 
TROL: Range —30 to +20 db. HUM: 
—80 db controls off, —80 db crystal —75 
db mike and magnetic. CONTROLS (12): 
5 mike, 1 phono, 1 bass, 1 treble, 1 
master, 1 four position bandwidth (all 
under key locked cover), 1 A.C. power 
switch, 1 VU meter range switch (in 
rear). TUBES (12): 6—6SC7, 4—6J5, 1— 
6J7, 1—6X5. POWER CONSUMPTION 35 
WATTS, 117 volts 60 cycles A.C. Max. 
Input 129 volts. DIMENSIONS: 9%" x 
173 / 4 " X 143 / 4 ". SHIPPING WEIGHT: 32 
lbs. LIST: (with tubes) $345.00. Plug Kit; 
$5.29. 


K50B: Booster Amplifier. Performance, 
power and output impedance same as 
KX-50 with but one input of Vz meg. 
impedance, gain 71 db. Provision for 
plug-in bridging or low impedance 
transformer. Built for continuous duty 
with long life parts, separate plate, 
and filament power transformers, in¬ 
dividually fused, permits dependable 
plate power switching. Includes volume 


and overload indicators as in KX-50. 
Ample multistage feedback to minimize 
effects of speaker load variations. 
Etched metal panel. TUBES (10): 1—6SJ7, 

1— 6SN7, 1—6S07, 4— 6 L 6 G, 1--6AF6G, 

2— 5U4G. POWER CONSTRUCTION: 230 
watts 117 volts 60 cycles. 129 volts max. 
DIMENSIONS: 93 / 3 " x I 73 / 4 " x I 21 / 4 " 
SHIPPING WEIGHT: 45 lbs. LIST; (with 
tubes) $210.00. Plug Kit: $2.50. 



NEWCOMB CUSTOM PORTABLE SYSTEMS 

KX-2512X: Portable system with KX-25 KX-25R12X: Portable system identical to 

amplifier and two. heavy duty, ex- KX-2512X but with each speaker 

trefnely efficient speakers, each with 50' mounted in an individual portable re¬ 
cable. System is carried in twO cases: flex baffle. Model KR-112, for utmost 

Mojdel KA for the amplifier, size 19" x tone quality. Speaker cases size, I 8 / 2 " 

113 / 4 " X 16/8"; Model K-212 for two x I 2 V 2 " x 24V^". Mikes apd mountings 

speakers, size ISVz" x 12 V^" x 22 V^". not included as requirements vary. 

Speakers face inside for maximum pro¬ 
tection when split case is closed. Mikes 
and mountings not included as require¬ 
ments vary. 

KA: Amplifier case fits all model K amplifiers. 

All Prices and Speci^eaflons Subfecf to Change Without Notice, 
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For Performance, Dependability and Value check these features and specifications: 

it 20-20,000 cycles ±: 2 db it Remote Control provision—all mikes 

it Full Power any output tap ★ U/L approval 

it Less than 5% distortion it Continuous duty—longer life parts 

it 90% of rated power at less than 2% ★ Wired for plug-in input transformers 

Full Audio Power, 50 to 5000 cycles (region of all major power *a:equirements) within ± 1/2 
db, less than 5% distortion. Individual boost and attenuate type bass 'and treble tone 
controls in new distortion free circuit. Linear mixer frequency response. All models but 
pre-amplifier have output impedances of 4, 8 , 16, 250, and 500 ohms PLUS a 70 volt "con¬ 
stant voltage" tap, with easily-operated impedance selector. Multi-stage inverse feedback. 
Large heavy duty power and output transformers thoroughly impregnated against mois¬ 
ture. Rear connections avoid unsightly wires, simplify rack installations. A. C. convenience 
outlet in rear, all models except boosters. Cabinets: Heavy gauge welded steel beautifully 
styled in modern functional simplicity that endures. Finish: Silver Grey Hammertone Baked 
Enamel. Panel: Etched metal, illuminated. Knobs: large, round, skirted type, for ease of 
operation. Additional specifications under specific model numbers. 


H-15 POWER OUTPUT: 17 watts design cen¬ 
ter rating, 20 watts max. at less than 5% 
distortion, any output tap. PEAK POWER: 
26 watts design center, 31 watts max. 
INPUTS (3): 2 mike (2 meg.), gain 120 db; 
1 phonograph (V^ meg.), gain 80 db. BASS 
TONE CONTROL: Range —16 to -fl4 db. 
TREBLE TONE CONTROL: —34 to -fl3 db. 
HUM: — 72 db phono input, —62 db mike 
inputs (referred to rated output). CONTROLS 


(5): 1 mike-phono, 1 mike, 1 bass, 1 treble, 
1 A.C. power switch. REMOTE CONTROL: 
Use RC-2 remote control unit. TUBES (7): 
2-6SF5, 1-6SJ7, 1-6SN7, 2-6L6G, 1-5Z4. POWER 
CONSUMPTION: 85 watts, 117 volts 60 cy¬ 
cles A.C. Max. input 129 volts. DIMEN¬ 
SIONS: 81/4" X 19" X lOi/s". SHIPPING 
WEIGHT: 23 lbs. LIST: (with tubes) $149.50. 
Plug Kit: $4.09. 


H-25 POWER OUTPUT: 25 watts design cen- 
Her rating, 30 watts max. at less than 5% 
distortion, any output tap. PEAK POWER: 
40 watts design center, 48 watts maximum. 
INPUTS (4): 3 mike (2 meg.), gain 124 db; 
1 phonograph (I /2 meg.), gain 80 db. BASS 
TONE CONTROL: —18 to -F15 db. TREBLE 
TONE CONTROL: Range —27 to -flO db. 
HUM: —72 db phono input, —62 db mike 
inputs (referred to rated output). CONTROLS 


( 6 ): 2 mike, 1 mike-phono, 1 bass, 1 treble, 
1 A.C. power switch. REMOTE CONTROL: 
Use RC-3 remote control unit. TUBES ( 8 ): 
3-6SF5, 1-6SJ7, 1-6SN7, 2-6L6G, 1-5U6G. 

POWER CONSUMPTION: 125 watts, 117 
volts 60 cycles A.C. Max. Input 129 volts. 
DIMENSIONS: 8 I/ 2 " x 19" x lOi/s". SHIPPING 
WEIGHT: 27 lbs. LIST: (with tubes) $186.50. 
Plug Kit: $5.03. 


H-50 POWER OUTPUT: 50 watts design cen¬ 
ter rating, 60 watts max. at less than 5% 
distortion, any output tap. PEAK POWER: 
80 watts design center, 90 watts max. IN¬ 
PUTS (5): 4 mike (2 meg.), gain 124 db. 1 
phono (I /2 meg.), gain 81 db. BOOSTER 
COULPING JACK for connecting H-25B or 
H-50B Boosters for 75 to 100 watts or more. 
BASS TONE CONTROL: Range —21 to +16 
db. TREBLE TONE CONTROL: Range —27 to 
+ 10 db. HUM: —72 db phono input, —62 


db mike inputs (referred to rated output). 
CONTROLS (7): 3 mike, 1 mike-phono, 1 
bass, 1 treble, 1 A.C. power switch. RE¬ 
MOTE CONTROL: Use RC-4 remote control. 
TUBES (12): 4-6SF5, 1-6SJ7, 1-6SN7, 4-6L6G, 
2-5U4G. POWER CONSUMPTION: 225 watts, 
117 volts 60 cycles A.C. Max. Input 129 
volts. DIMENSIONS: 91 / 4 " x 19" x I 21 / 2 ". 
SHIPPING WEIGHT: 42 lbs. LIST: (with 
tubes) $250.00. Plug Kit: $6.10. 


H-4VU Mixer Pre-Amp. with built-in power 
supply. Extremely low hum. Suitable for 
feeding telephone lines or booster amplifi¬ 
ers such as the H-25B or H-50B. Output +22 
db at less than 5% distortion. +21 db at 
less than 2%. INPUTS for three mikes (2 
mg.), gain 90 db. 1 phono (I /2 meg.), gain 
51 db. HUM: Better than, —80 db from 
phono input or —75 db, mike inputs. Use 
RC-3 Unit for remote control. Includes 
master control and genuine VU meter with 


meter range extension switch. BASS TONE 
CONTROL: Range —16 to +14 db. TREBLE 
TONE CONTROL: Range —27 to +13 db. 
TUBES (7): 3-6SF5, 1-6SI7, 1-6SN7, 1-6J5, 1-6X5. 
POWER CONSUMPTION: 30 watts, 117 volts 
60 cycles A.C. Max. Input 129 volts. DI¬ 
MENSIONS: 81/8" X 19" X lOi/s". SHIPPING 
WEIGHT: 21 lbs. LIST: (with tubes) $195.00. 
Without VU meter: $150.00. Plug Kit: $3.44 


H-25B Booster Amplifier — Performance 
Power and Output Impedances same as H-25 
with but one input of meg. impedance, 
gain 68 db. Provision for plug-in bridging 
or low impedance transformer. Etched 
metal panel with pilot light, A.C. power 
switch and volume control. Ideal for use 


with H-4 Pre-amplifier. Built for long life. 
TUBES (5): 1-6SJ7, 1-6J5, 2-6L6G, i-5U4G 
POWER CONSUMPTION: 120 watts, 117 
volts, 60 cycles A.C. Max. Input 129 volts. 
DIMENSIONS; SVs" x 19" x lOi/s". SHIP¬ 
PING WEIGHT: 25 lbs. LIST: (with tubes) 
$127.50. Plug Kit: $1.69. 


H50B Booster Amplifier — Performance, life. Ideal for use with H-4 Pre-Amp. TUBES 
Power and Output Impedances are same as ( 8 ) 1-6SJ7, 1-6J5, 4-6L6G, 2-5U4G. POWER 
H-50 with but ont input of 1/2 meg. imped- CONSUMPTION: 220 watts, 117 volts, 60 
ance, gain 71 db. Provision for plug-in cycles A.C. Max. Input 129 volts. DIMEN- 


bridging or low impedance transformer. 
Etched metal panel with pilot light, A.C. 
switch and volume control. Built for long 


SIONS: 91 / 4 " X 19" X I 21 / 2 ". SHIPPING 
WEIGHT: 38 lbs. LIST: (with tubes) $162.50. 
Plug Kit: $1.69. 


Newcomb Deluxe Portable Systems 

H-1512R: Portable system with H-15 amp. and two 
12" speakers, each with 25' cable, in split case 
Model EH-212, size lU/s" x 2 OI/ 2 " x 21", covered 
in washable fabricoid. Kickproof metal grills pro¬ 
tect speakers. Mikes and mountings not included 
as requirements vary. 

H-2512R: Portable system with H-25 amp. and two 
12" speakers, each with 25' cable in split case. 
Model EH-212. Size, 201 / 2 " x lU/s" x 21". Mikes 
and mountings not included as requirements vary. 

All Prices and Speeiticafions Subfect to Change 
Without Notice, 
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SERIES AMPLIFIERS 


A Low Priced Line of 
Superior Utility Amplifiers 



E 


The same fine workmanship and materials as the incomparable KX- and H-Series. Designed 
to lead the low-price field. For performance, dependability and economy the E-Series is 
today's best combination of high quality and low cost. All models U/L approved. 

E-10 AMPLIFIER . . . Delivers full 10 watts ohms to octal socket. TUBES (5): l-6Sd7, 

from push-pull 6V6 tubes. Inputs for mike 1-6SQ7, 2-6V6GT and 1-6X5GT. FINISH: 

and phono. SPECIFICATIONS . . . POWER Silver-gray hammertone baked enamel. 

OUTPUT: 10 watts at less than 5% distor- PANEL: Genuine etched metal. DIMEN- 

tion. FREQUENCY RESPONSE: 40 to 15,000 SIONS (Incl. cover): 53 / 4 " x 10%" x 0%" 

cycles ±2 db. Inputs (2): 1 mike (2 meg.), high. POWER CONSUMPTION: 60 watts at 

gain 116 db; 1 phono (I /2 meg.), gain 77 db. 117 volts; 60 cycles A.C. SHIPPING WEIGHT: 

TONE CONTROL: Range 0 to —24 db. Amplifier only, less cover, 9 lbs. Including 

MULTI-STAGE INVERSE FEEDBACK CIR- cover, IOI /2 lbs. LIST: (with tubes) $65.00. 

CUIT. OUTPUT IMPEDANCES: 4, 8 and 16 Cover: $6.00. Plug Kit; $1.71. 


E-IOIOS PORTABLE SYSTEM ... 10 watt size I 21 / 4 " x 153^" x 83 / 4 ". Mike and mount- 

basic system with 10" speaker, 25' cable ings not included, 

and plug, and E-10 amp. Case model E-110, 



All Prices and Specifications 
Subject to Change Without Notice, 


E-17 AMPLIFIER ... A conservative 17-watt 
amplifier with separate bass and treble tone 
controls, phonograph bass boost, multistage 
inverse feedback circuit, and provision for 
conversion to low impedance mike input. 
Input controls for mike and phone. SPECI¬ 
FICATIONS . . . POWER UNIT 17 watts at 
less than 5% distortion. FREQUENCY RE¬ 
SPONSE: ±2 db, 40 to 15,000 cycles. INPUTS: 
1 mike (2 meg.) gain 115 db; 1 phono (I /2 
meg.), gain 77 db. OUTPUT IMPEDANCES: 

E-1712R PORTABLE SYSTEM . . .17 watt 
amp. model E-17 and two 12" speakers each 
with 25' cable and plug. Split case model 


4, 8, 16 and 500 ohms. TUBES (5): 1-6SC7, 
1-6SJ7, 2-6L6G, 1-5Z4. PANEL; Etched metal, 
illuminated. FINISH: Silver-gray hammer- 
tone baked enamel. DIMENSIONS: (InCl. 
cover): 83 / 8 " x 14Va" x 8 " high. POWER CQU- 
SUMPTION: 75 watts at 117 volts, 60 cyolis 
A.C.SHIPPING WT.: 18 lbs. LIST: (with tubes 
less cover) $93.00. Cover $6.50. Phono 
Cover $39.50*. 3 Speed Cover $49>50*. 

Changer Cover $99.50. Plug Kit: $2.28. 
(*Plus Excise Tax.) 

EH-212, size 201 / 2 " x lU/s" x 21". Mikes 
and mountings not included. 


E-25 AMPLIFIER ... A dependable full 25- 
watt amplifier with inputs for two mikes and 
one phono, separate bass and treble tone 
controls, phono bass boost, multistage in¬ 
verse feedback circuit, and provision for 
conversion to low impedance mike inputs. 
SPECIFICATIONS . . . POWER OUTPUT: 25 
watts at less than 5% distortion. FRE¬ 
QUENCY RESPONSE: ±2 db, 40 to 15,000 
cycles. INPUTS (3): 2 mike (2 meg.), gain 
117 db; and 1 phono (V 2 meg.), gain 77 db. 


OUTPUT IMPEDANCES: 4, 8, 16 and 500 
ohms. TUBES (6): 1-6SJ7, 1-6807, 1-6J5, 2-6L6G 
and 1-5Z4. FINISH: Two-tone hammertone 
baked enamel. PANEL: Etched metal, illu¬ 
minated. POWER CONSUMPTION: ,90 watts 
at 117 volts; 60 cycles A.C. SHIPPING WT*: 
19 lbs. LIST: (with tubes less cover) $118.50. 
3 Speed Cover $49.50*. Cover $6.50. Phono 
Cover $39.50*. Changer Cover $99.50*. Plug 
Kit: $3.24. (*Plus Excise Tax.) 


E.2512R PORTABLE SYSTEM ... 25 watt EH-212, size 201 / 2 " x lU/s" x 21". Mikes 

amp. model E-25 and two 12" speakers each and mountings not included, 

with 25' cable and plug. Split case model 


E-50 AMPLIFIER ... A distortion-free con¬ 
servatively rated 50-watt amplifier using 
push-pull parallel 6L6 tubes and multistage 
inverse feedback circuit. Has inputs for two 
mikes and one phono, separate bass and 
treble tone controls, phono bass boost, and 
provision for conversion to low impedance 
mike inputs. SPECIFICATIONS . . . same as 
E-25 except as following: POWER OUTPUT: 


50 watts at less than 5% distortion. Mike 
gain 120 db.; phono gain 79 db. OUTPUT 
IMPEDANCES: 4, 8, 16 and 250 ohms. TUBES 
(6): 1-6SJ7, 1-6SC7, 1-6J5, 4-6L6G and 2-5Z4. 
DIMENSIONS (including cover): lli/4"xl43/4" 
POWER CONSUMPTION: 170 watts at 117 
volts; 60 cycles A.C. SHIPPING WT.: 31 lbs. 
LIST: (with tubes) $189.50. Plug Kit: $3.24. 


E-IOM MOBILE AMPLIFIER ... The Model 
E-IO-M is a particularly rugged, dependa¬ 
ble, low cost 10 watt mobile amplifier, de-, 
signed for use on 6 V.D.C. or 117 volts, 60 
cycles A.C. power. Features push-pull beam 
power output tubes with inverse feedback 
for low distortion; Standby battery saver 
switch; New freedom from vibrator hash; 
Special mounting to simplify rerrioval of 
chassis for servicing; • Inputs for mike and 
phono; Sturdy Jones connectors for battery 
and A.C. cables. SPECIFICATIONS . . - . 


POWER OUTPUT: 10 watts at less than 5% 
distortion. FREQUENCY RESPONSE: 50 to 
15,000 cycles ±2 db. Mike Input (2 megs.), 
gain 115 db; Phono Input (I /2 meg.), gain 
75 db. OUTPUT IMPEDANCES: 4, 8, and 16 
ohms. Jewelled pilot lamp. Etched metal 
panel. Silvertone-gray, baked enamel ham¬ 
mertone finish. TUBES (5): 1-6SC7, 1-6SF5, 
2.6V6GT, 1-6X5GT. POWER CONSUMPTION: 
60 watts at 117 volts A.C. 8 amps at 6 V.D.C. 
SHIPPING WEIGHT: I 31/2 lbs. LIST: (with 
tubes) $97.50. Plug Kit: $1.39. 


E-25MP PHONO TOP MOBILE AMPLIFIER 

... A full 25 watts from either 6 V. Storage 
Battery or 117 V. A.C. at new low price. 
Consumes least possible current per waft 
output. "Standby" switch reduces battery 
consumption, keeps tubes warm for instant 
use. Separate A.C. power and turntable 
switches. Heavy duty Jones plugs and 
receptacles provide dependable connec¬ 
tions to battery or A.C. power source. 
SPECIFICATIONS . . . POWER OUTPUT: 
A full 25 watts at less than 5% distor¬ 
tion from either 117 volts A.C. or 6-vplt 
storage battery. RESPONSE: ±2 db, 50- 
15,000 cycles. INPUTS for two mikes (2 meg.) 
gain 119 db; and one phono (V^ meg.), gain 
78 db. HIGH FREQUENCY ATTENUATOR 
range, 28 db. CIRCUIT FEATURES: Multi¬ 


stage inverse feedback, resistance capacity 
coupling, phase correction for phono motor, 
2000 volt Hermetically sealed oil buffer con¬ 
denser. OUTPUT IMPEDANCES: 4, 8, 16 and 
500 ohms to two octal speaker sockets 
and impedance selector. PHONOGRAPH 
MOTOR: Constant speed 78 R.P.M. PICKUP: 
Crystal. TUBES (7): 1-6SC7, 1-6SJ7, 1-6J5, 
2-6L6, 2-6X5GT. POWER CONSUMPTION: 
107 watts at 117 volts, 60 cycles A.C. or 
20.5 amps, including phono motor from 6- 
volt storage battery. FINISH: Silver-gray 
hammertone baked enamel. PANEL: Etched 
rnetal, illuminated. DIMENSIONS (including 
cover): 8%" x HVe" x 10" high overall. 
SHIPPING WT.: 30 lbs. LIST: (with tubes 
and phono cover) $199.50. Plug Kit: $3.24. 
(Excise Tax on cover). 


E-25M . . _. Same as E-25MP, Mobile Amplifier, with cover, tubes, less phono unit. Power 
watts A.C. or 17 amps. f|pm 6 V.D.C. Dimensions: 8%" x 14V^" x 8" high. 
SHIPPING WT.: 27 lbs. LIST: (with tubes "and plain cover) $181.00. Plug Kit; $3.24. 

ALL . MODELS U/L APPROVED 
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The Classic 25, Fidelity 
sans pareil 25 watts with 
complete remote control 




An unexcelled combination of technical perfection, flexibility and 
listening pleasure. Average level distortion is reduced to vanish¬ 
ing point. "Audi-balance" achieves perfect balance of output 
tubes for lowest distortion in seconds. Here is fidelity with ample 
reserve power, hum eliminated by D.C. filament supply, a high 
damping factor reduces transient distortion to minimum without 
disregarding needs of speakers, new A.E.S. response position, a 
new output connection to tape recorder. Panel mounting simpli¬ 
fied. "Adjusta-panel" extends control shafts to 3/4". Remote cable 
extends up to 100'. 

POWER AMPLIFIER: Frequency response flat from 10 to 30,000 
cycles with negligible deviation from 5 to 100,000 cycles. 25 watts 
at less than 2% distortion. Typical readings show 20 watts at 20 
and 20,000 cycles at less than 1/2% with mid-frequencies at less 
than 1/4% and 1 watt readings as low as .005%. Hum and Noise: 
95 db below 25 watts. Six Inputs: AlFat main amplifier, 1 low level 
magnetic pickup (.0092 volts), 1 high level magnetic pickup (.046 
volts), 1 crystal (.61 volts), 1 radio (1 volt), 1 TV (1 volt), 1 tape 
(1 volt). Pre-amp: Shock mounted with full frequency compensa¬ 
tion for various inputs. Controls: 1 master phono gain or "limit" 
control, 1 crystal-magnetic selector switch, 1 "Audi-balance" 
switch, 1 "Audi-balance" control, 1 A.C. power switch on 5' cable. 
Outputs: To speakers, 8 or 16 ohms at terminal strip. To tape 
recorder, up to 6V2 volts to high impedance "external amplifier" 
input of tape recorder. Auxiliary A.C. socket. Fuse for protection. 
Tubes: (power amp.) 2-12AX7, 1-12AU7, 2-6L6G, 1-5U4G. Power 
Consumption: 125 watts 117 volts 60 cycles A.C. Finish: Dove 
brown hammertone baked enamel. Size: 14" x 10" x 71/4". 
REMOTE CONTROL: Cable length 5' (Model 2X, 20' extension 
cable available). Panel Controls: 1 bass, range —16 db to -1-23 db. 
(Special curve shape avoids overemphasis of mid-bass frequen¬ 
cies), 1 treble, range —25 to -|-23 db., 1 five position record condi¬ 
tion compensator, 1 five position crossover control selects ideal 
playback characteristics and automatically equalizes for lower av¬ 
erage level of microgroove records, 1 program selector, 1 volume 
control Fletcher-Munson compensated for both highs and lows for 
utmost low level realism, 1 petite pilot lamp. Tubes: (remote unit) 
1-12AX7, 1-12AV6. Finish: Brushed brass. Size: x 43^" x 3%” 

high. Weight; total 281/2 lbs. Audiophile, NET $269.50. 

A n Ultra-High Fidelity 

watts with complete 
remote control 

/ " \ Low distortion, excellent reserve 

I power, advanced circuitry, new fea- 
7 tures, superb reproduction, easy in- 
^ stallation are characteristics. Remote 
extends up to 50'. Design makes substantial savings possible in 
installation. Features new "Audi-balance" and "Adjusta-panel," 
excellent damping factor reduces speaker transient distortion, a 
new 5 position crossover selector includes A.E.S. and automatic 
level correction for microgroove recordings, and a new output 
connection to tape recorders. 

POWER AMPLIFIER: Frequency response ±1 db, 10-25,000 cycles 
with excellent response to 100,000 cycles. 15 watts at less than 
1% distortion. Typical readings show 14 watts at 20 and 20,000 
cycles at less than 1% with mid-frequencies less than V^% and 
less than 1/10% at 10 watts. Hum and Noise: 85 db. below 15 
watts. Six Inputs: All at main amp., 1 low-level magnetic pickup 
(.008 volts), 1 high level magnetic pickup (.032 volts), 1 crystal 
pickup (.546 volts), 1 radio (1 volt), 1 TV (1 volt), 1 tape (1 volt). 
Pre-amp; Shock mounted and full frequency corrected for various 
inputs. Controls: 1 master phono gain or "limit" control, 1 crystal- 
magnetic selector switch, 1 "Audi-balance" control, 1 hum bal¬ 
ance control, 1 A.C. power on 5' cord. Outputs: To speakers, 8 
or 16 ohms at terminal strip. To tape recorder, up to 1,9 volts to 
high impedance "external amp," input of recorder. Auxiliary 
A.C. socket. Fuse for protection. Tubes; (in power amp), 2-12AX7, 
1-6AV6, 2-6L6G, 1-5V4G. Power Consumption: 90 watts 117 volts 
60 cycles A.C. Finish; Dove brown. Size: 14" x 10" x 71/4". 
REMOTE CONTROL; Cable 5' (Model 2X, 20' extension available). 
Panel Controls: 1 bass, range —-17 to -1-20 db,, 1 treble, range 
—20 to 4-18 db., 1 five position crossover control, 1 program selec¬ 
tor, 1 vol. control, Fletcher-Munson compensated for both highs 
and lows, 1 petite pilot lamp. Tubes: (remote) 1-6AV6, 1-12AX7. 
Fhiish: Brushed brass. Size; SS/e" x 43/s" x 3%" high. Weight: 
(amp. and remote), 203^ lbs. Audiophile, NET $179.50. 

ALL MODELS 


A-15 HIGH FIDELITY 15 WATTS 

Distortion at 15 watts less than 1%. 10 to 

100,000 response within —1 db. from 20 to JyPLJy 

20,000 cycles. Built-in pre-amp fully compen- w 

sated for magnetic pickups. Distortion free " 

individual bass and treble controls. Cross* 

over selector with A.E.S. response position. 

Fletcher-Munson bass and treble compensation. "Adjusta-panel" 
shaft extension. High damping factor. Hum balance control. 

Four Inputs: 1 low level magnetic pickup (.0085 volts), 1 high level 
magnetic pickup (.037 volts), 1 crystal (.307 volts), 1 for radio, TV 
or tape (.975 volts). Hum and Noise; 82 db. below 15 watts. Con¬ 
trols: 1 bass, range to -|-19 db., 1 treble, range —20 to -j-19 db., 
1 program and crossover selector, I vol. Tubes; 1-6AV6, 2-12AX7, 
2-6L6G, 1-5V4G. Output Impedances: 8 and 16 ohms to terminal 
strip. Auxiliary A.C. socket for accessories. Power Consumption: 
90 watts at 117 volts 60 cycles A.C. Fuse for protection. Size: 10" 
X 10" X 75/8". Weight: 15 lbs. Audiophile, NET $99.50. Separate 
escutcheon, PT-67, NET $1.80. 

j A.104R HIGH-FIDELITY 

wifh remote control for 
easier installation 

10 watts at less than 1%. ±1 db. 
20 to 20,000 cycles with good re- 
sponse to 100,000 cycles. Built-in 
pre-amp for magnetic pickups. Separate bass and treble tone 
controls. "Adjusta-panel" feature (Pat applied for). Phono cross¬ 
over selector with A.E.S. position. Fletcher-Munson bass and treble 
compensation. Hum balance control. Multi-stage inverse feedback. 
The A-104R offers listening pleasure, technical refinements, narts 
, quality, workmanship and special features not heretofore offered 
in this price class. Specifications include: 12 watts at less than 
2%. Four Inputs: Direct to main chassis, 1 low level magnetic 
pickup (.0115 volts), 1 high level magnetic pickup (.0515 volts), 
1 crystal pickup (.58 volts), 1 radio, TV or tape L98 volts). Hum 
and Noise: 70 db. below 12 watts. Controls: (on remote) 1 bass 
and power switch, range 0 db. to -}-19 db., 1 treble, range —24 
db. to “1-13 db., 1 crossover and program selector, 1 vol. Tubes: 
2-6AV6, 1-12AX7, 2-6V6G, 1-5Y3GT. Output Impedances: 8 and 16 
ohms to terminal strip. Aux. A.C. socket for accessories. Power 
Consumption: 70 watts 117 volts 60 cycles A.C. Fuse for protec¬ 
tion. Finish: Dove brown hammertone baked enamel. Remote 
panel finish, brushed brass. Size; (main amp.) 71/2" x 9" x 
high, (remote) 8" x 2" x 2", (panel) 91/8" x 25/8". Remote cable 4'. 
Weight: (amp and remote) 11 lbs. Audiophile, NET $69.50. 

i FIDELITY 12 WATTS 

Identical to A-104R except no remote control, 
/ja Controls are on main amp. "Adjusta-panel" 
''' '' permits control shafts to be lengthened up to 

%"• Size: 9" x 9" x 63^". Weight; 91/2 lbs. 
U/L approved. LIST $96.69. Audiophile, NET 
$59.50. Separate escutcheon, PT-66, NET. $1.65. 

AM-1 OR HIGH FIDELITY 10 WATTS 

with remote control for easy installation J «ij ||||ii | 

10 watts at less than 3%. ±1 TM 

db. 20 to 20,000 cycles with ^ ^// 

good response to 75,000 cycles. - 

Built-in pre-amp compensated 

for magnetic pickup. New "In- 

terlocked" individual bass and 

treble controls. A.E.S. tone position. Hum balance control. Multi¬ 
stage inverse feedback. "Adjusta-panel." 

Value packed with advanced features the AM-IOR brings new 
listening pleasure and installation ease within everybody's reach. 
Never before has so much been offered for so little. Specifications 
include: Four Inputs: direct to main amp. chassis) 1 low level mag¬ 
netic pickup (.0069 volts), 1 high level magnetic pickup (.039 volts), 
1 crystal pickup (.485 volts), 1 radio, TV or tape input. Hum and 
Noise: 80 db. below 10 watts. Controls; (on remote) 1 bass with 
power switch, range 0 to -|-17 db., 1 treble, range —16 db. to 
-fl6 db., 1 vol. Tubes: 1-6SC7, 1-12AX7, 2-6V6GT, 1-6X5GT. Out¬ 
put Impedances: 8 and 16 ohms to terminal strip. Auxiliary A.C. 
socket for accessories. Power Consumption: 60 watts 117 volts 
60 cycles A.C. Fused for protection. Finish: Dove brown hammer¬ 
tone baked enamel. Remote panel finish, brushed brass. Remote 
cable 4'. Size: (main amp.) 8" x 6%" x 53/3", (remote) 2%" x 2" x 
53^", (remote panel) 7" x 21/2". Wt: 8 V 2 lbs. Audiophile, NET $54.45. 

AM-10 HIGH FIDELITY-10 WATTS 

I Identical to AM-1 OR without remote. Con- 

V, trols on main amp. "Adjusta-panel" extends 

'' shafts up to 3 / 4 ". Size: 8" x 73^" x 53/8". 

' Weight: 73/4 lbs. Audiophile, NET $45.00. 

^ Separate escutcheon, PT-65, NET $1.50. 

A-10 HIGH FIDELITY 10 WATTS 

Similar to AM-10 but with lower gain for 
I' crystal pickups. Includes identical panel 

3 ^ controls and "Adjusta-panel." Inputs: (2) 

Crystal, .55 volts. Radio, TV or tape, 1.15 
volts. Size; 8" x 73^" x 53/8". Tubes: (4) 
1-12AX7, 2-6V6GT, 1-6X5GT. Weight; 7/2 lbs. 
Audiophile, NET $39.50. Separate escutcheon, 
PT-65, NET $1.50. 

U/L APPROVED 
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VARIABLE CONTROL OF TEMPO AND PITCH 


TR>25AM A 25 watt, 3-spefed transcription player 
and P.A. system that plays all records up to 
17V4". Features 2 mike inputs and separate tone 
controls for phono and mike with second mike 
unaffected by either set of tone controls. Speed 
control knob provides variation from .any of the 
three basic speeds, 33%, 45 or 78 rpm. Scratch 
suppressor controls surface noi-se. Pickup is twist 
type, dual needle G.E. variable reluctance. 
"Floating Sound" prevents needle skipping due 
to jars. Two 12" speakers in split case, pro¬ 
tected by kickproof metal grills. Each has 25' 
cord. Amp-phono cttse is 16V^" x I6V4" x 7%"» 
weighs 36 lbs. Speaker case 161,4" x 16V^" x 12", 
weighs 19 lbs. Power Output: 25 watts at less 
than 5% distortion. Frequency response ±2 db 
40-15,000 cycles. Inputs for 2 high impedance 
mikes, gain 120 db. Tubes (10) 2-6SC7, 1-6SI7, 
1-6SN7, 4-6V6GT, 2-5Y3. Output impedances 4 or 
8 ohms to two speaker sockets. Power con¬ 
sumption 130 watts 117 volts 60 cycles A.C. 
including phono motor. LIST: $352.50. 




TR-16AM Deluxe 10 watt, 3-speed player and 
P.A. system plays all records up to 171/^". Sepa¬ 
rate mike and phono volume controls allow 
mixing. Individual bass and treble tone controls 
prevent phono bass boost from adding unwanted 
bass to mike. 3-speed motor is also variable. 
Has extra speaker socket, an A.C. receptacle, 
and a radio jack for connecting to phono changer 
or B-100 radio. Scratch suppressor controls sur¬ 
face noise. Pickup is G.E. dual needle, vari¬ 


able reluctance, magnetic. "Floating 
Sound" avoids needle skipping. 12" Al- y 
nico #5PM dynamic speaker in removable 
lid with 25' cord and kickproof grill. CR- 
Size: I43/4" x I53/4" x 117/8". Weight 33 
lbs. Power consumption 70 watts 117 
volts 60 cyclea A.C. including phono 
motor. Amp. response ±2 db 50-10,000 
cycles. Tubes (6) 2-6SC7, 1-6SJ7, 2-6V6GT, 

1-6X5GT. LIST; $235.00. 



TR-16A A 10 watt, 3-speed player and P.A. 
system with dual needle, crystal pickup. Has 
all features of TR-16AM except scratch sup- 

pressor. Needles are semi-permanent, easily 
replaceable. Tubes (5) 1-6SC7, 1-6SJ7, 2-6V6GT, 
1-6X5GT. Weight 33 lbs. LIST: $212.50. 

T-112R EXTRA SPEAKER for TR-16 series. A 
12" Alnico #5PM dynamic, with 25' cord, kick- 
proof metal grill.. Plywood case covered with 

fabricoid. Size 16V^" x 16V4" x 7%". Weight 
12 lbs. LIST: $45.00. 

CR-11 NEWCOMB-SHURE hand or desk mike. 
For all TR models and R-16. New controlled 
reluctance principal combines good voice with 

ruggedness. Has on-off switch. Comes with 
bracket for mounting in system case, 7' cable 
and plug. LIST: $23.75. 

NEWCOMB PORTABLE PHONOGRAPHS AND RADIOS 

R-12 Here is "Console" quality in a portable control, volume control and pilot light. "Floating 

case only 133^" x 14^" x 7^A" weighing only Sound" prevents needle skipping. Case is ply- 

20 lbs. Complete A.C. conshuction. Has a 5 wood covered with fabricoid. Speaker grill is 

metal. Denned eapeciallr for class- 
Alnico #5 dynamic speaker. Plays 33Vs, 45 or ^oom use, it is ideal wherever portable quality 

78 rpm records dny size up to 12". Has tone is desired. LIST: $79.50, 

R-16 A 3-speed transcription player and P.A, 
system for schools. Weighs only 22 lbs. in case 
14" X 15" X 8I/2". Has a 5 watt straight A.C. 
amp. with inverse feedback and a 10" Alnico 
#5 dynamic speaker. A mike input jack and 
mixing volume control make it a practical P.A. 
system. Speaker section has 25' cord. Plays all 

control, volume control and pilot light. "Floating 
Sound" prevents needle skipping. Panel includes 
pilot light, tone control, mike volume control, 
and phono volume control. Speaker protected by 
kickproof metal, case is plywood covered with 
fabricoid. LIST: $115.00. 

RC-12A Combines a dependable 3-speed record 
changer with all the quality and performance 
features of the R-12 model. Plays all records up 

to 12". Smartly styled case is plywood covered 
with fabricoid, size 143^" x 9%'' x I8I/2". Weighs 
only 311/2 lbs. LIST: $115.00. 

R-lOO A portable AM radio, extremely sensi¬ 
tive, gives exceptional performance in all areas. 
Has built-in loop. 3-gang design eliminates het¬ 
erodynes squeals and assures adequate selec¬ 

Speaker is 6" Alnico #5PM dynamic. Amp. 
design utilizes inverse feedback circuit and beam 
powered output. Plywood cabinet covered in 
two-toned fabricoid. Metal grill protects speaker. 

tivity. Has jack for connection to any TR-16 
series system for added volume. May also be 
used for headphones. All A.C. construction. 

Size 75/4" X 141/4" x 8". Weighs 131/4 lbs. Tubes 
(6) 2-6SK7, 1-6SA7, 1-6SQ7, 1-6V6GT, 1-6X5GT. 
LIST: $69.50. 


APPROVED BY LEADING SCHOOL AUTHORITIES COAST TO COAST 

(Transcription Players, Phonos and Radios subject to Excise Tax) 

ALL MODELS U/L APPROVED 

All Prices and Specifications Subject to Change Without Notice. 
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TR-91: A distinct contribution to high quality 
P.A. systems. Features sextuple alloy and cop¬ 
per shielding for quiet operation right in amp. 
proper; alloy core and specially designed 
windings for extended frequency response from 
20 to 20,000 cycles; plug base for easy installa¬ 
tion without tools in any H or K series New¬ 
comb amp. For use between 30-50 or 200-^50 
ohm mikes and grid. Shipping weight, UA lbs. 
LIST: $27.50. 


TR-92: Input impedance 5,000 ohms to grid for bridging a 500- 
600 ohm line. Alloy shielded for minimum hum. When plugged 
into the socket provided on K50B, H50B, H25B, it converts these 
amps for use as bridging amps. Shipping weight, ly4 lbs. 
LIST: $25.00. 


TR-100: Identical to TR-91 but designed for use between 125-150 
or 500-600 ohm microphone and grid. LIST: $27.50. 



LS-4 LS-5 


LS-2: (not shown) High Power Impedance 
matching auto-transformer having 28 im¬ 
pedance from 580 ohms to 1.21 ohms. Ca¬ 
pacity 100 watts. Shipping weight, 51/4 lbs. 
LIST: $22.50. 

LS-4: Multi-winding general purpose trans¬ 
former. Range of impedance from 3,000 to 
18,000 ohms in steps of 1,500 ohms. Capacity 
8 watts. LIST: $10.00. 



LS-5: Transformer: Similar to LS-4 with 
range of impedances from 500 to 3,000 ohms 
in steps of 250 ohms. Capacity 20 watts. 
LIST: $12.50. 

TC-: Weatherproof housing for use with all 
three transformers. Box size; 3V4" x 4'' x 5%'L 
LIST: $7.50. 



RC-4 



REMOTE CONTROL 
UNITS 

Permit mixing and fading 
from a remote point all "H" 
Series microphone inputs. On 
"K" Series, all microphone 
inputs PLUS phonograph 
may be -controlled. Up to 
2000 ft. cable may be used. 
No inductive pickup. 

RC-2 for H-15 amp. Requires 
ordinary 3 wire cable. 
Dimensions; 23/4" x 6" x 21/8"- 
Shipping weight: 1 lb. LIST: 
$10.50. 


RC-3 for H-25 or H-4 amplifiers. Requires ordinary 4 wire cable 
Dimensions: 2%" x 6" x 2V8^^ Shipping weight: 1 lb. LIST: $15.50. 
RC-4 for H-50 amp. Requires ordinary 5 wire cable. Dimensions: 
2%" X 7%" X 21^". Shipping weight: 1V4 lbs. LIST: $19.50. 

RC-6 for KX-25, KX-50, KX-6A amplifiers. Requires ordinary 7 
Wire cable. Dimensions: 23/4" x IIW' x 2V8". Shipping weight: 
2 lbs. LIST: $27.50. 


"INDUSTRIAL SOljND SYSTEM 


RACK AND PANEL ASSEMBLIES 


To assist engineers in assembling sound 
units, for the varied applications of in¬ 
dustry, schools, churches, fairs, stadiums, 
etc., Newcomb offers the basic elements 
for custom cabinet rack systems. De¬ 
signed for flexibility, the rack assemblies 
enable the engineer to install public 
address equipment of the highest quality, 
tailored to each customer's exact needs. 
Any standard Newcomb amplifier may 
be obtained panel mounted on special 
order in 19" x 8 ^ 4 " panels, thus giving 
the custom designer a wide choice of 
equipment to meet any need. 

MODEL 595-19 CABINET: (Illustrated) Sup¬ 
plies a demand for a beautifully finished 
housing that is fully in keeping with the 
Newcomb tradition and reputation for 
quality. Panel space is 56". Design ac¬ 
cepts standard 19" wide panels. Mount¬ 
ing holes are RMA standard IV 4 " and 
V 2 " spacings. Panel mounting holes are 
tapped in W' stock. Fully ventilated rear 
door provides easy accessibility. Entire 
cabinet is a complete welded assembly 
ready for use as you receive it. Finish is dark grey hammertone. 
Provision is made in the rear for nine V2" conduits. Included 
is a removable terminal strip mounting plate located near con¬ 
duit inlets. Overall dimensions: 591/2" x 23" wide x 16" deep. 
Shipping weight: 92 ibs. LIST: $189.50. 

MODEL 385-19 CABINET; Identical to model illustrated except that 
it provides 35" of panel space for standard 19" panels. Mount¬ 
ing holes are standard RMA, II/4" and 1/2" spacings. Overall 
dimensions: 381/^" x 23" wide x 16" deep. Shipping weight: 
72 lbs. LIST: $149.50. 

In addition to the panel mounted amplifiers Newcomb also pro¬ 
vides a wide selection of other equipment designed for custom 
rack installations. 


MODEL 1050-C PHONOGRAPH CHANGER PANEL is a practical 
solution to mounting a phono changer in cabinet 595-19. Ball 
bearing drawer with wood motor board is adaptable for mount¬ 
ing most popular changers. Panel size 19" x IOV2". All panels 
are finished in silver-grey hammertone baked enamel. MODEL 
E2-525 PRE-AMPLIFIER answers the need for a simple, depend¬ 
able but economical pre-amp for rack use. MODEL TB2-525 
INTERCOM AMPLIFIER has built-in power supply, speaker, talk- 
listen switch and separate talk and listen volume controls. 
MODEL B-100-875 AM RADIO is the Newcomb B-lOO radio mounted 
on an 83^" panel. (See listing page B-35.) MODEL 700-MP MONI¬ 
TOR is available for installation of any 6" speaker. LEVER KEY 
PANELS are provided for use with CRL keys, 31/2" deep with 
slots for 6, 8, 10 or 12 keys. LOUVERED PANELS for additional 
ventilation and BLANK PANELS are made in assorted sizes. A 
self-powered TONE GENERATOR can be furnished on special 
order on panel 31/2'^ deep. SPECIAL PANELS are made to order 
to fit special equipment. Templates or suitable drawings must 
accompany order for any special sheet metal work. Full details 
of Newcomb rack and panel equipment available on request. 




MODEL G-12 PROFESSIONAL MUSICAL INSTRUMENT AMPLIFIER 


G-12 Gives full, clear true tones at any desired 
volume. Lightness and beautiful appearance. 
Plus exceptional ruggedness and dependability 
characterize the Model G-12. There are three 
inputs with ample gain for Musical Instruments, 
plus an additional higher gain input for a 
microphone. Entire unit weighs only 2OV2 lbs. 
for easy carrying. The amplifier frequency re¬ 
sponse is 30 to 15,000 cycles. Special circuit de¬ 
signed for musical instruments, provides a full 
12 watts power at less than 5% distortion (over 
90% of full output at less than 2% distortion). 
Exceptionally efficient big full 12" Alnico V 
permanent magnet speaker in an acoustically 
designed enclosure. A kickproof grill gives real 


protection for speaker. Case construction gives 
needed rigidity for best tone and freedom from 
rattles and strength necessary to stand the 
abuse of constant traveling. Amplifier mounting 
screws enter into metal inserts. The case is 
covered in durable, washable, airplane type 
fabric. Truly a professional instrument. Built for 
years of trouble free service under the most 
rugged conditions. U/L Approved. 

SPECIFICATIONS: Power Consumption: 65 
watts at 117 volts, 60 cycles A.C. Tubes (5): 
1-6SC7, 1-6SF5, 2-6V6GT, and 1-5Y3GT. Size: 
9V4^' deep x 14%" x 18%" high. WEIGHT: 
23 lbs. LIST: (with tubes) $115.00. 
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THESE MAKE THE DIFFERENCE... 

CONTROL, COMPENSATION, FIDELITY, WARRANTY 

There is indeed a difference between even the best high fidelity amplifiers. Why are H. H. Scott Amplifiers the standard> 
against which others are compared? Only because they give not only extreme fidelity and power but also complete 
control and compensation under all record conditions, room acoustics, and individual preferences. 


TYPE 210-B DYNAURAL LABORATORY AMPLIFIER 

Rated power output, 1^0 watts, maximum power 25 watts; 1st order difference-tone inter¬ 
modulation distortion at full rated output less than 0.1%; Harmonic distortion, less than 
0,5% at full rated 20 watt output, less than 0.3% at 15 watts, 0.2% at 8 watts; Frequency 
range, flat from 12 to 22,000 cycles; New-type automatic loudness control; 3-channel con¬ 
tinuously adjustable bass and treble controls; Dynamic noise suppressor, latest wide-range 
DYNAURAL gate circuits open to full range of amplifier; Input impedance, 0.5 megohms; 
Speaker impedance, matches all speakers from 1 to 24 ohms; Hum level 84 db below full 
output,*^ Exclusive pickup level adjustment; Preamplifier, operated entirely on DC; Adjustable 
record-distortion filter; Tubes, 2-12SL7GT, 1-6SN7GT, 1-6SQ7, 2-6SG7, 1-6J5, 2-6L6G, 
1—5V4G; Weight, 19V4 lbs.f Dimensions, total depth including knobs, etc. 103^'^ depth 
behind panel lO^A", width 12y2"", height 8 V 2 ". Net price $224.00. 


TYPE 120-A EQUALIZER-PREAMPLIFIER 

Three high-level and one low-level inputs; 8 position record-equalizer to match almost all 
record characteristics and levels; also offers input switching between phono, tuner, TV, 
recorder, etc.; Frequency range, flat from 19 to 35,000 cps; New-type automatic loudness 
control; 3-channel continuously variable tone controls; Pickup level adjustment; Minimum 
input for rated output, 6 mv on phono input, 0.6 volt on 3 high-level inputs; Preamplifier 
entirely DC operated; Effective preamp, noise equivalent to 5 micro-volts at low level input, 
hum below thermal noise level; With low capacity cable, remote control can be placed up 
to 70 ft. from power amplifier; Input impedances 1 meg. on all inputs; Normal load im¬ 
pedance, 250,000 ohms or more; Tubes: 1—12AX7, 2—12AU7; Weight 8 lbs.; Dimensions 
10 x 41 / 2 x 6 %; Walnut cabinet; Unit can be used with power amplifiers other than 220-A 
below; Net price $76.25. 


TYPE 220-A LABORATORY POWER AMPLIFIER 

The first-order difference-tone intermodulation distortion at full rated peak toutput is less 
than 0.1%; Harmonic distortion, less than 0.5% at full rated 20 watt output, less than 
0.3% at 15 watt output, less than 0.2% at 8 watt output; Rated power output 20 watt, 
maximum power output 25 watt; Frequency range, flat from 12 to 55,000 cycles; Input 
impedance, 0.5 megohms for low level input, 1.5 megohms for high level input; Speaker 
impedance, matches all speakers from 1 to 24 ohms impedance; Low output impedance 
provides less than 2 db regulation, and optimum speaker damping; Hum level, minus 90 db 
below full output; Input for full rated 20 watt output, 0.5 volt on low level input, 1.5 volt 
on high level input; Power supply socket, for powering Type 120-A Equalizer Preamplifier 
or similar unit; Tubes, 1—6SN7GTA, 1—6J5, 1—5V4G, 2— 6 L 6 G; Weight, 18 lbs.; Dimensions, 
14" X 6 V 2 " X 7%''. Net price $117.50. 





•dETP- 


TYPE 214-A REMOTE CONTROL AMPLIFIER 

Consists of Type 120-A Equalizer-Preamplifier and Type 220-A Laboratory Power Amplifier. 120-A is separated from 220-A by 6 ft. 
extension cable. A 20 ft. extension cable is available as an accessory (Type 120-Xl). Specifications, weights and dimensions given 
above. Type 214-A Remote Control Amplifier net price $193.75. 


TYPE 112-B DYNAURAL PREAMPLIFIER 

Features: wide-range DYNAURAL noise suppressor; excellent preamplifier for magnetic pick mM HH ' 

ups; range control and record-distortion filter with high frequency cutoffs of 5,000, 9,000, 

and 15,000 cps; adjustable turnover control providing turnover frequencies at 300, 500 or 

800 cps; AM whistle filter; Frequency range, flat 30-15,000 cycles, usable 20-20,000 cycles; 

input: level 6 mv minimum, impedance 23,000 ohms; output: level (average) 0.5 volt, load I 

impedance V 2 megohm or more; exclusive pickup level adjustment; tubes 1 —6SC7, 1—6SQ7, f . 

2-6SG7; power required 180-300 v DC @ 6 ma, 6.3 v AC @ 1.1 amp., obtained from 
adapter plug inserted under amplifier power-output tube such as 6 K 6 , 6 V 6 , 6 L 6 , 6 F 6 ; weight 
3 lbs. Net price $51.00. 


TYPE 111-B DYNAURAL CONVERTER 

Amazing DYNAURAL Noise Suppressor virtually eliminates annoying record scratch arid 
turntable rumble; frequency range, flat 30-10,000 cycles, usable 20-15,000 cycles; input: 
level, 0.2 v minimum, impedance, V 2 megohm; Output; level (average), 0.5 volt; Impedance, 
V 2 megohm or higher; Pickup; Crystal or other high-level pickup; Controls: A single remote 
control allows continuous adjustment of the DYNAURAL suppression from no suppression to 
maximum suppression. A calibrated adjustment is also provided to compensate for different 
pickup levels; Tube complement: One Type 6SQ7, two Type 6SG7; Power required: 180-300 v 
I DC @ 5 ma., 6.3 v AC @ 0.8 a. (obtained from radio set or amplifier by means of adaptor 
^ provided); Special a-c power supply also available); Weight: 2V2 lbs.; Dimensions: 7“ long, 
wide and 4%" high. Net price $30.60 
w 
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WEBSTER 



ELECTRIC 


Webster Electric Company, Racine, Wisconsin. Established 1909 


AMPLIFIERS 


In auditoriums, churches, schools, restau¬ 
rants, clubs, playgrounds, retail stores, parking 
lots and garages—wherever 15 or 25 watts of 
output is required, Webster Electric amplifiers 
are an exceptional buy. These units offer out¬ 
standing quality and performance and have the 



Model 81-15 



Model 82-25 


most features of importance to the user. These 
amplifiers are housed in sturdy, all-steel cases, 
equipped with metal carrying handles for ease 
in transportation. The finish is baked enamel, 
two-tone grey, with chrome trim. 


Model 81-15 is a 15 watt amplifier which 
offers a frequency response of 60 to 15,000 
cycles, within 2 db. Separate bass and treble 
controls make it possible to adjust the ampli¬ 
fier to suit almost any acoustical or noise 
conditions. Separate gain controls are provided 
for each of the two high impedance microphone 
channels and for the high impedance phono¬ 
graph channel. Selection of the output im¬ 
pedance desired is made by a convenient rotary 
tap switch. All input and output receptacles, 
the power cord and replaceable fuse are located 
on the back of the cabinet. 

List Price $114.40 


Model 82-25 is a 25 watt amplifier which pro¬ 
vides for the mixing of 3 high impedance micro¬ 
phones and one high impedance phonograph 
pickup, with separate gain controls for each. 
Separate bass and treble controls permit ad¬ 
justment of the amplifier for maximum clarity 
under a wide variety of operations. A complete 
range of output impedances are available and 
selection of the impedance desired is accom¬ 
plished by means of a rotary tap switch. All 
output and input receptacles are placed on the 
back panel, together with the power cord and 
replaceable fuse. The 82-25 amplifier has a 
frequency response ranging from 30 to 15,000 
cycles. 

List Price $138.25 
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SOUND EQUIPMENT 


MODEL 


HX50 


WATTS 


SPECIFICATIONS 

POWER OUTPUT: 50 watts at less than 3%. 

PEAK POWER: 90 watts. 

FREQUENCY RESPONSE: 20-20,000 cycles ±2 db. 
TONE CORRECTOR RANGE: bass control: 
—30 to -f-20 db at 100 cycles; treble control; 
—14 to +21 db at 10,000 cycles. 

HUM: Fund.: —65 db Mic.: —58 db. 

OUTPUT IMPEDANCE: 4-8-15 ohm and 2 con¬ 
stant voltage taps (70 and 140 V). 

POWER CONSUMPTION: 240 watts, 117 V. 50-60 
cycles AC. 

TUBES: Total 12. 5-6SC7, 2-6SL7. I-6SN7, 1-5R4GY. 
2-807, I-5Y3. 

DIMENSIONS: 17" long. 9" high, I4"deep. 


THREE MICROPHONE CHANNELS — ONE PHONOGRAPH CHANNEL — 
DUAL ELECTRONIC TONE CORRECTORS — CONSTANT VOLTAGE OUTPUT 
UNDERWRITERS’ LABORATORIES APPROVED 
The proudest achievement in Bogen’s 20 years of sound leadership. Incorporates the new 
Bogen ANTI-FEEDBACK CONTROL which permits easy “tuning out" of acoustic feedback. 
Allows greater output to be used^—makes mike placement less critical—stabilizes entire 
sound system. __ 

HXB^^HIGH IMPEDANCE AMPLIFIER: 



Model HX50 


HXL50 LOW IMPEDANCE AMPLIFIER: 

Same as HX50 but first microphone 
input is low impedance 200 ohms. 
(50 or 500 ohms available If spe¬ 
cified.) 

List Price..$304.25 

HX30 HIGH IMPEDANCE AMPLIFIER: 

Similar to HX50 but 30 watts output.. 
List Price .$219.50 


H30 


3 0 WATTS 

SPECIFICATIONS 

POWER OUTPUT: 30 watts at less than 5%. 
PEAK POWER: 40 watts. 

FREQUENCY RESPONSE: 30-12,000 cycles, ±2.5 
db. 

GAIN: Microphone: 119 db. Phono: 77 db. 
HUM: Fund.; —68 db. Mic.: —60 db. 
OUTPUT IMPEDANCE: 4-8-16 ohms and 70V-TAP 
(167 ohms.) 

POWER CONSUMPTION: 140 watts, 117 V. 50-60 
cycles AC. 

TUBES: Total 7: 3-6SFb, I-6SL7, 2-6L6G, I-5U4G. 
DIMENSIONS; \SVz" long. II" deep. 71 / 2 " high. 


TWO MICROPHONE CHANNELS — ONE PHONOGRAPH CHANNEL 
SIX POSITION MULTI-RANGE TONE CORRECTOR 
LOW NOISE LEVEL —UNDERWRITERS’ LABORATORIES 

APPROVED 

H30 HIGH impedance AMPLIFIER; 

Complete with tubes. 

List Price.$132.75 

HL30 LOW IMPEDANCE AMPLIFIER: 

r Same as H30_ but first microphone 

^ input is low impedance, 200 ohms. 

(50 or 500 ohms available if spe¬ 
cified.) 

p List Price....$157.50 


HI5 HIGH IMPEDANCE AMPLIFIER: 

Similar to H30 but 15 watts output. 

List Price..$114.00 



MODEL 


H623 


23 WATT MOBILE SYSTEM 

SPECIFICATIONS 

POWER OUTPUT: AC: 23 watts at 5%. 

DC: 20 watts at 5%. 

PEAK POWER: 30 watts. 

FREQUENCY RESPONSE: 30-14,000 cycles ±2.5 
db. 

GAIN: Microphone channel; 116 db. Phono 
channel: 73 db. 

HUM: AC: Fund.: —74 db.; Mic.; —60 db. 

DC; Fund.: —75 db.; Mic.: —62 db. 
OUTPUT IMPEDANCE: 4-8-15 ohms and 70 V. 
POWER CONSUMPTION: 115 watts. 117 V. AC; 
14 amp, 6 V DC. 

TUBES: Total 6: 2-6SF5. I-6SL7GT. 2-6L6G. 1-7Z4. 
DIMENSIONS: IS'A" long, lOys" deep, lO'/s" 
high. 


UNIVERSAL OPERATION 6 VOLT DC OR 110 VOLT AC 
ONE MICROPHONE CHANNEL — ONE PHONOGRAPH CHANNEL 
SIX POSITION TONE CORRECTOR 
BUILT-IN PHONOGRAPH — UNDERWRITERS* LABORATORIES 

APPROVED 

H623 AMPLIFIER: Complete with phono 
and tubes. 


MODEL 


HE10 


H623TJ OUTDOOR SYSTEM; Includes: 
H623 amplifier with tubes; 1 Jensen 
VH20 proiector^ unit, I Bogen-Shure 
710 crystal microphone with stand 
adapter, 7' cable and plug. 

List Price.$291.75 

H623TU OUTDOOR SYSTEM; Same as 
H623TJ substituting Bogen-University 
PH trumpet with MA25 unit. 

List Price. $269.75 


ONE MICROPHONE CHANNEL — ONE PHONOGRAPH CHANNEL 
POSITION MULTI-RANGE TONE CORRECTOR — PUSH-PULL OUTPUT 
FIVE TUBE, HIGH GAIN CIRCUIT — LOW NOISE LEVEL 
UNDERWRITERS’ LABORATORIES APPROVED 



10 WATTS 

SPECIFICATIONS 

POWER OUTPUT: 10 watts at 4%. 

PEAK POWER: 15 watts. 

FREQUENCY RESPONSE; 60-10,000 cycles. ±1.5 
db. 

GAIN: Mic. channel: 117 db. Phono channel: 
66 db. 

HUM: Fund.; —66 db. Mic.: —59 db. 
OUTPUT IMPEDANCE: 4-8-15-500 ohms. 

POWER CONSUMPTION: 70 watts, 117 V, 5u-60 
cycles AC. 

TUBES: Total 5: I-6SJ7, I-6SL7, 2-6V6, I-5Y3GT. 
DIMENSIONS: 7" deep. II" wide, IW' high. 



HEIO HIGH IMPEDANCE AMPLIFIER: 
List Price.$71.25 


HELIO LOW impedance AMPLIFIER: 

Complete with tubes. 

Same as HEIO but microphone in¬ 
put is low impedance, 200 ohms. 
bO or 500 ohms available on trans¬ 
former. 

List Price.....$96.00 


Model HEIO 


FOR FURTHER INFORMATION ON AMPLIFIERS AND COMPLETE BOGEN SYSTEMS ASK FOR THE LATEST BOGEN CATALOG 
PRICES IN ZONE 2 ARE APPROXIMATELY 5% HIGHER • ALL PRICES SUBJECT TO CHANGE WITHOUT NOTICE 
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HIGH FIDELITY EQUIPMENT 


The material on this page is condensed from the new Bogen High Fidelity catalog: “To Gratify Your Wish For 
Excellence.” For complete details and specifications write to the company, Attn: Dept. RM. 


R701 


A M - F M T 

ease of tuning and an abso 
to permit selection of wi( 


TUNER 


R BW ^ ^ magnificent new tuner which embodies the 

M m mf>st important developments in radio design. 

m I Cascode RF amplifier and triode mixer assure 

^ ■ maximum sensitivity. Three gang tuning, a dual 

A m pm T 11 M P D limiter in the FM discriminator and a push 

iVl-rlVl lUlMcK button controlled AFC circuit provide maximum 

ease of tuning and an absence of drift. The AM circuit includes a variable band-width IF channel 
to permit selection of wide range resjionse or maximum selectivity and a 10 kc. whistle filter 
to eliminate inter-station whistles. A low impedance loop antenna is furnished. The R701 has 
built-in preamplifier to accommodate all popular crystal and magnetic phono cartridges, separate 
bass and treble tone controls, tuning and volume controls, input selector switch. Beautifully 
styled escutcheon permits easiest possible custom high fidelity installations. Bogen models 
HOlO-1 and DOlO amplifier are ideal companions for model R701 tuner. 

SPECIFICATIONS 



POWER CONSUMPTION: 60 wafts, 117 volts, 
60 cps. 

TUBES: 1-6BK7-A, 1-6AB4, 4-12AT7, 2-6BA6, 
I-6BE6. 3-6AU6, I-6AL5, 1-6X4 (14 tubes 
including rectifier). 

SENSITIVITY: FM: Input required for 30 db 
quieting: 3 microvolts. AM: 5 microvolts. 

FREQUENCY RANGE: FM: 88-108 MC. 

AM: 530-1650 KC. 

HUM & NOISE: FM, AM: —65 db below 
100% modulation. TV, PHONO: —65 db 
below 2 volts. 

AUDIO OUTPUT: 3 volts at 6000 ohms. 


DISTORTION: 3 volts at .2%. 

TONE CONTROL: At 60 cycles: 17 db boost. 
19 db cut. At 10,000 cycles: 15 db boost, 
18 db cut. At 15,000 cycles: 17 db boost, 
21 db cut. 

FREQUENCY RESPONSE: FM: 20-20,000 cps 
± .5 db. AM: 20-4,000 cps ±: .5 db nor¬ 
mal position. 20-7,500 cps ±: .5 db Hi-Fi 
position. 

PHONO PREAMPLIFIER: 35 db gain and 21 
db equalization at 30 cycles. 

AM SELECTIVITY: Normal: at 8 KC: 6 db. 
Hi-Fi: at 15 KC: 6 db. 


FM SELECTIVITY: 180 KC: 6 db. Discrimina¬ 
tion peak to peak separation: 375 KC. 

ANTENNA INPUT: AM: Low impedance loop 
or high impedance external antenna. 
FM: 300 ohms. 

CONTROLS: I. Volume, 2. Bass, 3. Function 
Switch (Off, phono, AM normal, AM 
Hi-Fi, FM. TV), 4. Treble. 5. Tuning. 

FM DRIFT: ±20 KC with AFC defeated. 

±3 KC with AFC in. 

SIZE: 15" X BVi" x 9". 

SHIPPING WEIGHT: 17 lbs. 


vaa •niKirn ^ Superheterodyne AM-FM tuner with outstanding sensitivity, selectivity and 
Hr AAA-FM TUNER response characteristics. It is supplied with a low impedance loop antenna, full 

I m mounting hardware including shock mounts and a newly styled escutcheon which 

assures simple, good looking installation. Equipped with Power/Function switch and tuning controls the R604 is the ideal AM-FM tuner for 
use in conjunction with complete single chassis amplifiers, such as the Bogen DB20, DBlO-1 and PHI0-1. 


FM801 


lUililSXiCU* 

MODEL AM 901 


B* A ^ Designed to satisfy the need for a high 

A. MODEL pCB.J I FM TUNER fidelity tuner, covering the FM band 

.;f B B only. The FM801 employs three gang 

/I tuning, a dual limiter in a Foster-Seeley discriminator and a superior AFC circuit that assures ease 
j of tuning and absence of drift. Two controls provide tuning and selection of (a) Power Off, (b) Phono, 

u (c) PM, (d) TV. Full mounting hardware, including shock mounts and a beautiful escutcheon are 

furnished. 

Designed for high fidelity installa- 
MODEL A AM Will AM TUNER tions in areas where PM is not avail- 

▼ 1 JF I able or required. This all-new tuner 

embodies the most advanced engineering techniques, including a variable band-width IF channel to 
permit selection of either maximum wide range response or maximum selectivity—as local conditions 
may dictate. A low impedance loop antenna is furnished, eliminating the need, in most cases, for an 
outdoor antenna. Two controls provide tuning and selection of (a) Power Off, (b) Phono, (c) High 
Model R604 Selectivity, (d) High Fidelity Response. Full mounting hardware, including shock mounts and beautiful 

_ escutcheon are provided. ___ 

■Aw truly remarkable new amplifier featuring 

A/I C I I^B |Q| most complete and versatile control of 

IVI w DEL ^^B sound reproduction available today in a single 

chassis model. The exclusive Bogen Loudness 
20 WATT AMPLIFIER Contour Selector provides compensated fre¬ 

quency response to match any listening level. 

Seven record equalization positions cover all normal requirements. Separate, wide range, con- j 

tinuously variable bass and treble tone controls, volume control and input selector round out 
the matchless flexibility of the DB2 0. Five feedback loops and partial cathode loaded output 
reduce distortion to 0.3% at 20 watts output. D.O. phono preamplifier filament supply keeps 


MODEL 


DB20 


20 WATT AMPLIFIER 



hum to a minimum. 

POWER OUTPUT: 20 watts at .3%; peak: 
30 watts. 

FREQUENCY RESPONSE: 20 to 20.000 cps 
± .7 dbs. 

GAIN: Magnetic. 106 dbs; crystal and radio, 
93 dbs. 

HUM: —75 dbs (referred to rated output). 

TONE CORRECTOR RANGE: Bass Control: 
+ 17 to —18 dbs at 40 cps. Treble Con¬ 
trol: + 15 to —21 dbs at 15 kc. 

OUTPUT IMPEDANCE: 8 or 16 ohms. 

MODEL HO10-1 

10 WATT POWER AMPLIFIER 


SPECIFICATIONS 
RECORD COMPENSATOR POSITIONS: (7) 

LP. AES. NAB. AM78. EU78. FFRR, POPU¬ 
LAR 

INPUT SELECTOR POSITIONS: (4) Mag. Model DB20 

phono, radio, TV, tape. 

LOUDNESS CONTOUR SELECTOR POSI- TUBES: Total (7): 3-I2AT7. I-I2AU7. 2-6L6G. 
TIONS: (5) Loud (flat), Loud (—10 dbs). I-5U4S. 

^oft^'j'-^O^d'S DIMENSIONS: 15" wide X 10" deep X 8" high. 

POWER CONSUMPTION: 117 volts, 60 cps. WEIGHT: 25 pounds. 

150 watts. DAMPING FACTOR: 13, 

Model HOI 0-1 is a superb all triode high fidelity power amplifier. It is designed to be 
driven by the output of a quality radio tuner or a magnetic pickup preamplifier. It pro¬ 
vides a rare combination of superior technical characteristics and overall balance; minimum 
distortion (less than three-tenths of oiie percent at ten watts), maximum frequency response 
(flat from 10 to 50,000 cycles), optimum damping (exceeds 20) and tremendous dynamic 
range (over 70 db.) 

Model RCPR is a complete remote controller for use with the Bogen Model HOI0-1 ampli¬ 
fier. The separate preamplifier section of the RCPR is located in the console with the 
HOI0-1. A single thin cable connects the remote controller to the amplifier, RCPR controls 
Power, Function, Tone, Volume and Turnover Frequency. Control panel is edge lighted. 
Cradles available in blonde or mahogany. 




DO10 


T popular priced high fidelity custom amplifier. 

B JB. M B B. M designed to be driven by the output of a 

ma^ B ^1^ quality AM or FM tuner or a magnetic pickup pre¬ 

amplifier, and can be mounted directly behind the tuner in most installations. Ten watts output 
at less than 1% distortion. Response flat from 20 to 20,000 cycles. Underwriters’ Labora¬ 
tories approved. Model RCPR remote controller may be used with the DOIO. 


Model HOIO-I — RCPR 


DB10-1 


^ ^ A popular priced single chassis 10 watt 

MODEL Lir BS ■ ». B ■■■ output amplifier incorporating built-in pre- 

Hi^ B . B amplifier, input selector switch, volume con¬ 

trol and separate bass and treble tone controls. U.L. approved. 


Copyright by U. C. P., Inc. 
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CENTRALIZED SOUND SYSTEMS 
AND COMMUNO-PHONES 


BOGEN CENTRALIZED SCHOOL SOUND SYSTEMS: The 

entirely new Bogen centralized school systems now make avail¬ 
able to progressive educators an instructional tool for which they 
have long sought. Simple—yet versatile—the new systems provide 
for radio and record program transmission selectively to any or 
all classrooms. Skillful design, which embodies many exclusive 
features, enables the entire school body to participate in dramatic 
presentations, school debates and similar activities where the 
audience was previously limited to the seating capacity of the 
auditorium. 

Bogen Centralized School Sound Systems are^ designed to meet 
every requirement of the modern educational institution, regard¬ 
less of size. They comply fully with requirements of the U. S. 
Office of Education and the RTMA. Simplicity of operation enables 
the administrator to reduce confusion and thus to assure efficient, 
effective work in all departments. Versatility of the systems 
speeds learning, provides instant communication for fire drills 
and supplements the general routine. 

Write for Complete Descriptive Catalog. 


BOGEN CUSTOM DIVISION: The Custom Division of the 

David Bogen Co. is maintained for the express purpose of offer¬ 
ing engineering consultation on custom built requirements. This 
technical service covers initial design and layout of electrical 
specifications of any sound installation, large or small. 

Although the David Bogen Co. manufactures the largest and 
most complete line of standard and De Luxe sound equipment, 
very often a customer’s problem requires the design and con¬ 
struction of special equipment to meet particular requirements. 

We invite you to submit your sound problems, technical inquiries, 
or requests for quotations on special equipment to our Custom 
Division. If no specifications are available for your particular 
problem, merely send a description and pencilled sketch of the 
intended installation to our Custom Division. Its Engineering 
Staff is equipped with the finest facilities in the country and they 
will be glad to aid you in the solution of your particular problem, 
without obligation. 


NEW BOGEN COMMUNO-PHONE SYSTEMS 


Three Versatile Models to Solve Every Intercommunication Problem 

MODEL “X” —Completely universal. Will serve installations requiring single master and 
several remote stations—installations requiring several masters—or installations requiring 
several masters and several remotes. Hand-rubbed walnut finished cabinets; typewriter 
keyboard action; automatic busy signal; provision for plug-in of handset; 115 v. A.C.; 
U.L. Approved. 

MODEL “D’ ’—Serves installations requiring either a single master and several remote 
stations or several master stations only. Operates on voice coil lines. Will not serve in¬ 
stallations requiring a combination of several masters and remotes. A.C.-D.C.; no busy 
signal: similar to Model “X” in other respects. 

MODEL “TWIN” —Complete 2-station system, requiring no cable between stations. Simply 
plug stations into regular power line and talk. Additional stations available; all will receive 
when any one transmits. Any can be locked in “continuously transmitting” position. U.L. 
approved. 

WRITE FOR LATEST BOGEN COMMUNO-PHONE CATALOG 



21X, 21D 



Model CH30X 


MODEL CH30X —30 watt amplifier, tubes and built- 
in phono, top. List Price.$121.25 

MODEL CH30XP-1 —Complete portable system con¬ 
taining 1-CHSOX amplifier with tubes; 2-12" Alnico 
V PM speakers, each with 25 ft. cable and plug, 
mounted in split portable case which also carries 
amplifier; 1 BOGEN-Shure 710 Crystal Microphone 
with Stand Adapter, 7 ft. cable and plug. 

List Price..$198.00 


CHALLENGER SOU N D EQUI PM E N T 

30 WATT AMPLIFIER 

FEATURES 

Individual controls for two microphones, phonograph, selectone. 

Terminal strip and 2 speaker plug-in sockets for connection of speaker iines. 
Moulded bakelite sockets throughout. 

Inverse feedback for better response and regulation. 

Extractor type fuse. • Recessed carrying handles. 

Underwriters’ Lab. Approved. 

SPECIFICATIONS 
Power Output: 30 watts. 

Response: 30-12,000 c.p.s. 

±2 db. 

Gain: Mic. No. 1: 118 db. 

Mic. No. 2: 118 db. 

Phono: 85 db. 

Output Impedances: 4, 8, 15 

ohms, 70 volts. 

Tubes: 2-6SC7, 1-6SL7GT, 

2-6L6G, 1-5U4G. 

Tone Control: SelecTone. 

Dimensions: CH30: 15" W. 

X 10" D. X 8" High. 



Model CH30 

MODEL CH30 —30 watt amplifier, tubes and cage. 

List Price. $96.75 

MODEL CH30P-1 —Complete portable system contain¬ 
ing 1-CH30 amplifier with tubes, cage; 2-12" Alnico 
V PM speakers, each with 25 ft. cable and plug, 
mounted in split portable case which also carries 
amplifier; 1 BOGEN-Shure 710 Crystal Microphone 
with Stand Adapter, 7 ft. cable and plug. 

List Price .$173.00 


MODEL CH618 18 WATT UNIVERSAL MOBILE AMPLIFIER 

For 115 Volt A.C. and 6 Volt D.C. 

Features individual controls for microphone, phono, tone; inverse feedback for better re¬ 
sponse and regulation; constant voltage output for easy speaker matching. Built-in constant 
speed phonograph. Complete with tubes and cage. Underwriters’ Lab. Approved. 

List Price ..$153.25 


SPECIFICATIONS 
Power Output: 18 watts. 

Response: 30-12,000 c.p.s. ±2 db. 

Gain: Mic.: 118 db.. Phono: 78 db. 

Output Impedances: 4, 8, 15 ohms, 70 volts. 
Tone Control: SelecTone. 

Tubes: 2 —6SF5, 1—6SL7GT, 2—6YGGT, 
1—7Z4. 

Dimensions: 15" Wide x 10" Deep x 10" High. 


CHALLENGER INTERCOM SYSTEMS 




CHALLENGER 200 is a com¬ 
plete system—master, a 
remote station and 50 ft. of 
cable. Operates 117V. AC-DC. 
Dual - Duty volume control 
keeps remote “alive” or per¬ 
mits master to silence it. Ex¬ 
cellent for nursery, restaurant, 
business use. Underwriters’ 
Lab. Approved. , 


CHALLENGER 200 SYSTEM —Complete with 50 ft. of cable and plugs. 
List Price .......$43.95 



CHALLENGER 600 Master may be 
used in one of two systems: (1) A 
single master with up to five remote 
stations; (2) An all master system 
of six stations. Operates 117 V AC- 
DC. In sturdy beautiful polystyrene 
cabinet. Remote can initiate calls 
also. Underwriters’ Lab. Approved. 

CHALLENGER 600 MASTER with 

tubes. List Price. $39.05 

CHALLENGER 60R REMOTE STATION. 
List Price ...$12.93 


For complete listings of CHALLENGER Amplifiers, Systems and Intercoms, ask for latest CHALLENGER catalog. 


PRICES APROXIMATELY 5% HIGHER IN ZONE 2. 


CHALLENGER AMPLIFIER CO., NEW YORK 14, N. Y. 
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WUain*s l^estl 

Frequency Response 20-20,000 cycles, ± 0.1 db 
Harmonic Distortion: 0.1% at 1000 cycles; lOw 
Intermodulafion Distortion: 0.4%,40&7D00c.p.s 



new Vari-SIope pre-amplifier sets the pattern for future high-fidelity repro- 
aueing amplifiers. Variable-slope "electronic” low-pass filters operate on negative 
voltage feedback principles. 

NO INDUCTORS ("CHOKES”) ARE USED and all their disadvantages are com¬ 
pletely eliminated. 


REMOTE CONTROL “VARI-SLOPE” PRE-AMPLIFIER ITL/12 12W. TRIPLE LOOP POWER AMPLIFIER 
For use only with Leak Amplifiers I All valves replaceable with Standard U.S. Tubes 


THE PROBLEM: When there afe defects in radio transmissions 
and in records, the most satisfying results can be obtained when 
the high-frequency response of the reproducing amplifier is re¬ 
stricted. 

The requirement is for a very flexible system which will vary not 
only the frequency at which the response begins to fall but also the 
RATE at which the response falls off. Conventional “low-pass” 
choke-capacitor filters, even when properly designed and con¬ 
structed, introduce ^ considerable distortion on transients. This 
transient distortion is very real: it can be predicted from theory, 
demonstrated by oscilloscope, and most importantly, it is audible, 
particularly with steep slopes of attenuation, 

THE SOLUTION to the problem is the elimination of all choke- 
coils, and this has been achieved by using modified twin-T resistor- 
capacitor networks in negative-feedback loops. We have evolved 
an ideal form of continuously-variable slope control which increases 
the feedback as the slope is made steeper. The advantages of the 
Leak electronic feed back method over conventional choke-coil 
filters are: 

(a) Improved transient response characteristics and the conse¬ 
quent reduction of “ringing” 

(b) Extremely low harmonic and intermodulation distortion due 
to the negative voltage feedback action 

(c) No discontinuities in the rates of slope when the slope 
control is operated, and no change in signal level at fre¬ 
quencies below cut-off 

(d) There are no chokes to give rise to magnetic hum 

(e) Smaller size, lighter weight, greater uniformity in pro¬ 
duction 

Leak Vari-Slope will operate from ANY known phone pick-up, 
crystal or magnetic, foreign or domestic; from ANY moving coil 
microphone; from ANY radio unit. 

Equalization circuit: Proper equalization positions for LP records. 
Foreign or American recordings of all speeds. 

Switching to Pick-Up, Microphone and Tuner, with automatic 
alteration of tone-control characteristics. 

Controls: Input Selector; Bass Gain and Loss* Treble Gain and 
Loss; Volume with AC on-off switch to permit switching of re¬ 
motely placed power amplifier, Vari-Slope control. 

Output Impedance: 0-30,000 ohms at 20 kc.p.s. 

Chassis: 10" x 3" x 2^" high. Front panel: lO^" X 


The Leak Amplifier offers exceptional performance and reliability 
in a manner acceptable both to the amateur enthusiast and the 
professional communications engineer seeking the highest available 
standard of sound reproduction. It incorporates a Leak 3 stage: 
triple loop feedback circuit, the main loop giving 26 db. feedback 
and covering the complete amplifier from input to output terminals. 
This results in the following major advantages: 


In the TL/12 amplifier the hum and noise levels fall within -80 db 
and -72 db relative to 10 watts. This amount of power, as hum 
and noise, is inaudible from the most efficient loudspeakers. Notice 
particularly that the feedback is taken from the low side of the 
output transformer. Many other circuits show it to be taken from 
the anode side, which will result in higher hum levels than without 
feedback. 


In this amplifier, due to the magnitude of feedback, there can be 
no rise of voltage to cause “boom” in the loudspeaker at the fre¬ 
quency of brass resonance, and the capacity of a loudspeaker to 
reproduce transients, especially low-frequency transients, is 
astonishingly improved. 


Push-pull triode output stage. 400 V. on Anodes. No. H.V. elec¬ 
trolytic smoothing or decoupling condensers. Impregnated trans¬ 
formers; tropically finished components. FI.V. and L.V. supplies 
for pre-amp. and radio units. DISTORTION: 1/10 of 1% at ICOO 
c.p.s. and lOw. output: no significant increase at any other fre 
quencies. HUM AND NOISE: minus 80 db. on lOw. FREQUENCY 
RESPONSE: ±0.1 db. from 20 c.p.s. to 20,000 c.p.s. SENSITIVITY: 
160mV. DAMPING FACTOR: 40, with negligible variation through¬ 
out power range. INPUT IMPEDANCE: 1 meg. OUTPUT IM¬ 
PEDANCES: 2, 7-9, 15-20, and 28-36 ohms. STABILITY MAR¬ 
GINS: Gain, 10 db. ±3 db.; Phase, 20° ± 10°. DIMENSIONS: 12^" 
X 10" x 8J4" high. 

ALSO AVAILABLE! TL/25 A-25 WATT MODEL, A MODIFI¬ 
CATION OF THE TL/12. 

DISTORTION APPROXIMATELY 0.25% AT 1000 CYCLES FOR 
20W. OUTPUT. GAIN AND FREQUENCY RESPONSE ARE 
APPROXIMATELY THE SAME AS THE TL/12. 

12W and 25W Amplifier sold with or without pre-amplifier. Pre¬ 
amplifier is not sold separately. 


BRITISH INDUSTRIES CORPORATION 164 DUANE STREET, NEW YORK 13, N. Y. 


Copyright by U. C. P./InC, 
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THE “MisteR” SOUND EQUIPMENT LINE 
MEETS SPECIFIC REQUIREMENTS. 


Basic amplifiers ore odapfoble by use of 
interchangeable input units to meet ony 
power output and input chonnel require¬ 
ment. 

In minutes, ony of the amplifiers listed 
below can be used with ony input unit. 



Input units to be used interchangeably in all 
amplifiers. 


5212 SERIES, AMPLIFIER 

POWER OUTPUT: 12 Watts at less 
than 5% distortion. Peak power 18 

WattSv 

OUTPUT IMPEDANCE: 4, 8, 15. 250 or 

5t^ Dhnris. 

rEEQUENCY RESPONSE: 30-15,000 

Cps, ± 2 db. 

DIMENSIONS: 8-5/16” h x 17-7/16” w 
X 9-1/8” d. 

5220 SERIES, AMPLIFIER 

POWER OUTPUT 20 Wiatts at less than 
5% distortion. Peak power 33 Watts. 
OUTPUT IMPEDANCE: 4: §, 15. 250 or 
500 ohms. 

FREQUENCY RESPONSE: 30-15,000 

cpSv ± 2 db. 

DIMENSIONS: 8-5/16” h x 17-7/16” w 
X 9-1/8” d. 

5230 SERIES, AMPLIFIER 

POWER OUTPUT: 30 Watts at less 
than 5% distortion. Peak power 40 
Watts 

OUTPUT IMPEDANCE: 4, 8, 15, 250 or 
500 ohms. 

FREQUENCY RESPONSE: 30-15,000 
cps, ± 2 db. 

DIMENSIONS: 8-5/16” h x 17-7/16” W 
X 9-1/8” d. 

5250 SERIES, AMPLIFIER 

POWER OUTPUT: 50 Watts at less 
than 5% distortion. Peak power 75 
Watts 

OUTPUT IMPEDANCE: 2, 4, 8, 15. 250 
or 500 ohms. 

FREQUENCY RESPONSE: 30-15,000 Cps, 
+ 2 db. 

DIMENSIONS: 8-5/16” h x 17-7/16” w 
X 13-3/4” d. 



"A" INPUT UNIT 

INPUTS: One —Yz meg. impedance. 
CONTROLS: Orii^—gain with a-c 
switch. 


"B" INPUT UNIT 

INPUTS: One microphone—2 meg. 
impedance, one phonograph— V 2 
meg. impedence. 

CONTROLS: One microphone, one 
phonograph, one treble with a-c 
switch. 



Radio’s Master — 18th Edition 

Page B-18 


5225M MOBILE AMPLIFIER 

POWER OUTPUT: 25 Watts at less 
than 5% distortion. Peak power 33 
Watts 

POWER INPUT: 117 Volts A. C. or 6 
Volts D. C. 

OUTPUT IMPEDANCE: 4 8, 15, 250 or 
500 ohms. 

FREQUENCY RESPONSE: 30-15,000 
CDS. i: 2 db. 

DIMENSIONS: 8-5/16 h X 17 7/16” w 
X 13-3/4” d. 

Eauipped with turntable. Also available 

with record changer as Model 5225MC 



"D" INPUT UNIT 


INPUTS: Two microphone—each 2 
meg. impedance, one phonograph 
—Vz meg. impedance. 

CONTROLS: Two microphone, one 
phonograph, one bass, one treble 
with a-c switch. 



"E" INPUT UNIT 

INPUTS: Three microphone—each 
2 meg* impedance, one phonograph 
—Vz meg. impedance. 

CONTROjLS: Three microphone, one 
phonograph, one treble with a-c 
switch. 


Ca^a^right by U. C. P., Inc. 


I- 



MICHEL manufacturing CO. 

MILWAUKEE 2, WISCONSIN 


music 

amplifier 

FOR: 

WIRED MUSIC 
PHONOGRAPHS 

MODEL 

SPECIFICATIONS: 

INPUT: 

High impedance. 

OUTPUT: 

Standard 3.2 ohm voice coil. Out¬ 
put transformer mounted on chassis. 

POWER REQUIREMENTS: 

1 17 Volts AC/DC. No shock 
danger. The chassis is not con¬ 
nected or grounded to the pov/er 
line. 35 Watts. 



52A81 6 
CONTROLS: 

Volume Control with switch. Tone 
Control. 

RESPONSE: 

Plus or minus one DB from 70 CPS 
to above 20,000 CPS. 

POWER OUTPUT: 

1.5 Average watts. Sufficient for 
two 6 " speakers. 

TUBE COMPLEMENT: 

50L6, 12SQ7, 3515 . Tubes are 
furnished with amplifier. 


SUGGESTED LIST PRICE $17.37 
SUGGESTED DEALER COST $10.42 


Copyright by U, C. P., Inc. 
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AMPLIFIERS and SOUND SYSTEMS 

DON McGOHAN, INC., 3700 W. Roosevelt Rood, Chicago 24, III. 

Amplifiers licensed under U. S. Patents of Western Electric Company, Inc., and American Telephone and Telegraph Company. 


M-G Sound Equipment is a complete line of quality prod¬ 
ucts for sound reinforcement and reproduction. Amplifiers 
and Sound Systems are designed to give exceptional per¬ 
formance but priced within the reach of all users of sound 
equipment. M-G Amplifiers include features found only in 
equipment offered usually at greatly increased prices. 
Components such as loudspeakers, microphones, record 


changers and players, projectors, speaker baffles and 
carrying cases are of equally high quality, all designed to 
work efficiently together as companion products. Per¬ 
formance ratings of M-G amplifiers are conservative and 
can be depended upon to deliver performance claimed. 
Altogether M-G Sound Equipment can be purchased with 
complete confidence in its value. 



MODEL M-G 18 AMPLIFIER 

Features: 18-watt undistorted output. Microphone and phonograph inputs* 
Bass and treble controls. Output impedance 4, 8, 16, 500 ohms. 

SPECIFICATIONS 

Power Output: 18 watts, less than 5% distortion. Gain: Microphone, 114 db; phono¬ 
graph, 75 db. Controls: Microphone, phonograph, treble, bass with on-off switch. Bass 
range +10 db at 100 cps.; treble range —18 db at 10,000 cps. Inputs: Microphone, 
phonograph. Tubes: 1 6SC7, 1 6SJ7, 2 6L6G, 1 5U4G. Output Impedance: 4, 8, 16, 500 
ohms. Power Consumption: 90 watts, 117 volts, 60 cps. Hum Level: 63 db below 10 
watts. Frequency Response: ±2 db, 35 to 15,000 cps. Dimensions; 12"x7"x8’A" 
high. Finish: Two-tone Midnight gray and slate Hammerloid. 


MODEL M-G 10B AMPLIFIER 

Features: 1 0-watt undistorted output. Bass and treble controls. Output Im¬ 
pedance 4, 8, 1 6f 500 ohms. Can be used with reluctance pickup. 

SPECIFICATIONS 

Power Output: 10 watts, less than 5% distortion. Gain: Microphone, 120 db; phonograph, 
80 db. Controls: 1 microphone, 1 phonograph, 1 treble, 1 bass with on-off switch. Bass 
range +14 db to —4 db at 100 cps.; treble range +10 db to —20 db at 10,000 cps. 
Inputs: 1 microphone (may be used with reluctance pickup), 1 phonograph. Tubes: 1 6SC7, 
1 6SN7GT, 2 6V6GT, 1 5Y3GT. Output Impedance: 4, 8, 16,500 ohms. Power Consumption: 
65 watts, 117 volts, 60 cps. Hum Level: 65 db below 10 watts. Frequency Response: 
±2 db, 35 to 15,000 cps. Dimensions: Il%"x7"x6%" high. Finish: Two-tone Midnight 
gray and slate Hammerloid. 




IWniiii I ' 



MODEL M-G 20B AMPLIFIER 

Features: 20-watt undistorted output. 2 microphone, 2 phonograph 
inputs. Bass and treble controls. Output impedance 2, 2.7, 4, 8, 16, 
250, 500 ohms. Input for reluctance pickup. 

SPECIFICATIONS 

Power Output: 20 watts, less than 5% distortion. Gain: Microphone, 120 db; 
phonograph, 75 db. Controls: 2 microphone, 1 phonograph for crystal or re¬ 
luctance, 1 treble, 1 bass with on-off switch. Bass range +9 db at 100 cps; treble 
range —18 db at 10,000 cps. Inputs: 2 microphone, 2 phonograph (1 crystal, 
1 reluctance). Tubes: 2 6SC7, 1 6SQ7, 1 6SL7GT, 2 6L6G, 1 5V4G. Output Im¬ 
pedance: 2, 2.7, 4, 8, 16, 250, 500 ohms. Power Consumption: 90 watts, 117 
volts, 60 cps. Hum Level: —60 db below 20 watts. Frequency Response: =^2 db, 
40 to 15,000 cps. Dimensions: 14" x 8"x 8'A" high. Finish: Two-tone Midnight 
gray and slate Hammerloid. 


MODEL M-G 308 AMPLIFIER 

Features: 30-watt undistorted output. 2 microphone, 2 phonograph 
inputs. Bass and treble controls. Output impedance 2, 2.7, 4, 8, 16, 
250, 500 ohms. Input for reluctance pickup. 

SPECIFICATIONS 

Power Output: 30 watts, less than 5% distortion. Gain: Microphone, 120 db; 
phonograph, 75 db. Controls: 2 microphone, 1 phonograph for crystal or re¬ 
luctance, 1 treble control, 1 bass control with on-off switch. Bass range +9 db at 
100 cps; treble range —18 db at 10,000 cps. Inputs: 2 microphone, 2 phono¬ 
graph (1 crystal, 1 reluctance). Tubes: 2 6SC7, 1 6SQ7, 1 6SL7GT, 2 6L6G, 
1 5V4G. Output Impedance: 2, 2.7,4, 8,16, 250,500 ohms. Power Consumption: 
130 watts, 117 volts, 60 cps. Hum Level: 62 db below 30 watts. Frequency Re¬ 
sponse: ±2 db, 40 to 15,000 cps. Dimensions: 14"x8"x8’A" high. Finish: 
Two-tone Midnight gray and slate Hammerloid. 



All specifications and prices subject to change without notice. 
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AMPLIFIERS and SOUND SYSTEMS 

DON McGOHAN, INC., 3700 W. Roosevelt Road, Chicago 24, III. 


MODEL M-G 60 AMPLIFIER 

Features: 60-watt undistorted output. 2 microphone, 2 phono¬ 
graph inputs. Bass and treble controls. Output Impedance 4, 8, 
16, 250 ohms, 70 and 140 volts. 

SPECIFICATIONS 

Power Output: 60 watts, less than 5% distortion. Gain: Microphone, 
124 db; phonograph, 80 db. Controls: 2 microphone, 1 phonograph, 1 
bass, 1 treble, 1 on-off switch. Inputs: 2 microphone, 2 phonograph. 
Tubes: 2 6SJ7, 1 6SL7GT, 1 6V6GT, 2 807, 2 5U4G, 1 5Y3GT. Output 
Impedance: 4, 8, 16, 250 ohms, 70 and 140 volts. Power. Consumption: 
195 watts, 117 volts, 60 cps. Hum Level: 64 db below 60 watts. Frequency 
Response: ±2 db, 20 to 20,000 cps. Dimensions: 14" x 10" x 8%" high. 
Finish: Two-tone Midnight gray and slate Hammerloid. 



MODEL M-G 60X BOOSTER AMPLIFIER 
SPECIFICATIONS 


Power Output: 60 watts, less than 5% distortion. Gain: 75 db. Controls: 1/2 megohm gain, 
separate power switch. Tubes: 1 6SJ7, 1 6V6GT, 2 807, 2 5U4G, 1 5Y3GT. Output Im¬ 
pedance: 4, 8, 16, 250 ohms, 70 and 140 volts. Power Consumption: 185 watts, 117 volts, 
60 cps. Hum Level: 64 db below 60 watts. Dimensions: 14" x 8" x 8%" high. Finish: Two- 
tone Midnight gray and slate Hammerloid. 



MODEL M-G 25M MOBILE AMPLIFIER 

Features: 18 to 25 watt undistorted output. Tone control. Output 
impedance 2, 2.7, 4, 8, 16, 250, 500 ohms. Removable top can 
be replaced with 3-speed manual record player (shown) or 3-speed 
automatic record changer. 

SPECIFICATIONS 

Power Output: A.C. 25 watts, less than 5% distortion; D.C. 18 watts, less than 
5% distortion. Gain: Microphone, 120 db; phonograph, 75 db. Controls: 
2 microphone, 1 -phonograph, 1 tone control, 1 separate on-off switch, 1 
standby switch. Tone control range —21 db at 10,000 cps. Inputs: 2 micro¬ 
phone, 1 phonograph. Tubes: 1 6SC7, 1 6SQ7, 1 6SL7GT, 2 6L6G, 2 6X5GT. 
Output Impedance: 2, 2.7, 4, 8, 16, 250, 500 ohms. Power Consumption: 
A.C. 90 watts, 117 volts, 60 cps.; D.C. 18 amps., 6 volts. Hum Level: 60 db 
below 25 watts. Frequency Response: ±2 db, 40 to 15,000 cps. Dimensions: 
13"X 14V^"x9" high. Finish: Two-tone Midnight gray and slate Hammerloid. 
NOTE: Automatic record changer and manual record player subject to excise 
tax. 


MODEL M-G 25 AMPLIFIER 

Features: 25-waft undistorted output. 2 microphone, 1 phonograph inputs. Tone control. Output impedance 2, 2.7, 
4, 8, 16, 250, 500 ohms. 

SPECIFICATIONS 

Power Output: 25 watts, less than 5% distortion. Gain: Microphone, 120 db; phonograph, 75 db. Controls; 2 microphone, 1 phono¬ 
graph, 1 tone control, separate on-off switch. Tone control range —21 db at 10,000 cps. Inputs: 2 microphone, 1 phonograph. Tubes: 

1 6SC7, 1 6SQ7, 1 6SL7GT, 2 6L6G, 1 5V4G. Output Impedance: 2, 2.7, 4, 8, 16, 250, 500 ohms. Power Consumption: 90 watts, 
117 volts, 60 cps. Hum Level: 60 db below 25 watts. Frequency Response: ± 2 db, 40 to 15,000 cps. Dimensions: 13"x 14V^"x9" 
high. Finish: Two-tone Midnight gray and slate Hammerloid. 


MODEL M-G 7B AMPLIFIER 

Features: 7 watts usable output. Microphone and phonograph inputs. Output 
impedance 4 and 8 ohms. 

SPECIFICATIONS 

Power Output: 7 watts. Gain: Microphone, 113 db; phonograph, 75 db. Controls: 1 micro¬ 
phone, 1 phonograph, 1 tone control with on-off switch. Tone control range —18 db at 10,000 
cps. Inputs: 1 microphone, 1 phonograph. Tubes; 1 6SC7, 1 6L6G, 1 5Y3GT. Output Im¬ 
pedance: 4 and 8 ohms. Power Consumption: 60 watts, 117 volts, 60 cps. Hum Level: 61 db 
below 7 watts. Frequency Response; ±3 db, 80 to 10,000 cps. Dimensions: 9"x5V2"x834" 
high. Finish: Two-tone Midnight gray and slate Hammerloid. 


All specifications and prices subject to change without notice. 
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FISHER 


America's Finest 
FM-AM TUNERS 
AUDIO AMPLIFIERS 
PREAMPLIFIER-EQUALIZERS 



THE FISHER FM-AM TUNER 

MODELS 50-R and 50-RT 


T he fisher FM-AM Tuner, Model 50-R, is without an equal in 
engineering, beauty of design and workmanship. Here are 
its features: 

Frequency Modulation. Armstrong system, two IF stages, dual 
limiters, cascode RF stage, dual antenna inputs, either 72-ohm, or 
300-ohm balanced. Full limiting on signals as low as one micro¬ 
volt. Sensitivity: 2V2 microvolts for 30 db of quieting on 72-ohm 
antenna input. Frequency response: 20 to 20,000 cycles — 1 db. 
AFC; the latter is on a switch, and adjustable for locality. 

Amplitude Modulation. Two IF stages and one tuned RF stage. 
IF band width adjustable from front panel. Frequency response: 
— 2 db to 6000 cycles (—3 db at 7000 cycles) in broad tuning 
position. Sensitivity: less than one microvolt input for one volt 
output. Dual antenna inputs. Built-in 10 Kc filter. 

Audio. Uniform response, — 1 db, 20 to 20,000 cycles. Distortion 
less than 0.04% for one volt output. Hum level more than 100 db 
below two volts output. Cathode follower output, 

General Features. Completely shielded construction, including 
variable condenser. Bottom plate. Six-gang variable condenser, 
separate front ends for AM and FM. Completely shock-mounted. 
Etched aluminum chassis. Brushed brass control plate. AM loop 
and FM dipole antennas supplied. Tube Complement: 2-6BQ7A, 
1-6CB6, 1-6BE6, 3-6BA6, 2-6AU6, 2-6AL5, 1-12AU7, 1-5Y3 and 
1-6U5. Dimension: 14%" wide, 81 / 2 " high, 9%" deep. Shipping 
weight: 17 pounds. 

Model 50-R (For use with any preamplifier equalizer; 

50-R has no tone controls.) ..User's net $159.50 


Model 50-RT (Same as above, but supplied with tone 
controls and phono equalization facilities.) 

User's net $179.50 


THE 

FISHER 

MODEL PR-4 

PREAMPLIFIER 

S Can be used with low-level magnetic pickups of any 
make, including GE, Fairchild, Pickering, Audax, Clarkstan 
and others. Correct equalization is provided in each case. 
The PR-4 can also be used as a microphone preamplifier. 
General Features: Hum more than 6 p db b^low one 
volt output. Uniform response, 30-20,000 cycles. Self- 
powered. Bottom cover. Uses dual triode. Gain: On phono 
— 20 millivolts for one volt output; on microphone — 5 
millivolts for one volt output, a voltage gain of 500. 
Circuit permits long output lead, up to 50 feet. Size: 3%" 
x3%"x3%"high.User's net $12.57 



FISHER RADIO CORPORATION • NEW YORK 
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FSHER 


America's Finest 
FM-AM TUNERS 
AUD30 AMPLIFIERS 
PREAMPLIFIER-EQUALIZERS 


THE FISHER 

Master Audio Control 

MODEL 50-C 

H Features high gain with extreme reserve output voltage. 
Intermodulation distortion virtually unmeasurable. Self-powered, 
completely shielded, DC on all filaments. Hum inaudible. All- 
triode circuit, fully shock-mounted. Cathode follower input and 
two cathode follower output stages. The 50-C can be used with 
any amplifier. 

General Features: Five inputs and five input level controls. 
Main and recorder outputs permit leads to 200 feet. Harmonic 
distortion 0.02% at 1 volt, 0.05% at 5 volts, 0.4% at 15 volts. 
Intermodulation distortion, 0.08% at 1 volt. Frequency Response, 
— 0.5 db, 20-20,000 cycles. Hum and noise more than 100 db 
below normal signal on radio input, 68 db below output on 
phono with a 10 mv input signal. Controls: Volume, Loudness 


(Fletcher-Munsen), Loudness Control Switch, Selector Switch, Low 
and High Frequency Phono Equalization Switches (lever type) 
with 16 combinations. Power Switch. Base and Treble Controls. 
Three spare AC receptacles. Tube Complement: 2-12AX7, 
1-12AU7. 

Size—Chassis Model: 14%" wide, ZVi" high, 6V^" deep. 

Cabinet Model: 15%" wide, 4V2^^ high, 61/8" deep. 


Model 50-CH (Chassis Only) ...User's Net $89.50 

Model 50-CM (Mahogany) .User's Net $97.50 

Model 50-CB (Blonde) .User's Net $97.50 



THE FISHER 

Laboratory Standard Amplifier—Model 50-A 


H THE FISHER 50-A was expressly designed to satisfy these 
criteria: low internal impedance, low harmonic and intermodula¬ 



tion distortion at all power levels, extremely low hum and noise 
level, unusual reserve power handling capacity, high efficiency, 
good transient response, wide frequency response, good linearity 
(output versus input,) compactness, long component life, simple 
circuitry and moderate cost. 

Technical Specifications: High output, with less than 0.3% 
harmonic distortion at 40 watts (0.05% at 5 watts, 0.08% at 
10 watts.) Intermodulation distortion less than 0.4% at 10 watts, 
0.8% at 40 watts (measured 40/7000 cycles at 4 to 1.) Fre¬ 
quency response uniform — .1 db from 20 to 20,000 cycles, and 
1 db from 5 to 100,000 cycles. Power output constant within 
1 db at 40 watts, 15 to 60,000 cycles. Hum and noise more 
than 96 db below full output. Internal impedance is .53 ohms 
at the 16-ohm tap, giving a damping factor of 31. Tube Com¬ 
plement: 3-12AU7, 2-6CL6, 2-1614 and 2-5V4G. 8 and 16 ohm 
outputs. Size: 8"xl41^"x9" high. Shipping weight, 41 pounds. 
Level control. AC receptacle. User's net $159.50 


FISHER RADIO CORPORATION • NEW YORK 


Copyright by U. C. P., 'Inc. 
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SILVER ANNIVERSARY “TROPHY” MODELS 


AM-FM RADIO CHASSIS 


Dealer-Serviceman . . . Net $88.50 

I. DESCRIPTION AND SALIENT FEATURES: 
Espey Model 100 is a Superheterodyne AM-FM 
Radio Receiver chassis designed to operate on 
105/125 volts A.C., 50/60 cycles. Power consump¬ 
tion is 95 watts. It is of rugged construction 
using high quality components and is dressed off 
with a professionally designed attractive panel 
in grey that will neutrally blend into any home 
surroundings, whether installed in a cabinet, 
console or a bookcase. 

The Model 100 incorporates an improved fre¬ 
quency modulation circuit that is drift com¬ 
pensated to eliminate the need for troublesome 
automatic frequency control circuits ; an extra 
stage of RF gain on FM; high fidelity AM-F'M 
reception ; a pre-amplifier tube for use with re¬ 
luctance type of phonograph pickup cartridges; 
a Ferrite Loop Stick antenna for AM and a 
folded dipole for FM reception; full use of dual 
purpose tubes to obtain maximum performance; 
tone control ,* automatic volume control; beam 
power audio output ,* a special heater winding 
with a control to balance out residual line fre¬ 
quency hum; easy tuning combined with an 
easily readable, attractive ‘‘slide-rule” dial that 
is edge lighted; dual impedance output trans¬ 
former to match 3.2 or 8 ohm speaker voice coils. 
These features are further enhanced by the 
recent addition of a 3 position equalizer switch 
to compensate for recording characteristics in 
long playing AES or European recordings. 

The Model 100 tunes from 635 to 1720 Kc on 
AM and from 88 to 108 Me on FM. Sensitivity 
is such that outside antennas usually are not 
necessary. It is manufactured under licenses 
from RCA and Hazeltine and is RTMA listed 
Code #174. 

II. TUBE COMPLEMENT: The Model 100 has 9 
tubes plus a rectifier. Tube complement is 6BA6 
FM RF Amplifier, 6BE6 AM Oscillator and 
Mixer, 6BA6 IF Amplifier, 6AU6 FM Detector 
Driver, 6AL5 FM Detector, 12AT7 FM Oscillator 
and Mixer, 6AV6 AM Detector and Audio Ampli¬ 
fier, 12AX7 Pickup Pre-amplifier Tube, 6V6GT 
Beam Power Audio Output Amplifier and 5Y3GT 
Rectifier. 

III. ACCESSORIES ; The Model 100 chassis is sup¬ 
plied ready to operate, complete with tubes, 
antenna and all necessary hardware. 

IV. CHASSIS DIMENSIONS AND WEIGHT: 



Model 100-—AM-FM Chassis 

Model 101—AM-FM TUNER 

Outstanding AM-FM TUNER, self-powered 
for use with all types of Audio Amplifiers. 

DEALER - SERVICEMAN.. Net $70.50 

I. DESCRIPTION AND SALIENT FEATURES: Espey Model 
101 is a Superheterodyne AM-FM Radio Tuner chassis de¬ 
signed to operate on 105/125 volts A.C., 50/60 cycles. Power 
consumption is 60 watts. Its function is to deliver audio to an 
external amplifier. It is of the same rugged construction, high 
quality and professional design as the Model 100. 

The Model 101 incorporates an improved frequency modula¬ 
tion circuit that is drift compensated to eliminate the need for 
troublesome automatic frequency control circuits; an extra 
stage of RF gain on FM; high fidelity AM-FM reception; a 
Ferrite Loop Stick antenna for AM and a folded dipole for 
FM reception; full use of dual purpose tubes to obtain maxi¬ 
mum performance; automatic volume control; phono input for 
use with standard crystal pickups or pre-amplifiers; a special 
heater winding with a control to balance out residual line fre¬ 
quency hum; and easy tuning combined with an easily read¬ 
able attractive “slide-rule” dial that is edge lighted. 

The Model 101 tunes from 535 to 1720 Kc on AM and from 
88 to 108 Me on FM, sensitivity is such that outside antennas 
are usually not necessary. It is manufactured under licenses 
from RCA and Hazeltine and is RTMA listed Code #174. 

II. TUBE COMPLEMENTS: The Model 101 has 7 tubes plus a 
rectifier. Tube complement is 6BA6 FM RF Amplifier, 6BE6 
AM Oscillator and Mixer, 6BA6 IF Amplifier, 6AU6 FM De¬ 
tector Driver, 6AL5 FM Detector, 12AT7 FM Oscillator and 
Mixer, 6AT6 AM Detector and Audio Amplifier and 5Y3GT 
Rectifier. 

III. ACCESSORIES: The Model 101 is supplied ready to operate, 
complete with tubes, antenna and all necessary hardware. 


Chassis is l3l^" wide x 7%" high x 9" deep. IV. CHASSIS DIMENSIONS AND WEIGHT: Chassis is 13 
Carton is 17" x 11" x 12". Shipping weight wide X 7%" high X 9" deep. Carton is 17" X 11" X 12". Shipping 

18 lbs. each. Weight 16 Ibs .each. 
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SILVER ANNIVERSARY ^^TROPHY’’ MODELS 



Model 200—AM-FM RADIO CHASSIS 

CONTAINS 

PRE-AMP PICKUP TUBE 12AX7 

DEALER - SERVICEMAN_ Net $120.00 

I. DESCRIPTION AND SALIENT FEATURES: Espey Model 200 

is a DeLuxe Superheterodyne AM-FIVl Radio Receiver chassis 
designed to operate on 105/125 volts A.C., 50/60 cycles. Power 
consumption is 105 watts. It is of rugged, sturdy construction 
using high quality components. Its outward appearance is multi¬ 
grey toned, professionally designed to blend into any home sur¬ 
roundings, whether installed in a cabinet, console or a 
bookcase. 

The Model 200 incorporates an improved frequency modula¬ 
tion circuit that is drift compensated to eliminate the need for 
troublesome automatic frequency control circuits; 6 gang 
tuning condenser; high fidelity AM-FM reception; tuned RF 
amplifiers to make use of low field strength signals ; a pre¬ 
amplifier for use with reluctance type phonograph pickup 
cartridges; a Ferrite Loop Stick antenna for AM and a folded 
dipole for FM reception; full use of dual purpose tubes to ob¬ 
tain maximum performance; AF input; line power outlets; 
auxiliary position on switch for use when T.V, Audio is 
channeled through set; push-pull beam power audio power 
amplifier; full range bass and treble tone controls ; automatic 
volume control; provision for external antennas; a special 
heater winding with a control for balancing out residual line 
frequency hum; easy tuning combined with an easily readable 
attractive “slide-rule” dial that is edge lighted; special multi¬ 
impedance output transformer to match 4, 8 and 500 ohms 
speaker loads. The latest improvement on the Model 200 is a 
dual control which operates a record roll-off equalizer network 
to compensate for recording characteristics in long playing 
AES or European recordings. 

The Model 200 tunes from 535 to 1720 Kc on AM and from 
88 to 108 Me on FM. Outside antennas are not normally needed. 
It is manufactured under licenses from RCA and Hazeltine 
and is RTMA listed Code #174. 

II. TUBE COMPLEMENT: The Model 200 has 13 tubes plus a 
rectifier. Tube complement is 6BA6 AM RF Amplifier, 6BA6 
FM RF* Amplifier, 6BE6 AM Oscillator and Mixer, 6BA6 IF 
Amplifier, 6AU6 FM Detector Driver, 6AL5 FM Detector, 6C4 
FM Oscillator, 6BE6 FM Mixer, 6AV6 AM Detector and Audio 
Amplifier, 12AT7 Audio Amplifier and Phase Inverter, 12AX7 
Phono Pre-amp, 2 6V6/GT Push-Pull Beam Power Audio Power 
Amplifiers and a 5Y3GT Rectifier. 

III. ACCESSORIES; The Model 200 is supplied ready to operate 
complete with tubes, antenna and all necessary hardware. 

IV. CHASSIS DIMENSIONS AND WEIGHT: Chassis is 13%" 
wide X 7%" high x 10" deep. Carton is 19^" x 12" x 14". Ship¬ 
ping weight 24 lbs. each. 



Model 300—AM-FM TUNER 


Outstanding AM-FM TUNER, self-powered 
for use with all types of Audio Amplifiers. 

DEALER - SERVICEMAN_ Net $109.50 

I. DESCRIPTION AND SALIENT FEATURES ; Espey Model 300 

is a DeLuxe Superheterodyne AM-FM Radio Tuner chassis de¬ 
signed to operate on 105/126 volts A.C., 50/60 cycles. Power 
consumption is 75 watts. Its function is to deliver audio to an 
external amplifier. It is of rugged, sturdy construction using 
high quality components. Its outward appearance is multi-grey 
toned, professionally designed to blend into any home sur¬ 
roundings, whether installed in a cabinet, console or a 
bookcase. 

The Model 300 incorporates an improved frequency modula¬ 
tion circuit that is drift compensated to eliminate the need for 
troublesome automatic frequency control circuits ; 6 gang tun¬ 
ing condenser; high fidelity AM-FM reception ; tuned RF' amp¬ 
lifiers to make use of low field strength signals ; a pre-amplifier 
for use with reluctance type phonograph pickup cartridges ; a 
Ferrite Loop Stick antenna for AM and a folded dipole for 
FM reception ; full use of dual purpose tubes to obtain maxi¬ 
mum performance; auxiliary position on switch; AF input ,* 
line outlets; automatic volume control; provision for external 
antenna; a special heater winding with a control for balancing 
out residual line frequency hum ; easy tuning combined with 
an easily readable attractive “slide-rule” dial that is edge 
lighted. The latest improvement on the Model 300 is a dual 
control which operates a record roll-off characteristic network 
to compensate for recording characteristics in long playing 
AES or European recordings. 

The Model 300 tunes from 535 to 1720 Kc on AM, and from 
88 to 108 Me on FM. Outside antennas are not needed, even 
in the weakest signal areas. It is manufactured under licenses 
from RCA and Hazeltine and is RTMA listed Code #174. 

II. TUBE COMPLEMENT: The Model 300 has 10 tubes plus a 
rectifier. Tube complement is 6BA6 AM RF Amplifier, 6BA6 
FM RF Amplifier, 6BE6 AM Oscillator and Mixer, 6BA6 IF 
Amplifier, 6AU6 FM Detector Driver, 6AL5 FM Detector, 6C4 
FM Oscillator, 6BE6 FM Mixer, 6AT6 AM Detector and Audio 
Amplifier, 12AX7 Phono Pre-amp, and 5Y3GT Rectifier. 

III. ACCESSORIES: The Model 300 is supplied ready to operate 
complete with tubes, antenna and all necessary hardware. 

IV. CHASSIS DIMENSIONS AND WEIGHT: Chassis is ISVa' 
wide X 7%" high x 10" deep. Carton 19%" x 12" x 14". Shipping 
weight 17 lb§. each. 
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SILVER ANNIVERSARY 


“TROPHY” 


MODELS 


Lowest Priced 
on t h e M a r k e t 


Deluxe 



FM TUNER 


Model 400—AM-FM DeLuxe TUNER 

Dealer-Serviceman . . . . Net $109.50 

Model 500—DeLuxe Audio 

Amplifier, 20 Watts (not shown) 

Dealer-Serviceman . . . . Net $ 54.75 


Model 400 

I. DESCRIPTION AND SALIENT FEATURES: 
Espey Model 400 is a DeLuxe Superheterodyne 
AM-FM Radio Tuner chassis. It is powered from 
and used in conjunction with Espey Model 500 
Amplifier. The combination operates at 105/125 
volts, 50/60 cycles A C. Power consumption is 
135 watts. It is of rugged, sturdy construction 
using high quality components. Its outward ap¬ 
pearance is multi-grey toned, professionally de¬ 
signed to blend into any home surroundings, 
whether installed in a cabinet, console or a 
bookcase. 

The Model 400 incorporates an improved fre¬ 
quency modulation circuit that is drift compen¬ 
sated to eliminate the need for troublesome auto¬ 
matic frequency control circuits; 6 gang tuning 
condenser; high fidelity AM-FM reception; 
tuned RF amplifiers to make use of low field 
strength signals; a pre-amplifier for use with 
reluctance type phonograph pickup cartridges; 
a Ferrite Loop Stick antenna for AM and a 
folded dipole for FM reception; full use of dual 
purpose tubes to obtain maximum performance; 
full range bass and treble tone controls; aux¬ 
iliary position on switch for audio input; line 
outlets; automatic volume control; provision for 
external antenna; a special control for balancing 
out residual line frequency hum; easy tuning 
combined with an easily readable attractive 
“slide-rule” dial that is edge lighted. The latest 
improvement on the Model 400 is a dual control 
which operates a record roll-off characteristic 
network to compensate for recording character¬ 
istics in long playing AES or European re¬ 
cordings. 



Model 400 — AM-FM 
Deluxe Tuner 


MODEL 500 

AUDIO AMPLIFIER 

I, Model 500 DeLuxe Power Supply and Audio Amplifier contains 6 tubes, plus 2 
rectifiers in a high gain push-pull amplifier circuit. It is designed specificalb 
for use in conjunction with the Model 400 Tuner, but niay be used wherever a 
high quality audio amplifier may be required. Power requirements are: 105/125 
volts AC ; 50/60 cycles; power consumption; approximately 135 watts when 
used in conjunction with Model 400. 

II. FEATURES: 


The Model 400 tunes from 535 to 1720 Kc on 
AM, and from 88 to 108 Me on FM. Outside 
antennas are not needed, even in the weakest 
signal areas. It is manufactured under licenses 
from RCA and Hazeltine and is RTMA listed 
Code #174. 

II. TUBE COMPLEMENT: The Model 400 has 11 
tubes. Tube complement is 6BA6 AM RF Ampli¬ 
fier, 6BA6 FM RF Amplifier, 6BE6 AM Oscil¬ 
lator and Mixer, 6BA6 IF Amplifier, 6AU6 FM 
Detector Driver, 6AL5 FM Detector, 6C4 FM 
Oscillator, 6BE6 FM Mixer, 6C4 AM Detector, 
6AV6 1st Audio Amplifier, and 12AX7 Phono 
Pre-Amp. 


1. Parallel Push-Pull Beam Power Output Circuit. 

2. Self-Balanced 3-Phase Inverter System. 

3. Extended Range High-Fidelity Response. 

4. Inverse Feedback Circuit. 

5. 6 Tubes plus 2 Rectifiers. 

6. Output Impedance selective for any speaker requirement (4 to 500 ohms). 

7. Licensed under RCA. 

8. RTMA listed. 

III. DESCRIPTION: The Model 500 Power Supply-Audio Amplifier employs 
the best proven engineering design. Six tubes are incorporated in a balanced 
phase inverter parallel push-pull amplifier. By the use of an inverse feedback 


III. ACCESSORIES: The Model 400 is supplied 
ready to operate complete with tubes, antenna 
and all necessary hardware. 

IV. CHASSIS DIMENSIONS AND WEIGHT: 
Chassis is 13%" wide x 7%" high x 9" deep. 
Carton 19 x 12" x 14". Shipping weight 
13 lbs. each. 


circuit, high-fidelity performance is obtained. 

IV. TUBE COMPLEMENT: 2 6J6 Audio Driver tubes. — 4 6V6 Beam Power 
Audio Output tubes. — 2 5Y3 Rectifier tubes. 

V. CHASSIS DIMENSIONS AND WEIGHT: 13^" tvide x 7^" high x 9" deep. 
Weight 18 lbs. 
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AH chassis finished in polished chromium and shipped complete with all hardware 
and instructions necessary to complete a professional custom installation. 


craftsmen 


C202 

TELEVISION 


4401 N. Ravenswood Ave., Chicago 40, III. 


HERE ARE 

craftsmen HIGH-FIDELITY COMPONENTS 

FOR EVERY CUSTOM INSTALLATION ... 


C400 
HIGH-FIDELITY 
AMPLIFIER 


C800 FM-AM Tuner is Craftsmen’s finest. Built-in phono pre-amplifier and record 
equalizer make the C800 extremely versatile for installations of all types. Front- 
panel-selected equalization for AKS, LP or EURopean recording characteristics. 
Inverse feedback compensated dual triode phono preamp for correct turnover and 
rolloff characteristics. Double shadow tuning eye and AFC on FM simplifies 
tuning. Front-panel AFC cutout for tuning weak stations. Has cathode follower 
audio output, bass and treble controls continuously variable from attenuation 
to boost. Size: 13% x.10% x 7 in. high, $150^^ 

CIO FM-AM Tuner, rated highest by several independent testing organizations has 
become famous for its non-drifting FM circuits. Fly-wheel tuning and automatic- 
frequency control FM tuning enables quick and accurate station selection. Com¬ 
pensated pre-amplifier for variable-reluctance phono cartridge, cathode-follower 
output, bass and treble controls (provide either boost or cut) all use low-distortion 
triode tubes. Includes AM whistle filter, FM-AM antenna, 11 tubes plus rectifier. 
Size 13% X 9% x 7 in. high. $1 0150 

Shipping weight, 16 lbs. Net. Iwl 

C500 Ultra-Fidelity Amplifier—finest made at any price. Based on famous 
Williamson all-triode circuit with 20db. inverse feedback. 10 watts output at less 
than 1/10% har. or %% I.M. distortion; 1 watt at 1/100% har. or 1/20% I.M. 
distortion. Freq. response: 5 to 100,000 cps. ±2 db. Hum: —90 db. Damping 
factor: 32:1. Matched push-pull KT66 output tubes provide lowest A50 
possible distortion. Size: 13% x 8 x 7% in. Shipping weight, 25 lbs. Net. ^ ^ 


C400 High-Fidelity Amplifier—for less-costly applications. New convenient size 
fits many mounting arrangements. 10 watts output at less than 1% har. or 5% 
I.M. distortion. Freq. response: 10 to 30,000 cps. ±1 db. Hum: —70 db. Damp¬ 
ing factor: 4:1. Tubes: 6J5, 6SN7GTA, push-pull 6V6GT’8, 5Y3GT rect. 

Size: 14 x 4% x 5% inches high. Shipping weight, 12 lbs. Net. "TM 


C202 High-Fidelity Television includes 5 watt (at less than 2% 
distortion) push-pull audio amplifier (response; 20-20,000 cps. 
=t=l db.) Standard-Coil turret tuner adaptable to UHF. Features 
keyed AGC, 16-kv. anode supply, 4 me. video response, separate 
sound IF including cascade limiters and Foster-Seeley discrimi¬ 
nator. Output connection for use with any of above units. 27 tubes 
plus 5 rect. Overall size including escutcheon and knobs with 
20CP4, 21 X 23 X 21 in. high; with 24AP4 26 x 26 x 29 $050^^ 
in. high. Shipping weight, 60 lbs. Net. 

Accessory kits include escutcheon, mask, safety glass, and mount¬ 


ing accessories. 

217R for 17BP4 picture tube. Net. $15.40 

221R for 21FP4 picture tube. Net. $21.40 

224M for 24AP4 picture tube (incl. polyethylene 

ring and sleeve). Net. $42.50 


C800, CIO and C202 are designed to work equally well with either 
of above amplifiers or in any combination. 
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f THE AF 824 AM-FM PILOTUNER ^ 

The DeLuxe AM-FM Pilotuner engineered for peak AM-FM reception and 
versatile control of high fidelity phono reproduction. Unique Pilot features 
include automatic frequency control (AFC) for effortless, drift-free FM 
tuning. Front panel AFC disabling switch to facilitate tuning weak stations. 
Complete record equalization including LP, NAB, AES, and foreign charac¬ 
teristics. Cathode follower output allowing up to 100 feet of leads between 
tuner and audio amplifier without loss of fidelity. 19 db boost and cut 
on individual bass and treble controls. The hum level is 80 db below 1 volt, 
hum balancing adjustment provided. Audio Frequency response ±11/4 db 
20 to 20, 000 cps. Audio Distortion .2% at 1 volt output. Slide rule dial 
with selectively illuminated and fly wheel tuning for maximum ease in 
station selection. Handsome bronze finish escutcheon readily removable for 
cabinet installation. 

Tube Complement: 6BA6 RF Amplifier, 6U8 Oscillator, Mixer, 6BA6 1st 
IF Amplifier, 6AU6 2nd IF Amplifier, AM Detector, 6AL5 FM Ratio 
Detector, 6AB4 AFC, 12AX7 Phono Preamp, 12AT7 Tone Amplifier, 12AU7 
Audio and Detector Output Cathode Followers, 6X5GT Power Rectifier. 
Size: 14iV' L x H x D behind panel; Shipping Weight: 15 pounds. 

THE AF 723 AM-FM PILOTUNER 

Pilot precision engineering at economy level. Automatic frequency control 
(AFC) for freedom from drift and ease of tuning. Removable bronze finish 
escutcheon for custom installations. Slide rule dial with selectively illumi¬ 
nated scales. Cathode follower output allows use of up to 100 feet of leads 
between tuner and audio amplifier. Power line antenna for FM and built-in 
ceramic powdered iron loop stick antenna for AM. Self-contained power supply 
for 117 volt 60 cycle operation. Crystal phono input. FM fully shielded 
against oscillator radiation. Tube Complement: 6BA6 RF Amplifier, 6U8 
Oscillator, mixer, 6BA6 1st IF Amplifier, 6AU6 2nd IF Amplifier, AM 
Detector, 6AL5 FM Ratio Detector, 12AU7 Audio Amplifier, Cathode Fol¬ 
lower, 6AB4 Automatic Frequency Control, 6X5GT Power Rectifier. Overall 
Dimensions: 14i/4" wide & high x 8%" deep behind mounting panel. 

Shipping Weight: 15 pounds. 

THE PILOTONE AMPLIFIER MODEL AA901 

utilizes full Williamson circuit for optimum high fidelity. Features: Under¬ 
writers Laboratory Approved. Fused for safety. Uses KT-66 tubes in the 
output stage to conform with original Williamson Amplifier design. 

Power Output: 15 watts maximum. Frequency Response: ±0.1 db. 20 cps. to 
20,000 cps. at 10 watts. Total Harmonic Distortion: Less than 0.1% at 10 
watts output from 30 cps. to 15,000 cps. Less than 0.5% at 15 watts 
output from 30 cps. to 15,000 cps. Intermodulation Distortion: Less than 
0.5% at 10 watts (50 and 7,000 cps.: 4/1). Sensitivity: 1 volt input for 
10 watts output (input resistance 470,000 ohms). Hum and Noise Level: 
90 db. below 10 watts. Negative Feedback: 20 db. Speaker Output Im¬ 
pedances: 8 and 16 ohms. Output Internal Impedance: 0.5 ohms at § ohm 
tap. Phase Shift: ±10 degrees, 20 to 20,000 cps. Power Consumption: 140 
watts, 117 volts, 60 cycle AC. Tube Complement: 6SN7GT Audio Amplifier 
and Phase Inverter, 6SN7GT Pushpull Audio Amplifier, KT-66(2) Push- 
pull Power Output, 5U4G Power Rectifier. Overall Dimensions: 141/^" wide x 
1 Vz" deep X 7%" high. Shipping Weight: 25 pounds. 

THE PILOTONE AMPLIFIER MODEL AA 902 

Quality without compromise where space and economy are prime factors. 
Output transformer is made with interleaved winding for reduced leakage 
inductance. AH input and output terminals are on top of chassis to facilitate 
mounting in minimum space. Underwriters Laboratory Approved. 

Power Output: 10 watts maximum. Frequency Response: ±1 db. 15 cps. to 
40,000 cps. at rated output (10 watts). Total Harmonic Distortion: Less 
than 1% at 10 watts from 30 cps. to 15,000 cps. Less than 0.1% at 1 watt 
from 30 cps. to 15,000 cps. Intermodulation Distortion: Less than 2% at 
rated output. (50 and 7,000 cps.: 4/1.) Sensitivity: 1 volt for rated output 
(10 watts). (Input resistance 470,000 ohms.) Hum and Noise Level: 90 db. 
below rated output. Negative Feedback: 15 db. Phase Shift: ±10 degrees, 
20 to 20,000 cps. Speaker Output Impedances: 4, 8, and 16 ohms. Output 
Internal Impedance: 1 ohm at 8 ohm tap. Power Consumption: 65 watts, 117 
volts 60 cycles. Tube Complement: 6C4 Voltage Amplifier, 12AU7 Amplifier 
and Phase Inverter, 6V6GT(2) Power Amplifiers, 5Y3GT Rectifier. Overall 
Dimensions: 14%" wide x 4%" deep x 5 44" high. Shipping Weight: 13 lbs. 

THE PA 912 PILOTONE PREAMPLIFIER 

Offers versatile and flexible control for all high fidelity amplifiers. Cathode 
Follower output permits remote operation up to 100 feet from audio amplifier. 
Tube Complement: 12AX7 Phono Preamplifier and Microphone Preamplifier, 
12AX7 Voltage Amplifier and Tone Amplifier, 12AT7 Voltage Amplifier and 
Cathode Follower, 6X4 Power Rectifier. Power Supply: 105-120 volts, 60 
cycles, 10 watts. Cabinet: Attractive Hammertone bronze finish. Overall 
Dimensions: 11 %" long x 5%" high x 5%" deep. Shipping Weight: 6% lbs. 
Features: Self contained power supplj^ for 117V 60 cycle AC line. Detach¬ 
able front panel plate for convenient custom installation. Full base and treble 
controls with “flat” positions at center settings of control knobs. Selector 
switch to choose signal from any one of 4 playback equalizers. Separate micro¬ 
phone input control permits voice to be superimposed on radio, television or 
phonograph reproduction for special effects. This Volume control has built-in 
switch, cutting off microphone completely when knob is turned to extreme left. 



PILOTONE AMPLIFIER AA-901 
$99.50 



PA 912 SPECIFICATIONS (Continued) 

Hum Level: 80 db. below 1 volt. Output Impedance: 500 ohms 
Cathode Follower. Phono Equalizers: LP, NAB, AES, FOREIGN. 
Tone Control Range: 

20 cps. 100 cps. 800 cps. 

19 db. Boost 12 db. Boost 0 db. Boost 

19 db. Cut 12 db. Cut 0 db. Cut 

10,000 cps. 20,000 cps. 

14 db. Boost 19 db. Boost 


PILOT RADIO CORP., LONG ISLAND CITY 1, NEW YORK 
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INTER-COMMUNICATION SYSTEMS 

FOR INDUSTRY • STORES • OFFICES • HOMES 


TALK-A -PHONE 


Known wherever inter-eommunieation is used as the World's finest system, TALK-A-PHONE 
is designed, developed, and precision-engineered by the leader in its field, with more than a 
quarter-century experience in electronics. TALK-A-PHONE stations are designed to withstand 
continuous day and night use; and are built to give you years of dependable service. The 
Armed Forces; Governmental Agencies; America's giant industrial firms, with highly complex 
and elaborate intercom needs depend on TALK-A-PHONE. 



ONE MODEL DOES EVERYTHING 

TALK-A-PHONE's patented, exclusive "DYNASONIC" features gives you one model that 
"Does Everything." The same unit can be used for every type of application, whether it be 
as all Master Stations, or a Master and Staff Stations, or a number of Masters inter-mixed 
with Staff Stations. The Master Stations may talk with any other Master in the system as well 
as with all Staff Stations. Six, twelve, twenty and thirty capacity Master Stations can be 
used within the same system. The Staff Station may answer Master Stations and originate 
calls to one, two or six Master Stations, depending on its capacity. Staff Stations converse 
with Master Stations only. Staff Stations are not connected to electrical outlet. 

Through its "DIFFERENTIAL STAFF" feature, TALK-A-PHONE permits any Staff Station 
to be used as either "Private" or "Non-Private", and also permits some Staff Stations to 
be "Private" and others "Non-Private" in the same system. "Private" Staff Stations have 
complete privacy, and no other station can "listen-in". Persons at "Non-Private" Staff 
Stations can answer from a distance up to 50 feet from the unit without leaving work. All 
Master and Staff Stations are assured of privacy except where by choice, Staff Stations 
are designated as "Non-Private", In which case the Master Station can "listen-in" on the 
"Non-Private" Staff Stations. 

REDI-POWER . . . the simple means of having additional output without a separate 
power booster . . . has now been further developed to furnish a maximum of 20 watts. 
One or more REDI-POWER Masters can be combined with regular "Chief" Masters and 
Staff Stations in the same system. Use to call a number of stations simultaneously with 
sufficient volume, or to call very noisy locations singly. Has all the operational features 
of a regular "Chief" Master unit with the additional feature of built-in extra power 
for use when needed. Available in 12 and 20 station capacity. 

BEAUTIFULLY STYLED: The Bakelite^ walnut cabinet of the "CHIEF FORTY- 
NINER" Is unsurpassed in simplicity of design and appearance. 

TRANSLUCENT LIGHTING further enhances its beauty as well as indicating whether 
the unit is "on" or "off." 

MULTI-MAGIC SELECTOR: a patented exclusive TALK-A-PHONE feature. Twelve, 
twenty, thirty station capacity in SAME BEAUTIFUL CABINET with only TWELVE PUSH 
BUTTONS. Six-station Master has six push buttons. 

HOLD-A-MATtC CONFERENCE CONTROL; TALK A PHONE HOLD A 
MATIC" feature ALLOWS CONFERENCE between THREE or a GROUP OF STATIONS 
by merely selecting desired buttons, 

UNI-TRANS: Gives you "DICTATION CONTROL." 

VOICE RANGE POWER: The powerful, rugged amplifier gives you amazing, bril¬ 
liant "voice range" power. Stations may be up to 3000 Ireet apart. 

DEPENDABILITY: proved IN BILLIONS OF HOURS OF ACTUAL USE. 

PRIVACY EARPHONE: Optional equipment on Master Stations. Provides listening 
privacy; and conversation with other Masters without continuous operation of touch bar. 

CRADLE PHONE: Opti onal equipment to provide completely private conversations. 

BUSY SIGNAL: Talk-A-Phone "Busy Signal" functions as a visual indication that the 
Master Station being called is busy. Can be ordered as optional feature with any 
"Chief" Master Station. 




All Master Stations and C-46 Staff Stations — 12" W 
X 9" D X 7" H. 

C-41 and C-42 Staff Stations — 8'A" W x 7Y2" D x 
6 '/4" H. 

C-4906 Push button Master for six-station capacity, 
complete with tubes, junction box, and easy-to-fol¬ 
low Instructions. Wt. 13 lbs. List Price ea. $89.50 
6212 CABLE — For inter-connecting C-4906. 

List Price per foot 24c 
C-4912 Push button Master for twelve-station 
capacity, complete with tubes, junction box, and 
easy-to-follow instructions. Wt. 14 lbs. 

List Price ea. $106.00 
C-RP-5912 REDI-POWER push button master forJ2 
Station capacity, complete with tubes, junction 
box, and easy-to-follow instructions. Wt. 18 lbs. 

List Price ea. $160.00 

6224 CABLE — For Inter-connecting C-4912; C-4920; 

C-RP-5912; and C-4930. Lise Price per foot 47c 

C-41 Staff Station for origination of call to one 

Master. Wt. 5 lbs. List Price ea. $22.00 

C-42 Staff Station for origination of calls to two 

Masters. Wt. 5 lbs. List Price ea. $29.00 

C-46 Push button Staff Station for origination of 
calls to six Masters. Wt. 9 lbs. 

List Price ea. $65.00 
6204 CABLE — For connecting C-41, C-42 and C-46 
Staff Stations to Masters. List Price per foot 10c 

Master Stations also available in capacities up 
to 60 Stations. For cradle phone models add 
$45.00 to list price of unit. For earphone models 
add $20.00 to list price of unit. For "Busy 
Signal" add $12.00 to list price of Master. All 
models available in Executive Gray Cabinets at 
slightly additional cost. Write for full details. 


HOW TO DETERMINE CABLE REQUIREMENTS: To interconnect Master Stations, measure from first Master to second Master only, 
from second to third Master only, etc.,.and total. For C-4920 or C-RP-5920 use two lengths of 6224 Cable, and for C-4930 use three lengths of 
6224 Cable. To connect C-41 Staff Station, measure from Staff Station to the one Master to which Staff Station originates calls. To connect 
C-42 and C-46 Staff Stations, measure a separate length of cable from Staff Station to each Master Station to which Staff Station originates 
calls (for each C-42 or C-46, follow same procedure). 


Manufactured under exclusive TALK-A-PHONE Patents. Licensed under U. S. Patents of A. T. & T. Co. and Western Electric Co. Inc. 

Prices and Specifications Subject to Change Without Notice 
Ail prices 5% higher west of Rocky Mountains 


CHICAGO TALK-A-PHONE CO. Illinois 
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TALK-A-PHONE 


INTER-COMMUNICATION SYSTEMS 

FOR INDUSTRY • STORES • OFFICES • HOMES 



TALK-A-PHONE reaches every department with 
the speed of sound. Quick as you can flick a 
finger—Talk and Listen. For the Home, Farm, 
Professional Man, Office and Business. Eliminate 
time consuming, trfps, by-pass congested switch¬ 
boards. 

TALK-A-PHONE offers "private" or "non¬ 
private" inter-communication, provides utmost 
flexibility with true economy. Designed for 
continuous day and night use. 

TALK-A-PHONE operates at but a fraction of 
a cent a day . . . and it can be installed by 
anyone. All units are complete, ready for in¬ 
stallation. Walnut bakelite cabinets. All models 
Underwriters Laboratories Approved. 


MASTER SELECTIVE SYSTEM 


Designed for use where one Central Location is to converse with several outlying locations. Master Station, 
in Central Location, can be connected with one or more (up to 10) Sub-Stations. Start with a Master and 
only one or two Sub-Stations and then add later as necessary. Optional installation of system whereby user 
can connect Sub-Stations "privately" or "non-privately" and still originate calls to the Master. When system 
is "noii-private," persons at Sub-Stations need operate no controls and can reply from a distance. When system 
is "private," Master unit cannot listen in on Sub-Stations; however, Sub-Stations can still answer and originate 
calls. Operates universally on 110-120 volts, AC-DC. Sturdy bakelite cabinets. 


Model LM-5— Master Station for 5 Sub-Stations, 
complete with tubes and easyrto-follow instructions. 

Weight 7 lbs ..!.List $45.00 

Model LM-10— Master Station for 10 Sub-Stations, 
complete with tubes and easy-to-follow instructions. 
Weight 7 lbs. ....List $58.00 


Model LR-3 (Bakelite) , — Model LR-3M (Metal) 

Sub-Station for use with LM-5 or LM -10 Masters. 
Weight 5 lbs ...List $15.95 

No. 5303— Cable for connecting LR-3 to LM-5 or 

LM-10 _.List, per 10' $ .50 



Master Station can talk 
with any Sub-Station or 
with all at once. Enables 
replies at a distance from 
unit without operation of 
controls. 



Consists of all Master 
Stations. Any Station can 
call any other Station. 
Several completely pri¬ 
vate 2-way conversations 
possible at same time. 


SUPER SELECTIVE SYSTEM 


Here is a versatile low cost intercom system offering extreme flexibility to meet many requirements in industry, 
offices, homes, etc. Consists entirely of Master Stations so that severaj separate two-way conversations may be 
carried on simultaneously without interference to each other. Any Station can call and carry O'n a conversation 
with any other Station in the system with absolute "privacy." Stations cannot listen in on each other, nor can 
a third unit listen in on a conversation of two others. Have a visitor in your office and your mind is at ease 
that no one can eavesdrop on your conversation.. Variable volume, adjustable at each unit, controls incoming 
voice. You can begih with two Masters and add later as needed. Operates universally on 110-120 volts, AC-DC 
Sturdy bakelite cabihets. 


Model LS-5— Master Station tor 5 Masters, complete 
with tubes and easy-to-follow instructions. Weight 7 

lbs ..List $45.00 

Model LS-10— Master Station for 10 Masters, complete 
with tubes and easy-to-follow instructions. Weight 7 
lbs .....List $58.00 


No. 5506— Cable for connecting LS-5 Masters. 

List, per 10' $1.30 

No. 9911— Cable for connecting LS-10 Masters. 

List, per 10' $2.40 


COMBINATION SYSTEM 

Personnel can answer incoming calls as far as 40 feet from their unit. Master Stations may talk to each other 
and with any Sub-Station selectively. Master Stations can switch themselves "private" or "non-private" at 
will. You can begin with 2 Stations (at least one must be a Master) and add other units as required. Model 
CL-5 Master has a total inter-connecting capacity of 5 Stations, including Masters and Sub-Stations; while 
Model CL-IO Master has a total capacity of 10 Stations. Sub-Stations do not consume electric current. Operates 
universally on 110-120 volts, AC-DC. Sturdy bakelite cabinets. 


Model CL-5— Combination Master for 5 Station use, 
complete with tubes and easy-to-follow instructions. 

Weight 7 lbs .;.....List $55.00 

Model CL-10— Qombination Master for 10 Station use, 
complete with tubes, easy-to-follow Instructions and 
Junction Box for greater ease-of-installation. Weight 

8 V 2 lbs . 1 ... ...List $74.00 

Model LR-2— Sub-Station for use with either pf above 
Masters. Weight 5 lbs ............List $15.95 


Model LR-2M— Same operation as LR-2, but In brown 
metal cabinet suitable for wall or desk mounting. 

Weight 3 lbs ..List $15.95 

No. 6212— Cable for connecting CL-5 Masters. 

List, per 10' $2.40 

No; 6224— ^Cable for connecting CL-IO Masters. 

List, per 10' $4.70 
No. 6902— Cable for connecting LR-2 and LR-2M to 
CL-5 or CL-10 Masters ...List, per 10' $ .35 



For the more flexible type 
of system requiring oper¬ 
ation of more than one 
Master Station, along 
with Sub-Stations which 
need not originate calls. 


COMPLETE TWO-STATION SYSTEM 

A complete low cost intercom system providing voice communication 
between any two points. Hundreds of uses . , . connects bedroom 
with nursery, keeps parents tuned in on baby's every move. Ties in 
home with garage, farmhouse with barn, etc, ... Ideal, too, for 
offices, stores, small factories. Sub-Station can be connected for 
"private" or "non-private" use. When connected "privately," Master 
unit cannot listen in on Sub-Station, but both can originate calls to 
each other.^ When connected "non-privately," Master can listen in 
on Sub-Station, and persons c^h reply to Master from as far as 40 
feet from the Sub-Station. Adjustable volume. Sturdy bakelite cab¬ 
inets. Operates universally on 110-120 volts, AC-DC. 

Model LC-2— ^Two-Station System, complete with Master, Sub-Station, 

50' Cable, and easy-to-follow instuctions. Wt. 11 lbs _List $51.00 

No. 5303— Additional cable for greater distance.™.. List, per 10' $ .50 

Prices and Specifications Sul 
All prices 5% higher 


HOW TO DETERMINE CABLE REQUIREMENTS 

For LM-5, LM-10 MASTER SELECTIVE Systems, measure from each 
Sub-Station to the Master and order total. For LS-5, LS-10 SUPER 
SELECTIVE Systems, measure from first Master to second Master only; 
from second Master to third Master only; etc., and total. Cable 
between first and last Masters not necessary. For CL-5, CL-10 COM¬ 
BINATION Systems, Master cable, measure from Master to Master 
as above. Sub-Station cable, measure from each Sub-Station to 
nearest Master only. 

All units above available with "privacy" Earphone attachment at 
$20.00 per station list. Also in unusually attractive Pearl Gray cabinets 
at slightly additional co>t. 

t to Change Without Notice 
t of Rocky Mountains 


CHIC A G o TALK-A-PHONE CO. Illinois 
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RCA ELECTRONIC COMPONENTS 

SPEAKERS — PICKUPS 

QUALITY ENGINEERED TO INSURE DEPENDABLE PERFORMANCE 




PM & EM LOUDSPEAKERS 


Mountings Designed to RTMA Standards. 
Dustproof, Rust-Resistant. 

Universal Transformer Mounting Bracket 
on All 4", 4" X 6", and 5" PM’s. 

Rugged Mechanical Construction With 
Welded Housing Assembly. 


Moisture-Resistant Voice-Coil Suspen¬ 
sion Assures High Efficiency and 
Dependability. 

Speaker Mounting Bracket Enclosed 
With All 4", 4" X 6", and 5" PM’s. 

Rim Gaskets Supplied with all 12" 
Speakers. 


RCA SPEAKER CHARACTERISTICS 
Permanent-Magnet Types 


SIZE 


TYPE 

RESONANT 

FREQUENCY 

(cps) 

MAGNET 

WEIGHT 

(02.) 

VOICE-COIL IMPEDANCE 

MAXIMUM SUGGST’D 
POWER HANDL’G LIST 
CAP. (WATTS) PRICE 

2" X 3" 


214S1 

230-340 

1.0 

11.8 ohms at 1000 cycles 

■■■KignH 

$ 4.75 

3" 


216S1 

250-300 

1.0 

3.2 ohms at 400 cycles 


3.70 

4" (shallow pot type) 


175-225 

1.0 

3.2 ohms at 400 cycles 


4.00 

4" 



170-225 

1.47 

3.2 ohms at 400 cycles 


4.35 

4" X 6" 


246S2 

150-200 

0.68 

3.2 ohms at 400 cycles 


4.20 

4" X 6" 


446S2 

150-200 

1.47 

3.2 ohms at 400 cvcles 


4.75 

5" 



150-200 

0.68 

3.2 ohms at 400 cycles 


4.00 

5'^ 



150-200 

1.47 

3.2 ohms at 400 cycles 


4.60 

SH" 


217S1 

135-165 


3.2 ohms at 400 cycles 


4.00 

5" X 7" 


257S1 

120-140 

1.47 

3.2 ohms at 400 cycles 


5.75 

6" 



100-140 

1.47 

3.2 ohms at 400 cycles 


6.25 

6" X 9" 


269S1 

95-120 

2.4 

3.2 ohms at 400 cycles 


10.40 

8" 



75-95 

2.15 

3.2 ohms at 400 cycles 


7.50 

8" 



75-95 

2.15 

6-8 ohms at 400 cycles 


7.50 



410S1 

75-125 

6.8 

6-8 ohms at 400 cycles 


13.25 

12" 


112S1 


2.15 

3.2 ohms at 400 cycles 


10.50 

12" 


412S6 


6.8 

3.2 ohms at 400 cycles 


13.75 

12" 


412S7 

65-90 

6.8 

6-8 ohms at 400 cycles 


15.00 

15" 


515S2 


32 

16 ohms at 400 cycles 


82.50 




Field-Coil Types 





RESONANT 

FIELD 



MAXIMUM 

SUGGST’D 



FREQUENCY 

RESISTANCE 

FIELD 

VOICE COIL 

POWER HANDL’G 

LIST 

SIZE 

TYPE 

(cps) 

(ohms) 

CURRENT 

IMPEDANCE 

CAP. (WATTS) 

PRICE 



lSO-200 

450 

65 ma. 

3.2 ohms at 400 cycles 

3 

$ 6.00 

5" 

705S1 

150-200 

450 

65 ma. 

3.2 ohms at 400 cycles 

3 

6.00 

6"x9" 

869S1 

95-120 

6 

1 amp. 

3.2 ohms at 400 cycles 

8 

8.25 


712S2 

70-85 

1000 

70 ma. 

3.2 ohms at 400 cycles 

12 

14.00 


Transformers for Use with 15" Speaker (515S2) 

POWER- SUGGST’D 

PRIMARY SECONDARY HANDLING LIST 

TYPE _ DESCRIPTION _ IMPEDANCE _ IMPEDANCE CAPABILITY _ PRICE 

213T1 Output Transformer 250, 500, 1000, 16 ohms 25 watts $ 9.95 

(Line-to-Voice Coil) 1500, 2000 ohms 

214T1 Output Transformer 4500, 7000, 10000, 16 ohms 25 watts 10.95 

_(Tube-to-Voice Coil)_14000 ohms_ 


CRYSTAL PICKUPS & STYLI 


Stock No. 

9890 . 

CRYSTAL 

Suggested 
List Price 

.$ 7.00 

PICK-UPS 

Stock No. 

70339 . 

Suggested 
List Price 

.$ 7 00 

Stock No. 

39564 

STYLI 

Suggested 
List Price 

.$ 1.40 

14820 .. 

. 11.00 

72551 . 

7 73 

70915 


. ..' 3.00 

31050 . 

_ 4.20 

74067 

. 6.00 

72345 


. 3.00 

31156 . 

. 4.75 

7467'; 

6 00 

74068 


. .. 1.60 

34307 . 

. 4.20 

74984 . 

7 40 

74818 


.. 1.60 

37158 __-.-. 

. 4.75 

75044 . 

. 10.75 

74985 . 


. 1.80 

38598 _ 

. 7.25 

75475 . 

9 75 

75045 ....^ 


. 1.50 

.38610 

5.55 

75575 

6 00 

75046 


1.50 

39686 . 

. 4.75 

75976 . 

. 6 75 

75496 . 


1.50 

39919 ... 

. 7.25 

76237 

. 6.75 

75497 .. 


. ... 1.50 

703.38 

6.75 

762Q7 

7 40 

75770 


.. .. 2.50 

70338A .. 

. 7.00 



76374 .. . 


. 1.45 

Note: Stock #72898 Adapter 

Kit (package 

quantity 10) List 

Price $.25 each can be used 

with Stock #70338 

Crystal to 

replace Stock 

#71173 used in Models 

55U and 55AU. 
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120 to 7,000 
120 to 7,000 
120 to 7,000 


5!4" Speaker 



6 " X 9" Speaker 


625D 

6V2 

1.3 

4 

3.2 

no to 9,000 

5.20 

626D 

Oh 

1.0 

4 

3.2 

no to 9,000 

5.00 

650D 

Oh 

2.98 

8 

3.2 

100 to 10,000 

6.10 

703D 

6x9 

1.47 

8 

3.2 

70 to 13,000 

8.65 

800D 

8 

2.98 

8 

3.2 

80 to 11,000 

10.30 

810D 

8 

6.8 

12 

3.2 

80 to 10,000 

13.80 

1000D 

10 

6.8 

12 

3.2 

60 to 7,000 

17.55 

1001D 

10 

14.5 

25 

8.0 

60 to 8,000 

28.45 

1003D 

10 

9.0 

25 

8.0 

60 to 8,000 

21.30 

101 2D 

10 

3.16 

12 

' 3.2 

60 to 7,000 

11.80 

1200D 

12 

6.8 

12 

3.2 

60 to 8,000 

19.00 

121 2D 

12 

3.16 

12 

3.2 

60 to 8,000 

12.95 



10" Speaker 



12" Speaker 


*Prices subject to change without notice. 

WRITE FOR COMPLETE INFORMATION; General Electric Company, Section 393, 
Electronics Park, Syracuse, New York. 


GENERAL 
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9356 Santa Monica Blvd. 
Beverly Hills, Calif. 

161 Sixth Avenue 
New York 13, N.Y. 



604C DUPLEX SPEAKER 


The 6 04C Duplex is the finest singTe speaker on the 
market. Factory guaranteed frequency range from 30- 
22,000 cycles. Handles 5 0 watts peak power. The 
perfect speaker for music systems, highest quality 
paging, and public address. 90° horizontal distribution, 
30° vertical. Network impedance, 16 ohms. Dimensions: 
15-^" diam., 11 Vs" deep. Weight with network, 40 
pounds. 

Net Price including Network: $156.00 


601A and 602A DUPLEX SPEAKERS 

Highest quality for the home. Completely independent 

high and low frequency speakers in a single frame. 

Factory guaranteed range of 30-22,000 cycles. 

601A —POWER: 20 watts cont.; 35 watts peak. IM¬ 
PEDANCE: 8 ohms. DIM.: 12^4'' diam., 5%" 
deep. WT, with network: 17 lbs. 

Net Price with network: $99.00 

602A —POWER; 20 watts count.; 35 watts peak. IM¬ 
PEDANCE: 8 ohms. DIM.: 15f/' diam., 71^" 
deep. WT. with network: 25 lbs. 

Net Price with network: $114.00 


CABINETS 

Engineered for high quality sound reproduction. Cabi¬ 
nets are made of heavy plywood. All joints are screwed 
and glued. Interiors padded to eliminate spurious rattles 
and reflections. Code letters show speaker size: A-15"; 
B-12"; C-S". 

605- A —Furniture Finish Walnut or Mahogany. 

Height 35%", Width 31", Depth 171/8". 

Net Price: $165.00 

606- A, B —Corner cabinet. Height 361 / 2 ", Width 36", 

Depth 231 / 2 ". 

Walnut or Mahogany Net Price: $122.00 
Blonde . Net Price: $128.00 

612-A, B —Hammertone Gray. 

Height 2 9 1/2 ", Width 2 5 1/2 ", Depth 17 % ". 

Net Price $56.00 

614- A, B, C —Portable, Hammertone Gray. 

Height 24%", Width 18%", Depth 14i^". 

Net Price: $47.50 

615- B, C —Portable, Slanting Front, Hammertone Gray. 

Height 22", Width 17", Depth 13i/t". 

Net Price: $36.00 



603B MULTICELL DIA-CONE SPEAKER 

Offers high efficiency, broad distribution, wide frequency re¬ 
sponse, freedom from distortion. Dia-Corie principle provides 
extended frequency response. Multicellular horn loads high 
frequency diaphragm and distributes sound over 60° hor., 
40° vert.: 15" cone insures full bass reproduction and 25 
watt power-handling capacity. Voice coil: 8 ohms. Weight: 
18 lbs. Diameter: 15^/'. Depth 7". Net Price: $75.00 


600B DIA-CONE SPEAKER 

Efficiency, small space requirements, light weight and superior 
quality of reproduction, make the 60 OB an ideal unit in the 
lower priced speaker field. Utilizes Dia-Cone principle. Sim¬ 
ilar in construction to the 603B. Y. C. 8 ohms. Power 
rating; 20 watts. Weight: 12 lbs. Diameter: 1214". 
Depth: Net Price: $46.50 


400B DIA-CONE SPEAKER 

Designed for use where the benefits of large-speaker perform¬ 
ance cannot be utilized because of space and weight limita¬ 
tions. An extremely efficient, high quality unit, it is ideal 
for use in portable devices, airplanes, busses, etc. V. C. imp. 
8 ohms. Power rating: 12 watts. Weight: 4 lbs. Diameter: 
8%". Depth: 3%". Net Price: $22.50 


755A SPEAKER* 

Exceptional frequency response, small size and moderate 
power handling capacity provide an ideal combination for 
low level distribution systems where multiple speakers are 
used. Its small size makes wall installations practical and 
easy. 70-13,000 cps. Impedance, 4 ohms. 8 watts. Dimen¬ 
sions: 8%" dia. X 3%" deep. Weight: 4% lbs. 

List Price: $26.25 

■^Distributed by Graybar Electric Co. 


820A CORNER SPEAKER SYSTEM 

The Concert Grand of the loudspeaker world—full two-way 
system built into an attractive mahogany corner cabinet— 
includes newly designed direct radiating horn in reflex cabinet, 
an 802B H.F. unit mounted on H-808 multicellular horn, 
two 803A L.F. units and an N-800D (800 cycle) network. 
Provides unsurpassed quality over the entire audio range for 
home music installations, small auditoriums, audition rooms, 
etc. Impedance 12 ohms—30 watts. Dimensions: height 
47%"; maximum width 42l^",• maximum depth 29". Wt. 
230 lbs. Net Price: $525.00 

S21A frame only—Net Price: $99.00 




290C DRIVER UNIT 

For use with Altec multicellular horns. When 
attached to H-805 8 cell horn will produce 
sound level of 127 db at 5 feet with an input 
of 150 Watts warble frequency of 700-1300 
cycles. Diaphragm and voice coil unit field 
replaceable. 300-8000 cycles. Has provision 
for mounting 15045-70 volt matching trans¬ 
former under weather proof hood. Continuous 
power above 300 cycles 125 Watts, peak 150 
Watts. When used "as all-range speaker must 
attenuate frequencies below 300 cps. Im¬ 
pedance 4 ohms. Dimensions: 5%" diameter, 
7%" high, weight 19 lbs. 

Net Price without transformer $188.00 


730A DRIVER UNIT 

For use with Altec 30A and 40A 
horns. Has provision for mount¬ 
ing 15037X-70 Volt matching 
transformer under weather proof 
hood. 200-7,000 cycles. Dia¬ 
phragm and voice coil assembly 
field replaceable. Power 40 Watts 
continuous, 80 Watts peak. When 
used as all-range speaker must 
attenuate frequencies below 200 
cps. Impedance 8 ohms. Dimen¬ 
sions: 5%" diameter, 7" high. 

Net Price 

without transformer $36.00 
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These speakers are engineered and manufactured solely 
for the replacement field for use in home receivers, 
auto sets, television sets and intercommunication sys¬ 
tems. RTMA standard dimensions. Fully dust-proofed. 
Raked aluminum enamel finish. RTMA service guarantee. 
pUAM UNIVERSAL MOUNTING BRACKET comes with 
all 3 V 2 " to 6 V 2 " speakers and may be attached to any 
two of the FOUR mounting holes in the U shaped pot. 
Voice coil impedance of speakers listed below is 3.2 
ohms =t: 10 %. 



ED •>- Electro Dynamic Speakers 


PM — Permanent Magnet Speakers 


Replacement Speakers 


TYPE 

CAT. No. 

SIZE 

FIGURE 

FIELD 

MAX. 

WATTS 

INPUT 

(approx.) 

DIMENSIONS IN 

INCHES 

SHIP. 

WT., 

LBS. 

LIST 

PRICE 

C 

D 

E 

ED 

3^45 

31 / 2 " 

A 

450 Ohms 

2.5 

1-1/4 

1-7/8 

1-1/4 

3/4 

$ 4.40 

PM 

3 A 07* 

3'/2" 

A 

.68 02 . Alnico 5 

2.5 

3/4 

1-19/32 

I-3/I6 

1/2 

4.00 

ED 

4E4S 

4" 

A 

450 Ohms 

3 

1-1/4 

2 

1-7/16 

1 

4.40 

4E10 

4” 

A 

1000 Ohms 

3 

1-1/4 

2 

1-7/16 

1 

4.40 

4E27 

4” 

A 

2700 Ohms 

3 

1-1/4 

2 

1-7/16 

1 

4.40 

PM 

4A07* 

4" 

A 

.68 02 . Alnico 5 

3 

3/4 

1-23/32 

1-5/16 

1/2 

4.00 

4A1 

4" 

A 

1.0 02 . Alnico 5 

3 

1 

2-3/16 

1-9/16 

3/4 

4.25 

4A15 

4'' 

A 

1.47 02 . Alnico 5 

3 

1 

2-3/16 

1-9/16 

3/4 

4.70 


5EV6 

5" 

C 

6 Volt 

3.5 

1-1/4 

2-1/8 

1-19/32 

1-1/4 

4.60 


5E45 

5" 

C 

450 Ohms 

3.5 

1-1/4 

2-1/8 

1-19/32 

1 

4.60 

5E10 

5" 

C 

1000 Ohms 

3.5 

1-1/4 

2-1/8 

1-19/32 

1 

4.60 


5E18 

5" 

C 

1800 Ohms 

3.5 

1-1/4 

2-1/8 

1-19/32 

1-1/4 

4.60 


5E27 

5" 

C 

2700 Ohms 

3.5 

1-1/4 

2-1/8 

1-19/32 

1 

4.60 

PM 

5A07* 

lll|Kn||H||i 


.68 02 . Alnico 5 

3.5 

3/4 

1-7/8 

1-7/16 

3/4 

4.20 

5A1 



1.0 02 . Alnico 5 

3.5 

1 

2-5/16 

I-II/I6 

1 

4.45 

5A15 



1.47 02 . Alnico 5 

3.5 

1 

2-5/16 

I-II/I6 

1 

4.85 


52EV6 

B'A" 

A 

6 Volt 

4 

1-1/4 

2-1/2 

I-I3/I6 

1-1/2 

5.00 


52E10 

B'/V 

A 

1000 Ohms 

4 

I-I/4 

2-1/2 

I-I3/I6 

1-1/4 

5.00 

DM 

52A1 

5'4" 

A 

1.0 02 . Alnico 5 

4 

1 

2-23/64 

1-3/4 

1 

4.65 

rlfl 

52A21 

B'A” 

A 

2.15 02 . Alnico 5 

4 

1-1/8 

2-5/8 

1-7/8 

1-1/4 

5.70 


6EV6 

6'/2'’ 

C 

6 Volt 

5 

1-1/4 

2-23/32 

2-1/32 

1-1/2 

5.40 


6EHV6 

W' 

C 

6 Volt 

6 

1-31/64 

2-25/32 

2-1/16 

2 

6.10 


6E10 

bVi" 

c 

1000 Ohms 

5 

1-1/4 

2-23/32 

2-1/32 

1-1/2 

5.40 


6E18 

hYi" 

c 

1800 Ohms 

5 

1-1/4 

2-23/32 

2-1/32 

1-1/2 

5.40 


6E25 

W' 

c 

2500 Ohms 

5 

1-1/4 

2-23/32 

2-1/32 

1-1/2 

5.40 


6E45 

6'/2” 

c 

450 Ohms 

5 

1-1/4 

2-23/32 

2-1/32 

1-1/2 

5.40 


6A1 6 V 2 " C I.O 02 . Alnico 5 5 I 2-5/8 2 I 4.80 

6A15 6 Y 2 " C 1.47 02 . Alnico 5 5 I 2-5/8 2 I 5.20 

6A21 6 Y 2 " C 2.15 02 . Alnico 5 5 1-1/8 2-7/8 2-1/8 1-1/4 5.85 

6A3T_6VV;_C 3.16 02 . Alnico 5_6_1-3/8 3-11/64 2-9/32 1-3/4 _6.75 


MvmHi 

7EV6 

7” 

F 

6 Volt 

7 

1-9/32 

2-3/4 — 

2 

6.75 


7EV6At 

T 

F 

6 Volt 

7 

1-9/32 

2-3/4 — 

2 

6.75 

DM 

7A21* 

T 

F 

2.15 oz. Alnico 5 

6 

7/8 

2-21/32 — 

1 

7.25 

rlfl 

7A31 

7” 

F 

3.16 oz. Alnico 5 

9 

1-1/4 

3-1/32 — 

2 

8.50 


ED 

8EV6 

8E10 

DEH10 

8E18 

8EH18 

8E25 

8EH25 

8" 

8" 

8" 

8" 

8" 

8" 

8" 

C 

C 

C 

C 

C 

C 

C 

6 Volt 

1000 Ohms 

1000 Ohms 

1800 Ohms 

1800 Ohms 

2500 Ohms 

2500 Ohms 

7 

7 

9 

7 

9 

7 

9 

1-1/4 

1-1/4 

I-II/32 

I-I/4 

I-II/32 

1-1/4 

1-11/32 

3-9/32 

3-9/32 

3-I3/I6 

3-9/32 

3-13/16 

3-9/32 

3-13/16 

- 

1- 3/4 

1-1/2 

2- 1/4 

1- 3/4 

2- 1/4 

1-1/2 

2-1/4 

6.75 

6.75 

7.75 

6.75 

7.75 

6.75 

7.75 

DM 

8A21 

8" 

C 

2.15 oz. Alnico 5 

7 

1-1/8 

3-13/32 

— 

1-1/2 

7.20 

PM 

8A31 

8" 

C 

3.16 oz. Alnico 5 

9 

1-3/8 

3-21/32 

— 

2-1/4 

8.50 



10” 

B 

600 Ohms 

10 

1-3/4 

5-1/16 

— 

4 

10.50 

cn 

10E10 

10” 

B 

1000 Ohms 

10 

1-3/4 

5-1/16 

— 

4 

10.50 

Cm 

10E15 

10” 

B 

1500 Ohms 

10 

1-3/4 

5-1/16 

— 

4 

10.50 


10E25 

10” 

B 

2500 Ohms 

10 

1-3/4 

5-1/16 

— 

4 

10,50 


10A31 

10” 

B 

3.16 oz. Alnico 5 

9 

1-3/8 

4-1/2 

— 

2-3/4 

10.50 

PM 

10A4A 

10” 

B 

4.64 oz. Alnico 5 

10 

1-3/8 

4-1/2 

— 

3-1/4 

11.70 

10A6A 

10” 

B 

6.8 oz. Alnico 5 

12 

I-7/I6 

4-5/8 

— 

3-3/4 

13.60 



12” 

B 

600 Ohms 

12 

1-3/4. 

5-5/8 

— 

5 

12.65 

CD 

12E10 

12” 

B 

1000 Ohms 

12 

1-3/4 

5-5/8 


5 

12.65 

Cll 

12E15 

12” 

B 

1500 Ohms 

12 

1-3/4 

5-5/8 

— 

' 5 

12.65 


12E25 

12” 

B 

2500 Ohms 

12 

1-3/4 

5-5/8 

— 

5 

12.65 

PM 

12A31 

12” 

B 

3.16 oz. Alnico 5 

10 

1-1/4 

4-19/32 

— ' 

3-3/4 

11.35 

12A4A 

12” 

B 

4.64 oz. Alnico 5 

12 

1-3/8 

5-1/8 

— 

4 

12.65 

12A6A 

12” 

B 

6.8 oz. Alnico 5 

14 

1-7/16 

5-1/4 

— 

4-1/2 

14.50 


♦Very shallow construction. tRotated Pot 


3'/2" Speakers — without Adjust-a-Cone suspension. 


9UAM ADJUST-A-CONE SUSPENSION 

While in other speakers, the spider is cemented in place with no means 
of accurate final adjustment, the^ QUAM method permits precision 
centering of the voice coil in a final production operation. 


QUAM U SHAPED COIL POT 

A patented feature used throughout the QUAM replacement line, pro¬ 
vides an unbroken flux path of sufficient cross section to carry the fdl 
energy of the magnetic field. 
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SPEAKERS 



Fig. E Fig. F 



Fig.H 


QUAM speakers have been produced under the same 
management since 1923 and are used by leading set 
and sound manufacturers throughout the world. Only 
QUAM speakers use the Adjust-a-Cone feature and 
the U shaped coll pot. Fully protected by patents— 
their use insures customer satisfaction. 


Replacement Speakers (Cont’d) 


TYPE 

CAT. No. 

SIZE 

FIGURE 

FIELD 

MAX. 

WATTS 

INPUT 

(approx.) 

DIMENSIONS IN 

INCHES 

SHIP. 

WT., 

LBS. 

LIST 

PRICE 

C 

D 

E 

ED 

46E45 

4"x6'’ 

E 

450 Ohms 

3.5 

1-5/64 

2-15/64 

1-5/8 

1-1/4 

$ 5.30 

46E10 

4”x6" 

E 

1000 Ohms 

3.5 

1-5/64 

2-15/64 

1-5/8 

1-1/4 

5.30 

46E15 

4"x6" 

E 

1500 Ohms 

3.5 

1-5/64 

2-15/64 

1-5/8 

1-1/4 

5.30 

PM 

46A07* 

4”x6" 

E 

.68 oz. Alnico 5 

wmEm 

3/4 

1-15/16 

1-27/64 

3/4 

4.45 

46A1 

4"x6" 

E 

1.0 oz. Alnico 5 


1 

2-1/4 

1-9/16 

1 

4.75 

46A15 

4"x6" 

E 

1.47 oz. Alnico 5 


1 

2-1/4 

1-9/16 

1 

5.15 

WMJiWM 

57E45 

5"x7" 

E 

450 Ohms 

5 

1-1/4 

3-1/64 

2-11/32 

1-1/2 

6.00 


57E10 

5"x7" 

E 

1000 Ohms 

5 

1-1/4 

3-1/64 

2-11/32 

1-1/2 

6.00 

PM 

57A1 

5"x7" 

E 

1.0 oz. Alnico 5 

5 

1 

2-57/64 

2-9/32 

1 

5.40 

57A15 

5"x7" 

E 

1.47 oz. Alnico 5 

5 

1 

2-57/64 

2-9/32 

1 

5.80 

57A21 

5"x7" 

E 

2.15 oz. Alnico 5 

5 

1-1/8 

3-9/64 

2-13/32 

I-I/4 

6.45 


69EV6 

6’'x9" 

D 

6 Volt 

8 

1 

3-13/16 

— 

2 

7.50 


69E10 

6"x9" 

D 

1000 Ohms 

8 

1 

3-13/16 

— 

2 

7.50 

DM 

69A2* 

6'’x9” 

D 

1.4 oz. Alnico 5 

8 

7/8 

2-15/16 

— 

1-1/2 

7.50 

rm 

69A3 

6"x9" 

D 

3.2 oz. Alnico 5 

10 

I-I/4 

3-5/16 

— 

1-3/4 

8.95 

*Very shallow construction. 


Voice coil impedance of above speakers is 3.2 ohms ±10% 






High- 

Fidelity Adjust-a 

-Cone S p 

e a k e r s 



PM 

8A10X 

8" 

c 

10 oz. Alnico 5 

10 

1 

3-3/4 

— 

3-1/4 

$18.60 

10A10X 

10" 

H 

10 oz. Alnico 5 

12 

1 

5-5/8 

— 

3-3/4 

24.00 


12A10X 

12" 

H 

10 oz. Alnico 5 

15 

I 

6-1/8 

— 

4-3/4 

26.00 




Co-axial Spe 

akers 





rnAY 

12A6CO 

12" 

G 

6.8 oz. Alnico 5 

14.0 

2-1/4 

6-II/I6 

— 

10 

$30.00 

UUAA 

15A10CO 

15" 

G 

10 oz. Alnico 5 

20.0 

2-5/16 

8-3/8 

— 

15 

47.50 




Voice coil impedance of above speakers is 

6-8 ohms. 









Tweeters 







3A15T 

3'/2" 

_ 

1.47 oz. Alnico 5 

10 

3-1/2 

2-1/16 

3-1/2 

3/4 

$ 5.75 


5A15T 

5" 

— 

1.47 oz. Alnico 5 

10 

2-5/8 

5 

— 

1 

6.50 




Voice coil impedance of above speakers is 

16 ohms. 








PubI 

ic Address 

Speakers 





DM 

8A4 

8" 

6 

4.64 oz. Alnico 5 

12 

1-3/8 

3-3/4 

— 

2-3/4 

$10.20 

rill 

8A6 

8" 

B 

6.8 oz. Alnico 5 

12 

1-7/16 

3-7/8 

— 

3-1/4 

12.10 

PM 

10A4 

10" 

B 

4.64 oz. Alnicoi 5 

14 

1-3/8 

4-1/2 

— 

3-1/4 

11.70 

10A6 

10" 

B 

6.8 oz. Alnico 5 

14 

1-7/16 

4-5/8 

— 

3-1/2 

13.60 


10A10 

10" 

B 

10 oz. Alnico 5 

20 

1-3/8 

4-21/64 

— 

3-1/2 

18.00 

PM 

12A4 

12" 

B 

4.64 oz. Alnico 5 

15 

1-3/8 

5-1/8 

— 

4 

12.65 

T2A6 

12" 

B 

6.8 oz. Alnico 5 

15 

1-7/16 

5-1/4 

— 

4-3/4 

14.50 



12" 

B 

10 oz. Alnico 5 

25 

1-3/8 

4-I5/I6 

— 

4-3/4 

19.00 




Voice coil 

impedance of above speakers is 

6-8 ohms. 








Intercom Speake 

r s 






3A07Z45 

3'/2" 


.68 oz. Alnico 5 

2.5 

3/4 

1-19/32 

1-3/16 

1/2 

$ 4.25 


4A07Z45 

4” 


.68 oz. Alnico 5 

3.0 

3/4 

1-23/32 

1-5/16 

1/2 

4.25 

PM 

4A1Z45 

4" 


1.00 oz. Alnico 5 

3.0 

1 

2-3/16 

1-9/16 

3/4 

4.50 

5A07Z45 

5" 


.68 oz. Alnico 5 

3.5 

3/4 

1-7/8 

1-7/16 

3/4 

4.45 


5A1Z45 

5" 


1.00 oz. Alnico 5 

3.5 

1 

2-5/16 

I-II/I6 

1 

4.70 


Television Speakers 



5E62 

5" 

C 

62 Ohms 


1-1/4 

2-7/16 

1-19/32 

1-1/4 



5E95 

5" 

C 

95 Ohms 

3.5 

I-I/4 

2-7/16 

1-19/32 

1-1/4 

4.60 


46E62 

4"x6" 

E 

62 Ohms 

3.5 

1-5/64 

2-15/64 

1-5/8 

1-1/4 

5.30 

CM 

46E95 

4"x6" 

E 

95 Ohms 

3.5 

1-5/64 

2-15/64 

1-5/8 

1-1/4 

5.30 


6E62 

6'/2" 

C 

62 Ohms 

5 

1-1/4 

2-23/32 

2-1/32 

I-1/2 

5.40 


6E95 

W 

C 

95 Ohms 

5 

1-1/4 

2-23/32 

2-1/32 

1-1/2 

5.40 


Voice coil impedance of above speakers is 3.2 ohms 


Outdoor Theatre Speakers 


QUAM weatherproofed speakers are designed for outdoor application. 
A time^ tested moisture resistant cone treatment and a special finish 
over air gap surfaces plus the rugged QUAM construction assure 


PM 


4A1 OT 4' 

5A15 OT 5 " 

6A15 OT 6'/2'‘ 


1.0 oz. Alnico 5 
1.47 oz. Alnico 5 
1.47 oz. Alnico 5 


long, trouble free life under the most adverse conditions. Quantity 
quotations on request. All types and sizes are available. 


3 I 2-3/16 1-9/16 3/4 $ 4.25 

3.5 I 2-5/16 I-II/I6 I 4.85 

5 I 2-5/8 2 I 5.20 
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TRU-MATCH TRANSFORMERS 


Designed by speaker engineers to give a true impedance match for a v/ide range undistorted sound. 

Spcifications of each unit include a full stack of best electrical steel, the maximum amount of copper, highest 
quality insulation and adhesives. Undervrriters approved lead wire and complete vacuum impregnation. Indi¬ 
vidually packed in attractive boxes using the widely known QUAM descriptive part numbering system. 




Catalog 

Number 

Primary 

Impedance 

(Ohms) 

Secondary 

Load 

(Ohms) 

Core Size 
(Inches) 

Power 

Rating 

(Watts) 

Primary 

M.A. 

(Max.) 

Shipping 

Weight 

(Oz.) 

List 

Price 

TA20 

2000 

3.2 

Yz-x^Yz 

5 

60 

6 

$1.50 

TA50 

5000 

8.2 

Yz X Yz 

5 

40 

6 

1.75 

TA75 

7500 

3.2 

Yz X 1/2 

5 

35 

6 

1.75 

TAIOO 

10000 

3.2 

Yz X 1/2 

5 

30 

6 

1.75 

TAIOOT 

10000 CTi 

3.2 

Yz X Yz 

5 

30 

6 

2.00 

TA160 

16000 

3.2 

Yz X 1/2 

5 

10 

6 

1.75 

TA250 

25000 

3.2 

Yz X Yz 

5 

10 

6 

1.75 

TAL 

LINE 2 

3.2 

Yz X 1/2 

5 

— 

6 

2.50 




TC20 

TC50 

TC70 

TCS5 

TCIOOT 

TC140T 

TC160 

TC250 

TCL 

TCU 


2000 

5000 

7000 

8500 

10000 CTi 
14000 CTi 
16000 
25000 
LINE 2 
UNIV 3 




1. TAIOT, TCIOT, TC14T, TD5T, TDIOT & 
TD14T have center tapped primaries for push- 
pull output Use. Plate to plate impedance is 
given. 

2. TAL, TCL & TDL are for speaker to line use 


and have primary taps at 500, 1000, 1500 & 
2000 ohms. 

3. TCU & TDU are universal type output trans¬ 
formers and provide matching impedances of 
2500, 4000, 7500, 10000 & 16000 ohms, also 
7500 ohm CT, 10000 ohm CT & 16000 ohm CT 


QUAM FOCALIZER UNIT KITS 


QUAM ION TRAPS 


Each kit consists of a Focalizer* unit, a center- 
handle, an aluminum mounting plate, mount- 
ing screws and nuts and instruction sheet. 

* Provides^ sharper focus of the Tele- 

F » * Unaffected by temperature and volt- 

lil S fluctuations. 

replacement or rebuilding 
Television sets for larger tubes. 

original equipment in many 

Dimensions: O.D. 3%". Thickness: 1^". 
Weight: 1 Yz lbs. 

■ 1—for use with most picture tubes anode voltages up to 12 KV. 

List Price $4.75 

■ 2—for use with picture tubes operating at anode voltages of 

12 KV and up. List Price $5.95 

■ 3—for use with picture tubes operating at anode voltages of 

15 KV to 18 KV. List Prices $5.95 


(t)'. 



Quam ion traps can be used on any picture 
tube where a trap was used as original equip¬ 
ment. ITl and IT2 Traps are equipped with 
wing nut and binding screw. ITS and IT4 
are spring type. Individually packed with 
instruction sheet. 

I T 1—Double field for tubes up to 10" in 
diameter. Field strength of 38 Gauss. 
Generally used with straight gun tubes. 

List Price $1.50 
I T 2 —Double field for tubes from 10" in 
diameter up. Field strength of 46 
Gauss. Generally used with straight 

gun tubes . List Price $1.50 

I T 3— -^Single field tubes requiring field 
strength of 35 to 45 gauss. Generally 
used with tubes having a bent gun. 

List Price $1.00 
I T 4 —Single field for tubes requiring field 
strength of 45 to 55 gauss. Generally 
used with tubes having a bent gun. 

List Price $1.00 


QUAM REAR SEAT AUTO SPEAKERS 

Catalogue #AS-1 6 V 2 " PM 

Economy model: Kit includes Quam 6i/^" PM Adjust-A-Cone 
speaker with capacity to handle full output of any single-ended 
auto set; 1.47 oz. Alnico V Magnet; rugged 3-position switch 
for dash mounting, ample cable for any installation, flocked grill 
screen, baffle plate, miscellaneous hardware, and installation in¬ 
structions. 

Shipping w^t. 2% lbs. List Price $9.95 

Catalogue #AS-2 6"x9" PM 

Deluxe rnodel: Kit includes Quam heavy duty 6" x 9" PM Ad- 
just-A-Cone speaker with ample capacity to handle full output 
.of the most powerful auto set; 2.15 oz. Alnico V Magnet; rugged C - - 

8-position switch for dash mounting, sufficient cable for any in- ^ 

stallation, flocked grill screen, baffle plate, sponge rubber gasket L 

for easy and trouble-free installation, miscellaneous hardware, 

—and installation instructions. ^ 

AS-1 Shipping wt. 4 lbs. . List Price $13.95 

Chrome plated grille for AS- 2...List Price 2.15 
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RACON 


ACOUSTICAL 

EXCELLENCE 


RE-ENTRANT TRUMPETS 
RADIAL HORNS and SPEAKERS 
PM DRIVER UNITS 


Re-Entrant Trumpets, Radial Horns and Speakers 


RACON re-entrant horns and 
speakers are designed to deliver 
highly concentrated sound with 
great efficiency over long dis¬ 
tances. This is due to true ex¬ 
ponential design throughout and 
the elimination of all vibratory 
members and sound dissipating 
devices. The base and inside 
tone arms are husky aluminum 
RE-35 RE-50 RE-50 casting’s and bell is a heavy 
gauge aluminum spinning. The 
RE-35, RE-50 and RE-60 incorporate reflectors made 
of patented RACON ACOUSTIC MATERIAL to pre¬ 
vent resonant effects. All models are supplied with 
‘‘U”-bracket mounting (ratchet swivel type on re¬ 
quest). Finish is in weatherproof hard baked gray 
hammertone. RE-60 & RE-50 recommended for 
maximum low frequency music reproduction. RE-36 
and RE-25 best suited for incidental music and high 
speech intelligibility. 

The SR-35R and SR-60R are weatherproof radial re¬ 
entrant horns designed to project sound over an area 
of 360 degrees. The centre reflectors are of patented 
RACON ACOUSTIC MATERIAL and the deflectors 
are aluminum spinnings covered with this same non- 
vibratory material. Standard ‘‘U” bracket supplied. 
Thread size is permitting the use of any 

driver unit listed below. 1F^"-16 thread on request. 
The SII-60R is ideal for church tower sound installa¬ 
tions and the SR-35R for incidental music and speech. 



SR-35R SR-60R SR-15R SR-12R 


The SR-15R and SR-12R are rated at 20 and 10 watts 
respectively and are supplied complete with built-in 
15 ohm* driver units. These models are intended 
primarily for speech in paging and ^Talk back^^ 
systems and are completely weatherproof. Supplied 
with cast swivel ratchet and wall bracket. 


Model Acoustic Bell 

No. Length Diam. 

Over-all 

Length 

Cut-oflF 

(cycles) 

Distrlb. 

Angle 

Ship. 
Wt. lb. 

Code 

List 

Price 

**RE-60 

6' 26" 

28" 

112 

45® 

21 

REMOL 

$70.00 

**RE-50 

41/2' 251/4 

" 231/2 

" 140 

50® 

19 

REMOY 

52.50 

**RE-35 

CO 

161^" 175 

55® 

121/2 

REMOX 

35.50 

** RE-25 

21/2' 131/2 

" 11" 

225 

60® 

9 

REMOD 

27.50 

**SR-60R 

36" 

341/2 

" 115 

360“ 

47 

RADAL 

90.00 

^*SR-55R 

4' 17" 

16" 

175 

360® 

16 

RADAK 

47.50 

SR.15R 

20" 9" 

12" 

350 

360® 

7 

RADAS 

39J5 

SR-12R 

15" 7" 

9" 

450 

360® 

4 

RADAB 

31.00 


8 or 45 ohms on request at same price. 4 ohm 1.00 list additional. 
** horn only 



Waterproof Permanent Magnet Driver Units 


The driver unit is the most important single element 
in a successful public address system. In these four 
new driver units, primary emphasis is on: high con¬ 
tinuous power handling capacity with ample reserve 



for overload peaks up to 100%, maximum conversion 
efficiency, response ranges suitable for every type 
sound system, and waterproof construction. 

These four units employ Alnico V magnets and Armco 
magnetic iron throughout. All soft steel parts are 
doubly plated to prevent corrosion. An automatic 
electromagnetic cut-out switch is used in the mag¬ 
netizing process, assuring maximum flux density in 
the gap and high uniformity. Units are individually 
measured for flux density. Each unit is tested with 
special equipment for power handling capacity as 
well as a 350-volt ground test. 

Long life plastic diaphragms and formers are sup¬ 
plied. Voice coil leads are non-fatiguing beryllium 
copper, insuring lifetime performance. All units are 
completely waterproof, yet permit ready replacement 
of diaphragm where needed. 


NEW SUPER X UNITS USING LATEST ALNICO V MAGNETS 


Model No. 

Weight 

Net 

Ship. 

Flux Density 
per sq. cm. 

Frequency 

Range 

Imp. 

Diam. 

Ht. 

Thread 

Capacity (watts) 
Peak Oper. 

Code 

List 

Price 

PM-623 

6 lbs. 

6.5 lbs. 

15,500 gausses 

80-7000 

15 

5" 

5" 

13/8"-18 

65 

35 

RET IX 

$52.50 

PM-615 

6.5 lbs. 

7 lbs. 

13,500 gausses 

90-7000 

15 

5" 

41 / 2 " 

1%"-18 

60 

30 

RETIN 

38.50 

PM-609 

4 lbs. 

4.5 lbs. 

12,000 gausses 

90-7000 

15 

4" 

3%" 

1%"-18 

60 

30 

RETEG 

29.00 

PM-70STR* 6 ]bs. 

6.5 lbs. 

11,000 gausses 

90-7000 

15 

41 / 2 " 

51 / 2 " 

1%"-18 

50 

25 

RETOY 

42.75 


*N0TE: Contains built-in 25-watt line matching transformer, primary tapped at 500, 1000, 1500, 2000; secondary; secondary 8 and 15 ohms. 
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RACON 


ACOUSTICAL 

EXCELLENCE 


DOUBLE RE-ENTRANT MARINE SPEAKERS 
RE-ENTRANT PAGING SPEAKERS 
CONE SPEAKER ENCLOSURES 


DOUBLE RE-ENTRANT MARINE SPEAKERS 


The regular (model MR-30M), midget (model 
MG-21J), and miniature (model MN-15B) marine 
speakers are designed primarily to meet the vigorous 
sound systems requirements aboard ship. 

The driver unit and connecting leads are all enclosed, 
resulting in a completely waterproof speaker. Heavy 
aluminum spinnings are used throughout and back 
base is a husky, non-corrosive aluminum casting. 
A baked chromatic undercoat plus an outside lacquer 
finish is assurance of lasting service under severe 
conditions of humidity and temperature. Designed 
for three legged flush rear mounting. All models 
provided with cast aluminum transformer housing. 
Model MN-15B supplied with “U” bracket; “U” 
bracket for other models on request at slight addi¬ 
tional cost. 





Model No. 

Frequency 

Range 

Distribution 

Angle 

Bell 

DIam. 

Capacity (watts) 
Oper. Peak 

Imp. 

No. Driver 
Units 

Over-all 

Length 

Ship. 

Wt. lb. 

Code 

List 

Price 

MR-30-M 

250-6000 

50° 

14" 

30 60 

15 

1 

10" 

291/4 

REDIX 

$175.00 

MR-32M 

250-6000 

50° 

14" 

60 120 

8 

2 

18 1 / 2 " 

43 

REDIT 

235.00 

MG-21J 

350-5000 

55° 

91 / 2 " 

25 60 

15 

1 

6%" 

13% 

RASOM 

63.50 

MG-21-B 

350-6000 

55° 

91 / 2 " 

20 36 

15* 

1 

6%" 

9% 

RASOB 

59.00 

MN-15B 

450-6000 

65° 

61 / 4 " 

20 35 

15* 

1 

4%" 

61/4 

REDUP 

47.25 

MN-15C 

MN-15D 

(same as MN-15B, but less bracket) 

(same as MN-15B, but less bracket and less transformer box) 

REDUT 

REDUZ 

4530 

41.25 


* 8 or 46 ohms on request at same price. Four ohm 1.00 list additional. 


RE-ENTRANT PAGING SPEAKERS 




RE-IS RE.12 


These weatherproof re-entrant paging speakers are 
capable of high intelligibility in locations where high 
noise levels prevail. Construction is non-vibratory 
throughout and consists of heavy aluminum spin¬ 
nings and castings. Voice coils are wound with 
aluminum wire to provide a high degree of efficiency 
when these speakers are also used as microphones 
in “talk-back^' systems. Ideal for replacing conven¬ 
tional cone speakers. RE-12 and RE-15 provided with 
heavy cast aluminum ratchet bracket. DW-9R is sup¬ 
plied with flange for flush mounting. 



Frequency 

Distribution 

Operating 


Beil 

Over-all 

Ship. 


List 

Model No. 

Range 

Angie 

Capacity 

Imp. 

Diam. 

Length 

Wt. lb. 

Code 

Price 

RE-15 

350-8500 

60° 

20 watts 

*15 ohms 

9" 

9%" 

6 

REMAC 

$36.00 

RE-12 

450-10,000 

65° 

10 watts 

*15 ohms 

7" 

6 1 / 2 " 

3% 

REMAB 

27.80 

DW-9R 

750-10,000 

70° 

8 watts 

*15 ohms 

5" 

2y2" 

2 

REDOX 

32.50 


* 8 or 45 ohms on request at same price. Four ohm 1.00 list additional. 


CONE SPEAKER ENCLOSURES 

These housings are strongly constructed, practically abuse-proof. Back spinnings are steel and incorporate a 
watertight overlap seal which eliminates rain leakage at the juncture of front bell and rear housing. Two 
offset mounting hooks are provided for easy installation. Aluminum Bell; Steel back acoustically damped— 
cone opening protected by wire screening afid silk gauze. 


Model No. .CP-12AW 

Cone Size —...— .... .12" 

Bell Diameter.... 17" 

Length ..20" 

Shipping Wt....8 lbs. 

Code .... ROBOT 

List Price .... .$21.00 


CP-8AW 


RIFLE 



CP-120AW 

CP-SAW 
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RACON 


ACOUSTICAL 

EXCELLENCE 


STRAIGHT EXPONENTIAL TRUMPETS • COBRA-TYPE HORN 
CELLULAR HORN TWEETERS • CROSSOVER NETWORKS 


STRAIGHT EXPONENTIAL TRUMPETS 


spending re-entrant type because it lacks the atten- 
uation inherent in all re-entrant horns. “Stormproof” 
Trumpets are made of non-vibratory RACON 
ACOUSTIC CLOTH. Weather-treated for indoor or 
outdoor use. “All Aluminum” Trumpets are made of 


heavy gauge aluminum spinnings with rolled beaded 
edge and cast aluminum throat sections. “Unbreak¬ 
able” Trumpets are made of heavy gauge aluminum 
spinnings reinforced and damped with Patented 
RACON ACOUSTIC MATERIAL. Large sizes are 
useful for church chime systems, C-D systems, 
airports and stadiums, parks, playgrounds, music 
festivals, for both speech and music. Smaller sizes for 
railroad and bus terminals, waiting rooms, factories. 



Air Column 

Units 

Cut-off 

Distribution 

Bell 


Ship. 


List 

Model Wo. 

(length) 

Required 

(cycles) 

Angle 

Diam. 

Material 

Weight 

Code 

Price 

*ST-415A 

6' 

1 

115 

45° 

30" 

Unbreakable 

37 lb. 

REGON 

$135.00 

**ST-414A 

6' 

1 

115 

45° 

30" 

Stormproof 

39 lb. 

RIDER 

100.00 

*ST-417A 

6' 

1 

115 

45° 

30" 

All Aluminum 

35 lb. 

RHIWO 

99.00 

**ST-412A 

41 / 2 ' 

1 

145 

50° 

25" 

Stormproof 

34 lb. 

RACEY 

76.00 

*ST-413A 

4 V 2 ' 

1 

145 

50° 

25" 

All Aluminum 

27 lb. 

RIAWT 

73.50 

**ST-411A 

3V2' 

1 

195 

50° 

22" 

Stormproof 

28 lb. 

REWEW 

52.50 

**ST-251A 

2' 

1 

250 

55° 

12" 

Stormproof 

6 lb. 

RISAT 

18.35 

**ST-251B 

2' 

1 

250 

55° 

12" 

All Aluminum 

5 lb. 

RIMAD 

17.50 


* Delivery, 4 weeks. 
NOTE: Models with 2, 4 and 8 unit 


** Delivery, 1-2 weeks, 
throats available. Prices on request. 


CAST ALUMINUM HORN TWEETERS 


Response is essentially flat to 12,000 
cycles, with excellent usable output tp 
15,000 cycles. Horn design permits 
wide angle distribution. Designed for 
a 1000 and 1500 cycle crossover to 
assure optimum cone response. These 


models must be used with a cross-over 
network. The networks listed below 
are recommended and when employed, 
the CHU-5 and CHU-2 may be used 
with amplifiers having an output rating 
to 25-30 watts. 


NOTE: Instructions are packed with each tweeter, providing an easy method of home building 
a professional type 1000-cycle crossover network. 


Model Freq. Dispersion Angle 

No. Impedance Range Horiz. Vert. 

CHU-2 15 Ohms 750-15000 100" 50" 

CHU-5 15 Ohms 1000-15000 80" 40" 


Ship. List 

Material Wt. Code Price 
Alum. Cast. 6 lbs. RALUX $40.25 
Alum. Cast. 4^^ lbs. RALUM 32.00 





CROSSOVER NETWORKS 

The models CON-20 and CON-15R have crossovers of 1000 cycles. The 
CON-30 and CON-17R cross over at 1500 cycles. The CON-20 and CON-30 
are R-C-L Networks. The CON-15R and CON-17R are of the high-pass 
filter type. Cone speaker impedances may vary from 4-15 ohms. Both 
models include HF level controls. 


Description Var. Audio Taper Var. Audio Taper 


C0I\I-15R 

C0N-17R 


Ship. Wt. 
Code 

List Price 


R-C Network 
21/2 lbs. 
RAFIR 
$11.80 


R-C Network 
21/2 lbs. 

RAFIT 

$11.80 


CON-20 

Var. Audio Taper 
R-C-L Network 
31/2 lbs. 

RADUX 

$24.00 


CON-30 

Var. Audio Taper 
R-C-L Network 
31/2 lbs. 

RADUT 

$24.00 


COBRA TYPE HORN 


ACCESSORIES 


II The RACON COB-11 “cobra” 

Ji type horn is designed for 

COB -11 H public address systems re- 

1 quiring high clarity repro- 

duction with maximum con- 
sound in a 
horizontal plane. It is of 
“straight” horn design and 
exponentially flared for maximum transfer of 
energy. The low cutoff of 250 cycles results in 
crisp, highly articulate quality without a trace of 
boominess. The horn consists of a heavy two-piece 
non-vibratory aluminum casting and is provided 
with a two-section serrated mounting bracket. 
Finish is baked gray hammertone over a zinc 
chromate primer. 

Cut-off .250 cycles 

Dispersion .120° H, 40° V 

^Thread .1%"—18 

Dimensions . 17%" H, 22W W, 13%" D 

Net Wt.12 lbs. 

Shipping Wt.17 lbs. 

Code .ROBON 

List Price.$75.00 

* l-7/16"-16 on request at same price. 




May be used when 


TB-150 

Steel Swivel Brackets for Cone Projectors 

For wall or truck mounting. Has tooth ratchet swivel and pipe connection to give 
180° angular movement. Can be used on any Racon Cone Projector. 

Model l\lo. Description 

Cone Size Code List Price 

RB.150 Without Base 8" or 12" RAMIS $4.50 

RB-150A With Base 8" or 12" RAMIT 6.50 

Bronze Swivel Bracket for Re-entrant Trumpets 

A cast bronze three-legged base and ratchet connection. May be used when 
specifying ratchet mounted trumpets. Over-all height 9". 

Model No. Code List Price 

TB-150 RAMUG ’ $6.50 

Multiple Horn and Unit Connectors 

Model Wo. Description Material Code List 

DC-302A 2 St. Trumpet Connector Bronze RADIX $18.35 

75° Dispersion Angle 

DC-2U Dual Unit Connector for Bronze RADAX 15.75 

all standard thread horns 
to permit the use of two 
driver units on one horn 


List Price 
$6.50 


Model Wo. 
DC-302A 


Copyright by U. C. P., Inc. 
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standard Series speakers, although moderately priced, are exceptionally good in performance and ^ are 
highly recommended for use in radio and television receivers, recorders, public address equipment, intercom¬ 
munication systems and similar sipplications. Models listed on this page have been completely redesigned in 
every detail. Magnetic structures have been designed to achieve maximum gap energ 3 % cones selected for 
uniformity of response, and all speakers are completely dust-proof. Models listed are standard fidelity response 
only. Standard Series speakers are finished in aluminum. 

ALNICO 5 PM MODELS 

These PM speakers embody the highly efficient Alnico 5 magnets which insure long life and highest 
efficiency. Because Alnico 5 magnets are many times more powerful, ounce for ounce, than their predecessors, 
speakers so equipped offer obvious advantages: lighter weight, for savings in shipping costs; and smaller size, 
for savings in space in cabinet installations. 

" ^-DIMENSIONS, Inches-^ -VOICE COIL-^ T" 

Nominal Model Stock tGap Energy Diam., Imped., Power *Transformer Li«t 



*Size recommended. fMillions of ergs. ^Tapped at 300 ohms. 1500- 

ohm section can be used at full power excitation. Field resistance for full excitation will rise approximately 20%. 
§No transformer mounting facilities. 


VOLUME AND RANGE CONTROLS 

These “L Pad” type volume controls are highly satisfactory for use in voice coil circuits. Complete with 
pointer knob and escutcheons. 

$T-276—Level Control, 6-8 ohms, 5 watts.;. $2.50 

ST-411-—Level Control, 6-8 ohms, 15 watts..... 3.30 

ST-606t—Range Control, 16 ohms, 15 watts.;. 3.80 

ST-760—-Level Control, 3-4 ohms, 5 watts. 1.2.75 

ST-761—Level Control, 500-600 ohms, 15 watts..... 4.60 
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Concert 

JENSEN Concert Series speakers have long been known and ac¬ 
claimed by the trade and by users for their plus performance. Prom 
the earliest days, Concert speakers have been recognized by such 
familiar designations as A12-PM, PM8-C and others and have been 
known as the finest speakers anywhere available for heavy-duty 
applications. Now, in greatly improved design, they are highly 


SPEAKERS 

recommended for any purpose where exceptional power handling 
ability and high-quality performance are essential. Standard fidelity 
models are listed on this page. 

, Concert speakers are attractively finished in blue-gray lacquer and 
completely dustproofed. Field coil models are equipped with hum 
neutralizing coils. 



ALNICO 5 PM MODELS 





fGap 

^DIMENSIONS. Inches--. 

, - VOICE COIL - . 



Nominal 

Model 

Stock 

Energy 



Baffle 

Diam., Imped., Power *Transformer 

List 

Size 

No. 

No. 

Level 

O.D. 

Depth 

Opening 

In. Ohms Watts 

Size 

Price 



■Kie? ; 



KSHl 


1 % 8 2 0.0 

1 x1" 

$70.50 







1 % 8 18.0 

1 x1" 

54.75 







1 % 8 16.0 

%X%" 

44.25 


P12-N 

ST-656 

6.6 

12 iJg 

7 

10 % 

1 % 8 18.0 

1 x1" 

56.50 

12" 

P12-P 

ST-657 

4.6 

12 % 

6/(r 

10 % 

1 % 8 16.0 


39.20 

P12-0 

ST.673 

3.2 

12 % 

61V 

10 % 

1% 8 14.0 

%X%" 

32.90 


P12-R 

ST-103 

2.2 

12 % 

6 tV 

10 % 

1 6-8 12.0 

%x7«" 

21.20 


PIO-Q 

ST-676 

3.2 

10 % 

5% 

8 % 

1 % 8 12.0 

%xy8" 

29.00 

PIO-R 

ST-121 

2.2 

10 % 

5% 

8 % 

1 6-8 10.0 

7sx%" 

IS .70 

8 " 

P8-Q 

ST-677 

3.2 

8 Vs 

4f| 

6 % 

1 % 8 10.0 

ysxyg" 

29.45 

P8-R 

ST-169 

2.2 

8 % 

4 

6% 

1 6-8 9.0 

%X%" 

16.40 

Model P8-Q weatherproof design. No transformer mounting facilities. 







FIELD 

COIL MODELS 





fGap r-DLMENSIONS, Inches- 

-s, -VOICE COTL-^ , - FIELD - ^ 

♦Trans¬ 


Nominal 

Model* 

Stock Energy 


Baffle 

Diam., 

Imped., Pwr. Resist., Power 

former 

List 

Size 

No. 

No. 

jcvel O.D. 

Depth 

Opening 

In. 

Ohms Watts Ohms Watts 

1 Size 

Price 

15 " 

F15-N 

ST-661 

6.6 15 Vs 

8 % 

12 % 

1 % 

8 20.0 4000 17.5 

1 x1" 

$55766 

F15-N 

ST-662 

6.6 15% 

8 % 

12 % 

1 % 

8 20.0 5300 17.5 

1 x1" 

55.66 

F15-Q 

ST-663 

3.2 15% 

8 % 

12 % 

1 V 4 

8 16.0 1000 12.0 

78 X%" 

36.05 

12" 

F12-N 

ST-666 

6.6 12tV 


10 % 

1 % 

S 18.0 4000 17.5 

1 x1" 

46.17’ 

F12-N 

ST-667 

6.6 12^^ 


10 % 

1 % 

8 18.0 5300 17.5 

1 x1" 

46.17 

F12-0 

ST-66S 

3.2 12% 

711 

10 % 

IV 4 

8 14.0 1000 12.0 

78 X%" 

26.57 


•Size recommended. See Transformer listing, fMillions of ergs. Field resistance for full excitation will rise approximately 20%. 



AUDITORIUM SPEAKERS 

The first highly-efficient large-size speaker was designed and produced by JENSEN in 1928. 
It was named the “Auditorium” and never were critics more consistent in its endorsement as 
the utmost in heavy-duty speakers. For more than 20 years JENSEN Auditorium speakers have 
set the highest standards for efficiency, response characteristics and faithful performance. 
Toda 3 % the Auditorium line has been completely redesigned and comprises undeniably the best 
known ana most highly respected speakers available, second only to JENSEN Coaxials. They 
are recommended for theatres, public address systems, fine electronic musical instruments, where 
the utmost in quality reproduction and power handling ability are required. 





tGap ^DIMENSIONS, Inches-^ 

^ VOICE C0IL~^ 

♦Trans- 


Nominal 

Model 

Stock 

Energy 



Baffle 

Diam., 

Imped., Pwr. 

former 

List 

Size 

No. 

No. 

Levels 

O.D. 

Depth 

Opening 

In. 

Ohms Watts 

Size 

Price 

18 " 

PMJ-IS 

ST-541 

28.1 

18 

9% 

15% 

2 % 

8 30 

1 x1 %" 

$340.00 

15 " 

P15-L 

ST-75S 

13.6 

15% 

8 

13 74 

2 

8 25 

1 x1%" 

122.50 


*Size recommended. f Millions of ergs. 


MOST PERFORMANCE AT 
LOWEST COST FOR RADIO 
AND TV REPLACEMENTS 
& UTILITY APPLICATIONS 

JENSEN has designed these VIKING loudspeakers to give you the 
most performance at low cost for radio and TV replacements and 
utility applications. A complete range of sizes from 3% inch to 
12 inch, with three oval types—all with Alnico 5 magnets. Designs 
are especially compact, an evident advantage in the servicing of 
compact and portable sets. CTM Bracket Set available separately 
contains parts and hardware for mounting speaker on chassis and 
V 2 X 14 transformer on speaker if necessary. 


Nominal 

Size 

Model 

No. 

DIMENSIONS 

Overall Depth 

V. C. Imped. 
Ohms 

Price** 

372*‘ 

35J4 

3rV 

1% 

3.2 

$1.89 

4” 

4J4 

4% 

li% 

3.2 

1.87 

5” 

5J4 

5 tV 

1% 

3.2 

2.05 

574" 

525J4 

5-1^ 

178 

3.2 

2.12 

6” 

6J4 

6 tV 

2 78 

3.2 

2.26 

7” 

7J9 

6 78 

2 if 

3.2 

3.04 

8" 

SJ9 

7H- 

2 if 

3.2 

3.25 

10” 

lOJll 

10% 

3% 

3.2 

5.54 

12" 

12J11 

12 Vs 

43/8 

3.2 

6.01 

4x6" 

46J6 

6^5X4 78 

178 

3.2 

2.49 

5x7" 

57J9 

7 74x5 

2 % 

3.2 

3.17 

6x9" 

69J9 

9%x6% 

3 

3.2 

3.51 

6x9" 

69J10* 

9%x6% 

3i7 

3.2 

4.28 


* Especially recommended for automotive replacement use. 

CTM Bracket Set contains necessary parts and hardware for mounting 
V 2 " X 1 / 2 " transformer on speaker and speaker on receiver chassis. 
Fits SV 2 ", 4", 5", 514" and 6" speakers. Dealer Net $0.25** 
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HIGH FIDELITY LOUDSPEAKERS AND COMPONENTS 




H-510 

COAXIAL 


K.310 

COAXIAL 


K-210 

COAXIAL 




H-222 

COAXIAL 



GENUINE JENSEN WIDE RANGE is the designation given to a 
distinguished series of loudspeakers, each designed to give the finest 
possible reproduction for the particular type and size. A selection 
of a high fidelity loudspeaker from this series thus insures a maxi¬ 
mum of reproduction quality at any cost level. Particular attention 
has been, given to the 7 Performance Points essential to thrilling, 
realistic reproduction: (1) Wide Frequency Range, (2) Balanced 
Frequency Response, (3) Smooth Response, (4) Wide Angle Dis¬ 
tribution, (5) Low Distortion, (6) Good Efficiency, and (7) Ade¬ 
quate Power-Handling Capacity. 


The G-610 Triaxial, world’s finest unitary system loudspeaker, re¬ 
produces everything the ear can hear and provides true transport to 
the original. Model H-510, with compression-driver horn loaded 
“tweeter” and Acoustic Lens, is the outstanding speaker of the times 
in the 15 inch coaxial class. New coaxial Model H-222, also with 
horn-loaded compression-driver “tweeter,” offers for the first time, 
“big speaker” performance in a 12-inch unit. For complete informa¬ 
tion on these and other Jensen speaker systems and components, 
write for free High Fidelity Catalog 1020. 


TRIAXIAL AND COAXIAL SPEAKERS 


Nominal 

Size 


Model 

No. 

Type 

Stock 

No. 


Input 

Imped. 

Ohms 

Power 

Watts 

Freq. 

Range 

Rating 


Baffle 

Opening 

In. 

O.D. 

In. 

Depth 

In. 

List 

Price 

15 '* 


G-610# Triaxial 

ST-900 


16 


35 

-f8 LIM 


131/4 


10% 

$382.50 

15 '* 


H-510 

Coaxial 

ST-828 


16 


25 

+7 LIM 


131/4 

16% 

9* 

154.50 

12 " 


H-222 

Coaxial 

ST-875 


16 


25 

+7 LIM 


101/2 

12% 

. 8% 

79.50 

15 ** 


K-310 

Coaxial 

ST-830 


16 


16 

-f 7 LIM 


131/4 

151/8 

81/8 

65.50 

12 ’* 


K-210 

Coaxial 

ST-831 


8 


12 

+7 LIM 


101/2 


0* 

39.50 


EXTENDED-RANGE SINGLE-UNIT DIRECT-RADIATOR LOUDSPEAKERS 

(+6 LIM) 






*Gap 


Dimensions, 

Inches 

_ ^ ^ 


— Voice Coil 

_ — 

Trans¬ 


Nominal 

Model 


Stock 

Energy 





Baffie 

Diam. 

Imped. 

Pwr. 

former 

List 

Size 

No. 


No. 

Level 

O.D. 


Depth 

Open 

In. 

Ohms 

Watts 

Sizet 

Price 

15 " 

P15-NX 

ST-817 

6.6 

151/8 


8 


131^ 

11/2 

8 

18.0 

l"xl" 

$76.75 


P12-NX 

ST-819 

6.6 

12* 


7 



11/2 

8 

16.0 

l"xl" 

61.50 

12 '* 

P12-RX 


ST-885 

2.2 

121/8 




101/2 

1 

6-8 

11.0 


23.80 


P12-SX 


ST-821 

1.5 

121/8 


fi* 



1 

6-8 

9.0 


21.20 


PIO-RX 

ST-886 

2.2 

lOi/s 


514 


8% 

1 

6-8 

9.0 



10 

PIO-SX 


ST-823 

1.5 



51/4 


8 % 

1 

6-8 

8.0 

%"x%" 

18.55 

P* ■ 

PS-RX 


ST-SS7 

2.2 

81/8 


4 


6 % 

1 

6-8 

8.0 

%"x%" 

18.20 

o 

P8-SX 


ST-825 

1.5 

81/8 


311 


6 % 

1 

6-8 

7.0 

%"x%" 

15.20 

6" 

P6-TX 


ST-826 

1.1 

QH 


3ft 


514 

% 

8-4 

5.0 

%"x%" 

10.35 

5" 

P5-TX 


ST-827 

1.1 



2% 


4* 

% 

8-4 

4.0 

1/2 "x 1 / 2 " 

9.50 


*Millions of ergs. fSize recommended. 


#Oomplete with Crossover Control Network. 



RP-302 H-F UNIT 


Improve the realism of your sound re¬ 
production . . . make a 3-way system 
from your present coaxial, or a 2-way 
from a single speaker by adding this 
new compact “super-tweeter” from 
the famous G-610 Triaxial. Makes an 
unexcelled top end for custom built 
multi-channel systems. Unit sits atop 
cabinet or mounts flush on baffle. 
Provides smooth, clean “highs” from 
4 000 cycles to limits of audibility. 

___ Impedance, 16 ohms. Useful coverage 

angle, 120 degrees. Maximum, power, 30-40 watts speech and music 
with A-402 Crossover Network. A-402 recommended for best results, 
but can be used with 2 mfd condenser. Satin brass finish. OD, 2%"; 
length 3%". Specify ST-899. List Price... $56.00 


A-402 Crossover Network. Full 180° constant-resistance type. 
RP-302 connects to hi-channel, present speaker or system to low 
channel. Crossover at 4000 C 3 ^cles. Impedance, 16 ohms input and 
each channel. Screw terminals for easy connections. In metal case, 
4%" high, Sy 2 " wide, 3i/4" deep. Specify ST-898. 


List Price 


$11.25 


RP-201 H-F UNIT 

Reproduces the range from 60 to 4000 cycles 
as the mid channel in a 3-way system. Driver 
unit loaded by cast aluminum Hypex horn 
Coverage angle 115°. Impedance, 16 ohms. * 
Power rating with A-61 network 35 watts 
speech and music signal input to system. ' 
Shipping Weight, 8 lbs. ST-897. 

List Price $71.00 



RP-201 


A-61 600 CYCLE NETWORK 

Sends frequencies above 600 cycles to A-402 
for further division; below 600 cycles to the 
P15-LL L-F unit. ST-896. 

List Price $25.00 

P15-LL L-F UNIT 

Rugged 15-inch “woofer” handles the bass 
region up to 600 cycles. Edge damping used 
on annulus. Free air resonance, 37 cycles. 
Power rating, 35 watts in back-loading folded 
horn; 25 watts in baffle or bass reflex. Im¬ 
pedance, 16 ohms. Shipping Weight, 18 lbs. 

List Price $S5.00 
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BASS REFLEX CABINETS 



TYPE N! TYPE D 

TYPE M CUSTOMODE IMPERIAL CABINET is an outstanding example 
of fine modern design with the outstanding performance of JENSEN 
Bass Reflex. Accommodates any 15" speaker. May be jdaced on side 
or end as desired. Front panel easily, quickly removed for installation 
or replacement by unscrewing four brass discs. Speaker is held in 
place by means of machine screws and anchor nuts set into back of 
panel. Concealed cut-outs for H-F Range and Level Controls. Fur- 
nislied complete with removable grille cloth-screen and two wedge 
foot rails. (Note: Leg Assembly illustrated not furnished and must 
be ordered separately. See below.) 

LEG ASSEMBLY FOR M CABINET. Modern leg assembly for ‘‘Ioav- 
boy” effect with Type M cabinet as illustrated above. Raises cabinet 
8" above floor. Not furnished with cabinet; mu.st be ordered sep¬ 
arately. Shipping wt., 15 lbs. Specify ST-843 for Blonde; ST-803 
for Cordovan. 

List Price .$15.75 

TYPE B UTILITY CABINET is designed for those who desire inexpen¬ 
sive but durably built enclosures. Well constructed of impregnated 
composition board and finished in hammered brown lacquer. For 12- 
inch speakers. Feet unmounted are furnished. 



TYPE C TYPE H 

TYPE D IMPERIAL CABINET is handsomely styled, suitable for any 
environment, and is well constructed of beautifully striped satirr 
finish veneered walnut, with interlaced bronze strip grille over match¬ 
ing fabric. They are available in two sizes; for 15-inch and for 12'‘- 
inch speakers. 

TYPE C CABINETS. Here at last is a cabinet for low-budget highr 
fidelity audio systems. ' Features include attractive tapered foot de¬ 
sign, sturdy baffle with Bass Reflex concealed under grille cloth, in 
choice of blonde or mahogany finishes. Lacquer easily applied to 
blonde for other finish colors if desired. Concealed cut-outs in Model 
C-151 for easy installation of flush H-F and Level Controls used with 
Jensen Triaxial and Coaxial speakers. 

TYPE H SECTOR CABINET is especially designed for public enter¬ 
tainment or paging. With front curved to a 14 radius, they fit 
anywhere—in corners, on walls, at intersection of ceiling and wall, 
or on posts. May be mounted in pairs or clusters for wide-angle 
sound distribution. Finished in brown lacquer; covering colors may 
be applied to match installation. . 


Jensen 


Stock 

Speaker 


DIMENSIONS, Indies —^ 

Shipping 

List 

No.' 


No. 

Size 

Finish 

Height 

Width 

Depth 

Weight, Lbs. 

Price;;, 

M-253 


ST-838 

15" 

Blonde Mahogany 

36 

24 

18 

80 

$i6i3f^' 

M-353 


ST-858 

15" 

Cordovan Mahogany 

36 

24 

18 

80 . 

164.27 

D-151 


ST-157 

15" 

Regular Walnut 

31 

27%. 

13% 

50 

77.50 

C-151 


ST-868 

15" 

Blonde 

32 

28 • . 

15 

53 

62.00 

C-151 


ST-869 

15" 

Mahogany 

32 

28 

15 

53 

62.00 

D-121 


ST-156 

12" 

Regular Walnut 

31 

27% 

,.13% 

50 

77.50 

C.121 


ST-866 

12" 

Blonde 

29 

25' ■ 

131/2 

■ 42 

49.75 

C-121 


ST-867 

12" 

Mahogany 

29 

25 

131/2 

42 

49.75 

B-121 


ST-742 

12" 

Brown Lacquer 

281/2 

23% 

11% 

34 

36.00 / 

C-Sl 


ST-864 

8" 

Blonde 

231/2 

20’'": 

■ 9 

26 

37.50 

C-81 


ST-865 

8" 

Mahogany 

231/2 

20 

9 

26 

37.50 

H-81 


ST-141 

8" 

Brown Lacquer 

22% 

17-%. 

8 1/2 

14 

24.75 




NEW Type BL Cabinets 


T R 1 - 

P L E X 



Back-Loading Folded-Horn Design 



Outstanding Performance ... In Corner or on Sidewall 

Jensen acoustic research now brings you these new back-loading folded- 
horn cabinets for better bass response. Ideal for corner where walls give 
horn extension, but may be used against sidewall with excellent results. 
Reduces resonance, lowers distortion. Baffle easily, quickly removed from 
front, for access to speaker. Fine furniture treatment throughout, with 
selected hardwood veneers, hand rubbed. 

BL-151. For 15" Speakers. Recommended for Coaxial and Triaxial units. 
Reihovable front panel covering compartment for controls, h-f unit, etc. 
Three IH" holes in panel covered by matching wood squares. 38 %" H; 
251/4" W; 18 %" D. Shipping wt., 106 lbs. 

BL-151. Cabinet. Mahogany. ST-877. List Price . $175.00 

BL-151. Cabinet. Blonde Korina. ST-876. List Price . $180.00 

BL-121. For 12" Speakers. Has one concealed cut-out under grille cloth 

for control. 28%" H; 251 / 2 " W; 18i/4" D. Shpg. wt., 65 lbs. 

BL-121. Cabinet. Mahogany. ST-879. List Price . $96.75 

BL-121. Cabinet. Blonde Korina. ST-8 78, List Price . $102.00 


3-way reproducer system 

The TRI-PLEX is a complete 
three-way high fidelity re¬ 
producer designed to achieve 
the utmost in smooth, finely 
balanced music reproduction, 
free from stridency ' and all 
forms of distortion which 
mar listening pleasure. The 
complete range from low bass 
to the utmost limits;of audi¬ 
bility is covered with a faith¬ 
fulness that will be a revela¬ 
tion to the discriminating 
listener. We know of no sys¬ 
tem that can approach TRI¬ 
PLEX in performance. The 
TRI-PLEX employs the sys¬ 
tem components described on 
page C-IO, which were es¬ 
pecially developed for this 
application. Each .unit is 
built by skilled craftsmen 
and individually tested .. by 
experienced atidio engineers. 

Cabinetry is of . the new 
Jensen BL type taking full 
advantage of the “corner” 
effect where one is available, 
but with full side-wall utility 

as well. A long folded horn within the cabinet leads the rear of 
the 1-f unit for clear, efficient low bass reproduction. Available 
in fine selected Mahogany or Blonde Korina veneers with matching... 
hardwood trim. Trim details are satin brass. 

TP-100. TRI-PLEX. ST-903. Mahogany . ...List Price $4,98.95 

TP-100. TRI-PLEX. ST-902. Blonde Korina ... List Price $509.00 
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JENSEN HYPEX PROJECTORS 

Because of the Hypex formula (Patent 2,338,262) giving wider sound distri¬ 
bution and greatly improved acoustical performance, JENSEN Hj^pex projectors 
are superior to the usual “exponential” type horns. The Alnico 5 unit is entirely 
enclosed within the one-piece rigid horn yet easily removed and replaced. 
Stainless steel and other corrosion-resistant materials and specially treated steel 
parts insure against weather exposure. Models VH-24, VH-20 and VH-15 have 
mounting brackets with clutch-type heavy “U” trunnions which afford complete 
flexibility of adjustment with positive locking into desired position. Weatherproof 
terminal boxes provide easy, solderless connections with no exposed terminals. 
Mbdel VH-91 has a. universal mounting bracket which permits pointing in any 
direction and secure locking by a single wing nut. 



SPECIFICATIONS 


Model 

No. 

stock 

No. 

Cut-Off, 

CPS 

Acoust. 

Path, 

ih- 

Coverage 

Angle 

Degrees 

Power 

Rating 

Watts 

Voice Coil 
Imped. 
Ohms 

Diam. 

In. 

Length, 

In. 

Trans.* 

Core Size 

List 

Price 



110 

5« 

75 

25 

16 

25 

22% 

1x1 % 

$89.50 



140 

52 

80 

25 

16 

21 

201/4 

1x1% 




180 

36 

90 

15 

8 

16 

15 


56.50 



300 

16 

100 

15 

8 

8% 

7% 

%X% 

35.80 


*Not included. 



VR-ll 


HYPEX "Three-sixty" PROJECTORS 

Designed for the reproduction of speech and music signals at 
high efficiency where high noise levels exist. The Hypex formula, 
made famous by JENSEN Hypex projectors, is incorporated in 
their design giving greatly improved acoustical performance. With 
the sound distributed over a circle, they are especially suitable 
for ihstallations where coverage of relatively large areas and 
suspension from the ceiling are desired. Model VR-ll is recom¬ 
mended for speech reproduction while Model VR-241, of larger 
sizcj is intended for speech and music reinforcement. Driver unit 
has,phenolic diaphragm; VR-241 uses same diaphragm as VH-24 
and VH-20; VR-ll uses same diaphragm as VH-15 and VH-91. 
VR-241 is equipped with weatherproof terminal box with con¬ 
necting cable passing through rubber grommet and leads attached 
to screw terminals provided. VR-ll has two-conductor lubber- 
covbred cable for connections. Both equipped with heavy eyebolt 
at top for suspension. 

SPECIFICATIONS 



VR-241 


Model 

No. 

Stock 

No. 

Cut-Off, 

CPS 

AcoUst. 

Path, 

In. , 

Coverage 

Angle 

Degrees 

Power 

Rating 

Watts 

Voice Coil 
Imped. 
Ohms 

Diam. 

In. 

Length, 

In. 

Trans.* 

Core Size 

List 

Price 

V5^241 

VR-ll 

ST-789 

ST-791 

140 

280 

54 

18 

360 

360 

25 

15 

16 

8 

25 

11 

22 

10% 

1x1% 

$98.50 

46.50 

*Not included. 











MODEL V-21 

DRIVER 

UNIT 



SPEECH 

MASTER 

PROJECTORS 



This driver unit incorporates the driver element used in the new Hypex 
projectors and is electrically and mechanically interchangeable with the 
former U- 2 Q ST-630 and U-201 ST-7 32 Driver units. It is designed for 
former Models H-20 ST-726, H-201 ST-733 and 
H-24 ST-727 Hypex horns. Unit is PM type and equipped with internal 
grew terminals Flange is deisgned for 1 / 4 " bolt attachment, with three 
ft spaced 120 degrees apart on a radius of 2%". Voice coil input 

16 ohras and power rating 25 watts. 

V-21 Driver Unit, ST-7S7. .List Price $36.25 


^ THE "HYPEX" HORN FORMULA - 

— An Exclusive Jensen Feature 

Hypex comes from the mathematical term “hyperbolic ex¬ 
ponential,” which describes the important difference between 
Jensen projectors and those based on the simple exponential 
theory. Jensen research discovered a better, more efficient horn 
formula which maintains effective acoustic loading right down 
to acoustic cut-off and all Jensen Hypex* Projectors have this 
exclusive feature for better performance. For the facts on this 
development and a complete description of horn behavior, write 
for Technical Monograph No. 0 , “Horn-Type Loudspeakers.” 

Price 25c. 


Radio’s Master 18th Edition. 


Sturdy construction, overall mechanical protection, double dust¬ 
proofing, streamline design and exceptional acoustical performance 
recommend these projectors for paging and intercommunication. 
PM design. Good talk-back performance in PA systems. Hammered 



Model 

AP-10 

Stock 

V.C. 

Imped. 

Power 

AR-10 

Diam. 

Depth 

List 

No. 

No. 

Ohms 

Watts 

In. 

In. 

Price 

AP-10 

ST-590 

8-4 

5 

5 

41/2 

$19.30 

AP-10 

ST-591 

45-50 

5 

5 

41/2 

20.30 

AP-11 

ST-592 

3-4 

5 

5 

41/2 

15.75 

AP-11 

ST-593 

45-60 

5 

5 

41/2 

16.75 

AR-10 

ST-643 

3-4 

6 

10 

8 

23.50 

AR-10 

ST-644 

45-50 

. 6 

10 

8 

24.50 
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OXFORD Speakers— 


PERMANENT MAGNET SPEAKERS— 
STANDARD REPLACEMENT LINE 



For Radio & Television 



For Portables 



For Auto Radios 


SIZE 

MODEL 

NO. 

MAG. WT. 

LIST 

PRICE 

2" 

2AMS 

.68 oz. 

$ 3.75 

2" 

2CMS 

1.47 

4.35 

3" 

3AMS 

.68 

3.75 

3" 

3CMS 

1.47 

4.35 

4" 

4AMS 

.68 

4.00 

4" 

4BMS 

1.00 

4.25 

4" 

4CMS 

1.47 

4.60 

5" 

SAMS 

.68 

4.25 

S“ 

5BMS 

1.00 

4.50 

5" 

5CMS 

1.47 

4.85 

5" 

SPAMS 

.68 

4.35 

5" 

5PBMS 

1.00 

4.60 

5" 

5PCMS 

1.47 

5.00 

51 / 4 " 

52AMS 

.68 

4.35 

51/4" 

52BMS 

1.00 

4.60 

51/4" 

52CMS 

1.47 

5.00 

5 V 2 " 

55CMS 

1.47 

5.25 

6" 

6AMS 

.68 

4.85 

6" 

6BMS 

1.00 

5.10 

6" 

6CMS 

1.47 

5.50 

6" 

6CVS 

1.47 

5.75 

6'^ 

6EVS 

2.15 

6.00 

6" 

6FOS 

3.16 

6.85 

7” 

7CVS 

1.47 

6.50 

8" 

8CMS 

1.47 

6.85 

8" 

8CVS 

1.47 

7.10 

8" 

8EVS 

2.15 

7.35 

8" 

8FOS 

3.16 

8.50 

8" 

8HBS 

4.64 

10.00 

8" 

8JBS 

6.80 

12.00 

10" 

lOCVS 

1.47 

8.75 

10" 

lOEVS 

2.15 

9.50 

10" 

lOFOS 

3.16 

10.50 

10" 

lOHBS 

4.64 

12.00 

10" 

lOJBS 

6.80 

13.50 

12" 

12CVS 

1.47 

9.75 

12" 

12EVS 

2.15 

10.50 

12" 

12FOS 

3.16 

11.50 

12" 

12HBS 

4.64 

13.00 

12" 

12JBS 

6.80 

14.50 

12" 

12XMS 

22.50 

37.50 

15" 

15XMS 

22.50 

45.00 

4"x6" 

46AMS 

.68 

4.50 

4"x6" 

46BMS 

1.00 

4.75 

4"x6" 

46CMS 

1.47 

5.25 

5"x7"' 

57CMS 

1.47 

5.75 

5"x7" 

57EVS 

2.15 

6.50 

6""x9" 

69CVS 

1.47 

7.10 

6"x9" 

69EVS 

2.15 

7.85 

6"x9" 

69FOS 

3.16 

9.25 


ELECTRO DYNAMIC SPEAKERS— 
STANDARD REPLACEMENT LINE 


SIZE 

MODEL 

NO. 

FIELD 

LIST 

PRICE 

4" 

4V45S 

450 Ohm 

$ 4.75 

5" 

5V45S 

450 

5.00 

6" 

60A100S 

1000 

6.00 

6" 

60A180S 

1800 

6.00 

6" 

60A250S 

2500 

6.00 

8" 

80A100S 

1000 

7.50 

8" 

80A180S 

1800 

7.50 

8" 

80A250S 

2500 

7.50 

10" 

10E100S 

1000 

11.00 

10" 

10E250S 

2500 

11.00 

INH 

12E100S 

1000 

13.50 


12E250S 

2500 

13.50 

r'x6" 

46V45S 

450 

5.50 


HIGH-FIDELITY SPEAKERS 


SIZE 

MODEL 

NO. 

MAG. WT. 

LIST 

PRICE 

8" 

HF8JB 

6.8 oz. 

$15.00 

10" 

HF10JB 

6.8 

17.50 

12" 

HF12JB 

6.8 

20.00 

12" 

HF12LN 

14.0 

35.00 

12" 

C012JB 

6.8 

35.00 


TV REPLACEMENT SPEAKERS 


SIZE 

MODEL 

NO. 

FIELD 

LIST 

PRICE 

5" 

5V8S 

85 

$ 5.00 

6" 

60A8S 

85 

6.00 

8" 

80A8S 

85 

7.50 

4"x6" 

46V8S 

85 

5.50 


AUTO REPLACEMENT SPEAKERS 


SIZE 

MODEL 

NO. 

MAG. WT. 
or 

FIELD 

LIST 

PRICE 

5" 

5CMS 

1.47 or. 

$ 4.85 

51 / 4 " 

52CMS 

1.47 

5.00 

6" 

6EVS 

2.15 

6.00 

7" 

7EVS 

2.15 

7.10 

7" 

7F0S 

3.16 

8.00 

8" 

82EVS 

2.15 

7.50 

6"x9" 

69EVS 

2.15 

7.85 

6"x9" 

69FOS 

3.16 

9.25 

5" 

5V04S 

4 Ohm 

5.00 

51 / 4 “ 

52V04S 

4 

5.25 

6" 

60A04S 

4 

6.00 

7" 

70A04S 

4 

7.25 

6"x9" 

690A04S 

4 

8.00 


PUBLIC ADDRESS SPEAKERS 



























INTERCOM SPEAKERS 


H 












^Dli 





DRIVE-IN THEATRE SPEAKERS 


SIZE 

MODEL 

NO. 

MAG. WT. 

LIST 

PRICE 

4" 

4AM65 

.68 

$ 3.92 

4" 

4CM13 

1.47 

5.81 

5" 

5BA3 

.68 

4.45 

5" 

5CM51 

1.47 

5.32 



Coaxial for Hi-Fidelity 



For Outdoor Applications 



For Intercoms 

There is an OXFORD 
Speaker to meet each 
requirement. 



Preferred for 

Original Equipment 
Proven for 

Replacement! 


There is an OXFORD SPEAKER for every 
need . . . TV, FM, AM, Auto, Public Address, 
High Fidelity, and Outdoor Applications . . . 
from 2" to 15'^ units. 


ELECTRIC CORPORATION 


EXPORT: 


Chicago 15, 
ROBURN AGENC 


Illinois 

ES, NEW YORK Cl.TY 


IN CANADA: ATLAS RADIO CORP., LTD., TORONTO 
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RELIABLE . . . RUGGED DRIVER UNITS 
with these Exclusive Built-in Features 



^ODEL PA-30 —-Recoimneinded 
for reproduction of chinieS' car¬ 
illons, organ naiusic. ileal for 
rental work, high e^ciency, 
maximum distanc^ penetration. 
Built-in transforiper with vari¬ 
ous impedances hnd for 70 V. 
systems. 


* W-shaped Alnico 5 magnet results in maximum 
efficiency by reducing reluctance losses and surface 
leakage. 

* Built-in transformers provide installation flexibility 
to meet any impedance requirement. 

* Bi-sectional mechanism with foolproof automatic 
“rim-centered” diaphragm voice coil assembly as¬ 
sures immunity to shock and vibration . . . facilitates 
field maintenance. 

* Full selection to meet all power, frequency response, 
impedance and mechanical requirements. 



MODEL SA-HF— Meets 
all PA and industrial 
requirements. For heavy 
noise areas, speech or 
quality music. 


BI-SECTIONAL MECHANISMS 





MODEL SA-30 — Com¬ 
pletely die-cast aluminum 
housing makes |t a “must ” 
in hazardous locations or 
rough service. Built-in 
transformer with various 
impedances and for 70 V. 
systems. 



Specially tapered, one-piece linen- 
base phenolic diaphragms are set 
in an exclusive aluminum acoustical 
booster which applies phase correc¬ 
tion at the upper register of the 
spectrum. This assures exception¬ 
ally uniform overall frequency re¬ 
sponse, and enables the diaphragm/ 
voice coil assembly to automatically 
center in the voice coil gap on the 
magnet top plate. This exclusive 
University “rim-centering” tech¬ 
nique results in shock-proof per¬ 
manent voice coil concentricity; 
means smaller magnetic gap for 
greater flux density and conversion 
efficiency. 



MODEL MA-25 — Fills 
low cost requirements 
without compromising 
quality. Rugged, weath¬ 
erproof. Highly efficient 
to 6000 cycles. 


1 ' MODEL: - 

, ; ;PA.30; 

: SA-30 

SA-HF 

Jvv,.. M A-25 : 

T-30 . 1 

Continuous Power 

80 watts 

80 watts 

25 watts 

25 watts 

20 watts 

Frequency Response 

80-10,000 cps. 

90-10,000 cps. 

90-10,000 cps. 

90-6000 cps. 

250-15,000 cps. 

Voice Coil Impedance 

16 ohms 

16 ohms 

16 ohms 

16 ohms 

8 ohms 

Transformer Impedances 

165/250/500/ 

45/165/250/500/ 





1000/2000 ohms 

1000/2000 ohms 




Diameter, Overall 

6 %" 

5" 

4 Vs" 

4%" 

31 / 2 " 

Length, Overall 

6%" 

6%" 

5" 

3%" 


Shipping Weight 

6 lbs. 

5 lbs. 

4 lbs. 

3 1/2 lbs. 

31/2 lbs. 

LIST PRICE 

$5d.00 

$45.00 

$35.00 

$27.50 

$27.50 


WEATHERPROOF LINE MATCHING 

transformers 






Mounted to wall Clamp to “U” type 

or ceiling. mounting bracket 

, . . _ . used on trumpets 

and radial projec- 
tors. 


Easy to mount to 
University Paging 
speakers. 


WEA Adapter 

Adapts WE and RCA 
Horns for use with 
any University driver. 

List Price $2.50 


2YC Connector —Used 
with two driver units, 
provides to 60 watts 
for any trumpet 
or projector. 
List Price 
$10.00 


Designed to afford maximum utility in application and utmost convenience of 
installation. Since most University Loudspeakers and drivers are capable of 
response to 10,000 cycles and beyond, these transformers have been engineered 
to assure perfect performance throughout the entire audio spectrum. 

• Versatile—multi-tap primary and secondary windings. 

• Rugged, durable—water-tight construction. 


PRIMARY IMP. 

45, 500, 1060 , 1500, 2000 ohms 

SECONDARY IMP. 

4-8-16 ohms 

POWER, HANDLING 

capacity 25 watts . 

SHIPPING WEIGHT 

3 lbs. 


Modei 5420 —Same as above, but 
for indoor use; strap mounting. 


List Price 

$6.00 


For complete product information get your copy of University Loudspeakers TECHNILOG at your local distributor. 
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DIRECTIONAL SOUND PROJECTION — 

^ WITH MINIMUM SPACE 

Reflex Trumpets 


Pioneered by University, the most efficient modern 
method of sound distribution 

• Economy — Reduces amplifier power requirements. 

• Ruggedly constructed — weatherproof. 

• Four trumpet sizes to cover every requirement. 





There is more fo University qualify than meets the eye. All metals 
used in the manufacture of University equipment are given a 
number of special treatments prior to and during fabrication to 
insure life-long protection against destructive elements which may 
be present in the environment, as well as to maintain the physical 
and acoustical properties for which they were originally selected. 
These treatments—plus the baked paint finish—serve as further 
protection against corrosion, and as further proof of UNIVERSITY 
superiority. 


Radial Reflex Projectors 

Uniform Sound in AH Directions 

• More economical — reduces the total number of loud¬ 
speakers required to cover a given area. 

• More efficient — driver-driven radial speakers provide as 
much as 500% greater output than cone speaker radials. 

• Versatile — ideal for spacious areas necessitating suspen¬ 
sion installation, such as hangers, church towers, etc. 

Suitable for voice and music. 



Low Freq. Cutoff 
Sound Distrib. 

Air Column Lgth. 
Bell Diameter 

* Overall Height 

* Shipping Weight 
LIST PRICE 

*Less Driver Unit. 



Explosion-Proof Speakers — 
Designed for Hazardous Duty 

Approved by Underwriters' Laboratories for use 
in locations where flammable liquids, gases, 
Mu dust and other combustibles are present. Per- 

mits use in industries previously denied' the 
1 advantages of sound, paging and intercom. 

Complete with built-in line matching trans- 
former, the University Explosion-Proof speaker 
line is versatile, ruggedly constructed and 
|P^ compact. 

Model 7101 Is UL approved for Class I, Groups 
C and D. 

Model 7102 is approved for Class I, Groups C 
and D, and Class II, Groups E, F and G. 



MODEL PMA 
ADAPTER — For 

mounting University “U” 
bracket speakers on standard 
pipe. List Price $1.50 


Cont. Power 

25 watts 

Voice Coil 

16 ohms 

Impedance 

Transformer 

45, 500, 1,000 

Impedances 

1500, 2,000 ohms 

Frequency 

200 -10,000 cps. 

Dispersion 

95° 

Dimensions 

19" length 

Shipping Weight 

15% "height 

25 lbs. 

7101 7102 

LIST PRICE $125.00 $15p.00 


For complete product information get your copy of University Loudspeakers TECHNILOG at your local distributor. 
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A TRUMPET DESIGN OF AMAZING VERSATILITY 
WITH SUPERIOR NOISE PENETRATION 



THE NEW COBREFLEX - 2 


Meets Every Requirement for 

* Paging and Talk-Back Installations 

• Fixed or Mobile Systems 

* Heavy Industry Applications 

• 2 or 3-way hi-fi Systems 


Lifetime Guarantee 


A unique combination of battle-ship construction and swiss 
watch precision. . . . Features a pair of exponential horns 
having twin air columns in a single assembly—made possible 
for the first time through the perfection of a “dual exponential 
flare” design. This advance design provides wide-angle dispersion 
of sound, concentrating energy in the horizontal plane where it is 
most needed in covering wide areas efficiently and economically. Can 
be used with any University driver unit to meet any impedance, power 
or frequency response. See page C-16 for driver unit listings. 

Sturdy “U” bracket with serrated swivel joint permits up to 180° vertical 
positioning and positive locking. Clever one-piece design prevents vibra¬ 
tions and erratic performance by elimination of any separate parts. Heavy 
gauge die-castings set a new standard in rugged construction and assure 
freedom from resonant type vibration. 


Cont. Power ^ 

Dependent on 

Impedance 

^University Driver 

Frequency Res. > 

Unit used. 

Dispersion 

120 ° X 60° 

Dimensions 

1014" Ig. bell 

181/2" X 91 / 4 " 


mouth 

Shipping Weight 

11 lbs. 

LIST PRICE 

$35.00 


FOR WIDE ANGLE HORIZONTAL DISPERSION . . . 


Maximum Sound Coverage at Minimum Cost 
The Cobra-12, sister to the Cobreflex-2, provides 
moderate power with maximum intelligibility and a 
dispersion pattern expressly designed for greatest 
sound distribution in the horizontal plane. Built-in 
hermetically sealed driver features highest sensi¬ 
tivity for greatest amplifier economy and effective 
talk-back work. Adjustable swivel mounting bracket 
directs the sound where it is needed. The result is 
truly effective coverage over wide areas. 




• Covers two large areas with a single driver unit. 

• Reduces installation and equipment costs. 

• Versatile bracket arrangement provides 4 differ¬ 
ent mounting positions. 

• Built for continuous heavy duty service. 


1 MODEL 

Cobra-12 

2W-25 ll 

Continuous Power 

12 watts 

25 watts 

Impedance 

8 ohms 

16 ohms 

Dispersion 

120° X 60° 

120° each horn 

Frequency 

250-10,000 cps. 

350-6000 cps 

Dimensions 

141 / 2 " Ig. bell 

201 / 2 " Ig. bell 


20" X 9" mouth 

8" dia. mouth 

Shippins: Weight 

8 lbs. 

9 lbs. 

LIST PRICE 

$45.00 (including 

$48.00 (including 


built-in driver) 

driver) 


Bi-Directional Speaker — 

Recommended for two-way 

applications requiring perfect clarity • • • 

A single heavy duty driver unit (supplied) serves both reflexed 
horns through a carefully designed acoustic coupler. Each horn 
has a wide 120° sound projection pattern, with the sound pro¬ 
jected 10° downward (or 10° outward) so that no energy will 
be lost in unoccupied space. 


For complete product information get your copy of University Loudspeakers TECHNILOG at your iocal distributor. 
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MODEL 
IB8 

High efficiency 
provides maxi¬ 
mum coverage 
with minimum 
power. Also an ideal talk- 
back speaker because of 
high sensitivit 3 ^ llising fre¬ 
quency characteristics re¬ 
sult in exceptional noise 
penetration. Features high 
power capacity. 


PAGING AND TALK-BACK SPEAKERS 
FOR GENERAL APPLICATION 

Reproduction with crisp clarity for maximum penetration 
through areas with high noise density 

Cheek These Features: 

4 Famous University Reflex Design V Weatherproof, breakdown-proof 

construction 

4 Hermetically sealed driver units 4 Small size — high efficiency 




MODEL SPA ADAPTER 

s >1'' 4 - a; 

Replaces standard triangular base used 
on all University paging speakers in order 


to mount to threaded pipe. Order 

'mM' 

separately. List Price $1.50 




MODEL MIL 

For installations requiring con¬ 
centrated power to cover small 
areas. High conversion efficiency 
conserves amplifier power, ideal 
for low level systems. 


MODEL MIS 

Designed for flange or flush 
mounting in cabinets, walls, ceil¬ 
ings, bulkheads, etc. Ideal for 
replacement of cone speakers to 
increase output. 


MODEL IBR 

Small radial speakers, complete 
with built-in driver unit. Affords 
360° horizontal dispersion result¬ 
ing in wide coverage with a 
minimum of speakers. 


MODEL CR 

Reflex speaker conservatively 
rated at 20 watts continuous 
duty, and featuring built-in 
driver unit. Excellent tonal bal¬ 
ance for music. 


Continuous Power 
Impedances 

Dispersion 

Frequency 

Dimensions 

Shipping Weight, 

LIST PRICE 


12 watts 
8 ohms* 

90° 

300-10,000 

dia., 9" high 

5 lbs. 

$32.50 

*41]_Order 1B4 


3 watts 
8 ohms 

(45 ohms on order) 
120 ° 

400-9000 
6 %" dia., 7" high 

4 lbs. 

$25.00 
450 $26.25 


3 watts 
8 ohms 

(45 ohms on order) 
150° 

500-9000 

37 / 8 " deep, 5%'' O.D., 

4 % " mount, dia. 

3 lbs. 

$21.50 
450 $22.75 


12 watts 

8 ohms 

860° 

300-10,000 

9 dia., 11" high 

5 lbs. 

$39.00 


2b watts ,, 
16 ohms 

90° 

250-6000 

111 / 2 '' dia. 

9 lbs. 

$42.00 



Wide Range Weatherproof 
Coaxial System 

Model WLC 

Designed to simplify indoor and 
outdoor ‘‘high quality” sound 
installations . • • 


Power Capacity 

30 watts 

Impedance 

8 ohms 

Response 

50-15000 cps. 

Dispersion 

90° 

Diameter 

331 / 2 " 

Depth 

20" 

Shippinq- Weight 

80 lbs. 

LIST PRICE 

$250.00 


MODEL WLC is the new improved, all-weather 
coaxial speaker system designed to simplify indoor 
and outdoor “high quality” sound installations. A 
complete system comprising a low frequency cone 
speaker, driver type high frequency reproducer and 

a 1000 cycle LC crossover network. Completely ^ 

wired and contained in a compact, heavy gauge all-metal dual horn assembly. Affords remark^% 
smooth overall response and is capable of 30 watts input and life-like reproduction from 50 t|) 
15,000 cycles. Recommended for bandshells, outdoor movies, auditoriums, dance halls, rink|. 


For complete product information get YOur^:xppy ofi,University Loudspeakers TECHNILOG at your local distributor. 
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SUPER POWER SOUND PROJECTORS 



Powerful force capable of great 
distances and noise penetration 
Ideally suited for stadiums, airplane sound cast* 
ing and for the transmission of chime and organ 
music from church towers. The perfect answer 
for civil defense alert and "panic>control" 
systems. 

m Handle tremendous powers—up to 720 watts. 

• Lightweiqht—rugged in construction—simple 
to install. 

• Foolproof in operation and immune >to 
weather conditions. 


MODEL 4A4 projector 
uses four 2 6 watt driver 
units, each feeding into 
separate r^flexed air 
columns which combine 
into a concentrated 
beam of high intensity 
sound. Supplied less 
driver units; use MA-25 
or SA-HF. 

MODEL B-6 is powered 
by six driver units feed¬ 
ing into a phase-cor¬ 
rected mixing bhamber, 
and coupled to an ex¬ 
ponential horn. Driver 
units supplied. 


*When used with 
SA-HF Driver Units. 
May be used with 
MA-25 

**10,000 cps. drivers 
available on request 
at extra cost. 
l***Available with SA-30 
Driver Units on re- 
"huest at extra cost. 




MODEL B-12 — Uses 12 special 
drivers. Ideal for high noise areas 
and transmitting great distances 
from a central point. Weatherproof 
and rugged. “U” mounting bracket 
and wired driver units included. 

MODEL B-24 —^Newly designed, for 
super power sound-casting. Com¬ 
pact design and small dimensions 
permit its use either singly or in 
clusters to form any desired power 
or sound distribution pattern. Uses 
24 special driver units, which are 
supplied completely wired. 


Power, Oont. 

Frequency 

Impedance 


Dispersion 

Dimensions 

(Overall) 

Shipping Weight 

LIST PRICE 


100 watts 
200 -10,000 cps.* 
Can be wired for 
4, 16, 64 ohms 


80“ 

18i^"high 
2 01^" depth 
16% "width 
30 lbs. 
$93.00 


150 watts 
100 -10,000 cps. 
Supplied unwired; 
single and multiple 
inputs from 2 to 125 
ohms possible. 

80“ 

31% "high 
56% "depth 
313 /8" (bell diam.) 

60 lbs. 

$542.50 


300 watts 
100 -10,000 cps. 
Double input 90 ohms 
each; single input 
45-50 ohms total 

80“ 

313/8 "high 
47" depth 
313 /8" (bell diam.) 

90 lbs. 

$972.50 


720 watts ‘ 

250-6000 cps.** ' 
Supplied com¬ 
pletely wired for 
10 ohms / 

90“x45“ 

22 " high 
18% "depth 
24" width 
120 lbs. 

On request 



MODEL MM-2TC 

Bulkhead - mounted, direc¬ 
tional speaker providing a 
dispersion; of 120“. In¬ 
cludes provision for a trans- 
■ former and attenuator. Ac¬ 
cessible from front, with 
cable entrance and control 
at/bottom. (Also available 
complete with 5420 trans- 
fhrmer and T-pad, Model 
MM2TC-T.) 



MODEL MM-2F 
Similar to Model 
MM-2 but designed 
for flange mounting. 
Permits flush mount¬ 
ing in wall, ceiling, 
bulkheads, dash¬ 
boards or wherever 
appearance is im¬ 
portant, or project¬ 
ing objects might 
cause damage. 


MODEL MM-2 

A compact speaker 
with reflex air col¬ 
umn and hermeti¬ 
cally sealed, built-in 
driver. Adjustable 
serrated ^ swivel 
mounting bracket al¬ 
lows easy installa¬ 
tion. Base fits Model 
CTR-20 weatherproof 
line matching trans¬ 
formers. 



1 MODEL 

MM-2TC 

, MM-2F 

MSR . 

MM-2 1 

Gontinudus Power 

15 wa-tts 

15 watts 

15 watts 

15 watts 

Impedance 

16 ohms 

" 16 ohms 

16 ohms 

16 ohms 

Dispersion 

120 “ , 

150“ 

360“ 

150“ 

Frequency 

300-6000 Cycles 

300-6000 cycles 

250-6000 cycles 

300-6000 cycles 

^ Dimensions 

10 " high 

714" O.D. 

10 %" high 

6 " O.D. 


4%" depth 

3 3^" depth 

8 14 " depth 

4 % " depth 


614 " wide 

6 % " mtg. hole dia. 

7 % " wide 


Shipping Weight 

9 IbSi 

5 lbs. 

11 lbs. 

5 lbs. 

LIST PRICE 

^ $65.00 

$40.00 

$65.00 

$42.00 


Reflexed air column 
horn for 360° horizon¬ 
tal dispersion. Fegtiires 
completely die cast 
aluminum housing,/and 
horn, hermetically 
sealed driver unit. Pro¬ 
vides for both /line 
matching transformer 
and volume eqiitrol 
within housing. Foi* wail 
or bulkhead mounting. 
(Model MSR-T includes 
5420 transformer and 
T-Pad.) 


for complete producf in formation get your copy of University Loudspeakers JECHNILOG at your local distributor.^ 
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EXTENDED RANGE SPEAKER 

^ Designed for general applica- 

tions requiring a highly effi¬ 
cient, extended range PM loud¬ 
speaker with full-bodied re¬ 
sponse to 10,000 cycles. 

Ideal for improvement of com¬ 
mercial type radio, phono and 
TV combinations, for high 
quality P.A. and for sound 
reinforcement in restaurants, 
churches, schools, hospitals, 
stores, etc. 




Model 6200 


C-15W SUPER 15" WOOFER 

At last, a 15" loudspeaker designed 
not only to provide the acme of 
attainable perfection in the specific 
reproduction of low frequencies, 
but one which defies obsolescence 

due to impedance matching re¬ 

quirements as speaker systems are 
altered or expanded. 

The C-15W may be used in any 2, 

3 or 4-way speaker system utiliz¬ 
ing woofer crossover up to 20^50 
cycles. Amplifier rated to 5 0 watts 
may be employed. List $125.00 

• DUAL IMPEDANCE RANGE I 

VOICE COIL —4-8 ohms and f 

10-16 ohms available at I 

speaker terminals. 

• LONGEST VOICE COIL AXIAL 
DEPTH —Coil remains in gap, 
results in superior conversion 
efficiency and transient response. 



For complete product information get your copy of University Loudspeakers TECHNILOG of your local distributor. 
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FOR EXTENDED FREQUENCY RESPONSE 

HIGH EFFICIENCY TWEETERS 

! 

Exclusive “Reciprocating Flares” 
principle offers these important 
performance advantages 


1. Uniformity of response—negligible variation 
of sound intensity at various positions off 
speaker axis. 

2. True wide angle response 'v^ith optimum 
angular distribution of sound—no radical 
shifts in energy level between vertical and 
horizontal planes. 



500 1000 frequency cycles/second 10.000 15,000 

Tests made with same driver on both horns—curves at 45° off axis. 

The Curve Tells the Difference 



Wide Angle 
Dual Tweeter 
Model 440a 



2000 Cycle Tweeter 
Model 4401 

Handles the output of ampli¬ 
fiers up to 25 watts when used 
with any suitable PM or field 
excited 8-15 inch cone speaker 
and proper high pass filter 
^nd cross-over network. 
Bxceptiohdl performance at a 
cost tiiit cannot be ignored. 



Electrical and acoustical character¬ 
istics make it the most versatile 
‘high frequency tweeter available. 


4402 


Professional reproduction for 
two and three way speaker 
systems . . . economical wide- 
range response to the limits 
of audibility. 


Response 

2000-15,000 cycles 

2000-15,000 cvcles 

600-15,000 cvcles 

600-15,000 cycles 

Impedance 

For 6-16 ohm woofers 

4-8 ohms and 10-16 ohms 

Use with woofer from 

For 6-16 ohm 




6-16 ohms 

woofers 

Power 

Amplifiers up to 

Amplifiers up to 

Amplifiers up to 

Amplifiers up to 


25 watts 

50 watts 

15-2 0 watts 

25-4 0 watts 

Dispersion 

90° Horizontal 

120° Horizontal 

120° Horizontal 

120° Horizontal 


4 5° Vertical 

50° Vertical 

60° Vertical 

60° Vertical 

Width (overall) 

41 / 2 " 

91 / 2 " 



Depth (overall) 

61 ^" 

5tV' 

11 %" 

101 / 2 " 

Height (overall) 

2 % " 

2 %" 

5ir 

511" 

Shipping Weight 

2 lbs. 

4 lbs. 

5 lbs. 

5 lbs. 

LIST PRICE 

$25.00 

$40.00 

$30.00 

$40.00 



University Crossover Networks — Effective . . . Economical 
. . . Assure Cleaner Reproduction 


Frequ^Wcy Dividing Networks 
/, Model 4410, 4420 






High Pass 
Filter 

Model 4405 


Genuine inductance/capacitance 
networks which not only prevent 
low frequencies from entering the 
tweeter, but also eliminate high 
frequencies from the woofer circuit. 


h I 


• Prevents low frequencies from entering the 
tweeter. 

• Eliminates high frequencies from the woofer 
circuit. 

All University Crossover Networks incorporate high-frequency balance 
control completely wired. 


L MODEL 

4405 

4410 

4420 1 

1 Crossover 

2000 cycles 

600 cvcles 

2000 cycles 

Input Impedance 6-16 ohms 

6-16 ohms 

6-16 onms 

Height 

2II" 

41 / 8 " 

3%" 

Length 

31/2" 

91/4" 

7 tV" 

Depth 

2 1 / 4 ." 

3 fs " 

2 " 

Attenuator 

Built-in, 

Built-in 

Built-in, 

Variable 


Variable 

Variable 

1 Shipping Weight 2 lbs. 

4 lbs. 

3 lbs. 

1 LIST PRICE 

$10.00 

$35.00 

$20.00 


for complete product information get your copy of University Loudspeakers TECHNILOG at your local distributor. 
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SERIES 300 LOUDSPEAKER CORNER ENCLOSURES 


—— For wide angle coverage 

Engineered by University, the Leader in Acoustics 
Styled by River Edge, Furniture Authority 

Meet the highest standards of interior styling and sound reproduction. 
Superior high fidelity reception achieved when used in combination 
with the University Model 6200, Diffusicone 12, or the Model 6201 
coaxial system. 

Here are encloeureis that treat the ear to the 
magnificence of well-engineered sound and 
blend smartly with any existing interior. 

1. The Moderne—Model tJtt-3l2—in a 
choice of Cherry Mahogany, Blond 
Mahogany or Limed Oak. 

2. The Traditional—Model UR-311—in 
Cherry or Cordovan Mahogany. 

3. The Provincial—Model UR-310— 
available in Maple or Fruitwood. 







Speaker Opening — 

for 12" speakers 

List Price: $107.50 
Blond and Oak 10% extra 

( 2 ) 

Full front radiation retains full clarity and brilliance. 

Internal horn arrangement provides high power handling ability 
and distortion control. 

Low frequency response boosted by incorporation of unique bass 
refiex device. 

Not simulated, but genuine wood finishes . . . fully cured stock 
hand-rubbed to a beautiful furniture glow. 


An Authoritative Manual on Speaker 

1 Application and Installation 

/ UNIVERSITY 28-PAGE TECHNILOG ^ 

fICMNIIlOG I Written by sound experts to simplify the work of installation and servicemen 

® || make their sound job easier. In the TECHNILOG you may find the answers 

T - J to such installation and service problems as — 



Request your copy from 
your distributor today! 


• Selecting the proper loudspeaker system. 
O Methods of connecting speakers to the 

amplifier. 

• Impedance matching. 

• Impedance matching transformers. 

• Effects of mismatch upon power transfer. 


• Controlling loudspeaker volume. 

• Overload protection of loudspeakers. 

• Phasing loudspeakers. 

C Reverberation. 

• Baffling a cone speaker. 


TECHNILOG is a valuable addition to any 
technical library and is available to you at no cost. 
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Non-Re$onant • Uniform Response * Sturdy • Stormproof 
Compact • Demountable 

The modified exponential taper developed in Atlas projectors has proved most 
efficient for overall performance. AH acoustical paths are clean and uniform. 
Reflex turns dre smooth and flowing. These important features eliminate tur¬ 
bulence, frequency cancellation and resultant signal distortion. Ruggedly con¬ 
structed of heavy castings, precision stampings, accurate die castings and 
uniform metal spinnings. All metal-to-metal surfaces insulated with non- 
vibratory material. BelTrim dampened and mechanically protected with formed 
rubber rim. All metals specially processed by chemical and electro-chemical 
means to impgrt complete weather-protection. Heavy "U" bracket mountings, 
securely fastened to main body casting of each model, do not fail even under 
extreme stress, strain or vibration. 13/8"-18 thread. For greatest efficiency and 
low frequency response, the larger size horns are recommended. The smaller 
horns are excellent where space and cost limitations pertain. 


ATLAS SUPER-POWER ALNICO-V-PLUS DRIVER UNITS 


All models include Atlas 
"Alnico-V-Plus" super-effi¬ 
cient magnetic cirpgit — 
magnetically shielded, her¬ 
metically sealed. One-piece 
unbreakable, high temper¬ 
ature and fatigue - proof 
phenolic diaphragm. Deluxe 
PD-5VT and PD-8VT include 
built-in "Uni-Match" trans¬ 
former for universal match¬ 
ing to constant impedance 
and constant voltage sys¬ 
tems. All transformer taps 
and direct voice coil con¬ 
nections are brought out to 
waterproof "terminal win¬ 
dow" on rear of phenolic 
unit housing. 1%" - 18 
thread. 


ATLAS RADIAL DRIVER UNIT PROJECTORS 


• Dual Rubber Rims • Uniform 360° Coverage • 100% Stormproof 

One of these projects often is more efficient for large and high .noise 
level areas than several ordinary projectors. Both models suited for 
general speech and music. Improved all-aluminum construction pro¬ 
vides smooth, uniform response. Completely stormproof, finished in 
durable neutral-gray enamel. Thread iy8''-18. Use of H-2U twaunit 
adapter doubles power output for single projector high power 
application. 



RC-8 

RC-6 

Air Column 

5 feet 

4 feet 

Bell Diameter 

29" 

25" 

Overall Ht. (incl. bracket) 

26" 

211 / 2 " 

Low Freq. Cutoff 

120 

150 

List (horn only) 

$53.50 

$43.00 


Non Resonan 


RC-6 

RC-8 




PD-5VH 


PD-4V 



Model 

Power 

Impedance 

Frequency 

List 

PD-4V 

25 watts 

16 ohms 

90-6000 

$27.50 

PD-5VH 

25 watts 

16 ohms 

80-9000 

35.50 

PD-5VT 

25 watts 

16 ohms* 

80-9000 

45.00 

PD-8VT 

30 watts 

16 ohms* 

80-10,000 

50.00 

PD-8VL** 

30 watts 

16 ohms 

80-10,000 

42.50 


PD-5VT 

PD-8VT 

PD-8VL 



*Actual voice coil impedance. "Uni- 
Match" transformer offers 165, 250, 
500, 1000, 2000 ohms and variable 
70-volt line connections. 

*Identical to Model PD-8VT, but 
supplied less transformer. 



Air 

Low 



List 

Model Column Frequency Lgth. 

Diam. 

Price 

DR-32 

21/2 ft. 

175 c.p.s. 

12 in. 

14 in, 

$26:00 

DR-42 

31/2 ft. 

135 c.p.s. 

15 in. 

21 in. 

31.00; 

DR-54 

41/2 ft. 

105 s.p.s. 

18 in. 

23 in. 

43.00 

DR-72 

6 ft. 

85 c.p.s. 

25 in. 

31 in. 

65.00 


Radio’s Master “18th Edition 

Page €-24 


TRADE DISCOUNT APPLIES TO LIST PRICES ONLY 


Copyright by U. C. P., Inc. 













SOUND CORP 


the complete line for every public address need! 


ATLAS NEW ALNICO-V-PLUS PAGING AND TALK-BACK SPEAKERS 



Model 

HU-12 

HU-15 V 

HU-24V 

TP-15V 

TP-24V 

Power* 

5 watts 

12 watts 

12 watts 

12 watts 

12 watts 

Impedance 

8 ohms# 

8 ohms t ’ 

8 ohms t 

8 ohms t 

8 ohms t 

Frequency 

375-9000 

c.p.s. 

300-7000 

c.p.s. 

200-7000 

c.p.s. 

250-7000 

c.p.s. 

190-7000 

c.p.s. 

Length 

71/2 in. 

11 in. 

141/2 in. 

151/2 in. 

22 in. 

Diameter 

6 V 4 in. 

8 I /2 in. 

10 in. 

8/2 in. 

10 in. 

Air Column 

131/2 in. 

16 1/2 in. 

24 in. 
ea. side 

191/2 in. 
ea. side 

27 in. 
ea. side 

List 

$25.00 

$32.50 

$35.75 

$47.50 

_$52.00 



HU-15V 


* Given power ratings are con¬ 

servative and ’ are for contin¬ 
uous input. Peak power rat¬ 
ings may , safely 'exceed this, 
amount by 25%. ‘ 

# Model HU-12 available in 45 
ohms. 

t Available in 16 ohms. 


These speakers include the newly developed, unbreakable, her¬ 
metically sealed driver units using the Alnico V-Plus magnetic 
circuit. As reproducers, and as microphones in talk-back circuits, 
they provide a maximum of efficiency. The new ball swivel 
mounting bracket permits quick and simple directional adjust¬ 
ment in every position, horizontal and vertical. All-aluminum 
construction, finished in high lustre gray enamel over electro- 
chemically treated surfaces. 

Model HU-12 —Subminiature speaker with high intelligibility at 
minimum input power. 


Model HU-15V —Medium-size speaker that withstands consider- 
able input power. Large diaphragm and magnetic assembly 
similar to those used in the larger Atlas reproducers. 

Model HU-24V— Oversize speaker with obvious ■ advantage of 
longer air column, so that it also reproduces music with excel¬ 
lent results. 


*-*w«v^* topeaxer laeai lor inaustnat cmtl 'talk-back 

producing two-speaker results from a single unit. 
Modlel TP-24V— Oversize dual speaker with longer air column for 
added efficiency, especially at the lower frequencies. 


SPEAKER SUPPORT STANDS 


SS-2 — Folding legs 
automatically level 
on uneven ground. 
Supports a cluster 
of speakers even 
under adverse wind 
conditions. Double 
clutch protection 
against accidental 
release. Tube as¬ 
sembly and legs are 
cadmium - plated 
steel; clutches and 
locks are machined 
iron castings. "Easy- 
off” top fitting per¬ 
mits attachment or 
removal of projector 
without tools. Ht. 
extension 5-10 ft. Wt. 
20 lbs. List $38.00 
HM-2 Horn Mounting 
Accessory — Permits 
3 speakers on SS-2 
Stand, and their 
orientation in any 
direction. No tools 
needed for setting 
up or dismantling. 

List Price $14.00 



MODEL SS-2 MODEL SS-2 

With HM-2 


TWO-WAY ENCLOSURE for 8v Cone Speaker 



TW-8 


Speaker's front and back wave are 
used for good coverage in long cor¬ 
ridors and central locations. Adjust¬ 
able wall or ceiling mounting 
brackets and speaker mounting 
screws supplied. Outside diam. 10”, 
“depth 5”. 

lilodel TW-S List Price $9.00 


NEW WEATHERPROOF LINE MATCHING TRANSFORMER 


Specifically designed for high efficiency 
and ease of installation,‘these new trans¬ 
formers enable the matching of the popu¬ 
lar Atlas "TP" and "HU" paging and 
talk-back speakers to either constant 
voltage (70-volt line) or . constant imped¬ 
ance systems. The transformer taps elimi¬ 
nate the need for complex computations. 
Protective housings are heavy steel. 
Double rubber grommets and gaskets pro¬ 
tect cable connections entering the hous¬ 
ing. Convenient, transformer bracket is 
easily integrated with speaker mounting 
bracket—no extra fastenings needed. Fre¬ 
quency response assures efficiency over 
entire range required, with' a minimum 
insertion loss. Power-handling capacity 
of both models is 12 watts. Finish is in 
durable gray enamel. 

T-11— Primary: 500, 1000, 1500, 2000 ohms. Secondary: 4 and 
o ohins* lii'St PfIcG' $8 50 

Secondary: 4 and 8 ohms, for match¬ 
ing 40-60 ohm intercom line to 8 ohm speaker. List Price $8.00 


: TWO UNIT TO ONE PROJECtOR 


When it is necessary to obtain 
the greatest possible power output 
from a single projector, the H-2U 
is recommended. It permits the 
use of 2 driver units with any type 
of projector. Cast aluminum con¬ 
struction. Threads 13/8”-18. 

List $11.00 


PIPE STANCHION FITTING 





PS-1 


"DR” reentrant or "RC” radial ”U” 
brackets adapted to 3/^” pipe fittings. 
This steel adapter has holes prop¬ 
erly located to match holes in '!U” 
bracket. All mounting bolts supplied. 
Female pipe thread. List $1,50 
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Back Cover Speaker Can 
and Plaster Ring 
Assembly 


Back Cover Speaker Can 
and Plaster Ring 
Assembly 


Sectional View of Completed Assembly 


Side View of Models as Mounted to Assembly 


Side View of Models as Mounted to Assembly 


FOR EXISTING CONSTRUCTION 


FOR NEW CONSTRUCTION ONLY 


AND REMODELING 


Model No. List Price 

CP6 ....$ 6,85 for use with Model AL6 and RS6 

CP8 . 8.50 for use with Model AL8 and RS8 

CP8TL... 9.50 for use with Model ATL and RGL 

CP1012 .11.50 for use with Model ALIO, AL12, and RS12 


FEATURES 

Reduces installation time. 

Furnished with s/j" knock-outs on all sides. 

All mounting hardware including speed nuts furnished. 
Prevents dust and mortar from damaging speaker cone. 

USES 

This steel back cover speaker can and plaster ring assembly 
is used for recessed speakers in new construction or re¬ 
modeling for complete protection of speaker. It provides a 
quick and time saving installation, since all mounting hard¬ 
ware to baffle is furnished. Evenly spaced 3 / 4 " knock-outs, 
so that speaker leads can be brought into assembly at 
any location, 

DIMENSIONS OF MODELS 


CP6 ... 7" I.D. X 4" deep x 12" O.D. 

CP 8 . 8 V 2 " I.D. X 41 / 4 " deep x I 23 / 4 " O.D. 

CP 8 TL .... .. 81 / 2 " I.D. X 41 / 4 " deep x 16" O.D. 

CP1012 _ 121 / 2 " I.D. X 7" deep x 173/8" O.D. 


Model No. List Price 

CP6X _____$ 6.00 for use with Model AL6 ai^H RS6 

CP8X . 7.50 for use with Model AL8, CE8L and RS8 

CP8TLX __ 8.00 for use with Model ATL and RGL 

CP1012X _ 10.00 for use with Model ALIO, AL12, RSIO 

and RS12 


FEATURES 

Self aligning screw clios and positive screw locking. 

Reduces installation time. 

Furnished with 3/4 in. knock-outs on all sides. 

All mounting hardware including speed nuts furnished. 
Prevents dust and mortar from damaging speaker cone. 

USES 

This steel back cover speaker can and plaster ring assem¬ 
bly is used for recessed speakers in new construction or 
remodeling for complete protection of speaker. It provides 
a Quick and c^st saving installation since all mounting 
hardware to baffle is furnished. Evenly spaced 3 / 4 " knock¬ 
outs, so that speaker leads can be brought into assembly 
at any location. 

DIMENSIONS OF MODELS 


CP6X - .... 7" in diameter x 4" deep 

CP 8 X __ 81 / 2 " in diameter x 41 / 4 " deep 

CP8TLX ..15" in diameter x 41 / 4 " deep 

CP1012X..I 6 V 2 " in diameter x 7" deep 


DESCRIPTION 


DESCRIPTION 


The steel back speaker ;cari is made of 22 gauge steel. 
Knock-outs of , 3 / 4 " diameter are evenly spaced for con- ^ 
venience in installation “work. A 22 gauge steel plaster ^ 
ring is spot welded to cOh, and has 90° spaced speaker 
baffle mounting holes. Plastic roughing compound applied • 
throughout inside of speaker can assembly to prevent ^ 
metallic resonance. Assembly has also sufficient mounting 
holes to wall or ceiling. • 


The steel back speaker can is made of 22 gauge steel. 
Knock-outs of 3 / 4 ", diameter are evenly spaced for con¬ 
venience in installation work. A 22 gauge steel plaster ring 
is spot welded to can, and has 90° spaced speaker baffle 
mounting holes. Plastic roughing compound applied 
throughout inside of speaker can assembly to prevent 
metallic resonance. Assembly has also sufficient mounting 
holes to wall or ceiling. 



STEEL PLASTER RINGS 


Model No. List Price Model No. 

PRB..$2.00 PR8 . 


List Price 
.$2.65 
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Model Nos. 

BL6-A 

BL8-A 

BL12-A 

PATENTED 
IN THE U.S.A, 
AND CANADA 


DIMENSIONS OF VARIOUS MODEL BAFFLES 

6'" models — 9%'' at top x 41/^/' deep. 

8'' models — at top x deep. 

12" models — 18%" at top x 8 " deep. 


Model No. 

Spkr. Size 
Type for Baffle 

Material 

Finish 

List 

Price 

BL6 - A 

Flush 

Mounting. 6" 

Aluminum 

Satin 

$13.00 

BL8 - A 

Flush 

Mounting. 8" 

Aluminum 

Satin 

22.00 

BL12-A 

Flush 

Mounting.12" 

Aluminum 

Satin 

27.00 


DESCRIPTION OF BAFFLE 

The flush mounting ceiling baffle is designed to 
mount flush to the ceiling quickly by inserting 4 
toggle bolts, completely sealing back of housing 
to the ceiling. This baffle is recommended for 
normal ceilings. Uniform sound reproduction at 
360° giving CONTROLLED SOUND evenly in 
all directions. Baffle is made of spun metal, of 
18 gauge aluminum. Heavy %" jute lines in¬ 
terior with louvres on sides for proper pressure 
relief. 

ARCHITECTS' SPECIFICATIONS 

This speaker baffle housing contains a half incf 
flange at top with 4 holes evenly placed f# 
proper mounting to the ceiling. The lower meta| 
cone is mounted to the housing by 4 one-quarte# 
inch formed metal rods having 4 hard rubber 
grommets preventing metallic resonance. The up¬ 
per part of the rods are threaded and moiint 
through speaker housing. All hardware fur¬ 
nished complete with each baffle. 




ter jbcrffl 



Model Nos. 
RS6-A 
RS8-A 
RS12-A 


FEATURES 

Concealmont of speakers. 
Easily installed. 

Finished to match sur¬ 
roundings. 


DESCRIPTION 

This speaker trim ring is made of spun metal, 
18 gauge aluminum. Flocked metal color grille 
cloth protects speaker cone — 4 round head 
screws mounts through housing for mounting 
speaker. Housing has a depth of V 2 " and a half 
inch flange for mounting housing to wall. 

Spkr. Size List 

Model No. Type for Baffle Material Finish Price 

RS6 - A Recessed Wall. 6" Aluminum Satin $5.00 

RS8 - A Recessed Wall. 8" Aluminum Satin 5.55 

RS12-A Recessed Wall.12" Aluminum Satin 7.60 




for low «oiiiiig 



Model Nos: AL6-A 


AL12-A 


DIMENSIONS OF VARIOUS MODEL BAFFLES 

The overall diameter at top of housing flange: 

6" model— 9%" in diameter, depth 
8" model — 11%'' in diameter, depth 
12" model — 16^" in diameter, depth 1" 


DESCRIPTION 

The false ceiling speaker housing is made of 
18 gauge aluminum. Housing is spun metal, 
having a depth of V 2 " and a half inch flange 
for mounting housing to ceiling. The lower metal 
cone is mounted to the housing by 4 one-quarter 
inch formed metal rods having 4 hard rubjier 
grommets preventing metallic resonance. The 
upper part of the rods are threaded and naoiint 
through speaker housing. All hardware fur¬ 
nished complete with each baffle. The sound 
coverage of this baffle is approximately 360°. 



Spkr. Size 



Type - for Baffle 

Material 

Finish 

Price 

False 

Ceiling... 

... 6" 

Aluminum 

Satin 

$^7.50 

False 

Cqiling... 

... 8" 

Aluminum 

Satin 

12.15 

False 

Ceiling... 

...12" 

Aluminum 

Satin 

15.30 


WRITE FOR FURTHER DETAILS ON VARIOUS COLORED LACQUERS AVAILABLE 

LOWELL MANUFACTURENG CO , ST. LOUIS 17, MO. U.S.A. 
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c SPEAKER SYSTEWia 

for theatre and hoi>« 


SOO-D O transformer 

«W£ST AMPUMR BU'tT-NO OUli'u 

Ann , n , • Full 20 °,®r‘‘r_. ,0 c.. 




“ “S.* i; 

distortion _„d ndiso ore ot “ *han con be obtoined 

nottcooW. at onco. «“"“^Ved with tor loss pHose sb.fttHo«^^^^^ 

±.A db 20-70.000 ‘ P * ' on the low eo«»- *J:^trn1or«mts tor the 500 

^Uhotransfcrmory «P«^^^^^ , 

rs±nfi« orf sLwn on odtoininO P-O- ; 


i«»t SI 84.00 


CHARACTERISTICS-ELECTRICA^^^^^^^ 

j' 70 wa«i. 

Vo”itVo^ ^^tARACTER.ST.CS-^^^^^^^^^^ 

dimensions-. 7S/4"w'd» by 15V4 „,d. 




modei 


:: . 


CABINETS AND RECOMMENDED SYSTEMS 


% 


■’•fZ 

t .-;■ 


MODEL 610 800 CYCLE TWO-WAY SYSTEM. Has 105LX 15" low frequency 
speaker, 108A high frequency driver, S14H 1x4 Horn, 800X-2 high pass filter 
mounted in a lowboy blonde or mahogany cabinet 20"deeDx 36"wide x29V2" 

high.. ...List Price 16 ohm $375.00, 500 ohm $388.00 

MODEL 615 800 CYCLE TWO-WAY SYSTEM. Model 103LX 15" low frequency 
speaker, 108A high frequency driver, S24H 2x4 horn, 800X crossover and high 
frequency attenuator. Mounted In a blonde or mahogany cabinet 19" deep x 

28V4"Wide X 36" high..List PriCe 16 ohm $422.00, 500 ohm $435.00 

MODEL 617 800 CYCLE TWO-WAY SYSTEM. Mode! 103LX 15" low frequency 
speaker, 108A high frequency driver, 824H 2x4 horn, 800X crossover and high 
frequency attenuator. Silver hammertohe or natural hardwood cabinet 20V4" 

deep X 26" wide x 36" high.List Price 16 ohm $375.00, 500 ohm $388.00 

MODEL 612 15" FULL RANGE SYSTEM. Contains 102FR Speaker 16 or 500 ohms, 
blonde or mahogany cabinet 17" deep x 24" wide x 34V2" high. 

List Price 16 ohm $238.00, 500 ohm $246.00 
MODEL 618 800 CYCLE TWO-WAY SYSTEM. Two 103LX 15" low frequency 
speakers, 108A high frequency driver, 824H 2x4 horn, 800X crossover network 
and high frequency attenuator. Silver harhmertone or natural hardwood cabinet 

241 / 2 " deep x 42V2" wide x 36" high.. . ,. .List Price 16 ohm $552.00 

i 500 ohm $573.00 

MODEL 620 12" FULL RANGE SYSTEM. Contains model 112FR speaker 8 to 16 
ohm. Blonde or Mahogany cabinet 14" deep x 21" wide x 29V 2 " high. 

List Price 16 ohm $146.00, 500 ohm $154.00 
MODEL e«« 12" FULL RANGE SYSTEM. Contains Model 112FR speaker. 8 to 16 
ohms. Blonde or Mahogany cabinet 18" deep x 271 / 2 " wide x 29V 2 " high. 

List Price 16 ohm $146.00 
500 ohm $154.00 

MODEL 626 TWO-WAY COAXIAL SYSTEM. 206AX 15" Coaxial speaker, 2 voice 
coils, 7V2 lb. Alnico V magnet. Blonde or Mahogany cabinet 21" deep x 3 2" 

wide X 32" high.List Price 16 ohm $326.00, 500 ohm $339.00 

OTHER COMBINATIONS ARE AVAILABLE 

CABINETS ONLY 

MODEL 610 cabinet only—List Price..$172.00 

MODEL 612 cabinet only-List Price,...$144.00 

MODEL 615 cabinet only-List Price........$175.00 

MODEL/617 sold only af pompiete unit. ...... 

MODEL 61B cabinet only—List Price ..... . v .$215.00 

MODEL 620 cabinet only-List Price... .$104.00 

MODEL 622 cabinet only — List Price ..... .1.... .$104.00 

MODEL 626 cabinet only-List Price....../..,..,.$160.00 



MOOil. 670 


WOOEI.677 
MODEI 626 
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iOg,THEArRE AN5 HOME ^ 


speakers 


#'1 


MODEt 20«.AX 
COAXIAL SPEAKER 




MODEI n2FR 

model loiFJL 


MOMI I05U 

model 102FQ 


**0DEI J03I.X 


B 


94.00 5102FR 102.00 

I101FRI 78.00 5101FR 86.00 

42.00 5112FR 50.00 

90.00 5103LX 98.00 

74.00 5105LX 82.00 

42.00 5120LX 50.00 






VOICE COIL 
DIAMETER 

TYPE 

SPEAKER 

MAGNET 

WEIGHT 

OVERALL 
DIMENSIONS 
DIA. 1 DEP 

2"LF 
IV 2 " HF 

COAXIAL 

7V2 lbs. 

151 / 4 " 

10" 

2" 

FULL 

RANGE 

4V4 lbs. 

151 / 4 " 

BVi 

2" 

FULL 

RANGE 

21/2 lbs. 

151 / 4 " 

71/2 

2" 

FULL 

RANGE 

11/2 lbs. 

12V^»" 

51/2 

2" 

LOW 

FREQUENCY 

41/4 lbs. 

151^" 

81/2 

T' 

LOW 

FREQUENCY 

21/2 lbs. 

151 / 4 " 

71/2 

2" 

LOW 

FREQUENCY 

11/2 lbs. 

121 / 4 " 

51/2 



MOD|r2}|" 


IBESi 


5218 
62.00 S108A 


FREQUENCY 
FREQUENCY »>'• 


16 Ohms only for use tda uiru 

44.00 with 5000 c.p.s. V' SlSf,p"Js5 14 oz. 6i/8"x3V4" 71 / 4 " 1 

_ high pass filter _ [FREQUENCY _ L_—_ 

*500 ohm matching transformer for use with Model 214.List Price $5.00 

800 CYCLE TWO WAY SYSTEM. ModeH05LX Low Frequency Speaker, i08A“ 
212.00 High Frequency Driver, 814>H Horn, 800X’2 High Pass Filter mounted on 
a flat board baffle. 


model 80OX 


MOOEI 825.HHORN 


CROSSOVER NETWORKS 

List Price 

MODEL 800X CROSSOVER 800 c.p.s. 16 ohm input and output.$40.00 

MODEL 5800X CROSSOVER 800 c.p.s. 500 ohm input and output.. 40.00 

MODEL 600X CROSSOVER 600 c.p.s. 16 ohm input and output. 60.00 

MODEL 5600X CROSSOVER 600 c.p.s. 500 ohm input and output. 60.00 

MODEL 400X CROSSOVER 400 c.p.s. 16 ohm input and output... 84.00 

MODEL 5400X CROSSOVER 400 c.p.s. 500 ohm input and output.. 84.00 

MODEL 800X-2 HIGH PASS FILTER NETWORK, 800 c.p.s. 16 ohm Input and output.... 28.00 
MODEL 5000X-2 HIGH PASS FILTER NETWORK, 5000 c.p.s. 16 ohm input and output... 16.00 

STANDARD HORNS 

MODEL 8t4H 1x4 HORN. 800 c.p.s, cutoff. Takes Model 108A high frequency driver. 

List Price $28.00 

MODEL 824H 2x4 HORN. 800 c.p.s. cutoff. Takes Model 108A high frequency driver. 

List Price, $49.00 

MODEL 825H 2x5 HORN. 800 c.p.s. cutoff. Takes Model 108A high frequency driver. 

List Price, $62.00 

MODEL 826H 2x6 HORN. 800 c.p.s. cutoff. Takes Model 108A high frequency driver. 

List Price, $68.00 

MODEL 625H 2x5 HORN. 600 c.p.s. cutoff. Takes Model P-35 high frequency driver. 

List Price $101.00 

MODEL 425H 2x5 HORN. 400 c.p.s. cutoff. Takes Model P-35 high frequency driver. 

List Price, $182.00 

MODEL 436H 3x6 HORN. 400 c.p.s. cutoff. Y throat to accommodate two Model P-35 high 
frequency drivers...Ust Price, $308.00 


STtPHr... ■ nil . 

cuLv„ cTv, corporation 


P.. Inc, 
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No FINER CHOICE THAN _ 


HIGH-FIDELITY 


btee. SPEAKERS 


DRIVERS . HORNS • CROSSOVERS 


New, modern concepts in 2, 3 and 4-way high fidelity 
speaker systems bring true Dynamic Realism within 
reach of all! Unique new ErV RAD AX principle of 
high-frequency propagation and dispersion . . . heav¬ 
ier “pound rated” magnets for more driving power 
and generous distortion damping factors . . . separate 
2, 3 and 4-way reproducing systems for the home • . . 
acoustically-correct Klipsch licensed* folded corner 
horn speaker enclosures with authentic furniture 
styling . . . these and other E-V exclusives create a 
totally new experience in the enjoyment of sound 
reproduction! 


SP8-B^SP12-B 


Discovery of the E-V RADA'X Principle pro¬ 
vides an economical and swper-efficient method 
of utilizing two disparate coaxially mounted 
cones to divide the audio spectrum . . . while 
both operate from only a single voice coil. 
Built-in mechanical crossover from the low- 

Model SP8-B. Radax Super-Eight. 8-inch coaxial 
speaker. 15-20 watts. Response 35-13,000 

cps. ±6 db. 8 ohms impedance. Crossover, 
6000 cps. 1 lb. Alnico V magnet. 8M" diam., 
1" baffle openings. 4^" depth behind mtg. 
panel. Shpg. wt. 83^ lbs. 

List Price.. $47.50 

Model SP12-B. Radax Twelve. 12-inch coaxial 
speaker. 15-20 watts. Response 30-13,000 

cps. ±6 db. 8 ohms impedance. Crossover. 

4500 cps. 1 lb. Alnico V magnet. 12 diam., 
ll'' baffle opening. depth behind mtg. 

panel. Shpg. wt. 9K lbs. 

List Price.. $49.50 

CROSSOVERS 


r 


All EV Crossovers use high Q air core coils. 
Insertion loss less than Yi db, phase rotation 
270® (135° in X-825-1) attenuation 12 db per 
octave in Y section, 6 db. per octave in 
M section crossovers. 


Model X-825-1 Crossover as used in EV 108 
system full M-Derived M section. 3 db loss 
point, 3500 cps. Impedances 16 ohms in and 
out. Size 5" X 7'’' x 2". Shipping weight 3 lbs. 

List Price... .$30.00 


Model X-8-1 Crossover. Full ^ section M- 
Derived. 3 db loss point, 800 cps. Impedances 
16 ohms in and out. Size 4%" x 8M" x 5 3^". 
Shipping weight 6 lbs. 


frequency cone to the high-frequency propa¬ 
gator {"'Whizzer") permits design of each cone 
for optimum response. This provides a true 
coaxial two-way speaker system that assures 
clean, sparkling wide-range reproduction. 

Frames are extra sturdy. Both speaker cones 
are moisture inhibited. 

Model SP12. Radax Super-Twelve. 12-inch 
coaxial speaker. 25 watts. Response 30-13,000 
cps. ±5 db. 16 ohms impedance. Crossover, 
4000 cps. 3 lb. Alnico V magnet. 12ti»" diam., 
11" baffle opening, TY" depth behind mtg. 
panel. Shpg. wt. 26 lbs. 

List Price . . $95.00 

Model SP15. Radax Super-Fifteen. 15-inch 
coaxial speaker. 30 watts. Response 30-13,000 
cps. ±5 db. 16 ohms impedance. Crossover, 
3000 cps. 5M lb. Alnico V magnet. 153^" 
diam., 13 3^" baffle opening, 9" depth behind 
mtg. panel. Shpg. wt. 44 lbs. 

List Price. . $130.00 

H.F. HORNS 


T-35 Sufoen, Sotcax 

VERY HIGH 
FREQUENCY DRIVER 

At least one more octave of Silky Highs. For 
any system up to 40 watts. Response: 3500 
cps. to beyond range of audibility. Polar pat¬ 
tern: 180° dispersion. Impedance 16 ohms. 
Cutoff of diffraction horn 1500 cps. RTMA 
Rating 56 db. Horn size 43^" long x 1 Y" wide. 
Pot size 2^4b" diam. 33^" deep overall. Easily 
installed in a few minutes to add thrilling new 
highs to your present system. Net weight 2 lbs. 

List Price . .$55.00 

AT-37 Level Control. 16 ohm L pad. For use 
with Model T-35. Adjusts output level to 
individual taste. 


LOW FREQUENCY DRIVERS 


Model X-6-1 Crossover. Full M-Derived Y 
section. 3 db loss point, 600 cps. Impedances 
16 ohms in and out. Non-metallic container 
measures x 934" x 6". Shipping wt. 7 lbs. 


Model X-4-T Crossover. Full 34 section M- 
Derived. 3 db loss point, 400 cps. Impedances 
16 ohms ip and out. Nonmetallic container size 
AY" X KP X 8". Shipping weight 1034 lbs. 

List Price.. .$75.00 


Model X-3635-1 4-Way Crossover. Full M- 

Derived half sections. 3 db loss points, 200, 
600, and 3500 cps. Impedances 16 ohms in 
and out. Non-metallic container size 4M" x 
10" X 8". Shipping weight 11 lbs. 


.$ 120.00 


Model X-36-1 Crossover. Recommended for 
use with T-35 driver. Full M-Derived 34 sec¬ 
tion. 3 db loss point, 3500 cps. Impedances 
16 ohms in and out. Metal case: 3l4" x 3 34" x 
4Vie". Shipping weight 134 lbs. 

List Price.. .$14.00 


H. F. DIFFRACTION HORN 






Model 12W-1. 12-inch L. F. 
Driver. Resonance 57 cps. 
3 lb. Alnico V. magnet. 15-20 
watts. 16 ohms impedance. 
1234" diam., 11" max. baffle 
opening. 7 34" depth behind 
mounting panel. Shipping wt. 
27 lbs. 

List Price .$95.00 

Model 12W-2. Same as 12W-1 
but with 8 ohms impedance. 
Model 12WK. Same as 12W-1 
but 3.2 ohms dc (for Klipsch 
“K” type baffles) 16 ohms 
nominal impedance. 

Model 12BW. 1. 12-inch L.F. 
Driver. As used in EV 108 
System. 1 lb. Alnico V mag¬ 
net. 15-20 watts. 16 ohms 
impedance. 12 34" diam., 11" 
baffle opening, 634" depth 
behind mtg. panel. Shipping 
wt. lOlbs. 

List Price .$49.50 

Model 15W-1. 15-inch L. F. 
Driver. Resonance 37 cps. 
5 34 lb. Alnico V magnet. 
20-30 watts. 16 ohms imped¬ 
ance. 15 34" diam., 1334" max¬ 
imum baffle opening, 9" depth 
behind mounting panel. Ship¬ 
ping wt. 45 lbs. 

List Price .... .$130.00 

Model 15W-2. Same as 15W-1 
but with 8 ohms impedance. 
Model 15WK. Same as 15W-1 
but 3.2 ohms dc, 32 cps. reso¬ 
nance (for Klipsch “K” type 
baffles). 16 ohms nominal 
impedance. 

Model 18W-1. 18-inch L.F. 
Driver. Resonance 27-30 cps. 
5 34 lb. Alnico V magnet. 
20-30 watts. 16 ohms imped¬ 
ance. 18 34" diam., 1634" max. 
baffle opening, 10" depth be¬ 
hind mtg. panel. Shipping 
wt. 45 lbs. 

List Price. ... .$150.00 

Model 18W-2. Same as 18W-1 
but with 8 ohms impedance. 
Model 18WK. Same as 18W-1 
but 3.2 ohms dc, 22-24 cps. 
resonance (for Klipsch “K” 
type baffles). 16 ohms nomi¬ 
nal impedance. 


Model 8-HD Diffraction Horn. New principle 
provides perfect dispersion of high frequencies 
through a 180° solid angle. Actual cutoff 600 
cps., crossover 800 cps., eliminating cutoff 
disturbances. Made of Fiberglas. For T-lO or 
T-25 driver. 334" h, 1434" w, 7 34" d. Mounting 
hardware kit AK-1 included. Shpg. wt. 2 lbs. 

List Price .$27.00 

Model 6-HD Diffraction Horn. For systems util¬ 
izing 600 cps. crossover. Horn designed with 
actual 400 cps. cutoff; prevents response 
disturbances associated lyith operation too 
near actual cutoff point. Diffraction principle 
effects 180° dispersion. 334" high, 1934" y^ide, 
12" deep. For T-10 and T-25 drivers. Shipping 
weight 3 lbs. Mounting hardware kit AK-2 
included. 

List Price . ....$35.00 



HIGH FREQUENCY DRIVERS 


Model SP8-BT. Super Tweeter. 15-20 
watts. Frequency range ±6 db to 
17,000 cps. 8 ohms impedance 1 lb. 
Alnico V magnet. 834" diam., 7" 
baffle opening, 5 34" depth behind 
mtg. panel. Shipping wt. 8 34 lbs. 

List Price .. .$47.50 

Model T-10. H.F. Driver. 20 watts. 
Response, ±5 db 400-13,000 cps. Im¬ 
pedance 16 ohms. 1 lb. Alnico V mag¬ 
net. 434" diam., 334" deep. Throat 
diam. 34". Shipping wt. 13 lbs. 

List Price .. $67.50 

Model T-25. H.F. Driver. 20-30 watts. 
Response ± 5 db. 400-13,000 cps. Im¬ 
pedance 16 ohms. 134 lb. Alnico V mag¬ 
net. 5" diam. 434" deep. Throat diam. 
34". Shipping wt. 17 lbs. 

List Price . ......$95.00 

*Klipsch licensed Pat. No. 2310243 
and No. 2373692. 
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WEATHER PROOF 


♦Patent Pending INDESTRUCTiBLE 



Public Address Loudspeaker System 

VOICE PENETRATION AND 
FULL RANGE MUSICASTING 

The CDP Compound Diffraction Projector* provides a loudspeaker system so advanced 
in concept—so efficient in performance—that there is no basis for comparison with conven¬ 
tional P.A. reentrant horns. The EV CDP works in the same manner as an optical slit. When 
the slit width is of a shorter dimension than the wave length of the sound it passes, the sound 
energy is highly dispersed in the direction of this short dimension. Polar response of the 
CDP is phenomenal. 

An increase in efficiency of three db over multi-cellular horns is achieved with better dis¬ 
persion. There is no pinpointing effect since there are no cells to beam the sound path. Elimina¬ 
tion of multiple throats at the driver mouth permits greater high-frequency efficiency as 
compared to multi-cellular horns. The direct path and optimum throat dimension of the CDP 
also gives these advantages over the reentrant horn. Greater transfer efficiency, smooth 
extended high-frequency response also result from this development. 

The EV Model 848 CDP provides peak-free response ±5 db to 10,000 cps—delivers 2J4 
octaves more musical range than usual P.A. units of even larger size. Speech articulation 
index is at least 20% superior. Polar distribution pattern exceeds 120". The EV Model 848 
utilizes two coaxially mounted horns working from opposite sides of a single diaphragm. Each 
horn is designed for optimum reproduction within its own range. Low" end response is aug¬ 
mented by lOO c.p.s. horn taper, which insures at least one-half octave added bass over that 
possible from larger conventional P.A. horns. 

The CDP bell and diaphragm are fabricated of molded Fiberglass. Other parts are die-cast 
zinc and steel treated against corrosion. The voice coil is edgewise wound copper ribbon on a 
duralumin form. Edgewise winding puts 30% more conductor in the gap, raising the efficiency 
20%. In EV tests the CDP driver has been subjected to months of continuous operation 
under 30 watts of power at 60 cycles AC without failure for any reason whatsoever. Should 
it become necessary, the diaphragm is easily replaced in a moment. Silver contacts eliminate 
the need for soldering operations. 

The EV CDP, with its higher sensitivity and power handling on a basis of distributed signal, 
provides superior coverage of the listening area with fewer units and at far lower cost. The 
EV CDP unit is weather-proof, splash and blast proof, and virtually indestructible. It repre¬ 
sents something so entirely new in Public Address efficiency and fidelity that it is indeed hard 
to believe such reproduction is possible. 



CDP utilizes two coaxially mounted 
Uses the new acoustic application of diffraction horns working from both 

optical slit diffraction for perfected sides of a single diaphragm. Each horn 

smooth sound dispersion virtually is designed for optimum air loading 

independent of frequency. and reproduction within its own range. 


ELECTRO-VOICE MODEL 848 COMPOUND 
DIFFRACTION PROJECTOR* 

Conservatively rated at 25 watts. Nominal impedance is 16 ohms. The attractive 



neutral gray color is molded right into the bell material, which is impervious to 
acids, alkalies and most solvents. Hang up bracket has two mounting positions. 
Projector may be installed horizontally, or vertically for augmented dispersion. 
Dimensions at mouth: 10H" wide, 20 H'' high. Overall depth 20'^. Shipping 
weight 17 lbs. 

List Price .$59.00 

ACCESSORIES 

25 Watt Line Matching Transformer Bass and Thermal Overload Protector 

Model 876. In protective case for Model 878. Prevents distortion arid 

mounting on rear of Model 848 Sys- excessive diaphragm excursion due to 

tern. Primary taps for 25, 10, 5, and frequencies below Model 848 Horn 

2.5 watts with 70-volt line. Impedance cutoff. Automatically reduces power 

taps of 45, 200, 500, 1000 and 2000 to driver when 25 watt limit is ex¬ 
ohms. Transformer bypasses frequen- ceeded. Mounted in case similar to 

cies below Model 848 Horn cutoff. Model 876 Transformer. Shipping 

Case extends behind Projector weight, 4 lbs. 

when mounted. SH" maximum diame- List Price. $12.50 

ter. Shipping weight, 4 lbs. 

List Price.$15.00 


Line Matching Transformer Model 877. 

Same as Model 876, but with added 
full-range thermal bimetallic relay for 
maximum protection against overload. 
Size: same as Model 876. Shipping 
weight, 4 lbs. 

List Price..$17.50 


Joining Kit Model 879. Required for 
fastening multiple projectors together 


in any array; use one joining kit Model 
879, for each additional horn. Shipping 
weight, 1 lb, 

List Price ...$1.75 
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HI-FI FOLDED CORNER HORN 


NO FINER CHOICE THAN 


ENCLOSURES 


AND SPEAKER SYSTEMS 




THE REGENCY 


THE PATRICIAN 


THE BARONET 


THE ARISTOCRAT 


KLIPSCH-LICENSED FOLDED-HORN CORNER ENCLOSURES the patrician 4.way system 


New Concepts in Compact Corner Cabinets Provide Extended Bass Range 
with Remarkable Purity and Efficiency! 

Utilizing the Klipsch principle, E-V design extends the lows, enhances the highs. Employs the walls of 
the room as an extension of the exponential horn air load—assures at least one full octave of added 
bass range with unprecedented efficiency—no boominess. Provides direct front radiation of higher 
frequencies. Gives smoother, cleaner over-all musical balance. Increases power handling capacity of 
any speaker. Authentically styled in fine veneers with lustrous hand-rubbed finish. Fits beautifully 
in any room. 


The BARONET. Designed for EV or other S'' speaker. Response down 
to 35 cps. Conservative modern design with graceful sloping front. 
Hand rubbed hardwood veneers. Easily portable—can be used any¬ 
where. Dimensions: 22H'' high, 143^" wide and 13H" deep. Shipping 


weight 24 lbs. 

Mahogany cabinet only—List Price...$65.00 

Blonde cabinet only—List Price. ...$69.00 


The ARISTOCRAT. Designed for EV or any full range 12" speaker or 
EV separate 2 or 3 way systems, without modificgiiions. Unusually 
smooth reproduction down to 35 cps. Selected mahogany veneers. Grill 
in brushed brass finish. Size: 29^" high, 19" wide and deep. 


Shipping weight 45 lbs. 

Mahogany cabinet only—List Price.....$110.00 

Blonde cabinet only—List Price. ..$120.00 


The REGENCY. For EV or other IS" coaxial speaker, or EV 2 or 3 way 
systems, without modifications. Has integrally “built-in corner”. Can 
be used in corner or against flat wall. Laboratory response flat it 5 db. 
down to 30 cps. Selected mahogany veneers. Grill in brushed brass 
finish. Size: 28^" high, 33 wide and 19" deep. Shipping weight 77 lbs. 


Mahogany cabinet only—List Price.....$200.00 

Blonde cabinet only—List Price. ...$215.00 



THE PEERAGE 


Complete 4-way speaker system in custom-crafted 
corner cabinet for very finest in reproduction. 
Divides audio spectrum between four drivers, each 
specifically designed for distortion-free fidelity. 
Includes EV 18WK 18" L.F. driver, EV 12W-1 
12" L.F. driver. EV T-25 H.F. driver with 6HD 
horn, EV T-35 Super Tweeter, AT-37 H.F. Level 
Control and EV X-2635-1 4-way crossover. Cross¬ 
over frequencies 200, 600 and 3500 cps. Entire 
system wired and installed in elegant cabinet of 
selected woods and beautiful inlays. Heirloom 
finish in exquisite hand-rubbed mahogany. Cabinet 
is 60" high, 41" wide, 30" deep. Shpg. wt. 400 lbs. 

Mahogany or Blonde—List Price.$1212.50 


THE PEERAGE 

EQUIPMENT CONSOLE. A beautiful and practical 
console designed to house any combination of the 
popularly known tuners, amplifiers and record 
changers. Simple, graceful styling harmonizes with 
EV speaker enclosures and lends itself to any 
contemporary setting. Supplied with accurate list 
of all tuner, amplifier and changer combinations 
which can be installed. Cabinet size: 295^" high, 
20 wide and ISM" deep. Shipping weight 50 lbs. 


Mahogany cabinet only—List Price.., ....$160.00 
Blonde cabinet only—List Price..., .$170.00 



COMPLETE AUDIO REPRODUCER SYSTEMS 

Including Enclosure and Separate Multi-Way Speaker Systems 


WITH 12" L.F. DRIVER 

ARISTOCRAT I. Includes EV Model 108 2-way 
Speaker System. Completely wired and in¬ 
stalled in Aristocrat folded-horn corner 
cabinet enclosure. Cabinet size: 29high, 
19" wide, 16 deep. Shipping wt. 59 lbs. 

Complete in Mahogany. List Price.... $299.00 
Complete in Blonde. List Price... ....$309.00 

ARISTOCRAT II. Includes EV Model 111 
DeLuxe 800 cps. Separate 2-way speaker 
system. Completely wired and installed in 
Aristocrat folded-horn corner cabinet en¬ 
closure. Size: 29 high, l9" wide, 16H" deep. 
Shipping wt. 79 lbs. 

Complete in Mahogany. List Price.... $392.00 
Complete in Blonde. List Price.. < ,.... $402.00 


ARISTOCRAT III. Identical to Aristocrat II 
except with addition of T-3S, AT-37 and X-36. 
Shipping wt. 81 lbs. 

Complete in Mahogany^ List Price.... $467.00 
Complete in Blonde. List Price.$477.00 

Model 108. 800 cps. Crossover. Separate 2-way 
system. Consists of 12BW-1 L.F. driver, 
T-10 H.F. driver with 8-HD horn, X-825-1 
crossover, AK-1 mounting kit and baffle 
board. Can be used in custom installations. 
Size 27" high, 18" wide, 12^" deep overall. 
Shipping wt. 39 lbs. 

Model 108 less cabinet. List Price.... $184.00 


Model 111. 800 cps. crossover. DeLuxe sep¬ 
arate 2-way system. Consists of 12W-1 L.F. 
driver, T-25 H.F. driver with 8-HD horn, 
X-8-1 crossover, AK-1 mounting kit and 
baffle board. Can be used in custom installa¬ 
tions. Overall size 27" high, 18" wide, 13^" 
deep. Shipping wt. 64 lbs. 

Model 111 less cabinet. List Price.... $277.00 
Model 111-A. Identical to 111 except with 
addition of T-35, AT-37 and X-36. Shipping 
wt. 68 lbs. 

Model 111-A less cabinet. List Price. . $352.00 
WITH 15" L. F. DRIVER 
REGENCY II. Includes Model 114-A separate 
2-way system. Completely wired and installed 
in Regency enclosure. Shipping wt. 126 lbs. 


Complete in Mahogany. List Price.. ...$517.00 
Complete in Blonde. List Price... ....$532.00 

REGENCY 111; Includes EV 114-B 3-way system 
completely wired and installed in Regency 
enclosure. Shipping wt. 130 lbs. 

Complete in Mahogany. List Price.... $592.00 
Complete in Blonde. List Price... _$607.00 


Model 114-A. 800 cps. crossover. Separate 
2-way system. Consists of 15W-1 L.F. driver, 
T-25 H.F. driver with 8HD horn and X8-1 
crossover, AK-1 mounting kit and baffle board. 
Size: 26" high, 32 wide, 13deep. Shipping 
wt. 86 lbs. 

Model 114-A less cabinet. List Price. .$312.00 

Model 114-B. Identical to 114-A except with 
addition of T-35, AT-37 and X-36. Shipping 
wt. 90 lbs. 

Model 114-B less cabinet. List Price. $387.00 

^ ™ ________ ^ _ _ 
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GENERAL PURPOSE EXTENDED RANGE 
SINGLE SPEAKER SPECIFICATIONS 


Power Input . 

Impedance (Nominal) 

Outside Diameter . 

Depth . 

Field . 

V. C. Diameter . 

Shipping Weight . 

List Price . 


D-130 - 15" 

25 Watts 
16 Ohms 
15 :^" 
5%" 

Perm. Mag. 
4" 

23 pounds 

$110.00 


D-131 - 12" 

20 Watts 
16 Ohms 
121 / 8 " 

5" 

Perm. Mag. 
4" 

22 pounds 

$105.00 


D-20S - S" 

12 Watts 
8 Ohms 


2%" 

Perm. Mag 
2 " 


6 pounds 

$38.00 


Jim Lansing general purpose speakers have large Alnico V Permanent 
Magnets, edge-wound ribbon voice coils, aluminum high frequency 
center diaphragm vented to the rear to eliminate nonlinear compression 
effects, heavy, rigid aluminum frames, and 4" diameter voice coils. 



SPEAKER SYSTEM 
COMPONENTS 


Low frequency 
unit — 15" 


130A us(;d with DO01 system — Voice coil 
impedance 16 ohms. 

130B used with DO50 system — Voice coil 
impedance 32 ohms. 

Power input .25 watts 

Voice coil diameter .4" 

Outside diameter .15:^" 

Depth .5%" 

Shipping weight .23 pounds 


List Price $112.50 



Complete 
high frequency 
driver, horn 
and lens 
assembly 
175 DLH 


COMPLETE TWO-WAY SYSTEM KITS 


Power input .25 watts above 1200 c.p.s. 


The DOOl and D050 speaker systems can be purchased as a kit for in¬ 
stallation in your own cabinet or for built-in installations. 



DOOl—2 unit, 2-way sytem for use in 
#32, 33, 34, 35 Jim Lansing Enclosures. 

1-130A .15" low frequency unit 

1-175 DLH .high frequency driver 

and horn-lens assembly 

1 -N1200 .dividing network 

Shipping weight .42 pounds 

List Price $357.50 



D050—3 unit, 2-way system for use in 
#31, 32, 33, 35 Jim Lansing Enclosures. 


2-130B...15" low frequency units 

1-175 DLH .high frequency driver 

and horn-lens assembly 

1-N1200 .dividing network 

Shipping weight .65 pounds 

List Price $470.00 


Nominal impedance . 

Field . 

Distribution . 

Index of refraction .. 

Horn throat . 

Mounting hole diameter 

Overall length. 

Shipping weight . 


.16 ohms 

..permanent magnet 

.90° solid angle 

.1.3 

.1" diameter 

. 5 3 / 8 " 

.111/2" 

.12 pounds 

List Price $190.00 



Dividing 

network 


N1200 used with both DOOl and D050 systems. 
3 position, high frequency attenuation switch: 
flat (-6DB), medium (-3DB), maximum 
(ODB). 


Input impedance .16 ohms 

Output impedance ......16 ohms 

Cross over .1200 c.p.s. 

Attenuation .12 DB per octave 

Shipping weight .7 pounds 

List Price $55.00 


ENCLOSURES All Jim Lansing enclosures are furnished separately, or with systems factory installed. 
Enclosures to be used with Jim Lansing General Purpose Speakers must be ordered separately and will 
be shipped separately. All enclosures are available in Magohany, Prima Vera Blond or Utility Gray finishes. 
Prices listed below are for mahogany only. Weights listed are for enclosures only. 



31 Front Exponential 
Horn Enclosure 

For use with the 050 
system only. 


Height .49" 

Depth .28" 

Front Width . 371 / 2 " 


Shipping Wt.157 lbs. 

Mahogany, enclosure only 

List Price $400.00 



33 Corner Reflex 
Enclosure 


For use with the 050 
and 001 systems, or the 
D130 and D131 Gen¬ 
eral Purpose Speakers. 

Height .49' 

Depth .17" 

Front Width .35" 

Shipping Wt.96 lbs. 

Mahogany, enclosure only 

List Price $180.00 



34 Folded Rear 
Exponential Horn 
Enclosure for flat 
wall or corner 

For use with the 001 
system or the D130 or 
D131 General Purpose 


Speakers. 

Height .39 %" 

Depth .;. 221 / 2 " 

Front Width .23 3^" 


Shipping Wt.Ill lbs. 

Mahogany, enclosure only 

List Price $195.00 



35 Console Reflex 
Enclosure 


For use with the 050 
or 001 systems, or the 
D130 or D131 Gen¬ 
eral Purpose Speakers. 


Height .3 8 1 / 2 " 

Depth .16" 

Front Width .23 %" 

Shipping Wt.85 lbs. 


Mahogany, ^enclosure only 

List Price $150.00 



36 General Purpose 
Rebex Enclosure 


For use with the D208, 
D130 or D131 Gen¬ 
eral Purpose Speakers. 

Height . 291 / 2 " 

Height 

without legs ......28 %" 

Depth .15 % " 

Front Width .19 3^" 

Shipping Wt.48 lbs. 

Mahogany, enclosure only 
List Price $70.50 
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C. C. GALBRAITH & SON 

ELECTRIC CORP. 


Galbraith Reproducers and Amplifiers, while designed primarily for installation aboard 
ship, are especially suitable for use on docks, in shipyards, and other locations where 
exposed to extremes of varying temperatures and difficult moisture conditions. 

15'^ HIGH POWERED MARINE REPRODUCER E-27, 544 Alt.-I 

Approved by the U.S. Coast Guard 
(161,004) for installation on inspected 
merchant vessels when used with ap¬ 
proved loudspeaker system. It is a 
double re-entrant type of horn approxi¬ 
mately 15" in diameter x 11" in depth, 
consisting of bronze castings and brass 
spinnings. The high powered “Alnico 
V Plus” Driver unit is located within 
the base casting, held in position by 
the one piece, cast bronze. Junction 
Box with sealing flange. The Junction 
Box is drilled and tapped for I.P.S. 
stuffing gland. Hermetic sealed feed¬ 
through terminals prevent any entrance 
of moisture to the driver unit compartment. Spring type terminals on driver unit and in Junction Box permit 
easy connection. 

The Adjustable Mounting Bracket, No. E-27, 546, allows easy adjustment for directing speaker to cover the 
proper area, and permits quick replacement of the Driver Unit when necessary. 

List Price. $210.00 




GALBRAITH ELECTRIC ANNOUNCES THE DEVELOPMENT OF A NEW COAST GUARD 
APPROVED 10" MEDIUM POWER MARINE TYPE REPRODUCER 



Approved by the U.S. Coast 
Guard (JJ/161,()04) for installa¬ 
tion on inspected merchant ves¬ 
sels when used with approved 
loudspeaker systems. This marine 
reproducer is a double re-entrant 
type of horn approximately 10" 
in diameter and fe" in depth. It is 
constructed of special salt water 
corrosion-resistant aluminum al¬ 
loy castings and spinnings. All 
surfaces are alodine treated fol¬ 
lowed by zinc chromate primer 
and finished with a durable baked 
gray enamel. The high powered 



‘Alnico V Plus” driver unit is located within a one-piece casting consisting of base plate and junction box 


and is held in position by the dome-shaped casting forming the horn proper. A neoprene gasket clamped 
between these two castings provides the seal necessary to exclude all moisture. This permits the speaker to 
be used in any location even on the exposed weather decks. The junction box is drilled and tapped for 
I.P.S. stuffing gland. Hermetic sealed feed-through leads prevent any entrance of moisture to the driver unit 
voice coil chamber. Spring type terminals on driver unit and in junction box permit easy connection. 


This speaker is suitable for direct bulkhead mounting as its simple design permits quick replacement of the 
driver unit without removing the speaker from the bulkhead or disconnecting the ship's wiring. 


List Price 


$75.00 
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THE SPEAKER THAT SPEAKS FOR ITSELF 


RADIO PRODUCTS CO., INC 

HUNTINGTON, INDIANA 


A WHOLLY OWNED SUBSIDIARY OF NEWPORT STEEL CORPORATION 


STANDARD PERMANENT MAGNET GROUP 


Group 

Size 

Model 

Number 

Voice Coil 
Impedance 
Ohms 

Voice Coil 
Diameter 
Inches 

Optimum 

Audio 

Watts 

Alnico V 
Weight 
Ounces 

Shipping 

Weight 

Pounds 

Stand¬ 

ard 

Pack 

List 

Price 

3" 

SP3A 

3-4 

V16 

2-4 

.68 

% 

12 

$3.95 

3" 

SP3B 

3-4 

V16 

2-4 

1.00 

% 

12 

4.10 

3" 

SP3C 

3-4 

V16 

2-4 

1.47 

3/4 

12 

4.45 

4" 

SP4A 

3-4 

V16 

2-4 

.68 

^4 

12 

3.95 

4" 

SP4B 

3-4 

V16 

2-4 

1.00 

y4 

12 

4.35 

4" 

SP4C 

3-4 

V16 

2-4 

1.47 

1 

12 


5" 

SP5A 

3-4 

Vie 

2-4 

.68 

3 /i 

12 

4.10 

5" 

SP5B 

3-4 

Vie 

2-4 

1.00 

U 

12 

4.45 

5" 

SP5C 

3-4 

Vie 

2-4 

1.47 

1 

12 

4.90 

6" 

SP6B 

3-4 

Vie 

2-4 

1.00 

1 Vz 

8 


6" 

SP6C 

3-4 

Vie 

2-4 

1.47 

1 Vz 

8 

5.30 

6" 

SP6D 

3-4 

3/4 

4-9 

1.47 

1 Vz 

8 


6" 

SP6E 

3-4 

3/4 

4-9 

2.15 

1 Vz 

8 

5.90 

6" 

SP6F 

3-4 

3/4 

4-9 

3.16 

1 Vz 

8 

6.65 

7 1/2" 

SP8D 

3-4 

% 1 

4-9 

1.47 

1 % 

6 

6.95 

7 Vz" 

SP8E 

3-4 

3/4 

4-9 

2.15 

1 3^ 

6 

i 7.25 

7 Vz" 

SP8F 

3-4 

3/4 

4-9 

3.16 

2 

6 

8.55 

7 V2'' 

SP8G 

3-4 

1 

6-12 

3.16 

2 Vz 

6 


7 Vz" 

SP8H 

3-4 

1 

6-12 

4.64 

2 Vz 

6 

9.25 

7 1/2" 

SP8J 

3-4 

1 

6-12 

6.80 

2 V4 

6 

9.55 

8" 

SP8K 

8 

1 V4 

12-20 

6.80 

3 1/4 

6 

9.75 

8" 

SP8L 

8 

1 V4 

12-20 

10.00 

4 

6 

10.00 

10" 

SPIOD 

3-4 

3/4 

4-9 

1.47 

3 3^ 

1 

9.45 

10" 

SPlOF 

3-4 

3/4 

4-9 

3.16 

3 34 

1 


10" 

SPIOG 

3-4 

1 

6-12 

3.16 

4 

1 

^BTSk: 3 

10" 

SPlOH 

3-4 

1 

6-12 

4.64 

4 

1 


10" 

SPIOJ 

3-4 

1 

6-12 

6.80 

4 1/4 

1 

13.35 

10" 

SPIOL 

8 

1 V4 

12-20 

10.00 

5 *4 

1 

14.50 

12" 

SP12G 

3-4 

1 

6-12 

3.16 

4 34 

1 

11.25 

12" 

SP12H 

3-4 

1 

6-12 

4.64 

4 3/4 

1 

12.75 

12" 

SP12J 

3-4 

1 

6-12 

6.80 

4 3/4 

1 

14.55 

12" 

SP12K 

8 

1 ^4 

12-20 

6.80 

5 Vz 

1 


12" 

SP12L 

8 

1 V4 

12-20 

10.00 

6 

1 



All speakers 3 ", 5 ", and 6 " have universal mounting' brackets featuring Utah’s exclusive 

angle mounting. 


OVAL PERMANENT MAGNET GROUP 


Group 
^ Size 

Model 

Number 

Voice Coil 
Impedance 
Ohms 

Voice Coil 
Diameter 
Inches 

Optimum 

Audio 

Watts 

Alnico V 
Weight 
Ounces 

Shipping 

Weight 

Pounds 

Stand¬ 

ard 

Pack 

List 

Price 

U] 4" X 6" 

SP46B 

3-4 

Vie 

2-4 

1.00 

1 V4 

8 

$4.70 

^ 4" X 6" 

SP46C 

3-4 

Vie 

2-4 

1.47 

1 V4 

8 

5.20 

y 5" X 7" 

SP57C 

3-4 

Vie 

2-4 

1.47 

1 V4 

6 

5.75 

5) 5" X 7" 

SP57E 

3-4 

3/4 

4-9 

2.15 

1 1/2 

6 

6.50 

g 5» X 7” 

SP57F 

3-4 

% 

4-9 

3.16 

1 Vz 

6 

6.95 

^ 6" X 9" 

SP69D 

3-4 

3/4 

4-9 

1.47 

1 3/4 

6 

7.40 

6" X 9" 

SP69E 

3-4 

■ 3/4 

4-9 

2.15 

1 % 

6 

8.15 

6" X 9" 

SP69F 

3-4 

% 

4-9 

3.16 

2 

6 

9.00 

6" X 9" 

SP69K 

3-4 

1 

6-12 

4.64 


6 

9.95 


OVAL ELECTRO-MAGNETIC GROUP 


Group 

Size 

Model 

Number 

Voice Coil 
Impedance 
Ohms 

Voice Coil 
Diameter 
Inches 

Optimum 

Audio 

Watts 

1 

Field 

Resistance 

Ohms 

Shipping , 
Weight , 
Pounds 

1 

Stand¬ 

ard 

Pack 

List 

Price 

W 4" X 6" 

SE4645 

3-4 

Vie 

2-4 

450 

1 Vz 

8 

$5.25 

« 4" X 6" 

SE4610 

3-4 

Vie - 

’ 2-4 

1000 

1 Vz 

8 


8 4" X 6" ; 

SE4618 

3-4 

Vie 

2-4 

1800 

1 Vz 

8 

5.35 

^ 4 " X B" 

SE4625 

3-4 

Vie 

2-4 

2500 

1 Vz 

8 


u 

ft; 5" X 7" 

SE5745 

3-4 

V4 

4-9 

450 

2 

6 


CO 5// 7// 

SE5710 

3-4 

% 

4-9 

1000 

2 

6 

6.00 

5" X 7" 

SE5718 

3-4 

V4 

4-9 

1800 

2 

6 

6.00 

u 5" X 7" 

SE5725 

3-4 

V4 

4-9 

2500 

2 

6 

6.10 

6" X 9" 

SE6945 

3-4 

3/4 

4-9 

450 

2 

6 

7.35 

6" X 9" 

SE6910 

3-4 

V4 

4-9 

1000 

2 

6 

7.40 

6" X 9" 

SE6918 

3-4 

3/4 

4-9 

1800 

2 

6 


6" X 9" 

SE6925 

3-4 

3/4 

4-9 

2500 

2 

6 

1 7.50 



SP4A 



SP8D 



SP69D 



SE4645 
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RADIO PRODUCTS CO., INC 

HUNTINSTON, INDIANA 


A WHOLLY OWNED SUBSIDIARY OF NEWPORT STEEL CORPORATION 


THE SPEAKER THAT SPEAKS FOR ITSELF 


STANDARD ELECTRO-MAGNETIC GROUP 


Group 

Size 

Model 

Number 

Voice Coil 
Impedance 
Ohms 

Voice Coil 
Diameter 
Inches 

Optimum 

Audio 

Watts 

Field 

Strength 

Ohms 

Shipping 

Weight 

Pounds 

i 

Stand¬ 

ard 

Pack 

List 

Price 

3" 

SE345 

3-4 

Vl6 

2-4 

450 j 

1 

12 

$4.30 

3" 

SE310 

3-4 

Vl6 

2-4 

1000 

1 

12 

4.35 

3" 

SE318 

3-4 

Vl6 

2-4 

1800 

1 

12 

4.35 

3" 

SE325 

3-4 

Vl6 

2-4 1 

2500 

1 

12 

4.40 

4" 

SE445 

3-4 

Vl6 

2-4 

450 

1 

12 

4.35 

4" 

SE410 

3-4 

Vl6 

2-4 

1000 

1 

12 

4.35 

4" 

SE418 

3-4 

Vl6 

2-4 

1800 « 

1 

12 

4.40 

4" 

SE425 

3-4 

Vl6 

2-4 

2500 

1 

12 

4.45 

S" 

SE545 

3-4 

Vl6 

2-4 

450 

1 1/4 

12 

4.50 

S" 

SE510 

3-4 

Vl6 

2-4 

1000 

1 1/4 

12 

4.55 

5" 

SE518 

3-4 

Vl6 

2-4 

1800 

1 1/4 

12 

4.55 

5" 

SE525 

3-4 

Vl6 

2-4 

2500 

11/4 

12 

4.60 

6 " 

SE645 

3-4 

3/4 

4-9 

450 

2 

8 

5.40 

6 " 

SE610 

3-4 

3/4 

4-9 

1000 

2 

8 

5.45 

6 " 

SE618 

3-4 

3/4 

4-9 

1800$ 

2 

8 

5.50 

6 " 

SE625 

3-4 

3/4 

4-9 

2500 

2 

8 

5.50 

7 Vz" 

SE810 

3-4 

3/4 

4-9 

1000 

2 1/4 

6 

6.65 

7 V2^ 

SE818 

3-4 

3/4 

4-9 

1800$ 

2 

6 

6.70 

7 Vz" 

SE825 

3-4 

3/4 

4-9 

2500 

2 1/4 

6 

6.75 

10" 

SElOlO 

3-4 

1 

6-12 

1000 

4 1/2 

1 

10.40 

10" 

SE1015 

3-4 

1 

6-12 

1500 

4 1/2 

1 

10.45 

10" 

SE1025 

3-4 

1 

6-12 

2500 

4 1/2 

1 

10.45 

12" 

SE1210 

3-4 

1 

6-12 

1000 

6 

1 

12.75 

12" 

SE1215 

3-4 

1 

6-12 

1500 

6 

1 

I 2 . 8 O 

12" 

SE1225 

3-4 

1 

6-12 

2500 

6 

1 

12.80 

15" 

SE1510 

8 

1 V2 

20-30 

1000 

15 3/4 

1 

22.50 

15" 

I SE1515 

8 

1 1/2 

20-30 

1500 

15 3/4 

1 

23.00 

15" 

i SE1525 

8 

1 1/2 

20-30 

2500 

15 3/4 

1 

24.50 


Note: ^ tapped at 300 ohms. 

3", A", and 6^'^ speakers equipped with Utah’s exclusive universal mounting bracket which 
features angle mounting. 


TELEVISION ELECTRO-MAGNETIC GROUP 


Group 

Size 

Model 

Nninber 

Voice Coil 
Impedance 
Ohms 

Voice Coil 
Diameter 
Inches 

Optimum 

Audio 

Watts 

Field 

Resistance 1 
Ohms 

Shipping 

Weight 

Pounds 

stand¬ 

ard 

Pack 

List 

Price 

5" 

SE5T6 

3-4 

V 16 

2-4 

62 

1 V 4 

12 

$4.50 

5" 

SE5T10 

3-4 

V 16 

2-4 

100 

iy4 

12 

4.60 

6" 

SE6T6 

3-4 

3/4 

5-7 

62 

2 

8 

5.25 

6" 

SE6T10 

3-4 

3/4 

5-7 

100 

2 

8 

5.30 

10" 

SE10T6 

3-4 

3/4 

4-9 

62 

2 3/4 

1 

10.30 

10" 

SEIOTIO 

3-4 

3/4 

4-9 

100 

2 3/4 

1 

10.35 

4" X 6" 

SE46T6 

3-4 

V 16 

2-4 

62 

1 V 4 

8 

5.30 

4" X 6" 

SE46T10 

3-4 

V 16 

2-4 

100 

1 y4 

8 

5.40 

6" X 9" 

SE69T6 

3-4 

3/4 

4-9 

62 

2 Vz 

6 

7.30 

6" X 9" 

SE69T10 

3-4 

3/4 

4-9 

100 

21/2 

6 

7.35 


For a complete listing of permanent magnet speakers, see Standard Group in this advertise¬ 
ment, which are also applicable for television. 5" and 6" models are equipped with Utah’s 
exclusive universal mounting bracket which features angle mounting. 


1. Write for catalog. 

2. Utah member R.T.M.A. 

3. All Utah speakers manufactured within 
limits of the R.T.M.A. code. 

4. Each speaker completely dustproofed. 

5. Each speaker cadmium plated. 

6. Outdoor speakers cadmium plated 
AND finished in Royal Blue Enamel. 

7. Wide range, public address, and co¬ 
axial models cadmium plated AND 
finished in gold hammered lacquer. 


8. Pot covers standard on all FM, PA, 
WR and co-axial models. ^ 

9. Immediate delivery on all models. 

10. International distribution (Rocke). Job¬ 
bers in each major city. 

11. 2", 3", 4*', 5", and 6'' speakers 
with universal mounting brackets. 

12. Each EM speaker complete with hum^ 
bucking coil. 

Nationally advertised—all speakers have 

transformer mounting facilities. 



Universal 

Mounting 

Bracket 



SE10T6 
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RADIO PRODUCTS CO., INC. 

HUNTINGTON, INDIANA 
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Cadmium plated and finished in gold lacquer. 

PUBLIC ADDRESS SPEAKER C^ROUP 
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New tuum/ Wall Baffles by Utah, 
6”, 8", 10". and 12" models. 


Baffles that compliment the interior of any 
restaurant, chufch, recreation room, tavern, 
factory . , • • wherever speaker housing 
is needed. 

Designed and engineered by the sound 
engineers of Utah Radio Products Company, 
Inc., leading speaker manufacturers for more 
than 30 years. 

Three Beautiful Finishes to Choose from: 
Mahogany Finish—in red or brown 
Futuristic Blonde Finish 

All Sizes Available in Natural Wood—• 
Unfinished, 
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NEW BED METAE SPEAKER ENCEOSERES 


Here, at last is a line of metal speaker enclosures that are 
outstanding in design and performance. They are hand¬ 
somely finished in silver grey hammertone, provide lifetime 
durability and are acoustically perfect. 


These metal speaker enclosures are ideal for many locations 
such as hospitals, auditoriums, schools, restaurants, factories, 
department stores, railroad stations, airports, out-door 
theatres and any other place where a speaker is used. 


EOOK AT AEE THESE ADVANTAGES 


ENIVERSAE SPEAKER ENCLOSERES 


• ACOUSTICALLY PERFECT because they are treated with a special sound-deadening com¬ 
pound to eliminate metallic resonant sounds. 

• ALL-DIRECTIONAL MOUNTING permits adjustability of speaker in any vertical or hori¬ 
zontal position. Can be attached to wall or ceiling. 

• LIFETIME DURABILITY since there is no danger of warping, cracking or splitting— 
which are hazards of wood speaker baffles. 

• 2-WAY SOUND arises from bi-lateral feature which permits sound to come from both the 
front and back of the enclosure. 

• FULL SIZE RANGE—Enclo.sures available to accommodate 4'', 5", 5^/4", 6" 8", 10" and 12" 

speakers. _ 

• ECONOMY assured by our lar^-scale manufacturing operation. Prices are relatively low in 
comparison with advantages provided. 


Catalog 

Number 

Speaker 

Size 

Height 

Width 

Depth 

Finish 

Dealer 

Cost 

CS-2240 

4" or 5" 

7 V 4 " 

6%" 

3 1%2" 

Silver Grey Hammertone 

$3.60 

CS-2241 

5", 51 / 2 ", 6" 

8 1 / 4 " 

71 / 2 " 

4" 

Silver Grey Hammertone 

4.14 

CS-2242 

6" or 8" 

10 37 / 64 " 

91 / 2 ’' 

5 Vifi" 

Silver Grey Hammertone 

7.50 

CS-2243 

10" or 12" 

15 1/42" 

131^" 

7 1%4" 

Silver Grey Hammertone 

9.60 

CS-2270 

4" or 5" 

7 1 / 4 " 

6%" 

3 15,42" 

Primer only 

3.45 

CS-2271 

5", 5%", 6" 

8 V 2 " 

71 / 2 " 

4" 

Primer only 

3.00 

CS-2272 

6 " or 8" 

10 37 , 44 " 


5 l/ifi" 

Primer only 

7.20 

C8-2273 

10 " or 12" 

15 1/42" 

131/4" 

7 1%4" 

Primer only 

9.15 



CS-2240 



CS-2244 


RECESSED CEIEING AND WAEE ENCLOSURE 

This metal speaker enclosure is designed for recessing in the wall or ceiling where 
a projecting speaker would be liable to damage or where an unbroken wall or ceiling 
surface is desirable. The same quality features and advantages are found in this 
model as are prevalent in CS-2240. It is acoustically perfect, has lifetime durability 
and its price is low in comparison with advantages provided. Its size will accommo¬ 
date an 8" speaker. The grille plate is finished in silver grey hammertone or with a 
primer coat that can be painted to match the surrounding decorations. 


Cat. 

Speaker 






Dealer 

No. 

Size 

Type 

Height 

Width 

Depth 


Cost 

CS- 

8" 

Housing 




Silver Grey Hammer¬ 


2244 


with 

14" 

14" 

4Vi6" 

tone grille plate-pri¬ 

$9.00 



Grille 




mer finish on hous¬ 

CS- 

8" 


Housing Dim. 10' 

"xl0"x4" 

ing 


2274 


Housing 

with 

Grille 

14" 

14" 

41/16" 

Primer coat 
throughout 

8.85 



Grille 

Plate 

only 

Housing Dim. 10' 

’'xl0"x4" 



CS- 

2246 

CS- 

2276 


14" 

14" 

i/ie" 

Grey Hammertone 
Finish 

1.80 

Grille 


Plate 

only 

14" 

14" 

Vm" 

Grey Primer Coat 

1.68 



CS-2261 


REAR SEAT 
SPEAKER GRIEEE 

To protect the speak¬ 
ers that are now being 
installed on the deck 
behind the rear seat 
of many automobiles, 
we have designed a 
beautiful metal grille. 
Designed to cover 
standard sizes of 
speakers used in this 
location. It is furnish¬ 
ed with wire, selector 
switch and switch 
mounting bracket. The 
finish is in beautiful 
silver grey hammer¬ 
tone to harmonize with 
the car interior. 


Catalog Dealer 

Number Plate Size Cost 

OS-2260 $1.80 

CS-2261 Consists of CS-2260 plus switch bracket 3.00 

and wire 


ADJUSTABLE 
MOUNTING BRACKET 

This makes possible an ad¬ 
justable feature. By use of 
the bracket in conjunction 
with the speaker housing 
you can adjust the case to 
any angle in a horizontal 
position. Notice the hole in 
the bracket which will pass 
a piece of conduit. This permits any of the speaker 

housings to be suspended from the ceiling. 



OUTLET BOX COVER PLATE 

This cover plate for an electrical outlet box enables the 
adjustable bracket to be mounted to the outlet box. When 
used in conjunction with the ajustable bracket, movement 
in all horizontal and vertical directions is possible. 


Catalog Dealer 

Number Cost 

AB-2250 Adjustable bracket for CS-2240 . $1.14 

AB-2251 Adjustable bracket for CS-2241 . 1.14 

AB-2252 Adjustable bracket for CS-2242 . 1.41 

AB-2253 Adjustable bracket for CS-2243 . 1.65 

CP-2255 Outlet Box Cover Plate 4%" x 2%".75 


Write for Bulletin SE-153 on Speaker Enclosures 


Prices on above slightly higher west of the Mississippi Riyer 
Only a few of many BED Produets are shown. For complete* catalog, 
write BEI> RADIO, INC., 2118 E. 65th St., Cleveland, Ohio 


Copyright U» C. P., Jnc. 
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Warmly received by quality enthusiasts, the Super 12/CS/AL has a 
remarkably level response between 3ft and 18,000 cycles when ade¬ 
quately baffled. Cloth suspension and low cone resonance reduces 
transient distortion to an absolute minimum and eliminates irritating 
“boom” associcited with stiffly suspended cones. Critical listeners 
will hear the true bass which is so seldom heard. Wharfedale’s ex¬ 
clusive cone and carefully wound aluminum voice coil achieve 
amazingly clean highs, without introducing peaks in the upper 
middle register. 

The high quality of this speaker is uniformly maintained in pro¬ 
duction since it does not rely on subsidiary diaphragm resonances, 
which can caqse intermodulation distortion. The Super 12/CS/AL 
has proved superior to inany more expensive combinations in general 
listening quality and pleasing sound. 


$UPER 12/CS/AL RESPONSE CURVE 


SUPER 12/CS/Al 

SPECIFICATIONS 

RESPONSE: 30/18,000 C.p.S. 
IMPEDANCE: 15 ohms 
POWER: 12 watts 
CENTER POLE: PA" dia. 

CONE RESONANCE: 35/45 c.p.S. 
WEIGHT: 18y4 lbs. 

FLUX DENSITY: 17.000 lines 
TOTAL FLUX: 190,000 lines 


Despite their modest price, all Wharfedale Speakers are 
fitted with cast cha^il resulting in greater rigidity,less 
resonance and better airr loading. All models except the 
8" Bronze have cloth suspension cones which improve 
transient re^onse by adding dissipation to the edge of the 
cone, with reduced reflection of the flexural waves. This 
type of cone suspension also reduces the bass resonances 
of the speaker unit, resulting in a more level impedance 
curve and improves the transient or decay element. Such 
refined quality of reproduction is only available with 
Wharfedalie cloth suspension. 


This speaker has been designed specially for the average 
sized room where loud volume is often irritating. It re¬ 
quires little power to ^ive the refined quality of which it 
is, capable. The cloth suspended cone of the WlO/CSB 
has truly remarkable ability to reach maximum quality 
at low levels. This speaker also makes an excellent 
tweeter in a two-way speaker system and maintains highs 
that are clean and brilliant without being penetrating. 


WIO/C.S.B. RESPONSE CURVE 



AxiAb Response Curve or WIO/CSB. 
Level I Vout AT 400^ 



WlO/CSB 

SPECIFICATIONS 

RESPONSE: 30/18,000 C.p.B 
IMPEDANCE: 15 ohms 
POWER: 8 watts 
CONE RESONANCE: 50/60 c.p.S. 
WEIGHT: 9 lbs. 

FLUX DENSITY: 14,000 lines 
TOTAL FLUX: 74,000 lines 


BRITISH INDUSTRIES CQRPORATION • NEW YORK 13, N. Y, 
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Built by Wharfedale Wireless Works 
under the direction of G. A. Briggs, 
world-renowned sound engineer. 


SPECIFICATIONS 
IMPEDANCE: 15 ohms 
POWER: 5 watts 
WEIGHT: SVa lbs. 

FLUX DENSITY: 10.000 lines 
TOTAL FLUX: 39,500 lines 


This is the finest 8" speaker available in its price range and good 
enough for use in acoustic chambers. High quality performance 
is due to the high flux and open, die cast chassis. 


SUPER 8/CS/AL 



SPECIFICATIONS 

RESPONSE: 

50/15,000 c.p.s. 
IMPEOANCE: 15 ohms 
POWER: 5 watts 
CONE RESONANCE: 

60/65 c.p.s. 

FLUX DENSITY: 13,000 lines 
TOTAL FLUX: 54,000 lines 


Suitable for bass reflex cabinets, or for use as a treble unit in a 
two-way speaker system. This cloth suspended cone has a bake- 
lized apex for wide response and achieves a refined quality that 
would not normally be associated with a speaker of this size. 


LOW FREQUENCY DRIVERS 


WIl/CS 


SPECIFICATIONS 
IMPEDANCE: 15 ohms 
POWER: 10 watts 
WEIGHT: 12 lbs. 

CONE RESONANCE: 40/50 C.p.S. 
FLUX DENSITY: 13,000 lines 
TOTAL FLUX: 145,000 lines 



W15/CS 

SPECIFICATIONS 
IMPEDANCE: 15 ohms 
POWER: 20 watts 
WEIGHT: 17 lbs. 

CONE RESONANCE: 

30/35 c.p.s. 

FLUX DENSITY: 13,500 lines 
TOTAL FLUX: 180,000 



These units give clean bass down to 25/35 cycles without frequency doubling, with 
reasonable air loading. Ideal speakers for two-way systems. Again, low transient 
distortion and smooth response are made possible only by exclusive Wharfedale cloth 
suspension. 




G. A. BRIGGS' LATEST ACHIEVEMENT: 

THE SUPER 5 TREBLE SPEAKER 

This efficient tweeter features a 
small, bakelized cone for wide dif- V 
fusion; and a high flux magnet for 
high frequency reproduction. Flux 
density, 13,000 lines. Aluminum 
voice coil, 10 ohms, suitable for use with a 15 ohm bass 
unit and a 3,000 cycle crossover network. Die cast chassis. 
Cloth suspension. Effective range 3,000 to 20,000 c.p.s. 
The chassis is supplied with plywood mounting board 
8" X 8" with the correct 3^" diameter, aperture, which 
is the effective cone diameter. < 

May be used with an existing two-speaker system with 
1,000 cycle crossover network by connecting in parallel 
with the existing treble unit, with 0.5 m^. condenser in 
series with the voice coil of the Super '5;^reble Speaker. 

BRITISH INDUSTRIES CORPORATION 


CROSSOVER NETWORKS 


and treble between two 
(or three) loudspeakers 
at low impedance and thus 
eliminate distortion of the 
treble by modulation from 
the bass. 

1,000 cycle 
Impedance: 7-16 ohms 
Attenuation: 6 to 9 dh per octave 
Maximum input: 30 watts 



3,000 cycle 
Impedance: 7-16 ohms 
Attenuation: 6 to 9 db 
per octave 
Maximum input: 

30 watts 


3^Way 

(Crossover frequencies 
SOO and 500 cycles) 
Impedance: 7-16 ohms 
Attenuation: 12 db 
per octave 
Maximum input: 

, 30 watts 


BOOKS BY 
A. G. BRIGGS 
Loudspeakers 
Amplifiers 
Sound Reproduction 
Pianos, Pianists 
and Sonics 


NEW YORK 13, N. Y. 


Copyright by U. C. P.. Inc. 
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FIELD COIL MODELS 


A complete line of high quality speakers for every use re¬ 
quiring a field coil unit. Each model listed is dustproof, of 
all-welded construction, and equipped with hum bucking coils 
or slugs. Suitable for both professional and amateur use, these 
oinaudagraph speakers have splendid tone and long-life char¬ 


acteristics. Matching transformers listed below. New Cinauda- 
graph Universal Mounting Bracket supplied at no charge with 
each speaker 6" and under, permits easy installation in all 
receivers. 


REPLACEMENT SPEAKERS 


SIZE 

MODEL 

FIELD COIL 

VOICE COIL 

SIZE 

MODEL 

FIELD COIL 

VOICE COIL 

Resist. 

Watts Imped. 

Dia. 

Watts 

Resist. 

Watts Imped. 

Diam. 

Watts 

3%" 

F3B2 

450 

3 

3.2 


1.5 

6" 

F6B1 

6-volt 

3 

3.2 

yV' 

3. 








F6B2 

450 

3 

3.2 


3. 

4" 

F4B2 

450 

3 

3.2 


2. 


F6B3 

1,000 

3 

3.2 


3. 


F4B3 

1,000 

3 

3.2 

fk" 

2. 


F6B24 

1,800 

3 

3.2 


3. 


F4B4 

l,800t 

3 

3.2 

Vk" 

2. 


F6B6 

2,750 

3 

3.2 

A" 

3. 


F4B6 

2,750 

3 

3.2 


2. 









F4B60 

60 

3 

3.2 


2. 

6" X 9" 

F69D11 

6-volt 

4 

3.2 

%" 

6. 








F69D2 

450 

4 

3.2 

%" 

6. 

4" X 6" 

F46B2 

450 

3 

3.2 


2.5 


F69D3 

1,000 

4 

3.2 

%" 

6. 


F46B,60 

60 

3 

3.2 

V 

2.5 


F69D4 

l,800t 

4 

3.2 

%" 

6. 


F46B100 

100 

3 

3.2 

A" 

2.6 






%" 



F46B3 

1,000 

3 

3.2 


2.5 

7" 

F7D11 

6-volt 

4 

3.2 

6. 


F46B24 

1,800 

3 

3.2 


2.5 


♦F7D11A 

6^volt 

4 

3.2 


6. 

5" Round 

F5B1 

6-volt 

3 

3.2 


2.5 

w 

F75D1 

6-volt 

4 

3.2 


6. 


F5B2 

450 

3 

3.2 


2.5 






6. 


F5B3 

1,000 

3 

3.2 


2.5 

8" 

F8D3 

1,000 

4 

3.2 


F5B6 

2,750 

3 

3.2 


2.5 


F8D4 

l,800t 

4 

3.2 

%" 

6. 


F5B60 

60 

3 

3.2 


2.5 


F8D5 

2,500 

4 

3.2 

%" 

6. 









F8H8 

600 

8 

8. 

1" 

8. 

5" Pin Cush. 

F51B1 

6-volt 

3 

3.2 


2.5 


F8H3 

1,000 

8 

8. 

1" 

8. 


F51B2 

450 

3 

3.2 

A" 

2.5 


F8H24 

1,800 

8 

8. 

1" 

8. 


F51B3 

1,000 

3 

3.2 


2.5 


F8H6 

2,500 

8 

8. 

1" 

8. 


F51B24 

1,800 

3 

3.2 


2.5 





8. 

1" 



F51B6 

2,750 

3 

3.2 


2.5 

10" 

F10H8 

600 

8 

9. 







F10H3 

1,000 

8 

8. 

1" 

9. 

5^" Pin Cush. F53B1 

6-volt 

3 

3.2 


3. 


F10H24 

1,800 

8 

8. 

1" 

9. 








F10H5 

2,500 

8 

8. 

1" 

9. 

6" X 7" 

F57D2 

450 

4 

3.2 

%" 

5. 




8 

8. 


10. 


F57D3 

1,000 

4 

3.2 

%" 

5. 

12" 

F12H8 

600 

1" 


F57D4 

l,800t 

4 

3.2 

%" 

5. 


F12H3 

1,000 

8 

8. 

1" 

10. 






F12H24 

F12H5 

1,800 

2,500 

8 

8. 

1" 

10. 

♦Pot rotated 90 degrees. 

tT300. 






8 

8. 

1" 

10. 


TV REPLACEMENT SPEAKERS 


AUTO REPLACEMENT SPEAKERS 



FIELD COIL 

VOICE COIL 



FIELD COIL 

VOICE COIL 








SIZE 

MODEL 

Resist. 

Watts Imped. 

Dia. 

Watts 

SIZE 

MODEL 

Resist. 

Watts Imped. 

Dia. 

Watts 

5" Round 

5" Pin Cush. 

F5B1 

6-volt 

3 

3.2 


2.5 








F51B1 

6-volt 

3 

3.2 


2.5 


F4B6fi TV 






4" 

60 

3 

3.2 

2. 

5%" Pin Cush. 

F53B1 

6-volt 

3 

3.2 


3. 

4" X 6" 

F46B60 TV 

60 

3 

3.2 


2.5 

6" Pin Cush. 

6" X 9" 

F6B1 

F69D11 

6-volt 
6-volt 

3 

4 

3.2 

3.2 

T%" 

3. 

6. 


F46B100 TV 

100 

3 

3.2 


2.5 

7" Pin Cush. 

F7D11 

6-volt 

4 

3.2 


6. 




3.2 


2.5 


♦F7D11A 

6-volt 

4 

3.2 

■%" 

6. 

5" 

F5B60 TV 

60 

3 

7%" Pin Cush. 

F75D1 

6-volt 

4 

3.2 


6. 


TRANSFORMERS 


These transformers are conservatively rated, efficient, and 
match tubes most commonly used. 

Transformers are not included in the list price of Cinauda- 

ADJUSTABLE IMPEDANCE 


12A3UL ♦♦♦Line to 3.2 ohm V.C. 
12A3U ♦Plate to 3.2 ohm V.C. 
58A3U ♦Plate to 3.2 ohm V.C. 
34A8U ♦♦Plate to 8. ohm V.C. 
84A8UL ♦♦♦Line to 8. ohm V.C. 
78A8UL ♦♦♦Line to 8. ohm V.C. 


♦Plate impedances of 2000, 4500, 7000 and 10,000 ohms (No C.T.). 
♦♦Plate impedances of 3000, 5000, 6600, 7000, 10,000 ohms (All 
C.T.). 

♦♦♦Line impedances of 2000, 1500, 1000 and 500 ohms (No C.T.). 



graph speakers, and must be ordered separately. All Cinaudagraph 
speakers, however, have provision for easy transformer in¬ 
stallation. 

FIXED IMPEDANCE 


V2"^W' 

12A73 

7000 ohms to 3.2 ohm V.C. 


12A43 

4000 ohms to 3.2 ohm V.C. 


12A23 

2000 ohms to 3.2 ohm V.C. 


12A53L 

500 ohms to 3.2 ohm V.C. 

%" X %" 

58A83 

8000 ohms to 3.2 ohm V.C. 

%" X 

34C53C 

5000 ohms C.T. to 3.2 ohm V.C. 


34A53 

5000 ohms to 3.2 ohm V.C. 
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ILL. 


PERMANENT MAGNET MODELS 


Use Alnico 5 magnets for greatly improved performance with- 
mt size or weight increase. Magnets soldered in place for long, 
trouble-free service. Speakers dust-proof and of all-welded con¬ 
struction ; voice coil forms are not affected by moisture or tern- 


2" 

P2A1 

.68 oz. 

3.2 


1. 


P2C1 

1.47 

3.2 


1.5 

31 / 2 " 

P3A1 

.68 

3.2 

T%" 

2. 

P3C2 

1.47 

3.2 


2.5 

4" 

P4A1 

.68 

3.2 


3. 


P4C1 

1.47 

3.2 


3.5 

X 6" 

P46A1 

.68 

3.2 


3.5 


P46C1 

1.47 

3.2 


4. 

5" 

P5A1 

.68 

3.2 


3.5 


♦P51A1 

.68 

3.2 

K 

3.5 


P5C1 

1.47 

3.2 

A 

4. 


♦P51C1 

1.47 

3.2 

A" 

4. 


P52F1 

3.16 

3.2 


5. 


P53A1 

.68 

3.2 


4. 

P53C1 

1.47 

3.2 

rs” 

4.5 

5" X 7" 

P57C1 

1.47 

3.2 


5. 


P57F1 

3.16 

3.2 


6. 

6 " 

P6A1 

.68 

3.2 


4. 


P6C1 

1.47 

3.2 


4.5 


P6F1 

3.16 

3.2 


5. 


PUBLIC ADDRESS SPEAKERS 


6" 

P6F1 

3.16 

3.2 

8/4" 

5-8 


P6H1 

4.64 

3.2 

1" 

6-9 


P6J1 

6.8 

8. 

1" 

8-10 

8" 

P8H1 

4.64 

8. 

1" 

8-11 


P8J1 

6.8 

8. 

1" 

9-12 


♦P8L1 

10. 

8. 

11 / 4 " 

10-14 

10" 

PlOHl 

4.64 

8. 

1" 

9-11 


PlOJl 

6.8 

8. 

1" 

10-12 


PlOLl 

10. 

8. 


12-18 

12" 

P12L1 

10. 

8. 

IV4" 

14-20 


P12P1 

21.5 

8. 

W 2 " 

20-30 


P12R1 

35. 

8. 

2" 

25-35 

15" 

P15L1 

10. 

8. 

11/4" 

16-20 


P15P1 

21.5 

8. 

11 / 2 " 

20-30 


P15R1 

35. 

8. 

2" 

25-35 


♦Waterproofed cone and voice coil. 


AUTO REPLACEMENT SPEAKERS 


5" Round 

P5C1 

1.47 

3.2 

TB " 

3.5 


P52F1 

3.16 

3,2 

%" 

5. 

5^^" Pin Cush. 

P63C1 

1.47 

3.2 


4. 

6%" Pin Cush. 

P6F1 

3.16 

3.2 

%" 

5. 

6" X 9" 

P69F2 

3.16 

3.2 

%" 

6. 

7" Pin Cush. 

P7E2 

2.15 

3.2 


5. 


♦P7E2A 

2.15 

3.2 

%" 

5. 

7%" Pin Cush. 

P75F1 

3.16 

3.2 


6. 

♦Pot rotated 90 degrees. 






INTERCOMMUNICATION 

SPEAKERS 


31/^" Square P3A21 ' .68 

45 . 


1.5 

4" Square P4A21 .68 

45 . 

iV' 

2. 

5" Pin Cush. P51A21 .68 

46. 


3. 


perature variation. Matching transformers listed on next page. 
Universal Mounting Bracket supplied with each speaker 6" and 
under. 


SIZE 

MODEL 

Magnet 
Alnico 5 

VOICE COIL 

Imped. Diam. Watts 

SPEAKERS 






6" X 9" 

P69F2 

3.16 

3.2 

•%" 

8. 


P69H2 

4.64 

3.2 

1" 

9. 

7" 

P7E2 

2.15 

3.2 

%" 

6. 


♦♦P7E2A 

2.15 

3.2 

%" 

6. 


P7G2 

3.16 

3.2 

1" 

8. 


P7H2 

4.64 

3.2 

1" 

9. 

7W' 

P75F1 

3.16 

3.2 

%" 

7. 

P75H1 

4.64 

3.2 

1" 

9. 

8" 

P8D1 

1.47 

3.2 

%" 

7. 


P8G1 

3.16 

8. 

1" 

8. 


P8G2 

3.16 

3.2 

1" 

8. 


P8H1 

4.64 

8. 

1" 

10. 

10" 

PlOGl 

3.16 

8. 

1" 

9. 


PlOHl 

4.64 

8. 

1" 

10. 


PlOJl 

6.8 

8. 

1" 

12. 

12" 

P12G1 

3.16 

8. 

1" 

10. 


P12H1 

4.64 

8. 

1" 

12. 

P12J1 

♦Pincushion basket. 

♦♦Pot rotated 90 degrees. 

6.8 

8. 

1" 

14. 



CINAXIAL SPEAKERS 



12" 

CIN-12A 

4.64 

8. 

1" 

10. 

15" 

CIN-16B 

10. 

8. 


15. 


CIN-15C 

21.5 

8. 

IVa" 

18. 

3" 

♦TW3C1 

1.47 

8. 

tPb" 

2. 

5" 

tTW52Fl 

3.16 

16. 


5. 


♦High frequency speaker only, as used in CIN-12A (requires 2 mfd. 
paper condenser in series with voice coil). 

fHigh frequency speaker only, as used in CIN-15B and CIN-15C 
(requires 2 mfd. paper condenser in series with voice coil). 


ALL-WEATHER SPEAKERS 

4" P4CO 1.47 3.2 2.5 

5" P5CO 1.47 3.2 fg" 3.5 


TV REPLACEMENT SPEAKERS 

5"x7" P57FTV 3.16 3.2 %" 6. 

6"x9" P69FTV 3,16 3.2 6. 


EXTENDED RANGE SPEAKERS 

8" P8JHF1 6.8 oz. 8. 1" 7. 

12^' P12JHF1 6.8 8. 1" 10. 


SIZE 


MODEL 


Magnet VOICE COIL 

Alnico 5 Imped. Diam. Watts 


REPLACEMENT 
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SPEAKERS 


Smith-Baldwin speakers are critically engineered. packaged in colorful and attractive cartons and to- 

They are built of the finest and best material that is gether with their high quality will spell bigger speaker- 

humanly possible to procure. They are individually dollar sales for you. 


PERMANENT MAGNET MODELS 

This series will be found to be suited for replace- systems where costs and trouble-free operation are 
ments for home-constructors and inter-communication a serious consideration. 




Magnet 


Voice Coil 




Magnet 

Voice Coll 


Size 

Model 

AlnlcoV 

Imped. 

Diam. 

Watts 

Size 

Model 

Alnico V 

Imped. 

Diam. 

Walts 





REPLACEMENT SPEAKERS 







P3AR1 

.68 oz. 

3-4 

Vc" 

1.5 

1 6%" Pin Cush. 

P6CR5 

2.15 

3-4 


4. 

31/2" 

P3AR1 

.68 

3-4 

1/2" 

1.5 

6l^" Pin Cush. 

P6R6 

8.16 

3-4 


5. 

31/2" 

P3AS2 

1.00 

45 

V2" 

1.5 

6 V 2 " Pin Cush. 

P60XS 

4.64 

3-4 

1 " 

6. 

31/2" 

P3AS3 

1.47 

3-4 


2. 

6iy4" Pin Cush. 

P6Sun9 

6.8 

6-8 

1 " 

8. 

4" 

P4AR1 

.68 

3-4 

W' 

1.5 

8" 

PgCRS 

2.15 

3-4 

%" 

6. 

4" 

P4AS2 

1.00 

45 

W' 

2. 

8" 

PgR6 

3.16 

8-4 

%" 

7. 

4" 

P4AS3 

1.47 

3-4 


2.5 

8" 

PSOXS 

4.64 

6-8 

1 " 

8. 

5" 

P5AR1 

.68 

3-4 

y 2 " 

3. 

8" 

P8Sun9 

6.8 

6-8 . 

1 " 

10. 

5'^ 

P5AS2 

1.00 

45 

y 2 " 

3. 

10" 

P10R6 

3.16 

6-8 

%" 

8. 

5" 

P5AS3 

1.47 

3-4 

•h" 

3.5 

10" 

P100X8 

4.64 

6-8 

1 " 

9. 

Pin Cush. 

P5QAS3 

1.47 

3-4 

jV' 

3.6 

10" 

P10Sun9 

6.8 

6-8 

1 " 

10. 

Pin Cush. 

P6AR1 

.68 

8-4 


3. 

12" 

P12R6 

3.16 

6-8 

%" 

9. 

61/2" Pin Cush. 

P6AS2 

1.00 

3-4 

'[v" 

3.25 

12" 

P120X8 

4.64 

6-8 

1 " 

10. 

61/2" Pin Cush. 

P6AS3 

1.47 

3-4 

iV' 

3.5 

12" 

P12Sun9 

6.8 

6-8 

1 " 

12. 


HIGH FIDELITY SPEAKERS 




RING MAGNET ALNICO III 



8" 

PSSunlO 

10 oz. 

6-8 

1 " 

9. 

8" 

P8-32 

32 oz. 

6-8 

1 " 

8. 

10" 

PlOSuhlO 

10 

6-8 

1 " 

10. 

10" 

PlO-32 

32 

6-8 

1 " 

10. 

12" 

P12SunlO 

10 

6-8 

1 " 

12. 

12" 

P12-32 

32 

6-8 

1 " 

12, 

15" 

PlSSunlO 

10 

6-8 

1 " 

15. 







12" 

P12Rlifll5 

16 oz. 

6-8 

1 %" 

14. 


COAXIAL 

SPEAKERS 



16" 

P15RM15 

16 

6-8 

lu" 

16. 

12" 

P12C0S 

4.64 oz. 8 

1 " 

10. 

12" 

P12RM26 

26.6 oz. 

6-8 

1V2" 

16. 

12" 

P12C09 

10. 

8 

1 " 

12. 

16" 

P15RM26 

26.6 

6-8 

lyz" 

18. 

15" 

P15C09 

10. 

8 

IV2" 

14. 







16" 

P15CORM26 

26. 

8 

IV2" 

22. 


0 

V A L S 










4" X 6" 

P46AS1 

.68 oz. 

3-4 


3. 







4" X 6" 

P46AS3 

1.47 

3-4 


3.5 


WEATHEROID SPEAKERS 



5" X 7" 

P57AS3 

1.47 

3-4 


4. 

4" 

P4AS3W 

1.47 oz. 

3-4 


2.5 

5" X 7" 

P57CR5 

2.15 

3-4 


6. 

5" 

P5AS3W 

1.47 

3-4 


2.5 

6" X 9" 

P69RS 

2.15 

3-4 


6. 

6 V 2 " Pin Cush. 

P6CRJW 

2.15 

8-4 


4. 

6" X 9" 

P690X6 

3.16 

3-4 


7. 

4" X 6" 

P46AS3W 

1.47 

3-4 


8.5 


FIELD COIL MODELS 

ALL SPEAKERS ARE DUST-PROOFED 
ALL FIELD COIL MODELS ARE EQUIPPED WITH BUCKING COILS 

OR "HUM SLUGS" 

REPLACEMENT SPEAKERS 

Field Coil I Re- Voice Coil 

Re- Voice Coil Field Coil 


Size 

Model 

si stance 

Walls 

Imped. 

blam. 

Walts 

Size 

Model 

sistance 

Walts Imped. 

Diam. 

Watts 

31 / 2 " 

E3NT45 

450 

4. 

3-4 


2. 

6" pin 

E6NTlg 

1800 

4. 

3-4 


3. 

4" 

E4NT45 

450 

4, 

3-4 


2. ' 

6" pin 

E6NT27 

2750 

4. 

3-4 


3. 

4" 

E4NT10 

1060 

4. 

3-4 


2. 

6" X 9" 

E69V6CR 6 

Volt 

4.5 

3-4 

%" 

6. 

4" 

E4NTlg 

1800 

4. 

3-4 


2. 

6" X 9" 

E69CRlg 

1800 

4.5 

3-4 

%" 

6. 

4" 

E4NT27 

2760 

4. 

3-4 


2. 

8" 

EgRPlO 

1000 

4.5 

3-4 

%" 

6. 

4" x 6" 

E46NT45 

450 

4. 

3-4 


2.5 

8" 

EgRPlg 

1800 

4.5 

3-4 

%" 

6. 

4" X 6" 

E46NT10 

1000 

4. 

3-4 


2.5 

8" 

EgRP25 

2500 

4.5 

3-4 

%" 

6. 

4" X 6" 

E46NT18 

1800 

4, 

3-4 


2.5 

8" 

EgOXlO 

1000 

8.5 

6-8 

1 " 

8. 

5" 

E5V6NT 

6 Volt 

4. 

3-4 


2.5 

8" 

EgOX25 

2500 

8.5 

6-8 

1 " 

8. 

5” 

E5NT45 

450 

4. 

3-4 . 

■h" 

2.5 

10" 

E100X75 

750 

8.5 

6-8 

1 " 

9. 

5" 

E5NT10 

1000 

4. 

3-4 

T%'' 

2.5 

10" 

ElOOXlg 

1800 

8.5 

6-8 

1 " 

9. 


ESNTlg 

1800 

4. 

3-4 


2.5 

10" 

E100X25 

2600 

8.5 

6-8 

1 

9. 

5" 

E5NT27 

2760 

4. 

3-4 


2.6 j 

12" 

E120X10 

1000 

8.5 

6-8 

1 " 

10. 

6" pin 

E6V6NT 

6 Volt . 

4. 

3-4 


3. 

12" 

E120Xlg 

1800 

8.5 

6-8 

1 " 

10. 

6" pin 

E6NT45 

450 

4. 

3-4 


3. 

12" 

E120X25 

2500 

8.5 

6-8 

1 " 

10. 

^ 6" pin 

E6NT10 

1000 

4. 

3-4 ; 


3. 
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VenviedB<peakeAA> 


The second separate and rigid inspection which each speaker 
receives after it has been manufactured, makes it possible to 
replace any defective speaker with a new one. This enables 
the distributor to immediately give his customer a new speaker 
from stock when a defective unit is returned. 




SPEAKERS, 

GRILLES 

, BAFFLES, 

CABINETS 


Model 

Speaker 

Watts 

Alnico 5 

V. C. 

List 

Number 

Size 

Output 

Magnet Wt. 

Impd. 

Price 

NP-468 

4" 

4 

.68 oz. 

3.5 ohms 

$3.75 

NP-510 

5" 

5 

1.00 " 

3.5 " 

4.20 

NP-515 

5" 

6 

1.47 " 

3.5 " 

4.60 

NP-610 

6" 

6 

1.00 " 

3.5 " 

4.80 

NP-615 

6' 

6 

1.47 " 

3.5 " 

5.15 

All these speakers will accommodate our 

versatile mounting brackets, but the brackets 

are not 

included at the above prices. Please order them 

separately. 


AMB — Adjustable Mounting Bracket. 



.25c 

NP-832 

8" 

8 

3.16 oz. 

3.5 ohms 

$ 8.50 

NP-8680 

8" 

12 

6.8 " 

8 

12.00 


These 8" speakers are exceptional units, as tests will prove. Used with the 10-P Flush 
Mounting Grille or the B-1965 Harmonic Baffle they insure a splendid, satisfactory 
installation that will always be a good advertisement for additional business. The 
NP-832 also makes a fine replacement speaker for a full-console radio or TV set. 


WRIGHT HARMONIC BAFFLE 



NP-1232 12" 8 3.16 oz. 3.5 ohms $11.00 

A perfect replacement speaker for a Full-console Radio or Television Receiver where 
a 12" unit is used. Also very good for light sound installations. 

NP-1268 12" 14 6.8 oz. 8 ohms $14.50 

The many years that this 12" speaker has been used in all types of installations 
shows what the sound engineers think of it. 

NOP-631 6x9" 9 3.16 oz. 3.5 ohms $9.00 

NOP-521 5x7" 6 2.15 " 3.5 " 6.50 


All the above prices include the Government Tax 


Model B-1965 Wright Harmonic Baffle.$12.00 

Model B-1965-832 Baffle with NP-832 Speaker. 19.50 

Model B-1965-8680 Baffle with NP-8680 Speaker. 21.75 


Model M Cabinet .$ 9.20 

Model M-615 Cabinet with NP-615 6" Speaker. 14.25 


Model T-6 Cabinet ....$15.00 

Model T-6-615 Cabinet with NP-615 Speaker. 19.85 

Model T-6-615-SW Cabinet with NP-615 and Switch.. 22.85 


Model 10-PC Flush Mounting Grille.$ 4.00 

Model lO-PC-832 Grille with NP-832 Speaker. 11.50 

Model lO-PC-8680 Grille with NP-8680 Speaker. 14.50 

Model 10-PCW Grille ond Wall Box. 11.00 

Model lO-PCW-832 Grille, Wall Box and NP-832. 18.50 

Model lO-PCW-8680 Grille, Wall Box and NP-8680. 21.50 


Model 108-WGB Grille and Wall Box..$22.00 

Model 108-WGB-832 Grille and Wall Box with NP-832. 29.50 

Model 108-WGB-8680 Grille and Wall Box with NP-8680. 32.50 


Model 12-A Grille for a 12" Speaker...$12.50 

Model 12-A-1232 Grille and NP-1232 Speaker. 22.50 

Model 12-A-1268 Grille and NP-1268 Speaker.. 24.50 


Model M Cabinet — Outside diameter — Depth SVa". Inside diameter at front 

6%". Four holes for mounting 6" speaker. Made of strong aluminum it can be used 
indoors or outside. Louvers front and back make it suitable for two way paging. 
Gives sufficient baffle for music. Can be used as is or painted.List Price $6.25 


Model B-1965 Harmonic Baffle — These Dome like ceiling baffles with their silvery 
finish are pleasing to the eye. They are excellent for Paging, Singing, or Orchestral 
reproduction. For the best results use the NP-8680 8" speakers.List Price $10.95 


Model 10-PC Flush Mounting Grille — Chrome Plated. 

Model 10-PB Flush Mounting Grille — Bonderized and Prime Coated for Painting. These 
Grilles are an item that the Sound Engineers have wanted for a long time as they 
mount flush they used the entire wall or ceiling as a baffle. Used with either the 
NP-832 or NP-8680 speakers these grilles will make a satisfactory, well finished 
sound installation.List Price $4.00 




For Full Detailed Information Write for Catalog PC-No. 100 


MODEL "M" CABINET 


Copyright Vy U. C. P., Inc. 


TRADE DISCOUNT APPLIES TO LIST PRICES ONLY 


Radio’s MasTer ■— 18th Edition 

Page C-45 



































REMARKABLE! 
INEXPENSIVE! 
SMALL-SIZE I 



Maximum Bass-Minimum Space! 

Use it with ANY loudspeaker! 




SINGLE SHELF 


NO. S-8-U 
(For S" Speaker) 

To fit in bookcase. Finish 
sanded, unpainted 11" high 
X 10" deep x 231/2" long. 


VERSATILITY 3 basic designs, combining finest performance 


with rpaximum decorative possibilities in Ihe home 


FLOOR MODEL 

wo. F-15-iVI 

(For 15" Speaker. Mahogany) 

NO. F-15-B 

(For 15" Speaker, Blonde) 

NO. F-15-U 

(Exactly same as above, but with un¬ 
finished surface). 

NO. F.12-M 

(For 12" Speaker, Mahogany) 

NO. F-12-B 

(For 12" Speaker, Blonde) 

Beautiful, hand rubbed Mahogany or 
Blonde finish. 20" high x 20" long x 16" 
deep, plus legs. 
iNO. F-12-U 

(Exactly same as above, but with un¬ 
finished surface). 



DOUBLE SHELF MODEL 

NO. S-12.U 
(For 12" Speaker) 

To fit in bookcase. Finish sanded, unpainted 
24" high x 21" long x 10" deep. 


R-J ENCLOSURES WILL OUTPERFORM ORDINARY ENCLOSURES MORE THAN THREE TIMES THEIR SIZE! 


Hearing is believing! Now available for the first time, R-J 
Speaker Enclosures have established an entirely new trend in 
audio design with thrilling performance from any lorudspeaker 
in a cabinet only slightly larger than the speaker itself. R-J 
Enclosures are simple, flexible, low in price, and particularly 
adaptable in rooms where space must be conserved. Up to now 
cumbersome, costly speaker enclosures have been tolerated be¬ 
cause their size was considered essential for good bass per¬ 
formance. This inconvenience has now been effectfvely over¬ 
come by the R-J construction principle, which has received the 
approbation of thousands of critical listeners with otitstanding 
results. Long before R-J Speaker Enclosures were commercially 
available, enthusiastic comments and inquiries were received 
from every part of the world, from home listeners, critics, and 
broadcast stations alike. Listeners were fascinated equally by 
the outstanding performance of R-J Enclosures and by their 
decorative possibilities. 

The R-J Enclosure will permit the user to realize the full po¬ 
tential of any speaker with which it is used. Even the most 


inexpensive speakers will perform at their best in an R-J hous¬ 
ing. With a well-designed speaker, an R-J Enclosure offers 
clean, smooth bass fundamentals, without peaks, down to low 
organ pedal notes. Distorting cabinet resonances are completely 
eliminated. 

Remarkable though its bass performance may be, the R’-J En¬ 
closure is equally impressive in its unobstructed direct radia¬ 
tion of high frequencies. Excellent acoustic loading affords best 
reproduction of transients. 

R-J Speaker Enclosures also offer the advantages of unusual 
versatility. Fine furniture construction is used throughout, 
suited in appearance to any room decor. Enclosures are expertly 
built of heavy, top-quality genuine Mahogany or Korina 
veneers, in fine, long lasting hand-rubbed dark or blonde finish. 
Special models are available with surfaces sanded but unfinished, 
to fit the shelves of bookcases and other similar installations. 
Cut-outs fit all standard loudspeakers, which may be installed 
quickly and simply without special tools. 


AUDIO PRODUCTS INC. 164 DUANE street, new YORK 13, N. Y. 
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micraphanes 




ALTEC 


LANSING CORPORATION 


9356 Santa Monica Blvd. 
Beverly Hills, Calif. 

161 Sixth Avenue 
New York 13, N.Y. 


21B MICROPHONE 

f The 2IB Microphone provides a 
new standard for frequency re¬ 
sponse and dynamic range in 
quality microphones. The 2IB 
is a condenser microphone and, 
in addition to its miniature 
size and superb qualit^y, is 
omnidirectional, shock proof, 
blast proof, and free from 
angular discrimination. Fre- 
quency response: 2 0 through 
15,000 cps. Output level: 
—48 dbm re 1 milliwatt for a 
sound field of 10 dynes/cm-. 


21B and 150A BASE 

The 2IB is used on the 150A 
Base as a stand, suspension, or 
hand microphone. Small size 
makes it ideal for stage, TV, 
and motion pictures. 

Net Price: $90.00 


152A CABLE SET 

This cable set is designed for 
stand mounting of the 2IB 
and 150A Base. It is equipped 
with 8 pin Cannon connectors. 
Connector at 15 OA Base has 
%"‘27 thread. Length with 
connectors: 26 ft. 

Net Price: $30.00 


155A 

CHESTPLATE 
and 21B 


P-518A POWER SUPPLY 

The P-518A Power Supply provides the nec¬ 
essary voltage for the 2IB microphone and 
the impedance matching tube in the 150A 
Base, or the 155A Chestplate. This power 
supply is necessary to operate the microphone 
into an amplifier not specifically designed to 
receive it. The P-518A is a portable unit. 
Output impedance: 80, 250, 500 ohms. Power 
requirements: 117 V, 60 cycles A.C. Dimen¬ 
sions: 7^" X 8 l^" X 6". 



The 2IB on the 155A Chestplate is the ideal 
instrument for the active lecturer or an¬ 
nouncer. It hangs around the neck and places 
the microphone near the lips, leaving the 
hands free. 25 feet of cable is permanently I 
attached to the 155A Chestplate. 


DYNAMIC 

MICROPHONE 

660A and 660B 


A dynamic microphone of broadcast quality 
and exceptional ruggedness and dependability. 
Equipped with %" x 27 svivel head. Ideal for 
public address, paging and broadcast use. 
Frequency response: 40-10,000 cps. 

Power output level: 

—57 dbm (10 dynes/cm^). 
Impedance: 660A—30 ohms. 

660B—30, 150, 20,000 ohms. 

NET PRICE 

660A ..$45.00 

660B .$52.00 




CARDIOID MICROPHONE* 

639A and 639B 

Meal for broadcast or public address, these 
©ardioid microphones with ribbon and dynamic 
(elements provide the best possible pick-up 
under varying, difficult conditions. High qual¬ 
ity three-way (639A) and six-way (689B) 
directivity patterns are quickly selected by 
turning a screw. Each embodies a dynamic 
moving coil type pressure element. Impedance 
average 40 ohms. Power output level: —56 
dbm (iodynes/cm^). Frequency response: 40- 
10,000 cps. 

LIST PRICE 

639A ...$236.00 I 

639B ......$236.00 


DYNAMIC MICROPHONE* 

633A and 633C 

This rugged, dependable high-quality micro¬ 
phone for public address, sound distribution 
system, or broadcasting, affords both non- 
directional and semi-directional performance. 
Frequency response: 40-15,000 cps. 

(633A) Impedance: 30 ohms. 

(633C) Impedance: 30, 150-250 ohms. 
Power output level: 

—57 dbm (10 dynes/cm^). 

LIST PRICE 

633A . $83.10 

633C . $91.50 

*Distributed by Graybar Electric Co. 


Microphone Accessories* 


8B Attachment .. 
9A Attachment .. 
11A Attachment 
22C Floor Stand 
23A Desk Stand 
24A Desk Stand 

311A Plug . 

422A Jack . 

712A Adapter .... 
718A Adapter .... 
10994 Adapter .. 


Net Price: $110.00 | “^Distributed by Graybar Electric Co. 


* Distributed by Graybar Electric Co. 
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tv converters and boosters, microphones 


MODEL CB-1 

• Combination UHF converter and VHF booster. Provides continu¬ 
ous tuning throughout the new UHF channels (14 through b'6): 
Consists of two tuned preselectors, a 6T4 or 6AF4 UHF oscillator 
and a 1N82 silicon diode mixer. Converter changes UHF TV channel 
to either channel 5 or 6 in VHF frequency. VHF amplification 
(channels 5 or 6.) is obtained with the circuits of >the well known 
low-noise, high-gain Astatic CT-1 Booster which are incorporated. 
Switching and tuning is provided to permit using the VHF amplifier 
circuits as a VHF Booster only, on all the VHF television channels. 
This booster circuit is a two stage, neutralized pilsh-pull amplifier 
iisinc a 6J<1 dri^ iiv a fiBQ7A grounded grid amplifier. The CB-1 
easily connects to TV receiver with 
standard 300 ohm leads. Terminal 
board on rear of chassis has connec¬ 
tions for both UHF and VHF an¬ 
tenna and lines to the receiver. 
Operates on 110-120 V., 60 cycle 
AC, 30 watts. 

Housed in attractive metal cabinet, 
finished in brown Hammerlin with 
gold trim, 9" x 6" x 5 %". Ship¬ 
ping weight, 6 Yz lbs. 

Model Code List Price 

CB-l ASXES $59.50 



MODEL 


CT 


• New, two-stage VHF Booster providing greatly improved picture 
quality. Bandwidth over 7 megacycles on all VHF channels. The 
Seanafar features a neutralized 6J6 driving a push-pull dual triode 
grounded grid circuit. Balanced, cascaded circuit provides added 
signal strength with low noise level. Controls: Channel Selector and 
3'position switch (Booster Off, Low Band, High Band). Has input 
and output connections for 72 or 300 
ohm transmission lines. Housed in at¬ 
tractive metal cabinet finished in 
brown Hammerlin with gold trim, 
6 1/4" X 4 %" X 4 %" deep. Complete 
with tubes and selenium rectifier. For 
operation from 110-120 volts, 60 
cycle AC. Shipping Weight, 5 lbs. 

Model Code List Price 

CT-1 ASAMC $35.00 




CARBON MODEL 10M5 

a For mobile applications, ship-to-shore communication, multi¬ 
tude of other uses. Unparalleled high sensitivity among carbon 
mikes, designed for greater ruggedness and convenience in use. 
Ideal response for speech clarity: 100 to 4500 c.p.s. range. 
Double-pole, single-throw switch, with relay and microphone 
circuits normally open (press-to-talk), adapts easily to wide 
variety of circuits. Four-conductor, self-coiling cable: retracted 
length, 12 inches; extended length, five feet. Coiled spring 
cable protector. Surface mounting wall, panel or dash hang-up 
bracket. Grey Hammerlin finish, die-cast housing. 


Model 

Code 

List Price 

10M5 

ASUNM 

$29.50 


CRYSTAL MODEL D-104 

• For close talking applications, such as radio amateur communications and 
similar uses. With high output level approximately —45 db, it possesses definitely 
reduced R.F. feed-back tendencies. Yoke-driven, bridge-mounted Graphoil crystal 
element with METALSEAL protection against moisture or dryness, shock-proof 
mounting and barometric compensation. Speech range frequency response from 
30 to 7,500, rising 500 to 4,000 c.p.s. Chrome finish. Standard equipment 
includes interchangeable plug and connector, s ’ 
cable protector, 5' shielded cable. 

List 


D-104— Code ASUPA .. $24.( 

G-D-104 —Code AS VAX, with G-Stand. 37.( 

D-104-S —Code ASUPB, with S-Switch. 27.: 


CERAMIC MODEL D-104- 

O Duplicate pf Crystal Model except for emploj^ment 
cetamic element, which is immune to extremes of tempera¬ 
ture and humidity. Performance comparable except for 
slightly lower output of approximatel}’^ —58 db. 

List Price 

D-104-C —Code ASUPC ... $24.60 

Q-D-104-C —Code ASVAW ... 37.65 

D-104-C-S —Code ASUQZ, with S-Switch. . 27.35 

CRYSTAL MODEL 54M3 

• High output (—51 db) and smooth, distortion-free 
quality performance at modest cost. Miniature size and 
attractive new styling look the quality instrument part for 
recorder, PA, conference and other uses. Response (30 to 
10,000 c.p.s.) is flat to 1,000 with gradual rise to 6,000 
c.p.s. Non-directional when locked in base, as illustrated. 
Die cast housing with dark chocolate brown enamel finish; 
stamped metal grille with gold plate finish. Gold finish 
base adaptor has pin to lock handle to removable base 
with half-turn, is threaded to fit standard floor stands. 
Standard equipment: base with rubber feet, 5' 
shielded cable and protector. 

Model Code List Price 

54M3 ASUOZ $12.75 




“DYNABAR” 

UNIDIRECTIONAL DYNAMIC 

• New Astatic development, un¬ 
paralleled in over-all smopthness 
of response and high quality per¬ 
formance. Exclusive sintered 
metal method of acoustic phase 
shifting provides superior, uni¬ 
form directional characteristics— 
front to back pickup differential 
of approximately 15 db, dead to 
sound, from rear for practical 
purposes. Has multi-impedance 
transformer and impedance se¬ 
lector switch providing operat¬ 
ing impedances of 50, 200, 500 
and HZ. Dynamic element floated 
in rubber against shock. Output 
level, —54 db; range, 40 to 
10,000 c.p.s. 18' shielded 2- 
conductor cable, detachable cable 
connector. With or without off- 
on switch (hinge ferrule strength¬ 
ened witu fe-Switch housing a built-in, fixed part of 
the ferrule). 

Model Code List Price 

DR-11 HSVFJ $68.00 

DR-llS* ASVFL 69.50 

* With Off-On Switch. 



“SYNABAR” 

UNIDIRECTIONAL CRYSTAL 

• Special sintered metal cancels out 
15 db front to back, making this pro¬ 
fessional-class unit, for practical pur¬ 
poses, dead to sound from rear. Has 
excellent frequency range, 50 to 10,000 
c.p.s., PLUS a Response Selector switch 
to provide choice of ideal pick-up char¬ 
acteristics for either crisp voice or 
general voice and music. Crystal ele¬ 
ment has special METALSEAL pro¬ 
tection against moisture or dryness. 
Output level is —54 db, high im¬ 
pedance. Satin chrome finish. 18' 
single-conductor shielded cable, with 
or without off-on switch. Recommended 
for highest quality reproduction and 
elimination of extraneous noise, in a 
wide variety of modern applications. 
Model List Price 

DR-iO $37.25 

DR-IO-S* 39.95 



NOiE: AH micrepifrDiie output rotings based on a reference level of one volt per microbar. 
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microphones 


CRYSTAL MODEL DK-1 

• New non-directional unit for studio and public 
address, featuring reduced size and design established 
primarily to allow unobstructed, least detracting 
view of performer. Brushed chrome finish contrib¬ 
utes to this purpose by reducing distracting light 
reflections and glare. Excellent frequency range, 
with rising characteristics between 2,000 and 5,000 
c.p.s. Output level is approximately —55 db. 
Crystal element has moisture-proof coating. In¬ 
cludes 10 ft. rubber covered, shielded single con¬ 
ductor cable. Available with off-on switch (SC-11) 
at $2.70 extra. 

List Price 

DK-1-— Code ASURV . $22.00 



The WR-SERIES 

• The WR-Series, Multi-Unit Microphones, 
are highly recommended for studio, public 
address and high quality recording pur¬ 
poses. Substantially flat frequency response 
up to 10,000 cycles. Due to their special 
interior assembly design, the WR-Series 
Microphones are practically transparent to 
sound waves and cannot be acoustically 
overloaded. Model WR-20 may be used on 
cable up to 100 ft. with negligible loss of 
output and Model WR-40 is more than 
able to handle cable twice this length. 
Output level —56 db. Finish, bright 
chrome with satin chrome grille. Cable 
length, 15 ft. Add $2.70 for models with 
off-on switch, as shown. 


WR-20 —Code ASVGZ . $32.30 

WR-40— Code ASVAL . 43.25 

(Available with Off-On Switch or G-Stand) 


"CARDINAL" CRYSTAL^ 

• A sparkling gold finish, low-cost beauty 
with performance comparable to high- 
priced units. All-purpose microphone (see 

accessory list). Lifts from its streamlined, ^^ 

dark brown plastic desk stand for hand 

use. Wide range response, adaptable to 1 1 f 

standard AC or DO circuits, with 10' cable 

Output level approximately —52 db. 

CX —Substantially flat—(Microphone only) 

CX-1—Rising characteristics— 

"CARDINAL" 

DYNAMIC llUlf m 

• Duplicate of Model CX in appearance, ' 

but equipped with dynamic unit. ^ 

CDH—(High Impedance) ^ 

"CARDINAL" CERAMIC 

• Duplicate of Model CX in appearance, but employing ceramic ele¬ 
ment, which is immune to extremes of temperature and humidity. 
Equipped with 5' cable. Output approximately —62 db. List Price 

(Microphone only) 

CC —Substantially flat—Code ASAPU.$8.95 

CC-1—Rising characteristics—Code AS APT. 8.95 

"CARDINAL" ACCESSORIES 

• “Cardinal” plastic desk base, $1.00; any model available with 
off-on switch, $1.50 extra; hang-up hook, $0.25; stand adapter, 

$0.35. 


"VELVET 

• Here is a convertible type Crystal 
Microphone, providing ultra-smooth, vel- 
vcty soft, wide range response, that may 
be used as desk, hand or floor stand mi- 
crophone, to meet practically every mi- 
crophone need. Beautiful gold finish 

grille; brown baked enamel, detacliable 
base; 10' shielded cable. Output level 

Model 200 with smooth, even frequency \ 

response characteristics from 30 to 10,- Im 

000 c.p.s.; Model 241, with similar 
range but rising characteristics between ■ 

1500 and 5500 c.p.s. for added bril- 

200 —Code .^13 95 

200-S—Co^de^ASUVB .. 11.00 

"VELVET VOICE" DYNAMIC 

• This microphone is identical with Model 200, in appearance, but is 
equipped with a dynamic unit. Semi-directional. Exceptionally b:gh 
output level of High Impedance Model, approximately —50 db. Fre¬ 
quency response, 30 to 10,000 c.p.s. 

(Without Switch) List Price 

VDL —(50 ohms)—Code ASANA.^^225 

VDH*—(High Impedance)—Code AS AND. 27.50 

*High impedance model only available with ON-OFF switch, $1.40 

"VELVET VOICE" CERAMIC 

• Also identical in appearance with. Model 200, but employing tlie 
amazing, new piezoelectric ceramic elenient. Recommended where 
liigh temperatures and humidity are service factors. Equipped with 
5' Cable. Output level approximately —-62 db. Frequency response 
30 to 10,000 C.p.s. 

List Price 

VC — (5 Meg.)—Substantially flat—Code ASAQR. $13.15 

VCl —(5 Meg.)—Rising characteristics-^—Code ASAQP. 13.15 

Available with On-Off switch at $1.05 extra 


The DYNAMIC 

• Three models—50 ohm impedance, i 
high impedance or multi-impedance, 
the latter having a multi-impedance 
transformer and impedance selector 
switch to provide choice of 50., 200 
and 500 ohms or high impedances. A 
semi-directional, all purpose dynamic 
microphone incorporating a unitary 
moving coil system, and carefully pro- 
portioned acoustic circuit to highly 
damp the natural resonance of the B|b1 

moving system and provide a response 
characteristic substantially flat from JP 1|| | 

50 to 7,000 cycles. Output level 

DN-HZ approximately —55 db. The BIBf 

“DN” design employs all features nec- 

essary for wide applicability, including BBH 

Astatic’s • tilting-head, swivel mount, Bl^ 

permitting semi- or non-directional , 

positions. Opalescent gray and bright igiiifiiKa 

chrome finish. High- or multi-im- , 

pedance models only are available with 18 llliii 

Type SC-11 Off-On Switch (as illus- Ml B 

trated) at $2.75 extra. 10-ft. shielded w mi 

List Price 

DN-50 —(50 ohms)—Code ASVNJ. . $21.90 

Dl^f-HZ —(High impedance)—Code ASVNG. 29.50 

DN-MZ —(Multi-impedance)—Code ASVNL. . 39.75 

(All modeli available with G-Stand at $13.00 extra.) 
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microphones and stands 


The JT-SERIES CRYSTAL & CERAMIC 



• Because of their wide range of 
usefulness, excellent performance 
and low price. Astatic JT-Series Mi¬ 
crophones are used extensively for 
amateur, public address and home 
recording. JT-Series Microphones 
are available in both wide and voice 
range models and, in addition to 
standard equipment, are furnished 
complete with concentric cable con¬ 
nector, convenient wood handle, in¬ 
terlocking metal base. Crystal mod¬ 
el has 10' cable; ceramic, 6'. Wood 
handle may be removed and micro¬ 
phone used on floor stand. Crystal 
models’ output level, — 52 db, pro¬ 
vides ample reserve for use with 
high gain amplifiers. Ceramic mod¬ 
els’ output approximately — 62 db. 
Opalescent gray with bright chrome 
grille. 

List Price 

JT-30 —Substantially flat— 

Code ASVLG .$16.95 

jX-40 —Rising characteristics 

—Code ASVLD .. 16.95 
*JT-30-C— Substantially flat — 

Code ASVLF . 16.15 

*JT-40-C —Rising characteristics 

—Code ASVLC .. 16.15 

* Ceramic Models. 


LAPEL TYPE MODEL L-1 

• This very small dual-diaphragm crystal mi¬ 
crophone was developed to meet especially 
difficult pickup conditions. Equipment in¬ 
cludes lapel-type spring clip and over-shoulder 
cord to permit wide latitude of movement. 
Output level —62 db. Frequency response uni¬ 
form from 30 to 10,000 c.p.s. Finish, black, 
oxidized. Furnished with 16' cable. 

List Price 

Model L-1—Code ASUSN.$27.35 




MODEL K-2 


• Because of its smooth, undistorted re¬ 
production and the fact that it cannot be 
acoustically overloaded, Astatic Model 
K-2 Crystal Microphone is favored and 
extensively used. In this model. Astatic 
provides a small size, dual-diaphragm 
type crystal microphone for studio use, 
recording, dance bands, public address 
installations and general applications 
where quality performance is required. 
With dual crystal unit design. Model K-2 
has twice the capacitance of the usual 
crystal microphone and correspondingly 
longer cable lengths may be used. Stand¬ 
ard equipment includes plug and socket 
connector and 15' cable. Output level 
—62 db. Bright chrome finish. 


List Price 

K-2 -r-Code ASURX.$30.10 

K-2-S—Code ASURW, 

with S-Switch.. 32.85 

GK-2—Code ASUZA, 

with G-Stand . 43.10 


CRYSTAL MODEL T-S 

• Definitely established by long and con¬ 
tinued popularity. Model T-3 Crystal Mi¬ 
crophone is highly practical for many 
and varied applications. Its use is sug¬ 
gested for studio set-ups, with amateur 
rigs, intercommunicating systems, public 
address installations and for high-class 
recording purposes. Crystal element has 
special METALSEAL protection against 
moisture or dryness. Microphone head may 
be tilted with ease on unique swivel 
mounting and pickup pattern made semi- 
or non-directional, as desired. Output 
level —52 db. Frequency response sub¬ 
stantially uniform from 30 to 10,000 
cycles. Equipped with interchangeable 
plug and socket connector and 16 ft. 
cable. All chrome finish. 

List Price 

T-3 —Code ASVCX .$27.35 

T-3-S—Code ASVCW,with S-Switch 30.10 
GT-3 —Code ASUZD, with G-Stand 40.40 



CERAMIC MODEL T-3-C 

• Duplicate of Model T-3 except for employment of heat and moisture- 
immune ceramic element. Output level —62 db with 6' cable. 

List Price 

T-3-C-Code ASVCU .$25.55 

T.3-C-S—Code ASVCT, with S Switch. 28.30 


MICROPHONE STANDS, SWITCH 
CONNECTORS AND ADAPTERS 



MODEL 

FINISH 

HEIGHT 

LIST 

PRICE 

A-10 — ^Floor 

Chrome & Gray 

2' to 6' 

$10.00 

G—(Grip-to-Talk) 

Chrome & Gray 

8 %" 

18.50 

F—Desk 

Chrome & Gray 

81 / 4 " 

10.00 

E-1—Desk 

Chrome & Gray 

5 Vs " 

5.40 

E-5B—Desk 

Chrome & BroAvn 

8" 

5.40 

E-5G—Desk 

Chrome & Gray 

8" 

5.40 

F-11 —^Adapter 

Chrome 


4.75 

SC-11—Switch Connector 

Chrome 


6.00 

E-2— ^Desk Staftd 

Chrome & Gray 

2%" 

7.00 
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TURNOVER SERIES 


REPLACEMENT NEEDLES 


For Cartridge Types 
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PICKUP CARTRIDGES, RECORDING HEADS 




CARTRIDGES FOR SLOW-SPEED AND STANDARD 78 RPM RECORDS 


14. 15 AND I6L-3 TYPES. 
EXTRA-HIGH OUTPUT 
SERIES 


AC-J, 

SMOOTH RESPONSE 
SERIES 


ACD-J, 

TURNOVER VERSION 
OF 

AC SERIES 


CAC-J, 

FAMOUS INTERNALLY 
EQUALIZED SERIES 





Model 

Element 

Type 

List Price 

Minimum 

Needle 

Pressure 

Output 
Voltage 
1000 c.p.s. 

1.0 Meg. Load 

Frequency 

Range 

c.p.s. 

Needle 

Type* 

For Record 

Approx. 
Net Wt. 
in Grams 

1 Code 

CACAG-J 

Crystal 

7.50 

10 gr. 

1.35tt 

30-11,000 

Q-AG(J)** 

33-1/3, 45 and 78 RPM 

5 

ASWZX 

CAC-D-J 

Crystal 

$10.50 

10 gr 

0.7t 

o.8tt 

30-11,000 

Q-33(J» 

Q(J) 

33-1/3,45 and 78 RpM 

28 

ASXDJ 

CAC-J 

Crystal 

7.50^** 

.6 gr 

l.Ot 

30-11,000 

Q-33(J) 

33-1/3 and 45 RPM 

5 

ASWZZ 

CAC-78-J 

Crystal 

7.50* *♦ 

10 gr 

1.35tt 

30-11,000 

Q(J) 

78 RPM 

5 

ASWZY 

CAC-W-J 

Crystal 

7.50* *♦ 

(Same as CAC-J except equipped with special terminals and fittings for easy installation 
in record changer tone arms with plug-in heads.) 

5 

ASWYB 

jcAC-78-W-J Crystal 

7.50* *♦ 

(Same as CAC-78-J except equipped with special termi¬ 
nals and fittings for easy installation in record changer 
tone arms with plug-in heads.) 


5 

ASWYA 

GC-AG-J 

Ceramic 

7.40 

8 gr. 

0.7tt 

50-10,000 

G-AG(J)** 

33-1/3,45 and 78 RPM 

5 

ASWZM 

GC-J 

Ceramic 

7.40 

6 gr. 

0.55t 

50-10,000 

G(J) 

331/3 and 45 RPM 

5 

ASWZK 

GC-78-J 

Ceramic 

7.40 

12 gr. 

0.7tt 

50-10,000 

G-78(J) 

78 RPM 

5 

ASWZI 

L-12 

Crystal 

5.00 

1 oz. 

, 4.0tt 

50-5,000 

Optional 

78 RPM 

19 

ASWSG 

Ln 

Crystal 

6.00 

10 gr 

3.0tt 

50-5,000 

Not included 

33-1/3. 45 and 78 RPM 

8 

ASWTS 

L-78 

PN 

Crystal 

11.15 

(Special P.N. Crystal Cartridge for Seeburg Record Changers) 78 RPM 

28 

ASWWO 

L-26A 

Crystal 

5.00 

2% oz 

1.4tt 

50-4,500 

Optional 

78 RPM ’ 

30 

ASWVZ 

L-40A 

Crystal 

5.00 

VAoz, 

0.6tt 

504,500 

Optional 

78 RPM 

30 

ASWUA 

L-70A 

Crystal 

5.55 

1 Vi oz. 

i.ott 

50-4,000 

Optional 

78 RPM 

28 

ASWVT 

L-72A 

Crystal 

6.65 

l'/4 0Z. 

3.5tt 

50-4,000 

Optional 

78 RPM 

28 

ASWVL 

L.74A 

PN 

Crystal 

10.00 

l'/2 0Z. 

1.4Tt 

50-4,000 

Optional 

78 RPM 

28 

ASWVD 

L-82A 

Crystal 

5.55 

IV2OZ. 

3.5tt 

50-5,000 

Optional 

78 RPM 

28 

ASWSJ 

L.92A 

.Crystal 

6.00 

I OZ. 

2.25tt 

50-7,000 

Optional 

78 RPM 

19 

ASWTR 

LQD-J 

Crystal 

9.50 

8 gr. 

l.Ot 

I.ott 

50-7,(/OO 
Roll-off 
at 3.500 

Q.33(J. 

Q(J) 

(Dual Needle) 33-1/3,45 and 78 RPM 8 

ASXAL 

LQD-IJ 

Crystal 

9.50 

(Same as LQD-J except equipped with needle guards and spindle for turnover knob.) 

9 

ASXAM 

LQD-IJB 

Crystal 

10.00 

(Same as LQD-J except equipped with complete turnover assembly and knob.) 

22 

ASWYR 

LT4AG 

Crystal 

7.00 

8gr 

2 .0tt 

50-5,000 

DAG(M)** 

33-1/3,45 and 78 RPM 

8 

ASXBX 

L-12-1] 

Crystal 

iso' 

1 oz. 

1.25tt or 4.0 

50-5,000 

Optidnal 

78 RPM 

19 

ASWSF 

M-22'' ' 

Crystal 

.5.55 

23/4 'oz. 

2.9tt 

50-6,500 

Optional 

78 RPM 

21 

ASWJM 

PT 

Crystal 

5.00 

1 oz. 

1.4tt 

50-10,000 
Roll-off 
at 3,000 

Not included 

Replacement for Philco 
Parts—35-2671, 35-2671-1 

27 

ASWTB 

U-J 

Crystal 

8.90 

5gr 

. 0.5t 

30-10,000 

U(J( 

33-1/3 and 45 RPM 

4 

ASXAT 

U-78.J 

Crystal 

8.90 

5gr. 

0.5tt 

30-10,000 

.U-78(J) 

78 RPM 

4 

ASWZG 

*“J” stands for Sapphire Tip, “M” for Precious Metal Tip. lo e rr -r . d j 

♦•ALL-GROOVE needle tip of special design and size to play 33-1/3, 45 and 78 RPM Records. 

•♦♦With Diamond Stylus at $31.00 . ttAudio-tone 78-1 Test Record. 

NOTE: Cartridge type B also uvailahle with PN Crystal upon request. 

Equivalent. 


CAC-D-J, 

TURNOVER SERIES, 

TWO COMPLETE CARTRIDGES 
BACK TO BACK 


RECORDING^ HEADS 



GC-J, 

FAMOUS CERAMIC 
SERIES 


Model 


Maximum 

Useful 



Net 

Weight 


List 

Price 

Type 

- ' .'1 

Recording 

Voltage 

Upper 

Limit 

Finish 

Dimensions 

Code 

X.26 

Crystal 

150 V. RMS 

6,000 c.p.s. 


I%"x%"x3y4" 

5*y4 oz- 

ASXMI 

112.80 

M. 41.8 

Magnetic 

3V.RMS 

7,000 c.p.8. 

Dark 

l%"x+i"x3%" 

^Vz 02- 

ASXMF 

12.80 

(8 Ohms) 




Brown 









Enamel 





M41.S0O 

Magnetic 

30 V. RMS 

7,000 c.p.s. 


i%"xn"x3%" 

31 / 202 . 

ASXME 

12.80 

(500 Ohms) 











MODEL 

M-41 
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MODEL 7 CRYSTAL 
TURNOVER PICKUPS 



© Model i-LAL'-I) employs revolutionary 
new Astatic “Twin CAC” turnover cartridge, 
two complete cartridge assemblies back to 
back on a common plate. See cartridge 
description, following page, for sensational 
performance qualities. Pickup model 7-D 
employs Astatic’s popular “smooth response 
cartridge,’’ the tiny A CD turnover. Cast 
aluminum arm design affords minimurn track¬ 
ing error and balanced groove sidewall 
pressure, resulting in reduced tracking dis¬ 
tortion and longer record and needle life. 
Cartridge rotates in improved snap-action 
turnover mechanism. Light brown Hamrner- 
lin finish. 



• Famous Astatic Studio Master “4 00’’, 
notable for tracking excellence, low needle 
talk. Gracefully curved, cast aluminum arm 
in light brown Hammerlin finish. Model 
400-CAC-D employs revolutionary new As¬ 
tatic “Twin CAC” turnover cartridge, two 
complete cartridge assemblies back to back 
on a common plate. Model 400-D employs 
Astatic’s popular “smooth response car¬ 
tridge,’’ the tin.y A CD turnover. 

Model 400-CAC uses the CAC-J Crystal 
Cartridge with single sapphire stylus of one 
mil tip-radius. Impartial experts have singled 
out the CAC-J as the ultimate for long- 
playing transcription performance. 


MODEL P SERIES PICKUPS 


• Handsomely curved new arm design assur¬ 
ing every performance advantage at amaz¬ 
ingly low price. Model P-29 employs L-29 
Crystal Cartridge, notable for high output, 
affording excellent results with standard 
phonograph amplifiers where other cartridges 
are unsatisfactory. Model P-12 Pi<4<up uses 
L-12 Crystal Cartridge for full professional 
performances at bedrock price. Model P-GC 
is the ceramic version of this fine new pickup 
series. Model P-CAC employs the famous 



CAC-J Crystal Cartridge, internally equal¬ 
ized for ideal frequency response. Model 
P-LT-4AG has the LT-4AG Crystal Car¬ 
tridge, a new high-output, low-cost unit 
<‘mploying the type “D-AG’’ needle. 


PICKUPS FOR SPECIAL APPLICATIONS 


MODEL 9-D-TURNOYER ASSEMBLY 
AND ‘TWIN CAC” CARTRIDGE, 
MOUNTED IN Y-M STYLE 
TONE ARM 



• Replaces the entire tone arm—easil\'. 
quickly, with only a screwdriver—for 
thrilling perfection in quality of repro¬ 
duction on all record types. Simple 
instructions with each unit. Sapphire 
needle on slow-speed side, osmium on 
78 RPM side. For V-M Models 920, 950, 
955, 970, 971, 975, 980, 985. 


MODEL 8-D-TURNOVER ASSEMBLY 
AND DOUBLE-NEEDLE CARTRIDGE, 
MOUNTED IN WEBSTER-CHICAGO 



Offers improved quality of reproduction 
for all record types. Installation is the 
easiest and speediest job of its type . . . 
you replace entire tone arm. No 
alterations to record changer . . . all 
you need is a screwdriver. Simple in¬ 
structions with each unit. FOR WEB- 
STER-CHICAGO CHANGER MODELS: 
246, 256, 255, 262, 264, 346, 856, 
355, 362, 857, 364. 


PICKUPS FOR SLOW-SPEED AND STANDARD 78 RPM RECORDS 


Model 

List 

Finish 

Cartridge 

Used* 

Element 

Stylus 

For Record 

Cable 

Shipping 

Weight 

Code 

Price 

Type 

Size 1 

Speed 

Length* ♦ 

7.CAC-D 

$16.40 

Light Brown 

CAC-D-J 

Crystal 

Precious Metalf 
Sapphiref 

7-10-12" 


13" 

2 lbs. 

ASXHT 

7-D 

15.90 

Hammerlin 

ACD 

Crystal 

Precious Metal t 
Sapphiref 

7-10-12" 


13" 

12 ozs. 

ASXHV 

8 -D 

11.50 

Brown Plastic 

(Special for Webster-Chicago Record Changers) 7-10-12" 


2 " 

12 ozs. 

ASX^’' 








All 














9-0 

11.50 

Brown Plastic 

CAC-D-J 

(Special for V-M Record Changers) 7-10-12" 


2 " 

12 ozs. 

ASXHX, 

400-CAC-D 

25.50 

Light Brown 

CAC-D-J 

Crystal 

Precious Metalf 
Sapphiref 

10-12-16" 


24" 

1 lb. 8 ozs. 

As^cy 

400.D 

400-CAC 

25.00 

25.00 

Hammerlin 

Opalescent Grey 
Hammerlin 

ACD-2 

CAC-J 

Crystal 

Crystal 

Precious Metalf 
Sapphiref 

Sapphire 

10-12-16" j 

10-12-16" 

Slow 

24" 

24" 

1 lb. 8 ozs. 

1 lb. 8 ozs. 

ASDCN 

ASBCT 

P-29 

8.00 

Opalescent Grey 
Hammerlin 

L-29 

Crystal 

Not 

Included 

7-10-12" 

All 

13" 

11 b. 

ASXDC 

P-12 

6.00 

Dark Brown 
Hammerlin 

L.12 

Crystal 

Not 

Included 

7-10-12" 78 RPM 

13" 

11 b. 

ASXDB 

P-GC 

10,75 

Opalescent Grey 
Hammerlin 

GC-J 

Ceramic 

Sapphire 

7-10-12" 

All 

13" 

11 b. 

ASXDA 

P-CAC 

10.75 

Opalescent Grey 
Hammerlin 

CAC-J 

Crystal 

Sapphire 

7-10-12" 

All 

13" 

11 b. 

ASXEZ 

P-LT4AG 

9.50 

Opalescent Grey 
Hammerlin 

LT4AG 

Crystal 

Precious 

Metal 

7-10-12" 

All 

13" 

11 b. 

ASXEY 


fPrecious metal stylus tip on 3-mil 78 RPM side. Sapphire stylus lip on 1-mil 45 and 33-1/3 RPM side. I 

♦FOR PERFORMANCE DATA SEE CARTRIDGE CHART _♦♦Super-Flexible, Single Conductor, Shielded | 
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GRADEENT' AND DYNAMIC MICROPHONES 



Model “300** 
Broadcast 


BI-DIRECTIONAL GRADIENT* MICROPHONES 

These rugged, high-fidelity, multi-impedance microphones meet the most critical applica¬ 
tions of television^ radio broadcasting, professional recording, and highest-quality general 
purpose uses! The Gradients provide a bi-directional pickup pattern—permitting greater 
performer freedom (performers can stand at a 73% greater distance from the microphone!) 
The ''300^' and ''315'^ pick up voice and music from front and back-r-are ^'dead'^ at the 
sides. They reduce reverberation and the pickup of distracting random noises by 66%l 
Model "300'' is specially designed to meet the exacting requirements of TV, radio broad¬ 
casting, and recording —with a frequency response of 40 to 15,000 c.p.s. Has a special 
"Grayje" non-reflecting finish. The "300" has a "Voice-Music" switch, vibration-isolation 
unit, and a Cannon XL connector. Model "315" is similar to the "300"—with a response 
of 50 to 12,000 c.p.s. Permits the sound system to operate at a level almost 6db higher 
than is possible with omni-directional microphones! It is finished in rich, soft chrome. 



Model “315** 
General 
Purpose 



IMPEDANCE TABLE 

OUTPUT LEVEL 

L--35-50 ohms 

59.5 db below 1 Milliwatt per 10 microbar 
signal 

M—150-250 ohms 

60.0 db below 1 Milliwatt per 10 micro¬ 
bar signal 

H—High 

59.5 db below 1 volt per microbar 


MODEL 

LIST PRICE 

”300" 

$125.00 

*’315" 

$ 75.00 



“Small Broadcast" 
Model 556S 


UNIDIRECTIONAL DYNAMIC MICROPHONES 

The "Small Unidynes" are the largest selling mcirophones throughout the world! They are 
the only smalUsized, unidirectional, moving-coil dynamic microphones made; therefore 
they are the ideal microphones for high-quality applications where maximum operating 
efficiency is a ^'must/^ yet small size is desired. A sturdy construction provides immunity of 
the moving coil system to abnormal atmospheric conditions and severe mechanical shock. 
Model "55S" is highly recommended for fine-quality public address; theater-stage sound 
systems; recording and remote broadcasting. Is widely used for fixed station use in the 
police, fire, and transportation services. Model "556S" is recommended for studio broad¬ 
casting/ television use, and professional recording. Has Cannon XL connector and 
Vibration-isolation unit. Both models reduce the pickup of random noise energy by 67%; 
have smooth response from 40 to 15,000 c.p.s.; are supplied with a 20-ft., high quality 
cable and plug assembly. 



“Small Unidyne" 
Model 55S 
(General Purpose) 



IMPEDANCE TABLE 

OUTPUT LEVEL 

L—35-50 ohms 

59.4 db below 1 Milwatt per 10 microbar 
signal 

M—150-250 ohms 

60.1 db below 1 Milliwatt per 10 micro¬ 
bar signal 

H—High 

60.5 db below 1 volt per microbar 


Multi-Impedance 
Switch on Models 
“555”, "556S", “51“ 
“•300", “315" 


MODEL 

LIST PRICE 

556S 

$100.00 

55S 

$ 72.50 



Model “51** 
Sonodyne 


MULTI-IMPEDANCE HIGH OUTPUT DYNAMIC 


MODELSONODYNE 

The "Sonodyne" is ideal for all general purposes, in¬ 
cluding public address, wire and tape recording, and 
similar applications. It is widely used by bonds, instru¬ 
mentalists, and professional recording artists because of 
its outstanding reproduction of both voice and music. 
Wide-spread usage by home users of tape recorders in¬ 
dicates that the "Sonodyne" is the ideal high-quality, 
moderately-priced replacement for the conventional 
microphone supplied with tape recorders. Has built-in 
receptacle and a 15-ft., two-conductor shielded cable 
with microphone plug attached. Finished in rich satin 
chrome. List Price; $45.00 


IMPEDANCE TABLE 

OUTPUT LEVEL 

L—”35-50 ohms 

53.0 db below 1 Milliwatt 
for 10 Microbar signal 

M—-150-250 ohms 

52.5 db below 1 Milliwatt 
for 10 Microbar signal 

H—High 

52.0 db below 1 volt 
per Microbar 
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CRYSTAL MICROPHONES 


THE NEW <<SLIM-X’' OMNI-DIRECTIONAL MICROPHONE 


FOR: 

* Low Cost P«A. Systems 

* Home Recording 

* Homs 

* General Purpose 





On Floor Stand 


The new “777” Slim>X Microphones are rugged little 
microphones weighing only 6 ouncesi They are de¬ 
signed for good-quality voice and music reproduc¬ 
tion. Their versatility and ^'hand-abllity^^ make them 
ideal for use by lecturers, announcers, instructors, 
and Hams; for audience participation shows; car¬ 
nivals; panel and quiz shows; and use with home- 
recorders. When mounted on either cradle or swivel, 
the "777”* can be removed in a flash (no tools 


necessary)—simply by lifting it out of the holder. 
This makes it an ideal ^'walk-around"' hand-held 
microphone. 

TECHNICAL INFORMATION: Smooth frequency 
response—^50 to 10,000 c.p.s.; special-sealed crystal 
element—^for long operating life; high impedance; 
7' single-conductor cable, disconnect type. Dimen¬ 
sions: (Microphone only) Length, 4 V 2 "; Diameter, 
1". Finish: Rich satin chrome overall. 



In the Hand 


ACCESSORIES FOR “777” 

MODEL S38 STAND is a heavy die-cast base. Includes metal screw machine stud for connecting 
microphone adaptor to stand base. 

Model: S38 Price; $3.00 

MODEL A25 SWIVEL ADAPTOR features a long-life, high-quality swivel connector. Is lined with 
a long-life nylon sleeve—for noise-free and scratch-free insertion and removal of microphone. 
Model: A25 List Price: $5.00 


Model 

Output 

List Price 

777 

—58db 

1 8.95 

777S 

With Switch 

—58db 

20.95 


(Price includes cradle 
for mounting on stand.) 



Fig. A 


Fig. B 


Fig. C 



Fig. D 


Fig. E 





<<M0N0PLEX’’ (Fig. A) 

The only Super-Cardioid Crystal Micro¬ 
phone made—far superior to conventional 
Crystal Microphones! Excellent for high- 
quality public address, communications, re¬ 
cording, and similar applications. The 737A 
operates under adverse conditions of back¬ 
ground noise and reverberation—where a 
conventional microphone would be prac¬ 
tically useless! Reduces pickup of random 
sound by 73%! Moisture-proofed 'Wetal 
Seal" crystal for long operating life. Case 
pivots at rear, can be pointed toward de¬ 
sired sound or upwards for horizontal 
plane pickup. Has 15 ft. shielded cable. 
Rich satin chrome finish. High impedance. 


MODEL 

OUTPUT 

LIST PRICE 

737A 

54.0 db 
below 1 volt 
per microbar 

$39.75 


Microbar=:one dyne per sq. cm. 


THE -‘REX” (Fig. B) 

Its low price makes this hand-held micro¬ 
phone a natural for "Hams" and low-cost 
public address systems. A rugged unit de¬ 
signed for high speech intelligibility. Saves 
extra costs, as it needs no desk stand! Has 


a broad base, complete with stand adapter 
for mounting on floor stand. Sits firmly on 
a table top without tipping over. Die cast 
case. Frequency response 60 to 9,000 c.p.s. 
5' shielded cable. Beautiful Bergundy-red 
metallic finish. Only wide, 3%" high, 
\Va'' thick. High impedance. 


MODEL 

OUTPUT 

LEVEL 

LIST 

PRICE 

710A 

50 db below 

1 volt per microbar 

$10.95 

710S 

(with switch) 

50 db below 

1 volt per microbar 

$12.95 


Microbar=one dyne per sq. cm. 


MODEL 707A (Fig. C) 

Ideal for low-cost P.A. systems, amateur 
'phone transmitters and similar applica¬ 
tions. Good-quality performance at low 
cost. Has typical semi-directional pickup. 
Has 7 ft. shielded cable. High impedance. 
Pearl Gray case with rich satin chrome 
finish on front grille. Diameter 2%^'. 


MODEL 1 

1 OUTPUT 

LIST PRICE 

707A 

51.0 db below 

1 1 volt per microbar 

$15.50 


Microbar=:one dyne per sq, cm. 


LAPEL MICROPHONE (Fig. d) 

Specially designed unit widely used by 
lecturers, instructors, speakers, etc. High 
speech intelligibility. Response from 40 to 
6,000 c.p.s. IVs" diameter. Has lapel clip. 
20-foot shielded single-conductor cable. 


MODEL 

OUTPUT 

LEVEL 

LIST 

PRICE 

76B 

- 57db 

$27.00 


STRATOLINER (Fig. e) 

An expensive-looking crystal microphone at 
moderate cost. Wide-range response for 
good reproduction of either voice or music. 
Placed horizontally, the 708A is semi-direc¬ 
tional; used vertically it becomes non- 
directional. Swivel permits 90° tilting of 
microphone. 7 ft. shielded cable and plug 
assembly. High impedance. Pearl Gray 
finish. 


MODEL 

OUTPUT 

LEVEL 

LIST 

PRICE 

708A 

51.0 db below 

1 volt per microbar 

$27.50 


Microbar=one dyne per sq. cm. 
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CONTROLLED RELUCTANCE MICROPHONES & 
MAGNETIC TAPE AND WIRE RECORDING HEADS 





THE “HERCULES’' (Fig. ai 

Provides the ruggedness, clear reproduction, and high, output 
needed for Public Address, Communications, and Recording—^AT 
AN AAAAZINGLY LOW PRICE! Ideal for general-purpose use in 
tropical countries and all coastal areas where humidity is a prob¬ 
lem. Ideal for either Indoor or Outdoor use. Fits snugly in the 
hand, sits firmly on a desk. Supplied with odapter for mounting on 
floor stand. High impedance. Frequency response is 100 to 7,000 
cp.s. 5' shielded cable. Green metallic finish. Die-cast case. 


Fig. C Fig. D 

THE <^GREEN BULLET’’ (Fig. C) 

Provide quality music and speech reprodutcion at low cost. It is 
practically immune to the effects of high temperatures and humid¬ 
ity. Features: high output, good response, high impedance, and 
rugged construction. Has a beautiful metallic green finish with a 
satin chrome grille. Response is 100 to 7,000 c.p.s. T single-con¬ 
ductor shielded cable. High impedance. 


OUTPUT LEVEL 
52.5 db below 
1 volt per microbar 


LIST PRICE 
$17.50 


MODEL 


510C 

510$ 

(with switch) 


OUTPUT LEVEL LIST PRICE 


52.5 db below 1 volt per microbar _ $ 15.00 

52.5 db below T volt per microbar $17.00 




THE “DISPATCHER” (Fig. b) 

Handles the most severe field requirements of paging and dispatch¬ 
ing systems. Supplied with 7 feet of 2-conductor shielded cable. 
Is wired to operate microphone and relay circuits. Used by police, 
taxi-cab, railroad, airport, bus, truck dispatch offices. High Im¬ 
pedance. 


THE “RANGER” (Fig. D) 

Ideal for* outdoor public address, mobile communications, ham, 
audience participation shows, etc. High speech intelligibility. 
Heavy-duty, push-rto-talk switch for maximum operating life. Model 
505C furnished with 5' three-conductor shielded cable. Model 
505B has four-conductor cable. Response is 100 to 9,000 c.p.s. 


OUTPUT LEVEL 
47.0 db below 
1 milliwatt per 
10 microbar sianal 


IMPEDANCE 
150-250 ohms 


LIST PRICE 
$27.50 




Wire Recording Head. _ 

Upper track recording. Low impedance record-playback coil. _ 

Upper track recording. High impedance record-playback coil. __ 

Upper track recording. High impedance record-playback coil. _ 

.093" record track width. Low impedance record-playback coil. _ 

Upper track recording. (Replace with Model 815.) _ 

Upper track recording with special mounting bracket. Cinch Plug attached. 
Upper track recording with 14-lnch completely insulated leads. Cinch Plug 

attached. _ 

Upper track recording. Cinch Plug attached. _ 

Upper track recording with special leads. __ 

(Jpper track recording. Cinch Plug attached. ___ 

Upper track recording. Special record-playback coil impedance. _ 

Lower track recording. Low impedance record-playback coil. _ 

Upper track recording. Low impedance record-playback coil. _ 

Lower track recording with special mounting bracket. Low impedance 

record-playback coil. __ 

Upper track recording. (Replace with Model 816.) _ ' __ 

Upper track recording whii special Meads. _ 

Lower track recording. _ 

Upper track recording. Low impedance record-playback coil. _ 

Upper track recording with special leads. _ 

Special Assembly. 

.093" record track width. High impedance record-playback coil. _ 

.093" record track width. (Replace with Model 817.) _ ' _ . 

.093" record track width with mounting bracket. Low impedance record- 

playback coU. ___ 

Erase head. ___ 

Erase head with mounting bracket. 
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COMMUNICATIONS MICROPHONES AND ACCESSORIES 


mu 


COILED CORD SETS 


Standard Copper Coiled Cord with trimmed and finned leads. Used in 
“CB" and “100’' Series Microphones. 

Model: CISC Codes RUCOR List Price: $5.75 

Tinsel Coiled Cord with Amphenol MC4M Connector for use with Gen¬ 
eral Electric equipment. 

Model: C16C Code: RUCAG List Price: $8.75 

Tinsel Coiled Cord with spade lugs for use in Motorola equipment. 
Model: C17C Code: RUCAJ List Price: $7.25 

Standard Coiled Cord with Amphenol MC4M Connector for use with 
Motorola equipment. 

Model; CISC List Price: $7.25 

Tinsel Coiled Cord with Amphenol MC4M Connector for use with 
Motorola equipment. 

Model; C19C List Price: $8.75 


CARBON MICROPHONE CARTRIDGE 

Rugged microphone cartridge replacement for “CB”, 
“100”, and “120“ Series Carbon Microphones. Furn- 
ished with necessary mounting hardware end complete 
« installation instructions. Direct replacement for the car- 

, P fridge used in the Models 101 A, 101B, 101C, 102A, 
102B. 102C, 120, CBIO, CB10B, CB10C, SBIOE, CBII, 
CBllB, CB12, CB12A, CB12B, CB12C, CB12D, CB12E, 
^ CB14, CB14A, CB15, CB15B, CB15C, CB15D, CB15F, 

CB20, CB162, 91A27 carbon microphones. 

RIO Model; RIO List Price; $8.00 


MICROPHONE ASSEMBLY A 

A Controlled Reluctance Microphone and Desk Stand 

Assembly—ideal for fixed-station used in all types of T 

communications work. Has a built-in switch for con- 

trolling both the microphone circuit and an externol g 

relay or control circuit. Replacement for Mfrs. Model ^ 

No- CR84, 

Model 51OMD List Price; $35.00 

Model 510MD 



MODEL SERIES 

CARBON MICROPHONES 

Used around the world for po¬ 
lice, taxi, bus, truck, and com¬ 
mercial applications — more 
than all other makes combined! 
Rugged unit with clear, crisp 
voice response and high output. 
Heavy duty switch for push-to- 
talk performance. Furnished 
with bracket for wall mounting, 
plus coiled-cord cable. Adopted 
as standard microphone by 
G.E., Link, Motorola, R.C.A. for 
2-way radio communications 
equipment. Output level; 5db 
below 1 volt for 100 microbar 
speech signal. 



REPLACEMENT 

CHART 

MODELS 

MANUFACTURERS 

REPLACEMENT 

MODEL 

CBIO, CBlOfi, 
CBIOC, CBIOD, 
CB15, CB15D, 

101C 

CB10E 

101E 

CB12, CB12A, 
CB12C, CB12D 

102C 

CB12E 

102E 

CB15F 

103 


Model 

Cable 

lOlC 

Standard Coiled Cord 11" 
retracted; 5' extended 

101E 

Tinsel Coiled Cord 11" re¬ 
tracted; 5^ extended with 
Amphenol MC4M Connector 

102C 

Standard Coiled Cord 11" 
retracted; 5’ extended 

102E 

Tinsel Coiled Cord 11" re¬ 
tracted; 5’ extended with 
spade lugs 

103 

Standard Coiled Cord 11" 
retracted; 5' extended with 
Amphenol MC4M Connector 


Switch Arrangement List Price 

$27.50 

Two Wire Relay _ 

Switch normally open. 

(No microphone switch) $32.50 


Relay normally open. •gr 

Microphone switch 
normally open. $30.00 

Two Wire Relay 
Switch normally open. $29.00 
(No microphone switch) 


**PACK MICROPHONE 

Designed for use with small portable and mobile 
transmitters. Only 2" in diameter amd IVz^' thick. Has 
3-conductor coiled cord, metal-spring strain relief, and 
Push-to-Talk switch. Has some operating characteristics 
as “100 Series’’ Carbon Microphones. Replacement 
for Mfrs. Model Nos. CB20, CB21. 

Model 115 List Price: $28.50 


SWITCHES AND ACCESSORIES 



MICROPHONE REPLACEMENT CARTRIDGES 


CONTROLLED 

RELUCTANCE 



Controlled Reluctance. Ideal for the Model R7 Crystal Microphone. Avail- 

replacement of Crystal Cartridges in able for service installation as a 

Shure cases of the Model 707A and replacement for the cartridges in 

708A Series, where heat and humi- the Shure Crystal Microphones of 

dity are a problem. Also replaces the 707A and 708A Series, and 

cartridges in other mfrs. models of other microphones of similar design, 

similar design, where space permits. High output—48db below 1 volt 

Supplied with rubber mounting ring per microbar. Cartridge supplied 

and installation instructions in with rubber mounting rings and 

English and Spanish. installation instructions. 

Model: R5 List Price: $10.00 Model: R7 List Price; $7.75 

CABLE-TYPE TRANSFORMER 

Mode! A86A is a high quality, cable-type trans- 
_ former, ideal for matching low-impedance mi- 

crophone lines to high-impedance amplifier 
inputs (matches 35-50 and 150-250 ohm micro- 
P phones of high impedance). 2-foot cable. 

Model; A86A List Price; $16.00 


Model A86A 


TAKE-APART STAND 

Model S34B. Handy low-cost stand for desk ot 
hand use. One twist of handle locks it securely in 
base for use as a table stand, or releases handle 
for use in hand. Metal base, wood handle. 
Model S34B List Price: $3.00 


^<GRIP-TO-TALK SLIDE-TO-LOCK<< SWITCH 

Heavy-Duty Switch withstands the most severe field ^ 

requirements of paging and dispatching systems. ^ 

Ideal for Police, Taxi-Cab, Railroad, Airport, Bus, 

Truck, and all emergency communications work, 

Can be used with Shure connector-type crystal, ^ 
dynamic and carbon microphones of any impe- ^ 
dance. Fits handily on Shure S36A Desk Stand. 

Rich satin chrome finish. 

Model; A88A List Price: 11.75 Model A88A 

ON-OFF PRESS-TO-TALK SWITCHES 



Model A83B. Rotary-type “On-Off” switch. Quickly attached to any cdble- 
connector type Shure microphone. 

Model: A83B List Price; $6.50 

Model A84B. Momentary Press-to-Talk “On-Off” switch. 

Model: A84B List Price; $7.50 

Model A85C. Momentary Press-to-Talk Relay-Type Switch. 

Model: A85C List Price; $10.75 

MODERN DESK STAND 


Model $36A. Streamlined Desk Mount fits all Shure con¬ 
nector-type microphones. Adapter provided for mounting 
other type microphones. Ideal for use with A88A. 
Model: S36A List Price $5.50 
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CRYSTAL AND CERAMIC PICKUP CARTRIDGE^^^||fl 



Fig. A 

^'Direct Drive'' 



Fig. B 

"Vertical Drive" 



Fig. C 

"Vertical Drive" 



Fig. D 

"Simple Mount" 



Fig. E 

"Vertical Drive" 

With 


.. Turnover Mechanism 



Fig. F 

"Simple Mount" 
With 

Turnover Mechanism 



Fig. G 

"Lever Type" 


Fig. H 

"Cutter Cartridge" 



Fig. J 

"Muted Stylus" 



Fig. K 

"Dual Voltage" 


FINE GROOVE CARTRIDGES FOR SS’/s, 45 RPM RECORDS 


MODEL 

NO. 

ILLUSTRA¬ 

TION 

TYPE 

LIST 

PRICE 

OUTPUT 

LEVEL 

MIN. 

NEEDLE 

FORCE 

RESPONSE 

TO 

NET 

WT. 

SHURE 

NEEDLE 

NO. 

W21F* 

Fig. B 

Crystal 

$7.75 

1.5V 

6 grams 

10,000 c.p.s. 

41/2 grams 

A63MG 

W31AR 

Fig. A 

Crystal 

6.50 

2.1V 

7 grams 

7,500 c.p.s. 

i 

5y2 grams 

A53MG 

WC31AR 

Fig. A 

Ceramic 

6.50 

.65V 

7 grams 

7,500 c.p.s. 

5V2 grams 

A53MG 

W53MG 

Fig. G 

Crystal 

8.50 

1.3V 

6 grams 

8,500 c.p.s. 

12 grams 

A64MG 


TURNOVER CARTRIDGES FOR SSVs, 45, AND 78 RPM RECORDS 


MODEL 

NO. 

ILLUSTRA¬ 

TION 

TYPE 

LIST 

PRICE 

OUTPUT 

LEVEL 

MIN. 

NEEDLE 

FORCE 

RESPONSE 

! 

NET 

WT. 

SHURE 

NEEDLE 

NO. 

W22A 

Fig. C 

Crystal 

$10.50 

MG 

STD 

8 grams 

10,000 c.p.s. 

41/2 grams 

MG 

STD. 

1.2V 

1.4 V 

A65MG 

A61A 

W22AB 

Fig. C 

Crystal 

1 

9.50 

1.2V 

1.4V 

8 grams 

10,000 c.p.s. 

41/2 grams 

1 

A65MG 

A62A 

W22AB.T 

Fig. E 

Crystal 

10.00 

1.2 V 

1.4 V 

8 grams 

10,000 c.p.s. 

12V2 grams 

A65MG 

A62A 

WC24 

Fig. D 

Ceramic 

8.75 

0.6V 

0.6V 

8 grams 

7,000 c.p.s. 

41/2 grams 

A53MG 

A52A 

WC24-T 

Fig. F 

Ceramic 

9.25 

0.6V 

0.6V 

8 grams 

7,000 c.p.s. 

I2V2 grams 

A53MG 

A52A 


ALL PURPOSE SINGLE NEEDLE CARTRIDGES FOR SSVs, 45, 78 RPM RECORDS 


MODEL 

HO. 

ILLUSTRA¬ 

TION 

TYPE 

LIST 

PRICE 

OUTPUT 

LEVEL 

MIN. 

NEEDLE 

FORCE 

RESPONSE 

TO 

NET 

WT. 

SHURE 

NEEDLE 

NO. 

W26A 

Fig. B 

Crystal 

$8.50 

MG 

STD. 

8 grams 

8,000 c.p.s. 

41/2 grams 

A67U 

.87V 

l.OV 

W26B 

Fig. B 

Crystal 

7.50 

.87V 

l.OV 

8 grams 

8,000 c.p.s. 

41/2 grams 

A66U 

W36B 

Fig, A 

Crystal 

6.50 

2.3V 

2.5V 

9 grams 

7,000 c.p.s. 

5V2 grams 

A56U 

WC36B 

Fig. A 

Ceramic 

6.50 

.6V 

.7V 

9 grams 

7,000 c.p.s. 

51/2 grams 

A56U 

W66B 

Fig. J 

Crystal 

7.00 

2.0V 

2.3V 

8 grams 

4,500 c.p.s. 

12 grams 

A66U 


STANDARD CARTRIDGES FOR 78 RPM RECORDS 


MODEL 

NO. 

ILLUSTRA¬ 

TION 

TYPE 

LIST 

PRICE 

OUTPUT 

LEVEL 

MIN. 

NEEDLE 

FORCE 

RESPONSE 

TO 

NET 

WT, 

I SHURE 
NEEDLE 
NO. 

W23B 

Fig. B 

Crystal 

$7.75 

I.IV 

6 grams 

8,000 c.p.s. 

4V2 grams 

A62A 

WC33B 

Fig. A 

Ceramic 

6.50 

.75V 

9 grams 

7,000 c.p.s 

5V2 grams 

A52A 

W42B 

Fig. G 

Crystal 

4.45 

1.3 V 

1 oz. 

5,000 c.p.s. 

25 grams 

None 

W42BH*t 

Fig. K 

Crystal 

4.95 

1.5V or 3.75V 

IVs oz. 

5,000 c.p.s. 

25 grams 

None 

W42H 

Fig, G 

1 

Crystal 

4.45 

3.5V 

1 oz. 

5,000 c.p.s. 

25 grams 

None 

W56A 

Fig. G 

Crystal 

6,65 

4.3V 

IVs oz. 

6,000 c.p.s. 

12 grams 

None 

W56N** 

Fig. H 

Crystal 

8.50 

4.3V 

1 oz. 

10,000 c.p.s. 

12 grams 

A68D 

W57A 

Fig. G 

Crystal 

5.55 

1.6 V 

% oz. 

6,000 c.p.s 

12 grams 

None 

W58A 

Fig. G 

Crystal 

5.55 

1.6 V 

1 oz. 

6,000 c.p.s 

25 grams 

None 

W58HS*** 

Fig, G 

Humi-Seal 

Crystal 

6.55 

1.6 V 

1 oz. 

6,000 c.p.s 

25 grams 

None 

W59A 

Fig. G 

Crystal 

5.55 

2.5V 

1 oz. 

6,000 c.p.s 

25 grams 

None 

W60A 

Fig. J 

Crystal 

8.50 

1.6 V 

1 oz. 

4,500 c.p.s 

12 grams 

A61A 

W60B 

Fig. J 

Crystal 

7.50 

1.6V 

1 oz. 

4,500 c.p.s 

12 grams 

A62A 

W60HS*** 

Fig. J 

Humi-Seal 

Crystal 

8.50 

1.8V 

1 oz. 

4,500 c.p.s 

25 grams 

A62A 

W61B 

Fig. J 

Crystal 

7.50 

1.6 V 

1 oz. 

4,500 c.p.s 

25 grams 

A62A 


*With .453 Mount for Oak Changer. 

**Cutter-Cartridge for Wilcox-Gay "Recordette.'^ Equipped with bifurcated needle. 
***"Humi-Seai" Metal Wrapped Rochelle Salt Crystal Ideal for Tropical Areas. 

*tDual Voltage Cartridge 1,5V output with condenser; 3.75V output without condenser. 
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PHONOGRAPH PICKUPS 

Like the popular Shure Cartridges, each Shore Phonograph Pickup has been designed to meet specific 
requirements. There is at least one model for each type of reproduction desired — stqndard (78 RPM), 
fine-groove (33^4 and 45 RPM), or single-needle ''All Purpose" and dual-needle "Turnover" for play¬ 
ing all types of records. Each tone arm is scientifically curved and balanced for faithful tracking, and 
designed to emphasize the best qualities of the cartridge with which it is equipped. 


Fig. A 




STANDARD FOR 78 RPM RECORDS 


MODEL 

ILLUSTRA¬ 

TION 

LIST 

PRICE 

OUTPUT 

LEVEL 

NEEDLE 

FORCE 

RESPONSE 

TO 

SHURE 

CARTRIDGE 

USED 

SHURE 

NEEDLE 

NUMBER 

92H 

Fig. D 

$5.50 

3.5V 

1 oz. 

5000 c.p.s. 

W42H 

None 

93A 

Fig. C 

7.50 

1.6 V 

IVe oz. 

6000 c.p.s. 

W57A 

None 

96A 

Fig. C 

8.50 

4.3V 

1 Vs oz. 

6000 c.p.s. 

W56A 

None 

900HS* 

i 

Fig. B 1 

11.50 

1.8 V 

IVs oz. 

4500 c.p.s. 

W60HS* 

A62A 

TURNOVER 

FOR 33V3, 45, 78 RPM RECORDS 

MODEL 

ILLUSTRA¬ 

TION 

LIST 

PRICE 

OUTPUT 

LEVEL 

NEEDLE 

FORCE 

RESPONSE 

TO 

SHURE 

1 CARTRIDGE 
USED 

SHURE 

NEEDLE 

NUMBER 

901D 

*_ 

$16.25 

MG STD. 

7 grams 

10,000 c.p.s. 

W22AB 

MG STD. 

1.2 V 1.4V 

A65MG A62A 


SINGLE-NEEDLE ALL-PURPOSE FOR SSVs, 45, 78 RPM RECORDS 


MODEL 

ILLUSTRA¬ 

TION 

LIST 

PRICE 

OUTPUT 

LEVEL 

NEEDLE 

FORCE 

RESPONSE 

TO 

SHURE 

CARTRIDGE 

USED 

SHURE 

NEEDLE 

NUMBER 

92U 

1 

Fig. D ^ 

$9.75 

MG 

STD. 

8 grams 

4500 c.p.s. 

W66B 

A66U 

2.0V 

2.3V 


FINE-GROOVE FOR 33’/3, 45 RPM RECORDS 


MODEL 

ILLUSTRA¬ 

TION 

LIST 

PRICE 

OUTPUT 

LEVEL 

NEEDLE 

FORCE 

RESPONSE 

TO 

SHURE 

CARTRIDGE 

USED 

SHURE 

NEEDLE 

NUMBER 

902MG 

Fig. B 

$10.50 

2.0V 

10 grams 

7500 c.p.s. 

W31AR 

A53MG 

SHURE 

PICKUP FOR "WEBSTER-CHICAGO" THREE 

SPEED CHANGERS 

MODEL 

ILLUSTRA¬ 

TION 

! LIST 
i PRICE 

1 OUTPUT 
LEVEL 

NEEDLE 

FORCE 

! RESPONSE 
TO 

SHURE 

CARTRIDGE 

USED 

SHURE 

NEEDLE 

NUMBER 

920W 

Fig. E 

$11.50 

MG STD. 

6 grams 

10,000 c.p.s. 

1 W22AB 

MG STD. 

1.2 V 1.4V 

A65MG A62A 


*"Huml-Seal" Metal Wrapped Moisture Proofed Rochelle Salt Crystal for Use in Tropical Areas. 


PHONOGRAPH PICKUP NEEDLES 



Fig. C Fig. D 

Crystal and Ceramic Cartridges manufactured under Shure 
Patents and Patents Pending. Licensed by the Brush Develop¬ 
ment Co. 

fHigh-quality commercial-type synthesized sapphire 
specially designed for long operating life. 


MODEL 

ILLUSTRA¬ 

TION 

DESCRIPTION 

LIST 

PRICE 

CODE 

A52A 

Fig. C 

Std. Osmium 

$1.50 

RUGEM 

A53MG 

Fig. C 

MG Osmium 

1.50 

RUGES 

A56U 

Fig. C 

All Purpose 
Osmium Unipoint 

1.50 

RUGEP 

A61A 

Fig. A 

Std. Sapphire! 

2.50 

RUZAN 

A62A 

Fig. B 

Std. Osmium 

1.50 

RUZAP 

A63MG 

Fig. B 

MG Osmium 

1.50 

RUGAZ 

A64MG* 


MG Osmium 

2.00 

RUZAS 

A65MG 

Fig. A 

MG Sapphire! 

2.50 

RUGAY 

A66U 

Fig. B 

All Purpose 
Osmium Unipoint 

1.50 

RUZIK 

A67U 

Fig. A 

All Purpose 1 

Sapphire Unipoint! 

2.50 

RUZIN 

A68D 

Fig. D 

Osm. Playback Needle 
—Stelite Cutting 
Stylus 

2.50 

RUGIM 


*Standard Bent Shaft Needle Not Illustrated. 
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Radio’s Master— 18th Edition 

Page D-1| 







HIGH - FIDI^LITY TV- BROADCAST DYNAMICS 


1 0 

111 ^ 





CARDIOID 

UNIDIRECTEONAL MIKES 





S 655 iB654 650 1 U 1111635 

Ulfra-Wide-Range, Flat Response! High Output! 
Rugged, Versatile! Laboratory Calibrated! 

Proved in studio and remote use on network and local telecasts arid broadcasts. Exclusive, long-life 
Acoustalloy diaphragm and highly efficient magnetic structure assure ultra-wide-range high fidelity 
response. High output level gives excellent signal to noise ratio. Omnidirectional, becoming slightly 
directive at extremely high frequencies. Close tolerances and individual laboratory control guarantee 
uniformity. Ideal for audience participation, applause pick-up, recording and high quality public 
address . . . for individual or group pick-up of voice and music indoors and outdoors. 


Model 655 Slim-Trim TV Dynamic. Frequency 
response 40-15,000 cps. Output level -55 db. 
Pop-proof head stops blasts. Can be used on 
stand, in harid or on boom. Easily concealed in 
studio props. Acoustalloy diaphragm. Impedance 
250 ohms; easily changed to 50 ohms. Cannon 
UA-3 connector. Has yi" pipe thread. —27 
adapter furnished. Black anodized finish. Size 
with swivel 11^'*' long, diameter, 18' cable. 
Net wt. 11 oz. 

List Price.. .....$200.00 

Model 654 Slim-Trim Broadcast Dynamic. 

Frequency response 50-13,000 cps.-Output: level 
—55 db. Recessed selector provides 50 or 250 
ohms impedance. Pop-proof head. Acoustalloy 
diaphragm. Black enameled finish. Cannon XL-3 
connector. —27 thread. 18' cable. Size: 10" 
long with stud, I'/f*" diameter. Net wt. 15^4 oz. 

List Price. .$95.00 

Model 646 New Lavalier Dynamic. Remarkably 
small, versatile. For chest, desk or hand use. 
Rubber desk stand, neck cord and support clips 
supplied. Frequency, response 40-15,000 cps. 
Output level —57 db. Choice of either 50, 150, 
250 ohms impedance. Acoustalloy diaphragm. 
Omnidirectional pattern. Magnetic circuit uses 
precision ground Alnico V magnetic iron. Gray 
anodized finish. 30' cable. Size 5H" long, 1" di¬ 
ameter. Net wt. 8 oz. 

List Price....$140,00 


Model 650 Broadcast Dynamic. Uniform fre¬ 
quency response 40-15,000 cps.. Output level 
— 48 db. Dual-type external shock mount. 
Recessed impedance selector switch gives 50 
or 250 ohms. Tiltable head. Pressure cast case, 
finished in durable Satin Chromium. Acoustal¬ 
loy diaphragm. Cannon XL-3 connector. ^"-27 
stand coupler. 18 ft. broadcast type cable. 
Size: 214" x x 514" including stud. Shock 
mount is IVi" x 3%". Net wt., including shock 
mount, 3 lbs. 

List Price. .. .$150.00 

Model 635 Broadcast Dynamic. Meets exacting 
requirements of TV and Broadcast service. 
Compact, rugged, versatile—used in studios and 
on remotes, on a stand or in the hand, indoors 
and out. Uniform Response 40-15,000 cps. 
±2.5 db. Output level —55 db. 50-250 ohms 
impedance selector. Acoustalloy diaphragm. 
Head tilts through 90® arc. H"-27 thread. 
Cannon XL-3 connector. Satin Chromium 
finish. 18 ft. broadcast-type cable. Size 2" x 
414" X 41 / 2 ". Net wt., 114 lbs. 

List Price.. .$75.00 


Overcome Background Noise, 

Stop Feedback, Improve Pick-up 

E-V Mechanophase* Principle provides w^'de- 
angle front pick-up—dead at rear. Solves difficult 
sound pick-up problems—assures finer, clearer 
reproduction of voice and music—simplifies mi¬ 
crophone and speaker placement—increases 
pick-up range—permits higher volume levels. 
Tiltable head. Satin Chromium finish. 
thread. 18 ft. cable. Size, less shock mount, 
214" X 314" X 9". Net wt., 214 lbs. 

Model'731 Dynamic (Cardyne II). Flat response 
40-10,000 cps. Output level —52 db Duaf-type 
external shock mount. High-Low impedance 
selector. Cannon XL-3 connector. “On-Off" 
switch (optional). 

List Price.. $95.00 

Model 726 Dynamic (Cardyne I). Frequency 
response, 60-8,000 cps. Output level —55 db. 
High-Low impedance selector, MC-3 type con¬ 
nector. “On-Off" switch. 


Model 950 Cardax Crystal. First High level 
cardioid crystal microphone with Dual Frequency 
Response —for high fidelity sound pick-up 
(output —57 db) or rising characteristic for 
extra crispness of speech (output —50 db). 
Fully enclosed Metal Seal crystal. Built-in cable 
connector. “On-Off” Switch. Size 214" x 2%" x 
6J4". including stud. Net wt., IM lbs. 

*E-V Pat. 2,627,558. 

List Price. .$42.50 


.......$140.00 All E-V Dynamic Microphones are now phased to facilitate multiple microphone installations 

DYNAMIC, DIFFERENTIAL* AND CRYSTAL MICROPHONES 


Model 636 "Slimair.” Dynamic for P.A. Exceptionally fine 
SLImAlK for P.A. recording and general use. Response 60-13,000 cps. 

Output —55db. Acoustalloy diaphragm. Pop proof head. 
Alnico V. omnidirectional. Wide pickup range. On-off switch 
AQA optional. Satin bhrome finish. Swivel head. MC-4 connector. 

—27 thread. 18' cable. Size 10M" long including stud. 
iVis" diameter. Net weight 15 oz. Choice of high or low Z 
by changing one wire in connector. 

List Price .. . . . $70.00 

Model 630 High Fidelity, High Output Dynamic. Brilliant, 

general purpose dynamic, famous for quality at modest cost. 
Response 60-11,000 cps. Output level —55 db. Compact, 
light weight, unaffected by heat and humidity. Acoustalloy 
diaphragm. Swivel head. Satin chrome finish. On-off switch. 
18' cable. Available in 50, 250 ohms or Hi-Z. Size 2" x 4%" x 
4H". Net wt. XYi lbs. 

List Price .. $47.00 

Model 630-A. Same as 630 except has 6 ft. 
/ cable, no connector. Has switch for relay control. 

List PtiCri.. . .$47.00 

Mridel 647 New P. A. Lavalier Dynamic. Small, 

mg 630 rugged, versatile. For chest, desk or hand use, 
/; indoors and outdoors. Supplied with desk stand, 

neck cord, support clips and 18' cord. Omni- 
f , |0 directional polar pattern. Response 60-13,000 

LiIj a. cps. at—57 db level. Available 

mm 647 v in 150 ohms or Hi-Z. Precision - 

yB|rl ground Alnico V magnetic 

parts. Adiaphragm. 
Black anodized finish. Micro- 
lyp- A phone 4 long. 1" diameter. 

HI' Net'wt. 4 oz. Rubber desk 

fit stand 4" diameter, 1" high. 

f U- List Price..... . $80.00 


Model 606 Differential* Dynamic. Close- 
talking, noise-cancelling microphone. Used in 
airport control towers, police dispatching, 
close-talking public address and high noise 
industrial applications. Response substantially 
flat, 100-6,000 cps. Output measured at 
—55 db. Acotcstalloy diaphragm. Head at 22® 
fixed tilt. thread. Built-in cable con¬ 

nector. Satin Chromium finish. Size 2" x 3J4" x 
214" incl. stud. Net wt., 12 oz. Available in 
Hi-Z, 50 or 250 ohms impedance. Low imped¬ 
ances not balanced to ground. 

(’“Patent No. 2,350,010.) 

Model 606-20. With 18 ft. cable. List $45.00 

E-V "Mercury” Model 611 Dynamic. For 

economical public address systems, home re¬ 
corders, Ham rigs, other uses. Smooth response 
70-8000 cps. Output —55 db. Non-directional. 
Acoustalloy diaphragm. Tiltable head. “On- 
Off" switch. Built-in cable connector. %"-27 
thread. Satin Chromium finish. Available in 
Hi-Z, 50, 150 and 250 ohms impedance. Size 
23/8" X 3/8" X 6!4" inch stud. Net wt. 2 lbs. 
Model 611-8. With 6 ft. cable. List $35.50 
Model 611-20. With 1 8 ft. cable. List $37.50 

E-V "Mercury" Model 911 Crystal. Same smart 
design and fine performance as Model 611. 
Response 70-8000 cps. Output —50 db. Metal 
Seal Crystal. High imp. Net wt. 114 lbs. 

Model 911-8. With 6 ft. cable. List $25.50 
Model 911-20. With 18 ft. cable. List $27.50 



Reference Level: Low Impedance Dynamic Microphones 6mw/10 dynes/cm*; Crystal, Ceramic and Carbon Microphones: 1 volt/dyne/cm^. 
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Multi-Purpose CENTURY 

Most popular microphone ever produced! Incom¬ 
parable for all low-cost applications. Hundreds 
of thousands in use for public address, paging, 
recording, amateur communications. Can be used 
in any position—in hand, on table, on stand or 
overhead. Excellent frequency response. High 
output level. Essentially non-directional, becom¬ 
ing directive at higher frequencies. Highest purity 
pressure cast case finished in rich, durable Satin 
Chromium. Rugged, light weight. Size 3" x 2^6" 
X 1'. Furnished with ^"-27 thread stand adapter. 

Model 915 "Cenfury" Crystal. High capacity, 
moisture sealed crystal. Smooth response 60- 
7,000 cps. Output —50 db. High impedance. 
AC-DC insulated. 5 ft. cable. Net wt., 6 oz. 

List Price. $n.25 

Model 915-S. Same with slide-to-talk switch. 

List Price. $13.00 

Model 715 "Century” Ceramic. Moisture-proof 
ceramic generating element. AC-DC insulated. 
Smooth response 80-7000 cps. Output —59 db- 
High impedance. 5 ft. cable. Net wt., 6 oz. 

List Price.$11.25 

Model 615 "Century” Dynamic. Has exclusive, 
long-lasting E-V Acoustalloy diaphragm. With¬ 
stands extreme temperature, humidity, corrosive 
effects of salt air, and severe mechanical shocks. 
Smooth response 80-7000 cps. Output —55 db. 
Choice of high impedance or 50 ohms. Low im¬ 
pedance not balanced to ground. 5 ft. cable. 
Net wt., 8 oz. 


List Price. .$19.50 

Model 415. Reclining Desk Stand. Mounts 
Century at 15® tilt. Satin Chrome finish. Size 
25/8' X 2Va’ X 1'. Net wt.. 4 oz. 

List Price.$1.70 



High Fidelity, High Output 
Bi-Directional VELOCITY 

Model V-2A. Superb pickup and reproduction of 
voice and music has made these microphones favor¬ 
ites over the years. Advanced design now brings 
Dynamic advantages to Velocity performance. 
Response is smooth, peak-free over the wide range 
of 40-10,000 cps. Output level —58 db. Zero pickup 
at sides, top and bottom. Excellent for individual 
or group work in public address, broadcasting, 
recording. Proper placement and tilting reduce 
feedback and random noise. Acoustalloy diaphragm. 
Choice of 50, 250 ohms or Hi-Z. Reflection free 
housing. Internal shock absorber. Locking cradle. 
ON-OFF switch. thread. 18' cable. Size 

X 2%" X 8", including stud. Net wt. 2^ lbs. 
List Price. $65.00 

Model 602 Differenllal Dynamic*. Similar to 600-D 
but close-talking, noise cancelling differential. Out¬ 
put measured at M' —55db. Press to talk switch. 
5' cable. Choice of 50, 250 ohms or Hi-Z. Shipping 


weight i lb. 

List Price.$49.50 

Model 208 Differential Carbon*. Single button, 
noise-cancelling carbon. Output —50db. Articu¬ 


lation 88^ under 115 db ambient noise. Blastproof, 
shock resistant. Panel mounting bracket. Press to 
talk switch. Size IM," x 1J4' x Shipping 

weight 1 lb. 

List Price.. ..$16.50 

*Pat. No. 2.360,010 



E-V MOBIL-MIKES 


All E-V microphones described below incorporate 
a press-to-talk switch for microphone and relay 
control. Frequency response is substantially flat 
and free from peaks. Uniform response to all 
voice frequencies provides higher articulation and 
more usable power level. 

Model 600-D Dynamic Mobile-Mike. Light¬ 
weight, hand held, extra-rugged. Output, 
—55 db. Acoustalloy diaphragm. Press-to-talk 
switch. Size, 23d" x 2" x 4". Black phenolic case 
with mounting bracket. 5 ft. cable. Choice of 
high or low impedance. Shipping weight 1 lb. 


List Price. !i38.50 

Model 600-DL. With switch lock. List... $40.00 


Model 210 Carbon. Similar to Model 6()0-D, but 
single-button carbon. Gives high intelligibility 
speech transmission. Substantially flat response. 
Cjutput—50 db. Press-to-talk switch controls re^ 
lay. 5 ft. cable. Shpg. wt. 1 lb. 

List Price. $28.50 

Model 210KK with coiled cord. List Price. $32.50^ ’ 
(A/so available in exact replacement models for 
Motorola, RCA,G.E. and similqr mobile equipment) 
Only Electro-Voice can offer you noise-can¬ 
celling, Differential microphones.the Dif¬ 
ferential principle, ambient or distant^ sound is 
fed into dual apertures in correct phase relation¬ 
ship to provide virtually complete cancellation. 
Model 205 Differential* Carbon. Close-talking, 
noise cancelling single-button. Maximum intel¬ 
ligibility under high ambient noise, Blast-proof, 
waterproof, shock resistant. Output measured 
at 3d' —50 db. Black phenolic case. Push to 
talk switch. With mounting bracket. 5' cord. 
Size 23d" X 2 X 4". Shipping weight 1 lb. 

List Price. .$38.50 

Model 205KK with coiled cord. List Price. 


ELECTRO-VOICE FLOOR AND DESK STANDS 


Model 425 Deluxe Floor Stand 

Remarkably light in weight, 
y yet very stable. Red button 
I at top of shaft gives one- 
r hand height control from 
37" to 66". Locks auto¬ 
matically on release. Shaft 
can be rotated without any adjust¬ 
ment device. Unique locking-type 
adjustable legs permit stand to be 
placed flush against wall or speaker’s 
table. Easy to assemble or take 
apart. Folds into small, compact 
package. Modern die-cast base. 
3-leg spread 17". Satin Chromium 
finish. Net wt., 7Vi lbs. 

List Price. .$27.50 

Model 430 Utility 
Floor Stand 

Similar to Model 425, but 
with button control on lower 
section for height adjustment 
from 36" to 65". 3-leg spread 17". 
One bolt assembly. Gray finish. 
Extension shaft in Satin Chrom¬ 
ium. Net wt. 7^ lbs. 

List Price.$17.00 

Touch-to-Talk Stand 

Fits any microphone with stand¬ 
ard %"-27 thread! Specially- 
designed, lever-type switch for 
relay operation or microphone 
“On-Off”—closes or opens in¬ 
stantly, or locks in “talk” posi¬ 
tion, with light finger-tip action. 
Gives easy '‘Break-in” opera¬ 
tion in communications, public 
address, paging, dispatching. 
Switch is self-contained unit, 
easily removable from the round 
die-cast base. Single-pole double¬ 
throw. Stand finished in Satin 
Chromium. Gray plastic switch 
lever and red locking button. 
Model 428. “Break-in” Touch- 
to-Talk Stand with switch. Ht., 
7". Base diam., 5Vs'- Net wt., 
IVaib. 

List Price. $16.00 






Model 423-A Desk Stand. Sturdy, 
smartly styled, round die-cast base, 
5Vi" diam. Rests firmly. Rich Satin 
Chromium finish. Rubber base buttons. 
^"-27 thread. Choice of 3" or 5" 
matching stem riser. Net wt., 1 lb. 
List Price. .$4.50 


Model 427-A Desk Stand. Attractive, 
round die-cast base rests stably on desk 
or table. 5" stem riser. Satin Chrome 
finish. Standard Vi'-27 thread. Base 
diam. 4%". Net wt., Vs lb. 

List Price. .$3.50 


Model 605 Durable Dynamic 



605 


For dependable, low-cost gen¬ 
eral-purpose use. Substantially 
flat response, 65-7,500 cps. Out¬ 
put level —55 db. Non-direc- , 
tional, becoming directive at 
higher frequencies. Acoustalloy 
diaphragm. Head at 22“ fixed 
tilt. Built-in cable connector. 
Satin Chromium finish. Avail¬ 
able in Hi-Z, 50 or 250 ohms 
impedance. Low impedances not 
balanced to ground, Wt., 12 oz. 

Model 605-8. With 6 ft. cable. 

List..$27.50 

Model 605-20. With 18 ft. cable. 

List.$29.50 


Model 920 <<Splierex” Crystal 

Fine quality all-direction pick¬ 
up for conferences, round table 
discussions, home recording and 
public address. Substantially 
flat frequency response, 60- 
7000 cps. Output level —50 
db. Omnidirectional polar pat¬ 
tern'. Strong wire-mesh head 
acoustically treated for wind 
and moisture protection. High 
capacity,.moisture sealed crys¬ 
tal. Lustroiis Satin Chrome fin¬ 
ish. %"-27 thread. Diameter 
2Vi'- Net wt., 8 oz. 

Wodel 920-20. With 18 ft. cable 

920 list.$22.50 


Low Impedance Microphone- 
to-Grid Matching Transformer 

Model 502. Transformer windings have 
low distributed capacity and are amply 
shielded against inductive hum by a 
shield inside a pressure cast case. De¬ 
signed for mounting on amplifier chassis 
or in series with the microphone line. 

Designed for 50, 250 and 5^00 ohms— 
to Hi-Z. Broadcast fidelity. Re¬ 
sponse 40-20,000 cps =*= 1 db, for speech 
or music. MC-4 input connector. 

List Price. . .$15.00 

Model 345 Shock Mount. Dual-type 
external shock mount prevents repro¬ 
duction of external shocks and stand 
vibrations. Permits tilting microphone 

!^movl^'^’sltin^?&o^um finf^^^^ Model 805 Coiitact Microphone 

1 Vz" X 3%". Net wt. 10 oz. 

List Price. .$13.00 




Model 335 Blast Filter. Acoustically 
treated, scientifically curved grille stops 
wind and breath blasts in dynamic 
microphones. Does not affect frequency 
response. Easily fits over head of E-V 
Models 630, 635 and 605 Microphones. 
Satin Chromium finish. 

List Price.... :.$5.50 



For guitar, banjo, mandolin, 
violin or any vibrating musi¬ 
cal instrument. Increases nat¬ 
ural sound volume, enriches 
tonal effects. High impedance. 
Crystal sealed against moisture 
and acoustic feedback. Chro¬ 
mium finish. 15 ft. cable. Net 
wt. 2 oz. 

List Price. $19.75 
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NO FINER CHOICE THAN 


MODERN PHONO-PICKUP 

SUct^'^ 


CARTRIDGES 

FOR ALL 3 SPEEDS 


STOCK 

ONLY 


6 


BASIC 


PREFERRED TYPES 


92 % 


TO MAKE OVER XO OF ALL 
CARTRIDGE REPLACEMENTS 





CARTRIDGES FOR 78 R.P.M. 

I 12 Crytlal. The most versatile 78 f.p.m. replacement. Replaces over 
80% of cartridges in use. Medium voltage output is 
ideal for most phono combinations. Weighs 1/5 
ounce. Tracks perfectly with less needle force. Ideal 
for “in stock” cartridges for general replacement. 
Output, 2 volts. Supplied with E>V Snap-In Holder 
and mounting hardware. For standard Vi' hole 
centers, RCA 13/16' mounting or Webster-Electric 
side mounting cartridges. 

Model 12, with 0-3 Osmium needle. List.... $7.50 
Model 12-5. with S.3 Sapphire needle. List.. $8.50 


PREFERRED ★ 


Model 32 Crystal. The 78 r.p.m. cartridge that provides the longest record 
life, lowest needle talk and greatest stylus life. Ideal 
for record enthusiasts with valuable libraries of 78 
r.p.m. records. Frequency response comparable to 
wide range magnetics. Output 1 volt, useable in 
most radio-phono combinations. Standard Vi' 
mounting. Uses E-V whisker-type needle. 

Model 32, with 0-3 Osmium needle. List.. .. $6.50 
Model 32-S, with $-3 Sapphire needle. List. .$7.50 

Model 42 Ceramic. The Model 42 cartridge utilizes a ceramic generating 
element for complete moisture protection. Long- 
lasting in extremely hot, humid climates. Output is 
. .8 volt. Inherently, ceramic elements have a lower 
I output than crystal elements. Purchasers should 
f be advised to turn set gain control to higher level 
than normally used with crystal cartridges. Mount¬ 
ing bracket of Model 42 drilled for mounting in 
tone arms with either Vi'- 
Model 42, with 0-3 Osmium needle. List.... $6.50 
Model 42-S, with S-3 Sapphire needle, list. .$7.50 

CARTRIDGES FOR 45 and 33^3 R.P.M. 

Model 14 Crystal. The E-V Model 14 cartridge gets all the music from the 
extended range fine groove records. Response 
follows professional standards ... is free from peaks 
and distortion that mar wide range response. Range 
; guaranteed 50 to 15,000 cps. 2Vi db. A truly 
' high fidelity phono-cartridge that requires no ex¬ 
pensive preamplifier or equalizer. Output, 1 volt. 
Uses E-V 1-mil, whisker-type needle. 

Model 14, with 0-1 Osmium needle. List.... $7.50 
Model 14-S, with S-1 Sapphire needle. List.. $8.50 

I 34 Crystal. The high compliance-to-voltage output ratio of 'this car¬ 
tridge makes it a superb replacement for 45 and 
33Vs r.p.m. players. Reproduction is fuller yet 
needle tracks with whisker touch in record grooves. 
Records sound better and last longer. Output, 1.25 
volts, slightly higher output than average fine 
groove cartridge. Mounting bracket has Vi' and Vi' 
hole centers. Makes ideal replacement in RCA-type 
“45” changers and in Columbia 33V4 “LP” player. 
’ Uses E-V whisker-type 1-mil needle. 

Model 34, with 0-1 Osmium needle. List.. ...$6.50 
Mod.1 34.S,wifh S-l Sapphire needle. List... $7.50 

Model 44 Ceramic. Model 44 utilizes a ceramic generating element for com¬ 
plete moisture protection. Makes an ideal, long 
lasting replacement in hot, humid climates. Output 
is .5 volt. Ceramic elements are inherently lower in 
output than crystal elements. Purchasers should be 
f advised to turn volume control higher than normally 
used with crystal cartridges. Model 44 mounts in 
tone arms with either Vz" or Vi' hole centers. 
Model 44, with 0-1 Osmium needle. List.... $6.50 
Model 44-S, with S-1 Sapphire needle. List. .$7.50 

ELECTRO-VOICE REPLACEMENT NEEDLES 




PREFERRED ★ 



MODEL TYPE AND APPLICATION LIST PRICE 

0-3 

Single-Tip .003" Osmium for Models 12, 32, 42, 96, 96-T 

$1.50 

S-3 

Single-Tip .003" Sapphire for Models 12, 32, 42, 96, 96-T 

2.50 

0-2 

Single-Tip .0023" Osmium for Models 33, 43 

1.50 

S-2 

Single-Tip .0023" Sapphire for Models 33, 43 

2.50 

0-1 

Single-Tip .001" Osmium for Models 14, 34, 44, 96, 96-T 

1.50 

S-1 

Single-Tip .001" Sopphire for Models 14, 34, 44, 96, 96-T 

2.50 

SO-13 Twin-Tip .001" Sopphire-.003'Osmium for Models 16 & 16-TT 

3.00 

0-13 

Twin-Tip .001" Osmium-.003' Osmium for Models 16 & 16-TT 

2.50 


Model 10 (not listed here) takes same needle as Models 12, 14 or 16. 
Model 30 (not listed here) takes same needle Os Models 32, 33 or 34. 

♦©Brush Development Co. 
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CARTRIDGES FOR 78,45, SSVs R.P.M. 

Model 33 Crystal. Utilizes a specially designed all-purpose needle which plays 
all three speeds with a single tip. Simplifies opera¬ 
tion of multi-speed changers. Tracks well in all 
grooves. 2.3 mil tip reduces record wear over other 
types of all-purpose needles. Output 1 volt on 
microgroove, 1.8 volts on 78 r.p.m. records. 
Mounting bracket has Vz" hole spacing for wide 
adaptability and ease of installation. Uses E-V 
whisker-type 2.3 mil needle. 

Model 33, with 0-2 Osmium needle. List.... $6.50 
Model 33-S, with S-2 Sapphire needle. List. .$7.50 



PREFERRED ★ 




IS 




Model 43 Ceramic. Model 43 utilizes a specially designed all-purpose needle 
which plays all three speeds with a single tip.' 
Ceramic generating element assures complete 
moisture protection. Ideal replacement for multi¬ 
speed changers in hot, humid climates. Output is .5 
to .8 volt. It is an inherent characteristic of ceramic 
elements to have a lower output than crystal ele¬ 
ments. Purchasers should be advised to turn set 
volume control higher than normally used with 
crystal cartridges. Mounting bracket has two sets of 
mounting holes spaced at Vz" and Vi' centers for 
wide adaptability in installation. 

Model 43, with 0-2 Osmium needle. List.... $6.50 
Model 43-S, with S-3 Sapphire needle. List. .$7.50 

Model 16-TT Crystal TWIN TILT. The Twin-Tilt Cartridge with a one-piece, 
twin-tip needle will play all types of records ... 78, 
45 and 33Vi r.p.m. without weight change. The 
Model 16-TT is complete with Tilt mechanism. 
Merely tilt the selector handle to select the 1-mil or 
3-mil needle tip . . . for slow or fast speed records. 
Output, 1-volt on each tip. Excellent for Websterr 
Chicago changers. With Osmium 3-mil tip and" 
Sapphire 1-mil tip on single E-V silent, whisker- 
type stylus. 

Model 16.TT, list Price...$ 10.00 

Model 16-OTT. Same as Model 16-TT above but 
with Osmium 3-mil and Osmium l-mil tips. . ^ 

List Price.$9.50 

Model 16. Cartridge only, without Tilt mechanism, 
but with Osmium 3-mil tip and Sapphire 1-mil tip, 

for exact replacement of units already installed. 

List Price. .$9.00 

Model 16-0. Same as Model 16, but with Osmium 
3-mil and Osmium 1-mil tips. 

List Price.$8.50 

Model 96.T Crystal TURNOVER. Popular Turnover type cartridge with 
separate needles for fast and slow speed records. 
The two needles are completely isolated from one 
another allowing correct frequency response on 
each. “Free” needle does not cause distortion. Out¬ 
put, 1 volt on each needle, ample for all turnover 
replacements. Positive-acting turnover mechanism 
prevents needle set-down error. Mounting plate 
supplied for LQD type cartridges. Complete with 
3-mil Osmium needle, Ot 3, and 1-mil Sapphire 
needle, S-1. 

Model 96-T. List Price.$10.00 

Model 96. Same but without turnover harness for 
installation in existing mechanism. 

List Price... ..$9.00 

Model 46-T Ceramic Turnover. Utilizes a ceramic generating element for 
absolute moisture protection. Unique design gives minimum output of 
.8 volts. Can be directly substituted for crystal cartridge in most applica¬ 
tions. Incorporates all construction features of 96-T. 

Model 46.T.*Mst Price....$ 10.00 

Model 46. Sahie but without turnover harness for installation in existing 
mechanism. 

List Price.........$9.00 

WITHOUT NEEDLE 

M.del 60 Crystal DU0-V6LT. This Bimorph* Crystal Cartridge permits 
easy selection of high or medium output for 
the job. Just connect leads to the two outer ter- 
I minals for 4 volts output or to the center terminal 
and one outer terminal for 2 volts. No soldering. No 
accessories to attach or remove. Uses any standard 
3-mil, 1-mil, or all-purpose needle. mounting 

hole centers. Aluminum case. Ideal for varied 
I replacement needs. 

Model 60. Less needle. List Price.$4.95 

Model 50 Crystal. Bimorph high level cartridge, supplied without needle. 

Can be used with any standard 1-mil, 3-mil or all¬ 
purpose tip replacement needle. Output level with 
j straight shank is 5 volts; with compliant needle, 
3V4 volts. Excellent replacement in record players 
with low gain amplifiers and in single play phono¬ 
graphs. Aluminum case. 

Model 50. Less needle. List Price...$4.50 
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THE 


TURNER 80 


A POPULAR, POWERFUL PERFORMER! 


THE TURNER MODEL 80 fills a long felt 

need for a smaller, less conspicuous microphone 
of high quality. Turner Engineers have de¬ 
veloped in the Model 80 one of the most 
beautiful, serviceable and versatile crystal 
microphones of all time. The slender, graceful 
Model 80 is so tiny you can hide it in your 
palm, yet it is a big performer within its 
frequency range of 80 to 7000 c.p.s. Level, 
about —58 db. The case of die-cast zinc alloy, 
satin chrome plated — total weight, 5 ozs. 
A 7-ft. attached single conductor shielded cable 
is included. High quality Bimorph moisture 
sealed crystal is blast and mechanical shock 
proofed. 

Model 80. (does not include stand) 

List Price $15.95 



THE C-4 STAND shown at right, was es¬ 
pecially designed to give maximum maneuver¬ 
ability to the Model 80 Microphone. It pivots 
the microphone in a 135° arc for any opera¬ 
tional angle. It holds the microphone firmly by 
the unique, positive action hinge, yet moves 
smoothly and easily to any desired position 
without adjustment. The C-4 Stand is solidly 
built of die-cast zinc overlaid with matching 
satin chrome plate. It will not tip or slide 
with the weight of the cord. Has —27 thread. 
Use with wire recorders, public address systems, 
pulpits, office and factory call systems, ama¬ 
teur operations and other similar uses. 

Model C-4 Matching Stand.List Price $5.75 




Turner 80 
on C-4 Stand, 


Model 81 


Model 83 



MODEL 81 — Smaller than the Model 80, 
the Model 81 pictured here has a PClM 
Amphenol connector attached. Same tech¬ 
nical specifications as Model 80. Excellent 
for built-in applications, sound reinforcers, 
dictograph and detective work. 

Model 81 .List Price $13.95 

(Available with 7 foot removable cable set 
at extra cost. Also available with Amphenol 
microphone switch Model 75-MClS at extra 
cost.) 


MODEL 83 — As a hand microphone, the 
Model 83 is perfectly balanced, can be 
concealed in your palm, slipped into your 
pocket. Its design, high output and fine 
response characteristics make it a natural 
for paging systems, parking lots, home 
recording, dictating machines and dozens 
of other applications. Same technical speci¬ 
fications as Model 80. Model 83 with 7 
foot attached single conductor shielded cable. 

Model 83 .List Price $15.95 


MODEL 82-3H — Nowhere is the diminu¬ 
tive size of this completely new microphone 
more sharply evident than when adapted 
for use with the famous Turner “Third 
Hand.” Pictured above the “Third 
Hand” slips over your head in a jiffy and 
holds microphone close to your mouth for 
excellent volume without feedback. Ideal 
for window demonstrations, carnival and 
sideshow work and switchboard operators. 
Same technical specifications as Model 80. 
20 foot attached single conductor shielded 
cable. 

Model 82-3H complete with "Third 
Hand." .List Price $22.75 



BROADCAST DYNAMIC MICROPHONES 


THE TURNER 
ARISTOCRAT, 500 

The Turner Aristocrat is an ultra wide range, 
high fidelity dynamic microphone. It offers^ a 
completely new conception of high quality 
performance with the most realistic reproduc¬ 
tion of voice and music yet attained with 
microphones of its type. Advanced circuit 
design with high output dynamic generator 
requires no closely associated auxiliary equip¬ 
ment for outstanding results. 

The Aristocrat is essentially non-directional in 
operation — equally effective for individual or 
group pickups. The unique ball swivel coupler 
permits almost instantaneous change from 
stand to hand use and vice versa. Use the 
Aristocrat anywhere, indoors or out — on 
stand, in hand, suspended, or concealed in 
stage settings. Use the Aristocrat everywhere 
that performance of the very highest quality 
is demanded. 

Model SOD. Complete with ball swivel 
coupler and cable set (stand illus¬ 
trated not included).List Price $150.00 


The 51D 

This new dynamic microphone, 
handsomely finished in rich 
umber grey, offers exceptionally 
high quality performance at a 
new lost cost. No closely as¬ 
sociated auxiliary equipment re¬ 
quired. 

Model 5ID. Complete with 
ball swivel coupler and 
cable set (stand illus¬ 
trated not included) 

List Price $85.00 



SPECIFICATIONS SOD 

FREQUENCY RESPONSE: 50 to 15,000 c.p.s. flat within 

±254 db. 

OUTPUT LEVEL: 56 db below 1 volt/dyne/sq. cm. at high 
impedance. 

IMPEDANCE: Choice of 50, 200, 500 ohms or high impedance 
(25,000 ohms) connected for balanced line output, 

POLAR PATTERN: Essentially non-directional in any position. 
TRANSFORMER: Magnetically shielded for minimum hum 
pickup. 

DIAPHRAGM: Specially designed aluminum alloy. 

CASE: All metal. Satin chrome finish. 

MOUNTING: Ball and swivel type, tilts in any direction. 
Standard —27 thread. 

DIMENSIONS: 1^" maximum diameter; 6^2'' long (less cable 
connector). 

WEIGHT: 16 ounces (less cable). 

CABLE: 20 ft., high quality two conductor shielded cable with 
Cannon quick-disconnect plug. 


SPECIFICATIONS 51D 

FREQUENCY RESPONSE: 60 to 13,000 c.p.s. substantially flat. 

OUTPUT LEVEL: 58 db below 1 volt/dyne/sq. cm. at high 
impedance. 

IMPEDANCE: Choice of 50, 200, 500 ohms or high impedance 
(25,000 ohms) connected for balanced line output. 

POLAR PATTERN : Essentially non-directional in any position. 

TRANSFORMER: Magnetically shielded for minimum hum 
pickup. 

DIAPHRAGM: Special aluminum alloy. 

CASE: All metal, rich umber grey finish. 

MOUNTING: Ball and swivel type, tilts in any direction. 
Standard 54"—27 thread. 

DIMENSIONS: 154'' maximum diameter, 6^4" long (less cable 
connector). 

WEIGHT: 16 oz. (less cable). 

CABLE: 12 foot high quality two conductor shielded cable with 
Cannon quick-disconnect plug. 


THE TURNER COMPANY, CEDAR RAPIDS, IOWA 
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outstanding Value 
Among Broadcast 
Microphones! 

Turntr Model 211 High Qualitj; Dynamic 
at a New Low Price. Precision engineered 
for outstanding p’erformance, the Turner 211 
k^/'' Dynamic Microphone is now available at 

a lower _ price than ever before. Always* a 
top quality microphone, the 211 now repre¬ 
sents even greater value. Unique diaphragm 
structure of the 231 results in extremely low 
harmonic and phase distortion without sac¬ 
rifice of high output level. A sensitive unit, 
yet ruggedly built for dependable use in¬ 
doors or out under the most difficult 
acoustic and climatic conditions. Withstands rough handling. For 
quality recording, P.A., sound systems and broadcast work, in¬ 
cluding FM. LEVEL; 54 dh below 1 volt/dyne/sq. cm. at high 
impedance. RESPONSE; 50-10,000 c.p.s. Equipped with 90® 
tilting head, balanced line output connection, and 20 ft. 2- 
conductor, heavy duty removable cable set. Satin, chrome finish. 
50 ohms, 200 ohms, 500 ohms or high impedance. 

Model 211 ..... .1 . .List Price $37.50 




Model 34X 
Crystal Microphone 

Attractive, high fidelity, semi-directional 
crystal unit. Highly recommended for 
studio and public address installations as 
well as quality recording work. Advanced 
engineering design with full 90° tilting 
head permits tilting to most advantageous 
position. Quick removable cable feature. 

The Model 34X utilizes a high quality 
Bimorph moisture sealed crystal — is blast and mechanical shock 
proofed. Use indoors or out. Satin chrome finish. LEVEL: —52 
db. RESPONSE: 60-10,000 c.p.s. Complete with 20 ft. removable 
cable set. 

Model 34X . ....List Price $29.00 

Model S-34X with slide on-off switch .List Price $31.50 


1¥E 


TURNER QUALITY, ALL PURPOSE, CRYSTAL OR DYNAMIC MICROPHONES 



15 Years o Favorite 
the World Over! 

Model 22X Crystal 
22D Dynamic 

Accurate pickup and faith¬ 
ful reproduction have 
made these units the most 
popular general purpose 
microphones on the market. Used 
by amateurs, paging and call sys¬ 
tems, home recording, and gen¬ 
eral sound work indoors and out. 
Modern styling and rich satin chrome 
finish. Full 90° tilting head for 
semi- or non-directional (microphone 
pointed straight up) operation. 
Standard —27 coupler mounting, 
MODEL 22X CRYSTAL has high 
quality humidity protected crystal in mechanical s’hock 
proofed mounting. LEVEL; —52 db. RESPONSE; 60- 
9,000 c.p.s. Complete with 7 ft. removable cable set. 

Model 22X . List Price $22.50 

Model S-22X with slide on-off switch....List Price $25.00 

MODEL 22D DYNAMIC features high quality Alnico 
magnets in high level dynamic circuit. LEVEL: —-54 db 
at high impedance, RESPONSE: 100-9,000 c.p.s. 7 ft. 
removable cable set. Available in 50, 200, 500 ohms or 
high impedance. 

Model 22D .. .... List Price $27.25 

Model S-22D with slide on-off switch....List Price $29.75 


Engineered with Turner Precision — 

Model 25X Crystal 
Model 25D Dynamic 

Exceptionally smooth response over a wide 

range of frequencies. Striking, modern case g 

finished in rich two-tone umber grey with 
chrome plated grille. Full 90° tilting head 
for s’emi- or non-directional operation. Com¬ 
plete with 20 ft. removable cable set. 

Standard —27 coupler mounting. 

MODEL 25X CRYSTAL — Genuine Bi¬ 
morph, high quality, moisture sealed crystal, 
mechanically isolated. Built for hard usage 
indoors or out. LEVEL: —52 db. RE¬ 
SPONSE: 50-9,000 c.p.s. 

Model 25X .....List Price $27.50 

Model S-25X. With slide on-off switch .List Price $30.00 

Model P-25X. With push-to-taik button switch .List Price $30.00 

Polished chrome finish at $2.50 list additional. 

MODEL 25D DYNAMIC — High flux Alnico V magnet together with 
a specially designed moving coil system and acoustic network gives 
outstanding efficiency and performance. LEVEL: —54 db at high im¬ 
pedance. RESPONSE; 50-10,000 c.p.s. High impedance wired single 
ended (single conductor shielded cable); 30, 200 or 500 ohms wired for 
balanced line (two conductor shielded cable). 

Model 25D ...List Price $40.00 

Model S-25D. With slide on-off switch ......List Price $42.50 

Model P-25D. With push-to-talk-button switch .List Price $42.50 

Polished chrome finish at $2.50 list additional. 




High Performance! Eye Appeal! Moderate Cost! 

Model 3BX Crystal • Model 33D Dynamic 


These high fidelity, all purpose units combine high 
output with smooth response over a wide frequency 
range. Excellent speech and music reproduction. 
Streamlined case design with rich satin chrome 
finish. 90° tilting head permits semi- or non-direc¬ 
tional operation. Removable cable feature allows 
quick interchange of cables. 

MODEL 33X CRYSTAL has high quality 2-element 
moisture sealed crystal and mechanical shock proofing. 
LEVEL: —52 db. RESPONSE: 60-9,000 c.p.s. 
Complete with 20 ft. temovable cable set. 

Model 33X ..List Price $24.50 

Model S-33X with slide on-off switch 

List Price $27.00 


MODEL 33D DYNAMIC — Smooth, high level 
dynamic circuit. Alnico magnets. LEVEL: —54 db 
at high impedance. RESPONSE: 100-9,000 c.p.s. 
Complete with 20 ft. removable cable Set. High 
impedance wired single ended (single conductor 
shielded cable), 50, 200 or 500 ohm wired for 
balanced line (two conductor shielded cable). 

Model 33D .List Price $29.00 

Model S-33D with slide on-off switch 

List Price $31.50 


TURN TO TURNER FOR ''SOUND PERFORMANCE”. 

'' _ ' _ ; ___ ; ___ • ■ •' • _ ^ ^ 
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MODERN - CONVENIENT TURNER HAND-HELD MICROPHONES 


t Multi-Purpose Microphone 

The Turner '"Hon-D" 

Model 9R Carbon 
Model 9D Dynamic 
Model 9X Crystal 

One of the handiest and most useful micro¬ 
phones made. Hang it, hold it, or mount on any 
standard floor or desk stand. Standard %"~ 
27 thread mounting. Balanced to fit the hand. 
Especially engineered for maximum response 
to voice, “Han-D” also delivers smooth, 
natural response to music pickups. Ideal for 
stage, paging, public address, amateur, mobile 
and traveling mike broadcasting. Will not blast 
from close speaking. Die-cast alloy case. Satin 

MODEL 9R CARBON — Recommended for 
use with mobile equipment and ham operation. 
With positive contact slide switch for on-off 
microphone control. 7 ft. two conductor cable. 
_ LEVEL: approximately.—43db. RESPONSE: 

200-4,000 c.p.s. with rising characteristics for maximum intelligi¬ 
bility. 200 ohms nominal impedance. 

Model 9R .List pHee $23.50 

MODEL 9D DYNAMIC — Recommended for more Severe 
conditions and extremes of climate and temperature. 
LEVEL: —52 db at high impedance. RESPONSE: 150-7,000 
c.p.s. Complete with removable 7 ft. single conductor shielded 
cable set. 50, 200, 500 ohms or high impedance furnished 

standard with nositive contact slide switch.* 

Model 9D .List Price $28.50 

MODEL 9X CRYSTAL — Equipped with high quality, shock 
mounted, humidity protected crystal for indoor or outdoor use. 
LEVEL: —52 db. RESPONSE: 60-7,000 c.p.s. Complete with 
7 ft. single conductor shielded cable set and positive contact 
slide switch.* 


Model 9X ..List Price $23.50 


*Also available with either heavy duty, non-lock- 
ing,_ push-to-talk switch at same price (specify: 
“With H.D. push-talk switch”) or without switch 
of any kind. (Write for details.) 

MODEL SR9R—Same technical specifications as 
Model 9R above. Equipped with two circuit, push- 
to-talk switch for on-off microphone control and 
external relay circuit. With 7 ft. four conductor 
cable. 

Model SR9R .List Price $28.00 



TURNER 



Rugged ^ 

Dependable 

Watertight • Dust-Proof 
Corrosion-Proof 





Model 70D Dynamic 
Model 70R Carbon 



Popular • Low Cost • Lightweight MOWL 70R 

Model 20X Crystal • Model 20D Dynamic sam° as for 

Model 20R Carbon dTresi^si 

Use ior all fields of applications where low cost is a factor. ^ 

Rugged die-cast metal case is finished in bronze metalus-tre. Model 70R 

Equipped with hook ring for hanging. SIZE: 6^" x 2-3/16" x 
1-5/32" overall. 

MODEL 20X CRYSTAL — A high impedance microphone - 

with —52 db output. RESPONSE: 70-7000 c.p.s. 7 ft. attached 

single conductor cable fully shielded. Weight less cable: 9 oz. v„ / 

Model 20X .List Price $12.85 , 

MODEL S20X with push-to-talk switch having slide-lock feature. 

Switch connected in microphone circuit, normally open. 

List Price $14.85 

MODEL SR-20X with push-to-talk switch having slide-lock 
feature. Switch normally open, connected to two cable con¬ 
ductors independent of microphone circuit for relay control. 

List Price $17.85 

MODEL 20D DYNAMIC—Recommended for more severe service SwkcP! 

conditions and extremes of climate and temperature. Either high 
impedance or 30 ohms available, please specify. OUTPUT c- 

LEVEL: —52 db at high impedance. RESPONSE: 100-7000 MODEL S. 
c.p.s. 7 ft. attached single conductor cable fully shielded. Weight feature, 

less cable, 12 oz. ^ ductors 

Model 20D . List Price $16.85 

MODEL 20R CARBON -— Has best response 
curve for highest articulation and intelligibil- 
ity and low distortion. Excellent speech repro- 
duction. OUTPUT LEVEL: —43 db. DC resist- 
ance of 200 ohms nominal. volt developed by 
normal speech. RESPONSE: 200-4000 c.p.s. 48" 
two conductor unshielded cable included. Weight 

Model 20R single button carbon 

List Price $12.85 


Can take extraordinary punishment without affecting its clear, 
crisp voice response and high output. For industrial uses where 
dust and corrosion render the average microphone useless in a 
short time; shipboard, military, fire departnient, carnival and 
athletic field uses in which the 70 remains unaffected by water 
in any form — rainfall, mist, steam or total immersion. Heavy 
duty push-to-talk switch. Hook for hanging or bracket for wall 
mounting (specify choice). Complete with 7 ft. attached cable, 
2 conductor shielded for low impedances, single conductor shielded 
for high impedance. Quotations on request for either model 
furnished with Koiled Kord to meet your specifications. 

SPECIFICATIONS 
MODEL 70D DYNAMIC 

FREQUENCY RESPONSE: 200 to 5,000 c.p.s. with slightly 
rising characteristic for maximum speech intelligibility. 
OUTPUT LEVEL: — 52 db. 

IMPEDANCE: Choice of 50, 200 or 500 ohms connected for 
balanced line, or high impedance with single ended output. 
DIAPHRAGM: Special heavy duty for maximum ruggednesS 
and resistance to abuse. Aluminum alloy. 

CASE: Zinc die cast alloy. Zinc chromate primer and baked on 
light grey equipment enamel finish ovet Iridite processed base. 
SWITCH: Push-to-talk switch, normally open. 

DIMENSIONS: 2^" x 1-9/16" x 4^" overall. 

WEIGHT: Less cable, 15 oz. 

MOUNTING: Hook for hanging or with bracket for wall 
mounting. 

Model 70D .List Price $42.50 

MODEL 70R CARBON 

Same as for 70D except with high quality carbon cartridge giving 
excellent articulation and intelligibility for speech. 

DC RESISTANCE: 200 ohms, nominal. 

OUTPUT LEVEL: —42 db. 

Model 70R .List Price $38.50 


TURNER 


MODEL S20D with push-to-talk switch having slide-lock feature. 
Switch connected in microphone circuit, normally open. 

List Price $18.85 

MODEL SR-20D with push-to-talk switch having slide-lock 
feature. Switch, normally open, connected to two cable con¬ 
ductors independent of microphone circuit for relay control. 

List Price $21.85 

MODEL S20R with push-to-talk switch having 
•est response slide-lock feature. Switch connected in micro- 

intelligibil- phone circuit, normally open. 48" two con- 

peech repro- ductor unshielded cable included, 

b. DC resist- List Price $14.85 

Icvdoocd by 

00 c.p.s. 48" MODEL SR-20R with push-to-talk switch having 
ided.' Weight slide-lock feature. DPST switch, normally open, 

controls both microphone circuit and inde¬ 
pendent relay circuit. 48" four conductor un- 

Price $12.85 shielded cable. List Price $17.85 
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RUGGED TURNER 
DYNAMIC 
MICROPHONES 



UNFAILING DEPENDABILITY IN ANY CLIMATE OR TEMPERATURE . . . 

Famous Turner Model 99 

Professional in appearance and performance. Smooth response not affected by heat, 
cold or humidity. Has adjustable saddle —27 mounting. Semi- or non-directional 
operation. For announcing and mobile public address systems, paging systems, com¬ 
munications, recording machines, etc, Gunmetal metalustre finish. LEVEL: —52 db 
at high impedance. RESPONSE: 80-9,000 c.p.^. 20 ft. removable single conductor 
shielded cable set. 50, 200, 500 ohms or high impedance. 

Model 99 ........ List Price $36.00 


For studio results under critical conditions. 

Model 999 Balanced Line Dynamic 

Same professional appearance as Model 99. Voice coil and transformer leads are 
insulated from ground and microphone casa. Line is balanced to ground. Gun¬ 
metal metalustre finish. LEVEL: —52 db at high impedance. RESPONSE: 80-9,000 
c.p.s. With 3 pin polarized locking connector and 20 ft. balanced line low capacity 
cable. 50, 200, 500 ohms or high impedance. 

Model 999 ..List Price $39.50 


Four impedances at your fingertips 

Model U9S Multi-Impedance Dynamic 



so, 200, 500 ohms or high impedance — get it quickly with the turn of the switch 
on the Turner U9S' Dynamic. Same precision engineering and rugged construction as 
the Model 999 with built-in tapped multi-impedance transformer and switch. Depend¬ 
able at all impedances and frequencies. Gunmetal metalustre finish. LEVEL: —52 db 
at high impedance. RESPONSE: 80-9,000 c.p.s. Complete with 20 ft. balanced line 
removable cable set. 


Model U9S 


List Price $42.50 


Turner Model 87 


Model 77 



Velocity Microphone 
High Fidelity • Bi-Directional 
Multi-Impedance 

MODEL 87 — A unit engi¬ 
neered with single element 
ribbon Supported in the field of 
an Alnico V magnet for maximum 
sensitivity. Thorough shielding 
excludes hum pickup. The Model 
87 has a bi-directional pickup 
pattern with exceptionally smooth 
response from 80-8,000 c.p.s. 
LEVEL: —62 db at high im¬ 
pedance. Built-in impedance 
switch gives selection of 50, 200, 
500 ohms or high impedance out¬ 
put. Universal Swivel mounting, 
—27 thread. Finished in dark 
umber grey with bright chro¬ 
mium screen. Complete with 20 
ft. two conductor balanced line 
shielded cable. 

Model 87 .List Price $49.85 



The Turner 
'^Trii-Cardioid" 


MODEL 77—The Turner “Tru- 
Cardioid” is a super-cardioid 
type microphone employing a 
combination of dynamic and 
velocity generators. “Tru-Car- 
dioid’^ pickup pattern practically 
eliminates feedback, audience and 
background noise. Has wide 
range pickup at front and a 
sharply attenuated output at rear 
with approximately 15 db dis¬ 
crimination between front and 
rear at all frequencies. RE- 
S P O N S E : 70-10,000 c.p.s. 

LEVEL: —62 db at high im¬ 
pedance. Built-in impedance 
Selector switch gives choice ^ of 
50, 200, 500 ohms or high im¬ 
pedance output, 90° tilting head, 
—27 mounting. Finished in 
dark umber grey with polished 
chromium screen. Complete with 
20 ft. removable two conductor 
shielded cable set. 

Model 77 .List Price $79.50 
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TECHNICAL SPECIFICATIONS 

Simplified continuous' tuning of all TV channels from 2 to 13 (54 to 
216 me.) with one knoh. 

Three position control switch turns on TV set only, the TV set and 
Booster, or shuts off both set and Booster. 

Cascode circuit for extremely low noise level. 

Gain: 20 db on low channels (2 to 6). 12 to 14 db on high channels 
(7 to 13). 

Bandwidth: Adequate at all channels. 

Adaptable to 300 ohm balanced or 75 ohm coaxial lines. 

Fully shielded chassis. 

Power consumption: 6 watts, 105-120 volts, 50-60 cycles, a.c. 
Dimensions: 8" x 6" x 6". 

Weight: 4^2 lbs. 

Model TV-2 Booster .List Price $57.50 


BRIGHTER, 

SHARPER 

TV RECEPTION 

With the TURNER Model TV-2 Television 
Booster 

Amplifies TV, FM, Aviation and Mobile Radio Signals. De¬ 
signed for beauty, as well as outstanding performance, the 
Turner Model TV-2 is the most beautiful Signal booster that 
ever graced the top of a television set. The rich mahogany 
plastic cabinet is a handsome and fitting enclosure for the 
superior circuitry which produces brighter, sharper pictures 
— even in extreme fringe areas! The high quality cascode 
circuit, first used by Turner, reduces noise and snow to a 
minimum, stabilizes the picture . . . makes viewing a real 
pleasure. Your careful comparison of the Turner with other 
boosters is invited. You’ll find the TV-2 has no peer! 



TURNER ChaiieH^ep^ 

Inexpensive Microphones for General Sound Work 



Priced within the range of almost every user. 
Turner Challengers offer performance, quality 
and appearance usually found in microphones 
listing at twice their low cost. Engineered with 
substantially flat response and high output level, 
they give clear cut reproduction of voice and 
music. Truly economical! 

Model BX Crystal—For recording, P.A. and 
amateur work. Brown Metalustre finish. Level: 
—52 db. Response: 60-6,000 c.p.s. Complete 
with 7 ft. attached cable. 

Model BX .list Price $11.75 

Model BD Dynamic — Same appearance and 
finish as BX. Equipped with dynamic cartridge. 
Works equally well indoors or out. Level: •—52 
db at high impedance. Response: 100-6,000 c.p.s. 
Complete with 7 ft. attached cable. 50, 200, 500 
ohms or high impedance. 

Model BD .List Price $16.85 


Model CX Crystal — Satin chrome finish. 7 ft. 
removable cable set. Standard '^/i "—27 thread 
mounting. Level: —52 db. Response: 60-7,000 
c.p.s. 

Model CX .List Price $16.25 

Model CD Dynamic —• Same style and finish as 
CX. High Ouality magnets. 7 fb rempvable 
cable set. Level: —52 db at high impedance. 
Response: 100-7,000 c.p.s. 50, 200, 500 ohms or 
high impedance. 

Model CD ..List Price $20.75 


Turner L40 
Lapel Microphone 

Small, lightweight and inconspicuous, the 
L40 can be worn in the lapel, used with the 
3H or concealed. Highest quality Bimorph, 
moisture sealed crystal produces high signal 
level. Engineered for crisp, clear speech 
reproduction. Chest sounds damped out. 
Used for built-in applications', public ad¬ 
dress, recording and as sound reinforcers. 
Also used for dictographic and detective 
work. Alligator clip may be used to secure 
unit to clothing. Satin chrome finish. Level: 
52 db below 1 volt/dyne/sq, cm. Response: 
50-8,000 c.p.s. With 20 ft. attached cable. 
Model L40 .List Price $25.00 

With Third Hand — L40-3H Slips over 
neck in a jiffy. Ideal for mobile sound 
work and call systems where operator 
needs both hands free. Indispensable for 
demonstrators. 

Model L40-3H .List Price $30.00 




Famous Turner ^'Third Hand'' 

Slips over your head in a jiffy and holds 
microphone close to your mouth, where you 
get excellent volume without feedback. As 
natural to wear as a necktie and lets you 
use both hands elsewhere. Stays out of your 
line of vision. Talk close without craning 
your neck. Cuts down background noises. 
Can be used with long line as traveling 
microphone. Ideal for window demonstra¬ 
tions, etc Has flexible gooseneck; 

—27 thread. Black enamel finish. Recom¬ 
mended for use with Turner microphones 
as they will not blast from close speaking. 
Model 3H ..List Price $5.00 


Model 60X Crystal — Good quality speech 
reproduction at low cost. For amateurs, 
P.A. and paging systems. Two-ply, tor¬ 
sional, moisture sealed crystal circuit has 
aluminum diaphragm, shock proof mount¬ 
ing, wind and blast proofed. Attractive die- 
cast alloy case is finished in baked-on peach 
enamel. Furnished with standard fig"—27 
thread for stand mounting. Level: •—52 db. 
Response: 70-7,OOG c.p.s. 6 ft. attached 
single conductor shielded fabric covered 
cable. Anchored firmly to case with Heyco 
strain relief bushing. Dimensions: 3-7/16" 
high x 2^" wide x 1-11/32" thick. Weight, 
10 oz. 

Model 60X .List Price $10.85 

Model S60X. Same as 60X but 
with on-off slide switch. 

List Price $12.85 
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•UNI-DIRECTIONAL 

NEW SUPERIOR ELIPSOID PICKUP PATTERN 

• ELIMINATES FEEDBACK 

TROUBLE BECAUSE IT HAS LOWEST FEED BACK 
POINT OF ALL DIAPHRAGM TYPE MICROPHONES 

•FLAT RESPONSE, free from annoy¬ 
ing PEAKS, GIVING STUDIO QUALITY REPRODUCTION 

The P.G. diaphragm follows air particle velocity where 
amplitude is a GRADIENT of the PRESSURE. In ordinary 
dynamics amplitude is restricted from following air particle 
velocity. The P.G. DYNAMIC is a radical improvement 
in this type of microphone. You can actually hear the 
difference. Case is designed according to modem acoustic 
principles. Rugged, not affected by temperature, altitude or 
humidity. Has unusually high output. 






Model PGH -hHmp. | $32.00 
Model PGL —50 ohms I List 


Output . 

Freq. Resp.. 

Cable Length .... 

Finish . 

Switch . 

Cable Connector 
Stand Thread ... 
Shipping Weight 


.—55 db 

.40-10000 CPS 

..25, ft. 

.Chrome 

.Yes 


Yes 


.%-27 

^Vz lbs. 


PLASTIC BAFFLE FOR 
P.G. DYNAMIC 

Increases output of the microphone 4 
db. Especially useful when performer 
is at distance of 12" or more. Excellent 
for picking up entire stage, bands, etc. 
Snaps into place. 

Model PG..:.List $1.50 



AMPERITE MICROPHONE STANDS—SPECIFICATIONS 


Model 

Description 

Base 

Wt. 

Base 

Spread 

Height 
. Range 

Thread 

List 

Gunmetal 
or Chrome 

Ship. 

Wt. 

DS-M 

DS 

Comb. Desk & Banquet 
Desk only 

6 lb. 
61b. 

TH" 

m" 

16"-24" 

3" 

M-27" 
^-27" 
& V 2 " P. 

$12.00 

6.00 

11 lb. 

11 lb. 
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New AMPERITE 

STUDIO “Ribbon” 

MICROPHONE 

MODELS R80H-R80L 
A ^^Blastproof Velocity” 
Eliminates Feedback Troubles 


The Finest in 
Microphones 
regardless of 
Price 


on close talk- 

^ TJt Bl entire orches- 

S mlm B tra can be faithfully 

/ IdHI B reproduced. 

HIDDEN SWITCH V»* i i r. O 

PREVENTS TAAAPERIMC PlCK-Up aUgle 120® 

front and back with 
practically no frequency discrimination. In spite of 
the wide pick-up angle, feedback is reduced to a 
minimum. 

Not affected by temperature, altitude or humidity. 
Will operate under any climatic conditions—^indoors 
or outdoors. Not affected by wind. 

Frequency range 40-14,000 cps. Output —56 db. 
Complete with switch (optional), cable connector and 
25' cable. Finish—Chrome. Stand, thread. Standard 
V/-27. 

Model List 

R80L—200 ohms output.$80.00 

R80H—High impedance. 80.00 

50 ohms available. Shipping Weight 10 lbs. 

AMPERITE KONTAK MIKE f^*sTRTMESTs 


Gives natural reinforcement 
without peaks. Easily at¬ 
tached without tools. Will 
operate with either low or 
high-gain amplifiers. Fre¬ 
quency response 40 to 9000 
cps. Output, —40 db. 

Shipping Weight 2 lbs. 



(Model KKH) 


Model SKH —^Hi-impedance ... List $12.00 

Model KKH —With Hand Volume Control. List 18.00 

Model KF —Foot Pedal Only .. ...List 18.00 

Low impedance available in model SKH at same price. 


New ^^RIBBON MICROPHONE, RBHG—RBLG 

Automafically Adjusted for Close or Distant Pick-Up 
A "Blastproof" Velocity 


studio reproduction — low feed¬ 
back. A “ribbon” microphone that 
brings broadcast quality within 
everyone’s reach. Perfectly natu¬ 
ral reproduction on close talking— 
you can even shout into it. Will 
also faithfully reproduce an en¬ 
tire orchestra. 

Pick up angle front and back— 
120 ° with practically no fre¬ 
quency discrimination. In spite of 
wide pick-up angle——feedback is 
reduced to an absolute minimum. 
Low feed back is due to flat re¬ 
sponse of the microphone. 

Excellent for studio—P. A. or 
recording. Not affected by tem¬ 
perature, altitude or humidity. 
Can be used under all climatic 
conditions, and will withstand 
rough handling. Not affected by 
wind. 

Frequency range 50-11,000 cps. 
Output —62 db. Complete with 
switch, cable connector, and 25' 
cable. Finish — Chrome. Stand 
thread—Standard % "—2 7. 

Model RBHG —^High impedance . 
Model RBLG —200 ohms output 
50 ohms available. 



List 

.$42.00 

. 42.00 

Shipping Weight 8 lbs. 


COMPACT VELOCITY, ACH-ACL 

The smallest complete velocity ever made 

Compact—yet a complete Amperite “Ribbon” Microphone 
including transformer, switch and cable connector. Recom¬ 
mended wherever a compact microphone is a necessity. 
Can be used either as a hand microphone or on a stand. 
Frequency range 120 to 8,000 cps. Output —65 db. 

Complete with switch—cable connector—12' cable. 
Stand thread—Standard ^"-27. 

List 

Model ACH —High impedance. $32.00 

Model ACL —200 ohms output.. . 32.00 

50 ohms available 
Shipping Weight 5 lbs. ' 




Amperite 7JH—7JL VELOCITY MICROPHONE 

"Lapel" Type f 

Reproduction is so perfect—^you can hardly tell a 
microphone is working. Free from annoying peaks or 
mechanical reproduction. Output does not change 
with any position of the head. It can be concealed in 
clothing. Will operate under all climatic conditions. 

Unusually low feedback. Frequency range 60-7,000 
cps. Output: —63 db. Cable length 25'. Rubber case. 

Model 7JH —^High impedance . List $32.00 

Model 7JL —200 ohms output. ..List 32.00 

50 ohms available. Shipping Weight 3 lbs. 


Model LGP—Input Transformer (Cable Type) 

Enables the use of low impedance mi¬ 
crophones and cable lengths up to 
5 ,000' with amplifiers having high im¬ 
pedance input. Special shielding elimi 
nates hum pick-up. Can be used with 
25, 50, or 200 ohm microphones. Out¬ 
put connects directly into high impedance input oi amplifier. 

Standard grade recommended for speech. Laboratory grade for music. 

Model LGP —Lab—40 to 14,000 cps. ... List 10.00 

Shipping Weight 3 lbs. 
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DRaSO RIBBON and DYNAMIC CARDIOID D33 DYNAMIC OMNI-DIRECTIONAL 



FREQUENCY RESPONSE: 40-15.000 cp.s., plus or minus 

2.5 db. 

OUTPUT lEVEL: -86 db. for 50 ohms Impedance 
(0 db=1 volt/dyne/cm^}. 

POLAR PATTERN: True cardioid. Easily and quickly 
changed to bi-directional ribbon only, or omni-directional 
dynamic only. 

IMPEDANCE: Easily and quickly changed to 50. 150 or 
250 ohms. 

CONNECTOR: Cannon XL-3-11 "latch-lock" connector. 
CABLE: 25 ft. two-conductor shielded rubber covered. 
STAND COUPLING: %"-27 threod on combination swivel 
and "slide-lock." 

DIMENSIONS: Ht. 6 Ins., dia. 2 ins., wt. 20 ozs. 

LIST PRICE; Code; REBID. ^tSO.OO'' 



FREQUENCY RESPONSE; 40-15.000 c.p.s.. plus or minus 

2.5 db. 

OUTPUT LEVEL: —86 db for 30-50 ohms impedance 

(0db=l volt/dyne/cm2). 

IMPEDANCE: Easily and quickly changed to 30-50 or 
250 ohms. 

CONNECTOR; Cannon XL-3-11 "latch-lock" connector. 
CABLE: 25 ft. two-conductor shielded rubber covered. 
STAND COUPLING; %"-27 thread on combination swivel 
and "slide-lock." 

DIMENSIONS; Ht. 814 ins., dia. 1 in., wt. 7 ozs. 


LIST PRICE; Code; DOING.. 



DR331 



RIBBON BI-DIRECTIONAL 

FREQUENCY RESPONSE: 50-8000 c.p.s.. plus or minus 
3.0 db. 

OUTPUT LEVEL;—55 db for high impedance ; 

(0db=:1 volt/dyne/cm2). 

POLAR PATTERN; True velocity bi-directional. 
IMPEDANCE; Easily and quickly changed te low (30-50) 
med. (250) or high (40.000) ohms. 

CONNECTOR: Cannon XL-3-11 "latch-lock" connector. 
CABLE: 25 ft. single-connector shielded rubber covered. 
STAND COUPLING: %"-27 thread on comb, swivel and 
"slide-lock." 

DIMENSIONS: Ht. 6 ins., dia. 2 ins., wt. 20 ozs. 

UST PRICE: Cod.: DYRIB. 


D22 



DYNAMIC OMNI-DIRECTIONAL 

FREQUENCY RESPONSE: 100-8000 c.p.s., plus or minus 
5.0 db. 

OUTPUT LEVEL: -52 db for high Impedance 
(0 db=l volt/dyne/cm-). 

IMPEDANCE; Easily and quickly changed to low (30-50) 
or high (40,000) ohms. 

CONNECTOR: Cannon XL-3-11 "latch-lock" connector. 
CABLE: 25 ft. single conductor shielded rubber covered. 
STAND COUPLING: %"-27 thread on combination swivel 
and "slide-lock." 

DIMENSIONS: Ht. 8% Ins., dia. 1 in., wt. 7 ozs. 

UST PRICE: code, doc. 
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DR332 



RIBBON and DYNAMIC CARDIOID 

FREQUENCY RESPONSE: 50-8.000 c.p.s.. plus or minus 
5.0 db. 

OUTPUT LEVEL:-53 db for high impedance. 

(0 db==1 volt/dyne/cm^). 

POLAR PATTERN; True cardioid. 

IMPEDANCE: Easily and quickly changed to low (30-50), 
med. (250) or high (40,000) ohms.- 
CONNECTOR: Cannon XL-3-11 "latch-lock" connector. 
CABLE: 25 ft. single-connector shielded rubber covered. 
STAND COUPLING: %"-27 thread on combination swivel 
and "slide-lock." 

DIMENSIONS: Ht. 6 ins., dia. 2 ins., wt. 20 ozs. 

UST PRICE: Code, BIRIB- ^^85.00 


D44 



DYNAMIC OMNI-DIRECTIONAL 

FREQUENCY RESPONSE: 50-15,000, c.p.s.. plus or minus 

2.5 db. 

OUTPUT LEVEL: -88 db, 50 ohms impedance 
(0 db=1 volt/dyne/cm^). 

IMPEDANCE: 50 ohms. 

^ CONNECTOR: American APF-1 
COUPLING; Microphone terminated in male part of con¬ 
nector. Female part of connector has ring-lock ferrule 
for convenient diconnect. Coupling %"-77 internal 
thread for installation on fish poje or boom. 
DIMENSIONS: Ht. 6 V 4 ins., mic. unit 3% ins., wt. 7 ozs. 


LIST PRICE: Code; dixie.. 



Licensed under Patents of the Brush Development Co. 


Licensed under Patents of Western Electric Co.. Inc. 
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DYNAMIC UNI-DIRECTIONAL 

FREQUENCY RESPONSE: 100-7,000 c.p. 5 . 

OUTPUT LEVEL;—-54 db for high impedance 
(0 db =1 volt/dyne/cm*). 

IMPEDANCE: 38/000 ohms. (200 or 500 ohms available) 
CONNECTOR: Cannon XL-S-ll "latch-lock." 

CABLE: 25 ft. single-conductor shielded rubber covered. 
STAND COUPLING; %"-27 thread. 

DIMENSIONS: Ht. 7 ins./ breadth IVt ins./ wt. 214 lbs. 


LIST PRICE: Code; HIWEL... 
LOW 50 list PRICE: Code; LOWEL.. 



D8T 
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DYNAMIC OMNI-DIRECTIONAL 

FREQUENCY RESPONSE: Substantially flat 100-6/000 
c.p.s. 

OUTPUT LEVEL; —56 db (0 db=l volt/dyne/cm^). 
IMPEDANCE: 38/000 ohms. (200 or 500 ohms available). 
CONNECTOR: Amphenol MC-IM. 

CABLE: l2Vi ft. single-conductor shielded rubber covered. 
STAND COUPLING: %"-27 thread on swivel. 
DIMENSIONS; Ht. 314 ins./ dia. 2 ins./ wt. 13 ozs. 

LIST PRICE; Code; DATAH. 


LOW 50 LIST PRICE: Code; DATAL.. 




DYNAMIC OMNI-DIRECTIONAL 

FREQUENCY RESPONSE; Substantially flat. 

OUTPUT LEVEL; —57 db for high impedance 
( 0 db:=:l volt/dyne/cm‘). 

IMPEDANCE: 38,000 ohms. (200 to 500 ohms available). 
CONNECTOR: MC-IM Amphenol. 

CABLE; 12Vi ft. single-conductor shielded rubber covered 
with Amphenol female fitting, loose end. 

STAND COUPLING: %"-27 thread 
DIMENSIONS: Ht. 214 ins., dia. I’/a in., wt. 814 ozs. 


LOW 50 


LIST PRICE: Code; DISET.. 

LIST PRICE: Code; DISEV. $24*0 



D7TS DYNAMIC OMNI-DIRECTIONAL 
SLIDE SWITCH 


FREQUENCY RESPONSE: Substantially flat. 

OUTPUT LEVEL;—57 db. for high impedance 
(0 db=l volt/dyne/cm®). 

IMPEDANCE: 38,000 ohms. (200 or 500 ohms available). 
CABLE: 6 ft. single-conductor shielded rubber covered, 
loose end. 

DIMENSIONS: Ht. 8 ins., dia. 114 ins./ wt. 14 ozs. 



LIST PRICE: Code; DIAHT.. 


LOW 50 LIST PRICE: Code; DIAHL.. 



DYNAMIC OMNI-DIRECTIONAL 
PRESS TO TALK SWITCH 

FREQUENCY RESPONSE: Substantially flat. 

OUTPUT LEVEL: —57 db, for high impedance 
(0 db =:1 volt/dyne/cm*). 

IMPEDANCE: 38/000 ohms. (200 or 500 ohms available). 
CABLE: 6 ft. single-conductor shielded rubber covered/ 
loose end. 

DIMENSIONS: Ht. 8 ins./ dia. 114 ins./ wt. 1014 ozs. 


^ LIST PRICE: Code; DIMAT.... 

LOW 50 LIST PRICE: Code; DIMAR.. 




DYNAMIC SEMI-DIRECTIONAL 

FREQUENCY RESPONSE; 50-6/000 c.p.s. 

OUTPUT LEVEL: -52 db for high impedance 
(0 db =:1 Yolt/dyne/cm*). 

IMPEDANCE: 38/000 ohms. (200 or 500 ohms available). 
CONNECTOR: Cannon XL-3-11. 

CABLE: 25 ft. single-conductor shielded rubber covered. 
STAND COUPLING: 44"-27 thread on swivel. 
DIMENSIONS: Ht. SVa ins., dia 2ya ins., wt. 114 lbs. 


LIST PRICE; Code; DYHIM. 

LOW 50 LIST PRICE; Code; DYLOM.. 
Licensed under Patents of the Brush Development Co. 


D5 



DYNAMIC OMNI-DIRECTIONAL 

FREQUENCY RESPONSE: lOOAOOO c.p.s. 

OUTPUT LEVEL; —54 db for high impedance 
( 0 db =1 volt/dyne/cm'). 

IMPEDANCE: 38,000 ohms. (200 or 500 ohms availoble). 
CONNECTOR: Amphenol MC-IM. 

CABLE: 25 ft. single-conductor shielded rubber covered. 
STAND COUPLING; %"-27 thread on swivel. 
DIMENSIONS; Ht. 2% ins., dia. 2Va ins., wt. VA lbs. 



LIST PRICE: Code; DIXIT. 

LOW 50 LIST PRICE: Code; DIXIX.. 


D4 


DYNAMIC OMNI-DIRECTIONAL 

FREQUENCY RESPONSE: 60-7,S00 c.pj. 

OUTPUT LEVEL: —56 db for high impedance 
(0 db= 1 volt/dyne/cm*). 

IMPEDANCE: 38/000 ohms. (200 or 500 ohms available). 
CONNECTOR: Amphenol MC-IM. 

CABLE: 1214 ft. single-conductor shielded rubber covered. 
STAND COUPLING: %"-27 thread on swivel. 
DIMENSIONS: Ht. 4 ins., dia 2 ins./ wt. 1014 ozs. 


LIST PRICE: Code; DFORT. 

LOW 50 LIST PRICE; Code; DEFOR. 

Licensed under Patents of Western Electric Co<« Inc. 
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DYNAMIC LECTURERS MICROPHONE 

FREQUENCY RESPONSE: 100-4,000 c.p.s. 

OUTPUT LEVEL: —86 db for low impedance 
(0 db=:l volt/dyne/cm‘). 

IMPEDANCE; 50 ohms. 

CONNECTOR: Cannon XL-S-ll "latch-lock." 

CABLE: 25 ft. two-conductor shielded rubber covered. 
DIMENSIONS: Wt. 12 ozs., complete. 


LIST PRICE: Code; MICRO. 

D4GT 


LIST PRICE: Code; CSEVN.. 
LOV/ 50 LIST PRICE: Code; CSEVL. 




Hi. LIST PRICE: Code; CETEE 


CRYSTAL MICROPHONE 

FREQUENCY RESPONSE: 50-6,000 c.p.s. 

OUTPUT LEVEL: -55 db. (0 db = l volt/dyne/cm’). 
IMPEDANCE: High. 

CONNECTOR: Amphenol MC-IM. 

CABLE: 12V^ ft. single-conductor shielded rubber covered. 
STAND COUPLING: %"-27 thread on swivel. 
DIMENSIONS: Length V /2 ins., dia. 2Vi ins., v/t. 15 ozs. 


CRYSTAL SEMI and NON-DIRECTIONAL 

FREQUENCY RESPONSE: 100-6,000 c.p.s. 

OUTPUT LEVEL; -55 db (0 db=l volt/dyne/cm'). 
IMPEDANCE; High. 

CONNECTOR: Amphenol. MC-IM. 

CABLE: 6 ft. single-conductor shielded rubber covered. 
STAND COUPLING: %"-27 thread on swivel. 
DIMENSIONS: Ht. 3 ins., dia. 2% ins., wt. 8 ozs. 

LIST PRICE; Code; CESIX........ 



CRYSTAL LAPEL MICROPHONE 

FREQUENCY RESPONSE; 50-5,000 c.p.s. 

OUTPUT LEVEL: _55 db. (0 db^l volt/dyne/cm"). 
IMPEDANCE; High. 

CABLE: 25 ft. single-conductor shielded plastic covered. 
DIMENSIONS: Dia. 2’4 ins., depth % in., wt. 6U ozs. 


LIST PRICE: Code; LATAL. $27,25 


LIST PRICE: Code; LATAT.. 


$28,45 



CRYSTAL MICROPHONE 

FREQUENCY RESPONSE: 50-6,000 c.p.s. 

OUTPUT LEVEL: -55 db. (0 db = l volt/dyoe/cm*). 
IMPEDANCE: High. 

CABLE: 7 ft. single-conductor shielded rubber covered. 
STAND COUPLING: Base easily removed by half torn of 
bayonet lock for use as hand microphone. Hondle has 
W-27 ext. thread, microphone unit %"-27 int. thread 
for mounting on floor stand. 

DIMENSIONS: Ht. 10 ins., wt. 1 lb. 

LIST PRICE; Code; ARCEE. 


SWITCH LIST PRICE: Code; ARCEX.. 



CHK 



HAND-HELD CARBON 

MICROPHONE 

FREQUENCY RESPONSE: 300-4,000 C.P.S., rising 
characteristic. 

OUTPUT LEVEL: —20 db down for one volt for 
normal speech. 

IMPEDENCE; 40 ohms. 

CABLE: 5 feet extended Koiled-Kord 3'Conductor, 
rubber covered. 

DIMENSIONS: Weighs B'-i oz. with cable. 

. '$27„ 


IIST PRICE; Code; KARBO.. 




J1 



PHONOGRAPH PICKUP 


RECORD: 78 RPM. 

NEEDLE FORCE: ounces, 

OUTPUT VOLTAGE: 3 volts." 

FREQUENCY RANGE; 50-8,000 c.p.s. 

AMERICAN CARTRIDGE USED: CRIA (no needle). 

LIST PRICE: Code; JADED. 


J3 LIGHTWEIGHT PHONOGRAPH 

PICKUP 



Licensed under Patents of the Brush Development Co. 


Awmcatt 


RECORD: Long playing and 78 RPM. 

NIEEDLE FORCE: 6 grams. 

OUTPUT VOLTAGE: 1 volt. . 

FREQUENCY RANGE: 50-6,000 c.p.s. 

AMERICAN CARTRIDGE USED: CR5, CR6 or CR7 
which includes Osmium or Sapphire tip needle. 
Specify cartridge and needle required. 

LIST PRICE; Code; JUBAL. 

Licensed under Patents of Western Electric Co., Inc. 
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78 RPM 


78 RPM 



NEEDLE FORCE; VA ounces. 

OUTPUT VOLTAGE: 3 volts. 

FREQUENCY RANGE; 50-8,000 c.p.s. 
WEIGHT: 17 grams. 

NEEDLE TYPE: Optional (Not supplied). 

LIST PRICE: Code; CINCH. J| 


CRIA cartridges feature the exclusive American designed 'Torque-Limit'^ 
needle chuck. Prevents chuck moving when tension or pressure is opplied 
to the needle screw, insuring needle socket remaining centrally located 
In the cartridge, and guaranteeing excellent needle point compliance. ' 
Best operation is obtained with offset needles using Sapphire or precious 
metal tip. 



NEEDLE FORCE: V/e ounces. 

OUTPUT VOLTAGE; VA volts. 
FREQUENCY RANGE- 50-7,000 i p.s. 
WEIGHT: 17 grams. 

NEEDLE TYPE: Optional (Not supplied). 

LIST PRICE: Code; CIVIC. ^ 


CR2A cartridges feature the exclusive American designed "Torque-Limit" 
needle chuck. Prevents chuck moving when tension or pressure is applied 
to the needle screw. Insuring needle socket remaining centrally located 
in the cartridge, and guaranteeing excellent needle point compliance. 
Best operation is obtained with offset needles using Sapphire or precious 
metal tip. 

•>-’4 

CR5 LONG PLAYING 33!/3 and 45 RPM 



78 RPM 

NEEDLE FORCE: VA ounces. 

OUTPUT VOLTAGE: ZV 2 volts. 
FREQUENCY RANGE: 50-8,000 c.p.s. 
WEIGHT: 17 grams. 

NEEDLE TYPE: Optional (Not supplied). 
LIST PRICE: Code; CLASP. 1 


The CR4A cartridge representing a desirable combination of high output 
together with wide frequency range, makes this a most desirable unit. 
Also features the exclusive American designed "Torque-Limit" needle 
chVck. 


78 RPM 

NEEDLE FORCE: 8 grams. 

OUTPUT VOLTAGE; 1.1 volts. 

FREQUENCY RANGE: 50-6,000 c.p.s. 

WEIGHT: 5 grams, 

NEEDLE TYPE; Three mil radius Osmium tip needle 
supplied. 



LIST PRICE; Code; CUPAY. 

CR6S 78 RPM. 

Same as above with Sapphire tip. 
LIST PRICE: Code; CUPAN. 


The CR6 cartridge using a three mil radius Osmium tipped or Sapphire 
tipped stylus is an exceptionally light weight unit for replacement in 78 
RPM record players where required. 


78 RPM 

NEEDLE FORCE; 1 ounce. 

OUTPUT VOLTAGE: 1 volt. 

FREQUENCY RANGE: 50-6,000 c.p.s. 

WEIGHT: 17 grams. 

NEEDLE TYPE: 3 mil radius Osmium tip needle 
supplied. 

UST PR,CE=Coae, DELTA. 'It® 



The S2A cartridge has rolled-off high frequency response for pleasant 
listening to all types of recordings and transcriptions. The reduction of 
surface noises restores old albums of favorite records to new usefulness. 


Licensed under Patents of the Brush Development Co. 


Awetmtc 



NEEDLE FORCE: 6 grams. 

OUTPUT VOLTAGE: 1 volt. 

FREQUENCY RANGE: 50-6,000 c.p.s. 

WEIGHT: 5 grams. 

NEEDLE TYPE: One mil radius Osmium tip needle 
supplied. 

LIST PRICE: Code; CABAL. ^66: 


CR5S LONG PLAYING 33’/3 and 45 RPM. 
Same as above with Sapphire tip. 

LIST PRICE: Code; CADAN. . $4 


The CR5 cartridge using one mil radius Osmium tipped stylus is highly 
recommended for replacement in most 33’/3 and 45 RPM record players. 

CR7 COMBINATION 331 / 3 , 45, and 78 

RPM 

NEEDLE FORCE: 8 grams. 

Ill OUTPUT VOLTAGE; 1 volt. 

FREQUENCY RANGE: 50-6,000 c.p.s. 

WEIGHT: 5 grams. 

NEEDLE TYPE: .0017 mil radios Osmium tip 



CR7S COMBINATION SSVs, 45 and 78 RPM. 
Same as above with Sapphire tip. 

LIST PRICE: Code; CADER. 


The CR7 cartridge is equipped with a combination Osmium tip stylus that 
will play both 78 RPM and microgroove r^ords. Sapphire tip stylus 
available. 


PNMA 



78 RPM 

NEEDLE FORCE: VA ounces. 

OUTPUT VOLTAGE: 1 volt. 

FREQUENCY RANGE: 50-5,000 c.p.s. 
WEIGHT: 17 grams. 

NEEDLE TYPE: Optional (Not supplied). 
LIST PRICE: Code; CRESS...... I 


The PNMA cartridge is designed for use in extreme temperature and 
humidity conditions. Crystal element is moisture-resistant, Svealed ir|i a 
metal jacket, and will withstand temperatures to 200 degrees Fahrenhieit. 
FOR BEST RESULTS: PNMA cartridges should be terminated into a Idl^j 
resistor of 5 megohms or higher. Low capacity cable from cartridge to 
amplifier input should be used, and should be as short as possible. 

Licensed under Potents of Western Electric Co., Inc. 


MICROPHONE CO., 370 SOUTH FAIR OAKS AVE., PASADENA 1, CALIFORNIA 


Copyright by U. C. P., Inc. 
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SOUHD CORP. 


the complete line for every public address need! 

ATLAS MICROPHONE STANDS 

featuring SPECIAL FULL-GRIP VELVET ACTION CLUTCHES^V 
maximum STABILITY, QUIET EASE AND WEAR C 

*MS-2S Jealures % ■ 

SAFETY AIB-LOCK 
CUSHION 










HS-12C 

Standard 


MS-llC 

Standard 

Deluxe 


CS-l 

Collapsible 


CS-32 

2'piece 

Demountable 


CS-33 

3-piece 

Demountable 


The “Full-Grip" Clutch offers an ex- ■Mrinpr w ■ 
tended length clutch body-; permitting 
a secure, full-hand grip. The clutch mI-iSc 12 lbs! 

mechanism is inner-lined with a wear- MS-11C 12 lbs. 

proof bakelite locking collet which grips ]!mI'. 25 24 lbs! 

without jamming, slipping, or sudden 
dropping. All bases are functionally *ci-32 41bl! 

designed to offer maximum stability for * CS-33 3 lbs. 

a given base weight. The maximum base mass is located 
at the outer periphery of the casting where the concentrated 
weight is most useful. All bases include self-leveling, shock- 
absdrbent base pads, plus three additional “anti-tip" points 
locdted between the base pads. The complete tube assemblies 
of all models ore “super-chrome" plated, assuring "life-time" 
wear. All models terminate in a W-27 carefully machined 
thread. 

^SAFETY AIR-LOCK CUSHION 

Sensational new Atlas feature that prevents accidental or 
sudden slippage of telescoping section. This section is 
dlwoys "cushioned on air," and the controlled escape¬ 
ment allows only a slow, smooth, quiet collapse of stand. 


ADJUSTABLE BANQUET STAND 


Features "Full-Grip Velvet-Action" adjustment. Tube 
and base handsome super-chrome finished. Adjustable 
18"-32". Base diameter 8". Wt. 5 lbs. 

Model TS-6 List Price $9.00 


MODEL 

Weight 

Base Finish 

Tube Finish 

Height Adjust. 

Base Diam. 

LIST 

PRICE 

MS-IOC 

9 lbs. 

Gray Shrivel 

Full Chrome 

35" to 64" 

10 " 

$ 9.75 

MS-12C 

12 lbs. 

Gray Shrivel 

Full Chrome 

35" to 65" 

10 " 

10.50 

MS-11C 

12 lbs. 

Full Chrome 

Full Chrome 

35" to 65" 

10 " 

13.00 

tMS-20 

15 lbs. 

Gray Shrivel 

Full Chrome 

42" to 72" 

12 " 

15.50 

t MS-25 

24 lbs. 

Chrome & 

Full Chrome 

42" to 72" 

17" 

21.50 

§CS-1 

5 lbs. 

Gray Shrivel 
Cadmium Plated 

Full Chrome 

23" to 62" 

Collapsible 

16.00 

•CS-32 

4 lbs. 

Chrome & Gray 

Full Chrome 

36" to 64" 

Demountable 

10.25 

* CS-33 

3 lbs. 

Hammerloid 

Full Chrome 

26" to 64" 

Demountable 

11.75 



'VELVET ACTION' DESK STAND 


DS-5 and DS-7-- Desk Stands —Same fine finish and 
workmanship as floor models. Adjustable DS-7 has 
heavy duty and %" tubing. Felt base pads in¬ 
cluded. Base diameter 6", gray shrivel finish; tube 
chromium plated. 

Model Adi. Height List Price 

DS-5 Fixed 6" $3.00 

DS-7 8 " to 13" 5.00 


*Each stand is individually packed complete in a single carton. 
tThe MS-20 and MS-24 use large diameter, oversize, telescoping 
brass tube assemblies (%" telescoping tube — \Vz‘ base tube) 
resulting in a handsome and fine-appearing stand that supple¬ 
ments the professional appearance of large-size high quality 
microphones. 

§Collapsible to a minimum overall length of 23 inches. 


MODEL DS-10—“The Streamliner” 


Modern — Attractive — Functional 
Stablel 

Compliments appearance of any 
mike. Conceals mike cable in slot 
beneath center section of chromium 
trim and directs it out at rear of base. 
Adequate space under base for in¬ 
stallation of "on-off" or "press-to-talk" 
switch. 



Model DS-10 


List Price $5.00 
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SOUND CO RP. 

the complete line for every public address need! 



BS-36W Mobile 

Model — Identical 
to BS-36 but fea¬ 
tures DeLuxe base 
having ball-bear¬ 
ing hard -rnubber 
swivel castors that 
permit entire stand 
to be wheeled 
about. 

List Price $67.50 



PROFESSIONAL 
BOOM STAND 


New model! All advantages of 
"Floating Action" and "Safety 
Air-Lock Cushion" that prevents 
accidental slippage. All parts 
"Velvet Smooth" in operation. 
Boom easily removable to use 
upright as a conventional floor 
stand. Gyromatic swivel joint 
assures mike always hangs in 
proper position. 

Specifications: Boom length 72" 
(more extension addable). Adjust¬ 
able vertical extension 48"-72". 
Base diam. 17". Tubular sections 
super-chrome plated. Modernistic 
base finished in chrome and gun 
metal shrivel.. "Snap On" hang¬ 
ers furnished to hold mike cable 
to boom section. Ship. wt. 33 lbs. 

List Price $60.00 


DUPLEX MIKE MOUNT 



'SNAP ON' MICROPHONE ATTACHMENT 



With Desk Attachment 

Permits use of 2 mikes on any single 
stand. Reduces "off mike" possibil¬ 
ity. Desk attachment and mike sup¬ 
port arms detachable. Thus one mike 
alone may be used—to one side or 
rear of desk. Finished in chrome and 
cadmium. Moulded 
composition desk, 9" x 
11". Ship wt. 21/2 lbs. 

TB-1 List $10.00 


CABLE HANGER -> 

Proven necessity on every mike 
stand. Fits all tubes, to IY 4 '' 
diam.; attached and removed by 
1 screw. All parts chrome finish. 

Model CH-1 List Price $3.00 



GYROMATIC SWIVEL 


Permits any mike to be adjusted and locked into any 
angle on any floor or desk stand. Also useful with 
SK-1, BC-1, etc. Precision die castings, super-chrome 
finish. 41 / 2 " long. male and female threads. 

Model SW-1 List Price $4.00 


Permits any mike to 
be attached to or re¬ 
moved from any floor 
_ stand — instantly, 
safely, without on-and-off threading. SO-1 is ball-bearing spring 
sleeve attachrhent: one section is attached to mike, other section 
is permanently fastened to stand. 

Model SO-1 List Price $2.75 


FLEXIBLE GOOSE NECK 



Attachable to any mike stand or fixture. Ends have 5/^"-27 male 
and female threads. GN-13 is 13" long; GN-19 is 19" long. Fin¬ 
ished in, polished chrome. 

Model GN-13—List Price $2.75 Model GN-19—List Price $3.75 


'BABY BOOM' ATTACHMENT 




Easily attached to any mike stand and locked in any position. 
Also effectively used with bracket clamps BC-1 and SK-1. Boom 
length 32", chrome plated. Castings in gun metal shrivel. %"-27 
threads. Ship. wt. ?? lbs. 

List Price $7.50 

SKY HOOK 

Answers many mike positioning problems. 
Fastens securely to ledges, round pipes, stan¬ 
chions*. Has 5/8"-27 thread for any mike. Can 
also be used in combination with SW-1, GN-13, 
etc. Casting finish, gun metal shrivel; 3" long 
tube, chrome. 

*Excellent for attaching an extra mike to a 
conventional floor stand. 

Model SK-1 List Price $3.50 


TS-7 BANQUET STAND 
(Only) 

For use with TB-1. Heavy base, 10" diam. All parts 
super-chrome plated. Adjustable tube assembly. 
Easily placed on and moved along speaker's table. 
Ship. wt. 11 lbs. 

Model TS-7 List Price $10.00 



Model BB-1 





BOOM BRACKET KIT - 

Solves almost any jnike placement problem. 
Set screw assembly enables tailoring 
bracket to any size. Mike cable feeds thru 
support arm and adjustable elbow. Bronze 
enamel finish. Main tubes 22" long; sup¬ 
port tubes 5" long. 

Model US-1 List Price $11.50 



BRACKET CLAMP 

Very versatile. Usable with BB-1, GN-13, etc. Clamp 
can be removed and top flange screwed or bolted 
into position. Chrome tube 6" long. 5/8''-27 thread. 

Model BC-1 List Price $3.50 



MODEL Description LIST PRICE 

AD-1 y8"-27 female to V 2 " pipe thread male (RCA 

Adaptor) ....60 

AD-2 Vs" pipe female to Vs"-27 male _____60 

ASD-3 Vs" pipe female to ^^"-21 female _ 60 

AD-4 3 / 4 " long, s/s *-27 male running thread _ ,30 

AD-5 5/855-27 female to '^k"-27 female coupling . 60 

AD-8 V8"-27 female to y^"-27 female coupling . 75 

AD-7 3" long tube ^^’-27 male each end_ .60 

AD-8 6" long tube 'Yq"’27 male each end ........... .70 

AD-9 , '^i%‘~27 female to 5/g"-27 female ...... 

AD-10 %"-24 female to %"-27 female (W. E. Adaptor)_ 1.20 

AD-11 Flange, 5/g-27" female. Base Diameter IV 4 '-.70 

AD-12 Flange, 5/g"_27 male. Base holes on Vs** mounting 

centers .... --70 

All adaptors chrome plated. 

We are prepared to supply any special types of adaptors or 
fittings, and bent tube sections, to your specifications in reason¬ 
able quantities. 


Copyright by U. C. P., Inc, 
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MICROPHONES 

BRUSH MODEL BA-106 MICROPHONE 


The Brush Model BA-106 is a high quality microphone incorporating 
the hermetically sealed "Acousticel"* with Sintered bronze damping. 
"Metalseal"* crystal is used for protection against conditions of high 
humidity. This microphone offers unexcelled response in microphones 
of this type and price range. 

Vibration, shock or low frequency wind noise do not affect the per¬ 
formance of this microphohe. 

Output level 50 db. below 1 volt/dyne cms. 

Flat from 40 to 6,000 cps. Unexcelled for home 
recording, public address systems, ham shacks, 
monitoring and institutional and industrial 
applications. 

Net Wt. 11/4 lbs. 

Shipping Wt. 3V4 lbs. Price . » . • • $19.75 



BRUSH MODEL BA-109 MICROPHONE 

The Brush Model BA-109 microphone using the improved 
Acoustical* was created for public address, home record¬ 
ing and amateur applications. The "MetalseaT'* crystal 
insures long life and reliability. Styled in rich matbon 
plastic and brushed chrome in compliance with the recent 
trend in industrial design. 

Response from 40 to 10,000 cps. 

Output Level 54 db. below 1 volt/dyne cm^. 
Non-directional. 

High Impedance equivalent to approximately 
.002 mfd. (1.8 meg. ohms at 1,000 cycles.) 

The microphone is designed for use with standard 5/^" 
27 thread microphone stand. 

* Trade Mark Shipping Wt. 1 lb. List Price $22.50 


BRUSH MODEL ''VM-N' VIBROMIKE * 

The VM-1 or "Vibromike" is a miniature CON- 
TACT-TYPE microphone with high sensitivity and 
unusually wide-range frequency response (30 to 
6,000 cps.) Output voltage from .05 to .1 volt or 
higher. Size of microphone %" x 3 / 4 “ x s/s". 
Designed for a broad field of reproduction ap¬ 
plications through direct contact. Adaptable to 
musical instruments, industrial uses—detecting 
mechanical vibrations. Hermetically sealed in 
black rubber covered case. 

Microphone complete with mounting clamp and 
25' of cable. 

Model VM-1 . . . (#325).$19.50 list 



BRUSH MODEL "BL.2" LAPEL 
MICROPHONE 

The improved Model BL-2 lapel microphone fea¬ 
tures virtually flat response from 30 to 10,000 
cycles. Output level 57 db. below 1 volt/dynW 
cm^. Small and rugged (IV 2 " x 2V4") the BL-2 
can be used in hand or as instrument pickup as 
well as in lapel. 

Microphone complete with 25' of cable. 

Model BL-2 . . . (BA-111).$25.00 list 

Net Wt. 8 oz. Shipping Wt. 2 lbs. 



CRYSTAL CUTTER 



Brush Model 
"RC-20" 


The Brush RC-20 CrystaT Cutter has been designed to satisfy 
the demand for high quality, low cost recordings in the 
home, school and studio. Due to its inherent stiffness, the 
RC-20 will cut lateral type records in virtually all hard or 
soft disc materials. Being of simple and compact design, it is 
readily adaptable to all types of transcription equipment. A 
three watt amplifier is sufficient to satisfactorily drive the 
RC-20 cutter frequency response—flat within plus or minus 3 
db. from 50 to 9,000 cps. 

Cuts "Constant Amplitude" without equalization, and "Con¬ 
stant Velocity" or other desired frequency characteristics 
with suitable equalization. Complete technical data sent on 
request. Cutter (less stylus). 

Net. Wt. 4 oz., Ship. Wt. 2 lbs. Mod. RC-20 (#385) $25.00 Hst 


HUSHATONE 


: Model BA.303 

j A miniature, molded plastic 
■i extension speaker for under 
-' I pillow use. Disc shaped 
(4fg-" dia. by 1^" thick). 
Makes no uncomfortable 
. lump beneath the pillow. 
' '• Tone quality comparable to 

.cone type speaker because 

of specially engineered re¬ 
sponse. Speaker gives ample output with low power 
consumption (.001 watt). Hermetically sealed, can be 
dipped into disinfecting solution (temperature not above 
120®?). Light weight BIMORPH* crystal drive element 
insures uniform response and high sensitivity. No parts 
to wear, loosen, or become detached. Furnished in 
maroon with satin chrome trim. HUSHATONE* with 10' 
cord. 

Net. Wt. 8 oz.. Ship. Wt. 2 lbs. BA-303 .$9.75 



Prices Subject to Change Without Notice Complete technical data on request 
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Brush crystal phones possess the following 
outstanding features: 

1. BIMORPH * crystal drive element of such 
high impedance that line or circuit character¬ 
istics are not affected when monitored by 
Brush phones. 


2. Wider range response with more uniform 
output. 

3. Compensation for ear coupling. 

4. Light-weight rugged, shock-proof construc¬ 
tion. 


HEADPHONES 


^1 Designed for use where High Fidel- 

11 ity and smooth freguency response 

J are of paramount' importance. They • 

II are especially applicable to broad- 

m cast monitoring, to laboratory use in 

m study of sound measurements, 

W audiometry and similar exacting 

M f .iff headphone applications. Features 

_ exceptionally flat frequency re- 

sponse. Impedance of 50,000 ohms 
f/ J at 1000 cps; no transformer re- 

M jf quired. Ideal for multiple installa- 

m jT tion. Sensitivity is approx. 6.3 

* , ^ . . . • , dynes/cm-/volt at 1000 cps. Low 

percentage of distortion. Designed to give your ear a smooth comfortable air-tight fit which 
provides an excellent bass response. The Metalseal Crystal* drive element is of such high 
impedance that line or circuit characteristics are not affected when monitored by these 
phones. Available in double, single and lorgnette models: 


BA-206 .Double.... 

Net Wt. 8 oz. 

BA-2d7 .Single 

Net Wt. 4 oz. 

BA-208 .Lorgnette.. 

Net Wt. 6 oz. 


. $28.00 list 

Shipping Wt. 2 lbs. 

. $16.00 list 

Shipping Wt. 1 lb. 

. $22.95 list 

Shipping Wt. 1 lb. 



BRUSH MODEL "A" 
LORGNETTE PHONE 

The "A” lorgnette phone is designed 
for use in group hearing aid sound 
systems installed in churches, con¬ 
cert halls, theatres and auditoriums. 
Telescope extension from 12" to 17". 
Attractively finished in satin black. 
Light weight, easy to handle, and 
comfortable at the ear. 

Single phone complete with 5' cord 
and lorgnette handle. 

Model A . . . (BA-202) . . . $9.75 list 

Net Wt. 5 oz. Shipping Wt. 1 lb. 



HIGH FIDELITY 
MODEL ''A-l" 


For use where HIGH FIDELITY and extend¬ 
ed frequency response are of paramount 
importance. (60 to 10,000 cps. Corrected for 
rising response below 200 cps.) Especially 
suited to monitoring, sound measurement, 
audiometry, and similar exacting head¬ 
phone applications. Sensitivity approx. 1.5 
dyne/cm-/volt at 1,000 cps. Impedance over 
80,000 ohms at any frequency within audio 
range. Headset complete with 5' cord and 
headband. 

Model A-1 .... (#205) .... $18.00 list 

Net Wt. 6 oz. Shipping Wt. 2 lbs. 



BRUSH MODEL 

Single Phone 


Particularly adapted to individual or 
group hearing aid and radio applica¬ 
tions. Light weight, good ear seal, and 
comfortable to wear. Spring ' steel head- 
band with soft rubber cushion to elimi¬ 
nate slipping. 

Single phone complete with 5' cord and 
headband. 

Model "A" .... (#202) .... $6.45 list 

Net Wt. 3 oz. Shipping Wt. 1 lb. 


BRUSH MODEL 


General Purpose 


Designed for GENERAL PURPOSE applica¬ 
tions including laboratory, studio and 
siklled amateur home use. The BIMORPH* 
crystal drive element insures wide ranges 
response (100 to 8,000 cps. and high sensi¬ 
tivity. High impedance; ideal for multiple 
installations. 

Headset complete with 5' cord and ad¬ 
justable headband. 


Model "A" . 

Net Wt. 6 oz. 


. . (#200) .... $12.00 list 

Shipping Wt. 2 lbs. 


BRUSH ELECTRONICS 

INDUSTRIAL AND RESEARCH I NSTRU M ENTS 
PIEZOELECTRIC MATERIALS • ACOUSTIC DEVICES 
MAGNETIC RECORDING EQUIPMENT 

ULTRASONIC EQUIPMENT _ 

Prices Subject to Change Without Nolico Complete technical data on leguest 

Copyright by U. C. P., Inc. 



COMPANY 

formerly 

The Brush Development Co, 
Brush Electronics Company 
is an operating unit of 
Clevite Corporation . 

* Trade Mark Reg. U. S. Pat. Off. 
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A high qualit}^ headset of durable molded black plas¬ 
tic. Attractive in appearance, it is a sensitive and 
practical phone for every headset use. Inside termi¬ 
nals. Diameter of diapliragm is 2 tV'. Double coils, 
two in each receiver. Chrome steel magnets 
diameter. Supplied with braid-covered headband with 
permanent adjustment and no removable parts. Cot¬ 
ton covered cord, 4 % ft. long. 

CC-2 — 2000 ohms D.C. List $4.00 

CC-3 —3000 ohms D.C. List 4.50 

CC-5 —5000 ohms D.C. ....List 5.50 


CANNON-BALL 
ALNICO MAGNETIC No. 25 

A New Headset of Unusual Quality, Effi¬ 
ciency and Durability, powered by Alnico 
V magnets. 

The headband is covered by attractive 
black extruded vinylite and provides ut¬ 
most wearing comfort. Limits turn of 
phone to prevent twisting of cord. Cap 

and case of molded plastic. Ijarge size 

diaphragm 2^''. Equipped with sanitary 
moisture-resistant plastic cord with riveted 
crotch piece. 

AM-25-2.List $6.50 

AM-25-3..List 7.00 

AM-25-5..List S.50 



ALNICO MAGNETIC No. 15 

A new, small size, extra sensitive headset, light in 
weight. Diameter of diaphragm 1 %". Molded cap 
and case. Steel adjustable headband. 4 ^ ft. cord. 

AM-15-2..... List $4.00 

AM-15-3.List 4.50 


BRANDES "SUPERIOR" 
Matched Tone Headset 

A rugged headset, millions of which are in 
use all over the world. Large size dia¬ 
phragms of 2 Vs" diameter assure efficient 
performance. Outside terminals, with pol¬ 
ished aluminum cases and bakelite caps. 
Double coils, two in each receiver. Chrome 
steel magnets. Steel headband with perma¬ 
nent adjusment. 4 % ft. cotton covered 
cord. 

BS-2—2000 ohms D.C. List $3.75 

BRANDES "ADMIRAL" 
Matched Tone Headset 

The Brandes “Admiral” is of the same gen¬ 
eral construction as the Brandes Superior, 
but has terminals on the inside. 

BA-2 —2000 ohms D.C. List $4.00 

BA-3 —8000 ohms D.C. List 4.50 

BA-5 —5000 ohms D.C. List 6.00 

Phones can be supplied wifh 
Sanitary plastic covered 
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CANNON-BALL HEARNG AID 
FOR RADIO OR TELEVISION 

Provides private listening without disturbing others. 
Excellent for persons hard of hearing. Can be at¬ 
tached to any radio or television set and permits 
listening to phones alone, speaker alone, or both 
together. 

FOR RADIO 

With single phone . ...List $5.75 

With double phones.....List 8.00 

FOR TELEVISION 

Kit complete with 15 foot cord, phone volume con¬ 
trol and two sets of phones. List $16.50 

any resistance required or wifh variations 
cords availabie for institutional use. 



THE "MASTER" 
Cannon-Ball Headset 

Used extensively in hospitals and other in-- 
stitutions as well as for general purposes, andi 
is especially recommended for institutions. 
Inside terminals Aluminum cases with black 
bakelite caps. Spring steel adjustable head- 
band with no removable parts. Diaphragm 
2-iV>" diameter. Double coils. Chrome steel 
magnets. 4 ft. cotton-covered cord. 

MC-2 —2000 ohms D.C. List $3.75 

MC-3— 3000 ohms D.C. List 4.25 

MC-5 —5000 ohms D.C. List 5.75 

CANNON-BALL "EMPIRE" 
Lightweight Headset 

A low-priced light-weight headset with large 
magnet and double coils. Rei)roduces with 
clarity and good volume. Diameter of dia- 
pluagm is lYa". Polished aluminum cases 
with bakelite caps. Steel adjustable head- 
band. 414 ft. cord. Inside terminal con¬ 
nections. 

EC-2~2000 ohms D.C. List $3.25 

EC-3—3000 ohms D.C. List 3.50 

THE "DIXIE" 
Cannon-Ball Headset 

The “Dixie” is of the same general construc¬ 
tion as the “Master” headset except that the 
terminals are on the outside. 

CD-2—2000 ohms D.C. List $3.50 

CD-3 —3000 ohms D.C. List 3.75 



CANNON-BALL "GRAND" 
Single Headphone 

Equal in clarity and volume to most double? 
headsets, efficient and attractive. Permits; 
listening while being addressed by others;. 
Concealed terminals. Diaphragm 1 % Alu¬ 
minum case and bakelite caps. Chrome steel 
magnet, double coils. 414 ft. cord. Spring- 
steel headband permanently attached. 

SG-1—1000 ohms D.C.List $2:.QQl 

fo meet special requirements. 

Write for speciai quotation. 


Copyright by U. C. 


TRADi DISCOUNT APPlIiS TO t/ST PRICES ONLY 































DYNASET* 



Oynamk Un4«Mhe-Chitt Headset wUK 
dynamic driver in , plug, Excellent. for office 
t’ronscribmgy rodio monitoring bnd telecasting. 
Higher fidelity brings more lows and highs fo 
your < egrf < Extremely sensitive—lightweight/ 
,Wn|y , 1/25 ^ o*. Comfortable under•fhc*chir» 
styling. • ' ’ . 

iV: 

Dynosef Connplete; $15.60 
SPEariCAtlONS-SenrifIviiyr Approximately 

70S dh^ p^cye .000204 dyn^s per sguore centi¬ 
meter for one mifffwaft power input. Recom¬ 
mended Mojcimwm Fawer /npuf; 25 MW. tm- 
pedonce\' 6 hhmk Condructhn) Anodyzed 
diuminum tone arm. Dynamic Driver housed in 
/pecfdtiy moM^ Tenife Nh. 2 pfug. Frequency 
RdnOei. Sp tofB^OOO cps, or better. 

l':*' ‘ 


■ gnal'lar Both Eor$! Stethoscope design 
. tiresome pressure . . . Blocks out bockr 
>lse . . . Weighs only J.2 oz. . . . Excellent 
lUnicattons, dictation equipment, aircroft 


Monoset only .$ ^.95 
Moitoset with 

Stondord Cord 14.15 

Monoset with Vol¬ 
ume Control Cord 18.55 

■ Cord only 4.20 
:on1roi 

niy 8,60 


■ rCA;TION545en>iHyft;yj SB 
ive .000204 dynes per sq, cm. 
mkrawaifs input, impedances-, 
bhm'fft'.- SCO '^/P'0O ohm'sl | 
1:^; 0qnstrucl^pn^' Sealed ^ ^ m«peef/c re- i 
•' eeiver . . . Grey potished Tenite plastic 
j\.. . Removable plastic eorhpf ... 5 ft. 

• ftnset cord with standard plug . . . 

' Built-in volume control optional. 


I'-Nothing' touches' the'^eorl i 
I Adldsfs to, any head without 
l^ftihchmg Or pressure . Ad- 
f-''|usfob|e''$ound arm,4eed not 

^ .,,fouch oat.Entire unit weighs ^ 

I'oOniy-V.6'pzi ..^Flexible, con - ,^P 

be slipped into pocket . . . dHv 

[. . Twinset only " $13.05 ,\ 

> , -twinsef With Cord 17.25 * ' 

Mpnocord only ^ 4,20 - 

i;;SfiCIFlCATION5-Sewyy^^^ above .000204 

trdynes per sq. cm. farf 0\mkrowoits. input. Impedances: 
fr 000 ohms—brown;'64 ohms—ye/foW.. Coding visible 
i„ inside female socket. Ccnsfructidn: Tenite phstk and. 

brrght nickel. Headband,, spring steel wire cased in 
I^Tenite.' 5 ft. ^dnocofd;. plug’s into , either receiver, 

I Spaeciaf ^ cord .with - buiff-m volume control ovailobte. 


5llp1s onto I'he eori/'Mode'with fldt-: 
plostic frame or slim metal bow, Telex 
Eofset holds senVfHve receiver securely 
in ploce\ . ^ Weighs only % ox,. , 
User’s., other eor is olv/ays- free for 


DYNAMIC 

Mo4ef,51 Deluxe 
Oyngniic Speaker 
complete with 
cord 6 plug 
Modei 51 Deluxe 
Dynamic Speofeer 
with Tronsformer 
— ovoiloble up¬ 
on request up to 
20,000 ohms 












HEADSETS AND ACCESSORIES 



FEATHERWEIGHT 

The world-famous TRIMM FEATHER¬ 
WEIGHT headset. Weight: 4 oz. com¬ 
plete with two units, 5-ft moisture-proof 
cord. Bakelite shell and cap. A custom- 
built phone throughout. Available in all 
standard ohmages. 


24,000-OHM IMP. SPECIAL for amateurs 

No. 106 —Double, adjustable nickel-plated headband. $11.00 

No. 107 —Double, fabric-covered wire headband. . 11.00 

STANDARD FEATHERWEIGHT HEADSETS are available in 3, 76, 
220, 500, 2M, 4M and 5M ohms d.c. resistance (Impedance approxi¬ 
mately 5 times greater). 

No. 100 —Double, adjustable nickel-plated headband. $11.00 

No. 104-- r-Double, fabric-covered wire headband. 11.00 


DEPENDABLE 

When a high grade headset is desired, 
\ ^ price must be considered, choose 

I DEPENDABLE. Bakelite caps and 

shells. Extra heavy chrome steel forged 
magnets, 5-ft. cord, vinyl plastic cov- 

No. 65 —Double, 2M ohms... $4.80 

No. 67— -Single, IM ohms.. 2.60 


GROUP HEARING AID COMPONENTS 

fi FEATHERWEIGHT EARPHONES 

The most widely used single earphones for group 
hearing aid systems in churches, theatres, mortuaries, 
etc., are of the FEATHER¬ 
WEIGHT type. Available 

Standard ohmages: 76, 1,000 ^ 

ohms and over) lines respec- 

No. 110 —Hegdband type . $7.15 

No. 120 —Lorgnette type . 8.25 



OUTLET BOXES AND CONTROLS 

Boxes 460 and 461 are recommended for the major¬ 
ity of installations, combines volume control and 
jack. No. 460 has brown hammertone finish. No. 461 
glossy ivory to improve visibility in theatres. Stand¬ 
ard ohmages: 1000 for low impedance lines, 10,000 


No. 46^^ —Outlet Box (Brown—specify ohmage).... $4.40 

No. 461 —Outlet Box (Ivory—specify ohmage). 4.40 

No. 477 —Outlet Box, dual jack, brown, same general shape as 

No. 460 .,. .. 3.85 

No. 478 —Outlet Box, dual jack, ivory... 3.85 

No. 484 —Outlet Box, single jack, brown. 3.30 

No. 485 —Outlet Box, single jack, ivory. 3.30 


PROFESSIONAL 

The choice of countless users . . . The orig- a 

inal TRIMM headset. Watch case bipolar * ^ 

design, cap and shell molded of black bake- 
lite (unless specified otherwise). Chrome 
steel forged magnet, concealed terminals, 

5-ft. tinsel-braided cord. Standard resistance 
for double headsets: 4, 78, 500, 2M, 3M 
and 4M ohms d.c. 

No. 70 —Double (4M ohms furnished if not specified) . 
No. 72 —Single (2M ohms maximum ohmage). 



ACME 

A superior lightweight, low-cost head¬ 
set. Cap and shell of molded bake¬ 
lite. Weight: 6 oz. Cord: 4^4-ft. 


No. 24—Double, 2M ohms, vinyl-covered headband,,...$j 

No. 24—Double, 4M ohms, vinyl-covered headband........ ^ 

No. 25—Double, 2M ohms, metal headband;...... 1 

No. 25—Double, 4M ohms, vinyl-covered headband.:. 

No. 27—Sihgle, IM ohms, metal headband.;.! 

No. 27—Single, 2M ohms, metal headband;. : 


REX 

Lowest cost TRIMM bi-polar type headset. 
Polished aluminum shell, molded bakelite 
cap. Double headsets, 4 % ft. braided cord. 
Single headsets, 4% ft. all-rubber cord. 
Double headsets, adjustable, tubular plastic 
covered wire headband. 



No. 30 —^Double, 2M ohms.. 
No. 32 —Single, IM ohms.... 


"5 1 1" PLUG 

standard radio phone plug. Tip and 
sleeve bright nickel. Stay cord anchorage 
provided. Shielded types have a fiber liner. 

No. 511 —Black plastic shell. .$0.55 

No. 511-1 —Red plastic shell. .... .55 

No. 511-2 —Shielded, nickel-plated, single-piece shelL.95 

No. 511-3 —Shielded, nickel-plated, two-piece shell.... 1.45 

No. 511-4 —Shielded, nickel-plated, stubby shell... ..90 

No. 515 —Adapter (Couples Amphenol type microphone plug 

to standard phone jack)....... 50 


■■51 2" PLUG 

Compact, non-protruding design. Bake¬ 
lite body, nickel-plated tip and sleeve. 
Cord pin tips held by set screws. 

No. 512 ..:.$0.75 




"514" MIN-A-PLUG 

Developed especially for shielded micro- 
phone cable. Standard tip-sleeve construc- 
*8S**^^^ tion. Wing type terminal clamps directly 

onto cord shield. Center conductor solders 
to lug. 

No. 514 —Black plastic shell..... $0.55 

No. 514-1— -Red plastic shell... .55 

No. 514-2— Shielded shell .. . .90 

No. 514-3 —Shielded, stubby shell..... 85 

See other sections of U.C.P. Catalog or TRIMM General Catalog 

for more complete listings of headsets, plugs, jacks, replacement parts. 

PRICES SUBJECT TO CHANGE WITHOUT NOTICE. 
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HEADSETS AND ACCESSORIES 


COMMERCIAL 

One of the most 
^ ^ n rug’g’edly built yet 

'' lightweight head- 

m set. Practically 

J|P * \« non-breakable. Shell 

il molded of 

II W high strength plas- 

II tic. Diameter 2 Vs’*, 

¥ ' A - depth cord 5- 

tinsel, moisture- 
proof construction, 
type No. 501-10 
plug attached. Leather-covered headband. This 
headset is recommended for monitoring serv¬ 
ice because of its high quality performance. 

No. 156—Double, GOO ohms Imp.$17.60 

No. 157—Double, 17M ohms Imp. 17.60 


No. 158—Double, 600 ohms Imp., no 

plug . 15.95 

No. 159—Double, 17M ohms Imp., no 

plug . 15.95 

ARMY-NAVY 

Very sensitive, 

cord, phone tip 
terminals. Plas¬ 
tic cap, metal 
shell. Leather 
headband. 

Weight: 1 lb. , 

Available in two 
impedances. 

No. 29—Double, 2,200 ohms d.c. 

(20M ohms Imp.).$17.60 j 

No. 28—Double, 112 ohms d.c. 

(600 ohms Imp.). 17.60 



TRIMM "B" r- - 

Suggested for hos¬ 
pital installations. 

Bakelite shell and 
cap. Forged bar 
magnet. Fabric- 
covered headband. 

5-ft. tinsel cord. 

No. 42—Double, 2M ohms.$8.80 

No. 43—^Double, 600 ohms Imp.8.80 

No. 44—Single, IM ohms. 5.10 

No. 45—Single, 300 ohms Imp. 5.10 


Ohmages given are d.c. resistance unless 
specifically indicated as impedance which 
is about 4-7 times the d.c. resistance. 

Prices subject to change without notice. 


HEADSET REPLACEMENT 
PARTS 

CORDS FOR TRIMM HEADSETS 

No. 811—Double, black, 4 i/^-ft., braided. 

Fits Acme and Rex.$1.27 

No. 821—Double, black, 5-ft., braided. 

Fits Dependable . 1.32 

No. 822—Double, black or brown (spec¬ 
ify), braided. Fits Professional 1.54 
No. 831—Double, black, 6-ft., moisture- 
proof, braided. Fits Feather¬ 
weight . 2.09 

No. 870—Double, black or brown (spec¬ 
ify), G-ft., moisture-proof, 

braided. Fits Commercial. 1.76 

No. 880—Double, black, 6-ft., water- 
I)roof, braided. Fits Army- 

Navy, etc. 3.30 

No. 807—Single, black, 414 -ft., all-rub¬ 
ber. Fits Acme and Rex.62 

No. 826—Single, black, 5-ft., braided. 

Fits Dependable, Professional, 

etc.94 

No. 838—Single, black, G-ft., moisture- 
proof, braided. Fits Feather¬ 
weight . 1.65 

MISCELLANEOUS CORDS 

No. SSI—Double, black, 5-ft., pin tips 

at terminal anil receiver ends $1.10 
No. 882—Double, black, 5-ft., pin tips 
at terminal. Fits Brush type 

A headsets . 2.20 

No. 883—Double, black, 5-ft., pin tips 
at terminal, spade at receiver 

end . 1.10 

No. 884—Double, black, 5-ft., pin tips 
at terminal, eyelet and receiver 

end. Fits Brandes, etc. 1.21 

No. 890—Double, all synthetic rubber 
cordage with molded plastic 
crotch. Terminals and length 
as specified. Widely used in 
hospital radio installations.... 2.75 j 


DIAPHRAGMS 

—Featherweight .$0.25 

—Professional, Dependable .20 

—Acme and Rex.20 


ADDITIONAL PRODUCTS MANUFACTURED BY TRIMM 


* WIRE W'OUND POTENTIOMETERS 

* RHEOSTATS 

* L AND T PADS 

* MIDGET EARPHONES 

* STETH-A-PHONES 

* MIN-A-PHONES 


INSTITUTIONAL HEADSETS 
SPECIAL ARMY-NAVY HEADSETS 
PLUGS 

JACKS AND JACK PANELS 
PATCHCORDS 
REPLACEMENT CORDS 


* Items marked with (*) are temporarily discontinued 


COMPLETE LINE OF TELEPHONE PLUGS AND JACKS TO A-N SPECIFICATIONS 
Further information on all items available upon request. 


PATCH CORDS 



Widely used by the majority of radio stations. 
Cord assembly uses TRIMM No. 50G twin 
plugs and high quality shielded cord. Plug 
self aligning. 

Number following “840” represents length. 

No. 506 —Plug, twin type.$ 4.95 

No. 840-1-PP—Cord-Plug assembly .... 13.20 
No. S40-2-PP—Cord-Plug assembly .... 13.42 
No. 840-3-PP—Cord-Plug assembly .... 13.80 
No. 840-4-PP—Cord-Plug assembly .... 14.19 
No. 840-6-PP—Cord-Plug assembly .... 14.96 

See TRIMM Bulletin R-15 for more complete 
listing of Patch Cords, Plugs, etc. 

JACK PANELS 


ccf^ooocccLcobP'"'^'ocoooooQ • 
CCQ'CPG'C/ ■; C:,GOQ9|'.pOir.;? 9:0,00 90. 


TRIMM “9G” Series. Most widely used, and 
intended for use with standard “twin” type 
patch cords. Mounts on standard 19 inch rack. 
No. 96-01—Single row, 12 pair jacks $46.00 
No. 96-02—Double row, 2 4 pair jacks,. 83.50 
See TRIMM Bulletin R-23 for complete listing. 



JACKS 


TRIMM “90” Series. Uses the commonly 
known telephone type construction. Bushing 
at end of frame of brass, unthreaded, jack 
mounted by means of screw into back side of 
panel. Frame, steel, zinc plated. Springs are 
nickel silver, contacts are of palladium-silver 
alloy. 


CIRCUIT 




EAR CUSHIONS 


1 

Sponge rubber ear cush- 

I il 


ions provide maximum ease 

1 : • 97 

] 

in wearing headsets. Fit 



TRIMM Featherweight, 



Commercial, Acme, Rex, 



and “E” types. 

No. 654 . 


.$1.50 

1 For complete 

listing see TRIMM General 



Catalog 



"90" SERIES 

CODE No. LIST 

90-01 . $1.15 

90-02 . 1.25 

90-03 . 1.25 

90-04 . 1.25 

90-05 . 1.40 

90-06 . 1.40 

90-07 . 1.80 

90-25 . 1.30 

90-26 . 1.80 

90-27 . 1.90 
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PRICES 

Prices of manufacturers and suppliers' products listed in RADIO'S 
MASTER are subject at all times to change without notice — they 
should not be considered final. 

Get quick on-the-spot quotations from your distributor who subscribes 
to our perpetual up-to-the-minute PRICING SERVICE. 


^fficial Pricing System of 
^radio - electronic - tele¬ 
vision parts and equipment. 
Supported by the industry: dis¬ 
tributors, manufacturers, and 
their sales representatives. 

• 

Loose-leaf, flexible binder. 
Contains over 1100 pages. 

Published by 

UNITED CATALOG PUBLISHERS, INC. 
106-110 Lafayette Street 
New York 13, N. Y. 


DELIVERY 

Delivery is often dependent on the availability of raw materials 
So check with your distributor for delivery information. 




fairthild Recordiag and Playback Equipment 


TRANSCRrPTlON PLAYBACK EQUSPMINT 
530 Transcription Table, 3-speed, in Cabinet $ 530.00 


00 Type Turret-Head 3-Way Transcription Arm, 

with Viscous Damping...__ 65.00 

205-C Passive Equalizer _ 50.00 

. 5-A Moving Coil Cartridge, Microgroove, 1.0 

mil dia. Tip _ .. .... .. . .. . 37.50 

2':5-B Moving Coil Cartridge, Lateral 2.5 mil . 37.50 

I'^S-C Moving Coil Cartridge, Lateral 3.0 mil . 37.50 

216-A Moving Coil Cartridge, Vertical, 2.0 mil ... 50.00 

^^'S-A Plug-in Input Transformer _ 8.75 

650-A Preamp, with tubes & Power Supply.. 130.00 

650-C Preamp, less Power Supply__ 60.00 

652-C Preamp, less input transformer, 

for bridging . 47.50 

DISK RECORDERS & ACCESSORIES 

523-J1 Studio Recorder, complete with 541-A1 

Cutterhead, Microscope, Spiralling -$2985.00 

539-Kl Console Recorder, complete with 541-A1 
Cutterhead, 542-K1 Dynamic Pickup, 

Microscope, Spiralling _ 1395.00 

539-G1 Portable Recorder, complete with 541-A1 

Cutterhead, 542-K1 Pickup _ 985.00 

541-A1 Magnetic Cutterhead, Equalizer 541-B1.... 160.00 

300 Thermo-Stylus Kit, for Fairchild Cutterhead 100.00 

301 Thermo-Stylus Kit, for RCA Cutterhead. 115.00 

302 Thermo-Stylus Kit, for Presto Cutterhead . 1.15.00 

304 Thermo-Stylus Kit, for Fairchild Cutterhead 

on 539 Recorder (Includes new type 

advance ball) _ 135.00 

539-A19 Microscope & Mounting Kit for 539 Re¬ 
corder _ 140.00 

539-B12 Spiralling Kit for 539 Recorder _ 35.00 

Factory Installation Charge .. _ 12.50 

539-B18 Suction Attachment, with 539-279 Bracket. 12.50 

539-325 Microgroove Kit for 539-G1 Recorder. 135.00 

Factory Installation Charge _ 35.00 

628-A1 Diameter Equalizer _ 130.00 

TAPE RECORDER & ACCESSORIES 

126 Professional Tape Recorder _$2750.00 

130 Pic-Sync Attachment ... _ 1250.00 

137 Automatic Framing Attachment, including 

Remote Control _ 1325.00 

141 Control Track Generator . $200.00 


UNITIZED AMPLIFIER SYSTEM 

Consists of 620 Power Amplifier, 650 Preamplifier, Line 
Amplifier, 624 Output Switching, 625 Input Switching, 626 
NAB Equalizer, 629 Mixer, 630 VU Panel, Auxiliary Power 
Supply, 633 Frame and other mounting accessories. 

Write for detailed information and prices. 

NOTE: All prices are net, f.o.b. Whitestone, New York and 
subject to change without notice. 


Thermo Stylus Kit 


Applies heat directly to 
cutting jewel, reducing 
ibasic surface noise to van¬ 
ishing point. Records at 
ileast 20 db lower noise 
llevel. 

Minimizes mechanical 
lioading of the cutter by 
(disk material, thus in¬ 
creasing high frequency 
response, especially at 
small diameters. 



Invaluable for microgroove, standard 3 3-1/3 and 45 
r.p.m. speeds. 

Available from stock for Fairchild, RCA and Presto 
Cutterheads. Others on special order. 

Easily installed and operated. Includes heat control 
and calibrated meter. 


201 Turret-Head Arm 



One Arm replaces multiple installations of several arms with 
throw-over switches, etc. 

Mounts up to three of the Fairchild Miniature Moving Coil car¬ 
tridges at one time — a stylus tip and pressure for each type 
of recording. 

Select desired cartridge instantly by the turn of a knob. Stylus 
pressure automatically adjusted. 

Arm resonance eliminated by viscous damping. 

NEW 

215 Series Cartridges 

A True Moving Coil Design, 
with Linear Frequency Response 
(3 0-12,000 cycles) and High 
Compliance, gives you finest 
record reproduction. 

Exceptional freedom from Record and Stylus wear, ^Needle 
Talk’, Arm Resonance and Tracking Distortion. 

Works into commercially available amplifiers with or without 
transformer. No impedance matching problems. Can be used 
to replace any modern pickup you are now using, 

530 THREE-SPEED 
TURNTABLE 

Industry-wide 
Acceptance 

All Speeds Synchronous. 

Perfect Timing for Radio 
and Television broadcast 
schedules. 

Turntable performance 
better than NAB Specifi¬ 
cation. 

Up to stable speed from 
motor switch start in mini¬ 
mum time at all speeds. 

126 PROFESSIONAL TAPE RECORDER 

EXCLUSIVE FEATURES — 

• Highest signal-to-noise ratio. 

• Syncroll Drive with synchronous capstan speed. 

• Oversize Capstan with 180° wrap eliminates tape slippage. 

• Available with Pic Sync Attachment and Automatic Framing 
for Motion Picture production. 

141 CONTROL TRACK GENERATOR 

Provides means for lip-sync recording on any good quality 15" 
speed Tape Recorder, for later transfer, lip-sync to film. No 
extra heads or moving parts. 

Widely used *on location’ because of extreme portability — 
weighs 10 pounds. 




WRITE: 

4IK-HILB 

1 54th ST. and 7th AVE., 


WHITESTONE, N.Y. 

PHOF^^: independence 3-2100 

RECORDING EQUIPMENT 

^ 

CORPORATION 





WRITE for informa¬ 
tion on the Control 
Track Generator which 
permits lip synchronous 
recording on good quali¬ 
ty portable tape record¬ 
ers for later transference 
to film, on Pic-Sync Re¬ 
corder. 
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RECORDING 

CORPORATION 


WORLDS LARGEST MANUFACTURER OF INSTANTANEOUS SOUND RECORDING EQUIPMENT AND DISCS 





Presfo Type 153 Reproducer extra 


PRESTO 64-A TRANSCRIPTION TURNTABLE 


The Presto 64-A transcription turntable offers the following features which are of 
major importance to the owner and operator: Unusual mechanical simplicity . . . 

low mechanical disturbance . . . maximum speed accuracy . . . extreme ruggedness 
for long continuous operation . . . instantaneous selection of desired speed . . . 

and no requirements for mechanical adjustments. 


This transcription turntable is directly gear driven and employs two separate motors, 
one for 33-1/8, and the other for 78,26 rpm. There is no friction device of any kind 
in the mechanism and no mechanical shift is required to change speeds. To select 33-1/8 
rpm, 78 rpm or “off,” the operator merely throws a three position switch. These 
changes may be made as rapidly as desired while the turntable is in motion with no 
damage to the mechanism. Only one motor at a time is in operation. The transmission 


“over runs” the motor which is not 
rotation although the stationary motor is 

S P E C I F I 

Standard Equipment: The 64-A transcrip¬ 
tion turntable includes the electro-mechan¬ 
ical gear drive, turntable and cabinet. A 
reproducer and network is not included. 
Speed Accuracy: No deviation from 33-1/3 
and 78.26 rpm. 

Noise Level; Mechanical noise originating 
in the equipment over 50 db below pro¬ 
gram level. 


ning and thus does not carry it along in 
never disengaged from the mechanism. 

CATIONS 

Power Requirements; Approximately 75 
watts from a 115 volt, 60 cycle line. 
Motors are of the 1800 rpm synchronous 
type and are available for other voltages 
and frequencies at additional cost. 
Mounting: Turntable and gear . drive 
mounted in heavy wood cabinet 24 x 24 
X 33 inches (61 x 61 x 84 cm.) 

List Price, $585.00 



PRESTO 6-N RECORDER AND 90-B 


AMPLIFIER 


The PRESTO 6-N Recorder and 90-B Amplifier is the ideal recording 
equipment for portable or stationery operation. 

The 6-N >Recorder is outstanding in its suitability for broadcast 
station® because it offers all the qualifications for good recordings, 
including master records, at the most economical price. It is ideal 
for the station requiring delayed broadcast of network programs, and 
for reference recordings. 

The 6-N standard equipment includes the Presto 1-D cutting head, 
spiraling feed screw, vertical damper, time scale and pick-up. It is 
available for microgroove recording at additional cost. 

The Presto 90-B recording amplifier contains all the facilities 
necessary for operation on remote assignments, but with an overall 
performance found only in high-fidelity studio equipment. 

It consists of three preamplifiers, with individual gain control^ 
a mixer circuit, a master gain control and.^power amplifier. Ptovi- 
sion is njade for connecting the Presto ’.161-A automatic eqiioaBlaseir 
(yadius compensator). ' • 

A five-position selector switch provides the following eharacter- 
istics:' 1—flat response, 30 to 15,000 ztl db; 2—^NAB 33% rpna 
recording; 8—present day 78-rpm recording; 4—NAB playback, and 


5—automatic equalization. The flat response can be modified by 
variable bass and treble controls, giving emphasis up to a maximum of 
20 db at 100 and 7,500 cycles per second or 20 db de-emphasis at 
7,200 cycles per second. 

Noise is 55 db below recording level and distortion at maximum 
output is less than 1.5%. 

The use of input and outpxit selector switches makes the 90-B 
amplifier unusually flexible. It permits combining the signals^ of 
three microphones or of two microphones and either one of two pick¬ 
ups. By using the “Line” position, recordings can be made from an 
incoming program line. The output selector has three positions; play¬ 
back (public address), continuous recording and simultaneous re¬ 
cording. While recording, the line jack provides a monitoring outlet 
or permits feeding a program line at the correct level. 

The correct level is monitored by means of a Weston Type 30 VU 
indicator with illuminated scale and its closely controlled electrical 
and dynamic characteristics make it; an ideal volume indicator for 
recording. 

List Price of 6-N, in Case...$773.00 

List Price of 90-B ...'...... 623.50 
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WORLD'S LARGEST MANUFACTURER OF INSTANTANEOUS SOUND RECORDING EQUIPMENT AND DISCS 


PRESTO K-10 RECORDER for micr 



TL-10 PRESTO 


GROOVE AND REGULAR RECORDING 

The PRESTO K-10 Recorder, formerly known as tlie K-8. the fore¬ 
most machine of its kind to he used in schools foi- speech, voice, 
larpanaaes, dramatics, music., etc., is now ofFeie;! tor MICRO- 
GROOVE (long-playing) recording as well as the standard method. 

Note these features: 

• Cutting- pitches of 112 lines per inch Outside-in, 112 lines 
Jnside-oiit, 221 lines per inch Outside-in and 224 lines 
per inch Inside-out. 

• Standard unit is equipped for two speeds, 33 and 78 
rpm. Available for three speeds, 33 Y^, 4 5 and 7 8 rpm 
at additional cost. 

• The cutting head is equipped with an advance ball which 
regulates the depth of the groove more accurately than a 
counter spring. 

• ^Tie K-10 is equipped with a turnover type cartridge 
having sapphire stylii for both standard and microgroove 
records. The cartridge is a ceramic type which has high 
output and is not easily affected by higli temperature 
and humidity. 

• A single control permits instant choice of recording, 
playback, or public address. Amplifier also contains radio 
atui monitor jacks. 

The PRESTO K-10 will, when set for MICROGROOVE, record 
0% minutes on every incli of disc used. This means that a 15- 
minute recording with good fidelity can be put on one side of s 12" 
disci And a half-hour can be put on one side of a 13 44'' disc. 
Se^’en minutes can be recorded on one side of a 0 4^" disc. 

Net Price of K-10, less microphone and stand. $366.50 

*$5.00 additional for 45 rpm pulley and record adapter. 

TAPE DRIVE 



Presto offers an ingenious tape transport mechanism which can be quickly installed on any 
sixteen inch turntable. Tliis mechanism derives its power from the turntable—it has no 
motors of its own. The present model is for tape reT>ro(Uiction only—no erasing or recording 
is included. No amplifier is provided. Tlie equalized output of the playback head may be 
fed directly into standard speech input equipment. 

The TL-10 Tape Drive consists of a triangular shaped east chassis which mounts on two 
small posts fastened to the turntable panel. One point of the triangle carries the tape capstan 
and this rests directly on the center pin of the turntable to which the TL-10 is attached. A 
belt drive from the under side of the capstan rotates the take-up reel through a slip clutch. 
Tlie reproducer head and guide pulleys are located on the upper side of the cliassis and the 
eilualizer network is placed below. 

Two capstans are available for 15 or 7 44 inches per second tape speed based on the turn¬ 
table speed of 78 rpm. Rewinding is achieved by transferring the empty reel to the take-up 
spindle and releasing the drag on the supply spindle. Specify tvpe of turntable when ordering 
the TL-10. * " 

The output of the head and equalizer is sufficiently iiigh to be fed directly into a high quality 
preamplifier such as found in standard broadcast speech input equipment. An unusual type 
of capstan is employed, consisting of a wheel, relatively large in diameter, and having a rubber 
rim. The tape is wrapped around this capstan 180° and obtains very great traction against 
the rubber surface. 

NET PRICES 


TL-10 Tape Drive — 1-Speed . . $132.50, 

2-Speed ... 140.00‘ 


3-SPEED MICROGROOVE & STANDARD PLAYBACK TURNTABLE Type 15-G 

The Presto Type 15-G turntable is an unusually high quality unit for the 
reproduction of recordings at 33%, 45 and 78 rpm. The design provides an 
instantaneous speed selection with a very convenient control arrangement. 

FEATURES: 

• Heavy cast aluminum 12" turntable accurately machined and balanced. 
® Precision idler wheels and motor pulley. 

• Good speed regulation—minimum “wow.” 

• Performance comparable to transcription equipment. 

• May he connected to any radio or audio amplifier. 


15-G Chassis —Net Price.. . $53.50 

Cabinet for above —Net Price .... 16.00 
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PRESTO LACQUER COATED ALUMINUM DISCS 
CUTTING AND PLAYING NEEDLES 

(For Professional and Institutional Recording) 


PRESTO GREEN LABEL DISCS 

Packed 25 per i.ox. 


Type 

Size 

Thickness 


List Price 1 

610-A 

10" 

.050 


$1.30 

611-A 

11 %" 

.050 


2.05 

616-A 

16" 

.050 


3.75 

PRESTO BROWN LABEL DISCS 




Packed 25 per i ox. 





811-B 

11 Ys" 

.050 


1.60 

816-B 

16" 

.050 


3.00 

PRESTO DOUBLE ! 

SIDED MASTERS 




Packed: liya"—25 

, 1314 "—30, and 

171^"—20 

per 

1-OX. 

621-A 

11 ys" 

.050 


2.55 

623-A 

131 / 4 " 

.050 


.5 

627.A 

171 / 4 " 

.064 


5.60 

PRESTO SINGLE SIDED MASTERS 




Packed: 11 %"—25 

, 1314 "—30, and 17i/4"—20 

per 

box. 

821-B 

11 ys" 

.050 


2.00 

S23-B 

13 . 1 / 4 " 

.050 


2.40 

827.B 

171 / 4 " 

.064 


4.10 

PRESTO ORANGE 

LABEL DISCS 




Packed 50 per box. 




306-A 

6 1 / 2 " 

.039 


.40 

308.A 

8" 

.039 


.55 

310.A 

10" 

.039 


.85 

312-A 

iiys" 

.039 


1.15 


PT-920 TAP 



TYPE RC-7 TYPE A-920 


PT-920 COMPLETE IN CARRYING CASES 


SPECIFICATIONS 

Frequency response 50 - 15,000 cps at 15"/sec. tape 
speed and 50- 10,000 cps at 71/4"/sec. 

Signal to noise ratio is 50 db with 2% distortion at 
400 cps. 

Instantaneous speed variations at 16'7sec. is not 
more than 0.25%. 

Microphone input impedance normally 260 ohms. 
Output of amplifier 15 ohms, 10 watts. 

Bridging input 20,000 ohms, unbalanced. 

Weights: RC-7—40 lbs.; A-920—35 lbs. 


CUTTING AND PLAYING NEEDLES 


Type and List Price 

Number Per Needle 

Sapphire Cutting Stylii 

320- A —Brass Shank—Short, (Box of 6). ,......$6.00 

321- A —Brass Shank, Lon^^, (Box of 6). 6.00 

603- A — Dural Shank—Short, (Box of 6). 8.00 

603 MICRO— Same as above for MICROGROOVE ;.. . 8.00 

604- A —Durah Shank—Long, (Box of 6) . 8.00 

604 MICRO— Same as above for MICROGROOVE.. S.QO 

Resharpening Sapphire .. 2.00 

Stellite Cutting Stylii 

330- A —(Box of 6) . 2.00 

331- A —(Box of 6) . 2.00 

S07-A — Resharpening Stellite Point .75 

Steel Cutting Stylii, Long and Short 

350-A — (Package of 8) . 1.00 

Sapphire Playing Needle 

420-A — Sapphire Playing Needle . 1.25 

Transcriptone Playing Needle 

430-A —Transcriptone Playing Needle. 1.00 

Red Shank Playing Needles 

440-A — (Package of 25) . .25 

440-8 —(40 Packages of 25). 10.00 


E RECORDER 

The PT-920 tape recorder has been developed for fully 
professional recording work and hence no compromise 
has been made with quality of materials and work¬ 
manship. The PT-920 has been designed especially^ 
for broadcast stations and recording studios and has 
found wide acceptance aniong colleges and univer¬ 
sities as well. 

This recorder consists of a three-motor drive system, 
separate erase, record, and reproduce heads and two 
separate amplifiers—one for recording and the other 
for monitoring. This arrangement permits instan¬ 
taneous monitoring of the tape. The equipment takes 
standard RMA 7" reels. Continuous recording with 
two mechanical sections (type RC-7) and one ampli¬ 
fier section (A-920) may be done by interconnecting 
the units through the SA-12 changeover switch. 

The PT-920 may be had on standard 19" relay rack 
mounting panels. Simply specify: /‘for rack mount¬ 
ing.” Price same as in carrying cases. 

NET PRICES 


Complete PT-920 .. $749.00 

RC-7—Tape Transport Mech. 425.00 

SA-12=—Transfer Switch . 46.00 

A-920—Amplifier . 324.00 
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CORPORATION 


WORLDS LARGEST MANUFACTURER OF INSTANTANEOUS SOUND RECORDING EQUIPMENT AND DISCS 


RA-1 REEL ADAPTER 


The Presto RA-1 reel adapters enable inch reels on NAB 
hubs to be used on the RC-7 mechanism. Since the RC-7 em¬ 
ploys a true three-motor drive system—using torque motors 
identical to those in the Presto RC-11—the RA-1 reel adapters 
perform perfectly during all normal functions including fast 
forward speed. 

The RC-7 (and the 900-Rl mechanism to which the RA-1 can 
also be attached) becomes a doubly valuable unit with these 
adapters for 10^ inch reels. These recorders perform as well 
as larger mechanisms and have the added advantage of being 
easier to handle when the large reels are not needed. 

The RC-1 attaches easily to the RC-7 and the 900-Rl by loosen¬ 
ing two screws on either side of the recorder panel. 

Net Price $39.00 

1 1 RECORDER 

The RC-11 Recorder is an unusually fine mechanism which can 
be mounted in a relay rack, in the CS-10 carrying case or the 
CC-1 console. The main panel is a heavy aluminum casting to 
which all other components are attached, including the Presto 
CDR-200 self-contained capstan drive assembly. 

The three heads of the RC-11 are mounted as a group and are 
contained in a completely closed housing. Tape is threaded by 
simply dropping it into the opening made by pulling forward 
the front cover which also holds the tape off the heads for 
running the tape at fast speeds. 

PERFORMANCE DATA 

Frequency Response: 50-15,000 at 15 in/sec. and 50-10,000 at 7 in/sec. 

Signal to Noise Ratio: 50 db at 3% distortion. 

Flutter: 0.15% at 15 in/sec., 0.25% at IVz in/sec. 

Dimensions: 19" x 14" x 10". Weight: 48 lbs. 

RC-11 Chassis .Net Price $775.00 

CS-10 Carrying Case .Net Price 52.00 

CC-1 Console ..Net Price 150.00 

PB-17 TAPE REPRODUCER 

The Presto PB-17 has been especially designed for playing 
tape on wired music systems, in industrial plants, amusement 
parks, skating rings, etc. The capstan is centrally placed with 
a half-track head on either side. Dual track tape traveling at 
3% in/sec provides a continuous playing cycle of 8 hours. Tape 
reels are 14 in. diameter and hold 4800 ft. of tape. The PB-17 
mechanism reverses automatically at both ends of the tape. 

Frequency response is 50-8000 cps. Net Price $596.00 





900-A3 AMPLIFIER 

The 900-A3 amplifier (formerly 900-A2) aetuallj^ consists of separate Type 901-A is similar to 900-A3 except three-microphone mixer is 

tape recording- and reproducing (monitoring) amplifiers and a com- replaced by 500 ohm transformer for line level, 

mon power supply. Output of reproducing amplifier is plus 20 db, 

500 ohms. Three-microphone mixer is normally wired for 250 ohms. Net Price (Rack Mounting or Portable) $403<00 

A-920 AMPLIFIER 

The A-920 amplifier is a combination tape recording and reproducing plished through the reproduce preairiplifiei* using high ilrtpedahce 

amplifier. Output is 15 ohms, 10 watts. Input is for single micro- phones. 

phone, normally 250 ohms. Monitoring during recording is accom- Net Price (Rack Mounting or Portable) $324.00 
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The RECITALiST is equipped with the tP>743, 
3-Speed Turntable. 


BOTH OFFER 


INSTRUMENTS IN ONE 

* PHONOGRAPH 

* P.A. SYSTEM 

* BROADCAST RECEIVER 

(when used with FM Tuner) 


Indispensable for Recreation Centers, Broadcast Stations, 

Advertising Agencies, Schools, Hospitals, Record Collectors, Musicians, Etc. 

THE RHYTHMASTER AND THE RECITALIST are the only full-range portable phonographs that balance the response characteristics of 
amplifier, speaker and speaker enclosure. By carefully compensating the natural resonances of these three components, undesirable rever¬ 
berations are eliminated, and truly lifelike sound reproduction is achieved. 

THE POLYPHONIC SELECTOR, an exclusive Rek-O-Kut engineering triumph, found only in the Recitalist and the Rhythmaster, maintains 
the proper relationship between the. highs and lows when the record is played at any volume, ^either very softly or very loud! Thus, the 
high notes of the violins, chimes, triangles, cymbals, etc., are always reproduced clearly and distinctly in all their original beauty and cannot 
be drowned out by the loud passages of the brasses and percussion instruments. 

THE RHYTHMASTER’S PATENTED CONTINUOUSLY-VARIABLE SPEED TURNTABLE plays records not only at 33 Vs, 45 and 78 R.P.M., 

but at ANY speed variation from 25 to 100 R.P.M. Not only will the CVS Turntable play your records back at the exact pitch and tempo 
they were recorded, but also at any increased or decreased tempo to fit a particular need: ★DANCING:—Set the rhythm of your folk-dance, 
tango, rhumba to your own taste. ★PHYSICAL EDUCATION:—Set the rhythm most suitable for teaching swimming, exercises, etc. 
★MUSICIANS:—(1) You can now set the pitch of your records to your own personal interpretation of any recording. (2) You can set 
the pitch of the record to match the pitch of your piano or other instrument for purposes of accompaniment. ★SCHOOLS:—Invaluable 
tool for teaching music, band instrpmehts, languages, typing, dancing, gymnastics, etc. ★RECREATION CENTERS, CAMPS, COMMUNITY 
CENTERS:—Powerful amplifier and speaker afford undistorted volume to cover an assemblage of 500 people or more. 

THE RHYTHMASTER AND RECITALIST ARE BOTH “FLEXIBLE” INSTRUMENTS. (1) A microphone input enables “mixing” of live 
music or voice simultaneously with a recording being played. (2) Can be used as a high fidelity public address system. (3) By connecting 
an AM or FM Tuner, these phonographs become superb broadcast receivers. 


---- S P E C I F I 

TURNTABLE: 12" cast aluminum, with hardened and ground shaft. 
MOTORS Constant-speed, 4 pole induction. 

SPEAKER: 10" PM type, built to our exacting specifications with 
heavy Alnico 'V magnet. 

AMPLIFIER: Frequency response is controlled by Polyphonic Selector. 
Position No. 1—Uniform within 1 db from 50 to 15,000 cycles. 
Position No. 2—^Bass up 4 db at 100 cycles, treble uniform above 
5,000 cycles. 

Position No. 3—Bass up 6 db at 100 cycles, treble uniform above 
5,000 cycles. 

Position No. 4—Uniform from 50 to 8,000 cycles, increasingly 
sharp cut-off, 14 db down at 10,000 cycles. 

PICKUP: 16" with dual stylus cartridge. Plays up to 16" broadcast 
transcriptions, standard commercial pressings and micro-groove 
records. 

POWER OUTPUT: 10 watts at less than 3% total harmonic dis¬ 
tortion. 

INPUT CHANNELS—THREE; High impedance microphone, radio, 
phono-pickup. 

INPUT GAIN: Microphone, 120 db; phono-pickup, 80 db; radio, 
80 db; magnetic pickup, 90 db. 

OUTPUT IMPEDANCE: 6-8 ohms at speaker jack. 


A T i O N S ----— 

NOISE LEVEL: More than 50 db below rated output with all 
controls set at maximum. 

CONTROLS: Microphone, radio-phono. Polyphonic Selector. 

TUBE COMPLEMENT: (2) 6SL7, (2) 6V6GT, (1) 5Y3GT plus 
(1) 6S07 for magnetic pickup. 

POWER INPUT: 70 watts. 

CASE: Sturdy Plywood, covered with rich grey leatherette. 
DIMENSIONS: 17" wide, 9l^" high, 21%" deep (Closed). 
WEIGHT: 38 pounds. 

Model Descrip'l-ion Net Price 

RP-43C RECITALIST .8 Speed, crystal pickup. $229.95 

RP-43M RECITALIST .3 Speed, pre-amp., mag. pickup 249.95 

RP-43VC RHYTHMASTER .Variable Speed, crystal pickup 269.95 

RP-43VM RHYTHMASTER .Variable Speed, pre-amp:, 

magnetic pickup . 289.95' 

MODELS EQUIPPED WITH PAIR OF 10" MATCHED SPEAKERS 
Model Description Net Price 

RT-43C RECITALIST .. . 3 Speedy crystal pickup .. $269.95 

RT-43M RECITALIST .3 Speed, pre-amp., mag. pickup 289.95 

RT-43VC RHYTHMASTER .Variable Speed, crystal pickup 309.95 

RT-43VM RHYTHMASTER .Variable Speed, pre-amp., 

magnetic pickup .. 329.95 

Model SPK-43 —Set of twin, high-powered, matched 10" portable 
speakers only, for use with your own Recitalist or Rhythmaster. 
Complete with cable and jacks........$50.00 net, the Pair 
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REK-O-KUT COMPANY 

MANUFACTURERS OF RECORDING AND TRANSCRIPTION EQUIPMENT FOR THE BROADCAST INDUSTRY 



OslS^jixsl 

PROFESSIONAL UVa" DISC RECORDER 


FOR STANDARD AND MICRO-GROOVE RECORDING 


The “Challenger,” America’s finest professional 13disc recorder, is 
built to meet the respective needs of the Professional Recordist, Musi¬ 
cian, Educator and Recording Enthusiast who wants to make permanent, 
professional recordings. The “Challenger” embodies the most advanced 
design, engineering and production techniques in the disc recording 
industry. The many exclusive operating features incorporated in the 
“Challenger” simplify and improve the art of disc recording. 


CHALLENGER DELUXE $459.95 

ACCESSORIES 

LEAD SCREWS: see page E-8, Model M-12, 

TR-103A.Idler and Record Bushing for 45 RPM, inter¬ 
changeable with 33% RPM idler . 8.00 


SPECIFICATIONS; 

1. MOTOR: Hysteresis Synchronous motor (TR-12H, described in 
detail on page E-8), fitted with lamitex drive pulley. Suspended in 
sheer shock mounts to prevent transmission of motor vibration. / 

2. RECORDING AREA: Records from 6"-up to 13 masters. ^ 

3. SPEEDS; Simple, finger-tip speed control for instantaneous selection 
of speed desired — 78, 45, or 33% RPM. 

4. OVERHEAD RECORDING MECHANISM; 

(a) “LIFTOMATIC SAFETY CAM” prevents double cutting and 
damage to the stylus by automatically raising the cutter from 
the disc as it approaches the center of the record. 

(b) FACILITATES INTERCHANGING LEADSCREWS for standard or 
micro-groove recording. 

(c) SPIRAL GROOVES: Run-in, run-out and locked grooves are 
made with a simple, manual operation. 

5. PICKUP ARM: 16" with dual stylus magnetic variable reluctance 
cartridge. Plays up to 16" broadcast transcriptions, standard com¬ 
mercial pressings and micro-groove records. 

6. TURNTABLE: Precision machined aluminum fitted with hardened 
and ground shaft. Driven by two double-duty neoprene idlers running 
against the inside rim. 

7. SPEAKER: 10" PM type. Custom-built to rigid REK-O-KUT speci¬ 
fications for extra power and wide range. Mounted into detachable 
cover of case. 

8. CASE: Sturdy plywood covered with rich grey leatherette. Built to 
withstand rough usage. 

9. DIMENSIONS: 25" x 22" x 12". Weight: 65 Lbs. 



R-8A UNIVERSAL RECORDING AMPLIFIER 

(as used in Deluxe "Challenger") 


FREQUENCY RESPONSE: ±1 db from 30 to 20,000 cycles at normal 
setting of equalizer controls, 

POWER OUTPUT; 13.5 watts at less than S% total harmonic dis¬ 
tortion into resistive load. 

TREBLE EQUALIZER: Boost of 14 db and attenuation of 15 db above 
8,000 cycles, continuously variable. 

BASS EQUALIZER: Boost of 14 db and attenuation of 14 db below 
50 C 3 ^cles, continuously variable. 

INPUT CHANNELS—FOUR: 2 high impedance microphones, phono 
channel compensated for G.E. or Pickering pickup, radio. Switch on 
rear of chassis changes phono channel for crystal pickup operation. 

GAIN: Microphones—120 db; Phono—90 db; Radio—80 db. 

OUTPUT IMPEDANCE: 4, 8, 15, 125, 250, 500 ohms for cutter and 
speaker. 

OUTPUT SELECTOR: Three positions providing—recording, play-back 
and public address. Microphones are muted in play-back position. 

MONITORING: A switch is provided giving three positions of monitor 
level—off, medium, loud. Speaker or headphones may be used. Meter 
on front panel indicates correct recording level. 

HUM AND NOISE: 64 db below 13.5 watts with all controls turned for 
maximum hum and noise output. 

CONTROLS: Microphone “1”, microphone “2”, radio-phone fader, out¬ 
put selector, treble equalizer, bass equalizer, monitor, 

TUBE COMPLEMENT: (2) 6SJ.7; (2) 6SL7; (1) 6SC7; (2) 6V6; 
(1) 5Y3. 

POWER SUPPLY: 105-125 volts, 50-60 cycles. 


POWER CONSUMED: 
DIMENSIONS: Panel- 


100 watts. 
-19" X 6%" 


Chassis—17" x 8%". 


R-8A 

C-85 


..For rack mounting, including tubes. 

..Portable Case (illustrated), additional.. 


$149.95 

22.95 



RECORD PLAYERS 

3 SPEED • VARIABLE SPEED 


The quality instruments of the playback field. Play through any amplifier, sound pro¬ 
jector, recorder, radio or TV set. Recommended for dubbing your favorite records into 
ANY type of recorder—wire, tape or disc. 


Model 

Turntable 


Pick-up 

Net Price 


(See Page E-9 for Detailed Descriptions) 




P-43C 

..LP-74S, 3 Speed. 

16" 

Crystal, Dual Stylus.... 

$ 99.50 

P-43M 

...LP-743, 3 Speed... 

16" 

Dual Stylus, Magnetic 
Variable Reluctance.... 

. 104.50 

P-43VC 

... CVS-12 Continuously Variable from 

25 to 100 RPM. 

16" 

Crystal, Dual Stylus.... 

. 124.95 

P-43YM . 

...CVS-12 Continuously Variable from 

25 to 100 RPM. 

16" 

Dual Stylus, Magnetic 
Variable Reluctance..., 

. 129.95 
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REK-O-KUT COMPANY 

MANUFACTURERS OF RECORDING AND TRANSCRIPTION EQUIPMENT FOR THE BROADCAST INDUSTRY 

MODEL Y DELUXE DUAL SPEED 16" RECORDING TURNTABLES 


The outstanding value in the recording field. Ruggedly constructed and precisely machined, the model “V” deluxe turntable will maintain 
the constant, wow-free speed and smoothness demanded in broadcast work. 


The model M-5S Overhead Cutting Mechanism mounts to the “V” deluxe turntable in a matter of moments. 



1. MOTOR: Hysteresis Synchronous equip¬ 
ped with lamitex pulley for maximum 
drive. Suspended in sheer shock mounts 
to prevent transmission of motor vibra¬ 
tion to turntable or chassis. 

2. TURNTABLE: Normalized aluminum 
alloy casting, lathe turned and balanced. 

3. CHASSIS: Cast-iron ribbed L beam type 
, with socket for instantaneous installa¬ 
tion of M-5S recording mechanism. 

4. IDLERS: Double-duty type made of 
Neoprene compound provides maximum 
traction. Will not glaze under operating 
conditions. 

5. OILING: Shafts and bearings are self- 
oiling. Require infrequent periodic 
lubrication. 

6. SPEED CHANGE: Mastermatic self¬ 
locking instantaneous speed shift. 


DIMENSIONS: Front to Bad? 20"; Width 
20"; Height 2%" above motor board; 
5" below motor board; Weight 28 lbs. 

Model Net Price 

’•V-Deluxe'* . .$215.00 

ACCESSORIES 

P-11 —Portable case for “V” Deluxe 
recording table and M-5S cutting 
mechanism . 64.00 

C-7 —-Console cabinet, metallic grey 
finish, with record drawer for stor¬ 
ing 100 transcriptions. 4 adjust¬ 
able screw jacks. Built-in elec¬ 
trical outlets. Motorboard cutout 129.95 

VI03A —45 RPM Idler and record 
bushing interchangeable with 

331/3 . 8.00 


SPECIFICATIONS: 
7. 


MODEL M-5S MASTER-PRO 16" OVERHEAD RECORDING MECHANISM 


A precise tool for professional work. Working surfaces and moving parts are hardened, ground and polished to a micro finish. The Master-Pro 
18 a universal machine that can be readily attached to all 16" recording turntables as well as the Rek-O-Kut model “V” recording table. 


SPECIFICATIONS: 


1. TILT AND LEVEL ADJUSTMENT: En¬ 
ables the operator to level and square 
his unit to disc in a matter of moments. 

2. DUAL CLUTCH SPIRALING CONTROL: 
A fool-proof device which eliminates the 
danger of spoiling a record while the 
crank-handle is in motion. 

3. MICROMETER DEPTH ADJUSTMENT: 
For positive depth control of the cutting 
head. 

4. LEADSCREW: Stainless steel with 
matched bronze feednut. 

5. ANGLE OF CUT: Is controlled by a 
simple micrometer adjustment. 

6. GEARS: Drive gears completely enclosed 
to prevent fouling by loose chips. 


Units equipped with 8-ohm magnetic 
cutter and 120-line O.I. Leadscrews. 

7. DIMENSIONS: Length 16"; Width 
6 1 / 2 "; Height 9"; Weight 11 lbs. 

Model Net Price 

M-5S . With 8 ohm cutter. $215.00 

M-5S .Without cutter .. 200.00 

EXTRA LEADSCREWS 
Specify “Inside Out” or “Outside In” by 
letters I.O. or O.I. after part numbei^. 
Part No. Lines Per Inch Net Price 

MS-105 . 105.$ 37.50 

MS-120 . 120 . 37.50 

MS-135 . 135. 37.50 

MS-210 (Micro-Groove) 210. 47.50 

MS-240 (Micro-Groove) 240. 47.50 

MS-270 (Micro-Groove) 270. 47.50 



MODEL TR-12H DUAL SPEED 12" RECORDING TURNTABLE 

The first 12" dual speed recording turntable to feature a SYNCHRONOUS MOTOR. Design and construction of the model TR-12H is similar to 
the Rek-O-Kut 16" professional recording tables. The model M-12 overhead recording mechanism is mounted to the chassis in a few moments. 





Shown with 
M-12 Mounted 


SPECIFICATIONS: 


1 . 


2 . 


4. 


5. 


TURNTABLE: 

and balanced. 


Aluminum, lathe turned 


CHASSIS: Cast aluminum. Drilled and 
tapped for instantaneous mounting of 
the M-12 recording mechanism. 

MOTOR: Hysteresis Synchronous, fitted 
with a lamitex drive pulley. Suspended 
in sheer shock mounts to prevent trans¬ 
mission of motor vibration. 

SHAFTS; Hardened, ground and polished 
to a micro-finish. 

DRIVE; Internal rim. Drives through 
double-duty Neoprene idlers which in¬ 
sure free, smooth and quiet operation. 


6. SPEED CHANGE: Instantaneous speed 
shift engages either the 78 or 33 Ys 
RPM idler. 

7. FINISH: Beautiful grey wrinkle. 

8. DIMENSIONS: Front to Back 16 1 / 2 "; 
Width 16"; Height 1%" above motor 
board. 5" below motor board. Weight 
17 lbs. 

Model Description Net Price 

TR-12H..With Synchronous Motor....$129.95 

ACCESSORY 

T-103A....45 RPM Idler and record 
bushing' interchangeable 
with 331/3 . 8.00 


MODEL M-12 OVERHEAD RECORDING MECHANISM 

The M-12 Overhead Cutting Mechanism is a truly professional machine for recording enthusiasts and professionals. It incorporates many of the 
features found only in 16" professional units. The M-12 records up to 13 %" master discs and can be mounted on any 12" recording turntable. 

SPECIFICATIONS: 

Model Net Price 


M-12 


..For 12" turntables.. 


$ 99.95 



SPIRAL GROOVE: A run-in, run-out and 
locked groove made with a simple man¬ 
ual operation. 

LEADSCREW; 108LPI stainless steel, 
lapped to a matched feednut which is in 
constant mesh. 

LIFT-O-MATIC: Automatically lifts cut¬ 
ter from disc as it approaches end of 
leadscrew. 

MAGNETIC CUTTER: 8 ohms, flat from 
40 to 7,000 cycles. 

DIMENSIONS: Length lli/4"; Width 
4 lA"; Height 6". 


EXTRA LEADSCREWS 

Specify “Inside Out” or “Outside In” by 
letters I.O. or O.I. after part number. 

Part No. Lines Per Inch Net Price 

M12-120 . 120 . $ 17.95 

M12-144 . 144. 17.95 

M12-216 (Micro-Groove) 216. 27,95 

Ml2-240 (Micro-Groove) 240. 27.95 

M12-264 (Micro-Groove) 264. 27.95 
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REK-O-KUT COMPANY 


MANUFACTURERS OF RECORDING AND TRANSCRIPTION EQUIPMENT FOR THE BROADCAST INDUSTRY 


The model “G-2 Deluxe' 


MODEL "G-2" 

Transcription Turntable 


DELUXE U" TRANSCRIPTION TURNTABLES 

is acknowled}»'ed without reservation by the broadcasting'- industry to 
turntable on the market. The rigid requirements for network programs are easily met by the “G-2 Deluxe.” 

OPERATING DATA: 

1. STARTING: From standing start to 78 speed shift. (F) All shafts hardened, 

RPM % of a turn. From standing start at ground, polished to micro finish. 

331/3 RPM lA of a turn. Meets the NAB 5 ^ DIMENSIONS: Front to Back 20"; Width 
standard for speed variation and wow 16"; Height 21 / 2 " above motor board; 5" 

content. below motor board. Weight 26 lbs, 

2. NOISE LEVEL: 5 0 db below average re- Model Description Net Price 

cording level. rw 1 u'-^i j • o 

” G-2 Deluxe.Witli Hvslen'sis Svn- 

3. CUEING: 15 3^" turntable permits the clironous Motor, Mas- 

record to overlap %" which enables the termatic Shift . $179.95 

operator to cue from the rim of the disc. G-2 Standard.. With 4 pole Motor 

4. CONSTRUCTION: (A) Precision lathe- and Manual Shift. 137.50 

turned balanced turntable. (B) Hysteresis ACCESSORY 

Synchronous motor with Lamitex pulley. Ki 

(C) Double duty Neoprene idlers. (D) G 103 A . 45 RPM Idler and record G-2 Standard 

Cast-iron L beam no twist chassis. (E) adaiMer interchangeable Illustrated 

Mastermatic self-locking instantaneous tvith 33% . 8.00 

MODELS T-12H and T-43H DUAL SPEED 12" TRANSCRIPTION TURNTABLES 

The REK-O-KUT Models T-12H and T-43H are the only 12" dual speed turntables that meet the standards for speed regulation and wow content 
specified by the National Association of Broadcasters. The construction, design and performance standards eipial the REK-O-KUT 16" broadcast 
models. The T-12II and T-43H are recommended for use with Hi-Fi amidifiers and speaker systems. 

SPECIFICATIONS: 


the fi]iest rim-driven 



ACCESSORY 

45 RPM Idler and record 
adajiter interchangeable 
tvith 331/3 . 8.00 


G-2 Standard 
I llustrated 


1. NOISE LEVEL (a) T-12H—T-43H: 50 db 

below average recording level. 

(b) T-12—T-43: 4 0 db below average 
recording level. 

2. MOTORS: (a) T-12H and T-43H — Hys¬ 
teresis Synchronous. 

(b) T-12 and T-43— 4 polo, built to 

REK-O-KUT specifications. 

All motors, shock mounted, are fitted with 
lamitex pulleys, which are pressed on, and 
ground concentric to the motor shaft—an 
exclusive REK-O-KUT feature which in¬ 
sures smooth, rumble-free operation. 

3. COMPONENTS: 

Turntable —Cast aluminum, machined and 
balanced. 

Chassis —Aluminum casting, cross ribbed, 
flush mount. Requires a rectangular 
cutout for mounting. Easily installed. 
Drive —Internal rim drive through double- 
duty Neoprene idlers insures free, 
smooth and quiet operation. 


Shafts —Hardened, ground and polished to 
a micro-finish. 

4. SPEED SELECTION: Instantaneous speed 
shift engages either 78 or 33% RPM idler 
without stoppiTig turntable or removing 
disc. 

5. FINISH: Grey Wrinkle. 

6. DIMENSIONS: Front to Back 15"; Width 
13"; Height 1%" above motor panel and 
5" below motor panel. Weight 13 lbs. 


Model 

Speeds Net Price 

T-T2H 

.78 - 33%. 

$119.95 

T-T2 

.78 - 33%. 

84.95 

T-43H 

.45 - 33%. 

119.95 

T .43 

.45 - 33%. 

84.95 

T-103A 

T-T04-43 . 

ACCESSORIES 

, 45 RPM Idler, with record 
bushing, in terchangeable 

with 33% . 

...78 RPM Idler, interchange 

8.00 

C-12H 

able with 45 RPM. 

... Portable Case . 

7.50 

26.95 



T.12H 

Illustrated 


MODEL LP-743 —3 SPEED 12" TRANSCRIPTION TURNTABLE 

Here is the outstanding value for the discriminating buyer who seeks a quality three-speed turntable, 
at a moderate price. The LP-743 meets the growing demand for a good turntable which is priced 
between deluxe models and ordinary phono motors. Designed and dimensioned for easy replacement 
of obsolete motors in average consoles. 

SPECIFICATIONS: 


1. NOISE LEVEL: 30 db below average record¬ 
ing level. 

2. TURNTABLE: Lathe-turned and balanced. 
Made of laboratory tested aluminum casting. 

3. MOTOR: 4 pole, designed for smooth, quiet, 
vibration-free operation, fitted with a Lamitex 
motor pulley. 

4. SHAFT: Turntable shaft hardened, ground 
and polished. 


5. SPEED CHANGES: Instantaneous without 
stopping turntable or removing disc. 

6. FINISH: Grey hammertone. 

7. DIMENSIONS: Front to Back 14"; Width 12"; 
Height 1%" above motor panel; 5" below 
motor panel. Weight 10 lbs. 

Model Net Price 

LP-743 .3 Speeds: 78 - 45 - 33%. $59.50 



MODEL CVS-12 —CONTINUOUSLY VARIABLE-SPEED TURNTABLE 

Plays at any speed from 20 to TOO RPM without distortion or warble 

Operates on 50 or 60 cycles. Just plug in . . . no more changing of motor pulley or idler to convert 
from 50 to 60 cycles, or vice versa. Speeds are regulated by a simple movement of the lever to 
compensate for any fluctuations in line voltage or frequencies. Plays all standard and microgroove 
records as well as 16" professional broadcast transcriptions. Excellent for broadcast statiotis, disc 
jockeys, schools, dance studios, musicians, singers, record collectors, gymnasiums, etc. The duly turn¬ 
table to use in areas of fluctuating line voltage, frequency, or witli portable power plant. 

SPECIFICATIONS: 


1. SPEED RANGES: Continuously Variable. 

(a) llOV-60 cycles, Range: 2 5 to 100 RPM. 

(b) llOV-50 cycles, Range: 20 to 85 RPM. 

2 . MOTOR: Constant speed, 4 pole, with cone 
pulley. 


3. DRIVE; Exclusive VARI-CON* 
rim drive. 

* Patent Pending. 


self-seating 


4. TURNTABLE: 12" cast aluminum, with hard¬ 
ened and ground shaft, 

5. NOISE LEVEL: 30 db minimum below average 
recording level. 

6. DIMENSIONS: Front to Back 15%"; Width 
12"; 1%" above chassis, 5" below chassis. 

Model Net Price 

CVS-12. Variable Speed, 2.5-100 RPM ...$84.95 



Copyright by U. C, Inc. 
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REK-O-KUT COMPANY 


MANUFACTURERS OF RECORDING AND TRANSCRIPTION EQUr^mNT FOR THE BROADCAST INDUSTRY 


THE UNIVERSAL DEMAND for a 16-inch, 
3-speed transcription turntable, specifically 
designed and engineered for the three popu¬ 
lar disc recording speeds, has now been 


THE NEW 

16-INCH 
3-SPEED 


TRANSCRIPTION 
TURNTABLE . . . 


. . . for the BROADCASTER 
and the RECORDING STUDIO 


Riled by the REK-O-KUT Model B-16H. 


SPECIAL FEATURES 


Entirely new elements of design and engi¬ 
neering, based upon suggestions made by 
leading engineers in the field, were em¬ 
bodied to produce this ‘‘authentic” three- 
speed turntable. As a result, all three 
recording speeds—33 V 3 , 45 and 78—can 
be selected with equal facility simply by 
turning an indicator. 

The B-16H is dimensioned for ready replace¬ 
ment of your obsolete two-speed tables in 
your present consoles or cabinets. Some 
cabinets may require slight modifications 
for fitting. 


New! 

MODEL C-7B 
CONSOLE CABINET 
for B-16H 

Cabinet is designed 
to receive B-16H 
chassis without using 
screws or bolts. 
Floats on felt. Fea¬ 
tures two storage 
compartments with 
piano hinges and 
flush ring-latches. In¬ 
cludes built-in elec¬ 
trical outlet and ad¬ 
justable levelling legs. 
Metallic-grey finish. 
Dimensions: 33" high, 
22" wide, 20 ^ 2 '' 
deep. 

PRICE $109.95 net 



• THE TURNTABLE is cast aluminum, lathe turned and sub^ 
mounted in base. 

• 45 RPM ADAPTER . . . disappearing type . . . built into hub 
of turntable. 

• BASE is drilled and tapped for mounting Audak, Gray and 
Pickering arms. 

• DIMENSIONED for ready replacement of your obsolete two- 
speed tables in your present consoles or cabinets. Some cabinets 
may require slight modifications for fitting. 

• MAINTENANCE is simple . . . the turntable, motor pulley and 

idlers are easily accessible. ■ 

OPERATING DATA 

STARTING: 

From standing start to 7 8 rpm'. . . 

% of a turn. 

From standing start at 45 and 33 rpm 

... 1/4 of a turn. 

NOISE LEVEL: 50 db below average 

recording level. 


SPEED VARIATION: Meets the NAB 
standard for speed variation and “wow” 
content, 

CUEING: 15 %" Turntable permits the 
record to overlap Vs" which enables the 
operator to cue from the rim of the' disc. 

DIMENSIONS: 1%" above base, 6" 
below. 20" X 18%". 


SPECIFICATIONS 


BASE: Cast aluminum, square shape, 
machined. Radial ribbed for utmost 
rigidity. 

TURNTABLE: Cast alumi: um—16-inch. 
Ijathe turned with extra heavy rim for 
balanced flywheel action. Sub-mounted 
in base. 

SPEED CHANGE: Instantaneous for all 
three speeds. Controlled by selector. 

DRIVE: Rim driven through idlers. 


SPEED SHIFT: Mastermatic, self-lock¬ 
ing. A REK-O-KUT exclusive. 

MOTOR: Hysteresis Synchronous. 60 
cycles A.C. 115 volts,. Motors available 
in other frequencies and voltages at 
additional cost. 

FINISH: Blue -gray wrinkle, 

SHIPPING WEIGHT: 30 lbs. 

PRICE: $250.00 net. 


m 
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RECORDERS 


CONCERTONE NETWORK RECORDER 

The Concert one Network Recorder and recording amplifier 
incorporates such features of engineering and design as to rep¬ 
resent a major advance in dependability of operation and 
simplicity of maintenance in the field of broadcast recording 
and reproduction. A high degree of versatility is achieved 
through provision for mounting up to 5 heads; flexibility at¬ 
tained by option of rack panel mounting,- portable cases or 
console cabinet installation. 

SPECIFICATIONS 

NETWORK RECORDER NWR-1: Meets all adopted N.A.B. 
standards. Frequency response: ±2 db from 40 to 15,000 cps at 
15"/sec., ±2 db from 50 to 9,000 cps at 7.5"/sec. Signal to noise 
ratio: 55 db. Harmonic Distortion: 2% at zero V.U. NETWORK 
DRIVE NWD-1: Drive panel: 14" x 19". Mounting Depth: 6" 
(below panel). Tape speeds: 7.5" and 15"/sec. Flutter and wow: 
0.1% RMS at 15"/sec. 0.2% RMS at 7.5"/sec. NETWORK AM¬ 
PLIFIER NWA-1: Amplifier panel: 7" x 19". Mounting depth: 
6" below panel. Input level: Minus 20 V.U. minimum. Output level: 
Plus 20 V.U. maximum. MICRO¬ 
PHONE MIXER NWM-1: Mixer 
panel: x 19". Mounting depth: A 

6" (below panel). Input: Four low 
level low impedance microphone chan- ifc 

nels, individually controlled. Output: 

Plus 10 V.U. across 600 ohm balanced 


PROFESSIONAL USERS^ NET PRICES 

Drive mechanism’ NWD-1 on 14" x 19" rack panel, complete with erase- 
bias oscillator -- $478.00. Amplifier NWA-1 on 7" x 19" rack panel, 
complete with power supply and drive controls — $317.00. Four channel 
microphone mixer NWM-1, on 3j4" x 19" rack panel, complete with self- 
contained power supply — $127.50. Carrying case for Network drive 
mechanism — $62.50. Carrying case for Network amplifier and micro¬ 
phone mixer — $62.50. 





or dual 
speaker 

$47.50. 


CONCERTONE HIGH FIDELITY RECORDER Model 1501 

truly high-fidelity high performance tape recorder in 
popular price field. Complies with NAB standards. Choice 
I 15"/sec. tape speeds. Plays standard 5", 7" and 

NAB 10j4" reels. Extended frequency response, 50 to-15,000 
cps ±2 db; tape noise down to random level. Simultaneous 
monitoring from tape while recording. Basic recorder (illus- 
trated) ready for custom installation, includes drive, power 
supply and preamplifiers. Professional Users’ Net Price, single 
track heads — $345.00. Model 501 carrying case with monitoring amplifier, rhigh fidelity 8" 
and all connections for portable system — $82j!50. Model 502, without amplifiei| and speaker — 
Model 702 Console Cabinet, all metal — $97.56^- ^ ^ 


Manufactured by 


BERLANT ASSOCIATES 


Copyright by U. C. P., Inc. 







the new 


One-case PORTABLE — True portability with professional 
performance — the answer to your demand for a single 
case portable magnetic tape recorder for professional use. The 
standard PT6-AH recorder carried back to back with a 
lightweight line level amplifier — when in use, the amplifier 
swings up to rest on the recorder as shown (or may be 
instantly detached). Frequency response at 15"/sec. tape speed 
is =t= 2 db from 50 to 15,000 cycles per sec. Weight 42 pounds, 
complete; carrying case measures 19" x x 17%" 




the FINEST Broadcast MAGNECORDER 
with 3-channel HIGH LEVEL mixing 

the recorder PT63~AH — offering wide band response 
and fidelity. The famous Magnecorder with 3 heads for 
monitoring from the tape; separate erase, record and playback 
heads. High speed forward for fast cueing or editing. 

the amplifier PTZ-P — with inputs for 3 low-impedance 
microphones with separate pre-amp for each with high level 
mixing. Separate record and playback amplifiers. Output: zero 
level at 600 ohms, balanced, and 10 watts of audio; 4" VU meter. 


Binaural 3-Dimensional Broadcasting 


The newest sensation in radio, as dramatized by progressive 
stations across the country. Use your present AM and FM 
channels plus the new Binaural Magnecorder units. Ask us 
for detailed information on programming and engineering. 


(right) Binaural anipli- 
fier — $515.00, and 
( I.eft ) Binaural record¬ 
er mechanism, $390.00. 


PT6-BAH 


dubbing AMPLIFIER 

for duplicating master tapes — Makes three duplicate copies 
simultaneously. From a playback machine, the output goes to the 
PT6-D3, dubbing amplifier, which in turn feeds to three PT6-A 
recorders. There's a calibrating circuit to insure equal levels on all 
tapes. Master motor control switch, volume meter, and headphone 
jack. Can be switched to any channel. See how the units "stack." 



PT63-AH 

$365.00 


All prices subject to change without notice 




see your local 



. or write 


ander ^ 

“Recorders* 



Magnecord, Inc., RM 53 

225 West Ohio Street, Chicago 10, Illinois 


Name. 

•Swii Company. 


PT6-BN 
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List Price 
$179.95 


ONLY 




ff/fICOX-(jAY 


• Size: 12" X 14''X 9''. 

• Weight: 23 lbs. 

• Reels: Uses 3". 4". 5". or 7" reels. 

• Speed Selector: 3/-. 10 — 3 % and 71/2 I.P.S. 

3A11 — 178 and 3% I.P.S. 

• Speaker: 5" x 7" elliptical P.M. speaker. 

• Record Lock Button — Prevents accidental erasure. 

• Radio-Phono-TV Input Jack — This low level input permits 
recording from radio, phono or TV speaker voice coil by 
means of a patch cord. 

• Fast Forward and Reverse — Operates at ten times normal 
speed. 


has the presiO^auc 

PUSH-BUTTON KEYBOARD 


At the press of a finger . . . "click", it's recording . . . "click", it's on 
playback . . . automatically. So easy a child can do it. Wilcox-Gay takes 
the mystery out of tape recording . . . with a remarkably simple, easy- 
to-read keyboard . . . it's "FINGER TIP MAGIC". The five PRESTOMATIC 
keys are marked: "RECORD", "PLAY". "STOP", "FORWARD" (high 
speed), and "REVERSE" (high speed). 

. . . And for all its simplicity, RECORDIO maintains an unapproached 
standard of performance. 

Model 3AII comes equipped for plug-in connection of foot pedal control 
and earphone attachment for office dictation use. 


External Speaker Jack — For earphone attachment or to 
permit operation of an external speaker. 

Microphone Supplied — Controlled reluctance micjrophpne 
not affected by any climatic conditions. 

Tone Control — This full range variable control may be 
rotated from maximum brilliance to a deep, rich bass tone. 
Volume Control — Bass and Treble compensated for best 
reproduction. 

Two Record Level Indicators — The "Easy-View" neon 
indicators show at a glance "Normal and Overload" record 
levels. 


3AI0 

±3 DB 

3AII 

+ 3DB MODEL 3A10 

MODEL 3A11 

33/4 IPS 

80-6000 CPS 

1% IPS 

Recording Time 

100-5000 CPS_ Using Both Channels 

Recording Time 

Using Both Channels 

7‘/2 IPS 1 

75-10000 CPS 

33/4 IPS 

1_ 80-6000 CPS Reel Sizes [_ _ I_ V/% 

Reel Sizes j_ 33/4 


Noise Level—55db 


Noise Level—45db 


7-ihch Reel 2 Hrs. 


Hr. .7-inch Reel' 4 Hrs. 



FEATURING THE PRESTOMATIC 
PUSH-BUTTON KEYBOARD 


Size: I8I/2" x I23/4" 

I Weight: 25 lbs. 

Reels: Uses 3", 4", 5", or 7" 
reels. 

Speed Selector: 33^ and 71/2 
I.P.S. 

Speaker: 6" x 9" Elliptical PM 
Speaker. 

• Record Lock Button: Prevents 
accidental erasure. 

I Radio-Phono-TV Input Jack: 

This low level Input permits 
recording from Radio, Phono 
or TV speaker voice coil by 
means of a patch cord. 

I Microphone Supplied — Con¬ 
trolled reluctance microphone 
not affected by any climatic 
conditions. 

I Two Record Level Indicators: 

The "Easy-View" neon indica¬ 
tors show at a glance "normal 
and overload" record levels. 

External Speaker Jack —- For 

earphone attachment or to 


permit operation of an ex¬ 
ternal speaker. 

• Tone Control: This full range 
variable control may be ro¬ 
tated from maximum brilli¬ 
ance to a deep rich bass tone. 

• Volume Control: Bass and 
treble compensated tor best 
reproduction. 

• Push - pull amofifier: High 
fidelity push-pull beam power 
output, delivering 6 watts of 
undistorted output. 

• Fast Forward and Reverse — 
Operates at ten times normal 
speed. 


Separate Storage 
Compartment for 
Tape & Accessories 


PERFORMANCE DATA 


Wilcox-Gay . . . pioneer name in home recorders, 
has achieved in the de luxe Recordio, a significant 
advance in tape recorder progress. 

Never before has a unit so rich in fidelity, range 
and tone qualities been available for pr^essioual 
and home recording. Powerful enough to meet 
any volume requirement . . . sensitive enough to 
pick up the faintest whisper. 

You’ll marvel at the simplicity of operation . ; . 
only the Wilcox-Gay Recordio has the PRESTO¬ 
MATIC push-button keyboard . . . truly finger-tip 
magic. 



At ± 3db 

33/4 I.P.S. 

75-7500 C.P.S. 

71/2 I.P.S. 

55-10500 C.P.S. 


Recording Time Using Both Channels 


Hum Level—48db 
Noise Level—r57db 


Reel Sizes 

33/4 

71/2 

5-inch Reel 
7-inch Reel 

1 Hr. 

2 Hrs. 

V 2 Hr. 

1 Hr. 
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Wilcox-Gay Tape-Disc Recordio is better than ever with a smortly 
designed carrying case and exciting new features. This is the 
Wilcox Gay recorder that.ppens up a wide new field of applica¬ 
tions. You can transfer phonograph records to tape . . . re-record 
portions of tape recordings to discs. With fibre discs you can mail 
them like a letter or file them away for reference. The recording 
enthusiast wilt find a wealth of interesting uses for this versatile 
Tape-Disc Recordio. It's a handsome instrument, too, with eye 
appeal, convenient portability and quality performance. 



• Size: 19" X I 6 I/ 2 ” X II. 

• Weight: 30 lbs. 

• Two-Tone streamlined case. 

• High speed wind—Forward and reverse. 

• Microphone Supplied; Controlled re¬ 
luctance microphone not affected by 
any climatic conditions., 

• Two Record Level Indicators: The "Easy 
View" neon indicators show at a glance 
"Normal and Overload" record levels. 


List Price $199.95 


• Can be used as conventional phono¬ 
graph and public address amplifier. 

• Can be plugged into external amplifier. 

• Combination tape and disc recording. 

• External Speaker Jack: For earphone 
attachment or to permit operation of 
an external speaker. 

• Speaker: 6" x 9" elliptical PM speaker. 

• Tone Control: This full range variable 
control may be rotated from maximum 
brilliance to a deep rich bass tone. 


Hum Level — 45db 

TAPE SPEED . 334 I.P.S. 

RECORD SPEED .78 R.P.M. 

OPTIONAL ACCESSORIES 

• Earphone attachment 

• Patch cord for recording from 
Radio, TV or Phono 




Model Recordio Accessories 

SCI2—Extension Speaker Consolette, hand 
rubbed mahogany finish, containing 12" 
wide range speaker, bass reflex enclosure, 
complete with 20 ft. .ccird and plug. 

List Wice $59.50 
FCIO—Foot Control mechanism with con¬ 
necting Foot Control cord and plug for 

model 3AI1 ...'.List Price $17.50 

EP-IO—Ear Phone, lightweight,' plastic, ex¬ 
cellent fidelity List Price $12.00 

9-222,1-J—-fyllcrophone connecting cord 
complete with conne'cTors ’l^i/z ft. 

vsv' .. List Price $5.00 
9-2221-2—Microphone .y.,xoSnnectIng , cord ' 
complete with -connect^i^s 25 ft. 

List Price $5.50 


Model 

9-2233—Radio-Phono recording cable 6 ft. 
Complete with connectors and network. 
For models 2A10, 2AII, 3CI0. 

List Price $3.50 
20-233—Radio-Phono recording cable for 
models 3AI0, 3AII, 3FI0..List Price $1.35 


Model Recordio Tape Price 
115—5" Reel, 600 ft. roll, Plastic Base....$3.50 
117—7" Reel, 1200 ft. roll, Plastic Base.. 5.50 

ER-95—5" Empty tape reel in box....50 

(Minimum shipping quantity 12 reels) 

ER-97—7" Empty tape reel in dox..... 60 

(Minimum shipping quantity 12 reels) 


List 

Model Recordio Discs Price 

A- 261 / 2 — 6 '/ 2 " Fiber Base, 6 to pkg.$ .60 

A-28 — 8 " Fiber Base, 6 to pkg. 1.00 

D-210 —10" Alum. Base, 6 to Album. 2.50 

D- 26 y 2 — 61 / 2 " It.wt. Alum., 6 to Album 1.25 
D-28 — 8 " It.wt. Alum., 6 to Album.... 1.75 
G-28 — 8 " hvy.wt. Alum., single 

sleeves ....;.40 

G-210—10" hvy.wt. Alum., single 

sleeves .-.i...60 

•^Recordio LIjI 

Model Point Needles Price 

D-9 —Sprlng'ection playback needle....$l.50 
D-IO—Dual purpose cutting playback 

needle (3 speed).^.. 2.50 

D-l I—DuaT purpose cutting playback 

needte^(78 R.P.M.) . 2.50 


filE WILCOX-CAY CORPORATION 
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TAPE PLAYER — Model FBI, 
PBA2. 2 Speeds. Plays back any 
pre-recorded tape. Fast rewind, 
forward. Model PBl with pre¬ 
amp plays through any ampli¬ 
fier. Model PBA2 has amplifier, 
speaker. 



10V2" REEL ADAPTER ~ Model 
X302 Converts 9T-3C and PB-A2 
for 4 hour operation. Uses 2400' 
NAB hub broadcast reels plus 
smaller sizes. 



AUDIO-MIX—Model MM4 elec¬ 
tronic mixer for multiple mike 
recording on tape, wire, disc, or 
P.A. systems. Wide range of 
audio blending. Connects to any 
audio system. 



AM RADIO TUNER — Model 
AM-T. Self-powered selective 
tuner fits recorder compartment. 
Has AC line and plugs into 
phono jack. Plays through any 
amplifier. 



FOOT CONTROL—Model FP-5 
instantly starts, stops tape re¬ 
corders and players. Designed 
for business and institutions. 
Invaluable for transcription, 
lectures, slide-film, conferences 
and dictation. 



TAPE MECHANISM & PRE-AMP 

—Models 9T-3M & PRE-7. For 
custom installation. Plugs into 
any existing audio amplifier, 
radio, TV set. 



Model 9T-3C 


Multi-Speed TAPE RECORDER 


The one all-purpose portable recorder that records 
and plays back every voice, every sound with faithful 
realism. Its unmatched versatility meets countless 
requirements of industry, business and government. 
Recordings can be played over and over or same tape 
can be re-recorded any number of times. 

Only Low-Priced Recorder with all these Professional Features 


2 Hours recording or playback. 
^‘Edit’-Ear^* Control corrects 
while playing. 

Push-Button and IVz" 

speeds. 

Fastest Rewind and forward 
speeds. 


Auto, Amplifier Equalization 

in both speeds. 

Auxiliary Jacks for P.A. 
system. 

Heads —single or dual track. 
Weight —only 27 lbs. 


Write for FREE Bulletins! 


IN “SOUND” ELECTRONICS IT’S 
THE PENTRON CORP. CHICAGO 16, ILL. 

The Only Complete in the Industry! 

ACCESSORIES Auxiliary speaker. Telephone pick-up. Magnetic tape. Plastic reels. Extension cords. 


Copyright by U, C. P., Inc. 


Radio’s Master — 18th Edition 

Page E-T5 
























ELECTRIC 

Webster Electric Company, Racine, Wisconsin. Established 1909 

CRYSTAL CARTRIDGES 

FOR 

EASIER STOCKING ... FASTER TURNOVER .. . EASIER REPLACEMENT 




MODEL WS 
for all 78 r.p.m. 
replacements 



MODEL CX 





MODEL AX 

for 3-speecl, 2-needle replace¬ 
ments. Snap-off bracket for 
arms with integral twist 
mechanism. 



MODEL F16M 



MODEL Q 




CHARACTERISTICS AND LIST 

PRICE 



model 

No. 

average output at 

1000 C.P.S. VolH 

minimum tracking 
pressure 

approx. 

cut-off 

frequency 

C.P.S. 

net 

weight 

grams 

needle 
information 
(see note) 

list price 

r.p.m. 1 

331 / 3-45 1 

'•58"- 

r.p.m. 
331/3 - 45 

1 r.p.m. 

1 78 



dual purpose 

cartridge microgroove ond standard (331/^, 

45 and 78 r.p.m.) 





and microgroove (331/3 and 45 r.p.m.) only. 






grams 

grams 





Al 

.75 

1.00 

7.0 

7.0 

5,000 

5.0 

IMS &3MS 

$8.50 

AIM 

.75 

1.00 

7.0 

7.0 

5,000 

5.0 

IMO &3MO 

7.50 

A2 

.75 

— 

7.0 

— 

5,000 

5.0 

IMS 

6.50 

A2M 

.75 

— 

7.0 

— 

5,000 

5.0 

* IMO 

6.00 

A9-1 

.75 

1.00 

7.0 

7.0 

5,000 

5.0 

2MS 

6.50 

A9M1 

.75 

1.00 

7.0 

7.0 

5,000 

5.0 

2MO 

6.00 

AX 

1.0 

1.5 

7.0 

7.0 

5,000 

13.0 

IMO &3MO 

8.25 

BX 

.50 

— 

7.0 

— 

7,000 

10.0 

IMO 

6.00 

E13M 

.85 

— 

7.0 

.,— 

6,000 

8.0 

IMO 

6.50 

F14-2 

.85 

1.70 

7,0 

21.0 

6,000 

10.0 

DO 

8.50 

F15M 

.85 

1.70 

7.0 

21.0 

6,000 

10.0 

IMO &3 MO 

8.50 

F16M 

.75 

1.00 

8.0 

8.0 

6,000 

10.0 

IMO &3MO 

8.50 

F19 

3.5 

5.0 

12.0 

12.0 

3,000 

10.0 

IMO &3MO 

8.50 

Q3 

2.0 

3.0 

12.0 

12.0 

5,000 

23.0 

2MO 

7.50 

standard (78 r.p.in. only) 





ounces 





A3 

_ 

1.00 

— 

.25 

5,000 

5.0 

3 MS 

6.50 

A3M 

_ 

1.00 

— 

.25 

5,000 

5.0 

3MO 

6.00 

CX 

3.0 

3.40 

15.0 

2.50 

5,000 

16.0 

— 

4.50 

C4 

— 

2.50 

— 

2.50 

5,000 

16.0 

— 

4.50 

D2 

— 

2.50 

— 

2.50 

5,000 

25.0 

—. 

5.40 

D3 

, — 

.70 


1.25 

6,000 

25.0 

— 

5.55 

FIP 

— 

1.25 


1.00 

5,000 

8.0 

— 

5.00 

F2P 

— 

1.25 

—> 

1.00 

5,000 

18.0 

.— 

5.00 

F7P 

— 

1.20 


1.00 

8,000 

18.0 

3MO 

7.50 

F7P 2 

— 

2.25 

— 

1.50 

5,000 

8.0 

3MO 

6.50 

N6P 


1.50 


1.00 

5,500 

25.0 

— 

5.25 

N7P 

— 

.60 

— 

.75 

10,000 

25.0 


6.50 

NlOP 

.— 

2.50 

— 

1.25 

5,000 

25.0 

—. 

5.25 

91 

— 

1.00 


1.00 

8,000 

23.0 

3MO 

8.50 

02 

>— 

2.00 

— 

1.50 

6,000 

23.0 

3MO 

7.50 

WS 


1.50 

— 

.75 

5,500 

25.0 

3MO 

5.50 



or 

4.00 







note; 1 MS 

= 1 Mil Sappliire tip; 1 MO — 1 Mil Osmium tip: 2 MO 

= 2 Mil Osmium tip: 3 MS 

= 3 Mil Sapphire 

tip; 3 MOIrj 

3 Mil Osmium tip; DO =:|Dual tip 1 ! 

Mil Osmium and 3 Mil Osmium. Symbols indicate needles furnished. 
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'GOLDEN TREASURE*’ CARTRIDGES 


TRIPLE PLAY (DUAL STYLUS TYPE) 


Catalog 

Number 

Type 

Stylus 

Stylus Radius 
in Inches 

1 

List Pricet A 

RPX-052* 

Triple 

Play 

Diamond and 
Sapphire* 

.001 diamond 
.003 sapphire 

$38.95 \ 

RPX-053 

Triple 

Play 

Dual 

Dia mond 

.001 and 
.003 comb. 

57.90 

RPX-061 

Single 

Diamond 

.001 diamond 

33.95 

RPX-063 

Single 

Dia mond 

.003 diamond 

33.95 

UPX-111 

RPX-050 Triple Play Cartridge in¬ 
stalled in a Webster Plug-in head. 

15.95 


h Catalog 
p Nuniber 

Stylus 

Stylus Radius 
in Inches 

List Pricet 

1 RPX-050 

Sapphire* 

.001 & .003 
Combination 

$13.95 

1 SINGLE STYLUS TYPE || 

RPX-040 

Sapphire* 

.003 


RPX-041 

Sapphire* 

.001 

■ 


♦Some Sapphires are synthetic* 



UPX-006. Plays 33^3. 45 and 
78 RPM records. With RPX-050 
Triple Play Cartridge, $19.95 





UPX.007. Tone arm and RPX- 
040 (.003 Sapphire*) Cart¬ 
ridge 78 RPM records. $15.95 

UPX.004. For 33/3 and 45 
RPM records. RPX.041 (.001 
Sapphire*) Cartridge. $15.95 


UPX-009. Conversion Tone Arm 
for Webster-Chicago changer 
models. $15.55 



FA-21-A. Professional tran* 
scription arm — less cartridge. 
$41.00 


G-E RECORD COMPENSATOR 


G-E PHONO PREAMPLIFIER 



A1-900. Adjustable high 
impedance equalizer for 
Standard G-E Cartridges. 
$14.95 


UPX-003A. Self-powered 
preamplifier. Provides full 
bass boost of 18db at 50 
cycles. $17.95 


G-E STYLI 



REPLACEMENT STYLI (DUAL) 


REPLACEMENT STYLI (SINGLE) 



Catalog 


Stylus Radius 

List 

Catalog 


Stylus Rodius 

List 

Number 

Stylus 

in Inches 

Pricet 

Number 

Stylus 

in Inches 

Pricet 

RPJ-007 

Sapphire* 

.001 & .0025 
Combination 

$ 5.95 

RPJ-OOl 

Sapphire* 

.003 

$ 3.50 

RPJ-OlO 

Sapphire* 

.001 & .003 
Combination 

5.95 

RPJ-002 

RPJ-003 

Diamond 

Diamond 

.0025 

27.50 

RPJ-011 

Diamond 

.001 & .0025 

49.95 

.003 

27.50 

RPJ-012 

Diamond 

Combination 
.001 & .003 

49.95 

RPJ-004 

Diamond 

.001 

27.50 



Combination 


RPJ-005 

Sapphire* 

.001 

3.50 

RPJ-013 

Dia mond 

/.OOl Diamond 

31.00 




Sapphire* 

Comb.| QQ 3 Sapphire 

RPJ-006 

Sapphire* 

.0025 

3.50 



tPrices subject to change without notice. 


FOR COMPLETE INFORMATION WRITE: General Electric Company, Section 393. 
Electronics Park, Syracuse, New York. 

ELECTRIC 
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LOAD resistance ■: 25,000 OHMS 
TOLERANCE ; WITHIN '2db 


20 SO 100 I KC S KC 10 KC 20 KC 

FREQUENCY IN CYCLES PER SECOND ^ ^ 


260 TURNOVER CARTRIDGE 
AVERAGE PRODUCTION FREQUENCY RESPONSE 


The 260 Cartridge is a velocity-sensitive 
device and is inherently “flat’' on a 
velocity bosis. When measured with an 
equalised preamplifier having 6 db per 
octave bass boost and a standard test 
record, its performonce characteristics 
ore in accordance with the above curve. 


PICKERING MODEL 260 DIAMOND STYLUS TURN-OVER PICKUP • . . 

Inherent in the development, engineering and manufacture of the 260 Turn-Over Pickup, are the 
factors which have earned such a high reputation for Pickering Audio Components. . . . The 260 is 
now available with diamond styli — diamond styli wear longer, and prolong the life of recordings. 
The 260 has an output of 30 milivolts at 10 cm per second; it mounts easily in any type arm. The 
260 Turn-Over Pickup may be used with the Pickering 410 Input System, 230H Preamplifier, 132E 
Record Compensator and 190 Arm or in any high quality playback system 













































IVIodels D-120M, S-120M, D-140S 
and S-140S, with diamond or sapph¬ 
ire stylus, are without equal; they 
produce the finest quality reproduc¬ 
tion of lateral recordings. 

MODELS D-120M AND S-120M are for 
playing standard records and transcrip¬ 
tions requiring 2.5 mil styli. MODELS 
D-140S AND S-140S are for long playing, 
microgroove records; SSVa and 45 RPM. 


PICKERING CARTRIDGE 


PICKERING CARTRIDGES • • • 

are the choice of audio engineers throughout the world. They are 
universally acclaimed because of their high output, wide range 
performance and low distortion. They have an output of 50 milivolts 
at 10 cm per second and are used wherever a fine cartridge is 
required in radio stations, recording studios and for purposes of 
quality control by leading record manufacturers. 

Model S-120M with .0027” Sapphire 
stylus . . . 

Model D-120M with .0025" Diamond 
stylus . . . 

Model S-140S with .001” Sapphire 
stylus for long-playing MICRO¬ 
GROOVE recordings . . . 

Model D-140S with .001” Diamond 

stylus for long-playing MICRO- Series 140 and 120 frequency response charac- 
GROOVE recordings . . . teristics with various load impedance values 

are shown in the accompanying curves. 



THE PICKERING 410 AUDIO INPUT SYSTEM 


H . . . is designed to provide g complete audio control center. Model 410 may 

be used in any high quality playback system. Three input channels are 
provided—one for magnetic cartridges and 2 "flat” channels for other audio 
circuits. A 3-position equalizer network is built into the magnetic cartridge 
channel and provides accurate equalization for LP, AES and 78 rpm record¬ 
ing characteristics. Separate bass and treble controls are also provided. 
These are of the step-type and permit bass and treble adjustments in 2 db 
increments. The tone control circuits are intended to compensate for record 
characteristics and for listener-environment acoustical conditions. They are 
not intended to compensate for ampliiiei and/or loudspeaker deficiencies. 
Model 410 is intended for use with the highest quality professional type 
playback equipment. The output of the Model 410 is fed from a cathode- 
follower circuit and will work into any high quality audio or line amplifier having a high impedance input. It may also 
be used with a transformer for the purpose of feeding a 500 ohm line. Because of its flexibility, low noise and low distor¬ 
tion level, it is ideally suited for bridging and monitoring purp ses and for critical listening applications. 

Playback and Tone Control Characteristics 



Playback 


Bass 

Control 



Treble 

Control 











































































































































































































































EQUALIZES THE BASS RESPONSE OF RECORDS AND 
TRANSCRIPTIONS AND PROVIDES THE NECESSARY 
GAIN FOR HIGH-QUALITY MAGNETIC PICKUPS. 

The Pickering 230H Preamplifier is designed to operate with any 
high-quality amplifier having a high impedance input. It is self- 
powered, operates from the 115 volt AC line, and is installed by 
simply plugging in. 

Model 230H is unique in its accuracy of equalization, being 
superior to most broadcast station equipment in this respect, 
Further, the intermodulation and harmonic distortion is lower than 
good engineering practice requires in professional equipment. 



The 230H Preamplifier represents the most advanced design ever achieved in phonograph preamplifiers, and like all 
Pickering Audio Equipment, symbolizes maximum performance. 


TECHNICAL SPECIFICATIONS 

FREQUENCY RESPONSE: Within 2 db from 40 — 20,000 cps. Com¬ 
pensates for 6 db per octave loss below 500 cps. . . . OUTPUT: 
High impedance, 2 volts average from phonograph records. (For 
500/600 ohm output at —10 dbm use Pickering 600G transformer, 
available as accessory equipment.) . . . DISTORTION: Not more 
than 0.2 percent intermodulation at normal output level. Not 
more than 0.4 percent intermodulation at -f-10 db over normal 
level. Not more than 1.7 percent intermodulation at +20 db over 


normal level. , . . HUM LEVEL: —56 db below maximum signal. 
. . . INSTALLATION: Unit furnished with 6 ft. approved cord 
which can be connected to wall socket or amplifier. Input 
socket — standard type; matching plug furnished with unit. 
Output — terminal strip. Rubber shock mounts provided. . . . 
DIMENSIONS, WEIGHTS AND TUBES: Size of preamplifier: 71/2 
inches long, 31/2 inches deep and 4% inches high. Weight: 
2 lbs. 6 oz. Tubes: 6C4, 6x4, 6AU6 (any good, standard brand). 



RECORD COMPENSATOR model 132E 


PROVIDES THE FLEXIBILITY REQUIRED TO PROPERLY EQUALIZE FOR THE 
DIFFERENT RECORDING CHARACTERISTICS USED BY VARIOUS RECORD 
MANUFACTURERS. 

The Pickering Record Compensator permits proper equalization of the 
amplifier system to produce optimum reproduction of individual records; 
because all linear circuit elements are used it has no inherent distortion. 
This Compensator permits each individual record to offer all of its quality 
without compromise . . . permits getting the maximum use out of scratched 
and worn records. Its six positions correctly equalize for all of the estab¬ 
lished recording characteristics including microgroove and standard 
records, domestic and foreign. 

The Pickering Record Compensator is a most important addition to any 
record player equipped with an amplifier system having a high gain 
preamplifier, such as the Pickering 230H. It is easily installed, and like 
all Pickering Audio Equipment, symbolizes maximum performance. 

TECHNICAL SPECIFICATIONS 


SWITCH POSITIONS 

1—EUROPEAN RECORDS, this group covers HMV, English 
Decca, FFRR 78's, and American pressings of European 
recordings. 2—VICTOR, 33+3 and 45 rpm recordings. 
3—VICTOR 78, no high frequency roll-off, 500 cycle turn¬ 
over. 4—CAPITOL, and for most 78 rpm domestic records, 
including Columbia, Decca, MGM, etc. 5—COLUMBIA, 
and for most makes of 33+3 rpm microgroove recordings. 
6—NOISY RECORDS, this position permits playing of old 
noisy records with objectionable hiss removed. 


INPUT: High impedance magnetic cartridge . . . OUTPUT: 
To feed into high-gain amplifier which has 6 db per octave 
rise below 500 cycles per second, and which has an 
input resistance of 47,000 ohms . . . INSTALLATION: Unit 
can be mounted in any position (on panels up to % inch 
thick) by means of threaded bushing. Since no power is 
required to operate the Record Compensator only a single 
connection has to be made to a suitable preamplifier. 
Input connection — standard socket. Matching plug fur¬ 
nished with unit. Maximum distance between record com¬ 
pensator and preamplifier input 20 inches, cable sup¬ 
plied . . . DIMENSIONS AND WEIGHT: Size of Unit: V/e" 
square by 3+8" overall, less switch shaft. Weight: 6+2 oz. 


j----- 

I PICKERING PROFESSIONAL AUDIO COMPONENTS 


n 

I 


MAXIMIZB PLAYBACK PERFORMANCE...^^^ ^ ^ 
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THE ONLY ARM CAPABLE OF OPTIMUM PERFORMANCE 
ON BOTH MICROGROOVE AND STANDARD RECORDS. 

Much distortion in playing records can be caused by an 
inadequate pickup arm, regardless of how good the cart¬ 
ridge. The most common causes of distortion inherent in the 
operation of conventional arms are poor tracking and 
excessive record and stylus wear. These undesirable quali¬ 
ties are a result of improper lateral and vertical moments 
of intertia and an incorrect relationship between the two. 
Further, many arms cause tracking error which creates 
needless distortion. 

The Pickering 190 Pickup Arm is designed to overcome the dis¬ 
advantage of all conventional arms, the shortcomings of which 
have been severely accentuated by the advent of LP micro- 
groove records. Extensive investigation by Pickering engineers 
disclosed that reproducer arms which perform well on 78 RPM 
phonograph records and standard transcriptions will not neces¬ 
sarily produce good results on LP microgroove records. In fact 
no commercially available arm was found which would meet 
all of the requirements for this type of service. 

The 190 Pickup Arm embodies all the features determined as 
significant and important to enable a high quality cartridge to 
rrieet the stringent requirements for playing LP records without 
distortion and free of record and stylus wear: 1—^The ratio of 
vertical'to-lateral moment of inertia is as low as possible . . . 
2—^The vertical mass has been minimized in order to track any 
record without imposing extra vertical load on grooves. It plays 


badly warped records just as well as flat ones . . . 3—^There 
is no spurious arm resonance at any frequency . . . 4—Pivot 
friction is lower than 3 gram centimeters and the bearings are 
rugged and trouble-free . . . 5—The arm is statically balanced 
about the vertical axis to eliminate tendency to jump grooves 
when subjected to bumping or jarring . . . 6—Offset head re¬ 
duces tracking error to less than plus or minus 2 1 / 2 ° • • • 7— 
Stylus point is protected against contact with anything but the 
record grooves. It cannot strike the turntable mat or cener-pin. 
It plays all size records up to 17VI4" O.D. In addition to these 
important design considerations, the 190 Pickup Arm features: 
Sensitive tracking force adjustment . . . height adjustments for 
turntables from 1 / 2 " to 2" high . . . one-hole mounting and self- 
contained levelling screws . . . plug-in cartridge holder . . . 
magnetic arm rest . . . stylus point completely visible for 
starting and cueing records . . . \^^A“ long. 


Pickering Cartridges used with the Model 190 Arm require 50% less vertical tracking force 
than is required when using conventional arms. 



EQUALIZER model 163A 


A loss-type equalizing network for use with the Model 161M Pickup. It is designed to 
compensate for most of the commonly encountered record characteristics. Position 1— 
flat high frequency response to over 15,000 cps. Low frequency rise to give full compensa¬ 
tion from 500 to 40 cycles. Position 2—^flat high frequency response. Low frequency 
response approximately 5 db. below position 1. Position 3—for NAB or Orthacoustic 
transcriptions. Position 4—Low frequencies same as position 2. High frequencies sharply 
attenuated to reduce surface noise. Attenuation starts at 4000 cycles. Position 5—low 
frequencies same as position 1. High frequencies same as position 4. 250/600 ohms 
output,—60 lb. Size 3V^x3%x5 inches. Shipping weight 2 lbs. 


EACH PICKERING PICKUP AND CARTRIDGE IS UNCONDITIONALLY 

GUARANTEED 


With the exception of the stylus point, all models of the 
Pickering Cartridge Reproducer and Pickering reproducing 
equipment, are covered by an unconditional guarantee 
provided that the unit has not been tampered with nor 
subjected to extraordinary abuse. Replacement diamond 
and sapphire styli can be installed in cartridge repro¬ 
ducers for the following net charges: 

Pickering Reproducing Equipment is 

Sold by All Principal Distributors 


For Models 160 or 161 Diamond stylus of any 

radius .. $22.50 Net 

For Cartridge Reproducers 

.0027" Sapphire for 120 Series. 2.50 Net 

.001" Sapphire for 140 Series. 5.00 Net 

.0025" Diamond for 120 Series. 15.00 Net 

Special Radius Diamond for 120 and 140 

Series . 22.50 Net 

.001" Diamond for 140 Series. 22.50 Net 
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MICRO GROOVE 
OCdl A N D S T A N D A R D D I S C S 


o e•••® 


MODEL 213 — The new Clark- 
stan 12'' record arm offers 
the best in standard disc and 
microgroove reproduction. 

Heavy aluminum casting elim¬ 
inates audible resonance 
point. The slide-in cartridge 
holder allows instantaneous 
mounting of all types of 
standard cartridges. Silver- 
plated, spring loaded plungers maintain posi¬ 
tive electrical contact without necessity of 
soldering. Quick acting weight adjustment is 
positive and accurate for change from micro¬ 
grove to standard records. Arm 
has adjustable height, fits all 
standard turntables. Vertical roller 
bearing and thrust ball bearing 
minimize cramping — no mechani¬ 
cal bias on the pickup. Finish grey 
wrinkle and brushed chrome. 


MODEL 212-16" Trans¬ 
cription arm. This high qual¬ 
ity professional arm is built 
on same proven engineering 
principles ds the above 
Model 213. Has slide-in 
cartridge holder and quick 
adjusting weight for accur¬ 
ate needle force. Accom¬ 
modates both LP micro¬ 
groove and standard records — any size up 
to 17" diameter. Overall length of arm is 
14%". Has adjustable height for all turntable 
conditions. Vertical roller 
bearings and ball thrust 
bearings eliminate mech¬ 
anical bias on the pickup. 
Attractively finished in 
grey wrinkle and brushed 
chrome. 




MODEL 213G —Same arm slotted to accom- MODEL 212G — Same arm slotted to accom¬ 
modate G.E. cartridge RPX-050. modate G.E. cartridge RPX-050. 


WIDE RANGE RV PICK-UP 

MODEL 201 — Clarkstan RV wide range variable reluctance 
cartridge for best reproduction of LP microgroove and 
standard records. Instantaneously replaceable and inter¬ 
changeable needles. Frequency velocity responsive to above 
12,000 cps. Needle force 5-7 grams for LP microgroove, as 
low as 10 grams for conventional records. Output 60 milli¬ 
volts. High impedance — 5 - 50 - 250 and 500 ohm models 
available. Vz" mounting centers. Supplied' with sapphire 
stylus. Specify .0012" for LP microgroove or .0030" tip radius for standard records .0015"- 
.0022" - .0025" tip radii also available. (Can also be supplied with diamond stylus of any of 
above tip radii. 




SAPPHIRE & DIAMOND STYLI 


Extra styli (tubular shank) for Clarkstan Pickups; 
Sapphire No. Diamond No. Ball Point Radius 


251.10 254.10 .0012" 

251.15 254.15 .0015" 

251.2 254.2 .0022" 

251.5 254.5 .0025" 

251.3 254.3 .003" 


CLARKSTAN MAGNETIC PICKUP 

MODEL 204 "RV-Jr." variable reluctance pickup has a re¬ 
movable and replaceable stylus. It weighs only one-half 
ounce and plays all popular makes of record changers having 
standard mounting holes Vi" between centers. It is IVi" 
overall length. This magnetic pickup with balanced armature 
is velocity responsive (flat i; 2 db) from 50 cps to 10,000 cps. 

It delivers .030 volt from the average record. 

^204 "RV-Jr." Cartridge only (with 1 sapphire needle).... 

^204D "RV-Jr." Cartridge only (with 1 diamond needle). 

(Specify whether .0012" or .0030" radius needle desij'ed.) 



FOUR-POSITION EQUALIZER 

MODEL 221 — Clarkstan 4-position equalizer. A high imped¬ 
ance input and output — adjustable network, without amplifi¬ 
cation, for use with magnetic pick-ups. Has one position for 
correct NAB or orthacoustic roll-off required for finest 
reproduction of LP microgroove records. Also two positions 
for sharp high frequency cutoff for standard records. Will 
give proper response when used in normal high gain micro¬ 
phone input of amplifier. Turn-over frequency is 500 cps. 
Panel mounting on 2 V 2 " centers, %" diameter center hole. 
Furnished with Clarkstan hand machined superfine knob and 
attractive dial plate. 




MODEL 231 — Low-cost, medium power 
microscope with built-in light and 
reticle. Designed expressly for the 
phono record recorder. The illumination 
is optimum for observing the condition 
of the groove and the number of lines 
per inch and depth of cut. Has flat 
field, excellent optics — can be used 
with glasses (eyepoint is 1" above 
top). Both 20x and 40x provided in 
one microscope. Reticle for direct 
measurement by .0020". Complete with 
lacquered wooden carrying case with 
sliding cover. Focusing is accomplished 
by means of friction sliding tube. Is 
easy and positive. 


STROBOSCOPIC 
CARD #610 


FOR 33-1/3 RPM 
45 RPM AND 78 RPM 

MODEL 610 - New 
stroboscopic card for 
checking turntable speed 
of microgroove and 
standard records. In¬ 
cludes replaceable 
punch-out for new 114" 
center hole for 45 RPM records. 
Printed on quality enameled stock. 




NEEDLE FORCE GAUGE 

MODEL 301 — Clarkstan Gauge for 
phono needle force. This professional 
device has a calibrated dial to read 
in grams for use with LP microgroove 
records. Easily read to less than 1 
gram. Also has scale in ounces. 


PICK UP-TO-LINE 
TRANSFORMER 

MODEL 225 — Clarkstan pick-up-to- 
line transformer. A high quality 
transformer to 
be used wher¬ 
ever the signal 
is to be intro¬ 
duced to 30/ 

50, 200/250, 

500/600 ohm 
lines. May also 
be used as a 
line to grid 
transformer. 



Radioes —- 18th Edition 


Copyright by U. C. P.» Inc, 






















REPRODUCTION AND TEST EQUIPMENT 


AUDIO SWEEP 
FREQUENCY 
TRANSCRIPTION 



J 


AUDIO SWEEP FREQUENCY GENERATOR 

. MODEL 125 — Clarkstan Audio Sweep Frequency 

Generator. A Clarkstan development for testing the 
behavior of audio and other alternating electrical 
apparatus with respect to frequency and associated 
phenomena. The generator operates in the audio 
range from 40 cps. to 10,000 cps. The complete 
frequency range is regularly recurrent so that the 
signal may be used in conjunction with an oscillo¬ 
scope. The sweep frequency is governed by 20 syn¬ 
chronizing pulses per second. Provides an instantan¬ 
eous evaluation of the performance of amplifiers at 
various settings of tone control and pick-up correction 
networks, wire recorders, film recorders, broadcast and aircraft receivers, motion picture sound 
equipment, loud speakers, microphones, transformers, filters, pickups, pre-amplifiers and cutting 
heads. Net price Model 125 complete v/ith scanning disc $165.00. 

MODEL 130.1 — Scanning disc, 40 cps. to 10 kc. disc only. $12.20 net price. 

MODEL 130.2 — Scanning disc 40 cps. to 7500 cps. disc only. $12.20 net price. 



GRAPH SHEETS 

Four extremely useful tools for the 
audio engineer. These specially de¬ 
signed graph sheets save endless 
time: 

601 •— Reactance-Freq. Graph. The 
elements of reactance, capacitance, 
and inductance all related in one 
simple graph. Net price $1.00 pad 
of 50 sheets. 

602 -- dbm — Impedance Graph. The 
four variables: power (W), voltage 
(V), current (ma), and Impedance 
or Resistance (Q) are acquainted in 
such a manner that given any two 
of these electrical quantities the 
other two may be graphically de¬ 
termined. A decibel scale in dbm 
(decibels below or above 1 milli¬ 
watt) parallels the power ordinate. 
Net price $1.00 pad of 50 sheets. 

603 — Attenuator-Design Graph. 
In this universal pad design chart 
here presented for the first time, 
the resistance in ohms for each 
branch of the pad may be de¬ 
termined by multiplying the values 
found at the lower horizontal scale 
by the impedance of the line into 
which the pad is to be inserted. It 
covers balanced and unbalanced T 
and Pi pads. Net price $1.00 pad 
of 50 sheets. 

604 — Semi-log, 3-cycle Graph. De¬ 
signed expressly for the audio range. 
It has the unique virtue of starting 
at 20 cps. and covering three loga¬ 
rithmic cycles to 20,000 cps. On the 
vertical scale are 10 divisions per 
inch over 7 inches. Net price per 
pad 50 sheets $1.00. 


CLARKSTAN KNOBS 

Attractive one-piece knobs ac¬ 
curately machined from DURAL 
add the professional appearance 
to control panels. All knobs have 
fluted sides and have screw-type 
mounting for round or flat shafts 


to fit stand 

ard Va” shafts. 

Back of all knobs 

recessed 

dia. by 

5/64” deep to 

accommodate panel 

bushing 

nut. Supplie 

id with or without pointer. 




Net 

Model 

Knob Dia. 

Height 

Price 

275-IB 

1 " 

5/8" 

— 

275-12B 

Wa” 

21/32" 

— 

275-2B 

V/2” 

11/16" 

— 

275-3 B 

2 " 

3/4" 

— 

275-4B 

214" 

13/16" 

— 


ALPHA COUNTER 

This newly developed nuclear instrument 
is a practical tool for nuclear physicists, 
assayers, etc. An optical instrument 
which gives a clear visual statistical count of alpha 
particles from any source. Complete with quencher, 
carrying case, radioactive samples and instructions for 
use. 

Light Concentrator 

Provides bright spot illumination 
for close work. Lens clips easily 
on regular 40 to 100 watt frosted 
bulb, concentrating light in a 4" 
diameter at 12" from bulb. Steps 
up light intensity by 5 times. A 
Fresnel type lens Vs" thick by 
2 ^ 2 " dia., does the work of a much thicker ordinary 
type lens. Effective focal length 214". Net $1.00 each. 

OTHER CLARKSTAN PRODUCTS 

Industrial Microscop for inspection work in shops, 
laboratories. Rubber Hardness Gauge to measure the 
Shore (Durometer) hardness of all rubber and other 
elastomers. Accurately measures rubber hardness within 
any of the commercial manufacturing tolerances. 





(All prices subject to change without notice.) 

PACIFIC TRANSDUCER CORP., Los Angeles 64, California 

(formerly CLARKSTAN CORP.) 


The Sweep Frequency Transcription is 
a new method of making instantaneous 
frequency response runs. It has been 
designed with all correction factors 
included in the original recording, 
therefore, no charts or graphs are 
needed. Before the development of the 
Sweep Frequency Transcription, the 
tone record was used for frequency 
response measurements on playback 
systems. This method was both time 
consuming and laborious. If adjust¬ 
ments were required, a new frequency 
run was required after each adjust¬ 
ment. Now all that is needed is a 
cathode ray oscilloscope and a Sweep 
Frequency Transcription for Instan¬ 
taneous response measurements. Only 
a few quick adjustments on the 
equalizer circuits and the job is done. 
For complete frequency checking of 
all broadcast transmission equipment 
and components for production testing 
of phonographic reproducers, filter 
networks, audio amplifiers, preampli¬ 
fiers, tone control systems and 
components. 

MODEL 1000A — 12" Vinyllte transcrip¬ 
tion, 78 RPM, 70 to 10,000 cps. 
recorded flat ± 1 db. Net price $6.60. 
MODEL lOOOD— 12" Vinylite transcrip¬ 
tion, 78 RPM, 5 KC to 15 KC, recorded 
flat ±: 1 db. Net price $6.60. 

MODEL 100A — 16" Vinylite transcrip¬ 
tion, 33-1/3 RPM, 60 to 10,000 cps. 
recorded with NAB curve. Net price 
$ 10 . 00 . 

MODEL 102M— 12" Vinylite, for micro¬ 
groove testing, 33-1/3 RPM, 70 to 
10,000 cps. modified NAB recording 
Net price $6.60. 

MODEL 115 —audio sweep frequency 
film, 35mm, positive print, variable 

density, 10 ft. lengths. Net price 

$ 10 . 00 . 

MODEL 116 — audio sweep frequency 
film, 35mm, positive print, variable 

area, in 10 ft. lengths. Net price 

$ 10 . 00 . 

MODEL 117 — audio sweep frequency 
film, 16mm, positive print, variable 

density, in 10 ft. lengths. Net price 

$ 10 . 00 . 


STEADY STATE 
FREQUENCY RECORDS 



A series of new test 
records in which all 
the information for 
the engineer is an¬ 
notated for both the 
cutting and reproduc¬ 
tion. In recording 
these records har¬ 
monic distortion was 
kept to the lowest 
possible figure. Ex¬ 
treme care throughout 
the processing cycle 
was used. Careful re¬ 
production, using the 
latest techniques in¬ 
sures exact duplica¬ 
tion of the original 
recordings in each 
pressing. 


MODEL 2000S —Steady State Frequency 
Record, 12" Vinylite, 78.26 RPM 50 
cps. to 10,000 cps. flat recording (1 
side only). Net price S3.90. 

MODELS 2001S & 2002S - Microgroove 
Steady State Frequency Record, 12" 
Vinylite, 33-1/3 RPM, 50 cps. to 10,000 
cps. one side NAB, other side flat 
recording. Net price $3.90. 

MODEL 101 — Intermodulation Test Re¬ 
cord, 12" Vinylite, 33-1/3 RPM, stand¬ 
ard groove, 1/4 ratio, 7 KC and 100 
cps. (1 side only). Net price $3.90. 


Copyright by U. C. P., Inc. 
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POLYPHASE 


reproducers 


In One Single Magnetic Unit 33-1/3 — 43—78 rpm 


POLYPHASE LIST PRICES 

D-L-6 CHROMATIC HEAD, for all lateral 
records, MICRO DIAMOND and a 
standard Sapphire .$69.50 

(The price of the new Chromatic is the cost of 
the L-6 plus the regular price of a Diamond) 

L-6 Head —for all lateral records 

with two genuine SAPPHIRE jewels . $34.50 



R-2 Head —for all lateral records 

with two genuine SAPPHIRE jewels .. $24.50 

VL.9 Vertical Lateral Head — (SAPPHIRE jeweh) $69.50 

* Sapphires may be replaced with AUDAX DIAMONDS 
at any time. 


RECORD CHANGER ADAPTERS 

For Garrard Changer (Plug-in). $4.50 

For Webster Changer (Plug-in) ... $4.50 

POLYPHASE REPLACEMENT STYLI 

Sapphire — Micro or Standard . $ 3,50 

Diamond — standard — CHROMATIC . $25.00 

Diamond — microgroove — CHROMATIC . $35.00 

Diamond — Vertical ... $35.00 

Sapphire — Vertical ... $ 6.00 



• One, single magnetic unit and one low 
point-pressure for all discs. 

• Replaceable Sapphire (or diamond). 

• Response 20 to over 15,000 cps. 

• Needle-talk practically nil.* 

• Near-infinite compliance. 

• Tracking phenomenal. 

• Flexible plug-in connectors. 

• Listening Quality — Superb. 

By merely inserting the desired styli, the 
POLYPHASE makes possible any of the 
following combinations: 

1. Microgroove and 78 rpm 

2. Both Microgroove 

3. Both 78 rpm 

4. Microgroove and lateral transcriptions 

5. 78 rpm and lateral transcriptions 

6. Both for lateral transcriptions 

*See ^^ELECTRONIC PHONO FACTS^^ 
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COMPASS-PIVOTED 


tone-armsi 


unquestionably^ the simplest and most efficient arms yet devised. 



#16 arm— (#12 same style) for use with any current model AUDAX Reproducer. 


• Only 3 parts. 

• Highest tracking efficiency. 

• No restraint to stylus travel. 

• Frontal oscillations nil. 

• No springs. 


• No fatigue. 

• Maintains original point-pressure permanently 
— regardless of climatic changes. 

• Greatest possible distance between stylus and 
vertical pivots. 


turntable center 
to end of arm LIST 

#12 Arm to 12" disc.10" $23.00 

# 16 Arm to 16" disc .13-9/16" $33.00 

STUDIO Arm to 16" disc . 181 / 2 " $65.00 


HIGH FIDELITY CUTTERS 

AUDAX CUTTER H-S — Substantially AUDAX CUTTER H4 — Substantially 

FLAT to 10,000 cycles. Distortion about FLAT to 8,000 cycles. Distortion about 

1.2% at 1000 cycles. Fully modulates 1.7% at 1000 cycles. Fully modulates 

groove with input of about 18 db with 96 groove with input of about 18 db with 96 

lines. Impedances up to 500 ohms. lines. Impedances up to 500 ohms. 

List Price $185.00 List Price $125.00 

AUDAX CUTTER H-3 — Substantially FLAT to about 7500 cycles. Distortion 
about 2.1% at 1000 cycles. Fully modulates groove with input of about 18 db 
with 96 lines. Impedances up to 4000 ohms. List Price $83.00 



AUDAX Cutters are readily interchangeable on most recording machines 


Copyright by U. C. P., Inc, 
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Tracking Force 
Compliance 
Unit Capacitance 
Output Voltage 
Recommended Load 
Cartridge Weight 
Mounting Dimensions 

Needle 


9 grams 
0.7 X 10*^ cm/dyne 
400 uuf 
0.7 volts 
1-10 Megohms 
5.5 grams 

Standard Va^^ mtg 
centers 

Dual tip 


(.00 V' Bapphira or diamond for mierogroovo 
.003'' tapphirB or diamond for ttandard rocofdi) 



TITONE TURNOVER CARTRIDGES 

MSTPRICI 

{2-sapphires) $9.50 

(1-mil diamond. 3-mii sapphire) 34.00 
(2-diambnd$) 56.00 

TITONE TURNOVER REPLACEMENT NEEDLES 

LIST PRICE 

9987-S (2-sapphires) $3.50 

9987-SD (!-mil diamond, 3-mil sapphire) 28.00 
9987-0 (2-diamonds) 50.00 
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9980-S 

9980-SD 

9980-D 


A new and revolutionary cartridge designed to provide unequalled 
listening enjoyment of all records, regardless of speed or groove size. 

Essentially two cartridges in one, the Titone Turnover represents 
the ultimate refinement of the needle change principle—only the 
tiny jewel tip itself is changed—thus permitting the design of a re¬ 
producer in which no unused but moving part can “eat up” the 
energy being transmitted by the needle. 

Foremost among the many outstanding features of the new Turn¬ 
over are: 

Adaptability-Because of its small size and its standard half-inch 
mounting centers, the new Turnover will replace and modernize most 
present two-speed cartridge installations. 

Simpircity of replacement-Since only the needle rotates; the entire 
needle assembly may be readily removed or replaced. 

Proper groove fit ~ Each jewel tip is accurately polished to insure 
an exact fit in the appropriate groove, thereby providing perfect 
coupling to the record. 

Superior tracking ability-The high lateral compliance not only 
helps reduce record wear, but permits the stylus to track even the 
lowest frequencies at all speeds, and at a single low needle force. 

High sensitivity —The new, improved ceramic element of the Turn¬ 
over provides the unusually high output of 0.7 volts on the RCA 12-5- 
31V microgroove test record, eliminating the need for any pre- 
amplification^ 

Outstanding response —The wide frequency range of the new Turn¬ 
over is unprecedented in piezoelectric pickups. 

The curves below show how the Turnover response follows almost 
exactly the curve specified by Columbia as “ideal’ for the proper 
reproduction of their high-fidelity LP records. This outstanding re¬ 
sponse is pointed up in striking fashion by the dotted curve, showing 
the response of a typical competitive turnover type cartridge. 
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C E R A MIC— the wonder element 
that reproduces electrically the exact tones 
recorded on the disc, yet is impervious to 
moisture and unaffected by temperature. 





SPECIFICATIONS 


^Ihe most versatile single cartridge ever developed, providing the 
means for playing all speed records without need for changing 
needle or adjusting tracking force. 

With the introduction of the Playal ceramic cartridge and the new 
“truncated-cone” needle, Sonotone has produced the first truly uni¬ 
versal cartridge, able to track all groove sizes without the distortion 
common to the usual “compromise” 2-mil radius needle. 

This new cartridge, like the Turnover, is unequalled in perform¬ 
ance, embodying the same advanced design features that have made 
the name Sonotone famous. 

Principal among these features are: 

Adaptability— Because of its standard half-inch mounting centers 
and small size, the Playal may be readily used to modernize most 
existing phono pickup installations. 

Excellent Frequency Response— The curve below shows the smooth, 
wide range response of the Playal cartridge to both standard and 
fine groove records. The upper curve shows the response to Columbia 
78 rpm test record, while the lower shows that to the RCA 45 rpm 
record. 

low Distortion— The extremely high lateral compliance combined 
with the unique “truncated-cone” needle enables the Playal to track 
any groove with negligible distortion, even at the very low 
frequencies. 

High Sensitivity - New advances in the development of the ceramic 
element have produced a cartridge with an output of over 1 volt on 
standard records. 

Easy Replacement -The Playal needle may be replaced without 
even removing the cartridge from the pickup arm. If preferred, a 
conventional 1-mil or 3-mil sapphire-tip needle may be used instead 
of the “truncated cone.” 


Tracking Force 9 gms 


Compliance 
Unit Capacitance 
Output Voltage 
Recommended Load 
Cartridge Weight 
Mounting Dimensions 

Needle 

7590-2 

7590-1 

7590-3 


0.5 X 10*^ cm/dyne 
400 uuf 
0.75 volts 
1-10 Megohms 
4.5 gms 

Stondard W' mtg 
centers 

t-mil osmium truneofed cone 
-mil sapphire spherical tip 
t-mil sapphire spherical tip 




TITONE PUYAL CARTRIDGES 

UST PRICE 

7590-1 (1-mii sapphire) $7.50 

7590-2 (2-mil truncated cone, osmium) 7.50 
7590-3 (3-mil sapphire) 7.50 

TITONE PUYAL REPLACEMENT NEEDLES 

UST PRICE 

7552-2 (2-mil osmium) $1.50 

7529-1 (1-mil sapphire) 2.00 

7529-3 (3’mil sapphire) 2.00 


SONOTONE CORPORATION, ELMSFORD, N. Y. 
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RECORD CHANGERS 

World's Fastest Selling Record Changer Line 


Easy, automatic operation, exclusive features, attractive Luxury Styling and lower prices make V-M 
tri-o-matic record changers the best sellers everywhere. First to market the 3-speed changer, V-M 
continues to lead the industry. For good, steady profits today — and tomorrow — tie-up with V-M! 


V-M tri-o-matic Features Help Close Sales 



V-M Model 951 tri-o-matic Replacement 
Changer lias all tri-o-matIc features, is 
designed for fast, easy installation where- 
ever a modern, automatic 3-speed changer 
is desired, fits all cabinets. One-knob 
control easily accessible in any installa¬ 
tion. The 951 is installed as original equip¬ 
ment in most leading brands of consoles. 
Beautiful deep maroon finish, gold 2- 
needle tone arm and hold-down arm. 
Complete with phono cord and AC cord. 
Minimum mounting space, 13-3/16" x 
llVa" X 71A", Shipping weight ]\V4 lbs. 



V-M Model 956 tri-o-matic Changer At¬ 
tachment. Same as Model 951 mounted 
on metal base as a wired changer. Plays 
through any standard radio or TV equipped 
with phono input. Has 6 ft. AC cord 
and 4 ft. sound cord. Rubber feet protect 
furniture. Has all tri-o-matic features. Is 
13-3/16" wide, 11%" deep, 71^" high 
over-all. Shipping weight 14^^ lbs. 


• Automatic Set-Down for 7'^ 10" 
and 12" records. No controls neces¬ 
sary. 

• Automatic Manual Operation, 

no extra control nece.ssary for 
manual operation. 

• Tri-o-matic Spindle affords posi¬ 
tive record protection; records 
lowered—not dropped—on spindle 
shelf. 

• Completely Automatic Operation 

on records of all three sizes and 
speeds. 

• Automatic Shutoff with all records. 
Tone arm returns to rest and motor 
shuts off. 

• Dual Needle Tone Arm with re¬ 
versible cartridge. 

• Completely Jamproof. All moving 
parts, including tone arm, may be 
held at any time without damaging 
mechanism. 

• Simple, Centralized One-Knob 
Control is easily accessible in any 
installation fpr turntable speed and 
On-Off-Reject. 

• Underwriters Approved through¬ 
out, mechanically and electrically. 

• Record Capacity, twelve 10" or 
ten 12", 33% or 78 rpm; fourteen 
7", 45 rpm records. Positive Intermix 
of any ten 12" or 10" records of 
same speed. 



V-M Model 951GE tri-o-matic Replace¬ 
ment Changer especially designed for 
your high fidelity trade. The 951GE is the 
ideal replacement for more expensive 
older radio-phono combinations, has all 
features of the 951 plus silent, constant- 
speed 4-pole motor, GE "turn-about" vari¬ 
able reluctance cartridge (1. mil needle for 
33-1/3 rpm, 45 rpm, and separate 3 mil 
needle for 78 rpm) and muting switch. 
Complete with phono cord and AC cord. 
Minimum mounting space, 13-3/16" x 
11%" X 7^^". Shipping weight 12'^A lbs. 



V-M Model 956GE tri-o-matic Changer At¬ 
tachment. Same as Model 951 GE mounted 
on metal "plug-in" base. Has all tri-o- 
matic features. Attractive maroon finish, 
gold 2-needte tone arm and hold-down 
arm. Is 13-3/16" wid >, 11%" deep, 7V4" 
high over-all. Shipping weight 1514 lbs. 



V-M CORPOR 



MiCMGAN 


WORLD'S UROi ST MANU FAgPRER OF PHOHOGRAPm.^ R|€08D QiAHOERS EXODSIVEiy ^ 
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RECORD CHANGERS 


V-M Model 920 tri-o-matic Changer Attachment 



Beautiful cJeluxe automatic, 3-speed record changer at a low price. 
Has handsome mahogany grained plastic base; all tri-o-matic features 
PLUS exclusive Siesta Switch that shuts off everything (including 
amplifier and lamp plug-in in base!) after last record plays. Model 
920 plays through any standard TV or radio equipped with phono 
input. Has 6 ft. AC cord and 4 ft. phono cord. Size 12'^ x 9%" x 7”. 
Shipping weight, 9!4 lbs. 


V-M PORTABLE P-A PACKAGE 



The V-M Model 960 tri-o-matic record changer 
is the Model 950 in a compact case. Has all 
tri-o-matic features. Measures 13V2" x 15V2" 
X 8V2"; weighs 8 lbs. 


This 8 Watt system is designed and 
engineered to highest quality stand¬ 
ards to please the most sensitive 
ear! It's low in price to open up 
big new markets — stores, schools, 
small factories, offices — wherever 
tops in sound reproduction is a 
must. Speaker and record changer 
in handsome matching mahogany 
leatherette cases. 



V-M Model 160 Amplifier is an outstanding 
unit. Exclusive, practical features include: 
"Pull-out" amplifier assembly (amplifier re¬ 
mains near changer or microphone, speaker 
has 25 ft. cord and plug for remote use). 
Only one power outlet needed. Plug provided 
for extra speakers. Microphone input. 10" 
P.M. speaker. Storage space for power cords. 
Frequency response, 60 to 12,000 cycles. Tone- 
compensated volume control. Measures 13V2" 
X 14V2" X 9''A"; weighs 2IV2 lbs. 


V-M ACCESSORIES 



V-M PRE-CUT MOUNTING BOARD 


For quick, easy mounting of any 
951 series V-M changer. Made 
of 3-ply veneer, 5/16"xl5%"x 
1534", unfinished to permit 
matching any finish. Easily cut 
to fit in any console. 


V-M 45 SPINDLE 


Permits automatic playing of 14 
large-center hole records, elim¬ 
inates cost and bother of in¬ 
dividual adapters in each record. 
Slides easily over standard tri- 
o-matic spindle. individually , 
boxed, packaged six to an at¬ 
tractive counter display carton. 
Weight, 3 lbs. 2 oz. per carton 
of six. 



; V-M CdRPOSImU mncNisAH 




mmim^ 
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THOR|ll5 


THOR|l^ 


CB-33 MANUAL RECORD PLAYER 

^ FEATURES: 

• Motor E-53 

• 12 inch turntable 

• High-fidelity designed tonearm for minimum tracking error 

• Two plug-in heads easily adaptable for all popular American 
cartridges 

• Automatic shut-off 

• Tonearm tracking weight adjusting screw 

• Built in condenser 

• Specially designed rubber shielded shock mountings 

NET PRICE $52.50 


E-53 PA MOUNTING UNIT 

FEATURES: 


• Motor E-53 

• 12 inch cast aluminum turn¬ 
table with rubber mat 

• On-Off switch 

• Built in condenser 


• Detailed mounting instructions 
and template to assure proper 
installation of your favorite 
tonearm and cartridge 

• Shock springs for mounting 
board 

NET PRICE $60.00 


THORENS COMPANY 

NEW HYDE PARK, N. Y. 


ACCESSORIES AVAILABLE 

45-s—45 RPM spindle CD-43 MB-CB—Mounting Board Record 

WB-CD—Wood base CD-43 Players 

MB-CD-—Mounting board CD-43 

WB-CB—Wood base for record MB-PA—Mounting Board Mount- 

players ing Unit 
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CD-43 RECORD CHANGER 


FEAT 

• Motor E-53 

• 12 inch turntable 

• High-fidelity designed tonearm 
for, minimum tracking error 

• Two plug-in heads easily adapt¬ 
able for all popular American 
cartridges 

• Push button control for record 
size 

• Reject control 


RE S : 

• Automatic shut-off switch with 
tonearm returning to rest 
position 

• Muting switch 

• Tonearm tracking weight ad¬ 
justment screw 

• Built in condenser 

• Specially designed rubber 
shielded shock mountings 

NET PRICE $67.50 


MOTOR E-53 


FEATURES? 

• Motor E-53 

• 12 inch cast-iron turntable 

• High-fidelity designed tonearm for minimum tracking error 

• Two plug-in heads easily adaptable for all popular American 
cartridges 

• Styled to add beauty to any custom installation 

• Automatically intermixes 10 inch and 12 inch records* special 
selector for 7 inch size with all metal spindle for large hole records 
sold separately 

• Last record shut-ofE, reject, repeat, and pause controls 

• Muting switch 

• Tonearm tracking weight adjustment screw 

• Built in condenser 

• Specially designed rubber shielded shock mountings 

NET PRICE $93.75 


CBA-83 AUTOMATIC RECORD PLAYER 


Each THORENS unit is equip¬ 
ped with the direct drive, gov¬ 
ernor controlled variable speed 
motor E-53, world famous for 
its silent, rumble and wow-free 
operation. 













Networks and independent stations everywhere recommend and approve 
Gray professional equipment for broadcast station use. Such broad accept¬ 
ance is not unwarranted. The products here mentioned are designed and 
engineered by audio and video specialists . . . incorporate highest quality and 
serviceability . . . are rightfully leaders in the industry. 

...for the finest equipment for AM-FM-TV station use 


TELOP I (TELevision 
Optical Projector) 

Make PROFITS GROW for TV Stations. 
The Gray Telop projects low-cost, easily 
produced TV ’commercials’. Without key¬ 
stoning, any two photos, titles, slides, etc., 
or small objects may be broadcast with 
superimposition, lap dissolve or fade-out. 
Four optical openings. Strip material may 
be used hori 2 ontally or vertically with 
Drives shown below. 


3A TELOJECTOR 

Compact, portable unit for automatic, re¬ 
mote control projection of standard 2x2 
slides in uninterrupted sequence . . . with 
Studio effects of fading, lapping and 
superimposition. Projection alternates be¬ 
tween two lens systems, with slide turrets 
changeable in seconds. 




TELOP 11 

With the versatile Gray TELOP II you 
\ can produce an amazing variety of pro- 
fessional-quality commercials at low cost. 
TELOP II presents selling messages with 
opaque cards, photographs and transpar¬ 
encies. You can get the effect of super¬ 
imposition, lap dissolve and fade-out. 
Only limitation is your imagination. One 
operator does it all! 

55A FILM CAMERA 
TURRET 

Enables a single camera to serve up to 8 
projectors. Centered on a rugged 'square* 
pedestal, requires a minimum of space. 
Heavy duty ball bearings. Rotates 360°, 


60A FOUR-WAY 
FILM MULTIPLEXER 


4^4^ T1A VERTICAL 
SCROLL DRIVE 


Attaches to any optical openings of the 
Telop. Accommodates roll stock vertically 
to televise commentary or the commercial 
in the same way movie introductions are 
projected. 


12A HORIZONTAL 
TAPE DRIVE 

Attaches to optical openings of the Telop. 
News ticker tape fed from 8-mm reels is 
projected on any part of the screen, top 
to bottom, horizontally. May be used With 
test pattern or other commercial. 


15R REVERSE CLOCK 

For use where reversal is required. De¬ 
signed to permit superimposing of the, 
commercial or other copy.. 



A precision arrangement of mirrors for 
operation of pairs of projectors simul¬ 
taneously into a single TV camera or in¬ 
dividually into two separate cameras. 
Enables a greater number of projectors to 
be used with fewer highly expensive TV 
cameras, , 

13A LIGHT BOX 

Provides back lighting of transparencies 
for Telop use. 

EQUALIZERS 

MODEL 602B EQUALIZER has been 
specially engineered to-provide constant' 
velocity frequency response for both con¬ 
ventional and LP records. Four steps — 
flat, transcriptions, good records, poor 
records. Gray Equalizers used as standard 
professional equipment by broadcast 
stations. 

MODEL 603 — Has 5 control positions. 
For both GE and Pickering cartridges. 


108B VISCOUS DAMPED 
TONE ARM 

For all records — 33V^, 45 and 78 r.p.m. 
Radically new suspension development 
on the viscous damping principle for 
perfect tracking of records and elimination of 
tone arm resonances. Instant cartridge change 
with automatic correct stylus pressure. Solves all 
transcription problems. IDEAL FOR LP REC¬ 
ORDS. For Pickering and GE cartridges. 



106SP TRANSCRIPTION 
ARM 

Designed to meet strictest require¬ 
ments of modern highly compliant 
pickup cartridges. Three cart¬ 
ridge slides furnished enable GE 
1-mil, 2V^-mil or 3-mil cartridges or Pickering 
cartridge to be slipped into position in a jiffy. 
No tools or solder! Superb reproduction of 
33^, 45 or 78 r.p.m. records. Low vertical in¬ 
ertia, precisely adjustable stylus pressure. 


Please write Dept. RG for bulletins describing the above equipment. 


GRAY RESEARCH 


and Development Co., Inc., Hilliard St., Manchester, Conis» 



Division of the GRAY MANUFACTURING COMPANY—Originators of the Gray Telephone Pay Station and the Gray Audograph 
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ELECTRIC PHONO MOTORS 


RECORDING MOTORS 


TAPE-DISC RECORDING ASSEMBLIES 


HOME-RECORDING AND PHONOGRAPH ASSEMBLIES 


TAPE-DISC RECORDING ASSEMBLY 


MODEL 250 

115 volts a. c«/ 60 cycles List Price, $79.50 

When connected with the proper amplifier, the Model 250 
performs the following functions: 


• RECORDS TAPE FROM 

RECORDS 

• RECORDS DISCS FROM 

TAPE 

• RECORDS MICROPHONE 

ON TAPE 

• RECORDS RADIO ON DISC 

TAPE RECORDING FEATURES: 

One hour recording time. 

Dual track. 

Fast forward and reverse. 

Permanent magnet erase head. 
Turntable acts as flywheel, 
giving constant tape speed. 
Designed for use with 5" reels. 

Tape speed VU" per second. 
Designed for use with either 
plastic or paper base tape. 

Automatically shuts off 


• RECORDS MICROPHONE 

ON DISCS 

• RECORDS RADIO ON TAPE 

• PLAYS BACK BOTH TAPE 

AND DISCS 

• PLAYS ANY 78 R.P.M. 

RECORDS 


No tape threading — Merely place 
tape around turntable — Automat¬ 
ically drops into correct position. 
Due to ingenious clutch and drive 
mechanism, impossible to throw 
tape. 

Mechanical interlock eliminates 
any possibility of accidentally eras¬ 
ing tape. 

Equipped with a switch for record¬ 
ing head electrical interlock, 
at end of tape playback. 


DISC RECORDER AND PLAYBACK FEATURES; 

Cuts records up to JO" in diameter at 78 R.P.M. 



Plays 78 R.P.M. recorded discs and all 78 R.P.M^ commercial records. 
When pivot of arm is lifted it snaps into recording position, engages 
lead screw, and insures proper angle for cutting stylus. 

Merely push arm down for playback. 

Simple to interchange cutting stylus and playback needle. 

Dimensions: Width Length 17 Depth below mounting 

plate 4". Equipped with G.I. smooth power, dynamically bal¬ 
anced four-pole motor. Net weight 10^ lbs. Shipping weight 14 
lbs. 


THE GEHERAL INDUSTRIES COMPANY, ELYRIA, OHIO 
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G GENERAL INDUSTRIES G 

PHONOGRAPH MOTORS, 

TAPE-DISC RECORDER AND DISC RECORDERS 


Suitable for every phonograph instrument where low cost, dependable 
performance, compactness, light weight and quietness of operation are important 
considerations. GI phonomotors are even in speed and have ample power to play 10" and 12" records. 

Fan cooling permits use in partially closed cabinets. Designed to comply with Underwriters’ Laboratories’ requirements. 


CONSTANT SPEED ELECTRIC PHONOMOTORS 


MODEL LX — 78 R. P. M.List Price, $7.75 

MODEL LX3 — 33>1/3 R. P. M.List Price, 8.70 

MODEL LX45 — 45 R. P. M. . List Price, 8.70 

115 volts a. c., 60 cycles 

Rim drive, 2-pole motor. Rubber insulated from both mounting plate and turntable for 
quiet operation. Turntable shaft revolves with turntable, and is grooved for turntable 
clip. Furnished with 9'' turntable and complete with mounting plate ready for 
installation. 

Dimensions: Length—Width—2"; Depth—2" below mounting plate. 

Packed in individual cartons. Shipping weight—4 lbs. 




MODEL LC — 78 R. P. M.List Price, $6.65 

115 volts a.c., 60 cycles 

A low-priced 78 R.P.M. 2-pole, rim drive motor suitable for installation where size 
and cost are prime factors. Furnished with 8" turntable and mounting plate ready for 
installation. 


Model LC 


Dimensions: Length—3%"; 
Packed in individual cartons. 


width—2"; depth— 
Shipping weight—4 lbs. 


below mounting plate. 


Moc/el RM4 Model RM4-3 
Model RM4-45 



MODEL RM4 — 78 R. P. M.List Price, $19.50 

MODEL RM4-3 — 33-1/3 R. P. M.List Price, 20.25 

MODEL RM4-45 — 45 R. P. M.List Price, 20.25 


115 volts a. €., 60 cycles 

Heavy duty, rim drive, 4-pole motor. Rubber insulated from both mounting plate and 
turntable for exceptionally quiet operation. Turntable shaft revolves with turntable 
and is grooved for holding clip. Retractable pin in turntable permits playing standard 
records without adjustment. Efficient performance is assured by positive alignment of 
driving pulleys, idler and turntable in one plane. Furnished with 10" weighted turn¬ 
table and complete with mounting plate ready for installation. 

Dimensions: Length—3%"; Width— 3%"; Depth—2l|" below mounting plate. 
Packed in individual cartons. Shipping weight^—9 lbs. 



-S P E E D 


PHONOGRAPH 


MOTORS 


MODEL DS — 45, 33-1 /3 R. P. M. 115 volt* a. c., 60 cycle* 

A novel 45-33!/3 R.P.M. rim drive, 2-pole motor. Very compact. Employs a Neoprene 
belt for the 33 J /3 R.P.M. speed. 45 R.P.M. speed is obtained direct from rotor shaft. Speed 
is changed by a simple external lever movement. Specially designed and manufactured to 
hold wow and rumble to a minimum for excellent reproduction of the new records. Turn¬ 
table shaft revolves with turntable, and is grooved for turntable clip. Available with 8" 
or 9" turntable, using same mounting plate. List Price, $10.75 

Dimensions: Length— 8%'"; Width— 2%"; Depth—2;^" below mounting plate. .Furnished 
complete with turntable and mounting plate ready for installation. Shipping weight—4 lbs. 



MODEL DM — 33 - 1 / 3 , 78 R. P. M. • MODEL DE — 45 , 78 r.p.m. 

1 15 volts a. c., 60 cycles 

Novel and ingenious rim drive, 2-pole motors. Very compact. Employs a Neoprene belt 
for slow speeds. 78 R.P.M. speed is obtained direct from rotor shaft. Speed is changed 
by a simple external lever movement. Specially designed and manufactured to hold wow 
and rumble to a minimum for excellent reproduction of new records. Turntable shaft 
revolves with turntable, and is grooved for turntable clip. Available with 9" turntable. 

List Price, $10.75 

Dimensions: Length—3%"; Width— 2%"; Depth—2%" below mounting plate. Furnished 
complete with 9" turntable and mounting plate ready for installation. Shipping weight—4 lbs. 

[DUAL SPEED PHONOGRAPH MOTORS . . . CONTINUED ON PAGE E-35] 
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Q GENERAL INDUSTRIES Q 

PHONOGRAPH MOTORS, 

TAPE-DISC RECORDER AND DISC RECORDERS 


THREE- SPEED PHONOGRAPH MOTORS 


DELUXE THREE-SPEED RIM DRIVE FOUR POLE MOTOR 

MODEL DSS ... 78, 45, 331/3 R. P. M. 115 volts a.c., 60 cycles 

Simple speed change is accomplished by shifting the idler wheel vertically to the 
appropriate diameter on the motor ?haft for desired turntable speed. When shifting 
speed selector to off position, a switch turns the motor off and the idler wheel is 
disengaged from the motor shaft. The driving motor is of the four-pole, shaded-pole 
type resulting in absolute minimum of stray field radiation—ideally suited for use 
with all types of pickups including magnetic. Motor uses oilless bearings and motor 
is dynamically balanced to a fine degree. 

Precision construction throughout—low friction oilless turntable bearing—radially 
operated shift lever—10 inch turntable. 

List Price, $24.50 

Dimensions; Leng-th 6 %"-^Width, 61 V"—Depth 214" below mounting plate. Furnished 
complete with 10 inch turntable, speed indicator dial, 45 RPM record adapter, off-on 
switch, and mounting plate ready for installation. Packed in individual cartons^ Ship¬ 
ping Weight ()l^ lbs. 


THREE SPEED TWO POLE PHONOGRAPH MOTORS 

MODEL SS —78, 45, 33'/, R. P. M. 115 vplts a.c., 60 cycles 

Very compact, three-speed, phonograph motor using The vertical idler shifting prin¬ 
ciple. Idler wheel drives the turntable directly from the ;appTUpnate step on the motor 
shaft. Idler wheel is disengaged from motor shaft during non-operating periods. 

Precision construction throughout. Uses a ribbed' main imounting plate to assure 
stability and proper relationship of all components. Rumble and wow are held to a 
minimum. Motor uses oilless bearing and dynamically balanced rotor. Turntable shaft 
revolves with turntable and is grooved for turntable clip. Available with 8 inch turn¬ 
table. A 45 RPM record adapter and a speed indicator dial are furnished with each 
motor. 

List Price, $11.50 

Dimensions: Length 5"—Width 4f|"—Depth 241 " below mounting plate. Furnished Mocloi SS 

complete with turntable and mounting plate ready for installation. Packed in individual 
cartons. Shipping Weight 4 lbs 





MODEL TR — 45 , 78, 331/3 R. P. M. 115 volts a.c., 60 cycles 

Deluxe three-speed rim drive, 2-pole motor. Turntable speeds of 33!/3, 45 and 78 
R.P.M. are secured through three separate pulleys running on oil-impregnated bearings 
and mounted on a turret plate. By means of a simple lever, the desired pulley is brought 
into contact with the idler wheel. The two pulleys not in contact with the idler wheel 
remain stationary. Symmetrical electrical and mechanical design results in minimum 
stray field and maximum performance. Ingenious locking device holds turret plstte 
firmly in driving position at any of the three speeds. Available with 8" or 9" turntable. 
A 45 R.P.M. record adapter and speed indicator dial are furnished with each motor. 


Model TR 


List Price, $12.10 

Dimensions: Length—Width—2 44"; Depth—2 tV' below mounting plate. Furnished 
complete with turntable and mounting plate ready for installation. Shipping weight—4 lbs. 
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O GENERAL INDUSTRIES G 

PHONOGRAPH MOTORS/ 

TAPE DISC RECORDER AND DISC RECORDERS 


DUAL-SPEED PHONOGRAPH MOTORS . . . (continued) 


MODEL DR — 78, 33-1/3 R. P. M. • MODEL DZ — 78, 45 R. P. M. 
MODEL DV — 45, 33-1/3 R. P. M. 115 volts a. c., 60 cycles 

Deluxe rim drive, 4-pole motors with a simple and positive mechanism for shifting from 
one speed to the other. Speed change is accomplished by means of an external push-pull 
lever. An ingenious mechanism raises and lowers the eritire idler assembly, disengages the 
idler wheel from the two-diameter motor shaft and moves the idler wheel from one diameter 
to the other. At the slow speed the idler wheel engages the small diameter of the motor 
shaft; at the fast speed it engages the large diameter. List Price, $21.75 

Dimensions: Length—(>"; Width—5%"; Depth—2%" below mounting plate. Furnished com¬ 
plete with 10" turntable and mounting plate ready for installation. Shipping weight—6 lbs. 



TAPE, WIRE AND DISC "recording MOTORS 



MODEL D-10 

Heavy duty 4-poIe, shaded pble induction motors. %o H.P. Free speed: 1740 R.P.M. 
Maximum running torque: 12 ounce-inches. 

Features include: A locating and locking arrangement for both top and bottom covers which 
assures high accuracy in alignment of rotor within the stator bore; new air intake; dual 
cooling fans and self-aligning, oil-impregnated sleeve bearings. 

These high torque motors are used in practically all tape, wire and disc recorders now being 
manufactured. List Price, $16.00 

Dimensions: Length—3%''; Width—3%^'; Depth 3" below mounting plate; Shaft diameter— 

115 volts a. c., 60 cycles 


. HOME RECORDING AND PHONOGRAPH ASSEMBLIES 



Model GI-R90L is the standard model which has been in the 
GI line for several years. It cuts 120 lines per inch, and plays 
back records with the standard needle pressure. 

The Model GI-R85L incorporates a dual purpose pickup car¬ 
tridge and an excellent and simple adjustment for playing the 
LP records and standard records. It cuts 160 lines per inch. 
In a separate envelope is furnished a conversion spring for 
changing the 3314 R.P.M. speed to 45 R.P.M. with mounting 


MODEL GI-R85L —LP, 78 and 33-1/3 R. P. M. 
with conversion spring for changing the 33-1/3 
R. P. M. speed to 45 R. P. M. 

MODEL GI-R90L —78 & 33-1/3 R. P. M. — 

Standard 


115 volts a. c. 
60 cycles 


instructions printed thereon. 


MODEL GI-R85L - LP . . . . List Price, $56.50 


Both models cut records up to 10" diameter . . . play records 
up to 12" diameter. To shift motor from one speed to the 
other, merely turn the speed change dial. Beautiful walnut 
wood grain on steel base plate. Streamline plastic trim on 
pickup and cutter arm attractively engraved with legends 
’’Reproducer” and ’’Recorder”. Turntable recessed into well 
in base plate. Merely lower cutting arm over record disc to 
start recording. Convenient, depth-of-cut adjustment. Dynam¬ 
ically-balanced, rim drive, 4-pole motor. Compensating switch 
operated by speed change dial. 


MODEL GI.R90L — STANDARD . List Price, 52.00 

Assembly includes dual speed motor; 10" weighted turntable; 
crystal cutter; crystal pickup; compensation switch; pickup and 
cutter arm rests; drawn steel base plate with formed down edges. 

Above prices include crystal cutter. 

For (M41-10) magnetic cutter add $2.00 each. 
Dimensions: Base plate—15" wide; 11 front to back; height 
above lower edge of base plate—2 %"; depth below lower edge 
of base plate—3%". Packed in individual cartons. Shipping 
weight—17 lbs. 
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New 3-Speed Phonomotors for Record Playe 


Drive 33^^/45, and 78 r.p.m. Records 


New Alliance Phonomotor Model JPT8 

features fewer moving parts — less “wow.” 
There are no rubber bands or belts to slip, snap, 
distort or stretch ... no external fan — neutral 
position to eliminate tire indentation. Motor has 
minimum height — dynamic balanced rotor — 
driving mechanism assures unimpaired perform¬ 
ance dt all speeds — minimum rumble, hum, 
and unequalled speed regulation! Removable, 
reversible center disc for 45 r.p.m. records. An 
fmporfonf addition is the neufro/ position on the 
speed change lever, takes pressure off rubber 
tire. Available in 8" or 9" O.D. turntables. 



Alliance 3-speed Phonomotor Model JPT8 (with standard 
8" or 9" O.D. turntables). 

NOMINAL RATING —33 Vs or 45 r.p.m. for 5 gram styles 
force and 78 r.p.m. for 10 gram stylus force with 117 volt$, 
60 cycles, 0.3 amps., and 14 Vs watts input. 



Powr-Pakt 
Model MS 
Motor 


The Alliance Powr-Pakt 
Model MS motor is suit¬ 
able for driving toys or 
other light loads. It is 
an adaptation of the 
quiet, smooth running 
motor which is used to 
power the Models 
MP8, MP9, and 
MOTOR MODEL MS MPIO Phonomotors. It 
measures 3y8" x 2" x 
1 %" not including the 7/16" long shaft exten¬ 
sion which has an 11/64" diameter. Rotation 
is clockwise facing the shaft extension. Its self 
aligning bearings are of the porous bronze oilless 
type. 


NOMINAL RATING~2800 r.p.m. at full load with 117 volts, 
60 cycles, 0.3 amps., and 16 watts input. More detoi|ed 
specifications are available upon request. 


SINGLE SPEED 

78 R.P.M. Phonomotor 



This model MP8 Phonomotor is practically re¬ 
garded as a standard power source! Operates 
on 110 or 220 volts, is made for 50 or 60 cycles, 
16 watts input. Has no gears—runs at an even 
speed—has smooth, quiet, positive friction-rim 
drive. Ample proportioned bearings with large 
oil reserves assure long life. Motor and idler 
plate are shock mounted to minimize vibration 
transfer to turntable and motor board. Forced 
ventilation gives cool operation—the slip-type fan 
avoids any possible injury. Mounting plate main¬ 
tains correct turntable height, regardless of mount¬ 
ing board thickness. 
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An instrument ^ to accurately 
measure the weight exerted by 
a stylus upon a record. 

Can be used 
with any tone 
arm . . . any 
pickup. 



An important new Garrard 
product developed to meet the 

demand for a simple, accurate, inexpensive instrument to 
measure the stylus pressure of pickups. To prevent excessive record wear, the stylus 
pressure should not exced cartridge manufacturer’s specifications. In order to protect 
records, it is necessary to check the stylus pressure periodically, the pickup arm counter¬ 
balance being adjusted if necessary. The Garrard Stylus Pressure Gauge is scientifically 
calibrated, with large, easy-to-read markings at one gram intervals. 


FINE GARRARD 
CONSTRUCTION: 

All moving parts are lightweight 
alloy, and completely sealed, so 
that no damage can be done to 
the delicate spring mechanism. 
Performance characteristics will 
not alter due to weather condi¬ 
tions or continued use. The hand¬ 
somely designed Red and Ivory 
plastic case insures strength and 
durability. 



EASY TO USE: 

With the pickup arm 

in playing position, place the gauge on turntable _ 

with pickup stylus point resting on the balance arm pan, as shown in illustration above. Slowly 
depress the indicating lever until the balance point is shown by the pointer appearing in the 
center of the small window. The indicating lever will then be in line with the stylus pressure 
on the gram scale. 


GARRARD CARRYING CASE 



This De Luxe unit is fabricated of seasoned wood and 
covered with fine simulated leather. Piping runs com¬ 
pletely around the case. The hardware used is the very 
finest durable brass and it has two fastening snaps. Easily 
carried, this unit is ideal for portable installations, for 
use in the home where one does not need the record play¬ 
ing equipment out unless it is in actual use. With solid 
mounting board or cutout for RC80 Changer. 


GARRARD SALES CORPORATION 


GARRARD MDUNTING BDARD 



Strong, durable Gum wood, sanded and cut out for 
the RC80. Unfinished surface, for easy staining. 


GARRARD WOOD BASE 



Wood base of finest veneer, cut to fit Garrard Changers. 
Smoothly joined, attractively finished in dark mahogany. 


• NEW YORK 13, N. Y. 
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Zke World*s Tmest 3 Speed 

RECORD 


FULLY AUTOMATIC 
WITH 

AUTOMATIC STOP! 


RC-80 AC Model Dual voltage motor RCr80-pC~ Same as RC- 
'ioo/Tao and 200/250 voltSt so oycles. (50 80 ; oiit for Direct Current 
cycle bustling available) Less cartridge, only. 


Introducing several ingenious innovations in 3 speed record 
changers, the RC80, nevertheless, retains the watch-like 
custom construction which has made Garrard acclaimed 
by music lovers the world over. 

The Garrard “Triumph” plays all types of records now 
in use, 33^-45-78 rpm, regardless of diameter (7"-10"- 
12") or size of spindle hole. Once records are placed on 
the player and simply settings made, action is completely 
automatic, with unfailing switch-of¥ at the end of the last 
record. Tone arm is automatically returned to rest 
position. 

The RC80 changer is surprisingly simple in operation. 
It has one turntable, one tone arm, one set of switches. 
But over-simplification has been avoided in the interests 
of quality and standards of performance. Certain 
features found for many years in Garrard instru¬ 
ments have been retained because good basic 
engineering demands them. I 


GARRARD SALES CORP. 



tor example, record changing is accomplished by the 
same tried-and-true pusher-type platform mechanism 
proven best in previous Garrard models. 

45 rpm records are played exactly as intended by the 
manufacturer. A special spindle is provided with each 
changer to accommodate these records. No “spiders” or 
artificial inserts are necessary. 

The Garrard RC80 is equipped with interchangeable 
plug-in heads of universal design. It will therefore accom¬ 
modate virtually any crystal or magnetic cartridge, includ¬ 
ing the Audak, Pickering and GE twist models. 

The “Triumph” is heavily built for long, rugged service. 

It cannot sag or warp. Repairs and adjustments 
can be made inexpensively on parts which, in 
most other machines, would require expensive 
replacement in their entirety. 


NEW YORK 13, N. Y 
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HEAVY DRIVE 
SHAFT: 

A unique feature! 
Exclusive with 
Garrard! 

Drive shaft for 
33Vs rpm and 45 
rpm is heavy, thus 
obtaining more con¬ 
sistent quality at 
critical low speeds. 
Wows and wavers 
eliminated. 

TRIPLE SPEED 
SWITCH: 

Speed changes are 
clearly maried, eas¬ 
ily made The RC-80 
plays 33V3, 45 and 
78 rpm. Records are 
placed on the play¬ 
er and simple set¬ 
tings made. Action 
is then completely 
automatic, includ¬ 
ing automatic shut¬ 
off after last record 
of any size. 


CONVENIENT 

START-STOP-REJECT 

LEVER: 

Start, stop and re¬ 
ject lever are com¬ 
bined and located 
conveniently away 
from tone arm. 


WEIGHTED 
TURNTABLE: 

RC-80 turntable is 
heavily weighted to 
give flywheel action 
so that any varia¬ 
tions In the drive 
motor are not re¬ 
flected in record 
reproduction. No 
turntable rumble. 


PUSHER TYPE PLATFORM: 

Adjusts simply to 7'^-lO^-12^ records regardless of diam¬ 
eter or size of spindle hole. 

No record changing mechanism has been developed to equal 
the performance of the precision pusher platform. For 
records with standard center holes, the pusher platform 
Is the only method that gives positive gentle record 
operation. 


PULL-AWAY 
IDLER WHEEL 

Avoids flattening ot 
drive wheel when 
changer is not op¬ 
erating. 


AUTOMATIC STOP: 

Insures positive and 
unfailing action at 
end of any type rec¬ 
ord. 


balance-mounted 

TONE ARM: 

Parallel lift tone 
arm construction 
guarantees true 
tangent tracking. 
Disturbing reso¬ 
nance eliminated. 



INTERCHANGEABLE 
PLUG-IN HEADS: 

Carefully engi¬ 
neered to accommo¬ 
date user’s choice 
of crystal or mag¬ 
netic cartricipes for 
standard anrl micro- 
groove reproduc¬ 
tion, such as Asta¬ 
tic, Pickering, Au- 
dak and GE twist 
models. 




HEAVY DUTY SILENT 
4-POLE MOTOR WITH 
ABSOLUTELY NO 
RUMBLE: 

Speed maintained 
throughout a wide 
variation in line 
voltage. There is no 
appreciable speed 
variation operating 
unit “cold” with a 
full load or "hot” 
with one record, re¬ 
gardless of weight, 
thickness or diam¬ 
eter of records. 


IMPORTANT! 

Only a 4-pole motor can assure no hum 
when used with sensitive magnetic pickups. 


TWO INTERCHANGEABLE SPINDLES: 

Easily inserted, the two Garrard Spindles accommodate all 
records as they were made to be played (If user prefers 
one spindle can be used throughout simply by plugging 
center hole of 45 rpm records.) a: Typical Garrard spindle 
for standard center holes, b: Easily inserted wide spindle, 
for 45 rpm records, remains stationary when record is 
played. Only a small collar revolves, assuring longer center 
hole and record wear. 


PRECISION GROUND 
GEARS 

Perfectly meshed to 
insure constant 
smooth action and 
years of service 


MUTING SWITCH: 

No sound while 
changer operates on 
run-in or run-off 
grooves. Continuity 
of music undis¬ 
turbed by noises. 


WATCH-LIKE CONSTRUCTION 


All parts are precision made, fas¬ 
tidiously assembled and simple to 
adjust. 

A complete stock of replacement 
parts is readily available to all 
Garrard owners. 



SIMPLE INSTALLATION: 

Mounting holes are identical with former Garrard models. 

I — so that replacement Is very simple.Unique spring sus¬ 
pension. 


GARRARD SALES CORP. 
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Self Adhesive 








for RADIO and TV STATIONS • 
RECORDING STUDIOS • ADVERTISING AGENCIES 
TAPE REEL MANUFACTURERS & DISTRIBUTORS 


fOg DISC AND TAPE REEL LABELS 



DESIGN CP-I - U" DIAM. 


UIHHm 

MEMPHIS, TENN. 


Quickly Applied • Sticks and Stays Stuck 
Adaptable to ink or Typewriter 
No Moisture, Paste or Rubber Cement Necessary 


SPECIFICATIONS 

All Illustrations Shown are HALF SIZE. Design CP-1 has 
Stroboscope Border in black, with Call Letters and information 
lines in Red. Design CP-2 has Red border and center, with all 
information lines in black. All other designs are printed in 
black. Information lines on all designs will be exactly as 
illustrated. Write for quotations on special wording, special 
call designs or trade-marks, other color combinations, etc. 


PRICES-IMPRINTED with your Call Letters 



□ VERTICAL 

□ LATERAL 


START SPEED ] 

□ IN □ 33ii I 

□ OUT □ 78 


DESiGN CP.2 . U" DIAM. 


ALL 

ILLUSTRATIONS 
ARE SHOWN 
ONE-HALF 
ACTUAL SIZE 




CP-1 & 2 

CP-3 

CP-4 

TW-1 & 2 

TW-3 

250 

(E) 

_$ 13.50 

$10.00 

$12.00 

$10.00 

$ 9.00 

500 

(E) 

_ 22.00 

15.00 

19.00 

16.00 

15.00 

1000 

(G) 

_ 31.00 

22.00 

27.00 

24.00 

22.00 

2500 

(G) 

_ 62.00 

45.00 

56.00 

48.00 

44.00 

5000 

(G) 

_ 112.00 

83.00 

102.00 

90.00 

82.00 



PRICES-PLAIN (without Call 

Letters) 




CP-1 & 2 

CP-3 

CP-4 

TW-1 & 2 

TW-3 

100 

(E) 

_ $ 4.00 

$ 3.50 

$ 4.00 

$ 3.50 

$ 3.00 

250 

(E) 

_ 9.50 

7.00 

8.50 

7.00 

6.50 

500 

(E) 

_ 17.00 

12.00 

15.00 

12.50 

11.50 

1000 

(G) 

_ 26.00 

17.00 

23.00 

19.00 

17.00 

2500 

(G) 

_ 53.00 

37.00 

47.00 

39.00 

34.00 

5000 

(G) 

_ 98.00 

70.00 

88.00 

72.00 

62.00 


DESIGN CP-3 . 


BLANK LABELS—without any printing on them whatsoever, can 
also be furnished at the above prices. 


ALL ILLUSTRATIONS ARE 
SHOWN V2 ACTUAL SIZE 



PLAIN 

DESIGN CP-4 - 3" DIAM. D**ign TW-2-For Audio 1,200 ft. Root Dotign TW-l-For MMM 1,200 ft. Roof Do.ign TW-3 - For 600 ft. MK4M Reel 

FINN-JASKE COMPANY • CINCINNATI 2, OHIO 


Copyright by U. C. F., Inc. 
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395 BROADWAY, NEW YORK 13, N. Y.,„ • CA.6LE A°DDRESS: RFCORDISC, NEW YORK, N. Y. 

, ■ EXPORT DEPT,: ROYAL NaUONAL'COMPANY/’TNC., 89 BROAD STREET. NEW YORK 


WORLD-FAMO 




Popular composition base disc . . . 
a party favorite! Heavy and firm, 
it will take punishment, yet it is 
coated carefully with our standard 
RECORDISC surface compound. The 
acme of amateur transcription 
blanks. 


US HOME RECO 

A 


PURPLE LABEL 


Lightweight aluminum base disc 
with heavyweight selling power! 
The lowest-priced high-quality disc 
with an inexpensive .012 aluminum 
base, designed for amateurs desir¬ 
ing semi-professional reproduction. 


'GM” LABEL 


Available in the three larger sizes 
only, these discs are made on 
heavy .021 aluminum base, coated 
with critically selected compound. 
Precision-made, and minutely in¬ 
spected, they are guaranteed for 
perfect performance and long use. 


RDING BLANKS 

lA 


MAGNETIC 

RECORDING TAPE 

Precision-manufactured on a special¬ 
ly designed machine, RECORDISC 
recording tape features high tensile 
strength for longer life, even coat¬ 
ing for- high frequency response 
and controlled slitting for trouble- 
free winding. 


RED LABEL 


High-fidelity, volume selling disc 
with .021 aluminum base. Coated 
with flawless RECORDISC com¬ 
pound. Professional quality in 
smaller sizes for those who want 
the finest. Professional nitrate 
coating. 


Super-Tone 

RECORDING WIRE 

RECORDISC's stainless steel record¬ 
ing wire is the product of extensive 
, research — delivers ultra-high 
fidelity, easy erasing qualities and 
outstanding durability. Wound on 
RMA-standard spools. 


RECORDING WIRE 


LENGTH 

PRICE 

Va Hour 

$2.00 

Vt. Hour 

3.00 

1 Hour 

5.00 

Empty 

spool, 75c 



CODE: 

P—Plastic 
Base 

K—Kraft Base 

IW—Inside 
Winding of \ 
Oxide 

OW—Outside 
Winding of 
Oxide 

625—625 ft. 
length 

1250—1,250 ft. 
length 


LIST PRICES 

RECORDING TAPE 


1 STYLE NO. 


DESCRIPTION 

SIZE REELS 

LIST PRICE 

f PIW-625 

625 Ft. 

Plastic Base, Oxide In 

5" 

$3.50 

PIW-1250 

1?50 Ft. 

Plastic Base, Oxide In 

7" 

5.50 

\ POW-675 

6?5 Ft. 

Plastic Base, Oxide Out 

5" 

3.50 

/ FOW-1250 

1250 Ft. 

Plastic Base Oxide Out 


5.50 

/ KIW-625 

625 Ft. 

Kraft Base, Oxide In 

5" 

2.25 

\ KIW-1250 

1250 Ft. 

Kraft Base, Oxide In 

7" 

3.50 

V KOW-625 

625 Ft. 

Kraft Base, Oxide Out 

5" 

2.25 

1 KOW-125d 

1250 Ft. 

Kraft Base, Oxide Out 

7" 

3.50 

^1 ALL TAPES SUPPLIED ON 6-SPOKE POLYSTERENE REEL 


RECORDING DISCS 


LABEL 

BASE 

6V2" 

8" 

10" 

12" 

ORANGE 

Bond 

25c 

35c 

50c 


PURPLE 

Aluminum 

30c 

40c 

60c 


RED 

Aluminum 

40c 

50c 

80c 

$1.00 

“GM” 

Aluminum 


80c 

$1.00 

$1.25 


Precision-Perfect Professionol Recording Discs 

Designed for broadcasting stations and recording 
studios. Years of costly research and the valuable 
experience gained as the world's largest producer of 
home recording blanks have been combined to pro¬ 
duce the perfect professional recording disc . . . 
possessing a fidelity heretofore thought impossible. 
Each blank guaranteed for five full years. 


LIST PRICES j 

10" 

12" 

16" 

2 ★ ★ STAR 

$1.15 

$ 2.00 

$3.15 

3 ★ ★ ★ STAR §rubilllac“:... 

$1.40 

$2.40 

$3.95 



STEEL STYLI 

(CHROME PLATED) 

A fine economy stylus that 
gives excellent service dur¬ 
ing its recording life of ap¬ 
proximately one hour. Shiny 
chrome-plate on hardened 
steel. Packed 
in protective 
cards. LIST 




SPECIAL QX-5 

A precision-made stylus 
made of processed and tem- 
I pered steel . . . with an ex¬ 
pensive filter cutting point 
! and recessed shank. Smooth 
easy cutting for 
those who seek a fine but non- A 

fragile recording tip. LIST PRICE Jf 



PHONOGRAPH AND 
PLAYBACK NEEDLE 

"The Imperiar by RECORDISC 


TOGO PLAYS 

• 

GENUINE 

OSMIUM 

TIP 



Concert 

Quality^’ 


An outstanding engineering achievement in 
high fidelity tone reproduction. Precious 
metal tip. Equal or superior to the costliest 
needles on the market, but competitively 
priced. In handsome, individual package. 


LIST PRICE: 


%50 



STELLITE STYLUS 

Carefully machined of spe¬ 
cial, hardened metal alloy 
... less fragile than costly 
sapphire styli. Recommend¬ 
ed for less experienced re¬ 
cording operators. Packed 
one to a pro- 
tective card. 

LIST PRICE * 



SAPPHIRE STYLUS 

A specially lapped sap¬ 
phire point on each stylus 
cuts clean shiny grooves 
with less surface noise than 
any similar stylus. As much 
as 10 hours of recording 
time . . can be sharpened 
as many as 15 times. Packed 
in individual 
jewel box. 

LIST PRICE 


^50 


Radio’s Master — 18th Edition 

Page E-42 


TRADE DISCOUNT APPLIES TO LIST PRICES ONLY 


Copyright by U. C. P., Inc. 







































OetPim 


NEEDLES for the replacement trade 





ortvAi iPWPi 

■ 1 KIYI ON 

SWEET 

High In quality, low In 
« 1 cost with genuine os- 

J mium tip, straight shank 

notched. 


A long life top quality 
needle with a genuine 
sapphire tip; 13 needles 
to a display. 

in The finest Nylon Needle 

111 with either sapphire or 

osmium tip for any record 
player. 


CLASSIC 

LONG PLAYING i 

fifty 

w 

Osmium tipped needle j 
with an exclusive spring i 
action that absorbs needle • 
noise and reduces shock, i 

A needle with either sap- 
phire or osmium tip for 

33'/3 and 45 RPM record 

, Jensen's lowest priced 
quality needle with os- 
mium tip. Twelve needles 
to a display card. 

A popular priced needle 
with osmium tip and ex- 
elusive flexible shank that 

j ‘ ll purpose 1 

Plays micro - groove as j 
well as regular at. all i 
three speeds; 33'/3, 45, and j 

; * ; 

H ft COIN MACHINE NEEDLES 

j/i Assure long satisfactory 

M li playing. Available with 

Jt either curved or straight 

^ O shank, sapphire or os- 

^ mium tip. 


JENSEN ACOUSTIC TAPE 

Jensen's latest development . . . 

Magnetic Recording Tape, 
available with either plastic or 
paper base on 150, 600 and 1200 
ft. plastic reels. An outstanding 
tape made to exacting specifi¬ 
cations. 


To round out the line Jensen offers the Symphonette Steel 
Needle^ packaged 30 needles to an envelope, 50 envelopes 
to a counter display carton. Handle the complete line of 
Jensen Needles and be assured of never losing a sale. 

H INDUSTRIES, INC. 

Chicago 12, III. 
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NO DUPIICATION! 

Of the same needle 
under another 
number! Keeps 
your inventory* 
down. 


SIMPLE 
CONSECUTIVE 
MODEL NUMBERS! 

As 301, 302, 303 
etc. 



INVENTORY CONTROL! 

A separate inventory 
control card for e a c h 
number—■ more sale* 
with less stock. 


COMPLETE 

INFORMATION! 

All the information 
is on the card the 
needle is mounted 


Replacement 

Needles 

for 

Cartridges 

of 

ASUTIC 

AMERICAN 

MICROPHONE 

COLUMBIA 

CR^UY 

ELECTM-VOICE 

GENERAL 

ELECTRIC 

MAGNAVOX 

PHILCO 

KK 

SEEJWRG 

SHURE 

SONOTONE 

WEBSTER- 

CHICAGO 

WEBSTER 

ELECTRIC 

AND 

MANY OTHERS 


301-S-M. 1.50 



310.LP-J-2.00 


319.A-M-1.50 


328 LP0SM-2.50 




33;a.J.2.S0 




355-LP-M-t.50 


JEWEL and OSMIUM TIPPED 


CAT. 


CAT. 


CAT. 


CAT. 


NO. 

PRICE 

NO. 

PRICE 

NO. 

PRICE 

NO. 

PRICE 

301 

$1.50 

326 

$1.50 

351 

$1.50 

376 

pr. $2.50 

302 

2.50 

327 

2.50 

352 

2.50 

377 

pr. 2.50 

303 

2.50 

328 

2.50 

353 

3.50 

378 

1.50 

304 

1.50 

329 

1.50 

354 

1.50 

379 

2.50 

305 

1.50 

330 

1.50 

355 

1.50 

380 

1.50 

306 

2.50 

33i 

2.50 

356 

1.50 

381 

i.50 

307 

1.50 

332 

3.50 

357 

1.50 

382 

1.50 

308 

2.50 

333 

2.50 

358 

1.50 

383 

3.50 

309 

3.50 

334 

2.50 

359 

2.50 

384 

3.50 

310 

2.00 

335 

1.50 

360 

2.50 

385 

3.50 

311 

1.50 

336 

i.50 

361 

1.50 

386 

2.50 

312 

2.50 

337 

2.50 

362 

1.50 

387 

2.50 

313 

4.00 

338 

1.50 

363 

1.50 

388 

2.50 

314 

5.50 

339 

1.50 

364 

1.50 

389 

1.50 

315 

1.50 

340 

2.50 

365 

i.50 

390 

1.50 

316 

1.50 

341 

1.50 

366 

3.50 

391 

1.50 

317 

2.50 

342 

1.50 

367 

3.50 

392 

1.50 

318 

1.50 

343 

2.50 

368 

5.95 

24I2R 

1.00 

319 

1.50 

344 

2.50 

369 

3.50 

25I2R 

1.50 

320 

1.50 

345 

1.50 

370 

2.50 

25I2MGR 

1.50 

321 

1.50 

346 

1.50 

371 

2.50 

27I2R 

1.00 

322 

1.50 

347 

1.50 

372 

2.50 

28I2R 

1.50 

323 

4.00 

348 

1.50 

373 

2.50 

29I2R 

2.50 

324 

2.25 

349 

2.50 

374 

2.50 



325 

2.50 

350 

2.50 

375 

2.50 




DIAMOND TIPPED 


CAT. 


NO. 

PRICE 



303-d 

25.00 

306-D 

25 00 

308-D 

25.00 

309-0 

25.00 

310-D 

25.00 

312-D 

25.00 

313-DD 

49.00 

313-SD 

30.00 

317-D 

25.00 

323-DD 

49.00 

323-SD 

30.00 

324-D 

25 00 

327-DD 

49.00 


CAT. 


NO. 

PRICE 

327-SD 

$30.00 

332-DD 

49.00 

332-SD 

30.00 

333-D 

25.00 

334-D 

25.00 

337-D 

25 00 

340-D 

25.00 

343-D 

25.00 

344-D 

25.00 

349-D 

25.00 

350-D 

25.00 

352-D 

25 00 

353-DD 

49.00 

353-SD 

30.00 


CAT. 


NO. 

PRICE 

359-D 

$25.00 

360-D 

25.00 

366-D 

27.50 

367-D 

27.50 

368-DD 

49.00 

368-SD 

30.00 

369-D 

27.50 

370-D 

25.00 

371-D 

25.00 

372-D 

25.00 

373-D 

25.00 

374-D 

25.00 

375-D 

25.00 

376-D 

25.00 


CAT. 


NO. 

PRICE 

377-D 

$25.00 

379-D 

25.00 

380-D 

25.00 

381-D 

25.00 

382-D 

25.00 

383-D 

25.00 

384-D 

25.00 

385-DD 

49.00 

385-SD 

30.00 

386-D 

25.00 

387-D 

25.00 

388-D 

25.00 

2912-D 

25.00 



For complete information regarding replacement needles, 
refer to Recoton Simplified Reference Guide. 

WRITE US ^ IT S FREE! 


No. 650 Display Kit 
200 power RECOTON 
precision microscope 

Metal Replacement cabinet con¬ 
taining 2 needles each of Cat. No. 
301-382 and including 2 each of 
2412E, 2512R, 2512MGR, 
2712R, 2812R, 2912Rwith FREE 
200-power Recoton Microscope on 
illustrated display background. 

No. 650 .$377.40 

No. 750 Display Kit —Same as 
No. 650 but containing 1 needle 
each . $188.70 


REPLACEMENT NEEDLE KIT No. 150 

Recoton Replacement Needles are pre¬ 
cision-^ made of the finest materials by 
Recotbn's skilled craftsmen. Expertly de¬ 
signed to fit all popular cartridges — 
Recoton’s famous phoneedles incorporate 
the most advanced developments in the 
acoustij^al field — guarantee full tonal 
range and longer life. 

List Price 

No. 150 —Replacement Cabinet 
containing 1 needle 
each of Cat. No. 301 
through No, 319...$ 43.50 

No. 550 —Replacement Cabinet 
containing 2 needles 
each of Cat. No. 301 
through 379 and in¬ 
cluding 2 each of 
2412R. 2512E. 2512 

MGR. 2712R. 2812R, 

2912R ..$368.40 



ii' ; 
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SUPEROSMIUM No. 2412 

Kecoton's fine permanent-type needle 
made of the finest osmium alloys. 
Micro-tested and factory sealed for 
precision results. Exceptionally gentle 
to records. 

List Price 

No, 2412—1 needle to a 

container .$ 1.00 

12 to a display card 12.00 


SUPERIOR RECOTON No. IS 

Becoton's famous popular-priced steel 
needle, precision turned in Switzerland, 
made of Swedish surgical steel. Fine re¬ 
production and elimination of surface 
noise. Good for 12 to 15 plays. 

List Price 

No. IS —Package of 25 needles (25c 
each) to an envelope. 

50 envelopes to carton... .$12.50 





fOCK fHkOW ^ f 



No. 2912 

PRIMUS UNIVERSAL 
SAPPHIRE NEEDLE 

Especially Designed for 
Finest Performance of All 
3 Speeds — 33Vs, 45, 
78 RPM. 

No. 2912 List Price 

Each needle.$ 2.50 

12 to carton .... 30.00 


NYLON PHONEEDLE* No. 2512 

Recoton's precision-made nylon pho- 
needle provides long hours of enjoyable 
plays. Unconditionally guaranteed . . . 
with shock absorbing action. Contains 
surface noise filter . . . eliminates 
needle scratches. 

List Price 

No. 2512—1 needle to a 

container .$ 1.50 

12 to a display card 18.00 
No. 2512—M G for 33-1/3 and 
45 RPM Recordings 


PRIMUS SAPPHIRE NEEDLE 
No. 2612 

Versatile . . . popular priced . , . Ideal 
for every kind of electrical player in¬ 
cluding automatic changers. Features 
special wire-type grip to allow greater 
flexibility permitting needle to follow 
modulation track of record faithfully. 
B’ine sapphire point eliminates surface 
noise, minimizes record wear. Repro¬ 
duces entire tonal range. 


No. 2612 —Each needle 
12 to carton . 


List Price 

.$ 2.50 

.... 30.00 


No. 2612—MG for 33-1/3 and 
45 RPM Recordings 


CUTTING STYL 


SAPPHIRE CUTTING NEEDLES 
Factory Tested and Sealed 

Superbly crafted; equipped with finest 
sapphire point. For professional use. 

List Price 

No. 5*—Brass shank, packed in 

wooden container .... $5.50 
No. 7 *—^Dural shank, packed in 

wooden container .... $7.25 
* Available in “Long Shank”; speci¬ 
fy with order LS after catalog number. 
No. 7 also available for Microgroove cut¬ 
ting. Specify No. 7MG when ordering. 


STEEL CUTTING NEEDLES 

Crafted of the highest-grade steel alloy to cut smooth 
grooves with low surface noise level. Shaped with 
careful precision, polished to mirror-like finish for 
accurate recordings. HAND-LAPPED for extra effi¬ 
ciency. 

List Price 

5 needles to a card.$ 1.50 

No. 1060—12 cards to a carton... 18.00 


OSMIUM TIPPED FEATHER-LITE 
NEEDLE No. 2124 

Recoton’s new osmium tipped bent shank 
phoneedle.* Permanent type construction. 
Fine value for needle of this quality I 


List Price 

No. 2124 —1 needle to package....$ .50 
24 packages to a display 

card . 12.60 



ALL GROOVE NEEDLES 


No. 2712 SUPEROSMIUM UNIVERSAL 
3-SPEED OSMIUM TIPPED 

Recoton's fine permanent-type needle 
made of the finest osmium alloys. Micro- 
tested and factory sealed for precision re¬ 
sults. Lowest surface noise and hiss. 
Exceptionally gentle to records. 

List Price 

No. 2712—1 needle to a card.$ 1.00 

12 to a display card- 12.00 


No. 2812 ULTRA UNIVERSAL 
3.SPEED SAPPHIRE 

Popular-priced sapphire-tipped needle 
featuring high-level performance at low- 
level cost. Quality crafted . . . micro- 
tested, factory-sealed for fine results. 

List Price 

No. 2812—1 needle to a card_$ 1.50 

12 to a display card 18.00 




. ■ 


MAGNETIC RECORDING TAPE for ail Tape Recorders. 
RECOTON Magnetic Recording Tape comes on sturdy six 
spoke plastic reels which turns true and resists warping. 
RECOTON Magnetic Recording Tape is constant output con¬ 
trolled, 65 DB Dynamic Range with minimum background, 
eliminating rumble and even microscopic irregularities! Wide 
Bias latitude results in high uniform output and low dis¬ 
tortion without critical bias adjustment. 

RECOTON Magnetic Recording Tape is easy to erase and is 
guaranteed for thousands of recordings and playbacks. 


STELLITE CUTTING NEEDLES 

Designed for professional use, these high-grade cutting 
needles have a special patented finish that cuts and 
polishes groove of disc at same time. Equipped with 
Dural shank, can be depended upon for noiseless, high- 
fidelity performances. Will improve any recorder; 
recommended for slow-speed recordings. 

List Price 

Cat No. 11 —Stellite Cutting Needle, packed in 

individual cards...$ 2.00 

Cat No. 1112 —12 cards to a display card. 24.00 


PRECISION-TURNED CUTTING STYLI 
Made in Switzerland 

These steel cutting styll are precision turned of finest 
Swedish steel alloys. They are diamond-dust hand- 
lapped for cutting smooth grooves with extremely low 
surface noise and minimum background. 

List Price 

Each stylus packed in individual container.$ .50 

No. 2330—30 containers to a carton. 15.00 


Cat No. 

Oxide-Base 

Winding 

Oxide 

Faces 

Length 
In Feet 

Size of 
Plastic 
Reel 

List 

Price 

ill2A 

Red Plastic 

In 

1250 

7" 

$5.50 

iil2B 

Red Plastic 

Out 

1250 

7" 

5.50 

II6A 

Red Plastic 

In 

625 

5" 

3.50 

II6B 

Red Plastic 

Out 

625 

5" 

3.50 



HOME RECORDING DISCS 

Perfected for home, commercial and educational use, these 
popular recording discs are preferred for their excellent repro¬ 
ductive quality, long life, absence of surface noise. Each 
disc is smooth cutting, uniformly coated and free from 
warpage. Carefully inspected at every point of manufacture. 

(per carton) 

RED LABEL —ALUMINUM BASE List Price 

6^" packed 100 to a carton (35c each)...,.$40.00 

8" packed 50 to a carton USc each).25.00 

10" packed 50 to a carton (70c each).. 40.00 

12" packed 25 to a carton (90c each). 25.00 

(per carton) 

GREEN LABEL —THIN ALUMINUM BASE List Price 

6^/^" (100 blanks packed to a carton).(.25 ea.) $30.00 

8" (100 blanks packed to a carton).(.35 ea.) 40.00 

10" (100 blanks packed to a carton).L55 ea.) 60.00 


REGOTOM CORPORATION 

NEW YORK 11, N. Y. 


Reg. U.8. Pat. Off. 
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A complete line of professional quality magnetic recording tape— 
on plastic or paper base, with red or black oxide coating, permit¬ 
ting matched performance in any tape recorder. 

Audiotape is precision manufactured to the same exacting- 
standards of quality and uniformity which have characterized 
Audiodiscs for the past decade—your assurance of maximum 
fidelity, uniformity, frequency response, and freedom from 
background noise and distortion. 


Length 

Reel 

Coating 

TYPE No. 

Oxide Out | Oxide in 

List 

Price 

150 ft. 

3" Plastic 

Red Oxide 

150 

151 

$ 0.S5 

300 ft. 

4" Plastic 

Red Oxide 

350 

351 

1.60 

600 ft. 

5" Plastic 

1 Black Oxide 

640 

641 \ 

3.50 

\ Red Oxide 

650 

651 1 

1200 a 

7" Plastic, with 

f Black Oxide 

1240 

1241 1 

5.50 

new 2%" hub* 

\ Red Oxide 

1250 

1251 1 

2500 ft. 

/ Std. NAB Hub 

Red Oxide 

2550H 

2551H 

10.00 

110 Va" Alum. Reel 

Red Oxide 

2550R 

2551R 

12.85 

5000 ft. 

1 Std. NAB Hub 

Red Oxide 

50.50H 

5051H 

20.00 

114” Alum. Reel 

Red Oxide 

5050R 

5051R 

26.00 


3" Plastic 
4" Plastic 


7" Plastic, with 
new hub* 


Red Oxide 

Red Oxide 

J Black Oxide 
1 Red Oxide 

J Black Oxide 
1 Red Oxide 


J Std. NAB Hub 

Red Oxide 

252 OH 

2521H 

6.50 

1101 / 2 " Alum. Reel 

Red Oxide 

2520R 

2521R 

9.35 1 


*01der style 7" reels with small hub and 1250 ft. of tape are available at the same 
price. Add letter S to Type Number of coiTesponding 1200-ft, reel. 

AUDIOTAPE can also be supplied In any desired width, for special recording 
applications. 





AUDIO SELF-TIMING LEADER TAPE 

Durable plastic material with spaced 
marldngs for accurate timing at all 
standard speeds. Individually boxed in 
100 ft. rolls. List Price, $0.60 


ADHESIVE REEL LABELS 

Convenient press-on adhesive labels for 
positive identification of tape reels. 
Easy to apply or remove. 

List Price per pack of 30, $0.25 



AUDIO HEAD DEMAGNETIZER 

A 110-115 volt A-C electromagnet 
assembly for removing permanent mag¬ 
netism from magnetic recording heads. 

List Price, $12.00 


AUDIOTAPE coating is specially 
formulated to give uniformly 
high undistorted output at all 
frequencies. 

AUDIOTAPE has no transverse 
curl—lies flat on heads, giving 
better frequency response. 


AUDIOTAPE’S new 7" plastic 
reel with 2 %" hub gives more 
accurate timing, reduced tape 
tension, more constant pitch. 

AUDIOTAPE has no audible low- 
frequency modulation noise. 


AUDIOTAPE’S perfected anti¬ 
friction process reduces head 
wear, eliminates friction squeal, 
prevents “tackiness.” 

AUDIOTAPE is designed to give 
maximum signal-to-noise ratio. 


AUDIOTAPE has unequalled uni¬ 
formity of output—within the 
reel and from reel to reel. 

AUDIOTAPE is guaranteed splice- 
free in both 1200 and 2500 ft. 
reels, plastic base. 


ctudiocliscs and aucUopuoints 


are Itsfed on fhe following page. 
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flluliffHiTCT* 




For more than a decade, Audiodiscs have consistently main¬ 
tained their position of eminent leadership in every field of 
instantaneous disc recording. 

A superior lacquer coating, applied to the mirror-smooth 
aluminum base by a patented process, gives these outstanding 
advantages: maximum uniformity of coating, permanent 
resistance to humidity, longer stylus life, freedom from audible 
background scratch, long playback life, brilliant frequency 
response, and freedom from deterioration with age. 


Type 

Diameter 

List Price 
per Disc 

Box 

Contains 

RED LABEL Audiodiscs for professional use. 
Exceed the most exacting demands for highest 
qualit}' professional recordings. The finest 
discs obtainable. Aluminum base. Double 
sided. Embossed labels. 

S" 

10 " 

12 " 

16" 

$1.15 

0.90 

1.25 

2.05 

3.75 

25 

SINGLE FACE RED LABEL Audiodiscs. 

Same quality as double sided Red Label Audio- 
discs, listed above. 

12 " 

16" 

$1.65 

2.95 

25 

YELLOW LABEL Audiodiscs for general use. 
High uniform quality. The popular choice for 
all general purpose recording. Aluminum base. 
Double sided. Yellow paper labels. 

8 " 

10 " 

12 " 

16" 

$0.75 

1.00 

1.65 

2.95 

25 

REFERENCE LABEL Audiodiscs. 

Provide maximum economy for test cuts, 
filing, reference recordings, auditions and 
equipment adjustments. Aluminum base. 
Double sided. White paper labels. 

10 " 

12" 

16" 

$0.85 

1.25 

2.25 

25 

BLUE LABEL Audiodiscs for amateur use. 

Same high quality lacquer as professional 
discs, but on thinner aluminum base. Ideal 
for schools, homes, and general amateur use. 
Double sided. Blue paper labels. 

61 / 2 " 

8 " 

10 " 

$0.40 

.55 

.80 

50 

MASTER Audiodiscs. 

The outstanding choice of profes¬ 
sional recordists for use where press¬ 
ings are to be made. Give fine results 

Double 

Sided 

12" 

131 / 4 " 

17 44" 

$2.60 

3.35 

5.60 

25 

with either silvering or gold sput- 
terings. Aluminum base. Double sided 
or single face. 

Single 

Face 

12" 

131 / 4 " 

171 / 4 " 

$2.05 

2.35 

4.10 

25 


^standard 45 rpm disc with 144" center hole. Center-hole adapters included 
for recording- on conventional turntable. 


Prices slightly higher in Pacific Coast and Southwestern Areas, 



AUDIODISC CHIP-CHASER 


A simple but perfect solution to the 
thread removal problem in recording-. 
The felt-lined wiper blade is set on 
the disc before starting the recording. 
The Chip-Chaser automatically and 
infallibly brushes the thread toward 
the center, winding it up on the 
overhead post or drive pins, as the 
case may be. 


List 


Price i 


for 16" turntables, $6.25 
for 12" turntables, $5.00 



"HOW TO MAKE GOOD RECORDINGS" 

A complete, authoritative and non¬ 
technical handbook on all phases of 
disc recording-—materials, equipment 
and techniques. Contains 140 pages, 
profusely illustrated with photo¬ 
graphs, charts and diagrams. Includes 
a glossary of recording terms. Now 
in its 9th printing. List price $2.00 


cuicUopoiirts'^ 


microscopically matched 
recording and playback 
stylt 

The complete line of Audiopoints 
covers the full range of recording and 
playback needs—for professional as 
well as general use. Audiopoints are 
made by skilled craftsmen, and con 
veniently packaged in cards, boxes or 
envelopes. 


RECORDING 

AUDIOPOINTS 


SAPPHIRE No. 14—long recognized as the finest 
recording stylus made. Short or long dural shank, 
and 87“ or 70° included angle. 

List Price—$7.25 
(Resharpening cost, 89°—$3.25) 
(Resharpening cost, 70°— 3.75) 

SAPPHIRE No. 202—a high-quality professional 
stylus. Short or long brass shank. 

List Price—$5.25 
(Resharpening cost—$2.60) 

SAPPHIRE No. 20—especially designed for pro¬ 
fessional microgroove recording. Short or long 
dural shank. List Price—$7.25 

( Resharpening cost—$ 3.25) 

STEiLLITE No. 34—a favorite with many pro¬ 
fessional and non-professional users. Short or 
long shank. 87“ included angle. 

List Price—$1.75 
(Resharpening cost—$0.85) 

DIAMOND LAPPED STEEL No. 50—most prac¬ 
tical and economical stylus tor non-professional 
use. List Price—3 for $1.00 


PLAYBACK 

AUDIOPOINTS 




SAPPHIRE No. 113—meets the requirements of 
the most critical professional recordists. Straight 
dural shank. List Price—^$6.50 

(Resharpening cost—$2.25) 

SAPPHIRE No. 123—for professional use with 
microgroove recordings. List Price—$2.00 

(Resliarpening cost—$ 1.50) 

“RED CIRCLE” SAPPHIRE No. 103—for pro¬ 
fessional use with instantaneous recordings or 
vinyl transcriptions. Straight dural shank. 

List Price—$2.00 
(Resharpening cost—$1.00) 

“RED CIRCLE” SAPPHIRE No. 303—same as 
No. 103, except with bent dural shank. Ideal 
for phonograph records. List Price—$2.00 

(Resharpening cost—$1 00 ) 

STEEL TRANSCRIPTION NEEDLE No. 151— 

finest steeTneedles made. 100% shadowgraphed 
to assure perfection of every needle. 

List Price—100 for $1.25 
20 for $0.25 


RESHARPENING SERVICE 

Established years ago, our Resharpening Service 
materially reduces the over-all cost of using 
sapphire and stellite Audiopoints. Each resharp¬ 
ened point is disc-tested. Special cards and 
envelopes are available for returning Audiopoints 
for resharpening. 
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Replacement 

Phonograph Needles 

— PACKAGED TO SELL - 



NEW 1953 ALL STEEL 
MASTER COUNTER DISPENSER 

Designed to hold 300 or more needles for 
rapid reference — easy selection — faster 
sales — simplified inventory — uses limited 
counter space. Each of six compartments has 
illustrated identification card on outside to 
create impulse buying. 


MILLER MANUAL 

Handy, 48 page illus¬ 
trated booklet plus cover, 
gives complete summary 
of Miller Replacement 
Needles with installation 
diagrams. Also includes 
presentation of cartridges 
to which Miller Needles 
are adapted; reference 
material; data, etc. Avail¬ 
able upon request. 


Holds 150 or more individu¬ 
ally carded needles for easy 
reference. 

Provides quick selection and 
identification. 


NEW 1953 ALL-STEEL 
DEALER COUNTER DISPENSER 


Have you seen our "Carillon 
Dynamic" Line of conven¬ 
tional phonograph needles? 
Write today for literature! 



MANUFACTURING CO. 


4th AND CHURCH STREETS 
LIBERTYVILLE, ILLINOIS 


Atlas Radio Corp., Ltd., 560 King St., West, Toronto 2, Canada 
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REPUCEMENT NEEDLES 


MILLER CATALOG I 

NEEDLE NUMBER I PRICE 


ASTATIC 

T.33; D-33 

DorT 

D-AG-M 

D-AG-J 

Q.33.M 

Q(M) 

Q-fAG)M 

0-33(J) 

Q-(J) 

Q-(AG)J 

G-33(M) 

G-78(Mj 

G-AG(M) 

G-33|J) 

G-78(J) 

G-AS(J) 

U-M 

,U-78(M) 



PHILCO 


45-9674 Dyn. Reproducer 

45-9586 

45-9587 


45-9588 

45-9589 





AUDAK 

Microgroove ^ 
Standard 


COLUMBIA 

Model 101 _^ 

Models 102, 103, 104 


Model 105 


ELECTRO-VOICE 

0-3 ^ 

0-2 


S-l 





See A-II3(S) above 



Cartridge Mfg's. 

Needle No. ILLUSTRATION 


MAGNAVOX « 

560102 


560138 


MILLER CATALOG 
NEEDLE NUMBER 


STD M-I3IM 


M.3I3(M) 






RC- 

RC- 


M 
M 

RC-3I(M) 

RC.33(M) 

RC.3lfS) 

RC-33(S) 


RC-5I(S) 

RC-53(S) 


SHURE 

A63MG 

A62A 

A66U 


A65MS 

A6IA 

A67U 

A53MG 

A52A 

A56U 






Dual I WC-2l3fM) 


WC-3I3(M) 



STD WE-I3(M 



AG 

STD 

AG 

MG 

STD 

AG 

WE-3I(M) 

WE-33(M) 

WE-3I3(M) 

WE-3I(S) 

WE-33(S) 

WE-3I3(S) 

MG 

STD 

STD 

WE-4I(M) 

WE-43(M) 

WE-403(M) 
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Philco-Columbia 

35-2693 

Philco-Columbia 


Philco 45-1596 


RCA 75497 
RCA 75496 


Shure A63-MG 


Columbia 

360 


Webster-Chicago 

NE2I5 

Webster-Chicago 

NE3i6 

Webster-Chicago 


Webster-Racine 

A-3S 

Webster-Racine 
A-IS 


X 


Combination 

above 


Diamond 

Diamond 

Diamond 

Diamond 

Diamond 

Sapphire 




ALSO COMPLETE REPLACEMENT LINE IN OSMIUM AND SAPPHIRE 
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REGULAR NEEDLES, CUTTING NEEDLES, TAPE, 
DISCS, ELECTROWIPE CLOTH, 45 ADAPTERS 


FILTER POINT No. 6 

The Filter Point needle Is a newly developed needle which 
actually filters surface noise, yet retains the brilliance of your 
recordings. The highly polished and rounded point assures smooth 
movement in the record groove, reducing record wear to a mini¬ 
mum. The needles are hand picked and will play from 12 to 15 
records without frequency loss or distortion. The specially 
designed point is guaranteed not to break when used 
with any type of record changer. h 

List Price i 

Package of 10 needles..$ o.lO §k 

Cat. No. 6I0>B—Carton of 100 pkgs. 10.00 

Cat. No. 610-C—^Display card of 50 pkgs. 5.00 fw 

Packages of 25 needles . $ o 25 m 

Cat. No. 625-B—Carton of 50 pkgs. I2.’50 # 

Cat. No. 625-C—Display card of 50 pkgs. 12.50 w 


MIRO-POINT No. 21 

The Miro-Point Needle is the ‘Tow surface” specialist 
of the Duotone Line. Despite this fact it still brings out 
the highs in a manner never before attained by a needle 
of this type. Designed to play up to 1000 records the 
Miro-Point is the outstanding needle in the field today. 

List Price 

Needle list price, each.$0.50 

Cat. No. 21-B—-Carton of 18 needles. 9.00 

Cat. No. 21-C—^Display card of 18 needles. 9.00 


DURPOINT No. 15 

Permanent needle for home use. Will play up to 4000 
records without changing. Takes additional polish from 
the grove of the record thus minimizing record wear, and 
reducing surface noice. Because of this feature the Dur- 
point should not be removed from pick up until replace¬ 
ment is necessary. Packed on individual cards. 

List Price 

Each Needle .$ 1.00 

Cat. No. 15-C—Display card of 12 needles.... 12.00 

Cat. No. 15-B—Carton of 12 needles. 12.00 

Cat. No. 15-C—(M) Micro-Groove . (2.00 

Cat. No. 15-AC—All Groove . 12.00 


DUOTONE No. 20 ■'LIFETONE" OSMIUM TIPPED ^ 

The Duotone Lifetone Needle was especially designed for 

use with record changers. Its brilliant performance 

coupled with low surface noise makes it ideal for this 

purpose. When properly used, it will give up to 5000 

perfect playings, maintaining throughout its life the same X 

bright reproductive qualities. Packed in beautiful plastic , ^ 

container. 

List Price 

Each Needle .$ 1.50 

Cat. No. 20-B—Carton of 12 needles. 18.00 

Cat. No. 20-C—^Display card of 12 needles. . ., 18.00 

Cat. No. 20-C—(M) Micro-Groove . 18.00 

Cat. No. 20-AC—All Groove . 18,00 


SHOCKPROOF NYLON NEEDLE No. 25 ^ 

Unique in design, this needle has an osmium tip on 
spring steel set into a Nylon bumper. This eliminates X 

damage to either needle or record should the pickup arm ) 

be accidentally dropped. This needle also eliminates 
surface noise. Individually packed in attractive Incite 
container. This needle will play up to 5,000 recordings. 

Ideal for children. 

List Price 

Each Needle .$ 1.75 

Cat. No. 25-C—^Display card of 12 needles.... 21.00 
Cat. No. 25—(M) Micro-Groove* 

Cat. No. 25—(A) All Groove* 

♦Same prices as above 


DUOTONE MAGNETIC RECORDING TAPE 

High Constant Output with Minimum Background Noise 
High Frequency Response—Long Life (No rub off oxide 
coating)—Interchangeable with other good quality tape. 
*A11 Tape Comes on Six Spoke Polystyrene Reels. 

RPI (In) 1250 — RPI (in) 625 List Price 

Red Oxide Plastic Base, 1250 ft., 7" reel.$5.50 

Red Oxide Plastic Base, 625 ft., 5" reel. 3.50 


DUOTONE "ELECTRO WIPE" 

MAGIC RECORD CLOTH 

Completely removes static charges from all records with 
one wipe. Ends annoying pops and clicks, cleans record 
grooves of harmful grit and increases record life. Cloth is 
chemically treated and harmless. 



Packed in air tight plastic bag. 

1 Electro Wipe Magic Record Cloth.. 
Packed 12 cloths to a display. 




UNITONE 3 SPEED NEEDLE 

The needle everyone has 
been waiting for — the 
high quality hand-crafted 
Sapphire Needle that 
plays all types of records 
with full brilliance and 
tone. Packaged in in¬ 
dividual cases and counter 
displays of beautiful, clear 
lucite as above. Sell 
UNITONE Needles for 
replacement in 3 speed 
machines. 

Cat. No. 36 

Each needle in lucite box 

List Price $2.50 
Cat. No. 36-C 

18 to giant lucite case 

List Price $45.00 


SAPPHIRE CUTTING NEEDLES 
DURAL SHANK No. 11 

This needle is similar to No. 12, and in addition is 
held to more exacting specifications, as established by 
leading engineers. Mounted in Dural shank. Packed in 
plastic container. Each $7.25 

Available Stylus No. 12. $5.50 Each, List 

(Resharpening—Each $1.75) 

MICRO-GROOVE CUTTING NEEDLES 

ll-M—Special Sapphire Cutting Stylus, for use with 
Micro-Groove Equipment. $7.25 Each, List 


LAPPED STEEL CUTTING STYLUS No. 10 

This new hand-made lap on the cutting edge of the 
needle makes a much smoother cut, thereby reducing 
surface noise and adding to the life of the needle. 
Especially recommended for making vocal recordings. 

List Price 

5 Needles on card...$ 1.50 

Cat. No. lO-B—Carton of 10 cards. 15.00 

Cat. No. 10-C—-Display card of 10 cards. 15.00 


DUOTONE RECORDING BLANKS 

All Duotone recording discs have 
a "professional nitrate" coating 



Bed Label 
(Aluminum 
Base) 


Purple Label Orange Label 
(Aluminum (Compo 




Carton 

Each 

Carton 

Each 

Carton 

Each 

6 V 2 

inch 

100 

$.40 

100 

$.30 

100 

$.20 

8 

inch 

50 

.50 

100 

.40 

100 

.30 

10 

inch 

50 

.80 

100 

.60 

— 


12 

inch 

25 

1.00 

— 

— 

— 

— 





RPO (out) 1250 — RPO (out) 625 List Price 

Red Oxide Plastic Base, 1250 ft., 7" reel.$5.50 

Red Oxide Plastic Base, 625 ft., 5" reel. 3.50 

Individually packed in boxes — 10 boxes to carton. 
*2500 ft. on hub $10.00 2 500 ft. on reel $12.85 

RPI (in) 5000 ft. List Price 

NAB Aluminum Hub.$20.00 


No. 19 "STAR" 

Reproduces any type of record with¬ 
out surface noise yet maintains bril¬ 
liant high frequencies. Finest qual¬ 
ity gem, brightly polished for smooth 
riding in groove. Special design fil¬ 
ters out all noise and needle talk. 
Has flat on shank for ;easy insertion 
in pickup. May be removed if de¬ 
sired. Individually packed in beauti¬ 
ful lucite box. Ideal for dubbing. 

List Price 

All Groove Each Needle.$2.50 

Cat. No. 19-B—Carton of 

12 needles ...$30.00 

18 to Lucite Case....$45.00 
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PERMO 


o^oaRECORDING tape 

PROFtSSIONAl QUALITY 


THE LEADING TAPE IN THE 
AUDIO-VISUAL FIELD 

The same long years of design, engineer¬ 
ing and production experience that have 
made PERMO the world’s largest and 
oldest maker of long life phonograph 
needles are your assurance of highest 
professional standards in Permo Record¬ 
ing Tape and Accessories. 

Permo Recording Tape is packed 12 
individually boxed reels to the carton. 
Plastic Reels are standard. 


PLASTIC BASE — Red Oxide Coating — Plastic Reels 


iSanPinjBn^^ 


■Sill 




Bper^^ 

S 


1 


noci 

Drd 

1 

1 1 




P < 





>^«YO>AW.uV c..CA4A..„q 


CATALOG NUMBSR 


INSIDE OUTSIDE 
WIND WIND 


T-3PL-i T-3PL-0 3-inch plastic reel containing $1.00 
150 ft. of tape* ea. 


T-61-1 T-61-0 4-inch plastic reel containing $2.25 

300 ft. of tape* ea. 


T-66-1 T-66-0 5-inch plastic reel containing 

600 ft. of tape* 


T-68-1 T-68-0 7-inch plastic reel containing 

1200 ft. of tape* 


T.69-IH Standard Aluminum NAB hub $ 10.00 

with 2400 ft. of tapef ea. 


T-69-IF 




Standard Aluminum NAB hub $12.85 

with flanges and 2400 ft. ^a. 
of tapef 


PAPER BASE — Red Oxide Coating — Plastic Reels 

m\ 


CATALOG NUMBER 

DESCRIPTION 

INSIDE 

WIND 

OUTSIDE 

WIND 

3-inch plastic reel containing 

150 ft. of tape* 

T-80-1 

T-80-0 

T-81-1 

T-81-0 

4-inch plastic reel containing 
300 ft. of tape* 

T-86R-I 

T-86R.0 

5-inch plastic reel contoining 
600 ft. of tape* 

T-88R-I 

T-88R-0 

7-meh plastic reel containing 
1200 ft. of tape* 



ACCESSORIES — Plastic and Metal Reels — Splicing Tape 


CATALOG 

NUMBER 

DESCRIPTION 

T.3-PM 

Empty 3-inch plastic reel for 150 
ft. of Recording Tape* 

T.4-PM 

Empty 4-inch plastic reel for 300 
ft. of Recording Tape* 

T-5-PM 

Empty 5-inch plastic reel for 600 
ft. of Recording Tape* 

T.7-PM 

Empty 7-inch plastic reel for 1200 
ft. of Recording Tape* 

TM-35-PM 

Empty 5-inch metal reel for 600 
ft. of Recording Tope* 

TM-37-PM 

Empty 7-inch metal reel for 1200 
ft. of Recording Tape* 

T-20-PM 

! 

Splicing Tape 100-inch roll, Vi inch 
wide, specifically designed for 
splicing recording tape 



$ .50 ea. 


$ .60 ea. 



$1.00 ea. 


$ .35 ea. 


NOTES.* *AU reefs packed in o sturdy album type box with indexing, l^ging, and tiling features, 

fAII Nab hub and reel packages supplied in sturdy cloth hinge type box with tray and hub boss for secure handling 
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PERMO 


The Quietest 


Magnetic 
Recording Wire 
Ever Produced! 

BECAUSE—Perm© Recording 
Wire combines a new low D-C noise 
wire with Lubri-Lo. Permo’s ex¬ 
clusive wire lubrication process 
achieves new professional standards 
of high fidelity in wire recording. 
An improvement of fully 10 db. 
over competitive wires, 



PERMO RECORDING WIRE and ACCESSORIES 


Catalog No. 


160-36N 

260-36N 

360-36N 


160N-36 

260N.36 

360N-36 


PM-121N7 

PM-125 

PM-122 

PM-123 


Description 

{RECORDING WIRE with PLASTIC LEADERS 

attached! 

1 Hour Spool, 7,200 FteOf Wire on Metal Spool 

Hour Spool, 3,600 Ft. of Wire on Metal Spool 
!4 Hour Spool, 1,800 Ft. of Wire on Metal Spool 


i 2 Nyfon Leaders Included Loose In Each Box) 


jRECORDING WIRE with NYLON LEADERS 

attached| 

1 Hour Spool, 7,200 Ft. of Wire on Metal Spool 


Vi Hour Spool, 3,600 Ft. of Wire on Metal Spool 

14 Hour Sipool, 1,800 Ft. of Wire on Metal Spool 


( 2 Plastic Leaders Included Loose in Each Box) 


1 ACCESSORIES | 

1 Empty Metal Spool for Up to 1 Hour of Wire with 2 Plastic and 2 Nylon I 

Leaders in Box 


Long Plastic Leader (17" Long) 

Each 

Short Plastic Leader (6" Long) 

Each 

3' Nylon Leaders per Pair 

Pair 


$ 6.00 

4.00 

3.00 


$ 6.00 

4.00 

3.00 


$ .75 
.15 
.10 
.10 


A convenient box designed for use as a wire album b supplied ot no extra charge when wire is purtbased 5 rolls at a time. 
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CONVENTIONAL TYPE 
PHONOGRAPH NEEDLES 


PERMO/INC. 

CHICAGO 2 6, ILLINOIS 


Fig. Na. Cl 

'CUTTING STYLUS" 
With 87Included Angle for 



all "Standard" 
cording. 


Groove 


No. C2 


"PERMOTONE" 

H igh pMtput with Good Fre¬ 
quency characteristics and 
life. 



No. C3 


"STANDARD OFFSET" 
Standard Frequency chdrac* 
teristics output, and life. 





"MICR0-PGINT"1 

"STANDARD" 

"COMPROMISE"! 



Fig. No. C4 


"NYLON" 

Combines maximum compli¬ 
ance, listening pleasure arid 
economy, with slightly lower 
output. 


Shielded Jewel 
or Diamond 


All of the advantages of Bent 
Shank design with choice of 
Shielded Jewel or Diamond Tips 
for extended life of both records 
and needles. 


RECORD BRUSH 
-Makes records sound betterl 
-Reduces noise and extends life of both 
records and needle by removing lint, dust 
and grit from the grooves as the record 
is beiiig played. 

-Easily attached to all types of tone arms. 
-12 Individual packages to each counter 
display carton. 



"COMPROMISE"--PERMOMETAL 
Bent Shank design is the result of 
precise matching of cartridge, 
needle, and record character¬ 
istics. 


TYPES OF 
RECORDS PLAYED 

PERMO 

NEEDLE 

NUMBER 

NAME—TIP MATERIAL—SIZE 

FIG. 

NO. 

SUG’STED 

LIST 

PRICE 

CONVENTIONAL TYPE NEEDLES 

33 & 45 

"Microgroove'' 

- 

A-311 

"Micro-Point" Shielded Jewel .001" 

C5 

$1.50 

311-C8 

' 

Display Card of 8, A-311 Needles 


12.00 

A-311D 

"Micro-Point" Diamond .001" 


25.00 

78 

"Standard" 


C-370 

"Permotone" Permometal .003" 

C2 

.50 

370-C8 

Display Card of 8, C-370 Needles 


4.00 

370-C12 

Display Card of 12, C-370 Needles 




"Standard Offset" Permometal .003" 

C3 

1.00 


Display Card of 8, C-427 Needles 


8.00 

427-C12 

Display Card of 12, C-427 Needles 



C-325 

"Nylon" Permometal .003" 

C4 

1.25 

325-C8 

Display Card of 8, C-325 Needles 


10.00 

325-C12 

Display Card of 12, C-325 Needles 

jgg 

15.00 

C-312 

"Standard" Shielded Jewel .003" 

C5 

1.50 

312-C8 

Display Card of 8, C-312 Needles 


12.00 

C-312D 

"Standard" Diamond .003" 

C5 

25.00 

33H, 45 & 78 
"All Groove" 


B-310 

"Compromise" Permometal .0021" 

C6 

1.00 

310-C8 

Display Card of 8, B-310 Needles 


8.00 

310-C12 

Display Card of 12, B-310 Needles 


12.00 

B-388 

"Compromise" Shielded Jewel .0021" 

C5 

1.50 

388-C8 

Display Card of 8, B-388 Needles 


12.00 


"Compromise" Diamond .0021" 

C5 

25.00 

CUTTING STYLUS D-366 

"Cutting Stylus" 87® Included Angle 

Cl 

1.50 

RECORD BRUSH 


[ 700 

“Record Brush" 


.50 

700-B12 

Display Box of 12, No. 700 Record Brushes 

■ 

6.00 
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CARTRIDGE ORIGINATORS RERMO SUGGESTED 

NAME and NEEDLE LIST 

NEEDLE NUMBERS NUMBER PRICE 




PERMO 

TIP 

MATERIAL 


AMERICAN MICROPHONE COMPANY 


A-478(M) 


E 

R 

M 

0 


N 

E 

E 

D 

L 

E 

S 


L 

I 

S 

T 

E 

D 



♦Refer to Page 6 for Illustrations. 

#Sales Code (Ttirnover) *'E'' Excellent; Good; **F" Fair. Where no sales code is shown- 


Radio’s Master —18th Edition 

Page E-5i 


-movement depends on local demand. 


Copyright by U, C, Inc, 


TRADE DISCOUNT APPLIES TO LIST PRICES ONLY 




















































































































































































































































CARTRIDGE ORIGINATORS 
NAME and 
NEEDLE NUMBERS 


PERMO 

SUGGESTED 

TYPES OF 

PERMO 

FIG. 

NEEDLE 

LIST 

RECORDS 

TIP 

NO. 

NUMBER 

PRICE 

PLAYED 

MATERIAL 

♦ 



M-6(J) 

Astatic M-6(J) 

Sot of two needles 


M-6(M) 

Astatic M-6(M) 

Set of two needles 



78 RPM Conventional Types 


3345 d. 78 Conventional Types 


Cutting Stylus I D-366 I 1.50 < 

NOTE—Refer to Page 5 for Illustrations—Conventional Type Needles. 


Permomotal __ 
Shielded Jewel" 


Diamond 


Permomotal 


♦Refer to Page 6 for Illustrations. 

#Sales Code (Turnover) “E" Excellent; “G" Good; “F" Fair. Where no sales code is shown—movement depends on local demand. 
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U 

M 
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E 

R 
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p* 
E 
R 
M 
0 


CARTRIDGE ORIGINATORS 
NAME and 

NEEDLE NUMBERS 

PERMO 

NEEDLE 

NUMBER 

SUGGESTED 
LIST ; 
PRICE 

TYPES OF 1 
RECORDS 
PLAYED 

PERMO 

TIP 

MATERIAL 

I FIG. 

1 NO. 

1 * 

SALES 

CODE 

PHILCO 


N 

E 

E 

D 

L 

E 

S 


L 

I 

S 

T 

E 

D 


C 

A 

R 

T 

R 

I 

0 

G 

E 


35-2638(J) 
35-2661 (J) 
45-1552(J) 
45-1596(J) 
45-9610(J) 
45-9674(J) 


35-2678(M) 

45-1613(M) 

45-9586(M) 

45-9675(M) 

■^5-1650(3). 

45-9587 (J) 
45-9676(J) 


45-9488(M&M> 

45-9677(MdlVIX 


Shielded Jewel 
Diamond 


45-9588(MdM) 
45-9589(J&J) 
45-9677(M&M) 
45-9678(JAJ) 


45-9784(M&M) 


PICKERING 



1.50 

1 

33^ A 45 

Permometal 

33 


2.50 

33HA45 

Shielded Jewel 

! 32 


25.00 ] 

33H & 45 

Diamond 

t 32 




33H & 45 

78 

Permometal 

Permometal 

33 A 45 

78 

Shielded Jewel 
Permometal 

33H A 45 

78 

Diamond 

Permometal 

33M & 45 

78 

Permometal 

Permometal 



N 

E 

E 

D 

1 

E 


N 

U 

M 

B 

E 

R 

S 


Transcription 


Transcription 


Transcription 


Transcription 


8 

¥.. 



Shielded Jewel 
Diamond 
Shielded Jewel 
Diamond 


Shielded Jewe| 
Diamond 


33H & 45 
33H”&'45'' 


Shielded Jewel 
Diamond 


Shielded Jewel 
Diamond 


74622(D) 

General Electric RPJ-004(D) 
General Electric RPJ-005(J) 


74818(J) 
75770(J) 


74985(M) 
Astatic G(M) 


75045(M) 

76374(M) 

Shore A63MG(M) 
Webster Electric F11(M)1 


75046(M) 

Shore A62A(M) 

Webster Electric F11(M)3 


75496(M) 


_7_5497(M). 

75497 with Jewel Tip 


76323(M) 
Astatic A-1 (M) 


27.50 33M A 45 

Diamond 

3.50 33A 45 

Shielded Jewel 




8 

Shielded Jewel 

51 

8 

Diamond 

51 




1.50 

33H A 45 

Permometal 

1.50 

78 

Permometal 




■HESfiSSSflHHi 

1.50 

33H A 45 

Permometal 

2.50 

33^ A 45 

Shielded Jewel ' 

25.00 

" 33 iA A 45 

Diamond 



SHU RE BROS. 


A52A with Jewel Tip 

■■asWm)'. 


A53MG with Jewel Tip 


A53MG(M) 


A56U with Jewel Tip 
"a5¥u(M). 


A61A(J) 



A62A(M) 

RCA 75046(M) 

Webster Electric F11(M)3 


A63MG(M) 

RCA 75045(M) 

RCA 76374(M) 

Webster Electric F11(M)1 


A65MG(J) 


_A66U(M). 

A67U(J) 


*Refer to Page 6 for lllostrations. 

#Sales Code (Tornover) “E” Excellent; “G” Good;."F" Fair. Where no sales code is shown—movement depends on local demand. 
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CARTRIDGE ORIGINATORS 
NAME and 
NEEDLE NUMBERS 


PERMO 

NEEDLE 

NUMBER 



WEBSTER CHICAGO 


NE215(M&M) 


NE316(MAM) 


WEBSTER ELECTRIC 


A(M)AG 

AJ(M) 

C9(M)2 _ 

F7P(M) 

QKM) 

F7P-2(M) 

Q2(M) 


F11(M)1 
RCA 75045(M) 
RCA 76374(M) 
Shure A63MG(M) 


F11(M)3 
RCA 75046(M) 
Shure A62A(M) 


33H A 45 
78 


33H A 45 

"'sUh'aW" 

“"33M'A 45~" 
78 

.78. 

.78. 

33 H. 45 A 78 

~~3~3H. T5A~78~' 
33?^ A 45 
33H, 45 A*^ 


Permometal 

Permometal 

38 


Permometal 

Permometal 

39 



Shielded Jewel 

Diamond 

Permometal 

Shielded Jewel 

[Diamond 

Permometal 

Shielded Jewel 

Diamojid 

PermometaT 

Permometal 

Permometal 

Permometal 

Permometal 


D-II(MAM) 

Shure A68D(MAM) 


♦Refer to Page 6 for Illustrations. 
//Sales Code (Turnover) "E" Excellent; 
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“G” Good; “F" Fair. Where no sales code is shown—movement depends on local demand. 
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2.50 

Cutting Point 

78 Playing Point 

Permometal 

Permometal 

60 




























































































































REEVES 

SOUNDCRAFT 


FAMOUS NAME 
SOUND RECORDING DISCS 


“THE BROADCASTING STATION STANDARD" 



10 SOUNDCRAFT 


• Greater dynamic range of Soundcraft discs exceeds highest 
broadcasting requirements. 

• Inaudible surface noise. Soundcraft microscopically filters 
all impurities out of coating materials and dries wet coat-^ 
ings with conditioned, dust-free air. 

• High-frequency response to 15,000 cps. Soundcraft coating 
formulation combines proper physical texture with wax-like 
low cutting-friction. 

• Dependability from batch to batch regardless of season. 
The Soundcraft disc plant makes its own weather, eliminates 
mysterious humidity troubles. 

• Uniform cutting for both conventional and micro-groove re¬ 
cording. Soundcraft discs, to minimize minute variations in 
groove depth, are manufactured with the flattest, smoothest, 
aluminum bases obtainable. 


FEATURES 

• Long stylus-life assured. Soundcraft coating purity and low- 
friction reduce stylus wear and eliminate recording failures 
from stylus damage. 

• 1,000 or more playings. Soundcraft's sealed-in lubricant for 
low needle-friction reduces wear to the point where dust in 
grooves and needle quality are chief controlling factors. 

• Long storage-life, recorded or new. Under normal condi¬ 
tions Soundcraft discs cut and play after years of storage. 

• Improved diameter effects. Soundcraft's superior coating 
formula minimizes high frequency loss and actually lowers 
surface noise as diameter decreases. 

• Easy-to-pick-up thread. The Soundcraft coating is com¬ 
pounded with an exclusive ingredient to make thread throw 
toward center, and to minimize static charge. 


DEALER PRICE LIST 


The "PLAYBACK" 

The standard broadcast-quality disc for all professional applications in 
radio stations, arecording and motion picture studios. Physical and 
sound properities assure the finest quality of recorded sound. 

List 



Standard 

Price 

Size 

Package 

Each 

6'/2" 

8" 

20 

20 

.65 

.90 

10" 

20 

1.25 

12" 

20 

2.05 

16" 

20 

3.75 


The "PLAYBACK" —Single Face 

The same quality as the "Playback" but intended for economy applica¬ 
tions requiring the use for only one side. Both sides of the disc are 
coated, and the useable side is identified by the Soundcraft embossing. 



Standard 

List 

Price 

Size 

Package 

Each 

10" 

20 

1.00 

12" 

20 

1.65 

16" 

20 

2.95 


The "AUDITION" 

A double face disc, selected from the regular runs, suitable for less 
important station and studio applications, for schools, amateur, and 
better home recording. Paper labelled for greater convenience. 


Size 

Standard 

Package 

List 

Price 

Each 

6 I/ 2 " 

20 

.55 

8" 

20 

.75 

10" 

20 

1.00 

12" 

20 

1.65 

16" 

20 

2.90 


The "BROADCASTER" 

A MASTER selection in instantaneous sizes for vitally important and 
critical recordings. A premium product guaranteeing absolute perfec¬ 
tion. Available only in double face type. 



Standard 

List 

Price 

Size 

Package 

Each 

10" 

20 

1.40 

12" 

20 

2.20 

16" 

20 

3.95 


The "MAESTRO" 

Oversize MASTER discs for originals in making phonograph records and 
transcriptions. Best available for either regular microgroove record¬ 
ing. Available either with standard one drive hole or with center hole 
only for 45 rpm masters. Processed regularly by all of the foremost 
phonograph, record and transcription manufacturers. 


THE "MAESTRO" — DOUBLE FACE 


Size 

Standard 

Package 

List 

Price 

Each 

12" 

20 

2.55 

13'/." 

20 

3 40 

I7'A" 

20 

5.60 

THE "MAESTRO" — SINGLE FACE 

Size 

Standard 

Package 

List 

Price 

Each 

12" 

20 

2.00 

I3'A" 

20 

2.40 

I7'/4" 

20 

4.10 
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PRICE LIST 

MAGNETIC RECORDING TAPE 


REEVES 

SOUNDCRAFT 


DESCRIPTION 

TYPE 

LENGTH 

REEL 

OXIDE 

WOUND 

STD. 1 
PKG. 1 

LIST 

1 EACH 

RED OXIDE 
PLASTIC BASE 

SOUNDCRAFT Magnetic recording 
tape, a superior tape in quality and 

performance. Plastic base tape in the ^ 

blue package with the red band and 
famous SOUNDCRAFT design. 

TAPE IN SINGLE BOXES 

SPN-1 

150^ 

3" Plastic 

in 

10 

$ 1.00 

SPO-1 

out 

SPN-3 

300^ 

4" Plastic 

in 

10 

$ 2.25 

SPO-3 

out 



5" Plastic 

in 

10 

$ 3.50 


out 





10 

$ 5.50 



RED OXIDE 
PAPER BASE 

SOUNDCRAFT tape is the only record- 

ing tape manufactured by specialists in 

the sound industry. The paper , base is 

distinctive in the blue box with the t ' 

orange bond 

RKN-1 

150^ 

3" Plastic 

_1 

'in 

10 

K 

RKO-I 

out 

RKN-3 

300' 



10 

$ 1.75 

RKO-3 


RKN-6 

625' 

5" Plastic 

in 

10 

$ 2.25 

RKO-6 

out 

RKN.12 

1250' 

7" Plastic 

in 

10 

$ 3.50 

RKO-12 

out 

ALL PLASTIC 

The SOUNDCRAFT Tape chest, an BASE 

exclusive SOUNDCRAFT package. 

5 reels of SOUNDCRAFT plastic 
base tape handsomely packaged 
in this permanent pyroxilin covered 
filing cabinet. Each reel stored hor* 
izontally in its own drawer to pro* 
tect and insure its safety. 

TAPE CHESTS 

(5 REELS PER CHEST) 

SPNC-5 

SPOC-5 

625' 

5" Plastic 

in 

out 

2 

mm, 

s 

SPNC-7 

SPOC-7 

1250' 

7" Plastic 

in 

out 

2 

$27.50 


ALL PLASTIC 
BASE 


SOUNDCRAFT PROFESSIONAL TAPE 


SOUNDCRAFT (Micropolished) Pro* 
fessionai Tope. The latest addition to 
this distinguished line of fine record* 
ing topes. Packaged in the blue box 
with the light blue band this tape 
has been engineered specifically for 
professional users. Micropolishing, in¬ 
sures high fidelity—uniformity— sen* 
sitive high frequency response. 


SOUNDCRAFT (Micropolished) 
Professional Tape is also avail* 
able in the 1“ size in the tape 
chest in order to give users of 
professional tape the advantages 
of this fine package 



SPN-12P 

1200' 

7" Plastic 
Prof Hub 

in 

out 

10 

$ 6.00 

SPN-25P 

2500' 

Hub 

Reel 


B 

$10 00 
$12.85 

\m 




B 

$13.00 

SPN-50P 

5000' 

Hub 

Reel 


■ 

$20.00 

$28.00 

SOUNDCRAFT PROFESSIONAL TAPE CHESTS 

SPNC-7P 

1250' 

7" Plastic 
Prof Hob 

In 

2 

$30.00 

SPOC-7P 

out 
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IllaiCO REPLACEMENT NEEDLES 


CARTRIDGE 

MANUFACTURER 


AMERICAN 

MICROPHONE 


CARTRIDGE 

NUMBER 


S-l: S-IA; S-2; S-2A 


ILLUSTRATION 


CarlridgD M'fctr's 
NeedTe Number 


WALCO 

NEEDLE NUMBER 



IMPORTANT NOTICE! Wolco model numbers also indicate specifications as follows: A- 

(3»speed) TP'^Twin Point C~3 Mil Cutter and Playback 2€—2 Mil Cutter 
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-Alloy S—Sapphire (Syn.) MG—MicroGroove AG-^AII-Groove 
and Playback Tr—Transcription (.0025'' Tip radius) 


Copyright by U. C. P., Inc, 


TRADE DISCOUNT APPLIES JO LIST PRICES ONLY 
























































































































































REPLACEMENT 


CARTRIDGE 

MANUFACTURER 
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an Diamond needles 


Listed by CARTRIDGES 


ASTATIC CORP. 


Walco Needles 


CAC-J, CAC-W-J, CQ-J, 
CQ-IJ, CAC-X, CAC-W-X. 
CQM, CAC-AG-J, 
CQ-AG-J, CAC-78-J, 
CAC-78 W.J, 403-J, 
CAC-78-X, CAC-W-X 


LQDrJ. LQD-IJ. LQD-IJB 


QT-J, QT-2J, QT2-J, 
QT2-J-PN, QT-3J, QT3-i. 
QT3-JA, QT3-J-PN. 
QT-M, QT-2M, QT2-M, 
QT2-M-PN, QT-3M, 
QT3-M, QT3-MA, 
QT3-M-PN, QT. 33 ;. 
QT-33M 


GC-AG-J. GC-J, GC-78-J 


U-J, U-X, U-TR. U-TRX. 
U-78-J, U-78-X 


AC-J, AC-R-J, AC-C-J, 
AC-AG-J, AC-C-AG-J. 
AC-78-J. AC-C-78-J 




ELECTROVOICE 


Walco Needles 


12 , 12 s, 14. 14S 
42, 96, 96-T 


32, 32-S, 33. 33-S, 34 
34-S 


16, 16TT, 16-0, 
16-OTT, 16-S, 16-STT 



GENERAL ELECTRIC I Walco Needles 


RPX-047. RPX-050 

RPX-052 

RPX-053 


RPX-046. RPX-040. 
RPX-041 

RPX-061. RPX-063 



MAGNAVOX 


Walco Needles 



Walco Needles 



W22A. W22AB, P72; 
W22AB-T.P72A;P72AF, 
P72V; P76, P76A. 
P76AFV, P76V, P77. 
P77A. P77AV, P77V. 
P79. PC72V 


W23B, W60A, W60B; 
W60HS; W61B, W23A, 
P30iP70,P85, W67AN 

W21F, P75. P75A; P80 

W26Ai V/26B; W66B; 
P71i P81 


W31AR, WC31AR. 
WC33B.W368. WC36B 
WC24 


SONOTONE-COLUMBIA I Walco Needles 



mm 


WEBSTER-CHICAGO I Walco Needles 



WEBSTER ELECTRIC I Walco Needles 



Al, Al-8. A7, A7-1, 
A7-5, A/-8, A8, AlO, 
AIM, AlM-8, AISM, 
A7M, A7M-1, A7M-5, 
A7M-7, A7SM-1, ASM. 
AlOM, ABIM, AX 


LEGEND: the letters following the model numbers indicate specifications 
as follows: 

D — 3.0 mi! diamond (for 78 RPM) 

MGD — 1.0 mil diamond (for 33^3 and 45 RPM ) 

AGD — 2.0 mil diamond (for all grooves, all speeds) 

TPD — Tvrin Point Diamond, 3.0 mil and 1.0 mil (for 78,33V 3 and 45 RPM) 
DS — 1.0 mil diamond and 3.0 mil sapphire (for 78,33V3and45 RPM) 
TrD —.0025" transcription radius 

♦-Dual Diamond Stylus (-OOr' and .0025" transcription radius) 


Walco DIAMOND NEEDLES Color Code 


SINGLE TIP 
MODELS: 


Copyright 1953, Electrovojc Co. 


Tip Radius 

1.0 Mil (.001") 
2,0 Mil (.002") 
2.5 Mil (.0025") 
3.0 Mil (.003") 
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Color Tip 

Red 

Natural 

Natural 

Natural 


‘ Color Dot' 

Green 

White 

Yellow 

Black 


TWIN POINT 
MODELS: 


Tip Radius 

1.0 Mil (.001") Diamond 
3.0 Mil (.003") Diamond 
l.O Mil (.001") Diamond 
2.5 Mil (.0025") Diamond 
1.0 Mil (.001") Diamond 
3.0 Mil (.003") Sapphire 


TRADE DISCOUNT APPLIES TO LIST PRICES ONLY 


Color Tip 

Red 

Natural 

Red 

Yellow 

Red 

Natural 


Color Dot 

Violet 
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Rigid manufacturing standards, continuous research and testing . . . analyzing . . . 
testing . . . analyzing . . . over and over again always adds up to the same answer. 
“SCOTCH” Brand Magnetic Tape is the No. 1 sound recording tape on the market. 
Ask for it . . . look for it in the distinctive plaid decorated box. It costs no more 
and the brand name “SCOTCH” is your assurance of sound quality. Insist on 
“SCOTCH” Brand Magnetic Tape. 

“SCOTCH” Brand Magnetic Tape is available in the following types and sizes. 


No. 101 (^ A or **B) “SCOTCH” Brand Sound Recording Tape (Paper 
Base — Red Oxide Coating). For use in general recording work 
where economy is essential. 


SIZE LIST PRICE 


1/4" X 150 ft. plastic reel . $0.75 

1/4" X 300 ft. plastic reel . 1.75 

1/4" X 600 ft. plastic reel . 2.25 

1/4" X 1200 ft. plastic reel . 3.50 


No. Ill (*A or **B) “SCOTCH” Brand Sound Recording Tape 
(Plastic Base — Red Oxide Coating). High fidelity plastic tape for 
every recording need, the acknowledged international standard of the 
recording industry. 


SIZE LIST PRICE 


1/4" X 150 ft. plastic reel. $ 1.00 

1/4" X 800 ft. plastic reel . 2.25 

1^" X 600 ft. plastic reel . 3.50 

1/4" X 1200 ft. plastic reel. 5.50 

1/4" X 2400 ft. NARTB hub .. 11.00 

l^" X 2400 ft. NARTB reel . 13.85 

1^" X 4800 ft. NARTB hub . 22.00 

14 " X 4800 ft. NARTB reel . 28.00 


No. Ill (*^*AP) “SCOTCH” Brand Magnetic Tape (Plastic Base — 
Red Oxide Coating). (This tape wound on 7" plastic professional 
reel). 


SIZE LIST PRICE 

1/4" X 1200 ft. plastic professional reel . $6.00 


No. 120 (*A or **B) “SCOTCH” Brand “High Output” Magnetic 
Tape (Plastic Base — Green color for easy recognition). Offers un¬ 
equaled performance in difficult recording applications, giving at least 
8 db more output with no increase in harmonic distortion. 


SIZE LIST PRICE 


1/4" X 600 ft. plastic reel .. $ 4.00 

1/4" X 1200 ft. plastic reel . 6.50 

lA" X 1200 ft. plastic professional reel . 7.00 

1^" X 2400 ft. NARTB hub . 13.00 

X 2400 ft. NARTB reel .. 15.85 

%" X 4800 ft. NARTB hub . 26.00 

1/4" X 4800 ft. NARTB reel . 32.00 


*A Magnetic Coating wound facing in. 
Magnetic Coating wound facing out. 


***AP Magnetic Coating wound facing in. 
Professional reel has 2 %" hub diameter. 
Empty reels and boxes may also be purchased. 


‘^SCOTCH” Brand Splicing Tape No. 41 

This is a special pressure-sensitive tape designed for splicing sound 
recording tape. It has a special white adhesive which will not ooze 
and cause sticky splices when spliced to sound recording tape. i/4" x 
100" length on metal utility dispenser .... List Price $0.29 


“SCOTCH Brand Leader and Timing Tape No. 43 

This is a tough i/4" plastic treated paper tape that can be spliced to 
sound recording tape for protection, for cueing and exact timing. 
1/4" X 150 ft. length.. List Price $0.50 


Made in U.S.A. by 

MINNESOTA MINING & MANUFACTURING COMPANY • St. Paul 6, Minn. 

Copyright by U. C. P.^ Inc, 
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220RPA RED BAND ^ SOUND PLATE" HIGH SPEED PROFESSIONAL MAGNETIC: 

Va" X 150' plastic reel 
Va" X 300' plastic reel 
14" X 600' plastic reel 

1/4" 

1/4" 

1/4" 

1/4" 

1/4" 


1200' plastic or metal reel . 

' X 1200' plastic or metal 7" professional reels.. 

X 2400' NAB hub only . 

X 2400' NAB 10^2" metal reel . 

4800' NAB hub only .. 

4800' NAB 14" metal reel . 


220RPA-P PROFESSIONAL GRADE SOUND PLATE-7" PLASTIC REEL: 


Va” X 1200' professional 7" plastic reel 
7" empty professional plastic reel, 23/4" 


hub.. 


12 

2.10 

12 

4.25 

12 

7.80 

12 

15.50 

12 

16.00 

12 

29.30 

12 

33.85 

12 

57.80 

12 

66.05 

" PLASTIC 

REEL: 

12 

I 16.00 

12 

1 1.25 



195RPA DOMESTIC GRADE BROWN BAND, RED OXIDE, PLASTIC BASE, 
MAGNETIC SOUND RECORDING TAPE: 


1/4" X 150' plastic reel ... 

12 

.75 

14" X 300' plastic reel . 

12 

1.75 

1/4" X 600' plastic reel . 

12 

2.25 

14" X 1200' plastic or metal reel ... 

12 

3.50 

1/4" X 2400' NAB hub only ... 

12 

7.00 

14" X 2400' NAB IOI/ 2 " metal reel .. 

12 

9.85 

Va" X 4800' NAB hub only ... 

12 

14.00 

1/4" X 4800' NAB 14" metal reel ... 

12 

20.00 


I 


205RKA YELLOW BAND, PAPER BASE, RED OXIDE: 


V 4 " 


12 

.75 

Va" 

X 300' plastic reel ... 

12 

1.75 

1 / 4 " 

X 600' plastic reel .,. 

12 

2.25 

Va" 

X 1200' plastic or metal reel .. 

12 

3.50 

Va" 

X 2400' NAB hub only . 

12 * 

7.00 

Va" 

X 2400' NAB 101 / 2 " metal reel . 

12 

9.85 

Va" 

X 4800' NAB hub only ... 

12 

14.00 

Va" 

X 4800' NAB 14" metal reel .. 

12 

20.00 


^ Mod^ in U.1A. by ORRADIO INDUSfRlIS, Inc., Opelika, Alobama 


Prices subjecf to change without notice. 
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MIP Molded-ln-Plate Sockets 

Molded of high dielectric black Bakelite, sturdy, 
steel mounting plate molded directly into the 
solid body, cannot come loose or vibrate. Con¬ 
tacts grip tube prongs firmly and retain their 
resiliency indefinitely. Mount in 1-5/32" round 
hole. Two 5/32" screw holes on 1-1/2" centers. 


Number 

Contacts List 

Number 

Contacts 

List 

77-MIP-4 

4 Contacts $ 

.12 

77-MIP-8 

8, Octal 

$ .14 

77-MIP-5 

5 Contacts 

.12 

77-MIP-9 

9, Octal style 

.18 

77-MIP-6 

6 Contacts 

.12 

77-MIP-ll 

1 r,Octal style 

.24 

77-MIP-7L* 

7 Large 

.14 

77-MIP-12 

12,Octal style 

.30 

77-MIP-7S 

7 Small 

.12 

77-MIP-20 

20 Contact 

.80 


* 77-MIP-7L mounts in 1-9/32" D. round hole. 

Compact MIP Sockets 

Same as MIP series above but smaller in di¬ 
ameter. Mount in 1-1/8" round hole. Two 5/32" 
diameter mounting holes on 1-5/16" centers. 
Black Bakelite dielectric. 

Number Contacts List 

88-8 8 Contacts.$ .14 

88-8X 8, Loktal.21 





Saddle Type Octal Sockets 

An economical socket for below chassis mounting. 
74-8 mounts in a IK" hole with two diameter 
mounting holes on IK" centers. 168-150 mounts 
in 1" hole with two .140" diameter mounting 
holes on 154" centers. Both with 4 grounding 
lugs, tuning fork contacts, black bakelite. 

No. 74-8...List $ .14 

No. 168-015.List .13 


High Voltage Safety Sockets. 



For rectifier and other tubes with base diameter 
of 1.156". Socket is set at the bottom of a deep 
molded Bakelite shell. Heavy steel mounting 
plate molded into shell has 5/32" diam. mount¬ 
ing holes on 1-7/8" centers. Socket mounts 
from above or below in 1-1/2" round hole. 

List 

77A-4T 4 Contacts. Mica-filled.$1.51 



Replacement Sockets 

Regular “S” sockets, assembled with No. 
retainer ring to steel mounting plate wit 
slotted holes to fit mounting centers froi 
1-1/2" to 1-7/8". 


Black 

Bakelite 

List 

Contacts 

Steatite 

Lis 

78-RS4 

$ .14 

4 Contacts 

49-RSS4 

$ .4 

78-RS5 

.14 

5 Contacts 

49-RSS5 


78-RS6 

.14 

6 Contacts 

49-RSS6 

.4 

78-RS7C 

.18 

7 Comb. " 



78-RS7L 

.14 

7 Large 

49-RSS7L 

A 

78-RS7S 

.14 

7 Small 

49-RSS7S 

.4 

78-RS8 

.18 

8 Octa I 

49-RSS8 

■ .4 

78-RS8L 

.22 

8 Loktal 



78-RS9 

.22 

9 Octal style 



78-RSll 

.30 

11 Octal style 


... 



Floating Octal Sockets 

Live rubber grommets fit into mounting hoi 
to cushion this socket for vibratipn-free ope 
ation. Black bakelite dielectric. Mounts : 
1-3/16" round hole above or below chassi 
Two 1/4" screw holes on 1-1/2" centers. 


Number Description 

77-MIP-8FK Octal. Complete with 4 rubber grommets, 2 

mounting screws, nuts and washers.. 

11-3K Kit for making floating connections using 

Amphenol MIP Sockets. 4 grommets, 2 mounting 
screws, nuts and washers only.. 


Li! 

$ 


Tube Shield and Spring Assemblie 



Number Height Description Lis 

5-401 1-3/8" For 7 Pin Miniature Sockets. .$ .1 

5-402 1-3/4" For 7 Pin Miniature Sockets.. .1 

Tube Shields No. 5-401 and 5-402 are used with SbcketsN 
59-367, 147-905, 147-913, 147-925, 147-955 and 147-96 

5-405 1-1/2" For Noval Sockets.: 

5-408 1-15/16" For Noval Sockets.;.. 

5-409 2-3/8" For NoVal Sockets.:: 

Tube Shields No. 5-405, 5-408 and 5-409 are used wii 
Sockets No. 59-369, 59-406 and 59-407. 


MINIATURE 7 AND 9 PIN SOCKETS 


ZIP-IN, Ethylon-A 



Molded of Ethylon-A with high “Q” factor. 
Mounting plate has .136" diameter holes on 
1-5/16"centers. Round chassis holes are27/32" 
for 7 pin and 15/16" for 9 pin. 


Number Description List 

59-357 7 Pin. Without tube shield 

base.$ .21 

59-367 7 Pin. With tube shield base. . .27 

59-359 9 Pin. Without tube shield 

base.51 

59-369 9 Pin. With tube shield base.. .61 



Bakelite and Steatite Sockets 

Used for television, FM, auto radios, portables, etc. 147 Seri 
mount in 5/8" chassis hole; mouhting centers 7/8"; screw hoi 
1/8". 59 Series mount in 3/4" chassis hole; mounting centers 1-1/8 
rivet holes .095". 


Bottom Mounting—No Tube Shield Base 


Number 

147-500 

147-501 

59-409 

59-410 


Contacts Dielectric Li 

7 Black Bakelite..$ . 

7 Steatite... 

9 Black Bakelite... 

9 Mica-Filled Bakelite. 


147-905 

147-913 

147-925 

59-406 

59-407 


Top Mounting—With Tube Shield Base 

7 Black Bakelite. . .. 

7 Mica-Filled Bakelite. 

7 Steatite.... 

9 Black Bakelite.. 

9 Mica-Filled Bakelite. 


Rubber Mounted—No Tube Shield Base 

147-502 7 Black Bakelite. 


Rubber Mounted—With Tube Shield Base 

147-955 7 Black Bakelite .... 

147-963 7 Mica-Filled Bakelite....... 
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Shielded Cable Connectors, 110—250 Volt 

End Cable Outlet—For cables up to diameter 

able with cable clamp that 
relieves soldered connections of strain, or with rubber grommets for 
protection against abrasion. 

With Cable Clamp With Grommet 

List Description List 

t .66 3 Pole Receptacle 60-F4 $ .60 

60- Mll ,66 3 Pole Polarized Plug 60-M4 .60 

2 Pole Universal Receptacle 61-F4 .48 

*51 2 Pole Standard Plug 61-M4 .48 

61- MPll .54 2 Pole Polarized Plug 61-MP4 .48 

Flush Motor Plug, 110-250 Volt 

Neat, compact plug or receptacle set in type 61-61 steel shell for 
below surface mounting. Room for insertion of Amphenol End Cable 
Outlet Plugs. 

Number Description List 

61-FlO 2 Pole Universal Receptacle. S 48 

61-MlO 2 Pole Standard Plug. . 4 « 

61*MP10 2 Pole Polarized Plug..*.*.*.**!.*.*.*!!.*!!! !48 

Molded-ln-Plate Receptacle 

Same as 61-F Receptacle with standard 
steel mounting plate molded into the Bake- 
lite body. Mounts in 1-3/16''chassis hole; 
two 5/32" screw holes on 1-1/2" centers. 

No. 61-MIP-61F 2 Pole Universal Receptacle.List.$.30 


Miniature Cable Connectors 




Alignment Tool 




For shielded or unshielded cables having up to 6 conductors. Black 
Bakelite elements are housed in cadmium plated brass shells and 
are held in place by side set screws. Polarized contact spacing 
makes incorrect insertions impossible. Accommodates cable up to 
1/4" diameter. 



Short Shell-13/16" 

Long 


Male 

List Description 

Female 

List 

91-MPM3S 

$ .36 3 Contact 

91-MPF3S 

$ .36 

91-MPM4S 

.40 4 Contact 

91-MPF4S 

.40 


Long Shell—1-3/16" Long 


Also use with shielded chassis units shown below. 


91-MPM3L 

$ ,36 3 Contact 

91-MPF3L 

$ .36 

91-MPM4L 

,40 4 Contact 

91-MPF4L 

.40 

91-MPM5L 

.45 



91-MPM6L 

.45 



Note: 

Flared Shell 

-1-3/16" Long 


Use long shell type with ^ 

shielded chassis units; use '-ontact 

91-MPF3. 

.$ .36 

either long or short shells 4 Contact 
with unshielded types such 

91-MPF4. 

,. .40 

as 78-S3S and 

86-CP-3S. 




Made of Amphenol 912-A polystyrene. 
Has no capacity effect when aligning 
critical circuits, A necessary tool for 
anyone who must make adjustments on 
. high frequency circuits. 

No. 55 U.H.F. Alignment Tool (minimum order 24).List $ .25 

Illustrated above is the colorful sales card on which 
are mounted 24 Amphenol Alignment Tools. 

No. 55-024 Sales Card with 24 Alignment Tools.List $6.00 

Shielded Multi-Wire Cable Connectors 

Multi-wire cable connectors consist of 

nections and provides an unbreakable 
cover for cable termination. Cap may 
be removed with an ordinary screw¬ 
driver. Accommodates cable up to 7/16" diameter. Female chassis 
receptacles or sockets 78-S, 78-RS and 77-MIP; male receptacles are 
listed below. 

With Rubber Grommets 


With Rubber Grommet Type Plug Cap 3-13. 



Female 

List 

Contacts 

Male 

List 

78-PF4 

$ .31 

4 Contact 

86-PM4 

$ .31 

78-PF5 

.31 

5 Contact 

86-PM5 

.31 

78-PF6 

.31 

6 Contact 

86-PM6 

.31 

78-PF7L 

.31 

7 Large 

86-PM7L 

.31 

78-PF7S 

.31 

7 Small 

86-PM7S 

.31 

78-PF8 

.35 

8 Octal 

86-PM8 

.35 

78-PF9 

.39 

9 Octal Style 

86-PM9 

.39 

78-PFll 

.47 

11 Octal Style 

86-PMll 

.47 



20 Contact 

86-PM20 

1.00 


With 

Coble Clamps 



With positive grip Cable Clamp Type Plug Cap 3-24. 

List 

78-PF4-11 

$ .37 

4 Contact 

86-PM4-11 

$ .37 

78-PF5-11 

.37 

5 Contact 

86-PM5-11 

.37 

78-PF6-11 

.37 

6 Contact 

86-PM6-11 

.37 

78-PF7L-11 

.37 

7 Large 

86-PM7L-11 

.37 

78-PF7S-li 

.37 

7 Small 

86-PM7S-11 

.37 

78-PF8-11 

.41 

8 Octal 

86-PM8-11 

.41 

78-PF9-11 

.45 

9 Octal Style 

86-PM9-11 

.45 

78-PFll-ll 

.53 

11 Octal Style 

86-PMll-ll 

.53 


155 Series Miniature 7-Contact Connector 


For use in the interconnection of miniature 
electronic equipment. Over-all diameter in¬ 
cluding the retaining flange is only 
Bodies are threaded to mount without ex¬ 
ternal shells. Contacts are for No. 20 wire. 




No. 155-352 Male Connector... 
No. 155-353 Female Connector. 


.List $3.00 
List 4.50 


Shielded Chassis Units 

Economical chassis receptacles for connecting 

_ shielded or unshielded cables having from 2 

J to 6 conductors (for 2 wire cable use 3 contact 

unit and leave 1 contact unwired). Black 
Bakelite element; steel mounting plate. Can 
be mounted on surface or behind chassis or 
Ml panel in 7/8" D. hole; 5/32" screw holes on 

1-1/4" centers. Use with long shell cable con¬ 
nector above for a fully shielded connection. 


Female 

78-PCG3 

78-PCG4 

78-PCG5 

78-PCG6 


Description 

3 Contact.,. 


26 Series Rack and Panel Connectors 

Eyelets for added strength in mounting, 
1^^ jo male contacts molded into the inserts. Fe- 

11^^' 11™ ii contacts of beryllium copper. High 

Mil 11/ Quality mica-filled phenolic inserts. Alum- 

inum housing has cable clamp. Voltage 
rating 500 volts RMS, 60 CPS at sea level. 
Insert Only With Housing 




List 

Description 


List 

List 

26-804 

$2.00 

Male, 11 Contacts 

26-809 

$3.20 

$ .36 

26-805 

1.45 

Female, 11 Contacts 

26-808 

2.65 

.36 

26-151 

2.30 

Male, 15 Contacts 

26-152 

3.60 

.41 

26-150 

1.60 

Female, 15 Contacts 

26-153 

2.90 

.41 

26-806 ,, 

2.75 

Male, 20 Contacts 

26-811 

4.15 


26-807 

2.00 

Female, 20 Contacts 

26-810 

3.40 
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BiUE RIBBON CONNECTORS 
RACK and PANEL 



These connectors feature a unique spring contact 
construction that provides positive contact, even 
under vibration, with low insertion and extraction 
force while maintaining high individual contact 
pressure. Spring members meet all service require¬ 
ments with a safety factor of five or more. 


No. of 

Plug Con- List 
tacts Each 
26-182 8 2.00 

26-159-16 16 3.40 

26-159-24 24 3.90 

26-159-32 32 4.60 


No. of 

Recep- Con- List 
tacle tacts Each 
26-183 8 2.10 

26-190-16 16 3.50 

26-190-24 24 4.00 

26-190-32 32 4.80 


Receptacle Shells 



AGS Shell extends “CP” 
or “S” type sockets or 
plugs 13/16" above or be¬ 
low surface. 4 knockouts 
in sides. Mounts in 
1-3/4" hole; has 3 notched 
holes for No. 6 screws. 


Number Description List 

23-lS For small “S’’ Sockets.$.12 

23-IL For Iq^tge “S” Sockets.12 


61-61 Shell. Nickel 
plated steel shell, lowers 
bottom of “CP" and 
’ ‘S" type plugs and sock¬ 
ets and 60 and 61 con¬ 
nectors 1-3/16" below 
surface. Mounts in 
1-7/16" hole; two 5/32" 
screw holes on 1-3/4" 
centers. 

No. 61-61 Shell only..List $ .18 



Tip Jacks 

Molded of Bakelite in black or red. Mount in 3/8" 
hole with retainer ring included. Use standard phone 
tips for 78-1 PI, and 78-1 Contacts recessed 1/8", 
the body may be used as a feed-thru. 



Number Description 

List 

78-IS 

For 3/32" Plug. 

$ .09 

78-IL 

For 5/32" Plug. 

.09 

78-lM 

For 1/8" Plug. 

.09 

78-lP 

For .080 Phone Tip...... 

.09 

78-lPl 

High Voltage for .080 


Phone Tip. Mounts in 1/2'' 
hole..... 

.12 



Single Prong Plugs 

Bakelite Plugs, black or red, for use with 
Tip Jacks above. 


Number Description List 

71-IS For 3/32" Socket____ .$ ,06 

71-liVl For 1/8" Socket.06.. 

71-lL For 5/32" Socket.06 


Inserts and Shells for Cable Plugs, Connectors and 


Receptacles/For Assembly into Type Required 



For 110-250 Volf Plugs and Receptacles 

Compact in design, molded from high dielectric 
black Bakelite. Rated at 15 amp., 110 v. or 10 
amp., 250 v. Two-pole type accepts any standard 
electric plug. Retainer ring type mounts in 1-11/64" 
keyed hole as punched by Tools 25-LD-l Mounting 
plate type requires 1-9/32" D. chassis hole; has 
slotted screw holes on 1-1/2 to 1-7/8" centers—Mounting 
plate type is similar to Type “RS” Replacement Sockets. 



Retainer Ring Type 
Number List 


Receptacles 

Description With Mounting Plate 

Number List 


61-F 

60-F 


$ .30 
.42 


2 Pole, Universal 61-Fl 

3 Pole, Polarized 60-Fl 


$ .34 
.46 


Plugs 

Retainer Ring Type Description 

Number List 


With Mounting Plate 
Number List 


61-M $ .30 

61-MP .30 

60-M .42 


2 Pole, Standard 

2 Pole, Polarized 

3 Pole, Polarized 


61-Ml $ .34 

61-MPl .34 

60-Ml .46 



“S” Socket 
(Listings on 
page 1). 

“CP” 

Black 

Bakelite 

List 

86-CP4 

1 .13 

86-CP5 

.13 

86-CP6 

.13 

86-CP7L* 

.13 

86-CP7S 

.13 

86-CP8 

.17 

86-CP9 

.21 

86-CPll 

.29 


For Multi-Wire Plugs and Receptacles 

For quick, easy assembly to chassis or panels from 19 to 16 gage 
(.044 to .062") using Amphenol retainer ring. Black Bakelite 
or Mica-Filled Bakelite. Cadmium plated socket contacts for 
easy soldering; plug prongs are nickel plated brass; rotation 
feature for lining up contacts. Complete with retainer ring. 

Can be assembled in any of the plug caps or receptacle shells 
beibw. For chassis mounting in 1-11/64" keyed hole as 
punched by Tools 25-LD-l. 

“CP” Plugs 


Contacts 

Mica-Filled 

Bakelite 

List 

4 Prong 

86-CP4T 

$ .21 

5 Prong 

86-GP5T 

.21 

6 Prong 

86-GP6T 

.21 

7 Large 

86-CP7LT* 

.21 

7 Small 

86-GP7ST 

.21 

8 Prong, Octal 

86-GP8T 

.24 

9 Prong. Octal Style 

86-CP9T 

.28 

11 Prong, Octal Style 

86-GPllT 

.36 


* Mounts in 1-21/64" keyed hole. Use 25-LD-2. 



3-10 3-12 3-13 3-17 3-24 

Cable terminals can be assembled with these plug caps, using retainer ring type plugs, sockets 
and 60 and 61 series shown above. Plug caps are designed to fit all but the 7-large and 7-com¬ 
bination sizes. For.7-large and 7-comb, use Plug Cap 3-13L shown below. 

Number Length End Hole Side Hole Grommet List 

3-10 1" None None None $ .18 

3-12 1" 5/16" None Metal .18 

3-13 1" 7/16" None Rubber .18 

3-17 1" None 7/16" Rubber .18 

3-24 Cap with Cable Clamp attached. Accommodates cables to 1/2" 

diameter...24 

79-CC4 Cable Clamp only. Same as used on Cap 3-24.... .12 

3-13L Cap for large 7 Socket and Plugs, end rubber grommet 7/16" ID..24 



Crystal Holder $ocket 


Molded of-mica-filled Bakelite .. . 
fpr Crystal holders having 2 prongs 
on 3/4" centers. Easily mounted. 
May be used as dual tip jacks 
on test panels. 


Number Description List 
33-2T For 1/8" Prongs.. .$ .17 
33-3T For 5/32" Prongs. . .17 
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Heavy Duty Power Plugs 

Male unit has four heavy brass blades; fernale has heavy phosphor bronze contacts. 
For use with current loads up to 15 amperes at 125 volts or 10 amperes at 250 volts. 
Molded black Bakelite unit is enclosed in tight, heavy brass shell . . . bright cad¬ 
mium plated. Polarized with shell keys and key ways. Strain is taken up by concealed cable 
clamp. Grounding screw in body for safe wiring. Threaded locking ring keeps shells tight. 



Chassis or panel receptacle mounts in 13 ^" hole in any material up to thick. Complete with 
lock washer, spacer washer and nut. 



Molded Speaker Plugs 

Prongs are securely molded into one- 
piece black bakelite body; Each prong 
is deeply set into individually molded 
pocket, eliminating the possibility of 
shorts in case of pull-back of wire 
insulation. 



Plug 


Mating parts are arranged ii 

Number Contacts List I 

92-M Male.$3.01 

92-Fl Female_ 3.01 1 



Jack 


same horizontal line belovo. 

Number Contacts List I 

92-F Female_$3; 01 

92-Ml Male.3.01 | 



Receptacio 


Number Contacts List 
92-C Female. .. .$3.01 
92-Cl Male.3.01 



Cap and Chain 

For sealing power plugs and radio connectors against dirt and moisture. 
Can be used with connectors listed abov6 and below having male threads. 
Heavy brass cap, chrome plated. Nickel silver bead chain. 

No. 79-CCC8 Cap and Chain....List $ .61 


Heavy Duty Radio Connectors 

The plugs shown in bold face type mate with jacks and receptacles listed in bold type in the 
same horizontal line. For numbers in light faced type follow the same procedure . . . plugs 
mate with jacks and receptacles in the same horizontal line. Bold type also designates the 
most popular units. 


With 

Finger 

Grip Prongs List 
71-4 4 $ .13 

71-5 5 .13 

71-6 6 .13 

71-7 7 .13 


With 

Straight 

Sides Prongs List 

70-8 8 $ .17 

70-9 9 .21 

70-12 12 .30 

70-20 20 .61 


Miniature Plugs 

Cable Type used extensively for 
speaker connections in compact mid¬ 
gets. Ideal for all plug-in connections 
where space is limited. Brass prongs 
are deeply recessed in molded pockets 
preventing shorts due to insulation pulling back. 
With molded finger grip. Use with miniature sockets. 




Chassis Type mounts in plain round 
5/8" hole. No screws or rivets required. 
Held firmly by retainer ring included. 
Use with female miniature connectors 
(MPF type). 


Cable 

List 


Chassis 


Type 

Price 

Description 

Type 

List 

71-3S 

$ .15 

3 Prong 

86-CP-3S 

$ .15 

71-4S 

.15 

4 Prong 

86-CP-4S 

.15 

71-5S 

.21 

5 Prong 



71-6S 

.21 

6 Prong 





Contacts 

Plug 

Male Female 

Jack 

Female Male 

Receptacle 

Female Male 

List 

4 

79-04M 

79-04F1 

79-04F 79-04M1 

79-P04F 79-P04M 

$1.51 

5 

79-05M 

79-05F1 

79-05F 79-05 Ml 

79-P05F 79-P05M 

1.51 

6 

79-06M 

79-06F1 

79-06F 79-06M1 

79-P06F 79-P06M 

1.51 

8 

79-08M 

79-08F1 

79-08F 79-08M1 

79-P08F 79-P08M 

1.51 

12 

79-012M 

79-012FI 

79-012F 79-012M1 

79-P012F 79-P012M 

2.41 



Bulb Tester and Tube Socket 

Standard 7 contact combination socket for large and small 7 prong tubes. 
For testing miniature bulbs, either screw or bayonet types. 


Number Description List 

78-7CD With retainer ring.$ ,53 


Adapters 



A simple way to make adapter units which may be used for moderniz¬ 
ing tube checkers and analyzers, adapting new tubes to old circuits and 
for connections to output meter, phonograph pickup, etc. 


Socket Tops Only 

Number Contacts List 

44-8 8 Octal .24 

For testing new 9 pin minia¬ 

ture tubes. 

44-9 9 Noval .45 


Bases Only 

With side stud accommodating a 
metal tube grid cap clip. Both 
tops (left) and bases are drilled 
for; self-tapping screws which are 
supplied with bases. 

Number Prongs List 

50-.8SG 8 Octal .36 


Shell Only 

Of metal tubing for snap-in connection on either end of Amphenol "S" type sockets or 
"CP” plugs. Combinations possible from 4 to li prongs or contacts. 


No. 3-14D With side hole, rubber grommet 


List $ .24 


Rectangular Plugs and Sockets 



Style B 



For compact apparatus. Plugs 
are often used as a supported 
type self-sustaining coil form. 


Plugs 


Num¬ 

Prongs or 


ber 

Style Contacts 

List 

70-25 

B 3 

.15 

70-26 

B 4 

Sockets 

.18 

77-26 

C 4 

.30 


Tap Change Switch 



An 8-position single pole continu¬ 
ous switch with white markings 
clearly visible in window cap. Side 
set screw locks switch arm in po¬ 
sition preventing accidental tap 
changes. 


Number Description List 

36-1 With numerals 1 to 8.$ .90 

36-2 With impedance markings 0—2— 

4—8—16—250—500.90 


Universal Grid Cap 

A grid cap of improved desigu 
for universal use with tube grid 
caps from M to diameter 
including standard glass and 
metal tubes. Spring brass con¬ 
tacts in phenolic body. 

63-1 Unwired Grid Cap..List Price $ .18 
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Series 75 Microphone Connectors—Singie Contact 


Fit almost every microphone. Standard with leading manufacturers,for 
many years. Compact, rugged, neat. Chassis receptacles are integral 
parts of microphones using single conductor cable. Widely used in am¬ 
plifiers, transmitters, phonoelectric devices, home recorders and similar 
equipment. They are also suitable for connecting various units such as 
PM speakers, headphones, and for theft alarms or wall type coin operated 
devices, etc. 



In the 75 Series, plugs mate with all cable jacks and receptacles. Circuit 
closing contacts are the same except that they close the circuit when 
plug is disengaged, eliminating open circuit grid howls. 

Locknut Receptacles mount in .385" holes when grounding to chassis 
and holes for ungrounded 2 circuit applications. 


and Chain 



75-MClFA 


75-MC1F 


75-MC1M 


75-PCI M 75-CL-PClM 


la Angle Plug 

Straight Plug 

Cable Jack 

Locknut Receptacles 

Contact List 

Contact List 

Contact 

List 

Contact List 

75-MClF-A Flush $1.00 

75-MClF Flush $.45 

75-MClM Flush 

$.35 

75-PClM Flush $.30 

75-CL-PClM Cl. Cr. .45 



Seals open chassis 
units against dirt and 
dust. Also used with 
8:0 Series Connectors. 
75-CCCl..List $.55 
Cl.Cr. Closed Circuit. 



Phone Plug Adapter 

Screws into coupling ring of 75-MClF and 
75-MClF-A plugs, permitting the cable to be 
plugged into any standard phone jack. No solder¬ 
ing or wiring. 

75-MClP.List $.50 


Microphone Switch 

Threaded on one end, coupling ring on the 
other end. For 75 Series Connectors. May 
be connected directly to any mike equipped 
with 75-PClM or simliar receptacle. Push- 
to-talk or slide button for permanent con¬ 
nection. 



75-MGlS...List $1.40 

Series 80 Microphone Connectors—Single and Double Contacts 



Series 80 Cable Connectors are designed for shielded 
cables; for single and two conductor coaxial cables, 
microphone cables; for twisted pairs, concentric lines, 
photo cell leads, patch cords and similar uses. Suitable 
for connecting model railroad equipment, pin ball games 
and other small electrical apparatus. Elements are high 
dielectric black Bakelite. Receptacles mount in 5/8" 
chassis holes. Maximum chassis thickness for locknut 
type receptacles is 11/32". 

Mating families of connectors are listed in hori¬ 
zontal lines. 

The most popular connectors are shown In bold 
face type. 

Cap and Chain required is 75-CCCl. 

M Male. F Female. 

Series 91 Microphone Connectors—3 and 4 Contacts 

• Pulling and twisting strain on soldered contacts is eliminated because 
a squeeze-type clamp grips cable securely after assembly. 

Chassis receptacles mount in 27/32" chassis holes. Maximum chassis 
thickness for chassis receptacle is 1/8". 


Plugs 

Cable Jacks 

Locknut Receptacles 

Contacts List 

Contacts List 

Contacts List 

80-M M $.71 

80-Fl F .71 1 

SINGLE CONTAC: 

80-F F $.71 

1 80-Ml M .71 1 

r 

80-C F $.44 

1 80-Cl M .44 

80-MC2M M .88 1 

80-MC2F1 F ,88 

TWO CONTACTS 

1 80-MC2F F .88 I 

1 80-MC2M1 M .88 

1 80-PC2F F .49 

1 80-PC2M M .49 


Extensively used on all types of portable apparatus, these connectors 
were designed primarily to use with microphones. Some of the advantages 
of Amphenol Microphone Connectors ... 

• Accidental disconnections are eliminated by a positive screw-type 

connection. i • j 

• Incorrect insertions are impossible because connectors are polarized. 



91-MC3M 


91-MC3F 



Mating families of connectors are listed in horizontal lines. 


Side Cable Outlet 


91-PC3F 


Plugs 

Cable Jacks 

Chassis Receptacles 

j f:;ontacts 

List 

Contacts List 

Contacts 

List 




THREE CONTACTS 



91-MC3M 

M 

$1.10 

91-MC3F F $1.10 

91-PG3F 

F 

$ .55 

91-MC3FI 

F 

1.10 

91-MG3M1 M 1.10 

91-PC3M 

M 

.55 




FOUR CONTACTS 



91-MC4M1 

M 

1.20 1 

91-MC4F F 1.20 

91-PC4F 

F 

.60 

91-MC4F1 

F 

1 20 

91-MC4M1 M 1.20 

91-PC4M 

M 

.60 



Provide an outlet for micro¬ 
phone cable where it is not prac¬ 
tical to run the cable thru the 
stand. For use between micro¬ 
phones and stands having 5/8- 
27 threads. 

91-SC03.List $. 82 


Cap and Chain 


M Male. F Female. The most popular connectors are shown in bold face type. 


For 91 Series Connectors. Same construction and ma¬ 
terial as No. 75-CCCl. 

No. 91-CCC3. .. List $ .55 
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Amphenol Rqdio Frequency Connectors 


Amphenol low-loss RF Connectors, Adapters and Terminations have been especially designed for 
use with RG/U type Coax and Twinax. There is an Amphenol connector for every RF application. 



83-1SP 



83-1AP 



83-1R 



82-66 



31-002 



Am- 





Am- 




Military 

phenol 



List 

Military 

phenol 



List 

No. 

No. 

Description 

Class 

Each 

No. 

No. 

Description 

Glass Each 

UG-18B/U 

82-86 

Plug 

N 

$3.25 

UG-352/U 

82-80 

Receptacle 

LC $12.00 

UG-19B/U 

82-87 

Panel Jack 

N 

3.75 

UG-357/U 

83-21R 

Receptacle 

UHF 

2.50 

UG-20B/U 

82-88 

Jack 

N 

3.25 

UG-358/U 

83-21SP Plug 

UHF 

4.50 

UG-21B/U 

82-61 

Plug 

N 

3.00 

UG-359/U 

83-21AP Right Angle 



UG-21G/U 

82-96 

Plug 

N 

3.50 



Adapter 

UHF 

5.50 

UG-22B/U 

82-62 

Panel Jack 

N 

3.50 

UG-360/U 

83-21J 

Junction 

UHF 

2.75 

UG-22G/U 

82-95 

Panel Jack 

N 

4.00 

UG-363/U 

83-lF 

Feed-Through, 



UG-23B/U 

82-63 

Jack 

N 

3.00 



Pressurized 

UHF 

2.50 

UG-23G/U 

82-94 

Jack 

N 

3.50 

UG-447/U 

31-817 

Receptacle 

BNC 

3.89 

UG-27A/U 

82-64 

Angle Adapter 

N 

7.00 

UG-496/U 

82-92 

Receptacle 

HN 

3.75 

UG-27B/U 

82-98 

Angle Adapter 

N 

6.00 

UG-560/U 

82-805 

Receptacle 

HN 

7.00 

UG-28A/U 

82-99 

“T” Adapter 

N 

7.50 

UG-564/U 

82-508 

Adapter 

C 

4.85 

UG-29A/U 

82-65 

Straight Adapter N 

3.25 

UG-565/U 

82-509 

Adapter 

C 

6.75 

UG-29B/U 

82-101 

Straight Adapter N 

3.75 

UG-566/U 

82-507 

“T” Adapter 

c 

10.00 

UG-30/U 

82-66 

Feed-Through, 

N 

4.00 

UG-567/U 

82-506 

Right Angle 





Pressurized 





Adapter 

c 

10.00 

UG-57B/U 

82-100 

Straight Adapter N 

5.00 

UG-568/U 

82-504 

Receptacle 

c 

3.80 

UG-58/U 

82-24 

Receptacle 

N 

2.25 

UG-569/U 

82-505 

Receptacle 

c 

5.00 

UG-58A/U 

82-97 

Receptacle 

N 

2.50 

UG-570/U 

82-502 

Jack 

c 

5.50 

UG-59A/U 

82-38 

Plug 

HN 

5.50 

UG-571/U 

82-501 

Panel Jack 

c 

4.50 

UG-59B/U 

82-804 

Plug 

HN 

7.25 

UG-572/U 

82-503 

Jack 

c 

4.50 

UG-60A/U 

82-39 

Jack 

HN 

3.75 

UG-573/U 

82-500 

Plug 

c 

5.50 

UG-60B/U 

82-814 

Jack 

HN 

22.00 

UG-574/U 

82-85 

Plug 

N 

5.50 

UG-61A/U 

82-40 

Jack 

HN 

4.25 

UG-575/U 

82-83 

Receptacle 

N 

5.00 

UG-61B/U 

82-815 

Jack 

HN 

23.00 

UG-646/U 

83-lAP 

Right Angle 



UG-85/U 

82-21 

Plug 

BN 

3.60 



Adapter 

UHF 

2.00 

UG-87/U 

82-42 

Receptacle 

BN 

3.25 

UG-657/U 

31-102 

Receptacle, 



UG-88/U 

31-002 

Plug 

BNC 

3.25 



Pressurized 

BNC 

3.48 

UG-88B/U 

31-018 

Plug 

BNC 

3.50 

CW-123/U 

31-006 Cap and Chain 

BNC 

1.15 

UG-89/U 

31-005 

Jack 

BNC 

3.00 

GW-155/U 

31-007 Cap, less Chain 

BNC 

1.00 

UG-89A/U 

31-019 

Jack 

BNC 

3.25 

CW-159/U 

31-017 Shorting Plug 

BNC 

1.80 

UG-94A/U 

82-84 

Plug 

N 

3.25 



with Chain 



UG-95A/U 

82-89 

Jack 

N 

3.25 

MX-103/U 

103-301 Tapering Tool 

HN 

16.50 

UG-96A/U 

82-90 

Panel Jack 

N 

3.75 

MX-564/U 

82-48 

Armor Clamp 

N 

.75 

UG-102/U 

83-22SP Plug, Sm. Twin 

UHF 

1.50 

MX-564A/U 82-109 Armor Clamp 

N 

1.80 

UG-103/U 

83-22R 

Receptacle, Sm. 

UHF 

1.50 

MX-913/U 

82-106 Cap and Chain 

N 

1.25 



Twin 



49190 

83-ISP Plug 

UHF 

1.00 

UG-104/U 

83-22APAngle Adapter, 

UHF 

3.00 

49191 

83-lJ 

Junction 

UHF 

1.50 



Small Twin 



49192 

83-lAP 

Right Angle 

UHF 

2.00 

UG-105/U 

83-22J 

Junction, 

UHF 

2.50 



Adapter 





Small Twin 



49192A 

83-58 

Right Angle 

UHF 

3.00 

UG-106/U 

83-lH 

Hood 

UHF 

.25 



Adapter 



UG-107A/U 

82-36 

“T” Adapter 

N 

7.50 

49193 

83-lH 

Receptacle Hood UHF 

.25 

1 UG-107B/U 82-102 

“T” Adapter 

N 

7.50 

49194 

83-lR 

Receptacle 

UHF 

1.10 

UG-lll/U 

83-750 

Plug for 

UHF 

1.25 

49195 

83-lSPNPlug 

UHF 

1.50 



small cable 



49198 

83-2AP Right Angle 

UHF 

6.00 

UG-114/U 

82-25 

Panel Jack 

BN 

3.75 



Adapter 



UG-115/U 

82-26 

Jack 

BN 

3.35 

49199 

83-lT 

“T” Adapter 

UHF 

2.70 

UG-154/U 

82-59 

Plug 

LC 

15.00 

49267 

82-64 

Right Angle 

N 

7.00 

UG-159A/U 82-103 

Jack 

N 

6.00 



Adapter 



UG-160A/U 82-67 

Jack 

N 

3.25 

49470 

82-24 

Receptacle 

N 

2.25 

UG-160BAJ 82-93 

Jack 

N 

3.75 

49482 

83-776 

Plug 

UHF 

1.75 

UG-167A/U 82-104 

Plug 

N 

14.00 

491049 

83-lF 

Feed-Through, 

UHF 

2.50 

UG-175/U 

83-185 

Adapter 

UHF 

.25 



Pressurized 



UG-176/U 

83-168 

Adapter 

UHF 

.25 

PL-258 

83-lJ 

Junction 

UHF 

1.50 

UG-177/U 

83-765 

Hood 

UHF 

.40 

PL-259 

83-lSP 

Plug 

UHF 

1.00 

UG-196/U 

83-22T 

“T” Adapter 

UHF 

3.25 

PL-259A 

83-lSPNPlug 

UHF 

1.50 

UG-203/U 

83-776 

Plug 

UHF 

1.75 

PL-274 

83-lF 

Feed-Through, 

UHF 

2.50 

UG-204A/U 82-105 

Plug 

N 

7.50 



Pressurized 



UG-206/U 

31-101 

Receptacle 

BN 

3.48 

PL-275 

83-22F 

Feed-Through, 

UHF 

3.50 

UG-212A/U 

82-91 

Right Angle 





Pressurized 





Adapter 

HN 

6.00 

PL-284 

83-22SP Plug, Sm. Twin 

UHF 

1.50 

UG-254A/U 31-016 

Receptacle, 



PL-285 

83-22J 

Junction, Sm. 

UHF 

2.50 



Pressurized 

BNC 

5.50 



Twin 



UG-260/U 

31-012 

Plug, 



PL-293 

83-22AP Right Angle 

UHF 

3.00 



Weatherproof BNC 

3.00 



Adapter, 



UG-260A/U 31-021 

Plug, 





Small Twin 





Weatherproof BNC 

3.25 

PL-295 

83-2SP 

Plug, Large TwinUHF 

3.88 

UG-261/U 

31-015 

Jack, 



PL-305 

83-2J 

Junction, Large 

UHF 

2.94 



Weatherproof 

BNC 

2.75 



Twin 



UG-261A/U 31-022 

Jack, 



PL-325 

83-2AP 

Right Angle 





Weatherproof BNC 

3.00 



Adapter, 



UG-262/U 

31-011 

Panel Jack, 





Large Twin 

UHF 

6.00 



Weatherproof 

BNC 

3.25 

SO-239 

83-lR 

Receptacle 

UHF 

1.10 

UG-262A/U 31-023 

Panel Jack, 



SO-264 

83-22R 

Receptacle, 





Weatherproof 

BNC 

3.50 



Small Twin 

UHF 

1.50 

UG-274/U 

31-008 

“T” Adapter 

BNC 

7.50 

SO-265 

83-2R 

Receptacle, 



UG-290/U 

31-003 

Receptacle 

BNC 

3.00 



Large Twin 

UHF 

2.97 

UG-291/U 

31-001 

Panel Jack 

BNC 

3.50 

M-358 

83-IT 

“T” Adapter 

UHF 

2.70 

1 UG-291A/U 31-020 

Panel Jack 

BNC 

3.75 

M-359 

83-lAP 

Right Angle 



UG-306/U 

31-009 

Right Angle 





Adapter 

UHF 

2.00 



Adapter 

BNC 

7.25 

M-359A 

83-58 

Right Angle 



UG-333/U 

82-56 

Jack 

HN 

8.50 



Adapter 

UHF 

3.00 

UG-333A/U 82-107 

Jack 

HN 

8.50 

M-360 

83-lH 

Receptacle Hood UHF 

.25 

UG-334/U 

82-57 

Panel Jack 

HN 

9.75 

M-365 

83-2H 

Receptacle Hood, 


1 UG-334A/U 82-108 

Panel Jack 

HN 

9.00 



Large Twin 

UHF 

.49 



31-008 



82-61 



31-003 



82-38 



82-24 
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Amphenol Coax and Twinax R6 Cables 

Amphenol Coaxial and Twinax RG Cables are produced to standards surpassing 
military specifications for electrical performance and mechanical excellence. Con¬ 
ductors are centered 20% closer for Coax and 50% closer for Twinax Cables than 
required by ‘'AN" specifications. 

Most cables utilize the exceptional dielectric properties of polyethylene—low loss, 
flexibility, mechanical stability. The outer jacket in the majority of approved types 
is a tough, highly resistant vinyl jacket which is nori-hygroscopic and impervious to 
most acids, alkalies, oils and gasoline. Other types are armored for still greater 
mechanical protection. 

Amphenol has cables that are designed to operate efficiently at temperatures as 
high as 500° Fahrenheit. Teflon is used as the dielectric because of its low loss, high 
voltage breakdown and its ability to withstand heat. 


Specific Gravity. 

Water Absorption. 

Cold-Brittleness.‘.. 

Dielectric Constant 

60 cycles to 100 me... 

Power Factor 

60 cycles to 100 me. 

Volume Resistivity, ohm-cm 
Softening Temperature. 


Characteristics 


Polyethylene Teflon 

.....92 2.2 

.005% 0.00% 

.-94°F. -100°F. 

.2.29 2.0 

.0004 .0002 

.1013 1016 

.220°F. 500°F. 


Write Your Distributor For Prices Which Are Based On Reel Lengths 


Legend 


CW—Copperweld 
S—Silvered Copper 
T~Tinned Copper 
C—Copper 


Poly—Polyethylene 
SS Poly—Semi-solid 
Polyethylene 
Armor—Armored Cable 


Velocity of Propagation 

Dielectric Material 

Solid Polyethylene....65.9% 

Semi-Solid Polyethylene.84.0% 

Teflon.69.5% 



maiiiiim 

TIoiT 

IMP. 

OHMS 

NOM. 

CAP. 

MMF/n 

INNER 

CONDUCTOR 


DIELECTRIC 

MATERIAL 

INNER 

SHIELD 

OUTER 

SHIELD 

STANDARD 

VINYL 

iPM 

0- »• 

A-N NUMBER 
RG-/U 

AMPHENOL 

NUMBER 

A N NUMBER 
RG/U 

AMPHENOL 

NUMBER 

s 

21^01 



52:5 

28.5 

16 

.185 

Poly 

C 

c 

Block 

^332 

SA 

21-271 

58 

21-294 

50 

29 

16S 

.181 

Poly 

s 

s 

Grey 

.^28 

6 

21-002 

6A 

21-330 

76 

20 

21CW 

.185 

Poly 

s 

c 

Grey 

^332 

7 

21-003 



97 

12.5 

19 

.250 

Poly 

c 

— 

Block 


8 

21-004 

8A 

21-296 

52 

29 5 

TTTt 

.265 

Poly 

d 

— 

Block 


9 

21-005 



51 

30 

7/2 IS 

.280 

Poly 

s 

c 

Grey 

il420 

9A 

21-231 

98 

21-332 

51 

30 

7/21 s 

.280 

Poly 

s 

s 

Grey 

^420 

10 

21-006 

10A 

21-338 

52 

29.5 

7/21 

.285 

Poly 

c 


Grey 

.475 

11 

21-00/ 

11A 

21-29^ 

75 

20.5 

7/26T 

.285 

Poly 

c 

— 

Block 

.405 

12 

21-008 

12A 

21-340 

75 

20.5 

7/26T 

.285 

Poly 

c 

— 

Grey 

.475 

13 

21-009 

13A 

21-334 

74 

20.5 

7/26T 

.280 

Poly 

c 

c 

Block 

.420 

14 

21-010 

14A 

21-336 

52 

29.5 

10 

.370 

Poly 

c 

c 


.545 

15 

21-011 



76 

20 

15CW 

.370 

Poly 

c 

c 

Block 

.545 

17 

21-013 

17A 

21-298 

52 

29.5 

.188 

.680 

Poly 

c 

— 

Grey 

.870 

18 

21-014 

18A 

21-300 

52 

29.5 

.188 

.680 

Poly 

c 

— 

Grey 

.945 

19 

21-015 

19A 

21-303 

52 

29.5 

.250 

.910 

Poly 

c 

— 

Grey 

1.120 

20 

21-016 

20A 

21-305 

52 

29.5 

.250 

.910 

Poly 

c 

— 

Grey 

1.195 

21 

21-017 

21A 

21-308 

53 

29 

16N 

.185 

Poly 

s 

s 

Grey 

.332 

22 

21-038 



95 

16 

Two7/.0152 

.285 

Poly 

T 

— 

Block 

.405 

22A 

21-148 

228 

21-310 

95 

16 

Two7/.0152 

.285 

Poly 

T 

T 

Grey 

.420 

29 

21-018 



53.5 

28.5 

20 

.116 

Poly 

T 

— 

Poly 

.184 

34 

21-019 

34A 

21-429 

71 

21.5 

7/21 

.455 

Poly 

C 

— 

Block 

.625 

35 

21-020 

35A 

21-311 

71 

21.5 

9 

.680 

Poly 

C 

— 

Grey 

,945 

42 

21-021 



78 

20 

21N 

.196 

Poly 

s 

s 

Grey 

t342 

54A 

21-022 



58 

26.5 

7/.0152 

.178 

Poiy 

T 

— 

PoTy 

.250 

55 

21-023 



53.5 

28.5 

20 

.116 

Poly 

T 

T 

Poly 

.206 

57 

21-039 

57A 1 

21-313 

95 

17 

Two 7/21 

.472 

Poly 

T 

— 

Block 

.625 

58 

21-024 



53 5 

28.5 

20 

.116 

Poly 

T 

— 

Block 

.195 

58A 

21-199 

58C 

21-316 

50 

29 

19/.0068 

.116 

Poly 

T 


Block 

.195 

59 

21-025 

59A 

21-291 

73 

21 

22CW 

.146 

Poly 

C 

— 

Block 

.242 

92 

21-026 

62A 

21-318 

93 

13.5 

22CW 

.146 

SSPoly 

C 

— 

Block 

.242 

63 

21-027 

638 

21-320 

125 

10 

22CW 

.285 

SS Poly 

C 

— 

Block 

.405 

71 

21-029 



93 

13.5 

22CVV 

146 

SS Poly 

T 

T 

Poly 

.250 

74 

21-041 

74A 

21-321 

52 

29.5 

10 

.370 

Poly 

C 

C 

Grey 

.615 

79 

21-070 

798 

21-325 

125 

10 

22CW 

.285 

SS Poly 

c 

— 

Block 

.475 

83 

21-180 



35 

44 

10 

.240 

Poly 

c 

— 

Block 

.405 

87A 

21-250 



50 

29.5 

7/20S 

.280 

Teflon 

s 

S 

Fibergios 

.425 

89 

21-253 




10 

22CW 

.285 

SS Poly 

c 

— 

Block 

.632 

108 

21-261 

108 A 

21-327 

76^ 


Two 7/28 

.073 Ea. 

Poly 

T 

— 

Block 

.230 

111 

21-255 

111A 

21-329 

95 

16 

Two7/.0152 

.285 

Poly 

T 

T 

Grey 

.490 

116 

21-378 



50 

30 

7/20S 

.280 

Teflon 

S 

s 

Fibergios 

.475 

117 

21-377 



50 

29 

.188 

.620 

Teflon 

, C 

— 

Fibergios 

.730 

118 

21-374 



50 

29 

.188 

.620 

Teflon 

c 

— 

Fibergios 

.780 

119 

21-398 



50 

29 

10 

.328 

Teflon 

C 

c 

Fibergios 

.465 

120 

21-399 



50 

29 

10 

.328 

Teflon 

C 

c 

Fibergios' 

.51^ 


21-125 



71 

21.5 

9 

.680 

Poly 

c 

• — 

Grey-'i 

,870 


21-388 



50 

29 

155 

.185 

Teflon 

S 

$ 

Fiberglo^^ 

^32 


21-391 



72 

21 

7/25S 

.280 

Teflon 

s 

— 

Fibergfdii 



21-385 



50 

29 

19S 

.116 

Teflon 

s 

s.,- 

FiberSto'l 

1206 


21-382 



50 

29 

19S 

.116 

Teflon 

s 

— 

Fibergios 

.195 


21-379 



73 

21 

21 s 

.146 

Teflon 

s 

- 

Fibergios 

.241 


LOW LOSS PLASTICS 

Amphenol Polyweld “912” is pure 
polystyrene in solution. Use as coil 
dope or to weld polystyrene pieces to¬ 
gether. Will not disturb circuit con¬ 
stants. 


No. 53-912-2 2-oz. bottle... .List $ .50' 

No. 53-912-4 4-oz. bottle.List .65' 


No. 53-916-2T 2-oz. bottle Thinner. . .List .25 
No. 53-916-4T 4-oz. bottle Thinner. . .List .35' 

Amphenol 53-307 Silicone Compound', 
causes surface moisture to break up intO' 
isolated drops. Prevents formation of mois¬ 
ture film with attendant impedance change.. 
Effective up to 400°C. In one-ounce tube. 
53-307 Silicone Compound... .List $2.00> 





Coil Forms for re¬ 
ceivers and low pow¬ 
ered transmitters in 
the RF and UHF 
range. 


No. Description List 

24-4P 1OD, 2>C" long, fits standard tube 

sockets, 4 prong... $ .40 

24-5P Same except 5 prong... .40 

24-6P Same except 6 prong.s ... .40 

24-6H Use with 78S6S socket, M" OD, 

6 prong./...40 

-24-5H Same except 5 prong. .40 

24 Miniature, %" OD, 1%'' long, raised 
hole in center of base for self-tapping 
screw... ,15 
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14-271 Tubular Twin Lead 


U.S. Patent No. 
2543696 

Amphenol’s Tubular Twin-Lead is unequalled 
as an economical, low-loss lead-in for UHF tele¬ 
vision. This low-loss characteristic also makes it 
the ideal lead-in for fringe areas and installa¬ 
tions requiring long lengths of lead-in. 

This illustration shows the 
concentrated field of energy 
between the two conductors, 
largely protected by the 
protective canopy of virgin 
brown polyethylene. This 
field of energy is almost en¬ 
tirely unaffected by any 
exterior condition. 

The field of energy.in ordi¬ 
nary flat twin-lead is largely 
outside and exposed to all 
weather conditions. Under 
adverse conditions, the sig¬ 
nal loss of flat lead-in will 
run as much as three times the loss of Tubular 
Twin-Lead under identical conditions. 




List Per 
1000 ft. 

300 ohm Twin-lead 

14-271 (500) Reels of 500 feet.$70.75 

14-271 (1000) Reels of 1000 feet.$68.00 



Twin-Lead Transmission Lines 

The use of brown pigmented polyethylene dielec¬ 
tric assures minimum RF loss and a more con¬ 
stant impedance over the exceptionally long life 
of Amphenol Twin-Lead. This remarkable 
material remains flexible at — 70°C., repels water 
and is unaffected by acids, alkalies and oils. 


Receiving Twin-Lead 

300 ohm Twin-Lead for FM and TV Antennas 
14-056 (500) & (1000) Brown polyethylene... . 


List Per 
1000 ft. 
. . $32.00 



150 ohm Twin-Lead for experimental work 

14-079 Reels of 1000 feet.$26.50 

75 ohm Twin-Lead for lower impedance applications 

14-080 Reels of 1000 feet..$23.50 


14-056 14-023 



Amateur Transmitting and Copper Clad Types of Twin-Lead 

75 ohm Twin-Lead for transmitting, rated 1 KW RF power 


14-023 Reels of 1000 feet.$82.25 

300 ohm Tubular Twin-Lead rated 1 KW RF power 

14-076* Reels of 1000 feet. 

300 ohm Extra-Strength Twin-Lead with copper clad conductors 
14-022 Reels of 1000 feet.$72.25 


♦Temporarily Withdrawn from Production 



Universal Mast Clamp 

Wrap-around mast clamp for Stand-off Insulator. 
Will fit any mast with O.D. from .900" to 1.660". 
Complete with 66-204 Screw-Eye Insulator for Twin- 


Lead Transmission Lines. 

No. 114-490.List $ .30 

No. 114-492 Same less insulator. List .20 


Universal Mounting Clamp 

Will accommodate mast sizes of 1" to IW' O.D. 
which includes 1" water pipe as well as to 1 W' 
electrical conduit. Two U bolts and channeled 
plate establish and maintain perfect right angle 
alignment. Stress to horizontal member is spread 
over entire length of clamp, thus preventing dis¬ 
tortion and buckling. 

No. 114-500...List $ .55 





Antenna Mast Extensions 

Television Mast Extension for 114-302 two 
bay television antenna and other 1-1/4" 
diameter antenna masts. Consists of 5 foot 
length of 1-1/4" diameter alloy steel tubing, 
guy ring and two clamp type stand-off 
insulators. 

114-291.Listea. $3.00 



FM and Television Mast Extension for all 
Amphenol FM and Television antennas ex¬ 
cept the two bay antenna which requires 
the mast extension listed above. Consists 
of 5 foot length 3/4" steel conduit and guy 
wire clamp. 

114-300...List ea, $3.00 


Twin-Lead Connector 



Solderless, low-loss twin-lead splice with¬ 
out impedance change. Design prevents 
reversal of lead. Use in pairs. 

80-850.List Each $ .25 

Stand-Off Insulators 



Polyethylene Inserts 


Twin-Lead Types for 
14-056, 14-079 and 14-080 

List per 100 
Wood Screws No. 14 Thd. 

66-202 3" length.$4.45 

66-209 7 14 " length. 7.64 

Mach. Screws No. 10-32 
Thd. 

66-204 3" length.$6.11 

66-210 7 3^Mength.8.35 

Nail-in 

66-211 3^" length.$6.25 

Coax Types, Yi Max. Gable 


U. L». 

Wood Screws No. 14 Thd. 

66-201 3" length.$5.44 

66-208 7 YY length. 7.94 

Mach. Screws No. 10-32 
Thd. 

66-203 3" length.$6.42 

Nail-in 

66-212 3)4" length.$7.11 

Polystyrene Stand-off 
Insulator for 14-358 
Twin-Lead 

66-909 length. 

.List Each $.0750 


Lightning Arrestor For Antennos 


Attaches to 14-056 300 ohm Twin-Lead 
without cutting the conductors. Designed 
to meet the requirements of the Under¬ 
writers’ Laboratories. Molded of high grade 
electrical phenolic with conducting plate 
and gap molded in. Precise gap spacing is 
maintained. Self contained also is a high 
resistance shunt permanently sealed aginst 
moisture. Overall dimension 1-7/8"x2"x3/4". 



155-338 


Listea. $1.50 
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Television Antennas 


Engineered and perfected in the Amphenol Antenna Development 
Laboratories, the antennas illustrated and described on this page will 
provide unsurpassed reception of FM and TV signals. Top-quality 


materials, rugged construction and the latest in design are incorporated 
into each Amphenol antenna to provide perfect performance. Each an¬ 
tenna packaged complete with instructions for easy installation. 





Installers Inline 
Antenna Kit 
Model 
114-040 


114-005 TELEVISION ANTENNA ARRAY, complete with mast, swivel mounting plate, 
guy clamp, necessary hardware, stand-off insulators and 75 ft. Amphenol 300 ohm Twin- 

Lead.... List ea. $19.50 

114-009 Same less transmission line... List ea. 17.00 

114-301 ADAPTOR KIT for building 114-005 into a Stacked Array includes single bay, 
connecting rods for symmetrical feed, two box brackets, two 5-foot lengths of 1-1/4" 
Mast, guy ring and stand-off insulators... List ea. $20.50 



114-302 TWO RAY TV STACKED ARRAY consists of a top and bottom bay, connecting 


rods, two box brackets, two 5-foot lengths of 1-1/4" mast, guy ring and stand-off insulators. 
Twin-Lead transmission line is not included.. List ea. $35.00 

114-322 Same as 114-302 except has 100 ft. 300 ohm Twin-Lead. List $38.50 

114-314 Same as lH-302 except has no mast. List 29.00 

114-324 Same as 114-302 except has 100 ft. 300 ohm Twin-Lead and has 

no mast..... .List 32.50 

114-026 PIGqV-BACK TV ANTENNA consists of one folded dipole and reflector for 
each band which may be oriented individually, phasing leads, guy clamp, stand-off in¬ 
sulators and 75 ft. Amphenol Twin-Lead... List ea. $19.50 

114-029 Same less transmission line. List ea. 17.00 


114-040 INSTALLERS INLINE ANTENNA KIT is furnished without mast, twin-lead 
or stand-off insulators. Shipped with mounting clamp for masts to 1O.D. 

..........List ea. $13.50 



FM Antennas 

114-008 DELUXE FM FOLDED DIPOLE WITH REFLECTOR, com¬ 
plete with mast, mounting plate, insulators, guy clamp, hardware and 
75 ft. Amphenol 300 ohm Twin-Lead..... .List ea. $16.25 

114-010 DELUXE FM ALL-DIRECTION DOUBLE FOLDED DI¬ 
POLE ANTENNA, complete with quarter-wave phasing stub, mast, 
monnting plate, guy clamp, hardware, insulators, and 75 ft. Amphenol 300 
ohm Twin-Lead.. Listen. $16.25 

114-001 FM FOLDED DIPOLE ANTENNA, complete with mast, 
swivel mounting plate, insulators, guy clamp, necessary hardware and 
75 ft. Amphenol 300 ohm Twin-Lead... List ea. $12.25 


Folded Dipole Amateur Antenna Set 

This Antenna Kit has been designed to meet the 
need for a simple effective folded dipole antenna 
system. The kit consists of: 2 lengths of #16 copper- 
clad steel conductor twin-lead—cut to band length, 
1 75-foot length of standard 300 ohm twin-lead 
for lead-in, 1 high strength laminated "T” block 
and assembly and installation instructions. 



Number 

Frequency 

Band 

Length 

List 

139-010 

28 me 

10 meters 

20 feet 

$8.90 

139-020 

14 me 

20 meters 

36 feet 

10.00 

139-040 

7 me 

40 meters 

68 feet 

13.00 

139-080 

3.5 me 

80 meters 

134 feet 

18.75 
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UHF TELEVISION ANTENNAS 


Because UHF television is so much more critical than VHF 
television, great care must be taken to insure that each 
antenna system provides the maximum signal strength 
available. The selection of an antenna must be governed by 
the physical environment, distance from the transmitter, 


the number and the channels of available stations, etc. The 
Amphenol line of UHF antennas has been designed to make 
available a variety of antennas and accessories that will 
permit customizing each antenna system to the immediate 
installation. 



114-065 BO-TY BROADBAND ANTENNA 

The 114-065 BO-TY with Reflector is an inexpensive, quality 
antenna designed to receive all UHF channels from 14 to 83. 
The antenna and the reflector are pre-assembled at the factory 
and packaged as a single unit. It is intended for use in major 
signal areas and has a uni-directional reception pattern with 
moderately high gain on all the UHF channels. Each 114-065 is 
shipped with one Stacking Rod. When a stacked array is desired 
for added gain, it is necessary to have only two 114-065 BO-TYs 
and to utilize the two Stacking Rods furnished. 

Write for price information 



Two Model 114-065 BO-TY 
Antennas Stacked for 
Greater Gain 



Model 114-065 Single Bay 
BO-TY with Reflector 



Model 114-059 
Stocked-V 



Model 114-054 Yagi tJtiF Antenna is designed for high gain on specific channels. Specify 
the channel when ordering. Write for price information. 


Model 114-058 Corner Reflector is a broadband antenna designed to incorporate great 
mechanical strength with high gain on all the UHF channels. Write for price information. 


Model 114-058 Model 114-059 Stacked-V is intended for VHF-UHF locations. It has excellent gain in 

Corner Reflector the UHF spectrum and moderate gain in the VHF spectrum. Write for price information. 


T-11 
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^ , SELF-IOCKING 

HuBBELL Wm> f/itertock 

/Vj-HiaisL^ TRADE-MARK 


kNBW SELF-LOCKING ELECTRICAL CONNECTOR 


"As reliable as an unbroken wire" 

Slock AUTOAAATICALLY #VIBRAT|0N and pull proof ^constant low resistance 



INTERLOCK TEST PROD COUPLERS and ATTACHMENTS 


702S11—BLACK TEST PROD COUPLER (less wires) 
703S11—RED TEST PROD COUPLER (less wires) 
Hubbell Interlock Test Prod Couplers and Attachments with new locking 
action — permit an easy and simple change from one type of attachment 
to another. Automatically locked — instantly released. As quick as a snap 
of your fingers. Parts sold separately or as a unit. 


INTERCHANGEABLE ATTACHMENTS 



PHONE TIP PHONO NEEDLE ALLIGATOR CLIP SPADE TERMINAL 
704S29—Black 706S29--Black 708S29—Black 710S29-<-Black 

Price, $55.00 per C Price, $66.00 per C Price, $80.00 per C Price, $78.00 per C 

705S29— Red 707S29— Red 709S29— Red 711S29— Red 

Price, $55.00 per C Price, $66.00 per C Price, $80.00 per C Price, $78.00 per C 


PRICE — $140.00 per C 
PRICE — $140.00 per C 


TEST PROD KIT 

5000 VOLTS 

The complete Test Prod Kit in¬ 
cludes one red and one black set 
of the following attachments: 

Phone Tip 

Phono Needle 

Alligator Clip 

Spade Terminal 

Also included in the Kit is one 
Test Prod Coupler in red and one 
in black each wired with four feet 
of test lead wire. Each kit indi¬ 
vidually packed. 

700S90 (one comple+e kit) 
Price $10.00 ea. List 


INTERLOCK TYPE "S" SLIDE STANDARD PLUGS and JACKS 



PLASTIC PLUG 
(With spring 
terminal wire 
. connection) 
716S19— Black 
Price, $90.00 per C 
717ST9— Red 


PLASTIC ENTRY 
JACK 

712S21—Black 
Price, $76.00 per C 

713S21--Red 


METAL ENTRY 
JACK 

(Insulating washers) 
7l4S21-r-Black 
Price, $74.00 per C 
715$21— Red 


Price, $90.00 per C Price, $76.00 per C Price, $74.00 per C 


PLASTIC 

JACK 

(Waterproof) 


718S21—Black 
Price, $90.00 per C 
719S21—Red 
Price, $90.00 per C 



CONTACT PRESSURE 28 02.— 
PULL OUT 150 LBS.—CONTACT 
POINTS SILVER PLATED 

For additional information or assistanc-^ 
from Hubbell Representatives in your 
area write to Harvey Hubbell, Inc., 
Interlock Department, Bridgeport 2, 
Connecticut. 


Terminal strips are available for 
Type ’'A” Hook Standard and Type 
"B” Hook Miniature lines listed 
on the opposite page. 
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SEIF.LOCKING 

H U B B E L L #4^ Interlock 

/'V jTff »■?■■ /* TRADE.MARK 


INTERLOCK TYPE "A" HOOK STANDARD CONNECTORS and ACCESSORIES 

10 AMPERE CAPACITY — CONTACT PRESSURE 24 OZ. 


101A30 STRAIGHT PLUG 
(Crimping terminal) 

PRICE . $22.50 per C 



110A49 SPLICING LINK 
PRICE . $21.00 per C 


124A31 STRAIGHT PLUG 
(Solder terminal) 

PRICE . $22.50 per C 





112A21—BLACK 
113A21—RED 
PLASTIC ENTRY JACK 
(Solder terminal) 

PRICE . $76.00 per C 


B 102A19—BLACK 

116A43 JACK 103A19—RED 

(Screw terminal) Plastic and Rubber angle plug, 

price . $21.50 per C with 4 ft. rubber covered wire. 

_ PRICE . ^5170.00 per C 






117A49 JACK 
(Terminal Post adaptor) 
PRICE . $19.00 per C 


■126A21—BLACK 
127A21—RED 

109A40 CONNECTOR PLASTIC JACK 

(Crimping terminal) (Waterproof, solder terminal) 

PRICE . $21.00 per C PRICE . $90.00 per C 


114A21 BLACK 118A41 

115A21 RED Metal 

Metal ENTRY JACK 

ENTRY JACK 

$74.00 per C $74.00 per C 


123A99 

Eyelet Spacing 
WASHER 
(For eyelet 
Jack) 

$1.05 per C 


111A41 
EYELET 
PANEL JACK 
(Solder 
terminal) 
$3.55 per C 


INTERLOCK TYPE “B" HOOK MINIATURE CONNECTORS and ACCESSORIES 

5 AMPERE CAPACITY — CONTACT PRESSURE 10 OZ. 


401B30 STRAIGHT PLUG 
(Crimping terminal) 

PRICE . $19.00 per C 




424B31 STRAIGHT PLUG 
(Solder terminal) 

PRICE . $19.00 per C 


404B93 rubber cover for 
401B30 & 424B31 
PRICE .$20.00 per C 


410B41 JACK 
(Solder terminal) 

PRICE . $14.50 per C 


411B40 CONNECTOR 
(Crimping terminal) 

:E . $12.00 per C 


415B49 METAL PANEL JACK 
PRICE . $47.00 per C 


423B99 
EYELET 
(spacing washer) 
$.90 per C 


414B41 
Eyelet Panel 
JACK 
$3.35 per C 


405B93 rubber cover for 
411B40 

PRICE . $20.00 per C 


413B49—SPLICING LINK 

PRICE ... $16.00 per C PRICE . $19-00 per C 


416B93 RUBBER COVER 
For use with type B Plugs. 
PRICE . $20.00 per C 




122A91 

EYELET SETTING 
PUNCH 

PRICE $1.25 ea. Net 

This punch may be 
used in a press or with 
a hammer, to mount 
111A41 Jacks in insu¬ 
lated boards or strips. 

Instructions : 

1. Prepare insulated 
panel with .200 inch 
dia. holes. Normally 
use 7/16 inch center to 
center. For higher vol¬ 
tage increase spacing 
center to center. 

2. Assemble correct 
number of washers to 
Jack. See chart below. 

3. Insert assembly 
through hole with lug 
on underside. 

4. “Set” Jack with 
punch. 


121Y91 INTERLOCK PLIERS 
For use on crimping terminals of 
"A” and ”B” Plugs. 

PRICE . $3.00 ea. Net 


Panel Washers 
Thickness Needed 

.218 

None 

.187 

1 

.156 

2 

.125 

3 

.093 

4 

.062 

5 


422B91 

eyelet SETTING 
PUNCH' 

PRICE $1.25 ea. Net 
This punch may be 
used in a press or with 
a hammer, to mount 
414B41 Jacks in insu¬ 
lated boards or strips. 

Instructions: 

1. Prepare insulated 
panel with .120 inch 
dia. holes. Normally 
use 5/16 inch center 
to center. For higher 
voltage increase spac¬ 
ing center to center. 

2. Assemble correct 
number of washers to 
Jack. See chart below. 

3. Insert assembly 
through hole with lug 
on underside. 

4.. "Set” Jack with 
punch. 


Panel 

Washers 

Thickness 

Needed 

.187 

None 

.171 

1 

.156 

2 

.140 

3 

.125 

4 

.109 

5 

.093 

6 

.078 

7 

.062 

8 
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CONCIMI "JONHS SAILiS ★ 


ELECTRICAL 

CONNECTING DEVICES 


“ 300 ” SERIES PLUGS AND SOCKETS 
General Specifications 

2 Contacts to 33 Contacts. All plugs and sockets are polarized. 
2 Contact Plugs and Sockets are round, others rectangular. 
Plugs of one size cannot fit into sockets of another size. 
Phosphor bronze "knife-switch" type socket contacts engage 
both sides of flat plug contacts—double contact area. 

Molded Bakelite insulation. 

Formed metal caps. Formed fibre linings in caps. 

Small size, with good separation between contacts. 

Plug or socket for panel mounting. 

Plug or socket with cap. 

Simple, fool-proof assembly. 

Finish on caps—^Black Crystal. 

Plug prongs—wide by thick. 

Rated voltage—730 volts RMS. 

Current capacity-—10 amperes. 

Contact resistance—.002 ohms average. 


Plug with Angle Brackets Sockst with Angle Brackets 


Plug. Cable Clomp in Cop Socket. Coble Clomp In Cop 


No. Contacts Eo. 


No. Contacts Eo. 


P-302-AB 

(2).. 

-:$ .25 


S-302-AB 

(2) , 

-$ .28 

P-303-AB 

(3) . 

..31 


S-303-AB 

(3).. 

_ .33 

P-304.AB 

(4) . 

:.. .35 


S-304.AB 

(4).. 

. ,37 

P.306-AB 

(6).. 

. .43 


S-306.AB 

(6)... 


P.308-AB 

(8) 


S304AB 

S-308-AB 

(6)... 

.. .57 

P-310.AB 

(10) . 



S-310-AB 

(10)... 

_ .68 

P-312-AB 

(12) . 

.. .64 


S-312'AB 

(12)... 

.. .79 


and with Latches 

No. Contacts Ea. 
P-302.CCT.L (2) $ .74 

P.303CCT.L (3) . .78 

P.304.CCT-L (4).84 

A P.306-CCT.L (6) .91 

S' P-308.CCT-L (8).98 


ond with Keepers 

No Contacts Eo. 
i S-302-CCT-K (2) _ $ .75 

\ S.303-CCTK (3) . .80 

S-304-CCT-K (4) . . .85 

k S-306 CCT-K (6) .. .95 

I S-308CCTK (8) .. 1.07 


J»M4CCTi P-310-CCT.I. tlO) . 1.08 S-3I0-CCT-K (10) 1.19 

P.312.CCT-L (12) 1.18 «3®*'”** S-312-CCT.K (12) .. 1.31 


IPlug with Angle Brackets 

No. Contacts E 

..ael P-315.AB (15) . $ 

P-318.AB (18) . _ 

P.321.AB (21).. 

P-324-AB (24) . 

pS-irW P.327-AB (27). 

f*3iSAB P-330-AB (30) .. 

P.333-AB (33) . 2 


Plug with End Brackets 

No. Contacts Eo. 

P-315'EB (15).. $ .84 

P-318-EB (18). 1.05*; 

P-321-EB (21). 1.32 

P-324-EB (24).. 1.60 

P-327-EB (27).. 1.88 

P-330.EB (30) .: 2.16 

P. 333 .EB (33) . 2.43 


Plug with Shallow Brockets 

No. Contacts Eo. 

P-315.SB (15) ..$1.25 

P-318-SB (18) .. 1.54, 

P.321-SB (21) . 1.82^ 

P.324-SB (24) .. 2.16 

P-327-SB (27) . 2.43 

P315^ P.330-SB (30) . 2.78 

P. 333 .SB (33) . 3.06 


Socket with Angle Brockets 

No. Contacts Ea. 

S.315-AB (15) .. $ .98 

lg»«|.S-318-AB (18) .. 1.18 

E11ii S.321.AB (21) . 1.46 

B|HK1S.324.AB (24) . 1.74 

S. 327 .AB (27) . 2.02 

S3I5AB S.330.AB (30) ., 2.30 

S. 333 .AB (33) . 2.57 


Sockets with End Brockets 

No. Contacts Ea» 

S. 315 .EB (15).$ .98 

S^^^S.318.EB (18) . 1.18 

^p3rS.321.EB (21) . 1.46 

S.324-EB (24) . 1.74 

I5EB S.327.EB (27) .. 2.02 

S. 33 O.EB. (30) _2.30 

S. 333 .EB (33) .. 2.57 


Sockets with Shallow Brockets 
No. Contacts Ea. 

^,^a^fe^.S.315.SB (15) . $1.41 

ai^^^S-318.SB (18). 1.68 

S. 32 I.SB (21). 1.96 

S-324.SB (24). 2.30 

sitssa S-327-SB (27) . 2.57 

5315 SB S.330.SB <30) . 2.93 

S. 333 -SB (33) . 3.21 


Plug with Hush Pldte 

No. Contacts Ea. 


Socket with Flush Plate 

No. Contacts ‘ Ea. 

S-302-FP (2)_.45 

S-303-FP (3)_.50 

^BSr S-304-FP (4)_ .55 

S.306.FP (6)- .63 

$304 FF S-308-FP (8)_ ,74 

S-310.FP (10)............ .85 

S-312-FP (12). 96 


Plug with Recessed Plale Socket with Recessed Plate 


P-302.FP 

(2) 

.. $ .44 

P-303-FP 

(3) 

_.43 

P-304-FP 

(4) 

.53 

P-306.FP 

(6) 

_ .59 

P-308-FP 

(8). 

_ .67 

P-310FP 

(10). 

. .74 

P-312.FP 

(12) 

- .81 


No. Contacts 


P-302.RP 

(2) 

-.51 

P-303-RP 

(3) 

_.5$ 

P-304.RP 

(4) 

.81 

P-306-RP 

(6) 

............ .69 

P^08-RP 

(8) 

-- .80 

P-310-RP 

(10) 

- .91 

P412RP 

(12) 

-- 1.01 


No. Contacts 

S-302-RP (2)_ 

S-303-RP (3) ...... 

S.304-RP W)....... 

S-306.RP (6)....... 

S-SeS-RP (8)- 

R.310-RP (10)- 

S-312-RP (12)- 


Plug with Deep Bracket 

t No. Contacts ga, 

P-315-DB (15) ._.}$1.25 ( 

P.318.DB (18). 1.54 

P.321-DB (21) .1.82 

P-324.DB (24) ..._; 2.16 

P.327.DB (27)_ 2.43 

ISDB P-330-DB (30) . 2.78 

P. 333 -DB (33) . 3.06 


Socket with Deep Brocket 

No. Contacts Eo. 

S-31S.DB flS) .4$1.41 

S-318-DB (18) .......... 1.68 

S-321.DB (21) 1 . 9 $ 

Ifi^r S-324-DB (24).2.30 

S-327.DB (27) _... 2.57 

>31508 I'^SO-DB (30). 2.93 

S-333-DB (33) - 3 . 2 I 



Plug, Flared Role la CoR 

No. Contacts fio. 



(2) 

_ « .4$ 

P-303-FHT 

(3) 

-47 

P.304-FHT 

4) 

_ .52 

P. 3 O 6 -FHT 

(8) 

_ .59 

P-308-FHT 

(8) 

_ .67 

P.310-FHT 

(10) 

.. .76 

P-812-FHT 

(12). 

.. .8$ 


Socket Flared Rote la Cop 

No. Contacts Ea. 

0 S.3O2-FHT (2)_$.44 

S-303-FHT (3)_ .48 

S-304-FHT (4)-J .53' 

S-306-FHT (6)..._.63 

S-308-FHT (8)_.75 

W4SST S. 3 IO.FHT (10)_ .8? 

S.3l2-rKT (12)^—.99 


Plug, Flored Role la Top e 
Cop and with Lolches 

■ No. Contacts 
P-315.FHT-L (15)...ij 
P.318-FHT-L (18) .. 
P. 32 I.FHT-L (21) 
P.324-FHT.L (24)... 
P-327.FHr-L (27) .; 
P-330.FHT.L (30).. 
P3iSHT-t P-333-FHT-L (33) .. 


Socket Flared Role la Tep 
oi Cop and with Keepers 

■ No. Contacts Eov 
S.315-FHT-K (15)..!$1.41 
S-318 FHT-K (18)... 1.68 
S-321.FHT-K (21).,, 1.96 
S-324.FHT.K (24)... 2.31 
S-327-FHT-K (27)... 2.59 
SBISTFHT-K S-330*rHT-K (30)... 2.94 
S3I5FHT K S. 333 .FHT-K (33) . 3.22 


Plug, Flored Rote la Cop 
and with lotchee 

_ No, Contacts Ett 


Socket Flared Role la Cop 
ond udth Koepere 

No. Contacts Eo 


P-302-FHT.L 

(2) ...... 

$ .58 

- S.302-FHT.K 

(2)- 

S .59 

P.303-FHT.L 

(3), 

.63 

dn &303-FHT.X 

(3).^ - 

.64 

P-304-FHT.L 

(4)_ 

.68 

S-304-FKT-K 

(4)- 

.69 

P-306-FHT.L 

(6)w.,- 

.75 

uiMi S-306-FHT.K 

(6)- 

.79 

P.308-FHT-L 

(8)_ 

.83 

BIP S.308.FHT.K 

<6)„ 

.91 

P-aiO-FHT-L 

•(10)_ 

.92 

$304firK S.310.FHT-X 

— 

1.03 

P.dl2-FHT-L 

(12)- 

1.01 

S-312-FHt-K 

(12).- 

1.18 


Plug, Coble Clomp in Top of Cop Socket Coble Clomp la Top ol 

Cop 

No. Contacts Sec. 

$-315.CCT (15).$1.46 

S-318-CCT (18). .1 1.74 

S. 32 I.CCT ( 21 ). 2.02 

S-324-CCT (24). 2.38 

S-327-CCT (27)....... 2.65 

S-330-CCT (30)_3.07 


No. Contacts Ea. 
P.315-CCT (15) ......,$1.32 

P-318-CCT (18). 1.60 

P. 32 I.CCT (21)......, 1.88 

P-324.CCT (24) ...... 2.22 

P-327-CCT (27) ....... 2.51 

P-330.CCT (30)..„-, 2.93 


f. P. 333 .CCT (33). 3.14 S^33-CCT (33)... 3.26 


Plug, Ccd>Ie Oomp la ^ Socket Cable Clomp in < 

No. Contacts Ea. No. Contacts 

fl P.302.CCT m $ .58 f-JM-CCT g) 

P-303-CCT (3)..$3 

P-304>CCT (4)_ .68 ■PI S-3e4-CCT (4)- 

P.306.CCT (I)....,..., .75 IP S-JSS-CCT 6)- 

P.308-CCT (8)_ .83 S-MS-CCT _(8)- 


P.310-CCT (lO)....^..!.., .92 S304CCr S-310-CCT (10). 


P 304661 P.312.CCT (12)... 


&312-CCT <12).a. 


Plug, Coble Clamp In Top 
of Cop and with latches 

t No. Contacts Ea. 

P-315.CCT-L (15)..„ i$1.4$ 

P-318-CCT.L (18). 1.74 

P-321.CCT.L (21) ... 2.02 
P-324-CCT.I. (24)...., 2,38 
P-327-CCT-L (27)..., 2.65 

P-330-CCT.I. (30). 3.07 

P. 333 -CCT-L (33) 3.28 


Socket Coble Clamp la Top 
ol Cap ond with Keepere 

K No. Contacts Ed. 

315.CCT-K (15)_$1.61 

3I8.CCT-K (18) ...4 1.89 
32tCCT.K (21)..., 2.17 
324.CCT-K (24L..n 2.52 
327.CCT-K (27):....! 2.79 

330.CCT,K (30).. 3.22 

333 CCT-1t (33F,.. 3.42 
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CDINlCIHI=J©INliS SALES 


ELECTRICAL 

CONNECTING DEVICES 


‘400 


f) SERIES PLUGS AND SOCKETS 
(Formerly "Heavy Duty") 
General Specifications 


2, 4, 6, 8, 10 and 12 Contacts. 

All plugs and sockets are polarized. 

Phosphor bronze "knife-switch" type socket contacts engage 
both sides of flat plug contacts—double contact area. 

Molded Bakelite insulation. 

Fibre linings in caps. 

Plug or socket for panel mounting. 

Plug or socket with caps. 

Finish on caps—Black Crystal. 

Plug prong cross section x 

Locking fittings available for panel types or extension cables 
as shown. 

Rated voltage—1100 volts RMS. 

Current capacity—15 amperes. 

Contact resistance—.001 ohms average. 


plug—L ess Angle Brockets not 
Drilled or Tapped Unless 
Specified 


SOCKET—^Less Angle Brack* 
els. Not Drilled or Topped 
Unless Specified 


No. Contacts 

, Ea. 

No. Contacts 

Ea. 

P-402-LAB 

(2) 

S .35 

S.402.LAB 

(2) . 

$ .43 

P-404.LAB 

(4) . 

. .48 

S.404.LAB 

(4) . 

.63 

P.406LAB 

(6) 

. .63 

S.406.LAB 

(6) . 

.94 

P-408-LAB 

(8) . 

. .76 

S.408.LAB 

(8) . 

.. 1.05 

P-410.LAB 

(10). 

. .91 

S.404.LAt S-410.I.AB 

(10) . 

. 1.25 

P.412-LAB 

(12) . 

.. 1.05 

a S-412.LAB 

(12) . 

1.46 


PLUG—with Angle Brackets lor 

1/16" Panel 

No. Contacts Ea, 

Blra P-402-AB (2) $ .63 

jM P-404-AB Vfl" (4) .76 

P-406-AB A" (6) .91 

P.408-AB (8) 1.05 

P-410-AB V.i" (10) 1.19 


SOCKET—with Angle 
Brackets 

No Contacts Ea. 

r S.402.AB (2) . S .70 

S.404.AB (4) .91 

S.406.AB (6) . 1.11 

S.408.AB (8) . 1.33 


P.404-AB,*a" P.412.AB yV (12) 1.32 S.404.AI S.412.AB (12) ..... 1.74 



PLUGS 


PLUG-^Flored Hole in Top 

PLUG—Flared Hole in End 

No. Contacts 

Ea. 

No. Contacts 

Ea. 

P-402-FHT (2) 

. S .70 

P-402-rHE (2) 

. S .70 

P.404.FHT (4) . 

.91 

P-404-FHE. (4) 

. 91 

P.i06.FHT IS) 

. 1.11 

P-406-FHE (6) 

1 11 

P.40S.FHT IS) 

. 1.32 

P-408 FHE (8) 

1.32 

■IHi P.410.FHT /lOl 

. 1.53 

P-410 FHE (10) 

1.53 

W^n P.4I9.FHT 112) 

_ 1.73 

P.412-FHE (12) . 

1.73 

pH|f 

SOCKETS 


tMj S<X:KET--FIared 

Hole in 

SOCKET —Flared Hole in 

Top 


End 



Ea. 

No. Contacts 

Ea. 

r-404.FHT S-402-FHT (2) . 

.B .77 

S-402-FHE (2) 

. $ .77 

S.404.FHT (4) 

.. .. 1.06 

S-404-FHE (4) . 

.. 1.06 

S-406.FHT (5) 

1.33 

S-406-FHB (6) : 

. 1.33 

S-408-FHT (8) . 

. . 1.61 

S.408.FHE (8) .. 

. 1.61 

S-410-FHT aO) 

. 1.89 

S.410-FHE (10) . 

. 1.89 

S.412-FHT <12) 

2.17 

S-4I2-FHE (12) 

2.17 


PLUGS 


PLUG—Cable Clomp in 

PLUG—'Cable Clomp in 

Top 


End 


No.’ Contacts 

Ea. 

No, Contacts 

Ea. 

<— ^ P-402-CCT (2) . 

.$ .98 

P-402-CCE (2) . 

. . .. S .98 

P.404.CCT (4) . 

. 1.19 

P^04-CCE (4) . 

.. 1.19 

P.406.CCT (6) . 

. 1.40 

P.406-CCE (6) 

. . .. 1.40 

P.408.CCT (8) . 

. 1.60 

P.408-CCE (8) 

. 1.60 

P.410-CCT (10) 

. 1.80 

P-4iO-CCE (10) 

< . 1.80 

P.412.C:CT <12) . 

.. 2.01 

P-412.CCE (12) 

2.01 


SOCKETS 


^il/ SOCKET—Cable Clamp In 

SCX:KET-Cable 

Clamp in 

V!r Top 


End 




No. Contacts 

Eo. 

p.404.ccr S- 402 -CCT (2) . 

. $1.06 

S1402-CCE (2) . 

. $1.06 

S.404-CCT (4) . 

. 1.33 

S.404.CCE (4) . . 

... 1.33 

S-406-CCJ (6) . 

. 1.61 

S.406.CCE (6) . 

.. 1.61 

S-408 CCT l8 ) . 


S408.CCE (8) . 


S.410.CCT (10) . 

.. 2.17 

S-410'CCE (10) . 

. 2.17 

S-412-CCT '12) 

2.44 

S<412<^CCE (12) 

2.44 



PLUG—with ShaDow Brockeli 


flUll, 

No.' Contacts 



P-402-SB (2).. . 

. f .76 


P. 404 .SB (4)...,., 

.. . .98 


P-406.SB (6)__ .. .. 

_... 1.19 


P-408-SB (8) _________ 

... 1.40 

P404 SB 

P-410-SB (10)..... 

.......... 1.61 


P-412-SB (12)..... 

- 1.82 





LOCKS FOR 400 SERIES PLUGS AND SOCKETS 

(Fonnerly Heavy Doty) 


i| 






SOCKET—with Shdlow Brackets 



S.402-SB (2) 

S.404.SB (4) 

S-406.SB (6) 

S-I08.SB (8) 
S.410.SB (10) 
S.412.SB (12) 


( 2 )... 

(4) . 

( 6 ) - 

( 8 ). 


ILLUSTRATING No. 93 LOCfC. 

May be attached to any 400 ... 

Series plug for extension ILLUSTRATING No. 63 LOCK. May be used 
cables. If plugs are ordered ©n all panel mount 400 Series plugs and 
with this lock, specify "with sockets when surface is flush with top of 
No..93 Ificks." panel. Cannot be used on type DB plugs, 

lie. 99 Lock when ot* 

toehed to plug, odd to Ea. Ea. 

Ust por pair.:$ .43 Ao. 63 Locks ONLY, per pair-;$ .43 

No. 93 Locks ONLY por _ 



No. Cental 
P.402.DB (2).. 
P.404.DB (4).. 
P.406.DB (6) . 
P.408-DB (8).. 

P.410.DB (10) . 
P.412.DB (12).. 


PlUG^wItb Deep Bracket 

Contacts 
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ELECTRICAL 

CONNECTING DEVICES 


CCI 


^53 


‘ 500 ’ SERIES PLUGS AND SOCKETS 

For Complete Listing of 500 SERIES, Write for No. 500 Catalog 


Designed for 5,000 volts Ctiid ” 25 ■amperes per contact. Circuit characteristics, however, may alter this rating one 
way or the other. 

Long leakage path from terminal to terminal, and; terpiinal to ground. Contacts are brass and phosphor bronze, 
silver plated. Metal parts of caps and brackets are steel, parkerized (rust-proofed). Plug and socket blocks are 
interchangeable in caps and brackets. 

All sizes are polarized in a mariner to prevent a. smaller plug being inserted in a larger socket. Thus different 
sizes may be used on one installation without dariger of making wrong connections. 

Extreme care has been taken to make terminal connections under cap very accessible both for original wiring 
and subsequent inspection. The cap is insulated witK canvas bakelite. Plug prong cross section ift-" x 
IMPORTANT: For safety with high voltages DEEP BRACKETS should always be used on one plug or socket, 
when the other plug or socket has a CAP. SHALLOW BRACKETS are for use only in connecting two units, each 
unit having plug or socket with SHALLOW BRACKET. 


P-506-CE 
(Plug with Cap) 
(BX Clamp shown 
but not furnished) 



S-SOe-DB 

(Socket with Deep Bracket), 


LOCKS FOR 500 SERIES 
PLUGS AND SOCKETS 



S-506-CE 

(Socket with Cap) 


P-506-SB 

(Plug with Shallow Bracket) 


P-508-DB 

(Plug with Deep Bracket) 


Cable entrance: Because of the great 
variation in type and size of cables, we 
have considered it best not to supply 
cable clamps of any kind. The cap end 
is made to accommodate standard BX 
clamps which may be obtained at any 
electrical jobbing house. The cap end 
will be furnished with round hole from V 2 " 
diameter and 114" diameter in steps of Vs", 
if the size required is given on order. If 
no size is given, plain cap end with center 
punch locating center will be shipped. 


S-506-SB 

(Socket with Shallow Bracket) 


PLUG 


PLUG PLUG 



Locks shown above are used in con¬ 
nection with any DEEP BRACKET and 
cap combination. 

The locks securely hold the units to¬ 
gether, but they can be released in¬ 
stantly. 

The mounting plates are made to fit 
all DEEP BRACKETS, and are fastened 
by the same screws or rivets that hold 
the deep brackets to the panel. Can ' 
not be used on shallow brackets. Sold 
in pairs only. 

No. SOO-L Locks.„.».....„_...._Per pair $0.99 


With Cap 


Code 

Price Ea. 

P-502-CE ..... 

.. $3.03 

P-504.CE ...... 

_ 4.36 

P-506.CE ...... 

. 5.69 

P-508-CE ..... 

_ 7.02 

P-510.CE ...... 

_ 8.35 

P-512.CE 

_ 9.68 


SOCKET 

With Cap 


Code 

Price Ea. 

S-502-CE ...... 

_ $3.03 


S-504.CE_ 4.36 

S-506-CE_....... 5.69 

S-508-CE_ 7.02 

S-SIO-CE __ 8.35 

S-512.CE _ 9.68 


With Deep Bracket 


Code Price Ea. 

P-502-DB _ $2.66 

p:504-DB _ 3.82 

P-506-DB . 4.96 

P-508-DB _ 6.12 

P-510-DB _ 7.26 

P-512.DB _... 8.42 


SOCKET 


With Deep Bracket 

Code 

Price Ea. 

S-502-DB 

. $2.66 


S-504-DB .......__ 3.82 


S.508.DB 

6.12 

S-510-DB _ 

7.26 

S.512-DB _ 

8.42 


With Shallow Bracket 

Code Price Ea. 

P-502-SB _ $2.66 

P-504-SB _ 3.82 

P-506-SB ...._ 4.96 

P-508.SB 6.12 

P-510-*SB ___ 7.26 

P-512-SB _ 8.42 


SOCKET 

With Shallow Bracket 

Code Price Ea. 

S-502-SB _ $2.66 

S-504-SB _ 3.82 

S-506-SB _ 4.96 

S-508-SB _ 6.12 

S-510-gB _..... 7.26 

S-512.SB ....._ 9.42 
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E LECTRICAL 

CO N N ECTI N G DJEVIC E S 


SERIES 101 PLUGS 


SERIES 201 



H-j 

kD-J 

i 'c 

1 M 

LJi 


The entire No. 101 
Series of Plugs are 
identical with the ex¬ 
ception of the coble 
ferrule which is fur¬ 
nished in four sizes 
as listed below. All 
metal parts are of 
brass. These Plugs fit 
all of the No. 101 
Series Sockets. As¬ 
sembly meets Navy 
Specificatiorii|. A low 
loss Plug and Socket ideal for high frequency connections. 



'brass sleE^^■• 

HOT TtNNED 

KNURLED NUT- 
V-IB THR. 

PLATING-BUR¬ 
NISHED CADMIUM 

BRASS PLUG BODY- 
TIN PLATE 10.20 MSI 

Ceramic-STEATITE- 

VACUUM WAX IMP 

DIA STD BRASS 
TUBE PRONG 
HEAVY SILVER PLATE 


Code No. 

P-101-1/4" 

P-101-.290 

P-101-5/16 

P-101.3/8" 

P.101-1/2" 



PLUGS 

The No. 201 Series Plugs 
are of the same design as 
the No. 101 but are of 
heavier stock and larger. 
Made in one size only 
with 3/g" ferrule. All metal 
parts are of Brass, same 
finish as No. 101 Series 
and Wax Impregnated 
Ceramic insulation. Over¬ 
all length li%". Prong di¬ 
ameter Fits only the 

201 Socket. 


SOCKETS 

The 201 Socket is similar 
to the S-lOl-D except larg¬ 
er. Brass base is nickel 
plated with Chrome Flash. 
Brass contact is Silver 
Plated. Insulation is of 
low loss natural color XXX 
Bakelite. Both Plug and 
Socket meet Navy Speci¬ 
fications. 

Mounting holes — No. 30 
drill on 1" centers. 




Code 

P.201-3/8 


3 / 4 "—27 thread. 
Ea. Code 

$0.98 S-201 . 


Ea. 

$1.05 


SERIES 202 


SERIES 101 SOCKETS 

The No. 101 Series Sockets are furnished in three 
types as shown below. Base is of Brass, Nickel Plated 
with Chrome Flash. Brass contact is Silver Plated. In¬ 
sulation of low loss natural color XXX Bakelite. Meets 
Navy Specifications. The S-lOl-D is similar to the S-101 
except that the Bakelite is recessed in the base. S-lOl-D 
Mod. is the same as S-lOl-D except that two sides of 
the base are milled as shown. Mounting Holes No. 101 
—No. 41 drill on fj" centers. Mounting holes No. 101-D 
and 101-D Mod. No. 30 tdrill on centers. 



S-101 S-lOl-D S-lOl-D Mod 


Price Each—^$0.56 Price Each—$0.84 Price Each—$0.84 


PLUGS SOCKETS 

The 202 Series Plugs and Sockets are made in two con¬ 
tacts only. Metal parts are of Brass with burnished 
Cadmium Plate. Insulation is of Molded Bakelite. 
Phosphor Bronze "Knife Switch" type Socket Contacts 
engage both sides of flat Plug Contacts—double con¬ 
tact area. Formed Fibre linings in caps. Polarized. 
Knurled nut has 3 / 4 "—27 thread. 

Socket Mounting Holes. No. 30 drill on 1" centers. 


P-202-CCT—$0.77 P-202-FHT—$0.63 S-202-B—$0.91 

(as shown above) (without Cable Clamps) 

S-202.CCT—$0.79 S-202-FHT—$0.64 P-202-B—$0.89 




1400 SERIES PLUGS AND SOCKETS 


This series of "disconnect” plugs and sockets has the distinct 
advantage of low cost for a separate unit handling many cir¬ 
cuits. Due to exposed metal parts, it is recommended for use 
when the complete unit is within a housing. 

Reduces costs of servicing units. Advantageous in shipping when 
it is desirable to pack units separately. Polarized—assures 



correct coupling. Spring temper brass sockets assure perfect 
contact. Standard units are listed below from 5 to 16 contacts. 
However we can supply units having as many as 30 or more 
contacts. 

On No. 1420 or larger we recommend the plug be divided into 
two or more units, as a single long plug is not mechanically 
strong. The socket will be made in one assembly. 


No. 1405 

( 5 Contacts) 

Ea. 

$0.39 

No. 1411 

(11 Contacts) 

Ea. $0.75 

No. 1406 

( 6 Contacts) 

Ea. 

.45 

No. 1412 

(12 Contacts) 

Ea. 

.81 

No. 1407 

( 7 Contacts) 

Ea. 

.51 

No. 1413 

(13 Contacts) 

Ea. 

.87 

No. 1408 

( 8 Contacts) 

Eo. 

.57 

No. 1414 

(14 Contacts) 

Ea. 

.94 

No. 1409 

( 9 Contacts) 

Ea. 

.63 

No. 1415 

(15 Contacts) 

Ea. 

.99 

No. 1410 

(10 Contacts) 

Eo. 

.69 

No. 1416 

(16 Contacts) 

Ea. 

1.06 


For units with more than 16 contacts, add 7c to the No. 1416 price for each additional contact. 


Copyright by U, C, P,, Inc. 
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BARRIER TYPE TERMINAL STRIPS 


Increased insulation is provided by having Barriers placed between 
each Terminal. These Barriers follow around the edge of the Strips 
and terminate at the base. They not only make a long leakage path 
but prevent direct shorts from frayed wires at the terminals. Mount¬ 
ing holes are at the ends as illustrated. The base is molded Bakelite. 


The Terminals and Binder Screws are of brass, nickel plated. Marker 
Strips may be ordered and imprinted to supply terminal designations. 
These Marker Strips mount beneath Terminal Strips and also afford 
insulation from metal mounting surface. See poge 21 for imprinting 
charges. See pages 24 and 25 for dimensions. 


5-40 X Binder Head Screws No* 140 TERMINAL STRIPS Metal to Metal Spacing over Bakelite 





Ho. 2-140-% W 


Ho. 140-% W 


MABKER STRIPS 
{for 140, 140-W and 
140-% W i 

The standard Marker 
Strips are of black fibre 
thick and character 
designations are imprint¬ 
ed in white. 

Bakelite Marker Strips can 
be supplied at an increase 
in price, and are desig¬ 
nated by code MSX in¬ 
stead of MS. Prices on 
application. j 

Code Per 100 


Code 

Ea. 

Code 

Ea. 

Code 

Ea. 

Code 


1-140. 

.$ .15 

1-140-W. 

.$ .19 

1-140-% W... 

..$ .19 

MS.1-140. 


2-140. 

..24 

2-140-W.... 

.32 

2-140-% W... 

.. .32 

MS-2-140. 


3-140.. 

.33 

3-140-W. 

.44 

3-140-% W... 

.. .44 

MS-3-140. 


4-140. 

. *42 

4-140-W. 

.57 

4-140-% W... 

.. .57 

MS-4-140. 

. 

5-140. 

. .51 

S.140.W 

.69 

5.140.% W 

.69 

40 


6-140... 

*59 

6-140-W. 

.83 

6-140-% W... 

.. .83 

MS.6.140 

7-140. 

.68 

7-140-W. 

.95 

7-140-% W... 

.. .95 

MS.7-140. 


8-140'. 

.77 

8-140-W 

1.08 

8-140-% W 

1.08 

MS.9.140 


9-140. 

.86 

9.140.W 

1.21 

9.140.% W 

_L21 

Mfi.9.140 

10-140.. 


10-140-W. 

. 1.33 

10-140.% W... 

!! 1.33 

MS-10-140. 

_ 

11-140. 

. 1.03 

11-140-W. 

. 1.45 

11-140-% W... 

.. 1.45 

MS-11-140. 


12-140....... 

. 1.12 

12-140-W. 

. 1.58 

12-140-% W... 

... 1.58 

MS.12-140. 


13-140. 

. 1.21 

13-140-W. 

. 1.71 

13-140-% W... 

...1.71 

MS-13.140. 


14-140. 

. 1.31 

14-140-W. 

. 1.84 

14-140-% W... 

... 1.84 

MS-14-140.... 


15-140. 

. 1.40 

15-140-W. 

. 1.96 

15-140-% W... 

... 1.96 

MS.15.140... 


16-140. 

. 1.49 

16-140-W. 

. 2.09 

16-140-% W... 

... 2.09 

MS-16.140. 


17-140. 

. 1.57 

17-140-W. 

...... 2.21 

17-140-% W... 

... 2.21 

MS.17.140.... 

_ 

18-140. 

. 1.66 

18-140-W. 

. 2.34 

18-140-% W... 

... 2.34 

MS-18.140.... 


19-140. 

. 1.75 

19-140-W. 

. 2.46 

19-140-% W... 

... 2.46 

MS.19-140 ... 


20-140. 

. 1.84 

20-140-W. 

. 2.60 

20-140-% W.;. 

... 2.60 

MS.20.14Q... 


21-140. 

1.93 

21.140.W 

2.72 

21.140.% W 

2.72 

MS-21.140. 







Ho. 140-y 

Code Ea. ' 

1- 140-Y..19 

2- 140.y. .32 

3- 140-Y......_.. .44 

4- 140.Y. .57 

5- 140-Y.69 

6.140-Y.83 

7- 140.Y.95 

8- 140-Y. 1.08 

9.140.Y. 1.21 

10- 140.Y. 1.33 

11- 140-Y. 1.45 

12- 140-Y. 1.58 

13- 140-Y. 1.71 

14- 140-Y. 1.84 

15- 140-Y. 1.96 

16- 140-Y. 2.09 

17- 140-Y. 2.21 

18- 140-Y. 2.34 

19- 140-Y. 2.46 

20- 140-Y. 2.60 

21- 140-Y. 2.72 


MARKER STRIPS 
ior 140-Y 

The standard Marker 
Strips are of black fibre 
thick and character 
designations are imprint¬ 
ed in white. 

Bakelite Marker Strips can 
be supplied at an increase 
in price, and are desig¬ 
nated by code MSX in¬ 
stead of MS. Prices on 
application. 

Code Per 100 

MS-1-140-Y.$ 5.78 

MS-2-140-Y. 6.60 

MS.3-140-Y. 7.43 

MS-4-140-Y. 8.25 

MS-5-140-Y. 9.08 

MS-6-140-Y. 9.90 

MS-7-140-Y.; 10.73 

MS-8-140-Y. 11.55 

MS-9-140-Y.......12.38 

MS-10-140-Y. 13.20 

MS-11-140-Y. 14.03 

MS-12-140-Y. 14.85 

MS-13-140-Y. 15.68 

MS-14-140-Y. 16.50 

MS-15-140-Y.. 17.33 

MS-16-140-Y. 18.15 

MS-17-140-Y. 18.98 

MS.18-140-Y. 19.80 

MS-19-140-Y. 20.63 

MS.20-140-Y. 21.45 

MS-21-140-Y. 22.28 


S-32 X % Bindor Head Screws 


No* 141 TERMINAL STRIPS Metal to Metal Spacing over Bakelite %'' 




No. 141 

Code Ea. 

1- 141.$ .20 

2- 141.31 

3- 141.42 

4- 141.54 

5- 141.65 

6- 141. .75 

7- 141.88 

8- 141.99 

9- 141. 1.10 

10- 141. 1.22 

11- 141. 1.33 

12- 141. 1.44 

13- 141. 1.56 

14- 141. 1.67 

15- 141. 1.78 

16- 141. 1.90 

17- 141. 2.01 

18- 141. 2.12 

19- 141. 2.24 

20- 141. 2.35 


No. 141-W I 
Code Ea. 

1- 141-W.$ .24 

2- 141-W.41 

3- 141-W.57 

4.141-W. .74 

5- 141-W.90 

6- 141-W.......... 1.07 

7- 141-W. 1.23 

8- 141-W. 1.40 

9- 141-W. 1.56 

10- 141-W. 1.73 

11- 141-W. 1.89 

12- 141-W. 2.06 

13- 141-W. 2.22 

14- 141-W. 2.39 

15- 141-W. 2.55 

16- 141-W. 2.72 

17- 141-W. 2.88 

18- 141-W. 3.05 

19- 141-W. 3.21 

20- 141-W. 3.38 



Ho. 2.141-%-W 


No. 141-% W 

Code I 


1- 141-% 

2- 141-% 

3- 141-% 

4- 141-% 

5- 141-% 

6- 141-% 

7- 141-% 

8- 141-% 

9- 141-% 

10- 141-% 

11- 141-% 

12- 141-% 

13- 141-% 

14- 141-% 

15- 141-% 


W.$ .24 

W.41 

W.57 

W.74 

W.90 

W. 1.07 

W. 1.23 

W. 1.40 

W. 1.56 

W. 1.73 

W. 1.89 

W. 2.06 

W. 2.22 

W. 2.39 

W. 2.55 


16- 141-% W. 2.72 

17- 141-% W. 2.88 

18- 141-% W. 3.05 

19- 141-% W. 3.21 

20- 141-% W. 3.38 


MARKER STRIPS 

for 141, 141-W and 
141-% W 

Standard Marker Strips 
are of black fibre 
thick. See column above 
for designation for Bake¬ 
lite Marker Strips. 

Code Per 100 

MS-1-141.$ 2.75 

MS-2-141. 3.85 

MS-3-141. 4.95 

MS-4-141. 6.05 

MS-5-141. 7.15 

MS-6-141. 8.25 

MS-7-141. 9.35 

MS-8-141. 10.45 

MS-9-141. 11.55 

MS-10-141. 12.65 

MS-11-141. 13.75 

MS-12-141.. 14.85 

MS-13-141. 15.95 

MS-14-141. 17.05 

MS-15.141. 18.15 

MS.16.141. 19.25 

MS-17.141. 20.35 

MS-18.141. 21.45 

MS-19-141. 22.55 

MS-20-141. 23.65 



No. 2.141-Y 

No. 141.Y 
Code Ea. 

1- Hl-Y.$ .24 

2- 141.Y.41 

3- 141.Y.57 

4- 14 l-Y.74 

5- 141-Y. 90 

6- 141-Y. 1.07 

7- 141-Y. 1.23 

8- 141-Y. 1.40 

9- 141-Y. 1.56 

10- 141-Y. 1.73 

11- 14 l-Y. 1.89 

12- 141-Y. 2.06 

13- 141-Y. 2.22 

14- 141-Y. 2.39 

15- 141.Y. 2.55 

16- 141-Y. 2.72 

17- 141-Y. 2.88 

18- 141-Y..„. 3.05 

19- 141-Y. 3.21 

20- 141-Y. 3.38 


MARKER STRIPS 
for 141-Y 

Standard Marker Strips 
are of black fibre 
thick. See column above 
for designation for Bake¬ 
lite Marker Strips. 


Code Per 100 

MS-1-141-Y.$ 6.05 

MS-2-14 l-Y. 7.15 

MS-3-141-Y. 8.25 

MS-4-141-Y. 9.35 

MS-5-141-Y. 10.45 

MS-6-141-Y. 11.55 

MS-7-141-Y. 12.65 

MS-8-14 l-Y. 13.75 

MS-9-141-Y. 14.85 

MS-10-141.Y. 15.95 

MS-11-141.Y. 17.05 

MS-12-141-Y. 18.15 

MS-13-141-Y. Il25 

MS-14-141-Y .. 20.35 

MS-15-141-Y. 21.45 

MS-16-141-Y. 22.55 

MS-17-141-Y. 23.65 

MS-18-14 l-Y. 24.75 

MS-19-141-Y. 25.85 

MS-20-141-Y. 26.95 
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COINICH-J® 


ELECTRICAL 

CONNECTING DEVICES 


BARRIER TYPE TERMINAL STRIPS 

8-32 X Binder Heod Screws No« 142 TEHNUNAL STRIPS Metal to Metol Spacing over Bakelite 





No. 2-142-3/4 W 



No. 142 

Code Ea. 

1.142.$ .23 

2- 142. .36 

3- 142.51 

4- 142. .65 

5- 142__ .78 

6- 142. .92 

7- 142. 1.07 

8- 142. 1.20 

9- 142. 1.34 

10- 142. 1.49 

11- 142. 1.62 

12- 142. 1.76 

13- 142. 1.90 

14- 142. 2.04 

15- 142.... 2.18 

16- 142. 2.32 

17- 142. 2.45 


No. 142.W 

Code Ea. 

No. 142-3/4 W 

Code Et 

MARKER STRIPS lor 

142.142-W, I 42 -V 4 W 

Code Per 100 

No. 

Code 

142-Y 

Ea. 

1-142-W. 

$ .30 

1-142-3/4 W.. 

$ .30 

MS-1-142. 

.$ 3.03 

1.142-Y 

.•... $ .30 

2.142-W. 

„ .50 

2-142-3/4 W. 

.. .50 

MS-2.142 .. 

_ 4.40 

2.142-Y 

.50 

3-142-W. 

., ,70 

3-142-3/4 W . 

. .70 

MS-3-142... 

5.78 

3-142.Y 

... .70 

4-142-W. 

.. .90 

4-142-3/4 W 

.90 

MS-4-142 .. 

7.15 

4-142-Y 

. .90 

5-142-W. 

.. 1.11 

5-142-3/4 W .. 

1.11 

MS-5-142 

8.53 

5-142-Y 

. 1.11 

6-142.W. 

- 1.31 

6-142-3/4 W.. 

.. 1.31 

MS-6-142 

. 9.90 

6-142-Y 

.. 1.31 

7-142.W.. 

. 1.52 

7-142-3/4 W... 

„ 1.52 

MS-7-142 ... 

_ 11.28 

7.142-Y 

. 1.52 

8-142-W. 

.. 1.72 

8-142-3/4 W.. 

.. 1.72 

MS-8-142. 

12.65 

8-142-Y 

. 1.72 

9-142.W. 

.. 1.93 

9-142-3/4 W .. 

.. 1.93 

MS-9-142... 

..... 14.03 

9-142-Y.. 

. 1.93 

10-142.W. 

.. 2.12 

10-142-3/4 W 

2.12 

MS-10-142. 

..... 15.40 

10-142-Y. 

. 2.12 

11-142-W. 

. 2.33 

11-142-3/4 W .. 

.. 2.33 

MS-11-142. 

16.78 

11-142.Y. 

2.33 

12.142-W. 

.. 2.53 

12-142-3/4 W . 

.. 2.53 

MS-12-142 

. 18.15 

12.142.Y. 

.. 2.53 

13.142-W. 

.. 2.74 

13-142-3/4 W . 

.. 2.74 

MS-13.142. 

19.53 

13-142-Y. 

.. 2.74 

14-142.W. 

.. 2.94 

14-142-3/4 W... 

.. 2.94 

MS-14.142. 

...... 20.90 

14-142-Y.. 

.. 2.94 

15.142.W. 

.. 3.15 

15-142-3/4 W .. 

.. 3.15 

MS.15.142. 

_ 22.28 

15-142-Y.. 

.. 3.15 

16-142-W. 

.. 3.34 

16-142-3/4 W.. 

.. 3.34 

MS-16.142.. 

__ 23.65 

16-142.Y.. 

_ 3.34 

17-142.W!. 

.. 3.54 

17-142-3/4 W. 

3.54 

MS-17-142 

_ „ 25.03 

17-142-Y.. 

. 3.54 


MARKER STRIPS 
for 142-Y 

Code Per 100 

MS.M42.Y.$ 6.33 

MS-2-142.Y. 7.70 

MS-3-142.Y. 9.08 

MS-4.142.Y. 10.45 

MS-5-142.Y. 11.83 

MS-6-142.Y. 13.20 

MS-7-142.Y. 14.58 

MS.8-142.Y. 15.95 

MS-9-142.Y. 17.33 

MS.10-142.Y.... 18.70 
MS-11-142.Y. .. 20.08 
MS-12-142-Y. .. 21.45 
MS.13-142-Y ... 22.83 
MS-14-142.Y... 24.20 
MS-1S-142-Y.... 25.58 
MS-16-142-Y. . 26.95 
MS-17.142.Y. 28.33 


No, 150 TERMINAL STRIPS 

lH" wide by high. Terminals 
cnre mounted on centers. 

Screws: 10^32 x brass, bur¬ 
nished nickel plate. Fits standard 
50 Amp, solder lug for 6 Ga. 
stranded wire. Metal to metal 
spacing over bakelite 



Code 

Ea. 

1-150.. 

_ .$ .55 

2-150. 

. .94 i 

3-150 . 

.. 1.32 

4-150 . 

. 1.71 

S-150 

.- 2.09 

6-150 

. 2.48 

7-150. 

_ 2.86 

8-150.. 

. 3.25 

9-150. 

.. 3.63 

10-150 

_4.02 


1 No. 150-W 

No. 150-% W 1 

Code 

Ea. 

Code 

Ea. 

1.150.W . $ 

.66 

1-150-% W$ .66 

2-150-W„ 

1.13 

2-150-% W 

1.13 

3-150-W ^ 

1.60 

3-150-% W 

1.60 

4-150-W._ 

2.07 

4-150-% W 

2.07 

S-ISO-W™. 

2.53 

5-150-% W 

2.53 

e-iso-w.... 

3.00 

6-150-% W 

3.00 

7.150-W...., 

3.46 

7-150-% W 

3.46 

8-150-W.,^ 

3.92 

8-150-%W 

3.92 

9-150-W. 

4.40 

9-150-% W 

4.40 

10-150.W „ 

4.87 

10-150-% W 

4.87 


MARKER STRIPS 
For 150 Series 
Code Per 100 
MS-1-150. S 6.60 
MS-2-150... 8.14 
MS-3-150... 9.68 
MS-4.150... 11.22 
MS-5.150... 12.76 
MS.6.150... 14.30 
MS.7.150... 15.84 
MS-8-150... 17.38 
MS-9-150... 18.92 
MS-10-150 20.46 


No, 151 

TERMINAL STRIPS 

2" wide by H'' high. Ter¬ 
minals are mounted on 
centers. Screws: 12-32 x 
brass, burnished nickel 
plate. Fits standard 70 
Amp. solder lug for 4 Go. 
stranded wire. Metal to 
metal spacing over bake¬ 
lite W'. 


No. 152 TERMINAL 
STRIPS 

2W' wide by 
IW* high. Ter¬ 
minals are 
mounted on IVs" 
centers. Screws; 

1/4 "-2 8 X W 
brass, burnished 
nidcel plate. Fits i 
standard 90 ' 

Amp. solder lug 
for 2 Ga. strand¬ 
ed wire. Metal 
to metal spac¬ 
ing over bake- 
lit# I". 




No. 151 

Code Ea. 


No. ISl-W 

No. 151-% W I 

Code 

Ea. 

Code 

Ea. 

MSl-W .. 

...suo 

1-151-% W $1.10 

2-151.W .. 

... 2.04 

2-151-% W 

2.04 

3-151.W .. 

... 2.97 

3-151-% W 

2.97 

4-151.W .. 

... 3.91 

4-151-% W 

3.91 

5-151.W .. 

... 4.84 

5-151-% W 

4.84 

6.151.W . 

....'5.78 

6-151-% W 

5.78 

7-151.W .. 

... 6.71 

7-151-% W 

6.71 

B-lSl-W .. 

... 7.65 

8-151-% W 

7.65 


MARKER STRIPS 
lor 151 Series 
Code Per 100 
MS-M51....$ 6.68 
MS-2-151.... 10.18 
MS.3-151... 13.48 
MS-4-151... 16.78 
MS-5-151 ... 20.08 
MS-6-151... 23.38 
MS-7-151.... 26.68 
MS-8-151.... 29.98 




1’ 

1 


1 

MARKER STRIPS 

No. 

1S2 

No. 152.W 

No. 152% W 

for 152 Series 

Code 

Ea. 

Code 

Ea. 

Code 

Ea. 

Code Per 100 

1-152 .. 

.$1.27 

1-152-W „ 

...,$1.49 

1-152-% W 

$1.49 

MS-1-152... $ 7.15 


. 2.42 

2-152-W... 

2.86 

2-152-% W 

2.86 

MS-2.152 ... 12.65 

. 3.58 

3-152-W... 

... 4.24 

3-152-% W 

4.24 

MS. 3.152 ... 18.15 

4-152 

. 4.73 

4.152-W., 

... 5.61! 

4-152-% W 

5.61 

MS. 4.152 ... 23.65 

. 5.152 

. 5.89 

5-152-W... 

6,99 

5-152-% W 

6.99 

MS.5-152 ... 29.15 

f - - 

...... 7.04 

6-I52.W.... 

.... 8.36 

6-152-% W 

8.36 

MS-6.152 .. 34.65 


Solder Temdnol for 


For use with 

Per 


For use with 

Per 

Barrier Stripe 

Code 

Barrier Strip 

100 

Code 

Barrier Strip 

100 


No. W.140 
No. W.141 
No. W-142 

No. 140. 

No. 141. 

No. 142...„.., 

.. $3.80 
.. 5.06 
6.33 

No. W-ISO 
No. W-lSl 
No. W.152 

No. 150. 

No. 151. 

No .152_ 

.:$8.86 
- 15.18 
» 22.77 


1 





For use with 

Pe. 


Code 

Barrier Strip 

100 

Solder 

Terminal 

No. 

No. 

Y.140 

Y.141 

No. 

No. 

140 . 

141 . 

- $3.80 
... 5.06 


No. 

Y.142 

No. 

142. 

... 6.33 
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ELECTRICAL 
CONNECTING DEVICES 


FANNING STRIPS FOR CONNECTING TO BARRIER TERMINAL STRIPS 


JONES FANNING STRIP 


UPTURNED ENDS 
HOLD TERMINAL UN¬ 
DER SCREWS PRIOR 
TO TIGHTENING. 


CLAMPS DOWN OVER 
INSULATION. HOLDS 
WIRE SECURELY. 


WIRE HELD BY TER¬ 
MINAL NIB AND 
SOLDERED FOR POS¬ 
ITIVE CONNECTION. 


EUminotes 
Color Coding ! 

• 

Speeds up 
Assexxibly 

Improves 

Appeoronce 

# 

Insures Correct 
Connections 


For Right Angle Mounting 
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COINICIiHl = J©INIiS SALES 


, ELECTRICAL 
CONNECTING DEVICES 


NO. 1 TERMINAL STRIPS 

Tenninal Hound Copp*r, Flattonod at Ends, Tin Plated 

A conveniem and compact strip where solder connections 
are desired. 

Insulation: Canvas Base Bakelite, Vi" wide, A" thick. 
Terminals mounted on W* centers. Mounting holes Vi" irom center oi 


Code 


Ea. . 

Code ' 


Ea. 

No. 2-1 

(2 Terminals) 

$ .13 

No. 6-1 

(6 Termincds) 

$ .19 

No. 3-1 

(3 Terminals) 

.14 

No. 7-1 

(7 Terminals) 

.20 

No. 4-1 

(4 Terminols) 

.15 

No. 8-1 

(8 Tenninals) 

.21 

No. 54 

(5 Terminals) 

.17 

No. 94 

f 9 Terminols) 

.22 


NO. 12 TERMINAL STRIPS 

Terminal 1/16" Brass, Tin Plated 
Similar to No. 11, except larger. Solder tab is flat; 
but will be bent up, if specified. 

Screw: 10-32 x %" brass, binder head, burnished 
^ nickel plate. Insulation: XP Bakelite, 1" wide. A" 
thick. Terminals mounted on centers. Mounting holes %" from center 
of end terminals. Will take up to No. 9 B & S gauge wire (.114")« 


(2 Termiaatls) 
(3 Terminals) 
(4 Terminals) 
(5 Terminals) 


No. 6*12 . (B Terminals) 
No. 742 (7 Terminals) 

No. 8-12 (8 Terminals) 

No. 942 (9 Terminals) 


a NO. 3 TERMINAL STRIPS 

Terminal Vi" Round Copper, Flattened at Each End, Tin 
Plated 

Similar to No. 1, except closer spacing cmd furnished with 
fg] holes instead of hooks. 

Insulation: Canvas base Bakelite, Vi" wide, A" thick. 
Terminals mounted on W centers. Mounting holes %" from center of 
end terminals. 

Code Ea. Code Ea. 

No. 2-3 (2 Terminals) S .15 No. 6-3 (6 Terminals) $ .21 

No. 3-3 (3 Terminals) .17 No. 7-3 (7 Terminals) .22 

No. 4-3 (4 Terminols) .19 No. 8-3 (8 Terminals) .23 

No. 5-3 C5 Terminals) .20 No. 9-3 (9 Terminals) .24 


(6 Terminals) 
(7 Terminals) 
(8 Terminals) 
(9 Terminals) 


le NO. 16 TERMINAL STRIPS 

Terminal .028" Brass: Cadmium Plated 
A popular priced screw and solder terminal with many 
desirable features. 

Screw: 6-32 x A" brass, binder head, burnished nickel 
plate. Insulation: XP Bakelite, wide. A" thick, 
o Terminals spaced on Vi" centers. Mounting boles Vi" 

from center of end terminals. 


No. 2-16 (2 Terminals) 

No. 3-16 <3 Terminals) 

No. 4-16 <4 Terminols) 

No. 5-16 (5 Terminols) 


(6 Terminols) 
(7 Terminals) 
(8 Temdnals) 
^ Terminals) 


^6 NO. 6 TERMINAL STRIPS 

Teriiunal .0^ ' *trass. Cadmium Plated 
Screw ond solder tenxu..^ ^’’^antial and reasonably 

Screw: 6-32 x A" brass, binder heou, ’'^ed p’ckel 
^ plate. Insulation: XP Bakelite, %" wide, * -k. 

Terminals spaced on centers. Mounting holes V^" from ceni<.. 
end terminals. _ ^ 

Code Ea. Code Ea. 

No. 2-6 <2 Terminals) $.17 tio,6$ (6 Terminals) $.36 

No. 3-6 <3 Terminals) .22 No. 7-6 (7 Terminals) .41 

No. 4-6 (4 Terminols) *26 No. 8-6 (8 Terminols) .46 

No. 5-6 (5 Terminols) .32 No. 9-6 (9 Terminals) .51 


20 NO. 20 TERMINAL STRIPS 

Terminal 1/16'' Brass, Burnished Nickel Plate 
Strong two screw terminal with ears to hold wire 
securely under: screw. 

Screws: 6-32 x A" brass, binder head, burnished 
nickel plate. Insulation: XP Bakelite, %" wide. A" 
thick. Terminals mounted on %" centers. Mounting holes %" from 
center of end terminals. Will take Up to No. 13 B & S gauge wire (.071"). 


(2 Terminols) 
(3 Terminals) 
(4 Terminols) 
Terminals) 


(6 Terminols 
(7 Terminals) 
(8 Terminals) 
(9 Terminals) 


NO. 7 TERMINAL STRIPS 

Ternunal .046" Brass, Burnished Nickel Plate 
A two screw insulated terminal strip that con be 
mounted directly on metal surface. 

Screws: 6-32 x A" brass, binder head, burnished 
nickel plate. Insulation: XP Bakelite, %" wide, A" 
thick (total). Terminals mounted on W' centers. Mounting holes V^" from 
center of end terminals. „ 


(2 Terminals) 
(3 Tenninals) 
(4 Terminals) 
(5 Temflnols) 


(6 Terminals) 
(7 Terminals) 
(8 Terminols) 
(9 Terminals) 


21 NO. 21 TERMINAL STRIPS 

^ nninal 1/16" Brass, Burnished Nickel Plote 
Simila* o No. 20, except larger. 

Screw: . 32 x A" brass, binder head, burnished 
nickel pic ■». Insulation: XP Bakelite, IVb" wide. 
Vs" thick. Terminals mounted on 3/4" centers. 
Mounting holes 3/4" from center ot ^nd tenninals. Will take up to No. 11 
B 6 S gauge wire (.090"). 


(2 Terminals) 
(3 Terminols) 
(4 Terminols) 
(5 Terminals) 


(6 Terminals) 
(7 Terminols) 
(8 Terminols) 
(9 Terminals) 


NO. 10 TERMINAL STRIPS 

Terminal 1/16" Brass, Tin Plated 

Sturdy screw and solder tenninal with both screw ond 
solder connections on top of bakelite panel. Solder 
terminal turned up. 

Screw: 6-32 x A" brass, binder head, burnished nickel plate. Insulation: 
XP Bakelite, V4" wide. A" thick. Terminals spaced on %" centers. 
Mounting holes %" from center of end tirminals. Will take up to No. 
15 B d S gauge wire (.057"). 


(2 Terminols) 
(3 Terminals) 
U Terminols) 
(5 Terminols) 


(6 Terminals) 
(7 Terminals) 
(8 Terminals) 
(9 Terminals) 


n NO. II TERMINAL STRIPS 

Terminal 1/16" Brass, IRn Plated 
Similar to No. 10, except larger in size and the 
solder tab is flat, but will he bent up, if specified. 
Screws: 8-32 x A" brass, binder head, burnished 
nickel plate. Insulation: XP Bakelite, Vs" wide, Vb" thick. Terminals 
mounted on centers. Mounting holes 3/^" frpfn center of end ter¬ 
minals. Will take up to No. 12 B & S gauge wire (.080* >. 

Code Ea. Code ' "’V 

No. 2-11 (2 Terminols) $ .34 No. 6-11 .(6 Terminals) $ .87 

No. 341 (3 Terminals) .47 No. 7-Terminals) 1.00 

No. 441 (4 Terminals) .61 No. 8-11 (8 Terminals) 1.13 

No. 541 (5 Tenninals) .74 No. 941 (9 Terminals) 1.28 


22 NO. 22 TERMINAL STRIPS 

Terminal 1/16" Brass, Burnished Nickel Plate 
Similar to No. 21, except larger. 

Screws: 10-32 x 3/4" brass, binder head, burnished 
nickel plate. Insulation: XP Bakelite, 1V4" wide. 
A" thick. Terminals mounted on Vs" centers. 
Mounting holes %" from center of end terminale- 
Will take up to No. 8 B & S gauge wire (.128"). 


Code 


Ea. 

Code 


Ea. 

No. 2-22 

(2 Terminals) 

$ .64 

No. 6-22 

(6 Terminals) 

$1.61 

No. 3-22 

(3 Terminols) 

.88 

No. 7-22 

(7 Terminals) 

1.85 

No. 4-22 

(4 Terminols) 

1.12 

No. 8-22 

(8 Tenninals) 

2.09 

No. 5-22 

(5 Terminals) 

1.36 

No. 9-22 

(9 Terminals) 

2.22 



No. 32 TERMINAL STRIPS 

Terminol .050" Bross, Tin Plated 

An Ideal terminal strip (solder type) for medium hecr^ 
wiring. One or more wires may be connected to thi» 
terminal. 

Insulation: XX Bakelite, %" wide, V4" thick. Terminals 
mounted on A" centers. Mounting holes A" from center 
of end terminols. 


(2 Terminals) 
(3 Terminals) 
U Terminals) 
(5 Terminols) 


(6 Terminols) 
(7 Terminals) 
(8 Terminols) 
(9 Terminols) 
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.Ajs. 34 NO. 34 TERMINAL STRIPS 

Terminal .062“ Bross. Cadmium Plated 
Very substantial and neat appearing terminal. Ample 
length solder terminal below panel, with screw con- 
J| nection above. 

U Screw: 8-32 x A" brass, binder head, burnished nickel 

plate. Insulation; XP Bakelite, wide, V&'* thick. 
Terminals spaced on Mt" centers. Mounting holes Vi" Irom center of 
end terminals. 



Code 

No. 2-34 
No. 3-34 
No. 4-34 
No. 5-34 


Ea. 

(2 Terminals) $ .24 

(3 Terminals} .31 

(4 Terminals) .36 

(5 Terminals) .43 


Code 

No. 6-34 
No. 7-34 
No. 8-34 
No. 9-34 


Ea. 

(8 Terminals) $ .48 

(7 Terminols) .55 

(8 Terminals) .61 

(9 Terminals) .67 


^ NO. 36A TERMINAL STRIPS 

Terminal .031“ Brass, Cadmium Plated 

A popular priced screw and solder terminal With both 
ecrew and solder tab on same side of bakelite panel. 
Screw: 6-32 x A" brass, binder head, burnished nickel 
plate. Insulation: XP Bakelite, %" wide, A" thick. Terminals spaced on 
Vi” centers. Mounting holes Vi" from center of end terminals. 


No. 2-36A <2 Terminals) S .14 

No. 3-36A (3 Terminals) .20 

No. 4-36A <4 Terminals) .24 

No. 5-3 6A <5 Terminals) .29 


ELECTRICAL 

CONNECTING DEVICES 


I NO. S3 TERMINAL STRIPS 

I Terminal, Spring Temper Brass. Codmium Plated 
A reliable socket type contact for many uses. Takes A" 
prongs. May be used with No. 98 terminal strips (same 
" terminal spacing). 

Insulation: XP Bakelite, 1 / 2 " wide, A" thick. Terminals 
mounted on %" centers. Mounting holes from center 
of end terminals. 

Ea. Code Ea. 

(2 terminals): . $ .21 No. 6-53 (6 Terminals) $ .35 

(3 Terminals) ^ .24 No. 7-53 (7 Terminals) .39 

(4 Terminals) .28 No. 8-53 (8 Terminals) .43 

(5 Terminals) .32 No. 9-53 (9 Terminals) .46 


NO. 59 TERMINAL STRIPS 

Terminal .028“ Brass, Plated 
An inexpensive siolder terminal. One wire may be 
brought up through hole and soldered, leaving vertical 
tab fo» other connection. 

Insulation: XP Bakelite, %“ wide, A" thick. Terminals mounted Oin A" 
centers. Mounting holes A" honi center of end terminals. 

Code Ea. i Code Ea. 


No. 6-36A (6 Terminals) $ .34 

No. 7.36A (7 Terminals) .39 

No. 8-36A (8,Terminals) .44 

No. 9-36A (9 terminols) .48 


Code 
No. 2-59 
No. 3-59 
No. 4-59 
No. 5-59 


Ea. 

(2 terminals) $ .09 
(3 Terminals) .12 

(4 Terminals) .15 

{5 Terminals) .20 


No. 6-59 
No. 7-59 
No. 8-59 
No, 9-59 


Ea. 

(6 Terminals) $ .23 
(7 Terminals) .26 

(8 Terminals) .31 

(9 Terminals) .34 



NO. 42 TERMINAL STRIPS 

Terminal, Hard Brass, Cadmium Plated 

Similar in construction to No. 53. Takes V&" prong. May 
be used with No. 99 terminal strips (same teiminal 
spacing). 

Insulation: XP Bakelite, I/ 2 " wide> A" thick. Terminals 
mounted on 1 / 2 " centers. Mounting holes V^" from center 
of end terminals. 


NO. 60 TERMINAL STRIPS 

Terminal .050“ Brass, Cadmium Plated 
Screw terminal above panel—solder terminal below. 
Solder tab is notched. 

; \ I Screw; 6-32 x A" brass, binder head, burnished nickel 

U plate. Insulation: XP Bakelite, wide, i/s" thick. 

Terminals spaced on A" centers. Mounting holes A" fro® center of 
end terminals. 



Ea. [ 

Code 


Ea. 

<2 Terminal 

S .24 

No. 6-42 

(6 Terminals) 

$ .44 

^3 Terminals) 

.29 1 

No. 7-42 

(7 Terminals) 

.48 

<4 Terminals) 

.34 

No. 8-42 

(8 Terminals) 

.53 

<5 Terminals) 

.39 1 

No. 9-42 

(9 Terminals) 

.58 


Code , 
No. 2-60 
No. 3-60 
No. 4-60 
No. 5-60 


Ea. ’ 

(2 Terminals) $ .20 

(3 terminals) .26 

(4 Terminals) .33 

(5 terminals) .39 


Code 
No, 6-60 
No. 7-60 
No. 8-60 
No. 9-60 


Ea. 

(6 Terminals) $ .45 

(7 Terminals) .51 

(8 Terminals) .57 

(9 Terminals) .63 



NO. 43 TERMINAL STRIPS 

Terminal, Hard Bross, Cadmium Ploted 

Same as No. 42, except that it takes A" prongs. May be 
used with No. 100 terminal strips. 

Insulation: XP Bakelite, wide. A" thick. Terminals' 
mounted on W centers. Mounting holes from center 


4 66-s NO. 66-S TERMINAL STRIPS 

Terminal .032“ Hord Brass, Cadmium Plated 
A heavy solder terminal with large oval hole for several 

Insulation: XP Bakelite, 34 “ wide. A" thick. Terminals 
mounted on Vs" centers. Mounting holes from center of end terminals. 









Code 


Ea. , 

Code 

Ea. 

Code 


Ea. I 

Code 


Ea. 

No. 2-66-S 

(2 Terminals) 

$ .10 

No. 6-66-5 

(6 Terxriinals) $ .24 

No. 

2-43 

i2 Terminals) 

S ..31 

No. 6-43 

<6 Terminals) 

.55 

No. 3-66-5 

(3 Terminals) 

.13 

No. 7-66-5 

(7 Terminals) .28 

No. 

3-43 

(3 Terminals) 

.'36 

No. 7-43 

<7 Terminals) 

.61 

^ No. 4-66-S 

(4 Terminals) 

.17 

No. 8-66-5 

(8 Terminals) .32 

No. 

4-43 

<4 Terminals) 

.43 

No. 8-43 

(8 Terminals) 

.67 

No. 5-66-5 

(5 Terminals) 

.21 

No. 9-66-5 

(9 Terminals) .35 

No. 

5-43 

t5 Terminals) 

.48 1 

No. 9-43 

(9 Terminals) 

.73 








end terminals. 
Code 


NO. 49 TERMINAL STRIPS 

Termlnol .028“ Brass, Tin Plated 

IA low priced double solder terminal. 

Insulation: XP Bakelite, V 2 " wide. A" thick. Terminals 
mounted on A" centers. Mounting holes A" from center of 


No. 

2-48 

<2 Terminals) S .09 | 

No. 

6-48 

(6 Terminals) 

$ .23 

No. 

3-48 

(3 Terminals) .12 j 

No. 

7-48 

<7 Termincds) 

.26 

No. 

4-48 

<4 Terminals) .15 

No. 

8-48 

<8 Terminals) 

.31 

No. 

5-48 

(5 Terminals) .20 

No. 

9-48 

1(9 Terminals) 

.34 


fiSLee-D NO. 66-0 TERMINAL STRIPS 

^ Terminal .032“ Hard Brass. Cadmi'tm Plated 

Two No. 66 terminals mounted on opposits aides of panel 
and riveted together by solid rivet. Ideal strip for heavy 

Insulation: XP Bakelite^ 3/4“ wide. A" thick. Terminals 
^ mounted on centers. Mounting holes from center 

of end terminals. _ ^ 

Code Eg. I Code Ea. 

^ No. 2-66-D (2 Terminals) $ .12 f No. 6-66-l> (6 Terminals) $ .32 


No. 3-66.D 

(3 Terminols) 

.17 

No. 7-66-D 

(7 Terminals) 

.36 

No. 4-66-0 

(4 Temunals) 

.22 

No. 8-66-D 

(8 Terminols) 

.41 

No. 5-66-D 

(5 Terminals) 

.26 

No. 9-66-0 

(9 Terminals) 

.46 


^,^50 NO. so TERMINAL STRIPS 

Terminal .062“ Brass, Cadmium Plated . 

One of the most popular screw and solder terminals. 
iMade of heavy stock with ears to firmly hold wires 
under screw. 

^ Screw: 8-32 x A" brass, binder head, burnished nickel 

plate. Insulation: XP Bakelite wide. Vs" thick. Terminals spaced on 
Vj" centers. Mounting holes ys" from center of end terminals. 


^ 76 NO. 76 TERMINAL STRIPS 

Terminal .028“ Brass, Cadmium Plated 

. Cup shaped top holds wire securely under screw. A 

compact and gbod appearing terminal. 

Screw: 6-32 x A" brass, binder head, burnished nickel 
plate. Insulation: XP Bakelite, wide. A" thick. Terminals spaced on 
V 2 " centers. Mounting holes V 2 " from center of end terminals. 


No. 2-50 {2 Terminals) .23 

No 3-50 {(3 Terminals) ' .29 

No. 4-50 H Terminals) .35 

No. 5-50 ((5 Terminals) „ 4 i 
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No. 6-50 i (6 Terminals) ,J$ .47 

No. 7-50 i7 TemUnals) .53 

No. 8-50 ((8 Terminals) .59 

No. 9-50 ^9 Terminals) .65 


Code 

No. 2-76 
No. 3-76 
No. 4-76 
No. 5-76 


Ea. 

<2 Terminals) $ .17 
<3 Terminals) .22 

<4 Terminals) .26 

<5 Terminals) .32 


Code 

No. 6-76 
No. 7-76 
No. 8-76 
No. 9-76 


Ea. 

(6 Terminals) $ .36 

(7 Terminals) .41 

(8 Terminals) .46 

(9 Terminals) .51 
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ELECTRICAL 
CONNECTING DEVICES 



Standard Antenna-Ground strip us¬ 
ing No. 76 terminals. Insulation: 
T^'* Bakelite, H" wide. Mounting 
centers IH"* Ends rounded. Letters 
A and G are filled in white. 

No. AG-ye ..Ea. S .14 


NO. 131 TERMINAL STRIPS 

Terminals Brass, Burnished Nickel Plot* 

Similar to No. 130, except larger. 

Screws: 6-32 x Vi" brass, binder head, burnished nickel 
plate. Insulation: XP Bakelite, 1" wide, A" thick. 
Terminals mounted on centers. Mounting holes 
from center of end terminals. 

Code Ea. Code Ea. 

No. 2-131 (2 Terminals) .$ .23 No. 6-131 (6 Terminals) $ .67 

No. 3-131 (3 Terminals) .34 No. 7-131 (7 Terminals) .77 

No. 4-131 (4 Terminals) .45 No. 8-131 (8 Terminals) .88 

No. 5-131 (5 Terminals) .56 No. 9-131 (9 Terminals) .99 


NO. 96 TERMINAL STRIPS 

Terminal, Spring Temper Brass, Cadmium Plated 
Perhaps the most popular socket terminal ever sold. 
Takes standard tube prongs (No. 99 or No. 100). Fur¬ 
nished for No. 99 prongs (Vb") unless otherwise specified. 
Insulation: XP Bakelite, Va" wide, thick. Terminals mounted on A" 
centers. Mounting holes i'^" from center of end terminals. 


Code 


Ea. 

Code 


Ea. 

No. 2-96 

(2 Terminals) 

$ .10 

No. 6-96 

(6 Terminals) 

$ .24 

No. 3-96 

(3 Terminals) 

.13 

No. 7-96 

<7 Terminals) 

.28 

No. 4-96 

(4 Terminals) 

.17 

No. 8-9 S 

(8 Terminals) 

.32 

No. 5-96 

(5 Terminals) 

.21 

No. 9-96 

(9 Terminals) 

.35 


132 NO. 132 TERMINAL STRIPS 

Terminals Brass, Burnished Nickel Plot* 
Similar to No. 131, except larger. 

Screws 8-32 x brass, binder head, burnished 
nickel plate. Insulation; XP Bakelite, U/b*" wide, W' 
thick. Terminals mounted on centers. Mountixig 
holes 3/i" from cen-ter of end terminals. 

Code Ea. Code Ea. 

No. 2-132 (2 Terminols) $ .28 No. 6-132 (6 Terminals) $ .76 

No. 3-132 (3 Terminals) .40 No. 7-132 (7 Terminals) .88 

No. 4-132 (4 Terminals) .52 No. 8-132 (8 Terminals) 1.00 

No. 5-132 (5 Terminals) .64 No. 9-132 (9 Terminals) 1.12 



NO. 98 TERMINAL STRIPS 

Terminal 3/32" Round, Brass, Cadmium Plated 

Standard tube base prong of A" diameter. To be used 
with No. 53 terminal strips. 

Insulation: XP Bakelite, 1 / 2 " wide, thick. Terminals 
mounted on centers. 


Code 


Ea. 

Code 


Ea. 

No. 2-98 

(2 Terminals) 

$ .09 

No. 6-98 

(6 Terminals) 

$ .23 

No. 3-98 

(3 Terminals) 

.12 

No. 7-98 

(7 Terminals) 

.26 

No. 4-98 

(4 Terminals) 

.15 

No, 8-98 

(8 Terminals) 

.31 

No. 5-98 

(5 Terminals) 

.20 

No. 9-98 

(9 Terminals) 

.34 



NO. 99 TERMINAL STRIPS 

TerminorVi" Round, Brass, Cadndum Plated 
Similar to No. 98, except that it Is Vb" In diameter. To 
be used with No. 42 terminal strips, and also with No. 
96 terminal strips. 

Insulation: XP Bakelite, V^s" wide, /j'* thick. Terminals 
mounted on Vz" centers. 


Code Ea. Code 

No. 2-99 , (2 Terminals) $ .12 No. 6-99 

No. 3-99 (3 Terminals) .17 No. 7-99 

No. 4-99 (4 Terminals) .22 No. 8-99 

No. 5-99 (5 Terminals) .26 No. 9-99 


Ea. 

(6 Terminals) $ .32 
(7 Terminals) .36 

(8 Terminals) .41 

(9 Terminals) .46 


NO. 100 TERMINAL STRIPS 

Terminal 5/32" Round, Brass, Cadmium Plated 

Similar to No; 99, except A" In diameter. To be tised 
with No. 43 terminal strip, and No. 96 terminal strip. 
Insulation: XP Bakelite, Vb” wide, thick. Terminals 
mounted on Vb" centers. 


Code 



Ea. 

Code 


Ea. 

No. 2-100 

(2 

Terminals) 

S .19 

No. 6-100 

(6 Terminals) 

$ .44 

No. 3-100 

(3 

Terminals) 

.25 

No. 7-100 

(7 Terminals) 

.50 

No. 4-100 

(4 

Terminals) 

.32 

No. 8-100 

(8 Terminals) 

.56 

No. 5-100 

(5 

Terminals) 

.37 1 

1 No. 9-100 

(9 Terminals) 

.62 


NO. 130 TERMINAL STRIPS 

Terminols Brass, Burnished Nickel Plate 

An Inexpensive terminal strip with two screw terminals. 
Screws: 5-40 x A" brass, binder head, burnished nickel 
plate. Insulation: XP Bakelite, Vb” wide. A*' thick. 
Terminals mounted on I/ 2 " centers. Mounting holes V 2 ” from center of 
end terminals. 

Code Ea. 1 Code Ea. 

No. 2-130 (2 Terminals) $ .19 No. 6-130 (6 Terminols) $ .57 


No. 3-130 (3 Terminals) 
No. 4-130 (4 Terminols) 
No. 5-130 (5 Terminals) 


No. 7-130 (7 Terminals) 
No, 8-130 (8 Terminals) 
No. 9-130 (9 Terminols) 


143 No. 143 TERMINAL STRIPS 

Terminal .040" Brass, Tin Plated 

a strong two-way solder terminal. Solder tabs 
securely around edges of panel. 

Special Strips 

These strips can be made up special, with ter¬ 
minals mounted on any centers, from Vb” up. 

Standard Strips 

insulation: XP Bakelite, %" wide. A" thick. Terminals mounted on Vz" 
centers. Mounting holes ^ 2 " from center of end terminals. ^ 
Terminals may be numbered or lettered in white, as illustrated. (See 
page 18 for imprinting cost.) 


Code 


Ea. 

Code 


Ea. 

No. 2-143 

(2 Terminols) 

$ .12 

No. 6-143 

(6 Terminals) 

$ .26 

No. 3-143 

(3 Terminals) 

.15 

No. 7-143 

(7 Terminols) 

.31 

No. 4-143 

(4 Terminals) 

.20 

No. 8-143 

(8 Terminals) 

,34 

No. 5-143 

(5 Terminals) 

.23 

No. 9-143 

(9 Terminals) 

,37 




No. 170 TERMINAL STRIPS 

Terminal .032" Brass, Tin Plated 

A heavy solder Terminal. 

I Insulation; Black molded Bakelite, A" wide, 
thick. Terminals mounted on %" centers. Mounting 
holes are %" from center of end Terminals. 


Code 


Ea. 

Code 


Ea. 

No. 1-170 

(1 Terminal) 

$ .20 

No. 6-170 

(6 Terminals) 

$ .44 

No. 2-170 

(2 Terminols) 

.24 

No. 7-170 

(7 Terminols) 

.48 

No. 3-170 

(3 Terminols) 

.29 

No. 8-170 

(8 Terminals) 

,SS 

No. 4-170 

(4 Terminols) 

.34 

No. 9-170 

(9 Terminols) 

.58 

No. 5-170 

(5 Terminals) 

.39 

1 No. 10-170 (10 Terminals) 

.69 


NO. 2000 TERMINAL STBIPS 

JOO Terminals J)19" Brass, Tin Plated 

L Compact and sturdy Junction terminal 
strip. Useful in assembling radio chassis, 
wiring, etc. 

Insulation: Bakelite. Brackets: Steel, cad¬ 
mium plated. Terminals spaced on A" 
centers. 


Code 


Mounting Hole Centers: 

Per 100 

No. 2002 

( 2 Terminols) 

1" 

$7.74 

No. 2003 

( 3 Terminals) 

1—5/16" 

8.47 

No. 2004 

( 4 Terminals) 

1—5/8" 

9.20 

No. 2005 

( 5 Terminals) 

1—15/16" 

932 

No. 2006 

( 6 Terminals) 

2—1/4" 

10.65 

No. 2007 

( 7 Terminols) 

2—9/16" 

11.37 

No. 2008 

( 8 Terminals) 

2—7/8" 

12.10 

No. 2009 

( 9 Terminols) 

3—3/16" 

12.83 

No. 2010 

(10 Terminols) 

3—1/2" 

13.55 

No. 2011 

(11 Terminols) 

3—13/16" 

14.28 

No. 2012 

U2 Terminols) 

4—1/8" 

15.00 

No. 2013 

{13 Terminols) 

4—7/16" 

15.73 
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CINCH SOCKETS ARE STANDARD 


MOLDED OCTAL 
1-5/16" MOUNTING CENTERS 



Molded from high di¬ 

electric black bakelite 
or mica-filled low loss 

bakelite. Solder coat¬ 
ed brass contacts and 
sturdy steel press-on 

type saddle with 4 
ground lugs. Mounts 
in 1" chassis hole. 


No. Description List Price 

8 AB Black „ Bach$ .15 

SAM Mica-Filled Each .22 


MOLDED OCTAL 
11/2" MOUNTING CENTERS 



Same as 8A series 
molded octal above 
except has clinch-on 
type saddle with 4 
ground lugs and 
mounts in chas¬ 

sis hole. Available in 
black, mica - filled 
bakelite, or ceramic. 


No. 

Description 

List Price 

8 EB 

Black 

Each $ .15 

8 EM 

Mica-Filled 

Each .22 

8 EC 

Ceramic 

Each .51 


molded loktal 

Steel mounting saddle 
with solder coated brass 
contacts and center guide 
clip with locking spring, 
mounting centers. 
Molded from high dielectric black bakelite 
or mica-filled low loss bakelite. Mounts in 
1 " chassis hole. 

No. Description List Price 

8 LB Black Each$ .22 

8 LM Mica-Filled Each .29 



CHASSIS CLINCH 
OCTAL AND LOKTAL 



Designed to save valuable chassis space. 
Mounted in specially punched 1” chassis 
holes, and are rigidly fastened by lugs 
sheared from the chassis. No mounting plate 
or ring required. Molded from high dielec¬ 
tric black bakelite. Solder coated brass con¬ 
tacts and Center guide clip. 

No. Description List Price 

8 CC Octal Each$ .13 

8 CCL Loktal Each .18 


RING MOUNT OCTAL 

Molded from high dielectric 

black bakelite. Solder coat¬ 

ed brass contacts. Used 
extensively on test equip¬ 
ment, public address am¬ 
plifiers and on other ap¬ 
paratus where sockets are 
exposed. Molded keyway 
in side engages key in chassis hole, pre¬ 

venting socket from turning. Mounts in 1^" 
chassis hole. Crimped retainer ring is fur¬ 

nished with these sockets. 

No. Description List Price 

SRI For thick chassis Each$ .19 
8R2 For lyi'' thick chassis Each .19 


MOLDED LOKTAL 

Has same characteristics 
as molded loktal shown 
in left column, except 
saddle has 4 ground lugs. 
No. Description List Price 

8LB1 Black Each $ .22 

8LM1 BGca-Filled Each .29 


WAFER LOKTAL 
1-5/16" MOUNTING CENTERS 

Laminated bakelite 
socket. Sturdy and 
positive grip solder 
coated contacts and 
center guide clip with 
locking spring. Mounts 
in 1^" chassis hole. 
Has two ,136 diameter mounting holes. 

No. List Price 

8 LWS Each$ .17 


GLASS TUBE SOCKETS 

Laminated bakelite 
sockets with solder 
coated positive grip 
brass contacts. IV^" 
mounting centers. .140 
diameter mounting 
holes. Designed to fit iour, five and seven 
prong tubes. 


No. 

Description 

List Price 

4WX 

4 Prong 

Each $ .13 

5WY 

5 Prong 

Each .13 

6 WZ 

6 Prong 

Each .14 

7WU 

7 Prong 

Each .15 

7WA 

7 Prong (Large) 

Each .15 

WAFER LOKTAL 


l>/2" MOUNTING CENTERS 

Laminated bakelite 
socket. Solder coated 
brass contacts and 
center guide clip with 
locking spring. Mounts 
in 11/4" diameter chas¬ 
sis hole. Two .136 
diameter mounting holes. 

No. List Price 

8 LWL Each $ .17 


WAFER OCTAL 

Laminated ^ bakelite 
sockets with solder 
coated brass positive 
grip contacts. Designed 
to fit all standard eight 
prong tubes. Available 
with Ifff" or 11 / 2 " mounting centers. Both 
styles have .136 diameter mounting holes. 

No. Description List Price 

8W1 1^" Mounting Centers Each$ .15 
8W2 11/2" Mounting Centers Each .15 








CINCH CAPACITOR "PLUG-IN" SOCKETS 


Motion picture, telephone, airborne radio, broadcasting equipment, electric organs, and 
other electrical equipment need instant replacement when failures in electronic circuits 
occur at the capacitor connections. Cinch "Know How" has solved this problem. 


Designed for use with 
Mallory and Magna- 
vox 1" FP type con¬ 
densers. Molded from 
high dielectric black 
bakelite. Sturdy steel 
mounting saddle has 
4 ground lugs. II/ 2 " 
mounting centers. 3 
SMALL recessed center con- 

“ tacts for extended 

prongs of condenser and two outer contacts 
flush with surface for short prongs of con¬ 
denser. All contacts are solder coated for 
fast, easy soldering. 



Designed for use 
with Mallory and 
Magnavox 1%” FP 
type condensers. 

Molded from high 
dielectric black 
bakelite. Sturdy 
steel saddle has 
IM" mounting 
centers. Four re¬ 
cessed center con¬ 
tacts for extended prongs of condenser and 
three outer contacts flush with surface for 
short prongs of cphdenser. All contacts are 
solder coated. 



LARGE 


No. 

2C5 


List Price No. 

Each$ .55 2C7 


List Price 

Each$ .68 


CRYSTAL SOCKETS 


2 PRONG 
31/64" CENTERS 

Molded from high dielectric 
black bakelite or mica-filled low loss bake¬ 
lite. Silver plated beryllium copper contacts 
on fi" centers. .120" diameter recessed 
mounting hole. Socket body is if" long, 
thick, and |f" high. For use with FT243 type 
crystal. 

No. Description • List Price 

2KB Black Each $ .33 

2KM Mica-Filled ^ Each .37 


4 PRONG 

Molded from mica-filled low loss 
teiiliilllfiii Silver plated beryllium 

P| H M copper contacts on centers. 

«y ‘.140 diameter mounting hole re- 
<2r cessed from surface in 

diameter hole. Socket body is ||" 
long, tl" wide, and V 2 '' high. Designed for 
use with two No. FT243 type crystals. 

No. List Price 

2K4 Each $ .44 



2 PRONG 
V2' CENTERS 

Molded from high dielectric black bakelite 
or mica-filled low loss bakelite. Silver 
plated phosphor bronze contacts on V 2 " 
centers. No. 4-40 top mounting hole. 1V&" 
long, %" wide and high. For No. CR-I 
and CR-7 type crystals. 

No. Description List Price 

2K1B Black Each$ .44 

2K1M Mica-Filled Each .50 
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MOLDED SADDLE TYPE 
Bottom Mount 

Molded from high dielectric 
black bakelite or mica-filled 
low loss bakelite. Cadmium 
plated steel saddle with %" 
mounting centers. .093 diameter mounting 
holes. Solder coated positive grip brass con¬ 
tacts. Designed for mounting through bot¬ 
tom of chassis in Ys" diameter hole. For use 


No. 

7EB 

7EM 


7 PIN MINIATURE SOCKETS AND SHIELDS 

TUBE SHIELDS 
"I" Slot Type 

Durable steel shields complete 


Description 

List Price 

No. 

7S2 

Description 

Long 

13 /4"'Long 

List'Price 

Each $ .18 

Black 

Each$ .24 

7S3 

Each .19 

Mica-Filled 

Each .31 

7S4 

2V^"'Long 

Each .28 



WAFER TYPE 
Vs” Mounting Centers 

Laminations consists of -is" 
top plate and bottom 

plate from high grade choco¬ 
late XP bakelite. .095 diameter mounting 
holes. Solder coated brass contacts. Avail¬ 
able with or without solder center shield 
and ground strap. 

No. Description List Price 

7W1 With center shield & ground _ 

strap Each $ .23 

7W2 With center shield only Each .21 

7W3 Without center shield & 

ground strap Each .21 

7W4 Same as 7W1 except has 

two (2) /o"' Top Plates Each .25 


TUBE SHIELD AND BASE 
Snap-On Type 

Shield fits over and outside of 
retaining spring. Indentation 
on shield locks into ridge on 
base. Spring steel shield is 
long. Base is made of 
hardened carbon steel sup¬ 
plying adequate spring re- 
tentivity on shield. Base has 
%" mounting centers with 
mounting holes that coincide 
with those for miniature 7 pin 
sockets as established by 
R.M.A. standards. For use 
with saddle type and wafer 
sockets with Vb" mounting 
centers illustrated on this 
page. 

List Price 

£ach$ .18 




with tube securing spring. "J" 
slot feature designed to fit se¬ 
curely with Cinch shield base 
type sockets, such as 7X series 
shown in next column. Also fit 
7SB type shield bases shown below. Avail¬ 
able in three lengths: 


SHIELD BASES FOR ABOVE SHIELDS 

Durable steel shield bases 
designed for use with "J" slot 
type shields illustrated 

above. Available in two 
sizes: tV' high or Yk" high. 
Both types have %" mount¬ 
ing centers. 

Description List Price 

Each $ .12 
High Each .19 




MOLDED SADDLE TYPE 
Top Mount 

Molded from high dielectric 
black bakelite, mica-filled low 
loss bakelite, or ceramic mate¬ 
rial. Cadmium plated steel 
saddle with %" mounting centers and .093 
diameter mounting holes. Solder coated 
brass contacts. Designed for mounting 
through top of chassis in Yb" diameter hole. 
Will securely hold all standard seven pin 
miniature tubes. 



CHASSIS CLINCH TYPE 


Molded from high dielectric black 
bakelite or mica-filled low loss 
bakelite. Designed to save valu¬ 
able chassis space. Mounted in 
specially punched %" chassis 
hole and are rigidly fastened by lugs 
sheared from the chassis. No mounting plate 
or ring is required. 

No. Description List Price 

7CCB Black Each $ .21 

7CCM Mica-Filled Bakelite Each .26 


SHIELD BASE TYPE 

Shield base is attached to sock¬ 
et body for mounting through 
top of chassis. Molded from 
high dielectric black bakelite, 
mica-filled low loss bakelite or 
ceramic material. Solder coated 
brass contacts and center 
shield. Cadmium plated steel 
shield base with %" mounting centers. Use 
No. 7S2, 7S3, or 7S4 shields illustrated to 
left with these sockets. 



No. 

Description 

List Price 

7XB 

Black 

Each $ .44 

7XM 

Mica-Filled Bakelite 

Each .50 

7XC 

Ceramic 

Each .72 


No. 

Description 

List Price 

7AB 

Black 

Each $ .24 

7AM 

Mica-Filled 

Each .31 

7AC 

Ceramic 

Each .55 


RING MOUNT TYPE 

Molded from high dielectric 
black bakelite or mica-filled 
low loss bakelite. Solder coated 
brass contacts and center 
shield. Mounts in %" diameter 
round or "D" shaped hole. 
Complete with retainer ring. 
Description List Price 

Black Each $ .23 

Mica-Filled Each .30 




WAFER TYPE with 
1" & 1-5/16" Mtg. Centers 

Newly developed 7 pin 
miniatures to replace octal 
sockets for auto radios, television, and other 
sets. Newly designed contacts will hold tube 
firmly in place without using a tube shield 
despite constant vibration. Same pin circle 
as standard 7 pin miniature sockets with 
mounting centers for all standard 7 pin 
miniature tubes. Available with or without 
center guide pin and ground strap. 


No. 


1" Mounting Centers 

Description List Price 


7WL1 With center pin and 

ground strap Each $ .19 

7WL2 With center pin only Each .18 

7WL3 Without center pin or 

ground strap Each .17 

1-5/16" Mounting Centers 

7WL4 With center pin Each ,19 

7WL5 Without center pin Each .18 


9 PIN MINIATURE SOCKETS AND SHIELDS 



MOLDED — SADDLE TYPE 
Bottom Mount 

Molded from high dielectric 
black bakelite or mica- 
filled low loss bakelite. De¬ 
signed for mounting through 
bottom of chassis in Ya" 
diameter hole. IVb" mount¬ 
ing centers with .093 diam- 
eter mounting holes. Solder 
coated brass contacts and center shield. 

No. Description List Price 

9EB Black Each$ .36 

9EM Mica-Filled Bakelite Each .42 


SHIELD BASE 

Durable steel shield base 
designed for • use with 
shields illustrated to right, 
ll/s" mounting centers. 
May be used with any 9 
pin wafer or saddle type sockets shown in 
right column. 

No. List Price 

9SB Each $ .24 




No. 

951 

952 

953 


TUBE SHIELDS 

Made from durable steel. 
Complete with tube secur¬ 
ing spring. "J" slot feature 
designed to fit securely with 
Cinch 9X series shield base 
type sockets illustrated to 
the right. Will also fit No. 
9SB shield base shown at 
left. Available in three 
lengths. 

Description List Price 

11/^" Long Each$ .29 

111" Long Each .31 

2Yb" Long_Each .40 


MOLDED—SADDLE TYPE 
Top Mount 

Molded from high dielectric 
black bakelite or mica- 
filled low loss bakelite. De¬ 
signed for mounting through 
top of chassis in Ya" diameter hole, li/s" 
mounting centers with .093 diameter mount¬ 
ing holes, Solder coated brass contacts and 
center" shield. 

No. - Description List Price 

9AB Black Each $ .36 

9AM Mica-Filled Each .42 




SHIELD BASE TYPE 


Molded from high dielectric 
black bakelite, mica-filled 
I low loss bakelite, or ce¬ 
ramic material. One-piece 
cadmium plated steel shield 
base and saddle with .093 
diameter mounting holes 
on centers. Solder coated brass con¬ 

tacts and center shield. Mounts through top 
of chassis in Ya' diameter hole. Use Cinch 
9S type shields with these sockets. 


No. 

Description 

List Price 

9XB 

Black 

Each $ .63 

9XM 

Mica 

Each .68 

9XC 

Ceramic 

Each .96 

WAFER TYPE 


Has two laminations con¬ 
sisting of tV" top plate 
and 1 ^" bottom plate 
made from \Vs" mounting 
centers with.093 diameter 
holes. Solder coated brass 
contacts and center shield. 



No. 

9W 


List Price 

Each $ .33 
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CINCH SOCKETS ARE STANDARD FOR TELEVISION! 


Television isi growing by leqp>s and bounds. To meet the increasing demand Cinch "Know How" has engi¬ 
neered and periected; Maghgt. Duodecal, and Diheptal sockets for cathode ray and television tubes. Other 
television products illustrated on this page include second anode connectors and Corona insulating shields. 



MAGNAL—11 PRONG 

Molded from mica-filled low loss bake- 
htev Socket is Iff" wide and 1^” high. 
Full,floating silver plated beryllium cop¬ 
per contacts designed to insure easy in¬ 
sertion of tubes and yet provided excel¬ 
lent electrical connections. For use with 
5BP1 and 2API type cathode ray tubes. 


No. Description } . List Price 


3iyil l ; ■ Mica Socket Each $6.60 

3B11 Steel Mounting Ring Each .46 


DIHEPTAL 
14 PRONG 

Molded from high dielectric black 
bakelite or mica-filled low loss bake- 
lite. 23 '^^" wide and N/s" high. Pos¬ 
sesses same features as Cinch Magnal 
socket shown above. 


No. 

Description 

List Price 

3B14 

Black Socket 

Each $2.20 

3M14 

Mica Socket 

Each 2.75 

3R14 

Steel Mounting Ring 

Each .46 



€ 555 . CORONA SHIELDS 

||) Specifically designed for Television and high voltage 
wiring. These' cadmium plated brass shields will pro¬ 
vide excellent'protection at proper positions in electrical connec¬ 
tions. Outside diameter .470. Hole diameter .136. Thickness .172. 

No. : ' f ■ List Price 

3C1 Per C$3.03 



No. 

2R2 


110-250 VOLT SOCKET 

(Underwriters Listed) 

When space is at a,premium use this 110-250 volt 
2 prong sockets. Rated at 15 Amp., 110 V. or 10 
Amp., 250'’ V. Molded from high dielectric black 
bakelifej Solder coated brass contacts on Vz" cen¬ 
ters designed to accept any 2 . prong standard elec¬ 
tric, plug. .Mounts in ft" X ii" hole. .144 diameter 
moUriting holes on centers. Ideal for radio 

chassis and many other applications. 

List Price 

Each$ .22 



No. 

3B12 


DUODECAL —12 PRONG 

No larger in diameter than the tube base and 
only slightly longer than the tube pin. A new 
feature incorporates wire strain relief as an in¬ 
tegral part of the contact. Molded from high 
dielectric black bakelite. For use with 10BP4, 
2BP1, 5TP4, etc., type tubes. 

List Price’ 

Each $ .88 



SECOND ANODE 
CONNECTORS 

For television tubes—Silver plated snap but¬ 
ton type plug well insulated by II/ 2 " diam¬ 
eter rubber protective cap. Snaps into opOn- 
ing on side of tube. Available in three 
lengths wire leads. 


No. 

Description 

List Price. 

3A2 

12" Wire Lead 

Each $ .99 

3A3 

15" Wire Lead 

Each 1.16 

3A4 

18" Wire Lead 

Each 1.38 



SECOND ANODE CONNECTOR 

For diheptal based tubes. Cadmium plated brass 
contact surrounded by rubber insulator 3 / 4 " wide 
and If^" long. Snaps over .096 diameter prong 
bn side of diheptal tubes. 


No. List Price 

3A1 Each $ .83 


SUB-MINIATURE 
HEARING AID SOCKETS 

Used extensively for hearing aids, radio controlled 
model airplanes and numerous other applications 
which require sub-miniature tubes. Molded from mica- 
filled low loss bakelite with silver plated beryllium cop¬ 
per contacts. For Raytheon type CK series sub-miniature tubes. 
Available with 5, 6, or 7 contacts. Four prong tubes use No. 2H5 
five prong socket. 


No. 

Description 

List Price 

2H5 

5 Prong 

Each $ .41 

2H6 

6 Prong 

Each .43 

2H7 

7 Prong 

Each .45 



CONNECTOR PLUGS AND SOCKETS 



I 8 G 6K2 SK2 18E Assembled 


These low cost plugs sockets are ideal for a multitude of applications. A "Cinch" where space is at a premium. Com¬ 
plete assembly of plug, socket, male and female shell will close to a compact, unit of II/ 2 " long. Polorized—Nickel plated 
brass tube pins—Solder coated brass contacts. Plugs, sockets and shells have lock feature which prevents turning in shells. 


.PLUGS 

Part No. 

No.^ 

Prongs 

Use 

Skt.No, 

Use 

Shell No. 

List 

Price 

5K2 

2 

6K2 

1.8E 

.08 ea. 

5K3 

3 

6K3 

18E 

.09 ea. 

5K4 

■ ' 4^ ' 

6K4 

18E 

.10 ea. 

5K5 


6K5 

18E 

.11 eo. 

5K6 

6 

6 K6 

18F 

.13ea. 


SOCKETS 


Part No. 

No. 

Prongs 

Use 

Skt. No. 

Use 

Shell No. 

List 

Price 

6K2 

2 

5K2 

18G 

.07 ea. 

6K3 

3 

5K3 

18G 

.08 ea. 

6K4 

4 

5K4 

18G 

.09 ea. 

6K5 

5 

5K5 

18G 

.10 ea. 

6 K6 

6 

5K6 

I8H 

.11 ea. 
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CINCH BATTERY PLUGS 

Cinch manufactures a complete line of dependable plugs to fit all types of batteries. Made with 
iiickel plated brass tube pins mounted on high grade chocolate bakelite. The chart below indicates 
the correct plug for most popular batteries. In addition to the battery plugs illustrated in this cata¬ 
logue, Cinch manufactures a complete line of wafer plugs for radio chassis, speakers, and 
numerous other electrical applications. Send us a sample or sketch of the plug you may require* 



Bin 





■ 

Cl * SCI 

R POPWIAH BATTERIES 

Pari For 

Number vbltage For Burgess No. EvereadyNo. ForR.C.A. No. 

For 

Philco No. 

For List 

Ray-O-Vac No. Price 

4F.4FL.6F.. 741.742 VS004.VS005. 

5A1 iy2"A" 8F,8rL,TE 743.1052P VS007.VS008 

P94. P96. 
PBFl 

pg4A. P94L. PX. 

P96A, P98A. P98L Ea. $ .06 

5A2 3 "A" 20F2 X125 VS025 

P8024 

P9403 Eo. .07 

5A3 41/2 "A" G-3 746 VS002 

PlOO 

P-83A Eo. .06 

2F4.2F4L. A509,718. VS009.VS010. 

5A4 6 "A" F4Pr.T5 744.747 VSOll 

P4r4R 

P694A.P696L, 

P698A. P698L Ea. .06 

5A5 7^2 "A" 1 G-5 687 VS003 


P85A Eo. .09 

45 "B" A30.B30. 482,738, VS012,VS013, 

5B1 SmaU M30.Z30 762 V5014.VS015 

P210, 

P305 

430P, P7830, 

P5303 Eo. .07 

45 "B" A3a.B30. 482.738. VS012.VS013. 

5B2 Large M30.Z30 762 VS014.VS015 

P210. 

P305 

430P. P7830. 

P5303 Ea. .08 

5M 67V2"B'' XX30.XX45 455.467 VS016.VS056 


P4367 PerC 4.40 

5F 67V$i"B" XX30.XX45 455.467 VS016.VS056 


P4367 PerC 5.50 

SMFA 67V2"B" XX30.XX45 455.467 I VS016.VS056 


P4367 Eo. .30 

5Cl 4*72 "C" 2370PI X771 VS030 

P3D 

P231W Ea. .10 

5C2 22»/2"C" 1 5156PI 768 VS031 

P15B5 

P5151 Eo. .11 

17GD60, 5DA60. 

5AB1 lVi!"A".90"B" 6TA60 758 VS022.VS043 

P60D11L 

AB82.10793 Ea. .10 

6K4 9 "A"-90 "B" | G6B60 752 VS047 


Ea. .09 

6FA60.4GA41. 

5AB2 lV2"A"-63-90"B" 4GA42 VS037 

P60A.4L 

P41A4G 

AB419 Eo. .08 

5AB3 6 "A"-90 "B" 1 2F4A60 VS044 

P60A8F4 

1 AB694 Ea. ".09 

5AB4 6"A"-90"B" | r4B60 VS048 


Ea. .13 

D4A60,2F4B60. ! 

SABS 6 "A".g0 "B" F4A41 ^ VS046 

P41Art 

10896, AB648 Ea. .10 

5AB6 7Vi"A"-90"B" G5A42.r5A60 VS038 

P87, P841 

AB794 Ea. .11 

5AB7 9"A"-90"B" ( F6A60. G6M60 753.754 VS018,VS019 

P841A 

AB878, AB994 Ea. .13 

5ABB 1 9 "A"-90 "B" i 4FA60 


Ea. .11 


LAMINATED SOCKETS 

Cinch also manufaciures a complete line of wafer sockets, round or rectangular, 
for a variety of applications; for batteries, speakers, and vodous other radio con¬ 
nections. Let us know your requirements. 


PLUG CAPS AND SHELLS 

For above Battery Plugs and for Connector Plugs and Sockets on page T-34. 


Cadmium plated brass shell with 
rolled edge on i\" diameter neck 
opening. Outside diameter at base 
.625. Four l/a" prongs coincide with 
notches on plugs. Designed for use 
with Cinch No. 5A1, 5B1, 5AB2, and 
5AB3 type battery plugs. 

List Price, 

Each$ .03 


© Cadmium plated steel shells 
complete with fibre insulator. 
Available with or 

diameter hole with rolled edge. 
Inside diameter fill" high. 
For use with Cinch No. 6K2, 
6K3, 6K4, 6K5, and 6K6 type 
sockets. 

No. Description List Price 

fSG biameter Hoi© Each $ .07 

ISH Diameter Hole Each .07 


Brass shell with black nickel 
1 / 4 " hole on top. Com- 
- j wli *■' i ll jpiJl plet© with fibre insulator. For 
use with Cinch No. 5AB1, 
5AB5, 5B2, 5A2, and 5A5 type battery plugs. 
No. List Price 

18C Each$ .06 

Part No. 18D same as 18C except has 
diameter hole drilled between center hole 
gnd outside edge. 

'No. List Price 

18D Each$ .07 


Cadmium plated brass shell with 
Ij'i Ji« ,£5" diameter opening on top of 
If J[ i pj shell. Outside diameter at base 
• ■U» .625. Four prongs coincide with 
notches on plugs. 1 / 2 " high. ^.De- 
signed for use with Cinch No. 5A1, 
5B1, 5AB2, and 5AB3 type battery plugs. 
No. . List Price 

28B Each$.04 


© Cadmium plated brass shells 
complete with fibre insulator. 
Available with or 

diameter hole with rolled edge. 
Inside diameter jl^". 1 / 2 " high. 
For use with Cinch No. 5C1, 
5C2, 5AB6, 5AB7, 5AB8, 5K2, 5K3, 5K4, 5K5, 
and 5K6 type plugs. 

No. Description List Price 

18E Vs" Diameter Hole Each $ .08 

18F W Diameter Hole Each .08 


Cadmium plated brass shell com¬ 
plete with fibre insulator. Same 
Cs Cinch No. 18B shell except 
has V 2 " neck with %" hole 
riveted to base. For use with 
same plugs as No. 18B. 

List Price 
£ach$ .11 
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PIN PLUGS —JACKS —CONNECTORS — STRIPS — TERMIItALS 


PHONO PLUGS 

R.C.A. type. For a multitude of* 
applications: record players, 

auto radios, receivers, recording 
and reproducing equipipent, ex¬ 
perimental units, etc. Nickel 
plated i/s” diameter tube pin. 
Available in two lengths: iV- 
and Use No. 13A with type 
81A and 8 IB phono jacks. Use 
No. 13E with type 81E extension 
jack. 

No. Description List Price 

13A Pin Each $ .09 

13E Pin Each .09 

ANTENNA 
PLUG 

Motorola type. 
Nickel plated Vs" tube pin ex¬ 
tends W from cadmium plated 
split brass shall whose 8 cut¬ 
ting edges provide positive 
grounded connection when in¬ 
serted into a Cinch No. 81C or 
8 IF connector. 

No. List Prige 

13B Each$ .13 


INSULATED 
PIN PLUG 



Nickel plated Vs' 
brass tube pin long, assem¬ 
bled to M" long fibre insulator. 
May be used with Cinch No. 8 LA 
and 81B type phono jacjcs or with 
No. 49 series contact strips illus¬ 
trated in right column. 

Mn List Price 

13C _ Each$ .10 

STAND-OFF 
TERMINALS 

Insulated termi¬ 
nals for television 
and other high 
-w- voltage electronic 

equipment. Provides excelle^ 
insulation for passing high 
voltages with through chassis. 
Molded from mica-filled low loss 
bakelite. Available in two 
lengths: or if". Diameter of 

cylinder is .110. Mounts in 
dia. hole. Actual size illustration 
of No. 16L. 

No. Description List Price 

16S 9/32" Each $ .83 

16L 13/32" Each .83 

SHIELDED EXTENSION JACK 


Cadmium plated brass shell 2 / 5 " 
long with black bakelite insert 
providing insulation for solder 
coated brass positive grip con¬ 
tact. Use Cinch No. 13E PhOno 
plug with this jack. 

No. List Price 

81E Each$ .28 

DOUBLE 
PHONO JACK 

Two positive grip 
phono jacks mount¬ 
ed on bakelite 
panel with l-;^" 
mounting centers. 
Jacks are spaced 
on 1 / 2 " centers. Panel 
is 11 / 2 " X 1 / 2 ". Used 
on recording units, receivers, 
etc. Use Cinch No. 13A phono 
plug with this jack. 

No. List Price 

81B £ach$ .18 




SINGLE PHONO JACK 

Precision engineered 
for many uses, such 
as: R.C.A. type re¬ 
cording units, re¬ 
ceivers, and auto 
sets. Single prong 
positive grip phono jack mount¬ 
ed bn chocolate bakelite disc 

with mounting centers Use 

Cinch No. 13A phono plug with 
this jack. 

No. List Price 

81A Each$ .13 

ANTENNA CONNECTOR 
Shell Type 

^ Same as No. 81F 
on right except 
without flange. 
This connector may be soldered 
in position. Use Cinch No. 13B 
antenna plug with this jack. 

No, List Price 

81C Each$ .13 


ANTENNA CONNECTOR 
Flange Type 

Motorola type 
shielded jack 
Sturdy steel 
flange with -rf" 
mtg. centers 
with .136 dia. 
mtg. holes. Solder coated shell, 
flange and contact. Can be 
mounted with screws or rivets. 
Used extensively on auto radios. 
Use Cinch No. 13B antenna plug 
with this jack. 

No. List Price 

8ir Each$ .20 




ADAPTER 
SHELL 

Converts Motor¬ 
ola pin plug to Delco bayonet 
type receptacle. Cadmium plated 
brass shell li/‘ long. Use with 
No. 13B Antenna plug. 

Nc. List Price 

81K Each$ .15 


SCREW TYPE TERMINAL STRIPS 


Ideal for chassis or breadboard layouts. Solder coated brass ter¬ 
minals. .136 diameter mounting holes. Strips with 1 to 6 lugs are of 
bakelite; 7 to 10 terminals mounted on fV' bakelite. Ends of 
screws are captivated to prevent removal. Terminals are spaced on 
/k" centers. 


PHONO TIP JACKS 

Double and 
triple tip jacks 
for speakers, 
h e a dphones, 
etc. dia, 

mounting holes 
on 111 " cen¬ 
ters. Nickel 
plated. Brass 
shells are 
long. Solder, 
coated contact |§" long. Contacts 
for double jack are on Vs" cen¬ 
ters. Triple jack contacts'' on 
centers. Mounted, on choco¬ 

late XP grade bakelite. r' 

No. Description L^t Price 
8ID Double Each $ .17 

BIT Triple Each .28 


CONTACT 
STRIPS 

For connec¬ 
tions which 
must be 
changed 
quickly arid easily. Solder coat-' 
ed spring steel contacts spaced 
on %" Centers and mounted on 
iV" bakelite. Contacts are sized 
for i/s" diameter tube pins such 
as Cinch No. 13C illustrated in 
first column on this page. 

Con- Mounting List 



No. 

17- 1 
17- 2 
17- 3 
17- 4 
17- 5 
17- 6 
17- 7 
17- 8 
17- 9 
17-10 


Lugs 

1 

2 

3 

4 

5 

6 

7 

8 
9 

10 


Mounting Centers 
7/8" - 

I A" 

13/4" 

25/8" 

3i^e" 

31 / 2 " 

3ig" 

43 / 8 " 

4ig" 


List Price 

Each $ .06 
Each .09 
Each 
Each 
Each 
Each 
Each 
Each 
Each 
Each 


.13 

.17 

.20 

.24 

.30 

.34 

.39 

.43 


No. 

tacts 

Centers 

Price 

49-1 

1 

3 / 4 " 

Ea^'$ 

.06 

49-2 

2 

IVs" 

Ea. 

.09 

49-3 

3 

11 / 2 " 

Ea. 

.11 

49-4 

4 

r/s" 

Ea. 

.14 

49-5 

5 

21 / 4 " 

Ea. 

.17 

49-6 

6 

25/8" 

Ea. 

.20 


LUG TYPE TERM INAL STRIPS 

These bakelite strips are handy for neatly supporting resistors, con¬ 
densers, etc., in circuit wiring. Solder coated brass lugs are spaced 
on 3/8" centers with .140 diameter mounting holes. Chocolate bake¬ 
lite strips are thick and %" wide. 




1 '^J40'DIA. 


Mtg. 

List 

No. 

Centers 

Price 

51 


$2.75 c 

51A 


2.86 c 

51B 


2.75 c 

51C 


2.86 c 

51R 


2.75 c 

5IL 


2.75 c 

5 IE 


2.75 c 

51F 


2.75 c 

51T 


3.03 c 

52 


3.74 c 

52A 


3.85 c 

52 b 


3.74 c 

52C 


3.85 c 

52E 

3 / 4 " 

5.17 c 

52F 

3 / 4 " 

5.39 c 

52R 

3.74 c 

52T 


4.18 c 

53 

11 / 2 " 

6.27 c 

53A 

IV 2 " 

6.49 c 

53B 

3 / 4 - 

6.27 c 

53C 

3 / 4 - 

6.49 c 

53E 

4.84 c 

53F 


4.95 c 

53T 


5.61 c 

54 

17/8" 

7.48 c 

54A 

17/8" 

7.70 c 

54B 

6.05 c 

54C 


6.16 c 

54R 


6.05 c 

55 

21 / 4 " 

8.58 c 

55A 

21 / 4 " 

8.80 c 

55B 

1¥2" 

8.58 c 

55C 

n/ 2 " 

8.80 c 

56 

2^8" 

10.34 c 

56A 

2 ya" 

10.56 c 

56B 

17/«" 

10.34 c 

56C 

17/a" 

10.56 c 
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RADIO HARDWARE 


CABLE CLAMPS 


Cadmium plated sturdy steel cable clamps designed for securing 
cables ranging from iV" diameter to %" diameter. Illustrations are 
half size. 


PLUG BUTTONS 






Hole cent. 



Dia. 

Hole 

Over-all 

to arc 



of arc 

Dia. 

Width 

Lengtl 

cent. 

List Price 

Vs" 

.149 

U" 


1 / 4 " 

$3.30 C 

$28.60 M 


.140 

:t«" 

nr' 

Vs" 

2.31 C 

20.35 M 

x'e" 

.144 

Vs" 

SIX •• 

Vs" 

2.09 C 

16.50 M 


.136 


nv 

Vz;; 

1.49 C 

12.65 M 

Vz" 

.147 

Vz" 

le" 


2.86 C 

25.85 M 

Vs" 

.171 


1" 

Vz" 

1.54 C 

13.20 M 


METAL SPACER SLEEVES 

I Zinc plated brass 

spacer sleeves. Six 

_ (6) popular sizes 

for spacing chas- 

iH iS etc. 

liMi Illustrations are 
W full size. 

Outside Inside List 
Length Dia. Dia. — 


For fastening knobs to shafts. Four 
(4) popular sizes. Fabricated from 
high grade spring steel. Heat treated 
to retain spring retentivity. 

No. Description 

B3A 

83B 

83C For & " Shaft 

B3D For V 4 " Shaft 




Used to cover punched or drilled holes in metal, wood, fibre, tubes, 
plastic, cardboard, etc. Nickel plated steel plug buttons for eight 
popular size holes. Other sizes available, let us know your require¬ 
ments. Spring tension prongs hold plug bottom firmly in position. 
Illustrations are % actual size. 


For hole Diameter 


Cap Diameter 


[ SCREEN TYPE 

I PLUG BUTTON 

For portable 

required in ra- 

dio, television and electronic 
equipment. Bright zinc plated 
steel button snaps in 1“ diam¬ 
eter hole. Half size illustra¬ 
tion. 

No. Description List Price 

41V for r* Hole $16.50 C 


n GRID CAP 

lllH SHIELD 
[IB Fits firmly over the 
i I; grid cap, complete- 
m ly shielding the 
JU tube. Cadmium 
plated shield is 1'" 
high with slot 
opening for grid leads. 

No. List Price 

SOS _ Each $ .11 

List Price 

$.88C $7.15M 

1.10 C 9.35 M 

1.21 C 10.45 M 

1.60 C 13.20 M 


V4" 


Vs" 

Vz 

Vz" 

u 

Vs" 


3/4" 


Vs" 

Ix^e 


List Price 

$2.75 C 
2.75 C 
3.03 C 
3.85 C 
3.85 C 
4.68 C 
6.05 C 



DIAL PULLEYS 

Precision engi¬ 
neered alumi¬ 
num idler dial 
pulleys. Five (5) 
popular sizes. 


SNAP-IN TRIMOUNTS 



Outside String Hub 

List 

No. 

Dia. 

Dia. 

Dia. 

Price 

70A 

Vs" 

x“a" 

Vs" 

$1.54 C 

70B 

W 

i^e" 

Vs" 

2.09 C 

70C 

M" 

Vz" 

Vs" 

2.20 c 

70D 

3/4" 

Vs" 

x»e" 

3.30 C 





70D 3 / 4 *' s/a" ^ 3 ^" 3.30 c D E F 

For holding two or more thick¬ 
nesses of material firmly to- 

. - . . .. ■ gether. Can easily be removed 

a multitude of applications such as fastening dials, built-in aerials, 
cabinet backs, etc. Actual size illustrations of six (6) popular types. 


For Hole Cap 
Diameter Diameter Length 

.125 


List Price 

$ .99 C $ 8.25 M 


GRID CAPS ^ ^ ^ 

For glass or metal _ a 

tubes. Made o f 

heavy gage brass,’'CP ^ 

solder coated for g ODE 

fast, easy soldering. 

No. 60A is for diameter tube caps. All others designed for Vi"' 


caps. 

List Price 

60A 

$1.27 C 

$10.45 M 

60B 

1.16 C 

9.35 M 

60C 

1.32 C 

11.00 M 

60D 

1.27 C 

10.45 M 

60E 

1.10 C 

8.80 M 


ANGLE BRACKETS 



Cadmium plated brass and steel brackets for a variety of radio 
and other electronic applications. Illustrations are half size. 


No, "A" Dim. 

"B" 

"C" 

"A" Hole 

"B" Hole 

list Price 

33A 3 ^ 3 " 

X«6" 

Ja" 

.136 

6-32 Tap 

$2.75 C $23.10 M 

33B 3^a" 



.140 

.140 

1.65 C 13.75 M 

33C 

3 / 4 " 

V4" 

.156 

.140 

1.32 C 11.00 M 

33D jSs" 

nr' 

3/s" 

.136 

.187 

2.09 C 17.60 M 


DIAL POINTERS 


Popular flat type solder lugs for a 

multitude of wiring applications. 

Eight (8) different styles. All solder coated for fast, 

easy soldering. 

Illustrations 

are half 

size. 






Diameter 

Diameter 



No. 

Length 

Large Hole 

Small Hole 

List Price 

14A 

U" 

.110 

.078 $ 

1 .61 C 

$ 4.95 M 

14B 

Vs" 

.165 

.093 

.77 C 

6.60 M 

14C 

H" 

.250 

.093 

.66 C 

5.50 M 

14D 

M" 

.145 

.093 

.83 C 

7.15 M 

14E 

iJ" 

.125 

None 

1.43 C 

12.10 M 

14F 

IV 4 " 

.260 

.093 

2.26 C 

19.25 M 

14G 

ll" 

.140 

.093 

.61 C 

4.95 M 

14H 

W 

.141 

.093 

1.32 C 

11.00 M 
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NEW! WIRE TYPE 
INDICATOR 

Red enameled indicator 
3 V 2 " long. May be cut to 
any length and curved 
or bent to any desired 
position. May be insert¬ 
ed from front or rear 
and projected upward 
or downward. Wire may 
then be tightly crimp- 
IBL carriage. Alu- 

minum carriage rides 
easily on rail. Simply 
installed by hooking 
dial cable over extrusions on 
rear of carriage. 

No. IIA List Price Each $ .15 


BROAD BAND TYPE 
INDICATOR 

Similar to wire type in¬ 
dicator except has Vi" 
wide aluminum band, 
white enameled with 
red center stripe. Band 
is 23/4" long and may 
__ be cut or bent as de- 
^ sired. Indicator band 
welded to alumi- 
num carriage which 
rides on dial rail. 
Easily installed by hooking dial 
cable over outside extrusions and 
under center extrusion on rear 
of carriage. 

No. 1 IB List Price Each $ .26 
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GANNON PLUGS 






Type Receptacle on Automatic Electric's 
Recorder Connector 









HkOt 






V 


Type "XL" Plug on Electro-Voice's #731 
Microphone 


■ CANNON "TYPE XK" PLUGS AND 

RECEPTACLES — A quality line af 
Connectors, same inserts and similar 
in design to the "Type X" Series, but 
equipped with the fast-acting, sturdy 
Acme Threaded Coupling Ring and 
V therefore, ideal for use on equipment 

B v; which is subjected to considerable vi- 

bration and tension on cables, such as on 
_ ' , , , ,, sound trucks and other portable units. 

Type P insert and barrel assembly on xK-1 500v; XK-3 200v; XK-4, I33v 
Altec-Lansing mike Service. 

TYPE "XK-11" STRAIGHT CORD 
- PLUG (With Socket Insert) 

Shell is of die-cast 
2 :inc, cad. plated fln- 
/A Equipped with 

Quick-acting coup- 
ling ring. Solder pot 
connections are eas- 
Uy accessible. Takes A" to A" cable. 

for foog. dependable service. Mates 
With -12, -14. 

Contocts Capacity Wt. Lbs. Cot. No. List Pr. 
1 1S-amp. 0.081 XK-1-11 $5.50 

3 15-amp. 0.083 XK-3-11 5.50 

^ {lIl5-Sm?;}®*^85 XK-4-11 7.80 

TYPE "XK-T2" STRAIGHT CORD 
PLUG (With Pin Insert) 

For use in conjunc- 
tion with Straight 
Cord Plug (Socket 
Insert) or Wall Re- 
ceptacle (Socket In- \ 

sert) with coupling 
nut. Shell is made of die-cast zinc, cad. 
plated finish. Takes to cable. 

Contacts Capacity Wt. Lbs. Cat. No. List Pr. 
1 15-amp. 0.081 XK-1-12 $3.15 

3 15-amp. 0.083 XK-3-12 3.15 

{llls'-amp.} 0-085 XK-4-12 4.75 

TYPE "XK-14" WALL RECEPTACLE 

Types "K" and "P" Plugs on television (With Pin Insert) 

-ampKo Body fits in a hole and 

extends M" behind a ^ 

flange. Flange is 1%" in di- 
ameter, drilled for four #4- 
40 oval-head mounting \a 

screws on a %" radius, 90® If 

apart. Shell is made of 
brass, nickel finish. Solder 
pots extend beyond body. Has ex¬ 
ternal acme thread on shell and mates 
with straight cord plug XK-11. 

Contacts Capacity Wt. Lbs. Cot. No. List Pr. 
1 15-amp. 0.045 XK-1-14 $3.15 

3 15-amp. 0.047 XK-3-14 3.15 

^ {llislam?:}^-®^^ XK-4-14 4.75 

TYPE "XK-13L" WALL RECEPTACLE 
(With Socket Insert) 

Body fits in hole 
u and extends be- 

t flange. Flange is 

iu diameter and 
j drilled for four #4- 
// oval-head mounting 
screws on a %" radius, 
90® apart. Shell is made 
of brass, nickel finish. Solder pots on 
contacts extend Vs" beyond body. Mates 
with a straight cord plug (Pin Insert) 
XK-12 

Type "X" Plug and Receptacle on intercom Contacts Capacity Wt.Lbs. Cat. No. List Pr. 
telephone 1 15-amp. 0.144 XK-1-13L $5.^0 

3 15-amp. 0.146 XK-3-13L 6.05 

“ XK.4-I3L 7.60 





Type "X" 
telephone 
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"XL-3-14N" Receptacle and "XL-3.11" Plug 
In engaging position. Compare small size of 
plug with hand. 

The Cannon Electric Type ''XL" Con¬ 
nector combines various features found 
in othe r Cannon types into a small 
fitting comparable only in size to the 
Type "X" for low level sound trons- 
mission circuits. Among the leading 
features are the following: (1 ) conve¬ 
nient latchlock device to hold connec¬ 
tor tight. (2) lightweight. (3) polar¬ 
izing means (4) compression gland 
with relief spring or integral clamp, if 
desired. (5) streamlined design. (6) 
tapped metal for insert retoining 
screw. <7) provision for special 
grounding contact and grounding to 
shell. Contacts are 15-amp. for No. 
14 B&S stranded wire in 3 contact in¬ 
sert; 10-amp. in 4 contact insert. Shell 
is zinc or steel, with various finishes 
ovailable, bright nickle being standard. 
Satin-chrome finish available on steel 
shells. Floshover Voltage 1400-1600v. 

ZINC SHELL TYPES 

TYPE "XL-n" STRAIGHT CORD 

PLUG (Socket Insert) 

Type XL-3-11 is 
equipped with latch 
lock device and has 
raised polarizing 
boss. No. 1 contact 
engages before Nos. 

2 and 3, and may 

be used for grounding purposes, if de¬ 
sired. ^ cable accommodation. Overall 
dimensions: length, 2 with reliel 
spring, 2 || approx. 

Contacts Capacity Wt. Lbs. Cat. No. List Pr. 

3 15-amp. .0992 XL-3-11 1.55 

4 10-amp. .0992 XL-4-11 2.15 


TYPE "XL-12" STRAIGHT CORD 
PLUG (Pin Insert) 

Type XL-12 plug has 
alignment rib in ad- 
dition to polarizing 

groove. Cable accom- 
^^^modation is ifj. Insert 
removable for sold- 
J ering or inspection. 

Overall dimensions: 
length, 1%, with cable relief spring, 
2%; max. diameter %. Insert dla. 

Contacts Capacity Wt. Lbs. Cat. No. List Pr. 

3 15-amp. .0792 XL-3.12 1.50 

4 10-amp. .0792 XL-4-12 2.00 


TYPE "XL-13" RECEPTACLE 
(Socket Insert) 

A wall mounting recep¬ 
tacle similar to XL-14 
except that it has socket 
insert assembly and f 
latch locking device. I 
Overall Dimensions: 
flange diameter, 1^; 
flange thickness 0^ 

rear of flange to solder 
pot extension 1 ; dia. 

barrel, If ; three mount¬ 
ing holes drilled .136 

Contacts Capacity Wt. Lbs. Cat. No. List Pr. 

3 15-amp. .132 XL-3-13 1.55 

4 10-amp. .132 XL-4-13 2.15 

TYPE "XL-14" RECEPTACLE 
(Pm Insert) 

This wall mounting re- 
ceptacle has three 
^ mounting holes having 
Jo I .136 diameter. Overall 

/ 1^)1 dimensions: flange di- 
r / / ameter, 1 width 

H ^/ flange, length be- 

^ ^ hind flange to solder pot 
^ extension, 1 barrel 

diameter, %. Material 
zinc, bright nickel flnish. 

Contacts Capacity Wt. Lbs. Cat. No. List Pr. 

3 15-omp. .0592 XL-3-14 1.20 

4 10-amp. .0592 XL-4-14 1.70 

TYPE "XL-13N" RECEPTACLE 
(Socket Insert) 

Similar to XL-14N ex¬ 
cept has socket insert 

assembly, with latch- 

lock device, and polar- f 

izing boss on insert I 

barrel. No. 1 contact \ \ m y 

engages before Nos. 2 \NSBl ' Ik# 

and 3 and may be used 
for grounding circuit, if 
desired. Overall dimen- 
sions: flange and bar¬ 
rel and nut are identical to XL-14N, 
length from face of flange including 
solder pot extension, 1 
Contacts Capacity Wt. Lbs. Cat. No. ListPr. 

3 15-amp. .2112 XL-3-13N 1.55 

4 10-amp. .2112 XL-4-13N 2.15 

TYPE "XL-14N" RECEPTACLE 
(Pin Insert) 

Designed to be mounted 

# in a panel and has lock 
nut, accommodating up 
to Inch panel. Two 
flttings may be mounted 
on a single gang plate. 
Overall Dimensions: 
flange diameter, 1 
barrel diameter, 1; 
width flange to barrel, 
IJ, with max. solder pot extension; 
flange thickness, 

Contacts Capacity Wt. Lbs. Cat. No. List Pr. 
3 15-amp. .2048 XL-3-14N 1.45 

4 10-amp. .2048 XL-4-14N 1.95 

TYPE "XL" ADAPTER 
RECEPTACLES 





SINGLE GANG WALL RECEPTACLES 


Type XL-3-35 
(Socket insert) 



Face plate similar to 
type used in P-35. Takes 
an XL-3-13N Receptacle. 
Wt. 0.3479. 


Cot. No. 

XL.3-35 

XL.4-35 


TWO-GANG TYPES 
ALSO AVAILABLE 
Type XL-3-36 
(Pin Insert) 

Takes an XL-3-14N Re¬ 
ceptacle. Bright nickel 
flnish. 


List Price 
4.40 
4.85 


Cat. No. 
XL.3-36 
XL-4-36 


List Price 
4.45 
4.95 



XL-3-50 
1.75 List Pr. 
XL-4 2.40 


XL-3-50T 
1,90 List Pr. 
XL-4 2.60 


XL-3-50N 

2.15 

XL-4 3.15 


TWO GANG WALL RECEPTACLES 

List 

XL-3-35-2G (2 socket inserts) . 9.35 

XL-4-35-2G (2 socket inserts) .10.55 

XL-3-36-2G (2 pin inserts) . 9.30 

XL-4-36-2G (2 pin inserts) .10.25 


TYPE XL-42 RECEPTACLE 
(Pin Insert) 

The -42 Receptacle 
is similar to the X-42 
shown under “X” 

Fittings, except that J 

it has the XL type K 

insert. For special 
mounting purposes. 

Contacts Capacity Wt. Lbs. Cat. No. List Pr. 

3 15-amp. 0.063 XL-3-42 1.50 

4 10-amp. 0.063 XL-4-42 1.65 

STEEL SHELL PLUGS 
INTEGRAL CLAMP TYPES 

TYPE XL-3-nSC PLUG 
(Socket Insert) 

The steel shell type Is 

% built for rugged service 
and has cable entry of 
1^" min., 5/16" max. 
6/32" shorter overall 
shell than zinc type. 
Otherwise same con¬ 
struction, mating with 

regular XL receptacle. 
Bright nickel flnish standard. 

Contacts Capacity Wt. Lbs. Cat. No. ListPr. 
3 15-omp. .1333 XL-3-nSC 3.40 

4 10-amp. .1333 XL-4-11SC 4.00 

TYPE XL-3-12SC PLUG 
(Pin Insert) 

Corresponds to XL-3-12 
except that shell is steel 
with integral clamp. For 
5/16" max. entry. Shell 
is 7/32" shorter in over- 
all length than corre- 
spending zinc shell. 

Contacts Capacity Wt. Lbs. Cat. No. List Pr. 
3 15-amp. .1250 XL-3-12SC 3.35 

4 10-amp. .1250 XL-4-12SC 3.85 
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CANNON "TYPE P" FITTINGS. Uni¬ 
versally used In sound and allied oppli- 
catlons. "Type P" Fittings include a 
sixe and type for every requirement, 
with a high standard of quality. All 
90"^ Plugs have split-shell construc¬ 
tion for quick, easy access for wiring 
or inspection. Splash-proof but not 
weather-proof. Plug and receptacle 
dust caps are available. Laboratory 
tests show an average voltage-drop 
of not more than 10 millivolts, with 
current flowing at the rated capacity. 
Insulating material is black phenolic 
which has a 0.7% absorption in 24 
hours of immersion in water and a 
dielectric strength of 550 volts per mil 
at 60 cycles. Two to 6 contact inserts 
accommodate No. 10 B&S stranded 
wire; 8 contact insert No. 14 wire. 
New shell designs of the P-CG-11S 
and P-CG-12S, cord plugs, replace 
both old type shells of zinc and steel, 
and such improvements as shorter 
length, new rubber bushing, improved 
latch and spring, integral clamp. Shell 
material is steel, integral clamp zinc. 


STEEL PARTIAl 

BARRE^ EXPLODED VIEW 


SPRING 

ON LATCH LOCK 



RUBBER BUSHING 




INSERT 
AND BARREL - 


NEW TYPES WILL MATE WITH 
CORRESPONDING FITTINGS, SAME AS 
OLD DESIGN 

TYPE P-CG-11S CORD PLUG 
COMBINATION STEEL & ZINC 
(With 

Socket Insert) 


new type plug 
steel shell and 
^ - ^D) ^iitegral zinc clamp 

is Ji" shorter than 
the old type and 
has an overall 
length of 2||". The new rubber bushing 
allows a 1 ^" D. cable entry, and on P4, 
P5, P6 and P8 W' D. max. cable entry* 
Satin chrome finish. 

Poles Capacity Wt. Lbs. Cat. No. List Price 

2 30-amp. 0.202 P2-CG-11S $6.15 

3 30-amp. 0.202 P3-CG-11S 6.30 

4 30-amp. 0.202 P4-CG-11S 6.65 

5 30-amp. 0.206 P5-CG-11S 7.00 

6 30-amp. 0.208 P6-CG-11S 7.20 

8 15-amp. 0.208 P8-CG-11S 7.70 


TYPE P-CG-12S CORD PLUG 
COMBINATION STEEL & ZINC 
(With Pin Insert) 

Similar construe- 
tion and materi- 
als to the -IIS, 
except for pin in- 
sert. New rubber ^ 
bushing On P4 to 
P8 fittings is con- 

tained within the shell and lines the 
solder pot cavity. Same cable entry sizes 
as -US. Satin chrome finish. 

Contacts Capacity Wt. Lbs. Cat. No. List Pr. 

2 30-amp. 0.163 P2-CG-12S $5.00 

3 30-amp. 0.159 P3-CG-12S 5.15 

4 30-amp. 0.159 P4-CG-12S 5.30 

5 30-amp. 0.163 P5-CG-12S 5.40 

6 30-amp. 0.167 P6-CG-12S 5.65 

8 15-amp. 0.163 PS-CG-US 6.00 

TYPE "P-23" STRAIGHT CORD PLUG 
(With Socket Insert), HEAVY DUTY 

Shell is die-cast 
zinc for severe ser- 
L vice, but employ- 

ing all features 
such as the latch 
type locking device 
which is standard 

has integral clamp for cable. Also 
made for & %" cable if specified. 
Satin chrome finish. 

Contacts Capacity Wt. Lbs. Cat. No. List Pr. 


2 

30-amp. 

0.166 

P2-23 

$8.90 

3 

30-amp. 

0.170 

P3-23 

9.20 

4 

30-amp. 

0.174 

P4-23 

9.65 

5 

30-amp. 

0.178 

P5-23 

10.10 

6 

30-amp. 

0.182 

P6-23 

10.40 

8 

15-amp. 

0.178 

P8-23 

11.05 


2 

30-amp. 

0.170 

P2-24 

$9.00 

3 

30-amp. 

0.173 

P3-24 

9.20 

4 

30-amp. 

0.176 

P4-24 

9.35 

5 

30-amp. 

0.179 

P5-24 

9.55 

6 

30-amp. 

0.182 

P6-24 

9.95 

8 

15-amp. 

0.179 

P8-24 

10.40 


TYPE "P-CG-16" 90° CORD PLUG 
(With Pin Insert) 

Corresponds with \ 

Type P-CG-15 90* \ \ 

Plug. (Socket in- ^ 

sert), having Integ- 
ral Clamp for or, 
smaller cable. Barrel 
is of Steel and shell 
of cast aluminum I <a9 

alloy, tin plate fin- ^ 

ish. Removable cap for easy access to 
contacts for wiring or inspection. New 
heavier clamp. 

Contacts Capacity Wt. Lbs. Cat. No. List Pr. 


30-omp. 

30-amp. 

30-amp. 

30-amp. 

30-amp. 

15-omp. 


0.195 P2-CG-16 
0.198 P3-CG-16 
0.201 P4-CG-16 

0.204 P5-CG-16 
0.207 P6-CG-16 
0.204 P8-CG-16 


TYPE "P-24" STRAIGHT CORD PLUG 
(With Pin Insert), HEAVY DUTY 

Corresponds with 

“Type P-23” Plug \ 

(Socket insert). 

Built for hard ser- 
vice. The skirt is 
of steel, body die- 
cast zinc. Has In- 

tegral Clamp, for %" or cable, 
if specified. Satin chrome finish. 

Contacts Capacity Wt. Lbs. Cat. No. List Pr. 


TYPE "P-CG-15" 90° CORD PLUG 
(With Socket Insert) 

Has Split Shell and 
/ ^ other “Type P” 

I f ^ features found in 

‘‘Type P-15, 90* 

Plug” except cable 
connection, which is 
an Integral Clamp 
for or smaller 
^ cable. Made of cast 

aluminum alloy, finished in tin plate. 
New, heavier clamp. 

Contocts Capocity Wt. Lbs. Cat. No. List Pr. 


30-amp. 

0.202 

P2-CG-11S 

$6.15 

2 

30-amp. 

0.220 

P2-CG-15 

$6.90 

2 

30-amp. 

0.202 

P2-13 

30-amp. 

0.202 

P3-CG-11S 

6.30 

3 

30-amp. 

0.224 

P3-CG-15 

7.15 

3 

30-amp. 

0.206 

P3-13 

30-amp. 

0.202 

P4-CG-11S 

6.65 

4 

,30-amp* 

0.228 

P4-CG-12 

7.50 

4 

30-amp. 

0.210 

P4-13 

30-amp. 

0.206 

P5-CG-11S 

7.00 

5 

30-amp. 

0.232 

P5-CG-15 

7.80 

5 

30-amp. 

0.214 

P5-13 

30-amp. 

0.208 

P6-CG-11S 

7.20 

6 

30-amp. 

0.236 

P6-CG-15 

8.00 

6 

30-amp. 

0.218 

P6-I3 

15-amp. 

0.208 

P8-CG-11S 

7.70 

8 

15-amp. 

0.232 

P8-CG-15 

8.50 

8 

15-amp. 

0.214 

P8-13 


TYPE "P-17" PANEL RECEPTACLE 
(With Socket Insert) 

Surface Mounting 

_ _ P-17 has Latch Locking 

Device and all other 
/Y ^ “Type P” features. 
/# Made of die-cast zinc. 

1^1 Satin chrome finish. 

tl Flange is 2" in diam- 

a drilled and coun- 

H tersunk at four points 

% 90° apart on radius 

for four #4-40 oval head 
M.S. Body extends 1" 
in front of ^4" mounting flange. 

Contocts Capacity Wt. Lbs. Cat. No. List Pr. 

2 30-amp. 0.125 P2-17 $7.70 

3 30-amp. 0.129 P3-17 8.00 

4 30-amp. 0.133 P4-17 8.40 

5 30-amp. 0.137 P5-17 8.90 

6 30-amp. 0.141 P6-17 9.20 

8 15-amp. 0.137 P8-17 9.85 

TYPE "P-18" PANEL RECEPTACLE 
(with Pin Insert) Surface Mounting 

Corresponds to “Type 

P-17”, Panel Recep- / ^ 

tacle. Shell is made of -\ 

brass, satin chrome \ Ax 

finish. Flange is 2" in 
diameter, drilled and Wl IJ 

countersunk at four a 

points on radius for H 

four #4-40 oval head 
machine screws. 

Contacts Capacity Wt. Lbs. Cat. No. List Pr. 

2 30-amp. 0.156 P2-18 $4.15 

3 30-amp. 0.159 P3-18 4.35 

4 30-amp. 0.162 P4-18 4.50 

5 30-amp. 0.165 P5-18 4.70 

6 30-amp. 0.168 P6-18 5.05 

8 15-amp. 0.165 P8-18 5.55 

TYPE "P-13" PANEL RECEPTACLE 
(with Socket Insert) Flush Mounting 

# Has Latch Locking 
Device which Operates 
from front of panel. 
Made of die-cast zinc, 
satin chrome finish. 
Flange is 2" in diameter 
and drilled and counter¬ 
sunk at four points on 
If radius for four #4-40 
oval head machine screws. 

Contacts Capacity Wt. Lbs. Cat. No. List Pr. 
2 30-amp. 0.202 P2-13 $5.15 

3 30-amp. 0.206 P3.13 5.35 

4 30-amp. 0.210 P4-13 5.65 

5 30-amp. 0.214 P5-13 6.00 

6 30-amp. 0.218 P6-I3 6.20 

8 15-amp. 0.214 P8-13 6.65 
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TYPE "P-14" RECEPTACLE 
(Pin Insert), FLUSH MOUNTING 


Flange is 2" in diam¬ 
eter, drilled with four 
. 120 " diameter holes to 
take four #4-40 oval- 
head mounting screws, 
arranged 90® apart on 
a radius of If". Shell is 
die-cast zinc, satin 
chrome finish. 


Contocts Capacity Wt. Lbs. Cat. No. List Pr. 

2 30-amp. 0.104 P2-14 $2.70 

3 30-amp. 0.107 P3-14 2.80 

4 30-amp. 0.110 P4-14 3.00 

5 30-amp. 0.113 P5-14 3.10 

6 30-amp. 0.116 P6-14 3.35 

8 15-amp. 0.113 P8-14 3.70 


TYPE "P-35" SINGLE 

^ WALL RECEPTACLE 

(With Soeket Insert) 

Furnished with brack- 
ets for standard switch 
box. Shell is die-cast 
0 zinc, satin chrome fin- 

^ ish. Plate is 4^/4" high 

and 2%" wide. Latch 
Locking Device oper- 
ates from front of panel. 

Contacts Capacity Wt. Lbs. Cat. No. List Pr. 



2 

30-amp. 

0.341 

P2-35 

$8.95 

3 

30-amp. 

0.345 

P3-35 

9.15 

4 

30-amp. 

0.349 

P4-35 

9.45 

5 

30-amp. 

0.353 

P5-35 

9.80 

6 

30-amp. 

0,357 

P6-35 

10.00 

8 

15-amp. 

0.353 

P8-35 

10.45 



^ TYPE "P-35-2G" 


TYPE "P-36" SINGLE 
GANG WALL 
RECEPTACLE 

(With Pin Insert) 

Plate is 4^" high and 
2%" wide. Furnished 
with brackets for stand¬ 
ard switch box. Made 
of die-cast zinc, satin 
chrome finish. 



Contacts Capacity Wt. Lbs. Cat. No. 

List Pr. 

2 

30-omp. 

0.277 

P2-36 

$6.95 

3 

30-omp. 

0.280 

P3-36 

7.10 

4 

30-omp. 

0.283 

P4-36 

7.20 

5 

30-omp. 

0.286 

P5-36 

7.40 

6 

30-omp. 

0.289 

P6-36 

7.60 

8 

15-omp. 

0.286 

P8-36 

7.90 



TWO- 

GANG WALL 
^ RECEPTACLE 

I ^ /^S Socket Inserts) 

I Wr Furnished with 

I brackets for stand- 

I (Sy 0 ard switch box. 

^ > Plate is 4 V 2 " high 

I (p and 4^" wide. Both 

I receptables have 

I Latch Locking De- 

vice, operated from 
front of panel. 
Shell is die-cast zinc, 
satin chrome finish. 

Contocts Capacity Wt. Lbs. Cat. No. List Pr. 

2 30-amp. 0.448 P2-35-2G $18.00 

3 30-aimp* 0.456 P3-35-2G 18.55 

4 30-amp. 0.464 P4-35-2G 19.50 

5 30-amp. 0.472 P5-35-2G 20.40 

6 30-amp. 0.480 P6-35-2G 20.95 

8 15-amp. 0.472 P8-35-2G 22.25 


MINIMUM FLASHOVER 
VOLTAGES ON P INSERTS 
P-8 1300V—P-2 1600V—P-3 1600V 
(All others more than 1600 volts.) 


2 

30-amp. 

0.249 

P2-41 

$11.55 

3 

30-omp. 

0.253 

P3-41 

11.80 

4 

30-omp. 

0.257 

P4-41 

12.25 

5 

30-amp. 

0.261 

P5-41 

12.75 

6 

30-amp. 

0.265 

P6-4T 

13.05 

8 

15-amp. 

0.261 

P8-41 

13.70 


2 

30-amp. 

0.176 

P2-42 

$8.40 

3 

30-amp. 

0.179 

P3-42 

8.65 

4 

30-amp. 

0.182 

P4-42 

8.80 

5 

30-amp. 

0.185 

P5-42 

9.00 

6 

30-amp. 

0.188 

P6-42 

9.35 

8 

15-amp. 

0.185 

P8-42 

9.85 



TYPE "P-36-2G" TWO-GANG WALL 
RECEPTACLE (With Pin Insert) 


Plate is 4l^" 
high and 4^" 
wide. Drilled 
to take four 
#6-32 oval- 
head mounting 
screws. Fur¬ 
nished with 
brackets for 
standard switch 
box. Made of 
die-cast zinc, 
satin chrome 
finish. 


Contacts Capacity Wt. Lbs. Cat. No. List Pr. 

2 30-amp. 0.554 P2-36.2G $14.25 

3 30-amp. 0.563 P3-36-2G 14.65 

4 30-omp. 0.572 P4-36.2G 14.95 

5 30-amp. 0,579 P5-36.2G 15.35 

6 30-amp. 0.588 P6.36-2G 16.10 

8 15-amp. 0.579 P8- 36-2G 17.05 

TYPE "P-41" 90° MICROPHONE OR 
PANEL RECEPTACLE 
^(With Socket Insert) 

/ Can be mounted in 

/> V equipment or instru- 

ment panel. Equipped 
Latch Locking De- 
r removable 

L wiring. Shell is 

^^1 die-cast zinc, finished in 

black wrinkle enamel. 
Contacts Capacity Wt. Lbs. Cat. No. List Pr. 


ACCESSORY ITEMS 

DUST CAPS 

Fits all “Type P“ fit- 
tings with pin inserts. 5 y w M 
Made of brass, cadmium felM; m Jl 
plated, with nickel sil- 
ver bead chain. 

Lbs. Cat. No List 
0.081 PPC $2.80 

0.082 PCI* 3.30 *‘i™ALsizE 

*Type PCI is Insulated inside for applica¬ 
tion where contacts are “hot." 


TYPE PRC DUST CAP 

Fits all “Type P“ fit¬ 
tings with socket in¬ 
serts. Made of brass, 
cadmium plated with 
nickel silver bead chain. 
Lbs. Cat. No List 
0.095 PRC $2.37 


REPLACEMENT ITEMS 

A number of Type P and Type O Con¬ 
nectors formerly catalogued have been omit¬ 
ted from the list. These include various Spe¬ 
cial Items. It is the policy of the company 
at the present time to list such items os 
obsolete or replacement fittings, which are 
available only upon special request. If, how- 
I ever, they ore required for replacement pur¬ 
poses, write for Type P Cr O Replacement 
Poge for listing and catalog number. 


TYPE "PCG" 
CLAMP GLAND NUT 

Made of die-cast zinc, cad¬ 
mium plated. Complete with 
gasket. 

oNE.THiRD Wt. Lbs Cot. No. List Price 
ACTUAL SIZE 0.037 PCG $1.45 

© TYPE "P" GLAND GASKET 

As used in Straight Glands and 
Clamp Glands. Made of soft 
white rubber. 

ONE-THIRD Cat. No. List Price 

ACTUAL SIZE p Goskot $ .22 


APPLICATION 


TYPE "P-42" 90° MICROPHONE OR 
PANEL RECEPTACLE 
(With Pin Insert) ^ S. 

For mounting on 

equipment or instru- 

ment panel. Cap is 

removable for easy s 

wiring. Shell is ) 

made of die-cast zinc il/ 

with black wrinkle 

enamel finish. ^-^ 

Contacts Capacity Wt. Lbs. Cat. No. List Pr. 



Type "P" CONNECTORS on Mitchell 
Comera Background Projector 
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eO FITTIN6S 


CANNON "TYPE 0" PLUGS AND RE¬ 
CEPTACLES. This series consists of a 
line of 3-contact oval-shaped plugs 
and receptacles, equiped with Latch 
Locking Device. Contacts are silver- 



TYPE "03-13" FLUSH WALL 
RECEPTACLE (With Socket Insert) 

Flange is 2" in diameter, 
drilled with four holes 
//<i\ to take #4-40 oval-head 
Qmk\ mounting screws, 90“ 

JO apart on a radius of 

M t DT ®/ Made of die-cast zinc, 

/ cadmium plated. Latch 

0 ^ Locking Device is oper- 

ated from panel front. 
Contacts Copacity Wt. Lbs. Cat. No. List Pr. 
3 30-amp. 0.148 03-13 $7.15 

TYPE "03-14" FLUSH WALL 
RECEPTACLE 
(With Pin Insert) 

The flange is 2" in diam- 
eter, drilled with four holes \T 

to take #4-40 oval-head ^ U 

mounting screws, 90“ 
apart, on a radius of ii". 

Made of die-cast zinc, cad¬ 
mium plated. 

Contacts Copocity Wt. Lbs. Cat. No. List Pr. 
3 30-amp. 0.107 03-14 $7.15 

REPLACEMENT FITTINGS 
List — Any Quantity 


plated, full - floating, non - twisting, | 
carry 30-amp. capocity. Solder ter¬ 
minals are tinned for ease of wiring. | 
30-amp. contacts accommodate No. j 
30-amp. contacts accommodate No. 10 
B&S stranded wire. 2400v flashover. 

TYPE "03-42" MICROPHONE OR 
PANEL RECEPTACLE 
(With Pin Insert) 

Has flat base, with two 

lugs for mounting with i 

#4-40 oval-head screws. \/ 

Made of die-cast zinc, 

and cadmium plated. 

Contact Capacity Wt. Lbs. Cat. No. List Pr. 

3 30-amp. 0.271 03-42 $8.65 

TYPE "03-41" 90° MICROPHONE OR 
PANEL RECEPTACLE (Socket Insert) 

Flat base is flanged 
/ attached to 

I f microphone or panel 

L V IlSiV by means of two #4-40 
oval-head mounting 
screws. Made of die- 
cast zinc, cad. plated. 
Contacts Capacity Wt. Lbs. Cat. No. List Pr. 

3 30-amp. 0.274 03-41 $8.65 

TYPE "03-11" STRAIGHT CORD 
PLUG (With Socket Insert) 

Has Integral Clamp for 
h" or smaller cable. 
naffm Made of die-cast zinc, 
cadmium plated. 

Contacts Capacity Wt. Lbs. Cat. No. List Pr. 

3 30-amp. 0.113 03-11 $6.10 

TYPE "03-12" STRAIGHT CORD 
PLUG (With Pin Insert) 

Corresponds with _ ^ 

No. 03-11 “Type 0“ 

Straight Cord Plug O W 

(Socket Insert). Has in- 

tegral cable clamp, for vx——^ 

or smaller cable. Made of die-cast 
zinc, cadmium plated. 

Contacts Capacity Wt. Lbs. Cat. No. List Pr. 

3 30-amp. 0.104 03-12 $6.10 



03-35 
$8.75 List 


03-36 
$8.75 List 



TYPE "X-11" CORD PLUG 
(With Socket Insert) 

Sturdily built for 
dependable serv- 
ice. Light in 
^ weight. Shell is 
diecast zinc, 
nickel finish. Will 
take to 

cable. Used in conjunction with the fol¬ 
lowing: X-14 Wall Receptacle, X-12 
Straight Cord Plug, and X-42 Micro¬ 
phone Receptacle X-44L Receptacle. 

Contacts Capacity Wt. Lbs. Cat. No. List Pr. 
1 15-amD. 0.081 X-1-11 2.30 


15-amp. 

0.081 

x-i-n 

2.30 

15-amp. 

0.083 

x-3-n 

2.30 

!-10-omp.) 
-15-amp. j 

0.085 

X-4-11 

4.25 


CORD PLUG 


TYPE "X-12' 
(With Pin Insert) 


For use in con- 
junction with X 
X-11 Straight ^ 

Cord Plug (Socket 
Insert) or X-13 
Wall Receptacle 

(Socket Insert). Shell is die-cast zinc, 
nickel finish. Will take to cable. 

Contacts Capacity Wt. Lbs. Cat. No. List Pr. 


1 

15-amp. 

0.061 

X-1-12 

2.05 

3 

15-amp. 

0.063 

X-3-12 

1,65 

4 

4 

r3-10-amp.l 

11-15-amp.i 

0.065 

X-4-12 

3.00 


TYPE "X-13" WALL RECEPTACLE 
(With Socket Insert) 

Body fits in %" hole 
2 / 1 extends 1^" be- 

/ bind flange. Flange is 

in diameter and 
^ drilled for three #4- 

V W 40 oval-head screws on 

ii" radius 120® apart. 
Shell is die-cast zinc, nickel finish. To 
be used in conjunction with the follow¬ 
ing X-12. 

Contacts Capacity Wt. Lbs. Cat. No. List Pr. 


TYPE K IITIINGS 


The arrow shows spring dip on full- | 
Rooting socket contact which gives i 
a positive pressure fit connection. 




CANNON "TYPE X" PLUGS AND RE¬ 
CEPTACLES—The "Type X" Series of 
small connectors offers inexpensive 
fittings of relioble quality for sound 
service, radio, public address systems 
and geophysical research. In addition 
to compactness, many exclusive Can¬ 
non features are embodied in this 
series, such as full floating contacts in 
all socket inserts. Solder pot cable 
connections are easily accessible. Cable 
glands are removable. Contacts are so 
positive thot no latching device is 
needed for ordinary uses. Operating 
voltage X-4, 500V, X-2, X-3, lOOV, 


1 

15-amp. 

0.081 

X-1-13 

2.30 

3 

15-amp. 

0.083 

X-3-13 

2.30 

4 

4 

r3-10-amp.) 

ll-15-amp.j 

0.085 

X-4-13 

4.25 


TYPE "X-14" WALL RECEPTACLE 
(With Pin Insert) 

Body fits in %" hole 
and extends behind \ ^ 

the flange, which is 1%" \ 

in diameter and drilled \%J y 

for three #4-40 oval- | 

head screws on H ra- 
dius, 120“ apart. Shell 
is zinc, nickel plated finish. Used in con¬ 
junction with straight cord plug (Socket 
Insert) X-11. Solder pots extend ^4" 
beyond rear of body. 

Contacts Capacity Wt. Lbs. Cat. No. List Pr. 


1 

15-amp. 

0.040 

X-1-14 

1.65 

3 

15-amp. 

0.042 

X-3-14 

1.65 

4 

4 

(3-10-amp. 1 
|1-15-amp.j 

0.044 

X-4-14 

3.00 


TYPE "X-42" MICROPHONE 
RECEPTACLE (With Pin Insert) 

Has all the features of 

“Type X“ Straight 

Cord Plugs and Wall ‘ A 

Receptacles but it is />^ 

mounted on a flat base. 

Shell is die-cast zinc, 

nickel finish. Use with ^ 

X-11 straight Cord Plug 

(Socket Insert) Mounting holes are .144" 

in diameter and 1" apart. 

Contacts Capacity Wt. Lbs. Cat. No. List Pr. 

3 15-amp. 0.063 X-3-42 1.65 

4 15-amp. 0.063 X-4-42 3.65 
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CAN NO N E L E C T RIC COM P A N Y 




The UA Series of audio connectors 
designed in cooperation with the RMA 
Committee has all the features of 
Type P, O and XL and, in addition, 
the following: (1) gold-plated con¬ 
tacts for long life and ''no noise" (2) 
double protection rubber relief collar 
and rubber bushings (3) flat-top pol- 


TYPE UA-3-12 PLUG 
(Pin Insert) 

The UA-12 plug is approximately 
long, including rubber relief collar. Steel 
shell. Mates with UA-3-11, UA-3-13, UA- 
3-31. 


TYPE UA-3-32 RECEPTACLE 
(Pin Insert) 


The UA-3-32 Receptacle is 
similar to UA-31. Barrel ex¬ 
tends 25/32" plus 15/64" 
max. solder pot extension 
behind flange, and requires 
a 1" hole for 63/64" dia. 
barrel. Mates with XL-3-11. 



Contacts Capacity Wt. Lbs. Cat. No. List Pr. 
3 15-amp. 0.07 UA-3-32 2.50 


TYPE UA-3-42 RECEPTACLE 



arizotion for finger-touch action (4) 
stronger and better latch lock (5) 
steel plug shells and insert barrel (6) 
spring-action insert removal — no 
screws. 


Insulators are high dielectric, molded 
general-purpose Durez. 15-amp. con¬ 
tacts with 2400 V. minimum flash- 
over; for No. 14 B&S stranded wire. 
Max.cable entry is Write for spe- 

ciol UA Bulletin for complete detoils. 


SEMI-EXPLODED VIEW UA-II 



SEMI-EXPLODED VIEW UA-14 



showing rubber cu¬ 
shion that fits over 
pin contacts to 
avoid shocks, pro¬ 
vide protection 
from moisture, im¬ 
prove insulation 
factors. 


TYPE UA-3-n PLUG 
(Socket Insert) 



The UA-11 plug is approximately ZV 2 " 
long, including rubber bushing; 1 3/16" 
maximum width and 11/32" thickness. 
Steel shell and barrel. Mates with UA- 
12, UA-32 and UA-42. 


Contacts Capacity Wt. Lbs. Cat. No. List Pr. 
3 15-amp. 0.11 UA-3-12 4.40 


TYPE UA-3-13 RECEPTACLE 

(Socket Insert) 

The UA-13 Receptacle 
has a round flange com¬ 
pared to the rectangu¬ 
lar flange of the UA-31. 
Three mounting holes 
are provided, .120 dia. 
countersunk for #4 flat 
head machine screws. 
Mates with UA-3-12. 



Contacts Copacity Wt. Lbs. Cat. No. List Pr. 
3 15-amp. 0.14 UA-3-13 4.10 


TYPE UA-3-T4 RECEPTACLE 

(Pin Insert) 

The UA-14 Receptacle has 
a similar flange construc¬ 
tion as the UA-13. Barrel 
extends 23/32" behind 
flange with 15/64" solder 
pot extension. A 63/64" 
dia. (1") hole Is required 
to mount. Mates with 
UA-3-11. 

Contacts Capacity Wt. Lbs. Cat. No. List Pr. 
3 15-omp. 0.08 UA-3-14 2.50 



TYPE UA-3-31 RECEPTACLE 
(Socket Insert) 



The UA-31 Receptacle has 
a rectangular flange con¬ 
struction, and extends 
1 3/32" behind flange plus 
3/16" max. solder pot ex¬ 
tension and requires a 1" 
hole for 63/64" dia., bar¬ 
rel. Mates with UA-3-12. 


(Pin Insert) 

The UA-42 is a spec¬ 
ial mounting recep¬ 
tacle adaptable to 
microphones and 
other applications 
where it is advisable 
to mount receptacle 
parallel to the equip¬ 
ment, etc. Similar 
to XL-42 and X-42 
types. 

Contacts Capacity Wt. Lbs. Cat. No. List Pr. 
3 15-amp. 0.08 UA-3-42 4.95 



MISCELLANEOUS 



Used on telephone recorder connectors 
made by Western Electric, Automatic 
Electric, etc. 

BP-M7-21C-V2 Plug 

(CAT6881) . $4.86 List 

BP-M7-32S Receptacle 

(CA4128) .$1.97 List 


TELEVISION CAMERA PLUG 



Used on Dumont, G.E. and other tele¬ 
vision cameras. 


Contacts Capacity Wt. Lbs. Cat. No. List Pr. 
3 15-amp. 0.15 UA-3-11 5.35 


Contacts Capacity Wt. Lbs. Cat. No. List Pr. 
3 15-amp. 0.13 UA-3-31 4.10 


TV-R24C-22-% Plug 

(CA17898) .$24.96 List 
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‘fm Ml finiNGs 



APPLICATION 

''TYPE Ml-4" PLUGS AND RECEPTACLES. 
For Power ond Heavy Duty Circuits Four- 
Contact Plugs ond Receptacles are U.L. ap¬ 
proved for 250/dc, 600/ac 30-amp. service. 
Cable fittings hove a clamp for 13/16" or 
smaller coble. Shells are of aluminum alloy. 
Cadmium plated. Pins and sockets cannot 
be forced out of alignment or broken by 
forcing together out of correct alignment. 
Pin contacts ore brass of the split-compres¬ 
sion type. The majority of drawings of Ml-4 
connectors shown ore approximotely 14 
actual size. See M2-1950 or M3-1952 Bul¬ 
letins for complete dimensional dota and 
engineering information. UL APPROVED. 

TYPE "Ml-4-21" STRAIGHT CORD 
PLUGS (With Socket Insert) 




TYPE "Ml-4-24" 90“ CORD 
PLUGS (With Pin Insert) 




(With 

Socket Insert) 


Integral clamp for 11/16" cable or 
smaller. 

Contocts Copocity Wt.Lbs. Cot. No. List 
4 30-amp. 0.782 MI-4-24 12.25 

TYPE "Ml-4-25" 90“ HANDLE TYPE 
CORD PLUGS (With Socket Insert) 


Type 

"Ml-4-33" 
ROUND 
FLUSH WALL 
MOUNTING 
RECEPTACLES 

Flange 314" di¬ 
ameter. Four 
mounting holes, 
90® apart on a 
119/32" radius 
for #6-32 flat 
head screws. 



Contocts Copocity Wt.Lbs. Cat.No. List 
4 30-amp. 1.094 Ml-4-25 14.70 

TYPE "Ml-4-26" 90“ HANDLE TYPE 
CORD PLUGS (With Pin Insert) 


Shell has Integral clamp accommodating 
11/16" cable or smaller. 

Contacts Capacity Wt.Lbs. Cat.No. List 
4 30-amp. 0.750 MI-4-21 12.25 

TYPE "Ml-4-22" STRAIGHT CORD 
PLUGS (With Pin Insert) 



Contacts Copocity Wt.Lbs.. Cot.No. List 
4 30-omp. 0.859 MI-4-26 14.70 


TYPE "Ml-4-29" 
ROUND SURFACE 
RECEPTACLE 



Shell has integral clamp accommodating 
11/16" cable or smaller. 

Contacts Capacity Wt.Lbs. Cot.No. List 
4 30-amp. 0.938 Ml-4-22 12.25 

/ "Ml-4-23" 

/ / // ^ 90° CORD 

( ! jj PLUGS 

Socket Insert) 

Integral clamp 
for 11/16" cable 
J or smaller. 

Contacts Capacity Wt.Lbs. Cat.No. List 
4 30-amp. 0.781 Ml-4-23 12.25 


(Socket Contacts) 


Contacts Copocity Wt. Lbs. Cat. No. List 
4 30-amp. 0.422 Ml-4-29 12.25 

"Ml-4-30" 

ROUND ^ 

SURFACE fm 
WALL // / )) 

RECEPTACLES |[ f 1^^jj 

Flange 3i4" di- // 

ameter. Four XF ^^ s..vV 
mounting holes, 

90® apart on a 
1 19/32" radius (With 

fof #6 oval head Pin Insert) 
screws. 

Contacts Copocity Wt.Lbs. Cat.No. List 
4 30-amp. 0.532 Ml-4-30 12.25 


Contocts Capacity Wt.Lbs. Cot.No. List 
4 30-omp. 0.578 Ml-4-33 16.00 

TYPE 

"Ml-4-34" 

ROUND X 

FLUSH WALL \ 

RECEPTACLES / \ 

(With I I I 

Pin Insert) \ \ ^ \\ / 

Flange 31/4" di- \A \\ J 

ameter. Four ^ I 

mounting holes, \ jf 

90® apart on a /J 

119/32" radius 
for #6 flat head ^ 

mounting screws. 

Contocts Copocity Wt.Lbs. Cot.No. List 
4 30-amp. 0.438 Ml-4-34 12.25 

^ TYPE "Ml-4-31" 
SQUARE SURFACE 
WALL 

Jiv RECEPTACLES 

1 I n^Hb} Socket Insert) 

w Flange 2%" square. 

Four mounting holes 
2.099 apart. Four #6 
oval head screws. 

Contocts Copocity Wt. Lbs. Cat. No. List 
4 30-omp. 0.406 Ml-4-31 12.25 


TYPE "Ml-4-35" 
SURFACE 
RECEPTACLES 
(With 

Socket Insert) 

Designed to fit 
Single-Gang Switch 
Box. Plate 4^/4" high 
and 2%" wide. Two 
#6 flat head screws. 


Contacts Copocity Wt.Lbs. Cot.No. List 
4 30-omp. 0.468 Ml-4-35 12.25 


SURFACE BOX 
FOR 

Ml-31 andMl-32 
WALL 

RECEPTACLES 

Tapped for i/4" con¬ 
duit. 




Cot. No. 
MI-14 
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CANNON ElECTRIC DEVELOPMENT COMPANY 



Ml — CONTINUED 


TYPE 

"Ml-4-37" 
2-GANG 
FLUSH 
RE¬ 
CEPTACLES 
(With 
Socket 
Insert) 

Designed to fit 
Deep 2-Gang 
Switch Box. 

Contacts Copacity Wt. Lbs. Cat. No. List 
4 30-amp. 0.781 Ml-4-37 17.15 

TYPE "Ml-4-71" BRASS FLOOR 
RECEPTACLES (With Socket Insert) 


square. 

Contacts Capacity Wt. Lbs. Cat. No. List 
4 30-amp. 2.203 Ml-4-71 36.80 

TYPE "Ml-4-40" 2-GANG 
FLUSH DOOR RECEPTACLES 







"TYPE Ml" 

DUST CAPS 

For Fittings with 
Pin Inserts. 

lbs. Cat. No. List 
.250 M1-59A 7.40 


"TYPE Ml" 

DUST CAPS 

For Fittings with 
Socket Insert. 

Lbs. Cat. No. List 
.250 M1-60A 7.40 



BATTERY CONWaORS 


"K" (BP) TYPES 


Connon Battery Connectors shown below 
are limited to two plug and one receptacle 
types. Their major use is for connection and 
disconnection of battery circuits for oil field 
engine storting shown in application photo. 
Shells of plugs are rubber; Receptacle alu¬ 
minum alloy, cadmium plote finish. 

For detailed drawings and data, see Battery 
Bulletin. 



APPLICATION 


For telephone recording connectors made by 
large suppliers of telephone equipment. The 
SK (BP) Plug and Receptacle are used 
widely for telephone equipment. 



TYPE GB-3-21CF PLUG 
(With Socket Contacts) 



Two 3/0 contacts, rated 600-amp., one 
NO. 8 contact, 40-amp. mates with 
GB-3-34CDS Receptacle. 

Contacts Copacity Wt. Lbs. Cat. No. List 
3 600 & 40-amp. 1.16 GB-3-21CF 11.75 

TYPE GB-3-21CFS PLUG 
(With Socket Contacts) 



The main difference between this and 
above plug is the switch which elimi¬ 
nates arcing upon engagement or disen¬ 
gagement. 

Contacts Capacity Wt. Lbs. Cat. No. List 
3 600&4Q-amp. 1.16 GB-3-21CFS 14.95 

TYPE GB-3-34CDS RECEPTACLE 
(With Pin Contacts) 



Mating receptacle to above two plugs. 

Contacts Capacity Wt. Lbs. Cat. No. List 
3 600 & 40-amp. 1.031 GB-3-34CDS 4.50] 


APPLICATION 

The BP nomenclature is an auxilliary num¬ 
ber in place of the ''SK" and has been given 
the part because of this specialized use. 
Also shown in the "K" Bulletin. 

TYPE BP (SK)-M7-21C-V2 
PLUG (With Socket Insert) 

IW' clamp entry, mates with receptacle 
shown below. 



Contacts Copacity Wt. Lbs. Cat. No. List 
I 30-'Smp.1 BP-M7.21C->A 4.73 

TYPE BP (SK)-M7-32S 
RECEPTACLE (With Pin Insert) 


Mounting receptacle 
for BP-M7-21C-y2" 
plug shown above. 
Center line to center 
line mounting holes 
1.038". 


Contacts Capacity Wt. Lbs. Cat. No. List 

3 10-amp.) QQ4 BP-M7-32S 1.98 

4 30-amp. 3 


TEST POINT JACKS 




High quality phone 
tip jack to occomo- 
date standard 
ATM A 0.081 dia. 
phone tip for lab¬ 
oratory use. Rugged 
construction, nylon 
insulation for maxi¬ 
mum life under hard 
usage. See Bulletin 
TJ-1 for details. 


Contacts Copacitance Wt. Lbs. Cat. No. List 
1 5-7ufd 0.0063 45E 0.90 
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CANNON electric DEVELOPMENT COMPANY 



TYPE LK-R24C-31S RECEPTACLE 

<with sackei* insert') 

Wall or box¬ 
mounting recep¬ 
tacle with four 
0.169 dia. mount¬ 
ing holes 2.077", 
2 9/16" flange. 

Contacts Cat. No. Wt. lbs. List 
24 LK-R24C-31S 0.372 10.61 

TYPE LK-R24C-32S RECEPTACLE 


(with pin insert) 

Similar to above 
receptacle except 
for exterior thread. 


Contacts Cat. No. Wt. ibs. 
24 LK-R24C-32S 0.182 



LKT DUST CAPS 



For pin insert assemblies. 

Chain 6 %" long, Eyelet 1 %" dia. 

Cat. No. Wt. lbs. List 

LKT-.60A-2 0.113 3.80 



For socket insert assemblies. 

Cat. No. Wt. lbs. 

LKT-59A-2 0.147 


List 

3.03 


"U” SUBMINIATURE 


The "U" Series is sub-miniature in size, with 
hermetically sealed vitrious insulated re¬ 
ceptacles, Silcon insulated plugs. Steel shells, 
cadmium plate, bleached iridite finish. Con¬ 
tacts 1, 3, 6, and 12; 5-amp. contacts, 
1700v fiashover dc, 1000 (ac rms) solder 
pot terminals standard, eyelet optional. 
Illustrations shown approximately actual 
size. 

TYPE UC-3-11 PLUG 

(socket insert) 

Silcan (sili¬ 
cone) resilient 
insulation, 
mates with 
UC-3-50-002, 
UC-3-50N-302, 
UC-3-12-002. 

Contacts Cat. No. Wt. lbs. List 
3 UC-3-11 0.0088 2.67 





TYPE UX:-3-50-002 RECEPTACLE 

(pin insert) 

For solder ap¬ 
plications; her- 
m e tic ally 
sealed. Mates 
with UC-3-11 
Plug. ' 

Contacts Cat. No. Wt. lbs. List 

3 UC-3-50-002 0.0026 1.57 

TYPE UC-3-50N-302 RECEPTACLE 

(pin insert) 

Locknut for Me¬ 
chanical appli¬ 
cation including 
a lockwasher. 
'' Mates with UC- 
^ 3-11. 

Contacts Cat. No. Wt. lbs. List 
3 UC-3-50N-302 2.55 

TYPE UD-6.11 PLUG 

(socket insert 

Silcan (sili¬ 
cone) insu¬ 
lator. Mates 
with UD-6- 
12-002, UD- 
6-50-002, 
UD-6-50N- 
302. 

Wt. lbs. List 
0.0161 3.27 

4.23 

TYPE UD-6-50N-302 RECEPTACLE 

(pin insert) 

Vitreous insu¬ 
lation. Lock¬ 
nut for panel 
mounting ap- 
plication. 

Mates with 
UD-6-11, UD- 
12-50N-302. 

Contacts Cat. No. Wt. lbs. List 

6 UD-6-50N-302 3.02 

12 UD-12-50N-302 3.88 

TYPE UD-6-50-302 RECEPTACLE 

(pin insert) 

Vitreous insu- 
lation;her- 
metically seal- 
, ed with solder 
application. 

Contacts Cat. No. Wt. lbs. List 

6 UD-6-50-002 0.0053 1.97 

12 UE-12-50-002 2.67 



Contacts Cat. No* 
6 UD-6.11 

12 UE.12.11 




SUBMINIATURE 


Type "D" sub-miniatures are small, compact, 
light-weight connectors in 4 sizes, having 
15, 25, 37, or 50 gold plated contacts of 
5-amp. current, fiashover 1700v. dc peak, 
1200V oc rms. Wire size #20; steel shell, 
finish cadmium plate, bleached iridite. Rack 
type can be used to connect and make a 
movable plug with addition of junction shell. 
Insulation is high dielectric Nylon FM 
10.001, keystone polarization. Contact re¬ 
sistance 4.56 (max 8) milliohms per ampere. 
See ''D" Bulletin for complete data. 



TYPE DA-15P CONNECTOR 

(pin insert) 



(approx, actual size) 

Contacts Cat. No. Wt. lbs. List 
15 DA-15P 0.013 2.57 

TYPE DA-15S CONNECTOR 

(socket insert) 



Contacts Cat. No. Wt. lbs. List 
15 DA-15S 0.014 3.10 


JUNCTION SHELLS 



Fit Pin or Socket Assemblies. 


Cat. No. 

DA-J/S 

DB-J/S 

DC-J/S 

DD-J/S 


Wt. lbs. 
0.010 
0.014 
0.014 
0.016 


List 

.35 

.40 

.45 

.50 


TYPE DB-25P CONNECTOR 

(pin insert) 



Contacts 

Cat. No. 

Wt. lbs. 

List 

25 

DB-25P 

0.023 

3.67 

25 

DP.25S 

0.031 

4.57 

37 

DC-37P 

0.035 

5.20 

37 

DC-37S 

0.035 

6.53 

50 

DD-50P 

0.035 

6.77 

50 

DD-50S 

0.040 

8.60 
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CANNON ElEaRIC DEViLOPMENT COMPANY 




TV (IK & IKT) 
CONNECTORS 


The TV (LK & LKT) connectors shown on 
pages 11 and 12 are used on television 
cameras and related equipment, and are a 
part of the Cannon ''K" series. The os- 
semblies with the prefix are standard 

those prefixes with "LKT" have special 
shells and/or cable entry construction. 



Cannon TV Connectors in 
Television Studio 


The R24C insert has the following arrange¬ 
ment of 24 contacts: 3 #16 coaxials, 21 
#14 contacts. Drawings of the connectors 
shown are approximately actual size, 
and are isometric (not perspective). Shells 
are aluminum alloy cadmium plated; in¬ 
sulators are melamine, contacts brass. 

TYPE LK-R24C-21-%T STRAIGHT 
PLUG (witii socket insert) 


Earlier TV 
Plug design 
with short 
shell. 

LKT-R24C- 
21-%Tisto 
be preferred for superior clamp 
gland entry. Newest coupling nut 
design shown. 

Contacts Cat. No. Wt. lbs. List 
24 LKT-R24C-21-y8T 0.662 15.30 

TYPE LK-R24C-21-y8T-l PLUG 




TYPE LK-R24C-22-y8T PLUG 
(with pin insert) 



Similar to LK-R24C-21-%T with 
pin insert, exterior thread, and 
rubber bumper ring. 

Contacts Cat. No. Wt. lbs. List 
24 LK-R24C-22-y8T 0.756 15.66 

TYPE LK-R24C-22-y8T-l PLUG 
(with pin insert) 



Similar to LK-R24C-21-%T-1 with 
pin insert, exterior thread and 
rubber bumper ring. #13/16" cable 
entry. 

Contacts Cat. No. Wt. lbs. List 
24 LK-R24C-22-%T-l 0.976 18.60 

TYPE LK-R24C-23-7/8T ANGLE 90° 
PLUG (with socket insert) 



The angle 90° style of the—%T fit¬ 
ting, with removable cap for in¬ 
spection. %" cable entry. 

Contacts Cot. No. Wt. lbs. List 
24 LK-R24C-23-%T 0.662 13.20 

TYPE LK-R24C-24-7/8T ANGLE 90° 
PLUG (with pin insert) 

Similar 
to LK-R24- 
C-23-%T 
with pin in- 
s e r t a s - 
sembly, ex- 
t e r i o r 
thread. 

Contacts Cot. No. Wt. lbs. List 
24 LK-R24C-24-%T 14.08 



TYPE LKT-R24C-21-y8 PLUG 
(with socket insert) 



Special long end bell and coupling 
means include gland nut, friction 
washer, bushing, gland washer and 
packing ring to support cable. 

Contacts Cat. No. Wt. lbs. List 
24 LKT-R24C-21-y8 1.01 19.75 


TYPE LKT-R24C-22-y8 PLUG 
(with pin insert) 



Same basic construction as LKT- 
R24C-21-%, except pin insert ex¬ 
terior thread, rubber bumper ring. 

Contacts Cat. No. Wt. lbs. List 
24 LKT-R24C-22-7/8 0.860 19.90 

TYPE LKT.R24C-23-y8 ANGLE 90° 
PLUG (with socket insert) 


Similar 
to above fit¬ 
tings except 
for shell 
style which 
is a special 
9 0'' type 
shell, ys" 
cable entry. 


Contacts Cat. No. Wt. lbs. List 
24 LKT-R24C-23-y8 1.04 31.03 

TYPE LKT-R24C-24-y8 ANGLE 90° 
PLUG (with pin insert) 

Similar 
to above ex¬ 
cept for pin 
insert, ex- 
t e r i o r 
thread and 
rubber 
bumper 
ring. 


Contacts Cat. No. Wt. lbs. List 
24 LKT-R24C-24-y8 0.772 31.70 




Copyright by U. C. P., Inc. 


TRADE DISCOUNT APPLIES TO LIST PRICES ONLY 


Radio’s Master — 18th Edition 

Page F-39 






COMPANY 


EBY SALES 



JAN SOCKETS & SHIELDS 



JAN 

S-28 A 1 

NO. 

S-28 A1 

EBY NO. 

DESCRIPTION 

LIST PRICE 

TSE 7T 102 

TS 102 C 01 

9715 

7 Pin Shield Base, Ceramic 

$ .90 Ea* 

TSE.7T 101 

TS 102 P 01 

9736 

7 Pin Shield Base, Mica-filled 

.55 Ea. 

TSE 9T 102 

TS 103 C Cl 

9717 

9 Pin Shield Base, Ceramic 

1.00 Ea. 

TSE 9T 101 

TS 103 P 01 

9718 

9 Pin Shield Base, Mica-filled 

.70 Ea. 

TSF OT 101 

TS 102 U 01 

9700 

7 Pin Tube Shield—l^/s" 

.25 Ea. 

TSE OT 102 

TS 102 U 02 

9701 

7 Pin Tube Shield—1%" 

.25 Ea. 

TSF OT 103 

TS 102 U 03 

9702 

7 Pin Tube Shield— 21 / 4 " 

.31 Ea. 

TSF OT 104 

TS 103 U 01 

9703 

9 Pin Tube Shield—IV 2 " 

.31 Ea. 

TSF OT 105 

TS 103 U 02 

9704 

9 Pin Tube Shield—lit" 

.33 Ea. 

TSF OT 106 

TS 103 U 03 

9710 

9 Pin Tube Shield—23/8" 

.40 Ea. 

TSB 8T 102 

TS 101 C 01 

9756 

Octal, Saddle, Ceramic 

1.J5 Ea. 

TSB 8T 101 

TS 101 P 01 

9753 

Octal, Saddle, Mica-filled 

.75 Ea. 


STANDARD MINIATURE SOCKETS & SHIELDS 



SHOCK SHIELD TYPE 


Cat. No. List each 

8322 7 Pin, black bake., W M.C-$0.30 

8329 7 Pin, mica-filled, V&'' M.C....35 

8328 7 Pin, ceramic, V&" M.C- .55 

9723 9 Pin, black bake., IW M.C_ .45 

9714 9 Pin, mica-filled, IVs" M.C_ .50 

9716 9 Pin, ceramic, IVs" M.C.. .95 


SADDLE TYPE, TOP MOUNT 


Cat. No. List each 

8323 7 Pin, black bake., W' M.C.-$0.15 

8327 7 Pin, mica-filled, W M.C_ .20 

8326 7 Pin, ceramic, Vz" M.C_ .45 

9001 9 Pin, black bake., M.C_ .20 

9430 9 Pin, mica-filled, IVe'' M.C_ .25 

9735 9 Pin, ceramic, IVs" M.C_ .75 


SADDLE TYPE, BOTTOM MOUNT 


Cat. No. List each 

8578 7 Pin, black bake., W' M.C.$0.15 

9064 7 Pin, mica-filled. Vs" M.C.20 

9012 9 Pin, black bake., IVs" M.C.20 

9401 9 Pin, mica-filled, IVs" M.C.25 

9713 9 Pin, ceramic, IVs" M.C.75 


SHIELDS FOR SADDLE TYPE SOCKET 

8757 Shield for 7 pin, 13/4" high--— List Price, ea. $0.10 8759 Shield for , 9 pin, 2-1/16" high. List Price, ea. $0.15 

8758 Adaptor for above----- ,05 8760 Adaptor for above......05 

See JAN table above for shields ior shock shield type sockets. 



OCTAL SADDLE SOCKETS 

No. 9067—Black bake., cadmium plated steel 
saddle, 4 gnd. lugs. Cadmium plated brass con¬ 
tacts. ItV' M.C__List, ea. $0.14 

No. 8451—Loctal type, same specifications as 
above....List, ea. .17 


OCTAL ALL-MOLDED SOCKETS 

No. 8490—Black bake., cadmium plated brass con¬ 
tacts. It®?" mounting centers.List, ea. $0.15 

No. 8191—Loctal type, same specifications as 
above...— List, ea. .15 
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COMPAKY 


EBY SALES 




TURRET SOCKETS 

Widely recognized for their usefulness in simplifying wiring and sub-assembly 
work. Space-saving and economical, lead lengths are reduced to a minimum 
thereby reducing capacitance. Available with 7 and 9 pin mica-filled miniature 
sockets. Spacer is brass cadmium plated; terminals are brass, silver plated; 
base is phenolic. 


7 PIN 9 PIN 


Cat. 





List Price 

Cat. 





List Price 

No. 





each 

No. 





each 

9801 

Saddle 

Mt., 

IVa' 

' shaft.. 

....$1.25 

9809 

Saddle 

Mt., 

IVa” 

shaft., 

.$1.50 

9802 

Saddle 

Mt., 

IV 2 ' 

’ shaft. . 

.... 1.25 

9810 

Saddle 

Mt., 

IV 2 ” 

shaft., 

. 1.50 

“^9805 

Shield 

Mt., 

IVa' 

' shaft. . 

.... 1.40 

9813 

Shield 

Mt., 

IVa” 

shaft., 

. 1.65 

-9806 

Shield 

Mt., 

IV 2 ' 

' shaft.. 

.... 1.40 

9814 

Shield 

Mt., 

IV 2 ” 

shaft., 

. 1.65 


^Supplied in two parts—A saddle mount socket and a separate shield base for assembly on the job. 




LAMINATED MINIATURE SOCKETS 


Cat. 




List Price 

No. 




each 

49-1 

7 Pin, Va” M.C., 
W/center shield & 

11/16” 

wide. 

....$0.10 

49-2 

ground 

strap. 

.11 

49-21 

9 Pin, IVa” M.C., 

1” wide_ 

.13 

49-22 

W/center shield & 

ground 

strap. 

.14 


Additional sizes available. 



CRYSTAL SOCKET 

CR-7 For crystals having .050 diameter pins and 

.486 spacing between pins. Steatite, grade L-5 

JAN-l-lO. 

No. List Price 

Cat. Each 

8879 Phosphor bronze cadium plated con¬ 
tacts .$0.25 

9006 Beryllium copper silver plated con¬ 
tacts .. .35 


LAMINATED OCTAL SOCKET 

Cat. No. 46-5-E 8 prong; 

Dimensions: 

Mounting Centers 1-5/16” 

Overall Width 1-13/32” 

Overall Length IVs” 

List Price $0.10 ea. 

Cat No. 46-1-E 8 prong: 

Dimensions: 

Mounting Centers IV 2 ” 

Overall Width 1-13/32” 

Overall Length 1-27/32” 

List Price $0.10 ea. 


GLASS TUBE TYPE: 


Cat. 



Mounting Centers 

Width 

Length 

List Price 

No. 





each 

34-lAA 

4 

prong .... 

.. IV2” 

IVa” 

IVa”. 

$0.12 

34-1-B 

5 

prong .... 

.. IV2” 

IV2” 

IVa” 

0.13 

34-1-C 

6 

prong .... 

.. IV2” 

IV2” 

IVa” 

0.14 




SPEAKER CONNECTORS 


Made of general purpose bakelite, plug is one piece construction, with 
protective flange that prevents touching of live contacts. Female is sup¬ 
plied with separate contacts for rapid assembly. 


60-3M 3 Prong Male 

60-4M 4 Prong Male 

60-5M 5 Prong Male 

60-5F 5 Contact Female for use with 

3, 4, or 5 prong male 

Above with wire leads available on request. 


List Price $.11 Ea. 
List Price .12 Ea. 
List Price .13 Ea. 

List Price .12 Ea. 


PHONO CONNECTORS 

Designed for use in combining radio and phonograph sections of instrument, 
made of general purpose bakelite. Female is supplied with separate contacts. 


for use 

with 2, 3 or 4 prong male. 


75-2M 

2 Prong Male 

List Price $.10 Ea. 

75-3M 

3 Pronge Male 

List Price .10 Ea. 

75r-4M 

4 Prong Male 

List Price .10 Ea. 

75-4F 

4 Contact Female 

List Price .14 Ea. 


Above with wire leads available on request. 




ALL-PURPOSE CONNECTOR 

A new, compact connector made of general purpose bakelite for use where 
space is an important factor. Female, for use with 2, 3, 4 or 5 prong male, 
has saddle mount. 

119-2M 2 Prong Male 

119-3M 3 Prong Male 

119-4M 4 Prong Male 

119-5M 5 Prong Male 

119-5F 5 Contact Female 


List Price $.10 Ea. 
List Price .10 Ea. 
List Price .10 Ea. 
List Price .10 Ea. 
List Price .15 Ea. 


TERMINAL STRIPS & SCREW TERMINALS 


A complete selection of terminal lug strips and screw terminals are available 


on request. Write for our complete catalog. 
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EBY SALES 


EOMPANY 



INSULATED BINDING POSTS 

Knob and base are molded bakelite, with brass inserts and have non-removable tops. 
Following have knurled base to prevent post twisting 



Knob Diam. 

t Va" X 7/16" H. 

Va" X 7/16" H. 

9/16" X Va" H. 

1 Va" X 17/32" H 

Base Diam. 

Va" X 1 / 4 " H. 

Va" X 1 / 4 " H. 

5/8" X 1 / 4 " H. 

I 23/32" X 1 / 4 " H 

Stem 

6-32, 5/8" 

6-32, V&'' 

8-32, 7/8" 

8-32, 3 / 4 " 

Neck Diam. 

3/16" 

3/16" 

13/64" 

13/64" 

Neck Hole 

3/32" 

3/32" 1 

1 3/32" 

None 


Following have boss on base to insulate stem from metal panel. 
Boss is flat on two sides. Stem length is from bottom of boss. 



i\lo. 38 IMo. 41 1 

Spec's. Ensign Commander 

IMo. 44 I IMo. 46 

Admiral 1 Admiral 

Knoo Diam. Va" x 7/16" H. 9/16" x Va" H. 

5/8" X 17/32" H.i ll/16"xl9/32"H. 

Base Diam. 17/32"xV4"H. Va" x V 4 " H. 

23/32" X 1 / 4 " H. 1 23/32" x V 4 " H. 

itStem 6-32, Va" 8-32, Va" 

8-32, 9/16" 1 8-32, 9/16" 

■ Neck Diam. 3/16" 13/64" 

13/64" 1 13/64" 

: Neck Hole 3/32" 3/32" 

None 1 None 

list Price $.45 Ea. | $.60 Ea. I 

1 $.60 Ea. 1 $.75 Ea. 


Following have dowel pin on base. 


Specks. 
Knob Diam. 
Base Dtam. 

Stem _ 

Neck Diam. 
Neck Hole 


TWIN BINDING POSTS 


No. 21-R. All-molded 
IHI Bakelite, non-removable 

Hv tops. Both posts com- 

pletely insulated. Cen- 
ter mounting screw 
1 Y 6/32" X Va" long. Base 

is 2" long, 11/16" wide 
and 3/16" thick. Center distance between 
posts is List Price $0.85 Ea. 

No. 21-S. Same as above with one post 
insulated. One mounting screw at end of 
base, ground post is second mounting 

screw. List Price $0.90 Ea. 

Indiv Idual metal and spring type binding 
posti’ are also available in a variety of 
sizes and styles. Write for bur complete 
catalog. . ;■ 

BATTERY STRAPS 


No. 39 I 

Ensign | 

Va" X 7/16" H. 
Va" X V4" H. 
6-32, 9/16" 
3/16" 

3/32" I 


IMo. 42 I 

Commander | 
9/16" X Va" H. 
s/s" X V4" H. 
8-32, W' 
13/64" 
3/32" i 


$.60 Ea. I 


s/s" X 17/32" H. 11/16"X19/32"H. 
23/32" X V4" H. 23/32" X V^" H. 


8-32, W' 
13/64" 
None 


$.60 Ea. 


8-32, 

13/64" 

None 


$.75 Ea. 


UNIVERSAL TYPE 

Designed to give the added 
convenience of a banana 
plug connection. The brass 
bushing is fitted to take any 
of the standard banana 
plugs. Supplied with insu¬ 
lating base and two hex 
nuts as illustrated. Avail¬ 
able in red and black. 


TIP JACKS 

No. 49. Top diameter 1 / 2 " x 
5/32" thick. Threaded brass 
body 5/16" — 40 x long. 
One hexagon nut and two 
insulating washers fur¬ 
nished. Hole for washers is 
19/64". Red or black bakelite 
top. 

List Price: Red and Black. 


I _?.-®jLEa._ 

SCREW TERMINAL STRIPS 



No. 52. Top diameter V^" x 
Yb" thick. Body is 5/16" x 3/4" 
long. Special steel assembly m 
washers, cadmium plated, 
are furnished. Red or black 

List Price: Red .$0.13 Ea. 

Black 0.11 Ea. U 

No. 76. Same style as No. 52. Top diam. 
%" X 5/32" thick. Body is .500 x 27/32" 

long. List Price: Red....$0.20 Black....$0.17 




FUSE HOLDER 

Molded fuse holder for use 
in automobile radios, tele¬ 
vision sets and other ap¬ 
plications requiring "in the 
line" fuse holders. Wrap¬ 
around fuse clip assures a 
firm positive gripping con¬ 
tact. EBY "key" locking 
system affords greater me¬ 
chanical strength and 


$0.30 Ea. I eliminates breakage. Furnished complete with wire leads and fuse. .. List, ea. $.45 
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EBY SaLES 



COMPANY 


TELEVISION ACCESSORIES by EBY 


YOKE HARNESS 


CROSSOVER NETWORK 



49-8H. Provides ex¬ 
tension from yoke 
and coil assembly 
to chassis. Wired 
for RCA sets as 
supplied. 

List, ea. $2.00 


49-9H. Same as above but with eight leads for various 
other applications . List, ea. $2.25 


ANODE HARNESS 



and heavy gauge polystyrene socket. 


49-1 OH. Provides 
extension from 
anode connection 
to chassis. Used 
together with 49- 
8H and 49-12DH 
harnesses to fa¬ 
cilitate servicing. 
Finest quality 
anode connector 
.... List, ea. $1.60 


9805-1. Permits use of a single trans¬ 
mission line to the receiver eliminating 
the running of UHF and VHF lines to 
the receiver and the switching of anten¬ 
na at the receiver. 



Crossarm 


i Con oiso 
; be mounted 
on crossormj 


One line 
’to receiver 



Isolates the UHF 
■antenna from the 
VHF antenna 
automatically 
eliminating inter¬ 
ference. Housed 
in a tough, dur¬ 
able, weather re¬ 
sistant plastic 
case — complete 
with mounting 
brackets and 
strap. 

List, ea. $4.95 


HIGH VOLTAGE SOCKET 


TELEVISION TUBE HARNESS 

49.12DH. Com- 
posed of a kine¬ 
scope socket and 
a CRT base with 
four foot leads. 
Its purpose is to 
provide an ex¬ 
tension from the 
cathode ray tube 
to chassis to fa¬ 
cilitate repair 
and conversion 

work.... List, ea. $2.00 

49-1 SDH. Same as above, but with full socket and six leads 
for electro-static as well as magnetic tubes.List, ea. $2.15 

TEST HARNESS KITS 

K-301. Contains the 49-9H, 49-lOH, and 49-12.DiH harnesses 
shown above. Packed in a handy, sturdy, clear plastic box. 

List, ea. $5.75 

K.302. Contains 49-9H, 49-1 OiH, and 49-13DH....List, ea. $6.00 


021-HV. Octal socket for use in 
high voltage circuit with 1B3 tube. 
Laminated bakelite with steel 
yoke that holds spring steel 
corona ring. List, ea. $.47 


DUO-DECAL SOCKET 

49-12DD. Lami- 

noted television 
socket with plas¬ 
tic cover for com¬ 
plete insulation. 

Pins No. 1. 2, 10, 

11 and 12 wired- 
for quick instal¬ 
lation. For use 
with standard 

Cathode Ray tubes ..List, ea. $.70 

49-13DD. Same as above but wired for electro-static as well 
as magnetic tubes ..List, ea. $.80 





PHILCO TYPE HARNESSES 

These harnesses 
have been espe¬ 
cially designed 
for use in servic¬ 
ing Philco re¬ 
ceivers: 

49-6H. A 7 lead yoke extension for Philco sets. List, ea. $2.25 
49-7H. An 11 lead interchassis coupling extension. 

List, ea. $3.00 


ANODE CONNECTOR 

AC-1. An im¬ 
portant replace¬ 
ment part for 
service and re¬ 
pair work. 1 V 2 
inch diameter 
rubber hood pro- 
tects silver 
plated snap con¬ 
tacts which in¬ 
sure a positive, unyielding grip. Heavily insulated lead is 
18" long .List, ea. $.50 
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standard Prices and Special Quotations Available Immediately on Request 


TYPE BliC 



UG-88B/U 



US-262/U 



Ue-290/U 



UG-306/U 


TYPE N 



UG-I8B/U 


ARMED 

SERVICES 

TYPE 

DAGE 

No, 

DESCRIPTION 

IMPED¬ 

ANCE 

USED WITH 
! CABLE 

UG-88/U 

056-1 

Plug 

■ 

52 ohms 

RG-55, 58,58A |U 

UG-88B/U 

359-1 

Plug 

52 ohms 

RG-55,58. 58A/U 

UG-89/U 

130-1 

Jack 

52 ohms 

RG-55.58.58A/U 

UG-89B/U 

415-1 

Plug 

52 ohms 

RG-55. 58, 58A/U 

UG-90/U 

239-1 

Panel Jack 

52 ohms 

RG-55, 58, S8A/U 

US.I85/U 

145-1 

Receptacle 

52 ohms 


UG.20I/U 

379-1 

Adapter (BNC female to 
to N male) 

52 ohms 

,, 

Ue-260/U 

073-1 

Plug 

Unmatched 

RG-59,62.7I/U 

US-260A/U 

416-1 

Plug 

Unmatched 

RG-59.62.7I/U 

Ue-261/U 

124-1 

Jack 

Unmatched 

iG-59.62.71/U 

UG-26IA/U 

4I7-I 

Jack 

Unmatched 

RG-59.62,7I/U 

UG-262/U 

I2I-I 

Panel Jack 

Unmatched 

RG-59.62, 71/U 

UG-262A/U 

371-1 

Panel Jack 

Unmatched 

RG-59,52.7I/U 

UG.273/U 

470-1 

Adapter BNC-UHF 

Unmatched 


UG-274/U 

134-1 

Adapter Tee 

52 ohms 


UG-290/U 

055-1 

Receptacle 

52 ohms 


UG-29I/U 

122-1 

Panel Jack 

52 ohms 

RG-55. 58.58A/U 

UG-29IA/U 

413-1 

Panel Jack 

52 ohms 


UG-306/U 

135-1 

Adapter Right Angle 

52 ohms 


UG.349/U 

136-1 

Adapter BNC to N 

52 ohms 


UG-4I4/U 

55i-l 

Receptacle, Double End 

52 ohms 


UG-447/U 

055-3 

Similar to 

UG-290/U^Tapped holes 

52 ohms 




replaced by . 109 Dla- holes 



UG-492/U 

547-1 

Receptacle, Double End, Pressurized 

52 ohms 


UG-535/U 

240-1 

Receptacle 

52 ohms 


UG-589/U 

549-1 

Plug 

Unmatched 

Wire W-142 

UG-625/U 

081-1 

Receptacle 

52 ohms 


UG-657/U 

237-1 

Receptacle, Pressurized 

52 ohms 


UG-924/U 

501-1 

Plug, Binding Post 



CW-I23A/U 

366-1 

Cap and Chain 



CW-I55A/U 

399-1 

Cap 



MX-554/U 

534-1 

Resistor Plug 

Optional 


ARMED 

SERVICES 

TYPE 

DAGE 

No. 

DESCRIPTION 

IMPED¬ 

ANCE 

USED WITH 
CABLE 

UG-I8B/U 

131-1 

Plug 

50 ohms 

RE-5.5A.6.2I/U 

UG-I9B/U 

132-1 

Panel Jack 

50 ohms 

RE-5.5A.6.2I/U 

UG-20B/U 

140-1 

Jack 

50 ohms 

RE-5.5A.6.2I/U 

UG-2IB/U 

037-1 

Plug 

50 ohms 

RG-8.9.9A. lO/U 

G-2IC/U 

400-1 

Plug 

50 ohms 

RG-8.9,9A. lO/U 

UG-22B/U 

047-1 

Panel Jack 

50 ohms 

RG-8.9.9A. lO/U 
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Dage RF Connectors Are Made in Strict Conformity with Military Specifications 


TYPE N 

CONTINUED 




UG.23B/U 


ARMED 

SERVICES 

TYPE 


U&-23B/U 062- 

UG-58A/U 019- 

Ue-83/U 565- 

US-20I/U 379- 

UG-349/U 136- 

UG-536/U 385- 

UG-940A/U 582- 

MX-913/U 583- 



I 


TYPE BN 


SPECIAL 


TYPE BNC 


TYPE N 



Jack 

Recepfacie 
Adapter N-UHF 

Adapter fN male to BNC female) 

Adapter, N to BNC 

Plug 

Type N with MX-146 2/U 
Cap and Chain Assembly 


DESCRIPTION 


Receptacle 

Receptacle, Bulkhead 

Jack, Bulkhead 

Panel Jack 

Jack 

Plug 


DESCRIPTION 


Plug 

Receptacle 

Plug 

Receptacle 

Plug (Has separate insulator 
& contact) 

Receptacle 

Plug ( Has separate contact & 
Teflon insulator) 


IMPED¬ 

ANCE 


50 ohms 
50 ohms 
Unmatched 
50 ohms 
50 ohms 
52 ohms 
50 ohms 


IMPED¬ 

ANCE 


50 ohms 
50 ohms 
50 ohms 
50 ohms 
50 ohms 
50 ohms 


IMPED¬ 

ANCE 


52 ohms 
52 ohms 
Unmatched 


52 ohms 
52 ohms 


USED WITH 
CABLE 


RG-8.9.9A, lO/U 


RG-55, 58. 58A/U 
RG-IO, I2/U 


USED WITH 
CABLE 


RG.8.9,9A. lO/U 
RG-8, 9. 9A. lO/U 
RG-8.9,9A. lO/U 
RG-8.9.9A, lO/U 


USED WITH 
CABLE 


RG.58/U 


RG-59/U. 62/U. 
71/U 


RG.58/U 


52 ohms RG-58/U 


UG-206/U 407-1 



ARMED 

SERVICES 

TYPE 


Special 

Special 

Special 

Special 

Special 



DESCRIPTION 

IMPED¬ 

ANCE 

USED WITH 
CABLE 

Panel Jack BNC 

Unmatched 


BNC Coax. Termination Panel 

Unmatched 

RG-59. 62, 71/U 

BNC Coax. Termination Panel 

52 ohms 

RG-55. 58. 58A/U 

Panel Jack N 

50 ohms 

RG-55. 58. 58A/U 

PlugN 

50 ohms 

RG-55, 58, 58A/U 


Dage precision RF Connectors are designed and 
produced with the utmost care. 

Dage complete manufacturing facilities enable 
skilled craftsflien to produce quickly all types of co¬ 
axial connectors. 


Dage and Its representatives welcome your order, or 
your request for quotations or technical information. 

For quality, quantity —specify Dage 

RF Connectors. 
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WALTHAM 

R.F CONNECTORS 




Remember, Waltham manufactures the complete connector, including dll com¬ 
ponent parts, in a new, modern factory where "^^quality control'^ results in 
products of the highest engineering calibre. 


—All connectors manufactured to J.A.N. Specifications. 


ITEM 

NO. DESCRIPTION TYPE 

1 UG9/UPLUG .(N) 

2 UG 10/U PANEL JACK.(N) 

3 UGll/UJACK .(N) 

4 UG 12/U PLUG .. (N) 

5 UG13/U PANEL JACK .(N) 

6 UG14/UJACK .(N) 

7 UG 15/U PLUG .(N) 

8 UG16/U PANEL JACK.(N) 

9 UG 18B/U PLUG .(N) 

10 UG 19B/U PANEL JACK.(N) 

11 UG20B/UJACK ..(N) 

12 UG21/UPLUG .(N) 

13 U6 21B/UPLUG .(N) 

14 UG21C/U PLUG .(N) 

15 UG21D/UPLUG .(N) 

16 UG22B/U PANEL JACK.(N) 

17 UG22C/U PANEL JACK.(N) 

18 UG 22D/U PANEL JACK ..(N) 

19 UG23B/UJACK .(N) 

20 UG23C/UJack.:...{N) 

21 UG 27A/U RT. ANGLE ADAPTER .(N) 

22 UG 27B/U RT. ANGLE ADAPTER .(N) 

23 UG 28A/U ADAPTER TEE .(N) 

24 UG 29B/U ADAPTER STRAIGHT.(N) 

25 UG30/U ADAPTER BULKHEAD 

PRESS .(N) 

26 UG30B/U ADAPTER BULKHEAD 

PRESS .(N) 

27 UG35/U RECEPTACLE PULSE 

28 UG39/U COVER FLANGE 

29 UG40/U CHOKE FLANGE 

30 UG53/U COVER FLANGE 


31 UG 54/U CHOKE FLANGE 

32 UG 57B/U ADAPTER, STRAIGHT .(N) 


33 UG58/U RECEPTACLE .(N) 

34 UG 58A/U RECEPTACLE .(N) 

35 UG 59A/U PLUG.(HN) 

36 UG 59B/U PLUG.(HN) 

37 UG 59C/U PLUG.(HN) 

38 UG 60A/U JACK.(HN) 

39 UG 60B/U JACK ....(HN) 

40 UG 60C/U JACK .(HN) 

41 UG 61A/U PANEL JACK . (HN) 

42 UG 61B/U PANEL JACK .(HN) 

43 UG61C/U PANEL JACK .(HN) 

44 UG83/U ADAPTER ..(N to UHF) 

45 UG85/UPLUG .(BN) 


WALTHAM 


ITEM 

NO. DESCRIPTION TYPE 

46 UG 87/U RECEPTACLE .(BN) 

47 UG 88/U PLUG ......(BNC) 

48 UG88B/UPLUG .(BNC) 

49 UG89/UJACK .(BNC) 

50 89B/U JACK .(BNC) 

51 UG91A/UPLUG.(N) 

52 UG 92A/U JACK .(N) 

53 UG 93A/U PANEL JACK...(N) 

54 UG94A/UPLUG.(N) 

55 UG 95A/U JACK .(N) 

56 U6 96A/U PANEL JACK.(N) 

57 UG 97A/U ADAPTER RT. ANGLE ....(LN) 

58 UG 98A/U RECEPTACLE . (LN) 

59 UG lOOA/U PLUG.(LN) 

60 UGIOIA/U PANEL JACK___(LN) 

61 UG102A/UPLUG .(UHF) 

62 UG 103A/U RECEPTACLE.(UHF) 

63 UG 104A/U ADAPTER RT. ANGLE (UHF) 

64 UG 105A/U ADAPTER STRAIGHT (UHF) 

65 UG 107B/U ADAPTER TEE .(N) 

66 UG 146/U ADAPTER.(N to UHF) 

67 UG159A/U JACK BULKHEAD .(N) 

68 UG160A/U JACK BULKHEAD .(N) 

69 UG 160B/U JACK BULKHEAD .(N) 

70 UG 167A/U PLUG.(N) 

71 UG167B/UPLUG .(N) 

72 UG 167C/U PLUG . (N) 

73 UG 173/U ADAPTER REDUCING ..(UHF) 

74 UG 175/U ADAPTER REDUCING ..(UHF) 

75 UG 176/U ADAPTER REDUCING ..(UHF) 

76 UG 180A/U PLUG.(PULSE) 

77 UG 181A/U JACK BULKHEAD ....(PULSE) 

78 UG 182A/U JACK.(PULSE) 

79 UG 185/U RECEPTACLE .(BNC) 

80 UG 188/U PLUG .(N) 

81 UG 201/U ADAPTER .(BNC to N) 

82 UG 206/U RECEPTACLE .:(BN) 

83 UG 212A/U ADAPTER RT. ANGLE ..(HN) 

84 UG 213/U ADAPTER .(N to LN) 

85 UG 213A/U ADAPTER .(N to LN) 

86 UG 224/U ADAPTER BULKHEAD ..(UHF) 

87 UG 241/U ADAPTER.(BN to UHF) 

88 UG 242/U ADAPTER, TEE .(BN) 

89 UG 254A/U RECEPTACLE PRESS ..(BNC) 

90 UG 255/U ADAPTER.(BNC to UHF) 


ITEM 

NO. DESCRIPTION TYPE 

91 UG 260/U PLUG . ......(BNC) 

92 UG 260A/U PLUG.(BNC) 

93 UG 261/U JACK .(BNC) 

94 UG261A/U JACK ..(BNC) 

95 UG 262/U PANEL JACK........(BNC) 

96 UG 262A/U PANEL JACK ........ ......(BNC) 

97 UG 273/U ADAPTER.....(BNC to UHF) 

98 UG 274/U ADAPTER TEE ..........(BNC) 

99 UG 290/U RECEPTACLE ..(BNC) 

100 UG 291/U PANEL JACK .(BNC) 

101 UG291A/U PANEL JACK.(BNC) 

102 UG 306/U ADAPTER RT. ANGLE ..(BNC) 

103 UG 309/U ADAPTER .(BNC to HN) 

104 UG 342/U PLUG RT. ANGLE.(BN) 

105 UG 347/U RECEPTACLE 

106 UG 348/U RECEPTACLE 

107 UG 414/U ADAPTER STRAIGHT ....(BNC) 

108 UG 421/U PLUG...(UHF) 

109 UG 422/U RECEPTACLE ..(UHF) 

no UG 496/U 

111 UG516/U ADAPTER .(LN to N) 

112 UG 535/U RECEPTACLE 

RT. ANGLE .(BNC) 

113 UG 536/UPLUG .(N) 

114 UG 564/U ADAPTER .(C to N) 

115 UG 565/U ADAPTER .(C to N) 

116 UG 566/U ADAPTER...(C) 

117 UG 567/U ADAPTER.(C) 

118 UG 568/U RECEPTACLE.(C) 

119 UG 569/U RECEPTACLE.(C) 

120 UG 570/U JACK . (C) 

121 UG571/U PANEL JACK .(C) 

122 UG 572/UJACK . (C) 

123 UG 573/UPLUG .(C) 

124 UG 589/UPLUG .(BNC) 

125 UG 625/U RECEPTACLE .(BNC) 

126 MX 913/U CAP & CHAIN ...(C) 

127 CW123/U CAP & CHAIN . .(C) 

128 CW123A/U CAP & CHAIN 

129 CW155/U CAP .(BNC) 

130 CW 155A/U CAP .(BNC) 

131 SO 239 RECEPTACLE.(UHF) 

132 PL 258 ADAPTER STRAIGHT ..(UHF) 

133 PL 259 PLUG .(UHF) 

134 PL 259A PLUG .(UHF) 

135 PL 274 PLUG ..(UHF) 


136 UG 920/U ADAPTER RT. ANGLE ....(HN) 


HOROLOGtCAL CORPORATION 

MANUFACTURERS OF TELEPHONE PLUGS AND CONNECTORS 


Radio’s Master — 18th Edition 

Page F-46 


Copyright by U. Q, F., IfiQ, 






















































































































Waltham Telephone Plugs are nationally recognized as the 
^'Standard of Quality" — they are manufactured from the 
finest materials by skilled craftsmen using the newest, most 
modern equipment. Our engineering staff is available for 
consultation without obligation on any plug or connector 
problem. 


Manufactured in strict accordance with 
JAN P-642 Specifications. 

We are a Signal Corps approved and accepted source for the 


following plugs and jacks: 


PJ-047B 

Style D 

PJ-051 

JJ-022 

PJ-054B 

JJ-024 

PJ-055B 

JJ-026 

PJ-068 

JJ-033 

PJ-291 

JJ-034 

PJ-292 

JJ-048 

PJ-540B 

JJ-055 



JJ-055 



PJ-292 


PJ-051 




All plugs can be supplied with red shells — specify when ordering. 



WALTHAM HO 


SEND FOR THIS NEW 
CATALOG 

Our illustrated and compre¬ 
hensive catalog with com¬ 
plete technical data covering 
all Waltham RF CON¬ 
NECTORS and TELEPHONE 
PLUGS. 

^OLOGICAL CORPORATION 


MANUFACTURERS OF R.F. CONNECTORS AND TELEPHONE PLUGS 



PJ-054 



JJ-033 



JJ-022 
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U. S. ENGINEERING CO. 

STANDARDIZED ELECTRONIC HARDWARE 


This is only a partial showrng of our products. Hundreds of others available. We manufacture 
millions each week. Dependable service and unmatched quafity and delivery is assured. 
Engineering manual and prices furnished when requested^ on business letterhead, • 


CHASSIS BEARING 


PLUGS 


STANDARD TERMINAL LUGS 


2020 


1340- 
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STAND OFFS 


LOCK 


IN SU LA T E D TERMINALS 


SHAFT LOCKS 


HANDLES 


U.S. ENGINEERING CO 

GLENDALE 3, CALIFORNIA 


1815 
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Terminal Boards Made To Customer Print Specifications 

' USECO manufactures, speicial terminal boards to customer print specifications. Made of 
. certified materials to meet all approved, MIL and JAN specifications. Now serving many of 
the most prominent names in the electronics industry. Gold plated lugs supplied on special 
order. Send for engineering .manual and name of nearest representative. 


TERMINAL BOARDS 


PRESSURE SWAGIHG MACHINE 




UoSo ENGINEERING CP 

^ . 1: OLeNdALE 3, CAUFjORNtA 


CAPTIVE SCREW 


SHAFT COUPLING 


Engineering Manual furnished when 
requested on business letterhead. 
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JAN SOCKETS AND SHIELDS 


Part 

No. 

DESCRIPTION 

Per JAN/S28A- 

235 

BC 

7 Pin Mico 

TS 

102P01 

238 

BC 

7 Pin Ceromic 

TS 

102C01 

169 

BC 

9 Pin Mca 

TS 

103P01 

176 

BC 

9 Pin Ceramic 

TS 

t03C01 

335 

PHSPTO 

Octal Mico 

TS 

lOlPOl 

336 

PHSPTO 

Octal Mico—with Bushing* 

TS 

10IP02 

338 

PHSPTO 

Octal Ceramic > 

TS 

I01C01 

337 

PHSPTO 

Octal Ceramic—with Bushing* 

TS 

101C02 

342 

PHSPTO 

Octal Mica—GRC 

TS 

lOlPO 

121 


7 Pin Shieid 1-3/8" 

TS 

102001 

120 


7 Pin Shield 1-3/4" 

TS 

102U02 

149 


7 Pin Shield 2-1/4" 

TS 

102U03 

193 


9 Pin Shield M/2" 

TS 

103U01 

191 


9 Pin Shield 1-15/16" 

TS 

i03U02 

195 


9 Pin Shield 2-3/8" 

TS 

103U03 


U*» Price Each 
.59 
.97 
.77 
1.20 
.80 
1.12 
1.20 
1.54 
.78 
.25 
.25 
.31 
.31 
.34 
.39 



RTMA 

SADDLE TYPE 

Bottom Mouiitmg 


Insulator 

Material 


Gen. Purp. 
Mico Filled 
Ceramic 


Gen. Purp. 
Mica Filled 
Ceramic 


Model No. 

7 PIN 
100 
105 
220 


List Price 
Ea. 


Contact Material — Brass, Cad. Plated 



Insulotor 

Material 


Gen. Purp. 
Mice Filled 
Ceromic 


Gen. Purp. 
Mica Filled 
Ceromic 


RMA 

SADDLE TYPE 

with Ground Lugs 
Bottom Mounting 

List Price 

d No. Ea. 


Model No. 

7 PIN 
300 


Contact Material — Brass, Cad. Plated 




JAN 

SADDLE TYPE 

Top Mounting 


Insulotor 

Material 


Gen. Purp. 
Mica Filled 
Ceramic 


Gen. Purp. 
Mica Filled 
Ceramic 


Model No. 

7 PIN 
240 


List Price 
Ea. 


Contact Material — Brass, Cad. Plated 



SNAP-ON 
JAN TYPE 

Top Mounting 


Insulator 

List Price 

ini 

Steel, 

Material 

Model No. 

Ea. if 



7 PIN 


Model No. 

Height 

Gen. Purp. 

250 

.16 

:• 

7 PIN 

Mica Filled 

251 

.20 


Ceramic 

252 

.47 

127 

126 

IV 4 " 


9 PIN 


148 

21/4*' 

Gen. Purp. 

450 

.24 i: 

1 

9 PIN 

Mica Filled 

451 

.29 


Ceramic 

452 

,69 

192 

190 

1V 2 " 
1-15/16 

Contact Material — Brass, Cad. 

Plated 1 

194 

23/8- 


7 PIN 


j;: -x-x-x-x-x-x-x-x-x-x-x-x-xc 

1 

7 


JAN TYPE SHIELDS 

Per Jan/S.28 

Material 


List Price 
Ea. 





SHOCK PROOF I 
TYPE 

Bottom Mounting 



MICROPHONIC 

TYPE 

Bottom Mounting 


Insulator 
Material 
Gen. Purp. 
Mica Filled 
Ceromic 


Model No. 

140 

143 

145 

Contact Material 
Brass, Cad. Plated 


List Price 
Ea. 
.32 
.38 
.58 


insulator 
Material 
Gen. Purp. 
Mica Filled 
Ceramic 


Model No. 

134 

135 
157 

Contact Material 
Brass, Cad. Plated 


List Price 
Ea. 
.30 
.35 
.56 



JAN BASE 
SHIELD TYPE 

Top Mounting 


insulator 

Material 


Gen. Purp. 
Mica Filled 
Ceramic 


Model No. 

7 PIN 
ST 234 


List Price 
Ea. 


Gen. Purp. S 

Mico Filled S 

Ceramic S 

Contact Material 


Brass, Cad. Plated 

m 


SNAP-ON 

0 TYPE 
SHIELDS 

Material 

Steel 


odel No. 

Desc- 

7 PIN 

Height 

Price 

Ea. 

200 


1-53/64- 

.08 

224 

Slit 

1-53/64- 

.12 

225 

Slit & Lead 

9 PIN 

1-53/64- 

.49 

227 


2-1/16- 

.10 

228 

Slit 

2-1/16- 

.14 

229 

Slit & Lead 

2-1/16- 

.57 



JAN 

OCTAL SOCKET 

Bottom Mounting 


Insulator 

Material 


Model No. 

Without Tapped Bushing 


List Price 
Ea. 


Gen. Purp. 
Mica Filled 
Ceramic 


With Tapped Bushing 
Gen. Purp. 329 .72 

Mica Filled 336 .81 

Ceramic 337 1.09 

Contact Material — Brass, Cad. Plated 
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Elco Varicon Miniature-Connectors provide the simplest, quick¬ 
est, most positive means for connecting electronic or electric 
circuits. Varicohs introduce ''Keying Control", making it impos¬ 
sible to connect unmatched parts. Contact combinations in any 
number demanded by your specific needs are possible with 
Varicons; ond any connector may be assembled Isy you or us 
from stock parts. 


Prices below are for Varicons in General Purpose Phenolic. 
Varicons are also available in Low-Loss Mica Phenolic, Alkyd, 
and General Purpose Phenolic in assorted colors, prices for 
which will be furnished upon request. For general specifications 
of ALL Varicons, refer to description beneath Connector Kit at 
lower right hand corner of this page. For any other information 
regarding these "Miniature Connectors that work like Giants" 
your inquiry will meet with our immediate reply. 





^ « jj With bracket 

Add Numeral Explanation. 

Add "DT" as a prefix if Double Tier is de¬ 
sired. List Price can be computed by doubling the List 


MALE 


FEMALE 

List Price 

Model No. 

Price 

Model No. 

Ea. 

X2M12 

.25 

X2F12 

.24 

X4M12 

.34 

X4F12 

.32 

X6M12 

.43 

X6F12 

.39 

X8M12 

.52 

X8F12 

.47 

X10M12 

.61 

X10F12 

.55 

X12M12 

.70 

X12F12 

.63 

X14M12 

.80 

X14F12 

.71 

X16M12 

.90 

X16F12 

.80 

X18M12 

1.00 

X18F12 

.89 


Price of the appropriate Single Tier VARICON with Bracket and 
adding .03 ea. 


MALE 


FEMALE 

List Price 

Model No. 

Price 

Model No. 

Ea. 

X2M12.B 

.28 

X2F12-B 

.27 

X4M12-B 

.39 

X4F12-B 

.37 

X6M12.B 

.50 

X6F12-B 

.46 

X8M12-B 

.61 

X8F12-B 

.56 

X10M12-B 

.72 

X10F12-B 

.66 

X12M12-B 

.83 

X12F12-B 

.76 

X14M12-B 

.95 

X14F12-B 

.86 

X16M12-B 

1.07 

X16F12-B 

.97 

X18M12-B 

1.18 

X18F12-B 

1.08 



MALE 

Model No. 

Price 

FEMALE 
Model No. 

List Price 

Ea. 

MALE 
Model No. 

Price 

FEMALE 
Model No. 

List Price 
Ea. 

X6M12-CTC 

.82 

X6F12-CTC 

,78 

X6M12-H 

.65 

X6F12-H 

.61 

X8M12-CTC 

.94 

X8F12-CTC 

.89 

X8M12-H 

.76 

X8F12-H 

.71 

X10M12.CTC 

1.07 

X10F12-CTC 

1.01 

X10M12-H 

.87 

X10F12.H 

.81 

)^12M12-CTC 

1.21 

X12F12.CTC 

1.14 

X12M12.H 

.98 

X12F12.H 

.91 

X14M12-CTC 

1.37 

X14F12-CTC 

1.28 

X14M12-H 

1.15 

X14F12-H 

1.06 

X16M12-CTC 

1.53 

X16F12-CTC 

1.43 

X16M12.H 

1.27 

X16F12.H 

1.17 

X18M12-CTC 

1.69 

X18F12-CTC 

1.59 

X18M12-H 

1.43 

X18F12.H 

1.33 

DTX20M12-CTC 

2.07 

DTX20F12-CTC 

1.95 

DTX20M12-H 

1.72 

DTX20F12-H 

1.60 

DTX24M12-CTC 

2.32 

DTX24F12-CTC 

2.18 

DTX24M12-H 

1.99 

DTX24F12-H 

1.85 

DTX28M12-CTC 

2.59 

DTX28F12-CTC 

2,41 

DTX28M12-H 

2.23 

DTX28F12-H 

2.05 

DTX32M12-CTC 

2.87 

DTX32F12-CTC 

2.67 

DTX32M12-H 

2.54 

DTX32F12-H 

2.34 

DTX36M12-CTC 

3.13 

DTX36F12-CTC 

2.93 

DTX36M12-H 

2.83 

DTX36F12-H 

2.63 



MALE 


FEMALE 

List Price 

Model No. 

Price 

Model No. 

Ea. 

X6M12-CT 

.66 

X6F12-CT 

.62 

X8M12-CT 

.78 

X8F12.CT 

.73 

X10M12-CT 

.91 

X10F12-CT 

.85 

X12M12-CT 

1.05 

X12F12-CT 

.98 

X14M12-CT 

1.21 

X14F12-CT 

1.12 

X16M12.CT 

1.37 

X16F12-CT 

1.27 

X18M12-CT 

1.53 

X18F12-CT 

1,43 

DTX20M12.CT 

1.86 

DTX20F12-CT 

1.74 

DTX24M12-CT 

2.11 

DTX24F12-CT 

1.97 

DTX28M12-CT 

2.38 

DTX28F12-CT 

2.20 

DTX32M12-CT 

2.66 

DTX32F12-CT 

2.46 

bTX36M12-CT 

2.92 

DTX36F12-CT 

2.72 


KITS 

varicon miniature- 
connector KITS now 
make it possible to as¬ 
semble your own con¬ 
nectors when you wont 
them! In General Pur¬ 
pose Phenolic, Low-Loss 
Mica Phenolic, Alkyd. 

Write for prices. 

GENERAL 
SPECIFICATIONS 

Current Rating 30 amps., 115 volts 
Rated Voltoge 1330 Volts RMS 

(withstanding voltage between closest terminals 4000 volts) 
Contact Resistance .0001 ohm 
Low Capacitance 

All Male & Female components are identical 
300 ohm line spacing 

Contacts in use are always under pressure, cannot be overstressed 
or overstrained. 



CHASSIS APPLICATIONS CABLE APPLICATIONS PLUG-IN APPLICATIONS PANEL APPLICATIONS 
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BACKGROUND FOR CIRCUITRY 

Vector Socket-Turrets and Plug-In units provide a unique method 
for mounting electronic circuit components, saving space and increasing 
efficiency. Catalog numbers shown in bold face type are the most 
popular types. 

OCTAL, MINIATURE and NOVAL SOCKET-TURRETS 

Sockets are standard bottom mounting with steel saddles carrying 
4 ground lugs. Body is mica-filled phenolic carrying wrap-around brass 
contacts, cadmium plated. Terminal posts are V 2 " O.D. with 1/16" wall, 
made of Grade XXXP laminated tan phenolic joined to socket. Six plated 
brass terminals at far end of turret plus three, six or none near socket. 
Mounting holes required are: for Octal 1" ctr. hole, side holes spaced 
1-5/16" for 0.134" saddle holes (a larger type is also available—See 
*A* below); for 7 pin miniature, ctr. hole, side holes spaced %" 
for 14" saddle holes; for 9 Pin Noval, ctr. holes, side holes spaced 
1for 14" saddle holes. 

Catalog Numbers ^‘Heighf Description 

10-0-12T 10-MB-12T 10-NB-12T 21/2" 12 term, in 2 rings spaced 1 

’10-0-9T ... 214" 9 term, in 2 rings spaced 1%" 

8-0-12T 8-M-12T 8-N-12T 2" 12 term, in 2 rings spaced 1" 

8-0-9T 8-M-9T 8-N-9T 2" 9 term, in 2 rings spaced 1" 

6-0-6T 6-M-6T 6-N-6T 1 Vi" 6 term, in 1 ring only 

. S7 S9 .. Shield Base for attaching shields 

•Height measured from chassis to far end of turret. 

For variations not always available from distributors but obtainable 
at the factory : 

Add ‘A* to No. for large octal socket (1 1/2 Mtg. Ctrs., 114" hole). 

Add ‘J’ to No. for ‘MFE‘ socket casting, beryllium contacts, silver 
plated, hot tin dipped. 

Add ‘U’ to No. for 4-40 U nuts which slip on saddle for easy mount¬ 
ing. 

Add 'C to No. for impregnation of turret for moisture and fungus 
protection. 

Substitute ‘L’ for ‘0’ in No. if loctal socket required, (1-1/16" hole, 
1-5/16" mtg. ctrs.). 

Note: Letters- are printed on all above turrets to indicate terminal 
positions. A-F inclusive appear on remote end, C-L inclusive on row near 
socket (H, J, L for 3 terminal rows). “A” and “C” over **1” of socket. 

Socket-Turrets are covered by Patent Nos. 2,604,584 (j 2,624,775. 

SADDLE NUTS; A U’ type nut which slips over standard socket 
saddles has been especially designed to promote easy mounting on the 
chassis. For #4-40 machine screws. Order as #440-U nut or simply add 

to number of socket ordered. 

TEST ADAPTERS 

Vector Test Adapters are ideal for making measurements from the 
tube side of electronic equipment, where it is inconvenient to reach Into 
the wiring compartment. The adapter is simply inserted between tube 
and socket completing the circuit and providing test tabs connecting 
with tube elements. 

The T-789 set combines the 7-pin and 9-pin miniatures and octal 
in a plastic case. Or adapters may be obtained separately as follows: 

Cafalog Length Lead 

_ No. Tube Type BodyDIa. Skirt Dia. less Prongs Shielding 

T.7-M 7 Pin Min. 0.74" 1.03" 1.47" None 

T-S-O 8 Pin Octal 1.2^" 1.56" 1.50" None 

T-9-N 9 Pin Noval 0.87" 1.16" 1.47" None 

T-789 Set of above three types in case (1.75" x 3.75" x 2.62") 

TUBE BASE PLUGS 

These plugs fit the 7 and 9 pin miniature sockets and are useful for 
.many experimental or plug-in purposes. 

Cat. ^ Dimension* (Rg.1) Retainer 

No. _ Type D E FGN Ring No. 

P7 7 Pin Min. I Vs" 17/32" 5/16" .291 3/16" .621 .568 .126 None 
P9 9 Pin Noval P/a" 17/32" 5/16" .291 3/16" .748 .700 .126 None 
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FOR UNITIZED CIRCUITS 

Amplifiers, counters, oscillators and the like can be readily assembled 
completely on Plug-Ins, permitting quick changes of circuits. Making a Plug-In 
unit involves little more than soldering In a few capacitors and resistors. 

ECONOMICAL AND CONVENIENT 

Plugs are standard mica-filled, ring mounted octal style with 8 prongs as 
standard; (9 or 11 prong plugs also available—see below). Sockets are standard 
mica-filled phenolic in octal, 7 Pin miniature or 9 Pin nova! as ordered. Contacts 
are cadmium plated brass'. Terminal turrets are Grade XXXP phenolic tubing 
O.D. with 1/16" wall, carrying 12 plated brass terminals. Aluminum covers may 
be quickly detached by removing screws at base, making inside completely 
accessible. Miniature and nova! types carry military type tube shield base. Main 
tube shield not furnished. Types in bold face are most widely used and generally 
preferred for distributor stock. 


SPECIAL FEATURES. Variations obtainable at the factory: 

Add "H" to No. tor 9 prong octal type plug. 

Add "K" to No. for 11 prong octal style plug. 

Add "J" to No. for "MFE" socket casting, beryllium contacts, silver plated, tin dipped. 

Add "S" to No. for impregnation of turret for moisture and fungus protection. 

Add "P” to No. for perforation of covers for ventilation. 

Anodized finishes, natural or in color to order. 

Studs to lock 2 " sq. units firmly in sockets are available. 

NOTE: Letters are printed on turrets to Indicate terminal positions. A-F inclusive appear on 
6 terminals at plug end, G-L inclusive on socket end, "A" & "G” in line with "1“ of socket and 
’T” of plug. Key of 8 prong plug points toward corner of can but key of 9 & II prong plug 
points to side of can.- 

OTHER TYPES 

Special round can Plug-Ins are available as follows: Type C2, 1 V4" 
O.D. with Octal 8 or 11 pin plug; Type C2.1, O.D. with 9 pin min. 
plug; Type C2.2, O.D. with 7 pin min. plug. Larger rectangular units 
are also available with following cross-sectional dimensions: Type D, 
2"x3"; Type E. V/2"xBW'; Type F, 2-5/16" x 43/8". Height of all 
units, 3" or less. Terminal strip mountings can be supplied instead of 
turrets if preferred. 


TYPES WITHOUT SOCKETS 

Any of the types tabulated may be obtained less sockets but with terminal 
turrets and plugs. These are useful for a multitude of PLUG-IN applications where 
tubes are not Involved. 




m 


COVER 


COVER 


SINGLE TUBE TYPES 

CATALOG NUMBERS 

CAN SIZE 

TERM. 

SPACE 



TWO TUBE 

TYPES 

C8 -MM 

C8 -NN 

2.0" 

CIO-MM 

CIO-NN 

2.0" 

C-12-MM 

C72.NN 

2.0" 


6 


2" 

C- 8T 

2-1/2'* 

C-IOT 

3" 

C-I2T 

WITH CAN AND PLUG < 


CAT. NO. 1 
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pjtices 

Prices of manufacturers and suppliers' products listed in RADIO'S 
MASTER are subject at all times to change without notice — they 
should not be considered final. 

Get quick on-the-spot quotations from your distributor who subscribes 
to our perpetual up-to-the-minute PRICING SERVICE. 



Official Pricing System of 
radio - electronic - tele¬ 
vision parts and equipment. 
Supported by the industry: dis¬ 
tributors, manufacturers, and 
their sales representatives. 


Loose-leaf, flexible binder. 
Contains over 1100 pages. 


Published by 

UNITED CATALOG PUBLISHERS, INC. 
106-110 Lafayette Street 
New York 13, N. Y. 




RCA TEST EQUIPMENT 


for SERVICE • INDUSTRY 
SCHOOLS •LABORATORIES 


5" OSCILLOSCOPE WO-88A 





fN-r 












If your present ’scope is a temperamental per¬ 
former on the service bench, or if your business 
is limited by ‘"substitute” TV servicing methods, 
you owe it to yourself to find out about the “88”. 

“Superlative in its price class” best describes this 
new 5" ’scope. 

Tops on the list of quality features is the 88’s 
“picture-perfect” square-wave response and its 
remarkably faithful reproduction of horizontal 
and vertical sync and blanking pulses, sweep 
alignment traces, and other complex wave-shapes 
encountered in TV servicing. 

A direct-coupled push-pull, two-stage vertical 
amplifier with frequency-compensated and volt¬ 
age-calibrated attenuators gives the “88” plenty 
of deflection sensitivity with a uniform frequency 
response maintained over the entire range of the 
attenuators. And sync action is exceptionally 
stable over the entire range of the ’scope. 

You’ll find such quality extras as—front-panel 
source of calibrating voltage, graph screen scaled 
directly in peak-to-peak volts, “plus” and “minus” 
sync, 60-cycle sweep with wide angle phasing 
control, special maintenance control adjustments 
accessible from outside of cabinet, high-impe- 
dance input, and many others in the new RCA 
“ 88 ”. 


Frequency Response (minimum values) : 


Input Resistance and Capacitance: 


Vertical Amplifier: 

From 0 to 100 Kc.flat 

At 500 Kc.within —3 db 

At 1 Me.. . .within —10 db 

Rise Time.0.5 microsecond or better 


Horizontal Amplifier: (reference frequency 1000 cps) 

At 10 cps.within —1 db 

At 200 Kc.within —6 db 


Deflection Sensitivity (minimum limits): 


Vertical Amplifier: 

With WG-218 Direct Probe and Cable.. 
With WG-216B Low-Capacitance Probe. 

Horizontal Amplifier . 

Calibrating Voltage . 


Volts Per Inch 

rms p-p 

..0.025 0.07 

..0.25 0.7 

..0.6 1.7 

..0.35 1.0 


Vertical Amplifier: 

With WG-218 Direct Probe 

and Cable.1 megohm shunted by 75 iiiif 

With WG-216B Low 

Capacitance Probe.10 megohms shunted by 9.5 iijif 

Horizontal Amplifier: 

At Input Terminals.2.2 megohms shunted by 55 ju/t/ 

Sweep-Circuit Frequency.(Four Ranges) 15 cps to 30 Kc 

Tube Complement.1-6X4, 1-12AU7, 2-6AU6, 

1-1V2, 2-12AT7, 1-5UP1 

Power Supply.....105/125 volts, 50/60 cps 

Dimensions.9" w, 13j4" h, 16j4" d 

Weight.25 lbs. 

Finish_Blue-gray hammeroid case, frosted-aluminum panel 

$169.50 (Suggested User Price) complete with 
matched probes and cables, including the WG-216B 
Low-Capacitance Probe. 
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RCA TEST EQUIPMENT 


for SERVICE • INDUSTRY 
SCHOOLS •LABORATORIES 


7" OSCILLOSCOPE WO-56A 


There’s just something “extra” about the WO-56A 
that makes the professional technician itch to get 
at the controls. 

And just look at those controls! Dual concentric 
knobs for all coarse and fine adjustments eliminate 
unnecessary hunting and fumbling when you’re lock¬ 
ing in on a tricky wave form. 

Yes, here’s a ’scope designed for you—the user. 
From the large 7" mu-metal-shielded CRT in a 
compact, space-saving cabinet to performance stand¬ 
ards which include high sensitivity and wide fre¬ 
quency range—the WO-56A delivers for laboratory, 
factory and shop. 

Identical vertical and horizontal direct-coupled, 
push-pull amplifiers have frequency-compensated 
and voltage-calibrated attenuator networks. A hori¬ 
zontal trace expansion of 3 times screen diameter 
with comparable vertical centering permits observa¬ 
tion of minute trace detail. You’ll like the special TV 
preset sweep facilities, the retractable light shield, 
60-cycle sweep and wide angle phasing control, 
“plus’" and “minus” sync for locking-in “upright” 
or “inverted” wave shapes, high input impedance, 
peak-to-peak calibrating voltage, and many other 
time saving features. 


Frequency Response: 

Vertical Amplifier: 

Flat from 0 to 500 Kc.within —2 db 

Flat from 0 to 1 Me.within — 6 db 

Input Resistance and Capacitance: 

Vertical Amplifier: 

With Direct Probe and 

Cable WG-218.1 megohm shunted by 75 iiiif 

With Low-Capacitance Probe 

WG-216B.10 megohms shunted by 9.5 iiiif 

Horizontal Amplifier.1 megohm shunted by 35 /i/i./ 

Sync Input.1 megohm shunted by 35 jti/i/ 

Deflection Sensitivity: 

Millivolts Per Inch 

Vertical Amplifier: rms p-p 

With Direct Probe and 

Cable WG-218 . 10.6 30.0 

With Low-Capacitance 

Probe WG-216B. 106.0 300.0 

Horizontal Amplifier . 21.2 60.0 



Sweep Frequencies: 

Variable.3 cps to 30,000 cps 

Preset: 

“TV/V’’ Position.approx. 30 cps 

“TV/H” Position.approx. 7875 cps 

Power Supply....105/125 volts, 50/60 cps 

Tube Complement. . .4-6BH6, S-12AU7, 1-6X4, 1-1V2, 1-7JP1 


Dimensions.13^" h, 9" w, 16^" d 

Weight.31 lbs. 

Finish...... Blue-gray hammeroid case, satin-aluminum panel 


$237.50 (Suggested User Price) complete with 
matched probes and cables, including the WG-216B 
Low-Capacitance Probe. 
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RCA TEST EQUIPMENT 


for SERVICE • INDUSTRY 
SCHOOLS •LABORATORIES 


TELEVISION CALIBRATOR WR-39C 



Variable-Frequency Oscillator: 

Fundamental 

Frequency Range.19-110 Me in 4 bands 

170-240 Me in 2 bands 

Range using second 

harmonics.38-220 Me in 4 bands 

340-480 Me in 2 bands 

Output attenuator range.100% to 1% 

Crystal Marker Accuracy: 

.25 Me position.±0.03% 

2.5 Me position.±0.01% 

4.5 Me position.±0.03% 

Internal Modulation 

Frequencies.0.25 Me, 4.5 Me, audio 

Wide Band Modulator: 


Frequency range.60 cps to 30 Me 

Voltage at “MOD jack..0.05 volts (approx.) 
Detector Sensitivity: 

External Signal Beating: 

With VFO.1000 microvolts 

With Crystals.10,000 microvolts 

Tube Complement.2-6J6, 2-6BH6, 1-6AS6, 

1-6C4, 1-OA2, 1-6X4 

Power Supply.105/125 volts, 50/60 cps 

Dimensions.10" h, 13^4" w, 7^" d 

Weight .16 lbs. 


Finish.Blue-gray hamraeroid case, 

satin-aluminum panel 


$242.50 (Suggested User Price) includes 
rf-output cable, phone plug 


You’re looking at one of the most advanced television 
servicing instruments of its kind—the RCA WR-39C Tele¬ 
vision Calibrator. It’s a beauty, isn’t it? 

A quality instrument from electrical performance to at¬ 
tractive styling, the WR-39C is a fine example of expert 
engineering and functional design. It’s all the things you’ve 
ever wanted in a TV calibrator, and more. 

Included in this one compact, portable unit: (1) a crystal- 
calibrated TV marker generator with dual picture and 
sound markers, for all TV VHP frequencies (usable 
harmonic output in UHF regions); (2) a bar-pattern 
generator for linearity adjustments; (3) a miniature re¬ 
broadcast transmitter for checking all 12 VHP channels; 
(4) a heterodyne frequency meter, including amplifier and 
speaker; (5) a signal generator operating on fundamentals 
in all 12 VHP TV channels for TV and if ranges; (6) a 
dual crystal standard with three crystals provided. 

The WR-39C is a basic television instrument for shop, 
lab and factory alignment applications, marking scope 
patterns, making linearity adjustments, setting local- 
oscillator frequencies, aligning traps, calibrating signal 
generators, aligning PM receivers and measuring un¬ 
known frequencies. 
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RCA TEST EQUIPMENT 


for SERVICE • INDUSTRY 
SCHOOLS •LABORATORIES 


TELEVISION SWEEP GENERATOR WR-59C 


Say goodbye to sweep-generator problems! Ever 
have difficulty with visual alignment of TV re¬ 
ceivers and front ends? Who hasn’t! Then why 
not find out about the television sweep generator 
preferred and used by most major television 
manufacturers for the rigors of continuous pro¬ 
duction-line service . . . the RCA WR-59C 
Television Sweep Generator. 


and for balancing discriminator circuits, and a phase-con¬ 
trolled sweep voltage at power-line frequency for ’scopes 
lacking sweep and phase controls, a dual-piston attenuator 
with a range down to 5 microvolts . . . make this instrument 
a welcome addition to the most professional of service shops. 



Professional service technicians find the WR-59C 
tops for visual alignment and trouble-shooting of 
TV tuners, sound and picture if amplifiers, trap 
circuits, and video amplifiers. Combining such 
outstanding features as preset switch positions 
for all VHP TV channels and continuous tuning 
from 300 Kc to 50 Me, the WR-59C has a high- 
output voltage flat and free from spurious re¬ 
sponses. Fundamental signals are generated on 
all channels by a push-pull oscillator. 

Such bonus features as a special blanking cir¬ 
cuit for producing a zero reference line on an 
oscilloscope for quantitative gain measurements 


RF...TV Channels 2 to 13-preset 

Maximum Sweep Frequency is not less than 12 Me 

IF.300 Kc to 50 Me, continuous tuning 


Horizontal Sweep for Oscilloscope: 


Phase Adjustment Range.160® 

Frequency .Power Line 


Sweep Width.continuously variable for 

both IF and RF ranges 

Output Voltage (rms).0.1 volt min. 

Cable Termination: 

RF Positions.300 ohms balanced 

IF Position.100 ohms 

Maximum Attenuator Ratio: 

RF Positions.20000 to 1 

IF Position .4000 to 1 

Maximum Amplitude Variation of Sweep Envelope 
(at maximum rated 

sweep width)..All positions less than ±1 db 


Tube Complement.2-6J6, 2-6C4, 1-6AT6, 1-6X4 

Power Supply.105/125 volts, 50/60 cps 

Dimensions.h, 13J4" w, d 

Weight ...20 lbs. 

Finish.Blue-gray hammeroid case, 

satin-aluminum panel 


$274.50 (Suggested User Price) includes balanced 
300-ohm rf output cable and resistance terminated 
if/vf-output cable. 


Radio’s Master — 18th Edition 

Page G-4 


Net 


Copyright by U. C. P., Inc. 




















RCA TEST EQUIPMENT 


for SERVICE • INDUSTRY 
SCHOOLS oLABORATORIES 


MASTER VOLTOHMYST WV-87A 



DC Voltmeter: 

Ranges...^.0 to 1.5, 5, 15, 50, 150, 500, 1500 volts 


Input Resistance All Ranges..11 megohms 

Sensitivity on 1,5-V Range.7.3 megohms/volt 

Overall Accuracy.±3% of full scale 

AC Voltmeter: 

Ranges: 

RMS Values of Sine Waves.0 to 1,5, 5, 15, 50, 

150, 500, 1500 volts 

Peak-to-Peak Values of Sine 

Waves and Complex Waves.0 to 4, 14, 42, 140, 

420, 1400, 4200 volts 

Overall Accuracy. ^5% of full scale 

Input Resistance and Capacitance (With Direct Probe and Cable 

WG-218) 1.5, 5, 15, 50, 150, V Ranges.0.83 meg. 

shunted by 85 /i/xf 

Frequency Response (up to and including the 500-volt range) 
for Source impedances of approximately 

100 ohms or lower...30 cps to 3 Me 


Featuring a 7^4" meter, the new WV-87A Master Volt- 
Ohrnyst is the deluxe member of the RCA VoltOhmyst 
family. It's peak-to-peak scales are particularly useful 
for television, radar, and other types of pulse work. 

The WV-87A measures dc voltages accurately in high- 
impedance circuits, even with ac present. It also reads 
rms values of sine waves and the peak-to-peak values 
of complex waves or recurrent pulses, even in the 
presence of dc. 

Like all RCA VoltOhmysts, the WV-87A features 
multiplier and shunt resistors, a ±2% meter 
movement, high-input resistance, zero-center scale 
adjiistment for discriminator alignment, dc polarity- 
reversing switch, and a sturdy metal case for good 
rf shielding. 

The RCA WV-87A Master VoltOhmyst has the 
accuracy and stability necessary for many laboratory 
applications. Its large, easy-to-read meter also makes 
it especially desirable as a permanently mounted in¬ 
strument in the factory and repair shop. 

For Source impedances of approximately 

1000 ohms or lower.30 cps to 500 Kc 

Ohmmeter: 

0 to 1000 Megohms in 7 Ranges.Rxl, RxlO, RxlOO, RxlOOO, 

RxlOK, RxlOOK, Rxl Meg 

Direct-Current Meter: 

Ranges, Nine.0 to 0.5, 1.5, 5, 15, 50, 150, 500 milliamperes; 

0 to 1.5, 15 amperes 

Overall accuracy.±3% of full scale 

Tube and Battery Complement.2-6AL5, 1-12AU7, 1-VS036 

Power Supply.105/125 volts, 50/60 cps 

Dimensions.lO"" h, IZYz" w, 7" d 

Weight . .' ."r .. .8 pounds 

Finish.Blue-gray hammeroid case, satin-aluminum panel 

$112.50 (Suggested User Price) Complete with probes 
and cables, including: Direct Probe and Cable, DC 
Probe, Ohms Probe and Cable, Positive Current Lead, 
Negative Current Lead, Ground Lead. 


ULTRA-SENSITIVE DC MICROAMMETER WV-84A 



DC Microammeter: 

Ranges, Six..O to 0.01, 0.1, 1, 10, 100, 1000/to 
Overall Accuracy: 

On X.Ol Range. ±5% of full scale 

On all other ranges.±4% of full scale 

Voltage drop on all ranges.0.5 volts 

DC Voltmeter; 

Ranges and Input Resistance; 

0 to 1-Volt Range.100 megohms 

0 to 10-Volt Range.1000 megohms 

0 to 100-Volt Range.1005 megohms 

A battery operated microammeter, the RCA WV-84A is capable of reading from 
0.002 to 1000 microamperes in six ranges. The WV-84A can be used with an external 
battery to measure resistance values as high as 90,000 megohms or may be used with 
an external resistor as a voltmeter with an input resistance of at least 100 megohms 
per volt. 

Circuit features of the WV-84A include negligible loading of the circuit under test, 
meter movement electronically protected against burn-out, and a self-contained bat¬ 
tery power supply which makes the instrument completely portable. 

The WV-84A is finding increased use by research laboratories in many fields—chem¬ 
istry, medicine, electro-mechanics, electronics, nucleonics—for conducting experiments 
involving feeble currents. Industrial users find it an excellent instrument for making 
current and voltage measurements in electrolysis and corrosion investigations. The 
WV-84A may also be used for checking currents in light meters, in ultra-violet and 
infra-red detectors, and in spectrophotometric devices. 


Megohmmeter: 

Ranges, Two.900 to 9000, 9000 to 90000 

megohms 

Tube and Battery Complement... 2 RCA-3S4, 
2 RCA-VS106 lY volts, 
2 RCA-VS102 22^ volts 

Dimensions.9J4" H x 6^" W x 5R" D 

Weight. 9^2 lbs. (including batteries) 

$100.00 (Suggested User Price) includes 
two precision multiplier resistors, less 
batteries. 
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RCA TEST EQUIPMENT 


for SERVICE • INDUSTRY 
SCHOOLS •LABORATORIES 


SENIOR VOLTOHMYST WV-97A 


DC Voltmeter: 

Seven Continuous Ranges.0 to 1.5, 5, 15, 

SO, 150, 500, 1500 volts 
Input resistance (including 1 megohm 
in DC Probe) : 

All Ranges.11 megohms 

Sensitivity for the 

1.5-volt Range.7.3 megohms-per-volt 

Overall Accuracy. ±3% of full scale 

AC Voltmeter—Fourteen Continuous Ranges: 

Peak-to-Peak Ranges.0 to 4, 14, 42, 140, 

420, 1400, 4200 volts 
RMS Ranges (for sine waves) . .0 to 1.5, 5, 15, 
50, 150, 500, 1500 volts 
Input Resistance and Capacitance with 
WG-218 Direct Probe and Cable: 

1.5, 5, 15, 50, 150-volt Ranges. .0.83 megohm 
shunted by 70 fifif 

500-volt Range.1.3 megohms 

shunted by 60 fi/if 

1500-volt Range.1.5 megohms 

shunted by 60 fifif 
Frequency Response (with WG-218 
Direct Probe and Cable)*: 

1.5, 5, 15, 50, 150, 500-volt Ranges.flat 

from 30 cps to 3 Me 

Overall Accuracy, 

All Ranges.±5% of full scale 

Ohmmeter: 

Seven Continuous Ranges. .0 to 1000 megohms 
Center Scale Values.... 10, 100, 1000, 10,000 
ohms; 0.1, 1, 10 megohms 

Tube and Battery Complement.2-6ALS, 

1-12AU7, 1-VS036 

Power Supply.105/125 volts, 50/60 cps 

Dimensions.7^'" h, 5M" w, 4^" d 

Weight..5^ pounds 

Finish.Blue-gray hammeroid case, 

satin-aluminum panel 
*For impedance of 100 ohms 



Especially useful as a television signal 
tracer, the WV-97A features a high-im¬ 
pedance, high-frequency, full-wave rec¬ 
tifier for direct readings of peak-to-peak 
voltages up to 4,200 volts. With this 
instrument, you can readily obtain quan¬ 
titative measurements of practically all 
of the important complex-waveform 
voltages found in video, sync, and de¬ 
flection circuits. 

The WV-97A is a deluxe instrument 
having such refinements as seven non¬ 
skip ranges on all functions, uniform 
''3 to 1” ratio between scales, widt 
frequency range, and extended voltagi 
range. 

Like all RCA VoltOhmysts, it has higl. 
input resistance, electronic protection 
against burn-out, zero-center scale, 
molded plastic meter case, rugged 200 
microampere meter movement, ±1% 
multiplier resistors, and other outstand¬ 
ing VoltOhmyst extras. 

$67.50 (Suggested User Price) including 
Direct Probe and Cable, DC Probe, 
Ohms Lead, and Ground Lead. 


JUNIOR VOLTOHMYST WV-77A 


DC Voltmeter: 



Ranges.0 to 3, 12, 60, 300, 1200 volts 

Input Resistance (with D(i Probe), 

All Ranges.11 megohms 

Accuracy: 


With function selector 

set on “-f-VOLTS”... .±3% of full scale 
With function selector 

set on “—VOLTS”... .±5% of full scale 
AC Voltmeter: 

Ranges (rms).. .0 to 3, 12, 60, 300, 1200 volts 

Accuracy. . ... ,±5% of full scale 

Input Characteristics: 

3, 12, and 60-volt 

Ranges.. .0.2 megohms shunted by 75 fiuf 

300-volt.1.0 megohms shunted by 50 fi^f 

1200-volt.. . .2.0 megohms shunted by 50 ma/ 
Frequency Response*. , . .Flat within ±1 db 
from 30 cps to 3 Me 

Ohmmeter: 

Ranges, Five.0 to 1,000 megohms 

Center-Scale Values...10, 1000, 10,000 ohms; 

1.0, 10 megohms 

Power Supply.105/125 volts, 50/60 cps 

Tube and Battery Complement.1-12AL5, 

1-12AU7, 1-V5036 

Dimensions.8" h, 5f^" w, 4^" d 

Weight .4 pounds 

Finish.Blue-gray hammeroid case 

*On 3, 12 and 60-volt ranges with 
source impedance 100 ohms. 


Unquestionably the greatest value in 
all-electronic, ac-operated vacuum-tube 
voltohmmeters . . . the Junior Volt¬ 
Ohmyst provides versatility, accuracy, 
and dependability at low cost. 

The WV-77A embodies all of the stand¬ 
ard VoltOhmyst features such as high 
input resistance, low-input capacitance 
on dc functions, ability to measure dc 
in the presence of ac and vice versa, 
burn-out proof meter circuit, metal-case 
shielding against rf, ±1%, multiplier 
resistors, dc polarity reversing switch, 
negative feedback bridge circuit, zero- 
center scale, plus wide frequency re¬ 
sponse and extended voltage ranges, 
positive-polarity ohms probe for quick 
testing of electrolytic capacitors, and 
many other features. 

Factory-built, factory-tested, and cali¬ 
brated against the finest laboratory 
standards, the Junior VoltOhmyst is 
deserving of its popularity. 

$47.50 (Suggested User Price) Complete 
with Probes and Cables. 
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RCA TEST EQUIPMENT 


for SERVICE • INDUSTRY 
SCHOOLS •LABORATORIES 


UHF SWEEP GENERATOR WR-41B 



Sweep Oscillator: 

Frequency Range (Continuously Variable) . . .Center frequencies from 470 to 890 Me 


Sweep Width (Continuously Variable).45 Me Max. 

Aecuracy of Dial Calibration.within ±10 Me 


Output System: 

Attenutor Type.Waveguide-below-eutoff 

Attenuator Range.100 db 

Impedanee .50 ohms 

Output Voltage (Aeross 50-ohm Load).at least 0.5 volt 

Amplitude Variation (For Sweep Width up to 45 Me).0.1 db/Me Max. 


Tube Complement.1-6AV6, 1-6X4, 1-5675 

Power Supply.105/125 volts, 50/60 eps 

Dimensions.13" w, 12" h, 9" d 

Weight.30 pounds 

Finish.Dark, eobalt-gray hammeroid 


$595.00* includes WG-227 rf-output cable and WG-224 300-ohm match¬ 
ing pad. 


Favored by the TV receiver manu¬ 
facturers for production-line testing 
of UHF receivers and converters, 
the WR-41B is a fine instrument for 
the better service shops. Its range 
of applications includes sweep- 
alignment and testing of tuners, 
filters, and transformers; and stand¬ 
ing-wave measurements on trans¬ 


mission lines and antennas. 

The WR-41B provides fundamental 
oscillator output over its entire fre¬ 
quency range. The signal source is 
a “pencil’' triode in a cylinder-type 
oscillator circuit. Other quality fea¬ 
tures include hand-calibrated dial, 
extreme flatness of output, extra- 
wide sweep, return-trace blanking. 


Available Accessories: 

$ 8 . 00 * WG-223, 

Matching Pad (50 to 75 ohms) 

$ 8 . 75 * WG-225, 

UHF Absorption Trap (450 to 750 
Me) 

$ 8 . 75 * WG-226, 

UHF Absorption Trap (600 to 900 
Me) 

$ 40 . 00 * WG-228, 

Mounting Plate (for UHF Traps) 

* (Suggested User Price) 


UHF SWEEP-MARKER GENERATOR WR-40A 



A precision instrument designed for laboratory applications, the 
RCA WR-40A combines in one instrument a sweep-frequency 
oscillator, a marker oscillator, and a crystal calibrator for use 
in the design development of tuners, filters, antenna systems, and 
amplifiers for operation in the 470 Me to 890 Me UHF television 
band. A system of mixer and adder stages is used for superim¬ 
posing markers upon the response curve after the signal has 
passed through the unit under test, thus minimizing distortion of 
the response curve. The WR-40A features return-trace blanking, 
controllable from the front panel, crystal-controlled markers at 
1 Me and 10 Me intervals throughout the tuning range, and a 
variable marker accurate to within ±0.S%. A built-in demodulator 
may be used to monitor directly output from the sweep oscillator 
or to demodulate the output from the unit under test. 


Electrical: 

Sweep Oscillator: 

Frequency Range (Continuously Variable).Center fre¬ 

quencies from 470 to 890 Me 

Maximum Sweep Width (Continuously Variable).45 Me 

Accuracy.within ±10 Me 

Output System; 

Attenuator Type.Waveguide-below-cutoff 

Attenuator Range.100 db 

Output Impedance..50 ohms* 

Output Volt ge (Across 50-ohm Load).0.5 volt minimum 

Amplitude Variations (For Sweep 

Width up to 45 Me) .0.1 db/Mc or better 

Variable Marker Oscillator: 

Frequency Range (Continuously Variable).470 to 890 Me 

Accuracy (After 30-niinute Warm-up).±0.5% 


Crystal Calibrator: 

Calibration Points.All harmonics of 1 Me and 10 Me 

within the 470 to 890 Me band 

Accuracy .. ±0.005% 

Power Supply: 

Voltage.105-125 volts 

Frequency .50-60 cps 

Power.100 watts 

Mechanical: 

Overall Dimensions. 22w, 12^" h, 14%" d 

Front Panel and Chassis.Fits standard 19" Relay Rack 

Net Weight.55 pounds 

Finish of Case...Dark, cobalt-grey hammeroid 

*Matching Pads are provided for 75 ohms and 300 ohms. 


$1450.00 (Suggested User Price) indudes WG-227 out¬ 
put Cable and WG-223 and WG-224 Matching Pads. 
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RCA TEST EQUIPMENT 


for SERVICE • INDUSTRY 
SCHOOLS«LABORATORIES 


TV ISOTAP WP-25A 


Speed Up Your Servicing 

. . . use the RCA TV Isotap to avoid wasted time and 
uncertainty in TV troubleshooting. Use the 500-va auto¬ 
transformer winding for testing power transformer 
types of TV receivers. Use^the 275-volt ampere isolated 
secondary winding for testing transformerless types of 
TV and ac-dc radio receivers. 

Service sets at normal line voltage for quick check of 
circuit voltages—break down intermittent components by 
operating set^ at extra-high line voltage—make sure set 
functions satisfactorily at low-line voltage. 

Prevent Damage to Your Test Equipment 

. . . use the RCA TV Isotap to avoid expensive damage 
to your valuable test equipment. Eliminate possibility of 
crossed line plugs on transformerless receivers and test 
equipment and prevent costly short circuits. 

Minimize Shock Hazard 

. . . use the RCA TV Isotap to avoid the shock hazard 
in servicing transformerless types of radio and TV re¬ 
ceivers. WP-2SA provides complete isolation and greatly 
minimizes shock hazards. 

Ciit Down Costly Returns 

... by using the RCA TV Isotap to avoid service 
recalls which are often caused by a difference of line 
voltage in the customer’s home. With the WP-25A you 
can check the set in the shop at high, medium, and 
low-line voltages. 



Supply Line: 

Voltage Ran^e.. 105-130 volts 

Switch Positions.105, 110, 115, 

120, 125, 130, OFF 

Frequency .50-60 cps 

Output Voltages: 

Direct Receptacles (with 500 max va 
load and selector set to value of supply¬ 
line voltage): 

LOW.105 volts 

MED .115 volts 

HIGH .130 volts 

Isolated Receptacles (with resistive load 
of 275 max va and selector set to value 
of supply-line voltage) : 

LOW .. .. .105 volts 

MED .115 volts 

HIGH . 130 volts 

Load Ratings (40° C Ambient) : 
Continuous (Operation: 

Direct Receptacles .500 va max 

Isolated Receptacles ... .275 va max 
Intermittent Operation: 

Direct Receptacles .750 va max 

Isolated Receptacles .. . .450 va max 
Regulation (no load to full 
continuous load): 

Direct Receptacles . .. .approx. 1.5% 
Isolated Receptacles . . . .approx. 6% 

Dimensions.5^" h, 5" w, 4^" d 

Weight .. 12 lbs. 

Finish.Dark cobalt, gray lacquer 

$17.95 (Suggested User Price) 


Now you can test portable-radio batteries under actual 
load or “turned-on” conditions without the necessity of 
placing batteries in the set. The RCA wy-37A’s built-in 
load circuits eliminate the time-consuming method re¬ 
quired to test batteries with the conventional voltmeter. 
And the RCA WV-37A also gives you a more accurate 
indication of true battery voltage than does the conven¬ 
tional voltmeter alone. 

The selector switch on the front panel has nine prefixed 
positions to accommodate popular portable-radio batteries 
ranging from 1.5 volts to 90 volts. Eight blank test 
positions are provided to enable you to set up testing 
conditions of your own choosing for testing additional 
battery types. 

Red and black plastic test prods joined to 36-inch test 
leads are permanently attached to the tester. Weighing 
less than 3^^ lbs. the WV-37A measures a full 
long, by 6" wide, by 1^" deep. 

You’ll find the new RCA WV-37A Radio Battery Tester 
a worthy addition to your service shop. Use it on the 
sales counter for checking used batteries or assuring 
the customer that replacement stock is fresh . . . on the 
service bench for accurate battery voltage indication 
under normal load conditions;—on shelf stock to keep a 
“running-check” on the condition of your shelf battery 
stock. 

$24.95 (Suggested User Price) 


RADIO BATTERY TESTER WV-37A 



Nine prefixed switch 
positions for testing popular 
portable-radio-type batteries 

• 

Rugged, easy-to-read, 

4^" meter, all metal case, 

±2% meter movement 

• 

Built-in load circuits provide 
“in-use’’ testing conditions 

• 

Double meter-scale simultaneously 
indicates percentage of rated 
battery voltage and relative 
“good” . . . “useable” ... or 
“replace” condition 
• 

Extra positions for adaption of 
tester to new or different battery 
types . . . prevents obsolescence 


DELUXE RACK WS-17A 


The WS-17A is a deluxe three position test equipment 
rack. Add beauty and convenience to your test set-up 
with this streamlined rack. Sturdy all-steel construction 
with attractive satin-aluminum and blue-gray hammeroid 
fiffish. $59.50 (Suggested User Price) 
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RCA TEST EQUIPMENT 


for SERVICE • INDUSTRY 
SCHOOLS •LABORATORIES 


HIGH VOLTAGE PROBES WG-289, 290 


RCA High Voltage Probes WG-289 and WG-290 
are identical except for their connectors. The 
WG-289 is provided with microphone-type connector 
for use with the VoltOhmysts and other voltmeters 
having microphone-type connectors. The WG-290 
is equipped with phone-tip connectors for use with 
voltmeters having phone-tip jacks. 

These High Voltage Probes are capable of extend¬ 
ing the dc voltage range of your meter to 50,000 
volts. When used with a VoltOhmyst the input 
resistance is increased to 1000 megohms, an im¬ 
portant feature when working in high-impedance 
circuits where loading seriously affects the stability 
of the circuit under test. 

A choice of five multiplier resistors is available 
enabling these probes to be used with practically all 
popular electronic and non-electronic voltohmmeters. 



Low-Loss, Polystyrene Body— 

9" Leakage Path to Ground 
Anti-Corona Probe Tip 
Grounded Arc-Over Protection Baffle 
Completely Insulated Grip . . . 

No Metal Touches Hand 
Multiplier Resistor Completely 

Enclosed Within Probe Body 
Fully Shielded Cable and 

Separate Ground Lead 

WG-206 .1090 megohms I 

WG-207 . 991 megohms 

WG-208 . 400 megohms 

WG-209 . 489 megohms 

WG-210 . 900 megohms 

$7.15* Either Probe Only 
$2.80* Resistor Only 
* (Suggested User Price) 


SPECIAL PURPOSE PROBES 


LOW-CAPACITANCE PROBE WG-216B 



The WG-216B is a “slip-on” type probe, 
designed for use with either the WG-218 
or WG-220 Direct Probe in conjunction 
with an oscilloscope. When the WG-216B is 
used with either the RCA WO-56A or 
WO'88A oscilloscopes, the total input re¬ 
sistance is 10 megohms shunted by a capac¬ 
ity of less than 10 /jijuf. $7.00* 

DC/DIRECT PROBE WG-222 



The WG-222 is a “slip-on” type probe with 
a built-in 1-megohm isolating resistor and 
a unique switching facility. By virtue of 
the switch arrangement, it is possible to 
measure dc or resistance, without changing 
probes. The WG-222 slips on the front of 
either the WG-218 or WG-220 and may be 
used with VoltOhmysts or other vacuum- 
tube voltmeters requiring a 1-megohm iso¬ 
lating resistor, $3.50* 


DC PROBE WG-217 



The WG-217 is a “slip-on” type probe, de¬ 
signed for use with either the WG-218 or 
WG-220 as a DC Probe for VoltOhmysts or 
other types of voltohmmeters. The WG-217 
contains a 1-megohm isolating resistor, and 
has a shunt capacitance of less than 2 

$2.75* 

DIRECT PROBE AND CABLE 
WG-218, WG-220 



The WG-218 is a shielded input cable for 
use with volt-ohmmeters and oscilloscopes. 
It is fitted with a probe tip at one end and 
a microphone-type connector at the other 
end for connection to instruments having 
microphone-type cable connectors. The WG- 
229 is the same electrically as the WG-218 
but is fitted with pin-plug tips for connec¬ 
tion to instruments having tip jacks or 
binding posts. Either Probe $3.75* 


DEMODULATOR PROBE WG-291 



The WG-291 Demodulator Probe has an 
input range of 500 Kc to 250 Me with an 
input capacitance of only 2.25 fifif. It sepa¬ 
rates the modulation from the RF carrier 
in an amplitude-modulated wave by means 
of a rectifier and a filter having a short 
time constant and an output frequency 
range of 30 to 5,000 cps. The WG-291 has 
a maximum input voltage of 20 rms volts 
and a maximum dc voltage rating of 250 
volts. $7.95* 


CRYSTAL-DIODE PROBE WG-264 



The WG-264 Crystal-Diode Probe consists 
of a germanium rectifier and RC network 
in a plastic housing . . . which conveniently 
slips on the Direct Probe of VoltOhmysts, 
such as the WV-97A. RF voltages at fre¬ 
quencies up to 250 Me may be accurately 
measured with the WG-264. The ac voltage 
range extends from 20 millivolts to 20 volts 
rms; dc voltages up to 250 volts can be 
present. $7.75* 


* (Suggested User Price) 



RACK-ADAPTER PANEL WS-T8A 


The WS-18A Rack Adapter Panel may be used for mounting” any 
of the matched RCA Test Instruments in standard 19" relay racks. 
Add convenience, standardization and the professional touch to your 
test bench set-up. Umber-gray finish, all steel construction. 

$11.50 (Suggested User Price) 


Copyright by U. C. P., Inc, 
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Onl^ the Versatile 
DESCO CircuUracer y[ou 

a 3~in~1 electrical TjbH Jeahoratory, 

. . . pocket Size! 

1* o Continuity Tracer for Dead Circuits 

Grounds, short circuits, open circuits and continuity can be readily determined 
in many devices such as: switches . . . relays . . . circuitbreakers . . . fuses 
. . . thermostats • . • low resistance devices . . . wire assemblies . . , fields 
. . . armatures, etc. 

2. >4$ a Low Voltage Live Circuit Tester 

You easily locate hot wires . . . locate grounds . . . Make tests on relays . . . 
small transformer output . . . automotive circuits and accessories . . . aircraft 
and marine equipment and wiring ... switchboard and inter-com circuits . . • 
low voltage generator output, etc. 

3. As a High Voltage Live Circuit Tester 

You easily locate and identify live circuits . . . test live switches and plugs 
. . . check live relays and circuitbreakers . . . test transformer output and test 
generator and alternator output. 


Cireuitracer Advantages: 

—^Traces circuits easier than expensive, 
delicate voltohmeters. 

—Saves time! Signal light clearly visible 
in the tip at point of contact. 

—Sturdy ... with durable plated brass' 
parts; long flexible test lead wire; 
shock-rproof case. 

—Used by electricians, electronics tech¬ 
nicians, motor repairmen, auto, aircraft 
and marine electricians. Indispensable 
wherever electrical equipment is made, 
used or serviced. 


Complete Kit Includes: 

• Circui+racer (less bafferles) ^ 

• Neon Lamp (for 60 fo 600 1 

volt range) ^ 

• Special neon lamp resistor 

• Lamp for testing dead circuits 

• instruction booklet 

® Sturdy, attractive kit box 


Net only $39S 


StftMmaC WITH THE PRACTICAL MAN IN MIND! 


Traces circuits 
Dead or Live to 600 
Volts A.C. or D.C. 








MEASUREMENTS CORPORATION 



QUALITY ELECTRONIC 
MEASURING INSTRUMENTS 
FOR ACCURATE, DEPENDABLE SERVICE 


S INCE 1939, MEASUREMENTS 
CORPORATION has developed 
and manufactured a precision line of 
laboratory Standards designed for 
radio, television and other fields of 
the electronic industry. While our 
production departments are building 
instruments currently required by 
laboratories, manufacturers and the 
Armed Services, MEASUREMENTS* 
engineering division is engaged in 
extensive research on new equipment 
for the art 

Critical engineering control of all 
phases of manufacturing, from the 
selection of component parts, through 
the production departments, to the 
final mechanical and electrical inspec¬ 
tion, assures every customer of quality 
instruments that are guaranteed to 
give accurate, dependable service. 


STANDARDS ARE ONLY AS 
RELIABLE AS THE REPUTATION 
OF THEIR MAKER 


MOOCl 

SnfOUiNCV QANOC 

65-B 

75 KC.-30 Me. 

78 

15 25 Me.; 195-225 Me. 
15-25 Me.; 90-125 Me. 
other ronge* on order 

78-FM 

86 Me.-108 Me. 

80 

2 Mc.*400 Me. 

82 

20 cycles to 200 Kc. 

80 Kc. to 50 Me. 

84 

300 MC.-1000 Me. 

84-TV 

300 Me. to 1000 Me. 

90 

20 MC.-250 Me. 


STANDARD SIGNAL GENERATORS 


0.1 microvolt 
to 2.2 volt* 


1 to 100,000 microvollt 


0.1 to 100,000 microvolt 


0-50 voitt 

0.1 microvolt to 1 volt 


0.1 to 100,000 
microvolt* 


AM. 0 to 100% 

400 cycle* or 1000 cycle* 
External mod., 50-10,000 cycle* 


AM. 8200 400 cycle* 
625-400 cycle* 
Fixed ot opproximotely 30% 


Deviation 0-300 kc, 2 range* 
FM. 400-8200 cycle* 
External modulation to 15 Kc. 


AM. 0 to 30% 

400 cycle* or 1000 cycle* 
External mod., 50-10,000 cycle*. 


Continuou*ly variable 0-50% 
from 20 cycle* to 20 Kc. 


Continuously variable 0 to 30% 
External modulation 20 to 
20,000 cycles. 




PULSE GENERATOR 



KiQUtNCr RANCe 

PU1*( WIDTH 

60 to 100,000 cycle* 

Continuously variable 
from 

0.5 to 40 microsecond* 


vith respect to ground. "Sync 
>utput" 75 volts positive with 
respect to ground. 


SQUARE WAVE GENERATOR 



MODEL 

FBSOUEMCV RANGE 

WAVE SHAPE 

OUTPUT 

71 

Continuously variable 

6 to 100,000 cycle* 

Rise time less than 0.2 
microseconds with 
negligible overshoot 

Step attenuator: 75, 50, 25, 15, 
10, 5 peok volts fixed and 0 to 
2.5 volt* continuously vorioble. 


U.H.F. RADIO NOISE and FIELD STRENGTH METER 


PSEOUENCT CANOE 

INPUT VOITAOE RANGE 

15 Me. to 150 Me. 

1 to 100,000 microvolts in antenna. 1 to 100 microvolt* on 
semi-logorithmic output meter, balanced resistance ottenu- 
otor with ratio* of 10, 100 and 1000 ahead of oil tubes. 


VACUUM TUBE VOLTMETERS 



0-1, 0-3, 0-30 
0-100 volt* AC 


.0005 to 300 volt* 
peok-to-peak 


5 to 100,000 *ine-vt»a 
cycle* per second 


1 megohm shunted by 30 mmfd. 


MEGACYCLE METER 


CW or 120 cycles fixed ot op- 
proximotely 30%. Provision for 
external, modulotion 


CRYSTAL CALIBRATORS 


PREOUENCY RANOE 

FREOUENCY ACCURACY 

250 Kc.-1000 Me. 

0.001% 

100 Kc. — 1000 Me. 

0.001% 


.25 Me. Oscillator: .25-450 Me. 

1 Me. Oscillalor: 1 -600 Me. 

10 Me. Oscillalor: 10-1000 Me. 


.1 Me. Oscillator: .1-450 Me. 

1 Me. Oscillator: 1-600 Me. 
10 Me. Oscillator: 10-1000 Me. 


Write for our 

Catalog of Laboratory Standards 


MEASURE M E NTS C O R PO R ATI O N • boonton, n. j. 


Copyright by U. €. P., Inc. 
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STANDARD SIGNAL GENERATOR - Model 82 


20 CYCLES - 50 Me. 



FREQUENCY RANGE: 20 cycles to 200 kilocycles in four 
ranges. 80 kilocycles to 50 megacycles in seven ranges. 
Position available for special range. 

FREQUENCY ACCURACY: Each range is individually cali¬ 
brated. 20 cycles to 200 kilocycles, accurate to ±:5%. 80 
kilocycles to 50 megacycles, accurate to ±1%. 

OUTPUT VOLTAGE AND IMPEDANCE: 0-50 volts across 7500 
ohms from 20 cycles to 200 kilocycles. (The output voltage 
and impedance in this range can be reduced by an external 
attenuator). 0.1 microvolt to 1 volt across 50 ohms over most 
of the range from 80 kilocycles to 50 megacycles. 
MODULATION: Continuously variable 0-50% from 20 cycles 
to 20 kilocycles from low frequency variable oscillator or 
external source. 

HARMONIC OUTPUT: Less than 1% from 20 cycles to 20 
kilocycles; 3% or less from 20 kilocycles to 50 megacycles. 
LEAKAGE AND STRAY FIELD: Less than 1 microvolt frorni 80 
kilocycles to 50 megacycles. 

POWER SUPPLY: 117 volts, 50-60 cycles. 75 watts. 
DIMENSIONS: 15" high x 19" wide x 12" deep overall. 
l/EIGHT: 50 pounds. 


STANDARD SIGNAL GENERATOR - Model 80 


FREQUENCY RANGE: 2 to 400 megacycles in 6 bands, indi¬ 
vidually calibrated direct reading dial. 

FREQUENCY ACCURACY: ± 0,5%. 

OUTPUT VOLTAGE: Continuously varioble from 0.1 to 
100,000 microvolts. 

OUTPUT IMPEDANCE: 50 ohms. 

MODULATION: Amplitude modulation is continuously vari¬ 
able from 0 to 30%. Modulation depth is indicated by a 
meter on the panel. Internal modulation, 400 and 1000 
cycles. Modulation may also be applied from an external 
source. Pulse modulation may be applied to the oscillator 
from an external source through a special connector. 

LEAKAGE AND STRAY FIELD: Attenuator leakage less than 
0.1 microvolt. Power line leakage less than 0.5 microvolt. 
Stray fields less than two microvolts. 

POWER SUPPLY: 117 volts, 50 to 60 cycles. 70 watts. 


2 Me.-400 Me. 




PULSE GENERATOR MODEL 79-6 

This instrument is specially adapted for plate pulsing of the Model 80 Standard 
Signal Generator. 

REPETITION RATE: 60 to 100,000 pulses per second. 

PULSE WIDTH: Continuously variable from 0.5 to 40 microseconds. 

OUTPUT VOLTAGE: Approximately 150 volts positive with respect to ground. 
“SYNC'’ OUTPUT: 75 volts positive with respect to ground. Displaced by ’/j 
period from pulse output. 

“SYNC” INPUT: May be synchronized with as little as 2 volts peak from 
an external source. 

POWER SUPPLY: 117 volts, 50-60 cycles. 115 watts. 

DIMENSIONS: lO" high x lOyg" wide x lOYa" deep, overall. 

WEIGHT: Approximately 31 pounds. 


MEASUREMENTS CORPORATION BOONTON • NEW JERSEY 
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MEASUREMENTS CORPORATION 


STANDARD SIGNAL GENERATOR - Model 65-B 

FREQUENCY RANGE: 75 kilocycles to 30 megacycles in 
6 push button ranges. 

FREQUENCY CALIBRATION: The frequency dial is direct 
reading and individually hand calibrated for each range. 
It is accurate to ±: 0.5%. 

OUTPUT VOLTAGE: Continuously variable from 0.1 micro¬ 
volt to 2.2 volts. 

OUTPUT IMPEDANCE: 5 ohms to 0.2 volt, rising to 15 ohms 
at 2.2 volts. 

MODULATION: Continuously variable from 0 to 100%. Modu> 
lotion depth is indicated directly by a meter on the panel. 
Modulation may be obtained either from an internal source 
of 400 or 1000 cycles or from an external source. 

ENVELOPE DISTORTION: Less than 4% at 100% modulation 
at 1 megacycle. 

LEAKAGE: Less than 0.1 microvolt leakage with attenuator 
set for 0 output. 

POWER SUPPLY: 117 volts, 50-60 cycles. 115 watts. 
DIMENSIONS: 11" high x 20" long x 10%" deep, overall. 
WEIGHT: Approximately 55 pounds. 


FM STANDARD SIGNAL GENERATOR - Model 78-FM 

FREQUENCY RANGE: 86 to 108 megacycles, individually calibrated dials. 

Accurate to ±: 0.5%. 

OUTPUT VOLTAGE: 1 to 100,000 microvolts. 

LEAKAGE: Less than 1 microvolt. 

MODULATION: Deviation continuously variable from 0 to 300 kc. Indicated 
on directly calibrated dial. 400 cycle internal audio oscillator. Can be 
modulated from an external source providing 6 volts across 5000 ohms. 

FIDELITY: Flat within two db from DC to 15,000 cycles. Distortion is less 
than 1% at 75 kilocycles deviation. Transient response is excellent. 

POWER SUPPLY: 117 volts, 50 to 60 cycles. 36 watts. 

DIMENSIONS: lO" high x 13" wide x 7" deep, overall. 

WEIGHT; Approximately 25 pounds. 

Special one-band Model 78-FM Signal Generators, with a 
tuning ratio of approximately 1.2 to 1, are available for 
use within the limits of 30 to 165 megacycles. 


86 Mc» -108 Me* 



75 KC.-30 Me. 



LF. CONVERTER-Model M-275 

This instrument was designed for use with the Model 78-FM Standard 
Signal Generator to provide carrier output at the IF frequencies used in 
FM and Television receivers. 

(Special Frequencies up to 23 Me. available on order) 

CARRIER FREQUENCIES: 4.5, 10.7, 21.7 Me. 

OUTPUT VOLTAGE: 10 microvolts to 1.0 v. when used with Model 78-FM. 
BAND WIDTHS: 5% down, ±; 250 Kc. from center frequency. 

AMPLITUDE MODULATION: Provision for external AM up to approximately 
80%, combined with, or exclusive of, FM. There is negligible spurious FM 
due to AM. The envelope distortion is less than 10% at 80% modulation. 



measurements CORPORATION 


BOONTON 


JERSEY 
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TELEVISION SIGNAL GENERATOR 



. '•! 




MODEL 90 

The first commerciai wide-bdnd, wide-range Signal 
Generator to be developed to meet the exact¬ 
ing standards of high definition television use, 

CARRIER FREQUENCY: 

RANGE: ConLlnuousIy variable from 20 to 250 megacycles, in eight ranges. 
ACCURACY: Built-in crystal frequency standard permits setting to .Oiyoi 
Dial scale may be set to 0.1%. 

STABILITY: Warm-up drift less than .05%. Less than .01% after warm-up, 
LEAKAGE: Less than 10 microvolts. 

MODULATION: 

Continuously variable from zero to 100%. 

ENVELOPE: Sinusoidal, or composite television. Bandwidth to 3 db is 4 Me. 
Rise time from 10% to 90% modulation 0.15 microsecond. Overshoot less 
than 5%. Slope less than 5% on 60 cycle square wave. 

INPUT IMPEDANCE: 75 ohms ± 10% (RMA Standard) 

INPUT LEVEL: 1.5 volts peak to peak minimum level for 100% modulation. 
Black negative polarity. 

MODULATION PERCENTAGE: Zero to 110%; plate modulation. 

OUTPUT: 

LEVEL: Continuously variable from 0.3 microvolt to 0.1 volt balanced to 
ground (measured at 100% modulation level). 

IMPEDANCE: (a) 107 ohms line to line (balanced). 

(b) 53.5 ohms line to ground (unbalanced). 

(c) Suitable pads may be employed to alter these impedances. 

DIMENSIONS: 

OVERALL: Height—583^"; Width—28%"; Depth—2572". 

WEIGHT: Model 90—302 pounds. 

External Voltage Regulator: 92 pounds. 

POWER SUPPLY: 117 volts, 60 cycles. 700 watts. 


VACUUM TUBE VOLTMETER-Model 62 


RANGE: Push button selection of 5 ranges—1, 3, 10, 30 and 
100 Volts full scale AC or DC. 

AClSURACY; -!i2% of full scale on each range, both DC and 
sine-wave AC. 

INpiCATlON: Linear for DC and calibrated to indicate RMS values 
of d sine-wave or 71 % of the peak value of a complex wave on AC. 
FREQUENCY ERROR: Less than 10% from 30 cycles to over 150 
megacycles. Resonant frequency of the probe with input terminals 
shorted is 350 megacycles. 

INPUT IMPEDANCE; The input capacitance is approximately 7 mmf. 
The input resistance is a function of frequency. 


POWER SUPPLY; 117 volts 
AC, 50 to 60 cycles. 

DIMENSIONS; 43^" wide x 
6 " high x 872 " deep 
overall. 

WEIGHT: Approximately 
8 pounds. 
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STANDARD SIGNAL GENERATOR - Model 84 


300 Me.-1000 Me. 

FREQUENCY RANGE: 300 to 1000 mega- 
cycles, individually calibrated direct read¬ 
ing dial. 

FREQUENCY ACCURACY: ± 0.5%. 

OUTPUT VOLTAGE: Continuously variable 
from 0.1 to 100,000 microvolts. 

OUTPUT IMPEDANCE: 50 ohms. 

AMPLITUDE MODULATION: Continuously 
variable from 0 to 30% indicated directly 
on panel meter. Internal sine-wave os¬ 
cillator; choice of 400, 1000, or 2500 
cycles is provided. External modulation up 
to 30 kilocycles may be applied. 



PULSE MODULATION: Repetition rate continuously variable from 
60 to 100,000 cycles. Pulse width continuously variable from 
1 to 50 microseconds indicated on directly calibrated dial. Pulse 
delay (with respect to synchronizing output) continuously variable 
from 0 to 50 microseconds indicated on directly calibrated dial. 
May be synchronized with an external sine-wave or pulse source. 


POWER SUPPLY: 117 volts, 60 cycles. 230 watts (with regulator). 
DIMENSIONS: 12^^ high x 26^^ wide x 10^^ deep, overall. 
WEIGHT: Approximately 135 pounds, including external line 
voltage regulator. 

ACCESSORIES: Included with each instrument are four connecting 
cables and external voltage regulator. 


U. H. F.-TV STANDARD SIGNAL GENERATOR 



-Model 84-TV 

300-1000 Me. 

Model 84-TV Standard Signal Generator has been developed 
to meet the need for a reliable signal source for the UHF 
Television band. Research requirements as well as production 
testing needs are met with accuracy, stability and ease of 
operation. 


Frequency Data: The frequency range is 300 to 
1000 megacycles, in one band. The individually 
calibrated dial reads directly in megacycles, and Is 
accurate to rt:0.5%. 


vision is made for applying external modulation 
from 50 to 20,000 cycles. Approximately 5 volts 
r.m.s. across 100,000 ohms is required for 30% 
modulation. 


Output Voltage and Impedance: The carrier out¬ 
put voltage is continuously variable from 0.1 micro¬ 
volt to 1.0 volt across 53.5 ohms, subject to correc¬ 
tion chart. The full 1 volt output, however, may not 
be possible above 900 megacycles. Output im¬ 
pedance, as seen at the panel connector, is 
approximately 53 ohms resistive. 

Modulation: Continuously variable from zero to 
30% from an internal 400-cycle oscillator. Pro- 


Power Source: Optimum performance is obtained 
from a 117 volts, 50 to 60 cycle power supply. 
The power consumption is 120 watts. An external 
step-down transformer for 220 volt, 50 cycle opera¬ 
tion is available on special order. 

Leakage: Negligible. 

Size: Overall Dimensions: lP/4 inches high, 19 
inches wide, 1 1 inches deep. 

Weight: Approximately 40 pounds. 
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INTERMODULATION METER - Model 31 



SPECIFICATIONS; 


FEATURES; 

• Compact, completely self-contained unit 

with— i 

Test Signal Generator, Analyzer, Volt¬ 
meter, Power Supply 

• Direct-reading Ijneter indicates percentage 
of intermodulation. 

• Accurate metering of input voltage to 
analyzer. 

• Easy to operate. 

• Quick, accuriJte measurements. 

• May be mounted in standard 19'^ relay 
rack. (7" relay rack panel space.) 

• Connection for oscilloscope. 

APPLICATIONS: 

• Insuring peak performance from all audio 
systems. 

• Correct adjustment and maintenance of 
AM and FM receivers and transmitters. 

• Checking linearity of film and disc record¬ 
ings and reproductions. 

• Checking phonograph pick-ups and record¬ 
ing styli. 

• Checking record matrices. 

• Adjusting bias in tape recordings. 

• For quality control of all audio components 
and equipment. 


Generator: 

LOW FREQUENCY: 60 cycles. 

HIGH FREQUENCY: 3000 cycles. 

LF/HF VOLTAGE RATIO: Fixed 4/l. 

OUTPUT VOLTAGE: 10 v. max. into 
high impedance or -]-5 DBM matched 
to 600 ohms. 

OUTPUT IMPEDANCE: 2000 ohms. 
RESIDUAL INTERMODULATION: 0.2%. 

Analyzer: 

INPUT VOLTAGE: Full scale ranges of 
3, 10 and 30 volts RMS. Less than 


one volt of mixed sEgrirar Fs sufFTctertt 
for operation. 

INPUT IMPEDANCE: Greater thans 400 
K ohms. 

INTERMODULATION: Full scale ranges 
of 3, 10 and 30%. 

ACCURACY: ±10% of full scale. 

GENERAL: Power Supply 117 volts, 
50/60 cycles. 30 watts. Dimensions: 
8" high x 19" wide x 9" deep.. 
Weight 16 lbs. Tubes: 1-12AX7,. 
1-12AT7, 1-6J5GT, 1-5Y3GT. 


CRYSTAL CALIBRATORS - Models 111 and 111-B 


Designed for the Calibration and Frequency Checking of — 

• Signal Generators • Transmitters • Receivers • Grid-Dip Meters 

And other equipment where a high degree of frequency accuracy is required. 


FREQUENCY RANCES- 


Model 111-B 
.1 to 1000 Me. 


These instruments have been designed as dual-purpose calibrators. They not 
only provide a test signal of crystal-controlled frequency, but also have a 
self-contained/receiver of 2 microwatts sensitivity. A new circuit arrangement 
utilizes the crossrmodulation products of three separate oscillators. The funda¬ 
mental frequencies of Model 111 are .25, 1.0 and 10 megacycles, while 
those of the Model 111-B are .1, 1 and 10 megacycles. 



FREQUENCY ACCURACY: 0.001% DIMENSIONS: 6" wide, 8'' high, 5^' deep. 

POWER SUPPLY:;! 17 volts, 50/60 cycles; 18 watts WEIGHT: 4 lbs. 
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U.H.F. RADIO NOISE and FIELD STRENGTH METER 


MODEL S8 


This versatile, portable instrument is useful in measuring 
signal-to-noise ratios, noise levels and for field strength 
surveys on TV, FM and AM transmitters. 

FREQUENCY RANGE: 15 to 150 megacycles in five bands 
—dial directly calibrated in megacycles. 

SENSITIVITY RANGE: 1 to 100,000 microvolts induced 
in antenna. 1 to 100 microvolts on semi-logarithmic out¬ 
put meter, balanced resistance attenuator with ratios of 
10, 100 and 1000 ahead of all tubes. 

GAIN STANDARDIZATION: Infernal "shot noise" diode 
provides calibration standard. Special dial eliminates 
need for charts. 

CIRCUIT: Superheterodyne circuit with tuned RF amplifier 
eliminates image response. 

BAND WIDTH: 150 kilocycles @ 2X down. 

POWER SUPPLY: Built-in regulated dual power supply for 
operation from either 117 volts AC or 6 volts DC. 70 watts 
(on AC). 



STANDARD EQUIPMENT: Power cables, 15 foot antenna cable, 9 inch 
loop antenna, carrying strap, and complete instruction book. 

DIMENSIONS: 16^^ wide x 9'' high x 11^' deep, overall. 

WEIGHT: 35 pounds. 


SQUARE WAVE GENERATOR-Model 71 



POWER SUPPLY: 117 volts, 50-60 cycles. 100 watts. 
DIMENSIONS: 7" high x 15^^ wide x 7^2^^ deep, overall. 
WEIGHT: Approximately 20 pounds. 


Recommended for television testing and many different 
applications in developing AM, FM and TV equipment 
where square-wave analysis is of great importance. 

FREQUENCY RANGE: 6 to 100,000 cycles. 

WAVE SHAPE: Rise time less than 0.2 microseconds with 
negligible overshoot at 75 peak volts output. At 5 volts 
or less rise time is less than 0.1 microsecond. 

OUTPUT VOLTAGE: Step attenuator giving 75, 50, 25, 
15, 10, 5 peak volts fixed and 0 to 2.5 volts continuously 
variable. 

SYNCHRONIZING OUTPUT: 25 volts peak. 

R. F. MODULATOR: 5 volts maximum carrier input. Trans¬ 
lation gain is approximately unity—Output impedance 
is 600 ohms. 


PEAK-TO-PEAK VOLTMETER - Model 67 


Designed for audio and video level measurements and the measurement of audio electrical 
interference. The Model 67 is ideally suited for uses where the indication of true peak values 
is required. 


VOLTAGE RANGE: 5 ranges; .0005 to 300 volts 
peak-to-peak. (Approximately .0002 to 100 
r.m.s. volts.) 

SEMI-LOGARITHMIC SCALES: Hand calibrated; 
0 to 30 peak-to-peak and 0 to 10 r.m.s. equiv¬ 
alent. 

FREQUENCY RANGE: 5 to 100,000 sine-wave 
cycles per second. 

INPUT IMPEDANCE: 1 megohm shunted by 30 
mmfd. 


STABILITY: Less than 2% error with line varia¬ 
tions from 110 volts to 120 volts. 

RECORDER TERMINALS: For external one mil- 
liampere graphic recorder or miiliammeter. 

POWER SUPPLY: 117 volts; 50-60 cycles, 35 
watts. 

DIMENSIONS: 71 / 2 " high x 7" wide x BVi" 
deep. 

WEIGHT: 10 lbs. 
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MIS CORPORATION 


For deterrhining the resonant frequency of tuned 
circuits, antennas, transmission lines, by-pass 
condensers, chokes or any resonant circuit. 

For measuring capacitance, inductance, Q, mu¬ 
tual inductance. 

For preliminary tracking and alignment of 
receivers. 

As an auxiliary signal generator; modulated or 
unmodulated. 

For antenna tuning and transmitter neutralizing, 
power off. 

For locating parasitic circuits and spurious 
resonances. 

As a low sensitivity receiver for signal tracing. 

As a beat-frequency oscillator in conjunction 
with a fixed frequency oscillator for measuring 
video or wide-band amplifier bandwidths. 

As an oscillating or absorption marker for use 
with a sweep-frequency oscillator. 

For transmitter or oscillator frequency checking 
by beat note method and absorption wave meter 
method. 

And Many Other Applications. 


TELEVISION 

The Model 59 is most useful in the construction and 
servicing of television receivers. It can be used for 
aligning video amplifiers, for peaking coils, sound 
traps, filters, stagger-tuned i.f.s, stagger-tuned ampli¬ 
fiers, sound i.f.s, local oscillators, carrier circuits, grid 
mixing circuits, etc. It is very effective for locating 
interference and for making traps and filters. 


FREQUENCY RANGE: 2.2 megacycles to 400 megacycles 
with seven plug-in coils. 

FREQUENCY ACCURACY; Individually calibrated dial, direct 
reading to an accuracy of ± 2%. 

OUTPUT: CW or MCW. Modulation fixed at approximately 
30%, 120 cycles. 

TUBES: 1—Type 955 

1—Type OD3/VR150 
1—Type 5Y3GT 

DIMENSIONS: Power unit: wide, dYs" high, 7%" deep. 

Weight: approximately 6 Y 2 lbs. 

Oscillator unit: 3%" diameter, 2" deep. 

Weight: approximately 1 lb. 

POWER SUPPLY: 117 volts, 50-60 cycles, 20 watts. 

Step-down transformer available for 220 volts, 50 cycle 
operation. 
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MEGACYCLE METER 

THE ONLY GRID-DIP METER COVERING 
THE WIDE FREQUENCY RANGE OF 

2.2 Me. to 400 Me 


MODEL 

59 








^ 'cfA. . 


■V.T.V.*t.' 


^ Capacitonce and Milliampere ranges—found only on finest elec¬ 
tronic multitesters. 

^ One zero adjustment holds for ail ohm ranges. 

^ DC Probe furnished has ten megohm isolating resistor in¬ 
corporated. 

^ Zero Center for TV and FM discriminator alignment. 

Additional jack provided for 5000 volt range. 

^ 30 complete ranges for maximum versatility. 

Line voltage changes have little effect on the stable, double 
triode, bridge-type circuit. 

Extremely high DC input resistance for making measurements 
without loading circuit under test. 

Audio frequency response virtually flat to 25 kc on 0 to 100 
volt ranges. 

Slanted to give advantage of overhead lighting. Dual position, 
brown hammerjoid aluminum panel shipped in 671/2*^ angle 
position for ease of reading and convenient portability. May be 
readily changed to a 22 V 2 ° angle for counter use by rotating in 
the rich brown steel case. 

Genuine leather snap-on, flexible carrying strap; may be re¬ 
moved when used in a permanent counter set-up. 

Unique, front of the panel type, big 5y2" rectangular meter with 
three color scale; finest mechanical and electrical arrangement 
for an electronic device. Protected against possible burnouts in 
the circuit. 

^ Newly designed, original cylinder style battery holder houses 
two standard flash light cells. Contacts are made by designed 
torque spring pressure (no soldering). 


ADVANCED DESIGN 
DECIDEDLY DIFFERENT 


ilN STR^M EHTTI CHICAGO VT V M Ml/LTITESTER 

—--r^ 


THE GREATEST VACUUM TUBE VOLTMETER 
VALUE ON THE MARKET! 


^ Precision calibrated 1 % multipliers in all voltage and milli¬ 
ampere circuits. 


MODEL 504 VTVM 
ELECTRONIC MULTITESTER 


COMPARE IT WITH THE BEST —BUY IT FOR LESS!! NET $42.00 


Overall Dimensions: 10"x7"x6" Furnished complete with DC Probe and test leads. 

Shipping Weight: 10 lbs. 

-RANGES- 


DC VOLTS: (7 ranges) 0-5/10/50/lOO/500/l000/5000 .0005 mf to .05 mf 

AC VOLTS: (7 ranges) 0-5/10/50/100/500/1 000/5000 .05 mf to 5 mf 

DECIBELS; — 20 to -f 16 .5 mf to 50 mf 

OHMS: (6 ranges) O-lOOO/lOK/lOOK/l Meg/100 Meg/lOOO Meg 5 mf to 500 mf 

OHMS readings at center scale 1 O/l OO/l OOO/l OK/l Meg/10 Meg 50 mf to 5000 mf 

CAPACITANCE: (6 ranges) DC MILLIAMPERES: (4 ranges) 

50 mmf to 5000 mmf 0-1/10/100/500 

VTVM OUTSTANDING ELECTRICAL FEATURES 


Input Impedance: 20 Megohms including 10 megohms isolating resistor in the DC Probe on the 5 to 1000 VDC positions. 

10 Megohms on the 5 to 1000 VAC positions. 

100 Megohms on both 5000 VCD and 5000 VAC positions. 

DC Milliampere Ranges: (Not electronic) 50 Millivolt drop-will not change the characteristics of the circuit to be measured. 
Capacitance Ranges: Use of low voltage power source enables testing of electrolytic condensers without voltage error. 
Function Switch selects between plus or minus DC voltages. 

Unit operates on 105 to 125 VAC, 50-60 cycles. 

ACCESSORIES 

Model P505 R.F. Probe: Extends AC range to 100 megacycles. Not to be used over 50 volts. NET $6.50 
Model P506 High Voltage Probe: Extends the range of the Model 504 VTVM to 30,000 VDC. Not to be 
used over 30,000 VDC. NET $9.00 

CHICAGO INDUSTRIAL INSTRUMENT CO. 
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DEPENDABLE . . . ACCURATE 
PORTABLE and MINIATURE 
VOLT-OHM MILLIAMETERS 



PORTAPLEXMODEL431A .... Net $19.50 

AC-DC VOLTS OHMS-MILS-AMPERES 

This small, convenient test unit offers all the important ranges with high accuracy 
and rugged dependability. Multipliers and shunts are bridge selected and guar¬ 
anteed accurate within 1%. 860 Microampere meter. Aluminum case. Leather 
carrying strap included. 1000 Ohms per volt. 

RANGES 


AC-DC Volts: 

0-15/30/150/300/1500/3000 
DC Amperes: 0-7.5 
DC Milliamperes: 0-1.5/1 50 


Ohms Full Scale: 

0-10,000/100,000/1 meg. 
Ohms Center Scale: 60/600/6000 
Size: 



CHICAGO MODEL 421D .... Net $24.50 

Closed Case AC-DC VOLT OHM MILLIAMMETER 

High Sensitivity (5000 Ohms per volt) 

Designed for the hard usage of outside service work, the Model 42ID has a slip- 
hinge cover to protect its sensitive 150 mocroampere meter. Bridge selected multi¬ 
pliers and shunts accurate within 1%. Handsome military type aluminum case 
with grey Hammerloid finish. 


RANGES 


AC-DC Volts: 

0-4/10/40/100/400/1000 
(5000 Ohms per Volt) 

DC Milliamperes: 0-4/40/100/400 


Ohms Full Scale: 

0-10,000/100,000/1 meg. 

Ohms Center Scale: 60/600/6000 
Size: 6V8"x3V4"x3y4" 



FEATHERWEIGHT MINIATURES 


Palm Size Voit-OhmTMilllammeters Size: 3-15/16"x2%"x2" 

Accurate little Featherweights have been extremely popular with service men for many years. 
They slip into a jacket pocket with hardly a bulge. The same painstaking care with which 
multipliers and shunts are selected for higher priced instruments is used in the manufacture 
of Featherweight models. They are completely dependable and accurate. 1000 Ohms per 
volt. Molded Bakelite case. 


RANGES 


FEATHERWEIGHT MODEL 450 
Price $14.00 net 
DC Volts: 0-5/10/50/500/1000 
Milliamperes: 0-1 
Ohms Full Scale: 

5000/50,000/500,000 
Ohms Center Scale: 30/300/3000 


FEATHERWEIGHT MODEL 453 
Price $19.50 net 
AC-DC Volts: 

0-15/30/150/300/1500/3000 
DC Milliamperes: 0-150 
Ohms Full Scale: 5000/50,000/500,000 


CHICAGO INDUSTRIAL INSTRUMENT CO. 
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Since 1933 we have been manufactur¬ 
ing a quality line of test equipment* For 
high accuracy and rugged dependabil¬ 
ity, Chicago Instruments are without 
compare in the service field. They rep¬ 
resent the greatest test equipment 
values on the market! 


PORTABLE BENCH TYPE VOLT-OHM-MILLIAMMETERS 

Multiplex Model 458A. Volt-Ohm-Mils-Ammeter. Net $29.50 

More useful ranges and more exclusive features have been built into the new Multiplex than 
any instrument near its price. The slant-front panel, the big easy-to-read meter and con¬ 
venient range selectors are all designed to make testing a simple, accurate operation. 

In addition to broad coverage volt-ohm-milliammeter ranges, the Model 458A also has 
A.C. and D.C. ampere scales which are highly useful in checking various appliances, auto 
radios, portables, etc. 

All multipliers and shunts are bridge selected, stable and guaranteed accurate within 1%. 
Attractive brown Hammerloid case. Genuine leather carrying strap and polarized test leads 
included. 1000 Ohms per volt sensitivity. 

Volts AC-DC: 0-2.5/10/50/250/1000/5000 Ohms Full Scale: 1000/200,000/2,000,000 
Milliamperes AC-DC; O-l/lO/lOO 
Amperes: AC: 0-0.5/1/5/10 
Amperes: DC: 0-1/lO 

SELECTOHM 

100,000 OHMS • 25 WATTS 

Used for Resistance Substitute In Radio • Television • Electronic 
• Laboratory • Industrial Applications 

Replaces Decade Box Precision Rheostat Precision Potentiometer 
Precision Shunt Precision Multiplier 

The Selectohm is a most useful, precision instrument for laboratory and 
service. It is directly calibrated to ohms from 0 to 100,000 and will hold 
its accuracy under powers up to 25 watts. The Selectohm is a real time 
saver in circuit design and for determining the value of blackened^ 
burned out resistors when substituted in a circuit. The price represents a 
considerable value — approximately half the cost of comparable 
instruments. 


DRY BATTERY TESTER 

A counter type merchandising tester that indicates the condition of dry cells at a glance. 
The customer can see for himself. Boosts battery sales. 

Model 471. Dry Battery Tester. Complete with Test Leads. Net $17.50. 

Tests IV 2 Volt-10 Volt and 10 Volt to 150 Volt batteries under specified load. Big easy- 
to-read 5 V 2 " rectangular meter. 


Ohms Center Scale; 50/2250/22,500 
Output: — 5 to 4“ 55 Decibels 
Size Overall: 10" x 7" x 6 " 


MODEL 501—$9.00 





CHICAGO INDUSTRIAL INSTRUMENT CO. 

CHICAGO 10, ILLINOIS 


Copyright by U. C. P., Inc. 


Net 


Radio’s Master — 18th Edition 

Page G-21 





G-E OSCILLOSCOPE 
TYPE ST-2B 

• Better high frequency response 
than any other scope in its field! 

Permits a choice of short, medium 
or long persistence CR tubes. In¬ 
corporates identical direct coupled 
vertical and horizontal amplifiers. 

SPECIFICATIONS 

Freq. Response—DC to 400 kc at 2db—Identical amplifiers 
Sensilivify— AC 10 mv/in. rms—DC 28mv DC/in. 

Low Capacity probe—freq. resp. 2 cycles to 400 kc at 2db 
Sweep—Triggered or recurrent 2 cycles to 30 kc 
Built-in Calibrator—0.1 to 300 volts peak to peak 



G-E SWEEP 
GENERATOR 
TYPE ST-4A 


• This Variable Per- 

pletely electronic, has > 

no moving parts. Ideal 

for TV receiver maintenance, TV production and devel¬ 
opment laboratories, wide band amplifier study, trans¬ 
mission line impedance measurements. 

SPECIFICATIONS 

Freq. Range —Continuously variable, 4 to 110 me; 170 to 220 me 
Sweep Width—Linear from 500 kc to greater than 15 me 
Output Voltage—Greater than 0.1 volts from 4 to 110 me 

Greater than 0.5 volts from 170 to 220 me 
Attenuation—Continuously variable down to 20 microvolts 
Leakage—Stray field—less than 10 microvolts induced in 2 in. loop 6 
inches from case in any direction 
Phase Range Control—Greater than 360 degrees 






G-E OSCILLOSCOPE 
TYPE ST-2A 

• Excellent for head-end position 
work. Unsurpassed for stability 
and fine trace. Delivers maximum 
sensitivity without sacrifice of fre¬ 
quency response. Use it to check 
hum, noise, distortion, modula¬ 
tion. Fits many applications where 
waveform study is essential. 


SPECIFICATIONS 

Vertical Frequency Response—20 cycles to 500 kc at 2db 
Horizontal Frequency Response—10 cycles to 100 kc 
Sensitivity—AC 15 mv/in. rms—DC 2 volts DC/in. 

Low Capacity probe available—200mv/in. rms 
Sweep—Hard tube sweep 10 cycles to 100 kc 
Built-in Calibrator—0.3 to 300 volts peak to peak 




G-E MARKER 
GENERATOR 
TYPE ST-5A 


• Functions as a crystal referenced calibrator from 10 
me. to 300 me.When used with the General Electric sweep 
generator, it provides a multiple of crystal controlled 
markers spaced 1.5 or 4.5 me. apart.. . and can be used 
to supply a marker or markers at any frequency from 10 
me. to 900 me. 

TV APPLICATION—12 crystal controlled channel frequency 
picture markers plus an accurate hand calibrated VFO 
covering the range of 20 to 50 me. makes this unit directly 
applicable to TV alignment problems. 





G-E OSCILLOSCOPE 
TYPE ST-2C 

• A 5" scope for general purpose 
work. Particularly useful for main¬ 
tenance of microwave installations 
and television stations. Wide fre¬ 
quency response without recourse 
to peaked amplifier coupling cir¬ 
cuits, resulting in excellent tran¬ 
sient response. 

SPECIFICATIONS 
Vertical Frequency Response—20 cycles to 3 me 
Horizontal Frequency Response—10 cycles to lOOTc 
Sensitivity—75 mv/in. rms 

Low Capacity probe available—Sens. 1 volt/in. rms 
Sweep—Recurrent hard tube sweep 10 cycles to 100 kc 
Built-in Calibrator-0.3 to 300 volts peak to peak 



G-E GERMANIUM 

« diode checker 

type ST-12A 

^ For use in laboratories, qual- 
control groups, service 
shops. Measures the static char- 
acteristics of diodes. 

SPECIFICATIONS 

Forward Ranges—Current—0.3, 1.2, 6 and 12 milliamperes full 
scale. Voltage—,3 and 1.2 volts full scale 
Inverse Ranges—Current—60,120, 300 and 1200 microamperes 
full scale. Voltage—3, 12 and 120 volts full scale. 

Power requirenients—105-125 volts, 50/60 cycle, approximately 
10 watts 
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EQUIPMENT 

TV Receiver and Bnadta^l Station Testing 







G-E DUAL 
REGULATED POWER 
SUPPLY TYPE ST-9A 

• Has twin outputs and 
features electronic over¬ 
load protection. Instru¬ 
ments cannot be harmed 
by short circuits on the regulated outputs. Built-in modu« 
lator permits observation of hum and noise tolerances by 
duplicating them on the equipment. 

SPECIFICATIONS 

#1 Regulated—Continuously variable, 0-500 volts, maximum current 
100 ma. #2 Regulated—Some as #1 
Parallel #1 and #2 —^Continuously variable, 0-500 volts, maximum 
current 150 ma 

Unregulated—Approx. 650 volts no load/max. current 200 ma 
—75 Volts—VR tube regulation, 0-2 ma 
—150 Volts—VR tube regulation, 0-4 ma 
Filament Supply—6.3 volts a-c at 10 amps 
Regulation—Better than '/ 2 % +V 2 vo t 

Ripple and Noise—Less than 10 mv p to p on all regulated outputs 





G-E POWER SUPPLY 
TYPE YPD-2 

• A high-quality, electron- 
ically regulated unit 
designed for use in labora¬ 
tories, broadcast stations, 
and wherever a closely reg¬ 
ulated variable DC voltage 
source at medium current consumption is required. DC 
output 250 to 450 volts (positive or negative may be 
grounded to the chassis), current output 0 to 300 milli- 
amperes max. 

SPECIFICATIONS 

DC Volfoge Output—250-450 volts, (positive or negative may be 
grounded to chassis) 

DC Current Output—0-300 milliamperes 
AC Output—6.3 volts 10 amperes unregulated 
Regulation—Less than 1 % from minimum to maximum current 
Ripple—Less than 5 mv peak to peak 

Output Impedance—Approximately 2 ohms at 30 cycles, decreases 
with increasing frequency 







G-E INDUSTRIAL 
TUBE ANALYZER 
TYPE YTW.3 

# This portable equip¬ 
ment is designed so that 
non-technical personnel 
can quickly and efficiently 
determine the performance 
of mercury vapor and gas 
rectifier tubes by measuring 
the arc drop voltage under 
load. 

SPECIFICATIONS 
Peak Current Range—1 amp.—100 amp. 

Filament Voltage Range—High Range (4-7V). Low Range (2-3.5V). 
Arc Drop Measurement Accuracy—±2%. 

Operating Temperature Reading Accuracy—+5% at 380C. 
Tube Complement—2 Type 502A, 1 Type VR-105,1 Type 5Y3GT, 
and 1 NE-17. 

Ambient Temperature—0°—35° Centigrade. (Tubes would no! 
reach operating temperature in ambient temperature below 
15° without heat retaining cover.) 



G-E FREQUENCY & 

MODULATION METER 
TYPE ST-13A 

• Quality FM Communica¬ 
tions meter. Gives hairline ac¬ 
curacy plus provision with oven 
accessories for future split- 
channel adj ustments. Measures 
both carrier frequency displacement and modulation. Ac¬ 
cessories include an External antenna mount and cable. 

SPECIFICATIONS 

Frequency Ranges—One or two specified frequencies in the fol¬ 
lowing ranges: 25 me to 50 me, 72 me to 76 me, 148 me to 
174 me 

Reference Oscillator Accuracy—.001% from 320F to 1220F. 
External connection, internal wiring and a socket are provided 
for 6 V oven operation where wider temperature range with 
greater accuracy is required. 

Inputs—Eighteen-inch collapsible whip antenna and fifty-ohm BNC 
connector. 

Outputs—Low and high RF outputs for receiver alignment. 

Power—Internal batteries 







G-E RADIATION MONITOR 
TYPE ST-4SN11A3 

• Compact, easy to use. Infi¬ 
nite shelf life, no tubes, no 
batteries to wear out. Self¬ 
charging, high sensitivity 0 to 
20 mr. Accuracy 10% of radi¬ 
um calibration. Essentially in¬ 
dependent of radiation energy 
over a wide range. 


WRITE FOR 
FPEE CATALOG! 

Your copy will be sent 
onrequest. Section 393, 
General Electric Com¬ 
pany, Electronics Park, 
Syracuse, N. Y. 



GENERAL 



ELECTRIC 
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MODEL 630 VOLT-OHM-MIL-AMMETER 

RANGES 

D. C. VOLTS; 0-3-12-60-300-1200-6000, at 20,000 Ohms/Volt 

(For greater accuracy on TV and other High Resistance Circuits.) 

A. C. VOLTS: 0-3-12-60-300-1200-6000, at 5,000 Ohms/Volt 

(For greater accuracy in Andio and other High Impedance AC Circuits.) 

DB.: —30, +4, +16, +30, +44, +56, +70 
(For Direct Reading of Ohtput Levels.) 

D. C. MICROAMPERES; 0-60, at 250 M. V. 

D. C. MILLIAMPERES: 0-1.2-12-120, at 250 M. V. 

D. C. AMPERES; 0-12, at 250 M. V. 

♦OHMS; 0-1000-10,000 (4.4-44 at center scale) 

♦MEGOHMS; 0-1-100 (4400-440,000 Ohms center scale) 

OUTPUT; Condenser in series with AC Volt ranges. 

♦Resistance ranges are compensated for greatest accuracy over wide battery 
voltage variations. Series Ohmmeter circuits for all ranges to eliminate possibility 
of battery drain when leaving switch in OHMS position. 

Streamlined Tester with large 5^y4" meter, flush with the panel. Unit con¬ 
struction—Resistors, shunts, rectifier, batteries—all housed in a molded base 
integral with the switch. Provides direct connections without cabling. Simple to 
operate—only one switch, flush with panel surface, selects both circuit and range. 
Special 1% resistors are sealed in molded compartment. Batteries easily replaced—■ 
Balanced double-spring tension grip makes this operation simple. Assures per¬ 
manent contact. Precalibrated rectifier for easy replacement. 




Model 630-A 


Enclosed selector switch of molded con¬ 
struction keeps dirt out. Retains contact align¬ 
ment permanently. A Triplett design repre¬ 
senting the culmination of a quarter-century 
of switch making experience. 

This Volt-Ohm-Mil-Ammeter incorporating 
a 5%" instrument with 4%" scale, has 
RED • DOT Lifetime Guarantee. Dial has 


Model 630 

black markings on white except AC and 
OHM are red. A completely insulated, molded, 
black case, x 5^" x 7%", and panel 

with engraved white markings. Leather strap 
handle. 

Weight; 4 lbs. 

MODEL 630. U.S.A. DEALER NET $39.50 


MODEL 630-A 
WITH MIRROR SCALE 


A laboratory-type Volt-Ohm-Mil-Ammeter 
with mirrored scales and greater accuracy 
made possible through the use of special %% 
resistors. The long scales are mirror-scaled 
for greater accuracy. 


Model 630-A has the same ranges and 
other advanced design features as Model 630 
described above. 

Weight: 4 lbs. 

MODEL 630-A. U.S.A. DEALER NET $49.50 


CARRYING CASES For Models 630 and 630-A 

CARRYING CASE MODEL 639-P, black leather, CARRYING CASE MODEL 639, black leather, 

has adequate space for Mod^ f 630-A, strap handle. Adequate space for Model 630 

instructions and accessories. Padded lining of j 

%" sponge rubber. Strong leather strap handle. 630-A, instructions and accessories. 


MODEL 639-P. U.S.A. DEALER NET $13.50 MODEL 639. U.S.A. DEALER NET $8.50 


MIRROR SCALE YOLT-OHM-MIL-AMMETER 


Widest range tester of its type with addi¬ 
tional brand new features: Long 5" mirror 
scale for better reading accuracy; Resistance 
ranges to 40 Megohm ; Low Ohm Range 0-2000 
(12 ohms center scale) ; D. C. Volt ranges with 
dual sensitivity (10,600/20,000 Ohm/Volt) pro¬ 
vide double the number of full scale readings of 
average testers. A. C. Volt ranges at 10,000 
Ohm/Volt permit checking many audio and high 
impedance A. C. circuits where a vacuum tube 
voltmeter usually is required. Low voltage 
ranges permit direct measurement of many bias 
and output voltages. Special film type resistors 
provide greater stability on all ranges. 

6" RED • DOT Lifetime guaranteed meter. 
Long mirror scale guarantees greater reading 
accuracy. Insulated, black molded case with re¬ 
movable strap handle, 2%"X5%"X6". Molded 
black panel with white markings. Leads and 
instructions furnished. 

Weight: Approx. 3 lbs. 


39 RANGES 

D. C. VOLTS: 0-1.25-5-25-125-500-2500, 20,000 
Ohm/Volt 

0-2.5-10-50-250-1000-5000, 10,000 Ohm/Volt 
A. C. VOLTS: 0-2.5-10-50-250-1000-5000, 10,000 
Ohm/Volt 

D. C. MICROAMPS: 0-50, at 250 Millivolts 
D. C. MILLIAMPS: 0-1-10-100-1000, at 250 Milli¬ 
volts 

D. C. AMPERES: 0-10, at 250 Millivolts 
OHMS : 0-2,000-200,000 (12-1200 center scale) 
MEGOHMS: 0-40 (240,000 ohms center scale) 
DECIBELS: —30, +3, +15, +29, +43, +55, -f69. 
(Reference level “0” DB at 1.73 V. on 500 
Ohm line.) 

OUTPUT: Condenser in series with A. C. Volt 
ranges 

Accessories available to special order for 
extending ranges: External pin jack shunts 
for D.C. Current ranges, resistors for A.C.-D.C. 
volt ranges. 

MODEL 625-NA. U.S.A. DEALER NET $49.50 
CARRYING CASE 

Attractive black leather carrying case with 
strap handle. Leather flap folds over the top and 
snaps in place. 

MODEL 629 CASE. U.S.A. DEALER NET $6.50 



Model 625-NA 
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Rad i o 



Testers 



POCKET-SIZE VOLT-OHM-MILLIAMMETER 


A precision-manufactured marvel of com¬ 
pactness that provides a complete miniature lab¬ 
oratory for D. C. and A. C. voltage. Direct Cur¬ 
rent and Resistance analyses. Its many ranges, 
attractive appearance and other unique features 
provide an answer to the Volt-Ohm-Milliam- 
meter requirements of radio service-men and 
amateurs, industrial engineers, laboratory tech¬ 
nicians, etc. Refinements in design feature: 

Greater scale readability on the 3" 
RED • DOT Lifetime guaranteed instrument 
with black and red scale markings. 

Simplified switching provides greater ease 
in changing ranges. 

Lower jack contact resistance and trouble- 
free plug-in connections by use of banana-type 
jacks. Banana jacks at top of panel reduce pos¬ 
sibility of connecting leads over panel controls 
or meter scales. 

Greater stability on voltage ranges by use 
of special resistors throughout and on current 
ranges by use of 250 M. V. instrument. 


RANGES 

D. C VOLTS: 0-10-50-250-1000-5000, 1000 Ohm/ 
Volt 

A. C. VOLTS: 0-10-50-250-1000-5000, 1000 Ohm/ 
Volt 

D. C. MA: 0-10-100-500, at 250 Millivolts 
OHMS: 0-2000-400,000 (12-2400 center scale) 
Attractive new streamlined black molded case, 
completely insulated, X^Vs" Black 

molded panel with white markings. Battery self- 
contained, plug-in type, 1.5 V. Eveready No. 935 
or equivalent. 50" test leads with clips and plugs 
furnished. 

Weight: 1 1/2 lbs. 

Accessories available to special order for ex¬ 
tending ranges: External pin jack shunts for 
Direct Current ranges, resistors for A.C.-D.C. 
volt ranges, battery and resistors for Ohms 
ranges. 

MODEL 666-HH. U.S.A. DEALER NET $24.50 
CARRYING CASE 

Attractive black leather carrying case with 
strap handle. Leather flap folds over the top and 
snaps in place. 

MODEL 669 CASE. U.S.A. DEALER NET $5.50 


POCKET-SIZE VOLT-OHM-MIL-AMMETER 


RANGES 


VOLTS: 

0-10-50-250-1000-5000, 
Ohms per volt 

at 

1000 

VOLTS: 

0-10-50-250-1000-5000, 
Ohms per volt 

at 

1000 


D.C. M.A.: 0-10-100, at 250 M.V. 
D.C. AMP.: 0-1, at 250 M.V. 


OHMS: 0-3000-300,000 (20-2000 center scale) 
MEGOHM: 0-3 (20,000 Ohm center scale) 
(Compensated Ohmmeter circuit.) 

A New Pocket-Size Volt-Ohm-Mil-Ammeter 
with these latest specialized features meet 
your needs for A.C. and D.C. Voltage, Direct 
Current and Resistance analyses. 


Enclosed selector switch of molded construc¬ 
tion keeps dirt out. Retains contact alignment 
permanently. A Triplett design representing 
the culmination of a quarter-century of switch 
making experience. UNIT CONSTRUCTION— 
All resistors, shunts, rectifier and batteries 
housed in a molded base integral with the 
switch. Eliminates chance for shorts. Direct 
connections. No Cabling. All precision film or 


wire-wound resistors are mounted in their own 
compartment—assures greater accuracy. 

3" 0-200 Microammeter, 250 M.V., RED* 
DOT Lifetime guaranteed against defects in 
materials or workmanship. Red and black 
markings on a white background. Easy-to- 
read scale. 

Precalibrated rectifier unit and batteries 
easily replaced. One 1.5 Volt Eveready #935 
and two 1.5 Volt Eveready #915, or equiva¬ 
lent, self-contained. 

Handy and pocket-size, black molded case is 
completely insulated. Size: 3M.6"x5y8"x2%6"* 
Leather strap handle. Black molded panel with 
engraved white markings. 

Furnished complete with batteries, 50" test 
leads and instruction book at an amazingly 
low price. 

Weight: 1% lbs. 

MODEL 666-R . U.S.A. DEALER NET $26.50 
CARRYING CASE 

MODEL 669, black leather strap handle, snap 
cover. . . . U.S.A. DEALER NET . . . $5.50 




Model 666-RL 


Model 666-R 


PORTABLE VOLT-OHM-MIL-AMMETER 


This is the popular Model 666-R in camera- 
type black leather case, particularly designed 
for anyone who wants a completely portable 
instrument readily accessible for instant use. 
Among those who like this style are mainte¬ 
nance and repairmen whose work requires equip¬ 
ment with an accent on portability. With the 
tester hung up by the leather strap handle, the 
operator is permitted the use of both hands in 
his work and the tester is kept within easy 
reach. 

When the case is opened, the lower front flap 
drops down and the top folds back, exijosing 
the entire tester panel and meter dial so that 
readings can be taken easily from clear, legible 
black and red markings on the meter dial. Only 
one switch adjustment is needed to select the 


range for any A.C. or D.C. Voltage up to 5000, 
at 1000 Ohms per volt; Direct Current from 
0 to 100 Ma. and 1 Amp. The completely en¬ 
closed selector switch of molded construction 
keeps dirt out and retains alignment perma¬ 
nently. Unit construction whereby all resistors, 
shunts, rectifier and batteries are housed in a 
molded base provides direct connections, elim¬ 
inating chances for shorts. 

All precision film or wire-wound resistors are 
mounted in their own compartment assuring 
greater accuracy. 

RANGES AND OTHER TECHNICAL DATA 
ARE THE SAME AS FOR MODEL 666-R 
LISTED ABOVE. 

MODEL 666-RL. U.S.A. DEALER NET $32.50 
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TUBE TESTER 

A Triplett Tube Tester with new improved testing 
flexibility permitting checking any type radio receiving 
tube, miniature hearing aid tubes, pilot lamps, flash¬ 
light bulbs and TV picture tubes. The tester gives both 
“short” and “open” circuit check of each element of 
every tube — an accurate analysis of the condition of 
all tube elements, connections, taps, etc. TV picture 
tubes are checked without removing them from the re¬ 
ceiver, by use of an adapter that may be purchased 
separately. “Continuity” test is provided for checking 
electrical appliances, motors, etc. 

Model 3413-A has flexible 3-position lever switches for 
complete coverage of present and future tube connec¬ 
tions. RMA pin numbering of tube element levers makes 
for quick reference of tube base connections. Illuminated, 
easy-to-read roll type tube chart is built into the tester. 
Simplified test procedure makes it possible for user to 
add new tube data to chart when desired. 

Line Voltage indication on center of meter dial per¬ 
mits observation and adjustment for line fluctuations. 
Filament voltage: 0.63 volts to 110 volts in 14 steps. 

Large 6'' meter, RED • DOT Lifetime guaranteed, has 
3-color easy-to-read GOOD—?—BAD scale. 

Portable metal case, 1511/^2^' x liy 32 " x 6%", black 
satin wrinkle finish, with removable, hinged cover and 
leather handle. Panel attractively etched in black, silver 
and red. Complete instructions supplied. Power: 115 V., 
50-60 cycle A.C. Wt. 20 lbs. 

MODEL 3413-A . . U.S.A. DEALER NET . . $79.50 



PICTURE TUBE ADAPTER 

BV Adapter T2247-BV for 3413-A permits testing picture tube right in 
the receiver or in a shipping carton . . . Dealer Net.$7.90 


ENGINEERED FOR RADIO, TV, INDUSTRIAL, ELECTRONIC LABS & MAINTENANCE 

READS PEAK TO PEAK VOLTAGE DIRECTLY FROM 15 CPS TO 110 MC. 



32 RANGES 

D.O. VOLTS: 0-1-5-10-50-100-500-1000 

A.C.-R.F. VOLTS: 0-1-5-10-50-100-500 

PEAK to PEAK VOLTS: 0-2.8-14-28-140- 
280. 

OHMS: 0-1000-10,000-100,000 

MEGOHMS: 0-1-100-1000 

ACCURACY; D.C. Volts=r3%, A.C.-R.F. 
Volts—5%, ohms=:3% of linear scale. 

DECIBELS: Tabled in instruction book for 
different impedances. 

Galvanometer Center mark “—0+” for dis¬ 
criminator alignment on all DCV ranges 
—.5 to -1-.5 volts on 0-1 DCV range. 


MODEL 650 OUTSTANDING FEATURES 

1—Peak to Peak ACV and RF measure¬ 
ments made with one probe eliminates 
troublesome change of probe when chang¬ 
ing from ACV to RF measurement. 3— 
ONE selector switch for all ranges. 4— 
One volt full scale reading on both AC 
and DC. 5—Especially designed and in¬ 
sulated, but still shielded RF probe with 
short leads for high frequency measure¬ 
ments. 6—Zero center mark for FM dis- 
crkninator alignment plus other Gal¬ 
vanometer measurements. 7—High input 
impedance 11 Megohms on DC for ac¬ 


curate measurements. 8—Special means 
for making adjustment for ACV zer<j 
shift with line voltage variation. 9—■ 
High precision resistors throughout, 
10—Special circuit arranged so that OFT 
position shorts meter for greater damp¬ 
ing and meter safety during transporta¬ 
tion. 11—RED • DOT Lifetime Guar¬ 
anteed meter, 2-color scale 4%" long. 

Insulated molded case and panel, dimen¬ 
sions, 3 % "x5 1/4 "7 ". Removable black 

leather strap handle. Wt. 5 lbs. 

(complete with battery and accessories). 

Accessories supplied with 650: 1 each 
AO Power Cord, DO Volt-Ohm lead 
(Shielded); AC-RF Volt shielded tube 
probe; 2 alligator clips for probe tips. 

MODEL 650 USA DEALER NET $69.50 

ACCESSORIES AVAILABLE: DC 
High Voltage Probe: 50 KV-500 DC 
Volt range, 10 KV-lOO DC Volt range. 
5 KV-50 DC Volt range, $14.50; Stand 
for holding tester at about a 45° angle, 
$.50 net. 

CARRYING CASE MODEL 659, black 
leather strap handle. 

USA DEALER NET . .....$9.50 

CARRYING CASE MODEL 659-P, black 
leather, lined with %" sponge rubber. 
Strap handle. USA DEALER NET $14.50 
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Model 3432 


RANGES 


A—165-525 

KC 

E—18-40 MC 

B—500-1750 

KG 

Harmonics to 120 MC 

G—1700-6200 

KC 

E2—36-80 MC 

D—6-18.5 

MG 

E3—54-120 MC 


TEST OSCILLATOR 

A wide-range oscillator with uniformly illuminated 
dial. Seven long scales with widely separated divisions 
easily read, have five fundamental ranges—165 KG to 40 
MG, and two harmonic ranges directly calibrated 36 to 
120 MG. 

Unique new feature is the brightly illuminated dial 
providing distinct illumination of scale markings without 
the least possibility of glare. Lighting also provides an 
' *‘ON-OFF” indicator. 

The dial is big (330°) with seven scales quickly read¬ 
able at a glance. It has 10 to 1 ratio vernier tuning for 
ease of adjustment. 

RANGE SELEGTOR — 5 position follow-up coil 
switching with complete shielding. 

R. F. SELEGTOR — Provides High and Low R. F. 
Output. 

OUTPUT ATTENUATOR — Provides fine control of 
R. F. Output to Goaxial output cable connector. 

GIRGUIT SELEGTOR — Provides for internally 
modulated signal (Variable 0 to 100% at 400 cycles). 
Variable amplitude of external modulation 40 to 15,000 
cycles, unmodulated signal or variable audio 0-10 Volts 
at 400 cycle. 

DOUBLE SHIELDING—All R. F. and audio circuits 
are double shielded with copper plated steel shields. 

Metal case, 15^J"Xll’fe'"X6^", with black enamel 
finish. Has leather strap handle for ease in carrying. 
Power: 115 volt, 50-60 cycle A. C. (electrostatic shielded 
transformer). 

Weight: 14^ lbs. 

MODEL 3432 . . . U.S.A. DEALER NET . . . $79.50 


RADIO & TV SERVICING WITH LOAD-CHEK 


RANGES 

WATTS—AC or DC: 

0-500 (50 division scale) 

0-1000 (50 division scale) 

VOLTS—AC or DC: 

0-150 (65 division scale) 

The LOAD-CHEK for the 
first time, makes it. possible 
for every technician to utilize 
what is perhaps the simplest 
and quickest of all service 
methods—servicing by Power 
Consumption Measurements, 
long proven by auto-radio 
servicemen as a rapid method 
of localizing troubles in auto 
radios. Triplett Model 660 is 
the first Wattmeter to be pro¬ 
duced at moderate cost, and 
with the proper ranges, to 
bring this short-cut method 
within the reach of every 
radio and TV serviceman. 

Following are only two of many time-saving uses 
of this new instrument: 

Locating A Short—The chassis tag may show a 
normal consumption of 225 Watts. Simply plug the 
power cord of the chassis into LOAD-CHEK (no 
loose ends to connect or be in the way). Note the 
reading—which should be possibly 350 Watts. By 




.SaL.-®- 


removing the rectifier tube 
you can determine at once 
which side of the tube the 
short is on. With a solder¬ 
ing iron and long-nosed pliers 
you can check through the 
chassis, locate and correct the 
trouble without having to lay 
down tools or to check with 
lead wires! 

Replacing Burned-Out Re¬ 
sistors—With the chassis to 
be repaired plugged into a 
LOAD-CHEK MODEL 660, 
note the wattage reading 
with the burned out resistor 
circuit open. Now replace the 
resistor. Should the increase 
in watts be greater than the 
resistor rating, it indicates 
an extra load has caused the 
trouble which has. not been 
cleared. LOAD - CHEK is 
made-to-order for the busy serviceman because iPs 
a Time-Saver; and at its moderate cost can be stand¬ 
ard equipment on every service bench. 

Red • Dot Lifetime Guaranteed Meter. 

Black, molded, insulated case, 2%" x 5'V2^^ x 6", 
with removable black leather strap handle. Black 
molded panel with white markings. Wt. — 2 lbs. 
MODEL 660 . . U.S.A. DEALER NET . . $29.50 
Model 629 Leather Carrying Case 

U.S.A. DEALER NET $ 6.50 
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Model 3423 


NEW MUTUAL CONDUCTANCE 
TUBE TESTER 

Here is Proportional Mutual Conductance 
tube testing by a new patented circuit—offer¬ 
ing advantages hitherto unavailable to the 
service trade. The right Tube Tester for TV 
and Radio Tubes. The circuit provides the true 
proportional relationship to the Gm curve for 
measuring in Micromhos the tube character¬ 
istics. Diodes and low power thyratrons are 
tested on the GOOD-7-BAD scale. 

This new tester handles the most perplexing 
tube testing problems in many fields—Radio 
Servicing, Industrial Production, Laboratory 
Testing, Theatre and P.A. Equipment, Com¬ 
munications, etc. Patented circuit for Pro¬ 
portional Mutual Conductance tube testing 
employs actual signal oscillator (4KC) for 
grid signal. Thus, hum and tipple, and tubes 
with open grids present no problem, and 
canndt give false readings. Signal component 
of output is picked off and measured by the 
specially designed instrument circuit. Tests 
all types of receiving tubes, low power trans¬ 
mitting tubes, rectifiers, thyratrons, voltage 
regulator tubes, eye tubes, subminiature, acorn, 
ballast tubes and pilot lamps. Continuity test 
circuit also may be used to check electrical 
appliances for shorts or open circuits. Flex¬ 
ible three-position lever switches for complete 
coverage of both present and future tube con¬ 
nections. Only three positions mean no guess 
work on settings. Speed and ease of operation 
marks use of the tester. 0-10 ACV (variable) 
available for testing low voltage tubes. Also 
five other voltages available. (10, 30, 70, 100 
and 250). Full range filament voltage settings 
provides complete and accurate filament or 
heater voltage at tube base connections: .63, 
1.4, 2.0, 2.5, 5, 6.3, 7.5, 12.6, 19.6, 25, 32, 60, 
70, and 117 volts. Instrument is Model 420, 4" 
I<mg scale, knife edge pointer for easy readability; adjusted to 
100 microamperes at 250 millivolts for good temperature compen¬ 
sation. Sockets: 4 prong, 5 prong, 6 prong, 7 prong large and 
small with combination for pilot lights and flashlight bulbs, 
8 prong octal, 8 prong loctal, 7 prong miniature, 7 pin subminia¬ 
ture (for hearing aid tubes), 8 pin subminiature (round), 8 pin 
acorn, 9 pin subminiature. Wt. 21 lbs. 

MODEL 3423 .... U.S.A. DEALER NET . . . $199.60 


ABSORPTION TV-IF 
MARKER 


Frequency Coverage; 

9.5 to 50 MC in two bands. 

Triplett first to provide: 

Control over amplitude of 
Marker dip. 

Standby feature. Removed 
from circuit by merely turn¬ 
ing switch. 

Other special features: 

May be used with any type 
Sweep Generator. 

Two tuning ranges provid¬ 
ing complete coverage of 
all present TV-IF frequen¬ 
cies and ample provision 
for the future. 

Designed as companion unit 
for 3435 Sweep Generator. 

Although designed as a companion unit for Triplett Model 3436 
Sweep Signal Generator; it can be used with any Sweep Generator 
as an external Marker. There are no complications in use, for 
connection is made quickly and easily through a panel connector. 

A standby switch is provided for temporary silencing of Generator 
during other work on equipnient under test. Attenuation—con¬ 
tinuously variable from 0 to maximum of Marker dip. 

Copper plated steel construction throughout. Large 4" dial has 
two easy^to-read scales etched on the dial. 

Metal case, with blacky suede enamel finish, 7%" x 6%" x 4%". 
Metal handle. Copper plated feet for improved grounding when 
working over metal work bench top. Panel is black and red etched 
on aluminum. 

Accessories—Co-Axial cable for low-loss connection to Sweep 
Generator. Coaxial cable for connection to test setup. 

Power: None required. Weight: 4 lbs. 

MODEL fl235 .... U.S.A. DEALER NET . . . $29.60 

ALL PRICES ARE SUBJECT TO CHANGE 




NEW CRYSTAL 
MARKER 

Frequency Coverage: 

Up through 19 MC on 
crystal (fundamentals) 

Up through 216 MC on 
crystal (harmonics) 

(Crystals not included.) 

Model 1236 provides 
Marker frequencies of crys¬ 
tal controlled accuracy for 
TV, IF or RF require¬ 
ments. By purchasing 
ONLY those crystals needed 
for a particular TV service 
area and the most-used IP 
frequencies, this new unit 
provides utmost Marker ac¬ 
curacy and offers ’ a speedy 
selection of the desired 
crystal-controlled signal. 

This Marker saves plenty 
of time in checking band¬ 
pass characteristics of 
curves — simply throw the Model 1236 

switch to the desired crys- i 

tal — eliminating delays resulting from constant^ tuning and 
retuning required in the use of variable markers. Signals for the 
most accurate and fastest means of aligning local oscillators in 
TV receivers and many other applications. When using a 1 MC 
crystal. Model 1236 becomes a standard for checking other signal 
generators or receivers. 

Designed as a companion unit to Triplett 3435, it receives its 
power by plugging into a panel jack in the Sweep Generator. 

Attenuation—Low impedance single control T-pad attenuator, 
continuously variable. Shielding—Copper plated steel construction 
throughout. Stability—Increased by use of latest high-frequency 
techniques. 

Metal case, black suede enamel finish, VYg" x 6%" x 4}^". 
Metal handle. Copper plated feet. Silver, black, and red etched 
aluminum panel. 

Accessories — Coaxial cable for low-loss connection to Sweep 
Generator. 


WEIGHT: 3% lbs. 

MODEL 1236 .... U.S.A. DEALER NET . . $24.60 
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TV-FM SWEEP SIGNAL 
GENERATOR WITH BUILT-IN 
MARKERS 



Model 3434A 


A FEW REASONS YOU’LL WANT MODEL 3434-A 
ic Output 1. to 1.5 Volts. 

Continuously variable sweep width from 100 KC to 12 MC. 

Illuminated Frequency dial marked with channels and frequencies. 
if Variable Marker provides continuous tuning over all present TV Video and 
Sound IFs. Illuminated Mirrored dial. 
if Designed to provide HIGH OUTPUT for stage-by-stage alignment. 
if Self-contained Horizontal Bar Generator covers all channels on Marker Harmonics. 

MODEL 3441 TV-FM OSCILLOSCOPE 

Push-Pull vertical and horizontal output amplifiers. 

VERTICAL AMPLIFIER—Response usable beyond 4.0 MC. Shows a 300 KC square 
wave with no distortion. Two frequency response ranges with four-range compensated 
attenuator. 

SENSITIVITY: .01 RMS Volts/Inch with switch in 2 MC position. 

.02 RMS Volts/Inch with switch in 4 MC position. 

HORIZONTAL AMPLIFIER—Frequency Range 

Flat within ±20% from 20 Cycle to 150 KC. Deflection Sensitivity—.15 RMS Volts/Inch. 
INPUT IMPEDANCE—Vertical Amplifier 

2 Megohms in parallel with 20 MMF. with low capacity probe. 

2 Megohms in parallel with 45 MMF. at input terminals. 

CALIBRATING METER (ILLUMINATED)—Reads peak to peak voltages from 0 to 
1000 Volts in 8 ranges, the low range being 0-0.3 volt peak to peak. Reading peak 
to peak voltages with Triplett Model 3441 makes it possible to view the percentage 
of positive and negative; plus reading peak to peak voltage direct. Where reading 
peak to peak voltage on a VTVM only peak to peak voltage is known. 

PHONE JACK is on front panel connected to the output of the vertical amplifier 
so you can hear as you see. This makes a convenient way to familiarize the visual 
pattern with the familiar audio sounds. Having a high gain amplifier system available 
also is ideal for tracing audio circuits and checking for noisy components. 

LINEAR TIME BASE—10 CPS to 60 KC/Second linear, available at panel. 

TUBE COMPLEMENT—5UP1, 2-7A6, 5Y3, VR150, 6AC7, 12AT7, 3-6SN7, 2X2. Total 11. 
Wide frequency range provide for Television servicing requirements. 

Phased 60 CPS horizontal sweep and return trace eliminator for use with Sweep 
Generators. 

Synchronizing and horizontal Sweep Selector combined in same control for simplicity 
in operation. 

CASE—Metal, with black suede enamel finish, 15 x 11 # 2 " x 16'''. Leather handle. 
Metal feet for improved grounding. 

PANEL—Black, red and white characters etched on aluminum. 

ACCESSORIES—Two Co-Axial leads for Vertical Input. Rubber covered leads to 
plug into Binding Post. Low capacity probe. 

POWER—105-115 Volts, 50-60 Cycles, 80 Watts. Wt.: 88 lbs. 


HARMONICS SUFFICIENT FOR SERVICING 
UHF RECEIVERS 

FREQUENCY COVERAGE 
Sweep Center Frequency; Range 1- 0- 60 MC 

Range 2- 60-120 MC 
Range 3-120-240 MC 
Sweep Vs^idth: .1-12 MC . _ ^ 

(Continuously Variable) 


Marker Frequency: 

3.5- 4.9 MC (Fundamental) 
19.5-29.3 MC (Fundamental) 
29 -48.6 MC (Fundamental) 
48.6 MC to 241 MC on Harmonics 
Crystal Frequency: To 20 MC (Fundamental) 
Can be used to produce Harmonics up to 
216 MC. (Plug-in Crystals not included.) 
Modulation: 600 Cycle on Both Crystal and 
Marker frequencies. 

Audio: 600 Cycles. 

Model 3434-A provides a complete service 
laboratory for TV-FM servicing and other 
electronic requirements. No gaps in fre¬ 
quency. Continuous tuning over all TV-FM 
bands. Provisions for simultaneous presenta¬ 
tion of two Markers. Audio output for quick 
cheek on video and sound amplifiers. Ladder 
type attenuator for coarse and fine output 
adjustment. Provision for simultaneous pres¬ 
entation of Crystal and Variable Markers. 
Illuminated, mirror-scaled Marker dials for 
precise adjustment. Smooth action dial drive 
with vernier scale. Balanced network for 
balanced input receivers. Sweep standby 
switch for temporary silencing of Generator 
during other work on equipment under test. 
Line filter. Regulated power supply. Com¬ 
pletely shielded. Copper plated steel construc¬ 
tion throughout. 

Attractive steel case, black enamel finish, 
15^1" X 11 52 " X 81^". Copper plated feet for 
improved grounding. Leather handle. Black, 
white and red etched markings on aluminum 
panel. Accessories — Two Co-Axial cables; 
heavy braid grounding strap; Polystyrene 
covered, shielded leads for audio. Phase 60 
cycle output and additional ground. 

Power; 105-115 volt, 50-60 cycle, 55 Watts. 
MODEL 3434-A—U.S.A. DEALER NET . . . 
Wt. 23 lbs. 

$199.50 



Model 3441 

MODEL 3441 U.S.A. DEALER NET $199.50 
No. 9989 CRYSTAL (Demodulating or Signal 
Tracing PROBE, for use with MODELS 
3441 or 3440. U.S.A. DEALER NET $9.50 
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APPLIANCE TESTERS 


Model 2002 
RANGES: 0- 
1500 - 3000 
Watts AC- 
DC at 10 
Amp. nor- 
m a 1 , 2 0 

Amp. Max., 
40 Amp. mo¬ 
mentary; 0- 
130-260 Volts 
AC-DC. 

Model 2 002 
shows power 
consump¬ 
tion of in- 
dustria 1 
equip- 
ment, radios, 
electric 
ranges, r e - 
frigera - 
tors, wash¬ 
ers, etc., un¬ 
der actual 
o p e r a t - 
, . ^ ing c o n d i - 

Model 2002 tions, on 

either DC or AC between 25 and 133 cycles. Wattmeter on the 
left and Voltmeter on the right permit Watts and Volts to be read 
simultaneously or independently. Shows if voltage remains with¬ 
in limits under operating loads. Shows faulty ^ower lines. Heavy 
inner construction. Heavy leather case, with snap cover and 
leather handle, 6%" x 4^" x 3^", Storage space for cord and plug 
furnished. Weight 2 lbs. 

MODEL 2002 .... U.S.A. DEALER NET .... $39.50 
MODEL 2006 

RANGES 0-25 AC-DC Amperes: 0-130-260 AC-DC Volts. 

Model 2206 is designed for those who prefer the Voltmeter- 
Ammeter method of testing electric ranges, refrigerators, washers 
and other household appliances, plus many industrial uses. Simul¬ 
taneous readings of line voltage and current drain. Compact, 
portable, heavy leather case, with strap handle, QW' x 4^" x 3%". 
Adequate storage space for cord and plug furnished. Weight 2 lbs. 
MODEL 2006 .... U.S.A. DEALER NET . ... * $34.50 

VU METER DB METER 

Volume Unit and Decibel Meters are used to measure sound or 
. noise levels in amplifiers for Public Address, Theatres, Broad¬ 
casting Studios, Broadcasting Static Equipment, etc. 

VU Meters are used for volume level measurements—including 
broadcast monitoring. Ballistic characteristics comply with stand¬ 
ardization recommendations of NBC and CBS and Bell Telephone 
Laboratories. Internal impedance 3900 Ohms, Steady state refer¬ 
ence 1 Milliwatt. For 600 Ohm line. Dynamic characteristics pro¬ 
vide for 99% full scale deflection in .3 seconds. Specify scale type 
when ordering: 

KType/‘A”: 0-100 (black) -20 to -|-3 VU on top arc (red). 

Type “B”: 0-100 (black) -20 to -j-3 VU on bottom arc (red). 

Net Price 

Model 420 VU .$16.50 

Model 420 VU (Illuminated) . 18.00 

Model 426 VU. 16.50 

Model 426 VU (Illuminated) . 18.00 

Model 327-T VU . 15.50 

Model 327-T VU (Illuminated) . 17.00 

vDB Meters permit the operator of public address systems, etc., 
tq make instant adjustments to prevent sound blasting or distor- 
vtipn; General purpose type reads up 6 and down 10 decibels. Zero 
jdecibel — 1.73 Volts. Calibrated for use on a 500 Ohm line. Refer- 
^^nce level 6 Milliwatts. Resistance: 5000 Ohms. They consist of 
ia sensitive D.C. instrument coupled to a copper-oxide rectifier. 
Standard damping is provided unless highly damped instruments 
are specified. Quotation on request. 

Net Price 

Models 321-T or 327-T...$12.40 

Models ,321-T or 327-T (Illuminated) .. 14.00 

Models 420 or 426 .. 13.40 

Models 420 or 426 (Illuminated) . 15.00 

High Range D.C. Voltmeters for Amateurs 

Designed particularly for radio amateurs. High range 3" D.C. 
Voltmeters—1000 ohms per volt. Provided with special external 
metalized multipliers mounted on bakelite strip. Specify this type 
when ordering, or standard voltmeters will be furnished. Avail¬ 
able 3" case. Models 321-T, 327-T: 

Range Price Range Price 

O-JOOO . $13.10 0-4000 $13.10 

0-2000 . 13.10 0-5000 13.10 

0-3000 . 13.10 • 

ALL PRICES ARE SUBJECT TO CHANGE 



RADIO AMATEUR EQUIPMENT 

FREQUENCY METER 

A new band-switching, tuned Absorption 
type Frequency Meter, covering five amateur 
bands. Incorporates the new germanium 
crystal and a D.C. Milliammeter indicator 
for greater sensitivity. Direct calibration on 
panel—no coils to change; switching per¬ 
mits instantaneous band change. Audio jack 
is provided for monitoring of phone signals 
—another new feature. Fully shielded. Cali¬ 
bration is in megacycles in the following 
bands: 3.5-4 MC; 7-7.3 MC; 14-14.4 MC; 

20-21.5 MC ; 28-30 MC. Coil is removable and 
other coils may be substituted for special 
bands, if desired. 

USEFUL FOR CHECKING: (1) Funda¬ 
mental frequency Of oscillating circuits. (2) 

Presence, order and amplitude of harmonics. 

(3) For parasitic oscillations. (4) Neutraliza¬ 
tion of R. F. amplifiers. (5) Standing wave 
ratio on transmission lines. (6) Presence of 
undesirable or small quantities of R. F. 

(7) Monitoring of phone signals. 

Red • Dot Lifetime Guaranteed Meter. s 

A fully shielded unit of compact pocket size. Overall height, in¬ 
cluding coil, 7%"; width 2^/4"; depth 2%". Attractive gray “ham¬ 
mered” enamel finish with black trim. 





MODEL 3256 


WATTMETERS 


U.S.A. DEALER NET 


ELECTRODYNAMOMETER 


These instruments can be used on single 
phase A.C. or D.C. as Wattmeters. On 
special order they can be made up as volt- 
meters or ammeters. Instruments are self- 
contained to 300 Volts—10 Amperes. Over 
that external connection can be made. For 
use on frequencies up to 133 cycles per 
second. Available in three-inch model 361. 

Case dimensions same as 321-T, except for jmgj 

depth, 2" back of the flange (2-^-1" over 

studs). Wattmeters can be combined in the 

Triplett Twin case with a voltmeter or 

Ammeter. Accuracy within ±2%. Standard ranges as follows: 


MODEL 361 — SINGLE PHASE 


Range 

Normal 

Normal 

Sc. 

Net 

Watts 

Voltage 

Amps. 

Div. 

Price 

0-75 

150 

y2 

75 

$19.50 

0-150 

150 

1 

75 

19.50 

0-300 

150 

2 

60 

19.50 

0-750 

150 

5 

75 

19.50 

0-1500 

150 

10 

75 

19.50 

0-150 

300 

y2 

75 

21.50 

0-300 

300 

1 

60 

21.50 

0-600 

300 

2 

60 

21.50 

0-1500 

300 

5 

75 

21.50 

0-3000 

300 

10 

60 

21.50 


DOUBLE RANGE WATTMETERS (Double Voltage Limits Only) 

0-75-150 

150-300 

y2 

75 

26.00 

0-150-300 

150-300 

1 

75 

26.00 

0-300-600 

150-300 

2 

60 

26.00 

0-750-1500 

150-300 

5 

75 

26.00 

0-1500-3000 

, 150-300 

10 

75 

28.50 


SENSITIVE RELAYS 

Highly sensitive Triplett relays of the D’Arsonval moving coil 
type, are carefully designed to give dependable, satisfactory per¬ 
formance. Since relays cover such a wide field and most of them 
are made to special order, no standard models are listed. Contacts 
are normally rated at 25 Milliamperes, 25 Volts ; higher ratings 
if required. Instrument relays are provided in 2", 3" or Twin 
cases. Years of instrument experience are available to every relay 
user through Triplett’s extensive service. Send us your applica¬ 
tions with information specifying maximum and minimum cur¬ 
rents and voltages which /vyill pass trough rday coil and contact 
points, etc. 

- ALL mooms SUBJECT TO RE¥mmi 
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Models 221-T. 231-S, 241-T; 
222-T, 232-S, 242-T; 321-T, 
331-S, 341-T; 322, 332, 342 



Models 227-T, 237-S, 247-T; 
327-T, 337-S, 347-T 



Models 426, 436, 446 


D.C.VCLTS 


*Molded base. 

“Metal on special order. 



1 Scale Lengths | 

D. C. 

A. C. 

1.76" 

1.58" 

1.76" 

1.58" 

1.7 6" 

1.58" 

1.76" 

1.58" 

2.49" 

2.22" 

2.49" 

2 22" 

2.49" 

2.22" 

2.49" 

2.22" 

3.11" 

2.78" 

3.11" 

2.78" 

3.11" 

2.78" 

3.11" 

2.78" 

4.06" 

3.6" 

3.11" 

2.78" 

3.11" 

2.78" 

5.6" 

5.3" 

6" j 

5.75" 


2ig"Dia. 

2Si" Dia. 
2ic/' Dia, 
2%" Sq. 
‘SV 2 " Dia. 

3 Vi" l>ia. 
3i^" Dia. 
3" Sq. 

4V4" X 3 m" 

3 V 2 " X 3ii'/'^ 

4 %" Dia. 
414 " X 4" , 
4%" X 4^" 

514 " Dia. 
4%" Dia. 
6" X 5%" 

im "X em" 


D.C. VOLTMETERS ~ 125 Ohms per Volt 





Models 

Models 

Models 420, 





221-T, 222-T, 

321-T,322, 

421, 421-A, 

Models 

Model 

Model 

Range 

223-T, 227-T 

324, 327-T 

422, 426 

521, 524 

626 

726 

0-5 . 


$ 8.50 ... 

... $ 9.50 . 

_$11.00 _ 

. $11.50 ... 

. . $14.50 

0-10 _ 

. 7.50 . 

8.50 . .. 

9.50 . 

11 00 

. 11.50 . .. 

. . 14.50 

0-25 _ 

. 7.50 . 

8.50 . . . 

9.50 . 

. . 11.00 . . . 

. 11.50 . .. 

. . 14.50 

0-50 _ 

. 7.50 . 

8.50 . .. 

9.50 . 

.... 11.00 . . , 

. 11.50 . .. 

. . 14.50 

0-100 ... 

. 7.50 . 

8.50 . .. 

9.50 . 

11.00 . . , 

. 11.50 . .. 

. . 14.50 

0-150 ... 

. 7.50 . 

8.50 . . . 

9,50 . 

. 11.00 . . . . 

. 11.50 ... 

. . 14.50 

0-300 . .. 

. 9.30 . 

10.30 

11 30 . 

12.80 

. 13.30 . .. 

. . 16.30 


D.C 

. VOLTMETERS 1000 

Ohms per Volt 



0-10 _ 

. $ 9.90 . 

$10.90 ... 

... $11.90 . 

.... $13.40 . 

. $13.90 _ 

. . $16.90 

0-150 ... 

. 10.30 .. 

11.30 ... 

... 12.30 . 

. 13.80 . 

. 14.30 ... 

.. 17.30 

0-300 . . . 

. 12.60. 

13.60 . .. 

.. . 14.60 . 

. 16.10 . .. .. 

. 16.60 . .. 

.. 19.60 

0-500 . . . 

. 14.10t. 

15.10 ... 

.. . 16.10 . 

_ 17.60 ..... 

. 18.10 _ 

. . 21.10 

0-1000 . . 

. 28.40*. 

29.40*... 

... 30.40*. 

. 31.90*..:.. 

. 32.40*... 

. . 35.40* 


125 Ohms/Volt sensitivity supplied unless otherwise specified on order, f Instruments supplied 
with External wire-wound series resistors at prices shown. * Supplied with external resistor 
boxes at prices shown above. All other instruments are self-contained. 

D.C. MICROAMMETERS 


0-20 _ 

. $13.50 . . 

_$14.50 . 

. $15.50 . 




0-50 .... 

. 10.50 . .. 

_ 11.50 . 

. 12.50 . 

$14.00 _ 

.. $14.50*... 

.. $17.50* 

0-100 ... 

. 10.00 . ., 

_ 11. oa. 

, 12.00 . 

13.50 _ 

.. 14.00*... 

.. 17.00* 

0-200 ... 

. 8.50 ... 

_ 9.50 . 

. 10.50 . 

12.00 _ 

. . 12.50 . .. 

. . 15.50 

0-500 ... 

. 8.00 . . 

_ 9.00 ..... 

. 10.00 . 

11.50 . .. , 

. . 12.00 . .. 

. . 15.00 

* Supplied 

with knife-edge 

pointer. 







D.C. MILLIAMMETERS 




0-1 . 

. $ 7.50 . ., 

... $ 8.50 . 

. $ 9.50 . 

$11.00 . .. 

. . $11.50 ... 

. . $14.50 

0-15 _ 

. 7.50 . . 

8.50 . 

9.50 . 

11.00 . .. 

. . 11.50 _ 

. . 14.50 

0-25 _ 

. 7.50 . . 

8.50 . .. .. 

9.50. 

11.00 . .. 

. . 11.50 . .. 

. . 14.50 

0-50 _ 

. 7.50 . . 

8.50 . 

. 9.50 . 

11.00 . .. 

. . 11.50 . .. 

.. 14.50 

0-100 ... 

. 7.50 . . 

8.50 . 

9.50 . 

11.00 . .. 

. . 11.50 . .. 

.. 14.50 

0-150 . . . 

. 7.50 . . 

8.50 . 

9.50 . 

11.00 . .. 

. . 11.50 . .. 

.. 14.50 

0-200 ... 

. 7.50 . . 


9.50 . 

11.00 . .. 

. . 11.50 . . . 

. . 14.50 

0-250 . . . 

. 7.50 . . 

. 

8.50 . 

9.50 . 

11.00 . .. 

. . 11.50 . .. 

. . 14.50 

0-300 ... 

. 7.50 . . 

8.50 . 

9.50 .. 

11.00 . .. 

. . 11.50 . . . 

. . 14.50 

0-500 ... 

. 7.50 . . 

8.50 __ 

9.50 . 

11.00 . .. 

. . 11.50 . . . 

. . 14.50 



D.C. 

AMMETERS 




0-1 . 

. $ 7.50 .. 

... $ 8.50 . 

. $ 9.50 . 

$11.00 ... 

.. $11.50 ... 

.. $14.50 

0-10 _ 

. 7.50 . . 

8.50 . 

9.50 . 

11.00 . ., 

. . 11.50 . .. 

. . 14.50 

0-25 _ 

. 7,50 . . 

8.50 . 

9.50 . 

11.00 _ 

. . 11.50 . .. 

. . 14.50 

0-50 _ 

. 7.50 . . 

8.50 . 

9.50 . 

11.00 _ 

. . 11.50 . .. 

. . 14.50 



A.C. 

VOLTMETERS 





231-S, 232-S, 

331-S, 332-S. 430, 431, 431-A, 




Range 

233-S, 237-S 

334, 337-S 

432,436 

531,534 

636 

736 

0-5 . 

. $ 7.50 . . 

_$ 8.50 . 

. $ 9.50 . 

$11.00 . .. 

. . $11.50 . .. 

. . $14.50 

0-10 _ 

. 7.50 . . 

_ ’ 8.50 __ 

9.50 . 

11.00 . . . 

. . 11.50 . .. 

. . 14.50 

0-150 ... 

. 8.50 . . 

_ 9.50 . 

. 10.50 . __ 

12.00 . .. 

. . 12.50 . .. 

. . 15.50 

0-300 . . . 

. 10.30 . . 

_ 11.30 . 

. 12,30 . 

13.80 . .. 

. . 14.30 . .. 

. . 17.30 



A.C. 

AMMETERS 




0-3 . 

. $ 7.50 . . 

_ $ 8.50 . 

. $ 9.50 . 

$11.00 ... 

, . $11.50 . .. 

.. $14.50 

0-5 . 

. 7.50 . . 

_ 8.50 . 

9.50 . 

11.00 ... 

. . 11.50 _ 

. . 14.50 

0-10 _ 

. 7.50 .. 

_ 8.50 . 

9.50 . 

11.00 ... 

. . 11.50 . .. 

. . 14.50 

0-25 .... 

7.50 . 

8 50 _ 

9..50 . 

11.00 . .. 

. . 11.50 . . . 

. . 14.50 



A.C. MILLIAMMETERS 




0-10 .... 

7.50 . . 

... $ 8.50. 

. $ 9.50 . 

$11.00 . .. 

. . $11.50 . .. 

.. $14.50 

0-15 .... 

7.50 . 

8.50 . 

. ' 9.50 . 

11.00 . .. 

. . 11.50 . .. 

. . 14.50 

0-50 

7.50 . . 

8.50 . 

9.50 . 

11.00 . .. 

. . 11.50 . .. 

. . 14.50 

0-100 .,. 

7.50 . . 

8.50 . 

9.50 . 

11.00 . .. 

. . 11.50 . .. 

. . 14.50 

0-200 . .. 

7.50 . . 

8.50 . 

9.50 . 

11.00 . .. 

. . 11.50 _ 

. . 14.50 

0-500 .. . 

7.50 . . , 

8.50. 

9.50 . 

11.00 . . . 

. . 11.50 _ 

.. 14.50 



R.F. AMMETERS 

(with internal couples) 



0-.5 

$ 8.50 

. . $ 9.50 . 

. $10.50 . 

$12.00 . .. 

. . $12.50 . . . 

.. $15.50 

0-i . 

. 8.50 ... 

9.50 . 

. 10.50 . 

12.00 . . . 

. . 12.50 . .. 

. . 15.50 

0-1.5 ... 

8.50 ... 

9.50 . 

. 10.50 . 

12.00 . . . 

. . 12.50 _ 

.. 15.50 

0-2.5 

8 50 

9,50. 

. 10.50. 

12.00 . .. 

. . 12.50 _ 

.. 15.60 

0-5 . 

.... 8.50 . .. 

9.50. 

. 10.50. 

12.00 . . . 

. . 12.50 . .. 

.. 15.50 

0-10 __ 

. 8.50 ... 

9.50. 

. 10.50. 

12.00 ... 

.. 12.50 _ 

. . 15.50 


Models 626, 636, 646; 0-10*!’.!..’.!*.!. 8.50 !!!!!. 9.50 . 10.50 . 12.00 . 12.50 . 

726, 736, 746 Also available with external couples; prices on request. Models 241-T, etc. correspond t 

Models 221-T, 341-T to 321-T, etc. 

ALL PRICES ARE SUBJECT TO CHANGE — ALL MODELS SUBJECT TO REVISION — OTHER RANGES AVAILABLE 
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TYPE NF-2C 


Emico Precision Instruments 

FOR 

PANELS AND TEST SETS 


Electro Mechanical Instrum^t Co. 
813 Chestnut Street, Perkasie, Pa. 



TYPE RF-2C 


EMICO panel and test meters are rugged and reliable instruments. 
Cases are of steel and finished in durable black. DC meters have the 
new HI-TORK magnetic movements and are accurate to well within 
5%. AC meters are of the moving iron type and are also accurate 
to within 5%. 

MOUNTING —All model NF-2C and IIF-2C meters will fit into a 
2 t?s 5" diameter hole and are mounted by means of a U clamp. 

DESIGN —EMICO meters are designed to give satisfactory service 
under the most severe conditions. They are styled to add to the 
prestige and appearance of electrical equipment. 

PRICES—Prices listed are net and in 
Resistance approximate. If important 


CALIBRATION— Since the instruments are calibrated in steel cases, 
their accuracy is not affected by panels made of magnetic materials 
of nominal thickness. 

GUARANTEED —All EMICO instruments are guaranteed against de^ 
fective material and workmanship for a period of one year after 
date of purchase, and will be repaired or replaced if sent to the 
factory postpaid with a 50c handling charge. 

EMICO instruments are available in quantities to jobbers’ or manu¬ 
facturers in the following sizes: NF-2", RF-2'', RF-2i/^"', and 
RF-4^" at 3% accuracy. We invite your inquiries on instruments 
for special application. 

3 all hardware and individual boxing, 
lest factory engineering confirmation. 


DEALERS' PRICE LIST 

DC AMMETERS 


MODEL NF-2C MODEL RF-2C 



Approximate 

Catalog 

Dealers' 

Catalog 

Dealers' 

Range 

Resist. Ohms 

Number 

Net Price 

Number 

Net Price 

0-1 

.16 

2101 

$1.40 

2201 

$1.50 

0-5 

.016 

2102 

1.40 

2202 

1.50 

0-10 

.00115 

2103 

1.40 

2203 

1.50 

0-15 

.00115 

2103-A 

1.40 

2203-A 

1.50 

0-20 

.00115 

2104 

1.40 

2204 

1.50 

0-30 

.00115 

2105 

1.40 

2205 

1.50 

1-0-1 

.08 

2109 

1.40 

2209 

1.50 

3-0-3 

.00115 

2110 

1.40 

2210 

1.50 

6-0-6 

.00115 

2111 

1.40 

2211 

1.50 

10-0-10 

.00116 

2112 

1.40 

2212 

1.50 

15-0-15 

.00115 

2113 

1.40 

2213 

1.50 

20-0-20 

.00115 

2114 

1.40 

2214 

1.50 

30-0-30 

.00115 

2115 

1.40 

2215 

1.50 



DC MILLIAMMETERS 



0-1 

1000 

2120 

$3.20 

2220 

$3.22 

0-8 

600 

2121 

2.00 

2221 

2.10 

0-6 

1260 

2125 

1.95 

2225 

2.05 

0*10 

430 

2126 

1.SS 

2226 

1.95 

0-20 

70 

2127 

1.40 

2227 

1.50 

0-30 

60 

2128 

J.40 

2228 

1.50 

0-50 

16 

2129 

1.4-0 

2229 

1.50 

0-100 

8 

2130 

1.40 

2230 

1.50 

0-150 

2.75 

2130-A 

lAO 

2230-A 

1.50 

0-200 

2.75 

2130.B 

1.40 

2230-B 

1.50 

0-300 

.50 

2131 

1.40 

2231 

1.50 

0-600 

.85 

2132 

1.40 

2232 

1.50 


DC VOLTMETERS 

(LOW RESISTANCE) 


0-1 

33 

2134 

$1.40 

2234 

$1.50 

0-3 

100 

2135 

1.40 

223$ 

1.50 

3-0-3 

30 

2136 

1.40 

2236 

1.50 

0-6 

140 

2136-A 

1.40 

2236-A 

1.50 

0-8 

225 

2136-B 

1.40 

2236-B 

1.50 

0-10 

280 

2137 

1.40 

2237 

1.50 

0-16 

450 

2137-A 

1.40 

22374A 

1.50 

0-60 

1400 

2138 

1.40 

2238 

1.50 


DC VOLTMETERS (HIGH RESISTANCE) 


(100 ohms/volt except 150 and 300 volt ranges are 200 ohms per volt) 


0-10 

1050 

2140 

$2.10 

2240 

$2.20 

0-30 

2800 

2141 

2.35 

2241 

2.45 

0-50 

4000 

2142 

2.70 

2242 

2.80 

0-160 

28000 

2143 

2.80 

2243 

2.90 

0-800 

66000 

2144 

2.80 

2244 

2.90 



AC AMMETERS 



0-1 

.366 

6101 

$2.40 

6201 

$2.55 

0-3 

.078 

6102 

2.40 

6202 

2.55 

0-6 

.023 

6103 

2.40 

6203 

2.55 

0-10 

.018 

6104 

2.40 

6204 

2.55 

0-25 

.007 

6105 

2.70 

6205 

2.80 



AC MILLIAMMETERS 



0-25 

760 

6125 

$2.40 

6225 

$2.45 

0-60 

175 

6126 

2.40 

6226 

2.45 

0-100 

68 

6127 

2.40 

6227 

2.45 

0-260 

12 

6128 

2.40 

6228 

2.45 

0-600 

1.76 

6129 

2.40 

6229 

2.45 



AC VOLTMETERS 



0-6 

50 

6135 

$2.40 

6235 

$2,55 

0-10 

176 

6136 

2.40 

6236 

2.55 

0-15 

800 

6137 

2.40 

6237 

2.55 

0-25 

920 

6137-A 

2.40 

6237-A 

2.55 

0-60 

1800 

6138 

2.40 

6238 

2,55 

0-160 

9630 

6139 

3.50 

6239 

3.60 

0-800 

82000 

€149 

4.10 

6240 

4.1S 







MMii 


TYPE IMF-2C 


^2i 


TYPE RF-2C 




EMICO HEARING AID 
BATTERY TESTER 

MODEL 103A 

Nofe These Features: 

• Unbreakable Metal Case 

• Beautifully Finished Case 

• Powerful Mechanism 

• Color-Fast Metal Dial 

• Easily Read Dial 

• Reliably Accurate 

• Will Not Drain Batteries 

Designed to Test 
All Types of 
2 Volt “A’’ Batteries 
and 22!/2, 30 and 45 Volt Batteries 

Available also in 
0-9 and 0-90 Volt Range — 
Specify Model 103B 

Write to Factory for Prims 
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IN ST R U M E N T S THAT 


A ecu R ATE 


MODEL 260 

Set Tester 


V/or/ef’s Most Popular 
High Sensitivity Set Tester 
For RADIO and TELEVISION 


There are more Simpson 260 high sensitivity volt-ohm-milliammeters 
in use today than all others combined. No other instrument of its 
kind has approached the world-wide popularity of the Simpson 260. 
In no other tester of its kind will you find the combination of useful 
ranges, accuracy, ruggedness, beauty and sensitivity developed to 
such a high degree of perfection. 

Removal of the Model 260 from its heavy, handsome case of mold¬ 
ed bakelite, will disclose how it differs from most set testers. You 
will see a sub-panel with a score of small recesses each holding a 
separate resistor or other component. You will notice complete ab¬ 
sence of cable wiring. All connections are short and direct, thus of¬ 
fering a strength and firmness of assembly and the finest of insulation 
to reduce chances of shorts. All components are readily accessible. 
The front panel is a thing of beauty and long life. Pin jacks are re¬ 
cessed so no metal parts are exposed. All figures and symbols are 
molded into a heavy Bakelite panel and filled with durable white for 
long' wear and legibility. 

At 20,000 ohms per volt the 260 is highly dependable, rugged and 
accurate. Its practically negligible current consumption assures re¬ 
markably accurate voltage readings. It provides DC current readings 
as low as 2 microamperes and up to 10 amperes. Dependable re¬ 
sistance readings can be made up to 20 megohms and as low as 1/5 
ohtn. With the 260 you can measure automatic frequency control, 
diode balancing circuits, grid currents of oscillator tubes and power 
tubes, bias of power detectors, automatic volume control diode cur¬ 
rents, high-mu triode plate voltage, as well as a wide range of other 
measurements which cannot be checked with ordinary servicing in¬ 
struments. 



RANGES 


Model 260 Volt-Ohm-Milliammetcr 
20,000 Ohms per Volt DC, 1,000 
Ohms per Volt AC 
Volts, AC and DC: 2.5, 10, 50, 250, 



DEALER’S NET PRICES 

Model 260, complete with test leads and Operator’s Manual..^38.95 

(Size: 5 l/4'^x7"x3 Weight: 3^2 lbs. Shipping Wt.: 5 lbs.) 

Leather Carrying Case........L... 6.75. 

Eveready Neolitc Carrying Case___ 8.75 

Model 260RT in Roll Top Safety Case, complete with test leads and Opera¬ 
tor’s Manual _______ 46.90 

(Size: 6%"x9"x4%". Weight: 6 V 2 lbs. Shipping Wt.: 9 lbs.) 

Model 260 available in standard all black or two tone tan and brown, at above prices. 
Specify color desired. 


25,000 VOLT DC PROBE FOR 
TELEVISION TESTING 
Complete, nothing to add, for use with 
Model 260. Weight: 6 oz. Shipping 
weight: 8 oz. 

DEALER’S NET PRICE 

complete with Instructions_^9.95 


1000, 5000 

Output: 2.5, 10, 50, 250, 1000 
Milliamperes, DC: 10, 100, 500 
Microamperes, DC: 100 
Amperes, DC: 10 

Decibels (5 ranges): —12 to +55 DB. 
Ohms: 0-2000 (12 ohms center), 
0-200,000 (1200 ohms center), 

0-20 megohms (120,000 ohms 
center). 


MODEL 260RT SET TESTER IN ROLL TOP SAFETY CASE 

The Model 260, when placed inside our patented housing of heavy mold¬ 
ed bakelite and permanently fastened in position, offers the highest de¬ 
gree of efficient, economical instrument protection. Now you can buy the 
famous 260 complete in this roll top safety carrying case with its built-in 
lead compartment at less than the price of a 260 and an Eveready leather 
carrying case. A flick of the finger rolls the top up and the instrument 
is ready to use. A downward flick rolls the top down and your instrument 
is fully protected. 
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THE NEW MODEL 269 

THE WORLD'S FIRST 
COMMERCIALLY AVAILABLE 
100,000 OHMS PER VOLT 
VOLT-OHM MICRO AMMETER 

5iG 7 INCH DIAL . . . COMPACT 7 INCH CASE 

The Simpson Model 269 AC-DC ultra 
sensitive volt-ohm MICROammeter is ideal 
for voltage measurements in high resist¬ 
ance circuits . . . TV receivers — labo¬ 
ratory research work — other electronic 
equipment! 

Use it in place of VTVM’s for many 
voltage and resistance measurements in 
TV and other service work* 

Eliminates line cord \ * * drift < * 

tube repUcenient« , , 

The new Simpson Model 269 VoTt- 
Ohm^MICROammetet is the most com¬ 
pact ultra high sensitivity instrument you 
can faay*^ = ' ' 

customized to meet the needs of the 
electronic and electrical industries.: 

; Only two controls are necessary —- 
time and assures accuracy. 

Big seven-inch dial features an extra 
long scale for reading ease. 

Rugged construction is designed for 
^actual service use. 

Measurement accuracy is 3% DC and 
AC of full scale deflection. 


Simpson Ad just-A-View handle^ may 
be used to instantly support the instru¬ 
ment at a convenient viewing angle on 
a bench top. 

The 269 offers dependable accuracy in 
a lightweight completely portable and 
compact case. 

RANGES 

DC Voltage 

0-1.6, 0-8, 0-40, 0-160, 0-400, 0-1600, 
0-4000 volts . . . 100,000 ohms ^per 
volt sensitivity. 

AC Voltage 

0-3, 0-8, 0-40, 0-160, 0-800 volts . . 
5,000 ohms per volt sensitivity. 

AF Output Voltage 

0-3, 0-8, 0-40, 0-160 volts ... 0.1 
microfarad internal series capacitor. 
Level in Decibels 

"*"12 to -f-ll decibels \ Zero DB 
, '*r3.5 to decibeTs / Power Level 

- “4-10.5 to H~33.5 decibels ( .001 watt 

- 422.5 to “j-45r5 decibels / in 6 OO ohms 
DC Resistance 

0-2,000 ohms (18 ohms center) 
0-20,000 ohms (180 ohms center) 
0-200,000 ohms (1800 ohms center) 

0-2 megohms (18,000 ohms center) 
0-20 megohms (180,000 ohms center) 
0-200 megohms (1.8 megohms center) 






DC Current 

0-16 microamperes, 0-160 microam¬ 
peres, 0-1-6 miIliatnpcres, 0-16 miUi. 
amperes, 0-160 milUamperes , . , 267 
' millivolts maximum drop- 
0-1.6 amperes, 0-16 amperes . , . 267 
millivolts maximum drop. 


DEAlER'S^ NET PRICE 

Complete with test leads . . - remov¬ 
able alligator clips, mul¬ 

tiplier, operator’s manual* Size; 7-15/16^'' 
X 6" X 2-15/16". Weight 4 lbs-Shipping 


.weight 6 lbs. PRICE 


% /4ctccai 

BOTH MODELS 262 and 269 FEATURE 
. BIG 7 INCH DIALS akd 
COMPACT 7 INCH CASES 


$88.00 


MODEL 262 

OLT-OHM-MILLIAMMETER 
20,000 OHMS PER VOLT 
SENSITIVITY 

RANGES ... BIG 7 INCH DIAL . . . 
COMPACT 7 INCH CASE . . . 

The Simpson Model 262 Volt-Ohm- 
has a sensitivity of 20,000 




ohms per volt DC and 5,000 ohms per 
volt AC . . . all. in a 7 inch case! 

Every one of its 33 ranges has been 
customized to meet the needs of the 
electronic and electrical industries. 

Only two' controls are necessary — 
saves time and assures accuracy. 

Big seven-inch dial features an extra 
long scale for reading ease. 

Rugged construction is designed for 
, actua^l service use. 

Measurement accuracy is 3% DC and 
5% AC of full scale deflection. 

Simpson Adjust-A-View handle may 
be used to instantly support the instru¬ 
ment at a convenient viewing angle on * 
bench top. 

The 262 offecs dependable accuracy 
in a lightweight completely portable and 
compact case- 

: DEALE^R'S NET PRICE 

Complete wijlh test leads . - remov¬ 

able alligator clips, 40(Kl'vbLt DC multb 

X 6" X 2-15/16%*Weight 4 tbs. Shipping 
weight 6 lbs. PRICE , ^ , $68.00 


RANGES 

DC Voltage 

0-1.6, 0-8, 0-40, 0-160, 0-40B, O[-160O, 
0-4000 volts . . . 20,000, ohms, per 
volt sensitivity. 

AC Voltage ' , 

0-3, 0-8, 0-40, 0-160, 0^800 volts . , 

5,000 ohms per volt $«»sttivtty. 

AF Output Voltage ' 

0-3, 0-8, 0-40, 0-160 volts , * - 0.1 
microfarad internal series capacitor.. 

Volume Level in Decibels . 

— 12 to 4-11 decibels v ' Zero DB 

— 3.5 to -1-19.5 decibels ( Power Level 
+ 10.5 to +33.5 decibels t; .001 watt 
4 22.5 to +45.5 decibels* in 600 ohms 

DC'Resisianee ^ : 

0x500 ohms (4.5 ohms center) 

0.5000 ohms (45 ohms center) 

0*50,000 ohms. (450 ohms center), 
0*500,000 ohms (.4,500 ohms center)' 
0-5 megohms (45,000 ohms center) 

0-50 megohms {450,000 megohms 
center) ' 

DC Current . ' . : ' 

0-80 microamperes ,0-160 micA>am' 
petes, .0-1.6 miiUampWes,' 16. milliam- 
, peres, 0-160' millmmperes , , . 267 
miliivuUs Inaximum drop. % ^ . > 

0^1,6'amperes,, 0-16 amperes '.,^'267 
.mllliyoits maximum drup-, , 


5262 Eveready Neolite Carrying Case for -Models 262 and 269..$ 9.95 


High Voltage Probe for 262 or 269 (16.000V).. 
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MODEL 480 FM TV GENESCOPE 

Ideal For Servicing Both VHF and UHF TV Receivers 

In addition to providing all the required 
signal sources for VHF television servicing, the 
Model 480 Genescope also includes a high 
sensitivity oscilloscope with unique advanced 
design in every detail and equipped with a high 
frequency crystal probe for signal tracing. 

Harmonics of the FM Generator can be used to 
observe overall response wave forms in UHF 
receivers and harmonics of the AM Generator 
make marking of this wave form possible 
through most of the band. 

The variable oscillator sections are mounted 
one on each side of the oscilloscope section and 
are provided with large precision vernier dials 
having a 20:1 ratio and 1000 division logging 
scales. They are easy to read and can be quickly 
set to an exact frequency. 

Modern FM and TV development and serv¬ 
icing requires the use of test equipment made 
to exacting standards. With this in mind we 
offer you the Genescope with the assurance that 
everything possible has been done to make it 
the most accurate, flexible and convenient in¬ 
strument available. 

Multiple shielding, generous bypassing of all 
power leads entering oscillator enclosures and 
adequate line input Altering eliminates excessive 
leakage and oscillator interaction. sco 

Step and continuously variable attenuators on 
both AM and FM sections provide minutely con- ^ ^ 

trolled signal levels from a few microvolts for fringe area peaking 
operations to a magnitude suitable for single stage alignment. 

A self contained impedance matching network is adjustable to sjja 
any receiver input, balanced or unbalanced, in a matter of seconds. 

Values available include 300 ohm and 75 ohm termination with wh 
or without an intermediate attenuator pad and with or without an ; 

isolating condenser, open termination for maximum voltage output otJ 

with or without isolating condenser and many other useful com- the 

binations. 

The center section of the Genescope contains the oscilloscope 
and all associated controls. The cathode ray tube of the oscillo- AMP 







'Mi 


mm. *m 

« W iUW.» »tv-W 



scope is mounted vertically in the case in order to conserve bench 
space. The pattern on the tube is brought into view by use of a 
highly polished adjustable mirror at the top of the cabinet. The 
mirror may be quickly adjusted for any position of the operator. 
The tube face is placed well below the top surface of the caibnet 
in order to shield it from incident light thus producing a clear, 
sharp image unhampered by narrow angle light shields. The mirror 
when closed provides adequate protection for the cathode ray tube 
when not in use. 

Direct connection to vertical and horizontal deflection plates and 
other internal functions are available through removable cover on 
the front panel. 

RANGES 

AMPLITUDE MODULATED FREQUENCY MODULATED 
OSCILLATOR OSCILLATOR 

3and A- —3.2-15.6 megacycles Band A—2-120 megacycles 

Sand B—15-76 megacycles Band B—140-260 megacycles 

3and C—75-250 megacycles Sweep width variable from zero 

>0% modulation at 400 cycles to 15 megacycles 

or unmodulated Sweep rate 60 cycles per second 

ITontinuously variable and step Specially designed frequency 
attenuators sweep motor 

/isual method of beat frequency Continuously variable and step 

indication attenuators 


AMPLITUDE MODULATED FREQUENCY MODULATED 
OSCILLATOR OSCILLATOR 

Band A- —3.2-15.6 megacycles Band A—2-120 megacycles 

Band B—15-76 megacycles Band B—140-260 megacycles 

Band C—75-250 megacycles Sweep width variable from zero 

30% modulation at 400 cycles to 15 megacycles 

or unmodulated Sweep rate 60 cycles per second 

Continuously variable and step Specially designed frequency 
attenuators sweep motor 

Visual method of beat frequency Continuously variable and step 

indication attenuators 

Crystal calibrator—5 megacycles plus or minus .05% 

Audio Oscillator 400 cycles 

AM and FM oscillator secUons provided with large, easy to read 
dials with 20-1 vernier control and 1000 division logging scale. 
Impedance matching RF output cable 

OSCILLOSCOPE 

Vertical sensitivity—35 mv per inch 

Horizontal sensitivity—70 mv per inch 

Linear sweep frequency—3 cycles to 60 kilocycles 

60 cycle sine sweep 

Frequency essentially flat to 300 KC 

Size: 22"xl4"x7y2"- Weight 39 lbs. Shipping Weight 48 lbs. 

LINE VOLTAGE: 105-125 volts, 60 cycles, 90 watts 
DEALER’S Net PRICE complete with Test Leads and 

Operator’s Manual --— ___^475.00 


MODEL 479 

TV-FM SIGNAL GENERATOR 

A modern instrument for today’s TV-FM problems. Exactly the 
same circuits, ranges and functions as the Model 480, described 
above, with tjl|e exception of the oscilloscope. 

Size 17" X ^4" x 7V^". Weight 29 lbs. Shipping Weight 35 lbs. 
Line Voltage: 105-125 volts, 60 cycles, 50 watts 

DEALER’S NET PRICE with Test Leads and Operator’s d'fnei 
Manual __>325.00 
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MODEL 221 

ROTO RANGER 

(High Sensitivity AC-DC 
Volt-Ohm-Milliammeter) 
RANGES 

20,000 ohms per volt DC, 1000 ohms per volt AC. 
Volts, AC: 2.5, 10, 50, 250, 1000, 5000. 

Volts, DC: 2.5, 10, 50, 300, 1000, 5000. 

Milliamperes, DC: 10, 100, 500. 

Microamperes, DC: 100. 

Amperes, DC: 10. 

Output: 2.5, 10, 50, 250, 1000. 

Ohms: 0-2000 (12 ohms center), 0-200,000 (1200 ohms 
center), 0-20 megohms (120,000 ohms Cj^ter). 

Size: 12 %"x101/8"x5%". 

Weight: 9 lbs. Shipiping' Weight: 13 lbs. 

DEALER’S NET PRICE, complete with Test 

Leads and Operator’s Manual ..... ...^75.00 

HIGH VOLTAGE PROBE AVAILABLE FOR 
TELEVISION SERVICING 

30,000 V. DC — 20,000 ohms per volti 
Weight: 6 oz. Shipping Weight: 8 oz. 

DEALER’S NET PRICE, complete witli 

Instructions ... $ 9.95 


MODEL 303 VACUUM TUBE VOLT-OHMMETER 

The Simpson 303 really is a versatile instrument. It can be used as an 
electronic DC voltmeter, an ohmmeter, an AC voltmeter, an AF voltmeter, an 
RF voltmeter (with accessory probe), an output-meter, and an FM indicator. 

The 303 truly is a worthy companion of the world famous Simpson Model 
260 Volt-Ohm-Milliammeter. Simpson engineers spent months of painstaking 
research in the laboratory, working in close co-operation with TV set manu¬ 
facturers to produce the 303. This ruggedly built instrument has a dimension 
of only 120 cubic; inches, and is 60 to 70% more compact than any similar 
instrument. In achieving this compactness for greater portability Simpson did 
not sacrifice accuracy or functional value. Its large 4 -inch meter is easy to read. 

Features such as low current consumption and wide voltage and resistance 
ranges make the 303 an extremely versatile instrument. 

Like all other insjtruments bearing the Simpson name, the 303 is of the highest 
quality construction throughout, but sells at an amazingly low price. 

SPECIFICATIONS 

DC VOLTAGE: Ranges— 1 . 2 , 12 , 60, 300, 1200 (30,000 with 
Accessory High Voltage Probe) 

Input Resistance—10 megohms for all ranges 
DC Probe—with one megohm isolating resistor 
Polarity reversing switch 
OHMS; Ranges—1000 (10 ohm center) 

100,000 (1000 ohms center) 

1 megohm ( 10,000 ohms center) 

10 megohms ( 100,000 ohms center) 

1000 megohms (10 megohms center) 

AC VOLTAGE: Ranges— 1 . 2 , 12 , 60, 300, 1200 
Impedance (with cable) approx. 200 mmf shunted by 275,000 ohms 
AF VOLTAGE: Ranges—1.2, 12 , 60 
Frequency Response—Flat 25 to 100,000 cycles 

DECIBELS: Ranges-20 to +3, -10 to +23, +4 to +37, 

+ 18 to +51, +30 to +63 
Zero Power Level —1 M. W., 600 ohms 

GALVANOMETER: Zero center for FM discriminator alignment 
and other galvanometer applications 
R. F. VOTAGE: (Signal ti^acing with Accessory High Frequency 
Crystal Probe) -i 
Range —20 volts maximum 
Frequency—Flat 20 KC to 100 M.C. 


LINE VOLTAGE: 105-125 V. 50-60 cycles 
SIZ^E: 5V4"x7"x3>y8" (bakelite case). Weight: 4 lbs. Shipping Wt.: 
6+2 lbs. 

DEALERTS NET PRICE: Model 303, including DCV Probe, ACV 
—Ohms probe and Ground Lead with Operator’s Manual—^ 68.00 
Accessory High Frequency Probe, ^7.50 
Accessory High Voltage Probe, ^9.95 

Also available with roll top case. Model 303 RT—^76.00 


Twenty-five separate meters at the turn of a switch. 
That is what you get in the Simpson Model 221 Roto 
Ranger. The necessity of reading numerous scales, so 
common in ordinary volt-ohm-milliammeters, is forever 
eliminated when you own a Roto Ranger. The chances for 
errors in making readings are reduced to a minimum. The 
Model 221 provides a separate direct reading scale for 
each range and does it automatically. Calibrations are not 
cramped. Each scale is full size, the same as it would be 
for a separate instrument. As the selector switch on the 
panel is moved to the range desired, an ingenious mech¬ 
anism rotates the proper range into position behind the 
meter window. 
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MODEL 476 MIRROSCOPE 


Simpson takes pleasure in presenting the revolutionary Model 476 Mirroscope. 

The objectives behind the design of the Model 476 were to eliminate certain 
inherent disadvantages found in the conventional type of oscilloscope. 

By uise of the Mirroscope principle the 5 " cathode ray tube is mounted in a 
vertical position. This construction reduces bench space requirement to an area 
of only 9^' x 8" thereby permitting better concentration of associated equipment 
for any type of test procedure. 

The cathode ray image is reflected from a high grade mirror mounted in the 
adjustable cover at the top of the cabinet, thus the viewing surface is brought 
near eye level when the instrument is used on benches of normal height. The 
mirror angle is quickly and easily adjusted to any position of the operator. 

The cover with integral side wings forms an effective shield against external 
light sources or may be closed down for protection of the tube and mirror when 
the instrument is not in use. 

The upright construction permits location of controls and connections for 
maximum convenience and allows for internal cathode ray tube connections at 
the front of the panel instead of the rear. 

These and many other advantages will be disclosed when the construction and 
specifleations of the Model 476 Mirroscope are considered fully. 

SENSITIVITY: 

Vertical direct — 12 volts rms per inch. 

Vertical amplifier —20 millivolts rms per inch. 

Horizontal direct — 14 volts rms per inch. 

Horizontal amplifier—38 millivolts rms per inch. 

Horizontal trace expansion is over 4 times tube diameter. This makes it pos¬ 
sible to examine minute portions of a response pattern for finer detail. 

Linear Sweep frequency is continuously adjustable in five overlapping 
ranges from 15 cycles to 60,000 cycles. Internal, external or line frequency 
synchronization with variable amplitude is available. 

Means for intensity or axis” modulation is provided. Approximately 14 
volts peak will blank a trace of normal intensity. 

The vertical amplifier frequency 


response is within 3DB from 20 
cycles to over 300,000 cycles and is 
usable to well over four megacycles. 
Square wave slant and overshoot is 
held to less than 5 per cent of 
amplitude. This response will be 
found adequate for all phases of 
television receiver service including 
observation and diagnosis of Sync, 
signals. 


INPUT IMPEDANCE: 

Vertical direct - 10 megohms, 15 mmf. 

Horizontal direct - 10 megohms, 15 mmf. 
Vertical amplifier - 300,000 ohms, 30 mmf. 
Horizontal amplifier - 500,000 ohms, 15 mmf. 

TUBE COMPLEMENT: 

5UP4 Cathode Ray Tube. 

4—6J6 Horizontal and Vertical 

Amplifiers. 

1 —12AU7 Vertical pre-amplifier. 

1— 6J6 Linear Sweep oscillator 

and Sync, injector. 

2 — 6X4 High voltage rectifiers. 


LINE VOLTAGE; 105-125 volts, 50-60 
cycles. 40 watts 

SIZE: Height 16%'' Width 9%" 
Depth 8" over all 

WEIGHT: 24 lbs.; Shipping weight 30 lbs. 
High Frequency Crystal Probe. $7,50 

DEALER’S NET PRICE including oper¬ 
ator’s manual ___^197.00 


MODEL 276 OSCILLOSCOPE CALIBRATOR 

The Simpson Model 276 Oscilloscope Calibrator adapts your oscilloscope 
for quick and accurate voltage measurements by comparative methods. 

A twelve position switch provides six ranges each of RMS, Peak and 
Peak to Peak voltage with six alternate neutral positions for viewing the 
signal under observation. 

Continuously variable calibrating voltage of power line frequency is 
supplied by the Model 276 and is indicated on a large 4^1 inch meter 
which indicates RMS values from 0.06 volt to 90 volts, peak values from 
0.1 volt to 125 volts and peak to peak values from 0.2 volLto 250 volts. 

When the Model 276 Oscilloscope Calibrator is connected in series 
between a signal source and the Oscilloscope input, a convenient switching 
arrangement makes it possible to make quick comparative checks between 
the relative amplitude of the signal and of the measured voltage source. 
This system is most convenient because leads do not have to be shifted 
around in order to calibrate the signal on the oscilloscope. 

Housed in a rich black molded bakelite case identical to Models 260 and 
303, this instrument will prove a worthy addition to the service dealer’s 

equipment. VOLTAGE: 

...... RAN©t> 105-125 V. 50-60 cycles 

RMS; cT'T'tj. 

.36 - .9 - 3.6 - 9 - 36 - 90 , ,/ 

pc AX' 5%"x7"x3y8 

50 - L25 = 5 . 12.5 -50 - 125 WEIGHT: 2% lbs. 

PEAK to PEAK: SHIPPING WEIGHT: 5 lbs. 

1.0 - 2.50 - 10 - 25 -100 - 250 DEALER’S NET PRICE.$29.50 
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MODEL 488 FIELD STRENGTH METER . . . 

Essential For Both VHP and UHF 
TV Receiver Installations 

The Simpson Model 488 Television Field Strength Meter 
proHdes means for the measurement of Television signals in 
ahy locality. IT WILL WORK EQUALLY WELL FOR VHF 
AND UHF! 

" Although special consideration was given to fringe area ap- 
pliciations in the design of this instrument it will be found of 
extreme value in all types of installations. 

Location of maximum signal areas, antenna orientation and 
location, comparison of antfetina systems, adjustment of boosters 
and checking antenna and lead-in installations are only a few 
of the many functions available. 

Full scale sensitivity of the lowest range is approximately 50 
microvolts and is an outstanding feature for those concerned 
with fringe area installations where maximum efficiency must 
be attained. Three additional ranges of approximately 500, 
5000 and 50000 microvolts extends the usefulness of the Model 
488 into areas of higher signal strength. Antenna installation 
for UHF reception requires exacting positioning and orienta¬ 
tion and this requirement is completely satisfied with the 
Simpson 488. 

The large 4^4 inch modernistic meter is easily read from a 
considerable distance and all controls and connections arranged 
lor greatest accessibility. 

Model 488 is housed in a beautiful gray hammerloid finished 
case with sturdy leather handle for complete portability and 
ease of use. 



SIZE: 8" X 11" X aVz". 

WEIGHT: 11J4 lbs. Shipping wt. 15 lbs. 

LINE VOLTAGE: 105-125 volts, 50-60 cycles, 
45 watts. 

DEALER’S NET PRICE, including operating 
instructions and shoulder strap.^115.00 


Equipped for reception on all 12 VHF channels. 



LINE VOLTAGE: 105-125 volts AC, 60 cycles; 45 watts. 
SIZE: 11%" X 8%" X 9%". 

WEIGHT: 11 Vz lbs. Shipping weight 15 lbs. 

DEALER’S NET PRICE, including special output cable 
for 75 and 300 ohm terminations and operating in¬ 
instructions _______^147.50 


MODEL 485 

SYNCHRONIZED CROSSHATCH 
PATTERN GENERATOR 

A Modern Instrument For Today’s kinearity 
Adjustment Problems in TV Receivers 

With the increasing number of programs being 
televised, less and less time is available for broadcasting 
of test patterns. The Simpson Model 485 Crosshatch 
Generator furnishes the answer to this problem by pro¬ 
viding a synchronized signal, modulated on the carrier 
frequencies of channels 2 through 6, which can be 
tuned and sent through the receiver under test. When 
the receiver has been properly adjusted, the signal will 
show equally spaced lines in vertical, horizontal, or 
crosshatch patterns on the picture tube. All patterns 
are locked in place with synchronizing pulses exactly the 
same as the sync pulses in transmitted wave-forms. 

With the Model 485 Crosshatch Pattern Generator 
horizontal and vertical linearity, hold, height, width 
and drive adjustments may be made easily and quickly 
when transmitter test patterns are not available. 

Model 485 is housed in a beautiful gray hammerloid 
finished case with heavy leather handle for greater 
portability. 
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MODEL 1000 

For Fast Testing in Convenient Ohms Readings 
for Leakage and Shorts 

The new Simpson Model 1000 will test any receiving tube 
including 9 pin miniatures and subminiatures with base 
arrangements in a line or circle. The Model 1000 tests an 
extremely important factor in the tube which is plate con¬ 
ductance. The dial indicates percentage of rated plate con¬ 
ductance which is closely related to mutual conductance 
since amplification factor remains constant throughout the 
life of the tube. Testing by the Simpson plate conductance 
method makes testing methods simpler ... more positive 
. . . more accurate. These tests are made under conditions 
simulating actual use in radio, television, hearing aids and 
other electronic circuits. 

Now, you can have reliable short tests because the Simp¬ 
son 1000 quickly and conveniently shows you exact ohms 
values for interelement leakage and tube shorts. 

Handy multi-position toggle switches help you make quick 
adjustments to proper voltages for bias, screen and plate 
supply. Each tube element is individually connected to the 
proper potential . . . insures against tube damage during 
testing. 

Practical Simpson Snap-Out-Snap-In transparent plastic 
windows are provided over the fast action roll chart. They’re 
instantly removed. You may add information on new tubes 
at any time. You’ll like the easy-to-read type on the roll 
chart . . . eliminates squinting. 



For 105-125 volts, 50-60 cycle 
SIZE: 15% " X 11%" X 6" 
WEIGHT: 15 lbs. 


Simpson’s roll chart service makes a new roll chart 
available each year and complimentary roll chart sup¬ 
plements are provided at regular intervals. 

Every detail—no matter how small—has been engineered 
to meet your satisfaction. The fuse socket is on the front 
panel . . . dial cover is one piece unbreakable clear plastic. 

The panel of the Model 1000 is finished in non-glare 
grey hammerloid and you’ll like the rich burgundy carrying 
case, too. It looks like luggage. This is the tube tester you 
will be proud to own. See it at your parts jobber today. 


MODEL 381 

CAPACITY BRIDGE 

The Model 381 embodies a new and revolutionary circuit which 
enables even the inexperienced to make capacity measurement with 
ease and assurance. 

Simplicity and ease of operation are features of this instru¬ 
ment. You merely press a button for the desired range, adjust the 
bridge arm for maximum meter deflection and read the capacity on 
the scale. 

The small size of this tester, together with its wide range of 
capacity measurement and low price makes the Model 381 the ideal 
instrument for Radio and Television service dealers, broadcast engi¬ 
neers, electric repair shops. X-ray servicing, industrial maintenance 
departments or any other service where condensers are tested. 

Housed in a beautiful bakelite case with a durable etched alumi- 


SHIPPING WEIGHT: 23% lbs. 

DEALER’S NET PRICE, complete with 
Operator’s Manual .^135.00 







Range 1. 
Range 2. 
Range 3. 
Range 4- 


RANGES 

._20 mmfd. to 500 mmfd. 

._-..0005 mfd. to .05 mfd. 

....05 mfd. to 5 mfd. 

_5 mfd. to 500 mfd. 


num panel and many specially designed parts, the Model 381 Ca- SIZE: 3%' ■' X 5*/2" X 

pacity Bridge exemplifies the high quality construction found in WEIGHT: 1% lbs. Shipping weight: 3 lbs. 
all Simpson instruments. LINE VOLTAGE: 105-125 volts, 50-60 cycle. 

DEALER’S NET PRICE .......^28.50 


Copyright by U.C.P., Inc, 


Net 


Radio’s Master — 18th Edition 

Page G-39 











I 


S T R U M; ENTS THAT STAY ACCUR ATE 




X ,-c- ^'r y V' 
>?; ' 


1-r- ■ - 




MODELS 240 and 230 VOLT-OHM-MILLIAMETERS 

These two '^Micro-Tester” portables are 
famous throughout the world for their 
ruggedness and built-in accuracy. They 
exemplify the construction features and 
utility that distinguish the entire Simpson 
line shown in this section. 

Both are shock-proof and incorporate 
the special D’Arsonoval Simpson move¬ 
ment which is known for its extreme 
accuracy. Resistors are in matched pairs 
to provide the greatest possible accuracy 
for all ranges. 

Model 240 — the "Hammeter” — was 
designed for the additional voltage and 
sensitivity demanded in radio testing. 
With its maximum voltage range of 3000 
AC or DC, it was the first self-contained 
pocket portable instrument built expressly 
to check high voltage and all the com¬ 
ponent parts of transmitters and receivers. 

Model 230, with a maximum voltage of 
1000 volts AC or DC, is ideal for most in¬ 
dustrial testing. Its ranges are adequate for 
most line voltages, for telephone, teletype, 
and general purpose testing. 

Both models are housed in heavily 
molded bakelite cases, with all numbers 
and symbols recessed in the panel and 
filled with white enamel for greatest legi¬ 
bility and ease of reading. Both have full 
size 3" meters. 



';S .affooVv ' oli§i' i'";/ 






RANGES 
MODEL 240 

AC VoUs: 0-15, 150, 750, 3000 
(1000 ohms per volt) 

DC Volts: 0-15, 75, 300, 750, 3000 
(1000 ohms per volt) 

DC MilHamperes: 0-15, 150, 750 

Ohms: 0-3000 (center scale 30) 

0-300,000 (center scale 3000) 

Accuracy: DC 3% — AC 5% 

Size: 3"x5^8"x2 Va"- Weight: IY 4 lbs. 
Shipping Weight: 3 lbs. 

DEALER’S NET PRICE, complete with 
Leads and Printed Instructions_$26.35 

liiiiiiiii 

MODEL 230 

(Same physical appearance as Model 240 
pictured at left) 

AC Volts; 0-10, 250, 1000 
(400 ohms per volt) 

DC Volts: 0-10, 50, 250, 1000 
(1000 ohms per volt) 

DC MilHamperes: 0-10, 50, 250 
Ohms: 0-1000, 0-100,000 
Accuracy: DC 3% —■ AC 5% 

Size: 3"x5%"x2V2". Weight: IV 4 lbs. 
Shipping Weight; 3 lbs. 

DEALER’S NET PRICE, complete with 
Leads and Printed Instructions-$24.95 


LEATHER AND LEATHERETTE CARRYING CASES — TEST LEADS 



1-MI8I8 Leather Carrying Case for Model 260 . $6.75 

I-114236 Eveready Neolite Carrying Case for Models 260-303-276 ... 8.75 

I-M5262 Eveready Neolite Carrying Case for Model 262-269 . 9.95 

I-M4299 Eveready Leather Carrying Case for Microtester . 5.50 

I-(I30M Leatherette Covered, Carrying Case for Microtester. 5.50 

l-l 13413 Leatherette Covered? Carrying Case for 391-392 . 5.50 


With Test Prods or Alligator Clips as shown. Colored red and 
black for easy identification. Length 48". Rubber insulated. 
Dealer’s net prices. 

0-008463 Removable Alligator Clips for use as Test Prods - 

and Elbow Terminals...$1.85 

0-008380 Test Prods and Elbow Terminals. 1.25 

0-008379 Test Prods and Spade Terminals. 1.25 

0-008377 Alligator Clips and Elbow Terminals. 1.25 

0-008376 Alligator Clips and Spade Terminals. 1.25 



Here are Simpson’s three High Voltage Test Probes for Tele¬ 
vision servicing, each designed for use with the models listed here. 
They are molded of ^high temperature polystyrene to provide high 
dielectric strength and maximum insulation. Their small diameter 
permits reaching in small spaces and narrow openings. 

Size diameter 9/16", Letigth 11 Weight 6 oz. Shipping 
Weight 2 lbs. 
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HIGH VOLTAGE TV PROBE 

DEALER’S NET PRICES 
High Voltage Probe for 260 (25000 V) 

Complete, nothing to add...-..$ 9.95 

High Voltage Probe for 221 (30000 V) 

Complete, nothing to add.-___ 9.95 

High Voltage Probe for 303 (30000 V) 

Complete^ nothing to add.-.-... 9.95 

High Voltage Probe for 262 (16000 V). 11.50 

High Voltage Probe for 269 (16000 V). 11.50 
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MODEL 390 VOLT-AMP-WATTMETER 

Ruggedly constructed for full load, continuous operation, the Simpson Model 390 is the first 
tester of its size ever made to give you volt, ampere and wattage readings in one compact in¬ 
strument. It embraces two ranges each of voltage and current, providing four wattage ranges 
which cover practically all types and makes of appliances. The panel has volt-ampere com¬ 
binations clearly indexed to the proper wattage range on the scale, which makes the instrument 
easy to use. All readings are shown on one meter. In normal position, the meter indicates volts. 
Ampere and watt readings are obtained by depressing button on the panel. The widely separated 
binding posts make it possible for the Model 390 to be used as an individual voltmeter or as 
an ammeter. The Model 390 has a molded bakelite case with all figures recessed in the panel, 
which are filled with white enamel for better legibility. 

Size: 3"x5%"x2y2''. Weight IV 2 Ihs. Shipping Weight: 4 lbs. 


DEALER’S NET PRICE, complete with Break-in plug, leads and Operator’s Manual.^39.50 

Leatherette Covered Carrying Case, with compartment for Break-in plug and leads... 5.50 



RANGES 

AC Current, 60 cycles 
Volts: 0-150, 0-300 
Amperes: 0-3, 0-15 
Watts: 0-300, 0-600, 
0-1500, 0-3000 


MODELS 391 and 392 
AG-DC VOLT-WATTMETERS 

Designed for simultaneous reading of volts and 
watts, each of these handy little testers has two 
separate 3" square meters, one for volts and one 
for watts. Each has a built-in cord and plug for 
connection to the line outlet, and a receptacle for 
connecting the appliance under test. The ranges for 
each meter are selected by separate toggle switches 
recessed in the molded bakelite case. The low power 
consumption combined with the high efficiency of 
these instruments results in negligible loss and error 
in reading. 


Model 391 (3000 watts max.) 

Ranges: AC or DC 

Volts: 0-130, 0-260 

Watts: 0-1500, 0-3000 

Size: 3"x5%"x2V^". Weight: IV 2 lbs. 

Shipping Weight: 4 lbs. 
DEALER’S NET PRICE, with Oper- 


ating Instructions .. $30.00 

Leatherette carrying case. 5.50 


Model 392 (5000 watts max.) 

Ranges: AC or DC 

Volts: 0-130, 0-260 

Watts: 0-1000, 0-5000 

Size: 3"x5%"x2V2". Weight: 1 V 2 lbs. 

Shipping Weight: 4 lbs. 
DEALER’S NET PRICE, with Oper¬ 


ating instructions _^35.00 

Leatherette carrying case_ 5.50 



MODEL 385 TEMPERATURE INDICATOR 


This is the newest addition to the Simpson Appliance 
Tester line. You will find this a compact instrument which 
is ideal for measuring temperatures from +70° F to as 
low as —50° F, where fast accurate temperature readings 
are important. The scale is designed so that the center 
portion is expanded, making the most widely used tem¬ 
peratures easy to read. The Model 385 is ideal for use 
in the refrigeration service field and wherever temperature 
readings are important, such as deep freeze units, home 
refrigerators, walk-in coolers and air conditioning units. 
The temperature readings can be taken at the end of the 
15' lead which is supplied with the unit. The lead cord 
is small in diameter, making it possible to close the door 
of the equipment, thus obtaining temperature indications 
under actual conditions. 

The probe can also be immersed in liquids where critical 
temperatures must be maintained. 


Range: —5° to -\-70° F. 
Battery, self-contained 
Size: 3 "x5%"x2 V2"- 
Weight: iVz lbs. ♦ 
Shipping Weight: 4 lbs. 
DEALER’S NET PRICE, 
complete with Test Lead 
and Operating Instruc¬ 
tions __^30.00 

Leatherette Carrying 

Case . 5.50 
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MODEL 370 AC AMMETER 

With self-contained current transformer 
For use on 60 cycles 

In the Model 370, a current transformer and indicating instrument 
have been combined in one small case to meet the consistent demand 
for a small multiple range AC ammeter, at a price that you can afford. 
Its many uses include the measurement of current drawn by all types 
of electric appliances and motors, heating elements, lamps, radio sets, 
etc. 

Size: 3"x5%"x2*/^''. Weight: 1V 2 lbs. Shipping Weight: 3 lbs. 


DEALER»S NET PRICE ........^19.95 

Test Leads with Prods ......31*25 extra 

Test Leads with Alligator Clips and Insulated Sleeves ... 1.25 extra 



RANGES 

0-150, 0-300, 0-600 
Volts 


MODEL 371 AC VOLTMETER 

This instrument is a "must” for the industrial service kit or the lineman. 
Designed primarily for testing line voltages applied to motors, heating 
equipment or other industrial installations, the ranges are such that 
many additional applications will suggest themselves. 

Size: 3"x5%"x2 Weight: 1^4 lbs. Shipping Weight: 3 lbs. 


DEALER’S NET PRICE .$18.40 

Test Leads with Prods ...$1.25 extra 

Test Leads with Alligator Clips and Insulated Sleeves . 1.25 extra 



RANGES 

0-500 ohms (5 ohms center) 

0-5000 ohms (50 ohms cen¬ 
ter) 

0-50,000 (500 ohms center) 

0-500,000 (5000 ohms cen- 
ter) 

0-5 Meg, (50,000 ohms cen¬ 
ter) 

0-50 Meg. (500,000 ohms 
center) 


MODEL 372 OHMMETER 

A complete instrument with self-contained batteries. Has a wide range 
from .2 ohms to 50 megohms. "Ohms” adjuster compensates for varia¬ 
tions in battery voltages. Wire wound and matched metallized resis¬ 
tors are used throughout. The basic movement has a sensitivity of 85 
microamperes. 

Size: 3"x5%''x2^ 2 ''* Weight: 1^4 lbs. Shipping Weight: 3 lbs. 
DEALER’S NET PRICE, complete with Test Leads .$25.50 



RANGES 

0 - 1 , 5, 10, 25, 50, 100, 250 
0-1000 MA, 


MODEL 373 DC MILLIAMMETER 

The Model 373 provides for DC current measurements from .02 to 
1000 MA. This tester is ideal for radio servicing and experimental 
work; checking burglar alarm circuits, railroad signal systems, tele¬ 
phone work, etc. 

Size: 3"x5%''x2 V 2 ". Weight: l */4 lbs. Shipping Weight; 3 lbs. 


DEALER’S NET PRICE ..$19.95 

Test Leads with Prods ____$1.25 extra 

Test Leads with Alligator Clips and Insulated Sleeves... 1.25 extra 



RANGES 

0-50, 100, 250, 500, 1000 
Microamperes 


MODEL 374 DC MICROAMMETER 

Incorporates a basic movement of 50 microamperes sensitivity with 
self-contained shunts for all other ranges. This tester can be used with 
external resistors or multipliers as a high sensitivity voltmeter at 20,000 
ohms per volt. It is of particular value in photoelectric cell and other 
experimental work. The meter may be shorted out of the circuit by 
setting the selector knob to "short” position. 

Size: 3"x5%"x2V2"* Weight: 1V 2 lbs. Shipping Weight: 3 lbs. 


DEALER’S NET PRICE .....$23.00 

Test Leads with Prods .......$1.25 extra 

Test Leads with Alligator Clips and Insulated Sleeves .. 1.25 extra 
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A C C U R A T E 


MODEL 375 DC AMMETER 

Self-Contained 

A new multi-range instrument which is extremely useful in testing the 
current in DC circuits. Provides a complete range from a fraction of 
an ampere to 25 amperes without the necessity of using auxiliary 
external shunts. Excellent for checking auto radios and experimental 
work in DC circuits. 

Size: 3"x5 %^'x2 Weight: 1V 2 lbs. Shipping Weight: 3 lbs. 


DEALER’S NET PRICE _____^19.95 

Test Leads with Prods ....... $1.25 extra 

Test Leads with Alligator Clips and Insulated Sleeves _ 1.25 extra 


RANGES 


0-1, 2 - 5 , 5 , 10 , 25 
Amperes 



MODEL 376 DC VOLTMETER 

Rectifier Type 1000 ohms per volt 

An AC Voltmeter, especially useful in circuits where a limited amount 
of current is present. Makes an excellent output meter when used with 
proper condenser. The wide variety of ranges covers both primary and 
secondary voltage ranges of transformers used in radio sets, toys and 
appliances. 

Size: 3"x5y8"x2Weight: 1^/4 lbs. Shipping Weight: 3 lbs. 


DEALER’S NET PRICE ...........^19.95 

Test Leads with Prods ...... $1.25 extra 

Test Leads with Alligator Clips and Insulated Sleeves _ 1.25 extra 


RANGES 


0-5, 10, 25, 50, 100, 250, 
500, 1000 AC volts 



MODEL 377 DC VOLTMETER 

Resistance 7000 ohms per volt 

Measures all dry battery voltage, both A and B, for radio sets, also 
grid and plate voltage and filament voltage in battery-operated sets. 
High ranges may be used for checking DC line voltage. 

Size: 3"x5%"x2V2"* Weight: 1V 2 lbs. Shipping Weight: 3 lbs. 


DEALER’S NET PRICE .... $19.95 

Test Leads with Prods ______^1.25 extra 

Test Leads with Alligator Clips and Insulated Sleeves _ 1.25 extra 


RANGES 


0 - 1 , 2.5, 5, 10, 25, 50, 
100, 250, 500, 1000 
DC Volts 



MODEL 378 AC MiLLIAMMETER 

With self-contained current transformer 

Here is the instrument that answers your need for a low cost, handy 
size milliammeter that combines a current transformer and an indicat¬ 
ing instrument in one case. It offers five separate ranges, making it 
suitable for a wide variety of testing jobs. 

Size: 3"x5%"x2V^". Weight: iVz lbs. Shipping Weight: 3 lbs. 


DEALER’S NET PRICE _________ ...$22.60 

Test Leads with Prods _____^1.25 extra 

Test Leads with Alligator Clips and Insulated Sleeves __ 1.25 extra 


RANGES 

0-5, 25, 100, 250, 
1000 MA. 



MODEL 379 BATTERY TESTER 

Designed in accordance with the engineering specifications of leading battery manufacturers, this com¬ 
pact instrument is so ruggedly built that it will stand a lifetime of hard usage. The loading resistors have 
an accuracy of 1% and properly load all radio and hearing aid A and B batteries. 

A single rotary switch selects the voltage of the battery under test and brings into line the correct 
loading resistor. The full 3" dial has three separate arcs, one for all radio A batteries, one for hearing 
aid A batteries, and one for all B batteries. 

A percentage scale shows the exact condition of the battery in percentage of full voltage. The volt¬ 
age reading can be quickly obtained by multiplying the percentage reading by the selector-switch volt¬ 
age setting. 

Size: 3"x5%"x2y2^^ Weight: 1 Vi lbs. Shipping Weight; 3 lbs. 


DEALER’S NET PRICE, including Test Leads and Operator’s Manual.... $23.70 

Leatherette covered Carrying Case, with compartment for leads ____ 5.50 
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MODELS 25, 35, 45, 55 
3%" ROUND CASE — OPEN FACE 
STYLE. Flange diameter, depth over¬ 

all, 2 Vi"; body diameter, 2 Vi"; scale length, 
2 9/16". Bakelite case. 


MODELS 27, 37, 47, 57 
3 ^/ 2 " RECTANGULAR CASE. Width, 
3"; height, 3 Vi"- Mounts in round 
hole. Body diameter, 2 Vi". Scale length 
2 9/16". Bakelite case. 


MODELS 29, 39, 49, 59 
4 Vi" RECTANGULAR CASE. Width 
4 21/32", height, 4 13/64". Mounts in 
round hole. Body diameter 2Vi". Scale 
length 3 29/32". Bakelite case. 


AAAMETERS 


MODEL->- 

125-127 

25-27 

29 

1 155-157 

55-57 

59 1 

RANGE 

D. C. 1 

1 ' A. C. 1 

0-1 

$7.65 

^8.70 

$9.75 

87.50 

88.10 

8 9.90 

0-1.5 

7.65 

8.70 

9.75 

7.50 

8.10 

9.90 

0-2 

7.65 

8.70 

9.75 

7.50 

8.10 

9.90 

0-3 

7.65 

8.70 

9.75 

7.50 

8.10 

9.90 

0-5 

7.65 

8.70 

9.75 

7.50 

8.10 

9.90 

0-10 

7.65 

8.70 

9.75 

7.50 

8.10 

9.90 

0-15 

7.65 

8.70 

9.75 

7.50 

8.10 

9.90 

0-25 

7.65 

8.70 

9.75 

7.80 

8.40 

10.50 

0-30 

7.65 

8.70 


• • • • 

• • • • 


0-50 

7.65 

8.70 

’9.75 

.... 

9.30 

12.60 

15-0-15 

7.65 

8.70 

9.75 


.... 


30-0-30 

7.65 

8.70 

9.75 

.... 

.... 


50-0-50 

7.65 

8.70 

9.75 


.... 


AC-DC ammeters 

are self-contained for ranges up to and including 50 amperes. Higher range DC ammeters can be supplied with external I 

1 shunts and include 6 foot leads. Higher range AC ammeters can be supplied with external current transformers and include 2 foot leads. | 


WATTMETERS-DYNAMO/METER TYPE 


RANGE 

MAX. 

MAX. 

MODEL 

MODEL 

MODEL 

RANGE 

MAX. 

MAX. 1 

MODEL 

MODEL 1 

MODEL 

WATTS 

VOLTS 

AMPS. 

175-177 

75-77 

79 

WATTS 

VOLTS 

AMPS. 

175-177 

75-77 

79 

0-75 

150 

.75 

$18.60 

$19.80 

$25.80 

0-600 

300 

3.0 

$20.70 

821.75 

$27.75 

0-150 

150 

1.5 

18.60 

19.80 

25.80 

0-1500 

300 

7-5 

20.70 

21.75 

27.75 

0-300 

150 

3.0 

18.60 

19.80 

25.80 

0-3000 

300 

15.0 

20.70 

21.75 

27.75 

0-750 

150 

7.5 

18.60 

19.80 

25.80 








A. C. VOLTMETERS-RECTIFIER TYPE 


RANGE 

MODELS 

APPROX. 

RESISTANCE 

45-47 

49 

0-1 



812.75 

$13.65 

0-3 


; 

12.75 

13.65 

0-5 



12.75 

13.65 

0-10 


1000 

12.75 

13.65 

0-15 



12.75 

13.65 

0-50 


ohms 

12.75 

13.65 

0-100 


per volt 

12.75 

13.65 

0-150 



12.75 

13.65 

0-300 J 



12.75 

13.65 

0-1 



13.05 

14.25 

0-3 



13.05 

14.25 

0-5 


2000 

13.05 

14.25 

Oj^lO 


ohms 

13.05 

14.25 

0il5 


13.05 

14.25 

0-50 


per volt 

13.05 

14.25 

0-100 



13.05 

14.25 

0-150 



13.05 

14.25 

0-300 J 



13.05 

14.25 


D r AMBiEirErae INTERNAL THERMOCOUPLE 

R. F. AMMETERS type 


MODEL->- 

135-137 

35-37 

39 

RANGE 

0-1 

89.30* 

810.50* 

812.75 

0-1.5 

9.30 

10.50 

12.75 

0-2 

9.30^ 

10.50* 

12.75 

0-2.5 

9.30 

10.50 

12.75 

0-3 

9.30^ 

10.50* 

12.75 

0-5 

9.30* 

10.50* 

12.75 

0-8 

9.30 

10.50 

1 12.75 

0-10 

9.30 

10.50 

12.75 


*Sce note at top of next page. 


RF MILLIAAAMETERS 


tO-115 


821.45 


0-150 


12.60 

814.55 

0-250 


12.60 

14.55 

0-500 


12.60 

14.55 

1 fO-lOO linear scale —50 divisions. 



MILLIAMMETERS 


0-1 

600 ohms 

$12.60 

813.65 

0-2 

400 

12.60 

13.65 

0-5 

200 

12.60 

13.65 


MiCROAMMETERS 


0-100 

3400 ohms 

815.15 

816.50 

0-200 

2400 

13.50 

14.85 

0-300 

1800 

13.35 

14.55 

0-500 

1200 

13.05 

14.25 


D. C. GALVANOMETERS 


SCALE 

SENSITIVITY 

MICRO- 

AMPERES 

MODEL->- 

125-127 

25-27 

RESIST. 

50-0-50 

50-0-50 

500-0-500 

1 75-0-75 

46 ohms 
2000 

87.65 

9.45 

8 8.70 
10.50 
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VOLUME LEVEL IND8CATOR5-DECIBEL METERS 

ZERO POWER LEVEL—6 MW. 500 OHM LINE 


MODEL 

145-147 

45-47 

49 

RANGE 

GENERAL PURPOSE TYPE 
— 10 to +6 db 5000 ohms 

811.25 

$12.30 

$13.95 

HIGH SPEED TYPE 

—10 to +6 db 5000 ohms 


13.20 

14.85 

LOW SPEED TYPE 

—10 to +6 db 5000 ohms 


13.20 

14.85 


VOLUME LEVEL IM08CATORS-VU METERS 

REFERENCE LEVEL—1 MW. 600 OHM LINE 


Not illuminated A or B 




Scale— —3900 ohms. 


815.90 

816.80 

Illuminated A or B Scale— 


?Q00 ohms .. 



lO-sn 

1 Model 142—4 

Rectangular ^ 1 
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MODELS MODELS MODEL 27-37-57 

125, 135, 145, 155 127, 137, 147, 157 ILLUMINATED 

2*72" ROUND CASE — OPEN FACE 2 V 2 " RECTANGULAR CASE. Width 3 V 2 " RECTANGULAR CASE. Width 3"; 

STYLE. Flange diameter, 2%depth over- 2%^'; height, 2%". Mounts in round height 3^8"- Mounts in round hole. Body 

ail, 2 5/16"; body diameter, 2 11/64"; hole. Body diameter, 2 3/16". Scale diameter 2%". Scale length 1 5/16". Bake- 

scale length, 17a". Bakelite case. length 1 Bakelite case. lite case. 

♦NOTE: The 2 .^2." and 3^2" rectangular instruments indicated (*) are also carried in stock with lucite illuminated dials. Supplied complete with 
socket and 6 volt bulb for an additional cost of ^1.50 dealer’s net. R.F. ammeters lucite illuminated must be supplied with external 
thermocouple. Add $4.95 for couple. All instruments are calibrated for use on non-magnetic panels. 


VOLTMETERS 


MODEL->- 

125-127 

25-27 

29 1 

155-157 

55-57 

59 

RANGE 

D. C. 1 


A. C. 


0-1.5 




S 7.50 

8 8.10 

8 9.75 

0-3 

S 7.65 

$ 8.85 

i 9.75 

7.50 

8.10 

9.75 

0-5 

7.65 

8.85 

9.75 

7.50 

8.10 

9.75 

0-8 

7.65 

8.85 

9.75 




0-10 

7.65* 

8.85* 

9.75 

7.50* 

8 .i6* 

9.75 

0-15 

7.65 

8.85 

9.75 

7.50* 

8 .10* 

9.75 

0-25 

7.65 

8.85 

9.75 

7.50 

8.10 

9.75 

0-30 

7.95 

8.85 

« • • 




0-50 

7.95* 

8.85* 

9.75 

7.50 

8 .i6 

*9.75 

0-100 

7.95 

8.85 

9.75 

7.50 

8.10 

9.75 

0-150 

7.95* 

8.85* 

9.75 

8.85* 

9.60* 

10.50 

0-200 

7.95 

8.85 

9.75 




0-250 

7.95 

8.85 

9.75 

8.85 

9.60 

10.50 

0-300 

7.95* 

8.85* 

9.75 

8.85* 

9.60* 

10.50 

0-500 

7.95 

8.85* 

9.75 

12.75 

13.50 

14.40 

0-750 

7.95 

8.85 

9.75 

12.75 

13.50 

14.40 

0-1000 

11.85 

12.75* 

13.65 

12.75 

13.50 

14.40 

0-1500 

11.85 

12.75 

13.65 




0-2000 

11.85 

12.75* 

; 13.65 




0-2500 

11.85 

12.75 

1 13.65 




0-3000 

11.85 

12.75* 

13.65 




0-4000 

11.85 

1 12.75* 

13.65 


• • • • 


0-5000 

11.85 

12.75* 

13.65 




External resistors 

are furnished on A.C. meters having a 

'ange of 500 volts oi 

higher. D.C. 1000 volts or higher. 



MiLLBAMMETERS 


MODEL->- 

125-127 

25-27 

29 

155-157 

55-57 

59 

RANGE 

D.C. 


A. C. 


0-1 

87.65* 

88.70* 

89.75 




0-1.5 

7.65 

8.70 

9.75 




0-3 

7.65 

8.70 

9.75 




0-5 

7.65 

8.70 

9.75 




0-10 

7.65* 

8.70* 

9.75 

87.50 

88 .i6 

89.90 

0-15 

7.65* 

8.70* 

9.75 

7.50 

8.10 

9.90 

0-20 

7.65 

8.70 

9.75 




0-25 

7.65* 

8.70* 

9.75 

7.50 

’s.io 

9.90 

0-50 

7.65* 

8.70* 

9.75 

7.50 

8.10 

9.90 

0-75 

7.65 

8.70 

9.75 




0-100 

7.65* 

8.70* 

9.75 

7.50 

S.io 

9.90 

0-150 

7.65 

8.70* 

9.75 

• • • • 



0-200 

7.65* 

8.70* 

9.75 

• • • • 



0-250 

7.65 

8.70 

9.75 

7.50 

8 .i6 

9.90 

0-300 

7.65* 

8.70* 

9.75 

• • • • 



0-500 

7.65* 

8.70* 

9.75 

7.50 

s.io 

9.90 

0-750 

7.65 

8.70 

9.75 

• • • e 


0-1000 

7.65 

8.70 

9.75 





MBCROAMMETERS MILLIVOLTMETERS 


MODEL 

125-127 

25-27 

59 1 

RANGE 

D.C. 1 

0-25 

813.65 

814.85 

$17.10 

0-50 

10.80 

11.85 

13.05 

0-100 

10.20 

11.25 

12.60 

0-200 

8.55 

9.60 

10.95 

0-500 

7.95 

9.15 

10.35 


MODEL-> 

125-127 

25-27 

29 

RANGE 

D. C. 1 

0-50 

87.65 

^8.70 

89.75 

0-100 

7.65 

8.70 

9.75 


Copyright by U.C.P., Inc. Net Radio’s Master — 18th Edition 

Page G-45 























MARION ELECTRICAL INSTRUMENT CO., 401 CANAL ST., MANCHESTER, N. H. 





PANEL METERS 


In Canada: H. Roy Gray, 44 Danforth Road, Toronto, Ontario 
Export Division: 13 East 40th Street, New York 16, N. Y. Cable Address ARLAB 

MARION RUGGEDIZED METERS 


HEBMETICALLT SEALED 



New Marion ruggedized meters are an 
especially accurate and sensitive means 
for electrical measurement, even under 
extreme conditions of shock, vibration, 
mechanical stress and strain, weather 
conditions, and climate. 


Ruggedized meters offer new freedom of application. They 
give faster response time, more sustained accuracy, lower 
bearing friction and longer life. 

Ruggedized instruments meet the dimensional require¬ 
ments of JAN 1-6 and are completely interchangeable with 
existing 2^4" and 3^" types. They are manufactured in 
standard 2^", and 3^" sizes. 

When you want the finest in electrical instruments you can 
depend upon these new Marion ruggedized meters. 


HSI - 11 / 2 " 



HS2 - 21 / 2 " 


RANGES 
DC INSTRUMENTS 


DC MICROAMPERES 

DC MILLIAMPERES 

0-30 


10-1 iO-50 

0-1.5 0-100 

0-50 


0-100 


0-3 0-200 

0-200 


0-5 0-250 

0-500 


0-10 0-500 

0-800 


0-15 0-800 

0-25 

DC MILLIVOLTS 


DC VOLTS 

0-15 


,0-1.5 0-25 

0-25 


0-3 0-50 

0-50 


0-5 0-150 

0-100 


0-10 0-250 

0-15 0-500 

AC 

INSTRUMENTS 

0-5 Volts AC 


0-150 Volts AC 

0-15 Volts AC 


0-250 Volts AC 

0-50 Volts AC 


0-500 Volts AC 





HS3 - 31 / 2 " 


NULL INDICATORS 

Marion Ruggedized Hermetically Sealed 
Null Indicators are now available in mod¬ 
els HS2 and HS3.They are used primarily 
as bridge and potentiometer balance indi¬ 
cators and in any application where an 
instrument with very high sensitivity about the zero or balance point is 
desired.The sensitivity at this point is 1 microampere per mm. or higher; 
the meter’s shaded pole face and shielded core construction gives sharply 
logarithmic attenuation as it departs from null point, and provides ample 
overload protection. This Ruggedized meter opens up new applications 
for Null Indicators, for it permits use of the null system for precise 
measurement under field conditions that have been prohibitively severe 
up to now. 
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MARION HERMETICALLY SEALED METERS 

SEALED LIKE A VACUUM TUBE 
FOR GUARANTEED PERFORMANCE 

Magnetically shielded. 2^/^" x SV 2 ". Dustproof and moistureproof. 

Unaffected by heat, cold, humidity. Made to JAN specifications, m 

giving peak performance with critical accuracy. Interchangeable I 

round and square colored flanges for different panel needs. ____ 

RANGES MARION “4 FOR 1” FEATURE 

DC INSTRUMENTS Interchangeable Round and Square Colored 

DC MICROAMPERES DC MILLIAMPERES DC MILLIVOLTS DC VOLTS Flanges ... one instrument can thus fill four 

0-30 0-1 0-50 0-15 0-1.5 i0-25 different needs: 

0-50 0-1.5 0-100 0-25 ,0-3 0-50 

0-100 0-3 0-200 0-50 0-5 0-150 

0-200 0-5 0-250 0-100 0-10 0-250 t ROUND (f _Jl 

0-500 0-10 0-500 0-15 0-500 

0-800 0-15 0-800 

2. HOUND fOH sren panel 



AC INSTRUMENTS 

0-5 Volts AC 0-150 Volts AC 


0-15 Volts AC 
0-50 Volts AC 


I '-v .J; S ' o' 

'?'l 


0-250 Volts AC 
0-500 Volts AC 


MODEL PM-1 


S. RECTANGULAR 

4 . RECTANGULAR FOR 
STEEL PANR 



ADVANTAGES 

Speeds soldering operations by 
generating heat within the work 
in localized area. 

Improves quality by producing 
cleaner work. Avoids oxidation 
and scaling. 

Prevents damage to surface finish. 
This is important in glass-to-metal 
applications. 

Permits soldering of an entire seam 
or several jig-located parts at 
one time.. 

Provides complete control, timing or 
duplication of soldering processes. 
Prevents mistakes and reduces 
rejects. 

Provides local heat for otherwise 
inaccessible parts. 

Gives expert results with inex¬ 
perienced operators. 

Saves time, money, effort. Draws 
only 775 watts and then only at 
full load. Only 100 watts are 
used on standby. 

Practically free from maintenance. 
No moving parts to wear out. 
Uses only low-priced, easily re¬ 
placeable tubes. Has high safety 
factor. 

Offers less hazard but does a 
neater, cleaner, faster job. No 
danger of sparking or RF burns 
from output terminal or work coils. 


MARION PORTABLE BENCH TYPE 
INDUCTION SOLDERING UNIT 

COMPACT . . . ADAPTABLE . . . EFFICIENT 
ECONOMICAL . . . SAFE . . . EASY TO USE 

FOR QUANTITY PRODUCTION 

Use this low-cost, low-powered portable Marion Induction Heating Unit wherever 
production soldering of small metal parts and assemblies is required. It cuts costs 
by minimizing time, reducing labor, improving quality and eliminating the need 
for a high degree of skill. The unit has made a place for itself in the field of 
Radio, Electronics, Jewelry, Watches, Electrical Fixture Components, Toys, Auto¬ 
motive Parts, Household Fixtures and other fabrication applications requiring 
Small Part Assemblies. 

FOR GLASS-TO-METAL SOLDERING 

With the Marion Portable Bench-Type Induction Unit you can do glass-to-metal 
soldering on Resistors, Relays, Photo Cells, Meters, Capacitors, etc. It makes true 
hermetic sealing possible right in your own plant. Also, it is ideal for terminal, 
magnet and bearing assembly. It gives machinelike uniformity to a normally 
inexact operation. 


SPECIFICATIONS 

Power Supply: 115 volts, 60 cycle. 

Size; I53^" x 2l'/2*' x 15". 

Mounting; Standard relay rack cabinet. 

Weight; ISO pounds. 

Power: 775 watts at full power output, 100 watts standby. 

The entire unit is rigidly assembled and mounted to prevent 
arc-over and failure of components. 
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MARION STANDARD INSTRUMENTS 

SERIES 52 

Space saver, yet has superior damping characteristics. 2 ^/ 2 ” JAN 
Spec, round case (52N|. Also available In standard 2 I/ 2 " square 
(Model 52S) or| v^ith narrow flange brass case for R.F. Shielding 
(Model 52RM]. Dependable, extra strong — has well-aged Alnico 
magnet and heavy flanged construction. Popular for pocket test, 
portable radio, medical equipment and general electrical service 
where size and dependability count. 





52N 


52S 


52RM 


SERIES 53 

Standard commercial V/ 2 ' rectangular type (53SN). Also available 
in 31 / 2 " JAN Spec., round case (53RNJ. All Alnico construction. 
Excellent scale distribution characteristics. Ideal for portable test 
equipment and general electronic equipment application. 




53SN 


53 RN 



Large, 45/8" x 4'/8".'Gives real 
microamp readability on 100® 
scale. Alnifco V rriagnets for 
sensitive rainge; heavy Alnico 
for standard ranges. Extreme 
accuracy assured. Designed for 
permanent and portable test 
equipment. 



HM2ET 2 / 2 " HM3ET 


ELAPSED TIME INDICATORS 

Two sizes, and ZV 2 '', standard JAN dimen¬ 
sions for panel mounting. Low temperature 
(—55®C) starting. Operating range —55°C to 
-t-85°C. True glass-to-metal hermetic seal. Drawn 
steel case provides magnetic shielding. Registers 
in l/IO hour steps to 9999.9 or hour steps to 
99999. Powered by a durable, self-starting 
synchronous motor. Available for 110-125, 220- 
250.volts, 50 or 60,cycle A.C. 


SERIES 

56 


New 6 '/ 2 " X 5*4" bakelite 
cased meter. Easy reading at a 
distance. Large open face has 
100® scale in 51 / 2 " arc. Room 
for multirange scale if needed. 
Milliamp ranges are Alnico II 
constructed, Alnico V for mi¬ 
croamps. Strong, accurate, ef¬ 
ficient, dependable. 




Superb milliameter — more 
than a mere overgrown 3 incher. 
8V2" X 7", open face, extra 
long scale. Enlarged pole shoes 
— higher torque movement ■— 
higher damping factor. Accu¬ 
rate within 1%. Used in large 
vacuum tube voltmeters, mul¬ 
titesters and production testing. 



RANGES—For The Models 

Illustrated 



DC 

DC 

DC 

DC 

DC 

AC 

MICROAMPERES 

MILLIAMPERES 

AMPERES 

,MILLIVOLTS 

VOLTS 

VOLTS 

0-20 

0-1 0-250 

0-1 

0-15 

0-1.5 

0-5 

0-30 

0-1.5 0-500 

0-1.5 

0-25 

0-3 

0-15 

0-50 

0-3 0-800 

0-3 

0-50 

0-5 

0-50 

0-100 

0-5 

0-5 

O-iOO 

0-10 

0-150 

0-200 

O-IO 

0-10 


0-15 

0-250 

0-500 

0-15 

0-15 


0-25 

0-500 

0-800 

0-25 

0-25 


0-50 



0-50 

Self- 


0-150 



0-100 

contained 


0-250 



0-200 

Shunts 


0-500 


AVAILABLE IN 

ZERO CENTER AND OTHER RANGES ON 

SPECIAL 

ORDER 
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FEATURES 

• Regulated Power Supply bridge balance indication 

• Stepless Vacuum Tube • Decade of .1 % accurate 

Voltage Control Manganin Wire Wound 

• Illuminated BYz* Mirror- 

Scale Standard Instrument, • Direct Reading Bridge 


Hand Calibrated 


Circuit using Helipot 


• Marion Ruggedized Null • Complete. No accesso- 
Indicator movement for ries required 


In Canada: H. Roy Gray, 44 Danforth Road, Toronto, Ontario 
Export Division; 13 East 40th Street, New York 16, N. Y. Cable Address ARLAB 

. MARION MULTI-RANGE METER TESTER M-2 

Marion Meter Tester (Model M-2) is the only instrument of its type available today. 
^ A laboratory and production tool for the measurement of the performance of DC 
11 electrical indicating instruments, it combines in one portable package an electron- 
ically regulated self-contained power supply, stepless vacuum tube voltage con- 
trol, large mirror-scale individually hand-calibrated illuminated standard 
instrument, a decade of .1% accurate manganin wire wound resistors, a resistance 
bridge, null indicator and associated switches. 

The Marion Meter Tester measures current sensitivity of electrical indicating 
. instruments in 10 steps from 25 ua full scale to lOMA full scale and from O-lOOv. 

I The resistance measurement portion of the meter tester permits measuring of the 

1 internal resistance of the meter under test without exceeding its full scale rating. 
» Accurate measurement of the internal resistance of sensitive microammeters and 

^ other instrument types is possible over the range of 0-5000 ohms. 

^ It may also be used as a precise production limit-bridge in the same resistance range 
PP and will permit acceptance tolerances to be set for any value from ± 3^ of 1% to ± 20%. 

The Marion Meter Tester is a means of high speed production inspection and calibra¬ 
tion of electrical indicating 

SPECIFICATIONS Sensitivity instruments as well as a ver- 

_^ i»_ satile laboratory instrument 

iceindicafion 0 maintenance 

f .1 % accurate Overall better than 14 of 1 %. 0-50UA measuring standards. 

Wire Wound For resistance measurements O-IOOUA 

^^is°*'rea?^ which- 0-200UA The M-2 Model can also be used 

lading Bridge reIiST/SIc^'raNGE 0-5000 ninniiA Purposes, such as 

Hehpot Qhms 0-800UA ® precise source of DC current 

, No accesso- Jo'^cf 0-1MA and voltage and as a precision 

' CASESIZE:15'/.'x10'/,'x5%' Wheatstone bridge in the 

WBGHTrlSlbs. oljoov..,. 0-5000 ohm range. 


Sensitivity 

Ranges 

0-25UA 

0-50UA 

O-IOOUA 

0-200UA 

0-400UA 

0-500UA 

0-800UA 

0-1 MA 

O^SMA 

0-1OMA 

0-100 Volts 


BUI LD YOUR OWN TEST EQUIP M ENT 


^ Model 56 

List $19.25 

Model 57S 

List $22.00 


with the MARION MULTI-RANGER METER List $ 

ACCURATE DURABLE DEPENDABLE List‘'$ 

A GREAT VARIETY OF SIZES 

When it comes to TEST EQUIPMENT build your own with Marion Multi-Ranger Meters. They 
will solve your problem of finding reasonably priced instruments with the critical accuracy you 
demand for test equipment or other auxiliary equipment with multiple functions. 

These Multi-Ranger Meters permit you to assemble a highly accurate instrument for use as a 
voltmeter, milliammeter, high and low resistance ohmmeter, AC voltmeter and decibel meter. — 
Build As Many Ranges As You Desire. 

All instruments use Alnico Magnets, have full 100° three-color scales, feature the new, tough 
Marion "Bulldozer" moving system that insures long life under severe operating conditions plus 
the highest degree of accuracy. 



Model 53SN 

List $13.20 


Model 55 

List $16.50 


MARION RESISTOR KIT LOW-PRICED! VERSATILE! 

Contains: 18 Resistors Ranging from .4 Ohms to 750,000 Ohms. A 
Schematic Diagram for Constructing Your Own Test Equipment. It's easy 
to construct accurate, useful, versatile test equipment with the Marion 
Resistor Kit, used in conjunction with Marion Multi-Ranger Instruments. 

List $13.75 


SCALE RANGES POSSIBLE WITH STANDARD 
RESISTOR KIT 
VOLTS AC-DC 

0-10 VoTtsO-SO Volts 0-250 Volts 0-1000 Volts 
MILLIAMPERES 

0-1 MA 0-10 MA 0-50 MA 0-500 MA 
OHMS 

0-500 Ohms 0-100 M 0-10 MEG 0-1 MEG 

DECIBELS 

_10-L14 decibels +18-{-42 decibels 

^4-^28 decibels -f^O-1-54 decibels 

ALSO AVAILABLE WITH VTVM SCALES 
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STERLING PANEL 


METERS 








STERLING’S NEW REGULAR 

SPEED NUT CLAMP BACK CLAMP 


ALTERNATING 
CURRENT METERS 


A.C. VOLTMETERS 


Number 

870 

871 

872 

873 

910 
879 

911 

874 

912 

875 

913 

876 

877 

878 


Range 
0-4 Volts 
0-6 Volts 
0-10 Volts 
0-15 Volts 
0-30 Volts 
0-50 Volts 
0-75 Volts 
0-150 VHRt 
0-250 Volts 
0-300 Volts 
0-500 Volts 
0-600 Volts 
0-750 Volts 
0-10-140 Volts 


tVHR—^Volts High Resistance 


A.C. MILLIAMMETERS 


Number 


Range 


880 

SSI 

882 

SS3 

914 

884 


0-25 Milliamperes 
0-50 Milliamperes 
0-100 Milliamperes 
0-250 Milliamperes 
0-300 Milliamperes 
0-500 Milliamperes 


A.C. AMMETERS 


Number 

886 

915 

887 

888 

916 

889 

917 

890 

918 

892 

891 

893 

894 

895 


Range 
0-1 Amperes 
0-2 Amperes 
0-3 Amperes 
0-5 Amperes 
0-7% Amperes 
0-10 Amperes 
0-15 Amperes 
0-20 Amperes 
0-25 Amperes 
0-30 Amperes 
0-60 Amperes 
0-60 Amperes 
0-75 Amperes 
0-100 Amperes 
0-125 Amperes 
♦Special Price 
application. 


List Price 
$3.50 
3.50 
3.50 
3.50 
3.50 
3.50 
3.50 
3.75 
3.75 
3.75 
4.00 
4.25 
4.25 
4.25 

on 


DIRECT CURRENT 
METERS 

D.C. VOLTMETERS 


List Price 
$3.50 
3.50 
3.50 
3.50 

3.50 
4.00 
4.00 
5.25 
5.75 
6.00 
7.00 
7.00 

8.50 
5.25 


List Price 
$3.50 
3.50 
3.50 
3.50 
3.50 
3.50 


Number Range List Price 

801 

0-1 Volts 

$2 00 

802 

0-3 Volts 

2.00 

803 

3-0-3 Volts 

2.00 

804 

0-5 Volts 

2.00 

805 

0-6 Volts 

2.00 

806 

0-8 Volts 

2.00 

807 

0-10 Volts 

2.00 

808 

0-15 Volts 

2.00 

809 

0-25 Volts 

2.00 

810 

0-25 Volts High Res. 

3.50 

811 

0-50 Volts 

2.00 

812 

0-50 Volts High Res. 

4.00 

823 

0-75 Volts 

2.25 

813 

0-100 Volts 

2.25 

814 

0-100 Volts High Res. 

4.00 

815 

0-150 Volts 

2.50 

816 

0-150 Volts High Res. 

4.00 

817 

0-300 Volts 

4.00 

818 

0-500 Volts 

5.50 

819 

0-750 Volts 

6.50 

820 

0-8-160 Volts 

3.50 


RESISTANCE METERS 

Direct Reading 

901.4.5 Volts, 10,000 Ohms 

3 Flashlight cells required 

List Price $3.50 
902....2 M.A., 9 Volts, 100,000 
Ohms, 6 Flashlight cells 
required List Price $5.00 

D.C. MILLIAMMETERS 

Number Range List Price 

835 0-2 Milliamps. $4.50 

836 0-5 Milliamps. 3.00 

837 0-10 Milliamps. 2.50 

838 0-15 Milliamps. 2.00 

839 0-25 Milliamps. 2.00 

840 0-50 Milliamps. 2.00 

841 0-100 Milliamps. 2.00 

842 0-150 Milliamps. 2.00 

843 0-200 Milliamps. 2.00 

844 0-300 Milliamps. 2.00 

845 0-400 Milliamps. 2.00 

846 0-20-100 Milliamps. 2.75 

847 0-15-150 Milliamps. 2.75 

848 0-500 Milliamps. 2.00 


Flush case, wide flange with apron. Standard 
finish black, screw holes in flange for mount¬ 
ing. Same dimensions as Type 70. 


TYPE 6SN 

Flush case, square flange, standard finish 
black enamel. Screw holes in flange for 
mounting. Width flange 2%". Diam. case 
25 ^". Depth case 


D.C. AMMETERS 


Number 

Range 

List Price 

Number 

Range 

List Price 

855 

0-1 Amperes 

$2.00 

868 

0-20 Amperes 

$2.25 

859 

1-0-1 Amperes 

2.00 

863 

20-0-20 Amperes 

2.00 

856 

0-3 Amperes 

2.00 

865 

0-80 Amperes 

2.50 

860 

3-0-3 Amperes 

2.00 

867 

30-0-30 Amperes 

2.50 

857 

0-5 Amperes 

2.00 

869 

0-40 Amperes 

3.25 

861 

6-0-6 Amperes 

2.00 

866 

0-50 Amperes 

3.25 

858 

0-10 Amperes 

2.00 

925 

50-0-50 Amperes 

3.50 

862 

10-0-10 Amperes 

2.00 

926 

60-0-60 Amperes 

3.50 

864 

0-15 Amperes 

2.00 

927 

75-0-75 Amperes 

3.75 


TYPE 70 

Flush case, wide flange, standard finish black 
enamel. Screw holes in flange for mounting. 
Diam. flange 2%". Diam. case 2". Depth 
case Reouires hole 2 ^^" in diam. 


TYPE 80 

Flush case, narrow flange, standard 
finish black enamel. Speed Nut 
Mounting. Diam. flange 2g%" Speed 
Diam. case 2". Depth case Re¬ 
quires hole 2g\" in diam. Length 
terminals 


TYPE 88 

Flush case, narrow apron flange. 
Standard finish black enamel. Same 
dimensions as Type 80. Speed Nut 
Mounting. 


TYPE 70 PRICES LISTED 

Note: Specify if for magnetic steel panel mounting. 

Type 80, 88, 78, and 68N square flange case furnished for 
any range of meter at an additional list price of 25c each. 
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CSrUiiis 


No. 31A 



No. 10 




No. 23 AMMETER 



VOLt^ 


No. 3SA VOLTMETER 


Sterling Hearing Aid Battery Testers 

NO, 31A DOUBLE VOLTMETER—for special 30 or 45 v. “B’’ batteries and IVz V. 

batteries, scale 0-50 v. 1 v. div., scale 0-2 v., 1/10 v. divisions. Carefully engineered 
to impose the correct loads on the small delicate batteries used to operate vacuum 
tube hearing aids. Equipped with new STERLING flexible plugs. Price $4.00 

NO. 32A DOUBLE VOLTM ETER— for special 30 v. “B” batteries and 1% v. “A” 
batteries, scale 0-35 v. 1 v. div. scale 0-2 v. 1/10 v. divisions. Equipped with new 
STERLING flexible plugs. Price $4.00 

NO. 10 DUAL CONTACT PROD METER in pocket or desk model. Marked “A” at one 
contact and “B” at the other, the prod is simply inserted into the corresponding 
battery for quick and easy reading. No. 10 is for earlier type hearing aid batteries. 
Scale 50-0-50 v., 2 v. div. and 2-0-2 v., 1/10 v. div. No. 10 has one cord and one plug. 

Price $4.75 

NO. 11 Formerly called the lOS this tester is used on 2214 v. and 30 v. “B’" batteries. 
The load requirement is proportionately less than 1 mil. No. 11 has one cord and 
one plug. Price $7.50 

NO. 12 This new meter has no spur and a new voltage scale 30-0-30 v., 1 v. div. and 
2-0-2 V., 1/10 V. div. Made extra sensitive for the latest type miniature batteries. 
Load: on 2214 v. batteries approx. 565 micro-amperes, on 15 v. batteries approx. 
375 micro-amperes, on 114 v. batteries approx. 40 mils. Price $7.50 

Sterling Pocket Meters 

Standard Line Direct Current Pocket Ammeters, Voltmeters and Voltammeters. 


Ammeters LIST PRICE 

No. 23 for photo-flash dry batteries. 0-20 amp. scale, 1^ amp. div.$2.50 

No. 24 for testing No. 6 dry cells. 0-35 ampere scale, 1 ampere divisions .$2125 

No. 24A for testing dry cells including the heavy-duty Ignition type of cell. 0-50 ampere scale, 

1 ampere divisions . $2.30 


Voltmeters 


No. 33 for ordinary single cells and Flashlight” cells, 0-3 v. scale 1/10 v. div.$2.30 

No. 34 for “Hot Shot” and Radio batteries. 0-10 volt scale, 1/5 volt, div.$2.30 

No. 34A for 12 volt batteries. 0-16 volt scale, ^4 volt divisions .$2.50 

No. 34B for ordinary 22% v. radio “B” batteries. 0-30 v. scale, 1 v. divisions .$2.50 

No. 34C for testing ordinary 45 v. radio “B” batteries. 0-50 v. scale, 1 v. div.$3.00 


Voltammeters 


No. 44 for “Hot Shot” and Radio batteries and No. 6 dry cells, 0-35 ampere scale, 1 ampere divisions; 

0-10 volt scale, 1/5 volt divisions . . $2.75 

No. 44A for 12 volt batteries and No. 6 dry cells. 0-85 ampere scale, 1 ampere divisions; 0-16 volt 

scale, % volt divisions . . $3.00 

No. 45 for testing No. 6 dry cells and ordinary 45 volt radio “B” batteries. 0-35 ampere scale, 1 

ampere divisions; 0-50 volt scale; 1 volt divisions . $4.00 

No. 45A for testing dry cells including the heavy-duty Ignition type and ordinary 45 v. radio “B” 

batteries. 0-50 amp. scale, 1 amp. div.; 0-50 v. scale, 1 v. div. $4.25 


SPECIAL PURPOSE POCKET METERS 
Voltmeters 


No. 37A for 45 v. “B” batteries and 1.5 “A” batteries. Scale 
0-50 V., 1 V. div. Scale 0-2 v., 1/10 v. div. Tests 45 v. 

“B” and 1% v. “A” batteries .$3.50 

No. 38A for 90 v. “B” batteries and 1.5 v. “A” batteries. Scale 
0-100 V., 5 V. div. Scale 0-2 v., 1/10 v. div. Tests 45 v. 
and 90 v. “B” batteries and 1% V. “A” batteries . $3.75 

No. 39A for 90 v. and 135 v. “B” batteries and 1.5 v. “A” bat¬ 
teries. Scale 0-150 v., 5-v. div. Scale 0-2 v., l/IO v. 
div. Tests 90 v. and 135 v. “B” batteries and 1% v. 

“A” batteries . $3.75 

No. 40A for 90 V. and 135 v. “B” batteries and 4.5 v., 6 v. and 
Y.5 V. “A” batteries. Scale 0-150 v., 5 v. div. Scale 
0-10 V., 1/5 V. div. Tests 90 v. and 135 v. “B” bat¬ 
teries and 4 % v., 6 v. and 7 % v. “A” batteries . $4.00 



VOl.TS_ ^ 


No. 42A GENERAL TESTER 


No. 42A Graphic General Tester. Red and Green color chart for 
all standard batteries including 45 v. and 90 v. “B” 
batteries and 1.5 v., 4.5 v., 6 v., and 7.5 v. “A” bat¬ 
teries. 0-100 V. scale for special sizes of “B” batteries, 

5 V. div. Tests all Portable Radio batteries ... $6.00 

STANDARD LINE —Sterling’s direct current pocket 
ammeters, voltmeters and voltammeters may be used 
in all kinds of battery testing, in railroad signal work, 
for photo flash purposes and in telephone and low- 
voltage electrical work generally. They are polarity 
indicators. Meters 2^4" in diameter and %" thick. 
Nickel finish. Standard package, ten instruments. Ship¬ 
ping Weight 4 lbs. 
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PANEL INSTRUMENTS 


AOternatlng Current 


Direct Current 


AC cmd DC types ore occurate to within 2% oi iuU scale Tolue 
at ony point on the scale. 

DC instruments combine extremely light weight moving elements 
and poWerlul otnico mognets to produce a torque to weight ratio 
which reduces frictional error to a minimum. This high torque to 
weight ratio permits use of pivots with ample pivot beoring surface 
to overcome effects of rough hondling, shock* cmd vibratton. 


AC instruments are occurate over entire range of commerciol power 
frequencies (25 to 125 cycles). These instruments are of repulsion 
vone type using corefuHy aged and impregnated field coils and 
multipliers which are wound with conductors of ample sire so that 
temperature rise of the windings moy be maintained at a minimum, 
even though instrument is subjected to continuous use in the circuit. 

Alnico magnets are used to obtoin perfected dumping chorocte»> 
istics found in no other AC instrument. 



MODELS MODELS MODELS MODELS MODELS 

Direct Current Direct Current Direct Current Direct Current Direct Current 

221* 421. 431. 441 731. 741 141 521. 531 ^ 841 

Alternoting Current Alternating Current Alternating Current Alternating Current 

222. 422. 432. 732. 742 142 522. 532 

*Request Catalog #47 for information on Hermetically Sealed Instruments In I’/a". 2 V 2 "/ »nd a’/j" types 

CASE DIMENSIONS 


Case 


Stud Length 


Body Depth 


Flange 


Body 


Model No. 


DC AC; 


Rectangular, front-of-board Bakelite 
Square, flush. Hermetically Sealed 
Round, flush. Metal 
Round, flush. Hermetically Sealed 
Round, flush, Bakelite 
Round, flush. Hermetically Sealed 
Round, flush, Bakelite 
Round, flush, Bakelite 
Square, flush, Bakelite 
Square, flush, Bakelite 
Rectangular, semi-flush, Bakelite 
Rectangular, semi-flush, Bakelite 
Fan-shaped, semi-flush, Bakelite 


3/V' V' 

Solder type 
5/8'' 25/32" 

Solder type 
5/8" 25/32" 

Solder type 
%" 3/4" 

3/4" 

5/8" 25/32" 

3/4" 3/4" 

3/4" 5/8" 

3/4" 3/4" 

3/4" 


4" X 41 / 4 " 

1.750" X 1.750" 
2.740" Diam. 
2i695" Diam. 
2.690" Diam. 

31 / 2 " Diam. 

3V^" Diam. 

4%'- Diam. 

23/a" X 23/8" 
3"x3" 

3 11/16" X 3 5/16" 
4" X 41 / 4 " 


1.500" Diam. 
2.062" Diam. 
2.068" Diam. 
2.156" Diam. 
2.670" Diam. 
2.796" Diam. 
3.5625" Diam, 
2.156" Diam. 
2.796" Diam. 
2V4" Diam. 
23 / 4 " Diam. 
23/i" Diam. 


141 142 

*311 

221 222 
*321 322 

421 422 
*331 332 
431 432 
441 

521 522 
531 532 
731 732 
741 742 
841 


11/2'' 

1.4531" 

IW' 

IV2'' 

1.0156" 

1 " 

1.2187" 
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DIRECT 


D. C. MILLIAMMCTEIIS 


Range ^caje 


MODEL 

. 421 

Part No. 1 

Price 



$7.50 

A73 

□ 

ifll 

$7,50 

7.50 

A73 

X 

14 

7.50 

7.50 

A73 

X 

lb 

7.50 

7.50 

A73 

X 

16 

7.50 

7.50 

A73 

X 

17 

7.50 

7.50 

A73 

X 

19 

7.50 

7.50 

A73 

X 

20 

7.50 

7.50 

A73 

X 

21 

7.50 

7.50 

A73 

X 

22 

7.50 

/.SO 

A73 

X 

23 

7.50 

7.50 

A73 

X 

24 

7.50 

7 50 

A73 

.X 

25 

7.50 

7.50 

A73 

X 

26 

7.50 

7.50 

A73 

X 

28 

7.50 


Part 1^0. 


A75X II 
A75 X ii4 
A75 x"15 
A75 X 16 
A75 X 17 
A7S X 19 
A76 X 20 
A76 X 21 
A76 X 22 
A75 X 23 
A75 X 24 
A75 X 2b 
A75 X 26 
A75 X 28 



Banqmu above 60 omp. are lupplied at SOMV movements for use ^ 

D. C. MICROAMMETERS 


extemcf shunts. 


A 75 

X 

29 

A76 

X 

84 

A7J5 

X 

30 

A76 

X 

33 

A75 

X 

34 

A75 

X 

36 

Ah 

X 

37 

A75 

X 

40 

A75 

X 

41 

A75 

X 

44 



D. C. VOLTMCTERS~200 Ohms Per Volt 



D. C. VOLTMETERS-IOOO Ohms Per Volt 



A75 

X 

59 

A75 

X 

60 

A75 

X 

61 

A75 

X 

62 

A 75 

X 

64 

A75 

X 

67 

A75 

X 

70 

A75 

X 

71 

A75 

X 

74 


70 

f$8.S5 

A73 X 70 

$8.55 


72 

8.85 

A73 X 72 

8.85 

A75 X 77 

73 

9.30 

A73 X 73 

9.30 

A75 X 78 

76 

9.60 

A73 X 76 

9.60 

A75 X 8] 

178 

9.90 

A73 X 78 

9.90 

A75 X 82 
A75 X 83 



Ronges obove thos# listed are supplied lor use with extemol resistors. 


A. C. MILLIAMMETERS 


ALTERNATING 



A. C. AMMETERS 



072 

ohms 

A100x9 $7.50 

A90 X 27 

.0108 

ohms 

A100 X 10 7.50 

A90x 7 

.0038 

ohms 

AlOOxll 7.50 

A90x8 

.0018 

ohms 

A100xI2 7.50 

A90 X 28 

.0008 

ohms 

A 100x 13 7.50 

A90 x‘29 

.00079 ohms 

AlOOxU 7.50 

A90 x 9 

,00048 ohms 

A100 X 15 7.50 

A90 X 10 

,00035 ohms 

AlOOxie *7,50; 

A90 X 11 



• These and higher ronges are supplied as S amp. movement lor use with current transformers. 

A. C. VOLTMETERS 



Ranges above those, shown require extemcd reidsterSi 
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PANEL INSTRUMENTS 


CURRENT 


D. C. MILLIAMMETERS 


MODEL 731 

MODEL 431 

MODEL 741 

MODEL 141 

* * MODEL 441 

MODEL 841 

Part No. 

Price 


Price 

Pari No. 

Price 

Part No. 

Price 

Part No. 

Price 


Price 

A76 X 11 

$8 40 

A74 X 11 

$8.10 

A79 X 11 

$9.15 

A78x 11 

$9.15 

A77x 11 

$8.70 

A80x 11 

$8.70 

A76 X 14 

8.40 

A74 X 14 

8.10 

A79x 14 

9.15 

A78x 14 

9.15 

A77x 14 

8.70 

ABO X 14 

8.70 

A76 X 15 

8.40 

A74 X 15 

8.10 

A79 x 15 

9.15 

A78x 15 

9.15 

A77x 15 

8.70 

A80x 15 

8.70 

A 76 X 16 

8.40 

A74 X 16 

8.10 

A79 x 16 

9.15 

A78 X 16 

9.15 

A77x 16 

8.70 

A80 X 16 

8.70 

A76 X 17 

8.40 

A74 X 17 

8.10 

A79 ;< 17 

9.15 

A78x 17 

9.15 

A77 X 17 

8.70 

A80x 17 

8.70 

A76 X 19 

8.40 

A74 X 19 

8.10 

A79 X 19 

9.15 

A78 X 19 

9.15 

A77 X 19 

8.70 

A80x 19 

8.70 

A76 X 20 

8.40 

A74 X 20 

8.10 

A79 X 20 

9.15 

A78 X 20 

9.15 

A77 X 20 

8.70 

A80 X 20 

8.70 

A76 X 21 

8.40 

A74 X 21 

8.10 

A79 X 21 

9.15 

A78x21 

9.15 

A77x21 

8.70 

A80-X2I 

8.70 

A76 X 22 

8.40 

A74 X 22 

8.10 

A79 X 22 

9.15 

A78 X 22 

9.15 

A77 X 22 

8.70 

A80x22 

8.70 

A76 X 23 

8.40 

A74 X 23 

8.10 

A79 X 23 

9.15 

A78 X 23 

9.15 

A77 x 23 

8.70 

A80 X 23 

8.70 

A76 X 24 

8.40 

A74 X 24 

8.10 

A79 X 24 

9.15 

A78 X 24 

9.15 

A77 X 24 

8.70 

A80 X 24 

8.70 

A76 X 25 

8.40 

A74 X 25 

8.10 

A79 X 25 

9.15 

A78 X 25 

9.15 

A77 X 25 

8.70 

A80 X 25 

8.70 

A76 X 26 

8.40 

A74 X 26 

8.10 

A79 X 26 

9.15 

A78 X 26 

9.15 

A77 X 26 

8.70 

A80 X 26 

8.70 

A76 X 28 

8.40 

A74 X 28 

8.10 

A79 X 28 

9.15 

A78 X 28 

9.15 

A77x 28 

8.70 

A80 X 28 

8.70 


D. C. AMMETERS 


A76 

X 

29 

$8.40 

A74 

X 

29 

$8.10 

A 79 

X 

29 

59.15 

A78 

X 

29 

$9.15 

A77 

X 

29 

$8.70 

ABO 

X 

29 

$8.70 

A76 

X 

84 

8.40 

A74 

X 

84 

8.10 

A79 

X 

84 

9.15 

A78 

X 

84 

9.15 

A77 

X 

84 

8.70 

A80 

X 

84 

8.70 

A76 

X 

30 

8.40 

A74 

X 

30 

8.10 

A 79 

X 

30 

9.15 

A78 

X 

30 

9.15 

A77 

X 

30 

8.70 

A80 

X 

30 

8.70 

A76 

X 

33 

8.40 

A74 

X 

33 

8.10 

A 79 

X 

33 

9.15 

A78 

X 

33 

9.15 

A77 

k 

33 

8.70 

A80 

X 

33 

8.70*= 

A76 

X 

34 

8.40 

A74 

X 

34 

8.10 

A79 

X 

34 

9.15 

A78 

X 

34 

9.15 

A77 

X 

34 

8.70 

A 80 

X 

34 

8.70 

A76 

X 

36 

8.40 

A74 

X 

36 

8.10 

A 79 

X 

36 

9.15 

A78 

X 

36 

9.15 

A77 

X 

36 

8.70 

A 80 

X 

36 

8.70 

A76 

X 

37 

8.40 

A74 

X 

37 

8.10 

A 79 

X 

37 

9.15 

A78 

X 

37 

9.15 

A77 

X 

37 

8.70 

ABO 

X 

37 

8.70 

A76 

X 

40 

8.40 

A74 

X 

40 

8.10 

A79 

X 

40 

9.15 

A78 

X 

40 

9.15 

A77 

X 

40 

8.70 

ABO 

X 

40 

8.70 

A76 

X 

41 

8.40 

A74 

X 

41 

8.10 

A79 

X 

41 

9.15 

A78 

X 

41 

9.15 

A77 

X 

41 

8.70 

ABO 

X 

41 

8.70 

A76 

X 

44- 

8.40 

A 74 

V 

.l.t 

8.10 

A 70 

X 

44 

9.15 

A78 

X 

44 

9.15 

A77 

X 

44 

8.70 

ABO 

X 

44 

8.70 


D. C. MICROAMMETERS 


A76 }{ 1 

$12.75 

A 74 X : 

$12.45 

A79 X 1 

$13.95 

A78 x 1 

$13.95 

A77 X 1 

$13.50 

A80x 1 


A76 X 2 

11.55 

A74 X 2 

11.25 

A79x2 

12.60 

A78x 2 

12.60 

A77x2 

12.30 

A80 x2 


A76x4 

9.75 

A74 X 4 

9.30 

A79x 4 

10.80 

A78 X 4 

10.80 

A77x4 

10.35 

A80 X 4 


A76 X 9 

9.00 

A74 X 0 

8.70 

A79x 9 

20.20 

A78x9 

10.20 

A77x 9 

9.75 

A8n X 9 

WKESmKi 


D. C. VOLTMETERS 200 Ohms Per Volt 


A76 X S9 

$8 40 

A74 X 59 

■■KTims 

A79 X 59 

$9.15 

A78 X 59 

103 

A77 X 59 

$8.70 

A 80 X 59 

HE£fi£BB 

A76 X 60 

8.40 

A74 X 60 


A79 >: 60 

9.15 

A78 X 60 

9.15 

A77x60 

8.70 

A80 X 60 


A76 X 61 

8.40 

A74 X 61 


A79 X €1 

9.15 

A78x 61 

9.15 

A77x 61 

8.70 

A80x61 


A76 X 62 

8.40 

A74 X 62 


A79 X 62 

9.15 

A78 X 62 

9.15 

A77 X 62 

8.70 

A80 X 62 


A76 X 64 

8.40 

A74 X 64 

(i^B 

A79 X 64 

9.15 

A78x64 

9.15 

A77 X 64 

8.70 

A80 X 64 

r )^^B 

A76 X 67 

8.40 

A74 X 67 


A79 X 67 

9.15 

A78 X 67 

9.15 

A77 X 67 

8.70 

A80x67 


A76 X 70 

8.40 

A74 X 70 


A79 X 70 

9.15 

A78 X 70 

9.15 

A77 X 70 

8.70 

ABO X 70 


A76x 71 

8.40 

A74 X 71 
A74 X 74 

8.10 

9.15 

A79 X 71 
A79 X 74 

9.15 

10 20 

A78 X 71 
A78 X 74 

9.15 

A77x 71 
A77 X 74 


A80x71 
A80 X 74 



D. C. VOLTMETERS 1000 Ohms Per Volt 


A76 

X 

75 

$ 9.75 

A74 

X 

75 


A79 

X 


$ 10.50 

A78 

X 

75 

$10.50 

A77 

X 


$ 10.05 

A80 

X 


ijti.- 

A76 

X 

77 

10.05 

A74 

X 

77 

!^B 

A 79 

X 


10.80 

A78 

X 

77 

10.80 

A77 

X 


10.35 

A80 

X 


^^B 2 i 

A76 

X 

78 

10.35 

A74 

X 

78 


A79 

X 


11.10 

A78 

X 

78 

11.10 

A77 

X 


10.65 

ABO 

X 

78 

^^B iir 1 

A76 

X 

81 

10.65 

A74 

X 

81 


A79 

X 


11.40 

A78 

X 

81 

11.40 

A77 

X 


10.95 

A80 

X 



A76 

X 

82 

10.95 

A74 

X 

82 

^^E X l^B 

A79 

X 


11.70 

A78 

X 

82 

11.70 

A77 

X 


11.25 

A80 

X 

82 

^^B £ 1 





A74 

X 

83 

EBEEeIHI 

A79 

X 


12.00 

A78 

X 

83 

12.00 

A77 

X 


11.55 

A 80 

X 

83 

IHKQQl 


CURRENT A. C. MILLIAMMETERS 



$ 8.40 

A92 X 1 

a 

A97 X 1 

EL 742jg j5 

A96 X 1 

? $ 9.15 

A94 X 25 

8.40 

A92 X 25 

8.10 

A97 X 25 

9.15 

A96 X 25 

9 15 

A94 X 2 

8.40 

A92x2 

8.10 

A97x2 

9.15 

A9S X 2 


A94 X 3 

8.40 

A92 X 3 

8.10 

A97 x 3 

9.15 

A96 X 3 


A94 X 4 

8.40 

A92x4 

8.10 

A97 X 4 

9.15 

Age X 4 


A94 X 26 

8.40 

A92 X 26 

8.10 

A97 X 26 

9.15 

A96 X 26 


A94 X 5 

8.40 

A92 X 5 

8.10 

A97 X 5 

9.15 

A96 X 5 

9.15 

A. C. AMMETERS 


A94 X 27 

$840 

A92 X 27 ■■ 

$ 8.10 

A97 X 27 

$ 9.15 

A96 X 27 

$ 9.15 

A94 X 7 

8.40 

A92 X 7 

8.10 

A97 X 7 

9.15 

A96 X 7 

9.15 

A94 X 8 

8.40 

A92 X 8 

8.10 

A97 X 8 

9.15 

Ag6 X 8 

9 . 15 . 

A94 X 28 

8.40 

A92 X 28 

8.10 

A97 X 28 

9.15 

A96 X 28 

9.15 

A94 X 29 

8.40 

A92 X 29 

8.10 

A97 X 29 

9.15 

A96 X 29 

9.15 

A94 X 9 

8.40 

A92x9 

8.10 

A97 X 9 

9.15 

A96 X 9 

9.15 

A94 X 10 

8.40 

A92 X 10 

JJO 

A97 X 10 

9.15 

A96 X 10 

9.15 

A94 X 11 

• 8.40 

A92 X 11 

' 9.30 

A97 X 11 

10.50 

A96 X 11 

10.50 


A. C. VOLTMETERS 


A94 x 33 , 

$840 

A92 X 33 

$8.10 

A94 X 34 

8.40 

A92 X 34 

8.10 

A94 X 16 

8.40 

A92 X 16 

8.10 

A94x 17 

8.40 

A92xl7 

8.10 

A94 X 18 

8.40 

A92x 18 

8.10 

A94 X 35 

8.40 

A92 X 35 

8.10 

A94 X 20 

8.40 

A92 x 20 

8.10 

A94x21 

8.40 

A92 X 21 

8.10 

A94 X 22 

9.15 

A92 x 22 

8.85 

A94x23 

10.95 

A92x23 

A92 X 24 

A92 X 45 

10.65 

13.05 

15.60 


A97 X 33 

$ 9.15 

A96 X 33 

1 $ 9.15 

A97 X 34 

9.15 

A96 X 34 

9.15 

A97 X 16 

9.15 

A96 X 16 

9.15 

A97 X 17 

9.15 

A96 X 17 

9.15 

A97 X 18 

9.15 

A96 X 18 

9.15 

A97 X 35 

9.15 

A96 X 35 

9.15 

A97 X 20 

9.13 

A96 X 20 

9.15 

A97 X 21 

9.15 

A96x21 

9.15 

A97 X 22 

9.90 

A96 X 22 

9.90 

A97 X 23 

11.55 

A96x23 

11.55 

A97 X 24 

14.10 

A96 X 24 

14.10 

A97 X 38 

16.50 

A96 X 36 

16.50 
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RUNNING TIME METERS 

Model 538 3" Square Flush 0-9999.9 Hours.. $16.50 

Model 438 3^2*' Round Flush 0-9999.9 Hour*.....^_ 16.50 

120 or 240 volt (specify when ordering) 

POWER LEVEL INDICATORS 

W MLTEHS 

Model 745 41/|" Reotanqular Semi-flush . $19.50 

Model 535 3" Square Flush ..... 16.00 

Model 435 31 / 2 " Round Flush .. 18.00 

Supplied with "A" or "B" Scale (specify) 

Illumination for Model 745 add $3.00 extra. Complete with bulbs. 

DB METERS 

Model 425 21 / 2 " Round Flush ....... $14.40 

Model 525 21 / 2 " Square Flush .... 14.40 

Model 435 31 / 2 " Rovmd Flush ... 15.00 

Model 535 3" Square Flush ... 15.00 

Model 735 31/^" Rectc^qular Semi-flush .... 15.15 

Model 745 Rectangular Semi-flush .. 16.50 

Illumination for Models 735-745 Add $3.00 extra. 

All other Models Add $1.50 extra. Complete with bulbs. 



150 to 1500 Amp. Inclusive 


Shunts or other than 50MV drop or ranges not listed quoted on request. 4 foot leads 
are supplied. 


CURRENT TRANSFORMERS 


DONUT TYPE 



If ranges or ratios other than those listed above are required, give full details as to 
range or ratio, length of leads, size etc,, when ordering. 2 foot leads are standard. 
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Model 550-AC 


Model 650-AC 


Model 950-DC (or AC) 


Model 550-DC 
with Zero Adjuster 


Shurite panel meters are attractive, rugged, 
dependable instruments with accuracy well 
within 5%. All models have metal cases, 
telephone-black front; all require 2^" hole. 
DC meters are polarized-vane solenoid type, 
AC meters are double vane repulsion type 
with jeweled bearing. Ail are guaranteed. 

# Guarantee: All Shurite meters are guar¬ 
anteed to users against defective workman¬ 
ship and material, and will be repaired or 
replaced if sent to the factory postpaid with 
40c handling charge within one year after 
date of purchase. 

# All-metal Dials— age and moisture resis¬ 
tant, lithographed in black on white for 
high visibility. 

0 Sturdy Design— with new coil frames for 
greater rigidity, yet interchangeable in 
other respects with similar type of instru¬ 
ment formerly available. 

# Modern appearance— with concealed Coils, 
full view scales, and attractive styling and 
finish. 

TYPICAL USES: Shurite products, with their 
rugged design, and ability to duplicate read¬ 
ings, enjoy wide acceptance in the electronic 
and electrical fields. Applications include 
transmitters, receivers, TV antenna rotator 
controls, battery indicators, appliances, 
power sources, battery eliminators, electric 
fence controllers, and the very popular 
basic meters in radio test kits. 

Shurite products are also specified for 
battery voltage indicators on emergency 
lighting, burglar and fire alarm systems, 
output meters on rectifiers (copper oxide, 
tungar or selenium types), rate-of-charge 
indicators, testers for hearing aid bat¬ 
teries and their chargers, ammeters for 
plating sets, and polarity indicators for 
metals analysis. 

Other uses range from automotive test 
equipment to pin-ball circuit testers, and 
well depth indicators. Shurite has long 
been the favorite brand for those who take 
their hobbies and experiments seriously. 


DC MIlllAMMETERS 


RANGE 

RESIST.# 

MODEL 550* 

MODEL 650* 

MODEL 950 


Anprox. 

Stock 

Net 

Stock 

Net 

Stock 

Net 

Amps. 

Ohms# 

No. 

Each 

No. 

Each 

No. 

Each 

0-1** 

1000 

5300Z 

$3.10 

6300Z 

$3.20 

9300Z 

$3.25 

0-3L** 

500 

5332Z 

2.80 

6332Z 

2.90 

9'332Z 

2.95 

0-3 

5000 

5301 

2.15 

6301 

2.25 

9301 

2.30 

0-5 

2470 

5302 

1.95 

6302 

2.05 

9302 

2.10 

0-10 

557 

5303 

1.85 

6303 

1.95 

9303 

2.00 

0-15 

296 

5304 

1.50 

6504 

1.60 

9304 

i.65 

0.-25 

8T 

5305 

i.45 

6305 

1.55 

9305 

1.60 

0-50 

24 

5306 

1.45 

6306 

1.55 

9306 

1.60 

0-100 

6.2 

5307 

1.45 

6307 

1.55 

9307 

1.60 

0-150 

2.0 

5308 

i.45 

6308 

1.55 

9308 

1.60 

0-200 

1.5 

5309 

1.45 

6309 

9.55 

9309 

i.60 

0-300 

.90 

5310 

1.45 

631^ 

1.55 

9310 

1.60 

0-400 

.46 

5311 

(.40 

6311 

1.50 

9311 

1.55 

0-500 

.25 

5312 

1.40 

6312 

i.50 

9312 

1.55 


* Moving Magnet Construction, provides the approximate internal resistance shown. 
Price includes zero adjuster. 

* For zero adjusters add 35c to price and Z to stock number. 

No zero adjuster on Model 950 stock models; except 9300Z and 9332Z._ 




AC 

MHLIAMMETERS 



■■ 

RANGE 

RESIST. 

MODEL 550 

MODEL 650 

MODEL 959 

Ma. 

Ohms 

No. 

Each 

NO. 

Each 

No. 

Each 


Approx. 

Stock 

Net 

Stock 

Net 

Stock 

Net 

0-10 

4800 

5607 

$2.85 

66f’" 

$2.95 

9607 

$3.00 

0-25 

750 

5601 

2.55 

6601 

2.65 

9601 

2.70 

0-50 

150 

5602 

2.55 

6602 

2.65 

9602 

2.70 

0-100 

37 

5603 

2.55 

6603 

2.65 

9603 

2.70 

0-250 

5.4 

5604 

2.55 

6604 

2.65 

9604 

2.70 

O-.iCA 

1.34 

5605 

2.55 

6605 

2.65 

9605 

2.70 

DC AMMETERS 

RANGE 

RESIST.# 

MODEL 550* 

MODEL 650* 

MODEL 960 


Anprox. 

Stock 

Net 

Stock 

Net 

Stock 

Net 

Amps. 

Ohms# 

No. 

Each 

No. 

Each 

No. 

Each 

0-1 

.105 

5201 

$1.45 

6201 

$1.55 

9201 

$1.60 

0-3 

.02 Max 

5202 

1.45 

6202 

1.55 

,9202 

(.60 

0-5 

.02 Max 

5203 

1.45 

6203' 

1.55 

9203 

1.60 

0-8 

.02 Max 

5204 

1.45 

6204 

1.55 

9204 

(.60 

0-10 

.02 Max 

5205 

1.45 

6205 

1.55 

9205 

(.60 

0-15 

.02 Max 

5206 

1.55 

6206 

t.65 

9206 

1.70 

0-25 

.02 Max 

5207 

1.85 

6207 

1.95 

9207 

2.00 

0-50 

.02 Max 

5208 

2.15 

6208 

2.25 

9208 

2.30 

1-0-1 

.13 

5209 

1.55 

6209 

1.65 

9209 

(.70 

3-0-3 

.02 Max 

5210 

1.55 

6210 

i.65 

9210 

(.70 

5-0-5 

.022 

5211 

f.55 

6211 

(.65 

9211 

(.70 

6-0-6 

.02 Max 

5212 

1.55 

6212 

i.65 

9212 

(.70 

10-0-10 

.02 Max 

5213 

1.70 

6213 

i.80 

9213 

(.85 

20-0-20 

.02 Max 

5214 

1.75 

6214 

1.85 

9214 

(.90 

30-0-30 

.02 Max 

5215 

1.85 

6215 

(.95 

9215 

2.00 

50-0-50 

.02 Max 

5216 

2.0<) 

6216 

2.10 

9216 

2.(5 

♦ For zero adjuster. 

add 35c to price and Z to stock number. 



No 

zero adjuster on Model 

950 stock 

models. 




1 AC AMMETERS | 

RANGE 

RESIST. 

MODEL 550 

MODEnr. 650 

MODEL 950 


Approx. 

Stock 

Net 

Stock 

Net 

Stock 

Net 

Ma. 

Ohms 

No. 

Each 

No. 

Each 

No. 

Each 

0-1 

.42 Max 

5501 

$2.55 

6501 

$2.65 

9501 

$2.70 

0-3 

.072 Max 

5502 

2.55 

6502 

2.65 

9502 

2.7C 

0-5 

.041 Max 

5503 

2.55 

6503 

2.65 

9503 

2.70 

0-10 

.02 Max 

5504 

2.55 

6504 

2.65 

9504 

2.7C 

0-30 

.02 Max 

5505 

2.85 

6505 

2.95 

9505 

3.0C 

0-50 

.02 Max 

5506 

3.05 

6506 

3.(5 

9506 

3.20 


#Besistances are being changed in some models. If this factor is important in your circuit, 
factory engineering data will be supplied on request. Please state wlxether case is magnetic 
or nonmagnetic. 
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RANGE 

RESIST.# 

MODEL 

550* 

MODEL 650* 

MODEL 950 


Approx. 

Stock 

Net 

Stock 

Net 

Stock 

Net 

VolU 

Ohms# 

No. 

Lach 

N'o. 

Each 

No. 

Each 

0-1 

22 

5101 

$1.40 

6101 

$1.50 

9101 

$1.53 

0-3 

205 

5102 

1.45 

6102 

1.55 

9102 

1.60 

3-0-3 

265 

5103 

1.45 

6103 

1.55 

9103 

1.60 

0-5 

525 

5104 

1.45 

6104 

i.55 

9104 

1.60 

0-6 

570 

5105 

1.45 

6105 

i.55 

9105 

1.60 

0-8 

970 

5106 

1.45 

6106 

1.55 

9106 

i.eo 

0-10 

1920 

5107 

1.50 

6107 

1.60 

9107 

i.65 

0-15 

4200 

5108 

1.60 

6108 

1.70 

9108 

1.75 

0-20 

1115 

5121 

1.65 

6121 

1,75 

9121 

1.80 

0-25 

1360 

1109 

1.60 

6109 

1.70 

9109 

1.75 

0-26H** 

6000 

5110 

2.30 

6110 

2.40 

9110 

2.45 

0-50 

2630 

5122 

1.75 

6122 

i.85 

9122 

1.90 

0-50H** 

12500 

5111 

2.45 

6111 

2.55 

9111 

2.60 

0-75 

4000 

5112 

1.80 

6112 

1.90 

9112 

1.95 

0-100 

5300 

5113 

1.90 

6113 

2.00 

9113 

2.05 

O-IOOH** 

25600 

5114 

2.60 

6114 

2.70 

9114 

2.75 

0-150 

8000 

5115 

2.00 

6115 

2.10 

9115 

2.15 

0-150H*'» 

37200 

5116 

2.70 

6116 

2.80 

9116* 

2.85 

0-300H**t 

74200 

5117 

2.95 

6117 

3.05 

9117 

3.10 

0-r)D0H**t 

124200 

5118 

3.90 

6118 

4.00 

9118 

4.05 

0-750H**t 

184200 

5119 

4.65 

6119 

4.75 

9119 

4.80 

0-8-160 

tt 

5120 

2.40 

6120 

2.50 

9120 

2.55 


*For zero adjuster, add 35c to price and Z to stock number. No zero adjuster 
on No. 950 stock models. 

denotes high resistance. 

ISupplied with external resistors. 

tTApprox, resistance 840 ohms at 8 volts. 17,340 ohms at 160 volts. 


VOLTMIETERS 


RA.VGB 

RESIST. 

MODEL 

550 

MODEL 650 

MODEL 950 


Approx. 

Stock 

Net 

Stock 

Net 

Stock 

Net 

Volts 

Ohms/Volts 

No. 

Each 

No. 

Each 

No. 

Each 

0-4 

11 

5401 

$ 2.55 

6401 

$2.65 

9401 

$2.70 

0-6 

15.8 

5402 

2.55 

6402 

2.65 

9402 

2.70 

0-10 

27 

5403 

2.55 

6403 

2.65 

9403 

2.70 

0-15 

32.3 

5404 

2.55 

6404 

2.65 

9404 

2.70 

0-50 

96 

5405 

3.05 

6405 

3.15 

9405 

3.20 

0-130 

135 

5406 

3.30 

6406 

3.40 

9406 

3.45 

0-300* 

100 

5407 

3.70 

6407 

3.80 

9407 

3.85 

0-600* 

100 

5408 

4.70 

6408 

4.80 

9408 

4.85 

0-750* 

100 

5409 

5.30 

6409 

5.40 

9409 

5.40 


*Supplied with external resistors. 


RESISTANCE METERS 


SHURITE 




A sturdy flange ring to be placed over any 
Model 550 (round) Shurite meter where a 
flange mount is preferred. Makes appear¬ 
ance similar to Model 650. Wide flange, 
2%" dia. Telephone black finish. Screws, 
lockwashers and nuts included. 

Model 5-A, Net.$0.18 

MOUNTING DETAILS 

All Shurite Panel Meters have flush cases and 
require 2^" hole. Most standard ranges 
have 6-32 studs, and are mounted as fol¬ 
lows: 

DC AC 


^-BRACKET 

w lip 


'5 Model 
r 550 


hZU 6 - 32 ^ 


f[ Model 

fen 650 


MW RING CLAMP— 
'T2*r32V’'*®’‘| SCREWS SUPPLIED 





4120 3 HOLES g^1• 




MODEL 650^ 


* For zero adjuster add 35c to price and Z to stock number. No zero adjuster 
on No. 950 stock models. 

** Eequires 3 flashlight cells for resistance readings but does not require resistor 
for voltage readings. 

#Resistances are being changed in some models. If this factor Is important in your circuit, 
factory engineering data will be supplied on request. Please state whether case is magnetic 
or nonmagnetic. 

POCKET TYPE METERS 

Various Shurite pocket meters using 

the Model 450 case are in produc- 

tion. Model 450 has bright plated |J 

case, with two or three terminals, ff/ ^ 

depending on ranges. Ranges suit- ({(- X )) ) 

able for pre-war and post-war bat- 
teries, portable radio batteries and 
many other electrical applications, 

including polarity indication types ” ^ 

have been made, although they are \ 

not regularly stocked. Model 450 

Stock numbers begin with 4 as the first digit. For example, 
the 0-3 DC Ammeter, as illustrated, is Stock No. 4202, 

The bulletin, ^^Shurite Pocket Types^^ available on request, 
is periodically revised to indicate pocket meters which are 
authorized for production. Dealer net price is obtained by 
adding $0.40 to the price of 550 Model meters as shown in 
this catalog at $1.70 or less, or by adding $0.30 for meters 
at $1.75 or above. 

(PRICES SHOWN ARE U.S.A. DEALER NET FOR 


IMPORTANT—HOW TO ORDER: 

For all standard models, give: (1) Model 
Number, (2) Range, (3) Stock Number. If 
Model number and stock number are not 
stated, Model 550 will be supplied. 

ZERO ADJUSTERS (Z) 

Zero Adjusters are available only on Models 
550-DC and 650-DC. No zero adjuster on 
models using 950 case, except 9332-Z. When 
ordering, add Z to stock number. Example: 
Stock number for Model 550-DC voltmeter, 
0-1 volt range—without zero adjuster is 
5101. With zero adjuster, it is 5101-Z. 
PANEL CALIBRATION (S) 

Meters are calibrated for non-magnetic 
panels. If for magnetic (steel) panel 
mounting, specify thickness and overall size 
of panel, and add -S to stock number when 
ordering, as 5101-S. If thickness of steel 
panel is not specified, meter will be sup¬ 
plied for .040 panel. 

VISCOSITY DAMPING (V) 

Careful application of new silicone com¬ 
pound on bearing surfaces damps pointer 
overtravel. Add -V to stock number, as 
5406-V, and 5 cents to price. Not regularly 
stocked; available only on quantity orders. 

SEE YOUR DISTRIBUTOR 

Besides carrying most types, and being 
able to obtain your other needs on reason¬ 
able notice, your authorized Shurite distrib¬ 
utor of electronic parts is qualified to sug¬ 
gest the right meter for your need. 

INDIVIDUALLY BOXED METERS) 


NEW HAVEN 8, CONNECTICUT 

Prices NET, F.O.B. New Haven, Conn., domestic packing, effective April 1, 1953. Subject to change without notice. Pjrinted in U. S. A. 
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Round Style 


PANEL INSTRUMENTS 

These panel instruments reflect half a century of instru¬ 
ment skill, and the Weston tradition of building instruments 
to the highest standards of dependability and service. 

Models 301, 425 and 476 are available in round flush 
bakelite cases ZVi" or , and ZV^" metal cases with 

black finish; also in round surface metal and rectangular 
flush bakelite cases. Models 301 and 425 supplied in round 
surface bakelite cases. Models 506, 507, 517 regularly sup¬ 
plied in round flush 2 V 2 " bakelite and black finished metal 
cases; flush narrow flange metal and rectangular flush bake¬ 
lite cases ^ with a clamp for panel mounting. Model 506 
available in surface metal case. All are calibrated normally 
for use on non-magnetic panels. For magnetic panel use, 
instruments will be adjusted for steel panel thickness of .09". 
Order instruments^ in bakelite cases for use on circuits above 
300 volts^ when it is not possible to connect in grounded 
side of line. For other instrument prices, write to Weston 
Electrical Instrument Corporation, Newark 5, New Jersey. 

ZV2" PANEL INSTRUMENTS 



Rectangular Style 


MODEL 301 D-C VOLTMETERS 

Approximate resistance of Model 301 in ohms per volt — 1 to 40 


volts, 62, 

; 50 to 150 volts, 200; 200 volts, 250. 



Range 

Price 

Range 

Price 

Range 

Price 

3 

$14.25 

15 

$14.25 

150 

$15.75 

5 

14.25 

30 

14.25 

200 

16.50 

8 

14.25 

50 

14.25 



10 

14.25 

100 

15.00 




With Resistance of 1,000 ohms 

per volt 


Range 

Price 

Range 

Price 

Range 

Price 

50 

$15.00 

300 

$18.75 

1.5KV 

$41.75* 

100 

15.75 

500 

23.25 

2 KV 

46.75* 

200 

17.25 

IKV 

30.75 

3 KV 

56.75* 

* Supplied with external resistor. 





MODEL 

301 — D-C 

MILLIAMMETERS * 



Approx. 



Approx. 


Range 

Res. Ohms 

Price 

Range 

Res. Ohms 

Price 

1 

105 

$14.25 

30 

1.2 

$14.25 

1.5 

27 

14.25 

50 

2.0 

14.25 

2 

27 

14.25 

100 

1.0 

14.25 

5 

5.7 

14.25 

150 

0.66 

14.25 

10 

2.0 

14.25 

200 

0.5 

14.25 

15 

2.0 

14.25 

300 

0.33 

14.25 

20 

2.0 

14.25 

500 

0.2 

14.25 


* Milliammeters with ranges above 40 MA. are shunted, and have 
a drop of approximately 100 MV. 


MODEL 301 — D-C AMMETERS * 

Single Ranges: 1/l.5/2/3/5/l0/l5/30/50 at $14.25 
* Ammeters are supplied in self-contained ranges up to 50 amperes 
inclusive, and have a drop of 50 MV ±5%. Ranges above 50 
amperes require external shunts. 



MODEL 301 

— RECTIFIER 

TYPE A-C 

VOLTMETERS 


1000 ohms 2000 ohms 


1000 ohms 

2000 ohms 

Range 

per volt 

per volt 

Range 

per volt 

per volt 

1 


$25.50 

50 

$22.50 

$25.50 

1.5 


25.50 

100 

23.25 

26.25 

3 

$22.50 

25.50 

150 

24.00 

27.00 

5 

22.50 

25.50 

300 

26.25 


15 

22.50 

25.50 





MODEL 301 — RECTIFIER TYPE A-C MILLIAMMETERS 
Range Price Range Price 

0.5 $25.50 2 $21.75 

1 21.75 5 21.75 

MODEL 301 — RECTIFIER TYPE A-C MICROAMMETERS 
Range Price Range Price 

100 $34.50 250 $25.50 

200 25.50 500 25.50 

MODEL 301 VU METER 

A OR B SCALE.Price $35.00 

MODEL 476 —A-C AMMETERS 
Single Ranges: 1/1.5/2/3/5/10/15/30/50 at $14.25 
MODEL 476 —A-C VOLTMETERS 
Single Ranges: 1.5/3/5/8/10/15/30/50 at $14.25 
Range Price Range Price 

100 $15.00 250 $17.25 

130 15.75 300 18.00 

150 15.75 500 21.00 

MODEL 425 —THERMOCOUPLE TYPE AMMETERS 


MODEL 301 — D-C MICROAMMETERS 


Range Price Range 

20 $30.00 100 

30 30.00 200 

50 28.25 500 


Price 

$27.00 

18.00 

18.00 


Single Ranges: 1/1.5/2/3/5/8/10/15/20 at $21.00 
MODEL 425 — THERMO MILLIAMMETERS 


Ranges: 10/20/50 .$52.50 

100/115/120/150/200/300/500 .$24.00 


21/2" PANEL INSTRUMENTS 


MODEL 506 —D-C VOLTMETERS 


Approximate resistance of Model 
volts, 125; 300 volts, 1000. 


Range Price Range 

3 $11.25 10 

5 11.25 15 

8 11.25 50 


506 in ohms per volt: 3 to 150 

Price Range Price 

$11.25 100 $12.00 

11.25 150 12.75 

11.25 300 15.75 


MODEL 506 — D-C AMMETERS 
Single Ranges: 1/1.5/3/5/10/15/30/50 at $11.25 
Ammeters, self-contained up to 5*1 amps., inclusive—drop 50 MVit5% 

MODEL 506 —D-C MILLIAMMETERS 


Approx. Approx. 


Range 

Resis. 

Price 

Range 

Resis. 

Price 

1 

105 

$11.25 

30 

1.2 

$11.25 

1.5 

18 

11.25 

50 

1 

11.25 

2 

18 

11.25 

100 

.5 

11.25 

3 

18 

11.25 

150 

.33 

11.25 

5 

9.5 

11.25 

200 

.25 

11.25 

10 

3.2 

11.25 

300 

.16 

11.25 

15 

1.5 

11.25 

500 

.1 

11.25 


Milliammeters above 40 MA are shunted — drop approximately 50 MV. 


MODEL 507 —THERMO AMMETERS 

For use on any frequency including radio frequency. 
Single Ranges: 1/1.5/2/5/8/15/20 at $18.00 


MODEL 517 


Approx. Resis. 


Range 

in ohms 

Price 

1 

.22 

$13.50 

3 

.024 

13.50 

5 

.01 

13.50 

10 

.0037 

13.50 


MODEL 517 
Approx. Ohms 

Range 

per volt 

Price 

5 

10 

$13.50 

10 

14 

13.50 

15 

14 

13.50 

25 

26 

13.50 


A-C AMMETERS 

Approx. Resis. 

Range in ohms Price 
20 .0012 $13.50 

30 .00085 13.50 

50 .00072 13.50 


A-C VOLTMETERS 


Approx. Ohms 


Range 

per volt 

Price 

50 

52 

$13.50 

130 

no 

15.00 

150 

no 

15.00 

250 

167 

16.50 

300 

167 

17.25 
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WESTON INSTRUMENTS 


4 ’A" PANEL 

MODEL 961—D-C INSTRUMENTS 

Rated accuracy 2% of full scale—Scale 3.17" 
(80.3 mm)—Permanent Magnet Moving Coil 
Type. 

D-C VOLTMETERS 


Range 

Scale Div. 

List Price 

1 

50 

$21.75 

2 

40 

21.75 

3 

60 

21.75 

5 

50 

21.75 

7.5 

75 

21.75 

10 

50 

- 21.75 

15 

75 

21.75 

25 

50 

21.75 

50 

50 

21.75 

80 

40 

21.75 

100 

50 

22.50 

130 

65 

23.25 

150 

75 

23.25 

200 

40 

24.00 

250 

50 

25.50 

300 

60 

26.25 

500 

50 

29.25 

Self-contained 

ranges listed 

have sensitiv 


of approximately 200 ohms per volt up to and 
including 200 volts; higher ranges are 1000 
ohms per volt. 


D-C MILLIAMMETERS 


Range 

1 

Scale Div 

Approx. 

Res. 

List Price 

50 

80 

$21.75 

3 

60 

7.3 

21.75 

5 

50 

2.8 

21.75 

10 

50 

1.25 

21.75 

25 

50 

l.O 

21.75 

50 

50 

2 

21.75 

100 

50 

1 

21.75 

200 

40 

0.5 

21.75 

300 

60 

0.33 

21.75 

500 

50 

0.2 

21.75 


Ranges above25 milliamperes are shunted and 
have a drop of approximately 100 millivolts. 


MATCHED A-C AND D-C 
PORTABLE INSTRUMENTS 

MODEL 433—A-C INSTRUMENTS 


INSTRUMENTS 


D-C AMMETERS 



Scale 

List 


Scale 

List 

Range 

Div. 

Price 

Range 

Div. 

Price 

1 

50 

$21.75 

5 

50 

$21.75 

1.5 

75 

21.75 

10 

50 

21.75 

2 

40 

21.75 

25 

50 

21.75 

3 

60 

21.75 

50 

50 

21.75 


Regularly supplied with self-contained shunts up 
to and including 50 amperes, but can be sup¬ 
plied with external 50 mv shunts and 5 foot 
(0.065 ohm) leads. 


Approx. 


Range 

Scale Div. 

Res. c5hms 

List Price 

30 

60 

1950 

$37.50 

50 

50 

900 

35.75 

75 

75 

450 

35.75 

100 

50 

MIO 

34.50 

200 

40 

400 

25.50 

300 

60 

175 

25.50 

500 

50 

80 

25.50 


MODEL 963—THERMO AMMETERS 

Rated accuracy 2% of full scale . . . Scale 3.17" 
. . . Thermocouple type. 

POWER CONSUMPTION: I to 4 amperes incl. 
varies from 0.2 to 0.4 watt per ampere. Approx. 
5 amperes and above—0.2 watt per ampere. 

Frequency errors less than 2% up to 65 mega¬ 
cycles. 



Scale 

List 


Scale 

List 

Amps. 

Div. 

Price 

Amps. 

Div. 

Price 

50 

$28.50 

5 

50 

$28.50 

1.5 

75 

28.50 

6 

60 

28.50 

2 

40 

28.50 

8 

40 

28.50 

2.5 

50 

28.50 

10 

50 

28.50 

3 

60 

28.50 

15 

75 

28.50 

4 

40 

28.50 

20 

40 

28.50 


The ranges are all self-contained. 

Through the use of specially controlled character¬ 
istics, thermo ammeters can be supplied to meet 
the special requirements of the FCC for antenna 
ammeters. 


Scale Length 4.04”—Accuracy within % 
of 1% — Movable Iron Type — Shielded 
Case Size 5-1/16” x 5V4” x 3V4”—Weight 
2 V 2 lbs.—Hand Calibrated Mirror Scales 
Bakelite Case with Carrying Strap. 
Note: These instruments are calibrated for 
use in a horizontal position. 


A-C VOLTMETERS 

Made with single, double and triple ranges. 
For use on frequencies from 25 to 125 cycles. 


Range 


List Price 


10, 30, 50, 75 $54.00 

10/5, 20/10. 30/15 61.50 

450/300/150 83.25 

600/300/150 85.50 

750/300/150 87.75 


A-C MILLIAMMETERS 

Made in single and double ranges only, for 
use on frequencies from 25 to 500 cycles. 

Range List Price 

15, 30, 75, 500 $52.50 

300/150 67.50 


MODEL 931—D-C INSTRUMENTS 


Scale Length 4.04”—^Accuracy within V 2 of 
1% Core Magnet Moving Coil Type. 
Case Size 5-1/16” x 5V4” x 3V4”—Weight 2 
lbs. — Hand Calibrated Mirror Scales — 
Bakelite Case with Carrying Strap. 
Note: These instruments are calibrated for use in 
a horizontal position. 

D-C VOLTMETERS 


Range 
3, 15, 50 
300/150/3 
750/300/150 


List Price 
1,000 Ohms 
Per Volt 
$60.00 
78.00 
84.75 


List Price 
5,000 Ohms 
Per Volt 
$75.00 
93.00 
99.75 


D-C AMMETERS 

Range List Price 

I. 1.5, 3, 5 $63.00 

30/15/3 78.00 

50/20/5 78.00 

Self-contained up to 50 amperes inclusive, but 

can be supplied with external 50 mv shunts and 

5 ft. leads. 

D-C MILLIAMMETERS 

List 


A-C AMMETERS 

Made in single, double and triple ranges 
for use on frequencies from 25 to 500 cycles. 
All instruments have two binding posts; 
double and triple range instruments are pro¬ 
vided with a range selector switch. 

Range 
I, 1.5, 2, 3 
15, 25, 30 
2/1, 5/2.5, 10/5 
3/1.5/0.75. 5/2.5/I, 10/5/1 
20/5/2. 30/7.5/3, 50/20/5 


Range Price 

15, 150 $58.50 

1500/150/15 82.50 

I5/I.5/.I5 78.00 

Single range Milliammeters with ranges above 

30 ma are shunted and have a drop of 50 mv 

±5%. 

D-C MICROAMMETERS 


List Price 


<-High Resistance-^ 

,—Low Resistance—^ 

$ 52.50 

Range Approx. 

Approx. 

58.50 


Res. Ohms List Price 

Res. Ohms List Price 

67.50 

30 

2400 $82.50 

150 $90.00 

112.50 

100 

1650 75.00 

45 82.50 

118.50 

200 

560 67.50 

10 75.00 



MODEL 962—TYPE 30 VU METERS 


Model 962 VU Meters are available with a 
choice of two scales. Type A stresses the level 
in VU and is used largely in monitoring wire 
lines. Type B emphasizes per cent use of 
transmitter output and is the standard for 
broadcast service. Scale backgrounds are 
buff colored. 

Scale A or B.Model 962—$42.50 



MODEL 432—D-C AND 
SINGLE PHASE A-C WATTMETERS 

Double voltage and single or double cur* 
rent ranges, self-contained up to 300 volts 
and 50 amperes, frequencies from 25 to 125 
cycles. 

Electrodynamometer Type 

Accuracy of 1% .Scale Length 4.04" 

Case Size St'j" x S'A" x 31 / 4 ".Wt. 31/4 lbs. 

Normal Volts Normal Amps List Price 
75/150 I $101.25 

Double Current Ranges 
300/150 5/2.5 122.25 
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MODEL 769 HIGH FREQUENCY ELECTRONIC ANALYZER 

A versatile three-in-one instrument built to Weston standards of quality. 
Provides a conventional Volt-Ohm-Milliammeter, a high impedance Elec¬ 
tronic Volt-Ohmmeter, and a stable, probe type Vacuum Tube Voltmeter 
for use to 300 megacycles. RF and special D-C probe supplied. 

Complete stability is attained on all ranges from 3 to 1200 Volts and 
200 Ohms to 2000 Megohms full scale. 

RANGES 


VOLT-OHM-MILLIAMMETER 

D-C VOLTS (at 10,000 ohms per voIt):t 
3/12/30/120/300/1200. 

A-C VOLTS (at 1,000 ohms per volt): 
3/12/30/120/300/1200. 

DECIBELS: -6 to -4-62 in six ranges: 

1 milliwatt, 0 level, 600 ohm line. 

D-C CURRENT: 300 microamperes 
1/1.2/6/30/120/600 ma. 

RESISTANCE: 2,000 / 20,000 / 200,000 ohms 
full scale.* 20/200/2,000 ohms center 
scale. 

ACCURACY: D-C ±3% A-C ±5% 

t For higher ranges * Ranges from 2 to 
to 6000 volts d-c 2000 megohms oper- 
order Model 766 ate electronicolly. 
Type 4 Televerter 
at $21.00 list. 


PROBE TYPE VACUUM TUBE VOLT 
METER 

A-C VOLTS: 3/12/30/120. 

DECIBELS: —6 to -f“42 in four ranges. 

1 milliwatt, 0 level, 600 ohm line. 

ACCURACY: ±5% (direct reading) at 50 
cycles to 150 megacycles. 

±:12% (direct reading) at 150 to 
300 megacycles. 

±8% (with correction curve) at 150 
to 300 megecycles. 

ELECTRONIC VOLT-OHMMETER 

D-C VOLTS: ±3/12/30/120/300/1200. 

RESISTANCE: 2,000/20,000/200,000 ohms 
full scale. 2/20/2,000 megohms full 
scale. 

20/200/2,000/20,000/200,000 ohms 
center scale, 20 megohms center 
scale. 

VOLTMETER RESISTANCE: 15 megohms on 
all ranges. 

ACCURACY: ±4% of full scale on all 
ranges. 



MODEL 769 

RF PROBE 

FREQUENCY RANGE: 50 cycles to 300 mega- 
cycles. 

INPUT RESISTANCE: 5 megohms. 

INPUT CAPACITY: Approximately 5 micro¬ 
microfarads. 

DIMENSIONS: 31 / 2 '' x 


Size: 10" x 13" x 61/8". 

App. Wgt. 13y2 lbs. 

PRICE.$247.50 List 



MODEL 779 


MODEL 779 SUPER-SENSITIVE ANALYZER 

A compact 26 range ultra-sensitive analyzer with five d-c voltage ranges of a sensitivity of either 
1,000 or 20,000 ohms per volt. A-C temperature compensated; precision resistors throughout. 
Supplied in a rugged solid oak case with a removable cover and convenient carrying handle. 

Used for . . . measurement of tube circuits, as In electronic receivers, transmitters and elec¬ 
tronic control equipment . . . television and wire communication systems . . . power level in 
decibels in audio equipment, P.A., telephone or speech lines . . . maintenance of electronic 
control and alarm systems . . . leakage of condensers . . . resistance of all types of circuits. 

For application requiring higher d-c voltage measurements use Model 766 Televerters as 
listed on next page. 

RANGES 

Volts Current 


D-C 

A-C 

D- 

C Only 

Decibels 

Ohms 

2.5 

2.5 


1 Ma 

~ 14 to + 2* 

0-3000 

10 

10 

1* 

Ma 

- 2 to -h 14* 

0-30,000 

50 

50 

10 

Ma 

-f 12 to -f 28* 

0-300,000 

250 

250 

50 

Ma 

-I- 26 to + 42t 

0-30 Meg 

1000 

1000 

250 

Ma 

+ 38 to -f 54tt 



1 

Amp 

(6 milliwatts. 



10 Amp 500 ohms, zero level) 

* Substantially flat to 10,000 cycles. Accuracy: A-C within 3%; D-C within 

t Substantially flat to 3,000 cycles. 2% to 250 volts; 3% on 1,000 volt range, 

tt Substantially flat to 1,000 cycles. 

Size: 6%" x PVs" x 4%" 

Approx. Weight: 6 lbs. 

Model 779 Type 1 (Incl. Test Leads)..$127.50 List 


MODEL 981 TYPE 1 TUBE CHECKER 


The Model 981 Tube Checker uses a new method of proportional mutual conductance test¬ 
ing . . . the differential frequency system which provides readings similar to actual oper¬ 
ating conditions. This tube checker supplies mutual conductance and "Good-Bad" readings 
on all receiving tube types . . . tests all Voltage Regulator and low power type Thyratron 
tubes . . . has adjustable plate, screen, signal and grid bias voltages. Only six settings re¬ 
quired for most tubes . . . switching flexibility provides for testing future tubes as they are 
announced. 

SPECIFICATIONS 


Tube Checker ranges: 3000/6000/12000 
micromhos. 

Tube sockets: 4, 5, 6, and 7 prong, octal, 
loctal, miniature, acorn and 9 pin types. 
(Spare miniature socket provided.) 


Power Requirements: 105/125 Volts, 50/60 
Cycles A-C. 

Size: 17%" x 11%" x 678" - Weight: 23 
Lbs. 

Price.$291.50 List 
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MODEL 785 INDUSTRIAL CIRCUIT TESTER 


Established in industry as the most complete single unit for 
general maintenance and ultra-sensitive test purposes, particularly 
on electronic equipment. Provides 28 ranges for measuring D-C 


voltage and current; A-C voltage and current; and resistance. 
Current and voltage ranges can be extended for insulation testing, 
Provisions for instantaneous current and voltage readings. 


RANGES 

D-C Volfs: (Full scale) 1/10/50/200/500/ 
1000 Volts (20,000 Ohms per volt), 100 
Millivolts direct or with external shunt. 
Accurate within 2% to 500 V.; 3% at 
1000 V. 

A-C Volts: (Full scale) 5/15/30/150/300/750 
Volts (1000 Ohms per volt). 

Accurate within 3%. 

D-C Current: (Full scale) 50 Microamps; 
1/10/100 Milliamps; 1/10 Amps. 

Accurate within 2%. Higher ranges with 
100 mv. shunts. 

A-C Current: (Full scale) .5/1/5/10 Amperes. 
Accurate within 3% on 60 cycles. Higher 
ranges with external current trans¬ 
formers. 

Resistance: (Full scale) 3,000/30,000/300,000 
Ohms; 3/30 Megohms. (Center scale) 
25/250/2,500/25,000/250,000 Ohms. 
Accurate within 2% of linear arc length 
on any ohmmeter range. 

Sizes: 13'' x I 2 V 2 " x 5 V 2 ". 

Weight (complete) 131/2 Lbs. 

Model 785 (Oak carrying case)....$157.50 List 
Model 785 (Steel case) . 127,50 List 


MODEL 785 ACCESSORIES 

Model 766 Televerter — used with any 50 
microampere D-C instrument or 20,000 ohm 
per volt analyzer to extend range to 5,000 


or 10,000 volts. 

Type 1 ( 5,000 volts).$18.00 List 

Type 2 (10,000 volts). 24.00 List 


Model 792 Insulation Tester —for insula¬ 
tion and cable resistance measurements to 
900 megohms at a test potential of 500 
volts. Operates from any 100-130 volt, 50 
to 60 cycle line. $37.50 L'st 

Model 604 Current Transformer — inserted 
primary type used to increase A-C current. 
Type 1, accurate within 1% on frequencies 
from 25 to 125 cycles, capacity 2 volt- 
amperes. Type 2, accurate within 1% on 
frequencies from 50-125 cycles, capacity 5 
volt-amperes. Ratios include 200:5, 300:5, 
400:5, 500:5. 


Type 1 .(200:5, 300:5) $18.00 List; 

(400:5, 500:5) $16.50 List 
Type 2 .(200:5) $30.00 List; 


(400:5, 500:5) $28.50 List 



MODEL 785 


100 MV External Shunt — used for extending 
D-C current ranges of Model 785 beyond 
10 amperes. 

Price . 50 amp., $12.75; 

100 amp., $12.75; 

250 amp., $14.00; 

500 amp., $24.00 List 


WESTON POCKET-SIZE TESTERS 
Model 697 Volt-Ohm-Milliammeter 



MODEL 697 


SPECIFICATIONS — 

Accurate within 2% D-C 
5% A-C 

Scale: 2.36" 

Ranges: 0-7.5/15/150/750 a-c 
and d-c (1000 ohms per volt) 

Current: 0-7.5/75 milliamperes 
d-c 

Resistance: Full scale 5,000/ 
500,000 ohms. Center scale 
35/3500 ohms 

Size: 5-9/16" X 33 / 4 '' x 3-9/16" 

Approx. Wt.: 13^ lbs. 

Model 697 (Incl. Test Leads) 

$49.50 List 


Model 564 Volt-Ohmmeter 

SPECIFICATIONS — Accurate within 2% 

Scale: 2.36" 

Ranges: 3/30/300/600 volts d-c (1000 ohms 
per volt) 

Resistance: Full scale — 1,000/10,000/100,000/ 
1,000,000 ohms 

Size: 5-33/64" x 3-45/64" x 2-9/16" 

Approx. Wt.: lbs. 

Model 564, Type 3-C (Incl. Test Leads)....$54.00 List 


Model 689 Ohmmeters 


Model 633 Clomp Volt-Ammeter 
and Clamp-Ammeter 



MODEL 633 Type VA-1 


Model 633 Type VA-1 (Incl. Potential Leads) - 1000/250/ 

100/25/10 amperes a-c 700/350/175 volts a-c.$ 95.0C 

Model 633 Type A-1 - 500/250/100/50/25/10 amperes a-c....$ 87.00 
Model 633 Type A-2 - 1000/500/250/100/25/10 amperes a-c-.$ 87.00 

Model 633 Type A-3 - 2000/1000/500/250/100/50 amperes 

a-c ...$ 95.00 


Model 9958, 50 Foot Extension Cable, Plug & Receptacle for 

Model 633 Types A-1, A-2, A-3.$ 72.00 

Leather Carrying Case (Model 633 Types VA-1, A-1, A-2, A-3) $ 13.50 


Leather Carrying Case (Model 9958 — Cable, Plug and Re¬ 
ceptacle) .$ 22.50 


- NOTE - 

Model 633 insfrumenfs may be used for continuous duty up fo 
500 amperes. 


SPECIFICATIONS — Accurate within 2% 

Scale: 2.36" 

Ranges; Type 1-E —double range 0-5,000 and 
50,000 ohms-full scale. 

Type 1-F —double range 0-10 and 0-1,000 
ohms-full scale. 

5"x2%"xl%" 

Approx. Wt.; 1 Ib. 


Model 689, Type 1-E (Incl. Test Leads).$27.00 List 

Model 689, Type 1-F (Incl. Test Leads)....$25.50 List 


Approximate Dimensions and Weights 

Model 633 Types VA-1, A-1, A-2, A-3.135/8"x43/s"x2V2" 3V4 lbs. 

Leather Carrying Case (Types VA-1, A-1, A-2, A-3)-.-14V2"x5V2"x3®/8" 
2 V 4 lbs. 

Model 9958, 50 Foot Extension Cable, Plug & Receptacle,lbs. 
Leather Carrying Case (Model 9958—Cable, Plug & Receptacle) 

14"x8V2"x33/i" 4V4 lbs. 

Prices Subiecf To Change Without Notice. 
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PANEL AND PORTABLE INSTRUMENTS 



Nos. 600 and 607 


HOYT moving-coil Meters, both 
panel-mounting and portable, are 
built on the D'Arsonval principle. 
All with carefully selected jewel 
bearings and insulated zero adjus¬ 
tors. Accurate to 2% of full scale. 

Alnico Magnets with soft-iron or 
sintered pole-pieces of uniform flux 
density used in all movements. 
Permanently correct balance as¬ 
sured by HOYT designed '^cross 


arm’^ spiral wire balance in two 
planes. High torque to weight ratio. 
Quick response and good damping 
under all conditions. Either ^‘knife- 
edge^’ or “lance” type pointers 
available on most models. 

Small Meters (21^" to 4y2") have 
external pivot construction — best 
for sensitive movements in small 
instruments. Larger Meters have 
internal pivots. A wide range of 
sizes in round and square cases. 




MODEL 

DC-AC 

CASE TYPE SCALE LENGTH 

PANEL MTG. AC - DC FLANGE 

BODY DIA. 
AC - DC 

BODY DEPTH 
AC-DC 

17/3 

552 

Bakelite Rd. 

IVs" 

2.690" 

2.200" 

1 %" . 

17/3 

552 

Metal Rd. 

lYs" 

235/64" 

2 I/ 16 " 

11%4" 

635 

636 

Bakelite Sq. 

IVs" 

2%"x2%" 

2.200" 

1.400" 

17/L 

560 

Metal Rd. 

21^" 

3%2" 

21 / 2 " 

11/2" 

17/L 

560 

Metal Surface 

21^" 

31/16" 

21 / 2 " 


582 

584 

Bakelite Rd. 

21 / 2 " 

31 / 2 " 

2%" 

1 %" 

597 

598 

Bakelite Sq. 

21 / 2 " 

3" X 3" 

2%" 

IV 2 " 

570 

580 

Meta] Rd. 

2%" 

3%" 

3" 

III/ 16 " 

570 

580 

Metal Surface 

2%" 

3%" 

3" 


607 

610 

Bakelite Sq. 

2%" 

3%"x 35 / 16 " 

2%" 

1%6" 

574 

617 

Metal Rd. 

3%" 

41 / 2 " 

3%" 

11%2" 

574 

617 

Metal Surface 

3%" 

41 / 2 " 

3%" 


600 

601 

Bakelite Sq. 

3%" 

41/2" X 4 " 

2%" 

1%6" 

602 

— 

Metal Rd. 

5" 

611/16" 

3" 

11/4" 

583 

— 

Metal Rd. 

61/4" 

8%" 

3" 

11%2" 

PRICES; 


PANEL 

MOUNTING 

PORTABLE 


MODEL Nos. 582 and 17/3 

STANDARD 

SWITCHBOARD SHUNTS 

For price of high current 
Ammeters, add price of 50 
millivoltmeter to price of 
external shunt, shown 
below. 

0/100..$6.50 0/300..$7.50 
0/150.. 7.00 0/600.. 13.00 
0/200.. 7.00 0/1000.22.00 

NOTE; Meters listed above are standatd 
in Flush cases. Surface cases can he, 
supplied in No. 17/L, No. 570, No. 
574, if desired—specify case on order.' 
If “in-between” ranges are required—■ 
add 50c to price of next higher range 
listed. If “zero-center” ranges are re¬ 
quired—add 50e to price of that range. 
For in-between ranges on moving-coil 
type voltmeters 300 volts and up, add 
$2.00 to prices above. 

NOTE: “S” marked prices under type 
No. 582 are ranges normally carried in 
stock. These are NOT calibrated for steel 
panel. 

NOTE: Unless otherwise specified, all 
meters are calibrated on non-magnetic 
panels. If steel panels are used, kindly 
so state giving thickness of steel and 
size of panel hole, and meters will be 
calibrated for steel panels at no extra 
charge. All prices are net—subject to 
change or withdrawal without notice. 
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Range 

#17/3 

#635 

#17/L 

#582 

#597 

#570 

#607 

#574 

#600 

#583 

#602 

#578 

#515 




D.C. MILLIAMMETERS 




0/1 

$7.40 

$7.80 

$8.35 

$8.85 

$9.50 

$16.50 

$12.50 

$9.85 

$11.50 

0/10 

7.40 

7.80 

8.35 

8.85 

9.50 

16.50 

12.50 

9.85 

11.50 

0/30 

7.40 

7.80 

8.35 

8.85 

9.50 

16.50 

12.50 

9.85 

11.50 

0/60 

7.40 

7.80 

8.35 

8.85 

9.50 

16.50 

12.50 

9.85 

11.50 

0/100 

7.40 

7.80 

8.35 

8.85 

9.50 

16.50 

12.50 

9.85 

11.50 

0/150 

7.40 

7.80 

8.35 

8.85 

9.50 

16.50 

12.50 

9.85 

11.50 

0/200 

7.40 

7.80 

8.35 

8.85 

9.50 

16.50 

12.50 

9.85 

11.50 

0/300 

7.40 

7.80 

8.35 

8.85 

9.50 

16.50 

12.50 

9.85 

11.50 

0/500 

7.40 

7.80 

8.35 

8.86 

9.50 

16.60 

12.50 

9.85 

11.50 




D.C. 

MICROAMMETERS 




0/50 

10.40 

10.80 

11.35 

11.85 

12.50 

.... 

.... 

12.85 

14.50 

0/100 

9.90 

10.30 

10.85 

11.35 

12.00 

19.00 

15.00 

12.35 

14.00 

0/200 

8.40 

8.80 

9.35 

9.85 

10.50 

17.50 

13.50 

10.85 

12.50 

0/500 

7.85 

8.30 

8.85 

9.35 

10.00 

17.00 

13.00 

10.35 

12.00 




D.C. 

MILLIVOLTMETERS 




0/50 

7.40 

7.80 

8.35 

8.85 

9.50 

16.50 

12.50 

9.85 

11.50 




D.C. AMMETERS 




0/1 

7.40 

7.80 

8.35 

8.85 

9.50 

16.50 

12.50 

9.85 

11.50 

0/5 

7.40 

7.80 

8.35 

8.85 

9.50 

16.50 

12.50 

9.85 

11.50 

0/10 

7.40 

7.80 

8.35 

8.85 

9.50 

L6.50 

12.50 

9.85 

11.50 

0/15 

7.40 

7.80 

8.35 

8.85 

9.50 

16.50 

12.50 

9.85 

11.50 

0/30 

7.40 

7.80 

8.35 

8.85 

9.50 

16.50 

12.50 

9.85 

11.50 

0/50 

7.40 

7.80 

8.35s 

8.85 

9.50 

16.50 

12.50 

9.85 

11.50 




D.C. VOLTMETERS 




0/3 

7.40 

7.80 

8.35 

8.85 

9.50 

16.50 

12.50 

9.85 

11.50 

0/5 

7.40 

7.80 

8.35 

8.85 

9.50 

16.50 

12.50 

9.85 

11.50 

0/10 

7.40 

7.80 

8.35 

8.85 

9.50 

16.50 

12.50 

9.85 

11.50 

0/15 

7.40 

7.80 

8.35 

8.85 

9.50 

16.50 

12.50 

9.85 

11.50 

0/30 

7.40 

7.80 

8.35 

8.85 

9.50 

16.50 

12.50 

9.85 

11.50 

0/50 

7.40 

7.80 

8.35s 

8.85 

9.50 

16.50 

12.50 

9.85 

11.50 

0/100 

7.40 

7.80 

8.35 

8.85 

9.50 

16.50 

12.50 

9.85 

11.50 

0/150 

7.40 

7.80 

8.35s 

8.85 

9.50 

16.50 

12.50 

9.85 

11.50 

0/300 

7.40 

7.80 

8.35 

8.85 

9.50 

16.50 

12.50 

9.85 

11.50 

0/600 

7.40 

7.80 

8.35 

8.85 

9.50 

16.50 

12.50 

9.85 

11.50 




Net 
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P AKEL AND PORTABLE INSTRUMENTS 

PRICES: A.C. MILLIAMMETERS REPULSION MOVEMENTS 


PANEL MOUNTING PORTABLE 


Range 

#552 

#636 

#560 

#5S4 

#598 

#580 

#610 

#617 ' 
#601 

#562 

#517 

0/10 

$7.40 

$7.80 

$8.10 

$8.40 

$9.15 

$9.85 

$11.50 

0/30 

7.40 

7.80 

8.10 

8.40 

9.15 

9.85 

11.50 

0/50 

7.40 

7.80 

8.10 

8.40 

9.15 

9.85 

11.50 

0/100 

7.40 

7.80 

8.10 

8.40 

9.15 

9.85 

11.50 

0/150 

7.40 

7.80 

8.10 

8.40 

9.15 

9.85 

11.50 

0/200 

7.40 

7.80 

8.10 

8.40 

9.15 

9.85 

11.50 

0/300 

7.40 

7.80 

8.10 

8.40 

9.15 

9.85 

11.50 

0/500 

7.40 

7.80 

8.10 

8.40 

9.15 

9.85 

11.50 

A.C. AMMETERS 

0/1 

7.40 

7.80 

8.10 

8.40 

9.15 

9.85 

11.50 

0/3 

7.40 

7.80 

8.10 

8.40 

9.15 

9.85 

11.50 

0/5 

7.40 

7.80 

8.10 

8.40 

9.15 

9.85 

11.50 

0/10 

7-40 

7.80 

8.10 

8.40 

9.15 

9.85 

11.50 

0/15 

7.40 

7.80 

8.10 

8.40 

9.15 

9.85 

11.50 

0/30 

7.40 

7.80 

8.10 

8.40 

9.15 

9.85 

11.50 

0/50 

7.40 

7.80 

8 .10s 

8.40 

9.15 

9.85 

11.50 

A.C. VOLTMETERS 

0/5 

7.40 

7.80 

8.10 

8.40 

9.15 

9.85 

11.50 

0/10 

7.40 

7.80 

8.10 

8.40 

9.15 

9.85 

11.50 

0/15 

7.40 

7.80 

8.10 

8.40 

9.15 

9.85 

11.50 

0/30 

7.40 

7.80 

8.10 

8.40 

9.15 

9.85 

11.50 

0/50 

7.40 

7.80 

8.10 

8.40 

9.15 

9.85 

11.50 

0/100 

7.40 

7.80 

8.10 

8.40 

9.15 

9.85 

11.60 

0/150 

7.90 

8.30 

8.85s 

9.15 

9.90 

10.60 

12.25 

0/300 

8.75 

9.15 

9.60s 

9.95 

10.50 

11.40 

13.06 

0/600 

.... 

.... 

13.50 

13.80 

14.40 

15.30 

16.95 



MODEL No. 636 

HOYT A.C. Meters for indi¬ 
cating 60 cycle Voltage and 
Current are of the repulsion 
type with pneumatic damp¬ 
ing. Furnished in the same 
case styles and sizes as 
HOYT D.C. Meters, they 
match the D.C. meter where 
both types are used on the 
same panel. 

Accuracy is 2%. A choice of 
pointers is available, and spe¬ 
cial shields can be supplied 
if needed. 


NOTE: Meters listed above are standard in Flush cases. Type 
560, 580 and 617 can be supplied in surface case, if desired— 
Specify case on order. If “in-between” ranges are required—add 
50c to next higher price as shown above. Standard calibration is 
for non-magnetic panels. Steel panel calibration at no extra 


charge if order specifies thickness of steel and size of panel hole. 
NOTE: “S” marked prices under Type No. 584 are ranges nor¬ 
mally carried in stock. These are NOT calibrated for steel panel. 
All prices are net—subject to change or withdrawal without 
notice. 


Range 

#566 

#593 

D.C. 

MILLIAM. 

0/10 

$1.85 

$1.95 

0/30 

1.40 

1.50 

0/50 

1.40 

1.50 

0/100 

1.40 

1.50 

0/150 

1.40 

1.50 

0/200 

1.40 

1.50 

0/300 

1.40 

1.50 

0/500 

1.40 

1.50 

D.C. AM. 


0/1 

1.40 

1.50 

0/5 

1.40 

1.50 

0/10 

1.40 

1.50 

0/15 

1.40 

1.50 

0/30 

1.40 

1.50 

0/50 

1.95 

2.05 

0/75 

2.40 

2.50 

0/100 

2.80 

2.90 

D.C 

VOLTM 


0/3 

1.40 

1.50 

0/5 

1.40 

1.50 

0/10 

1.40 

1.50 

0/15 

1.40 

1.50 

0/30 

1.40 

1.50 

0/50 

1.40 

1.50 

0/100 

1.90 

2.00 

0/160 

2.20 

2.30 


NOTE: A.C. Vane Meters are 
furnished in quantity only. 
Prices on request. 


MAGNETIC VANE MOVEMENTS 



MODEL No. 593 


HOYT magnetic Vane- 
type Indicators have 
been used for many 
years by the leading 
manufacturers of elec¬ 
trical devices. 

Attractive appearance 
is combined with a 
sturdy movement. Fur¬ 
nished in round or 
square cases at low 
cost. Standard finish on 
metal cases is black. 
Chrome Plate is avail¬ 
able at slight additional 
cost. 



MODEL No. 566 


MODEL 

DC-AC 

CASE TYPE SCALE LENGTH 

PANEL MTG. AC - DC 

FLANGE 

BODY DIA. 
AC - DC 

BODY DEPTH 
AC - DC 

566 531AC 

Nar. Metal Rd. 

114" 

2 %2" 

2 " 

1%4" 

566 531AC 

Metal Surface 

114" 

2 %" 

2 " 

— 

593 594 

Metal Sq. 

1546" 

2 %"x2%" 

21/16" 

?46" 
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itron 


panel instruments 

RUGGCDtZED and HERMETICALLY SEALED 


RUGGEDIZED 



PROVIDE ENVIRONMENT FREE OPERATION 
anywhere IN THE WORLD 


POINTERS...are formed of 52 SH 


aluminum alloy tubing locked to the 
balance cross of the moving coil 
system. This permits extreme over¬ 
load, shock and vibration without 
damage. 


GLASS-TO-METAL HERMETICALLY 
SEALED...The glass window is met- 
alized, tinned and soldered to the 
case. The electrical connections are 
glass sealed terminals. 


SELF CONTAINED RUBBER SHOCK 
MOUNTS...control deflection of the 
instrument movement under shock. 
The specially developed rubber has 
good low temperature characteris¬ 
tics and high dielectric strength. It 
exhibits no corrosive properties 
even when exposed to extreme 
temperatures. 


INSTRUMENT HOUSING ... Fur¬ 
nishes magnetic and electrostatic 
shielding which prevents external 
magnetic conditions from affect¬ 
ing the meter calibration. 




RUGGEDIZED MOVEMENT... is a 
result of a miniaturized moving 
coil assembly, the mass is reduced 
to the point that it is not affected 
by high shock, tumbling or vibra- 


HAIRSPRINGS ... for Phaostron RUGGEDIZED 
meters are formed of silver-coated beryllium cop¬ 
per springs of the shortest length consistent with 
the torque desired and are unaffected by high 
i shock, vibration and impact. 


shock MOUNTED JEWELS AND PIVOTS... Large radius 
pivots reduce the unit loading and are incorporated with 
shock mounted jewels, assuring continuous accuracy when 
exposed to extreme shock and vibrational environment. 



ENVIRONMENT FREE . 
ELECTRICAL EQUIPMENT by 



UANUFiCTDIiED BY FHAOSHiON COHPiXT, 151 PASADENA ATE., SOUTH PASADENA, CALIF. 
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p 


lia®st ron 

RUGGEDIZED 


panel insfrunBents 

RUeOEOIZED and HlRMtTIC ALLY SlALiO 



PROVIDE ENVIRONMENT FREE OPERATION 
anywhere IN THE WORLD 


AVAILABLE IN 

i'/i", a'A", and 4%" SIZES 

JAN. Spec. Round Cose 


and 




1,6 


..120 DIA. 
' 4 HOLES 


{b 


M-l 

-—1 

1 - 




lya" METER 


SQUARE FLUSH FRONT 
ROUND BODY 




aVi" METER 


RVa" METER 


All models feature aged Ainico magnets, R.F. Shielding, shock mounted jewels, a glass<to-metal HERMETIC SEAL and 
RUGGEDIZED, SHOCK MOUNTED construction. Built to meet JAN 1-6 dimensional specifications and MIL-10304. 


AAADE IN THE FOLLOWING RANGES 
DC INSTRUMENTS 


MICROAMMETERS 

MILLIAMMETERS 

0 - 100 

0-1 

0-100 

0 - 250 

0-10 

0-250 

VOLTMETERS 


VOLTMETERS 

1000 Ohms Per Volt 

20,000 Ohms Per Volt 

0-2.5 0-150 

0-2.5 

0-150 

0-10 0-300 

0-10 

0-300 

0-25 0 - 500 

0-25 

0-500 

0-50 

0-50 



AC INSTRUMENTS 
VOLTMETER, RECTIFIER TYPE 
1000 Ohms Per Volt 
0-10 0-150 

0-50 0-300 


null indicators 

RUGGEDIZED and HERMETICALLY SEALED 



HANUFACTDSED BT PHAOSTRON COMPANY, 151 PASADENA AYE., SOUTH PASADENA, CAUf. 
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DYNAMIC MUTUAL CONDUCTANCE TUBE TESTERS 

Engineers' Laboratory Models 


RADIO, TELEVISION, LABORATORY, 
AVIATION and COMMUNICATION 
ENGINEERS' MODEL 

Model 539A, laboratory tube tester of highest accuracy. Dynamic 
Mutual Conductance with tube readings in micromhos for reliable 
test of tube gain under simulated operating conditions. Tests all 
tubes normally encountered in all phases of electronic work^—■ 
including the ruggedized types used by airlines, hearing aid tubes, 
and miniature types used in TV receivers. Provides increased 
accuracy for testing high-gain type tubes. 

Designed with professional accuracy for engineers and engineer¬ 
ing technicians, in the radio, television, aviation, communication 
and industrial field. 

Model 539-A, illustrated at the left. Strong portable carrying case 
with detachable cover. Most convenient to provide laboratory ac¬ 
curacy for the field engineer. Case is attractively covered with 
durable black leatherette. 163^" W., 18^" L., D. 30 lbs. net, 

39 lbs. shipping wgt. 110-130 V.A.C. 40 watts. Price: $287.00 

SPECIFICATIONS: 

Permits choice of 3 A.C. signals; 0.25 volts: 0-15,000, Built-in, optional self-bias arrangement. 

30,000 micromhos. 0.5 volts: 0-6000 micromhos. Separate voltmeter measures grid bias. 

2.5 volts: 0-3000, 6000 micromhos. Separate A.C. meter measures line voltage at all times. 

\ erm'er adjustment, with sensitive 2-range meter, per- D.C. grid bias and D.C. plate and screen voltages. 

mits accurate setting of grid voltage. Provides the HICKOK Tube Life, Tube Gas and 

Provision for insertion of plate milliammeter for Tube Noise tests, 

measuring plate current. Built with highest accuracy HICKOK meters. 


HIGHLY ACCURATE LABORATORY TUBE TESTER 
for Radio, Television and Industrial Engineers 

Model 536, professionals’ Dynamic Mutual Conductance tube tester. 

Completely built to the highest quality standards. Provides Dynamic 
Mutual Conductance circuits for the most accurate tube tests. 

Contains the latest sockets for testing all tubes normally encountered 
in all phases of electronic work. 

Permits choice of 2 A.C. grid signals in addition to D.C. grid bias and 
plate voltages. Micromho Ranges: 1 volt; 0-6000, 15,000 micromhos. 

5 volt; 0-3000, 6000, 15,OO0 micromhos. 

Provides the HICKOK Tube Life Test, Tube Gas Test and Tube Noise Test. 

A.C. meter accurately indicates line voltage at all times. 

Has high-low signal to insure highest accuracy. 

Model 536, illustrated at the right. Strong portable carrying case 
with detachable cover. Most convenient to provide laboratory ac¬ 
curacy for the servicing technician in the field. Case is attractively 
covered with durable black leatherette. 16^" W., 18^" L., 7^" D. 

26 lbs. net, 35 lbs. shipping weight. 110-130 V.A.C. 40 watts. 

HICKOK... 1st CHOICE OF THE EXPERTS 
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TEST INSTRUMENTS 



RADIO and TELEVISION TECHNICIANS' SMALL SIZE MODELS 



Model 600A Price: $164.00 


DYNAMIC MUTUAL CONDUCTANCE 
IN A HANDIER, PORTABLE SIZE 


Model 600A, new lighter weight portable. Dynamic Mutual 
Conductance in a radio and TV technicians’ popularly priced model. 
Smaller, handier, but built to the high HICKOK standard for 
accuracy and dependability. A very popular model for on-location 
or shop-bench servicing. The 600A may also be used for lab. and 
industrial applications. 

Model 600A, illustrated at the left. Strong portable carrying case 
with detachable cover. Case is attractively covered in durable, 
dark red leatherette. 16^" W., IIH" L., 7^2" D. 15 lbs. net, 25 lbs. 
shipping weight. 110-130 V.A.C. 40 watts. 

HICKOK testers remain up to date. . . . Periodically revised roll- 
charts, covering new tubes, are available to all registered owners 
of HICKOK Tube Testers. 


SPECIFICATIONS: 


Scale readings in micromhos for most accurate tube 
evaluation. Ranges: 0-3000, 6000, 15,000 micromhos. 

Contains the HICKOK Tube Gas Test. 

Acclaimed by the experts as a must for accurate tele¬ 
vision servicing. 

New, large 5" meter scale is easier to read more ac¬ 
curately. 


Detects more weak tubes with professional accuracy. 
Tests tubes under simulated operating conditions. 
Tests the latest tubes including miniature and sub¬ 
miniature types. 

New bias fuse prevents accidental damage to bias 
potentiometer. 


ALL-PURPOSE TUBE and SET TESTER IN A HANDIER. PORTABLE SIZE 



Model 605A 


Price: $189.50 


Model 605A, new, lighter weight portable. Radio and television 
technicians’ popularly priced, all-purpose tube and set tester with 
built-in 20,000 ohm per volt D.C. multimeter panel. Designed for 
speedy, highly accurate radio and TV servicing. 

Built to the high HICKOK quality standard throughout. Pro¬ 
vides Dynamic Mutual Conductance circuits with tube readings 
in micromhos. A popular technicians model for on-location servic¬ 
ing. Smaller, lighter, but built entirely with highest quality com¬ 
ponents for accuracy and dependability. 

Excellent for leakage tests of electrolytics, and checks for hum 
in any stage of receivers. Built with a minimum number of jacks. 
Ranges are selected with a rotary master switch. Test leads 
supplied. 

Model 605A, illustrated at the left. Same case as Model 600A, above 
17 lbs. net, 27 lbs. shipping weight 110-130 V.A.C. 40 watts. 


SPECIFICATIONS: 


Contains all features of the Model 600A listed above, 
including the HICKOK standard built-in roll chart 
with complete tube information. 

New, large 5" meter scale is easier to read more ac¬ 
curately. Attractive lucite window has static-proof 
coating. 

Accurate, built-in multimeter panel measures: 

Volts: 0-1000 A.C. — D.C. in four ranges each. 

Ohms: 20,000 per volt D.C. 

1,000 per volt A.C. 


Resistance: 0.1 to 100 megohms, in 3 ranges. 
Inductance: to 70 henries. (By use of conversion 
chart furnished). 

Capacitance: .0001 to 50 microfarads, in two 
ranges. 

Current: 0-500 MA D.C. in 3 ranges. 

Decibels: — 10 to -f- 50. 

New bias fuse prevents accidental damage to bias 
potentiometer. 


HICKOK , . . Tsf CHOICE OF THE EXPERTS 
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RADIO and TELEVISION TECHNICIANS' TUBE TESTER 


y>^::m:tmm 

,, * 




Portable Model 533AP 

Model 533AP, radio, television and communication technicians' port¬ 
able model with true Dynamic Mutual Conductance circuits pioneered 
by HICKOK. Acclaimed by the experts as the only true test of a tube. 
Model 533AP, illustrated at the left. Strong, portable carrying case 
with detachable cover. Designed for on-location or shop-bench servic¬ 
ing. Case is attractively covered with durable black leatherette. 16^" 
W., 18^" L., 754" D. 24 lbs. net, 33 lbs. shipping weight. 110-130 
V.A.C. 40 watts. 

Price: $185.80 

Model 533AP 


SPECIFICATIONS: 


New Bias Fuse prevents accidental damage to bias 
potentiometer. New Incite meter window has static- 
free coating. 

Tube readings in micromhos — 0-3000, 6000, 15,000. 

Tests tubes under simulated operating conditions. 

Contains the HICKOK Tube Gas Test and Tube 
Noise test. 

Incorporates the new test feature that forecasts future 
life of a tube. 


Most valuable for accurate matching of tubes in television servicing. 


Larger, 5" easy-to-read meter scale and calibrated GM 
circuit provide increased accuracy in testing today’s 
newer tubes. 

Tests all the latest tubes including miniature and 
subminiature types. 

Accurately tests and detects more weak, borderline 
tubes. 

Completely built of highest quality components for 
lasting accuracy and dependability. 


nC MUTUAL CONDUCTANCE 
SMALLER COUNTER MODEL 










Model 533AC, a lower cost dealer’s counter model. Attractively de¬ 
signed to ^et on the counter and increase your tube sales. Highly 
accurate Dynamic Mutual Conductance circuits. Encourages cus¬ 
tomers to bring their tubes in where they can see the actual test. If 
customers’ tubes check “OK” you have an excellent opportunity to 
invite him to bring his receiver in for a thorough check of all its 
circuits. With the 533-AC you will build customer confidence, increase 
tube sales and promote your complete radio and TV service. 

Model 533AC, illustrated at the left. Satin finish aluminum panel. 
Beautifully styled, blue enameled steel case. 1754" W., 18^” L., 6" H. 
24 lbs. net, 32 lbs. shipping weight. 110-130 V.A.C. 40 watts. 

Model 533AC Price: $185.80 


SPECIFICATIONS 


Dual-scale meter provides readings in micromhos for 
the technician and “Good”, “Replace” scale for easy 
customer interpretation. 

Quick, impressive, accurate, and dependable. 

Detects more weak, ordinarily passable tubes. 

Contains the HICKOK Tube Gas Test, and a circuit 
for accurate forecast of future tube life. 

Simple to operate. 


Contains all necessary tube information On a handy 
built-in roll chart. 

Tests tubes under simulated operating conditions. 

Tests all the latest tubes including television. 

Large 5" easy-to-read meter scale and calibrated GM 
circuit provide increased accuracy in testing today’s 
newer tubes. 


HICKOK 


1st CHOICE OF THE EXPERTS 
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ATTRACTIVE DISPLAY MODEL 


LABORATORY MODEL 



Model 533DM 


Price: $199.20 


MOST EFFECTIVE 
TUBE SALESMAN 

Model 533DM. Dealer^ who use this 
tube tester enthusiastically report 
that it is the best salesman they 
ever used. 

Customer convincinsf, the 533-DM 
contains a huge, illuminated nine- 
inch meter that clearly and accurately 
shows condition of the tube under 
test. Dual-scale meter provides micro¬ 
mho readings for the technician, and 
a multi-color “Good”, “Replace”, 
scale for easy customer interpretation 
across the counter. 

Contains the HICKOK Tube Gas 
Test, and a circuit for accurate 
forcast of future tube life. 

Detects more weak tubes. 

Tests all the latest tubes including 
television. 

Model 533DM, illustrated at the 
left. 9" chrome meter case, satin 
finish aluminum panel. Strong, at¬ 
tractive, enameled steel case. 26%" 
H., 17" W., 11" D. 35 lbs. net, 44 
lbs. shipping weight. 110-130 V.A.C. 



Model 7002 


SHORT and LEAKAGE TEST ACCESSORY 

For use with the Model 700 to check for shorts 
between all elements. Provides adjustable volt¬ 
age between all elements. Matched to the Set. 
10 "D., 20"W., 27"L. 


Price: $145.00 



lyi j I Most accurate tube tester available 

IVlOCiei foj. precise development laboratory 

7001 measurement of Mutual Conduc¬ 

tance. Provides 4 separate signal 
voltages with micromho ranges from 1500 to 60,000. 
Duplicates results in tube manuals. Places separate 
voltage on each element of the tube. Voltages can be 
varied and measured separately in each circuit. Pro¬ 
vides means for complete curve study of any par¬ 
ticular tube. 

Designed to never become obsolete. 

Complete with all leads. 10"D., 20"W., 27"L. 

Model 700 Tube Tester Price: $750 

Model 7001 Null Reading Device, for use with the 
Model 700 for obtaining bridge type null readings 
with accuracy of % of 1%. 

Case matched to the set. 7%"D., 8"W., 21"L. 

Price: $162.30 


UNIVERSAL CRYSTAL CONTROLLED SIGNAL GENERATOR 



MODEL 288X 

High Output AM-FM Generator 

A variable frequency signal generator, crystal controlled, for accurate 
AM and FM alignment. Useable in TV alignment as a marker os¬ 
cillator in connection with television front-end or IF alignment, or 
the 288X can also be used as an FM generator to align the sound 
IF amplifier of a TV receiver. RF unmodulated or internally ampli¬ 
tude modulated at 400 cycles, or internally frequency modulated. RF 
variable from 110 kc. to 110 me. on AM and 110 kc. to 160 me. 
on FM, in 7 bands, all fundamental. Fixed 50-mc. output is internally 
frequency modulated at 60 cycles or at 400 cycles for FM and 
television. Fixed, crystal-controlled 100-kc. and 1000-kc. outputs 
either unmodulated or internally amplitude modulated. Fixed 1000 kc. 
internally frequency modulated at 60 cycles for visual IF alignment. 
50 me. and 1000 kc. oscillators beat with variable RF oscillator to 
give variable FM signals. Variable AF output 0-15,000 cycles; fixed 
AF, 400 cycles. Outputs continuously variable with multiplier and 
linear controls. Db meter—10 to plus 38 in 3 ranges. 110-volt 
60-cycle operation. Test lead^ included. 

SPECIFICATIONS 

Dimensions—13%" x 16%" x 7" Scale—over 100" 

Net Weight—25 lbs.—Ship. 36 lbs. Satin-aluminum finish panel 
Meter—Model 51X Blue baked Hammertex finished 

steel case 
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THE ACCEPTED TV ALIGNMENT GENERATOR 



Model 61OA Price $219.00 

Power Supply: 105-125 V., 50-60 cycles, A.C. 

Tube Compliments: 6J6—^Variable oscillator; 6J6—Fixed oscillator; 6J6—^Mixer? 
6SN7—Crystal oscillator & marker oscillator; 6J5—Audio oscillator; 6X5— 
Rectifier. 

Het 24 lbs. Shipping Weight: 31 lbs. 

Size: l6y4"xl3V4"x7"; Satin aluminum finish panel; Blue Hommertex finished 
steel portable case. 


Popularly priced TV sweep generator—Harmonic output 
useable for UHF. Contains 3 most practical markers includ¬ 
ing Absorption. Marker Range: 19.5 to 48 m.c.—Covers all 

I. F. frequencies in TV receivers. 

Contains linear sweep with unusual accuracy to 2%. Hickok 
ferrous modulator furnishes symmetrical pattern response 
curve for easier and more accurate readings. 

THIS 1 INSTRUMENT DOES THIS 

1 . Provides accurate, complete visual alignment of any TV 
receiver. 

2. Visually align IF s'tages of any television receiver— 
including the old and current bands, and new bands. 
Marker range—19 to 48 me. 

3. Align all traps with a calibrated signal—modulated or 
unmodulated—19 to 48 me. 

4. Insert a marker—accurate to .05 me—at any point along 
the IF response curve. This marker frequency is directly 
calibrated on a dial 9^'inches long. 

5. Align IF or RF Sections by single stage method—with 
high output. 

6 '. Attenuate the output down to a very low signal in 
microvolts. . 

7. Highly Stable. 

8 . Output multiplier control is 5-stage with a vernier con¬ 
trol calibrated from 1 to 10. 

9. Panel Jack accommodates separate plug-in calibrating 
crystals tor local TV channels, if desired. 

10. Makes possible a crystal controlled frequency modulated 
or unmodulated for any frequency as low as 2 me to the 
upper television channel No. 13 at 216 me. 

II. Temperature compensated. 

12 . Low amplitude modulation. 

13. Completely shielded attenuator. 

14. Sweep phasing control. 

15. TV sweep frequency. 

16. FM sweep frequency. 



Price: $310.90 


NEW TELEVISION VIDEO GENERATOR 

This fine new instrument is the first of its kind. Now available tOi 
rapidly and accurately solve your service problems. Does in minutes 
many of the TV servicing fobs that would require hours by other 
methods. 

The 650 has a new timer circuit which delivers video pulses of 
60 cycles, 900 cycles, 15,750 cycles and 315 kc., singularly or in 
any combination, both positive and negative output. Pulses are all 
locked together and crystal controlled for greater accuracy. 

Pulses can be used directly, metered in peak-to-peak volts or to 
modulate the self-contained RF oscillator. 

RF oscillator covers all TV channels in two bands (2-6 and 7-13), 
all on fundamentals. RF output is metered at all times from 1 to 
10,000 microvolts with calibrated attenuation and variable percentage 
modulation. RF can be externally modulated with video frequencies 
from 5 cycles to 4 MC with variable percentage modulation on 
all channels. 

Self-contained, ^ substitute external video amplifier, 5 cycles to 
4 MC with a variable gain from 0 to 10, with high input impedance, 
low output impedance and metered peak-to-peak voltage output. 

Includes horizontal and vertical sawtooth voltages which can 
be directly substituted for vertical and^ horizontal oscillator in a 
TV receiver. Both the vertical and horizontal sawtooth amplitude 
is sufficient to give full raster deflection and in the case of flyback 
type high voltage power supplies the horizontal sawtooth can be. 
used to light up the picture tube. 

The 650 also contains an AC line voltage scale for instantaneous 
check on line voltage fluctuation, a common source of TV trouble;! 

This HICKOK Videometer is truly an all-purpose video gen¬ 
erator, and a must for the income-minded, successful and aggressive 
TV service technician. 

Will rebroadcast a TV picture on any channel, to any number 
of TV receivers. 


FEATURES 


Quickly (ocolizes and accurately identifies trouhU in ony section of, a TV 
receiver. 

Provide;^ eleetronically accurate bar or dot pattern on the screea el any 
TV receiver — independent of station operoition. 

R.F, output, directly calibrated in microvolts for sensitivity measnrments. 
Attractive steel portable case. x I3y4''x 7". 30 lbs. 40 lbs. 

shipping. Test leads included. 


Substitute Video Amplifier with gain of 0 to 10. 

Crystal controlled timer for greater accuracy. 

Fast, accurate, the ideal instrument for fringe area TV servicing. 

Increases TV maintenance profits — allows you to trouble shoot mony more 
installations per day. 

Built only by HICKOK. Contains highest quality components throughout for 
testing accuracy and dependability. 
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NEW MICROVOLT SIGNAL GENERATOR for AM. FM. TV and Mobile Bands 



Model 292X Price $296.00 


Output cable, test leads, 1000 kc crystal, and 
20 db pad are included. 


MODEL 292X 

125 KC to 120 MC and 150 MC to 220 MC 
on fundamentals. 

Here’s an outstandingly accurate microvolt signal generator that 
meets the servicing, alignment and calibration needs of such high- 
frequency users as police, fire departments, railroads, relay press, 
maritime mobile, etc. Covers from 125 kc to 120 me. and from 150 me 
to 220 me — all on fundamentals, with an accuracy of 1.0%. Has 
special provision for an optionally available crystal-controlled os¬ 
cillator accurate to .005% in 30-50 and 152-162 me mobile ranges. 
Has easy-to-read calibrated 8" dial with over 100" of scale. Output 
voltages: 400 cycles AF, variable 0-2 volts; RF unmodulated or 
modulated at 400 cycles — directly calibrated 0-100,000 microvolts by 
means of internal crystal detector lor meter. Also has provision for 
external modulation. Internal 1000 kc crystal-controlled reference 
oscillator with an accuracy of 0.5%. Has excellent shielding; leakage 
is less than 0.2 microvolt. All controls are plainly marked. This new 
HICKOK Model 292X is the only popularly priced Microvolt Gen¬ 
erator available that covers both Upper Channel TV and Mobile 
frequencies — on fundamentals. 

FEATURES 

• Covers all AM, FM, TV and Mobile Frequencies in 7 
ranges. Also ideal for industrial applications. 

• Crystal controlled. Temperature compensated. 

• Amplitude Modulated and Unmodulated Output from .2 to 
100,000 microvolts 

• Cast Aluminum Attenuator for Minimum Signal Leakage 

• May be externally modulated from 15 to 10,000 cycles per 
second 

• Decibel Meter for faster servicing to indicate reference level 

• Self-contained Crystal Oscillator Circuit—Crystals from 
1 me to 20 me are available. 

• Negligible Change in Frequency due to output 

• Most accurate Microvolt Generator available tor practical 
radio servicing and communication’s manufacturers final 
inspections 


TECHNICAL CH 

Fundamental Frequency Coverage: Bands A through G—125 
kc to 120 me; Band H — 150 to 220 me. Output Calibrated: 

.2 to 100,000 microvolts. Output Impedance: Xl, XlO, and XlOO 
microvolts — 5 ohms; XlK — 30 ohms. XlOK — 0 to 100 ohms. 
Modulation Fixed: 400 cycles. AF Output: 0-2 volts. The Model 
2,92-X is wired for plug-in type crystals (152-162. 30-50 me), with 
accuracy to .005%. Self-Contained crystal oscillator circuit has 
crystal jack on front panel permitting crystal outputs at any 


RACTERISTICS 

frequency from 1000 kc to 20 me on fundamentals; and to over 
250 me, on harmonics. Type CCO-56 Crystal Oscillator unit avail¬ 
able with frequency accuracy to .005% for Mobile Band coverage. 
Self-Contained Decibel Meter; -10 to -4-38 DB in 3 ranges. Power 
Consumption: 35 watts at 115 volts. Meter Model: 5(); 105-125 V., 
50-70 cycles, A.C. ]4"xl6^"x8"; 29 lbs. Net; 38# Ship. Satin 
Aluminum Panel. Blue hammertex steel case. Test leads and 
1000 kc crystal included. 


AIRLINE MICROVOLT SIGNAL 



Model 292XAL Price $326.00 

HICKOK . . . ? sf CHO 


GENERATOR - MODEL 292XAL 


The only Microvolt Generator to provide complete coverage from 
125 KC to 165 MC on fundamentals. 

Especially builf to meet the exacting requirements of aircraft radio 
technicians. This one instrument provides complete coverage of the 
aircraft band including all the necessary IF frequencies, and covers 
all RF frequencies with calibrated output. Can be externally modu¬ 
lated from 15 to 40,000 cycles per second, and measures both input 
and output of units under test. This fine generator is, beyond a 
doubt, the best high quality oscillator available today at anywhere 
near its price range. 

TECHNICAL FEATURES: Maintains dependable and accurate 
frequency calibration, is free of wave distortion, and has no spurious 
signals in the output system. Temperature compensation, self con¬ 
tained crystal oscillator reference level, and crystal controlled. Cast 
aluminum attenuator is especially designed to faithfully attenuate 
without frequency discrimination. 

Doubly shielded for absolute minimum signal leakage. Model 292XAL 
Technical Characteristics are the same as the Model 292X listed 
above EXCEPTING that the 292XAL has continuous frequency 
coverage from 125 KC to 165 MC, However, all other features and 
accessories remain the same for both instruments. 
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HANDY SIZE ELECTRONIC VOLTMETER 
Smaller Size Laboratory Model 



Model 215 
Price: $67.50 

Dual Probe and Test leads included. 


INCLUDES: NEW, DUAL-PURPOSE AC-DC PROBE 

A single unit with built-in switching arrangement. (Patent applied for) 
'A: Combination RMS or Peak-to-Peak voltage measurements. 
ic Nev^, guaranteed insulated and shock-resistant case. 

Modern lucite meter case with large 5" easy-to-read scale. 
iir Handier size for greater portability. 

★ Zero-Center for faster discriminator alignment and other galvanometer 
applications. 

This new HICKOK Model 215 is truly a laboratory instrument of highest quality, 
accuracy and dependability. Though ideal for the radio-television manufacturer or 
service shop, this fine instrument will meet a greater number of applications in the 
electronic design or industrial laboratory. Exceptionally versatile, the 215 provides 
the sensitivity and ranges for quick and accurate measurements of sine or complex 
waves of TV or industrial devices. 

RANGES 

D. C. VOLTMETER 

Volts; 0 to 1.5, 3, 12, 30, 120, 300, 1200. 

Input Resistance: 10 megohms with new HTCKOK Dual-Probe. 

Zero-Center Scale: For discriminator alignment and other galvanometer 
applications. 

OHMMETER 

Design Center: 10 ohms. 

Ranges: xl xlO, xlOO, xl,000, xl0,000, xl00,000, xl megohm. 

Readability: .2 ohms to 1000 megohms. 

A. C. VOLTMETER 

7 Ranges AC, RMS: 0 to 1.5, 3, 12, 30, 120, 300, 1200. 

7 Ranges AC, Peak-to-Peak: 0 to 4, 8, 32, 80, 320, 80(h 3200. 

Frequency Characteristics: Flat from 40 cps. to 3.5 MC. Crystal Probe avail¬ 
able to extend frequency range to 250 MC. 

Input Impedance; With new HICKOK Dual-Probe, 30 megohms shunted by 
150 uuf. 

SPECIFICATIONS 

105-125 VAC. Insulated, shock-resistant case. 5?4" W., H., D., 4% lbs. 

net weight. 8 lbs. shipping. 

Test leads included: 

New combination AC-DC HICKOK Dual-Probe, ohms lead and ground lead. 


CAPACITANCE TESTER AND VACUUM TUBE VOLT-OHM MILLIAMMETER 



Model 209.A 


POWER SUPPLY: 105-125 V, 50-70 cycles. Ranges: Volts, A-C and D-C 0-3, 12, 
30, 120, 300, 1200. Wills (D-C): 0-3, 12, 30, 120, 300, 1200. Cap.: 0-10,000 
mmf in 2 ranges, 0-1000 mf in 5 ranges, ind.: 50 mhrlOO henries. Ohms: 0.1 
ohm to 10,000 megohms in 7 ranges. Frequency: A-;C up to approximately 
200 me may be measured. Input impedance: Volts D-C: 15 megohms. Volt 
A-C; 12 megohms. Tube Complement; 6X56T A-C rectifiers, 6SJ7 cathode follower, 
6SN7GT vacuum tube voltmeter. 


LABORATORY SIZE ... 

LARGE NINE-INCH METER 
WITH ZERO CENTER SCALE 

A universal test instrument for all radio and electronic service 
work.^ Accurately and easily measures wide ranges of inductances, 
capacitances, resistances, currents and voltages, both A.C. and 
D.C. 

This new giant size instrument matches the size and attractive¬ 
ness of the Hickok complete line of test equipment. Large 9-inch 
meter improves ease of operation. Has a 1200 Volt scale, and a 
new Peak-to-Peak Voltmeter to measure peak to peak or RMS 
values of A.C. 

The new Zero-Center Scale on D.C. permits much fairer alignment 
of discriminator and other galvanometer applications. 

SPECIFICATIONS; 

Dimensions—13^"xl654"x7" 

Meter—Hickok Model S'-22 
Weight—19 lbs. :^et.—26 lbs. Ship. 

Blue baked Hammertex finish 

High input impedance prevents loading when making voltage 
tests. Measurement of inductances are possible with the use of a 
conversion chart supplied in the instruction book. Possibility of 
damage due to overload is slight in all except current measure¬ 
ments. Power supply permits normal operation and accuracy with 
wide line voltage fluctuation. 

Price $132.50 

Including high fre¬ 
quency probe and. 
all leads. 
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HIGH SENSITIVITY Y O LT-O H M - M I L L I A M M E T E R 



Model 450 


Price: $46.50 

Test leads included. 


Compact Portable . . . Shock-Resistant Case 
RANGES: LARGE 5" METER 

20,000 ohms per volt DC, 5,000 Decibels: —30 to + 55, in 5 
ohms per volt AC. ranges 

Volts AC and DC: 2.5, 10, 50, Ohms: 

250, 1,000, 5,000 0 to 1,000, 5 ohm center scale 

Output: 2.5, 10, 50, 250, 1,000 0 to 10,000, 50 ohm center scale 

Milliamperes, DC: 2.5, 10, 50, 0 to 1 meg., 5,000 ohm center scale 

250, 1,000 0 to 100 meg., 500,000 ohm center 

Microamperes, DC: 0 to 50 scale 

Amperes, DC: 0-10. 

This fine, new HICKOK Model 450 is the last word in design for 
attractive, high sensitivity volt-ohm-milliammeters. It is thin, light¬ 
weight and fully portable. 

The modern HICKOK lucite meter case provides increased read¬ 
ability. Large 5" meter scale can be read more accurately. 

Compact HICKOK design provides the thinnest instrument of its 
kind. Handier for the Radio-TV or field engineer for on-location 
servicing. Provides work-bench accuracy for all field jobs. Durable 
neolite handle provides sturdy stand at just the correct angle for 
easy bench use. 

The new HICKOK insulated and shock-resistant case protects the 
high sensitivity and accuracy of this fine instrument. 

Rugged and dependable, the HICKOK 450 provides for long, hard, 
day-in, day-out service on the bench or in the field. (Battery operated). 
8 ^" H., 5^" W., X 2l4" D. 2^ lbs. net, 5 lbs. shipping. 


DOUBLE RANGE DC KILOVOLTMETER 



Model 465 


For measuring DC 
voltages as high as 
30,000 volts. 20,000 
ohm per volt sensi¬ 
tivity. Low ^ current 
drain. Well insulated 
phenolic case for 
ample protection 
against the high volt¬ 
ages being measured. 
7" X 6^8" X 4*".^ 6 
lbs. net; 8J4 lbs. ship¬ 
ping. Complete price 
including leads and 
carrying case $61.25. 


PORTABLE TRUE WATTMETER 



Model 900-B 


Tests all AC electrical units 
under actual use conditions. 
Continuity test for shorts. Ac¬ 
curately tests even smallest 
units. 3^" meter shows wat¬ 
tage, amperes and line voltage. 
Portable case complete with 
leads, 93/^" X 6J4" x 3^". 6 lbs. 
net; 10 lbs. shipping. $99.00. 
C-105 external transformer for 
ranges to 10,000 watts and 130 
amp. $17.00. 9A and 9B leads 
for 220 volts, $18.00. Strong, de¬ 
tachable-cover carrying case. 
$ 10 . 20 . 


CRYSTALS 

.005% accuracy for 292X .$18.80 Specified channels for 610-A. 9.29 

4.5 MC for 610-A . 4.65 Special frequencies for 610-A. 14.30 

TUBE TESTER ROLL CHARTS 

HICKOK periodically issues revised tube reference HICKOK tube testers. This is another HICKOK 

charts to include the data on all tubes available at service designed to help you maintain the speed and 

time of each printing. Announcement of the availability accuracy necessary in your profession. $1.00 delivers 

of each new chart is sent to all registered owners of up-to-date chart to you. 
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PROFESSIONAL MODEL LABORATORY OSCILLOGRAPH 



Model 640 


The new Model 640 Oscillograph is an outstand¬ 
ing, versatile instrument designed for General 
Purpose, Industrial Laboratory and Television ap¬ 
plications for observation of transient or regular 
recurring phenomena. 

Designed with outstanding range and sensitivity 
and completely built to the highest quality stand¬ 
ards throughout. Rigidly field-tested and proved 
in the HICKOK laboratories. 


SPECIFICATIONS: 

WIDE BAND AMPLIFIER: Frequency response DC, 0 to 4.5 me, (down 3 db). 

VERTICAL DC AND AC AMPLIFIER: 17 M. V. per inch with sensitivity switch in high 
position. 35 M. V. per inch in low position. 

FREQUENCY RESPONSE: 0 to 1,000,000 cycles (3 db point), in high position. 0 to 
4,500,000 cycles (3 db point), in low position. 

No jitter, even with high gain amplifiers. 

Maximum Input Potential: 1000 volts peak. 

Input Impedance: 2 megohms, 50 mmf. 

Excellent stability and minimum microphonics and drift. 

HORIZONTAL AMPLIFIER: 

Deflection Factor — 

Direct: 13 volts RMS per inch. 

Full Gain Setting: 50 millivolts RMS per inch. 

Frequency Response: 0 to 200,000 cycles, with 3 DB down at upper limit. 

Maximum Input Potential: 1000 volts peak. 

Input Impedance: 2 megohms, 50 mmf. 

BUILT-IN CALIBRATING VOLTAGES: 

Peak-to-Peak—100, 10, 1, .1 volts. 

TEST SIGhlALS: Line Frequency.v 3 yoIts?:RM5 p,er inch.: s .. 

Sawtooth: Available from front panel. 

Direct connection to both horizontal and vertical deflection plates. 

SHOCK MOUNTED: Provides minimum microphonics due to external mechanical 
vibrations. / 

SHIELDED: Mu Metal 'magnetic shield gives maximum protection to the cathode ray tube 
against effects of external magnetic fields. . ^ 

CALIBRATED SCALE: Provided for quantitative measurements and comparisons. y 
LINEAR TIME BASE: Recurrent and Driven Sweep: 2 cycles to 30,000 cycles. 

Provision for external capacities for slower frequency sweeps of 10 seconds and slower. 
Sweep Speeds: Faster than 0.75 inch per microsecond. 

Television fixed frequencies; 30 and 7,875 for observing blanking and sync waveforms 
in the horizontal and vertical circuits of TV receivers. 

Synchronization at line or 2-times line frequency. 

EXPANDABLE SWEEP: 6 times expansion, or equivalent to 30 inches of screen diameter. 
LINE FREQUENCY PHASING CONTROL: Zero, plus or minus 90® phose shift. 

“Z” AXIS MODULATION: Capacitively coupled to the grid of the cathode ray tube. 

15 volts will blank trace fully at normal intensity. 

INTENSITY: Standard Model 640 includes 5UP1 cathode ray tube with medium 
persistence screen. High accelerating potentials give excellent intensity for viewing 
transient waves and high frequencies. 

Some engineers may prefer a 5UP11 tube for short persistence, or a 5UP7 tube for 
long persistence. Either is available in the Model 640 at slight additional cost. 
STABILIZED: Designed so that sweep lengths and synchronizations are maintained as 
signal level varies. 

DIMENSIONS: Portable steel case, 14"xnV2"x19", approximately 35 lbs. net; 40 lbs. 
shipping. Combination light shield and comera base provided. 


Price: $355.00 


NEW, HANDY SIZE 3" PORTABLE OSCILLOSCOPE 

This new, handy size oscilloscope is similar to equipment built for tlie armed forces 
and is of the highest quality throughout. It is slightly larger than a normal ^ize 
telephone and provides a new high in dependable accuracy to both laboratory 
technicians and field engineers. 

Features both vertical and horizontal DC Amplifiers with a sensitivity of better 
than .075 RMS volts per inch. Frequency coverage to beyond 5 MC. 

Fully compensated horizontal and vertical attenuators, retractable light shield, 
direct connection to CR tube elements, and provision for Z-Axis modulation are 
other desirable characteristics. 

Test leads, (3' coaxial test cablCj 6" coaxial test cable, 3' ground lead), are in¬ 
cluded. Storage compartment for leads is in accessory case. 

This fine instrument is also available in a shock mounted, waterproof, moisture 
proof, strong aluminum case at $247.50. 

TECHNICAL CHARACTERISTICS OF MODEL 380A 



Model 380A Price $225.00 


CATHODE RAY TUBE: 

3" Screen, Type 3RP-1 
FREQUENCY RANGE: 

a) Vertical Amplifiers; 

(D.C.) 0 to 2 MC, 3 db down (Full 
gain setting). 

(A.C.) 5 cycles to 2 MC, 3 db 
down. 

b) Horizontal Amplifiers: 

(D.C.) 0-500 KC, 3 db down (Full 
gain setting). 

(A.C.) 1 cycle to 500 KC, 3 db 
down. 

c) Sweep Circuit Oscillator: 

3 to 50,000 cycles. 

INPUT IMPEDANCE: 

(a) Vertical Amplifier: 

(1) A.C. — 1.5 megohms shunted 
by 25 mmf capacity. 

(2) D.C. — 2 megohms. 

HICKOK . . . 


b) Horizontal Amplifier: 

(1) A.C. — 1.5 megohms shunted 
by 25 mmf capacity. 

(2) D.C. — 2 megohms. 

c) Vertical Direct connection: 

9 megohms shunted by 11 mmf. 

d) Horizontal Direct connection: 

9 megohms shunted by 11 mmf. 


DEFLECTION SENSITIVITY: 

a) Horizontal and Vertical: 

.075 RMS volts/inch. 

b) Vertical Direct connection: 

17 RMS volts/inch. 

c) Horizontal Direct connection: 
25 RMS volts/inch. 

1st CHOICE OF 


POWER SUPPLY 
REQUIREMENTS: 

a) 105 to 125 volts A.C. at 50 to 
1000 cycles. 

b) Power consumption 60 watts at 
115 volts. 

ACCESSORIES INCLUDED: 

3 ft. Coaxial Test Cable, 6 inch Co¬ 
axial Test Cable, 3 ft. Ground 
Lead, and Ruled Celluloid Screen. 
Also available with strong, alum¬ 
inum waterproof, moisture-proof, 
shock^ mounted carrying case. 

5J4" wide X 8" high x 13^" deep, 
less carrying case. 

11 lbs. net. 

6" wide X 9'' high x 13^4" deep, in¬ 
cluding carrying case. 

15 lbs. net. 
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TECHNICAL CHARACTERISTICS 


NEW MODEL 670 OSCILLOGRAPH 

Accurate, Stable, High Sensitivity with 

AC and DC AMPLIFIERS 

Model 670: The more exacting requirements of today’s television 
maintenance have made it necessary for the service technician 
to have a good ’Scope. The HICKOK Model 670 is designed 
with DC amplifiers to provide excellent square wave response 
— even down to DC. 

Many TV receivers are so far out of alignment that extreme 
’Scope sensitivity is necessary to properly show the response 
curve. The 670 provides this extra sensitivity — to 10 MV 
per inch. 

To properly view all TV frequencies a wide band vertical ampli¬ 
fier is necessary. The 670 provides for this need by having a 
band width useable to beyond 5 MC. Push-pull amplifiers and 
polarity reversing switches are also new features you will find 
most useful in the 670. 


Deflection Sensitivity: . i 

a. vertical attiplifier -015 volts (RMS) per inch 

b* Vertical direct 12 vofts (RMS) per inch 

e. horizontal amplifier *07 volts (RMS) per inch 

d. horizontal direct 13 volts (RMS) per inch 

Input Impedance: 

a. vertical amplifier 2.2 megohms—30 mmi 

b. vertical direct 3.3 megohms 

c. horizontal amplifier 1 megohm—35 mmf 

d. horizontal direct 3.3 megohms 

Frequency Range: 

a. Vertical Amplifier; D.C. to 600 KC, within 3 
db. Useful beyond 5 MG; pulse rise time 
0.6 microseconds. 

b. Horizontal Amplifier: O to 250 KC; pulse 

rise time 1.2 microseconds. 

Sweep Oscillator: 3 to 50 KC. 

Power Supply; 105-125 VAC, 50-70 cycles, 65 
watts at 115 VAC. 


TECHNICAL FEATURES: 

Highest practical sensitivity: 0.01 (10 millivolts) RMS per inch. 

Demodulator circuit for viewing modulation on RF signal. 

Recurrent linear sweep; 3 cycles to 50,000 cycles. 

Reversing switches for both horizontal and vertical deflection. 

Fixed sweep frequency for horizontal and vertical wave forms to TV receiven* 

Both negative and positive synchronizing. 

Line phasing control (approximately 180°). 

Wide band vertical amplifier, useful beyond 5 MC. 

Direct coupled, balanced (push-pull) amplifiers for both vertical and horizontal deflection. 
Provision for Z-axis modulation. 

Permits the study and analysis of wave forms, and other electric and magnetic phenomena. 
Excellent square wave response. 

Provides for the visual testing and alignment of amplitude and frequency modulated receivers, 
as well as television equipment when used with a frequency modulated RF oscillator 
or sweep generator. 


Size: 9J4” W x 1254” H x 18'' D. In attractive, 
steel portable case or matched set “D’* case. 


Price: $244.00 


Weight: 28 Iba. net; 35 lbs. ship. 



Model 

680 


TECHNICAL CHARACTERISTICS 

Power supply required: 20 Watts, 10S-125V AC 
50-70 cycles. 

RF Output: 53-89 MC, 174-217 MC. 

VHF 106-178 MC 2nd harmonic 
UHF 424-712 MC 8th harmonic 
522-651 MC 3rd harmonic 
696-868 MC 4th harmonic 
.15V, RMS RF output, 31 crystal check points at 
2.5 MC. 

Size 11^" W X 6" H X 9" D, attractive portable 
steel case. 

Weight: 13% lbs. net; 18 lbs. shipping. 


TELEVISION RF MARKER and Crystal Calibrator 

A perfect companion for the HICKOK 610-A TV Alignment 
Generator to provide the most complete, overall TV alignment 
including UHF, 

The 680 is designed to rapidly solve the growing TV front-end 
maintenance problems. Thousands of TV front-ends are failing 
daily due to age. The usual procedure of returning these units 
to the manufacturer for replacement has become increasingly 
difficult. Now, with the 680 you can build a big business on re¬ 
pairing TV front-ends yourself — to crystal accuracy. The 680 
has directly calibrated channel, sound and picture frequencies 
accurate to .05%. Covers the ranges of 53-89 MC and 174-217 
MC on fundamentals and to 868 MC on harmonics. 

The 680 also is a crystal standard with choice of 3 crystals 
provided by means of a front panel switch. (A 2.5 MC crystal is 
supplied.) The built-in magic eye provides a visible zero beat 
indicator; a phone jack is also provided for an audiable indicator. 
The 680 can be used as a heterodyne frequency meter for cali¬ 
brating other generators up to 900 MC. 

This fine instrument is the latest HICKOK development and 
can be used as a crystal standard in the shop, laboratory or 
factory, to check oscillators, generators and front-end or over all 
response curve of a TV receiver to an accuracy of .05%. 

Price: $129.50 


HICKOK. ..1st CHOICE OF THE EXPERTS 
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EXCEPTIONAL VALUE 5 " OSCILLOSCOPE 



Model 665 
Price: $129.50 


Excellent Characteristics 
for Radio —TV Receiver Work 

Model 665: Here is real value in a HICKOK 5" cathode ray oscilloscope. 
This new instrument is good quality at a price well within the re^ch of every 
radio-TV technician. Thoroughly HICKOK designed with very good square 
wave characteristics and a frequency range entirely adequate for all TV 
receiver work. Built to the same attractive — sturdy construction as all other 
HICKOK equipment and guaranteed to give excellent service within the 
range of its technical characteristics. 

TECHNICAL SPECIFICATIONS 

Frequency Range: 0.5 cycles to 700KC, down 3 db. 

Accelerating Potential: 1775 Volts (high intensity). 

Square Wave Response: Flat at 60 cps. to lOOKC, with less than 1% tilt, less than 2% 
overshoot. 

Dual Fuse: B-j- is fused and the line is fused. 

Amplifier: Push — pull, vertical sensitivity .020 MV ‘per inch. 

Horizontal, .030 MV per inch. 

Vertical Input Impedance: 15 MMF, 2.2 Megohms. 

Horizontal Impedance: 52 MMF, 0.1 Megohms. 

Excellent locking. 

Sweep Oscillator Range: 18 cps. to 50KC. 

Provision for direct connection to CRT is provided. 

Withstands shock, vibration and humidity. CRT is shock-mounted. 

Attractive blue hammertex steel case. 13" H., 1754" 9^" W. 23 lbs. net; 30 lbs. 

shipping. 105 — 125 VAC, 35 watts. 


PROBES and ACCESSORIES 



TVP-1 


TVP-1 Television Probe — Increases 
’scope usefulness in servicing TV. 
Technicians now can accurately dup¬ 
licate manufacturers pattern. Reduces 
loading effect. Phenolic, black and 
chrome probe, 4 ft. heavy-duty cord 
with spade connectors. 6 oz. net; 
2 lbs, shipping. Light and easy 
to handle. Price: 

$12.60 



TYPE 34 


“34” Crystal Demodulator Probe — 
Use with any ’scope to trace a 
modulated RF signal, at any fre¬ 
quency, through radio or TV re¬ 
ceiver from the antenna post to the 
detector or discriminator. 4 ft. long. 
2 oz. net; 2 lbs. shipping. A quick 
and accurate aid to trouble-shooting 
with your ’scope. Price; 

$9.80 



PR 30 KV — High Voltage DC Probe — Extends VTVM range 
to 30,000 volts DC. Doubles use of any voltmeter. Ideal for use 
with HICKOK 203 or 209. Heavy duty phenolic, 4 ft. cord 
and cable type connector. 12 oz. net; 2 lbs. ship. 

Price: $11.90 

PR 30KVA — High Voltage DC Probe — For use with HICKOK 

Model 209A. 12 oz. net; 2 lbs. Ship. Price; 

$11.90 


PR 25 — Extends range of HICKOK Models 450 or 435-A to 
25,000 volts DC. Can be used with any 20,000 ohm-per-volt 
multimeter with a 250 volt scale. 12 oz. net; 2 lbs. ship. 
Price: 

$11.90 



“75” Termination Pad — This acces¬ 
sory is for use with the HICKOK 
610A or any other TV-FM alignment 
generator. Eliminates most standing 
waves on the length of output cable 
to insure accurate impedence match 
of the generator and TV receiver. Can 
be used on both 90 and 300 ohm 
inputs. 6 oz. net; 2 lbs. Shipping. 
Price: 

$8.50 



MODEL CRT 


Model CRT — Cathode Ray Tube 
Tester — Built for use with any 
HICKOK tube tester. Tests all types 
TV receiver electromagnetic picture 
tubes including Philco. Tube gas 
test, grid control test, short test, 
cathode emmission test. Also, by in¬ 
creasing filament voltage of CR tube 
and holding for a few minutes, many 
tubes can be brought back to full 
operating brilliance. Price: 

$9.90 
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A€tur^«ey and Dependabilit^Yl 


MODEL 19 AC-DC ASTATIC MILLAMMETERS, AMMETERS, 
VOLTMETERS, WATTMETERS, WATTLESS 
COMPONENT INDICATORS 

Astatic Electrodynamometer movements. Accuracy within Yz of 1% on AC or 
DC. Not affected by external magnetic fields. Scale length: 5^4 inches. Watt¬ 
meter scales are uniform, others uniformly squared. Mirror scales. 

Model 19 portable instruments designed for precision AC and DC measurements. 
They are of astatic dynamometer type with a greater accuracy than most other 
portable AC and DC instruments. Owing to the astatic design the indications 
are the same on either AC or DC. 

Dimensions: 4" x x Weight: lbs. Case material: Molded phenolic. 



MODEL 13 AC DYNAMOMETER INSTRUMENT 

Accuracy of 1%. Shielded from effect of External Magnetic fields. Ammeters, 
Milliammeters, v Voltmeters, Wattmeters — single phase. Mirror scales, Knife 
Edge Pointers. Scale length: 554 inches. 

These instruments are correct on AC of any frequency up to 125 cycles. Built 
for use on higher frequencies. Deviations from the sinusoidal wave form met 
in ordinary testing have no noticeable effect on the calibration of these instru¬ 
ments. Voltmeters and wattmeters are self-contained up to 750 volts, designed 
to perform continuous service. 

Dimensions: 3J4" x 654*' x 754'^ Weight: 354 lbs. Case material: Phenolic. 



MODEL 14 DC AMMETERS, MILLIAMMETERS, 
MICROAMMETERS, VOLTMETERS, MILLIVOLTMETERS, 
VOLT-AMMETERS, THERMO-COUPLE METERS 

D’Arsonval movements. Accuracy within 54 of 1%, Shielded from effect of ex¬ 
ternal magnetic fields. Uniform scales provided in DC meter with anti-parralax 
mirrors. Scale length: 554 inches. 

Voltmeters in this model have a resistance of approximately 1000 ohms per volt, 
the exact resistance being marked on data card furnished with the instruments. 
Model 14 millivoltmeters are supplied with leads for connection to external 
shunts. Ammeters are self-contained up to 150 amperes, having negligible tem¬ 
perature coefficient built-in shunts. The drop across the ammeters is 50 millivolts. 
Model 14 microammeters are of the high torque, have excellent damping, and 
other rugged characteristics not usually found in high sensitivity instruments. 
Dimensions: 7^" x 654" x 4". Weight: 654 lbs. Case material: Polished phenolic. 
Excellent magnetic damping. 



MODEL 18 DC INSTRUMENTS FOR ALL CLASSES OF 
DIRECT CURRENT TESTING 

D’Arsonval movements. Accuracy within 54 of 1%. Unshielded from external 
magnetic fields. Voltmeters, millivoltmeters, ammeters, milliammeters, mi¬ 
croammeters, and volt-ammeters. Uniform mirror scales engraved on moisture- 
proof stock. Scale Len;;»th: 554 inches. 

Excellent damping characteristics. This model is so designed that there is only 
a small over swing to the ^'eedle which results in quick and accurate readings. 
Voltmeters have a resistance of 1000 ohms per volt. Voltmeters are self-contained 
up to 1000 volts and are des^jg^ed for continuous use at 1000 volts without tem¬ 
perature error. The Volt-ani^eters in this model are especially adaptable for 
making tests where consecutive volt and ampere readings are desired, such as 
motor test and battery test. Model 18 instruments, except in the higher voltage 
ranges, will withstand an instantaneous overload of 10 times the full stale value 
without damage or ^change J-n calibration. 

Dimensions: 754'' x 654" x 2f^". Weight: 554 lbs. Case material: Molded 
phenolic. 
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ZVz" ROUND-250 DEGREE METER 


3</2" SQUARE 250 DEGREE METER 
SAME AS THE ROUND 250 DEGREE METER 


All DG meters can be supplied with 
accuracy either 1% or 2% of full scale 
deflection. The AC meters, which use 
copper-oxide rectifier-type movements, 
have accuracy within 5% of full scale 
deflection under all conditions. These 
instruments are as accurate as panel 
mounting instruments having equal size 
and have the advantage of two and 
one-half times longer scale. They are 
damped in accordance with American 
Standards , Association Specifications, 
and their response time is also in ac¬ 
cordance with these specifications,. Al¬ 
lows readings to be taken quickly and 
more accurately. 






All DC meters can be supplied with 
accuracy either 1% or 2% of full scale 
deflection. The AC meters, which use 
copper-oxide rectifier-type movements, 
have accuracy within 5% of full scale 
deflection under all conditions. These 
instruments are as accurate as panel 
mounting instruments having equal size 
and have the advantage of two and 
one-half times longer scale. They are 
damped in accordance with American 
Standards Association Specifications, 
and their response time is also in ac¬ 
cordance with these specifications. Al¬ 
lows readings to be taken quickly and 
more accurately. 


2 V 2 " 250 DEGREE AIRCRAFT METER 


This instrument is mounted in a regu¬ 
lation aircraft case per Army-Navy 
specification, including the shielding and 
dimensional requirements. Has scale 
approximately 4^" long. Quick read¬ 
ability makes them desirable as flight 
instruments. Aircraft-type dail_ is avail¬ 
able. Mechanism specially designed for 
aircraft service and will meet vibration- 
resistant requirements, etc. 



A'A" ROUND PANEL METER, SEALED 



Latest design sealed instrument per¬ 
fected for use wherever 4^" meters 
are required. Built around the famous 
Hickok internal pivot movement to pro¬ 
vide lasting and dependable accuracy. 
Thoroughly engineered case design, fea¬ 
tures the perfect, seal against air, dust, 
and moisture. Permanently sealed at 
the factory, however, special gasket con¬ 
struction permits opening and ■ resealing 
with simple tools. 


SVz" ROUND RUGGEDIZED METER 


The high Hickok standard of quality is 
now available in a ruggedized DC or 
rectifier type AC meter. This instru¬ 
ment provides the practical answer to 
reauirements for shock proof meters 
with dependable accuracy. This highly 
efficient shock mount design permits 
pointer and scale divisions to be easily 
read when meter is under vibration. 
Rear panel is built with new, screw- 
type terminals to eliminate solder con¬ 
nections. Also available in 2^" and 
4H" 



DIRECT READING FREQUENCY METER, 
AIRCRAFT TYPE 



These Hickok improved self-contained 
frequency meters can be mounted in air¬ 
craft type cases of the large AN size. 
These are the .smallest size frequency 
meters. This type of case is often con¬ 
venient where' space is a limiting fac¬ 
tor. Suitable for aircraft use. Move¬ 
ment is shockproof. Case is dust and 
waterproof in accordance with Array- 
Navy aircraft instrument specifications. 
Radium or fluorescent dials and point¬ 
ers available. 


2</2" MINIATURE PANEL MOUNTING, SEALED 

This instrument answers the need for 
absolute airtight, panel sized electrical 
instruments for use in tropicalized mili¬ 
tary equipment, creameries, ships, out¬ 
door, etc. Terminals are of the spe¬ 
cial glass soldered-in type using a direct 
bond of glass to metal. Case is rust 
proof black enamel. Exceptionally thick 
flint hard glass withstands pressure and 
shock tests designated by military spe¬ 
cifications. Designed for flush mounting. 

Luminous dials can be supplied. Zero 
adjuster is internal. Also available in 


2’/2" MINIATURE SQUARE PANEL MOUNTING 

Flush mounting, phenolic case, wide 
flange only; and metal Cases, wide and 
narrow flanges. Accurate within 1}^%. 
These miniature panel mounting in¬ 
struments are of the standardized 
size, but have extra long scale lengths 
by reason of the wide angle of deflec¬ 
tion and longer scale radius. Five types 
of cases are available. Lance type point¬ 
ers regularly supplied, however, small 
spade pointers can be furnished. 






3'/2" ROUND FLUSH MOUNTINGS 314" SQUARE FLUSH MOUNTINGS 


Accurate within Large opening 

symmetrically designed admits a maxi¬ 
mum of light to the dial. Thick flange 
eliminates danger of breakage and 
improves appearance. Metal dials with 
white background are supplied in all 
standard ranges. Special dial designs 
are supplied on quantity orders, at no 
extra charge. Include internal illum¬ 
ination. 




Accurate within 1^2%. Large _ opening, 
symmetrically designed, admit maxi¬ 
mum light to the dial. Thick flange 
eliminates danger of breakage and im¬ 
proves appearance. Require less panel 
space than round flush instruments. 
Metal dials with white background are 
supplied in all standard ranges. Spe¬ 
cial dial designs supplied on quantity 
orders at no extra charge, including in¬ 
ternal illumination by means of bulb 
inserted in a socket through the in¬ 
strument base. 
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FOUR INCH RECTANGULAR PANEL 


FIVE INCH RECTANGULAR 


Accuracy within 1^2%. Molded phenolic 
cases — for flush or surface mounting. 
Dull Black finish standard. Other 
phenolic colors available. DC Scale 
length ZVa.” — longest which can _ be 
attained in an instrument of this size. 
AC. Scale length 3.2", 85 degrees de¬ 
flection. Can be furnished with or with¬ 
out illuminated dials. Available also in 
2^2'b zy/', and 5", 



p,c vofmOT? 



Large dial area. Accurate within J 
Molded bakelite. cases — furnished 
shielded ot unshielded. Dull black finish 
standard, other colors available, Flush 
mounting. DC scale length 5", AC 
scale length 4-25". Illuminated dialg 
available This instrument is a com 
panion to other Hickok rectangular 
models but has proportionately larger 
dials, and is ideally suitable for use in 
electronic-testing equipment where mul¬ 
tiple scale arcs are needed. 


RECTANGULAR SEMI-FLUSH 


The new Incite-window model with, a 
scale length of 3^". Designed as at¬ 
tractive, modernistic replacements for 
conventional 314" round or square 
flange instruments, and can be used in 
any space large enough to accommo¬ 
date the standard ZY?/' meter. This 
instrument is furnished shielded or un¬ 
shielded and available in most AC and 
DC ranges. Also available in 5", 



4" RECTANGULAR FREQUENCY METER 



P’requency meters are self-contained 
with dimensions of 3l4" x 4" x 2". 
No external reactor is used. The in¬ 
struments can be supplied shielded from 
the effect of external magnetic fields. 
Volt-ammeters, volt-milliammeters, etc , 
having built-in push-button switches 
available. Push button and switch are 
located completely within the instru¬ 
ment. 


CHARGICATOR PANEL MOUNT 


The chargicator is an electrical hydro¬ 
meter which places no load on the bat¬ 
tery and may he left permanently- 
connected. It has advantages _ over a 
hydrometer in that the batteries need 
not be disturbed when the reading is 
made, and the readings need not be 
made at the battery, The chargicator 
gives an accurate and instant measure¬ 
ment of battery conditions on a highly 
expanded scale, suppressed zero vcit- 
meter. 



4// SERIES PORTABLE INSTRUMENTS 


Scale lengths — • AC Models P49, 
P49M. — 3.15". DC Model P48 — ZJ'\ 
Accurate within Dimensions: 

4" X 334 " X 2-3/16". Not shielded. 
These meters are manufactured in 
many ranges of 'voltmeters, millivolt- 
meters, ammeters, milliammeters, mi¬ 
croammeters, volt-ammeters, and watt¬ 
meters for use on both alternating and 
direct currents. A high quality solid 
leather carrying case can be supplied 
at no extra charge. 



CHARGICATOR 



The newest instrument designed to 
improve battery servicing. This instru¬ 
ment measures the state of charge in a 
lead-acid storage battery, instantly and 
accurately. IPs handier, cleaner, and 
quicker than a hydrometer and avoids 
acid damage to clothing. The chargi¬ 
cator also provides a complete te.st of 
all other factors affecting the life or 
condition of a battery, Available in 
2J4" and 3^4" ^izes as well as special 
designs, and for special purposes. 


FAN TYPE METER 



D’Arsonval movement. Accuracy 1%. 
Scale length: 7j4 inches. Dimensions: 
8-19/32" X 6-11/16" X 2-7/32". This 
instrument is available in any combina¬ 
tion of DC ranges. It has a window in 
the top of the case so that a light can 
be mounted above it for external il¬ 
lumination. This window is optional. It 
can be supplied with mirror scales and 
knife-edge pointers. The movements are 
especially designed for use in pflaces 
where vibrations are encountered. 


SHUNTS 


CURRENT TRANSFORMERS 


Hickok Portable Precision Shunts are of 
sufficient size to keep the temperature 
rise within the limits of N, E., M. A. 
standards. Shunts are accurately ad¬ 
justed for 50 millivolt drop at full cur¬ 
rent value. The shunt resistance 
material has negligible thermo-electric 
effect against copper and negligible 
temperature coefficient within the limits 
of operation of the shunt. Will operate 
at rated capacity continuously without 
impairment of accuracy. Leads supplied 
with all shunts. 




Hickok midget current transformers 
“Donut’’ design — for use with in¬ 
serted primaries. SERlEvS 1 is pri¬ 
marily intended for use with ammeters, 
and conforms to N. E. M. A. standards 
as to ratio only. SERIES 2 con¬ 
form to N. E. M. A. standards 34X as 
to ratio and phase angle, and are in¬ 
tended for use with wattmeters, also 
may be used with both wattmeters and 
ammeters. Secondary leads are five feet 
long with soldering lugs made to fit 
" dia. stud. 
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POCKET PORTABLE 

MODEL 480 and 481 —^Accuracy within 1%. Unshielded. DC Model 480: Scale 
length 3.7''. Voltmeters, milli voltmeters, ammeters, milliammeters, micro-^^‘ 
ammeters, and volt-ammeters. AC Model 481. Scale length 3.15". Ammeters, 
milliammeters, voltmeters, wattmeters — single phase. Mirror scales, knif^ 
edge pointers. \ 

Oak Case furnished with slip hinges permits the cover to be removed. The 
resistor compartment is separate from the meter movement and beneath the 
panel on which the binding posts are mounted. These instruments are spe¬ 
cifically designed for smallness and accuracy. They will easily slip into the 
pocket and their high accuracy enables them to be used in many testing and 
inspecting applications. Found especially handy for field service work and are 
extensively used by the U. S. Signal Corps. Built with full open faces, 
enabling the use of multiple scales, which are easily readable and unusually 
long. The movements are especially designed for portable use in these models, 
and are of the very highest quality. 

Dimensions: 6^" x 4^" x 2^". Weight: 3 lbs. 



MODEL 440 —Accuracy 1^%. Scale length 5". Panel and meter cover are 
phenolic. Has a built-in lead compartment with leads supplied. 

The instrument comes in an oak case with strong, flexible carrying handle. 
Case is furnished with slip hinge cover, permitting the cover to be removed 
for easier use. This type of case is especially handy for field service work 
and is extensively used. All types have mirror scales, knife edge pointers and 
full open faces. The latter feature enables the use of multiple scales, which 
are easily readable and unusually long. The movements are especially designed' 
for portable use in these models, and are of the very highest quality. This 
particular instrument has three DC voltage ranges; 30, 150, and 1500. Two 
millivolt ranges: 75 and 150. Thre^ milliampere ranges; 30, 60, and 300. 
These instruments, however, are available in any combination of DC rangesr 
Dimensions: x x 3H'^ Weight: 4 lbs. ' 


SWITCHBOARD TYPE 

MODEL S12 DC, D’Arsonval Movements. Model S-11 AC, Electrodynamd- 
meters. Model S-llM AC, Magnetic Vane Movements. Scale length of 5^". 
Shielded from External Magnetic Fields. Ideally suited for heavy industrial 
applications. Movements are of the lafge switchboard type. The AC Ammeter 
at left is furnished either self contained or with an external switchboard mount¬ 
ing current transformer. Cases can be supplied impervious to magnetic dust, 
dirt and moisture found in heavy industries. Can withstand severe vibration, 
shocks and extreme of temperature though still maintain the guaranteed 
accuracy of 1%. Available in surface type or flush type cases. Pressed steel 
cases, black enamel finish. 


Dimensions: 5^"W., 5^"H., 4J4"D. plus 154'' mounting studs. 



Hickok is one of the foremost pioneers and manufacturers of electrical 
indicating instruments. Here shown are a few of the more popular types 
furnished. However, any practical range and type can be supplied. Yottr 
inquiry is invited. Kindly list details of your requirements. Prices are 
available on request. 


THE HICKOK ELECTRICAL INSTRUMENT CO. 


10514 Dupont AvenuW Cleveland 8, Ohio 
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PRECISION IN MINIATURE! 



Model 601-A 



Model 1200 


333 SIXTH AVENUE 


SIO-B EXTENDED RANGE AUDIO OSCILLATOR 

Frequency range from 18 cycles to 1.1 megacycles, with output constant ±0.5 db, 
and 2% calibration accuracy (1% on special order). Stability ±0.5% with tempera¬ 
ture and line voltage. Distortion less than 0.2% over most of useful range. 
Maximum output 10 volts or 4 ma (4-15 dbm into 2000 ohms). Source impedance 
400 ohms. Logarithmic output control calibrated approximately in volts. Panel 
size 6" X 4}i". Weight less than 6 lbs. 95-130 volts, 50-400 cycles. 

T-10 Matching Transformer . . . Attaches securely below 510-B; 150/600 ohms 
balanced. Write for additional information. 


520-A EXTENDED RANGE VOLTMETER 

Frequency range from 10 cycles to 2 megacycles. 1 millivolt full scale sensitivity; 
12 ranges up to 300 volts. 4^" illuminated Weston meter calibrated in volts and 
dbm. Full wave average rectifier. Input impedance 10 megohms 24 uuf. Meter 
protected against overload. Amplifier output provided. Miniature size; panel 
6" X 4%". Weight 6 lbs. Buff or mirror scale on special order. 95-130 volts, 
50-400 cycles. Write for additional information. 


540-A HETERODYNE CRYSTAL CALIBRATOR 

Crystal controlled output at 100 kc, Imc, and 10 me, or from external crystal. 
Sensitive heterodyne detector provides wideband output; self contained speaker 
monitors audible beat. Miniature unit 6" x 4^^" x 6". 95-130 volts, 50-400 cycles. 


601.A WAVETRACER AN AUDIO CURVE TRACER 

Instantaneous visual display of frequency response of any audio system. Loga¬ 
rithmic vertical scale; linear in db. Completely self-contained including audio 
sweep generator, attenuator, mike preamplifier, and logarithmic voltmeter using 
7", long-persistence CR tube. Write for additional information. 


MODEL 1100 AUDIO FREQUENCY GENERATOR 

Frequency range from 18 cycles to 500 kc, with output constant ±0.5 db, and 
calibration accuracy of 1%. Output 150 or 600 ohms balanced 4-26 dbm max.; 
unbalanced 50 volts, 1 watt. Distortion less than 0.1% over most of useful range. 
Output continuously variable from 4-26 to —70 dbm; 50 volts to 0.1 millivolt. 
Step attenuator. Output meter calibrated in volts and dbm. Equivalent to SG/83. 
Miniature size 6" x 9" x 10" deep. Write for additional information. 


MODEL 1200 AM-FM STANDARD SIGNAL GENERATOR 

Frequency range from 100 kc. to 170 me. AM 0-100%; FM 0-100 kc, metered and 
continuously variable. Output maximum 1.5 volts; attenuation to 1 microvolt. 
Six internal modulation frequencies from 100 cycles to 8 kc. Crystal calibrator. 
Size 13"xl5"xll" deep. 50 lbs. Equivalent to SG-77/U. 115-230 volts, 50-400 cycles. 


Specifications subject to change without notice. 
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EICO New 5" Push-Pull Oscilloscope 

All-new laboratory-precision scope with all the extra sensitivity 
and response for precise servicing of TV, FM & AM sets. 

• Push-pull j^indisforted vertical and horizontal amplifiers. 

• Boosted sensitivity, .05 to .1 rms volts/inch. • Useful to 
2.5 MC. TV-type multivibrator sweep circuits, 15 cps — 75 KC. 

• Z-axis intensity modulation feature. • Dual positioning 
controls move trace anywhere on screen. • Complete with 
2-6J5, 3-6SN7, 2-5Y3, and 5" C.R. Tube. • 3-color etched 
rub-proof panel; rugged steel case. 115 v., 60 cycle AC. 
8y2^^xl7^"xl3^ Ship. wt. 29 lbs. 


INSTRUMENTS aad KITS 

The Industry's most complete line of MATCHED TEST INSTRUMENTS! 



in one evening • • • 
they last a lifetime! 
AND-YOU SAVE 50% I 


23 KITS and 25 WIRED 
INSTRUMENTS TO CHOOSE FROM! 


$44.95 


Model 425-K, ifcyiA Model 425, <t70 

KIT, only. factory wired. SpYVtVD 

EICO New 7" Push-Pull Oscilloscope 

America's greatest scoop in big-scope value —way up in versatil¬ 
ity, way down in price. • Boosted vertical sensitivity, 10 mv rms/ 
inch. • Extended flat frequency response, 10 cps to 1 MC (—2 
db). • 3-step frequency-compensated attenuator. ® Cathode 
follower input. • Internal voltage calibrator. • Directly cali¬ 
brated screen. • Extended sweep range, 15 cps to 100 kc. • In¬ 
ternal positive or negative, external and line sync. • On front 
panel: sawtooth, 60 cps outputs; intensity modulation and ex¬ 
ternal sync inputs. • Variable phasing of internal 60 cps sweep. 
• Direct connection to CRT plates available. • Size: 10x15x15". 
Ship wt. 33 lbs. 

Model 470-K, ^ Model 470, . 

KIT, only.. $79*95 factory wired.... $1 29*50 

EICO New Vacuum Tube Voltmeter 

Laboratory-precision VTVM for trigger-fast operation and lifetime 
service. • 15 different ranges. ® Large AY 2 " meter, can't-burn-out 
circuit. • New zero center for TV & FM discriminator alignment. 
® Electronic AC & DC ranges: 0-5, 10, 100, 500, 1000 v. (30,000 
volts & 200 MC with HVP-1 & P-75 probes). • Ohmmeter ranges, 
.2 ohms to 1000 megs. ® DB scale. • New stable double-triode 
balanced bridge circuit — extreme accuracy. ® 26 megs DC input 
impedance. • 3-color etched rub-proof panel; rugged steel case. 
115 V., 60 cycle AC. 9/(6"'x6"x5". Ship. wt. 10 lbs. 

Model 221-K, Q- Model 221, q- 

KIT, only. Jp.AD*7D factory wired. 


ffCO Radio Frequency Probe 

Sensitive Germanium crystal probe for signal tracing and meas¬ 
urements to over 200 me. Extends range of VTVMs and scopes. 

P-75K, KIT, for VTVM; P-76K for Scope; ea. $3*75 

P-75 or P-76, factory wired, ea. $5*95 


P-75 or P-76, factory wired, ea.^J*yJ 

EICO High Voltage Probe 

New professional ElCO-engineered HV probe carefully designed 
and insulated for extra safety and versatility. Extends range of 
VTVMs and voltmeters up to 30,000 v. Lucite head. Large flash- 
guards. Multilayer processed handle. Complete with interchange¬ 
able ceramic Multiplier to match your instrument. 

Model HVP-1 (wired). . $6.95 

Prices 5% higher on West Coast. Due to unstable conditions, all 
prices and specifications are subject to change without notice. 

ELECTRONIC INSTRUMENT CO., Inc., Brooklyn 11, N. Y. 



Dollar for dollar, feature for feature, EICO Instruments and Kits lead the industry! 
















You BuMA E/CO KITS in one evening... but they last a lifetime ! AND YOU SAVE SQ% 


5 NEW GENERATORS TO CHOOSE FROM! 

2 EfCO New RF-AF Signal Generators 

Model 320: For FM-AM precision alignment and TV marker frequencies. 
Vernier Tuning Condenser. Highly stable RF oscillator, range: 150 KC - 
102 MC with fundamentals to 34 MC. Separate audio oscillator supplies 
400-cycle pure sine wave voltage. Pure RF, modulated RF or pure AF for 
external testing. 3-color etched panel; rugged steel case. Ship. wt. 10 lbs. 

Model 320-K, itlOOi; 320, 0:00 0*: 

KIT, only. factory wired. 


Model 322: In addition to all the outstanding laboratory-precision quali¬ 
ties of the famous EICO Model 320, the brand new Model 322 features 

the individual calibration of each of its 5 bands. 



INSTRUMENTS and KITS 


TRIPLE-PROVED FOR AM, FM, TV 

The Industry's most complete line of 
MATCHED TEST INSTRUMENTS! 


Model 322-K, 
KIT, only. 


$23.95 


Model 322, 
factory wired.. 


$34.95 


EICO New TV-FM Sweep Generator 

Covers all TV-FM alignment frequencies, 500 KC - 228 MC. Vernier-driven 
dial: center of each of 13 TV channels marked on front panel. Sweepwidth 
variable 0-30 MC with mechanical inductive sweep — permits gain com¬ 
parison of adjacent RF TV channels. Crystal marker oscillator, variable 
amplitude. Provides for injection of external marker. Phasing control. 
Complete with HF tubes. Less Crystal. 1 O^'x 8^'x 6^/4''. 5 MC Crystal, each. 
$3.95. Ship. wt. 12 lbs. 


Model 360-K, 
KIT, only. 


$34.95 


Model 360, 
factory wired.. 


$49.95 


EICO 5 MC and 4.5 MC Crystals 

ElCO-designed for all generators and oscillators, these highest qualrt>r 
crystals accommodate all standard sockets and circuits. Give excellent 
performance with EICO Model 360 Sweep Generator. 

Model C-5: “ Model C-4.5: ^ 

5 MC only .... . $3.95 4.5 MC only. $3*95 


EICO New Deluxe RF-AF SigrBCil Generator 

Laboratory-precision generator EICO Service-Engineered with 1 % accuracy. 
Extremely stable, frequency 75 kc-150 me In 7 calibrated ranges. 
Illuminated hairline vernier tuning. VR stabilized line supply. 400-cycle 
pure sine wave with less than 5% distortion. Tube complement: 6X5, 
7F7, 6C4, VR-150. 3-color etched panel; ugged steel case. 115 v., 60 
cycle AC. 12^^x 13^^x7'^ Ship. wt. 21 lbs. 

Model 315-K, *00 OK 315, *CO OC 

KIT, only. factory wired. 


SEE NEXT PAGE for EICO New Sine & 
Square Wave AUDIO GENERATOR 


Dollar for dollar, feature for feature, E/CO Instruments and Kits lead the industry! 


Copyright by U. C. P., Inc. 
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You Build B/CamSm one evening... but they last a lifetime! AND YOU SAVE 50%| 



INSTRUMENTS and KITS 


TRIPLE-PROVED FOR AM, FM, TV 

The Industry's most complete line of 
MATCHED TEST INSTRUMENTS! 


6 New £fCO Volt-Ohm-Milliammeters 
to choose from — the Industry's 
Greatest V-O-M Values! 

EICO New Model 565 20,000 Ohms/Volt 
Multimeter KIT $24.95. Wired $29.95. 

• 31 full scale ranges! 

• DC/AC/Oufput Volts: 0-2.5, 10, 50, 250, 1000, 5000. 

• DC Current: 0-100 ua; 10, 100, 500 ma; 10 Amp. 

• Ohms: 0-2000, 200K, 20 meg. 
e 5 DB Ranges: — 12 to + 55. 

• Large 4 V 2 " 50 ua meter movement. 

• High»impact Bakelite case. 6% x SVa x 3'^ 

EICO New Model 555 20,000 Ohms/Volt 
Multimeter KIT $29.95. Wired $34.95. 

As above, with 1 % precision resistors. 

EICO New Model 566 1000 Ohms/Volt 
Multimeter KIT $14.90. Wired $18.95. 

Ranges: same as Model 536 (see below), plus 7 output voltages. Large 
41^" 400 ua meter movement. 

EICO New Model 556 1000 Ohms/Volt 
Multimeter KIT $16.90. Wired $23.50. 

Same as Model 566, with 1 % precision resistors. 






Multimeter KIT $12.90. Wired $14.90. 

• 31 1000 ohms/volt full-scale ranges! 

• DC/AC Volts: Zero to 1, 5, 10, 50, 100, 500, 5000. 

• DC/AC Current: 0-1, 10 ma; 0.1, 1 Amp. 

• Ohms: 0-500, lOOK, 1 meg. 

• 6 DB Ranges: — 20 to + 69. 

• Large 3 " 400 ua meter movement. 

• High-impact Bakelite case. 6 V 4 x 3% x 2". 

EICO New Model 526 1000 Ohms/Volt 
Multimeter KIT $13.90. Wired $16.90. 

As above, with 1% precision resistors. 


EICO New Sine & Square Wave Audio Generator 

• Complete sine wave coverage: 20-200,000 cps. • Complete square wave 
coverage: 60-30,000 cps. • 4-gang tuning condenser. • All Frequency Selector 
resistors have 1% or better accuracy. • Large easy-reading dial calibration; 
0-100 linear reference scale. • Response ±1.5 db from 60 cps to 150 kc. 

• Improved Wien bridge-type oscillator, e Improved cathode follower output 
circuit. • Output Voltage; 10 v. at 1000 ohms load, 14 v. at 10,000 ohms and 
higher, 8 v. at 500 ohms on sine waVe; square wave output higher. • High 
power output: 100 mw into rated load. • Rated load impedance: 1000 ohms 
resistive, e Continuous output attenuation from 0 to 10 v. • Distortion 1% 
of rated output. • Hum less than 0.4% of rated output. • Tubes; 6X5, 6SJ7, 
2-6K6, 6SN7, 6S6 (GE 6-watt lamp). • 3-color etched rubproof panel; rugged 
steer case. 115 V., 50/60 cycles, 50 W. 11 V8"x7V8''x75/8". 14 lbs. 

Model 377-K, d*^1 AC Model 377, &/I 0 AC 

KIT, only. factory-wired. $47«Vd 


Prices slightly higher on West Coast. Due to unstable conditions, all prices and 
specifications are subject to change without notice. 

ELECTRONIC INSTRUMENT CO., Inc., Brooklyn 11, N. Y. 


Dollar for dollqr/leiglure for featfur^,'^ Kits lead the industry! 
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INSTRUMENTS and KITS 


TRIPLE-PROVED FOR AM, FM, TV 

The Industry's most complete line of 
MATCHED TEST INSTRUMENTS I 


laboratory Pfecishn at lowestC6$t^ 


You Build £/CO KITS in one evening. . . butihey last a lifefime! AND YOU SAYE ,50% 


EICO New Tube Tester 

Brand new professional tube tester and merchandiser EICO Service- 
Engineered for unbeatable value! Large 4V2" full-vision meter. Tests 
conventional and TV tubes including 9-pin miniatures. New lever-action 
switches — tests every tube element; Illuminated ''Speed Roll-Chart". 
2 grid caps. Short and open-element tests. Spare socket for new tubes. 
Protective overload bulb. Electronic rectifier. 3-color etched panel; rugged 
steel case. 115 v., 60 cycle AC. 12V2"x 9V2"x 41A". Ship. wt. 12 lbs. 
Model 625-K, OIC Model 625, 

KIT, only.. J factory wired. 

EICO New Picture Tube Test Adapter 

(for EICO Models 625 & 625-K Tube Testers) 

With the new Model CRA and your EICO Tube Tester, you check all sizes 
TV Picture Tubes as fast and easily as any ordinary tube. Model CRA gives 
a quantitative measurement of cathode emission, and tests for filament 
continuity and shorts between elements. Comes complete with standard 
12-pin TV tube socket,, octal plug-in connector, and extra long 4-foot cable 
that enables Pix Tube to remain in set while testing. 

Model CRA, only .. . $4.50 

EICO New Resistance-Capacitance Bridge 
& R-C-L Comparator 

This brand new professional resistance-capacitance bridge is especially 
EICO Service-Engineered for extremely wide usefulness. Measures and 
tests all resistors from 0.5 ohms to 500 megohms. Measures and tests 
every type condenser, 10 mmfd to 5000 mfd. Special built-in Precision 
Comparator Range gives instant, easy comparison measurement of 
resistance, capacitance and inductance with a complementary component 
as a standard: exceptional wide range of 400:1. Built-in continuously 
variable 0-500 DC voltage source for capacitor leokage testing. Separate 
leakage tests for paper and mica condensers (large magic eye indicator) 
and for electrolytic condensers (neon bulb circuit). Allows determination 
of capacitor power factor by means of calibrated potentiometer and 
magic eye. Latest bridge-type circuit. 110 v. 60 cycle transformer and 
rectifier. All ranges calibrated on front panel. 3-color etched rub-proof 
panel; rugged steel case. 10"x8"x43A". 

Model 950-K, CklO OC Model 950, 4:00 Qi; 

KIT, only. ^ ® □ factory wired. 

EICO New Battery Eliminator, Charger & Booster 

For all auto radio testing. Latest-type full-wave Bridge circuit. 4-stack 
manganese copper-sulfide rectifiers. Specially designed transformer, con¬ 
tinuously variable from 0 to 13 volts. Continuous operation: 5-8 v., 10 
amps. Intermittent: 20 amps, 10,000 mfd filter condenser. Meter measures 
current and voltage output. Fused primary and an automatic reset overload 
device for secondary. Rugged hammertone steel case. 115 v., 60 cycle AC. 
I 0 V 2 "x 73A"x 83A". Ship. wt. 15 lbs. 

Model 1040-K, $25.95 $34.95 

KIT, only. yfactory wired. 

EICO Multi-Signal Tracer 

Highest gain and flexibility in low-cost field! Audibly traces all IF, RF, 
Video & Audio from ANT to SPKR or CRT without switching. Response well 
over 200 me. Integral test speaker. Provision for visual tracing with 
VTVM. Complete with 6SJ7, 6K6, 6X5. Germanium crystal diode probe. 
3-color etched panel; rugged steel case. 115 v., 60 cycle AC. 10"x8"x 
43A". Ship. wt. 9 lbs. 

Model 145-K, 4110 Od Model 145, 

KIT, only.. ^ factory wired.. 


$28.95 


the exclusive EICO Moke-Good GUARANTEE 

(included with every EICO product) 

Each EICO Kit and Instrufhent'is doubly guaronleed, by EICO 
and your (obber, to contain only selected quality components 
EICO guarantees to replace any component which might be 
come defective in normal use if returned to the factory trans 
portation charges pre-paid within 90 days of purchase EICO 
guarantees oil Kits assembled according to EICO's simplified 
instructions will operate as specified therein EiCO guarontees 
service and calibration of every EICO Kit and Instrument at 
the nominol charge as stated in the instructions 


The EICOGirarantee 

Only EICO gives 
you the Make-Good 
Guarantee — the 
strongest, most sub¬ 
stantial guarantee 
in the industry! 
When you buy 
EICO, you enjoy 
the greatest pro¬ 
tection available for 
your test equipment 
investment I 



SEE THESE FAMOUS EICO INSTRUMENTS & KITS 
AT YOUR LOCAL JOBBER TODAY —AND SAVE! 

Prices 5% higher on West Coast. Due to unstable conditions, all prices 
and specifications are subject to change without notice. 

ELECTRONIC INSTRUMENT CO., Inc., Brooklyn 11, N. Y. 


EICO New Resistance Oecade Box 

Brand new extra-accurate instrument ElCO-en- 
gineered for exceptionally easy operation and 
extra-wide usefulness. Supplies resistance values 
from 0-99,000 ohms with 1 / 2 % precision! 5 sep¬ 
arate switches, 10 positions each. All resistors 
have ±V 2 % accuracy. SPECIAL FEATURE; New 
separate Comparator Position and binding posts 

permits instant substitution of actual equivalent . , , i» j 

component for the resistance volue indicated on decade box. Rugged, 
extremely simple construction. 3-color etched panel; sturdy steel case. 

12"x 3". Ship. wt. 21/2 lbs. , 

Model n/l-K, KIT, only....$ 19.95 Model 1171, factory wired $24.95 

2 Instruction Manuals 

Each EICO Kit contains both a Construc¬ 
tion Book and an Operating Book . . . 
step-by-step assembly instructions with 
easy-to-follow schematic and pictorial 
diagrams; and easy application data. 
All small parts are packed in individu¬ 
ally marked envelopes clearly identified 
on the blueprints. Anyone can build the 
EICO Kits! 





Dollar for dollar, feature for feature, EICO Instruments and Kits lead the industry 


Copyright by U. C. P., Inc. 
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STANDARD OF ACCURACY 


All prices are subject to change without notice 


SERIES E-200-C 
Modern Multi-band 
SIGNAL and MARKER 
GENERATOR 
(see page G-88) 


SERIES E.400 
Wide Range H.F. 
SWEEP SIGNAL 
GENERATOR 
(see page G-87) 


SERIES ES-500A 
5 In. Hl-Sensilivlty 
Wide Range 
OSCILLOSCOPE 
(see page 6-87) 


SERIES EV-10A 
True Zero-Center 
VTVM-MEGOHMMETER 

with 7 in. Meier 
(see page G-88) 


SERIES 612 
Modern Free-polnt 
TUBE and BATTERY 
TESTER 
(see page G-92) 


THESE FIVE MATCHED ^TRECISION'^ INSTRUMENTS 
PROVIDE A COMPLETE MODERN BASIC LABORATORY 
FOR rV-FM-AM AT ONLY MODERATE COST 

OTHER MATCHED COMBINATIONS 


SERIES TV ^ 
THE SUPER HIGH VOLTAGE 
SAFETY TEST PROBE 

for High D.C. Potential 
Measurements up to 
60,000 volts 
^ (see page G-90 


The Instruments shown above, and other “Precision” equip¬ 
ments, are available In various enclosure styles...Panel Mounts, 
Portable, Counter Types, etc. . . . designed to suit individual 
applications, field or shop. The illustration shows only one 
of the many possible “matched combinations” of diversified 
“Precision” Test Equipment. Each combination provides a se¬ 
lected and Basic, modern, efficient Laboratory at moderate cost. 



★ SERIES EV-20 VTVM 


and MULTI-RANGE TEST SET 


r^SERIES EV-20 VTVM and Multi-Range Test Set^ 

TRUE ZERO - CENTER ON ALL VTVM RANGES 

WITH DIRECT PEAK READING HIGH FREQUENCY SCALES 

Plus Complete Standard TOGO Ohms/Volt Functions 
48 Ranges to 1200 Volts*, 2000 Megohms, 12 Amperes, +63 DB 



Series EV-20 is a compact, high sensitivity, laboratory-type, circuit-testing instrument, 
incorporating the most modern electrical and physical design. It provides unparalleled 
performance, accuracy and versatility required for AM-FM-TV and general electronic 
circuit analysis. 

Functionally similar to the deluxe Series EV-lOA VTVM, with extra large 1" meter, 
(described on Page G-88) the Series EV-20 (with 4y2-inch meter) affords a highly efficient 


instrument at moderate cost. 

RANGE SPECIFICATIONS 

★ SIX ALL-ZERO CENTER VTVM RANGES: 

13'/a Megs. Constant Input Resistance. 

±3, ±12, ±30, ±120, ±300, ±1200 volts. 
* Direct Reading to ±60 KV when used with 
Series TV-4 High Voltage Test Probe de¬ 
scribed on page G-91. 

★ SIX SELF-CONTAINED RESISTANCE 
RANGES; 0-2000 - 200,000 ohms. 

0-2-20-200-2000 Megohms. 

★ FOUR DIRECT PEAK READING HIGH FREQ. 
VTVM RANGES; 0-3-12-30-120 volts. (Requires 
RF-lOA High Freq. Vacuum Tube Probe, Net 
Price $14.40. No crystal rectifiers employed.) 


IMPORTANT FEATURES 

★ VOLTAGE REGULATED — BRIDGE CIRCUIT 

★ DIRECT READING, ALL ZERO-CENTER VTVM 
Indicates both Polarity and Magnitude with¬ 
out switching or test lead reversal. 

★ SHIELDED CONNECTORS for D.C.—VTVM 
and RF—VTVM. Permits simultaneous and 
non-interfering connection of both the (Cir¬ 
cuit Isolating Test Probe and optional H.F. 
Vacuum Tube Probe Series RF—lOA. 

★ DUAL - BALANCED ELECTRONIC BRIDGE 
OHMMETER—MEGOHMMETER uses two 1.5 
volt cells easily replaced at rear of cabinet. 


Complete with coaxial Circuit 
Isolating Test Probe, Shielded 
Ohmmeter Test Cable, Standard 
#227 Super-Flex Test Leads, Ohm¬ 
meter battery and full operating 
instructions. 

In modern, black ripple finished 
cabinet. Size—10V2"x6l4“z5". 

CODE; Party Net Price — $69.75 


★ SIX AC-DC AND OUTPUT VOLTAGE 
RANGES at 1000 ohms per volt. 

0-3-12-30-120-300-1200 volts. 

★ EIGHT D.C. CURRENT RANGES; 

0-300 microamps. 0-1.2-3-12-30-120-1200 MA. 
0-12 Amperes. 

★ SIX DECIBEL RANGES from -20 to -}-63DB. 
Calibrated for 600 ohm, 1 mw., zero DB. 

★ ROTARY RANGE —FUNCTION SELECTORS 
eliminate frequent and inefficient shifting 
of test leads. 


★ ADDITIONAL 1000 OHMS/VOLT FUNCTIONS 

permit routine AC-DC voltage, DB and cur¬ 
rent measurements free of power line. 

★ 45/8" RECTANGULAR METER — 200 micro¬ 
amperes, ±2%. D'Arsonval construction. 

★ 1% Film type. Metallized and Wire-Wound 
resistors for all shunts and multipliers. 

★ Heavy gauge; round-cornered, louvred steel 
case with plastic handle. Etched, anodized, 
aluminum panel. 
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Series E-400 

Wide Range Sweep Signal Generator 
Narrow and Wide Band Sweep 
Direct Reading from 2 to 480 Megacycles 

DIRECTLY COVERS UHF AND VHF I.F. ALIGNMENT REQUIREMENTS 


Series ES-500A 

High Sensitivity, Wide Range, 5" Oscilloscope 
Push-Pull Vertical and Horizontal Amplifiers 
20 MV. per inch'‘V” Sensitivity 

SELF-CONTAINED 1 VOLT PEAK TO PEAK CALIBRATOR 


Incorporating selected 
and true high frequency 
components and cir¬ 
cuits, Series E-400 has 
been Application Engi¬ 
neered specifically for 
modern F.M. and TV 
oscillographic align¬ 
ment methods. 

Stressing utmost sim¬ 
plicity of operation, 
flexibility and stability. 
Series E-400 affords an 
unparalleled standard 
of performance and 
value for the efficient 
TV-FM Service Lab. 
ir Direct Frequency Reading —^ 2 to 480 MC in 7 bands without 
skip. Harmonically calibrated from 240 to 480 MC. Directly 
covers frequency requirements for I.F. alignment of both UHF 
and VHF TV receivers. 

★ 6 Position Rotary Band Switch covers complete spectrum. No 
coil switching. Multiple oscillator B supply switch assures 
maximum frequency accuracy and stability, 

★ 61 / 2 " Etched Aluminum Tuning Dial — Engine turned finish. 

★ 1500 Point Vernier Scale for close calibration and resetting. 
if Engraved Transparent Lucite Frequency Indicator affords read¬ 
ings free from parallax. 

if Voltage Regulated Oscillators free of power supply variations. 
if The Basic Circuit and Tube Complement — Uses 2 separate 
6C4 high frequency beat oscillators plus a 6J6 reactance- 
modulated high frequency oscillator. This positively minimizes 
generation of unwanted extraneous signals. Also employs a 
6J6 mixer-buffer, a 6C4 multiple crystal oscillator and a 6J6 
final marker-mixer amplifier. 6X5 full wave rectifier. VR-105 
voltage regulator. 

if Selected, True High Frequency Circuit Components. Uses ce¬ 
ramic and air dielectric trimmers, coupling, by-pass and 
loading capacitors; rugged ceramic suspended, National 
Straight Line Frequency tuning condenser; modern miniature 
HF tubes; mica-filled low-loss sockets; shock mounted, com¬ 
pensated reactance modulator; multi-section copper-plate 
shielding; etc. 

if Narrow and Wide Band Sweep — 0 to 1 MC and 0 to 15 MC. 
if Dual Continuous R.F. Attenuators triple shielded. Smooth, step¬ 
less, effective control from extra high output for single stage 
alignment to minimum levels for multi-stage adjustments. 
if Wide Range Phasing Control for Hor. sweep or oscilloscope. 
if Multiple Crystal Marker-Calibrator built-in. Accommodates 4 
rotary selected crystals. .01% accuracy 4.5 MC and 2 MC 
crystals furnished as standard equipment. Crystal signal 
separately attenuated for internal or external use. 
if Crystal Calibrated and Control — Each instrument calibrated 
against crystal standards. The 2 MC crystal permits crystal 
monitoring and calibration of external signal generators. 
if Terminated RG/U Type Coaxial Output Cable for efficient 
signal transmission with minimum standing wave effects. 
if 8 Element Double Section Balanced Line Filter plus Thorough 
Multi-Section Copper Plate Shielding of instrument assures 
minimum leakage and radiation. 
if Simultaneous A.M. and F.M. test facilities for anti-A.M. check 
of F.M. second detector circuits. A.M. input jacks also permit 
use as a modulated H.F. A.M. Generator. 
if External Deviation input facility for sweep repetition frequen¬ 
cies other than internal 60 cycle source. 
if Fuse Protected at panel extracor fuse post. 
if Heavy Gauge, Etched-Anodized Aluminum Panel. 
if Fully Licensed under W. E., A. T. & T. and Pierce patents. 

if Series E-400 (illustrated)—In louvered portable copper- 
plated case. Size 101 / 2 " X 12" X 6". Complete with test 
cables, 2 crystals and elaborate Technical Manual. 

Code: Nancy. Net Price — $139.75 

-K E-400-PM — Consists of E-400 on I 21 / 4 " x 19" steel panel 
for standard rack mount. Complete as above. 

Code: Niece. Net Price — $145.25 



FEATURES 



Series ES-500A affords the 
ultimate in performance, visi¬ 
bility and operational flexi¬ 
bility at moderate cost. 

"Precision" engineers have 
incorporated every necessary 
feature which they found to 
be required to meet the needs 
of the rapidly advancing art 
of electronics. 

Series ES-500A provides an 
unparalleled combination of 
high sensitivity, extended fre¬ 
quency range and other essen¬ 
tial features specifically de¬ 
sired for experimental and 
commercial visual circuit 
analysis. FEATURES 


★ High Sensitivity, Wide Range, Voltage Regulated, rush-Puil 
Vertical Amplifier —.02V. per inch deflection sensitivity. 10 
cycles to 1 MC response. 2 megohms input resistance. Approx. 
22 mmf. input capacity. 

if Compensated Vertical Input Step Attenuator —XI, XIO, XIOO. 
if Direct Peak to Peak Voltage Checks thru use of internal, 
semi-square wave, regulated calibrator. 
if Vertical Phase-Reversing Switch permits inversion of all 
patterns at will. Non-frequency discriminating. 
if Extended Range, Push-Pull Horizontal Amplifier —150 MV 
(.15 V) per inch high deflection sensitivity adequate for most 
all "H" drive purposes. 10 cycles to 1 MC response at full 
gain. 1/2 megohm, approx. 20 mmfd. input. 
if Linear Multi-Vibrator Sweep Circuit— 

10 cycles to 30 KC plus internal line or external sweep. 
if Amplitude Controlled, Four Way Synch. Selection- 
Internal Positive, Internal Negative, External and Line. 
if "Z" Axis Modulation input facility for blanking, timing, etc. 
if Internal, Phasable 60 cycle Beam Blanking for elimination of 
alignment retrace; clean display of synch, pulses, etc. 
if Sweep Phasing Control for sinusoidal line sweep usage. Wide 
angle bridge circuit. 

if Direct H and V Deflection Plate Connections and Audio Mon¬ 
itoring phone jacks at rear. All four plates accessible. 
if High Intensity CR Patterns through use of adequate high 
voltage power supply with separate 2X2 rectifier. 
if The Circuit and Tube Complement —6C4 Vertical input cathode 
follower. 6CB6 first "V" amplifier. 6C4 "V" phase inverter. 
Push-Pull 6J6's vertical CR driver. 7N7 first "H" amplifier 
and phase inverter. Push-Pull 6AU6's horizontal CR driver. 
7N7 Multi-vibrator internal linear sweep oscillator. 5Y3 low 
voltage rectifier. 2X2 high potential rectifier. VR-150 voltage 
regulator. 5CP1/A CR Tube. 

if 7 Four-Way Lab.-Type Input Terminals —^Take banana plugs, 
phone tips, bare wire or spade lugs. 
if Light Shield and Mask removable and rotatable. 
if Extra Heavy-Duty Construction and components to assure 
"Precision"-engineered performance. 
if Fully Licensed under Western Electric Co. patents. 

★ Series ES-500A —In louvered, black-ripple, heavy 
gauge steel case. Size 81/4" x 141/2" x 18". Complete 
with light shield, calibrating mask and comprehensive 
instruction manual. Code: Quick. Net Price — $173.70 


Series SP-5-Oscilloscope Test Probe Set 

FOR TV SIGNAL TRACING, ALIGNMENT, 
TROUBLE SHOOTING AND WAVEFORM ANALYSIS 


if Specifically engineered for use with PRECISION Cathode 
Ray Oscillographs, Series ES-500 and ES-500A. 
if Set consists of shielded Master Cable and four different, de¬ 
tachable probe heads in custom-made vinyl carrying case. 

1. HIGH IMPEDANCE—LOW CAPACITY PROBE 

2. CRYSTAL—DEMODULATOR PROBE 

3. RESISTIVE—ISOLATING PROBE 

4. SHIELDED—DIRECT PROBE Net Price — $23.50 


This equipment is Approved (and/or Tested) by the CSA Approval Laboratorieo. 
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PRECISION SERIES EV-lOA VTVM-Megohmmeter 

TRUE ZERO-CENTER VTVM WITH 7" FULL-VIEW METER 
FOUR DIRECT PEAK READING HIGI^ FREQUENCY SCALES 
Plus standard 1000 Ohms per.VpIt Functions. 

Ranges to 6000 Volts, 2000 Megohms^ 12 Amperes, +77 DB. 


All prices are subject to change without notice 
A WIDE-RANGE. TRUE ZERO-CENTER ELECTRONIC INSTRUMENT, stressing the 
utmost in performance, accuracy, and ease of manipulation. The Series EV-lOA 
permits rapid check of voltage, current, and resistance conditions encountered 
in modem A.M.. F.M.* and TV Networks, without materially disturbing the 
performance of circuits under analysis. 

RANGE SPECIFICATIONS 


★ Eight All Zezo-Center VTVM Ranges. 
±:3, ±12, ±60, ±120, ±300, ±600, 
±1200, ±6000 volts D.C. self-contained. 
High Input Resistance — 

13'/3 megs, constant to 600 volts. 

26% megohms at 1200 volts. 

133'/a megohms at 6000 volts. 

•Ar 4 Direct Reading High Freq. Ranges: 
0-3-12-60-120 peak volts. 
(Requires Series RF-lOA High Fre¬ 
quency Vacuum Tube Test Probe de¬ 
scribed and illustrated at left.) 
iic Extra-High Voltage Ranges to ± 60 KV. 
when employed with Series TV-4 High 
Voltage Probe described on page G-9L 
Six Ohmmeter-Megohmmeter Ranges: 
0-2000-200,000 ohms. 

0-2-20-200-2000 megohms. 

^ Eight Extra A.C.-D.C.-Output Voltage 
ranges at 1000 ohms per volt. 

0-3-12-60-120-300-600-1200-6000 V. 

'At Eight D.C. Current Ranges: 

0-300 microamperes. 
0-1.2-6-30-120-600-1200 MA. 0-12 amps. 

Ar Eight DB Ranges from —20 to -|-77DB 
Calibrated for IMW, 600 ohms zero DB 


IMPORTANT FEATURES 

At Voltage Regulated-Bridge Type Cir¬ 
cuit: affords practical freedom from 
tube and line voltage variations. 

A' True Zero-Center VTVM—Indicates both 
magnitude and polarity without re¬ 
versal of test prods on all ranges. 

^ Rotary Range and Function Selectors 
minimize shifting of test leads. 

A’ Recessed 6000 volt Safety Jacks. 

Ar Shielded Coax Test-Cable Connectors 
permit both D.C. and R.F. probes to 
be connected simultaneously. 

Ar Duo-Balanced Electronic-Bridge Ohm- 
meter—^Megohmmeter. Uses 2 self-con¬ 
tained, standard 1.5 volt batteries. 

A’ Special 1000 Ohms/Volt Functions per¬ 
mit routine AC-DC circuit tests free oi 
need for power line connection. 

A- Extra-large 7" Rectangular Meter. 

200 microampere, ±2% sensitivity. 

A- Highest Quality Components employed 
throughout • 1% wire, film and matched 
resistors • Silverplated switch con¬ 
tacts • Leakage-resistant, plastic insul¬ 
ated hook-up wire • Etched-anodized 
aluminum panel • Heavy duty line cord. 


A SERIES RF-10A VACUUM TUBE R.F. PROBE 

Accessory for Series EV-lOA & EV-20; 
affords direct high frequency peak volt¬ 
age measurement's. Connects directly to 
VTVM panel. Employs 9002 miniature 
tube. Code: Probe. 


• EV-lOA (MCP) (illustrated) In black ripple 

finished, heavy gauge steel case. Size 10 x 
12" X 6". Complete with tubes, battery, and test 
probes. Code: Place. Net Price — $99.75 

e EV-lOA (P) In hardwood portable case with tool 
compartment. Size 12^' x 13" x 6" Code: Phone 
Net Price —$102.50 

• EV-lOA (PM) Consists of Series EV-lOA on 

steel panel. Size 12 %" x 19". for standard rack 
mount. Code: Panel. Net Price — $105.25 


Precision Series E-200-C Signal Generator 

A Modern Multi-Band Signal and Marker Generator 
for A.M., F.M., and Television Alignment. 


Featuring “Servicing by Signal Substitution." The Dynamic Speed 
Approach to Receiver Alignment and Adjustment Problems. 

SPECIFICATIONS 

A" FREQUENCY COVERAGE: 88 KC. to 120 MC., 30 MC. on fundamental. 
6 V 2 ” Dial direct reading in 8 bands to 120 MC. No charts required. 

★ ACCURACY—CONSTANCY OF CALIBRATION: 1% accuracy on all bands. 
Uses "PRECISION” developed "UNIT-OSCILLATOR" turret construction. 

A 0-1000 POINT VERNIER SCALE, direct reading to one port in 1000. 

A THE CIRCUIT—single-ended 6S17 in stable E.C.O. circuit—modulated by 
a 6C5 sine-wave audio oscillator. 5Y3 Full wove rectifier. 

A- 400 CYCLE SINE-WAVE AUDIO OSCILLATOR —o ver 50 volts output. 

■A DUAL R.F. ATTENUATORS — smooth stepless control of R.F. signal. 

A SHIELDING — Compartment shielding of vital components — Power trans¬ 
former electrostatically shielded—A.C. line is R.F. filtered. 

A SHIELDED COAXIAL OUTPUT CABLE and (LO-HI) cable connectors. 

★ FOUR TYPES OF SIGNALS — "Unmod. R.F.", "400 cycle Mod. R.F.", 
"EXTERNALLY Mod. R.F.", "400 cycle Audio Output." 

A DIRECT READING VARIABLE MODULATION—0-100%—triples signal utility 
as against obsolete fixed or stepped modulation of only 30 or 40%. 

★ BUILT-IN A.V.C.-A.G.C. SUBSTITUTION — Overcomes alignment troubles 
arising from varying receiver A.V.C. and A.G.C. voltage. 

A” HAND CALIBRATED — Each instrument is INDIVIDUALLY calibrated. 

"A FULLY LICENSED under patents of A. T. & T. and W. E. Co's. 

★ Not only an efficient Signal Generator for purposes of alignment but also 
specifically designed for "Servicing by Signal Substitution." 

A” IDEAL MARKING GENERATOR — Exceptional stability and high accuracy 
renders Series E-200-C an excellent variable frequency Marker Generator for 
use with the Series E-400 or similar high quality Sweep Signal Generator. 



A Series E-200-C — (illustrated) In black ripple 
finished, portable steel case. Size 10V2"xl2"x6". 
Complete with tubes, output cable and FREE copy 
of "Servicing by Signal Substitution." 

Code: Trade. Net Price — $78.50 


A Series E-200-C-PM—Consists 
of E-200-C on steel panel size 
12V4"xl9", for standard rack 
mount. 

Code: Trace. Net Price $84.00 


^'SERVICING BY SIGNAL SUBSTITUTION” ....... The modem ECONOmCAL solution to your 

daily service problems . . . Nothing complex to learn, no extraneous equipment to purchase ... A systematic method of 
DYNAMIC SIONAIi ANALYSIS based entirely on fundamentals . . . Fully described in a bound illustrated text "Servicing 
by Signal Sabstitutiqn." This highly valuable book is supplied with Series E-200-C at no charge. 

Additional copies available at your Precision distributor or directly from factory at 40c per copy. 
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CIRCUIT TESTING FEATURES 

A complete, wide-range, high speed, push¬ 
button operated, super-sensitive test set 


Completely Self-contained 

★ Six D.C. Voltage Ranges: 20,000 ohms per volt. 
if Six A.C. Voltage Ranges: 1000 ohms per volt. 

★ Six Output Ranges at 1000 ohms per volt. 

0-6-12-60-300-1200-6000 volts. 
if Ranges to 30,000 Volts D.C. when used with 
Series TV-2 super high voltage test probe. 
Not included with 10-54. See page G-91. 
if Seven D.C. Current Ranges: 

0-60-120 microamperes. 

0-1.2-'12-120-1200 MA. and 0-12 amperes. 
if Four Self-Contained Resistance Ranges: 

0-6000-600,000 ohms; 0-6-60 megohms. 
if Six Decibel Ranges from —20 to -1-70 DB, 
if Automatic Push-Button range selection. 
if 1% Wire, Film and Metallized Resistors. 


Series \Q-S^ E/ectronamic Test Master 

Combination Tube Performance Tester, Battery Tester, and 
35 Range, Push-Button Operated, Supersensitive, A.C.-D.C. Set Tester. 
Ranges to 6000 Volts, 60 Microamps, 12 amps, f 70 DB, 60 Mey, 

20,000 Ohms per Volt D.C.—1000 Ohms per Volt A.C. 


The All-Inclusive, Positive Vacuum Tube Performance Test 
that is not limited to Mutual Conductance Alone, 

(See technical details in main catalog) 

Series 10-54 affords to the discriminating instrument purchaser, THE COM¬ 
PLETE PORTABLE SERVICE LABORATORY; engineered to meet the expand- 
ing needs of modern radio electronics. Provides every necessary facility for 
high speed, reliable tube and circuit testing associated with Industrial Elec¬ 
tronics, Communications, Radio (A.M.-F.M.), Television, Laboratory, etc. . . . 


TUBE AND BATTERY TESTING FEATURES 


★ A TUBE 'TERFORMANCE" TESTER: 
"Precision" ELECTRONAMIC circuit, 
effectively tests all tubes over a com¬ 
plete "Path of Operation" not just at 
one arbitrary operating point or for 
just one inconclusive characteristic. 

★ TESTS ALL MODERN TUBE TYPES: 
Noval 9 pin, 7 pin Acorn, dual capped 
H.F. tubes, Single-Ended TV. and 
F.M. amplifiers, low power transmit¬ 
ting tubes, sub-miniature^ types, etc. 
... including direct facilities up to 
twelve element prongs! 

★ ABSOLUTE FREE-POINT LEVER ELE¬ 
MENT SELECTION: Highest possible, 
practical order of obsolescence insur¬ 
ance. Locates every tube element 
regardless of base position. 

★ ABSOLUTE FREE-POINT, INTER-ELE¬ 
MENT SHORT-CHECK and Visible 
Filament Continuity System. 

if DUAL SHORT-CHECK SENSITIVITY: 
Permits selection of tubes for special 
applications. 

if INDIVIDUAL TUBE SECTION TESTS 
of multi-section tubes. 

if A.M. and F.M. CATHODE RAY TUN¬ 
ING INDICATORS directly tested. 


★ FILAMENT VOLTAGES 3/4 to 117 V. 

★ BALLAST UNIT TESTS. 

★ NOISE and CONDENSER TESTS. 

★ MICRO-LINE ADIUSTMENT via con¬ 
tinuously variable line voltage con¬ 
trol. 

★ PILOT AND SIGNAL LIGHT TESTS. 

if ACCURACY of test circuits closely 
maintained by use of individual, in¬ 
ternal calibrating controls. 

★ HIGH SPEED ROLLER TUBE-CHART. 

★ EXTRACTOR FUSE POST. 

★ Test circuits completely transformer- 
isolated from power line. 

★ TELEPHONE-TYPE, CABLED, plastic- 
insulated, moisture-resistant wire. 

★ 45 / 8 " FULL VISION METER: 

50 microampere, 2% accuracy. 

★ TESTS RADIO A, B and C DRY BAT¬ 
TERIES via a "PRECISION" engi¬ 
neered circuit which performance 
checks each battery under actual 
load conditions. Battery quality read 
directly on a 3-color scale. 


10-54-P (illustrated above) 10-54-C (see 10-12-C illus- 
Hardwood, tapered, portable tratio^ and description 
case, 133/4 "x171/4"x 63/4". With below) In modern, at- 
ohmmeter batteries and high tractively finished, steel 
voltage test leads. Net Price counter cabinet. Net Price 
Code: Habit. 139.50 Code: Handy. 144.25 


10-54-PM (see 10-12-PM 
illustration and descrip¬ 
tion below) In standard 
Panel Mount, with dust 

cover. Net Price 

Code: Harem. 144.25 


Series 10-12 Electronamic Tube Master 

Truly Free-Point Tube and Battery Performance Tester. 


The All-Inclusive, Positive Vacuum Tube Performance Test 
that is not limited to Mutual Conductance Alone, 


(See technical details in main catalog) 

The 10-00 Series of TUBE and TEST MASTERS represent the culmination of many 
years" development of tube testing equipment to meet the exacting needs of the 
ropidly advancing field of electronics. 



10-12-C 


Incorporating the "PRECISION"' ELECTRONAMIC Tube Performance Testing Cir¬ 
cuit, plus an advancfed, "PRECISION'" developed, multiple element, master lever 
selector system, it truly can be said that the MASTER 10-00 Series offers, to the 
discriminating equipment purchaser, the highest possible practical order of test 
results and anti-obsolescence insurance. 


TUBE AND BATTERY TESTING FEATURES 

The Series 10-12 Electronamic Tube Master incorporates the same time-proven circuit and 
exacting performance details described for the Series 10-54, above, under the heading: 
"Tube and Battery Testing Features." 


if 10-12-P (see 10-54-P illustra-' 
tion and description above) 
In hardwood, tapered, port¬ 
able case with tool compart¬ 
ment. Code: Focil. 

Net Price — $107.50 


if 10-12-C (illustrated at right) 
In modern, chrome-trimmed, 
round edged counter cabi¬ 
net. Fine dull black ripple 
finish on heavy gauge steel. 
Size 17 "x177 /8 "x71 /2" sloping 
to 3" at front. Code: Foiih. 

Net Price — $112.25 


★ 10-12-PM (illustrated at 
right) Consists of 10-12 chas¬ 
sis, mounted onto standard 
size steel panel, 17Vi"3cl9" 
with dust cover. Fine, dull 
black r^ple finish. 

Code; Favor. 

Net Price — $112.25 



10-12-PM 


This equipment ia Approved (end/or Tested) by the CSA Approval Leboretocies. 
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Series 10-15 Electronamic Test Mastei 

Deluxe Tube and Battery Merchandiser with Large 9" Meter 


The All-Inclusive, Positive Vacuum Tube Performance Test 
that is not limited to Alufual Conductance Alone, 


(See technical details in main catalog) 


★ Incorporates the Electronamic tube per¬ 
formance and battery testing circuit, de¬ 
scribed for Series 10-54 on page G-89. 

ir Designed particularly for equipment-con¬ 
scious, progressive radio service-sales 
organizations, and tube-selling sections of 
department stores. 

★ PROMOTE CUSTOMER CONFIDENCE and 
tube sales via this impressive "Precision" 
Tube Merchandiser. 

★ DIRECT READING non-confusing tube per¬ 
formance indications in large, easy read¬ 
ing terms of Replace-Weak-Good. 


• ILLUMINATED by custom-built, highly pol¬ 
ished, plated reflector. 

• 10-15 Tube and Battery Merchandiser (illus¬ 
trated). Heavy gauge steel cabinet in fine, 
dull black ripple, with chrome trim and 
reflector. Size 24" high, I 71 / 2 " wide, base 
depth 10" tapering to 4" at top. 

Code: Gable. Net Price — $149.50 

• 10-15PM —On heavy gauge steel panel 
with dust cover. Panel 223/4" x 19" for 
standard rack mount. Fine, dull black 
ripple finish. 

Code: Gavot. Net Price — $139.00 


Series CR-30 CATHODE RAY TUBE TESTER 

TESTS ALL TV PICTURE TUBES 

(Magnelie and Bleefrostatie) 

OSCILLOSCOPE AND INDUSTRIAL CATHODE RAY TYPES 


SERIES CR-30 IS A COMPLETE, SELF-CONTAINED INSTRUMENT particu¬ 
larly engineered for the very special needs of reliable, rapid and 
economical cathode ray tube testing, in the field, shop or laboratory. 

Series CR-30 is indispensible to the efficient TV Service-Installation Tech¬ 
nician, TV Service Laboratory and wherever one is called upon to answer 
the performance question, "IS IT THE CATHODE RAY TUBE OR IS IT 
THE CHASSIS?" 

Series CR-30 incorporates a BEAM CURRENT TEST CIRCUIT which checks 
overall electron-gun performance for Proportionate Picture Brightness. 
Additional direct testing facilities are provided for positive check of 
accelerating anodes and deflection plate elements. 


The Precision CR-30 should not be confused with mere adapters connect¬ 
ing to ordinary receiving tube testers which were never designed to meet 
the very specialized needs of CR tube checking. Similarly, it is not to 
be confused with neon lamp units or similar devices of limited technical 
merit and which do not check all CR tubes or all tube elements. 



GENERAL AND TECHNICAL SPECIFICATIONS 


if Tests All Modern Cathode Ray Tubes —Magnetic and Electro¬ 
static picture tubes, 'Scope Tubes and Industrial Types without 
removal from carton or 'TV chassis. 

★ Tests All CR Tube Elements —Not just a limited few. 
if Absolute Free-Point 14 Lever Element Selection System for 
Short-Check, Leakage Testing and Quality Tests. Independent 
of multiple base pin and floating element terminations. Affords 
maximum anti-obsolescence insurance. 
if Beam Current Test Circuit checks all CR Tubes and Electron- 
gun in operation. It is the Electron Beam (and NOT total 
cathode emission) which traces the pictures or patterns on 
the face of the CR tube. 

Total cathode emission can be very high and yet Beam 
Current (and picture brightness) unacceptably low. The 
CR-30 will reject such tubes because it is a Beam Current 
tester. Conversely, total cathode emission can be low and 
yet Beam Current (and picture brightness) perfectly ac¬ 
ceptable. The CR-30 will properly pass such tubes because 
it is a Beam Current tester. The significance of the above 
rests in the fact that Beam Current (and picture brightness) 
is primarily associated with the condition of the center of 
the cathode surface and not the overall cathode area. 
(See illustration below.) 



if Voltage Regulated, Bridge Type VTVM provides the heart of 

the super-sensitive, tube quality test circuit. Such high sensi¬ 
tivity is also required for positive check of very low current 
anodes and deflection plates. 

if Multiple Test Sensitivities plus selectable element test poten¬ 
tials permit proper accommodation of all CR tube types, 
Magnetic and Electrostatic. 

ir Micro-Line Voltage Adjustment, which is Meter-monitored at 

filament supply, provides required close control 6f operating 
voltages. 

if Accuracy of test circuits closely maintained by use of factory 
adjusted internal calibrating controls; plastic insulated, tele¬ 
phone type cabled wiring; highest quality, conservatively 
rated components. 

if Built-in, High Speed, Roller Tube Chart. 

ir Test Circuits Transformer isolated from power line. 

if 4%" Full Vision Meter with special scale-plate expressly de¬ 
signed for CR tube testing requirements. 

if Heavy Gauge Aluminum Panel, etched and anodized. 
if PLUS many other special "PRECISION" details and features. 

SERIES CR-30 —^In hardwood, tapered portable case, with hinged 
removable cover. Extra-Wide Tool and Test Cable Compartment. 
Overall Dimensions 171/4" x 13%” x 63^". Complete with stan¬ 
dard picture tube cable, universal CR Tube Test Cable and 
detailed Instruction Manual. 

Code: Daisy. Net Price —- $104.75 


Radio’s Master — 18th Edition 

Poge G-90 


This equipment is Approved (and/or Tested) by the CSA Approval Laboratories. 













Series 858 MULTI-MASTER features a "PRECISION" designed, posi¬ 
tive action Push-Button Range and Function selection system, afford¬ 
ing the ultimate in operational efficiency. 

Designed for reliable measurements in modern TV, F.M., A.M. 
and other critical electronic circuits where only minute current 
drain of the measuring instrument can be tolerated. 

The dual-range sensitivity feature provides the equivalent of 
another instrument at standard 1000 ohms per volt sensitivity, in 
conformance with many point to point voltage readings listed by 
receiver service manuals. 

When employed in conjunction with the Series TV-2 super-high 
voltage safety test probe (described below), direct reading facilities 
to 30,000 volts are providfed. 60,000 volt multiplier is also available. 


^ 858-P (illustrated) In hardwood, port¬ 
able case, with tool compartment. Size 
9''x10"x4V2"- Complete with ohmmeter 
batteries and high voltage test leads. 

Code: Judge. Net Price — $61.50 

^ 858-L In modern bakelite case with 
plastic carrying handle. Size 71 / 2 " x 
8 V 2 " X 3". Complete with ohmmeter 
batteries and high voltage test leads. 

Code: Jetty. Net Price — $58.75 


SPECIFI 

★ EIGHT D.C. VOLTAGE RANGES 

both 20,000 and 1000 ohms per volt. 
0-3-6-12-60-300-600-1200-6000 volts. 

★ EIGHT A.C. and OUTPUT VOLTAGE 
RANGES at 1000 ohms per volt. 

0-3-6-12-60-300-600-1200-6000 volts. 

★ EIGHT D.C. CURRENT RANGES: 

0-60-120 microamperes. 

0-1.2-12-120-600 MA. 0-1.2-12 amps. 

★ SIX RESISTANCE RANGES 

self-contained to 60 megohms. 
0-6000-60,000-600,000 ohms. 

0-6-60-600 megohms. 


CATIONS 

^ EIGHT DB RANGES: -26 to -f-70DB. 
600 ohm, 1 mw., zero DB reference level. 

★ Two Pin Jacks for all standard ranges. 
^ 4%" 50 microampere meter, ±2% 

accuracy. Rugged, double - jewelled 
D'Arsonval construction. 
if; Safety Jacks for 6000 volt ranges. 

★ HIGHEST GRADE MATERIALS and 
plastic insulated wiring employed. 

★ ETCHED GRADE MATERIALS and 
gauge aluminum panels; resistant to 
moisture and wear. 


Series TV Super High Voltage 
SAFETY TEST PROBES* 


^ Voltage Ranges to 60,000 Volts D.C. 
V With standard V.T.V.M. 
i‘ or high sensitivity V-O-M 





Series 866 De luxe Multi-Mastei 

Panel-Mounted A.C.-D.C. Test Set, 
with 9" Meter and Remote-Control Selector Unit 
5000 and 1000 Ohms per V., D.C., 1000 Ohms per V., A.C 


* U. S. Patent No. Des. 162813 

"PRECISION'' engineering solves the high voltage test problem 
with utmost safety to the operator. Series TV has been custom 
designed and patent protected for YOUR safety FIRST. Cartridge 
style high voltage tubular multiplier permits use of a single 
"TV" probe with many high sensitivity test sets and V.T.V.M.'s. 
Full details on reverse side of "PRECISION" catalog price she^f. 

IMPORTANT FEATURES 

Custom Molded Polystyrene Head, heavy duty bakelite handle 
and triple-ring barrier, specially machined internal Incite com¬ 
ponents, all spell out "HIGH VOLTAGE ENGINEERED." 
if High Dielectric Anti-Leakage Paths and wide, multi-channelled 
guard-barrier reiterate "HIGH VOLTAGE ENGINEERED." 
if Internal and External Protective Grounding — Full handle 
length grounded internal flash-over-shield. External, grounded 
arc-back barrier. HIGH VOLTAGE ENGINEERED! 
if Heavy Duty, Grounded-Shielded Connecting Cable. 
if Ceramic, Helical Film-Type, Cartridge Multiplier manufactured 
specifically for VERY HIGH VOLTAGE APPLICATION. Removed 
and changed quickly, conveniently and without tools! 
if Positive Grounds and High Voltage Connections through high 
compression contact springs. 

SERIES TVP —Test Probe less multiplier cartridge, with .080" pin 
plug terminations. Code: Ebony. Net Price — $12.35 

SERIES TVP-A —Similar to TVP above, except terminates in stan¬ 
dard screw-on connector for use with most VTVM's. (Less multi¬ 
plier cartridge.) Code: Early. Net Price — $12.35 

SERIES TV2 —With 30 KV cartridge for "Precision" (or any) 20,000 
ohms per volt test set with 6000 V. range. Net Price — $14.75 
SERIES TV-4 —With cartridge for ranges to 60 KV for use with 
"Precision" EV-lOA and EV-20. Code: Excel. Net Price — $14.75 
SERIES TV-4A —Same as TV4 above, except with special adapter 
for Model EV-10, not EV-IOA. Code: Exact. Net Price —• $14.75 
TVM—Cartridge Multipliers only for Series TV. See reverse side 
of "Precision" catalog price sheet for complete listings. 




A LABORATORY TYPE HIGH VISIBILITY TEST SET 
INDISPENSABLE TO THE WELL EQUIPPED, MODERN 
TEST LABORATORY AND ELECTRONICS CLASSROOM. 

The 9" meter and remote-control selector unit afford un¬ 
paralleled operational efficiency with maximum physical 
meter protection via panel mounting above the work level. 

RANGE SPECIFICATIONS similar to Series 858 above. 
5000 and 1000 ohms per volt D.C. 1000 ohms per volt A.C. 
54 Ranges to: 

6000V., 300 Microamps, 12 Amps., 200 Megs., -{-70 DB. 

if 866 (illustrated) In standard panel mount, size 19"xl2Vi" 
with dust cover. Complete with high voltage test leads and 

ohmmeter batteries. Code: Novel. Net Price —- $85.00 
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TEST EQUIPMENT 

STANDARD OF ACCURACY 


Series 612 CATHODE CONDUCTANCE TUBE TESTER 

A Modern, Free Point, Lever-Operated 
TUBE and BATTERY TESTER 


The very popular "600" Series brings to modern electronic tube 
checking the highest praetieal order of obsolescence insurance 
with utmost simplicity of operation, AT MODERATE COST, This 
has been achieved with full conformity to the well-known "Precision" 
standards of quality, workmanship, and performance. 

The "600" tube testing parameters are based upon the well-established, 
time-proven emission testing principles as have been recommended by 
both tube manufacturers and R.T.M.A. The "600" line affords advanced 
design features and performance which render it incomparable 
amongst instruments in its category and price range. 

TUBE AND BATTERY TESTING FEATURES 


612-C (illustrated) In modern, chrome- 
trimmed, counter cabinet. Black ripple 
finish. Size 16" x 13V^" x 7", sloping to 3" 
at front. Code: Bison. Net Price — $82.25 
612-P In hardwood, portable case (as 
illustrated for 654, below). Size 12" x 13" 
X 6". Code: Begin. Net Price— $79.50 
612-MCP Open style Metal Case Portable. 
Size 101/^" X 12" X 6". 

Code: Brine. Net Price — $76.75 

612-PM In standard size panel mount 
1214" X 19" with dust cover. 

Code: Blaze. Net Price — $82.25 


★ TESTS ALL MODERN TUBE TYPES includ¬ 
ing 7 pin Acorns, Noyal 9 pin, dual capped 
H.F. tubes, F.M. and TV. amplifiers. 

★ FILAMENT VOLTAGES 3/4 to 117 volts. 

★ ABSOLUTE FREE-POINT 10 element lever 
selection for- merit and short tests. 

★ DUAL SHORT-CHECK SENSITIVITY. 

★ INDIVIDUAL TESTS OF MULTI-SECTION 
TUBES including tuning indicators. 

★ BALLAST UNIT TESTS. 

★ MICRO-LINE ADJUSTMENT 

★ 41 / 2 " METER, 2% ACCURACY. 


★ NOISE and CONDENSER TEST pin jacks. 

A- Pilot Light Test Socket. 

★ DYNAMIC "UNDER-LOAD" TEST for all 
popular radio A, B, and C dry batteries. 
Built-in, brass geared hi-speed roll chart. 

★ Anodized, deep-etched, heavy gauge alu¬ 
minum panel, resistant to wear. 

Tkr Panel-mounted Fuse Extractor Post. 

'A Telephone type cabled, plastic-insulated, 
moisture resistant hook-up wire. 

if Each instrument individually calibrated 
and sealed. 





Series 654 COMBINATION TUBE, BATTERY & SET TESTER 

20,000 OHMS PER VOLT D.C. 1,000 OHMS PER VOLT A.C. 
Ranges to 6,000 V., 120 Microamperes, 12 Amps., 60 Megs., + 70 DB. 


The Series 654 is available in the 
same four model types as described 
for the Series 612 above. 

Model Code Net Price 

654-P (Illus.) .Hardy .$109.75 

654-MCP .Hurry 107.00 

654-0 ..House 112.50 

654-PM .Heart 112.50 


'k SERIES 654 is an economical, 
compact. High Sensitivity 
Service Laboratory designed 
to meet the specific needs of 
modern electronics service, in¬ 
stallation and maintenance, 
A.M., F.M., and T.V. 

Series 654 incorporates the 
identical tube and battery test¬ 
ing features as described for 
the Series 612 abovd, PLUS a 
complete wide rgthge, high 
sensitivity, A.C. - D.C. circuit 
tester. 


CIRCUIT TESTING FEATURES 

★ 5 D.C. Voltage Ranges: 20,000 ohms per volt. 
if 5 A.C. and Output Voltage Ranges: 

1000 ohms per volt. 

0-12-60-300-1200-6000 volts. 

★ Ronges to 30,000 Volts D.C. when used with 

Series TV-2 Super high voltage test probe. 
Not included with 654. See page G-91. 
if 6 D.C. Current Ranges: 0-120 microamperes. 

0-1.2-12-120 MA. 0-1.2-12 Amperes. 

if 3 Wide Resistance Ranges: 0-600-600,000 
ohms. 0-60 Megs. Self-contained batteries. 

★ 5 Decibel Ranges from —12 to -|-70 DB. 

if Fully Rotary Selective Ranges and Functions. 
if Only 2 Pin Jacks for all standard ranges. 
if Recessed 6,000 V. safety pin jacks. 

★ 50 microampere, 45/8" Wide-Angle meter. 

★ 1% Wirewound and film-type resistors. 

★ All circuits isolated from power line. 



Series 614 DE LUXE TUBE & BATTERY MERCHANDISER 

Counter Display Type Tube and Battery Tester 
with Large/'' Chrome trimmed Meter; 


The Series 614 has been designed for the progressive tube and battery 
department where an exceptionally attractive instrument is desired to 
step-up tube and battery series with minimum investment. 


The extra-large, offset mounted 7" meter provides 
easily visible to both customer and operator. 


a full view of test results 


The tube and battery testing circuit of Series 614 is electrically identical to 
that described for the Series 612 at top of this page. 

if 614 Tube and Bottei^ Merchandiser (illustrated)—In modern, 
chrome-trimmed, fine black ripple finished cabinet. Offset 
mounted meter. Cabinet size 16" x 13V^" x 7", slopes to 3". 

Codes Eorly. Net Price —• $109.00 
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•K Series 40 (illustrated) In molded bake- 
lite case with plastic handle. 33/4 "x 
61/4"x 21/2". Complete with ohmmeter 
batteries and test leads. 

Code: Visit. Net Price — $26.95 


Series 40 Compacf Wide Range A.C.-D.C. Circuit Tester 
31 Self-Contained Ranges to 6000 Volts, 600 MA, +70DB, 5 Megohms 
with Full Size, easy reading 3" Rectangular Meter 

1000 Ohms per Volt A.C. and D.C. 


In molded bakelite corying case. Series 40 meets the need for a compact, yet 
rugged test set to withstand hard usage as is imposed by the service technician, 
maintenance engineer, production inspector, trouble-shooter, etc. 

The Series 40 offers every advanced design feature and full-bodied com¬ 
ponents as are regularly incorporated in "Precision's" larger multi-range 
test sets, including: Rotary Range Selection—1% shunts and multipliers— 
heavy duty insulated pin jacks—Large numeralled, easy reading meter. 
ALL RANGES, including 6000 volts and 5 Megohms, are SELF-CONTAINED 
NO EXTERNAL BATTERIES OR MULTIPLIERS ARE REQUIRED. 

RANGE SPECIFICATIONS 

-K 6 A.C.-D.C. AND OUTPUT VOLTAGE -K FULL SIZE 3" RECTANGULAR METER: 
RANGES at 1000 ohms per volt. 400 microamperes ±2% accuracy. 

0-3-12-60-300-1200-6000 volts. ^ lo/^ ^ FILM-TYPE RESISTORS. 

* ^ ^ ONLY 2 PIN JACKS serve all standard 

0-.6-6-60-600 MA. ranges and functions. 

■K 3 RESISTANCE RANGES: Recessed 6000 volt safety jack. 

0-5000-500,000 ohms. 0-5 megs. ^ Anodized, etched aluminum panel: 

■K 6 DECIBEL RANGES —22 to -f-70 DB. resistant to moisture and wear. 

I.C.2 LEATHER INSTRUMENT CASE: Genuine top-grain 



heavy cowhide case, custom designed tor the Series 40. 
Richly finished in dark brown. Code: Young. Net Price — $5.75 


Series 85 High Sensitivity Test Set 


20,000 Ohms per Volt D.C. 1,000 Ohms per Volt A.C 
34 Self-Contained Ranges to 6000 Volts, 

120 Microamperes, 12 Amperes, + 70DB, 60 Megohms. 


I 


Series 80 Wide Range Test Set 

1000 Ohms per Volt A:C. and D.C. 

34 Self-Contained Ranges to 6000 Volts, 
12 Amperes, +70DB, 10 Megohms. 


The Series 85 is o bakelite 
cased, laboratory styled 
portable instrument. Jr 

Combining high sensitivity .. 

with small overall size. Series 
85 is "Application Engi- 
neered" for production, lab.. 
school and service-mainte- 
nance phases of modern elec- WM ! 

tronics: A.M., F.M., and TV. 

When used with the Series 
TV-2 super-high voltage test 
probe, D.C. voltage ranges up 
to 30,000 volts are provided 
for Television and similar SSI 

high potential, low current Sni 

circuits. See page G-91. 

SPECIFICATIONS ■■ 

•K 6 D.C. Voltage Ranges: B|B 

20,000 ohms per volt, 

•K 6 A.C.-Output Voltage 
Ranges: 1000 ohms per volt 
0-3-12-60-300-1200-6000 volts. 

M 6 D.C. Current Ranges: 

0-120 microamps. 

0-1.2-12-120 MA and 0-1.2-12 amps. 

^ 4 Resistance Ranges: 
Self-contained batteries. 
0-6000-600,000 ohms; 0-6-60 megs. 

■k 6 Decibel Ranges: —26 to -f-ZODB, 
k 4^8" Rectangular Meter. 

50 Microampere. 2% accuracy, 
k 1% Wire & Film-type Resistors. 
k Rotary Range Selection: All stand¬ 
ard functions at only 2 tip jacks. 
k Recessed 6000 volt safety jacks, 
k Anodized, heavy gauge, etched 
aluminum panel: resistant to 
moisture and wear. 
k Series 85 (illustrated) in molded 
bakelite carrying case with 

g lastic handle. 672 “ x Zl/s" x 3". 

lomplete with ohmmeter bat¬ 
teries and test leads. 

Code: Waist. Net Price — $39.95 


Series 85 


Series 80 


LC-1 LEATHER INSTRUMENT CASE 

Custom designed for the Series 80 and 85. In¬ 
cludes a tool and test lead compartment. 

Genuine-top-grain heavy cowhide with water¬ 
proof lined suede interior. Adjustable hand or 
shoulder strap. Positive snap-lock. Richly fin¬ 
ished in dark brown. 

Code: Yearn. Net Price — $9.50 


The Series 80, laboratory 

I styled, rotary selective, multi¬ 
range circuit tester has been 
designed to meet the same 
high calibre performance 
standards as the Series 85 
(at left) but is specifically 
intended for use wherein 
greater resistance to electri¬ 
cal and physical overload is 
of more importance than ex¬ 
tremely high sensitivity. 

"Application Engineered" for 
general purpose industrial 
and radio service-mainte¬ 
nance-test requirements. 

SPECIFICATIONS 
k 6 A.C.-D.C.-Output Voltage 
Ranges: 1000 ohms per volt. 
0-6-12-60-300-1200-6000 volts. 

k 6 D.C. Current Ranges: 

0-.6-6-60-300 MA 
and 0-1.2-12 amps. 

k 4 Resistance Ranges: 

Self-Contained batteries. 
0 -1000-100,000 ohms. 

0 -1-10 megohms. 

k 6 Decibel Ranges: —20 to -}-70DB. 
k 45 / 3 " Rectangular Meter: 

400 microampere, 2% accuracy. 
k 1% Wire and Film-type Resistors. 
k Rotary Range Selection: All stand¬ 
ard functions at only 2 tip jacks. 
k Recessed 6000 volt safety jack. 
k Anodized, heavy gauge, etched 
aluminum panel: resistant to 
moisture and wear. 
k Series 80 (illustrated) In molded 
bakelite carrying case with plas¬ 
tic handle. 5V2"x7V8"x3". Com¬ 
plete with ohmmeter batteries 
and test leads. 

Code: Weave. Net Price — $34.95 











TELEVISION SIGNAL GENERATOR 

No other instrument has ever equaled the Model TVG-2 
for quality, desirable and necessary TV alignment 
features. Just read these brief specifications and make 
comparisons. 


Sweep Oscillator: Three convenient 
ranges, 2 MC thru 38 MC; 38 MC thru 
108 MC; 174 MC thru 216 MC are all 
on fundamentals. Continuous tuning 
over all ranges. Large accurately cali- switch to provide variable marker, insertion of video signal to modulate 
brated dial with the TV channels clearly crystal marker or both for calibration the external marker output making pos- 
indicated. Reversible direction of sweep, purposes. A BEAT DETECTOR is also sible “rebroadcasting” of television 
Sweep Width: Provided by electro- incorporated for audible or visual check- signals on any channel. Also an audio 
mechanical sweep. Adjustable from .1 ing of beat between variable marker signal may be used to produce horizontal 
MC thru 18 MC in 7 steps for fast oscillator and crystal. or vertical lines for linearity checks, 

resetability. Provides that extra width 400 Cycle Modulation: Provided for RF Output: Completely controllable 
for badly detuned circuits. use with either the variable or crystal with output control and step attenuator. 

Marker Oscillator: Accurately cali- marker so traps can be adjusted by Output impedance 30 ohms. Complete 
brated dial gives complete marker cover- cither audible or meter method. flexibility iight^at your nger ips. 

age from 4 MC thru 216 MC with all Oscilloscope Timing: A phased 60 Size: Same height as other Jackson TV 
the Television IF frequencies on highly cycle sine wave timing voltage is pro- instruments. Dimensions 13" high, 8 A 
stable fundamentals. vided with PHASE CONTROL to pro- deep, 19%" wide. 



Crystal Oscillator : Separate crystal 
oscillator for use either as marker or 
calibrator. Stable circuit oscillates on 
any crystal fundamental from 4 MC to 
20 MC. Output is controlled by selector 


vide adjustment of double pattern. 
BLANKING is also available for single 
pattern trace with reference base line 
for measurement. 

Video Modulation : Provision made for 


Finish and Weight: An all steel gray 
Ham-R-Tex cabinet — total net weight 
30 pounds. 

Dealer Net Price.$245.00 


•INCH OSCILLOSCOPE Model CRO-2 


Wide Band Amplifier : Flat within 
1.5 db from 20 cycles thru 4.5 mega¬ 
cycles dropping smoothly to a still useful 
value at 6 megacycles. This feature is 
absolutely essential for correct showing 
of TV sync, pulses. 

Vertical Deflection Sensitivity: Two 

ranges with three positions for each 
range. Has fully compensated attenu¬ 
ators. Excellent transient response. Each 
unit completely tested for “tilt” and 
“overshoot.” 

Sensitivity Ranges : With a band width 
of 20 cycles thru 100 KC, the sensitivity 
ranges are .018, .18, 1.8 RMS volts per 
inch. The wide band position 20 cycles 
thru 4.5 MC has sensitivity ranges of 
.25, 2.5, 25 RMS volts per inch. 

Horizontal Deflection Sensitivity; 

Push-pull horizontal amplifiers have a 
sensitivity for all applications of .55 
RMS volts per inch. 

Vertical Input Impedance: 1.5 meg¬ 
ohms, shunted by 20 micromicrofarads. 
Direct to plates balanced 6 megohms, 
shunted by 11 micromicrofarads. 
Horizontal Input Impedance: 1.1 
megohms. 

Linear Sweep Oscillator: Saw tooth 
wave 20 cycles thru 50 Kilocycles per 
second in 5 steps. Sine wave sweep of 


60 cycles also available. Provision for 
external sweep synchronization. 

Input Calibration: A standard voltage 
is provided for use in determining 
unknown voltages. Permits peak-to-peak 
measurement of all waveforms. 

Vertical Polarity Reversal: By merely 
flipping a switch you can reverse the 
polarity of the voltage being supplied 
to the vertical deflection plates, also 
provides a means for choosing either 
positive or negative sync, voltages. 
Return Trace Blanking: A new am¬ 
plifier-timer combination for blanking 
return traces, providing a clearer, 
sharper image at all times. Prevents 
confusion in waveform analysis. 
Synchronizing Input Control: Four 
input control positions, Internal — Ex¬ 
ternal — 60 cycle — 120 cycle. 
Deflection Plate Connections: Direct 
connections thru capacitors for AC only 
to deflection plates of CR tube by means 
of terminal block at back of instrument. 
Intensity Modulation: Either 60 cycle 
internal intensity modulation or external 
intensity modulation through binding 
posts on front panel. 

Removable Calibration Screen : Clear 
plastic screen marked in grids of 1/10 
inch per division. Easily removable. 



Accessory; Demodulation probe avail¬ 
able for using scope as signal tracing 
instrument. 

Size: Same height as other Jackson TV 
instruments. Dimensions 13" high, 10^" 
wide, 15 deep. 

Finish and Weight: An all steel gray 
Ham-R-Tex cabinet — total net weight 
26 pounds. 

Model CRO-2, Dealer Net ..$197.50 
Model CR-P, Prohe . $9.95 
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DYNAMIC TUBE TESTER 


This tester incorporates the most im¬ 
portant engineering advancements in 12 
years of tube tester research, such as 
the Dynamic test method and sequence 
switching. The Jackson Dynamic test 
circuit applies separate element voltages 
to each tube element. Separate load 
circuits are also used. These voltages 
and loads have been carefully selected 
for each tube to meet most ideally the 
normal operating condition of the tube. 
The current flowing only in the plate 
circuit of the tube under test is indi¬ 
cated on the 4 inch meter in easy-to-read 
terms. 


Model 648 


ments are line voltage control and 
shorts test. 

Fast, Accurate Shorts Test lamp indi¬ 
cates only when tube is shorted. The 
shorts test control moves only through 
4 positions — yet completely tests each 
tube element for possible shorts or leak¬ 
age. The tube is tested under a heated 
cathode condition. 


Sequence Switching makes possible 
SIMPLIFIED OPERATION, formerly 
unattainable in Dynamic test methods. 
There are actually only three control 
units to be set according to rotary 
chart listing for each tube. These are: 
Heater Voltage (upper left), Plate Con¬ 
trol (upper right) and the Sequence 
Switch (center). The only other adjust- 


Correct Test Voltage and Load Circuits 
protect tubes under test against damage 
by overload. Even low voltage battery 
types are provided with suitably low 
operating potentials. The full GOOD- 
BAD scale of the meter is used for each 
test. The meter is sufficiently sensitive 
that special “Low scale” readings are 
not required (such as for diodes, etc.). 



Life-line test shows you accurate fore¬ 
cast of end of tube life. Reduced output 
caused by over-age gives reduced read¬ 
ing on meter. Lets you catch bad tubes 
before they actually go bad. 

Steel cases and panels finished in gray 
Ham-R-Tex — approximate net weight 
of each model 16 pounds. 

Model CB48 

Counter-Base Only .$8.50 

Model 648B (Bench-type 

steel case) .$104.50 

Model 648P (Portable Tester 

in wood case) .$109.50 


AUDIO OSCILLATOR Model 655 


The model 655 provides an audio fre- Waveform-Uniform FrequencyChar- 
quency voltage DEVELOPED AT ITS acteristics and Output Load Imped- 
FUNDAMENTAL FREQUENCY. The ance Selection. A special feature of 
basic design of this instrument is en- the output system is the 10 ohm tap 
tirely different from the “beat fre- for low impedance circuits such as 
quency” type of Audio Oscillator. speaker voice coils, etc. Variable 

Frequency Selection throughout the 
FEATURES four bands. There are over 33 inches of 

scale length making Exact settings 
Resistance Capacity Tuned Circuit possible. 

Design, engineered for improved Complete Stability — The stability of 
operating characteristics of audio frequency calibration is constant 
measurements. throughout the entire range. The stab- 

No Zero Adjustment — Tuned Funda- ilized circuit permits large changes in 
mental Frequency method provides line voltage to occur without affecting 
permanently locked calibration. frequency or waveform and having neg- 

Output Characteristics — A choice of ligible effect on output voltage, 
either transformer coupled or resistive Simplified Operation — It is only 
output is available. The Model 655 meets necessary to select desired Frequency 
the most exacting requirements as to and Output. There Are No Other 

-—--S FECI FI CATIONS 

Frequency Range — 20 cycles to 500 ohms/5000 ohms/RESISTIVE. Con- 
200,000 cycles in 4 ranges: 20-200 trolled by selector switch. 
cycles/200-2000 cycles/2000 to 20,000 Output Power — 500 Milliwatts (20 
cycles/20,000 cycles to 200,000 cycles. 20,000 cycles transformer coupled). 

Calibration — Logarithmic variation of Output Control — Continuously vari- 
frequency over the scale provides con- able from zero to maximum.* 
slant percentage accuracy at all frequen- Waveform — Less than 5% distortion 

at all frequencies between 30 and 15,000 
Scale Length — Over 33 inches. cycles. 

Output Impedance — Five values of Frequency Characteristics — Plus or 
output impedance: 10 ohms/250 ohms/ minus 1 DB 30-15,000 cycles using trans- 



Controls — The possibility of errors in 
operation is therefore eliminated. 

High Output Power — More than 
Three Times the output usually avail¬ 
able from ordinary audio oscillators. 
Construction — Frequency dial is glass 
enclosed so that calibrations cannot be¬ 
come disfigured. Rugged mechanical 
features assure trouble free operation 
under service conditions. 


former coupled output. 

Hum Level — Down more than 60 DB 
of maximum. 

Accuracy — 3% or 1 cycle whichever 
is greater. 

Tubes — 1-6G6G, 1-6SL7GT, 2-6V6GT, 
1-5Y3GT furnished installed. 
Dimensions — 13" wide x 9^4'' high 
X deep. 

Dealer Net Price„.„„.. .$135.00 
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THE JACKSON ELECTRICAL INSTRUMENT CO., OAYTON 2, OHIO 


CHALLENGER DYNAMIC® TUBE TESTER 


Model 715 


SPECIFICATIONS 



New in design and performance, in¬ 
cluding the latest Jackson patented 
switching circuits. 

Modern in every feature of construc¬ 
tion, appearance, and operation. 

Complete with every valuable feature, 
including provision for CR tube testing. 


Jackson Dynamic Test Principle: 

Applies separate element voltages to 
each tube element, making test under 
actual use conditions. 

High Voltage Power Supply: By test¬ 
ing tubes at higher plate voltages (over 
200 volts for some types), more accurate 
results are obtained. This is an im¬ 
portant feature of the Dynamic Tube 
Tester. 

Improved Switching System: Provides 
spare circuits together with switch and 
socket positions for future use. 

Simplified Operation : Uses latest 
Jackson “Service Engineered” switching 
procedure. 


Better Readability: Large 4-inch- 
square meter is easy to read. 
Complete Shorts Test: Each tube 
element is fully tested for possible 
shorts and leaks. 

\*ride application: Tests all tubes — 
over 700 types — including television 
amplifiers and rectifiers. 

Built-in Roll Chart : Indicates tube 
characteristics. One year free supple¬ 
ment service. 

Finish and Weight: Finished in gray 
Ham-R Tex with harmonizing ivory 
knobs, meter cover, and push-buttons. 
Net weight, 11 lbs.; shipping weight, 
14 lbs. 

Dealer Net Price ..$79.50 


SELENIUM RECTIFIER TEST SET Model 710 



This is another development in the 
Jackson tradition of excellence. It is a 
high-quality, pocket-size instrument 
which incorporates all features required 
by the modern service man for quickly 
and completely testing all selenium rec¬ 
tifiers used in riidio and television 


SPECIFICATIONS 

Tests all types 20 to 650 ma — 25 to 
300 V A.C. 

Gives positive indication — GOOD or 
BAD — on 3" meter. Shows voltage 
drop across rectifier under load. 

Has “Line Adjust” for accurate testing; 
also permanent “loss-proof” color-coded 
test leads. 


applications. 

Each instrument is sturdily built and individually adjusted at the factory with 
precision instruments to give you Jong-lasting, dependable service. Check your 
idea of the perfect test unit with the specifications. 


Operates pn 110-125 V A.C. 

Small, compact — 7" x 314" x 4^A", 
Net weight, 4 lbs.; shipping weight, 
5 lbs. 

Dealer Net Price ..$29.50 



This ingenious “yardstick” (shown two-thirds size) enables 
you to determine the ratings of selenium rectifiers even 
though the manufacturers’ ratings are not known. No need 
to study circuit reference books for ratings. 

You get a Sele-Rater with your Model 710, 
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DYNAMIC® CATHODE RAY TUBE ANALYZER used to give indications of leakage on 

a neon lamp. 



This is the only CRT analyzer that com¬ 
pletely and accurately tests all TV pic¬ 
ture tubes, including both magnetic and 
electrostatic deflected types. It also tests 
oscilloscope, radar, and other special 
purpose CR tubes. No need to remove 
any tube from chassis or carton. 



Roll Chart: Provided for rapid indica¬ 
tion of proper selections. 

Circuit Selector Switches: Placed on 
an escutcheon to make them easily 
accessible for every tube setup and to 
limit test setting confusion. 


SPECIFICATIONS 

Beam Current: Test is made to the 
final anode — the only anode that 
really counts. The meter gives you an 
accurate forecast of tube life. 

Grid Test; The beam current may be 
up to par; but, if the; grid does not 
have the ability to cut off and control 
it, the tube is useless. Test voltage is 
ample for every type tube. 

Gas Test: Certain amounts of gas in 
a CRT will render the tube inoperative. 
By checking the “gas current” to the 
FINAL anode, the presence of harmful 
gases is detected. High gas content in¬ 
dicates that the tube should be replaced 
as the life of the screen and/or cathode 
will be very limited. 

Shorts Test: All elements are isolated 
for individual inter-element leakage 
tests. A circuit of high sensitivity is 


Test Voltages: Both high and low 
voltage power supplies are provided for 
the various test requirements of a cath¬ 
ode ray tube. 

VTVM: The analyzer is designed 
around a highly sensitive, balanced 
bridge type VTVM. A continuously 
variable line voltage adjustment is pro¬ 
vided to insure accurate readings. 
Meter; An easy-to-read, full vision 
meter, designed especially for the CRT 
Analyzer, includes a line voltage adjust 
point, a “beam current” range, a “gas 
current” range, and a reference scale. 
Case: The durable wooden airplane 
luggage covered carrying case is pro¬ 
vided with ample space for storing the 
cable and adaptors. 

Finish and Weight; Gray Ham-R Tex 
panel; ivory meter case. Net weight, 
22 lbs.; shipping weight, 2514 lbs. 

Dealer Net Price . $149.50 



Volt-Ohm-Meter” 

Here is a portable instrument you might 
have designed yourself. For it has every¬ 
thing you’d want in an ideal VTVM, 
and more. Look at the features. See 
for yourself why the Jackson TELE- 
VOLTER, a truly “Service-Engineered” 
instrument, is the easiest reading, easiest 
using instrument you’ve ever seen. 


NEW TELE-VOLTER Model 709 


SPECIFICATIONS 

D.C. VOLTMETER 

Volts: 0 to 1, 5, 10, 50, 100, 500, 1000. 
Calibrated Zero Center, positive or nega¬ 
tive: 0 to 5, 2.5, 5, 25, 50, 250, 500. 

A.C. VOLTMETER 
Volts: 0 to 1, 5, 10, 50, 100, 500, 1000. 
Frequency Response: Essentially flat to 
4.5 MC thru 0-100 scales. 
Peak-to-Peak Ranges: 0 to 2.8, 14, 28, 
140, 280, 1400, 2800. 

Peak values may also be read directly 
by using the next lower scale than 
the one for which the instrument is 
set. 

OHM METER 

Expanded logarithmic scale gives highly 
accurate readings in the following 
ranges: 0 to 1000, 10;000, 100,000; 1 
meg., 10 meg., 100 meg., 1000 meg. 

ELECTRICAL CHARACTERISTICS 
Meter Protection: The 7" square 
meter, with hair-line pointer, is elec¬ 
tronically protected against overload. 


(controls: Range switch, circuit switch 
(including on-off switch), zero adjust, 
ohms adjust, probe function switch 
(built into probe). 

Probes; One ground lead and one com¬ 
bination probe for D.C. and A.C./ohms 
readings. Probe has built-in switch for 
changing from D.C. to A.C. or ohms. 

Scale Colors: Scales are printed in 
color for maximum ease in use. 

Styling: Sloping front style, fully port¬ 
able. Finished in Gray Ham-R Tex. 
Red and black harmonizing colors in 
knobs, meter and nameplate. 

Accessories: Model 79P High Voltage 
Probe for reading DC voltages to 30,000 

volts .$14.95 

Model 70 RFP High Frequency (200 
MC) Probe .$9.85 

Dimensions and Weight: 8%" deep, 
8^" high, 7%'' wide. Net weight, 10 lbs. 
Shipping weight, 13 lbs. 

Dealer Net Price .$95.00 


Copyright by U. C. P., Inc, 
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RADIO CITY PRODUCTS CO., Inc. 

, NEW YORK 1. N. Y. ___ 

TS^est equipment”"^^^ 



MODEL 750 • DO-ALL TV SIGNAL GENERATOR 


UHF- VHP 

UHF-YHF completely covered in one instrument. 

A Signal, Marker and Pattern Generator covering ALL the 
UHF and VHF channels for every TV and FM receiver. 

RCP's masterful engineering and the inductuner insures accu¬ 
racy of within '/z of 1% over the entire range of 9 megacycles 
to 900 megacycles. All VHF frequencies^ are on FUNDA¬ 
MENTALS. The RF's and IF's are clearly calibrated on a large 
etched aluminum dial. This is a valuable marker generator. 
Now you can check, test and align front ends, IF’s, sound and 
pix traps, linearity, syncs, sweeps, positioning, focus and de¬ 
flection all with one portable accurate instrument. 

Steady Horizontal bars, Vertical bars and Crosshatch pattern 
are individually produced on all channels for quick and easy 
adjustments. 

A masterpiece in engineering and performance, this instrument 
was designed for portable or bench use. It reflects the highest 
quality in construction and appearance with an attractive 
brushed aluminum panel and dial in a handsomely finished 
steel carrying case. 


DATA 

BANDS: 9-11 MC, 21-47 MC, 54-220 MC, 
465-690 MC, 650-900 MC. 

TUNING: Special anti-backlash drive com¬ 
bined with the inductuner guarantees the 
extreme accuracy. Dial is continuously cali¬ 
brated through 340°. 

MODULATION; 360 cycles and 141.75 Kilo¬ 
cycles internal modulation has been pro¬ 
vided. Unmodulated carrier signal is also 
available. 


MODEL 750 

Size: lO’A” x 6 V 2 ” x 

5-9/16". 

Weight: 9 lbs. 




MODEL 324 • DO-ALL TUBE & BATTERY TESTER 

The RCP Dynoptimum Free Point Tester 

TEST: All TV and Radio Tubes - Cathode Ray Tubes - Batteries - Reactivate CR and other Tubes. 
Sockets for all^ standard 4, 5, 6, 7, octal, loctal, miniature and sub-miniature are provided. 
Tests transmitting, hearing aid, ballast, pilot light, gaseous rectifiers and tuning indicator 
types as well. All readings are indicated on a large, easily read meter. 

The Cathode Ray Tube Tester will check all magnetic deflection types right in the set or carton. 
Will locate and isolate all shorts or leaks. Also reactivates and revives many otherwise dim 

or bad picture tubes. .. 

Battery checker tests the most popular portable batteries under load. Indicates true condition 
of battery under check. 

A beautiful, efficient instrument to enhance any repair bench or store counter. Available in 
both counter and portable models. Both are complete with CR Tube Adaptor Cable. 
FEATURES: Self-cleaning lever switches — spare switch for future element additions — Element 
under test instantly identified — Numbering follows base diagrams — Tapped and multiple 
filaments individually tested by Free Point switch method. New Double Rollindex — smooth 
rolling, up-to-date tube chart. Neon Lamp Indicator — hot check short-leakage test. 

MODEL 324C—^Open style metal case, counter model. Size 13¥ 4 " x d*JLA AC 
12V4" x 4". Weight: 10 lbs.NET 


MODEL 324PC—'Combination portable, counter model. Includes battery test leads, smart 
looking, hand rubbed oak carrying case with slip-hinge cover. Size: I 6 V 4 " ft"7A C A 
X 14V4" X 5". Weight: 12 lbs..NET Vo3U 



MODEL 808A - TV-RADIO-CR TUBE TESTER & VTVM 

REVOLUTIONARY design includes all the features of the famous RCP Dynoptimum Tube Tester 
plus a cathode ray tube tester and reactivator plus a vacuum tube voltmeter with ohmmeter. 

ALLINONEUNIT! 

A TUBE TESTER: All the features of the famous RCP Dynoptimum free point tube tester—protected 
against obsolescence—^tests ail modern standard, miniature, noval base and subminiature tubes. 
Easily read on 4'/2" meter. New double Rollindex. Smooth rolling, up to date tube chart. 

A CATHODE RAY TUBE TESTER: Will check all magnetic deflection type Television Picture 
tubes. Locates and isolates all shorts or leaks. 

A REACTIVATOR: Revives and reactivates many otherwise dim or bad television picture tubes. 
Can also be used on other tubes. 

A VT voltmeter (AC-DC): This really outstanding 17 Range instrument is a VT Voltmeter for 
AC as well as DC. Balanced bridge type push-pull circuit. Draws negligible current due to high 
impedance of 25 megohms. Accuracy ±3% DC, ±5% AC. Discriminator alignment scale With 
zero center. AC and DC volts 0 to 5-25-100-250-1000: db —20 to 16, —6 to 30. 6 to 42. 14 to 50, 

26 to 62. . 

AN OHMMETER: Reads all Resistances 0.2 ohms to 1000 megohms on 5 ranges. Use this instru¬ 
ment also to check condensers for leakage and shorts. 

Housed in handsome hand-rubbed oak carrying case with test leads, isolation probe, batteries, 
etc. Size; l2'/2•'xl23^”x43^'•. Weight I 21/2 lbs. 

MODEL 808A—complete, dtAA AC MODEL No. AC 

ready to operate.NET JpW.VD HVMP-1 . NET 

High Voltage Multiplier Probe for Model 808A. Extends range of VTVM to 30,000 volts. 



MODEL 8873A • TV SERVISHOP 

Never before has here been a Single instrument Combination to match this! 

• Cathode Ray Tube Tester e AM Signal Generator 

• Cathode Ray Tube Reactivator • FM Signal Generator 

• Tube Tester • AF Signal Generator 

• Vacuum Tube Voltmeter 

This unit includes an up-to-date tube tester for testing and rejuvenating Cathode Ray Tubes as 
well as testing all modern, miniature, noval base and sub-miniature tubes. Uses the speedy 
Double Rollindex Tube Chart. A complete 17 range VTVM with exceptionally high input impedance 
(25 megohms). Check AC and DC volts with negligible loading of circuit. Accuracy ±3% DC, 
±5% AC. Measures ohms from .2 to 1000 megohms. Includes High-Voltage Probe. The Signal 
Generator is a fixed frequency AM, FM generator and Audio Oscillator. 

Advanced engineering results in the fine performance of the Model 808A combination Tube Tester- 
Reactivator and VTVM yrith the Model 730 AF-AM-FM Signaligner. 

MODEL 8873A—Complete with tubes, batteries, leads, etc., in beau- ^^95 

tifully finished oak portable case. Size ISVz" x 123 / 4 " x 5 V 4 . I ^ 

Weight 18 lbs............. ■ W ^ NET 
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RADIO CITY PRODUCTS CO., Inc. 

NEW YORK 1 . N. Y. _ 


TEST EQUIPMENT 


MODEL 533M • MIDGETSCOPE 

This 3” scope packs a high sensitivity, wide band response instrument within its tiny light weight frame. 

FEATURES: 

• Designed for attractive appearance. • Cathode Ray Tube is tilted at best angle for 

• Extremely light in weight and small in siie. viewing. 

• Masterfully engineered for top performance. • Shielded CRT with protective bezel and graph 

• All controls on front panel. screen. 

• Quality—Dependability—Accuracy—Economy. • Perfect for TV Servicing in the shop or house. 

• Operates in either horizontal or vertical position. 

THE MIGHTY MIDGET WEIGHS ONLY 9 POUNDS. Here is a truly miniaturized professional oscilloscope 
for convenience without loss of performance. A new concept in electronic oscilloscopes. 

CHECK THIS PERFORMANCE: 

SENSITIVITY: Vertical—20 millivolts (.020 volts for I” rms deflection on CRT face). Horizontal— .6 volts. 

FREQUENCY RESPONSE: 2 db from 20 cycles to 180 kilocycles. Excellent transient response. 

PUSH-PULL DEFLECTION: For undistorted response—eliminates parallax. Full vertical and horizontal 
expansion of trace. 

INPUT IMPEDANCE: Vertical—.5 megohms shunted by 50 mmf. Horizontal—.5 megohms shunted by 70 mmf. 
TUBE COMPLEMENT: I2AT7. I2AU7. I2AX7. 6J6. II7Z&. 3MPI CRT. 

In metal case with leather handle — Etched panel MODEL 533M — complete, SO 

— Smart brushed aluminum face — Fuse orotected ready to operate. Sire: 





— Smart brushed aluminum face — Fuse protected ready to operate. 

— for 105-125 volt, 60 cycle AC operation. 11 ^4" x 7V4'’ x 5’^ 
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MODEL 453 • NEW MASTER MULTITESTER 

• 20.000 OHMS PER VOLT MULTITESTER 

• 400 MEGACYCLES ON HIGH FREQUENCY WITH H.F. PROBE INCLUDED 

• 25.000 VOLTS WITH SAFETY-HIGH VOLTAGE PROBE INCLUDED 

A brilliant nev^ completely self contained unit. The model 453 was designed for direct metering— 
eliminates warm-up time, grounding, etc. Assures dependable measurements for TV, FM and AM. 
Included are regular test leads, high-voltage multiplier probe and high frequency probe. 

RANGES: 

DC VOLTS: 0-2.5-10-50-250-500-1000-5000-25,000 at DC MILLIAMPS: 0-10-100-500 
20,000 ohms per volt. OHMS: 0-2-20 Meg. 

AC VOLTS: 0-2.5-10-50-250-500-1000 volts. DECIBELS: —12 to +3 to 15, 14 to 29, 28 to 43, 

DC MICROAMPS: 0-100 34 to 49, 40 to 55 

Multiplier and shunts selected within 1% accuracy. Handsome—with deeply etched brushed alumi¬ 
num panel mounted in a sturdy hinged cover oak case with compartment for C 050 
leads. Size: IOV 4 " x 11" x 4". Wt. 6 V 4 lbs. Complete, ready to operate. 

A terrific instrument at. 





Vi.. 


AM-FM-TV SERVISHOP 
SERIES 8023 

Same as Series 8020 — Includes Models 750-808A 
(with hi-volt probe) — 533M 


SERIES 8020 • TV SERVISHOP 

The Portable UHF-VHF TV and FM Service Shop 
A long time coming—^worth waiting for! This complete Television and 
FM service outfit can go with you to the receiver—or use the units indi¬ 
vidually in your shop or home. 

Check, test and align the set from antenna to picture tube or speaker. 
All the instruments for necessary measurements right at your fingertips. 
The Series 8020 Servishop includes: 

1. Model 750—The “DO-ALL” TV Signal Generator—UHF-VHF 

2. Model 808A—The “DO-ALL” Tube and Set Tester (with Hi-volt probe) 

3. Model 533M—The Midgetscope 

IN ONE PRACTICAL PORTABLE CASE—Of finely finished natural oak 
with a compartment for tools, tubes, leads, etc. AA 

Size: 153/4"xl3-5/16"xll". Wt. 41 lbs. approx.) ^ 

SERIES 8000—complete, ready to operate. NET 


MODEL 730—SIGNALIGNER—AF-AM (RF)-FM Signal Generator. For 
quickly and easily aligning and checking all cir¬ 
cuits in AM and FM receivers. Fits snugly Into 
portable case. 

SERIES 8023—complete, ready to operate. I NET 


MODEL 730 • UNIVERSAL SIGNALIGNER 


AF-AM(RF)-FM SIGNAL GENERATOR 




ACCURACY - SPEED - STABILITY! Simplicity, speed and accuracy is accomplished by fixed frequency 
points at which circuits are calibrated. BROADCAST BAND ALIGNMENT is provided by fixed frequencies 
of 1500 KC and 550 KC. Intermediate Frequencies of 456 KC and 465 KC are also supplied. Calibration 
provides for alignment of 460 KC IF systems. FM BAND ALIGNMENT is provided by fixed frequencies 
at 88 MC and 108 MC which are at the ends of the band. Fixed frequencies of 10.7 MC and 9.1 MC 
provide for IF alignment. The FM section is frequency modulated for use with ratio detectors. RF fre¬ 
quency deviation is 500 KC. AUDIO FREQUENCY MODULATION is provided for AM at 400 cycles. 
A separate audio output of 400 cycles is also provided. Calibrated to be accurate within 1%. Suitable 
trimmers permit recalibration. Perfect operation from either AC and DC lines with equally high accuracy 
and stability. Entirely safe as the chassis and case are completely isolated from the line. Attenuator 
provides smooth control from high signal level to a high degree of attenuation. 

Complete with tubes, shielded output cable, line cord and plug, ready to & Q5 

use. Attractively finished panel and case. Size: 7"x2V4"x23/4". Wt. 2 lbs. ^ 

MODEL 730—complete, ready to operate. JHI NET 


Copyright by U. C. P,, Inc^ 
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RADIO CITY PRODUCTS CO., Inc. 
^®^EST EQUIPMENT^^^ 


MODELS 447B and 447BP • WORLD FAMOUS 447 AC-DC MULTITESTER 



These units known and used throughout the world ore In a class with other makes of 
testers that sell for considerably more. 

The exceptional value of the 447 series is made possible by the tremendous quantities 
produced. The resulting very low price and excellent performance characteristics are 
responsible for its great popularity. 

A 3" D’Arsonval meter is used, having an accuracy of 2%. Accuracy of AC measurements 
are improved by use of a new copper oxide rectifier, 

DC VOLTMETER: 0-5-50-250-500-2500 volts DC AMMETER; O-I-IO Amperes 

AC VOLTMETER: 0-10-100-500-1000 volts OHMMETER; 0-10,000 Ohms. O-I-IO Megohms 

OUTPUT VOLTMETER: 0-10-100-500-1000 volts Ext 

DC MILLIAMETER: O-IO-IOO-IOOO MA DECIBEL METER: —8 to +55 decibel 


MODEL 447B—Open face instrument supplied in hardwood ease. Sixe 5'*x 1 "T AJC 

8 V 2 "x 3 ". Wt. 21 oz. Complete with batteries, ready to operote.NET I X 

MODEL 447BP>—Portable type supplied in hardwood cose with carrying handle, cover and 
test leads. Size: 6 V 2 " x 8 V 2 " x 4 V 2 . Wt. 24 oz. 

Complete with batteries, ready to operate..NET I •wSl 



MODEL 655 • “DO-ALL” PEAK-TO-PEAK VTVM 


The RCP Model 655 is an ingenious new Peak-To-Peak VTVM of laboratory quality priced for the 

serviceman's pocket. ......- — » 

It provides for accurate measurements of complex waveshapes so necessary for TV service and 
industrial needs. Peak-To-Peak and RMS measurements dan be read directly and simultaneously 
for the analysis of wave-forms in video, syncs, and deflection circuits. 

Serves a variety of industrial applications in the service of vibrator power supplies, AC Gen¬ 
erators and all equipment utilizing complex waves. 


FEATURES: 

• PEAK-TO-PEAK AC measurements of from .2 V to 2000 V on 7 ranges. 

• AC RMS measurements of .1 V to 1500 V on 7 ranges. 

• DC measurements of from .02 V to 1500 V on 7 ranges. 

• RESISTANCE measurements of from .2 ohms to 1000 Megohms on 7 ranges. 

Performance comparable to this instrument can be found only in much higher priced Instruments. 
Of high impedance design, the Model 655 makes use of an electronic balanced bridge-type 
push-pull circuit and peak-to-peak rectification. The result is an absence of circuit loading, wave¬ 
form error or frequency distortion. 

A handsome looking unit has a brushed aluminum panel, etched for durability and uses a smart 
new plastic meter. Comes complete with our new "RCP SOLDERLESS" TEST LEADS for operation 

on 105 to 130 V AC. $59.50 


Size: 10*’ x 6 ” x 5”. Weight: 7 lbs. 12 oz. 


NET 



MODEL 706A * ‘‘WIDE RANGE” SIGNAL GENERATOR 


This new signal generator is the finest performer in its class. For equivalent performance 
the Model 706A should be compared only with other signal generators selling from $98 to $125. 
It provides continuous coverage from 150 KC to 220 MC in 8 ranges. Six FUNDAMENTAL 
ranges cover up through 55 Megacycles. 

ACCURACY: Within 1% of calibration ad- 


lustment. 

STABILITY: And constancy of calibration is 
assured by special electron-coupled circuit 
design, permeability adjusted coils and air 
trimmer capacitors. 

MODULATION: 400 cycle sine wave audio 
oscillator with modulation continously vari¬ 
able from 0% to 80%. Above 80% has no 
practical application. At this point tremen¬ 
dous distortion occurs in all signal generators. 
Unmodulated signal is available if desired. 
SHIELDING; Thorough shielding of all critical 
circuits and components either individually 
or in compartment or both. This includes 


oscillator tube, coil assembly, attenuator, 
switching circuit. Transformer is electro¬ 
statically shielded. 

ATTENUATION: Ladder type step attenuator 
consisting of a multiplier and fine attenuator 
control. 

AUDIO OSCILLATOR: 400 cycles at 50 ohms 
output impedance is available for external 
use-terminals on panel. 

Eight scales are clearly calibrated—continu¬ 
ous reading from 150 kilocycles to 220 mega¬ 
cycles. Planetary drive gives vernier tuning 
with no backlash. Tube complement—6BA6, 
6SJ7, 6X4. 


MODEL 706A—A high quality instrument in performance, construe- C ■WJJO 
tion and appearance. Size: 15''x9"x7". Wt. 14 lbs. Complete with M 

output cable ready for operation on 105-130 volts, 60 cycles. M NET 



MODEL 345 • SUPER VACUUM TUBE VOLTMETER 

An exceptionally fine 17 range instrument which employs an electronic balanced bridge type push-pull 
circuit. Draws negligible current from any circuit because of its input impedance of 25 megohms. Accuracy 
±3% DC ±:5% AC. It is a VT Voltmeter for AC measurements as well as DC. 

A discriminator alignment scale with zero center permits operation in both directions. 


RANGES: 

DC VOLTS: 0-5-25-100-250-1000. 

AC VOLTS: 0-5-25-100-250-1000, 

DB: —20 to 16, -6 to 30, 6 to 42, 14 
to 50, 26 to 62. 

OHMS: 0-1000-10.000. 

MEGOHMS: 0-1-10-1000. 


MODEL 345—Complete with isolation probe and leads for opera¬ 
tion on 105-130 volts, 50-60 cycles. Attrac¬ 
tively finished in steel panel and case. Size: 

10**x6*’x5”. Weight: 8 V 2 lbs.. 
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“RCP SOLDERLESS” TEST PROD No. 950 


A compleiely new patented solderless design. All internal. 
Assures a better contact electrically and mechanically. Will not 
cut the wire. Neat smart 51 / 2 " pencil type prod permits enter¬ 
ing into tight places. Handles are scived to minimize slippage. 
No more loose caps, lost caps or broken leads. (When order¬ 
ing be sure to specify color.) 

No. 950—Red or Black.$0.27 each 




RETRACTO-LEAD No. 930 

A self coiling retractable test lead that will not lose tension. 
Made with a fine quality heavily insulated stranded wire that 
has a built-in permanent curl. The prod is the new “RCP Solder¬ 
less.’* The Retracto Lead is needed on every test bench and 
lab. Extend it for use and then let it pull back and coil itself 
out of the way. Neat—clean—ready for instant use again. 
Eliminates tangled lines—shorts—messy benches. Extended 
leads are /Vi feet long. Phnoe tips are Insulated. 

No. 930.$2-95 Poir 


“RCP SOLDERLESS” TEST LEADS No. 921 


HEAVY DUTY 

HIGH VOLTAGE TEST LEADS No. 910 


HIGH-VOLTAGE MULTIPLIER PROBE 


The finest solderless test leads obtainable. Made with the new 
"RCP Solderless" test prod (No. 950 described above) which 
assures a neot. solid, dependable internal connection. Test 
leads are 48" long, pliable, kinkless 41 strand #I8AWG wire 
insulated for 6000 volts. 

No. 921 Standard Phone Tip ^1*9? P*** 

No. 921S Standard Spade Lug 1.08 pr. 

No. 921A Stondard Alligator Clip 1-20 pr. 

No. 923 Insulated Phone Tip ***** 

No. 923S Insulated Spade Lug 1*41 pr. 

No. 923A Insulated Alligator Clip 1.53 pr. 


TEST LEAD No. 901 

High quality test leads for professional use under all working 
conditions. Materials are workmanship are tops assuring 
dependability and long life. Slim, good looking SVj*" pencil 
type prod handles are firmly soldered to well insulated, kink¬ 
less, stranded wire. Leads are 48" long. 


No. 901 Standard Phone Tip $ -96 pr. 

No. 901S Standard Spade Lug .96 pr. 

No. 901A Standard Alligator Clip 1.08 pr. 

No. 903 Insulated Phone Tip $1.29 pr. 

No. 903S Insulated Spqde Lug 1.29 pr. 

No. 903A Insulated Alligator Clip. 1.41 pr. 


“Scientific" High Voltage Test Leads are designed for use up 
to 30/)00 volts with a good safety factor. Attractive in appear¬ 
ance, they incorporate the highest quality materials and con¬ 
struction. Features include—7" heavy duty prod—heavy duty 
hardened steel prod points—triple barrier leakage guard— 
heavy duty kinkless leads 54" long with negligible leakage. 
No. 910. ..$3.60 Pair 


A fine, well made hi-voltage multiplier probe to extend the 
range of our units to 30,000 volts. Absolutely safe for handling 
high voltage. Streamlined tip is convenient for getting into 
"tight" places. 

HVMP-1 —For use with Models 808, 654, 345.$8.95 

HVMP-20—For use with Models 453 and 488A 8.95 


BAR KNOB 


A well designed smart looking bar knob. Will not crack or 
split. Size: tVi". Available in red or black. 


H&. 990 Bk—Black 


No. 990 Rd.—Red 




Cppyrighthy U. C. P., Inc. 
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APPLIANCE TEMPERATURE TESTERS 


A NEW IDEA IN TESTERS — The need for scientific but 
sturdy portable test equipment in the appliance service field 
is met by this exclusive line. Here the user profits from 
J-B-T's wide experience in building field test sets for many 
well-known manufacturers of ranges, irons, refrigerators, 
deep freeze units, and similar equipment. All I-B-T testers 
include the principle of remote reading of temperature,—and 
temperature measures the real usefulness of the appliance. 
Although called appliance testers, these handy portable 
testers hove found a multitude of uses for trouble-shooting, 
experimenting and research in industry and in laboratories. 

OVEN TESTERS 

MODEL 23-JP-l. Latest addition to the 
mtKKKKMKM widely-known family of J-B-T oven 

temperature testers is this modern and 
compact unit. Like the Models 32-JP-3 
and 32-JP-4 described below, this in¬ 
dicating portable pyrometer is de¬ 
signed to save time and furnish 
reliable information in testing and 
' setting thermostats on electric or gas 
ranges and other appliances by show¬ 
ing oven temperatures as they change. 
The same size of dial, 0-650®F., with 
2%'' scale arc reading, is used but 
covered by an all-plastic instrument 
front. The indicator is mounted on a 
black metal panel affixed inside a 
pocket-sized, black top-grain leather 
case 41 / 2 " X 2%" x 4V4" over hard¬ 
ware. Characteristic of more expensive pyrometers, the 23-JP-l is 
automatically compensated for ambient temperature. Thus the 
tester eliminates calculations, avoids likelihood of serious error as 
temperatures change inside the instrument itself, and gives fool¬ 
proof direct readings. Supplied with attached SA-116 Wi* cali¬ 
brated thermocouple, clip, and convection shield^,..,^,^._$23.50 




MODEL 32-IP-3. This sturdy, fast 
reading portable is by far the most 
widely used oven tester in the 
country. The rigid outer carrying 
case 6" x 3%" x 33A" is covered in 
black leatherette; the glass-covered 
indicator fits in a ZVa" flanged metal 
case. The dial shows 0-650®F. in 10® 
divisions readable to 21 / 2 ®. Excep¬ 
tionally fast, 
continuous re¬ 
sponse. Auto¬ 
matic compensa¬ 
tion for ambient 
temperature is 
valuable feature 
whether the test¬ 
er is used for 
service work, 

sales demonstrations, or inspection. More 
details on the 32-JP-3 are available in Bulletin 
JP-103. Price includes attached SA-116 5V*i' 
calibrated thermocouple, clip for attaching to 
grill, and convection shield for steady read¬ 
ings----............$25.05 

MODEL 32-JP-4. Companion tester to the 
32-JP-3 with all the features of that tester, plus 
a leather carrying strap, and binding posts 
for quick attachment and interchanging of 
various thermocouples listed on this page, JO 
check irons, washers, waffle-bakers, toasters, 
roasters, clothes dryers, etc. Range, 0-6S0®F; 
black leatherette case 6" x 3%” x 3%". Mote 
details on the 32-JP-4 are available in Bulletin 
JP-104. Price includes SA-116 calibrated 
thermocouple, clip and convection shield. 

$26.15 

IRON TESTER 

Model 32-JIT. Self-contained bench 
type tester; checks all makes of 
irons; measures thermostat tempera¬ 
tures; and shows open or short cir'- 
cuits. Automatically compensated for 
room temperature. Also indicates 
operating temperature of the sol*^ 
plate 'working surface) on non-elecf 
trie or cordless irons. Black metal 
base; overall size 10" x 12" x 
scale 0—650® F, 15 amp. fuse, 'W 

cord, 110-volt, 50-60 cycles_$31^ 

Note; Orders for 32-JIT Iron Testers are occasionally filled with 
23-JIT Iron Testers. Identical with 32-IIT illustrated, but 
using indicators with all-plastic front. 






ALL-PURPOSE TESTER 

MODEL 61-JRT. This 9 - in - 1 ^ 

tester speeds accurate tern- 
perature adjustment and cur- 
rent analysis of ranges, re- Ri- - - 

frigerators, etc. Rapidly reads 
four cold zones, —100® F. to 

-fSO® F. up to 14' distant; \ 

two heat zones 0-600® F. up \ 

to 5 Y 2 ' distant; one voltage 
range 0-300 AC; and with Bt-lMl '* 
transformer, two current A ‘ 

ranges, 0-30 and 0-60 amps, 

AC. Sturdy, polished walnut W 

case 151 / 2 " X 10:^" x 4W 
with handle and slip hinges. 

Two-color etched metal panel. 

Separate switches protect 
bulb and ammeter circuits. 

Requires one standard flash-light cell, replaceable in the field. 
Temperature scale accuracy ±2% of full scale. Rectified AC 
readings ±5%. Accessories listed below may be added for test¬ 
ing irons, grills, roasters, washers, etc. Includes two SA-I62 
resistance bulbs, two SA-116 thermocouples, necessary electrical 
leads, and AS-TR-2 built-in transformer-.$107.25 

For more details, see Bulletin JRT-349. 

MODEL 61.JRT (LESS TRANSFORMER). Same unit, same scales, 
except does not read in amperes; AS-TR-2 transformer assembly 
omitted _«..._$93.50 

THERMOCOUPLES 

(See next page for Resistance Bulbs and Transformers) 

SA-ne with SHIELD and CLIP. 

f f Standard flexible No. 22 gauge iron 

m B a u \ 91 constantan, asbestos insulated, SV 2 ', 

III iilli II ■w’itb attachment clip and convection 
^ shield as normally supplied with 

II W\^/ JIW 23-JP-l, 32-JP-l, 32.IP-2, 32-JP-3, 

^ AjD 32-JP-4, 60-JRT and 61-JRT Testers. 

Cv (See SA-199 for extra quality, glass 
insulated type). SA-11 $«...««_...«$1.80 

SA-170 (REPLACEMENT THERMOCOUPLE for IRON TESTERS 
32-JIT and IT-1). Thermocouple and lead, including aluminum 
plate and special tip, quickly installed in the field..M«-«_$2.10 

SA-175 (PLAIN TIP). For roasters, waffle irons, etc., 5V^' iron con¬ 
stantan flexible No. 22 gauge, asbestos insulated, with small ball 
tip; used where clip and shield of SA-116 not suitable; for Models 
32-JP-2, 32-JP-4, 60-JRT, and 61-JRT_$1.45 

SA-176 (for TOASTERS, etc.) 5V^' iron constantan No. 22 gauge 
asbestos insulated, with special disc to collect heat; easily 
attached to 32-JP-2 and 32-JP-4 oven testers, also 60-JRT and 
61-JRT - $2.55 

SA-188 (for AUTOMATIC WASHER TEMPERATURES, etc.) 

diameter copper tube, 4" long, encloses thermocouple for 
insertion in pipe or sample of water. Has 6' leads for attachment 
to 32-JP-2 and 32-JP-4 oven testers, also 60-JRT and 61-JRT_$3.85 

SA-199 with SHIELD and CLIP. Same as SA-116 above, except 
duplex, non-fraying glass braid construction; diameter .115^; 
recommended for frequent use with these testers at temperatures 
above 400 ®F. _ $2.25 

. SA.300 (for SURFACE READINGS). 

Spring-type iron constantan in Tran- 
site tip vrith handle and 5' No. 22 
gauge lead for extremely rapid heat 
-/O readings; for attachment to 32-JP-2, 

yfflTK 32-JP-4, 60-JRT and 61-JRT appliance 

/U \ Jyf testers-$5.50 


SA-301 (REPLACEMENT TIP FOR 
SA-300). Transits tip and thermal ele¬ 
ment only --$2.75 




ACCESSORY IRON TESTER, 
MODEL IT-1. This attachment is 
identical with the 32-JIT, except there 
is no meter. It is easily connected to 
Models 32-JP-2, 32-JP-4, 60-JRT and 
61-JRT. Shows open circuits and 
shorts, checks sole plate tempera¬ 
tures and thermostats on all types 
of irons __$16.25 
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TEMPERATURE INDICATORS 


WHERE TO USE: To determine heat rise of motors, trans¬ 
formers and coils; for laboratory furnaces, inspection 
set-ups, for remote indication of infra-red and other 
oven temperatures; and to check temperatures in indus¬ 


trial processes such as heat treating and annealing. 
When used with selector switch, permits centralized 
reading of one to ten thermocouples, as in Diesel 
exhorist manifold applications. 


MODEL 32-J 

MODEL 32-r PYROMETER IN 
SN-3 STAND. Mounted in 
sloping front black metal 
stand, 41 / 4 " high x 43/8" deep 
X 41/^" wide. Compensated for 
ambient temperature. Medium 
resistance system, damped 
for quick reading on 23/8" 
scale, assures ruggedness 
and pointer stability. To re¬ 
tain the ±2% accuracy of the 
installation: use only the 
type and resistance of ther¬ 



mocouple and lead which are provided; do not cut extra lead— 
coil it—change in length changes calibration. A protection tube 
is not generally required. Many users find it convenient to keep 
an extra couple and lead on hand. 


RESISTANCE BULBS (FOR COLD TESTING) 


SA-142. Bulb with 14' polyethylene 
lead, for use only with Model 
60-JRT; calibration is not inter¬ 
changeable with SA-162; has no 
embossed number-$5.50 

SA-162. Bulb with 14' polyethylene 
lead, for use only with Models 
50-50 and 61-JRT; identified by em¬ 
bossed part number-Jj!i5.50 

CL-90 CLAMP. Metal clamp for holding SA-142 and SA-162 re¬ 
sistance bulbs in contact with surfaces up to V4"-$0.28 



TRANSFORMERS 


MODEL 32-J IN SN-3 STAND 

0®— 650® F— 350* C, includes SA-91 thermocouple, SA-84 

lead, and CB-1 connector block_.$30.25 

0®—1200® F— 650° C, includes SA-87, SA-82, and CB-1_30.25 

0®—-2000® F—1100® C, includes SA-S?, SA-82, and CB-1_30.25 


MODEL 32-J IN SN-5 STAND (not illustrated). With 3 binding 
posts to accommodate flexible extra lead and thermocouple for 
hard-to-reach locations. 

0®—650® F with SA-91 thermocouple, SA-84 lead, CB-1 connector 
block, and SA-86 flexible lead and thermocouple___$34.10 


AS-TR-2. Attachment for compartment of 61-JRT all-purpose tester, 
completely housed, with jumper lead and panel; reads 30 and 
60 AC amp. scales on tester_J$16.50 

AS-TR-3. Attachment for increasing usefulness of 60-JRT all-purpose 
tester. Includes side rails for attaching inside compartment; fully 
housed. Reads 30 and 60 AC amp. by dividing volt scale by 10 
or 5 _$18.15 


TEMPERATURE ACCESSORIES 


MODEL 60-JPS 

MODEL 60-JPS. This portable makes 
it easy to know temperatures at one 
to ten locations. Excellent for study 
of heat in various parts of the same 
equipment, or in a battery of units. 

Knife-edge pointer, 5.6" scale. Heavy- 
duty thermocouple switch has aver¬ 
age contact resistance of ,00075 ohms 
or less. Automatically compensated 
for ambient temperature, indoors or 
outdoors. To retain accuracy of 1% 
full scale, use leads and thermo¬ 
couples equal to resistance and e.m. 
f.vs-temperature characteristics for 
which instrument is calibrated. Medi¬ 
um resistarice system assures port¬ 
ability. Housed in natural-finish wood 
case 113/8" X 8Vs" x 4Vs" over rubber 
feet. A "must" for inspection, maintenance, and engineering. 
60-JPS—0°—600® F with SA-86, 7' thermocouple and lead 

for small apertures____$101.85 

60-JPS—0®—1200® F with SA-88, SA-82, and CB-1___ 104.50 

60-JPS—0®—2000® F with SA-88, SA-82, and CB-k............ 104.50 

BO-JP —For one thermocouple only; furnished with thermocouple 
and lead same as 60-JPS, but without selector switch. 

0«_ 600® F, with SA-86____$74,35 

60-JP—0®—1200® F, with SA-88, SA-82, and CB-U. 77.00 

60-JP—0®—2000® F, with SA-88, SA-82, and CB-1....... 77.00 

Note: When ordering additional thermocouples, specify couples 
and leads as above. Centigrade equivalent scales available 
on order. 

MODEL 70-J 

MODEL 70-J PYROMETER, for ac¬ 
curate reading at a distance, has 
full 6" scale and spade pointer, with 
accuracy of 1% of total scale deflec¬ 
tion. Automatically compensated for 
ambient temperature. Molded case 
mounted in metal protecting shell 
73 / 8 " X Sf/s" X IV 2 ". Connections 
through bottom of case for wall or 
front-of-board mounting. When or¬ 
dering, specify which standard 
scale range: 0®—600® F for 1938 
std. I-C; 0®—1200® F for C-A; 

0®—2000® F for C-A thermocouples. 

PRICE, including 24" thermocouple and 26' lead—.$66.00 

Note: Centigrade equivalent scales available on order. 




LEAD WIRES. To bring the reference junction within the 
pyrometer, compensating or extension lead wires should always 
be used. See the instrument dial for (1) the kind of lead and 
(2) combined resistance of lead and thermocouple. Standard 
leads include: 

SA-82 6' compensating lead for chromel-alumel couples; du¬ 
plex, stranded; asbestos-insulated, cotton-braid impregnated 
with moisture-proof and flame-proof compound; terminals at 
instrument end; other end tinned for connector block_j$1.55 

SA-83 26' compensating lead for chromel-alumel as above 

$4.85 

SA-84 6' extension lead for iron-constantan, 1938 calibration; 
duplex; moisture-proof and flame-proof; prepared as above 

$1.55 

SA-85 26' extension lead for iron-constantdn, 1938 calibration; 
similar to above_$4.85 

SA-86 7' iron-constantan thermocouple and lead combined; 
twisted pair No. 20 Ga., asbestos-insulated—for intermittent 
use on 650° F scales; terminals at meter end; other end welded. 
(Resistance not interchangeable with SA-84 or SA-85)_$1.85 


EC 


K2Zc> 


THERMOCOUPLES. For pyrometers and leads above, J-B-T 


thermocouples are carefully selected, standardized, and tested. 
SA-87 12" No. 14 Ga. chromel-alumel, 2-hole ceramic beads, 

fits 5/16" hole; welded tip_$3.1(i 

SA-88 same except 24" No. 14 Ga-$3.85 

SA-89 12" No. 8 Ga. chromel-alumel, 2-hole ceramic beads, 

fits 7/16" hole; welded tip_$3.10 

SA-90 same except 24" No. 8 Ga_$3,85 

SA-91 12" No. 14 Ga. iron-constantan, 1938 calibration; 2-hole 

ceramic beads, fits 5/16" hole; welded tip_$2.60 

Flexible Thermocouple, 7' length, see SA-86 lead wire. 


CONNECTOR BLOCK Model CB-1. 

Lava connector block, withstands 
high temperatures, accommodates 
all thermocouples up to No. 6 
Ga. Heavy brass connectors keep 
contact resistance low. Can be 
used independent of connector 
head._ 
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VIBRATING REED F R E 0 U E N C Y M E T E R S (patented, 


/-B-T Vibrating Reed Frequency Meters are used extensively 
in radio# telephone# and television service# on engine generator 
sets, in laboratories# in many types of electronic equipment# on 
panel and control boards in central stations and indus>t|ial 
plants— wherever constant or known frequency is important 
to efficient operation of equipment. More than ten years ef con¬ 
tinuous experience covering mony thousands of these instruments 
are your assurance of quality for both commercial and defense 
applications. 

The response patterns differ with the increments of frequency 
between reeds. For example# at 60 cycles, half-cycle steps give 
the broad response shown below at left, whereas full cycle steps 
bring the sharp response at right. 


ADVANTAGES: Guaranteed accuracy at reference temperature 
of 77“? is ±0.3% or better of the frequency being measured, 
unless otherwise stated. High fatigue safety factor for continuous 
gpergtion. Temperature compensations ore not required as tem¬ 
perature coefficient of reeds is only approximately 75 parts per 
million per degree F., negative. 

All meters are permanently calibrated at the factory and do not 
require subsequent adjustment. J-B-T reeds have relatively high 
O characteristics, an especially desirable factor in electronic 
circuits. Accuracy is not affected by wave form or external mag¬ 
netic fields. Built with no pivoted parts and with lock washers 
at every critical point, these rugged meters can take rougher 
treatment than many instruments. 


The patented, simplified design used in the J-B-T meter operates 
on AC or interrupted DC. The instrument consists of a case, base, 
dial and central mounting frame, with a series of spring steel 
reeds screwed to a reed mounting bar, individual driving coil 
surrounding each bank of reeds, permanent magnet, series 
resistor and terminal studs. 

Each reed is adjusted to respond by resonance to but one 
frequency. As the alternating current (or interrupted direct 
current) excites the driving coil, the one reed “in tune" with 
the frequency in the coils will respond by vibrating rapidly 
because of permanent magnet polarization and induced mag¬ 
netism from the coil. The instrument is adapted to specified 
operating voltage by a series resistor. Frequency of the 
current is read on the graduated face of the instrument. 



Above: Models SO-F# 31-F# 33-?# 34-F#* 31 / 4 " Metal Case 


CAUTION: If a meter plugged in on a 60 cycle AC power line 
does not indicate a frequency of exactly 60 cycles, trust the meterl 
Power supply may momentarily be off-frequency due to chang¬ 
ing load conditions beyond the control of the Utility. All 
J-B-T Vibrating Reed Frequency Meters are accurately cali¬ 
brated at the factory, entirely independent of frequency of 
power supply. Production and inspection equipment are checked 
regularly against National Bureau of Standard frequency signals. 

MODEL 30.F 

Range: 48-52 and 58-62 cycles. 
Double window for ease of 
reading frequency in either 
range. Often specified for ex¬ 
port. 100-130 volts; 130 ohms 
per volt; 1 watt power con¬ 
sumption. Accuracy ±0.3% at 
reference temperature. Flush 
panel ‘mounting. 

30.F# 48-52 and 58-62 cy., 31/4" 
Metal Case $27.50 

30-FX# 48-52 and 58-62 cy.. 
3V2" Molded Case, JAN-I-6 
mtg.-$Z7.50 


MODEL 31-F 

Used in standby power equip¬ 
ment. Handy for accurately 
measuring frequency of power 
source. Five reeds, 58-62 
cycles, 100-130 volts. Other 
characteristics same as Model 

30- F. 

31- F# 58-62 cy., 31/4" Metal 

Case . $23.65 

31-FX. 58-62 cy., 31/2" Molded 
Case, JAN-I-6 mtg. ... $23.65 




Below: Models 30-FX# 31-FX# 33-FX# and 34-FX; Molded Case 
Meets Mounting Dimensions of 
TAN-I-6; ASAC39.1-1951; and MIL-M.6A (Type MR35) 




MODEL 34-FX 

Used where a broader fre¬ 
quency band is desirable. 
Nine reeds, 56-64 cycles, or 
in half-cycle steps (accuracy 
±0.2%) 58-62 cycles. 100-130 
volts; 130 ohms per volt; 1 
watt power consumption. Flush 
panel mounting. 

34-F# 56-64 cy., 31/4" Metal 

Case- $27.25 

34-FX# 56-64 cy., SVz" Molded 
Case, JAN-I-6 mtg. $27.25 
34.F.Z, 58-62 cy#, 31/4" Metal 

Case .... $28.90 

34-FX-Z# 58-62 cy., Wl'* Molded 
Case, JAN-I-6 mtg. _ $28.90 
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MODEL 33-F 

400-cycle. Used for measurinq 
frequency of high-cycle power 
sources, including new heavy 
aircraft. Accuracy ±0.3% at 
reference temperature. Nine 
reeds, 380 to 420-cycle range. 
100-130 volts; 70 ohms per volt; 
1.75 watts power consumption. 
Flush panel mounting. 

33-F. 380-420 cy., 31 / 4 " Metal 

Case ___ $34.10 

33-FX. 380-420 cy., 31 / 2 " Molded 
Case, JAN-I-6 mtg__ $34.10 

MODEL 21-FX 

Matches other 21 / 2 '' panel instru¬ 
ments. Meets ASA C39.1-1951 



and MIL-M-GA (Type MR25) in 
depth of case as well as mount- 
ing dimensions and mounting 
hardware. Weighs only 41/2 ozs.; 

5 reeds; 58-62 cycles; 100-130 
. volts; 190 ohms per volt; 0.6 
k watt power consumption. Also 
alie to 124 cy.; 160 ohms per' 
Bvolt; 0.7 wat+ power consump- i 
lltion. 390 to 410 cy.; 85 ohms per 
|lvolt; 1.3 watts power consump- 
f tion. Flush panel mounting, see 
Print MD-20. 400 cy. type also 


21-FX, 58-62 

Molded Case ........ 

21-FX. 116-124 

Molded Case _ 

21-FX, 390-410 

Molded Case ...... 


cy.. 

2-11/16” 
_ $22.55 

cy.. 

2-11/16” 


_ $25.30 

cy.. 

2-11/16” 


_ $27.50 


PORTABLE F. ^QUENCY TESTERS 



MODEL 33-FP-9L. Handy, compact, portable instrument of excep¬ 
tional accuracy even under poor wave-form conditions, fluctuating 
voltage or external magnetic disturbances. Meets exacting test 
requirements of aviation, signal and communication equipment. 
Housed in sturdy molded case 5%" x 3 ^" x 25/8" with leather 
carrying case 6 # 5 " x 414” x 234”. 4' leads are supplied com¬ 
plete with sharp 5” insulated test picks and banana plugs. Elec¬ 
trical characteristics identical with 400 cycle 33 -F. Model 34-FP-9L 


electrical characteristics are identical with 60-cycle 34-FX. 

33- FP-0L, 380-420 cy., 100-130 volts, nine reeds.......___ $47.60 

34- FP-91, 56-64 cy., 100-130 volts, nine reeds.,...___ $40.70 


NOTE ON METER VOLTAGE 

J-B-T Vibrating Reed Frequency Meters of all sizes normally 
are made with two studs and are designed to be connected 
across one phase of a multi-phase line. The single phase 
voltage where the meter will be used thus becomes the 
voltage to be specified for the meter. Special meters with 
extra studs are made only for the purpose of reading two 
or more voltages, not additional phases. 

31 / 2 ” SEALED METERS 


FHXX TYPE METERS, sealed 
instrument, glass - to - metal 
construction, with solder ter¬ 
minals and detachable 
flange now supersede the 
FHX sealed meters (Print 
SK-24). While JAN-I-6 and 
MlJi-M-6A (Type MR36) do not 
refer to frequency indicators, 
the, FHXX series uses the 
front mounting dimensions, 
and meets or exceeds the 
sealing and electrical re¬ 
quirements including the 3000 
volf breakdown. Mounting 
dimensions are shown below. 
Stahdard voltage is 100-130. 
Electrical characteristics and 



accuracy are the same as for corresponding models without the 
HXX designation. Every meter tested for 55,000 ft. altitude. While 
not regularly stocked, these meters are in production. 


30- FHXX, 10 reeds, 48-52 cy. and 58-62 cy. $34.30 

31- FHXX, 5 reeds, 58-62 cy. ..-. 30.45 

33- FHXX, 9 reeds, 380-420 cy.-.-.. 40.90 

34 .FHXX, 9 reeds, 56-64 cy.... 34.05 

34- FHXX-n, 11 reeds, 55-65 cy. 36.25 

34-FHXX-Z-n, illustrated, 11 reeds, 57.5-62.5 cy.. 37.90 


IV2" SEALED METERS 


MODEL 15-FHAC. Now used exten¬ 
sively on audio-oscillators as the 
frequency standard, the model illus¬ 
trated operates 2 reeds, 60 and 400 
cycles, at approximately 8-10 volts 
for cathode follower circuit. Accu¬ 
racy ±0.5% at 77®F. Steel case has 
black telephone finish; solder ter¬ 
minals. Barrel is II/ 2 ” diameter; 
2.094” detachable flange covers 
glass-to-metal seal. See complete 
dimensicwxs below. 

15-FHAC _ $20.30 



15-FH-5 METERS. Use the same II/ 2 ” 
black metal case, glass-to-metal 
seal, and 2.094” detachable flange 
as the Model 15-FHAC. The 15-FH-5 
series provides 5 reeds in a row for 
100-130 volt operation. Used where 
size and weight are design con¬ 
siderations. 100% inspected for 
55,000 ft. altitude. Standard meter, 
but not regularly stocked. See com¬ 
plete dimensions below. 

15-FH-54, 5 reeds, 390-410 cy. $25.85 

15-FH-56, 5 reeds, 58-62 cy.«...-...» 21.45 




All FHXX Type Frequency Meters; Sealed Models 15-FHAC, 15-FH-54 and 15-FH-56. 

Sealed Metal Case (Type MR36 of M1L-M-6A) (Military specifications covering this size pf instrument pending) 
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ELAPSED TIME METERS AND NEW FREQUENCY METERS 


Now 400-cycle Total Time Meters — 400-cycle Broad and Vernier indicator 


MODEL 41-FX. This 2-window in¬ 
strument is extensively used for 
electronic and aircraft testing in 
commercial and military applica¬ 
tions. The lower window shows a 
broad range of 300-500 cycles, with 
21 reeds in 10-cycle steps. The 
upper window gives a vernier 
effect with 13 reeds indicating 
380-420 cycles in 4-cycle steps, 
with 2-cycle increments in the 
critical range of 396-404 cycles. 
Housed in black molded case with 
flush front 4" x 4", and 2§|" deep 
behind panel over studs, the instrument blends well with other 
types of panel meters. Made for 100-130 volt operation. Also 
available with 4 studs for 200-240, 115, and 30 volts as used in 
aircraft analyzers. Full dimensions on drawing SK-38. 

41-FX, 100-130 V_ $120.00 

41-FX, triple voltage^ without switch_ 135.00 

ELAPSED TIME METERS—60 Cycles 

MODEL 31-EX. To record operating 
time of AC electrical and electronic 
equipment, this self-starting instru¬ 
ment registers in 1/10th hour steps 
to 9,999.9 hours, then automatically 
re-sets. Shows tenths in red numer¬ 
als, all others in black. Black molded 
case per diagram below matches 
FX, 3V2*' frequency meters, and fully 
encloses all ports. J-B-T engineers 
recommend AC elapsed time meters 
for superior accuracy, especially 
where voltage or ambient tempera¬ 
tures vary widely. Popular for tube 
life, TV equipment, punch presses, conveyors, oil burners, mainte¬ 
nance schedules, etc. 

31-EX, 60 cy., 110-125 volts_ $15.95 

3i-EX, 60 cy., 230 volt (not regularly stocked) __ $17.05 

MODEL 31-ES. Same as 31-EX except black molded, square case 
3" X 3", per print SK-34; 60 cy., 110-125 volts (not regularly 
stocked) __ 

SEALED ELAPSED TIME METER—60 Cycles 

MODEL 31-EHXX. Where rugged requirements make a completely 
sealed elapsed time meter desirable, this glass-to-metal construc¬ 
tion, with flat glass front and 3V^” diameter separable flange, 
often is specified. Heavy-duty solder terminals meet or exceed 
3,000 volt breakdown test. Every instrument is inspected in a 
vacuum chamber. Overall dimensions and appearance match 
the FHXX series sealed frequency meters per drawing on pre¬ 
ceding page. See print SK-63 for complete mounting data. The 
meter registers in 1/10 hour steps to 9,999.9 hours, then auto¬ 
matically re-sets. Tenths indicator is in red, all others in black. 
31-EHXX, 60 cy., 110-125 volts_ _„.$19.75 


N EW 


SEALED ELAPSED TIME METER—400 Cycles 

MODEL 33-EHXX. The answer to the long-felt need for a stable 
400-cycle elapsed time meter compact enough to fit in a 31 / 2 " 
flanged case, with all parts enclosed, is this new 400-cycle elapsed 
time meter. The instrument initially is being produced only in 
sealed construction, glass-to-metal, with separable flange, solder 
terminals, and flat glass front. External appearance matches 
FHXX series and Model 31-EHXX sealed, 60-cycle, elapsed time 
meter. A slightly larger case is used per drawing in the next 
column. 

33-EHXX, 400 cy., 0-9,999.9 hours in 1/10 hour steps, 110-125 volts. 

Price on Request 





MODEL 61-FX. Telephone ring¬ 
ing circuits are among the 
frequencies checked regularly 
with this panel mounting, 25- 
reed, 5-window instrument. 

The first three bands cover 16 
to 17-1/3 cycles, 24-1/3 to 
25-2/3 cycles, and 32-2/3 to 34 
cycles in 1/3 cycle steps. The 
last two bands show 48-2/3 to 
51-1/3 cycles, and 65-1/3 to 68 
cycles, with 2/3 cycle reeds. 

The selector switch provides 
taps for 85, 110, 145 and 165 
volts. An amplitude control 
knob facilitates maximum reed 
vibration. Black bakelite front 
67/8" X 71 / 8 " X 3-1/16" deep be- 
hind panel. This instrument is typical of the specialized appli¬ 
cations in panel and portable meters which J-B-T engineering 
and production know-how supply on special order. 

61-FX (not regularly stocked), mounting to Print MD-37 -- $149.50 


ELAPSED TIME AND FREQUENCY METERS 

31-FE SERIES. To conserve panel 
space and centralize information, 
this panel instrument combines the 
elapsed time or running time meter 
with frequency reeds. It is used on 
motor generator sets and on elec¬ 
trical equipment where maintenance 
routine calls for periodic servicing. 

The J-B-T design, proved by years of 
field experience, uses a separate 
exciting coil for the reeds to achieve 
close control of reed amplitude and 
frequency. Reads 0-9,999.9 hours, 
and 58-62 cycles with 5 reeds, for 
100-130 volt operation; self starting. Tenths shown in red, all 
other numerals in black. ' Black metal case with front mounting 
same as model 31-F. Other dimensions per drawing below. For 
variations having 7, 9, or 11 reeds, not regularly stocked. See 
revised print SK-45. 

31-FE, 3Va" metal case _........ . $ aa.nQ 

31-FEX-l, (per print SK-44—not regularly stocked) 3V^" metal 
flange permanently attached ___........_.........___$34.10 




Model 31-FE and variations in 3 V 4 " metal case; 
25/8" diameter recommended drill hole for barrel. 
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1. Check with SYLVANIA rest Equipment 
f 2. Instail High Quaiity SYLVAHiA Tubes 

^ Quality tested and engineered to highest standards, Sylvania 
tubes have earned a world-wide reputation for finest performance. 
Today 7 of the 10 leading television set makers use Sylvania Picture 
Tubes and Sylvania Receiving Tubes. 

In test equipment, too, Sylvania quality-built components and 
improved circuit engineering assure you of the last word in accu¬ 
racy and dependability. 


Television Oscilloscope — An excep¬ 
tionally high-gain wide-hand oscillo¬ 
scope designed for television. Accu¬ 
rately displays any TV pulse or wave¬ 
shape on a large, eye-saving 7" screen. 
Sensitivity: 0:01 v./in. Vert, response 
useful to 4.0 me. Recommended for 
servicemen; laboratories; advanced 
schools and industry. Price; $249.50. 






Voltage Calibrator — Accurately measures 
peak to peak voltage of any wave-form dis¬ 
played on scope. Uses voltage regulated clip¬ 
per circuit to give extreme accuracy in spite 
of line voltage fluctuation. Switch feeds either 
calibrating voltage or signal voltage to scope. 
Essential instrument for better service shops 
and laboratories. Price: $44.50. 




Type 500 Sweep Generator— No mechan¬ 
ical sweep. Uses reactance tube sweep in 
two ranges; 0-15 me for TV, 0-600 kc for 
FM. Fundamentals from 2 to 230 me. 
Special circuits to assure extreme linearity. 
Output 300 to 100,000 microvolts. Com¬ 
panion to 501 Marker. Price: $139.50. 


Modulation Meter — Directly indicates 
per cent of AM modulation. Compact; 
r^equires no direct connection to circuit. 
Used by amateurs, transmitter builders 
and others. Indicates carrier shift. Price: 
$29.50. 

For further information concerning Syl¬ 
vania Tubes or Test Equipment address: 
Sylvania Electric Products Inc., Dept. 
3R-47,1740 Broadway, N. Y. 19, N. Y. 


% B 

H ^ <»'''* 
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Polymeter— A Vacuum Tube Voltmeter of 
high sensitivity for measuring ohms, DC 
volts, AC volts, RF volts and DC current. 
Input impedance is 17 megohms on DC 
volts, 2.7 megohms on AC and 2.3 meg¬ 
ohms (with only 3 fifil shunt capacitance) on 
RF. Special subminiature diode tube in RF 
probe gives flat response to 300 megacycles 
on scales from 3 volts to 300 
volts in five ranges. Zero center 
seals for FM. Illuminated met- 
er. Accessory probes (type 225) 
for 30,000 volts DC. Price: 

$99.50. 





Voltage Probes— These fine 
quality Sylvania DC Probes permit the 
A w measuring of high voltages by increasing 

the DC range of polymeters. Type 223 is 10,000 
volt probe ($9.95). Other, types extend Polymeter range to 
30KV ($12.50). 


Marker Generator (Type 501) —Pro¬ 
vides 2 separate signals for marking an 
oscilloscope trace of response curves. 
Accurate adjustment of traps, frequency 
spotting, measuring band width, and 
correct adjustment of the popular 4.5 
me. intercarrier sound circuits. VFO cov¬ 
ers 15 to 240 me. range. Price: $129.50. 




Tube Testers—219 counter type, 220 port¬ 
able type. Composite mutual conductance 
and emission checker rejects tubes failing 
either requirement. Relative amount of 
heater-cathode and inter-element shorts or 
leakage shown on METER. Designed by a 
tube manufacturer to check tubes for mod¬ 
em applications. Price: $114.50. 
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EMC MUTUAL CONDUCTANCE TUBE TESTER-MODEL 206 


CLAOk e5e ^^eatureS 


V Checks mutual conductance on a calibrated micromho 
scale, as well as an a “Reject-Good” scale. 

V Checks 5 element tubes as pentodes. 

V Checks tubes for gas content. 

V Sufficient plate current to check both emission and mutual 
conductance. 

V Detects both shorted and open elements. 

V Complete switching flexibility allows all present and future 
tubes to be tested regardless of location of elements on 
tube base. 

V Tests tubes for radio frequency and other noise. 

V Tests all tubes from .75 volts to 117 filament volts. 

V Tests all loctal, octal, and miniature tubes. 

V Tests cold cathode, magic-eye, voltage regulator tubes, bal¬ 
last resistors. 

V Instrument is fused, and fuse is easily replaceable from front 
of panel. 

V Individual sockets for each tube base type eliminates pos¬ 
sible errors. 

V Checks individual sections of multi-purpose tubes. 

V Attractive four-color panel with plenty of eye-appeal. Hard 
wrinkle finish for durability. 

V Checks sub-miniature tubes. 

V Uses lever types switches. 



EMC Series 206 MUTUAL 
CONDUCTANCE TUBE TESTERS 

Net Prices 

Model 206 C —4^4" meter in sloping 

counter case with built-in chart. ... $79.50 

Model 206 P —4^'' meter in hand- 
rubbed carrying case with built-in 

chart .... $83.50 

For 220 V. operation add $8.00 
to above prices. 

Model CTA —Cathode Ray Tube Adaptor . ^ ^ 
for Model 206 .$ 9.95 



SPECIFICATIONS: 

AC VOLTAGE—5 Ranges: 0 to 1.5, 10, 
100, 300, 1000 volts. Input resistance 2 
megohms. Frequency response flat from: 25 
to 100,000 cycles. 


VACUUM TUBE VOLTMETER 

EMC MODEL 106 

y check these features... 

• Specially designed for field alignment of television and radio sets. 

• Uses dual tfiod balanced bridge circuit, 

• All functions and ranges completely electronic — meter cannot burn out. 

• Zero center position for FM discriminator alignment. 

• Uses 1 % precision resistors for voltage multipliers. 

• 5 DB ranges. 

• Full scale deflection of 1volts for both AC-DC volts. 

• Measures resistance in 5 ranges from .2 ohm to 1000 megs. 

• 1 meg. isolating r-esistor in probe. Housed in compact, portable bakelite 

case, X 5 X net wt. 3 lbs. 


DC VOLTAGE—5 Ranges: 0 to 1.5, 10, 
100, 300, 1000 volts (up to 30,000 volts 
with accessory probe. OHMS: 1000-10,000- 
100,000-10 megohms, 1000 megohms. 10 
megohms center on 1000 megohms range. 

DECIBELS—R-anges: —24 to —1.5, —8 to 
+ 15, +12 to +35, +21.5 to +44.5, +32 
to +55. 


MODEL 106 Illustrated. $35.90 

MODEL 106 In Kit Form... $23.90 

MODEL RFP High Frequency Probe (useful 

to 200 megacycles).....$ 6.95 


MODEL HVP 30,000 Volt Probe for Model 106....$ 8.75 



ELECTRONIC MEASUREMENTS CORP. 


280 Lafayette Street 


New York 12, N.Y. 
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model 600 



EMC MODEL 600 SCOPE features 
the use of a 5UP1 new 5 inch 
scope tube. The 2-stage/ push 
pulh vertical amplifier has a sen¬ 
sitivity of .02 volts per inch and 
can be used up to 5 megacycles. 
A two step attenuator input is 
available. Synchronization is 
available on either positive or 
negative phase of input voltage 
through the vertical amplifier or 
from an external source. A multi¬ 
vibrator type of sweep from 15 
cycles to 75 kilocycles is incor¬ 
porated. Direct connections to 
scope plates available. 


SPECIFICATIONS 
TUBE COMPLEMENT 

1 - 5UP1 cathode ray tube 
4 - 12AU7 (vert. & horiz. 

amplifier & multivibrator) 

2 - 5Y3 rectifier tubes 
1 - 6C4 phase spliter 

POWER REQUIREMENT 

105 - 130 volts 50/60 cycles AC « 50 watts 

DIMENSIONS 

8 3/4" wide X 14" high X 15 1/2" deep. 


MODEL600— (completely wired and tested) 


$99.50 


MODEL 500 — R. F. Signal Generator 


Note These High Qua/ify Features: 

1. Employs electrostatically shielded transformer 
for 11*5V 60 cycle operation. 

2. ALL coils not in use are automatically shorted 
out. 

3. Provision for external modulation. 

4. Covers range from 160KO to 36 megacycles on 
fundamentals—over 100 megacycles on har¬ 
monics. 

6. Attractive 2 color gray hammertone panel and 
case. 

6. 400 cycle internal modulation available. 

7. Uses a highly stable, Hartley-type oscillator 


circuit. 

Model 500. . $29.75 

Model 500K in Kit Form. $19.75 



IMC MODEL 204 TUBE-BATTIRY-OHM CAPACITY TESTER 

In this model EMC offers o duroble, occorole insirumeni that gives eosy, direct reodings for oil lubes 



MODEL 205 
tube tester 

In this durable, accurate instrument EMC 
offers a model that gives easy, dfrect 
readings for all tubes through the stand¬ 
ard emission method of testing. It uses 
four-position lever-type switches and is 
housed in either a hand-rubbed, portable 
oak carrying case with removable hinged 
cover i or in a sloping counter case. 


through the standard emission method of testing. It uses four-position lever-type switches and is housed 
in a hand-rubbed, portable oak carrying case with removoble hinged cover. 

CHECK THESE FEATURES... 

• line voltage control compensates 
for line variations between 105 and 
135 volts. 

• Built-in roll chart protected by non- 
breakable transparent plastic. 

• Checks for shorts and leakages. 

• Checks condenser leakage to 1 meg. 
ohm. 

• Checks resistance up to 4 meg. 
ohms. 

• Checks capacity from .01 to 1 mfd. 

• Three color hammmertone panel. 


MODEL 204C ..$54.90 

MODEL 204P .$55.90 



• Tests all tubes including Nova! and 
sub miniatures. 

• Completely flexible switching ar¬ 
rangement. 

• Checks batteries under rated load 
on ‘‘reject-good’’ scale. 

• Individual sockets for each type of 
tube base. 

• Tests all tubes from .75 volts to 117 
filameht volts. 

• Tests all cold cathode, magic eye, 
voltage regulator and ballast tubes. 

• Has pilot light indicator. 


CHECK THESE FEATURES . . . 

• Tests all tubes including Noval and sub- 
miniatures. 

6 Completely flexible switching arrangement. 

• Checks batteries under rated load on “reject- 
good” scale. 

• Individual sockets for each type of tube base. 

• 'rests all tubes from .75 volts to 117 fila¬ 
ment volts. 

• Tests all cold cathode, magic eye, voltage 
regulator and ballast tubes. 

• Has pilot light indicator. 

• Line voltage control compensates for line 
variations between 105 and 135 volts. 

• Checks for shorts and leakages. 

• Three-color hammertone panel. 

MODEL 205C Sloping counter case — 

illustrated . $46.50 

MODEL 205P With hand-rubbed oak 
carrying case . $47.50 



ELECTRONIC MEASUREMENTS CORP. 


280 Lafayette Street 


New York 12, N. Y, 
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The EMC ECONOMY LINE! 



MODEL 102 POCKET VOLOMETER* 

(1000 OHMS PER VOLT METER) 


Cheek these Features: 

3" SQUARE METER—1 MIL D’ARSON- 
VAL TYPE METER, 2% ACCURATE. 

3 AC CURRENT RANGES. 

ROUND CORNERED, BAKELITE, 
MOLDED CASE. 

SAME ZERO ADJUSTMENT FOR BOTH 
RESISTANCE RANGES. 


SpeeiUcations: 

5 AC Voltage Ranges: 0 to 12-120-600-1200-3000 
volts. 

5 DC Voltage Ranges: 0 to 6-60-300-600-3000 volts. 
4 DC Current Ranges; 0 to 6-30-120 ma., 0-1.2 
amps. 

3 Ac Current Ranges: 0 to 30-160-600 ma. 

2 Resistance Ranges: 0 to 1000 ohms, 0-1 megohms. 
Weight: 1 lb. 5. oz. 

Size: 3%" x 6%" x 2" deep. 

Model 102 ..$14.90 


MODEL 103 VOLOMETER* 

(1000 OHMS PER VOLT METER) 


Check these Features: 

iVz" SQUARE METER—1 MIL D’ARSON- 
VAL TYPE METER, 2% ACCURATE. 

3 AC CURRENT RANGES. 

ROUND CORNERED, BAKELITE, 
MOLDED CASE. 


SpeeiHeattons: 

5 DB Ranges: —4 to -f64 db. 

5 AC Voltage Ranges: 0 to 12-120-600-1200-3000 
volts. 

5 DC Voltage Ranges: 0 to 6-60-800-600-3000 volts. 

4 DC Current Ranges: 0 to 6-80-120 ma., 0-1.2 
amps. 

3 AC Current Ranges: 0 to 80-150-600 ma. 


SAME ZERO ADJUSTMENT FOR BOTH 
RESISTANCE RANGES. 


2 Resistance Ranges: 0 to 1000 ohms, 0-1 megohms. 
Weight: 2 lbs. 3 oz. 

Size: 5^,." x 6^" x 2%" 



Model 103... $18.75 
Model 103-S, 

same as above but 
with plastic C| O 
carrying strap ^ 



MODEL 104 VOLOMETER* 

(20,000 OHMS PER VOLT METER) 


Check these Features: 

41 / 2 " SQUARE METER—50 MICROAM¬ 
PERES; ALNICO MAGNET. 

ROUND CORNERED, BAKELITE, 
MOLDED CASE WITH CARRYING 
STRAP. 

3 AC CURRENT RANGES (to 3 amps.). 
3 RESISTANCE RANGES (to 20 meg¬ 
ohms). 


SpeeiUcations: 

5 DC Voltage Ranges (20,000 ohms/volt): 0 to 6- 
60-300-600-3000 volts. 

5 AC Voltage Ranges (1,000 ohms/volt): 0 to 6-60- 
300-600-3000 volts. 

3 Resistance Ranges: 0-20 K, 0-200 K, 0-20 megs. 

3 AC Current Ranges: 0 to 30-300 ma., 0-3 amps. 

3 DC Current Ranges: 0 to 6-60-600 ma. 

5 DB Ranges: —4 to +67 db. 

Weight: 2 lbs. 5 oz. 

Size: 5%" x 6%" x 2%" 


MODEL 104 - With carrying strap. Weight: 2 lb., 5 oz. Size: 514"x6%"x2%". $26.95 

MODEL HVT 30,000 Volf Probe for MODEL 104.$7.95 


*Reg. trade mark for volt-ohm miliameter. 
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PRECISE MEASUREMENTS COMPANY 

BROOKLYN 23, N. Y. 


> /e /i MICRO CIRCLE 


ONE HUNDRED 
THOUSAND VOLTS! 


At Fifty Thousand Ohms/Volt 

KILOVOLTER Model 4000 

• Shielded Polysterene Probe 

• Choice of Ranges 

• Simple Foolproof Circuits 
Measures television and X-ray voltages 
with extra high input impedances. All 
voltage is dissipated in the shielded 
polysterene probe. "Normal-Reverse” 
key is provided so that probe may be 
used regardless of polarity of voltage 
under test. Indicator has large clear 
scale for easy reading. Additional low 
leakage path. Special insulated probe 
is supplied on all 100 KV models. 


Model 

Range 

Kilovolts 

Price 

4000 

0-25/50 

$67.50 

4000-A 

0-100 

80.00 

4000-B 

0-50/100 

85.00 

4000-C 

0-10/50/100 

95.00 



Model 

6000 

6000-A ^ith Meter 
6005 

6005-A With Meter 
6010 

6010-A With Meter 
6015 

6015-A With Meter 
6025 

6025-A With Meter 


Maximum Voltage 

2,500 

2,500 

5.000 

5,000 

10,000 

10,000 

15,000 

15,000 

25,000 

25,000 


HIGH VOLTAGE 
POWER SUPPLIES 

A precision, well constructed 
high voltage supply for tele¬ 
vision, meter testing and cali¬ 
bration, electrostatic paint¬ 
ing, breakdown tests, nuclear 
physics and wherever high 
potentials at low currents are 
heeded. Output is well fil¬ 
tered direct current. Adjust¬ 
able by means of a control on 
the front panel. Available 
with or without meter. Input 
voltage is 115 v,, 60 cycles. 

Price 

$60.00 

80.00 

75.00 

95.00 

85.00 

105.00 

95.00 

115.00 

115.00 

155.00 


Also available with two meters (as ill.) thus current and voltage can be read 
simultaneously. Perfect for breakdown and leakage measurements. Current limit' 
circuits protect meter on shorts. Price $35 additional. Specify 50 uamps, 100 
uamps or 1 mill meter. Same delivery time. 

Regulate Power Supplies. Any model (except Model 6000-A) can be had with 
built-in regulation circuits. Output remains within 5% over most of the range. 
Same delivery time. Closer regulation on special order. 


TRANSPARENT CIRCUIT STAMPS 


4 ^5 
- Ji . 
TP ^ 


Actual Size I 
1A Stamp \ 

k Sii 

crro 



Actual Size 
I B Stamp 


Provide clear sharp impressions of all the most used radio and electrical circuit 
symbols. Saves considerable drawing and drafting time and provides a neater 
looking appearance. Used by leading manufacturers and laboratories. Stamps are 
crystal clear and easily lined up by looking right through them. Available in 
two popular sizes. May be purchased separately or in complete set. When 

ordering, specify stamp number and size. 

SIZE A CIRCUIT STAMP SET (12 stamps) $ 8.50 

SIZE A Individual Circuit Stamps each .85 

SIZE B CIRCUIT STAMP SET (12 stamps) 10.00 

SIZE B Individual Circuit Stamps each .95 


Extra cutting bits 50c 


MICRO CIRCLE CUTTER 

Cuts holes in all types of metals from stainless 
steel to magnesium. Perfect for plastics and wood. 
Especially recommended for cutting meter holes Hj 
in panels. 

Built-in micrometer type size control for precise 
settings. Extra heavy constuction of the main beam ^ 
and body make it useful for production jobs as K 
well as experimental work. All are equipped with | 
a 1/4" high speed steel cutting bit, ® 

Model Type 

1 Round Shank (for drill press or hand drill) 

1-A Square Tapered (for hand brace) 

5 Round Shank 

6 Morse #2 Taper 

Extra cutting bits 60c 


Cuts Metals 


Plastics 

For quickly cutting those 
extra large hole sizes. 
Perfect or making washers. 

Size Price 

10" $12.50 

15" 15.00 






SCALE PRINTING 
MACHINE 

Prints lettering, numbers and divisions on 
meter scales, metal, paper, plastics. For 
making experimental name plates, decals, 
etc. Perfect lettering is assured by use of 
standard printers type. Many leading instru¬ 
ment manufacturers and laboratories are 
using our machines. The Model 1500 Scale 
Printer is illustrated. Send for complete 
details. Special Printing Machines built to 
order. 

Model 1500 

Standard Scale Printing Machine 

Prices do not include printers type. 


HIGH VOLTAGE TRANSFORMER 

Small physical size is the result of engineering 
studies into this problem. Used for Oscillo¬ 
scopes, Photoflash Units, and Miniature High 
Voltage Power Supplies. Primary has tap for 
rectifier tube. Several diagrams furnished. Pro¬ 
vides 4500 Volts D.C, 



Price $15.00 

Primary 
115 Volts 60 
Cycle with 1 V 4 , 
Volt Tap. 


Secondary 
3200 Volts AC 
at 1 Ma 


Size 

2" high X 2%" wide. 
Base 2%" 

Mtg. Centers 2%" 


MINIATURE HIGH VOLTAGE VIBRATOR TRANSFORMER 

Used for photoflash, portable or isolated power supplies, nuclear physics and 
where high potentials and small size is required. Uses standard flashlight bat¬ 
teries. Output is adjustable by means of vibrator and resistor. Easily rectified 
with any of these tubes: 1X2A, 1B3GT, 5642 or 1654. Diagrams for complete 
power supplies furnished. 

Part No. Primary Secondary Price 

5 MVT 2 to 6 volts DC 2,000 to 7,000 Volts $8.50 

or 60 cycle AC 


--E LECTRO-GRAPHIC RECORDE R^-- 

As a result of a number of field tests, we are in the process of adding a number of new features to the ever popular Model 50 Electro-Graphic Recorder. This 
direct writing instrument will continue to be the same compact size and rugged construction. 


INSTRUMENTS BUILT TO SPECIFICATIONS 

Precise Measurements Company equipment is used by leading industrial concerns, research laboratories, government and serious amateurs everywhere. 

Your Local Distributor will be glad to show you our products 


Copyright by U, C. Inc. 
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SUPIRIOR EQUIPMENT 


The New Model TV-11 TUBE TESTER 


The Model TV'll operates 
on 105-130 Volt 60 Cycles 
A.C. Comes housed in a 
beautiful hand-rubbed oak 
cabinet complete with 
portable cover. Sfie 11’A" 
x13"x6". Shipping Weight 
15 lbs. 


47 


* NOISE TEST 

Phono Jock on front panel for plug¬ 
ging in either phones or externol 
amplifier will detect microphonic 
tubes or noise due to faulty ele¬ 
ments and loose external connec- 


Specifieations: 

• Tests ail tubes including 4, 5 , 6 , 7, Octal; Lock-in, Peanut, Bantam, 
Hearing-aid, Thyratron, Miniatures, Sub-Miniatures, Novals, Sub- 
Minars, Proximity Fuse Types, etc. 

Tests for '^shorts" and "leakages" up to 5 Megohms. 

Uses the new self-cleaning Lever Action Switches for individual ele¬ 
ment testing. Because ail elements are numbered according to pin- 
number in the RMA base numbering system, the user can in¬ 
stantly identify which element is under test. Tubes having 
tapped filaments and tubes with filaments terminating in more 
than one pin are truly tested with the Model TV-11 as any of 
the pins may be placed in the neutral position when necessary. 
» The Model TV-11 does not use any combination type sockets, 
instead individual sockets are used for each type of tube. Thus 
it is impossible to damage a tube by inserting it in the wrong 
socket. 

• Free-moving built-in roll chart provides complete data for 
all tubes. 

• Newly designed Line Voltage Control compensates for variation 
of any line voltage between 105 Volts and 130 Volts. 


EXTRA SERVICE-- 

The Model TV-11 may be used as an extremely sensitive 
Condenser Leakage Checker. A relaxation type oscillator 
incorporated in this model will detect leakage even when 
the frequency is one per minute. 



SPECIFICATIONS: Horizontal lines: 4 to 12 (Variable) 

Power Supply: 105-125 Volt 60 Cycles Vertical lines: 12 (Fixed) 

Power Consumption: 20 Watts Vertical sweep output: 60 Cycles 

Channels: 2-5 on panel, 7-13 by harmonics Horizontal sweep output: 15,750 Cycles 


TV BAR GENERATOR 
COMES COMPLETE WITH 
SHIELDED LEADS AND 
DETAILED OPERATING 
INSTRUCTIONS. ONLY . . . 


$3995 


NET 


TELEVISION 
BAR GENERATOR 

THROWS AN ACTUAL BAR PATTERN 
ON ANY TV RECEIVER SCREEN!! 

TWO SIMPLE STEPS 

I ^ Connect Bar Generator to Antenna Post of any 
TV Receiver. 

2, Plug Line Cord into A.C. Outlet and Throw Switch. 

RBSULT: A stable never-shifting vertical or horizontal 

pattern projected on the screen of the TV receiver 

under test. 

Features: 

1. Provides linear pattern to adjust VERTICAL linearity, 
height, centering. 

2. Provides linear pattern to adjust HORIZONTAL drive, 
width, peaking, linearity, centering. 

3. Provides vertical sweep signal for adjusting and synchron¬ 
izing vertical oscillator discharge and output tubes. 

4. Provides vertical signal to replace vertical oscillator to 
check vertical amplifier operation. 

5. Provides horizontal sweep signal for adjusting and syn¬ 
chronizing horizontal oscillator A.F.C. and output tubes. 

6. Provides horizontal sweep signal to check H.Y. section of 
fly-back and pulse operating power supplies. 

7. Provides signal for testing video amplifiers. 

8. Can be used when no stations are on the air. 



-—— Manufactured by - 

SUPERIOR INSTRUMENTS CO. 

NEW YORK 7. N. Y. 
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SUPERIOR 


TEST 

EQUIPMENT 



The new model 770 

AN ACCURATE POCKET-SIZE 

VOLT-OHM MILLIAMMETER 

(SENSITIVITY: 1000 OHMS PER VOLT) 


FEATURES 


SPECIFICATIONS 


★ Compact-measures x V/z' x 2*4''. 

★ Uses latest design 2% accurate I Mil. D'Arsonval 
type mater. 

^ Same zero adjustment holds for both resistance 
ranges. It is not necessary to readjust when 
switching from one resistance range to another. 
This is an important time-saving feature never 
before included in a V.O.M. in this price range. 

tAt Housed In round-cornered, molded case. 

★ Beautiful black etched panel. Depressed letters 
filled with permanent white, insures long-life 
even with constant use. 

The Model 770 comes complete with self-contained 

batteries, test leads and all operating instructions. 


6 A.C. VOLTAGE RANGES: 

0—15/30/150/300/1500/3000 VOLTS 
6 D.C. VOLTAGE RANGES: 

0-7.5/15/75/150/750/1500 VOLTS 
4 D.C. CURRENT RANGES: 

0—I.5/I5/I50 MA. 0—1.5 AMPS. 

2 RESISTANCE RANGES: 

0—500 OHMS 0—1 MEGOHM 




super-meter 


A COMBINATION VOLT-OHM MILLIAMMETER PLUS CAPACITY REACTANCE 
INDUCTANCE AND DECIBEL MEASUREMENTS 


SPECIFICATIONS: 

DX.VOLTS: 0 to 7.5/15/75/150/750/1,500/ 
7,500 Volts 

A.C. VOLTS: 0 to 15/30/150/300/1,500/3,000 
Volts 

OUTPUT VOLTS: 0 to 15/30/150/300/1,500 
3,000 Volts 

D.C. CURRENT: 0 to 1.5/15/150 Mo. 0 to 
1.5/15 Amperes 

RESISTANCE: 0 to 1,000/100,000 Ohms 0 to 
10 Megohms 

CAPACITY: .001 to 1 Mfd. 1 to 50 Mfd. (Qual¬ 
ity test for electrolytics) 

REACTANCE: 50 to 2,500 Ohms 2,500 Ohms 
to 2.5 Megohms 

INDUCTANCE: .15 to 7 Henries 7 to 7,000 
Henries 


DECIBELS: -6 to +18 + 14 to + 38 

+ 34 to + 58 

ADDED FEATURE: 

The Model 670-A includes a special 
GOOD-BAD scale for checking the qual¬ 
ity of electrolytic condensers at a test 
potential of 150 Volts. 


The Model 670-A 
comes housed in a 
rugged, crackle-fin¬ 
ished steel cabinet 
complete with test 
leads and operat¬ 
ing instructions. 
Measures 6^4'' x 

9V2" X 41/2". 



40 

NET 


The new model 660’A-A NEW AC OPERATED 



SIGNAL GENERATOR 

Provides Complete Coverage for A.M.-F.M, and TV Alignment 

• Generates Radio Frequencies from 100 Kilocycles to 60 Megacycles on fundamentals 
and from 60 Megacycles to 220 Megacycles on powerful harmonics. • Accuracy and 
stabiljty are assured by the use of permeability trimmed Hi-Q coils. • R. F. ovoilable 
separately or modulated by the internal audio oscillator. Built in 400 cycle sine wave 
audio oscillator used to modulate the R. F. signal also available separately for audio 
testing of receivers, amplifiers, hard of hearing aids, etc. • R. F. Oscillator Circuit: A 
high transconductance heptode is used as an R. F. Oscillator, mixer and amplifier. Modu¬ 
lation is effected by electron coupling in the mixer section thus isolating the oscillator 
from load changes and affording high stability, e A. F. Oscillator Circuit: A high 
transconductance heptode connected as a high-mu triode is used as an audio oscillator 
in a high-C Colpitts Circuit. The output (over 1 Volt) is nearly pure sine wave • Atten¬ 
uator: A 5 step ladder type of attenuator is used. 

The Model 660-A 

Tubes used; 1—6BE6 as R. F. Oscillator, comes complete 
mixer and amplifier. 1—6BE6 as Audio Os- with coxial cable, 
dilator. 1--6H6 as Power Rectifier. test lead and in¬ 
structions . 
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NEED 

SWEEPING 

__ OSCILLATORS 

FOR RAPID and ACCURATE VISUAL MEASUREMENTS? 


Frequency Range 


Tuning 

Maximum 
Sweep Width 

Markers 

Output 
(Open Circuit) 

Price* 

f.o.b. factory 

50 kc-1000 me 


Continuous 

30 me 

None 

0.1 volt 

$395.00 

50 kc - 950 me 


Continuous 

30 me 

None 

0.1 volt 

425.00 

10 me - 950 me 
450 me - 900 me 


Continuous 

40 me 

None 

0.3 volt. 70 ohms 
0.6 volt, 300 ohms 

575.00 

5kc .200 kc 


Continuous 

20 kc 

Up to six 
crystal positions 

1.0 volt 

525.00 

50 kc • 2 me 


Continuous 

100 kc 

Up to six 
crystal positions 

1.0 volt 

525.00 

50 kc - 20 me 


Three Ranges 
50 kc • 5 me 

50 kc -10 me 
50 kc - 20 me 

Complete 

Range 

Up to six 
crystal positions 

0.6 volt 

495.00 

20 me - 50 me 


Four Ranges 

500 kc (Narrow) 
15 me (Wide) 

Up to nine 
crystal positions 

0.5 volt 

295.00 

All 12 channels, 
VHF TV Range 


Switchabie 

15 me 

Fix and Sound 
crystal positions 

0.5 volt, 70 ohms 

1.0 volt, 300 ohms 

795.00 

30 & 60mc centers; 
Others, special 


Switchabie 

3 me (Narrow) 

20 me (Wide) 

Up to nine 
crystal positions 

0.5 volt 

395.00 

1245 me - 1460 me 


Continuous 

5 me 

None 

134 mw 

595.00 

3400 me - 3960 me 


Continuous 

40 me 

None 

106 mw 

495.00 

4240 me - 4910 me 


Continuous 

35 me 

None 

115 mw 

450.00 

6250 me - 7425 me 


Continuous 

50 me 

None 

110 mw 

450.00 

8500 me - 9660 me 


Continuous 

60 me 

None 

30 mw 

395.00 


Mega-Sweep 
Calibrated 
Mega-Sweep 
111-A Calibrated 
Mega-Sweep 

Song-Sweep _ 

Kilo-Sweep _ 

Model Video 
Marka-Sweep 

Model IF 

Marka-Sweep _ 

Model RF-P 
Morkg-Sweep _ 

Rgdg-Sweep _ 

No. 1214 Centilator 
No. 3439 Centilator 
No. 4249 Centilator 
No. 6274 Centilator 
No. 8596 Centilator 


*/n some cases small extra charge for crystal substitutions or additions 

Marker Generators • Pulse Generators • 

Random Noise Generators • Spectrum Analyzers 
• Reflected Energy Measuring Equipment • 

Attenuators • Noise, Vibration and Speech 
Analyzers • Gain Measuring Equipment • 

Tachometers • Other LF, HF, UHF, Microwave 
Test Equipment. 


n 


REQUEST NEW 
1952-1953 CATALOG 
FOR FULL DETAILS 



KAY ELECT RICCOMPAN 

14 Maple Avenue CAIdwett 6 . 400 a Brook, New Jersey 
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PRECISE 


THE FASTEST-GROWING KIT MANUFACTURER IN THE WORLD 


IN KIT & WIRED FORM 







12,080 HOURS OF ENGINEERING TO BRING YOU THE 

NBW AMAZING 

PRECISE MODEL #300 OSCILLOSCOPE! 

The Oscilloscope you’ve been seeking. ... No other oscilloscope at any price — high or 
low — with these desirable features — In both Kit and Wired Form: 

SPECIFICATIONS: PRECISE MODEL 300 OSCILLOSCOPE — 

VERTICAL: Vertical-flat (3db) DC through 5 megacycles with sensitivity of greater than 10 
millivolts push-pull (3.94 Mlllivolts/cm); Constant Resistance; Push-pull input immediately 
converted to single-ended normal or reverse phase by shorting bar at inputs 1 and 2; Frequency 
compensated vertical stepping attenuator selects AC or DC inputs; Push-pull DC amplifiers 
from input through output; Internal electronic mixing through inputs 1 and 2; five-way binding 
posts. 

POSITIONING: Bridge type positioning on vertical and horizontal does not vary tube charac¬ 
teristics. 

HORIZONTAL: Frequency compensated stepping attenuator in horizontal amplifier; Push-pull 
Horizontal out. 

BLANKING: Internal (return trace blanked), external (return trace not blanked), 60 cycle 
or 120 cycle Blanking through Blanking amplifier circuit. 

SYNCHRONIZATION: External, Internal Positive, Internal Negative, Internal 60 cycle or 
Internal 120 cycle synchronization. 

SWEEP RATE: Driven or non-driven linear sweeps from 1 cycle to SOKC In five ranges 
(1-10 cycles uses external C circuit); Trigger potentiometer. 

MAGNIFIER: Electronic magnifier and magnifier positioner allow any part of a signal to be 
magnified up to ten times (equivalent to 70 inches of horizontal deflection). 

CALIBRATION: Internal square wave calibrator and potentiometer for using oscilloscope as a 
VTVM on Peak to Peak measurements. 

CALIBRATION SCREEN: Edge-Illuminated scale and graticule may be turned on or off; 
filtered screen. 

OUTPUTS ON FRONT PANEL: Plus Gate output; Sawtooth output; 60 cycle phasing output; 
60 cycle unphased output; Calibration output. 

FOCUSING: Astigmatism, focus and intensity control. 

CRT: NEW 7" Tube, normally supplied is medium persistency type 7VP1, or 7JP1 may also 
be used (oscilloscope green trace) — high persistency types available at additional cost. 
DIRECT: Deflection plates available from rear of cabinet. 

INTENSITY MODULATION: Z modulation through modulation amplifier. 

GENERAL: Low loss components; Over-designed fused power supply for additional circuitry; 
Deeply etched aluminum panel. New parts from original manufacturers — (NO SURPLUS); 
Steel cabinet; 11" x 14" x 17"; complete with instruction book and all components; Acces¬ 
sories: Model 912T (MM) Demodulator Probe and Model 960 Capacity Attenuator Probe avail¬ 
able at extra cost — please see specifications on following pages. 

There are many additional features and circuits in kit form, which may be added to the 
Mode' 300. Please write us for descriptive literature. 



300K kit form $ 94.95 

300W .factory wired $199.50 



PRECISE MODEL 610 

Newest RF Signal Generator for AM, FM and TV 


The first low-priced RF Signal Generator to reach 110 MC on fundamentals, 330 MC on harmonics, 
with the accuracy and stability of high-priced equipment. PRECISE achieves this by slug and 
capacity tuning of the coils, along with complete isolation of the Colpitts Oscillator by a Cathode 
Follower Buffer Output. ^ ^ ^ 

The first kit to offer a complete factory pre-assembled and pre-tuned RF Head; Cathode-Follower 
Output; External Modulation; Speech Amplifier; Bridge Type AF Oscillator; Colpitts RF Oscillator; 
Drum Dial; Coaxial Fittings; Individually Tuned Coils; Vernier Tuning; Separate RF Section; 
Complete Shielding, 400 Cycle and 60 Cycle Internal Modulation. 


RF FREQUENCIES: 

BAND 1—300KC to IMC FUNDAMENTALS 
BAND 2— IMC to 3MC FUNDAMENTALS 
BAND 3— 3MC to lOMC FUNDAMENTALS 
BAND 4— lOMC to 30MC FUNDAMENTALS 
BAND 5— 30MC to llOMC FUNDAMENTALS 
BAND 5A—60MC to 220MC 2nd HARMONIC 
BAND 5B—90MC to 330MC 3rd HARMONIC 


8" X 11" X 5"; leather handle; wrinkle 
steel cabinet; deeply etched aluminum 
panel; amphenol type connectors; wt.: 
10 lbs. TUBE COMPLEMENT: 6C4, 


12AX7, 6X5. 

61 OK . 


$ 23.95 


61 OKA 


$28.95 


61OW (factory wired).. $39.95 


PRECISE NEW MODEL 468 — RESISTANCE DECADE BOX 

PRECISE AGAIN LEADS THE FIELD with its New Low-Priced Resistance Decade Box. 

Prices slightly higher in the West Ideal for specialized service work. Compact in size for Bench Drawers and Tool Boxes. 

Engineered with the customary Precise Accuracy and Dependability. 

Knees and specitications 3 Separate Switches, 11 Positions on Each; plus or minus 1% for Extreme Accuracy; 

subiect to Readings from 10 OHM to 1,111,110 OHM in 5 Decades. Binding Posts permit quick 

substitution of equivalent Resistors Indicated on Selector Panel. Deeply etched Aluminum 
change without notice Panel; Rugged Construction; Complete with famous Precise Simplified Construction Manual. 

468K. kit form $18.95 

468W.factory wired $24.95 

CAPACITY DECADE BOX (Not Ulus.) 

lENT HAS THE PRECISE GUARANTEE 478K kit only $18.95 

478W. factory wired $24.95 


ALL EQUIPMENT HAS THE PRECISE GUARANTEE 



3%" x 6'A" X 2" 


SOLD THROUGH LEADING JOBBERS 


WRITE FOR CATALOG #53-AR 


PRECISE DEVEIOPMENICORP. •Oceanside, New York 
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PRECISE 


— THE FASTEST-GROWING KIT MANUFACTURER IN THE WORLD 


IN KIT & WIRED FORM .. 




• PRECISE MODEL 630 

RF-AF-TV and Marker Generator 

The very first kit to reach 110 MC on fundamentals, 330 WIC on harmonics. The first 
kit to offer a complete factory preassembled and calibrated RF head. Pre-tuned RF 
Head; *Audio: 20-20,000 cycles; variable percent modulation; cathode-follower output; 
stepping attenuator; external modulation; speech amplifier; crystal marker; crystal 
amplitude control; RF & AF stand-by; Wien Bridge AF Oscillator; Colpitts RF Oscil¬ 
lator; Drum Dials; Coaxial fittings; individually tuned coils; constant output Impedance; 
filtered line; Vernier tuning on RF &. AF; Separate RF Section; Complete shielding. 

RF FREQUENCIES: AF FREQUENCIES: 

Band 1 —300KC to IWIC FUNDAMENTALS Band 1—20 to 40 Cycles 

Band 2— IMCto 3MC FUNDAMENTALS Band 2—40 to 200 Cycles 

Band 3 — 3MC to lOMC FUNDAMENTALS Band 3—200 to 2K Cycles 

Band 4 — lOMC to 30MC FUNDAMENTALS Band 4—2K to 20K 

Band 5 — 30MC to llOMC FUNDAMENTALS 

Band 5A— 60MC to 220MC 2nd Harmonic 

Band 5B— 90MC to 330MC 3rd Harmonic 

8 X 11X 5"] leather handle; wrinkle steel cabinet; deeply etched aluminum panel; 
amphenol type connectors; wt.: 10 lbs. TUBE COMPLEMENT: 6C4, 6SN7, 6AU6, 6X5. 

630K...^33^^ 


630KA .$38.95 

Factory Wired.$53.95 


• PRECISE MODEL 909 Vacuum Tube Voltmeter 

WHAT BETTER WAY TO BUY THAN BY MAKING A COMPARISON! 

Ceramic precision resistors—1% or better; deeply etched panel; steel cabinet; Amphenol type DC 
connector; special, separate 5V. AC scale for accuracy on low voltages; 250 V. scale enables you 
to read line voltages accurately. 


FREQUENCY RANGE: 

Up to 250 megacycles with PRECISE 912 
Probe (avail at additional cost) 

VOLTAGE RANGE: 

Up to 30,000 V. with PRECISE 999 High 
Voltage Probe (avail, at additional cost) 

FM & TV: 

Special true zero alignment scale for FM & TV 
discriminators; Burn out proof circuit; 25 
Megohm input impedance on DC; complete 
with test leads and Internal battery; oversize 
4V2'' meter; 105-120V., 50-60 cycles, AC; 
wt.: 10 lbs.; 9V2 x 6 x 5”, 


RANGES: 

+ DC: 0-5-25-250-500-1000 Volts 
—DC: 0-5-25-250-500-1000 Volts 
AC: O-5-25-25O-5OOrl00O Volts 
, Ohms: Rxl-Rxl0-Rxl000-Rxl0,000- 
Rxl,000,000 ohms; 
from .2 Ohms to 1 Billion Ohms. 

DB; From —20 to +55 DB 

TUBE COMPLEMENT:^ 

6SN7, 6AL5, 6X5 

909K _ . .^25^® 

Factory Wired.$44.98 



• PRECISE MODEL 907 


Deluxe Vacuum Tube Voltmeter 
(Vertical or Horizontal Construction) 

Another PRECISE First! 

Again giving you the best as a matter of course. In our ever 
continuing effort to provide "ENGINEERING PRODUCTS"' that 
defy competitive efforts. 

GIGANTIC IVz” Meter movement for better visibility, greater 
accuracy; all the unusual values of the Model 909 in a really 
DELUXE version. Specifications same as Model 909. 

8 X 16 X 5". 



Prices slightly higher in the West 

Prices and specifications subject to change without notice 
ALL equipment HAS THE PRECISE GUARANTEE 


Model 907K. .^38^® 

Factory Wired.. . ..$57.98 


SOLD THROUGH LEADING JOBBERS • WRITE FOR CATALOG #53-AR 

PRECISE DEmOPMENT COUP. ♦Oceanside , New York 
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PRECISE 


THE PASTEST-GR0WIN6 KIT MANUFACTURER IN THE WORLD 



OmifKMtettU IN KIT & WIRED FORM ... 



PRECISE MODEL 635 

Universal AF Sine, Square and Pulse Generator 

Efficiently and effectively ascertains all Audio and Video troubles 
Sine waves; square waves; Wien Bridge Oscillator; Pulses; variable impedance output; 
voltage regulation insures a veritably constant output; cathode follower output; Minimum 
overshoot & round-off through 30,000 cycles on square waves and pulses; sine waves 
through 200,000 cycles. 

8x11x 5^'; leather handle; wrinkle steel cabinet; deeply etched aluminum panel; 
ampheiiol type connectors; wt.: 10 lbs. 

TUBE COMPLEMENT: 

1—6AU6; 3-~6SN7; 1—6X5; 1—6S6 

RANGES: 20-40 cycles 
40-200 cycles 

200-2000 cycles 635K . . . . $ ^ ^ 50 

2000-20,000 cycles woaiv. . .. 

20,000-200,000 cycles 

Factory Wired .$52.50 


Precise Model 999 High Voltage Probe 


ODDS ARE MILLIONS OF MILLIONS TO ONE 
AGAINST A VOLTAGE BREAKDOWN IN THIS 
ESSENTIAL PROBE. 

The PRECISE MODEL 999 High Voltage Probe was de¬ 
signed by high voltage measurements with special emphasis 
on SAFETY, OPERATIONAL SIMPLICITY AND RUGGED 
CONSTRUCTION. First in the industry to include any 
one or more of the following exclusive features: 

MULTIPLE INSULATION: The only probe with at least 
three individual media that must be penetrated before a 
voltage breakdown could occur. 

MECHANICALLY SHOCKPROOF CONSTRUCTION: The 
only probe to utilize a double spring suspension system in 
order to protect the Ceramic high wattage multiplier 
resistor. 

INTERCHANGEABLE TIPS: The only probe where two 
tips are supplied — one, the conventional type for probing; 
the other, an alligator clip for connecting permanently 
to the circuit. 

SWIVEL LEAD CONSTRUCTION: A special-fixed slip-ring arrangement is provided which prevents the test lead 
cable from snagging or developing high strains at the junction of the cable and probe handle. 

INTERCHANGEABLE RESISTORS 999. . . .V 



999. . . .Wired Only. 


$A98 








1^* 

• lA 


nPRECISE MODETpio 

10 to 1 Capacity Attenuator Probe 

PRECISE IS FIRST AGAIN! Precise again sets the pace. . . . This time 
with the lowest priced Capacity Attenuator Probe, and what’s more IT 
ALLOWS SCOPE MEASUREMENTS TO BE MADE WITH 1/lOth THE CA¬ 
PACITY LOADING EFFECT. 

• FREQUENCY RANGE: Through 100 MC, flat through normal commercial 
oscilloscope frequencies. 

• READINGS: Attenuated by a factor of ten to one. 960 

• MAXIMUM A.C.: 1000 Volts. Factory Wired Only 

• INPUT CAPACITY: Less than 7 mmfd. 

• Each probe may be individually calibrated. 0*% 11^ 

• Non hydro-scopic Insulation. 


* 5.95 


. PRECISE MODEL 912 R.F. Probe 

Individually calibrated at 75 megacycles for accuracy, impedance and shunt 
capacity. The lowest priced, finest factory wired and calibrated R.F. Probe 
in the industry today. 

• FREQUENCY RANGE: RMS readings from AF through 250 megacycles. 
Veritably flat through 100 megacycles 

• BUILT IN 600 VOLT BLOCKING CAPACITATOR 

• INPUT CAPACITY: The approximate input capacity is less than 3 mmfd 
and usually about 1.2 mmfd. 

• INPUT RESISTANCE; Approximately 200,000 ohms at 1 megacycle 

Approximately 150,000 ohms at 10 megacycles 
Approximately 25,000 ohms at 100 megacycles 

Wired Only. . . . $4^® 

Prices slightly higher in the West 

Prices and specifications subject to change without notice 
ALL EQUIPMENT HAS THE PRECISE GUARANTEE 

SOLD THROUGH LEADING JOBBERS 
WRITE FOR CATALOG #53-AR 


PRECISE DEVEIOPMENT CORP. •Oceanside, New York 


Copyright by U. C. P., Inc. 
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Investigations of complex v/aves take great strides forward when either a Waterman SAR or LAB PULSE SCOPE is employed. 
Their compactness, portability and precision have established a new high in pulse measurement instruments for all electronic 
work. Each PULSE SCOPE has internally generated markers which are synchronized with the sweep with the basic difference that 
the sweep in the LAB PULSE SCOPE initiates the markers while in the SAR PULSE SCOPE it is the crystal controlled markers which 
initiate the sweep. Power supply requirements of 50 to 1000 c.p.s. at 115 Volts permits operation almost anywhere. 


The SAR PULSE SCOPE, model S-L-A, is characterized by 
a pulse rise time of 0.035 microseconds thru a video amplifier 
with a sensitivity of 0,5 Volts p to p/inch. A vertical delay 
of 0.55 microseconds is optional., A and S sweeps covering 
a continuous range from 1.2 to 12,000 microseconds are 
augmented by R sweeps, which in turn are variable from 
2.4 to 24 microseconds, A directly calibrated dial permits 
R sweep delay readings from 3 to 10,000 microseconds. 


The LAB PULSE SCOPE. model S-5-A, has equivalent rise 
time of 0.035 microseconds, a fixed 0.55 microseconds vertical 
delay and 0.1 Volts p to p/inch sensitivity, so arranged as 
to assure portrayal of leading edges on displayed signals. 
A precision calibrated voltage is provided as well as an 
optional sweep expansion of 10 to 1. A built-in trigger 
generator voltage is available for synchronizing any asso¬ 
ciated test equipment. 




WATERMAN RAYONIC^ CATHODE RAY TUBE DEVELOPMENTS 


Since the introduction of the Waterman RAYONIC 3MP1 for miniaturized oscilloscopes, 
scientists in our laboratories have diligently searched for more perfect answers to present day 
cathode ray tube problems. Such research led to the introduction of the revolutionary new 
3SP and 3XP type cathode ray tubes. These tubes were designed with multi-trace oscilloscopy 
in mind. Every avenue of practical design was explored to produce tubes with bright, sharp 
traces and high deflection sensitivity at medium anode potentials. 



Write for your complimentary subscription of “POGKETSCOOP" • OFFICIAL WATERMAN PUBLICATION 
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The Pocket Oscilloscope by 



.. . cwnpaUr.. acevKatZ... jo&doMji/ 


The HIGH, WIDE and TWIN POCKET SCQPES have 
become the '"triple threat” of the oscilloscope industry. 
Their small size, light weight and incredible performance, 
has skyrocketed this team of truly portable instruments 
into unparalleled prominence. Each oscilloscope features DC 
coupled amplifiers in both its vertical and horizontal chan¬ 
nels. The HIGH GAIN, S-14-A POCKET SCOPE, has a 
vertical sensitivity of 10 millivolts rms/inch, and a frequency 
response within ~2 db from DC to 200 KC, while the WIDE 
BAND S-14-B POCKET SCOPE is characterized by fre¬ 
quency response within —2 db from DC to 700 KC and a 
sensitivity of 50 millivolts rms/inch. 


The TWIN POCKET SCOPE is essentially two HIGH 
GAIN POCKET SCQPES with individual cathode ray tubes, 
amplifiers, controls, but a common sweep generator. All 
these are endowed with many identical characteristics. Their 
sweep generators can be operated as triggered or repetitive 
over a frequency range from 0.5 cycles to 50 KC, with 
synchronization polarity optional. Return traces are blanked 
and provisions are made for modulating the intensity in 
each cathode ray tube. 

Laboratory quality has not been sacrificed in order to 
accomplish portability and ruggedness. Investigate the many 
advantages of Waterman POCKET SCQPES. 


The INDUSTRIAL POCKET SCOPE, POCKETSCOPE 
model S-ll-A, has become America’s 
most popular DC coupled oscilloscope 
because of its small size, light weight, 
and unique flexibility. This compact 
instrument has identical vertical and 
horizontal amplifiers which permit the 
observation of low' frequency repetitive 
phenomena, while simultaneously elimi¬ 
nating undesirable trace bounce. Each 
amplifier sensitivity is 0.1 Volt rms/inch. 

The frequency responses are likewise 
identical, within —2 db from DC to 
200 KC. 

Discover for yourself the amazing utility 
of this tiny work-horse of! industrial 
electronics. 


RAKSC0PE@ The S-12-B RAK SCOPE is a rack 

- mounted, JANized version of the famous 

Waterman S-ll-A POCKET SCOPE, with 
the addition of a triggered sweep and a 
special calibrating circuit for rapid 
frequency comparisons. The entire 
oscilloscope is built to occupy but seven 
inches when mounted in a standard 
relay rack. 

Because provisions are made for apply¬ 
ing input signals from the rear, as well 
as the front, the S-12-B is the ideal 
combination, systems monitor and 
trouble-shooting oscilloscope. Investi¬ 
gate the multiple applications of this 
instrument as an integral part of your 
own rack mounted apparatus. 



WATERMAN PRODUCTS CO., INC. 


PHILADELPHIA 25, PENNA., U. S. A, 


CABLE ADDRESS, POKETSCOPE, PHILA. 


'"llaniacturers of POCKETSCOPES® • RAKSCOPES® • PULSESCOPES® anrf RAYONlC TITbI^^ 
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PRECISION 
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FREED TEST INSTRUMENTS 


^o>t 

DUALITY 


LOW FREQUENCY 


V* -r „ ««rv 

“Q” 


INDICATOR 




SPECIFICATIONS 


Range of “Q” Measurements: The range of “Q’* factors is from 
.5 to 500 over the frequency range from 50 to 60,000 cycles. 
The accuracy of “Q” measurement is approximately 6% for fre¬ 
quencies up to 50,000 cycles. 

Oscillator Frequency Range: Continuously variable from 20 to 
200,000 cycles in four ranges. 

Frequency Accuracy: 1% under normal temperature conditions. 
The frequency stability is better than 2% over a long period 
of time. 

Output Imepedance and Voltage: Four output impedances are 
available. 


TYPE NO. 103 0 

USES 

The Type 1030 Low Frequency “Q” Indicator measures directly the “Q” factor 
of coils. The instrument can also be used to measure the inductance of coils, 
distributed capacity, impedances, and dielectric losses. The “Q” Indicator can 
be used to study the magnetic properties of iron, such as stability of iron cores 
in function of applied voltages, and iron losses as a function of the frequency. 

FEATURES 

The main and essential feature of the instrument is that the “Q” factor is read 
directly without any complicated computations. The possibility of measuring 
“Q” through the whole audio and supersonic frequency range is provided. The 
setting up and the measuring of the “Q” of coils is practically instantaneous. 
The instrument is unaffected by line voltage variations, is entirely self-contained 
and A.C. operated. Both meters (“multiply-by” and “Q”) are protected against 
overloads and cannot be burned out. The effective frequency range for “Q” 
measurements is 50 to 50,000 cycles. Due to the fact that the R. C. Oscillator 
frequency range is from 20 to 200,000 cycles, comparative “Q” Measurements 
can be made below 50 Cycles arid above 50,000 cycles. Since the “Q” factor 
appears as a relative quantity, i.e., a ratio of two voltages, the tracking of 
the two meters is such that a reasonably good accuracy of “Q” factors is ob¬ 
tained for frequencies above 50,000 cycles. The terminals of the variable decade 
condensers are available directly on the front panel of the instrument and can 
therefore be used as a high quality precision variable condenser. The R. C. 
Oscillator and variable impedance amplifier can be used as a separate low fre¬ 
quency generator with a maximum output power of five watts into a 50 ohm 
load. The “Q” scale is calibrated from 0 to 50. A high accuracy of measure¬ 
ment is obtained, since for any position of the multipliers, a total of “Q” 
variation from 0 to 50 is read on a 4 inch meter. “Q” factors of coils can be 
measured with up to 50 volts across the coil, and therefore makes it possible 
to determine the stability and the variations of the “Q” factor of coils in 
function of the applied voltage. The voltage fed into the series circuit is 
variable from 10 volts to .01 volt. 

(a) 10 ohms impedance — 10 V Output Voltage 

(b) 1 ohm impedance — IV Output Voltage 

(c) .2 ohm impedance — .IV Output Voltage 

(d) .1 ohm impedance —.01 V Output Voltage 

Those Impedances are measured at 50,000 cy. 

Variable Condenser: The variable condenser is composed of a 
10 X 1 mf., 10 X 0.1 mf., 10 x 0.01 mf., 10 x 0.001 mf. decade 
condenser and a 0.001 mf. variable air condenser. 

Power Supply : The instrument is entirely self-contained and A.C 
operated. Total consumption 200 watts. 


W. D. H. 

Dimension . 19^/^'^ 14^'' 23" 

Weight .120 lbs. 


TYPE 1 02 0-B MEGOHMMETER 


USES: The Freed Type 1020-B Megohmmeter is a self contained and a-c operated instrument 
equally useful in the laboratory or for production testing of the leakage resistance of insulation 
materials, condensers, cables, motors and transformer windings. 

FEATURES: Resistance values indicated directly on a four inch meter protected against 
over-load. 

Rapid and safe to use, test voltage removed from terminals and capacitive component discharged 
to ground in all positions of multiplier switch. Low resistance in series with component under 
test provides very short charging time for even the very largest capacitors. Calibration position 
provided to check accuracy of 500 volts d-c potential. 

500 volt test supply electronically regulated. 

SPECIFICATIONS 

Range: 1 megohm to 2,000,000 megohms in six overlapping ranges selected by a multiplier 
switch. 

Accuracy: Plus or minus 8% on resistance values up to 100,000 megohms; plus or minus 5% 
from 100,000 to 2,000,000 megohms. 

Voltages on Unknown: The voltage applied to the unkown terminals is 500 volts d-c and is 
independent (less than 1%) of the value of the unknown. 

Stability: Line voltage variations from 105-125 volts will cause less than 2% variation in 
the meter reading. 

Power Supply: 105-125 volts A.C. 50-60 cycles 80 watts. 

Dimensions: OVz x loy^ x 8 inches. 

Net Weight: 18 pounds. 



For Prices on Freed Test Instruments, refer to Section N, Page N-81 


Radio’s Master — 18th Edition 

Pa 90 0-120 


Copyright by U. C, P,, Inc. 















































































TYPE 1110-A INCREMENTAL INDUCTANCE BRIDGE 



USES 

The Incremental Inductance Bridge is designed for measuring the inductance of 
Iron Core components at any frequency up to 10,000 cycles. Inductors can be 
measured with a superimposed direct current, therefore, the bridge will measure 
the incremental inductance of coils. The bridge can be used for determination 
of storage factor, “Q”, either at a given frequenc}'^ in function of the applied 
voltage or at a given voltage in function of the applied frequency. The bridge 
can be used by the manufacturers of iron core components, such as filter chokes, 
high Q coils, and iron core audio and supersonic frequency components. Due 
to its very wide inductance range the instrument can be used as a general 
purpose laboratory inductance bridge. 

SPECIFICATIONS 

Inductance Ranges: One millihenry to one thousand henries in five ranges. In¬ 
ductance values are read directly from a four dial decade and a multiplier switch. 
The last range may be extended to 10,000 henries through the use of an external 
resistance. 

Conductance Ranges: One micromho to one mho in five ranges, read directly 
from a four dial decade and a multiplier switch. This conductance represents 
the reciprocal of the A.C. resistance of the coil. 

“Q” Range: “Q” is measured as the product of Inductance (L) and Conductance 
(G). The range of “Q” measured on the bridge is 0.5 to 100. Measurement of 
inductance is independent of the values of “Q”. 

Accuracy: 1% through the frequency range from 60-1000 cycles 2% for fre¬ 
quencies from 1000 to 10,000 cycles. This accuracy is decreased for extreme 
positions of the multiplier. Conductance measurements 5% from 60-1000 cycles. 


Frequency Range: The bridge is calibrated and adjusted at both 60 
and 1000 cycles, but can be used at any frequency up to 10,000 
cycles. Errors resulting from stray capacity increase with frequency. 
Coils having a high inductance should be measured at a low fre¬ 
quency to avoid resonance effect. 

Range of Superimposed D.C.: On multiplier switch position L X 100 
the D.C. is limited to 10 ma. 

On the position L X 10, the D.C. is limited to 250 ma. 

On all other positions the D.C. can be one ampere maximum, 


Mounting: The bridge is supplied in a walnut cabinet or on special 
order for standard rack mounting. 

W H D 

Dimensions: Rack: 19''x8"xl4" 

Cabinet: 21"x8"xl4%" 

Net Weight: Rack—37 lbs.; Cabinet—48 lbs. 


TYPE 1150 UNIVERSAL BRIDGE 


FEATURES 

The Universal Bridge offers a variety of five possible bridge circuits. A wide 
range of capacitance, inductance, impedance, and phase angle measurement can 
be made throughout the frequency spectrum from 20 cycles to 20,000 cycles. 

By using decade resistors in the variable arms the unknown can be measured to 
four significant figures. 

Operation is simple and both terminals and controls are arranged for convenience 
and ease of measurements. 

SPECIFICATIONS 

Frequency Range: The bridge can be used at frequencies from 20 cycles to 
20,000 cycles. 

Accuracy: All resistors of the bridge arms are adjusted to 0.1%. The absolute 
accuracy of measurement will depend upon the accuracj^' of standards used, 
inductance Range: The bridge will measure inductance of coils from 0.1 mh 
to 1000 henries with an accuracy of 0.5% at 1000 cycles. 

Capacitance Range: Condensers from .001 mf to 1 mf can be measured to within 
0.5% at 1000 cycles. Condensers below .001 mf should be measured by the 
substitution method. 

Mounting: The bridge is supplied in a walnut cabinet or on special order for 
standard rack mounting. 

W D H 
Dimensions: 19"x8l^"xl2" 

Weight; 32 lbs. 



NO. 1180 A.C. SUPPLY 

A valuable laboratory instrument with continuously variable output from 1/10 
volt to 100 volts at 60 cycles. 

Dimensions: Width—19"; Depth 5"; Height 7" 

Weight: 13^ pounds. 



For Prices on Freed Test instruments, refer to Section N, Page N-8I 
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TYPE NO. 1170 D.C. SUPPLY 


USES 

The Type 1170 Power Supply is intended to be used as a dependable source of 
direct current for the Incremental Inductance Bridge Type No. IIIOA. The 
supply can also be used as a general laboratory substitute for a high voltage 
storage battery. 

DESCRIPTtON 

The Type 1170 D.C. supply consists of an electronically regulated high voltage 
supply. Four independent control circuits provide four current ranges, namely 
5 milliamperes, 25 milliamperes, 100 milliamperes and 500 milliamperes. The 
output current is indicated by a multirange 4" meter. 

SPECIFICATIONS 

Current Ranges: Four current ranges—5, 25, 100 and 500 milliamperes. 
Voltage Ranges: The maximum no load voltages corresponding to the four cur¬ 
rent ranges are the following; 500 MA—270 volts, 100 MA—270 volts, 25 
MA—55 volts, 5 MA—25 volts. On both 500 MA and 100 MA range with the 
control set to zero, the output voltage is independent of the load. 

Voltage Regulation: The unit operates from a 115 volts, 50-60 cycle line. For 
a line variation of plus or minus 10%, the output voltage shall not vary more 
than ±11/4 %. 

Power Consumption; Under 500 MA full load the power consumption is 360 
watts. Under no load conditions the consumption is 150 watts. 

Hum Level: On the 270 volt, 500 milliampere range the hum level under full 
load condition is 6 millivolts which corresponds to —93 Db. 

Mounting: The instrument is supplied for mounting on a 19 inch relay rack 
or for cabinet mounting. 

Dimensions: Rack: 19" W. x D. x 12Cabinet: 21W. x 15" D. 

X 14" H. 

Net Weight: Rack Mounted—68 lbs. In Cabinet—89 lbs. 



NO. 1210 NULL DETECTOR AND VACUUM TUBE VOLTMETER 


USES 

The Type 1210 Null Detector and Vacuum Tube Voltmeter is primarily designed 
for bridge measurements. The Null Detector indicates the balance of the bridge, 
and the Vacuum Tube Voltmeter indicates the voltage across the unknown two 
terminal or four terminal network. The three selective circuits provide means 
for sharply tuning the instrument to audio frequencies commonly used for 
measurements. The Vacuum Tube Voltmeter can be used as a general purpose 
audio Vacuum Tube Voltmeter. 

DESCRIPTION 

The Type 1210 Null Detector and Vacuum Tube Voltmeter is a combination of 
the Model 1140 Null Detector Amplifier, and a modified model 1060 high input 
impedance Vacuum Tube Voltmeter. Both instruments are independent and feed 
two separate 4" meters. 

SPECIFICATIONS 

NULL DETECTOR 

Input Impedance: 1 megohm in parallel with 26 mmf. 

Frequency Response:^ 2 Db from 20 to 20,000 cycles—5 Db at 50,000 cycles. 
Null Detector Sensitivity: At 1000 cycles, 100 microvolts will give a 15% 
meter deflection. 

Selective Amplifier: 23 Db second harmonic attenuation at 60 cycles, 400 cycles 
and 1000 cvcles. 

VACUUM TUBE VOLTMETER 

Voltage Ranges: .01 volts to 100 volts in four ranges—(.1—1—10—100 volts 
at % of scale.) 

Accuracy: 2% of full scale on all four ranges. 

Waveform Error: The instrument is a full wave average meter and is free of 
turnover effects. For small amounts of distortion the accuracy of the instrument 
is independent of the waveform. 



Frequency Range: 20 cycles to 20,000 cycles (1 Db). 
Input Impedance: Equivalent to 50 megohms resistance 
in parallel with a 15 mmf condenser. 

Meter Scale: Voltage scale calibrated from 0 to 150. 
Decibel scale calibrated from—6Db to -fS Db. 
Dimensions: Rack Mounting 19" x 9" x 
Net Weight: 25 Lbs. 


MODEL 1140 NULL D E T E C T O R - A M P L I F I E R 



USES 

The Freed Model 1140 Null Detector Amplifier is a sensitive null indicator for bridge 
measurements, providing visual null indications or aural when used in conjunction with head¬ 
phones. The unit may also be used as a high gain amplifier for general laboratory work. 

DESCRIPTION 

Functionally the instrument consists of a high ^ain linear amplifier with a 30 db. input 
attenuator in addition to the variable gain control. A four inch panel meter provides visual 
null indications, the response of the meter circuit is approximately logarithmic over a 40 db. 
voltage range. Resonant circuits tuned to 60, 400 and 1000 cycles limit the amplifier trans¬ 
mission characteristics to the three audio frequencies commonly used for bridge measurements. 

SPECIFICATIONS 

Input impedance: 1 megohm in parallel with 25 mmf. GAIN: 98 db. with 1 megohm load 
(6 mmf. shunt capacity), down 1.5 db. at 25,000 cycles, down 5 db. at 50,000 cycles, 
down 2 db. at 20 cycles. 

Null Detector Sensitivity: At 1 Kc. 100 microvolts will give a 15% meter deflection. 
Selective Amplifier: 23 db. second harmonic attenuation at 60, 400 and 1000 cycles. 

Output Impedance: Approximately 50,000 ohms. 

Output Voltage: 40 volts undistorted into 1 megohm load, 10 volts into 20,000 ohms. 
Power Supply: 105-125 volts, 50-60 cycles, 35 watts consumption. 

Mounting: This instrument can be supplied in cabinet model (Type No. 1140) or in a 
standard relay rack mount with dust cover (Type No. 1140R). 

Dimensions: (Type No. 1140) ISYz" x SYz" x 10" overall; (Type No. 1140R) 19" L. 
X 7" W. X 9" D. 

Weight: 24 lbs. 
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MODEL 1040 A.C.-V.T. VOLTMETER 



USES 

The type 1040 Vacuum Tube Voltmeter is a high impedance wide frequency range voltmeter which can be 
used at audio and supersonic frequencies. It is particularly recommended for (1) vibration studies involving 
very low frequencies, (2) frequency characteristics and gain measurements on amplifiers, (3) transmission 
losses on telephone circuits: filter and carrier systems up to 250,000 cycles, and (4) acoustic measurements, 
such as, determination of frequency response of microphones and loudspeakers. Because of the high sensitivity 
of the instrument, the voltmeter can be advantageously used as a null detector in A.O. bridge measurements. 
In addition to its use as a voltmeter, the instrument can be used as an ammeter to measure a wide range of 
currents by connecting it across suitable resistors. 

FEATURES 

Because of the low input capacity, a high value of input impedance is maintained over the five ranges of the 
voltmeter. A balanced rectifier, a balanced D.C. amplifier circuit, and a high amount of degeneration through¬ 
out the amplifier makes it independent of line voltage variations and changes in tube characteristics. A very 
important feature of the instrument is the logarithmic voltage scale of the meter. With this type of scale, 
the percentage accuracy of reading is uniform over the entire scale. Another advantage of the logarithmic 
scale is that it provides a uniform decibel scale which is a very valuable feature in sound and communication 
measurements. A zero adjustment and full scale adjustment are provided. These two controls serve for all 
ranges and no re-setting is necessary when switching from one range to another. The time constant of the 
instrument is adjusted in order to read very low frequencies of 7 to 10 cycles without any vibration of the 
needle. The circuit of the meter is arranged so that it can not be burned out by any overload of the instru¬ 
ment. The vacuum tube voltmeter is small, compact, entirely self-contained, A.O. operated. 


SPECIFICATIONS 


Voltage Ranges: .001 volts to 100 volts in five ranges 
(.01, .1, 10, and 100 volts full scale). 

Accuracy: 2% on full scale on all five ranges, on 
sinusoidal voltages. 

Waveform Error: The instrument is a peak voltmeter 
calibrated to read KMS values. On distorted wave¬ 
forms, the percentage deviation of the reading from 
RMS values may be as large as the percentage of 
the harmonics present. 

Frequency Ranges: 10 to 200,000 cycles, .1 db. vari¬ 
ation from 20 cycles to 160,000 cycles: .50 db. 
variation from 10 cycles to 200,000 cycles. 

Input Impedance: Equivalent to 500,000 ohm re¬ 
sistance in parallel with a 16 MMP. condenser. 


Stability: Effect of variation in line voltage from 100 
volts to •125 volts is 1%. Effect in changes of tubes 
is less than .5%. 

Scale: Logarithmic voltage scale calibrated from 1 
to 10 plus a linear decibel scale calibrated from 0 db. 
to 20 db. 

Meter: 4" suppressed zero 1 MA meter protected 
against overloads. 

Power Supply: The instrument is entirely self-con¬ 
tained and operates on 100-125 volts, 50-60 cycles. 
Total consumption, 40 Watts. 

Dimensions: 4%" High x Wide x 9%" Long. 

Weight: 12 pounds. 


NO. 1010 COMPARISON AND LIMIT BRIDGE 


USES 

This instrument is a Comparison and Limit Bridge for use in both laboratory and production 
testing of resistors, condensers and inductors. The manufacturer of these components can use 
it for production tests, the user for incoming inspection and acceptance tests. The instrument 
is particularly useful for laboratory work (bridge or filters) where very accurate components 
are required. 

FEATURES 

For precision and production testing, the bridge has many advantages. Power line operation 
and the visual indicator make the instrument completely self-contained. It can be used in 
noisy locations. Its small size and light weight permit the instrument to be moved easily and 
to be set up wherever necessary, 

DESCRIPTION 

The instrument is composed of an oscillator, a bridge and a selective amplifier. The oscillator 
output is coupled into the bridge through a shielded isolation transformer. A switch is pro¬ 
vided which connects either a high or low impedance winding across the bridge, consisting of 
two fixed resistors, the unknown impedance and the standard. A variable resistor between the 
two fixed resistors makes it possible to read the percentage difference between the unknown 
and the standard on a specially calibrated dial, A high gain selective amplifier indicates the 
balance of the bridge. The general method of testing is the comparison of an unknown com¬ 
ponent with a standard component of the same type. Accurate percentage measurements are 
obtained by the use of precision components in the arms of the bridge. The use of high gain 
amplifier and adequate internal shielding assures a very sharp and distinct balance. 

A visual null indicator, consisting of a meter used in connection with the high gain amplifier 
makes it possible to use the No. 1010 Bridge as a precision limit bridge in production testing. 



SPECIFICATIONS 


Frequency —Three frequencies are available: 50 to 60 cycles, 1000 
cycles and 10000 cycles. The 50 or 60 cycles are taken from the 
line. The 1000 and 10000 cycles are generated by an oscillator 
and are accurate to within ±2%. 

Range —Two comparison ranges are provided; 5% and 20%. The 
percentage difference is read directly on a calibrated dial. 

Resistor Measurements —Resistors from 1 ohm to 10 megohms may 
be compared at 60 cycles to an accuracy of ±.1%, 

Condenser Measurements —Condensers from 50 mmfd to 10 mfd are 
measured at 1000 cycles. Condensers above 10 mfd are measured 
at 60 cycles. Condensers below 50 mmfd may be measured if the 
ground-unground switch is in the unground position. 

Inductor Measurements —Inductors may be measured at 60, 1000 or 
10000 cycles depending on their value. Range: 10 microhenries to 
1000 henries. 


Accuracy —On the 5% position the components can be adjusted to 
within an accuracy of ±.1%. 

Voltage Applied to the Unknown —Two controls are provided to vary 
the voltage across the unknown, A special low impedance winding is 
used when measuring small impedances and the voltage across these 
may be varied from ,1 to 1 volts. For higher values of impedance 
the voltage may be varied from .5 to 15 volts. 

Power Suppiy —105-125 volts; 50-60 cycles. 

Tube Complement —The following tubes are required and supplied 
with the instrument; 1-6X4, 1-6AQ6, 3-12AX7. 

Por.tabie —Carrying cabinet of all metal construction. 

Dimensions — lOYz" x 12" x 12". 

Net Weight —17 pounds. 
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DECADE INDUCTORS 


Primarily designed for use in wave filters* tuned circuits and 
equalizers for audio and supersonic frequencies. The stability, 
accuracy and high value of “Q” makes these Decade Inductors 
invaluable laboratory instruments. 

No. 1160 No. 1162 

10 X 1. HY Steps 10 X .01 HY Steps 

10 X .1 HY Steps 10 x .001 HY Steps 

10 X .01 HY Steps 10 x .0001 HY Steps 

500-15,000 Cycles 10,000-300,000 Cycles 

No. 1161 No. 1164 

10 X .1 HY Steps 10 X 10 HY Steps 

10 X .01 HY Steps 10 x 1 HY Steps 

10 X .001 HY Steps 10 x .1 HY Steps 

2000-50,000 Cycles 50-1000 Cycles 

No. 1163—3 Unit Decade Inductor 
10 X .1 HY, 10 X .01 HY, 10 x .001 HY 
Frequency Range, 500-15,000 cycles. 

0=60 @ 1,000 cycles. 


No. 1342—3 Unit Decade Inductor 
10 X 10 HY, 10 X 1 HY, 10 x .1 HY. 
Frequency Range, 200-2,000 cycles. 
Q=:80 @ 500 cycles. 




No. 1270—10 X 1 HY. 

Frequency Range, 500-15,000 cycles. 
Q=160 @ 1,000 cycles. 

No. 1240—10 X .1 HY. 

Frequency Range, 500-15,000 cycles. 
Q=160 @ 1,000 cycles. 


No. 1280—3 Unit Decade Inductor 
10 X .1 HY, 10 X .01 HY, 10 x .001 HY. 
Frequency Range, 500-15,000 cycles. 
Q=160 @ 1,000 cycles. 

No. 1310—3 Unit Decade Inductor 
10 X 1 HY, 10 x .1 HY, 10 X .01 HY. 
Frequency Range, 500-15,000 cycles. 
QnlOO @ 1,000 cycles. 


No. 1260—4 Unit Decade Inductor 
10 X 1 HY, 10 X .1 HY, 10 X .01 HY, 
10 X .001 HY. 

Frequency Range, 500-15,000 cycles. 
Q=60 @ 1,000 cycles. 

No. 1290—4 Unit Decade Inductor 
10 X 1 HY, 10 X .1 HY, 10 X .01 HY, 
10 X .001 HY. 

Frequency Range, 500-15,000 cycles. 
Qzr:i60 @ 1,000 cycles. 


No. 1230—10 X .01 HY. 

Frequency Range, 500-15,000 cycles. 
Q=:160 @ 1,000 cycles.. 

No. 1220—10 X .001 HY. 

Frequency Range, 500-15,000 cycles. 
Q=160 @ 1,000 cycles. 

No. 1341—Decade Inductor, 10 x 10 HY. 
Frequency Range, 200-2,000 cycles. 

Q=80 @ 500 cycles. 



No. 1250 DECADE X 

CONDENSER T 

High quality Decade Condenser 
designed for use in Wave Filters, 
Tuned Circuits and Equalizers for 
Audio and Supersonic Frequency. 

The stability, accuracy and low 
dissipation factor make this 
Condenser Decade an invaluable 
laboratory instrument. 1.110 mf 
in 0.001 mf steps ±1% accuracy. 
Maximum Voltage 500 peak. 

Dimensions: Width 6"; Depth 4^/^"; 

Height 18%". 

Weight: 8 pounds. 



^ No. 1410 HARMONIC 
DISTORTION METER 

FOR CARRIER FREQUENCIES 

Frequency range 20,000 cycles to 
one megacycle. Harmonic distor 
tion range from 1/10% to 30% 
Maximum input voltage 1000 
volts. The instrument is self 
contained and A.C. operated. 

Dimensions: Width 19i/4"; 

Depth 10 % "; Height 15". 

Weight: 45 pounds. 



No. 1060 VACUUM TUBE 
VOLTMETER 


A 50 Megohm Input impedence wide frequency 
range voltmeter which can be used at audio and 
supersonic frequencies. 

Particularly recommended for: (1) Vibration 
studies involving very low frequencies. (2) Fre¬ 
quency characteristics and gain measurements on 
amplifiers. (3) Transmission losses on telephqne 
carrier systems. 

High input resistance together with the small 
input capacity makes the instrument invaluable 
for high impedance tuned circuit measurements 
at audio and supersonic frequencies. 
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Q-meter 

TYPE 260-A 

Freq. Range 50 kc. to 50 me. 

Radio frequency circuit design 
often requires the accurate 
measurement of Q, inductance, 
and capacitance values. For this 
application, the Boonton Radio 
Q-Meter has become the univer¬ 
sal choice of radio and electronic 
engineers throughout the country. 

Each component part and 
assembly used in the manufac¬ 
ture of this instrument is de¬ 
signed with the utmost care and 
exactness. Circuit tolerances are 
held to values attainable only in 
custom built instruments. 



The Type 260-A Q Meter provides a scale for read¬ 
ing low values of Q, as well as a “AQ” scale, two 
paralax-free meters, recessed dials and other de¬ 
sirable features. The beam pentode r.f. oscillator 
results in good waveform and allows smooth oscil¬ 
lator output variation through screen grid control. 
The use of a newly developed, low inductance, low 
resistance injection resistor, a rugged thermocouple 
running at a comparatively low temperature, and a 
controlled oscillator output between ranges mini¬ 
mizes the possibility of thermocouple damage. The 
“LO Q” and “AQ” scales greatly facilitate the use 
of the instrument in measuring the effect on Q result¬ 
ing from changes in test circuit parameters, as well 
as allowing closer readings of Q at the lower values. 

The symbol Q is commonly used to designate the 
ratio of reactance to effective resistance of a coil 
(Qrz:27rfL/R) or a condenser (0=1 /27rfCR). This fac¬ 
tor is of fundamental significance in circuit design 
since it is a “figure of merit” of the reactive elements. 
By Introducing a calibrated r.f. voltage from the self- 
contained oscillator into the series resonant Q circuit 


B00NT0ftr%ADI0 


and measuring the voltage across one of the circuit 
reactances, the ratio of the latter to the applied volt¬ 
age is the Q of the circuit. The measurement requires 
a single operation and the circuit Q is read directly 
on the meter. 

SPECIFICATIONS 

Frequency Coverage: 50 kc. to 50 me. continuously variable in 
eight ranges. 

Frequency Accuracy; Approximately ±1 %. 

Range of Q Measurements: 1 0 to 625, 

Range of Difference Q Measurements: 0 to 125. 

Internal Resonating Capacitance Range: 

Main Tuning Dial: 30 to 450 mmf (direct reading) calibrated 
in 1.0 mmf Increments from 30 to 100 mmf: 5.0 mmf in¬ 
crements from 100 to 450 mmf. 

Vernier: —3.0 to -]-3.0 mmf (direct reading) calibrated in 
0.1 mmf increments. 

Accuracy of Resonating Capacitor: 

Main Tuning Dial: Approximately ±1 % cr 1.0 mmf, which¬ 
ever is greater. 

Vernier: itO.l mmf. 

Power Supply: 90-130 volts, 60 cps (internally regulated). 
Power Consumption: 65 watts. 

Model available for other Power Supply voltages and fre¬ 
quencies. 

Type 103-A Accessory Inductors available for entire frequency 
range. 

Price: $725.00 F.O.B. Factory. 
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SPECIFICATIONS 

Frequency Coverage: 20 me to 260 me. Continuously variable 
in four ranges. 

Frequency Accuracy: Calibrated to ±; T %. 

Range of Q Measurements: 5 to 1200. 

Range of Differential Q Measurements: 0 to 100. 

Accuracy of Q Measurements: Circuit Q of 400 read directly 
on meter can be determined to accuracy of ±7% to 100 me 
and to ±15% to 260 me. 


Q-METER 

TYPE 190-A 


Frequency Range 20 me. to 260 me. 

The Q Meter Type 190-A measures Q over a 
very wide range at VHF. It also measures dif¬ 
ferences in Q between a reference circuit and 
other circuit configurations on a sensitive Dif¬ 
ferential Q Scale. All of the indications are 
made on a single parallax free meter. The 
internal variable condenser used to resonate 
external coils is calibrated at 0.1 mmf intervals 
and eleven complete turns of the dial are 
required to cover the capacitance range. This 
new design includes the results of many years 
experience in the development and applica¬ 
tion of Q Meters. 

Internal Resonating Capacitance Range: 7.5 mmf to 100 mmf 
(direct reading) calibrated in 0.1 mmf increments. 

Accuracy of Resonating Capacitor: ± 0.2 mmf to 20 mmf 

± 0.3 mmf to 50 mmf 
± 0.5 mmf to 100 mmf 
Power Supply: 90-130 volts—60 cps (internally regulated). 
Power Consumption—55 watts. 

Weight: 25 lbs. 

Price: $625.00, F.O.B. Boonton, N. J., U.S.A. 


(Specifications subject to change without notice) 


QX CHECKER TYPE 110-A 

Frequency Range 100 kc. to 25 me. 

The QX-Checker is a production type test instrument 
specifically designed to compare reactance and 
relative Q of RF components with approved stand¬ 
ards. The two factors, reactance and relative Q, are 
separately indicated, one on a meter and the other 
on a condenser dial, so that the deviation of either 
from established tolerances is immediately shown. 
Built to laboratory standards, the QX-Checker is a 
sturdy, fool-proof instrument for use in production 
work by factory personnel. 

SPECIFICATIONS 

Oscillator Frequency Range: 100 kc. to 25 me. in 6 ranges 
using accessory plug-in coils (two coils furnished with each 
instrument). 

Accuracy of Coil Checks: Coils may be checked against a 
standard to within about 0.2 % with inductance values of 
10 microhenries to 10 millihenries and Q of 100 or greater. 




Capacitance Range: Capacitance values ranging between 
approximately 2-1000 mmf. may be checked against a standard 
to an accuracy of a few tenths of one mmf. if the Q of the 
capacitor is high. 

Power Supply: 100-125 volts, 50-60 cycles, also 200-250 
volts, 50 cycles. 

Dimensions: Width 12 74", Depth 18", Height 8". 

Weight: 26 lbs. 

Price $340.00, F.O.B. Boonton, N. J., U.S.A. 
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FM-AM 

SIGNAL 

GENERATOR 

TYPE 202-B 

Frequency Range 54 me. to 216 me. 

The type 202-B FM-AM Signal Generator has been 
developed to meet the needs of engineers en¬ 
gaged in the design of FM and television receivers 
for operation within the frequency range of from 
54 megacycles to 216 megacycles. 

This instrument has been proportioned for maxi¬ 
mum conservation of laboratory bench space, 
with frequency dial, modulation and output meters 
positioned at eyelevel for maximum readability. 
The unit is finished in grey wrinkle enamel with 
engraved panel and is supplied complete with 
tubes and standard output cable. 

SPECIFICATIONS 

RF Range: Frequencies from 54 me. to 216 me. are covered 
in two ranges, 54-108 me. and 108-216 me. 

Main Frequency Dial: The two RF ranges are calibrated 
directly in megacycles to an accuracy of within ±: 0.5%. 

The dial is also divided in 24 equal divisions for use with 
the vernier frequency dial. 

Vernier Frequency Dial; The vernier frequency dial is divided 
in 100 divisions and Is geared to the main dial through a gear 
train having a 24:1 ratio. The approximate frequency change 
per vernier division is 26 kc. on the low range and 52 kc. on the 
high range. 

Frequency Modulation (Deviation); The FM deviation is con¬ 
tinuously variable from zero to 240 kc. The modulation meter is 
calibrated in three FM ranges (Dzero to 24 kc.,(2)zero to 80 kc. 
and (3) zero to 240 kc. deviation. 

Amplitude Modulation: The modulation meter is calibrated at 
30% and 50% amplitude modulation. AM is continuously 
variable from zero to 50 % . 

Modulation Controls; Separate potentiometers are provided for 
continuous control of FM and AM levels. 

^iodulating Oscillator: The internal AF oscillator may be 
»iYitched to provide either frequency or amplitude modulation; 
It may also be switched off. External binding posts permit the 
use of an external AF oscillator for either FM or AM. Both 
internal and external AF oscillators may be used simultaneously, 
thus providing either FM or AM at two modulation frequencies 
simultaneously or simultaneous FM and AM. The internal AF 
oscillator provides eight fixed frequencies which may be selected 
by a rotary type switch—50, 100, 400 cycles and 1, 5, 7.5, 
10 and 15 kilocycles, accurate to within 5%. The output 
voltage of the internal AF oscillator is available at the external 
binding posts for synchronizing or other purposes. 

RF Output Voltage: The RF output voltage is continuously 
variable over a range from 0.1 microvolt to 0.2 volts at the 
terminals of the output cable. The impedance at the RF output 
jack, looking Into the instrument, is 53 ohms resistive. The 
output cable has a 53 ohm resistance termination at the terminal 
end hence the output impedance of the unit with cable attached 
is 26.5 ohms. 



Distortion: FM distortion at 75 kc. deviation is less than 2% 
when modulated with the internal AF oscillator or an external 
AF oscillator having 0.5 % distortion or less. At 50% amplitude 
modulation the distortion is about 5 % using the internal AF 
oscillator and decreases as the modulation percentage is 
reduced. An external AF oscillator may be employed for 
amplitude modulation if desired. 

Spurious RF Output: All spurious RF output voltages are at least 
30 db. below the desired fundamental. The RF leakage is 
very low. 

Fidelity Characteristics: The deviation sensitivity of the FM 
modulation system as a function of frequency is constant from 
dc. to over 10 kc. At 1 5 kc. the deviation as indicated on the 
modulation meter is 0.5 db. higher than the true value. The 
amplitude modulation system is also flat from dc. to 10 kc., 
anci departs from nominal by 1.0 db. at 1 5 kilocycles. 

Power Supply: The power supply is self-contained in the instru- 
ment for use on 60 cycles, 110 volts. 

Accessories: 207A Frequency Converter (Frequency range 0.1 
me. to 55 me.). 

Dimensions: Height: 17"; Width: ISVz"; Depth: liy 2 ". 
Weight: 35 lbs. 

Price: $975.00, F.O.B. Boonton, N. J., U.S.A. 
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UNIYERTER TYPE 207-A 

Frequency Range 0.1 me. to 55 me. 

The Type 207-A Univerter, a frequency converter accessory having 
unity gain, was designed for use with the Type 202-B and 202-C 
FM-AM Signal Generator to provide frequency coverage from 0.1 
me. to 55 me. Thus the Type 207-A Univerter when used with the 
Type 202-B or 202-C Signal Generator will provide complete FM-AM 
Signal Generator coverage from 100 kc. to 216 me. This instrument 
also enables the frequency and amplitude modulation features of 
the 202-6 or 202-C instrument, as well as the attenuator calibration, 
to be utilized at these lower frequencies without causing any 
appreciable distortion. 

The 207-A Univerter matches the 202-B and 202-C FM-AM Signal 
Generators in styling and finish, and is supplied complete with tubes 
and instruction book. 

SPECIFICATIONS 

RF Range: The Univerter, in combination with the 202-B or 202-C FM-AM Signal 
Generator, covers a frequency spectrum from 0.1 me. to 55 me. (0.3 me. to 
55 me. with 200 kc. carrier deviation.) 

Frequency Increment Dial: This dial is calibrated in increments of 5 kc. from plus 
300 kc. through zero to minus 300 kc. 

XI Output: The RF output voltage at the XI output jack is continuously variable 
from 0.1 microvolt to 0.1 volt across a 53 ohm load by means of the 202-B 
or 202-C Signal Generator attenuator. The gain is constant within ±:1 db over 
the frequency range of the instrument. 

High Output: A front panel pin jack makes available an uncalibrated high voltage 
output. The voltage gain at this jack is approximately 7.5. 

Output Impedance: The output impedance at the XI jack is about 53 ohms, the 
impedance looking into a terminated 53 ohm cable connected to the jack is 26.5 
ohms. The impedance at the high output pin jack is approximately 330 ohms. 



Power Supply: The 207-A Univerter is designed 
for use on 60 cycles, 90-130 volts, 45 watts. 
Dimensions: H:1iy2" \N:7%" D: IOV 2 " 
Weight: 20 lbs. 

Price: $345.00 F.O.B. Boonton, New Jersey 


TELEMETERING 

SIGNAL GENERATOR type 202 .D 

Frequency Range 175 me. to 250 me. 

The Type 202-D Signal Generator is a precise and reliable instru¬ 
ment well suited to the specialized requirements of telemetering 
engineers for rapidly analyzing and evaluating over-all system 
performance. 

SPECIFICATIONS 

RF Range: 175-250 megacycles in one range, accurate to ±; 0.5%. Main fre¬ 
quency dial also calibrated in 24 equal divisions for use with vernier frequency 
dial. 

Frequency Modulation (Deviation): The FM deviation is continuously variable 
from zero to 240 kc. The modulation meter is calibrated in three FM ranges: (1) 
0-24 kc., (2) 0-80 kc., and (3) 0-240 kc. deviation. 

Amplitude Modulation: Utilizing the internal audio oscillator, amplitude modula¬ 
tion at any one of eight audio frequencies between 50 c. and 15 kc. may be ob¬ 
tained oyer the range of 0-50%, with meter calibration points at 30% and 
50%. By means of an external audio oscillator the RF carrier may be amplitude 
modulated to substantially 100 %. A front panel jack is provided which permits 
direct connection of an external modulating voltage source to the final stage for 
pulse and square wave modulation. 

RF Output Voltage: The RF output voltage is continuously variable over a range 
from 0.1 microvolt to 0.2 volt at the terminals of the output cable. The impedance 
at the RF output jack, looking into the instrument, is 53 ohms resistive. 



BOONTO 

BOONTON •N-J-U’S-A- 


ADIO 


Distortion: FM: The over-all distortion at 75 kc. is less than 2% 
and at 240 kc. less than 10%. AM: The distortion present at 
the RF output for 30% amplitude modulation is less than 3% 
and for 50% AM less than 6.5. At 100% the distortion is 
12% to 15% depending upon the modulating frequency. 
Outside Cabinet Dimensions: 17" H, 13^/2" W, 111/2" D. 
Weight: 35 lbs. 

Price: $980.00, F.O.B. Boonton, N. J., U.S.A. 
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PRECISION 


FOR 


THE 


RADIO 



INSTRUMENTS 
ELECTRONIC INDUSTRY 


THE RX METER TYPE 250-A 


A Completely 
Self-Contained 
High Frequency 
Bridge 

Frequency Range 

0.5 to 250 me. 



The RX Meter measures equivalent parallel resistance^ capacitance 
or inductance of two terminal networks over a wide frequency 
range (0.5 to 250 me.). The range of measurement for parallel 
resistance is 15 to 100^000 ohms, for parallel capacitance 0.1 to 
120 mmfd and for parallel inductance 0.001 microhenries to 100 
millihenries. By indirect methods resistances with values from 
0 to 15 ohms can be measured. Resistance values are directly 
indicated and no corrections are necessary over the frequency 
range. At higher frequencies small corrections, as indicated in 
the instruction book, are necessary to obtain the highest ac¬ 
curacy in the measurement of capacitance and inductance. The 
automatic gain control on the null indicator avoids meter damage 
and permits indication at all times of the correct direction for 
adjusting to balance. The low noise high gain amplifier-detector 
results in high sensitivity near the balance point. 

The RX Meter is self-contained requiring no external units for its 
operation. This feature permitted on integrated design eliminat¬ 
ing difficulties arising from leakage, hand effects or improper 
matching which can occur when several different units must be 
inter-connected in the laboratory. 

The RX Meter Type 250-A has particular application to the 
measurement of the impedance of unbalanced, two terminal 
components or networks which require moderate values of ca¬ 
pacitance to resonate the reactance present. Measurements can 
be made on two terminal or three terminal balanced networks 
by use of one-half wavelength of high quality coaxial cable as 
a matching element. Networks which require values of capaci¬ 
tance beyond the range of the Cp dial to resonate the reactance 
can be measured in most cases by use of a high quality auxiliary 
parallel capacitors or inductors. 

Ail measurements made by the RX Meter are indicated in equiva¬ 
lent parallel values. The equivalent series values can be readily 
obtained by use of simple formulas included in the Instruction 
Book. 

The RX Meter can be used to determine the parameters of the 
impedance of resistors over its frequency range, the character¬ 
istics of antennas and the characteristic impedance, velocity of 
propagation and attenuation of transmission lines. It can also be 
used to determine the characteristics of broad band IF trans¬ 
formers, filters, transistors, attenuators, thermistors, crystal diodes 
and vacuum tubes. 


SPECIFICATIONS 


Frequency Range: 0.5 to 250 me. continuously variable in 
eight self-contained ranges. 

Frequency Accuracy: ±1%. 

Resistance Range (Rp): 15 to 100,000 ohms. Values from 0 to 
15 ohms can be determined by indirect means. 

Accuracy of Resistance Measurements: 


/ 2 -f ^ + Rp + ^ \ 

\ 200 5000 20/ 


±0.2 ohms 


where Fmc = frequency In megacycles. 

Rp = Equivalent parallel resistance as indicated by the RX 
Meter dial. 

Q = ^ as determined from RX Meter indications. 

Capacitance Range (Cp): 0 to 20 mmfd. By use of auxiliary 
resonating coils this range may be extended to 0 to 120 mmfd. 
Accuracy of Capacitance Measurements: 

± (0.5 -f 0.0002F2mc) % ±0.15 mmf 
where Fmc = Frequency in megacycles. 

Inductance Range (Lp): Values of Lp which will resonate with 
capacities from 0 to 100 mmf over the frequency range may 
be determined. By the use of auxiliary series resistors, values of 
Lp may be measured over the following ranges: 

Frequency Lp 

Minimum Maximum 

0.5 me 0.01 microhenries 100 millihenries 

250 me 0.001 microhenries 0.4 microhenries 

Voltage Applied Across Unknown impedance: DC voltage = 0 
RF voltage — Approximately 0.1 to 0.5 volts. 

Power Requirements: 105-125 volts 50-60 cps., 60 watts. 
(Power supply of instrument internally regulated.) 

Tubes: Instrument is supplied complete with the following tubes: 
2 Type 5718, 1 Type 6AB4, 2 Type 6AG5, 1 Type OD3, 1 Type 
5Y3, 1 Type 6H-6, Ballast Tube. 


Dimensions: Height 10"; length 20"; depth 12". 
Weight: 40 pounds. 

Price: $1250.00, F.O.B. Boonfon, N. J., U.S.A. 
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BROWNING laboratories; INC, 


P 


NCHESTER, MASS., U.S.A. 



BROWNING FM TUNER MODEL RV-31 

Expressly for the discriminating listener .... a fine instrument. The 
rumble of tympani, the "bite" of strings, woodwinds and brasses, are 
thrillingly present in the fully balanced output of this tuner. Gives 
quiet, undistorted reproduction of sound even when lightning or man¬ 
made static makes ordinary radio reception impossible. 

Every factor that influences quality of reproduction, dependability, 
convenience of installation and operation, has been critically examined 
and improved, neglecting neither the point of view of the engineer nor 
that of the listening perfectionist. 


ELECTRICAL FEATURES 

• Tuning range 88 to 108 megacycles. 

• Employs Armstrong receiving method. 

• High sensitivity for fringe area reception and better quieting 
in urban areas. 3 microvolts for 20 db quieting. 

• Selectable AFC—^Automatic Frequency Control may be dis¬ 
abled if desired. Local oscillator is temperature compensated 
for drift-free operation without AFC. 

• Cathode follower output stage to feed any high-fidelity ampli¬ 
fier at low impedance. Hum possibilities and high frequency 
losses due to cable capacitance are minimized. 

• Audio inputs for PHONO, TV and RECORDER are selectable 
by panel switch for introduction to audio amplifier. Tuner 
volume control governs level from any source. 

• Self-contained power supply. 

• 115 volt 50/60 cycle operation. 60 volt-amperes input. 

• Two 115 volt power outlets provided at rear of chassis for con¬ 


venience in powering amplifiers and turntables. May be 
switched with tuner ON-OFF switch. 

• New, low noise level, all triode RF section for high gain with 
minimum noise. 

• Tube complement; Five 6 AU 6 , two 12AT7, one 6 J 6 , one 6AL5. 

• Tuning indicator—6AL7. Rectifier tube—5Y3. 

MECHANICAL FEATURES 

• Physically small—easily adapted to any custom installation 
where space may be limited. 

• Dial escutcheon, knobs, shielded wire and connectors supplied. 

• Edgelighted dial in modern style with knobs and escutcheon 
in black and silver motif. 

• Improved construction and high quality components for trouble 
free operation. 

• Dimensions—^Height 6 V 2 "; Width 11"; Depth 9". 

• Weight 10 lbs. Shipping weight 14 lbs. 

NET PRICE (COMPLETE WITH TUBES) $99.50 


BROWNING FM-AM TUNER 
MODEL RJ-42 


This new Browning FM-AM tuner is particularly engineered 
for use with the modern, full-control amplifier. It provides 
high-fidelity reception in the FM band and high sensitivity, 
high-quality reception of AM signals. 

ELECTRICAL FEATURES 


FM SECTION 

• Tuning range^—88 to 108 megacycles. 

• Armstrong receiving method—dual limiters and discriminator. 

• Selectable AFC—Automatic Frequency Control may be disabled 
by means of panel switch. Local oscillator is drift-compensated 
for operation without AFC. 

• Sensitivity—3 microvolts for 20 db. quieting. 

• Fidelity—correct de-emphasis network for flat response from 
20 cycles to 20,000 cycles within db. 

• All-triode RF section for best signal-to-noise ratio. 

AM SECTION 

• Tuning range—540 to 1650 kilocycles. 

• Superheterodyne circuit using triple-tuned IF transformers. 

• Separate A VC detector to minimize audio distortion. 

• Sensitivity—1 to 2 microvolts. 

• Fidelity—audio output flat from 20 cycles to 5500 cycles within 
3 db. Response down 6 db. at 6800 cycles. 

• Sharp and effective 10-kilocycle whistle filter; has no effect 
on the AM fidelity. 

• Provision for using FM lead-in for AM antenna. 

GENERAL 

• Only two controls—one for tuning and one to select OFF-AM- 
FM (with AFC)—FM. 

• Presettable output level control to match amplifier input re¬ 
quirements. 



• Cathode-follower output common to both FM and AM to feed 
signals to audio amplifier at low impedance, minimizing hum 
pickup and high-frequency losses. 

• 115-volt, 50/60 cycle operation. 

• Tube complement: two 12AT7, one 6J6, four 6AU6, two 6AL5, 
one 6BA6, one 6BE6, one 6BD6, one 12AU7. Rectifier 5Y3 and 
6AL7 tuning indicator. 

• Fixed-level output to feed tape recorder. 


MECHANICAL FEATURES 

• Edge-lighted, slide-rule dial; dial escutcheon, knob, shielded 
wire, and connectors furnished. 

• Dimensions: I 41 / 2 " wide, IIV 2 " deep, 7" high. 

• Weight: 18 lbs. Shipping weight 23 lbs. 


NET PRICE (COMPLETE WITH TUBES) $166.50 
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BROWNING LABORATORIES, INC. 



WINCHESTER. MASS., U.S.A. 


BROWNINa PREQUENCY MODULATION 



MONITOR 

MODEL 

MD.3a 


• Complete coverage from 25 to 174 megacycles in two bands. 
No crystals or plug-in coils. 

• Meter indication of swing up to 20 kilocycles with tone modu¬ 
lation. 

• Flasher indication of excessive voice, peak modulation. Dual 
range circuit permits setting to two predetermined levels 
facilitating use with normal and split channel operation, 

• Modulation swing determination accuracy within 1000 cycles. 
Assures fullest use of channel. Checks modulation for com¬ 
pliance with F.C.C. regulations, 

SIMPLIFIED OPERATION 

Tune in your carrier using the meter as a tuning indicator. 
Identify the carrier by dial reading and audio output. Read swing 
due to tone on meter or check for overmodulation peaks on the 
peak flasher. Enter results in the station log! 

CIRCUIT DESIGN 

The MD-33 is basically a superheterodyne-type FM receiver using 
Armstrong method of reception with dual limiters and linear dis¬ 
criminator* Audio output from discriminator metered by accurate, 
compensated, vacuum-tube voltmeter. Multi-vibrator-type flasher 
circuit coupled to voltmeter circuit gives zero delay indication on 
modulation peaks. Any possible interference from FM broadcast 
stations easily removed by trap adjustable from front panel. 
Linear amplifier circuit feeds audio output, usable for oscillo- 
scopic examination of modulation or for aural monitoring with 
suitable amplifier and speaker. Flasher circuit can be adjusted 
to indicate at any two levels of modulation swing from 5 to 20 
kilocycles. Unless otherwise specified, units are supplied with 
flasher circuit set to indicate 7.5 or 15 kilocycle swing. Two- 
position switch on rear of chassis selects either range of flasher. 
Minimum signal required for measurement is 1 millivolt from 25 
to 140 megacycles and somewhat less than 2 millivolts from 140 
to 174 megacycles. 


ELECTRICAL FEATURES 

• Tuning continuously variable between 25 and 75 megacycles 
and between 75 and 174 megacycles. 

• Sensitivity better than 1 mv. to 140 megacycles and better than 
2 mv, from 140 to 174 megacycles. Signals maybe read at much 
lower levels than those required for measurement. 

• Automatic Frequency Control applied to local oscillator facili¬ 
tates tuning and assists in continuous monitoring of station, 

• Large panel meter indicates up to 20 KC. with tone modulation, 

• Peak flasher indicates overmodulation by shortest voice peaks. 
Two preset flasher limits are selectable by switch at rear of 
chassis. 

• Panel jack for monitoring with earphones, 

• Audio output of approximately 5 volts RMS adjustable by 

panel control. ‘ ■ 

• Metering circuits stabilized for changing line voltage. 

• Provision made for 72 ohm coaxial antenna lead-in. 

• Tube complement: Five 6AU6, three 6SN7, two 12AT7, one 
6AL5, one 12AU7, and one 6BC5. One 5Y3 is Used as a 
rectifier and one VR-150 as a voltage regulator. 

• Power input 105 to 125 volts 50/60 cycle A.C. 95 watts. ' 

MECHANICAL FEATURES 

• Constructed on standard size aluminum rack,panel. 1 

• Panel finished in dark green with frosted aluminum tn'cuklngs 
and characters. 

• Fluted aluminum knobs. 

• Rugged steel cabinet finished in durable green wrinkle. 

• Dimensions: Height 9"; Width 20V^"; Depth 12^^ 

• Weight 40 lbs. Shipping weight 55 lbs. 

NET PRICE F.O.B. WINCHESTER, MASS. 

(COMPLETE WITH TUBES) 


BROWNING 
FREOUENCY METERS 


Browning frequency meters are 
precision - built instruments de¬ 
signed to check frequencies in 
various ranges from 100 kilocycles 
to 200 megacycles. Custom-built 
and hand-calibrated, each of the 
meters listed below is equipped 
with a 100 KC CRYSTAL USED AS 
SECONDARY STANDARD WHICH 
IS EASILY COMPARED WITH 
WWV RADIATIONS ALLOWING 
EVERY FREOUENCY METER TO 
BE CHECKED IN THE FIELD. Some 
of the outstanding electrical fea¬ 
tures are: 



MODEL S-7 


MODEL 

• From 1 to 5 specified frequencies in 1.5-100 me. range. 

• Accuracy dr .0025% of the specified frequency. 

• Stable electron-coupled oscillator used in special circuit. 

• Visual detection of zero beat with cathode-ray indicator. 

• 110-115-volt ac/dc operation with 40 yplt-amperes input. 

• Telescoping antenna on side of case, 

• Tubes: on© $SG7; on© 55A7; one 615; on© 6SK7; one 6U5; on© 
25Z6 and on© VR9Q voltage regulator. 

MODEL S-7 

• Calibrated for One or Two frequencies in 72-76 and/or 152-174 
me. bands. 

• Accuracy ±:.0025% of the specified frequency. 

• Deviation chart supplied for instant determination of deviation 
from assigned frequency. 

• Cathode-ray indicator for accurate setting of ECO calibration. 

• 115-volt ac/dc operation with 40 volt-amperes input. 

• Telescoping antenna on side of case, 

• Tubes: one §SL7; one 6SA7; one 6J5; one 6SK7; one 25Z6; one 
VR-90; and phe 6US tuning indicator. 


MECHANICAL FEATURES OF ALL MODELS 

• Rugged ete©l cabinet with Va'* aluminum panel. 

• Machiried mi!4h dial graduated in 100 divisions over 180 de¬ 
grees. Vernier allows reading of 1/10 of dial division. 

• Paiiel finished in black leatherette. 

• All labels engraved in panel Surface. 

© Dimensionsi |3W' high, 7%" wide, 6%“ deep. 

• Weight: 15 Ibp. Shipping weight 18V^ lbs. 


m 
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This instrument is designed for viewing repetitive or non-repetitive phenomencE 
occurring in electronic circuits, especially those of short duration where a 
triggered sweep is necessary. Internal trigger generator with phaseoble output 
triggers permits use of the P4-EX as a timing source for equipment requiring 
external triggering. Vertical and horizontal calibration facilities permit measure¬ 
ment of both time and amplitude. 

ELECTRICAL FEATURES 

• Five-inch type SUP cathode-ray tube, available in PI, P7 or Pil screens, with 

an accelerating potential of 2600 volts. . 

• Triggered sweep writing rate continuously variable from 1.0 to 25,000 micro¬ 
seconds per inch. ^ ^ , 

• Sweep speed controls directly calibrated, within ±:I0%, in microseconds per 
horizontal screen division. 

• Sawtooth recurrence rate: 50 to 5,000 cycles per second, from internal generator. 

• Triggered sweep repetition rate: up to trigger-to-sweep ratios of 50:1. 

• External trigger requirements: 5 volts, positive or negative; rise time 20 volts 
per microsecond. 

• Internal timing generator: 50 to 5,000 cycles per second. May be synchronized 
with external positive signals of 10 volts or greater. 

• Trigger timing: may be phased from 500 microseconds in advance of sweep 
start to 500 microseconds following sweep start. 

• Vertical amplifier bandwidth: down 3 db. at 5 cycles and 5 me. 

• Vertical amplifier deflection sensitivity: 1.0 volt per inch. 

• Vertical amplifier attenuator: ratios of 100, 30, 10, 3, and 1 to 1. 

• Calibration voltages: 0.3, 1, 3, 10, 30, 100 volts p. to p. to amplifier input; 
100 volts to deflection plate. Accuracy do5% at 115 volts line voltage. 

• Beam modulation connection: at rear panel; positive signals blank sweep. 

• Vertical deflection plate connection: qt rear panel. 

• Tube complement: four 6BC5, two 6C4, three 6AL5, three 6SN7, one 6AU6, 
one 12AIJ7, one 6BG6G, one 5U4G, two 2X2A, one OA2, one 6BE6, one 2D21, 
one 6J6, one 5UP1. 

• Power input: 115/230 volts, 50-60 cycles, 180 volt-amperes. 

MECHANICAL FEATURES 

• Steel cabinet finished in black wrinkle. 

• Steel panel finished in black leatherette. 

• Copper-plated steel chassis with lacquer finish. 

• Controls grouped by function for operating convenience. 

• Dimensions: 10" wide, I 41 / 2 " high, 163^" deep. 

• Weight: 50 lbs. Shipping weight: 60 lbs. 


BROtNING SYNCHROSCOPE 
MODEL P4-EX 


iMET PRICE $465.00 
F.O.B. WINCHESTER, MASS. 


BROWNING LABORATORIES, INC. 


WINCHESTER, MASS., O.S.A 


BROWNING OSCILLOSYNCHROSCOPE 
MODEL 0N-5A — MODEL 0N-5X 

This new, low-priced instrument is designed to 
satisfy the requirements for basic laboratory 
equipfhent to be used in pulse work. It pro¬ 
vides exceptional flexibility with sweep writing 
rate continuously variable over a wide range, 
broad frequency coverage and high sensitivity; 
it is self-calibrating on both the X and the Y 
axis. All these advantages are provided at 
exceptionally low cost. 



ELECTRICAL FEATURES 

• Five-inch 5UP1 cathode-ray tube operates at accelerating potential 
of 2600 volts. 

• Triggered sweep writing rate continuously variable from 1.0 to 
25,000 microseconds per inch. 

• Sweep speed controls directly calibrated, within ±: 10%, in terms of 
microseconds per screen division (horizontal deflection) for both 
triggered and sawtooth operation. 

• Sawtooth recurrence rate: 10 Cycles to 100 KC. 

• Triggered sweep will operate at any rate from a single sweep up to 
a frequency determined by the desired sweep time; will also operate 
from regularly recurrent signals to display up to ten cycles of the 
phenomena for a single, triggered sweep. 

• Sweep may be triggered (or synchronized when operated as recur¬ 
rent sawtooth) by positive or negative sine-wave or pulse signals of 
0.5 volts (external) or 0.75 inches deflection (from vertical amplifier). 

• Vertical amplifier has flat frequency response, within 3 db., from 5 
cycles to 5 megacycles per second with deflection sensitivity of 
.15 volt/inch p.p. 

• Model ON-5X contains a ,45 microsecond vertical amplifier delay 
line to permit triggering of the sweep by observed pulses for 
one-inch deflection, at maximum gain. Rise time of .08 microseconds. 

• Three-step attenuator for gain control 1:1, 10:1, and 100:1 — plus 
continuous adjustment over entire range. 

• Horizontal amplifier operates from 500 KC down to d.c. thus allowing 
use of extremely slow sweeps; deflection sensitivity is 2.0 volts RMS 
per inch. 

• Peak-to-peak vertical calibration voltages of 0-2, 0-20, and 0-200 can 
be switch-selected; accuracy is ±: 10%. 

• Cathode connection, brought out to front panel, allows external 
blanking and marker connection. 

• Direct connection to all deflection plates at rear terminal board. 

• Total power requirement is 180 volt-amperes at 115 volts, 60 cycles. 

• Tube complement:- one 5UP1; two 6C4; eight 6BC5; two 6AL5; one 
12AU7; two 6BG6G; one 5U4G; two 2X2A; two OA2; two 6SU7. 

• Operates on 115/230 volts, 50/60 cycles. 

MECHANICAL FEATURES 

• Steel cabinet finished in dark green wrinkle. 

• Aluminum panel finished in dark green. 

• Copper-plated steel chassis with lacquer finish. 

• Controls grouped by function for operating convenience. 

• Free-view screen has graduated X- and Y-axis scales. 

• Dimensions: 10" wide, I 41 / 2 " high, 163/4" deep. 

• Weight: 50 lbs.; shipping weight: 60 lbs. 

NET PRICES: FOB WINCHESTER, MASS. 

MODEL ON-5A __$485.00 

MODEL ON-5X (with video delay) _$535.00 


BROWNING PROBE MODEL FJ-2 


This low-capacity probe is available as an accessory for the an input capacitance of approximately 12 mmf, and an input 

Oscillosynchroscopes Model ON-5A and Model ON-5X. Complete resistance of 2.2 megohms. 

with 6-fo6t cable, this unit has a voltage attenuation of 10:1, NET PRICE $20.00 — FOB WINCHESTER, MASS. 
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BROWHING LABORATORIES. INC. 




WINCHESTER, MASS 


BROWHING SWEEP CALIBRATOR — MODEL GL-22A 



MECHANICAL FEATURES 

• Provided with steel cabinet finished in black wrinkle. 

• Panel finished in black leatherette with labels engraved into 
surface. 

• All output connections on front panel. 

• Insulated universal binding posts used for output connections. 

• Dimensions: Height 9", Width 2 OI/ 2 ", Depth 12”. 

• Weight; 35 lbs. Shipping weight: 52 lbs. 


Designed for use with oscilloscopes and synchroscopes as a 

source of timing markers for the measurement of sweep 

intervals. 

ELECTRICAL FEATURES 

• Provides markers of 0.1, 1.0, 10, 100 microseconds either 
positive or negative with variable amplitude to 50 volts. 

• Generates variable width, variable amplitude gate for blanking 
or timing purposes. 

• Contains own trigger generator with positive and negative 
trigger outputs. 

• Markers may be initiated from external trigger or from internal 
generator. May be synchronized with triggers up to 100 KC. 
repetition rate. 

• Voltage regulation to timing circuits. 

• 115 volt, 60 cycle operation. 110 volt-amperes input. 

• Tube complement: one Type 6BE6, one 6J6, three 6V6GT, one 
6SN7, one 5Y3GT, one VR-105,one 6X5GT, two 12AU7, one 6H6, 
one 6SH7, one 6AG7, and one 2050. 

Net Prices, F.O.B. Winchester, Mass. 


Cabinet Style ...... $295.00 

Rack Panel . . . . . . $285.00 


BROWNING MODEL TVN-il 
KLYSTRON POWER SUPPLY 

The Model TVN-11 is an extremely well regulated power supply 
which will provide all necessary voltages for the operation, mod¬ 
ulated or unmodulated, of small Klystrons and other low power 
reflex tubes. An internal modulator permits square wave or saw¬ 
tooth modulation while internal metering is provided for critical 
oscillator currents and voltages. 


ELECTRICAL FEATURES 

• Regulated beam voltage adjustable from 225 to 450 volts at 
50 milliamperes. Will go to 500 volts at slightly reduced load. 

• Beam voltage and current indicated by illuminated 4" meter. 

• Regulated reflector voltage continuously adjustable from -25 
to -875 volts. Two calibrated controls give steps and vernier 
coverage of entire range with excellent accuracy. 

• Diode protection prevents reflector from going positive. 

• Regulation of beam or reflector voltage better than 1% with 
105 to 125 volt line variations. 

• Ripple content of beam or reflector voltage less than 15 mv. 

• Square wave modulation continuously variable from 500 to 
5000 cycles with panel control calibrated in frequency. 

• Sawtooth modulation continuously variable from 10 to 60 
cycles. Panel control is calibrated in frequency. 


• Sawtooth, square wave, or external modulation voltage ad¬ 
justable in amplitude by panel control. Internal modulation 
variable from 0 to 100 volts. 

• Portion of sawtooth or square wave modulation available at 
front panel connector. 

• Either modulation may be synchronized from an external 
source or from the 60 cycle line. 

• Beam voltage stand-by switch to control oscillator while 
heaters remain on. 

• Power input is approximately 150 watts and depends upon 
load being supplied. 

• Operates on 115/230 volts 50/60 cycles A.C. 

MECHANICAL FEATURES 

• Standard 83^'' x 19” rack panel construction. Supplied in in¬ 
dividual steel cabinet. 

• Panel is finished in modern style. Frosted aluminum characters 
on dark green background, 

• Illuminated 4” meter for ease of reading beam voltage and 
current. 

• Sturdy JAN power output connector for quick disconnect or 
transfer. 

• Terminal board type of construction for easy servicing. 

• Weight: 45 lbs. 

PRICE: $325.00 F.O.B. WINCHESTER 
(COMPLETE WITH TUBES) 


BROWNING MODEL TAA-I6B SWR AMPLIFIER 

The Model TAA-16B SWR Amplifier is a highly sensitive standing 
wave ratio meter. Amplifier may be operated broadband or selec¬ 
tive between 500 and 5000 cycles with new protection circuits to 
prevent burnouts of bolometers and crystals. Output may be fed 
to meter reading SWVR or to D.C. Recorder output connector. 

ELECTRICAL FEATURES 

• Broadband or selective operation between 500 and 5000 cycles 
by means of panel controls. 

• Peak frequency of selective response continuously variable, 

• Sensitivity for full scale meter deflection is 10 microvolts for 
broadband and 5 microvolts for selective operation. 

• Dual selectable inputs will accommodate crystal or bolometer 
detectors with individual gain controls and bolometer bias ad¬ 
justments for each channel. 

• Special input circuits protect crystal or bolometer from acci¬ 
dental burnout. Warning light indicates presence of D.C. at 
input connectors. 

• Four inch illuminated meter indicates SWR in terms of voltage 
and db. as well as bolometer current for either input. 


• Step control provides attenuation of 0, 20, or 40 db. Master 
gain control allows continuous adjustment from zero to full 
gain. 

• D.C. Recorder output permits making permanent record of ob¬ 
served SWR information. 

• Critical D.C. voltages are electronically regulated. 

• Power requirements are 115/230 volts at 50/60 cycles A.C. 

MECHANICAL FEATURES 

• Standard 83/4” x 19” rack panel construction. Supplied in in¬ 
dividual steel cabinet. 

• Panel is finished in modern style. Frosted aluminum characters 
on dark green background. 

• Fluted aluminum knobs match panel legend. 

• Terminal board construction for easy servicing. 

• All connectors are standard type BNC. 

• Dimensions (in cabinet): Height 9''; width 20”; depth 12”. 

• Weight; 35 lbs. Shipping weight: 45 lbs, 

PRICE: $365.00 NET F.O.B. WINCHESTER, MASS. 

(COMPLETE WITH TUBES) 
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BROWNING LABORATORIES, INC 


WINCHESTER, MASS., U.S.A. 


BROWNING OSCILLOSYNGHROSCOPE 
MODEL OA-16 



The Model OA-16 is an instrument which combines the func¬ 
tions of an oscilloscope and a synchroscope and is suitc^le 
for observing repetitive phenomena or single transients. D.C. 
amplifications with extended high frequency response and 
sweeps ranging from seconds to microseconds make this in¬ 
strument extremely versatile, 

ELBCTRICAL FEATURES 
VERTICAL AMPLIFIER 

• Bandwidth—from D.C. to 5 megacycles, where response is 

3 db. down. 

• Transient response—better than .08 microseconds. 

• Deflection sensitivity—^50 peak-to-peak millivolts per inch with 
amplifier at full gain. 

• Attenuation—step control by factors of 1000, 100, 10, and 1; 
continuous adjustment between steps. 

• Input impedance—2 megohms, 40 mmf. maximum. 

• Undistorted deflection—(through use of vertical positioning con¬ 
trols) on symmetrical signals approximately 10 inches. With 
undirectional signals, D.G. balance adjustment will permit 
similar 10 inch deflection. This feature is derived from 5x 
signal expansion design. 

• D.C. Balance—Internal provisions for balancing out input D.C. 
components up to 600 volts (positive or negative) at the 1000:1 
attenuator position, 400 volts at 100:1, 40 volts at 10:1, and 

4 volts at 1:1. Balancing voltage can be checked by internal 
calibrated voltage source using substitution method. 

• Signal delay—0.8 microseconds (to permit sweep to start be¬ 
fore signal is applied to deflection plates). 

• Stability—trace position remarkably independent of line volt¬ 
age due to extensive regulation and circuit balancing. 

• Separate A.C. input with blocking condenser avaikd>le. 

VERTICAL DEFLECTION CALIBRATION VOLTAOE 

• Waveform—60 cycle square wave. 

• Accuracy—Calibration accurate to 5%. 

• Introduction—Applied through panel switch to vertical ampli¬ 
fier following attenuator. Any deflection range adequately 
covered. 

HORIZONTAL SWEEP 

• Type of sweep—triggered or recurrent. 


• Sweep Speeds—0.4 microsecond per centimeter with maximum 
fast sweep expansion, to 1 second per centimeter. 

• Accuracy—sweep calibration accurate to 10%. 

• Expansion—^Afl sweeps below the fastest range may be ex¬ 
panded 5 times for detailed examination. 

• Stability—-All D.C. voltages regulated for best sweep stability. 

SYNCHRONIZATION AND TRIGGERING 

• Sweep may be synchronized (recurrent operation) or triggered 
by: 

1. Vertical amplifier signals of greater than 0.1 volts amp¬ 
litude. 

2. External pulses (positive or negative) of 2 volts or greater 
amplitude. 

• Sweep frequency division—recurrent sweep will operate in 
synchronism with as many as 30 pulses per sweep. 

HORIZONTAL AMPLIFIER 

• Bandwidth—^from D.C. to 1 megacycle, where response is 3 db. 
down. 

• Deflection sensitivity—50 peak-to-peak millivolts per centi¬ 
meter. (120 millivolts per inch.) 

• Attenuation—step control by factors of 1000, 100, 10, and 1; 
continuous adjustment between steps. 

• Input impedance—2 megohms, 40 mmf. - 

• Undistorted deflection—(through the use of positioning controls) 
approximately 20 inches. This feature is derived from 5x signal 
expansion design. 

• D.C. Balance—Internal provisions for balancing out input D.C. 
components up to 600 volts (positive or negative) at the 1000:1 
attenuator position, 4(X) volts at 100:1, 40 volts at 10:1, and 
4 volts at 1:1. 

• Stability—extensive regulation of voltages provides good trace 
stability with changing line voltage* 

• Separate A.C. input with blocking condenser available. 

DIRECT CONNECTIONS FOR DEFLECTION 

• Both vertical and horizontal deflection plates are brought out 
to a terminal board at the back of the cabinet for introduction 
of signals directly to the cathode ray tube. 

Vertical input sensitivity 40 volts per inch. 

Horizontal input sensitivity 60 volts per inch. 

• Inputs can be used balanced or unbalanced. No internal block¬ 
ing condensers are used between inputs and deflection plates. 

TRACE OBSERVATION FEATURES 

• Cathode ray tube—type 5ABP (flat face). 

• Accelerating potential—3000 volts. 

• CR Tube blanking—normally blanked during retrace time. CR 
tube cathode connection brought out on panel for external 
beam modulation. 

• Screen over tube face—conveniently ruled and edgelighted. 
Brilliance adjustable for viewing and photographic recording. 

MECHANICAL FEATURES 

• Blower for cooling instrument interior. 

• Chassis shelf construction for ease of servicing* 

• Rugged construction and highest quality components used 
throughout. 

• Bezel offound cathode ray tube correct size for normal camera 
clamps. 

• Aluminum chasses and steel cabinet for light, yet rugged, con¬ 
struction* 

• Panel etched—frosted letters on green background for truly 
modem appearance. 

• Dimensions—Width 131/4"; Height 15^"; Depth 22". 

• Weight—Approx. 60 lbs. 

NET FRICE F.O.B. WINCHESTER, MASS. $74S.OO 
(COMPLETE WITH TUBES) 
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BROWNING LABORATORIES, INC. 



WINCHESTER. MASS., O.S.A. 


BROWNING OSCILLOSYNCHROSCOPE 
MODEL OL-23 



The Model OLr23 is on instrument which combines the func¬ 
tions of an oscilloscope and a synchroscope and is suitable 
for observing repetitive phenomena or single transients. 
Broadband amplification and fast sweeps, along with high 
beam accelerating potential, make the OL-23 particularly de¬ 
sirable in observing and measuring steep wavefronts and 
fast pulses. 

ELECTRICAL FEATURES 
VERTICAL AMPLIFIER 

• Bandwidth—down not more than 3 db. at 10 megacycles and 
5 cycles. Down 6 db. at approximately 15 megacycles. 

• Transient response—better than .035 microseconds. 

• Deflection sensitivity—.15 peak-to-peak volts per inch with 
amplifier at full gain. 

• Attenuation—step control by factors of 1, 5, 25, 125, or 625; 
continuous adjustment between steps. 

• Input impedance—2 megohms, 40 mmf. With probe 2 megohms, 
11 mmf. 

• Undistorted deflection—(through use of vertical positioning 
control) on symmetrical signals, over 4 inches; on undirec- 
tional signals, better than 2 inches. 

• Signal delay—0.3 microseconds (to permit sweep to start be¬ 
fore signal is applied to deflection plates). 

• Input connections—dual inputs through BNC connectors, switch 
selected. 

VERTICAL DEFLECTION CALIBRATION VOLTAGE 

• Waveform—square wave, approximately 1000 cycles. 

• Amplitude—0-1, 0-10, 0-100 volts continuously variable, 

• Accuracy—Calibration accurate to 5%. 

HORIZONTAL SWEEP 

• Type of^weep—^triggered or recurrent. 

• Sweep Speeds—0.1 microsecond per centimeter to .011 seconds 
per centimeter. 

• Calibration—two controls; product of control settings indicates 
sweep time per centimeter with accuracy of 5%. 


• Sweep length—variable from approximately 7 centimeters to 
15 centimeters. Adjustment of sweep length does not affect 
sweep speed. 

• Expansion—^by means of sweep delay; sweep expansion up 
to the maximum sweep speed of sweep generator. 

• Stability—^All D.C. voltages regulated for best sweep stability. 

SWEEP DELAY 

• Function—delays start of triggered sweep from initiating 
trigger. 

• Circuit—phantastron, powered from regulated voltage source. 

• Controls—continuous by means of range switch and vernier. 
Calibrated in microseconds. 

• Delay time—three ranges with maximums of 100, 1000, and 
10,000 microseconds. 

• Minimum delay—approximately 3 microseconds. 

SYNCHRONIZATION AND TRIGGERING 

• Sweep may be synchronized (recurrent operation) or triggered 
by: 

1: Vertical amplifier signals (ahead of signal delay line which 
produce Y 4 inch or more deflection). 

2. External pulses (positive or negative) of 0.5 to 200 volts 
amplitude. 

3. Internal trigger generator. 

EXTERNAL SWEEP INPUT 

• Deflection factor—0.5 volts per inch. 

• Undistorted deflection—5 inches. 

• Bandwidth—down 3 db. at 200 kilocycles. 

TRIGGER GENERATOR 

• Repetition rate—50 to 5000 pps. in two continuously calibrated 
ranges. 

• Outputs—positive and negative pulses, simultaneously avail- 
oble at panel connectors. 

• Trigger amplitude—100 volts. 

• Trigger duration—2 microseconds. 

SWEEP GATE OUTPUT 

• Waveform—negative pulse. 

• Amplitude—50 volts. 

• Duration—same as total sweep duration. 

• Accelerating potential—second anode 2000 volts; intensifier 
4000 volts; both voltages regulated. 

• CR Tube blanking—normally blanked during retrace time. 
CR tube grid connection brought out to panel for external 
beam modulation. 20 volt negative pulse will blank beam. 

• Screen over tube face—conveniently ruled and edgelighted. 
Brilliance adjustable for viewing and photographic recording. 

MECHANICAL FEATURES 

• Blower for cooling instrument interior. 

• Chassis shelf construction for ease of servicing. 

• Rugged construction and highest quality components used 
throughout. 

• Bezel around cathode ray tube correct size for normal camera 
clamps. 

• Aluminum chasses and steel cabinet for light, yet rugged, 
construction. 

• Panel etched—^frosted letters on green background with frosted 
aluminum knobs for truly modern appearance. 

• Dimensions—Width 13V4”; Height 153^"; Depth 22". 

• Weight—Approx. 60 lbs. 

NET PRICE F.O.B. WINCHESTER, MASS. $890.00 
(COMPLETE WITH TUBES) 
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Electrical Test Equipment 




WHEATSTONE BRIDGE 

• A carefully engineered bridge made for all around use in lab., plant, 
or field. Both models contain own 4^-volt battery power supply and 
galvanometer. Provision for external batteries and galvanometer if 
desired. Both models have ratio dial settings of .001, .01, .1, 1> 10, 100, 
and 1000 as well as built-in resistance standards of 1, 10, 100, and 1000- 
ohm decades. Ratios are guaranteed to .05% tolerance. Resistance dial 
resistors to .1%. Self-cleaning, four-leaf phosphor bronze wiper 
switches with detent mechanism mounted below panel. Galvanometer 
of well-known moving-coil type. Separate binding posts for use of 
external galvanometer if desired, and for use of bridge as resistance 
decade. Hardwood case with removable cover. x x 6i/4" h. 

Wt. 91 A Ihs. net; 12lbs. shipping. 

MODEL RN-1. Standard Portable Wheatstone Bridge, complete with 
batteries .. Net Price $138.00 

MODEL RN-2. Standard Portable Wheatstone Bridge with Murray & 
Varley Loops ... Net Price $154.00 


MEGOHM METER 

% For high-speed testing of condenser leakage resistance, insulation 
resistance and insulation measurements in production and inspection 
of components. Terminals for charging capacitors prior to test. Self- 
contained power source up to 200 volts. Internal checking standard 
to check and adjust calibration. Broad scale meter. Accuracy within 
±1% based on full scale current. Range of 1 megohm to 100,000 meg¬ 
ohms on four multiplier ranges of 1,10,100, and 1000. Highest range can 
be extended to 500,000 megohms using external supply. Hardwood case. 
Sloping bakelite panel designed for production use. 15" x 8" x 10" h. 
Wt. 19 lbs. net; 23 lbs. shipping. 

MODEL L-2A. Megohm Meter with tubes. Net Price $160.00 

MODEL L-4A. Megohm Meter having 200 volt DC and 500 volt DC 
measuring voltage. Net Price $195.00 

MODEL L-6B. Megohm Meter having continuously variable source 
voltage 100-600 volts DC and built-in voltmeter to check voltage. 

Net Price $245.00 




MEGOHM BRIDGE 

• A fast, accurate instrument for routine inspection work. May be 
used by laboratory workers, or production workers. Very simple to 
operate. **Magic Eye” replaces costly and delicate galvanometer. 
Operates from AC power line. Self-contained DC source. Accuracy 
within 5% from 1 to 15 on scale; as close as readable on remainder 
of scale. Hardwood case with slip-hinge removable cover. 8" x 5%" x 
7" h. Wt. lbs. net; 8^4 lbs. shipping. 


MODEL MB-8. 1 megohm to 1,000 megohms; 100 megohms to 100,000 
megohms 500 Volts, D.C. Bridge source. Net Price $95.00 

MODEL MB-11. 1 megohm to 1,000 megohms; 10 megohms to 10,000 
megohms; 100 megohms to 100,000 megohms. Net Price $132.00 
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VOLTAGE BREAKDOWN TESTER 

0 A simple, positive, safe and quick means of testing voltage break¬ 
down of materials and components. Step-up transformer accurately 
controlled by Variac. Continuously variable over entire range, 0 to 
4,000 V. DC. For safety, load is limited to 5 milliamperes over full 
range. Also safety switch if instrument is removed from case. Operates 
on AC line. Warning light indicates instrument is operative. Voltage 
breakdown indicated by red light. 

MODEL P-1. Voltage Breakdown Tester with tubes. 15" x 8" x 10". 
Hardwood case with fine-grained crackle enamel sloping panel. 
Wt. 29 lbs. net; 32 lbs. shipping. (Not illustrated). Net Price $165.00 

MODEL P-2. Voltage Breakdown Tester with tubes and additional 
0 to 3,000 V. AC outlet. 15" x 8" x 10". Wt. 29 lbs. net; 32 lbs. 
shipping. (Not illustrated).Net Price $200.00 

MODEL P-3. Voltage Breakdown Tester with tubes. Upright, crackle 
enamel finish cabinet of metal. Range 0 to 10,000 v. DC, 0 to 
8,000 V. AC.Net Price $385.00 



__ 

eg , 

Siaii:: 
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RESISTANCE DECADES 



^ Available in standard models with resistance ranges of .9 to 
999,990 ohms total. Accuracy to ±0.1%. Self-cleaning, four-leaf phos¬ 
phor bronze wiper switches with detent mechanism mounted below the 
panel. Hardwood case. Models DR-1 to DR-4, 5%" x 8" x 4" h.; wt. 4 
lbs. net; 6 lbs. shipping. Models DR-10 to DR-14, 4%" x 6" x 4" h.; wt. 
3 lbs. net; 5 lbs. shipping. Models DR-50 to DR-52, 6%" x 9" x 4i/i" h.; 
wt. 5 lbs. net; 7 lbs. shipping. 


Model 

Total Resistance 


Net 

No. 

Ohms 

Decade Steps 

Accuracy 

Price 

DR-1 A 

999,000 

9x(l,000 -f- 10,000 ± 100,000) 

±.1% 

$ 70.00 

DR-2 A 

99,900 

9x(100 +1,000-1-10,000) 

±.1% 

56.00 

DR-3 

9,990 

9x(10-|-100-f-1,000) 

±.1% 

54.00 

DR-4 

999 

9x(l-f lO-f-100) 

±.1% 

50.00 

DR-10 

.9 

9x.l 

±.1% 

22.00 

DR-11 

9 

9x1 

±.1% 

22.00 

DR-12 

90 

9x10 

±.1% 

22.00 

DR-13 

900 

9x100 

±.1% 

22.00 

DR-14 

9,000 

9x1,000 

±.1% 

25.00 

DR-50 

9,999.9 

9x(.l -f. 1 4 -10 4-100 -f 1,000) 

±.1% 

83.00 

DR-51 

99,999 

9x (1-I-10-f 100-f 1,000-f 10,000) 

±.1% 

88.00 

DR-52 

999,990 

9x(10 -1-100 4-1,000 -1-10,000 -f 100,000) 

±.1% 

100.00 


CAPACITANCE DECADES 

0 Instrument calibrated directly in capacitance so that reading 
from left to right, the dial settings will give the exact value in 
microfarads. Progressive adjustment in .01, .001, or .0001 mfd. steps 
depending on model. .001 to 11.1 mfd. can be obtained by group 
assembly. All units employ paper or mica capacitors of highest 
quality and stability. Enclosed in hardwood case. DK-4, DK-10 
and DK-2A, 8" x 5^^" x 7^/4" H.; wt. 8 lbs.; 12 lbs. shipping. DK-5, 
DK-11, 11" X 81^" X 7" H.; wt. 10 lbs. net; 12 lbs. shipping. 



Capacitance 


Dielectric 


Peak 


Model 

Mfd. Steps 

Accuracy 

Section 

P.F. 

Volts 

Price 

DK-5 

11.1 in .01 

1 % 

.01 Mica 

.2% 

700 DC $ 85.00 




.1 paper 

1 % 

400 DC 





1.0 paper 

1 % 

400 DC 


DK-4 

1.11 in .001 

1 % 

.001 mica 

.2% 

700 DC 

70.00 




.01 mica 

.2% 

700 DC 





.1 paper 

1 % 

400 DC 


DK-2A Lll in .001 

1 % 

Mica 

.2% 

700 DC 

150.00 




throughout 


500 AC 







60 cycle 


DK-10 

111 in .0001 

.5% 

Mica 

.2% 

700 DC 

100.00 



or 10 mmfd. throughout 


500 AC 







60 cycle 


bK-11 

11,1 in .01 

.5% 

.01 Mica 

.2%\ 

/700 DC 




.6% 

.1 mica 

.2%J 

\500 DC 

165.00 






60 cycle 




1 % 

1.0 paper 

1 % 

400 DC 
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SUPREME 


Since 1927 
Lu (^om^anson 


AF, RF, and TELEVISION SIGNAL GENERATORS 


FSI 




Whether you need a dependable signal 
source for testing audio devices, video 
circuits or RF and IF amplifiers, you [ ^ ^ 

will find Supreme Signal Generators a j ® 

pleasure to use. Illustrated on the left IMRlMf jgn^ 

is a popular general purpose combina- * ||w 

tion AF and RF Signal Generator fre- 
quently seen on the service benches of flHHHBHI 
better electronic technicians every- 
where. To the right is that well known 
Supreme Composite Video Generator 
which delivers the standard RTMA 
Television synchronizing signal—even 

the equalizing pulses to assure proper ..■- 

interlace. Ideal for hams setting up 
amateur television stations. For complete information request Data Sheet No. RM-365- 


ii 




TUBE TESTERS 

Supreme Tube Testers are “ 

known for giving dependable 
service over long periods of use. 

All circuits employed in Su¬ 
preme Tube Testers demonstrate 
the ultimate in design flexibility 
to minimize obsolescence. New 
tube setting data is published 
in the Supreme Test Equipment 
Bulletins and mailed quarterly, 
at no charge, to all test instru¬ 
ment users on our mailing list to keep them up-to-date. 
Send your name and address to our ^ Service Division, 
Attention: RM-TSS-3, and get on this list. 


OSCILLOSCOPES 




A Supreme oscilloscope is a 
most versatile instrument 
around the rig, in the lab and 
on the electronic service tech¬ 
nician’s test bench. Its appli- 
m cations multiply day by day. 
Supreme makes both the gen¬ 
eral purpose and wide range 
types. Additional data sup- 
pi i e d on Data Sheets 
RM-3S0-660-3. ' 



VOLT-OHM-MILLIAMMETERS 



There is a Supreme multi¬ 
meter to fit most every 
need and budget. Sensitivi¬ 
ties from 1000 to 20,000 
ohms/volt in both single 
function and multi-func¬ 
tion types. Also, Vacuum 
Tube Voltmeters. Request 
Data Sheets RM-342-74-3. 




M —^jgl i 




PANEL METERS 


Every year more and more manufacturers 
are selecting Supreme meters as initial equip¬ 
ment in hundreds of electrical and electronic 
devices. Quality built in every respect with 
many outstanding features such as — EFFI¬ 
CIENT ALNICO BAR MAGNET — 
SELECTED PIVOTS AND JEWELS — 
HIGH TORQUE MOVEMENT- 
STRONG TOUGH POINTER—RUGGED 
MOVING ELEMENT. Available in a 
variety of sizes and types with or without 
special dials. Write for Spec. Data No. 
RM-3400-3. 



Amateurs • YOUR REQUESTS FOR additional information ond price quotations will receive prompt handling at Supreme. Besides the items illustrated 

Fnains&rs • above, we are often called upon to produce special purpose panel meters and testing instruments for industrial organizations, public utilities, 
engineers government services. Perhaps, with our know-how plus our design, testing and manufacturing facilities, we can solve a problem 

Technicians • for you. WRITE Supreme, Inc., Box 5523, Greenwood, Mississippi, U.S.A. 
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DIALIGHT CORPORATION 

Foremost Manufacturer of Pilot Lights 


PILOT LIGHT ASSEMBLIES 

for T-3% NEON LAMP • NE-51 



NE.51 


T-3l^ NEON LAMP • NE-31 
11/16 ' MOUNTING HOLE 

BUILT-IN RESISTOR 

(Patent No. 2,421,321) 

For 110 and 220 volts 

The new NE-51 lamp is especially useful for pilot lights to 
be operated on commercial voltages. It has a distinctive 
orange-red glow and consumes very little current. 


MULTI-VUE CAP 


(Ul); 


All of these assemblies 
are listed by Under¬ 
writers* Laboratories. 
Inc. 


Equipped with 

BINDING SCREWS 


In addition to the advantages given by the provision of 
the built-in resistor, these assemblies offer another feature 
that is especially important in obtaining effective indication 
with the NE-51 lamp. The “Multi-vue” cap shown at the 
right gives a high degree of visibility by directing an in¬ 
creased amount of light toward the eye when the indicator 
is viewed from any angle. When it is desirable to view the 
electrodes directly, the clear caps shown below are very 
effective. For concentrating the light into a beam the metal 
lens holders are equipped with convex lenses as shown. 



Multivue caps 


CATALOGUE NUMBERS 

521308-991 Multivue cap, Screw terminals (Fig. 1) 

531308-991 Multivue cap, Screw terminals (Fig. 2) 

91408-931 Long clear cap. Soldering terminals (Fig. 4) 

95408-931 Clear cap, Soldering terminals (Fig. 3) 

81408-111 Screw-in cap, Convex lens, Soldering terminals (Fig. 20) 
80408-831 Screw cap. Dome plastic lens, Soldering terminals (Fig. 21) 
801308-831 Screw cap. Dome plastic lens, Screw terminals 
51408-111 Screw cap. Convex lens. Soldering t^minals (Fig. 22) 
511308-111 Screw cap. Convex lens, Screw terminals 

COLOR —The final figure 1 in the listed numbers indicates RED 
LENS COLOR. If other color is desired, change final figure to one from 
table below: 

GreeD-2*, Amber-3, Blue-4*, White-5, Yellow-fi, Clear-7 

recommended with neon lamps* 

BUILT-IN RESISTOR 



Equipped with 

SOLDERING TERMINALS 





PATENTED 
No. 2,421,321 

External resistors will be fur¬ 
nished which will permit use of 
these pilot lights on voltages 
higher than 220 volts. 


This series of pilot light assemblies is unique and 
has several exclusive features. The resistors are per¬ 
manently built into the high quality DIALCO designed 
socket. 

This socket is constructed with heavy molded bake- 
lite insulation in which the terminals are securely 
anchored. The insulated socket is mounted in a 
threaded bushing equipped with nut and shakeproof 
washer for mounting on a panel of any usual thick- 


DIALIGHT CORPORATION 

Foremost Manufacturer of Pilot Lights 

BROOKLYN 37, N. Y. 
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DIALIGHT CORPORATION 

Foremost Manufacturer of Pilot Lights 

BROOKLY]^ N. Y. 





Screw terminals 
Fig. 13 


Soldering terminals 
Fig. 14 
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DIALIGHT CORPORATION 

Foremost Manufacturer of Pilot Lights 

BROOKLYJV 3T, N. Y. 



CATALOG NUMBERS FOR ENCLOSED ASSEMBLIES 

Mount in one inch clearance hole 

UNDERWRITERS’ LISTED 

For S-6 Lamp with Candelabra Screw Base 

51901-111 Screw cap, Convex lens, frosted back (Fig. 11) Screw terminals (Fig. 13) 

61901-111 Screw cap. Large convex lens, frosted back (Fig. 8) Screw terminals (Fig. 13) 

51901-431 Screw cap. Faceted lens (Fig. 10) Screw terminals (Fig 13) 

19901-531 Screw cap. Large torpedo lens (Fig. 12) Screw terminals (Fig. 13) 

51101-111 Screw cap, Convex lens, frosted back (Fig. 11) Soldering lugs (Fig. 14) 

41901-111 Bayonet cap Convex lens (Fig. 6) Screw terminals (Fig. 13) 

31901-111 Friction cap Convex lens (Fig. 5) Screw terminals (Fig. 13) 

47901 Light Shield cap (Fig. 19) Binding Screw terminals (Fig. 13) 

71101-111 Mechanical dimmer (Fig. 18) Soldering terminals (Fig. 14) 

78101-111 Polaroid dimmer (Fig. 18) Soldering terminals (Fig. 14) 

For S-6 Lamp with Double Contact Bayonet Base 

513202-111 Screw cap, Convex lens, frosted back (Fig. 11) Screw terminals (Fig. 16) 
613202-111 Screw cap, Large convex lens, frosted back (Fig. 8) Screw terminals (Fig. 16) 
513202-111 Screw cap. Faceted lens (Fig. 10) Screw terminals (Fig. 16) 

803202-531 Screw cap, Torpedo lens (Fig. 7) Screw terminals (Fig. 16) 

413202-111 Bayonet cap Convex lens, frosted back (Fig. 6) Screw terminals (Fig. 16) 
313202-111 Friction cap Convex lens, frosted back (Fig. 5) Screw terminals (Fig. 16) 

For G-6 Lamp with Double Contact Bayonet Base 

51704-111 Screw cap. Convex lens, frosted back (Fig. 11) Screw terminals (Fig. 15) 
51704-431 Screw cap. Faceted lens (Fig. 10) Screw terminals (Fig. 15) 

80704-531 Screw cap, Torpedo lens (Fig. 7) Screw terminals (Fig. 15) 

80704-841 Screw cap. Dome plastic lens, matted back (Fig. 9) Screw terminals (Fig. 15) 

51204-111 Screw cap, Convex lens, frosted back (Fig. 11) Soldering terminals (Fig, 17) 

41204-111 Bayonet cap Convex lens (Fig. 6) Soldering terminals (Fig. 17) 

31204-111 Friction cap Convex lens (Fig. 5) Soldering terminals (Fig. 17) 

For NE-45 Neon Glow Lamp, Candelabra Screw Base 

51914-131 Screw cap, Convex lens (Fig. 11) Binding screw terminals (Fig. 13) 

80914-841 Screw cap. Dome lens (Fig. 9) Binding screw terminals (Fig. 13) 

41914-131 Bayonet cap Convex lens (Fig 6) Binding screw terminals (Fig. 13) 

31914-131 Friction cap Convex lens (Fig. 5) Binding screw terminals (Fig. 13) 

51114-131 Screw cap, Convex lens (Fig. 11) Soldering terminals (Fig. 14) 

80114-531 Screw cap, Torpedo lens (Fig. 7) Soldering terminals (Fig. 14) 

COLOR -The final figure 1 in the above number indicates RED LENS COLOR. If other 

color is desired, change final figure to one from table below. 

Green-2, Amber-3, Blue-4, White-5, Yellow-6, Clear-7 
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DIALIGHT CORPORATION 

Foremost Mtmufmeturer of Pilot Lights 

BROOHa^lTM 37, W. Y. 


PILOT LIGHT ASSEMBLIES 


r ^ 

DIRUO 


ASSEMBLIES FOR T-3l^ LAMPS 

MINIATURE BAYONET BASE 
(for low voltages) 




CATALOGUE NUMBERS 

52I310>991 Multivue cap, Screw terminals (Fig. 1) 

531310-991 Multivue cap, Screw terminals (Fig. 2) 

91410-931 Long clear cap, Soldering terminals (Fig. 4) 

9541P-931 Clear cap, Soldering terminals (Fig. 3) 

81410-111 Screw-in cap, Convex lens, Soldering terminals (Fig. 20) 
80410-831 Screw cap, Dome plastic lens, Soldering terminals (Fig. 21) 
801310-831 Screw cap, Dome plastic lens, Screw terminals 
51410-111 Screw cap, Convex lens, Soldering terminals (Fig. 22) 
511310-111 Screw cap, Convex lens. Screw terminals 
211310 Light shield cap Screw terminals (Fig. 23) 

93410-111 Polaroid dimmer cap. Convex lens. Soldering terminals 
(Fig. 25) 

98410-111 Dimmer cap. Convex lens, Soldering terminals (Fig. 24) 


COLOR— The final figure 1 in the listed numbers indicates RED 
LENS COLOR. If other color is desired, change final figure to one from 
table below: 

Green-2, Amber-3, Blue-4, White-5, Yellow-6, Clear-7 

Smaller assemblies as illustrated in Figs. 20, 23, 24 and 25 
mount in 11/16" clearance hole. Figs. 21 and 22 
require 1" clearance hole. 



MECHANICAL and POLAROID DIMMERS 



Any of the mechanical dinamers can be supplied in 
either the “Complete Blackout” or the regulation type. 


Sadio’^s Master— 18 ^ topyrighi b;^ C, P,, Inc, 

Pose 


mechanical 


Polaroid 


Fig. 25 






BIALIGHT CORPORATION 

Foremost Manufacturer of Pilot Lights 

BROOKLinV 37, N. Y. 


PILOT LIGHT ASSEMBLIES 

A SELECTIOX OF OPEN TYPES 

For T-3^ Low voltage Incandescent Lamps I Mill 



Miniature Screw Base 





Miniature Bayonet Base 


FIG. 26 

Typical assemblies for bayonet base lamp. 
Available also for screw type, see listing below. 



FIG. 28 


DIRUO 


FIG. 27 


CATALOGUE NUMBERS 

Assemblies for T-3^ miniature bayonet base lamps 


No. 810B-431 
No. 710-121 
No. 755-621 
No. 857B-431 
No. 67B-111 


Faceted ^2^^ lens. For Wie" mounting hole. Fig. 26 

Convex lens. For He" mounting hole. Fig. 27 

Convex lens. For % 2 " mounting hole. Fig. 28 

Faceted lens. For mounting hole. Fig. 29 

Convex lens. For mounting hole. Fig. 30 



FIG. 29 


Octagon lock nut and bracket on 
these two units welded into one- 
piece construction. 


Assemblies for T-3^ miniature screw base lamps 

No. 810M-431 Faceted lens. For mounting ho 


No. 810M-431 Faceted lens. For mounting hole. 

No. 510-121 Convex lens. For mounting hole. 

No. 555-621 Convex lens. For % 2 " mounting hole. 

No. 855-431 Faceted lens. For mounting hole. 

No. 66M-111 Convex lens. For mounting hole. 


Similar to Fig. 26 
Similar to Fig. 27 
Similar to Fig. 28 
Similar to Fig. 29 
Similar to Fig. 30 


COLOR— —The final figure 1 in the listed numbers indicates RED LENS COLOR. If other 
color is desired, change final figure to one from table below: 


Green-2, Amber-3, Blue-4, White-5, 


Yellow-6, Clear-7 


FIG. 30 
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DIALIGHT CORPORATION 

Foremost Manufacturer of Pilot Lights 

BROOKLYN 37, N. Y. 


PILOT LIGHT ASSEMBLIES 



A SELECTION OF OPEN TYPES 

For Candelabra Screw Base Lamps 


FIG. 31 


DIR 0 


L 




FIG. 33 


For S-6 Incandescent Lamps, candelabra screw base 

No. 10-18-14-431 Faceted Lens (for 7/16" mounting hole) (Fig. 32) 
No. 25-18-15-431 Faceted %" Lens (for 11/16" mounting hole) (Fig. 33) 


FIG. 32 No. 31-18-16-431 Faceted 1" Lens (for 1" mounting hole) (Fig. 31) 


All of the above assemblies are listed by Underwriters’ Laboratories, Inc. 


COLOR- —The final figure 1 in the listed numbers indi¬ 
cates RED LENS COLOR. If other color is desired, change 
final figure to one from table below: 

Green-2, Amber-3, Blue-4, White-5, Yellow-6, Clear-7 



FIG. 34 


Octagon lock nut and bracket on these two 
units welded into one-piece construction. 



FIG. 36 FIG. 35 


For G-6 Low voltage lamps, 
candelabra screw base 

No. 610-121 Convex lens 
Fig. 34 (for 7/16" mounting hole) 


For NE-45 Neon Glow Lamps, 
candelabra screw base 

No. 67BN-831 Dome Plastic Lens (%" diam.) Fig. 35 
No. 66N-131 Convex Glass Lens (%" diam.) Fig. 36 
(Both mount in 13/16" hole. Cap removable) 
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D1AI.1GHT CORPORATION 

Foremost Manufacturer of Pilot Lights 

BROOKLYN 37, N. Y. 



34-431 34-841 PUSH-IN TYPES 

GLASS LENS PLASTIC LENS 


These holders snap into 1^" hole 



76006-231 

76006-431 

76006-531 

76006-111 

FACETED 

TORPEDO 

CONVEX 

BUSHING 


31-431 


31-531 


31-111 


31246 


The above two groups mount in 1" clearance hole. The upper series lock to the panel and are 
tamper proof. The lower series permit lamp replacement from the front of the panel. 

LENS COLOR -The final figure 1 in the listed numbers indicates RED LENS COLOR. If other 

color is desired, change final figure to one from table below: 

Green-2, Amber-3, Blue-4, White-5, Yellow-6, Clear-7 
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DIALIGMT CORPORATION 

Foremost Manufacturer of Pilot Lights 

BROOKLYJ^ 37, BT. Y. 


CONNECTORS FOR SINGLE CONDUCTOR CABLE 
FOR MICROPHONES - SPEAKERS - PICK-UPS - JACKS 

(using cable shield for second conductor) 


The fittings shown here are designed for use with 
standard metal shielded single conductor cable up 
to diameter. These connectors are heavily con¬ 
structed from solid brass and all exposed parts are 
chrome plated and highly polished. 


The cable end connectors are provided with 
rugged wire spring protectors which prevent sharp 
bends at the connection. The protector is soldered 
to the cable sheath and secured in the connector by a 
set screw so that all strain is relieved from the 
conductor. 



No. 101 

MALE CONNECTOR FOR CABLE 

With spring protector to prevent sharp bending of 
cable. Solders to cable sheath — secured by soi 
screw. 



No. 102 

PLUG WITH MALE CONNECTOR 

Fits standard jacks 



No. 103 

CAP AND CHAIN 

To protect unused male connectors. Chain secured 
by screw prevents loss when removed to make con¬ 
nection. 



No. 100 


FEMALE CONNECTOR FOR CABLE 

With spring protector to prevent sharp bending of 
cable. Solders to cable sheath — secured by set 

ccreWo 



MALE CONNECTOR FOR CHASSIS 

Has sprung center contact which grounds before 
cable connection is broken preventing open circuit 

howls. 



No. 50 


MALE CONNECTOR FOR CHASSIS 

Shell grounds to panel — or may be insulated by 
washers. Fit — 24 threaded hole or may be 
secured by nut. 

No. 50 P 

MALE CONNECTOR FOR CHASSIS 

(Similar to No. 50 above) 

Designed for force fit in hole in panel. Requires 
no nut to secure in place. 
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SOCKETS 

BRACKET MOUNTED 


DIHUO 


MINIATURE BAYONET 


No. 7 Series 


No. 2 Series 
FIBRE TUBE 


MINIATURE SCREW 


No. 5 Series 


No. 3 Series 
MOLDED BAKELITE 


zket 

ffix Bracket Description 

01 —Plain clip, upturned 

02 —Plain clip, downturned 

03 —Clip with ears, upturned 

04 —Clip with ears, downturned 

05 —Right angle, upturned, slotted. Slot—x 3/16" 

06 —Right angle, downturned, slotted. Slot—%" x 3/16" 
07 —Plain socket, no bracket 

08 —Right angle, downturned, short. Hole Size—5/32" 
09 —Right angle, upturned, short. Hole Size—5/32" 


Socket 

sufBx Bracket Description 

—11—Square U-shaped. Hole Size—5/32" 

—12—Horizontal (no bend), short. Hole Size—5/32" 

-—13—Horizontal (no bend), slotted. Slot— %" x 3/16' 
•—14—Vee with locking tongue, short—1" 

—15—Vee with locking tongue, short—1%" 

—16—^Vee with locking tongue, intermediate—1-5/16'' 
—17—Vee with locking tongue, long—1%" 

—18—Vee with locking tongue, long—1%" 

—19 —Right angle, upturned, long. Hole Size—9/64" 
— 20 —Right angle, downturned, long. Hole Size—9/64 
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r 1 

DIRUO 



No. 12 Series 


SOCKETS 

BRACKET MOUNTED 

75 Watts, 125 Volts 


No. 4 Series 
Wire Leads 

Insulated with heavy molded 
Bakelite. Square shoulder locks in¬ 
to square hole in bracket — all 
securely held by large tubular rivet. 



No. 12 Series — Double Contact Bayonet 
Ceramic Insulating Disk 

The new “12” series socket is constructed with a 
high quality ceramic disk supporting the socket con¬ 
tacts. Recesses in the disk receive the lead wires so 
that no live metal is exposed. 

Wire Leads 

The standard flexible leads are of plastic insulated 
approved wire, 18 gauge. Usual length is 8 inches; 
longer leads will be supplied when specified. 


CERAMIC DISK Many Bracket Types 


UNDERWRITERS’ 



LISTED 


IDEAL FOR S-6 
and C-7 LAMPS 

No. 18 Series 



Soldering Terminals 
(locked in position) 



NAVY SPECIFICATION SOCKETS 


Candelabra screw 9S2036 
Candelabra screw 9S5038 
(not illustrated) 


Double Contact bayonet 9S4634 


Miniature bayonet 
9S4931 


LAMP INSTALLER The DIALCO lamp installer shown below is a useful 

tool in installing lamps and in servicing pilot lights. 



No. L.73 No. L-45 

For NE-45 Neon 
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PKICES 

Prices of manufacturers and suppliers' products listed in RADIO'S 
MASTER are subject at all times to change without notice — they 
should not be considered final. 

Get quick on-the-spot quotations from your distributor who subscribes 
to our perpetual up-to-the-minute PRICING SERVICE. 


Loose-leaf, flexible binder. 
Contains over 1100 pages. 


Published by 

UNITED CATALOG PUBLISHERS, INC. 
106-110 Lafayette Street 
New York 13, N. Y. 


^fFicial Pricing System of 
^ radio - electronic - tele¬ 
vision parts and equipment. 
Supported by tbe industry: dis¬ 
tributors, manufacturers, and 
their sales representatives. 


DELI VERY 

Delivery is often dependent on the availability of raw materials. 
So check with your distributor for delivery information. 





No. 5 Type 


11/32'^ JEWEL . . VERTICAL MOUNTING 

Adjustable to the focal length of any miniature 
screw or bayonet lamp. Mounts in 9/32" di¬ 
ameter hole on panels up to thick. Tested 
at 125 volts. Faceted glass. Panel Hardware, 
bright nickel — other parts cadmium. Standard 
colors. 

No. 5 .—..Miniature Screw 

No. 5B .— ..Miniature Bayonet 


V2" JEWEL ... HORIZ. MOUNTING 

Specially designed for use on more than 
one thickness of panel. Supplied with 
two fibre washers which compensate 
for panel thicknesses. Mounts in 11/16" 
hole. Lamp removable from front of 
panel. Tested at 125 volts. Regular 
plating. Faceted jewel in standard No. 50 Type 

colors. 

TYPE STYLE DEPTH PANEL 

NUMBER _ SOCKET _ BACK OF PANEL THICKNESS 

50 Min. Bayonet 1-9/16" 0" to 1/4" 

50.5 Min. Bayonet II/ 2 " 17/64" to a/g" 

SOS Min. Screw IVs" 0" to 1/4" 

50.5S Min. Screw li/s" to II/ 4 " 17/64" to a/s" 



JEWEL . . VERTICAL MOUNTING 

Mounts in 7/16" hole on panels up to 
thick. Tested at 125 volts. Standard colors. 
Faceted glass. Panel Hardware, bright nickel 
— other parts cadmium. No. lOB has bracket 
with oblong hole permitting adjustment to 
obtain best position for lamp filament back 
of Jewel. 

No. 10.....Miniature Screw 

No. lOG ..—.Miniature Bayonet 

No. 10 Type No. lOB .Miniature Bayonet 


V2 ' JEWEL . . VERTICAL MOUNTING 
UNDERWRITERS APPROVED 

Candelabra screw base Jewel light which is 
Underwriters Approved for 75 watt — 125 volt 
service. Takes minimum depth behind panel. 
Oblong hole permits adjustment for placing 
lamp filament behind Jewel for maximum 
illumination. Mounts in 7/16" hole on panels 
up to thick. Standard colors. FAC-SP-SFB 
glass finishes. Standard plating. 

No. IOC Type No. IOC ......Candelabra Screw 


V2" JEWEL 

HORIZONTAL MOUNTING 

Lamp removable from front of panel. 
Mounts in 11/16" hole. Tested at 125 
volts. Standard colors. Faceted glass. 
No. 20 Type Regular plating. 


TYPE 

UMBER 

STYLE 

SOCKET 

DEPTH 

BACK OF PANEL 

PANEL 

THICKNESS 

20 

Min. Bayonet 

1-13/32" 

0" to 7/64" 

30 

Min. Bayonet 

1-7/32" 

1 / 4 " 

40 

Min. Bayonet 

1-11/32" 

i/s" to 15/64" 

20 s 

Min. Screw 

1-1/16" 

0" to 15/64" 

SOS 

Min. Screw 

15/16" 

Vi" 


Incorporates use of polarized discs to 
regulate light intensity. A partial turn 
of the Jewel dims the light. Supplied 
with three fibre washers to compensate 
for different panel thicknesses. Mounts 
in 11/16" hole. Finish bright nickel. 
Standard Colors. Regularly supplied 
with smooth gloss frosted on back only. 
Other glass types optional. 

TYPE NUMBER _ STYLE SOCKET 

80 Miniature Bayonet 

BOS Miniature Screw 



No. 80 Type 
1/2" 

POLARIZED 

VARIABLE 

INTENSITY 





5/8" PLASTIC CAP 
HORIZONTAL MOUNTING 

Gives wide angle vision . . . easily seen 
from sides. Lamp removable from front 
of panel. Supplied with three 1/16" thick 
fibre washers for adjustment of thick¬ 
ness of panel. Mounts in 11/16" hole. 
Tested at 125 volts. Regular plating. 
Colors: amber, colorless, green and red. 



No. 51 Type 


Type 

No. 

Length 

A to C to 
B D 

Style 

Socket 

Number of Spacing 

Washers Required 



Ui" 


Panel thjckness A" 

i i/s" xV' 

1 1 / 4 " 

51 

lys 

Bay. 

Washers 3 

2 1 

1 0 




Min. 

Panel thickness Vi" 

Pn" 


51.5 

1 

lie 

Bay. 

Washers 2 

1 

0 



m" 

Min. 

Panel thickness 1 ^" 

Vs" xV' 

Vi" 

51S 


Screw 

Washers 2 

1 0 

0 


A to B: length of socket assembly without lamp. C to D: overall 
length of socket assembly with lamp installed. 


3 / 4 " JEWEL ... HORIZ. MOUNTING 

Polished chrome "slip-fit" bezel. Mounts 
in 1V16" hole. Supplied with fibre 
washers to compensate for panel thick¬ 
ness. Miniature types tested at 125 volts. 

Candelabra type stands 1000 volts 
breakdown. Standard colors. No. 60 No. 60 Type 

Types are regularly supplied with colorless smooth glass frosted 
on back, behind which is placed a colored disc so glass appears 
white until lamp is lighted.___ 


TYPE NUMBER _ STYLE SOCKET _ 

60.Min. Bayonet 

60N.Cand. Screw for NE45 lamp 



60S 

60T 


Min. Screw 

Cand. Screw for 115v, 6W, 
T4-V2 lamp 


I" JEWEL . . . HORIZ. MOUNTING 

Easy to install. Has "slip-fit" bezel. 

Mounts in 1" diameter hole on panels 
up to 1 / 2 " thick. Will withstand a voltage 
breakdown of 1000 volts. No. 75 will 
take any candelabra screw base lamp 
up to 1%" long and %" diameter. Type 

Nos. 175 and 275 take any miniature lamp up to 1-3/16" long 
and diameter. All parts are burnished cadmium plated except 
the bezel, which has a highly polished chrome finish. Standard 
colors. No. 75 Types are regularly supplied with colorless smooth 
glass frosted on back, behind which is placed a colored disc so 
that glass appears white until the lamp is lighted. Comes in 
FAC, SP or SFB. We recommend smooth plain glass for use with 
Neon Glow Lamps. 

TYPE NO. STYLE SOCKET TYPE NO. STYLE SOCKET 
75 Candelabra 275 Min. Bayonet 

175 Min. Screw 375 S. C. Cand. Bayonet 

or Bay. 



1" JEWEL . . . Underwriters App, 

A heavy-duty Candelabra screw base 
assembly designed to be used on rugged 
equipment. UL for 125 volt 75 watt serv¬ 
ice. The socket assembly and mounting 
tube are one piece. Solder terminals. No. 75AP 

Mounts in 1" hole on panels up to V 2 ' thick. Panel Hardware, 
highly polished chrome. All other parts cadmium plated. Stand¬ 
ard colors in FAC, SP or SFB glass. Depth back of panel 2Vi". 
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No. 100 Type 
1 / 2 " JEWEL 



No. 101 Type 
PLASTIC DOME 


WITH BUILT-IN RESIS¬ 
TORS FOR NEON GLOW 
LAMPS . . .NO. ICON 
AND NO. lOlN. 


TOTAttY ENCLOSED MINIATURE 
BATONS ASSEMBLIES 

UNDERWRITERS LISTED 
The ioON and 10 IN assemblies are de¬ 
signed for use with the NE51 neon glow 
lamps. With proper current limiting re¬ 
sistors they can be operated on' any 
voltage over 65 volts AC and 90 VOlts 
DC. Resistor is built into the housing. 
Units carried in stock have 100',000 ohm 
resistors for 115 volt operation. The 100 
and lOON have glass Jewels. The ' 101 
and 10 IN have transparent plastic 
domes. The fluted-on-inside type plastic 
dome has three times the visibility of 
the plain cap. All types mount in 11/16" 
diameter hole on panels up to thick. 
Breakdown 2000 volts. 101 and 10 IN 
come in amber, colorless, red and milky 
white in the transparent; and blue, 
green, red, milky white, and yellow in 
the translucent. 


JEWELS 




110 FLUSHLITE 



NEON INDICATOR LIGHTS 


for maximum visibility . . . 

^ NO. 110 FLUSHLITE is Under- 
writers Listed. Comes equipped 
with NE-2 neon lamp with built- 
in 100,000 ohm Resistor. Can be 
mounted by two screws or on 
studs on either front or back of 
panel. Body is milky white polystyrene. 
Rated at 125 volts, 1/10 watt. 


NO. 105 POSTLITE comes equipped with 
NE-2 neon lamp with built-in 100,000 
resistor. Body and head molded in one 
piece from clear, colorless polystyrene. 
Mounts in 1 / 2 " diameter hole. Rated at 
125 volts, 1/10 watt. 


No. 105 POSTLITE 


LOOK FOR THIS 

DRAKE DISPLAY BOARD 

AT YOUR DEALER 

It shows a representative assortment of DRAKE units . . . 
will help you in selecting exactly the right Jewel or Pilot 
Lights for your requirements. 


No. 75A3-C 
1" Jewels 


THREADED TYPE 

No. ^ ^. ^haiik 1 / 2 " TYPES 

long, 7/16" O.D. IG -17 No. 60A3 

No. 16S-17 . . . Shank 9/32" ii" Jewels 3 / 4 " Jewels « 

long, 7/16" O.D. Jewels'" 

No. 60A3-27 . . .Shank 3 / 3 ” 
long; 11/16" O.D. 

No. 75A3-C — 1" threaded jewel, mounts in 1" hole on panels 
up to thick. Complete assembly supplied with fibre washer, 
hex nut, and lockwasher. 

No. 60A3-27 and 75A3-C POLISHED CHROME FINISH. 
OTHER NOS. NICKEL FINISH. 

SLOTTED TYPES 

No. 22 . . . Shank Vs" long, 3 / 3 ” O.D. 

No. 23 . . . Shank 3/16" long, %" O.D. 

No. 24 . . . Shank 1 / 4 " long, 9/32" O.D. No. 24 

DIAMOND CUT JEWELS 11/32" Nos.^22, 23 

IN STANDARD COLORS JEWEL JEWEL 


DIAL LIGHT ASSEMBLIES 



? 17H 

117H MINIATURE 417H 

MINIATURE SCREW BAYONET CANDELABRA SCREW 


Code numbers for Types: 

MIN. SCREW — 100 SERIES; MIN. BAYONET — 200 SERIES; 
CAND. SCREW — 400 SERIES. 




103AH - 203AH 103CE 

403AH 203CE - 403CE 

WITH FLANGE BRACKETS 


MISCELLANEOUS TYPES 
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BUSS Fuses 

T Fuses and Fuse Holders 


FUSETRON ELEMENT Fuses and Fuse H 

for Profecf/on of Radios, Instruments and Electronic Equipment 


FAST ACTING FUSES for 
PROTECTION OF INSTRUMENTS, Etc. 

Formerly called SAG, 

V Jrnmmr r .. Dimension M x 1 inch, Glass tube. 

Provide high speed action necessary to protect sensitive 
instruments. 


Voltage 

250 or less 


I Formerly called SAG 

V-i—i/ W fa—r Dimension 34 x 1 inch, Glass tuhe^ 

Provide high speed action necessary to protect instruments. 
Test specification—carry 100%, open at 200% in 5 seconds. 

AGX are listed as approved by Underwriters* Laboratories^ 


-carry 100%, open at 200% in 5 seconds. 


Voltage 

Symbol 

Symbol 

Amperes 

List Price 

250 or less 

AGC 

MJB 

34oo 

$0.70 

it 

AGC 

MJB 

34oo 

.30 

4 4 

MTH 

MJB 

34oo or 342 

.20 

ii 

MTH 


BUSS GLASS TUB E FU SES, !4x l!4inch 

AGC and MTH 4, 5 and 6 (li— 

Formerly called 3AG 

Test specification—carry 110%, open at 135% in 1 hour. 

Listed as approved by Underwriters* Laboratories, 

Voltage Symbol Amperes List Price 

250 or less AGC 34, K, 34 or % $0.15 

“ AGC 1, 134,2 or 3 .07 

MTH 4,5 or 6 ,10 

« MTH 8 .15 


Voltage 

Symbol 

Amperes 

List Price 

250 or less 

MJW 

346 or 34 

$0.15 


AGX 

H 

.15 

«< 

AGX 

M, M or M 

.12 

125 or less 

AGX 

H 

.12 


AGX 

1 , 134 or 2 

.10 

The MJW fuses 

are special low resistance fuses. 



SFE4 SFE6 SFE 9 SEE 14 SFE 20 SFE30 
Glass tube — diameter inch. Length as per table below. 

Test specification—carry 100%, open at 125% in i/j hour. 

Listed as approved by Underwriters’ Laboratories, 

Made according to specifications of Society of Automotive 
Engineers, 

Symbol Length Pounds List 

Voltage Amperes Inches per 100 Price 

32 or less SFE4 % .70 $0.05 


Symbol 

Length 

Pounds 

List 

Amperes 

Inches 

per 100 

Price 

SFE4 

H 

.70 

$0.05 

SFE6 

H 

.71 

.05 

SFE9 

H 

.72 

.04 

SFE14 

iHe 

.77 

.04 

SFE20 

IH 

.83 

.035 

SFE30 

IHe 

1.05 

.06 


BUSS PIG-TAIL FUSES 


Formerly called 3AG 


BUSS FUSES — SFE STANDARD 

All cuts actual size. Fuses of different amperages are of 
different lengths — to make it impossible to insert too 
large a size — thereby preventing over-fuseing. 


Test specification—carry 110%, open at 135% in 1 hour. 

Voltage Symbol Amperes List Price 

32 or less AGC 5, 6 or 734 , $0.05 

“ AGC 10 or 15, .04 

“ AGC 25 or 30 .05 

20 ampere size is an SFE 20 fuse. 

Sizes larger than 30 ampere are not recommended as clips or fuse 
holders would not permit fuse to carry such high currents. If surges 
or starting currents make heavier fuse necessary, use MDL Fuse- 
tron dual-element fuses. 

BUSS CERAMIC TUBE FUSES 
Va X. VA inch 

Formerly called 3AB 

Test specification—carry 110%, open at 135% in 1 hour. 

Listed as approved by Underwriters* Laboratories, 15 amps 
and less. 

Voltage Symbol Amperes List Price 

250 or less _ABC_ 10, 12, 15 or 20 _ $0.15 

FUSETRON FUSES, 'A x 114 inch 

f ] - 1 - Glass tube — 

( Dual-Element type 

A FUSE WITH A LONG TIME-LAG 

These fuses avoid needless blows from starting currents or 
surges. They have a fuse link which operates only on very 
high overloads or ihort-circuits — they have a thermal 
cutout which functions on low overloads — the thermal 
cutout cannot operate quickly at any load, hence long 
time-lag is obtained. Yet protection is afforded against 
short-circuits or continued overloads. 

Test cpccification—carry 110%, open at 135% in 1 hour. 

Approximate blowing time: at 200% load MDL 25 sec. MDX 12 sec. 

at 300% ** “ 8 “ “ 3 “ 

at 500% “ •• 3 " “ 34 “ 

125 and 250 volt sizes listed as approved by Underwriters* 
Laboratories, 

Voltage Symbol Amperes 

250 or less MDL Hoo. jia. He. Ho. ^Hoo. Ho. Ho. 
Ho. H. Ho. Ho or 1 

125 or less MDL IH. IHo. 2.2H. or 2Ho 
“ MDX 3Ho. 4.5 or 6H 
32 or less MDL 3Ho. 4, 5, 6H. 8,10, 15, 20, 25 or 30 


Voltage Symbol 

250 or less MDL 

125 or less MDL 
“ MDX 
32 or less MDL 


FUSETRON PIG-TAIL FUSES 


34 X 1ii'ch Glass tube fuse with 1 inch leads of No. 
20 tinned copper wire. Symbol GJV, 

34 X 134 inch Paper tube fuse with IJ^ inch leads of No. 
20 tinned coppet wire. Symbol GJC. 

Test specifications — carry 110%, open at 135% in 1 hour. 

Listed as approved by Underwriters* Laboratories. 

Voltage Symbol Amperes List Price 

250 or less QJY HtHtHtHorH $0.20 

GJV 1, lM,2or3 ,15 

« GJC H.H.H.HorH .20 

“ GJC 1, lH.2or 3 45 


These are MDL fuses with 
134 inch tinned wire leads. 
0 to 8 amp. have No. 20 
wire, 10 to 15 amp. have 
No. 16 wire and 20 to 30 
amp. have No. 14 wire. 

125 and 250 volt sizes listed 
as approved by Under¬ 
writers* Laboratories. 


Symbol MDV 

For sizes and all 
other information see 
MDL fuses abovcs 
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L I T T E L F U S E 


‘‘Quicker than a 

Short Circuit 


3 AG ''LITTELFUSES” 





Standard Package—100 


Blow 

Time 

Percentage of 
rating 

Blow Time 


110% 

Life 


135% 

0-1 hour 


200% 

0-2 minutes 


311000 Series Littelfuses —Quick to medium-blow¬ 
ing fuses—for use in radios, auto-radios, amplifiers, 
etc. Straight-type fuse element—positioned to cen¬ 
ter of fuse—makes open link always in the visible 
portion of fuse. 


Catalog 

No. 

Amp. 

rating 

Max. 

volt 

List Price, 
each 

311005. 


32 

$0.05 

31107.5 

7^ 

32 

.05 

311010. 

10 

32 

.04 

311015. 

15 

32 

.04 

311020. 

20 

32 

.035 

311025. 

25 

32 

.05 

311030. 

30 

32 

.05 


312000 Series Littelfuses —Quick-acting fuses—^for 
low time-lag applications similar to the 311000 fuse 
series above. Protective-coated elements, on fuses to 
3 amperes, prevent oxidation and promote clean 
break on fusion. Diagonal element alignment of this 
fuse assures accurate alignment and calibration, 
even when the fuse element is expanded by heat. 


Catalog 

No. 

Amp. 

rating 

Max. 

volt. 

List Price 
each 

312.062 

% 

250 

$0.15 

312.125 

H 

250 

.15 

312.187 

% 

250 

.15 

312.250 

H 

250 

.15 

312.375 

Vs 

250 

.15 

312.500 


250 

.15 

312.750 

% 

250 

.15 

312001. 

1 

250 

.07 

31201.5 


250 

.07 

312002. 

2 

250 

.07 

312003. 

3 

250 

.07 

312004. 

4 

250 

.10 

312005. 

5 

250 

.10 

312006. 

6 

250 

.10 

312008. 

8 

125 

.15 


Approved by Underwriters’ Laboratories. 


3 AG "SLO-BLO” "LITTELFUSES” 



M'n IH" 


Standard package—100 

Blow Percentage of 

time rating Blow Time 


110% 

Life 

135% 

0-1 hour 

200 

60 seconds max. 


5 seconds min. 


313000 Series Littelfuses—Slo-Blo fuses with high 
time-lag to withstand heavy surges—quick on 
shorts. Designed for circuits with equipment having 
high inductive or capacitative surges, such as mag¬ 
nets, solenoids, etc., and for circuits with heavy 
starting currents, such as motors and lamp circuits. 
Anti-fatigue construction (compound element, with 
spring and resistor) makes these fuses ideal for inter¬ 
mittent-duty circuits on vibrators, control circuits, 
hi-tension electric fences, small magnets, coils, etc. 
“Pioneered by Littelfuse.” 


Catalog 

No. 

t ormer 
No. 

, Amp. 
rating 

Max. 

volt. 

List Price, 
each 

313.010 

1259 

1/lOC 

125 

$0.25 

313.032 

1261 

1/32 

126 

.25 

313.062 

1262 

1/16 

125 

.25 

313.100 


1/10 

126 

.25 

313.125 

1263 

1/8 

125 

.25 

313.150 


15/100 

125 

.25 

313.187 

1263. A 1 

3/16 

125 

.25 

313.200 

1 

2/10 

125 

.25 

313.250 

i264 

1/4 

125 

.25 

313.300 

1 

3/10 

125 

.25 

313.375 

1265 

3/8 

125 

.25 

313.400 


4/10 

125 

.25 

313.500 

1266 

1/2 

125 

.25 

313.600 


6/10 

125 

.25 

313.750 

1267 

3/4 

125 

.25 

313.800 


8/10 

125 

.25 

313001. 

1268 

1 

125 

.25 

3131.25 


IH 

125 

.20 

31301.5 

1041-C 

IH 

125 

.20 

31301.6 


1-6/10 

125 

.20 

313002. 

1042-C 

2 

125 

.20 

31302.5 


2H 

125 

.20 

313003. 

1043-C 

3 

125 

1 .20 

31303.2 


3-2/10 

125 

I .20 

313004. 


4 

125 

I .20 

313005. 

ioso-c 

5 

125 

.20 

3136.25 


6M 

32 

.20 

313008. 


8 

32 

.20 

313010. 

1081-C 

10 

32 

.20 

313015. 

1082-C 

15 

32 

.20 

313020. 

1083-C 

20 

32 

.20 


Approved by Underwriters’ Laboratories through 5 amps. 


3 AB "TINY MIGHTY” "LITTELFUSES" 





Standard package—100. 


Blow Percentage of Blow 
Time rating Time 


110% Life 

135% 0-1 hour 

200% 0-2 minutes 


314000 Series Littelfuses —The smallest 
Underwriters’ Laboratory approved fuses in 
ratings this high. Steatite enclosed, arc- 
quenching, powder filled fuses. Shatter- 
proofed against quick shorts. Medium time 
lag. Recommended for use with amplifiers, 
rectifiers, battery charging equipment, small 
generators, control panels, amusement de¬ 
vices, communication and electronic equip¬ 
ment, radios, signal apparatus, small motor 
circuits, etc. Take less space than N.E.C. 
fuses— “Pioneered by Littelfuse.” 


Catalog 

No. 

Amp. 

rating 

Max. 
volt. . 

List 

Price, 

each 

314008. 

8 

250 

$0.15 

314010. 

10 

250 

.15 

314012. 

12 

250 

.15 

314015. 

15 

250 

.15 

314020. 

20 

250 

.15 


Approved by Underwriters’ Laboratories 
through 15 amps. 
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L I T T E L F U S E 


Quicker than a 

Short Circuit ’ 



AIRCRAFT LITTELFUSES—ANTI-VIBRATION TYPE 


4 AG Aircraft Fuse showing 
reinforced twisted element 


Bakelite-enclosed 4 AB Fuse 


Especially designed for Aircraft Service. Characteristics: High Mechanical Sfr3ngth— 
Resistance to Fatigue—Long Vibration Life 

CON STR U CT ION: Glass-enclosed. Littelfuse Locked 
Cap Assembly (no cements) prevents loosening of 
caps. High visibility transparent label for amper¬ 
age. Elements mechanically depolarized by twisting 
at 90° (see illustrations) are braced against extreme 
vibration. “Gooseneck” non-crystallizing fuse element 
takes up expansion and contraction. Ratings 5 amps, 
or less use Spring and Link. Service life six times simple 
wire. The 4 AG and 5 AG sizes are supplied for Aircraft 
tervices for their strength and greater carrying capacity 
ban 3 AG fuses. 


CURRENT RATING: Rated to NEC specifications 
to carry 10% overload indefinitely, to blow on 35% 
overload within 1 hr., and 100% overload within 2 
min. 

VOLTAGE RATING: Voltage at which fuses will 
break without arcing over, or bursting under short 
circuit conditions. 

VIBRATION FACTOR: Minimum hours these fuses 
endure our Magnetic Vibrator operating 120 cycles a 
second, while carrying the rated current. Acceleration 
is 10 times the worst field conditions. 


BAKELITE-ENCLOSED: 4 AB and 5 AB fuses recom¬ 
mended where severe overloads might shatter glass. 


4AG “LITTELFUSES” 

1 ^* X Dia. 
Unit Wt.—3.5 Gms. 


Cat. 

No. 


“Slo-Blo' 

413.100 

413.150 

413.200 

413.250 

413.300 

413.400 

413.500 

413.600 

413.800 

413001 

4131.25 

41301.6 

413002 

41302.5 

413003 


Former 

No. 


1452C1;41 

1452C1;2 

10910 

10920 

10930 


Amp. 

Rating 


1;10 

15;100 

2;10 

1;4 

3;10 

4;10 

i;2 

6;10 

8;10 

1 

1- 1 ;4 
1 - 6;10 
2 

2- r2 


Max. 

Volt. 


250 

250 

250 

250 

250 

250 

250 

250 

250 

250 

250 

250 

250 

250 

250 


Price] 

Each 


4AG “LITTELFUSES” (Oon.) 
PA" X Dia. 

Unit Wt.—^3.5 Gms. 


Cat. 

No. 


41303.2 

413004 

413005 

4136.25 

413008 

413010 

413015 

413020 

413025 

413030 

413035 

413040 

Aircraft 

411010. 

411015. 

411020. 

411025, 

411030. 

411035. 


Former Amp. Max. Price] 
No. Rating Volt. Each 


1094C 


1095C 

1096C 

1097C 

1098C 

1099C 

llOOC 

1095 

1096 

1097 

1098 

1099 


3-2 ;10 

4 

5 

6-1 ;4 
8 

10 

15 

20 

25 

30 

35 

40 

10 

15 

20 

25 

30 

35 


.25 

.25 

.25 

.25 

.25 

.25 

.25 

.25 

.25 

.25 

.25 

.25 

.13 

.13 

.13 

.13 

.13 

18. 


4AB “LITTELFUSES” 

PA" X 9^*' Dia. 
Unit Wt.— Z.75 Gms. 


Oat. 

No. 

Former 

No. 

Amp. 

Rating 

Max. 

Volt. 

414001. 

1091B 

1 

250 

414002. 

1092B 

2 

250 

414003. 

1093B 

3 

250 

I 414005. 

1094B 

5 

125 

414010. 

1095B 

10 

125 

414015. 

1096B 

15 

125 

414020. 

1097B 

20 

125 

414025. 

1098B 

25 

32 

414030. 

1099B 

30 

32 

414035. 

— 

35 

32 

414040. 

IIOOB 

40 

. 32 


Each 


*Good for i)ower supplies up to 25 KVA 
at 115V—400 cycles. 


SAG “LITTELFUSES” 

iHz X 1 ^ 2 " Dia. 
Unit Wt,—8.5 Gms. 



Former 

No. 

Amp. 

Rating 

Max. 

Volt. 

Price 

Each 

Cat. 

No. 

“Sio-Blo” 

513001. 

1160C 

1 

250 

$0.25 

513002. 

1161C 

2 

250 

.25 

513003 

1162C 

3 

250 

.25 

513005. 

1163C 

5 

32 

.25 

513010. 

1164C 

10 

32 

.25 

513015 

1165C 

15 

32 

.25 

513020 

1166C 

20 

32 

.25 

513025 

— 

25 

32 

.25 

513030. 

1167C 

30 

32 

.25 

513040 

1168C 

40 

32 

.25 

513050. 

1169C 

50 

32 

.25 

513060. 

1222 c 

60* 

32 

.25 

Aircraft 

511010. 

1164 

10 

32 

.15 

511015. 

1165 

15 

32 

.15 

511020. 

1166 

20 

32 

.15 

511025. 

1442 

25 

32 

.15 

511030. 

1167 

30 

32 

.15 

511035. 

1472 

35 

32 

.15 

511040. 

1168 

40 

32 

.15 

511060. 

1169 

50 

32 

.18 

511060. 1 

1222 

60* 

32 

.18 


*Carrie8 only 100% rating on life test. 



NEW FUSE MOUNTING PANELS 

Open type fuse panels, stocked in 12-pole units as 
shown—we cut them to 1, 2, 3, 4 or more poles as 
ordered, or you may cut them in your plant (3^^" allow¬ 
ance for saw cut). 


Fuse 

Type 

Mtg. 

Type 

Dim. “B” 

Dim. “C” 

Dim. “D” 

Dim. “E” 

SAG 

S 

m 

% 

ys 

^14 

3AG 

S 

IH 

% 

ys 


3AG 

T 

2 ^ 

14 



4AG 

T 

2H 

14 



5AG 

T 

2H 

% 

^14 

114 


Mountings with Solder Terminals—^Type “S”, 

Phosphor-Bronze, bright-dipped finish “Lug-Clips” are 
firmly anchored to black Bakelite base—have non-turn¬ 
ing a^nchors. For SAG and SAG size fuses. 

Mountings with Screw Terminals—Type 

Spaced to U/L requirements for equipnient circuit 
protection. Nickel plated brass screw terminals, nickel 
plated fuse clips. Type 356 (3AG) and type 556 (5AG 
or Midget) have cupped wire-retaining washers under 
terminal screws as required by U/L. Type 456 (4AG) 
has lock washers or terminals. 


r FOR 3AG FUSES—TYPE “T” 


Catalog 

No. 

No. 

Poles 

Dim. 

“A” 

List Price, 
Each 

356001 

1 


$0.35 

356002 

2 

PAe 

0.70 

356003 

3 

2^Vn 

1.05 

356004 

4 

. 3H 

1.40 

356005 

5 


1.75 

356006 

6 


2.10 

356007 

7 


2.45 

356008 

8 

7K 

2.80 

356009 

9 

814 

3.15 

356010 

10 

815^6 

3.50 

356011 

11 

927 ^ 

3.85 

356012 

12 


4.20 


FOR 4AG FUSES—TYPE “T” 


Catalog 

No. 

No. 

Poles 

Dim. 

“A” 

List Price, 
Each 

456001 

1 


$0.40 

456002 

2 


.75 

456003 

3 

2*94 

1.10 

456004 

4 


1.45 

456005 

5 

4»4 

1.80 

456006 

6 

554 

2.15 

456007 

7 

64 

2.50 

456008 

8 

ly 

2.85 

456009 

9 

814 

3.20 

456010 

10 

814 

3.55 

456011 

11 

9 % 

3.90 

456012 

1 12 

lOM 

4.25 


FOR SAG FUSES—TYPE “T” 


556001 

1 

=^4 

$0.50 

556002 

2 


.95 

556003 

3 

224 

1.40 

556004 

4 

3M 

1.85 

556005 

5 

424 

2.30 

556006 

6 


2.75 

556007 

7 

624 

3.20 

556008 

8 

7^ 

3.65 

556009 

9 

8»4 

4.10 

556010 

10 

94 

4.55 

556011 

11 

1014 

5 . 0 c 

556012 

12 

114 

5.45 


FOR 3AG FUSES—TYPE “S” 


Catalog 

No. 

No. 

Poles 

Dim. 

“A” 

List Price 
Each 

357001 

1 

34 

$0.15 

357002 

2 

134 

.30 

357003 

3 

IM 

.45 

357004 

4 

2H 

.60 

357005 

5 

3 

.75 

357006 

6 

3K 

.90 

357007 

7 

434 

1.05 

357008 

8 

434 

1.20 

357009 

9 

534 

1.35 , 

357010 

10 

634 

1.50 

357011 

11 

6H 

1.65 

357012 

12 

7H 

1.80 


FOR BAG FUSES—TYPE “S” 


387001 

1 

^ : 

$0.15 

387002 

2 

IVs 

.30 

387003 

3 

m 

.45 

387004 

4 

2H 

.60 

387005 

5 

3 

.75 

387006 

6 

3H 

.90 

387007 

7 

4A 

1.05 

387008 

8 

434 

1.20 

387009 

9 

534 

1.35 

387010 

10 

634 

1.50 

387011 

11 

6M 

1.65 

387012 

12 

ry 

1.80 


Copyright by U. C. P., Inc. 
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LI T T E L f U S E 


‘ ‘ Quicker than a 

Short Circuit'' 


LITTELFUSE BERYLLIUM COPPER AND PHOSPHOR BRONZE FUSE CLIPS 



Littelfuse fuse clips are available in three 
standard styles: ‘‘X/' with "‘ears” or fuse 
stops; "‘XX/’ earless; and “XXX,” “Lug- 
Clips,” a new Littelfuse clip having a lug or 
solder terminal made as an integral part of 
the clip. All styles are furnished in either 
Phosphor-Bronze or Beryllium Copper. 



Catalog 

Former 



DIMENSIONS 

Unit 

Wt. 


List 

Price 

Number 

Number 

Fuse Adaptation 

Type 

1 

A i 


c 

E 

F 

G 

H 

grams 

Wt.—^Ibs. 

Each 


BERYLLIUM COPPER CLIPS 

SILVER PLATED—WITH FUSE STOP “EARS” 


121001 

1216B 

SFE, SAG & SAG Fuses. 

X 


H 

'Vie 

‘14 


14 

.131 

1 

1 

123001 

1217B 

4AG & 4AB Fuses. 

X 

% 

% 


.385 



.171 

1.6 

1 

125001 

1218B 

5AG, Hi-Voltage-Midget. 

X 

H 


% 


‘14 

14 

.19C 

3 

2 

127001 

1219 

N.E.C.-30 Fuses.. 

X 


% 


Vs 


U 

.203 

5.5 

2 

129001 

1221 

Standard Hi-Voltage. 

X 

114 


.750 


‘3^ 

54 

.265 

14.5 

4 


SILVER PLATED—EARLESS TYPE 


121002 

1417 

SFE, 3AG & AB, & SAG. 

XX 

*14 



‘14 


14 

.131 

1 

1 

.05 

123002 

1437 

4AG & 4AB. 

XX 



‘14 

.385 

14 

lie 

.171 

1.6 

1 

.08 

125002 


5AG, Hi-Voltage-Midget. 

XX 

% 


14 


‘14 

14 

.196 

3 

2 

.15 

127002 

1475 

N.E.C.-30 Fuses. 

XX 

‘14 

14 

‘14 

% 

lie 


.203 

5.5 

2 

.18 

129002 

1476 

Standard Hi-Voltage. 

XX 

114 

‘14 

.750 


*14 

•V. 

.265 

14.5 

4 

.40 



SILVER PLATED—“LUG-CLIP 

’’—SOLDER TERMINAL ATTACHED 





121004 

New 

SFE, 3AG, AB, & SAG. 

XXX 

"14 



‘14 


14 

.131 

1.2 

1 

.08 

123004 

New 

4AG & 4AB Fuses.. 

XXX 


H 

% 

.385 

14 

He 

.171 

1.7 

1 

.12 

125004 

New 

SAG & Midget Fuse. 

XXX 


34 

.820 

‘■14 

‘14 

14 

.196 

3.5 

2 

.20 


PHOSPHOR BRONZE CLIPS 

BURNISHED NICKEL PLATE—WITH FUSE STOP “EARS” 


101 001 

lOllB 

SFE, SAG & AB, & SAG. 

"■^X ■ 

*14 

% 

H 

‘He 

114 

H 

H 

’Me 

‘H5 

He 

‘?4 

.750 

“42 

.385 

H 

14 

‘14 

^2 

.131 

1 

1 

103001 

1319 

4AG & 4AB.. 

X 

14 

•14 

.173 

1.7 

1 

105001 

2049 

.5AG, Hi-Voltagfi-Mido'ftt,. 

X 

34 


.196 

.^03 

3.2 

5.8 

2 

107001 

5048 

N.E.C.-30 Fuses.. 

X 

He 

% 

‘Vr, 

2 

109001 

1463 

Standard Hi-Voltage.. 

1 X 

14 

.265 

15.6 

4 


BURNISHED NICKEL PLATE—EARLESS TYPE 


101002 

125-2 

SFE, SAG & AB, 7AG & 8 AG... . 

XX 

*14 

H 

He 

‘14 

34 

•H 2 

.131 

1 

1 

.02 

104002 


4AG & 4AB. 

XX 


H 

‘14 

.385 

14 

% 

.173 

1.7 

1 

.04 

105002 

2049B 

5AG, Hi-Voltage-Midget. 

XX 


^ H ; 

He 

‘14 

‘14 

14 

.196 

3.2 

2 

.05 

107002 

SP-178 

N.E.C. 30 Fuses. 

XX 

‘14 

■% 

‘14 

K 

% 

H 

.203 

5.8 

2 

.06 

109002 


Standard Hi-Voltage.. 

XX 


‘He 

.750 

Vs 

‘He 

Ke 

.265 

14.5 

4 

.16 



BRIGHT-DIP PHOSPHOR BRONZE—“LUG 

CLIP” 

SOLDER TERMINAL ATTACHED 




101003 


SFE, SAG & AB & SAG.. 

XXX 

*H4 

H 

*14 

“4'2 


14 

.131 

1.2 

1 1 

.03 

103003 


4AG & 4AB. 

XXX 

ITe 


H 

.385 

14 

14 

.171 

1.7 

1 1 

.05 

105003 


SFE, 3AG&AB&8AG.. 

XXX 

H 

34 

.820 

‘14 

‘14 

14 

.196 

3.5 

2 

.08 



Finger Operated Knob 




342003 


“LITTELFUSE” 

FUSE EXTRACTOR POSTS 

Quicker, safer method for mounting and 
changing fuses. Held in end of removable 
knob, fuse is easily replaced by unscrewing 
knob. Available with finger-operated knob 
or with screw driver slot knob. 


Catalog 

No. 

Former 

No. 

Descr.—Knob, How Operated 

Mtg. Hole 

I.ength Under 
Panel 

List Price 
Each 

341001 

1075S j 

SAG—Screw Driver. 

.500-.505" 

214 

$0.45 

342001 

1075F 

3AG—Finger.. 

.SO0-.5O5" 

214 

.45 

342003 

342006 

342008 

442006 

442007 

570001 

571004 

371001 



.500-:S05" 

1.035 

.45 


SAG—Miniature—Watertight. 

.620- 625" 

1.312 

2.35 


3AG—Miniature—Dustproof. 

.500-.505" 

1.035 

.55 


4 AG—Finger—W atertight. 

.62G-.625" 

1.312 

2.35 


4AG...... 

.62Ch.625" 

.850-.855" 

1.312 

2.20 


SAG... 

1.472 

1.35 

1087S 

SAG—Finger . 

SAG—Screw Driver.. 

.850-.855" 

.500-.505" 

1.472 

214 

1.50 

.45 

372001 

1087F 

SAG—Finger................. 

.500-.505^' — 

-■214 . 

.45 
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LITTE LF U S E 


Quicker than a 

Short Circuit ’ ’ 


8AG INSTRUMENT high speed LITTELFUSES 

Locked Cap Assembly and other exclusive Littelfuse features 
for protection of delicate test equipment, galvanometers, micro- 

ammeters, milliammeters, voltmeters, etc. Glass-enclosed: 1 x j . fe ~ " r "wLiCn.'.'M 

dia., accurately rated, high speed action, short time lag. Voltage i— 

ratings up to 250 V., AC or DC. For higher voltages use fuses 
in series. 


Catalog 

No. 

Former 

No. 

Amp. 

Rating 

Max. 

Volt. 

APPLICATIONS 

List 

Price 

Ea. 

Volt¬ 
meters 
Ohms P.V. 

All Magnetic 
Movement 
Milliammeters ^ 

Thermo¬ 

couples 

361.002 


1/500 

250 

Over 1000 

Galvanometers 

0-0.1 to 0-0.5 

$0.70 

361.005 

1000 

1/200 i 

250 

Over 1000 

Galvanometers 

Up to 0.1 

.30 

361.010 

1001 

1/100 

250 

1000 

Up to 0-1 

0-5 to 0-10 

.20 

361.031 

1002 


250 

500-1000 

0-1 to 0-10 

0-10 to 0-25 

.20 

361.062 

1003 


250 

100-500 

0-10 to 0-25 

0-25 to 0-60 

.15 

361.125 

1004 

H 

250 

20-100 

0-25 to 0-75 

0-75 to 0-150 

.15 

361.250 

1 1005 

Va 

250 

10-20 

0-75 to 0-150 

0-115 to 0-200 

.15 

361.375 

1006 

% 

250 

5-10 

0-150 to 0-250 

0-200 to 0-300 

.15 

361.500 

1007 


250 

3-5 

0-250 to 0-350 

0-300 to 0-400 

.15 

361.750 

1007-A 


250 


0-350 to 0-500 

0-400 to 0-600 

.15 

361001. 

1008 

1 

250 


0-500 to 0-750 

0-600 to 0-1000 

.10 

36101.5 

1008-A 


250 


0-750 to 0-1000 

1 0-1000 to 0-1500 

.10 

361002. 

1009 

2 

250 


0-1000 to 0-1500 

0-1500 to 0-2000 

.10 

361003. 


3 

250 


0-1500 to 0-2000 

0-2000 to 0-3000 

.10 

361005. 


5 

32 


0-2000 to 0-4000 

0-3000 to 0-5000 

.10 


BAKELITE IN-LINE FUSE 


RETAINER 


Designed to hang in the cable or mount in the chassis, the 
inline fuse retainer molded of high impact bakelite is priniarily 
for low-voltage applications: car radios, heaters, spot lights, 
clocks, etc. 



The disassembled unit consists of the bakelite body receptacle, bakelite knob with metal insert, 
one spring, two knife-edge rivet contacts. 


155000 Series—Assembled with an 8" loop of wire lead: 

155004A For 4-amp SFE and lAG fuses 

155006A For 6-amp SFE fuses 

155009 A For 9-amp SFE and 7AG fuses 

155014A For 14-amp SFE and 8AG fuses 

155020A For 20-amp SFE and SAG fuses 


List Prices 

•30 ea. 


METER BACK MOUNTING 



Cat, No. 383002 (1059) —Mounts di¬ 
rectly on meter binding post. Will not 
touch other posts on smallest standard 
meter. Linen bakelite base, 1" x 13^". 
Length over screw terminal, 
Standard Package 20. Weight lb. 

List Price Each.$0.20 


Catalog List Price 

Number_Description_ Each 


SAG SLO-BLO PIGTAIL FUSES 


315.010 1/100 amp. (125 volt). $.30 

315.032 1/32 amp. (125 volt).30 

315.062 1/16 amp. (125 volt).30 

315.100 1/10 amp. (125 volt). .30 

315.150 15/100 amp. (125 volt).30 

315.200 2/10 amp. (125 volt).30 

315.250* M amp. (125 volt).30 

315.300 3/10 amp. (125 volt).30 

315.400 4/10 amp. (125 volt).30 

315.500* 3^ amp. (125 volt).30 

315.600 6/10 amp. (125 volt).30 

315.800 8/10 amp. (125 volt). .30 

315001. 1 amp. (125 volt).30 

3151.25 IM amp. (125 volt). 25 

31501.6 1-6/10 amp. (125 volt).25 

315002. 2 amp. (125 volt).25 

31502.5 2H amp. (125 volt).25 

31503.2 3-2/10 amp. (125 volt).25 

315004. 4 amp. (125 volt).25 

315005. 5 amp. (125 volt).25 

SAG PIGTAIL FUSES 

318.062 1/16 amp. (250 volt).20 

318.125 Vs amp. (250 volt).20 

318.250* M amp. (250 volt).20 

318.375 % amp. (250 volt).20 

318.500* 3^ amp. (250 volt).20 

318.750 H amp. (250 volt).20 

318001. 1 amp. (250 volt).12 

31801.5 13^ amp. (250 volt).12 

318002. 2 amp. (250 volt).12 

318003. 3 amp. (250 volt).12 

318004. 4 amp. (250 volt).15 

318005. 5 amp. (250 volt).15 


SAG T.V. FUSES (No Pigtail) 

362.125 H amp. (250 volt). 

362.250* H amp. (250 volt). 

362.375* % amp. (250 volt). 

362.500 3^ amp. (250 volt). 

362.750 H amp. (250 volt). 

362001. 1 amp. (250 volt). 

36201.5 13^ amp. (125 volt). 

362002. 2 amp. (125 volt). 

362003. 3 amp. (125 volt). 

362005. 5 amp. (125 volt)... 


.15 

.15 

.15 


. 1 § 

.10 

.10 

.10 

.05 


*Most commonly used by large volume set manufacturers. 

All above fuses approved by Underwriters’ Laboratories 
except 315004 and 315005. 


TV SNAP ON FUSE HOLDER 




Time saver for pigtail replacement. 
Snap on blown pigtail, then use regular 
fuse in other side. No soldering. 


In order to provide TV service men 
with their demand for a larger, more 
compact unit of TV Snap On Fuse 
Holders, Littelfuse has produced a 
package of 10 of the holders in a hard, 
long-wearing, plastic box. 


No. 094025 

List Price, per box, $3.00 


Copyright by U. C. P., Inc. 
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3AG V4”xiV4” 

HIGH VOLTAGE 
SERIES 





Maxi- 


Blows 

Blows 

Res. 

List 

Catalog 

Nominal 

mum 

tinuous 

within 

within 

Ave. 

Price 

No. 

Rating 

Voltage 

Duty 

1 hr. at 

2 min. at Ohms 

ea. 

3AG 1/16 

62 

mA 

250V 

68.2 mA 

83.7 mA 

124 mA 

6 

$.15 

3AG 1/8 

125 

mA 

250V 

137,5 mA 

168.8 mA 250 mA 6 

.12 

3AG 1/4 

250 

mA 

250V 275.0 mA 337.5 mA 500 mA 

4 

.12 

3AG 3/8 

375 

mA 

250V 412.5 mA 506 mA 

750 mA 2.35 

.12 

3AG 1/2 

500 

mA 

250V 550 mA 

675 mA 

1.00 A 

1.44 

.11 

3AG3/4 

750 

mA 

250V 825 mA 

1.01 A 

1.50 A 

.84 

.11 

3AG 1 

1 

mm 

250V 

1.10 A 

1.35 A 

2.00 A 

m 

.07 

3AG 1-1/2 


250V 

1.65 A 

2.03 A 

3.00 A 

.15 

.07 

3AG 2 

2 


250V 

2.20 A 

2.70 A 

4.00 A 

.07 

.07 

3AG 3 

3 

Ea 

250V 

3.30 A 

4.05 A 

6.00 A 

.05 

.07 

3AG 4H 

4 

A 

250V 

4.40 A 

5,40 A 

8.00 A 

.05 

.08 

3AG 5H 

5 

A 

250V 

5.50 A 

6.75 A 

10.0 A 

.03 

.08 

3AG 6H 

6 

A 

250V 

6.60 A 

8.10 A 

12.0 A 

.025 

.08 

3AG 8H 

8 

A 

125V 

8.80 A 

10.8 A 

16.0 A 

.02 

.13 

3AG 8S* 

8 

A 

250V 

8.80 A 

10.8 A 

16.0 A 

.02 

.13 


other ratings and fuses with special performance characteristics on request. 

3AG HV Designed for general application, fuses of the 3AG High Voltage Series 
blow quickly under overload. They are recommended for the protection of primary 
circuits connected to house main lines, and may also be used for low voltage 
circuits where the standard SAG Low Voltage Series does not list a fuse of the 
required rating. 

PIG-TAILS Fuses of this series may be ordered with pig-tails by adding the 
symbol “PT” to the catalog number. (EX. 3AG 5H PT—-for the 3AG High 
Voltage Series, 5 amp. fuse with pig-tails.) The pig-tails are 1 ^2 " long leads of 
#20 (.032") AWG tinned copper wire. 

♦This fuse contains a filler. As such, a blown fuse is not always readily 
recognizable. 


SAG V4-X1V4" 

-1 LOW VOLTAGE 
SERIES 





Maxi- 

Con- 

Blows 

Blows 

Res. 

List 

Catalog 

Nominal 

mum 

tinuous 

within 

within 

Ave. 

Price 

No. 

Rating 

Voltaoe 

Duty 

1 hr. at 

2 min. at 

Ohms 

ea. 

3AG 5 

5 

A 

32V 

5.50 A 

6.75 A 

10.0 A 

.03 


3AG6 

6 

A 

32V 

6.60 A 

8.1 

A 

12.0 A 

.025 


3AG 7-1/2 

7.5 A 

32V 

8.25 A 

10.1 

A 

15.0 A 

.02 


3AG 10 

10 

A 

32V 

11.0 A 

13.5 

A 

20.0 A 

.01 


3AG 12 

12 

A 

32V 

13.2 A 

16.2 

A 

24.0 A 

.009 


3AG 15 

15 

A 

32V 

16.5 A 

20.3 

A 

30.0 A 

.008 


3AG 20 

20 

A 

32V 

22.0 A 

27.0 

A 

40.0 A 

.006 

.03'/2 

3AG 25 

25 

A 

32V 

27.5 A 

33.8 

A 

50.0 A 

.0055 

.05 

3AG30 

30 

A 

32V 

33.0 A 

40.5 

A 

60.0 A 

.005 

.05 


Other ratings and fuses with special performance characteristics on request. 

3AG LV Fuses of the 3AG Low Voltage Series blow quickly under overload. 
Suitable for battery circuits not over 32 volts and other low voltage applications, 
they are frequently used in portable radios and other equipment of this type. 
The 15 amp. (and higher) fuses have the exclusive "Lightning Bolt" construction 
which makes them specially resistant to shock and vibration. For lower ratings, 
use fuses of the 3AG High Voltage Series. 

PIG-TAILS Fuses of this series may be obtained with pig-tails by adding the 
symbol “PT" to the catalog number. (For example: SAG 5PT—for the SAG 
Low Voltage Series, 5 amp. fuse with pig-tails.) For fuses up to and including 
8 amps., pig-tails are 1%" in length of #20 (.032") AWG tinned copper 
wire. For higher ratings under 20 amps, pig-tail wires are of the same length, 
but of #16 (.051") AWG tinned copper wire; pig-tails for fuses of 20 amps, 
and higher are of the same length, but of #14 (.064") AWG tinned copper 
wire. However, pig-tail fuses of 20 amps, or more are not recommended, par¬ 
ticularly if the equipment is subject to shock and vibration during operation. 


■ 

HI 

■ 



I, 4AGWX1V4” 

-L STAKDARD SERIES 


4AG 1 

1.0 A 

250V 

1.10 A 

1.35 A 

2.00 A 


4AG2 

2.0 A 

250V 

2.20 A 



■Bl 

4AG3 

3.0 A 

250V 


4.05 A 


Hl£j 

4AG 5 

5.0 A 

32V 


6.75 A 


A 

.12 

4AG 10 

10 

A 

32V 

11.0 A 

13.5 A 

20.0 

Hi 


4AG 15 

15 

A 

32V 

16.5 A 

20.3 A 

30.0 



4AG 20 

20 

A 

32V 

22.0 A 

27.0 A 

40.0 



4AG 25 

25 

A 

32V 

27.5 A 

33.8 A 

50.0 

n 


4AG 30 

30 

A 

32V 

33.0 A 

40.5 A 

60.0 

A 

.12 

4AG 35 

35 

A 

32V 

38.5 A 

47.3 A 

70.0 

A 

.13 

4AG 40 

40 

A 

32V 

44.0 A 

54.0 A 

80.0 

A 

.13 


Other ratings and Fuses with special performance characteristics on request. 
4AG Stand. Fuses of the 4AG Standard Series may be considered a ruggedized 
version of the corresponding SAG Series, since these fuses afford greater protection 
against shock, virbration and rough handling than do the fuses of the SAG Series. 
Due also to their heavier design, fuses of the 4AG Standard Series are available 
in higher ratings up to 40 amps, nominal load. Most of the applications of this 
series are found in aircraft installations and wherever rugged construction is of 
major importance. 

General's exclusive "Lightning Bolt" link is incorporated into the design of all 
fuses in this series from 15 amps, up—affording great shock and vibration 
resistance in that range. 


— 



T 

SAG 13/32" xlV 2 " 

bd 

- v/r - 

— ^ 

1 

STANDARD SERIES 

5A6 1 

1.0 A 250V 

1.10 A 

1.35 A 


$.13 

5AG 2 

2.0 A 250V 

i20 A 


4.00 A 

.13 

SAG 3 

3.0 A 250V 

3.30 A 

4.05 A 


.13 

SAG 4 

4.0 A 

32V 

4.40 A 



.13 

SAG 5 

5.0 A 

32V 

5.50 A 

6.75 A 


.13 

SAG 10 

10 A 

32V 

msmm 

13.5 A 

20.0 A 

.12 

5AG 15 

15 A 

32V 

16.5 A 



.12 


20 A 

32V 


27.0 A 

40.0 A 

.12 

SAG 25 

25 A 

32V 

27.5 A 

33.8 A 


.12 


30 A 

32V 

33.0 A 



.12 

5AG 55 

35 A 

32V 

38.5 A 

47.3 A 


.13 

SAG 40 

40 A 

32V 


54.0 A 


.13 


50 A 

32V 


67.5 A 


.13 



32V 


81.0 A 


.13 


SAG Stand. Fuses of the 5AG Standard Series are similar in application ^d 
performance to the corresponding 4AG fuse types, except that they can be supplied 
with ratings up to 60 amps. 5AG fuses are supplied primarily for aircraft equip¬ 
ment, but may also be used in ground equipment which is subject to heavy shock 
and vibration. __ 


SAG 

INSTRUMENT 
SERIES 

SAG Fuses of the SAG Series were designed especially for application 
in electrical measuring equipment and instruments (i.e., voltmeters, 
ammeters, milliameters, microammeters, rectifying crystals, plate 
voltage supply circuits and other electronic equipment), where a 
quick break under overload conditions is required. They are now used 
also by some manufacturers of television receivers and other electrical 
equipment. 

PIG-TAILS Fuses of this series may be ordered with pig-tails by add¬ 
ing the symbol "PT" to the catalog number. (EX. SAG 5 PT—^for 
the SAG Series, 5 amp. fuse with pig-tails.) For fuses up to and 
including 5 amps., pig-tails are 1%" in length of #20 (.082") AWG 
tinned copper wire. For higher ratings under 20 amps., pig-tail wires 
are of the same length, but of #16 (.051") AWG tinned copper wire. 
Pig'tails for fuses of 20 amps, are of the same length, but of #14 
(.064") AWG tinned copper wire. However, pig-tail fuses of 20 amps, 
are not recommended, particularly if the equipment is subjected to 
shock and vibration during operation. 


SAG 1/500 
SAG 1/200 
BAG 1/100 

mA 

2 

5 

10 

250V 

250V 

250V 

mA 

2.2 

5.5 

11.0 

mA 

2.70 

6.75 

13.5 

mA 

4 

10 

20 

3500 

500 

250 

$.70 

.30 

.20 

SAG 1/32 

31 

250V 

34.1 

41.9 

62 

40 

.20 

SAG 1/16 

62 

250V 

68.2 

83.7 

124 

6 

.15 

SAG 1/8 

125 

250V 

137.5 

168.8 

250 

3 

.15 

SAG 1/4 

250 

250V 

275 

337.5 

500 

4 


SAG 3/8 

375 

250V 

412.5 

506 

750 

A 

1.89 

.12 

SAG 1/2 

500 

250V 

550 

675 

1.00 

1.09 

.12 

SAG 3/4 

750 

250V 

825 

1.01 

1.50 

.64 

.12 


A 


A 





8AG1 

1.0 

250V 

1.10 

1.35 

2.00 

.25 

.08 

3AG 1-1/2 

1.5 

250V 

1.65 

2.03 

3.00 

.12 

.08 

SAG 2 

2.0 

250V 

2.20 

2.70 

4.00 

.10 

.08 

SAG 3 

3.0 

125V 

8.30 

4.05 

6.00 

.04 • 

.08 

SAGS 

5.0 

125V 

5.50 

6.75 

10.0 

.03 

.08 

SAG 10 

10 

32 V 

11.0 

13.5 

20.0 

.01 

.08 

SAG 15 

15 

32V 

16.5 

20.3 

30.0 

.008 

.08 

SAG 20 

20 

32V 

22.0 

27.0 

40.0 

.006 

.08 


Other ratings and fuses with special performance characteristics on request. 
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J., SAG V4-XT/4" 

TIME-LAG SERIES 


3AG TL Fuses of the SAG Time-lag Series will withstand a limited 
overload for a length of time, but will blow quickly under a very 
heavy overload. Though they will blow in less than one hour at 135% 
of the nominal load, they nevertheless will withstand an overload of 
200 % of the nominal for at least six seconds. This characteristic 
makes the fuses of the SAG Time-lag Series ideal for many appli¬ 
cations where the circuit must be protected against a small overroad 
of long duration—at the same time affording positive protection 
against a very heavy short overload. 

Most fuses of this series contain a spring loaded fuse element and as 
such, are highly resistant to shock, vibration and rough handling. 
PIG-TAILS Fuses of this series may be ordered with pig-tails by add¬ 
ing the symbol “PT” to the catalog number. (For example: 3AG 
%TL PT—for the SAG % amp. time-lag fuse with pig-tails.) For 
fuses up to and including 8 amps., pig-tails are IV^" in length of 
#20 (.032") AWG tinned copper wire. For higher ratings under 20 
amps., pig-tail wires are of the same length, but of #16 (.051") 
AWG tinned copper wire; pig-tails for fuses of 20 amps, and higher 
are of the same length, but of #14 (.064") AWG tinned copper wire. 
However, pig-tail fuses of 2 0 amps, or more are not recommended, 
particularly if the equipment is subject to shock and vibration during 
operation. 


Catalog 

No. 


Nominal 

Rating 

Max. 

Volt. 

Con¬ 

tinuous 

Duty 

Blows 

within 

1 hr. at 

Blows within 
1 hr. but 
not less than 
6 sec. at 

List 

Price 

ea. 

3AG 1/100 

TL 

10 

mA 

250V 

11 mA 

13.5 mA 

20 mA 

$.25 

3AG 1/32 

TL 

31 

mA 

250V 

34.1 mA 

41.9 mA 

62 mA 

.25 

3AG 1/16 

TL 

62 

mA 

250V 

68.2 mA 

83.7 mA 

124 mA 

.25 


F 4AG’/32" xiy4" 

TIME-LAG SERIES 


1.' 


n 

U-1>/4"--1 


4 AG TL Fuses of the 4AG Time-lag Series are far more rugged than 
the SAG Time-lag Series, and are especially suitable for use wherever 
the fuses must stand rough treatment, as in aircraft equipment. 
These fuses will withstand a limited overload for a length of time, 
but will blow quickly under very heavy overload. Though they will 
blow in less than one hour at 135% of the nominal load, they never¬ 
theless will withstand an overload of 200% of the nominal for at 
least six seconds. This characteristic makes the fuses of the 4AG Time- 
lag Series ideal for many applications where the circuit must be pro¬ 
tected against a small overload of long duration—at the same time 
affording positive protection against a very heavy short overload. 
Most fuses of this series contain a spring loaded fuse element and as 
such, are highly resistant to shock, vibration and rough handling. 

Blows within 

^ ^ Con- Blows 1 hr. but List 

Catalog Nominal Max. tinuous within not less than Price 

No. _Rating Volt. Duty_1 hr. at 6 sec, at ea. 


4AG 1/10 

TL 

100 

mA 

250V 110 

mA 135 

mA 200 

mA 

$.30 

4AG 15/100 TL 

150 

mA 

250V 165 

mA 203 

mA 300 

mA 

.30 

4AG 2/10 

TL 

200 

mA 

250V 220 

mA 270 

mA 400 

mA 

.30 

4AG 1/4 

TL 

250 

mA 

250V 275 

mA 338 

mA 500 

mA 

.30 

4AG 3/10 

TL 

300 

mA 

250V 330 

mA 405 

mA 600 

mA 

.30 

4AG 4/10 

TL 

400 

mA 

250V 440 

mA 540 

mA 800 

mA 

.30 


Blows witiun 







Con- 

Blows 

1 hr. but 

List 

Catalog 


Nominal 

Max. 

tinuous 

within 

not less than 

Price 

No. 


Rating 

Volt. 

Duty 

1r. at 

6 sec. at 

6". 

3AG 1/10 

TL 

100 

mA 

250V 

110 mA 

135 mA 

200 mA 

.2;) 

SAG 1/8 

TL 

125 

mA 

250V 

137.5 mA 

168.8 mA 

250 mA 

.25 

3AG 15/100 TL 

150 

mA 

250V 

165 mA 

203 mA 

300 mA 

.25 

3AG 2/10 

TL 

200 

mA 

250V 

220 mA 

270 mA 

400 mA 

.25 

3AG1/4 

TL 

250 

mA 

250V 

275 mA 

337.5 mA 

500 mA 

.2:> 

3AG 3/10 

TL 

300 

mA 

250V 

330 mA 

405 mA 

600 mA 

.25 

SAG 3/S 

TL 

375 

mA 

250V 

412.5 mA 

506 mA 

750 mA 

.25 

3AG 4/10 

TL 

400 

mA 

250V 

440 mA 

540 mA 

800 mA 

.25 

3AG 1/2 

tL 

500 

mA 

250V 550 mA 

675 mA 

1.00 A 

.25 

SAG 6/10 

TL 

600 

mA 

250V 

660 mA 

810 mA 

1.20 A 

.25 

SAG 3/4 

TL 

750 

mA 

250V 

825 mA 

1.01 A 

1.50 A 

.25 

3AG 8/10 

TL 

800 

mA 

125V 

880 mA 

1.08 A 

1.60 A 

.25 

3AG1 

TL 

1.00 A 

125V 

1.10 A 

1.35 A 

2.00 A 

.25 

3A6 11/4 

TL 

1.25 A 

125V 

1.38 A 

1.69 A 

2.50 A 

.21 

3AG 11/2 

TL 

1.50 A 

125V 

1.65 A 

2.03 A 

3.00 A 

.21 

SAG 1 6A0 TL 

1.60 A 

125V 

1.76 A 

2.16 A 

3.20 A 

.21 

3AG 2 

TL 

2.00 A 

125V 

2.20 A 

2.70 A 

4.00 A 

.21 

3AG 21/2 

TL 

2.50 A 

125V 

2.75 A 

3.38 A 

5.00 A 

.20 

3AG 2 8/10 TL 

2.80 A 

125V 

3.08 A 

3.78 A 

5.60 A 

.20 

3A6 3 

TL 

3.00 A 

125V 

3.30 A 

4.05 A 

6.00 A 

.20 

3AG 3 2/10 TL 

3.20 A 

125V 

3.52 A 

4.32 A 

6.40 A 

.20 

3AG4 

TL 

4.0 

A 

125V 

4.40 A 

5.4 A 

8.00 A 

.20 

3AG5 

TL 

5.0 

A 

125V 

5.50 A 

6.75 A 

10.0 A 

.20 

SAG 61/4 

TL 

6.25 A 

32V 

6.88 A 

8.44 A 

12.5 A 

.20 

3AG8 

TL 

8.0 

A 

32V 

8.80 A 

10.8 A 

16.0 A 

.20 

SAG 10 

TL 

10 

A 

32V 

11.0 A 

13.5 A 

20.0 A 

.20 

3A6 15 

TL 

15 

A 

32V 

16.5 A 

20.3 A 

30.0 A 

.20 

SAG 20 

TL 

20 

A 

32V 

22.0 A 

27.0 A 

40.0 A 

.20 

3AG 25 

TL 

25 

A 

32V 

27.5 A 

33.8 A 

50.0 A 

.20 

3AG 30 

TL 

30 

A 

32V 

33.0 A 

40.5 A 

60.0 A 

.20 


Other ratings and fuses with special performance characteristics on request. 


Blows within 







Con- 

Blows 

1 hr. but 

List 

Catalog 


Nominal 

Max. 

tinuous 

within 

not less than 

Price 

No. 


Rating 

Volt. 

Duty 

1 hr. at 

6 sec. at 

ea. 

4AG 1/2 

TL 

500 

mA 

250V 

550 mA 

675 mA 

1.00 A 

.30 

4AG 6/10 

TL 

600 

mA 

250V 

660 mA 

810 mA 

1.20 A 

.30 

4AG 8/10 

TL 

800 

mA 

250V 

880 mA 

1.08 A 

1.60 A 

.30 

4AG 1 

TL 

1.0 

A 

250V 

1.10 A 

1.35 A 

2.00 A 

.25 

4AG 11/4 

TL 

1.25 A 

250V 

1.38 A 

1.69 A 

2.50 A 

.25 

4AG 1 6/10 TL 

1.6 

A 

250V 

1.76 A 

2.16 A 

3.20 A 

.25 

4AG2 

TL 

2.0 

A 

250V 

2.20 A 

2.70 A 

4.00 A 

.25 

4AG 2 1/2 

TL 

2.5 

A 

250V 

2.75 A 

3.38 A 

5.00 A 

.25 

4AG3 

TL 

3.0 

A 

250V 

3.30 A 

4.05 A 

6.00 A 

.25 

4AG 3 2/10 TL 

3.2 

A 

32V 

3.52 A 

4.32 A 

6.40 A 

.25 

4AG4 

TL 

4.0 

A 

32V 

4.40 A 

5.40 A 

8.00 A 

.25 

4AG5 

TL 

5.0 

A 

32V 

5.50 A 

6.75 A 

10.0 A 

.25 

4AG 61/4 

TL 

6.25 A 

32V 

6.88 A 

8.44 A 

12.5 A 

.25 

4AG 8 

TL 

8.0 

A 

32V 

8.80 A 

10.8 A 

16.0 A 

.25 

4AG 10 

TL 

10 

A 

32V 

11.0 A 

13.5 A 

20.0 A 

.25 

4AG 15 

TL 

15 

A 

32V 

16.5 A 

20.3 A 

30.0 A 

.25 

4AG20 

TL 

20 

A 

32V 

22.0 A 

27.0 A 

40.0 A 

.25 

4A6 25 

TL 

25 

A 

32V 

27.5 A 

33.8 A 

50.0 A 

.25 

4AG 30 

TL 

30 

A 

32V 

33.0 A 

40.5 A 

60.0 A 

.25 

4AG35 

TL 

35 

A 

32V 

38.5 A 

47.3 A 

70.0 A 

.25 

4AG 40 

TL 

40 

A 

32V 

44.0 A 

54.0 A 

80.0 A 

.25 


Other ratings and fuses with special performance characteristics on request. 




-I 


T 

>?4,“ 

1 


SAG ^ 3/32" xlV 2 '' 
TIME-LAG SERIES 


SAG TL Fuses of the SAG Time-lag Series are similar in application 
and performance to the corresponding 4AG fuse types, except that 
they are heavier and more rugged. 

These, fuses will withstand a limited overload for a length of time, 
but will blow quickly under a very heavy overload. Though they will 
blow in less than one hour at 135 % of the nominal load, they never¬ 
theless will withstand an overload of 200% of the nominal for at least 
six seconds. This characteristic makes the fuses of the 5AG Time-lag 
Series ideal for many applications where the circuit must be protected 
against a small overload of long duration—at the same time affording 
positive protection against a very heavy short overload. 

Most fuses of this series contain a spring loaded fuse element and as 
such, are highly resistant to shock, vibration and rough handling. 


Catalog 

No. 


Nominal 

Rating 


Max. 

Volt. 


Con¬ 

tinuous 

Duty 


Blows 
within 
1 hr. at 


Blows within 
1 hr. but List 

not less than Price 
6 sec. at ea. 


SAG 1/10 TL 100 
SAG 15/100 TL 150 
SAG 2/10 TL 200 
SAG 3/10 TL 300 
SAG 4/10 TL 400 


mA 

mA 

mA 

mA 

mA 


250V 110 
250V 165 
250V 220 
250V 330 
250V 440 


mA 135 
mA 203 
mA 270 
mA 405 
mA 540 


mA 200 
mA 300 
mA 400 
mA 600 
mA 800 


mA 

mA 

mA 

mA 

mA 


$.30 

.30 

.30 

.30 

.30 


Blows within 







Con- 

Blows 

1 hr. but 

List 

Catalog 


Nominal 

Max. 

tinuous 

within 

not less than 

Price 

No. 


Rating 

Volt. 

Duty 

1 hr. at 

6 sec. at 

ea. 

SAG 1/2 

TL 

500 

mA 

250V 

550 mA 

675 mA 

1.00 A 

.25 

SAG 6/10 

TL 

600 

mA 

250V 660 mA 

810, mA 

1.20 A 

.25 

SAG 8/10 

TL 

800 

mA 

250V 

880 mA 

1.08 A 

1.60 A 

.25 

SAG 1 

TL 

1.0 

A 

250V 

1.10 A 

1.35 A 

2.00 A 

.25 

SAG 11/2 

TL 

1.5 

A 

250V 

1.65 A 

2.03 A 

3.00 A 

.25 

SAG 1 6/10 TL 

1.6 

A 

250V 

1.76 A 

2.16 A 

3.20 A 

.25 

SAG 2 

TL 

2.0 

A 

250V 

2.20 A 

2.70 A 

4.00 A 

.25 

SAG 21/2 

TL 

2.5 

A 

250V 

2.75 A 

3.38 A 

5.00 A 

.25 

SAG 3 

TL 

3.0 

A 

250V 

3.30 A 

4.05 A 

6.00 A 

.25 

SAG 3 2/10 TL 

3.2 

A 

32V 

3.52 A 

4.32 A 

6.40 A 

.25 

SAG 4 

TL 

4.0 

A ^ 

32V 

4.40 A 

5.40 A 

8.00 A 

.25 

SAG S 

TL 

5.0 

A 

32V 

5.50 A 

6.75 A 

10.0 A • 

.25 

SAG 6 1/4 

TL 

6.25 A 

32V 

6.88 A 

8.44 A 

12.5 A 

.25 

SAGS 

TL 

8.0 

A 

32V 

8.80 A 

10.8 A 

16.0 A 

.25 

SAG 10 

TL 

10 

A 

32V 

11.0 A 

13.5 A 

20.0 A 

mm 

SAG IS 

TL 

15 

A 

32V 

16.5 A 

20.3 A 

30.0 A 

.25 

SAG 20 

TL 

20 

A 

32V 

22.0 A 

27.0 A 

40.0 A 

.25 

SAG 2S 

TL 

25 

A 

32V 

27.5 A 

33.'8 A 

50.0 A 

.25 

SAG 30 

TL 

30 

A 

32V 

33.0 A 

40.5 A 

60.0 A 

.25 

SAG 40 

TL 

40 

A 

32V 

44.0 A 

54.0 A 

80.0 A 


SAG SO 

TL 

50 

A 

32V 

55.0 A 

67.5 A 

100 A 


SAG 60 

TL 

60 

A 

32V 

60.0 A 

81.0 A 

120 A 



Other ratings and fuses with snecial nerformance characteristics on reouest. 
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SALES GETTING DISPLAY 
MAKES ELMENCO 
EASY TO SELL 
EASY TO SEE 





MANUFACTURED BY 


ELMENCO 
PRODUCTS CO 


COMPLETE PROTECTION! 

The Elmenco Fused. Plug is like any standard plug, is light 
in weight, but easier to handle because of finger grips. How¬ 
ever, it contains 2 small fuses which provides complete pro¬ 
tection against damage to the appliance and to the main 
line. The blown fuse is easy to remove and simple to 
replace. Fits any standard wall outlet. 


NEW MARKETS! 
GREATER VALUE! 

Approved by Underwriters Laboratories and used by many 
of the largest manufacturers of radio and electronic equip¬ 
ment, battery chargers, washing machines, curling irons, 
lighting equipment, automatic relay equipment, motots of 
every description, and practically every other* type of 
product that consumes electricity. 

Every wired home, office and store is a prospect. 

We list o few of the lorger consumers of the 
ELMENCO FUSED PLUG 


Autp-Litfl 

B«ti T«1«phon« Labs. 
Bulldog Elactric 
Cambridgo Instrument 
Canaday Cooler 
Dict^hone 
Oile-Therm 


Eagla Electric 
Eastman Kodak 
Electro-Physical Labs. 
General Electric 
Gerlat Lighting 
I. B. M. 

' Buick Motors 


• Phiico 

• R. C. A. 

• Sylvania 

• Thomas Edison 

• Webster-Cldeago 

• Western Eteetrie 

• Wastinghousa 
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• ELECTROX 

Low-Capacity 


RECTIFIER UNITS 


Used by most leading test set 
manufacturers as original com¬ 
ponents in their equipment. 


♦Trade Mark Reg. U. S. Pat. Off. 


Full and half wave, low-capacity copper oxide rectifiers for instruments, test sets and 
similar applications. Electrox Rectifiers are made by a pioneer manufacturer of high- 
quality, dry disc rectifiers. Each type is specially adapted to meet the individual 
requirements of the user; each unit is individually inspected, tested, and guaranteed 
right. For dependability, get genuine Electrox Rectifiers! 



TYPE A-4 CAT. NO. 5047 TYPE C*4 

CAT. NO. 5020 CAT. NO. 5049 CAT. NO. 5019 


Max, Continuous Rating 

Circuit 

Diagram 

Fig. 

Element 

Diam. 

Inches 

No. of 
Elements 

Connections 

Lead 

Length 

Inches 

Type 

Cat. No. 

D.C. 

M.A. 

D.C. 

Volts 

A.C. Rms. 
Volts 

1 

1 

1.5 

3 

Vs 

4 

4 leads 

4 

AA-4 

5064 

5 

3 

4 

3 


4 

4 leads 

3 

A-4 

5020 

13 


3 

,, 1 

Ke. 

1 

2 leads 

3 

B-1 

5048 

13 


4 

4 


2 

3 leads 

3 

B-2 

5047 

13 


3* 

2 

! 14 

2 

3 leads 

3 

B-2 

5049 

20 

3 

4 

3 

!4 

4 

5 leads 

3 

B-4 

5016 

32 


3 

1 


1 

2 lugs 


C-1 

5011 

32 


3* 

2 

H 

2 

3 leads 


C-2 

5057 

32 


3* 

5 

i ^ 

2 

4 lugs 


C-2 

5010 

64 

3 

4.1 

3 


4 

5 lugs 


C-4 

5014 

64 

3 

4.1 

3 

3^ 

4 

5 leads 

3 

C-4 

5017 


♦3 volts A.C. per element. square. 



SCHAUER MANUFACTURING CORP. • Cincinnati 36, Ohio 

Makers, since 1930, of high-quality, dry disc rectifiers. 
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RECTIFIERS 

AND PHOTOCELLS 


VACUUM PROCESSED FOR 
PERFORM A NCE AS RA TED 




SELENIUM 


»Bradley's exclusive vacuum process assures 
dependability and long life. 


POWER RECTIFIERS 
(SE11 Series) Power Rec¬ 
tifiers, Ratings from 50 
milliamperes to thou¬ 
sands of amperes. Avail¬ 
able in half-wave, full- 
wave bridge, voltage 
multiplier, center tap full- 
wave, polyphase and spe¬ 
cial connections to cus¬ 
tomer's requirements. 
Supplied with, or without 
brackets. Full wave rat¬ 
ings per plate convection 
cooled: 



Plate size 1" x 1" to .2 amperes. 

Plate size x to .3 amperes. 
Plate size V/i** x VA*' to .6 amperes. 
Plate size 2" x 2" to 1.2 amperes. 


Type R Plate size 1" x 1 
Type S Plate size l^*" x 
Type T Plate size VA** x 
Type U Plate size 2" x 2 
Type V Plate size 3" x 3 
Type W Plate size 4" x 4 
Type X Plate size 5" x 6 


X 3" to 3.0 amperes. 
X 4" to 6 amperes. 

X 6" to 12 amperes. 



MINIATURE HIGH 
VOLTAGE RECTIFIERS 
(SE 8 Series) Completely 
sealed in phenolic housings, 
or i(SE 6 ) hermetically sealed 
in glass tubes. Ratings up to 
6000 volts peak inverse and 
12.5 ma D.C. per unit. Units 
in series for higher voltage. 
Sizes from diameter to 
diameter. 



COPPER OXIDE 

» Vacuum processing and gold contacts assure minimum aging, 
minimum temperature error. 


HIGH CONVERSION 
RATIO RECTIFIERS 
(CX4D Series) for electric 
control and instrument work. 
Ratings to 100 ma D.C. out¬ 
put and up to 12 volts A.C. 
Completely enclosed housing. 
Size X from Vi" to 
2" long. Single 6-32 screw 
mounting. 


MINIATURE HERMETICALLY SEALED 
RECTIFIERS (CX23 Series) Modulators 
and bridges with matched sections for 
detecting phase differentials in A.C. 
currents and small D.C. potentials ap¬ 
plied to balanced A.C. circuits. Maxi¬ 
mum 2 volts continuous as modulators, 
6 volts as bridges. 


INSTRUMENT RECTIFIERS 
(CX2E Series) Rated up to 6 
volts. A.C., 4.5 volts D.C., 5 
ma D.C. for conventional cir¬ 
cuits and special current con¬ 
trol applications. Two ^ 4 " 
diameter mounting holes. 3" 
gold leads. 


MODULATORS 
AND VARISTORS 
(CX3E Series) with current 
and temperature characteris¬ 
tics balanced to better than 
1% over a range of -40°C. 
to 70°C. Up to 12 volts A.C., 
8 volts D.C., 5 ma D.C. Her¬ 
metically sealed. 





VALVES (SR Series) For magnetic 
amplifier and special applications. 
Hermetically sealed to meet all 
specifications. 


diodes 

Selenium and Cuprous Oxide 
For low current diode re- 
quirements. Excellent sta¬ 
bility over a broad range of temperatures. Rugged 
and conservatively rated to provide a wide margin of 
sustained operating dependability under overload 
conditions of moderate severity. 


RADIO-TV RECTIFIERS 

(RS Series) Rated from 50 ma 
to 500 ma D.C. output. Peak in¬ 
verse up to 500 volts. Plate size 
from 1" X 1". Length V 2 ” to 
VA'\ 


FOR MORE INFORMATION 

Please write for a copy of 
THE BRADLEY LINE. We welcome 
special rectification problems. 




PHOTOELECTRIC CELLS 
Self-Generating 
Convert light into electric energy. 
No external power source required. 
No current drain when inoperative. 
Rugged, light weight, true to rating. 
Many sizes, shapes, mountings. 




I 1 ■ »1 f 




_ BRADLEY LABORATORIES, INC. 

168R COLUMBUS AVENUE, NEW HAVEN 11, CONNECTICUT 
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SERIES 

500 


SERIES 
500 ERM 




SERIES 500 TUA 
SERIES 

500«==g 

TUR 


SERIES 
280 ERM 




SERIES 

280 

TUA 

series" 

280 

TUR 

SERIES 

160 

SERIES 

160C 


SERIES 
160 ERM 





ALL RECTIFIERS SHOWN ACTUAL SIZE 
INTERNAL CIRCUITS 

Standard rectifiers are connected 
internally according to one of the 
five circuit diagrams shown. 


TJliniatureTfletallk Reitifiers 


STANDARD 


SINCE 


19 3 3 


SERIES 500 Copper oxide only. Color coded. Welded lead wires 3^' long. 
Synthetic lacquer-enamel finish. Single 6-32 stud mounting. Available in 
special types. Cell diameter .500'^ Cell rating 5 r.m.s. volts, 30 average 
mils. 

SERIES 500-ERM Copper oxide or selenium. Color coded. Solid lead 
wires 3'' long. Lacquer finish. Single hole mounting. Available in special 
types. Cell diameter .500'^ Cell ratings, copper oxide 5 r.m.s. volts, 30 
average mils; selenium, 25 r.m.s. volts, 30 average mils. 

SERIES 500-TUA Selenium only. Color coded. Solid axial leads 3^' long. 
Lacquer finish. Mounts by lead wires only. Fully enclosed and sealed in 
phenolic tube. Half wave types only for high voltage. Cell diameter .500". 
Cell rating 25 r.m.s. volts, 30 average mils. Per ceil ratings subject to 
derating according to rectifier design. 

SERIES 500-TUR Selenium only. Color coded. Solid radial leads 3" long. 
Lacquer finish. Mounts by lead wires only. Fully enclosed and sealed in 
phenolic tube. Cell diameter, .500^^ Cell rating 25 r.m.s. volts, 30 average 
mils. Per cell ratings subject to derating according to rectifier design. 

SERIES 280-ERM Copper oxide or selenium. Color coded. Solid lead 
wires 3^^ long. Lacquer finish. Mounts by '^BracketerminaP' combining 
cathode (plus) terminal and mounting bracket. Available in standard 
types only. Cell diameter .280^'. Cell rating, copper oxide, 5 r.m.s. volts, 
10 average mils; selenium, 25 r.m.s. volts, 10 average mils. 

SERIES 280-TUA Selenium only. Color coded. Solid axial leads 3^' 
long. Lacquer finish. Mounts by lead wires only. Fully enclosed and 
sealed in phenolic tube. Half wave types only, for high voltage. Cell 
diameter .280^^ Cell rating 25 r.m.s. volts, 10 average mils. Per cell rating 
subject to derating according to rectifier design. 

SERIES 280-TUR Selenium only. Color coded. Solid radial leads 3" 
long. Lacquer finish. Mounts by lead wires only. Fully enclosed and sealed 
in phenolic tube. Cell diameter .280". Cell rating 25 r.m.s. volts, 10 aver¬ 
age mils. Per cell rating subject to derating according to rectifier design. 

SERIES 160 Copper oxide or selenium. Color coded. Welded lead 
wires 3'^ long. Fully enclosed and sealed in molded phenolic case. Mounts 
by #2 screw. Cell diameter .160^^ Cell rating, copper oxide, 5 r.m.s. 
volts, 5 average mils; selenium, 25 r.m.s. volts, 5 average mils. 

SERIES 160-C Copper oxide or selenium. Color coded. Welded lead 
wires 3'^ long. Fully enclosed and sealed in welded brass case. Mounts 
in midget fuse clip. Cell diameter .160'^ Cell rating, copper oxide, 5 r.m.s. 
volts, 5 average mils; selenium, 25 r.m.s. volts, 5 average mils. 

SERIES 160-ERM Copper oxide or selenium. Color coded. Solid leads 
1" long. Lacquer finish. Mounts by lead wires only. Cell diameter .160^'. 
Cell rating, copper oxide, 5 r.m.s. volts, 5 average mils; sele ium, 25 
r.m.s. volts, 5 average mils. 

Standard rectifiers are connected internally according to one of the five 
circuit diagrams shown. 

Series 500, 160 and 160-C are the well known standard line of instrument 
rectifiers and are constructed to the highest standards of quality. Con¬ 
struction is conventional. 

TUA (tubular, axial leads) and TUR (tubular, radial leads) construction 
is desirable especially in rectifiers designed for high voltage operation. 
Total enclosure of the stack however limits heat radiation necessitating 
derating of cells. 

ERM (external resilient member) construction insures maintenance of 
optimum stack pressures regardless of ambient or operating temperatures. 
Rectifiers in ERM construction are smaller, lighter and cheaper. 




STANDARD SINCE 1933 
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40-60 


60-100 

60-100 

60*100 

60-100 

60-100 

60-100 

60-100 


100-120 

100-120 

100-120 

100-120 

100-120 

100-120 

100-120 
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Model 

No. 

Max. DC 
Current 

Max. 

RMS 

input 

Voltage 

Max. 

RMS 

Current 

(MA) 

Max. 

Inverse 

Peak 

Voltage 

Max. 

Peak 

Current 

(MA) 

Dimensions 

Application 

35 

35 

130 

90 

380 

350 

3/8"x5/8"x5/8"x5/8" 

Boosters 

65 

65 

130 

162 

380 

650 

13/32"xrxl"xll/16" 

B+ Supply—Portable & AC-DC Radio 

75 

75 

130 

187 

380 

750 

13/32"xl''xl"xl3/16" 

B-j- Supply—Portable Radio 

100 

100 

130 

250 

380 

1000 

13/32^^ 

xli4"xli4:''xl3/16" 

B+ Supply—^AM-FM Radio 

lOOA 

100 

130 

250 

380 

1000 

13/32"xl"xl"xl" 

B-j- Radio 

150 

150 

130 

375 

380 

1500 

lg/32" 

xli^"xliA"xl3/16" 

B-f Supply—Radio-Television 

200 

200 

130 

500 

380 

2000 

13/32"xl.6"xl.6"xl" 

B-f Supply—Television 

250 

250 

130 

625 

380 

2500 

13/32" 

xl.6"xl.6"xl5/16" 

B-f Supply—Television 

300 

300 

130 

750 

380 

3000 

13/32"xl.6"xl.6"xl%' 

B-f Supply—Television 

350 

350 

130 

875 

380 

3500 

13/32"x2"x2"xl5/16" 

B-f Supply—Television 

450 

450 

130 

1125 

380 

4500 

13/32"x2"x2"xiy8" 1 

B-f Supply—Radio-Television 

108 

100 

160 

250 

440 

1 

1000 

13/32" 

xliA"xliA"x31/32" 

B-f Supply— % Wave, Mobile Radio-TV 

78D 

75 

160 

187 

440 

750 

13/32"xl"xl"xl%" 

B-f Supply—Doubler 
—Radio-Television 

108D 

100 

160 

250 

440 

1000 

13/32" 

xliA"xliA"xl%" 

B-1—-J)oubler 
—Radio-Television 

208D 

200 

160 

500 

440 

2000 

13/32" 

xl.6"xl.6"xl%" 

B-|—Doubler 
—Radio-Television 

154B 

150 

25 

270 

35 

1800 

13/32"xl"xl"xll/16" 

13/32" 

Filament—Relay Supply 

304B 

300 

25 

540 

35 

2400 

xliA"xli^"xll/16" 

13/32" 

xl.6"xl.6"xll/16" 

Filament—Relay Supply 

e04B 

600 

25 

1080 

35 

4000 

Filament—Relay Supply 


HIGH VOLTAGE SELENIUM RECTIFIERS 



Sarkes Tarzian high voltage selenium rectifiers are designed for use 
in photo-flash supplies, cathode ray oscilloscopes, television re¬ 
ceivers, high potential test equipment, and electronic equipments 
used by military forces. 

Designated as Type 0 for current ranges to 5 mllliamperes and as 
Type 1 for current ranges to 25 milllamperes, the units are avail¬ 
able in half vyave, full wave bridge, and center tap stacks. Both 
types are available with voltage ratings to 4000 in a single unit 
and hundreds of thousands of volts by using multiple units in series. 
In center tap and bridge circuits the maximum allowable D.C. cur¬ 
rent is 10 MA for Type 0 and 50 IVIA for Type 1 assemblies. 

The Type 0, in a glass enclosure Is hermetically sealed for high 
humidity operation (Half Wave units only) and mounting is by 
means of silver plated ferrules. The bakelite enclosed Type 0 recti¬ 
fiers are designed for normal commercial use and electrical con¬ 
nection is made by means of axial pigtail leads. For Inverse voltage 
ratings to 20S volts A.C. the unit is seif supporting; longer as¬ 
semblies require a mounting clip. 




The Type 1 rectifier is available only in square bakelite ^enclosures. The 

supplied, Is not hermetically sealed; however, it is ppssible to capsulize the Type 1 

rectifier for high humidity applications. 

For complete information or engineering assistance—write, phone or wire. No obligations 
on your part. . 

II t A •! 80 pages of valuable information about 

New Handbook AVailaDie Selenmi^ Rectmers ... 48 pages of Radio 

& Television circuit diagrams ... 20 pages on Power Rectifiers . . 

Voltage Rectifiers ... a 7 page cross index replacement guide. (Price 50 cents) 
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V E N T I S E L 

THE SELENIUM RECTIFIER 
with no center pressure 




Plate Size 

Max. 

A.C. Input 

Max. 

Peak Inv. 

Cent. D.C. 
Current 

Approx. 

Rect. Drop 

List 

Price 


sq. 

180V, 

380V. 

7 5 Ma. 

5V. 


VRSIOO 

ir X 1 " 

130V. 

380V. 

100 Ma. 

5V. 

1.95 

VRS150 

1 iV' X 1 " 

130V. 

380V. 

150 Ma. 

5V. 

2.30 

VRS200 


130V. 

380V. 

200 Ma. 

5V. 

2.75 

VRS250 

1 X 1 % " 

130V. 

380V. 

250 Ma. 

5V. 

2.95 

VRS300 

iTV'xlfi" 

130V. 

380V. 

300 Ma. 

5V. 

3.05 

VRS350 

IW' XlVz" 

130V. 

380V. 

350 Ma. 

5V. 

3.75 

VRS500 

. lir X 2" 

130V. 

380V. 

500 Ma. 

5V. 

4.45 





RECTISEL 


The Conventional Open Type Selenium Rectifier 


TYPE 

Plate Size 

Max. 

A.C. Input 

Max. 

Peak Inv. 

Cent. D.C. 
Current 

Approx. 
Rect. Drop 

List 

Price 

PRS65 

Sq. 

130V. 

380V. 

65 Ma. 

5V. 

■'$1:36 

PRS75 

%" Sq. 

130V. 

380V. 

75 Ma. 

5V. 

1.60 

PRSlOO 

1 " Sq. 

130V. 

380V. 

100 Ma. 

5V. 

1.95 

PRS150 

1%" Sq. 

130V. 

880V. 

150 Ma. 

5V. 

2.30 

PRS200 

1%" Sq. 

130V. 

380V. 

200 Ma. 

5V. 

2.75 

PRS250 

11 / 2 " Sq. 

130V. 

380V. 

250 Ma. 

6V. 

2.95 

PRS300 

11 / 2 " Sq. 

130y. 

880V. 

300 Ma. 

5V. 

3.05 

PRS350 

iy2"x2" 

130V. 

380 V. 

350 Ma. 

5V. 

3.75 

PRS500 

2" Sq. 

130V. 

380V. 

500 Ma. 

5V. 

4.45 



NEW 

PLASTISEL 




Sealed Miniature Selenium Rectifier 



TYPE 

Dimensions 

Max. Max. 

A.C. Input Peak Inv. 

Cent. D.C. 
Current 

Approx. 
Rect. Drop 

List 

Price 

RS25 

tV' Sq. X tV' 

130V. 

380V. 

25 Ma. 

5V. 


RS40 

tV’ Sq. X tV' Lg-. 

130V. 

380V. 

40 Ma. 

5V. 

1.15 

RS65 

%" Sq. X iV' Lg. 

130V. 

380V. 

65 Ma. 

5V. 

1.36 

RS75 

If" Sq. X xV' Lg-. 

130V. 

380V. 

75 Ma. 

5V. 

1.60 

RSlOO 

%"Sq. xxV'L^. 

130 V. 

380V. 

100 Ma. 

5V. 

1.95 

RS150 

Ix^g" Sq. X xV' Lg. 

130V. 

38 0 V. 

150 Ma. 

6V. 

2.30 

RS200 

11/4 " Sq. X x\" Lg. 

130V. 

380V. 

200 Ma. 

5V. 

2.75 


POWERSEL 

Industrial 

Power 

Rectifiers 



MINiSEL 

High Voltage — Low Current 
Rectifiers 


The entire facilities of the E.D.I. Engineering Department are available to assist 
you with your problem. There is no obligation for this service. A letter, telegram, 
or phone call will result in a prompt reply. 



ELECTRONIC DEVICES, INC. 

Precision Rectifier Division 
BROOKLYN 15, N. Y. 
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Germanium Diodes 




flAWRm POLARny at a SIANCE! 


iUdio Receptor’s new Germanium Diodes feature polar¬ 
ity at a glance combined with simplicity of construction 
and sound design principles. The distinctive tapered 
shape of the glass-filled phenolic cartridge body speeds 
assembly because operators can see at a glance the correct 
direction of assembly. 

Users are enthusiastic over the quality of the product 
which gives a maximum of trouble-free operation even 
under the most adverse conditions. Radio Receptor Ger¬ 
manium Diodes are currently being used in walkie- 
talkies, computers, TV sets, tuners and other electronic 
applications. 




AT I VOll 





All values measured at 25* C. 




50 @-10V,800@-50V 
30@-10V, 500@-50V 
6 @-3V, 625 @-100V 
5@-3V,500@-100V 
833 @-50Y 
1,667 @-50V 
150@-50V 

300@-100V,800@-150V 
500@-150V 
800@-100Y 
600@-100Y 
50@-50Y 

Minimum of 0.100 MA in 44 MC test circuit 
2.5 I 200@*50Y I 50 

5.0 I 50@-10Y,850@-50Y | 40 

Rectification efficiency: 35% minimum in 100 MC test circuit I 
3.0 25@-10Y,300@-50Y 30 125 | 1C 

Noise figure as a mixer better than 15DB @ 750 MC with 43.5 MC-1F circuit 
having a noise bandwidth of 3 MC and a noise figure of 4 DB. 

2.5 I 50@-50Y I 50 i 125 1C 

3.0 I 10@-10Y I 30 I 50 i] 

Noise figure as a mixer better than 12DB @ 750 MC with 43.5 MC-lF 
circuit having a noise bandwidth of 3 MC and a noise figure of 4 DB. 

Noise figure as a mixer better than 12DB @ 750 MC with 43.5 MC-IF 
circuit having a noise bandwidth of 3 MC and a noise figure of 4 DB. 



* JAN type. 

t Average half wave rectified current at 60 CPS and 25 
$ For zero dynamic resistance. 


Consult us for ratings at other conditions. 
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for Industrial Applications 
Mare and More Engineers Specify ,,,! 



etron 


misiuM wi JoiBa® 

^ mm fnm-mit mn enieei^Rcsjsiivc^HaiifiTtVE m. i 







19.0 

18.0 

15.3 

14.2 

10.9 

9.9 

18.0 

17.0 

15.1 

.13.8 

10.7 

9.5 

18.0 

17.0 

15.0 

13.5 

10.6 

9.2 

18.0 

17.0 

14.9 

13.7 

10.5 

9.4 

18.0 

17.0 

14.9 

13.7. 

10.5 

9.4 

18.0 

17.0 

14.9 

13.7 

10.5 

9.4 

37.0 

35.0 

30.0 

28.0 

21.6 

19.4 

37.0 

35.0 

30.0 

28.0 

21.6 

19.4 

38.0 

36.0 

31.0 

29.0 

22.0 

20.0 

37.0 

35.0 

30.0 

28.0 

21.6 

19.4 

37.0 

35.0 

30.0 

28.0 

21.6 

19.4 

37.0 

34.0 

30.0 

27.0 

21.0 

18.8 

37.0 

35.0 

30.0 

28.0 

22.0 

19.3 

37.0 

35.0 

30.0 

28;0 

22.0 

19.3 

111 

105 

92 

84 

56 

49 

114 

108 

95 

89 

60 

54 

112 

106 

93 

87 

58 

52 

no 

103 

91 

84 

56 

48 

130 

122 

106 

98 

71 

63 

133 

126 

108 

102 

74 

67 

131 

123 

106 

99 

72 

64 

129 

120 

104 

96 

70 

61 




ummH REGT^flIft ^mmmm m mm% 
eoDtm. ^ S i c » i fmae 


1-9/16 1-1/2 1-1/2 3/8 $ 2.40 .17 


3-3/4 3 

3-3/4 4 


1/2 4.16 .22 

5/8 6.34 .22 

3/8 8.82 .28 

1-3/8 12.38 .44 

1-3/8 23.43 .44 

1-3/8 35.26 .44 


1/2 7.60 .22 

5/8 11.25 .22 

3/8 16.08 .28 

1-3/8 22.71 .44 

1-3/8 42.73 .44 

1-3/8 61.95 .44 

3/8 14.65 .17 

1/2 21.32 .22 

5/8 27.53 .22 

3/8 44.46 .28 

3/8 16.57 17 

1/2 24.56 .22 

5/8 31.29 .22 

3/8 50.97 .28 



Rugged, high powered, cen¬ 
ter protected Seletron 
Selenium Rectifiers are ideal 
for diversified industrial ap¬ 
plications because of their 
flexibility and high effi¬ 
ciency over a wide range of 
load. Typical of such uses 
are installations operating 
elevators in more than 150 
office buildings in New 
York and Chicago and the 
spectacular E veready search¬ 
light on New York’s Great 
White Way. 

RECTIFIER CIRCUITS, CONNECTIONS 
AND DIMENSIONS 




NOTE; #10-32 for all stacks with code 
numbers starting P, Q, S, WQ, WS. 
#5/16-18 for all stacks with code num¬ 
bers starting U, W, H, WW, WH. 


KAllIO; KECEPTO'a COMPANY, ■ INC. ;^/...i 

(S ^j8gr.{ 251,Wv5;19rti k, HfW Vork ll, k. t; • 84 l 
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^ urn. MAX, MAX, 

STACK INPUT PEAK 0,0. 

MO0EI PiATB TmOK^* V01TASE INVERSE OUTPUT i($T 

. m. mi NESS mx nimi current price 


SELENIUM 

RECTIFIERS 


IMl 

8Y1 

16Y1 

8J1 

5M4 

5M1 

5P1 

6P2 

5R1 

5Q1 

6Q1 

6Q2 

6Q4 (1) 

5QS1 

$QS2 

6QS4 (1) 

5S1 

6S2 


V sq. 

Vz" sq. 

Vz" sq. 
%"sq 
r'sq. 

I" sq. 

1^6^^ sq. 

1^6" sq. 

lVzyiV4'‘ 

1 ^ 2 " sq. 

lV2"sq. 

lV2 " sq . 

lV'2"sq. 

1i/2"x2" 

1i/2"x2" 

11/2"x2" 

2" sq. 

2" sq. 


100 MA 
20 MA* 
20 MA* 
65 MA 
75 MA 
100 MA 
150 MA 
150 MA 
200 MA 
250 MA 
250 MA 
250 MA 
300 MA 
350 MA 
350 MA 
350 MA 
500 MA 
500 MA 


Current ratings above are for a maximum plate temperature of 75° C 
when the rectifiers are new, in a maximum ambient temperature of 45° C. 
Recommended plate temperature for new rectifiers is 70° C. Output cur¬ 
rent ratings are based on R.M.S. rectifier current not in excess of 2.5 
times rated output current. 


*This rectifier is rated at 25 MA when used with a 47 ohm series resistor. 


(1) Stud mounted-overall: 2". 


Miniature Seletron Selenium 
Rectifiers are specified by an 
ever increasing number of 
engineers in the U. S. and 
throughout the world for 
radio, television and other elec¬ 
tronic applications. The small 
size and thorough dependabil¬ 
ity under all types of punish¬ 
ing conditions make them 
ideal wherever long life and 
high efficiency are needed. 
The wide range of available 
sizes is listed to the left. 

See your local distributor 
for your requirements. 


1__ , ' ' . 


and Germaniam SHvisian 

BECXPTOB COMPANY, 


I Safes 251 W. Nawjork Ji 8. If. • Fodory: 64 H. MSt.j i y 
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Federal Radio—TV Selenium Rectifiers 

The revolutionary rectifier with unlimited 
use in radio • television • electronics 





Min. Ser. Peak 

Max. Input Res. I’^ve’-se List 

Federal Output (RMS) Volts Current Plate Price 


Cat. No. MA-DC 

Volts 

MA 

Ohms (Max.) (luax.) 

Size 

Application 

Each 

1159 

20 

130 

54 

50 

380 

200 

%"Dia. 

B-|- Booster; Bias 

$1.55 

1002A 

65 

130 

175 

22 

.380 

650 

1" Sq. 

B-f AC-DC (5 tube) 

1.50 

1003 

75 

130 

200 

22 

380 

750 

1" Sq. 

B-|- 3-way Radios 

1.S5 

IIOIA 

100 

130 

270 

22 

380 

1000 

1" Sq. 

B-|- Radios, Telev. 

1.90 

1004A 

100 

130 

270 

22 

380 

1000 

X ls% 

B-f- Radios, Telev. 

2.05 

1005A 

150 

130 

410 

15 

380 

1500 

IM X 1^5 

B-j- Radios, Telev. 

2.25 

1006A 

200 

130 

540 

5 

380 

2000 

IH" Sq. 

B-j- Television 

3.15 

*1028A 

(1010) 

250 

130 

675 

5 

380 

2500 

lii"Sq. 

B-f- Booster; Bias 

3.15 

1090A 

300 

130 

810 

5 

380 

3000 

lirsq. 

B-f Television 

3.30 

1023 

(1206) 

360 

130 

945 

5 

380 

3500 

l%"Sq. 

B-f Television 

4.10 

1130 

(1056) 

400 

130 

1080 

5 

380 

4000 

2" Sq. 

B-f Television 

4.25 

1179 

(1021) 

500 

130 

1350 

5 

380 

5000 

2" Sq. 

B-f- Television 

4.40 

1022 

450 

160 

1200 

5 

460 

4500 

2" Sq. 

B-f Television 

4.95 

1016 

300 

25 

350 

.... 

35 

1500 

iM X 1/2 

Bridge Rectifier 

2.40 

1017 

600 

25 

700 

.... 

35 

3000 

UV Sq. 

Bridge Rectifier 

3.15 

1013 

360 

9t 


.... 



Sq. 

Battery Charger - 

1.40 

1018 1600 

261 


.... 



4i4"lg. 
(Mtg. Pit.) 

Battery Charger 

3.85 

1001 

75 

20 

200 

.... 

35 

750 

1" Sq. 

Bias Rectifier 

.80 


*%elet construction — Replaces catalog No. 1010. 


tThe input voltage shown is the maximum which may be applied in a half-wave rectifier cir¬ 
cuit for battery charging. 


IThe input voltage shown is the maximum which may be applied to the outside terminals 
in a center-tap rectifier circuit. 


Letter “A" after catalog number indicates locking lug. 





Federal Selenium Rectifier 


Replacement KITS are a Hit with Servicemen! 

Each Kif contains 2 of each of 4 ''Preferred Types” for MOST Radio-TV Replacements 


KIT #1 

Contains types for handling ap¬ 
proximately 9 out of 10 TV re¬ 
placement jobs: 


2—FTR 1004A....100 MA, 130 V 
2—FTR 1028A....250 MA, 130 V 

2—FTR 1023.350 MA, 130 V 

2—FTR 1021.450 MA, 130 V 

Federal’s S-unit Kits are the con¬ 
venient, time-saving way for serv¬ 
icemen to make replacements “on 
the spot.’’ 




KIT #2 

Clear plastic utility package, contain¬ 
ing types for most radio replacements: 

2—FTR 1002A. 65 MA, 130 V 

2—FTR 1003A. 75 MA, 130 V 

2—FTR 1004A.100 MA, 130 V 

2—FTR 1005A.150 MA, 130 V 

Federal Replacement Kits are valuable 
aids in servicing more than 35,000,000 
selenium rectifiers now In the field. 



Consult your local Federal Distributor 
or write to Federal direct 

Americans First and Largest Manufacturer 
of Selenium Rectifiers 


Federal’s Popular 
Selenium Rectifier Handbook 

New, greatly enlarged edition. 
Contains a wealth of valuable 
design and application data on 
America’s most complete line of 
mijiiature selenium rectifiers. 

Each $0.50 
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PACKAGED POWER 

SELENIUM RECTIFIER STACKS 

by Federal^ 

Federal has America’s largest stock of stacks for all popular applications . . . available 
for prompt shipment. Special design data and prices for the asking. 

Price List and Data Sheet — Effective Sepf. 15/ 1951 

NOTE: Ratings for 35° C. Ambient; Resistive or Inductive loads; all designs shown are for single phase full wave rectfication. 


Maximum 

D.C. Output 
(Approximate) J 

Rectifier 

Stack 

- Code Number 

Maximum 

A.C. 

Input 

^Rectifier Stack 
Dimensions 

Catalog 

Number 

Net 

User’s 

Price 

Volts Amps. 


Volts 

A 





3.0 

106C1AX1 

13 

3%" 

19// 

■^16 

2100 

$ 6.67 

10 

6.0 

133C1AX1 

13 

4%" 

1%" 

2101 

8.33 


12.0 

136C1AX1 

13 

5"x6" 

1%" 

2102 

11.91 


3.0 

106B1AX1 

26 

3%" 


2103 

9.42 

20 

6.0 

133B1AX1 

26 

43/8" 

m" 

2104 

12.58 


12.0 

136B1AX1 

26 

5"x6" 

23/4" 

2105 

20.50 


3.0 

106B2AX1 

52 

33/8" 


2026 

15.00 

40 

6.0 

133B2AX1 

52 

43/8" 

5" 

2107 

21.17 


12.0 

136B2AX1 

52 

5"x6" 

51/4" 

2108 

34.00 


3.0 

106B3AX1 

78 

33/8" 

41 / 2 " 

2118 

20.00 

60 

6.0 

133B3AX1 

78 

43/8" 

63^" 

2033 

29.17 


12.0 

136B3AX1 

78 

5"x6" 


2085 

46.92 


3.0 

106B4AX1 

104 

3%" 

51 / 2 " 

2109 

24.92 

80 

6.0 

133B4AX1 

104 

4%" 


2110 

37.17 


12.0 

136B4AX1 

104 

5"x6" 


2111 

59.84 


1.0 

139B5AX1 

130 

2" sq. 

53/8" 

2112 

16.25 

100 

2.4 

106B5AX1 

130 

33/8" 

6%" 

2113 

29.83 


6.0 

133B5AX1 

130 

43/8" 

10*" 

2114 

45.17 


0.3 

103B6AX1 

156 

1#2" x 113/64" 

43 / 4 " 

2115 

14.17 


0.6 

104B6AX1 

156 

1;H-" sq. 

478" 

2036 

16.34 

120 

1.0 

139B6AX1 

156 

2" sq. 


2116 

18.75 


2.4 

106B6AX1 

156 

33/8" 

7%" 

2038 

34.92 


6.0 

133B6AX1 

156 

43/8" 

12*" 

2117 

53.17 

*A 

B 

dimension is 
dimension is 

cell size, 
mounting size. 



JResistive 

or Inductive Loads. 



User’s Price 


A KIT for “Make-it-Yourself” Fans! 

Federal’s All-Purpose 
SELENIUM RECTIFIER ASSEMBLY KIT 

Enables hobbyists, repairmen, electrical technicians 
and others to build their own selenium rectifiers for 
a wide range of AC-to-DC applications. Simple, illus¬ 
trated instructions show how to assemble a total of 

24 VARIATIONS OF 3 RECTIFIER TYPES— 

Half-wave, Full-wave Center-Tap, and Full-wave 
Bridge — including Full-wave Battery Charger. Kit 

contains eight 5" x 5" plates and all hardware neces¬ 
sary to assemble any one of the possible combinations. 

Consult your local Federal Distributor or write to Federal direct 
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GERMANIUM 


SELENIUM 



The Germanium Diodes produced by Inter¬ 
national Rectifier Corporation are the result 
of extensive research directed toward the 
production of superior products. The units 
available embody a completely new design 
for germanium diodes. Novel assembly and 
construction techniques are employed in 
their production. 


Type 

No. 

Min. 
Fwd. 
Current 
In Ma 

4 . IV 

Maximum 
Inverse Current 
InMa 

Peak 
Inverse 
Voltage 
25^ C 

Avg. 
Output 
Current 
In Ma 
25" C 

Peak 
Output 
Current 
in Ma 
25*^ C 

-10 V 

-50 V 

1N48 

4.0 


0.83 

85 

50 

150 

1N51 

2.5 


1.66 

50 

25 

100 

1N52 

4.0 


0.15 

85 

50 

150 

1N63 

4.0 


0.05 

125 

50 

150 

1N65 

2.5 


0.20 

85 

50 

150 

1N69* 

5.0 

0.05 

0.85 

75 

40 

125 

1N70* 

3.0 

0.025 

0.30 

125 

30 

90 

1N75 

2.5 


0.05 

125 

50 

150 

1N81* 

3.0 

0.01 


50 

30 

90 


*Jan Types 

Ambient temperature range:— 50® to -f- 75® C. 
Average shunt capacitance: 0.8 micromicrofarads. 
Surge current (1 sec.): 400 ma at 25® . 


A line of sub-miniature selenium diodes has 
been developed for use in numerous elec¬ 
tronic equipment where space is at a pre¬ 
mium and the ambient temperature is high. 

Some of the uses for these units are for 
bias supplies, sensitive relays, digital and 
analog computers, hearing aids, electronic 
organs and many compact airborne elec¬ 
tronic equipment. 


DIAMETER : From 1/8" to 13/32" 

LENGTH : From 1/4" to 1/2" 

RMS applied voltage: From 26 volts to 
208 volts 

DC output voltage: From 20 volts to 160 volts 
DC output current: avg. from 200 micro¬ 
amperes to 10 milliamperes 
Leakage at 10 volts rms : 0.6 /li a to 2.4 fia 
Potted in thermosetting compound 
Temperature Range: From —60® C to 100® G 
Available in 1 to 8 cell Diodes 


WRITE FOR BCLEETIN GD-l 


WRITE FOR RIJLLETIN SD-1 



General Offices: 1521 E. Grand Ave., El Segundo, Calif. > Phone: ORegon 8-3778 

C h i c a g o B r a n c h O f f i c e : 2 0 5 West W a c Ic e r D r i • P h o n 4 : F r a n k M n 2 - 3 8 8 9 


New York Branch Office: 501 Madison Avenue, New York 22, New York ® Phone Plaza 5-8665 
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International 




MINIATURE RECTIFIERS 


As easily 
installed as a 
Resistor or 
Condenser. 


130 Volts 
RMS 



Only 2 
Soldering 
Operations 
required. 


Peak Inverse 
Volts; 380 


FOR ELECTRONIC APPLICATIONS UP TO 
1,000 MA 

Approximate Voltage Drop: 5 volts 

RATINGS AVAILABLE 


Type No. 

RS75 

RSI 00 

RSI 50 

RS200 

RS250 

RSI 000 

Current (ma) 

75 

100 

150 1 

200 

250 

1000 


SEND FOR BULLETIN IS-1249 


POWER RECTIFIERS 


Suitable for 


HIGH VOLTAGE RECTIFIERS 

CARTRIDGE TYPE 

RATINGS TO 25 KV AND 75 MA. 

In half-wave, voltage doubler or bridge circuits 
From V4" #0 I V4" O.D. or built to your specifications 

TYPICAL APPLICATIONS 

BIAS SUPPLIES ELECTROSTATIC PROCESSES 

CONDENSER TESTING GEIGER COUNTERS 

CATHODE RAY TUBES INVERSE PEAK SUPPRESSORS 

ELECTRON MULTIPLIERS PHOTOFLASH POWER SUPPLIES 

TELEVISION CIRCUITS 

TYPE V-HF SERIES 
1/2 WAVE — 5 MA. DC 


TYPE V-HF SERIES 


DC OUTPUT 

RECTIFIER 

DC OUTPUT 

RECTIFIER 

VOLTAGE 

PART NO. 

VOLTAGE 

PART NO. 

20 

VIHF 

1000 

V50HF 

60 

V3HF 

2000 

VIOOHF 

100 

V5HF 

3000 

V150HF 

400 

V20HF 

4000 

V200HF 



DC OUTPUT 
VOLTAGE 


1 / 4 " Diameter 
Rating to 
4,000 v. DC 


TYPE Y-HP SERIES 
1/2 wave—11 MA. DC 


RECTIFIER DC OUTPUT 

PART NO. VOLTAGE 

Y1HP 1000 

Y3HP 2000 

Y5HP 3000 

Y20HP 4000 


TYPE U-HF SERIES 
1/2 wave—1.5 MA. DC 


RECTIFIER 
PART NO. 

Y50HP 

Y100HP 

Y150HP 

Y200HP 


Fit standard 
automotive 
type Fuse dipt 


)C VOLTS 

DC AMPS 

SIZE PLATE 

DC OUTPUT 

RECTIFIER 

0-15 

0.5 

1 V4" Sq. 

VOLTAGE 

PART NO. 

0-15 

3.0 

3" Sq. 

200 

UlOHF 

0-15 

14.0 

61/4"x 71 / 4 " 

360 

U18HF 

15-30 

3.0 

3" Sq. 

500 

U25HF 

15-30 

14.0 

61/4"x 71 / 4 " 

600 

U30HF 

95 

5.0 

43 / 8 " Sq, 

700 

U35HF 




PARTIAL LIST OF U-HF SERIES AVAILABLE 


ITPUT RECTIFIER STD. AUTO-TYPE MAX. LENGTI 
AGE PART NO. FUSE CLIP INCHES 

10 UlOHF 7-AG 27/32 

>0 U18HF 7-AG 27/32 

10 U25HF 8-AG 31/32 

10 U30HF 3-AG 1-7/32 

10_ U35HF 9-AG 1-3/8 

WRITE FOR BULLETIN H-1 





DP-3 

Hermetically 
Sealed 50 
microamperes 
at 100 
foot-candles 


DP-2 

Hermetically 

Sealed 25 
microamperes 
at 100 
foot-candles 

A-2M 

13 micro¬ 
amperes at 

1 CIO foot- 
candles 

Hermetically Sealed 

Up to 600 microamperes 
at 100 foot-candles 

Write for 
Bulletins 
PC-649, 
PPC-250, 
HPC-450, 
HPC.252 



International 

RECTIFIER CORPORATION 


New York Branch Office: 501 Madison Avenue, New York 22, New York 


Copyright by U. C. P», Inc. 


GHNERALOFFICES: 

1 521 E. Grand Ave. 

ET Segundo, Caiil. 
Phone El Segundo 1 890 

CHICAGO BRANCH OfnC£: 
205‘W. V^acker Or. 
Franklin 2-3889 


Phone PLaza 5-8665 
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MINIATURE 

SELENIUM RECTIFIERS 




General Electric manufactures a complete line of 
selenium rectifiers, including miniature cell assem¬ 
blies used in electronics applications. Because of their 
low forward resistance and reverse resistance, G-E 
selenium rectifiers have high efficiency and exception¬ 
ally long life. 

The standard line of Miniature Selenium Rectifiers 
consists of ratings of 50 ma and below at 26 to 5200 


volts RMS. Stacks are enclosed in Textolite* tubes or 
metal-clad to meet Government specifications relating 
to environmental protection. Either lead or bracket 
mountings can be furnished. 

For complete information on G-E metallic rectifiers, 
consult your nearest General Electric Agent, or write 
to Section 640-333, General Electric Company, Sche¬ 
nectady 5, New York. 







♦Registered 
trade-mark of 
General Electric Co. 



GENERAL iPELECTRIC 
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Travel to the 



NATIONAL COMPANY, Inc. 

maiden, MASSACHUSETTS 


northernmost Army outpost — 
in “shooting” distance of the Pole 
—you’ll find National 
receivers on the job! 


Slash your way 
through the African jungle 
to a movie company 
on location — you’ll find 
National receivers 
on the job! 


Literally, you’ll find National receivers all over the 

y^ofld_on Navy ships at sea — on South American mountain 

tops — in the offices of London's famed Scotland Yard — 
on hazardous expeditions like Kon-Tiki! 
No wonder National is the number one choice of experienced 
amateurs — for top performance under all conditions, 
year in and year out! 
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COVERAGE: 50-430 kc., 480 kc.-35 me. And 50-54 me 
Voiee, CW. NFIVI (with adaptor). 

FEATURES: Edge-lighted, direet frequeney-reading seale 
with one range in view at a time. 3 I.F. stages at 456 kes. 
employing 12 permeability-tuned circuits on all bands plus 
one I.F. stage at 2010 kcs. on all frequencies above 7 mcs. 
Switching is done automatically when coil set is plugged in. 
Built-in, isolated heavy-duty power supply. Sensitivity of 
1 mv. or better at 6 db. sig./noise. Selectivity variable from 
8 kc. overall to app. 1200 cps. at 40 db. Current-regulated 
high frequency oscillator and second converter heaters. 
Voltage-regulated high frequency oscillator and S-meter 
amplifier. Negligible drift after warmup. Micrometer dial 
for logging. Provision for crystal calibrator unit. Variable 
ant. trimmer. Lively S-meter. Min. tubes in front end and 
high freq. osc. Osc. circuits not disabled when receiver in 
send position. High-fidelity push-pull audio (±2 db 50- 
15,000 cps.) with phono jack. BFO switch separated from 
BFO freq. control. Illumination dimmer control.. Accessory 
socket for Select-0-Ject. 

CONTROLS: Bandswitch, Oscillator, Tone, Ant. Trimmer, 
Dimmer, AVC, Limiter, AF Gain, Calibration, CWO, Phasing, 
Selectivity, On-Off, RF gain, AM-NFM-PHONO. 


TUBE COMPLEMENT: 6BA6, 1st r.f.; 6BA6, 2nd r.f.; 
6BE6; mixer; 6C4 h.f. oscillator; 6BE6, 2nd high-frequency 
conv.; 6SG7 1st l.f.; 6SG7,2nd i.f.; 6SG7, 3rd i.f.; 6H6 det. 
& a.v.c. 6H6, a.n.L; 6SJ7,1st audio; 6SN7, phase splitter 
and S-meter amp.;6V6GT (2) p.p. audio; 5V4G, rect.; 
6SJ7, b.f.o.; OB2, volt reg. 4H4 Osc. Fil. Cur. Reg. 


SIZE: Table 19m" wide x lOJ^" high x 16m" deep. Rack: 
19" wide X 10m" highxl7%" from rear of front panel 
inch 1>^" handle. 

ACCESSORIES: 50TS or RS (10" PM Speaker), $16.00; 
50 SC-2 (Speaker Coil Compartment), $49.75; SOJ-3 
(Select-O-Ject), $28.75; 650S (Vibrator Pack-6 V.), 
$75.00; MRR-2 (Table Relay Rack 29" High), $16.85; 
50 X CU-2 (100/1000 kc xtal Calibrator), $24.50; NFM 
83-50 (NBFM Adaptor), $17.95; E and F coils (900-2050 
Kc and 480-960 Kc), $16.35 each. Other coils available 
covering 50 Kc to 430 Kc, 21.0 to 21.5 me Bandspread, 
27-30 me Bandspread, 25 to 35 me. And 50-54 me. 

$ 48350 * 

^Slightly higher west of the Rockies. dessSpeaker) 



COVERAGE: Continuous from 540 kcs. to 31 mcs. plus 
48 to 56 mcs. for 6-meter reception. 

FEATURES: Two tuned R.F. stages. 3 stages of I. F. Voltage 
regulated osc. and BFO. Main tuning dial covers range in 
five bands. Bandspread dial calibrated for amateur 80, 40, 
20,15,11-10 and 6-meter bands. Bandspread usable over 
entire range. Six-position crystal filter. New-type noise 
limiter. High fidelity push-pull audio. Accessory socket for 
NFM adaptor or other unit, such as crystal calibrator. 

CONTROLS: CWO Switch, CWO pitch. Tone, AF Gain, Main 
Tuning, Bandspread, Ant. Trimmer, Bandswitch, Send- 


Receive, Phono-Radfo, Selectivity, Phasing, Limiter, RF Gain. 

TUBE COMPLEMENT: Uses 2-6BA6 R.F.; 2-6BE6 First and 
second converter; 3-6BA6 I.F;; 1-6AL5 second det.— 
AVC; 1-6AH6 AVC amplifier; 1-6SJ7.C.W. OSC; 1-6AL5 
Limiter; 1-6SJ7 First Audio; 1-6J5 Phase Inverter; 2-6V6GT 
Audio Output; 1-OB2 Voltage Reg.; 1-5U4G Rect. 

ACCESSORIES: Matching 10" PM Speaker, $16.00; NFM 
83-50 Narrow Band FM adaptor, $17.95. 

$ 36950 * 

*S lightly higher west of the Rockies. (Less speaker) 
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COVERAGE: 560 kcs. to 35 me. in 4 bands. Voice or CW. 



FEATURES: Edge-lighted direct-readingseale with amateur, 
police, foreign, shipfrequenciesclearly marked. Sensational 
National Select-0-Ject built-in. Exceptional sensitivity on 
all bands. Lively S-meter reads S9 to 50 mv. signal. AVC, 
ANL, jack for phono or NFM adaptor, volt, reg., stabilized 
osc., audio essentially flat to 10,000 c.p.s. 


CONTROLS: Main Tuning, Bandspread, Freq. (SOJ), 
Boost (SOJ), Send-Receive, Pitch, CWO-MVC-AVC-ANL, 
AF Gain, Tone, Trimmer, Bandswitch, RF Gain. 



TUBE COMPLEMENT: 6SG7 RF amp., 6SB7-Y osc.-mixer, 
6SG7Tst IF, 6SG7 2nd IF, 6H6 2nd det-AVC-ANL, 6SL7GT 
phase shifter, 6SL7GT boost-reject aud. amp., 6SL7GT 1st 
aud.-GWO, 6V6GT aud. output, OD3/VR-150 volt, reg., 
5Y3GT rect. 

ACCESSORIES: NC-125TS Speaker, $11.00; NFIVl-73 
(Narrow Band FM adaptor), $18.95. 

$ 14950 * 

*Siightly higher west of the Rockies. (Less Speaker) 



COVERAGE: Entire frequency range from 540 kc. to 30 me. 
in 4 bands. Voice, music or code. 


FEATURES: Sensitive and selective superhet circuit, using 
new miniature tubes. Slide rule general coverage dial with 
police, foreign, amateur and ship bands clearly marked. 
Unique plastic bandspread dial is adjustable to assure 
logging accuracy over entire range. Built-in speaker and 
power supply. Volume, Receive-Stand by, Bandswitch, 
AM-CW, Speaker, Phones. 

TUBE COMPLEMENT: 12BE6, converter; 12BA6, CW osc. 
-IF amp.; 12AV6, 2nd def.-lst aud. - A. V. C.; 50C5, 
audio output; 35Z5, rectifier. 

SIZEfir wide, 7" high, 7" deep. $ 4995 * 


Set^ELECT-0-JECT for REJECT, tune by ear and — presto! 
— an annoying heterodyne or other unwanted signal 
practically disappears without materially affecting the 
wanted signal! Set SELECT-O-JECT for BOOST, tune — 
and presto!—a selected c.w. signal rises above background 
noise and Interfering signals! Can also be used as audio 
oscillator having over 100 to 1 frequency range with a single 
rotation of the tuning knob! Excellent as a code practice 
oscillator! Effective on any frequency from 80 c.p.s. to 



9,000 c.pr.s.! Easily connected to any receiver having 6.3v. 
and filtered B-i- supply available. $28^®* 


Copyright by U, C. P., Inc. 
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COMPONENTS 


POPUIAR 




FWG 

A Victron terminal strip for 
high frequency use. The 
binding posts take banana 
plugs at the top, fnd grip 
wires through hole at the 
bottom, simultaneously, if 
desired. 

FWH 

The insulators of this ter¬ 
minal assembly are moulded 
R-39 and have serrated bos¬ 
ses that allow the thinnest 
panel to be gripped firmly, 
and yet have ample shoul¬ 
ders. Binding posts same as 
FWG above. 

FWJ 

This assembly uses the same 
insulators as the FWH 
above, but has jacks. When 
used with the FWF plug 
(below), there is no exposed 
metal when the plug is in- 
place. 

FWF 

This moulded R-39 plug has 
two banana plugs on %" 
centers and fits FWG, FWH 
or FWJ above. Leads may 
be brought out through the 
top or side. 

FWA, Post 

Brass Nickel Plated 

FWE, Jack 
Brass Nickel Plated 

FWC, Insulator 
R-39 Insulation. 

FWB, insulator 
Polystyrene insulation* 

XS-6 

A low-loss steatite bushing 
tor '/2 " holes. Passes 6-32 
screw. 

TPB 

A threaded polystyrene bush¬ 
ing with removable .093 
conductor moulded in, l/f" 
diam., 28 thread. 

XS-7. (3/8" Hole) 

XS-8, ( 1 / 2 ” Hole) 

XS-I. (I" Hole) 

XS-2, (1 1 / 2 ” Hole) 

XS-9 

Feed-through insulator. Hole 
size 13/64". Insulators are 
adjustable on silver-plated 
terminal stud for different 
partition thicknesses. Ceramic 
insulators are of high grade 
materials designed for high 
frequency equipment. 


AA-3 

A low-loss steatite spreader 
for 6 inch line spacing. (600 
ohms impedance with No. 12 
wire.) 

AA-B 

A low-loss steatite aircraft- 
type strain insulator. 

AA.6 

A general purpose strain in¬ 
sulator of low-loss steatite. 

GS-I, 1 / 2 ” X 13/8" 

GS.2. >/2" X 27/8'* 

GS-3, 3/^" X 273 " 

GS-4, 3y^" X 4y8" 

GS-4A. 3 / 4 " X 67/8" 
Cylindrical low-loss steatite 
standoff insulators with nickel 
plated caps and bases. 

GSJ, (not illustrated) 

A special nickel plated jack 
top threaded to fit the %" 
diameter insulators GS-3, 
GS-4 & GS-4A. 

GS-IO, 3 / 4 " high 

GS-I OS (not illustrated) but 
same as GS-IO except in¬ 
cludes threaded stud in top 
end. 

GS-5, 11 / 4 " high 
GS-6, 2" high 
GS-7, 3" high 

These cone type standoff in¬ 
sulators are of low loss stea¬ 
tite. They are moulded with 
Q tapped hole in each end 
for mounting as follows: 

GS-5, 8-32 tap 7/16" deep; 
GS-6 & GS-7, 10-24 tap 

11/16" deep; GS-IO, 6-32 
tap 1/4" deep and GS-I OS 
as noted above. 

GS-8, with terminal 
GS-9, with jack 
These low-loss steatite stand¬ 
off Insulators are also useful 
as lead-through bushings. 

XS-3. ( 23 / 4 " hole) 

XS-4. ( 33 / 4 " hole) 

Prices are per pair and in¬ 
clude nickel plated spindles, 
lugs and hardware. These 
low-losS steatite bowls are 
ideal for lead-in purposes at 
high voltages. 

XS-5, Without Fittings 

XS-5F, With Fittings 
These big low-loss bowls 
have an extremely long leak¬ 
age path and a 5 / 4 " flange 
for bolting in place. Insula¬ 
tion steatite. Fittings include 
nickel plated brass spindles, 
lugs, nuts and washers. 
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POPULAR 



COMPONEHTS 





HRT 


VD-16 


HRS -1 


HRP-P 


HRP 


HRK 


HRS-3 


HRM 


ODL 


HRT (gray or black) 

The HRT knob is 2!/8'‘ tn dia. 
and fits •/4'' shafts. This knob has 
a chrome appearance circle and 
combined with the HRS series 
shown below gives the new look 
to panel layouts. 

HRS (gray or black)^ 

The HRS series knobs are a pop¬ 
ular easy to grip knob. They are 
molded of high quality plastic 
and have l%" dia. chrome plated 
bevel skirts fit shafts avail¬ 

able in the following scales: 


HRS-I 

ON-OFF 

Through 30° 

HRS-2 

5-0-5 

through 180° 

HRS-3 

0-10 

through 300° 

HRS-4 

Singl 

e etched lino 

HRS-5 

0-10 

through 180° 


HRT and HRS knobs can be sup¬ 
plied in quantity in any color, 

HR (gray or black) 

An HRS type knob without the 
chrome plated skirt but with a 
white dot for spotting relative con¬ 
trol settings. 

HRB 

Ideal for bandswitching or other 
applications where a switch is 
turned to several index positions, 
the new HRB lever knob has just 
the right feel — a bright zinc 
alloy die casting. 

HRM 

Small knurled brass knob, satin 
chrome finish, arrow head black 
filled. Two 4-40 Allen set screws 
used. 

SB 

A nickel plated brass bushing V 2 '* 
dia. (Fits (A" shaft). 

ODL 

A locking device which clamps the 
rim of O, K, L and M Dials.. 
Brass, nickel plated. 

ODD 

Vernier pinch drive for O, L, or 
other plain dials. 

RSL (fits »/ 4 " shaft) 

Rotor shaft lock for TMA, TMC 
and similar condensers. 


DP-I 

Chrome-plated dial pointer 

DP.2 

Diamond head dial pointer 

AN Vernier Mechanism 
A vernier mechanism ratio 5-1 has 
an insulated output shaft coupling 
for I/i" shafts. Drive Shaft fits 
3/16" knob. 

AVD Vernier Mechanism 
Similar to AN-Output shaft coup¬ 
ling is non insulated. 

For commercial uses many varia¬ 
tions available. Write for further 
particulars. 

R 

This small dial has a l%" dia. 
scale calibrated O-IO In 180° for 
Increased reading with clockwise 
rotation. Black bakelite knob. Fits 
I/ 4 " shaft. 

VD-I 6 

National's popular dial knob. Same 
as used on type N knob. Fits 
shaft. 

VD-I 6 A 

Same as above but fits 3/16" shaft. 
HRP-F 

Black bakelite knob M/|." long and 
i/ 2 " wide. Equipped with pointer. 
Especially suitable for use on wafer 
and other rotary switches on lab¬ 
oratory equipment and the like. 
(Fits (A" shaft). 

HRP 

The type HRP knob has no pointer 
but is otherwise the same as the 
knob above. Recommended for un¬ 
calibrated or hard-tuning controls. 
(Fits */^" shaft). 

HRK 

Black bakelite knob 2%" 
extremely rugged. This is the knob 
used on National typo O and type 
L dials. 

HRT-M 

This is a smaller version of the HRT. 
Available In choice of gray or black 
—- is 1-7/16" in diameter. 


RSL 
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COMPOHEHrS 




DIAL SCALES 

Scoie 

Divisions 

Rotation 

Direction of Condenser Rota¬ 
tion for increase of dial readins 

1 

0-100-0 

180* 

Either 

2 

0-100 

180* 

Counter Clockwise 

3 

100-0 

180* 

Clockwise 

4 

150-0 

270* 

Clockwise 

5 

200-0 

360* 

Clockwise 

6 

0-150 

270* 

Counter Clockwise 


Type M, same as K except 5" 3ia<, 
scale 2 only. 

The dials at the right are for Indi¬ 
vidual calibration: all four employ 
the noted 5:1 drive ratio Velvet 
Vernier mechanism and are of ex¬ 
cellent quality. 

MCN Dial 

The MCN dial has been scaled down 
to fend itself ideally to mobile in¬ 
stallations and, small converters and 
tuners. It may also be mounted on. 
the standard 3 '/ 2 " rack panel where 
such mounting may be desirable 
The dial provides three calibrating 
scales and a 0-100 logging scale. 
On the rear side of the dial, the 
'mechanism extends below the 

dial frame. 2%" H. x W. 

5SON Dial 


The SON dial provides the same 
dial scales as the ACN dial but in 
a reduced size. It is used where 
economy of panel-mounting space is 
desirable and where a smaller dial 
would be out of proportion with 
the size of the panel. 4-7/16" H x 
6 / 4 " W. 


ICN Dial 


The ICN dial meets those hundreds 
of requests from amateurs the world 
over for an illuminated ACN dial. 
Two dial lights mounted on the top 
corners of the dial provide efficient 
and even illumination on all bands. 
The dial window has been blanked 
out in semi-circular shape to pre¬ 
vent shadow casting. Dial scales are 
the same as those used on the ACN 
dial. B/s" H. X 71 / 4 " W. 


N Dial 
AD Dial 

The four-inch N'and AD Dials have 
engine divided and die stamped 
Scales respectively. The N Dial has 
decimal vernier,; the AD Dial em¬ 
ploys a pointer. The planetary drive 
has a ratio of 5 to I, and is con¬ 
tained within the body of the dial. 
2 , 3, 4, 5 or blank scale. Fits 
shaft. Specify scale. 

B Dial 

"Velvet Vernier" Dial, Type B, has a 
'Compact variable ratio 6 to I min., 
20 to I max. drive that is smooth 
and trouble free. The case is black 
bakelite. I or 5 scale. 4" dia. Fits 
*/ 4 " shaft. Specify scale. 

BM Dial 

The BM Dial Is a smaller version of 
the B for use where space Is limi¬ 
ted. The drive ratio is fixed. Al¬ 
though small In size, the BM Dial 
has the same smooth action as the 
larger units. 1 or 5 scale. 3" dIa. 
Fits shaft. Specify scale. 

AM Dial 

The original "Velvet Vernier" mech¬ 
anism in a metal skirted dial 3" in 
dia. ratio 5 to I. It is available 
with 2 , 3, 4, 5 or 6 scale and fits 
i/ 4 " shaft. 

P Dial 

The new P dial is the same as the 
AM except direct drive. 

Type O, 3 / 2 " dia., scale 2, with 
HRK knob, fits 1 / 4 " shafts. 

HRT-O, same as type O dial but 
using gray HRT knob. 

HRT-N, same as above, but using 
black HRT knob. 

Type L, same as O except 5" dia., 
scale 2 only. 

Type K, same as O except less knob, 
complete with ODD vernier drive, 
scale 2 only. 


ACN Dial 

The ACN is the original of this type 
dial, a National design for the bene¬ 
fit of experimenters who "build their., 
own" and desire direct calibration. 
5" H X 71 / 4 " W. 
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POPULAR COMPONENTS 



XLA 

A low-loss socket for the 6F4 
and 950 series acorn tubes 
for frequencies as high as 600 
Me. Conventional by-pass con¬ 
densers may be compactly 

mounted between the contact 
terminals and the chassis. Low 
contact resistance, short and 
direct leads and low and con¬ 
stant inductance are features. 

TURRET SOCKET 
ASSEMBLIES 

TSA-1.7 pin Hollow Stud 

TSA-2.7 pin Solid Stud 

TSA-3.9 pin Hollow Stud 

TSA-4.9 pin Solid Stud 

Designed for our 7-pin and 

9-pin miniature tube sockets. 
Permits compact sub-assembly 
wiring at base of socket. Cad¬ 
mium-plated brass center sup¬ 
port has a standard length of 
two inches. Silver-plated brass 
terminal studs. Available 
either with holes through 
which leads can be drawn, or 
with solid studs. Center sup¬ 
ports of varying lengths and 
other types of terminals can 
be supplied to manufacturers 
in quantity. 

XOA-7 (mica-filled bakelite) 
XOR-7 (mica-filled bakelite) 

These high quality sockets for 
the 7 pin miniature tubes have 
silver plated beryllium copper 
contacts that correctly grip 
the tube pins close to fhe 
base of the tube to provide 
the short leads and low in¬ 
ductance so necessary in ultra- 
high frequency design. 

A novel feature of these new 
sockets is the interchange- 
ability of the contacts, which 
are easily removed for re¬ 
placement. This permits the 
use of a mixture of axial 
(XOA) and radial (XOR) 
type contacts in the same 
socket to obtain the shortest 
possible leads, or minimum 
size in tight places. The above 
sockets all mount with two 
4-40 screws on .875" centers. 
Chassis cutout should be 
dia. Shields for use with these 
sockets are available. 

XOA-9 (mica-filled bakelite] 
XOR-9 (mica-filled bakelite) 

These sockets are for the new 
9-pin miniature tubes. The 
XOR-9 (not illustrated] has 
radial contacts. Each has all 
of the features described 
above for the 7-pin types 
and they also mount with 4-40 
screws. Mounting center di¬ 
mension is iVs't the chassis 
cutout should be 13/16" dia. 


TC SERIES MINIATURE 
TUBE CLAMPS 
Easy to assemble — just two 
pieces — a spring clip and a 
base of stainless steel. Base 
mounts in same holes, using 
same screws or rivets, as sock¬ 
ets. Easy to remove tube, 
simply snap off spring clip. 
Made to government specifi¬ 
cations. Types available for all 
standard miniature tubes. 

Type No. Tube Body Type 
Length Socket 

TC-I I'/a" 7-pIn 

TC-2 iVi" 7-pin 

TC-3 2" 7-pin 

TC-4 I Vs" 9-pin 

TC-5 l•/2" 9-pin 

TC-6 2” 9-pin 

CiR SERIES SOCKETS 

Always a popular National 
component, type CIR Sockets 
feature low-loss steatite in¬ 
sulation, a contact that grips 
the tube prong for its entire 
length, and a metal ring for 
six position mounting. 

XC-4, 5, 6. 7S. 7L and CIR-4, 
5, 6, 7S and 7L all have 
1-27/32" mounting centers. 
CIR-8E has slotted holes in 
plate but will mount on 
1-27/32" center. CIR-8 anJ 
XC-8 have mounting 

centers. 

XC SERIES SOCKETS 

XC-4. XC-5, XC-6, XC-7S, 
XC-7L. XC-8 

National wafer sockets have 
exceptionally good contacts 
with high current capacity 
together with low loss steatite 
insulation. All types have a 
locating groove to make tube 
insertion easy. 

HX-29 A low-loss wafer socket 
with steatite insulation for the 
popular 829 and 832 tubes. 
JX-51 A low loss steatite 
wafer socket tor the 813 and 
other tubes having the Giant 
7 -pin base, (not illustrated) 
XM-IO A heavy duty metal 
shell socket for tubes having 
the XU 4-pin base. 

XM-50 (see XM-IO for style) 
A heavy duty metal shell 
socket for tubes having the 
Jumbo 4-pia base ("fifty 
Watters"). 

HX-lOO A low loss wafer sock¬ 
et suitable for the type 
4-125-A, 4-250-A and other 
tubes using the Giant 5-pin 
base. Shield grounding clips 
are supplied which mount on 
the chassis with the socket 
mounting screws to ground 
the tube shield at three points. 
Air holes are provided in the 
socket to permit forced air 
coolingi 
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COMPOHENTS 


POPULAR 




SHAFT COUPLINGS 

TX.I9 

A steatite insulated flexible 
coupling for * 74 " shafts. Con¬ 
servatively rated at 5000 
volts peak. Diameter 1%", 
length I”. Length and flash- 
over voltage can be in¬ 

creased by turning collars 
outboard. 

TX-II 

The flexible shaft of this 

coupling connects shafts at 
angles up to 90 degrees, and 
eliminates misalignment prob¬ 
lems. Fits '/j" shafts. Length 

4 ! 4 ". 

TX- 12 , Length 45/8*' 

TX-I3, Length T'/a" 

These couplings use flexible 
shafting like the TX-II above, 
but are also provided with 
steatite insulators at each 
end. 

TX-I, Leakage path I” 

TX-2, Leakage path 1 ^/ 2 ' 
Flexible couplings with glazed 
steatite insulation which fit 
(4" shafts. 

TX-23 

A deluxe insulated flexible 
coupling designed for cou¬ 
pling shafts. Will handle 
a maximum radial misalign¬ 
ment of I/I6'‘ also 2 degrees 
maximum angular misalign¬ 
ment. 

TX-24 

Same as TX-23, shaft size 
5/32”. 

TX-25 

Same as TX-23, non-insulated, 
TX-8 

A non-flexible rigid coupling 
with steatite insulation. I" 
diam. Fits I/ 4 " shaft. 

TX-IO 

A very compact insulated 
coupling free from backlash. 
Insulation is canvas bakelite. 
1-1/16” diam. Fits I/ 4 '' shaft. 

TX-I OF (Not illustrated) 

A new version of the TX-IO 
which employs thin canvas 
bakelite strips tor flexibility. 

TX-22 (Not illustrated) 

A non-insulated coupling 
identical to TX-IO except of 
all metal construction. Makes 
good electrical connection 
between coupled shafts. 


TX.9 

This small insulated flexible 
coupling provides high elec¬ 
trical efficiency when used 
to isolate circuits. Insulation 
is steatite. \Y%'' diam. Fits 
5 / 4 '' shaft. 

TX-2 1 (Not illustrated) 

Similar to TX-IO except 
13/16" long and couples 4" 
shaft to 5/32" shaft. 


SAFETY GRID AND 
PLATE CAPS 

SPP-9 

Ceramic insulation. Fits 
9/16” diameter. 

SPP-3 

Ceramic insulation. Fits %'* 
diameter. National Safety 
Grid and Plate Caps have a 
ceramic body which offers 
protection against acciden¬ 
tal contact with high voltage 
caps on tubes. 

GRID AND PLATE 
GRIPS 

Type 12, for 9/16" Caps 

Type 24, for %" Caps 

Type 8, for 4" Caps 

National Grid and Plat® 
Grips provide a secure and 
positive contact with the 
tube cap and yet are re¬ 
leased easily by a slight, 
pressure on the ear.' 

RIGHT ANGLE 
DRIVES 

ACD-I, ACD-2. ACD-3 

These sturdy drives were de¬ 
veloped for use with the new 
National AMT condensers. 
They are as compact as the 
torque requirements vyill al¬ 
low and have nickel plated 
cast frames and bronze gears 
which operate smoothly with¬ 
out chatter or binding. The 
ACD-I has 32 pitch gears 
and a 4 " dla. dial shaft 
and drives 4 " shafts. ACD-2 
has 24 pitch gears (for 
heavier service) and 4 *' 
dia. shaft driving 4 " shafts. 
ACD-3 is the same as ACD-2 
except that it drives % " 
diameter shafts. 





SPP-9 



SPP.3 


12 


: ’r 


24 



AGD-2 


rIght angle 

DRIVES 
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POPULAR COMPONENTS 




R-IOO, R-IOOU. R-IOOS, 

R-1DOST 

These RF chokes are Iden¬ 
tical electrically, but differ 
in mounting provisions. The 
R-IOO employs pigtail leads; 
the R-IOOU has pigtail leads 
and a removable stand-off 
insulator; the R-IOOS has 
cotter-pin lug terminals and 
a non-removable stand-off 
insulator; the R-1 DOST has 
a 6-32 threaded stud at 
each end. These chokes are 
available in 2.5, 5 and 10 
millihenry sizes and are rated 
at 125 milliamperes. 


R-33 

The R-33 series chokes are 
2-section RF chokes avail¬ 
able in 10, 50, 100 and 750 
microhenry sizes. Also avail¬ 
able in this series is a single 
layer solenoid choke of I 
microhenry inductance. All 
are rated at 100 milliamperes. 
The chokes are wound on 
a Ve" long form and range 
in diameter up to 5/16" 
maximum. 


R-50 

The R-50 series chokes are 
3 and 4-section RF chokes 
available in 0.5, I, and 2.5 
millihenry sizes. They are 
rated at 100 milliamperes. 
The chokes are wound on a 
I" long form and have a 
maximum diameter of 15/32". 


R-50-1 

A 10 millihenry choke wound 
on an iron core, 

R-33G 

The R-33G choke is a 2- 
section 750 microhenry RF 
choke hermetically sealed in 
glass with a current rating 
of 33 milliamperes. The 
choke body is i" long by 
Yq" diameter. 

R.60 

The R-60 choke is a high 
current RF choke (500 mil¬ 
liamperes) available in 2 
and 4 microhenry sizes. The 
choke is l/g" long by 5/16" 
diameter. 


R-300. R-300U, R-300S» 
R-300ST 

These RF chokes are similar 
in size to R-IOO series but 
have higher current capaci¬ 
ty. The R-300U is provided 
with a removable stand-off 
insulator at one end. The 
R-300S has a non-removable 
stand-off insulator and cot¬ 
ter-pin lug terminals. The 
R-300ST has a 6-32 threaded 
stud at each end. Induct¬ 
ance values of 0.5, 1.0, 2.5 
and 5.0 millihenries are 
available with a current rat¬ 
ing of 300 milliamperes. 
R-300, R-300U, R-300S and 
R-300ST are identical elec¬ 
trically. 


R-152 

For use in the range be¬ 
tween 2 and 4 Me. Ideal 
for high power transmitter 
stages operated in the 80 
meter amateur band. Induct¬ 
ance 4 m.h., DC resistance 
10 ohms, DC current 600 
ma. Coils honeycomb wound 
on steatite core. 


R-154. R.IS4U 

For the 20, 40 and 80 meter 
bands. Inductance I m.h., 
DC resistance 6 ohms, DC 
current 600 ma. Coils honey¬ 
comb wound on steatite 
core. The R-I54U does not 
have the third mounting foot 
and the small insulator, but 
is otherwise the same as 
R-154. See illustration. 


R-175 

The R-175 Choke is suitable 
for parallel-feed as well as 
series-feed in transmitters 
with plate supply up to 3000 
volts modulated or 4000 
volts unmodulated. Unlike 
conventional chokes, the re¬ 
actance of the R-175 is 
high throughout the 10 and 
20 meter bands as well as 
the 40 and 80 meter bands. 
Inductance 225 /«h, distrib¬ 
uted capacity 0.6 mmf., 
DC resistance 6 ohms, DC 
current 800 ma., voltage 
breakdown to base 12,500 
volts. 


Manufacturers: We have facilities tor quantity production 
of RF chokes oi practically any type. Send us your 
specification!. 
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I. F. TRANSFORMERS 


IFC, Transformer, 

IFCO, Oscillator, 

Litz coils wound on a poly¬ 
styrene form and ceramic in¬ 
sulated air-dielectric trimming 
condensers make these trans¬ 
formers inherently stable and 
exceptionally retentive of tun¬ 
ing. The 4'/2'' X 2%" x 2^' 
shield can has two 6-32 spade 
bolts for mounting. Available! 
for either 175 KC or 450-550 
KC. Specify frequency. 

IFL FM Discriminator 
IFM IF Transformer 
IFN IF Transformer 
IFO FM Ratio Discriminator 

IFL, IFM, IFN and IFO trans- 
formers operate at 10.7 Me. 
and are designed fpr use in 
FM Superheterodyne receiv¬ 
ers. Coils are precision wound 
on grooved polystyrene forms 
and tuning is accomplished by 
movable iron cores. Bandr 
width is not affected by 
tuning slug position. The trans¬ 
former cans are \Yb'' square 
and stand B'/s" above the 
chassis. Two 6-32 spade bolts 
are provided for mounting. 

The IFL transformer is a 10.7 
Me. FM discriminator trans¬ 
former suitable for use in con¬ 
ventional FM receiver discrim¬ 
inator circuit and is linear 
over a band of ±100 Kc. 

The IFM transformer is a 
10.7 Me. IF transformer with 
a 150 Kc. bandwidth at 1.5 
db attenuation. Approximate 

COILS AND 

AR-2 H.F. Coil 
AR-5 H.F. Coil 

The AR-2 and AR-5 coils are high 
P permeability tuned RF coils on 
low loss mica-filled bakelite 
forms. The AR-2 coil tunes from- 
75 Me. to 220 Me. with capacities 
from 100 to 10 mmfd. The AR-5 
coil tunes frorp 37 Me. to 110 Me. 
with capacities from 100 to 10 
mmfd. The inductive windings 
supplied may be replaced by 
other windings as desired to 
modify the tuning range. 

XR-50 

These mica-filled bakelite coil 
forms may be wound as desired 
to provide a permeability tuned 
coil. The form winding length is 
11/16" and the ^ form winding 
diameter is Va inch. The iron 
slug is dia. by V 2 " long. 

XR-51 same but with brass slug 
CERAMIC SLUG-TUNED COIL 
FORMS 

XR-70 {grooved for #19 wire, with 

iron slug) 

XR-71 (same, brass slug) 

XR-72 (not grooved, winding length 
I", with iron slug) 

XR-73 (same, brass slug) 

XR-60 (grooved for #26 wire, with 
iron slug) 

XR-61 (same, brass slug). 

XR-62 (not grooved, winding tengtti 
I*4" with iron slug) 


stage gain of 30 is obtained 
with IFM Transformer and 
6SG7 tube, 

The IFN transformer is a 10.7 
Me. IF transformer with a 
IGO Kc. pass band at 1.5 db 
attenuation. Approximate stage 
gain of 30 is obtained with 
IFN transformer and 6SG7 
tube. 

The IFO transformer is a 10.7 
Me. FM discriminator trans¬ 
former of the ratio type and is 
linear over a band of ± 100 
Kc. 

IFR. Low-priced quality IF 
transformer. 455 kc. 2% " high 
X ji/s" square. 

IFS. Same as IFR but 1720 kc. 

IFJ, with variable coupling 

IFK, with fixed coupling 

15 Me. IF transformers suit¬ 
able for ultra high frequency 
superheterodynes. They are 
made in two models with 
and without variable cou¬ 
pling. Approximate stage gain 
of 10 is obtained with IFJ or 
IFK Transformer and 6AB7 
tube. 

SA:4842 

A 456 kc. discriminator trans¬ 
former for narrow band fre¬ 
quency modulation. Two slug- 
tuned secondaries are em¬ 
ployed and discrimination is 
accomplished by resonating 
one at approximately 10 kc. 
above, the other at approxi¬ 
mately 10 kc. below the center 
frequency of the i.f. channel. 

COIL FORMS 

kR-63 (same, brass slug) 
High-grade ceramic coil forms 
conforming to JAN specifications. 
May be wound as desired to pro¬ 
vide a permeability-tuned coil. 
Extra lugs provided, 

NEW PERMEABILITY 

TUNED CERAMIC COIL FORMS 

Small ceramic coil forms de¬ 
signed primarily for high fre¬ 
quency applications and conform¬ 
ing to government specifications. 
Coil form is Grade L4 ceramic 
(JAN l-IO); base is silver-plated 
brass; core is brass or iron. Sup¬ 
plied with two nylon rings to 
separate coils if more than one 
is wound on same form. Small 
holes in rings can be used to 
secure leads. 


TYPE 

CORE 

“A” 

DIM. 

“B” 

DIM. 

XR 80 

BRASS 

174" 

1%4" 

XR 81 

IRON 

IV 4 " 

1%4" 

XR 82 

BRASS 

174 " 

1%4" 

XR 83 

IRON 

174 " 

1764" 

XR 90 

BRASS 

174 " 

78" 

XR 91 

IRON 

174 " 

78" 

XR 92 

BRASS 

174 " 

78" 

XR93 

IRON 

174 " 

78" 
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POPULAR 




COMPONiNTS 


SC-4 Ceramic crystal socket 
with clamp. Pin spacing .500". 
Pin dia. 1/32". 


SHIELDS 9-pm SOCKETS 
XOS-4 fit M/a ' body 
XOS-5 fit M/2" tube body 
XOS-6 fit 2" tube body 


CFA 

The National chart frame is 
supplied with a celluloid sheet 
to cover the chart size 21/4" X 
3/4" with sides I/j" wide. Du¬ 
rable finish. 


EXT Fixed tuned exciter tank 
similar in general construction 
to National l.F, transformers, 
this unit has two 25 mmf., 
2000 volt air condensers and 
an unwound XR-2 Coil form. 


PB-IO-6 

6 Prong base and shield! 


FXTB-6 (With 6 prong base) 
Paint (not illustrated^ 


PB-IO-A-5 

5 Prong base onl^ 
PB-IO-A-6 

6 Prong base onij? 


CP-I, dark gray 
CP.2. black 

A high quality air-drying paint 
that may be applied with a 
brush. 


Coil Forms molded of R-39 
mica-filled bakellte permitting 
them to be grooved and 
drilled. Coil Form diameter 
I", length iy2" 

XR-I, Four Prong' 

XR-2, Without Prongs 

XR-3, molded of R-39 Diam¬ 
eter 9/16", length %" with¬ 
out prongs. 

XR-4, Four Prong' 

XR-5, Five Prong 


RS Coil Shield 

1-7/16" X l/s" X 3/2" high, 

RO Coil Shield 
2” X 2%" X 4/8" high. Na¬ 
tional Coil Shields are formed 
from a single piece of pure 
aluminum. They are mechani¬ 
cally strong and have ample 
thickness to mount small parts 
on the walls, and Include 
spado belts, for chassis mount¬ 
ing. 

T-78 Tube Shield 

National Tube Shield type T-78 
is a three-piece pure alumi¬ 
num shield suitable for shield¬ 
ing glass tubes with ST-12 
bulb, such as the 6C6 and 
6D6 tubes. 


XR-6, Six Prong 
Molded of R-39 permitting 
them to be grooved and 
drilled. Coil Form Diameter 
1/2", length 2/4". A special 
socket is required for the XR-6, 
National type XC-6C 

SC, Crystal Sockets 
The SC-I, SC-2, and SC-3 
are crystal mounting sockets 
for crystal holders with mount¬ 
ing pins spaced 0.5000", 
0.486", and .750" respectively 
and pin diameters of /g" and 
3/32" and /s" respectively, 
steatite insulation. Single 4-36 
or 4-40 screw mounting for 
SC-I and SC-2, single 6-32 
screw mounting for SC-3, 


JS-I Jack Shield 
For shielding small standard 
jacks mounted behind a panel, 
or on the ends of extension 
coils. Indispensable for reduc¬ 
ing hum pickup. 

XOS Tube Shields 
The XOS tube shield is a two- 
piece shield for the miniature 
Button 7 and 9 pin base tubes. 

The shield contains a spring 
which centers tube in shield 
and holds tube and shield 
firmly in place. 

SHIELDS 7-pm SOCKETS 
XOS-I fit M/g" tube body 
XOS-2 fit M/2" tube body 
XOS-3 fit 2" tube body 


FXT (Without plug-in base) 
FXTB-5 (With 5 prong base) 


PB-IO-5 

5 Prong base'and shield 
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RZ Coil Shield 

lys" square x 4" HigK, 


CP-3, light gray, for spraying 
^ and baking. 
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POMLAR COMPONENTS 

TYPE TM$ TEANSMirnNe' CONDENSERS 

This IS a condenser designed for transmitter use in low power stages. It is compact, rigid, and dependaBle. Provision Ka| 
been made for mounting either on the panel, on the chassis, or on two stand-,off insulators. Insulation is steatite. Voltage rat-» 
ings listed are conservative. 



Capacity 

Minimum 

Capacity 

Length 

Air Gap 

Peak 

Voltage 

No. of 
Plates 

Catalog 

Symbol 

1 SINGLE STATOR MODELS | 

100 Mmf. 

9.5 

3“ 

.026“ 

lOOOv. 

9 

TMS-lOO 

150 

II 

3” 

.026" 

lOOOv. 

14 

TMS-150 

250 

13.5 

3” 

.026" 

lOOOv. 

22 

TMS-250 

300 

IS 

3" 

.026" 

lOOOv. 

27 

TMS-300 

35 

8 

3‘* 

.065" 

2000v. 

7 

TMSA-35 

50 

11 

3” 

.065" 

2000v. 

II 

TMSA-50 

1 DOUBLE STATOR MODELS | 

50-50 Mmf. 

6-6 

3" 

.026" 

lOOOv. 

5-5 

TMS-50D 

100-100 

7-7 

3" 

.026" 

lOOOv. 

9-9 

TMS-IOOD 

125-125 

8-8 

3” 

.026" 

lOOOv. 

ll-li 

TMS-I25D 

50-50 

10.5-10.5 

3*’ 

.065" 

2000v. 

il-ll 

TMSA-50D 


TYPE TMK TRANSMITTING CONDENSERS 

This is a new condenser for exciters and low power transmitters. Special provision has been made for mounting AR-16 coils 
in a swivel plug-in mount on either the top or rear of the condenser. For stand-off or panel mounting-steatite insulation. 


Capacity 

Minimum 

Capacity 

Length 

Air Gap 

Peak 

Voltage 

No. of 
Platei 

Catalog 

Symbol 

1 SINGLE STATOR MODELS | 

35 Mmf. 

7.5 


.047" 

1500v. 

7 

TMK-35 

50 

8 

2%" 

.047" 

1500v. 

9 

TMK-50 

75 

9 

2^W' 

.047" 

1500v. 

13 

TMK-75 

100 

10 

3" 

.047" 

1500v. 

17 

TMK-100 

150 

10.5 

3Vs" 

.047" 

1500v. 

25 

TMK-t50 

200 

11 

4H" 

.047" 

1500v. 

33 

TMK-200 

250 

11.5 

47^" 

.047" 

1500v. 

41 

TMK-250 

1 DOUBLE STATOR MODELS 

35-35 Mmf. 

7.5-7.5 

3" 

.047" 

1S00v. 

7-7 

TMK-35D 

50-50 

8-8 


.047" 

1500v. 

9-9 

TMK-50D 

100-100 

10-10 

47^" 

.047" 

1500v. 

17-17 

TMK.100D 

1 Swivel Mounting Hardware for AR 16 Colls 

SMH 



TYPE TMH TRAHSMITTIN& CimDINSERS 

A condenser that features very compact construction. Excellent power factor, and aluminum plates .0400*' thick 
polished edges. It mounts on the panel or on removable stand-off insulators. Steatite insulators have long leakage 


with 

path. 



Capacity 

Minimum 

Capacity 

Length 

Air Gap 

Peak 

Voltage 

No. of 
Plates 

Catalog 

Symbol 

I SINGLE STATOR MODELS | 

50 Mmf, 

9 

3H" 

.085" 

3500v. 

15 

TMH-50 

75 

11 

3%" 

.085" 

3500v. 

19 

TMH-75 

100 

12.5 

SVs" 

.085" 

3500v. 

25 

TMH-100 

150 

18 

67 ^" 

.085" 

3500v. 

37 

TMH-150 

35 

11 

5 Vs" 

.180" 

6500v. 

17 

TMH-35A 

I DOUBLE STATOR MODELS | 


6hS 


,085" 

3500v. 

9-9 

TMH-35D 

50-50 

8-8 

SVs" 

.085" 

3500v. 

13-13 

TMH-50D 


11-11 

6H" 

.085" 

3500v. 

19-19 

> TMH-75D 


TYPE TMC TRANSMITTING CONDENSERS 

A condenser designed for use In the power stages of transmitters where peak voltages do not exceed 3000 volts. The frame Is 
extremely rigid and arranged for mounting on panel, chassis or stand-off insulators. The plates are aluminum with buffed 
edges. Insulation is steatite. The stator in the split stator models is supported at both ends. 


Capacity 

Minimum 

Capacity 

Length 

Air Gap 

Peak 

Vollag# 

No. of 
Plates 

Catalog 

Symbol 

1 SINGLE STATOR MODELS | 

50 Mmf. 

10 

3" 

.077" 

3000v, 

7 

TMC-50 

100 

13 


.077" 

3000v. 

13 

TMC-100 

150 

17 

47i" 

.077" 

3000v. 

21 

TMC-150 

250 

23 

6" 

.077" 

3000v. 

32 

TMC-250 

300 

25 

6H" 

.077" 

3000v. 

39 

TMC-300 

I DOUBLE STATOR MODELS | 

50-50 Mmf. 

9-9 

AVs" 

.077" 

3000v. 

7-7 

TMC-50D 

100-100 

11-11 

6H" 

.077" 

3000v. 

13-13 

TMC-IOOD 

200-200 

18.5-18.5 

9H" 

.077" 

3000v. 

25-25 

TMC-200D 
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POPULAR 




COMPONENTS 




TYPE AMT 

A larger and sturdier model of the TMK 
condenser. The frame is extremely rigid, 
with mounting feet a part of the end 
plates. Heavy steatite insulation. 

The solid aluminum tie bar across the 
top of the condenser acts as a mount¬ 
ing for AR-18 series coils in the double 
stator models. 

The double stator models are available 
in either standard end drive (D series) 

OP center-drive (DG series) with I/4’' 
dia. shaft extension. 

TYPE TMA 

Xhis Is a larger mode! of the popular TMC. The frame is extremely rigid and arranged for mounting on panel, chassis or stand¬ 
off insulators. The plates are of heavy aluminum with rounded and buffed edges. Insulation is steatite located outside of the 
concentrated field. 


Maximum 

Minimum 



Peak 

No. of 

Catalog 

Capacity 

Capacity 

Length 

Air Gap 

Voitase 

Plates 

Symbol 

1 SINGLE SFATOR MODELS | 

50 Mmf, 

13 

AH' 

.177' 

6000 V. 

9 

AMT-50 

100 

20 

6H' 

Ml' 

6000 V. 

17 

AMT-100 

?00 

19.5 

AHi' 

.077' 

3000 V. 

23 

TMA-300 

50 

15 

AHP 

.171' 

6000 V. 

7 

TMA-50A 

100 

19.5 

6%' 

.171' 

6000 V. 

15 

TMA-IOOA 

150 

22.5 

6^' 

.171' 

6000 V. 

21 

TM A-150 A 

230 

33 


.171' 

6000 V. 

33 

TMA-230A 

100 

30 

9M' 

.265' 

9000 V. 

23 

TMA-100B 

150 

40.5 


.265" 

9000 V. 

33 

TMA-150B 

50 

21 

IVi 

.359' 

12,000 V. 

13 

TMA-50C 

100 

37.5 

123^' 

.359' 

12,000 V. 

25 

TMA-100C 

75 

25 

181^6' 

.719' 

20,000 V. 

17 

TML-75E 

150 

60 

18^6* 

.469' 

15,000 V. 

27 

TML-1 SOD 

100 

45 

133^* 

.469' 

15,000 V. 

19 

TML-100D 

50 

22 

85/16' 

.469' 

15,000 V. 

9 

TML-50D 

245 

54 

IS^le' 

. .344' 

10,000 V. 

35 

TML-245B 

150 

45 

13^' 

.344' 

10,000 V. 

21 

TML-1 SOB 

100 

32 

1015^6* 

.344' 

10,000 V. 

15 

TML-1 OOB 

75 

23.5 

85/t6' 

.344' 

10,000 V. 

11 

TML-75B 

500 

55 

18Vl6' 

.219' 

7,500 V. 

49 

TML-500A 

350 

45 

13H' 

.219' 

7,500 V. 

33 

TML-350A 

250 

35 

10^54' 

.219' 

7,500 V. 

25 

TML-250A 


DOUBLE STATOR MODELS C 

)—End drive DG—Center drive 


50-50 

13-13 


.177' 

6000 V.. 

T8 

AMT-50D 

100-100 

20-20 


.177' 

6000 V. 

34 

AMT-1 OOD 

50-50 

13-13 

9^' 

.177' 

6000 V. 

18 

AMT-50DG 

100-100 

20-20 

133^' 

.177' 

6000 V. 

34 

AMT-1 OODG 

200-200 

15-15 

6%' 

.077' 

3000 V. 

16-16 

TMA-200D 

180-180 

10-10 

12^' 

.140' 

4000 V. 

24-24 

TM A-1 SOD 

50-50 

12.5-12.5 


.155' 

6000 V. 

8-8 

TMA-50DA 

100-100 

17-17 

9-^6' 

.155' 

6000 V. 

14-14 

TMA-100DA 

60-^0 

19.5-19.5 

12K' 

.249' 

9000 V. 

15-15 

TMA-60DB 

40-40 

18-18 

123^" 

.343' 

12,000 V. 

11-11 

TMA-40DC 

30-30 

12-12 

18^6' 

.719' 

20,000 V. 

7-7 

TML-30DE 

60-60 

26-26 

1814' 

.469' 

15,000 V. 

11-11 

TML-60DD 

100-100 

27-27 

ISVTe' 

.344' 

10,000 V. 

15-15 

TML-1 OODB 

60-60 

20-20 

13^' 

.344' 

10,000 V. 

9-9 

TML-60bB 

200-200 

30-30 

18^4' 

.219' 

7,500 V. 

21-21 

TML-200DA 

100-100 

17-17 

10^5^5* 

.219' 

7,500 V. 

11-11 

TML-1 OOD A 


_ TYPE LMT 

A heavy duty transmitting condenser that completely eliminates troublesome closed loops, vastly simplifying the problenn 
of unwanted harmonics. The rotor shaft is completely insulated from the end,plates. Long leakage path (higher safety factor). 
Plates and parts are extra heavy with highly polished rounded edges to prevent flash-over. Adjustable stator plate mounting 
and end bearings. Available in single-stator, double-stator, or double-stator right angle center drive models. Same capacities 
and prices as National TML Condenser. 



TYPE TML 

is a heavy duty job throughout. The 
frame structure (rugged aluminum cast¬ 
ings with dural tie bars) and precision 
bearings assure permanent rotor align¬ 
ment. All plates are extra thick with 
rounded and polished edges. This, plus 
specially treated steatite insulators and 
a husky self-cleaning rotor contact, pro¬ 
vides high flashover, current and volt¬ 
age ratings. 
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Capacity 

Minimum 

No. of 

Air Gap 

Catalog 


Capacity 

Plates 


Symbol 

15 mmf. 

1.5 

6 

.017” 

UM-15 

35 

2.5 

12 

.017” 

UM-35 

50 

3 . 

14 

.017” 

UM-50 

75 

3.5 

22 

.017” 

UM-75 

100 , 

4.5 

28 

.017” 

UM-lOO 

10 

1 

8 

.042” 

UM-IOD 

25 

3.4 

14 

.042” 

UMA-25 

BALANCED STATOR MODEL 

25 

2 

4-4-4 

00 

UMB-25 

50 

5 

8-8-8 

UMB-50 


Capacity 

Catalog Symbol 

25 mmf. 

50 

75 

100 

PSR-25 

PSR-50 

PSR-75 

PSR-100 

PSE-25 

PSE.50 

PSE .75 

PSE-100 

PSL-25 

PSL-50 

PSL-75. 

PSL-lOO 


NEUTRALIZING 

CONDENSERS: 

NC-600U 

With standoff Insulator 
NC-600 

Without insulator 
For neutralizing low power 
beam tubes requiring frpm 
.5 to 4 mmf., and 1500 max. 
total volts such as the 6L6. 
The NC-600U is supplied 
with a GS-IO standoff insu¬ 
lator screwed on one end, 
which may be removed for 
pigtail mounting. 

"TU BY" 
CONDENSERS 

Tubular condensers providing 
short r.f. path between plate 
and cathode for tubas hav¬ 
ing the plate connection at 
the top. Design reduces har¬ 
monics and helps eliminate 
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The UM condensers are low- 
loss, aluminum plate staked 
construction miniature varia¬ 
bles designed for UHF con¬ 
verters, VFOs and the like 
minimum capacity is excep- 
tibnaljy low. The UMs can be 
mounted in PB-IO or RO 
shield cans and have •/4" 
ctia. shafts front and rear for 
ganging (see pages 21, 23 
and 24 for shield cans and 
cbufdlings). Plates: straight- 
line-cap., 180° rotation. Di¬ 
mensions: Base I" X 2'/4", 
mtg. holes on x 1-23/32" 
centers, 2-5/16" max. length. 

The UMB-25 and UMB-50 are 
■^differential (balanced sta¬ 
tor) models, UM-IOD and 
UMA-25 are double-spaced 
and the latter is bolted con¬ 
struction for experimental 
capacity reduction. Hardware 
Tor panel or chassis mounting 
is supplied with all UM con¬ 
densers. 


parasitics. 3,000 volts or 
1,500 volts. 15 mmfd. 

SJN 

The Type STN has a maxi¬ 
mum capacity of 18 mmf. 
(3000 V), making it suitable 
for such tubes as the 809. It 
is supplied with two staiidoff 
insulators. 

NC-800A 

The NC-800A disk-type neu¬ 
tralizing condenser is suitable 
for the T40, 35TG, 808 and 
similar tubes. It is equipped 
with a clamp for locking. 
The chart below gives capac¬ 
ity and air gap for different 
settings. 

NG-75 

For 812, 75TH and similar 
tubes. 

NCilSO 

For RK36. lOOTH, HK354. 
250TH. etc. 
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MINIATURE 

CONDENSERS: 

Type PS variable condensers 
are compact silver plated 
units of soldered construc¬ 
tion for use as semi-fixed 
handsets or padders. Base is 
steatite — bearing is "snug" 
but smooth. PSR models are 
screw-driver adjust type; PSE 
have diameter shafts 

both ends; \PSL are similar 
to PSR buf include rotor 
shaft lock. 

Type M-30 

The M-30 is a tiny (13/16" 
x 9/16" X V 2 "] mica trimmer 
— 30 mmf. max. —r, steatite 
base. 


Type W-75, 75 mmf. 

Type W-lOO, 100 mmi. 

Small alr-dieiectric padding 
condensers having a very low 
temperature coefficient. They 
are mounted in II/4" diam¬ 
eter aluminum shields and 
have I/4" hex heads for 
socket-wrench adjustment. 



































POPULAR 



COMPONENTS 


PRECISIOhl CONDENSERS 

Ongmally developed * for +he famous HRO and NC-lOO 
receivers, National PW and NPW condensers and drive units 
are well known to professional and amateur radio men 
throughout the world. Sturdily constructed of the finest 
materials and carefully adjusted by skilled hands, they have 
become "standard specifications" for applications requiring 
smooth, precise control and high re-set accuracy. 

The Micrometer Dial reads direct to one part In 500. Divisioh 
lines are approximately */4" apart. The drive, at the mid-point 
of the rotor, is through an enclosed preloaded worm gear 
with 20 to I ratio. Each rotor is individually insulated from the 
frame, and each has its own individual rotor contact. Stator 
insulation is steatite. Plate shape is straight-line frequency 
when the frequency range is 2:1. 

PW Condensers are available in I, 2, 3 or 4 sections, in 
either 160 or 225 mmf per section. Larger capacities cannot 
be supplied. 

PW-IR Si ngle section right 
PW-IL Single section left 
PW-2R Double section right 

PW-2L Double section left 

PW-2S Single section each side 
PW-3R Double section right; single left 

PW-3L Double Section left; single right 

PW-4 Double section each side 

NPW-3 Three sections, each 225 mmf. 

Similar to PW models, except that rotor shaft is perpendicu¬ 
lar to panel. 

NPW-O 

Uses parts similar to the NPW condenser. Drive shaft per¬ 
pendicular to panel. . One TX-9 coupling supplied. 

PW-O 

Uses parts similar to the PW condenser. Drive shaft parallel 
to panel. Two TX-9 couplings supplied. 



PW-D 

The Micrometer Dial used on the condensers and drives above is available separately. It revolves ten times in covering the 
complete range and as there is no gear reduction unit furnished, the driven shaft will revolve ten times, also. The PW-D 
dial fits a shaft 5/16" in diameter. 

MULTI-BAND TANK ASSEMBLIES 

The unique MB-150 Multi-Band Tank tunes all amateur bands from 80 through 10 meters with 180° rotation of the shaft; the 
coils are never changed. The unit is built around a circuit which tunes to two harmonically unrelated frequencies at the same 
time. Thus, it becomes possible to cover a wide frequency range and yet maintain a reasonably constant L/C ratio. 3" wide 
X 8I/4" high (including the GS-IO standoffs) x 9" long overall including the 14" dia. shaft and output terminals. 

Features of the MB-150: 

(1) For use as the all-band plate tank in push-pull or 
single-ended stages running up to iBO-watts input (1500 
volts peak). It is ideal for a pair of 807s or 809s or 
a single 829B. 

(2) Separate link coupling coil has special clips which ad¬ 
just to match impedances up to' 600 ohms directly. 

Output couples into a higher powered amplifier, an 
antenna or an antenna tuning network, 

(3) Fast band changing is accomplished without handling 
coils, thus removing one of the danger points in the 
amateur station. 

Features of the MB-40SL: 

The MB-40SL can be used in grid circuits with approximately 
2 d watts input and in final plate circuits when input to the 
stage does not exceed 40 watts loaded. Now includes new 
swinging link for varying inductance. Output can be taken 
from the variable shielded link when coupling to antenna or 
next stage. 
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MB-150 



MB-40SL 














TYPE ST (180^ Rotation) 
STRAIGHT-LINE WAVELENGTH 

The ST Type condenser has Straisht-Line Wavelength plates. All double¬ 
bearing models have the front bearing insulated to prevent noise. On special 
order a shaft extension at each end Is available, for ganging. On double- 
bearing single shaft models, the rotor contact is through a constant impedance 
pigtail Steatite insulation. 

NOTE — Type SS Condensers, having straight-line capacity plates but 
otherwise similar to the Type ST, are available. Capacities and Prices same 
as Type ST. 


Capacity 

Minimum 

Capacity 

No. of 
Plates 

Air 

Gap 

Length 

Catalog 

Symbol 

SINGLE BEARING MODELS 

15 Mmf. 

3 Mmf. 

3 

.018" 


STHS- 15 

25 ! 

3.25 

4 

.018" 

m" 

STHS- 25 

50 

3.5 

7 

.018" 


STHS- 50 


SPLIT STATOR DOUBLE BEARING MODELS 


50-50 

5-5 

11-11 

.026" 

SH" 

STD- 50 

100-100 

5.5-5.5 

14-14 

.018" 

2H" 

STHD-100 


DOUBLE BEARING 

MODELS 

35 Mmf. 

6 Mmf. 

8 

.026" 

2M" 

ST- 35 

50 

7 

11 1 

.026" 

m" 

ST- 50 

75 

8 

15 

.026" 

2H" 

ST- 75 

100 

9 

20 

.026" 

m" 

ST-100 

140 

10 

27 

.026" 

2M" 

ST-140 

150 

10.5 

29 

,026" 

2M" 

ST-150 

200 

12.0 

27 

.018" 

2M" 

STH-200 

250 

13.5 

32 

.018" 

2M" 

STH-250 

300 

15.0 

39 

.018" 

2M" 

STH-300 

335 

17.0 

43 

.018" 

2M" 

STH-335 


TYPE SE (270° Rotation) 
STRAIGHT-LINE FREQUENCY 

TYPE SE — All models have two rotor bearings, the front bearing being 
insulated to prevent noise. A shaft extension at each end, for ganging, 1$ 
available on special order. On models with single shaft extension, the rotor 
contact is through a constant impedance pigtail. The SEU models (illustrated) 
are suitable for high voltages as their plates are thick polished aluminum with 
rounded edges. Other SE condensers do not have polished edges on the 
plates. Steatite insulation. 


15 Mmf. 

7 Mmf. 

6 

.055" 

2K" 

SEU- 15 

20 

7.5 

7 

.055" 

2M" 

SEU- SO 

25 

8 

9 

.055" 

2M" 

SEU- S5 

50 

9 

11 

.026" 

2M" 

SE- 50 

75 

10 

15 

.026" 

2M" 

SE- 75 

100 

11.5 

20 

.026" 

2M" 

SE-100 

150 

13 I 

29 

.026" 

2M" 

SE-150 

200 

12 

27 

.018" 

2K" 

SEH-200 

250 

14 

32 

.018" 

2M" 

SEH-250 

300 

16 

. 39 

.018" 

2M" 

$EH-300 

335 

17 

43 

.018" 

2M" 

8EH.335 


Radio’s Master — 18th Edition 

Page J-16 


TYPE EMC (180° Rotalion) 
STRAIGHT-LINE WAVELENGTH 

TYPE EMC — A general purpose condenser available In large sizes and 
having Straight-Line wavelength plates. They are similar in construction to 
the TMC Transmitting condenser, and have high efficiency and rugged frame 
Insulation is Steatite, and Peak Voltage Rating is 1000 volts. Same sizet 
available with straight line capacity plates, type DXC condenser. 


Capacity 

Minimum 

Capacity 

No. of 
Plates 

Length 

Catalog 

Symbol 

150 Mmf. 

9 Mmf. 

9 

215,16" 

EMC- 150 

250 

11 

15 

215/16" 

EMC- 250 

350 

12 

20 

r#" 

EMC- 350 

500 

16 

29 

EMC- 500 

1000 

22 

56 

6H" 

EMC-1000 


VHP CONDENSERS 

• Shaft extension at rear for ganging purposes. Dual condensers ideal for 
mixer-oscillator unit. • Ball bearings front and back for smooth rotation and 
freedom from back-lash. • Brackets for mounting 7-pin miniature tube 
sockets, i.e.. National XOA for very short leads from tube to condenser 
essential for VHF efficiency, and rigid compact unit-assembly that produces 
better stability. • Wide low-inductance stator strap connections raise 
frequency limit of condensers. Coil or strap tank can be connected directly 
to stator straps allowing maximum inductance in tank and a minimum of In¬ 
ductance between tank and stator. • Stators, Votors and stator strap connec¬ 
tions silver-plated for best efficiency. • Rigid square construction, heavy 
Isolantite end plates. • Spade bolts allow solid connections to chassis for 
extreme rigidity. • Flexible insulating coupling available to connect con¬ 
denser shaft to yi" dial shaft. • Flexible insulating coupling available to 
connect two or more condensers together as ganged units. • High capacity 
single spaced units for general coverage. • Low capacity double spaced 
units for bandspread, suitable for ham use, particularly in the VHF and UHF 
ham bands. • Stators solder construction can be removed and replaced by 
Strap tanks for special VHF and UHF application. 

DOUBLE SPACED MODELS 


Two section VHF-2D, 

Maximum capacity per section stator to stator.. 6.75 mmf. 

Minimum capacity per section stator to stator.. 3.0 mmf. 

Net change.. 3.75 mmf. 

Single section VHF-1D, 

Maximum capacity stator to stator... 6.75 mmf. 

Minimum capacity stator to stator. 3.0 mmf. 

Net change.. 3.75 mmf. 


SINGLE SPACED MODELS 


Two section VHF-2S, 

Maximum capacity per section stator to stator.. 22.5 mmf. 

Minimum capacity per section stator to stator... i... . 3.0 mmf. 

Net change. 19.5 mmf. 

Single section VHF-1S, 

Maximum capacity stator to stator. 22.5 mmf. 

Minimum capacity stator to stator. 3.0 mmf. 

Net change. 19.5 mmf* 
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COMMUNICATIONS EQUIPMENT 

GONSET CO. 

801 South Main St.. - - Burbank, Calif. 


'COMMANDER" 35-50W Multi-band Transmitter 


Complete witli tvbes. 
lest power supply, xtl 
and microphone. 

Model #3016. 

Net ..$124.50 


Model #3020. 

Net .$29.95 



Model #3048 (262 kc) 
Net .$29.95 


FREQ. RANGE: 1.7*54 met con* 
tinuous. 

TUBES: RF.6AG7, 6146. AF*12AT7, 
two 6AQ5's. 

POWER REQUIREMENTS: 300V @ 
200*225 ma (phone) and 6.3V, AC 
or DC @ 3.15A, 35W Inp. phone, 
SOW CW. 

MODULATOR: Class AB2 tetrodes 
and integral hMevel speech clip* 
ping. 

ANTENNA FEED: All conventional 
feed lines. Coax, ribbon or open 
line or direct to Marconi antenna. 

MICROPHONE INPUT; Any stand* 
ard carbon or PA type hi-impedance 
dynamic or crystal. * 


VFO FOR COMMANDER 

A companion unit for use with the 
Commander. Unique circuit em* 
ploys no tubes therefore affords 
good stability because no heat is 
generated in heavy aluminum box. 
Same size as Super Six. Covers IG, 
15, 20, 40 and 75 phone bands. 
Merely plug into receptacle on 
Commander panel. Stable, with 
construction extremely sturdy for 
rugged mobile use. 


"SIGNAL SLICER" 

A highly selective I.F. amplifier for 
use with any car or home radio 
using standard I.F. Will increase 
selectivity to 3.5 kc for better recep¬ 
tion on crowded bands. Has built-in 
noise clipper to greatly reduce igni¬ 
tion and similar noise. Broad*sharp 
switch. Is powered from car radio. 
Draws only 1.5 ma plus heaters. 
Size 6V8" X 5^8" x 3'". 

Model #3028 (455 kc) 

Net .$29.95 



"3-30" SW CONVERTER 

An excellent general coverage con¬ 
verter where extreme band-spread 
is not required. Covers 3 to 30 mes 
in three ranges. Uses four tubes: 
6 BH6 RF, 6AV6 mixer, 6C4 oscillator 
and 6BH6 I.F. stage. Extremely 
compact and easy to install with 
any car radio. 


Model #3002. 

Net .$44.75 



NOISE CUPPER 


A ''must'' for every 
mobile installation 
operating above 2 
or 3 me to reduce 
ignition interfer¬ 
ence. Works with 
all sets using con¬ 
ventional diode 
detectors. Easy to 
install. Complete in¬ 
structions furnished. 


"CASCODE" 

PRE-AMPLIFIER 

For 2 meter receiv¬ 
ers to increase gain 
and signal*to*noise 
ratio. Gain is over 
10 DB through en¬ 
tire 2 meter band. 
Also supplied for 
spot frequencies be¬ 
tween 50-174 mcs. 
Compact, 3 "x5V2"x 
3V4". 



"COMMUNICATOR" 

Two meter Transmitter-Receiver 

A complete 2 meter station in portable 
form. Superhet receiver with 6BQ7 "Cas- 
code" RF stage and 3 stages I.F^ Has excel¬ 
lent noise clipper circuit. Transmitter uses 
8 me xtls. Power input 12 watts. Tuning 
range 144-148.3 mcs. Takes crystal or car¬ 
bon mike. Modulator can be used for a PA 
system. Has husky, self-contained 6/1 lOV 
power supply. Size 1014" x 914" x 7". 
Weight approx. 16 pounds, ideal for ama¬ 
teur, C-D or CAP. Commercial versions also 
ovailable. (Write for price) 


"SUPER SIX" 

SIX BAND CONVERTER 

The new six band de luxe converter 
covering 10-11, 15, 20, 40 and 75 Pf 
meters. Improved sensitivity and added r* 
band spread. Also covers 19 and 49 
meter SW broadcast bands. Built-in BC 
trap. Separate isolated antenna inputs 
for converter and BC set. Oscillator cor¬ 
rection control on rear of chassis. 
Sturdy, drawn aluminum outer case. 


TWO METER CONVERTER 


Covers 144-148.3 for amateur or CAP 
fixed or mobile service. Superimposition 
tuning and 1 me output I.F. doubles 
band-spread and speeds tuning, avoids 
image. High stability, excellent sensi¬ 
tivity. Utilizes power supply of receiver 
to which connected. Standard Gonset 
drawn aluminum case. Tubes 6CB6, 
12AT7 ond OB2. 


POLICE-MARINE 

CONVERTER 

Overall performance and construction 
comparable to 3-30 model except covers 
1.6 to 6 mcs in two bands and employs 
1 me output, ideal for police, marine, 
CAP, Civil Defense, disaster communi¬ 
cations as well as amateur 75 and 160 
meter mobile work. Compact, efficient, 
ruggedly constructed. 


FM-AM TUNERS 

Excellent for use with receiver covering 
lower frequency to extend range for 
FM or AM front-end coverage. Uses 
power supply, audio and speaker of 
fixed receiver. Seven models as follows: 
30-40 me FM, 30-40 me AM, .40-50 me 
FM, 40-50 me AM, 88-108 me FM, 152- 
162 me FM, 162-174 me FM. De luxe 
models have squelch tube. ($10.00 addi¬ 
tional for de luxe models). Specify 
model. Other ranges also available. 


VHF AIRCRAFT ADAPTER 

Used in coniunction with auto radio or 
LF aircraft receiver etc., to provide in¬ 
expensive, sensitive receiver covering 
108-128 mcs. For 6 or 12 volt operation 
with 24 volt special. Includes series 
gate noise clipper, installation does not 
effect operation of existant equipment. 
Rugged, stable and compact. Specify 6 
or 12 volts, (Add $5.00 for 24 volts). 



Model #3026. 

Net.$199.50 



Model #3030. 

Net.$52.50 



Model #3008. 

Net.$44.50 



Model #3003.;.... 

Net.$46.00 



Standard models.... 
Net..:..$59.50 



Model #3001.net $9.25 I Model #3027.net $19.95 


Model #3014. 

Net..$69.50 


Model #3015 
(squelch) 

Net.$79.50 
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The world's finest receiver for the All-Wave lis¬ 
tener. Unequalled in coverage and performance 
on all wave bands—Standard Broadcast, Short- 
Wave or FM. Continuous coverage from 540 kc to 
109 Me. Having basically the same chassis as a fine 
communications receiver, the SX-62 provides com- 
munications-receiver performance in simplified 
form. A single tuning control covers the wide-vision 
dial.Only one band lights up at a time—you always 
know just where you are tuning. In addition a 500 
kc crystal calibration oscillator is built in, enabling 
you to adjust the dial pointer to show the exact 
frequency being tuned at any time. 

Performance: Continuous AM reception 540 kc 
to 109 Me; FM band 27-109 Me. Temperature com¬ 
pensated, voltage regulated. Two RF, three IF 
stages; dual IF channels (455 kc and 10.7 Me). 
Audio flat 50-15,000 cycles; 10 watt push-pull out¬ 
put. 

Controls: Band Selector 540-1620 kc. 1.62-4.9 
Me, 4.9-15 Me, 15-32 Me, 27-56 Me, 54-109 Me; 
Receive/Standby, Calibration Osc. On/Off, Noise 


model SX-62 
all-wave high fidelity 

Limiter, Tuning, AF Gain, phono/FM/AM/CW, six- 
position Selectivity, four-position Tone, RF Gain, 
Calibration Reset. 

Physical Data: Satin bjack steel cabinet with 
satin chrome trim. Top opens on piano hinge. 
Cabinet 20" wide by 1()!4" high by 16" deep. 

External Connections: Doublet or single wire 
antenna. 500 and 5000-9hm outputs. Phone jack. 
Phonograph input jack. Socket for external power 
aod Remote control connections. 105-125 V. 50/60 
cycle AC line. 

^4 Tubes plus Voltagie Regulator and Rec¬ 
tifier: Two 6AG5 RF Amps., 7F8 Conv., 6SK7 IF 
Amp., 6SG7 IF Amp., 6iSG7 IF Amp., 6SG7 FM 
Limiter and AM Det., 6Hi5 FM Det., 6J5 BFO, 6H6 
ANL, 6SL7 AF Amp., two 6V6 Push-Pull Output, 
6C4 Calibration Osc., VR-150 Regulator, 5U4G 
Rectifier. 1 


$29950 


Net 
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model SX-71 
command performance 


From the Hams at Hallicrafters to Hams everywhere 
comes this top-performing receiver in the medium 
price class. Extra sensitivity, selectivity, and stabil¬ 
ity, definitely superior image rejection with double 
superheterodyne circuit, plus built-in Narrow Band 
FM reception. Extra wide dials for main and band- 
spread tuning. Surpasses in ham performance many 
receivers priced considerably higher. 

Performance: Continuous AM reception from 
538 kc to 34 Me, and 46 to 56 Me. Built-in limiter 
and balanced detector stages for hiss-free NBFM 
reception. Double conversion (2075 and 455 kc i-f 
channels) gives image rejection of better than 150 
to 1 at 28 Me. Temperature compensated, voltage 
regulated. One r-f, two conversion, and 3 i-f stages 
yield high gain for sensitivity of .7 microvolts with 
50 milliwatts output. Audio peaked for communica¬ 
tions frequencies, with 3 watt output. 

Controls: Band Selector 538-1650 Kc, 1600-4800 
kc, 4.6-13.5 Me, 12.5-34 Me, 46-56 Me. Separate 
main and Bandspread tuning controls; bandspread 
dial calibrated for 80, 40, 20, 15, 10, and 6 Meter 


Bands. BFO Pitch 3-position Selectivity, Crystal 
Phasing, Tone, a-f Gain, and r-f Gain controls. ANL, 
BFO, and Receive/Send switches. ''S" Meter adjust¬ 
ment on rear. 

Physicol Data: Satin black steel cabinet with 
chrome trim. Piano hinge top. Size 1 8 V 2 in. wide by 
8% in. high by 12 in. deep. Ship. wt. 33 lbs. 

External Connections: Use doublet or single 
wire antenna. 500 and 3.2 ohm outputs for sepa¬ 
rate speaker. Phone jack.' Socket for external 
power supply. Connections for remote control. For 
105-125 volts 50/60 cycle AC. 

11 Tubes plus Voltage Regulator and Rec¬ 
tifier: 6BA6 r-f Amp., 6C4 Osc., 6AU6 Mixer, 
6BE6 2nd Conv., three 6Sk7 I-f Amps., 6H6 ANL 
and delayed AVC, 6SC7 BFO and a-f Amp., 6AL5 
Det., 6K6GT Output, VR-150 Reg., and 5Y3GT Rect. 


Model SX71 ....... ^224^® 
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model S-76 
double super-het 


Double conversion receiver, double superhet with 
50 kc second i-f and 4-inch Meter. 

Performance: Continuous coverage 538-1580 kc 
and 1.72-32 Me. Double conversion eliminates im¬ 
ages. 50 kc second i-f gives excellent ''skirt" selec¬ 
tivity with "nose" selectivity variable from 5.6 kc 
down to 500 cycles. Temperature compensated, 
voltage regulated. One r-f, two conversion, and 
two i-f stages. 2 V 2 watts oufput. 

Controls: Band Selector 538-1580 kc, 1.72-49 Me, 
4.6-13 Me, 12-32 Me; Separate Main and Band- 
spread tuning; bandspread calibrated for 80, 40, 
20, 15, n, 10 meters; five-position Selectivity with 
phono switch built-in; BFO Pitch; full-range Tone; 
AVC, BFO, ANL, Rec./Standby switches. "S" Meter 


adjustment on rear. 

Physical Data: Satin black steel cabinet with 
plastichrome skirts. Piano hinge top. Size 181/2" 
wide, 8 %" high, 914" deep. Ship.wt. approx.46 lbs. 

External Connections: Use doublet or single 
wire antenna. 500 or 3-2 ohm outputs. Phone jack. 
Phono input jack. Connections for external power 
and remote control. Mounting holes provided for 
coax connector. For 105-125 volts 50/60 cycle AC. 

9 Tubes plus Regulator and Rectifier: 6 CB 6 
r-f Amp., 6 AU 6 1st Conv., 6C4 Osc., 6 BA 6 1st I-f, 
6 BE 6 2nd Conv., 6 BA 6 2nd i-f, 6AL5 Det., ANL, 
6SC7 BFO, 6 K 6 GT Output, VR-150 Reg., 5Y3GT 
Rect. 

Model S-76~AC . . .... M7950 


model S-40B 
ham favorite 


Superior performance. Complete with PM speaker. 
Performance: AM reception 540 kc to 43 Me. 
Temperature compensated oscillator. One RF and 
two IF stages. Audio resporjse to 10,000 cycles. 

Controls: Band Switch 540-1700 kc, 1700-5300 
kc, 5.3-15.7 Me, 15.7-43.0 Me. Main tuning In Me; 
band-spread dial has arbitrary scale. AF and RF 
Gain controls; AVC, BFQ, and Noise Limiter 
switches; three-position Tone, BFO Pitch, and Re¬ 
ceive/Standby controls. 

Physical Data: Satin black steel cabinet. Size 
18 / 2 " wide by 8 %" high by 914" deep. Ship. wt. 
32 lbs. 


External Connections: Doublet or single wire 
antenna. Phone jack. S-40 uses 105-125 V. 50/60 
cycles AC only. S-77A uses 105-125 V. DC or 
50/60 cycle AC. 

7 Tubes plus Rectifier: (in S-40B)6SG7 RF Amp., 
6SA7 Conv., two 6SK7 IF Amps., 6 H 6 ANL and 
AVC, 6SL7 BFO and Det., 6 F 6 G Output, 5 Y 3 GT 
Rectifier. 

Model S-77A: Same as above only for 105/125 
volts, AC/DC. 

Model S40B . . . . . . . . $11995 

Model S-77A ....... $11995 
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lallicrafteni 

model S-53A 
top performance 
—small size 


Unquestionably the finest small communications re¬ 
ceiver built. Several steps better than the S-38C but 
not as good as the S-40B. Complete in Itself, v/ith 
built-in PM speaker. 

Performance: Coverage 540-1600 kc, 2.6-31 Me 
plus 48-54.5 Me. Two stages IF amplification. 

Controls: Main tuning in Me; separate band- 
spread dial with logging scale plus Me calibration 
for 48-54.5 Me band; Receive/Standby switch; 
Band switch 540-1630 kc; 2.5-6.3 Me, 6.3-16 Me, 
14-31 Me, and 48-54.5 Me; AM/CW; RF Gain, 
Noise Limiter, AF Gain, two-position Tone; Speaker/ 


Phones switch on rear. 

Physical Data: Satin black steel cabinet with 
chrome trim. Top opens on piano hinge. Size 12%'^ 
wide by 7” high by IVa" deep. Ship. wt. 19 lbs. 

External Connections: Doublet or single wire 
antenna. Phone tip jacks. Phonograph input jack. 
105-125 V. 50/60 cycle AC line. 

7 Tubes plus Rectifier: 6C4 Osc., 6BA6 Mixer, 
two 6BA6 IF Amps., 6H6 Det., AVC and ANL, 6SC7 
BFO and AF Amp., 6K6GT Output, 5Y3GT Rectifier. 

Model S-53A . . . .... 



A compact, easy-to-operate new FM receiver cover¬ 
ing police, fire, taxicab, truck, private telephone, 
railroad, and other industrial frequencies. Espe¬ 
cially suited for civilian defense groups in metro¬ 
politan areas where a reliable, low cost receiver is 
required to hear industrial and emergency-service 
communications. Headphone tip jacks on rear. Built- 
in PM speaker. 

Performance: Newly designed FM chassis pro¬ 
vides low frequency drift and high signal-to-noise 
ratio. Regular model S-81 covers VHF FM frequen¬ 
cies 152 to 173 Me; low-band model S-82 covers 
H/F FM frequencies 30 to 50 Me. Two i-f stages for 
extra sensitivity to pull in weak stations. 



model S-81 and S-82 
emergency 
frequency—FM 


Physical Data: Steel cabinet in black wrinkle 
enamel finish. Size 12%'^ wide, 7” high, 7!4'' deep. 
Ship. wt. approximately 14 lbs. 

External Connections: Use single wire or twin- 
lead antenna. Tip jack for headphones on rear. 
105-125 V. DC or 50/60 cycle AC. 

6 Tubes plus Rectifier: 12AT7 Osc. Mixer, two 
12BA6 IF Amps., 12AL5 FM Det., 12SQ7 1st Audio, 
50L6 Power Output. Selenium Rectifier. 

Model S-81 Covers VHF FM 152-173 Me ^9^® 

Model S-82 Covers HF FM 30-50 Me $49^® 
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lallicrafters 


The lowest priced communications receiver on the 
market . . . with many features found in much 
higher priced sets. Standard Broadcast plus three 
Short-Wave bands. Built-in PM speaker. 

Performance: Continuous AM reception 540 kc 
to 32 Me. Maximum sensitivity and selectivity from 
expertly engineered chassis. 

Controls: Main Tuning in MC; separate electrical 
bandspread dial with arbitrary scale; Speaker/ 
Phones, AM/CW switches; Band Switch 540-1650 
kc, 1.65-5 Me, 5-14.5 Me, 13.5-32 Me; AF Gain, 
Receive/Standby. 

Physical Data: Steel cabinet in gray hammer- 


famous S-38C— 
biggest buy in SW 


tone finish. Size 12%'' wide by 7" high by 
deep. Ship. wt. 14 lbs. 

External Connections: Doublet or single wire 
antenna. Phone tip jacks. 105-125 V, DC or 50/60 
cycle AC. 

4 Tubes plus Rectifier: 12SA7, Conv., 12SK7 IF 
Amp. and BFO, 12SQ7 Det. and AVC, 50L6GT 
Output, 35Z5GT Rectifier. 

220-Volt Line Cord: Available separately. 
Works for AC or DC. 

Model S-38C.$49^® 


Line Cord for 220 V. Operation 


. $200 
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model HT-20 
AM-CW transmitter 


This new Hallicrafters 100 watt AM-CW Transmitter 
is the modern successor to the HT-9 known through¬ 
out the world for reliability, ruggedness, flexibility 
and lowest cost for maximum dependable watts 
per dollars. 

PerformanceiT.V.I.proofed—compIetely shielded 
and filtered rf compartment plus built-in low-pass 
52 ohm coaxial line output filter provides 90 db 
or greater suppression of all frequencies higher 
than 40 Me. 100 watt AM phone output. 

Components: Heavy duty commercial type power 
and modulation transformers. All parts rated for 


commercial service conditions. 

Frequency Coverage: Continuous coverage 
from 1.79 to 31 Me. 

Controls: Full band switching. No plug-in coils— 
choice of 10 crystals—all controls on front panel. 

Tubes: Seven rf and audio tubes plus 5 rectifiers. 
Physical Data: Cabinetsize—20 inches long, 12!4 
inches high, 1714 inches deep—panel size for rack 
mounting—19x1014 inches. Shipping wt. 130 lbs. 
For 105-125 V. 60 cycle. 

Model HT-20 Transmitter • • • • $44950 


Copyright by U. C. P., Inc. 
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model ST-83 
finest hi-fi FM/AM 


tuner 


This AM/FM Super-Fidelity unit carries the UL seal 
of approval and meets the F.C.C. specifications on 
oscillator radiation. Phono inputs, built-in pre-amp., 
accessory inputs for TV, tape recorders, etc. Dual 
outputs; medium and low impedance, tone-controls; 
bass 12 db, treble 12 db. 

Accessory power sockets dual at 200 watt 117 
volts each. Tubes 6CB6 FM r-f amplifier, 12AT7 FM 
osc. converter, 6BD6 AM r-f amplifier, 6BE6 AM 
osc. converter, 6BA6 1st i-f amplifier 10.7 Me, 6BA6 


2nd i-f amplier 455 kc and 10.7 Me, 6BA6 3rd i-f 
amplifier, 6AL5 FM detector, 6AV6 AM detector 
and phono pre-amplifier, 12AU7 cathode follower, 
12AU7 audio tone control amplier, 6AX5 rectifier. 

Black steel with silver finish trim and chrome lite 
base. 14" x 171/2" x 91/2" deep. Ship. wt. 18 lbs. 
Eleven tubes plus rectifier. 


For 105/125 V. 50/60 cycle AC 


$ 129^5 


liallicrafters 

model A-84 
widest range 
hi-fi amplifier 


The perfect mate for any AM/FM tuner. Exclusive 
output transformer giving widest range ever pro¬ 
duced. Frequency range, 10 to 100,000 cycles per 
second at 10 watts (with perfect uniformity) and 
harmonic distortion of less than 0.25% at 10 watt 
level. Power output of 15 watts maximum. 


Mineral oil impregnated coupling condensers, 
power supply input condenser oil filled. 

Chrome lite chassis base. ISVi" x 7%" x 13V^" 
deep. Ship. wt. 26 lbs. All tubes triodes. 

For 105/125 V. 50/60 cycle AC . . .$99^0 










The Littlefone series of equipment are FM two-way 
radio telephone units operating at 25-50 Me or 
152-174 Me. Both the reeeiver and transmitter are 
crystal eontrolled and a total of 22 sub-miniature 
tubes are used. The eomplete portable model with 
antenna and telephone hand-set weighs only four¬ 
teen pounds and will operate for more than eight 
hours on the self-eontained reehargeable storage 
batteries. Models for AC power line and 6/12 volts 

Central Station... Same performance and speci¬ 
fications as Hand Carry unit. Audio-amplifier, pro¬ 
viding one watt of audio for loud speaker. AC 
operated with power consumption of 35 watts. 


DC operation employ the same rf chassis as the 
portable units but an audio power output stage is 
added to drive the loud speaker. Adjustable squelch 
controls are available on all models. Power outputs 
2 watts on 25-50 Me and 1 watt on 152-173 Me. 
Lower powered dry battery models also available. 

Hand Carry. from $324” to »399w 

plus $17.02 F. E. T. plus $21.93 F.E.T, 

Plugs in any AC outlet of 117 V. Hallicrafters S-81 
receivers may be used as extra stationary stations. 

Central Station.$4'85®® 

plus $26.94 F. E. T. 


Biiicraiers 


littlefone — portable 
radio-telephone 
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TR-1 TRANSMITTER. 

All band transmitter 300 watt C.W.-250 watt AM phone. Line-up consists of a 
6V6 crystal oscillator; 6V6 frequency doubler; 6L6 buffer-amplifier; 813 power 
amplifier. A 6L6 keyer tube provides clean, clickless electronic keying. For phone 
a 6SL7GT high-gain input into a 6V6GT drives 811s. Features broadband r.f. 
circuits; band-switching in all stages except the power amplifier; metering of all 
important circuits. 

TR-1 complete kit with Inst.$259.95 Factory W/T.$379.95 


TR-1TV TRANSMITTER. 


TVI proofed all band transmitter. 300 watt AM phone or CW, band switching 
80-40-20-15-10 meters. Completely shielded, pentode final, each circuit metered — 
Pi network output — built in low pass filter. 


The TR-ITV Transmitter is available as a complete package or each unit individ¬ 
ually. All units use standard If" panels to fit any standard relay rack or cabinet. 


TR-ITV kit incl. cabinet..$379.95 

TR-1 TV Exciter/Final kit with Inst... 189.95 
TR-ITV speech Amplifier/Mod. 

with Inst. 79.95 


TR-ITV Power Supply kit with Inst. 119.95 


Factory W/T. $499.95 

Factory W/T. 259.95 

Factory W/T. 99.95 

Factory W/T.. 159.95 


TR-75TV TRANSMITTER. 

The improved version of the now famous Eldico TR-75. Simple enough for the 
beginner tO assemble, sturdy enough for years of trouble-free operation. Circuit 
permits use of 80 meter or 40 meter crystals to cover all bands. Plug-in coils 
eliminate trick circuits. Built-in antenna tuner for matching all types of antennas. 
60 watts input. 

TR-75TV kit with Inst, (less crystal)..$64.95 Factory W/T..$94.95 

TR-75TV Coil kit, per band. 4.50 


SINGLE SIDEBAND TRANSMITTER-EXCITER. 

The Eldico SBB Jr. patterned after the revolutionary unit developed by GE engineers. 
Eldico's SSB Jr. is a complete 6-tube 5-watt single sideband transmitter. Tube 
complement consists of 12AU7 combination speech amplifier-oscillator; 12AT7 twin- 
channel amplifier; 6AG7 final; 12AT7 speech preamplifier; 6H6 bias; 5Y3-GT 
rectifier. The audio phase-shift network is laboratory assembled and adjusted. 
The Eldico SSB Jr. may be used as a transmitter, as a driver for a high-power 
linear amplifier, or in conjunction with a V.F.O. 

SSB Jr. kit with Inst.$79.95 Factory W/T. $129.95 


MT-2 — MR-2 2 METER EQUIPMENT. 

Designed for mobile or fixed station operation. Complete 2-meter superhet receiver 
tuning 144-150 me and the crystal controlled transmitter of the same frequency 
range is available with AC or DC power supply, non-directional antenna, carbon 
microphone, crystals, etc. MR-2 Receiver has a sensitivity of better than 1 uv for 
6 db signal-to-noise ratio. 

MT-2 Transmitter uses 8 me crystal, 6AQ5 doublers; driving 2E26 final up to 
22 watts input. 6C4 speech amplifier for carbon microphone input drives 6V6 
modulators. A modified Pi network is provided for ease of coupling to any type 
2-Meter antenna. 

MR-2 Receiver kit with Inst..$69.95 MR-2 Receiver Factory W/T.$99.95 

MT-2 Transmitter kit with Inst. 59.95 MT-2 Transmitter Factory W/T.... 79.95 

MRT-2 AC Power Supply for receiver 

and transmitter Kit. 29.95 Factory W/T. 39.95 

ANT-2 Non-Directional antenna. 14.50 


MD-WO MODULATOR. 

Speech Amplifier and Modulator capable of delivering 100 to 120 watts of AM 
audio for 100% plate modulation of any CW transmitter up to 250 watt input 
(Class AB2 Modulators). Plate voltage to speech stages and screen voltage for the 
modulator is supplied from internal power supply. 

MD-100 kit with Inst.$69.95 Factory W/T.$99.95 


MD-40P MODULATOR. 

Modulator especially designed for Eldico TR-75TV CW transmitter for modulating 
any 75 to 100 watt transmitter, complete with integral power supply. 

MD-40P kit with Inst.$59.95 Factory W/T.$79.95 


i 
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GRID DIPPER. 

Based on the original grid-dip oscillator designed by W2AEF, the new mode! 
incorporates all the improvements to this basic instrument. High-sensitivity regenera¬ 
tion circuit is now standard part of kit. Large square 0-1 ma meter improves 
readability of instrument Assembly time reduced substantially. Grid Dipper kit 
includes everything required: special case designed to facilitate one hand operation, 
tube, internal power supply, meter and detailed Inst. Book covering assembly and 
operation. Range 3 me to 250 me, covered in six steps. Operation from 115 volts 
AC or DC. 

GDO complete kit with Inst.$34.95 Factory W/T.....$47.95 


ANTENNASCOPE. 

The instrument to give you positive antenna performance and efficiency! The 
Antennascope is an impedance measuring meter used in conjunction with the Grid 
Dipper. With the Antennascope you can measure radiation resistance of your 
antenna; resonant frequency of your antenna; impedance of your transmission line; 
input impedance of your receiver; standing-wave ratio of your feedline. 

AT-1 kit with Inst.$29.95 Factory W/T.$34.95 


ELECTRONIC BUG. 

Self-completing type of automatic keying device incorporating all the latest improve¬ 
ments in automatic keying known to the art. Features self-completing characters 
that automatically insure perfectly formed sending; continuous variable speed 
control for any rate of sending from 8 to 50 w.p.m.; self contained with built-in 
power supply in attractive gray Hammertone portable case complete with key. 

EE-1 kit with Inst.$29.95 Factory W/T.$39.95 

EE-2 kit, integral keying monitor 

W/speaker. 34.95 Factory W/T. 49.95 


ALL BAND ANTENNA TUNER. 

300 watt Universal antenna coupling designed to couple any conventional antenna 
feedline, regardless of impedance, to any conventional tank circuit. Tuner kit 
includes split stator capacitor, 500 watt coils with swinging link, shielded case, R.F. 
ammeter, coax connector from transmitter, coax and open line connectors on output. 
Complete with coil for one amateur band. Additional coils available. 

A-300 kit with Inst.$29.95 Factory W/T.$39.95 


HARMONIC CHASER. 

Modified absorption type wave-meter for locating, measuring and identifying trans¬ 
mitter harmonics falling into the television channels. Designed to eliminate swamping 
by the transmitter fundamental when the unit is tuned to the harmonic. Complete 
with all parts except indicating meter. 

TVH kit with Inst.$10.95 Factroy W/T.$16.95 

TVH-500 Microampere meter in case to match Harmonic Chaser. 10.95 


LOW-PASS FILTERS. 

Eldico's TVD-62 is a two section M-derived low-pass filter completely self-contained. 
Attenuation of harmonics radiated by the antenna, the source of most TVl, is in 
excess of 60 db. Cut-off frequency of 40 me. Using parallel 52 ohm or 72 ohm 
coaxial feed-lines, the Diaxial Low-Pass filter is a modification of the TVD-62. 
Consists of two TVD-62 filters paralleled in a single case with a nominal im¬ 
pedance of 100 ohms 

TVD-62 kit with Inst.$15.95 Factory W/T.$18.95 

TVD-104 kit with Inst. 22.95 Factory W/T. 29.95 


HIGH-PASS FILTERS. 

For television interference reduction. Essential filters to be installed directly at the 
antenna coil of the television receiver. Negligible insertion loss. Available for 
coaxial or 300-ohm twin lead transmission line. 


TVR-300 — 300 ohm TVR-62 — 62 ohm Either high-pass Model Kit.$1.98 

TYR-300 —300 ohm TVR-62—-62 ohm Either model W/T. 3.98 


BRUTE FORCE LINE FILTER. 

R.F. feeding back through power lines is a serious source of TVl and BCI. Eldico's 
Brute Force Line Filter eliminates r.f. through the AC line. TVL-IKW supplied with 
heavy duty line cord, plug, and female AC outlet receptacle. TVL-2.5KW equipped 
with BX connectors. 

TVL-TKW in kit form.$11.95 Factory W/T.$15.95 

' TVI-2.5KW in kit form. 18.95 Factory W/T. 24.95 


"PRIVATE TUTOR" NOVICE COURSE. 

All material has been carefully selected for your needs: 5 Columbia Long Playing 
Microgroove recordings for code instructions, 6 Novice theory lessons and examina¬ 
tions, an ARRL License Manual and supplementary aids. The^ unbreakable 12" 
records give the equivalent of 50 standard records! Any beginner can ^ develop 
speed beyond FCC examination requirements and be ready easier and quicker for 
that coveted license. 

Complete Course, Code and Theory... $25.00; Records only $17.00; Theory $10.00 

Advanced Code Records (3 code speeds on record).$3.95 ea. 

No. 1-6, 9, 14WPM; No. 2—8, 13, 21WPM; No. 3—10, 15. 23WPM; No. 4—11, 16, 
26 WPM; No. 5—13, 17, 30WPM. 


ELDICO OF NEW YORK, INC., DOUGLASTON, NEW YORK 
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^4^^-WEIiES electronics. INC. 

SOUTHBRIDGE, MASS. 


BANDMASTER TRANSMITTER 

The World^s Most Versatile Transmitter 


40 to 50 Watts — 8 Bands — Phone or CW 
NO PLUG-IN COILS 


80. 40, 20, 15, 11, 10, 6 and 2 Meters 
(completely wired and tested — not a kit) 


100% BREAK-IN OPERATION 



NO BANDMASTER EVEL BECOMES 
OBSOLETE OR OUTMODED — 

IT IS PROTECTED BY AN INS !'/ POLICY 

YOUR BANDMAS Eii 
REMAINS MODERN BEr \:JSE — 

It is PROTECTED by a continuous Tec' nic^l Bulletin Service 
mailed regularly to all registered ov., .rs; 

AN INSURANCE POLICY 

Which provides methods of adding : '‘W features to your 
present BANDMASTER as they are d .^'uped. In this way 
no BANDMASTER becomes obsolete or outmoded. 


BUY THE XMTR- 

YOU WILL USE FOR YEARS 

for MOBILE or 
FIXED OPERATION 


FOR NOVICE OR EXPERT 

BANDMASTER SR. 411°° 

A complete ready to go transmitter including the nevyr crystal-oscillator- 
vfo switching circuit. Phone or CW — Eight bands — 80, 40, 20, 15, 11, 
10, 6 and 2 Meters. Ideal for either mobile or fixed station use. Will 
operate from A.C. power packs up to 450 volts at 275 ma., vibrator 
supply or dynamotor supply for portable mobile operation. Employs Pi 
antenna matching net work. Power input to final is 50 watts with 450 
volt power supply on Bands 1 through 7, 30 watts on Band 8. No tuning 
adjustments are necessary except those required to resonate the final 
output to the antenna. May be mounted on rack panel with power supply. 
For use with carbon microphone. No plug in coils. 

CONTROLS; Band Switch, Excitation Control, Antenna Loading, Amplifier 
Tuning, Power-on Switch, Carrier-on Switch, Meter Switch. Antenna net¬ 
work will match non-reactive feeder of approximately 50-500 ohms. 
Frequency calibration chart on front panel as well as two scale grid 
and plate D.C. milliammeter. 

TUBES; 6AQ5 Crystal Oscillator, 6AQ5 Buffer-Multiplier, 807 Final Amp¬ 
lifier, 2—6L6G Class B Modulators. In sturdy steel cabinet, 8" wide by 
12" high by 8" deep. 

BANDMASTER DELUXE 437°° 

The last word in a versatile small transmitter for ham or commercial 
use. Used extensively in foreign countries for important commercial 
applications. Has built-in three tube preamplifier for use with crystal 
mike, and ALL the features of the Bandmaster Sr. 


POWER 

APS-50 BANDMASTER WER SUPPLY 
FOR 11 Ov i 

r " '^rs 425 V. at 275. ma, 
a , 5.3 V. at 4 amps. May 

I ">unted on rack panel. 
For ;i0 Volt A.C. 50-60 

cycles. . . $39.50 


SUPPLIES 

FOR PORTABLE OPERATION DPS-50 

A dynamotor supply for portable 
operation. Delivers 300 Volts 250 
ma. 

For 6 Volt operation .$37.50 

For 12 Volt operation (400 Volts 
250 ma) .$54.50 
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Slanted, illuminated dial 
face provides ease of 
operation and full 


>hn 
lUt 

Plugs into 
tal 
:et 


The Bandmaster VFO has 
been designed to meet the 
flexible requirements of ’ 

today's versatile amateur. 

Six bands — each directly 

calibrated on the oversize slide rule dial — provides 20-25 
volts R.F. output over entire frequency range, measured 
across the 6AQ5 in the transmitter oscillator — Plate and 
heater voltages are obtained from the terminal strip on the 
transmitter. Power requirements are 6.3 v @ 0.65 amps, 
and 300 v @ 30 ma. Highly stable clapp type oscillator 
circuit uses 6AG7 and OB2 voltage regulator. 

Cabinet size 9" x 11 1 / 2 " x 4" ..Weight 6 lbs. 


VFO 


DESIGNED SPECIFICALLY FOR THE 
HARVEY-WELLS BANDMASTER, BUT MAY 
BE USED WITH ALL TYPES OF 
TRANSMITTERS. 


EXTREMELY STABLE — BOTH ELECTRICALLY 
AND MECHANICALLY — RUGGED TESTS 
PRODUCE NO LOSS OF POWER OR FRE¬ 
QUENCY SHIFT EVEN ON 28 MC. 


Cabinet styled 
specifically to save 
valuable space in 
the Shack. Your 
Bandmaster and VFO 
become an 
integral unit 


CRYSTAL MIKE PRE-AMPLIFIER 


CMA-50 

Crystal microphone pre-ampli¬ 
fier. The unit built into the 
Bandmaster Deluxe which you 
may add to other Bandmaster 
models. Simple to install. 

$ 22.00 


REMOTE CONTROL PANEL 
FOR MOBILE OPERATION 


For dashboard mounting, 
complete with interconnect¬ 
ing and microphone cables. 


Provides for a complete re¬ 
motely controlled installa¬ 
tion. .$22.50 


Jhi NEW BANDMASTER 









THE ROBERT DOLLAR CO. 

COMMUNICATIONS EQUIPMENT DIVISION 


50 ORUMM ST. 


SAN fRANCISCO, CALIF. 


A COMPLETE LINE OF RADIO TELEPHONE-TELEGRAPH 
TRANSMITTERS FOR MEDIUM AND HIGH FREQUENCIES 



MODEL 212 
30-50W OUTPUT 


MODEL 213 
150W OUTPUT 


Models 212 and 213 are both radiotelephone transmitters 
designed for fixed service operation within the frequency range 
of 1.6 to 18 mcs. Both transmitters are crystal controlled with 
provisions for two adiacent-channel operating frequencies. Each 
has self-contained AC power supply. 

Model 237, is a two-channel radiotelephone transmitter for 
two frequency operation within th« 1«6'20 me band. Has pro¬ 
vision for remote frequency selection and control. Excellent for 
ground to air or other services where day end night frequencies 
are used. 


MODEL 23i 
250W OUTPUT 


MODEL A4912 
300W OUTPUT 


Model A4912 is a general purpose transmitter covering 2-24 
mcs and has provision for ten crystals. 

Models 212, 213 and 237 can be modified for radio telegraph 
and FSK operation at nominal cost. 



MOBILE PUBLIC ADDRESS EQUIPMENT 


MODEL 206 


MODEL 223 



Model 223 is an instant-heating push-to-tallc amplifier with 
power output of 4 watts. Primary power is obtained from the 
6 volt vehicle storage battery. Speaker has bracket to permit 
mounting on front window also handle for hand carrying. 
Amplifier unit is very compoct and may be temporarily mounted 
on front seat of car for emergency operation. This is d well 
constructed, sturdy unit built to stand up under rough mobile 
service. 


Model 206 is a heavy-duty, vehicular mobile amplifier with 
an audio power output of 12 watts. Primary power is obtained 
from the 6 volt vehicle storage battery. Design permits tem¬ 
porary front seat or permanent, rear trunk mounting. Control 
may remain on amplifier unit or be mounted on dashboard. 
Speaker has bracket for temporary front window mounting. 
This is a de luxe unit In every sense with conservative design 
and ratings throughout. 


AMATEUR AND C-D TRANSMITTERS AND RECEIVERS 



TRANSMITTER 
MODEL 222 
144-148 mcs. 


Model 222 Is a crystal controlled transmitter covering the 
amateur 144-148 me range and adiacertt CAP frequencies. It is 
intended primarily for mobile operation where a transmitter 
with greater power output is required. Power output into 50 
ohms is 6 watts. Modulation is higb-leyel. Has antenna relay 
and tuned link output circuit. Highest quality components 
throughout. 



RECEIVER 
MODEL 226 
144-148 mcs. 


Model 226 is a tunable superheterodyne receiver designed 
for mobile service and covers the amateur 144-148 me band 
and adjacent CAP frequencies. Multiple tuned circuits and 
proper tube selection in RF and I.F. stages provide excellent 
sensitivity, selectivity and image rejection. High quality com¬ 
ponents for dependable mobile operation. Crystal controlled 
models are available on special order. 


Write for technical data and price information 
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THE ROBERT DOLLAR CO. 

COMMUNICATIONS EQUIPMENT DIVISION 

EXPORT AGENTS: M. SIMONS & SON 23 WARREN ST., N. Y. C. 




MODEL A4920 

Model A4920 is a complete frequency 
shift terminal offering extremely high selec¬ 
tivity. Uses two separate crystal controlled 
receivers to permit dual diversity reception. 
Commercial type construction throughout. 
Highly conservative component ratings . . . 
trouble-free and proven performance. 


MODEL 5123 

Model 5123 is a low-cost FSK converter 
offering excellent selectivity and S-N-R. 
Provides DC output to operate teletype 
as well as tone output. Three, optional 
frequency, audio tones are available 
for operation directly into carrier tele¬ 
phone systems. 


MODEL A4722 

Model A4722 exciter is a standard 
FSK transmitting keyer with exceptional 
stability at moderate cost. Range 2 to 6 
or 2.5 to 7 mcs. Separate power supply 
included. 


OTHER FREQUENCY-SHIFT EQUIPMENT 


Fixed frequency receiver for use with Model 5123 converter 
. . . Crystal controlled oscillator for use with general purpose 
communications receivers . . . tone keyers . .. line amplifiers... 


Copyright by U. C. P^. 
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COMMUNICATIONS EQUIPMENT 


FOR PRICES REFER TO U.C.P. PRICING SERVICE 


MOBILE TRANSMASTERS 25 WATT MODULATOR 



LYSCO features a complete line of crystal 
controlled 25 watt mobile or fixed station 
transmitters covering NOVICE, AMATEUR, 
CAP and Commercial frequencies for CW 
or Phone. Phone models are clamp tube 
modulated. Housed in compact crackle* 
finished cabinet, the Transmasters are 
available for 6V (3-6AQ5) or 12V (3-12A6) 
operation. Plate supply required 300-500 
V D.C. at 100 ma. 4"x4V2"x6". 


GROUND PLANE ANTENNAS 



Vertical polarization, the DX’ers 
choice, with its low angle of 
radiation, and simple mounting 
problems the Lysco GP Antenna 
is ruggedly constructed of alum¬ 
inum tubing (seamless) and has 
provision for mounting to 
standard pipe. The coax goes thru 
the mast pipe and the fitting 
(SO-239) is covered against the 
weather. 

Available for: 

10 mtrs.—model 310 
6 mtrs.—model 306 
2 mtrs.—model 302 



CLAMPMASTER MODULATOR 


MODEL 401 

The Lysco Clampmaster is designed to 
modulate any tetrode or pentode amplifier 
stage by "clamping” the screen grid of 
the amplifier. Here is the ideal modulator 
for economy — no expensive power supplies, 
modulator equipment or xfmrs — requires 
only 300-400 V D.C. at 30 ma. High im¬ 
pedance mike. When using a Lysco Clamp¬ 
master operate at full CW ratings. 

4"x4V2"x6". 


60 WATT MODULATOR 

MODEL 400 

Lysco offers this fine quality, 
completely self contained 60 watt 
modulator designed to handle 
any class "C” RF amplifier stage 
up to 150 watts input. Tube 
line up, 6SJ7 2-6SN7GT, trans- 
former coupled 6L6 G in PP. 
Complete with 150 ma meter in 
the 6L6 stage. Uses any high 
impedance microphone. Model 400 
— 4000 ohm out. Model 400L — 
500 ohm out. 9"x17"x11". 





VFO-MOBILE OR FIXED 

The Lysco VFO is a stable, compact unit 
using a series tuned “colpitts” oscillator 
circuit 80 meter fundamental with output on 
40 and 80 meters and is Calibrated on 80, 
40, 20, and 10 meters with ample band 
spread. Provision for CW. illuminated clock 
type dial. Power requirements — 6.3 volts 
at 1.3 amp, 200 volts at 30 ma. Two models 
available — Model 331 with 14'' 300 ohm 
twin lead output and Model 381R with 15 ft. 
coax output. 4y2"x4%"x4", 




MODEL 403 

The Lysco 403 is designed to de¬ 
liver 25 watts of good quality audio 
Power to an impedance of 4000 
ohms. Uses a high impedance mike 
to a 6AU6, 12AU7, and PP6L6G’S. 
The ideal for the medium powered 
Rig. Terminal connections for trans¬ 
mitter and power supply makes 
checking and hook-up simple. Com¬ 
pact size, good quality, attractive 
cabinet. 8"x7y4"x5". 


DIP MASTER" 


MODEL D-11 

The "must” in every shack, lab, and 
test bench. Check tuned circuits, an¬ 
tennas, harmonics, field strength, etc. 
Compact design. Can be used as a 
grid-dip meter, phone monitor, ab¬ 
sorption wave meter, signal generator 
or field strength meter. 117 volts 
AC/DC or Battery model available. 
Frequencies from 3.4 me to 170 me. 
Harmonics up to 340 me. Five plug 
in coils. Wired and tested ready to 
use. (Not a kit.) 3"x9"x3y2". 


40 WATT ALL-BAND TRANSMASTER 

TVI SUPPRESSED 
MODEL 600-S i 

A 35 watt VFO/crystal, phone/ 

CW transmitter, designed for 
160-80-40-20-15-10 meter op- 
eration. Straight through 807 
final. Series tuned "colpitts” 
type 6AG7 osc. with 6AG7 Buff- 
doubler built in "Clamp¬ 
master” modulation. All cir¬ 
cuits metered on front Panel. 

Clear, large, VFO direct read¬ 
ing dial. 9x"7"x11" shielded 

ANTENNA COUPLER 

MODEL 50 

Designed to work with any rig up to 
75 watts into any antenna over 50 I 
ft. in length against ground. If 
properly loaded to antenno or dummy 
load, it will handle 150 watts. 52 
ohm coax feeder. RF indicator, easy 
to tune, simple controls. The Lysco 
50 will get your RF into your antenna 
for better and more contacts. 

4y2"x43/4"x4". 


NOISE LIMITER 


The real reason many hams are now 
on mobile today. The Lysco 30 is so 
well designed you can now hear those 
weak signals in your car and mobile 
operation is a pleasure. Many military 
receivers are in use by amateurs 
today. The Lysco 30 is the real 
answer to your noise limiting problem. 
Quick, simple installation. Complete 
instructions for any receiver. 


LYSCO MFG. CO., Hoboken, N« J. 

WRITE FOR FREE COMPLETE CATALOG SHEETS ON 
THESE AND NEW PRODUCTS 
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The FC-20 AM Transmitter-Receiver is Xta! controlled on 2 channels in the 30-45 MC band. The 
channels may be separated by 160 KC. The carrier power is 15 watts into a 50-75 ohm load. 
Modulation is limited to 100% on negative peaks. Voice frequencies above 3500 cycles are sup¬ 
pressed. 

Transmitting tube complement: 2E26 PA, 6AQ5 Dbl, 6C5 Xtal Osc, 2-6V6 Mod, 12AT7 Spch Amp 
Phase Inverter, 6AL5 Mod Limiter. 

Transmitter and receiver metering is accomplished by panel meter and switch. Engraved plates 
mark all transmitter and receiver controls. The transmit-receive switch, housed in microphone case, 
operates relays for controlling the transceiver. A carbon microphone is supplied with a FI unit. 
The dual channel FC-20 receiver has many advanced features: More than 1/4 micro-volt sensiti¬ 
vity, a very effective noise silencer with automatic threshold adjustment, noise balanced squelch 
that opens on signals just above the prevailing noise level, very low internal noise level and ex¬ 
cellent quieting action on weak signals. Either or both channel reception is provided, and a meter 
is used to indicate signal levels. 

16 tubes are used in the receiver: 6CB6 RF Amp, 6BA6 RF Amp, 6AU6 Mixer, 2-6CB6 Xtal Osc, 
6BA6 IF Amp, 6AS6 IF Amp & Gating, 6AL5 Det, 6AU6 Silencer Amp, 6T8 Silencer Rect & DC 
Amp, 12AU7 Noise Amp, 6AL6 Noise Rect, 12AT7 Squelch & Audio, 6AS5 Audio Output, 6C4 
Tuning indicator and 0B2 VR. 

Separate power supplies are used for the receiver and transmitter The power source is 115 Volt, 
60 Cycle, 175 Watts. 

Case size: H- 11", W- 22", D- 15". 


The FP-086 Pack Set is a small transceiver housed in a rugged, welded aluminum case. It can be 
supplied for use within the frequency range of 30-80 MC. 

The single channel AM transmitter is Xtal controlled and has a power output of 200 mil watts. 
High level plate modulation is used. The tubes are: 3Q4 PA, 3Q4 Osc, 3Q4 Mod, 1U4 Spch Amp. 
The receiver is fixed tuned and uses a 1U4 RF Amp, 1U4 Super-regenerative Det, 1U4 1st Audio 
and 3Q4 Output. 

A hand held microphone-speaker is supplied with a permanently attached cord and two antennas, 
one a telescoping whip for field use and a 1/2 wave wire for use when longest range is desired. 
The usable range is up to 50 miles depending upon the terrain. 

A canvas bag with shoulder straps is supplied for use when packing in the field. Many hundreds 
of FP-1086 sets are in use by various State Forestry Departments and have given remarkable ser¬ 
vice. When a small, very rugged, dependable, pack set is needed, the FP-1086 is ideally suited for 
the job. 

The self-contained batteries are 2 Burgess XX45 and 1 Burgess 2F. 


# FP-1086 
PACK SET 




# FL-FIELD BASE STATION 

• FLP. HEAVY DUTY PACK SET 


The FL AM Transmitter-Receiver is Xtal controlled on 2 channels in the 30-40 MC band. The chan¬ 
nels may be separated by 160 KC. The carrier power is 2 1/2 watts, 100% modulated into a 
50-75 ohm load. 

Transmitter tube complement: 3A5 PA, V'2.3A5 Dbl, V 2 3A5 Xtal Osc, 3A5 Class B Mod PP, 1T4 
Speech Amp. 

Transmitter and receiver metering is accomplished by panel meter and switch. All transmitter and 
receiver controls are plainly marked. The transmit-receive switch, housed in the microphone case, 
operates relays for controlling the transceiver. 

The dual channel FL receiver uses 9 tubes in a sensitive, very low noise superhetrodyne circuit. A 
clipper type noise limiter and squelch may be supplied. The sensitivity is 1 micro-volt, image re¬ 
jection is better than 5000 to 1. Either or both channel reception is provided. The speaker is self- 
contained. 

The tubes are: 2- 1U4 RF Amp, 1U4 Mxr, 2- 1U4 Osc, 1U4 Dbl, 2- 1U4 IF Amp, 1N34 Det, 1U4 
1st Audio, 3V4 Audio Output. 

For fixed use 1 heavy duty 1 '/ 2 V A Battery and 3 heavy duty 45V B Batteries are required. Attached 
battery cord with plug supplied. 

FLP is identical to the FL except a telescoping whip antenna with suitable mount and loading coil, 
and a battery compartment that clips to bottom of case is supplied. 



The MB-5 Mobile Transmitter-Receiver is Xtal controlled on 2 channels in the 30-45 MC band. The 
channels may be separated by 160 KC. The carrier power is 5 watts, 100% modulated into a 50- 
75 ohm load. Modulation is limited to 100% of negative peaks. Voice frequencies above 3500 
cycles are suppressed'. Transmitter tube complement; 6AQ5 PA, 6AQ5 Osc, 6AQ5 Mod, 6AL5 Mod 
Limiter. 

Transmitter and receiver metering is accomplished by tip jacks. All receiver and transmitter con¬ 
trols are mounted on control head and plainly marked as to function. The transmit-receive switch 
is housed in the microphone case. A carbon microphone is supplied with FI unit. Relays are her¬ 
metically sealed. External speaker is supplied. 

The dual channel MB-5 receiver has many advanced features: Better than 14 micro-volt sensitivity, 
a very effective noise silencer with automatic threshold adjustment, a noise balanced squelch that 
opens on signals just above the prevailing noise level, very low internal noise level and excellent 
quieting action on weak signals. Either or both channel reception is provided by switch on control 
head. 

Receiver tube complement, 13 tubes: 6AG5 RF Amp, 6AU6 RF Amp, 2- 6AG5 Xtal Osc-s, 6AU6 
Mixer, 6BA6 IF Amp, 6AS6 IF Amp & Gating, 6BC7 Det & Noise Rect, 6C4 Noise Amp, 6AU6 Si¬ 
lencer Amp, 6AL5 Silencer Rect, 12AX7 Squelch & Audio Amp, 6AQ5 Power Output, 

Power supply: Either 6V DC or 12V DC, OZ4 Rect, OB2 VR. ^ 

Case size: H- 5%", W- MV/', D- 6%". • MB-5 MOBILE 


5BR CONVERTER-5 Bands 2BR CONVERTER-Any 2 Bands of 5BR. 

10-15-20-40-75 Meters 3BR CONVERTER-Any 3 Bands of 5BR. 

Full width dial with 20 to 1 tuning ratio. Tuned preselector, mixer and oscillator, IF Amplifiei 
with 4 tuned circuits, output frequency of 1525 Kc. Automatic noise limiter. AVC in preselector 
circuit assures no blocking of strong signals. Oscillator is pre-calibrated and drift-free. The 2BR 
and 3BR are easy to operate, having single point tuning and antenna trimmer on front panel. All 
calibrations highly accurate. 1 micro-volt sensitivity on all bands. Grey hammer tone finished case. 
Unit supplied with mounting hardware and instructions. Flower requirements: 6v filament, lOOv 
at 16 milliamperes. Furnished with 4 wire shielded cable and plug-socket assembly for easy in¬ 
stallation. 

Net Price: 2BR 54.95, 3BR 64.95, 5BR 74.95, 5BRLN (less noise limiter) 69.95. 



For additional information and prices write: Morrow Radio Mfg. Co., Salem, Oregon 
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PL-6037 


GENERAL SPECIFICATIONS: 

CAPACITY CHARACTERISTIC: S.L.C. 

FRAME: End Plates of ^4% thick Isolanite. 

SHAFT: 34" diameter, nickel plated brass. 

PLATES: .020" thick aluminum, specially treated to remove burrs. 

FINISH: Spacers, bushing nuts and screws nickel plated brass. 

MOUNTING: Singles require one hole in panel; Duals provided 
with four No. 4-36 screws in square brass tie rods. Trim-Air 
mounting posts or brackets fit both single and dual types. Singles 
are fitted with tapered nuts acting on split bushing for locking 
rotor shaft for fixed tune. Duals have rear shaft extension for 
coupling to other units and have a removable intersection shield, 
on airgaps of .020 and .030. 

NOTE: Single section Trim-Airs normally stacked with full length 
shaft for knob or dial. Stud shaft equivalents, with slot for screw 
driver adjustment only, available to order. 


TRIM-AIR (SINGLE) (LONG SHAFT*) 


Part 

Number 

Max. 

Cap. 

Min. 

Cap. 

No. 

Plates 

Air 

Gap 

Length 

List 

Price 

PL-6016 

75 

2.7 

15 

.020 

1% 


PL-6017 

100 

3 

19 

.020 

11/2 


PL-6018 

140 

5 

27 

.020 

1^V32 


PL-6000 

10 

1.2 

3 

.030 

Vs 


PL-6001 

15 

1.5 

5 

.030 

^ 1/32 


PL-8002 

25 

2 

7 

.030 

„1i/6_ 


PL-6003 

35 

2.5 

11 

.030 

IV32 


PL-6004 

50 

2.8 

13 

.030 

1% 


PL-6055 

108 

6.6 

29 

.030 

29/64 


PL-6024** 

5 

1.5 

3 

.060 

% 


PL-6044 

5 

2 

3 

.070 

^ 1/32 


PL-6010 

11 

3.6 

6 

.070 

IV16 



PL-6012 30 4 17 .070 217/64 

PL-6022 4 1.5 5 .140 I1/2 

PL-6023 7 4_7 .140 127/3^ 


*Also available with stub shaft. 

**Supplied with 2 segment stator for UHF circuits. 
Extra plate also supplied, making 3 plates as listed. 


TRIM-AIR (DUAL) 


Part 

Max. 

Min. 

No. 

Air 

List 

Number 

Cap. 

Cap. 

Plates 

Gap 

Length Price 

PL-6041 

75 

2.7 

15 

.020 

31/32 

PL-6042 

100 

3 

19 

.020 

31/32 

PL-6043 

140 

5 

27 

.020 

3ii/i6 

PL-6028 

10 

1.2 

3 

.030 

23/ie 

PL-6029 

15 

1.5 

5 

.030 

2Vie 

PL-6030 

25 

2 

7 

.030 

23/i6 

PL-6031 

35 

2.5 

11 

.030 

31/32 

PL-6032 

50 

2.8 

13 

.030 

31/32 

PL-6065 

100 

6.9 

25 

.030 

311/16 

PL-6037 

15 

3 

9 

.070 

31/32 

PL-6039 

30 

4 

17 

.070 

415/32 

PL-6033 

4 

1.5 

5 

.140 

31/32 

PL-6035 

7 

4 

7 

.140 

311/16 
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CARDWELL 



A NEW LINE OF CARDWELL 
MIDGETS FOR V.H.F. 



Cardwell offers a new line of 90 degree capacitors with butterfly rotor 
plates, fulfilling a demand created by engineers and amateurs alike. 
Features of these 90 degree midget capacitors are as follows: 

Electrical Symmetry • Low Distributed Inductance • No 
moving Contacts • Plates easily removable to change 
capacity range • Isolantite Insulation • Single Hole 
Mounting • Small Size: 1T4" x per general outline 

dimensions for differential “Trim-Airs” as shown on page 3 
of Catalog No. 50. 

These capacitors are made to fit all standard Cardwell “Trim-Air” 
hardware. 

Note maximum and minimum capacity values shown are measured 
from stator-to-stator and are effective values as used when a coil is 
connected stator-to-stator, with rotor floating. 


V. H. F. 90 DEGREE TRIM-AIR MIDGETS 


Part 

Number 

Max. 

Cap. 

Min. 

Cap. 

No. 

Plates 

Rotor 

No. 

Plates 

Stator 

Air 

Gap 

Length 

Over¬ 

all 

List 

Price 

PL-6076 

5 

1.5 

3 

2 

.030" 

I^Vaz 


PL-6077 

7 

2.0 

4 

3 

.030" 

131/32" 


PL-6078 

13 1 

3.0 

7 

6 

.030" 

23 / 3 " 


PL-6079 

20.4 

3.4 

8 

7 

.020" 

25/32" 


PL-6080 

27 

4.0 

10 

9 

.020" 

23 / 3 " 


’^PL-OOOl 

38 

6.0 

14 

13 

.020" 

231/32" 



*Iso. rear end plate—ball and strap rear bearing. 


MIDWAY TRANSMITTING CAPACITORS 



PIi-7030 with PL-5051 Mtg. Brackets 

The Midway is ideal for low and medium power transmitters for port¬ 
able mobile and aircraft equipment, due to its light weight, compact 
size and extremely sturdy construction. Incorporates original patented 
features of the larger “X” type standard transmitting capacitor. 

GENERAL SPECIFICATIONS: 


MIDWAY TRANSMITTING CAPACITORS (SINGLE) 


Part 

Number 

Max. 

Cap. 

Min. 

Cap. 

No. 

Plates 

Air 

Gap 

Length 

List 

Price 

PL-7003 

112 

9 

11 

.030 

13/4 


PL-7004 

150 

10 

15 

.030 

13/4 


PL-7005 

260 

13 

25 

.030 

23/4 


PL-7006 

365 

16 

35 

.030 

23/4 


PL-7019 

1 100 

14 

21 

.070 

23/4 


PL-7020 

i 150 

18 

31 

.070 

311/16 



MIDWAY TRANSMITTING CAPACITORS (DUAL) 


Part 

Number 

Max. 

Cap. 

Min. 

Cap. 

No. 

Plates 

Air 

Gap 

Length 

List 

Price 

PL-7010 

112 

9 

11 

.030 

23/4 


PL-7011 

150 

10 

15 

.030 

23/4 


PL-7013 

260 

13 

25 

.030 

311/16 


PL-7030 

100 

13 

21 

.070 

511/32 


PL-7031 

190 

15 

29 

.050 

511/32 



“N*‘ TYPE TRANSMITTING 
CAPACITORS 

Designed for medium power high fre¬ 
quency transmitters and short wave 
therapy apparatus, the Cardwell “N” 
series maintains the customary high 
standard of Cardwell construction, 
yet eliminates closed circuit loops 
completely. 



GENERAL SPECIFICATIONS: 

CAPACITY CHARACTERISTIC: S.L.C. 

FRAME: Improved aluminum end plates support heavy lateral ceramic 
insulating bars which carry the stators. 

SHAFT: 34" diameter cadmium plated steel. 

PLATES: Aluminum, .040" thick, with rounded edges. PL-7105 has 
.025" thick plates, buffed and polished edges. 

BEARINGS: Cardwell shoulder type front bearing, with ball thrust 
rear bearings. 

MOUNTING: Can be single hole mounted, or by three mounting posts 
and screws, to front panel. Chassis mounting on feet which form 
part of end plates, or use Cardwell “M” brackets, Cardwell part 
No. 301, for inverted mounting, for lowest stator-to-ground 
capacity. 


”N” TYPE U. H. F. TRANSMITTING CAPACITORS (SINGLE) 


Part 

Number 

Max. 

Cap. 

Min. 

Cap. 

No. 

Plates 

Air 

Gap 

Length 

List 

Price 

PL-7100 

50 

9 

13 

.084 

3 % 


PL-7101 

75 

11 

19 

.084 

45/32 


PL-7102 

100 

13 

25 

.084 

57/32 


PL-7103 

150 

19 

39 

.084 

611/,6 


PL-7104 

35 

11 

15 

.171 

57/32 



”N” TYPE U. H. F. TRANSMITTING CAPACITORS (DUAL) 


Part 

Number 

Max. 

Cap. 

Min. 

Cap. 

No. 

Plates 

Air 

Gap 

Length 

List 

Price 

PL-7105 

50 

7 

11 

.070 

45/32 


PL-7106 

35 

5 

9 

.084 

45/32 


PL-7107 

35 

5 

9 

.084 

45/32 


PL-7108 j 

50 

9 

13 

.084 

57/32 


PL-7115 

13 

6 

7 

.218 

515/X6 



Note: PL-7115 is dual neutralizer, rotor sections insulated from each 
other. Capacity and nr. plates shown is PER SECTION. 


CAPACITY CHARACTERISTICS: S.L.C. 

FRAME: All aluminum end plates and tie rods. 

SHAFT: 34" C.R. steel, cadmium plated. 

PLATES: .025" aluminum. On sizes having airgap of .070" or over, 
plates have rounded edges, buffed to minimize corona loss. 

BEARINGS: Brass, nickel plated shoulder type front bearing with ball 
thrust rear bearing. 

INSULATION: Mycalex. 

MOUNTING: 3 point front panel mounting by means of 3 screws and 
hex. posts. Two aluminum mounting feet with screws. Cardwell 
Part List No. 5052 for regular chassis mounting, provided instead, 
if so ordered. Type “M” special brackets (Part List No. 6051) 
permit inverted mounting. 

WRITE FOR OUR 1953 PRICE LIST 
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••NA" NEUTRALIZING CAPACITORS 


The “NA” group offers 180° neutraliz¬ 
ing capacitors of restricted range, for 
dial or screw driver adjustment. Shaft 
lock for permanent setting. Single rotor 
bearing with beryllium tension washer 
and special bushing for rigidity. Plates 
are .040" thick aluminum, rounded and 
buffed edges. Three point panel 
mounting or foot mounting. 



Part 

Number 

Max. 

Cap. 

Min. 

Cap. 

No. 

Plates 

Air 

Gap 

Length 

List 

Price 

PL-7114 

16 

7 

8 

.218 

33/32 1 
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CARDWELL 



CARDWELL PRECiSION CAPACITOR 

TYPE PL-24,050 

Deigned for frequency meters 
requiring maximum mechanictl 
and electrical precision. Type 
No. 4.080 gear and worm driven 
Capacitor incorporates special 
design features representing 
years of research and usage. 

This component is used in spe¬ 
cial measurement equipment 
which has successfully with¬ 
stood most rigorous usage our 
armed forces could give it. 

CAP, RANGE: Max. Cap. 220 mmfd., Min. Cap. 21 mmfd. 

PLATE SHAPE: S.L.F. 

DI-ELECTRIC SUPPORTS: Steatite. 

BACKLASH: Negligible. 

RESETTABILITY: To 10 parts in one million. 

GEAR DRIVE: Precision split worm gear, equipped with precisiim 
ball bearings. Ratio—100: 1 over 360°. 

DIALS: 3" DRUM: 50 divisions over 180° capacitor rotation. 3* 
FAST RUNNING DIAL: Graduated 100 divisions, makes 1 revolu¬ 
tion for each drum division. VERNIER RING: Divides each 
division on fast running dial into 10 parts. 

DIMENSIONS: 5^" Ig. (over drum dial) x 3>g" deep x high. 
WEIGHT: IM lbs. (with cast aluminum frame). 

ROTOR CONTACT: Silver plated phosphor bronze spring, with 2 
silver contacts bearing on silver plated disc. 

MOUNTING: 3 point, to bottom of main casting. 

Part No. Capacitor 4.080, Drum Dial A4.089, Fast Running Dial 
A4.198 and A4.199, Vernier Ring 3.004. ^ 

PL-24,050, includes Capacitor, Drum Dial, Fast Running Dial 
and Vernier Ring. 

"X" TYPE STANDARD TRANSMITTING CAPACITOR 

The Original grounded rotor, 
metal frame variable air ca¬ 
pacitor. 

Frames, tie rods, bearing bush¬ 
ings, spacers and stator blocks, 
nickeled brass. Cadmium plated 
steel shaft supports securely 
locked rotor assembly. Mycalex 
insulation. Panel spaces 
SH"* Panel mounting. N.P. 
brass mounting feet provided on 

special order, for chassis mounting. See Accessories. 


type standard transmitting capacitors (SINGLE) 


Part 

Number 

Max. 

Cap. 

Min. 

Cap. 

No. 

Plates 

Air 

Gap 

Length 

List 

Price 

PL-<8004 

375 

16 

17 

.030 

2Vi6 


PL-8005 

475 

18 

21 

.030 

2Vi« 


PL-8007 

950 

30 

41 

.030 

3Vi6 


PL-8013 

1500 

50 

65 

.030 

5 


PL-8048 

220 

20 

21 

.070 

33/16 


PL-8050 

440 

40 

43 

.070 

5 


PL-8040 

90 

16 

11 

.084 

2Vi6 


PL-8041 

165 

22 

19 

.084 

33/16 


PL-8043 

290 

35 

33 

.084 

5 


PL-8044 

330 

37 

37 

.084 

53/8 


PL-8029 

120 

19 

17 

.100 

33/16 


PL-8031 

240 

30 

33 

.100 

53/8 1 



“X” TYPE STANDARD TRANSMIHING CAPACITORS (DUAL) 


Part 

Number 

Max. 

Cap. 

Min. 

Cap. 

No. 

Plates 

Air 

Gap 

Length 

List 

Price 

PL-8018 

500 

18 

21 

.030 

33/16 


PL-8070 

210 

22 

21 

.070 

5 


PL-8066 

165 

23 

19 

.084 

53/8 


PL-8067 

325 

38 

37 

.084 

103/16 


PL-8063 

50 

14 

11 “ 

.171 

53/8 


PL-8064 

110 

27 

21 

.171 

103/16 


PL-8056 

40 

14 

11 

.200 

63/8 


PL-8057 

75 

21 

19 

.200 

103/16 



INSULATED COUPLINGS 

For isolating R.F. controls. Ceramic insulation (Alsimag No. 196). All 
flexible types have N.P. phosphor bronze springs, and heavy N.P. brass 
hubs, permanently swaged or spun riveted into the springs. Two 
fillister head, cup point, case hardened, steel set screws in each hub 
insure positive lock to shaft. 

All rigid types have improved three-point-spider construction, carefully 
machined solid brass castings, and are absolutely rigid. 

Flexible types C, D, E and F fit both H" diameter shaft or a H" shaft 
removing bushing supplied. 



INSULATED COUPLINGS—Flexible 


Parts 

List 

No. 

Type 

Dimensions 

Peak 

Flash- 

over 

To Fit 
Shaft 
Diameter 

List 

Price 

“A” 

(Width) 

(Length) 

PL-5000 

A 

IV32" 

34 " 

3,700 V. 

V4" 


PL-5002 

B 

13/32" 

IV32" 

7,000 V. 

^4" 


PL-5004 

C 

2 %" 

23 / 32 " 

13,500 V. 

V4 & %" 


PL-5006 

D 

23 / 8 " 

1%" 1 

9,000 V. 

y4 & %" 


PL-5008 

E 

2 Vi 6 " 

13 / 4 " 

10,000 V. 

Vi & 3 / 8 " 


PL-5610 

F 

2 Vi 6 " 

IV16" 

5,000 V. 

V4 & 



INSULATED COUPLINGS—Rigid 


Parts 

List 

No. 

Type 

Dimensions 

Peak 

Flash- 

over 

To Fit 
Shaft 
Diameter 

List 

Price 

“A” 

(Width) 

“B” 

(Length) 

PL-5014 

CNF 

2V4" 

2Vi6" 

12,000 V. 

3/8" 


PL-5201 

ENF 

1%" 

DVie" 

10,000 V. 

1/4" 


PL-5013 

FNF 

1%" 

iVie" 

7,500 V. 

y 4 " 
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SECONDARY FREQUENCY 
STANDARD 

A precision frequency standard for both laboratory 
and production uses, adjustable output, provided at 
intervals of 10, 25, 100 and 1000 kc, with mag¬ 
nitude useful to 50 me. Harmonic amplifier with 
tuned plate circuit and panel range switch. 800 
cycle modulator with panel control switch. In addi¬ 
tion to oscillators, multivibrators, modulators and 
amplifiers, a built-in detector with phone jack and 
gain control is incorporated. Self-contained power 
supply. 

Model 90505, with tubes.$ 

ABSORPTION WAVEMETERS 

The 90600 series of absorption wavemeters ore 
available in several styles and many different 
ranges. Most popular is kit of four units, covering 
range of 3.0 to 140 me. 

Model 90600. $ 

GRID DIP METER 

The No. 90651 MILLEN GRID DIP METER is compact 
and completely self contained. The AC power 
supply is of the "transformer” type. The drum dial 
has seven calibrated uniform length scales from 1.5 
MC to 300 MC with generous over laps plus an 
arbitrary scale for use with special application in¬ 
ductors. Internal terminal strip permits battery 
operation for antenna measurement. 

No. 90651, with tube . $ 

Additional Inductors for Lower Frequencies 

No. 46702—925 to 2000 KC. $ 

No. 46703—500 to 1050 KC.. 

No. 46704—325 to 600 KC. 

No. 46705—220 to 350 KC. 

LABORATORY SYNCHROSCOPES 

The 5'' laboratory synchroscopes are available 
with and without detector-video strips. 

Model P-4-2, with tubes.$ 

Model P-4E-2, with tubes. 

MINIATURE SYNCHROSCOPE 

The compact design of the No. 90952, measuring 
only 7 V 2 " X 5%" x 13", and weighing only 17 
lbs., makes available for the first time a truly 
DESIGNED FOR APPLICATION "field service" 
Synchroscope. 

No. 90952, with tubes.$ 

CATHODE RAY OSCILLOSCOPES 

The No. 90902, No. 90903 and No. 90905 Rack 
Panel Oscilloscopes, for two, three and five inch 
tubes, respectively, are inexpensive basic units 
comprising power supply, brilliancy and center¬ 
ing controls, safety features, magnetic shielding, 
switches, etc. As a transmitter monitor, no addi¬ 
tional equipment or accessories ore required. The 
well-known trapezoidal monitoring patterns are 
secured by feeding modulated carrier voltage 
from a pickup loop directly to vertical plates of 
the cathode ray tube and audio modulating volt¬ 
age to horizontal plates. By the addition of such 
units as sweeps, pulse generators, amplifiers, 
servo sweeps, etc., all of which can be con¬ 
veniently and neatly constructed on companion 
rack panels, the original basic 'scope unit may be 
expanded to serve any conceivable industrial or 
laboratory application. 

No. 90902, less tubes. $ 

No. 90903, less tubes... « 

No. 90905, less tubes. 

*SCOPE AMPLIFIER—SWEEP UNIT 

Vertical and horizontal amplifiers along with hard- 
tube, saw tooth sweep generator. Complete with 
power supply mounted on a standard 514" rack 
panel. 

No. 90921, with tubes. $ 

REGULATED POWER SUPPLIES 

A compact, uncased, regulated power supply, 
either for table use in tho laboratory or for in¬ 
corporation as an integral part of larger equip¬ 
ments. 50 watts, with regulated voltage from 0 
to 200 volts. 

Model 90201, less tubes.•••••••••••• $ 
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92101 


90671 


90711 


90700 


90800 


74400 


69043 


69041 


37412 


69045 

69046 


FULL SiZE 


33102 


FREQUENCY SHIFTER 

A favorite frequency shifter, plugs in, in place of 
crystal, for instant finger-tip control of carrier 
frequency. Lovr drift, chirptess keying, vibration 
immune, big band spread, accurate calibration. 
Model 90700. v/ith tubes.. $ 


OCTAL BASE AND SHIELD 

Low loss phenolic base with octctl socket plug and 

aluminum shield can I ^6 x 1% x 

No. 74400..... $ 


TRANSMISSION LINE PLUG 

An inexpensive, compact, and efficient polyethylene 
unit for use with the 300 ohm ribbon type poly¬ 
ethylene trqnsmission lines. Fits into standard Miilen 
No. 33102 (crystal) socket. Pin spacing Vil', 
diameter .095''. 

No. 37412.... $ 


PERMEABILITY TUNED CERAMIC 
FORMS 

In addition to the popular shielded plug-in per¬ 
meability tuned forms, 74000 series, the 69040 
series of ceramic permeability tuned unshielded 
forms are available as stondard stock items. 
Winding diameters and lengths of winding space 
are ’3 /Jb x for 69041-2; % x V% for 69043-7-8; 
Vi X 1 l/w for 69045-6; V\6 x Vu for 69044. 

No. 69041-^(Copper Slug). $ 

No. 69042—(Iron Core)... 

No. 69043—(Iron Core) .;. 

No. 69044—(Copper Slug)... 

No. 69045—(Copper, Slufl). .. • • • 

No. 69046-r^(lron Core).. 

No. 69047—(Copper Slug).. 

No. 69048—(Iron Core).. 


R9’er MATCHING PREAMPLIFIER 


The Miilen 92101 is an electronic impedance 
matching device and d broad-bond preamplifier 
combined into d single Unit, designed primarily for 
operation on 6 and 10 rneters. Coils for 20 meter 
band also available. . 


STANDING WAVE RATIO BRIDGE 


The Miilen S.W.R. bridge provides easy and in¬ 
expensive measurement of standing wave ratio on 
antennas using cp-ax cable. As assembled the 
bridge is set up J^or 52 ohm line. A calibrated 75 
ohm resistor is mounted inside the case for sub¬ 
stitution in the circuit when 75 ohm line is used. 


VARIABLE FREQUENCY OSCILLATOR 


The No. 90711 is a complete transmitter control 
unit With 6SK7 temperature-compensated, electron 
coupled oscillator of exceptional stability and low 
drift, a 6SK7 broad-band buffer or frequency 
doubler, a 6A67 tuned amplifier which tracks with 
the oscillator tuning, and a regulated power supply. 
Output sufficient to drive an 807 is available on 
160, 80 and 40 meters and reduced output is 
available on 20 meters. Close frequency setting is 
obtained by means of the vernier control arm at 
the right of the dial. Since the output is isolated 
from the oscillator by two stages, lero frequency 
shift occurs when the output load is varied from 
open circuit to short circuit. The entire unit is un¬ 
usually solidly built so that nb frequency shift 
occurs due to vibration. The keying is clean and 
free from all annpying chirp, quick drift, jump, and 
similar difficulties often encountered in keying 
variable frequency oscillators. 

No. 90711, with tubes.. $ 


SO WATT TRANSMITTER 


Based on an original Handbook design, this flexible 
unit is ideal for either low power amateur band 
transmitter use or as an exciter for high power 
PA stages. 

Model 90800, less tubes.. $ 


No. 92101, less tubes 


No. 90671 
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1003D 


10035 


10039 


10007 


10009 


59001 


10065 


10008 




90281 


90810 


90811 


90881 


INSTRUMENT DIALS 

Tho No. 10030 ts an extremely sturdy Instrument 
type Indicator. Control shaft has 1 to 1 ratio. 
Veeder type counter is direct reading in 99 revo¬ 
lutions and vernier scale permits readings to 1 part 
in 100 of a single revolution. Has built-in dial lock 
and 14'' drive shaft coupling. May be. used with 
multi-revolution transmitter controls, etc., or through 
gear reduction mechanism for control of fractional 
revolution capacitors, etc., in receivers or laboratory 
instruments. 

The No. 10035 illuminated panel dial has 12 to 1 
ratio; size, 8!/i" x Small No. 10039 has 

8 to 1 ratio; size, 4" x 3!4". Both are of compact 
mechanical design, easy to mount and have totally 
self-contained mechanism, thus eliminating back of 
panel interference. Provision for mounting and 
marking auxiliary controls, such as switches, po¬ 
tentiometers, etc., provided on the No. 10035. 
Standard finish, either size, flat black art metal. 

No. 10039... $ 

No. 10035. 

No, 10030.. 


DIALS AND KNOBS 

Just a few of the many stock types Of small dials 
and knobs are illustrated herewith. 10007 is 1%" 
diameter, 10009 is 214" and 10008 is 314". 

No. 10007..... $ 

No. 10008...... 

No. 10009..... 

No. 10021 ... 

No. 10065. 


PANEL MARKING TRANSFERS 

The panel marking transfers have 14" block letters. 
Special solution furnished. Must not be used with 
water. Equally satisfactory on smooth or wrinkle 
finished panels or chassis. Ample supply of every 
popular word or marking required for amateur or 
commercial equipment. 

No. 59001, white letters... $ 

HIGH FREQUENCY TRANSMITTER 

The No. 90810 crystal control transmitter provides 
75 watt output (higher output may be obtained by 
the use of forced cooling) on the 20, 10-11, 6 and 
2 meter amateur bands. Provisions are made for 
quick band shift by means of the new 48000 
series high frequency plug-in coils. 

No. 90810, less.tubes and crystals. $ 

HIGH FREQUENCY RF AMPLIFIER 

A physically small unit capable of a power output 
of 70 to 85 watts on 'phone or 87 to 110 watts 
on C-W on 20, 15, 11, 10, 6 or 2 meter amateur 
bands. Provision is made for quick band shift by 
means of the ne^ No. 48000 series VHP plug-in 
coils. The No. 90811 unit uses either an 829-B or 
3E29. 

No. 90811 with 10 meter band coils, less 
tube.... $. 

HIGH VOLt^QE POWER SUPPLY 

The No. 90281 high voltage power supply has a 
d.c. output of 700 volts, with maximum current of 
250 ma. In addition, a.c. filament power of 6.3 volts 
at 4 amperes is also available so that this power 
supply is an ideal unit for use with transmitters, such 
as the Millen No. 9;0800, as well as general lab¬ 
oratory purposels; The power supply uses two No. 
816 rectifiers and has a two section pi filter with 
10 henry General Electric chokes and a 2-2-10 
mfd. bank of 1000 volt General Electric Pyranol 
capacitors. The panel is standard 8%" x 19" rack 
mounting. 

No. 90281, less tubes... ... $ 

RF POWER AMPLIFIER 

This 500 watt amplifier may be used as the basis of 
a high power amateur transmitter or as a means for 
increasing the power output of an existing trans¬ 
mitter. As shipped from the factory, the No. 90881 
RF power amplifier is wired for use with the popular 
RCA or G.E. "812” type tubes, but adequate in¬ 
structions are furnished for readjusting for operation 
with such other popular amateur style transmitting 
tubes as Taylor TZ40, Eimac 35T, etc. The amplifier 
is of unusually sturdy mechanical construction, on a 
1014" relay rack panel. Flug-in inductors are fur¬ 
nished for operation on 10, 20, 40 or 80 meter 
amateur bands. Ihe standard Millen No. 90800 
exciter unit is an ideal driver for the new No. 
90881 RF power amplifier. 

No.'90881, with one set of coils, but less,, 
tubes...... $ 
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SHAFT LOCKS 

In addlHon to the original No. 10060 and No. 
10061 "DESIGNED FOR APPLICATION" shaft locks, 
we can also furnish such variations gs the No. 10062 
and No. 10063 for easy thumb operation as illus* 
trated above. The No. 10061 instantly converts any 
plain "14 shaft" volume control, condenser, etc. 
from "plain" to "shaft locked" type. Each to rnouht 
in place of regular mounting nut. 

No. 10060.... $ 

No. 10061 . 

No. 10062. 

No. 10063.*. 


TRANSMiniNG TANK COILS 

A full line—all popular wattages for all bands. 
Send for special catalog. 


DIAL LOCK 

Compact, easy to mount, positive in action, does 
not alter dial setting in operation! Rotation of knob 
"A” depresses finger "B” and "C" without imparting 
any rotary motion to Dial. Single hole mounted. 
No. 10050...... $ 


RIGHT ANGLE DRIVE 

Extremely compact, with provisions for many meth* 
ods of mounting. Ideal for operating potentiome¬ 
ters, switches, etc., that must be located, for short 
leads, in remote parts of chassis. 

No. 10012.... $ 


THRU-BUSHING 

Efficient, compact, easy to use and neat appearirig. 
Fits V*" hole in chassis. Held in ploce with a drop of 
solder or a "nick" from o crimping tool. 

No. 32150.....;. % 


FLEXIBLE COUPLINGS 

The No. 39000 series of Millen "Designed for Ap¬ 
plication" flexible coupling units include, in addition 
to improved versions of the conventional types, also 
such exclusive original designs ds the No. 39001 
insulated universal ioint and the No. 39006 "slide- 
action" coupling (in both steatite and bakelite 
insulation). 

The No. 39006 "slide-action" coupling permits 
longitudinal shaft motion, eccentric shaft motion and 
out-of-line operation, as well as angular drive 
without backlash. 

The No. 39005 is similar to the No. 39001, but is 
not insulated and is designed for applications 
where relatively high torque is required. The steatite 
insulated No. 39001 has a special anti-backlash 
pivot and socket grip feature. All of the above 
illustrated units are for shaft and are standard 
production type units. 

No. 39001 . $ 

No. 39002... 

No. 39003. 

No. 39005... 

No. 39006. 


CATHODE RAY 
TUBE SHIELDS 

For many years we have specialized in the design 
and manufacture of magnetic metal shields of 
nicoloi and mumetal for cathode ray tubes in our 
own complete equipment, as well as for opplica- 
tions of all other principal complete equipment 
manufacturers. Stock types as well as special de¬ 
signs to customers’ specifications promptly available. 
No. 80045—Nicoloi for 5" tube... ^. $ 

No. 80043—Nicoloi for 3" tube. 

No. 80042—Nicoloi for 2" tube. 


BEZELS FOR 
CATHODE RAY TUBES 


Five inch bezel is of cast aluminum with black wrinkle 
finish. Complete with neoprene cushion, green lucite 
filter scale and four screws for quick detachiiient 
from panel when inserting tube. 

No. 80075—5"...., *.... *. $ 

No. 80073—3"............ 

No. 80072—2".... 
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TUBE SOCKETS 

DESIGNED FOR APPLICATION 

MODERN SOCKETS for MODERN TUBES! 
Long Floshover path to chassis permits use 
with transmitting tubes, 866 rectifiers, etc. 
Long leakage path between contacts. Con¬ 
tacts are type proven by hundreds of mil¬ 
lions already in government, commercial and 
broadcast service, to be extremely depend¬ 
able. Sockets may be mounted either with or 
without metal flange. Mounts in standard 
size chassis hole. All types have barrier be¬ 
tween contacts and chassis. All but octal and 
crystal sockets also have barriers between 
individual contacts in additiori. 

The No. 33888 shield is for use with the 
33008 octal socket. By its use, the electro¬ 
static isolation of the grid and plate circuits 
of single-ended metal tubes can be in¬ 
creased to secure greater stability and gain. 

The 33087 tube clamp is easy to use, easy 
to install, effective in function. Available In 
special sizes for all types of tubes. Single 
hole mounting. Spring steel, cadmium plated. 

Cavity Socket Contact Discs, 33446 are for 
use with the "Lighthouse” ultra high fre¬ 
quency tube. This set consists of three differ¬ 
ent size unhardened beryllium copper multi¬ 
finger contact discs. Heat treating instruc¬ 
tions forwarded with each kit for hardening 
after spinning or forming to frequency re¬ 
quirements. 

Voltage regulator dual contact bayonet 
socket, 33991 black Bakelite insulation and 
33992 with low loss high leakage mica 
filled Bakelite insulation. 

No. 33004...... $ 

No. 33005. 

No. 33006. 

No. 33007... 

No. 33008. 

No. 33888. 

No. 33087... 

No. 33002.. 

No. 33102. 

No. 33202. 

No. 33302. 

No. 33446*... 

No. 33991. 

No. 33992. 

* For set of 3. Single discs $2.00 each. 

RF CHOKES 

Many have copied, few have equalled, and 
none have surpassed the genuine original 
design Millen Designed for Application series 
of midget RF Chokes. The more popular 
styles now in constant production are Illus¬ 
trated herewith. Special styles and varia¬ 
tions to meet unusual requirements quickly 
furnished. 

General Specifications: 2.5 mH, 250 mA for 
types 34100, 34101, 34102, 34103, 
34104, end 1 mH, 300 mA for types 34105, 
34106, 34107, 34108, 34109. 

No. 34100.. $ 

No. 34101. 

No. 34102. 

No. 34103. 

No, 34104. 
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CERAMIC PLATE OR 
GRID CAPS 

Soldering tug and contact one-piece. Lug ears 
annealed and solder dipped to facilitate 
easy combination "mechanical plus soldered” 
connection of cable. 

No. 36001—9/16".... 

No. 36002—3/8"... 

No. 36004—... 

SNAP LOCK PLATE CAP 

For Mobile, Industrial and other applications 
where tighter than normal grip with multiple 
finger 360° low resistance contact is re¬ 
quired. Contact self-locking when cap is 
pressed into position. Insulated snap button 
at top releases contact grip for easy re¬ 
moval without damage to tube. 

No. 36011 —9/16"............. $ 

No.36012—3/8"... 

SAFETY TERMINAL 

Combination high voltage terminal and thru- 
bushing. Tapered contact pin fits firmly into 
conical socket providing large area, low 
resistance connection. Pin is swivel mounted 
in cap to prevent twisting of lead wire. 

No. 37001, Black or Red. $ 

No. 37501, Low loss....... 

TERMINAL STRIP 

A sturdy four-terminal strip of molded black 
Textolite. Barriers between contacts. "Non 
turning" studs, threaded 8/32 each end. 

No. 37104..... $ 

POSTS, PLATES and PLUGS 

Designed for Application! Compact, easy to 
use. Made in black and red regular bakelite 
as well as low loss brown mica filled bake¬ 
lite or steatite for R.F. uses. Posts have 
captive head. 

No. 37202 Plates (pr.). $ 

No. 37212 Plugs. 

No. 37222 Posts (pr.).. 

STEATITE TERMINAL STRIPS 

Terminal and lug are one piece. Lugs are 
Navy turret type and are free floating so 
as not to strain steatite during wide tem¬ 
perature variations. Easy to mount with 
series of round holes for integral chassis 
bushings. 

No.37302.. $ 

No. 37303............... 

No. 37304.. 

No. 37305..... 

No. 37306.. 

MIDGET COIL FORMS 

Made of low loss mica filled brown bakelite. 
Guide funnel makes for easy threading of 
leads through pins. 

No. 45000......... $ 

No. 45004. 

No. 45005..................... 

TUNABLE COIL FORM 

Standard octal base of low loss mica-filled 
bakelite, polystyrene Vi" diameter coil 
form, heavy aluminum shield, iron tuning slug 
of high frequency type, suitable for use up 
to 35 me. Adjusting screw protrudes through 
center hole of standard octal socket. 

No. 74001, with iron core........ $ 

No. 74002, less iron core.. . . . .... 
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04000 and 11000 SERIES 
TRANSMITTING CONDENSERS 

A new member of the "Designed for Appli¬ 
cation” series of transmitting variable air 
capacitors is the 04000 series with peak 
voltage ratings of 3000, 6000, and 9000 
volts. Right angle drive, 1-1 ratio. Adjustable 
drive shaft angle for either vertical or sloping 
panels. Sturdy construction, thick, round- 
edged, polished aluminum plates with 1%" 
radius. Constant impedance, heavy current, 
multiple finger rotor contactor of new de¬ 
sign. Available in all normal capacities. 

The 11000 series has 16/1 ratio center 
drive and fixed angle drive shaft. 


Code 

Volts 

Capacity 

11035 

3000 

35 

11050 

3000 

50 

11070 

3000 

70 

04050 

6000 

50 

04060 

9000 

60 

04100 

6000 

90 

04200 

3000 

205 


12000 and 16000 SERIES 
TRANSMITTING CONDENSERS 

Rigid heavy channeled aluminum end plates. 
Isolantite insulation, polished or plain edges. 
One piece rotor contact spring and connec¬ 
tion lug. Compact, easy to mount with con¬ 
nector lugs in convenient locations. Same 
plate sizes as 11000 series above. 

The 16000 series has same plate sizes as 
04000 series. Also has constant impedance, 
heavy current, multiple finger rotor con¬ 
tactor of new design. Both 12000 and 
16000 series available in single and double 
sections and many capacities and plate 
spacing. 

THE 28000-29000 SERIES 
VARIABLE AIR CAPACITORS 

"Designed for Application,” double bear¬ 
ings, steatite end plates, cadmium or silver 
plated brass plates. Single or double section 
,022" or ,066" air gap. End plate size: 
19/16" X 11 /16". Rotor plate radius: 

Shaft lock, rear shaft extension, special mount¬ 
ing brackets, etc., to meet your requirements. 
The 28000 series has semi-circular rotor 
plate shape. The 29000 series has approxi¬ 
mately straight frequency line rotor plate 
shape. Prices quoted on request. Many 
stock sizes. 

NEUTRALIZING CAPACITOR 

Designed originally for use in our own No. 
90881 Power Amplifier, the No. 15011 disc 
neutralizing capacitor has such unique fea¬ 
tures as rigid channel frame, horizontal or 
vertical mounting, fine thread over-size lead 
screw with stop to prevent shorting and 
rotor lock. Heavy rounded-edged polished 
aluminum plates are 2" diameter. Glazed 
Steatite insulation. 

No.15011. $ 

I.F. TRANSFORMERS 

The Millen "Designed for Application” line 
of I.F. transformers includes air condenser 
tuned, and permeability tuned types for all 
applications. Standard stock units are for 
456,1600 and 5000 kc.B.F.O.also available. 


... 
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VACUUM ELECTRONIC COMPONENTS 


See following page for specifications 
and data for all units illustrated. 




All cuts appearing on these two 
pages are in relative proportion 
to each other. 


JENNINGS RADIO MANUFACTURING CORPORATION • 970 McLAUGHLIN AVE. 
P.O. BOX 1278 > SAN JOSE 8. CALIFORNIA 


UCSL 1000 
UCSL2000 


VMMHi 

VMMHiC 


VACUUM FEED-THRU CAPACITORS 


VMM 

VMMC 


UC 

UH SERIES 
UHC SERIES 


VACUUM CAPACITANCE VOLTAGE DIVIDERS 


Voltage division up to 10,000 to 1. with simple 
shunts. Frequencies from 60 Cy. up to VHF Range, 


UCSX700 
UCSX 1000 


Radio’s Master — 18 th Edition 


Copyright by £/. C. P., Inc, 


Page J-44 










FIXED 

AND VARIABLE 
HIGH VOLTAGE 
VACUUM 

CAPACITORS 

AND VACUUM 

SWITCHES i 


JENNINGS RADIO MANUFACTURING CORPORATION • 970 McLAUGHLIN AVE. 
P.O. BOX 1278 • SAN JOSE 8, CALIFORNIA 


Switches available either mounted or unmounted. * 

If mounted as relays, may have either Bakelite Insulation or all-glass 100 KV. insulation, 
rActuated by either 110-220 Volt A.C. or 6-110 Volt D.C Solenoids. 

fielays Available at; Overlood Circuit Breakers 

Normally open SPOT Single phase . 

Normally closed DPDT Three phase ^ 

Impulse lock 4 P D T Manual reset ^ 

Automatic reset SE 


R-2 — Automatic reset overload circuit 
breaker using R-2 switch with all-glas$ 
ICX) KV insulation. 


Copyright by U. C* F., /•#. 
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BUD DE UUXE RELAY RACKS 

'These relay racks are made of 16 gauge steel 
.. ith Vs" panel supports. The panel mounting 
supports are recessed so that no edges of the 
)anel will be exposed. 

'J'h-e front and back of the top, the two sides 
and ihe door are well louvered to provide ade¬ 
quate ventilation. Snap catches are positioned 
on the door. A stream-lined appearance is 
achieved by the use of rounded corners and 
rod-lined chrome trim. The relay rack is 
shipped knocked-down and complete with all 
necessary hardware for assembly. All standard 
19” panels will fit these racks. 

A SPECIAL FEATURE IS THE USE OF 
POUR STURDY SUPPORTS ON THE BOT¬ 
TOM SO THAT CASTERS GAN BE FAS¬ 
TENED DIRECTLY TO THE BASE, THERE¬ 
BY ACHIEVING READY MOBILITY. Bud 
[tC-7756 casters will fit this unit. Casters are 
not included in price of cabinet. THESE RE- 
T^AY RACKS ARE SUPPLIED IN EITHER 
RLA/^K OR GREY WRINKLE FINISH AND 
LIGHT GREY HAMMERTONE FINISH AT 
NO EXTRA CHARGE. The overall width is 



22” and 

the depth is 

171 / 4 " 

on- all sizes 

listed. 

Catalog 

Overall 

Panel 

Shipping 

Dealer 

No. 

Height 

Space 

Wt. 

Cost 

CR-1774 

42-1/16” 

36 % " 

90 lbs. 

.$32.70 

CR-1771 

47-5/16" 

42” 

100 lbs. 

37.45 

CR-1772 

66-9/16" 

611 / 4 " 

135 lbs. 

48.60 

CR-1773 

82-5/16” 

77" 

155 lbs. 

58.60 


BUD DE LUXE CABINET RACKS 

These cabinet racks have rounded corners 
and attractive red-lined chrome trim. There 
is a recessed hinged door on the top with a 
snap catch. These cabinet racks are made of 
heavy gauge Steel and are of sturdy con¬ 
struction. The five large sizes have a hinged 
rear door, while the small sizes have a 
welded panel in the rear. 

Adequate ventilation is assured by means 
of louvered sides and a two inch opening in 
the bottom of the back extends the entire width. 

“NO-SCRATCH” EXTENDED METAL FEET ARE EM¬ 
BOSSED ON THE BOTTOM TO MINIMIZE MARRING OF 
A table TOP. THESE RELAY RACKS ARE FURNISHED 
IN EITHER BLACK OR GREY WRINKLE FINISH AND 
LIGHT GREY HAMMERTONE FINISH AT NO EXTRA 


CHARGE. 

Depth 14%”. 

width 22". Will 

fit standard 19” 

’ panels. 

Catalog 

Overall 

Panel 

Shipping 

Dealer 

No. 

Height 

Space 

Wt. 

Cost 

CR-1741 

10-9/16” 


29 lbs. 

$12.00 

CR-1740 

12-6/16” 

10 

31 lbs. 

13.70 

CR-1742 

14-1/16” 

1214 " 

32 lbs. 

14.66 

CR-1739 

16-13/16' 

14 « 

36 lbs. 

1«.20 

CR-1743 

19-5/16” 

17 

40^bs. 

19.20 

CR-1727 

22-13/16' 

21 " 

45;!lba. 

20.83 

CR-1744 

28-3/16” 

26 

50 IBs. 

22.50 

CR-1728 

33-9/16" 

31 

66 IBs. 

24.00 

CR-1746 

36-1V16' 

35" 

60 lbs. 

24.90 


BUD JUNIOR CABINET RACKS 

This cabinet rack is a multi-purpose unit that 
is inexpensive. The cabinet is constructed to 
accommodate two panels, one is" 10 by 
18-5/16”, the other 8%” by 18-5/16", these 
panels are supplied with the cabmet. The 
BUD Junior Cabinet Rack is spacn^s enough 
to accommodate a chassis up to IC^ x 17". 

The rear of the cabinet is co a ted by a 
hinged door with a locking device The cabinet 



NEW BUD ADD-a-RACK SERIES 

It has always been necessary to buy 
special racks without louvers on one 
side to obtain a maximum of panel 
space with a minimum of flobr space. 
Now, you no longer need to buy a whole 
new’cabinet when you want additional 
panel space. Through our new and 
excldsiye Add-a-Rack series, BUD not 
only offers additional racks at a lower 
cost, but provides you with a sturdier, 
bettet looking assembly. 

The illustration at top shows two 
Add-a-Rack cabinets assembled to¬ 
gether., The illustration below shows 
. the unique and ingenious method of 

adding a unit to your present equipment. Instead of buying an 
entire new outfit, you purchase only four parts: (1) a door (2) 
a top (3) a bottom and (4) a,n Add-a-Rack coupling-unit. The 
right (or left) hand side of yipur present relay rack is removed 
and replaced by the Add-a-Rack coUpling-unit; next, a top and 
bottom is fastened into place, and the side taken from the first 
^ck is fastened onto the second rack which has been added. 
Place the additional door into position and you have two racks 
properly and efficiently coupled together. In tb^^ a iT-nfi simple 
way, more racks can be _ 


added at any time and 
every one will be in a 
CONTINUOUS ONE- 
PIECE assembly. 

This series is available 
in two ways. (1) a double 
unit consisting of two 
racks and the Add-a-Rack 
coupling unit. (2) Add-a- 
Rack unit, consisting of a 
door, a top, a bottom and 
an Add-a-Rack coupling- 
unit. These units are fur¬ 
nished with all necessary 
assembling and panel 
mounting hardware. 




Add-a-Rack 

Used to / 

Shipping 

Dealer 

Unit 

Add-k-Rack.to 

'Weight 

Cost 

AR-1778 

CR-1774 

70 lbs. 

$31.00 

AR-.1775 

CR-1771 

75 lbs. 

sci.oo 

AR-1776 

CR-1772 

100 lbs. 

45.00 

AR.1777 

CR-1773 

127 lbs. 

65.00 


Complete unit consisting of the, kriq.cked-down parts necessary 
for two relay racks coupled togetlier. 

CR-1779 two coupled relay racks same size as CR-1774 $ 63.70 

CR-1780 two coupled relay racks same size as GR-1771 73.45 

CR-1786 two coupled relay racks same size as CR-1772 93.60 

CR-1799 two coupled relay racks same si^ as CR-177S 113.50 

Bud RC-7756 Casters will fit this unit. Casters are not 
included in price of cabinet. 


BUD SUPER DE LUXE RACKS (2 door) 

This,,new Relay Rack is made of 16 
gauge steel with Vs" panel supports. 
The construction is similiar to the 
series of Bud de luxe Relay Racks 
shown , above. The panel mounting 
supports are recessed, so that no edges 
of the panel will be exposed, and they 
are also adjustable from front to 
back at various stopping points. This 
enables you to utilize the space in 
front and behind the panel to any 
degree. When placed as far back as 
the knockouts provide, the panel is 
6” from the front of the Rack. 

^b®se- Racks have both front and 
rear , doors; the rear door to cover 
any* of the equipment behind the 
panel, providing easy access. The 
front' door.,, provides a means of con¬ 
cealing dials, knobs, etc., that may 
be in'the front of the panel. 

These relay racks also have the 
exclusive Bud feature of supports on 
the bottom,’ so that the casters may 
A-BTw directly to the base. AVAIL¬ 

ABLE IN BLACK OR GREY WRINKLE OR LIGHT GREY 
HAMMERTONE FINISH AT NO, EXTRA CHARGE. 



Catalog 

No. 


Overall 

Height 


Shippmg 

Wt. 


cabinet 

only. 

Catalog 

Overall 

j Panel 

Shipping 

Dealer 

No. 

: Height 

i Space 

Wt. 

Cost 


CK-2174 

43-1/16" 

! 363^" 

110 lbs. 

$44.50 

Dealer 

CR-2171 

47-5/16" 

42" 

122 lbs. 

61.00 

Cost 

CR-2172 

66-9/16" 

; 61 V 4 " 

165 lbs. 

66.10 

$16.96 

CR-217S 

82-5/16" 

77" 

190 lbs. 

78.95 


Where materials are specified Black Wrinkle Finish^j^ly, and Grey is desired, a charge of 15% additional will be made. 

Friees on above sllirlitly higher west of the Mississippi River 


Only a few of many BUD Products are shown. For complete catalog, 
write BUD RADIO, INC.« 2118 E. 55th 8t., Cleveland, Ohio 


Copyright by W, C. P,, Tnc, 


INC.« 2118 E. 55th 8t., Cleveland, Ohio 
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BUD TEUEPHONE TYPE RELAY RACKS 

Nos. RR-1263 and RR-1264 are made of Vs" st^eel 
channels, three inches deep and are held torgether 
by .angle cross pieces of the same material- The de¬ 
sign of the base has been improved to incorporate: a 
chassis type bottom, together with the usual side 
angles, making the rack stronger and more stable. 

RK-1265 is heavy duty and is made ofr^eavy 
channel iron supported by twa %" thidW!; iroin 
angles that are bolted to the channels to fkrbvide 
additional support to the unit. Black wrinklb'dtiish 
only. All racks accommodate standard 19" panels 
in accordance with standards set by RMA. 


NEW BUD PANEL CHASSIS 



This new series of Panel 
Mounting Chassis is for pro¬ 
fessional type installations 
primarily. These units are 
constructed from .062 alu¬ 
minum with an etched finish. 
The holes on the front flange 
are suitable for mounting to a 
Rack, and are dimensioned 
to fit standard panel no'tchings. 


Catalog 



Panel 

Shipping 

Dealer 

No. 

Height 

Depth 

Space 

Wt. 

Cost 

RR-1263 

351 / 2 " 

22" 

311 / 2 " 

38 lbs. 

$17.60 

RR-1264 

701 / 2 " 

22" 

66 1 / 2 " 

48 lbs. 

20.06 

RR-1265 

721 / 2 " 

15" 

66 1 / 2 " 

97 lbs. 

38.10 



BUD DESK TYPE RELAY RACKS 

Perfect for table mounting of low and medium 
power transmitters, public address systems, 
and other electronic instruments. Rack has 
strong chassis for mounting heavy compo¬ 
nents. Shipped knocked-down, with necessary 
hardware, easy to assemble. Standard notched 
19" wide panels can be used, panels set in 
recess so that no edges are exposed. Furnished 
in black wrinkle finish only. Depth. 12". 


Catalog 

No. 

Width 

Depth 

Height 

Dealer 

Cost 

CB-1370 

19" 

5-9/32" 

1%" 

$1.90 

CB-1371 

19" 

5-9/32" 

31 / 2 " 

2.15 

CB-1372 

19" 

5-9/32" 

5%" 

2.25 

CB-1373 

19" 

5-9/32" 

7" 

2.60 

CB-1374 

19" 

5-9/32" 

5-9/32" 

8%" 

3.05 

CB-1S75 

19" 

101 / 2 " 

3.30 

CB-1376 

19" 

5-9/32" , 

I2V4" 

3.70 

CB-1377 

19" 

5-9/32" 

14-1" 

4.00 


Catalog 

No. Height 
RR-124» 24" 

KK-1249 31" 


Panel Shipping 
Space Wt. 

21" 15 lbs. 

28" 17 lbs. 



BUD ENCLOSED METER PANEL 
PS-439 Meter Panel is designed to give 
maximum protection to meters. The 
steel panel has a large cut-out, behind 
which is mounted a blank Masonite 
sub-panel. This sub-panel has a meter mounting area of 4%" x 
15Vs "—sufficient space to mount four 3" meters. The meters 
are protected by a glass insert that mounts in slides. Due to 
danger from breakage during shipment, this glass is not sup¬ 
plied with the panel. The glass insert should be cut 16" long x 
4%" wide. Finished in either Black or Grey Wrinkle. 

Cat. No. Length Width Dealer Cost 

PS-4S9 19" 51^'" ' $5.»5 


BUD STEEL METER PANELS 
All meter panels are 5%" high, 19" 
wide, available in either black or 
grey wrinkle finish. Small holes fit 
either 2" square or round meters, large holes fit either 3" 
square or round meters. 



BUD CHASSIS MOUNTING BRACKETS 

Mounting brackets are essential to insure 
proper support of the chassis. Formed of 
heavy gauge steel, cut away at the bottom 
to provide chassis clearance so that chassis 
can be mounted flush against panel. Fin¬ 
ished in Black. Numbers MB-450 and 
jMB-451 designed for chassis height of 4". 
iSold in pairs only. 


Per Pair 
$0.85 
1.10 
1.20 
1.45 
1.35 
1.60 
1.10 


BUD STANDARD RELAY RACK PANELS 

Made of Steel or Aluminum. Steel 
I Panels are made of high grade steel 
%" thick. Aluminum Panels are 
made of %" thick Aluminum. All 
Panels are 19" wide. Furnished in 
eitther Black or Grey Wrinkle, pr 
light grey hammertone finish at no 
extra charge. Aluminum panels 
3/16" thick may be had if desired 
at 60% increase in cost over 


Cat. No. 
PS-440 
PS-441 
PS-442 
PS-443 


Catalog No. 

Height 

Depth 

MB-458 

6 1 / 2 " 

8 " 

MB-448 

6 1 / 2 " 

10 " 

MB-459 

6 1/2 " 

11 " 

MB-449 

6 V 2 " 

12 " 

MB-460 

6 1 / 2 " 

13" 

MB-450 

8 1 / 2 " 

10 " 

MB-451 

8 1 / 2 " 

13" 


No. of Holes Diameter Type Material Dealer Cost 


BUD METAL DOOR RACK PANELS 

If it is desirable to have accessibility 
to component parts on the chassis, 
this panel is ideal. Door opening on 
No. 615—15%" X 6"; door opening on 
No. 616—15 %" X 7l^". Available in 
either Grey or Black Wrinkle finish. 
Made of Vs" high grade sheet steel. 



Cat. No. 

PS-615 

PS-616 


Length 

19" 

19" 


ifiiiffiii iMdum 

limims -ssmB 


Dealer Cost 

$4.50 

4.95 


BUD VENTILATED 
DOOR RACK PANEL 

These panels have a generous per¬ 
forated area in the door, providing 
adequate ventilation for adjacent 
units. The panels are 19" long and 
available in either Black or Grey 
Wrinkle finish. Door opening on 
PS-814 15 %" X 6". Opening on 

PS-815 15%" X 71 / 2 ". 


Catalog 

No. 

PS-1250 
PS-1251 
PS-1252 
PS-1253 
PS-1254 
PS-1255 
PS-1256 
PS-1257 
PS-1258 
PS-1259 
PS-1260 
PS-1261 


ALUMINUM 


Cat. No. 

PS-814 

PS-815 


Door Height 
6 " 

IW' 


Dealer Cost 
$5.85 
6.45 


Catalog 

No. 

PA-1101 

PA-1102 

PA-1103 

PA-1104 

PA-1105 

PA-1106 

FA-11,07 

PA-1108 

PA-1109 

PA-1110 

PA-1111 

PA-1112 


BUD RACK SHELVES 


Heavy power supplies, modulator units 
etc., can be mounted on these rack 
shelves which are supported in the 
cabinet by the chassis-supporting an¬ 
gles listed on this page. They are de- 
.signed to slide in from the rear of the cabinet. Made of heavy 
gauge steel, finished in Black Wrinkle Enamel only. 


Cat, No. 

CB-1976 

CB-1977 


Depth Dealer Cost 

15" $3.10 

12" 2.35 


Where materials are specified Black Wrinkle Finish only, and Grey is desired, a charge of 15% additional will be made. 

Prices on above sligi^tly higher west of the Mississippi River 


Only a few of^niany BUD ProdiLcts are shown. For complete catalog, 
write BUD RADIO, INC., 2118 E. 55th St., Cleveland, Ohio 
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BUI) HEAVY DUTY 
CHASSIS 

(Furii. with Bottom Flates) 

These chassis, made of heavy 
gauge steel, are intended for 
applications requiring unusual 
sturdiness and where large 
weights are involved. Avail¬ 
able in either Black Wrinkle 
finish or Electro-Zinc Plate. 


Black 
Wrinkle 
Cat. No. 

Zinc 

Plated 

Cat No. 

Depth 

Width 

Height 

Dealer 

Cost 

CB-1757 

CB-1764 

8" 

17" 

2" 

$2.90 

CB-1758 

CB-1765 

8" 

17" 

3" 

3.15 

CB-1759 

CB-1766 

11" 

17" 

2" 

3.30 

CB-1760 

CB-1767 

11" 

17" 

3" 

3.65 

CB-1761 

CB-1768 

13" 

17" 

2" 

4.00 

CB-1762 

CB-1769 

13" 

17" 

3" 

4.40 

CB-1763 

CB-1770 

13" 

17" 

4" 

4.84 



ih^ 


BUD CHASSIS SUPPORTING 
ANGLES 

When heavy weights are encoun¬ 
tered in chassis construction, Bud 
Chassis Supporting Angles will dis¬ 
tribute the weight on the sides of 
the rack and relieve the panel. 
Made in two sizes from Black 
Painted Steel, Vs" thick. Sold in 
pairs only. 


Cat. No. 

SA-1349 

SA-1350 


Length 

141/2" 

12 " 


Dealer Cost 
Per Pair 
$1.75 
1.65 



BUD REMOVABLE TOP CHASSIS 

Amateurs and experimenters who 
make periodic changes can do so 
with a minimum of waste by just 
discarding the top that has been 
drilled and replacing it with a new 
top. Supplied in Black Wrinkle 
finish or Electro-Zinc plated. 


Black 
Wrinkle 
Cat. No. 
CB-196 
CB-197 
CB-251 
CB-352 

Zinc 

Plated 

Cat No. 

CB-193 

CB-194 

CB-310 

CB-211 

Depth 

10" 

10" 

13" 

13" 

Width 

17" 

17" 

17" 

17" 

Height 

3" 

4" 

3" 

4" 

Dealer 

Cost 

$3.30 

3.65 

3.45 

4.25 

REPLACEMENT CHASSIS TOPS 

RT-198 

RT-195 

10" 

17" 

1/16" 

$1.25 

RT-253 

RT-312 

13" 

17" 

1/16" 

1.55 


BUD CHASSIS BOTTOM PLATES 

These bottom plates make excellent 
dust covers and protect all wiring 
and component parts under the 
chassis. Each plate has four formed 
bosses that prevent sharp edges from 
scratching the table top. Supplied in 
Black Wrinkle finish or Electro-Zinc Plated finish. 



Black 

Zinc 




Wrinkle 

Plated 



Dealer 

Cat. No. 

Cat. No. 

Width 

Length 

Cost 

BP-705 

BP-706 

5" 

7" 

$ .46 

BP-680 

BP-667 

5" 

91/2" 

.43 

BP-536 

BP-538 

5" 

10" 

.46 

BP-681 

BP-668 

7" 

7" 

.60 

BP-683 

BP-669 

7" 

9" 

.63 

BP-683 

BP-670 

7" 

11" 

.71 

BP-537 

BP-539 

7" 

12" 

.68 

BP-684 

BP-671 

7" 

13" 

,75 

BP-685 

BP-672 

5" 

13 

.60 

BP-516 

BP-513 

7" 

15" 

.75 

BP-541 

BP-540 

81/2" 

15" 

.76 

BP-1069 

BP-1067 

4" 

17" 

.60 

BP-686 

BP-673 

7" 

17" 

.86 

BP-707 

BP-708 

8" 

10" 

.75 

BP-709 

BP-7i0 

8" 

12" 

.86 

BP-687 

BP-674 

8" 

17" 

.90 

BP-688 

BP-675 

10" 

12" 

.90 

BP-517 

BP-514 

10" 

14" 

.85 

BP-689 

BP-676 

10" 

17" 

1.10 

BP-690 

BP-677 

11" 

17" 

1.10 

BP-691 

BP-678 

12" 

17" 

1.20 

BP-692 

BP-679 

13" 

17" 

1.40 

BP-518 

BP-515 

10" 

23" 

1.40 

Where 

materials are 

specified Black 

Wrinkle 

Finish only. 



BUD STEEL CHASSIS BASES 

These chassis are made from one 
piece of steel, all corners are rein¬ 
forced and spot welded. The four 
sides are folded on bottom for ad¬ 
ditional strength—this also permits 
a bottom plate to be attached if 
desired. Furnished in either Black 
Wrinkle or Electro-Zinc plated. 


Black 

Wrinkle 

Cat. No. 

Zinc 
Plated 
Cat. No. 

Depth 

Width 

Height 

Gauge 

Dealer 

Cost 

CB-628 

CB-629 

5" 

7" 

2" 

22 

$ .85 

CB-644 

CB-645 

5" 

9 y2" 

21/2" 

22 

.90 

CB-788 

CB-776 

5" 

9 Va " 

11/2 " 

22 

.80 

CB-604 

CB-605 

5" 

10" 

3" 

22 

1.05 

CB-789 

CB-1191 

7" 

7" 

2" 

22 

.90 

CB-790 

CB-1193 

7" 

9" 

2" 

22 

1.05 

CB-791 

CB-1193 

7" 

11" 

2" 

20 

1.10 

CB-792 

CB-793 

7" 

12" 

3" 

20 

1.25 

CB-646 

CB-1194 

7" 

13" 

2" 

20 

1.20 

CB-647 

CB-1198 

5" 

131/2" 

21/2" 

20 

1.30 

CB-649 

CB-1189 

7" 

15" 

3" 

20 

1.45 

CB-665 

CB-660 

8i/>' 

15" 

3" 

20 

1.65 

CB-1068 

CB-1066 

4" 

17" 

3" 

20 

1.30 

CB-648 

CB-1199 

7" 

17" 

2 1/2 " 

20 

. 1.55 

CB-701 

CB-702 

8" 

10" 

21/2" 

20 

1.42 

CB-703 

CB-704 

8" 

12" 

2 1/2 " 

20 

1.50 

CB-650 

CB-774 

8" 

17" 

2" 

20 

1.45 

CB-651* 

CB-775 

8" 

17" 

3" 

20 

1.55 

CB-652 

CB-1195 

10" 

12" 

3" 

20 

1..50 

CB-653 

CB-779 

10" 

14" 

3" 

20 

1.60 

CB-654* 

CB-769 

10" 

17" 

2" 

20 

1.60 

CB-636* 

CB-637 

10" 

17" 

3" 

20 

1.60 

CB-655* 

CB-1196 

10" 

17" 

3" 

18 

1.85 

CB-656 

CB-1197 

10" 

23" 

3" 

18 

2.44 

CB-657* 

CB-770 

11" 

17" 

2" 

18 

2.00 

CB-658* 

CB-771 

11" 

17" 

3" 

18 

2.30 

CB-663* 

CB-661 

12" 

17" 

2" 

18 

1.70 

CB-664* 

CB-662 

12" 

17" 

3" 

18 

2.00 

CB-659* 

CB-772 

13" 

17" 

2" 

18 

3.35 

CB-660* 

CB-773 

13" 

17" 

3" 

18 

3.55 

CB-640* 

CB-641 

10" 

17" 

4" 

18 

2.04 

CB-642* 

CB-643 

13" 

17" 

4" 

18 

3.00 

CB-623 

CB-624 

10" 

17" 

5" 

18 

3.65 

CB-625 

CB-626 

13" 

17" 

5" 

18 

4.00 

* Indicates 

chassis 

which 

are punched to 

accommodate 


Chassis Mounting Brackets. 


BUD OPEN-END CHASSIS 

Used with the various sizes and 
styles of Bud metal cabinets, these 
chassis are ideal for any type of 
small built-up unit such as a rec¬ 
ord amplifier, code oscillator, etc. 
U-shaped construction is used. 
%" for more ^strength. Finish is Electro- 



Ends folded over 
Zinc Plating. 


Dealer 


Cat. No. 

Depth 

Width 

Height 

Fits Cab. No. 

Cost 

CB-38 

7" 

6" 

2" 

C-1584 

$ .66 

CB-30 

5" 

7" 

iy2" 


.30 

CB-41 

7" 

7" 

1 y2" 

C-973 

.75 

CB-39 

7" 

8" 

2" 

C-1585 

.84 

CB-996 

51/2" 

9" 

iy2" 

C-993 

.70 

CB-976 

71/2" 

9" 

iy2" 

C-999, C-1746 

.95 

CB-40 

7" 

10" 

2" 

C-1586 

.90 

CB-997 

7" 

11" 

iy2" 

C-994, C-1747 

1.00 

CB-998 

7" 

13" 

iy2" 

C-995, C-1748 

1.16 

CB-34 

10 %" 

14" 

2" 

C-975A 

1.44 

CB-35 

7%" 

15" 

2" 

C-1190A 

1.38 


BUD CHASSIS DECKS 

Chassis are suitable for use in carrying 
cases and utility cabinets. Each unit is 
folded over IVz" on the front, on the 
side. Made from Zinc Plated steel. Use¬ 
ful for interstage shielding and supports in regular panel and 
chassis layouts. 



Cat. No. 

CB-522 

CB-523 

CB-524 

CB-525 

CB-526 

CB-527 

CB-528 

CB-36 

CB-37 


Width 

4%" 

5%" 

8%" 

9%" 

7%" 

61 / 2 " 

8 %" 


Depth 

51/2" 

41/2" 

61 / 2 " 

51/2" 

71 / 2 " 

71 / 2 " 

61 / 2 " 

61/2" 


Fits Cab. No. 

CU-1098 
CU-1099 
CU-879 

CU-1124, CC-1096 

CU-880 

CU-881 

CU-882 

CC-1097 

CC-llOO 


Dealer Cost 
$ .52 
.50 
.65 
.60 
.93 
.95 
.75 
.66 
.82 


BUD BOX SHIELDS 

For shielding power transformers and 
chokes, for covering and protecting various 
components in other electronic units. Top 
and sides are one-piece steel. No. BS- 
1244 has perforated steel ends for ventila¬ 
tion. BS-1891 has solid ends. Flanges at bottom provide for 
mounting. Finished in Black Wrinkle Enamel only. 



Cat. No. Ends 

BS-1244 Ventilated 
BS-1891 Solid 


Length 

71 / 2 " 

7%" 


Depth 

41/2" 

41/2" 


Height 

5" 

5" 


Dir. Cost 

$1.60 

1.65 


Prices on above slightly higher west of the Mississippi River 
Only a few of many BUD Products are shown. For complete catalog, 
write BUD RADIO, INC., 2118 E. 55th St., Cleveland, Ohio 
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BUD ALUMINUM CHASSIS 
The construction and design of 
these chassis is exactly the same as 
hur steel chassis. The aluminum 
chassis are welded oh government 
approved spot welders that are the 
same as used in the welding of 
hluminum airplane parts. As a re- 
. „ • .L , depend on Bud Alum- 

mum Chassis to do a perfect job. Etched Aluminum finish, 
ixm gauges in table below are aluminum gauges. 


Catalog 

Number 

Depth 

Width 


AC-430 

4" 

6" 

3" 

AC-431 

4" 

6" 

2" 

AC-432 

4" 

17" 

3" 

AC-402 

5" 

V! 

2" 

AC-429 

5" 


3" 

AC-403 

5" 

9 % " 

2" 

AC-421 

5" 

9-^2 " 

3" 

AC-404 

5" 

10" 

3" 

AC-422 

5" 

"3" 

3" 

AC-433 

6" 

ITt' 

3" 

AC-405 

7" 

7" 

2" 

AC-406 

7" 

9" 

2" 

AC-407 


11" 

2" 

AC-408 

7" 

12>' 

3" 

AC-409 

7" 

18^ 

2" 

AC-411 

7" 

15" 

2" 

AC-423 

7" 

17" 

3" 

AC-424 

8" 

12^' 

3" 

AC-425 

8" 

17" 

2" 

AC-412 

8" 

17" 

3" 

AC-41S 

10" 

12^’ 

3" 

AC-414 

10" 

14" 

3" 

AC-415 

10" 

17" 

2" 

AC-416 

10" 

17t' 

3" 

AC-426 

11" 

17 " 

2" 

AC-417 

11" 

17" 

3" 

AC-418 

12" 

17" 

3" 

AC-419 

13" 

17" 

2" 

AC-420 

13" 

17 " 

3" 

AC-427 

10" 

17" 

4" 

AC-428 

13" 

W 

4" 



BUD INSTRUMENT & RECEIVER 
CABINETS 

Each cabinet has an evenly recessed 
hinged cover with convenient finger lift. 
The panel on front of cabinet is readily 
attached with self-tapping screws. Lou¬ 
vers provide ample, ventilation, These 
Cabinets are finished in Black Wrinkle 
only. For chassis to fit these cabinets see 
Open End Chassis listed on other page. 


Gauge 

Dealer 

Cost 

Cat. No. 

Height 

7" 

Width 

Depth 

Dealer Cost 

18 

$1.02 

C-973 

8" 

8" 

$3.20 

18 

1.02 

C-993 

7" 

10" 

8" 

3.48 

16 

1.83 

C-994 

7" 

12" 

8" 

4.00 

18 

.84 

C-995 

7" 

14" 

8" 

4.20 

18 

1.05 

C-1190 

8" 

16" 

8" 

6.00 

18 

.99 

C-975 

9" 

15" 

11" 

6.00 


BUD STREAMLINED AMPLIFIER FOUNDATIONS 


Use this unit to obtain beauty in 
an amplifier and similar appara¬ 
tus. Bach foundation consists of a 
; standard chassis on which is 
mounted a removable top caver. 
Chromium trim is used to add 
additional attractiveness to the 
equipment. All chassis are 3" 
high and complete units are 9" 
high. Sturdy Easy Grip handles 
; are attached to chassis. Black or 

_ Grey Wrinkled Finish. _ 

Width Depth Dealer Cost 

10-1/16" 5" $3.90 

12-1/16" 7" 6.06 

17-1/.16" 7" 

17-1/16" 10" 


Cat. NO. 
CA-1750 
CA-1751 
CA-1752 
CA-1753 


BUD SLOPING PANEL AMPLIFIER FOUNDATIONS 

Bach foundation consists of a 4" slop¬ 
ing frant chassis on which is mounted 
a removable top cover.^ The top cover 
contains grilled cutouts and louvers for 
adequate ventilation. All have handles 
mounted on chassis. All chassis are 
3i/>" high and all units are 914" over¬ 
all height. Cover is finished in Grey 
Wrinkle with chrome trim and the 
chassis is finished in Black Wrinkle. 



Cat. No. 
CA-1980 

Top 

Chassis 

Chassis 

Depth 

5" 

• Length 
10" 

Depth 

8" 

CA-1981 

7" 

12" 

10" 

CA-1982 

7" 

17" 

10" 

CA-1983 

10" 

17" 

13" 



BUD AMPLIFIER FOUNDATIONS 

Each unit consists of a regular 
chassis on which is attached a per¬ 
forated metal cover which provides 
a lot of ventilation. Chassis have 
easy grip handles attached to same. 
Finished in Black Wrinkle only. 


Cat. No. 

Height 

Width 

Depth 

Chassis 

Height 

Dealer 

Cost 

CA-699 

8-5/16" 

9%" 

5%" 

21^" 

$3.85 

CA-1125 

8-5/16" 

13 %" 

W 

2%" 

4.25 

CA-1126 

8-5/16" 

17 %" 

7%" 

2^4" 

6.60 

CA-1127 

8-13/16" 

17 Vs" 

10%" 

3" 

7.16 

CA-1128 

8-13/16" 

12%" 

10 %" 

3" 

6.05 



BUD STREAMLINED CABINETS 

Distinctive features of these cabinets 
are the rounded front corners and re¬ 
cessed hinged top. All parts built in¬ 
to this cabinet are easily accessible. 
Overall height, 8". Depth, 814". Fin¬ 
ished in Black Wrinkle only. Suit¬ 
able chassis may be found under list¬ 
ing of Open End Chassis on other 
page. 


Catalog- 

Panel 

Cabinet 

Cabinet 

Dealer 

Number 

Size 

Width 

Height 

Cost 

C-1789 

8" X 8" 

10 1 / 2 " 

8" 

$3.25 

C-1746 

8" X 10" 

121 / 2 " 

8" 

4.00 

C-1747 

8" X 12" 

141 / 2 " 

8" 

4.50 

C-1748 

8" X 14" 

16 1 / 2 " 

8" 

5.15 

C-1790 

8" X 16" 

18 1 / 2 " 

8" 

5.75 

BUD 

DELUXE 

STREAMLINED 

CABINETS 



These cabinets are identical with those listed above, except that 
they have a 14" vertical chrome strip at each side of the panel, 
and are supplied in Gray Wrinkle Enamel only. 


Catalog 

Panel 

Cabinet 

Cabinet 

Dealer 

Number 

Size 

Width 

Height 

Cost 

C-1791 

8" X 8" 

101/2" 

8" 

$4.15 

C-1781 

8" X 10" 

121/2" 

8" 

4.62 

C-1782 

8" X 12" 

141/2 " 

8" 

4.96 

C-1783 

8" X 14" 

161/2" 

8" 

6.18 

C-1792 

8" X 16" 

18 1/2" 

8" 

6.50 


BUD METAL CARRYING CASES 

These carrying cases have many uses. An easy grip handle 
is fastened to the top. Front and back panels are removable. 
Steel wielded construction assures maximum strength with min- 
imum weight, an important requirement for 
portable work. Finish is Black Wrinkle only. 
For chassis to fit these cabinets see Chassis 
Decks on other page. 



Cat. No. 

Depth 

Width 

Height 

Cost 

CC-1095 

5" 

6" 

9" 

$2.48 

CC-1091 

5" 

9" 

6" 

2.48 

CC-1096 

6" 

7" 

12" 

2.90 

CC-1092 

6" 

12" 

7" 

3.42 

CC-1097 

7" 

7%" 

15" 

3.60 

CC-1100 

8" 

10" 

10" 

3.42 

CC-1093 

7" 

15" 

9" 

5.00 


REAMLINED SCOPE AND UTILITY CABINETS 

These are attractive cabinets that are 
adaptable to a variety of uses. All cabi¬ 
nets are supplied with chassis. Prices 
shown below include chassis. The chassis 
height on all except CU-1991 and CU- 
1992 is 114". CU-1991 is designed for 3" 
cathode ray tube and has a hinged cover 
to provide easy access to tube or other 
components. Chassis height is 2". CU- 
1992 is designed for a 5" cathode ray 
tube and also has a hinged cover. 
Chassis height, 3". 


Catalog 

Number 

CU-1990 

CU-1984 

CU-1985 

CU-1986 

CU-1987 

CU-1988 

CU-1989 

CU-1991 

CU-1992 


Where materials are speeified Black Wrinkle FiniMi only, and Grey is desired, a charge of 15% additional will be made. 

Prices on above slij^tly higher west of the Mississippi River 
Only a few of many BUD Prodncts are shown. For complete catalog, 
write BUD RADIO, INC., 2118 E. 66th St., Cleveland, Ohio 
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BUD SUOPING PANEL CABINETS 

The entire frant panel is removable if 
desired. This cabinet is also provided 
with a hinged top for easy accessibility 
to tubes or other parts that are mounted 
on chassis. All cabinets are finished in 
Black Wrinkle only. 


Catalog 

Number 

Height 

Width 

Depth 


Fits 

Chassis 

Dealer 

Cost 

0-1584 

W' 

7-1/16" 

7%" 

7" 

X 6" 

X 2" 

$3.15 

0-1585 

61 / 2 " 

9-1/16" 

7 % " 

7" 

X 8" 

X 2" 

3.58 

C-1686 

61 / 2 " 

11-1/16" 

7%" 

7" 

X 10" 

X 2" 

3.96 

C-1892 

8 " 

13-1/16" 


8" 

X 12" 

X 

" 4.75 

C-1893 

10" 

18-1/16" 

10 

10 " 

X 17" 

X 3" 

6.66 



BUD SLOPING PANEL UTILITY BOX 

A compact, sloping panel cabinet, providing a 
streamlined appearance and enough space to 
house conveniently a 2 or 3 miniature tube 
amplifier or gadget. A %" flange around the 
rear opening of the cabinet provides a con¬ 
venient back cover mounting. Accommodates 
a Bud miniature chassis. Finished in black 
wrinkle. 


Cat. 

No. 

Height 

Width 

Depth 

C-1602 

4" 

4" 

4%" 

C-1603 

4" 

5" 


0-1604 

4" 

6 " 

4%" 

C-1605 

4" 

7" 

4%" 


Use Dealer 

Chassis No. Cost 

CB-1617 $1.20 

CB-1618 1.30 

CB-1619 1.40 

CB-1620 1.50 


BUD SLOPING PANEL UTILITY CABINET 


A metal box that can be used for numerous purposes. Finished 
in Black Wrinkle Enamel only. 



Cat. 

No. 

C-1578 

C-1579 

C-1580 

C-1581 


Dealer 


Height 

Width 

Depth 

ueaier 

Cost 

41 / 4 " 

4" 

4" 

$1.00 

4%" 

5" 

4" 

1.15 

4y4" 

6" 

4" 

1.32 

41 / 4 " 

7" 

4" 

1.59 



BUD STREAMLINED 
MULTI-PURPOSE CABINETS 

Handsome streamlined metal cabinet, 
finished in grey wrinkle. Back of Cabinet 
open for ventilation. 


Height 

Width 

Depth 

Use 

Chassis No. 

Dealer 

Cost 

4 1/2 " 

3%" 

3 Vs" 

CB-1623 

$1.65 

4 1/2 " 

71/8" 

3 Vs" 

CB-1628 

1.93 

4 1/2 " 

SVa" 

31 / 2 " 

CB-1625 

1.70 

eva" 


W' 

CB-1625 

1.75 



BUD MINIATURE AMPLIFIER 
FOUNDATION 

With the increased use of miniature tubes, 
smaller cabinets can be used when design¬ 
ing a compact amplifier. This aipplifler 
foundation was designed expressly for this 
purpose. The chassis is a 5" x 7" x 2". The 
cover is made of perforated metal. A 
streamlined handle makes this cabinet 
portable. Finished in black wrinkle. 


Cat. 

No. 

CA-1754 


Height 

6 " 


Width 

7-3/16" 


Depth 

5-3/32" 


Chassis 

Height 

2 " 


Dealer 

Cost 

$3.50 


BUD ALUMINUM MINIATURE CHASSIS 

These small, open end aluminum chassis are 
just the thing for miniature tube applications 
or sub-assemblies. Made of hard aluminum 
with flange on bottom, allowing the 

chassis to be fastened down or a bottom plate 
to be attached. Extremely useful for small 
receivers, outboard uses, such as narrow band PM adapters or 
any use where space is limited. Finish is etched aluminum. 


Cat. 




Fits 

Dealer 

No. 

Depth 

Width 

Height 

Cabinet No. 

Cost 

CB-1623 

2%" 

2%" 


0-1784 

$ .30 

CB-1624 

1%" 

3%" 

1" 

CU-883 

.33 

CB-1625 

3%" 

41 / 2 " 

2" 

C-1788 

.36 

CB-1626 

2%" 

41 / 8 " 

1" 

CU-728 

.36 

CB-1627 

3%" 

41 / 8 " 

iy2" 

CU-729 

.36 

CB-1628 

3" 

6 Vs" 

i%" 

C-1785 

.42 

CB-1629 

5%" 

4%" 

i%" 

CU-1098 

.45 

CB-1617 

4" 

8 Vs" 

1" 

C-1602 

.36 

CB-1618 

4" 

4yg" 

1" 

c-ieo3 

.39 

CB-1619 

4" 

sys" 

1" 

C-1604 

.42 

CB-1620 

4" 

W 

1" 

C-1605 

.45 



BUD MINIATURE UTILITY CABINETS with Attached Chassis 



Pilling a long wanted need for a small cabi¬ 
net with a chassis attached to the front 
panel, these cabinets are indispensable when 
building electronic devices using miniature 
tubes. Front and rear panels are removable 
and fastened with self-tapping screws, per¬ 
mitting easy accessibility. Especially useful 
for HP converters, television amplifiers and 
power supplies. Finished in black wrinkle. 


No. 

Height Width 

Depth 

CHASSIS SIZE 

Cost 

C-1793 

4" 

4" 

2" 

1" 

sys" 

178" 

$1.05 

C-1794 

4" 

5" 

3" 

1" 

41 / 8 " 

2%" 

1.16 

C-1795 

5" 

4" 

3" 

1%" 

sys" 

2%" 

1.15 

C-1796 

6" 

5" 

4" 

1%" 

4y&" 

3%" 

1.43 

C-1797 

5" 

6" 

4" 

1%" 

51 / 8 " 

sys" 

1.43 

C-1798 

6" 

6" 

6" 

1%" 

4%" 

sys" 

1.48 



BUD METAL UTILITY CABINETS 

The large number of, sizes available makes 
this line useful for all sorts of electronic 
equipment, monitors, frequency meters, etc. 
These cabinets have two removable sides for 
easy accessibility. Finished in Black Wrinkle, 


Cat. No. 

Depth 

Width 

Height 

Dealer Cost 

CU-883 

2" 

4" 

4" 

$ .85 

CU-728 

3" 

5" 

4" 

.95 

CU-729 

4" 

5" 

6" 

1.20 

CU-1098 

6" 

6" 

6" 

1.30 

CU-1099 

5" 

6" 

9" 

1.86 

CU-879 

7" 

8" 

10" 

2.30 

CU-1124 

6" 

7" 

12" 

2.46 

CU-880 

8" 

10" 

10" 

2.90 

CU-881 

8" 

11" 

12" 

3.60 

CU-882 

7" 

9" 

15" 

4.10 



BUD HANDY BOXES 

Something new in box design permits a 
large number of small components to be 
easily wired or serviced. The cover is held 
by 4 self-tapping screws. Black wrinkle 
finished steel. 


Cat. No. Height Width Depth Dir. Cost 

HB-1621 2 hi" 4 hi" 11 / 2 " $ .90 

HB-1622 2" 4" 2%" 1.00 


BUD MINIBOXES 

There are thousands of uses in the fields of 
radio and electronics for these new boxes. 
They are made from heavy gauge aluminum. 
The design of the box permits installation of 
more components than would be possible in 
the conventionally designed box of the same 
size. It is of two piece construction, each half 
foi-ming three sides. The flange type construction assures ade¬ 
quate shielding. Available in etched aluminum finish and gray 
hammerloid finish. 



Gray 
Cat. No. 

Etched 
Cat. No. 

Length 

Width 

Height 

Dealer 

Cost 

CU-2100 

CU-3000 

2%" 

21/8" 

. 1%" 

$ .63 

CU-2101 

CU-3001 

31/4’’ 

21 / 8 " 

1%" 

.63 

CU-2102 

CU-3002 

4" 

21 / 8 " 

1%" 

.66 

CU-2103 

CU-3003 

4" 

21/4" 

2%" 

.87 

CU-2104 

CU-3004 

5" 

21A" 

214" 

.90 

CU-2105 

CU-3005 

5" 

4" 

3" 

.99 

CU-2106 

CU-3006 

514" 

3 " 


.96 

CU-2107 

CU-3007 

6" 

5" 

4" 

1.23 

CU-2108 

CU-3008 

7" 

5" 

3" 

i;38 

CU-2109 

CU-3009 

8" 

6" 

31 / 2 " 

2.01 

CU-2110 

CU-3010 

10" 

6" 

sy^" 

J2.49 

CU-2111 

CU-3011 

12" 

7" 

4" 

2.94 

CU-2112 

CU-3012 

17" 

5" 

4" 

3.46 

CU-2113 

CU-3013 

10" 

2" 

1%" 

.99 

CU-2114 

CU-3014 

12" 

2y2" 

2%'" 

T.36 

CU-2115 

CU-3015 

4" 

2" 

2%" 

.84 

CU-2116 

CU-3016 

4y4" 

' 2y4" 

11 / 2 " 

.87 


BUD STREAMLINED METER CASES 


Designed for all applications requiring a modern meter case. 
All cases have a sloping front with top corner rounded. Meter 
cases CM-1241 and CM-1242 have insulators on top for leads to 
meter. CM-1965 and CM-1966 are furnished without insulators. 
Finished in Black Wrinkle. 



Catalog 

Number 

CM-1241 

CM-1242 

CM-1965 

CM-1966 


Hole 

Fits 

Dealer 

Diameter 

Meter Size 

Cost 

2.334" 

2" 

$1.25 

2.835" 

3" 

1.25 

2.334" 

2" 

.95 

2.835" 

3" 

.95 


Where materials are specified Black Wrinkle Finish, and Gray is desired, a charge of 15% additional will be made. 
Prices on above slightly higher west of the Mississippi River 

Only a few of many BUD Products are shown. For complete catalog, 
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BUD MIDGET SPEAKER CASES 


BUD WALE OK TABUE TYPE 
SPEAKER CASE 



A safe, convenient housing for midget 2" and 3" 
speakers. Size 4" wide, 4" deep, 4^" high. Fur¬ 
nished in Black Wrinkle Finish only. 


Catalog 

Number 

CS-1685 

CS-1686 


Hole 

Diameter 

2-3/16" 

2-13/16" 


Speaker 

Size 



TRUCK CASTERS 

No, RC-7756—Heavy Duty type casters, for 
weights of 400 lbs. or less. No. RC-7757 Casters 
are Light Duty for lighter weights. Wheels, 
hard rubber composition and ball bearing. 


Catalog No, Height 
RC-7756 2%" 

RC-7757 2" 



A distinctive line of new metal speaker 
chbinets with reproduction capabilities 
equal to wood cabinets. All troubles 
with wood warping and splitting are 
eliminated. 

Keyway holes are provided for wall 
mounting and four embossed feet on 
the bottom prevent damaging table sur¬ 
faces. Finished in Brown Wrinkle only. 


Type Dealer Cost 
Heavy Duty $ .90 

Light Duty .40 


BUD IMPROVED UTILITY HANDLES 


Cat. No. 

Hole 

Size 

Speaker 

Size 

Height 

71 / 2 " 

Width 

CS-1948 

31 / 2 " 

4" 

4" 

6 1 / 2 " 

CS-1939 

5" 

71 / 2 " 

6 1/2 " 

CS-1940 

4%" 

6" 

91 / 2 " 

8" 

CS-1941 

61 / 2 " 

8" 

111 / 2 " 

91 / 2 " 

CS-1943 

81 / 2 " 

10" 

13 Vg" 

111 / 2 ", 

CS-1943 

101 / 3 " 

12" 

151 / 2 " 

131 / 2 " 


These handles are designed to provide suffi- Catalog 
cient strength and comfortable hand-grip. Number 

They are made from aluminum tubing and UH-70A 

are given an etched aluminum finish. Made in two sizes and UH-71A 
furnished complete with screws, washers and nuts. 


Overall 

Length 


Overall 

Width 


Mtg. Hole 
Center 
4%" 
3U." 


Special Sheet Meta! Fabrication Facilities 


NOW, BUD RADIO, through its Metal Products Division, pffers greatly 
increased facilities for the production of special sheet metal items. New 
machinery has been added, departments have been modernized and 
streamlined and new methods have been developed. 

We make over 400 different sheet metal products as stock items. Often a 
slight change in one of our standard models will eliminate the necessity 
of special tools and dies, thereby reducing costs. Since we produce thousands 
of sheet metal products every month for ourselves and for leading firms 
throughout the country we are able to effect economies in production which 
mean lower prices and faster delivery. 

Our expanded facilities, expert workmanship, years of experience and manu¬ 
facturing “know-how” assure high quality products. In addition, our 
engineering staff is always available for consultation and advice. Send us 
your blue prints for estimates. 

Illustrated are a few examples of specially fabricated sheet metal products. 



Where materials are specified Black Wrinkle Finish, and Gray is desired, a charge of 15% additional will be made. 

Prices on above slightly higher west of the Mississippi River 
Only a few of many BUD Products are shown. For complete catalog, 
write BUD RADIO, INC., 3118 E. 55th St., Cleveland, Ohio 
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HUD CODE PRACTICE OSCIUUATOR AND MONITOR 
CPO-138 


BUD CODE PRACTICE OSCIUUATOR AND MONITOR 
EARPHONE MODEL CPO-130 


The BUD CODEMASTER is a 
real money-saver. No longer do 
you have to consider your code 
practice oscillator useless after 
you have learned the code. A 
flip of the switch and you have 
a good CW monitor. This is a 
really versatile instrument. 

It has a 4" built-in perma¬ 
nent magnetic dynamic speaker 
and will operate up to twenty 
earphones. 

A volume control, and pitch 
control permit adjustments to 
suit individual requirements., 
Any number of keys can be connected in parallel to the oscil¬ 
lator for group practice. 

This unit will operate on 110 volts A.C. or D.C. An external 
speaker may be plugged in without the use of an output 
transformer. All controls are placed on the front of the unit 
and all jacks are in the rear. The units is 6%" high, 
wide and 3)^" deep. It is finished in Grey Hammertone 
enamel with red lettering. 

Catalog No. Dealer Cost 

CPO-128 $14.48 




This unit is similar to the CPO-128. 
The difference is that the 4" speaker 
is not included. The monitor feature, 
however, is included. A phone jack is 
provided for the output and as many 
as 20 pairs of phones and keys can 
be operated at one time far class¬ 
room operation. This model will also 
operate a permanent magnetic dy¬ 
namic speaker. 


Plug the voice coil leads into the phone jack—no output 
transformer is needed. Size of case is 51/^" wide, 4i^" high 
and 3 " deep. 

Catalog No. Dealer Cost 

CPO-130 $13.20 


BUI^ FREQUENCY CALIBRATOR FCC-90 

To comply with federal regulations, 
some means of accurately checking 
transmitter frequency must be avail¬ 
able at every “ham” station. The 
BUD PCC-90 consists of a 100 kc. 
crystal oscillator that is Completely 
Self-Powered. It will give 100 kc. 
check points on all bands up to 
30 megacycles. This enables the operator to determine exact 
band edges. 

No extra wiring is required to install this unit. Plug the 
FCC-90 into a 110 volt receptacle, connect the pick-up lead 
to the antenna binding post o-f the receiver and the unit is 
ready for operation. An ON-OFF switch and a STANDBY 
switch are provided. 

Catalog No. Dealer Cost 

FCC-90 $15.69 



BUD GIANT TRANSMITTER CONDENSER—-Single Section 
BUD GIANT TRANSMITTER CON¬ 
DENSERS are built with a sturdy 
frame consisting of 3/16'' thick alumi¬ 
num end plates, connected by %" 
diameter duraluminum rods. Formed 
brackets at top and bottom at end 
plates provide for mounting these 
units, and permit placing of associated 
inductances directly on the condenser. 
Rotor and stator plates are ac¬ 
curately stamped from 0.064" thick 
highly polished aluminum with all edges rounded to minimize 
corona lo^s and danger of peak-voltage flash-over. The plates 
are separated by accurately machined duraluminum spacers 
that insure a constant air-gap throughout the entire length 
of the condenser. 

The large two-flnger rotor-contact spring, made from plated 
spring brass, assures positive contact with noise-free operation. 
Steatite bars insulate the stator, and are placed well outside 
the electrostatic field to keep dielectric losses at a minimum. 




Max. 

Min 


Mtg. 

Over- 


Catalog 

Cap. 

Cap. 

No. of 

Air Hole 

All 

Dealer 

Number 

MMFD. 

MMFD. 

Plates 

Gap Spcg. 

Length 

Cost 

GC-1800 

195 

24 

15 

.250" 8 1 / 2 " 

12 %" 

$26.13 

GC-1801 

345 

32 

27 

.250" 12^" 

leVs" 

37.02 

GC-1802 

530 

48 

41 

.250" 16 %" 

201 / 2 " 

49.68 

GC-1803 

55 

19 

7 

.500" 71 / 2 " 

11 %" 

20.85 

GC-1804 

95 

25 

15 

.500" 12" 

15 %" 

29.19 

GO-1805 

150 

33 

21 

.500" 15 %" 

191^" 

34.98 

GC-1806 

255 

52 

35 

.500" 23 

271 / 8 " 

49.02 

GC-1807 

50 

22 

9 

.750’' 10"% 

141 / 2 " 

24.21 

GC-1808 

75 

27 

13 

.750" 13 %" 

17%" 

29.34 

GC-1809 

110 

40 

19 

.750" 18 %" 

22 %" 

32.67 

GC-1810 

160 

50 

29 

.7 50" 26 %" 

30 %" 

46.86 

GC-1811 

55 

30 

11 

1.000" 14 %" 

18 %" 

28.11 

GC-1812 

85 

40 

17 

1.000" 211/8" 

25" 

36.03 

GC-1813 

105 

45 

23 

1.000" 271 / 2 " 

31 %" 

44.43 


BUD MASTER TRANSMITTING CONDENSERS—Dual Section 

All tie-rods in this series are insulated by 
glazed Steatite pillars, thus completely 
eliminating all closed metallic loops in 
the condenser frame. A special outstand¬ 
ing feature, developed by BUD engineers, 
is that of placing the positive double 
wiping rotor contact between the two sec¬ 
tions at the center of the rotor. These fea¬ 
tures contribute to perfect circuit balance and eliminate the 
majority of difficulties encountered in high frequency equip¬ 
ment due to parasitics, circulating currents and poor neu¬ 
tralization. Use BUD condensers throughout and be trouble free. 




Cap. 

No. 


Mtg. 

Over¬ 


Catalog 

Per Sec. 

Plates 

Air 

Hole 

all 

Dealer 

Number 

Max. 

Min. 

Per Sec. 

Gap. 

Spcg. 

Length 

Co-st 

BC-1635A 

25 

9 

5 

.200" 

6-13/32" 

8-1/32" 

$13,91 

BC-1636A 

35 

12 

7 

.200" 

7-13/32" 

9-1/32" 

14.70 

BC-1637A 

50 

13 

11 

.200" 

9-13/32" 

11-1/32" 

15.96 

BC-1638A 

75 

16 

15 

.200" 

11-13/32" 

13-1/32" 

17.28 

BC-1633A 

100 

20 

21 

.300" 

14-13/32" 

16-1/32" 

19.35 

BC-ie34A 

50 

15 

13 

.300" 

12-13/16" 

14-7/16" 

17.43 


Panel space to mount Master Condensers 3%" wide by 4%" high 


BUD MIDGET CONDENSERS 

Small size, sturdy construction and high 
mechanical and electrical efficiency are 
the outstanding features. Insulation used 
is Steatite. Rotor and Stator plates are 
brass and are electro-soldered to their 
respective rods. All metal parts are 
cadmium plated. These condensers have 
both front and rear bearings and are 
furnished in either mid-line type plates 
(straight line wave length), or semi-circular plates (straight 
line capacity). 



SEMI-CIRCULAR TYPE — DOUBLE BEARING 


Catalog 

Cap. in MMFD. 

Air 

Number 

Dealer 

Number 

Max. 

Min. 

Gap 

Plates 

Cost 

MC-1850 

15 

3 

.024" 

3 

$1.53 

MC-1852 

33 

4 

.024" 

5 

1.65 

MC-1853 

50 

5 

.024" 

7 

1.92 

MC-1855 

100 

7 

.024" 

14 

2.10 

MC-1856 

140 

7 

.024" 

19 

2.43 

xMC-1868 

190 

9 

.024" 

27 

2.58 

MC-1859 

235 

10 

.024" 

33 

2.91 

MC-1860 

300 

12 

.024" 

43 

3.18 

MC-1861 

15 

4 

.060" 

5 

1.65 

MC-18e2 

35 

5 

.060" 

11 

2.10 

MC-1863 

50 

7 

.060" 

15 

2.31 

MC-1864 

75 

9 

.060" 

23 

2.70 

MC-1865 

100 

12 

.060" 

31 

2.94 

MC-1866 

35 

8 

.095" 

15 

2.43 

MO-1867 

50 

10 

.095" 

23 

2.76 

MC-1868 

76 

13 

.095" 

33 

3.18 



MID-LINE 

TYPE — 

DOUBLE 

BEARING 


Catalog 

Cap. in MMFD. 

Air 

Number 

Dealer 

Number 

Max. 

Min. 

Gap 

Plates 

Cost 

MC-900 

25 

4 

.024" 

4 

$1.71 

MC-902 

35 

5 

.024" 

6 

1.74 

MC-903 

50 

6 

.024" 

8 

2.01 

MC-904 

75 

7 

.024" 

11 

2.10 

MC-906 

100 

7 

.024" 

15 

2.28 

MC-906 

140 

7 

.024" 

20 

2.61 

MC-908 

190 

9 

.024" 

27 

2.73 

MC-909 

250 

11 

.024" 

36 

2.97 

MC-910 

300 

13 

.024" 

43 

3.33 

MC-565 

15 

4 

.060" 

5 

2.01 

MC-897 

35 

6 

.060" 

11 

2.10 

MC-898 

50 

7 

.060" 

16 

2.40 

MC-899 

75 

8 

.060" 

23 

2.76 

MC-941 

100 

11 

.060" 

31 

3.00 

MC-965 

35 

8 

.09 5" 

15 

2.49 

MC-966 

60 

12 

.095" 

23 

2.70 

MC-967 

75 

14 

.085" 

33 

3.18 


Only a few of many BUD Products are shown. For complete catalog, 
write BUD RADIO, INC., 2118 E. 55th St., Cleveland, Ohio_ 
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BUD MIDGET CONDENSERS 

SINGUE SECTION DOUBEM BEARING 
These Midget Condensers were designed 
to meet the rigid requirements in design 
of ehieient high frequency electronic 
devices and precision laboratory equip¬ 
ment. Brass rotor and stator plate 
stacks are assembled into permanent 
units by means of electro-soldering, 
which assures long life and accurate 
plate spacing. End-plates of Steatite 
insulate the mounting bushings and angles from the rotor and 
stator assemblies. A large front sleeve bearing provides for 
smooth rotation. Special wiper contact provides noise-free 
tuning. All metal parts are cadmium plated. Rotor plates are 
semi-circular shaped. Provision for either panel or base 
mounting. 




Max. 

Min. 


No. 

Over¬ 


Catalog 

Cap. 

Cap. 

Air 

of 

all 

Dealer 

Number 

MMFD. 

MMFD, 

Gap 

Plates 

Length 

Cost 

CE-2000 

15 

4 

.030" 

3 

2 V 2 " 

$1.98 

CE-2001 

35 

6 

.030" 

7 

2-23/32" 

2.22 

CE-2002 

50 

7 

.030" 

9 

2-27/32" 

2.49 

GE-2003 

75 

8 

.030" 

14 

3-5/32" 

2.76 

CE-2004 

100 

9 

.030" 

18 

3-11/32" 

3.00 

CE-2005 

160 

10 

.030" 

27 

3-13/16" 

3.21 

CE-2006 

200 

11 

.030" 

85 

4%" 

3.81 

CE-2007 

250 

12 

.030" 

44 

4%" 

4.05 

CE-2008 

300 

15 

.030" 

52 

5-3/16" 

4,29 

CE-2011 

15 

5 

.060" 

5 

2%" 

2.07 

CE-2012 

35 

7 

.060" 

11 

3y4" 

2.31 

CE-2013 

50 

8 

.060" 

15 

3-9/16" 

2.70 

CE-2014 

75 

10 

.060" 

23 

31 / 4 " 

3.12 

CE-2015 

100 

13 

.060" 

31 

4-9/16" 

3.63 

CE-2016 

35 

9 

.095" 

15 

4-1/16" 

2.82 

CE-2017 

50 

10 

.095" 

23 

6-1/32" 

3.12 

CE-2018 

75 

14 

.095" 

33 

6-7/32" 

3.66 


BUD NEUTRAUIZING AND HIGH 
FREQUENCY TUNING CONDENSERS 
This line pf condensers will fill every neutraliz¬ 
ing and high frequency tuning requirement 
that modern circuits pose. The two-pillar con¬ 
struction makes this unit unusually sturdy and 
eliminates any possibility of capacity variation 
due to vibration. The movable plate is adjusted 
by means of the threaded shaft to which it is 
attached, and it is permanently locked in any 
position by the lock-nut provided. Any loose 
thread is taken up by a special nut and locked 
to give smooth operation. Plates have rounded edges. Steatite 
insulation is used. 



Catalog 

Number 

NC-1000 

NC-lOOl 

NC-1002 


Plate 

Diameter 

1^27/32" 

2-13/16" 


MMFD. Capacity Dealer 
Mas. Min. Cost 

11 1 $2,58 

24 2 3.75 

27 6 5.25 


BUD FEED-THROUGH AND BASE MOUNTED 
NEUTRAUIZING CONDENSERS 
In circuits utilizing tubes with the grid lead termi¬ 
nated in the base a feed-through type of neutraliz¬ 
ing condenser is particularly suited. One hole is 
required for mounting of feed-through condensers. 
Neutralizing condenser illustrated is feed-through 
type. Plates are made of aluminum rounded at 
edges to cut down losses. After proper tuning is 
attained, movable plate can be locked with the 
knurled nut. 

No. 890 and No. 852 are ideal neutralizers for 
popular low power beam tubes. No. 890 condenser 
is based mounted only. 


Catalog 

Plate 

Size Hole 

MMFD. Capacity 

Dealer 

Number 

Diameter 

for Mtg. 

Max. 

Min. 

Cost 

NC-852 

1" 

5/16" 

6 

.5 

$1.26 

NC-853 

1-27/32" 

13/32" 

11 

1 

2.73 

NC-890 

1" 


6 

.5 

1.23 


NEW BUD THREE-GANG TINY 
MITE CONDENSERS 

Hams, Radio Constructors and Experi¬ 
menters can find many uses for these com¬ 
pact. tnree-gang condensers. Designed 
particularly for high frequency use, they are adaptable for use 
in converters, preselectors and receivers covering the Amateur, 
Television and P.M. bands. Well constructed with soldered 
brass plates and ceramic brackets. Rotor shaft extended 
at rear. Height 1-5/16". Width 1-3/16". Length behind panel 
3%". Mounting holes 2-3/16" apart. 


Catalog 

Cap. Per Section 

No. of Plates 

Dealer 

Number 

Max. 

Min. 

Per Section 

Cost 

UC-1845 

11 

5 

3 

$3.81 

UC-1846 

17 

5 

4 

4.32 

UC-J847 

25 

6 

5 

4.71 




BUD *‘CE’» TYPE DUAU MIDGET CONDENSERS 

These well constructed dual condensers 
are similar in design to the double¬ 
bearing “CE” types. They feature a 
rotor wiping contact placed at center 
of the rotor assembly to assure maxi¬ 
mum efficiency at high frequency 
Opposed rotor construction assures 
perfect counterbalance and provides 
even torque at any position of rotation. 
Steatite insulation eliminates closed 
induction in frame. 


Catalog 

PER SECTION 
Max. Min. No. of 

Air 

Distance 

Behind 

Dealer 

Number 

Cap. 

Cap. 

Plates 

Gap 

Panel 

Cost 

CE-2032 

35 

6* 

7 

.030" 

3-1/32" 

$2.97 

CE-2033 

50 

7 

9 

.030" 

31 / 4 " 

3.27 

CE-2034 

75 

8 

14 

.030" 

3-21/32" 

3.63 

CE-2035 

100 

9 

18 

.030" 

4-3/32" 

4.14 

CE-2036 

150 

10 

27 

.030" 

5-3/16" 

4.80 

CE-2039 

15 

5 

5 

.060" 

3-1/32" 

3.45 

CE-2040 

35 

7 

11 

.060" 

4-1/32" 

3.96 

CE-2041 

50 

8 

15 

.060" 

4-28/32" 

4.35 



BUD TINY MITE PADDERS 

For applications requiring a constant padder 
capacity under all temperature and humidity 
conditions, these units are ideal. They lend them¬ 
selves readily to I. P. transformer applications, 
fixed tuned circuits for exciters, ganged con¬ 
denser air trimers, and plug-in-coil padding as 
they fit inside of standard l^/^" diameter coil 
forms. Rotor and stator assemblies are made up of brass 
plates (0.015" thick) and rods electrically soldered into a solid 
unit and then are bright cadmium plated. Insulation is 
Steatite. Each unit may be adjusted in capacity by either a 
screw-driver or a hex. wrench. 



Max. 

Min, 


No. 


Catalog 

Cap, 

Cap. 

Air 

of 

Dealer 

Number 

MMFD. 

MMFD. 

Gap 

Plates 

Cost 

UC-2076 

15 

2 

.017" 

5 

$1.32 

UC-2077 

25 

2.5 

.017" 

7 

1.56 

LC-2078 

35 

3 

.017" 

10 

1.74 

UC-2079 

50 

3.9 

.017" 

14 

1.92 

UC-2080 

75 

4.5 

.017" 

20 

2.28 

LC-2081 

100 

5.5 

.017" 

27 

2.64 

UC-2082 

140 

6.5 

.017" 

37 

3.21 



BUD TINY MITE TUNING CONDENSER 
SINGUE SECTION 

' This series of condensers has been designed for 
applications where space or weight are limiting 
factors and for tuning of high frequency cir¬ 
cuits. Rigid construction, close fitting bear¬ 
ing, positive rotor contact and Steatite insulation 
are the outstanding features. Cadmium plated, 
soldered, brass plates and rods insure high frequency efficiency. 




Max. 

Min. 


No. 


Catalog 

Cap. 

Cap. 

Air 

of 

Dealer 

Number 

MMFD. 

MMFD. 

Gap 

Plates 

Cost 

UC-1640 

8 

2.5 

.017" 

3 

$1.35 

UC-1641 

15 

3 

.017" 

5 

1.47 

UC-1642 

25 

4 

.017" 

9 

1.53 

UC-1643 

35 

5 

.017" 

13 

1.77 

UC-1644 

50 

6 

.017" 

19 

1.86 

UC-1645 

75 

7 

.017" 

29 

2.01 

UC-1646 

100 

9 

.017" 

37 

2.19 

UC-1648 

10 

4 

.037" 

7 

1.50 

UC-1649 

15 

5 

.037" 

11 

1.62 

UC-1650 

25 

5.5 

.037" 

17 

1.92 

UC-1651 

35 

6 

.037" 

21 

2.10 

UC-1652* 

50 

8 

.037" 

35 

2.64 

UC-1653 

6 

3.5 

.073" 

5 

1.59 

UC-1654 

15 

5.5 

.078" 

15 

1.92 

UC-1655* 

25 

9 

.073" 

27 

2.61 


^Denotes double bearing. 



BUD TINY MITE DUAU CONDENSERS 

The construction of these units is similar 
to the regular Tiny Mite Tuning Con¬ 
densers. The two end pieces are held 
together firmly with two tie-rods. 

A separate round plate is soldered on 
rotor rod to shield the two stator sections. 
Large surface front and rear sleeve bear¬ 
ings, provide smooth rotation. 


CAP. PER SECTION No. Plates Over 


Catalog 

Max. 

Min. 

Air 

Per 

all 

Dealer 

Number 

MMFD. 

MMFD. 

Gap 

Section 

Length 

Cost 

UC-1659 

8 

2.5 

.017" 

3 


$2.64 

UC-1660 

15 

3 

.017" 

5 

2yir," 

2.94 

UC-1661 

25 

4 

.017" 

9 

2 IV 32 " 

3.24 

UC-1662 

50 

6 

.017" 

19 

^V32" 

3.30 

UC-1663 

100 

9 

.017" 

37 

4 1/4 " 

3.66 

UC-1664 

10 

4 

.087" 

7 

21%2" 

2.94 

UC-1665 

15 

5 

.037" 

11 

215/16" 

3.24 

UC-1666 

25 

5.5 

.037" 

17 

3%" 

3.57 

UC-1667 

35 

6 

.037" 

21 

4" 

3.93 


Only a few of many BUD Products are shown. For complete catalog, 
write BUD RADIO, INC., 2118 E. 55th St., Cleveland, Ohio 


Radio’s Master — 18th Edition 

Page J-54 


Net 


Copyright by U. C. P., Inc, 
















^ -LATTICE WOUND R. F. CHOKES 

®J-s> For all general purpose applications requiring 
^ high quality choke at a reasonable price, 
this line finds wide acceptance. Each choke is 
wound from silk-covered enameled copper 
wire on a white ceramic bobbin. Leads are 
terminated with two co-nvenient soldering 
lugs. Chokes can be mounted with a 6-32 
screw the center of the form, and each winding is thoroughly 
impregnated against moisture. The wide range of sizes fills 
practically every choke requirement in standard radio circuits. 
Choke base diam. 1-1/16". distance between ends of leads 1%" 


Catalog 

Inductance 

D.C. Res. 

Current 


Dealer 

Number 

mh. 

Ohms 

M.A. 

Height 

Cost 

CH-1313 

2.5 

28 

125 

11/16" 

$ .44 

CH-1313 

3.4 

36 

125 

11/16" 

11/16" 

.55 

CH-1314 

5.6 

46 

125 

.55 

CH-1315 

8. 

60 

125 

11/16" 

.66 

CH-1316 

10. 

65 

125 

11/16" 

.73 

CII-1317 

16. 

84 

125 

11/16" 

.75 

CH-1318 

30. 

190 

100 

15/16" 

.85 

CH-1319 

60. 

279 

90 

15/16" 

.96 

CH-1330 

80. 

332 

80 

15/16" 

1.00 



Catalog 

Number 

CH-568 

CH-569 


TRANSMITTING CHOKES 

Here are two heavy duty R. P. Chokes that can 
really take it in high powered transmitter plate 
circuits. Each choke is wound on 9/16" dia. Stea¬ 
tite rod, has connection lugs and a mounting foot. 

All cliokes have a heavy ceramic coating- which 
prevents moisture absorption and enables them to 
withstand momentary overloads without collaps¬ 
ing the individual pies. 

Consists of five graduated pies wound in con¬ 
tinuous winding. Care has been taken to prevent 
any of the pies from being resonant on an amateur 
band and to keep the distributed capacity at a 
minimum. Overall height 

Current D. C. Dealer 

Inductance Capacity Resistance Cost 

2.2 mh. 1 amp. 5 ohms $1.98 

4.3 mh. .6 amp. 12 ohms 1.80 


IRON CORE R. F. CHOKES 

1 The efficiency of any circuit requiring an R. P. 
choke will be definitely improved by utilizing one 
of these chokes with a finely divided molded 
metallic core. The improved “Q” possible with 
jjjc Sr- ^ this construction results from the D. C. resistance 

^ li II lli^ of these chokes being from 40 to 50% less for a 

I g ““ given inductance than for regular air-core types. 

Thus, the D, C. voltage drop through the choke is 
considerably less, yet the choking action is equally as good. 
Windings are made with silk-covered enameled wire termi¬ 
nated on convenient soldering lugs, and the chokes are mounted 
in small square shield cans measuring 1%" x 1%" x 1-7/16". 

Catalog Inductance D. C. Resis. Current Dealer 

Number mh. Ohms ma. Cost 

CH-1277 1.5 11.5 125 $ .93 

CH-1278 2.5 16. 125 .96 

CH-1379 3.4 19.5 125 1.05 

CH-1380 5.5 27.5 125 1.05 

CH-1281 8. 36. 125 1.11 

CH-1283 10. 42.5 125 1.11 

CH-1283 16. 53. 125 1.33 

CH-1384 30. 82. 100 1.39 

CH-1385 60. 131. 100 1.44 

CH-1386 80. 163. 90 1.53 

CH-1387 125. 221. 90 1.80 

CH-394 Shield Can Only _ .31 




TC 1924 
TC 1920 


TC 1925 
TC 1921 


pose, not only are they useful to make connections to plate or 
grid terminals, but they provide a large heat radiating surface 
that will dissipate heat from the glass seal and tube element. 
Eight sizes fit all grid and plate leads and also provide suffi¬ 
cient heat radiation for any tube operating in the range of 50 
to 2000 watts. All radiators are machined from special alumi¬ 
num rod. Edges are rounded to minimize corona loss. 


Cat. No. 
FC-795 
FC-845 
FC-855 


BUD INSULATED FLEXIBLE GOUFLINGS 

Tandem operation o-f t-v^o or more units is readily 
accomplished through the use of these couplers. 
Direct shaft alignment is not essential, and all 
couplers are made to fit i/," shafts. 

Diameter Height Insulation Dir. Cost 

1-1/16" 11/16" Ceramic $ .48 

1-1/16" %" Bakelite .33 

1^4" 11/16" Bakelite .39 


Catalog No. 

FU-6I4 

FC-619 


HIGH VOLTAGE FLEXIBLE COUPLINGS 

. A new type spring construction in these 

V couplings permits a wide gap between shaft 
connections, freedom from back-lash, and un- 
usual flexibility. The springs are attached to 
glazed Steatite discs l]^" in diameter and 
3/16" thick, and the overall diameter qjf the 
finished coupling is 1-15/16". Coupling ac¬ 
commodates standard %" shaft. Springs are 
also attached to Bakelite discs 1%" in diam. 


Dealer Cost 

$ .65 
.50 


Insulation 

Steatite 

Bakelite 


ULTRA HIGH FREQUENCY R. F. CHOKES 

These chokes were designed to meet the re- 
f§)^jpiiiill|P|ll||||||| quirements of builders of high frequency 
receivers and transmitters, Co-nsists of ceramic 
I'od with a single layer winding terminated 
with strap leads at each end. Particularly 
suitable for use on 2 or 6 meters. CH-570 is supplied with a 
mounting foot and is sometimes used as a filament choke in 
certain types of high frequency oscillator and amplifier circuits. 


Catalog Inductance 
Number mh. 

CH-935 5.7 uh. 

CH-570 1.5 uh. 




Max. D. G, Dealer 

Current Resistance Lengths Cost 
750 ma ,1.4 ohms 1%" $ .30 

1.7 a 0.2 ohms 2%" 1.30 


FIE WOUND K. F. CHOKES 

Each choke has a continuous winding 
of silk covered enameled copper -wire 
and the pies constituting this winding 
are wound cm a diameter ceramic 
core. Chokes are made with both 
strap and wire leads. The CH-876 is 
a heavy duty choke intended for cir¬ 
cuits, such as transmitter plate cir¬ 
cuits, where high currents are pres¬ 
ent. All chokes in this series have an 
overall length of 1]^". 

WITH STRAP LEADS 



Table below lists Connectors to fit various Tubes 

Hole Size Head Radiating Connectors 1 

for Lead to Fit the Following Tubes 



TC-488 

.052 

3C24, 24, 24G, 25T, 27 

$ .36 

TC-487 

.062 

UH50, HK24, 3G4B, 829B, 832A, 834 

.36 


TC-489 

.072 

35T, 35TG, 75TH, HK254, HK257B, 
484, 8001 

.36 


TC-1934 

.125 

HK57, 152TH 

.60 


TC-1930 

.375 

4-125A, 150TH, 2-150D, 250R, 250TH, 
250TL, 420A, 802, .803, 804, 807, 

808 Grid, 814, 815, 828 

.50 

1926 

idustrial and 
e a dual pur- 

TC-1935 

.125 

304TH. 304TL 

.60 

TC-1931 

.570 

ZB60, HF60, HFIOO, lllH, 211H, 

203H, HF175, HF300 Grid, lOOR, 
HK357C, 450TH, 454, 750TH, 805, 
806, 808, 809, 810, 811, 812, 813, 

.60 


828, 833, 866, 854, 1500T, 2000T, 

1054, 5331, 5332, 8000, 8003, 8005 .80 

TC-1936 .810 WL468, WL463, WL460, HP200, 

HF201, HF300 

NOTE: TC-1933 Heat Radiating Connector with hole size of 
.110" is still in our line and can be furnished. .Dir. Cost $ .50 


Only a few of many BUD Products are shown. For complete catalog, 
write BUD RADIO, INC., 3118 E. 55th St., Cleveland, Ohio 
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DATA TRANSMISSION • SELECTIVE CALLING 
AND SUPERVISORY CONTROL EQUIPMENT 



POINT TO POINT SIGNALING 


The Hammarlund Standard Duplex Signaling Unit consists of a 
tone generator and receiver designed to operate over wire lines, 
telephone or power line carrier, and radio or microwave communica¬ 
tions circuits for signaling, dialing, slow speed telemetering, super¬ 
visory controls or other information. Transmitters and receivers 
are available for 36 frequency channels between 2000 and 6475 cps. 
This equipment is being used by military and governmental 
agencies, pipeline and power companies, railroads and other groups 
requiring remote on-off switching, continuous indication of oper¬ 
ating conditions, and automatic detection of wire line or power 
source failures along their systems. 


PROTECTION THROUGH SUPERVISORY CONTROL 

The Hammarlund “Multi-Gate” Remote Supervisory and Control 
System is engineered to provide highly efficient, fully reliable 
operational controls of important remote equipment such as used 
by refineries, pipelines, utilities, railroads, civil defense and other 
commercial, as well as military, groups. Because of a unique design 
by which a single tone activates a receiver, which in turn will then 
accept a second tone to operate a relay, this equipment can be used 
where disturbances on connecting wire or radio circuits make ordi¬ 
nary tone-operated remote controls impractical. Up to 21 individual 
on-off functions can be handled over a single circuit employing only 
7 audio signaling tones. 


SELECTIVE CALLING OR SIGNALING 


Hammarlund Selective Calling equipment, added to 2-way radio 
systems used to control large fleets of vehicles, or distant fixed 
stations, adds privacy, speed, safety, quietness and convenience to 
day-in-day-out operations. By the push of a button the dispatcher 
within 0.8 of a second selects the station which he wants to con¬ 
tact. Only the selected operator or group of operators can receive 
the call. If the operator of the car or station being called doesn’t 
answer, an indicator lamp remains lighted to show he was called. 
This simple equipment can be added to any present installation, 
or incorporated in any type of installation now projected. 
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COMMUNICATIONS RECEIVERS 

The New "HQ-140-X" 


Th@ *‘HO"140-X^’ Is d new superheterodyne type 
receiver thdt provides amateurs and other short wave 
listeners with all the advantages of modern profes¬ 
sional design and circuitry* In addition, it Incorporates 
those Outstanding features that have made Hammar- 
lund famous for Quality and performance. 

This receiver retains the high degree of sensitivity 
and selectivity of the “hQ-^12^-X,’^ and in addition 
features notably Improved frequency stability and 
Image ratio. It covers a continuous range of frequen¬ 
cies from 540 kc to 31 me# or from 555 meters to 
9.7 meters, in six bands. 

Band spread tuning is supplied on the four higher 
frequency bands, with actual calibration in the 80, 
40, 20, 15, and 10 meter amateur bands. Many types 
of noise and other interference have been substan¬ 
tially reduced by the outstanding noise limiter and 
the special Hammarlund patented crystal filter. 



FEATURES 

TUNING RANGES; .54—1.32 me, 1.32—3.2 me, 3.2—5.7 me, 
5.7—10 me, 10-—18 me, and 18—31 me. 

CALIBRAtED BAND SPREAD: 3.5—4 me, 7—7.3 me, 14—14.4 me, 
20.9—21.6 me, and 28—30 me. 

TUBE LINE-UP: 6C4 Oscillator, 6BA6 RF Amplifier, 6BE6 Mixer, 
6BA6 1st IF Amplifier, 6BA6 2nd IF Amplifier, 6BA6 3rd IF Ampli¬ 
fier, 6AL5 combination detector, AVC ond noise limiter, 12AU7v 
1st AF Amplifier and BFO, 6V6GT/G Audio Power Output, 
OC3/VR105 Voltage Regulator and 5U4G Foil Wave Rectifier; 


The "SP-600-JX" 

The “SP-600-JX” communications receiver, now also avail¬ 
able to hams, is a masterpiece of receiver design and 
already is world-known for its outstanding construction 
and performance. This professional receiver, with its six 
bands covering the frequency spectrum from 540 kc to 
54 me, is being used in large quantities by the military 
and governmental agencies, as well as by commercial 
services, for both single and diversity reception. 

This magnificent receiver is a 20 tube dual conversion 
superheterodyne. The power supply is an integral part of 
the receiver chassis. Operation on any of six crystal con¬ 
trolled fixed frequency channels within the range of the 
receiver is immediately available. This designates it as the 
perfect receiver for point-to-point and network operations. 
Pre-arranged day and night fixed frequencies. With crystal 
control you can select your desired channels immediately. 



Stability is .001 to .01 percent depending on frequency 
to which receiver is tuned, image rejection is 80 db to 
120 db down, and spurious responses are at least 100 db 
down. Sensitivity is 1 microvolt CW and 2 microvolts AM, 
while selectivity for the three calibrated crystal and three 
non-crystal ranges is from 200 cycles to 13 kc. Radiation is 
negligible with no cross-talk in multi-receiver installations. 


Write HAMMARLUND for detailed information 
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“BFC” CAPACITORS 

« 

FEATURES—^The “BFC" “butterfly” type capacitor has very low minimum capacity, low 
Inductance and isolated rotor for use in VHF applications as a series capacitor with no 
rotor contact. Mechanical and electrical symmetry and stator terminal locations minimize 
circuit inductance. 

CONSTRUCTION—Brass rotors and stators are soldered and nickel-plated. The contact 
wiper is heavily silver-plated beryllium-copper. Tapped studs on the silicone treated 
steatite front panel permit mounting the capacitor without grounding the rotor. The 
sleeve type bearing is nickel-plated brass. 

SPECIFICATIONS—Straight line capacity. 90® rotation from minimum to maximum capac¬ 
ity position. Air gap is 0.030" nominal. Tested at 1200 V. R.M.S., 60 cycles between 
rotor and each stator. 

High Speed Ball-Bearing Models Also Are Available 



1 CAPACITY/SECTION | 

SERIES CAPACITY | 

1 PLATES 

vODt 

Max. 

Min. 

Max. 

Min. 

Rotor 

Ea. Stator 

/ BFC-12 

14.5 

3.4 

7.6 

2.2 

4 

3 

BFC-25 

27.3 

4.8 

14.1 

2.9 

7 

6 

BFC-38 

40.1 

6.2 

20.6 

3.6 

10 

9 



CODE 


CAPACITY 


Max. 


Min. 


PLATES 


CODE 


CAPACITY 


Max. 


Min. 


PLATES 


MAC-5 
MAC-10 


5.0 

8.7 


MAC-15 

MAC-20 


14.2 

19.6 


FEATURES—^The “MAC” provides the low minimum capacity essential for use as a trimmer 
in the VHF range. It was engineered to achieve the smallest dimensions practical to meet 
the requirements of a miniaturized component. 

CONSTRUCTION—Its silicone treated steatite base is only x Rotor and stator 
are soldered assemblies and are of brass, silver-plated. Rotor and stator terminals are 
positioned to permit single hole mounting. 

SPECIFICATIONS—Straight line capacity. Screwdriver adjustment. Air gap is 0.017" 
nominal. Tested at 750 V. R.M.S., 60 cycles. 


“MAC” CAPACITORS 



“FC” and “FNC” COUPLINGS 

FEATURES—The “FC-46-S” is an insulated flexible coupling designed to provide for 
mechanical ganging of shafts even though angularly misaligned. The smallest dimen¬ 
sions have been incorporated consistent with the rugged construction necessary for 
general service. A high degree of electrical isolation is achieved through the use 
of silicone treated steatite insulation. Flash-over voltage is approximately 5000 V. 
R.M.S. Brass hubs and spring temper phosphor bronze flexible arms are nickel plated. 
An exclusive and important feature of this coupling is its characteristic of uniform 
side-thrust through 360° of rotation. This eliminates tendency to vibrate at high 
speeds, minimizes bearing wear and assures accurate tracking. 

The “FNC-46-S” is a non-insulated coupling for use where electrical continuity 
between shafts is required. The flexible arms are held securely to a nickel plated 
brass ring instead of an insulator. 


STANDARD STOCK TYPES 

CODE FC-46-S Insulated flexible coupling 

CODE FNC-46-S Non-insulated flexible coupling 
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“APC” CAPACITORS 

FEATURES—The “APC" trimmer capacitor originated by Hammarlund over tv/enty years 
ago is still widely recognized as the standard capacitor of its type. Its use is indicated 
in all classes of equipment where a compact, high quality air dielectric trimmer is 
required. It was designed to resist effects of temperature, moisture and vibration. 
Silicone treated steatite insulation is used to insure high leakage resistance. 

CONSTRUCTION—Brass rotor and stator plates are soldered to brass supports. Nickel- 
plated phosphor bronze wiper assures positive rotor contact. All metal parts are nickel- 
plated. Terminals are hot-tin dipped. Tapped brass mounting studs fastened to silicone 
treated steatite base permit mounting capacitor without grounding the rotor. 



CODE 

1 CAPACITY 

PLATES 

Max. 

Min. 

APC-25 

25. 

3.0 

7 

APC-50 

50. 

3.9 

14 

APC-75 

75. 

4.6 

20 

APC-lOO 

100. 

5.5 

27 

APC-140 

140. 

6.7 

37 


SPECIFICATIONS—Straight line capacity characteristic. Hex¬ 
agonal collar on slotted shaft permits rotor adjustments to be 
made with wrench or screwdriver. Air Gap is 0.015" nominal. 
Tested at 600 V. R.M.S., 60 cycles. 


“MAPC” CAPACITORS 


FEATURES—The “MAPC" capacitor is representative of Hammarlund’s efforts to meet the 
demand for smaller dependable components. It is a scaled-down version of the popular 
“APC" with everything reduced except the quality and performance characteristics. 
For example, an “MAPC” is about half the size and weight of an "APC.” Lower mini¬ 
mum capacities and low inductance make the “MAPC" suitable for VHF use. 

CONSTRUCTION—The standard “APC" construction is used in this capacitor. Rotors and 
stators are fabricated by soldering brass plates to supporting members and nickel- 
plating the assemblies. Nickel-plated phosphor bronze wiper assures positive rotor 
contact. Tapped brass mounting studs fastened to silicone treated steatite bas# permit 
mounting capacitor without grounding rotor. 



CODE 

CAPACITY 

PLATES 

Max. 

Min. 

MAPC-15 

15. 

2.3 

6 

MAPC-25 

25. 

2.6 

10 

MAPC-35 

35. 

2.9 

14 

MAPC-50 

50. 

3.2 

19 

MAPC-75 

75. 

3.9 

29 

MAPC-100 

100. 

4.5 

38 


SPECIFICATIONS—Straight line capacity. Screwdriver or socket 
wrench adjustment. Air gap is 0.0135" nominal. Tested at 600 V. 
R.M.S., 60 cycles. 


“NZ-10” CAPACITORS 

FEATURES—The “NZ-10” is a compact transmitter neutralizing capacitor designed for 
easy and accurate adjustment. The rotor is attached to a fine-thread lead screw which 
may be adjusted with smooth and precise action by a screwdriver and locked securely 
by a readily accessible clamping screw. A stop prevents shorting of plates at maximum 
capacity. Long leakage paths to ground from both rotor and stator are provided. Glazed 
steatite insulators and smoothly rounded aluminum plates minimize flashover. 

SPECIFICATIONS—Capacity is adjustable from 2.3 to 10 mmf. Peak voltage rating is 
3000 V. at maximum capacity (minimum gap) position. 



Write for the new HAMMARLUND Capacitor Catalog 
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SPECIFICATIONS—Straight line capacity. Single spaced 
types (HF and HFD) have 0.015" air gap and are tested 
at 600 V. R.M.S., 60 cycles. Wide spaced types (HF-X 
and HFD-X) have 0.045" air gap and are tested at 1400 
V. R.M.S., 60 cycles. 



SPECIFICATIONS—Straight line capacity. Air gaps and 
test voltages are as indicated in table. However, 
"HFBD" breakdown voltages are doubled and capaci¬ 
tance values approximately halved when stator sections 
are connected in series. 



“HF” and “HFD” CAPACITORS 

SINGLE SECTION CAPACITOR—The "HF” is a single section tuning capacitor 
employing "APC" rotor and stator design. Extra long sleeve bearing and 
positive contact nickel-plated phosphor-bronze wiper make this unit ideally 
suited to high frequency applications. Silicone treated steatite insulation. 
Single hole or base mounting. 

DOUBLE SECTION CAPACITOR—The "HFD" dual capacitor, like the “HF” 
singles, incorporate advanced features providing for maximum efficiency at 
high frequency. Aluminum front and rear end panels are mounted on a 
heavy silicone treated steatite base. Wide front and rear bearings with indi¬ 
vidual silver-plated beryllium-copper wipers for each section assure long life 
and maximum contact efficiency. Single hole panel mount or base mounting. 


CODE 

1 CAPACITY 1 

PLATES/ 

Max. 

Min. 

SECTION 

HF-15 

17.5 

2.8 

5 

HF-35 

36. 

3.2 

10 

HF-50 

52. 

3.7 

14 

HF-100 

102. 

5.3 

27 

HF-140 

142. 

6.3 

37 

HF-15-X 

15. 

3.6 

10 

HF-30-X 

30. i 

5.2 

20 

HFD-50 

52. 

3.6 

14 

HFD-100 

102. 

5.0 

27 

HFD-140 

142. 

6.0 

37 

HFD-15-X 

16. 

3.8 

11 

HFD-30-X 

28.5 

5.0 

19 


D—Split stator X—Wide-Spaced 


“HFA” and “HFBD” CAPACITORS 

SINGLE SECTION CAPACITOR—The "HFA” is a single section tuning capacitor 
similar to "HF” except that larger plates permit wider air-gaps for the same 
capacitance values. Resultant higher break-down ratings extend the use of 
the capacitor into the high frequency low-power transmitter field. A threaded 
sleeve bearing permits single hole mounting and the bracket supplied may 
be used for base mounting. A lug type terminal soldered to the bearing 
provides an efficient rotor connection. 

DOUBLE SECTION CAPACITOR—The "HFBD” is a dual, balanced rotor trans¬ 
mitting capacitor employing front and rear panels plus a ball-thrust rear 
bearing, but otherwise incorporating constructional features identical to the 
smaller “HFA.” An insulated shaft extension safeguards operating personnel 
from the high voltages which may be applied to the rotor. The small size, 
rugged construction, balanced rotor and range of capacitance values and 
breakdown voltages make this capacitor ideally suited to many applications. 


CODE 

CAPACITY ! 

SPACING 

PLATES/ 

SECTION 

Max. 

Min. 1 

HFA-IOO-A 

102. 

4.5 

0.020 

19 

HFA-T40-A 

145. 

6.0 

0.020 

27 

HFA-IO-B 

9. 

2.3 

0.030 

3 

HFA-15-B 

16. 

2.8 

0.030 

5 

HFA-25-B 

25. 

3.0 

0.030 

7 

HFA-50-B 

50. 

4.3 

0.030 

14 

HFA-lOO-Bt 

100. 

7.5 

0.030 

27 

HFA-15-E 

16. 

4.0 

0.070 

9 

HFBD-50-C 

50. 

9.0 

0.050 

11 

HFBD-IOO-C 

105. 

14.0 

0.050 

23 

HFBD-35-E* 

37. 

9.5 

0.070 

n 

HFBD-65-E* 

63. 

12.5 

0.070 

19 


60 Cycle Test Voltage: 

“HFA” — "A” 800 V. R.M.S. “B” 1200 V. R.M.S. “E” 1750 V. R.M.S. 
“HFBD" — "C” 1500 V. R.M.S. "E*” 3000 V. R.M.S.; plates have 

rounded edges. front and rear supporting panels. 
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“MC” and “MCD” CAPACITORS 


FEATURES—The “MC” Is a versatile single section tuning capacitor designed to give 
a choice of mountings, connections and capacity characteristics. “MC-S” capacitors have 
a straight line capacity characteristic. “MC-M” units have offset plates resulting in a 
“Midline” characteristic which more equally spaces frequencies. “MC-X” units are wide¬ 
spaced for high voltages. The “MCD” is a split-stator panel-mounted capacitor. 

SPECIFICATIONS—Straight line or “Midline” capacity characteristic. Single-spaced types 
have 0.0245" nominal air gap and are tested at 1000 V. R.M.S., 60 cycles. Wide-spaced 
(“X") types have 0.0715" nominal air gap and are tested at 1750 V. R.M.S., 60 cycles. 


CODE 

CAPACITY 

PLATES/ 

SECTION 

CODE 

CAPACITY 

PLATES/ 

SECTION 

Max. 

Min. 

Max. 

Min. 

MC-20-S 

MC-35-S 

MC-50-M 

MC-50-S 

MC-75-M 

MC-75-S 

MC-100-M 

MC-IOO-S 

MC-140-M 

MC-140-S 

MC-200-M 

MC-250-M 

MC-325-M 

20. 

35. 

50. 

50. 

80. 

80. 

(00. 

100. 
I40. 

140. 
200. 
250. 
320. 

5.5 

6.0 

6.3 

6.5 

7.3 

8.0 

7.7 

8.3 

9.0 

lO.O 

10.3 
I2.0 

13.5 

5 

7 

7 

II 

II 

I4 

I4 

I9 

I9 

27 

34 

43 

MC-20-SX 

MC-35-MX 

MC-35-SX 

MC-50-MX 

MC-50-SX 

MC-IOO-SX 

20. 

32. 

32. 

53. 

53. 

100. 

6.8 

7.8 

8.5 

10.5 

11.5 

16.5 

7 

II 

II 

19 

19 

35 

MCD-50-M 

MCD-100-M 

MCD-100-S 

MCD-140>M 

MCD-35-MX 

MCD-35-SX 

50. 

100. 

100. 

140. 

31. 

31. 

5.5 ! 

6.3 

7.0 

7.8 

6.0 1 

6.8 1 

7 

14 

14 

19 

II 

II 

M—Midiine plates S—Straightline 

X—Wide-Spaced plates 



“RMC” CAPACITORS 

FEATURES—The “RMC” was designed specifically for applications requiring an “MC” 
type tuning capacitor with very rigid construction. Its sturdy frame consists of heavy 
gauge aluminum end panels held together by three aluminum tie rods. It has a brass 
sleeve front bearing and a single ball thrust rear bearing for smooth tuning and a 
high degree of resetability. The rotor contact is a forked silver-plated beryllium-copper 
spring wiping against a wide disc on the rotor. 


SPECIFICATIONS—Straight line capacity. Air gap is 0,0245" nominal. 


CODE 

1 CAPACITY 

PLATES 

Max. 

Min. 

RMC-50-S 

50. 

7.3 

7 

RMC-IOO-S 

1C5. 

9.5 

14 

RMC-140-S 

143.5 

11.0 

19 

RMC-325-S 

327. 

17.5 

43 


“VU“ CAPACITORS 

FEATURES—The “VU” is a uniquely designed UHF tuning capacitor using completely 
original concepts. With it, conventional “lumped constant” circuits, rather than tuned 
cavity techniques, can be efficiently used up to 500 megacycles. In addition to employ¬ 
ing the capacitor sections in series to eliminate the rotor wiper, the design also utilizes 
Pyrex balls to form precision bearings and to completely isolate the rotor. Thus, noise 
generated by rubbing metal-to-metal contacts and variable resistance paths in the 
bearings have been totally eliminated. Circuit connections are made to threaded studs 
on each stator. This permits vacuum tube and inductor to be mounted adjacent to and 
on opposite sides of the capacitor to minimize circuit inductance. 


CODE 

1 SERIES CAPACITY j 

PLATES/ 

SECTION 

1 Eff. 

Min. 

VU-20 

22.5 

3.35 

11 

VU-30 

31.5 

3.5 

15 

VU-45 

45.0 

3.8 

21 

Special 1 

Capacitors Built 

to You 



SPECIFICATIONS—^The capacity characteris¬ 
tic approaches a straight jine frequency 
curve as incticated by nominal values in 
table at left. Air gap is .0168” nominal. 
Tested at 700 V. R.M.S., 60 cycles, between 
rotor and each stator. 

Specifications 
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dQUAUTVB 

wiy' 


Horizontal Linearity & Width 
Controls 


Dimensions: y%" dia., approximately 2^4" long. 
Cat. No. _ Description _ List Price 

6195 Linearity Control—55° Tubes $1.25 

6196 Width Control—55° Tubes 1.10 

6197 Linearity Control—65° Tubes 1.25 

6198 Width Control—65 ° Tubes 1.10 

6199-A Linearity Control—70° Tubes 1.30 
6199-B Width Control—70° Tubes 1.25 


Television Components 


Converter and Picture 
LF. Transformers 



Dimensions: x 

’ X 214 " high. 

Cat. No. 

Description 

Trap List Pr. 



212^ MC Television 
Sound I.F, Transformers 


6190 and 6191 y8"xy8"x2V4" high. 
6184 and 6192 1 y8"xl y8"x2 1 / 2 " high. 


Cat. No. _ Item _ 

6190 1st Sound I.F. Trans. 

6191 2nd Sound I.F. Trans. 

6192 Sound Disc. Trans. 


Freq. List Pr. 
21.25 MC $2.40 
21.25 MC 2.40 
21.25 MC 2.75 


4.5 MC Input or Interstage 
4.5 MC Discriminator 
4.5 MC Ratio Detector 



4.5 MC Intercarrier 
Sound 

I.F, Components 

Dimensions: 1 i/b^'x! y8"x2y8" high. 


mm 

j QU ALITVfc 

%Ii# 


Horizontal Oscillator m 
& Sync, Control Coils | 

Dimensions: 1/g-"xl iV"x2 1 / 2 " high. m 


Cat. No. _Uem List Price 

6194 Osc. & A.F.C. Discrim. Trans. $2.75 

6182 Osc. and Sync. Control Coll 2.25 

6183 Osc. and Sync. Stabilizer Coil_2.75 


6185 21.8 MC Conv. I.F. Trans. 21.25 MC $2.75 

6186 25.3 MC 1st Pix I.F. Trans. 27.25 MC 2.75 

6187 22.3 MC 2nd Pix I.F. Trans. 19.75MC 2.10 


Picture LF, Inductors 


Dimensions: 72 " max. o.d. x 1 Vj" long. 


Stabilizer 

(Ringing Coil) 

Overall dimensions: x 2’4". 

Cat. No. _ Item _ List Price 

6210 Sync. Stabilizer Coil _ $2.00 

Adjustable 
Inductors & 
Width Controls 

Dimensions: V 2 " O.D. x 2T4" long. 

Cat. No. Inductance Range_ List Price 

6313 0.5-5 millihenries $1.30 

6314 2-18 millihenries 1.40 

6315 5-40 millihenries 1.50 

6316 5-40 millihenries with 

_A.G.C. winding_2.25 


Cat. No. Description Freq. List Pr. 

6188 3rd Pix I.F. Trans. 25.2 MC $1.00 

6189 Video Detector I.F. Trans. 23.4 MC 1.00 

6193 Cathode Sound Trap 21.25 MC 2.00 

6171 Tunable Choke 21-25 MC 1.20 

6171A Tunable Choke 25-29 MC 1.20 


6184 Sound Ratio Pet. Trans. 21.25 MC 3.30 

4.5 MC Miniature 
/.F. Transformers 

Dimensions: square by 2" high. 

Shell Core Permeability tuned 

glpg Manufactured under patents of 

® Is Automatic Manufacturing Corp. 

Cat. No. _ Item _ List Price 

6203 4.5 MC Input or Interstage $2.75 

6204 4.5 MC Discriminator 3.30 

6205 4.5 MC Ratio Detector 3.30 


m TV Antenna Coupling 
Transformers 

Matches antenna impedance to line or 
line to T.V. receiver. Signal input may 
VTiry he improved as much as four times. 

" Designed to couple low impedance 
antenna to standard 300 ohm line; or 300 ohm 
antenna to 72 ohm twin lead or low loss coaxial 
cable. At receiver, low impedance line matched 
to standard 300 ohm input. Housed in impreg¬ 
nated, weather-tight aluminum shield. 
Dimensions: %"x3/i"x1 high. 

Cat. No. Impedance Ratio List Price 

6T61 52/300 or 300/52 ohms $2.75 

6162 72/300 or 300/72 ohms 2.75 

6201 450/300 or 300/450 ohms 2.75 

TV High-Pass Filter 

H Improves picture clarity by re¬ 
jecting interference from short 
wave stations, amateur trans¬ 
mitters, X-ray and diathermy 
equipment, electric appliances, 
etc. Attenuates all signals from 
zero to 40 MC, Passes all tele¬ 
vision channels with minimum 
loss. Installed easily in an¬ 
tenna lead-in at receiver. No 
tuning required. 

Dimensions: 1 1 ^" x 1 ys" x Sy?" high. 

Cat. No. _Use_ List Pr. 

6167 TV High-Pass Filter— 72-ohm line $5.50 
6168 TV High-Pass Filter—300-ohm line 5.50 


TV Appliance Filter 


I J ^'40 MC” TV Picture 
I t-P- Transformers 

\ ill I Converter transformer and Isf pix 
\ I transformer have 75-ohm 

I link winding. 

Used in R.C.A. current models. 
Dimensions: high. 

Cat. No. Description Trap List Pr. 

6215 Converter I.F. Trans. $2.50 

6216 1st Pix I.F. Grid Trans. 39.25 MC 3.00 

6217 1st Pix I.F. Plate Trans. 41.25 MC 3.00 

6218 2nd Pix I.F. Grid Trans. 47.25 MC 2.75 

6219 3rd-4th & 5th I.F. 41.75-45.75 MC 1.25 

Unshielded W' 0»D. x 1 long. 

Miniature 
40 MC Picture 
|^H| Transformers 

Permeability Tuned 

Converter transformer and 1st pix I.F. 
® Ij ® Grid transformer have 75 ohm link 
winding. 

Dimensions: 2 / 4 " Square x 2" high. 

Manufactured under patents of 
Automatic Manufacturing Corp. 

Cat. No. _ Description _ Trap List Pr. 

6230 Converter I.F. $2.15 

6231 44 MC First I.F. 2.15 

6232 42.5 MC Second I.F. 41.25MC 1.65 

6233 45.5 MC Third I.F. 47.25 MC 2.15 

6234 44 MC Fourth I.F. 1.50 



Cat. No. _ Item _Fre q. List Pr. 

1466 Input or Inter. I.F. Trans. 4.5 MC $2.40 

1467 Sound Discriminator Trans. 4.5 MC 3.00 

1468 Sound Ratio Detector Trans. 4.5 MC 3.30 

1469 Sound Pick Off Coil 4.5 MC 1.25 

1470 Sound Trap Unshielded 4.5 MC 1.25 

1470A Sound Trap Shielded 4.5 MC 1.65 


um 


2.15 

41.25 MC 1.65 

47.25 MC 2.15 

1.50 


Video Peaking Coils, 
Filament Choke 

No. 6175 Filament Choke— 
dia. X long; Video Peaking 


Cat. No. 

Coils— 
Inductance 
Use —uhy 

dia. X V 2 ’ 
Shunt 
Resistor 

' long. 

List Price 

6175 

Filament 

0.8 

None 

$.50 

6152 

Peaking 

20 

None 

.50 

6176 

Peaking 

36 

None 

.50 

6172 

Peaking 

73 

None 

.60 

6177 

Peaking 

93 

None 

.60 

6178 

Peaking 

120 

22K 

.60 

6153 

Peaking 

120 

None 

.60 

6179 

Peaking 

180 

39K 

.60 

6180 

Peaking 

180 

None 

.60 

6154 

Peaking 

200 

None 

.60 

6173 

Peaking 

250 

22K 

.60 

6181 

Peaking 

250 

None 

.60 

6155 

Peaking 

300 

None 

.60 

6174 

Peaking 

500 

None 

.60 


These filters are designed to eliminate radio 
interference caused by horizontal oscillators in 
T.V. receivers and small electrical appliances 
such as sewing machines, vacuum cleaners, food 
mixers, and other similar devices requiring less 
than 550 watts, inductive capacitive circuit as¬ 
sures maximum attenuation of interference. 
Dimensions; square x 4" long. 

Cat. No. Volts Watts List Price 

! 7815 115 550_$7.70 


f R.F, Transformer for 
HV Power Supply 

These R.F. power supply transformers 
for use with television receivers and 
cathode ray oscilloscope make pos¬ 
sible construction of an inexpensive 
source of high voltage. Two types 
are available, the 4525 for voltoges 
to 5000 DC and the 4526 for voltages to 10,000 
DC (or 30,000 DC in a voltage rectifier tripler 
circuit). Type 1 B3-GT tubes are used as rectifiers 
and the R.F. oscillator circuit uses one or more 
type 6 V 6 or 6 Y 6 tubes connected in parallel. 
The high frequency AC source permits use of 
simple and inexpensive resistive capacitive filters 
with low ripple content In the output. Typical 
circuit diagrams are supplied with each coil. 

Cat. No. Item List Price 

4525 H.V. R.F. Trans, (to 5 KV) $8.25 

Dimensions; I’A" dia. x 32 / 4 " high. (Ulus.) 
4526 H.V. R.F. Trans, (to 30 KV) $13^ 
Dimensions: 2 y 4 " dia. x 6 " high. 

Components listed here 
are cross referenced in 
Sams Photofact, 
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Intermediate Frequency Transformers 


Permeability 
Tuned Transformers 


Iff™. BI Miller permeability tuned intermed- 

i ^ ^Bl iate frequency transformers are 

P|S||3B| recommended for all applications 

where a high degree of frequency 
stability and operation under humid 
iilT® conditions will be encountered. 

Dimensions: 1%'' square x 3high. #6/32 
spade bolt mounting. 


Cat. No. 

Freq. 

KC Range 

Use 

List Price 

912-H1 

262 

250-275 

Input 

$4.00 

912-H2 

262 

250-275 

Interstage 

4.00 

912-H3 

262 

250-275 

Full-Wave 

4.00 

912-H4 

262 

250-275 

Half-Wave 

4.00 

912-C1 

455 

450-475 

Input 

4.00 

912-C2 

455 

450-475 

Interstage 

4.00 

912-C3 

455 

450-475 

Full-Wave 

4.00 

912-C4 

455 

450-475 

Half-Wave 

4.00 

912-W1 

1500 

1400-1600 

Input 

4.00 

912-W2 

1500 

1400-1600 

Interstage 

4.00 

912-W3 

1500 

1400-1600 

Full-Wave 

4.00 

912-W4 

1500 

1400-1600 

Half-Wave 

4.00 



I Midget 

I l.F. Transformers 

I Dimensions: 

I square x 2" high. 

#6/32 spade bolt mounting. 

Air Core Transformers 


Cat. No. 

Freq. 

KC Range 

Use 

List Price 

112-Hl 

262 

250-275 

Input 

$2.40 

112-H2 

262 

250-275 

Interstage 

2.40 

112-H3 

262 

250-275 

Full-Wave 

2.40 

112-H4 

262 

250-275 

Half-Wave 

2.40 

112-Cl 

455 

450-475 

Input 

2.40 

112-C2 

455 

450-475 

Interstage 

2.40 

112-C3 

455 

450-475 

Full-Wave 

2.40 

112-C4 

455 

450-475 

Half-Wave 

2.40 

112-Wl 

1500 

1400-1600 

Input 

2.40 

112-W2 

1500 

1400-1600 

Interstage 

2.40 

112-W3 

1500 

1400^1600 

Full-Wave 

2.40 

112-W4 

1500 

1400-1600 

Half-Wave 

2.40 


Iron Core Transformers 


Cat. No. 

Freq. 

KC Range 

Use 

List Price 

012-K1 

175 

165-185 

Input 

$2.75 

012-K2 

175 

165-185 

Interstage 

2.75 

012-K3 

175 

165-185 

Full-Wave 

2.75 

012-K4 

175 

165-185 

Half-Wave 

2.75 

012-Hl 

262 

250-275 

Input 

2.65 

012-H2 

262 

250-275 

Interstage 

2.65 

012-H3 

262 

250-275 

Full-Wave 

2.65 

012-H4 

262 

250t-275 

Half-Wave 

2.65 

012-Cl 

455 

450-475 

Input 

2.65 

012-C2 

455 

450-475 

Interstage 

2.65 

012-C3 

455 

450-475 

Full-Wave 

2.65 

012-C4 

455 

450-475 

Half-Wave 

2.65 



Dimensions: 1 /s 
Cat. No. 


TV and PM 
Wave Traps 

These new high-Q series- res¬ 
onant traps may completely 
eliminate interference and 
undesirable images in tele¬ 
vision and FM receivers. As¬ 
sembled in aluminum shields 
designed for connection di- j 
rect to antenna twin-lead. 
Convenient screwdriver tuning 
adjustment at top. Four traps 
will cover frequency ranges 
from 20 to 250 megacycles. 

'xiy8"x3V2" high. 

_Freq. R ange _ List P rice 

150-250 me $4^0 

75-150 me 4.40 

40- 80 me 4.40 

20- 40 me 4.40 


Miniature LF, 
Transformers 

Supplied with a snap spring mounting 
clip which may be installed through 
suitable holes in the chassis. Also fur¬ 
nished is an adapter plate for use over 
a standard tube socket hole. 
Dimensions: only 3/j" square x 2"high. 
Manufactured under patents of 
Automatic Manufacturing Corp. 


Cat. No. 

Item 


List Price 

12-Hl 

262 KC Input 1. 

F. Trans 

$2.50 

12-H2 

262 KC Output 

l.F. Trans. 

2.50 

12-H6 

262 KC Output 

l.F. Trans. 



with diode filtei 

r capacitors 

2.65 

12-Cl 

455 KC Input l.l 

-. Trans. 

2.20 

12-C2 

455 KC Output 1. 

F. Trans. 

2.20 

12-C6 

455 KC Output 1 

.F. Trans. 



with diode filter 

capacitors 

2.35 


PM Miniature 
LF, Transformers 

Dimensions: only 3A"x3A"x2" high. 

Manufactured under patents of 
Automatic Manufacturing Corp. 


Cat. No. 

Item 

List Price 

1463 

10.7 MC Input or Interstage 

$2.75 

1464 

10.7 MC Discriminator 

3.30 

1465 

10.7 MC Ratio Detector 

3.30 


1 Miniature 1 500 KC 


000009 

# • ♦ _ • ® • 

The electrical characteristics of this newly devel¬ 
oped type Ferrite Rod Loop Antenna make pos¬ 
sible a general replacement loop that ofFers out¬ 
standing performance. Reception of distant sta¬ 
tions will be improved to the extent that no an¬ 
tenna or ground will be required, and on local 
stations much better reception will be insured. 
The Loop Rod Antenna has an adjustable induc¬ 
tance which makes it possible to peak the an¬ 
tenna stage by merely sliding the coil along the 
ferrite rod; this also enables it to be used with 
a variety of tuning condensers. 

Cat. No. Dimensions List Price 

705-A 3'A" X 9^ $2^ 


Replacement 
LF. Transformers 


These transformers are an essen- 
tial part of the stock of every ser- 
'Ifg viceman and dealer. In many cases 

they will give better performance 
SaJilillM than the original transformer. These 
transformers may be used as re- 
“ placements in most makes of re¬ 

ceivers using transformers of the same physical 
size. 

Dimensions: TVs" square x 25 / 3 " high. #6/32 
spade bolt mounting. 

Cat. No. Freq. KC Range Use List Price 


|j®l LF. Transformers 

I Designed for experimental and cus- 

receivers as well as replace- 
ment for ‘personal’ radios, these 
transformers are permeability tuned 
13 and comparable in performance to 

standard size components. Expressly designed for 
use wtih the new miniature tubes. Supplied with 
spring clip for mounting to the chassis. 
Dimensions: x 3^" x 2" high. 

Cat. No. Description _ Range List Pr. 

12-WT Input or Interstage 1400-1600 KC $2.50 
12-W2 Half-yyave output 1400-1600 KC 2.50 

FM LF. Trans. (10.7 MO 

These permeability tuned 10.7 MC in¬ 
termediate frequency transformers are 
assembled in aluminum shields 1 Vs" 
square x 21 / 3 " high. Mounting is by 
_ two #6-32 spade bolts on 1-1/16" 
I Three interstage transformers 

Cat. No. 1451 are usually required 
when followed by a discriminator trans¬ 
former Cat. No. 1452, while two may be sufficient 
in conjunction with a ratio detector transformer 
Cat. No. _ Item _ List Price 

1451 10-7 MC Interstage Trans. $2.40 

1452 10.7 MC Discriminator Trans. 3.30 

1453 10.7 MC Ratio Detector Trans. 3.30 

Ferrite Rod Loop Antenna 


512-Hl 

262 

250-275 

Input 

$2.40 

512-H2 

262 

250-275 

Interstage 

2.40 

512-H3 

262 

250-275 

Full-Wave 

2.40 

512-H4 

262 

-250-275 

Half-Wave 

2.40 

512-Cl 

455 

450-475 

Input 

2.40 

512-C2 

455 

450-475 

Interstage 

2.40 

512-C3 

455 

450-475 

Full-Wave 

2.40 

51 2-C4 

455 

450-475 

Half-Wave 

2.40 

512-W1 

1500 

1400-1600 

Input 

2.40 

51 2-W2 

1500 

1400-1600 

Interstage 

2.40 

512-W3 

1500 

1400-1600 

Full-Wave 

2.40 

512-W4 

1500 

1400-1600 

Half-Wave 

2.40 


Iron Core Transformers 


Dimensions: 1 ^/a" square x 

31 / 4 " high. 

#6/32 


spade bolt mounting. 


Cat. No. 

Freq. 

KC Range 

Use 

List Price 

61 2-Kl 

175 

165-185 

Input 

3.50 

612-K2 

175 

165-185 

interstage 

3.50 

612-K3 

175 

165-185 

Full-Wave 

3.50 

612-K4 

175 

165-185 

Half-Wave 

3.50 

612-Hl 

262 

250-275 

Input 

2.90 

612-H2 

262 

250-275 

Interstage 

2.90 

612-H3 

262 

250-275 

Full-Wave 

2.90 

61 2-H4 

262 

250-275 

Half-Wave 

2.90 

612-Cl 

455 

450-475 

input 

2.90 

612-C2 

455 

450-475 

Interstage 

2.90 

612-C3 

455 

450-475 

Full-Wave 

2.90 

612-C4 

455 

450-475 

Half-Wave 

2.90 


B I Universal LF. 

Transformers 

For general replacement purposes In 
auto receivers and many types of 
1 U household and portable receivers. 

Type No. 312 Air Core Transformers 


Dimensions: 1 ^A^ 
Cat, No. Freq. 

' square x 
KC Range 

21 / 2 " high. 
Use 

List Price 

312-Hl 

312-H2 

312-H4 

312-H6 

262 

262 

262 

262 

250-275 

250-275 

250-275 

250-275 

Input 
Interstage 
Output 
Output 
& Filter 

$1.75 

1.75 

1.75 

2.65 

312-Cl 

455 

440-470 

input 

1.75 

312-C2 

455 

440-470 

1 nterstage 

1.75 

312-C4 

455 

440-475 

Output 

1.75 

312-C6 

455 

440-470 

Output 





& Filter 

2.65 


Type No. 412 Iron Core Transfor 

Dimensions: 11 / 4 " square x 2 V 2 " high. 


Cat. No. 

Freq. 

KC Range 

Use 

List Price 

412-Hl 

262 

250-275 

Input 

$2.40 

412-H2 

262 

250-275 

interstage 

2.40 

41 2-H4 

262 

250-275 

Output 

2.40 

412-Cl 

455 

440-470 

Input 

2.40 

412-C2 

455 

440-470 

Interstage 

2.40 

412-C4 

455 

440-470 

Output 

2.40 



FM-AM Composite 
I.F. Trans former, 
lOJMC&mKC 

Dimensions: 1 3/8"xl 3 / 8 "x 2 y 2 " high. 


6165 40- 80 me 4*40 Cat. No. Dimensions List Price Cat. No. Item List Price 

-- . $^'1462 10.7 MC/455 KC l.F. Trqns. $4.75 
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R.F, Chokes with Axial Leads 

Dimensions: Phenolic form fg" dio. x long. 

Iron core form dio. x Vs'' long. 
Leads ore 1V 2 " long. Inductgnce tolerance: 
±5%. 


Radio Frequency Chokes 




Phenolic Form 

Single Layer Windings 


Cat. No. 

uH. 

Ohms , 

MA 

List Price 

4602 

1 

0.05 

300 

$ .50 

4604 

1.5 

0.08 

300 

.50 

4606 

2.4 

0.16 

300 

.55 

4608 

3.9 

0.5 

300 

.55 

4610 

6.2 

0.75 

300 

.60 

4612 

10 

1.5 

200 

.60 


Iron Core Form 



Single 

Layer Windings 


Cat. No. 

uH. 

Ohms 

MA 

List Price 

4622 

10 

0.06 

300 

$ .65 

4624 

15 

0.12 

300 

.65 

4626 

24 

0.28 

300 

.70 

4628 

39 

0.65 

300 

.70 

4630 

62 

1.0 

300 

.75 

4632 

100 

2.0 

200 

.75 


Phenolic Form 

3-Section Windings 


Cat. No 

Mh. 

Ohms 

MA 

List Price 

4642 

0.1 

4.1 

125 

$ .75 

4644 

0.15 

5 

125 

.75 

4646 

0.24 

6.6 

125 

.75 

4648 

0.39 

8.7 

125 

.80 

4650 

0.62 

11 

125 

.80 

4652 

1.0 

15 

125 

.80 


Iron Core Form 

3-Section Windings 


Cat. No. 

Mh. 

Ohms 

MA 

List Price 

4662 

1 

7 

125 

$ .85 

4664 

1.5 

9 

125 

.90 

4666 

2.4 

12 

125 

1.00 

4668 

3.9 

17 

125 

1.10 

4670 

6.2 

33 

75 

1.25 

4672 

10 

47 

50 

1.50 


Adjustable Ceramic 
Form and R.F. Coils 

Dimensions (form): V 4 " dia.xVa" long. 


Cat. No. 

Microhenries 

4500 

Form Only 

4502 

1 . 0 - 

1.6 

4503 

1 . 6 - 

2.8 

4504 

2 . 8 - 

5 

4505 

5 - 

9 

4506 

9 - 

16 

4507 

16 - 

24 

4508 

24 - 

35 

4509 

35 - 

60 

4511 

60 - 

120 

4512 

no - 

200 

4513 

190 - 

330 

4514 

320 - 

500 


(#4500 has hardware & core.) 

Transmitter Chokes 

For use in transmitter cir- 
cults of either medium or 
high power installations. 
I Low distributed capacity. 
j Dimensions: Form 1 / 2 " x 



Cat. No. 

MH 

Ohms 

MA 

List Price 

4550 

2.0 

6.5 

400 

$1.75 

4551 

4.0 

10.0 

400 

2.00 

Dimensions: (form) 

V/' 

diameter x 

31 / 2 " long. 

4534 

1.0 

2.5 

1000 

2.20 

4535 

1.5 

3.6 

1000 

2.50 

4533 

2.5 

4.5 

750 

2.75 

4536 

4.0 

5.5 

750 

3.05 

2881 

7.0 


750 

4.95 



Cat. No. 

751 

752 

753 


758 5D.0 


1 Shielded Chokes 

' Single section wound R.F. Chokes 
assembled in round alumihum 
shield with two spade bolts for 
mounting. Solder lug terminals. 

11 / 4 " dia. X 1" high (No. 758 is 
IVa" dia.) 

MH Ohms _MA_ List Price 

.5 10 125 $ .90 

.0 17 125 .90 

.5 30 125 1.00 

.0 49 1 25 1.00 

.5 61 125 1.00 

1.0 75 1 25 1.10 

.0 125 125 1.25 

^.0 186 100 1.60 


Iron Core Type 

Similar to the No. 700 series except wound on 
powdered iron cores for lower circuit loss. 


Dimensions: nA" dia. x 1 " 

high. 


Cat. No. 

MH 

Ohms 

MA 

List Price 

851 

.5 

8.6 

125 

$1.40 

852 

1.0 

11.5 

125 

1.50 

853 

1.0 

22.0 

125 

1.55 

854 

5.0 

31.0 

125 

1.70 

855 

7.5 

42.0 

125 

1.75 

856 

10.0 

47.0 

125 

1.80 

857 

25.0 

100.0 

125 

2.15 

Dimensions: 1%" dia. x 1 " 

high. 


858 

50.0 

160.0 

100 

2.30 

859 

75.0 

222.0 

ICO 

2.60 

860 

100.0 

348.0 

100 

2.85 

861 

150.0 

520.0 

100 

3.15 



Cera 

Tn i r C n 



IB 

R.F 

, Chokes 


y Dimensions: 

(form) W 

' diameter 


i 


X 1 Va" long. 

All chokes are impregnated 

with a moisture- and 

fungus resistant varnish. Inductance 

tolerance: 

±5%. 






Single 

Layer Chokes 


The following R.F. 

chokes 

are soleno 

id wound. 

They have a distributed capacity of 

0.7 mmf 

and may 

be used in 

ultra-high-frequency receivers 

and low- 

power transmitters. 



Cat. No. 

uH. 

Ohms 

MA 

List Price 

4528-1 

1 

.03 

300 

$ .70 

4528 

2.5 

.09 

300 

.70 

4529 

5 

.25 

300 

.70 

4529-10 

10 

.95 

300 

.70 


Progressive Wound Chokes 

These chokes, with a distributed capacity of 1 
mmf., fill the gap between layer and pi-wound 
colls. The distributed capacity is lower than 



paratively hi 
Cat. No. 
4531-0 

4531 
4531-1 

4532 

4537 

4538 

4539 

4540 

4541 

#4537 Bulk 


For g Complete listing 


R.F. Chokes wound to closer tolerances if re¬ 
quired in lots of 100 pieces or more at slightly 
higher prices^__ 


of MILLER PRODUCTS ask for a copy of our 


Unshielded Chokes 


These single section R.F. Chokes 
are ideally suited for general 
purpose" applications in receiver 
and filter circuit. Solder lug terminals and single 
hole mounting. Inductance tol. +5%. 



Air Core Type 


Dimensions: 1 Va" 

diameter 

X Va". 


Cat. No. 

MH 

Ohms 

MA 

List Price 

610 

.25 

8 

125 

$ .60 

620 

.75 

17 

125 

.65 

630 

1.50 

21 

125 

.65 

640 

2.50 

28 

125 

.75 

650 

5.0 

41 

125 

.75 

660 

7.5 

53 

125 

.80 

670 

10.0 

64 

125 

.85 

680 

12.5 

74 

125 

.85 

690 

15.0 

83 

125 

.90 

691 

20.0 

97 

125 

1.00 

692 

30.0 

120 

100 

1.05 

693 

60.0 

175 

100 

1.20 

694 

80.0 

230 

100 

1.45 


Iron Core Type 


These chokes are 

similar in 

construction to the 

No. 600 

series except that 

they are 

wound on. 

powdered iron cores. 



Cat. No. 

MH 

Ohms 

MA 

List Price 

951 

.5 

6.8 

125 

$ 1.00 

952 

1.0 

10.9 

125 

1.10 

953 

2.5 

19.5 

125 

1.15 

954 

5.0 

23.0 

125 

1.30 

955 

7.5 

37.0 

125 

1.40 

956 

10.0 

45.0 

125 

1.45 

957 

25.0 

78.0 

100 

1.75 

958 

50.0 

130.0 

100 

1.95 

959 

75.0 

200.0 

100 

2.20 

960 

100.0 

210.0 

100 

2.50 

961 

150.0 

268.0 

100 

2.75 


Line Filter Chokes 

All Miller line filter 
chokes are duo-lateral 
wound on ceramic forms 
(except #7825 & 0-7825 
bakelite). They 
installation in 
^ noise producing equip- 

lia? ment such as flasher 

signs, farm lighting plants, motor generators, 

etc Also used with radio transmitters to prevent 
r.f. energy feed-back into the power circuits. 

Typical circuit diagrams are supplied with each 
choke. Always select chokes having a current 
rating at least as high as the maximum current 
load of the circuit to be filtered. 

Single Line Filter Chokes 

For use in filtering individual and branch circuits. 
Dimensions: #7825 IVa^^ x 
Others: 2 V 2 " x 4". 


Cat. No. 

uH. 

Ohms 

MA 

List Price 

4515 

25 

1.6 

300 

$ .80 

4517 

50 

2.1 

300 

.80 

4519 

100 

3 

300 

.80 


I Multiple Pi Chokes 

These Multiple Pi duo-lateral 
chokes have a low distributed 
capacity of 1.2-1.3 mmf. The cur¬ 
rent carrying capacity is com- 
gh for this type of choke. 

Mh. Ohms MA List Price 

^25 8 2C0 

.5 12 200 .90 

1 17 200 .90 


Cat. No. 

Amps. 

Ohms. 

MH List Price 

7825 

2 

.75 

.60 

$1.65 

7826 

5 

.28 

.57 

4.40 

7827 

10 

.15 

.37 

4.95 

7828 

20 

.08 

.20 

5.50 

7829 

30 

.05 

.13 

6.05 

For use 

Dual Line Filter Chokes 

in filtering both sides of single 

phase 

circuits. 

Dimensions: #D-7825 S^A' 

" X 21/8". 


Others: 41 / 2 " x 4". 

Cat. No. Amps. 

Ohms. 

MH List Price 

D-7825 

2 

.75 

.60 

$3.30 

D-7826 

5 

.28 

.57 

6.60 

D-7827 

10 

.15 

.37 

7.70 

D-7828 

20 

.08 

.20 

8.80 

D-7829 

30 

.05 

.13 

9.90 

Specifications 

are fo 

r each winding. 



Filament Choke 


packed per 100 — List Price $75.00 
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Enclosed solenoid wound chokes 
for use in the filament and vi¬ 
brator circuits of battery operated receiver, trans¬ 
mitters, etc. 

Dimensions: dia.xlVa^^ long, plus 3" leads. 

Cat. No. uH _ Ohms Amps List Price 

5221 4 .02 6 


Latest General Catalog._ 
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Miniature Adjustable 
R.P. Coils 

These high Q adiustable iron core 
coils ore for general replacement use. 
Dimensions: V 2 " dia. x 1V 2 " long (Nos. 70-A 
and 70-RF). 

1 / 2 " dia. X IVs" long (No. 70-OSC). 
Cot. No. Use_ Freq. Range List Pr. 


70-A Antenna Stage 540-1600 KC $1.50 
70-RF R.F. Stage 540-1600 KC 1.50 

70-OSC Oscillator Stage 540-1600 KC 1.50 
Has primary and tapped 
_secondary (I.F. 100-550 KC) 


Universal Adjustable 
Oscillator Coil 

These adjustable iron core oscillator 
coils are for general replacement use. 
Dimensions: x 1 V 2 " high. 

Cat. No. Use Freq. Range List Pr. 

7i-OSC Oscillator Stage R.F. 500-1800 KC $2.00 
_(I.F. 100-550 KC) 


Radio Frequency Coils 

Germanium Crystal Diode 
Band-Pass TRF tuner Kit 

High fidelityl Uses 
germanium diode 
detectorl No 
tubesi No power 
supply! No humi A 
simple 2-tuned circuit 
negative mutual- 
coupled band-pass 
tuner. Easy to as¬ 
semble and wire. 
Full 22 kc. pass- 
band assures all bril¬ 
liance of treble 
tones. Yet selective enough to separate local 
stations. With good antenna, AM stations in 20- 
25 mile range give output .05V to .5V. Use with 
your amplifier and speaker system for extra high 
quality reception. The Miller .#585 TRF Tuner 
Kit contains coupling and TRF coils, 2-gang con¬ 
denser, slide rule dial, chassis and hardware. 
(Resistors, condensers, germanium crystal and 


High-Q Ferrite 
Antenna Coil 


Dimensions: diameter x 2 V 4 " long. 

Cat. No. Use _Freq. Range List Pr. 


6300 Antenna Stage 540-1700 KC $1.25 


FM Adjustable R-F, Coils 

Dimensions: V 2 " O.D. x 1 long. 


Cat No. 


Item 


List Price 


1474 88-108 MC Antenna Coil $1.50 

1475 88-108 MC R.F. Coil 1.50 

1476 88-108 MC Osc. Coil (10.7 MC I.F.) 1.50 



Standard Bank 
Wound Coils 


High gain general purpose coils 
featuring high impedance coupled 
antenna and R.F. units with pro¬ 
gressive wound litz wire second¬ 
aries (except oscillator coils). 
For use with standard 365 mmfd 
tuning condenser. All windings are thoroughly 
impregnated with tropicalized R.F. lacquer. 

Shielded 

Dimensions: 1 Va" square x 2V 2 '' high. 

Cot. No. Use _Freq. Range List Pr. 


44-A Antenna Stage 540-1700 KC $1.35 

44-RF R.F. Stage 540-1700 KC 1.35 

44-BP Band-Pass Stage 540-1700 KC 1.35 

Cat. No. I.F. Freq. Series Pad List Price 


44-K 

175 KC 

.001 mfd. 

$1.35 

44-H 

262 KC 

.0006 ” 

1.35 

44-C 

455 KC 

.0004 ” 

1.35 

Tapped osc. coils (for 6SA7 and similar tubes) 

Cat. No. 

I.F. Freq. 

Series Pad List Price 

41-K 

175 KC 

.001 mfd. 

$1.35 

41-H 

262 KC 

.0006 ” 

1.35 

41-C 

455 KC 

.0004 ” 

1.35 


Unshielded 


Dimensions: diameter (form) x 21/8" 

high. ’ 

Cat. No. 

Use 

Freq. Range List Pr. 

43-A 

Antenna Stage 

540-1700 KC 

$1.10 

43-RF 

R.F. Stage 

540-1700 KC 

1.10 

43-BP 

Band-Pass Stage 540-1700 KC 

1.10 

Cat. No. 

I.F. Freq. 

Series Pad List Price 

43-K 

175 KC 

.001 mfd. 

$1.10 

43-H 

262 KC 

.0006 ” 

1.10 

43-C 

455 KC 

.0004 ” 

1.10 

Tapped osc. coils (for 6SA7 and similar tubes) 

Cat. No. 

I.F. Freq. 

Series Pad List Price 

45-K 

175 KC 

.001 mfd. 

$1.10 

45-H 

262 KC 

.0006 ” 

1.10 

45-C 

455 KC 

.0004 ” 

1.10 



volume control not included.) 
#585 TRF Tuner Kit 


List $19.50 



Dimensions: 
Cat. No. 


Deluxe 

Broadcast Coils 

These coils are used in the finest 
quality receivers for lasting per¬ 
formance and stability. The sec¬ 
ondaries are Litz wire wound (ex¬ 
cept oscillator coils) for maximum 
“Q” and are designed to be used 
with a standard 365 mmfd tuning 
condenser. 

Shielded 

1 %" diameter x 3" high. 

Use Freq. Range List Pr. 


242-A 

242-BP 

242-RF 

Antenna Stage 540-1750 KC 
Band-Pass Stage 540-1750 KC 
R.F. Stage 540-1750 KC 

$1.75 

1.50 

1.75 

Cat. No. 

Standard Oscillator Coils 

I.F. Freq. Series Pad List Price 

277-M 

277-K 

277-H 

277-C 

132 KC 

175 KC 

262 KC 

455 KC 

.0016 mfd. 

.001 ” 

.0006 
.0004 *’ 

$1.50 

1.50 

1.50 

1.50 

Cathode Tapped Oscillator Coils 

Cat. No. I.F. Freq. Series Pad List Price 

279-K 

279-H 

279-C 

175 KC 

262 KC 

455 KC 

.001 mfd. 

.0006 ” 

.0004 ” 

1.50 

1.50 

1.50 


Midget Variable 
Condensers 

Split outer plates on the 
rotors permit accurate align¬ 
ment. High frequency trim¬ 
mers are provided on the 
short side of the condenser. 
Mounting is provided by tapped holes in the 
frame of the condenser. Counter-clock rotation 
for capacity increase. Shaft dia. is long. 

Capacity range—10 to 365 mmf. 

Cat. No. Sections Dimensions List Price 



2112 

2113 


2A"xiH"xiys' 

3 X 1 W' X 1 


$3.50 

5.00 


General Purpose Filter 



This filter is recommended for use with marine 
and D.C. appliances and radios. It is also for 
use with extremely noisy A.C. appliances. A 
good, permanent connection to ground should 
be used with this filter. 

Dimensions: 2i/t" square x 5" long. 

Cat. No. «Volts Watts list Price 


7813 


115 


200 


$8.25 



Universal 
Replacement Coils 

(Permeability Tuned) 


This series of variable inductance iron 
core coils are well suited for general 
replacement. Adjusted to cover the 
standard broadcast band with a tun¬ 
ing condenser having a maximum capacity of 
between 250 and 450 mmfd. The oscillator coils 
may be used with any I.F. amplifier operating 
in the 100 to 550 KC range. 



Unshielded 


Dimensions: diameter 

x 2" high. "L’ 

’ mtg. 


bracket. 

Cat. No. 

Use 

Freq. Range 

List Pr. 

72-A 

Antenna Stage 

500-1800 KC 

$2.20 

72-RF 

R.F. Stage 

500-1800 KC 

2.20 

72-OSC 

Oscillator Stage (see text above) 

2.20 


Shielded 

Dimensions: 1 Va" square x 2 V 2 " high. 

Cat. No. Use_Freq. Range List Pr. 


73-A Antenna Stage 500-1800 KC $2.75 

73-RF R.F. Stage 500-1800 KC 2.75 

73-OSC Oscillator Stage (see text above) 2.75 



Dowel Type Coils 


Single section Litz wound sec¬ 
ondary coils wound on V 2 " Dia. 
lo-loss ceramic dowels, with 
#6/32 threaded stud for single 
mounting. For use with standard 
365 mmfd tuning condenser. 

Dimensions: 1" diameter x 1" high. 

Cat. No. Use _Freq. Range List Pr. 


hole chassis 


5480-A Antenna Stage 540-1600 KC $1.25 

5480-RF R.F. Stage 540-1600 KC 1.50 

5480-ABP Ant.-B-P Stage 540-1600 KC 1.75 


Standard Oscillator Coils 

Cat. No. I .F. Freq. _Series Pad List Price 


5480-K 

5480-H 

5480-C 


175 KC 
262 KC 
455 KC 


.001 

.006 

.0004 


mfd. 


$1.15 

1.15 

1.15 


Cathode Tapped Oscillator Coils 

Cat. No. I.F. Freq. _Series Pad List Price 


5481-K 
5481-H 
5481-C 


175 KC 
262 KC 
455 KC 


.001 mfd. 
.0006 ” 
.0004 ” 


$1.15 

1.15 

1.15 


Midget R. F, Coils 

(Adjustable Inductance) 

Adjustable powdered iron core permit¬ 
ting approximately plus or minus 30% 
secondary inductance deviation from 
nominal values. Particularly recom¬ 
mended for aircraft, marine and mobile 
equipment and general custom receiv¬ 
er construction. Coils are designed for 
use with standard 365 mmfd. tuning 
condenser. 

Dimensions: 1 Va" square x 2" high. 

Broadcast Band 540-1700 ^C 



Cat. No. 

Use 

I.F. Freq. 

List Pr. 

A-320-A 

Antenna 


$1.95 

A-320-RF 

Interstage 


1.95 

A-320-M 

2-coil Osc. 

132 KC 

1.95 

A 320-C 

2-coil Osc. 

455 KC 

1.95 

A-321-M 

Tapped Osc. 

132 KC 

1.95 

A-321-C 

Tapped Osc. 

455 KC 

1.95 

Marine & Aircraft Band 2100-6300 KC 

B-320-A 

Antenna 


$1.95 

B-320-RF 

Interstage 


1.95 

B-320-M 

2-coil Osc. 

132 KC 

1.95 

B-320-C 

2-coil Osc. 

455 KC 

1.95 

B-321-M 

Tapped Osc. 

132 KC 

1.95 

B-321-C 

Tapped Osc. 

455 KC 

1.95 

Short Wave Band 6.0-18 MC 

C-320-A 

Antenna 


$1.95 

C-320-RF 

Interstage 


1.95 

C-320-C 

2-coil Osc. 

455 KC 

1.95 

C-321-C 

Tapped Osc. 

455 KC 

1.95 


For g Complete listing of MILLER PRODUCTS ask for a copy of our Latest General Cataloci. 
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COMPONENTS for amateurs anil experimenters 
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P ANTENNA INDUCTORS 
TYPES TA AND HDA 

Wound with tinned copper wire for ease 
in tapping feeders to coils. Equipped with 
fixed centner links for coupling to either 
fixed or variable linked final tank circuits 
through a low impedance line. Two tinned 
clips come with each coil. TYPE TA COILS for power input up 
to 500 watts. TYPE HDA COILS for power inputs of one kilowatt. 


SPECIFICATIONS 



B & W MINIDUCTORS 

For use in limited space—can be cut 
to size. Amazingly high Q characteristic. 
Useful for tank circuit coils, R-P chokes, 
high-frequency I-F transformers, load¬ 
ing coils, etc. 


SPECIFICATIONS 



TYPE TVH INDUCTORS 

For Powers up fo 500 Waffs Inpuf 

A special group of units with eight 
contact plug bars which gives greater 
flexibility than otherwise possible. 



S P E C 1 

1 F 1 C A T 1 O N S 





•Capacity to Res. 





L.F. End of 

Net 

Band 

Stock No. 

Type 

Band mmfd. 

Price 

10 

8501 

lOTVH 

11 

$4.71 

16 

3502 

15TVH 

23 

4.71 

20 

3503 

20TVH 

23 

4.71 

40 

8504 

40TVH 

28 

4.71 

80 

3505 

80TVH 

49 

4.71 

160 

8506 

160TVH 

100 

4.71 

Stock No. 

8666 Jack Bar Assembly for Type TVH Inductors 

5.16 




JUNIOR INDUCTORS 

For Powers Up to 75 Watts Input 

Pitted with standard five-prong steatite H 11 

base. Small size for compact construction. 

May be used in the oscillator, buffer or 
final amplifier stage with input powers up 
to 75 watts and plate voltages up to 
850. Three different assemblies provided, 
any of which may be used in capacity- 
coupled circuits by omitting connection ll^ Ir ll 

specificati ons_ 


*Cap. to Res. L.F. Net 
Band _ Stock No. _ Type End of Band mmfd. Price 

End Linked Models 

6 3100 6JEL 15 $1.65 

10 3101 lOJEL 22 1.65 

15 3102 15JEL 22 1.65 

20 3103 20JEL 34 1.65 

40 3104 40JEL 47 1.65 

80 3105 80JEL 60 1.65 

160 3106 160JEL 100 1.65 

Center Linked Models 

6 3107 6JCL 15 1.65 

10 3108 lOJCL 16 1.65 

15 3109 15JCL 16 1.65 

20 3110 20JCL 16 1.65 

40 3111 40JCL 33 1.65 

80 3112 80JCL 53 1.65 

160 3113 160JCL 100 1.65 

Variable Link Models 

6 3114 6JVL 15 1.65 

10 3115 lOJVL 22 1.65 

15 3116 15JVL 27 1.65 

20 3117 20JVL 21 1.65 

40 3118 40JVL 31 1.65 

80 3119 80JVL 46 1.65 

160 3120 160JVL 100 1.65 

^Actual condenser capacity will be smaller by the sum of the tube 
output and wiring capacities, generally between 5 and 20 mmfd. 


B &WTURRET ASSEMBLIES 

Unique switching assembly makes possible 
fast, positive band switching without ab- 
soption effects. All units cover 80, 40, 20, 

15 and 10 meter bands. Also available 
with 160 meter coil substituted for 15 

B W 75 WATT 2A “BAND HOPPERS’’ 

Uses same coil design as B & W Juniore. 

Unusually compact panel controlled unit. 

It may be used for interstage coupling 
between two beam power tubes or be- 
tween beam power tubes and triodes. 

Stock No. 3121 .Amateur Net $5.76 

B & W 75-WATT TURRETS —provide a means for link coupling 
single ended or push-pull low power stages. Complete assembly is 
mounted on a positive action switch arranged for panel mounting 
through a single %" hole. Turrets may be used with tubes 
operating at voltages up to 850. i .-i 

Stock No. 3810 —Type JTCL—Center linked, center tapped coils. 

Amateur Net $11.25 

Stock No. 3811 —Type JTEL—^End linked, untapped coils. $11.25 
B & W 150-WATT TURRETS —Supplied in both center and end 
link models for both single- and double-ended circuits. Operation 
is by a positive action switch arranged for panel mounting through 
a single hole. Turrets may be used with tubes operating at 

voltages up to 1000 volts. 

Stock No. 3812 —Type BOL—Center linked, center tapped coils. 

Amateur Net $14.01 

Stock No. 3813 —Type BEL—End linked, untapped coils. $14.01 


BALUN INDUCTORS 

These bifilar balun inductors are specially 

designed for use with Collins 32-V series ''Tl/ 

and similar transmitters—see “The Im- / 

pedance Matcher” as described in CQ 
Magazine for May 1951. Two coils mounted 
on an 8" square plate serve as a compact, 
highly efficient all-band (80-10 meters) 
unit for matching feed line systems to both 
transmitters and receivers. Can be con- 
nected to match 7 5 ohm unbalanced 
transmitter outputs to 75 and 800 ohm Type 3975 

balanced antenna feed lines. Full instruc- $3.75 New Price 
tions included. ^ ' _ _ 


•Actual condenser capacity will be smaller by the sum of the tube 
output and wiring capacities, generally between 5 and 20 mmfd. 


3400 SERIES INDUCTORS 

FOR POWERS UP TO 500 WATTS 

Each coil has an individual internal center 
coupling adjustable over 360®, permitting im¬ 
pedance matching up to 600 ohms. 10, 15, 20, 
40, 80 and 160 meter band types. Write for 
details. 
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IPilS 


TYPE HDl 
(Fixed Link) 


• MINIMUM DIELECTRIC IN THE FIELD 
OF THE COIL 

e EXTREMELY LOW LOSSES 

• RUGGED CONSTRUCTION 

0 EXCELLENT APPEARANCE 
0 LOW COST 


Each AIR INDUCTOR is a completely fin¬ 
ished unit. All coils are equipped with 
banana type plug-s . . . Type “B” is for 
use in oscillator and buffer—doubler stages 
developing up to 100 Watts power. Type 
“T” is especially suited for high powered 
neutralized buffer and final tank stages 
where powers of 500 Watts are developed. 
Type “HD” is for maximum power — 
handles a Kilowatt with ease. 

SPECIFICATIONS 


Stock 

Band No. Type P 


TYPE B 

MODELS WITHOUT LINK- 
CENTER TAPPED 


CENTER LINKED MODELS- 
CENTER TAPPED 


6 

3200 

6B 

$1.65 

10 

3201 

lOB 

1.65 

16 

3202 

15B 

1.74 

20 

3203 

20B 

1.74 

40 

3204 

40B 

2.16 

80 

3205 

80B 

2.5S 

160 

3206 

160B 

2.88 


END LINK 

MODELS— 



WITHOUT TAP 


6 

3207 

6BEL 

2.91 

10 

3208 

10 BEL 

2.91 

15 

3209 

15 BEL 

2.97 

20 

3210 

20BEL 

2.97 

40 

3211 

40BEL 

3.39 

80 

3212 

80BEL 

3.81 

160 

8213 

160BEL 

4.11 

CENTER LINK MODELS 

— 


CENTER 

TAPPED 


6 

8214 

6BCL 

2.91 

10 

3215 

lOBOL 

2.91 

16 

8216 

15BCL 

2.97 

20 

3217 

20BCL 

2.97 

40 

3218 

40BCL 

3.39 

80 

3219 

80BCL 

3.81 

160 

3220 

160BCL 

4.11 

VARIABLE LINK MODELS— 


CENTER 

TAPPED 


6 

8221 

6BVL 

2.31 

10 

3222 

lOBVL 

2.31 

16 

3228 

15BVL 

2.40 

20 

3224 

20BVL 

2.40 

40 

3225 

40BVL 

2.73 

80 

3226 

80BVL 

3.12 

160 

3227 

160BVL 

3.45 


lO 

3308 

lOTCL 

$3.45 

15 

3309 

15TCL 

3.57 

20 

3310 

20TCL 

3.57 

40 

3311 

40TCL 

3.96 

80 

3312 

80TCL 

4.38 

160 

3313 

160TOL 

4.71 


VARIABLE 

LINKED- 

_ 


CENTER 

TAPPED 


10 

3315 

lOTVL 

2.64 

15 

3316 

15TVL 

2.73 

20 

3317 

20TVL 

2.73 

40 

3318 

40TVL 

3.12 

80 

3319 

80TVL 

3.57 

160 

3320 

160TVL 

3.72 


Stock No. 3321 —Steatite Jack Bar 
Assembly for end or center link 
Type T Inductors, old Type A54. 
Stock No. 3366 —Base Assy, and 
Swinging Link for TVL Inductors. 

TYPE HD 

MODELS WITHOUT LINK—■ 
CENTER TAPPED 


Stock No. 322B— Steatite Jack Bar 
Assembly for end or center link 
type B Inductors, old Type A56. 
Stock No. 3266 —^Jack Bar and 
Swinging Link for BVL Inductors. 

TYPE T 


10 

3301 

lOT 

1.80 

15 

3302 

15T 

1.92 

20 

3303 

20T 

1.92 i 

40 

3304 

40T 

2.31 1 

80 

3305 

SOT 

2.73 1 

160 

3306 

160T 

3.06 : 

_ "BABY 


10 

3701 

lOHD 

3.72 

15 

3702 

15HD 

4.50 

20 

8703 

20HD 

4.50 

40 

3704 

40HD 

4.95 

80 

3705 

80HD 

5.76 

160 

3706 

160HD 

7.02 

CENTER LINKED MODELS— 


CENTER 

TAPPED 


10 

3708 

lOHDCL 

7.02 

15 

3709 

15HDCL 

7.83 

20 

3710 

20HDCL 

7.83 

40 

3711 

40HDCL 

8.25 

80 

3712 

80HDCL 

9.06 

160 

3713 

160HDCL 

10.32 

VARIABLE LINKED MODELS— 


CENTER 

TAPPED 


10 

3715 

lOHDVL 

5.37 

15 

3716 

15HDVL 

6,21 

20 

3717 

20HDVL 

6.21 

40 

3718 

40HDVL 

6.60 

80 

3719 

80HDVL 

7.41 

160 

3720 

160HDVL 

8.67 


Stock No. 3721—Jack Bar Assem¬ 


bly for HD and HDCL Inductors. 
Stock No. 3766 —Base Assembly 
and SL for HDVL Inductors. 


AIR INDUCTORS 


(25 WATT RATING) 

.Tnst, the thing for crowded layouts, 
portables, field transmitters! The 
smallest, most efficient, most nrac- 
tical 25-Watt coils ever available 
TO amateurs. “BABTES” measure 

V* ^ only X IV 4 -", are made by a 

special B&W process which insures 
perfect air-spacing, maximum strength, fine appearance 
and ultra-high efficiency with an absolute minimum of 
insulating material. Available In five types, from 10 to 
160 meters. Conservatively rated. Universal 5-prong 
Alsimag 196 bases.Net Any Type $1.26 


TYPE CX CONDENSER 

Superior design! Only half the length 
of conventional units. Perfect electrical 
and mechanical symmetry. Designed for 
built-in neutralization. Integral mount- 
ing of B & W coils reduces lead lengths 
and resulting lead inductance to an 
absolute minimum. 

Stock No. 3767—Type HD Jack Bar and SL 
assembly mounted on any type of condenser. 

Stock No. 3721-I-—Type HD or HDL Jack 
Bar mounted on condenser. 

Stock No. 3567—Type TVH Jack Bar and 
SL mounted on condenser. 

Stock No. 3930-1—Single Vacuum Condenser mount. 

Stock No. 3930-2—^Twin Vacuum Condenser mount. 

NEUTRALIZING PLATES AVAILABLE IN FOUR TYPES, 
DESIGNATED Nl, N2, N3, and N4. 

N I— will neutralize the HY114. HK24, RK31. HK54, TW75, and 
similar tubes. 

N2— will neutralize the 75T, 35T, 808, RK35, 852, and similar tubes. 
N3— will neutralize the 801, T-TZ20. T-TZ40, RK18, HK154. 811, 812, 
T55. lOOTH, 250TH, 806, 810, and similar tubes. 

N4— Will neutralize the 833, T200, 805, GL152, 838. 203A, RK52, and 
similar tubes 

"A” TYPE—.500" AIRGAP 


Capacity 
Per Section 


Capacity 
Sections in Series 


Type 

Max. 

Min. 

Max. 

Min. 

Price 

CXllA 

11 

8 

8 

6 

$15.03 

CX20A 

20 

11 

13 

8 

18.39 

CX30A 

30 

14 

18 

10 

21.12 

CX40A 

40 

18 

23 

12 

23.76 

CX49A 

49 

21 

28 

14 

27.36 

CX59A 

59 

24 

33 

16 

29.13 

CX68A 

68 

27 

38 

18 

31.80 

rx77A 

77 

30 

43 

20 

34.53 

CX87A 

87 

34 

48 

22 

37.17 

CX96A 

96 

87 

58 

24 

39.84 

CX105A 

105 

40 

58 

26 

42.57 

CX115A 

115 

43 

62 

29 

45.21 

CX124A 

124 

46 . 

68 

30 

47.94 


TYPE- 

—.375* 

' AIRGAP 


CXllB 

11 

8 

9 

6 

14.61 

CX22B 

22 

11 

15 

8 

17.88 

CX34B 

34 

14 

21 

10 

20.61 

CX45B 

45 

17 

28 

12 

23.22 

CX58B 

58 

20 

33 

13 

25.80 

CX70B 

70 

23 

38 

15 

28.47 

CXg2B 

82 

26 

45 

17 

30.96 

CX94B 

94 

29 

50 

19 

33.69 

CX106B 

106 

32 

56 

20 

3e.zi 

CX118B 

118 

36 

62 

22 

38.79 

CX130B 

130 

39 

68 

24 

41.52 

CX141B 

141 

42 

74 

26 

44.10 

CX153B 

153 

45 

80 

27 

46.68 


"C" TYPE 

—.250* 

' AIRGAP 


CX13C 

13 

8 - 

10 

6 

14.25 

CX30C 

30 

11 

18 

8 

17.46 

CX45C 

45 

13 

26 

9 

20.07 

CX62C 

62 

16 

34 

11 

22.56 

CX78C 

78 

19 

42 

12 

25.17 

CX95C 

95 

22 : 

50 

14 

27.75 

CXlllC 

111 

25 

59 

15 

30.18 

CX127C 

127 

28 

67 

17 

32.79 

CX143D 

143 

31 

75 

18 

35.31 

CX159C 

159 

33 

83 

20 

37.74 

CX175C 

175 

36 

91 

21 

40.47 

CX192C 

192 

39 

100 

23 

42.99 

CX208C 

208 

42 

110 

24 

45.42 


Straiaht 

Center 

End 

Center 

Indue- 

^Cana- 

Ceil 

Tapped 

Linked 

Linked 

tance 

city 

160M 

MC 

MEL 

MCL 


100 

80M 

MC 

IMEL 

MCL 

40 

50 

40M 

MC 

MEL 

MCL 

14 

35 

20M 

MC 

MEL 

:^TCL 

3.5 

35 

15M 

MC 

MET, 

MCL 

2.7 

35 

lOM 

MC 

MEL 

MCL 

1.1 

SO 


•Totjrl effective capacity required to effect resonance 
on low frequency end of specified band. 


"BABY" TURRETS 

35-WATT RATING 

These compact 5-band switching units cover 
amateur bands from 10 to 80 meters with 
any 50 mmf, midget condenser. Also avail¬ 
able with 160 meter coil substituted for the 
15 meter coil. (100 mmf. required on 160 
meters.) Sturdy construction and unique 
design assure permanent coll alignment and 
maximum efficiency with a minimum num¬ 
ber of tubes. Pour types—^BTM, straight 
untapped; BTCT, center tapped ; BTEL, end 
linked; and BTCL, center linked—provide 
vastly improved band-switching ^ low- 
power transmitters and exciters. 

Net Any Type... $10.14 


Standard plate thickness in all models, 1/16". • Available on special 
order, 3/32" plates at 10% additional. • Special features. • Explana¬ 
tion: The type of each condenser designates its capacity and plate 
spacing as follows: CXIOO indicates 100 mmfd. per section. • Letters A, 
B, C, or D denotes plate spacing; A—.500", B—.375", C—.250", 
D—.187". Following Nif denotes Neutralizing plates. 


P B & W PLUG AND 
JACK BARS 

Made of high quality steatite. 
Ample size to insure excellent 
strength. They provide experiment 
er with the same units that are 
used in B & W inductors. Can 
also be used as spreaders for 
feeders and other parts of the 
antenna system. 


SPECIFICATIONS 


Mounting Used 


Stock 

No. 

Type 

Length 

Width 

Thick¬ 

ness 

Dimen 

Sion 

on 

Series 

Net 

Price 

3914 

Plug 

31 / 2 " 

4%" 

V?" 

%" 


B 

$0.20 

3915 

Jack 

%" 

V 2 " 

%" 

iVs" 

B 

.60 

3916 

Plug 

51 / 2 " 

%" 


T 

.45 

3917 

Jack 

7" 

%" 

%" 

6 V 2 " 

T 

1.00 

3918 

Plug 

6 V 2 " 

814" 


%" 


TVH 

.60 

3919 

Jack 

fj" 


T%" 

TVH 

I.IO 

3920 

Plug 

814" 

%" 

% " 


HD 

f.lO 

3921 

Jack 

10 %" 

1" 

% " 

9 % 

HD 

1.25 

3922 

Jack 

6 Vs" 

%" 

14" 

5 % 

BX 

.90 

3923 

Plug 

4y2" 

Vz" 

14" 


BX 

.40 
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COMPONENTS for amateurs and experimenters 

BARKER & W Inc. • UPPER DARBY, PA. 



B&W NEW PLUG-IN LINKS 


FOR IMPEDANCE MATCHING 

Adaptable to all B&W Swing¬ 
ing- Link assemblies, these 
B&W plug-in links solve the 
quick change problem. Just 
pull out one coil and plug in 
another with the required num¬ 
ber of turns. Old link arm 
easily replaced with new plug¬ 
in type. 



◄ Type 3550 for i 
small m 

inductors 

Type 3750 for ^ f'ff 
large 
inductors 


ORDERING NUMBERS FOR B&W PLUG-IN LINKS 


For Types TVH, TVL, BVL 
Swinging Link Assemblies 


For Type HDV 
Swinging Link Assemblies 


Arm Only 

Ordering 

No. 

3550 

Price 
$ .70 

Arm Only 

Ordering 

No. 

3750 

Price 

$1.40 

Arm and Hinge 

3565 

1.00 

Arm and Hinge 

3765 

1.80 

1 turn 

PLUG-IN LINK COILS 
Ordering 

No. Price 

3551 $ .60 1 turn 

Ordering 

No. 

8751 

Price 

$1.25 

3 turns 

8553 

.60 

3 turns 

3753 

1.25 

6 turns 

8556 

.60 

6 turns 

3756 

1.25 

10 turns 

3560 

.95 

10 turns 

3760 

1.75 

Above are standard. Other 

turns available on 

request. 



B&W FARADAY SHIELDED LINKS 

... fit all B & W variable link 
air Inductors 

These shielded links effectively 
reduce harmonic or spurious sig- TTl 

nal radiations normally trans- \\W^ 1 

ferred by capacity coupling. 

Adaptable to all conventional 

link coupled circuits, the B&W 

Faraday Shielded Links materially 

aid in the reduction of TV and { i - 

BO interference. They may be " t j 

used with external antenna* tun- \ 

ing units or, in conjunction with 
harmonic reduction filters of the 
low-pass or band-pass types. 

It is impossible to specify the On 10 and 20 meters, a one turn 

exact number of link turns re- link is normally satisfactory for 

quired because loading is affected 50 ohm lines, two turns for 75 

greatly by the antenna input im- ohm lines and three turns for 

pedance and this is not generally lines having higher impedances, 

known with any degree of ac- For average conditions our two 

curacy. turn link should suffice. _ 

Wattage Price 


FOR B&W TVL, TVH, AND BVL SERIES COILS 

1 turn 500 watts 

2 turns 500 watts 

3 turns 600 watts 

Link arm assembly 

Link arm and hinge 
FOR B&W HDVL SERIES COILS 

1 turn 1000 watts 

2 turns 1000 watts 

S turns 1000 watts 

Link arm assembly 

Link arm and hinge 


B&W NEW, SMALL BUTTERFLY 
VARIABLE CAPACITORS 




Type JCK 


These new JOX Variable Capacitors use the popular B&W split stator, 
butterfly type construction but with just 25% of the frontal area 
of CX types. 

Featuring stainless steel shafts, heavy rounded aluminum plates and 
high quality insulating materials, the B&W Midget Butterfly will be 
a welcome addition for the amateur who is looking for peak efficiency 
in low and medium power transmitter stages. 

Stock No. 3238 —Type B Jack Bar for JCX Capacitors. $1.25 Net 

Stock No. 3239 —Type BX Jack Bar for JCX Capacitors ..... 1.55 Net 

TYPE .125’* AIRGAP ' 


Type 

Catalog 

Stock 

No. 

Capacity 
Section in Series 
Max. Min. 

Capacity 

Per Section 
Max. Min. 

Mounting 

Length 

Net 

Price 

JCXIOOE 

100 

80 

15 

99 

23 

51/2 

$10.80 

JCX50E 

101 

25 

10 

42 

18 

3% 

8.10 

JCX25E 

102 

16 

8 

25 

10 

2% 

6.60 


B&W FREQUENCY MULTIPLIER 



Price: $85.00 Amateur Net. 
Complete with tubes. Dimen¬ 
sions: SYz" X T' X 9%". 
This B&W all-band frequency multi¬ 
plier solves the difficult problem of 
developing frequency step-up stages. 
Packaged unit covers 80-40-20-15-11 
and 10 meter bands. Just flip a 
switch on the attractive reverse 
etched aluminum panel plate, to get 
the required band. Operates on either 
VFO or Crystal input and not less 
than 30 watt output. 


B & W TVI LOW-PASS FILTERS 



Provide extreme attenuation to all 
harmonics above 30 me 
Eliminate individual filters for each 
band 

Handle 1 kilowatt with ease 
Insertion loss less than .25 db 


B&W COIL MATERIALS 

Stock lengths for cutting to size 

Often an amateur or experimenter wants to make 
a special coil or to assemble his own coils. For 
such purposes, we offer seven popular coils in 
standard lengths which can readily be cut and 
mounted to meet your individual requirements. 


All coils are 10" long 


Stock No. 

Wire 


Turns 

Enameled 

Tinned 

Size 

Diameter 

per Inch 


3900 

#14 

2" 

8 

3905 

3905-1 

#12 

21 / 2 " 

6 

3906 

3906-1 

#14 

21 / 2 " 

8 

3907 

3907-1 

#16 

2" 

10 


Three years of intensive study of TVI 
problems made possible the B&W 
Faraday Shielded Link. Its natural 
companion, the B&W Low Pass Fil¬ 
ter, was developed concurrently and is 
now available. Properly installed in 
accordance with our recommendations, 
this filter enables you to attenuate all 
frequencies above 50 megacycles, ap¬ 
proximately 76 db or more, through¬ 
out the entire television band. 

. . The B&W Low Pass Filter consists 

b your individual requirements. of two “m” derived end sections and three mid-sections of constant 

K type. Each section is contained in a completely sealed copper 
long Net Price each $1.50 compartment to prevent inductive transfer of unwanted frequencies 

from section to section. Complete installation instructions and recom¬ 
mendations to aid you in eliminating TVI are given in “Filter-Facts,” 
packed in each unit. Individual copies of “Filter-Facts” are also 
available for 15 cents. Filters are supplied in hammered gray metal 
Diameter per Inch cabinets 21 / 2 " x 21 / 2 " x 12" and weigh 2% lbs. 

2" g The proper filter for the more common types of feed line systems are: 

(5 For single 52-ohm coax .Net Price $27.00 

" Model 52, B & W Cat. No. 415 

o For single 75-ohm coax .Net Price $27.0(1' 

2" 10 Model 75, B & W Cat. No. 416 
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B&W DISTORTION 
METER 
Model 400 

Net Price: $168.00. 

Dimensions: 13%." 

X 71/4" X 91/2". I 

A sensitive instrument having 
a wide range of applications 
in the audio frequency meas¬ 
urements field. Ideal for meas¬ 
uring low level audio voltage and determining noise and harmonic 
content of same. Variable frequency selective filter provides a single 
frequency suppression circuit for the frequency range of 30 "to 
15,000 cycles. Small size, light weight and outstanding performance 
make this instrument an ideal unit for either laboratory or field work. 

FEATURES 



1 . Frequency Range: measurements, minimum in- 

(a) Distortion meter. For put .3 volts, 

fundamentals from 30 to ^ 

15,000 cycles, measuring 

harmonics up to 45,000 

cycles. -003 volts. 

(b) As voltmeter and D.B. 3 ^ Calibration: 

meter from 30 to 45,000 Poj. clistortion measurements: 

9 --5 D.B. For voltage mea- 

^ 4 - surements: ±5% of full 

(a) Noise and distortion s cale a t 1000 cycles. 

Ideal for use in distortion measure- 
ments, frequency measurements or in 
any application where a stable, ac- 

ciirately calibrated source of frequencies between 30 and 30,000 
cycles is required. No zero reset or line calibration is required. 
Self-contained power supply. Housed in an attractive black crackle 
finished steel cabinet with carrying handle and rubber feet. Panel is 
of iV" reverse etched aluminum. 

FEATURES 

Voltage Output: 10 volts into Frequency Response: Better 

a 500 ohm load. than ±1 D.B. from 30 to 15,000 

Wave Form: RMS harmonics at cycles with 500 ohm load. 

3 volts on 500 ohm load less Stability: Better than 1 %. 

than !%■ on all frequencies be- Calibration: ±3% of scale read- 

tween 50 and 15,000 cycles. ing. 


Frequency Response: Better 

than ±1 D.B. from 30 to 15,000 
cycles with 500 ohm load. 
Stability: Better than 1%, 
Calibration: ±3% of scale read¬ 
ing- 


B&W GRID DIP METER 
M o d e I 6 0 0 

III Compact, instrument having innumer- 

able applications in the laboratory, 
service shop, and ham shack. May be 
used as an RF signal monitor, auxiliary 
signal generator and absorption wave- 
meter. In addition, it can be used for 
measurements of capacity, inductance, 
circuit ‘*Q”, and as a means of deter- 
mining other factors in electrical cir- 
cuits. In the television and radio shop 
the dip meter may be used for alignment 
^ Qf filters, traps, and for peaking coils, 

With the B-f- disabling switch in the off position, it provides a 
diode detector for use as a monitor for audible observation of RF 
signals with respect to hum level, audio quality, and other elements 
concerning the audible characteristics of radiated opwer. Covers 1.75 
to 2.60 me in 5 calibrated overlapping bands. 0-100 scale also on 
dial for^ extension of frequency range. Sensitive 500 microampere 
meter with adjustable control. Wedge-shaped for easy access in hard- 
to-get-at places. Complete with color-coded, plug-in coils. Aluminum 
case, 8x3x7". For 110-120 volts, 60 cycles. Shipping weight, 3 lbs. 
97F140.Net Price $39.75 



B&W FREQUENCY 
METER 
Model 300 

Net Price: $126.00. 

Dimensions: 13%" 

X 7 ^ 4 " X 9 '/ 2 ". 

An accurate and convenient means 
of making direct measurements of 
unknown audio frequencies up to 

30,000 cycles. Integral power -n + ,.0 

supply. Extremely useful for routine checking of audio ^ 

tone generators. Housed in an attractive black crackle finished steel 
cabinet with carrying handle and rubber feet. 

Frequency Range: 0 to'io^OOO^ 


cycles in 6 ranges. 

Sensitivity: Minimum .25 volts 
input. 

Wave Form: Will operate on any 
wave form with peak ratios of 
less than 8 to 1. 


against 60 cycles line frequenc;^, 
all other frequencies will fall 
within 5%. 


B&W LINEAR 
DETECTOR 



Model 404 — Net Price $85.00 
Dimensions: 8 %" x 7 '/ 2 " x 5" 

Provides combined RF detection and 
audio bridging circuits for use with any 
distortion meter, to measure distortion 
or noise in AM carriers or in balanced 
and unbalanced audio circuits. Includes 
a bridging transformer, a vacuum tube 
rectifier, a 40 D.B. pad adjustable in 
10 D.B. steps, and a function selector 

features 

RF Operating Range: 400 kc. to 30 me. 

Input: Single-ended; impedance 10,000 ohms. 

Bridging Impedance: 6000 ohms; insertion loss 1 D.B. 

Frequency: Essentially flat from 20 to 50,000 CPS. 

B&W SINE 
WAV ECLIPPER 
M o d e I 2 5 0 

Equipped with a pair of input 
terminals, a pair of output 
terminals, an output volume 
control and a selector switch. 

Net Price: $10.00. 

Dimensions: 2" x 4" x 51 / 2 ^'. 

SPEEDS ACCURATE ANALYSIS OF AUDIO CIRCUITS. SIM¬ 
PLIFIES SELECTIONS OF COMPONENTS. SAVES V ALUABLE TIME. 
Here’s an instrument that will do most of the jobs usually assign^ 
to a square wave generator costing about 10 times as much. Ine 
B&W Sine Wave Clipper provides a test signal particularly useful in 
examining the transient and frequency response of audio circuits. 
Designed to be driven by an audio oscillator, the clipper provides a 
clipped sine wave — hence the name “Sine Wave Clipper.’ Used in 
e-ngineering work, repairs, or with equipment under development, it 
will quickly pay for itself many times over. 

B&W TOROIDS 

B&W’ toroidal* coils are available in fre¬ 
quency ranges from 1000 cycles to 200 KC, 
with inductance and Q value to your specific 
I application requirements. Sizes for these to¬ 
roids range from %" to 3" diameter. 

These coils have a specific application in low 
and medium frequency ranges and provide a 
high degree of stability vs. voltage and tem¬ 
perature. Available in either open, cased, potted or hermetically 
sealed types, wound on cores having any desired properties, including 
the latest high permeability cores. Where required, they may be 
designed to compensate for conditions of extreme temperature varia¬ 
tions. 

■^Western Electric license 


B&W ROTARY COILS AND CYCLOMETERS 

The B&W Rotary Coil offers a practical method type counters for rotating and resetting these 
of continuously varying circuit ineiuctance overand other rotary units assure close accuracy, 
the entire range of the coil. Types are available Write for details to Barker & Williamson, Inc., 
for powers up to 1000 watts. B&W Cyclometer Upper Darby, Pa. 
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WASECA, 

MINNESOTA 


JOHNSON VIKING II TRANSMIHER KIT 


Effectively TVI Suppressed! 


180 Watts CW Input 
135 Watts Phone Input 
100% AM Modulation 


130 Watts CW Output 
100 Watts Phone Output 
Completely Shielded 


The JOHNSON Viking 11 is a self-contained, bandswitching, JVI suppressed amateur 
transmitter supplied iri kit form and complete to the last detail, rull output is available on 
the 80, 40, 20, 15, 10-11 meter amateur bands. Complete range of output fre¬ 
quencies is as follows: 


BAND 

LOW FREO. LIMIT 

HIGH FREQ. 

160 

1.8 me. 

2.4 me. 

80 

2.9 

4.4 

40 

5.2 

8.0 

20 

9.8 

15.0 

15 

15.0 

21.8 

10-11 

21.0 

30.0 


The RF section consists of a 6AU6 oscillator, a 6A05 buffer/multiplier and parallel 
6146 output amplifier. Modulator; pp 807’s operating class ABa with 6AU6 speech 
amplifier and 6AU6 triode connected driver. Parallel 5R4GY HV rectifiers, 5V4G low 
voltoge rectifier and 6AQ5 clamper screen voltage regulator. Fixed bias applied to 
buffer and output amplifier permits break-in CW operation. Audio response is limited 
to the center of the speech range. The pi-network amplifier matches a wide range of 
impedances and provides up to 30 db second harmonic attentuation before the addition 
of a low-pass filter. 

One of the outstanding features of the Viking ll is its completely new cabinet. Heavily 
copper plated, it is the equivalent of a solid copper box. There are no butt joints which 
would permit RF leakage and cause TVI. The dial window and meter are equipped 
with copper plated shieldsito prevent radiation from these panel openings. The lid Is 
bonded to the cabinet with silver plated phosphor bronze bonding fingers. It can be 
opened easily however by the removal of just three thumbscrews. Both lid and bottom 
plate are perforated permitting free circulation of cooling air. 

Power leads, VFO power receptacle, key jack, microphone connector and meter leads 
are filtered to prevent radiation from these points. Filters consist of chokes and low In¬ 
ductance capacitors, not simply bypass capacitors. Other filters are used in the trans¬ 
mitter to suppress spurious output at its source. Antenna relay terminals are provided and 
they too are filtered. Shielded coaxial connectors are used for VFO input and I^P 
output terminals. v 

When used to feed an anterina system directly, the pi-network output coupling circuit is 
capable of matching unbalanced loads within the range of 50 to 600 ohms. The pi-net¬ 
work can tune out several.hundred ohms reactance as well. In order not to compromise 
this flexibility unnecessarily,dow pass filters which require fixed Impedance loads have 
been omitted from the Viking. There are many urban areas where the shielding and 
inherent harmonic attenuatidh of the amplifier are sufficient to eliminate television inter¬ 
ference completely. Where required, however, the JOHNSON 250-20 JOHNSON 
Low Pass Filter (available as q separate accessory) will provide 75 db of additional 
harmonic attenuation (above 54 mcs.) making the Viking II virtually TVI proof. 

All parts furnished including a complete set of tubes, cabinet, punched chassis, wiring 
harness, wire, terminals, grommets and all other hardware. Carefully detailed and 
illustrated instructions for assembly, test and operation are also included. The Viking 11 
Is available wired and tested by factory authorized wiremen at rrominal additional cost. 

Supplied for 115 volt 50/60 cycle operation only. Cabinet dimensions 20" wide, 
105^" high, 13" deep. Net weight assembled, 65 pounds. 

Cat. No. Amateur Net 

240-102 Viking II Kit, with tubes. . $279.50 


VIKING VFO KIT 


An extremely stable variable frequency oscillator designed for use with frequency 
multiplying transmitters. Using two entirely separate oscillator tank circuits, the VFO 
delivers 8 to 10 volts RF throughout the range 7.0 to 7.425 mcs., 5.5 to 7.5 volts through¬ 
out the range 1.75 to 2.0 mcs. Although designed as a companion unit for the Viking 
transmitter it will excite any transmitter having a conventional pentode crystal oscillator 
circuit. The transmitter oscillator stage serves as an isolating RF amplifier or frequency 
doubler when driven by the VFO. 

The tuning capacitor is a special ceramic insulated JOHNSON with full soldered con¬ 
struction. Ceramic insula^d dir dielectric trimmers, temperature compensated ceramic 
padders, ceramic coil for|> and rigid construction are feqtures contributing to the high 
overall stability. The tube^complement consists of a 6AU6 electron coupled oscillator 
and an OA2 regulator. Excellent Isolation between oscillator and the output circuit 
together with screen grid voltage regulation account for the clean, chirp-free keying. 

The Viking VFO is accurately calibrated for all amateur bands from 160 to 10 including 
15 and 11 meters. A 5" did! with 180® bandspread and 6-1 vernier dial provide 
smooth tuning and high reset accuracy. Power requirements, 6,3 volts AC or DC, .o 
amperes; 250-300 volts DC, 15 ma. unregulated. (Power and RF input connections pro¬ 
vided on every Viking transmitter.) 

Kit furnished complete with all parts, assembly and calibration Instructions but less tubes. 
When used with a Viking II or other shielded transmitter having filtered power leads, 
no TV) suppression measures are required. 

Size 7'x6K"x69^', net weight assembled, 4 pounds. 

Cat. No. Amateur Net 

240-122 Viking VFO Kit, less tubes... .$42.75 
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E. F. JOHNSON Company 


WASECA, ' 
MINNESOTA 


JOHNSON ••MATCHBOX” 


Transmitting Antenna Coupling System 


More than an antenna coupler, the JOHNSON “Matchbox'* performs all transmission 
line matching and switching functions required in medium power amateur stations. The 
unit is bandswitching and completely self-contained. 

Almost an infinite variety of antennas can be loaded throughout the amateur bands 
from 3.5 to 30.0 mcs. Balanced antennas from 25 to 1200 ohms resistance can be matched 
while unbalanced or single wire antennas within the range of 25 to 3000 ohms re¬ 
sistance can be successfully loaded. Furthermore, the “Matchbox'* is capable of tuning 
out large amounts of reactance. Nominal input impedance is 52 ohms, power rating 250 
watts. A special JOHNSON dual variable capacitorwithfourstatorsections serves as 
a capacity divider providing continuously variable matching to the load. 

A change-over relay built into the “Matchbox'* switches th^ antenna from receiver to 
transmitter and grounds the receiver antenna terminals in the “transmit" position. Jhis 
same relay will also serve to mute the receiver while transmitting. The “Matchbox" im¬ 
proves receiver performance by matching antenna impedance to the input impedance 
of the receiver. Adjustment for matching receiver input impedance Is independent of 
transmitter loading adjustments. For CW operation a keying monitor may be actuated 
by the RF probe provided. 

The “Matchbox" is supplied in a fully shielded maroon and gray cabinet matching the 
Viking II transmitter, cabinet dimensions wide, lOH* deep, 7*^ high. Supplied only 
as a completely assembled and tested unit, the “Matchbox'* weighs approximately 6 
pounds. Ceramic insulated output terminals. SO-239 coaxial RF input connector and 
seven terminal receiver and relay terminal strip are all located on the rear of the 
cabinet. 

Cat. No. Amateur Net 

250-23..$49.85 



MATCHBOX ANTENNA COUPLER 


LOW PASS FILTER 


The JOHNSON Low Pass Filter consists of four individuglly shielded sections, capable 
of handling more than 1000 watts RF, amplitude modulated. Cut-off frequency is 45 
mcs. with “M" derived end sections adjusted to provide maximum attenuation at 57 
mcs., the center of TV Channel 2. Attenuation of harmonic and spurious frequencies 
above 54 mcs. is 75 DB or more. Insertion loss less than .25 DB at 30 mcs. Characteristic 
impedance of the filter is 52 ohms. Construction permits the replacement of Teflon 
dielectric of the fixed capacitors should there be damage due to accidental overloads. 
Standard SO-239 coaxial connectors are used for input and output terminals. Completely 
assembled, pretuned and equipped with convenient mounting hardware. 

When inserted in a 52 ohm flat line between transmitter and an antenna coupler such 
as the “Matchbox" (above), flexibility is not impaired and the filter Is operating under 
the matched impedance conditions required for maximum harmonic attenuation. 
Dimensions: 2jl4" dia. x 9H‘' length overall, weight approximately 1H lbs. 

Cat. No. Amateur Net 

250-20..$16.50 


STANDING WAVE RATIO BRIDGE 


Provides accurate measurements of standing wave ratio enabling an operator to adjust 
his transmission line and antenna coupling system for minimum SWR. A necessity for most 
effective use of a low pass filter. Other uses include measurement of antenna reactance 
and antenna feed point impedance. 

Impedance is 52 ohms, can be changed to 70 ohms or other desired value by simply 
changing the standard resistor. Designed for use with a 0-1 ma meter but supplied with 
dqta for 100 and 250 microampere meters thus any standard multimeter may be used 
as an Indicator. 

Shielded construction, 2^'dia. x 4^' overall length. Equipped with SO-239 coaxial 
connectors and polarized meter jacks, weight M pound. 

Cat. No. Amateur Net 

250-24. $9.75 

VIKING L TVI SUPPRESSION KIT 

This TVI suppression kit enables owners of the JOHNSQN Viking I to shield their 
transmitters and suppress harmonic radiation. Parts furnished include custom made shields 
designed for easy installation and all the necessary chokes, capacitors and hardware. 

The shield encompasses the chassis, fits inside the standard Viking I cabinet without 
affecting the transmitter appearance or operation. Shield is formed from perforated, 
etched aluminum,- top removable for access to tubes and crystals. Shielding Is completed 
with an aluminum chassis bottom plate, dial window and m^ter shields. Assembly is 
simple, the shield serving as a template. Self-tapping screws are furnished to aid in the 
speedy assembly of this kit. 

Nine individual filters consisting of low Inductance chokes arxi ceramic disc capacitors 
are located as follows: meter leads, keying lead, VFO power socket. PA high voltage 
lead, PA screen and buffer plate supply. Similar filters are provided for the AC line, 
filaments and for antenna relay terminals. A receptacle for an antenna relay is included 
In the kit. Shipping weight 7M pounds. 


Cat. No. 

250-21 tVI Suppression Kit.. 


Copyright by U. C. P., Inc. 


Amateur Net 

$24.75 



LOW PASS FILTER 
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VIKING MOBILE TRANSMITTER KIT 

Designed for most effective amateur mobile use, the Viking Mobile Transmitter iO 
features: 

Instant bandswitching, 75, 40, 20,15,11-10 meter bands 

Gang tuning 

Efficient antenna coupling circuits 

Front panel control—dash mounting 

Up to 60 watts PA input 

All stages metered—illuminated meter 

Not only does the Viking Mobile cover six bands but all coils are self-contained ani 
switched from the front panel. Maximum input of 60 wptts 100% amplitude modulatec 
Sufficient audio gain for either high impedance or carbon microphones. 

Three gang tuned RF stages, 6BH6 oscillator, 6AQ5 buffer/multiplier and an 80 
amplifier. Panel mounted crystal holder accommodates four crystals and VFCVcrystc 
selector switch. The transmitter may be driven to full output with the Viking VrO an 
VFO RF input and power receptacles are provided for this purpose. 

The 807 amplifier stage employs three separate inductors, permanently mounted In th 
transmitter and selected by the bandswitch, to cover the tuning range. Each inductc 
has a series tuned antenna coupling link. These ganged links, adjusted by means of 
front panel control, eliminate “cut and try” antenna loading methods. The final amplifie 
is equipped with a trimmer which serves to tune out antenna reactance when a chang 
in operating frequency is desired without the necessity of adjusting the antenna mounte 
loading coil. 

The audio system Is comprised of a 6AU6 speech amplifier, a 6AU6 driver and pp 80 
modulators operating class ABr. Audio gain control and three circuiti microphon 
connector for “push to talk” operation are located on the front panel. Input circuit mo 
be wired for either carbon or high impedance microphones. 

A unique and exclusive feature of the Viking Mobile is its RF type fixed bias supply 
Utilizing one triode of a 12AU7 as an oscillator operating around 4.5 mcs. and th 
other triode as a half wave rectifier, the supply provides fixed bias for the 807 module 
tors, 807 final amplifier and 6AQ5 buffer/multiplier. By this means cathode bias 
eliminated, RF tubes are protected in the event of an excitation failure. Modulate 
"no signal” current is kept low thus greatly improving efficiency by reducing the tot< 
Flattery power required for each transmitting cycle. The bias supply is well shielde 
and decoupled from other circuits, radiation is negligible. 

y^trilluminated meter> switched from the front panel, measures oscillator, buffer, PA an 
m^uiator cathode current also PA grid current. Locations of the meter and cryst< 
sel^tpt; switch are reversible providing maximum visibility with the transmitter mounte 
either to the right or left of the driver. Knobs are marked so that their positions ai 
visible; df wide angles. 

Ready accessibility to the chassis has been a paramount design consideration. Froi 
panel, ftdr cover, bottom plate and chassis are all one assembly. The cabinet is 
sturdy steel cover consisting of top and sides, open at the ends and with lips at th 
bottom supporting the chassis. It Is thus possible to slide the chassis out of the cabim 
without even the necessity of disconnecting cables. Since the cabinet is open at th 
bottom, the empty cabinet can be very simply and easily mounted. 

PA excitation control, filament switch, audio gain control and a three position functic 
switch (“Tune-Transmit-Receive”) are located on the front panel. Optional auxilia 
functions of the “Tune-Receive-Transmit” switch include “Non-Swisn” VFO tuning 
receiver muting and use of receiver power supply for exciter and speech amplifier pia- 
voltage. Where convenient the exciter and speech amplifier may be operated from 
separate supply delivering 260 to 300 volts at 70 ma. The class C amplifier may the 
be operated from drtpthOr supply avoiding the necessity for voltage dropping circui 
and securing maximum use of existing equipment. 

The Viking Mobile may be wired for either 6 or 12 volt operation. With the powi 
supplies listed below, power output is approximately 32 watts. Using a 600 volt D 
supply maximum output is; 42 watts. Eighteen watts output can be achieved with 
300 volt supply. 

The Viking Mobile is another outstanding JOHNSON transmitter furnished in I 
form. Included are all necessary component parts, punched and formed chassis or 
cabinet, wiring harness and hardware. Assembly instructions are carefully written or 
the order of assembly worked out so that no difficulty will be encountered. Instructio 
include photos at various stages of assembly, supplemental drawings, alignment dot 
receiver interconnection, antenna suggestions etc. The experienced amateur will fir 
the Viking Mobile easy to assemble and convenient to use. 

Overall dimensions 6^6*^ high, 7^4" wide, 10^6*^ deep, shipping weight 16 pounds. 
Cat. No. Amateur N 

240-141 Viking Mobile Kit complete less tubes, microphone, crystals, power supp 
and antenna.$99.r 

DYMAMOTOR POWER SUPPLIES 

DC rating 500 volts, 200 ma. intermittent duty. Supplies plate voltage for all stag 
of the JOHNSON Viking Mobile/ maximum PA input approximately 50 watts. Ba 
contains primary contactor, dynamotof primary fuse, transmitter filament fuse, filter c 
pacitor and 6,000 ohm 50 watt adjustable dropping resistor for exciter and speei 
amplifier plate voltage. Primary terminals and an octal receptacle serving as a pow 
and control cable connector are also mounted on the base. Supplied with the ba; 
power and control connectors required for the Viking Mobile. Completely wired ai 
assembled. Nominal dimensions 63^" high, 7H" deep, 7H" wide, weight '13H lbs. 


Cat. No, Amateur N 

239-102 6 volt primary Input...$89.! 

239-104 12 volt primary input. 92.! 


DYNAMOTOR BASE KITS 

Provide a mounting and connectors for dynamofors already on hand such as PE-103 
other similar units. Kit includes punched and formed base and all parts used in assemblii 
239-102 and 239-104 except for the dynamotor unit. Supplied with receptacles ai 
plugs for Viking Mobile power and control cables. 


Cat. No. Amateur N 

239-101 6 volt primary base kit. .. .$16.f 

239-103 12 volt primary base kit. 17.> 


WASECA, 

MINNESOTA 


TRANSMITTER 
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JOHNSON ROTOMATIC ROTATOR 


An improved all-weather rotator designed for the most rigorous service. The housing 
is an aluminum casting, light weight yet sturdy enough to withstand the stresses imposed 
by high wind loads and icing. Rotator is conservatively rated to support 20 meter arrays 
together with higher frequency antennas weighing a total of 175 pounds. Rotating 
table is steel, is drilled and tapped to accommodate JOHNSON Boom Assemblies. 
The main shaft is driven by an oversized, continuously lubricated worm gear assembly. 
Drive unit consists of a 1/20 HP, instantly reversible, capacitor type gear motor. Total 
reduction is 1200 to 1 resulting in 1 M RPM rotator speed. Both the motor and itsintegral 
gear assembly are equipped with ball bearings and special lubricant; full torque is 
delivered even at extremely low temperature. Motor creates no radio norTV Interference. 
RF slip rings, insulated with glass bonded mica, permit continuous rotation thru 360 
degrees in either clockwise or counter-clockwise directions. Heavily chrome plated 
slip rings provide low resistance contact, noise-free operation and resist corrosion. 
Rotator is equipped with auxiliary slip rings and convenient terminals for beam switch¬ 
ing relay. 

A hinged base permits the entire rotator and antenna assembly to be tilted a full 90“ 
for antenna adjustment. The rotator may be turned while in the tilted position. 

The complete 138-112 assembly includes a control box with selsyn direction indicator. 
Accurate azimuth bearings are continuously presented on an illuminated dial. Controls 
include Clockwise-Off-Counterclockwise rotation control switch, power switch and 
antenna relay switch. 

Rotator nominal dimensions, 15 3^" x 15^6*" ^ 15", weight 76 pounds, mounting area 
required 11" x 14". Control box dimensions 6" x 6" x 6", weight 2M pounds. Eight 
conductor interconnecting cable for rotator and control box furnished as a separate 


accessory item. 

Cat, No. Amateur Net 

1 38-112 Rotomatic Rotator for 115 volt 60 cycle power. $324.00 

144-16 Eight conductor cable. 26/ft. 


E. F. JOHNSON Company 


MINNESOTA 


JOHNSON ANTENNA ARRAYS 

Parasitic beam antennas for the 10, 15 or 20 meter amateur bands. Dual 10 and 20 
meter arrays may be mounted on the same boom and selected by means of the 138-108 
relay. Elements are strong, lightweight aluminum alloy tubing, grounded at the center 
to the boom assembly. Both element lengths and spacing are continuously variable, 
elements may be located at any point along the boom. Balanced open wire transmission 
lines may be matched to the driven element by means of the adjustable ”T” matching 
section. Coaxial transmission lines matched by “Gamma” or half “T” section. 

Boom assemblies are 2" galvanized steel tubing. U-bolts, together with element support 
clamps are used to fasten each element to the boom. Elements are firmly clamped to the 
boom and cannot work loose yet their positions are readily adjusted. The assembled 
beam requires no cross-bracing and has low wind resistance. 

Ten meter elements consist of a diameter tube 12 feet long with ^"adjustable end 
sections. Maximum element length 19 feet, minimum length 12 feet. Fifteen meter ele¬ 
ments are similarly constructed with maximum length of 25 feet. Tubing diameters of 
20 meter elements are 1H", 1/% and elements extend to a maximum length of 36 
feet. Bushings are used to insure close fit, minimum resistance and maximum rigidity of 
telescoping elements. 

Because of the large number of antenna combinations available, boom assemblies and 
element kits are listed separately. Boom assemblies are not included in the prices of 
antenna element kits. For example, a dual three element 10 and 20 meter interlaced 
beam consists of one 138-210-3 element kit, one 138-220-3 element kit and a 138-153 
boom assembly. In addition, a 138-108 beam switching relay is required. 

Boom assemblies have fixed length and are available as follows: 


Cat. No. 

138-151 

138-152 

138-153 


For beams: Amateur Net 

3 elements 10 meters. $13^,00 

3 elements 15 meters. 17.00 

3 elements 20 meters, 

4 elements 15 meters or 

dual interlaced beams 24.00 


Element kits complete with "T” match, hardware and element clamps but less boom. 


Cat. No. 

138-210-3 

138-210-4 

138-215-3 

138-215-4 

138-220-3 

138-108 


Description 

3 element 10 meter kit 

4 element 10 meter kit 

3 element 15 meter kit 

4 element 15 meter kit 
3 element 20 meter kit 
beam switching relay 


Amateur Net 

$43.50 

56.50 
49.(f0 
62.00 

77.50 
19.60 


JOHNSON "BI-NET" 

Fully Automatic 

Mobile Dual Band Antenna Resonator 
(Patents Pending) 

Dual mobile antenna loading network for 10 and 20 meter amateur bands. Mounted 
in the center of a standard mobile whip antenna, it enables the operator to change 
bands while in motion. Operation is completely automatic, no relays nor mechanical 
control are required. After initial adjustment, the “BI-NET” requires no further attention. 
Now, for the first time, true bansdwitching mobile operation is attainable. 

The “Bl-NET” is a tuning network consisting of two adjustable low-loss inductors and 
a ceramic insulated fixed capacitor. Inductors are silver plated for maximum conductivity. 
The assembly is enclosed in a streamlined, weatherproof-plastic housing and is equipped 
with W' X 24 female threads at each end for antenna mounting. CDverall size, 
high, 554" long, 2^" maximum width, weight 14 oz. 

Cat. No. Amateur Net 

250-22...$10.95 


ROTOMATIC ROTATOR 


DIRECTION INDICATOR 
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E. F. JOHNSON Company 


WASECA. 
MINNESOTA 



TYPE D Single 



TYPES "C” AND "D" CAPACITORS 


JOHNSON C and D Capacitors are rugged, reliable and simple. Their functional 
design permits rapid, accurate assembly which results in lower cost to the user. Materials 
are appropriate for the application and the finest available today. If you’re building 
medium powered radio frequency equipment if will pay you to use JOHNSON C 
and D Capacitors. 

CONSTRUCTION 

Heavy aluminum end frames, .051" plates and 5/16" tie rods assure extreme rigidity. 
Rotor contacts are laminated phosphor bronze. Dual models have center rotor Contact 
for electrical symmetry. Low-loss Steatite insulators are located outside the most intense 
RF fields and used solely to support stator assemblies. Shafts are 1 /4" diameter, cadmium 
plated with 3/4" rear extensions. 

Mounting brackets furnished for normal or inverted mounting. End frames drilled and 
tapped for panel mounting, special brackets or mounting of accessory components. 

SPECIAL TYPES 

Variations from standards such as special capacitances, ball bearings, dynamically 
balanced rotors, stainless steel shafts and right angle drive duals can be furnished in 
production quantities. 


TYPE C SINGLE SECTION 


Cat. No. 

Type No. 

Net Price 

Cap. per Sect. 
Max. Min. 

Spacing 

Number 

Plates 

L 

152-1 

250C70 

$14.25 

252 

34 

.175" 

24 

6W 

152-2 

500C70 

17.40 

496 

56 

.175" 

47 

123^" 

152-3 

250C90 

15.00 

245 

45 

.250" 

31 

12^6" 

152-4 

350C90 

17.00 

337 

63 

.250" 

43 

1427 ^ 2 " 

152-5 

50C110 

8.75 

51 

19 

.350" 

8 

427 ^ 2 ' 

152-6 

100C110 

10.60 

103 

30 

.350" 

17 

819^2" 

152-7 

250C110 

17.10 

251 

66 

.350" 

41 

18!4" 

152-8 

50C130 

9.75 

51 

24 

.500" 

10 

7“/r6" 

152-9 

100C130 

12.20 

102 

42 

.500" 

21 

13114' 


TYPE C DUAL SECTION 


152-501 

200CD45 

$14.90 

204 

21 

.125" 

15 


152-502 

300CD45 

17.70 

290 

26 

.125" 

21 

10«/f6' 

152-503 

200CD70 

17.20 

198 

27 

.175" ' 

19 

1234 " 

152-504 

300CD70 

22.80 

305 

37 

.175" 

29 

16254" 

152-505 

150CD90 

18.00 

147 

30 

.250" 

19 

14274 ' 

152-507 

50CD110 

12.35 

50 

18 

.350" 

8 

1054 " 

152-509 

100CD110 

18.40 

103 

32 

.350" 

17 

16254" 

152-510 

50CD130 

14.70 

51 

24 

.500" 

10 

14274 " 


TYPE D SINGLE SECTION 


TYPE D Dual 


153-2 

100D35 

6.70 

99 

14 

.080" 

8 

2294 ' 

153-4 

250D35 

8.90 

252 

24 

.080" 

20 

4254" 

153-6 

500D35 

13.50 

496 

36 

.080" 

39 

6254" 

153-7 

100D45 

7.40 

104 

19 

.125" 

12 

4254 " 

153-8 

150D45 

8.35 

146 

23 

.125" 

17 

4254 " 

153-9 

50D70 

6.50 

51 

17 

.175" 

7 

2294 " 

153-10 

70D70 

7.50 

72 

18 

.175" 

11 

4254 " 

153-11 

100D70 

8.10 

98 

23 

.175" 

15 

4254 " 

153-12 

150D70 

9.65 

151 

31 

.175" 

23 

6%" 

153-13 

250D70 

12.00 

244 

45 

.175" 

37 

1054 " 

153-14 

350D70 

15.00 

351 

62 

.175" 

53 

13114 " 

153-15 

50D90 

7.40 

53 

20 

.250" 

10 

4254 " 

153-16 

70D90 

8.20 

73 

25 

.250" 

14 

5%" 

153-17 

100D90 

9.15 

99 

30 

.250" 

19 

7114 " 

153-18 

150D90 

11.00 

149 

43 

.250" 

29 

1054" 


TYPE D 
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TYPE D DUAL SECTION 


153-501 

100DD35 

$ 9.30 

95 

13 

.080" 

8 

4254 " 

153-502 

150DD35 

10.70 

147 

15 

.080" 

12 

514 " 

153-503 

200DD35 

13.00 

202 

19 

.080" 

16 

7114 " 

153-504 

300DD35 

14.90 

291 

24 

.080" 

23 

9154 " 

153-505 

500DD35 

20.70 

496 

38 

.080" 

39 

13114 ' 

153-506 

150DD45 

13.30 

155 

24 

.125" 

18 

9154 ' 

153-507 

200DD45 

15.00 

198 

27 

.125" 

23 

124" 

153-508 

50DD70 

9.50 

52 

15 

.175" 

8 

514 ' 

153-509 

70DD70 

11.00 

72 

17 

.175" 

11 

7114 ' 

153-510 

100DD70 

12.40 

97 

22 

.175" 

15 

914 " 

153-511 

150DD70 

16.00 

151 

31 

.175" 

23 

13114 ' 

153-513 

50DD90 

11.00 

52 

19 

.250" 

10 

914 ' 

153-514 

100DD90 

14.55 

97 

30 

.250" 

19 

1424 ' 


^ee Explanation of Type Numbers on Opposite Page. 


Stated maximum and minimum values of capacitors are nominal, subject to plus or minus 
tolerances. Guarqnteed values, or “lowest maximum^ highest minimum” should be 
requested from the factory if necessary. 
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TYPE F Single 


TYPE E Single 


TYPE E Dual 


TYPES “E” AND "F" CAPACITORS 


Designed as rugged, compact units for medium and low power transmitters, type E 
and F capacitors are in a class by themselves. They have more capacity per cubic inch 
and occupy less panel space for their rating than any other capacitor on the market. 

Points of superiority: Heavy aluminum plates, .032*' thick, with rounded edges for 
maximum voltage rating — Heavy aluminum tie rods 1/4" diameter for frame strength 
and rigidity — Steatite insulation — mount with stator up to reduce capacity to ground 
— heavy phosphor bronze contact springs, cadmium plated — Center contact on dual 
models — Chassis or panel mounting — Stainless steel shafts. 

In addition to mounting foot shown, removable single hole brackets are furnished so 
that capacitor may be inverted from position shown, or other components mounted above. 


TYPE F SINGLE SECTION 


Cap. per Sect. Number 


Cat. No. 

Type No. 

Net Price 

Max. 

Min. 

Spacing 

Plates 

L 

155-1 

35F20 

$4.50 

35 

7 

.045" 

6 

1‘5^' 

155-2 

50F20 

4.70 

54 

8 

.045" 

9 

1^" 

155-3 

70F20 

4.85 

66 

8 

.045' 

11 


155-4 

100F20 

5.30 

106 

10 

.045" 

17 


155-5 

150F20 

5.90 

154 

12 

.045" 

25 


155-6 

250F20 

6.95 

252 

17 

.045" 

41 

4*4' 

155-8 

50F30 

5.00 

52 

9 

.075" 

13 

155-9 

70F30 

5.35 

67 

11 

.075" 

17 

2=%' 

155-10 

100F30 

5.90 

99 

14 

.075" 

25 


155-11 

150F30 

6.75 

148 

18 

.075' 

37 

W 




TYPE 

F DUAL SECTION 



155-501 

50FD20 

6.40 

53 

7 

.045' 

9 

3M' 

155-502 

70FD20 

6.80 

66 

7 

.045' 

11 

3274 * 

155-503 

100FD20 

7.60 

104 

9 

.045' 

17 

4^VT6* 

155-504 

150FD20 

8.80 

153 

11 

.045" 

25 

6" 

155-505 

200FD20 

9.85 

202 

14 

.045' 

33 

7’^' 

155-506 

50FD30 

6.90 

51 

8 

.075" 

13 

4274 ' 

155-507 

70FD30 

7.70 

66 

10 

.075" 

17 

52 *^' 

155-508 

100FD30 

8.90 

99 

13 

.075' 

25 

VArT 




TYPE E SINGLE SECTION 



154-1 

250E20 

5.35 

244 

12 

.045' 

23 

225^' 

154-2 

350E20 

6.10 

353 

15 

.045" 

33 

3%' 

154-3 

500E20 

7.05 

488 

19 

.045' 

45 

415^' 

154-7 

100E30 

4.95 

100 

11 

.075' 

15 


154-8 

150E30 

5.55 

154 

14 

.075" 

23 

324 ' 

154-9 

250E30 

6.55 

251 

20 

.075' 

37 

415^6* 

154-10 

350E30 

7.70 

347 

25 

.075' 

51 

6T4' 

154-11 

35E45 

4.40 

38 

9 

.125" 

9 


154-12 

50E45 

4.75 

53 

11 

.125' 

12 

2*14' 

154-13 

70E45 

5.05 

74 

13 

.125' 

17 

39 . 4 ' 

154-14 

100E45 

5.45 

101 

16 

.125' 

23 

4114 ' 

154-15 

150E45 

6.30 

145 

20 

.125' 

33 

6*4' 

154-16 

250E45 

8.05 

241 

32 

.125' 

55 





TYPE E DUAL SECTION 



154-502 

300ED20 

9.90 

312 

13 

.045' 

29 

62»^' 

154-503 

50ED30 

6.80 

52 

8 

.075' 

8 

4*^' 

154-504 

70ED30 

7.15 

72 

8 

.075' 

11 

4174 * 

154-505 

100ED30 

7.85 

99 

10 

.075' 

15 

5M' 

154-506 

150ED30 

9.20 

153 

13 

.075' 

23 

714' 

154-507 

200ED30 

10.80 

196 

15 

.075, 

.29 

85^' 

154-508 

50ED45 

7.20 

52 

10 

.125' 

12 


154-509 

70ED45 

8.05 

74 

12 

.125' 

17 

774' 

154-510 

100ED45 

9.45 

100 

15 

.125' 

23 

974' 


EXPLANATION OF TYPE NUMBERS 

The first part of the type number indicates the capacity per section in mmfd. The fol¬ 
lowing letter indicates the frame size. A second letter D indicates a two section type. 
The final number multiplied by 100 is the approximate peak breakdown voltage. 
Capacity measurements of the E and F types are made with the capacitors in the position 
shown in the above illustration. The C and D types are measured In inverted position. 

DEPARTURES FROM STANDARD 

Speciol plate spacings, capacities, shaft extensions, insulation, mounting brackets, 
terminals, etc., can be furnished to specifications for commercial applications. 

CAPACITORS FOR HIGHER VOLTAGES 

The JOHNSON line includes heavy duty pressurized or air dielectric fixed and variable 
capacitors for high voltage commercial applications. Data sheets furnished on request. 


& 
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TYPE F Dual 


TYPE F 


TYPE E 
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E. F. JOHNSON Company 


WASECA, 

MINNESOTA 


TYPE CAPACITORS 



Requiring a panel area just 5/8" wide by 3/4" high, these diminutive capacitors provide 
the answers to many problems encountered in the design of compact radio frequency 
equipment. 

JOHNSON Miniature Air Variables are available in three types: single section, 
differential and butterfly. Ideally suited for portable, mobile and airborne equipment 
thru the VHF range of frequencies, they are designed and constructed with features 
that assure reliable performance throughout long service life. 


Differential 



Specifications 

Low Inductance. Soldered plates assembled with precision tools. Split sleeve bearings. 
Beryllium copper tension spring contact for permanent alignment, constant torque and 
low inherent noise. Differential and butterfly types electrically symmetrical. Excellent 
vibration characteristic due to low inertia.Steatite insulation impregnated with DC-200. 
Metal parts brass, nickel plated. Single hole mounting bushing threaded 1/4-32 with 
flats to prevent turning. 3/16" shaft slotted for screw driver adjustment. Plate spacing 
.017". Peak voltage rating, 1250. 

Specials 

JOHNSON Miniature Air Variables are available In production quantities with 
features such as: 1. Locking bearing. 2. With 180° stop. 3. Various shaft extensions. 
4. .0135" spacing offering capacities up to 30 mmfd. 5. High torque. 

We would be pleased to quote on your special requirements. 




Butterfly 




Cat. No. 

Type No. 

Net Price 

Nominal 

Max. 

Cap. mmf. 
Min. 

Number 

Plates 

L 

160-102 

5M11 

$0.95 

5.0 

1.5 

5 


160-104 

9M11 

1.00 

8.7 

1.8 

9 

1%" 

160-107 

15M11 

1.15 

14.2 

2.3 

15 


160-110 

20M11 

1.30 

19.6 

2.7 

21 

1W 

160-203 

3MB11 

BUTTERFLY 

1.35 3.1 

1.5 

7 

1 %" 

160-205 

5MB11 

1.50 

5.1 

1.8 

13 


160-208 

9MB11 

1.70 

8.0 

2.2 

22 


160-211 

11MB11 

1.90 

10.8 

2.7 

31 

1W 

160-303 

6 MA11 

DIFFERENTIAL 

1.40 5.0 

1.5 

7 

1 w 

160-305 

9MA11 

1.55 

8.7 

1.8 

13 

1 

160-308 

15MA11 

1.75 

14.2 

2.3 

22 


160-311 

19MA11 

2.00 

19.6 

2.7 

31 

1W 
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TYPE "L” CAPACITORS 

Perfected ceramic soldering assures permanent rigidityand maintenance of capacitance. 
JOHNSON ceramic soldering leaves a bond which is stronger than the rugged end 
plates themselves. There are no eyelets, nuts or screws to work loose which would 
cause stator wobble and fluctuations in capacity. 

Split sleeve tension bearing assures silent operation on highest frequencies. Ceramic 
end plates, 1 square with two mounting posts tapped for 6-32 screws on 1?^" centers. 
Mounting (M)dimension is more than L dimension. 

Two sets of stator contacts. Corrosion resistant, bright alloy plating has low electrical 
resistance. 

These new variables are suitable for the severest conditions of portable-mobile operation. 
Other capacities and spacings on special order In production quantities. 

SINGLE SECTION 

Cap. per Sect. Plates 

Cat. No. Type No. Net Price Max. Min. ^Spacing Per Sec. L 

Single End Plate 

167-101 10L15 $1.85 11 2.8 .030" 3 

167-102 25L15 1.95 27 3.5 .030" 7 1 

167-103 50L15 2.15 51 4.6 .030" 13 1 

167-104 75L15 2.35 75 5.7 .030" 19 1 

Double End Plate 

167-151 100L15 3.60 99 6.8 .030" 25 2 1^" 

167-152 200L15 4.50 202 11.6 .030" 51 3»3^" 

BUTTERFLY 

167-201 10LB15 2.20 10.5 2.8 .030" 5 1 

167-202 25LB15 2.50 26 4.3 .030" 12 1 Tl«" 

167-203 50LB15 2.90 51 6.8 .030" 23 liS/Tc^ 

DIFFERENTIAL 

167-301 10LA15 2.10 11 2.8 .030" 3 I'/Tc" 

167-302 25LA15 2.35 27 3.5 .030" 7 1 

167-303 50LA15 2.65 51 4.6 .030" 13 1 

DUAL SECTION 

167-501 25LD15 3.90 27 3.5 .030" 7 

167-502 SOLDI 5 4.30 51 4.6 .030" 13 2W 

167-503 100LD15 5.05 99 6.8 .030" 25 3 

*.020", .060", .080" spacing available in quantities justifying special set-up. 

EXPLANATION OF TYPE NUMBERS 

The first part of the type number Indicates the capacity per section in mmfd. The 
following letter indicates the frame size or type. A second letter D indicates a two- 
section type. The final number multiplied by 100 is the approx, peak breakdown voltage. 
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TYPE "H" CAPACITORS 

Minimum weight and size with rugged construction. 
Steatite end plates 1*1/2" square permit panel mount¬ 
ing with both rotor and stator insulated. Aluminum 
plates .020" thick. Mounting dimension (M) is 5/16" 
more than the L dimension. Shaft dia. 1 /4". 

TYPE H SINGLE SECTION 



Cat. No. 

Typo No. Net Price 

Cap. 

Max. 

per Sect. 

Min. 

Spacing 

Plates 

Per Sec. 

L 

156-1 

25H15 

S2.20 

Single E 

25 

nd Plate 

4 

.030" 

6 


156-2 

35H15 

2.35 

36 

4 

.030" 

8 


156-3 

50H15 

2.55 

49 

4 

.030" 

11 

% 

156-4 

70H15 

2.80 

69 

6 

.030" 

15 


156-5 

100H15 

3.25 

97 

7 

.030" 

21 

IM 

156-6 

150H15 

4.70 

Double End Plate 

146 9 

.030" 

31 

2% 

156-7 

250H15 

5.75 

242 

13 

.030" 

51 


156-11 

70H30 

5.50 

74 

13 

.080" 

35 

4% 

156-512 

35HD15 

TYPE H DUAL SECTION 
4.60 31 6 

.030" 

7 

Wit 

156-513 

50HD15 

5.25 

51 

7 

.030" 

11 

2*4 

156-514 

70HD15 

5.80 

71 

8 

.030" 

15 

23^ 

156-515 

100HD15 

6.30 

99 

10 

.030" 

21 

3*4 

156-516 

35HD30 

5.90 

38 

.12 

.080" 

17 

4% 

156-517 

50HD30 

7.25 

55 

15 

.080" 

25 

6 


TYPE "J" CAPACITORS 

Has widenspacing, .025", than most small types, yet occupies 
little more space. Ideal for oscillator and low power stages. 
Steatite end plate is 1-1 /8" wide. Mounting brackets included. 




Net 

Cap. 

per Sect. 

Plates 


Cat. No. 

Type No. 

Price 

Max, 

Min, 

Per Sec, 

L 

157-1 

7J12 

$1.65 

8 

2.6 

3 

''4 

157-2 

15J12 

1.75 

17 

3.3 

6 

% 

157-3 

25J12 

1.90 

29 

3.6 

10 

% 

157-4 

50J12 

2.15 

52 

4.9 

19 

IM 

157-5 

75J12 

2.40 

73 

6 

26 

W 

157-6 

100J12 

2.70 

102 

7 

36 

1«V6 





TYPE “G” CAPACITORS 

Neutralizing capacitor for medium and low power stages. .032' 
rounded aluminum plates, Steatite insulation. Furnished with 
universal mounting bracket and locking nut. Mounting space 
required: 2-1/16" wide, 2-17/64" high. 


Cat, No 

Type 
. No. 

Net 

Price 

Cap, 1 
Max. 

oer Sect. 
Min. 

Spacing 

Number 

Plates 

L 

165-2 

50G20 

$3.00 

52 

5 

.045" 

9 

Wn 

165-4 

13G45 

2.75 

13 

4.7 

.125" 

5 

1^4 

165-5 

23G45 

3.00 

23 

6.4 

.125" 

9 


165-6 

6G70 

3.00 

5.7 

3.5 

,225" 

3 

ivr6 

165-7 

12G70 

3.50 

12 

6 

.225" 

7 




TYPE “N" CAPACITORS 

Extremely high voltage rating in proportion to size and requiring small 
mounting area. Constant voltage rating throughout full capacity range. 
Plates are aluminum cups supported by Steatite frame with cast alumi¬ 
num mounting bracket. Peak RF breakdown ratings at 2 Me,; N125— 
8,500, N250—11,500, N375—14,500. 



Cat. No. 

Type No. 

Price 

Max. 

Min, 

D 

C 

G 

V 

Spacing 

159-125 

N125 

$5.70 

11.0 

1.1 


3V8 

6% 

1154 . 

.125" 

159-250 

N250 

6.75 

10.6 

1.4 



71 % 

24 

.250" 

159-375 

N375 

8.60 

10.7 

1.7 

2M 

5194 

8% 

2154 

.375" 


TYPE “R" CAPACITORS 

The JOHNSON version of a highly popular standardized 
capacitor widely used in compact portable and mobile equip¬ 
ment. End plates are of extra heavy nickel-plated brass. 
Steatite insulating bars. All soldered and riveted construction. 

SPECIFICATIONS 

All plates are .0225" thick, of brass with bright allow plating, 
far more corrosion resistant than cadmium. Spacing is ordi¬ 
narily .0245", but available on special order in spacings up to 
.0715". Panel mounting area required; 1-5/8" wide, I-II/I 6 ' 
deep. Supplied at present only on special order in production 
quantities. Write for full details. 
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Steatite and porcelain RF insulators with 
a long history of user satisfaction. Dense 
molding and glazing impart fracture re¬ 
sistance together with low moisture ab¬ 
sorption. Extended creepage paths 
provide maximum voltage breakdown 
compatible with compact design. Rela¬ 
tively large mounting faces permit sub¬ 
stantial lateral loads. Heavily nickel 
plated brass hardware suitable for ex¬ 
posed applications. 









-60 

-62 "46 

-47 


90 

91 


/ 



-54 


-15-1 




STAND-OFF INSULATORS 

Steatite insulators comblnino excellent strength 
with economy for surface mounting applications. 
Heavy integral mounting bases; ample clearance 
for screw heads. 

Dimensions 

Cat. No. Net Price H B M A Hdwe. 


135-20 

135-20-2 

135-22 

135-22-2 

135-24 


$0,15 1% 1H1% 
.20 1% 1M1% 
.13 1 , 1% 

.16 1 1% 

.10 ys 1 


iyi% ^10-32 
1M1% H 74 Jack 
m 8-32 

1^1 74 Jack 

1 *K 6 y% 6-32 


Ribbed porcelain insulators with square mounting 
bases and four mounting holes; top glazed. 


.68 41/^ 2K 13 

.36 2M mi^ 


1% H-20 
Vs h-20 


Surface mounting porcelain insulators with 
drawn and etched aluminum bases. Nos. 135-65, 
135-65-2, 135-68, 135-68-2 are ribbed. 


135-65 

135-65-2 

135-66 

135-66-2 

135-67 

135-67-2 

135-68 

135-68-2 


.50 2H 1H IVs 
.72 2M 1H lys 
.72 AVi 2H 1H 
.94 AH 2H 1% 
.34 2%* IHiys 
.42 2%* 1H m 


1K1M ^10-32 
1 ^ 1 H H 7A Jack 
IHIVs H-20 

1H lys 15^6 76 Jack 
2H 1H 1% M-20 
2H 1% 1% 76 Jack 
IHiys % 10-32 
1M1^ 2*/^ 74 Jack 


STEATITE CONE INSULATORS 

Material, grade L-4 » better. Steatite. Deep 
clean threads are tapped directly Into the 
ceramic. Furnished complete with machine 
screws, brass and cork cushion washers. 


135-500 
135-501 
135-502 
135-503 
135-504 


$0.20 21^* ^ 
.24 1%* K 
.43 1%6* 1 
.49 2%* 1 Vs 
.85 3%* IVi 


% 6-32 
34 8-32 
34 8-32 
Vs 10-32 
K 10-32 



THRU-PANEL INSULATORS 

High voltage Insulators compression mounted by 
means of a stud throughout length. Extrusion of 
insulator base extends thru mounting hole 
Increasing breakdown rating. Flat mounting 
surfaces with cushion washers eliminate break¬ 
age. Types equipped with jacks have terminal 
permitting connection above as well as below 
the panel. 


Cat. No. Net PriceH B D E 
135-40 $0.25 134*54 % 34 

135-40-2 .33 1H^% % 34 

135-42 .24 34 M .400 ^ 

135-42-2 .32 34 M .400 34 

135-44 .18 54 ^ , 3055 ^ 


D E A Hardware 

% 34 *3410-32 

34 34 *34 74 Jack 

.400 Vs H 10-32 
.400 34 34 74 Jack 
.305 % Vs 6-32 


PORCELAIN 
135-45 $0,331^134 34 * 

135-45-2 .41 1^13^34 * 

135-46 .84 2^1^134 1 

135-46-2 1.06 2^1^^1*4 ^ 


1.24 434 234 % 


**/4 % 10-32 
*34 H 74 Jack 

1 *54 M-20 

1 *54 76 Jack 

1341*4 34-20 


METAL BASES 

Aluminum bases for replacement on 135-65, -66, 
-67 and -68 insulators. 

Cat. No. Net Price Fit insulators 
135-865 $0.10 135-65 

135-866 .12 135-66,135-68 

135-867 .15 135-67 


FEED-THRU BOWL ASSEMBLIES 

Bowls, electrical glass, 6*54^ maximum diameter. 
AV" high. Steel mounting flange 7^" dia. 
Stud threaded 34^-13. Cork gaskets and spun 
aluminum corona shields included in fittings. 
135-15-1 consists of single bowl with fittings, 
1034-' stud; 135-15-3 two bowls and fittings 
with 16" stud for walls up to A". 135-15-7 
with 24" stud for walls up to 12". Can also 
be furnished with special hollow studs. 


135-15-0 Glass bowl only, less fittings.. 6.65 

135-15-1 One bowl and fittings.12.30 

135-15-3 Two bowls and fittings._.21.50 

135-15-7 Two bowls and fittings...... 22.00 

♦Height dimension includes cushion mounting washer. 


135-47-2 1.46 434 2 34 '*^2 134 1 % 76 Jack 
135-48 .48 2 134*34 Vs 34 10-32 

135-48-2 .60 2 13^*34 34 M 74 Jack 


INSULATED 

THRU-PANEL BUSHINGS 

Assemblies consist of a pair of identical steatite 
insulators, hardware and cushion washers. The 
135-55 assembly has interlocking insulators 
which are self-centering in mounting hole and 
may be used on very thin panels. 

135-50 $0.24 34 H *34 H 6-32 

135-51 .40 *34 134 274 ^ 10-32 

135-52 .59 134 134 134 34 34-20 

135-55 .23 34 H *54 34 6-32 


LEAD-IN BUSHINGS 

Single porcelain insulators less all hardware 
except cushion washer. Mounting flanges listed 
separately. 

135-53 $0.26 1H 234 Wi 1% 

135-54 .62 4 334 2^% 1 


MOUNTING FLANGES 

Stamped aluminum mounting flanges for lead-in 
bushings 135-53 and 135-54. Three mounting 
holes spaced 120 degrees apart. 


Cat. No. For Bushing No. 

135-90 135-53.. 

135-91 135-54. 


Net Ptice 
....$0.25 
.55 


THREADED BRASS ROD 

Intended primarily for use with lead-in bushings 
135-53 and 135-54. Rod threaded overall 
34-20. Complete assembly includes rOd, 4 brass 
washers and 4 nuts, all parts heavily nickel 
plated. 

Cat. No. Length Net Ptice 

115-240 8". $0.40 

115-241 10". .50 

115-242 15". .70 


Catalog numbers ending in -2 denote jack types which were formerly identified with a J suffix 


Net 
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ENAMELLED COPPERWELD ANTENNA WIRE 


JOHNSON Enamelled Copperweld Antenna Wi'- 
are per 100 feet. Carried by most suppliersj 
arty specified length. ^ 

Cat. No. Net Price 

144-348 $2.9\r 

144-350 12 

144-352 1V' 14 



\ot stretch nor sag. Prices 
'i^allable from the factory in 


Breaking Strength 

1130 lbs. 
720 lbs. 
400 lbs. 


Ft. per Lb. 

34y2 
54 
85 

FEEDER INSULATORS 

Nos. 136-122, -124 and -126 are conventional feeder spreaders of high grade low 
absorption porcelain, Silicone impregnated. No. 136-122 has notches for IK' line 
spacing. All have cross section. 

Cat. No. Net Price Lgth. Cat. No. Net Price Lgth. Cat. No. Net Price Lgth. 
136-122 $.12 2" 136-124 $.17 4" 136-126 $.22 6" 

ANTENNA INSULATORS 

The 135-151, -152, -153 are 1 y" in dia., wet process porcelain with non-corrosive 
aluminum end bells. The 136-107-112, are wet process 1" in dia. The 136-104 is dry 
process square. The 136-32 is dry process compression strain type, 1 long. All 
antenna insulators glazed. 


Cat. No. 

Net Price 

Breaking Strength 

Net 

Length 

Over-all 

136-151 

$7.70 

5000 lbs. 

8" 

15K" 

136-152 

8.25 

5000 lbs. 

12" 

19K" 

136-153 

13.25 

5000 lbs. 

20" 

25 K" 

136-104 

.15 

400 lbs. 


4" 

136-107 

.75 

800 lbs. 


7" 

136-112 

.85 

800 lbs. 


12" 

136-32 

.10 



1H'' 


RADIO FREQUENCY CHOKES 

Have high reactance over the range for which they are designed. Coils are of enam¬ 
elled silk-covered wire impregnated with high grade R.F. lacquer and wound on 
Steatite cores. Current ratings may be increased for intermittent use. 

Cat. No. Net Price Frequency Current Induct. (1 me.) Ohms DC 
102-750 $1.15 1.7 to 30 me. 150 ma .83 mh 15 



SHAFT COUPLINGS 

All JOHNSON shaft couplings are manufactured with high quality, low loss Insulation, 
accurately machined and suitably finished metal parts. Each is capable of many thousands 
of operating cycles without failure due to fatigue. DC “breakdovvn” ratings derated in 
accordance with good engineering practice. The phosphor bronze springs of the -250 
and -251 series shaft couplings provide flexibility without backlash and adjust to minor 
shaft misalignments. Rigid types -252, -262 and -261 meet the requirements of accurate 
shaft alignment and high torque. The -259 is a bar type shaft coupling recommended for 
high voltages or very high frequencies. The -264 is a small bakelite insulated flexible 
shaft coupling for DC or low voltage RF applications. 


Dimension 


Cat. No. 

NetPrice DC “Breakdown” 

Dim.Dwg. C 

L 

A 

B 

104-250 

$.70 

4000 

A 


IK 

K 

K 

104-250-3 

.90 

4000 

A 

1^6 

m 

K 

K 

104-251 

1.00 

8000 

A 

2K 

1 % 

K 

K 

104-251-2 

1.00 

8000 , 

A 

2K 

1 % 

K 

K 

104-251-3 

1.00 

8000 

A 


i'% 

K 

K 

104-252 

.65 

7000 

F 

“Ae 

IK 

K 

K 

104-258 

.29 



K 

% 

K 

K 

104-259 

1.30 

8000 

E 


3H 

K 

H 

104-261 

3.95 

7500 

C 

2K 

VHe 

K 

K 

104-262 

.67 

5000 

D 

2 


H 

K 

104-264 

.52 

750 

B 



K 

M 



PANEL BEARINGS 




Nickel plated brass for K" 

_t 1_ 

shaft and up 

to %" 

panels. 

Also with 3" 

and 6" 

nickel- 


Cat. No. 115-255 
Cat. No. 115-256 
Cat. No. 115-256-2 


.Net Price $.17 
. Net Price .30 
. Net Price .40 


Panel bearing only. 

Bearing and 3" shaft. 

Bearing and 6" shjift. 

FLEXIBLE SHAFTS 

Phosphor bronze, non-rusting with hubs. Permit out of line or up to 90 degree 
angular control. 

Cat. No. 115-253 3" flexible shaft. Net Price $.36 

Cat. No. 115-254 6" flexible shaft. Net Price .50 

CRYSTAL SOCKETS 

Designed for HC-6/U crystal holder. Steatite base, DC200 impregnated. Contacts 
spaced .486" accept pins .050" diameter, .248" long; silver plated, hot tin dipped) 
terminals. Single H" mounting hole. Withdrawal force 1 K lbs. plus or minus 40%, 

Cat. No. 126-105 Body glazed, phosphor bronze contacts. Net Price $.12 

Cat. No. 126-105-2 Body glazed, beryllium copper contacts. Net Price .15 

MULTIPLE CRYSTAL SOCKETS 

Crystal socket accommodates up to ten FT-243 holders (pin spacing .486")- Base is mica 
filled phenolic; contacts are brass, cadmium plated, accept pins .400" long, ,093" dia. 

Cat. No, 126-120-1 (Board Only) . ..Net Price $2.30 

Crystal selector assembly: socket, bracket, 11 position swifehand index plate. 

Cat, No. 126-220-1 (Crystal Selector) .....Net Price $4.20 



Copyright by U, C. P., Inc. 


Net 


Radio’s Master --- 18th Edition 

Page J-79 
















123-206 


124-214 


124-213 


124-215 


120-267 


120-277B 


133-278 


120-177 


122-234 


TUBE SOCKETS 


f-s —1 


e 


n 


|-s-i 


1 1 

Hi 

—rfP«|-- 

1 1 ' 1 

j_ 111 J 


n 

-WH-I 

— D —H 

B 


123-209, -210, -211,-216 


No. 123-206 industrial bayonet socket with rugged metal shell for extremely high volt¬ 
age applications. Will accommodate 8008, 5G22, FG104, GL146 and other tubes with 
super jumbo 4 pin bayonet bases RTMA No. A4-18. Has steatite insulation, silver plated 
beryllium copper contacts, screw terminals and three heavy retaining springs in the shell 
to insure holding tube securely. 

No. 123-209 for all tubes equipped with medium 4 pin bayonet bases, RTMA No. 
A4-10. Heavy etched aluminum shell, white, glazed porcelain base. Heavy, side wiping 
phosphor bronze contacts. Base equipped with four mounting holes. 

No. 123-20^-4 identical with 123-209 except for Steatite base and beryllium copper 
contacts. 

No. 123-210 accepts medium four pin bayonet bases, RTMA No. A4-10. More compact 
than the 123-209 and has two mounting holes. Glazed white porcelain base, phosphor 
bronze contacts. 

No. 123-211 fits jumbo 4 pin bayonet bases, RTMA No. A4-29 (standard "50 watt”). 
Etched aluminum shell, glazed porcelain base with four mounting holes. Double filament 
contacts for heavy current. 

No. 123-211-4 identical with 123-211 except for Steatite base and beryllium copper 
contacts. 

In production quantities all the bayonet sockets above are available with plated brass 
shells and special contact plating. 


Cat. No. 

Net Price 

D 

H 

M 

S 

Pins 

Tube Base 

123-206 

$2.25 

2^x3^ 

2H 


2.250 

4 

Super Jumbo 

123-209 

1.10 

2% 



1.386 

4 

Med. Bay. 

123-209-4 

2.30 

2’3d6 

1% 


1.386 

4 

Med. Bay. 

123-210 

1.10 


1^ 

2K6 

1.386 

4 

Med. Bay. 

123-211 

1.40 


m 


1.886 

4 

Jumbo 

123-211-4 

2.90 

3M 

m 

2^% 

1.886 

4 

Jumbo 


No. 124-213 is a special socket for Eimac 152TL and 304TL. Contacts may be connected 
for series or parallel filaments. 

No. 124-214 is a special socket for Eimac 1 SOOTH. Both the -213 and -214 have glazed 
porcelain bases with two mounting holes. Contacts are phosphor bronze with nickel 
silversleeves nickel plated. 

No. 124-215 is q two unit socket for "250 watt” tubes such as 204A and 849. Anode 
cap RTMA No. C1-6, cathode mounting RTMAm Nos. A3-20 and A3-23. Bases are 
glazed porcelain, contacts phosphor bronze nickel plated. 

Cat. No. . Base Net Price 

124-213 "Eimac”. $1.45 

124-214 "Eimpc”. 1.80 

124-215 "250 watt”. 3.60 


MINIATURE SOCKETS 


Sockets for tubes with miniature button 7 pin bases, RTMA No. E7-1. Bases are Steatite, 
DC-200 impregnated. Silver plated phosphor bronze contacts. Contacts for -277 are hot 
tin dipped. -277 shield base is brass, nickel plated. Mounting centers 
Cat. No. Net Price 

120-267 Miniature socket, all ceramic. $ .33 

120-277 Miniature socket with shield base. .49 

MILITARY TYPE MINIATURE SOCKETS 

Top mounting, saddle type sockets per JAN spec. S-28A. One piece ceramic insulator, 
grade L-4B or better, top glazed, DC-200 impregnated. Brass shell and center shield 
nickel plated to withstand salt spray test. Contacts beryllium copper, silver plated. 
Terminals hot tin dipped. Mounting centers on 7 prong type, 1 on 9 prong type. 
-177 is for tubes with 7 prong bases RTMA No. E7-1, -199 for tubes with 9 prong bases 
RTMA NO.E9-1. 

Cat. No. Military Designation Type Net Price 

120-177 TS102C01 7 prong $.59 

120-199 TS103C01 9 prong .79 

MINIATURE TUBE SHIELDS 

Brass, nickel plated to meet JAN specifications. Twist to lock type construction with 
internal tube retaining spring. Both spring and shield are non-ferrous, non-magnetic 
material. 


Cot. No. 

Military Designation 

Fits Socket 

Length 

Net 

133-278-6 

TS102U01 

177, 277 

1H" 

$ .15 

133-278-7 

TS102U02 

177, 277 

1H" 

.19 

133-278-8 

TS102U03 

177, 277 

2H" 

.22 

133-278-9 

TS103U01 

199 

1H" 

.22 

133-278-10 

TS103U02 

199 

1W' 

.24 

133-278-11 

TS103U03 

199 

2^" 

.29 

133-277 

Miniature shield base only for 

use with 120-267 socket. .12 


SPECIAL FOR 5D21,705A AND 715A & B 

No. 122-234 for Western Electric 5D21, 705A, 715A, 715B includes heavy Steatite 
base and special locking device for retaining tube in socket. 

Cat. No. Net Price 

122-234.. $2.00 


F. JOHNSON Company 


WASECA, 

MINNESOTA 


s 

lSO-199 


133-278-10 


123 ,-$/ 09 , - 210 , 
" 211 , -216 
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TUBE SOCKETS 


WAFER SOCKETS 

JOHNSON wafer sockets are insulated with grade L-4 Steatite or better, top and 
sides glazed, underside impregnated in conformance with latest Army Navy specifica¬ 
tions. Contacts are brass with steel spring, cadmium plated and are mounted against 
phenolic washers in molded recesses to prevent movement. Rivets are countersunk and 
mounting holes bossed to permit sub-panel mounting. Locating grooves facilitate tube 
insertion. 


Cat. No. 


Net Price 


122-217 7 pin small. . 

122-22'‘l 4 pin. 

122-225 Spin;. 

122-226 6 pin. 

122-227 7 pin medium 

122-228 Octal. 


$ .52 
.39 
.42 
.46 
.49 
.52 


SEPTAR SOCKET 

The 122-101 is a 7 pin Steatite wafer socket for tubes with medium molded flare Septar 
base, RTMA No. E7-2. Socket is equipped with a ventilated base shield, five tube re¬ 
tainer springs and provision for mounting button mica capacitors directly to the socket. 
Socket is specially designed for VHP use with tubes such as the 826, 829, 832,4D32 and 
4D22. Contacts silver plated and recessed to prevent movement. Special terminals per¬ 
mit direct mounting of grid coils. Two holes provided for mounting of buss bar neutralizing 
leads. .185" mounting holes on 2®/T6^'square. 


Cat. No. Net Price 

122-101.. $2.00 

Sockets 122-247 and 122-248 are similar to the 122-101 above in that they mount 
Septar based tubes (RTMA base no. E7-2). These sockets are designed for applications 
where the special features of the 122-101 are not required. Steatite bases equipped 
with silver plated, phosphor bronze contacts mounted on phenolic washers to prevent 
turning. Each socket furnished with a dia. aluminum shield ring ^14^' high. Ring 

and socket mounted by four .174" holes on IK" square. 122-247 Is 2K" square, the 
122-248 is 2 K" square. 


Cat. No. 
122-247 
122-248 


Net Price 
$ .85 


1.60 


GIANT 7 PIN 

No. 122-237 is a 7 pin Steatite insulated wafer socket for transmitting tubes having a 
GIANT 7-pin base, RTMA No. A7-17, such as the 4E27, Hf<257 and 813. Contacts are 
brass with cadmium plated steel springs, are mounted on phenolic washers to prevent 
turning. Ceramic wafer is 2K^^ square, 4 mounting holes .174" dia. on 1 square, 
Ventilating hole in base K^'dia. 


Cat. No. Net Price 

122-237. S .72 


SUPER JUMBO 4 PIN 

Steatite insulated 4 pin wafer socket for tubes equipped with Super Jumbo Base, RTMA 
No. A4-18 such as the 8008. Brass contacts and steel springs both cadmium plated and 
designed for high current. Wafer 2 square, .174" dia. mounting holes on 1 square. 

Cat. No. Net Price 

122-244... $1.50 


FOR 833 AND 833A 

The 124-212 is a special socket assembly for the 833 and 833A consisting of a Steatite 
base which supports the tube and a pair of 119-843 tube cap connectors. Knurled thumb 
nuts permit easy installation of tube and base is designed to minimize strains on the tube 
envelove and prevent breakage. Heat radiating aluminum plate terminals have 4^" 
flexible laminated leads. 

Cat. No. Net Price 

124-212. . $6.55 


GIANT 5 PIN 

A 5 pin Steatite insulated wafer socket for tubes having bases per RTMA specification 
A7-17, such as the 4-125A and RK48. A series of small holes and a Yi" central hole in 
the base provide ventilation. Contacts are brass, cadmium plated and will handle high 
current. Size 2K''square with four .174" dia. mounting holes on a 1 K" square. 

Cat. No. Net Price 

122-275. $1.31 


TUBE CAP CONNECTORS 

Types 119-846 thru 119-849 are silver plated beryllium copper and assure permanent 
low resistance contact. 119-852 and -854 are phosphor bronze, cadmium. The 119-843 
is a heat radiating connector for power tubes hav'rng terminals, RTMA Nos. Cl-5, Cl-6, 
C1-7, C1-19orC1-27. 


Cat. No. Tube Cap Dia. 

119-843 .567". 

119-846 .125". 

119-848 .070". 

119-849 .048". 

119-852 .360". 

119-854 .566". 


Net Price 
$ 1.05 
.34 

10.80/c 

8.90/c 

4.30/c 

9.75/c 
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^ E. F. JOHNSON Company S. 





INDUCTOR 1000 HCS 40 
LINK 1000 SL5 


INDUCTOR 
500 LCS 40 
WITH LINK 
& FARADAY 
SHIELD 


JACK BAR 1000 JBS 
WITH 1000 SLA 
ARM ASSEMBLY 
A 1000 SL5 LINK 


JACK BARS 
1000 JBS, 500 JBS, 
150 JB? 


JOHNSON AIR WOUND INDUQORS 


Swinging link inductors for amateur bands 160 thru 6 meters; 150/ 500 and 1000 waff 
sizes. Two indudiance values for each band permits choice of appropriate L/C ratio 
dictated by amp^tfier plate voltage and plate current. Polystyrene insulation. Steatite 


bases and 

header wire sizes insure 

highest efficiency. HCS—Inductors match high 

voltage, low current tubes. 

LCS—Inductors match low voltage, high current tubes. 


V SWINGING LINK INDUaORS 




1,000 watts 




Cat. No. 

Type No. 

Net Price 

1 Wire Size Cap.*mm(ds. Height 

Width 

238-106 

1000HCS160 

$7.50 

10 

99 


414 " 

238-107 

1600LC$160 

7.50 

10 

140 


414 ' 

238-101 

1000HCS80 

6.70 

10 

46 

5' 

324 ' 

238-102 

1000LCS80 

6.70 

10 

73 

5' 

324 ' 

238-103 

1000HCS40 

6.05 

10 

24 

5' 

324 ' 

238-104 

1000LCS40 

6.05 

8 

55 

5' 

3W 

238-105 

1000HCS20 

5.55 

8 • 

19 

4K' 

3M" 

238-111 

1000LCS20 

5.55 

.250' 

26 

5M' 

4' 

238-112 

1000H/LCS14 

5.20 

.250' 

19 

4K" 

34 * 

238-113 

1O0OH/LCS1O 

4.90 

.250' 

18 

4%' 

34" 



500 watts 




238-125 

500HCS160 

3.75 

14 

100 

4742' 

34" 

238-126 

500LCS160 

3.75 

14 

148 


34" 

238-121 

500HCS80 

3.45 

14 

45 

3%' 

24' 

238-122 

500LCS80 

3.45 

12 

76 

3H' 

224 " 

238-123 

500HCS40 

3.15 

12 

27 

SM" 

224 " 

238-124 

500LCS40 

3.15 

10 

50 

3254 / - 

224 " 

238-131 

500HCS20 

2.70 

6 

25 


214 " 

238-132 

500LCS20 

2.70 

6 

37 

3^%" 

2%" 

238-133 

500H/LCS14 

2.25 

6 

19 

3 “4' 

24" 

238-134 

500H/LCS10 

2.10 

6 

19 

3H? 

24" 

238-135 

500H/LCS6 

2.10 

6 

18 

394' 

24" 


i 

150 watts 




238-147 

150HCS160 

3.30 

18 

102 

4*4' 

34' 

238-148 

150LCS160 

3.30 

16 

151 

4^4' 

34" 

238-141 

150MCS80 

3.00 

16 

51 

44' 

2*4' 

238-142 

150liCS80 

3.00 

16 

68 

4V 

2*®4' 

238-143 

150flCS40 

2.70 

14 

28 

324' 

24" 

238-144 

15MCS40 

2.70 

12 

57 

3M" 

224 ' 

238-145 

15#iCS20 

2.40 

12 

21 

34" 

2*4' 

238-146 

1^^CS20 

2.40 

12 

32 

34" 

2*4" 

238-151 

15W/LCS14 

2.10 

8 

19 

324 " 

24" 

238-152 

150H/LCS10 

1.95 

8 

19 

324 " 

24" 

238-153 

150H/LCS6 

1.95 

8 

16 

3%' 

2' 

♦Total circuit capacity required to effect resonance 

at low frequency end of band. 


Actual condenser capacity will be smaller by the sum of the tube output and wiring 
capacities, generally between 5 and 20 mmfd. Height measured from the bottom of the 
plug bar. Width is^O.D. of winding. 

PLUG-IN SWINGING LINKS 

Plug*ln links originated by JOHNSON. Select the link to match your line, coupler or 
output filter for optimum power transfer. 

Cah No. Type No. No. Turns Net Price Cah No. Type No. No. Turns Net Price 

^ ^ ^ I w! ^ h n a a a at, a 


238-181 150/500SL12 12 $1.80 238-191 1000SL10 10 $1.90 

238-182 150/500SL5 5 1.15 238-192 1000SL 5 5 1.45 

238-183 150/500SL2 2 1.00 238-193 1000SL2 2 1.10 

SWINGING LINK ARM ASSEMBLIES 

238-179 150/500SLA —Arm assembly for 150/500 waft Inductors. Nef $1.15 

238-180 lOOOsLA —Arm assembly for 1000 watt inductors. Net 1.40 

JACK BAR ASSEMBLIES 

238-171 150JBS—150 watt, 3 x x .Net $ .90 

238-172 500JBS— 500 watt, 5 x x .Net 1.20 

238-173 1000JBS—1 000 watt, 7 x x K".Net 1.80 


JOHNSON FARADAY SHIELD 

Faraday shields to minimize capacitively coupled spurious output. Designed for JOHN¬ 
SON plug-in links, equally effective and readily installed on other links including non 
plug-in types. Screen is copper plating on polystyrene. Grounded hood and copper 
braid complete,shielding. 

238-303 150/500 wattswinging linkshield, hood and lead assembly... .Net $2.60 

238-304 1000 v^att swinging link shield, hood and lead assembly. Net 2.75 

238-301 150/5d0 watt shield only.. Net 1.45 

238-302 1000 vvatt link shield only. Net 1.60 

(Link, coil, jack bar and arm not included) 

EDGEWISE WOUND ‘‘Hl-Q ’ INDUCTORS 

Edgewise wound; M''copper strip, bright alloy plated, Mycalex supporting bars. Widely 
used commercially, they Will safely handle more than 1000 watts in continuous service. 
Write for information on other types for industrial and broadcast applications. 


Cat. No. 

Net Price 

Inductance micro H 

Winding L x ID 

232-610 

$8.90 

31 

7*4" X 24" 

232-620 

11.40 

84 

84" x4" 

232-622 

8.90 

41 

64" x34" 

232-624 

6.30 

20 

6 ’^xS^" 

232-626 

5.80 

10 

44" x24" 


5.80 10 

ROTARY INDUCTOR 


Same efficient Inductor used in final tank of the VIKING II. May be used in any low and 
medium power transmitter with bandswitching exciter to provide continuous tuning 
throughout the range 3.5 to 30.0 mcs. without changing coils. Variable pitch winding 
of No. 14 tinned copper wire. Maximum inductance 10 microhenries. Form and end 
plates Steatite. Positive rolling contact assured by beryllium copper tension springs. 
Overall size; 2 J4''widex43^" long x 3" high. Supplied with typical tuning curves. 

Cat. No. 229-201. . .Net Price $8.85 

INDUCTOR CLIPS 

Clip No. 235-804 is plated phosphor bronze and is designed for making connections to 
edgewise wound inductors. No. 235-860 will admit wire from No. 20 to No. 10 without 
moving and shortirijg adjacent turns. 

Cal. No. 235-8041...Net Price $ .22 

Cat. No. 235-869 ..Net Price .11 
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KEYS, PRACTICE SETS, BUZZERS 


E« F« JOHNSON Company 


WASECA, 

MINNESOTA 


STANDARD SEMI-AUTOMATIC KEYS 


Improved standard model mounted on heavy steel base 6}4'' x 33^" x Four rubber 
feet insure stationary position while operating. Five adjustments with lock nuts assure 
dependable operation at all speeds. Smooth, easy action, adjustable from lowest to 
highest speeds. Vibrator arm, posts, circuit closing switch, and all machine parts heavily 
chrome plated for permanent finish. Heavy brass connector strips under base insure low 
resistance circuit. Two black fiber paddles can be adjusted separately to best height. 
Vibrator bearings are perfectly aligned and free-acting. Complete with circuit-closing 


switch and adjustable weight. 

Cat. No. Net Price 

114-500 —contacts, black wrinkle base. $13.50 

114-501 — M'' contacts, polished chrome base. 19.20 

114-501-2 —Same as 114-501 except left handed. 21.00 


AMATEUR SPECIAL MODEL SEMI-AUTOMATIC KEY 

Sturdy steel base 614^ x 3" x 3^", attractively finished with black wrinkle enamel. Four 
rubber feet prevent slipping or tilting. Vibrator and all hardware heavily chrome plated. 
Two adjustable weights. Contacts are coin silver. Adjustments have lock nuts to 
assure stable operation. No circuit closing switch. 


Cat. No. Net Price 

114-515 —Amateur model, semi-automatic. . $9.60 


AMATEUR SEMI-AUTOMATIC KEY WITH SWITCH 

For those who prefer a compact, light model. Has circuit closing switch. Base is die 
cast, 6" X 2^" X M"- Base and frame attractively finished in black wrinkle enamel. 
Vibrator arm is the same as on the Standard model, with the same smooth, easy action. 
Fully adjustable from eight words per minute to as high a rate as desired. ^4" coin silver 


contacts. An outstanding value. 

Cat. No. Net Price 

114-510 —Amateur model, with switch. $10.50 


HEAVY DUTY KEYS 

Heavy die cast base, chrome plated key arm, heavy brass connector strips under base 
Well insulated for heavy duty service. Large H" coin silver contacts. Improved Navy, 
type knob. Adjustable steel bearings and well designed spring give a light keying 
touch. The finest hand key money can buy. 


Cat. No. Net Price 

114-320 —Black wrinkle enamel base. $3.60 

114-321 —Polished chrome plated base. 5.10 


STANDARD KEYS 

Heavy die cast base. Smooth adjustable bearings. Provision for plugging in semi¬ 
automatic keys. Contacts are coin silver. A high quality key at low cost. 


Cat. No. Net Price 

114-310 —Black wrinkle, no switch.$ 3.00 

114-310-3 —Black wrinkle with switch.. 3.25 

114-311 —Chrome plated, no switch. -4.90 

114-311-3 —Chrome plated with switch. 5.15 

114-316 —Brass wrinkle, no switch. 3.00 


PHENOLIC BASE KEYS 

A high quality black phenolic base key. Adjustable, smooth-acting bearings. Improved 
spring, pigtail connection, coin silver contacts. All metal parts heavily nickel plated. 


Cat. No. Net Price 

114-301 —No circuit-closing switch. $1.95 


PRACTICE KEYS 

inexpensive practice keys for beginners. All metal parts except base nickel plated. 
Adjustable key arm spring, smooth action bearings, coin silver contacts. 


Cat. No. Net Price 

114-300 —Molded brown phenolic base. $1.85 


PRACTICE SET 

Constant frequency buzzer and key on a 4" x 6" molded brown Bakelite base. May be 
used singly or in pairs for code practice. 


Cat. No. Net Price 

114-450 —Practice set. $3.95 


CORD AND WEDGE FOR SEMI-AUTOMATIC KEYS 

Cord and wedge for quick, easy attachment of semi-automatic key across the circuit¬ 
closing switch of a standard hand key. Used almost universally by railroad telegraphers, 
it is also ideal for amateur service where both hand key and semi-automatic are used. 


Cat. No. Net Price 

114-380 —Cord and wedge. $1.00 


CONSTANT FREQUENCY BUZZER 

Molded black Bakelite base and cap. Fully adjustable, holds constant frequency. Coin 
silver contacts. Uses 2 dry cells or "C" battery. 


Tat No. Net Price 

114-400 —Constant frequency buzzer. $1.50 
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PLUGS AND JACKS 


NYLON TIP JACKS 
Patent Pending 

Completely insulated jack, body molded from 
low-loss Nylon. Contact recessed for maximum 
voltage breakdown and safety. Capacity to 
Vq" panel approximately 2.0 mmf., suitable for 
nigh frequency test points. One piece phos¬ 
phor bronze or beryllium copper contact for 
.081^ diameter pins. Integral solder terminal 
hot tin dipped, conventional soldering meth¬ 
ods may be used without damaging jack body. 
Threaded M-32 jack body mounts in 17/64" 
hole with single nut furnished. Overall dimen¬ 
sions, head diameter length 29/32". 


BerylKum Copper Contacts 


Cat. No. 

Color 

Net Price 

105-601-1 

White 

$0.30 

105-602-1 

Red 

.30 

105-603-1 

Black 

.30 

105-604-1 

Dark Green 

.30 

105-605-1 

Light Blue 

.30 

105-606-1 

Orange 

.30 

105-607-1 

Yellow 

.30 

105-608-1 

Brown 

.30 

105-609-1 

Light Green 

.30 

105-610-1 

Dark Blue 

.30 

Phosphor Bronze Contacts 


Cat. No. 

Color 

Net Price 

105-601-2 

White 

$0.27 

105-602-2 

Red 

.27 

105-603-2 

Black 

.27 

105-604-2 

Dark Green 

.27 

105-605-2 

Light Blue 

.27 

105-606-2 

Orange 

.27 

105-607-2 

Yellow 

.27 

105-608-2 

Brown 

.27 

105-609-2 

Light Green 

.27 

105-610-2 

Dark Blue 

.27 


SHORTING TYPE TWIN TIP JACKS 

Circuit closes automatically when tips are re¬ 
moved. Jacks spaced Single hole mount¬ 
ing, molded black phenolic body. 


Cat. No. 
105-432 


Net Price 
$0.39 



‘ BANANA SPRING * TYPE 

Nickel-silver springs and high grade nickel 
plated brass screw machine parts with ac¬ 
curate threads and milled nuts. Studs extend 
full length of springs for added support. 
108-754 (75D) is designed for riveting. Spring 
is beryllium copper. 

108-752-1 (75BB) has 13^" black plastic 
handle, 108-752-2 (75BR) same but red. 
108-772-1 (77BB) has 134" black plastic 
handle, 108-772-2 (77BR) same but red. 
108-750 (75) or 108-750-2 (75A) can be 
furnished with beryllium copper spring on 
special order and all plugs can be furnished 
with nickel, cadmium or silver plating If re¬ 
quired. 

108-745-1 Is a jack similar to the 108-740 (74) 
with a red plastic insulated head and furnished 
with fibre insulating washers. 108-745-2 
same but black. 

PLASTIC HEAD TIP JACKS 

Plastic heads in choice of colors listed. Sup¬ 
plied with fibre shoulder bushing and nickel- 
plated hex nut. Standard finish is nickel plate 
on body. Mounts in %" hole. Maximum panel 
thickness where insulating washers are 
used, 34** where omitted. K''-32 thread. 

Cat. No. Net Color Cat. No. Net Color 
105-520 $0,14 Red 105-526 $0.14 Orng. 
105-521 .14 Black 105-527 .14Yel. 

105-522 .14 DkGrn. 105-528 .14LtGrn 

105-524 .14 Brown 105-529 .14DkBlu 

105-525 .14 Lt Blue 105-530 .14 Ivory 

Description similar to above type except that 
brass body is molded integral with head, and 
additional phenolic washer is furnished. 5^6" 


-40 thread. 

Cat. No. Net Price 

105-418 Red. $0.22 

105-419 Black.. 0.22 


HEADLESS TIP JACK 

Brass body, nickel plated, threaded j4'''-32. 
Contact beryllium copper cadmium plated. 
Ideal for special jack strips or terminal boards. 
Requires only a single tapped hole for mount¬ 
ing. 

Cat. No. Net Price 

105-1 $0.10 


HEX HEAD TIP JACK 

All metal construction, brass nickel plated 
body with beryllium copper contact. Threaded 
^"-32, supplied with one extruded washer, 
one flat washer for insulation. Mounts in 
hole, maximum panel thickness 11 /32". 

Cat. No. Net Price 

105-417 $0.14 


SOLDERLESS PHONE TIP PLUGS 


Pin length 13/16" with 34" of tip .081" diam¬ 
eter. Knurled body and nut permit leads to be 
firmly secured without soldering. Body and 
nut brass, nickel plated. May be used with all 
tip jacks listed. 

Cat. No. Net Price 

105-15 $0.16 


Short solderless tip plug same as above except 
tip is 9/16" long and .081 diameter through¬ 
out its length. May be used with all tip jacks 
listed except 105-432. 

Cat. No. Net Price 

105-415 $0.15 


PLUGS 


Cat. No. Old No. Net Price Ulus. Dwg. S 


108-750 

108-75 

$0.11 

E 

A 


108-750-2 

108-75A 

.12 

E 

A 

H 

108-752-1 

108-75BB 

.28 

D 

C 


108-752-2 

108-75BR 

.28 

D 

C 


108-753 

108-75C 

.11 

F 

B 

108-754 

108-75D 

.08 

H 

H 

% 

108-770 

108-77 

.24 

C 

A 


108-771 

108-77A 

.27 

B 

B 

Vs 

108-772-1 

108-77BB 

.39 

D 

C 


108-772-2 

108-77BR 

.39 

D 

C 1M 

JACKS 

Cat. No. 

Old No. 

Net Price Ulus. 

Dwg. 

F 

108-740 

108-74 

.10 

G 

D 

54 

108-745-1 

108-Ti^l 

.20 


D 

34 

108-745-2 

108-r4*® 

.20 


D 

34 

108-760 

108-76 

^26 

A 

D 

% 


P 

D 

H 

G 

0 Thread 


.175 

■ 134 


.... 6-32 


.175 

134 


.... 6-32 


.175 

234 

.215 

34 


.175 

234 

.215 

34 ...: 


.175 



.... 6-32 


.155 




H 

.300 



M-28 

H 

.300 

134 


.... 10-32 

H 

.300 

22^4 

54“ 



.300 

2% 


54 .... 

D 

S 

H 

^Mole Dia. Thread 

M 



.:m6 

34-28 


34 

234 


34-28 


34 

24 

..W6 

34-28 


214 

1 

mi 

.54-24 


-Net 
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JOHNSON KNOBS AND DIALS 

A distinctive line of matching knobs and dials suitable for the finest electronic equip¬ 
ment. All types are derived from a new basic knob design, the first in years. Knobs have 
twelve well defined flutes and present an essentially round appearance. 

Tough, scratch resistant black phenolic is used for all molded parts. Metal dial scales 
have an etched satin chrome finish. This contrasts greatly with deeply etched and filled 
engraving, provides maximum legibility under poor lighting conditions. All types have 
accurately centered brass inserts for M*" shafts. 

In addition to the items listed, JOHNSON is prepared to supply variations (in pro¬ 
duction quantities) such as; special shaft sizes, scales, set screws or indicators* 


Cat. No. Ulus. Description Net Price 

KNOBS 

116-220 1 Knob, 1dia., black phenolic. $ .29 

116-260 1 Knob, 1 dia., black phenolic. .39 

116-280 1 Knob, 2^"" dia., black phenolic. .59 

SKIRTED KNOBS 

116-221 2 Knob, 1dia. with 1 H''black phenolic skirt. S .54 

116-261 2 Knob, 1 dia. with 2x14'' black phenolic skirt. .67 

116-281 2 Knob, 2H"dia. with 3" black phenolic skirt. .82 

DIALS 

116-222 3 Dial, 134" bevelled satin chrome scale with 134" knob. 

Scales as follows: 

116-222-1 100-0 over 180 degrees. S ,56 

116-222-2 10-0 over 270 degrees. ,56 

116-222-3 7-1 over 180 degrees. .56 

116-222-4 ON-OFF over 60 degrees. .56 

116-222-5 Single line. .56 

116-262 5 Dial, 2%" satin chrome scale with single line indicator 

0-100 over 180 degrees.. $1.40 

116-282 5 Dial, 4" satin chrome scale with single line indicator 

0-100 over 180 degrees. 2.00 




VERNIER DIALS 


116-265 

6 

Dial, 234" satin chrome scale 0-100 over 180 degrees 
with 3 to 1 friction vernier drive and single line indicator.. 

$3.00 

116-285 

6 

Dial, 4" chrome scale 0-100 over 180 degrees with 5 to 

1 friction vernier drive and single line indicator. 

$3.60 



SPINNER KNOBS 




For multi-turn devices such as variable inductors, potentiom¬ 
eters etc. 


116-226 

4 

Spinner knob 134" black phenolic. 

$ .56 

116-266 

4 

Spinner knob 1 34" black phenolic.. . 

.67 

116-286 

4 

Spinner knob 234" black phenolic. 

.82 



COUNTER DIAL 



A positively calibrated drive for rotary variable inductors and other multi-turn devices. 
Counter records up to 99 turns. Vernier dial calibrated 0-100 over 360 degrees, 
making possible accurate return to any pre-determined setting. Built-in dial lock, “spinner 
knob’’ and attractive black phenolic escutcheon. Furnished with mounting template for 


easy installation. 

Cat. No. Net Price 

116-208-1 Counter dial with dial lock, escutcheon and 2H* spinner knob... $11.10 
116-208-4 Same as above without dial lock. 9.80 


INSTRUMENT KNOB 

Unique black phenolic knob may be finger operated or mounted so as to project thru 
panel and screwdriver actuated. Length skirt diameter main body diameter 
34". Equipped with set screw. 


Cat. No. Net Price 

116-214-1— for shaft. . $ .33 

116-214-2— for Vvi’ shaft... 33 


ESCUTCHEON PLATE 

Attractive black phenolic escutcheon shown on 116-208-1 counter dial. Provides neat 
“window” for back-of-panel dial plate mounting. One edge of escutcheon suitable 
for attaching standard wide etched name plate. Opening 134" wide x high. 
Overall size 234" x 1^34". Furnished with No. 2 screws. 


Cat. No. Net Price 

116-201 Escutcheon plat©3 7 .. S .65 
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PILOT LIGHTS 


JOHNSON Pilot Lights are built to' exacting standards from the finest 
appropriate materials. The listings on thes® pages include only those standard 
units in greatest demand. Many other type# and variations from standards 
including those meeting military specifications are available in production 
quantities. 

Standard finish for jewel holder bezels is polished chrome except for 
3^" and 5^" sizes which are finished in nickel. Black oxide finish is fre¬ 
quently supplied to meet specioi requirements. 


In addition to smooth and faceted types, one inch jewels can be furnished 
with colored, plastic backing discs which impart color to the clear inside 
frosted jewel only when the lamp is lighted. This prevents external light 
from giving false indication of illumination. Whes'e required; lettering, 
numerals or insignia can be printed on the backing disc and arranged to 
be visible either continuously or only after lamp is lit. , 

Standard jewel colors are clear, red, green^ amber, blue and opal. Be 
certain to specify jewel color on all orders. 


ENCLOSED r LIGHT 



Underwriters’ Laboratories approved. One inch friction type jewel holder, 
bezel chrome plated brass. Lamp replaceable from front of panel. Mounting 
hole required 1'. Porcelain insulated candelabra screw socket with solder 
terminals. 


Length 

Cat No. Net Price Behind Panel Bulb Shape Jewel 
147-1000 $1.02 SM" S-6 Faceted 

147-1001 1.02 23^" S-6 Smooth 

147-1002 1.07 23^" S-6 Colored Disc 

147-1003 .99 2^6*" T 43^, NE45 Faceted 

147-1004 .99 234" T 434, NE45 Smooth 

147-1005 1.04 234" T 434/NE45 Colored Disc 


The following assemblies are Identical except socket bases are phenolic 
and equipped with screw terminals. 


147-1032 

$1.25 

2M" 

S-6 Faceted 

147-1033 

1.25 

2M" 

S-6 Smooth 

147-1034 

1.30 

2M" 

S-6 Colored Disc 

147-1035 

1.23 

234' 

T 434, NE45 Faceted 

147-1036 

1.23 

234' 

T 434, NE45 Smooth 

147-1037 

1.28 

234' 

T 434, NE45 Colored Disc 


ENCLOSED r LIGHTS WITH BAVONET SOCKETS 

SEE ILLUSTRATION ABOVE 

One inch friction type jewel holder, lamp replaceable from front of panel. 
Hard rubber insulation, screw terminals. All are Underwriters’ Laboratories 
approved except 147-1050, -1051 and -1052 which have single contact 
bayonet sockets. Mounting hole 1". 


Length 

Cat. No. Net Price Behind Panel Bulb Shope Lamp Base Jewel 


147-1050 

$1.07 

23^" 

G-6 

SC Bayonet 

Faceted 

147-1051 

1.07 

234' 

G-6 

SC Bayonet 

Smooth 

147-1052 

1.12 

234' 

G-6 

SC Bayonet 

Colored Disc 

147-1053 

1.20 

23^" 

G-6 

DC Bayonet 

Faceted 

147-1054 

1.20 

234' 

G-6 

DC Bayonet 

Smooth 

147-1055 

1.30 

234' 

G-6 

DC Bayonet 

Colored Disc 

147-1056 

1.21 

2^" 

G-6, NE48 

DC Bayonet 

Faceted 

147-105T 

1.21 

2^' 

G-6, NE48 

DC Bayonet 

Smooth 

147-1058 

1.26 

2M' 

G-6, NE48 

DC Bayonet 

Colored Disc 

147-1076 

1.45 

2^" 

G-6, NE48 

DC Bayonet* 

Faceted 

147-1077 

1.45 

25/^" 

G-6, NE48 

DC Bayonet* Smooth 

147-1078 

1.50 

2^" 

G-6, NE48 

DC Bayonet* Colored Disc 


♦Has 30,000 ohm series resistor built in for NE48. 


DETACHABLE SOCiIeT r LIGHTS 



Economy 1' pilot light. Chrome plated friction jewel holder. Lamp replace¬ 
able from front or rear of panel. Socket detachable from panel bushing for 
applications demanding removable panel. Mounting hole 1*. Two solder 
terminals, both insulated. 

Length 


Cot. No. 

Net Price Behind Ponel 

Bulb Shape 

Lamp Base 

Jewel 

147-800 

$.69 

1^34' 

G 334, T 3H 

Min. Screw 

Faceted 

147-801 

.69 

IW 

G 334, T 334 

Min. Screw 

Smooth 

147-802 

.71 

2^46' 

T434 

Cand. Screw 

Faceted 

147-803 

.71 

2®/4' 

T43^ 

Cand. Screw 

Smooth 

147-804 

.70 

I'Ke' 

G 33^, T 334 

Min. Bay. 

Faceted 

147-865 

.70 

IW 

G 334, T 334 

Min. Bay. 

Smooth 

147-808 

.75 

IW 

G 334,T 334 

Min. Bay. Colored Disc 


1" THREADED JEWEL HOLDER TYPES 



Enclosed 1' light assemblies with candelabra screw bases; phenolic In¬ 
sulated sockets. Underwriters' Laboratories approved. Knurled brass, 
threaded jewel holder polished chrome plated. Mounting hole size 1", 


Length 

Cal. No. Net Price Behind Panel 

Bulb Shape 

Jewel 

Terminalv 

147-1200 

$1.26 

246" 

S-6 

Faceted 

Solder 

147-1201 

1.26 

246" 

S-6 

Smooth 

Solder 

147-1202 

1.27 

246' 

S-6 

Colored Disc 

Solder 

147-1209 

1.37 

2M" 

S-6 

Faceted 

Screw 

147-1210 

1.37 

2M' 

S-6 

Smooth 

Screw 

147-1211 

1.38 

2M' 

S-6 

Colored Disc 

Screw 

147-1212 

1.49 

246" 

T434, NE45 

Faceted 

Screw 

147-1213 

1.49 

246" 

T434, NE45 

Smooth 

Screw 

147-1214 

1.50 

246' 

T434, NE45 

Colored Disc 

Screw 


WIDE ANGLE LENS TYPES 



Good visibility from extremely wide angles. Lamp extends well Into the 
internally ribbed, 134" glass bullseye jewel providing diffused light of 
good intensity. Chrome plated brass bezel; phenolic or hard rubber in¬ 
sulated socket with screw terminals. Mounting hole I". 147-1600 andl 
147-1605 Underwriters’ Laboratories approved. 

Length 

Cat. No. Net Price Behind Panel Bulb Shape Lamp Base 
147-1600 $1.54 234"^ S6 Cand. Screw 

147-1604 1.46 1%" G6 SC Cand. Bay. 

147-1605 1 .59 1W G 6 DC Cand. Bay. 


WIDE ANGLE LUCITE LENS TYPES 

For applications utilizing low powered light sources yet requiring good 
visibility. Designed for neon or low powered incandescent lamps. While 
jewels are furnished in all standard colors, only red, amber or clear are 
recommended for neon lamps. Underwriters' Laboratories approved, 

JEWELS 



The three types listed below have threaded Lucite jewels, mounting 
hole required ^34", length behind panel T34". Single contact miniature 
bayonet socket, phenolic socket body, solder terminals. 

Cot. No. Net Price Bulb Shape Bulb 
147-1142 $.68 T334 47,49,1490 

147-1143 .89 T 334 NE-51 Built in 200,000 ohm resistor 

147-1144 .89 T 334 NE-51 Built in 100,000 ohm resistor 



Lucite 1" jewels attached to chrome plated, threaded bezels. Hard rubber 
or phenolic insulation, screw terminals. Mounting hole required, 1". 

Length 

Behind 

Cat. No. Net Price Panel Bulb Shape Lamp Base Insulation 
147-1217 $1.16 U34" T 434 Cand. Screw Phenolic 

147-1218 1.10 1/4 T 334 Min. Bayonet Phenolic 

147-1219 1.46 234" T 434, G6 DC Cand. Bay. Hard Rubber 

147-1220 1.80 234" T 434, G6 DC Cand. Bay. Hard Rubber 

has 30,000 ohm 
resistor for NE48 


Radio's Master — ISth Edition 

Page J-86 


Net 


Copyright by U. C. P.^ Inc 


r OPEN PILOT LIGHTS 


VERTICAL MOUNTING OPEN LIGHTS 



One inch friction type jewels removable from front of panel. All parts 
heavily plated, jewel holder polished chrome. Requires 1" mounting hole. 
For use on panels up to thick. 

Length 


Cat. No. 

Net Price 

Behind Panel 

Bulb Shape 


Base 

Jewel 

147-100 

$.60 

13^" 

G 33i^,T334 

Min 

. Screw 

Faceted 

147-101 

.60 

134" 

G 334 , T 334 

Min 

. Screw 

Smooth 

147-103 

.61 

m" 

234" 

S-6 

Cand. Screw 

Faceted 

147-104 

.61 

S-6 

Can 

d. Screw 

Smooth 

147-106 

.63 

134" 

G 334, T3M 

Min 

. Bay. 

Faceted 

147-107 

.63 

IH" 

G 334 , T 334 

Min 

. Bay. 

Smooth 



Jewel holder and bracket heavily nickel plated. Brackets and nuts are 
steel, other metal parts brass. 

3/8" JEWEL 

Mounting Hole Clearance. 


Cat. No. 

Net Price 

Length 
Behind Panel 

Bulb 

Base 

Jewel 

147-500 

$.25 

134" 

134" 

G 334 

Min. Screw 

Faceted 

147-501 

.25 

G 334 

Min. Screw 

Smooth 

147-503 

.28 

134" 

G 334 

Min. Bay. 

Faceted 

147-504 

.28 

134" 

G 334 

Min. Bay. 

Smooth 


5/8" OPEN LIGHTS 

SEE ILLUSTRATION ABOVE 

Horizontal lamp bracket and jewel secured by single mounting nut. Mounting 
hole required ^4'^ clearance size. For use on panels up to "^Ai thick. Polished 
chrome jewel holder. 


Length 


Cat. No. 

Net Price 

Behind Panel 

Bulb Shape 

Base 

Jewel 

147-700 

$.47 

134" 

G 334 

Min. Screw 

Faceted 

147-701 

.47 

134" 

G 334 

Min. Screw 

Smooth 

147-703 

.50 

134" 

G 334 

Min. Bay. 

Faceted 

147-704 

.50 

134" 

G 334 

Min. Bay. 

Smooth 


1/2" THREADED JEWEL OPEN LIGHTS 



Jewel removable from front of panel. For use on panels up to 14*’ thick. 
Nickel plated jewel holder and bracket. Mounting hole clearance for 
thread. 


Length 


Cal. No. 

Net Price 

Behind Panel 

Bulb 

Base 

Jewel 

147-400 

$.47 

134" 

G 334 , T 334 

Min. Screw 

Faceted 

147-401 

.47 

134" 

G 334, T 334 

Min. Screw 

Smooth 

147-403 

.50 

134" 

G 334, T 334 

Min. Bay. 

Faceted 

147-404 

.50 

134" 

G 334 ,T 334 

Min. Bay. 

Smooth 


5/8" LUCITE LENS OPEN LIGHTS 



For efficient utilization of low powered light sources. Wide angle visibility; 
low cost. May be used with neon lamps or incandescent lamps with 3 watts 
or less dissipation. Mounting hole length behind panel 

Cat. No, Net Price Bulb Base 

147-406 $.42 T 3M ' Min. Bay. 

147.407 .66 NE51 Min. Bay. 200,000 resistor built in 

147-408 .66 NE51 Min. Bay. 100,000 resistor built in 


PANEL LIGHT 



For front panel illumination. Polished nickel plated hood, easily removable 
for lamp replacement; can be rotated to any position. Fits 34" mounting 
hole. Made for miniature bayonet or screw base T334 or G334 bulbs. 


Cat. No. Net Price 

147-330 Miniature Screw Base. $.75 

147-329 Miniature Bayonet Base. .90 


1/2" JEWEL 


Mounting Hole T4" Clearance. 


147-300 

.30 

134" 

G 3)4 

Min. Screw 

Faceted 

147-301 

.30 

V4" 

G 334 

Min. Screw 

Faceted 

147-303 

.31 

134" 

S-6 

Cand. Screw 

Faceted 

147-304 

.31 

134" 

S-6 

Cand. Screw 

Smooth 

147-306 

.33 

1" 

G334 

Min. Bay. 

Faceted 

147-307 

.33 

r 

G334 

Min. Bay. 

Smooth 


5/8" JEWEL 

Mounting Hole ^34" Jewel Holder 

Polished Chrome Plated. % 


147-200 

.49 

134" 

G 334 

Min. Screw 

Faceted 

147-201 

.49 

134" 

G334 

Min. Screw 

Smooth 

147-203 

.50 

134" 

S-6 

Cand. Screw 

Faceted 

147-204 

.50 

134" 

S-6 

Cand. Screw Smooth 

147-206 

.53 

r 

G334 

Min. Bay. 

Faceted 

147-207 

.53 

1" 

G334 

Min. Bay. 

Smooth 


ENCLOSED LIGHTS WITH 1/2" JEWELS 



Threaded jewel holder and bulb removable from front of panel. All brass 
construction heavily plated. Phenolic insulated miniature bayonet socket 
equipped with solder terminals. Furnished in two lengths for either T 334 
or G 334 bulb. Mounting hole ^34" diameter. 


Cat. No. 

Net Price 

Length 
Behind Panel 

Bulb Shape 

Jewel 

147-1110 

$.76 

1346" 

T334 

Faceted 

147-1111 

.76 

1346" 

T334 

Smooth 

147-1112 

.76 

134" 

G334 

Faceted 

147-1113 

.76 

134" 

G334 

Smooth 

Enclosed lights 

with 34" friction type jewel holders. Otherwise identical 

to those above. 

147-1122 

.86 

1346" 

T334 

Smooth 

147-1124 

.86 

1346" 

T334 

Faceted 


.86 134" T3 

BULB SPECIFICATIONS 


Bulbs used on all pilot lights may be identified from these illustrations, but 
are not included in prices. 


12 3 4 



S6 Cand. 
Screw 


5 6 



G SVj G 31/2 
Min. Min, 
Screw Bay. 



T31/4 

Min. Bay T 434 D.C. 
or Screw Cand. Bay. 

(NE-48) 


9 



T 4 Vz Cand* 
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- 110 , - 111 , -112 



-410, -411 



-210, -211 
-310, -311 
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VARIABLE INTENSITY LIGHTS 


CAMERA SHUTTER TYPE. Rotation of jewel head thru a small angle will open shutter 
disc completely illuminating lens uniformly or will close shutter and cut off all light. A pin 
hole can be placed in one shutter making the jewel faintly visible in the off position. 
Polished chrome plated jewel holder. Except for the jewel head, these pilot lights are 
identical to the Standard types listed under the heading "Similar Cat. No.". 


Cat. No. Net Price Ulus. 

Bulb Shape 

Lamp Base 

bia. Type 

Cat. No. 

147-430 

$1.14 

C 

G3H, J3H 

Min. Bay. 

3^" Faceted 

147-403 

147-431 

1.14 

C 

G3H, T3H 

Min. Bay. 

3^" Smooth 

\A1-A0A 

147-1114 

1.40 

B 

. T3M 

Min. Bay. 

3^" Faceted 

147-1110 

147-1115 

1.40 

B 

T3M 

Min. Bay. 

Smooth 

147-1111 

147-1116 

1.40 

B 


Min. Bay. 

3^" Faceted 

147-1112 

147-1117 

1.40 

B 

G3^ 

Min. Bay. 

3^" Smooth 

147-1113 

147-1504 

2.14 

A 

S-6 

Cand. Screw 

1 " Faceted 

147-1209 

147-1505 

2.14 

A 

S-6 

Cand. Screw 

1" Smooth 

147-1210 

147-1506 

2.14 

A 

S-6 

Cand. Screw 

1" Colored Disc 

147-1211 

147-1508 

1.58 

A 

G3M, T3M 

Min. Screw 

1" Faceted 

147-800* 

147-1509 

1.58 

A 

D3H, T3^ 

Min. Screw 

1" Smooth 

147-801* 

147-1510 

1.58 

A 

G3K, 13H 

Min. Screw 

1" Colored Disc 


147-1511 

1.59 

A 

G3^, J3H 

Min. Bay. 

1" Faceted 

147-804* 

147-1512 

1.59 

A 

G3K T3H 

Min. Bay. 

1" Smooth 

147-805* 

147-1513 

1.59 

A 

G3K, T3^ 

Min. Bay. 

V Colored Disc 


147-1514 

1.59 

A 

S-6 

Cand. Screw 

1 " Faceted 

147-802* 

147-1515 

1.59 

A 

S-6 

Cand. Screw 

1" Smooth 

147-803* 

147-1516 

1.59 

A 

S-6 

Cand. Screw 

1" Colored Disc 


147-1518 

2.16 

A 

G-6 

D. C. Bay. 

1 " Faceted 

147-1053* 

147-1519 

2.16 

A 

G-6 

D. C. Bay. 

1 ” Smooth 

147-1054* 

147-1520 

2.16 

A 

G-6 

D. C. Bay. 

1" Colored Disc 

147-1055* 

"^Shutter types have threaded Jewels instead of friction 

holders. 



POLARIZED TYPE VARIABLE INTENSITY LIGHTS 


Light passes thru two polarized discs. Rotation of jewel holder* thru 90 degrees varies 
light from full intensity to near cut-off. Various graduations of light intensity may be 
obtained by varying the angle of rotation. Jewels all Yi . See similar catalog numbers 
for further data. 


Cat. No. Net Price Ilius. Bulb Shape 


Similar 
Cat. No. 


147-420 

$1.14 

C 

T33€, G33^ 

Min. Bay. 

3>^" Faceted 

147-403 

147-421 

1.14 

C 

T3M, G33^ 

Min. Bay. 

3^" Smooth 

147-404 

147-1118 

1.40 

B 

T33€ 

Min. Bay. 

3^" Faceted 

147-1110 

147-1119 

1.40 

B 

T33i 

Min. Bay. 

3^" Smooth 

147-1111 

147-1120 

1.40 

B 

G33^ 

Min. Bay. 

3^" Faceted 

147-1112 

147-1121 

1.40 

B 

G33^ 

Min. Bay. 

Smooth 

147-1113 


JEWEL ASSEMBLIES 

Colors, all types: Red, Green, Amber, 
Blue, Opal, Clear. 


DIAL LIGHT BRACKETS 


1 JEWEL 

Polished chrome bezel with panel bushing 
to fit 1''hole, fiber washer and nut. 


Cat. No. 

Net Price 

147-110 

Faceted Jewel 

$.43 

147-111 

Smooth Jewel 

.43 

147-112 

Colored Disc 

.48 


Va" JEWEL 


Polished chrome holder fits 

mounting 

hole. Furnished with nut. 


147-210 

Faceted Jewel 

.34 

147-211 

Smooth Jewel 

.34 


Ms" JEWEL 


Nickel plated holder and nut. 

, fits 

mounting hoh 

e. 


147-310 

Faceted Jewel 

.18 

147-311 

Smooth Jewel 

.18 


%" JEWEL 


Nickel plated holder and nut. 

r fits 

mounting hoi 

e- 


147-510 

Faceted Jewel 

.13 

147-511 

Smooth Jewel 

.13 


V 2 " JEWEL 


Nickel plated internally threaded ponel 

bushing fits hole. Furnished 

with nut. 

147-410 

Faceted Jewel 

.34 

147-411 

Smooth Jewel 

.34 


Both terminals insulated on all types. Many 
other styles and combinations including 
wire leads, can be furnished from avail¬ 
able tools. 


Socket Net Price 


147-600, 

147-601, 

147-610, 

147-611, 

147-620, 

147-621, 

147-630, 

147-631, 

147-640, 

147-641, 


Min. Screw (Bracket down)$.10 
Min. Screw (Bracket up). . ..10 
Min. Bay. (Bracket down). ..12 

Min. Bay. (Bracket up).12 

Cand. Screw (Bracket down).11 
Cand. Screw (Bracket up). ..It 
Min. Bay. (Bracket down). ..14 

Min. Bay. (Bracket up)..14 

Min. Screw(Bracketdown)..12 
Min. Screw (Bracket up).. ..12 


In view of the existing material situation, 
certain changes in materials may be made 
from time to time. These changes will nol 
affect the suitability of parts or equipment, 
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E. F. JOHNSON Company MfNNESOTA 



ANNOUNCEMENT 


The E. F. Johnson Company has purchased the inventory, tools, dies and rights to manufacture the Signal 
line of telegraph instruments and keys. For many years, Signal instruments have been well known among pro¬ 
fessional telegraphers and radio amateurs for their quality workmanship and rugged dependability. Their 
manufacture by Johnson will provide a valuable addition to the Speed-X line of keys described elsewhere in the 
Johnson catalog pages. 

Signal items with newly assigned Johnson catalog numbers are described and illustrated below for refer¬ 
ence purposes. Where there are existing Speed-X items, the comparable Signal item may or may not be con¬ 
tinued and any item may be modified to adapt it to our manufacturing methods. 

The E. F. Johnson Company is now able to offer the most complete line of radio practice sets, telegraph 
learner sets, hand and semi-automatic keys, sounders and relays available from any source. 


Standard Key 

A key suited to high speed 
work. Spring tension, con¬ 
tact spacing and bearings 
fully adjustable. Base and 
binding posts are brass with 
instrument lacquer finish. Platinor contacts .072" 
diameter. Net weight 8 oz., shipping weight 1 lb. 

Johnson Cat. No. Signal Number 

114-100 R48 



Telegraph Key 

A professional telegrapher’s 
key equipped with circuit 
closing switch. Base, binding 
posts and switch lever are 
brass with instrument lac¬ 
quer finish. Key lever gun metal finish. Platinor con¬ 
tacts .072" diameter. Net weight 8 oz., shipping 
weight 1 lb. 

Johnson Cat. No. Signal Number 

114-100-3 M-lOO 



Heavy Duty Key 


This standard key is design¬ 
ed to carry heavy currents. 
All brass construction with 
lacquer finish. Furnished 
with 3/16", 1/4" or 3/8" 
coin silver contacts. Navy type key knob. Net weight 
12 oz., shipping weight 2 lbs. 



.Johnson Cat. No. 

114-62 

114-63 

114-64 


Signal Number 

R-62 

R-63 

R-64 


3/16" contacts 
1/4" contacts 
3/8" contacts 


Learner Set 

Telegraph practice set for 
two way operation. Bar 
frame cast iron black en¬ 
ameled. Bridge and adjust¬ 
ment screws brass with in¬ 
strument lacquered finish, 
sounding bar aluminum. 
Black lacquered steel sounder plate. Key has cast 
iron black enamel base, key lever gunmetal finish 
with .072" platinor contacts, brass adjusting screws. 
Sounder and key mounted on mahogany finished wood 
base with brass binding posts and rubber feet. In¬ 
struction manual packed with each instrument. Net 
weight 2 lbs., shipping weight 3 lbs. 

Johnson Cat. No. Signal Number 

114-110 M-110 4 ohms resistance 

114-111 M-111 20 ohms resistance 



Pony 



i' on black enamel base, 
weight 3 lbs. 


All the metal parts on 
this pony relay are brass 
with lacquer finish ex¬ 
cepting armature which 
is polished and plated 
steel. Magnets are non- 
ad justable. Mounted on 
a mahogany finished 
wood sub base and cast 
weight 1% lbs., shipping 


Johnson Cat. No. 

114-104 

114-105 

114-106 

114-107 


Signal Number 

M-104 

M-105 

M-106 

M-107 


4 ohms resistance 
20 ohms resistance 
50 ohms resistance 
75 ohms resistance 


Sounder 

Telegraph sounder designed 
for instant response. Alum¬ 
inum sounder bar for clear 
resonant tone. Cast iron bar 
frame with black enamel fin¬ 
ish. Bridge and adjustment 

screws brass with instrument 
lacquer finish. Black lac¬ 
quered steel sounder plate. 
Instrument mounted on a mahogany finished wood 
base equipped with brass binding posts and rubber 
feet. Net weight 2 lbs., shipping weight 3 lbs. 

Johnson Cat. No. Signal Number 

114-112 112-S 4 ohms resistance 

114-113 113-S 20 ohms resistance 

Formerly manufactured by: 

Signal Electric Manufacturing Company 
Menominee, Michigan 


Commercial Relay 

The commercial relay is 
correctly designed and 
constructed for long con¬ 
tinuous commercial ser¬ 
vice. Heel iron and arm¬ 
ature are made of Nor¬ 
way iron. Has rubber 
covered adjustable coils. 
Mounted on mahogany 
finished wood sub base 
and cast iron black en¬ 
amel base. Met weight 2 lbs. 14 ozs., shipping weight 
4 lbs. 

Johnson Cat. No. Signal Nuiabor 

114-916 916 150 ohms resistance 

114-917 917 250 ohms resistance 

Address all correspondence: 

E. F. Johnson Company 
Waseca, Minnesota 







Copyright by U. C- 
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ICA DE LUXE TRANSMITTER RACKS 



New modern design, stream¬ 
lined transmiter and public 
address racks. Removable ver¬ 
tical corner mouldings are 
rounded and completely cover 
panel edges and mounting 
screws. Chrome trim. Rack is 
made of iV' cold rolled steel. 
Panel mounting angles drilled 
for RMA, Amateur or Western 
Electric type panels. Screen 
ventilators on rear door and 
louvres afford ample ventila¬ 
tion. Easih^ assembled. Sup¬ 
plied in Marine gray ripple 
finish. Black ripple finish fur¬ 
nished only on specification. 



ICA MULTI-USE 
METAL CABINETS 


Overall Size....431/4 "x22"xl S" 

Panel Space......36%"xl9" 

Interior Width.17 % " 

Interior Depth.16 %" 

Shipping Weight.110 lbs. 


15 %" X 21"x 15" 
19%"x 21" X 15" 
28" x21"xl5" 

36%"x 21"x 15" 


An ideal unit for public address 
systems, transmitters, receivers, 
test equipment, etc. Has rounded 
corners on front of Cabinet. Trim¬ 
med with handsome chrome trim 
moulding. Equipped with hinge 
doors, and nickel-plated snap lodes. 
Completely assembled, ready for 
use. Finished in Black or Marine 
Gray Ripple Enamel. Black will be 
supplied unless Gray is specified. 
Accommodates RMA, W.E., or 
Amateur panels. 

Panel Space Dealer Cost 
8%"xl9" $12.00 

10 1 / 2 " X 19" 13.50 

12%"xl9" 14.58 

14" xl9" 16.20 

17i/s"xl9" 19.16 

26i4"xl9" 22.49 

35" xl9" 25.00 


*Door on top. fDoors on top and rear. t*Door on rear panel. 


ICA DE LUXE HINGED STEEL CABINETS 


Dealer Cost $43.38 


Overall Size ....67 %"x22"xl8" 

Pailel Space.61 % "x 19" 

Interior Width.17 %" 

Interior Depth.16 % " 

Shipping Weight.162 lbs. 

Dealer Cost $53.95 




The cabinets have rounded corners 
with specially designed Chrome 
plated “Air-Gate” ventilators on 
sides; and vertical Chrome Plated 
Trim moulding on front. Modern 
grille type ventilators are pro¬ 
vided on the back panels which 
also have an opening on the bot¬ 
tom to allow for leads, cable con¬ 
nections, etc. 

Bottoms have 4 embossed feet. 
Finished in a beautiful Marine 
Gray Ripple Enamel. 


Overall Size ....83% 

'x22"xl8" 

No. 

H. 


W. 


D. 

Panel Size 

Dealer Cost 

Panel Space. 

..7 7"xl9" 

3860. 

. 8" 

X 

10" 

X 

8". 

. 8" 

;x 8",... 

.$ 4.15 

Interior Width. 

.17 %" 

3861. 

. 8" 

x 

12" 

X 

8". 

. 8" 

x 10' ... 

. 4.67 

Interior Depth. 

.1634" 

3862. 

. 8" 

x 

14" 

x 

8". 

. 8" 

x 12'’ ... 

. 4.95 

Shipping Weight. 

.190 lbs. 

3863. 

.12" 

X 

20" 

x 

12". 

.12" 

X 18" ... 

. 10.66 


Dealer Cost $64.35 



ICA TABLE MOUNT RELAY RACKS 


ICA STANDARD 
HINGED STEEL CABINETS 


Sturdily constructed heavy duty 
tat)le rack with one piece base. 
Accurately drilled mounting 
holes universally spaced for 
RMA, Western Electric or 
Amateur panels. Finished in 
black ripple. Supp.lied 
“KNOCKED DOWN” With all 
necessary hardware. 


No. 

W. 

H. 

D. 

Panel Space 

Dir. 

Cost 

3910 

21" 

X 25" 

X 12" 

21" X 19" 

$6.60 

3911 

21" 

X 32" 

X 12" 

28"* X 19" 

8.25 


OPEN FACE RELAY RACK 


For standard 19" Rack Panels. Black Ripple Fin¬ 
ish. Rigidity assured with top cross-brace and 
vertical sections strongly welded. Designed for 
P.A. units, various types of transmitter's, etc. 
Sturdily made of %" thick steel. Base depth: 22". 
Accurately drilled mounting holes. 


f^o. Size Overall 

3912 7314 " X 20" X 20%" 

3913 88 %" X 20" X 18 %" 


Panel Dir. 

Space Cost 

71 %" $22.36 

36 34 " 19.14 









Designed in the same style and 
appearance as the De Imxe cab¬ 
inets shown above except that the 
Chrome Trim is eliminated. Sides 
and backs have ventilating louvres. 
Backs have opening for cable con¬ 
nections, etc. Top panel hangs on 
full sized piano type hinge. Bot¬ 
toms have 4 embossed feet. Finish¬ 
ed in Marine Gray Ripple Enamel. 


ICA RACK DOLLY 


Especiallj^ designed to 
simplify the moving of 
-JBB\ 'heavy or large racks or 
11111 , 1 . n 'l, „ cabinets of any type. Con- 

feP" structed of heavy gauge 

Bp steel, all-welded with rein- 

^ T T 1 j forcing corner gussets, 

ihe Insuline rack dolly measures 21" x 22". Accommodates a wide 
range of cabinet sizes. Has sturdy heavy duty casters. Supplied in 
black wrinkle finish. 




No. 

H. 

W. 

D. 

Panel Size 

Dealer Cost 

3925. 

. 8' 

' X 10" X 

8".. 

. 8" X 8". 

.$3.60 

3926. 

. 8' 

' X 12" X 

8".. 

. 8" X 10". 

. 3.90 

3927. 

. 8' 

' X 14" X 

8".. 

. 8" X 12". 

. 4.58 

3928. 

.12' 

' X 20" X 

12".. 

.12" X 18". 

. 9.96 


CHASSIS FOR 

ICA CABINETS 


No. 


Size 


For Cabinet Numbers 

Dir. Cost 

4024. 

. 7" 

X 7" X 2 

" .... 

.3860 and 3925 ... 

...$ .90 

4004. 

. 7" 

X 9" X 2 


.3861 and 3926 ... 

. 1.08 

4005. 

. 7" 

X 11" X 2 


.8862 and 3927 ... 

. 1.12 

4033. 

....... 10 " 

X 17" X 8 

".. .. , 

.3863 and 3928 ... 

. 1.63 


SEE FOLLOWING PAGES FOR COMPLETE LINE 
OF RACK PANELS. METER PANELS, RACK 
SHELVES, MOUNTING BRACKETS, ETC. 


INSULINE CASTERS 


4036 ...;.Dealer Cost $9.60 


Heavy gauge steel frames; durable compositfora 
rollers (2" diam. x 1" w.) on ball bearing swivel 
Mr mobility to any cabinet, rack, etc. The 

~ mounting plate measuring 1 %" x 2 %" has 4 
holes of diam.; mounting hole centers 1" x 2%". Overall height: 
2^", Rated load: 500 lbs. Shipping weight: 7 oz. 

No. 3209...Dealer Cost $0.90 
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ICA STANDARD AMPLIFIER FOUNDATION UNITS 

Top covers have rounded corners. 
The front, sides and back are 
equipped with louvre ventilators. 
The tops have raised screen open¬ 
ings for additional ventilation. 
Finished in beautiful Marine Gray 
Ripple Enamel. Height of Chas¬ 
sis S". 









Dealer 

Bottom 

Dealer 

3965. 

. 5 % 

" X 

No. 

Over-all Size 


Cost 

Plate No. 

Cost 

3966. 

. 8" 

X 

3980. 

. 51/2" 

X 10" 

X 

9" . 

.$2.70 

1677.... 

....$ .50 

3967 

. 7" 

X 

3981. 

. 8" 

X 12" 

X 

9". 

4.00 

1679... 

.85 

3968. 

. 10" 


3982. 

. 7" 

X 17" 

X 

9". ... 

. 4.33 

1681... 

.85 


3983. 

. 10" 

X 14" 

X 

9" . 

. 4.66 

1683... 

.92 

3969. 

. 10" 

X 

3984. 

. 10" 

X 17" 

X 

9" . 

. 5.00 

1685... 

.... 1.07 





ICA PERFORATED AMPLIFIER 
FOUNDATION CHASSIS 

Features a perforated metal cover 
that provides the maximum ventila¬ 
tion. Includes streamlined chrome 
handles. Finished in marine gray, 
ripple enamel. Height of chassis: 3". 

3rall Size Dealer Cost 

X 10" X 9" .$3.90 

X 12" X 9" . 

X 17" X 9" .5.$jb' 

X 14" X 9" . 5.67, 

X 17" X 9" . 6.33 


ICA DE LUXE AMPLIFIER FOUNDATION CHASSIS 

Top covers have rounded corners 
and fronts are embellished with 
the newly created Chrome plated 
“Air-Gate” Ventilators. Addition¬ 
al ventilation is obtained through 
the raised screen openings on the 
top as well as louvres on both 
sides and back. 

Have beautiful Chrome mouldings I 
and Chrome handles. Finished in 
Marine Gray Ripple Enamel. 

Height of Chassis 3". 


Over-all Size 

1 / 2 " X 10" X 9" 

" X 12" X 9" 

" X 17" X 9" 

" X 14" X 9" 

X 17" X 9" 


Bottom 
Plate No. 

1677.. 
1679 .. 

1681.. . 
1683 .. 
1685... 


ICA DE LUXE SLOPING 
PANEL CABINETS 

The top corners are rounded and 
trimmed with an attractive striped 
chrome trim. The sides of the 
cabinets have the beautiful “Air- 
Gate” Chrome ventilators. , 

The front panel is removable so 
that the chassis can be attached ' 

to it and used as one unit. 

Beautifully finislied in Marine Gray 
Ripple Enamel. 

No. H. W. D. 

3990 . 8" X 8" X 8' 

3991 . 8" X 10" X 8 

3992 . 8" X 14" X 8' 

3993 .12" X 18" X 12 



Dealer Cost 

.$4.88 

. 5.75 

7.00 
. 9.41 



ICA DE LUXE SLOPING CHASSIS AMPLIFIER UNITS 

- Cliassis are sloped and are equip¬ 

ped with beautiful chrome trim¬ 
med handles. Slope provides ample 
space for mounting instruments. 
Tlie top covers have beautiful 
Clirome Plated “Air-Gate” Ven¬ 
tilators with striped chrome trim. 
Supplied with ventilating louvres 
on sides and back. Have raised 
rectangular screen opening on the 
tops, embellished with chrome 
moulding. Marine Gray Ripple 
finish. Chassis Ht. 3 I/ 2 "; Slope 4". 

Chassis.. Dealer Bottom Dealer 
No. Over-all Size Bottom Cost Plate No. Co^ 

3962. .. 7" X 17" X 9i^"....10" x 17". . $7.55 1681. ....$ 45 

3963....10" X 14" X 91 / 2 " ..13" x 14".,.. 8.00 1683. .^2 

3964 ..10" X 17" X 91 / 2 " 13" x 17".... 8.30 1685. 1.07 


ICA "SUPER" STREAMLINED SLOPING-FRONT 
AMPLIFIER CHASSIS 



New, modern design amplifier 
chassis. Front panel sloped with 
streamlined top cover, Removable 
front panel Marine Gray Ripple 
finish with Chrome trim. Bottom 
plates supplied. Top cover 6^" 
high. 


No. 

Chassis Size 

Dir. Cost 

3930 . 

...10" X 12" X 3" 

.$7.25 

3931... 

...10" X 17" X 3" 

. 8.33 

3932 .. 

...13" X 17" X 3" 

. 9.58 


ICA SLOPING PANEL CABINETS 

Small—Compact 


New streamlined cabinets, 
rugged, small and com¬ 
pact, have various uses 
such as speaker cabinets, 
oscillator cases, input 
stages, small receivers, 
teletalk systems, moni¬ 
tors, etc. 



Beautifully de- 
signed, with round¬ 
ed corners and fin¬ 
ished in marine 
gray ripple. 



Copyright by U. C. P,, Inc. 


ICA MIDGET SPEAKER CASES 

Especially designed for 
the smaller type speakers. 

Beautifully finished in 
gray ripple with attrac¬ 
tively embossed grille. 

Speaker mounts on spe¬ 
cial removable internal 
chassis, punched for prop¬ 
er speaker opening. This 
unit fastens to side of 

cabinet with no visible screws to mar cabinet 
front. Facilitates ease of assembly. Measures 
4" d. X 4iV' w. X 4 1/^" 1. 

No. Description Hole Dia. Dir. Cost 

3986 .For 2" speakers. 2fs" .$l.bO 

3987 .For 3" speakers.2it". 1.50 


No. 

W. 

H. 

D. 

Dir. Cost 

3905. 

.4^" 

X 41 / 2 " 

X 4%".... 

.$1.00 

3906. 

. VVa" 

X 4%" 

X 4%".... 

. 1.67 


ICA DE LUXE METER CASES 

Finished in Marine Gray Rip- a 

pie Enamel with rounded 
tops and trimmed with beau- , 
tiful Chrome band. Avail- 
able for 2" or 3" meters. No. 

3999 is equipped with stand- 

off insulators. '==== 


No. D. 

3995.. .. 4 14 " 

3996.. . 4 1^" 

3999.. .. 41^" 


ICA STREAMLINED METER CASES 

Modern streamlined eases, 
with raised “futura” de¬ 
sign on top of cabinet. 
Finished in Marine Gray 
Ripple Enamel and trirW- 
med with chrome bandb ’ 

Meter Dealer 


No. 

D. 

W. 

3997... 

... 414 " 

X 4^/' 

3998... 

... 41 / 4 " 

X 4^s" 



Meter Dealer 


ICA CABINET REAR COVERS 


Rear cabinet covers designed 
specifically for the ICA cases 
indicated. Made of heavy 
duty steel in grey wrinkle 
finish. 


No. 4155—For ICA cabinets Nos..3905, 3995, 
3996, 3986, 3987. Size: 4y2^'x4f^". 

Dealer Cost $ .30 

No. 4156—For ICA^ cabinet No. 3906. Size: 
4i/^"x7y^".Dealer Cost $ .42 
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ICA SLOPING FRONT CHASSIS 

Has a sloping front for 

ceiverf or amplifier 

unit, when used without top covers. Heavj 
Duty Steel, finished in Black Ripple EnitmeL 



Top of 

Bottom of 


Size of 

Dir. 

No. 

Base 

Base 

Hgt. 

Slope 

Cost 

3320 

■ 7x17'' 

’ 10x17" 

SVa" 

4" 

$2.53 

3321 

10x14' 

' 18x14" 

31 / 2 " 

4" 

2.83 

3322 

10x17' 

' 13x17" 

3 Vs" 

4" 

3.27 



..3 0" X 10" X 6 ''... .4%" 
.12" X 12" X 7"....6 1 / 2 " 
..14" X 14" X 8"....9" 


ICA STANDARD 
SPEAKER CABINETS 

Finished in Black 
Ripple Enamel with 
plain black steel han¬ 
dles to match. 



3938 ...16" X 16" X 8 


ICA DE LUXE 
SPEAKER CABINETS 

Features rounded cor¬ 
ners; neatly chrome 
trimmed front; equip¬ 
ped with chrome han¬ 
dle. Steel grille. Ma¬ 
rine Gray Ripple finish 
Hole Speaker Dir. 

Size Size Cost 
"...4%".... 6"..,.$3.92 
".... 6 V 2 ".... 8 ".... 5.00 
"... 9" ....10".... 6.13 

"... 11 " . ..12".... 7.50 


No. 


Size 

Hole 

Size 

Speaker 

Size 

Dir. 

Cost 

3942.. 

..10" 

X 10'^ X 6". 


... 6 "... 

$3.42 

3943.. 

..12" 

X 12" X 7".. 

,.. 61 / 2 ". 

... 8 "... 

. 4.33 

3944.. 

..14" 

X 14" X 8 ". 

...9" . 

...10"... 

. 5.58 

3945.. 

.16" 

X 16" X 8"., 

...11" . 

...12" .. 

. 7.33 


COMPOSITE SPEAKER CABINET 

B A neatly designed com¬ 
posite unit to house 
either a 4" or 5" speaker. 
Measures 7" w. x 4" d. x 

ished steel with embossed 
grille. Removable back 
plate has key 'ways for 
... hanging. 

No. 3988 .Dealer Cost $3.33 


ICA PORTABLE STEEL 
CABINETS 

Ideal for housing oscillators, 
transceivers, test equipment) etc. 
Both front and back panels ate 
removable and are held With self- 
tapping screws which are sdp- 
plied. Equipped With leather 
handle. Finished in black ripple; 

Dir. Cost 

No. 38B0....§i7.e 12^^ x 7%^^ x 7^'.$2.90 

No. 3851...Si2e 16^' x 7x 7'^. 3*63 



' hi 



* 



CHANNEL-LOCK ALUMINUM BOXES 


ICA HINGED COVER CABINETS 


Latest two-piece box with special “chan¬ 
nel-lock” feature for snug and firm fit. 
Makes all mounting space easily accessible. 
Ideal for oscillators, amplifiers, etc. Easily 
assembled: merely tighten the two set 
screws provided. These sturdy boxes made 
of heavy aluminum in black wrinkle, gray 
hammertone and natural aluminum finish. 


Natural 

Muminum 

Dealer 

Black 

Wrinkle 

Gray 

Ham. 

Dealer 


Size, Inches 

No. 

Cost 

No. 

No. 

Cost 

W. 

L. 

H. 

29200 

$ .72 

29300 

29400 

$ .83 

4 

x2Vs 

xl% 

29205 

1.00 

29305 

29405 

1.12 

5 

x2y4 

x2l^ 

29210 

1.10 

29310 

29410 

1.23 

514 X 3 

X2V8 

29215 

.93 

29315 

29415 

1.05 

3 

X 4 

x5 

29220 

1.03 

29320 

29420 

1.20 

■ 6 

X 4 

X a 

29225 

2.00 

29325 

29425 

2.17 

10 

X 4 

x2>4 


UTILITY CABINETS with built-in chassis 

A multi-use small cabinet. Ideal for minor radior 
television assemblies. The chassis is welded to front 
panel, making it a time-saving, convenient unit. 
Front and rear panels easily removable. Of sturdy 
steel in black ripple finish. 


No. 

Cabinet Size 

W. D. H. 

Chassis Size 

W. D. H. 

Dealer Cost 

3816 

4" X 2" X 4" 

2y8"xi%"xi" 

$1.05 

3817 

4" X 3" X 5" 

2y8"x2%"xl" ^ 

1.15 

3818 

5" X 3" X 4" 

3y8"x2%"xiy4" 

2%"x4y8"xl3^". 

1.15 

3819 

4" X 5" X 6" 

1.43 

3821 

6" X 5" X 4" 

4y8"x4y8"xiy4" 

1.43 

3823 

6" X 6" X 6" 


1.50 





Supplied in knocked-down form for easy handling. 
Easily assembled. 

Finished in Black Ripple Enamel; See listing of 
chassis bases to fit above cabinet. 


No. 

W. 

D 

3825 . 

. 9" X 

5 

3826 

.10^' X 

8 

3828. 

.12" X 

8 

3829. 

.12" X 

11 

3830. 

.14" X 

8 

3831. 

.18" X 

12 



H. 

Dealer Cost 

X 

6". 

.$3.30 

X 

7". 

. 3.92 

X 

7". 

. . 4.46 

X 

8 ". 

.. 5.30 

X 

7". 

. 5.30 

X 

9". 

. 6.63 


"FLEXI-MOUNT" ALUMINUM 
CASES 

A two-piece case designed for maximum 
accessibility. Solves many problems de¬ 
manding installation of numerous elements 
in limited space while assuring necessary 
shielding. Has wide application. Made of 
heavy aluminum—finished in gray ham¬ 
mertone or natural aluminum. 

Cat. No. Dealer Cat. No. Dealer 

Gray H. Cost Natural Cost 



29435 

$ .70 

29335 

29436 

.70 

29336 

29437 

.73 

29337 

29438 

.97 

29338 

29439 

1.00 

29339 

29441 

1.07 

29341 

29440 

1.10 

29340 

29442 

1.37 

29342 

29443 

1.53 

29343 


$ .63 

2y8 X 

2% xl% 

.63 

21/8 X 

31/4 xl% 

.67 

2y8 X 

4 X 1 % 

.87 

21 A X 

4 X 21^ 

.93 

21^ X 

5 X 2y. 

1.00 

3 X 

51/4 X2y8 

1.03 

4 X 

5 x3 

1.27 

5 X 

6 X 4 

1.40 

5 X 

7 X 3 



ALUMINUM . . . STEEL CABINETS 

Popular utility cabinets now available in alu¬ 
minum in gray hammertone and natural finish. 
Excellent for amplifiers, monitors, input stages, 
meters, transceivers, etc. Removable front and 
back covers may be fastened to cabinet with 
self-tapping screws provided. Also supplied in 
steel with black ripple finish. 


Alu^ 

minum 

Natural 

Dealer 

Cost 

Aluminum 

Gray 

Hammertone 

Dealer 

Cost 

W. 


Size 

L. 

H. 

STEEL 

Black 

Ripple 

Dealer 

Cost 

29840 

$1.00 

29810 

$1.13 

4" 

X 

4" X 

2" 

3810 

$ .85 

29841 

1.13 

29811 

1.30 

4" 

X 

5"x 

3" 

3811 

.95 

29842 

1.47 

29812 

1.63 

4" 

X 

6"x 

5" 

3812 

1.20 

29843 

1.53 

29800 

1.72 

6" 

X 

6"x 

6" 

3800 

1.30 

29844 

2.20 

29801 

2.50 

9" 

X 

6" X 

5" 

3801 

1.87 





10" 

X 

7"x 

8 " 

3802 

2.30 



■» 


10" 

X 10" X 

8 " 

3803 

2.90 





12" 

X 

8 "xll" 

3804 

3.60 


29447 

3.83 

29347 

3.40 

5 

xl7 

X 4 

29444 

2.23 

29344 

2.10 

6 

X 8 

x3y2 

29445 

2.75 

29345 

2.30 

6 

xlO 

xSVz 

29446 

3.27 

29346 

2.93 

7 

xl2 

X 4 


SLIP COVER ALUMINUM BOXES 

Suitable for a variety of electronic 
device housing needs. Slide cover per¬ 
mits easy accessibility to mounted 
parts; offers shielding and dust-proof 
protection. May be used for television 
strips; terminal barriers, special 
equipment, amplifier units, etc. 
Heavy aluminum in natural finish or 
gray hammertone. 


Gray Ham¬ 
mertone No. 

Dealer 

Cost 

Natural 
Finish No. 

Dealer 

Cost 

W. 

Size 

L. H. 

29130 

$3.62 

29100 

$3.45 

sys" 

X 13" X 2 %' 

29135 

3.92 

29105 

3.75 

sys" 

X 13" X 2 

29140 

3.75 

29110 

3.58 

3" 

X 17" X 2 %' 
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NEW ICA BAKELITE INSTRUMENT CASES 


Solid molded bakelite one-piece 
case for a variety of electronic 
housings. Light in weight but 
durable. Has tapped corner holes 
and brass inserts with 4-3(> 
threading for flush panel mount¬ 
ing. Offers shielding and dust 
proof protection for small am¬ 
plifiers, oscillators, etc. Complete 
with ^" bakelite panel, drilled 
for mounting. 

No. S201— Vi " X 3 % " X 2" h. 

Dealer Cost $1.65 

No. S202—6 % " X 5 14 " X 2 % " h. 

Dealer Cost $2.19 


CONTROL . . . SWITCH CASE 

Strongl}" welded steel case; removable 
cover. Suitable for control or switch box; 
enclosing small assemblies, etc. Includes 
cover screws. Gray hammertone finish. 
Outside dimensions: 314 "x5 14 "x2 Vs 

No. 3797.Dealer Cost $1.00 


ICA CHASSIS 
MOUNTING BRACKETS 

Designed for rack panels 
and chassis where addition¬ 
al strength is required for 
heavier units such as power 
supplies, etc. Heavy gauge 
steel, black ripple finish. 

No. Front Back 

4092 6 1/2 " Ht. X 8" D. x 4" Ht. 

4077 6 1/2 " Ht. X 10" D. x 3" Ht. 

4093 6 1/2 Ht. X 11" D. X 4" Ht. 

4079 8 1/2 " Ht. X 1 0" D. x 4" Ht. 

40S1 6 1/2 " Ht. X 12" D. X 3" Ht. 

4094 6 1/2 " Ht. X 13" D. X 4" Ht. 

4083 8 1/2 " Ht. X 13" D. x 4" Ht. 



RECORD CHANGER BASES 

sturdy steel base in beautiful brown 
hammertone finish with protective, 
non-marring cork rubber cushion. 
Especially designed for the better 
known record changers. Grorameted 
holes provided for AC lead on rear 
apron; also punched for easy addi- 
tion of Insuline No. 2385 phono 
plug-socket. 

No. Description Dealer Cost 

3308 —For WEBSTER No. 100 Series changer models and 

similar sizes . $4.17 

3308- BP —-Steel bottom plate in matching finish; rubber 

bumpers and mounting screws complete, for above 
liase . 1.25 

3309 — For WEBSTER No. 106 Series changer models and 

similar sizes . 4.17 

3309-BP —Steel Bottom Plate in matching finish; rubber 
bumpers and mounting screws complete, for above 
base . 1.25 

GARRARD CHANGER BASE 

Made for the new Garrard Model RC-80 S-waj' record changer. This 

steel base is finished in brown hammertone with protective cushions. 

Includes grommeted holes for AO lead. Complete with bottom plate. 

No. 3315.Dealer Cost $6.33 



Dealer Cost 
$ .85 
1.13 
1.20 
1.80 
1.50 
1.35 
1.92 


ICA CHASSIS MOUNTING BRACKETS 


Made to fit on 17" relay 
rack chassis. Panels must ^ 
be at least 7" high. 
Black ripple finish. 


3955— For 8" base.Per Pair $ .85 

3958—For 10" base.Per Pair 1.02 

3956— For 11" base.Per Pair 1.20 

3957— For 13" base.Per Pair 1.70 


ICA RELAY RACK BRACKETS 


Black Ripple Finish. 
Used to- reinforce racks 
and for mounting of pan¬ 
els, shelves, chassis, etc. 



Base Brackets.. 


..Per Pair $ .80 


Base Brackets.Per Pair 


Per Pair 1.70 I 3952—11" Base Brackets.Per Pair 1.10 


CHASSIS BRACING ANGLES 

For supporting chassis bearing 
heavy loads. Angles provide neces¬ 
sary bracing, thus freeing panel 
from weight load. Vs" steel in 
black wrinkle finish. 

No. 3856—14" L. x 3" W. Dealer Cost $1.75 pair 

No. 3857—12" L. x 3" W. Dealer Cost 1.65 pair 


STEEL RACK SHELVES 

Made of heavy gauge steel in black 
wrinkle finish. Easily slid into rack 
for supporting heavier units- such as 
power supplies, etc. 


No. 3854—19" W. x 1" H. x 15" D. Dealer Cost $3.10 

No. 3855—19" W. x 1" H. x 12" D. Dealer Cost 235 





ICA MASONITE 
RELAY RACK PANELS 

Made of Tempered Masonite 
—a non-magnetic material, 
sturdy and tough yet easily 
drilled and worked with 
ordinary wood - working 


tools and punches. Finish¬ 
ed in Black or Gray. Supplied in Black Ripple finish unless Gray 
is specified, RMA notching. If Western Electric notching is desired, 
add “WE” to catalog No. 



Electric notching is desired, add “WE” 


STANDARD RELAY 
RACK PANELS 

ICA standard relay rack 
panels are slotted to fit any 
standard 19" relay rack. 
lOA relay rack panels are 
supplied in Vs" thickness. 
Notched according to RMA 
specifications. If Western 
to catalog numbers. Made 


of steel (in black ripple or gray finish) or aluminum (in black 


ripple or gray wrinkle; also in gray hammertone on request). 


STEEL 


ALUMINUM 


No. 

Size 

Dir. Cost 

No. 

Size 

Dir. Cost 

*3662RS 

1 %" X 19" 

$ .67 

3668RS 

1214 " X 19" 

$1.67 

*3663RS 

3 1 / 2 " X 19" 

.83 

3669RS 

14" xl9" 

1.83 

*3664RS 

514 " X 19" 

.97 

3670RS 

15%"xl9" 

2.03 

*3665RS 

7" xl9" 

1.10 

367IRS 

17 1 / 2 " X 19" 

2.37 

3666RS 

8 % " X 19" 

1.33 

*3672RS 

1914 " X 19" 

2.57 

*3667RS 

101 / 2 " X 19" 

1.50 

3673RS 

21" xl9" 

2.87 


*RMA and “WE” notching specifications are identical. 


SPECIAL SIZES OF RACK PANELS AVAILABLE ON ORDER 

Insuline Corporation of America is geared to supply rack panels in 
various sizes, thicknesses and finishes. Materials include Steel, 
Aluminum, or Masonite in any thickness from Vs" to Any 

finish according to specifications. 




Dir. 



Dir. 

Gray 

Dir. 

Black 

Gray 

Cost 

Size 

Black 

Cost 

Wrinkle 

Cost 

*3600RS 

*3612RS 

$.67 


*8600RS 

$.83 

*8620RS 

$.83 

*3601RS 

*3613RS 

.75 

31 / 2 " 

*S601RS 

1.20 

*8621RS 

1.20 

*3602RS 

*3614 RS 

.93 

51 / 4 " 

*S602RS 

1.37 

*8622RS 

1.37 

*3603RS 

*3615 RS 

1.08 

7" 

*8603RS 

2.00 

*S623RS 

2.00 

3604RS 

3616RS 

1.32 

8%" 

8604RS 

2.33 

8624 RS 

2.33 

*3605RS 

*3617RS 

1.58 

101 / 2 ' 

*S605RS 

2.77 

*S625RS 

2.77 

3606RS 

361SRS 

1.88 

121 / 4 " 

8606RS 

3.17 

8626RS 

3.17 

3607RS 

3619RS 

2.17 

14" 

8607RS 

3.53 

8627 RS 

3.53 

360SRS 

3620RS 

2.40 

15 %" 

860SR8 

4.00 

8628RS 

4.00 

3609RS 

3621RS 

2.70 

171 / 2 " 

S609RS 

4.43 

S629RS 

4.43 

*3610RS 

*3622RS 

3.00 

191 / 4 " 

*S610RS 

4.83 

*S630RS 

4.83 

3611RS 

3623RS 

3.30 

21 " 

8611RS 

5.17 

S631RS 

5.17 


*RMA and “WE” notching specifications are identical. 
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steel—Zinc 
Plated Finish 
No. Dir. Cost 


STEEt OR ALUMINUM CHASSIS BASES 

For receivers, transmitters, etc. Bases are folded over on bottom 
for additional strength and drilled to permit attaching of bottom 
plates, Solidly constructed. STEEL BASES—one piece; heavy 
duty; zinc plated or black ripple finish. ALUMINUM BASES— 
First grade aluminum, electronically 'welded. Thickness: 16 
gauge (.050). 


ICA CHASSIS BOTTOM PLATES 


Steel- 

—Black 





Alumi 

inum 

Ripple Finish 






Dealer 

No. 

Dir. Cost 

Gauge 


Size 

No. 

Cost 




W. L 

H. 






4 

X 6 

X 2 

29043 

$1.13 




4 

X 6 

X 3 

29044 

1.13 




4 

X 17 

X 3 

29027 

2.03 

4000* 

$ .77 

20 

41/2 

X 8 

X 1 V 2 



4037 

.88 

20 

5 

X 7 

X 2 

29030 

.93 




5 

X 7 

X 3 

29047 

1.17 

4001 

.78 

20 

5 

X 91/0 

xlVo 



4038 

.93 

20 

& 

X 91 / 2 x 2 

29033 

1.10 

4002 

1.08 

20 

5 

X 9 Vz X 8 

29002 

1.30 

4042 

1.08 

20 

5 

X 10 

X 3 

29048 

1.33 

4003 

1.33 

20 

5 

X 13 

X 3 

29003 

1.40 

4032 

1.17 

20 

51A xlO 

X 3 

29004 

1.58 




6 

X 17 

x3 

29050 

2.10 

4043 

1.26 

16 

6 

X 14 

X 3 

29034 

2.01 

4024 

.90 

20 

7 

X 7 

X 2 

29005 

1.10 

4004 

1.08 

20 

7 

X 9 

X 2 

29006 

1.20 

4005 

1.12 

20 

7 

X 11 

X 2 

29007 

1.33 

4006 

1.27 

20 

7 

X 12 

X 3 

29008 

1.57 

4007 

1.20 

20 

7 

X 13 

X 2 

29009 

1.40 

4008 

1.45 

20 

7 

X 15 

X 3 

29010 

2.27 

4009 

1.57 

20 

7 

X 17 

X 3 

29011 

2.20 

4013 

1.43 

20 

8 

X 12 

X 3 

29012 

1.90 

4014 

1.45 

20 

8 

X 17 

X 2 

29013 

2.10 

4035 

1.58 

20 

8 

X 17 

X 3 

29014 

2.47 

4039 

1.65 

20 


X 15 

X 3 

29037 

2.30 

4016 

1.50 

20 

10 

X 12 

X 3 

29015 

2.10 

4017 

1.58 

20 

10 

X 14 

X 3 

29016 

2.67 

4040 

1.60 

20 

10 

X 17 

X 2 

29039 

2.53 

4033 

1.63 

20 

10 

X 17 

X 3 

29017 

2.87 

4018 

1.95 

18 

10 

X 17 

X 3 



4030 

2,03 

18 

10 

X 17 

X 4 

29025 

3.30 

4019 

2.33 

18 

10 

X 23 

X 3 

29018 

3.32 

4027 

2,00 

18 

11 

X 17 

X 2 

29019 

2.63 

4023 

2.20 

18 

11 

X 17 

X 3 

29020 

3.33 

4020 

1.77 

18 

12 

X 17 

X 2 

29021 

3.00 

4028 

2.03 

18 

12 

X 17 

X 3 

29022 

3.53 

4029 

2.47 

18 

18 

X 17 

X 2 

29023 

3.13 

4021 

2.55 

18 

13 

X 17 

X 3 

29024 

3.73 

4031 

3.00 

18 

13 

X 17 

X 4 

29026 

4.27 



Designed to fit all ICA Chassis Bases and amplifier 
units listed ■to the left. Four raised bosses prevent 
marring or scratching. Supplied in steel or aluminum. 


Zinc 

Black 

Dealer 




Dea*‘»* 

Plated 

Ripple 

Cost 


Size 

No. 

Cost 

1636 

4076 

$ .40 

5 

X 7 

8729 

$ .70 

1601 

4051 

.40 

5 

X 91/2 



1600 

4060 

.46 

5 

X 10 

8730 

.71 

1602 

4052 

.57 

5 

X 13 

8702 

.80 

1625 

4075 

.50 

51/2 

X 10 

8725 

.73 

1623 

4073 

.60 

7 

X 7 

8723 

.73 

1603 

4053 

.57 

7 

X 9 

8703 

.77 

1604 

4054 

.65 

7 

X 11 

8704 

.87 

1605 

4055 

.68 

7 

X 12 

8705 

.92 

1606 

4056 

.68 

7 

X 13 

8706 

1.08 

1607 

4057 

.75 

7 

X 15 

8707 

1.08 

1608 

4058 

.78 

7 

X 17 

8708 

1.13 

1612 

4062 

.78 

8 

X 12 

8712 

1.08 

1613 

4063 

.82 

8 

X 17 

8713 

1.25 

1629 

4064 

.85 

8 V 2 xl5 

8721 

1.12 

1615 

4065 

.82 

10 

X 12 

8715 

1.22 

1616 

4066 

.85 

10 

X 14 

8716 

1.12 

1617 

4067 

1.00 

10 

xl7 

8717 

1.47 

1618 

4068 

1.40 

10 

X 23 

8718 

1.75 

1622 

4072 

1.10 

11 

x 17 

8727 

1.75 

1619 

4069 

1.08 

12 

x 17 

8719 

1.87 

1620 

4070 

1.42 

13 

x 17 

8720 

1.97 

1624 

4074 

1.17 

13 

X 14 






OPEN END STEEL CHASSIS 

Permits easier -wiring of the smaller 
assemblies. Has wide variety of ap¬ 
plications. Made of sturdy steel with 
zinc plated finish. 


No. 

W. 

L. 

H. 

Dealer 

Cost 

No. 

W. 

L. 

H. 

Dealer 

Cost 

1547 

5 X 7 

XIV 2 

$.60 

1596 

7 

X 10 

X 2 

$.90 

1559 

51/2 X 9 

X 1 1/2 

.70 

1597 

7 

X 11 

X 11/2 

1.00 

1546 

7 . 

X 6 

X 2 

.68 

1595 

71/2 

X 9 


.95 

1548 

7 

X 7 

X 11/2 

.78 

1599 

7% 

X 15 

X 2 

1.38 

1556 

7 

X 8 

X 2 

.85 

1598 

10 % 

X 14 

X 2 

1.43 


ICA STEEL .. . MASONITE . . . ALUMINUM PANELS 


ICA METER PANELS 

Notched to RMA specifications (“WE” 
notching identical). Will fit all standard ^ 
racks. Finished in Baked Black or Gray fr 
Ripple. Size 5^/4" x 19". 

Black will be shipped unless Gray is 
specified. 

STEEL PANELS 

No, No. Holes Meter Size He 

3651 5 2" 2- 

3652 3 2" 2^ 

3653 5 8" 2^ 

3654 8 3 " 2 ] 

MASONITE PANELS 



No. Holes 

8 

4 

8 

4 


Meter Size 

2 ^" 

2 A" 




Dealer Cost 
$1.85 
1.30 
1.85 
1.30 


Dealer Cost 
$1.32 
1.45 
1.32 
1.45 


Steel panels are 

made in 

thickness. 

black ripple finish. 

Masonite 

panels 

are A" 

thick, black 

ripple finish. Aluminum panels have 

bright 

silver finish, iV' thick. 




Steel 

Dealer 


Masonite Dealer 

Alum. 

Dealer 

No, 

Cost 

Size 

No. 

Cost 

No. 

Cost 

3175 

$ .72 

7"x 10" 

810 

$ .77 

1194 

$1.00 

3176 

.80 

7" X 12" 

811 

.85 

1195 

1.17 

3177 

.93 

7" X 14" 

812 

.97 

1196 

1.27 

3178 

1.20 

7" X 18" 

813 

1.17 

1198 

1.53 



7" X 21" 

814 

1.27 

1199 

2.17 



7" X 24" 



1200 

2.70 

3183 

1.03 

8" X 12" 

815 

1.00 



3184 

1.10 

8" X 14" 

816 

1.10 





8" X 16" 

817 

1.28 



3186 

1.23 

8" X 18" 

818 

1.37 





10"X12" 



3157 

2.00 

3191 

1.60 

10" X 14" 





3192 

1.87 

10" X 18" 



3158 

2.27 

3194 

2.17 

10" X 24" 



3159 

4.00 
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ICA BAKELETE RADIO PANELS 



Smooth Finish. Laminaiefi liidestnic- 
tihle Material. For Panels and general 
use where low moisture absoi-ption, 
good electrical properties and fine sur¬ 
face finish are required. Tensile strength 
8,000 lbs. per square inch. 

I io" Thickness 



No. 

Size Dealer Cost 


No. 

Size 

Dealer Cost 

832 

7" X 10" 

$1.17 



842 

7" X 10" 

$1.73 

833 

7" X 12" 

1.42 



843 

7" X 12" 

2.10 

834 

7" X 14" 

1.53 



844 

7" X 14" 

2.50 

835 

7"x 18" 

2.30 



845 

7" X 18" 

2.97 

836 

7" X 21" 

2.40 



846 

7" X 21" 

3.33 

837 

7" X 24" 

2.70 



847 

7" X 24" 

4.17 

840 

7" X 30" 

3.67 



850 

7" X 30" 

5.16 

860 

10" X 12" 

2.10 



863 

10"X12" 

3.17 

861 

10" X 18" 

2.90 



864 

10"X18" 

4.35 


ICA FULL SIZE E 

lAKELITE SHEETS 




Black 

Glossy 

Finish 


No. 

Size 

Thickness 

Apprx. Wt. 

Dealer Cost 

852 

38" X 49" 





6 lbs. 

$16.35 

853 

88" X 49" 





9 lbs. 

20.56 

854 

38" X 49" 


Vs" 



12 lbs. 

33.49 

857 

38" X 49" 


Iff " 



18 lbs. 

41.73 

858 

38" X 49" 


1 / 4 " 



24 lbs. 

50.11 


ICA CHROME TRIM MOULDING 

Beautiful chrome trim mouldings to dress up 
any cabinet, chassis, receiver, speaker cabinet, 
transmitter, etc. All moulding furnished with 
mounting tracks or clips. 


No. Dealer Cost 

3510—Chrome Moulding, with single Stripe. Size; wide 

by 4" long . $ .67 

3513— Chrome Moulding, with double Stripe. Size: wide 

by 8" long . 1.07 

3514— Chrome Moulding, with double Stripe. Size: wide 

by 12" long . 1.23 

3515— Chrome Moulding, with double Stripe. Size: wide 

by 17" long . 1.50 

3505—Bullet Shape all Chrome Moulding. Size i/4" wide by 

6" long .6' 


CHROME HANDLES . . . PLASTIC HANDLES 

A neatly styled adornment for any cabinet, am 
plifier chassis transmitter, etc. Furnished witl 
mounting screws. Supplied in gleaming chrome 
or attractive plastic. 


Prices on other sizes or thicknesses quoted on request. 


CHROME VENTILATING LOUVRES 

g Adds the attractive touch to any receiver, 
-i t ' -1 amplifier, transmitter, etc. A polished chrome 

I h finished steel “Air-Gate,’’ consisting of 5 veu- 

tilating louvres. Over-all size: 5iV' lowg—3" 
wide. Distance between mounting hole centers: 
", Diameter of holes: /g". Length of louvres: 4^4". Air space 
veen louvre plates: i^g". 

3525. .Dealer Cost $ .67 



No. 

3500- 

—Chrome, 4" 1,; fj" 
ters: 2%" apart.. 

Dealer Cost 

w. Mounting cen- 

.$ .58 

3502- 

—Plastic. 4" 1.; % " 
ters: 2%" apart.. 

w. Mounting cen- 

.48 

3501 

—Chrome. 614" Ic %" w. Mounting 
centers: 4^1" apart. 

.77 


HANDLE . . 

. LOCK SET 




A complete, attractive handle and lock set 
that will dress up a variety of cabinets. 
Streamlined handle of zinc, with nickel-plated 
finish; spring snap lock of durable steel for 
long service. Includes screws and nuts. 

No. 3532.Dealer Cost $ .60 
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STANWYCK COILS Mfrd. by STANWYCK WINDING CO. 

TELEVISION - I.F, - ANT. - R.F. - F.M. - OSCILLATOR COILS 


TELEVISION COILS 

These components when used in a properly designed circuit can provide a gain of ap¬ 
proximately 10,000 X in the picture I.F. amplifier with overall response as illustrated. 
The sound I.F. system can supply a gain of approximately 7,000 X from the converter grid 
to the grid of the last I.F. tube and a discriminator slope sensitivity of approximately 0.08 
volts/kc. with 1.0 volt signal level at the last I.F. amplifier tube grid. The overall sound 
I.F. and discriminator response is linear over 150 me. 

TELEVISION REPLACEMENT COMPONENTS 

R.C.A. REPLACEMENTS 



R.C.A. PART No. 

STANWYCK PART No. 

DESCRIPTION 

LIST PRICE 

211-Tl 

S-948 

9 K. V. Horizontal H.V. Output (Flyback) 

$7.70 

203-Ll 

S-943 

Video Peaking Coil 

.50 

203-L2 

S-944 

Video Peaking Coil 

.50 

203-L3 

S-945 

Video Peaking Coil 

.50 

203-L4 

S-946 

Video Peaking Coil 

.50 

202-K2 

S-949 

1st Pix I.F. 

3.00 

202-K3 

S-950 

2nd*Pix I.F. 

2.10 

202-Ll 

S-951 

3rd and 4th Pix I.F. 

.75 

202-K4 

S-952 

Cathode Trap 

2.55 

201-Kl 

S-953 

Sound I.F. 

2.10 

203-Kl 

S-954 

Sound Disc. 

2.55 

202-Kl 

S-955 

Converter Transformer 

2.65 

204-Ll 

S-956 

Filament Choke 

.14 

201-Rl 

S-957 

Horizontal Width Control 

.95 

201-R3 

S-958 

Linearity Control 

.95 

208-T8 

S-959 

Syncrolok 

2.75 

203-Rl 

S-966 

Syncoguide 

2.00 



REPLACEMENTS FOR MOTOROLA - HALLICRAFTERS AND OTHER 
TRANSFORMLESS TELEVISION RECEIVERS 

Stanwyck No. S-928—4.5 K.V. (4500-Volt) R.F. Power Supply Transformer 
Stanwyck No. S-930—10 K.V. (10,000-Volt) R.F. Power Supply Transformer 

S-958 LINEARITY CONTROL — Di- ^ ■ , I . ” 

rectly interchangeable with R.C.A. No. p" ^ iC c p | 

201-R3, this linearity control has ex- [f^ J. |v^J— 

tremely wide inductance variation and T '£> T T <5* if > 

can be set to provide a linear operating ^ j\ iv^ ^ ^ | Ji iQ_ 

condition in the horizontal defiection ’ cnd St ^ '' 

circuit. List Price, $0.95 SFM-601 SFM-602 

HIGH VOLTAGE COILS 



S-928 4.5 Kv. POWER TRANSFORMER—A 4.5 Kv. 
R.F’. power transformer of high efficiency for use in 
electrostatic defiection circuits employing a 7" 
tube. List Price, $8.25 

S-930 10 Kv. R.F. POWER TRANSFORMER— 
A 10 Kv, R.F. power transformer thoroughly vacuum 
impregnated for efficient operation. Mechanically 
designed for “corona-less” performance at full rated 
output. List Price, $11.55 


S-948 HIGH VOLTAGE FLYBACK—This horizontal 
output transformer is similar to the R.C.A. No. 211- 
Tl. Used in electromagnetic defiection circuit, it 
provides approximately 9 Kv. for excellent picture 
brilliancy in a 10'' or 12" tube. List Price, $7.70 
S-968 HORIZONTAL OUTPUT TRANSFORMER 
similar to R.C.A. No. 211-T3 (Wired same as S-948). 

List Price, $7.70 


F.M. COILS 


S-605 RATIO DETECTOR 10.7 me.—To meet the critical demands 
for a sensitive and unusually stable F.M. detector, the S-605 was 
developed. Embodying every characteristic of a high quahty prod¬ 
uct, this detector will outperform similar products. A peak to peak 
band width of 350 kc. with linearity exceeding plus or minus 125 
kc. results in unusual quality of audio reproduction. High ”Q” 
iron cores, stable ceramic capacitors plus ceramic construction 
throughout result in the ultimate for fine F.M. reproduction. 

List Price, $4,95 


S-601 F.M. DISCRIMINATOR—Identical to I.F. electrically and 
mechanically. The electrically centered secondary results in perfect 
symmetry between positive and negative peaks. High output and 
excellent discrimination are obtained. A high quality transformer 
for production or replacement. List Price, $4.70 

S-609 F.M. CHOKE—An excellent parasitic suppressor in the os¬ 
cillator plate circuit. List Price, $0.45 

971 4.5 Me. MIDGET RATIO DETECTOR. List Price, $3.30 
977 HORIZONTAL FREQUENCY AND PHASE COIL. 

List Price, $2.75 
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Monitoradio Receivers for two-way communications systems 


Whatever your line, put Monitoradio to work for 
you', for extra efficiency. Policemen, firemen, auto 
and special emergency, truckers, doctors and industrial 
'workers are among the hundreds who endorse 
Monitoradio as the perfect means of keeping alert 
to emergencies and up-to-the-minute on important 

two-way communications. Precision-engineered 
and manufactured for reliable performance always, there’s 
a Monitoradio mode! to meet your own needs. 


Model PR-9 


Tunes 152-174 MC, 
FM. Five tubes plus 
rectifier. Sensitivity 
of 10 uv for 50 mw output. 
100 KC bandwidth. Audio 
output 0.6 watts. Power 
supply of 110-120 V 
AC-DC. Plastic cabinet 
6y,-in. H; 6%-in. IV; 
lOy-in. L. Net price, $49.95 
Model PR-31 
30-50 MC. Other features 
same as above. $49.95, net 


Tunes 30-50 MC, 

FM. Seven tubes plus 
rectifier. Sensitivity 
of 6 uv for 50 mw. 
Audio output 0.6 watts. 
Power supply 105-125 V 
50-60 cycle, AC. Brown 
and Grey metal cabinet is 
in. H; 8-in. D; 
IVA-in. L $74.50, net. 




Mode! DR-ZOO 


Xtaf control, fixed and tunable 
combination AC receiver for 
30-50 MC FM and 152-174 
MC FM. Covers all emergency 
FM band frequency. 14 tubes plus 
rectifier. Sensitivity of 1 uv for 
20 db quieting. Selectivity of 
KC at 6 db. Audio output 1.2 
watts. 105-125 V 60 cycle power 
supply. Brown and Grey metal case 
Is 9Vs-ln. H; 8-in. D; i4%-in. L 
$149,95, net. Matching speaker in 
separate metal case, $14.95, net. 


Line voltage booster for 
areas where line voltage 
is below normal. Provides 
full rated performance 
from any 110-volt electrical 
device requiring up to 1500 watts. 
Portable: weighs only about 
10 pounds. 7y%-in. H; 4''A-in. D; 
bVi-in. W. $59.95, net. 


Model V-15 


Model AMC-1 


MONITORADIO 

RADIO APPARATUS CORPORATION Factory-55 Nortfi New Jersey St.. Indianapolis, ind. 

Sales Office-1604 West 92nd St, Chicago 20, IH. 

Burton browne advertising 


Copyright by U. C. P., Inc. 


Xtal controlled 
receiver for between 25 
and 50 MC, for AM 
radio paging systems 
for 6 volt mobile opera¬ 
tions. Supplements pocket 
receivers utilized by most 
paging systems. Six tubes 
plus rectifier. Sensitivity of 
2m V for 20 db. Selectivity dr 6 
W KC at 6 db, ±30 KC at 60 DB. 
W Audio output is 0.8. Extra powerful 
f to insura good reception in poor 
signal areas. 4%-in. H; 6%-in. L; 

12-in. D. $100.00, net 
Model FMC-1. Xiai controlled FM 
mobile receiver for 30-50, or 
152-174 MC. $100.00, net 
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TYPE “C” STANDARD TYPE RACKS 



No. P-6625 


\5V4" & 18' DEEP for 19" WIDE PANELS 

Since 1927, PAR-METAL has been a pioneer in the design and creation of 
superior metal equipment for the radio and communications industries. 
This experience in combination with skilled craftsmen and high quality 
material, have made PAR-M ETAL PRODUCTS the standard of the industry. 

The fusion of the careful workmanship and mechanical efficiency with 
furniture steel brought about by this invaluable experience—results in a 
superior STANDARDIZED product that will serve you well, reasonably, 
and for a long period of time. 

SPECIFICATIONS FOR THESE STANDARD TYPE RACKS 

CABINET: Entire cabinet is welded together into one integral unit. Body 
of cabinet is made from thick cold rolled sheet steel; top of cabinet is 
made from 5/64" thick steel; bottom of cabinet is made from 7/64" thick 
steel. 

PANEL MOUNTING: Angle irons are fg" thick structural steel, holes are 
accurately drilled and tapped 12/24 thread on standard 1^"-^" spacings. 

DOOR: Doors are of a new type with vastly improved construction fea¬ 
tures. They are stamped from one piece of steel into a rigid unit. Door 
edges are folded to provide 1 smooth double thick edge. There are no 
“patch” type braces, etc., used for reinforcement. 

HARDWARE: Doors are equipped with die-cast “automobile” type sturdy 
handles. Hinges are of the “slip-joint” type so that doors may be easily 
removed. Screws for mounting panels are supplied. Front of rack is 
trimmed with chrome plated trims at top and bottom. 

OUTLETS: A duplex receptacle and outlet box are provided in the back 
under the door. A rectangular opening is provided in the bottom for con¬ 
duits, leads, etc. 

CORNER TRIMS: All racks have quick, detachable, new corner trims, 
which are fastened to front of rack with two finger type “captive screws.” 
This permits quick, simple removal without the use of screw-drivers, etc. 
Where units are set up in “gangs” or “rows” and so specified in your 
order, suitable connecting trims are furnished in place of regular corner 
trims without additional charge. 

PANELS: Panels 19" wide to fit these racks are listed and illustrated on 
Page J-104. 

FINISH: Black ripple with corner trims finished in dull black; or slate 
grey ripple with corner trims finished in slate grey are standard. Prime 
coat only is optional in place of ripple enamel finish at no extra charge, if so 
specified in your order. Aluminum grey lacquer is available at 
an additional charge. The letter “P” before Catalog No. indicates 



15^" Deep 

Racks 

/ . 




Panel 

Shp. Wt. 

Net 

Cat. Nos. 

Overall Size 

Space 

Lbs. 

Price 

P. PG, 3675 

42 78x22x15 

' 36 84' 

' 110 

$54.00 

P, PG, 6625 

67%x22xl5%'' 

' 6114" 

' 155 ■ 

72.00 

P, PG, 8325 

83 78x22x15 34" 

' 77" 

175 

93.00 


18" Deep Racks 



P, PG, 3618 

42 78x22x18" 

36 34- 

" 115 

60.00 

P, PG, 6618 

678/8x22x18" 

6114' 

" 170 

78.00 

P, PG, 8318 

83%x22xl8" 

77" 

200 

99.00 


black ripple enamel; the letter “PG” before Catalog No. indicates 
slate grey ripple enamel. 

RACK SHELVES: Shelf R-2015 fits the 15i/4" deep racks; Shelf 
R-2018 fits the 18" deep racks. Shelves are listed on Page J-105. 

ROLLER TRUCKS: Truck RT-415 fits the 15^" deep racks; and 
Truck RT-412 fits the 18" deep racks. Roller trucks are listed on 
Page J-103. 


TO SET UP IN GANGS OR ROWS: 

The racks may be joined together by means of a flat 
trim fastened to the front of the adjacent support 
angles, overlapping both racks. Knockout holes 1%" 
in diameter are provided at the sides of the racks to 
permit connections between them. 

Racks are regularly shipped with corner trim as illus¬ 
trated; where specified, the front joining trim is fur¬ 
nished without additional charge in place of the 
corner trim. 

ALL PRICES F.O.B. LONG ISLAND CITY. N. 


SIDE LOUVRES: Racks are available with louvres at 
sides if so ordered at no extra charge. (This is not 
suitable for “gang” installations.) 

MODIFIED RACKS: The standard type racks listed 
on this page can be supplied for 24" wide panels on 
special order. Depth may be increased up to 28" to 
your speciftcations. Grille openings in top for addi¬ 
tional ventilation are also available. Special openings 
in doors can also be provided. 

Y. • FOR WEST COAST PRICES. ADD 10% 


Export Dept.: Rocke International Corp., 13 E. 40th St., New York 16, N. Y. 
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TYPE “C" DELUXE CABINET RACKS 

FOR 19" WIDE PANELS 


181/2" & 24" DEEP 

The beauty of these new enclosed type racks should prove a welcome 
addition to our line. It will appeal to those who wish to combine the rugged 
construction of our standard Type “C” racks with modern styling and 
improved design. 

The vertical trims which conceal the panel mounting screws are fastened 
by means of two ^^Cowl type’^ fasteners on each side, which permits the 
trims to be removed quickly and easily by a half-turn on the screw heads. 

The design of the vertical posts permits these racks to be installed in 
rows or ^‘gangs,” without the use of front joining strips between the racks. 
This provides a greater flexibility in their installation, particularly in 
broadcast stations. 

SPECIFICATIONS FOR THESE DELUXE TYPE RACKS 

Specifications pertaining to Cabinet construction, Panel mounting, Door 
construction. Hardware and Outlets which apply to our Type Standard 
Type Cabinet Racks listed on Page J-98 are also applicable to these 
“DeLuxe” type Cabinet Racks. 

CORNER TRIMS: All racks have quick detachable corner trims, which 
are fastened to the rack by means of two “Cowl Type” fasteners on 
each trim. 

PANELS: Panels 19" wide to fit these racks are listed and illustrated on 
Page J-104. 

FINISH: Black ripple with corner trims finished in dull black; or slate 
grey ripple with corner trims finished in slate grey are standard. Prime 
coat only is optional in place of ripple enamel finish at no extra charge, 
if so specified in your order. 

Aluminum grey lacquer is available at an additional charge. 

The letter “P'' before Catalog No. indicates black ripple 
enamel; the letter “PG” before Catalog No. indicates slate grey 
ripple enamel. 



No. P-6918 


ISJ/ 2 " Deep Racks 


RACK SHELVES: Shelf R-2218 fits the 18%" deep racks; and 
Shelf R-2224 fits the 24" deep racks. Shelves are listed on Page 

J-105. 

ROLLER TRUCKS: Truck RT-418 fits the 18i^" deep racks; 
and Truck RT-424 fits the 24" deep racks. Roller trucks are 
listed on Page J-103. 




Panel 

Shp. Wt. 

Net 

Cat. No. 

Overall Size 

Space 

Lbs. 

Price 

P, PG, 6918 

69%x23%xl8y2" 

61i^xl9'‘ 

' 170 

$ 94.50 

P, PG, 7818 

78%x23%xl8y2" 

70 

xl9" 

' 190 

103.50 

P, PG, 8518 

85%x23%xl8y2" 

77 

xl9" 

' 200 

117.00 


24" Deep Racks 




P, PG, 6924 

69%x23%x24" 

61l^xl9" 

' 200 

111.00 

P, PG, 7824 

78%x23%x24" 

70 

xl9" 215 

120.00 

P, PG, 8524 

85%x23%x^4" 

77 

xl9" 

' 225 

135.00 


MODIFIED RACKS: The deluxe type racks listed on this page can be supplied 
for 24" wide panels on special orders Grille openings in top for additional ventila¬ 
tion are also available. Special openings in doors can also be provided. 


ALL PRICES F.O.B* LONG ISLAND CITY, N. Y. • FOR WEST COAST PRICES. ADD 10% 

Export Dept.; Rocke International Gorp., 13 E. 40th St., New York 16, N. Y. 
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TYPE "C" TRANSMITTER RACKS 


STANDARD TYPE—for 19" & 30" Wide Panels , DELUXE TYPE—for 24" Wide Panels 



No. G-2218 


side with mesh screening. 


These transmitter racks are 
similar to our Type “C” 
Standard Type Cabinet 
Racks shown on Page J-98 
with the exception that they 
have been reinforced at the 
rear corners for use with 
heavier apparatus. 

Specifications pertaining to 
Cabinet construction, Panel 
mounting, Door construc¬ 
tion, Hardware, Outlets, Cor¬ 
ner trims, Ganging and 
Modified Racks listed on 
Page J-98 are also applicable 
to these Standard Trans¬ 
mitter Racks. At the rear, 
knockouts are provided for 
conduit and 4" square duct. 
Rear door (which is remov¬ 
able), is covered on the in- 


PAN ELS; Panels 19" wide to fit No. G-2218 and No. 
G-2219 racks are listed on iPage J-104. Blank panels 
30" wide for No. G-3024 racks are available at twice 
the price of 19" blank panels. Other types of 19" wide 
panels can be made 30" wide on special order; prices 
on application. 

FINISH: Standard finish is black ripple enamel with 
dull black corner trims. Slate grey ripple enamel or 
gray primer coat only is optional without extra 
charge. For aluminum grey lacquer finish, add 10% 
to price. 

RACK SHELVES: Shelf R-2219 is designed for Racks 
G-2218 and G-2219, and is listed on Page J-105. 


This rack is undoubtedly 
the finest standard trans¬ 
mitter rack which we 
have ever made, and is 
reinforced for use with 
heavy duty apparatus. 
The meter panel at the 
top is 7" high, has a 
glass front, and is pro¬ 
vided with a blank bake- 
lite sub-panel. The inner 
sides of the rack are 
reinforced with %" steel 
channels, to which may 
be attached angle brack¬ 
ets to support the chassis. 
These channels may also 
be used as wiring ducts. 


HARDWARE: The front door is equipped with a con¬ 
cealed “piano type” hinge. The rear door is mounted 
on “slip-joint” hinges for easy removal. Both doors 
have “automobile” type handles. The front of the rack 
is trimmed with chrome finished mouldings as illus¬ 
trated. 

PANELS: Blank panels 24" wide to fit this rack are 
available at an increase of 50% above the prices of 
19" wide panels listed on Page J-104. Other types of 
19" wide panels can be made 24" wide on special 
order; prices on application. 



This rack is also available without the meter panel 
at the top; a full height door is provided at the front, 
and the available panel space increased to 77" x 24". 
Price on application. 


The rack will accommo¬ 
date panels 24" wide; the 
front panel mounting 
angles are recessed to 
allow 2" clearance behind 
the front door for dials, 
knobs, etc. Front door 
also has a lock. 


No. G-8024 


ROLLER TRUCKS: Truck RT-412 is designed for 
Racks G-2218 and G-2219, and is listed on Page J-103. 




Panel 

Clear 

Shp. Wt. 

Net 

Cat. No. 

Overall Size 

Space 

Depth 

Lbs. 

Price 

G-221S 

761/8x22x18" ; 

70x19" 

leys" 

210 

$105.00 

G-22ia 

831/8x22x18" 

77x19" ; 

16 yg" 

230 

117.00 

G-3024 

761/8x33x24" 

70x30" 

22 7/8" 

880 

174.00 


ALL PRICES F.O.B. LONG ISLAND CITY. N. 

Export Dept.; Rocke International 


FINISH: Grey ripple enamel is standard. Black ripple 
enamel furnished without additional charge, if so 
specified. For aluminum grey lacquer finish, add 10% 
to prices. 

" ^ Panel Clear Shp. Wt. Net 

Cat. No. Overall Size Space Depth Lbs. Price 

G-S024 831 ^x301/2x27" 70x24" 24" 520 $240.00 

Y. • FOR WEST COAST PRICES. ADD 10% 

rp., 13 E. 40th St., New York 16, N. Y. 
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CABINET RACKS WITH FRONT DOORS 

FOR 19" WIDE PANELS 


TYPE "C " ENCLOSED RELAY RACKS 


These racks are identical to our Type 
Standard Racks (Page J-98), with 
the addition of front doors as well as 
rear doors; and the same general 
specifications apply to Cabinet con¬ 
struction, Panel mounting, Door con¬ 
struction, Outlets, Side Louvres, and 
Modified Racks to these racks. How¬ 
ever, no corner trims are supplied, 
inasmuch as the panel mounting 
screws are concealed by the front 
door. 

An important feature of these racks 
is provided by the futf adjustment of 
panel mounting angles, so that they 
may be positioned at any distance 
from the front or rear doors. 

Additional full-length or half-length 
panel mounting angles for terminal 
boards, etc., may also be installed, if 
so required. Extra angles can be sup¬ 
plied at an additional charge. 



No. F-6618 


HARDWARE: Doors are equipped with die-cast “automobile” type 
sturdy handles. Hinges are of the “slip-joint” type so that doors may 
be easily removed. The front door is provided with a lock which is an 
integral part of the handle. 


FINISH: Black ripple enamel or slate grey ripple enamel is standard. 
Prime coat only is optional in place of ripple enamel finish at no extra 
charge, if so specified in your order. The letter before Catalog No. 
indicates black ripple; the letters “FG” before Catalog No. indicate 
slate grey ripple. 

RACK SHELVES: Shelf R-2015, listed on Page J-105, fits both of these 
racks. 


ROLLER TRUCKS: Truck RT-412, listed on Page J-103, fits both of 
these racks. 


Panel 

Cat. No. Overall Size Space 

F, FG-6618 67 % x 22 x 18" 61 " 

F, FG-S318 8 §3^ x22xl8" 77" 


Shp. Wt. Net 

Lbs. Price 

190 $105.00 

220 129.00 


TYPE "A" ENCLOSED 
RELAY RACKS 



No. FD-215 


These racks are similar in design to 
our ER-213., ER-215, ER-217 racks 
listed on Page J-102 (the following 
page), except that they are equipped 
with both front and rear doors. The 
front door is provided with a lock 
which is an integral part of the 
handle. Panels mount 2" from the 
front, to allow 14" clear inside depth 
behind panels to rear door. 

FINISH: Slate grey ripple enamel 
is standard. Black ripple enamel 
will be supplied without extra 
charge, if so specified in your order. 


RACK SHELVES: Shelf R-2215 
listed on Page J-105, fits these two 
racks. 


ROLLER TRUCKS: Truck RT-411 
listed on Page J-103, fits these two 
racks. 


Cat. Wo. OveraH Size 
FD-215 66%x22xl6i^" 
FD-217 8214x22x161/2" 


Panel 

Shp. Wt. 

Net 

Space 

Lbs. 

Price 

6114 " 

150 

$66.00 

77" 

160 

82.50 


ALL PRICES F.O.B. LONG ISLAND CITY. N. Y. • FOR WEST COAST PRICES, ADD 10% 

Export Dept.: Rocke International Corp., 13 E. 40th St., New York 16, N. Y. 
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TYPE "A" ENCLOSED RELAY RACKS 
FOR 19" WIDE PANELS 



No. ER-225 


DELUXE TYPE 

Our Type “A” Racks are produced in 
the modern, streamlined style in order 
that they blend in harmoniously with 
other equipment you have. In our 
DeLuxe type units (Series ER-225), the 
removable vertical corner mouldings 
are rounded and cover the panel mount¬ 
ing screws. 

CABINET: Entire cabinet is con¬ 
structed of tV" thick cold-rolled steel. 
These racks are shipped “knocked- 
down” with necessary bolts for easy 
assembly. 

PANEL MOUNTING: Angle irons are 
7/64" thick steel, holes are accurately 
drilled and tapped 10/32 thread on uni¬ 
versal centers for all types of panels. 

CORNER TRIMS: All racks have 
quick, detachable, new corner trims 
which are fastened to front with two 
studs. This provides for rapid, finger¬ 
tip removal without the use of screw¬ 
drivers, etc. 

HARDWARE: Doors are of new design 
same as our Type “C” commercial 
racks. No. ER-223 is equipped with a 
“push-button” type concealed snap 
catch. The two larger models have 
“automobile” type handles. Hinges are 
the “slip-joint” type so that doors may 
be easily removed. Front of rack is 
trimmed with chrome finished mould¬ 
ings. Screws for mounting panels are 
supplied. 


GANGING: These units may be ganged in double or “multi-rack’^ units. 
When so ordered, racks are supplied with common intermediate sides 
which are joined to adjacent tops and bottoms. Solid intermediate sides 
are supplied unless otherwise specified. In multiple units, center join¬ 
ing trims are supplied. 


ROUNDED CORNER TYPE 



NO. ER-215 


These racks are similar in construc¬ 
tion to the ER-225 type listed on 
this page. The panels fit into a re¬ 
cess so that the edges are not ex¬ 
posed; corner trims are omitted. 
Combines standard functional de¬ 
sign arid sqperior construction at 
an economical price. 

FINISH: Slate grey ripple enamel 
is standard. Black ripple enamel is 
optional without extra charge, if so 
specified on your order. 


FINISH: Slate grey ripple enamel with corner trims finished in slate 
grey is standard. Black ripple enamel with comer trims finished in 
dull black will be supplied without extra charge if so specified in your 


order. 


Panel 

Shp. Wt. 

Cat. No. 

Overall Size 

Space 

Lbs. 

ER-223 

48%x22xl8" 

36 %" 

90 

ER.225 

6r%x22xl8" 

611 / 4 " 

180 

ER-227 

881/2x22x18" 

77" 

150 




Net RACK SHELVES: Shelf 

Pnce EIl-2212 listed on Page 

J-105 fits these 3 racks. 

ROLLER TRUCK: Truck 
57.00 rt. 412 listed on Page J-103 

69.00 fits these 3 racks. 


RACK SHELVES: Shelf ER-2112 
listed on Page J-105, fits these three 
racks. 


ROLLER TRUCKS: Truck RT-411, 
listed on Page J-103, fits these three 


racks. 

Cat. No. Overall Size 
ER-213 42 x22x16V2" 

ER-215 661 / 2 x 22 ^ 161 / 2 " 

ER-217 821^x22x16 1 / 2 " 


Panel Shp. Wt. Net 
Space Lbs. Price 

36 %" 85 $32.70 

61%" 125 48.60 

77" 145 58.50 


ALL PRICES F.O.B. LONG ISLAND CITY. N. Y. • FOR WEST COAST PRICES. ADD 10% 

Export Dept.: Rocke International Corp*, ISf E. 4Qtb St., New York 16, N. Y. 
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TYPE "A" 

CHANNEL RELAY RACKS 

For Standard 19" Rack Panels 

Black Ripple Finish 

Meal for use on all types 
of transmitters and public 
address systems. Substan¬ 
tially constructed of 
pressed steel. Vertical mem¬ 
bers and top crossbrace 
securely welded toj^ether. 
Base is 22" deep and ex¬ 
tends both front and rear 
on the RR-195 rack; it is 
19" deep on the RR-193 
rack. Panel mounting holes 
accurately drilled on uni¬ 
versal centers for either 
“Amateur” or type “O” 
panels, tapped for 10/32 
machine screws. Ample 
supply of panel mounting 
screws supplied. 


Cat. No. 

Overall Size 

Panel 

Space 

Shp. Wt. 
Lbs. 

Net 

Price 

RR-195 

7314 x 20 x 20 %" 

7134" 

55 

$20.70 

RR-193 

3814x20x18 3/8" 

36 34" 

45 

17.40 



TABLE TYPE RELAY RACKS 


Useful where floor type 
heavy duty rack is not 
required. Mounting holes 
accurately drilled on uni¬ 
versal centers. Tapped for 
10/32 screws. Finished in 
black ripple enamel and 
shipped “knocked-down” 
with all necessary screws. 


Cat. No. 

Overall Size 

Panel 

Space 

Shp. Wt. Net 
Lbs. Price 

TR-2520 

25x21x12" 

21x19" 

17 

$ 6.60 

TR-3220 

32x21x12" 

28x19" 

20 

8.25 



ROLLER TRUCKS FOR RACKS 



Designed for use on our racks. Overall size 8" 
wider than racks for better distribution of 
weight. Has rubber composition wheels. Fin¬ 
ished in slate grey ripple, with chrome trim. 
Shipping Weight on all size Roller Trucks is 
20 lbs. 

Net 

Cat. No. Will Fit Rack No. Price 

RT-410 DL-2613, DL-3513 $ 9.00 

RT-411 ER-213 ER-215. ER-217 10.20 

RT-412 All 18" deep racks 11.40 

RT-415 All 1514" deep racks 11.55 

RT-41S All 1814" deep racks 12.75 

RT-424 All 24" deep racks 13.80 


DESK PANEL CABrNET RACKS 

For Standard 19*' Rack Panels 

211 / 2 " Long X 15" Deep 

Streamlined 
styling. The 
vertical front 
corners are 
rounded and 
trimmed with 
m o u 1 d i n g s . 

Panels fit into 
a recess, so that 
the edges are 
not exposed. 

Panel mounting,; 
holes drilled orr 
universal cen¬ 
ters, for “Ama¬ 
teur” or type 
“C” panels; holes are tapped 10/32. May be 
used with any chassis up to 13" x 17" in size. 
Louvres provide ample ventilation. Panel 
mounting screws and washers furnished. Black 
ripple enamel is standard. Slate grey is op¬ 
tional at same price. 
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HINGED STEEL CABINETS 

De Luxe Type 



Has rounded front corners. New type formed 
top door hinged at back wdth large opening 
for full access to interior. Chrome finished 
mouldings, modern handle at top and bottom 
opening at rear for leads. Grey ripple enamel 
finish. Prices do not include chassis. 



Panel Shp. Wt. 

Net 

Cat. No. 

H. L. D. Space 

Lbs. 

Price 

CA-300 

9x12 %x 8" 81/2x10%" 

6 

$ 5.40 

CA-301 

9x16 %x 8" 8%xl4%" 

7 

6.30 

CA-302 10x17 %xll" 91/2x15%" 

8 

9.30 

CA-303 

10x20 %x 9" 9%xl8%" 

11 

9.30 

CA-304 13x20 %xl2" 121/2x18%" 

15 

10.20 


HINGED STEEL CABINETS 

Ronnded Corner Type 



These cabinets are similar in design to DeLuxe 
type with hinges at back for full access to 
interior. Rear opening allows for necessary 
leads, etc. Slate grey ripple finish. Prices do 
not include chassis. 

Panel Shp. Wt. Net 
Cat. No. H. L. D. Space Lbs. Price 
CA-200 SVaxlO^x 8" 8^x 8%/' 6 $ 3.60 

CA-201 81/2x12 Vs X 8" Si/gXlOVs" 7 3.90 

CA-202 SVaXiei/gX 8" 81/2x14%" 8 5.07 

CA-203 91/2x171/8x11" 9%xl5%"U 7.89 

CA-204 12i/2x20%xl2"12y2Xl8%"15 9.30 



SLOPING FRONT CABINETS 

Adaptable as 
i n s t r 11 m e n t 
cases for stu¬ 
dios, laborator¬ 
ies, etc. Top 
corner rounded 
and trimmed 
with e li r o m e 
moulding. Slate 
grey ripple fin¬ 
ish. A chassis 
may be mount¬ 
ed to front 
panel and removed as a unit. Rear of case 
ventilated, with opening for connections. Prices 
do not include chassis. 

Panel Shp. Wt. Net 


Cat. No. 

H. W. 

D. 

Space 

Lbs. 

Price 

SF-500 

8x 8x 

8" 

7x 7x2" 

6 

$ 3.84 

SF-501 

8xl0x 

8" 

7x 9x2" 

7 

4.26 

SF-502 

8xl4x 

8" 

7x13x2" 

8 

4.59 

SF-503 

9xl8x 

8" 

7x17x3" 


6.60 

SF-504 

12x18x12" 

10x17x3" 

14 

8.40 


STEEL METER CASES 



These meter cases 
may be obtained for 
2" and 3" meters, 
in both single and 
triple units. They 
are substantially 
made of steel, with 
welded joints, and 
black ripple enamel 
finish. Top front 
corner is rounded. 


Cat. No. Meters 
SM-12 Single 2" 

SM-32 Three 2" 

SM-13 Single 3" 

SM-33 Three 3" 



STEEL UTILITY CASES 



have flat tops 
and bottoms, 
which are re¬ 
movable. Made 
from 20 gamre 
sheet steel, with 
flanged edges 
and spot-welded 
corners. Finish¬ 
ed in black 
ripple enamel. 

Cat. No. 

MC-442 
MC-453 
MC-596 
MC-666 
MC-8101 
MC-S107 
MC-112S 
MC-1576 
MC-1597 


Overall Size 

4x 4 X 2" 

4x 5 X 3" 

5x 9 X 6" 

6x 6 X 6" 
8x10 xlO" 
8x10 X 7" 
11x12 X 8"- 
15x 7%x 61/2" 
15x 9 X 7" 


Shp. Wt. Net 

Lbs. Price 

1 $ .75 

2 .87 

4 1.65 

3 1.20 

7 2.70 

6 2.22 

9 3.00 

9 2.70 

8 3.09 


STEEL UTILITY CANS 


Can be used for moni¬ 
tors, s’hield cans, etc. 
Made of sheet steel with 
spot welded reinforced 
comers. Tops and bot¬ 
toms removable with 
self-tapping screws. 
Black ripple enamel 
finish. 



Cat. No. 

Overall Size 

Shp. Wt. 
Lbs. 

Net 

Price 

UC-565 

5%x 6x 51/2" 

3 

$1.20 

UC-596 

5 X 9x 6" 

5 

1.86 

UC-S107 

8 xlOx 7" 

6 

2.49 

UC-SlOl 

8 xlOxlO" 

7 

3.00 

UC-112S 

11 xl2x 8" 

9 

3.30 
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R-n 

lETAI 

1 RUCKS CHASSIS CABINCTS 

L ^CLCCTROmC APPARATUS 


TYPE "C” RACK PANELS-19" WIDE 


Unless otherwise indicated, these panels are made 
from l/g" thick steei and are uniformly slotted to fit 
type cabinet racks and all type racks. They 
will also fit any other rack equipment having multiple 

BLANK PANELS GRILL 

Vs" STEEL „ 


5 made " V 2 ' spacings or what is commonly termed as 

d to fit “W.E. spacing.’’ They may be obtained in either black 

5 . They ripple enamel or slate grey ripple enamel. Panels can 
multiple be furnished in aluminum grey lacquer at extra charge. 

GRILLE PANELS RECESSED METER PANELS 

Vs" STEEL I/,- sxeEL 

—Black G—Grey 




This modem type ventilating grille is stamped 
into the panel itself; it is not a pierced 


assembly. 

Panel 

Grille 

Shp. Wt. 

Net 

Cat. No. 

Size 

Size 

Lbs. 

Price 

P, G-661 

51/4" 

3%xl4%" 

4 

$2.64 

P, G-662 

7" 

4 78X14 3/8" 

5 

2.S5 

P, G-663 

8%" 

678X14 3/8" 

6 

3.45 

P, G-664 

8%" 

*3 78X14 3/8" 

6 

3.15 

P, G-665 

101/2" 

8%xl4%" 

7 

3.75 

P, G-666 

101/2" 

♦578X14 8/8" 

7 

3.45 

P. G-667 

121/4" 

spj 

♦73/8x143/8" 

8 

3.90 

^Allows S 
mounting. 

ice at bottom for < 

chassis 


These panels are made so that the meters may 
be recessed from the front of the panel. Meters 
are protected by a plate glass insert, allowing 
clearance in back of panel. A blank alu¬ 
minum sub-panel is provided. The clear sub¬ 
panel space is x 15" on the 19" wide 

panel which is sufficient for 4-3" meters. On 


GRILLE DOOR PANELS 

Vs" STEEL 

P—Black G-r-Grey 


wm . m 


the 2 4" 

and 30" ' 

wide panel the clear sub- 

panel space is 5 % 
respectively. 

" X 20" 

and 5 % " 

X 26" 

Cat. No. 

Cat. No. 


Shp. Wt. 

Net 

Black 

Grey 

Size 

Lbs. 

Price 

P-690 

G-690 

51^x19" 

5 

$ 5.85 

P-691 

G-691 

7 x24" 

6 

9.75 

P-692 

G-692 

7 x30" 

8 

13.20 




STANDARD DESK PANELS 





These panels have flush hinged doors with 
modern type ventilating grille. Doors are 
equipped with piano hinges, knob and concealed 
catch. All doors start 1" from top to allow 
space for chassis at bottom. Regular chassis 
brackets may be used. 


Tables are rigidly made of 1/16" thick steel. 
Securely mounted to regular steel panels, 
size IQi/^" X 19". Tables 22" wide give full 
working space across front of racks when 
mounted in place. 

FINISH: BT—Black enamel; GT — Grey 
enamel. Shipping weight of all standard desk 



Panel 

Door 

Shp. Wt. 

Net 

panels is 25 

lbs. 



Cat. No. 

Size 

Size 

Lbs. 

Price 




Net 

P, G-6S0 

8%" 

41/0x153/8" 

7 

$5.40 

Cat. No. 

Width 

Depth 

Price 

P, G-6S1 

10 %" 

6 XI53/8" 

8 

5.85 

BT-2220 

22" 

20" 

$13.80 

P, G-6S2 

1214" 

71/2x15%" 

9 

6.45 

BT.2216 

22" 

16" 

13.50 






GT-2220 

22" 

20" 

15.90 

SOLID DOOR PANELS 


GT-2216 

22" 

16" 

14.40 


Vb" STEEL 

P—Black G—Grey 


TYPEWRITER DESK PANELS 


SPEAKER PANELS 

Vs" STEEL 



To fit either 
6 ", 8 ", 10 ", 
or 12" speak- 
e r s . The 
opening is 
covered with 
a steel grille. 



Cat. No. 
SP, SG-S75 
SP, SG-1050 
SP, SG-1225 
SP, SG-1400 


Panel 

Size 

8 3^x19" 
101/2x19" 
121^x19" 
14 xl9" 


Speaker Ship Wt. 
Size Lbs. 

6" 4 


These panels have flush hinged doors with 
full length piano hinges; they are equipped 
with a knob and concealed catch. All doors 
are located 1" from top to allow space for 
chassis at bottom. Regular chassis brackets 


may be used. 

Panel 

Cat. No. Size 

P, G-670 8%" 

P, G-671 101/2" 

P, G-672 1214" 


Door 

Size 

41 / 2 x 15 %" 
6 xl5%" 

71/2x153/3" 


These tables are similar in construction to our 
standard desk type depicted above, except 
that a recess 4 %" deep is provided for using 
a standard typewriter. 

FINISH: BY — Black enamel; GY — Grey 
enamel. Shipping weight of both typewriter 
desk panels is 30 lbs. 

Net 

Cat. No. Width Depth Finish Price 

BY-2220 22" 20" Black enamel $19.50 

GY-2220 22" 20" Grey enamel 21.60 
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-M CT AI RACKS CHASSIS • CABINCTS 
IVICI ML ^CLCCTROniC APPARATUS 


STEEL CHASSIS BASES 


STANDARD TYPE 


HEAVY DUTY TYPE 


SLOPING FRONT TYPE 



Construction is the same as our iieavy-duty 
chassis. Stamped from one piece of cold rolled 
steel, and hav'e four solid sides with welded 
corners. Bt)ttom edyes are flanged in on foiii' 
sides to provide additional reinforcement, and 
they are drilled for bottom plato's. The chassis 
are made from #20 j^auge steel, except those 


Cat. No. 
Black 
Ripple 
B-4500 
B-4507 
B-450S 
B-4509 
B-4510 
B-4511 
B-4512 
B-4513 
B-4514 
B-451S 
B-4515 
B-4502 
B-4531 
B-4532 
B-4525 
B-4524 
B-452S 
B-4529 
B-4526 
B-4527 
B-4533^ 
B-4534^: 
B-4516 
B-4517 
B-4530 


(*) which 

are stamped from -A/ 

' steel 

like our heavy-duty type. 



Cat. No. 




Zinc 


Shp. Wt. 

Net 

Plated 

Size 

Lbs. 

Price 

C-4500 5 

%x9 1 / 2 x 11 / 2 " 

2 

$0.78 

C-4507 

5x 7x2" 

2 

.78 

C-4508 

5x10x3" 

3 

1.08 

C-4509 

6x14x3" 

4 

1.26 

C-4510 

7x 7x2" 

2 

.90 

C-4511 

7x 9x2" 

2 ■ 

1.08 

C-4512 

7x11x2" 

3 

l.ll 

C-4513 

7x13x2" 

3 

1.20 

C-4514 

7x15x3" 

4 

1.44 

C-451S 

4x17x3" 

4 

1.29 

C-4515 

7x17x3" 

4 

1.56 

C-4502 

<Sxl2x3" 

5 

1.41 

C-4531 

8x17x2" 

4 

1.44 

C-4532 

8x17x3" 

5 

1.56 

C-4525 

10x12x3" 

4 

l.-'^O 

C-4524 

10x14x3" 

5 

1.59 

C-4528 

10x17x2" 

5 

1.59 

C-4529 

10x17x4" 

7 

2.04 

C-4526 

10x17x3" 

7 

1.65 

C-4527 

10x23x3" 

7 

2.04 

‘ 0 - 4533 ^^ 

11x17x2" 

7 

2.25 

‘ C-4534* 

11x17x3" 

9 

2.46 

C-4516 

12x17x2" 

5 

1.71 

C-4517 

12x17x3" 

6 

2.04 

C-4530 

12x17x4" 

6 

2.25 

‘ C-4535* 

13x17x2" 

8 

2.46 

' C-4536=!‘ 

13x17x3" 

9 

2.85 

* C-4537* 

13x17x4" 

10 

3.25 


BOTTOM PLATES 

Bottom plates have holes to match the chassis, 
and have pressed “bumpers” at tlie corners. 


Cat. No. 

Cat. No. 




Black 

Zinc 


Shp. Wt. 

Net 

Ripple 

Plated 

Size 

Lbs. 

Price 

BP-4507 

CP-4507 

5x 7" 

1 

$ .39 

BP-4502 

CP-4502 

8x12" 

1 

.66 

BP-4500 

CP-4500 

51/2x91/2" 

1 

.36 

BP-4508 

CP-450S 

5x10" 

1 

.39 

BP-4509 

CP-4509 

6x14" 

1 

.54 

BP-4510 

CP-4510 

7x 7" 

1 

.39 

BP-4511 

CP-4511 

7x 9" 

1 

.42 

BP-4512 

CP-4512 

7x11" 

1 

.51 

BP .4513 

CP-4513 

7x13" 

2 

.57 

BP-4514 

CP-4514 

7x15" 

2 

.63 

BP-4518 

CP-4518 

4x17" 

2 

.51 

BP-4515 

CP-4515 

7x17" 

2 

.66 

BP-4531 

CP-4531 

8x17" 

2 

.66 

BP-4525 

CP-4525 

10x12" 

2 

.66 

BP-4524 

CP-4524 

10x14" 

2 

.69 

BP-4528 

CP-452S 

10x17" 

2 

.87 

BP-4527 

CP-4527 

10x23" 

3 

1.14 

BP-4533 

CP-4533 

11x17" 

2 

.90 

BP-4516 

CP-4516 

12x17" 

3 

.96 

BP-4535 

CP-4535 

13x17" 

3 

1.02 


These heavy duty bases resemble me standard 
tj'pes illustrated in the column at the left. 
However, they are substantially constructed for 
“heavy duty” uses since they are formed from 
one piece of 1/16" sheet steel. Bottom plates 
and mounting- screws are supplied with each 
of these chassis. 

Ends are drilled to fit standard chassis mount¬ 
ing brackets listed at the bottom of this 
column. 


Cat. No. 

Cat. No. 




Black 

Zinc 


Shp. Wt. 

Net 

Ripple 

Plated 

Dimensions 

Lbs. 

Price 

15280 

15208 

8x17x2" 

8 

$2.76 

15281 

15209 

8x17x3" 

9 

3.00 

15282 

15218 

11x17x2" 

9 

3.15 

15210 

15219 

11x17x3" 

11 

3.36 

15212 

15214 

13x17x2" 

11 

3.48 

15213 

15215 

13x17x3" 

12 

3.87 

15216 

15217 

13x17x4" 

13 

4.26 

15283 

15284 

17x17x4" 

15 

5.70 


SHELVES FOR CABINET 
RACKS 


These shelves are 
designed to fit 
into the various 
enclosed racks 
Visted in this cat¬ 
alog. They are 
constructed to be mounted inside the rack, 
with side bolt mounting. All shelves are 1 " 
high, and finished in black ripple enamel. 
Shipping weight of all shelves, 10 lbs. 




Shelf 

Net 

Cat. No. 

Will Fit Rack No. 

Size 

Price 

R-2015 

P, PG or A-3675 

P, PG or A-6625 

P, PG or A-8325 
F-6618, F-8318 

13x21%" 

$4.35 

R-2018 

P, PG or A-3618 

P, PG or A-6618 

P, PG or A-8318 

16x21%" 

4.50 

ER-2112 

ER. 213, BR-215, 
ER-217 

13x2 Ifi" 

3.15 

R-2128 

DL-128, DL-1225, 
DL-1413, DL-1713. 
DL-2613, DL-3513 

12x21 fe" 

2.55 

ER-2212 

ER-223, ER-225, 
ER-227 

15x21 it" 

3.15 

R-2215 

FD-215, PD-217 10 %x21" 

3.15 

R-221S 

P, PG or A-6918 

P, PG or A-7818 

P, PG or A-8518 

16x231/." 

4.20 

R-2219 

G-2218, G-2219 

16x21%" 

4.50 

R-2224 

P, PG or A-6924 

P, PG or A-7824 

P, PG or A-8524 

22x23 1/2 " 

5.10 


CHASSIS 
MOUNTING BRACKETS 




These brackets will fit any of the chassis listed 
above, as the mounting holes are drilled to 
match. Panels must be at least 7 " high. 
Finished in black enamel. 






Shp. Wt. 

Net 

Cat. No. 


Dimensions 

Lbs. 

Price 

SB- 78 

For 

8" 

Base 

2 

$ .78 

SB-710 

For 

10" 

Base 

2 

1.05 

SB-711 

For 

11" 

Base 

2 

1.14 

SB-713 

For 

13" 

Base 

3 

1.32 

SB-717 

For 

17" 

Base & Larger 

4 

2.04 


Amplifier Foundation Chassis 



Latest trend in amplifier design. Combination 
of .sloping front panel and streamlined cover 
enables you to build up a job similar to that 
used on commercial deluxe type amplifiers. 
All parts finished in slate grey ripple enamel 
trimmed with chrome moulding and handles. 
Front panel removable and protrudes 3" from 
face of screen cover. Chassis supplied complete 
WITH bottom plates. 



Chassis 

Screen 

Shp. Wt. Net 

Cat. No. 

Size 

Cover 

Lbs. 

Price 

F-10120 

10x12x3" 

6 % " high 

11 

$6.90 

F-10170 

10x17x3" 

6 1/2 " high 

13 

7.80 

F-13170 

13x17x3" 

6 1/2 " high 

15 

8.85 


ROUNDED CORNER TYPE 


Amplifier Foundation Chassis 

Modern profes¬ 
sion a 1 type. 

Bounded cor¬ 
ners on screen 
cov(u-. Chrome 
mouldings and 
handles. Cover 
finished in slate 
grey, with black 
ripple chassis. 


Cat. No. 

Chassis 

Size 

Depth of 
Cover 

Shp. Wt. 
Lbs. 

Net 

Price 

DF-510 

5x10x3" 

6" 

7 

$3.75 

DF-615 

6x14x3" 

6" 

8 

4.35 

DF-717 

7x17x3" 

6" 

9 

4.95 

DF-1012 

10x12x3" 

6" 

9 

4.95 

DF-1017 

10x17x3" 

6" 

10 

5.85 

DF-1317 

13x17x3" 

6" 

12 

7.05 



STANDARD TYPE 


Amplifier Foundation Chassis 

Rounded cor¬ 
ners effectively 
streamline the 
covers on these 
units. Grille 
type ventilation 
gives them a 
modern appear¬ 
ance. Chassis 
stamped from 
one piece of 
cold rolled steel, with corners securely spot 
welded. Covers finished in slate grey, chassis 
in black ripple enamel. Chassis are drilled for 
bottom plates. 



Cat. No. 


Size 


Depth of Shp. Wt. Net 
Cover Lhs. Price 


F-510 

5x10x3" 

6" 

7 

$2.70 

F-615 

6x14x3" 

6" 

8 

3.00 

F-717 

7x17x3" 

6" 

9 

3.75 

F-1012 

10x12x3" 

6" 

9 

3.75 

F-1017 

10x17x3" 

6" 

10 

4.50 

F-1317 

13x17x3" 

6" 

12 

5.40 
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IPIKBEQUH' 


9^ PRECISION BUILT METAL HOUSINGS 


TRANSMITTER RACKS 



• Rigidly constructed of #16 gauge 
steel with a #12 gauge steel bottom 
arid welded throughout. 

• Panel mounting angles are 3/16 thick 
and are tapped 12-24 on Universal 
spacing. 

• Rear doors are hung on sturdy loose- 
jointed hinges, and closed by a flush 
snap catch. 

• A rectangular cut-out is made in the 
bottom for leads, etc. 

• Racks are supplied with or without 
louvres. 

• Vertical rounded corner moldings are 
supplied on RM racks. 

• Tops and bottoms are trimmed with 
red striped chrome moulding. 

• Panel mounting angles are adjustable 
to any distance from the front door 
by means of channel slides. 

• FD racks have handles and locks. 

• Racks finished in either black or gray 
wrinkle. 


A Duplex Receptacle and Outlet Box Ore 
Furnished in the Back Under the Door. 


RM-6II9 

Overall Size 
67%x22xl8** 
Panel Space 
61'/4xI9" 

List Price $130.00 

RM-7719 

Overall Size 
83'/8x22x18‘* 
Panel Space 
77x19" 


FD-6II9 

Overall Size 
673/8x22x18" 
Panel Space 
6I'/4xI9" 

List Price $175.00 

FD.77I9 

Overall Size 
831/8x22x18" 
Panel Space 
77x19" 


List Price $165.00 


List Price $215.00 




CHANNEL RELAY RACKS 


• Rigidly constructed of #12 gauge 
cold rolled sheet steel and finished 
in Black Wrinkle. 

• Vertical members and top cross- 
brace are welded together. 

• Panel mounting holes are tapped for 
10/32 machine screws on Universal 
Spacings. 

• Racks are shipped knocked down 


with 

all necessary 

bolts for 

easy 

asse 

mbiy. 

Available 


Cat No. 

Overall 

Panel 

List 

Dimensions 

Space 

Price 

RR-80C 

38y4" X 20" X 183/8" 

363A" 

$29.00 

RR-801 

731 / 4 " X 20" X 207/8" 

71 3 / 4 " 

34.50 


AH prices F.O.B.» B.ronx, N- S'. 



TABLE TYPE RELAY RACKS 

• Rigidly constructed of #16 gauge 
cold rolled sheet steel and finished in 
Black Wrinkle. 

• Base constructed of one piece, similar 
to a chassis. 

• Panel mounting holes are tapped for 
10/32 machine screws on Universal 
Spacings. 

• Racks are shipped knocked down with 
all necessary bolts for easy assembly. 


Cat. No. 

H. 

W. 

D. 

Space 

Panel 

List 

Price 

TR.2II9 

25" 

21" 

12" 

21 X 19" 

$11.00 

TR.28I9 

32" 

21" 

12" 

28 X 19" 

13.75 
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• Rigidly constructed of ^ 16 gauge cold rolled sheet steel. 

• The panel mounting angles are of 9^12 gauge steel and 
are tapped tor 10/32 machine screws on Universal spacings. 

• Panels fit into a recess so that the edges are not exposed. 

• Racks are shipped knocked down with all necessary bolts 
for easy assembly. 

^ Rear doors are hung on sturdy loose-jointed hinges, and 
closed by flush snap catches. 


Cabinets finished in either Black or Grey wrinkle. 

ROUNDED TYPE have front vertical rounded corners. 

DELUXE TYPE — The removable vertical corner mouldings 
are rounded and cover the mounting screws. 

DELUXE TYPE — Top and bottom are trimmed with red 
striped chrome finished moulding. 


Catalog No. 

RS-3619 

Overall Dimensions 
417/8x22x18” 

Available Panel Space 
363/4x19” 

List Price $54.50 

RS-6II9 

Overall Dimensions 
663/8x22x18” 

Available Panel Space 
6I'/4xI9” 

List Price $81.00 

RS-7719 

Overall Dimensions 
821/8x22x18” 

Available Panel Space 
77x19” 

List Price $97.50 


Catalog No. 

R-3619 

Overall Dimensions 4l%x22xl8" 
Available Panel Space 363^xI9” 
List Price $54.50 
R-4219 

Overall Dimensions 47'/8x22xI8’' 
Available Panel Space 42x19” 
List Price $62.40 
R-6II9 

Overall Dimensions 66%x22xl8" 
Available Panel Space 61'Ax 19” 
List Price $81.00 
R-7719 

Overall Dimensions 82'/8x22xl8” 
Available Panel Space 77x19” 
List Price $97.50 

All prices F.O.B., Bronx, N. Y. 


Catalog No. 

DR-3619 

Overall Dimensions 
431/8x22x18” 

Available Panel Space 
363Axl9” 

List Price $77.50 

DR-6119 

Overall Dimensions 
67%x22xl8” 

Available Panel Space 
6I'/4xI9” 

List Price $95.00 

DR-7719 

Overall Dimensions 
833/gx22xl8” 

Available Panel Space 
77x19” 

List Price $115.00 




P R E M I E R M ET A L P R O D UC T S C OM P AN Y 


STANDARD TYPE 


ENCLOSED RELAY RACKS 

ROUNDED TYPE DELUXE TYPE 


I PRECISION BUILT METAL HOUSINGS 
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DELUXE DESK PANEL CABINET RACKS 

FOR STANDARD 19" RACK PANELS 


CABINETS 





• Front vertical corners are rounded and the top and 

bottom are trimmed with red striped chrome finished 
moulding. 

• Rigidly constructed of ^5^16 gauge cold rolled sheet steel. 

• Panels fit into a recess so that the edges are not exposed. 

• Panel mounting holes are tapped for 10/32 machine 

screws on Universal Spacings. 

• Piano type hinges are used on the top doors, which are 
provided with flush snap catches. 

• Cabinets finished in either Black or Grey Wrinkle. 

SINGLE UNIT 

(with door in top only) 


Cat. No. 

Cabinet Size 

Available 

Panel Space 

List 

Price 

DCR-80 

10'/2 X 21% X IB'A" deep 

83%" X 19" 

$20.00 

DCR-lOO 

121/4 X 213/4 X 151/4" deep 

101/2" X 19" 

22.50 

DCR-120 

14 X 213/j X 15/4" deep 

121/4" X 19" 

24.25 

DCR-140 

153/4" X 213/4 X 151/4" deep 

14 " X 19" 

27.00 

DCR^I70 

DOUBLE UNIT 

(with door in top and door on 

191/4 X 213/4 X 151/4" deep 

rear panel) 

171/2" X 19" 

32.00 

DCR-190 

21 X 213^ X 151/4" deep 

19!%" X 19" 

33.50 

DCR-210 

223/4 X 213/4 X 15>/4" deep 

21 " X 19" 

34.75 

DCR-260 

TRIPLE UNIT 

(with door in top and door on 

28 X 213/4 X 15'/4"deep 

rear panel) 

26!%" X 19" 

37.50 

DCR-310 

33/4 X 213/4 X 151/4" deep 

3I'/2"x 19" 

39.50 


QUAD UNIT 

(with door in top and door on 

rear panel) 


DCR-350 

363% X 213% X 15/4" deep 

35 " X 19" 

41.50 



All 

prices 1 



SLOPING FRONT 

Cabinet has rounded top co/ners and a removable front 
panel. Back of cabinet Is perforated and has opening for 
leads. Constructed of #20 gauge steel. Finished in Grey 
Wrinkle, 

Cat. No. H. W. D. For Chassis List Price 

SFC-500 8 x 8 x 8" 7 x 7 x 2" $6.40 

SFC-501 8xl0x 8" 7x9x2" 7.10 

SFC-502 8 xl4x 8" 7x13x2" 7.65 

SFC-503 9 xl8x 8" 7x17x3" 11.00 

SFC-504 12x18 x12" 10x17x3" 14.00 

'll 


HINGED TOP ROUNDED corner type 

Cabinet has front vertical rounded corners and a removable 
front panel. Back of cabinet is perforated and has opening 
for leads. Constructed of #20 gauge steel. Finished in Grey 
Wrinkle. 


Cat. No. 

H 

W. D. 

Panel Size 

For Chassis 
7x 7x2" 

List Price 

HTC-200 

8x 

10 X 8" 

8x 8" 

$6.00 

HTC-201 

8x 

I2x 8" 

8x 10" 

7x 9x2" 

6.50 

HTC-202 

8x 

I6x 8" 

8x 14" 

7x 13x2" 

8.45 

HTC-203 

9 X 

I7x II" 

9x 15" 

lOx I4x 3" 

13.15 

HTC-204 

12 X 

20 X 12" 

I2x 18" 

10 X 17 X 3" 

15.50 

HTC-205 

8x 

14 X 8" 

8x 12" 

7x11x2" 

7.50 



HINGED TOP STANDARD TYPE 

Front Panel has a rounded corner on top and is removable. 
Top door has a plan'o hinge. Constructed of #20 gauge steel. 
Finished in Black Wrinkle. 


Cat. No. 

H. W. D. 

For Chassis 

List Price 

HTC-lOO 

71 % X 101/2 X 6" 

5'/2X 9/2 X 11/2" 

7x 7x2" 

$4.80 

HTC-IOI 

71 / 4 x 8 x 8 " 

4.80 

HTC-102 

7'% X 10 X 8" 

7x 9x2" 

5.50 

HTC-I03 

71 % X 14 X 8" 

7x 13 x2" 

6.25 

HTC-104 

9x 15x 103%" 

12 X 18 X 12" 

lOx 14 x 3" 

10.25 

HTC-I05 

10 X 17x3" 

12.00 

HTC-106 

7'% X 12 X 8" 

7x11x2" 

6.00 
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AMPLIFIER FOUNDATION 
CHASSIS 


BLANK CHASSIS 


^ 'j 


. ' - 



iiiiiiiijlijilMiii^ 



Top cover has grille perforations and 
rounded corners. Finished in Grey 
Wrinkle. Chassis are constructed of one 
piece with corners spot-welded. Con¬ 
structed of #20 gauge steel. Finished 
in Black Wrinkle. 


Cat. No. 

Size 

Depth of 
Cover 

List 

Price 

AF-510 

5 X 10 x 3" 

6" 

$6.25 

AF-615 

6x 14x3" 

6" 

7.25 

AF-717 

7x 17x3" 

6" 

8.25 

AF-I0I2 

lOx 12x3" 

6" 

8.25 

AF-I0I7 

lOx 17x3" 

6" 

9.75 

AF-I3I7 

13x 17x3" 

6" 

11.75 



STEEL UTILITY CASES 

Constructed of #20 gauge sheet steel 
with flanged edges, spot-welded cor¬ 
ners, and two removable flat covers. 
Finished in Black Wrinkle. 


Cat. No. 

C-442 

C-453 

C-564 

C-596 

C-666 

C-8I0I 

C-8107 

C-I128 

C-I576 

C-I597 

C-1276 


Size 

4x4x2" 

4x5x3" 

5x6x4" 

5x9x6" 

6x6x6" 

8 X 10 x 10" 
8x 10x7" 

11 X 12x8" 

15 x 73/4 X 6 '/ 2 " 
15x9x7" 

12 X 7 X 6" 


List Price 
$1.25 
1.45 


Constructed from one piece of #2.0 
gauge cold rolled steel, except those 
marked * which are of #16 gauge. 
Corners are spot-welded. Bottom edges 
are flanged in on four sides and punched 
for bottom plates. Finished in either 
Black Wrinkle or Zinc Plated. 


Cat. No. 

Size 

List Price 

CH-400 

51/2 X 91/2 X l'/2" 

$1.30 

CH-401 

5 x 10x3" 

1.80 

CH-402 

6x 14x3" 

2.10 

CH-403 

7 X 7x2" 

1.50 

CH-404 

7x 9x2" 

1.80 

CH-405 

7x11x2" 

1.85 

CH-406 

7x13x2" 

2.00 

CH-407 

7x15x3" , 

2.40 

CH-408 

4x 17x3" 

2.15 

CH-409 

7x 17x3" 

2.60 

CH-410 

8x 17x2" 

2.40 

CH-4II 

8 X 17x3" 

2.60 

CH-4I2 

lOx 12x3" 

2.50 

CH-413 

lOx 14x3" 

2.65 

CH-414 

10 X 17/2" 

2.65 

CH-415 

lOx 17x3" 

2.75 

CH-416 

lOx 17x4" 

3.40 

CH-417* 

II X 17x2" 

3.75 

CH-418* 

11 X 17x3" 

4.10 

CH-419 

I2x 17x2" 

2.85 

CH-420 

I2x 17x3" 

3.40 

CH-421 

I2x 17x4" 

3.75 

CH-422* 

13 X I7x 2" 

4.10 

CH-423* 

I3x 17x3" 

4.75 

CH-424* 

13 X 17x4" 

5.40 

CH-425 

7x 11x3" 

2.00 

CH-426 

5x 7x2" 

1.47 

CH-427 

8/2 X 15x3" 

2.75 



*1 


IT I 


CHASSIS MOUNTING 
BRACKETS 

These brackets will fit any of the above 
chassis because the mounting holes are 
drilled to match. Panels must be at least 
7" high. Notched for 3” chassis. 
Nos. CB-810 and CB-813 are notched 
for 4” chassis. Finished in black en.amel. 


Dimensions 
For 8" Base 
For 10" Base 


Base 

Base 

Base and larger 

Base 

Base 


All prices F.O.B., Bronx, N. Y. 


BLANK RACK PANELS— 
19'" WIDE 

For Racks with Multiple I Vi"— V 2 " 
Spacings 

Made of # 12 Gauge Steel 
Finished in either Black or Grey Wrinkle 


List Price 
$1.30 

1.75 
1.90 
2.20 
3.40 
2.60 

2.75 


Finished 

Cat No. 

RP-119 

RP-319 

RP-519 

RP-719 

RP-819 

RP-I0I9 

RP-I2I9 

RP-I4I9 

RP-I5I9 

RP-I7I9 

RP-I9I9 

RP-2II9 


List Price 

$ 1.10 





GRILLE PANELS—19" WIDE 

Made of #12 Gauge Steel 
Finished in either Black or Grey Wrinkle 

Panel ^ List 

Cat. No. Size Grille Size Price 

GRP-601 B'A" 37 / 8 x 133 / 8 " $4.40 

GRP-602 7" 37 / 8 x 133 / 8 " 4.75 

GRP-603 83 / 4 " 57 / 8 x 133 / 3 " 5.75 

GRP-604 83/4" * 37 / 8 x 133 / 8 " 5.25 

GR P-605 10 / 2 " 77 / 3 x 133 / 8 " 6.25 

GRP-606 101 / 2 " * 57 / 8 x 133 / 8 " 5.75 

GRP-607 121 / 4 " * 77 / 8 x 133 / 8 " 6.50 


•^Allows 3 / 2 " space 
mounting. 


at Dottom for chassis 


.....— .. 


DOOR PANELS—19" WIDE 

Made of #12 Gauge Steel • 

Finished in either Black or Grey Wrinkle 
Panels have flush hinged doors with 
piano hinges, and are equipped with a 
chrome knob and concealed snap catch. 
All doors are located I" from top to 
allow space for chassis at bottom. 


Cat. No. 
Black 

Pane! 

Size 

Door Size 

List 

Price 

DR P-700 

83/4" 

101/2" 

I2'/4" 

41/2 X 153/8" 

6 X 153/8" 

$7.00 

DR P-701 

7.50 

DR P-702 

7/2 X 153/8" 

8.25 
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PRECISION BUILT METAL HOUSINGS 



REMOVABLE TOP CHASSIS 


Made of #16 Ga. Cold Rolled Steel. Top and 
Bottom edges flanked in on four sides. Top plate is 
removable. Finished in either Black Wrinkle or Zinc 
Plated. 


Catalog No. Size List Price 

RCH-415 10x17x3 $5.50 

RCH-415 10x17x4 6.10 

RCH-423 13x17x3 5.75 

RCH-424 13x17x4 7.10 

REPLACEMENT TOPS 

Catalog No. Size List Price 

RTC-415 10x17 $2.10 

RTC-423 13x17 2.50 



SLOPING PANEL CABINETS 

Made of #20 Ga. Steel with Rounded Top Corners 
and sloping front. Finished in Black Wrinkle. 


Catalog No. W H D List Price 

SPC-1200 4^6 X 4'/2 X 4'/4 $ 1.70 

SPC-I20I 5^6 X 4'/2 X 41/4 1.95 

SPC-1202 6%x4l/2x4y4 2.20 

SPC-1203 7%ix 41/2x41/4 2.65 



RACK SHELF 

Made of one piece of # 16 Ga. Cold Rolled Steel, 
I" high. Holes are punched on sides for mounting to 
rack. Finished in Black or Gray Wrinkle. 


Catalog No. 

Will Fit Rack No. 

Shelf Size 

List Price 

RS-II06 

All DCR Racks 

12x21% 

$4.25 

RS-II07 

R, RS, DR and RM Racks 

15x21% 

5.25 

RS-II08 

FD Racks 

13x21% 

4.75 



ROLLER TRUCKS FOR RACKS 

Made from I piece of # 16 Ga. Cold Rolled Steel. 
Supplied with 2" Dia. Hard Rubber Wheels and bolts 
for easy assembly. Finished in either Black or Gray 
Wrinkle and has a red striped Chrome moulding. 


Catalog No. Will Fit Rack No. 

Inside 

Dimensions 

List 

Price 

RT-llOO All DCR Racks 

15374x221/4 

$15.00 

RT-I 101 R, RS, DR, RM, and FD Racks 

l83^x223/4 

19.00 

RT-II02 RR-801 

20 '/2K2iy2 

21.00 



METER CASES 

Made of #20 Ga. Steel with Rounded Top Corner and 
sloping fronts. Accommodates 2" or 3" Meters. Finished 
in Black Wrinkle. 

Catalog No. WHO Meter Size Hole Size List Price 

SPC-I2O8 4%x4l/2x4l/4 2" 2%" $1-60 

SPC-1209 4%x4l/2x4l/4 3" 2%" 1.60 

All prices F.O.B., Bronx, N. Y. 
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CHASSIS • panels • cabinets 



ALUMINUM BLANK CHASSIS 


ALUMINUM BLANK RACK PANELS 
19" WIDE 


Constructed from one piece of 
except those marked * which are 
are spot-welded. Bottom edges ; 


#18 Ga. (.040) aluminum 
of # I 6 Ga. (.051). Corners 
sre flanged in on four sides 


For racks with multiple I'/ 4 - 
thick aluminum. Finished in 
Cat. No. Width List Price 


-1/2 spacings. Made of /s" 
ilther black or gray wrinkle. 
Cat. No. Width List Price 


and punched for bottom plates. Natural aluminum finish. 


Catalog No. 

Size 

List Price 

ACH-400 

5V2x9'/2xiy2" 

$1.70 

ACH-401 

5x10x3" 

2.00 

ACH-402 

6x14x3" 

3.35 

ACH-403 

7x 7x2" 

1.70 

ACH-404 

^ 7x 9x2" 

1.80 

ACH-405 

7x1 1x2" 

2.00 

ACH-406 

7x13x2" 

2.10 

ACH-407 

7x15x3" 

3.75 

ACH-408 

4x17x3" 

3.05 

ACH-409 

7x17x3" 

3.70 

ACH-410 

8x17x2" 

3.75 

ACH-4II 

8x17x3" 

3.95 

ACH-412 

10x12x3" 

3.50 

ACH-413 

10x14x3" 

4.45 

ACH-4I4 

10x17x2" 

4.25 

ACH-415 

1 Ox 1 7x3" 

4.75 

ACH-416 

10x17x4" 

5.50 

ACH-417* 

11x17x2" 

4.55 

ACH-418* 

11x17x3" 

5.55 

ACH-419 

12x17x2" 

5.00 

ACH-420 

12x17x3" 

5.90 

ACH-421 

12x17x4" 

6.50 

ACH-422* 

13x17x2" 

5.25 

ACH-423* 

13x17x3" 

6.25 

ACH-424* 

13x17x4" 

7.15 

ACH-425 

7x1 1x3" 

2.10 

ACH-426 

5x 7x2" 

1.40 

ACH-427 

8/2x15x3" 

3.80 


♦Made from #16 gauge aluminum. 


ALUMINUM MINIATURE CASES 



ARP-119 


$1.25 

ARP-1219 

121 / 4 " 

$5.65 

ARP-319 

31 / 2 " 

1.80 

ARP-1419 

14" 

6.50 

ARP-519 

51 / 4 " 

2.65 

ARP-1519 

153 / 4 " 

7.25 

ARP-719 

7" 

3.20 

ARP-1719 

171 / 2 " 

8.00 

ARP-819 

8 %" 

3.85 

ARP-1019 

191 / 4 " 

8.75 

ARP-1019 

101 / 2 " 

4.85 

ARP-2119 

21 " 

9.50 



ALUMINUM UTILITY CASES 


Constructed of # 18 Ga. (.040) aluminum with flanged edges, 
spotwelded corners and two removable flat covers. Natural 



Aluminum fii 

lish or Gray Hammertone. 



Natural 



Gray 



Aluminum 

List 

Size 

Hammertone 

List 


Cat. No. 

Price 

W L H 

Cat. No. 

Price 


AC-442 

$1.70 

4x4x2 

PAC-442 

$1.90 


AC-453 

1.90 

4x5x3 

PAC-453 

2.20 


AC-596 

3.70 

5x9x6 

PAC-596 

4.20 


AC -666 

2.55 

6x6x6 

PAC -666 

2.90 


AC-1276 

5.10 

12x7x6 

PAC-1276 

5.65 


AC-1597 

7.00 

15x9x7 

PAC-1597 

7.75 

A two piece case 

made of 

#18 Ga. 

(.040) aluminum. 

Natural 

Alu 

minum Finish or Gray Ftammertone. 



Natural 



Gray 


Aluminunrj 

List 


Hammertone 

List 

Cat. No. 

Price 

L W H 

Cat. No. 

Price 

AMC-IOOO 

$ .95 

234x21/8x1% 

PMC-1000 

$1.05 

AMC-IOOl 

.95 

314x21/8x1% 

PMC-IOOl 

1.05 

AMC-1002 

1.00 

4 x2i/8xl% 

PMC-1002 

1.10 

AMC-1003 

1.30 

4 x2'4x2I/4 

PMC-1003 

1.45 

AMC-1004 

1.35 

5 x2‘4x2/4 

PMC-1004 

1.50 

AMC-1005 

1.55 

5 x4 x3 

PMC-1005 

1.65 

AMC-1006 

1.50 

51 / 4 x 3 x2i/8 

PMC-1006 

1.60 

AMC-1007 

1.90 

6 x5 x4 

PMC-1007 

2.05 

AMC-1008 

2.10 

7 x5 x3 

PMC-1008 

2.30 

AMC-1009 

3.15 

8 x6 X 31/2 

PMC-1009 

3.35 

AMC-IOlO 

3.95 

10 x6 X 31/2 

PMC-IOlO 

4.15 

AMC-IOII 

4.45 

12 x7 x4 

PMC-IOII 

4.90 

AMC-I0I2 

5.25 

!7 x5 x4 

PMC-1012 

5.75 

AMC-I0I3 

1.55 

10 x2 xl% 

PMC-1013 

1.65 

AMC-I0I4 

2.05 

12 x2I/2x2'/4 

PMC-1014 

2.25 

AMC-IOIB 

1.25 

4 x2 x23/4 

PMC-1015 

1.60 

AMC-I0I6 

1.30 

4'/4x2I/4x|I/2 

PMC-1016 

1.45 


All prices F.O.B., Bronx, N. Y. 
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D.C. DELUXE CABINET RACKS—USE 19" RACK PANELS 


Middletown D. C. Cabinets conform to the conventional design of 

streamlined cabinets used by builders of amateur and commercial FEATURES 


equipment. 



■yir Constructed of heoy gauge 1/16" steel, 
electrically welded. 

'k Adequate ventilation is provided by sufficient 
louvres in sides, and ventilation in back. 
Front Vertical posts rounded. 

^ Flush panel mounting (recessed). 



Drilled and tapped for 10/32" screws on 
universal centers. 

Flush door in top fitted with flush snap-lock 
and piano hinges. 

Black Wrinkle finish. *Grey Wrinkle if 
desired.* 


Cat. No. Dealer Cost 

D.C. 108 Panel Size 8%" x 19\ 

Size of Cabinet 10x x 15". 

Single Unit . $11.64 

D.C. 1412 Panel Size 12x 19" 

Size of Cabinet 14" x 21i^" x 15". 

Single Unit . 14.19 

D.C. 1514 Panel Size 14" x 19". 

Size of Cabinet 15 %" x x 15". 

Single Unit . 15.84 


Cat. No. Dealer Cost 

D.C. 1917 Panel Size 17 1 / 2 " x: 19". 

Size of Cabinet 19i/4" x 21i/4" x 15". 

Double Unit—Door Top and Back ... $18.84 

D.C. 2826 Panel Size 26%" x 19". 

Size of Cabinet 28" x 21 x 15". 

Triple Unit—Door Top and Back . 22.14 

D.C. 3635 Panel Size 35" x 19". 

Size of Cabinet 36 %" x 211 / 2 '' x 15". 

Quad. Unit—Door Top and Back . 24.54 


BLANK STEEL CHASSIS 
Heavy Duty 

Middletown heavy duty Chassis are made from 
one piece of 1/16" sheet steel—Spot Welded 
at all four corners. Bottom edges are folded 
over on all four sides for additional rigidity 
and rilled to match bottom plates. Ends are 
drilled to fit standard Middletown brackets 
Bottom plates are supplied with these Chassis. 


Stock Sizes 

Black Wrinkle 

Cat. No. Dealer Cost 

H.D. 8172 8 x 17 x 2" $2.90 

H.D. 8173 8 x 17 x 3" 3.15 

H.D. 11172 11x17x2" 3.30 

H.D. 11173 11x17x3" 3.65 

H.D. 13172 13x17x2" 4.00 

H.D. 13173 13x17x8" 4.40 

H.D. 13174 13x17x4" 4.84 


CHASSIS BRACKETS 
Mounting 

These brackets are for chassis listed above. 
Front end of the bracket is seven inches high. 
Finished in black wrinkle. 



Shipping Dealer 
Cat. No. Size Weight Cost 

C.B. 8 For 8" Base 2 lbs. $0.87 

C.B. 11 For 11" Base 3 lbs. 1.26 


C.B. 13 For 13" Base 3 lbs. 1.47 


BLANK CHASSIS 
Standard Type 

Middletown Chassis are made from one piece of No. 20 gauge steel spot-welded at all 
4 corners—bottom edges are folded over on four sides for additional rigidity and drilled 
to match bottom plates. 

Bottom plates are drilled to match holes on flange of chassis and have pressed bumpers at 
corners. Material No. 20 gauge steel. 


Standard Chassis 

Steel Black Wrinkle 

Dealer 


Cat. No. 

Size 

Cost 

*B.S. 442 

4x 4x2" 

$0.72 

*B.S. 591 5 

1 / 2 x 91 / 2 x 1 % 

" .78 

*B.S. 5103 

5x10x3" 

1.08 

B.S. 4173 

4x17x3" 

1.29 

B.S. 6143 

6x14x3" 

1.26 

*B.S. 772 

7x 7x2" 

.90 

*B.S. 792 

7x 9x2" 

1.08 

B.S. 7112 

7x11x2" 

1.11 

B.S. 7132 

7x13x2" 

1.20 

B.S. 7153 

7x15x3" 

1.44 

B.S. 7173 

7x17x3" 

1.56 

B.S. 8172 

8x17x2" 

1.44 

B.S. 8173 

8x17x3" 

1.56 

B.S. 10123 

10x12x3" 

1.50 

B.S. 10143 

10x14x3" 

1.59 

B.S. 10172 

10x17x2" 

1.59 

B.S. 10173 

10x17x3" 

1.65 

*B.S. 11172 

11x17x2" 

2.01 

*B.S. 11173 

11x17x3" 

2.22 

B.S. 12172 

12x17x2" 

1.71 

B.S. 12173 

12x17x3" 

2.04 

B.S. 12174 

12x17x4" 

2.25 

*B.S. 13172 

13x17x2" 

2.30 

*B.S. 13173 

13x17x3" 

2.60 

*B.S. 13174 

13x17x4" 

3.00 


*18 ga. 
**22 ga. 


Aluminum 




Ik. 

Chassis I 




! 

Cat. No. 

Dealer I 
Cost ^ 


• ABC 591 

$1.05 



— 


■ABC 5103 

1.26 





::ABC 4173 

1.83 





tABC 6143 
tABC 772 

1.98 

.99 


Bottom Plates 

■ ABC 792 

1.08 


Black Wrinkle 


•ABC 7112 

1.20 




Dealer 

■ ABC 7132 

1.32 

Cat. 

No. 


tABC 7153 

2.16 

Size 

Cost 

:;ABC7173 

2.25 

B.P. 

59 

51 / 2 x 91 / 2 " 

$0.39 

::ABC 8172 

1.98 

B.P. 

510 

5x10" 

.45 

;;ABC 8173 

2.34 

B.P. 

417 

4x17" 

.57 

;:ABC 10123 

1.98 

B.P. 

614 

6x14" 

.60 

tABC 10143 

2.52 

B.P. 

77 

7x 7" 

.42 

tABC 10172 

2.40 

B.P. 

79 

7x 9" 

.45 

::ABC 10173 

2.73 

B.P. 

711 

7x11" 

.57 

tABC 11172 

2.49 

B.P. 

713 

7x13" 

.63 

;;ABC 11173 

3.15 

B.P. 

715 

7x15" 

.69 

tABC 12172 

3.00 

B.P. 

717 

7x17" 

.72 

tABC 12173 

3.36 

B.P. 

817 

8x17" 

.72 

tABC 12174 

3.90 

B.P. 

1012 

10x12" 

.12 

tABC 13172 

3.00 

B.P. 

1014 

10x14" 

.78 

tABC 13173 

3.54 

B.P. 

1017 

10x17" 

.96 

tABC 13174 

4.05 

B.P. 

1117 

11x17" 

.99 

tl8 ga. 


B.P. 

1217 

12x17" 

1.05 

tl6ga. 


B.P. 

1317 

13x17" 

1.14 
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CABINETS 

CHASSIS 


m/MANUFACTUMNg,^ 

CO. Jir 


MIDDLETOWN IN CONNECTICUT 


CASES 

PANELS 
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METER CASES 


These cases have sloping front panel 
with rounded top corner which blends 
with streamline equipment. They are 
sturdily constructed from sheet steel 
with welded joints. 


AMPLIFIER FOUNDATIONS—Deluxe Models 


RACK PANELS — 19" LONG 
(Steel and Aluminum) 


STEEL UTILITY CANS 


SLOPING FRONT PANEL CABINETS 


Back panel is ventilated on 
top and an opening is pro¬ 
vided on the bottom so that 
connections can be made 
directly to the rear of the 
chassis. Finished in Grey 
wrinkle. 


Utiddletown Rack Panels are offered in either steel or alu¬ 
minum. They are lO"" wide and are slotted for conventional W. E. 
mounting. Fourteen standard sizes. Furnished in black or grey 
wrinkle finish. r 

Note: When ordering grey wrinkle, add prefix “G” to catalog number. 

*Available on special order. 


Cat. No. 
M.C. 13 
IVI.C.33 


Meter 

Single 3" 
8-3" Meters 


Hole Size 

2ir 

0 13''/ 


H.W.D. 

4 X 4 X 4 
41/^ X 11 14 X 4 


Dealer 

Cost 

$1.14 

3.06 


STEEL CASES — STANDARD 


These cases are similar to 
our standard steel utility 
cans except they have flat 
tops and bottoms which are 
held in place with self tap¬ 
ping screws and are remov¬ 
able. These cases are of 
sturdy construction and have 
spot welded corners. Case 
has flanges on all edges. Fur¬ 
nished in black wrinkle. 


Cat. No. 
S.C. 442 .. 
S.C.453 .. 
S.C. 666 .. 
S.C. 1276 
S. C. 1597 
S.C. 1287 
S.C. 1576 


Size 

4x4 X 2 " 

4x5 X 3 " 

6x6 X 6 " 

12x7 X 6 " 

15x9 x7 " 

12x7% X 61 / 2 " 

15 x7% x 6 y 2 " 


xnis uniu ucsiyncu lu 
meet the most critical 
requirements. It has 
rounded corners, special 
Middletown designed 
louvres on all 4 sides 
and elongated holes on 
top to give maximum 
ventilation. Chassis are 
finished in Black wrinkle. 
Covers are finished in 
Grey wrinkle. Chassis are 
drilled for bottom plates 
which are listed separate¬ 
ly. Covers all have a 


Dealer 

Cat. No. Size Cost 

A.F.-5109 . 5x10x9" $2.80 

A.F.-6149 . 6 X 14 x 9" 3.00 

A.F.-7179 . 7x17x9" 3.75 

A.F.-10129 . 10x12x9" 3.75 

A.F.-10179 . 10 x 17 X 9" 4.50 

A.F.-13179 . 13 X 17 X 9" 5.40 


Sloping front panel cabinets 
have a wide application in 
the electronic field since they 
are adaptable for various 
uses. They are constructed 
of heavy gauge steel electri¬ 
cally spot-welded. Top cor¬ 
ner is rounded, front panel 
is removable, and louvres on 
sides provide ventilation. 


Cat. No. 
Steel (BIk. 
Wrinkle) 
R.P. 1 
R.P. 3 
R.P. 5 
R.P. 7 
R.P. 8 
R.P. 10 
R.P. 12 
R.P. 14 
R.P. 15 
R.P. 17 
R.P. 19 
R.P. 21 
R.P. 26* 
R.P. 35* 


Dealer 

Cost 

$0.77 

.84 

1.05 

1.20 

1.50 

1.68 

2.10 

2.40 

2.70 

2.97 

3.30 

3.66 


Weight 

2 lbs. 

3 lbs. 

3 lbs. 

5 lbs. 

9 lbs. 

9 lbs. 

11 lbs. 


Dealer 

Cost 

$0.84 

.96 

1.32 

2.49 

3.39 

2.88 

2.97 


These Utility Cans are sub¬ 
stantially made from sheet 
steel with spot welded rein¬ 
forced corners. Tops and bot¬ 
toms are removable and are 
flanged on all four sides. Held 
in place with self-tapping 
screws. 


Cat. No. 


Dealer 

Cost 

$0.87 

1.20 

1.80 

2.16 

2.58 

3.24 

3.78 

4.35 

4.80 

5.34 

5.85 

6.30 


Cat. No. 


U.C. 

U.C. 

U.C. 

U.C. 

U.C. 


565 .. 
596 .. 
8107 
81010 
11128 


S.F.-888 .... 
S.F.-8108 .. 
S.F.-8128 .. 
S.F.-8148 .. 
S.F.-121812 


Cat. No. 

Aluminum (Black 
Wrinkle) 
A.R.P. 1 
A.R.P. 3 
A.R.P. 5 
A.R.P. 7 
A.R.P. 8 
A.R.P. 10 
A.R.P. 12 
A.R.P. 14 
A.R.P. 15 
A.R.P. 17 
A.R.P. 19 
A.R.P. 21 
A.R.P. 26* 
A.R.P. 35* 


H.W.D. 


Chassis Size 


Dealer 

Cost 


Size 


Weight 


3 lbs. 

5 lbs. 

6 lbs. 

7 lbs. 
9 lbs. 


Dealer 

Cost 


$1.38 

1.86 

2.70 

3.45 

4.35 


$3.84 

4.26 

4.44 

4.59 

8.40 


Cat. No. 

R.P.IVI.33 

R.P.M.35 


METER PANELS 

_ Middletown Meter Panels are 

made 5%" high and are made 
to the same specifications as 
our Rack Panels — are avail¬ 
able to fit 8" meters. 

Holes Hole Size Dealer Cost 

. 3 2^s" $1.30 

. 5 2-is" 1.85 





































CABINETS 

CHASSIS 


MIDDLETOWN 

LAAANUFACnWNfi^ 

COl 


CASES 

PANELS 



DE LUXE RELAY RACKS 

Middletown De Luxe Relay Racks are made 
of 16-gauge steel with panel supports 

which are recessed so that edges of panels 
set flush. Standard 19" panels fit these racks. 
(See page J-113 for panel sizes.) 

Adequate ventilation is provided by louvres 
in the two sides, the door and in the top It 
front and back. Door is hung on sturdy hinges 
and has snap catches. Racks come with rigid, 
built-in caster supports. (Casters not in¬ 
cluded in price of rack.) Furnished in either 
black or grey wrinkle finish. Shipped knocked 
down with all necessary hardware. 

Rack • shelves and supporting angles to fit 

these Relay Racks are available. Information 
and prices on request. 

Cat. No. 

(Black Overall Si 2 e Panel Size Dealer 

Wrinkle) H W D H W Cost 

DRR4236 42tV 22 17% 36% 19 $32.70 

DRR4742 22 17% 42 19 37.45 

DRR6661 66t% 22 17% 61% 19 48.60 

DRRS277 82^5 22 17% 77 19 58.50 

Note: When ordering grey wrinkle, add prefix “6” to 

catalog number. Dimensions in Inches. 



Catalog Number 
TRR 24 
TRR 31 


OPEN-TYPE TABLE 
RELAY RACKS 

For table mounting of power transmitters, 
P. A. systems and other radio and elec¬ 
tronic apparatus. Rack is ruggedly con¬ 
structed with strong base to accommodate 
heavy components. Drilled and tapped for 
conventional 19" wide panels which set in 
recess so that no edges are exposed. (See 
page J-113 for panel sizes.) 

Shipped knocked down with necessary 
hardware. Black wrinkle finish. 


Overall Size 

Panel Space 

Dealer 

W D 

H 

W 

Cost 

21 12 

21 

19 

$6.60 

21 12 

28 

19 

S.25 



ROUNDED CORNER 
CABINETS 

These are de luxe streamlined cabinets with 
front vertical corners rounded. Flush panel 
door, hung on full-length piano hinge, pro¬ 
vided in top for convenient access. Venti¬ 
lating louvres on sides. Opening at bottom 
of rear panel permits easy accessibility for 
leads, cables, etc. Front panel held in posi¬ 
tion with self-tapping screws. Grey wrinkle 
finish. Sturdily built of sheet steel. 




Size 


Panel Space 

Chassis Size 

Dealer 

Catalog No. 

H 

W 

D 

H 

W 

D 

W 

H 

Cost 

RC BIOS 

8 

10 

-8 

8 

8 

7 

7 

2 

$3.60 

RC 8128 

8 

12 

8 

8 

10 

7 

9 

2 

3.90 

RC 8168 

8 

16 

8 

8 

14 

7 

13 

2 

5.07 

RC 91711 

9 

17 

11 

9 

15 

10 

14 

8 

7.89 

RC 122012 

12 

20 

12 

12 

18 

10 

17 

3 

9.30 

Chassis are not included 

unless ordered. 

See J-112 for chassis listings. 


Dimensions in Inches. 


STANDARD SPEAKER 
CABINETS 

These cabinets are designed especially for 
permanent or portable public address sys¬ 
tems. Made from heavy sheet steel with 
front vertical corners rounded for neat, 
streamlined appearance. Attractive clover- 
leaf grille. Removable back cover. Black 
or grey wrinkle finish. 


Catalog Number 
(Black Wrinkle) 

H 

Cabinet Size 
W 

D 

Hole 

Diam. 

Speaker 

Size 

Dealer 

Cost 

SS 10106 

10 

10 

6 

4% 

6 " 

$3.45 

SS 12127 

12 

12 

7 

6 % 

8 " 

4.65 

SS 14148 

14 

14 

8 

9 

10 " 

5.55 

SS 16168 

16 

16 

8 

11 

12 " 

7.35 


Note; When ordering grey wrinkle, add prefix “G” to catalog number. 




OPEN-TYPE CHANNEL 
RELAY RACKS 

sturdy construction with rigid sup¬ 
porting members and side angle 
braces make these racks perfectly 
suited to all heavy-duty assign¬ 
ments. Made of steel channels, 
3" deep, welded together with 
angle cross pieces of the same 
material. Chassis type base. 
Drilled and tapped to accommo¬ 
date conventional 19" panels. (See 
page J-113 for panel sizes.) Black, 
wrinkle finish. Shipped knocked 
down with necessary hardware. 

Overall Size Panel Size Dealer 

Cat. No. H W D H W Cost 

0CR35*‘ 351/2 21 22 31% 19 $17.40 

OCR 70 70% 21 22 66% 19 20.70 

Dimensions in Inches. 



SPEAKER PANELS 

Made from %" steel, panels fit either 6", 
8 ", 10" or 12" speakers. They are 19" 
wide, slotted for standard W.E. mounting. 
Furnished in black or grey wrinkle finish. 
Opening covered with an attractive clover- 
leaf design steel grille. 


Catalog Number 

Panel Space 

Hole 

Speaker 

Dealer 

(Black Wrinkle) 

H 

W 

Diameter 

Size 

Cost 

SP 8 

8 % 

19 

4% 

6 

$2.46 

SP 10 

10 % 

19 

6% 

8 

3.15 

SP 12 

12 % 

19 

9 

10 

3.75 

SP 14 

14 

19 

11 

12 

4.35 


Note: When ordering grey wrinkle, add prefix “G” to catalog number. 


Dimensions in Inches. 



ALUMINUM 
MIDGET CHASSIS 

These small, open-end aluminum chassis 
are ideal for miniature tube assemblies 
and all applications where space is 
limited. Made of prime sheet aluminum 
with %" flange on bottom for fastening 
down, or attaching bottom plate. Finish 
is etched aluminum. 


Cat. 

No.. 

D 

Size 

W 

H 

Dealer 

Cost 

AMC 

221 

2 % 

2 % 

1% 

$0.30 

131 

1% 

3% 

1 

33 

342 

3% 

4% 

2 

.36 

241 

2 % 

4% 

1 

.36 

341 

3% 

4% 

1 % 

.36 

361 

3 

6 Vs 

1% 

.42 


Cat. 

No. 

D 

Size 

W 

H 

Dealer 

Cost 

AMC 

541 

5% 

4% 

1% 

$0.45 

431 

4 

31/8 

1 

36 

441 

4 

4% 

1 

.39 

451 

4 

6% 

1 

.42 

461 

4 

6 Vs 

1 

.45 



MULTI-MOUNTS 

These are all-purpose boxes with an un¬ 
limited field of application in radio and 
electronics. Made from prime sheet alu¬ 
minum. Two-piece telescoping construc¬ 
tion, each half forming three sides. Finish 
is etched aluminum or grey hammer-tone. 


Cat. 


Size 


Dealer 

No. 

D 

W 

H 

Cost 

MM 

(Etched Aluminum) 

122 

1% 

2 % 

21/8 

$0.63 

132 

1% 

3% 

21/8 

.63 

142 

1% 

4 

2 % 

.66 

242 

2 % 

4 

2 % 

.87 

252 

2 % 

5 

2 % 

.90 

354 

3 

5 

4 

.99 

253 

21/8 

5% 

8 

.96 

465 

4 

6 

5 

1.23 

375 

3 

7 

5 

1.38 


Note: When ordering grey hammer- 
number. Dimens 


Cat. 


Size 


Dealer 

No. 

H 

W 

D 

Cost 

MM 

(Etched Aluminum) 

386 

3% 

,8 

6 

$2.01 

3106 

3% 

10 

6 

2.49 

4127 

4 

12 

■ 7 

2.94 

4175 

4 

17 

5 

3.45 

1102 

1 % 

10 

2 

.99 

2122 

2 % 

12 

2 % 

1.35 

2420 

2 % 

4 

2 

.84 

1420 

1% 

4% 

2 % 

£1 


■tone, add prefix “GH” to catalog 
ions in inches. 
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RIDER TV MANUALS 


For complete factory-authorized, factory-approved, unabridged 
TV servicing information — direct from the receiver manu¬ 
facturers — there’s only one authentic source — RIDER TELE¬ 
VISION MANUALS. 

Schematics, chassis vie>vs, tube layouts, voltages and resistance 


readings, alignment procedures, parts lists and values, pitot 
model schematics as well as all production runs, in fact, you 
will find all information necessary to speedier, easier, more 
profitable servicing. 

Dependable replacement parts listings starting with Volume 10. 


TV MANUAL VOL. 12 

with dependable replacement parts listings 

Makes TV Servicing Easy 

• Circuit action descriptions! 

• Unpacking and installation data! 

• Signal waveforms for trouble shooting! 

0 . 2012) * Large, easy to read diagrams! 



(Cat. No. 2012) ’ i-arge, easy to reaa aiagrams; 

Complete coverage for the period March through July 1953. All pages 
filed in proper place. Single index for all 12 TV Volumes. Over 2,000 
(equivalent of SV^xll" size) pages. 


Vol. 

Cat. No. 

Pages 

Cover 

Price 

11 

2011 

2,200 

Oct. 52-Feb. 53 

24.00 

10 

2010 

2,350 

Mar. 52 - Sept, 52 

24.00 

9 

2009 

2,136 

Oct. 51-Feb. 52 

24.00 

8 

2008 

2,688 

June 51 - Sept. 51 

24.00 

7 

2007 

2,352 

Sept. 50 - June 51 

24.00 

6 

2006 

2,320 

Aug. 50 - Jan. 51 

24.00 

5 

2005 

2,320 

Mar. 50 - July 50 

24.00 

4 

2004 

2,296 

Oct. 49-Feb. 50 

24.00 

3 

2003 

2,032 

Jan. 49 - Oct. 49 

24.00 

2 

2002 

1,896 

Jan. 48 - Jan. 49 

24.00 

1 

2001 

2,000 

Up to Jan, 48 

19.80 


RIDER AM-FM RADIO MANUALS 

Proved best by 24 years of continuous test. Rider AM-FM 
Radio Manuals are used by an overwhelming majority of com¬ 
petent, progressive servicemen. They find the profit-making, 
time-saving value of the Manuals to be without equal. 

All information comes directly from the receiver manufacturers— 
alignment, i.f. peaks, operating voltages, parts lists and values, 
voltage ratings of con¬ 
densers, wattage ratings Vol. Cat No^ Pages | Year | Price 

of resistors, coil resis- ~23 1023 , jow in prepratiou 

22 1022 1,520 50-51 18.00 

tance data, gain data, 21 1021 1,648 49-50 21.00 

^0 1020 1,776 1949 21.00 

dial drives, etc. You II jg 3 ^ 03^9 2,122 48-49 22.50 

find the greatest cover- 18 1018 2,036 1948 22.50 

^ 17 1017 1,648 47-48 19.80 

age at the lowest cost. 16 1016 768 46-47 9.90 

Pwo-v/ 1^ 2,000 42-46 22.50 

Every service technician, 34 3034 3 g-jrg 3^42 19.30 

set manufacturer, design 18 1013 1,672 41-42 19.80 

. , , . 12 1012 1,648 40-41 19.80 

and research lab, com- 11 1011 1,652 39-40 19.80 

nnnonf nrtric 1^ 1010 1,664 38-39 19.80 

ponent parts manufac- g 3009 30^2 37.38 19.80 

turer — should own a 8 1008 1,650 36-37 19.80 

, , , 7 1007 1,600 35-36 19.80 

complete set of Rider 6 1006 1,240 34-35 15.00 

Manuals. 


Rider Public Address Equipment Manual 

VOLUME I 

Public Address Systems — Out¬ 
door Announcing — Musical In¬ 
struments — Phonographs — 
Theater, Church Hearing Aids — 
Intercom Systems — Home and 
Theater Motion Pictures—Mobile 

(Cat. No. 3001) , ^ . r* . 

and Portable Sound Systems. 
Coverage from 1938 to 1948. 147 manufacturers. 
Schematics, voltage and resistance tables, tube and 
chassis layouts, installation notes, operational instruc¬ 
tions, impedance matching. 

2024 pages “HOW IT WORKS” book 

Index Only $18.00 




RIDER TEK-FILE 

Tailor-made for specific model TV servicing 

The same official, factory-authorized, factory-approved servicing data as in 
Rider TV Manuals, except that it is in packaged form. Grouped by manu¬ 
facturers and models. Suitable for house call servicing and easy bench use in 
the shop. TEK-FILE makes servicing easy! Each Pack contains all the data you 
need . . . and it’s guaranteed to match the set! Dependable replacement parts 
listings starting with Pack No. 57. New Packs available monthly. Send for 
FREE complete index. Only $2.00 per Pack. 


Copyright by U. C. P., Inc. 
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RIDER BOOKS FOR PRACTICE AND THEORY 


TV MANUFACTURERS’ RECEIVER TROUBLE 
CURES SERIES 

POSITIVE CURES for TV troubles! Gives you exact direc¬ 
tions for correcting TV receiver performance "bugs.” Each 
cure is official, factory-authori2ed, direct from the receiver’s 
manufacturer. Listings by manufacturer and model or chassis 
number. Helps correct the most difficult faults — picture 
jitter, hum, buzz, tearing, etc. One service job will more 
than pay the cost of this series of time-saving hooks I 
VOLUME 1 covers: Admiral, Airking, Andrea, Arvin, Belmont^Ray' 
^eon, Bendix, Calbest, Capehart'Farnsworth, CBS'Columbia, Certified, 
Crosley, Dumont. 

(Cat. No. 143) 

VOLUME 2 covers: Emerson, Fada, Firestone, Freed, Gamble-Skogmo, 
General Electric, Hallicrafters, Hoffman, Industrial TV, International 
TV, Jackson. 

(Cat. No. 143-2) 

VOLUME 3 covers: Kaye-Halbert, Kent, Magnavox, Majestic, Meek, 
Mercury, Midwest, Montgomery Ward, Motorola, Muntz, National. 
North American Philips, Olympic, Pacific^ Mercury, Packard'Bell, 
Philco. 

(Cat. No. 143-3) 

VOLUME 4 covers: Philharmonic, Pilot, Radio ^ Television (Bruns' 
wick), RCA Victor, Remington (Rembrandt), Scott, Sears-Roebuck, 
Sentinel, SetchelhCarlson, Shaw TV. 

(Cat. No. 143-4) 

VOLUME 5 covers: Prominent manufacturers not covered in the first 
four volumes. 

(Cat. No. 143-5) 

Each volume over 115 pages 51/4 "x 81/4 " 

Illustrated _Each vol. Net Price $1.80 

TV TROUBLESHOOTING & REPAIR GUIDE BOOK 

by Robert G. Middleton 

A NEW, PRACTICAL, easy-to-use book for the TV service 
technician. It tells you how to spot receiver troubles and 
correct them. Contains factual information you must know 
to be a TV troubleshooting and repair expert. The Contents 
include: split-sound and intercarrier receivers, circuit vari¬ 
ations and how they affect operating waveforms, simplified 
TV receiver troubleshooting by scope and picture tube screen 
display analysis, remedies for circuit troubles, visual methods 
of alignment and recognition of alignment problems. Also 
hundreds of handy hints and time-saving short cuts for 
troubleshooting sync circuits, video-amplifier circuits, locat¬ 
ing buzz, etc. TV troubleshooting charts included. Not a 
theory book—-but a practical, down-to-earth troubleshooting 
and repair guide that will help you earn more money. 

204 pages 8 V 2 "x 11 " (Cat . No. 140) Net Price $3.90 

HOW TO USE METERS 

by John F. Rider 

PANEL TYPE, volt-ohm-milliammeter, vacuum-tube volt¬ 
meters for servicing TV and radio receivers, audio amplifiers, 
power supplies; for use and repair of amateur transmitters. 
^Vritten for the service technician, the TV and radio student, 
and ham. Completely practical 1 

CHAPTERS: 1. Principle and Construction of AC Meter 
Movements; 2. Principle and Construction of Meters Other 
than the Moving Coil Type; 3. Current and Voltage Readings; 
4. Power Measurement and Wattmeters; 5. Adapting Meter 
Movement for DC Measurements; 6. Adapting Simple Meters 
for Audio and Power Frequencies; 7. Adapting Simple Meters 
for RF Measurements; 8. Volt-ohm-milliammeters; 9. Vacuum 
Tube Voltmeters and Volt-ohm Meters; 10. Applications of 
Meters; 11. Do's and Don’ts of Meter Use; Index. 

Over 140 pages 5 V 2 "x 8 V 2 " Illustrated 

(Cat. No. 144) Paper bound Net Price $2.40 


SERVICING TV VERTICAL AND 
HORIZONTAL OUTPUT SYSTEMS 

by Harry Thomas 

A COMPLETE explanation of how vertical and horizontal 
output systems function. Discusses types of circuits used in 
TV receivers—waveforms encountered, construction of com¬ 
ponents, component constants, requirements and trouble¬ 
shooting. For the TV service technician and the student of 
TV servicing. No other book in print offers equivalent 
coverage of the subject or explains details as clearly. 
CHAPTERS: 1. The Basic TV Picture System in Receivers; 
2. Organization of the Basic Vertical and Horizontal Output 
System; 3. How the Vertical Output System Works; 4. How 
the Horizontal Output System Works; 5. The Deflection 
Yoke; 6. Variations in Horizontal Output Systems; 7. Con¬ 
struction and Replacement of Components in TV Output 
Systems; 8. Troubleshooting Vertical Output Systems; 9- 
Troubleshooting Horizontal Output Systems; Index. 

Over 140 pages 5 y 2 "x 8 V 2 " Illustrated (Cat. No. 150) 


TV SWEEP ALIGNMENT TECHNIQUES 

by Art Liebscher^ Former RCA Test Equipment Specialist 

NEVER BEFORE has there been a book such as this on TV 
sweep alignment! An expert gives you accurate, time-saving 
methods—and tells you how they work. The new SUPER¬ 
MARK method of TV sweep alignment is introduced. Get 
maximum value from your test equipment and learn new 
uses. Chock-full of sweep curve pictures. Valuable for 
servicing in UHF signal areas. 

CHAPTERS: 1. Introduction to Modern Sweep Alignment; 
2. Modern Sweep Alignment Techniques; 3. Markers; 4. The 
Supermark; 5. Sweep Curves; 6. Tuner Curve Formation; 
7. Intermediate Frequency Alignment; 8. Intermediate Fre¬ 
quency Curve Alignment; 9- Sound I-F and Sound Detector 
Alignment; 10. Video Amplifier Response Testing; 11. UHF 
Sweep Alignment, Index. 

(Cat. No. 145) 

123 pages 5 y 2 "x 8 y 2 " Illustrated Net Price $2.10 


OBTAINING AND INTERPRETING 
TEST SCOPE TRACES 

by John F. Rider 

OVER 500 actual photographs of test scope traces. Shows 
how to use scopes and what the traces mean. Valuable for 
servicing TV receivers, FM and AM radio receivers, audio 
systems and test equipment. Specific test equipment set-ups 
shown with each application. No other book like it! 
Typical Chapters: What’s in a Scope; Getting Familiar With 
the Scope; Auxiliary Test Equipment for the Scope; Using 
the Scope for Checking Test Equipment; Applying the Scope 
to Testing Transmitters; How to Use the Scope with FM 
Receivers; How to Use the Scope With AM Receivers; Check¬ 
ing Audio Systems With the Scope; Checking Power Sup¬ 
plies with the Scope; the Scope’s Use in Checking Com¬ 
ponents; How to Use the Scope With TV Receivers. 

Over 140 pages 5 y 2 "x 8 y 2 " lllustrafed 

(Cat. No. 146) Paper bound Net Price $2.40 


RADIO TROUBLESHOOTING GUIDEBOOK 

by John F, Rider & J, R. Johnson 


MORE THAN 100 MILLION radio receivers are now in 
use. Many millions are sold every year. Here is a trouble¬ 
shooting guide-book that covers them all! Every type of AM 
and FM receiver is discussed—^with explicit information 
about troubles and possible causes. Completely practical for 
the radio service technician and the radio student. 
CONTENTS: Part 1. Superheterodyne Receivers. Chapter 1. 


AM Superheterodynes; Chapter 2. FM Superheterodynes. 
Part 2. Fundamental Troubleshooting. Chapter 3. Funda¬ 
mental Troubleshooting Systems. Part 3. Common Systems 
and Remedies. Chapter 4. Undesired Signals; Chapter 5. 
Weak Signals; Chapter 6. Distortion; Chapter 7. Noise; 
Chapter 8. Dead Receiver; Index. (Cat. No. 149) 

Over 140 pages 5 y 2 "x 8 y 2 " lllustrafed Paper bound 
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education 


Indispensable Rider Books for 
Electronic maintenance 


HIGH FIDELITY SIMPLIFIED 

by Harold D. Weller 

LEARN what components you need to start you on the 
path to the ultimate in listening enjoyment. "Those planning 
high fidelity music systems for their homes will save them¬ 
selves time, money and trouble by reading this first, then 
making purchases.” Kadto-T!elevhion News. 

Typical chapters: Sound!; Acoustics, Electronics and Music; 
The Simple Loudspeaker; The High-Fidelity Loudspeaker; 
Loudspeaker Enclosures; The Basic Amplifier; The Amplifier 
—Part 2; the Record Player; The Tuner; Use of the Home 
Music System, Tape Recorders. 

208 pages 5V2"xSV2" (Caf. No. 142) Net Price $2.50 


HOW TO USE SIGNAL GENERATORS 

by J. Richard Johnson 

THE FIRST BOOK devoted entirely to Signal Generators. 
Gives various test uses for AM Signal Generators, EM Signal 
Generators, Test Oscillators, Marker Generators, Calibrators, 
and Sweep Generators. Problems involved in using this 
equipment and how to overcome them. Illustrations of typical 
test set-ups. Shows means of adapting signal generators to 
various applications to increase their usefulness. Completely 
discusses all applications of all generators used in AM, EM 
Radio and TV servicing. Explains exactly what signal gen¬ 
erators are and what they do. 

CHAPTERS: 1. Purposes and Types of Signal Generators; 
2 . AM Signal Generators; 3. Marker Generators and Cali¬ 
brators; 4. Sweep Generators; 5. Frequency Characteristics; 
6 . Output-Voltage Characteristics; 7. Terminating, Match¬ 
ing, and Grounding; 8. Principles of Sweep-response Analysis; 
9. How to Set-up for TV Sweep Alignment; 10. Other Signal 
Generator Applications; (1) AM Receiver Alignment; (2) 
AM Receiver Performance Tests; (3) General AM Signal 
Generator Applications; (4) General Applications of Sweep 
Generators; 11. Signal-generator Maintenance Tests; Index. 
Approx. 120 pages 5y2"x8V2" Illustrated (Cat. No. 147) 


RADIO OPERATOR’S LICENSE Q&A MANUAL 

By Milton Kaufman 

Fourth Edition, January 1953 
(Elements 1 through 8) 

SYSTEMATICALLY LISTED are the questions and 
answers to past FCC exams plus a FOLLOW-THROUGH 
discussion of the answer, so necessary for a complete under¬ 
standing of the technical question. Abundant illustrations 
make difficult technical questions picture-clear. 

Not simply an optional text, but an indispensable reference 
volume for student and operator, it is up-to-date in all 
respects as of the publication date. Based on the Government 
Study Guide and supplementary FCC releases, the volume 
offers valuable appendices (Small Vessel Direction Finders 
and Automatic Alarm) never before available in a book 
of this type. 

You will find yourself constantly referring to this complete, 
comprehensive handbook for a thorough review of essential 
theory, as well as for a refresher for advancement in the field. 

(Cat. No. 130) 

730 pages 5y%"x8y2" 243 Illustrations Net Price $6.60 

ELEMENT VIII—SHIP RADAR TECHNIQUES 

Identical text as in book, separately bound for those specially 
interested in Ship Radar. Uses the same question-answer- 
discussion pattern. 

32 pages 5V2"'xBV2" (Cat. No. 130A) Net Price $ .78 


— research — 


GUIDE TO AUDIO REPRODUCTION 

by David Fidelman 

HERE’S AN A TO Z explanation of the reproduction of 
sound. Discusses all phases of audio reproduction systems and 
their requirements. Design, construction, assembly, and test¬ 
ing of these systems and their components are fully covered. 
Full explanation of the circuitry of preamplifiers, amplifiers; 
complete discussion of phono cartridges, tuners, microphones, 
loudspeakers, and enclosures. Valuable for the radio and TV 
service technician, engineer and experimenter. A companion 
volume to the best-selling HIGH FIDELITY SIMPLIFIED. 

Over 250 pages 5y2"x8V2" Illustrated (Cat. No. 148) 


SERVICING TV AGC SYSTEMS 

by Harry Thomas 

A UNIQUE BOOK which discusses the many types of 
automatic gain control systems used in TV receivers. Regular 
AGC—Peak AGC—Keyed AGC—and others are explained 
fully. Complete with waveforms and troubleshooting in¬ 
formation. Written for the TV service technician and also 
for the TV service student who wants to learn how to work 
with these systems. No mathematics! Right up-to-the-minute! 

Over 140 pages 51/2 "x81/2" Illustrated (Cat. No. 151) 


RECEIVING TUBE SUBSTITUTION GUIDE BOOK 

by H. A. Middleton 

ANSWERS ALL TUBE PROBLEMS by listing 2,500 
radio-television tube substitutions in numerical sequence with 
accompanying wiring instructions, original and substitute 
tube socket illustrations. You will find information to help 
you turn out jobs that would otherwise remain on the shelf 
because of lack of proper tubes. 

224 pages 8y2"x11" (Cat. No. 135) Net Price $3.00 
FIRST SUPPLEMENT, RECEIVING TUBE SUBSTITUTION 
GUIDE BOOK 

750 completely new and different radio-TV tube substitutions 
not listed in the first edition. Special section on substituting 
tubes in television receivers. 

48 pages 8y2"xll" (Cat. No. 139) Net Price $ .99 


ENCYCLOPEDIA ON CATHODE-RAY 
OSCILLOSCOPES AND THEIR USES 

by John F. Rider and Seymour D. Usian 

THE ONLY BOOK of its kind that tells you all you 
should know about an oscilloscope, this text fully and clearly 
describes the device, its construction and its capabilities. It 
explains what a scope is, what it can do, and how it is used. 
The authors thoroughly cover the applications of the oscillo¬ 
scope in servicing, engineering, and research, and offer 
thousands of time-saving, labor-saving references, charts, 
waveforms, etc. 

All oscilloscopes produced during 1940-1950, a total of 
more than 70 different models, are accurately described, with 
specifications and wiring diagrams. 

If you are planning to buy a scope, this book will help you 
select the type best suited to your needs. If you already own 
one, it will show you how to increase your instrument’s 
usefulness and value to you. We guarantee this book will 
save and earn many, many times its cost to you! 

(Cat. No. 133) • Half a million words • Easy to read 

992 pages 3,000 Illustrations 8y2"x11" Net Price $9.00 
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RIDER BOOKS-THE STANDARD OF THE INDUSTRY 


UHF PRACTICES AND PRINCIPLES 

by Allan Lytel 

LEARN NOW about the uhf practices and principles that 
will affect you in your everyday work in the near future. 
Operate successfully and profitably with the knowledge of 
special uhf techniques, concepts, and circuits explained here. 
UHF transmitting and receiving equipment is discussed as 
it applies to the various services using it. Much of the 
emphasis is on the practical applications to uhf television. 
UHF will mean added income for you. Learn about it now! 
(Cat. No. 141) 

390 pages 5 V 2 "x 8 V 2 " 285 Illustrations Net Price $6.60 

BROADCAST OPERATOR’S HANDBOOK 

Second Edition (October, 1951) by Harold E. Ennes 

COMPLETELY REVISED and brought up to date, the text 
deals with the practical considerations of radio broadcasting 
and its equipment. It explains all the why’s and wherefore’s 
of daily studio routine. The first four parts of the book cover 
actual operating procedure in control rooms, the master con¬ 
trol, remote controls, and the transmitter; the fifth and sixth 
parts discuss technical data for operators and technicians, 
including vital preventive maintenance. 

(Cat. No. 138) 

440 pages 5 V 2 "x 8 V 2 " 226 Illustrations Net Price $5.40 

TV AND OTHER RECEIVING ANTENNAS 

(Theory & Practice} by Arnold B. Bailey, Antenna Consultant 

COMPLETE, INFORMATION on all antenna types. Ex¬ 
clusive data available through no other source. Vitally 
useful in selection of antennas for various reception areas. 
Tables, charts and graphs replace mathematics. Valuable for 
technicians, engineers and students. 

(Cat. No. 134) 

606 pages 5y%"yiy%’* 310 Illustrations Net Price $6.90 

TV PICTURE PROJECTION AND ENLARGEMENT 

by Allan Lytel 

THE STORY behind TV picture enlargement by viewing 
lenses and by projection systems is important to every service¬ 
man. Read this text, which explains "how” and "why,” 
and you will find adjustments of these receivers can be 
simple and rapid. It is a combination of theory and practice 
. . . dollar-making, time-saving practice! 

192 pages 140 illus. (Cat. No. 128) Net Price $3.30 

TV INSTALLATION TECHNIQUES 

by Samuel t. Marshall, TV Instructor, 

George Westinghouse Vocational High School 

WHEREVER and whenever an installation is a problem, this 
authoritative book will help you. It puts at your fingertips 
accurate data on receiver adjustments in the home, municipal 
regulations governing the installation of TV antennas and 
masts in all the major TV areas in the United States. You 
get the facts about such matters as ice loading and wind 
surface. Mounting requirements, whether for a short chimney- 
attached mast or an 80-foot tower, are explained thoroughly. 
(Cat. No. 131) 

336 pages 5 y 2 "x 8 y 2 " 270 Illustrations Net Price $4.50 

FM TRANSMISSION AND RECEPTION 

Second Edition (November, 7 950) by Rider & Usian 

ALL YOUR QUESTIONS about new developments in 
f.m. are answered in this text. The latest functions and ap¬ 
plications of f.m. are thoroughly and clearly discussed. 
Transmitting and receiving antennas are covered as well as 
various types of receivers, including television, their func¬ 
tioning and servicing. Radio servicemen, radio amateurs, 
engineers, students will find this an indispensable reference 
volume combining theory and practice. 

EXTRA: Review Questions at the end of each chapter. 

(Cat. No. 102) 

460 pages 5 y 2 "x 8 y 2 " Illustrated Net Price $4.95 


UNDERSTANDING VECTORS AND PHASE 
IN RADIO 

by John F. Rider and} Seymour D. Usian 

A shorthand method to easier understanding of radio theory, the text 
is written for every man in radio and electronics who has npt had the 
advantage of technical training. Vectors are the engineer’s shorthand ■— 
a picturegraph adopted to eliminate mathematical and complex waveform 
presentations; an understanding of which is necessary in following de' 
velopments in FM and television. 

160 pages Paper Cover (Cat. No. 103) Net Price $ .99 

Cloth-bound (Cat. No. 104) Net Price $1.89 

SERVICING BY SIGNAL TRACING 

by John F. Rider 

Learn how to locate defects in any type of receiver — radio, television, 
public address system, etc. Signal tracing enables you to test the 
components of a set by checking their functions. Repair receivers faster, 
easier, and more accurately by using the information contained here. 

360 pages 188 illus. (Cat. No. 109) Net Price $4.00 

Spanish Ed. (Cat. No. 110) Net Price $4.00 

TV MASTER ANTENNA SYSTEMS 

by Ira Kamen and Richard H. Dorf ^ 

A practical working manual dealing with the installation, maintenance, 
usage, and merchandising of TV master antenna systems — solves all 
problems from start to finish. Virti|,ally all amplified and nonamplified 
systems are discussed. (Cat. No. 136) 

368 pages 5 y 2 "x 8 y 2 " 234 illustrations Net Price $5.00 

TV AND ELECTRONICS AS A CAREER 

by Ira Kamen and Richard H. Dorf dtnd others 

Here’s your guide book to a profitable career in the electronics industry. 
Experts tell you what opportunities are offered, how to prepare yourself 
for them, how to go about getting the job you want. (Cat. No. 137) 

326 pages 5 y 2 "x 8 y?" 1 36 illustrations Net Price $4.95 

UNDERSTANDING MICROWA 

by V. J. Young 

This book provides foundation for understanding micro>.vave radio, Tele' 
vision and radar. Mathematics are confined to footnotes wherever possible. 
Covers theory and operation. Typical chapters: The Ultra-High Fre' 
quency Concept; Transmission Lines; Waveguides; Resonant Cavities; 
Radar and Communication. 

385 pages 5 y 2 "x 8 y 2 " Illustrated 

(Cat. No. 107) Cloth bound Net Price $6.00 


TELEVISION—HOW IT WORKS 

by Rider Staff 

A theoretical and practical treatment of TV techniques. Discusses all 
sections of the TV receiver. A gold mine of information. 

203 pages 8 y 2 "xll" Illustrated 

(Cat. No. 101) Paper bound Net Price $2.70 

INSIDE THE VACUUM TUBE 
by John F, Rider 

Clear, simple discussion of the theory of the vacuum tube and its 
operation. 

CONTENTS: Introducing the Electron; Electron Emission; Movement 
of Charges; Space Charge and Plate Current; Fundamentals of Tube 
Characteristics; The Diode; The Triode; Static Characteristics of Triodes; 
Triode Dynamic Characteristics and Load Lines; Dynamic Transfer Char' 
acteristics; Voltage Amplification; The Tetrode" and Pentode Vacuum 
Tubes; The Cathode Circuit; Power Amplifiers; Miscellaneous Vacuum 
Tubes. Appendix. Index. (Cat. No. 115) 

424 pages 5 y 2 "x 8 y 2 " Illustrated Net Price $4.50 

HIGH FREQUENCY MEASURING TECHNIQUES 
USING TRANSMISSION LINES 
by E. N, Phillips, W. G. Sterns, and N. J. Gomara 

Shows how to measure wavelength, impedance, etc., in four*terminal 
networks. (Cat. No. 125) 

58 pages 8 ^/ 2 "xll" Illustrated Net Price $1.50 

AN HOUR-A-DAY WITH RIDER SERIES 
by John F, Rider 

ALTERNATING CURRENTS IN RADIO RECEIVERS (Cat. No. 120) 
D.C. VOLTAGE DISTRIBUTION (Cat. No. 121) 

RESONANCE AND ALIGNMENT (Cat. No. 122) 

AUTOMATIC VOLUME CONTROL (Cat. No. 123) 

Each Volume: 96 pages 5 y 2 "x 8 " Illustrated Net Price $1.25 
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QST. Ranking high among the leading technical publications 
of the world, QST presents cover to cover reading each month. 
The oldest continuously published radio magazine (it was 
founded in 1915), its technical articles are aimed at all classes 
of radio enthusiasts. Articles on radio theory literally paint 
word pictures for easy and thorough understanding of the 
subject ... construction articles are clearly illustrated with 
pictures and diagrams. Typography and clarity are tops. 
Through the years its pages have presented many famous 
"firsts" in the radio field. General interest articles and special 
columns abound. Complete advertising coverage. Truly, the 

"complete magazine on amateur radio.".QST and 

ARRL membership, $4 in USA, $4.25 in Canada, $5 Elsewhere 

The RADIO AMATEUR'S HANDBOOK. Internationally recognized 
as one of the most valuable and widely used books in elec¬ 
tronics, the Radio Amateur's Handbook is universally consulted 
by both amateur and professional alike. Its more than 700 pages 
are annually revised and modified in the light of current appli¬ 
cation and technique. Known as the standard manual of amateur 
radio communication, the Handbook is found on the desks of 
executives, engineers, technicians and purchasing agents of 
the radio industry as often as in the shacks of radio amateurs 
throughout the world. In its capacity as a text alone it is widely 
used in radio schools, colleges and the Armed Forces. Twenty- 
seven chapters plus a catalog section including invaluable 
complete data on all types of vacuum tubes. $3.00 

HOW TO BECOME A RADIO AMATEUR. Pointing the way for the 

beginner. How to Become a Radio Amateur tells what amateur 
radio is and how to get started in this fascinating hobby. 
Through its pages in clear, concise language you learn about 
amateur radio. Special emphasis given to the needs of the 
Novice licensee with three complete simple stations featured. 
.50c 

The RADIO AMATEUR'S LICENSE MANUAL. Study guide and 
reference book, the License Manual points the way toward the 
coveted amateur license. Complete with typical questions and 
answers to all of the FCC amateur examinations — Novice, 
Technician, General, Advanced and Extra-Class — it provides 
an ideal means of self-study and examination. Continually kept 
up to date., Complete FCC regulations included. 50c 

The ARRL ANTENNA BOOK. A complete book on antennas and 
antenna systems representing an accumulation of years of 
practical experience and know-how. Its fourteen chapters are 
divided into two principal divisions: ( 1 ) a basis text on antennas 
and transmission lines, wave propagation and its relationship 
to antenna design, and the performance characteristics of direc¬ 
tive antenna systems, and ( 2 ) specific designs for a multitude of 
antennas for various amateur bands. 268 pages, 408 illustra¬ 
tions. . $1.00 

A COURSE IN RADIO FUNDAMENTALS. A complete course of 
study for use with the Radio Amateur's Handbook, it enables 
the student to learn thoroughly the principles of radio by 
following the time tested principle of "learning by doing." 
Study assignments, experiments and examination questions 

make this book equally applicable to individual home study 

or classroom use. Eight parts lead the student from basic 
Electricity and Magnetism to Wave Propagation and Antennas. 
..:.50c 


HINTS AND KINKS. If you build equipment and operate an 
amateur radio station you will find Hints and Kinks a mighty 
valuable book in your shack and workshop. More than 200 
practical ideas plus a surplus conversion section give you a 
helping hand at all times. $1.00 

LEARNING THE RADIOTELEGRAPH CODE. Supplying the key 
toward mastery of the International Morse Code, this publication 
trains you to handle the code skillfully and easily. Based on 
the accepted method of "sound conception," it is a boon to 
the beginner without access to the help of an experienced 
operator or code machine. Practical material for both home 
study and classroom use, as well as general operating informa¬ 
tion, is included.. 25c postpaid 

ARRL WORLD MAP. Printed in eight colors on heavy map paper 
with 267 countries clearly outlined. Call letter prefixes printed 
on the countries and in the margin. Continental boundaries and 
time zones plainly marked. Thirteen countries have call dis¬ 
tricts indicated. An equi-distant azimuthal projection centered 
on Wichita, Kansas. Prepared by ARRL and Rand-McNally. $2.00 

QST BINDERS. No need to let your copies of QST rest in a 
disordered pile. ... A QST Binder will keep them neat and 
orderly. Sturdy binders hold a one year file, protecting and 
preserving your copies. QSTs in the Binder open and lie flat at 
any page permitting quick and easy reference. $2.50 

ARRL LIGHTNING CALCULATORS. Quick as a flash the answer 
is yours when you use an ARRL Lightning Calculator to solve 
your radio problems. TYPE A provides rapid, accurate and 
simple solutions of problems involving frequency, inductance 
and capacity. TYPE B provides direct reading answers to Ohm's 
Law problems involving resistance, voltage, current and power. 
An invaluable aid for the amateur, technician or engineer. 
.$1.25 each 


LOG BOOK. Record keeping made easy. Fully ruled 8 I /2 by 11 
inch pages with legible headings permitting all necessary en¬ 
tries. Spiral bound to lie flat when open. 50c 


MINILOG. Mobile and portable operational needs are met by 
this pocket size log. Spiral bound, 4 by 6 inch pages. Headings 
for all necessary information.. 30c 


RADIOGRAMS. First impressions are important. Official ARRL 
Radiogram Forms printed on high grade paper add prestige; 

informs the addressee about amateur radio. 

.....Per pad of 70 blanks, 35c 


TheAMERicANRADio Relay League, inc. 
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Coyne and Boyce Books 


DISTRIBUTED BY: 

HOWARD W. SAMS & CO.. INC. 

INDIANAPOLIS 5. INDIANA 


FAMOUS COYNE SHOP-TESTED TECHNICAL BOOKS 

Here are the latest volumes in the practical COYNE book series. The data contained in these publications 
is up-to-the-minute. All facts have been carefully pre-tested in the COYNE Shops, so that the information 
you get is authoritative and applicable to actual work in the field. COYNE Books pay for themselves in the 
useful, practical and complete information they provide. 


TV SERVICING 
CYCLOPEDIA 

The fact-packed Television ref¬ 
erence book by H. P. Manly. 
Covers every phase of TV, in¬ 
cluding latest data on color TV 
and UHF. Provides a complete 
understanding of how TV re¬ 
ceivers work, how to repair 
them and keep them operating 
properly. Special complete sec¬ 
tion on picture pattern servicing 
(dozens of actual photos). In¬ 
cludes methods of testing and 
measuring performance in each section of any TV 
set; alignment, amplifiers, antennas, controls, ion 
traps, sync circuits, power supplies, video IP ampli¬ 
fiers, sweep oscillators, adaptors, converters—every¬ 
thing covered fully, practically, understandably. An 
essential book for TV service technicians, experimen¬ 
ters, students—packed with practical, helpful in¬ 
structional data. Over 450 illustrations, 750 pages. 

No. CTB-1.$5.95 

LATEST TESTING 
INSTRUMENTS FOR 
SERVICING RADIO-TV 

The latest edition tells all 
about modern television, radio 
and electrical testing equip¬ 
ment and how to use it most 
effectively. Packed with money¬ 
making shortcuts on trouble¬ 
shooting, servicing, construction 
and other subjects involving the 
use of test instruments. Includes 
220 photos and diagrams. Covers 
Multipliers, Resistors, Ohmmeters, Oscilloscopes and 
many other subjects. All data has been' pre-tested 
for practical use in the Coyne radio shops. 350 
pages, 5%" X 8%". 

No.' CTB-3.$3.25 

TELEVISION AND 
RADIO HANDBOOK 

Here is the remarkable latest 
edition television and radio 
“answer” book. With its 3000 
facts packed into a single handy 
volume, the radioman, amateur 
and professional will find com¬ 
plete practical radio service in¬ 
structions to speed his trouble¬ 
shooting. Covers most frequently 
encountered troubles in radio 
servicing; offers short-cut, time¬ 
saving and work-saving solutions. 
Illustrated with hundreds of charts, diagrams, 
tables, circuits and short-cuts. Latest data on 
UHF conversion methods, TV boosters, etc. Fully 
indexed for quick, convenient reference. 375 pages. 
4y2"x7i/i". 

No. CTB-5....,.$2.75 

PRACTICAL 
TV SERVICING 
AND TROUBLE¬ 
SHOOTING 

Authoritative, com¬ 
plete, invaluable. Shows 
how to align sets, how 
to service by pattern?, 
how to install anten¬ 
nas, how to use deflec¬ 
tion methods, how to 
install, adjust and 
tune every part of the 
Audio and Video sec¬ 
tions, how to handle 
problems in the high and low voltage power supply 
sections. Full data on sweep oscillators, frequency 
control, PM, amplifiers, tuners, etc. Features data 
on color TV and new UHF channels. Includes 300 
illustrations (many in 4 colors); gives 1500 TV 
facts. Absolutely essential for a complete grasp of 
proper servicing techniques. 400 pages. 5i/^"x8%". 
No. CTB-4... $4.25 


INDUSTRIAL 

ELECTRONICS 

Written especially for busy 
electricians who want practical 
“on-the-job” simplified elec¬ 
tronic information. TV-Radio 
technicians and electricians will 
find this book a “gold-mine” 
of easy-to-follow electronic data. 
Starts right at the beginning— 
explains in,simple language all 
the basic principles of electron¬ 
ics. Fully illustrated with help¬ 
ful photographs, diagrams and 
tables. 468 pages. 5%" x 8" 
No. CTB-2. 



ELECTRICAL TROUBLE¬ 
SHOOTING MANUAL 

Written for maintenance men— 
for “beginners” as well as “old 
timers”— to help increase 
earning capacity. Contains a 
new step-by-step trouble-shoot¬ 
ing course and over 600 com¬ 
mercial diagrams. In addition 
to full coverage of Electricity, 
the book also covers Refrigera¬ 
tion, and contains a large sec¬ 
tion devoted to servicing every type of Industrial 
Electronic Equipment. 626 pages. x 11". 

No. CTB-101.$6.95 


ELECTRICIAN'S 
HANDBOOK 

Here is the book every elec¬ 
trician needs. Includes the 
latest code requirements, build¬ 
ing codes, rules, tables, charts, 
testing guides, sizes of wire to 
use on certain jobs; full data 
on motors, currents and hun¬ 
dreds of other subjects every 
electrician needs to refer to. 

Makes available for immediate 
reference over 600 different electrical subjects. 
Electronics, too, is included. 348 pages. x 

7 ^ 2 .", illustrated. 

No. CTB-102..$2.75 





APPLIED PRACTICAL RADIO-TV 

New set (1952 Edition) of 5 practical, invaluable 
books. Up-to-the-minute 1780 page library, 5%" 
X 8%", 500 subjects on latest Radio and TV 
“know-how.” Includes color TV and UHF. Tells 
how to install, align, balance all TV and Radio 
sets. For clarity, over 1200 illustrations and photo¬ 
graphs show the “breakdown” of equipment and 
circuits. VOLUME 1: Application of Radio and TV 
Principles. VOLUME 2: Radio, TV and FM Re¬ 
ceiver. VOLUME 3: Radio and TV Circuits. 
VOLUME 4: Latest Testing Instraments for Servicing 
Radio-Television. VOLUME 5: Practical TV Servic¬ 
ing and Trouble-Shooting Manual. 

No. CTB-n—Vol. 1, 299 pages. $3.25 

No, CTB-12— Vol. 2, 403 pages. 3.25 

No. CTB-13— Vol. 3, 336 pages. . 3.25 

No. CTB-14— Vol. 4, 350 pages. 3.25 

No. CTB-15— Vol. 5, 400 pages. 4.25 

No. CTB-50— Complete 5 Vol. Set.... $15.00 


POPULAR BOYCE BOOKS 

Here are the two widely used volumes that com¬ 
pletely and tHoroughly digest the subjects of Tele¬ 
vision and Radio. ’ Easy-to-imderstand, thorough in 
their coverage, these best-selling books are a 
“MUST” for. the library of anyone interested in 
Electronics. 



VIDEO HANDBOOK 

Affords valuable instruction on the entire subject 
of Television; gives expert data on methods of 
design, construction, production, installation, opera¬ 
tion and servicing. Fourteen complete sections, pro¬ 
fusely illustrated and clearly written, cover the 
field of TV exhaustively. This remarkable and prac¬ 
tical handbook is widely used by schools, engineers, 
students, experimenters and industrial technicians. 
892 pages. 5" x 7". 

Sec. 1—TV Past, Present and Future 

Sec. 2—Fundamentals of Electronic TV 

Sec. 3—The TV Receiver 

Sec. 4—The TV Station 

Sec. 5—TV Antenna Systems 

Sec. 6 —Creating a TV Show 

Sec. 7—Description of Modern TV Receivers 

Sec. S—Installing TV Receivers 

Sec. 9—Servicing TV Receivers 

Sec. 10—TV Test Equipment 

Sec. 11—Building a TV Receiver 

Sec. 12—Data Section 

Sec. 13—TV Terms 

Sec. 14—Bibliography 

No. BB-2..$5.95 



RADIO & ELECTRONICS HANDBOOK 

Here is the basic knowledge and data of Radio 
and Electronics digested into 18 sections, in com¬ 
plete easy-to-find form. This is the most widely 
used handbook of its kind, packed with practical 
data presented in understandable language and 
supported by a wealth of illustrations. Clearly 
explains radio and electronic theory, and covers in 
detail all phases of the subject. Absolutely invalu¬ 
able to anyone concerned with radio or electronics. 
890 pages, 5" x 7". 

Sec. 1—Fundamentals of Radio 
Sec. 2—Vacuum Tubes 

Sec. 3—^Resistors 
Sec. 4—Capacitors 
Sec. 5-—Chokes and Transformers 
Sec. 6 —Switches and Dry Rectifiers 
Sec. 7—Basic Circuits 
Sec. S— A-M Receivers and Transmitters 
Sec. 9—^Frequency Modulation 
Sec. 10^—Television 
Sec. 11-—Sound Systems 
Sec. 12—Recording 
Sec. 13—Power Supplies 
Sec. 14—Antennas and Transmission Lines 
Sec. 15—Meters and Test Equipment 
Sec. 16—Testing, Measuring and Aligning 
Sec. 17—Radio and Electronic Data 
Sec. IS —Vacuum Tube Chart and Pin Index 
No. BB-V...,. ...$4.95 
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Howard W. Sams Publications 



PHOTOFACT SERVICE MANUALS INVALUABLE TELEVISION BOOKS 


AUDIO PUBLICATIONS 


Here’s the radio-TV service data that saves time 
and helps you earn more! Preferred and used daily 
by thousands of Radio and TV Service Technicians. 
Complete, accurate—based on analysis of the actual 
equipment. Uniform treatment for each model. 
Includes Standard Notation Schematics; full chassis 
photo coverage; complete circuit analysis and re¬ 
placement parts data; wave forms, alignment data; 
record changer analysis—everything you need for 
quick, profitable servicing. Each volume in deluxe 
binding. 

VOL. 1 —Post-war models to Jan. 1, 1947 
VOL. 2— Jan. 1, 1947 —July 1, 1947 

VOL. 3— July 1, 1947 —Jan. 1, 1948 

VOL. 4— Jan. 1, 1948 —July 1, 1948 

VOL. 5— July 1, 1948 — Dec. 1, 1948 

VOL. 6— Dec. 1, 1948 —May 1, 1949 

VOL. 7— May 1, 1949 —Oct. 1, 1949 

VOL. 8— Oct. 1, 1949 —Dec. 1, 1949 

VOL. 9— Dec. 1, 1949 —Mar. 31, 1950 
VOL. 10— Mar. 31, 1950 — July 31, 1950 
VOL. 11— July 31, 1950 —Oct. 31, 1950 
VOL. 12— Oet. 31, 1950 —Jan. 1, 1951 
VOL. 13— Jan. 1, 1951— Apr. 30, 1951 
VOL. 14— Apr. 30, 1951 — Aug. 1, 1951 
VOL. 15— Aug. 1, 1951 — Oct. 31, 1951 
VOL. 16— Oet. 31, 1951 —Jan. 31, 1952 
VOL. 17— Jan. 31, 1952 — Apr. 30, 1952 

VOL. IS—Apr. 30, 1952 — July 31, 1952 

VOL. 19— July 31, 1952 — Nov. 30, 1952 

VOL. 20— Nov. 30, 1952 — Feb. 28, 1953 

VOL. 21— Feb. 28, 1953 — May 31, 1953 

VOL. 22— May 31, 1953 — Sept. 15, 1953 
VOL. 23— Sept. 15, 1953 —Dec. 15, 1953 
Each Volume in DeLuxe Binder. $21.00 


PHOTOFACT FOLDER SET 

The easiest way to own the world’s finest 
Radio-TV Service Data. Issued three sets per 
month. 

Per Set.$1.75 

Binders only for Photofacts Sets.$3.50 

Photofact Cumulative Index 

Featured in every issue of PF INDEX and 
TECHNICAL DIGEST — the fine magazine 
available from your jobber. The Index lists sets 
by make and model—helps you find instantly 
the Folder Sets you need. 


Now you can own the complete PHOTOFACT 
Manual Library the easy-pay way. Ask your jobber 
for complete details. 

HANDY SERVICE GUIDES 

DIAL CORD STRINGING GUIDE 

Volume 2—The book that shows you the one right 
way to string a dial cord. Here, in one handy 
pocket-sized book, are all available dial cord dia¬ 
grams covering receivers from 1947 through 1949. 
Makes dial cord restringing jobs quick and simple. 
'96 pages, 5 % " x 8 Yz "• 

No. DC-2..$1.00 

Volume 1—Covers receivers produced from 1938 
through 1946. 112 pages. 5%" x 

No. DC-1.$1.00 


RADIO RECEIVER TUBE 
REPLACEMENT GUIDE 

Shows you exactly where to replace each tube in 
approximately 5500 receivers made from 1938 to 
1948. Each tube layout is illustrated by a clear 
accurate diagram. 196 pages, 5Vs" x handy 

index. 

No. TP-1...$1.25 


PHOTOFACT TELEVISION COURSE 

A “must” for everyone interested in Television. 
Gives a clear, complete understanding of TV prin¬ 
ciples, operation and practice. With glossary of 
terms. 208 pages; 8%" x 11"; illustrated. 

No. TV-1.$3.00 

TV SERVICING SHORT-CUTS 

Describes actual TV service case histories, each 
presenting a specific problem. The symptoms of the 
trouble are outlned and then followed by explana¬ 
tion of how the serviceman localized and tracked 
down the defect. Shows how this particular trouble 
could be tracked down and solved in any TV set. 
100 pages, 514" x 814"; illustrated. 

No. TK-1.$1.50 


TV TEST INSTRUMENTS 

Tells how each test instrument operates. Covers: 
Vacuum Tube Voltmeters, AM Signal Generators, 
Sweep Signal Generators, Oscilloscopes, Video Signal 
Generators, Field Intensity Meters, Voltage Cali¬ 
brators. 148 pages, 814" x 11"; illustrated. 

No. TN-1.$3.00 


UHF CONVERTERS 

Describes UHF converter design and shows how they 
work. Covers 21 different converters in all popular 
makes. An essential book for the TV technician. 
44 pages, 814" x 11". 

No. UC-1.$1.00 


UHF ANTENNAS, CONVERTERS & TUNERS 

Covers all UHF antenna types, transmission lines 
and matching networks, UHF installation practices, 
UHF converters and UHF tuners. Complete and prac¬ 
tical data on all phases of UHF reception. 136 
pages, 514" X 814". 

No. UHF-1.$1.50 


TELEVISION ANTENNAS. 2nd Edition 

Describes all TV antenna types. Tells how to select 
and install antennas, find troubles, use short-cuts. 
Full coverage of antenna principles and construction. 
224 pages; 514" x 814". 

No. TAG-1.$2.00 


SERVICING TV IN CUSTOMER'S HOME 

Shows how to diagnose trouble using capacitor probe 
and VTVM. Describes “tube-pulling” method of 
trouble diagnosis, performance tests by means of 
picture test pattern, adjustment techniques for field 
servicing. 96 pages, 514" x 814"; illustrated. 

No. TC-1..$1.50 


MAKING MONEY IN TV SERVICING 

Shows how to start and operate a profitable servic¬ 
ing business. Covers: overall planning; initial in¬ 
vestment; selection of location; expansion; current 
finances; budget and control; work control; over¬ 
head; service charges; purchasing; service contracts; 
customer relations; collections; advertising, etc. 
136 pages, 514" x 814"; illustrated. 

No. MM-1 .$1.25 


TV TUBE LOCATION GUIDES 

VOL. 3 —Shows the tube positions and functions 
in hundreds of important TV receivers. Wherever 
alternate tubes are used in a chassis their type 
and circuit function are noted. Quickly locate the 
faulty tube. All new diagrams continue data cover¬ 
age from Volume 2 (below). 192 pages, 514" x 
814"; illustrated. 

No. TGL-3.$2.00 

VOL. 2—Gives tube positions and functions in 
hundreds of TV receivers. Covers receivers not in¬ 
cluded in Vols. 1 and 3. 208 pages, 514" x 814". 

No. TGL-2.$2.00 

VOL. 1—Covers hundreds of TV receivers made by 

56 manufacturers. 208 pages, 514" x 814"; iUus. 

No. TGL-1..;..$1.50 


THE RECORDING AND REPRODUCTION 
OF SOUND 

Enlarged 2nd Edition. New, completely revised and 
vastly enlarged. Biggest selling volume on the entire 
subject of Audio, Covers all aspects of recording, 
with full analysis of recorders and techniques. Com¬ 
plete data on amplifiers, speakers, microphones, 
phonopaph equipment, P.A., etc. Authoritative work 
by Oliver Read. 810 pages, 6" x 9". Profusely illus. 
No. RR-2.$7.95 


AUDIO AMPLIFIERS 

VOL. 3 —Provides detailed, clear, uniform analysis 
of 50 important audio amplifiers, and full coverage 
of 22 FM and AM tuners produced during 1950. 
Analyses are based on study of the actual equip¬ 
ment in the laboratory. Includes circuit diagrams; 
parts information, full technical coverage. 352 
pages, 81 / 2 " X 11". Profusely illustrated. 

No. AA-3 .$3.95 

VOL. 2—Covers 104 well-known audio amplifiers 
and 12 important tuners produced during 1949. 
368 pages, x 11 ". Profusely illustrated. 

No. AA-2.$3.95 

VOL. 1 —Covers audio equipment produced after the 

war, through 1948. Includes 102 audio amplifiers 
and FM tuners. 352 pages, x 11"; illustrated. 
No. AA-1 .$3.95 

RECORD CHANGER MANUALS 

VOL. 4 —Provides clear, easy-to-use electrical and 
mechanical data on 38 different record changers, 
wire and tape recorders made during 1951. Features 
exclusive “exploded” view diagrams, profuse photo¬ 
graphic illustrations; full change cycle data; in¬ 
formation on adjustments; service hints and kinks; 
complete replacement parts lists. All data is based 
on analysis of the actual equipment. 288 pages, 
81 / 2 " X 11 "; illustrated. 

No. CM-4..$3.00 

VOL. 3 —Covers 44 models made in 1949 and 
1950, including wire and tape recorders. 288 pages, 
814 " X 11" 

No. CM-3.$3.00 

VOL. 2—Covers 45 changer models made in 1948 
and early 1949, plus leading wire and tape recorders. 
432 pages, 814" x 11.; illustrated. 

No. CM-2.$4.95 

VOL. 1 —Covers 41 post-war record changers and 
wire, ribbon, tape and paper disc recorders, made 
up to 1948. 396 pages, 814" x 11"; illustrated. 
No. CM-1. $3.95 

COMMUNICATIONS RECEIVERS 

VOL. 2 —A “must” for amateurs and short wave 
listeners. Complete design and construction analysis 
of 26 popular communications receivers produced in 
recent years. Includes Collins, Gon-Set, Hallicrafters, 
National, RME equipment. Each unit is thoroughly 
analyzed from actual laboratory study. Over 190 
pages, 814" x 11"; illustrated. 

No. CR-2.$3.00 

VOL. 1 —Covers more than 50 of the most popular 
communications receivers manufactured between the 
end of the war and 1948. 264 pages, 814" x 11". 
No. CR-1.;..$3.00 

AUTO RADIO SERVICE MANUAL 

Covers over 100 models made by 24 manufacturers 
from 1946 to 1949. Each receiver is completely 
covered in uniform format, including schematic dia¬ 
grams, chassis photo views, replacement parts data, 
service hints, etc. All data is based on lab analysis 
of each model. 396 pages, 814" x 11"; illustrated. 
No. AR-1.$4.95 
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RCA TECHNICAL LITERATURE 

THE MOST AUTHORITATIVE IN THE INDUSTRY 


• RCA KINESCOPES, KB-1022 

Complete information on Characteristics, 
Interchangeability, Conversion 

Here is the most complete booklet on kine¬ 
scopes available in the industry. It was 
prepared by the RCA Commercial Engineer¬ 
ing organization, which has produced the 
most authoritative and widely used tech¬ 
nical literature in the trade. This 20-page 
booklet furnishes you with all the information 
you need on virtually every kinescope now 
on the market, well over 100 types. It tells you what to do 
when converting from glass to metal, from round to rectangular, 
from small to large size. You'll find that "RCA Kinescopes" is 
one of the most valuable pieces of literature in your technical 
library. It's available now, at 25c per copy. 



• SERVICE PARTS DIRECTORY FOR 
RCA VICTOR RADIOS 

SP-1008 (10%” X 8%")—24 pages. Lists stock 
numbers of major replacement parts by re¬ 
ceiver model numbers for over 600 RCA 
Victor Radio receivers. Covers period of 
1938 through 1950. Price, 15 cents per copy. 





SERVICE PARTS DIRECTORY FOR 
RCA VICTOR TV RECEIVERS (1950-1951) 



SP-1014 (10%" X 16%")—142 pages. 
Schematic diagrams, replacement 
parts, and top and bottom views for 
the 71 models of 1950 and 1951 RCA 
Victor television receivers. The 
comprehensive index, easy to read 
model and chassis numbers, and the 
grouping of information on each set 
provide a ready source of reference 
for the service technician. 

Price, $1.50 per copy. 


• TV SERVICING, TVS-1030 

by RCA Television Service Specialists 

Practical articles on 

• TV TROUBLE SHOOTING 

• TV TUNER ALIGNMENT 

• TV CIRCUIT ANALYSIS 
RCA has combined the entire series of famous 
articles by John R. Meagher, which originally 
appeared in RCA's "Radio Service News," in 
a single bound volume for your reference 
shelf. It includes a comprehensive article on 
TV tuner alignment by Art Liebscher, and brand new' material 
by John Meagher. 

The articles by Mr. Meagher contain practical and easy-to- 
understand information on test patterns, linearity, interlacing, 
video amplifiers, rf-if alignment, deflection and high-voltage 
circuits, blanking and sync signals, AGC trouble, and hum. 
48 pages. List price, 35c each. 


• TV SERVICING SUPPLEMENT, 

TVS-1031 

A companion booklet to the popular "TV 
Servicing." Authoritative information on 
how to handle "tough" sets or "dogs" — 
those sets that take the most time to 
analyze and repair. Written by John R. 
Meagher, noted RCA Television Service 
Specialist. List price, 15c each. 




• RCA VICTOR SERVICE DATA 

• Schematics 

• Alignment Procedures 

• Trouble-Shooting Suggestions 

• Waveforms 

• Wiring Diagrams 

Complete, authoritative servicing informa¬ 
tion on all RCA Victor Radio, Phono, and 
TV sets . . . which cannot be found else¬ 
where. You'll find the servicing information 
you need, quickly and easily in RCA Victor 
Service Data. 

BOUND VOLUMES—RADIO, PHONOGRAPH, TELEVISION 


Volume No, 

Years 

Pages 

Price 

I 

1923 through 1937 

880 

$3,50 

II 

1938 through 1942 

816 

$4.00 

III 

1943 through 1946 

290 

$4.00 

IV 

1947 through 1948 

566 

$6.00 

V 

1949 

330 

$5.00 

VI 

1950 

472 

$5.50 

VII 

1951 

288 

$5.00 



• SERVICE PARTS DIRECTORY FOR 
RCA VICTOR TV RECEIVERS 
(1946-1950) 

SP-1007 (10%'^ X 163/4") — 80 pages. 
Schematic Diagrams and replacement 
parts lists for all RCA Victor television 
receivers manufactured from 1946 thru 
June 1950 (56 models). Large-size book 
opens so that eqch schematic diagram 
faces its corresponding parts list for 
quick reference. Price, 75 cents per copy. 




• RCA TV COMPONENTS 

CTV-1015 (10%" X 8%")—20 pages. Tabu¬ 
lated, easy-to-read specifications on over 
80 RCA TV Components. Gives electrical 
ratings and characteristics, outline draw¬ 
ings, associated components, and typical 
circuits. Price, 35 cents per copy. 


• SERVICE PARTS PRICE CATALOG FOR RCA 

VICTOR RADIOS, TV AND PHONOGRAPHS 

3F659 (10%" X 83^")—80 pages. Lists over 
16,000 RCA Service Parts for RCA Victor 
Home Instruments in numerical order by 
stock number. Contains identifying descrip¬ 
tion, package quantity, and suggested list 
price of each part. Price, 25 cents per copy. 


• RCA TV REPLACEMENT GUIDE 

SP-1006B (10%" X 8%") — 20 pages. This 

directory, especially prepared for service 
technicians and parts distributors, lists the 
major components of more than 70 brands 
of TV receivers for which RCA replacement 
components are available. 

The booklet is composed of charts of replace¬ 
ment parts arranged alphabetically by brand name. These charts 
list more than 1500 sets by model numbers in groups having 
common replacement components. The manufacturers stock num¬ 
ber and the suitable RCA replacement part number are presented 
in an easy to use format which simplifies the location of the 
proper replacement part. Price, 25 cents per copy. 




Copies of the publications listed above may be obtained from your RCA Distributor, or direct from Commercial Engineering, 
Tube Department, Radio Corporation of America, Harrison, New Jersey. 


AJI prices are net and apply in the U,S.A, They are subject to change and cancellation without notice. 
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RCA TECHNICAL LITERATURE 

THE MOST AUTHORITATIVE IN THE INDUSTRY 



• RECEIVING TUBE MANUAL 


• TUBE HANDBOOK 


RC-16 (8%" X 51 / 2 ")—over 320 pages. Contains 
the latest receiving tubes, including miniature 
types and kinescopes. Features tube theory 
written for the layman, application data, up-to- 
date Resistance-Coupled Amplifier Section, and 
many new circuits for audio amplifiers and 
radio receivers. Features lie-flat binding. Price 
50 cents.* 




• RADIOTRON DESIGNER’S HANDBOOK 

(9" X 6")—356 pages. Edited by F. Langford 
Smith of Amalgamated Wireless Valve Com¬ 
pany Pty. Ltd. in Australia. Of value to 
anyone interested in fundamental principles 
of practical circuit design. Copiously illus¬ 
trated. Price $1.25.* 


• PHOTOTUBES, CATHODE-RAY AND SPECIAL TUBES 

Bulletin CRPS-102-A (11" x 8 I/ 2 ")—20 pages. 
Completely revised and brought up to date. 

Technical information on 150 single-unit, 
twin-unit, and multiplier phototubes, cathode- 
ray tubes, camera tubes, monoscopes, and 
types for special applications. Includes ter¬ 
minal connections. Price 15 cents.* 


• RECEIVING TUBES FOR AM, FM, & TELEVISION BROADCAST 

Bulletin 1275-F (10%” x Q^/q ")—24 pages. Com¬ 
pletely revised and up to date. Contains char¬ 
acteristics of more than 495 RCA receiving 
tubes and kinescopes. Socket connection dia¬ 
grams arranged for quick and easy reference. 
Price 15 cents.* 




ALL TYPES HB-3 ( 73 / 3 " x 5"). The bible 
of the industry—contains over 2700 pages 
of looseleaf data and curves on all RCA 
receiving tubes including kinescopes, 
power tubes, cathode-ray tubes, photo¬ 
tubes, and special tubes. Four deluxe 
4-prong binders imprinted in gold. Avail¬ 
able on subscription basis. Price $13.50* 
including service for first year. Write to 
Commercial Engineering for descriptive 
folder and order form. 



• POWER AND GAS TUBES FOR RADIO AND INDUSTRY 

Bulletin PG-lOl-A (11" x 8 I/ 2 ")—20 pages. 
Technical information on more than 160 RCA 
vacuum power tubes, rectifier tubes, thyra- 
trons, ignitrons, and voltage regulators. In¬ 
cludes terminal connections. Price 15 cents.* 


• RCA TELEVISION “PICT-O-GUIDE”—Volumes I, II and III 



Covers different phases of TV trouble 
shooting by picture analysis. Vol. I 
contains 100 pages and more than 40 
photographs; Vol. II, 224 pages and 
more than 80 photographs; Vol. Ill, 222 
pages and more than 95 photographs. 
Each volume contains circuit dia¬ 
grams, basic television information, 
and detailed descriptions of picture 
troubles. List price, $2.50* per volume. 


f RCA 

Television 

f P1CT*©-GUIDE 





• TRIPLE PINDEX (Revised) 

2F366R2 (8" x 334")- Now contains receiving tube 
base-diagram guide on over 660 tube types includ¬ 
ing kinescopes arranged in numerical-alphabetical 
sequence. The diagrams of any three tubes can be 
located and kept in front of you at the same time. 
Price 75 cents.* 


• INSTRUCTION BOOKLETS 

Complete authorized information on 
RCA transmitting tubes and other 
tubes for communications and indus¬ 
try. Be sure to mention tube-type 
booklet desired. Single copy on any 
type free on request. 



• RCA PREFERRED TYPES LIST 

Bulletin PTL-501-B (11" x 8 I/ 2 ")—4 pages. Lists 
RCA Preferred Tube Types, both receiving and 
non-receiving, by function. An aid to equip¬ 
ments designers in the selection of tube types 
for new equipment design. Single copy free 
on request. 


BCA. 


IPRCrCWCO TUBC TYPCa 




• RCA INTERCHANGEABILITY DIRECTORY ON TUBES FOR 



j • HEADLINERS FOR HAMS 



1 Bulletin HAM-103A (11" x 8 I/ 2 ")—4 pages. 
Technical information and terminal connec- 

on A iNmcHANoiAiiirr ' 
Hlfn wtiaoRY ^ 

ffl “IE 

tions on 30 RCA "HAM" PREFERENCE 
TYPES: class B modulators, class C ampli¬ 
fiers and oscillators, frequency multipliers, 
rectifier tubes, thyratrons, and cold-cathode 
(glow-discharge tubes). Single copy free 
on request. 



- — 


Bulletin ID-1020 (11" x 8 I/ 2 ")—20 pages. Lists 
1600 type designations of 24 different manu¬ 
facturers arranged in alphabetical-numerical 
sequence; shows the RCA Direct Replacement 
Type or the RCA Similar Type. Price 15 cents.* 


Copies of the publications listed above may be obtained from your RCA Tube Distributor, or direct from Commercial Engineering, 
Tube Department, Radio Corporation of America, Harrison, New Jersey. 

*Pnces shown apply in U.S.A. and are subject to change without notice. 
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OUTSTANDING RADIO and ELECTRONIC BOOKS ...» arixL 


RADIO HANDBOOK (13TH EDITION) . , ' , , , , $6®® IN U.S.A. 

The most valuable reference work for practical radiomen, radio technicians and advanced 
amateurs. How to design, construct and operate standard types of radio transmitting and re¬ 
ceiving equipment, at both low and high frequencies. Reference data galore; profusely indexed 
for easy finding, clearly illustrated, easy to read. New information on simplified TVI-proofing, 
bandswitching fixed-station and mobile transmitters, a remotely-tuned v-f-o for mobile or fixed- 
station use and many new ideas for improved operation. THE LARGEST "RADIO HANDBOOK" 
EVER PUBLISHED. 734 pages. Clothbound, goldstamped. 


BETTER TV RECEPTION in fringe and low signal areas . . $2^® IN U.S.A. 

Every TV man needs it; every TV fan needs it. This amazing book has taken the failure out of 
many unsuccessful installations in low-signal areas, has improved the picture for many dis¬ 
couraged TV owners. Practical, easy to understand. How to select the best transmission lines, 
boosters and receivers . . . eliminate "ghosts" . . . minimize fading. How to reduce interfer¬ 
ence and improve receiver performance. The standard guide for every installation engineer as 
well as a popular text for all TV enthusiasts. Paperbound. NEW SECOND EDITION. 



# in fringe and 
low signal areas 





ANTENNA MANUAL .. $3^® in u.s.a. 

A necessity for everyone interested in transmission or reception. Gives the "why" and "how" 
of radio-wave propagation in the HF, VHF and UHF ranges, with a comprehensive coverage of 
antennas and transmission lines for all frequency ranges. Practical data on all the more pop¬ 
ular types of antennas, and constructional information on many new FM, TV and communication 
antennas. Has the same happy combination of simply explained reference and background material 
combined with practical how-to-build-it data which has made the RADIO HANDBOOK one of 
the largest selling radio texts. Clothbound, goldstamped. 


RADIOTELEPHONE LICENSE MANUAL .... $3^5 ,n usa. 

Now combined in one convenient, easy to use volume ... all the information necessary to 
obtain c. iy commercial radiotelephone license. The complete list of questions and the clear, 
easily understood answers make this study guide an absolute necessity for everyone interested 
in any grade of radiotelephone license. Contains four elements: Element I; Questions On Basic 
Law; Element II: Basic Operating Practice; Element ill: Basic Radiotelephone; Element iV: 
Advanced Radiotelephone, Paperbound. 




SURPLUS RADIO CONVERSION MANUALS 


Per 

• $2^® Volume 

IN U.S.A. 

Conversions and data for: VOLUME I — BC-221 Frequency Meter; BC-342 Receiver; BC-348 
Receiver; BC-312 Receiver; BC-412 Oscilloscope as a test scope or as a television receiver; 
BC-645 420-Mc. Transmitter/Receiver; BC-453A Series Receivers; BC-457A Series Transmitters; 
SCR-522 l44*Mc. Transmitter/Receiver; TBY Transceiver with Xtal Control; PE-103A Dyndmotor; 
BC-I068A V-h-f Receiver; Electronics Surplus Index; Cross Index of VT-Number tubes. VOLUME 
II—ARC-5 and BC-454 Receivers for 28 Me; ARC-5 and BC-457 Tx for 28-Mc. Mobile; ART-13 
and ATC Xmitter; Surplus Beam Rotating Mechanisms; Selenium-Rect. Power Units; Hi-Fi Tuner 
from b'C-946B Receiver; ARC-5 V-h-f Transmitters; GO-9 and TBW Xmitters; 9-W Amplifier from 
AM-26; TA-I2B & TA-I2C Xmitters; AVT-II2A Aircraft Xmitter; BC-375 & BC-I9I Xmitters; 
Model LM Freq, Merer; Primary Power Requirements Chart; ARB Recr. Diagram Only. Paperbound. 


WORLD'S RADIO TUBES (BRAN'S VADE MECUM) • • • ^5®® IN U.S.A. 

The most complete list of transmitting and receiving tubes ever compiled. Characteristic data 
for over 15,000 tubes from 253 manufacturers. The only book of its kind, published in 16 
languages. Paperbound. 

WORLD'S RADIO TUBE 

EQUIVALENTS (EQUIVAIENTS VADE MECUM) ... $5®® IN U.S.A. 

A Companion volume to World's Radio Tubes. Lists in tabular, easy to follow form, completely 
equivalent tubes; tubes having a few differences and what these differences are. An invaluable 
aid to technicians and service-men in ail parts of the world. Paperbound. 
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New up-to-the-minute data now in the new printing of 




Mandl's Television 
Servicing 


pinpoints the trouble for you/ 
shows you exactly how to 
correct it. 


An easy-to- 
use 421-page 
guide 


with over 
300 really 
helpful 
illustrations 


EVERY FLAW or failure in either sound 
or picture that you’re likely to encounter 
in today’s TV sets is explained in this su¬ 
perb new handbook, including those hard- 
to-find troubles, 

A complete master index of symptoms and 
their possible causes, and clear pictures of 
troubles as they appear on the TV screen, 
enable you to identify any particular fail¬ 
ure quickly and to turn directly to the pro¬ 
cedures for correcting it. 

Large block diagrams show you where 
each circuit and its elements are in the re¬ 


ceiver. Detailed, illustrated trouble-shoot¬ 
ing procedures tell you just what to do. 
Brief, clear reviews of the principles in¬ 
volved and full instruction on the use of 
test equipment, with oscilloscope patterns 
for checking test results, help you to be 
SURE that the adjustments you make will 
achieve the desired results. 

You won’t have to thumb through batches 
of manufacturers’ notes, never sure that 
you have the right directions for the latest 
improvements. Here is all the information 
and the detailed how-to-do-it instruction 
you. want in order to KNOW exactly how 
to get the RIGHT results, with many ex¬ 
pert suggestions for improving overall per¬ 
formance. ^^5.50 


% Handy lists of troubles that may 
occur in each section of the TV re¬ 
ceiver and the exact procedures for 
correcting each. 

0 Full explanation of unusual hard- 
to-find troubles, where they occur« 
how to overcome them. 

# Ways of improving overall perform¬ 
ance, improve gain, reduce ghost 
reception, minimize interference. 

# Special servicing instruction for 
color TV; for VHF and UHF receiv¬ 
ers; the latest circuits and innova¬ 
tions. 

# Large, clear schematics of commer¬ 
cial circuits for all basic parts of the 
TV receiver. 

% New, original photographs showing 
trouble symptoms as they appear 
on the TV screen for quick identifi¬ 
cation. 


Aten on the ioB recommend these top-ranking aids 


Television for Radiomen 


by Edward M, Noll 

"By the time you are through with this book 
you’ll have a GOOD foundation in TV,’’ writes 
a radio and TV engineer. "You’ll discover that 
the author has treated a much written-about 
subject in a refreshingly original manner.’’Writ¬ 
ten by a man nationally known for his many 
helpful articles on TV operation and servicing, 
this bool^ explains VERY fully and clearly the 
construction, function, and operating principles 
of EVERY circuit and element in TV reception, 
the principles of transmission, and the techniques 
of installing, aligning, and adjusting today’s TV 
receivers. From this book you’ll find it easy to 
acquire the fundamental knowledge you MUST 
have to qualify for the many good jobs now wait¬ 
ing for you in television. $7.75 

Television and FM 
Antenna Guide 

by E. M, Noll and M, Mandl 

A basic course on antenna theory combined with 
a complete handbook on all types of antennas, 
including all commercial models, high-gain an¬ 
tennas for fringe areas, antennas for special loca¬ 
tions and for the proposed UHF allocations. 
Shows you exactly how to determine, quickly 
and accurately, the best type of antenna for the 
site and the best position for it; how to mini¬ 
mize standing waves, noise, etc. on the transmis¬ 
sion line; how to overcome special kinds of in¬ 
terference, and all other techniques for getting 
the most out of the antentia system. Based od 
extensive testing done by the authors, all infor¬ 
mation on antenna characteristics, dimensions, 
and comparative performance is completely accu¬ 
rate and reliable. $6.25 


An Introduction to 

Practical Radio 

by D,J, Tucker 

One of the best "fundamentals" book ever pub¬ 
lished, widely praised by authorities. "The chap¬ 
ter on Kirchhoff’s laws is a model," writes the 
reviewer in Electronics. "Also goes further into 
the use of vectors for solving a-c circuit prob¬ 
lems—a must for today’s radio technicians." 
Here are ALL the basic how’s and why’s of radio, 
in ternis you can EASILY understand and apply. 
The necessary mathematics is explained at the 
points where it is used. Each principle is ac¬ 
companied by many examples of its use in the 
construction and operation of radio apparatus. 
"This book is everything you say it is," says one 
of the thousands of satisfied users. You’ll find it 
admirable for a solid foundation in radio or for 
a brush-up on points you may have forgotten. 

$5.00 

Movies for TV 

by John Battison 

All the information needed to insure success with 
movies for televising. Clear, simple explana¬ 
tions of the basic TV principles that govern the 
broadcasting of movies. Complete details on the 
construction, operation and comparative costs of 
cameras, projeaors, kinescope recording, sound 
and lighting equipment, equipment for anima¬ 
tion, editing, making titles and special effects. 
Practical advice on the do’s and don’t’s of mak¬ 
ing newsreels, commercials, and features on film 
for telecasting. An exceptionally valuable guide 
both for technicians and for producers. $5.00 


Radio and Television 
Mathematics 

by Bernhard Fischer 

"By far the best book for preparation for FCC 
exams," writes one radioman, echoing the opin¬ 
ion of countless others. "A book for the place 
of honor beside its natural partner, the slide 
rule," says Radio-Electronics. Here are step-by- 
step solutions not only for every question re¬ 
quiring mathematics in the FCC study guide, but 
also for hundreds of other circuit problems in 
radio, TV, and industrial el^tronics. You’ll find, 
conveniently arranged under radio topics such as 
antenna power, plate-to-plate voltage and 400 
others, the formulas to use, the numerical values 
to substitute, and the step-by-step solutions to 
721 problems. Whatever YOUR problem, 
whether it is how to correct the power factor of a 
motor, convert polar to j-notation in a matter of 
seconds, find the impedance and length of a 
matching stub between a TV antenna and its 
transmission line, or any of hundreds of other 
problems you’re apt to encounter, here is the 
clear and exact solution. $6.75 


See them at your local 
distributor*/, or write 
for on-approval copies 

THE 

MACMILLAN 

COMPANY 

60 Fifth Ave., N.Y. 11 
Chicago 16 • Dallas 1 
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PRENTICE-HALL 
ELECTRONICS & UHF LIBRARY 


\ 


5 VOLUMES 1662 ILLUSTRATIONS 



Prentice-Hall 

ELECTROISIICS & 
UHF library 


Turn to this new, up-to-date Library 
with complete confidence, for depend¬ 
able facts on any phase of modern 


Edited by 

ELECTRONIC FUNDAMENTALS 
AND APPLICATIONS 

By Prof. John D. Ryder, Univ. of Illinois 

Complete, logical, easy-torfollow treat¬ 
ment of (a) physical principles under¬ 
lying electron tubes, (b) characteristics 
of vacuum tubes, (c) all basic tube cir¬ 
cuits. Includes: Electron Ballistics. 
Cathode-Ray Tubes. Emission of Elec¬ 
trons, Space Charge in Vacuum Tubes. 
Diode Rectifiers. Triodes. Multi-Element 
Tubes. Small-Signal Amplifier Circuits. 
Audio-Frequency Amplifiers. Radio-Fre¬ 
quency Amplifiers. Oscillator Circuits. 
Modulation Systems. Wave-Shaping Cir¬ 
cuits, Gaseous Conduction. Gas Diodes. 
Gas Control Tubes and Circuits. Photo¬ 
electric Cells. Solid-State Electronics. 

$10.00 

ELECTROMAGNETIC WAVES AND RADIATING 
SYSTEMS 


W. L. EVERITT 

ULTRA HIGH FREQUENCY ENGINEERING 
By Thomas L. Martin, Univ. of New Mex,. 

Theory and technique of ALL the new 
fields of electronic engineering; Radar, 
Telemetering, Electronic computing. 
Facsimile, Television, Blind landing sys¬ 
tems, Pulse-time modulation. Ionosphere 
measurements . . . and the others. $8.00 

NETWORKS, LINES AND FIELDS 
By Prof. John D. Ryder, Univ. of Illinois 

Network transformations and theorems. 
Resonance. Impedance transformation 
and coupled circuits. Filters. General 
transmission line. High-frequency line. 
Equations of the electromagnetic field. 
Radiation. Transmission and reflection 
of plane waves at boundaries. Guided 
waves — between parallel planes. Wave 
guides. $7.65 

elemInts of television systems 


electronic theory and practice. These 
volumes, by outstanding authorities, 
give you thorough guidance—clearly 
written, logically arranged, profusely 
illustrated. 


By Prof. Edward C. Jordan, Univ. of III. 

Covers entire field of electromagnetic 
engineering. Includes propagation as 
well as radiation and transmission. Pull 
treatment of the UHF transmission 
lines, wave guides, antennas, slot anten¬ 
nas, radiation and diffraction, ground- 
wave and sky-wave propagation. $10.35 


By George E. Anner, University of lllinQis 

Complete basic theory, plus current 
practice, covering: Closed TV systems, 
Commercial Telecasting Systems. Color 
TV Systems. Gives clear exposition of 
all phases of picture transmission, in¬ 
cluding the new technique of dot inter¬ 
lace. $10.35 


OTHER PRENTICE-HALL TECHNICAL TITLES 


ELECTRONIC ENGINEERING PRINCIPLES 
2nd Edition 
By John D. Ryder 

This book emphasizes general and indus¬ 
trial applications, and treats among its 
major topics, ballistics, emission, space 
charge, amplifiers, gas conduction, gas 
tubes and circuits. The treatment of 
vacuum tube amplifiers is clarified by 
separation in two divisions — for small 
signal amplifiers by analytic methods, and 
for large signal amplifiers by graphic 
methods. The chapter on small signal 
amplifiers includes material on the cath¬ 
ode-follower. $9.00 

PULSE TECHNIQUES 

By S. Moskowitz and J. Rocker 

Here is everything you need to know about 
pulse techniques — a subject of increasing 
importance in television, communications, 
and all electronic equipment. This book 
covers transient response of linear net¬ 
works, design of pulse networks, pulse 
shaping and clamp circuits, pulse genera¬ 
tion, measurement, and instruments, pulse 
communication systems and aerial naviga¬ 
tion aids. $6.65 

ELEMENTS OF RADIO, 2nd Edition 
By Ralph E. Horton, Abraham Marcus, 
and Wiiiiam Marcus 

This book presents- a clear, simple treat¬ 
ment of the principles of radio, largely 


avoiding formulas and mathematics. Can 
be readily understood by the reader with¬ 
out previous knowledge of electricity, 
radio, physics, or higher mathematics. 

$5.35 

RADIO SERVICING: THEORY AND PRACTICE 
By Abraham Marcus 

This basic text features a non-mathe- 
matical, non-engineering approach to 
radio servicing. Extremely practical, it 
describes the radio receiver in all its com¬ 
ponent parts — rectifier, amplifier, de¬ 
tector, oscillator, control circuits, etc. — 
and gives you complete directions for 
servicing each. $5.95 

TELEVISION SERVICING 
By Walter H. Buchsbaum 

For sure-fire working knowledge of TV in¬ 
stallation, maintenance, and trouble¬ 
shooting, get this new, complete servicing 
handbook. Tells you step-by-step pro¬ 
cedures for audio IF alignment, video IF' 
alignment, aligning RF amplifiers, mixers, 
oscillators, etc. All possible defects classi¬ 
fied for ready reference, thoroughly 
analyzed to show what is wrong and why, 
and what to do to correct it. $5.35 


The Saturday Review 

HOME BOOK OF RECORDED MUSIC AND 

SOUND REPRODUCTION 

By Edward Tatnall Canby, C. G. Burke, 

and Irving Kolodin 

This long-needed hook makes it possible 
for you to put together your own high- 
fidelity radio-phonograph without any 
previous technical experience, and with 
pomplete confidence that yOu have in your 
home the finest sound reproduction sys¬ 
tem available. Gives you complete, specific 
informatioT^ on how to get the most out 
of improved equipment, how to choose 
among the wealth of new recordings of¬ 
fered, and how to get tl\e ultimate in 
listening pleasiare out of y4ur collection. 

$4.50 

RECURRENT ELECTRICAL TRANSIENTS 
By L. W. Von Tersch and A. W. Swago 

This book covers the basic concepts of 
recurrent electrical transients, and their 
application in television, nuclear instru¬ 
mentation, radar, computing devices, and 
industrial control. Contends include; Basic 
combinations of resistive, capacitive, and 
inductive elements. I^esponse of basic cir¬ 
cuits to simple waveforms. Clamping cir¬ 
cuits. Clipping circuits. Circuits for the 
electric deflection of catl^ode-ray tubes. 
Circuits for the magnetic deflection of 
cathode-ray tubes. Trigger circuits. Multi¬ 
vibrators. $10.35 
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Radio’s Master — 18th Edition 

Page K-12 


Net 


Copyright by U, C. P., Inc. 





CERNSBACK LIBRARY 



RADIO & TV HINTS—No. 47 TELEVISION TECHNOTES—No. 46 BASIC RADIO COURSE—No. 44 

Time and effort saving tricks of the How to recognize and correct 600 John T. Frye, popular technician-writer, 

trade, learned the hard way by ex- specific troubles which crop up in teaches you more in his easy-going 

perts, are gathered together here and scores of TV models made by 27 style, about why tubes, capacitors, 

passed on to you! Over 300 hints, manufacturers. Compiled from manu- resistors and other components act as 

gimmicks and. short cuts on radio, TV facturers' service notes and reports of they do in a modern radio, than you 

and audio grouped under seven sec- practicing service technicians. Will save can learn from most other heavier 

tions: — Test Instruments, Tools, Tele- you time by cutting down routine texts costing dollars more. He actually 

vision, Radio Servicing, Audio, Ama- trouble-shooting. 128 pages. 58 illus- makes learning theory fun. 176 pages, 

teur and Miscellaneous. 112 pages. 132 trations. SVz" x 8 V 2 ". $1.50 120 illustrations. Hard cover, 5%" x 

illustrations. 5Vi" x 8 1 / 2 ". $1.00 83/4". $2.25 


Six valuable low-priced books on Radio * Audio * Servicing 

RADIO TUBE FUNDAMENTALS—No. 45 MODEL CONTROL BY RADIO—No. 43 

Here's the first complete book to give you a clear-cut ex- What radio control is and how to use it for remote control 

planation of the theory and function of tubes in radio of model boats, planes, etc. Covers theory plus practical 

circuits from the standpoint of the service technician. construction details for components and complete units. 

96 pages. 74 illustrations. SVi" x 8Vi"* $1*00 112 pages. 5Vi" x BVz", Illustrated. $1.00 


HIGH-FIDELITY TECHNIQUES—No. 42 PUBLIC-ADDRESS GUIDE—No. 41 PRACTICAL DISC RECORDING—No. 39 

A classic in the hi-fi field! James R. Shows how to make extra money in Last word in making good disc record- 

Langham tells you how to design, build P.A. work. Covers every phase of in- ings. Covers theory and practical tech- 

and get top performance from your stalldtion and maintenance plus con- niques. A full chapter is devoted to 

high-fidelity equipment. Spiced with struction details on a system which will each important recording component, 

humor rare in technical books. 112 handle 90% of your requirements. 96 pages. Illustrated. 5Vi" x 75c 

pages. Illustrated. 51 / 2 " x 8Vi". $1.00 80 pages. Illustrated. 5Vi" x 8Vi". 75c 




Watch For These New Gernshack Lihrary Books 


HIGH-FIDELITY—Design, Construction, 
Measurements—No. 48 

A unique three-way approach to high- 
fidelity. DESIGN: Includes audio wave¬ 
form analysis, crossover design, con¬ 
stant voltage lines, etc. CONSTRUCTION: 
Various systems described (including 
the Williamson amplifier). MEASURE¬ 
MENTS: Modern techniques described 
in detail. 128 pages. Over 100 illustra¬ 
tions. 5 Vi" X 8Vi"* $1.50 


RADIO & TV TEST INSTRUMENTS—No. 49 

How to build your own test equipment. 
Here are a few of the instruments in¬ 
cluded: Television Grid Dip and Ab¬ 
sorption Meter, Picture Tube Circuit 
Analyzer, Picture Tube Tester, Tele¬ 
vision Service Aid, Television Intercom 
System, Oscilloscope, VTVM, Multipur¬ 
pose Tester, Volt-Ohm-Milliammeter, and 
many others. 128 pages. Illustrated. 

51 / 2 " X 8 V 2 ". $1.50 


New Gernsback Library Books on the follow¬ 
ing subjects are in production. 

TELEVISION SERVICING 
MODEL CONTROL 
OSCILLOSCOPES 
TELEVISION TECHNOTES 
TRANSISTORS 
AUDIO 


GERNSBACK PUBLICATIONS, INC. 
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If you want to KNOW 
about 

take the lead from Audio Engineering 
the leading publication in the field... 

is universally regarded the most Authentic and Reliable exponent 
devoted exclusively to the subject of high-quality sound reproduction. 

Every possible subject of interest to the Engineer and the Audio 
Experimenter is to be found comprehensively and authoritatively covered, 
practically treated, and profusely illustrated. 

Each issue is just 'jam-packed' with important information, new develop¬ 
ments, new ideas, and enlightening data. Servicemen and Technicians, 
particularly, find a wealth of workable, detailed material, presented for 
ready and practical application. 

A partial listing reveals coverage of such subjects as: 

Amplifier Design and Construction Pre-amp Design and Construction. 

Equalizer Networks Low- and High-Pass Filters 

Tone Controls Attenuator Design Factors 

Loudspeaker Enclosures New Product and Patent Reviews 

Speaker Crossover Networks Record Reviews 

Tape Recording Custom Home Installations 

Reports on Foreign Developments 

In fact, everything worth while, everything worth knowing about Audio 
finds its way into the many pages of Audio Engineering. Each month . •. 
every month ... 12 times a year /E is on the job... keeping pace with 
up-to-the-minute progress, faithfully reporting and analyzing every new 
development for the enlightenment and ultimate benefit of the readers. 

Audio Engineering is published monthly and is available at your Dealer 
or Distributor at 350 an issue. 

A Subscription assures you of Your Personal Copy post delivered regularly, 
each and every month. 


IMPORTANT! 

You'll want to see . . . 
The 2ncl AUDIO AN¬ 
THOLOGY. Order Your 
Copy . . . Now 

$ 2.00 
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SMALL SWITCHES, 
LIMIT SWITCHES, AHD 
MAGNETIC RELAYS 


SMALL SNAP-ACTION SWITCH. G-E SWITCHETTE CR1070 

This new, lightweight switch mechanism 
lends itself especially to applications where 
space is limited and long life is required. 

The Switchette is operated by movement 
of the spring-return button located in the 
housing. This button can be actuated by a 
lever, bellows, or other means. Snap-action, 
double-break-contact construction gives the 
G-E Switchette a high current rating and 
makes it suitable for applications where the 
vibration is severe. 

FEATURES AND ADVANTAGES 

1. Small (approximately 1% in. by Vs in. by 

in.) and weighs only 9 grams (0.02 lb). 

2. Resists vibration and corrosion. 

3. Phenolic-resin operating button provides 
protection from live parts during opera¬ 
tion. 

4. Contact tips are 99.95 per cent pure 
silver. 

5. Particularly suited to electronic applica¬ 
tions because of negligible amount of 
contact bounce. 

6. Five terminal arrangements are avail¬ 
able, including the two shown above. 

7. Wide variety of forms available; for ex¬ 
ample, three basic contact arrangements: 
single-circuit, normally open; single¬ 
circuit, normally closed; and two-circuit, 
normally open, and normally closed. Also 
many special forms. 

Switchettes are available in ratings up to 
10 amperes at 115 or 230 volts a-c. Write 
for Bulletin GEC-796. 

GENERAL-PURPOSE RELAY. CR2790-E 

The CR2790 relay is a compact, attractively 
finished device for use either as a motor starter 
or a relaying unit. Available in either an open 
form or enclosed in a general-purpose or ex¬ 
plosion-proof housing. Three contact arrange¬ 
ments available: single-pole, single-throw; dou¬ 
ble-pole, single-throw; and double-pole, double¬ 
throw. In the open form, all three contact ar¬ 
rangements use the same base, which facilitates 
mounting. In the enclosed form, the U-shaped 
cover makes wiring and servicing convenient. 
Rated 10 amp continuous, 110/120 volts a-c. 

Applications 

Control of pilot circuits in response to re¬ 
mote control switch or thermostat, or for direct 
control of small motors which have built-in 
thermal overload protection. 

As a fractional-horsepower motor starter, 
or in conjunction with a magnetic switch con¬ 
trolling larger motors, heating or lighting cir¬ 
cuits, and signal systems. Bulletin GEC-257. 




Switchettes showing two terminal arrangements 


LIMIT SWITCH. CR1070-D1T2 

This sturdy, open-type limit 
switch is operated by a 
plunger which provides ^- 
inch overtravel. The contact 
mechanism of this device is 
the G-E Switchette, which 
can be wired to control one 
normally open circuit and 
one normally closed circuit. 

Rated 10 amperes at 230 
volts a-c. Write your nearest 
G-E Apparatus Sales Office 
for Bulletin GEC-197. 



Open-type limit switch with 
push-rod operation 
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ROTARY, SEIECTOR AND LEVER ACTION SWITCHES 


Multi-Section Rotary Switches 

High grade, phenolic-insulated, 
rotary switches for radio and 
electronic equipment in circuits 
not exceeding 500 volts DC. 
These switches have self-wip¬ 
ing, silver-plated, copper alloy 
5. All models feature an adjust¬ 
able stop. A 2J4" mounting area is required. Mounting depth is de¬ 
pendent on number of sections. Switches have 54" round shafts, 2" 
long, and %"-32 bushings. Each switch supplied with pointer knob 
and mounting hardware. 


Shorting 

Type 

Catalog 

Number 

Non- 
Shorting 
Type 
Cat. No. 

No. of 
Circuits 
per 

Section 
or Gang 

Total 
No. of 
Circuits 
per 

Switch 

No. of 
Positions 

List 

Price 

1211L 

1311L 

1 

1 

2 to 11 

$1.55 

1215L* 

1315L* 

2 

2 

2 to 5 

1.65 

1213L* 

1313L* 

3 

3 

2 to 3 

1.80 

1212L* 

1312L* 

4 

4 

2 to 2 

1.90 

1221L 

1321L 

1 

2 

2 to 11 

2.30 

1225L* 

1325L* 

2 

4 

2 to 5 

2.60 

1223L* 

1323L* 

3 

6 

2 to 3 

2.80 

1222L* 

1322L* 

4 

8 

2 to 2 

2.95 

1231L 

1331L 

1 

3 

2 to 11 

3.10 

1236L* 

1335L* 

2 

6 

2 to 5 

3.30 

1241L 

1341L 

1 

4 

2 to 11 

3.95 

1245L* 

1345L* 

2 

8 

2 to 5 

4.60 

1261L 

1351L 

1 

5 

2 to 11 

4.90 

1256L 

1356L 

2 

10 

2 to 6 

6.05 

1261L 

1361L 

1 

6 

2 to 11 

5.80 

1266L 

1366L 

2 

12 

2 to 6 

7.40 


♦These switches are provided with an “Off” position which is in 
addition to the greatest number of positions listed. The “Off” 
position precedes the other positions. 



contacts which assure long, useful 



Single-Section Rotary Switches 



Small, compact, phenolic-insulated 
switches equipped with %"-32 
bushings, and easy-to-cut grooved 
shafts, diameter x 2" long. The 
154" base styles have 30® indexing. 

The 1 ‘ ‘/i«" base [styles have 20® indexing and are equipped with ad¬ 
justable, stops. 



Shorting 

Type 

Catalog 

Number 

Non- 
Shorting 
Type 
Cat. No. 

Number 

of 

Circuits 

Number 

of 

Positions 

Diameter 
of Base 

List 

Price 

3115J 

3215J 

1 

5 

154 

$1.15 

31112J 

32112eT 

1 

12 

VA 

1.16 

3122J 

3222J 

2 

2 

154 

1.16 

3123J 

3223J 

2 

3 

154 

1.16 

3126J 

3226J 

2 

6 

154 

1.16 

3134J 

3234J 

3 

4 

154 

1.20 

3142J 

3242J 

4 

2 

154 

1.20 

3143J 

3243J 

4 

3 

154 

1.20 

31117J 

32117J 

1 

2 to 17 

1 '‘/ J 6 

1.80 

3129J 

3229J 

2 

2 to 9 

1' '/16 

1.80 

3136J 

3236J 

3 

2 to 6 

1*»/|6 

1.96 

3163J 

3263J 

6 

2 to 3 

1 • '/16 

1.95 


Ceramic Section Selector Switches 

High g:rade, ceramic-insulated, rotary 
switches for use in transmitters, test 
and high frequency radio equipment. 
Supplied with silicone treated, ceramic 
sections and double, self-wiping, silver- 
plated, copper alloy contacts. All 
models have adjustable stops. A 2" 
mounting area is required. Two-section models have 54^ spacing; 
3-section models have 1" spacing. Equipped with Va." tound shafts, 
2" long, and %"-32 bushings. Pointer knob and mounting hardware 
included. 



Catalog 

Number 

Number of 
Gangs or 1 
Sections 

Number 
of Circuits 
per Gang 
or Section 

Number of 
Positions 

List 

Price 

172C 

1 

1 

2 to 11 

$2.25 

173C* 

1 

2 

2 to 5 

2.25 

174C* 

1 

3 

2 to 3 

2.25 

176C 

2 

1 

2 to 11 

3.60 

177C* 

2 

2 

2 to 5 

3.60 

178C* 

2 

3 

2 to 3 

3.60 

180C 

3 

1 

2 to 11 

6.00 

181C* 

3 

2 

2 to 5 

5.00 


* These switches are provided with an “Off” position which is in 
addition to the greatest number of positions listed. The “Off” 
position precedes the other positions. 



Lever Action Switches 

Bat-handle design. For circuit selection in intercom¬ 
munication, PA and similar equipment. 2" mounting 
depth behind i)anel required for all models. Switches 
of the 5000 Series have No. 8 by V 4 " elongated mount¬ 
ing holes with 214" mounting centers. Switches of the, 
6000 and 7000 Series have No. 6 mounting holes with 
1%" mounting centers. Provided with knob and hard¬ 
ware. 


Shorting 

Non-Shorting 

Number of 

Number of 


Type 1 

Type 

Poles or 1 

Positions or 

List 

Catalog No. 

Catalog No. 

Circuits 

Contacts 

Price 


Positive Indexing 


6124 

5224 

2 

4 

$1.50 

6142 

6242 

4 

2 

1.25 

6143 

6243 

4 

3 

1.26 


Spring Return 


7122L 

7222L 

2 

2 

1.25 

7123C 

7223C 

2 

3 

1.25 

7142L 

7242L 

4 

2 

1.26 

7143C 

7243C 

4 

3 

1.26 

7162L 

7262L 

6 

2 

1.26 


24-Position Tap Switch 

For test equipment. Switches have 1 circuit 
and 24 positions. Phenolic insulation. Fur¬ 
nished with %"-32 brass bushing and J4" x 2" 
notched shaft. Dial plate 394, ,^knob and 
mounting hardware supplied. 



Catalog No. 13124L List Price $3.50 


Circuit-Opening 

Switch 



For meter and circuit switching in test equip¬ 
ment and small transmitters. Switches have 
4 sections and 2 to 12 positions with adjust¬ 
able stop. Phenolic-insulated for 500 volt 
DC operation. Mounting depth behind panel 
is 254". Supplied with 54" x 2" notched shaft 
and %"-S2 brass bushing. Pointer knob, dial 
plate 382, and mounting hardware included* 

Catalog No. 1400L List Price $5.90 


Mallory Page 1 


Radio’s Master — 18th Edition 

Page L-2 


TRADE DISCOUNT APPLIES TO LIST PRICES ONLY 


Copsfright by U. C. P., Inc. 


















PUSH-BUTTON AND JACK SWITCHES 
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Two-Section, Five-Position ’'Homswitch®” 

For meter or circuit switching in trans¬ 
mitters. Rated at 1000 volts AC up to 1500 
volts DC. Two section, 5 position. 2'A" 
spacing between sections. 60° indexing 
between positions. Adjustable stop. Non¬ 
shorting type. Supplied with %"-S2 bush¬ 
ing, 'A" X 2" notched round shaft. Pointer 
knob and mounting hardware furnished. Requires 3'A" mounting 
depth. 

Catalog No. 151L List Price $2.75 



Two-Section, Two-Circuit, Six-Position "Homswitch” 

Coil and circuit rotary switch with 6 posi¬ 
tions, 2 circuits and 2 sections (J4" spac¬ 
ing) designed to short out automatically 
all unused positions. Ideal for test oscilla¬ 
tor switching, band-switching or meter¬ 
switching uses. Phenolic insulated and 
equipped with %"-32 bushing, 2" notched round shaft and ad¬ 

justable stop. Supplied with pointer knob and mounting hardware. 

Catalog No. 162L List Price $3.25 



Decade Switches 

Especially designed for use in the construction of capacitor and re¬ 
sistor decade instruments. 

The unusual circuit arrangement of [these switches permits real 
economies in the construction of precision resistor and capacitor 
decade assemblies since they require only 4 standard resistors or 
capacitors to complete a full decade of test values. Each switch is 
equipped with high grade phenolic insulation and heavily silvered 
contact members to assure excellent electrical stability. Adjustable 
stops are provided to permit interconnecting with other switches for 
multiple decade operation. One Mallory No. 366 har knob and mount¬ 
ing nut furnished. Dial plates with 30 degree numeral spacing must 
be employed. 

Catalog No. 153L Capacitor Decade Switch List Price $3.30 

Catalog No. 154L Resistor Decade Switch List Price $3.70 


Jack Switches 



Leaf-type switches actuated by rotary motion. 
Both types adaptable for use In such applications 
as laboratories, test panels and meter circuits. 
Standard models extend perpendicularly to panel; 
junior style parallel to panel. The %''-32 bushing 
may be used in panels up to in thickness. Both 
types suitable for mounting in a single hole Vie" 
diameter. Shaft is roxmd with suitable flat. 
Supplied with mounting hardware, but no knob. 


Two 

Junior 

Cat. 

No. 

List 

Price 

Circuit 

Arrangement 

Position 

Jack 

Switches 

720 

730 

740 

745 

760 

733 

744 

$1.10 

1.35 

1.60 

1.76 

1.96 

1.95 

2.56 

Single-Pole, Single-Throw 
Single-Pole, Double-Throw 
Double-Pole, Single-Throw 
Five Springs, two break 
and one make 

Double-Pole, Double-Throw 
Three-Pole, Single-Throw 
Four-Pole, Single-Throw 

Three 

732 

1.36 

Double-Pole, Single-Throw 
Center “Off” Position 

Position 

762 

1.90 

Double-Pole, Double-Throw 
Center “Off” Position 

Jack 

763 

2.50 

Three-Pole, Double-Throw 
Center “Off” Position 

Switches 

764 

3.10 

Four-Pole, Double-Throw 
Center “Off” Position 


Single Push-Button Switches 

Plunger-type switches for panel mount¬ 
ing in radio and electronic circuits. 
Available in a choice of 8 different 
circuit combinations for use in labora¬ 
tories, on test panels, in meter circuits 
and in a wide variety of other appli¬ 
cations. “L” indicates locking-type. 
Other types have spring return to nor¬ 
mal position. Switches require Vie" mounting hole, and will fit panels 
up to in thickness. Mounting radius is 1%"; mounting depth is 
approximately llA". Switch body extends IVie" behind panel. Sup¬ 
plied with polished phenolic button and mounting hardware. 


Catalog No. 

Circuit Arrangement 

List Price 

2001 

SPST—Make. 

$1.30 

2001L 

SPST—Make. 

1.30 

2002 

SPST—Break. 

1.30 

2002L 

SPST—Break. 

1.30 

2003 

SPDT. 

1.40 

2003L 

SPDT. 

1.40 

2004 

DPST—Make 2 . 

1.60 

2004L 

DPST—Make 2 .. 

1.60 

2006 

DPST—Break 2 . 

1.60 

2005L 

DPST—Break 2 . 

1.60 

2006 

DPDT... 

1.96 

2006L 

DPDT... 

1.95 

2007 

DP—Make 2, Break 1. 

1.75 

2007L 

DP—Make 2, Break 1. 

1.76 

2008 

DPDT—Make before Break. 

2.20 

2008L 

DPDT—Make before Break. 

2.20 



Multiple Push-Button Switches 

For making, breaking or trans¬ 
ferring multiple circuits. Spac¬ 
ing of %" between plungers. 
Equipped with brown knobs, 
escutcheon plate and window 
inserts. 


Catalog 

Number 

Number 
of Buttons 

Operation Per Button 

List 

Price 

2164 

4 

DP Circuit Closing 

$5.25 

2166 

6 

DP Circuit Closing 

6.66 

2168 

8 

DP Circuit Closing 

7.90 

2184 

4 

DPDT, Make Before Break 

6.25 

2186 

6 

DPDT, Make Before Break 

6.55 

2188 

8 

DPDT, Make Before Break 

7.90 

2194* 

4 

DPDT, Break Before Make 

5.25 

2196* 

6 

DPDT, Break Before Make 

6.55 

2198* 

8 

DPDT, Break Before Make i 

7.90 


* Non-Shorting Types 



Ceramic Section **Ham Band” Switches 

For use in transmitter plate circuits not 
exceeding 1000 volts DC with power up to 
100 watts. Switches have 4 positions in 
360° rotation with each section a single 
circuit. 90° indexing. All models are non¬ 
shorting. Ceramic insulation provides low 
losses at high frequencies. Equipped with 
double-contact tie points. A 2" mounting 
area is required. Two-section models have 1%" spacing, all others 
have 1". Switches are supplied with J4" round shafts, 2" long, and 
%"-32 bushings. Each switch is furnished with pointer knob and 
mounting hardware. 


Catalog 

Number 

Number of 
Gangs or 
Sections 

Spacing 

Between 

Sections 

Circuits 

Per 

Switch 

List 

Price 

161C 

1 


1 

$2.25 

162C 

2 


2 

3.50 

163C 

3 

1" 

3 

6.00 

164C 

4 

1" 

4 

6.00 

166C 

5 

1" 

5 

7.60 
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MallorY 


JACKS, PLUGS AND EXTENSION JACKS 


Jacks 



jacks similar to the SC Series 


Metal parts on all jacks have protec¬ 
tive plating. Fine contact surfaces pro¬ 
vide excellent electrical conductivity. 
Suitable mounting hardware supplied 
with all jacks. LA Jacks are economy 
(see listing this page). 


Long 
Frame 
Cat. No. 


ij^c 


1 

2 

2A 

2B 

3 

3A 

3B 

3C 

4 

4A 

4B 

5 

6 


List 

Price 

Junior 
Jacks 
Cat. No. 

List 

Price 

Infant 
and 
Midget 
Jacks 
Cat. No. 

List 

Price 

$0.65 

701 

$0.55 

A-1 

$0.30 

.80 

702 

.75 

A-2 

.50 

.80 

702A 

.75 

A-2A 

.55 

.80 

702B 

.75 



.95 

703 

.85 



.95 

703A 

.85 

A-3A 

.80 

.95 

703B 

.85 



.95 

703C 

.85 

1 



1 


LA Series 

1.10 

704 

1.00 






LA-1 

$0.40 

1.10 

704A 

1.00 

LA-2 

.45 

1.10 

704B 

1.00 

LA-2A 

.50 

1.20 

705 

1.15 

These Jacks equiv- 




alent electrically 




to A-1, 

A-2 and 

1.30 

706 

1.25 

A-2A listed above 


GJ-1 Airplane Grounding 
insulation. 


J ack —Similar to A-1 Jack except for 
List Price $0.50 




Cat. No. 


Type 


XPl—(Open Circuit) 


XP2B— (Three-Circuit 
Microphone) 


XP3B— (Single Circuit, Make 
before Break) 


SC Jacks and LA Jocks 



SC-IA SC-2B LA-1 LA-2 LA-2A 

Both SC Type Jacks have standard brass %"-S2 bushings. Mounting 
depth behind panel 1 Vie". LA Jacks are similar in basic design and 
size, but have commercial construction. Use with No. 75, 75N, 75A 
or 85 phone plugs. 


Cat. No. 

Description 

List Price 

SC-IA 

Phone 

Jack 

Commercial equivalent of military jack 
No. JJ-034. Same spring arrangement 
as No. 1 long-frame jack. Designed to 
receive the following plugs: Mallory 
No. 75, Western Electric Nos. 47A and 
47B. Signal Corps Nos. PL-47, PL-48, 
PL-55, PL-148, PL-155, PL-125 and 
JAN plugs PJ-055, PJ-155, PJ-634, 
PJ-636, PJ-047. 

$0.55 

SCA-2B 

Commercial equivalent of military jack 
No. JJ-033. Same spring arrangement 
as No. 2B Long frame jack. Designed 
to receive the following plugs: Western 
Electric No. 109 and Signal Corps Nos. 
PL-68, PL-168, and JAN plugs PJ-068, 
PJ-168, and PJ-309. 

.65 

LA-1 

Open Circuit. 

.40 

LA-2 

Circuit closing.. 

.45 

LA-2A 

Two circuits... 

.50 




lOON lOOA 100 


ixlension 

locks 


Cat. No. 

Description 

List Price 

100 

Two-Way Extension Jack (Fiber ShgU) for 
No. 75 Phone Plug. Overall length 314". 

$1.30 

lOON 

Two-Way Extension Jack (Shielded One- 
Piece Nickel Shell) for No. 75N Phone 
Plug. Overall length 3Vie". 

1.65 

lOOA 

Two-Way Extension Jack (Shielded Two- 
Piece Nickel Shell) for No. 75A Phone 
Plug (with Built-in Cable Clamp). Over¬ 
all length 3 ’/is". 

2.30 



Cat. No. 

Description i 

List Price 

55 

Adapts standard microphone connector for 
use with conventional Jack. 

$0.45 

75 

Two-Way Phone Plug with Tie-Cord An¬ 
chor (Phenolic Shell) 

.65 

75N 

Two-Way Phone Plug with Tie-Cord An¬ 
chor (Shielded One-Piece Nickel Shell) 

1.00 

75A 

Two-Way Phone Plug with Tie-Cord An¬ 
chor (Shielded Two-Piece Nickel Shell) 
(with Built-in Cable Clamp) j 

1.65 

76 

Three-Way Microphone Plug (Phenolic 
Shell) 1 

Three-Way Microphone Plug (Shielded] 
Two-Piece Nickel Shell) (with Built-in 
Cable Clamp) 

1.00 

76A 

1.95 

85 

Two way miniature phone plug, shielded. 

.60 


TvD6 Jacks bushing type for telephone switchboard serv- 
^ ■ I* ice. Furnished with 1 mounting nut and washer. 


Cat. No. 

Type 

List Price 

XPl 

Open Circuit. 

$0.90 

XP2B 

3-Circuit Microphone. 

1.00 

XP3B 

Single Circuit—Make before Break. . 

1.30 
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367 366 365 


Knobs 


Catalog No. 

Description 

List Price 

364 

' Vie" Dia. Similar to 368, but with 
pointer at base. Black. 

$0.15 

365-1 

2i4" Bar Type Knob, Black. 

.25 

366-1 

I'A" Bar Type Knob, Black. 

.20 

366-R-l 

154" Bar Type Knob, Red. 

.20 

367-1 

1 A" Dia. Round Knob, Black. 

.25 

368-1 

I'/s" Dia. Round Knob, Black. 

.20 


Mounting Nuts 

For Switches and Controls 


® ® © 

Al 1260^2 AII260*J2 232 25S 


Catalog 

Number 

Description 

Thread 

Dimension 

List 

Price 

232 

Flat Hex Mounting 
Nut. 

%-32 

V 2 X %2 

$0.35* 

255 

Hex Mounting Nut 

%-32 

Vz X ^^4 X 
shoulder nut 

.20 

A-11260-2 

Hex Mounting Nut 

%-32 

J4 X X ‘ %2 

shoulder nut 

.30 

A-11260-12 

1 

Hex Mounting Nut 

%-32 

14 X ’'/44 X V32 
shoulder nut 

.25 


* Per 10 pieces. 


Washers-For Switches © O @ © O 

and Controls 226 szr 225 203 212 


Catalog 

Number 

Description and Dimensions 

List 

Price 

203 

Extruded Washer—Fiber—%" O.D. x 

I.D. X ’/le"; Extruded Vz" x '/sa". For 



Set See No. 212 Flat Washer.. 

$0.30* 

212 

Flat Washer—%" O.D. x %" I.D. x '/sa"; 



Phenolic.. 

.20* 

225 

Metal Washer—Nickel Finish— 



%" O.D. X %" I.D. .040 Brass.. . 

.20* 

226 

Metal Washer—Nickel Finish— 



%" O.D. X Vie" I.D, .040 Brass. 

.20* 

227 

Lock Washer—Cadmium Plated Steel— 



' '/le" O.D. X 25/64" I.D. 

.20* 


* Per 10 pieces. 


Dial Plates 

For Mallory Circuit Selector, Tap and 
All-Wave Switches. 

List Price $0.20 each (all types) 

Neat-appearing Dial plates with easy-to-read 
aluminum figures clearly etched on solid black 
background. Dimensions are I'Vie" in diame¬ 
ter with Vie" hole, with figures Ve^x" high. .020" aluminum stock. 



For all types 
3100J, 3200J 
Switches, with 

1' Vie" base. 

20 degree 
spacing between 
numerals. 

For all 

Switch types 
1200L, 1300L 
and Va" base 
3100J, 3200J. 

30 degree 
spacing between 
numerals. 

Marking 

1 

Catalog Number 

Catalog Number 


1 372 

1 to 2 

453 

373 

1 to 3 

454 

374 

1 to 4 

455 

375 

1 to 5 

456 

376 

1 to 6 

457 

377 

1 to 7 

458 

378 

1 to 8 

459 

379 

1 to 9 

460 

380 

1 to 10 

461 

381 

1 to 11 

462 

382 

1 to 12 

463 


1 to 13 

464 


1 to 14 

465 


1 to 15 

466 


1 to 16 

467 


1 to 17 

468 


1 to 18 

472 


Off 1 to 2 

473 

383 

Off 1 to 3 

474 

384 

Off 1 to 4 

475 

385 

Off 1 to 5 

476 

386 

Off 1 to 6 

477 

387 

Off 1 to 7 

478 

388 

Off 1 to 8 

479 

389 

Off 1 to 9 

480 

390 

Off 1 to 10 

481 


Off 1 to 11 

482 


Off 1 to 12 

483 


Off 1 to 13 

484 


Off 1 to 14 

485 


Off 1 to 15 

486 


Off 1 to 16 


*394 Special 

1 to 24 


t487 Special 

1 to 5 


i488 Special 

1 to 4 


* 15° Spacing Between Numerals i 90° Spacing Between Numerals 

Soldering Iron Tips . • . t 60° spacing Between Numerals 

No. 311 —Replacement tip for soldering irons that are turned on 

for short periods only. Heats quicker than No. 312, but is not as long 312 —Replacement tip for soldering irons that are used con- 

wearing. Made of a special Mallory copper alloy long in use as a tinuously for long periods of time. Made of a special Mallory copper 
welding tip matenaL Nickel plated to resist corrosion. Size A -4->-alloy of great hardness and high electrical conductivity. Nickel 
diameter, 4" length. Plunger style with screw driver point. plated to resist corrosion. Size—%" diameter, 4" length. Plunger 

List Price $0.85 style, with “screw driver” point. List Price $0.95 



Convenient, economical and dependable cells for applica¬ 
tions in which space factor is of prime importance. De¬ 
pendent on operating conditions, will provide up to 3 or 4 
times energy-volume ratio of other types of batteries. 
Ideal for use in portable electronic equipment, etc. Per¬ 
form under wide range of adverse weather and humidity 
conditions. No need for rotation or rest periods. Uniform 
and optimum discharge voltage throughout long service 
life. 


“A” 

Battery 

Diam. 

(Inches) 

Height 

(Inches) 

Button 

Height 

(Inches) 

Volume 

(Cu. 

In.) 

Weight 

(Oz.) 

Capacity 

(MAH) 

Min. 

Flash 

Current 

(Amp.) 

RFB300 

.995 

.650 


.48 

.83 

1800 


RFB400 

1.210 

.650 


.75 

1.3 

3200 


RMIOOO 

.625 

.650 

.058 

.20 

.43 

1000 

.5 

RM3000 

.973 

.650 

.058 

.50 

.93 

2000 

.6 

RM4000 

1.187 

.650 

.058 

.72 

1.60 

3200 

1.1 

RM1200 

.625 

1.950 

.058 

.60 

1.40 

3600 

1.8 

RM4010 

.465 

1.140* 


.18 

.40 

800 


RM6250T 

.606 

.225 

Clip 

.07 

.14 

200 


RM5020 

.538 

1.950 

.058 

.44 

1.05 

2400 

1.8 


* Overall height including button height. For List Prices, Check your nearest Mallory Distributor. 
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MAINTAINED CONTACTS 


NOMNAl RATING pQ^ES-CIRCUlT 


3 Amp—250 V. 

4 Amp—125 V.T. S.P.—S.T. 

' (T Rated) 


3 Amp—250 V. 

6 Amp—125 Vp S.P.—5.T. 


1 Amp—250 V. 
.3 Amp—125 V. 


3 Amp—250 V. 
6 Amp—125 V. 


10 Amp—125 V. 
5 Amp—250 V. 


TOGGLE TYPE & LENGTH 
STEM LENGTH (A) 

SUFFIX NO. 


TYPES OF 
TERMINALS 


Lugs—End 
Lugs—Bottom 
Screw 
Wire 


Lugs—End 
Lugs—Bottom 
Lugs—2 Ends 
Screw 
Wire 

Wire—2 Ends 


CATALOG 

NUMBER 


T-110 

T-IIO-B 

T-no-s 

T.111.16 


IIO-B 

110-D 

110- S 

111- 16 

m-D 


MOMENTARY TYPES — Stem Length »%2"ONLY 


POLES-CIRCUIT 


TYPES OF 
TERMINALS 


S.P.—S.T. ! 
Normally Open (Off) 
(Momentarily On) 


6 Amp—125 V. 
3 Amp—250 V. 


S.P.—S.T. 

Normally Closed (On) 
(Momentarily Off) I 



Lugs—End 
Lugs—Bottom 
Lugs—2 Ends 
Screw 
Wire 

Wire—2 Ends 


Lugs—End 
Lugs—Bottom 
Lugs—2 Ends 
Screw 
Wire 

Wire-2 Ends 


Lugs—End 
Wire 


lugs—End 
Wire 


Lugs—End 
Wire 


Lugs 

Lugs—Bottom 


Lugs—End 
Wire 

Lugs—Bottom 
Screw 


CATALOG 

NUMBER 


IIO-M-NO 

IIO-BM-NO 

110-M-DNO 

110- SM-NO 

111- 16M-NO 
111.16M-DNO 


IIO-M-NC 

IIO-BM-NC 

110-M-DNC 

110- SM-NC 

111- 16M-NC 
111-16M-DNC 


112-M 

112.M.A 


216.M-NO 

216-M.ANO 


216.M-NC 

216-M-ANC 


316.M 

316.BM 


516-M 

516.AM 

516.BM 

516.SM 


BAT ’A" 

BAT ”/l6" 

TRIGGER BAT 

—63 

—73 

—93 



BAT-”/i6" 

SLOTTED 

(See Page 5) 


nn^m 

ImSStm 

—63 

1 -73 



IMPORTANT-ADD correct SUFFIX NUMBER to CATALOG NUMBER 
to receive type TOGGLE and STEM wanted | 


Switches shown are Underwriter's Laboratories Approved* 


ENTIRELY 

NON-MAGNETIC 

TYPES OF THESE SV/ITCHES 
AVAILABLE—USE CATALOG PREFIX NM- 
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Appliance Switches - toggle - ac or dc 



NOMINAL RATING 

A.C. OR D.C. 

■ 

POLES OR 
CIRCUIT 

TYPE OF 
TERMINALS 

CATALOG 

NUMBER 

)2 Amps—125 V. 

6 Amps—250 V. 

S.P.—S.T. 

Screw 

Wire leads 

20A25 

2DA21 

1 H.P. 125—250 V. 

D.P.—SX 

Screw 

Wire leads 

2DK25 

20K21 

15 Amps—125 V. 

10 Amps-250 V. 
1>/aH.P.125—250 V. 

S.P.-S.T. 

Screw 

Wire Leads 


D.P.—SX 

Screw 

Wire Leads 



CATALOG NUMBER SUFFIX 1 

FOR TOGGLE & STEM LENGTHS I 

(Bat Toggle Only) | 

TOGGLE 

STEM 

SUFFIX 

LENGTH 

LENGTH 

NO. 

2/32" 

^732" 




—73 


Ki^vwzvv JS'niAM 



BIND. HD SCR 



NOMINAL RATING 

A.C. OR D.C. 

POLES OR 
CIRCUIT 

TYPE OF 
TERMINALS 

CATALOG 

NUMBER 

20 Amps—125 V. 

10 Amps—250 V. 
A.C.—D.C. 

S.P.—S.T. 

Screw 

600—C 
600—20 

600—20CX 

(See Illustrations) 


Finishes — ALL ONE HOLE MOUNTING TYPE SWITCHES 

Standard Finish — Nickel Natural Brass available at No Extra Charge 

Other Finishes — Chrome, Cadmium, Bronze, Black Oxide at a Slight Extra Charge. 
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Appliance Switches - one hole mounting - ac 

SINGLE POLE SWITCHES 




CATALOG NUMBERS | 

ELECTRICAL CIRCUIT CHARACTERISTICS I 


NOMINAL 

RATINGS 


; ...... ., 



15 Amp—125 V. A.C. 

6 Amp—1 25 V. A.C. 

{NOit—Keyway Indicates Down rositionj I 

10 Amp—250 V. A.C. 

3 Amp—250 V. A.C. 




% H.P.—115- 

-230 V. A.C. 

V6 H.P.—11 5 

-23Q V. A.C. 

UP 

CENTER 

DOWN 

SOLDER 

SCREW 

SOLDER 

SCREW 

POSITION 

POSITION 

POSITION 

LUGS 

TERMINALS 

LUGS 

TERMINALS 

SINGLE 

POLE—SINGLE 

THROW 

2FA53 

2FA54 

2FA63 

2FA64 

On 

None 

Off 

6FA57 

6FA58 

6FA67 

6FA68 

On 

None 

Momentarily Off 

6FA53 

6FA54 

6FA63 

5FA64 

Off 

None 

Momentarily On 





SINGLE 

POLE—DOUBLE THROW I 

2FB53 

2FB54 

2FB63 

2FB64 

On 

None 

On 

2FC53 

2FC54 

2FC53 

2FC64 

On 

Off 

On 

6FB53 

6FB54 

6FB63 

6FB64 

On 

None 

Momentarily On 

6FC53 

6FC54 

6FC63 

6FC64 

Momentarily On 

Off 

Momentarily On 

6FC57 

6FC58 

6FC67 

6FC68 

On 

Off 

Momentarily On 


CATALOG NUMBER SUFFIX 

FOR TOGGLE and STEM LENGTHS 


(Bat Toggle Only) 


TOGGLE 

LENGTH 

STEM 

LENGTH (A) 

SUFFIX 

NO. 


’Via" 

-,62 

’/Is" 

’^32" 

—63 

’Vis" 

”/32" 

-72 

’!^s" 

’^32" 

-73 

3" 

’^32" 

1 ^03 


.035" DEEP X .068’’WIDE 



Ji" 

32 


.035" DEEP X .068" 



WIDE 



End and Side Terminals 


.. (Lug or Screw) 
Available on Special Order 


CATALOG NUMBERS 

1 ELECTRICAL CIRCUIT CHARACTERISTICS 

{NOTE—Keyway Indicates "Down” Position) 

NOMINAL RATINGS 

15 Amp—125 V. A.C. 

10 Amp—250 V. A.C. 

Vi H.P.—115-230 V. A.C. 

6 Amp—125 V. A.C. 

3 Amp—250 V. A.C. 

’/6 H.P.—115-230 V. A.C 

, UP CENTER DOWN 

' POSITION POSITION POSITION 

SOLDER 

LUGS 

SCREW 

TERMINALS 

^ SOLDER 
LUGS 

SCREW 

TERMINALS 

' 2GK53 

6GK57 
6GK53 

2GL53 

2GM53 

6GL53 

6GM53 

'6GM57 

2GK54 

6GK58 

6GK54 

2GL54 

2GM54 

6GL54 

6GM54 

6GM58 

2GK63 

6GK67 

6GK63 

2GL63 

2GM63 

6GL63 

6GM63 

6GM67 

2GK64 

6GK68 

6GK64 

2GL64 

2GM64 

6GL64 

5GM64 

6GM68 

DOUBLE POLE—SINGLE THROW 

On None Off 

On None Momentarily Off 

Off None Momentarily On 

DOUBLE POLE—DOUBLE THROW 

On None On 

On Off On 

On None Momentarily On 

Momentarily On Off Momentarily On 

On Off Momentarily On 

PROGRESSIVE TWO CIRCUIT 

2 Circuits On Circuit 1 On Off 

Momentarily Circuit 1 On Off 

2 Circuits On 

NOMINAL RATING 

Circuit 1—Vs H.P. ^ ( 

6 Amp—125-250 V. A.C. 

—- 1 J 2GG53 

Circuit 2—14 H.P. ( { 

15 Amp—125 V. A.C. 6GG57 

10 Amp—250 V. A.C. ) V 

2GG54 

.6GG58 


DOUBLE POLE 
and TWO CIRCUIT 
SWITCHES 

Momentary Types — Suffix 73 only. 


CATALOG NUMBER SUFFIX 

FOR TOGGLE and STEM 

LENGTHS 

(Bat Toggle Only) 

TOGGLE 

STEM 

SUFFIX 

LENGTH 

LENGTH 

NO. 

’716" 

”/32" 

—62 

’/16" 

’^32" 

-63 

’Vl6" 

”/32" 

-72 


. ’^32" 

-73 
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Appliance Switches 

.070X.035 DEEP 



No. 125 



BIND.HD.SCR. v' 

H- 

No. 126 No. 127 No. 128 


TOGGLE — AC 



NOMINAL 

RATING 

POLES OR 
CIRCUIT 

CATALOG NUMBERS 

STEM 

CONTACTS 

EXTENDING 

FROM 

SCREW 

TERMINALS 

SOLDER 

LUGS 

WIRE 

LEADS 

TYPE 



125—R 

125—RS 

125—RB 

125—RBS 

125—RA 

125 —RAS 

(Round with 
Keyway) 

Bottom 

End 



125 

125—S 

125—B 

125—BS 

125—A 

125—AS 

(Flatted) 

Bottom 

End 

3 Amp—125 V. A.C. 

S.P.—D.T. 

S.p.—D.T.—Center Off 

126 

127 

127—B 

127—A 

Round 

Nos. 126, 127, and 
128 available with 
either fis" or 
stem length. 

15 Amp—125 V. A.C. 
10 Amp—250 V. A.C. 
’/t H.P. 

S.P.—S.T. 

S.P.—D.T. 

S.P.—D.T.—Center Off 

128 — 15 

126— 15 

127— 15 

128—15B 

126— 15B 

127— 15B 

128—15A 

126— 15A 

127- 15A 

with 

Keyway 

1 Amp—125 V- A.C. 

D.P.—D.T.—Center Off 


138 




Grounding or Shorting 



Switches 


for GASOLINE MOTORS, 
MAGNETO USE, or other 
APPLIANCES 



NOMINAL 

RATING 

POLES OR 
CIRCUIT 

TYPE OF 
TERMINAL 

CATALOG 

NUMBER 

15 Amp—30 V DC. 
6 Amp—125 V. 

3 Amp—250 V. 
A.C.—D.C. 

S.P.—S.T. 

Screw 

Lug 

Wire Leod 

110.SH 

110.H 

111-H 

i 

Single Terminal Type—Grounded Through Stem 


STEM 

LENGTH 

CATALOG SUFFIX 

NOS. 1 

tYPE OF TOGGLE | 

BALL 

’/i" B AT 

»Vl6" BAT 

y/' 

—21 

. 


»y32" 

—22 

— 62 



—23 

-63^ 

-73 

ys" 

— 25 




When used with Indicator plates, switch will show ”OFF” when grounded. 

For Double Terminal types, other switches shown on Pages 1, 2, 3, and 4 can be used. Use Prefix'^SH'Mo such Catalog Numbers 
to be used for grounding purposes. 

Indicator Plates (for SWITCHES Page 1, 2, 3 and 4) 

Types Available: ON—OFF, HI—lO, HOT—COLD, DRY—WET, BLANK 

(others made to order if ordered in sufficient quantities) 
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Appliance Switches - rotary 


^‘DIAM 32THD-S 
FLATTED BUSHING j,_ 


CATALOG NO. 114 (BRACKET ONLY) 
2 GANG ROTARY ADAPTER 



NOMINAL 

RATING 

POLES OR CIRCUIT 

OPERATION 


S.P.—-S.T.—2 Position 

OFF—ON 


S.P.—S.T.—3 Position 

OFF—ON—OFF 

4 Amp—125 V. A-C. 

S.P.—D.T.—3 Position 

ON—OFF—ON 

1 Amp—125 V.D.C. 

S.P.-—S.T.—2 Speed 

OFF—ON—ON 


S.P.—S.T.—3 Speed 

OFF—ON—ON—ON 


S.P.—D.T ■—2 Position 

ON—ON 



(Not Momentary) 


CATALOG 

NUMBER 


700—1 

700—5 

700—6 

700—4 

700 

700—7 


Snap n Line 


MATCHING 


3 " 5 ." 

^ 8 i 

—fca 


2-6-32 

BINO.HD.SCRS. 


STTz.' 

m ii6 


nri- 



No. 222 
PHOT LIGHT 


2*6-32 
ViNO HO. SCR 


INTERCHANGEABLE 



No. 220 


No. 221 


NOMINAL 

RATING 


CATALOG NUMBER 


SCREW 

TERMINALS 



COLOR OF 
PILOT LIGHT 
LENS 


CATALOG 

SUFFIX 

NO. 


ADDITIONAL 

CATALOG 

SUFFIX 

NO. 


MOUNTING: The only provision necessary for mounting these units is a 
rectangular opening (1-7/3 2 *' x 21 /32 ") in a .045" to .065" 
thick panel or base into which the unit can be snopped. 
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Appliance Switches momentary push 


WITH INSULATING PLASTIC CAP 


Stem Length ONLY) 


NOMINAL 

RATING 


3 Amp 
125 V.A.C. 


1 Amp 
125 V. A.C. 


POLES OR CIRCUIT 


S.P.—S.T.—Normally Open (OFF) 
(Momentarily ON) 


S.P.—S.T.—Normally Closed (ON) 
(Momentarily OFF) 


D.P.—S.T.—Normally Open (OFF) 
(Momentarily ON) 


D.P.—S.T.—Normally Closed (ON) 
(Momentarily OFF) 


ITYPE 

TERMINALS 


CATALOG 

NUMBER 


S.P.—2 Circuit 
(1 On—1 Off) 


COLOR OF CAP 


USE CATALOG SUFFIX NO. 


NOMINAL 

RATING 


POLES OR CIRCUIT 


S.P.—S.T.—Normally Open (OFF) 

3 Amp (Momentarily ON) 

125 V. A.C.- 

S.P.—S.T.—Normally Closed (ON) 
(Momentarily OFF)' 




P.P.—S.T.—Normally Open (OFF) 
(Momentarily ON) 


D.P.—S.T.—Normally Closed (ON) 
(Momentarily OFF) 


S.P.—2 Circuit 
(1 ON—1 OFF) 



WITH ALL METAL PLUNGER 


TYPE 

TERAWNALS 



CATALOQ 

NUMBER 

STANDARD PLUNGER 

WITH OVERTRAVEL 

16—3POFF 

16—3APOFF 

16—3POFF—OV 

16—3APOFF—OV 


16—3PON 
16—3APON 


216—P—OFF 
316—AP—OFF 


216—P—ON 
216—AP—ON 


116—P—OV 
116—AP—OV 


216—P—OFF—OV 
216—AP—OFF—OV 


316—P—OV 


With Wire Leads 



Standard Plunger 
Vib' or W' Stem Length 


FOR STEM LENGTH 


NOMINAL 

RATING 

POLES or CIRCUIT 

1 CATALOG NUMBERS 

SCREW 

TERMINALS 

SOLDER 

LUGS 

WIRE 

LEADS 

10 Amp. 

125-250 V. A.C. 

S.P.—S.T. Normally Open (Off) 

S.P.—S.T. Normolly Closed (On) 

172 

*170 

172-B 

*170*B 

172.A 

*I70-A 


CATALOG NO. 172 SWITCHES HAVE ON OVERTRAVEL OF APPROX. 


17 Series 


’^Nofe: All Hormotly Closed (ON) switches on this page hove on OVERTRAVEL in the Open Circuit or **OFE'* position. 
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Appliance Switches push 


MAtMTAINED CONTACTS 
OR 

MOMENTARY CONTACTS 
AC—DC 


068 X 035 DEEP 
KEYWAY 

1 / 5'. 


TRAVEL 







CATALOG NUMBERS j 

NOMINAL 

RATING 

POLES 

OR 

CIRCUIT 

TYPE 

TERMINALS 

MAINTAINED 

CONTACTS 

MOMENTARY 

CONTACTS 



NORMALLY 

OPEN 

NORMALLY 

CLOSED 

6 Amp—125 V. 

3 Amp—250 V. 
A.C.—D.C. 

S.P.—S.T. 

Lug 

Lug (Bottom) 
Screw 

Wire 

110—P 
110-BP 

110—SP 

111 —16P 

110—PM—OFF 
110—PBM—OFF 

110— SPM—OFF 

111— PM—OFF 

110—PM—ON 
110—PBM—ON 
110—SPM—ON 
111..PM—ON 

10 Amp—125 V, 

5 Amp—250 V. 
A.C.—D.C. 1 

S.P.—S.T, 

Lug 

Lug (Bottom) 
Screw 

Wire 

160—P 

160—BP 

160—SP 

160—AP 

None 

None 


D.P.—S.T- 

Lug 

Wire 

216—PP 

216—PPA 

216—PM—OFF 
216—PAM—OFF 

216—PM—ON 
216^PAM—ON 

3 Amp—125 V. 

1 Amp—250 V. 
A.C.—D.C. 

S.P.—D.T. 

Lug 

Wire 

112—P 

112—PA 

112- 

112- 

PM 

PAM 

D.P.—D.T. 

Lug 

Wire 

316-PP 
316—PPA 

316—PM 

316—PAM 


2 circuit 

Lug 

Wire 

516—PP 
516—PPA 

516—PM 

516—PAM 


Overtravel available for Momentary Switches only—Add CATALOG SUFFIX NO. —OV 


Appliance Switches slide 




S6 Series 


NOMINAL 

RATING 

POLES OR 
CIRCUIT 

TERMINALS 

CATALOG 

NUMBER 

6 Amp—r25 V. 

3 Amp—250 V. 

A.C. or D.C 

S.P.—S.T. 

Lugs—End 

Lugs—Bottom 

Screw 

Wire Leads 

Wire—2 Ends 

S—110 

S—110—B 

S—110—S 

S—111 

S—111—D 

3 Amp—125 Y. 

1 Amp—250 V. 

A.C. or D.C. 

S.P.—D.T. 

Lugs 

Wire 

S—112 

S—112—A 

D.P,—S.T. 

Lugs 

Wire 

S—216 

S-216—A 

D.P.—D.T. 

Lugs 

Wire 

S—316 

S—316—A 

S.P.—2 Circuit 

Lugs 

Wire 

S—516 

S—516—A 

4 Amp—125 V.A.C. 

S.P.—S.T. 

S.P.—D.T. 

Lugs 

Lugs 

S60A 

S60B 

3 Amp—125 V. A.C. 

D.P.—S.T. 

D.P,—D.T. 

Lugs 

Lugs 


COLOR OF SLIDE 

BLACK 

RED 

GRAY 


USE CATALOG SUFFIX NO. 

—BL 

—RD 

-GY 



NofetDue to fhe special nature of the switches shown in this CATALOG, they are made to order ONLY. As no stock of any type is carried on 
hand, therefore NO RETURNS are permitted without valid reason. Always be certain switches ordered suit the application. Samples 
will be furnished upon request to manufacturer. All shipments made are F.O.B. West Hartford, Conn, with no freight allowed. Terms 
2% 10 days-Net 30. 
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Single Pole 
Switches 
Toggle Type 




Carling Catalog Numbers 


G 

Co] 

JA 

rovernment Type 

Commercial Type—UL 

Electrical 

Circuit Characteristics 

atorming to : 

lN 

specs. 

Mil 

15 Amp.-125 V. AC. 

10 Amp.-250 V. AC. 
MHP-116-230 V.AC. 

6Amp.-125V. AC. 
3Amp.-250V. AC. 

K HP-115-230 V. AC. 

Screw 

Solder 

Screw 

Solder 

Screw 

Solder 

Screw 

Up 

Center 

Down 

Terminals 

Lugs 

Terminals 

Lugs 

Terminals 

Lugs 

Terminals 

Position 

Position 

Position 








SINGLE POLE 


SINGLE THROW 

ST40A 

ST42A 

AN3021-2 

2FA53 

2FA54 

2FA63 

2FA64 

On 

—, 

Off 

ST40B 

ST42B 

AN3021-9 

6FA57 

6FA58 

6FA67 

6FA68 

On 

— 

Momentarily Off 

ST40C 

ST42C 

AN3021-8 

6FA53 

6FA54 

6FA63 

6FA64 

Off 


Momentarily On 








SINGLE POLE 


DOUBLE THROW 

ST40D 

ST42D 

AN3021-3 

2FB53 

2FB54 

2FB63 

2FB64 

On 

— 

On 

ST40E 

ST42E 

AN3021-1 

2FC53 

2FC54 

2FC63 

2FC64 

On 

Off 

On 

ST40F 

ST42F 


6FB53 

6FB54 

6FB63 

6FB64 

On 

— 

Momentarily On 

ST40G 

ST42G 

AN3021-7 

6FC53 

6FC54 

6FC63 

6FC64 

Momentarily On 

Off 

Momentarily On 

ST40H 

ST42H 

AN3021-5 

6FC57 

6FC58 

6FC67 

6FC68 

On 

Off 

Momentarily On 


Double 

Pole 

Switches 


Toggle 

Type 



Carling Catalog Numbers 


Government Type 


Commercial Type—UL 





Conforming to Specs. 


1 



Electrical Circuit Characteristics 




15 Amp.-125 V. AC. 

6 Amp.-125 V. AC. 





! 


10 Amp.-250 V. AC. 

3 Amp.-250V. AC. 




JAN 

Mil 

HP-115-230 V. AC. 

H HP-115-230 V. AC. 




Screw 

Solder 

Screw 

Solder 

Screw 

Solder 

Screw 

Up 

Center 

Down 

Terminals 

Lugs 

Terminals 

Lugs 

Terminals 

Lugs 

Terminals 

Position 

Position 

Position 








DOUBLE POLE 


SINGLE THROW 

ST50K 

ST52K 

AN3027-2 

2GK53 

2GK54 

2GK63 

2GK64 

On 

— 

Off 

ST50L 

ST52L 

AN3027-4 

6GK57 

6GK58 

6GK67 

6GK68 

On 

— 

Momentarily Off 

ST50M 

ST52M 

AN3027-5 

6GK53 

6GK54 

6GK63 

6GK64 

Off 

— 

Momentarily On 








DOUBLE POLE 


DOUBLE THROW 

ST50N 

ST52N 

AN3027-3 

2GL53 

2GL54 

2GL63 

2GL64 

On 

.— 

On 

ST50P 

ST52P 

AN3027-1 

2GM53 

2GM54 

2GM63 

2GM64 

On 

Off 

On 

ST50R 

ST52R 

AN3027-6 

6GL53 

6GL54 

6GL63 

6GL64 

On 

— 

Momentarily On 

ST50S 

ST52S 

AN3027-7 

6GM53 

6GM54 

6GM63 

6GM64 

Momentarily On 

Off 

Momentarily On 

ST50T 

ST52T 

AN3027-8 

6GM57 

6GM58 

6GM67 

6GM68 

On 

Off 

Momentarily On 



government type approved for use in Airborne Electronics. 


Single Pole 
Switches 


Momentary Types — Suffix 73 only. 


Tyi»e 

Con¬ 

tinuous 

lEndurance-test- 
current values 
(nominal ratings) 

and 
Carling 
Cah No. 

carry¬ 

ing 

Resistive 

load 

Inductive 

load 

ity 

125 

volts 

250 

volts 

125 

volts 

250 

volts 

STIOA 

3 

6 

3 

1.5 

1.5 

STM A 

3 

6 

3 

1.5 

1.5 
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INSTRUMENT AND TESTER SWITCHES (LAMINATED) 

Rotary Selector — Single and Multi-Gang — Non-Shorting and Shorting 



SS-14-2 


JBT Instrument-type Rotary Selector Switches are used widely 
in quality test equipment, portable instruments, inspection setups 
and avionics where trouble-free, dependable performance is of 
major importance. Available in two basic types—14 and 20 
position—the design gives extra contacts in minimum space. 
One to six decks. 

FEATURESs 

Reliability—^Rigid, 3-post deck suspension, instead of the usual 
2 ; all current carrying parts are brass or phosphor bronze, 
silver flashed and then heavily plated with pure silver to meet 
100 hour salt spray test; ball bearing action, beryllium-copper 
balanced spring (SS-14); leaf-type (SS-20), and sharp detent 
assure positive indexing. Springs of both switches are generally 
replaceable without disturbing soldered conriections. Laminated 
plastic decks and rotors selected for maximum mechanical and 
dielectric strength. 

Exceptional Compactness—14-position switch takes 13 circuits 
and “off" in 2“ circle; 20-position switch handles 19 circuits and 
“off" in 2-23/32“ circle. Each deck above first adds only 5/16". 



Low Contact Loss—Double-grip collector arms, and large-area con¬ 
tacts, silver to silver, result in an average contact resistance of 
.007 ohms or less during the useful life of the switch. 

Ample Dielectric—AC or DC; normal carrying capacity (not 
make-and-break), 1 amp.; maximum momentary capacity (not 
make-and-break), 5 amp.; maximum voltage between contacts 
and ground, 1000 volts R.M.S.; between decks and ground, 
2000 volts R.M.S. 


SS-20-2 

Military Variations—^The following can be supplied on special 
order at extra cost: (a) laminated plastic. Grade LTS-E-3 or better, 
per Spec. JAN-P-13; (b) vacuum impregnation of rotors, decks, 
spacers, and ceramic spacers with approved fungicides; (c) hot 
tin dip on contact surfaces to be soldered, presently available in 
14 positions only; (d) 14 or 20 live positions, no off (add suffix F, 
as SS-14-2F). 


BASIC 14-POSITION: Bar knob supplied only on individually 

packed units—not on bulk orders unless specified. Collector arm 
placed directly opposite to flat of shaft, unless otherwise specified. 
Contact lugs and common lugs positioned as shown, 13 contacts 
per deck. One to six decks; for each additional deck (or gang) 
add 5/16“ to depth. Continuous rotation type supplied unless 
otherwise specified. Adjustable^ Stop normally is supplied on 
standard cataloged switches. Panel locator positioned as shown 
unless otherwise specified on bulk orders. 

BASIC 20-POSITION: 2" Bar knob supplied only on individually 
packed units—^not on bulk orders unless specified. Collector arm 
placed directly opposite to flat on shaft, unless otherwise speci¬ 
fied. Contact lugs and common lugs positioned as shown, 19 
contacts per deck, continuous rotation types. One to six decks; 
for each additional deck, add 5/16“ to depth. Continuous rotation 
typ>e supplied unless otherwise specified. Panel locator positioned 
as shown unless otherwise specified on bulk orders. 

SWITCH KIT (Laminated Phenolic) 


Many of the 14 and 20 position laminated switches shown on 


this page, plus special variations 
as needed, can be assembled 
quickly from the kit shown on 
an adjoining page. Designers, ser¬ 
vice engineers, laboratories, and 
industrial maintenance depart¬ 
ments will especially appreciate 
the convenience, flexibility, and 
time saved. 

ETCHED DIAL PLATES 

For SS-14 or MS-14 Series; and for 
SS-20 or MS-20 Series. Dull black 
finish —■ with raised bright metal 
numerals. 2l/^“ diameter. 

EP-13 off thru 13_$0.21 

EP-14 1 thru 14_ .21 

EP-19 off thru 19_ .21 

EP-20 1 thru 20_ .21 




Non-Shorting—^Break before make. Shorting—^Make before break. 

LAMINATED SWITCHES, SS-14 TYPE 

(14 positions; angular indexing 25^ 43') 


Model 

Positions 

Per 

Circuit 

Circuits 
Per Deck 

Decks 

or 

Gangs 

Shorting, 

Non- 

Shorting 

Boxed, 
Includ¬ 
ing Knob 

SS-14-1 

14 

1 

1 

N-S 

$1.50 

SS-14-1A* 

5t 

2 

1 

N-S 

1.55 

SS-14-1S* 

14 

1 

1 

S 

1.50 

SS-14-1CS$* 

14 

1 

1 

CS 

1.85 

SS-14-2 

14 

1 

2 

N-S 

1.80 

SS-14-2A* 

5f 

2 

2 

N-S 

1.95 

SS-14-2S* 

14 

1 

2 

S 

1.80 

SS-14.2CS$* 

14 

1 

2 

CS 

2.55 

SS-14-3 

14 

1 

3 

N-S 

2.25 

SS.14.3S* 

14 

1 

3 

S 

2.25 

SS.14.4 

14 

1 

4 

N-S 

2.90 

SS-14.6 

14 

1 

6 

N-S 

4.25 

* Standard 

items, but not regularly stocked; check 

with your 


electronic parts distributor. 
fDenotes correction in former catalogs; 5 positions include 4 
“live" and 1 “off", 

^Complete shorting — all contacts shorted except one in use. 

LAMINATED SWITCHES. SS-20 TYPE 

(20-positions; angular indexing, 18**) 


SS-20-1 

20 

1 

1 

N-S 

$1.95 

SS-20-1 A* 

6 § 

2 

1 

N-S 

2.00 

SS-20-1S* 

20 

1 

1 

S 

1.95 

SS-20-2 

20 

1 

2 

N-S 

2.40 

SS.20-2S* 

20 

1 

2 

S 

2.40 

SS-20-3 

20 

1 

3 

N-S 

3.25 

SS-20-4 

20 

1 

4 

N-S 

3.95 

SS-20-6 

20 

1 

6 

N-S 

5.60 


*Standard items, but not regularly stocked; check with your 
electronic parts distributor. 

§Denotes correction in former catalogs; 6 positions include 5 

rr-nH 1 



Radio’s Master — ISth Edition 

Page L-14 


Net 


Copyright by U. C. P., Inc. 















NEW-BUT PROVED-molded rotary selector switches 


Fully Enclosed — Single and Multi-Gang — Shorting and Non-Shorting 




* All moving contacts enclosed minimizes dirt 

and corrosion. 

* Contact lugs permanently integrated into 

switch assembly. 

• Sturdy construction with 3-post deck suspen¬ 

sion, double grip collector arms, and rectan¬ 
gular drive shaft through decks for precision 
indexing. 

• Interchangeable, electrically and mechanically, 

with J-B-T 14- and 20-position laminated 
switches, widely used by industry and Armed 
Services. 


FEATURES: 

MS- 14 -^ description of rigid 3-post construction; heavy pure MS-20-1 

silver plating to meet 100-hour salt-spray test; excep¬ 
tional compactness; .007 ohm average contact resistance; current-carrying capacity and voltage breakdown; see adjoining 
page on SS-14 and SS-20 laminated switches. Besides fully enclosing all the moving contact parts, the molded switches differ 
from the laminated construction in the design of the detent mechanism, but both types provide the positive indexing which 
quickly identifies the superior quality of J-B-T switches. 


BASIC 14-POSITION MOLDED (MS-14): 13 circuits and "off" per 
deck in 2" circle for compactness. Molded end cover regularly 
supplied on MS-14 series. IV 4 " Bar knob included with individu¬ 
ally boxed units—not on bulk orders unless specified. Collector 
arm placed directly opposite to flat of shaft, so that knob pointer 
points to live contact. Common or "off" contact lug is bent down 
for ready identification. Internal construction: double-grip collector 
arms hold contact lug on upper and lower surfaces; collector ring 
is self-wiping. One to ten decks add per deck (or gang) to 
depth; for eleven decks and over, add V 2 " to depth for double 
indexing mechanism; add to depth for adjustable stop 

mechanism. Continuous rotation type supplied unless adjustable 
stop (type MAS) is ordered or, on quantity orders, pre-set fixed 
stops are specified. Panel locator is available on quantity orders 
when specified; on MS-14-4 and MS-14-6, extra hex nut and longer 
screw are supplied for inverting supporting screw nearest com¬ 
mon, thus converting into panel locator. 

BASIC 20-POSITION MOLDED (MS-20): 19 circuits and "off" per 
deck in 211" circle for compactness. Molded end cover regularly 
supplied. 2" Bar knob included with individually boxed units— 
not on bulk orders unless specified. Collector arm placed directly 
opposite to flat of shaft, so that knob pointer points to live contact. 
Common or "off" contact lug is bent down for ready identification. 
Internal construction: double-grip collector arms and self-wiping 
collector ring are standard construction. One to seven decks: add 
/ff" per deck (or gang) to depth. Continuous rotation type sup¬ 
plied; on quantity orders, pre-set fixed stops are available. Panel 
locator available on quantity orders when specified; on MS-20-4 
and MS-20-6, extra hex nut and longer screw are supplied for in¬ 
verting supporting screw nearest common, thus converting into 
panel locator. 

MOLDED SWITCHES, MS-14 TYPE 

(14 positions; angular indexing 25° 43') 

Continuous rotation, no stops 

Non-Shorting— Break before make. Shorting —^Make before break. 

Positions Decks Shorting, Depth Boxed 

Per Circuits or Non- Behind Including 


Model 

Circuit 

Per Deck Gangs 

Shorting 

Panel 

Knob 

MS.14-1 

14 

1 

1 

N-S 

w 

$1.50 

MS.14-1S* 

14 

1 

1 

S 

w 

IVs" 

1.50 

MS-14-2 

14 

1 

2 

N-S 

1.80 

MS-14-2S* 

14 

1 

2 

S 

IVs" 

1^" 

1.80 

MS-14-3 

14 

1 

3 

N-S 

2.25 

MS-14-4 

14 

1 

4 

N-S 

13/4" 

2.90 

MS-14-6 

14 

1 

6 

N-S 

23/8" 

4.25 


* Standard items, but not regularly stocked; check with your 
electronic parts distributor. 



MOLDED SWITCHES, MS-20 TYPE 

(20 positions; angular indexing 18°) 

Continuous rotation, no stops 

Non-Shorting—^Break before make. Shorting—^Make before break. 


Positions Decks Shorting, Depth Boxed 

Per Circuits or Non- Behind Including 


Model Circuit 

Per Deck Gangs 

Shorting 

Panel 

Knob 

MS-20-1 

20 

1 

1 

N-S 

\r 

$1.95 

MS-20-1-6DT 

2 

6 

1 

N-S 

it" 

2.70 

MS-20-1S* 

20 

1 

1 

S 


1.95 

MS-20-2 

20 

1 

2 

N-S 

IVe" 

2.40 

MS-20-2-6DT 

2 

6 

2 

N-S 

ll/s" 

3.90 

MS-20-2S* 

20 

1 

2 

S 

IVs'^ 

2.40 

MS-20-3 

20 

1 

3 

N-S 

1^" 

3.25 

MS-20-4 

20 

1 

4 

N-S 

13/4" 

3.95 

MS-20-6 

20 

1 

6 

N-S 

23/8" 

5.60 


ADJUSTABLE STOP MOLDED SWITCHES. MAS-14 TYPE 

(14 positions; angular indexing 25‘’ 43') 


IMPORTANT: Enclosed adjustable stop mechanism located on 
panel side of switch increases switch length Sa" behind panel; 
decreases effective bushing length by Sa"i and shortens shaft 
extending from bushing by 


Non-Shorting —Break before make. 

Shorting- 

-Make before break. 

Positions 


Decks 

Shorting, 

Depth 

Boxed 


Per 

Circuits 

or 

Non- 

Behind 

Including 

Model < 

Circuit 

Per Deck Gangs 

Shorting 

Panel 

Knob 

MAS-14-1 

14 

1 

1 

N-S 

ir 

$1.95 

MAS-14-1S* 

14 

1 

1 

S 

ir 

1.95 

MAS-14-2 

14 

1 

2 

N-S 

13 %" 

2.25 

MAS-14-2S* 

14 

1 

2 

S 

1 ^ 5 " 

2.25 

MAS-14-3 

14 

1 

3 

N-S 

ur 

2.70 

MAS-14-4 

14 

1 

4 

N-S 

nr 

3.35 

MAS-14-6 

14 

1 

6 

N-S 

2H" 

4.70 
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LEVER ACTION SWITCHES, KITS AND SPECIAL SWITCHES 

4-Positioii Lever Switches with Standard Mounting — New 12-Circuit Double-Pole 

Positive Type, 3 or 4 position. These sturdy lever switches are adapted from the well known 
J-B-T SS-14 series rotary switches, widely specified where quality is the first consideration. Single 
deck lever models, not illustrated, now are built into tube checkers, inspection apparatus, 
communications set-ups, and hobby equipment. The new 4-position types, interchangeable except 
in slot length with the standard 3-position, make an excellent replacement wherever an extra 
circuit is needed. Mounting dimensions are given below. Holes for 4-36 screws or Vs" rivets 
can be supplied on long runs involving set-up charges. Individually boxed with 6-32 mounting 
hardware and KN-19 black knob, as shown. Spacing between single deck switches: recommended 
minimum, 9/16". Also, see list of available mounting plates. 



SS-14-1L4F.2 

Two-Deck Lever-Action Switch 

SPRING-RETURN TYPE. The 

same instrument-quality, single¬ 
deck, 3-position lever switches 
as above may be ordered with 
spring return. Lever returns to 
one end, giving momentary ac¬ 
tion on the other two positions. 
Individually boxed with 6-32 
hardware. 

SS-14-1L3-R, 3 live positions, no 
off; non-shorting .............. $0.85 


SS-14-1L3S-R, 3 live positions, no 
off; shorting .....................85 




Circuits 


Shorting 


Boxed, In¬ 


Pos. 

per 

No. of 

or Non- 

Stand Cont. 

Length of 

cluding 

Model No. 

per Circuit 

Deck 

Decks 

Shorting Locations 

Lever Slot 

Knob 

SS-14-1L3 

3 pos., no "off" 

1 

1 

N-S 

common at 12 
contacts 9, 10, 11 

15/16" 

$0.75 

SS-14-1L4 

3 pos. & "off" 

1 

1 

N-S 

common & off at 12 
contacts 9, 10, 11 

1-5/16" 

.85 

SS-14-1L4F 

4 pos., no "off" 

1 

1 

N-S 

common at 12 
contacts 8, 9, 10, 11 

1-5/16" 

.85 

SS-14-1L3S 

3 pos., no "off" 

1 

1 

S 

common at 12 
contacts 9, 10, 11 

15/16" 

.75 

SS-14-1L4S 

3 pos. & "off" 

1 

1 

S 

common & off at 12 
contacts 9, 10, 11 

1-5/16" 

.85 

SS-14-1L3A 

3 pos., no "off" 

2 

1 

N-S 

common at 9 & 10 
conts. 6, 7, 8, 12, 13, 

14 15/16" 

.90 


TWO-DECK LEVER-ACTION SWITCHES. These new 3- or 4-position, 2-deck switches cost a bit more 
than conventional types, but one look shows why they are worth it, and more! They use the 
same strong parts, 3-pole suspension, and double-grip collector; arms which feature the SS-14 
laminated phenolic rotary switches on another page and the 1-deck lever switches on this page. 
Spacing is %" between decks, the same distance as on TV twinlead wires. Excellent for centralized 
systems in radio, sound, intercommunication, or public address equipment. Convenient for con¬ 
necting 3 or 4 single channel TV antennas to one receiver. Bracket mounting holes 1%" apart. 
Recommended spacing between switches, 15/16"; minimum spacing, 13/16". Non-shorting (break 
before make), positive action, individually boxed, including KN-19 knob and 6-32 hardware. 


Circuits 

Pos. per No. of 

Model No. per Circuit Deck Decks 
SS-14-1L3-2 3 pos., no "off" 1 2 

SS-14-1L4F-2 4 pos., no "off" 1 2 


Shorting 

or Non- Stand Cont. Length of 

Shorting Locations Lever Slot 

N-S common at 12; conts. 

9, 10, 11 on decks 1 & 2 15/16" 

N-S common at 12; conts. 

8 , 9, 10, 11 on decks 1 & 2 1-5/16" 


Boxed, In¬ 
cluding 
Knob 
$1.35 

1.45 




MOUNTING PLATES 

These .035" stamped steel plates in black crackle 
finish simplify alignment of standard 3-position, 1- 
deck switches (Models SS-14-1L3, SS-14-1L3-R, 

SS-14-1L3S, SS-14-1L3S-R, and SS-14-1L3A, using 6- 
32 hardware). Separation is %" between switches; 
all plates are 2%" high. 

PL-36, 3/4" long, for one switch .;---$0.25 

PL-37, IV 2 " long, for two switches ......--35 

PL-38, 3" long, for 4 switches (Illus.) .....--40 

KNOBS 

Spare Knobs of the push-on type may be 
purchased as follows: 

KN-17, black, modern pointed design, in¬ 
cluding metal insert, shown at left (out of 

___ stock when catalog published) -$0.06 

KN-18, walnut, same as KN-19-.................—..................----05 

KN-19, black, round, flat-type, as shown at right and regu- 

larly supplied; no insert required- *05 

SWITCH KIT—14 and 20 POSITIONS 

MODEL k-I. The instrument- 
quality, laminated phenolic 
switches described on a pre¬ 
ceding page now are avail¬ 
able in kit form for quick as¬ 
sembly. This arrangement is 
especially helpful to engi¬ 
neers, experimenters, hams, 
and electronic maintenance 
departments, for special as¬ 
semblies or emergency re¬ 
quirements. The sturdy, 4- 
drawer, steel cabinet with 
48 compartments contains 15 
SS-14 index assemblies; 11 
SS-20 index assemblies; 50 
14-position decks, including 
non-shorting (break before 
make), shorting (make before 
break); A-type (2 circuits); 
CS-type (complete shorting); 
F-type (14 live positions); and 
33 20-position decks including non-shorting, shorting; A-type (2 
chcuits); and F-type (20 live positions). One simple tool for 
pushing rotors on switch shafts is supplied with each kit. A 
replacement parts list is supplied for ordering refills through dis¬ 
tributors, to keep the kit ready for instant use. 

K-1 --—------$76.00 



6-POLE or 12-POLE DOUBLE THROW 
(Molded Type) 

6DT SWITCHES. Double¬ 
throw switching, 6 circuits 
per deck, becomes easy with 
this unique rotary-type 
molded switch. ^ It is fully 
enclosed and sirfiilar in ap¬ 
pearance to the molded MS- 
20 switches described on 
another page. The illustra¬ 
tion at the right shows inter¬ 
nal construction with back 
protective cover cut away. 

Circuit arrangement is desig¬ 
nated on the metal front of 
the switch. Quality features 
include .007 ohm average 
contact resistance; heavy, 
pure-silver plating for 100-hour salt spray test; double-grip col¬ 
lector arms, and 3-post deck suspension. Available only in non¬ 
shorting (break before make). 

2Yb" maximum diameter; one-deck, 13/16" behind panel; two- 
deck, ll/s" behind panel. 

MS-20-1-6DT, 6 -pole, double throw (1-deck).:.. ...$2.70 

MS-20-2-6DT, 12-pole, double throw (2-deck)...„ ... 3.90 
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Centratab 


SWITCHES 


MINIATURE ROTARY SWITCHES 

PA-2000 SWITCHES STEATITE INSULATION 

New Small Size! 1-7/16" d. gives saving of 7/16" over standard 
switches. One piece shaft construction for accurate indexing; 
adjustable stop allows selection of positions or continuous 
rotation; meet 50 hour salt spray 
tests. Available as complete 
switches or separate assemblies. 
Same ratings as the larger 2500 
series switches plus excellent 
r.f. characteristics. Shaft 1%” 
from bushing. 



MINIATURE SWITCHES WITH 30° 

INDEXING 


Total 


Poles 

Cat. No. 


Number 

‘ Total Number 

Per Cat. No. 

Non- 

List 

Poles 

Positions Sections 

Section Shorting 

Shorting 

Price 

1 

2-12 1 

1 —PA-2000 

—PA-2001 

$2.50 

2 

2-6 1 

2 —PA-2002 

—PA-2003 

2.60 

2 

2-12 2 

1 —PA-2004 

—PA-2005 

3.75 

3 

2-5 1 

3 —PA-2006 

—PA-2007 

2.75 

3 

2-12 3 

1 —PA-2008 

—PA-2009 

5.00 

4 

2-6 2 

2 _pa-20I0 

—PA-2011 

3.90 

4 

2-12 4 

1 —PA-2012 

—PA-2013 

V 6.25 

5 

2-3 1 

5 —PA-2014 

—PA-2015 

2.85 

5 

2-12 5 

1 —PA-2016 

—PA-2017 

7.50 

6 

2 1 

6 —PA-2018 

—PA-2019 

2.85 

6 

2-5 2 

3 _pA-2020 

—PA-2021 

4.00 

6 

2-6 3 

2 —PA-2022 

—PA-2023 

5.25 

6 

2-12 6 

1 —PA-2024 

—PA-2025 

8.75 

8 

2-6 4 

2 —PA-2026 

—PA-2027 

6.50 

9 

2-5 3 

3 —PA-2028 

—PA-2029 

5.25 

10 

2-3 2 

5 —PA-2030 

—PA-2031 

4.25 

10 

2-6 5 

2 —PA-2032 

—PA-2033 

7.75 

12 

2 2 

6 —PA-2034 

—PA-2035 

4.25 

12 

2-6 6 

2 —PA-2036 

—PA-2037 

9.00 

15 

2-3 3 

5 —PA-2038 

—PA-2039 

5.75 

18 

2 3 

6 —PA-2040 

—PA-2041 

5.75 



SPECIAL 



1 

2-10 1 

1 —PA-2042 


2.50 


(1 off, 9 progressively shorting positions) 



MINIATURE SWITCHES WITH 60° 

INDEXING 


1 

2-6 1 

1 . 

—PA-2043 

2.50 

2 

2-6 2 

1 

—PA-2045 

3.75 


[V/i" spacing between sectiorfb) 



SEPARATE STEATI1 SECTIONS 

FOR 



MINIATURE 

SWITCi 30° INDEXING 


Number 

Number 

Cat. N Cat. No. 

List 

Poles 

Positions 

Shortin Non-Shorting 

Price 

1 

2-12 

—PA-l - 

PA-I 

$1.35 

2 

2-6 

—PA-2 

PA-3 

1.35 

3 

2-5 

—PA.4 - 

PA-5 

1.50 

5 

2-3 

—PA-6 - 

PA-7 

1.50 

6 

2 

—PA-8 - 

PA-9 

1.50 

1 

2-5 

—PA-10 


1.35 

(Unused contacts one side of common connected and shorted 

out) 

1 

2-11 

—PA-11 - 

■PA-18 

1.35 


(All unused contacts connected and shorted out) 


1 

2-10 

—PA-12 


1.35 


(1 off, 9 progressively shorting positions) 



60° INDEXING 



1 

2-6 

- 

■PA-17 

1.35 

SOLID SILVER CLIPS 

AND CONTACTS 30° INDEXING 

1 

2-11 

—PA-16 


2.50 

2 

2-5 

—PA-14 

___ 

2.50 

4 

2 

—PA-15 

— 

2.50 


SEPARATE INDEX ASSEMBLIES FOR 
MINIATURE SWITCH 


Suggested No. 
Sections 

Indexing 

Rear Shaft 
Length 

Cat. No. 

List 

Price 

1 or 2 

300 

2" 

—PA-300 

$1.50 

3 or 4 

300 

4” 

—PA-301 

2.00 

5 or 6 

300 

6” 

—PA-302 

2.50 

1 or 2 

600 

2” 

—PA-304 

1.50 

3 or 4 

60° 

4” 

—PA-305 

2.00 

ADJUSTABLE STOP PLATE. 


. —P-319 

.25 

INTERSECTION 

SHIELD . 


.. —P-320 

.25 



COMPLETE HARDWARE FOR MINIATURE SWITCHES 
AVAILABLE, SEE LATEST CENTRALAB CATALOG 

KIT No. 2000—MINIATURE STEATITE SWITCHES 

Kit No. 2000 of miniature switch parts is made available to 
meet the demand of commercial users and the armed forces for 
smaller units. The kit has 39 sections, 12 complete index assem¬ 
blies and extensive hardware. All metal parts will withstand a 
salt spray test of fifty hours. 

Kit No. 2000.List Price $80.00 

LEVER ACTION SWITCHES 

Coil spring and cam index design provides 
guaranteed minimum life of 150,000 switch¬ 
ing cycles. Smooth, “clean” action. Coil type 
index spring easily replaceable. Mount¬ 
ing plates available. Furnished with black 
paddle-type knob (same style knob also 
available in red and white). Shorting—make before break. Non¬ 
shorting—break before make. 


Number 

Poles 

Number 

Positions 

Type Indexing 

Cat. No. 
Shorting 

Cat. No. 
Non-Shorting 

2 

3 

Positive 

1452 

1454 

2 

3 

Spring Return 

1453 

1455 

2 

3 

Positive Spring Return 

1466 

1467 

4 

2 

Spring Return 

Positive 

1456 

1457 

4 

2 

1459 

1458 

List Price of above 

items. 

. 

.$1.25 


MOUNTING PLATES FOR LEVER SWITCHES 

TYPE A— Made of .035" die cut steel, black crackle 
finish. Eliminate alignment problems, provide %" 
spacing between switches. Available for 1 to 5 
switch mounting. Height of all plates Is 2%". 
TYPE B —Specially furnished for mounting lever 
switches in electrical outlet boxes. Chrome plated 
wall plates will fit all standard boxes with mount¬ 
ing holes 3-5/16" between centers. Ideal for P.A. 
or Intercom installations. 


MOUNTING PLATE—^Type A 

WALL PLATE—Type B 

No. 



List 

No. 

List 

Switches 

Length 

Cat. No. 

Price 

Switches Cat. No. 

Price 

2 

W‘ 

l'/2" 

P-1755 

P-1756 

$0.35 

.40 

2 P-221 

1 P-222 

$0.75 

.60 

3 

2'/4" 

3“ 

P-1757 

.50 

4 

P-1758 

.60 

Size: 2%" x 4'/2" overall. 

5 

33 / 4 " 

P-1759 

.75 

1 3^" spacing between 

switches. 


DUAL SPEAKER SWITCH MOUNTING KIT 

Kit No. PK-300—Contains complete assembly for switching be¬ 
tween dual speakers such as auto rear seat and front seat 
speakers including etched dial-mounting plate and complete 
installation instructions. 

Contents: 

1 Cat. No. 1484 Dual speaker switch 
1 Cat. No. P-216 Mounting bracket and dial 

1 Cat. No. P-197 White split knurl pointer knob 

2 Self tapping sheet metal mounting screws 

Kit No. P-300.List Price $1.50 
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SWITCHES (Conrdi 


ROTARY SELECTOR SWITCHES 

1400 SERIES PHENOLIC INSULATION 

Series 1400 offers compact de¬ 
sign and quality construction. 
Laminated phenolic insulation. 
Mounting Bushings %" x 32 thd. 
X 3/3" long. Shafts from 

end of bushing. Positive 30° 
index with adjustable stop. Revisions or additions can easily 
be made due to availability of all parts separately (see listings 
under hardware switch sections). Packaged with mtg. nut, lock- 
washer, 1 black bar knob. Shorting—make before break. 
Non-shorting—break before make. 




Total 

No. of 

Total 

Poles per Cat. No. 

Cat. No. 

List 

Poles 

Positions 

Sections 

Section 

Shorting 

Non-Shorting 

Price 

1 

2 to 6 

1 

1 

1400 

1401 

$1.25 

1 

2 to 11 

1 

1 

1402 

1403 

1.50 

2 

2 to 5 

1 

2 

1404 

1405 

1.50 

3 

2 to 3 

1 

3 

1406 

1407 

1.75 

4 

2 only 

1 

4 

1408 

1409 

1.75 

2 

2 to 6 

2 

1 

1410 

1411 

2.00 

2 

2 to 11 

2 

1 

1412 

1413 

2.25 

4 

2 to 5 

2 

2 

1414 

1415 

2.50 

6 

2 to 3 

2 

3 

1416 

1417 

2.75 

8 

2 only 

2 

4 

1418 

1419 

2.75 

3 

2 to 6 

3 

1 

1420 

1421 

2.75 

3 

2 to 11 

3 

1 

1222 

1423 

3.00 

6 

2 to 5 

3 

2 

1424 

1425 

3.25 

4 

2 to 6 

4 

1 

1426 

1427 

3.50 

4 

2 to 11 

4 

1 

1428 

1429 

3.75 

8 

2 to 5 

4 

2 

1430 

1431 

4.50 


PHENOLIC SECTIONS ONLY — 1400 SERIES 

.064" Rotor Slot. 

Use with above switches or P-121, 122, 123 Index. 

Cat, No. Cat, No. List 

Poles Positions Shorting Non-Shorting Price 

1 2 to 6 A H $0.50 

1 2 to 11 B J .75 

2 2 to 5 C K .75 

3 2 to 3 D L 1.00 

4 2 only E M .1.00 

4 2 to 3 EE — 1.50 

1 2 to 5 F — .75 

(On F section unused contacts on one side of 
common connected and shorted out.) 

1 2 to 10 G — 1.00 

(On G section all unused contacts connected and shorted out.) 

Each 

N and P Special—Combine for resistance decade switch.$0.75 

Q—Special for capacitance decade switch.75 

P-1 Special—10 pos. progressively shorting out 9 positions 1.00 
(See listing of “Deluxe” sections — DD rotor slot—Page R-30) 

UNIVERSAL FLAT AND P.A. TYPE SWITCHES 

1450 “ECONO-SWITCH”®—A 4 pole, 2 posi- 
economically designed switch which re- 

_X -"Tt quires only %" depth behind panel. Can be 

used as SPST and up to 4 pole, 2 position. 
Positive, non-shorting, leaf type index. 

List Price .$1.00 

1451 “PERMA-SWITCH”®—The famous Centralab long life coil 
spring switch with a minimum of 150,000 cycles. Similar in style 
to the 1450 switch, 4 pole 2 position. Designed for hard life 
and long use in test equipment and intercom use. Coil spring 
can be replaced without removing switch. Non-shorting, spring 

return index. List Price.$1.75 

1448-1449 “ALL PURPOSE”—Intercom switches. Six pole three 
position, will fit practically every intercom application in use. 

t Both units have replaceable coil spring index¬ 
ing assuring 50,000 cycles minimum. 

- Cat. No. List Price 

1448 Spring ret. both sides.$2.25 

1449 Spring ret. one side... 2.25 


ROTARY SELECTOR SWITCHES 

2500 SERIES — STEATITE INSULATION 

2500 Series Switches have highest qual- 
*fy (grade L-5) Steatite insulation, meet 
critical requirem^ents of r.f. circuit appli- 
cations. Bushing %" x 32 thd. x %" long. 
Shaft 1 Positive 30° Ind^ax with ad¬ 
justable stop. Separate parts also available. Packaged with Mtg. 
nut, lockwasher and 1%'' black bar knob. Shorting—make be¬ 
fore break. Non-Shorting—break before make. 


Total 

No. of 

Total 

Poles per Cat. No. 

Cat. No. 

List 

Poles 

Positions 

Sections 

Section 

Shorting 

Non-Shorting 

Price 

1 

2 to 6 

1 

1 

2500 

2501 

$2.25 

1 

2 to 11 

1 

1 

2502 

2503 

2.25 

2 

2 to 5 

1 

2 

2504 

2505 

2.25 

3 

2 to 3 

1 

3 

2506 

2507 

2.25 

2 

2 to 6 

2 

1 

2510 

2511 

3.50 

2 

2 to 11 

2 

1 

2512 

2513 

3.50 

4 

2 to 5 

2 

2 

2514 

2515 

3.50 

6 

2 to 3 

2 

3 

2516 

2517 

3.50 

3 

2 to 6 

3 

1 

2520 

2521 

5.00 

3 

2 to 11 

3 

1 

2522 

2523 

5.00 

6 

2 to 5 

3 

2 

2524 

2525 

5.00 


STEATITE SECTIONS ONLY FOR 2500 SERIES 

Standard: .064" Rotor Slot. Use with above switches or P-121, 
122, 123 Index. 


Number Number Standard Standard 

Pol®s Positions Shorting Non-Shorting 

1 2 to 6 T X 

1 2 to 11 U Y 

2 2 to 5 R RR 

3 2 to 3 S SS 

4 2 V Z 

1 2 to 10 GG ' — 

(All unused contacts connected and shorted out) 

1 2 to 10 —PIS — 

(1 off—9 progressively shorting positions) 

23 POSITION SELECTOR SWITCH 

1443 “23 CLIPPER”®—Single pole, 23 
positions, shorting type contacts. High 
quality “W" type construction requires 
only 1" behind the panel. Double wiping 
silver plated contacts mean low loss. In- 
elude dial plate. 

List Price .$3.25 

STEATITE HAM-TYPE SWITCHES 

« 90° Indexing Ham Switches will 
Q handle 15 watts and can be oper- 

—-j, ated with tubes up to 1000 volts 

' and inputs up to 150 watts. Extra 
^ heavy steatite sections and spacers 

assure high breakdown point. 
Heavily silver plated contacts. Non-shorting type switching. 


Number 

Positions 


Standard 

Shorting 


Poles 

Per Total 


Sec. Positions Cat. No. 


Separate Sections 
I pole, 2 to 4 positions, 
non-shorting type with 4 
fibre washers. 

Cat. No. XX...List $1.25 

Separate Index 
Assemblies 

For No. List 

Section Cat. No. Price 
I or 2 P-170 $1.25 

3 or 4 P-171 1.75 

5 or 6 P-172 2.25 
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SWITCHES fCont’dt 

SMALL GENERAL PURPOSE SWITCHES SECTIOI 

TYPE 1460—Single pole, 2 position, shorting con- SHORTIN* 

tacts, positive index. Can be used as SPST or SPOT. « • • 

For phono-radio, tone or sensitivity control. I®* ^KV-8*°’ 

List Price $0.75 3 2-5 KV-9 


SECTIONS ONLY FOR JV-9000 SERIES 
SHORTING I NON-SHORTING 


No. 

Poles Positions Cat. No. 
I 2-17 KVN-8 

3 2-5 KVN-9 



TYPE 1461—Single pole, 3 position, shorting contacts, positive 
index. Useful in miniature and band change, step 
type tone or sensitivity control, P.A. channel selector 
switch. List Price $0.75 


TYPE 1462—-Double pole, 2 position, shorting con¬ 
tacts, positive index. Can be used as SPST, SPDT, 
DPST, DPDT—for meter reversing, P.A. channel, or 
switching both lines on phono-radio. List Price $0.75 


TYPE 1463—Single pole, 2 position, non-shorting contacts, 
spring return index. Same size as Type 1460. Useful 
for meter reversing or momentary intercom talk 
switch. Non-shorting. List Price $0,75 

TYPE 1464—Double pole, 2 position, non-shorting ^ 

contacts, spring return index. Same physical size as 
Type 1462. Can also be used as SPST, SPDT or DPST. 

Used as meter switch and momentary line or remote 
speaker return on intercoms. List Price $1.00 

TYPE 1465—Single pole, 4 position, shorting, positive index, 
with SPST AC line switch attached. The selector 
switch has 3 active positions and “off." The line 
switch operates between “off" and first active selec- 
tor position. Line switch is Underwriters’ approved 
for 3 amperes at 125 volts, 1 ampere at 250 volts A.C. Type 
1465 is a replacement for “on-off" step tone control switches 
used in many AM and FM receivers. Shaft is 21 / 2 " long from end 
of bushing. List Price $1.25 


TYPE 1472—2 pole, 3 position, non-shorting con¬ 
tacts, positive index. An economical change switch 
for AM, FM, phono selector to amplifier in custom 
installations. List Price $1.00 

TYPE 1473—Same as 1472 except shorting contacts. 

List Price $1.00 


TYPE 1483—Single pole, 3 position, shorting contacts, positive 
index. For use with dual or auxiliary rear seat auto 
radio speakers. Permits operation of either speaker 
separately or both simultaneously. List Price $0.75 

TYPE 1484—Single pole, 3 position remote speaker switch. Same 
as Cat. No. 1483 except with bushing and 7/16" split knurl 
shaft. 15/16" White split knurl pointer knob. Cat. No. P-197, 
is furnished. List Price $0.75 

MEDIUM DUTY ROTARY ROWER SWITCHES 



If-lli 


STEATITE—750 Watts at 115 Volts A.C. 

An accurate, long-life unit for transmitter, power 
supply, and specialized application. Has posi¬ 
tive, non-stall 20° indexing, double wiping solid 
silver contacts. Mounting bushing %"-32 thd. x 
%" long. 27 j" between locating rods. With ad¬ 
justable stop and dial plate. 



INDEX ASSEMBLY ONLY FOR JY-9000 SERIES 

Includes shaft, tie rods, spacers, nuts and lockwashers, adjustable stop 
pin, 2" black bar knob and dial plate. 

Cat. No. KV-7....List Price $6.00 

Dial Plates—2%" Diameter—20° Markings 
P-230 Marked 1 to 5 List Price $0.30 

P-231 Marked I to 17 List Price $0.30 

ROTARY SWITCH KITS 

1500 SWITCH KIT 

A four drawer cabinet containing an adequate 
5 ^ . supply of sections and indexes listed on this 

P^ge to custom build two 4 section switches, 
two 3 section, six I section, one 2 section con- 

___— denser decade, and one I section resistor decade 

' switch. For labs, engineers, hams, and experi- 
^ menters needing specialized switching arrange- 

ments. Cabinets can be replenished with stock 
parts. List Price $50.00 

414 DELUXE SWITCH KIT — PHENOLIC 

An extra large assortment of switch _ _ 

hardware and sections to make the — 
widest possible assortment of phenolic 
switches to your needs. Contains 111 
sections including 34 of the special 
"DD" deluxe sections listed below, 31 
Index assemblies, 25 doz. spacers, 5 
doz. shafts, 8 doz. tie rods, 40 dial 
plates, and complete hardware. Espe¬ 
cially suited to large users of special¬ 
ized switches. All kit parts may be 
purchased for refill from stock listings. 

List Price $175.00 

419 DELUXE SWITCH KIT — STEATITE 

Simijar to the 414 Kit, but all sections are made of Centralab's high 
quality grade L-5 steatite ceramic, long regarded as "the best." 
Contains standard and special deluxe sections below. Has 81 sections, 
31 Index Assemblies, 26 doz. spacers, 35 knobs, 30 dial plates and 
assorted hardware. This is Centralab's finest switch kit. 

List Price $185.00 

"DD" DELUXE SWITCH PARTS 

“Double-D" describes CRL’s extra heavy (W' thick) rotor shaft switch 
and the corresponding hole in the section rotor. Also, deluxe switches 
have one-piece, positive indexing shaft and index assembly. 

DELUXE SECTIONS 

PHENOLIC STEATITE 

Cat. No. 

No. Posi- Cat. No. Non- List „ . „ . . Cat. No. 

Poles tions Shorting Shorting Price Cat. No. Non- List 

1 6 AD HD $0.50 tions Shorting Shorting Price 

2 ^5 CD KD 75 1 6 TD XD $1.35 

I ? DD LD I’nn ^ yd 1.35 

4 2 ED MD inn 2 5 RD RRD 1.35 

4 \ FED ^?n 3 3 SD SSD 1.35 

f ^ — 1-50 4 2 VD ZD 1.35 

^ r\J — ./p -1 -in nrn ___ 1 ■X5 

Unused contacts shorted out 
1 side of common 

,1 10 GD — 1.00 ^ * 

All unused contacts shorted out unused contacts shorted out. 

Combine for NSD-PSD Combine for resistance 

resistance ND . . , 

Decade PD — .75 1-35 

For capacitance QSD For capacitance decade 1.35 

decade QD — .75 i -in PISD _ 1 '’JS 

1 10 PID — 1.00 ^ 

#1 off, 9 progressively shorting. #1 off, 9 progressively shorting. 

DELUXE INDEX ASSEMBLIES 


All unused contacts shorted out. 
NSD-PSD Combine for resistance 
decade 1.35 

QSD For capacitance decade 1.35 
1 10 PISD — 1.35 

#1 off, 9 progressively shorting. 


Total 

Number 

Total 

Cat. No. 

Cat, No. 

List 

Includes all hardware to use 

with separate sections listed above. 

Poles 

Positions 

Sections 

Shorting 

Non-Shorting 

Price 

For No. 


1 

2-17 

1 

JV-9000 

JV-9001 

$12.00 

Rotor Shaft Length Sections 

Cat. No. List Price 

3 

2-5 

1 

JV‘9002 

JV-9003 

12.00 

2" 1-3 

P-270 $1.25 

2 

2-17 

2 

JV-9004 

JV-9005 

21.00 

4" 4-66 

P-271 1.75 

6 

2-5 

2 

JV-9006 

JV-9007 

21.00 

8" 7-9 

P-272 2.25 

3 

2-17 

3 

JV-9008 

JV-9009 

30.00 



9 

2-5 

3 

JV-9010 

JV-90II 

30.00 

1 

1 

4 

2-17 

4 

JV-9012 

JV-9013 

39.00 

FOR OTHER SWITCH HARDWARE AND ACCESSORIES, 

12 

5 

2-5 

2-17 

4 

5 

JV-9014 

JV-9016 

JV-9015 

JV-9017 

39.00 

48.00 

see the latest complete 

Centraiab catalog available at 

15 

2-5 

5 

JV-9018 

JV-9019 

48.00 

your distributor. 


6 

2-17 

6 

JV-9020 

JV-9021 

57.00 
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SWITCHES • ATTENUATORS • POTENTIOMETERS 


New PRECISION INSTRUMENT SWITCH 

1 TYPE 2A 

SPECIFICATIONS: 

;i Contact res.: 1-2 milliohms. 

I Contact material: Silver Al- 

; loy- 

1 Contact design: Wiping, 
shorting and non-shorting. 
No. of contacts: 2-21 per 
deck single pole, 2-5 four 
: pole. 

^ . ___Spacing: 15° sh., 30° non-sh. 

No. of poles per deck: One to four. 

No. of decks: As desired. Life: 20,000 eye. min. 

Curr. carr. cap.: 3 Amp. 

Max. oper. voltage: 120V (Will stand 2,000V between contacts 
and to ground.) 

Insul. material: Low loss bakelite. 

Insul. res.: 10,000 megohms to ground. 

Mounting: Single hole %"-32 bushing, std. length for up to 
1/4" pnl. Special lengths to order. Size: 1%" dia. 

Detent: Ball and spring. 





TYPE 700 

ATTENUATORS 

“T”-PADS 



Type 

Impedance 

No. of Steps 

Db Per Step 

TA-731.5 

600/600 

30 

1.5 

TA-731 

600/600 

30 

1 

TA-722 

600/600 

20 

2 

TB.731.5 

500/500 

30 

1.5 

TB-722 

500/500 

20 

2 

TC-731.5 

250/250 

30 

1.5 

TC-722 

250/250 

20 

2 

TD-731.5 

200/200 

30 

1.^ 

TD-722 

200/200 

20 

2 

TE-731.5 

50/50 

80 

1.5 

TE-722 

50/50 

20 

2 

TF-731.5 

30/80 

30 

1.5 

TF-722 

30/30 

20 

2 


TYPE 1250 R.F. SWITCHES 

This switch represents a new design necessitated by the in¬ 
creasing demands for switches capable of withstanding higher 
voltages and heavier currents. 



SPECIFICATIONS: 

Size: Each panel 4^*' x 4^4". For depth, see table. 

Insulation: Mykroy insulation good for at least 25,000V to 
ground, 12,500V between contacts. 

Contacts: Phosphor bronze with silver plated collector ring. 

Spacing: 36° std. unit has 6 position on 180°, special units 
to order. 

Shaft: Mykroy sections with flanges so decks can be added or 
taken off to suit. Stainless steel shaft %" dia. on both ends, 
can be furnished with 4" hand wheel. 

Current Carrying Capacity: 50 Amps. max. for steady load, 
no load switching. 

Bearing: Ball bearings at both ends. 

Detent: Ball and gear detent for positive location on contacts. 

Mounting Holes: For No. 10-82 screws on 3%" centers. 

Weight: Single pole unit— 4 pounds; add approximately 1 lb. 
for each additional deck. 


New MINIATURE TAP SWITCH (2B) 


j The Type 2B miniature rotary tap 
I switch is a development widely 
:j used in military and other equip- 
3 ment where space is at a premium. 



Price Upon Request 



SPECIFICATIONS: 

Diameter 1" max., up to 12 pos. shorting, 6 pos. non-shorting. 
Silver contacts, wiping rotors, 30° spacing single hole mounting, 
low loss insulation, 3A, 120V. AC. 


TECH LABORATORIES INC. 

PALISADES PARK 
N E W J E R S E Y 


WRITE FOR NEW BULLETINS 

on Gain Sets • Decade Resistors 
Potentiometers • Viscosity Meters 
Micro-Volters etc. 
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SPLICING BLOCKS* PRECISION AND 
VERTICAL ATTENUATORS 


VERTICAL ATTENUATORS 

Precision designed and 
manufactured to perform 
satisfactoril,y in every 
conceivable type of sound 
equipment, from the most 
elaborate broadcasting 
station to the simplest 
P.A. installation. Easily 
operated, completely 
shielded and dustproof. 
Narrow construction per¬ 
mits as many as seven 
mixers in one row on a 
standard 19" rack. 

SPECIFrCATIONS: 

Noise Level: 13 0-140 db. below zero level. 

Range: Standard units are furnished with 20 steps at 2 db, 

and inf. loss (off) on last contact.22 contacts. 

Circuit: Ladder “T’* or potentiometer is standard, other cir¬ 
cuits can be furnished to order. 

Impedance: Standard values 30, 50, 150, 200, 250, 500 and 
600 ohms for ladders, and 250,000 ohms for potentiometers. 
Pilot Light Sv/itch: Normally closed, open in off. position, 
S.P.S.T. 

Size: 2V8"* x 5Vs", depth 4%". 

*(T-Pads are 2%" wide.) 

Insertion Loss: 2 to 5 db. depending on circuit. 

Mounting: Two 6-32 screws in center line 4|f" c. to c. Cut 
hole in panel 2^^" x 4i/2'^ 

Dial: Linear, etched, easily read. 

Contact Arms: Multiple laminated—wiping action. 

Shielding: Electrostatic shield, dust proof. 

Frequency Response: Flat to 50 kilocycles. 


EDITALL TAPE SPLICING BLOCK 



A new exclusively designed tape splicing block that can be 
used in conjunction with any tape recorder using standard tape. 
Splices can be easily and quickly made with a minimum of 
time and effort. Made of lifetime Duraluminum with no clips 
or mechanical parts to go out of order. Can be used as a 
separate unit or mounted as part of the tape recorder itself. 
Approximate overall dimensions—6I/2" long x 1" wide x %" 
high. Furnished with drilled and countersunk holes for easy 
mounting. 


TYPE 850 PRECISION ATTENUATOR 

With the increased demand for precision in laboratory measure¬ 
ment of volume levels, transmission losses, gains of amplifiers, 
etc., the older methods and standards have become obsolete. 
The present units are a complete redesign of our older precision 
attenuators and will serve as laboratory standards. These pre¬ 
cision units are now furnished with jack terminals and are 
completely shielded. They are flat for all frequencies in the 
audio range and reasonably flat to 200 kc. up to 70 db. 
They are furnished with either rack or box mounting in gray 
finish. 



SPECtFICATIONS: 

Mounting: Type 850-AT and 850-AH, standard rack panels, 
3II" x 19" X %". Type 850-B furnished with dust cover. 

Switches: Multiple leaf, silver alloy blades with silver contacts. 
Ball type detent. 

Terminals: Telephone type jacks are used for input and output 
connections. Solder terminals are provided on rear panels 
for permanent connections. Insertion of plugs into twin-jacks 
lifts rear terminal connections. 

Type of Resistors; All resistors are non-inductively wound. 
Negligible phase angle. 

Accuracy of Resistors: All windings are adjusted to within 
0.1% of the calculated value except on very low resistance 
values which are adjusted to within 0.25%. 

Frequency Characteristics: For “T” configuration, the fre¬ 
quency error is negligible up to 80 db. loss, below 50 kilo¬ 
cycles. Balanced “H” configuration should be used where 
measurements above 50 kilocycles are necessary. 


NEW TYPE 850 PRECISION ATTENUATORS 


Type 

Mounting 

Circuit 

Range 

Db/Step 

Size 

Rack Panel 

850-AT 

Rack 

“T” 

111 db. 

0.1 

3y2"xl9"Std. 

S50-AH 

Rack 

Bal. ‘‘H” 

Ill db. 

0.1 

3y2"xl9" Std. 

850-BT 

Box 

“T” 

93 db. 

0.1 

9 %" 

850-BH 

Box 

Bal. “H” 

93 db. 

0.1 

9%"x4"x4%" 

850-CT 

Box 

“T” 

Ill db. 

0.1 

12%"x4"x4%" 

850-CH 

Box 

Bal, ‘‘H” 

Ill db. 

0.1 

12 94"x4"x4%" 



TECH LABORATORIES INC. 

PALISADES PARK • NEW JERSEY 
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These Cutler-Hammer switches are of the one-hole mountedJype, designed for convenient installation on panels, housings 
and pther flat surfaces of machines and appliances. Experienced Cutler-Hammer engineers working closely with the ele- 
tronics and appliance manufacturers — have developed these devices to meet the requirements of every type of apparatus 
and every class of service. 

One Hole Mounting — Commercial Applications 


KEYWay 
'071 Wide P 
038 DEEP 22 



Cot. No. 7320 (D.P..S.T.) 
Standard Duty 


-035" DEEP X .068“ WIDE 
KEYWAY 


^-32 THREAD! 



H OIA. HOLES 


Cat. No. 7503 (S.P. D.T.) 
Standard Duty 


.035" DEEP X 068" WIDE 
KEYWAY 


g-32 THREADS 



Cat. No. 7563 (D.P. D.T.) 
Standard Duty 


tj * ,068 X 035 

32 DIAM.-32 THDS, DEEP KEYWAY 



I 

.090-.085 DIAM. HOLE 

Cat. No. 8280 (S.P. S.T.) 
Light Duty 




.068 X .035 
t>ElP KEY WAY 


!5 DIAM. 

32 32 THDS. 


^t>IAK-32TH0s.C 




Cat. No. 8363 (D.P. D.T.) 
Light Duty 




Single Pole Double Pole 

Three Pole 

Four 

Pole 

Ter- 

A-c Only 

S.T. D.T. S.T. D.T. 

S.T. 

D.T. 

S.T. 

a] 

1 

3 A. 125 V. 

8098 




L 



8098 7141 




S 



7140t 




S 


10 A. 230 V. 

7500 7504 7560 7564 

7610 

7614 


S 


and 

7501 7505 7561 7565 

7611 

7615 i 


L 


15 A. 125 V. 

7503 t 7563 t 


7613t 


L 



7502 t 7562 t 


7612 t 


S 



7506 7566 



7697 

L 

1 


7506 7566 

7616 


7696 

S 

1 


7507 7567 




L 

2 


7507 7567 




S 

2 

10 A. 23b V. 

75081 75681 




L 

3 


75081 75681 


76171 


S 

3 


7509 t 7569 t 




L 

4 


7509 t 7569 t 




S 

4 


7510 7570 




L 

5 


7510 7570 


7618 


S 

5 



*5-40x12 

BiNaHD.SCR. 


Cat. No. 8396 (S.P. S.T.) 
Light Duty 



Single Pole 

Double Pole 


A-c and D-c 

S.T. 

D.T. 

S.T. 

D.T. 

al 

1 A. 250 V. 


8282 



Lugs 



8297 



Screw 



8292 



Wire 

3 A. 250 V. 

8280 


8360 

8363 

Lugs 


8290 


8361 

8364 

Wire 


8295 


8362 

8365 

Screw 

3 A. 250 V. 

8381 


8370 

8373 

Lugs 

and 

8391 


8371 

8374 

Wire 

6 A. 125 V. 

8396 


8372 

8375 

Screw 

6 A. 250 V. 






and 

7321 

7328 

7320 

8680 

Screw 

12 A. 125 V. 






10 A. 250 V. 






and 

7361 


7360 

8690 

Screw 

15 A. 125 V. 







Standard bushing lengths — 11/32" and 15/32" 
S — Screw Terminal L — Solder Lug. 

Center Off, 1 — Normally open, 2—Normally 
maily closed. 


Standard bushing lengths 1/4", 11/32" and 15/32" 
closed, 3—Momentary one side, 4—Momentary both sides, 5—One side normally open, other, nor- 


CUTL6R'I-IAMMER 


^J25J33^ISSSla| 


CUTLER-HAMMER, Inc. 

1465 W. St. Paul Ave., Milwaukee 1, Wis. 


CUTLGR'HAMMER 
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... ^ Electronics, Radio, Small Motors 


These switches are designed to meet the exacting requirements of communication and power apparatus for all branches 
of the government. The single pole and double pole switches are approved under specification JAN-S-23 and the four 
pole switches are designed to meet the same rigid requirements. Standard bushing length — 15/32". 


.035" DEEP X .068 WIDE 
KEYWAY 


; OIA. HOLE 






? OIA. HOLE 


Cat*. No. 8821 

(D.P., D.T. — Solder Terminal) 


One Hole Mounting 
Aircraft Type Applications 


Cat. No. 7663 

(4 Pole D.T. — with Solder Lug) 


Cat. No. 8800 

(S.P., D.T. — with Screw Terminals) 



•>6-32X ii LG. 
ROUND HEAD SCREWS 


SINGLE POLE 


Single Pole 

Ter¬ 

min¬ 

al 

Single Pole 

Ter¬ 

min¬ 

al 

Lever 

Position 

ST No. 

Cat. No, 

ST No. 

Cat. No. 

40A 

8801 K7 

S 

42A 

8803K6 

L 

On 

None Off 

40B 

8813K6 

S 

42B 

8819K5 

L 

On 

None Off^ 

40C 

8811K6 

S . 

42C 

8817K5 

L 

Off 

None On^ 

40D 

8810K6 

S 

42D 

8816K5 

L 

On 

None On 

40E 

8800K7 

s 

42E 

8802K6 

L 

On 

Off On 

40F 

8804K8 

s 

42F 

8805K5 

L 

On 

None On^ 

40G 

8812K7 

s 

42G 

8818K5 

L 

On ★Off On^ 

40H 

8809K7 

s 

42H 

8815K6 

L 

On 

Off On^ 


DOUBLE POLE 


Double Pole 

Ter¬ 

min¬ 

al 

Double Pole 

Ter¬ 

min¬ 

al 

Lever 

Position 

ST No. 

Cat. No. 

ST No. 

Cat. No. 

50K 

8822K5 

S 

52K 

8823K5 

L 

On 

None Off 

50L 

8828K5 

S 

52L 

8829K5 

L 

On 

None Off^ 

50M 

8826K5 

S 

52M 

8827K5 

L 

Off 

None On^ 

50N 

8824K5 

S 

52N 

8825K5 

L 

On 

None On 

50P 

8820K5 

S 

52P 

8821K5 

L 

On 

Off On 

50R 

8830K5 

S 

52R 

8831K5 

L 

On 

None On^ 

50S 

8834K1 

S 

52S 

8835K3 

L 

On ★Off On^ 

50T 

8832K1 

S 

52T 

8833K3 

L 

On 

Off On^l 


FOUR POLE 


Four Pole 

Ter¬ 

min¬ 

al 

Lever 

Position 

Cat, No. 

7660K7 

S 

On None Off 

7661K5 

L 

On None Off 

7662K4 

S 

On Off On 

7663K4 

L 

On Off On 

7664K2 

S 

On None On 

7665K3 

L 

On None On 

7666K5 

S 

Off None On^ 

7667K5 

L 

Off None On^ 

7668K3 

S 

On None Off^ 

7669K3 

L 

On None Off^ 

7670K3 

S 

On Off On^ 

7671K3 

L 

On Off On^ 

7672K3 

S 

On ★Off On^ 

7673K3 

L 

On ★Off Op^ 

7674K3 

S 

On None On^ 

7675K3 

L 

On None On^ 


★Momentary contact 


S — Screw terminal 


L — Solder lug 


The switches shown on these pages constitute only a partial listing of standard type Cutler-Hammer switches available. 
Additional data on other standard and special types may be obtained from your Cutler-Hammer electrical distributor or 
your nearest Cutler-Hammer sales office. 


SALES 

ATLANTA, GA.714 Spring St., N.W. 

BALTIMORE 1 8, MD.1115 E. 30th St. 

BOSTON 15, MASS.784 Commonwealth Ave. 

BUFFALO 3, N. Y.295 Main St. 

CHARLOTTE 2, N. C.237 Tryon St. 

CHICAGO 6, ILL.400 W. Madison St. 

QNCINNATI 2, OHIO.804 Plum St. 

CLEVELAND 3, OHIO.2010 E. 46th St. 

COLUMBUS 9, OHIO.2700 E. Main St. 

DALLAS 2, TEXAS.1331 Dragon St. 

DAVENPORT^ IOWA.220 Main St. 

DAYTON 2, OHIO..410 W. First St. 

DENVER 2, COLO.1031 15th St. 

DETROIT 3, MICH....15427 Woodrow Wilson Ave. 

FRESNO, CALIF.2946 Michigan Ave. 

GRAND RAPIDS 2, MICH.407 Bldg. & Loan Bldg. 

HOUSTON 3, TEXAS.1605 Jefferson St. 

INDIANAPOLIS 5, IND.644 E. Maple Road 

LOS ANGELES 31, CALIF.1795 Pasadena Ave. 

MIDLAND, TEXAS.508 N. Main St. 

MILWAUKEE 3, WIS.536 W. Wisconsin Ave. 


OFFICES 

MINNEAPOLIS 15, MINN.. 

NEWARK 2, N. j. 

NEW ORLEANS 12, LA. 

NEW YORK 1 8, N. Y. 

OMAHA, NEBR. 

PHILADELPHIA 7, PENNA. 

PITTSBURGH 22, PA. 

PORTLAND 4, ORE. 

ROCKFORD, ILL. 

SACRAMENTO 20, CALIF.. 

SAGINAW, MICH. 

SALT LAKE CITY 1,UTAH. 

ST. LOUIS 3, MO. 

SAN FRANCISCO 7, CALIF. 

SEATTLE 4, WASH. 

SOUTH BEND 5, IND. 

SYRACUSE 2, N. Y.. 

TAMPA, FLA. 

TULSA 3, OKLA. 

WASHINGTON 5, D. C. 

YOUNGSTOWN 3, OHIO. 


.523 S. 7th St. 

.155 Washington St. 

.833 Howard Ave. 

.a w. 40 th St. 

.320 W. O. W. Bldg. 

.112 N. 12th St. 

.. .355 5th Ave. 

.208 S. W. Stark St. 

.1404 N. Main St. 

.4840 Cabrillo Way 

.107 N. Franklin St. 

.1 65 S. First West 

.. .1914 Washington Aye. 

.2130 3rd St. 

.619 8th Ave., $o. 

.108 N. Main St. 

.109 S. Warren St. 

.........P. O. Box 2714 

.315 So. Boulder St. 

.... 1109 Investment Bldg. 
..25 E. Boardman St. 
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CHICAGO 22, ILLINOIS 


PHONE JACKS • PHONE PLUGS 
SWITCHES: Push-Button . . . 
Rotary and Lever Action . . . 



The "LIttel-Jax” (A), features notched insulating washers mechanically 
interlocking springs and lugs; “V-bend” in tip spring firmly “holds" 
mating Plug; minimum spcce requirements, economical. Mounts in 
single dia. hole, panels up to ^^^ 2 " thick. 

No. C-11 (JJ-034) and C-12A (JJ-089) mate with No. 440 (PJ-055B) 
Plug; C-12B (JJ-033), S-12B and S-13B mate with No. 480 (JAN PJ-068 
or W.E. No. 309) Plug. No. C-11 and C-12B have locating pins (non¬ 
turn devices). No. S-11 similar to No. 11 except .210" I.D. sleeve to mate 
with S-250 and S-280 Plugs. C-11 (JJ-034), C-12B (JJ-033) and C-12A 
(JJ-089) per JAN-J-641. 

The short frame type Jack “SF-JAX” (B), requires minimum panel 
depth, mounts in single dia. hole, panels up to thick. 

The long frame type Jack “LF-JAX” (C), requires minimum panel space, 
3" deep, mounts in single dia. hole, panels up to M' thick. 


The “Littel-Plug" (A), radically new, fitting standard Jacks; solder lug 
type features clamp terminal .serving as a cable clamp and termirial— 
perfect for metal braid cable. Screw type terminals—no clamp. Tenite or 
Metal handles are IH" L., H'dia. Exterior metal parts bright nickel PI. 


“LITTEL-JAX" 


No.’s S-250 and S-280 have a .206 dia. sleeve; mates with S-l 1 and S-128 
Jacks. No.’s 180 and 288 have wide insulator between sleeve and tip—■ 
makes it possible to use a 2-conductor Plug in a 3-conductor Jack. 


Part 

U. S.A. 

Part 

U. S.A. 

Part 

U.S.A. 

Schematic No. 

No. 

List Price 

No. 

List Price 

No. 

List Price 

(See below) 

11 

$0.40 






C-11 

$0.60 






S-11 

$0.45 

21 

^ $0.55 

31 

$0.65 

1 



22 

$0.70 

32 

$0.85 

il 

12A 

$0.45 


[ 




C-12A 

$0.75 

22A 

$0.70 

32A 

$0.85 

III 

12B 

$0.55 






C-12B 

$0.70 






S-12B 

$0.65 

22B 

$0.70 

32B 

$0.85 

IV 


The Standard Plugs (B), conventional design, available both black Bake- 
lite or m'jtal handles 2Vi6"L. x 'Vfe* O.D., except No. 90 and No. 160 have 
metal handles 1" long. Exterior metal parts bright nickel PI. 


The “Lug Plug" (C), low-cost two conductor, solder lug term. Exterior 
metal parts bright Nickel PI. Red or Black Tenite Handles are 1^"L., 
Yi* O.D. No. 380 has metal handle 1" L., bright Nickel PI. 

Plug Adapter (.D) used with 2501F Connector for use with standard Jacks, 
For special adapters see separate listing. 


U.S.A. I 
List Price I 


Plug Type 

“Littel-Plug" 


Color or Type 
of Handle 


Description 


33A $0.95 


Black 2-conductor. Screw Term. 

Red “ 

Metal _;;_ “ 

Black 2-conduct. Clamp-lug Term. 
Red “ “ g « 

Metal “ , “ 



*‘Littel-Plug’’ 


“Littel-Plue” 


“Lug-Plug" 


q;::§ tps 


$0.70 

$1.05 Standard 
“Littel-Phig’ 

$0.75 ^ 

$ 1.00 




SWITCHCRAFT "FLAT PLUG" 


SWITCHCRAFT "EXTENSION JAX" 


A radically new design, in both 2 and 3-conductor 
types. Removable Plastic Cap; terminals and body 
mechanically interlocked; Cover of Black or Red 
Tenite; one-piece tip rod; high grade insulation; 
terminal identification. 

Ideal for theatre or church hearing-aid installa¬ 
tions. Office dictation equipment, disc, wdre or tape 
recorders, test equipment, etc. 



Features a clamp type terminal providing- a 
cable anchor. Spring tempered nickel siWer 
springs, designed to properly “hold" mating 
plug. Exterior metal parts N.P.: Terminals 
mechanically interlock. High grade insula¬ 
tion. Available in 2 and 3-conductor types, sol¬ 
der lug or screw type terminals. Bakelite or 
Brightly Nickel Plated Brass handles. Mates 
with any standard plug. 


Part No. 

U.S.A. 

List Price 

Color or 

Type of Handle 

Description 

220 

$0.75 

Black 

2-conduftor Screw Term. 

225 

$0.75 

Red 


227 

$0.70 

Black 

“ “ Lug. Term. 

229 

$0.70 

Red 


230 

$1.10 

Black 

3-conductor Screw Term. 

235 

$1.10 

Red 


237 

$1.05 

Black 

“ “ Lug. Term. 

239 

$1.05 

Red 



U.S.A. 

List Price 
$1.15 
$ 1.00 
$1.55 
$1.40 
$1.55 
$1.40 
$1.95 
$1.80 
$1.50 
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CHICAGO 22, ILLINOIS 


SWITCHCRAFT "T" & "M" JAX 


PHONE JACKS • PHONE PLUGS 
SWITCHES: Push-Button . . . 
Rotary and Lever Action . . . 


SWITCHCRAFT ■’LEV-R-SWITCHES" 


Unusually small, lever action 
switch, available in numerable 
circuits, to provide the simplest 
in switching design. Ideal for in- 
ter-comm. equip., test equip., 
model r.r. switch panels, record¬ 
ing equip., etc. 


Mounts in single dia. hole, 
panels up to thick; Long 

“T” JAX — Long frame. Switchboard type, designed for quality com- life springs; soft, easy action — 

munication and military equipment. detent action on locking types; Springs assembled into a 

Heavy, long frame Jack, often referred to as Navy Jack, conventional stack assembly; fine silver contacts rated at 3 amperes, 
designed for mdustrial and military equipment requirements. 120 volts A.C., non-inductive load; other contacts available. 

Circuits listed are standard; more complex circuits available. 




“T-JAX” 1 


Part No. 

U.S.A. 

List Price 

Similar Jan 

Type No. 

Schematic 

T-331 

$1.05 

O 90 ^ 

O-nzf' 

T-332A 

$1.20 

111 in X 


T-332B 

$1.20 



T-332C 

$1.45 

^ ^ 

mmm fnl A 


T-333 

$1.35 

09 CA 2 

—I 90 

il.-^ 

T-334A 

$1.50 

z 

^ til ^ 

a 

T-334B 

$1.60 

o -0 > 


T-334C 

$1.50 


a ■ 

T-334F 

$1.50 

1 >o 

Li# 

T-335 

$1.60 

> ^ s 


T-336 

$1.75 

-< C 5 



IV1-444B 

*lVl-444 

IVI-446 

IVI-446A 


-< m 2 
-D -4 Z 

m Z; ! 

CA Z tA I 



TWO-POSITION 

TYPE 

Part No. 
Non-locking 

Part No. 
Locking 

U.S.A, 

List Price 

3001 

3001L 

$1.95 

3002 

3002L 

$1.95 

3003 

3003L 

$2.25 

3004 

3004L 

$2.50 

3005 

3005L 

$2.50 

3006 

3006L 

$2.75 


THREE-POSITIOI 

'J TYPE 

3033 

3033L 

$2.50 

3034 

3034L 

$2.60 

3035 

3035L 

$2.60 

3036 

3036L 

$2.90 

3037 

3037L 

$2.95 




INTER-COMM. SWITCHES 


3033T 


$2.50 






3037T 

! 

$2.95 



^Bushing .2085" to mate PJ-068. PJ-168 & PJ-309. 11 


SWITCHCRAFT PUSH-BUTTON & ROTARY SWITCHES 


"LITTEL-SWITCH" 



The “Littel-Switch” (A), available in 3 circuits, either in Red or Black 
one-piece Plastic Push-Button, non-locking only. Mounts in single 
dia. hole, panels up to M" thick. Integral contacts are standard, 
recommended for low current only. 

The ”FF-Switch” (B), all common circuits, one-piece Black Plastic 
Push-Button, non-locking only. Mounts in single dia. hole, panels 
up to 34thick. Fine silver contacts rated 3 amperes, 120 volts A.C., 
non-inductive. 

The “RS-Switch” (C), locking and non-locking, 2- or 3- position, all 
common circuits. Mounts in single dia. hole, panels up to H" thick. 
Fine silver contacts rated 3 amperes, 120 volts A.C. (non-inductive). 



Schematic 

Circuit 





$1.20 III 

$1.25 IV 


2005 2005L $1.25 V 

2006 2006L $1.65 VI 

VII 

THREE-POSITION TYPES 

2034 2034L $1.25 I VIII 

2035 2035L $1.25 IX 

STjTI X~ 
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CHICAGO 22. ILLINOIS 


SWITCHCRAFT 'ADAPTERS” & "SHIELDED JAX" 


CN-11 

“ADAPTERS”—Various “Adapters” provide convenient interchange 
of equipment between various connector devices. Sturdy construction; 
brass nickel plated housing supports respective connecting devices. 
“SHIELDED JAX”—Ideal in high impedance circuits; regular “Littel- 
Jax” (described separately) assembled into shield. 


“ADAPTERS” 


Part 

No. 

U.S.A. 
List Price 

- --—-ji"' ' . — — 

DESCRIPTION 

332 

$1.75 

Phone Jack Input to Female Microphone 
Connector Output. 

334 

$1.45 

Phono Jack Connector Input to Female 
Microphone Connector Output. 

336 

$1.45 

Phone Jack Input to Phono 

Plug Connector Output. 

338 

$1.45 

Male Microphone Connector Input to 
phono Plug Connector Output. 

342 

$2.60 

Dual-Purpose Binding Post/Banana Jack 

Input to Phone Plug Output. 

344 

$1.45 

Phono Jack Connector Input to Phone 

Plug Output. 

346 

$2.15 

Tip Jack Input to Phone Plug Output. 

“SHIELDED JAX” 

Part 

No. 

U.S.A. 
List Price 

DESCRIPTION 

CN-11 

$0.80 

Open circuit, (See No. 11 “Littel-Jax”). 

CNM2A 

$0.85 

Closed circuit, (See No. 12A “Littel-Jax”). 

CN-12B 

$0.95 

Open circuit, 3 conductor (See No. 12B 
“Littel-Jax”). 

CN-13B 

$1.15 

Closed circuit, 3-conductor 
(See “Littel-Jax” No. 13 B). 


SWITCHCRAFT 
"TELEVER SWITCH" 

Rugged Telephone Type Lever 
Switch ;3"depthbehind panel; Nickel 
Silver springs; Cross bar Palladium 
contacts rated 3 amps., 120 volts A.C. 
(non-inductive). Nylon rollers; sol¬ 
der lug terminal. Insulated black 
knob. Chrome plated brass actuator. 
Standard mounting centers ‘1^2*' x 
usually mounted by four No. 
3-48 screws (not furnished); can be 
assembled to escutcheon plate. 


TWO POSITION TYPE 


PART NUMBER 
Non-Locking Locking 

U.S.A. 
LIST PRICE 

CONTACT 

ASSEMBLY 

6006 

6006L 

$ 5.00 


2-C 

6008 

6008L 

$ 5.60 


4-A 

6009 

6009L 

$ 6.00 


3-C 

60012 

60012L 

$ 6.80 


4-C 

60024 

60024L 

$10.00 


8-C 

THREE POSITION 

TYPE 

POS. 1 

POS. 2 

6036 

6036L 

$ 5.00 

1-C 

1-C 

6038 

6038L 

$ 5.60 

2-A 

2-A 

60312 

60312L 

$ 6.80 

2-C 

2-C 

60324 

60324L 

$10.00 

4-C 

4-C 

530 

Escutcheon Plate $ 0.60 




with 4 Mtg. Screws 



BASIC CONTACT FORMS 

- , o---— 1 - 1 1 -n * n » r- 


-> 1 0 -j -j 


-—. , 

\ r -* 1 




_1 


A 

B C 

D 

E 

F 





PHONE JACKS • PHONE PLUGS 
SWITCHES: Push-Button . . . 
Rotary and Lever Action . . . 


SWITCHCRAFT "LITTEL-PLUG” AND “EXTENSION JAX” 

(NME TYPES) 


Designed to meet exacting requirements of Industry and the Armed 
Services. Molded construction provides complete continuity of insula¬ 
tion in plugs. Jack per JAN-J-641; Plugs per JAN-P-642. 


Part 

No. 

U.S.A. 
List Price 

DESCRIPTION 

440 

$1.40 

2-cond.—Screw Term. Black Plastic Handle—• 
Type PJ-055B (Old Signal (3orps No. PL-55'). 

445 

$1.40 

2-cond.—Screw Term. Red Plastic Handle— 
Type PJ-055R. 

470 

$2.00 

2-cond.—Screw Term. Shielded Handle—Type 
PJ-055M (Old Signal Corps No. PL-125). 

480 

$3.60 

3-cond.—Screw Term. Black Plastic Handle- 
Type PJ-068 (Old PL-68). 

820 

$2.00 

2-cond.—Screw Term. Black Plastic Handle— 
Type JJ-026 (Old Signal Corps No. JK-26). 

P-1074* 1 

$0.85 
for PKG. 
of 25 

Strain Relief Clamp, Nickel Plate Brass. 


SWITCHCRAFT "PHONO" AND "MICROPHONE” CONNECTORS 




E 


Designed for use with single conductor microphone conductor cable. 
Panel receptacle mounts in .385" hole. 


Fig. 

Part 

No. 

U.S.A. 
List Price 

DESCRIPTION 

A 

2501F 

SQJoO 

Straight Connector, single contact, 
female type, coupling ring. 


2501M 

$0.45 

Straight Connector, single contact, 
male type. 

B 

2501MP 

$0.35 

Panel Connector, single contact, 
male type. 

C 

2501M PC 

$0.45 

Panel Connector, closed circuit, male type. 


2501R 

$0.15 

Coupling Ring, used with 2501M to 
convert to 2501F. 

D 

3501F 

$0.15 

Phono Jack—2 conductor. 

E 

3501M 

$0.10 

Phono Plug—2 conductor. 


SWITCHCRAFT 
“CABLE ASSEMBLIES” 

Twenty five foot lengths of 2- 
and 3-conductor plastic covered 
cable (Polyvinyl), shielded and 
multi-conductor types, termin¬ 
ated with popular Switchcraft 
“Littel-Plugs”, “Extension 
Jax” and “Connectors”. 


Part 

No. 

U.S.A. 
List Price 

DESCRIPTION 

8252 

$ 6.40 

2-cond. cable; No. 2.50 “Littel-Plug” to No. 88 
“Ext. Jax”. 

8282 

$ 6.95 

2-cond. cable; No. 280 “Littel-Plug” to No. 128 
“Ext. Jax”. 

8256 

$ 7.25 

2-cond. shielded cable; No. 250 “Littel-Plug” to 
No. 88 “Ext. Jax”. 

8286 

$ 7.80 

2-cond. shielded cable; No. 280 “Littel-Plug” to 
No. 128 “Ext. Jax”. 

8259 

$ 7.80 

2-cond. shielded cable; No. 2501M connector to 
No, 2501F connector. 

8263 

$10.00 

3-cond. shielded cable; No. 267 “Littel-Plug” to 
No. 838 “Ext. Jax”. 

8293 

$11,50 

3-cond. cable; No. 297 “Littel-Plug” to 

No. 1238 “Extension Jax”. 
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MCS A new, light-weight, miniature switch 
for instruments and communication systems. 
Positive lock or non-lock lever operation, 
various contact forms. 

MCT-l Small size, telephone-type switch 
for control of multiple circuits. Single-hole 
mounting simplifies layout and fabrication of 
switchboard panels. 


0 FRAME TYPES 



IVICT-4 Similar to MCT-1 but with two 
sets of four standard mounting holes. Same 
static shield between contact assemblies for 
low capacity circuits. 

MCIVI Utilizes a stainless steel detent and 
a ball for smooth, positive lever action. Water¬ 
proof lever, rotary and angle actuators avail¬ 
able. All parts non-corrosive. 


MCL A heavy-duty switch for severe, con¬ 
stant use in electrical controls. Low-friction 
assembly, rugged cam, insure smooth lever 
action for complex buildups. 

MFM A new switch — one neutral and four 
switch positions. Stainless steel detent, single 
hole mounting. Lock or non-lock with any 
contact combination. 




Type 

Amps.* 

RATINGS 

High 

Wide 

Long** 

MCS 

1 

Vs" 

Va" 

2-1/16" 

MCT-1 

1 

VA" 

%" 

2-5/16" 

MCT-4 

1 

V/z" 

%" 

2-17/32" 

MCM 

5 

VA" 

VA" 

2-25/32" 

MCL 

10 


l%" 

3-15/16" 

MFM 

5 


1%" 

Z" 


*125 volts, 60 cycles, non-inductive. 
**From back panel to end of terminals. 


Write for data Sheet CLRM 


MCS MCT-1 MCT-4 MCM MCL 


If LEVER OPERATION 

LEVER OPERATION — MCT-1 and MCT-4 

Waterprckj 

Symboi, |[ TimEE-PosiTiQN I Two-Position Half Timov'l Lever 

(Stays put) Spring rctun jo^j 0^1 ^ 


MCT H Tl ^T2 T3 


LEVER OPERATION — MCM 


(S^ut) Spri^urn CX^ 0<^ 

designation | MCM Ml ~ " *M2 ' M3 ~ *M4 ~ *M5 M6 *M7 

_ ‘To reverse lever position of !^ 2 , M4, M5. or M7 — designate as RM2. RM4, RMS, or RM7 _ 

SPECIAL MCM] I (A) waterproof lever { Mh m (B) rotary lever [ (C) right angle lever 

LEXERS 


LEVER OPERATION — MCS 


Syv 

Lock 

(Slays put) 

Non-lock 
Spring return 

—dZD 

TnKKF.'PosmoN' 

Tvs'o-Positiok 

o4l 


Designation 

•1 

MCS 

SI 

*S2 . 

4, or S5 — dr 

S3 

*S4 

RS4, or RS5 

*S5 


LEVER ] 
HANDLE |- 
POSlTIONsi 


CONTACT OPERATING INFORMATION — MCS 


LEVER HANDLE OPERATES 
In Position Contact Section 


CONTACT 

ASSEMBLY 

.SECTIONS^ 



LEVER OPERATION — MFM 






CONTACT OPERATING INFORMATION — MFM 

{ LEVER HANDLE OPERATES ^ f 
I In Position 1 Contact Section 


■ {CONTACT I 

lIc3pB^"riC4 ||){assembly) • 


o 

CONTACTS 

To obtain 
list price:— 
add 

contact prices 
to frame price. 


Frame 

Types 

AND 

Prices 


Contact Forms 

Circuit 




E 


MCS $1.35 

MCS 

0.40 

0.40 

0.50 

0.60 

0.70 

0.50 

__ 

0.50 


MCT-4 $1.60 

MCT-4 

0.40 

0.40 

0.50 

0.60 

0.70 

0.50 

— 

0.50 

— 

MCT-1 $2.00 

MCT-1 

0.40 

0.40 

0.50 

0.60 

0.70 

0.50 

— 

0.50 

— 

MCM $3.00 

MCM 

.60 

.60 

.75 

.95 

1.20 

.75 

.75 

.75 

— 

MCL $4.00 

MCL 

.95 

.95 

1.05 

1.30 

2.00 

1.05 

1.05 

1.05 

— 

MFM $13.75 

MFM 

.60 

.60 

.75 

.95 

1.20 

.75 

.75 

.75 

— 


Note: Add 20% to MCS and MCT contact prices for contacts of palladium-silver alloy. 


ORDERING INFORMATION 


When ordering, specify: UKUCKIINVa lINruiWlMllwiH 

Frame Type Lever Operation 0 Contacts Cl — C2 —■ C3 — C4 

Example: MCM Ml 2C - O - H - O 

List Price: $3.00 + $1.50 + 0 4" 0.75 + 0 — $5.25 

(Total List Price per Switch is obtained as shown above by adding Frame Price to Individual Contact Prices) 


NOTICE; All prices and specifications subject to change without prior notice. General Control Company, Boston 34, Mass. 
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STANDARD MPB SWITCH 





RIGHT-ANGLE 
MPB SWITCH 


STANDARD MPB SWITCH 

A complete heavy duty push-button switch with high current- 
handling ability. Furnished in from two to a maximutn of twelve 
positions. Standard frame types are: (1) locking^ (2) non-locking, 
(3) release-lock, and (4) accumulative locking with single-button 
release. Pure silver contacts; phosphor bronze springs* Rating: 
5 amps., 125 volts a-c (non-ind.)* 


RIGHT-ANGLE MPB SWITCH 
The fight-angle MPB switch is 
reGommended for mounting 
where back-of-panel depth is 
limited. All of the operating 
features of the standard MPB 
are incorporated in this model. 


MPB GROUP—INTERCOUPLED 
Standard MPB switches may be 
intercoupled together to pro¬ 
vide all of the features of a sin¬ 
gle switch. In the unit shown, 
any one button releases any 
other button already depressed. 


ccumulative Lock 
No Two Interlock 

Lock Release _ 

Non-Lock 


S TANDARD and RIGHT-ANGLE FRAME PRICES 

MPB-2 I MPB-3 I MPB-4 I MPB-5 | MPB-6 | MPB-7 ' ' 


B-13 See note I 6J0 8.65 10.60 | 12.55 I 14.50 16.45 ■ 18.40 20.35 22.30 24^5 

B-14 5.50 5.95 7.40 ' 8.85 10.30! 11.75 ,13.20 j 14.65 16,10 17.55 19.60 


B-15 5.00 I 5.201 6.40 7.60 8.80 10.00 11.201 12.40 13.60 14.80 16.60 

B-16 5.00 ! 5.20 6.40 j 7.60! 8.80 10.00 ] 11.20 12.40 13.60 14.80 16.60 


Re$et button requires one position in addition to standard contact positions. Reset button is on right-hand side unless otherwise specified. 
*Reset button normally activates no contacts but can be used to actuate momentary contacts if required. 





. 1*3 Afaps., 
> *1 A:tnp. j 


PUSH BUnON OPERATION 


INTERCOUPLED 
MPB GROUP 


Buttons pushed in remain locked in 
position until released by pushing 
reset button. 


INTERLOCK ‘ RELEASE _ NON-LQCK 

^ - Has no locking 

Only one button Any button returns 

can be pushed: pushed tn re- 
in at one time,! leases any pre- • release 

and releases any viously pushed 

biif-mn I in hiu-fnn ° “ 


B- 


1 

B 


Write for data sheet PBRM 


When ordering, specify: 


I Frame Type 
^Standard MPe-6 
Price: $8.80 


Push Button Operation 
^ B-15 m 


ORDERING INFORMATION 

© Contacts Cl, C2, C3, etc. Contact Rating 

A-A-A-B-B-C ^ 5-amperes 

H-.60-4-.60 +.60 4-.60 4-.60-f.75 - 


© Panel Thickness 
Va" oanel 


‘Footrol” FOOT SWITCHES by GENi^AiL CONTROL COMPANY 


TYPE MA A new light weight 

foot:'switch with an actuating 

treadle bililt into its top to 

permit- operation with unusu- ■ 

ally light foot pressure. A 

long-life SPDT “du.op” Limit Switch forms the 

internal switch action. Especially recommended 

for fast operation where minimum fatigue is 

important. Access to the internal “du«op” 

switch terminals is greatly facilitated by simply 

removing the front end of the casting. _ 

TYPE MC Especially adapted for 
unusual applications and hard use. 
Easily operated for foot, knee, 
hand, or elbow. Non-slip-tread top 
may be operated at any point of 
_its surface. _ 


TYPE MI An ideal treadle- 
type foot switch, especially 
convenient for many appli¬ 
cations. Inclined, non-slip 
tread has an adjustable 
throw and includes a heel 
rest. Two operating pres¬ 
ides: 5 lbs. and 10 lbs. Mounting ears are pro¬ 
vided on each side. A BX connector is mounted 
in the base, and terminal access is by a removable 
base plate. 


TYPE MB Heavy- 
duty switch, especi¬ 
ally designed for 
industrial and ma¬ 
chine tool applica¬ 
tions where thor¬ 
oughly safe, rugged, 
and dependable op¬ 
eration is required. 
Boot top prevents 
false operation. 


f OOTRO f; 


•'2 


Since 1934, General Control Company has been a foremost manufacturer 
of Foot Switches. These are products of the highest quality; built for rug¬ 
ged industrial applications. The great number of GENERAL CONTROL 
foot switches now in everyday use throughout the world provides sub¬ 
stantial evidence of their acceptance for all types of applications. 

I Write for data sheet FSRmI 


CONTACT OPERATION 


Double throw / one normally 
Spring return \one normally 


FSr»t press transfers switch contacts 
Second press restores switch contacts 

(one normally open, one normally closed) 


1st half-throw closos 1st switch 
2nd half-throw closos 2nd switch 
Spring Return 


Double pole 
Double throw ( ^, 0 , 

Spring return ' 


Add $2.50 to price shown, for foot switch with heavy duty 20-anipere rating. 
Add $1.65 to price shown, for foot switch with direct current rating. 



MI.23 

$9.80 

MB-33 
. $13.65 

MI-25 

$11.25 

MB-35 

$16.25 

MI.26 

— 

$ 13*65 


MI-27 

$15.00 




NOTICE: All prices and specifications subject to change without prior notice. General Control Company, Boston 34, A^ass. 
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Precise LIMIT SWITCHES by GENERAL CONTROL COMPANY 


PRECISE MACHINE CONTROL depends upon PRECISE LIMIT SWITCHING 


CUT¬ 

AWAY 

VIEW 



COMPACT 

MOLDED 

HOUSING 


BASIC du . op SWITCH 

The type DU-S “du*op” is a precise action limit 
switch. The centrally-located plunger acts 
directly on the wide phosphor-bronze blade to 
insure instantaneous contact at each point of 
repetitive plunger travel. Delays of pre-travel 
blade action are eliminated — an important 
factor at high switching speeds. 

Write for Data Sheet DURM 


LIMIT SWITCHES 

These two new limit switches 
, . . the sprint^-re^urjn “dU'Op” 
and the maintained alternate 
contact operation “A-C-O” 
. . . are designed to meet the lat¬ 
est requirements for precise 
limit switching at high speed 
machine operation. General 
Control Company limit switch¬ 
es are compact in size, and are 
provided with a variety of 
mounting arrangements. Qual¬ 
ity manufacturing and ma¬ 
terials insure long life and 
dependable operation. 


DU-L...3 Position Leaf Actuator DU-B... Ball Actuator DU-E... Stainless Steel Plunger 





STANDARD 
SPOT CONTACT 
ARRANGEMENT 

CONTACT 

OPERATION 

SPDT-S/R 

ACTUATING 

FORCE 

CONTACT 

GAP 

ACTUATOR 

TRAVEL 

TO CLOSE 
CONTACT 

OVER.TRAVEl 

DU-S 

$1.90 

ZZ3L 

Single Pole 
Double Throw 
Spring Return 

2-6 oz. 

.020' 

.020' 

.015' 

DU-O 

$2.10 

SPOT 

SPDT-S/R 

2-6 oz. 

.020' 

.020' 

.015' 

DU-L 

$3.80 

SPOT 

SPDT-S/R ’ 

® 3^-13ioz. 

.020' 

0 .250" 

® .218" 

® M oz. 

® .375' 

® .187" 

® 34- oz. 

@ .625' 

@ .125" 

DU-B 

$3.65 

SPOT 

SPDT-S/R 

2-6 oz. 

.020' 

.020' 

.062' 

DU-E 

$3.50 

SPOT 

SPDT-S/R 

2-6 oz. 

.020' 

.020' 

.075.' 


UaHTER OR HEAVIER ACrUATlNO FORCE SWITCHES ARE AVAIIABII. 

RATINGS — 20 amperes 125 volts a-c; non-inductive; 10 amperes 230 volts a-c; non-inductive 


OPEN 

VIEW 



METAL 

HOUSING 

FURNISHED 



NEW A-C-O SWITCH 

The type “A-C-O” is a maintained position 
limit switch, particularly well adapted for rugged 
industrial use. Operation is such that the first 
press of the plunger transfers the contacts, the 
second press restores them. Unusually fast and 
dependable switching is obtained from the xmique 
cam arrangement. 

Write for Data Sheet ACRM 

Features of the A-C-O Switch 

Dependable operation — long life 
Compact size — versatile mounting 
Employs “du • op” direct-acting limit switch 
Standard type “C” contacts 
Heavy-duty plunger 
Large screw terminals 

“Push-push"—■ first press transfers, second press restores contacts 
Enclosed contacts and mechanism 



“Promatic” CONTROLS by GENERAL CONTROL COMPANY 


Years of experience have provided the basis for the well-rounded line of Promatic Control Equipment. 

Timing, counting, photo-electric control — are only a part of the design service offered by the General Control Company. 





SYNCHRONOUS-MOTOR TIMERS 

Promatic Synchronous-motor Timers, type 
SY, in time ranges from 1 second up to 24 
hours, are available to match cast frame 
type ET timers. New patented “0”-ring 
clutch eliminates gears and costly mainten¬ 
ance; problems. Time period easily adjusted, 
and continuously indicated on the large dial. 
Prices from $55.00 each, list. Write for Data 
Sheet SYRM. 


ELECTRONIC 
TIMERS 

Promatic Electronic Timers, tsrpe ET, to control short time periods from .060 second 
to 60 seconds, are available in a variety of frame types, terminal arrangements, and mount¬ 
ings. Double pole double throw auxiliary load contacts are rated at 10 amps, 125 volts 
a-c, n.i. Selection of control circuits to handle any timing application. Prices from 
$35.00 each, list. 

ENCLOSED TYPE 

Type ETB is shown above with standard 
detachable back plate for wall mounting. 

Punched with universal mounting holes. 

Write for Data Sheet ETRM 


CHASSIS MODEL 

Type ETC is shown above with standard 
detachable back plate for wall moimting. 
Punched with imiversal mounting holes. 


NOTICE: All prices and specifications subject to change without prior notice. General Control Company, Boston 34, Mass. 
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Tip and sleeve circuits: Pit standard 2-conductor jacks. New 
types now stocked tor wide range of uses. For headphones, micro¬ 
phones, speakers, musical instruments, medical and test equip¬ 
ment, many others. 

Molded Bakelite handles. Metal Shield handles: Bright" nickel- 
plated, with internal 2 -layer, high-quality tubular insulators, pre¬ 
venting short-circuits in handle. 

(A) “imp” PHONE PLUG, 250 SERIES—Trend to miniaturiza¬ 
tion is reflected in the new “Imp” phone plug. All features same 
as standard plug but % size. 

(B and C) CARTER TWO-CONDUCTOR PHONE PLUGS—A gen¬ 
eral-purpose type popular for years. Terminals flat with grooves 
for one or two tips, terminals or wires. Broad-headed knurled 
binding screws with screw driver slots. Handles diameter, 
long. 

(D) ONE-WAY PLUG. Spring-grip terminals for one pair phone 
tips. No set screws. Stay-cord anchor. Handles diameter, 
l%"long. 

(E) TWO-CONDUCTOR FLAT PLUG—Molded black bakelite 

body Vi," thick, diameter. Ideal for panel or wall-plate. 

Phone tips gripped by set-screws. Stay-cord anchor. 

(F) TWO-CONDUCTOR PLUG SHIELDED—Designed for cords 
with center conductor and braided return-conductor shield. Per¬ 
fect Anchoring; sleeve terminal bends to clamp shield braid after 
soldering in hole. Shield handle diameter, 1" long. 

(Q) TWO-CONDUCTOR PLUG SHIELDED—Insulation 19/64" 
wide between tip and sleeve. Used with 3-conductor plugs short 
“ring” spring to sleeve; this plug leaves it open, for circuit 
switching. Also fits 2-conductor jacks. Shield handle diam¬ 
eter, 1 " long. 

(H and I) TWO-CONDUCTOR PORTABLE JACKS—Used on 
end of extension cord. Fit 2-conductor plugs. Screw terminals 
take one pair phone tips, verminals or wires. Shield handles 
have tubular insulator to prevent short circuits. 

^ "imp” PUSHBUTTON SWITCHES 

These switches are similar in general construotion 
to the widely popular Carter “Imp” Short Jacks. 
Finest nickel-silver springs with integral contacts. 
High grade phenolic insulation. Body, nuts and 
\ washers bright nickel-plated. Red or black Kolon- 

ite 1 -piece shaft arid button. Springs fully insu- 
lated from the mounting bushing and shaft. 

Made in three circuit arrangements: 

IS-10 Series: “Make” contact, single circuit, normally open 
IS-20 Series: “Break” contact, single circuit, normally closed 
IS-80 Series: “Break-Make” contacts, single circuit, double throw 


One-piece combined shaft 
and pushbutton. Mount 
in %" hole in panels 
up to 7/32" thick. Sup¬ 
plied with one nickel- 
plated hex. nut and 
washer. 


Contact 

Arrange¬ 

ment 

Red 

Pushbutton 
Stock No. 

Black 
Pushbutton 
Stock No. 

“Single 

Make’’ 

IS-11 

IS-13 

“Single” 

' Break’’ 

IS-21 

IS-23 

One 

“Break- 
Make” 

IS-31 

IS-33 


CARTER'S "imp" PLUNGER SWITCH ^ 

• Wiping-Rotating Action •Minimum Arcing # // 

• No Impact Load on Plunger • Longer Life // 

• No Corroding Carbides or Oxides 

• Silver Plated Contactor and Terminals 
Electrical Specifications and Types Available: 

Carter’s “imp” Plunger switch is available In 

a variety of styles to meet most demands for / 

this type of a switch. 

Electrical Specs: “Imp” plunger switch is de- 
signed to handle % Amperes at 100-125 Volts, 

% Amperes at 260 Volts. 

CIRCUITS: “Imp” plunger switch is available in “make” or 
“break” when plunger is operated. “Imp” is available in both 
“grounded” or “ungrounded” types. 


1 

II—t 

0 

0 


r 


i' 

ii'*M 

0 

II 

1' 



Part N u m 1 

) e r s . 


AJ-Frame 

BJ-Frame 

CJ-Frame 

Break Contact on Tip 
Spring 

AJ-181 

BJ-181 

CJ-181 

Open Circuit 

AJ-211 

BJ-211 

CJ-211 

Separate Make 

AJ-151 

BJ-151 

CJ-151 

Break Contact on Tip 
Spring, and Separate 
Break Contacts 

AJ-161 

BJ-161 

CJ-161 

Break Contact on Tip 
Spring, and Separate 
Make Contacts 

AJ-251 

BJ-251 

CJ-251 

Break Contact on Tip 
Spring, and Separate 
Break-Make Contacts 

AJ-361 

BJ-361 

CJ-361 


SPECIFICATIONS 

CONTACTS: Zinc-silver alloy is standard. Coin silver, fine silver and 
others can also be supplied in production quantities. For coin slver, the 
last digit of part number is changed from 1 to 2. Example: AJ-182. 
BUSHING: Plain brass is standard. Available with nickel-plate when 
specified. For nickel plated bushings, last digit of part number is changed 
from 1 & 2 to 3 & 4 respectively. 

SPRINGS-: Spring tempered phosphor bronze, nickel plated, with solder- 
' ing terminals hot tinned. 

INSULATION: Spacers made of natural, grade XXP laminated phenolic, 
wax impregnated; screw insulating tubing is polystyrene or hard rubber 
depending on the required length. Lifters, when used, are made of dark 
bone fibre, wax impregnated. The leaf insulators, when used, are made 
of natural fabric base laminated phenolic, wax impregnated. 

FRAME: Cold rolled steel, cadmium plated. 

LONG AND SHORT FRAME JACKS 

LONG JACKS . . . The original long jacks were 
adapted from the telephone switchboard jacks. 
Long rugged, phosphor-bronze springs parallel to 
the plug axis give precise action. These jacks take 
minimum panel mounting space, less than the 
short jacks. Supplied with nickel-plated hex. Shoulder mounting nut 
and nickel-plated washer. 

SHORT JACKS . . . Carter short jacks are small and 
compact, but do a full-sized job. Depth behind the panel 
is cut down by placing the tempered nickel-silver springs 
parallel to the panel. High quality sheet bakelite and 
tubular ebonite insulators are used throughout—^no paper 
or fibre used in Carter Jacks. Supplied with nickel-plated hex. mounting 
nut and nickel-plated washer. 

Short and long jacks mount in single %" hole in panels up to -^ 5 " thick. 
Fit of the plug in the jack is not affected by the thickness of the panel. 
Fit all standard plugs in two and three conductor types. Strong bright 
cadmium plated steel frame. All contacts between springs are fine silver, 
giving minimum contact resistance. 


"Imp" TAP SWITCH Bushing length %" 
from end of bushing. 



Positive snap action — strong 
wiping contact grounded to 
shaft and bushing. In opera¬ 
tion, contact breaks between 
makes — non-shorting. 


Stock 

No. 

No. of 
Positions 

Stock 

No. 

No. of 
Positions 1 

602 

2 

608 

8 i 

603 

3 

609 

9 ! 

604 

4 

610 

10 

605 

5 

611 

11 

606 

6 

612 

12 

607 

7 




Radio’s Master — I8th Edition 

Page L-30 


Copyright by U. C. P., Inc. 



































CARTER PARTS COMPANY 


Circuits and Stock Nos. 


CARTER JACK SWITCHES 

Rotary Two and Three Position P 

Long and ^hort Types ^ 

SHORT JACK SWITCHES—Similar in desif?n to 
Carter short jacks, these switches are small and 
compact. 

LONG JACK SWITCHES—Similar in design to 
Carter long jacks, these are full-size switches, but 
take less panel space than the short jack switches. 

TWO POSITION SWITCHES _ 

_ Stock Nos. 

j Stock Nos A . Long Short 

I «iocK NOS. Arrangement jack Jack 

Switches Switches 



n 

it> 



144 

Sis** ' 

1=“-. 

44 ' 

144 


rifUili 


Single make (SPST) 


Single break-make 
(SPDT) 

33 

333 

Two makes (DPST) 

44 

344 

One make-break, one 
make (1 SPDT- 
1 SPST) (Nor. Op.) 

55 

355 

Two break-makes 
(2 SPDT) 

66 

366 

Three makes(3 SPST- 
Normally Open) 

660 

306 

Four makes (4 SPST- 
Normally Open) 

880 

388 


S-j. 

77 

m 

— 1 

i 

rrirbi 


THREE POSITION SWITCHES 

Single pole double 
°° throw, center off _ 

Qflfi Ti Two pole double 
d6b-B throw, center off 


Thre'e pole double 
throw, center off 
-D Four pole double 
^ ^ ^ throw, center off 


120 312-B 


’’Imp” SHORT JACKS 

Circuit “imp” Short Jack—Has tip and 
sleeve circuits only. Electrical equvalent of Nos. 101 
and 501. 

No. 2A—-Closed Circuit “imp” Short Jack—Similar to 
No. 1, with an additional spring making contact with 
spring until plug is inserted. Electrical equivalent 
of Nos. 102-A and 502-A. 

No. 2B Microphone “imp” Short Jack—A new 3-conduc¬ 
tor jack, having tip, ring and sleeve circuits. Fits 
standard 3-circuit microphone plugs. Electrical equiva- 
502-B. 

Inquire regarding JAN Specs. Jacks and Plugs 
^ SHORT PUSHBUTTON SWITCHES 

Non-Locking and Locking Types 

Silver contacts for minimum resistance. High-quality, 
^ , nickel-silver spring. Bright cadmium-plated steel frame. 
Highest quality insulation used throughout. 

Mount in single %" hole in panels up to 3 %" thick.- 

Supplied with polished black bakelite button and set -screw, 1 

nickel-plated hex, mounting nut and washer. 


Contact Arrangements 


422-M 

422-AM Single Make Contact 


Single Break Contact 


Single Break-Make Contact 


Non- 

Locking Locking 
Type_Type 



VARIABLE RESISTORS — Wire Wound Type 

Standard Specifications 

_iLA Most Carter control units 

made of standard stock 
i/l parts. The shaft and housing 

I BiD)] IJ^ B are constructed of steel, cad- 

^ ^SIJ==y mium plated. Bushing and 

hex. nuts are brass, but can 
be supplied nickel-plated, 

—r-- Terminals are made 

Resist-Sto®k N_umber__ steel, silver- 

Ohms Pots. ^ Rheos. Ohms copper 

m-Vz Vz MP-40 MB-40 40 plate. Insulating 

IR-1 1 MP-56 MR-50 50 material as descrlb- 

IR-2 2 MP-75 MR-75 75 

rR-3 3 MP-lOO MR-100 100 individual 

IR-6 6 MP-200 MR-200 200 types. Low temper- 

lR-10 10 MP-400 MR-400 400 ature —• coefficient 

[R-15 15 MP-500 MR-500 500 wire ' used on all 

fR-20 20 MP-1000 MB-1000 1000 unUs excent whe»e 

|R-|5 25 MP-1500 MB-1500 1500 

—L—- will not permit: 


PW-IM 1000 
PW-2M 2000 
PW-3M 3000 
PW-5M 5000 
PW-7500 7500 

PW-IOM 10000 
PW-20M 2000-0 
PW-50M 50000 


stock 

No. 

Value 

in 

Ohms 

Stock 

No. 

Value 

in 

Ohms 

RCP-1 o' 
RCP-20 
RCP-30 
RCP-50 
RCP-lOO 
RCP-200 
RCP-800 
RCP-400 
RCP-500 
RCP-600 

10 

20 

30 

50 
100 
200 1 
300 1 
400 
500 
600 

RCP-800 

RCP-IM 

RCP-2M 

RCP-3M 

RCP-4M 

RCP-5M 

RCP-6M 

RCP-IOM 

RCP-15M 

800 

1000 

2000 

3000 

4000 

5000 

6000 

10000 

15000 


Type RCP 


CARTER "T" & "L” PAD WIREWOUND ATTENUATORS 






(LW) 4-WATT "L” PADS ENCLOSED SINGLE TYPE. BODY: l-rV 
diameter, <ieep. BUSHING: %" diameter, %" long. SHAFT: 
diameter, long from bushing. Mount in single %" hole. 

(TA) 10-WATT “T” PADS OPEN FRAME TYPE. BODY: 2^'' 
diameter, §5" deep. BUSHING; tV' diameter, %" long. SHAFT: 
14" diameter, iV" long, from bushing. 

(LE) 8-WATT “L” PADS ENCLOSED DUAL TYPE. BODY: l^Y 
diameter, 114" deep. BUSHING: %" diameter, %" long. SHAFT: 
14" diameter, 114" long, from bushing. 

(LA) 15-WATT “L” PADS OPEN FRAME TYPE. 


STOCK NO. 

IMPEDANCE 

LW/TA/LE/LA—8 

8 Ohms 

- LW/TA/LE/LA—16 

16 Ohms 

LW/TA/LE/LA—50 

50 Ohms 

LW/TA/LE/LA—200 

200 Ohms 

LW/TA/LE/LA—5 0 0 

500 Ohms 

LW/TA/LE/LA—1000 

1000 Ohms 


444-M 

444-AM Contacts 444-M 444-AM 

444-Ti 

444-^ Break Contacts 444-B 444-AB 


666-A Break-Make Contacts 666 666-ik 


555 Combination Break One and ___ * 

555-A Make Two Contacts 555-A 


TYPE AD ADJUSTABLE WIREWOUND RESISTOR 


-j-^ llTie Carter Type 

I Resistor is an 

inexpensive and 
•i \0(i^Ov compact adjust- 

- able resistor cap- 

i TrVHT able of dissipat- 

^ U ® ing one watt. The 

arm is slotted for 
ease of adjust¬ 
ment. Its stuniy construction per¬ 
mits mounting either by its ter¬ 
minals or through the large eyelets. 


Stock 

No. 

Resist. 

in 

Ohms 

Stock 

No. 

Resist. 

in 

Ohms 

AD-10 

10 

AD-200 

200 

AD-20 

20 

AD-250 

250 

AD-2 5 

25 

i^D-400 

400 

AD-40 

40 

AD-500 

5(10 

AD-50 

50 

AD-750 

7 50 

AD-7 5 

75 

AD-1000 

lOOOA, 

AD-100 

100 

AD-2000 

[ 2000 
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PR Series— 
HEAVY-DUTY 
POWER RELAYS 



On these pages we list a few of the relay types we class as 
standard. 

Stocks of either completed relays shown or component parts 
on hand assure prompt delivery. From these relays a type can 
be selected for almost any application. 

All contact ratings given are for 115 volt 50-60 cycle, non- 
inductive load. All coils are baked varnish impregnated to 
government specifications, for protection against moisture and 
mechanical damage. 

To actuate relays from 220 V. DC line use a 110 V. DC re¬ 
lay with a 5 watt wire-wound resistor with resistance approxi¬ 
mately the same as the relay coil, in series with relay winding. 

CONTACT LEGEND: S—Single; D—Double; P—-Pole; T—Throw; 

N—Normally; 0—Open; C—Closed; B—Break; M—Make. 


Designed for power circuits such 
as across-the-line, starting, up to 
1 HP., heater loads up to 20 
amperes, remote break-in con¬ 
trol of transmitters, electro-plat¬ 
ing devices, elevator controls, or 
any high load circuit requiring 
fast, positive switching. AC types 
operate on 10 volt amperes; DC 
types require 2 watts. Pure silver 
5^6dia. contacts rated (double 
break) 20 amperes, (single break) 
15 amperes. Minimum contact 
pressure, 50 grams. 

Dimensions; PRl, 3, 5, 7:2^Vie'' 
X 21 *.4" X 2Vie" high. Mounted 
with two Vie" dia* holes on IJi" 
centers; PRll; x 2V^" x 

2^" high. Mounted with two 
V4" dia. holes on IVie" centers. 

When ordering, specify coil 


Ideal for safety and signal de 
vices, call systems, heater loads, 
radio protective circuits, trans 
mitter keying circuits, burglar 
alarms, photographic appli- I 
cations, electric sign controls, 
etc. Adaptable particularly to 
multiple panel mounting. AC 
types operate on 4 volt amperes 
and DC types on 2 watts. Pure 
silver contacts rated at 8 am¬ 
peres. Minimum contact pres¬ 
sure, 25 grams. 

Dimensions: Single pole units, 
2®14" X IVie" X IH" high; double 
pole units, x 2K"x II 14 " 

high. Mounted with two Vie" dia. 
holes on 1J4" centers. 

When ordering, specify coil 
voltage. 



KL Series—MULTIPLE CONTACT RELAYS 

Withstand considerable shock and vi¬ 
bration. Longer actuating coil permits 
double the ampere turns, affording 
more power to actuate additional con¬ 
tacts with overall 25-gram minimum 
pressure. High dielectric phenolic in¬ 
sulation makes these relays applicable 
to RF or power AF switching. Termi- 
KL 17 nal board similar to KR series. Coin 
silver contacts rated 5 amperes, 115 V 
AC; 28 V DC, non-inductive load. 
Dimensions: KL5: x 1V4" x 

1J4" high; KLll: x IH" x 1^" high; KL14: HV4" x iVfs" x 

1%" high; KL17: l^Vie" x l^V^" x high. Mounted with two 6-32 
tapped holes on 114" centers. 

When ordering, specify coil voltage. 


KR Series-SMALL, LIGHT-DUTY RELAYS 




Designed for applications where 
size and weight are important; 
sturdy and efficient. Withstand 
high vibration and shock. High di¬ 
electric phenolic insulation makes 
the KR relay suitable for RF or 
power AF switching. Coin silver 
contacts rated at 5 amperes, 115 V 
AC; 28 V DC non-inductive load. 
Minimum contact pressure, 25 
grams. 

^ Dimensions: liVl6"x l®^6"x l^Vie" 
high. Mounted with single 6-32 
screw. 

When ordering, specify coil volt¬ 
age. 
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KRP —ENCLOSED KR SERIES 

The KRP is the KR relay enclosed in a clear 
polystyrene, dust and weatherproof cover 
through which the actual working of the relay 
may be seen. Supplied with standard octal 
plug only. Dimensions: 1 ^ " x 1 ^ " x 2 " high. 

KRP 11 When ordering, specify coil voltage. 


Contacts 

A.C. RELAYS 

6-12-24-115 Volts 50-60 Cy. 

D.C. RELAYS 
6-12-24-110 Volts 

Type 

Net 

Type 

Net 

SPOT 

KRP5A 

$5.50 

KRP5D 

$5.40 

DPDT 

KRP11A 

6.05 

KRP11D 

5,95 



Add 75c to above prices for 
110 V. coil. 


AP Series—RACHET OR IMPULSE RELAYS 

The AP series will actuate on 
20 MS impulses. An ingenious 
stop mechanism prevents 
overtravel of the cam, giving 
accurate, positive operation on 
each impulse, regardless of 
speed. Contacts, fine silver 

rated 5 amperes. Coils wound 
on molded bobbins; minimum breakdown: 500 volts, RMS. 
Phenolic cams, wear-resistant nylon pawl and rachet with 
pin-hinged armature for long life. Tinned solder terminals. 

Dimensions: x 2}4:" x high. Mounted with 

three diameter holes on 3%" x centers. 

When ordering, specify coil voltage. 



MH Series—MINIATURE TELEPHONE RELAYS 



MH 17 MH 17-M 

Open Dimensions: Sealed Dimensions: 

13/8" high. {4PDT) liM6"x 1 i/s/'x 25/^" high. 


Smallest and most versatile of the telephone type relays. 4 form C 
(4PDT) ^s" diameter pure silver contacts rated 5 A. Tinned solder 
terminals. Stack insulation, laminated phenolic. Vibration and shock 
resistance to better than lOG with minimum of 1.5 watts in coil. 
Coils in molded bakelite bobbin, 500 volts RMS breakdown. 

The hermetically sealed version resists all environmental condi¬ 
tions and extends relay life indefinitely. The header is all glass with 
Kovar solder terminals with a minimum leakage resistance of 10,000 
megohms at 50 % humidity. Will stand extremely high thermal shock. 
Sealed relays are desiccated and evacuated at high temperature and 
sealed in one atmosphere of dry nitrogen, which eliminates oxidation 
and reduces contact arcing. Housing finish, hot tin dipped. Mounted 
with three 6-32 studs on x IM" centers. 

Open type relays mounted with four 3-48 tapped holes on %" x %" 
centers. 

When ordering, specify coil voltage and construction. 


OPEN CONSTRUCTION 
(4 Form C Contacts) 


MH17A 

6 V. 50-60 Cy. 

$5.15 

MH17A 

24 V. 50-60 Cy. 

5.30 

MH17A 

115 V. 50-60 Cy. 

5.40 

MH17D 

6 V. DC 

4.85 

MH17D 

24 V. DC 

4.95 


HERMETICALLY SEALED CONSTRUCTION 
Solder Header—(4 Form C Contacts) 


MH17AM 

6 V. 50-60 Cy. 

$12.45 

M HI 7AM 

24 V. 50-60 Cy. 

12.55 

M HI 7AM 

115 V. 50-60 Cy. 

12.65 

MH17DM 

6 V, DC 

12.10 

MH17DM 

24 V. DC 

12.20 


A.C. RELAYS 

6-12-24-115-230 Volts 50-60 Cy. 

D.C. RELAYS 
6-12-24-110 Volts 

Contacts 

Type 

Net 

Type 

Net 

DPDT 

AP11A 

$7.50 

AP11D 

$7.50 

4PDT 

AP17A 

9.00 

AP17D 

9.00 

Add 45c for 230 V. coil 

Add 65c for 110 V. coil. 


SU Series— 
MULTIPLE LEAF 
RELAYS 



SU 17 


2Yi(!' bigb* Mounted with 
centers. 


Long coil provides ample 
power for fast, positive switch¬ 
ing and high contact pressure. 
May be mounted in either 
vertical or horizontal position. 
Suitable for applications such 
as signal or alarm controls, re¬ 
mote indicators, temperature 
controls, overload or under¬ 
load protective devices, etc. 
Pure silver contacts rated at 
5 amperes, 115 V AC; 28 V 
DC non-inductive load. DC 
coils require 2.5 watts; AC 
coils, 12 V. A. 

Dimensions: 2Vio" x 1%" x 
two 6-32 tapped holes on Vm* 


When ordering, specify coil voltage. 


Contacts 

A.C. RELAYS 
6-12-24-115 Volts 50-60 Cy. 

D.C. RELAYS 
6-12-24-110 Volts 


Type 

Net 

Type 

Net 

SPDT 

SU5A 

$2.35 

SU5D 

$2.35 

DPDT 

SU11A 

2.95 

SU11D 

2.95 

3PDT 

SU14A 

3.45 

SU14D 

3.45 

4PDT 

SU17A 

4.00 

SU17D 

4.00 


Add 65c for 110 V. coil. 
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IM Series—SENSmVE PLATE CIRCUIT RELAYS LS Series-PLATE CIRCUIT RELAYS 


Designed to meet demand for high 
grade medium cost plate circuit re¬ 
lays in both single and double pole 
contact arrangements. Applicable to 
photo electric control, packaging, 
counting and other electronic cir¬ 
cuits. Large coil permits many am¬ 
pere turns for greater sensitivity. 
Optimum adjustment for LM5 re¬ 
lays: ! MW; minimum adjustment, 
15 MW. Optimum adjustment for 
LM11 relays: 2 MW; minimum ad- 
justment, .7 MW. Sensitivity read- 
justable by tail spring nut. Fine sil¬ 
ver, 5 ampere contacts. Minimum 
contact pressure, 10 grams. 

Dimensions; LM5 x Vyjfe" x 

LM 11 27/^6" high. Mounted with two 6-32 

tapped holes on " centers. LM 11 

2 */4‘^ X X high. Mounted 
with two 6-32 tapped holes on centers. 

When ordering, specify coil resistance. 


Contacts 

Type 

Coil 

Resistance 

Factory Adjustment 
Pull in MA 

Net 

SPDT 

LM5 

2500 ohms 

6.3 

$2.80 

SPDT 

LM5 

5000 ohms 

4.5 

2.95 

SPDT 

LM5 

10000 ohms 

3.2 

3.30 

DPDT 

LM11 

2500 ohms 

9.0 

4.20 

DPDT 

LM11 

5000 ohms 

6.3 

4.35 

DPDT 

LM11 

10000 ohms 

4.5 

4.70 


MB Series—MINIATURE DC POWER CONTACTOR 

S ' Designed for very high current applica- 

tions. Contacts and contact-shorting bar 
are M" pure silver, rated 60 amperes 
non-inductive load at 28 V DC. Contact 
arrangement is 1 form X (SPST-NO- 
DM). The MB series contactors pull in 
75% of nominal voltage and drop out 
at 50%. A spring assembly equalizes the 
high (250 grams, minimum) contact pres- 
jr • sure during movement of the rugged, 

“I ' t i pin-hinged armature. Contact arms are 

heavy brass with large, tinned solder ter- 
minals. Coils wound on molded bobbins, 
and varnish impregnated. Breakdown: 
500 V. RMS, minimum. 

Dimensions: 1"M x x 1^" high. Mounted with four 3-48 
tapped holes on centers. 

When ordering, specify coil voltage. 


Type 

Coil Voltage 

Coil Resistance 

Net 

MB3D 

6 V. DC 

13.3 ohms 

$6.40 

MB3D 

12 V. DC 

62.3 ohms 

6.40 

MC3D 

24 V. DC 

245 ohms 

6.40 

MB3D 

110 V. DC 

3670 ohms 

6.80 


COIL BOBBIN KIT 

24 ASSORTED MOLDED BAKELITE BOBBINS 
POTTER & BRUMFIELD’S kit of 24 assorted 
bobbins: 3 each of 8 different sizes. Ideal for ex¬ 
perimenters, designers, radio amateurs and espe¬ 
cially project engineers who prefer to calculate 
and wind their own coils to meet specific circuit 
requirements. Bobbins are one piece molded, 
withstand 85® C. temperature rise and mpre than 
1,000 volts RMS breakdown. Core diameters: to outside 

diameters: to l^/fe"; inside length: to 1*^^^; wall thickness: 

.040". These bobbins are used in theTPollojying'P &B relays: Series 
MR, LS, SP, FR, KR, LK, KL, PR and MH. ,, 

75A047 Coil Bobbin Kit........Net $1.50 


Designed for applications where 
size and cost are important. 
Optimum adjustment at 2 MW; 
minimum adjustment at .9 MW. 
Sensitivity readjustable by. bepd- 
ing tailspring hook. Pure silver, 
5 ampere, SPDT contacts. Mini- 
- mum contact pressure, 10 grams. 

Dimensions: 25i"x 1%" high. Mounted with two 

(e" diameter holes on 2%" centers. 

When ordering, specify coil resistance. 



Contacts 

Type 

Coil 

Resistance 

Factory Adjustment 
Pull in MA 

Net 

SPDT 

LS5 

2500 ohms 

9.0 

$2.25 

SPDT 

LS5 

5000 ohms 

6.3 

2.35 

SPDT 

LS5 

10000 ohms 

4.5 

2.55 


SS Series —DC SUPER SENSITIVE RELAYS 

This new ultra-sensitive relay ^ 

operates with 10 G vibration ^ 1 1 

resistance on less than 10 MW. \ 

The armature, precision-bal- 

anced on needle-point bearings, ' ^ 

is virtually friction free in its 

movement. The SS relays use ^ 

dual coils connected in series. ^ ^ 

Windings are varnish impreg- I ^ 

nated to exclude moisture and III 

prevent mechanical damage. 

Pure silver contacts rated at 
2 amperes, 115 V AC or 28 V 
DC non-inductive load. 

Dimensions: 1%" x 1^6^^ x high. Mounted with 

two 6-32 tapped holes on 2^" centers. 


Type 

Contacts 

Coil Resistance 

Max. Pull In 

Net 

SS5D 

SPDT 

10,000 ohms 

1.0 MA 

$9.90 


LK Series—LATCHING RELAYS 

Electrical latch, electrical re¬ 
lease that will stand 10 G vi¬ 
bration and 25 G shock while 
operating. For multiple circuit 
switching of power loads. Mini¬ 
mum contact pressure, 35 
grams. Contacts diameter i 
fine silver, rated at 5 amperes. 

Coils wound on molded bake- _ 

lite bobbins with 500 volts LK 17 

breakdown. Available open or hermetically sealed. 

Dimensions: Open relay, 2^%" x 1^" x 1%" high; 
sealed relay, x x 2^6" high, plus below 

chassis. Mounted with two dia. holes on 1^" centers. 

When ordering, specify coil voltage. 

BOTH COILS SAME VOLTAGE 


4PDT 

LK17A 

6 V. 50-^ Cy. 

$6.90 

LK17D 

6 V. DC 

$6.75 

4PDT 

LK17A 

12 V. 50-60 Cy, 

6.90 

LK17D 

12 V. DC 

6.75 

4PDt 

LK17A 

24 V. 50-60 Cy. 

6.90 

“ LKltD ' 

24 V. DC 

6.75 

4PDT 

LK17A 

115 V. 50-eiiCy. 

6.90 

LK17D 

110 V. DC 

8.25 
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SM Series—SUPER MIDGET RELAYS 

Sub-miniature relay fits standard miniature 
tube socket and hold-down shield. Sealed in 
deep drawn steel can; weighs less than 1 ounce. 
Silver-rhodium SPDT contacts rated am¬ 
pere, 115 V AC; 3^ ampere, 28 V DC non- 
inductive load. Withstands 10 G vibration to 
55 c.p.s. and passes government environment 
specs. Sensitivity, 75 MW. Maximum coil 
dissipation, 1.8 watts. 

Dimensions: Maximum height, iVs" (above 
socket); maximum diameter, .755". 


SM5DS 

SIVI5LS 

Norn. 

Voltage 

Pull 

In V 

Net 

Coil 

Resistance 

Ohms 

Pull 

In MA 

Net 

6.0 

4.0 

$4.35 

5000 

3.8 

$4.85 

24.0 

18.0 

4.35 

10000 

2.7 

5.55 


SP Series—HEAVY DUTY-SHOCK PROOF 
RELAYS 

A heavy-duty relay with bal¬ 
anced armature construction; 
withstands shock and vibra¬ 
tion and can be mounted in 
any position. Thick molded 
bakelite base and contact sup¬ 
ports. Coils wound on molded 
bakelite bobbins with mini¬ 
mum breakdown of 500 volts, 
RMS. Average power for DC 
types, 1.5 watts; for AC types, 3 to 4 V. A. Contacts are 
diameter fine silver, rated at 8 amperes on double break 
and 5 amperes on single break. Minimum contact pressure, 
25 grams. 

Dimensions: 234^ x 15^" x 1^3^" high. Mounted with 
two 6-32 tapped holes on centers. 

When ordering, specify coil voltage. 



SM5-S 



SP 11 


MS Series—MOTOR STARTING RELAYS 

VOLTAGE ACTUATED 



MS 2A MS 4A 


Voltage controlled relay insures throw-out of the starting winding 
when motor reaches rated speed regardless of the load on the motor. 
May be mounted on the motor or remotely located. Ideally suited for 
use with hermetically sealed or explosion-proof motors that are 
capacitor start, induction run. Operates on back EMF of running 
winding. 

Pull in voltage can be varied over a wide range by adjusting 
armature gap. Unusual design permits an exceptionally wide differen¬ 
tial between pull in and drop out voltages. Normal adjustment for 
115 volt motors is to pull in at 140 V and release at 40 V or less; For 
230 V motors, pull in at 255 V and release at 80 V or less. 

MS2A single break relay for capacitor start induction run motors 
up to 1 HP. 

MS4A double break relay with high current contacts for capacitor 
start, induction run motors up to 3 HP. 

Dimensions: 2M" x 2Vi6" x 1%" high. Mounted with two dia. 
holes on centers. 

When ordering, specify type, coil resistance and motor-line voltage. 


Type 


Net 

IVIS2A 

800 ohms (for 115 volt 50-60 cycle motor) 

$2.55 

IVIS2A 

2100 ohms (for 230 volt 50-60 cycle motor) 

2.65 

IVIS4A 

800 ohms (for 115 volt 50-60 cycle motor) 

3.75 

IVIS4A 

2100 ohms (for 230 volt 50-60 cycle motor) 

3.85 


Contacts 

A.C. RELAYS 
6-12-24-115 Volts 50-60 Cy. 

D.C. RELAYS 

6-12-24 Volts 


Type 

Net 

Type 

Net 

DPDT 

8P11A 

$4.75 

SPUD 

$4.30 


FR Series—PHOTO FLASH RELAYS 


Designed for photo flash 
units using a high voltage 
discharge through a gas 
filled tube requires a re¬ 
lay with extremely high 
voltage breakdown insu¬ 
lation. When the bulb is 
flashed, the contacts must 
carry an extremely high surge of current without sticking, 
burning or pitting. The repetitive accuracy must be as uni¬ 
form as a precision built shutter on a fine camera. Unfailing 
positive contact is vital to synchronization of the shutter 
with the high voltage capacitor discharge. 

The FR relay has been proven under the most severe 
conditions of temperature, humidity and shock. Contact 
material and extremely high breakdown insulation be¬ 
tween ground and all current-carrying parts combine to 
give a reliable relay at economy prices. Breakdown 3,000 
volts minimum between current-carrying elements and 
ground. 

Dimensions: 2^34" x x 1^" high. Mounted with 
two diameter holes on 2%" centers. 

When ordering, specify voltage. 


Contacts 

A.C. RELAYS 

6 Volts 50-60 Cy. 

D.C. RELAYS 

2 Volts 


Type 

Net 

Type 

Net 

SPDT 

FR5A 

$3.60 

FR6D 

$3.60 

DPDT 

FR11A 

4.70 

FR11D 

4.70 
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/i<u*Ke RELAYS 



Type 7204 


COAXIAL RELAY 

This relay, for use with 52 ohm RG coaxial cable, has SPDT internal contacts, rated at 
880 watts maximum. If desired, DPDT auxiliary contacts (as illustrated) may be had. 
Tests on a 52 ohm line show VSWR of 1.02:1.0 at 116 meg. 

*List Prices: (Up to 115 V A.C. or 40 V D.C.) 


A.C. D.C. 

7200 8200 ... $16.63 

7204 8204 With auxiliary contacts. 20.63 


*For higher voltages up to 440 V A.C. cr 240 V D.C., or for other ADVANCE Coaxial 
Relays, see your nearest jobber. 

Size (without auxiliary contacts): x 3^" x 3^" 



Type 5203A 

denotes 

5-amp. contacts 


MIDGET TELEPHONE RELAY 

This small, yet sturdy relay is offered in any contact combination from SPST to 4PDT; 
with 1.5 amp. contacts, or with 5 amp. contacts. Coils draw from .1 to 2 watts 
D.C. or 1 to 1^ watts A.C. List prices below are for coils up to 115 V A.C. or 1000 ohms 
D.C. 


A.C. D.C. 


5201 

6201 

SPST N.O. 

. $4.65 

For higher voltage coils, up to 

5201A 

6201A 

SPST N.O. 

. 4.92 

220 V AC. or 40,000 ohms D.C., 

5203 

6203 

SPDT . 

. 4.98 

see your nearest jobber. He can 

5203A 

6203A 

SPDT . 

. 5.51 

also show you other ADVANCE 

5204 

6204 

DPDT . 

. 5.98 

Telephone Type Relays. 

5204A 

6204A 

DPDT . 

. 7.05 




Type 003 


TINY MITE RELAYS 

(FOR D.C. ONLY) 

In these tiny relays, which require less than cubic inch mounting space, all switching 
is above ground. Contacts are rated at .35 amperes at 115 V A.C. (non-inductive). 
Power required is .35 to 1.5 watt. Coils are available for any D.C. voltage 1 to 80 resist¬ 
ances up to 10,000 ohms. Weight 10 grams. (45 relays per lb.). List prices below are for 
any coil up to 800 ohms (24 V D.C.). For higher resistances see your nearest jobber. 

^003.SPST N. O. $3.52 Size: W x }§'' x 

005 .DPST N. 0 . 3.85 (Overall dimensions with lugs as illustrated). 

004 ..... .DPDT ........... .. 4.24 desired, can be supplied with leads. 



Type 1200 


ULTRA.SENSITIVE D.C. RELAYS 

This relay combines many superior features — transparent plastic cover-molded Bake- 
lite base — counter-balanced armature — high overall sensitivity ... 5 milliwatts for 
positive operation —-2% milliwatts with careful adjustment, and light contact load . . . 
Three adjustments with vernier screws: spring, and each contact. Contacts are SPDT, 
pure silver rated at 1.0 amperes at 115 V A.C. (non-inductive). 

Supplied in coil resistances up to 40,000 ohms. Be sure to specify resistance desired! 
LisL Prices* 

Up to 2200 ohms. $10.97 8700 ohms. $11.98 30000 ohms. $17.80 

3500 ohms. 11.31 14000 ohms. 12.64 40000 ohms. 21.63 

5500 ohms. 11.64 20000 ohms. 14.56 

Base Dimensions: 2" x 2^". Height: li/^". Weight: 6^/4 ounces. 



Series K1500 and K1600 


MIDGET RELAY 

Of particular interest where size and cost are factors, this new series of Midget 
Relays, of improved design, incorporates all of the fine construction features 
typical of the ADVANCE line. This unit measures only l^f" x li/4"'x l^A" high. 
Pure Silver contacts are used, %" in diameter, fg" contacts rated at 5 amps are 
also available by adding letter A after last numeral in type number (ex: K1503AS). 
Standard coils are obtainable from 2 to 40 V D.C. and 1 to 115 V A.C. The follow¬ 


ing switch combinations can be supplied: 

TYPE 

A.C. D.C. CONTACT COMBINATION LIST PRICES 

K1503S K1603S SPDT . $4.31 

K1504 K1604 DP-DT . 4.65 

K1509A K1609A 3P-DT (5 amp.) .. 6.92 
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AdiMmce REIMS 


Isolantite model Antenna 
Change-Over. Designed 
for use in Amateur Trans¬ 
mitters. 

The contact system is 
Double Pole-Double 
Throw, using Pure 

Silver contacts, with ex¬ 
ceptional wiping action. 

For high radio frequency 
control. Entirely hum- 
free where intended for 


TRANSMITTER RELAYS 



Type 400 


A.C. operation, and highly 
efficient on D.C. supplies. 
All metallic parts are 
cadmium plated. 

Standard coils are for 
llOV A.C. They will also 
be supplied for lower 
A.C. or D.C. voltages, or 
higher. 


List Price.$13.17 


KEYING RELAYS 


TIME DELAY RELAYS 


Type 304BF 
Type 354BF 


Type 1 OIK—A.C. 
Type 201K—D.C. 




Designed expressly for use in Keying Circuits where 
it is desired to use low voltage across the key to 
control high voltage transmission through the Relay 
contacts. The heavy duty coil and strong return spring 
makes possible an exceptional keying speed. Two sets 
of Pure Silver contacts provide a double “make” 
circuit for carrying high current (voltage capacity 
2500 volts). The complete unit, mounted on a 3/16" 
Bakelite base with binding posts for coil connections, 
has over-all dimensions of 3" x 2" x 1^" and is ob¬ 
tainable for A.C. operation to 115 volts or D.C. op¬ 
eration to 40 volts at standard list price. Also avail¬ 
able in high A.C. and D.C. voltages. 

List Price .$7.32 


Available either with delay before make, 304BP, or de¬ 
lay before break, 354BF. This relay is provided with an 
adjustable range of 10 seconds to one minute. Re¬ 
cycling time is approximately 10 times the delay 
period. Both models are DPDT with 14" 10 ampere 
contacts (non-inductive). Available in voltages to 230 
volts D.C. and 440 volts A.C. Standard price applies 
up to 115V A.C., or 40V D.C. Dimensions 3%" x 2%" 
x IM". 

List Price .$15.65 



LATCHING RELAYS 

These Relays are highly desir¬ 
able for applications where it is 
impractical to have the holding 
coil in constant service. When 
the coil actuating the contact 
arrangement is momentarily en¬ 
ergized, the armature is locked 
in the closed position, and may 
be released electrically (Type 
604B) or manually (Type 654B). 



List 

Type 604B $12.77 . 

The above list prices are for 


List 

.Double Pole-Double Throw ...... Type 654B $9.50 

contacts. Rated 10 amps at 24 V D.C. or 115 V A.C. (non-ind. loads). 


WHEN ORDERING RELAYS PLEASE SPECIFY THE VOLTAGE 
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Adoofwe RELIYS 


INDUSTRIAL CONTROL RELAYS 



Designed 
mainly for in¬ 
dustrial appli¬ 
cations — air 
conditioning, 
lighting, and 
power transfer 
systems, the 
Type 964B Re¬ 
lays embody 
all of the rug¬ 
ged construc¬ 
tion features 
demanded in 
Type 964B units of this 

type without sacrificing the desirable qualities of the 
midget style. Available in DPDT and to operate on 
standard A.C. or D.C. voltages, please specify. 


Type 964B —Double Pole-Double Throw 


List 

..$7.32 



This three 
pole, double 
throw relay 
has the same 
general char¬ 
acteristics a s 
the Type 964B 
except that it 
requires a 
slightly larger 
mounting area. 

Contacts are 
lA" silver, 
rated at 10 
amperes at 115 _ p-pp 

V. A.C. non-in- ® 

ductive. Solder lug terminals are provided for all con¬ 
nections and the metal mounting bracket has two 
tapped holes on 2" centers for 6-32 screws. 








GENERAL PURPOSE RELAY MIDGET TYPE R.F. RELAYS 


This ADVANCE relay, 
with molded bakelite in¬ 
sulation, is compact, 
sturdy, and all electrical 
connections are well 
spaced and easily acces¬ 
sible. 

Contacts are diameter 
pure silver, rated at 15 
amps, at 115 V. A.C. or 24 
V. D.C. (non-inductive.) 
BE SURE TO SPECIFY 
CORRECT TYPE NUM¬ 
BER AND OPERATING 
VOLTAGE WHEN 
ORDERING. PRICES BELOW ARE FOR A.C. COILS 
UP TO 115 VOLTS OR D.C, COILS UP TO 40 VOLTS, 
This is one of the finest small relays available. 



D.C, A.C. List 

Type 9003 9103 SPOT—Double Make and Break. $8.47 

Type 9004 9104 DPDT—Single Make and Break. 8.47 



These models 
are sturdy, com- 
pact Double 
Pole - Double 
Throw Trans¬ 
mitter Relays, 
designed ex¬ 
pressly for use 
in all types of 
mobile-portable 
communications 
equipment 

where space is at a premium. The insulation on this, 
as on ADVANCE Type 400’s, is Isolantite. Coils are 
obtainable for various A.C. and D.C. voltages. These 
ADVANCE relays will operate in any position, con¬ 
suming approximately 4 watts A.C., 2 watts D.C. 
Dimensions are 2%'^ x x 1%". 


Series 1000—A.C. Series 2000—D.C. 


List Price 


$10.97 



GENERAL PURPOSE RELAYS 

Type 953B 

This relay affords maximum power and eflEiciency at low cost. Contacts 
are SPDT, rated at 10 amperes at 115V A.C. and are pure silver. 
Solder lug terminals are provided arid the relay is mounted on a metal 
bracket, same as the 964B and 979B. Coils to 40V D.C. and 115V A.C. at 
standard prices. For higher voltages see your favorite ADVANCE 
jobber. 

List Price ..$5.12 


GEN-E-MOTOR STARTING RELAY 

Type 951C 

An exceptionally sturdy power transfer Relay, easily capable of handling 
the heavy current surge encountered on “cold” starts in motor- 
generator systems. The contacts are Special alloy “Elkonite D-54” 
and have ample carrying capacity for the usual 200-500V converters. 
Heavy-duty in every phase of construction, this unit is not to be com¬ 
pared with the common five and ten ampere circuit controls. Base 
dimensions are 3" x 2" and each unit is complete with a braided gen¬ 
erator-cable pig-tail and binding posts for all connections. Coils for 5% 
to 32V D.C. or 1 to 115 A.C..List Price $8.78 
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iPEtmiTiES mnnuraciuRmc to. 


7751 HAMILTON 


DETROIT 2. MICH., U.S.A. 


FOR THE LATEST IN DESIGN 
AND DEVELOPMENT, BE SURE 

S P EM C 0 

ALL-PURPOSE RELAYS 


The Spemco Relays are an entirely new design from both mechanical and 
electrical standpoint. 

These relays are not designed to meet a price but built of the highest 
quality material and workmanship. A trial of one of these Spemco Relays 
will convince you. 

.... “It’s Just a Relay to You, But a Reputation to Us” 


S. P. D. T. SERIES 1500 
S. P. D. T. SERIES 1200 



D. P. D. T. SERIES 1400 



216 " length 


1 % " high 


2 fi" length 


CONTACT DATA 

CONTACT RATING 


Contact 

Ampere 

Non-Inductive* 

Horse Power 
Single Phase 

Form 

llOV 

220V 

llOV 

220V 

S.P.D.T. 

10 

5 

1 

1 

S.P.D.T. 

10 

5 

1 

1 

S.P.D.T. 

10 

6 

1 

1 

S.P.D.T. 

10 

5 

1 

1 

S.P.D.T. 

10 

5 

1 

1 

D.P.D.T. 

10 

5 

1 

1 

D.P.D.T. 

10 

5 

1 

1 

D.P.D.T. 

10 

5 

1 

1 

D.P.D.T. 

10 

5 

1 

1 

D.P.D.T. 

10 

5 

1 

1 


CONTACT DATA 


Contact 

CONTACT RATING 

IN AMPERES* 
(Non-Inductive Load) 

Form 

24V 

D.C. 

llOV 

A.C. 

220V 

A.C. 

S.P.D.T. 

10 

10 

5 

S.P.D.T. 

10 

10 

5 

S.P.D.T. 

10 

10 

5 

D.P.D.T. 

10 

10 

5 

D.P.D.T. 

10 

10 

5 


Resistance 
(ohms) 
Plus or 
Minus 
10 % 
530 
9.2 
1.5 


COIL DATA 

Rating 

Volt Amperes 


Inrush Sealed 


ORDERING INFORMATION 


Resistance 
(ohms) 
Plus or 
Minus 
10 % 


COIL DATA 

Power 
in Watts 
<20x C) 


Approx. 

Net 

Weight 

In Ounces 

Catalogue 

No. 

Net Price 

4.8 

1200 

$4.15 ea. 

4.8 

1201 

4.15 ea. 

4.8 

1202 

4.15 ea. 

4.8 

1203 

4.15 ea. 

4.8 

1204 

4.15 ea. 

6.5 

1400 

5.50 ea. 

6.5 

1401 

5.50 ea. 

6.5 

1402 

5.50 ea. 

6.5 

1403 

5.50 ea. 

6.5 

1404 

5.50 ea. 


ORDERING INFORMATION 


Approx. 

Net Weight 
in Ounces 

Catalogue 

No. 

Net Price 



4.5 

1500 

$4.15 ea. 

4.5 

1501 

4.40 ea. 

4.5 

1502 

4.95 ea. 

6.3 

1405 

5.50 ea. 

6.3 

1406 

5.50 ea. 


*Open type rating. Enclosed rating—90% of open rating. 

RELAYS DESIGNED IN ACCORDANCE WITH OUR INTERPRETATION OF UNDERWRITERS SPECIFICATIONS. 


These Spemco magnetic relays can be used for remote control of 
electric power and lighting loads, pilot lights and audible signals. 
It may also be used for controlling small single phase motors, serve 
as circuit switching relays for machine tools, processing control, 
electrical interlocking systems, electronic applications, follows a 
“Bug” F B and many other applications too numerous to mention; 
however, relays serve as control devices only and do not provide motor 
overload or short circuit protection. 

MAGNET COILS for AC Coils only. Relay coils are available for 
voltages ranging from \ y^ to 220 volts with commercial frequencies 
of 25, 50 and 60 cycles. Coils are designed for continuous service 
and will operate safely at plus 10% or minus 15% rated voltage. 


All coils are designed for 60/60 cycle service for any given voltage 
rating. Coils will pick up readily at 80% of rated voltage. All 
magnet coils are impregnated and baked. 

POINTS. Fine silver to silver contacts provide long life and low 
contact resistance. Silver contacts never require cleaning or dressing 
and do not corrode, thus reducing maintenance. Substantial contact 
pressure assures dependable contact action even on light loads or 
low voltages. 

All wiring terminals are accessible from the front of the relays and 
are so arranged that relays may be mounted on minimum centers 
without obstructing wiring terminals of adjacent relays. All Steel 
parts are plated. 
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THE SPEMCO LINE H & H SWITCHES 


SPEMCO SWITCHES 
BALL LEVER TOGGLE SWITCHES 


jsnr 


Underwriters’ ap¬ 
proved, 3 amp. 125 
volts, laminated 
bakelite base. Nickel 
plated finished. 


No. 

Description 

Sleeve 

List 

Price 

1120 ... 

.SPST . 



1121 ... 

.SPST . 

.. . 

...1" . 

. 1.00 ea, 

1122 ... 

.SPDT. 

IS// 

...32 . 


1123... 

.SPDT. 

.. .1" . 

. 1.15 ea. 

1124... 

.DPST. 

. 

. 1.40 ea, 

1125... 

.DPST. 

...1" . 


1126... 

.DPDT. 

...S§". 


1127... 

.DPDT. 

...1" . 

. 1.80 ea. 


BAT LEVER TOGGLE SWITCHES 

Underwriters’ ap¬ 
proved. 3 amp. 125 
volts, laminated 
bakelite base. Nickel 
plated finished. 



No. 

1135 . 

Description 
.SPST . 

Sleeve 

a.3w 

....32 . 

List 

Price 

No. 

€1 

Description 

Sleeve 

List 

Price 

1121 - 6 .. 

.SPST . 

... . 1 " . 

. 1.00 ea. 

1166... 

. SPST . 

is// 

,...32 

. $1.45 ea. 

1136. 

.SPDT. 

...sr. 

. 1.00 ea. 

1167... 

.SPDT. 

...Si"... 

. 1,55 ea. 

1123-B.. 

.SPDT. 

... 1 " . 

. 1.15 ea. 

1155... 

. DPST . 

...Si"... 

. 1.90 ea. 

1137 . 

. DPST . 

,...S§" . 


1150... 

. DPDT . 

...Si"... 

. 2.15 ea. 

1125-B.. 

1138 . 

1127-B.. 

. DPST . 

. DPDT . 

. DPDT . 

... 1 " . 

...Si" . 

,... 1 " . 

_ 1.65 ea. 

. 1.65 ea. 

. 1.80 ea. 

MOMENTARY 

PUSH 

BUTTON 


No, 

1156.. 


PUSH BUTTON DOUBLE 
ACTION SWITCH 

Underwriters’ ap¬ 
proved, 3 amp. 250 
volts. Press lever to 
make contact, press 
lever to break con¬ 
tact. Nickel plated 
finish. 

List 

Sleeve Price 

M" .$1.65 ea. 



Description 
.SP. 


MOMENTARY BAT 
LEVER TOGGLE SWITCHES 

Underwriters’ ap¬ 
proved, 3 amp. 125 
volts, laminated 
bakelite base. Nickel 
plated finished. 



MOLDED BAKELITE 
SWITCl^. BAT LEVER 



Underwriters’ ap¬ 
proved, 6 amp. 125 
volts, 3 amp. 250 
volts. Back con- 
n e c t e d , slotted 
sleeve. 


- 



List 

No. 

Description 

Sleeve 

Price 

1142 

SPST 

J.SV 


Jl43... 

.SPDT. 

...Si".. 

. 1.25 ea. 

1144.... 

.DPST. 

...Si". 

. 1.70 ea. 

1145... 

.DPDT. 

AS// 

...32 . 

. 2.00 ea. 



ON AND OFF PLATE 


No. List Price 

1132.$0.06 ea. 


SLIDE SWITCHES 


SWITCH 



No. Button 

1157-A.Red ... 

1157-B.Black. 


Underwriters’ ap¬ 
proved, 1 amp. 125 
volts Ap. Nickel 
plated finish. Lami¬ 
nated bakelite base. 
Sing^le Pole, slow 
make and slow break, 
normally off, with 
bakelite snap-on but¬ 
ton in red or black. 

List 

Sleeve Price 

..M" .$1.40 ea. 

...Si". 1.40 ea. 


Two circuit slow make and slow break, 
momentary switch. One circuit normally on, 
the other off, with snap-on plastic button, 
in red or black. (Pushing the button re¬ 
verses the contact.) 

List 

No. Button Sleeve Price 

115S-A.Red.Si".,$1-50 ea. 

115S-B.Black.^i". 1.50 ea. 



Housings are 
made of steel 
and are cad¬ 
mium plated 
IW' long, M" 
wide and 1 %" 
mounting 
centers. 


List 


1180 ...SPST .75A-125V AC-DC....$0.31 ea. 

1181.. ..5.OT .75A-125V AC-DC ... 0.37 ea. 

1182.. ..DPST .50A-125V AC-DC. .. 0.44 ea. 

1183.. ..DPDT .50A-125V AC-DC.... 0.55 ea. 


Underwriters’ ap¬ 
proved, 1 amp. 125 
volts AC. Momentary 
contact. Nickel 
plated finish. 


List 

No. Description Sleeve Price 

1141.SP Normally ON....Sr'...$1.00 ea. 

1141-A..SP Normally 0FF....Sr' .. 1.00 ea. 



MOLDED BAKELITE 
MOMENTARY PUSH BUTTON 
SWITCH. NORMALLY OFF 



Underwriters’ ap¬ 
proved, 6 amp. 125 
volts, 3 amp. 250 
volts. Back con- 
n e c t e d , slotted 
sleeve. 


No. 

Description 

Sleeve 

List 

Price 

1146... 

.SPST . 

-..^2" . 

....5/2". 

....$ 2.00 ea. 

1147... 

.SPDT. 

. 2.20 ea. 

1148... 

.DPST. 

• ■■Vz' . 

. 2.45 ea. 

1149... 

.DPDT. 

-ya" . 

. 2.70 ea. 


ROTARY SWITCHES 




Underwriters’ ap¬ 
proved, 3 amp. 125 
volts. Nickel plated 
finish. Laminated 
bakelite base. 



No. Description Shaft 

1128 .SPST .1!/4 

1129 .SPDT . 

1130 .DPST . l'/4". Ya 


List 

Sleeve Price 

.$ 1.20 ea. 

iVi".‘A". 1.30 ea. 

- 1 / 4 ". 1.75 ea. 


1131.DPDT 


..H/ 4 ". 




1.95 ea. 


ROTO-LOCK SWITCH 



Underwriters’ ap¬ 
proved, 3 amp. 250 
volts. 


List 

No. Description Sleeve Price 

1128-K....SPST ..$1.60 ea. 

112S-KA..Key only for above. 0.30 ea. 


BAT LEVER TOGGLE SWITCH 
NEUTRAL CENTER 



Underwriters’ ap¬ 
proved, 6 amp. 
125 volts, either 
AO or DC. A 3 
position switch, 
on-off-on. Black 
bakelite case. 


List 

No. Description Sleeve Price 

1175.SPDT. m" .$2.10 ea. 

1176...DPDT. M" . 2.35 ea. 
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H & H SWITCHES the SPEMCO line 


POWER SWITCHES 


ROTARY CANOPY SWITCH 



Underwriters’ approved, 
10 amp. 125 volts. 
Size of case 1^" long, 
wide, high. 


List 

No. Description Sleeve Price 

1133.SPST . U'' .$1.60 ea. 


With Fixed Plastic Handle 



List 

No. Stem Wire Lead Price 

1179.iV'.S".$0.60 ea. 



Underwriters’ ap¬ 
proved, 12 amp. 
125 volts. Size of 
case, 1 %" long, 
%" wide. If" high. 


No. Description 

1159.DPST 


Sleeve 


List 
Price 
$1.90 ea. 



Unde rwr iters’ 
approved, 1 2 
amp. 125 volts, 
size of case 
1 %" long, %" 
wide, II" high. 

List 

Price 

.$1.90 ea. 



Under¬ 
writers’ ap- 
proved, 15 
amp. 125 volts. 
Size of case, 2" 
long, 1" wide, 
li" high. 


No. Description Sleeve Price 

1134.DPST. ...M" .$2.85 ea. 



Fully enclosed 
tumbler switch, 
2 0 amp. 2 5 0 
volts, 114 horse¬ 
power, 250 volts. 
Size of case, 214^' 
long, 114 " wide, 
high. 


List 

No. Description Sleeve Price 

1170.DPST. hr' .$4.75 ea. 


PUSH BUTTON MOMENTARY 
SWITCH 

■ « 







This switch is primarily intended as a safety 
switch to be used as an interlock connection 
on doors of dangerous high voltage devices 
when they are opened. Rated at 12 amp. 125 
volts. 1 horsepower, 250 volt AC. Normally 
OFF. Size of case, 1%" long, %" wide, 
II" high. 

List 

No. Description Sleeve Price 

1160.DPST. hB" .$2.70 ea. 



EXTRA HEAVY DUTY SWITCHES 
NEUTRAL CENTER 


Used in heavy current circuits, such as trans¬ 
mitters, power amplifiers, motors, etc. Con¬ 
tacts have fast “br^ak” which reduces the 
tendency to arc. Rated at 10 amp. 125 volts. 
Size of case 2" long, 114" wide, 1" high. 

List 

No. Description Sleeve Price 

1161. DPDT..........hh" .$6.25 ea. 



Size of case, long, 2" wide, 114" high. 
Rated 10 amp. 125 volts, 14 horsepower, 
115-230 volt AC. 

List 

No. Description Sleeve Price 

1177 .3 P DT. h%" .$ 8.25 ea. 

1178 .4 P DT. hB" .. 12.00 ea. 


CORD CONNECTORS 



Brown Bakelitc Cord Connector Complete, 
%" O.D. X 2%" long, 10 amps, 250 volts. 
End opening for wire size up to %" O.D. 


No. List 

1162.$1.95 ea. 


FEED THROUGH CORD SWITCH 



Underwriters’ approved, black bakelite case 
sliding lever, 10 amp, 125 volts, 5 amp. 
250 volts, ’fe" cord hole. 

No. Description List 

1163.SP.$1.85 ea. 

All aforementioned switches are manufac¬ 
tured by H. & H. for S.M.C. 

PORTABLE TOOL HANDLE 
SWITCHES 



Tool handle 
switch, fully 
enclosed, nor¬ 
mally OFF 
with locking 
latches. Rated 
and approved 
by the Un¬ 
derwrit e r s ’ 
for 6 amp. 
250 volts, 1? 
amp. 125 
volts, 1 H.P. 
250 volts, 1%" long, t|" wide, %" high. 
No. Description *Net Price 

1168.DPST.$1.75 ea. 



Small tool switch, mechanism fully enclosed 
in bakelite case. Rugged construction, cur¬ 
rent carrying parts made of phosphor bronze 
and contacts of hard drawn copper. Contacts 
arranged to be wired from the back for sim¬ 
plicity in wiring. Approved by Underwriters’ 
at 10 amp. 250 volts, 15 amp. 125 volts, 
V 2 H.P. 110V-2 20V A.C., 21^" long, %" 
wide, il" high. 

No. Description *Net Price 

1172. DP .$2.45 ea. 



This switch is arranged with momentary 
contacts, normally OFF. Approved by the 
Underwriters’ at 10 amp. 2 50 volts, 15 
amp. 125 volts, 2%" long, ||" wide, liV' 
high. 

No. Description *Net Price 

1173.DP Trigger Lever....,.$2.55 ea. 

All aforementioned switches are manufac¬ 
tured by H. & H. for S.M.C. 


SPECIALTIES MFG. CO. • 7751 HAMILTON • DETROIT 2, MICH. 


Copyright by U. C. P., Inc, 


*Net 

TRADE DISCOUNT APPLIES TO LIST PRICES ONLY 


Radio’s Master — 18th Edition 

Page L-41 















































^STANDARD ELECTRtCU 
\ PBODUCTSCay^ 


RELAYS 




I A QUALITY 


DAYTON,O. / ARODtiCT^ 

^ U.S.A. 


FOR AMATEUR 
AND INDUSTRIAL USES 





MINIATURE RELAYS 

These units are very compact and are espe¬ 
cially designed for plate circuit and general 
purpose control application. Overall dimen¬ 
sions: MR X 1%" X MRD X j 

1%" X 1^". Contacts are fine silver rated 5 
amps at 115 V. All 


ANTENNA CHANGE-OVER 


AC relays are free 
from hum and AC 
chatter. The MR-2 and 
MRD-2 have 2500 ohm 
coil, will pick up at 6 ma. and 12 ma. re¬ 
spectively. The MR-5 and MRD-5 have 5000 
ohm coils, will pick up at 8 ma. and 7.5 ma. 
respectively. The drop out value of these 
relays is approximately 60% of the pick up 
value. 


Mycalex Insulation is satisfactory for operation up to 60 MO. Triple-X 
insulation for operation up to 15 MO. All models use fine silver 
wiping action contacts rated at 4 amps. These relays are designed 
with ball-bearing armature pivot and have large contact spacing to 
assure minimum capacity between contact arms. The armature is de¬ 
signed so as to eliminate AC chatter. Size—3%" x 3%" x 2%6"« 


Type 

Insulation 

Coil Voltage 

ABA 

ABD 

AMA 

AMD 

TRIPLE-X 

TRIPLE-X 

MYCALEX 

MYCALEX 

110 V. A.C. 

6 V. D.C. 
no V. A.C. 

6 V. D.C. 


BREAK-IN RELAYS 




Insulation 

Coil Voltage 

TRIPLE-X 

TRIPLE-X 

MYCALEX 

MYCALEX 

110 V. A.O. 

6 V. D.C 
no V. AC. 
6 V.D.C. 




OVERLOAD RELAYS 

Adjustable overload relays provide accu¬ 
rate and positive protection against cur¬ 
rent surges and continuous overloads, 
jg Contact arrangements SPOT using 

I fine silver contacts. This allows the use 
I of either audible or visual signal to ad- 
I > vise of overload. All models are of the 
^ electrical reset type which allows remote 
W''‘ control resetting of the relay. Size— 
^ 3 %" X 2 " X 


R.F. AND GENERAL PURPOSE RELAY 

An excellent relay for R.F. or high voltage re¬ 
mote control. Contacts are fine silver rated 
4 amps. Designed with extremely short R.F. 
path, Ball-bearing armature pivot. All metal, 
parts cadmium plated. RB Series are TRIPf.E- 
X insulated for frequencies up to 15 MC. RM 
series are MYCALEX insulated for frequencies 
up to 60 MC. Size—2^^" x x 

I I Contact I 

Type I Insulation I Combination I 



Type 

Current Range 

i Reset Coil 

OA-2 

250-500 ma. 

no V. A.C. 

OA-5 

500-1000 ma. 

no V. A.C. 

OC-2 

260-500 ma. 

6 V. A.C. 

OC-6 

500-1000ma. 

6 V. A.O. 

OD-2 

250-500 ma. 

6 V. D.C, 

OD-S 

500-1000 ma. 

6 V. D.C. 



LATCHING RELAYS 

These relays are employed where it is not desirable to have current 

continuously on the coil. The latching arrangement is such that 

when the relay coil is energized the arma- 

tuye closes and locks in a closed position 

by mechanical latching. An electrical im- 

pulse on |he reset coil releases the arma- 

tuie from: the latch and allows the relay 

to assume its initial position. fine 

silver contacts. Bakelite Base. Size— 


Type 

Coil Voltage 

Contacts 

KBA 

KBD 

KBA-6 

no V. A.C. 

6 V. D.C. 
6V.A.C. 

SPST (double-break) 

SPST (double-break) 

SPST (double-break) 


Type 

Reset Coil 

PuII-in Coil 

Net 

Prices 

LEA 

no Volts A.C. 

no Volts A.C. 

$4.50 

LEA-6 

6 Volts A.C. 

6 Volts A.C. 

4.50 

LED 

6 Volts D.C. 

6 Volts D.C. 

4.50 



COMMUNICATION RELAYS 

Ideally suited for use in telephone, remote control, signaling, com¬ 
munications circuits etc. High speed opera¬ 
tion plus high sensitivity with high con¬ 
tact pressure. Contacts will handle 4 amps 
at 115 V. non-inductive load. Each relay 
has one make and one break contact sets. 
Size—3%" X 1%6" X 1%". 


Type 

Coil Voltage 

Net 

Prices 

MSA 

no V. A.C. 

$4.50 

MSA-6 

6 V. A.C. 

4.50 

MSD-6 

6 V. D.C. 

4.50 


MERCURY-SWITCH RELAY 

This type relay is used for controlling in¬ 
ductive loads and may be safely used in 
the presence of explosive dust, gas and 
vapor. This unit will safely handle a % 
H.P. motor or its equivalent. This single 
pole single throw mercury relay can easily 
be changed from normally open to normally 
closed by reversing the mercury tube in 
the clip. In addition this relay is equipped 
with SPST double break fine silver 

contact sets which can be used to elec- 
Net tricaly lock this relay, or 

Prices other applications. Mounts 

-- vertically with adjusting 

screws. Size—3%" x 2%" 
rS X S%". 


Res. of 
Coil Ohnffl 


TIME-DELAY RELAY 

Low cost Thermostatic Time delay relays de¬ 



signed for transmitting and industrial use. 
Prevents damage to tube filaments due to 
application of plate current before filaments 
are thoroughly heated. TD-11 is equipped so 
that it automatically compensates for ambient 
temperature changes. Time delay can be ad¬ 
justed by means of screwdriver. Stock models 
are 110 V. AO. Size—x x 23A6". 

TD-11 (10-60 Sec.)^—With compensator.Net $6.00 
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BLISS EliCLflSED. • HEIMETIEALII SEAIEB V A.O.,. D.C., OH 

I ajiuperite 

THERMOSTATIC 

DEL AY ™ 
RELAYS W ““ 


EXCLUSIVEFEATURES: 

• Actuated by a heater. 

• Operates on A.C., D.C., or Pulsating Current. 

• Hermetically sealed, Amperite Relays are 
not affected by altitude, moisture or other 
atmospheric conditions. 


• Compact, lightweight and inexpensive. 

TECHNICAL CHARACTERISTICS 

open or normally closed. BASE WIRING: 


CIRCUITS: SPST only—Normally open or normally closed. 

HEATER WATTAGE: 2 W prox.—Heaters can be operated continuously. 
STANDARD CONTACT RATING: 115V.—3A A.G, (or 220V—0.5A A.C.); 

Maximum voltage between contacts and heater—1500V. D.C. 
MINIATURE CONTACT RATING: 116V—2A A.C., other specifications 
same as standard. 

AMBIENT TEMPERATURES: Relays are compensated for temperatures 
of —55° to +70° C. Tolerances given are for 20° C. 

LIFE: With 115 V—lA A.C., non-inductive, at least 500,000 operations. 


Standard Radio Octal: 

Prongs 2-3-heater; 
Prongs 5-7-contacts. 


9-Pin Miniature: 

Prongs I-6-heater: Prongs 3-4- 
I contact; Prongs 8-9-2nd contact 


LIST PRICE: Standard and miniature types listed.$4.00 

RESALE: Standard and miniature types listed..$2.40 

DELIVERY: The types shown rn bold type are most popular, and usually 
available from stock. Other types delivered in approximately 6 weeks. 





lORMALLY OPEN CONTACTS 

NORMALLY CLOSED 

CONTACTS 

Delay- 

Seconds 

Toler¬ 

ance 



HEATER VOLTAGES 




HEATER VOLTAGES 



Seconds 

2.5 V. 

5.0 V. 

6.3 V. 

12 V. 

26 V. 
(22-30) 

II5V. 

2.5 V. 

5.0 V. 

6.3 V. 

12 V. 

26 V. 
(22-30) 

115 V. 

2 

± 1 

2N02 

5N02 

6N02 

I2N02 

26N02 

115N02 

2C2 

5C2 

6C2 

I2C2 

26C2 

II5C2 

3 

± 1 

2N03 

5N03 

6N03 

I2N03 

26N03 

nsNos 

2C3 

5C3 

6C3 

I2C3 

26C3 

115C3 

5 

± 2 

2N05 

5N05 

6N05 

I2N05 

26N05 

115N05 

2C5 

5CS 

6C5 

I2C5 

26C5 

115C5 

10 

± 3 

2N0I0 

5N0I0 

6N0t0 

l2N0i0 

26N010 

1T5N010 

2CI0 

5CI0 

6C10 

I2CI0 

26C10 

115C10 

15 

±: 3 

2N0I5 

5N0i5 

6N015 

I2N0I5 

26N015 

115N015 

2CI5 

5CI5 

6C15 

I2CI5 

26C15 

115C15 

20 

± 4 

2N020 

5N020 

6N020 

I2N020 

26N020 

115N020 

2C20 

5C20 

6C20 

I2C20 

26C20 

115C20 

30 

±: 8 

2N030 

5N030 

6N030 

12N030 

26N030 

115N030 

2C30 

5C30 

6C30 

I2C30 

26C30 

115C30 

45 

rh 10 

2N045 

5N045 

6N045 

I2N045 

26N045 

115N045 

2C45 

5C45 

6C45 

I2G45 

26C45 

115C45 

60 

± 12 

2N060 

5N060 

6N060 

I2N060 

26N060 

115N060 

2C60 

5C60 

6C60 

I2C60 

26C60 

115C60 

75 

± 15 

2N075 

5N075 

6N075 

I2N075 

26N075 

n5N075 

2C75 

5C75 

6C75 

I2C7S 

26C75 

1T5C75 

90 

± 15 

2N090 

5N090 

6N090 

I2N090 

26N090 

115N090 

2C90 

5C90 

6C90 

I2C90 

26C90 

115C90 

120 

± 30 

2N0I20 

5N0I20 

6N0120 

I2N0I20 

26N0120 

115N0120 

2CI20 

SCI 20 

6C120 

I2CI20 

26C120 

11 SCI 20 


MINIATURE TYPES: Designated by letter T. (e.g. 6N-05T) is available in all delays shown above bold dotted line. 
Delays of 2 to 90 seconds are available in both standard radio octal and 9-Pin miniature. Prices of both standard 
and miniature type.List—$4.00 


Flashers available only in low voltage- heaters 6.3 — 26 V. . . 

Flash Rate available — pre-set at factory — 5 to 100 fpm. 

6.3 and 26 V Heaters only 


. . . List — $4.00 each 

Dealers Cost—$2.40 each 
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RELflVS BV GUflRDinn 

A COMPLETE LINE OF AMATEUR AND INDUSTRIAL RELAYS 



CONTACT 

ASSEMBLY 


COIL 

ASSEMBLY 


SERIES 200—INTERCHANGEABLE 

Two basic parts—a coil assembly and a contact assembly— 
comprise this simple, yet versatile, relay. Coil assembly con- i 
sists of coil and field piece. Contact assembly consists of 

switch blades, armature, return spring and mounting bracket. Dotted line shows M 

The new midget contact assembly, which is interchangeable Comparative size IB 

with the standard assembly, is also available in either single ot midget assembly 
pole double throw, or double pole, double throw. The stand- 

ard contact assembly is 2%" long, 1%" high, 1" wide. The ASSEMBLY 

midget assembly is 1%" long, IV 2 " high, 1“ wide. The four 
contact assemblies can be used with any one of 13 coils to make a required relay. 
Contact points are rated at 8 amps., 115 volts, 60 cycles AC, non-inductive load. 


CONTACT SWITCH ASSEMBLIES List Price ea. 

Type 200-1 —Stand., with SPDT Contact Ass'bly, 8 Amps- .$2.25 

Type 200-2 —Stand., with DPDT Contact Ass'bly, 8 Amps- 3.05 

Type 200-4 —Standard, DPDT, 12.5 Amps--- 3.55 

Type 200-5 —^Four Pole, Double Throw, 8 Amps- 5.50 

Type 200-Ml —Midget, with SPDT Contact Ass'bly, 8 Amps_ 2.20 


Type 26O-M3—Midget, Contact Switch Parts- 2.25 

AC COILS* List Price ea. 

^6 Volt____------$2.70 

115 Iaq 


*A11 AC coils available in 25 and 60 cycles. 


DC COILS List Price ea. 

6 Volt_ $2.70 

12 Volt_ 2.70 

24 Volt._ 2.70 

32 Volt_ 2.70 

110 Volt_ 3.40 

5000-D —For Current Type Operation..... 3.55 

CONTACT PARTS KIT 200-3. Assortment of contact parts to make 
other switch combinations. May be used with SPDT or DPDT 
contact assemblies to make 3PST, 4PST, 4PDT combinations, etc. 
Either contact assembly takes any combination up to four pole 
double throw. Includes complete assembly and wiring informa¬ 
tion for all possible combinations. Complete with all necessary 
hardware. Shipping weight 4 oi. 

List Price____—..$2.25 ea. 


RC-100 REMOTE LOCKING CONTROL 
RELAY 

A Guardian development of the 
momentary impulse locking 
control relay. The circuit to 
the coil needs to be energized 
only long enough to close ar¬ 
mature; contacts lock auto¬ 
matically. Each impulse re¬ 
verses position of contacts. 
Standard coils operate on 115 
volts, 50-60 cycles AC. Coils 
for other voltage and currents on specification. 

Contacts, 1 / 4 *' fine silver metal rated at 1500 watts at 
115 volts, 60 cycle, non-inductive. Can also be used 
in AC primary circuits of any power supply delivering up 
to 1 KW. 3" long, 2^8" wide, lii" high. 

Applications —^break-in control and phone to CW switch¬ 
ing. Any circuit control where locking circuits are 


used. 

Shp. List 

Wt. Price 

RC-IOO-AR— (4PST) .8 oz. $8.70 ea. 

RC-IOO-BR— (3PDT) (SPDT) (DPST).8 oz. 9.05 ea. 


U-100 AND U-200 ADJUSTABLE 
UNDERLOAD RELAYS 

Sensitive, precise, designed 
and constructed for long, 
trouble-free service. Relays 
are encased in attractive 
black finished metal contain¬ 
ers, protecting them from 
dirt, dust and maladjustment. 

Normal current through the 
coil on the U-100 is 300 milli- 
amperes with an adjustable 
range of 100 to 200 milliam- 
peres DC. Normal current through the coil on the U-200 
is 600 milliamperes with an adjustable range of 200 
to 400 milliamperes. Oversize contacts of fine silver, 
rated for the AC primary of any power supply delivering 
up to 500 watts. 

Radio Application —protection of class "B" audio equip¬ 
ment in case of class "C" load failure, also class "C' ampli¬ 
fier in case of excitation failure. 

Industrial Application —Any DC circuit where it is 

desirable to maintain currents above a set value. 
U-100 and U-200 are 3-^" in diameter, 214" high. 

Shipping weight 14 oz. List Price $13.00 ea. 




T-100 AND T-110 TIME DELAY RELAYS 


Standard coils operate on 115 volts, 50-60 
cycles non-inductive AC. Coils available 
on other voltages on specification. Over¬ 
size contacts rated at 1500 watts on 115 
volts, 50-60 cycles non-inductive. Can also 
be used in the AC primary of any power sup¬ 
ply delivering up to 1 KW. Adjustable time 
delay for any period between 10 and 60 
seconds. 

Applications—Radio. In transmitter circuits 
to prevent damage of rectifiers and tube 
filaments by application of plate current 
before filaments are sufficiently heated. 
Industrial. Any control problem requiring 
the changing of circuits after a predeter¬ 
mined interval. 



T-100 — 51 / 4 " long, 3" wide, 2V4“ high. Ship¬ 
ping weight 114 lbs. Laminated construction. 

List Price....$15.65 ea. 

The T-110 is a compact, sturdy, economical 
time delay relay for use in applications not 
requiring the capacities of the T-100. Con¬ 
tact capacity — 1250 watts on 115 volt, 60 
cycle non-inductive AC. Can also be used 
in the AC primary circuit of any power supply 
delivering up to, and including, 1 KW. 
Adjustable time delay between 10 and 60 
seconds. 

T-110 —5^" long, 3^" wide, 23 ^^" high. 
Shipping Weight 8 oz. List Price $15.65 ea. 
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RELAVS BV AUARDIRR 

A COMPLETE LINE OF AMATEUR AND INDUSTRIAL RELAYS 



SERIES R-lOO 
H.F. RELAY 


HIGH FREQUENCY RELAYS 

The Series R-lOO, R-lOOBi and A-300 Guardian Relays are 
primarily designed for high frequency applications. They 
are low-loss insulated, compact, economical and sturdily con¬ 
structed. The 51-100 and R-IOOB ore AlSiMag insulated, while 
the A-300 is mounted on a mycalex base with mycalex 
contact mounting bar. 

RadUo Applications — Antenna changeover, break-in, high 
voltage keying, grid controlled rectifier keying, remote con¬ 
trol of receiver and transmitter, and other high frequency 
applications. 



SERIES A-300 
H.F. RELAY 


B-l OD _PIPST friormallv ooenl ^ 

Industrial Applications — Oven control, remote motor control, 
short wave therapy and diathermy, heating equipment. 

Length Width 

___2%" 1" 

Height 

2" 

Shpg. Wght. 
(oz.) 

6 

List 

Price 

ea. 

$4.80 

P.IOfl.ll_SPST fuormallv closed) 

.-.-.- 93A" 

1" 

23/8" 

6 

4.80 

ii.inn.r!_ spot .. 

....... 2%" 

IVs" 

23/8" 

6 

5.75 

P-inn-r:_npOT 

....... . 2%" 

1%" 

23/8" 

6 

10.40 

A-300 —DPDT -- 

3" 

3" 

2-1/16" 

7 

11.00 


X-300.ER 

ADJUSTABLE OVERLOAD RELAY 

with Electrical Reset 

This relay offers positive, pre¬ 
cise protection against current 
surges and continuous over¬ 
loads — remote panel instal¬ 
lation of the control poten¬ 
tiometer simplifying adjust¬ 
ment of relay to operate on 
any current value from 250 to 750 milliomperes — auxiliary 
contacts for pilot light indication of "overload'" or "clear" 
position — reset relay can be operated from any convenient 
point. Voltage drop across overload coil is less than 10 volts 
at any current value. Insulation between coil and ground 
rated at 3000 volts. 

X-300-ER—4%" long, 1-15/16" wide, 2" high. Shipping 
weight 12 oz. 

List Price,.$11.20 ea. 


B-100 BREAK-IN RELAY 

Specially designed for break- 
in operation on amateur 
transmitters. Low current 
drain and compact construc¬ 
tion, plus the use of a 
laminated field piece and 
armature insuring efficient 
operation, make the B-100 an ideal relay for this 
application. Standard coil operates on 115 V., 50-60 cycle 
AC. Silver contacts rated at 1500 watts, 60 cycles AC 
non-inductive, and in AC primary circuits of any 
power supply delivering up to 1 KW. 

B-100— 23/4" long, 2V8" high, 21 / 4 " wide. Shipping weight 
11 oz. 

last Price..$13.00 ea. 




K-320 KEYING RELAY 


A standard coil operates on 6 volts AC. 
Coils for other voltages on specification 
at a minimum of 10% additional to list 
price. Contacts—special over-size silver. 
Can handle 5,000 watts on 60 cycle 
non-inductive 115 volts AC and in AC 
primary circuit of any power supply 
delivering up to and including 1 KW. 
Control capacity—up to 2,000 volts with 
clean make and break. 



Applications—Control of filament center tap 
keying of any stage having up to 2,000 volts 
on plate; primary keying or control of power 
supplies up to and including 1,000 watts; 
and grid-controlled rectifier keying of 3,000 
volt power supplies. 

IV 2 " wide, 1-15/16" high. Shipping weight 


4 oz. 

last Price.$5.45 ea. 
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Designed and Manufactured by 


E L { C T R O N I C DEVICES . 


Rankin, Illinois 


ELECTRONICALLY OPERATED RELAYS 
MODEL 63 

Especially ide- 
signed for use with 
a correct combina¬ 
tion of the stand¬ 
ardized Worner 
Photo-Cell and 
Exciter Lamp 
units shown at 
right. However, 
this Electronically 
Operated Relay 
will operate also 
from light sources 
such as daylight, artificial lights, radiant energy from 
metallic processing, etc. 

Model 63 Electronically Operated Relay is a spe¬ 
cially engineered, highest quality unit. It enjoys wide 
preference as it efficiently meets exacting requirements 
and replaces the need of costly individually engineered 
equipment. Technical details on request. 

ELECTRONICALLY OPERATED RELAYS 

Price, Each 

Model 63, Described Above.$100.00 

Model 63-A, combines Model 63 and Time Delay 

Circuit giving delay from zero to 45 seconds.—$150.00 
Model 63-B, sarne as Model 63 with additional 
amplification to operate on less active change 
of light.$150.00 


An economical unit 
for practically any in¬ 
dustrial application 
where cost is a factor. 

Designed for use with 
a combination of stand¬ 
ardized Worner Photo- 
Cell and Exciter Lamp 
units shown at right. 

Model 64 Electronically Operated Relay.each $67.50 


EXCITER LAMi’ & PHOTO-CELL 
RECEIVER UNITS 

For Use With Models 63, 63-A, 63-B and 64 
Electronically Operated Relays 


Model 33 Model 23 Model 31 Model 21 

The Exciter Lamp unit is designed to project the 
light beam and the Photo-Cell Receiver is designed to 
pick up the beam and convert its light into electrical 
energy through the Electronically Operated Relay unit. 

Model 33 Exciter Lamp is “standard” for general 
applications and is most generally recommended. Its 
light beam covers a distance from a few inches to 
25 feet from Exciter Lamp to Photo-Cell. Heavy duty, 
cast iron unit with ^-inch conduit fittings. Gray finish. 

Model 23 Photo-Cell Receiver is engineered for use 
with Model 33 Exciter Lamp. Same case specifications. 

For use in damp surroundings, Models 33 and ,23 
can be made water-proof at slight additional cost. 

Mqdel 31 Exciter Lamp is “standard” where a lighter 
weight case is practical. Its light beam covers a dis¬ 
tance from a few inches to 25 feet from Exciter Lamp 
to ^Photo-Cell. Case is 18 gauge steel, gray wrinkle 
finish. Has %-inch knockout. 

Model 21 Photo-Cell Receiver is engineered for use 
with Model 31 Exciter Lamp. Same case specifications. 

Model No. Description Size, Inches Price, Each 

33 Exciter Lamp..4^ x 2^ x2^ $13.50 

23 Photo-Cell Receiver. 4^ x2^ x2^ 19.50 

31 Exciter Lamp. 6^x2 x 1% 11.00 

21 Photo-Cell Receiver. 6^x2 xl^ 17.00 






FOTOLECTRIC ANNOUNCER SET 

Automatically Announces the Entrance 
or Passing of Any Person 

COMPLETE WITH MIRROR AND CHIME 

The Fotolectrk An¬ 
nouncer is a complete 
three-piece set. It is de¬ 
signed to project a beam 
of light across any en¬ 
trance to any room or 
building. Breaking of 
this light beam by per¬ 
son entering activates a 
pleasant chime, auto¬ 
matically announcing the 
entrant. Chime can be located wherever signal is 
desired. 

The unit has efficient grid controlled rectifier circuit 
which insures maximum stability. The Unit combines 
Exciter Lamp and sensitive Photo-Cell in metal case, 
size 8^"x6^"x2%", beautifully finished in gray 
hammerloid. Bulb has long lamp-life rating of 2000 
hours. Operates on 110-120V; 50-60 cycle, A.C. 

Model 61 Fotolectric Announcer, three-piece set in¬ 
cluding Unit, Mirror and Chime.Set, each $32.00 


MODEL 62 R & L 

ELECTRONICALLY OPERATED RELAY 
AND EXCITER LAMP SET 


Model 62*R Electronically Model 62-L Exciter Lamp 

Operated Relay 

This “two-unit” set has specially designed Exciter 
Lamp Unit and an Electronically Operated Relay unit 
that includes the Photo-Cell Receiver, Relay and other 
electrical components. This combination has proved 
efficient for countless simple applications for distances 
frpm a few inches to 75 feet or where Relay , is not 
required to operate in excess of . 300 times a minute. 
Supervises efficiently on simple, applications such as: 
Counting or sorting large objects; limit switches; start 
and stop operations; opening doors, etc. 

Model 62 R & L “Two-Unit Set”,...per set $85.00 

Model 62-R Electronically Operated Relay..each 69.75 
Model 62-L Exciter Lamp...each 21.75 
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FOTOLECTRIC BURGLAR ALARM SYSTEMS I FOTOLECTRIC COMBUSTION SUPERVISOR 


An invisible light beam is projected by the Exciter 
Lamp to the Photo-cell contained in the Electronically 
Operated Relay. The two units constitute the ‘‘Foto- 
lectric Set.” Sets for 150', 250', and 500' have unwanted 
light rejector which increases day-light range. Ranges 
listed are for infra-red light. 

MODEL 9000 SERIES The Worner Master Control 
System consists of a Master Control Panel used in 
combination with 1, 2, 3, or 4 Fotolectric Sets. Op¬ 
erates alarms the user installs. May be used with foil 
systems, etc. Sets off alarm if wiring of Fotolectric Set 
is tampered with. Relays controlled by a key-switch. 
For 110-120V. Panels are supplied with plate relays for 
the number of Fotolectric Sets ordered. Should Foto¬ 
lectric Sets be added later, plate relays are supplied 
with Fotolectric Sets ordered. 



Model 9000-R Master Control Panel 

prevents false alarm if power fluctuates 
5 volts or more. If power fails com¬ 
pletely, the unit automatically resets 
supervision when power is restored. 

each $74.00 

Model 9000 Master Control Panel is 

equipped to prevent false alarms when 
power fails completely .each $54.00 


Model No. 

Fotolectric Set 


Range 

Per Set 

9100 

Master 

Trespass 

Trap. 

... 100 ft. 

$ 84.00 

9150 

Master 

Trespass 

Trap. 

... 150 ft. 

108.00 

9250 

Master 

Trespass 

Trap. 

... 250 ft. 

145.00 

9500 

Master 

Trespass 

Trap. 

... 500 ft. 

225.00 


MODEL 7000 SERIES operates with burglar alarm 
company's central office control, police signal or local 
alarm. The Relay may be connected either in series or 
parallel to meet circuit requirements. One or more 
Fotolectric Sets can be used and can be operated by 
an existing control panel. Can be used with foil sys¬ 
tems, etc. For 110-120V or 24V. 

Model No. Fotolectric Set Range Per Set 

7100 Remote Cont. Trespass Trap..100 ft. $ 84.00 
7150 Remote Cont. Trespass Trap..l50ft. 108.00 

7250 Remote Cont. Trespass Trap..250 ft. 145.00 

7500 Remote Cont. Trespass Trap..500 ft. 225.00 


MODEL 5000 SERIES for 100' range and 150' range 
for interior use where a single beam is ample pro¬ 
tection. Not intended for use with foil systems, etc. 
The Electronically Operated Relays of this series are 
equipped with lock and key. For llOV. 

Model No. Fotolectric Set Range Per Set 

5100 Single Beam Trespass Trap.... 100 ft. $ 90.00 
5150 Single Beam Trespass Trap.... 150 f|. 114.00 



A three-piece set consisting of Exciter Lamp, Photo¬ 
cell Receiver and a choice of three Electronically 
Operated Relay units. Operates on the smoke detection 
principle. Dependably sets into operation the controls 
that maintain combustion efficiency. Fotolectric units 
are mounted opposite each other on the boiler breech¬ 
ing, so that the beam of light traverses the flow of 
smoke. A predetermined increase in density of smoke 
operates whatever alarm or automatic control equip¬ 
ment is used. 

Electronically Operated Relay and Control Cabinets 

available in three models: 

MODEL No. 71A — For use where no time delay is 
necessary. Usually used as an alarm device, and to 
actuate automatic combustion control equipment. 

MODEL No. 71B — 

Equipped with input 
time delay circuit to pre¬ 
vent needless operation 
of control equipment 
from voltage drop or 
short puffs of smoke. 

MODEL No. 71C — 

Same as Model 71B plus 
additional time delay 
holding circuit to con¬ 
tinue operation of com¬ 
bustion control equip¬ 
ment for a predetermined period of time. Prevents 
cycling of equipment. 

FOTOLECTRIC FIRE PROTECTION 

The Worner Fan Motor Stop installed on ventilating 
ducts detects smoke, gives alarm, stops fan to prevent 
fan-driven fire to a succession of outbreaks. Approved 
by Underwriters Laboratories. For full details, write 
for Bulletin 650. 




Models P-359, P-353 Model P-360 


All WORNER units operate efficiently as far as 
2000 feet apart. Persons at or near Sub-stations when 
called may answer without leaving their work, from 
as far away as 25 feet. ^‘Silent feature” shuts out noise 
in vicinity at Station. 110 volt to 120 volt, A.C. or D.C. 

MODEL P-359 Selective Master Station. Handles 1 to 
5 Sub-stations. Has 3-tube amplifier. 1 watt output. 
Contains 5-inch speaker for maximum input without 
talking directly into unit. All-metal cabinet; size 9x 
X 6 inches. Finished in hammered walnut lacquer 
finish...-....each $34.75 

MODEL P-353 Combination Master Station. 2 to 5 
units may be used, in any combination of Masters to 
Masters, or Masters to Sub-stations. Contains 3-tube 
amplifier.:.each $47.50 

MODEL P-360 Sub-station. Has 5-inch speaker. Talk- 
listen switch used by Sub to originate call; not used 
after Master answers. All-metal cabinet; size: 7^4x4 
x6 inches; finished in attractive hammered walnut 
lacquer finish...each $11.50 
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Telegraph & Wireless 
Transmitting Machines 




Your name engraved on base, $1.50 
Additional engraving, 15c per letter 


New SUPER DE LUXE "PRESENTATION” VIBROPLEX 

The Finest Bug Ever Built! 24K Gold-Plated Base Top, 
Patented Jewel Movement and Super-Speed Control! 

New patented adjustable main spring affords wider range of speed than ever obtained before 
in semi-automatic transmitting key. Beautifully-designed with polished chromium pre- 
cisioned machined parts mounted on a 24K gold-plated base top with colorful red switch 
knob, finger and thumb piece. This new Siiper-DeLuxe “Presentation” Vibroplex key at 
$29.95 affords a life-time pf sending enjoyment. Harder than metal, the jewels in this key 
reduce friction, maintain smoother, easier operation and prolong life. 

Amateur Net Price... $29.95 


THE Improved "ORIGINAL" VIBROPLEX 

Suitable for Ail Classes of Transmitting work Where Speed and Perfect 
Morse Are Prime Essentials 

This great new Vibroplex is a smooth and easy working BUG. It has won fame on land 
and sea for its clarity, precision and ease of manipulation. Can be slowed down to 10 words 
per minute or less or geared to as high rate of speed as desired. Maintains the same high 
quality signal at whatever speed, insuring easy reception under all conditions. 

Weight, 3 lbs. 8 oz. Complete with cord and wedge. 

Standard—Chromium top parts, black base. Amateur Net Price. $17.95 

DeLuxe—Chromium base and top parts, with jeweled movement. Amateur Net Price 22.50 






THE "LIGHTNING BUG" VIBROPLEX 

High Quality Signals at All Speeds 

Flat pendulum model. Complete with cord and wedge. Weight 3 lbs. 8 oz. 

Standard—Polished Chromium top parts, black base. 

Amateur Net Price.. ... $15.95 

DeLuxe—Polished Chromium base and top parts, with jeweled movement. 

Amateur Net Price. . 21.50 


THE "ZEPHYR" VIBROPLEX 

size contact points. Slightly smaller base. Weight 3 lbs. 2 oz. Cord and wedge. 
Standard finish only. Chromium finished top parts, with black crystal base. 


Amateur Net Price.. 


$13.95 



THE "CHAMPION" VIBROPLEX 

Weight 3 lbs. 8 oz. Without circuit closer, cord and wedge. Standard finish only. Chromium 
finished top parts, with black crystal base. 



Amateur Net Price.. 


$12.95 


THE "BLUE RACER" VIBROPLEX 

Weight, 2 lbs. 8 ozs. Complete with cord and wedge. 

Standard—Finish Chromium top parts, black base . . . Amateur Net Price.. $17.95 

DeLuxe—Polished Chromium base and top parts, with jeweled movement. Arhateur 

Net Price.. .... 22.50 

NOTE: Atl Machines Above Available in Left Hand Models $1.00 Extra. 



Small and Compact 


VIBROPLEX CARRYING CASE 

Keeps the Machine Free From 

Dust, Dirt & 
Moisture — 
Insures Safe¬ 
keeping when 
Not in Use. 

A cloth-lined case, finished in 
handsome simulated black morocco. Has lock and 
key. 

PRICE..... $5.75 



Announcing the new edition of the 

PHILLIPS COD 

SPECIAL EDITION Including: 

• Radio Code Signals 

• International Morse 

• American Morse 

• Russian, Greek, Arabic, Turkish^ 

• and Japanese Morse Codes 

• World Time Chart 

• United States Time Chart 

• Commercial "Z" Code 
^ Aeronautical "Q" Code 
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. RCA BATTERIES 

FOR RADIOS • FLASHLIGHTS • INDUSTRIAL APPLICATIONS 


SERVICING 99% OF PORT¬ 
ABLE AND FARM RADIO 
REQUIREMENTS. 



PORTABLE "AB“ PACKS 


VS019 


RCA 

Type 

VS019 

vsoa? 

vso:^8 

AVS041 

VS043 

VS046 

VS047 

VS048 

VS050 

VS052 

VS053 

VS054 

VS057W 

VS058 

VS064 


Volts 

Interchangeable 

with 

Eveready NEDA Burgess 

71/2-9-90 

753 

401 

P6A60 

11/2-90 

— 

417 

6FA60 

71/2-63 

_ 

408 

G5A42 

11/2-671/2-7^ 

— 

419 

— 

11/2-90 

— 

409 

5DA60 

6-75 

Zenith Z67 5 

422 

G4B50 

9-90 

Zenith Z985 

400 

G6B60 

6-90 

Zenith Z659 

418 

P4B60 

6-71/2-75 

755 

403 

T5Z50 

II/2-6IV2 

Philco 

423 

4GA41 

11/2-63 

P41A4G 

Philco 

407 

4GA42 

11/2-90 

P41A4FL 

410 

6TA60 

71/2-9-90 

7 56 

405 

— 

9-90 

757 

406 

P6A60P 

11/2-90 

Philco P364 

425 

4TZ60 


Unit Pkg. 

Max. 

Overall Dimen. Inv. 

Sugg’d Price 


Approx. 


W. or 


Control 

Each 

Qty. 

Wt. Lbs. 

L. 

Dia. 

Ht. 

Guide 

List 

Dealer 

1 

6 

9 Hi 

2 

4% 

H 

$5.65 

$3.96 

1 

5 

11% 

11/2 

6 ^ 

H 

5.95 

4.17 

1 

5 

' 8% 

2% 

4i^ 

L 

4.50 

3.15 

1 

4 


3% 

6% 

L 

5.50 

3.85 

1 

5 

51/2 

2 ih 

7 Vs 

L 

5.50 

3.85 

1 

6 

12% 

2% 

41/8 

L 

5.65 

3.94 

1 

8 

13% 

2% 


M 

6.25 

4.38 

1 

7 

10% 

2% 

5 

L 

5.95 

4.17 

1 

4 

8^ 

2 ^ 


H 

5.25 

3.68 

1 

4 

9% 

2 ih 

3 Is 

L 

4.50 

3.15 

1 

4 

91/8 

2 

4% 

L 

4.50 

3.15 

1 

5 

10 

2 16 


L 

5.75 

4.02 

1 

4 

8JS 

2 ik 

3% 

H 

5.75 

4.03 

1 

5 

91/2 

2 m 

4% 

M 

5.95 

4.17 

1 

i 

7% 

2 Is 

3% 

M 

5.25 

3.68 




VS067 


RCA RADIO TRADE DIS¬ 
TRIBUTION MEANS REPEAT 
RADIO BATTERY BUSINESS 
FOR RADIO DEALERS AND 
SERVICEMEN. 



VS022 


PORTABLE * A" BATTERIES 


VS002 

VS003 

Use Replacement Type VS067 
71/2 687 

22 

G5 

5 

11 

3% 

2% 

4ft 

L 

1.25 

.88 

VS004 

iy2 

742 

4 

4P 

6 

8 

2% 

2% 

4ft 

H 

I.IO 

.77 

VS005 

iy2 

— 

12 

4FL 

5 

7 

3ig 

1% 

5% 

L 

1.00 

.70 

VS009 

6 

744 

6 

P4P1 

6 

8 

2% 

2% 

4% 

L 

1.10 

.77 

VSOlO 

6 

718 

1 

2F4 

5 

14 

3% 

2^it 

51/2 

L 

2.00 

1.40 

VSOll 

6 

747 

16 

2F4L 

6 

17 

3% 

1 ^ 

10% 

L 

2.00 

1.40 

♦VS035 

11/2 

935 

14 

1 

25 

2 


1^ 

IE 

H 

.125 

.08125 

iVS036 

11/2 

950 

13 

2R 

48 

10 

—1 

11% 

2% 

H 

.125 

.08125 

VS065 

71/2 

717 

9 

C5 

12 

6 

2 

2 

3ft 

M 

1.00 

.70 

VS067 

41/2 

736 

3 

F3 

6 

6 

4 

1% 

41/8 

H 

.85 

.60 

VS068 

6 

724 

2 

Z4 

12 

3 

1 ^2 

lTf2 

2% 

M 

.60 

.42 

VS0 69 

11/2 

720 

18 

2D 

6 

3 

2& 


2ii 

M 

.55 

.39 

VS072 

41/2 

726 

19 

D3 

12 

9 

3^ 

1ft 

2E 

M 

.70 

.49 

VS129 

71/2 

— 

8 

B5 

12 

6 

4* 

E 

3 

M 

1.10 

.77 

♦VS236 

11/2 

964 

20 

210 

12 

5 


1% 

4:^ 

H 

.30 

.21 




PORTABLE ‘’B’* 

BATTERIES 







VS012 

Use Replacement Type VS013 










VS013 

45 

482 

202 

M30 

6 11 

3ft 

IE 

51/2 

H 

2.25 

1.58 

VS014 

45 

— 

206 

ABO 

6 10 

3 A 

21/4 

4ft 

M 

2.25 

1.58 

VS015 

221/2-45 

738 

205 

Z30 

10 16 

3 

214 

4 

M 

2.85 

2.00 

VS016 

671/2 

467 

200 

XX45 

6 5 

2 m 

1 

3% 

H 

2.50 

1.75 

VS055 

45 

455 

201 

XX30 

6 3 

2 

%-k 


M 

1.95 

1.32 

VS090 

90 

490 

204 

N60 

6 6 

SE 

1% 

3% 

H 

3.25 

2.28 

VS216 

67% 

477 

211 

P-45 

6 5 

IE 

1 

5 

H 

3.25 

2.30 

VS217 

75 

Philco PI 4 4 

212 

— 

6 6 

1% 

im 

6 % 


2.95 

2.07 



FARM ' 

■AB** BATTERY PACKS 






VS02 2 

11/2-90 

759 

413 

17GD(50 

1 20 

15% 

41/4 

6^ 

H 

6.95 

5.21 

VS045 

11/2-90 

Zenith Z28 

426 

18GD60 

1 20 

L 

6.95 

5.21 


12ft 5% 

QE 

VS119 

7%-9-90 

PhilcoP-326 

415 

S6D60 

1 21 

L 

8.29 

6.20 


8% 4% 

13% 

FARM "B" BATTERIES 

VS026 

221/2-45 

487 

— 

2308PI 

6 49 

8ft 

3ft 

7 ft 

M 

3.15 

2.21 

SMALL 

•■A" AND " 

B" BATTERIES FOR RADIO AND HEARING AID APPLICATIONS 

**VS070 

11/2 

Zenith Zl-S 

23 

TE 

20 8 

— 

1ft 

4 A 

M 

.30 

.20 

VS084 

221/2 

412 

215 

U15 

20 2 


% 

lii 

L 

1.15 

.80 

VS085 

80 

413 

209 

U20 

20 2 


% 

2 m 

L 

1.40 

.96 



FLASHLIGHT 

BATTERIES 







VS034 

11/2 (Penlite) 

915 

15 

Z 

120 4 

— 

n 

2 

M 

.10 

065 

♦VS035 

iVs (Baby) 

935 

14 

1 

25 2 

— 

1 A 

IE 

M 

.125 . 

,08125 

♦VS0 36 

11/2 

950 

13 

2R 

48 10 


ift 

2% 

H 

.125 , 

.08125 

VS073 

11/2 (Tinilite) 

— 

910 

— 

24 1/2 

— 

A 

1 ft 

L 

.075 . 

05 


BATTERIES FOR INDUSTRIAL AND ELECTRONIC APPLICATIONS 



VS050 


THE RCA MONOGRAM ON 
AN ATTRACTIVE PACKAGE 
ASSURES CUSTOMER 
ACCEPTANCE. 



VS006S 


VS028 



VS006C 

iVa 

.— 

914 

_ 

25 

55 

_ 

2% 

6% 

L 

.80 

.53 

VS006S 

IV 2 (Ignition) 

6 IGN 

905 

6 IGN 

12 

26 

— 

2% 

6 ft 

H 

.80 

.53 

VS0 28 

41/2 

781 

714 

5360 

10 

4 

2% 


2% 

H 

.55 

.39 

VS029 

1%-3-41/2-6-71/2 

773 

713 

5540 

10 

7 

3fi 

% 

31/8 

H 

1.05 

.74 

VS030 

3-4 % 

X771 

718 

2370PI 

15 

11 

4 A 

1 A 

3 ft 

L 

.90 

.62 

VS031 

3-4 1/2-16%-221/2 

768 

721 

5156PI 

5 

8 

4 

2% 

3 

L 

2.05 

1.43 

VS039 

6 (Hotshot) 

1462 

902 

4F4H 

4 

41 

10% 

2% 

7% 

M 

3.50 

2.35 

VS040C 

6 (Lantern) 

409 

908 

F4H 

10 

16 

2E 

2^ 

4ft 

M 

.80 

.54 

VS040S 

6 (Lantern) 

— 

915 

F4BP 

10 

16 

2E 

2^^ 

4ft 

H 

.80 

.54 

VS093 

300 

493 

722 

U200 

1 

1 

2% 

2ft 

3^ 

M 

1 1.00 

7.70 

VSlOO 

3 

—. 

701 

P2BP 

10 

8 

2% 

1 % 

4E 

M 

.80 

.56 

VSlOl 

1% 

—. 

700 

2FPB 

5 

4 

2% 

1% 

4% 

L 

.80 

.56 

VS102 

22% 

763 

710 

4156 

10 

13 

3% 

21/8 

2% 

H 

1.95 

1.36 

VS106 

1% 

735 

900 

4FH 

10 

13 

2E 

2 E 

4 ft 

H 

.75 

.52 

VS112 

221/2-45 

762S 

709 

5308 

5 

17 

41/8 

2% 

5 A 

H 

2.58 

1.80 

VS114 

22 1/2-45 

— 

711 

Z30NX 

10 

17 

2i^ 

im 

4^i- 

H 

2.80 

1.95 

AVS126 

221/2-45 


717 

2308S.C 

5 

43 

8 Vs 

3% 

7 ft 

L 

3.35 

2.30 

• VS127W 

221/2-45 

.— 

716 

10308SC 

5 

54 

8 

4 

7% 

M 

4.25 

3.10 

VS130 

l%-3-4% 

761T 

712 

2370ST 

10 

10 

3 E 

1% 

3 

M 

.95 

.63 

VS131 

3-41/2-6-9- 
10%-16%-22% 

778 

708 

5156SC 

5 

9 

41/8 

2% 

3ft 

M 

2.05 

1.45 

AVS132 

9 

— 

909 

D6BP 

5 

8 

4 A 

2E 

3 

L 

1.90 

1.33 

AVS133 

4% 

703 

706 

532 

10 

3 

2% 

E 

3 A 

L 

.45 

.31 

AVS136 

3 

— 

703 

2F2H 

5 

8 

2E 

2E 

4ft 

L 

1.00 

.67 

VS138 

3 


901 

4F2H 

5 

14 

3% 

2E 

5% 

L 

1.45 

1.00 

VS139 

7% 

1562 

903 

4F5H 

1 

8 

7fi 

4 

6 ft 

M 

4.10 

2.90 

VS140 

9 

1662 

904 

4F6H 

1 

10 

8% 

4 A 

6 A 

L 

4.85 

3.40 

VS157 

22%-45 

—■ 

715 

21308SC 

5 

67 

8 Vs 

4% 

7 E 

L 

4.50 

3.35 


** Exact equivalent of Ray-O'Vac PFIslightly larger than Burgess TE and Eveready 1052P. 

• Wax Coated. ANon-warehouse types—shipping time 2-4 weeks. fSealed-in-Steel. 

Terms and conditions of sale and general information are set forth in our current applicable booklet covering 
sale of these products. 

Inventory Control Guide; H—High-volume types. M—Medium-volume types. L —^Low-volume types. 

Forward all orders to your local RCA BATTERY Distributor. 
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AMERICA'S MOST COMPLETE LINE OF DRY BATTERIES 


4FH 



4F2H 



No. 3 



4F5H 


BURGESS FLASHLIGHT & LANTERN BATTERIES 

No. 1. IV 2 volts. Size, 1" x Hi". Standard package 12 .List price, |.125 

No. 2. 1% volts. Size, 12 % 4 "x 2 %". Standard package 48.List price, .125 

No. Z. 1% volts. Size, 8 % 4 ''x liJ". Standard package 24.List price, .10 

No. 7. 1% volts. Size, il"xl%". Standard package 24.-.List price, .10 

F 4 H. 6 volts. Size, 2%"x2%"x31i". Standard package 12.List price, .80 

4F2H. 3 volts. Size, 311" x 2ii" x 6 Ji". Standard package 8 .List price, 1.45 

BURGESS IGNITION BATTERIES 

4FH. 1% volts. Size, 24 ^"x 2 A"x 4 ". Standard package 12-List price, .80 

4F2H. 3 volts. Size, 3 li"x 2iJ"x 5 Ji".Standard package 8 .List price, 1.45 

4F4H. 6 volts. Size, 8 %"x 2 %"x 6 il"x 6 %". Standard package 6 ..List price, 3.40 

4F5H. 7^ volts. Size, 7 i&"x 3 §J"x 5 il"x 6 %".Standard package 4....List price, 4.16 

4F6H. 9 volts. Size, 8%"x384"x5il"x6%".Standard package 4. List Price, 4.86 

N,. 6 it.li. BURGESS NO. 6 LINE 

and Ind. IVa volts. Size 2W Diam. 6%". Standard package 12.List price, .85 

No. 6 IGN. volts. Size 2%" Diam. 6%". Standard package 12.List price, .80 

No. 6 TEL. 1% volts. Size 2%" Diam. 6%". Standard package 12.List price, .75 

S461. 6 volts. Size 10%"x2%"x7ii". Standard package 6.List price, 3.60 

FOR INDUSTRIAL APPLICATIONS 

BURGESS “A” BATTERIES 

No. 2F2H. 3 volts. Size, 2i^"x 2^^"x 4"x 4%Standard package 5....List price, 1.00 

No. 2FBP. volts. Size, 2%"x lM"x 3§F'x4M". Standard package 5...List price, .83 
No. 4FH. IVz volts. Size 2 t%"x 2fg"x 3il"x 4^/4" Standard package 12..List price, .80 

No. F2BP. 3 volts. Size, 2%"x llF'x 4"x 4^^". Standard package 5. List price, .83 

No. F4BP. 6 volts. Size, 2f5"x 2 t%"x 3tf"x 416". Standard package 5...List price, .80 
5R volts. Size II" (Diam.) 2M". Standard Package 12....List price, .125 

8R 1% volts. Size l#^" (Diam.) 3il". Standard package 12—.List price, .30 

OR l^^ volts. Size If" (Diam.) Iff". Standard package 12.List price, .15 

.2Z IV 2 volts. Size l%"x|§"xlf|". Standard package 10.List price, .30 

422 3 volts. Size lM"xii"x2A". Standard package 10.List price, .40 

432 AiVz volts. Size liJ"xii"x2^4". Standard package 10.List price .50 

532 volts. Size 2M"xfl"x2§i". Standard package 10.List price .50 

BURGESS “B” BATTERIES 

No. W30. 45 volts. Size, 2M"xl3^2"x3%"x4ig". Standard package OList price, 3.00 

W30PBX. 45 volts. Size, 2ft"xl3’^"x3M"x4i/4".Standard package 6...List price, 2.73 

No. Z30NX. 45 volts. Size, 2M"x lfi"x 4H"x 5". Standard package 5...List price, 2.90 

KIO 15 volts. Size lM"x%"xlf4". Standard package 20.List price, 1.00 

K15 22 V 2 volts. Size Il"x%"xll4". Standard package 20.List price, 1.50 

K20 30 volts. Size l^/4"xff "x2§i". Standard package 20.List price 1.75 

UlO 15 volts. Size ii"xf^"xlT^". Standard package 20.List price, .95 

U15 22 V 2 volts. Size § 2 "xi%"xlli". Standard package 20.List price 1.15 

U20 30 volts. Size M"xt6"x 2M". Standard package 20.List price 1.40 

XX15 22 V 2 volts. Size lM"xft"x3%". Standard package 24.List price 1.65 

XX22 33 volts Size 2M"xM"x3%". Standard package 10.List price, 1.85 

XX30PI 45 volts. Size 24i"xli"x4s’2". Standard package 24.List price 2.05 

(C Batteries Continued on Next Page) 


A QUALITY DRY BATTERY F O R E VERY PUR P O SE 



6 Igiu 


6 Tel. 



2F2H 


Radio’s Master- 

Page M-2 


•18th Edition 


Copyright by U. C. P., Inc. 


SUBJECT TO TRADE DISCOUNT 









































































































BURGESS BATTERIES 


AMERICA'S MOST COMPLETE LINE OF DRY BATTERIES 



2308 


FOR INDUSTRIAL APPLICATIONS 

BURGESS “C” BATTERIES 

No. A 8 BP. 12 volts. Size, 2 %"x 111"x 22 %"Standard package 3..List price, $2.26 
No. B2BP. 3 volts. Size, lii"x§i"x2M"x2ll". Standard package 6 -List price, .96 
No. W5BP. 7^4 volts. Size, II"x 2M"x l%"x 11^".Standard package 6 ..List price, 1.37 



BURGESS RADIO “B" BATTERIES 

No. 10308. 45 volts. Size, 8 s^"x 43 ^"x Standard package 6 .List price, $4.23 

No.21308. 45 volts. Size, 8 %"x 4M"x 7M". Standard package 6 .List price, 4.39 

No. 2308. 45 volts. Size, 83 * 2 "x 211 "x 7^". Standard paekage 6 . List price, 3.10 


No. 5156. 22^ volts. Size, 43 * 2 "x 2 t^"x 2 II"x 31 / 4 ". Standard package 10..List price, 2.06 

No. 5308. 45 volts. Size, 4"x 2||"x 5 t^"x 5^". Standard package 5...List price, 2.57 

BURGESS RADIO “B” & ‘ C” BATTERIES 

No. 2156. 221/^ volts. Size, 6ll"x 4^"x 2ll"x 311". Standard package 6.1vist price, 2.62 

No. 2370. 4^ volts. Size, 4^"x lli"x 21l"x 3if^". Standard package SList price, .88 

No. 4156. 22% volts. Size, 3Jl"x 2Ar"x 2M"x 2%".Standard package 5List price, 1.97 

No. 5360. 4% volts. Size, 2%"x §l"x 2%"x 2il".Standard package 5—List price, .57 

No. 5540. 7% volts. Size, 3%"x li"x 2ii"x33^".Standard package 5-List price, .99 

BURGESS FARM RADIO ‘A” BATTERIES 

N 0 . 2 OF. 1% volts. Size, 7%"x 2l|"x 6if". Standard package 3.List price, 4.26 

No. 20F2. 3 volts. Size, ll%"x 3if"x 6%". Standard package 1_List price, 6.07 

BURGESS QUALITY FLASHLIGHT CASES 


146. 2 cell prefocused Maroon & Chrome. Standard package 6..:.List price, $1.65 

152. New slim Penlight Chrome. Standard package 12.List price, $ .80 

248. 5 cell Prefocused Chrome. .Standard package 1.List price, $3.95 

250. Rangefinder 2 cell focusing Chrome. Standard package 4...;|#ist price, $2.25 

251. Zebra Light with cells. Standard package 12.List price, $ .79 

252. 3 cell prefocused Maroon & Chrome. Standard package 1.List price, $2.59 

346. 2 cell Baby Prefocused Maroon & Chrome. Standard package 6.List price, $1.50 

350. 2 cell Tough Industrial Light. Standard package 6.List price $1.90 


F2BP 





251 


A QUALITY DRY BATTERY FOR EVERY PURPOSE 
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BURGESS BATTERIES 


AMERICA'S MOST COMPLETE LINE OF DRY BATTERIES 



BURGESS FARM “A & B” BATTERIES 



T6Z60 


NO.17GD60. IVzvolt “A”, 90 volt “B”. Size, 15%"x 4 t^"x 7". Standard 
package 1. List price, $6.95 

No. 4SD60. IVz volt ‘‘A”, 90 volt ‘‘B”. Size 10H"x4^5"x Standard 

package 1. List price, $6.95 

No. S6D60. 7^2 volt *‘A’^ 90 volt “B”. Size 9y8"x 41/3"x 7*". Standard 
package 1. List price, $8.29 


BURGESS PORTABLE & “B” BATTERIES 



F4B60 


No. Voltaffe Size List Price 

2TXX40. 1%A,60B 2%"xl'fe"x7%" . 3.30 

4GA42. iy2A,63B 9"x 2il5"x 41i" . 4.50 

6TA60. 1%A,90B 9ii''x2A"x 4M" . 5.79 

F4A50. 6A,75B 9A"x2ii"x3%" . 5.53 

F6A60. 9A,90B 9%"x2%"x4A" . 5.65 

F6A60P. 9A, 90B, 9A''x2%''x4J4" . 5.90 

T5Z50. 7%A, 75B 8%"x3M"x2%" . 5.25 

66B60. 9A,90B 13%"x 2if"x 4%" . 6.25 

G6M60. 9A,90B 10A"x 3%"x 4*" . 5.95 

T6Z60. 7%,9A,90B 2A"x 9A''x 3il" . 5.75 

4TZ60. 1%A, 90B 71l"x23'^"x3ii"..... 5.25 


A QUALITY DRY BATTERY FOR EVERY PURPOSeI 
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BURGESS BATTERIES 


AMERICA'S MOST COMPLETE LINE OF DRY BATTERIES 






F4PI 




BURGESS PORTABLE “A” BATTERIES 


No. 2F. volts. Size, 2H"x 4i&". Standard package 1.List price, $ .75 

No. 2F4. 6 volts. Size, 3if''x 2%"x 5% ". Standard package 1.List price, 2.00 

No. 2R. volts. Size, 2i^^"x 1^" diameter. Standard package 48,...List price, .125 

No. 4F. 1% volts. Size, 2 i®6"x 2i%"x 45*2". Standard package 6.List price, 1.05 

No. 4FL. 1^/^ volts. Size, 3§i"x 1 A"x 5M". Standard package 1.List price, 1.02 

No. 6F. 1^ volts. Size, 43*2"x 21l"x 4". Standard package 3.List price, 1.50 

No. 8F. volts. Size, 3§i"x 2M"x 5 i^ 3". Standard package 1.List price, 1.95 

No. F4PL 6 volts. Size, 2M"x 2M"x 4^". Standard package 6.List price, 1.03 

No. G3. 41/4 volts. Size, 4"x l%"x 4%". Standard package 6.List price, .90 

No. T5. 7volts. Size, 21/4 "x 2^3"x 3% Standard package 3.List Price, 1.38 

No. D3 41/4 volts. Size, 3%"x l^"x 2if". Standard package 6.List price, .70 

No. 2D ll^ volts. Size, 2 f 3 "x l^s^x 2M". Standard package 12.List price, .55 

No. Z4 6 volts. Size, 1 i^ 3 "x 1 t%"x 2g^". Standard package 12.List price, .60 

No. B5 7% volts. Size, 3ll"x%"x23i".Standard package 6..List price, 1.00 

No. C5 71/4 volts. Size, 25 ^"x lit"x 33 * 2 ". Standard package 6.List price, 1.00 

No. F3 4 V 2 volts. Size, 4 "x1tV"x 4%". Standard package 6.List price, .83 

No. 21R 1% volts. Size Ifi" (diam.) 4%". Standard package 24.List price, .25 



A30 



N60 



XX45 


BURGESS PORTABLE “B” BATTERIES 


No. A30. 45 volts. Size, 3i/4"x 2^6"x 4 t%". Standard package 2. 

No. B30. 45 volts. Size, 4iW"x 2W'x 5i^". Standard package 2. 

No. M30. 45 volts. Size, 3i/4"x lli"x 5 / 3 ". Standard package 6_ 

No. XX30. 45 volts. Size, 2H"x If "x 3M". Standard package 6. 

No. XX45. 671^ volts. Size, 2if"x li%"x 311".Standard package 6.... 

No. Z30. 45 volts. Size, 2if "x 2i/£"x 43 * 2 ". Standard package 2. 

No. U200. 300 volts. Size, 2%"x 23\"x 3%". Standard package 1.... 

No. N60. 90 volts. Size Slf "xl3®2"x3M". Standard package 6_ 

No. K45. 67% volts. Size 21f "xl^ 3 "x 2 %". Standard package 6. 

No. XX69. 1031/2 volts. Size lJi"’xlM"xllli". Standard package 6 
No. P45 67% volts. Size l%"xM"x5#2". Standard package 6. 


..List price, 2.45 
.List price, 2.45 
..List price, 2.25 
.List price, 1.95 
..List price, 2.50 
.List price, 2.85 
..List price, 11.40 
..List price, 3.25 
..List price, 2.50 
.. List price, 5.07 
..List price, 2.95 



XX30 


I 


P45 


•21R 


A QUALITY DRY BATTERY FOR EVERY PURPOSE 
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THE COMPLETE LINE OF 



No. 2231 Two-Cell Small Automatic Spotlight. 
Chrome Finish with Red and Black Stripes. 
Removable Bottom Cap. 

List Price Each (without Butteries). $1.75 


No. 2351 Three-Cell Automatic Spotlight. 

List Price Each (Without Bdtteries). $2.20 



No. 4351 Three-Cell Automatic Spotlight. 

List Price Each (Without Batteries) . $1.49 


DISPLAY PACKAGE No. 25 DISPLAY PACKAGE No. 72 

Contains 6 No. 2251 Auto- Contains 6 No. 7251 Square 
Masterlite Automatic Spot- 
Each (Without Batteries) lights. List Price Each 
$1.85 (Without Batteries)$1.95 



No. 2352 Three-Cell Automatic Searchlight. Heavy-Gauge Brass 
with durable black baked on finish and chrome fittings. Special “i|afety 
glow” lens guard Ring hanger. List Price Each (Without 
Batteries). $3.50 



No. 2552 Five-Cell Automatic Searchlight. Same features as 2352. 
List Price Each (Without Batteries)... $3.95 



No. 912 No. 915 

13 ^ volts. IV 2 volts. 
Height Height 

IM" 1%" 

Diameter Diameter 


0.4" 
Weight 
0.3 oz. 


3%4" 
Weight 
*/6 oz. 


No. 935 

134 volts. 
Height 2" 
Diameter 
1%" 
Weight 

P/B OZ. 


No. 950 

134 volts. 
Height 
^ 213 ^ 2 " 

Diameter 

Weight 
3 oz. 



No. 1251 

Two-Cell Pre¬ 
focused Indus¬ 
trial Flashlight 
—General pur¬ 
pose type. 
List Price 
Each (With¬ 
out Batteries) 

$2.95 



DISPLAY PACKAGE No. 21 

Contains 12 No. 212 Pen- 
lites in all chrome and black 
and chrome. List Price 
Each (Without Batteries) 

$ .89 




Of 

*NiHt lives 
BAueRies^^^ 


FLASHlieHT ' 


No. 509 

Lantern 

Battery, 

6 volts.. 
2%"x2%" 
327^2^ 
Weight 
1 lb.., 7 oz. 



No. 1259 

Two-Cell Pre¬ 
focused Per¬ 
missible Safety 
Flashlight. 

List Price 
Each (With¬ 
out Batteries) 

$5.00 


DISPLAY 
PACKAGE 
No, 42 

Contains 12 
“Eveready” No. 
4251 Price 
Leader Auto¬ 
matic Spot¬ 
lights. List 
Price Eac h 
(Without 
Batteries) 

$1.14 


DISPLAY PACKAGE No. 53 

Contains 6 No. 5251 Automatic Spot¬ 
lights, brass with all chrome finish. 

List Price Each (Without Batteries) 

$1.19 


Cat, 

No. 

No. 

of 

Cells 

Cell 

Size 

List 

Price 

Each 

Unit 

Pkg. 

Qty. 

Weight of 

Unit Packages 

Lbs. I Ozs. 

912 

1 

K 

$ .10 

12 

— 

4 

915 

1 

AA 

.10 

12 

— 

7 

935 

1 

C 

.125 

12 

1 

2 

950 

1 

D 

.125 

48 

9 

7H 

Lantern Battery 

509 

1 4 

F 

S0.90 

12 

16 1 

8 


SCHEDULE OF PRICES 


htof FLASHLIGHT LENS ASSORTMENT 


30 No. 53419 Spotlight Lenses for Nos. 2251, 2671, 2351, 

7251, 4351 Spotlights.. 

102 6 No. 53123 Spotlight Lenses for No. 2231 Baby Spot¬ 
light.. . 

4 No. 53390 Searchlight Lenses forNp. 2552 Searchlight 


'EVEREADY" LAMPS two cm 


Unit 

Package 

Quantity 


Assortment 


^^Eveready” Miniature Lamps for Radio Pane! Service 


“Eveready” 

No. 

Bulb 

Volts 

Amp. 

List 

Price 

40 

T-3y4 

6-8 

0.15 

$.12 

41 

T-3y4 

2.5 

0.50 

.12 

44 

T-3y4 

6-8 

0.25 

.12 

46 

T-3y4 

6-8 

0.25 

.12 

47 

T-3V4 

6-8 

0.15 

.12 

48 

T-3y4 

2 

0.06 

.16 

49 

T-3y4 

2 

0.06 

.16 

50 

G-Si/a 

6-8 

C.P. 1 

.12 

1490 

T~3y4 

3.2 

0.16 

.12 

1458 

G-5 

2.0 

0.25 

.15 


“Eveready” 

No. 

Bulb 

Volts 

Amp. 

List 

Price 

Qse with Following 
“Eveready Batteries” 

14 

G-3J4 

2.5 

0.30 

$.12 

2 Nos. 935 or 950 

PR-2 

B -334 

2.4 

0.27 

.17 

2 No. 950 

PR-4 

B-syz 

2.3 

0.27 

.17 

2 No. 935 

PR-6 

B -334 

2.5 

0.30 

.17 

2 Nos. 935 or 950 

222 

TL-3 

2.2 

0.25 

.13 

2 No. 915 

224 

TL-2M 

2.15 

0.22 

.14 

2 No. 912 


THREE CELL 


13 

G-3H 

3.8 

0.30 

$.12 

3 No. 950 

PR-3 

B-3I^ 

3.6 

0.50 

.17 

3 No. 950 

PR-7 

B-3H 

3.8 

0.30 

.17 

3 No. 950 

FIVE CELL 

605 


6.0 

1 0.50 1 

$.15 

1 5 No. 950 

PR-12 

B-3y2 

6.0 

I 0.50 1 

.17 

! 5 No. 950 
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EVEREADY 

TRADE-MARK 

Radio Batteries 


Sell the one brand yoor customers will always buy—“Eveready** 
Radio Batteries—for fast turnover, repeat sales! Famous for fine 
quality and quick profits, “Eveready** Radio Batteries—portable 
and farm packs—equip virtually every battery-type radio in 
use today! x 

Complete data describing these best-selling batteries are given 
on page M-8. 


(VEREADyI 


lyflfW' 




tVfRWDY^j 
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EVfRWoy 


eveready 




{Vebw'IL. 




IVEREADY 


■ fVERtADV 




him 


ivimor 


■ 




clitlKW' 


For “Book Type ’ Personal Portables . 
Longer Listening at Lowest Possible Price 


■ Cj^ 
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"EVEREADY” BAHERY SPECIFICATIONS 


Catalog 


Overall 

Dimensions 

Unit 

Package 

Weight 
of Unit 



List 

Number 

VOLTAGE 

Length Width Height 

Quan- 

ity 

Package 
in Pounds 

Battery Weight 

Terminals 

Price 


BATTERIES FOR PORTABLE RECEIVERS 


411 

15 

1^2" 



5 

534 oz. 

Vs oz. 

Flat Contact —, 4-15 

10.95 

412 

22 H 

1%'' 

Vs"' 

2" 

5 

63i oz. 

1340 Z. 

Flat Contact —, 4-22 34 

1.15 

413 

30 

^2" 

Vs'' 

2%" 

5 

8 ^ oz. 

iVs oz. 

Flat Contact —, 4-30 

1.40 

455 

45 

2214 " 

V 

31 %" 

6 

334 

TVs oz. 

Snap Type—, +45 

1.95 

457 

6m 

21%" 


2W 

6 

3 

7V5 oz. 

Snap Type—, 4-6734 

2.50 

467 

6734 

2i%" 

1%" 

3«^" 

6 

4% 

12 oz. 

Snap Type—, —6734 

2.50 

477 

67^ 




6 

SVslh. 

SVs oz. 

Snap Type —, +6734 

2.35 

482 

45 

31 %" 

12%" 


6 

1134 

1 lb. 15 oz. 

Socket—, +45 

2.50 

484 

45 

4%" 

2i%" 


1 

2^ 

2 lb. 8 oz. 

Socket—, -t-45 

3.25 

490 

90 

32 %" 

W 

3^%" 

6 

634 

15 oz. 

Snap Type —, +90 

3.25 

738 

45 

3" 

2%" 

434" 

2 

234 

1 lb. 32/5 oz. 

Socket — , +22 34» +45 

3.50 


**A** BATTERIES FOR PORTABLE RECEIVERS 


713 

734 

32 %" 

34" 

227 + 2 " 

1 

734 oz. 

634 oz. 

Socket—, +734 

$1.10 

717 

7 34 

2%" 

ii%" 

3%" 

6 

3 

8 oz. 

Socket —, +7 34 

1.00 

tnis 

6 

32 %/ 

2 34" 

57 + 6 " 

1 

2% 

2 lb. 4 oz. 

Socket—, -j-6 

2.45 

720 

1% 

21%*^ 

134" 

3%" 

6 

234 

6 34 oz. 

Socket-, +134 

0.65 

724 

6 

m'' 

D+2" 

2i%" 

12 

2 

2 34 oz. 

Flashlight 

0.75 

726 

434 

31 %" 

1%" 

2i%" 

6 

4 

1034 oz. 

Socket—, +434 

0.75 

736 

434 

31 %" 

1%" 

4%" 

6 

6% 

1 lb. 

Socket—, -+434 

0.90 

tn4i 

134 

3 34*^ 

21%" 

5H' 

1 


2 lb. 10 oz. 

Socket—, -j-l.S 

2.10 

742 

134 

2%" 

2%" 

321 + 2 " 

6 

8 

1 lb. 5 oz. 

Socket—, -+1.5 

1.15 

tt743 

134 

31 %" 

2 34" 

4%" 

3 

6 

1 lb. 15 oz. 

Socket—, -j-1.5 

1.65 

744 

6 

22%" 

221 + 2 " 

321 + 2 " 

6 

8% 

1 lb. 5 oz. 

Socket—, +6 

1.15 

tt745 

134 

334" 

1%" 

1025 + 2 " 

2 

534 

2 lb. 1034 oz. 

Socket—, -+1.5 

2.25 

746 

434 

31 %" 

1%" 

421 + 2 " 

6 

734 

1 lb. 3Vs oz. 

Socket—, -+4.5 

0.95 

tt747 

6 

3 34" 

1%" 

1025 + 2 " 

2 

534 

2 lb. 11 oz. 

Socket —, +6 

2.75 

f915 

134 

Uiam. 

121 + 2 " 

12 

34 

Vs oz. 

Flashlight 

0.10 

tj935 

134 

1 1 + 4 " Diam- 

2" 

12 

134 

iVs oz. 

Flashlight 

0.125 

(950 

134 

121 + 4 " Diam. 

227 + 4 " 

48 

934 

3 oz. 

Flashlight 

0.125 

960-P 

134 

111 + 2 " Diam. 

41 + 6 " 

1 

‘ 5 oz. 

5 oz. 

Socket—, +1.5 

0.45 

964 

134 

134" Diam. 

41 + 4 " 

12 

mitMM 

5 9/10 oz. 

Flashlight 

0.30 


**A-B** PACKS FOR PORTABLE RECEIVERS 


729 

134 "A” 

712 + 6 " 

22 %" 

327+2" 

1 

2M 

2 lb. 7 oz. 

Socket — ”A” +134 ”A** 



90 



-"B” +90 *'B” 

$5.25 

752 

9 "A” 

90 

14%" 

21 %" 

4%" 

1 

634 

6 lb. 2 oz. 

Recessed Plug —"A’% 

+9 "A” -"B”, +90 ”B” 

6.65 

752.W 

1034 "A” 

**14%" 

21 %" 

4%" 

1 

7 

6 lb. 8 oz. 

Recessed Plug—"A” 



90 '’B” 




+1034 *'A”, -''B”, +90 "B” 

7.10 

753 

734 & 9 "A” 

9+2" 

223+2" 

45%" 

1 

5 

4 lb. 12 oz. 

Socket—*'A*’ +734 



90 "B” 




^’A”, +9 '^A” -”B”, +90 *'B” 

6.25 

754 

734 & 9 "A” 


CO 

4" 

1 

634 

6 lb. 1 oz. 

Socket-"A” +734 
**A’% +9 ^'A”, -"B”, +90 *'B” 
Socket-"A”, +6"A’% +734 



90 *'B” 




6.75 

755 

6& 734 ''A” 

8%" 

22%" 

3M" 

1 

3M 

3 lb. 9 oz. 



75 "B” 




«A” -"B”, +75 ^^B” 

5.50 

756 

734 & 9 ”A” 


234" 

325%" 

1 

3 

2 lb. 14 oz. 

Socket-"A” +734 



90 "B” 





"A»% +9 **A” -"B”, +90 *»B” 

5.75 

757 

9 "A” 

92+2" 

223+2" 

4%" 

1 

5 

4 lb. 12 oz. 

Recessed Plug — *'A’* -+-9 **A** 



90 "B” 




-''B” +90 "B” 

6.25 


**A-B*’ PACKS FOR HOME RECEIVERS 


758 

759 

134”A” 

90 ^’B” 
134”A” 

90 "B” 

101%" 

151 %" 

434" 

43 + 2 " 

6i%" 

613%" 

■ 

14 M 

17 

14 lb. 4 oz. 

15 lb. 7 oz. 

Socket—A”, +1.5 
-"B”, +90 "B” 

Socket—''A’% +1.5 '*A” 

-'’B+ +90 ^*B” 

$7.95 

7.95 

•♦A** BATTERY FOR HOME RECEIVERS 

tt740 

134 

41 + 2 " 

3 34" 

mn 

n 

6% 

6 lb. 

Socket—, +1.5 

$5.15 


**C** BATTERIES AND MISCELLANEOUS TYPES 


768 

22 H 

434" 

2 ^+ 2 " 

281+2" 

1 

134 

1 lb. 834 oz. 

Socket+, —3, —434» 

-1634, -2234 

$2.15 

i 771 

434 

329 + 2 " 

l%" 

3%" 

5 

434 

13 oz. 

Socket+, —3, —434 

1.25 

773 

734 

32 %" 

34" 

334" 

5 

3 

9 oz. 

5 Screw; 1 wire+, —134, 

-3, - 434 , -6, -734 

1.20 

781 

434 

213+2" 

5+4" 

334" 

5 

134 

5 oz. 

Screw+, —434 

0.65 

762-S 

45 

42+2" 

2%" 

613+2" 

1 

3 

2 lb. 12 oz. 

Screw—, + 2234 , +45 

4.50 

763 

2234 

3 34" 

2%" 

213%" 

3%" 

5 

434 

14 oz. 

Screw—, 4-2234 

1.95 

778 

2234 

434" 

2i%" ■ 

10 

17 

1 lb. 8 oz. 

Fahnestock+, —3, —434, “6, 

-9, - 1034 , -1634, -2234 

2.45 


**ExcIu8ive of Cell fFlashlight Types tfShipped from factory only 


SPECIAL TYPES FOR MISCELLANEOUS APPLICATIONS 



Length 

Width 

Height 

Battery Height 

List 

Price 

No. 7061 

Ignition & 

8% 

218% 

6% 

6 lb. 6 oz. 

$3.60 

No. 715 [ 

Emergency 

734 

41 % 

6% 

7 lb. 15 oz. 

4.50 

No. 716 

Lighting 

88% 

41 % 

6% 

91b. 

5.25 

No. 735 

Model Ignition Instruments 

234 

234 

49+2 

1 lb. 4 oz. 

0.90 
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eve ready 

TRADE-MARK 

Dry Batteries 


Illustrated below are -Eyeready" Dry 
Batteries, known for dependable and 
long service. Information describing 
famous "Eveready" Dry Batteries 
is given with each illustration. 



"EVEREADY" "IGNITOR" DRY CELL NO. 6- 

For extra long life and heavy service in all Dry Cell applica¬ 
tions. Its exceptionally high quality and recuperative powers 
have made the “Eveready" “Ignitor" dry cell famous for 
ignition, radio, bells, buzzers, electric games, toys, lanterns 
and other battery operated devices. 


"EVEREADY" R.R. AND INDUSTRIAL NO. 6— 

Especially designed for Railroad and Industrial use where a 
wide range of service conditions, from extremely heavy to 
extremely light are encountered. 

"EVEREADY" "COLUMBIA" "GRAY LABEL" TELEPHONE CELL 

NO. 6 — Especially designed for telephone service. Noted for 
its long life on light drain service. 


Brand and Type 

Jacket 

Voltage 

Overall Dimensions 

In Inches 

Quantity 
in Standard 
Package 

Approx. Wt. 
of Std. Pkg. 
in Pounds 

List 

Price 

Each 




Diameter 

Height 

*''Eveready” 'Tgnitor” No. 6 
*"Eveready” R.R. and 

Round 


2 ^ 

6^8 

12 

27 

$0.90 

Industrial No. 6 
**"Eveready” "Columbia” 
"Gray Label” Telephone 

Round 

1 

IH 

2 ^ 


12 


0.95 

Cell No. 6 

Round 

iy2 

2 ^ 

6H 

12 

26 

0.85 


^Equipped with screw terminals unless Fahnestock spring terminals are specified, 
^^'Equipped with Fahnestock spring terminals unless screw terminals are specified. 


"EVEREADY" "HOT SHOT" BATTERIES - 

For all purposes requiring four or more dry cells in series. 
Particularly adapted for electric fences, gas engines (tractors, 
motor boats, etc.), blasting, fire and burglar alarms, gongs, 
bells, annunciators, signals, lights for closets, out-houses, camps. 


boats, searchlights, etc. 

“Eveready" “Hot Shot” Batteries are composed of specially 
selected cells. Internal connections are securely soldered and 
the cells are completely insulated against accidental short 
circuits. Terminals are insulated. 


Brand and Type 

Voltage 

Overall Dimensions 

In Inches 

Quantity 
in Standard 
Package 

Approx. Wt. 
of Std. Pkg. 
in Pounds 

List 

Price 

Each 

Length 

Width 

Height 

"Eveready” No. 1461 

6 

lOH 

2M 


6 

58M 

$3.75 

"Eveready” No. 1462 

6 


554 

7M 

4 

39M 

3.75 

"Eveready” No. 1562 

7)4 

VA 

5 


4 

SOA 

4.75 

"Eveready” No. 1662 

9 


5.M 

7K 

4 

60M 

5.50 



SPECIAL TYPES FOR MISCELLANEOUS APPLICATIONS 


, 

Length 

Width 

Height 

Battery Height 

List 

Price 

No. 7061 

Ignition & 

8 % 

2154 

6 % 

6 lb. 6 oz. 

$3.60 

No. 715 f 

Emergency 

:7M 

4!4 

6J4 

7 lb. 15 oz. 

4.50 

No. 716j 

Lighting 

8 ^% 

454 

6% 

9 1b. 

5.25 

No. 735 

Model Ignition Instruments 

25^ 

25^ 

4% 

1 lb. 4 oz. 
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GENERAL dry batteries contain many outstanding advancements such as extra heavy seamless extruded zinc 
cups, the famous paper thin separator permitting more mix and more active zinc area by utilization of the cell 
bottom, the curled rim lock seal which seals each cell individually. These features, found only in Generals, assure 
long shelf life as well as the maximum in dry battery performance. 


GENERAL A & B RADIO FARM PACKS 

General AtB packs are made with L size cells in the A section. These cells are 
40% longer than the largest conventional 1%" diameter cell. This construction; 
assures the perfect balance between these “A" and “B" sections for current drains 
established by the Radio industry. 



Type 

Voltage 

Standard 

Package 

Pkg. Lbs. 
Weight 

Eveready 

interchangeable With 
Burgess 

Ray-O-Vac 

1 

East 

Price 

Pacific Coast 

60DLilL 

I'/2“90 

I 

24.5 

759 

i7GD60 

AB82 

$6.95 

$7.10 

60DI2L6 

9-90 

1 

24 

_ 

3G&D60 

AB982 

8.50 

8.50 

60B6L 

11/2-90 

4 

39 

758 

— 

AB85 

6.45 

6.45 


GENERAL ABC HOME RADIO BATTERIES 

All ceils used in General batteries are filled with active mix by loading equip¬ 
ment developed by General which automatically puts the right amount of mix into 
each ceil and packs it uniformly. General home radio batteries are accepted for 
their uniformity, dependability and long service. 


Type 

Voltage 

Standard 

Package 

Pkg. Lbs. 
Weight 

Eveready 

interchangeable With 
Burgess 

Roy-O-Vac 

1 

East 

*rice 

Pacific Coast 

I2LIL 

l'/2 

4 

34 

740 

20F 

P9203 

$4.25 

$4.25 

P24L2 

3 

1 

17 

XiZ5 

20F2 

P9403 

6.25 

6.25 

V30D 

45 

6 

45 

_ 

2308 

P5233 

3.15 

3.15 

V30F 

45 

6 

68 

__ 

10308 

P5933 

4.25 

4.40 

V30FL 

45 

3 

39 

_ 

21308 

P9303 

4.80 

4.98 

H3D 

4'/2 

10 

7.5 

X77I 

2370PI 

P23IW 

.95 

.95 

H3BS 

4‘/2 

10 

3 

781 

5360 

531R 

.55 

.55 

V5B 

m 

10 

6.3 

773 , 

5540 

551 

I.IO 

1.10 

HI5B5 

22'/2 

22'/2 

10 

15.4 

768 

5I56PI 

P5I5I 

2.15 

2.15 

HI5B 

10 

15.4 

778 

5I56SC 


2.15 

2.15 

HI5A 

22V2 

10 

10 

763 

4156 

4151 

1.95 

1.95 



GENERAL PORTABLE A & B PACKS 

The small size cells used in portable batteries greatly reflect the benefits derived 
from General’s patented construction. General Batteries deliver more service hours per 
dollar, therefore yoCi will find them used as original equipment in more battery 
radios than any other brand. 



Type 

Voltage 

Standard 

Package 

Pkg. Lbs. 
VVeight 

Eveready 

Interchangeable With 
Burgess 

Ray-O-Vae 

Price 

40N2CF 

n/2-60 

6 

8.7 

_ 


'_ 

$3.25 

4IA4FL 

I'/2.6|«/2 

6 

25.5 

— 

4GMA4I 

AB4I9 

4.70 

60A2L 

I'/l-^O 

1 

5 

_ 

5DMA60 


5.95 

60A4L 


6 

38.5 


6FMA60 

AB84 

5.95 

42A5G5 


6 

30 


5eMA42 

AB794 

5.25 

60A6F6-5 

7'/24-90 

1 

6 

753 

F6A60 

AB994 

5.65 

362 

7^6-9-90 

6 

24 

756 

T5Z60 


5.75 

Z50B4H4 

6-75 

1 

7 


64B50 

AB670 

5.65 

Z60B6H6 

9-90 

1 

89 

752 

G6B60 

AB^77 

6.25 
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GENERAL PORTABLE A BATTERIES 


Type 

Voltage 

Pkge. 

Std. 

Weight , -Interchangeable With-v 

Pkg. Lbs. Eveready Burgess Ray- 6 -Voc 

Price 

D 

l '/2 Radio A 

50 

12 

— 

_ 

— 

$0,125 

4FI 

l '/2 

6 

9 

742 

4P 

P94A 

1.05 

6 FI 

l '/2 

6 

13 

743 

6 F 

P96A 

1.50 

3LI 

n/2 

6 

11.4 

745 

4FL 

P94L 

1.05 

3H3 

4'/2 

6 

8 

746 

G3 

P83A 

.90 

4F4 

6 

6 

9 

744 

F4PI 

P694A 

1.05 

8F4 

6 

6 

17.4 

718 

2F4 

P698A 

2.00 




GENERAL PORTABLE B BATTERIES 

Std. Pkg. Lbs ., -Interchangeable With-^ 

Type Voltage Pkge. Weight Eveready Burgess Ray-O-Vac Price 

V30A 45 6 11.4 — A30 P430 $2.25 

F30A 45 6 11.4 — A30X BB30P 2.25 

V30B 45 6 17 — B30 P5303 2.25 

V30AA 45 6 9 738 Z30 P7R30 2.85 

V30AA2 45 6 9 — Z30N — 2.85 

W30B 45 6 12 482 M30 P7830 2.25 



GENERAL "DuroMife" BATTERIES 

New General DuroMite batteries are the finest in battery design and assembly. Thin, 
well-balanced flat cells are stacked like a roll of wafers. Each stack of cells sealed in its own 
plastic case, keeping the cells fresh until put in use. Maximum service life can be obtained 
from minimum of space used. 

Std. Pkg. Lbs ., -Interchangeable With-s 

Type Voltage Pkge. Weight Eveready Burgess Ray-O-Vac Price 

W45A 671/2 12 10 467 XX45 4367 $2.50 

W30A 45 12 7 455 XX30 P3A30 1.95 

W60A 90 12 13.5 490 — — 3.25 




GENERAL " Flash Lite" & LANTERN BATTERIES 

The New General ^'Flashlife" cell comes to the market to fulfill the demand of practically 
every user. This demand is for extra long service, years of shelf life and protection against 
corrosion damage. The Industrial cell is recommended when light is needed frequently and 
for long periods. 


Std. Pkg. Lbs. ^-Interchangeable With-s 


Type 

Voltage 

Pkge. 

Weight Eveready 

Burgess 

Ray-O-Vac 

Price 

C 

l '/2 

72 

8 

935 

1 

ILP 

$0,125 

D 

l '/2 

l '/2 

240 

57 

950 

2 

— 

.125 

D Industrial 

250 

5<>5 

1050 

#2 Ind 

2111 

.15 

AA 

l '/2 

180 

8 

915 

Z 

7-R 

.10 

V4F Lantern 

6 

10 

lb .8 

409 

F4H 

941 

.80 

4FB Bicycle 

6 

10 

15.5 

— 

— 

— 

.90 




GENERAL IGNITION & ELECTRIC FENCE BATTERIES 

All General batteries are designed to use the most efficient cells available. The 641 is 
made with 12 L cells and this construction has proven to produce exceptional performance 
when used on Electric Fence controls and other ignition applications. 


Std. Pkg. Lbs. ^-interchangeable With-^ Price 


Type 

Voltage 

Pkge. Weight Eveready Burgess 

Ray-O-Vac 

East 

Pacific Ct, 

#6 

l '/2 

24 60 #6 Ig ~ 

#6 Ig 

S0.80 

$0.85 

#6 Tele 

i '/2 

24 60 #6 Co. — 

#6 Tele 

.80 

.85 

641 Multiple 

6 

6 54 1461 — 

641 

3.50 

3.80 



We manufacture all types of Hearing Aid and Model Airplane 
batteries. Write for particulars. 


GENERAL DRY BATTERIES, INC. 

MAIN OFFICES AND FACTORY • 13000 ATHENS AVE.,CLEVELAND, OHIO 
FACTORIES ‘ DUBUQUE, lA. • MEMPHIS, TENN. • TORONTO, ONT. 

BRANCH OFFICES & WAREHOUSES • NEW YORK, CHICAGO, DALLAS, SAN FRANCISCO, 
LOS ANGELES, PORTLAND, MEMPHIS, MINNEAPOLIS „ 
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“A'' BATTERIES “B'’ BATTERIES 


Type 



Catalog 

Number 

Voltage 

Overall Dimensions 
in inches 

L W H 

Unit 

Package 

Quantity 

Weight Of 

Unit Package 
in Pounds 

Terminal 

Suggested Price 

Each 

List Dealer 

922 

300 

2%x2'^x3"^ 

1 

1 

Pin Jacks 

$11.00 

$7.70 

1709 

671/2 

1% X1 X 5% 

6 

3% 

Snap Type 

2.35 

1.65 

1710 

67'/5 

Wa X IH X 3'Me 

6 

5% 

Snap Type 

2.50 

1.75 

1712 

67% 

2' Vie X l>Ai X 2V<< 

6 

3 

Snap Type 

2.50 

1.75 

1713 

90 

3'MexlHx32%, 

6 

6 

Snap Type 

3.25 

2.28 

1914 

15 

IVieX %xl% 

24 

iVi 

Flat Contact 

.95 

.65 

1915 

221/2 

11/6 X % X 2 

24 

2 

F|at Contact 

1.15 

.79 

1916 

30 

IVieX VtxZ’Ai 

24 

2% 

piat Contact 

1.40- 

.96 

5115 

221/2 

3'%2 X 12%, X 2'%j 

6 

6 

Screw 

1.95 

1.37 

6118 

45 

3%> X 2%4 X 4Vte 

1 

1% 

Socket 

2.45 

1.71 

6210 

45 

3%xly4X5% 

6 

11 

Socket 

2.25 


6211 

45 

2%x '^4X3% 

6 

31/4 

Snap Type 

1.95 


6218 

45 

4'/, X 2^i6 X 5%» 

1 

2 y 4 

Socket 

2.45 

1.71 

6219 

45 

4% X 2'%j X 5% 

1 

3 

Screw 


2.45 

6518^ 

45 

P‘Aix2'>AiX7%s. 

6 

48 





6718 45 2”/4j x l'>M x 4'/4 1 lV4 Socket 2.85 2.0 


C 

V/2 

*446 Diam. x 

12 

IY 2 

Flashlight 

.125 

.08 

DLeak 

Proof 

IV 2 

l!4 Diam. x 21^ 

48 

10 

Flashlight 

.15 

.0975 

1511/102 

IV 2 

I'Vii Diam. x 2'%j 

48 

11 

Flashlight 

.125 

.08125 





rnmm 




Socket 


le forward your order to yi 


15 

S( 

30 S( 

00 

S( 

15 

Sc 
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BATTERIES “A-B” PACKS 


— 


RAniA' 



SPECIFI CATION 






2M« X X 3 

10 

4 

Screw 

3'‘Ai X 1% X 3^6 

10 

8 

Socket 

X 2%i X 27. 

10 

18 

Socket 

4V1. X 27. X 27, 
(excluding terminals) 

10 

18 

Fahnstock Clip 

3'74X '74x3 

(excluding terminals) 

10 

7 

Screw 


jfc "B Battery for Farm Receivers 

sjcjjc “A-B" Battery Pack for Farm and Portable Receivers 

3|c3|c5jc “A-B” Battery Pack for Farm Receivers 


^ ■ 

% m 

^ ' ''iK 

■ ^ 
Ml. OUN : 


IB 
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RAY-O-VAC COMPANY 

SPECIAL PRODUCTS DIVISION 



Ciistoni’builf dry cell batteries 
for every unusual power requirement 

FOR INDUSTRY ARMED SERVICES LABORATORY 

Dimensions Comparative Guide 

L W H* Std. Si^i^l 

Volfs ♦ Overall battery height. Terminals Pkg. Burg. Evrdy. RCA Corps 


List 

Price 



194S 



398C 



7920SM 


IGNITION & TELEPHONE BATTERIES 


194S 

V/2 

1 % 

3% 

4Jli 

2 screws 

10 

4FH 


VS106 

BASS E. $ .79 

386C 

3 

i'A 

3% 


2 spring clip 

10 




1.40 

398C 

3 

3V» 

3% 

5% 

2 spring clip 

10 

4F2H 


VS138 

6A225/U E.1.45 

489C 

AVi 

3% 

3r, 

sy. 

2 spring clip 

10 




2.15 

4912C 

4V2 

3% 

3% 

3% 

2 spring clip 

5 

4F3H 



BA216/U 3.50 

4945C 

41/2 

12 

4 

3% 

2 spring clip 

2 




5.90 

694T 

6 

3% 

3y, 

4'A 

2 pig tails 

10 




1.10 

6916S 

6 

8% 

3 % 


2 screws 

5 

4F4H 

1461 


BA222/U E. 3.40 

7920SM 

71/2 

TXi 

4 

% 

2 screws 

5 

4F5H 

1562 

VS139 

E. 4.05 

9924SM 

9 

t'A 

4 


2 screws 

5 

4F6H 

1662 

VS140 

E. 4.65 


LIGHTING BATTERIES 


1918T 

11/2 


3% 

3 % 

2 flex leads 

5 

18FS 


$ 2.45 

342 

3 


% 

3'A 

2 flat springs 

20 

422 

750 

.50 

3612T 

3 

10 ^ 


7J4 

2 flex leads 

1 



11.00 

443 

41/2 

1 % 

% 

3A 

2 flat springs 

10 

432 

751 BA28 

.50 

453 

41/2 

3X, 

y 

3 

2 flat springs 

10 

532 

703 VS133 

.50 

9930 Special 

9 

3% 

4y. 

8 % 

Plug in 

1 



4.90 

225SN150P 

225 

4% 

3 % 

4y, 

Plug in 

12 



9.65 


Complete catalog will be mailed on request. 
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RAY-O-VAC COMPANY 

SPECIAL PRODUCTS DIVISION 


1 

INDUSTRIAL 

, ELECTRONIC 

AND 

RADIO 

''A'' 

BATTERIES 


122P 

Vh 

2 % 


2A 

Plug in 

12 

20 

720 



$ .55 

152S 

VA 

1 % 

% 

2% 

2 screw 

5 

2BBP 




.88 

192P 

Vh 

2 % 

1% 

4?^2 

Plug in 

5 

2FPI 




.75 

192PX 

V/2 

2 % 

1% 

4% 

Plug in 

5 

2F 




.75 

192S 

V/2 

2 % 

1% 

4% 

2 screws 

5 

2FBP 


VSlOl 

BA15A 

.80 

194P 

Vh 


2?^ 

4J<6 

Plug in 

6 

4F 

742 

VS004 


1.05 

194PL 

V/2 


1% 

sy» 

Plug in 

5 

4FL 

745 

VS005 


1.02 

P98A 

VA 

3^. 

2’% 

5A 

Plug in 

5 

8F 

741 



1.95 

322S 

3 


1^6 

3'A 

2 screws 

5 

D2BP 




1.10 

352S 

3 

)% 

% 

2% 

2 screws 

10 

B2BP 




.88 

392S 

3 

tVz 


4% 

2 screws 

5 

F2BP 


VSlOO 

BA205 

.80 

394S 

3 

2 % 

2% 

4% 

2 screws 

5 

2F2H 


VS136 

3A152 

.92 

394SL 

3 

5’/. 

1% 

4% 

2 screws 

10 

2F2BP 



3 A164-11 

1.35 

423PA 

41/2 

3^6 


2% 

Plug in 

12 

02 

726 

VS072 


.70 

P83A 

41/2 

4 


4’K4 

Plug in 

6 

G3 

746 

VS002 


.90 

624C 

6 


1 % 

3% 

2 spring clips 1 





1.40 

626T 

6 

4 

2!« 

2% 

2 flex leads 

1 





1.65 

67R4 

6 


1% 

2’}^2 

contact 

24 

Z4 

724 

VS068 


.60 

694P{0) 

6 


2% 

3’K6 

Plug in 

5 

4FPI 


VS009 


1.00 

694PL 

6 

3% 

1 % 

5^ 

Plug in 

5 

F4L 




1.95 

694S 

i 

2% 

2'/^ 

4’/8 

2 screws 

10 

F4BP 


VS040 

3 A164-10 

.80 

694SL 

6 


1 % 

4'/^ 

2 screws 

5 

F4X 



3A4X 

1.95 

P698A 

6 

3'% 

2% 

5%( 

Plug in 

10 

2F4 

718 

VS010 

BA203/U 

2.00 

698PL 

6 

3% 

. 1 % 


Plug in 

6 

2F4L 

747 

vson 


2.00 

715P 

71/2 

2’% 

2 


Plug in 

12 

C5 

717 

VS065 


.98 

P551 

71/2 

3’% 

^8 

3 

Plug in 

12 

B5 

General 

5CF5 

VS129 


1.00 

785f 

71/2 

3% 

25 ^ 

4% 

Plug in 

5 

G5 

687 

VS003 

3A164-4 

1.10 

P7CD1 

71/2 

i'A 

2^2 

3’% 

Plug in 

10 

T5 




1.38 


NOW UNDER 
RAY-O-VAC LABEL 


322S 


INDUSTRIAL, ELECTRONIC AND RADIO BATTERIES 


P231W 

-3-4y2 

4 % 

1% 

3^6 

Plug in 

15 

2370PI 

771 

VS030 


$ .85 

231W 

. 11 / 2 - 3 - 41/2 

3 % 

1% 

3 

4 screws 

10 

2370BP 

761T 

YS130 

BA27 

.85 

443S 

- 3 - 41/2 

2y, 

% 

2'% 

4 screws 

5 

A3BPX 




1.04 

453S 

.41/2 

2% 


2^8 

2 screws 

5 

5360 

781 

VS028 

BA31 

.57 

551 

- 11 / 2 - 3 - 41 / 2 - 6 - 71/2 

3 % 

^8 

3'A 

5 screws 

5 

5540 

773 

VS029 

BA34 

.99 

7N5S 

- 41 / 2 - 71/2 

2y 


l’/8 

3 screws 

5 

W5BP 




1.40 

12S48S 

- 11 / 2 - 3 - 9 - 101/2 12 

2 % 


2% 

6 screws 

3 

A8BP 




2.23 

13S49S 

131/2 

2 % 

2^6 

2% 

2 strews 

3 

A9BP 



BA-164-12 

1.80 

2215C 

- 18 - 221/2 

s'A 

4 

3’^ 

3 spring clips 

5 

2156 

766T 

VS137 


3.20 

926S 

9 

4% 

2’% 

3^8 

2 screws 

5 

D6BP 


VS132 

BA156 

1.90 


394S 


HEARING AID BATTERIES 


PFl 

11/2 

1^ diam. 

4 

Plug in 

20 

BA230/U $ .35 

WE16] 

41/2 

3 % 

1^4 

4J< 

Plug in 

20 

1.25 

22SN15P 

221/2 

iy. 


3 

Plug in 

ROV 

25 PN15 

BA232/U 1.60 

33SN22P 

33 


ly. 

3% 

Plug in 

ROV 

25 PN32 

BA233/U 1.80 

45SN30P 

45 

2^6 


3A 

Plug in 

ROV 

25 PN30 

BA234/U 1.98 


694SL 
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Overall battery height. Terminals Pkg. Burg. Evrdy. RCA Corps 













RAY-O-VAC COMPANY 

SPECIAL PRODUCTS DIVISION 


Comparative Guide 


MYOVAc 


D E AA 


NOW UNDER 
RAY-O-VAC LABEL 



Catalog 

No. 

Volts 

L W H* 

* Overall battery height. 

Terminals 1 

Std. 

Pkg.Burg. 

Evrdy. 

RCA 

Signal 

Corps 

List 

Price 


INDUSTRIAL, ELECTRONIC AND RADIO " 

B"" 

BATTERIES 


2415S 

221/2 

3 % 

2^8 

2% 

2 screws 

10 

4156 

763 

VS102 


$1.97 

2515C 

-3-41/2-161/2-221/2 

4^8 

2/2 

3% 

8 spring clips 

5 

5156SC 

778 

VS131 

BA217/U 

2.05 

P5151 

- 3 - 41 / 2 - 161 / 2 - 221/2 

4 

i'A 

3 

Plug in 

5 

5156PI 

768 

VS031 

BA211/U 

2.05 

5230C 

45 

i'A, 

3^6 

7^6 

3 spring clips 

5 

2308SC 


VS126 

3A2308 

2.55 

5530P 

45 


2yB 

5% 

Plug in 

5 

B30 

762 

VS012 

BA223/U 

2.45 

5530S 

221/2 45 

4!/8 

2 % 

5^/8 

3 screws 

5 

5308 

762S 

VS112 

BA36 

2.57 

P7R30 

221/2 45 

3 

2'4 

4 

Plug in 

10 

Z30 

738 

VS015 

BA63 

2.85 

57R30S 

221/2 45 

2 % 

1% 

4% 

3 screws 

10 

Z30NX 


VS114 

BA53 

2.85 

57R30SS 

221/2 45 

3^ 

2% 

344 

3 screws 

5 

Z30BP 




4.45 

8303 

221/2 45 

8'4 

4% 

7'K6 

3 spring clips 5 

21308SC 

794 

VS157 


E. 4.39 

P8303 

221/2 45 

83^6 

4^2 

7 % 

Plug in 

5 

21308P1 

Generol V30H 


E. 4.39 

5930C 

221/2 45 

8 

4 

7^8 

3 spring clips 5 

10308SC 



BA26 

E. 4.20 

88S7R59P 88y2 

m 

2 ^ 

5'% 

Plug in 

6 

Z59 




6.45 

0460P 

90 

4 % 

3% 

4% 

Plug in 

5 

A60 




5.00 

0460T 

90 

S%2 

3'5^2 

2 % 

flex leads 

3 




3A7890 

5.30 

07R60S 

45 90 

3% 

2^6 

65(6 

3 screws 

5 

Z60BP 




8.40 

07R60SS 

45 90 

3K2 

2 % 


3 screws 

5 

Z60X 




8.40 

103SN69 

1031/2 

1% 

1% 

11% 

contact 

10 

XX69 




4.90 

144S7R96S45 144 

2% 

2 % 

13% 

3 screws 

1 

Z96P 




12.40 


SHOT FIRING BATTERIES 


2% 1^6 ^Vl Plug in 
2% 3% Plug in 


15 F2rT 704 
20 B3rT 702 


TIE-TAMPER BATTERIES 

3^ 2% 5/4 flex-leads 10 


BA204/U $ .90 
.80 


1-164-7 $1.70 
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TOPArS OPTSTAPPmC 

p, e. powip soppues... 


in performance! in reliability! 
in dollar-for-dollar value! 


HOW AVAILABLE: Model AR 5612 cind AR 
4612 ELECTROX BATTERY ELIMINATORS in 6 
AND 12 volt Combination! Write for Bulletin 
1469. 

ELECTROX ''MASTERS' BATTERY ELIMINATOR 
MODEL AR-5 


Newly designed ELECTROX MODEL AR-5 provides 
smooth, hum-free D.C. for servicing and demonstrating 
practically any type and size auto radio, either pushbut¬ 
ton or manually tuned. Delivers 6 volts D.C. with a low 
ripple component of approximately 2%. Output voltage 
is adjustable for any load current between 3 and 15 
amperes, indicated by accurate, easy-to-read 0-15 ampere 
D.C. ammeter and 0-8 volt D.C. voltmeter. 

Components include Selenium rectifiers for long life 
and continued high efficiency, condenser, transformer 
and filter choke. Housed in a sturdy, handsome, com¬ 
pact steel case. 


Model M-5 

ELECTROX '^STANDARD'' 
BATTERY ELIMINATOR 
MODEL AR-4 


■ yljll A practical, low-cost D.C., 

-ml " power supply constructed to 
the same high standards as 
^ the Model AR-5 above, ex- 
Model AR-4 ^ Output is not 

adjustable. Delivers smooth, hum-free 6 volts 
D.C. at approximately 15 amps. 

Own ELECTROX Power Supplies — they're 
the choice of leading service men. Described 
in Bulletin 1469. Write for your free copy. 


SCHAUER 

BATTERY CHARGERS 

A complete line of battery HI 

chargers designed for safe 

teries. Available in models 
for charging 6-volt bat- 
teries and other models for ^ 
charging 12-volt batteries. 

Four to 20 ampere capacities. 

Equipped with exclusive Schauer Charger-Guard" 
—an automatic corrector which acts instantly in 
case of an overload or short circuit. No manual 
resetting of the circuit breaker, and fuses are 
eliminated. Approved by Underwriters' Labora¬ 
tories, Inc. Write for Bulletin 2469. 


r 


ELECTROX VIBRATOR ANAL¬ 
YZER AND POWER SUPPLY 
MODEL AR-6 


Don't gamble on auto radio 
^ gpp-— vibrator performance! Protect 

Model AR-6 your profits and avoid come- 

backs by owning the original 
and most reliable vibrator analyzer available today. 
Electrox AR-6 combines an adjustable 0-8 volt D.C. 
Power Supply with a Vibrator Analyzer that will 
thoroughly test practically all interrupter and 

synchronous, shunt or series-driven 6-volt vibrators. 
Test results are determined by accurate meter read’ 
ings — not by the unreliable substitution method! 
See your Electrox jobber. Write for Bulletin 1469. 


RECTIFIER 




DIVISION 


SCHAUER MANUFACTURING CORP. 






4 513 ALFiNE AVENUE 
CINCINNATI 36, OHIO 
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CLEVELAND. OHIO 

MUELLER BATTERY AND TEST CLIPS 

U.s. PATENTS: 1,521,903; 1,686.842; 1,779,442; 1,794.976; 1,965,151; 1,994,251; 1,999,613: 2,074,324; 2,136,814; 2,416,113; 2,549,589; 2,593,130 


For use in making quick, temporary electrical connections. Screw connections. 


WEE-PEE-WEE No. 88 

Entirely Non-ferrous. Smaller Than Ever! 

An extremely small clip for fine testing in 
radio and electrical work. Light-Weight; 
thin-nosed; spring-temper phosphor bronze. Ideal for close-wound 
coils. 1 flong; jaw spread 

EACH N^T.$0.19 LOTS OF 10.$0.13 

Use No. 93 R.F. Insulator. 




No. 45 PEE WEE 

A very small test clip for radio, ignition, meter 
and similar work. 1 %" long. Jaw spread % 
Steel, cadmium plated. 


EACH NET.$0.07 



No. 45.C Clip 
No. 47 Insulator 


EACH NET.$0.11 

Use No. 47 Insulator 


LOTS OF 10.$0.05 

No. 45-C 

Solid Copper R.F. Test Clip 

Solid copper radio frequency test 
clip. Phosphor bronze spring, 
brass screw. Will not heat up in 
high frequency test work, en¬ 
tirely non-ferrous, long. 

LOTS OF 10... $0.08 

for clips 45 and 45-C. 



No. 48C- 


EACH NET.....$0.13 


No. 48-B 

A small test and battery clip for radio use 
aud general testing purposes, ,2" long. Jaw 
spread 14". Steel, cadmium plated. 

EACH NET....$0.08 LOTS OF 10.. .$0,055 
■Solid Copper. Same size as 48-B.. 


LOTS OF 10.$0.09 


No. 50-C Needle Clip 

Solid bronze. Needle pierces insulation of 
wire for quick test contact. 214." long. 

EACH NET .$0.25 LOTS OF 10. $0.18 
No. 51-C —Large crocodile clip. Same as 
50-C but without needle. 

EACH NET $0.19 LOTS OF 10 .$0.13 
Use No. 49 insulator for Clips 48-B, 48-0, 50-C and 51-0. 



CROCODILE CLIPS 

u.s. Patent No. 1,999,613 



No. 85 or 83-C Clip with 
No. 87 Insulator 



No. 85-T Clip 


No. 85—A very small clip with slender, elongated jaws for getting 
into tight places in radio or electrical test work. Screw connection. 
214" long. 

EACH NET .$0.08 LOTS OF 10.$.055 


No. S5-C —Same as No. 85, except solid copper. A radio frequency, 
entirely non-ferrous test clip. 

EACH NET...... .$0.14 LOTS OF 10...$0.10 

No. S5-T—New Crocodile “Tip-Clip” —equipped with standard phone 
tip on one jaw, otherwise same as No. 85. Ideal for use as a prod, 
for ordinary clip connections and for connections to insulated binding 
posts having non-removable heads. 2 %" long. 

EACH NET..$0.18 LOTS OF 10.......$0.13 

Use No. 87 Insulators for clips 85, 85-C and 85-T. Red and Black. 
Cover entire clip except nose. Protect against short and shock. 
Help to distinguish leads. 


ALLIGATOR CLIPS 

No. 60—CONVENTIONAL TYPE 

Accurately made, slim jaws, fine meshing 
teeth. Convenient, round thumb grip, bar¬ 
rel connection for banana plug. Equipped 
with small soldering lip. Strong spring 
with a hard bite. Cadmium plated. 2" long. 

EACH NET.$0.07 LOTS OF 10.$0.05 


No. 60-S—SCREW CONNECTION 

Eliminates necessity for soldering. Other¬ 
wise same as No. 60; 

EAST NET $0.08 LOTS OF 10 $0.55 





No. 22 Twin-Clip 

Jaws on both ends. Great time-saver in test 
work. Used to hold or rack articles for display 
or processing. 2" long. Steel cadmium plated. 

EACH I^ET....$0.10 LOTS OF 10... $0.07 



No. 27 

A high grade test clip with meshing 
teeth on three sides of jaws. For lab¬ 
oratory and shop test work 2^^" long. 
Jaw spread Steel, cadmium 

plated. 


EACH NET.$0.11 LOTS OF 10.$0.08 

No. 27-C —-Solid copper. Same size as No. 27. 

EACH NET.$0.19 LOTS OF 10..$0.13 

Use No. 29 Insulator for clips 27 and 27-C. 



Use No. 26 Insulator 


No. 24.A 

A medium sized battery clip. 
Stands erect on battery post. 
Lead coated, copper shunt pro¬ 
tects spring. 2%" long. Jaw 
spread 1". Steel, lead plated. 


EACH NET.$0.16 

LOTS OF 10 .$0.11 

Same size as No. 2 4-A. 

LOTS OF 10. $0.20 

• Clips 24-A and 24-C. 


No. 60-CS—COPPER R.F. 

ALLIQATOR CLIP 

Same as No, 60-S except made of solid 
copper. Has brass screw connection. 

Ideal for R.F. work. Will no^t heat up 
in H.F. circuits. Bright, natural copper finish. 2" long. 

EACH NET. ..$0.14 LOTS OF 10.$0.10 



No. 62 FLEXIBLE VINYL 
INSULATOR 

New! Red and black insulators 
for Alligator Clips 60S, 60CS 
and 60. 



EACH NET.$0.07 


LOTS OF 10.$0.05 


No. 60-HS—STEEL ALLIGATOR CLIP 
WITH INSULATED HANDLE 

Same as No. 60-S except equipped 
with red and black insulating sleeves 
on end. Very convenient for distin¬ 
guishing leads. Has screw connection 
also. Cadmium plated. 2 %" long. 

Shipped half red, half black. 

EACH NET..$0.14 LOTS OF 10.$0.10 



LARGER SIZES OF CLIPS 

M * X. ^ EachNet Lois of 10 

No. 21-A —^Heavy Duty Steel, lead plated, 4" 

^ long .. .$0.30 $0.21 

No. 21-C —100 Amp. Solid Copper, long..;. .73 .51 

No. 11-A —100 Amp. Steel, lead plated, 6" long .84 .59 

No. 11-C —200 Amp. Solid Copper, 6" long.. 1.40 .98 

No. 33-C —300 Amp. Solid Copper, 7%" long.... 2.70 1.90 

(Above furnished with lug connections.) 


No. 60-CHS—COPPER ALLIGATOR 
CLIP WITH INSULATED HANDLE 

Same as No. 60-OS except equipped 
with red and black insulating sleeves 
on end. Brass screw connection, for 
R.F. work. 21^:" long. Shipped half 
red, half black. 

EACH NET.$0.19 LOTS OF 10.$0.13 
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FLEXIBLE INSULATORS FOR CLIPS 



A convenient protection against short circuit and electric shock. Packed 
half red and half black to indicate polarity. Long tail prevents 
breakaae of wire. Construcded so that clip is held in firmh’^_ 


lator No. 

For Use with Clip No. 

Each Net 

Lots of 10 

13 

11-A, 11-C 

$0.72 

$0.50 

23 

21-A,21-C 

.39 

.27 

26 

24-A, 24-C 

.25 

.18 

29 

27, 27-C 

.17 

.12 

35 

33-C 

1.72 

1.20 

47 

46, 45-C 

.07 

.05 

49 

48-B, 48-C, .60-C, 51 

-C .10 

.07 

62 

60S, 60CS, 60 

85, 85-C, 85-T 

.07 

.05 

87 

.07 

.05 

93 

88 

.05 

.035 



THE SNAPPER 

A Long Insulated Test Clip and 
A "Triple Threat" Radio Tool 

U. S. Patent 
No. 2,074,324 

No. 99 

7" Long Insulated 

The long tube is of insulating material and is 
fitted with spring contact jaws on the far end. 

The jaws are operated by a push of the thumb 
on the near end. Wire is quickly and easily con¬ 
nected in a hole in the insulator knob binding post on the near end. 
May be used as (1) A “Deep Sea” Electric Test Clip —test contacts 
with ease, deep in the recesses of radio chassis with no danger of 
short circuits; (2) An Electric Contact Prod —clip jaws may be 
used to make quick prod contacts, or clip one Snapper on ground 
circuit and prod with another; (3) A Retriever —start small screws 
and nuts or pick up odds and ends that may accidentally be dropped 
into inaccessible places. 

PRICE.$1.20 EACH Dealers’ Wholesale Price, each.... $0.72 Net 

Snappers are generally used in pairs—1 red and 1 black. 

CLAMPIPE GROUND CLAMP 

The exclusive patented fea. 
ture of a U-shaped cross 
section in combination with 
a U-shaped clamp gives a 
rigidity and effectiveness 
to the ClamPipe that can¬ 
not be found in any other 
make. 

The ClamPipe will not bend 
or lop over when applied 
to a pipe. The point of the 
large case hardened screw, 
cuts through rust, paint or 
corrosion into clean, fresh 
metal, insuring a good con¬ 
tact. The Clamp may be 
installed on a pipe lying 
flush against a wall. Will 
not spread open. 



No. 5S 


The best ground clamp value on the market. Applicable to pipe 
%" to 1 % ” outside diameter. 

Packed 10 in a box 

EACH NET.$0.16 _LOTS of 10.$0.11 


THE "TENNA-CLAMPIPE" 

(ClamPipe Trade-mark Reg. U. S. & Can. Pat. Off.) 

A Standoff Insulator that clamps on Quickly—Easily— 
almost anywhere for Television and FM Antenna 

Lead-Ins. 

Quickly and 
Permanently 
Supports 
Lead-Ins 

• On antenna 
masts & cross- 
arms. 

• On pipes, I- 
beams, etc., on 
basement ceil¬ 
ings. 

• On any rigid 
object up to 
in diameter or 
thickness. 

SIMPLY TURN THE 
SCREW-EYE BY 
HAND FORA SOLID, 
PERM ANENT GRIP. 

A great time- 
saver— the in¬ 
stallation man's 
third hand. 



Consists of an assembly of the famous Mueller CHamPipe Ground Clamp 
and a steel screw-eye with an insulating grommet. Holds lead-in wire 
from 1^='' to 2^/^" away from clamp. Can be applied to any antenna 
mast, pipe or other object up to 1 % " in diameter or thickness. 

All metal parts are completely weatherproofed. 

Insulating grommet is molded of high quality plastic having superior 
dielectric and non-absorptive properties. Will withstand exposure to 
weather. 

No. 130 for all types of Flat Twin-lead. 

No. 131 for all Coax Cables up to O.D. 

Packed 100 in a carton 

EACH NET $0.17 LOTS OF 10.$0.12 

LOTS OF 100.$0,105 


THE "TENNA-CLAMP" 


A New 3-111-7 Sfand-olf Insulator Clamp! 

Supports TV and FM Lead-ins on MASTS, 



PIPES, GUTTERS and GUY-WIRES 

Has same general features and specifi¬ 
cations as Tenna-ClamPipe described 
above except different type clamp chan¬ 
neled on end to take standard guy-wire 
in addition to pipes. 

HAS THESE USEFUL FEATURES — 

• One standard size solves many lead-in 
problems — far more useful than straps 
or wire bands. 

• Brings lead-in to edge of roof— right 
where you want It — no more “draping” 
of wire across the roof. 

• On those high jobs, come right down 
a guy-wire — and get around the gutter 
in the clear. 



LOW PRICES! 

All packed 100 in a carton 
No. 135 For all types of Flat Twin-Lead. 
No. 136 For Coax Cables up to O.D. 
EACH NET, $0.14 LOTS OF 10, $0.10 
LOTS OF 100, $0,084 


CLAMPS ON PIPE 
UP TO 12^8* 0.0.' 



...and IT CLAMPS 
ONTO GUY-WIRE 
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DC POWER SUPPLIES and BAHERY ELIMINATORS 



TEST SERVICE 12 & 6 VOLT AUTO RADIOS 

Superior Model 10 Powerstat for incremen¬ 
tal voltage adjustment. Variable voltage for 
full range. Emico volt and ammeters: 0-20 
volts, 0-10 amperes. Choke input type filter. 
Bridge type selenium rectifiers. Heavy duty 
transformer and choke. 



Model "NF" 

TEST, SERVICE DC EQUIPMENT 
FROM AC LINES 

Choke input and Pi type filters with 1 choke, 
2000 mfd. condenser plus 1 choke, 4000 mfd. 
condenser. D'Arsenval-type voltmeter 0-50 
volts; ammeter 0-25 amperes, 2% accuracy. 
Bridge type selenium rectifiers. Superior 
Powerstat for incremental voltage adjust¬ 
ment. 



Only 3% Ripple at Full Load 

NEW DC POWER SUPPLY MODEL ^X-12^^ 

0-16 Volts from 1-8 Amperes Continuous Output. 

Up to 12 Amperes Intermittently. 

Completely variable output makes it possible to test equipment under 
any voltage input condiion. Provides filtered adjustable DC voltage for 
testing and servicing 12 volt and 6 volt auto radios from AC lines. 
No connections required for change-over. Operates electronic equipment 
used on trucks, tanks and other mobile units; low voltage devices. Utilizes 
Superior Powerstat Voltage Control (Model 10) for extremely fine voltage 
adjustments. 110-120 Volt, 50/60 cycle AC input, 150 watts with 8 ampere 
12 volt DC load. Sizes 12x7x8V^". Net weight:'25 lbs. 


Less than 1% Ripple at Top Load 

MODEL — 0-28 VOLTS, 1-15 AMPS. CONTINUOUS 

RATING, 25 AMPS. INTERMITTENT RATING 

Serves broadest uses in industry, research and servicing. Only moderately 
priced Power Supply with less than 1% ripple at this output. Exclusive 
"'EPL" selenium rectifier application increases power rating, lowers cost 
per ampere output. Finest components, trouble-free operation. Peak in¬ 
stantaneous current rating of 25 amperes (from 50/60 cycle 115 volt 
source). 0-36 volts up to 6 amperes. Size 14V4xl4V4x9%". Net Weight: 
71 lbs. 

MODEL '"N". Same rating and specifications except for: 

5% ripple at 10 amperes, 8% at 15 amperes, less 1 choke and 2 con¬ 
densers, lower cost, net weight 65 lbs. 


MODEL "B" — 6 VOLTS, 1-20 AMPS. CONTINUOUS RATING, 
35 AMPS. INTERMITTENT RATING 

Tests, operates auto radios, relays, phone circuits, other low voltage 
devices. Conduction cooling increases rectifier power rating IV 2 times, 
lowest cost per ampere output. Ample power to operate two auto radios 
at once. Peak instantaneous current rating of 35 amperes (from 50/60 cycle 
115 volt source). Supplies 3 to 9 volts at other ratings. Size: 12x7x8 V 2 ". 
Net weight: 29 lbs. 


TEST, SERVICE DC EQUIPMENT 
FROM AC LINES 

Less than 3% AC ripple or hum. Damped 
volt and ammeters (no wiggling). 8 Heavy- 
duty power tap adjustments. Voltmeter 0-10 
volts 3% accuracy. Heavy duty selenium 
rectifiers, switch, transformer, choke and 
6000 mfd. filter condenser. 



"A” Supply Output: 5-6 tubes (average) 
1.4 volts at 320 ma; 4 tubes 1.4 volts at 250 
ma; 4 tubes 1.4 volts at 200 ma. "B" Supply 
Output: 90 volts DC at 12 ma. Primary: 115 
volts AC at 60 cycles. Also for 220 volt 
operation. 


MODEL "BJ''. 6 VOLTS, 1-12.5 AMPS. CONTINUOUS 
RATING, 25 AMPS. INTERMITTENT RATING 

Same as "B" except for: lower cost; operates 1 auto radio; AC ripple 
less than 0.4 volts at 6 volts, 8 amperes; voltmeter 0-10 volts; ammeter 
0-20 amperes 5% accuracy; 2000 mfd. filtered condenser; net weight 

® 


CONVERTS BATTERY RADIOS TO AC ALL-ELECTRIC 

Model "S'* operates 1.4 volt 4 to 6 tube battery radio from 115 volt 
50/60 cycle source. Complete filtering insures hum-free silent operation. 
Easily fits into battery compartment of most radios. Eliminates batteries, 
saves money. Low operating cost, uses only 11 watts. Has on-off switch, 
standard plug and sockets. Cabinet: Blue Hammerloid finished steel. 
Size: 2%x3%x6%". Net weight: 2Vz lbs. 


ELECTRO PRODUCTS LABORATORIES, INC. * Pioneer Manufacturers of DC Power Supplies 
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NEW! ELECTRONIC POWER PACK-ECONOMIC 



BATTERY 


ELIMINATOR, 

DEPENDABLE, 


BATTERY REJUVENATOR 
CONVENIENT 


SAVE-A-BATTERY 

SAVE-A-BATTERY 

SAVE-A-BATTERY 

SAVE-A-BATTERY 

SAVE-A-BATTERY 

SAVE-A-BATTERY 

SAVE-A-BATTERY 

SAVE-A-BATTERY 


Converts your Battery Radio to a Home Radio fully electrified A-C. 

Saves your batteries at home and plays your set with A-C current. 

Rejuvenates your B Battery overnight by using SAV-A-BATTERY as a charger. 

Saves your Battery for outdoor use. 

Prolongs the life of your B Battery. 

Fits in your radio, in place of your B and A Batteries. 

Needs neither wiring nor soldering and replaces both the A and B Batteries in your 
radio set. 

Is guaranteed for excellent workmanship. 

LIST PRICE $6.95 



ELECTRONIC DEVICES, INC. 

Manufacturers of Electronic Components 
BROOKLYN 15, N. Y. 


Copyright by U. C. P., Inc. 


TRADE DISCOUNT APPLIES TO LIST PR/CES ONLY 


Radio’s Master — 18th Edition 

Page M-21 




ATR VIBRATORS St<id^ S^i^icen^ 


ATR Replacement Vibrator Specifications 



N^.—Non Synchronous S.--Synchronous Frequency: 115 Cycles exc^ept as noted. 



Volt¬ 

age 

Type 

Base 

Dia. 

Can 

Style 

Dimensions 

List 

Price 

Type 

No. 

Volt¬ 

age 

Type 

Base 

Dia. 

Can 

Style 

Dimensions 


303 

6 

N.S. 

17 

J 



521 

6 

s. 

20 

A 

1H"x3H" 

$7.00 







$S.75 















522 

6 

s. 

21 

A 

lJ^"x3H" 

7.00 

324 

6 

N.S, 

1 

A 

vA"xsys" 

4.45 















522A 

6 

s. 

21 

A 

l%"x3H" 

7.00 

324A 

6 

N.S. 

2 

A 

WxZH" 

4.45 















523 

6 

s. 

22 

A 


7.00 

324B 

6 

N.S. 

1 

A 

X ZH" 

4.45 















524 

6 

s. 

23 

A 

134" x3H" 

7.00 

324C 

6 

N.S. 

2 

A 

iH" X 4H" 

4.45 















525 

6 

s. 

24 

A 

I!^"x3H" 

7.00 

325 

6 

N.S. 

51 

A 

iy2"x2H" 

5.75 















529 

4 

s. 

21 

A 

IH''xZli" 

7.00 

323 

6 

N.S. 

4 

A 

ly*' X SA*' 

4.45 















540 

6 

s. 

27 

A 

lM"xZ}^" 

7.00 

335 

6 

N.S. 

9 

A 

ly** X sy'* 

4.45 






'' 









541 

4 

s. 

19 

A 

I,'2"x3H" 

7.00 

337 

<) 

N.S. 

14 

A 

VHi" X S'A" 

5.75 















541A 

4 

s. 

19 

A 

X 3H" 

7.00 

338 

<1 

N.S. 

9 

C 


4.45 















544t 

6 

s. 

28 

A 

\y%"x.2li" 

7.00 

340 

6 

N.S. 

1 

A 


4.45 















5451 

6 

s. 

28 

A 

m'xzvt" 

7.00 

345 

6 

N.S. 

9 

A 

W'x2H" 

4.45 















547 

6 

s. 

29 

C 

l'%" X ZVi" 

7.00 

347t 

0 

N.S. 

I 

A 


5.75 















550 

G 

s. 

32 

K 

i^'x 


350 

6 

N.S. 

1 

A 

IH"X2H" 

1 4.45 






X IJ4 " 

8.30 

503 

« 

S, 

43 

A 

X 4y/' 

8.30 















561 

G 

s. 

24 

A 

m"x2%" 

7.00 

ADAPTER 






1.35 














562 

G 

s. 

21 

A 

1)4" XZH" 

7.00 

506 

6 

s. 

40 

A 

X 4 A" 

8.30 















564* 

G 

s. 

23 

A 

I X 2H" 

7.00 

507 

6 

s. 

44 

A 

1%" X 4 A" 

8.30 















900 

1 2 

s. 

o2 

A 

lH"x2H" 

8.90 

508 

6 

s. 

42 

A 

I'Ke'' X 4>^" 

8.30 















2324 

32 

N.S. 

1 

A 

IH" X ZH" 

6.50 

520 

6 

s. 

19 

A 

iy2'x3H" 

7.00 















2401 

32 

s. 

22 

A 

l}^''x3H" 

7.75 

520A 

6 

s. 

19 

A 

1%" X ZA" 

7.00 









Recommended Substitutions for Discontinued Vibrators 


Discontinued 

Type 

Recommended 

Replacement 

Discontinued 

Type 

Recommended 

Replacement 

Discontinued 

Type 

Recommended 

Replacement 

305... 

.303 

330..... 

.. 324C 

543.... 

.. 522A (Refer Note 3) 

307. 

. 303 (Refer Note 1) 

332. 

, 522 (Refer Note 8) 

543A. 

.. o22A (Refer Note 3) 

314. 

. 324 

342. 

. 325 

546. 

.. 522 (Refer Note 6) 

316. 

324 

504... .. 

. 503 

551.... 

.. 550 (Refer Note 14) 

317. 

. 324 

505... 

. 503 (Plus Adapter) 

553.. 

.. 550 (Refer Note 11) 

323. 

.. 340 

531. 

. 550 (Refer Note 13) 

591. 

.. 524 (Refer Note 9) 

326. 

., 325 

536. 

. 524 (Refer Note 10) 

2327. 

. .2324 (Refer Note 12) 

327. 

.. 325 

537.... 

. 525 

2403. 

..2324 


The Installation Notes listed above are shown in Section G of the ATR Vibrator Manual* 


Radio’s Master — 18th Edition 

Page M-22 


TRADE DISCOUNT APPLIES TO LIST PRICES ONLY 


Copyright by U. C. P., Inc, 
















































I N S I S TAT R VI B R ATO R ^eUff 


ATR Replacement Vibrator Specifications 



Base Diagrams External Views 
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RTR * VIBRATORS * RTR 

AMERICAN TELEVISION & RADIO CO. 


ATR A(/ro RADIO VIBRATORS 



ATR Manufactures a Com- 
plete Line of Auto Radio 
Repiacement Vibrators 

Ask your ATR Distributor 
for your Free Copy of the 
Latest ATR Vibrator Guide 

ATR VIBRATORS 

feature Ceramic Stack Spacers, 
and are proven units of the 
highest quality, engineered to 
perfection. They are backed by 
more than 22 years of vibrator 
design and research, develop¬ 
ment and manufacturing —■ ATR 
Pioneered in the Vibrator Field. 


ATR VIBRATOR EQUIVALENT CHART 


ATR 

TYPE 

SIZE 

ATR 

LIST PRICE 

E-L 

MALLORY 

RADIART 

324 

Int. 

I’A" X 3Vs" 

$ 4.10 

1703 

294 

5300 

328 

Int. 

^V2" X 31/9" 

4.10 

2090 

854 

5331 

335 

Int. 

X 3%" 

4.10 

2088 

852 

5303 

340 

Int. 

I’A" X 2 %" 

4.10 

2605 

859 

5301 

508 

Syn. 

iW'x 41 / 2 " 

7.65 

2682 

273C 

5425 

520 

Syn. 

I’A" X 3’/a" 

6.90 

2688 

245 

5409 

522 

Syn. 

1 'A" X 31/8" 

6.90 

2089 

246 

5411 

524 

Syn. 

I’A" X 31 / 8 " 

6.90 

2107 

248 

5400 

525 

Syn. 

I’A" X 31 / 8 " 

6.90 

2687 

249 

5406 

547 

Syn. 

iW'x 31 / 2 " 

6.90 

2092 

716 

5426 


THESE 10 POPULAR ATR VIBRATORS 
MEET 90% OF YOUR SERVICE NEEDS 
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• ELIMINATORS • 

AMERICAN TELEVISION & RADIO CO 


ATR “A” BATTERY 
ELIMINATORS 


Specially Designed for Testing 
and Operating Auto Radios 
and D. C. Electrical Apparatus 
on Regular A. C. Lines, 105- 
125 Volts 50-60 Cycles. 


Fully Automatic and Fool-Proof. 

Eliminates Storage Batteries and Bat¬ 
tery Chargers. 

Operates the Equipment at Maximum 
Efficiency at all Times. 

Delivers Filtered Direct Current at the 
Correct Voltage for Proper Operation. 


i’tatured cu: illustrates Heavy Duty “A” Bat¬ 
tery Eliminator, Model 620C-ELIQ and Model 
610C-ELIC; equipped with Voltmeter, Am¬ 
meter and Voltage Control. 


SUGGESTED USES: 

As a power supply for radio sets, aircraft instruments, relays, motors 
and other electrical and electronic equipments. In the laboratory, for 
supplying various low D. C. voltages. 

Battery Eliminators may be treated as batteries in the sense that 
they can be connected in series for higher voltages at the same current 
output per unit or in parallel for the same output voltage per unit at 
higher currents. 

Equipped with Full-Wave Dry Disc Selenium Rectifier, Assuring 
Noiseless, Interference-Free Operation and Extreme Long Life and Re¬ 
liability. 

TYPE 610-ELIC —Rated output 6 volts at 10 amperes continuous. Size 

61/^" X dVs" X Shipping weight, 22 lbs. Code word “SELID”. 

User Net Price .$29.70 


TYPE 610C-ELIC —Rated output 6 volts at 10 amperes continuous or 12 
volts at 6 amperes continuous. Size x dVs" x 8 %". Shipping 

weight, 22 lbs. Appearance similar to 620C-ELIQ, above. Code word 
“SELIC”. 

User Net Price.$33.50 


TYPE-620C-ELIQ— Uses dual rectifiers. Size 61 / 2 " x 12%" x 81 / 2 ". Shipping 
weight, 33 lbs. Code word “HELIP”. 

RATED OUTPUT; 6 volts at 2 0 amperes continuous or 12 volts at 10 amperes continuous. 
Either output obtainable by means of simple tog-gle terminal switching arrangement. 

User Net Price .$46.95 

All ATR Eliminators have as standard equipment:- On-Off Switch, 8-Position Voltage Con¬ 
trol, Meter (s), Fuse Protection, Rubber Mounting Feet, 6 ft. All-Rubber Cord Set, and 
Cabinet of heavy gauge metal having attractive grey-hammerloid finish. 


Illustrating Standard “A” Battery Eliminator, 
Model 610-ELIC, equipped with Voltmeter 
and Voltage Control. 
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lNVF.5tE« 


'Mit.lft'A'-' 


DTD STANDARD AND 
H I If HEAVY DUTY 


RADIO 

inVERTERS 


Specially Designed for Operat¬ 
ing A. C. Radios, Public Address 
Systems, Amplifiers, Intercom 
Systems, and Radio Test 
Equipment from D. C. Volt¬ 
ages in Vehicles, Ships, Trains, 
Planes, and in D. C. Districts^ 


Featured cut above illustrates all Standard ATR Radio Inverters except Types 6 and 12 RSD. 


This group of ATR Inverters is especially recommended for use with A.C. radios, amplifiers, and 
similar electronic equipment, being exceptionally well filtered to insure interference-free radio recep¬ 
tion. With ATR Inverters, the need for special equipment is eliminated. They are designed for quiet, 
long-life radio operation. All models indicated are equipped with ATR plug-in Inverter Vibrators and 
also with four-point voltage regulators as fully described on the reverse side. The operating efficiency 
is in excess of 85%. These Radio Inverters are recommended for use with loads having power factors 
in excess of 80%. 

ATR Inverters should be used only for the applications as outlined above. 

ATR Inverters are not recommended for operating refrigerators, washing machines or similar 
motor-driven appliances; also, ATR Inverters are not recommended for operating toasters, electric irons, 
sun lamps, or similar appliances of high wattage or low power factor. Any attempt to use the Inverter 
for applications not recommended will ruin the Inverter immediately and void the guarantee. 


Type 

Input 

D.C. 

Volts 

A.C. 

Output 

60 Cycles 

Output ’ 

Inter¬ 

mittent 

Wattage 

Con¬ 

tinuous 

Code 

Word 

Consumer 

Net 

Price 

*6 RSD 

6 

110 volts 

85 

75 

ARSDD 

$39.25 

*12 RSD 

12 

110 

125 

100 

BRSDE 

39.25 

28 RSD 

28 

110 

125 

100 

ORSDR 

44.80 

32 RSD 

32 

110 

150 

100 

CRSDF 

39.25 

32B-RHE 

32 

110 

200 

180 

DRHEG 

62.50 

50 RSD 

60 

110 

150 

100 

ERSDH 

51.10 

110 RSD 

110 

110 

250 

150 

GRSDJ 

39.25 

llOC-^RSD 

110 

110/220 

250 

160 

JRSDM 

51.10 

220 RSD 

220 

110 

250 

150 

LRSDO 

44.80 

220A-RSD 

220 

110/220 

250 

150 

MRSDP 

51.10 


Radio frequency interference completely suppressed. 


Any of the above type Inverters are available with 220 volt A.C. output at 
prices 25% hig-her. In ordering, specify “S” after the type number and substitute 
for the last letter in the code word that is, if a 110 volt D.C. Inverter having 

a 220 volt A.C. output is desired, this would be ordered as Type llOS covered by 
code word, “GRSDT”. 

ATR Standard RSD and Heavy Duty RHE Radio Inverters are housed in attrac¬ 
tively finished grey-hammerloid metal cabinets. 

Dimensions of Standard RSD Model Radio Inverters, 8%" x 9" x 5^^^; Shipping 
weight, 19 Ibs; 

Dimensions of Heavy Duty RHE Model Radio Inverters, 6%" x 11%" x 8%"; 
Shipping weight, 30 lbs. 

For correct replacement vibrator, consult Inverter Vibrator Guide. 

* Available with leather carrying handle at $1.00 additional —^ optional. 



Illustrating Types 6 and 12 RSD Standard 
Rrd’o Inverters only. 

Leather Handle as Shown Optional. 
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RTR * I N V E R T E R S • RTR 

AMERICAN TELEVISION & RADIO CO. 



Featured cut illustrates all LIF Low Power 
Inverters except Types 6 and 12 LIF. 


RTR Low Power IRVCRTCRS 

For Operating Small A. C. Motors, Electric Razors, Radios, 
and Devices of Approximately 35 watts Consumption from 
6, 12, 28, 32, 110, and 220 volt D. C. Lines. 

This line of ATR Low Power Inverters was specially brought out to meet the insistent 
demand for a good, low power, inexpensive Inverter for operating phonograph and other 
A.C. motors and a host of small A.C. devices from D.C. voltage sources. These Inverters 
operate at an efficiency in excess of 90% and are designed for operation of loads having a 
power factor as low as 60%. They are ruggedly built and powered by a special ATR six- 
contact plug-in Inverter Vibrator utilizing four i/4" diameter tungsten power contacts 
and two silver alloy driver contacts. 

ATR Inverters should be used only for the applications as outlined above. 

ATR Inverters are not recommended for operating refrigerators, washing machines or 
similar motor-driven appliances; also, ATR Inverters are not recommended for operating 
toasters, electric irons, sun lamps, or similar appliances of high wattage or low power factor. 
Any attempt to use the Inverter for applications not recommended will ruin the Inverter 
immediately and void the guarantee. 


i 

Type i 

Input 

D. C. volts 

A.C. Output 
60 cycles 

Output Wattage 1 

Code 

Word 

Consumer 

Net 

Price 

Intermittent 

Continuous j 

6 LIF 

6 

110 volts 

40 

35 . 1 

ALIFM 

$25.55 

12 LIF 

12 

110 

§0 

35 

BLIFN 

25.55 

2S LIF 

28 

110 

50 

35 i 

GLIFS 

28.70 

32 LIF 

32 

110 

50 

35 

CLIFO 

28.70 

110 LIF 

110 

110 

75 

50 1 

DLIFP 

25.55 

220 LIF 

220 

110 

76 

50 i 

ELIFQ 

28.70 


Radio frequency interference suppressed. 

Any of the above type Low Power Inverters are available with 220 volt A. C. output at 
prices 25% higher. In ordering, specify “S” after the type number and substitute for the last 
letter in the code word “T”; that is, if a 110 volt D. C. Low Power Inverter having a 220 volt 
A. 0. output is desired, this would be ordered as Type llOS-LIF covered by code word, “DLIFT”. 

Dimensions, 5%" x 4" x 6%"; shipping weight, 8 lbs. 

Replacement Vibrators for any of the above Low Power Inverters are available. Be sure to 
mention the type number as well as model number when ordering. Consult Inverter Vibrator Guide. 


RTR IRDUSTRIRL IRVERTERS 


For Operating A. C. Motors, Electronic Apparatus, Electrical Testing Equipment, and A. C. 
Electrical Appliances from D. C. Lines. 


These units are specially designed for applications as indicated, permitting the use of standard A.C. equipment on D.C. lines. These 
Inverters operate at an efficiency in excess of 80% and are carefully built and equipped to give the longest possible life and operating satis¬ 
faction.^ All models indicated are equipped with an ATR plug-in Inverter Vibrator of new design and construction, insuring increased long life 
and reliable service. These Inverters also come equipped with four-point voltage regulators, which make possible the correct voltage for mini¬ 
mum to maximum loads and also help compensate for input voltages which are lower or higher than normal. These Industrial Inverters are 
recommended for use with loads having power factors as low as 60%, and as low as 50% for the “P” Inverters indicated. These Inverters 
should not be used with Neon signs. 

ATR Inverters should be used only for the applications as outlined above. 

ATR Inverters are not recommended for operating refrigerators, washing machines or similar motor-driven appliances; also, ATR In¬ 
verters are not recommended for operating toasters, electric irons, sun lamps, or similar appliances of high wattage or low power factor. 
Any attempt to use the, Inverter for applications, not recommended will ruin the Inverter immediately and void the guarantee. 



Illustrating Heavy Duty Models Radio 
and Industrial Inverters except types 6 
and 12. Types 6 and 12 Industrial In¬ 
verters are illustrated by small cut 
on page M-34. 



Input 

A.C. Output 

j Output Wattage 

Code 

Consumer 

Type 

D.C. volts 

60 cycles 

Intermittent 

Continuous 

Word 

Net 

Price 

6 ISQ-F* 

6 

110 volts 

85 

75 

AISGD 

$49.95 

12 ISQ-F^ 

12 

110 

125 

100 

BISGE 

49.95 

28 ISQ-F 

28 

110 

125 

100 

LISGN 

55.55 

32 ISQ-F 

32 

110 

150 

100 

OISGE 

49.95 

32P*-ISQ-F 

32 

110 

150 

125 

DISGF 

61.80 

32B.|HR,F 

32 

110 

200 

180 

EIHGG 

73.25 

110 ISQ-F 

110 

110 

250 

150 

FISGH 

49.95 

HOP*.ISQ-F 

110 

110 

250 

150 

GISGI 

61.80 

llOA-IHR-F 

110 

110 

325 

250 

HIHGJ 

67.70 

llOB-IHR-F 

110 

110 

500 

350 

IIHGK 

75.55 

220 ISQ-F 

220 

110 

250 

150 

JISGI 

55.55 

220P*-ISQ-F 

220 

110 

300 

150 

KISGM 

61.95 


J Radio frequenc}'^ interference suppressed. 

Any of the above type Inverters are available with 220 volt A. 0. output at slightly higher 
prices. In ordering, follow similar directions given above. 

ATR Standard and Heavy Duty Industrial Inverters are housed in attractively finished 
grey-hammerloid metal cabinets. 

Dimensions of Standard Model Industrial Inverters, 8%" x 9" x 6i/4". 

Shipping weight, 19 lbs. 

Dimensions of Heavy Duty Industrial Inverters, 6^" x 11%" x 8^"; shipping weight, 
80 lbs. 

For correct replacement vibrator, consult Inverter Vibrator Guide. 

*“P” Inverters are corrected for loads having power factors as low as 50%. 

* Available with leather carrying handle at $1.00 additional — optional. 
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ATR 

RADIO 

INVERTERS 

Specially Designed for Operat¬ 
ing Large A.C. Radios, Public 
Address Systems, Tape Re¬ 
corders, Amplifiers, Intercall 
Systems, and Radio Transmit¬ 
ters from D.C, Voltages in 
Vehicles, Ships, Trains, Planes, 
and in D.C, Districts. 


Featured cut illustrates all ATR SUPER HEAVY DUTY Types except Types 6 and 12.HSG. 


This group of ATR Inverters is especially recommended for use with large A.C. radios, amplifiers, 
and similar electronic equipment, being exceptionally well filtered to insure interference-free opera¬ 
tion. With ATR Inverters, the need for special equipment is eliminated. They are designed for long¬ 
life operation. All models indicated are equipped with ATR twenty-contact plug-in Inverter Vibrators 
and also with four-point voltage regulators which make possible the correct output voltage for mini¬ 
mum to maximum loads and also help compensate for input voltages which are lower or higher than 
normal. High operating efficiency is provided. These Radio Inverters are recommended for use with 
loads having power factors in excess of 80%. 

ATR Inverters should be used only for the applications as outlined above. 

ATR Inverters are not recommended for operating refrigerators, washing machines or similar 
motor-driven appliances; also, ATR Inverters are not recommended for operating toasters, electric irons, 
sun lamps, or similar appliances of high wattage or low power factor. Any attempt to use the Inverter 
for applications not recommended will ruin the Inverter immediately and void the guarantee. 


Type 

Input 

A.C. 

Output Wattage | 


Consumer 

D.C. 

Volts 

Output 

60 Cycles 

Inter¬ 

mittent 

Con¬ 

tinuous 

Word 

Net 

Price 

6-HSG* 

6 

110 Volts 

175 

150 

AHSGD 

$89.30 

12-HSG* 

12 

110 

250 

200 

BHSGE 

89.30 

28-HSG 

28 

110 

250 

200 

OHSGR 

103.60 

32-HSG 

32 

110 

325 

225 

CHSGF 

89.30 

110-HSG 

110 

110 

600 

400 

GHSGJ 

89.30 

220-HSG 

220 

110 

500 

300 

LHSGO 

103.60 


Radio frequency interference completely suppressed. 

Any of the above type Inverters are available with 220 volt A.C. output at prices slightly 
higher. In ordering, specify “S” after the type number and substitute for the last letter i« 
the code word “T”; that is, if a 110 volt D.C. Inverter having a 220 volt A.C. output is 
desired, this would be ordered as Type llOS-HSG covered by code word, “GHSGT”. 

ATR Super Heavy Duty Inverters are housed in attractively finished grey-hammerloid 
metal cabinets. 

Dimensions of all Super Heavy Duty Inverters, 6%" x 12%'' x 8%"; Shipping weight, 
36 lbs. 

For correct replacement vibrator consult Inverter Vibrator Guide. 



* Available with leather carrying handle at $1.00 additional -— optional. 


Illustrating Types 6 and 12-HSG SUPER HEAVY 
DUTY INVERTERS only. 
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Featured cut above illustrates Model llOAT-RHE. 
See other Catalog Sheets for other 


Inverter illustrations. 
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ATR Standard (RSD), Heavy Duty 
(RHE), and Super - Heavy Duty 
(HSG) Television Inverters are 
housed in attractively finished grey- 
hammerloid metal cabinets. 

Dimensions of Standard (RSD) 
Model Television Inverters, 8%" x 
9" X 51 A"; Shipping weight, 19 lbs. 

Dimensions of Heavy Duty (RHE) 
Model Television Inverters, 6i/^" x 
llVs" X 8l^"; Shipping weight, 30 
lbs. 

Dimensions of Super Heavy Duty 
(HSG) Model Television Inverters, 
61 / 2 " X 12%" X 81 / 2 "; .Shipping 
weight, 36 lbs. 

For correct replacement vibrator, 
consult Inverter Vibrator Guide. 

* Available with leather carrying handle at 
$1.00 additional — optional. 


A T D STANDARD AND 
HI II HEAVY DUTY 


TELEVISION 

INVERTERS 


Specially Designed and 
Carefully Adjusted for 
Operating Television 
Receivers from D.C. 
Voltages in Vehicles, 
Ships, Trains, Planes, 
and D.C. Districts. Suit¬ 
able for Use with All 
Types of Electronic 
Equipment where Pre¬ 
cise Output Frequency 
Is Required. 


This group of ATR Inverters has been selected from the ATR line 
of Standard and Heavy Duty Radio Inverters and Super Heavy Duty 
Inverters and have specially adjusted ATR Vibrators installed in them 
to provide the precisely adjusted output power frequency required for 
the operation of Television Sets. They are exceptionally well filtered 
to insure interference-free reception. They are equipped with four-point 
voltage regulators. The operating efficiency is in excess of 85%. They 
are recommended for use with loads having power factors in excess 
of 80%. 

ATR Inverters should be used only for the applications as outlined 
above. 


ATR Inverters are not recommended for operating refrigerators, 
washing machines or similar motor-driven appliances; also, ATR 
Inverters are not recommended for operating toasters, electric irons, 
sun lamps, or similar appliances of high wattage or low power factor. 
Any attempt to use the Inverter for applications not recommended will 
ruin the Inverter immediately and void the guarantee. 


Type 

Input 

D.C. 

Volts 

Output 

60 Cycles 

Output Wattage 

Inter- Con- 

mittent tinuous 

Code 

Word 

Consunner 

Net 

Price 

*6T-HSG 

6 

110 Volts 

176 

150 

THSGD 

$96.45 

*12T-HSG 

12 

110 

1 250 

200 

THSGE 

96.45 

2ST-HSG 

28 

110 

250 

200 

THSGO 

110.75 

32BT-RHE 

32 

110 

200 

180 

TRHEG 

66.40 

32T.HSG 

32 

110 

825 

225 

THSGF 

96.45 

llOT-RSD 

110 

110 

250 

150 

TKSDJ 

43.20 

llOAT-RHE 

110 

110 

325 

250 

TRHEK 

56.95 

llOBT-RHE 

110 

110 

500 

350 

TRHEL 

75.55 

llOT-HSG 

110 

1 110 

600 

400 

THSOJ 

96.45 

220T.RSD 

220 

110 

250 

150 

TRSDO 

4S.75 

220T-HSG 

220 

! 110 

500 

300 

THSGO 

110.75 


RTR • INVERTERS • ATR 

AMERICAN TELEVISION & RADIO CO. 









MallorY 


VIBRATORS AND VIBRAPACK® POWER SUPPLIES 



Yibrafors 

Mallory Vibrators are engineered to exacting spec¬ 
ifications. Their superior action is a . result of more 
than 20 years’ research. Pure, natural rubber liners 
deaden sound and assure quiet operation. Special, 
tough-spring steel eliminates reed breakage. Heavy 
framing insures correct and exact alignment. Extra 
size and quality of contact points assure longer life. 
Each Mallory Vibrator is tested individually for 
correct output, starting voltage and wave form. 


Cat. 

No. 

Volt 

Type 

i 

Base 

Dia. 

Size 

List 

Price 

222 

6 

Syn. 

20 

4% X 1'3/i6 X m 

$9.16 

^245 

6 

Syn. 

21 

VA X 3!4 

7.70 

^246A 

6 

Syn. 

21 

l'Vl6 X 3K2 

7.70 

246C 

6 

Syn. 

28 

1^2 X 3'A 

7.70 

^246 

6 

Syn. 

38 

VAxS'A 

7.70 

247 

6 

Syn. 

46 

VA X 314 

7.70 

^248 

6 

Syn. 

44 

VA X 3'A 

7.70 

G248 

12 

Syn. 

44 

VA X 314 

8.66 

A249 

6 

Syn. 

32 

VA X 3!4 

7.70 

270B 

6 

Syn. 

23 

2 X 414 

9.16 

271HD 

6 i 

Syn. 

24 

2 X 414 

9.16 

273C 

e 

Syn. 

29 

2 X 414 

9.16 

273D 

6 1 

Syn. 

31 

2 X 414 , 

9.16 

292 

6 

Int. 

3 

114 X 2Vi6 X 1% 

6.36 

294 

6 

Int. 

8 

114 X 314 

4.90 

^F294 

32 

Int. 

8 

114 X 314 

7.16 

298 

6 

Int. 

51 

114 X 2% 

6.36 

606P 

6 

Int. 

8 

I'Vie X 314 

4.90 

606P 

6 

Int. 

36 

1 'Vie X 314 

6.36 

609P 

6 

Int. 

8 

114 X 

4.16 

716 

6 

Syn. 

30 

I'Vie X 314 

7.70 

*726C* 

6 

Syn. 

32 

114 X 314 

8.66 

^G726C* 

12 

Syn. 

32 

114 X 314 

9.95 

742 

6 

Syn. 

32 

114 X 2V8 

7.70 

743 

6 

Syn. 

38 

VA X 3!4 

7.70 

748 

6 

Syn. 

44 

114 X 2% 

7.70 

^G749C* 

12 

Syn. 

21 

114 X 314 

9.96 

W759 

4 

Syn. 

21 

114 X 2% 

8.26 

^826C* 

6 

Int. 

8 

114 X 314 

6.90 

^826C* 

6 

Int. 

8 

114 X 314 

6.36 

'^F826G* 

32 

Int. 

8 

114 X 314 

7.70 

^G826C* 

12 

Int. 

8 

114 X 314 

7.70 

839 

6 

Int. 

8 

114 X 314 

6.35 

864 

6 

Int. 

11 

114 X 314 

4.90 

^869 

6 

Int. 

8 

114 X 2Va 

4.70 

W859 

4 

Int. 

8 

114 X 2% 

4.90 

860 

6 

Int. 

14 

114 X 314 

4.90 

870 

6 

Int. 

14 

114 X 2% 

4.90 

G874 

12 

Int. 

55 

11"2 x3l4 

4.90 

903M 

6 

Int. 

8 

114 X 2% 

4.16 

963W 

6 

Syn. 

. 16. 

IK 2 X 3 Vie 

7.70 

964 

6 

Syn. 

39 

114 X 3 

7.70 

moo 

6 

Int. 

8 

IVie X 2% 

4.90 

^1601 

6 1 

Int. 

53 

114 X 2% 

6.36 

^G1501 

12 

Int. 

53 

114 X 2% 

6.90 

T4002 

2 1 

Syn. 

52 

114 X 214 X 114 

10.70 

T4003 

■2 1 

Syn.; 

: 50 

IVie X 214 

9.80 

4601 

6 

Int. 

53 

114 X 2% 

6.36 

4502 

6 

Iht. 

54 

114x2% 

6.90 

4546 

6 

Syn. 

38 

114x314 

7.70 

4648 

6 

Syn. 

44 

114 X 314 

7.70 

4649 

6 

Syn. 

32 

114 X 314 

7.70 

GC7t 

Grou 

nd Cup 



.46 

AR-1 

Adap 

ter 



1.60 

■SK-1 

Sock 

et Kit 



1.26 


Int.—Interrupter Syn.—Synchronous 

^ Use only these types in design of new equipment. Other types are 
for replacement purposes only. 

* Hermetically Sealed Construction. 

t A grounding cup for diameter vibrators which makes a low 
r.f. ground connection between vibrator can and power supply 
chassis. 

■ Five special sockets for Practical Vibrator Tester. Supplied as 
complete kit only. 


Vibrapacks 



VP-640 VP-656H 

VP-657 



VP-662 

VP-G566 


Mallory Vibrapacks are the ideal vibrator power supplies designed 
to provide at low cost, dependable, high-voltage, direct current from 
low-voltage, storage batteries. Mallory Vibrapacks offer high effi¬ 
ciency, dependability, low maintenance cost and longlife because of 
years of field testing. Added features are; light weight, compactness 
and simplicity of installation. 


Catalog 

Number 

Nominal 

Oper¬ 

ating 

Voltage 

Nominal 

Output 

Voltage 

Maximum 

Output 

Current 

Type 

List 

Price 

VP-640* 

6.3 

250 

60 ma. 

Self- 

Rectifying 

$33.00 

VP-661 

6.3 

125-1501 

100 ma. 

Self- 




175-200/ 

Rectifying 

24.20 

VP-6621 

6.3 

225-250\ 
275-300/ 

100 ma. 

Self- 

Rectifying 

28.90 

VP-663 


125-1501 

100 ma. 

Tube 



6.3 ^ 

175-200/ 

Rectifier 

26.96 

VP-654t 

6.3 

225-250\ 
275-300/ 

100 ma. 

Tube 

Rectifier 

31.66 

VP-666t 

6.3 

300 

200 ma. 

Tube 

Rectifier 

67.20 

VP-667t 

6.3 

400 

150 ma. 

Tube 

Rectifier 

67.20 

VP-G666 

12.6 

225-2501 

100 ma. 

Self- 




275-300/ 

Rectifying 

31.65 

VP-F668 

32. 

225-2501 

100 ma. 

Tube 




275-300/ 

Rectifier 

34.40 


* Includes complete audio filter. 

t Maximum ratings are for mobile transmitter service. For continuous 
duty with radio receivers where longer vibrator life is essential. 
Reduces maximum output watts ratings to 75% of listed values. 


• Use the Mallory 12 VTID Vibrator Checker for direct 
readings on "good-bad” conditions of doubtful vi¬ 
brators. For complete description and illustration of 
the 12VT1D see page 3, Mallory Rectifier and Power 
Supply section, this catalog. 


Vibrator Base Diagrams 
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RECTIFIER STACKS 



Selenium Rectifier Stacks 


Mallory Selenium stacks are conservatively rated to 
provide long dependable service and good voltage 
regulation at high eflSciency. Rectification is imme¬ 
diate—no warm-up period is required- 5-volt average 
drop across stack results in cooler operation. 



Recommended Minimum Capacity in Mfd. 


Rectifier 
Stack 
Cat. No. 

AC Input: Volts R.M.S. 

DC 

MA. 

Cont. 

Approx. 

DC 

Volts 

Min. 

Series 

Resistor 

In 

Ohms 

R1 

Full-Wave 
Doubler and 
Half-Wave 

Series Capacitor 
Half-Wave 
Doubler 

Approx. Dimensions 

In Inches 

List 

Price 

Capacitive 

Load 

Resistive and 
Inductive Load 

Mfd. 

Cl 

Volts 
,WV DC 

Mfd. 

C2 

Volts 

WVDC 

A* 

B* 

c* 

Design 

Max. 

Design 

Max. 

8S35 

117 

; 130 

200 

220 

35 

120 

47 

30 

150 

40 

150 

% 

.67 

% 

$1.15 

6S65 

117 

! 130 

200 

220 

65 

125 

22 

30 

150 

40 

150 

% 

1 

% 

1.35 

6S75 

117 

j 130 

200 

220 

75 

125 

22 

40 

150 

* 50 

150 

% 

1 

'¥.6 

1.55 

6S100 

117 

' 130 

200 

220 

100 

125 

22 

50 

150 

i 80 

150 

% 

1 154 

'3/i6 

1.90 

6S100A 

117 

130 

200 

220 

100 

125 

22 

50 

150 

80 

150 

% 

1 

1 

1.90 

6S150 

117 

130 

200 

220 

150 

125 

15 

80 

150 

150 

150 

% 

154 

1 

2.25 

6S200 

117 

130 

200 

220 1 

200 

125 

5 

100 

150 

150 

150 

% 

1.6 

1 

2.70 

6S250 

117 

130 

200 

220 1 

250 

125 

5 

150 

150 

200 

150 

% 

1.6 

VA 

3.00 

6S300 

117 

130 

200 

220 

300 

125 

5 

150 

150 

250 

150 

% 

1.6 

IVa 

3.05 

6S350 

117 

130 

200 

220 

350 

125 

5 

250 

150 

300 

150 

% 

2 

154 

3.45 

6S450 

117 

130 

200 

220 ! 

450 

125 

5 

300 

150 

400 

150 

% 

2 

1% 

4.30 

8S76 

150 

160 

245 

270 

75 

160 

22 

40 

250 

50 

250 

. % 

1 

1 1 

2.20 

8S100 

150 

160 

245 

270 

100 

160 

22 

50 1 

250 

80 

250 

% 

154 

1 

3.05 

8S200 

150 

160 

245 

270 

200 

160 

5 

100 

250 ! 

150 

250 

% 

1.6 

13/16 

3.35 

8S450 

150 

160 

245 

270 

450 

160 

5 

300 

250 

400 

250 

% 

2 

2/2 

4.25 


A*—Terminal Extension Beyond Plate. B*—Dimension of Plate. C*—Overall Length. 


Chart of Replacement Magnesium-Copper Sulfide Rectifier Stacks 


' New 

Catalog 

Number 

List 

Price 

Maximum 

AC Volts 

Approx. DC Volts 

Max. DCt 
Amperes 

Approximate Overall 
Dimensions in Inches 

No 

Load 

Full 

Load 

Induc¬ 

tive 

Load 

Resis¬ 

tive 

Load 

Capaci¬ 
tive-Bat¬ 
tery Load 

Contin¬ 
uous 
Duty § 

Inter¬ 

mittent 

Duty 

Length 

Width 

Height 

IB4R 

$2.40 

3.6 

3.2 

1.5 

1.7 

2.5 

1.5 

5.0 

1 

^6 

% 

IBdR 

2.85 

7.2 

6.’4 

3.1 

3.4 

5.1 

1.5 

5.0 

1% 

®/l6 

Va 

IB12R 

3.25 

10.8 

9.7 

4.8 

5.2 

7.8 

1.3 

5.0 

m 

9/i6 

/8 

IB12L5 

6.85 

10.8 

9.7 

4.5 

5.0 

7.6 

4.5 

15.0 

2/2 

2/8 

2% 

IB12C1J 

6.65 

10.8 

9.8 

4.6 

5.1 

7.7 

3.2 

24 

2% 

1/4 

1% 

IB12C3 

6.80 

10.8 

9.7 

4.5 

5.0 

7.6 

4.5 

24 

2% 

1% 

2/8 

IB12C5 

7.40 

10.8 

9.7 

4.5 

5.0 

7.6 

5.3 

24,0 

3 

2/8 

2% 

F16C3 

8.86 

14.4 

13.0 

6.1 

6.8 

10.2 

3.9 

24 

3 

1% 

2/8 

IF16CB7M 

10.20 

14.4 

12.8 

5.9 

6.6 

9.9 

6.0 

24 

3 

2/2 

33/16 

IS16CB7 

10.20 

14.4 

12.8 

5.9 

6.6 

9.9 

6.0 

24 

3% 

2/2 

3 

IS16B7 

11.26 

14.4 

12.8 

5.8 

6.5 

9.8 

8.3 

24 

5/2 

2/2 

3 

IS16B9 

12.80 1 

14.4 

12.7 

5.7 

6.4 

9.7 

11.6 

24 

5/2 

3/2 

4/4 

F20C7 

12.76 

18.0 

16.2 

7.6 

8.4 

12.6 

4.8 

24 

4% 

2/2 

33 /,6 

IS24C7J 

12.60 

21.6 

19.4 

9.0 

10.1 

15.1 

4.0 

24 

4% 

2'/2 . 1 

33 /,6 

IS24B9 

17.96 

21.6 

19.1 

8.5 

9.6 

14.4 

11.0 

24 

7/2 

3/2 

4/4 

IS28C7J 

15.30 

25.2 

22.7 

10.7 

11.7 

17.8 

4.3 

24 

6 

2/2 

3 

F16HIP 

7.06 

14.4 

13.1 

6.3 

7.0 

10.4 

2.2 1 

24 

2/4 

1/4 

2 

F20HIP 

8.66 

18.0 

16.4 

7.9 1 

8.7 

13.0 

2.0 

24 

2% 

l‘A 

2 

F24HIP 

10.30 

21.6 

19.7 

9.6 

10.4 

15.7 

1.9 

24 

3 

1/4 

2 

F28HIP 

11.90 

25.2 

23.0 

11.2 

12.2 

18.4 

1.7 

24 

3/4 

1/4 

2 

F32HIP 

13.65 

28.8 

26.2 

12.8 

14.0 

21.0 

1.6 

24 

3% 

1/4 

2 


NOTE: All rectifiers are single phase, full wave, bridge type. 

Mountingr Prefix: IB = Insulated Bolt; F = Grounded Foot; IF=In¬ 
sulated Foot; IS = Insulated Stud. 

P suffix designates reverse polarity stacking. Center terminal is DC 
positive. 

J suffix designates universal construction with loose mounting feet 
for foot, bolt or stud mounting replacement. 


t To determine AC Amps; Multiply the DC amps by the following 
factors: Inductive load by 1.1; resistive load by 1.2; capacitive 
load by 1.4. 

§ Ratings given are for resistive and inductive loads. To determine 
the Max. continuous DC amp. rating for capacitive and battery 
loads multiply these ratings by 0.82. 
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MallorY 


BATTERY CHARGERS AND POWER SUPPLIES 




Rectifier Battery Chargers— 

Power Supplies 

Mallory Automotive, Marine and Aviation Battery 
Chargers provide convenient, efficient and economical 
charging of any storage battery used in automobiles, 
buses, trucks, tractors, taxicabs, small boats, air¬ 
planes and on the farm. Taper charging (an automat¬ 
ically decreasing charging rate) is designed into all 
Mallory chargers to prevent damage to battery plates 
and to insure maximum battery life. These chargers 
also are ideal for charging any 6 or 12-volt storage 
battery used in industrial, engineering and research 
laboratories. 



» . ^ 

o 





* These chargers are equipped with a Universal D C Output Socket. 
No DC Cable Assemblies are packaged with Charger. Purchase 
either R670 or R675 Cable Assembly. 

Mallory 6RS25 Heavy Duty Six Volt DC Power Supply 

The Mallory 6RS25 6 volt, 25 ampere rec- 
tifier type power supply is designed to 
replace storage battery-charger combina- 
tions for bench testing medium power 
2-way mobile-phone equipment. It may 
also be utilized for non-radio uses requir- 
ing well-filtered low voltage DC in the 25 
ampere range. Heavy sheet-steel housing 
makes it adaptable for use in garages as ;{{j|l ij 

mobile radio bench equipment. Illim Inlli 

The 6RS25 operates from a standard 
115 volt 60 cycle source to supply DC 
voltage from 0 to 8 volts at continuous or 

variable loads of 0 to 25 amperes. Intermittently, it will supply a 
maximum of 40 amperes at 6 volts. 

An adjustable variable control allows quick selection of any voltage 
from 0 to 8 at 0 to 25 amperes. Three capacitors totaling 30,000 mfd. 
filter the output to less than 1 volt ripple and suppress RF and power 
line interference. A 0-10 volt DC voltmeter and a 0-40 ampere DC 
ammeter are included. 

Conduction cooling of the full-wave Selenium Rectifier Cells, 
automatic overloading protection, and a self resetting circuit breaker 
insure long life. 

Overall dimensions—11^ high, 105^" wide, 8%" deep. Shipping 
weight—26 lbs. Catalog No. 6RS25 $74.50 Net 

Mallory 12RS6D Bench Power Supply 

The Mallory 12RS6D is a dual purpose 
bench power supply designed for use 
on the radio service for^operat- 

the 12RS6D supplies rectified and fil- 
tered DC in either of 2 ranges. Range 
“A” supplies 0 to 16 volts at 6 amperes 
continuously, or 12 amperes intermit- 
tently. Range “B” supplies 0 to 8 volts 
at 10 amperes; or 20 amperes intermit- 
tently. Both ranges are infinitely vari- ^ 

able from zero to maximum output to permit precise adjustment of 
bench test voltages. The 12RS6D is equipped with a DC voltmeter, a 
DC ammeter, infinitely variable voltage control, a range switch, an 
on-off toggle switch, automatic overload protection, primary fuse and 
rubber-covered line cord and plug. The rectifying system employs 
a full-wave metallic rectifier. The cabinet is sheet steel finished in 
blue enamel and measures 6%" high, 10%" wide and SVz" deep. Ship¬ 
ping weight approximately 8 lbs. Catalog No. 12RS6D $39.95 Net 

Mallory 12RS5 Bench Power Supply 

Similar to above, but provides single output range of 0-16 volts at 
5 amperes. Catalog No. 12RS5 $34.95 Net 


Mallory 6RS10 Bench Power Supply 

The Mallory 6RS10 6 volt power sup- 
ply has been designed as a convenient 
source of DC current wherever 115 [y 

volt AC current is available. It is par- J !■ 

ticularly suited for testing of automo- liiteB liBIlBlil I Jm 

bile radio sets and has ample power to 

operate those with electrical tuning 

mechanisms. DC voltage is continu- 

ously variable from 0 to 8 volts. The 

unit may be safely operated continu- 

ously at 10 amperes and intermittently 

at 20 amperes. A 10,000 mfd. capacitor 

is employed as an efficient filter. Full- 

wave rectification is obtained from a conservatively rated Mallory 
Magnesium-Copper Sulfide Rectifier Stack. 

The power supply is fuUy equipped with a 0-20 ampere DC am¬ 
meter, a 0-10 volt DC voltmeter, a self resetting circuit breaker in 
the DC line, a switch and fuse in the AC line, and a six foot AC cord. 
Overall dimensions: 6%" wide, and 51^" deep. Shipping weight 
approx. 13 lbs. Catalog No. 6RS10 $36.75 Net 


Mallory Vibrator Testers 


r* 


The Mallory Vibrator Testers have 
been designed as companion units to the 
famous Mallory Service Bench Rec- 
topower® Supplies 6RS10, 6RS25-1, | 

12RS5, 12RS6D or 12RS14D (acting 
as variable power supplies) to test di¬ 
rectly, without adapters, most of the 
popular vibrators and all of the 6 volt 
passenger car radio vibrators used since 
1940. Either 6X5 or 0Z4 rectifier tubes 
may be plugged into the front panel, thus permitting interrupter 
vibrators to be tested in conjunction with the rectifier tube with 
which they normally work in the equipment. Defective vibrators or 
rectifiers can readily be determined by the substitution method. Self 
rectifying vibrators are tested by removing the rectifier tube. Either 
shunt or separate drive vibrators can be tested of any frequency 
from 100 to 250 cycles. The condition of the vibrator being tested 
may be read directly from the “good-bad’* meter scale. Shipping 
weight approximately 8 lbs. 

Model 6VT1 —for 6-volt vibrators only $29.50 Net 

Model 12VT1D —for either 6-volt or 12-volt vibrators $34.95 Net 


Catalog 

Number 

Accessories 

List 

Price 

R670 

Polarized Battery Clip D.C. Cord Assembly 



for 6SAC4, 6SAC6, 6SAC10 and 12SAC5. 

$1.95 

R675 

Universal Cigarette Lighter Plug D.C. Cord 
Assembly for 6SAC4, 6SAC6, 6SACiO and 



12SAC5... 

2.25 

R652 

Polarized Dash Receptacle and Plug Assembly 

1.80 

R655 

Cigarette Lighter Plug only. .. 

1.50 

R653 

Extra Battery Clip...... 

.25 

R654 

Automatic Timer Control.. 

7.50 
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POWER SUPPLIES AND FAST CHARGERS 
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MallorY 


Mallory VA Series Rectepewer® 

Rectifier DC Power Supplies 

Seven models are contained in the line of general utility filtered 
rectifier DC power supplies for designing, building, testing and re¬ 
pairing electrical and electronic equipment for the automotive, avia¬ 
tion and military equipment industries. The models may also be 
used for battery charging and electrolytic processes such as plating, 
anodizing, electrocleaning and electropolishing. These units incor¬ 
porate voltmeter, ammeter, isolating-type transformer and many 
other features which make them desirable for production or labora¬ 
tory use. 

The four independent filtered output circuits may be paralleled, 
series-paralleled, seriesed, used independently or connected in several 
different combinations to provide simultaneous outputs as required. 
Delivery information and more detailed specifications on special 
Rectostarters® for aircraft engine starting and industrial electric 
truck battery charging, may be had by writing to P. R. Mallory & 
Co., Inc., Box 1558, Indianapolis, Ind. 



MODEL 

VA400 

VA800 

VA1500 

VA3000 j 

VA4500 

VA6000 

AC Input 

Volts ± 10%. 

115 

208-230 

208-230 

208-230 

208-230 

208-230 

Phase*. 

1 

or 115 

1 

or 460 

3 

or 460 

3 

or 460 

3 

or 460 , 

3 

Cycles. 

60 

60 

60 

60 

60 

60 

KVA. 

1.2 

2.4 

3.0 

6.0 

9.0 

12.0 

DC Output Rating 

Max. Amperes at Nominal Volts of different 

Circuit Combinations. 

Amps. 

Amps. 

Amps. 

Amps. 

Amps. 

Amps. 

6 volts.(all paralleled). 

50 

100 

200 

400 

600 

800 

12.(series-paralleled). 

25 

50 

100 

200 

300 

400 

24.(all seriesed). 

12J^ 

25 

50 

100 

150 

200 

DC Output Adjustment 

Voltage Adjustment Range at Max. Rated 

Ampere Output. 

Volta 

Volts 

Volts 

Volts 

Volts 

Volts 

6 volt nominal. 

0— 8 

0- 8 

4- 8 

4- 8 

4- 8 

4- 8 

12 volt nominal. 

0-16 

0-16 

8-16 

8-16 

8-16 

8-16 

24 volt nominal. 

0-32 

0-32 

16-32 

16-32 

16-32 

16-32 

Number of Voltage Controls. 

1 

1 

1 

1 

1 

1 

Number of Voltage Control Positions. 

Infinite 

Infinite 

28 

28 

28 

28 

DC Output Ripple —At Rated Output Less Than.... 

2% 

2% 

2% 

2% 

2% 

2% 

DC Output Regulation 

From 0 to Rated Amps, at Max. DC Volts 

and Constant AC Volts. 

15% 

15% 

25% 

25% 

25% 

25% 

Overall Dimensions —Width. 

22 

25 K2 

25K2 

25K2 

25)4 

25/2 

Depth. 

9 

12K2 

19 

19 

19 

19 

Height. 

14 

15K2 

55 

55 

55 

55 

Weight in Pounds —Ne.t. 

90 

175 

300 

370 

415 

480 

Shipping. 

95 

175 

415 

485 

530 

600 

List Price. 

$345.00 

$545.00 

$740.00 

$900.00 

$995.00 

$1100.00 


* 25 and 50 cycle Rectopower supplies are available at additional cost. 


Mallory Six and Twelve Volt Fast Chargers 
— Unfiltered DC Power Supplies 


Mallory Fast Chargers, designed in extremely 
compact form, provide the advantages of por¬ 
tability with high-charging currents. Light 
weight, small size, perfect balance and a con¬ 
venient carrying-handle make them ideal for 
one man to transport directly to the job for 
most efficient operation. Suitable for use wher¬ 
ever a reliable source of 6 volt, high amperage 
power is required, such as: garages, filling sta¬ 
tions, parking lots, electrical service shops, 
schools and testing laboratories. The porta¬ 
bility of these units provides many advantages 
over the conventional stationary or semi-fixed 
type supply. 

Despite their small overall size, these Mallory Fast Chargers are 
ruggedly constructed with full-size components. Heavy duty, 
metallic rectifiers, connected in full-wave circuits, are cooled 
automatically by means of built-in, electrically-operated fans, 
assuring long life and effective service under the most severe con¬ 
ditions. Strong sheet-metal cabinets offer adequate protection 
against accidental damage. A tough, white enamel finish not only 
adds to the appearance of these units but also protects the metal 
cabinet from rust and corrosion. 

Operating refinements found in Mallory Fast Chargers, usually 
omitted in conventional fast chargers, permit both fast or slow 
charging rates by the throwing of a panel switch. Three rates of 
fast charge and three rates of slow charge may be selected by 
means of a positive acting, rotary panel switch. A panel-con¬ 


trolled, synchronous motor, timer mechanism with a range of 
from 1 through 57 minutes in increments of 1 minute is a standard 
part of these units. When pre-set, this timer automatically dis¬ 
connects the charger from the 115 V/60 cycle line at a predeter¬ 
mined time up to a maximum of 57 minutes. A switch is included 
to disconnect the timer motor for continuous operation when using 
the charger as a power supply. 

All Mallory Fast Chargers are equipped with: easy-to-read 
254*^ ammeters to indicate charging rates; abrasion-resistant, 
rubber-covered, 6-foot, AC-line cords; and heavy-duty, 2-con¬ 
ductor, 12-foot, rubber-covered cables to which large copper 
battery clamps are attached. Each charger is equipped with racks 
to accommodate the power cables when not in use. Cabinet dimen¬ 
sions are: 7J4" x GJ^'^x IS''. AC input is 115V/60 cycles, single 
phase, for both models. 

Model 6AC76 is rated at 75 amperes with a minimum DC volt¬ 
age of 6 when used as a fast charger on a 3-cell battery. An out¬ 
put of 60 amperes at the same voltage may be obtained when 
using this model as an unfiltered power supply. 

Catalog No. 6AC76 $109.50 Net 

Model 12AC60D has a dual range output selected by means 
of a panel switch. Range A: 6 volts DC at 90 amperes when em¬ 
ployed for battery fast charging and 65 amperes at 6 volts 
when employed as an unfiltered power supply. Range B: 12 volts 
DC at 60 amperes for battery fast charging and 45 amperes at 
12 volts when employed as an unfiltered power supply. 

Catalog No. 12AC60D $149.50 Net 
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*For operation on 115 volts DC, connect a 2200 ohm resistor in series vyith the coil. 
**Available only on Special Order. 

***Denotes adjustable frequency vibrator. Use 1000 ohm variable resistor in coil circuit. 

• Refer to C-D Catalogs No. 410 & VC for detailed applications and specifications. 
tNow known as Type 5513. 

RAILROAD Converter VIBRATORS 


Catalog No. 

12VG6H 

32VF6H 

64VF6H 

64VG6H 

110VF6H 



Frequency in 
Cycles 

Dimensions 

L. W. H. 

Net 

Price 

Use in 

C’D Railroad Converter 

Model No. 

60 

5 U X 2M X 3H 

$9.90 

3212A 

60 

5 It X 2|| X 3H 

9.90 

3232 and 3248 

60 

5 If X 2U X 3H 

9.90 

3264 

60 

5 II X 2|| X 3^ 

9.90 

3128 

60 

5 II- X 2|| X 3V8 

9.90 

3210 


WARNING: Always check the Buffer Capacitors before in^alling a new vibrator: Failure to do so will void the guarantee. Always 
use C-D Buffer Capacitors for replacement. 

Prices Subject to Change Without Notice. 
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5300 SERIES Standard Automotive and Household 
Non-Synchronous units. 


5400 SERIES Standard Automotive and Household 
Synchronous units. 


Type 

No. 

List 1 
Price 

Type 

No. 

List 

Price 

Type 

No. 

List 

Price 

5300 

$4.70 

5314 

$4.90 

5333 

$4.90 

5300-32 

7.15 

5320 

4.90 

5335 

4.90 

5301 

4.70 

5321 

4.90 

5342 

4.15 

5303 

4.90 

5323 

4.15 

5343 

6.35 

5304 

6.35 

5326 

4.15 

5363 

6.35 

5307 

4.90 

5328-32 

9.15 

5366 

6.35 

5308 

6.35 

5331 

4.90 

5367-32 

7.70 

5309 

4.90 



5370 

4.90 


Type 

No. 

List 

Price 

Type 

No. 

List 

Price 

Type 

No. 

List 

Price 

Type 

No. 

List 

Price 

5400 

$7.70 

5411 

$7.70 

5429 

$9.15 

5440 

$8.55 

5404 

7.70 

5413 

7.70 

5431-4 

8.55 

5443 

7.70 

5406 

7.70 

5413-4 

7.70 

5434 

7.70 

5443-32 

8.55 

5407 

7.70 

5416 

9.15 

5435 

7.70 

5454 

7.70 

5408 

7.70 

5421 

7.70 

5435-4 

7.70 

5463 

9.15 

5409 

7.70 

5422 

8.55 

5436 

7.70 

5464 

9.15 

5409-4 

7.70 

5425 

9.15 

5437 

7.70 

5468-2 

10.70 

5410 

7.70 

5426 

7.70 

5438 

7.70 

5449-2 

9.80 


5500 SERIES Special Application 
Non-Synchronous units. 


5600 SERIES Special Application Synchronous units. 


Type 

No. 

List 

Price 

Type 

No. 

List 

Price 

Type 

No. 

List 

Price 

5503-12 

$7.70 

5511-12 

$7.70 

5516 

$6.90 

5504 

6.35 

5513-12 

7.70 

1 5517-12 

7.70 

5506 

7.15 

5514-4 

7.70 

5518 

6.90 

5510 

7.15 

5515 

6.90 

5519 

5560 

4.90 

8.55 


WARNING: Always check the Buffer Capacitors before installing a new vibrator: Bailure to do so will void the 
guarantee. Always use CD Buffer Capacitors for replacement. Prices Subject to Change Without Notice. 

For CD "POWERCON^^ Battery Charger see page M-36 


Copyright by U. C. P., Inc, 


TRADE DISCOUNT APPLIES TO LIST PRICES ONLY 


Radio’s Master 18th Edition. 

Page M-35 


Type 

No. 

List 

Price 

Type 

No. 

5610-12 

$8.55 

5616-12 

5614-12 

8.55 

5620 

5615-12 

8.55 

5621 

5615-24 

8.55 

5622 

5616 

8.55 

5623 


5607-12 

5607-32 

5609-12 


5605-12 

5605-32 


* Refer to C-D Cat.-VC for detailed applications and specifications. 


VIBRATORS 


Mr. Serviceman: Always have these types on hand. They 
constitute 88% of all your demand in the ratio shown. 


5300 .... 

.22% 

5323P . .. 

.... 4% 

5400 .... 

.3% 

5301 .... 

. 5% 

5326P ... 

....11% 

5425 .... 

. 3% 

5303 .... 

. 5% 

5335 .... 

.... 9% 

5426 .... 

. 7% 

5314 .... 

.4% 

5342 .... 

....10% 

5406 .... 

. 2% 


5320P. 3% 1 

NEW 12 VOLT SERIES 


*CORNELL-DUBILIER 

AUTO RADIO 


• C-D designed electronic micrometric equipment removes 
guesswork in contact point setting and assures consistent 
high quality. 

• Exclusive C-D pole piece design and armature weight 
results in a perfectly-balanced unit with greater 
efficiency. 

• Exclusive C-D base mounting results in a full 
floating unit. That’s why C-D vibrators last longer. 

• Unit completely enclosed in new floating sock— 
an exclusive with C-D vibrators. Eliminates usual 
difficulties found in other vibrators. 

• New stack design will take peak voltages of 
even 4,200 volts with no damage to vibrator. 


Type 

List 


No. 

Price 

Used In 

6326 

$5.50 

Phtlco - Chr 3 rsler 

6330 

4.90 

Oldsmobile - Buick 
Cadillac - GMC Truck 

6370 

4.70 

Autronic Eye 































110 VOLT 

60 CYCLE OUTPUT FROM DC INPUT 



Model 



DC Input __ 

Output • 

- Watts 


Weight 

List 

No. 

Applications .k 


Volts 

Cont. 

Int. 

Size 

Lbs. 

Price 

6R5 

r Automobile, Bus, Truck, 


6 

50 

55 

6Hx7Hx 57/s 

12 

$ 48.25 

6R10 

Airplane, Marine & other 


6 

100 

125 

7x 12^ X 754 

19 

68.45 

12 R8 

j General Uses: Mobile, 


12 

80 

120 

6^ X 7^ X 57/s 

12 

48.25 

12RU15 

[ Portable, Stationary 


12 

150 

200 

7 K 1254x7/2 

22 

90.80 

32R8 

f Farm, Marine, Railroad, 


32 

80 

100 

(>yi^ X 75/s X 57/s 

1354 

55.80 

32RU15 

(etc. 


32 

150 

200 

6/8 X 12/ X 754 

2254 

84.55 

110PA5 

f Record Players—Automatic 


110 

50 Volt-Amperes 

3^ X 654 X 2H 

2 

17.20 

110PB5 

I & Manual 


110 

50 Volt-Amperes 

3^ X 654 X 2/ 

2 

19.50 

noRio 

J Radio and Business 


110 

100 

150 

6/ x7H X 554 

1054 

45.95 

110RA15 

1 Machines 


110 

150 

250 

6H x7H X 57/s 

1354 

56.10 

110RT15 

110 T22 

110RT35 

f Especially Designed for 
( Television—Adjustable Frequency Control 

110 

110 

110 

150 

225 

350 

250 

250 

500 

67/s X 1254 X 754 

6 X 8M X 754 

7/ xl4x 8/ 

1654 

1754 

4054 

74.75 

78.85 

143.50 

110WR15A 

f Wire or Tape Recorders 


no 

150 

200 

654x 1254 x754 

2254 

76.50 

lldWRlSB 

( Wire or Tape Recorders (Phantom switch) 

no 

150 

200 

654 X 1254 X 754 

21 

90.75 


HtGH-VOLTAGE 

DC 

OUTPUT - 

-from 

6-Volt DC Input 




del 

0. 

Applications 

Input 

Volts 

Output Power 
(Continuous, Max.) 

Type 

List 

Price 

U 1 

36 1 

f Operation of Mobile Trans- ^ 
mitters. Receivers, and similar 
equipment from 6-volt Battery, 

1 12 -volt units are available 
^ on special order.) 

6 vDC 

6 vDC 

6 vDC 

6 vDC 

6 vDC 

250vDC at 60ma., or 180vDC at 40ma..—15 watts 
300, 275, 250 or 225vDC at lOOma.—30 watts 

300, 275, 250 or 225vDC at lOOma.—30 watts 
300vDC at 200ma.—60 watts 

400vDC at 150ma.—60 watts 

Synch. 
Synch. 
Rect. Tube 
Rect. Tube 
Rect. Tube 

$35.65 

39.10 

41.40 

59.80 



BATORY gUMINATOR liATTnRY CHARORR- 


Here Is the ideal, compact, efficient unit for testing and demonstrating 
auto radios. SMOOTH DC POWER, 6 or 12 volts from the 110 
volt 60 cycle AC line. 


Output 

6 V DC @ lOA 

6 VDC,@ 20A] 
or 12V DC @ lOA j 


Watts Size Wt. Lbs. 

60 7 X SHx7^A 1454 

120 7^x13 x854 2454 


Model 6BE10 —» Net Price $36.75 Model liOBA12 — Net Price $59.01 





PRICES SUBJECT TO CHANGE WITHOUT NOTICE. 
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SQLA Electric Co. • Chicago 50, 111. 
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Automatic Instantaneous Voltage Regulation 


SOLA Constant Voltage Transformers are static magnetic 
voltage regulators. They are designed to provide a con¬ 
stant output voltage which is unaffected by changes in 
input voltage. You will find, listed in the following pages, 
the widest range of ratings and types available from stock 
offered by any manufacturer. 

In addition, CUSTOM DESIGNED UNITS can be manu- 
factored in capacities from 1 V.A. to 25,000 V.A., to suit 
your individual specifications. When ordered in sub¬ 
stantial quantities, they cost only slightly more than 
standard units of the same general size. Often, time and 
money can be saved by direct use or modification of a 
regulator from the several hundred special designs on 
file. Custom designs can include: SPECIAL VOLTAGE 
RATIOS, SPECIAL FREQUENCIES, COMPENSATION 
FOR FREQUENCY VARIATION, MULTIPLE OUTPUT 
VOLTAGES, THREE-PHASE SERVICE, and MILITARY 
SPECIFICATIONS. 


SOLA Constant Voltage Transformers have eight distinct 

advantages over regulators which depend solely upon 

saturation of core materials for their regulating action, 

or electronic type regulators: 

1. Response time, 1.5 cycles or less. 

2. No moving or renewable parts ... no manual ad¬ 
justments. 

3. Completely automatic continuous regulation. 

4. Self-protecting against short circuits. 

5. Current limiting characteristic protects load equip¬ 
ment from excessive fault currents. 

6. Can often be substituted for conventional non-regula¬ 
ting transformers. 

7. Relatively compact. 

8. Provide isolation between input and output circuits. 


For complete operational data write for Bulletin L-CV-142 


CONSTANT VOLTAGE TRANSFORMER FOR PLATE AND FILAMENT SUPPLY 

TYPE C V E 

A single, compact source of filament and plate supply voltages . . . regulated to within ±3% 
or less with line voltage variations of 100-130 volts. Supplied with separate capacitor. 

ELECTRICAL AND MECHANICAL SPECIFICATIONS: Input 100-130 v, 60 cycle 


Catalog 

Cap. 

D.C. Input Volts 1 
to Filter I 

FILAMENT WINDINGS 

OVERALL DIMENSIONS IN 

INCHES 

Shipping 

Weight 

Number 

V.A. 

6.3v 

S.Ov 

Length 

Width 

Height 

7105 

42 

275v D.C. @ 

50 M.A. 

2.5 amps 

C.T. 

2.0 amps 

441 

3% 

3^^ 

51/2 

7106 

75 

385v D.C. @ 
no M.A. 

3.0 amps 

C.T. 

2.0 amps 

441 

3% 

3» 

s % 

7107 

210 

380v D.C. @ 

250 M.A. 

#1: 4.0 amps 
# 2 : 8.0 amps 
unregulated 

3.0 amps 

7 

41/2 

4% 

19 


A 


DATA ON STANDARD "CV" AND OTHER TYPES ON FOLLOWING PAGES 


^ f 
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SPECIALIZED 
STANDARD TYPES 


ELECTRICAL and MECHANICAL SPECIFICATIONS 


CONSTANT VOLTAGE 
TRANSFORAAER WITH 
tIARMONIC FILTER 
TYPE CVH 



Incorporates harmonic neu¬ 
tralizer circuit . . . ±1% 
regulated . . . less than 3% 
harmonic distortion. 


Transformers of catalog numbers 5002, 5003 
and 5004 are now equipped with a primary cord 
and a secondary receptacle output for conven¬ 
ience in the laboratory. All other transformers 
are manufactured with knockout boxes. 


CONSTANT VOLTAGE 
TRANSFORMER FOR 
TELEVISION RECEIVERS 
TYPE CVA 


Voltage regulation for home TV Receivers 
eliminates flicker and distortion due to line 
voltage variations. Moderate price . . . plug-in 
type ... regulation dz3% or less. 

Input 95-130 V, Nominal Output Value in 115-120 v range. 


DIMENSIONS IN INCHES ship'g 

A B C Wght. 


7201 

180 

71/4 

81/8 

4% 

19 

7202 

300 

71/4 

9y8 

4% 

26 


SOLA Electric Co. • Chicago 50, III. 
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All models — 

Input 95-125 v. 

Output 

115 V 


Cat. 

Cap. 


DIMENSIONS IN 

INCHES 


Ship'g 

No. 

V.A. 

A 

B 

c 

E 

,F 

Wght. 

5002 

30 


11% 

41/2 

2A 

10 % 

27 

5003 

60 

4/8- 

11% 

41/2 

2* 

10 % 

35 

5004 

120 

7i/« 

11 

5% 

61/2 

8% 

45 

5005 

250 

8% 

16% 

6% 

31/2 

15% 

60 

5006 

500 

101/4 

16% 

6% 

5 % 

15% 

70 

5008 

1000 

141/8 

211/4 

8% 

6% 

20 

160 

5010 

2000 

20* 

26% 

11% 

12% 

24% 

320 


4n\ 

ELECTRIC CO. 


ILLUSTRATIONS 
FOR STANDARb J 
TYPE "CV" UNITSl 
ON RIGHT HANdI 
PAGE 


If^ 


TYPE 12 



TYPE 2 


TYPE 3 




TYPE 5 


DIMENSIONS— Itype A 

A: Overall Length; B: Overall Width; C: Overall Height; E & F: Mounting Dimensions I ^ 
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ELECTRICAL AND MECHANICAL SPECIFICATIONS 60 CYCLE, SINGLE PHASE 


Catalog 

Number 

Output 

VOLTAGE 


Dimensions in 

Inches 


Approx. 

Capacity 
in VA 

Input 

±1% Regulated 





Shipping 

Weight 


Range 

Output 

A 

1 B 

1 C 

1 E 1 

F 

TYPE 1 

30488 

15 

95-125 

6.0 


2 % 

3i^ 



6 

30492 

15 

95-125 

6.3 


2 % 

3tV 

SA" 


6 

30498 

15 

95-125 

115.0 

5H 

2 % 

3/?f 

5A 


6 

TYPE 12 

301002 

15 

95-125 

6.3 

5A 

3% 

2 % 

3 

1% 

2 % 

301003 

15 

95-125 

115.0 


3% 

2 % 

3 

1% 

2 % 

TYPE 2 

30804 

30 

95-125 

115.0 



4% 

7il 

2 % 

12 

30805 

60 

95-125 

115.0 

8 il 

4i^ 

4% 

8A 

2 % 

13 

30806 

120 

95-125 

115.0 


4i^ 

4% 

m 

2 % 

17 

30888 

150 

95-125 

115.0 

10^ 

4i^ 

4% 

9 A 

2 % 

19 

TYPE 21 

30881 

25 

95-125 

6.3 

8/f 

4A 

4% 

7* 

2 % 

12 

30882 

50 

95-125 

6,3 

8 il 

4^^ 

4% 

8 A 

2 % 

13 

TYPE 22 

30885 

60 

95-125 

115.0 

lOA 

4^5 

4% 

9* 

2 % 

13 

30886 

120 

95-125 

115.0 

11 A 

4i^ 

4% 

10 A 

2 % 

19 

TYPE 3 

30807 

250 

95-125 

115.0 

11% 

6lf 

5% 

3% 

6 % 

30 

30M807 

250 

190-250 

115,0 

11% 

6 il 

5% 

3% 

6 % 

30 

30808 

500 

95-125 

115.0 

14% 

611 

5% 

5 

6 % 

40 

30M808 

500 

190-250 

115.0 

14% 

6il 

5% 

5 

6 % 

40 

TYPE 4 

30809 

1000 

95-125 

115.0 

19% 

9% 

7% 

6 % 

8 % 

115 

30M809 

1000 

190-250 

115.0 

19% 

9% 

7% 

6 % 

8 % 

115 

30811 

2000 

95-125 

115.0 

31% 

9% 

7% 

12% 

8 % 

205 

30M811 

2000 

190-250 

115.0 

31% 

9% 

7% 

12% 

8 % 

205 

30968 

2000 

190-250 

230.0 

31% 

9% 

7% 

12% 

8 % 

205 

TYPE 5 

301706 

3000 

95-190—125-250 

115.0 

2m 

16% 

12 

14% 

23% 

350 

301707 

3000 

190-380—250-500 

230.0 

2m 

16% 

12 

14% 

23% 

350 

301704 

4000 

95-190—125-250 

115.0 

32^ 

16% 

12 

14% 

28% 

440 

301702 

5000 

95-190—125-250 

115.0 

39* 

16% 

12 

14% 

34% 

525 

301703 

5000 

190.380—250.500 

230.0 

39* 

16% 

12 

14% 

34% 

525 

TYPE 6 

301700 

10,000 

190/380-250/500 

115.0 

48 

35% 

9% 

38% 

33% 

1025 

301701 

10,000 

190/380-250/500 

230.0 

48 

35% 

9% 

38% 

33% 

1025 


DIMENSIONS —- A: Overall Length; B: Overall Width; C: Overall Height; E & F: Mounting Dimensions 


SOLA Electric Co. • Chicago 50/111. 
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POWERSTAT 

VARIABLE TRANSFORMERS 

from 150 V A 



























































A CONTINUOUSLY-ADJUSTABLE 
SOURCE OF A-C VOLTAGE 


to 1 O O KVA 


EFFICIENT • ACCURATE • DEPENDABLE 

POWERSTAT variable transformers are autotrans- A wide range of standard POWERSTAT variable 


formers of toroidal core design with a movable 
brush tap which is rotated to deliver any desired 
output voltage from zero to, or above, line voltage. 
Glass smooth commutator surfaces and advanced 
winding techniques assure smooth operation and 
permit adjustment to a fraction of a volt. Other 
important features include: excellent regulation, 
high efficiency, conservative ratings, zero waveform 
distortion and rugged mechanical construction. 


transformers are available for 115, 230 and 460 
volt, single and three phase operation. Both manu¬ 
ally-operated and motor-driven types are offered. 
The rating chart lists some of the most-called-for 
standard POWERSTATS. Others — specifically 
designed to customer requirements — are available 
to fulfill each application. Consult us about your 
specific needs. 



WRITE TO THE SUPERIOR ELECTRIC co. 

53 MAE AVENUE, BRISTOL, CONNECTICUT 
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HI SUPERIOR ELECTRIC co 


STABILINE 


AUTOMATIC 

VOLTAGE 

REGULATORS 


TO MAINTAIN CONSTANT OUTPUT VOLTAGE 


MADE IN 


DISTINCT 


TYPES 


TO MEET EACH NEED 
TYPE I E (INSTANTANEOUS ELECTRONIC) 

for the most exacting control 

Type IE is completely electronic in operation with no moving parts. Providing 
instantaneous correction, it is ideal for laboratories, test lines, as a component of 
other equipment . . . and everywhere that the most exacting voltage control is 
required. At no load, full load or any intermediate stage, constant output voltage 
is maintained regardless of line fluctuations. The output voltage is held to within 
rbO.1 volts of nominal for wide line variations and within ±:0.15 volts of nominal 
for any load current or load power factor change from .5 lagging to .9 leading. 
Waveform distortion never exceeds 3%. Standard types are listed below. Consult 
us about your specific requirements. 


TYPE Llfl (ELECTRO MECHANICAL) 

for large industrial loads ... for applications requiring zero 
waveform distortion and high efficiency 

Type EM is an eiectro*mechanical device with a very sensitive detecfor controlling 
o motor-driven POWERSTAT voriable transformer and auxiliary transformer. 
While not instantaneous. Type EM corrects faster than most other automatic 
voltage regulators. Highly efficient in operation, it finds widest application in 
controlling jqrge industrial loads and also in electronic equipment where zero 
waveforih/distortion is essential. Features include: complete irisensitivity to the 
magnitude and power factor of the load, no effect on system power factor, no 
critical adjustments and adjustable output voltage. Standard types listed below. 



TYPE IE51002R 



TYPE IE5101R 



FOR COMPLETE INFORMATION, SEND FOR STABILINE BULLETIN S351 
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Varice LL D-C POWER SUPPLIES 

A VARIABLE RANGE OF STABILIZED AND REGULATED 
D-C VOLTAGES PROM AN A-C SOURCE 

The ideal source of low d-c voltages^ the VARICELL is simply plugged 
into any convenient, single phase a«c outlet supplying a nominal 115 
volts at 60 Cycles and it is ready to operate. Turning the handwheel 
provides any desired output voltage from 0 to 30 volts. Its load rating TYPE 1301! 

is 15 amperes. Any setting is unaffected by changes in line or load 
current. For any setting from 6 to 30 volts, R.M.S. ripple voltage never 
exceeds 0.1 volts, and stabilization and regulation is ±0.25 volts. 

FOR COMPLETE INFORMATION, SEND FOR VARICELL BULLETIN VIOSt 


tyPE 13015 



VoLTBOX A-c pow 

A COMPACT, PORTABLE SOURCE OF 
VARIABLE A-C VOLTAGE 

This is a handy instrument widely used in chemical, physical, electrical 
and other Idboratories and in inspection, testing and plant mainte<* 
nance departments. It eliminates the need for collecting a variable 
transformer, voltmeter and connection leads when tests involve variable 
QoC voltages. All necessary components are housed in a compact, 
aluminum case. By turning the '^On-OfP switch to snapping the 

line-load switch to ''Load^^ and rotating the. knob; the desired voltage 
Is available at the output receptacles and binding posts. Ratings are 
available to meet every requirement. 

FOR COMPLETE INFORMATION, SEND FOR BULLETIN P553G 


A-c POWER SUPPLIES 



TYPE UC1M 


SUPERIOR 




DING POSTS 


This versatile binding post offers 5 different methods of connection ,. • 

permanent clamping, spade lug, clip-lead, banana plug, or looping TYPE DF30RC 

and clamping. Ruggedly built of the finest materials it provides 
complete insulation, a current capacity of 30 amperes and a working 
voltage of 1,000 volts. Two available colors, red and black, provide 
circuit identification where required. 

ViRITE FOR BULLETIN BP652 DESCRIBING THE S^WAY BINDING POSTS 


SUPERIOR ELECTRIC - SPECIALISTS IN VOLTAGE CONTROL 



TYPE DF30BC 


Thoroughly familiar v/ith every type of voltage control problem. The Superior 
Electric Company is well qualified to help with your specific requirements. We 
will be glad to recommend standard equipment exactly suited to your needs — or 
to engineer special types or new designs for unusual applications. 


WRITE TO THE SUPERIOR ELECTRIC co. 

S3 MAE AVENUE, BRISTOL, CONNECTICUT 
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/ FOR POSITIVE VOLTAGE CONTROL. 
DEPENDABLE, ACCURATE OPERATION 


VOLTAGE 

STABILIZERS 




OUTPUT 

CAP. 

WATTS 

■ 

DIMENSIONS IN ^INCHES 


CATALOG 

NO. 

STYLE 

OVERALL 

f MOUNTING 

LOCATIONS 

NET 

WEIGHT 

LBS. 


n 

m 

n 

D 

B 

C 

D 

E 

F 

VR-6110 

mm 

F 



a 


BIB 

Va dia. 


BiB 


4 

imiiB 

■eeh 

E 

Th 

3% 


6%j 

2'/. 

%2X%2 


yp 

6’/,6 

5 

VR-6111 

30 

E 



Ea 

Eg 

Ea 


Mai 

m 


5 

VR-6112 

60 

E 

Eg 

Ea 

Mm 

Mm 

Ea 

VMM 


m 

BS9 

8 

VR-6113 

120 

E 


Ea 

BBS 





mm 


14 

VR-6114 


E 


Ei 



Ea 


mM 

1 

HKa 

25 

VR-6115 

IBEI 

E 

iEH 

5 

Ea 

warn 

ESI 


msM 

■1 

HIB 

45 

VR-6116 

IQQQII 

H 



KM 

wm 


Vh 


El 


92 

VR-6117 

2000 

H 

Ena 

[gtai 


EM 

0^ 

?1pdia. 

_ 



200 


* Output 6.0 or 7.5 volts 
stabilized to ± Vi % , 


TESTS PROVE 
10 POINTS OF 
RAYTHEON 
SUPERIORITY 


1. 

2 . 

3 ; 

4 . 

5 . 

6 . 

7 . 

8 . 

9 . 

10 . 


Deliver accurate AC volt¬ 
age within ±V2% 

Stabilize output with more 
precision 

Regulate better at full load 

Hold up better under over¬ 
load 

Better no>ioad to full-load 
regulation 

Aecept wider Input voltage 
range 

Less voltage change as units 
heat up 

Less change In output as fre¬ 
quencies fluctuate 

Smaller, lighter, more com¬ 
pact; no moving parts 

Cost less to operate 


Style E Models, VR-6101 to VR-Sl l 3 inclusive, available with cord and plug; specify 
by adding "CP" to catalog number. For occessory cord, plug and mounting plate on 
Model VR-6114 and VR-6115, specify “Assembly 51-590G2". 



^xee//ence **t Sleclu>nici 


T he complete line of Raytheon Voltage 
Stabilizers is available through 114 author¬ 
ized distributors. All models operate on input 
of 95 to 130 volt^ 60 cycle, single phase cur¬ 
rent. They are produced in a wide range of 
catalog types rated from 15 to 2000 watts as 
outlined in table above. Each model compen¬ 
sates for widely varying input (it 15 %) within 
1/20 of a second, maintains voltage within 
db%% of rated output. Special custom-built 
units, in ratings from 5 to 10,000 watts, are also 
available to meet special needs; write for com¬ 
plete information^ 


RAYTHEON 

MANUFACTURING COMPANY 

EQUIPMENT SALES DIVISION 

DEPT. 6270-RM, WALTHAM 54, MASSACHUSETTS 
DISTRICT OFFICES: BOSTON. NEW YORK. CLEVEUND. CHICAGO. NEW 
ORLEANS. LOS ANGELES (WILMINGTON). SAN FRANCISCO. SEATTLE 
INTERNATIONAL DIVISION: 19 RECTOR ST., NEW YORK CITY 

RAYTHEON PRODUCTS INCLUDE: 

MARINERS PATHFINDER* radar; FATHOMETER* Echo 
Depth Sounders; Marine radiotelephones; WELDPOWER* 
welders; Voltage stabilizers (regulators); Transformers; 
RectiChargeR* battery chargers; RectiFilteR* battery elimi¬ 
nators; Sonic oscillators for laboratory research; Standard 
control knobs; Electronic calculators and computers; 
Television receivers; Radio, television, subminiature and 
special purpose tubes; MICROTHERM* diathermy and 
other electronic equipment. *Reg. U. S. Pat. Off, 
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SPELLMAN 



POW6S SUPPLIES 



MODEL LAB-40 

CONTINUOUSLY VARI¬ 
ABLE REGULATED 25 to 
40KV DC POWER SUPPLY 


Unit has a 4 to 6 KV focus tap for 
use with flying, spot kinescope record¬ 
ing tubes, etc. Regulations of 0.5% at 
1 milliampere. Available either with 
locking controls or standard knob. 


With meter 
Less Meter 

$620 Net 
$545 Net 


MODEL LAB-30PN 


REVERSIBLE POLARITY — 


CONTINUOUSLY VARIABLE 1 to 30 KV 


Regulated DC Power Supply with regulations of 
0.5% at 1 milliampere. Up to 2 milliamperes may 
be drawn from 20 KV down. This 16 tube unit 
is of the RF type consisting of a separate oscil¬ 
lator and buffer feeding the power oscillator into a doubler rectifier. Regulations accomplished 
through feed-back into a DC amplifier plus simultaneous output control of the buffer. Polarity 
reversible from front panel. Standard Rack Model — 19" wide x 12" high x 13" deep. Standard 


Bench Model — 21" wide x 14" high x 15" deep. With Meter $670 Net 

Less Meter $595 Net 

MODEL LAB-30 is a positive polarity output regulated High Voltage DC Power Supply with 

same electrical characteristics and dimensions as the JjAB-30PN. With Meter $570 Net 

Less Meter $495 Net 



MODEL 4575 

4V2 ky power supply 

This compact, well designed, ruggedly built DC supply has an out¬ 
put voltage of 4y2 KV at 1 milliampere. By varying the DC input 
the output voltage can be varied from approx. 1 KV to KV. 
Dimensions: 5%" high x 5" deep x 4%" wide. 

Less low voltage DC supply. $32.50 Net 


MODEL 2040 

40 KV DC POWER SUPPLY 

Available with either positive or negative 
40 KV output. Voltage range of approx. 15 
to 40 KV. The 15 to 40 KV variance in 
voltage is controlled through a knob on the 
front panel. If required for TV use, a voltage 
output of approx. 4 to 6 KV is available 
through a tap. Voltages supplied through a 
4 ft. HV Safety Cable. Specify desired 
polarity when ordering. $136.90 Net 


MODEL PN-30R 

REVERSIBLE POLARITY CONTINU¬ 
OUSLY VARIABLE 1-30 KY 
UNREGULATED DC POWER SUPPLY 

A light, compact unit in wide use for in¬ 
sulation testing, precipators and laboratory 
research. Polarity reversible from front panel. 
Current output — approx. 2 milliamperes 
at 20 KV; 250 microamperes at 30 KV. 
Input — llOV AC 60 cycles. $205 Net 


MODEL RG-30M 

CONTINUOUSLY VARIABLE 15-30 
KV REGULATED DC POWER SUPPLY 

A high grade supply which incorporates a 
voltage tap in the range of 4 to 6 KV for 
use with 5WP15, 5TP4 and flying spot 
tubes. Regulations better than .5% at 1 
milliampere. In wide use for theatre and 
transcription recording systems. $310 Net 


HIGH VOLTAGE RF STEP-UP COILS 




5 KV 

Secondary Height. 3" 

Secondary Windings . 1%" 

consisting of 4 Pie Windings 
Primary Diameter . 2 %" 

10-15 KY 

Secondary Height. 5 " 

Secondary Windings . 1 %" 

consisting of 7 Pie Windings 
Diameter . 2^" 


35 KV 

Secondary Height . 7" 

Secondary Windings .3" dia. 

consisting of 10 Pie Windings 
Primary 

(separate from secondary) 

Height . 4" 

Diameter . 4" 


Secondary Voltage Output..5 KV 
Secondary Current 

2 Milliamperes 
Approx. Prequencj^ .175 KC 

$4.80 Net 

Secondary Voltage Output 

10-15 KV 

Secondary Current 

2 Milliamperes 
Approx. Frequency . 175 KC 

$12.00 Net 

Secondary Voltage Output 


35 Kilovolts 

Secondary Current 

5 Milliamperes 
Approx. Frequencv.70 KC 

$42.00 Net 

25 KV—Same as 35 KV except 
Secondary Height . 6" 

$36.00 Net 


RF FILAMENT TRANSFORMERS 

A self-resonant auto transformer for use with type 1B3 Rectifier tube. 


Will operate with Spellman HV coils . $1.50 

TUNING PADDER for Filament Transformer. 0.58 


SPELLMAN 


3029 WEBSTER AVENUE 

BRONX, N. Y. King.b.idge 7-0306 
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NOW — with the RADIART SEAL 
VENT, the vibrator is sealed BEFORE 
it is used -— and VENTED after it is 
put into use. The RED SEAL rubber¬ 
faced bakelite plug prevents forma¬ 
tion of an insulating film on the con¬ 
tacts. Heat generated when the vi¬ 
brator is put into service melts the 
wax out of the sealed vent-hole and 
permits air circulation . . . FOR LONGER 
LIFE AND EVEN GREATER PERFORM- 
ANCE! 

The Radiart Vibrator Guide is the 
Stanchaird of the Industry — Ask your 
jobber for your copy today! 


5300 SERIES vibrator types are Standard Automotive 
and Household Non-Synchronous units. They arc 
stocked by all RADIART Distributors who carry a 
complete line. 


There are many reasons for 
the nation-wide preference for 
Radiart Vibrators! One is 
the absolutely complete selec¬ 
tion of types manufactured 
. . . there is a CORRECT 
Radiart replacement vibrator 
for most every need, to orig¬ 
inal specifications. In addi¬ 
tion, the precision engineering 
behind the design of each type 
is backed up by highest 
standards of manufacture that 
assure peak performance . . . 
always! 


6300 series vibrator types are the 
NEW standard vibrators for the 
NEW 12 VOLT AUTO CIR¬ 
CUITS on many of the new 
1953 cars. They are Stocked by 
all RADIART distributors who 
carry a complete line. 

6326.$5.50 

6330. 4.90 

6370. 4.70 


5400 SERIES vibrator types are Standard Automotive and 
Household Synchronous units. They are stocked by all RADIART 
Distributors who carry a complete line. 


Type No. 

Price 

Type No. 

Price 

1 Type No. 

Price 

Type No. 

Price 1 

Type No. 

Price 1 

Type No. 

Price ] 

Type No. 

Price 

5300 . 

, .$4.70 

5314 .... 

,.$4.90 

5342 . 

. 4.15 

5400 _ 

.$7.70 

5413. 

. 7.70 

5435 . 

. 7.70 

5468-2 ... 

..10.70 

5300-32 .. 

. 7.15 

5320 . 

. 4.90 

5343 . 

. 6.35 

5404 . 

. 7.70 

5416. 

. 9.15 

5435-4 ... 

. 7.70 

5469-2 ... 

,. 9.80 

5301 . 

. 4.70 

5321 . 

. 4.90 

5363 . 

. 6.35 

5406 . 

. 7.70 

5421 . 

. 7.70 

5437 . 

. 7.70 



5303 . 

. 4.90 

5323 . 

. 4.15 

5366 . 

. 6.35 

5407 . 

. 7.70 

1 

5422 . 

. 8.55 

5438 . 

. 7.70 



5304 . 

. 6.35 

5326 . 

. 4.15 

5370 . 

. 4.90 

5408 . 

. 7.70 

5425 . 

. 9.15 

5440 .... 

.$8.55 



5307 . 

. 4.90 

5331 . .. . . 

. 4.90 


1 

5409 . 

. 7.70 

5426 . 

. 7.70 

5454 . 

. 7.70 



5308 . 

. 6.35 

5333 . 

.4.90 



5410__ 

. 7.70 

5429 .. .. 

.$9.15 

5463 . 

. 9.15 



5309 . 

. 4.90 

5335 .... 

.$4.90 



5411 .... 

.$7.70 

5431-4 ... 

. 8.55 

5464 . 

. 9.15 




5500 SERIES vibrator types are Special Application 
Non-Synchronous units. These are Stocked by RADIART 
Distributors in accordance with local requirements. 
They are available for immediate shipment from the 
Factory. Order through your local distributor. 


5600 SERIES vibrator types are Special Application Synchronous 
units. These are stocked by RADIART Distributors in accord¬ 
ance with local requirements. They are available for immediate 
shipment from the Factory. Order through your local distributor. 


5503-12 ...$7.70 

5504 __ 6.35 

5506 . 7.15 

5510. 7.15 

5511-12 ... 7.70 


5513.$9.70 

5513- 12 ... 7.70 

5514- 4 _7.70 

5515 . 6.90 

5516 . 6.90 


5517-12 ...$7.70 

5518 .6.90 

5519 . 4.90 

5560 . 8.55 


5604 .$9.15 

5605 . 8.55 

5605-12 ... 9.95 
5605-32 ... 9.95 
5607 . 8.55 


5607-12 ...$9.95 
5607-32 . .. 9.95 

5609- 12 ... 9.95 

5610. 7.70 

5610- 12 ... 8.55 


5614- 12 ...$8.55 

5615- 12 ... 8.55 

5615- 24 ... 8.55 

5616. 8.55 

5616- 12 ... 9.95 


5620 .$7.70 

5620S _7.70 

5621 . 6.90 

5622 . 8.55 

5622S .... 8.55 

5623 . 7.70 
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VIBRATOI^ BASE DIAGRAM CROSS INDEX 

A—A hot line into vibrator. 

B—By-pas’s for driving point, 

C—External coil lead in shunt vibrator. 

Pi—Primary contact, usually, but not necessarily connected to the 
magnet coil in shunt vibrators. 

PPi—Dual primary contact, closed when Pi is closed. 


Radiart 
Type No. 

Base 

Diagram 

Max. 

Voltage Frequency Load 

Dia."* 

' Height 

5300 

A-1 

6 

115 

6 

1^ 

3/ 

5300-32 

A-1 

32 

115 

1.4 

1/2 

3/ 

5301 

A-1 

6 

115 

6 

IV 2 

2/ 

5303 

F-1 

6 

115 

6 


33 % 

5304 

I 

6 

115 

6 

D4 

3/ 

5307 

A-1 

6 

150 

6 


3/ 

5308 

E 

6 

115 

6 

1/2 

3/ 

5309 

C-1 

6 

115 

6 

154 

2/ 

5314 

A-1 

6 

115 

6 

D4 

23/ 

5320 

A-1 

6 

115 

6 

Uf 

3/2 

5321 

A-1 

6 

115 

6 

IH 

3^^ 

5323 

A-1 

6 

115 

6 

1% 

43 / 

5326 

A-1 

6 

115 

6 

154 

2/ 

5331 

C-1 

6 

115 

6 

1 ^ 

3/ 

5333 

F-1 

6 

115 

6 

d/2 

3/ 

5335 

F-1 

6 

115 

6 

1 ^ 

2/ 

5342 

A-1 

6 

115 

6 

1 ^ 

2/ 

5343 

B 

6 

115 

6 

m 

4/ 

5363 

LEADS 

6 

115 

4 

— 

— 

5366 

R-1 

6 

115 

6 

1 / 

2/ 

5370 

A-1 

6 

115 

6 

154 

3/ 

5400 

AB-1 

6 

115 

6 

VA 

3/ 

5404 

AH-1 

6 

130 

6 

D/ 

3/ 

5406 

AD-1 

6 

115 

6 

15 ^ 

3/ 

5407 

AB-1 

6 

180 

5 

1/2 

3/ 

5408 

AB-1 

6 

140 

6 

lA 

2/ 

5409 

K-1 

6 

115 

6 

lA 

3/ 

5410 

0-1 

6 

115 

6 

lA 

3/ 

5411 

V-1 

6 

115 

6 


3/ 

5413 

K-1 

6 

115 

6 


3/ 

5416 

K-2 

6 

115 

6 


4/2 

5421 

V-1 

6 

115 

6 


3/2 

5422 

AE-1 

6 

115 

5 

D/ 

3/ 

5425 

0-2 

6 

115 

6 


4/ 

5426 

P-1 

6 

115 

6 


3/2 

5429 

P-3 

6 

115 

6 


4/2 

5431-4 

AG 

4 

115 

5 

lA 

3/ 

5435 

V-1 

6 

115 

6 

IH 

3/ 

5435-4 

V-1 

4 

115 

6 

13/ 

3/ 

5437 

AB-1 

6 

180 

5 

13/ 

23/ 

5438 

AB-1 

6 

140 

6 

1/2 

3/ 

5440 

AB-1 

6 

115 

6 


4/ 

5454 

AD-1 

6 

115 

6 

1/2 

2/ 

5463 

LEADS 

6 

115 

6 



5464 

AI-1 

6 

115 

6 

lii 

4/ 

5468-2 

AM 

2 

115 

2 

lA 

sq. 2/ 

5469-2 

AN 

2 

115 

2 

1t^ 

2/ 

5503-12 

A-1 

12 

115 

6 

1/2 

3/ 

5504 

V-1 

6 

115 

6 

Ilf 

3/ 

5506 

D 

6 

115 

10 

lA 

3/ 

5510 

OA-1 

6 

115 

10 

1 / 

3 / 

5511-12 

OB-1 

12 

115 

6 


3/ 

5513 

AK 

6 

180 

5 

1 / 

3/ 

5513-12 

AK 

12 

180 

3 

1 / 

3/ 

5514-4 

A-1 

4 

180 

5 


2/ 

5514-12 

A-1 

12 

180 

3 

lA 

2/ 

5515 

A-1 

6 

115 

9 

1 ^ 

3/ 

5516 

A-1 

6 

215 

9 

lA 

3/ 

5517-12 

V-1 

12 

180 

3 

1/2 

3/ 

5518 

V-1 

6 

115 

10 ' 

1/2 

2/ 

5519 

A-1 

6 

115 

6 

1/2 

2/ 

5560 

A-2 

6 

60 

5 

1 / 

3/ 

5604 

K-2 

6 

115 

6 ^. 

Uf 

4/ 

5605 

AD-1 

6 

115 

10 

1 / 

3/ 

5605-12 

AD-1 

12 

115 

6 

D/ 

3/ 

5605-32 

AD-1 

32 

115 

2.5 

^A 

3/ 

5607 

AJ 

6 

180 

5 ' 


23/ 

5607-12 

AJ 

12 

180 

3 

13/ 

23/ 

5609-12 

K-1 

12 

115 

3 

1/2 

3/ 

5610 

V-1 

6 

115 

6 

D/- 

3/ 

5610-12 

V-1 

12 

115 

3 

D/ 

3/ 

5614-12 

AD-1 

12 

115 

4 

1/ 

2/ 

5615-12 

V-1 

12 

180 

3 

IJ^ 

2/ 

5615-24 

V-1 

24 

180 ’ 

1.4 

1/ 

2/ 

5616 

AJ 

6 

180 

5 

D/ 

2/ 

5616-12 

AJ 

12 

180 

3 

154 

2/ 

5620 

AB-1 

6 

115 

6 

1/ 

27/ 

5620S 

AB-3 

6 

100 

6 

1/ 

2/ 

5621 

V-1 

6 

115 

10 

1/ 

2/ 

5622 

AE-1 

6 

115 

5 

1/ 

2/ 

5622S 

AE-2 

6 

100 

5 

1 / 

2/ 

5623 

AD-1 

6 

115 

6 

D/ 

27^ 

6326 

A-1 

12 

115 

4 

1 / 

2/ 

6330 

DA 

12 

115 

4 

1/ 

3/ 

6370 

A-1 

12 

115 

4 

1/ 

■3j| 


Symbols Used in Vibrator Base Diagrams 

P 2 —Primary contact, may be the magnet coil connection instead 
of Pi. 

PP 2 —Dual primary contact, closed when P 2 is closed. 

R—^Vibrating reed in single-reed vibrators. 

RP—Primary vibrating reed in split-reed vibrators’. 

RS—Secondary vibrating reed in split-reed vibrators. 

51— Secondary contact, closed when Pi is closed. 

5 2 — Secondary contact, closed when P 2 is closed. 

* All dimensions given are in inches. 

t For further information see Vibrator type in Radiart Replace¬ 
ment Guide. 








Apr 




Dotted pin on AE-1 and AK units furnished at our option 
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^ VIBRATORS 

★ AUTO AERIALS 

★ TV ANTENNAS 

★ POWER SUPPLIES 



RADIART 



REPLACEMENT 

VIBRATORS 







As in the standard “RED SEAL” line of replacement vibrators, and superb performance featuring long life make this heavy duty 

the RADIART HEAVY DUTY Replacement’Vibrators offer a line the “Standard of Comparison”, 

complete selection for every standard need. Quality construction 


MODEL 


FREQ. 



USED 

NO. 

VOLTAGE 

CYCLES 

TYPE 

CONTAINER 

IN 

6VB6 

6 

60 

H-D Single 

5^ X 2^ X 2A 


110VB6 

110 

60 

H-D Single 

5 ^ X 2^ X 2-^ 


427 

6 

60 

H-D Single 

2Ax4H 


490 

6 

60 

H-D Tandem 

S^x2Mx3H 


491 

6 

60 

H-D Tandem 

SH X 27^ X 


1057 

6 

120 

H-D Single 

5^]^ X 2^ X 2^ 

f IIOWRISA 

1083 

110 

60 

H-D Tandem 

5A X 2i| X 354 

) 110WR15B 
) IIORIO 

1315 

110 

60 

H-D Single 

5]^ X 2^ X 2^ 

C 110R15 
110RT25 

1315H 

110 

60 

H-D Single 

x2^x2^ 


1506 

32 

60 

H-D Tandem 

5^ X 2|t X 354 


1684** 

6 

120 

H-D Single 

X 2jre X 2]^ 


2507 

45* 

60 

Polarity 

Changer 

154 x2^ 

110PA5 

110PB5 

2522 

45* 

60 

Polarity 

Changer 

154 x254 


2639 

6 

60 

H-D Tandem 

5^x211x354 


2989 

32 

60 

H-D Single 

5 X 2^ X 2^ 

32R8 

32RU15 

3047 

12 

60 

H-D Tandem 

5ifx 211 x354 

12RU15 

3077*** 

no 

60 

H-D Single 

5^ X 2^ X 2^ 

110RT15 

3079 

no 

60 

H-D Tandem 

53«Vx 211x354 

110RT35 

3087 

12 

60 

H-D Single 

5/ff X 2^ X2^ 

12R8 

3103 

6 

60 

H-D Single 

x2^ x2^ 

6R5 

4123 

6 

60 

H-D Tandem 

Sif x2§|x354 

6R10 

11028 

no 

60 

H-D Single 

5^5 X 2^ X 2^ 


32171 

32 

60 

H-D Single 

5/^ X 2^ X 2^ 



* For operation on 115 volts DC, connect a 2200 ohm resistor in series with the coil. 
** Available only on Special Order. 

*** Denotes adjustable frequency vibrator. 
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ROTATORS 
VIBRATORS 
AUTO AERIALS 
]\l ANTENNAS 
POWER SUPPLIES 



DC TO AC CONVERTERS 

The RADIART line of converters is complete and furn¬ 
ishes 110 volt 60 cycle AC current from 6, 12, 32, or 110 
volt direct current sources. Vibrator powered, they are 
completely dependable . . . easily installed and fit most 
any requirement. The RADIART name plate on each 
converter is your assurance of long life and outstanding 
performance. 

no VOLT 60 CYCLE OUTPUT: 


:7 .. 



Model 

No. 

Application 

DC Input 
Volts 

Output 

Watts 

Size 

Weight 

Lbs. 

6R5 


6 

50 

6^ X 7^ X 5^ 

12 


Automotive 





6R10 


6 

100 

7 xl2^x 7J4 

19 

6WR12 

Wire Recorder 

6 

125 

8^ X 15 X 

35 

12R8 

Marine-Craft, Busses 

12 

80 

6^ X 7^ X 5^ 

12 


and Trailers 





12RU15 


12 

150 

7 X 125^ X 12J4 

22 

32 R8 

Farm and Marine 

32 

80 

654 X 7«x 57A 

1354 

32RU15 


32 

150 

6H X 12H X 7J4 

22 H 

110PA5 

Phonograph Motors 

110 

50VA 

3^ X 6J4 X 2^ 

2 

HOPES 


110 

50VA 

354 X 6^ X 254 

2 

IIORIO 


110 

100 

654 X 754 X 5j4 

1054 

110RA15 

Radio and Business 

110 

150 

654 X 754 X 5^ 

14 

110RT15 

Machines 

110 

150 

6^xl2Hx 754 

1654 

110RT22 


110 

225 

854 X 6 X 754 

1754 

110RT35 


110 

350 

754 X 14 X 854 

4054 

110WR15A 

Wire Recorders 

110 

150 

6^xl254x 754 

1654 

110WR15B 


110 

150 

6^x1254x 754 

1654 


Super RADIART VIPOWERS 



DC Inpui 

DC Output 



Vipower 

Volts 

Volts 

Output 


Model 

(Nominal 

(Nominal) 

Mills. 

Type 

451 

6 

250 

60 

Self. 

451-12 

12 

180 

40 

rectifying 

452 

6 

300* 

100 

Self- 





rectifying 

452-12 

12 

300* 

100 


453 

6 

300* 

100 

OZ4A 

Rectifier 

453-12 

12 

,300* 

100 


454 

6 

300 

200 

Two OZ4A 
Rectifiers 

455-12 

< 12 

400 

150 

Two 6X5GT 

455 

6 

400 

150 

Rectifiers 


* NOTE: — Tapped at 275V, 2S0V, 225V. 

12 volt models available on special order at slightly higher 
prices. 


RADIART vibrat¬ 
or power supplies 
top the field. Com¬ 
plete RF and AF 
filtering i^ built in¬ 
to each unit. No 
extra filter acces¬ 
sories are required. 
Easily installed 
with the exclusive 
Snap-on base plate 
that allows instant 
removal of the en¬ 
tire chassis by 
opening one snap- 
latch. 



Copyright by U. C, P., Inc. 


Radio’s Master— 18th Edition 

Page M-49 






JAMES vibrators, the engineers standard, are designed 
for the more difficult applications. Featuring “Angle 
Drive”, ceramic spacers, dynamic contact wiping and 
other JAMES exclusive patented designs. These com¬ 
ponents are demanded by critical service engineers. 



AUTO REPLACEMENT 


JAMES 

TYPE 

CAN 

DIA. 

DESCRIPTION 

MALLORY 

RADIART 

J2S 

Intr. 

11/2x31/8 

3 

4 prong std. — Medium height 

294 

5300 

J2SP 

99 

11/2X2% 

3 

4 prong std. — Short height 

859 

5301 

J2SF 

99 

11/2X2% 

3 

4 prong std. — Philco 

509P 

5326 

J2SM 

99 

11/2 X: 2% 

3 

4 prong std. — Motorola 

903M 

5342 

12J7 

99 

11 / 2 X 2 % 

38 

3 prong-12 volt — GM 

— 

— 

J8S 

99 

11/2X31/8 

8 

4 prong std. — special wiring 

854 

5331 

J9 

99 

11/2X31/8 

9 

Delco base, large can 

852 

5303 

J9SA 

99 

11/2X2% 

9 

Delco base, small can 

870 

5335 

J21 

99 

1*x23/8 

3 

4 prong std. small can, Ford 

1100 

5314 

J54 

Syn. 

1%x41/2 

17 

Large can, Pontiac 

273C 

5425 

J66 

99 

1Hx31% 

28 

Large can, with handle, Buick 

716 

5426 


COMMUNICATIONS 


JAMES 

TYPE 

CAN 

DIA. 

DESCRIPTION 

J22 

Intr. 

11 / 2 x 3 % 

3 

8 contact, heavy duty. Motorola, Link receiver service. 

J23 

99 

11 / 2 x 2 % 

33 

Heavy duty for transmitter service. Motorola, Link. 

J24 

99 

11 / 2 x 2 % 

34 

6 prong, 8 contact, Motorola Unichannel, Bendix. 

J58 

Syn. 

11 / 2 x 3 % 

20 

6 prong, Karr. 

J63 


11/2x3% 

24 

Reversible, Link, RCA. 

J65M 

99 

11 / 2 x 3 % 

27 

Reversible, Motorola. 

J73 

99 

11/2X3% 

24 

General Electric. 

1 



QUIET — DEPENDABLE — LONG LIFE 
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THE CARTER MAGMOTOR FOR 
POLICE - TAXICAB - MARINE AND 
AIRCRAFT RADIO RECEIVERS 
GEOPHYSICAL AND RESEARCH 
ELECTRONIC EQUIPMENT 

fSy) J"'] ^''''' 


THE ORIGINAL CARTER GENEMOTOR 
FOR POLICE - TAXICAB - 
MARINE AND 
SMALL AIRCRAFT 
MOBILE COMMUNICATIONS 





5Vs" X 5 - 11 / 16 " X 21 / 2 " High, Weight 4% lbs. 

Furnished with Rigid Mountingii, 

Shock Mounting Illustrated, $1.00 List'; Extra. 


kLi 



Code 

No. 

DC Input 
Volts Amps 

DC Output 

Volts MA 

Duty 

List 

Price 

MV1865 

5.5 

5 

180 

65 

Con. 

$53.00 

MC2190 

32 

1 

210 

90 

Con. 

$55.00 

MD2190 

115 

.4 

210 

90 

Con. 

$56.00 

MA2550 

6 

4.3 

250 

50 

Con. 

$55.00 

MV280 

5.5 

5.8 

200 

80 

Con. 

$54.00 

MA265 

6 

5.4 

250 

65 

Con. 

$56.00 

MA25I 

6 

8 

250 

100 

Con. 

$56.50 

MB251 

12 

3.8 

250 

100 

Con. 

$57.50 

MJ251 

28 

1.5 

250 

100 

Con. 

$57.50 

MBS2525S 

12 

8 

250 

250 

Int. 

$67.00 

MA301 

6 

9.5 

300 

100 

Con. 

$57.00 

MB301 

1 2 

4.6 

300 

100 

Con. 

$58.00 

MA351 

6 

10.3 

350 

100 

Con. 

$58.00 

MVS3215 

5.5 

18.5 

325 

150 

Int. 

$58.00 

MAS320 

6 

19 

300 

200 

Int. 

$60.00 

MVS415 

5.5 

19 

400 

150 

Int. 

$61.50 

MBS415 

12 

8.5 

400 

150 

Int. 

$61.50 


AC AND DC GENERATORS- Frame-^l/g" x 41/s" x 31/ 

The Magmotor is available on special order for AC output :isisvR s s is n 

up to 220 volts at 120 cycles. DC output up to 400 volts 41SVB 5 5 20 0 400 

30 watts continuous, 50 intermittent, depending upon 4i sAR C O 18 2 400 

armature speed. i / r/ t- ’ c q/ //' /.^ / f' 

11/2 Frame—5%6 x TVo x 

EXTENDED SHAFTS- 210AB 6 6 200 

Available on all Magmotor models add ”S” to end of 251AB 6 7.9 250 

code number and $5.00 to list. 351AB _ 6 10.9 350 

MANY OTHER STANDARD INPUT AND OUTPUT RATINGS AVAILABLE. 

FILTERS — STARTING RELAYS 


Code 

No. 

/ /8 ^ */a 

DC Input 
Volts Amps 

DC Output 

Volts MA 

Duty 

List 

Price 

325A 

6 

21 

300 

250 

Con. 

$65.00 

420A 

6.0 

23.4 

400 

200 

Con. 

$65.00 

420V 

5.5 

25 

400 

200 

Con. 

$66.00 

425BS 

12.0 

12.8 

400 

225 

Int. 

$67.00 

450AS 

6.0 

28 

400 

250 

Int. 

$67.00 

4037AS 

6.0 

41 

400 

375 

Int. 

$71.40 

4228VS 

5.5 

35 

420 

280 

Int. 

$67.73 

4228VSC 

5.8 

33 

420 

280 

Int. 

$69.30 

4228BSC 

11.8 

17 

420 

280 

Int. 

$69.30 

520AS 

6.0 

28 

500 

200 

Int. 

$67.00 

520VS 

5.5 

31 

500 

200 

Int. 

$68.00 

592 5 AS 

6.0 

42 

590 

250 

Int. 

$73.50 

617V 

5.5 

30 

600 

170 

Int. 

$68.00 

620AS 

6.0 

29.5 

600 

200 

Int. 

$69.50 

624VS 

5.5 

46 

600 

240 

Int. 

$71.19 

624BS 

12 

18 

600 

240 

Int. 

$71.19 

650AS 

6.0 

39.0 

600 

250 

Int. 

$71.19 

6030BSM 

12 

23 

600 

300 

Int. 

$72.45 

6040BSM 

12 

28 

600 

400 

Int. 

$74.55 

6040CSM 

32 

10.5 

600 

400 

Int. 

$74.55 

6050DSM 

115 

4 

600 

500 

Int. 

$77.70 

2" Frame 

-61/8 

" X 41/8" X 31/2" high, 

weight 8 lbs. 

3515VB 

5.5 

18.0 

350 

150 

Con. 

$60.00 

4I5VB 

5.5 

20.0 

400 

150 

Con. 

$61.00 

415AB 

6.0 

18.2 

400 

150 

Con. 

$60.00 

11/2" Frame—5%6" x 

41 / 8 " X 

31/2" high, weight 7 lbs. 

2IOAB 

6 

6 

200 

100 

Con. 

$54.00 

251AB 

6 

7.9 

250 

100 

Con. 

$55.50 

351AB 

6 

10.9 

350 

100 

Con. 

$57.00 


FILTERS— 

Any of the above Carter Genemotors or Magmotprs can be furnished 
with complete filter mounted in metal box mounted below unit. 
Add “X” to end' of code number and following prices., 11 / 2 ^'^ and 
2" Frame Genemotor models and Magmotors, $26.00 list, 3" Frame 
Genemotor Models, $28.00 list. 

STARTING RELAYS— 

Heavy Duty solenoid contactor starting relays are available for 5.5, 
6, 12, 24, 28, 32 and 115 volt DC input. Add “R” to end of 
code number and $8.00 to list price (Relay draws 1.3 amps at 
6 volts). Seldom required on low power Magmotors. 


DUTY RATINGS 

Intermittent duty shall be considered 10 seconds on 20 seconds off. 
Continuous duty is considered 24 hours per day. 

INPUT VOLTAGES— 

Any Carter Genemotor or Magmotor can be supplied for special 
input voltages other than 6 volts. For 5.5, 12, 24, 28, 32 or 
64 volt input add $2.50 to list. For 115 volt DC input add 
$3.50 to list. 

LINE-O-LIFE* BRUSHES— 

All Carter products equipped with exclusive ‘’‘LINE'O'LIFE” Brushes. 
Takes guess work out of brush replacements. 

*TRADE MARK REG. 


See replacement parts reference chart page for other special fnodels, parts and prices. 
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CARTER SUPER CONVERTER-Changes DC to AC for 

Amplifiers‘Radios-High Power Factor equipment 



Carter Super Converter, Less Filter, 8^" Long, 
AYi” Wide, 5'" High, Weight 13 lbs. 


Wherever DC to AC Conversion is necessary, the 
Carter Super Converter provides an efficient and re*- 
liable source of AC power. Standard models are de¬ 
signed for high power factor, non-inductive AC loads 
such as amplifiers, radio receivers, (requires filtered 
converter), etc. Ball bearing equipped, 3600 RPM. 
CAUTION: Standard Super Converters will not satj?^ 
factorily operate inductive loads such as AC motors, 
low power factor transformers, etc. 

Manually operated frequency controlled Converters 
available on special order. Maintain 60 cycle output 
with a -|- or — 10% input voltage fluctuation. 

Special custom-matched Converters are also available 
for Wire and Tape Recorders, Sound Projectors, 
Television Receivers, etc. See Carter Selector Chart 

HEAVY DUTY SUPER CONVERTER 

1054 '' long, 4^" wide, 5" high, weight 19 lbs. 


Overall efficiency 60% AC voltage regulation 25%. 


Code 

DC Input 

AC Output 60 cy. 

Type 

List 

No. 

Volts 

Amps 

Volts 

(Watts) 

Duty 

Pride 

K1020G 

230 

1.3 

115 

200 

Con. 

$97.50 

K1025G 

230 

1.6 

115 

250 

Con. 

$102.50 

D1020G 

115 

2.6 

115 

200 

Con. 

$87.50 

D1025G 

115 

3.2 

115 

250 

Con. 

$92.50 

H1020G 

64 

4.8 

115 

200 

Con. 

$90.00 

H1025C 

64 

5.3 

115 

250 

Con. 

$95.00 

G1020G 

32 

10 

115 

200 

Con. 

$90.00 

C1025G 

32 

12 

115 

250 

Con. 

$95.00 

J1020G 

28 

12 

115 

200 

Con. 

$90.00 

J1025G 

28 

14 

115 

250 

Con. 

$95.00 

E1020G 

24 

15 

115 

200 

Con. 

$90.00 

E1025G 

24 

19 

115 

250 

Con. 

$95.00 

B1020G 

12 

30 

115 

200 

Con. 

$90.00 

B1025G 

12 

34 

115 

250 

Con. 

$95.00 


OUTSTANDING FEATURES 

SMALL SIZE—Smallest Rotary Converter. Lightweight. 
CARRYING HANDLE 

Easier to carry, no more “juggling” with a hot unit. 
OUTPUT RECEPTACLE—Convenient plug in AC out¬ 
let. 

ARMATURE 

Double wound, insulated ungrounded winding. Built-in 
cooling fan. 

BALL BEARINGS 

Sealed ball bearings require no lubrication or attention. 

SPECIFICATIONS 


Carter Super Converter, 40 to 150 watts models 
8}4 ^ long, wide, 5" high, weight 13 lbs. 
High power factor, 85 to 100%. Less filter. 


Code 

No. 

DC Input 
Volts Amps. 

AC Output 60 cy. 
Volts Volt-Amps 
(Watts) 

Type 

Duty 

List 

Price 

K1040C 

230 

.36 

115 

40 

Con. ' 

‘ $80.00 

K1060C 

230 

.5 

115 

60 

dn. 

$81.00 

K1080C 

230 

.6 

115 

80 

Con. 

$81.50 

KlOlOC 

230 

.8 

115 

100 

Con. 

$82.00 

K1015C 

230 

1. 

115 

150 

dn. 

$85.00 

D1040C 

115 

.7 

115 

40 

Con. 

$70.00 

D1060C 

115 

1 

115 

60 

Con. 

$71.00 

D1080C 

115 

1.1 

115 

80 

Coo 

$71.50 

DIOIOC 

115 

1.7 

115 

100 

Con. 

$72.00 

D1015C 

115 

2.0 

115 

150 

Con. 

$75.00 

H1040C 

64 

1.5 

115 

40 

Con. 

$71.00 

H1060C 

64 

2 

115 

60 

Con. 

$72.00 

H1080C 

64 

2.2 

115 

80 

Con. 

$72.50 

HIOIOC 

64 

2.5 

115 

100 

Con. 

$73.00 

H1015C 

64 

3.4 

115 

150 

Con. 

$76.00 

C1040C 

32 

3 

115 

40 

Con. 

$71.00 

C1060C 

32 

4 

115 

60 

Con. 

$72.00 

C1080C 

32 

5 

115 

80 

Con. 

$72.50' 

CIOIOC 

32 

5.5 

115 

100 

Con. 

$73.00 

d015C 

32 

7.4 

115 

150 

Con. 

$76.00 

J1040C 

28 

3 

115 

40 

Con. 

$71.00 

JI060C 

28 

4 

115 

60 

Con. 

$72.00 

J1080C 

28 

5.2 

115 

80 

Con. 

$72.50 

JIOIOC 

28 

7 

115 

100 

Con. 

$73.00 

J1015C 

28 

9 

115 

150 

Con. 

$76.00 

E1040C 

24 

3.5 

115 

40 

Con. 

$71.00 

E1060C 

24 

4.3 

115 

60 

Con. 

$72.00 

E1080C 

24 

6 

115 

80 

Con. 

$72.50 

ElOlOC 

24 

8.3 

115 

100 

Con. 

$73.00 

E1015C 

24 

10 

115 

150 

Con. 

$76.00 

B1040C 

12 

8 

115 

40 

Con. 

$71.00 

B1060C 

12 

10 

115 

60 

Con. 

$72.00 

B1080C 

12 

14 

115 

80 

Con. 

$72.50 

BIOIOC 

12 

15 

115 

100 

Con. 

$73.00 

B1015C 

12 

23 

115 

150 

Con. 

$76.00 

A1040C 

6 

15 

115 

40 

Con. 

$71.00 

A1Q60C 

6 

19 

115 

60 

Con. 

$72.00 

A1080C 

6 

25 

115 

80 

Con. 

$72.50 

AlOlOC 

6 

27 

115 

100 

Con. 

$73.00 

A1015C 

6 

40 

115 

150 

Con. 

$76.00 


FILTERS—Available on all Super Converters. Eliminates Converter 
noise on most frequencies from 560 KC to 54 MC. Filter mounted in 
cast aluminum housing below Converter. Add "X” to Code Number 
and $25.00 to list. 

FREQUENCY CONTROL—Manually operated frequency control avail¬ 
able on all models. Complete with vibrating reed meter, and rheostat 
control in aluminum housing. Add $60.00 to list. 

FOR LOW COST—“Change-a-Cycle” Frequency Control, add “A” to 
end of Code No. and $10.00 to list. 

VOLTAGE-FREQUENCY—^Add $5.00 to list for 50 cycle output. 
Add $10.00 to list for 230 volt D.C. input. 


See Carter Selector Chart for Wire and Tape recorder, Television receivers, etc., recommended Converters. 
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Converters 


CUSTOM CONVERTER 
300-400-500 WATT, 11 5 V. 
60 CYCLE AC OUTPUT 



The Custom is the latest addition to the Carter line of small 
DC to AC rotary converters. Created to meet the demands 
for a compact and highly efficient two pole rotary converter, 
the Custom has been designed especially for amplifiers, office 
business machine, marine and mobile communications and 
high quality tape recorder requirements. 

The Custom is the only small rotary converter manufactured 
in recent years that has been expressly created to incorporate 
in its design all of the new materials and technical improve¬ 
ments developed in the past few years. 

High Power Factor —85 to 100% Less Filter 

Cast aluminum base with rubber feet supplied, as illustrated. 
Average efficiency, 60% all models listed less filter single phase output only. 
Regulation approximately 20% from no load to full load. 

300 watt, ll%" long, Sfj" wide, lO'A" high — Weight 38 lbs. 

400 and 500 watt, I2%" long, 61?" wide, lO'/z" high — Weight 44 lbs. 


Code DClnput AC Output 60 Cy. Type Temp. List 
No. Volts Amps. Volts VVdtts Duty Rise°C Price 


230 

Volt 

r K1030CP 
\ K1040CP 
[ K1050CP 

230 

230 

230 

2.3 

2.8 

3.5 

115 

115 

115 

300 

400 

500 

Con. 

Con. 

Con. 

50° 

50° 

50° 

$190.00 

$220.00 

$225.00 

115 

rD1030CP 

115 

4.6 

115 

300 

Con. 

50° 

$180.00 

Volt 

\ D1040CP 

115 

5.6 

115 

400 

Con. 

50° 

$210.00 


[D1050CP 

115 

7 

115 

500 

Con. 

50° 

$215.00 

64 

rHl030CP 

64 

8.2 

115 

300 

Con. 

50° 

$183.50 

Volt 

\ H1040CP 

64 

10 

115 

400 

Con. 

50° 

$213.50 


[H1050CP 

64 

12.5 

115 

500 

Con. 

50° 

$218.50 

32 

r C1030CP 

32 

19 

115 

300 

Con. 

50° 

$183.50 

Volt 

C1040CP 

32 

21 

115 

400 

Con. 

50° 

$213.50 


[ C1050CP 

32 

25 

115 

500 

Con. 

50° 

$218.50 

28 

r J1030CP 

28 

20 

115 

300 

Con. 

50° 

$183.50 

Volt 

\ J1040CP 

28 

24 

115 

400 

Con. 

50° 

$213.50 


[ J1050CP 

28 

28 

115 

500 

Con, 

50° 

$218.50 

24 

r E1030CP 

24 

22 

115 

300 

Con. 

50° 

$183.50 

Volt 

\ E1040CP 

24 

28 

115 

400 

Con. 

50° 

$213.50 


[ E1050CP 

24 

33 

115 

500 

Con. 

50° 

$218.50 

12 

Volt 

B1030CP 

12 

45 

115 

300 

Con. 

50° 

$185.00 


3 00 Watt Largest Continuous Duty Output Available for 12 Volt Input. 


FREQUENCY CONTROLLED CUSTOM 
FOR PROFESSIONAL AND 
BROADCAST TAPE RECORDING 



The new Custom Converter with manual frequency control 
has been developed to provide a portable DC to AC power 
source for professional and broadcast tape recorders, heavy 
duty electronic measuring devices, and Tape recorder-AC 
motor driven camera combinations. Now for the first time, 
sufficient frequency constant AC power is available to operate 
this type of equipment from DC lines or battery source. 

The rheostat control and the frequency meter are mounted in 
the attractive aluminum housing. A noise filter is also avail¬ 
able in the same housing, although it is not usually necessary 
for operating recorders, amplifiers or other audio devices. 
Filtering is required when radios or other RF circuits are 
operated from the converter. 

Convenient recessed DC male plug is furnished for 32, 64, 
115 and 230 volt DC input models. 12, 24 and 28 models 
are equipped with heavy stranded input leads for battery con¬ 
nections, as shown. A flush AC mounted receptacle is supplied 
on all models for quick AC connections. The sturdy carry¬ 
ing handle allows the converter to be moved immediately after 
its operation, a life-saver for taping remote broadcasts. 

Each model must be designed to properly match the power 
factor, voltage, frequency, and load requirements. Any of the 
Custom models can be furnished with frequency control. 
Model listed below has been laboratory tested and is matched 
to provide perfect operation. Kindly send your special require¬ 
ment to the factory for prompt and careful consideration. 


Frequency 

Controlled 

Custom Converters I 

Recorder Model 

CUSTOM CONVERTER MODEL 

Ampex 400A-401A 

12V 

28V 

II5V 

Magnecord 

BRI02ICP 

JRI02ICP 

DRI02ICP 

Binaural 

$255.00 

$255.00 

$255.00 


300 watt with Frequency Control, liys" long, 6U" wide, lO'A" high. 
Weight 44 lbs. 

400 and 500 watt. 125/8” long, 6U'' wide, lO'A” high — Weight 54 lbs. 
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Whenever DC to AC Rotary Converters are used to power wire and tape recorders or other similar recording equipment, the 
Converter AC output frequency and Converter Power Factor must be perfectly matched to the recorder load to assure proper 
recording and play back performance. Most wire and tape recorders are of medium Power Factor design, approximately 
70%. Standard high power factor (85 to 100%) Rotary Converters therefore will not operate the recorders properly as 
this type Converter will produce higher AC voltage and frequency because of the inductive recorder load. It is imperative 
merefore, only factory-tested and recommended Converters be selected for wire and tape recorder operation. 

The equipment listed below has been laboratory-tested and the correct Carter Converter recommended for each model. Use 
this chart for your recorder Converter requirements. If the equipment is not listed on the chart, please write to the factory 
and information will be supplied, if available. 


WIRE AND TAPE RECORDER CONVERTERS 70% P.F. 

EQUIPMENT 


CARTER CONVERTER 

MODEL AND DC INPUT 

MAKE & MODEL 

6 Volt 

12 Volt 

11 5 Volt 

Size and Weight 

.. ' 
WATT 

/Air King 750, Ampro 730-731 

Crescent H22A1, Knight Wire 

IWeb-Cor 80-180-228-18 

IWUcox-Gay 8-U-12, Wireway 
/Edison Voicewriter and VP (for 
\115 V. DC only) 
j Dictorel 

AI060CW^ 
(29 amps drain) 

$72.00 

BI060CW 
(14 amp drain) 

$72.00 

DI060CW 
(1 amp drain) 

$71.00 

S'A" L, 41/2" W. 5" H 
Wt. 13 lbs. 

WITH I 
FILTER 1 

Pentron 748 and C-2 
^Wiretone MR-6 

AI060CWX 
(29 amps) 

$97.00 

BI060CWX 
(14 amps) 

$97.00 

DI060CWX 
(1 amp) 

$96.00 

8V4" L, 41/2" W. 7172" H 
Wt. 15 lbs. 

80 ^ 
WATT 

< 

....:. 1 

/Bell Record-O-Fone RT50-RT65B 
[Crestwood CP201, Dukane 

Eicor 1000-15-115, Gray Audograph 
[General Industries Foundation Unit* 
iKnight Tape, Peirce 55B 

IMasco D37, LD37, DC37 
'Pentron T-3. 9T3, 9T3C--RCA 
\ Revere T-100, T-500 Saies-O-Matic LR-1 
jTape Master Foundation Unit** 

Web-Cor 210-1 

Wilcox-Gay l-C-IO, 2-C-10. 3F10 

AI080CW 
(31 amps drain) 

$72.50 

BI080CW 
(15 amps drain) 

$72.50 

Dl08(x:w 

(1.5 amps drain) 

$71.50 

81/4” L. 41/2” W. 5” H 

Wt. 13 lbs. 

WITH ] 
FILTER 

Revere tR-206, tR-6bd 

1 Masco LD37R 

Ultratone PT-9 

AI080CWX BI080CWX 

$97.50 $97.50 

(These Converters equipped with 

Dibsbcwx 

$96.50 

filter to operate 

8'74” L. 41/2" W, '71/2" H 
Wt. 15 lbs. 
radio section also) 

1 

(Brush BK411-414 

BK-442-BK443P 

AI090CW4 
(35 amps drain) 

$82.00 

BI090CW4 
(17 amps drain) 

$82.00 

DIOIOCW 
(2 amps drain) 

$72.00 


130 I 

WATT ] 

Berlant Concertone Model 1401, 1501 

Brush BK401-403 

ICrescent H19A1, Revere T-TOO 

Magnecord PT6-PT6-JA-PT63-Voyager 

1 Peirce 260-265-270—Reelest 

Webster Racine, Ekotape 101-109-1:11 

A1010CW4 
(35 amps drain) 

$84.00 

BI010CW4. 

(17 amps drain) 

$84.00 

DIOIOCW 
(2 amps drain) 

$72.00 

6 & 12 Voit 

101/4" L, 41/2" W, 5" H 
Wt. 18 lbs. 

115 Volt 

S’A" L, 4'/2".W, 5" H 

Wt. 13 lbs. 

210 I 

WATT \ 

Ampex 400A-401A, Magnecord Binaural 

♦Including average recorder amplifier 
♦♦Including Preamplifier only 

6 Volt 

not recommended 

B1021 CP 

$180.00 

DI02ICP 

$180.00 

Il%" L, 6fi" W, 71/4" H 
Wt. 38 lbs. 


SOUND PROJECTORS AND PHONO MOTOR CONVERTERS 

Ampro Premier 20 & 30, Beil & Howell No. 179, DeVry Super No. 16, Victor Lite Weight*, Victor Triumph No. 60*, Victor Sonomaster*, 

General industries RM4, Green Flier Dual Speed.D1015C.$75.00 

♦Victor Animatograph Co. CONVERTER OPERATES SOUND AMPLIFIER ONLY, NOT PROJECTOR LAMP OR MOTOR. 

WILL NOT OPERATE PROJECTORS FROM BATTERY INPUT. 115 OR 230 VOLT D.C. INPUT ONLY 


CARTER TELEVISION CONVERTERS 


100 to 130 WATTS 

130 to 160 WATT$ (some 17** - 20* 

160 to 190 WATTS (most 17** to 21 

190 to 250 WATTS (larger sets). 

250 to 300 WATTS (larger sets) 


- 21** models) 
models). 


6 V. 12 V. 28 V. 

A10I3CT BI0I3CT $86.00 JI0I3GT $86.00 

$86.00 1 BI0I6CT 93.50 JI0I3CT 93.50 

Not I BI0I9CU 95.00 JI0I9CT 95.00 

Available f BI025CPT 190.00 JI025CPT 190.00 

for 6 V. J BI030CPT 195.00 J1030CPT ,195.00 


115 V. , 

DI0I3CT $84.00 
Dl0r3CT ' 89.00 
DI0I9CT 93.00 
DI025CPT 188.00 
D1030CPT 193.00 


Other Carter Produtts 


SUPER- 
DYNAMOTOR 

For aircraft, marine, 
police and railroad 
communications. In¬ 
put voltages range 
from 5.5 v. DC to 
I 15 V. DC . . . out¬ 
puts from 400 v. to 
1000 V. DC. Speci¬ 
fied by leading airlines, marine, and mobile radio 
manufacturers. Size S'A" x 4A". Weight l|3^ lbs. 





INDUCTOR 
ALTERNATOR 

Provides mobile 
high frequency AC 
power (400 to 800 
cycles), up to 150 
watts, from DC 
source. Perfect for 
aircraft, geophysi¬ 
cal. Government and 
laboratory research. Can also supply up to 400 v. 
DC plate voltage if necessary. 




Write for Catalogs 
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REPLACEMENT PARTS REFERENCE CHART 

Use this handy chart for ordering the correct CARTER Replacement Dynamotor or Replacement 


WoUie Radu 


Mfg. 

Model 

No. 

frequency 

Carter 

Model 

No. 

List 

Price 

Carter 

Armature 

No. 

Armature 

List 

Price 

Input 
Brushes 
& List 

Per Set 

Output 
Brushes 
& List 
. Per Set 

Ball 

Bearings 
& List 

Per Each 

Doolittle 









PFY-2 

30-40 








PFY-2A 

MC-FM 

4726VS 

$69.00 

233-2 

S30.00 

No. 7 

No. 2 


PFY-3 






$1.20 

80c 

37KVL 

PFY-3A 








$2.50 

PFY.12 

152-162 

4726VS 

$69.00 

233-2 

$30.00 

No. 7 

,.No. 2 



MC-FM 





$1.20 

80c 


Federal 









FT-125-B- 









25AZ 

152-162 

4037AS 

$71.40 

179-2 

$30.00 

No. 7 

No. 2 



MC-FM 





$1.20 

80c 


FT-110- 

30-44 

5915AS 

$63.00 

252-2 

$30.00 

No. 7 

No. 2 

37KVL 

25AZ 

MC-FM 





$1.20 

80c 

$2.50 

FT-110- 

30-44 

5925AS 

$73.50 

261-2 

$30.00 

No. 7 

No. 2 


50AZ 

MC-FM 





$1.20 

80c 


General 









Electric 









MC202 

152-162 

MVS415 

$61.50 

360-4 

$27.25 

No. 18 

No. 9 



MC-FM 

Transmitter 




$1.20 

80c 




MA251 

$56.50 

300-6 

$26.00 

No. 23 

No. 9 

37KVL 



Receiver 




$1.20 

80c 

$2.50 

MC-1 

30-44 

617V 

$68.00 

279-2 

$30.00 

No. 7 

No. 2 


MC-2 

MC-FM 





$1.20 

80c 


MC.3 

30-44 

624VS 

$71.19 

309-2 

$30.00 

No. 7 

No. 2 



MC-FM 





$1.20 

80c 


Harvey 









505 

30-44 

620VS 

$70.00 

307-2 

$30.00 

No. 7 

No. 2 


506 

MC-FM 





$1.20 

80c 

37KVL 

542 

152-162 

620VS 

$70.00 

307-2 

$30.00 

No. 7 

No. 2 

$2.50 


MC-FM 





$1.20 

80c 


Kaar 









FM50X 

30-44 

6175VS 

$69.00 

278-2 

$30.00 

No. 7 

No. 2 

37KVL 


MC-FM 

early model 




$1.20 

80c 

$2.50 



530VS 

$70.00 








late model 







, FMIOOX 

1600-6000 

VSF820 

$98.00 

360-2- 

$40.00 

No. 30 

No. 14 

38KVL 


KC 





$1.20 

80c 

$2.50 

PTL-46X 


VSF820 

$98.00 

360-2 

$40.00 

No. 30 

No. 14 








$1.20 

80c 


FM-175X 

152-162 

4232VS 

$69.83 

231-2 

$30.00 

No. 7 

No. 2 

37KVL 


MC-FM 





$1.20 

80c 

$2.50 

Mobile 









Communi¬ 









cations 









(Taxi- 









Talkie) 









MFM-25- 









150 

150t170 

450AS 

$67.00 

175-2 

$30.00 

No. 7 

No. 2 

37KVL 


MC-FM 





$1.20 

80c 

$2.50 

MFM-25- 









150B 

150-170 

520AS 

$67.00 

208-2 

$30.00 

No. 7 

No. 2 



MC-FM 





$1.20 

80c 


Motorola 









P8050 

30-44 

617V 

$68.00 

279-2 

$30.00 

No. 7 

No. 2 

37KVL 


MC-FM 





$1.20 

80c 

$2.50 

P8051 

30-44 

624VS 

$71.19 

309-2 

$30.00 

No. 7 

No. 2 



MC-FM 





$1.20 

80c 


P8051 

30-44 

VSF630 

$91.00 

276-2 

$40.00 

No. 30-$ 1.20 

No. 14 

38KVL 

P8661 

MC-FM 

VSF6237M 

$95.00 

301-2 

$40.00 

No. 25-$1.20 

80c 

$2.50 

P8317 

152-162 

4228VS 

$67.73 

207-2 

$30.00 

No. 7 

No. 2 

37KVL 

P8431 

MC-FM 

4228VSC 

$69.30 

195-2 

$30.00 

$1.20 

80c 

$2.50 

RCA 









M1-7771A 

30-44 

6175VS 

$69.00 

278-2 

$30.00 

No. 7 

No. 2 

37KVL 


MC-FM 





$1.20 

80c 

$2.50 

Ml-31514 

152-162 

3732VS 

$69.30 

176-2 

$30.00 

No. 7 

No. 2 



MC-FM 





$1.20 

80c 


M1-7772A 

30-44 

VSF627 

$90.00 

274-2 

$40.00 

No. 30 

No. 14 

38KVL 


MC-FM 





$1.20 

80c 

$2.50 

Radio 









Specialties 









Mfg. Co. 









1096-1-1 


520AS 

$67.00 

208-2 

$30.00 

No. 7 

No. 2 

37KVL 







$1.20 

80c 

$2.50 

1114-1147 


520VS 

$68.00 

231-2 

30.00 




Wilcox 









Electric 









358A 

152-162 

4228VS 

$67.73 

207-2 

$30.00 

No. 7 

No. 2 

37KVL 


MC-FM 





$1.20 

80c 

$2.50 
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- ^i^mrfiw0u - 

Battery Eliminators increased brilliance 

to any TV picture tube. 


"Manufacturers of 
electronic equipment 
since 1928" 



Eliminator 


For 6-volt radios. 

Designed with 
separate outputs 
for the vibrator 
and the filaments 
eliminating vibra¬ 
tor disturbance as¬ 
suring high fidel¬ 
ity radio perform¬ 
ance. Often used as a -trickle battery 
charger. 

Provides: Two isolated sources of 6 Volts 
D,C. at 11/2 ampS/ ox when con¬ 
nected in parallel—3 amps. 
35 / 8 " X eVs" X 51 / 2 " ~ 7 lbs. 



Suggested 

List 


Model 

Battery 

Eliminator 


For 2 volt radios 
with 4 to 8 tubes. 
Designed to sup- 
ply "A" and "B" 
- power under 

varying line volt¬ 
ages and loads. Provides hum-free operation without distor¬ 
tion or "motor boating". Fits in back of battery radios as 
well as battery compartments of most portables. 

Provides: "A" 2 Volts D.C. at 750 M.A. Suggested 

"B" 135 Volts D.C. at 25 M.A. List 

tapped at 112-v, 90 v and ^ a 

67 V. $nfl75 

2l^" X 47 / 8 " X 6-13/16" — 4 lbs. XM 

UL APPROVED WITH 3 YEAR GUARANTEE! 




"TV TUBE 
BRITENER" 

Suggested 



• Prolongs tube bril¬ 
liance; fully auto¬ 
matic 

• Isolates filament; 
relieves cathode- 
filament shorts. 

• Works on all sets 
and all makes of 
sets with only one 
model 

• Permanently plugged in 
into television set with* 
out wiring or soldering 

• Less than 3 minutes to 
install 

• Made to sell; packaged 
to sell 

• Producing sales every¬ 
where 

• Standard R.M.A. war- 




• Brings out lost sharpness 
and detail 

• Just plug it in and picture 
brightens 

• Automatic ... no switching 
or wiring 

• NOW ... all sets will have 

normal pictures easily and 
quickly — ~ 

• Low price . . . many sales 

NOW ... in seconds have brighter television pictures, by 
easily installing C-BRITE. Designed for sets with parallel- 
wired filaments with magnetic or electrostatic focus tubes 
of any size, using the duo-decal base. 
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electror 

iD ® 

- tefimr fmeiu - 

TV VOLTAGE REGUUTOR 


"Manufacturers of 
electronic equipment 



STOCK NO. D-101 


Engineered^ and designed to insure maximum performance of 

any television set by returning full height and width of pic¬ 
ture when low line voltage distorts picture. 

• Reduces tube failures — increases set sensitivity 

• Eliminates intermittent sync and oscillator drift caused 
by low line voltage 

• 300 watt rating • . . ample for most requirements on 
line voltage from 90 to 135 volts 

• Automatically operated . . . turns on and off with set 
or appliance 

• Selector switch permits boosting or lowering of voltage 

• Simple external plug-in ... 10 second installation aids 
over the counter sales 

• Reduces low line or high line hazards to electrical 
equipment 

Envelope staffers available without charge 


Suggested 

List 

Price 




^TV TUBE 

\ I y 


V I \\- 




Here is engineering at its peak! Use this 
unit for sets with parallel-wired or series 
wired filaments; relieves cathode-filament 
short problems. 


STOCK NO. 
C-301 


Suggested 
List Price 

$^45 


ONE UNIT FOR ALL 
SETS . . . AND TO RE¬ 
LIEVE CATHODE-FILA¬ 
MENT SHORTS. 



Isolation type transformer gives normal 6.3V to fila¬ 
ment to relieve cathode-filament short problems cif 
7.8V to increase cathode emission and restore lost 
brightness. Simple switch allows quick selection . . . 
unique design allows operation as constant voltage 
(parallel wired sets) or constant current (series wir^ 
sets) transformer. 


TV Insulated : 
High yoltdgel 
Grid Cap ; 
Assembly | 



Black bakelite cap with molded corona 
guard . . .10"'— 20KV dual wall poly¬ 
ethylene lead fdr 14" or %" caps. 

STOCK NO. M-ipi - cap . . . 

■ ■ Suggested list 40c 

STOCK NO. M-102 - 3^" cap . . . 

- Suggested list 40c 


TV 
High 
Voltage 
Spring Clip 
Assembly 


Heavy tension spring clip, tin-plated . . . 
10" — 20KV dual wall polyethylene lead 
for 14" or caps. 

STOCK NO. M-103 - 14" cap . . . 

Suggested list 40c 
STOCK NO. M-104-3/s'' cap . . . 

Suggested list 40c 



Replacement 

Socket 


Our Perma-Power U.L. socket with 5 or 
6 leads . . . 20" long, #22 U.L. wire . . . 
RMA colors. 

STOCK NO. L-501 - five 20" leads . . . 

Suggested list 90c 
STOCK NO. L-601-six 20'' leads . . . 

Suggested list $1.00 

TV Tube Extension 

Similar to Replacement Socket, but with 
48" leads and the 6MI tube base. Use 
for set to good tube, or tube to good set. 

STOCK NO. L-604 - six 48" leads . . . 

Suggested list $2.15 
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DYNAMOTORS 


CONVERTERS 


GOTHARD DYNAMOTORS 

The GOTHARD Model “GP-26” is especially designed and built for Mobile Transmitter 
applications, intermittent duty. Length 7^", Diam. 3^", Height 4", Weight 8% lbs. 


INPUT 


OUTPUT 


Approx. 

App. 

Volts 

Amps. 

Volts 

MA 

Watts 

Effic. 

Reg. 

5.6 

24 

400 

200 

80 

60% 

17% 

5.6 

26 

600 

150 

90 

61% 

18% 

5.6 

29 

400 

250 

100 

61% 

19% 

5.6 

31 

620 

170 

106 

61% 

20% 

5.6 

33 

500 

225 

112 

61% 

21% 

6.6 

34 

420 

280 

118 

62% 

22% 

6.0 

40 

400 

375 

150 

63% 

25% 


Prices upon request. Submit your special requirements to our engineers. 

Also supplied for 12, 14, 24, 28, or 32 Volt input 

For continuous duty applications. Models GP-12, GP-17 and GP-26 cover wattage ratings 
from 20 to 80 Watts. Input voltages 6, 12, 24, or 32. 

GP-12: Length Diam. 3%", Height 4", Weight 5% lbs. 

GP-17: Length 6^/4", Diam. 3^", Height 4", Weight 6 lbs., 

GP Models have steel mounting bases; width 4-^". 


GOTHARD AIRCRAFT DYNAMOTORS 


Frame 

INPUT 

OUTPUT 

Size 

Volts 

Amps. 

Volts 

MA 

DS-12 

12 

2.6 

250 

60 

DS-17 

12 

3.6 

250 

90 

SP-12 

12 

4.0 

260 

100 

SP-17 

12 

6.2 

300 

125 

SP-22 

12 

6.4 

400 

125 

SF-20 

12 

8.4 

400 

160 

SF-25 

12 

10. 

500 

160 


Length 

4%" 

51/4" 

6 " 

eVs" 

7" 

6%" 


Diam. 

2%" 

2%" 

SVs" 

31/2" 

31/3" 

4'' 

4" 


Weight 

2%" 

3%" 

4%" 

5%" 

SVs" 

9%" 


Prices upon request. Submit your special requirements to our engineers. 

Above ratings are continuous duty with temperature of 40*C. 

Also supplied for 6, 14, 24, 28, or 32 Volt input. “SP" and “SF” dynamotors may be 
supplied in fan-ventilated construction as types “SPF” and “SFF”. Prices upon request. 


MODEL “GP-26” DYNAMOTOR 


MODEL “SF-20” DYNAMOTOR 



MODEL “AK-15” CONVERTER (With Filter) 


MODEL “BK-35” CONVERTER (Less Filler) 


Model 

GOTHARD ROTARY CONVERTERS 

TYPE “K” 3600 RPM (60 Cycle) • 3000 RPM (50 Cycle) 

OUTPUT at 90% P.F. App. Net Wt. List: 

Frame INPUT A.O. VA at VA at Oonv. Add for Less 

Price 

With 

No. 

Size 

Volts 

Amps. 

Volts 

60 cy. 

50 cy. 

only 

Filter 

Filter 

Filter 

6K11 

AK-15 

6 

36 

110 

110 

90 

24# 

6# 

$88.55 $112.60 

12K11 

AK-15 

12 

18 

110 

110 

90 

24# 

6# 

88.55 

112.60 

12K16 

AK-25 

12 

24 

110 

160 

125 

29# 

6# 

108.80 

141.70 

24K11 

AK-15 

24 

9 

110 

110 

90 

24# 

6# 

88.55 

112.60 

24K20 

AK-25 

24 

14 

110 

200 

160 

29# 

6# 

108.80 

141.70 

24K30 

BK-22 

24 

19.4 

110 

300 

250 

38# 

6# 

151.25 

169.95 

24K50 

BK-35 

24 

30.4 

110 

500 

400 

4B# 

6# 

175.45 

201.15 

3K11 

AK.15 

32 

6.2 

110 

110 

90 . 

24# 

6# 

81.00 

105.00 

3K20 

AK-25 

32 

10.4 

110 

200 

160 

29# 

6# 

101.20 

134.10 

3K30 

BK-22 

32 

14.5 

110 

300 

250 

38# 

6# 

127.80 

161.95 

3K50 

BK-35 

32 

22.0 

IIQ 

600 

400 

46# 

6# 

158.15 

193.55 

3K75 

CK-35 

32 

34 

lid 

750 

600 

68# 

,7# 

231.50 

288.45 

4K11 

AK-15 

48 

4.4 

110 

110 

90 

24# 

6# 

88.55 

112.60 

4K20 

AK-25 

48 

7.0 

110 

200 

160 

29# 

6# 

108.80 

141.70 

4K30 

BK-22 

48 

9.7 

110 

300 

250 

88# 

6# 

151.25 

169.95 

4K50 

BK-35 

48 

15.2 

110 

500 

400 

46# 

6# 

175.45 

201.15 

4K75 

CK-35 

48 

22.7 

110 

760 

600 

68# 

7# 

231.50 

287.35 

IKll 

AK-15 

115 

1.8 

110 

110 

90 

24# 

6# 

81.00 

105.00 

1K20 

AK-25 

115 

3.0 

110 

200 

160 

29# 

6# 

101.20 

134.10 

1K30 

BK-22 

115 

4.2 

110 

300 

260 

38# 

6# 

127.80 

161.95 

1K50 

BK-35 

115 

6.6 

110 

500 

400 

46# 

6# 

158.15 

193.55 

1K75 

CK-35 

115 

9.4 

110 

750 

600 

68# 

7# 

231.50 

288.45 

IKIOO 

CK-35 

116 

12.4 

110 

1000 

800 

80# 

7# 

283.40 

358.00 

2K11 

AK.15 

230 

.9 

110 

110 

90 

24# 

6# 

84.80 

108.80 

2K20 

. AK-25 

230 

1.5 

110 

206 

160 

29# 

6# 

105.00 

137.90 

2K30 

BK-22 

230 

2.1 

110 

300 

260 

38# 

6# 

131.60 

165.75 

2K50 

BK-35 

230 

8.3 

110 

500 

400 

45# 

6# 

161.95 

197.35 

2K75 

CK-35 

230 

4.7 

110 

760 

600 

68# 

7# 

235.30 

292.25 

2K100 

CK-35 

230 

^.2 

110 

1000 

800 

80# 

7# 

287.20 

361.80 


Also supplied for Marine Type Filter, 220 Volt A.C., Output, and automatic frequency 
control, manual frequency control, 28, volts input, 1500 V.A. output, 50 cycles. Prices 
upon request. 

Ball Bearings are standard on all models. 
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CHICAGO STANDARD TRANSFORMER CORPORATION 


STANCOR TRANSFORMERS 

AND RELATED COMPONENTS 



TELEVISION COMPONENTS 

This section contains only specific television components. Consult following Stancor pages for 
other audios, powers and chokes having extensive application in television, radio and electronics. 


POWER TRANSFORMERS—ALL PRIMARIES FOR 117V, 60 CYCLE OPERATION 


Part 

Plate Supply 


Rect. 

Fil. Other Fils. 

Height 

Base 

Mtg. 

Mtg. 

Shpg. Wt. 

List 

No. 

AC Volts 

DC Ma. 

Max. DC Ma.# 

Volts 

Amps. Volts 

Amps. 

Overall 

Area 

Ctrs. 

Type 

in Lbs. 

Price 

P-8158 

117 

200 



6.3 

4.25 

3^ 

3% X 4H 

24 X 346 

MJ 

6.2 

$15.85 






6.3 

4.0 












6.3 

2.0 







P-8168 

220-0-220 

330 


5.0 

3.0 6.31 

6.5 

4y8 

3hx4y 

3 x34 

Mt 

10.5 

26.65 


130-0-130 

220 



6.31 

6.5 












or 12.6 CTt 

6.5 







P-8155 

225-0-225 

90 

105 

5.0 

2.0 6.3 

5.15 

SH 

2^46 X 3H 

24 X 2^4 

M 

4.5 

11.10 

PM8418 

230-0-230 

50 



6.3 

2.5 

2% 

21^x3 

2 x24 

M 

2.2 

6.55 

PIVI8419 

240-0-240 

70 



6.3 

3.0 

2% 

23^x3 

2 x 23 ^ 

M 

2.6 

7.50 

PC8403 

250-0-250 

70 


5.0 

2.0 6.3 CT 

2,5 

3^6 

2Hx3y8 

2 x246 

C 

3.2 

8.40 

PM8403 

250-0-250 

70 


5.0 

2.0 6.3 CT 

. 2.5 

33^ 

2Hx3 

2 x24 

M 

3.2 

8.40 

P-8167 

280-0-280 

400 

450 

5.0 

6.6 6.3 

4.5 

6 

3% X 44 

346 X 446 

MX 

13.0 

28.50 






6.3 

8.5 







P-8164 

300-0-300 

225 

250 

5.0 

3.0 6.3 

9.0 

4M 

346^448 

24 X 346 

Mt 

7.5 

20.10 

PM8407 

325-0-325 

55 


5.0 

2.0 6.3 CT 

2.0 

3H 

2Hx3 

2 x24 

M 

3.2 

7.60 

P-5059§ 

337.5-0-337.5 

200 

225 

5.0 CT 

3.0 6.3 CT 

5.0 

4% 

44 X 4 

3 X 354 

C 

9.6 

16.90 

PC8408 

340-0-340 

70 


5.0 

2.0 6.3 CT 

2.5 

m 

3 x3^ 


C 

3.8 

8.60 

PM8408 

340-0-340 

70 


5.0 

2.0 6.3 CT 

2.5 


2V8 X 348 

24 X 2^46 

M 

3.8 

8.60 

P-8166 

340-0-340 

330 

360 

5.0 

6.0 6.3 

2.5 

6 

3^46 X 44 

334 X 434 

Mt 

13.0 

29.55 






/6.3t 

5.0 












16.31 

5.0 












or 12.6t 

5.0 







PM8409 

350-0-350 

90 


5.0 

2.0 6.3 CT 

3.0 


248 X 3H 

X Z'Jli 

M 

4.5 

9.60 

P-8165 

350-0-350 

180 


5.0 

3.0 6.3 

2.0 

4^ 

34x442 

3 x34 

Mt 

11.0 

26.80 


220-0-220 

70 



6.3 

10.0 







P-8160 

358-0-358 

185 


5.0 

3.0 6.45 

12.0 

4K 


3 x34 

~M 

9.6 

20.25 


166-0-166 

65 











PC8410 

360-0-360 

120 


5.0 

3.0 6.3 CT 

3.5 

4 

34x34 

X 246 

C 

5.5 

10.60 

PM8410 

360-0-360 

120 


5.0 

3.0 6.3 CT 

3.5 


34x34 

242X348 

M 

5.5 

10.60 

P-8159 

360-0-360 

250 

290 

5.0 

3.0 5.0 

2.0 


3% X 44 

3?4 X 446 

Mt 

10.0 

23.50 






6.3 

8.0 












6.3 

0.6 







P-8156 

365-0-365 

295 

340 

5.0 

6.0 5.0 

2.0 


3% X 44 

346 X 434 

Mt 

16.5 

29.15 






12.6 CT 

5.0 







P-8163 

370-0-370 

190 

225 

5.0 

3.0 6.3 

7.75 

5H6 

3^46X44 

33^6 X 41^6 

Mt 

10.8 

20 b 






6.3 

1.2 







P-6315 

370-0-370 

275 

310 

5.0 CT 

3.0 6.3 CT 

7.0 

4H 

34x44 

3 x34 

M 

9.3 

19.50 

PC8411 

375-0-375 

150 


5.0 

3.0 6.3 CT 

4.5 

4% 

34x4 

24 X 2% 

C 

5.8 

12.70 

PM8411 

375-0-375 

150 


5.0 

3.0 6.3 CT 

4.5 

3H 

34x44 

24 X 346 

M 

5.8 

12.70 

P-8154 

375-0-375 

205 

230 

5.0 

3.0 5.0 

2.0 

4H 

34x44 

3 x3^ 

M 

9.1 

18.50 






6.3 

5.6 







P-8171 

375-0-375 

225 

250 

5.0 

3.0 6.3 

2.0 

5 

34 X 44 

3 x3^ 

M3t 

10.5 

23.60 






6.3 

9.0 







P-8162 

380-0-380 

180 

210 

5.0 CT 

3.0 6.3 

9.0 

5H 

44x346 

24 X 346 

M3t 

9.0 

19.25 

P-8169 

380-0-380 

220 

250 

5.0 

3.0 6.3 

1.2 

4H 

34x44 

3 x34 

Mt 

10.5 

23.65 






/6.3t 

5.0 












16.31 

7.0 












or 12.61 

5.0 







P-8170 

380-0-380 

220 

250 

5.0 

3.0 6.3 

1.2 

4H 

4 X 44 

3 x346 

C 

10.5 

23.00 






i6.3t 

5.0 












16.31 

7.0 












or 12.6t 

5.0 







P-8157 

385-0-385 

195 


5.0 

3.0 6.3 

7.65 

4H 

34x44 

3 x3^ 

M 

11.1 

25.10 


235-0-235 

105 


5.0 

2.0 6.3 

0.6 












5.0 

2.0 







P-8161 

385-0-385 

230 

270 

5.0 

3.0 6.3 

9.0 

546 


346 X 434 

Mt 

11.8 

26.85 





5.0 

2.0 








PM8412 

400-0-400 

200 


5.0 

3.0 6.3 CT 

5.0 

SVs 

34x44 

3 x3M 

M 

8.2 

14.30 

PC8413 

400-0-400 

250 


5.0 

4.0 6.3 CT 

5.0 

4H 

4 X 44 

3 X 3 54 

C 

10.0 

17.95 


^Loading to maximum DC MA will have no appreciable effect on the service or life of the transformer. 
fMay be used as 6.3V windings or in series as 12.6V C.T. 

iWith copper shorting band to reduce external magnetic field. §Primary for 117/107 volts. 
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TELEVISION COMPONENTS 

CHICAGO STANDARD TRANSFORMER CORPORATION 


FILAMENT TRANSFORMERS 

Part 

No. 

Secondary 

Volts 

Amps. 

RMS. V. 
Insiil. 

Primary 

Volts 

Height 

Overall 

Base 

Area 

Mounting 

Centers 

Mtg. 

Type 

Shpg. Wt. 
in Lbs. 

List 

Price 

P-3064 

6.3 GT 

6.0 

2,500 

117 

SVs 

2Hx2y8 

2x2 

B 

2.4 

$6.25 

P-5014 

6.3 CT 

3.0 

2,500 

117 

SVs 

2Mx2H 

2x1% 

B 

2.0 

5.15 

P-6134 

6.3 CT 

1.2 

2,500 

117 

m 

2 ^x1^ 

2 ^ 

A 

0.8 

2.90 

P-6308 

6.3 CT 

10.0 

2,500 

117/107 

SH 

2^x23^ 

2}ix2He 

N 

3.4 

7.50 

P-8190 

6.3 

1.2 

5,000 

117 

2 

3MxlM 

We 

A 

1.0 

3.80 

P-8191 

6.3 

1.2 

5,000 

6.3 

2 

3Mxl^ 


A 

1.0 

4.10 


HORIZONTAL DEFLECTION and HIGH VOLTAGE TRANSFORMERS 


Part 

No. 

Approx. 
Anode KV# 

Max. 

Scan. 

Replacement Application 

Height 

Overall 

Base 

Area 

Mtg. 

Type 

Shpg. Wt. 
in Lbs. 

List 

Price 

A-8119t 

13-14 

53° 

Exact Repl. RCA 211T5 

m 

2Hx3% 

HO 

1.8 

$11.60 

A-8127 

9-10 

53° 

Exact Repl. RCA 211T1 and 211T3 


2Hx3H 

HO 

1.8 

9.65 

A-8128 

10-11 

53° 

Similar to A-8127, for Higher Voltage Applications 


2Hx3H 

HO 

1.8 

10.90 

A-8129 

12-13 

70° 

Conversion Unit 

m 

2Hk3H 

HO 

1.8 

10.65 

A-8130 

10-14 

70° 

Replaces GE 77J1 


2% X 2% 

HG 

0.9 

10.00 

A-8131 

11-13 

70° 

Replaces RCA 74951 in Direct Drive Circuits 

2 ^ 

3 x3% 

HR 

0.5 

6.50 

A-8132 

13-15 

70° 

Exact Repl. Muntz TO-0031 



HM 

1.3 

10.50 

A-8133 

12.5-15 

70° 

Exact Repl. Admiral 79C30-1, 79C30-3 

4% 

3y2x M 

HA 

1.0 

10.50 

A-8134 

12.5-15 

70° 

Exact Repl. Admiral 79C30-2, 79C30-4 


3Hx % 

HA 

1.0 

10.50 

A-8135 

13-15 

70° 

Exact Repl. Admiral 79D41-1, 79D41-2 


3Hx K 

HB 

1.2 

10.75 

A-8136 

13-15 

70° 

Exact Repl. Philharmonic 86-263, 80-265, 80-265-2 


2yxl% 

HP 

1.2 

10.00 


#Actual high voltage obtained is dependent upon circuit parameters. fFor use with two rectifiers in a voltage-doubling circuit. 


DEFLECTION YOKES* 


Part 

No. 

Coil Inductance 
Horizontal 

in MH. 
Vertical 

Coil Resistance in Ohms 
Horizontal Vertical 

Case 

Diameter 

Unit 

Length 

Mounting 

Type 

Shpg. Wt. 
in Lbs. 

List 

Price 

DY-1A 

8.3 

50 

13.5 

66 


3H 

3 

DY 

1.0 

$7.90 

DY-8A 

8.5 

50 

14.5 

52.5 


3H 

2 ^ 

DF 

1.0 

10.00 

DY-8 

Same as DY-8A but without leads and network. 







9.80 

DY-9A 

13.5 

50 

17.5 

53.5 



2 ^ 

DF 

1.0 

10.00 

DY-9 

Same as DY-9 A but without leads and network 







9.80 

DY-10A 

30.0 

3.5 

45 

3.5 


3H 

2H 

DF 

1.0 

10.00 

DY-10 

Same as DY-lOA but without leads and network 







9.80 

OY-11A 

20 

50 

23 

50 


3H 

2 ^ 

DF 

1.0 

10.00 

DY-12A 

30 

50 

34 

50 


3^8 

2^/8 

DF 

1.0 

10.00 

*A11 units have 70° defiection except DY-1 which has 53° 

defiection. 






FOCUS COILS 










Part 

No. 

Resistance 

DC Ohms 

Max. 

DC Ma. 

Case 

Dimensions 


Case 

Depth 


Mounting 

Centers 

Mtg.. 

Type 

Shpg. Wt. 
in Lbs. 

List 

Price 

FC-10 

247 

200 

3%x3% 


UVi 


Two 8-32 Screws 

FC 

2.0 

$8.55 

FC-11 

470 

140 

4% Dia. 


IH 

2^46 Radius—120° Apart' 

FO 

3.2 

10.90 

FC-12 

370 

165 

3%x3% 


1% 


Two 8-32 Screws 

FC 

2.0 

8.55 


VERTICAL DEFLECTION OUTPUT TRANSFORMERS 


Part 

No. 

Turns Ratio 
Pri./Sec. 

Primary 

Impedance# 

DC Res. 

Pr. Sec. 

Height 

Overall 

Base 

Area 

Mtg. 

Ctrs. 

Mtg. 

Type 

Shpg. Wt. 
in Lbs. 

List 

Price 

A-8112 

10:1 

18,000 @ 12 DCMA 

1300 0 

10 0 

2 

1Hx3% 

2^54 

A 

1.0 

$4.35 

A-8113 

8 .8:1 

16,500 0 @ 10 DCMA 

700 0 

12 0 

2 

mx3% 

2 % 

A 

1.0 

4.45 

A-8115 

10:1 

19,000 @ 13 DCMA 

600 0 

7 0 

31^6 

234x234 

1 % X 2 

N 

2.5 

6.60 

A-8116 

10:1 

18,000 @ 10 DCMA 

525 0 

7 0 

314 

2%x2y2 

l%xlM 

N 

2.2 

6.05 

A-8123 

11.4:1 

17,000 fi @ 20 DCMA 

1200 0 

11 0 

2 

iHxSH 

2134 

A 

1.2 

4.05 

A-8140 

44:1 

11,000 i2 @ 20 DCMA 

400 0 

0.3 0 

314 

2>^x234 

U?4x2 

N 

2.5 

6.85 

A-8141* 

18:1 

30,000 @ 10 DCMA 

1650 0 

4.5 0 

2H 

3Mx2H 

334 

A 

1.5 

5.85 

# Primary impedance measured at 30 V. 60 cycle. 



*Autoformer type. 





HORIZONTAL BLOCKING-OSCILLATOR TRANSFORMERS 






Part 

No. 

Turns Ratio 
Pri./Sec. 

Height 

Overall 

Base 

Area 


Mounting 

Centers 


Mtg. 

Type 

Shpg. Wt. 
in Lbs. 

List 

Price 

A-8110 

2:1 

1 )^ 

1 ^x 23 ^ 


2 


A 


0.4 

” $3.05 

A-8120 

2:1 

IM 

134x254 


m 


TD 


0.4 

4.30 
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TELEVISION COMPONENTS 

CHICAGO STANDARD TRANSFORMER CORPORATION 



VERTICAL BLOCKING-OSCILLATOR TRANSFORMERS 


Part 

No. 

Turns Ratio 
Pri./Sec. 

Height 

Overall 

Base 

Area 

Mounting 

Centers 


Mtg. 

Type 


Shpg. Wt. 
in Lbs. 

List 

Price 

A-8111 

1:4.2 

IK 

lKx2K 

2 


A 


0.4 

$2.70 

A-8121 

1:4.2 

IH 

lKx2-h'^ 

m 


TD 


0.4 

3.45 

A-8122 

1:4.2 

iHe 


IM 


TS 


0.3 

4.20 

A-8124 

Sec. #1 1:0.48 

m 

1Hx2J4 

2 K 


A 


0.7 

4.15 


Sec. #2 1:1 









A-8125 

1:4.2 

l%i 

2 %;XlM 

m 


A 


0.4 

2.70 

WIDTH CONTROL With AGC Wmding 

Part 



AGC 

AGC 

AGC 


Mtg. 

Shpg. Wt. 

List 

No. 

Indue. 

Re- Q 

Induct. 

Res. 

Q 


Type 

in Lbs. 

Price 

WC-5 

4-39 mh. 

32 S2 70 max. 

2.7-7.6 mh. 

19.5 S2 

37 max. 


WC 

0.3 

$2.10 

CR TUBE BOOSTER 

Part 



Application 





Ship. Wt. 

List 

No. 








in Lbs. 

Price 

P-8192 

Brightens CR tubes where dimming is due to low cathode 

emission. Has 15" 

leads for mounting anywhere in set. ,Plug-in 

type, no soldering 0.5 

$4.90 


AUDIO OUTPUT TRANSFORMERS 


Part 

No. 

Max. 

Application Pri. DC 

Max. Audio 
Watts 

Height 

Overall 

Base 

Area 

Mtg. 

Ctrs. 

Mtg. 

Type 

Shpg. Wt. 
in Lbs. 

List 

Price 

A-2313 

Single plate, 7,000 ohms, to 8 ohms voice coil 40 ma. 


10 

2 

3Mx3H 

2^54 

A 

1.0 

$3.40 

A-3303 

Push-pull plates, 14,000 ohms, to 500/15/8/4 55 ma. 

ohms line or voice coil 


20 

3?T6 

2Kx2K 

2 X 1% 

C 

2.7 

9.80 

A-3330 

Single plate, 2,000 ohms to 3.5 ohm voice coil 50 ma. 


5 

IH 

2HxlH 

2 

A 

0.4 

2.30 

A-3332 

Single pUte, 2,000 ohms to 3.2 ohm voice coil 50 ma. 


3 

We 

2Hxl 

15€ 

A 

0.4 

1.60 

A-3823 

Single or push-pull plates, 4,000-14,000 ohms, 40 ma, 

to voice coil 


8 

m 

2ysxiH 

2K 

Q 

0.7 

3.10 

A-3824 

Single or push-pull plates, 6,000-10,000 ohms, 75 ma. 

to voice coil 


8 

2 

3Hx2 

2W6 

Q 

1.4 

4.95 

A-3825 

Single plate, 1,500-4,500 ohms, to voice coil 75 ma. 


8 

2 

3K X IH 

2Wb 

Q 

0.9 

3.95 

A-3830 

Push-pull plates, 3,000-10,000 ohms, to voice coil 60 ma. 


20 

2W6 

354 x2K 

2Wb 

J 

1.8 

5.40 

A-3849 

Single plate, 1,500-10,000 ohms, to voice coil 55 ma. 


10 

m 

2KxlK 

2K 

Q 

0.7 

3.15 

A-3850 

Single or push-pull plates, 4,000-10,000 ohms, 40 ma. 

to voice coil 


8 

2 

2 KxiK 

2 

J 

0.7 

3.60 

A-3852 

Push-pull plates, 4,000-14,000 ohms, to voice coil 40 ma. 


18 

254 

2Vsx2 

2K 

J 

1.3 

4.00 

A-3856 

Single or push-pull plates, 4,000-14,000 ohms, 35 ma. 

to voice coil 


4 

IVs 

2 KxlK 

2 

Q 

0.4 

2.90 

A-3870 

Push-pull plates, 4,000-14,000 ohms, to voice coil 50 ma. ea. K 

18 

2 

3Kx2 

21^6 

Q 

1.3 

4.95 

A-3876 

Single plate, 2,000 ohms, to 4 ohm voice coil 60 ma. 


5 

m 

2%x\ys 

2 

A 

0.4 

1.90 

A-3877 

Single plate, 5,000 ohms, to 4 ohm voice coil 40 ma. 


5 

m 

2 KxlH 

2 

A 

0.4 

2.00 

A-3878 

Single plate, 7,000 ohms, to 4 ohm voice coil 30 ma. 


5 

IVs 

2%xm 

2 

A 

0.4 

1.95 

A-3879 

Single plate, 10,000 ohms, to 4 ohm voice coil 30 ma. 


5 

m 

2%x\y 

2 

A 

0.4 

1.90 

A-3880 

Push-pull plates, 4,000-14,000 ohms, to voice coil 40 ma. 


15 

2M 

3Mx2M 

3K 

Q 

1.7 

5.95 

A-8114 

Single plate, 7,600 ohms, to 3.2 ohm voice coil 32 ma. 


5 

m 


2 

A 

0.4 

2.65 

CHOKES 

Part 

No. 

Inductance DC Res. 

At Rated DC Ma. • At 75 % Ma. At 115 % Ma. in Ohms 

RMS. V. 
Insul. 

Height 

Overall 

Base 

Area 

Mtg. 

Ctrs. 

Mtg. 

Type 

Shpg. Wt. 
in Lbs. 

List 

Price 

C-1646 

5.0 hy. 200 ma. 7.0 hy. 3.7 hy. 

90 

5,000 

4 

3Mx3K 

2Kx23/4 

C 

4.5 

$9.00 

C-1703 

4.0 hy. 250 ma. 4.5 hy. 3.5 hy. 

60 

3,000 

3K 

2Kx3K 

2 Mx2K 

B 

4.2 

9.10 

C-1709 

9.0 hy. 85 ma. 10.5 hy. 7.5 hy. 

250 

1,500 

2 

3Kx2 

2We 

A 

1.4 

3.40 

C-1721 

8.5 hy. 200 ma 9.5 hy. 7.5 hy. 

120 

3,000 

3K 

3Kx3 

2 Kx2K 

N 

4.4 

8.20 

C-2303 

2.5 hy. 130 ma. 3,0 hy. 2.1 hy. 

100 

2,000 

2 

3KxlM 

2Wb 

A 

1.0 

3.10 

C-2304 

2.3 hy. 150 ma. 2.6 hy. 2.0 hy. 

60 

1,500 

2 

SHxlH 

2Wb 

A 

1.0 , 

3.20 

C-2309 

3.0 hy. 150 ma. 3.6 hy. 2.5 hy. 

90 

2,000 

2 M 

3Hx2H 

3K 

A 

1.7 

3.85 

C-2325 

2.0 hy. 200 ma. 2.5 hy. 1.5 hy. 

60 

1,500 

2 K 

3Hx2H 

3K 

A 

1.8 

3.85 

C-2326 

1.0 hy. 300 ma. 1.5 hy. 0.6 hy. 

43 

1,500 

2 K 

3Mx2H 

3^6 

A 

1.7 

4.35 

C-2327 

1.5 hy. 200 ma. 1.7 hy. 1.3 hy. 

85 

1,500 

m 

2 KxlK 

2 K 

A 

0.8 

2.45 

C-2328 

0.8 hy. 375 ma. 1.0 hy. 0.65 hy. 

25 

1,500 

2 M 

3Hx2 

3K 

A 

1.5 

5.05 
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HIGH FIDELITY TRANSFORMERS 

CHICAGO STANDARD TRANSFORMER CORPORATION 


HIGH FIDELITY OUTPUT TRANSFORMERS 

Belter than ±1 db from 20 to 20,000 cps. 

These Staneor output transformers combine the most advanced design Extensively interleaved “trlfllar” windings, extreir >ly tight coupling and 
and manufacturing practices to provide outstanding audio response at low careful electrical balance result in audio fidelity to please the most critical 
cost. Maximum power level is conservatively rated at 50 watts. They specialist. Inasmuch as elaborate shielding is not required at the audio 
are designed to match the most popular types of output tubes to speaker output level, an inexpensive, but thoroughly practical. Type C mounting 
or line impedances. is used. Shipping weight is 6.5 lbs._!_ 


Part 

No. 

Prl. Imp. (P-P) 
in Ohms ' 

Sec. Imp. 
in Ohms 

Max. Pri. D.C. 

Per Side 

Audio 

Watts 

Height 

Overall 

Base 

Area 

List 

Price 

A-8050 

1500 

8,16 

200 

50 


3*4" X 4}'£" 

$20.45 

A-8051 

2500 

8, 16 

150 

50 

4*^6" 

3*4" X 4M" 

20.45 

A-8052 

3000 

8, 16 

175 

50 

4^/6" 

3*4" X 4M" 

20.45 

A-8053 

5000 

8, 16 

150 

50 

4*^6" 

3*4" X 4^'^ 

20.45 

A-8054 

9000 

8, 16 

100 

50 

4%^ 

3*4" X 4M" 

20.45 

A-8156 

6600 

8, 16 

125 

50 

4^A6" 

2H"XSly{6" 

20.45 

A-8060 

1500 

500 

200 

50 

4%" 

3*4" X 4M" 

20.45 

A-8061 

2500 

500 

150 

50 

4^4" 

3*4" X 4^^' 

20.45 

A-8362 

3000 

500 

175 

50 

4^4" 

3*4" X 4M" 

20.45 

A-8063 

5000 

500 

150 

50 

4^4" 

3*4" X 4M" 

20.45 

A-8064 

9000 

500 

100 

50 

4*4" 

3*4" X 4J4" 

20.45 

A-8166 

6600 

500 

125 

50 

454 " 

394 " X 4H" 2M"x 34" 

20.45 


*Where more than one secondary impedance is shown, only one value is to be used at any time. 


STANCOR-WILLIAMSON HIGH FIDELITY AMPLIFIER 

Superb audio quality at low cost is now possible through the use of Staneor transformers. Write for Staneor Bulletin 
382R or ask your Staneor distributor for a free copy. Detailed instructions for the construction of a Williamson 
Amplifier, using Staneor transformers A-8054, PC8412 and C-1411, will be found in this bulletin. 

A set of chassis for the Williamson Amplifier, completely punched and finished, is available from your distributor. 
Ask for Staneor Chassis WM-8, $5.75 net._ 


TONE CONTROL UNIT _ 

Part Mtg. Height Base Mtg. Shpg. Wt. List 

No, _ Application _ Type Overall Area Ctrs. in Lbs. _ Price 

C~2332-l^Usedinamplifiersforseparatecontro^^as^n^rebl^requenci^^^^^^^^^^^2^^^2*^^^*^^^^^^^^^^L^^^^$ll^ 

TRANSISTOR TRANSFORMERS ___ 

Here are the smallest iron core audio transformers ever built. They weigh less than 1/10 ounce and are no larger than 
the transistors they power. Write for Bulletin 462 showing typical circuit application. 

These transformers are designed primarily for transistor audio application but they can be used wherever low 
power is involved. Useful range, below 1 mw level. They are constructed of extremely fine wire, wound on molded 
nylon bobbins, with special nickel alloy steel laminations. Mounting style is coil and iron only. 

SPECIAL Staneor ultra-miniature transistor transformers, designed and built to your requirements, can be 
supplied iu quantities of five or more. Send your specifications for information on price and delivery._ 


Part 

No. 

Application 

Pri. 

Imp. 

Sec. 

Imp. 

Pri. 

DC Res. 

Sec. 

DC Res. 

Dimensions! 

Weight 

List 

Price 

UM-llO 

Interstage 

20,000 

1,000 

1675 

285 

K" X H" X 

0.07 

$12.25 

UM-lll 

Output or matching 

1,000 

50/60 

120 

9.0 

X X 

0.10 

10.50 

UIVI-112 

High imp. mic. input 

200,000 

1,000 

4000 

195 

X X 

0.10 

13.75 

UIVI-113 

Interstage 

20,000 

1,000 

1350 

205 

ys" X X ys" 

0.10 

11.00 

UIVI-114 

Output or matching 

500 

50/60 

70 

9.0 

ys" X ys" X ys" 

0.10 

10.50 


§Dimensions ±.015". 


MINIATURE HIGH FIDELITY AUDIO TRANSFORMERS __ 

Staneor Tinytrans are miniature transformers made with nickel steel laminations. They have an exceptional frequency 
response for units of this size; ±1 db. 30-15,000 cps, Maximum level 0 db. Write for Bulletin 463 showing frequency 
response curves on these transformers. 

These units are sealed and potted in square, anodized aluminum cases with phenolic terminal boards. Total 
height, including terminals, is 134"* The case has two 2-56 threaded inserts, centers, for easy chassis mounting. 
The entire transformer weighs only 1.3 ounces. Mounting type UM.__ 


Part 

No. 

Application 

Primary 

Impedance 

Secondary 

Impedance 

List 

Price 

tt-11 

Mic., pickup or line to single grid 

50, 200/250, 500/600 

50,000 

$14.15 

tT-12 

Mic., pickup or line to push-pull grids 

50, 200/250, 500/600 

50,000 

14.75 

TT-13 

Dynamic mic. to single grid 

7.5/30 

50,000 

13.45 

TT-14 

Single plate to single grid 

15,000* 

60,000 

11.60 

*No DC in primary. 
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HIGH FIDELITY TRANSFORMERS 

CHICAGO STANDARD TRANSFORMER CORPORATION 



HF AND WF SERIES HIGH FIDELITY AUDIO TRANSFORMERS 


HF Series 

These units have a wide frequency response of 20 to 20,000 cps with ±1 db. Correct design 
reduces harmonic and intermodulation distortion to a negligible amount. Balanced construc¬ 
tion minimizes hum pickup. Stancor impregnation insures long life. Cases are finished in 
gray enamel and have four threaded holes at each end for flush mounting. Stud-type terminals 
are plainly marked for easy identification. 


LOW IMPEDANCE TO GRID 


Part 

No. 

Application 

Primary 

Imp/Ohms 

Secondary 

Imp/Ohms 

Max. 

Level 

Hum-Pickim 
Reduction f 

Mtg. 

§ 

List 

Price 

HF-20 

Low Imp. Mic., Pickup, 
or Line to Grid 

50,125/150, 200, 250, 333, 500/600 

60,000 overall, in two sections 

15 db 

-74 db 

HF-1 

$32.50 

HF-20X 

Low Imp., Mic., Pickup, 
or Line to Grid 

50, 125/150, 200, 250, 333, 500/600 

50,000 

14 db 

-92 dbt 

HF-1 

41.60 

HF-22 

Low Imp. Mic., Pickup, 
or Line to P.P. Grids 

50, 125/150, 200, 250, 333, 500/600 

120,000 overall, in two sections 

15 db 

-74 db 

HF-1 

36.40 

HF-22X 

Low Imp. Mic., Pickup, 
or Line to P.P. Grids 

50, 125/150, 200, 250, 333, 500/600 

80,000 overall, in two sections 

14 db 

-92 dbt 

HF-1 

45.50 

INTERSTAGE 

HF-29 

Sgi. PI. to P.P. Grids — 
Split secondary 

15,000 

95,000 (Turn ratio 2.5:1 overall) 

17 db 

-50 db 

HF-1 

$31.20 

HF-31 

Single Plate to P.P. Grids. 
Split pri. and sec. 

15,000 

135,000 (Turn ratio 3:1 overall) 

14 db 

-74 db 

HF-1 

31.20 

HF-32 

P.P. Plates to P.P. Grids 
Split pri. and sec. 

30,000 Plate to Plate 

80,000 (Turn ratio 1.6:1 overall) 

26 db 

-50 db 

HF-2 

40.30 

MIXING 

HF-40 

Low Imp. Mixer, Mic,, 
Pickup, or Line to Line 

50, 125/150, 200, 250, 333, 500/600 

50,125/150,200,250, 333, 
500/600 

17 db 

-74 db 

HF-1 

$32.50 

OUTPUT 

HF-65t 

P.P. 2A3’s, 6L6’s, etc. 
to Line or Voice Coil 

3,000 or 5,000 Plate to Plate 

1.2, 2.5, 5, 7.5, 10, 15, 20, 30, 50, 
125,200,250,333 or 500 

20 watts 


HF-2 


HF-67t 

P.P. 2A3’s, 6L6’s, etc. to 
Voice Coil 

3,000 or 5,000 Plate to Plate 

30,20,15,10, 7.5, 5,2.5,1.2 

20 watts 


HF-2 

26.00 

HF-68t 

P.P. Par. 2A3’s, 6A5G’s, 
300A*s, 6A3’s to Line 
or Voice Coil 

1,500 or 2,500 Plate to Plate 

500,333,250,200,125, 50, 30, 

20,15,10, 7.5, 5, 2.5,1.2 

40 watts 


HF-3 

65.00 



§HF-1 Case: Shpg. wt., 3.0 Ihs. Height overall, 3}4:"- Base area, 

Mtg. ctrs., • HF-2 Case; Shpg. wt., 7.5 lbs. Height overall, 

UW'' Base area, Mtg. ctrs., HF-3 Ca,se: Shpg. 

wt., 15.0 lbs. Height overall, Base area, J!t^%"x5%". Mtg. ctrs.. 


fResponseil db from 25 to 20,000 cps. 
^As compared to standard uncased units. 
^Quadruple alloy magnetic shied. 


WF Series 

These units are of the same outstanding quality as the HF Series 
above, and, with the exception of two units, have a frequency response 
of 30-20,000 cps within ±2 db. The WF-21 and WF-35 have a response 
within ±2 db from^ 50-20,000 cps and have multiple alloy shields for 


extremely low hum pickup. All WF units are cased in the WF-6 
type cast case with phenolic terminal board and four tapped holes 
for flush mounting. Overall dimensions are 2" high with 1^" x 
base area. Mounting centers are 1^42" x Shipping weight is 0.6 lbs. 


Part 


Primary 

Secondary 

List 

■No. 

Application 

Imp/Ohms 

Imp/Ohms 

Price 

INPUT 

WF-20 

Low Imp. Mic., Pickup, or Line to Grid 

50, 125/150, 200, 250, 333, 500/600 

50,000 

$19.50 

WF-21 

Low Imp. Mic., Pickup, or L. to Sgl- or P.P. Grids 

50, 200, 500 

50,000 

20.80 

WF-22 

Low Imp. Mic., Pickup, or Line to P.P. Grids 

50, 125/150, 200, 250, 333, 500/600 

80,000 overall, in two sections 

19.50 

WF-24 

Dynamic Microphone to 1 or 2 Grids 

30 

50,000 overall, in, two sections 

17.70 

INTERSTAGE 

WF-26 

Single Plate to Single Grid 

15,000 

60,000 (Turn ratio 2:1) 

$16.45 

WF-28 

Sgl. PI. to 2 Grids. Can use split pri. for P.P. PI. 

15,000 

80,000 overall (Turn ratio 2.3:1 overall) 

18.20 

LOW LEVEL OUTPUT 

WF-34 

Single Plate to Line 

15,000 

50, 125/150, 200, 250, 333, 500/600 

$19.50 

WF-36 

P.P. Low Level Plates to Line 

30,000 Plate to Plate 

50, 125/150, 200, 250, 333, 500/600 

19.50 

WF-35 

Single Plate to Multiple Line 

Primary D.C. 8.0 ma. 

Response from 50-20,000 cps within ±2 db 

15,000 

50, 125/150, 200, 250, 333, 500/600 

18.20 

MIXING 

WF-30 

Low Imp. Mixer, Mic., Pickup, or Line to Line 

50i 125/150, 200, 250, 333, 500/600 

50, 125/150, 200, 250, 333, 500/600 

19.50 
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DRIVER TRANSFORMERS 

CHICAGO STANDARD TRANSFORMER CORPORATION 


SINGLE PLATE TO PUSH-PULL GRIDS 


Part 

No. 

Pri. Impedance 
in Ohms 

Pri./K Sec. 
Ratio 

Core 

Max. 

Pri. D.C. 

Mtg. 

Height 

Overall 

Base 

Area 

Shpg. Wt. 
in Lbs. 

List 

Price 

A--4713 

10,000 

2:1 

Vs" X %" 

30 ma. 

A 

1^8" 

2yy' X lyy 

0.7 

~$3:oo 

A-4752 

10,000 

2/1.5/l:l 

%" X M" 

; 40 ma. 

A 

2" 

3M" X IH" 

1.2 

4.40 

tA-4722 

10,000 

2:1 

H" X 1" 

30 ma. 

TD 


x my 

1.7 

6.50 

A-4292 

10,000 

2.5:1 

X y" 

20 ma- 

A 

IH" 

2yy X xyy 

0.7 

3.15 

tA-4734 

; lfi,000 

2.5:1 

H" X %" 

25 ma. 

S 

2^16" 

my X xM" 

1.2 

4.30 

A-4723 

10,000 

3:1 

Vs" X 

30 ma. 

■ A 

1^8" 

2.yy X lyy 

0.7 

3.00 

$A-4721 

10,000 to 22,500 




TD 

21^' 

X 2^46" 

1.5 

7.10 

A-4210 

1,500 to 5,000 


mOEBBI 


C 

my 

2^" X 2^" 

2.4 

7.45 

A-4702 

1,500 to 5,000 

5:1 

1" X V 

80 ma. 

C 

my 

2^" X 2^" 

2.5 

7.35 


PUSH-PULL PLATES TO PUSH-PULL GRIDS 


Part 

No. 

Pri. Imp. (P.P.) 
in Ohms 

Pri./J/^ Sec. 
Ratio 

Core 

Max. 

Pri. D.C. 

Mtg. 

Height 

Overall 

Base 

Area 

Shpg. Wt. 
in Lbs. 

List 

Price 

$A-4404 

3,000 to 5,000 

2:1 

lyy X lyg" 

90 ma. 

C 

3^" 

3" X 33^" 

3.7 

$9.55 

A-4208# 

20,000 to 30,000 

'2.8:1 

1" X 1" 

15 ma. 

C 

33f6" 

2^'' X 2^" 

2.5 

8.35 

JA-4712 

20,000 

3:1 

H" X H" 

10 ma. 

A 

IH" 

2K" X 13/2" 

0.7 

3.55 

A-4701# 

20,000 

3:1 

1" X 1" 

25 ma. 

C 

syy 

2^'' X 2^'' 

2.7 

9.60 

A-4212 

1,500 to 5,000 

3.2:1 

1" X 1" 

50 ma. 

c 

syy 

2^" X ‘zyg" 

2.5 

7.80 

A-4416# 

3,000 to 10,000 

5:1 

1" X 1" 

40 ma. 

c 

syy 

2,54" X 2^" 

2.8 

8.70 

A-4703# 

3,000 to 10,000 

5:1 

IH" X 13^" 

95 ma. 

c 

syy 

3" X 

3.7 

9.50 


POLY-PEDANCE DRIVER MULTI-TAPPED UNITS FOR USE IN CIRCUITS WHERE THE OPTIMUM RATIO 
CANNOT BE PREDETERMINED. 


Driver circuit changes often require new transformers. Many times it problem; three transformers with the maximum number of usable ratios 
is impossible to match correctly tubes involved with a specific trans- will match the driver tubes to any Class B modulator grid circuit with- 
former, with high distortion resulting. Poly-Pedance units solve that out exceeding the power capabilities of the driver tubes._ 


Part 

No. 

Application and Ratio 

Pri./3^ Sec. 

Max. 

D.C. 

Audio 

Watts 

Mtg. 

Height 

Overall 

Base 

Area 

Shpg. Wt. 
in Lbs. 

List 

Price 

A-4761 

Driver to Class “B” Grids 
1.25:1/ 1.4:1/ 1.6:1/ 1.8:1/ 

2:1/2.2:1/2.4:1 

Pri—150 ma. 

Sec—100 ma. 

15 

CD 

syy 

2H" X 8H" 

3.4 

$16.65 

A-4762 

Driver to Class “B” Grids 
2.6:1/ 3:1/3.2:1/3.4:1/ 

4:1/ 4.5:1/ 5:1 

Pri—150 ma. 

Sec—180 ma. 

15 

CD 

syy 

2 H" X 33 ^'' 

2.7 

15.70 

A-4763 

Driver to Class “B” Grids 
1.25:1/ 1.5:1/ 1.75:1/ 2:1/ 
2.25:1/3.2:1 

Pri—225 ma. 

Sec—280 ma. 

30 

CD 

sys" 

3// X 4// 

4.3 

19.45 


POLY-PEDANCE LINE DRIVER MULTI-TAPPED UNITS TO MATCH ALL COMMON LINE IMPEDANCES 
TO GRID CIRCUIT OF MODULATOR OR CLASS "B” AMPLIFIER. 


Designed with pie wound coils to assure low leakage inductance, low mon line impedances to any modulator grid circuit. Individually boxed 
resistance and low capacity, these two units will easily match all com- with complete instructions. 


Part 

No. 

Application and Ratio 

Pri./ 3^ Sec. 

Max. 

D.C. 

Audio 

Watts Mtg. 

Height 

Overall 

Base Shpg. Wt. 

Area in Lbs. 

List 

Price 

A-4765 

Line to Grid 

1:0.75/ 1:0.85/ 1:1/ 1:1.25/ 
1:1.45/ 1:1.75/ 1:2/ 1:2.25/ 
1:2.5/1:2.75/1:3.15 

Pri—180 ma. 
Sec—100 ma. 

15 CD 

3*46^' 

2^" X 3^" 3.2 

$17.25 

JA-4766 

Line to Grid 

1:0.75/ 1:0.85/ 1:1/ 1:1.25/ 

1:1.45/ 1:1.75/ 1:2/ 1:2.25/ 

1:2.5/ 1:2.75/ 1:3.15 

Pri—280 ma. 
Sec—20U ma. 

30 CD 

m" 

3" X 3M" 3.9 

19.15 

AUDIO CHOKES 

Audio reactors are rated at 2 volts, 200 cycles, with maximum D.C. in windings. Tolerance of plus 15% is maintained on all ratings. 

Part 

No. 

Rated Max. 

Inductance D.C. 

D.C. Res. 
in Ohms 

Test 

Volts Core Mtg. 

Height 

Overall 

Base Shpg. Wt. 

Area in Lbs. 

List 

Price 

JC-10341I 

8 hy at 30 ma. 30 ma. 

1365 

1500 %" X yy A 

2" 

su" X ly" 1.1 

$3.70 

C-1003 

16 hy at 50 ma. 50 ma. 

580 

1500 yy XA 

2" 

3M" X lyy 1.1 , 

2.45 

C-2301 

135 hy at 5 ma. 10 ma. 

6500 

1500 yy X1" TD 

2my 

2'M" X 2 yy 1.7 

6.35 

jfThese units have split secondaries for individual bias adjustment and/or use of inverse feedback. 

ilCenter tapped. |To be removed from next catalog. 
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INPUT-INTERSTAGE 

CHICAGO STANDARD TRANSFORMER CORPORATION 


MICROPHONE OR LINE TO LINE 

ir’art 

No. 

impedance 

In Ohms 

Height 

Mtg. Overall 

Base 

Area 

Shpt. Wt. 

In Lbs. 

List 

Price 

A-4360# 

Pri—500/333/200/125/50 
Sec—500/333/200/125/50 

Q 2" 


3M" 

X i rC' 

1.0 


S 6.50 

A-4407#t 

Pri—500/333/200/125/50 
Sec—500/333/200/125/50 

D 


2^" 

X 3M" 

2.4 


13.10 

MICROPHONE PICKUP OR LINE TO GRID 

Part 

No. 

Application 

impedance 
in Ohms 

1 urns 
Ratio 

Mte. 

Heignt 

Overall 

Base bhpg. Wt. 
Area in Lbs. 

List 

Price 

A-4705 

S. B. iViic. to S. Grid 

Pri—200/70 

Sec—80,000 

1:20 

A 


2%" X 1%" 

0.4 

$3.20 

A-4706 

S. B. Mic. to S. Grid 

Pri—100 

Sec—60,000 

1:24.0 

A 

1^8" 

2'%" X 134 " 

0.5 

3.25 

A-4708 

D. B. Mic. to S. Grid 

Pri—200 CT 

Sec—57,000 

1:17 

J 

2" 

2^" X 1^" 

0.7 

4.40 

A-4742 

S. B. Mic. to P.P. Grids 

Pri—100 

Sec—400,000 CT 

1:64 

S 

2“/16" 

234" X \yc' 

1.2 

4.70 

A-4743 

S. B. Mic. to P.P. Grids 

Pri—100 

Se(^-400,000 CT 

1:64 

VE 

2 Mr/' 

ZVs" X 2:^8" 

1.2 

6.45 

*A-4747 

S. B. Mic. or Low Imp. 

Line to S. Grid 

Pri—10 

Sec—1,300,000 

1:137 


D/fe" 

X IM" 

134" 0.5 

3^60 

A-4351# 

Mic. or Line to S- Grid 

Pri—500/333/200/125/50 

Sec—89,000 

1:13.3 

TD 

2'k6" 

2^" X 2Vx,'' 

1.4 

6.95 

A-4352# 

Mic. or Line to S. Grid 

Pri—500/333/200/125/50 

Sec—89,000 

1:13.3 

Q 

2" 

SH" X 1%" 

1.0 

6.05 

tA-4726 

Line and High Imp. to P.P. Grids 

Pri—200 CT/50 and 2,500 
Sec—100,000 

1:22.4 

1:6.3 

TD 

21^6" 

2%" X 2*46" 

1.4 

8.05 

A-4709 

Dynamic Mic. or Pickup to S. Grid 

Pri—30/15/8/4 

Sec—106,000 

1:60 

TD 

2“46" 

2M" X 2*46" 

1.7 

7.80 


INTERCOMMUNICATOR AND TRANSCEIVER 


Part 

No. 

Application 

Impedance 
in Ohms 

Height 
Mtg. Overall 

Base 

Area 

Shpg. Wt. 
in Lbs. 

List 

Price 

A-4744 

Intercom, input 


Pri—4 

Sec—25,000 

VE IH" 

2^8" X 134 

" 0.5 

$2.80 

*A-4748 

Intercom, input 


Pri—45 or 50 

Sec—50,000 

A 1*46" 

2*46" X 134 

" IH 0.4 

3.10 

A-3833 

Transceiver Input Mic. and Plate to Grid Pri—200 and 5,000 

Sec—60,000 

A m" 

2>^" X 134 

" 0.7 

4.30 

tA-3836 

Transceiver Output. Plate to Low or High Pri—10,000 
impedance phones Sec—50 and 2,000 

A 1^" 

234" X 134 

" 0.7 

4.20 

SINGLE PLATE TO SINGLE GRID— FOR 7,000-20,000 OHM PLATE IMPEDANCES 

Part 

No. 

Turns 

Ratio 

Core 

Max. 

Pri. D.C. Mtg. 

Height Base 

Overall Area 

Shpg. Wt. 
in Lbs. 

List 

Price 

A-53 

1:3 

W' X 34" 

10 ma. A 

ly" 234" X 114" 


0.5 

$2.65 

SINGLE PLATE TO PUSH-PULL GRIDS— FOR 7,000-15,000 OHM PLATE IMPEDANCES 

A-52-C 

1:2 

34" X 34" 

10 ma. A 

148" 2^"xl^" 


0.4 

warn 

A-62-C 

1:2 

X 

10 ma. A 

m" 2%"xi34" 


0.7 

3.10 

JA-4745 

1:2 %"xl" 10 ma. TD 2146" 2^" x 2*46" 

Recommended for use in super-regenerative circuits. Has a static shield between pri. and sec. windings. 

1.7 

8.50 

A-53-C 

1:3 

X 34" 

10 ma. A 

iVs" 2^"xl34" 


0.5 

2.70 

A-.63-C 

1:3 

X 

10 ma. A 

iVs" 2J^"xl34" 


0.7 


A-73-C 

1:3 

X W 

10 ma. A 

2" 334" X lU" 


1.0 

3.80 

A-4719 

1:3 

M" X 1" 

10 ma. TD 

21145 " 2 ^" X 2*46" 


1.7 

7.45 

tA-83-C 

1:3 

14" X 14" 

10 ma. A 

2M" 3M" X 2M" 


1.5 

6.45 

JA-m-C 

1:3 

1" X 1" 

10 ma. A 

2^" 4" X 2K" 


2.2 

7.55 

A-64-C 

1:4 

X 

10 ma. A 

2" 234" X IH" 


0.7 

3.65 

A-4206/^ 

1:3.25 

1" X 1" 

15 ma. C 

334" 2^" X 2^" 


2.5 

9.85 


MULTI-PURPOSE INTERSTAGE—PIE-WOUND SPLIT SECONDARIES May be used as a single plate to single grid, 

single plate to push-pull grid, or push-pull plate to push-pull grid interstate transformers. Overall ratios are 3:1, however, primaries are center- 
tapped and secondaries have split windings, thus providing ratios of 1:1, 3:1 and 6:1 in either step-up or step-down applications. 


A-4774 

1:3 

X -y" 

10 ma. 

S 

2*46" 

214" X lyy 

1.2 

$4.60 

A-4773 

1:3 

* 4 " X 1" 

10 ma. 

TD 

21145 " 

2%" X 2 * 45 " 

1.7 

7.80 


PUSH-PULL PLATES TO PUSH-PULL GRIDS— FOR 7,000-15,000 OHM PLATE IMPEDANCES 


A-4711 

1:1 

yy X Ys" 

10 ma. 

A 

1 ^" 

2yy X 134" 

0.7 

$3.65 

A-4155 

1:3 

H" X * 4 " 

10 ma. 

L 

2145 " 

2 *4f" X 1^" 

1.0 

6.55 

PUSH-PULL PLATES TO PARALLEL OR PUSH-PULL GRIDS- 

-FOR 7,000-20,000 OHM PLATE IMPEDANCES 

A-4208 

1:1.4 

1" X 1" 

15 ma. 

C 

3*4-," 

2H" x 254" 

2.5 

$8.35 

tA-4777 

1:1.5 

1" X 1" 

10 ma. 

c 

3345 " 

2^" X 254" 

2.5 

9.50 


#Has a dual primary—when properly connected the 500 and 200 ohm sections are center tapped. 

tHas a static shield between primary and secondary windings. ^Designates part numbers to be removed from next catalog. 
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OUTPUT TRANSFORMERS 

CHICAGO STANDARD TRANSFORMER CORPORATION 


SINGLE PLATE TO VOICE COIL 

Part 

No. 

Ap^)li cation 

Max. 
Pri. ' 
D.C. 

Typical Output 

Tubes 

Class 

Audio 

Watts 

Mtg. 

Height 

Overall 

Base 

Area 

Shpg. 
Wt. 
in Lbs. 

List 

Price 

IA-3865 

1,500 ohms ro 6/4/2 ohms 

55 ma. 

48, 25B6, 25L6, 50L6 

A 

5 

A 

l%" 

2^8" X IH" 

0.4 

$3.30 

A-3332 

2,000 ohms to 3.2 ohms 

50 ma. 

25B5, 25B6, 25L6, 

35A5, 35L6, 50L6 

A 

3 

A 

m" 

234 " X 1" 

0.4 

1.60 

A-3876 

2,000 ohms to 4 ohms 

60 ma. 

2A3, 6A3, 6B4, 6W6, 6Y6, 
25AC5, 25B5, 25B6, 25L6, 
35A5, 35L6, 50L6 

A 

5 

A 


2 %" X W 

0.4 

1.90 

A-3328 

4,000 ohms to 3.5 ohms 

10 ma. 

1S4, 3S4 

A 

3 

A 

P/fe" 

23 ^" X r 

0.4 

2.05 

$A-2203 

4,000 ohms to 8 ohms 

40 ma. 

43, 45, 48, 12A5, 25A6 

A 

5 

A 

IH" 

2K" X IH" 

0.7 

3.70 

A-3877 

5,000 ohms to 4 ohms 

40 ma. 

43, 59, 6V6, 7C5, 25A5 

A 

5 

A 

W 

2^8" X VH" 

0.4 

2.00 

A-3310 

5,000 ohms to 500/15/8/4 ohms 

55 ma. 

45, 6L6, 6V6, 25A6, 25A7 

A 

20 

C 

3^4/' 

2^" X 2^" 

2.5 

8.05 

A-3878 

7,000 ohms to 4 ohms 

30 ma. 

20, 31, 33, 42, 2A5, 6AC5, 
6B5, 6F6, 6K6, 6N6, 7B5 

A 

5 

A 

IH" 

2H'' X IH" 

0.4 

1.95 

A-2313 

7,000 ohms to 8 ohms 

40 ma. 

33, 41, 42, 47, 59, 89, 2A5, 
6AC5, 6F6, 6K6, 6N6, 7B5 

A 

10 

A 

2" 

3M" X IH" 

1.0 

3.40 

A-8114 

7,600 ohms to 3.2 ohms 

32 ma. 

33, 41, 42, 47, 59, 89, 2A5, 
6AC5, 6F6, 6K6, 6N6, 7B5 

A 

5 

A 

W' 

2H" X lys" 

0.4 

2.65 

A-3329 

8,000 ohms to 3.5 ohms 

10 ma. 

1C5-GT, 1G5-G, 

1Q5-GT/G, 1S4, 3S4 

A 

3 

A 

m" 

234" X r 

0.4 

1.90 

A-3879 

10,000 ohms to 4 ohms 

30 ma. 

1J6, 3C5, 6A4, 6G6, 6N7 

A 

5 

A 

m" 

2H" X IH" 

0.4 

1.90 

A-3881 

15,000 ohms to 4 ohms 

10 ma. 

1D8, 1E7, 1F4, 1F5. 1J5, 
ITS, 6V7, 6Y7, 12A7 

A 

5 

A 

IH" 

2H" X IH" 

0.4 

2.15 

A-3327 

25,000 ohms to 4 ohms 

5 ma. 

1A5,1D8-GT, 1F4,1F5-G, 
1LA4, 1LB4, 1N6-G 

A 

5 

A 


2^8" X IH" 

0.4 

2.45 


PUSH-PULL PLATES TO VOICE COIL 


IA-3306 

P.P. Par. 2,500 ohms to 

500/15/8/4 ohms 

100 ma. 

45, 48, 2A3, 25L6 

AB 

25 

C 

3H" 

3" X 3H" 

3.8 

$10.95 

JA-3301 

3,000 ohms to 500/15/8/4 ohms 

55 ma. 

48, 2A3, 6A3, 6B4, 25L6 

AB 

30 

C 

3H" 

3" X 3H" 

3.7 

. 10.20 

A-3802 

3,800/3,300 to 500/250/8/4 ohms 

250 ma. 

45, 6L6, Par. 6L6 

AB2, ABl 

75 

C 

4M" 

4’' X 3J^" 

7.9 

14.25 

tA-S528 

4,000 ohms to 500/15/8/4 ohms 

65 ma. 

6 Y6, 25LG 

AB 

8 

C 


2 ^" X 2^" 

1.9 

Rjnn 

A-3851§ 

4,400 ohms to 500/250/15/8/4 ohms 

70 ma. 

6 L6 

ABl 

30 

C 

3^" 

3" X SVs" 

3.6 

10.80 

A-3872 

5,000 ohms to 15/8/4 ohms 

75 ma. 

45, 2A3, 6A3, 6L6 

AB 

18 

TD 

2 “//6" 

2 M" X 2 %" 

1.7 

7.00 

A-3800 

5,000 ohms to 500/250/15/8/4 ohms 

80 ma. 

45, 2A3, 6A3, 6L6 

AB 

30 

C 

3H" 

3" X BVs" 

3.7 

8.70 

tA-3307 

6,000 ohms to 500/15/8/4 ohms 

100 ma. 

46, 59,42, 2A5, 6F6, Par. 53, 
6 A6, 6N7 

B, 

AB2 

30 

C 

3^" 

S" X BVs" 

3.5 

11.30 

A-3801 

6,600 ohms to 500/250/15/8/4 ohms 150 ma. 

6 L6 

ABl 

35 

C 

4'f 

3M" X 3^" 

5.8 

10.45 

tA-2201 

8,000 ohms to 6 ohms 

40 ma. 

43, 45, 48, 71, 25A6 

AB 

10 

A 

2" 

3M" X IM" 

1.0 


A-3885 

9,000 ohms to 500/250/15/8/4 ohms 150 ma. 

6 L6 

ABl 

35 

C 

4" 

3M" X 3^" 

4.5 

12.70 

A-3304 

10,000/7,000 ohms to 500/15/8/4 
ohms 

60 ma. 

45, 6V6, 6AC5 

AB 

25 

C 

3^6" 

2 %" X 2 ^ 8 " 

2.7 

9.65 

A-3311 

10,000 ohms to 500/15/8/4 ohms 

70 ma. 

6 F6, 6V6, 6AC5 

AB 

25 

C 

3^" 

3" X BVs" 

3.5 

9.10 

A-3831 

10,000 ohms to 8/4/2 ohms 

40 ma. 

30, 49 

AB 

5 

A 

l^s" 

2" X 134" 

0.7 


*A-3335 

10,000 ohms to 6-8/3.2-4 ohms 

40 ma. 

10 

S 

2Hg" 


’xlM' 

"2^" 

1.0 

4.40 

A-2312 

14,000 ohms to 4 ohms 

40 ma. 

33, 41, 42, 47, 49, 2A5, 
6 F6, 6K6, 7B5 

AB 

10 

A 

2 " 

3M" X IH" 

1.0 


A-3496 

14,000 ohms to 4 ohms 

25 ma. 

33, 41, 42. 47, 49, 2A5, 
6 F6, 6K6, 7B5 

AB 

5 

A 

m" 

2 ^" X IVs" 

0.4 

3.20 

A-3303 

14,000 ohms to 500/15/8/4 ohms 

55 ma. 

41, 42, 47, 59, 89, 2A5, 
6 F6, 6K6, 7B5 

AB 

20 

C 

8 '!l6" 

2^" X 2^" 

2.7 

9.80 

A-3857 

25,000 ohms to 4 ohms 

10 ma. 

1F4,1F5, 1J5,1T5, 6G6 
12A7, 950 

A 

5 

A 


2 ^" X 1%" 

0.4 

2.55 


HUM-REDUCING TRANSFORMERS, Single Plate fo Voice Coil 


A-3330 

t2,000 ohms to 3.5 ohms 60 ma; 

5 


A 


1 ^" 

2 ^"x 1^" 2 

0.4 

$2.30 

*A-3336 

#2,500 ohms to 3.5 ohms 50 ma. 

5 


A 



X 

1 ^" 2 

0.4 

2.65 

CRYSTAL RECORDER OUTPUT 

Part 

No 

Application 

Max. 

Pri. D.C. 

Audio 

Watts 

Core 

Size 

Mtg. 

Height 

Overall 

Base 

Area 

Shpg. Wt. 
in Bbs. 

List 

Price 

A-3853 

Single 7,000 ohm plate to 70,000 ohm 
crystal cutter OR 4 ohm voice coil 

35 ma. 

5 

W X M" 

A 


2 " 

3M" X IM" 

1.0 

$5.95 

A-3854 

Single 7,000 ohm plate to 70,000 ohm 
crystal cutter AND 4 ohm voice coil 

35 ma. 

10 

X K" 

A, 


2 M" 

3M" X 2M" 

1.5 

6.60 

A-3859 

Push-pull 10,000 ohm plates to 70,000 ohm 
crystal cutter OR 4 ohm voice coil 

30 ma. ea. 3^ 

5 

M" X M" 

A 


2 " 

3M" X IM" 

1.0 

6.40 

A-3860 

Push-pull 10,000 ohm plates to 70,000 
ohm crystal cutter AND 4 ohm voice coil 

o5 ma. ea. ^2 

10 

y»' X 

A 


2 M" 

X 234" 

1.5 

7.20 


#Has tapped primary for use in hum-reducing circuit. §This unit has a cerdary winding to provide 10% inverse ieedback. 
jDesignates part number to be removed from next catalog. fHas a 4.5% primary tap. 
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OUTPUT TRANSFORMERS 

CHICAGO STANDARD TRANSFORMER CORPORATION 



UNIVERSAL OUTPUT 

Part 

No. 

Application 

Max. 

Pri. D.C. 

Audio 

Watts 

Mtg. 

Height 

Overall 

Base 

Area 

Shpg. Wt. 
in Lbs. 

List 

Price 

A-3856 

Single or Push-pull plates (4,000 to 14,000 ohms) to voice coil 

35 ma. 

4 

Q 

IH" 

2ys" X i%" 

0.4 

$2.90 

A-3822 

Single plate (7,000 to 10,000 ohms) to voice coil 

35 ma. 

4 

Q 

lys" 

2y" X ly" 

0.4 

2.75 

A-3848 

Single plate (7,000 to 16,000 ohms) to voice coil 

10 ma. 

5 

Q 

IH" 

2H" X m" 

0.4 

3.90 

A-3823 

Single or Push-pull plates (4,000 to 14,000 ohms) to voice coil 

40 ma. 

8 

Q 


2%" X 134" 

0.7 

3.10 

A-3850 

Single or Push-pull plates (4,000 to 14,000 ohms) to voice coil 

40 ma. 

8 

J 

2" 

2^'^X 134" 

0.7 

3.60 

A-3825 

Single plate (1,500 to 4,600 ohms) to voice coil 

75 ma. 

8 

Q 

2" 

3M" X m" 

0.9 

3.95 

A-3824 

Single or Push-pull plates (6,000 to 10,000 ohms) to voice coil 

75 ma. 

8 

Q 

2" 

334" X 2" 

1.4 

4.95 

A-3849 

Single plate (1,500 to 10,000 ohms) to voice coil 

55 ma. 

10 

Q 

lys" 

234" X 134" 

0.7 

3.15 

A-3880 

Push-pull plates (4,000 to 14,000 ohms) to voice coil 

40 ma. ea. 

15 

Q 

2M" 

S%" X 234" 

1.7 

5.95 

A-2855 

Push-pull plates (4,000 to 14,000 ohms) to voice coil 

50 ma. ea. 3^ 

15 

L 

21,4" 

23ff" X 134" 

1.0 

5.30 

A-389U 

Push-pull plates (4,000 to 14,000 ohms) to voice coil 

50 ma. ea. 

15 

TD 

2ii/i6" 

2«>4" X 23tf" 

1.5 

8.15 

A-3852 

Push-pull piates (4,000 to 14,000 ohms) to voice coil 

40 ma. ea. 34 

18 

J 

25Ac" 

2 Vs" X 2" 

1.3 

4.00 

A-3870 

Push-pull plates (4,000 to 14,000 ohms) to voice coil 

50 ma. ea. 34 

18 

Q 

2" 

334" X 2" 

1.3 

4.95 

A-3830 

Push-pull plates (3,000 to 10,000 ohms) to voice coil 

60 ma. ea. 34 

20 

J 

2^ We" 

S'ViV' X 234 " 

1.8 

HE9 


TUBE TO LINE 


Part 

No- 

Application 

Impedance in Ohms 

Max. 
Pri. D.C. 

Audio 

Watts 

Mtg. 

Weignt 

Overall 

Base 

Area 

Shpg. Wt. 
in Lbs. 

List 

Price 

A-3841 

Single plate to line 

Pri—7,000/6,000/5,000/4,000/2,500 
See—500 

60 ma. 

10 

J 

2“/f6" 

3 Me" X 234 " 

1.5 

$7.50 

A-3842 

Push-pull plates to line 

Pri—14,000/12,000/10,000/8,000 CT 
Sec—500 

55 ma. 

10 

J 

2114 " 

3'lie" X 234 " 

1.7 


A-4770 

Single plate to line 

Pri—7,000/6,000/5,000/4,000/2,500 
Sec—500 

60 ma. 

20 

J 

33 ^" 

3^" X 234" 

2.4 

7.90 

A-3250 

Single plate or 

Push-pull plates to line 

Pri-20,000/10,000/5,000 

Pri—20,000 CT 

Sec—500/333/200/125/50 

15 ma. 


Q 

2" 

334 " X 134 " 

1.0 

4.95 

A-3315 

Single plate or 

Push-pull plates to line 

Pri—20,000/10,000/5,000 

Pri—20,000 CT 

Sec—500/333/200/125/50 

35 ma. 


D 

3346" 

2^" X 2^" 

2.7 

11.30 


LINE TO VOICE COIL 


Part 

No. 

Impedance in Ohms 

Audio 

Watts 

Mtg. 

Height 

Overall 

Base 

Area 

Shpg. Wt. 
in Lbs. 

List 

Price 

A-8101 

Pri—500 Sec—3.2/6-8 

5 

Q 

iVs" 

234" X iVs" 

0.4 

$2.20 

A-3883 

Pri—500 Sec—-1578/6/4 

25 

J 

2^4" 

234 " X 134 " 

1.1 

4.70 

A-3882 

Pri—500/333/250 Sec—15/8/4 

25 

D 

33i/ 

234" X 3M" 

2.4 

9.30 

A-3838 

500/250/175/150/140/125/100/85/45/14/4/0.7 

This Unit is designed to operate one or more speakers in series across a 

30' B 334" 234" X 234" 

500 ohm line or to match unequal lines. 

2.3 

7.35 

A-3818 

Pri—1,500/1,000/500 Sec—15/8/4 

25 

J 

33 ^" 

SVs" X 234 " 

2.2 

mg 

A-7947 

Pri—2,000/1,500/1,000/500 Sec—6 ohms 

8 

Q 

1 ^" 

21346"x 1%" 

0.7 

3.20 

A-7S49 

Pri—2,000/1,500/1,000/500 Sec—6-8 ohms 

12 

J 

2%" 

234" X U3f6" 

’ 1.1 

4.25 

A-3820 

Pri—2,000/1,500/1,000/500 , Sec—15/8/4 

40 

D 

43f6" 

334" X 434 " 

5.0 

15.20 

*A-8104 

Pri—3,000/2,000/1,500/1,000/500 

Sec—16/8/4 

10 

J 

2346" 

215^6" X 134^ 

' 234" 1.5 

6.10 

A-3837 

Line to Line or V. C. (Autoformer) Pri—500 Sec—8/4/2.65/2.35/ 15 

2/1.5/0.7/0.5/0.3/0.2/0.1/0.05 

This Unit is designed to operate one or more speakers in parallel across a 500 ohm line. 

J 

2346" 

234" X 2" 

1.4 

5.50 


70.7 VOLT LINE TO VOICE COIL 


Part 

No. 

Power Steps 

in Watts Impedance in Ohms 

Mtg. 

Type 

Height 

Overall 

Base Mtg. 

Area Ctrs. 

Shpg. Wt. 
in Lbs. 

List 

Price 

*A-8102 

8/4/2/1/0.5 Pri—625/1,250/2,500/5,000/10,000 Sec—4/8/16 

J 

2" 134 

" X 234" 2" 

0.7 

$4.50 

*A-8103 

16/8/4/2/1/0.5 Pri—312.5/625/1,250/2,500/5,000/10,000 Sec—4/8/16 J 

234" 234 

" X 334" 213/fe" 

1.5 

6.30 

LINE TO VOICE COIL—OUTDOOR TYPE 

Part 

No. 

Impedance Rated 

in Ohms Watts Mtg. 

Mtg. Centers 
Can or Brkt. 

Height 

Overall 

Ba.se 

Areat 

Shpg. Wt. 
in Lbs. 

List 

Price 

A-3333 

Pri—3,000/2,000/1,500/1,000/500 14 TW 

Sec—16/8/4 

2" X 3332" 

334" 

334" X 3" 

3.4 

$14.65 

A-3334 

Pri—3,000/2,000/1,500/1,000/500 25 TW 

Sec—16/8/4 

2" X 354" 

334" 

334" X 3" 

3.5 

17.75 


20-337 Adapter Hardware Set .55 

For clamping Part Numbers A-3333 and A-3334 to the mounting each of screws, nuts and lockwashers to secure transformer assembly 
bracket of a trumpet projector. Set consists of holding plate and four to speaker bracket up to 2" wide.__ 


tiJimensions with bracKet. 
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POWER TRANSFORMERS 

CHICAGO STANDARD TRANSFORMER CORPORATION 


COMBINATION PLATE AND FILAMENT SUPPLY 

POWER TRANSFORMERS TO PROVIDE APPROXItViATELY 260 VOLTS D.C. TO CONDENSER INPUT FILTER 


Type and Plate Supply 

Rectifier Fil. 

Other 

Windings 

Base 

Overall 

Mtg. 

Shpg. Wt. 

List 

Part No. A.C. Volts 

D.C. Ma. 

Volts 

Amps. 

Volts 

Amps. 

Area 

Height 

Centers 

in Lbs. 

Price 

PC8401 

i 235-0-235 

40 

5.0 

2.0 

6.3 CT 

2.0 

2^" X 2^" 

3^6" 

2" X 1%" 

2.2 

$ 6.75 

PIVI8401 

1, 






2W' X 3" 

2y8" 

2" X 2y" 


PC8402 

[ 240-0-240 

55 

5.0 

2.0 

6.3 CT 

2.0 

2^" X 2M" 

sye" 

2" X We" 

2.4 

7.50 

P1VI8402 

J 






X 3" 

2^^ 

2" X 2y" 



PC8403 

\ 250-0-250 

70 

5.0 

2.0 

6.3 CT 

2.5 

2^" X sys" 

3«/ir 

2" X 2!4" 

3.2 

8.40 

PIVI8403 

1 






2yy X 3" 

sys" 

2" X 2^" 



PC8404 

i 260-0-260 

90 

5.0 

2.0 

6.3 CT 

3.0 

3" X ?>yy 

sys" 

2M" X 2M" 

4.0 

9.45 

PIVI8404 

I 






2vy X wy 

syg" 

2M" X 2W^^’ 



PC840S 

i 270-0-270 

120 

5.0 

3.0 

6.3 CT 

3.5 

3M" X 2.yy 

4" 

2y2" X 2!4" 

4.9 

10.45 

PIVI8405 

I 







3W' 

2Vo" X 3H" 



POWER 

TRANSFORIVIERS 

FOR USE 

WITH 

CHOKE INPUT FILTER. VR-TUBE REGULATED 1 

SUPPLY. SPEAKER FIELD IN 

FILTER 

, OR HIGHER VOLTAGE WITH CONDENSER 

INPUT FILTER 






PC8406 

i 325-0-325 

40 

5.0 

2.0 

6.3 CT 

2.0 

2yy X 2M" 

3%" 

2" X We" 

2.4 

$ 6.90 

PIVI8406 

1 






2yy X 3" 

2W' 

2" X 2yy 



PC8407 ] 

325-0-325 

55 

5.0 

2.0 

6.3 CT 

2.0 

2^" X 3H" 

3%" 

2" X 2ye" 

3.2 

7.60 

PIVI8407I 







2yy X 3" 

3^" . 

2" X 2yy 



PC8408 ] 

1 340-0-340 

70 

5.0 

2.0 

6.3 CT 

2.5 

3" X 3^" 

3^" 

2M" X 2ys" 

3.8 

8.60 

PIVI8408J 







2vy X wy 

sy" 

2M" X 2W' 



PC8409 ] 

^ 350-0-350 

90 

5.0 

2.0 

6.3 CT 

3.0 

3'^ X zyy 

3^" 

2H" X 2^" 

4.5 

9.60 

PIVI8409 J 







2^"x3^" 

3H" 

2y" X 2^ye" 



PC8410 j 

^ 360-0-360 

120 

5.0 

3.0 

6.3 CT 

3.5 

3M" X 3H" 

4" 

2H" X 2ye" 

5.5 

10.60 

PIVI8410 1 







3H" X 3H" 

3^" 

2^" X 3H" 



PC8411 j 

375-0-375 

150 

5.0 

3.0 

6.3 CT 

4.5 

3H" X 4" 


2M" X 2^ye" 

5.8 

12.70 

PIVI8411 1 







3H" X 4H" 

3 Vs" 

2%" X SVe" 



PC8412 1 

400-0-400 

200 

5.0 

3.0 

6.3 CT 

5.0 

4" X 4" 

4H" 

3" X 2^ye" 

8.2 

14.30 

PIVI3412j 







sy" X 4y" 

3ys" 

3" X SH" 



PC8413 

400-0-400 

250 

5.0 

4.0 

6.3 CT 

5.0 

4" X 41^" 

4H" 

3" X 3'Me" 

10.0 

17.95 

PC8414 

600-0-600 

200 

5.0 

3.0 

6.3 

3.0 

4" X 4" 

4H" 

3" X 2^%" 

8.3 

18.05 






6.3 

3.0 





POWER TRANSFORMIERS FOR USE WITH 6AX5, 6X4, 

6X5, OR SELENlUiVI 

RECTIFIERS 




PS8415 

125 H-wave 

15 



6.3 

0.6 

2^" X IH" 

2" 

2" 

0.7 

$ 3.15 

PS8416 

125-0-125 

25 



6.3 

1.0 

2 Vs" X IM" 

2%" 

2ys" 

1.0 

3.95 

*PA8421 

125 ^-wave 

50 

_ 

_ 

6.3 

2.0 

3M" X 2M" 

2H" 

BVs" 

1.5 

5.25 

PC8417 

220-0-220 

50 

6.3 

0.6 

25.2 

0.5 

2y" X 2H" 

3%" 

2" X 1%" 

2.2 

7.40 

PC8418 1 

230-0-230 

50 



6.3 

2.5 

2^" X 2^" 

SVt" 

2" X IVe" 

2.2 

6.55 

PIVI84181 







2y" X 3" 

2^" 

2" X 2y2" 



PC8419 1 

240-0-240 

70 



6.3 

3.0 

2^" X 2>g" 

3^46" 

2" X 1134" 

2.6 

7.50 

PIVI8419i 







2y" X 3" 

2 Vs" 

2" X 214" 



PC8420 

260-0-260 

90 



6.3 

4.0 

3" X 3y" 

3y2" 

2" X 2M" 

3.5 

8.35 

PIVI8420 







2vy X sy" 

3W' 

2y" X 2134" 




CATHODE RAY TUBE POWER TRANSFORMERS 

For use with type 2X2 rectifier tutjes in a conventional half-wave voltage supply. _ 

Part i Plate Supply Kectitier Filament Other Windings Height Base Shpg. Wt. List 

No. A.C. Volts D.C. Milliamperes Volts—Amperes Volts—Amperes Mtg. Overall Area in Lbs. Price 

P-81S0 1,550 half-wave 1.5 2.5 1.75 . TD SKe" 3" x 2H" 1-8 

>-8151 2.400 half-wave 5.0 2 .n 2.0 2.5 2.0 C 4^^ 6.4 ‘16.30 

PHOTOFLASH POWER TRANSFORMER ______ 

Part Mtg. Height Base Mtg. Shpg. Wt. List 

No. Application Pri. Sec. Type Overall Area Ctrs. in Lbs. Price 

*P-6425 For use in Sprague electronic flash 105/115/125V- Charges up to 1050 mfd. S 2^/f6" x 2" 2^" 1.4 $5.25 

circuits. See Sprague Electronic 60 cy. to 450 Volts D.C. 

_ Flash Handbook C-703 __ 

*P-6426 Trigger coil for use with 450V. diam. 0.2 2.50 

SPEAKER FIELD SUPPLY TRANSFORMER ___ 

Part Plate JSupply iivectiiier i^iiamenc- Height Base Shpg. Wt. List 

No. A.C. Volts D.C. Milliamperes Volts—Amperes Mtg. Overall Area in Lbs. Price 
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POWER TRANSFORMERS 

CHICAGO STANDARD TRANSFORMER CORPORATION 



REPLACEMENT POWER TRANSFORMERS (Misc.) 


Part No. 

Plate Supply 
A.C. Volts D.C. 

Ma. 

Rectifier Filament 
V olts—Amperes 

Other Windings 

V olts—Amperes 

Mtg. 

Height Base Shpg. Wt. 

Overall Area in T^bs. 

List 

Price 

P-6001 

325-0-325 

40 


5.0 CT-2.0 

2.5 CT-4.0 

M 

2H" 

2y" 

X 

3" 

2.5 

$ 9.00 

JP-6002 

350-0-350 

50 


5.0 CT-2.0 

2.5 CT-7.25 

M 

syg" 

2yy 

X 

3" 

3.0 

11.20 

P-6003 

350-0-350 

70 


5.0 CT-2.0 

2.5 CT-9.0 

M 

syg" 

2yg" 

X 

3yy 

3.7 

12.80 

P-6005 

350-0-350 

70 


5.0 CT-3.0 

2.5 CT-9.0 2.5 CT-3.5 

M 


2yy 

X 

3Vs" 

4.8 

8.75 

tP-6009 

275-0-275 

70 


5.0 CT-3.0 

2.5 CT-10.5 5.0 C.T.-0.5 

M 

3H" 

2vy 

X 


3.8 

13.40 

tP-4042 

350-0-350 

70 


5.0-3.0 

2.5 CT-3.5 2.5-7.5 

C 

4" 

3yy 

X 

3" 

3.8 

13.45 

P-4047 

350-0-350 

70 


5.0-3.0 

2.5 CT-9.0 6.3-3.C 

C 

4" 

3yy 

X 

3" 

3.8 


P-6004 

350-0-350 

90 


5.0 CT-3.0 

2.5 CT-12.5 

M 

3" 

3yg" 

X 

3%" 

4.2 


tP-4043 

350-0-350 

90 


5.0-3.0 

2.5 CT-3.5 2.5-9.0 

C 

4 Vie" 

" 3yg" 

X 

3yg" 

4.8 


tP-4048 

350-0-350 

90 


5.0-3.0 

2.5 CT-10.0 6.3-3.5 

C 


3yy 

X 

3yy 

5.2 


P-6007 

400-0-400 

110 


5.0 CT-3.0 

2.5 CT-15." 2.5 CT-3.5 

M 

3H" 

3H" 

X 

3V" 

5.4 


tP-6290 

350-0-350 

120 

18/24/50 V. t 5.0 CT- 

3.0 6.3 CT-4.7 

M-2 

syg" 

3H" 

X 

3 Vs" 

5.4 

15.40 

P-6006 

350-0-350 

120 


5.0 CT-3.0 

2.5 CT-12.5 2.5 CT-3.5 

M 

3yg" 


X 

3yy 

5.5 

14.95 

P-3005# 

360-0-360 

125 


5.0 CT-3.0 

2.5 CT-10.0 

C 

4H" 

4" 

3 V" 

8.0 

20.30) 


80 V. Bias 



5.0 CT-2.0 

6.3 CT-4.0 








P-6143 

440-0-440 

130 


5.0-3.0 

6.3 CT-3.5 

C 

4'Mf/' 

3yg" 

X 

3 V" 

7.0 


P-4004# 

400-0-400 

175 


5.0 CT-3.0 

2.5-1.75 

c 

4H" 

4" 

X 

‘^yy 

8.3 

17.85 


80 V. Bias 




6.3 CT-2.5 6.3 CT-2.5 








P-5059# 

337.5-0-337.5 

200 


5.0 CT-3.0 

6.3 CT-5.0 

c 

4H" 

4" 

X 

4yy 

9.6 

16.90) 

P-6315 

370-0-370 

275 


5.0 CT-3.0 

6.3 CT-7.0 

M 

4^'' 

CO 

X 4yy 

9.3 

19.50) 

VIBRATOR TRANSFORMERS with 6 VOLT D.C. primary 

Part 

Secondary 

Secondary D.C. to Filter 

Recommended Height 

Base 


Shpg. 

wt. 

List 

No. 

A.C. Volts 


Volts 

Milli amperes 

Buffer Cap. Mtg. Overall 

Area 


in Lbs. 

Price 

P-6301 

210-0-210 


150 

40 

0.008 mfd. S 23/iV' 


2Vg" 

X IH" 


1.2 


$5.20 

P-4060 

240-0-240 


225 

40 

0.008 mfd. N 3H'' 


2y2" 

X 2yg" 


2.5 


6.75 

P-4061 

290-0-290 


250 

50 

0.006 mfd. N 3H" 


2yy 

X 2^" 


2.5 


6.50 

P-4062 

300-0-300 


260 

65 

0.006 mfd. N 3>^" 


'2.yy 

X 2H" 



HHH 


P-4063 

320-0-320 


285 

75 

0.006 mfd. N 3H" 


2yy 

X 2M" 



mum 


P-6131 

370-0-370 


330 

100 

0.007 mfd. N 3^" 


2vy 

X 2" Vs 



HHHI 



VIBRATOR TRANSFORMER WITH 6 VOLT D.C AND 117 VOLT A.C. PRIMARY 

P-6166 350-0-350 ~ 135 C 4M" 4" x 3^" 6.9 $16.85 

Filament—6.3 volts at 2.25 Amps. 


AUTO RADIO VIBRATOR TRANSFORMERS—EXACT DUPLICATE 

Exact duplicate of mounting type used in original equipment. For detailed drawings, see Howard W. Sams Auto Radio Manual. 


Part 

No. 

Original 
Part No. 

Trade Name 

D.C. Volts at D.C. 
Filter Input Ma. 

Recommended 
Buffer Cap. 

Height 

Overall 

Base 

Area 

Shpg. Wt. 
in Lbs. 

List 

Price 

P>4064 

7240519 

United Motors (Delco) 

280 

65 

0.015-0.015 mfd. 

3^6" 

24" X 24" 

2.5 

$11.75 

P-4065 

7255881 

United Motors (Delco) 

265 

56 

0.006 mfd. 

414 " 

2 ^" X 214" 

2.6 

10.90 

P-6470 

140-111 

Regal (5-tube univ. series) 

145 

50 

0.009 mfd. 

2114 " 

2^^4" X 24 " 

1.4 

7.65 

P-6471 

25B472533 

Motorola (408, 508, etc.) 

235 

70 

0.006 mfd. 

3" 

3yg" X 2%" 

2.0 

7.60 

P-6472 

D 71014 

C 217020 

C 71014 
25B70950 

Colonial-Detrola No. 8072 
Colonial-Bendix Ml 
Colonial-Motorola 

Motorola (405, 505, etc.) 

270 

56 

0.007 mfd. 

2^" 

, 224" X 24 " 

2.0 

7.60 

P-6473 

95-1073 

Zenith 

272 

73 

0.008 mfd. 

3 14 " 

2^" X 24 " 

2.4 

8.65 

P-6474 

95-1066 

Zenith 

240 

52.5 

0.008 mfd. 

314" 

2^" X 24 " 

2.2 

7.90 

P-6476 

D 70267 

C 70267 

Colonial-Detrola No. 7070 
Col.-Mot.-Det. No. 8030 

220 

53.5 

0.008 mfd. 

2^" 

224" X 24 " 

2.0 

7.80 


CONDENSER TESTER POWER TRANSFORMER 


Part 

No. 

Plate Supply 

A.C. Volts D.C.-M.A. 

Fil. Wdgs. 

Volts Amps. 


Overall 

Dimensions 

Mtg.§ 

Type 

Shpg. Wt. 
in Lbs. 

List 

Price 

*P-6459 

550 30 

55 60 

6.3 0.9 

6.3 0.6 

L 

2^" 

W D 

24" 24" 

Coil and 
Iron 

1.4 

$8.20 


All Primary Windings for 117 V-60 cycle operation unless otherwise indicated. #Primary for 117/107 volts. §Use original brackets. 

fMotor-tuner windings for intermittent duty. ^Designates part number to be removed from next catalog. 
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FILTER CHOKES 

CHICAGO STANDARD TRANSFORMER CORPORATION 


SMOOTHING CHOKES FOR D.c. power supplies. 

Inductance varies with the amount of D C. flowing through the coil, are rated at 10 volts, 60 cycles, with maximum D.C. in winding, 
therefore these units have been tested under uniform conditions. They Tolerance of plus 15% is maintained on all ratings. 


Part 

No. 

Indue. 

Rating 
at Ma. 

D.C. 

D.C. Res. 
in Ohms 

R.M.S. V. 

Insul. 

Mtg. 

Height 

Overall 

Base 

Area 

Shpg. Wt. 
in Lbs. 

List 

Price 

C-1515 

20.0 hy. 

at 

15 ma. 

900 

1500 

A 

IVs" 

2yy X lyy 

0.7 

$2.20 

C-1706 

4.5 hy. 

at 

50 ma. 

300 

1500 

A 

IVs" 

2yy X 

0.4 

1.85 

C-1707 

7.0 hy. 

at 

50 ma. 

550 

1500 

A 

m" 

, 2 ^" X ly" 

0.4 

1.95 

C-1003 

16.0 hy. 

at 

50 ma. 

580 

1500 

A 

2" 

3M" X IH" 

1.1 

2.45 

C-1708 

13.0 hy. 

at 

65 ma. 

500 

1500 

A 

2" 

3H" X IM" 

1.0 

3.05 

C-1355 

8.0 hy. 

at 

75 ma. 

290 

1500 

L 


2ye" X IM" 

1.0 

3.05 

C-1002 

15.0 hy. 

at 

75 ma. 

400 

1500 

A 

2M" 

3M" X 2M" 

1.7 

3.25 

C-1420 

16.0 hy. 

at 

80 ma. 


1500 

C 

S'Ke" 

2^" X 2H" 

2.5 

5.40 

C-1709 

8.0 hy. 

at 

85 ma. 

250 

1500 

A 

2" 

SM" X 2" 

1.4 

3.40 

C-2305 

5.0 hy. 

at 

100 ma. 


1500 

TD 

2114 " 

2M^ X 2ye" 

1.5 

4.70 

C-1001 

10.5 hy. 

at 

110 ma. 

225 

3000 

A 

2^" 

4" X 2H" 

2.3 

4.45 

C-2303 

2.5 hy. 

at 

130 ma. 


2000 

A 

2" 

3y"xiy" 

1.0 

3.10 

C-1421 

7.0 hy. 

at 

140 ma. 

165 

3000 

C 


2yy X 2 ^" 

2.5 

6.15 

C-2304 

2.3 hy. 

at 

150 ma. 



A 

2" 

3H" X IH" 

1.0 

3.20 

C-2309 

3.0 hy. 

at 

150 ma. 


2000 

A 

2H" 

3H" X 2M" 

1.7 

3.85 

c-mo 

7.0 hy. 

at 

150 ma. 

200 

1500 

A 

2ys" 

4" X 2y" 

2.2 

4.95 

C-1410 

4.0 hy. 

at 

175 ma. 

100 

3000 

C 


2yy X 2y' 

2.4 

6.30 

*C-2327 

1.5 hy. 

at 

200 ma^ 

85 

1500 

A 

IVs" 

2yy X IK" 

0.8 

2.45 

C-1646 

5.0 hy. 

at 

200 ma. 



C 

V 

3K" X 3K" 

4.5 

9.00 

C>1411 

4.5 hy. 

at 

200 ma. 

80 

3000 

C 

Ws' 

3'' X 3K" 

3.5 

7.15 

C-1721 

8.5 hy. 

at 

200 ma. 

120 

3000 

N 

w 

3K" X 3'' 

4.4 

8.20 

C-1703 

4.0 hy. 

at 

250 ma. 

60 


B 


2K" X 3K" 

4.2 

9.10 

C-1412 

4.0 hy. 

at 

250 ma. 

60 

3000 

C 


3" X 3K" 

4.3 

10.45 

C-1722 

8.0 hy. 

at 

300 ma. 

80 

3000 

N 

4 ^" 

3K" X 3K" 

7.3 

13.60 

C-2308 

8.0 hy. 

at 

300 ma. 

80 

3000 

C 

m" 

4" X 3yy 

7,8 

13.75 

C-1413 

8.0 hy. 

at 

300 ma. 



D 

m" 

4"' X 4K" 

7.8 

13.75 

*C-2328 

0.8 hy. 

at 

375 ma. 

25 


A 

2 ^" 

3K" X 2" 

1.5 

5.05 

C-1414 

7.5 hy. 

at 

400 ma. 


5000 

D 

4M" 

4" X 5K" 

11.8 

19.80 

C-1415 

6.0 hy. 

at 

500 ma. 

75 

7500 

FS 

m" 

6K" X 7" 

23.7 

45.80 


SWINGING CHOKES FOR INPUT SECTION OF D.c. POWER SUPPLIES. 


Inductance varies with the amount of D.C. flowing through the coil, 10% of maximum D.C. in windings. Tolerance of plus 15% is main- 
therefore these units |have been tested under uniform conditions, tained on all ratings. 

Swinging chokes are rated at 10 volts, 60 cycles, from maximum to 


Part 

Min. Swg. 

D.C. Res. 

Approx. Range of 

R.M.S. V. 


Height 

Base 

Shpg. Wt. 

List 

No. 

Indue. 

in Ohms 

Indue, at D.C. 

Ma. 

Insul. 

Mtg. 

Overall 

Area 

in Lbs. 

Price 

C-1718 

10 hy. 

130 

13,5-3.5 hy. at 

15-150 

2000 

C 

3^6" 

2K" X 2K" 

2.3 

$6.35 

C-1400 

10 hy. 

100 

12-2 at 

17.5-175 

3000 

c 

SKe" 

2K" X 2K" 

2.4 

7.10 

C-1401 

10 hy. 

80 

12-2 at 

20-200 

3000 

c 

3K" 

3" 3K" 

3.5 

8.10 

C-1645 

10 hy. 

90 

12-2 at 

20-200 

5000 

c 

4" 

3K" X 3K" 

4.5 

9.30 

C-1702 

10 hy. 

60 

12-2 ^t 

25-250 ^ 

3000 

B 

3K" 

2K" X 3K" 

4.3 

9.30 

C-1402 

10 hy. 

60 

12-2 at 

25-250 

3000 

C 

3K" 

3" X 3K" 

4.3 

■ran 

C-1720 

16 hy. 

80 


30-300 


N 

4K" 

3M" X 3K" 

7.2 

13.30 

C-2307 

16 hy. 

80 


30-300 


C 

4K" 

4" X 3yy 

7.9 

15.15 

C-1403 

16 hy. 

80 

20-4 at 

30-300 


D 

4M" 

4" X 4K" 

7.7 

13.50 

C-1404 

14 hy. 

60 

17-3 at 

40-400 


D 

4M" 

4" X 5K" 

11.7 

19.80 

C-1405 

12 hy. 

75 

16-4 at 

50-500 

7500 

FS 

wy 

6K" X r 

24.3 

WEJBH 


SMOOTHING CHOKES FOR USE IN A.C.-D.C. POWER SUPPLIES. 

Inductance varies with the amount of D.C. flowing through the coil, chokes are rated at 10 volts, 60 cycles, with maximum D.C. in windings 
therefore these units have been tested under uniform conditions. Filter Tolerance of plus 15% is maintained on all ratings._ 


Part 

No. 

Indue. 

Rating 
at Ma. D.C. 

D.C. Res. 
in Ohms 

R.M.S. V. 
Insul. 

Mtg. 

Height 

Overall 

Base 

Area 

Shpg. Wt. 
in Lbs. 

List 

Price 

C-1080 

3.5 hy. 

at 50 ma. 

200 

1500 

A 

1^" 

2K" X IK" 

0.7 

$2.15 

C-1325 

5.0 hy. 

at 50 ma. 

250 

1500 

A 

lys" 

2K" X IK" 

0.7 

2.30 

C-1277 

7.0 hy. 

at 50 ma. 

300 

1500 

A 

1 ^" 

2K" X IK" 

0.7 

2.55 

C-1723 

4.5 hy. 

at 50 ma. 

325 

1500 

A 

lyy 

2K"x IK" 

0.4 

2.00 

C-1227 

7.0 hy. 

at 50 ma. 

350 

1500 

A 

ly" 

2K" X IK" 

0.7 

2.50 

C-1279 

8.5 hy. 

at 50 ma. 

400 

1500 

A 

ly" 

2K" X IK" 

0.7 

2.20 

C-1333 

8.0 hy. 

at 50 ma. 

450 

1500 

A 

ly" 

2K" X IK" 

0.7 

2.25 

C-1215 

9.0 hy. 

at 50 ma. 

500 

1500 

A 

ly" 

2K" X IK" 

0.7 

2.05 

SPEAKER FIELD SUBSTITUTE CHOKE 

Part 





Height 

Base 


Shpg. Wt. 

List 

No. 

D.C. Resistance 

Max. Current 

Overall 

Area 

Mtg. 

in Lbs. 

Price 

tC-2302 

1750/1000/750/500 ohms 

60 ma. cont. or 75 

ma. int. 

3K" 

2K" X 2K 

" N 

3.1 

$9.15 


3000/2500/2250/2000/1500/500 ohms 

40 ma. cont. or 55 ma. int. 







JDesignates part number to be removed from next catalog. 
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MODULATION TRANSFORMERS 

CHICAGO STANDARD TRANSFORMER CORPORATION 


PLATE MODULATION 


Part 

No. 

Impedance 
in Ohms 

Max. Ma. 
D.C./Tube 
Pri. Sec. 

Typical 

Output Tubes 

Class 

Audio 

Watts 

Mtg. 

Height 

Overall 

Base 

Area 

Shpg. 
Wt. 
in Lbs. 

List 

Price 

A-3812 

Pri—10,000 CT 

Sec—4,000 

32 

50 

Sgl.—37, 38, 41,1G5, 6K6 
Sgl.—19, 1G6, 1J6, 6E6, 
6 G6, 6Z7 

P.P.—30, 49, 1H4 

A 

B 

B 

. 5 

A 

IVs" 

2ys" X lyy 

0.7 

$3.65 

A-3871 

Pri—4,500 

Sec—8,500 

^Secondary used as primary. 

60 

50 

Sgl.—6L6, HY69 
#Sgl.—6B5, 6F6, 6N6 

A 

A 

10 

TD 


2H" X 2H," 

1.4 

6.65 

JA-3873 

Pri—8,500 CT 

Sec—8,000 

100 

100 

Sgl.—6B5, 6F6, 6N6 

P.P.—6L6, RK56, HY60 

A 

AB 

25 

C 

3«/r6" 

2^" X 3^" 

4.2 

10.55 

A-3845 

Pri—10,000 CT 

Sec—8,000/6,500/5,000/3,000 

100 

100 

Sgl. 53, 79, 6A6, 6N7, 6Y7 
P.P.—42, 2A5, 6F6, 6V6 

B 

AB2 

25 

C 

33/ro" 

2^" X 2M" 

2.8 

8.35 

tA-3835 

Pri—5,000/3,000 CT 

Sec—10,000/8,350/5,350 

80 

100 

P.P.—45, 50, 2A3, 6A3, 

6 A 5, 6B4, 6L6 

AB 

25 

C 

4" 

SH" X SH" 

4.0 

11.30 

tA-3868 

Pri—6,600 CT 

Sec—12,000/10,000 

100 

70 

P.P.—6L6 

AB 

35 

C 

SS/Te" 

2ys" X 

4.0 

10.95 

:i:A-3843 

Pri—6,600 CT 

Sec—14,500/7,500/5,000 

150 

150 

P.P.—6L6, RK56, HY56 

AB 

40 

D 

4^6" 

3H" X 43^" 

6.2 

15.50 

A-3808 

Pri—3,800/3,300 CT 

Sec—10,000/7,500/5,000/4,000 

260 

170 

P.P.—6L6, 807, HY61, 
RK41 

P.P. Par-6L6 

AB2 

ABl 

60 

D 


4" X 2yy 

7.7 

18.75 

JA-2907 

Pri—8,000 CT 

Sec—12,500/9,000/6,800/ 
5,000/3,300 

200 

150 

P.P.—10, T20, TZ20, 
HY25, 46, 801,825, 841 

B 

90 

D 

m" 

4" X 5M" 

9.7 

21.30 

tA>2908 

Pri—12,000/7,200 CT 

Sec—6,250/5,350/4,500/3,000 

260 

220 

P.P.—RK18, T20, TZ20, 
HY25, RK31, 35T, 50T, 
800, 801, 830B, 1623 

B 

120 

D 

4M" 

4" X 5^" 

9.7 

22.90 

A-3829 

Pri—9,000/6,900 CT 

250 

300 

P.P.—RK12, HY25, 35T, 

B 

175 

D 

m" 

4" X 6H" 

11.4 

23.75 


Sec—6,250/5,000/4,000/3,300 HY40Z, T40, TZ40, 

lOOTL, HK354, 756, 

809, 830B 



POLY-PEDANCE MODULATION multi-tapped units to properly match the output of the 

MODULATOR STAGE TO THE MODULATED LOAD, WILL MATCH ALL COMMON IMPEDANCES OF CLASS 
“B" MODULATOR (2,000 to 20,000 OHMS) TO CLASS *‘C*‘ LOAD IMPEDANCES OF 2,000 TO 20,000 OHMS. 


The number of excellent transmitting tubes available is constantly matching some given modulator tubes or R.F. load. These units give 
increasing, R.F. applications, too, have increased and it is sometimes an almost unlimited range in power and impedance ratings to assure 
difficult to obtain the correct modulation transformer suitable for a correct impedance match in all cases. 


Part 

No. 

Max. 

Watts 

Max. D.C. 

Mtg. 

Height 

Overall 

Base 

Area 

Shpg. wt. 
in Lbs. 

List 

Price 

A-3891 

15 

Pri—100 ma. 

Sec—100 ma. 

D 


2^" X 2%’’ 

2.5 

$13.60 

A-3892 

30 

Pri.—150 ma. 

Sec—150 ma. 

D 

4" 

3M" X syy 

4.3 

17.20 

A-3893 

60 

Pri—180 ma. 

See—180 ma. 

D 

4" 

3H" X 4ys" 

6.2 

18.60 

A-3894 

125 

Pri—225 ma. 

Sec—225 ma. 

D 

4M" 

4" X 4yy 

9.4 

22.50 

A-3898 

300 

Pri—260 ma. 

Sec—260 ma. 

FS 

7M" 

lyy X m" 

37.9 

70.65 

A-3899 

600 

Pri—500 ma. 

Sec—500 ma. 

FS 

IIH" 

lyy X 9" 

70.0 

140.70 
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FILAMENT TRANSFORMERS 

CHICAGO STANDARD TRANSFORMER CORPORATION 


FILAMENT TRANSFORMERS WITH SINGLE SECONDARY 

Part Secondary R.M.S. V. Primary Height 

No. Volts Amperes Insul. Volts# Mtg. Overall 

Base 

Area 

Shpg. Wt. 
in Lbs. 

List 

Price 

P>4026 

2.5 

1.5 

2,500 

117 

A 

IH" 

2yy X iM^' 

0.7 

$3.60 

P-4082 

2.5 CT 

2.5 

2,500 

117/107 

TD 


2M" X 2vy 

1.5 

7.25 

P-6133 

2.5 CT 

5.0 

7,500 

117 

S 


zvy X 2W' 

1.5 

5.70 

P-4083 

2.5 CT 

6.0 

2,500 

117/107 

c 


2yy X 2y8" 

2.2 

7.60 

P-3024 

2.5 CT 

ib.o 

2,500 

117/107 

c 


2yy X 2^'' 

2.5 

7.50 

P-3060 

2.5 CT 

10.0 

10,000 

117 

B 

3^2" 

2%" X 2yy , 

2.5 

6.90 

IP-3025 

2.5 CT 


10,000 

117/107 

FA 

W' 

4M" X m" 

10.7 

22.35 

P-3026 

5.0 CT 

miQQIflU 


117/107 

C 

3%" 

2yy X 2^'' 

2.4 

7.50 

P-4088 

5.0 CT 

3.0 


117 

B 

syg" 

23^" X 2>i" 

1.8 

5.45 

*P-6467 

5.0 CT 

3.0 


117 

A 

2 

354 " X 2" 2^% 

1.4 

4.80 

P-3062 

5.0 CT 

6.0 


117 

B 

sy" 

2yy X 234" 

2.3 

6.35 

P-5000 

5.0 CT 

6.0 

2,500 

117/107 

C 

sy/' 

2^" X 234" 

3.1 

8.70 

P-6135 

5.0 CT 

10.0 

2,500 

117 

N 

sys" 

234" X 2yy 

3.0 

7.05 

P-4086 

5.0 CT 

14.0 

10,000 

117/107 

FA 


4M" X 8)4" 

12.3 

25.45 

P-6302 

5.0 CT 

22.0 

10,000 

117/107 

FA 


4M" X 834" 

13.5 

27.80 

*P-6468 

5.0 CT 

30.0 

2,500 

117/107 

D 

4ye" 

394 " X 334" 2yy. 

X 21)46" 4.3 

16.25 

IP-6305 

5.0 CT 

30.0 

10,000 

117/107 

FB 

^ys" 

414 " X 10" 

18.3 

34.70 

P-6137 

5.25 CT 

13.0 

2,500 

117 

N 

sy" 

3)4" X 3)4" 

5.2 

11.60 

P-6134 

6.3 CT 

1.2 

3,000 

117 

A 

m" 

2)4" X lyg" 

0.8 


*P-8190 

6.3 

1.2 

[||||[||[|Qj2j2]||[||| 

117 

A 

2 

3)4" xiM" 2134 ^ 6 ' 

j||||nR||||||||H 

3.80 

*P-8191 

6.3 

1.2 


6.3 

A 

2 

3)4" xlM" 2134 '^ 

1.0 


P-5014 

6.3 CT 

3.0 

2,500 

117 

B 

syg" 

2)4" X 234" 

2.0 

5.15 

*P-6466 

6,3 CT 

imuQjiiiiiiiii 

2,500 

117 

A 

2 

354 " X 2" 2134 

' 1.4 

4.65 

P-4019 

6.3 CT 

4.0 

2,500 

117/107 

C 

sye" 

2)4" X 2^" 

2.7 

7.20 

P-3064 

6.3 CT 

6.0 

2,500 

117 

B 

syg" ' 

2)4" X 2)4" 

2.4 

6.25 

P-4089 

6.3 CT 

6.0 

2,500 


C 

m" 

3" X 3)4" 

3.5 

8.25 

P-6308 

6.3 CT 

10.0 

2,500 

117/107 

N 

3^" 

2)4" X 2M" 

3.4 

7.50 

P-6309 

6.3 CT 

20.0 

2,500 

117/107 

N 

4yg" 

3M" X 3" 

6.7 

14.20 

P-6164 

6.3/5/2.5 

2.5 

2,500 

117 

J 

2134" 

334 " X 2H" 

1.7 

5.85 

P-5015 

7.5 CT 

4.0 

2,500 

117 

B 

syg" 

234" X 234" 

2.7 

6.35 

P-4091 

7.5 CT 

5.0 


117/107 

C 


3" X 3" 

3.4 

10.05 

P-6138 

7.5 CT 

imuigQiiB 

2,500 

117 

N 

Wg^' 

334" X 234" 

4.7 

9.20 

P-4092 

7.5 CT 

8.0 


117/107 

C 

4" 

• 3)4" X 3)4" 

4.7 

10.20 

P-5016 

10.0 CT 

4.0 


117 

B 

wy 

234" X 2)4" 

3.3 

7.65 

P-4096 

10.0 CT 

5,0 

2,500 

117/107 

C 

4" 

3)4" X 3)4" 

4.0 


P-6139 

10.0 CT 

8.0 

2,500 

117 

N 

33^" 

334" X 334" 

4.9 

HE2E£ 

P-4097 

10.0 CT 

8.0 

2,500 

117/107 

C 

4" 

3)4" X 3)4" 

5.2 


P-5002 

10.0 CT 

12.0 

7,500 

117/107 

FA 


4)4" X 834" 

14.7 

26.75 

P-3020 

11.0 CT 

10.0 

2,500 

117/107 

C 

4M" 

4" X 3)4" 

7.7 

14.95 

P-8130 

12.6 CT 

2.0 

1,500 

117 

A 

2" 

3)4" X 2" 

1.4 

5.15 

P-6469 

25.2 

1.0 

1,500 

117 

A 

2" 

3)4" X 2" 

1.4 

4.90 


FILAMENT TRANSFORMERS WITH MULTIPLE SECONDARY 


P-6144 

2.5 

CT 

3.5 



C 

ayg" 

3" 

X 3)4" 

3.7 

$11.70 


5.0 

CT 

3,0 








6.3 

CT 

3.0 









P-6338 

2.5 


3.0 

2,500 

117 

N 

syy 

2K" 

X 2M" 

3.4 

11.10 


5.0 


3.0 










5.0 

CT 

2.0 

2,500 









6.3 

CT 

3.0 

2,500 








P-5009 

5.0 

CT 



117/107 

C 

4 " 

3)4" 

X 3)4" 

■Eiaai 

13.35 


6.3 

CT 







P-5008 

5.0 

CT 



117/107 

c 

3)^" 

3" 

x3)4" 


11.75 


6.3 

CT 






■■■ 

P-4022 

5.0 

CT 

6.0 

2,500 

117/107 

c 

4" 

3)4" 

x3)4" 

4.8 

12.55 


6.3 

CT 

6.0 







P-6333 

5.0 


3.0 

2,500 

117 

B 

2yy 

2)4" 

x3)4" 

4.7 

12.90 


5.0 


3.0 







6.3 

CT 

4.0 

2.500 









7.5/6 

.3CT 

3.0 










TUBE CHECKER MULTI-TAPPED FILAMENT TRANSFORMER 


Part 

No. 

Secondary Volts 

Primary 

Volts 

Mtg. 

Height 

Overall 

Base 

Area 

Shpg. Wt. 
in Lbs. 

List 

Price 

P-1834-3 

1.1/ 1.4/ 1.5/ 2.0/ 2.5/ 3.0/ 3.3/ 5.0/ 6.3/ 7.0/ 
7.5/ 12/ 25/ 30/ 35/ 50/ 70/ 85/ 110/ 117 

125/115/105 

A 

2)4" 

4" X 2" 

2.4 

$14.20 


#A11 primary windings for 60 cycle operation. . ^Designates part number to be removed from next catalog. 



Radio’s Master—18th Edition 

Page N-14 


TRADE DISCOUNT APPUES TO UST PRICES ONLY 


Copyright by U. C. P., Inc. 






























PLATE TRANSFORMERS 

CHICAGO STANDARD TRANSFORMER CORPORATION 



PLATE TRANSFORMERS 


Part 

No. 

D.C. 

Volts 

Sec. A.C. Volts 
at Plate 

D.C. 

CCS 

Ma. 

ICAS 

Pri. 

Volts 

Mtg. 

Height 

Overall 

Base Shpg. Wt. 

Area in Lbs. 

List 

Price 

P-tf040 

400 

40 

600/40-0-500 

300 

375 

115 

C 

4M" 

4" X 43^" 

9.8 

$19.05 

P-8041 

500 

400 

40 

615 /52'Oy 40-0-520/615 

250 

310 

115 

C 

4M" 

4" X 5K" 

13.6 

20.65 

P-8042 

600 

400 

40 

770/510/40-0-510/770 

300 

375 

115 

c 

m" 

4" X 6%" 

18.0 

30.45 

P-8043 

750 

600 

40 

950/750/40-0-750/950 

300 

375 

115 

FS 


eys" X 8" 

29.0 

56.70 

JP-8045 

1000 

750 

1225/850-0-850/1225 

250 

310 

115 

FS 


6y" X 8" 

28.5 

61.00 

P-8025 

1000 

750 

1230/940-0-940/1230 

400 

500 

115 

FS 


eys" X 8 M" 

35.0 

71.95 

P-8026 

1250 

1000 

1475/1175-0-1175/1475 

300 

375 

115 

FS 

7M" 

7%" X 8M" 

36.5 

68.45 

P-8027 

1250 

1000 

1510/1210-0-1210/1510 

500 

625 

115 

FS 


lys" X 9" 

45.2 

80.90 

P-8028 

1500 

1250 

1740/1460-0-1460/1740 

300 

375 

115 

FS 

7M" 

7yy X 8yy' 

38.7 

72.45 

JP-8029 

1500 

1250 

1775/1500-0-1500/1775 

500 

625 

115-230 FS 

IIH" 

wy X 8 M" 

65.0 

112.35 

ip-8030 

1750 

1500 

2100/1800-0-1800/2100 

300 

375 

115 

FS 

7M" 

lyy X 9^' 

45.8 

79.90 

IP-8031 

1750 

1500 

2075/1775-0-1775/2075 

500 

625 

115-230 

FS 

IIH’ 

lyy X 8 M" 

65.5 

110.60 

IP-8032 

2000 

1750 

2400/2100-0-2100/2400 

300 

375 

115 

FS 

7M" 

ryy X 9H" 

46.0 

94.55 

P-8033 

2000 

1750 

2375/2065-0-2065/2375 

500 

625 

115-230 FS 

llM" 

lyy X 9M" 

77.0 

138.35 

P-8034 

2500 

2000 

2900/2385-0-2385/2900 

300 

375 

115-230 FS 

iiM" 

7K" X 8 M" 

62.8 

134.50 

P-8035 

2500 

2000 

2950/2375-0-2375/2950 

500 

575 

115-230 FS 

llH" 

7^" X 9H" 

80.0 

146.90 

IP-9920 

2500§ 2980-0-2980 

2000 2450-0-2450 

350 

500 

450 

625 

117 

Y 

W' 

llK"x9J^" 

122.0 

229.85 

PLATE TRANSFORMERS—NEW 

FUNCTIONAL UNITS 





No exposed ^ terminals. Insulated leads provide protected routing to 
circuits. Simplified design offers ease of mounting and neat, con¬ 
venient circuit wiring. No difficult cutouts needed. 

Each of these units is “all transformer," taking a minimum of chassis 
space. No bulky casing or protruding, “hot" terminals to increase 
mounting area. 

D.C. output rated CCS at load terminals of single-section reactor-input filter, ICAS with single-section capacitor-input filter, 
volts, 60 cycles. 

Primaries for 117 

Type 
Part No. 

Secondary D.C. Output 

A.C. Volts Volts Ma. 


Type Filter 


Rectifier 


List 

Price 

PC8301 


415-0-415 300 

425 


200 

160 


Reactor Input 
Capacitor Input 


5U4G 

5U4G 


$12.05 

PC8302 


515-0-515 385 

500 


235 

200 


Reactor Input 
Capacitor Input 


5U4G 

5R4GY 


15.45 

PC8303 


665-0-665 500 

750 


250 

200 


Reactor Input 
Capacitor Input 


5R4GY 

5R4GY 


19.55 

PC8304 


750-0-750 600 

850 


265 

200 


Reactor Input 
Capacitor Input 


2-5R4GY 

5R4GY 


21.90 

PC8305 


920-0-920 750 

1000 


250 

200 


Reactor Input 
Capacitor Input 


2-5R4GY 

5R4GY 


22.85 

PC8306’>‘ 


920-0-920 750 

1100 


150 

125 


Reactor Input 
Capacitor Input 


5R4GY 

5R4GY 


23.20 


500-0-500 380 

550 


150 

125 


Reactor Input 
Capacitor Input 


5U4G 

5U4G 


D.C. output rated at load terminals of single-section, reactor-input filter with full-wave mercury-vapor rectification. Primaries for 117 volts, 60 cycles. 

Type and 
Part No. 


Secondary 

A.C. Volts 


D.C. Volts 


CCS 

D.C. Ma. 

ICAS 


List 

Price 

PT8311 


1200-0-1200 


1000 



225 

280 


$25.20 

PT8312 


1200-0-1200 


1000 



325 

405 


41.70 

PT8313 


1475-0-1475 


1250 



250 

310 


39.95 

PT8314 


1790-0-1790 


1500 



225 

280 


46.10 

PT8315 


2065-0-2065 


1750 



200 

250 


46.50 


BIAS SUPPLY TRANSFORMERS 


Part 

No. 

High Voltage Supply 

A.C. Volts at D.C. Milliamps. 

R^tifier Fil. 
Volfe—Amperes 

Mtg. 

Height 

Overall 

Base 

Area 

Shpg. wt. 

in Lbs. 

List 

Price 

P-6317 

200/170/130/90/0/90/130/170/200 @ 200 

ma. 5.0 3.0 

CD 

4" 

3M" X sys" 

4.9 

$17.20 

P-6318 

450/400/350/250/0/250/3^0/400/450 @ 200 

ma. 5.0^ 3.0 

CD 

45/f6" 

syy X 

7.0 

19.55 

All Primary Windings for 60 cycle operation. IDesignates part number to be removed from next catalog. 

lOutput changed by means of tap on primary winding. Rating is for a single section choke input filter using a 6 mfd. condenser. 
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ISOLATION AND AUTOFORMERS 

CHICAGO STANDARD TRANSFORMER CORPORATION 


STRAIGHT ISOLATION— 125/115/105 VOLTS TO 115 VOLTS. 


Part 

No. 

Wattage 

Primary# 

Secondary 

Mtg. 

Height 

Overall 

Base 

Area 

Shpg. Wt. 
in Lbs. 

List 

Price 

P-6160 

100 

125/115/105 

115 

KA 


4" X 3^" 

7.0 

$19.00 

P-6161 

250 

125/115/105 

115 

KA 


4" X 5^" 

14.2 

35.75 

P-6298 

500 

125/115/105 

115 

PK 


6H" X 73^" 

28.0 

55.95 

P-6125 

1000 

126/1167105 

115 

PK 

7M" 

7H" X eVs" 

34.8 

73.35 

P-6123 

1500 

125/115/105 

115 

FK 

7M" 

7ys" X 

49.8 

91.50 


STEP-DOWN ISOLATION— 250/230/210 VOLTS TO 115 VOLTS. 


P-6383 

100 

250/230/210 

115 

KA 

m" 

4" X 3^" 

7.3 

$20.80 

P-6385 

250 

250/230/210 

115 

KA 

m" 

4" X 5^" 

14.2 

33.70 

P-6387 

500 

250/230/210 

115 

PK 

7%" 

6 M" X 7M" 

29.5 

57.75 

P-6389 

1000 

250/230/210 

115 

FK 

7%" 

7^" X 6%" 

33.8 

74.40 

P-6390 

1500 

250/230/210 

115 

FK 

7H" 

7^" X 83^" 

50.3 

102.95 

ISOLATION TESTING TRANSFORMER 

P-6415 

350 

117 

105/115/125 

KC 

5M" 

43^" X 5y" 

17.0 

$30.25 


Large enough to handle almost any television or radio receiver on test. 115 and 125, with 117 volts, A.C., from the line for testing purposes or 
Has three standard receptacles, providing output voltages of 105, for correction of high or low line voltage. Has electrostatic shield. 


AUTOFORMERS 


P-6287 

P-5062 

P-5063 

P-5064 

40 

80 

100 

150 


230 

230 

230 

230 

115 

115 

115 

115 

K 

K 

K 

434" 

3^" 

4" 

45/<6" 

3" Diam. can 

3" X 3M" 

SH" X 3M" 

sy" X syy 

2.7 

3.8 

4.5 

5.2 

$ 9.50 
10.20 
11.55 
13.35 


300 


280 

115 

K 

m" 

4" X 434" 

8.8 

17.60 

P-6141 

500 


230 

115 

K 


4" X 534" 

13.7 

23.10 

P-6124 

1000 


230 

115 

FK 

7^" 

GVs" X 634" 

24.5 

50.30 

P-6299 

150 


115 150/140/130/120/110/100/90 

KA 

4" 

334" X 4M" 

6.0 

19.05 

Testing Autoformer- 

-Designed especially for various service and 

devices being serviced, which will indicate and cause suspected parts 

test application. Incorporates 

a convenient 

tap switch to permit 

to break down. 

Primary equipped with 6 ft. approved cord and 

variable voltages from 90 to 150 volts. It may be used to apply an 

plug. 

Secondary 

connected to female receptacle. 


overload 

voltage to amplifiers. 

radio receivers, or other electronic 







LINE ADJUSTING AUTOFORMERS 

Stancor Line Adjusters permit operation of electrical devices at 115 of a selector switch and is accurately indicated by an output voltmeter, 
volts when the supplied voltage is 65, 75, 90, 100, 115, 130 or 145. The meter has a convenient red-line marker at 115 volts on a 150 volt 
They are also useful for altering a 115 volt line above or below that scale, 
level. The line adjuster input is correctable in seven steps by means , 


Type and 

Part No. 

Va.* 

Input Voltage 

50-60 Cycle 

Output 

Voltage 

Height 

Base 

Area 

Shpg. Wt. 
in Lbs. 

List 

Price 

PV-6441 

150 

65/75/90/100/115/130/145 

115 

534" 

334" X 534" 

6.4 

$21.95 

PV-6442 

350 

65/75/90/100/115/130/145 

115 

534" 

334" X 634" 

10.5 

27.90 

PV-6443 

500 

65/75/90/100/115/130/145 

115 

534" 

334" X 634" 

15.0 

34.75 

PV-6444 

750 

65/75/90/100/115/130/145 

115 


434" X 834" 

19.0 

52.40 


*Watts to pure resistive load. To other types of loads, multiply rating of line adjuster by power factor of load for actual wattage. 
#A11 Primary Windings for 60 cycle operation. 


SIX VOLT DC POWER SUPPLY 

The Stancor Model 752 Master Pack replaces bothersome storage batteries, meeting the needs 
of the serviceman for a six volt power supply that is practical in design, convenient to use, and large 
enough to handle heavy-duty jobs. 

The Stancor Master Pack is conservatively rated to provide 6 volts D.C. at 12.5 amperes con¬ 
tinuously from the standard 115 volt, 50-60 cycle source. An instantaneous rating of 25 amperes 
makes the Model 752 ideal for demonstrating or testing auto radios with push-button or floor- 
switch magnetic tuning. Reserve power permits simultaneous operation of two or more receivers. 
Separate voltmeter and ammeter afford a continuous, vi^al check of voltage and current delivered 
to load. Meter needles are damped to prevent annoying ‘‘wiggle.” The extractor-type line fuse 
gives positive protection against damage from excessive overloads. Thorough filtering, less than 
3% ripple through a choke-capacitor filter, allows use in applications where the hum from a poorly 
filtered power supply cannot be tolerated. Selenium rectifiers are used for dependability and 
cooler operation. Controls and terminals are conveniently located on the front panel. The 
sturdy steel case is finished in durable gray hammertone. No detail has been slighted in making 
the Stancor Model 752 Master Pack the outstanding power supply for the service bench. Size 
overall, 9>^" high, 7^" wide, 12" long. Weight in carton, 30 pounds. 


MODEL 752 MASTER PACK USERS NET.$43.90 
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TRIAD TRANSFORMER CORP. 


MINIATURE AUDIO Transformers 

Tiny tubes, transistors, condensers, resistors, etc., inevitably create a domand 
plete really portable gear. Triad’s superior techniques in the handling of very 

attain minute size without compromise in types of insulation or moisture protection. These are the world s smallest 
hermetically sealed transformers,” 

Hermetically Sealed — JAF Series 


Type 


Impedance 

Max. 

Level 

Shielding 

Freq. 

Case 

List 

Price 

No. 

Application 

Primary 

Secondary 

VU 

db. 

Resp. 

No. 

JAF-1 

Line or mike to grid. 

600/250/50 

5000 

0 

45 

60-15000 

AF 

$16.00 

JAF-2 

Line or mike to grid. Hi-gain 

600/250/50 

250000 

0 

45 

100-15000 

AF 

16.50 

JAF-3 

Line or mike to p.p. grids. 

600/250/50 

60000 C.T. 

0 

45 

60-15000 

AF 

16.50 

*JAF-5 

Dynamic mike or speaker 

VC to grid. 

30/12/4 

50000 

0 

45 

50-15000 

AF 

16.50 

JAF-T1 

Plate to grid. 

15000 

50000 

10 

45 

60-15000 

AF 

15.50 

JAF-12 

Plate to p.p grids. 

15000 

60000 C.T. 

10 

45 

60-15000 

AF 

16.00 

JAF-13 

Plate to p.p grids. DC in pri. 

15000 

95000 C.T. 

10 

45 

350-7000 

AF 

16.50 

*JAF-14 

Mike or line to grid. 

200 

1/2 megohm 

0 

45 

voice 

AF 

16.50 

*JAF.15 

Single plate to single grid. 

15000 

1 megohm 

0 

45 

voice 

AF 

16.50 

JAF-21 

Plate to line. 

15000 

600/250/50 

10 

45 

60-15000 

AF 

16.00 

JAF-22 

Plate to line. DC in pri. 

15000 

600/250/50 

10 

45 

350-7000 

AF 

16.00 

JAF-23 

P.p. plates to line. 

20000 C.T. 

600/250/50 

10 

45 

60-15000 

AF 

16.50 

JAF-31 

Line to line. 

600/250/50 

600/250/50 

10 

45 

60-15000 

AF 

16.00 

JAF-101 

Coupling Reactor. 

50 h.-l Ma. 



45 


AF 

14.50 


*New item. 


Hermetically Sealed VOICE FREQUENCY Transformers 


Type 


Impedance 

Max. 

Level 

Freq. 

Case 

List 

No. 

Application 

Primary 

Secondary 

VU 

Resp. 

No. 

Price 

HS-71 

Plate to line. DC in pri. 

10000 (10 Ma.) 

600/150 

33 

300-5000 

AH 

$16.00 

HS-73 

Plate to line & VC.DC in pri. 

5000 (40 Ma.) 

4-S-16-250-500 

37 

300-5000 

AJ 

18.30 

HS-75 

P.p. to line & VC. 

10000 C.T. 

(50 Ma. bal.) 

4-8-16-250-500 

40 

300-5000 

EB 

20.40 

Uncased 

Trijets 







Type 

No. 

Application 


Primary Impedance 

Secondary Impedance 

List 

Price 

T-1 

Line or mike to grid. 


600/250/50 


50000 


$ 5.90 

*T-2 

Line or mike to grid. Hi-gain. 


600/250/50 


250000 


6.00 

*T-3 

Line or mike to p.p. grids. 


600/250/50 


60000C.T. 


6.00 

T-5 

Dynamic mike or speaker VC to grid. 

30/12/4 


50000 


5.90 

*T-n 

Plate to grid. 


15000 


50000 


5.85 

*f-12 

Plate to p.p grids. 


15000 


60000 C.T. 


5.90 

*T-13 

Plate to p.p. grids. DC in pri. 


15000 


95000 C.T. 


6.00 

*T-20 

Plate to line. 


15000 


600/250/50 


5.85 

T-21 

Plate to line. 


30000 


50 


5.85 

*T-22 

Plate to line. DC in pri. 


15000 


600/250/50 


5.85 

*T-23 

P.p. plates to line. 


20000 C.T. 


600/250/50 


6.00 

*T-31 

Line to line. 


600/250/50 


600/250/50 


6.00 

T-101 

Coupling Reactor. 


50 henries at 1 Ma. 




5.35 


*New item. NOTE: Sizes of above items are Wt. less than Vz oz. 


Hermetically Sealed ^ JO-Series 


Type 


Impedance 

Max. 

Level Shielding 

Freq. 

Case 

List 

No. 

Application 

Primary 

Secondary 

VU 

db. 

Resp. 

No. 

Price 

JO-1 

Line or mike to grid. 

600/250/50 

50000 

0 

45 

50-15000 

JOA 

$15.50 

JO-2 

Line or mike to grid. Hi-gain. 

600/250/50 

250000 

0 

45 

300-7000 

JOA 

16.00 

JO-3 

Line or mike to p.p grids. 

600/250/50 

60000 C.T. 

0 

45 

50-15000 

JOA 

16.00 

JO-5 

Dynamic mike or speaker 

VC to grid. 

30/12/4 

50000 

0 

45 

50-15000 

JOA 

16.00 

JO-11 

Plate to grid. 

15000 

50000 

10 

45 

50-15000 

JOB 

15.00 

JO-12 

Plate to p.p. grids. 

15000 

60000 C.T. 

10 

45 

50-15000 

JOB 

15.50 

JO-13 

Plate to p.p. grids. DC in pri. 

15000 

95000 C.T. 

10 

45 

300-7000 

JOB 

16.00 

JO-21 

Plate to line. 

15000 

600/250/50 

10 

45 

50-15000 

JOB 

15.50 

JO-22 

Plate to line. DC in pri. 

15000 

600/250/50 

10 

45 

300-2000 

JOB 

15.50 

JO-23 

P.p. plates to line. 

20000 C.T. 

600/250/50 

10 

45 

50-15000 

JOB 

16.00 

JO-31 

Line to line. 

600/250/50 

600/250/50 

10 

45 

50-15000 

JOB 

15.50 

JO-101 

Coupling Reactor. 

50 h.-2 Ma. 



45 



14.00 




AF AG AH AJ 


A 

% 

1 

1^ 

1% 

B 

% 

1 

1^ 

1% 

C 

I'/s 

1% 

1% 

2% 

D 


Is^ 

IH 

1% 

F 

% 

% 

7/8 

7/8 

Wt. 

1 oz. 

2/2 oz. 

4 oz. 

9 oz. 


114-40 Studs. 




JOA 

JOB 

A 

fl dia. 

H dia. 

B 

Round 

Round 

C 

IM 

IM 

D 

9 

T6 

T6 

F 

7/8 

7/8 

Wt. 

1/4 oz. 

1/2 OZ. 
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TRIAD TRANSFORMER CORP. 


TRANSISTOR Transformers 
Hermetically Sealed 

Currently, transistors are commercially available and offer great 
possibilities for savings in weight, size, and battery consumption in 
certain classes of electronic equipment. Certain transformers in the 
Triad line are well adapted for use in this service and these are listed 
herewith. These include transformers, both cased and uncased, for ail 


applications In connection with both NPN and PNP type of transistors. 
Other types listed in this catalog can be adapted to transistor circuits 
and certainly Triad quality will result in maximum performance and 
best appearance of the equipment in which these are used. 



JAF Series 




GP-1 GP-2 

GP-3 

A 

% ItV 

I'A 

B 

Us 1/4 

1/2 

Bw 

1/8 IM 

1t\ 

C 

IH 2/4 

2% 

D 

Us 

1/2 

F 

% % 

II 

Wt. 

3 oz. 5/2 oz. 

8 oz. 



GP-4 

6P-5 

A 

1/6 

1% 

B 

m 

2 

C 

2/2 

23/4 

D 

1/2 

1/2 

F 

II 

II 

Wt. 

12 oz. 

17 oz. 


SHIELDING 

P-1—One nickel-alloy high 
permeability shield—45 
db. reduction in pickup. 

P-3—Two nickel alloy 
shields interleaved with 
one heavy copper shad¬ 
ing ring—70 db. reduc¬ 
tion in pickup. 

P-5—Three nickel alloy 
shields interleaved with 
two heavy copper shad¬ 
ing rings —95 db. reduc¬ 
tion in pickup. 


Type 



Impedance 

Max. 

Level Shielding 

1 Case 

List 

No. 

Application 

Winding #1 Winding #2 

VU 

db. 

No. 

Price 

JAF-1 

Collector to Emitter or Hi impedance to Emitter. 

50000 

600/250/50 

10 

45 

AF 

$16.00 

JAF-2 

Collector to Emitter or Very Hi impedance to Emitter. 250000 

600/250/50 

10 

45 

AF 

16.50 

*JAF-5 

Collector to VC or VC to Collector. 

50000 

30/12/4 


10 

45 

AF 

16.50 

JAF-n 

Collector to Hi impedance or matching impedance. 

50000 

15000 


10 

45 

AF 

15.50 

JAF-21 

Collector to line or Low impedance collector to Emitter. 15000 

600/250/50 

10 

45 

AF 

16.00 

JAF>23 

Same as above exept Winding #1 C.T. 

20000 C.T. 600/250/50 

10 

45 

AF 

16.50 

JAF-31 

Emitter to line or line to Emitter. 

600/250/50 600/250/50 

10 

45 

AF 

16.00 

HS-7T 

Hi level collector to line, etc. 

10000 

600/150 


33 

0 

AH 

16.00 

*New item. 

Uncased TRANSISTOR Transformers 

Type 


Impedance 

Max. 

Level 

Dimensions 

List 

No. 

Application 

Winding #1 

Winding #2 

VU 


H W 

D 

Price 

T-T 

Collector to Emitter or Hi impedance to Emitter. 

50000 

600/250/50 

10 


% % 


$ 5.90 

*T-2 

Collector to Emiter or Very Hi impedance 
to Emitter. 

250000 

600/250/50 

10 

10 


% % 
% % 

}l 

6.00 

5.90 

T-5 

Collector to VC or VC to Collector. 

50000 

30/12/4 






*T-n 

Collector to Hi impedance or matching impedance. 

50000 

15000 

10 


% % 

tV 

5.85 

*T-20 

Collector to line or low impedance collector 
to Emitter. , 

15000 

600/250/50 

10 


% % 

1^6 

5.85 

T-21 

Collector to speaker or line. 

30000 

50 

10 


% % 

t’s 

5.85 

*T-23 

vQollector to line or low impedance collector to 
Emitter. Winding #1 C.T. 

20000 C.T. 

600/250/50 

10 


% % 

t’6 

6.00 

*T-31 

Emitter to line or line to Emitter. 

600/250/50 

600/250/50 

10 


% % 

■^S 

6.00 

*New item. 

AUDIO 

INPUT Transformers 








Type 

No. 

Primary 

Application Impedance 

Turn 

Radio 

Freq. Max. Level 

Resp. VU Shielding 

Case 

No. 

List 

Price 

HS-1 

Univ. line or mike to grid. 6001/250^/ 

150/62.5 

1:11.3 

20-20000 

10 


P-5 

GP-4 

$38.50 

HS-n 

Same as above. 





P-1 

GP-2 

26.40 

HS-3 

Univ. line or mike to 600^/250$/ 

p.p. class A grids. 150/62.5 

1:14 

overall 

20-20000 

10 


P-5 

GP-5 

43.50 

HS-4 

Same as above. 





P-3 

GP-4 

39.70 

HS-14 

Same as above. 





P-1 

GP-3 

28.60 

HS-5 

Dynamic mike to grid— 30-50 

Hi-gain. 

1:65.7 

50-10000 

0 


P-5 

GP-4 

38.50 

HS>8 

Line to p.p. class A 600^/250^/ 

grids—Hi-level. 150/62.5 

1:14 

overall 

20-20000 

20 


P-1 

GP-4 

38.50 

tBalanced center tap available. 

AUDIO 

INTERSTAGE Transformers 








Type 

No. 

Primary 

Application Impedance 

Turn 

Radio 

Freq. Max. Level 

Resp. Pri. Volts Shielding 

Case 

No. 

List 

Price 

HS-23 

Single plate to single grid. 15000 

1:2.7 

20-20000 

25 


P-3 

GP-4 

$26.40 

HS-25 

Single plate to p.p. class A grids. 15000 

1:2.72 

overall 

20-20000 

15 


P-1 

GP-4 

28.60 

HS-35 

Single plate to p.p. class A grids. 15000 

1:2.72 

overall 

20-20000 

20 


P-1 

GP-2 

21.80 


HS-27 P.p. plates to p.p. class A grids. 20000/5000 


1:1.72 

overall 


20-20000 


50 


P-1 


GP-4 


HS-29 


Bridging-line to 1 or 2 grids. 


20000/5000 


1:2 

overall 


20-20000 


20 


P-5 


GP-4 


HSM-3T P.p. 6J5’s or parallel-fed 
6 F6 triode to AB grids. 


20000/5000 


1:1 or 
2:1 


20-20000 240 


FA 


29.70 


38.50 


25.00 
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AUDIO LOW LEVEL OUTPUT, MIXING. MATCHING and BRIDGING Transformers 


Type 


Impedance 

Freq. 

Max. Level 


Case 

List 

No. 

Application 

Primary 

Secondary 

Resp. 

VU 

Shielding 

No. 

Price 

HS-50 

Plate to universal line. 

15000 

6001/2501:/ 

150/62.5 

20-20000 

26 

P-3 

GP-4 

$29.70 

HS-60 

Plate to universal line. 

15000 

6001:/2501:/ 

150/62.5 

20-20000 

10 

P-1 

GP-2 

21.80 

HS-52 

P.p. plates to universal line. 

20000/5000 

60011/2501:/ 

150/62.5 

20-20000 

26 

P-1 

GP-4 

32.50 

HS-54 

Bridging, single or p.p 
plates to univ. line. 

20000/5000 

emi2sm 

150/62.5 

20-20000 

10 

P-5 

GP-4 

38.50 

HS-56 

Universal line to 
universal line. 

60011/2501:/ 

150/62.5 

600t/2501:/ 

150/62.5 

10-30000 

20 

P-3 

GP-4 

32.50 

HS-66 

Same as above. 



10-30000 

20 

P-1 

GP-3 

27.50 

^Balanced center tap available. 



c 


Hermetically Sealed 

50-60 

The MIL-T-27 procurement specification is written to assure our 
military services of transformers which will give continuous and 
unfailing service under extremely adverse conditions of climate and 
overload. Good commercial equipment also must use only the best 


POWER COMPONENTS 

Cycle 


obtainable components since failure would cost much more in “down¬ 
time” than the savings in cost of parts. 

TRIAD “HS” Series Power Transformers are designed to fill these 
stringent applications. These are the finest transformers available. 


Combined PLATE and FILAMENT Transformers 

Primary 115 volts 


Type 


Plate Supply 



Case 

List 

No^_ 

AC Volts 


DC Ma. 

Filaments 

No. 

Price 


tHSM-201 

500 C.T. 

20 

6.3 C.T.-2A. 

GA 

$16.75 

Standard MlL-T-27 Case Sizes 

HSM-203 

600 G.T. 

50 

6.3 C.T.-2.5A..5-2A. 

JB 

24.50 








HSM-205 

700 C.T. 

70 

6.3 C.T.-3A.-5-3A. 

JA 

27.50 


EA 

EB 

FA 

FB 

GA 

GB 

HSM-207 

700 C.T. 

120 

6.3 C.T.-5A.-5-3A. 

KA 

30.80 

A 

1% 

1% 

2^6 

2516 

2H 

2K 

HSM-211 

700 C.T.-70 V. bias tap 

150 

6.3 C.T.-6A. 

2.5 C.T.-5A.-5-3A. 

LA 

33.00 

B' 

1% 

'm 

2^6 

2^6 

2X8 

2K 








2K6 

3K8 

2K 

3'5l6 

2*51-6 

HSM-215 

»nn/7fYn r t .7n « hioc +^in 9nn 

6.3 C.T.-6A. 

2.5 C.T..10A.-5-6A. 

MA 

41.50 


/ 


D 

m 

IVs 

m 

VXe 

2K' 

2X8 

HS-217 

800/700 C.T.-70 v. bias tap 300 

6.3 C.T.-SA. 

Spec. 

48.00 

E 

1)4 

IK 

IXe 

m 

IK 

IK 




2.5 C.T..10A.-5-6A. 


G 

Vs 

K 

Vs 

K 

K 

Xs 

*HSM-219 

(115-230 pri.) 760/1600 C.T. 40/230 
(Choke input) 


Spec. 

69.00 

1 

6-32 

6-32 

6-32 

6-32 

6-32 

6-32 





Wt. 







*New item, ti-ow flux density- 

—for pre-amplifier service. 

Ail types electrostatically shielded. 


lbs. 


15 oz. 

IK 


2 








mmm 

HA 

HB 

JA 

JB 

KA 

KB 

FILAMENT 

Transformers 





A 

2^ 

2H 

3Xs 

3X6 

3K 

3X8 





B 

3% 

3Xe 

3X6 

3X6 

3>5r6 

3*54 

Type 

No. 

Primary 

Volts 

Secondary 

Insulation 

Case 

List 

C 

4H 

3Xe 

4K 

3K 

5K 

45r6 

Volts Amperes Test Voltage 

No. 

Price 

D 

2% 


2K 

2K 

3 

3 

HSM-223 

115 

6.3 

.6 1500 

AJ 

$10.25 

E 


1^% 

2K 

2K 

2X6 

2^6 

HSM-225 

105-115-125 

6.3 C.T. 

2 2500 

EA 

9.90 

G 

Vs 

K 

Vs 

K 

K 

K 

HSM-227 

105-115-125 

§6.3 C.T.-6.3 

3-3 2500 

GA 

18.00 

1 

8-32 

8-32 

8-32 

8-32 

10-32 10-32 

HSM-229 

105-115-125 

6.3 C.T. 

8 2500 

JB 

16.50 

Wt. 

2H 

2K 

4K 


7K 


HSM-228 

105-115-125 

§6.3 C.T.-6.3 

6-6 2500 

JA 

27.60 


4 

7 

HSM-231 

105-115-125 

6.3 C.T.-5 C.T. 

5-3 2500 

JB 

17.60 


LA 

LB 

MA 

MB 

NA 

NB 

HSM-235 

105-115-125 

2.5 C.T.-IO C.T. 

10-10 7500-2500 

MA 

23.00 

A 


3”4 

4 

4 

451-6 

45f6. 

§Series or parallel connections. 





B 

4Hs 

4516 

4% 

4%^ 

5^6 

SXb 







'c 

5^6 

4K 

6 

4*51-6 

6*51-6 

5X2 

D. 






D 

3^6 

3^6 

3>K6 

3>5l6 

4!4 

4X6 

wenerui .sivin^v/ i nin\7 




E 

2% 

21^-6 

3 

3 

351-6 

3X6 









K 

K 

K 



Type 

No. 

Current 1 

DC Ma. 

nHiirfatlro Racicfanna Tacf- 

Case 

No. 

List 

Price 

_^ 

K 

K 

Henries Ohms 

Voltage 

« 

10-32 

10-32 K-20 K-20 K-20 K-20 

HSM-301 

20 

30 1000 

1500 

EA 

$10.30 

wt. 

9K 

8K 

13H 

12K 

18 

16 

HSM-305 

70 

15 300 

2500 

GB 

11.90 

— 


HSM-307 

120 

15 

185 

2500 

JB 

15.10 

HSM-309 

150 

9 

115 

2500 

JB 

15.90 

HSM-315 

200 

10 

100 

2500 

JA 

17.35 

HSM>319 

300 

10 

85 

2500 

LA 

24.20 
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TRIAD TRANSFORMER CORP. 


Hermetically Sealed POWER COMPONENTS 

380-1500 Cycle 


Combined PLATE and FILAMENT Transformers 



Avoid redesign—Use Triad HS and 
HSM transformers in military 
prototypes. 

Since Triad HS and HSM series trans¬ 
formers use MIL-T-27 standard sizes, plus 
electrical and mechanical design to meet 
all MIL-T-27 requirements, equipment 
using these transformers need not be re¬ 
designed to submit for military approval. 
The basically good design factors which are 
necessary to meet MIL-T-27 standards for 
n''rform5ince ensure longest life in any 
class of service. 

These transformers are permanently marked 
with electrical and test data as specified 
in MIL-T-27. All are “Climatite” treated, 
use sturdy TRIAD terminals and are beauti¬ 
fully finished in grey enamel. 


Primary 115 Volts — Double Filament Windings 6.3 or 12.6 Volts 


Type 

Plate Supply 



Case 

List 

No. 

AC Volts 

DC Ma. 

Filaments 

No. 

Price 

HS-401 

500 C.T. 

40 

6.3 C.T.-1A.-6.3-1A. 


EB 

$19.80 

HS-405 

60DC.T. 

70 

6.3 C.T..2A.-6.3-2A.-A6.3/5-2A. 

GA 

25.70 

HS-407 

600 C.T. 

120 

6.3 C.T.-3.5A.-6.3-3.5A.-A6.3/5-3A. 

JB 

30.80 

HS-413 

450 C.T. 

200 

6.3 C.T.-6A.-6.3-6A.-A6.3/5-4A. 

JA 

42.00 

HS-415 

800/600 C.T. 

200 

6.3 C.T.-6A.-6.3-6A.- 

•A6.3/5-6A. 

KB 

42.00 

HS-417 

800/600 C.T. 

300 

6.3 C.T.-6A.-6.3-6A.- 

•A6.3/5-6A. 

LA 

45.00 

ATapped for 5 volt rectifier use. All types electrostatically shielded. 

FILAMENT Transformers 

Type 

Primary 


Secondary 

Insulation 

Case 

List 

No. 

Volts 

Volts 

Amperes 

Test Voltage 

No. 

Price 

HS-425 

105-115-125 

6.3 C.T. 

2 

1500 

AJ 

$13.75 

HS-427 

105-115-125 

6.3 C.T. 

5 

1500 

EA 

19.40 

HS-433 

105-115-125 

A6.3 C.T.- 

6.3 5-5 

2500 

FA 

21.20 

HS-435 

105-115-125 

A6.3 C.T.- 

6.3-116.3/5 3.5-3.5-3 

2000 

FA 

22.50 

HS-441 

105-115-125 

A5 C.T.-5-2.5 C.T. 10-10-10 

2000-7500 

HA 

28.00 

^Series or parallel connection. 

115 volt tap for filament type rectifiers. 



FILTER REACTORS 






Miniaturized 

for use with high frequency power supplies 




Type 

Current 

Inductance 

Resistance 

Test 

Case 

List 

No. 

DCMa. 

Henries 

Ohms 

Voltage 

No. 

Price 

HS-331 

40 

4 

375 

1500 

AH 

$11.00 

HS-333 

70 

3 

225 

1500 

AJ 

11.50 

HS-335 

120 

3 

150 

1500 

EB 

12.00 

HS-339 

200 

3 

105 

2000 

FB 

13.60 

HS-341 

300 

2 

48 

2000 

GB 

14.60 


HIGH FIDELITY OUTPUT TRANSFORMERS 


TUBE TO LINE — TUBE TO VOICE COIL — LINE TO VOICE COIL 


Hermetically Sealed HIGH LEVEL OUTPUT 

TRIAD “HS” Series Output Transformers represent the application 
of the most modern techniques in the design of fine audio equipment. 
Use of the very best core materials, combined with interleaved coil 
structures, have resulted In an open circuit Inductance to leakage 
inductance ratio of 10,000, representing a frequency response range 


of better than 13 octaves. These transformers will deliver full rated 
power output within 1 db from 7-50000 cycles. Full DC plate current 
can be carried through the primary windings, but every effort should 
be made to balance the two plates in push-pull circuits to obtain 
optimum results at the extreme low frequencies. 



HS Series 


Type 


Impedance 

Freq. 

Max. Level- 

Case 

List 

No. 

Application 

Primary 

Secondary 

Response 

Watts 

No. 

Price 

HSM-81 

P.p. 6V6’s, etc. to V.C. 

8000 

Split pri. 

16/8/4 

7-50000 

15 

JB 

$30.50 

HSM-82 

As above—to line. 

8000 C.T. 

500/250/125 

7-50000 

15 

JB 

30.50 

HSM-84 

P.p. 2A3’s, 6B4’s, 

6 L6’s, etc. to V.C. 

5000 C.T. 

16/8/4 

7-50000 

20 

JB 

30.50 

HSM-85 

As above—to line. 

5000 C.T. 

500/250/125 

7-50000 

20 

JB 

30.50 

*oHSM-189 

P.p. l<T-66’s, S07’s, etc. 
—for Williamson circuit. 

10000/2500 
Split pri. 

16/8/4 

7-50000 

25 

KB 

39.50 

*oHSM-190 

As above—to line. 

10000/2500 
Split pri. 

500/250/125 

7-50000 

25 

KB 

39.50 

HSM-87 

AB, 6L6’s, etc. to V.C. 

9000 C.T, 

16/8/4 

7-50000 

25 

KB 

35.80 

HSM-88 

As above—to line. 

9000 C.T. 

500/250/125 

7-50000 

25 

KB 

35.80 

HSM-91 

P.p. parallel 2A3’s, 

6 L6’s, etc. to V.C. 

2500 C.T. 

16/8/4 

7-50000 

50 

LA 

49.50 

HSM-94 

P.p. par. 6L6’s to VX. 

4500 C.T. 

16/8/4 

7-50000 

55 

LA 

61.00 

HSM-95 

As above—to line. 

4500 C.T. 

500/250/125 

7-50000 

55 

LA 

61.00 

HS-97 

P.p. 845’s to line. 

6600 C.T. 

500/250/125 

10-30000 

125 

Spec. 

115.00 

HS-101 

Line to parallel 
lines—autoformer. 


500/250/167/125/ 

100/88/71 

10-30000 

30 

Spec. 

35.80 

HS-103 

Line to V.C.—autoformer. 


500/16/8/4 

10-30000 

3b 

Spec. 

30.50 

*New item. ^’Williamson type circuit. Proper taps on primary for screen operation. 
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TRIAD TRANSFORMER CORP. 

HIGH LEVEL OUTPUT 



The Triad high fidelity transformers in the group below afford a 
standard of performance exceeded only by the “HS” series outputs. 
These transformers have a frequency response linear within 1 db from 


20-20000. Feedback loops employing as high as 30 db of negative 
feedback may be used. 


Type 

No. 


Impedance 

Output 

Case Dim.-Inches 

Mtg. 

Dim.-Inches 

Wt. 

List 

Application 

Primary 

Secondary 

Watts 

H 

w 

D 

MW 

MD 

Lbs. 

Price 

S-31A 

P.p. 6V6, 45, etc. 

8000 C.T. 

4-8-16 

15 

3j/8 

2% 

3% 

2 

2% 

3/2 

$12.00 

S-32A 

P.p. 6V6, 45, etc. 

8000 C.T. 

500/250/125 

15 

31/8 

2% 

33/8 

2 

2% 

3/2 

12.50 

S-33A 

P.p. 2A3, 6A5, 

6B4, etc. 

3000 C.T. 

4-8-16 

15 

3^8 

2% 

33/a 

2 

2% 

3/2 

12.00 

SOSA 

P.p. 2A3, 6L6, etc. 

5000 C.T. 

4-8-16 

20 

31/8 

2% 

3% 

2 

2% 

4 

13.00 

S-36A 

P.p. 2A3, 6L6, etc. 

5000 C.T. 

500/250/125 

20 

3!/8 

2% 

3% 

2 

2% 

4 

13.50 

#S-T48A 

P.p. KT.66, 807, 
etc. triodes. 

10000 C.T. 

4-8-16 

25 

3/2 

3 

m 

2/4 

3/8 

53/4 

25.75 

S-38A 

P.p. 6L6, class AB. 

9000 C.T. 

4-8-16 

25 

3/2 

3 

43/8 

2/4 

3/8 

53/4 

16.70 

S-39A 

P.p. 6L6, class AB. 

9000 C.T. 

500/250/125 

25 

3/2 

3 

43/8 

2/4 

3/8 

534 

17.50 

S-40A 

P.p. par. 2A3, 

6L6, etc. 

2500 C.T. 

4-8-16 

30 

3/2 

3 

43^ 

2/4 

3/8 

53/4 

16.70 

S-42A 

P.p. par. 6L6, class A. 

4500 C.T. 

4-8-16 

50 

4/4 

3% 

43^ 

23/4 

3/8 

9 

22.75 

S-45Z 

70 V. line. Autoformer. 

4000/2000/ 4-8 

1000/500 

10 

2% 

3tV 

2/4 

2il 


m 

5.65 

S-46A 

70 V. line. Autoformer. 

2000/1000/ 4-8-16 
500/250 

20 

3/8 

2% 

33^ 

2 

2% 

4 

11.50 

#Proper taps on primary for screen operation. Williamson type circuit. 


TOROIDS 


TOROIDS for Filter Components 

The nearest practical approach to perfect inductance of no resistance, 
no capacity and infinite "Q” is made by winding on a pressed molyb¬ 
denum permalloy dust core of toroidal shape. Depending on size and 
composition of core materials, Triad Toroids will develop (under 
certain conditions) “Q”s of greater than 200, inductance values up 
to 25 Henries on the EH series and stability with level, temperature 
and humidity almost beyond belief. 

Triad Toroids, adjusted to within 1% of the values shown, are 
ordinarily encapsulated in a clear plastic material, but may be 
obtained in a hermetically sealed case if desired. When ordering 
hermetically sealed Toroids, order by the uncased number, followed 
by the letters HS. 

Special inductors, made to your specifications as to inductance and 
“Q,” may be ordered from the factory. Prices on request. 



Inductance 

Type No. 

EA 

Series 

List 

Price 

Type No. 
EC 
Series 

List 

Price 

Type No. 
EF 
Series 

List 

Price 

Type No. 
EH 
Series 

List 

Price 

Type No. 
ES 

Series 

List 

Price 

1 mh 



EC-001 

$8.65 





ES-OOl $12.00 

2 mh 



EC-002 

8.65 





ES-002 

12.25 

5 mh 

EA-005 

$8.20 

EC-005 

8.65 

EF-005 

$9.00 



ES-005 

12.60 

7 mh 

EA-007 

8.35 

EC-007 

8.70 

EF-007 

9.10 



ES-007 

12.80 

10 mh 

EA-010 

8.50 

EC-010 

8.80 

EF-010 

9.25 



ES-OlO 

12.90 

15 mh 

EA-015 

8.60 

EC-015 

9.00 

EF-015 

9.45 

EH-015 

$23.40 



20 mh 

EA-020 

8.70 

EC-020 

9.25 

EF-020 

9.65 



ES-020 

13.20 

40 mh 

EA.040 

8.90 

EC-040 

9.50 

EF-040 

9.85 

EH-040 

24.00 



50 mh 

EA-050 

8.95 

EC-050 

9.60 

EF-050 

10.00 



ES-050 

13.45 

70 mh 

EA-070 

9.10 

EC-070 

9.75 

EF-070 

10.20 



ES-070 

13.65 

100 mh 

EA-100 

9.25 

EC-100 

9.90 

EF-100 

10.40 

EH-100 

24.35 

ES-lOO 

14.00 

200 mh 

EA-200 

9.65 

EC-200 

10.15 

EF-200 

10.70 





250 mh 

EA-250 

9.75 

EC-250 

10.25 

EF-250 

10.90 

EH-250 

24.75 



500 mh 

EA-500 

11.20 

EC-500 

10.85 

EF-500 

11.00 





600 mh 

EA-600 

11.40 

EC-600 

11.40 

EF-600 

11.20 

EH-600 

25.10 



700 mh 

EA-700 

11.60 

EC-700 

11.75 

EF-700 

11.35 





1 h 

EA-1000 

11.85 

EC-1000 

12.50 

EF-1000 

11.75 





1.5 h 



EC-1500 

14.20 

EF-1500 

12.40 

EH-1500 

26.00 



2 h 



EC-2000 

15.00 

EF-2000 

12.80 





4 h 



EC-4000 

15.40 

EF-4000 

13.75 

EH-4000 

26.80 



5 h 



EC-5000 

15.80 

EF-5000 

14.35 





6 h 





EF-6000 

14.85 





7 h 





EF-7000 

15.40 





10 h 





EF-10000 

16.20 

EH-10000 

27.85 



25 h 







EH-25000 

31.50 
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TRIAD TRANSFORMER CORP. 



PULSE 


These miniature blocking 
oscillator transformers are 
now in quantity production 
for manufacturers in a 
number of applications and 
with outstanding results. 
Their multiple winding 
construction makes them 
available for a variety of 
circuits and their fast rise 
time (.05 microseconds) 
makes them exceptionally 
useful. Positive hermetic 
sealing prevents deteriora¬ 
tion of performance with 
time (absolutely necessary 
for long shelf life). 



Case A 



Case B 



Case C 



Case X 


Type 

No. 



List 

Price 

PL-4 

2 equal windings. Pulse widths .35 to 1.2 microseconds. Duty cycle .05 max. Dimensions A" 
by .625'' long. 

dia. 

$28.00 

PL-5 

3 equal windings. Pulse widths .15 to .65 microseconds. Duty cycle .05 max. Dimensions .50" 
by .68" long. 

dia. 

24.20 

PL-6 

3 equal windings. Pulse widths .15 to .65 microseconds. Duty cycle .05 max. Dimensions (Transformer 
only) U" dia. by %" long. Mounts with 8-32 x y 2 " stud. 

21.25 


POWER 


GENERAL PURPOSE 


Type 

Plate Supply 

Rect. Fil. 

Other Fil. 

Case 

Dim.-lns. Mtg. Dim.-lns. 

Wt. 

List 

No. 

AC Volts DC Ma, 

. Volts 

Amp 

Volts 

Amp. 

H 

W 

D 

MW 

MD 

Lbs. 

Price 

R-4A 

500 C.T. 

40 



6.3 C.T. 

2 

234 

234 

234 

HI 

1% 

134 

$ 6.25 

R-4B 

500 C.T. 

40 



6.3 C.T. 

2 

m 

2% 

2tV 

2t\ 

13/4 

134 

6.25 

R-5A 

600 C.T. . 

65 



6.3 C.T. 

2.7 

3 A 

2% 

2% 

2 

1% 

234 

7.35 

R-5B 

600 C.T. 

65 



6.3 C.T. 

2.7 

1% 

3 

2/2 

2/2 

2 

234 

7.25 

R-6A 

480 C.T. 

50 

5 

2 

6.3 C.T. 

2 

3t\ 

2% 

2% 

2 

1% 

234 

7.50 

R-6B 

480 C.T. 

50 

5 

2 

6.3 C.T. 

2 

IVb 

3 

2/2 

2/2 

2 

234 

7.40 

R-7A 

600 C.T. 

50 

5 

2 

6.3 C.T. 

2 

3t\ 

2% 

2% 

2 

1% 

23/4 

7.90 

R-7B 

600 C.T. 

50 

5 

2 

6.3 C.T. 

2 

m 

3 

2/2 

^/2 

2 

234 

7.80 

R-8A 

500 C.T. 

75 

5 

2 

6.3 C.T. 

2.5 

3 A 

2% 

3/r 

2 

234 

3 

8.25 

'R-8B 

500 C.T. 

75 

5 

2 

6.3 C.T. 

2.5 

23/8 

3 

2/2 

2/2 

2 

3 

8.20 

R-9A 

600 C.T. 

75 

5 

2 

6.3 C.T. 

3 


3 

334 

2/4 

2/r 

3/2 

8.50 

R-9B 

600 C.T. 

75 

5 

2 

6.3 C.T. 

3 


334 

2 II 

2 II 

2/4 

3/2 

8.40 

R-10A 

525 C.T. 

90 

5 

2 

6.3 C.T. 

5 

3/? 

3 

3% 

2/4 

2/2 

4/2 

9.35 

R-10B 

525 C.T. 

90 

5 

2 

6.3 C.T. 

5 

23/4 

334 

2 II 

2 II 

2/4 

4/2 

9.20 

R-11A 

700 C.T. 

90 

5 

3 

6.3 C.T. 

3.5 

3T’jr 

3 

3% 

2/4 

2% 

4/4 

9.70 

R-11B 

700 C.T. 

90 

5 

3 

6.3 C.T. 

3.5 

2M 

334 

2 II 

2 II 

2/4 

4/4 

9.55 

R-12A 

550 C.T. 

110 

5 

2 

6.3 C.T. 

5 

4 

3/4 

334 

2/2 

23 /s 

4/2 

10.50 

R-12B 

550 C.T. 

110 

5 

2 

6.3 C.T. 

5 

234 

33/4 

3/8 

3/8 

2/2 

4/2 

10.35 

R-14A 

700 C.T. 

125 

5 

3 

6.3 C.T. 

4.5 

4 

3/4 

311 

2/2 

2 If 

6 

11.50 

R-14B 

700 C.T. 

125 

5 

3 

6.3 C.T. 

4.5 

27/8 

33/4 

3/8 

3/8 

2/2 

6 

11.30 

R-16A 

700 C.T. 

160 

5 

3 

6.3 C.T. 

5 

4 

3/4 

4t^k 

2/2 

3% 

7 

12.95 

R-16B 

700 C.T. 

160 

5 

3 

6.3 C.T. 

5 

334 

33/4 

3/8 

3/8 

2/2 

7 

12.75 

R-17A 

750 C.T. 

160 

5 

3 

6.3 C.T. 

5 

4tV 

3% 

434 

234 

3/2 

7/4 

16.25 


SO Tap 




2.5 C.T. 

5 




R-18A 

750 C.T. 

175 

5 

3 

6.3 C.T. 

8 

4tV 

3% 

4/2 

234 

3% 

S/2 

16.50 

R-18B 

750 C.T. 

175 

5 

3 

6.3 C.T. 

8 

3t\ 

4/8 

3t\ 

3/r 

23/4 

S/2 

16.30 

R-19A 

750 C.T. 

200 

5 

3 

6.3 C.T. 

6 

4% 

3/8 

4/2 

3 

3/r 

9/2 

19.00 


80 Tap 




2.5 C.T. 

10 



R-20A 

700 C.T. 

200 

5 

3 

6.3 C.T. 

8 

4 A 

3% 

4/2 

234 

3% 

S/2 

16.25 

R-20B 

700 C.T. 

200 

5 

3 

6.3 C.T. 

8 

3tV 

4/8 

3tV 

3/r 

234 

S/2 

16.10 

R-21A 

800 C.T. 

200 

5 

3 

6.3 C.T. 

6 

4 A 

3% 

5 

234 

4/« 

9/4 

17.60 

R-21B 

800 C.T. 

200 

5 

3 

6.3 C.T. 

6 

3H 

4/8 

3/r 

3/r 

23/4 

9/4 

17.45 

R-24A 

800 C.T. 

300 

5 

6 

6.3 C.T. 

6 

4% 

3% 

534 

3 

4/6 

14 

22.50 

R-24B 

800 C.T. 

300 

5 

6 

6.3 C.T. 

6 

311 

4/2 

33/4 

334 

3 

14 

22.30 

R-25A 

800 C.T. 

500 

5 

6 

6.3C.T.- 

6.3 3-7 

534 

4 /j 

534 

3/2 

434 

19 

36.00 

*R-58A 

875 C.T. 

185 

5 

3 

6.3-6.3 

4-3 

4% 

3% 

4/2 

3 

3% 

9/2 

18.50 

*New Item. 

For CATHODE RAY Tubes 

Type 

Plate 

Supply 


Filament Windings 

Case Dim.-Ins. 

Mtg. 

Dim.-lns. 

List 

No. 

AC Volts 


DC Ma. 


Volts and Amperes 

H 

W 

D 

MW 

MD 

Lbs. 

Price 

R-41C 

440-0-440-1250 

125/5 

§6.3V 

.-.6A. P2.5V.-1.754 

^ 3!/4 4/a 3/2 34 

: 234 7/2 

$23.15 




02.5V 

.-1.75A. 

5V.-3A. 








R-45C 

400-0-400-800 

30/5 

§6.3V 

.-.6A. 

6.3V.-1A. 

2/2 334 3!/a 34 

i 2/2 4/2 

16.50 




6.3 G 

;.T.-3A. 

5V.-2A. 












05V.-2A. 









R-43C 

1600 


3 

§6.3/5/2.5V.-lA. 


234 3 

2/2 2/2 2 

3/2 

13.80 





06.3/5/2.5V.-3A. 










oStatically shielded and 

insulated for full plate voltage. 

§ Insulated for full plate voltage. 




For PREAMPLIFIERS, YTVM, 

etc. 










Type 

Plate 

Supply 


Filament Windings 

Case Dim.- 

Ins. 

Mtg. Dim.-lns. 

: Wt. 

List 

No. 

AC Volts 


DC Ma. 


Volts and Amperes 

H 

W 

D 

MW 

MD 

Lbs. 

Price 

R-2C 

135 


15 


6.3V.-.9A. 


13/8 

1% 

l/r 


1/4 

1 

$ 4.75 

R-3A 

500 C.T. 


20 


6.3 C.T.-2A. 


234 

23/8 

2% 

HI 

134 

13/4 

6.15 

R-29A 

230 C.T. 


40 


6.3V.-1.5A. 


234 

234 

2/2 

111 

1% 

134 

6.00 

R-30X 

135 


50 


6.3V.-1.5A. 


2/4 

3 II 

2/8 

3/8 


1/2 

5.20 

*R-54X 

115 


15 


6.3V...6A. 


in 

2 II 

1/2 

234 


/2 

4.75 

*R-56A 

130 


20 


0/15/22.5/30-.6A. 

234 

23/8 

2% 

HI 

2 

2 

6.55 

*New item. 
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TRIAD TRANSFORMER CORP. 



Combined PLATE and FILAMENT Transformers 
For REGULATED POWER SUPPLIES 


Type 

No. 

Plate Supply 

Filament Wndings 

Case. Dim.-Ins. 

Mtg. Dim.-Ins. 

Wt. 

List 

AC Volts 

DC Ma. 

Volts and Amperes 

H 

W 

D 

MW 

MD 

Lbs. 

Price 

R-26A 

SSO-720 C.T. 

200 

6.3 C.T.-SA. 6.3V.-3A. 
6.3V.-1A. 5V.-3A. 

4% 

3/8 


3 

3% 

12 

$21.50 

R-28A 

1250 C.T. 

300 

6.3 C.T.-SA. 6.3V.-3A. 
6.3V.-3A. 5V.-6A. 

5% 

4/2 

5/8 

3/2 

43/ 

20 

32.50 

*R-46A 1250 C.T. 350 5V.-4A. 

130 (Bias winding) 50 

R-46A will supply 550 V.D.C. using 2 5R4G rectifier 
Sufficient filament windings to regulate screen voltages. 

6.3V.-4A. 5% 4«/2 5% V/z 

6.3V.-1A. 

6.3V.-1A. 

tubes, choke input. Will also supply 130 V. for 

4%. 20 33.00 

bias using Selenium rectifier. 

R-27A 

1500 C.T. 

400 

5V.-6A. 

6.3V.-3A. 

6.3V.-SA. 

5% 

4/2 

73/8 

3/2 

6/4 

30 

45.00 

^‘New item. 

PLATE 

POWER Transformers 










Type 

No. 

Secondary Volts 

Sec. DC Ma. 

Case Dim.‘Ins. 

Mtg. Dim.-Ins. 

Wt. 

List 

AC 

DC 

CCS 

ICAS Fil. 

H 

W 

D 

MW 

MD 

Lbs. 

Price 

P-TA 

440/220 C.T. 

180/90 

160 

190 5V.-3A. 

3tV 

3 

3% 

2/4 

2/8 

4 

$ 9.20 

P-3A 

600/300 C.T. 

250/125 

300 

360 5V.-4A. 

4 

3/4 

3 If 

2/2 

2/8 

53/ 

12.50 

P-5A 

1100 C.T. 

400 

250 

310 5V.-4A. 

4% 

3/8 

4/4 

3 

3tV 

9 

15.75 

P-7A 

1235 C.T. 

500 

250 

310 5V.-4A. 

4% 

3/8 

m 

3 

3t’6 

11 

18.00 

P-9A 

1235 C.T. 

500 

500 

600 5V.-6A. 

5% 

4/^ 

5% 

3/2 

43/ 

19 

33.00 

P-llA 

1455 C.T. 

600 

250 

310 

4% 

3/8 

5 

3 

3j| 

12 

21.50 

tP-T3A 

1780 C.T. 

750 

250 

310 

5% 

4/2 

43/. 

3/2 

33/ 

14 

25.00 

J P-14 A 

1780 C.T. 

750/600 

250 

310 

53/8 

4/2 

43/ 

3/2 

33/ 

14 

25.50 

tP-15A 

2340 C.T. 

1000 

250 

310 

5% 

4/2 

5/4 

3/2 

4/4 

17 

29.00 

t P-17 A 

2880 C.T. 

1250 

250 

310 

5% 

4/2 

53/ 

3/2 

43/ 

20 

38.50 

*P-16A 

2430 C.T. 

1000 

500 

600 

6/2 

5/2 

6/2 

4/4 

4/2 

31 

64.00 

*P-18A 

2880 C.T. 

1250 

500 

600 

6/2 

5/2 

7 

4/2 

5 

35 

72.00 

*P-20A 

3300 C.T. 

1500 

350 

425 

6/2 

5/2 

7 

4/2 

5 

35 

71.00 

*New item. fPlate leads out side of case for S66 rectifiers. ^Tapped Pri. to produce the lower D.C. voltage. 


DRY DISK RECTIFIER Transformers 


Type 

No. 

Secondary 

Rectifier Circuit 

Test 

Volts 

Case Dim.-ins. 

H W D 

Mtg. Dim.-Ins. 
MW MD 

wt. 

Lbs. 

List 

Price 

AC Volts 

Amperes A 

Volts DC 

B 

Volts DC 

F-47U 

17-18 

3 

6-7 

13-14 

1500 

3 

2/2 

2/8 

1% 

2/2 

2/2 

$ 7.75 

F-48U 

17-18 

3 

6-7 

13-14 

1500 

33/ 

3/8 

3% 

2/2 

2% 

5/4 

13.00 

F-49U 

36-36 

3-3 

13 

26 

1500 

4/2 

3% 

4 

3 

3 

9/2 

20.00 

ISOLATION Transformers 

Type 

V. A. 

Input 



Output 

Case Dim.- 

■Ins. 

Mtg. Dim.-lns, 

wt. 

List 

No. 

Output 

Volts 



Volts 

H 

W 

D 

MW 

MD 

Lbs. 

Price 

N-51X 

35 

115 



115 

2/4 

3H 

2/4 

3/8 


1% 

$ 5.95 

N-53M 

85 

115 



115 

3t’6 

3 

3% 

2/4 

2% 

4/2 

12.75 

N-55M 

250 

115 



115 

43/ 

3/8 

5 

3 

3/8 

12 

25.30 

N-57M 

500 

115 



115 

5j\ 

4/2 

6 % 

3/2 

5/4 

24 

40.75 

N-59M 

1000 

115 



115 

5 A 

4/2 

S3/8 

3/2 

7/4 

35 

67.20 

(g)N-60 

2000 

230/115 



230/115 

43/ 

s/2 

13/4 

SpcI. 


58 

130.00 

0Special case. 

STEPDOWN Autoformers 

Type 

V. A. 

Input 



Output 

Case Dim.-Ins. 

Mtg. Dim.-lns. 

wt. 

List 

No. 

Output 

Volts 



Volts 

H 

W 

D 

MW 

MD 

Lbs. 

Price 

N-1X 

50 

230 



115 

2/4 

311 

2/8 

3/8 


1/2 

$ 5.05 

N-3M 

85 

230 



115 

3t’6 

3 

2/8 

2/4 

m 

2 % 

9.80 

N-5M 

250 

230 



115 

4 

3/4 

4/ 

2/2 

3/8 

63/ 

14.30 

N-7M 

500 

230 



115 

43/ 

3/8 

5 

3 

3/8 

12 

22.00 

N-9M 

1000 

230 



115 

5 A 

4/2 

63/8 

3/2 

5/4 

25 

40.75 

N-11M 

2000 

230 



115 

5t\ 

4/2 

83/ 

3/2 

7/4 

35 

67.20 

N-34X 

150 

95-105-115-125-135 

115 

2 % 

4 

2/2 

3tV 


2 

8.15 

))N-35M 

350 

Off-90-100-115-120-125-135 

115 

4t^5 

3% 

3/2 

23/ 

2 % 

5/2 

18.50 

*N-50M 

500 

90 to 135 


115 

4% 

3/8 

5/8 

3 

4f’6 

8 

26.50 

With switch and meter. 












*New item. 

JjM case with switch for primary voltage control. 











Case U 




Case M 
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Case K 



Case A 




Case X 



TRIAD TRANSFORMER CORP. 


For Vibrator Power Supply 


Type 

Primary 

Secondary Case Dim.-Inches 

Mtg. Dim.-Inches 

Wt. 

List 

No. 

Volts 

AC Volts 

DC Ma H 

W 


D 

MW 

MD 

Lbs. 

Price 

V-IK 

6 -S 

450 C.T. 

40 3 

2 tV 

2 % 



2/4 

$ 8.25 

V-3K 

6-8 

500 C.T. 

50 3 

2'/2 

2 % 



2/2 

8.95 

V-5A 

6-8 

600 C.T. 

75 3 A 

2 % 

2 % 

2 

1 % 

2/2 

9.15 

V-7A 

6-8 

600 C.T. 

-100 3tV 

3 


3/4 

2/4 

2 

3(4 

11.70 

For Automobile 

Radio Replacement 








Type 

Primary 

Secondary 



Case Dim.-lns. Mtg. Dim.-lns. 

wt. 

List 

No. 

Volts 

AC Volts 

DC Ma. 

Replacement 


H 

W 

D 

MW MD 

Lbs. 

Price 

Y-llK 

6-8 

760 C.T. 

65 

Buick 


3% 

23/8 

2% 


2/2 

$ 9.55 

V-12K 

6-8 

350 C.T. 

55 

Cadillac, Chevrolet, Firestone, 
Ford, Hudson, Kaiser, Motorola, 
Nash, Oldsmobile, Packard, 

Philco, Studebaker, Truetone. 

2 % 

2% 

2/4 


2/2 

9.00 

V-13K 

6-8 

580 C.T. 

70 

Delco, Ford, Lincoln, Motorola 
Philco, Pontiac. 


3 

2/2 

23/8 


3/2 

7.50 

V-16K 

6-8 

460 C.T. 

50 

Ford, Kaiser, MoPar, Philco, 
Truetone, Willys. 


2 % 

23/4 

2/4 


2/4 

8.25 

V-18X 

6-8 

580 C.T. 

60 

Chevrolet, MoPar, Oldsmobile, 
Pontiac, Silvertone. 


2/4 

3 II 

2/4 

3/8 

1 % 

6.15 

V-19A 

6-8 

320 C.T. 

40 

Automatic, Coronado, Philco, 
Regal, Studebaker. 


2 % 

23/8 

23/8 

111 1% 

1% 

5.65 

V-20K 

6-8 

560 C.T. 

50 

Motorola, Truetone. 


3 

2/2 

23/8 


2/2 

8.55 


CHOKES 


SWINGING Filter REACTORS 


Type 

Inductance 

Current 

Resistance 

Test Volts 

Case Dim.-lns. 

Mtg. Dim. Ins. 

Wt. 

List 

No. 

Henries 

Ma. 

Ohms 

RMS 

H 

W 

D 

MW 

MD 

Lbs. 

Price 

C-31A 

25/5 

20/200 

150 

2500 

3tV 

3 

3% 

2/4 

23/8 

4/2 

$ 7.60 

C-33A 

25/5 

30/300 

105 

3000 

4A 

3% 

4/4 

2% 

3/? 

7/4 

n.75 

C-35A 

20/4 

40/400 

60 

3000 

4% 

3/8 

4/2 

3 

3A 

9/2 

16.00 

C-39A 

25/5 

50/500 

65 

3000 

53/8 

4/2 

5/4 

3/2 

4/4 

17 

27.50 

SMOOTHING Filter REACTORS 

Type 

inductance 

Current 

Resistance 

Test Volts 

Case Dim.- 

Ins. 

Mtg. Dim.-lns. 

Wt. 

List 

No. 

Henries 

Ma. 

Ohms 

RMS 

H 

W 

D 

MW 

MD 

Lbs. 

Price 

C-30X 

50 

15 

3500 

1500 

1% 

23/8 

1/2 

2 


/2 

$ 2.50 

C-2X 

2 

15 

70 

1500 

1t\ 

2/8 

1/4 

1% 


/4 

1.70 

C-IX 

15 

20 

1000 

1500 

1t\ 

2/8 

1/4 

1% 


/4 

1.85 

C-3X 

10 

50 

500 

1500 

HI 

2 II 

1/2 

23/8 


% 

1.90 

C-4X 

4 

50 

360 

1500 

1% 

23/8 

1% 

2 


/2 

1.90 

C- 6 X 

5 

65 

330 

1500 

HI 

2 II 

1/2 

23/8 


/4 

2.00 

C-5X 

12 

75 

400 

1500 

111 

3/4 

1/8 

2 II 


1 

2.75 

C- 8 X 

7 

75 

240 

1500 

HI 

3/4 

1/8 

2 II 


1 

2.70 

C-7X 

10 

90 

270 

1500 

HI 

3/4 

2 

2 II 


1/4 

3.00 

C-9X 

4 

90 

100 

1500 

HI 

3/4 

1/8 

2 II 


1 

2.80 

C-llX 

6 

no 

160 

1500 

2/4 

3 II 

2/8 

3/8 


1/2 

3.60 

C-lOX 

9 

125 

250 

1500 

2/4 

3 II 

2/8 

3/8 


1/2 

3.60 

C-12X 

6 

160 

165 

1500 

2/4 

3 II 

2/4 

3/8 


134 

4.00 

C-12A 

6 

160 

165 

1500 

23^ 

23/8 

2% 

HI 

1/4 

13/4 

4.85 

C-13X 

3 

160 

75 

1500 

2/4 

3 II 

2/4 

3/8 


134 

3.90 

C-14X 

6 

200 

150 

1500 

2% 

4tV 

2/2 

3tV 


2/4 

4.15 

C-14A 

6 

200 

150 

1500 

3t6 

2% 

2% 

2 

1/8 

2/2 

4.95 

C-16A 

10 

200 

150 

2500 

3t’6 

3 

3% 

2/4 

2% 

4/4 

7.60 

C-21X 

1.5 

225 

65 

1500 

HI 

3/4 

l/s 

2 II 


1 

3.75 

C-15X 

4 

250 

100 

1500 

2% 

4 T'r 

2/2 

3t’6 


2/4 

4.05 

C-15A 

4 

250 

100 

1500 

3A 

2% 

2% 

2 

1/8 

2/2 

4.90 

C-23X 

1.2 

260 

45 

1500 

HI 

3/4 

2 

2 II 


1/4 

3.75 

C-17X 

1.5 

300 

40 

1500 

2/4 

3 II 

2/8 

3/8 


1/2 

3.75 

C-18A 

8 

300 

90 

2500 

4 

3/4 

311 

2/2 

2/8 

6 

9.50 

C-19A 

10 

300 

105 

3000 

4A 

3% 

4/4 

234 

33/8 

7/4 

11.75 

C-25A 

2.6 

310 

60 

1500 

3 A 

2% 

3/8 

2 

23/8 

3/2 

5.60 

C-20A 

8 

400 

60 

3000 

4% 

3/8 

4/2 

3 

3 A 

10(/2 

16.00 

C-22A 

10 

500 

65 

3000 

5tV 

4/2 

53/8 

3/2 

4/4 

17 

27.50 

*C-48U 

.OS/.02 

2.5/5A 

.57/.143 

1500 

334 

3/8 

4 

2/2 

3 

6/2 

12.50 

*New item. 
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TRIAD TRANSFORMER CORP. 



FILAMENT 


FILAMENT Transformers. Single Secondary 


Type 

No. 

Secondary 


Test 

Volts 

Case Dim.-Inches 

Mtg. Dim.-Inches 

Wt. 

Lbs. 

List 

Price 

Volts Amperes 

H 

W 

D 

MW 

MD 

F-IX 

2.5 C.T. 

3 

1500 

lU 

2 II 

1% 

2% 


% 

$ 2.90 

F-3X 

2.5 C.T. 

10 

3000 

21./4 

311 

2/4 

3/8 


1% 

4.25 

F-5U 

2.5 C.T. 

10 

7500 

3 

2‘/2 

23/8 

1% 

2 

2 

6.00 

F.7X 

5 C.T. 

3 

1500 

HI 

3!/4 

2 

2-1-1 


1/4 

4.00 

F- 8 X 

5 C.T. 

6 

1500 

2'/4 

311 

2/4 

3/8 


1% 

4.75 

F-9U 

5.2 C.T. 

13 

1500 

3% 

2 II 

33/8 

2/4 

23/8 

33/4 

8.00 

F-nu 

5.2 C.T. 

24 

1500 

33/4 

3^8 

4 

2/2 

3 

6/2 

n.io 

F-13X 

6.3 

.6 

1500 

1 % 

23/8 

13/8 

2 


/a 

2.75 

F-T4X 

6.3 C.T. 

1.2 

1500 

Hi 

2II 

1 % 

2 % 


% 

2.80 

tF-52X 

6.3 

1.2 

5000 

HI 

3/4 

m 

2II 


1 

3.55 

tF-51X 

6.3/5 

2 

5000 

HI 

3/4 

2 

2 II 


1/4 

3.95 

F-16X 

6.3 C.T. 

3 

1500 

HI 

3/4 

2 

2 II 


1/4 

4.15 

F-18X 

6.3 C.T. 

6 

1500 

2 % 

4t'z 

2/2 

3t’6 


2/4 

5.90 

F-18A 

6.3 C.T. 

6 

1500 

3 A 

2 % 

2 % 

2 

IVa 

2/2 

7.25 

F-2TA 

6.3 C.T. 

10 

1500 

3t\ 

3 

3/4 

2/4 

2 

3/2 

7.75 

F-22A 

6.3 C.T. 

20 

2000 

4 

3/4 

4t6 

2/2 

3/8 

7 

13.50 

F-23U 

10 C.T. 

7 

1500 

33/8 

2 II 

3% 

2/4 

23^ 

4 

8.00 

F-25X 

12.6 C.T. 

1.5 

1500 

HI 

3/4 

2 

2II 


1/4 

3.90 

F-40X 

24 

1 

1500 

HI 

3'/4 

2 

2 II 


1/4 

4.00 


Filament line transformer 









tF-50X 

Pri. 6.3V/5V Sec. 6.3/5V 2A 

5000 

HI 

3/4 

2 

2 II 


1/4 

3.85 

flow capacity—High voltage for damper tube operation. 

FILAMENT Transformers, 

Multiple Secondary 







Type 

Secondary 


Test Vnits Case Dim.-lns. Mtg. Dim.-lns. 

Wt. 

List 

No. 

Volts and Amperes 


RMS 

H 

W 

D 

MW MD 

Lbs. 

Price 

F-27U 

10 C.T.-IOA. 



1500 

4/8 

3-II- 

3/2 

23^ 2/2 

6 

$10.85 


2.5 C.T.-IOA. 



7500 







F-30A 

5 C.T.-3A. 



1500 

3 A 

3 

33^ 

2/4 2!/k 

3% 

9.00 


6.3 C.T.-SA. 










F>32A 

6.3 C.T..3A. 

6.3 C.T..3A. 

1500 

3tV 

2 % 

2 % 

2 1% 

2/2 

8.20 

F-34A 

6.3 C.T.-1.75A. 

6.3V 

'.-1.75A. 

2500 

31^ 

2 % 

3 

2 23/8 

3 

8.75 


6.3V.-1.75A. 

6.3V 

.-1.75A. 








F-36A 

6.3 C.T..3.5A. 

6.3V 

'.-3.5A. 

2500 

4 

3/4 

3t’6 

2/2 2/2 

5 

11.60 


6.3V..3.5A. 

6.3V 

'.-3.5A. 








F-38A 

6.3 C.T.-5A. 

6.3V 

'.-5A. 

2500 

4 

3/4 

3II 

2/2 2 % 

5/2 

13.20 


6.3V.-1A.~-5V.-4A. 

5 C.T.-2A. 











AUDIO 






DRIVER Transformers 











Ratio Case .Mtg. 

Type Driver Tubes Output Tubes Frequency Primary Primary Dim.-lns. Dim.-lns, 

No. Response ‘/a Sec. D.C. Ma. H W D MW MD Lbs. Price 

A-81X 30, 1H4, etc. P.p. 19,30’s, 300-3000 2.66:1 15 l-fV 2^8 IJ/4 1% /4 $2.80 

_1J6, etc._ 


A-83X 

6F6, 42, 45, etc. 

P.p. 6L6, 6F6, 6V6, 
807, etc. 

70-7000 

1.33:1 

40 

Hi 

2II 1/2 23/8 


/2 

3.35 

A-85X 

6F6, 42, 45, etc. 

P.p. 6L6, 6F6, 6V6, 
807, etc. 

50-10000 

1.33:1 

40 

HI 

3/4 1/8 2 II 


1 

3.75 

A-89A 

P.p. plates to class B 
or AB grids—Uni¬ 
versal 15 watt. 

Any class B or AB 
tubes. 100-500 
watts output. 

50-10000 

3.1 or 
2.2:1 

100 
per side 

3 A 

2% 25/8 2 

1% 

23/. 

8.70 

A-91A 

P.p. plates to class B 
or AB grids—Uni¬ 
versal 30 watt. 

Any class B or AB 
tubes. 400-1500 
watts output. 

50-10000 

3.1 or 
2.2:1 

160 
per side 

3/6 

3 3/2 2/4 

2/4 

4 

12.50 

MODULATION Transformers — Tube to RF Load 


Type Primary Frequency Secondary Audio Case Dim.-lns. Mtg. Dim.-lns. 


No. 


Response 

Impedance Ma. 

Watts 

H 

W 

D 

MW 

MO 

Lbs. 

Price 

M-IX 

10000 C.T. for 19, 
1J6, 6N7, 6A6, etc. 

300-3000 

5000-8000- 50 

10000 

5 

1t6 

2/8 

1/4 

1% 


/4 

$ 3.80 

M-3X 

100(50 C.T. for 6N7, 
6A6, 6F6’s, etc. 

300-3000 

3000-5000- 100 
8000 

20 

2/4 

3 II 

2/8 

3/8 


1/2 

5.60 

M-7A 

4250 C.T. for S07’s 

300-3000 

3000-5000- 200 
8000 

60 

4tV 

3% 

4 

23/ 

3/8 

6/2 

14.45 

*M- 8 A 

Multi-match. 

300-3000 

4000 to 200 

20000 


4/6 

3% 

4/2 

23/ 

3/6 

8 

15.55 

*M-12A 

Multi-match. 

300-3000 

4000 to 300 

20000 

125 

43 / 

3/8 

43/ 

3 

3t\ 

12 

20.35 

*New item. 



Case U 



Case A 




Case X 
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TRIAD TRANSFORMER CORP. 

AUDIO 


REPLACEMENT OUTPUT Transformers — Tube to Standard Voice Coil (3-4 ohms) 



Case X 




Case Z 



Case A 


Type 

Primary 


DC 

Audio _ 

Case Dim.-Ins. 

Mtg. Dim.-Ins. 

Wt. 

Price 

No. 

Tubes Used 

impedance 

Ma. 

Watts 

H 

w 

D 

MW 

MD 

Lbs. 

List 

S-IX 

25L6, 50L6, 35A5, 50B5, 2A3, 
6B4, etc. 

2500 

60 

3 

1 % 

2 % 

1 % 

2 


/2 

$ 1.75 

S-2X 

2A3, 6A3, 6B4, 6Y6, 7A5, 

25B6, 50L6. 

2000 

55 

4 

1 % 

2 % 

1 % 

2 


/2 

1.85 

S-3X 

6 V6, 7C5, 6AQ5, 25A6, 71, etc. 

5000 

40 

3 

1 % 

2 % 

1 % 

2 


14 

1.80 

S-4X 

2A3, 6B4, 6L6, 6U6, 12A5, 

25L6, 50A5, 117N7. 

3000 

70 

5 

HI 

3/4 

1/8 

2 II 


1 

2.95 

S-5Z 

6 V6, 7C5, 6AQ5, 25A6, 71, etc. 

5000 

50 

5 

2!4 

2 % 

1/8 

2 % 


1 

3.10 

S-5X 

6 V6, 7C5, 6AQ5, 25A6, 71, etc. 

5000 

50 

5 

111 

3/4 

1/8 

2 II 


1 

3.10 

S-6X 

3B5, 6AQ5, 6AS5, 25A6, 25A7, 
35L6, 43, 117L7. 

5000 

35 

2 

1 t6 

2/8 

1/4 

1 % 


/4 

2.00 

S-7X 

6 I<6, 7B5, 6F6, 1Q5, 31, 33, 

41, 42, etc. 

7500 

40 

3 

1 % 

2 % 

1 % 

2 


/2 

1.85 

S-8X 

1C5, 1H4, 1Q5, 1S4, 3Q5, 3S4, 
14A5, 25AC5. 

8000 

30 

2 

lA 

2/8 

1/8 

1 % 


/4 

2.00 

S-9Z 

6 I<6, 7B5, 6F6, 1Q5, 31, 33, 

41, 42, etc. 

7500 

50 

5 

2/4 

2/8 

1/8 

23/8 


1 

3.25 

S-9X 

6 I<6, 7B5, 6F6, 1Q5, 31, 33, 

41, 42, etc. 

7500 

50 

5 

HI 

3/4 

1/8 

2 If 


1 

3.25 

s-nx 

1J6, 3Q4, 3V4, 6AK6, 6AG7, etc. 

10000 

30 

2 

lA 

2/8 

1/4 

1 % 


/4 

2.00 

S-13X 

1A5, 1N6, 1LA4. 

25000 

10 

2 

lA 

2/8 

1/4 

13/4 


/4 

2.00 

S-15X 

P.p.—6V6, 7C5, 6K6, 6F6, etc. 

10000 C.T. 

40 

7 

Hi 

2 || 

1/2 

23/8 


/2 

2.95 

S-T9Z 

P.P.—6V6, 7C5, 6K6, 6F6, etc. 

10000 C.T. 

50 

10 

2/4 

2/8 

2 

23/8 


1/4 

3.85 

S-21A 

p.p.—6V6, 7C5, 45, 6L6, etc. 

8000 C.T. 

50 

15 

294 

2 % 

2/2 

HI 

1 % 

13/4 

5.60 

S-23X 

Line to VC. Autoformer. 

50/3.2 

0 

3 

1 t’6 

2/8 

1/4 

13/4 


/4 

2.20 

*S-26X 

Line to VC. Autoformer. 

500/50/3.2 

0 

4 

hh 

2/8 

1/4 

1 % 


/4 

2.20 

S-25Z 

70 volt line to VC. Autoformer. 

4000/2000/ 
1000/500 to 
4-8 

0 

10 

2/4 

2/8 

1/8 

23/8 


1 

3.80 

*S-58X 

Line to line. 

500/125 

500/125 

Split windings 

0 

2 

lA 

2/8 

1/4 

13/4 


/4 

2.80 

*I\lew item. 


REPLACEMENT OUTPUT Transformers — Single Tube to Voice Coil and Line 


Type 

No. 

Primary 

Secondary 

DC 

Audio . 

Case Dim.-Ins. 

Mtg. Dim.-Ins. vvt 

List 

Tubes 

Impedance Imp. 

Pri. 

Watts 

H 

W 

D 

MW 

MD Lbs. 

Price 

S-27A 

2A3, 6A3, 6B4, 6L6, 2500 4-S-16-500 

6 U6, 6Y6, 12A5, 25B6, 

35B5, 50A5. 

80 

8 

23/4 

2 % 

2/2 

HI 

1% 13/4 

$ 6.80 

S-28X 

2A5, 6AC5, 6B5, 6F6, 7500 4-8-16-500 

6 I<6, 7B5, 14A5, 25AC5. 

“40~ 

5 

HI 

3/4 

1/8 

2II 

1 

4.50 

S-29X 

6AQ5, 6AS5, 6V6, 5000 4-8-16-500 

7C5, 25A6, 25B5, 25L6, 

25N6, 35A5, 35L6. 

45 

5 

111 

3/4 

1/8 

2 II 

1 

4.50 


UNIVERSAL OUTPUT Transformers — Any Tube to Any Voice Coil 


Type 

No. 

Application 

Pri. DC 

Ma. 

Audio _ 
Watts 

Case Dim.-Ins. 

H W D 

Mtg. Dim.-lns. 
MW MD 

Wt. 

Lbs. 

List 

Price 

S-51X 

Single or p.p. plates (4,000 to 14,000 
ohms) to VC. 

35 

5 

13/8 

2 % 

13/8 

2 

Vz 

$ 2.75 

S-53X 

Single or p.p. plates (4,000 to 14,000 
ohms) to VC. 

40 

8 

Hi 

2II 

1/2 

23/8 

Vz 

3.10 

S-55Z 

Push-pull plates (4,000 to 14,000 
ohms) to VC. 

40 ea. side 

10 

2/4 

2/8 

1/8 

23/8 

1 

4.15 

S-55X 

Push-pull plates (4,000 to 14,000 
ohms) to VC. 

40 ea. side 

10 

HI 

3/4 

1/8 

2 II 

1 

4.15 

S-57Z 

Push-pull plates (4,000 to 14,000 
ohms) to VC. 

50 ea. side 

15 

2 % 

3 A 

2/8 

2 II 

1/2 

5.15 
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AUDIO 







INTERSTAGE Transformers — Plate to Grid 







Type 

No. 

Freauencv ImDedance-Ohms 

Ins. Mtg. Dim.-lns. 

Wt. 

List 


Application Response Primary Secondary Ratio H 

W 

D 

MW MD 

Lbs. 

Price 


A-31X 

Plate to single or 300-3000 10000 90000 1:3 1% 

p.p. grids. 

23/8 

1% 

2 

/2 

$ 2.75 

a ■ 

A-33X 

Plate to single or 70-7000 10000 90000 1:3 HI 

p.p. grids. 

3/4 

1% 

2II 

1 

3.80 

i 


A-35A 

Plate to single or 50-10000 10000 90000 1:3 2% 

p.p. grids. 

23/8 

2/2 

111 1% 

m 

6.00 


A-39A 

P.p. plates to 50-10000 20000 45000 1:1.5 2% 

p.p. grids. C.T. 

23/8 

2/2 

HI 1% 

1 % 

6.30 

Case X 

A-40J 

Para 1 lei-fed 6J5 or 30-15000 15000 S6000 1:2.76 1%. 

6SN7. Plate to p.p. 
grid. 45 db. shielding. 

1% 

1% 

11 

/4 

12.50 



insformers — Line or Microphone to Grid 






INPUT Trc 







Type 

Frenuencv Imnedancc Turn Dim.-lns. Mtg. Dim.-Ins. 

Wt. 

List 

No. 

Application Response Ohms Ratio H 

W 

D 

MW MD 

Lbs. 

Price 

A-IX 

Line or single button 300-3000 100 31.4 1 t\ 

mike to grid. 

2/8 

1/4 

134 

/4 

$ 2.75 

-- 

A-3X 

Line or D.B. mike 300-3000 400 C.T. 15.8 lj% 

to grid. 

2/8 

1/4 

13/4 

/4 

3.00 


A-5X 

Single button mike, to 300-3000 100 84 1 U 

p.p. grids—Hi-gain. 

2}| 

1/2 

2% 

/2 

4.00 


A-7J 

Speaker V.C. (3.2 300-3000 3.2 124 1 

ohms) to grid. 45 db. 

shielding. 

1/8 

l/s 

If? 

/s 

5.00 


A-9J 

Line or mike to grid 30-15000 600/250/50 12 1% 

45 db. shielding. 

1% 

1% 

II 

/4 

12.50 


*A-10J 

Line to grid. 30-15000 600/125 10.1 1%. 

45 db. shielding. Split windings 

for center tap. 

1% 

1% 

II 

/4 

12.75 

1 i 1 

*New item. 







LOW LEVEL OUTPUT Transformers 







Type 

No. 

Frenuencv Primary Ohms Case Dim.-lns. Mtg. Dim.-lns. 

Application Response Impedance Secondary H W D MW MD 

Wt. 

Lbs. 

List 

Price 

■LHH 

A-51X 

Tube to line. 300-3000 7000 50 1 t\ 

2/8 

1/4 

1% 

/4 

$ 2.50 


A-53X 

Single or p.p tubes 70-7000 ISOOO C.T. 600/250/50 Hi 
to line. 

2 II 

1/2 

23/8 

/2 

3.45 

CASE J 

A-55J 

Parallel-fed 6J5 30-15000 15000 600/250/50 1% 

or 6SN7 to line. 

45 db. shielding. 

1% 

1 % 

II 

/4 

12.50 


*A-65J 

Parallel-fed 6J5 30-15000 15000 600/150 1% 

or 6SN7 to line. Split winding 

45 db. shielding. 

1% 

1% 

II 

/4 

12.75 


A-57J 

Line to line. 30-15000 600/250/50 600/250/50 is^ 

45 db. shielding. 

1% 

1% 

II 

/4 

11.75 


*A-67J 

Line to line. 30-15000 600/150 600/150 1% 

45 db. shielding. —Split windings— 

1% 

1% 

II 

/4 

12.00 

M 1 

*New item. | 



TELEVISION COMPONENTS 




VERTICAL 

BLOCKING OSCILLATOR 







Type 

Case Dim.-Inches 

Mtg. Dim.-Inches 

Wt. 

List 


No. 

Application Ratio H W 

D 

MW 

MD 

Lbs. 

Price 

■iail 

A-96X 

Dumont type. 1:0.5 IH 2|i 

3 windings. 1:1 

1/2 

23^ 


/2 

$ 3.75 

^ ; 

Case Y 

A-97X 

Blocking oscillator transformer for 1:4.14 Ij^ 2^8 

vertical sweep. 

1/4 

1% 


/4 

3.75 

A-97K 

Same—Case K. 1:4.14 1% 2 A 

1/2 

HI 


/2 

3.50 


A-97Y 

Same—Case Y. 1:4.14 IH IJ /4 

1/4 

1/8 


/4 

3.25 


VERTICAL 

OUTPUT Transformers 







Type 

Case Dim.-Inches 

Mtg. Dim.-Inches 

Wt. 

List 

No. 

Application Ratio H W 

D 

MW 

MD 

Lbs. 

Price 


A-99X 

Output—to couple vertical output 10:1 2|4 3|| 

tube to deflection coil. 

2/8 

3/8 


1/2 

$ 4.60 


A-101U 

Same—different mounting. 10:1 3 25/2 

2/4 

1% 

1% 

2 

6.00 


A-104X 

Vertical output autoformer. 18:1 2^/4 311 

2/8 

3/8 


1/2 

5.00 


A-102X 

Vertical output autoformer. 11.4:1 Ijf 3*/4 

1% 

2 II 


1 

3.80 


A-103X 

Vertical output transformer. 49.1 2i/4 3|| 

2/8 

3/8 


1/2 

4.65 

Case K 

A-105X 

Vertical output transformer. 25:1 2|4 31? 

2/8 

3/8 


1/2 

5.00 

A-107X 

Vertical output transformer. 10:1 2% 4 t? 

2/2 

3t’? 


2/4 

6.50 
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TRIAD TRANSFORMER 


TELEVISION COMPONENTS 


CORP. 



Type P 



Type 9 



Type T 



Type WC 



Type Y-11 



Type Y.12 



Type S 


HORIZONTAL OUTPUT (Flyback) Transformers 


Type 

No. 

Application 

Mtg. . 
Type 

Dim.-Inches 

H W D 

. Wt. 

Lbs. 

List 

Price 

D-T 

Delivers 12,000-14,000 anode volts from single 68G6 or 6BQ6 
driver and single HV rectifier. Ample deflection for 70o tubes. 

Q 

4 

3 

214 


$ 9.00 

D-2 

Autoformer type. Delivers 14,000 V. from 6BG6 or 6BQ6 
driver and single HV rect. Sufficient for 70° tubes. 

Q 

4 

2!/2 

3 

% 

9.00 

D-n 

Delivers 9,000-10,000 V. from single 6BG6 tube, and single 

HV rect. 53o operation. 

H 

4U 

m 

2 s% 

2 

9.65 

D-14 

Delivers 14,000 V. from 1 driver tube, replaces 6E 77J1 

P 

4 

2'/2 

2 % 

% 

10.45 

0-15 

Delivers 14,000 V. from 1 driver tube. 2 tapped secondary 
windings for A.G.C. circuits. 

P 

4 

2'/2 

2 % 

% 

10.65 

D-19 

Delivers 14,000 to 16,000 V.—Single driver—70O--17" to 24" 
tubes—replaces RCA 225T1. 

P 

4 

214 

23^ 

% 

10.45 

DA-20 

Delivers 13,000 to 14,000 V. Single driver—air core. 

T 

2 % 

3 

3 

14 

7.00 

*D-22 

Delivers 16,000 V.—Single driver— 70o tubes—17" to 24"— 

90 Kc De-Ringer. 

P 

4 

214 

2% 

% 

10.45 

*D-24 

Delivers 18,000 V.—Single driver—^70® tubes—17" to 24". 

P 

4 

214 

2% 

% 

10.45 

*D-26 

Voltage doubler type—^20,000 V.—^for 70® to 90° deflection 
picture tubes. 

Q 

4 

2/2 

2^4 

% 

10.65 

*D-27 

Delivers 17,000 V. for A.C.-D.C. types of Television receivers— 
Single rectifier—^Single 6BQ6 driver. 

Q 

4 

3 

214 

% 

10.25 

*D-31 

Universal type—18,000 V. —^Single driver—70° tubes— 

All types—similar to RCA 231-Tl. 

P 

4 

214 

23^ 

% 

10.50 


*New item. 








Width and Linearity COILS 


Type 




• 



Dim.-Inches 

. wt. 

List 

No. 



Application 




H W D 

Lbs. 

Price 

WC-11 

Width control coil—^3.8—30 mh. has sec. winding use for A.G.C. 

CM 

/s 

$ 2.50 

WC-12 

Width and linearity coil— 

-.8-15 mh. tapped. 



CM 

/s 

2.15 

Deflection YOKES 

Type 

No. 



Inductance-mh. 


Networks . 

Dim-Inches 

wt. 

List 

Core 

Construction 

Horiz. 

Vert. 

Defl. 

& Leads 

Dia. L. 

Lbs. 

Price 

Y-11 

Iron 

Semi-cosine 

8.3 

50 

530 

Yes 

3/4 3 

3 

$ 8.75 

Y-12 

Ferrite 

Cosine 

8.3 

50 

70° 

Yes 

3/4 2% 

1 

10.45 

*Y-21 

Ferrite 

Cosine 

10.3 

41.5 

700 

Leads 

3/4 2% 

1 

10.45 

Y-17 

Ferrite 

Cosine 

13.5 

41.5 

700 

Yes 

3/4 25/8 

1 

10.45 

*Y-22 

Ferrite 

Cosine 

18.5 

42 

700 

Leads 

3/4 25/8 

1 

10.45 

Y-19 

Ferrite 

Cosine 

23. 

41.5 

700 

Leads 

3/4 25/8 

1 

10.45 

Y-20 

Ferrite 

Cos-anast. 

30. 

3.3 

700 

Leads 

3/4 25/8 

1 

10.45 

*Y-24 

Ferrite 

Cosine 

30. 

41.5 

700 

Leads 

3/4 25/8 

1 

10.45 

*New item. 


FOCUS Coils 





Case Dim.-Inches 

. Wt. 

List 

Application 

Case 

Mtg. 

H 

w 

D 

Lbs. 

Price 

B-160-S 

160 ohm coll. Focuses tubes up to 70o deflection 
with 210* Ma. 

Sq. 

4-Bracket 

3/2 

3/2 

1% 

1/2 

$ 8.80 

B-247-S 

247 ohm coil. Focuses tubes up to 70^ defleclion Sq. 

with 170* Ma. Direct replacement for RCA 202-Dl. 

2-Stud 

3/2 

3/2 

1% 

1/2 

8.25 

B-365-S 

365 ohm coll. Focuses tubes up to 70° deflection 
with 150* Ma. 

Sq. 

2-Stud 

3/2 

3/2 

1% 

1/2 

8.25 

B-470-R 

470 ohm coil. Narrow cross section. For focus¬ 
ing tulles up to 700 deflectimi with 125* Ma. 

Round 3-Bracket 

m 

m 

1/4 

1/4 

10.45 

B-1000-S 

1000 6hm coil. Focuses tubes up to 70® deflection 
with 85* Ma. 

Sq. 

2-Bracket 
1-Stud 

3/2 

3/2 

1% 

1/2 

9.00 

*Max. current required for 70o tubes. 

HORIZONTAL BLOCKING OSCILLATOR 

Type 


Case Dim.-Inches 

Mtg. Dim.-Inches 

Wt. 

List 

Vi- 

No. 

Application 

H 

W D 

MW 

MD 

Lbs. 

Price 

A-98X 

Generates 15750 pulse. 

ItV 

2/8 1/4 

m 



/4 

$ 3.75 

A-98K 

Generates 15750 pulse. 

13/4 

2 A 1/2 

IH 



/2 

2.75 
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TRIAD TRANSFORMER CORP. 

TELEVISION COMPONENTS 

Replacement POWER Transformers — Combined Plate and Filament 


Type 

No. 


Plate Supply 


Filaments 


AC Volts 


DC Ma. 


Volts and Amperes 


Case Dim.-Ins. Mtg. Dim.-Ins. 

"H W D "MW MD“ Lbs. 


List 

Price 


R>31A 


760 V.C.T. 


320 


47 /s 16 


5V.-6A. 12.6 C.T.-5A. 4% 3% 6 

5V.-2A. 

R-3TBC 4H 4|/2 3% 5% 3 16 

R-31A and R-31BC are designed for a great many of the 28 to 30 tube chassis where a 5V damper tube is used. 


R-32A 


760 V.C.T. 


320 


5V..6A. 12.6 V.C.T.-5A. 4% 3^8 6 

6.3V.-1.2A. 

R-32A is designed for 28 to 30 tube chassis where a 6.3V damper tube is used. _ 


47 /s 16 


$25.50 

27.00 

25.50 


R-33A 


775 V.C.T. 


230 


4% 3% 4% 3 3% 12 


23.50 


5V.-3A. 6.3V.-9A. 

6.3V./5V.-2A.* 

R-33BC 3/j 4'/2 Wa 3% 3 12 24.75 

R-33A and R-33BC are designed to deliver 400 V into an 80 m.f.d. condenser using 5U4G rectifier. 6.3V or 5 V damper tube 
(low capacity). _ __^_ 


R-34A 


750 V.C.T. 


230 


4% 37 /s 4% 3 3% 12 


5V.-3A. 6.3V.-8.5A. 

6.3V.-1.2A. 

R-34A is designed to deliver 390 V into an 80 m.f.d. condenser using 5U4G rectifier. 6.3V damper tube. 


R-35A 


725/340 V.C.T. 


250 


21.50 


23.50 


5V..3A. 6.3V.-8A. 4% 3% 5^4 3 4/a 14 

5V.-2A. 6.3V.-2.5A. 

R-35BC 311 414 3% 3% 3 14 25.00 

R-35A and R-35BC are designed to deliver 380 V DC into an 80 m.f.d. condenser out of a 5U4G rectifier and simultaneously 
delivering 200 V DC from the taps with a 51I4G rectifier, the accumulative current to be a maximum of 250 ma.__ 


R-36A 


775 V.C.T. 


275 


5V.-6A. 6.3V.-8.5A. 4% 3% 5/4 3 4/a 14 

6.3V.-1.2A.* 

R-36BC 311 4/2 334 334 3 14 

R-36A and R-36BC are designed to deliver 410 V into 80 m.f.d. condenser, using 2 5U4G tubes as rectifiers. 6.3V damper 
tube (low capacity). _ _ _ 


24.00 

25.25 


R-37BC 735 V.C.T. 


275 


4!4 334 334 3 


13 


5V.-6A. 6.3V.-8.5A. 

6.3V./5V.-2A.* 

R-37BC is designed for 380 V into filter condenser using 5U4G rectifier tubes. Either 6.3V or 5V damper tube (low capacity). 


24.35 


R-38A 


750 V.C.T. 


225 


5V..3A. 6.3V.-10A. 4% 3% 4% 3 3% 12 

6.3V.-1.2A.* 

6.3V.-.9A. 

R-38BC 34 41/2 334 3% 3 12 

R-38A and R-3SBC are designed to deliver 395 V Into an SO m.f.d. condenser, using 5U4G rectifier. 6.3V damper tube 
(low capacity). _ _ 


12 


R-39A 640 V.C.T. 225 5V..3A. 6.3V.-10A. 4% 3% 4% 3 3% 

6.3V.-1.2A.* 

R-39BC 3j\ 4/2 3% 3% 3 12 

R-39A and R-39BC arc designed to deliver 335 V into 60 m.f.d. condenser using 5U4G rectifier. 6.3V damper tube 
(low capacity). 


22.50 


23.75 


21.25 

22.50 


R-40A 


780/440 V.C.T. 


300 


6.3V.-8.5A. 

6.3V.-3.5A. 


4% 37/8 5/a 3 4/8 14 


27.00 


5V.-3A. 

5V.-3A. 

5V..2A. 

R-40BC 3H 4«/2 3% 3% 3 14 28.45 

R-40A and R-40BC are designed to deliver 410 V to SO m.f.d. filter using 5U4G tube and simultaneously delivering 235 V DC 
from the taps with suitable rectifier, and the accumulative current to be a maximum of 300 Ma. _ 


R-42A 


675 V.C.T. 


185 


21.30 


5V.-3A. 6.3V.-7A. 4% 3% 3% 3 2% 8 

6.3V.-2A.* 

R-42BC 2r\ 4/2 3%. 334 3 8 22.80 

R-42A and R-42BC are designed to deliver 350 V DC to 80 m.f.d. filter using 5U4(j rectifier. 6.3V damper tube (low capacity). 


*R-47BS 725 V.C.T. 


225 


12 


5V.-3A. 6.3V.-10A. 34 4^2 3% 3% 3 

6.3V..2.7A.* 

Tube socket type, wired for 5U4G and designed to deliver 360 V into SO m.f.d. condenser, low capacity damper tube winding. 

5Vr3A: 6.3V.-9A. 34 4^2 Wa 3% 3 

6.3V.-2.7A.* 


22.75 


*R-48BS 750 V.C.T. 


180 


12 


21.75 


Tube socket type, wired for 5U4G and designed to deliver 375 V into 80 m.f.d. condenser, low capacity damper tube winding. 
*R-49BS 650 V.C.T. 240 5V.-3A. 6.3V.-9A. 34 4^2 3% 3% 3 13 22.50 

6.3V.-.9A. 

6.3V.-1.2A.’^ 

Tube socket type, wired for 5U4G and designed to deliver 325 V into 80 m.f.d. condenser, low capacity damper tube winding. 


R-50A 


790/650 V.C.T. 


310 5V..3A. 6.3V.-5A. 4% 3% 5/2 3 4% 15 27.50 

5V.-3A. 6.3V.-5A. 

5V.-2A. 6.3V..2.6A. 

R-50BC 44 4'/2 3% 334 3 15 29.00 

R-50A and R-50BC are designed to deliver 415 V to 80 m.f.d. filter using 5U4G rectifier tube and simultaneously delivering 
340 V DC from the taps with suitable rectifier, the accumulative current to be a maximum of 310 Ma. 


*R-60BC 460 V.C.T. 


300 


4/2 334 334 3 


12 


5V.-6A. 6.3V.-SA. 

6.3V.-1.2A.* 

R-60BC is designed to deliver 250 V into an SO m.f.d. condenser, using 2 rectifier tubes, low capacity damper tube winding. 


23.75 


*R-61BC 560 V.C.T. 


275 


14 


5V.-6A. 6.3V.-6A. 3|| 4/2 334 334 3 

6.3V.-6A. 

6.3V.-1.2A.* 

R-61BC Is designed to deliver 305 V into an SO m.f.d. condenser, using 2 rectifier tubes, low capacity damper tube winding. 
*R-62BC 700 V.C.T. 290 5V.-6A. 6.3V.-10A. 4 4 4/2 3% 3% 3 16 

6.3V.-2.5A. 

6.3V.-1.2A.* 

R-62BC Is designed to deliver 365 V into an 80 m.f.d. condenser, using 2 rectifier tubes, low capacity damper tube winding. 


24.20 


*R-63BC 122 V. 


800 


6.3V.-7A. 
6.3V.-.6A. 
6.3V.-1.2A. 

122 V winding designed for use in a voltage doubler circuit. 


34 4/2 334 3% 3 


11 


19.50 


19.50 


^New Item, fless than 100 m.m.f.d. capacity to ground and insulated for high voltage damper tube. 

Height of transformers in BC cases is measured from chassis line to top of case. Copper shading ring on all BC cases to 
reduce external magnetic field. 


Note: Last letter of Type No. denotes case style 




Case A 




Case BS 



Case BC 
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ELECTRICAL PRODUCTS 


DIVISION 



9356 Santa Monica Blvd. 
Beverly Hills, Calif. "" ' 


161 Sixth Avenue 
New York 13, N.Y. 


r j 

ssmmm 





CASE Q 


CASE X 



(D New, Special Feature, item. 

**A11 primaries are 117 V, 60 cycle. 

* All low-impedance windings of high-level 
output and impedance matching trans¬ 
formers may be worked into loads within 
±20% of the rated impedance, 
t All transformers in this group are sup¬ 
plied with electro-static shield. 


t Low flux-density core for preamplifiers. 

1 CCS—Continuous duty. 

2ICAS—:Intermittent duty (20% duty 
cycle). 

® No center tap on second winding. 

^ Maximum operating level, 1 mw reference, 
(g) Choke input to filter. 


• Impedance is total of two separate wind¬ 
ings. 

B| For RTMA standardized 70 volt line. 

o These units may also be used as bridging 
transformers. Complete application data 
in each packing box. 


COMBINATION PLATE AND FILAMENT TRANSFORMERS ** f 


Type 

High Voltage Secondary 

Filament Current, Amperes 

Dimensions, Inches 

Weight 

List 

Number 

AC Volts 

DC MA. 

5 V. 

6.3 V. C.T. 

Height 

Depth 

Width 

Lbs. 

Price 

R-320-A 

325-0-325 

70 

3. 

3. 

3% 

3% 

2% 

4 

$11.25 

R-340-F® 

825-0-325 

100 

3. 

5. 

4% 

3 iV 

2% 

31/2 

18.50 

R-400-A 

350-0-350 

90 

3. 

4. 

4 A 

3% 

3% 


12.50 

R-480-A 

350-0-350 

120 

3. 

5. 

4 

3 14 

31/4 

4 

14.00 

R-4g0-Q 

350-0-850 

120 

3. 

5. 

5 

4t®^ 

4* 

8 

27.40 

R-482-A 

350-0-350 

120 

3. 

3.-3. 

4 

3V2 

31/4 

4 

14.50 

R-490-F® 

350-0-350 

200 

3. 

6. 

5^ 

3}| 

3% 

51/2 

23.00 

R-560-A 

400-0-400 

200 

3. 

6. 

5 

4% 

4% 

11% 

19.75 

R-562-F® 

400-0-400 

220 

3. 

6. 

5 -fis 

3 if 

3% 

6 Vs 

30.00 

R-630-F® 

500-485-0-435-500 

225 

3. 

6. 

5% 

4f^ 

00 

8 

37.50 

(Has 100 V tap for C bias) 







R-800-A 

400-0-400 

300 

4. 

4.-5. 

5 

61/4 

4% 

16% 

25.30 


FILAMENT TRANSFORMERS 


Type 

Number , 

Secondary Current, Amperes 

2.5V. C.T. 5.V. C.T. 6.3V. C.T. 7.5V. C.T. 10.V. C.T. 

Test Volts 
R.M.S. 

Primary Volts 
60 Cycle 

Dimensions, Inches 

Height Depth Width 

Weight 

Lbs. 

List 

Price 

F-012-X 

1. 

2000 

117 

1% 

2% 

1% 

Va 

$ 3.75 

F-037-X 

1-1 

(2 Windings)® 

2000 

117 

2 

31/2 

2 

1 

10.90 

F-O 73 .X 

2-2 

(2 Windings)® 

2000 

117 

2®/8 

3®/4 

21/4 

IVa 

12.50 

F-096-X 

10 

7500 

117 

2% 

41/4 

21/2 

21/8 

9.00 

F-139-E 

8 

2000 

117 

31/2 

3 Vs 

2% 

31/2 

10.50 

F-140-E 

5 

2000 

117 

31/2 

31/8 

2% 

31/2 

10.50 

F-155-E 

15 

10,000 

117 

3% 

31/2 

3% 

6 

24.00 

F.168-E 

10 

2000 

117 

4f^ 

31/8 

2% 

51/4 

13.50 

F-342-E 

26 

2000 

117 

4% 

41/2 

3% 

11 

25.50 


SMOOTHING CHOKES 


Type 

Number 

Current 

D.C. MA. 

Inductance 
Henry s 

Resistance 

Ohms 

Test Volts 

R.M.S. 

Dimensions, Inches 

Height Depth Width 

Weight 

Lbs. 

List 

Price 

C-305-X 

90 

10 

285 

1500 

2®/8 

3% 

2 % 

1 % 

$ 3.40 

C-315-X 

225 

8 

80 

1500 

2®/8 

3®/4 

21/2 

1 % 

5.20 

C-325-F 

120 

10 

240 

1500 . 

31/4 

3 TF 

2®/4 

2 ®A 

11.75 

C-325-X 

120 

10 

240 

1500 

2 % 

4% 

21/2 

2 1/8 

6.20 

C-390-F 

200 

10 

150 

1500 

4 if 

3i% 

3 

6 

15.80 

C-445-A 

250 

10 

110 

2500 

4fF 

3% 

3% 

61/2 

13.25 
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ELECTRICAL PRODUCTS 



INPUT TRANSFORMERS 


Type 

Number 

Descriptive Data 

Impedance, Ohms 

Primary Secondary 

Turns 

Ratio 

Freq. Range 
±1 db 

Dimensions, Inches 
Height Depth Width 

Weight 

Lbs. 

List 

Price 

K-007-X 

Sins’le-Button Mic. to 1 or 2 
Grids. 

100 

700,000 C.T. 

1:84 

Voice 

1% 

2% 

1% 

Va 

$ 6.50 

K-044-D 

low 

level 

Line, Mixer, or Mic. to Sgle. 6 00-250 

Grid. Max. Level: —20 and 30-50 

dbm^. 60 db Magnetic Shielding. 

Can be rotated in clamp ring for null. 

Has Electro-Static Shield. 6" Leads. 

70,000 


30 

15,000 

1% 

1% 

Round 

Va 

19.00 

K-049-D 

Line, Mixer or Mic. to Single 
Grid. Max. Level: -j-8 dbm-^. 
30 db Magnetic Shielding. 

500 C.T.-333 
250-200 C.T. 
125-50 

60,000 


20 

20,000 

2% 

1% 

1% 

1 

21.50 

K-049-Q 

Same as E;-049-D except 90 db 
Magnetic Shielding. 

500 C.T.-333 
250-200 C.T. 
125-50 

60,000 


20 

20,000 

31/2 

2% 

21/2 

iy 2 

29.90 

K-054-Q 

Line, Mixer, or Mic. to 2 Grids. 
Max. Level: +18 dbm4. 30 
db Shielding. 

500 C.T.-333 
250-200 C.T. 
125-50 

70,000* 


20 

20,000 

3 Vs 

2% 

21/3 

1 V 2 

33.00 

K-063-A 

high 

level 

Line to P-P Grids. Max. Level: 
+42 dbmA 

500 C.T.-125 

12,500* 


30 

15,000 

31/8 

3 

2j% 

21/2 

12.65 

INTERSTAGE TRANSFORMERS 

G-306-X 

Single Plate to 1 or 2 Grids. 

10,000 

96,000 C.T. 

1:3.1 

100-5000 

1% 

2% 

1% 


$ 6.00 

G.318.D 

Sgle. Plate to Sgle. Grid. Max. 
Level: +8 dbm^^. 80 db 
Magnetic Shielding. 

10,000 

60,000 


20 

20,000 

2% 

1% 

1% 

1 

17.85 

G-322-Q 

1 or 2 Plates to 2 Grids. Max. 
Level: +18 dbm^. 30 db 
Shielding. 

20,000* 

70,000* 


20 

20,000 

31/2 

2% 

21/2 

IV 2 

29.90 


IMPEDANCE MATCHING TRANSFORMERS 


Type 


Audio Watts 

Impedance, Ohms 

Freq. Range 

Dimensions, Inches 

Weight 

List 

Number 

Descriptive Data 

Max. 

70 V Line 

Primary 

Secondary 

±1 db 

Height 

Depth 

Width 

Lbs. 

Price 

E-372-Q 

Electro-static Shield. 60 

+18 

_ 

500 C.T.-333 

500 C.T.-333 

20 

314 

2% 

21/2 

11/2 

$27.50 

Repeat 

db Magnetic Shield. 

dbmA 


250-200 C.T. 

250-200 C.T. 

20,000 

Coil 



125-50 

125-50 






E-374-X ■ 

Line to Spkr. Insertion Loss 

4 

%-V2 

10,000 C.T. 

16-12-8 

30 

2% 

3% 

21/4 

1% 

11.75 


0.6 db—y, watt tap for 



7500 

4-2 

15,000 




lines of 500 or less ohms. 


2-4 

5000 C.T. 
2500-1250 

* 







E. 377 -X 

Line to Speaker. 

5 

__ 

500 

16-8 

40-10,000 

2 

31/2 

2 

1 

7.00 

E.383-X ® ■ 

Line to Spkr. Insertion Loss 

■ 10 

1 ¥ 4 - 21/2 

4000 C.T. 

16-12-8 

30 

2% 

41/8 

2% 

21/2 

18.75 


0.6 db. 214 watt tap for 


31 / 3-5 

2000 C.T. 

4-2 

15,000 



lines of 500 or less ohms. 


10-20-40 

1500 

* 







Rated 20 watts 50- 

(See Data) 

1000 C.T. 









15,000 cps. 40 watts 
150-15,000 cps. 



500-250-125 








E-386-E ■ 

Line to Speaker. Insertion 

24 

3-4 

1600 C.T. 

16-12-8 

30 

3% 

3 

3y4 

41/4 

18.50 


Loss 0.6 db. Max. 


6-12 

1200 

4-2* 

15,000 







24 

800 C.T. 
400-200 








E-392-E ■ 

Same Data as E-386-E. 

64 

8-11 

625 G.T.-470 

16-12-8 

30 

4% 

4% 

3% 

9 

29.55 




16-32 

312 C.T.-156 

4-2* 

15,000 








64 

78 










REA 

CTO 

R EQUALIZtN 

G 






Type 





D.C. MA 

Dimensions, inches 


Weight 

List 

Number 

Descriptive Data 

Res. Ohms 

Ind. Henrys Normal 

Max. 

Height 

Depth 

Width 


Lbs. 

Price 

L-370.D 

Low Pass Filter. 

725 

4 

0 

10 

% 

1% 

1 % Round 

% 

$10.55 
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ELECTRICAL PRODUCTS 






DIVI$lt>N 



9356 Santa Monica Bivd. 
Beverly Hills, Calif. 


161 Sixth Avenue 
New York 13, N.Y. 


STANDARD OUTPUT TRANSFORMERS 


Type 

Number 

Descriptive Data 

Freq. Range 
±1 db 

Impedance 

Primary 

1 , Ohms 
Secondary 

Pri. 

Max. 

DC MA. 
Unbal. 

Audio 

Watts 

Dimensions, inches 
Height Depth Width 

Weight 

Lbs. 

List 

Price 

S-448-Q 

Single or P-P plates to line. 
30 db hum bucking. 

20-20,000 

20,000 C.T. 
12,500 C.T. 
5000-3125 

500 C.T. 15 

200 C.T.-333 
250-125-50 

2 

4-18 

dbmA 

31/2 

2% 

21/2 

iy2 

$26.10 

S-50S-A 

P-P plates to speaker. 

30-15,000 

8000 C.T. 

16-12-8-4 

45 

5 

10 

2 if 

2 if 

21/4 

1 % 

11.00 

S-510-F ® 

P-P plates to speaker. 

20-30,000 

10,000 C.T. 
8000 C.T. 

16-8* 

40 

4 

10 

2% 

2% 

21/2 

2 

17.00 

S-516-A 

P-P plates to speaker. 

30-15,000 

6600 C.T. 

16-12-8-4 

70 

7 

20 

8 % 

3 

2 1 % 

21/2 

12.75 

S-526-F ® 

P-P plates to speaker. 

20-30,000 

6600 C.T. 
5000 C.T. 

16-8-4* 

60 

6 

20 

4% 

3 

2% 

3 

21.00 

S-532-A 

P-P plates to speaker. 

30-15,000 

5000 C.T. 
3000 C.T. 

16-12-8-4 

90 

9 

20 

3 % 

3 

2A 

21/2 

14.50 

S-542-F ® 

P-P plates to speaker. 

20-30,000 

5000 C.T. 
4000 C.T. 

16-8-4* 

140 

14 

40 

4 ft 

3 T% 

3i^ 

51/2 

26.00 

S-552-A ■ 

P-P pits, to spkr. or line. 

30-15,000 

3800 C.T. 
3200 C.T. 

330, 82 Vs 
16-12-8-4-2 

250 

25 

60 

4% 

4% 

3% 

9 

33.00 


INPUT TRANSFORMERS 

(SO-20 PLUS) 






Type 

Number 

Descriptive Data 

Max. 
Level A 

Impedance, Ohms 
Primary Secondary 

Primary DC MA. 

Max. Unbal. 

Dimensions, Inches 
Height Depth Width 

Weight 

Lbs. 

List 

Price 

K-241-D ® 

Frequency response, ±1 db: 10- •4-8 

30,000 cps. Primary balanced dbm 

to attenuate longitudinal cur¬ 
rents in excess of 60 db. Sec. 
may be used single ended or in 

500-280- 

125-31 

or 

600-340- 

150-37.5 

70,000 • 
or 

84,000 • 


0 


2% 

IVa 

2 

% 

$42.00 


P-P. Has 2 sec. windings with bal. cap. to grnd. Electrostatic shield is provided between pri. and sec. Has 90 db electromagnetic 
shielding. Insertion loss 11^4 db. Transformer will operate into open circuit or resistive load. Frequency resp. down less than 
1 db at 15 KO, when operated into resistive load shunted with 120 MMFD, cap. High power rating makes transf. suitable for 
use as output transf. 


OUTPUT TRANSFORMERS (20-20 PLUS) 


S-217-D(D Frequency response: ±1 db: 5- 4-20, 12,500 600-300 25 0 Sy^ IV 2 2 l^/i $56.50 

Line 65,000 cps. Pri. may be used dbm 3125 150-75 

Level single ended or P-P. Sec. wind- Tert—See Data 

ings have bal. cap. to grnd. 

Has C.T. tertiary of 24.5 ohms which may be used for feedback or grnded. for electrostatic shield. Parallel feed is required. 
Astatic balance and electromagnetic shield provide approx. 50 db of sh’elding. Insertion loss 0.5 db. Transf. may be used as 
excellent input transf. to either single or P-P grids. When used this way balanced low impedance winding provides excellent 
line termination. 


MATCHING TRANSFORMERS (20-20 PLUS) 


E-204-D ® 
Repeat 
Coil 


As a 
Hybrid 
Trans¬ 
former 


Frequency response: ±1 db: 5- -|-23 500 C.T. 

85,000 cps.Electrostatic shield. dbm 125 C.T. 

Astatic balance and electro- . or 

magnetic shield provide approx. 600 C.T. 

50 db magnetic shielding. 150 C.T. 


Attenuates longitudinal currents 80 db in bal. circuit in 


500 C.T. 100 0 314 lYz 2 

125 C.T. 
or 

600 C.T. 

150 C.T. 

freq. range up to 70,000 cps. Insertion loss 0.4 db. 


This precise matching transf. is an excellent hybrid unit for operation from Total Impedances, Ohms 

two 250/300 ohm sources. Balancing resistor of approx. 125/150 ohms Pri. Pri. 1 Pri. 2 Sec. 

required in pri. circuit. For max. attenuation between sources the exact-- 

value of resistor should be deterniined from measurements made in circuit 500 250 250 500-125 

where transf. is used. Correct value will yield average attenuation of 27 to or or or or 

30 db with a max. attenuation of approx. 50 db at some point between 500 600 300 300 600-150 

cps and 1,000 cps. 


1 % $56.50 


Max. 
Level A 


4-23 

dbm 



OUTPUT TRANSFORMERS 

(20-20 PLUS) 



Type 

Number 

Impedance, Ohms Max. 

Descriptive Data Primary Secondary Level a 

Primary DC MA Dimensions, Inches 

Max. Unbal. Height Depth Width 

Weight 

Lbs. 

List 

Price 


S-226-Q® Frequency response, ±1 db: 10- 6600 C.T. 16,12, . -f43 dbm 70 7 4% 3^^ S S% $38.00 

High 100,000 cps. Power rating, at 1650 C.T. 8,4,2 (20 watts) 

Level 15 cps., 10 watts; at 10 cps.. See Data 

5 watts. Insertion loss 0.5 db. Can be used between half and double of rated impedances. For half impedances, power ratings 
are doubled. For doubled impedances, power ratings are halved. Sec. may be operated with one end, or C.T. grnded. 
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(Continued) 


Type 

Number 

Impedance, Ohms 

Descriptive Data Primary Secondary 

Max. 

Level A 

Primary DC MA 

Max. Unbal. 

Dimensions, Inches 
Height Depth Width 

Weight 

Lbs. 

List 

Price 

S-256-Q (D 

Same as S-2 20-Q, except: Power 5000 C.T. 
rating, at 15 ops., 20 watts; 
at 10 cps., 10 watts. Insertion 
loss, 0.4 db. 

16, 12, 

8, 4, 2 

-{-46 dbm 
(40 watts) 
See Data 

120 

12 

4% 

3% 

31/2 

6 1/2 

$50.00 

S-268-Q 0 

Same as S-226-Q, except; P’re- 8000 C.T. 
quency response ±1 db; 8- 2000 C.T. 
80,000 cps. Power rating, at 

15 cps., 40 watts; at 10 cps., 

20 watts. Insertion loss, 0.3 db. 

16, 12, 

8, 4, 2 

-1-49 dbm 
(80 watts) 
See Data 

125 

250 

12 

25 

6% 

51/8 

51/8 

14 

$82.50 


INPUT TRANSFORMERS 

(20-20) 






K-221-0 o 
Low 

Level 

Sec. may be used single ended or 500-250-30 70,000* 

in P-P—has two sec. windings or or 

with balanced capacitance to 600-300-36 84,000* 

grnd. Electro-static shield is provided between pri. and 

—12 dbm 

sec. Has 90 

0 

db electro-magnetic 

31/2 

shield. 

2% 

21/2 

1% 

$38.50 

K-281-Q 

High 

Level 

For P-P arrangement only—has 500-220- 
two sec. windings with bal. 125-56-14 
cap. to gmd. or 

600-265- 

150-67-17 

30,000* 

or 

36,000* 

-f38 dbm 

0 


4% 

3% 

31/2 

51/2 

59.85 


INTERSTAGE 

TRANSFORMERS 

(20-30) 





G-212-Q 0 
Low 

Level 

Both pri. and sec. may be used 10,000 
single-ended or in P-P—has 2,500 

two sec. windings with bal. cap. to grnd.— 
mended. Has 90 db electro-magnetic shield. 

40,000 —12 dbm 5 0.5 

10,000 

-has electro-static shield between pri. and sec.- 

31/2 2 % 21/2 1% 

—parallel feed is recom- 

$40.00 

G-252-Q 0 
Line 

Level 

Same as G-212-Q except has 30 10,000 

db electro-magnetic shield. 2,500 

40,000 

10,000 

-{-28 dbm 

10 

1.0 

41/8 

3 

3 tV 

2% 

57.00 

OUTPUT TRANSFORMERS (20-30) 

S-227-Q 

High 

Level 

Sec. may be operated with one 10,000 C.T. 
end grounded. 

16-8-4-2 * 

-b43 dbm 
(20 watts) 

50 

5 

4% 

3% 

31/2 

6 

$28.00 

S-230-Q 

Same as S-227-Q. 6600 C.T. 

16-8-4-2 * 

-f 43 dbm 
(20 watts) 

70 

7 

4% 

3% 

31/2 

6 

27.50 

S-240-Q 

Same as S-227-Q. 5000 C.T. 

16-8-4-2 * 

-|-43 dbm 
(20 watts) 

90 

9 

4% 

3% 

31/2 

6 

27.50 

S-242-Q ■ 

Same as S-285-Q. 5000 C.T. 

500-250- 

125-621/2 

-{-43 dbm 
(20 watts) 

90 

9 

4% 

3% 

31/2 

6 

28.00 

S-245-Q 

Same as S-227-Q. 3000 C.T. 

16-8-4-2 * 

-f43 dbm 
(20 watts) 

110 

11 

4% 

3% 

31/2 

6 

27.50 

S-265-Q 

Two center-tapped pri. for series 10,000 C.T. 
or parallel. Sec. operated with 2500 C.T. 
one end grounded. 

16-8-4-2 * 

-{-46 dbm 
(40 watts) 

110 

220 

11 

22 

5 


4tV 

10 

45.00 

S-270-Q ■ 

Same as S-265-Q except sec. 10,000 C.T. 
should be operated bal. to grnd. 2500 C.T. 

500-250- 

125-621/0 

4-46 dbm 
(40 watts) 

110 

220 

11 

22 

5 

4t% 

4 Tg 

10 

50.00 

BRIDGING TRANSFORMERS 


Unmatched Bridging Matched Bridging 

500/600 Ohm Line 500/600 Line 

Bridged Bridging Bridged Bridging Resist. 


Type Impedance, Ohms Line Max. Loss Line Max Loss 2 Reqd. Dimensions, Inches Weight List 

Number_Descriptive Data_Sec^_PrL_Levels_db Level>^ dh (1 watt) Height Depth Width Lbs. Price 


K-221-Q 

Has electrostatic shield 
and 90 db electro¬ 
magnetic shield. 

500/600 

250/300 

30/36 

70,000 

17,500 

4-9 dbm 

-{-3 dbm 

211/2 

151/2 

4-15 dbm 

-{-8 dbm 

281/2 

21 

33,000 

7500 

31/2 

2% 

21/2 

1% 

$38.50 

G-212-Q 

Same data as K-221-Q. 

40,000 

10,000 

10,000 

-{-1 dbm 

4-6 db 
(Gain) 

-{-8 dbm 

0 

4150 

31/2 

2% 

21/2 

1% 

40.00 

G-252-Q 

Has electrostatic shield 
and 30 db electro¬ 
magnetic shield. 

40,000 

10,000 

10,000 

4-36 dbm 

4-6 db 4-43 dbm 
(Gain) 

0 

3600 

41/8 

3 

3 tV 

2% 

57.00 



PEERLESS 

ELECTRICAL PRODUCTS 


DIVISION 



OUTPUT TRANSFORMERS (20-20 PLUS) 


IMPEDANCE MATCHING TRANSFORMERS (20-20) 


Type 

Number 

Descriptive Data 

Impedance, Ohms 
Primary Secondary 

Max. 

Level A 

Primary DC MA 

Max. Unbal. 

Watt 

Power RMA 
70 V Line 

Dimensions, Inches 
Height Depth Width 

Weight 

Lbs. 

List 

Price 

E-214-Q 

For use between 
line and spkr. 

1000-500 

250 

16-12-8- 
4-2 * 

4-40 dbm 
(10 watts) 




41/8 

3 

3 tV 

2% 

$26.00 

E.243-Q ■ 

Same as E-23S-Q 
except insertion 
loss less than % 
db. 

1000 C.T. 
750 

500 C.T. 
250-125 

16-12-8- 
4-2 * 

4-43 dbm 
(2 0 watts) 



5-6 %- 
10-20 

4% 

3% 

31/2 

6 

31.00 
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For Electronic Equipment 

MILITARY, INDUSTRIAL, & COMMERCIAL 


Cast-permafil transformers 


Plate 

Filament 

Plate and Filament 
Filter Reactors 
Pulse 
Audio 


Special magnetron filament transformer 


Core-and-coil 

Permafil 

Compound-filled 

Hermetic 

Construction 


Radar 

Communication 
Television and Radio 
Transmitters 
and Similar Equipment 


Permafii-type transformer 


Core-and-coil assemblage for plate transformer 
for use with rectifier, 33.3 kva 


The above illustrations show only a few of the 
transformers typical of this line. More complete 
information may be obtained by sending your 
request for details, along with specific require- 


Heavy-duty, high-reactance filament transformers ments, to the nearest G-E Apparatus Sales Office. 
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PRICE LIST 


Type 

list 

A-10 

$16.00 

A*11 

18.00 

A-12 

16.00 

A-14 

17.00 

A-16 

15.00 

A-17 

17.00 

A*18 

16.00 

A-19 

19.00 

A-20 

16.00 

A>2t 

18.00 

A-24 

16.00 

A-2S 

17.00 

A-26 

16.00 

A-27 

16.00 

A-30 

12.00 

A-32 

10.00 

CGOC 

75.00 

CG-IS 

75.00 

CG-2L6 

20.00 

CG-4LG 

35.00 

CG-15 

13.00 

CG-16 

13.00 

CG>19 

13.00 

CG-33 

8.00 

CG-34 

13.00 

CG-40 

10.00 

CG-41 

10.00 

CG-44 

10.00 

CG-45 

10.00 

CG-48C 

10.00 

CG-50 

16.00 

CG-91AX 

13.00 

CG-53AX 

15.00 

CG-59AX 

15.00 

CG-100 

11.00 

CG-101 

11.00 

CG-102 

16.00 

CG-103 

16.00 

CG-104 

23.00 

CG-105 

23.00 

CG-108 

45.00 

06-109 

45.00 

C6-120 

17.00 

CG-121 

25.00 

CG-t22 

20.00 

CG-124 

22.00 

CG-125 

23.00 

CG-126 

37.00 

CG-131 

11.00 

CG-132 

12.00 

CG-133 

14.00 

CG-134 

14.00 

06-135 

15.00 

06-138 

15.00 

C6-137 

12.00 

CG-140 

12.00 

CG-141 

14.00 

06-233 

13.00 

06-235 

18.00 

GG-238AX 

35.00 

06-300 

20.00 

CG-301 

30.00 

CG-302 

37.00 

CG-303 

50.00 

06-304 

140.00 

06-305 

75.00 

CG-306 

140.00 

OG-307 

125.00 

06-308 

165.00 

OG-309 

300.00 

OG-310 

210.00 

CG-311 

75.00 

CG-312 

75.00 

06-315 

20.00 

06-316 

30.00 

06-333 

14.00 

CG-422 

22.00 

CG-428 

30.00 

CG-429 

31.00 

GG-431 

45.00 

06-433 

14.00 

GG-512 

35.00 

GG-710 

13.00 

CGE-1A 

30.00 

CVA-1 

14.00 

GVA-2 

17.00 

GVA-3 

22.00 

CVA-4 

32.00 

CVA-5 

45.00 

CVL-1 

10.00 

CVL-2 

13.50 

CVL-3 

20.00 

CVL-10 

10.00 

CVL-11 

13.50 

CVL-12 

20.00 

CVM-O 

10.00 

CVM-1 

15.00 

CVM-2 

23.00 



List 

CVM-3 

$33.00 

CVM-4 

55.00 

CVM-5 

130.00 

CVP-1 

11.00 

CVP-2 

16.00 

CVP-3 

25.00 

CVP-4 

35.00 

CVP-5 

60.00 

FT-I 

3.50 

FT-2 

3.20 

FT-a 

4,00 

FT-4 

4.25 

FT-5 

4.50 

FT-B 

4.50 

FT-7 

4.50 

FT-8 

6.00 

FT.9 

6.00 

FT-10 

7-00 

H-1 

16.50 

H-2 

16.00 

H-3 

13.50 

H-4 

13.50 

H-5 

15.50 

H-6 

16.00 

H-7 

16.50 

H-8 

15.50 

H-9 

16.50 

H-10 

15.00 

H-11 

12.00 

H-20 

20.00 

H-21 

23.00 

H-22 

21.00 

H-23 

20.00 

H-24 

15.00 

H-30 

13.00 

H-31 

13.00 

H-32 

13.00 

H-33 

13.00 

H-34 

13.00 

H-35 

11.00 

HA-100 

21.00 

HA-100X 

26.00 

HA-101 

24.00 

HA-101X 

29.00 

HA-103A 

25.00 

HA-104 

22.00 

HA-105 

16.00 

HA-106 

18.00 

HA-107 

26.00 

HA-108 

21.00 

HA-108X 

25.00 

HA-111 

22.00 

HA-113 

20.00 

HA-114 

22.00 

HA-130X 

30.00 

HA-133 

20.00 

HA-134 

25.00 

HA-135 

25.00 

HA-137 

22.00 

HC-115 

13.00 

HC-116 

20.00 

HC-117 

13.00 

HP.122 

is.ofi 

HP-123 

22.00 

Type 

*Net 

HQA-1 

7.00 

HQA-2 

7.00 

HQA-3 

7.50 

HQA-4 

7.50 

HQA-5 

8.00 

HQA-6 

8.00 

HQA-7 

9.00 

HQA-8 

9.00 

HQA-9 

10.00 

HQA-IO 

10.00 

HQA-II 

10.00 

HQA-12 

11.00 

HQA-13 

11.00 

HQA-14 

13.00 

HQA-15 

14.00 

HQA-16 

15.00 

HQA-17 

16.00 

HQA-18 

17.00 

HQB-1 

16.00 

HQB-2 

16.00 

HQB-3 

16.00 

HQB-4 

17.00 

HQB-5 

17.00 

HQB-6 

18.00 

HQB-7 

19.00 

HQB-8 

20.00 

HQB-9 

21.00 

HQB-10 

22.00 

HQB-11 

23.00 

HQB-12 

24.00 


Type 

♦Net 

HQC-1 

$13.00 

HQC-2 

13.00 

HQC-3 

13.00 

HQC-4 

13.00 

NQC-5 

13.00 

HQD-1 

15.00 

HQD-2 

15.00 

HQD-3 

15.00 

HQD-4 

15.00 

HQD-5 

15.00 

HQE-1 

6.00 

HQE-2 

6.00 

HQE-3 

7.00 

HQE-4 

7.50 

HQE-5 

8.00 

Type 

List 

LS-6L1 

50.00 

LS-6L3 

35.00 

LS-6L4 

60.00 

LS-5 

50.00 

LS-6 

35.00 

LS-7 

40.00 

LS-10 

25.00 

LS-10X 

35 00 

LS-12 

28.00 

LS-12X 

35.00 

LS-14 

32.00 

LS-14X 

37.00 

LS-15X 

37.00 

LS-18 

31.00 

LS-19 

26.00 

LS-20 

25.00 

LS-21 

26.00 

LS-22 

32.00 

LS-2S 

32.00 

LS-26 

30.00 

LS-27 

26.00 

LS-30 

26.00 

LS-30X 

32.00 

LS-31 

32.00 

LS-31X 

39.00 

LS-32 

30.00 

LS-33 

30.00 

LS-34 

45.00 

LS-38 

40.00 

LS-39 

30.00 

LS-40 

26.00 

LS-47 

35.00 

LS-48 

60.00 

LS-49 

60.00 

LS-50 

26.00 

LS-51 

28.00 

LS-52 

35.00 

LS-54 

25.00 

LS-S5 

35.00 

LS-56 

35.00 

LS-57 

25.00 

LS-58 

50.00 

LS-60A 

40.00 

LS-61 

35.00 

LS-62A 

35.00 

LS-63 

25.00 

LS-66 

110.00 

LS-67 

110.00 

LS-70 

40.00 

LS-72 

43.00 

LS-74 

40.00 

LS-BO 

30.00 

LS-82 

32.00 

LS-83 

70.00 

LS-84 

30.00 

LS-88 

12.00 

LS-89A 

100.00 

LS-90 

15.00 

LS-91 

15.00 

LS-92 

25.00 

LS-93 

40.00 

LS-96 

75.00 

LS-98 

40.00 

LS-99 

120.00 

LS-102 

80.00 

LS-103 

110.00 

LS-104A 

500.00 

LS-105 

120.00 

LS-106 

270.00 

LS-120 

50.00 

LS-121Y 

60.00 

LS-140 

35.00 

LS-141 

30.00 

LS-142 

35.00 

LS-143 

30.00 

LS-150 

30.00 

LSI 51 

27.00 

LS-180 

20.00 

LS-183 

125.00 

LS.184 

200.00 

LS-185 

450.00 

L$-192 

35.00 


Type 

List 

LS-691 

' $400.00 

LS-692 

800.00 

LS-950 

15.00 

LS-980 

40.00 

MC-I 

15.00 

MC-2 

17.00 

Type 

Net 

MQA'1 

7.00 

MQA'2 

7.00 

MQA-3 

7.00 

MQA-4 

7.50 

MQA-5 

8.00 

MQA-6 

8.00 

MQA-7 

9.00 

MQA-8 

10.00 

MQA-9 

10.00 

MQA-10 

10.00 

MQA-11 

11.00 

MQA-12 

11.00 

MQA-13 

11.00 

MQA-14 

12.00 

MQA-15 

13.00 

MQA-16 

14.00 

MQA-17 

15.00 

MQA-18 

17.00 

MQA-19 

25.00 

MQB-1 

16.00 

MQB-2 

16.00 

MQB-3 

16.00 

MQB-4 

17.00 

MQB-5 

17.00 

MQB-6 

18.00 

MQB-T 

19.00 

MQB-8 

20.00 

MQB-9 

21.00 

MQB-10 

22.00 

MQB-II 

23.00 

MQB-12 

24.00 

MQE-1 

5.50 

MQE-2 

5.50 

MQE-3 

6.00 

MQE-4 

6.00 

MQE-5 

6.50 

MQE-6 

6,50 

MQE-7 

7.00 

MQE-8 

7.50 

MQE-9 

8.00 

MQE-10 

8.50 

MQE-11 

9.00 

MQE-12. 

9.00 

MQE-13 

9,50 

MQE-14 

10.00 

MQE-15 

11.00 

Type 

List 

0-1 

14.00 

0-2 

14.00 

0-3 

13.00 

0-4 

11.00 

0-5 

11.00 

0-6 

13.00 

0-7 

13.00 

0-8 

14.00 

0-9 

14.00 

0-10 

14.00 

0-11 

14.00 

0-12 

13.00 

0-13 

10.00 

0-14 

14.00 

0-15 

14.00 

P-1 

15.00 

P-2 

15.00 

P-3 

14.00 

P-4 

13.00 

P-5 

13.00 

P-6 

14.00 

P-7 

14.00 

P-8 

15.00 

P-9 

15.00 

P-10 

15.00 

P-11 

15.00 

P-12 

14.00 

P-13 

11.00 

P-14 

15.00 

P-15 

15.00 

PF-1 

12.00 

PF-2 

12.00 

PF-3 

5.00 

PF-4 

12.00 

R-t4 

2.20 

R-15 

2.20 

R-16 

2.20 

R-17- 

3.00 

R'18 

3.00 


Type 

List 

R-19 

$4.20 

R-20 

4.60 

R-21 

4.60 

R-22 

4.20 

R-33 

3.20 

R-34 

3.20 

R-35 

4.20 

R-38A 

3.30 

R-39 

4.20 

R-40 

6.00 

R-41 

9.50 

R-42 

10.50 

R-43 

12.00 

R-44 

14.50 

R-45 

21.00 

R-46 

45.00 

R-47 

12.00 

R-48 

15.00 

R-49 

15.00 

R-53 


R-55 

2.00 

R-58 

3.30 

R-59 

4.00 

R-60 

4.10 

R-64 

80.00 

R.72 

9.50 

R-73 

14.00 

R-74 

25.00 

R-75 

40.00 

R-76 

65.00 

R-77 

110.00 

R-76 

20.00 

R-79 

25.00 

R-80 

35.00 

R-81 

70.00 

R-83 

20.00 

R-84 

25.00 

R-85 

35.00 

R-86 

70.00 

R-101 

7.50 

R-102 

9.00 

R-103 

9.50 

R-104 

10.50 

R-105 

13.00 

R-106 

7.50 

R-107 

9.00 

R-108 

10.50 

R-109 

16.00 

R-110 

7.50 

R-111 

9.00 

R.112 

10.50 

R-113 

16.00 

SO-1 

6.50 

SO-2 

6.50 

SO-3 

6.50 

SO-4 

6.50 

SO-5 

5.50 

SO-6 

6.50 

SSO-1 

6.50 

SSO-2 

6.50 

SSO-3 

6.50 

SSO-4 

6.50 

SSO-5 

5.50 

SSO-6 

6.50 

SSO-7 

6.50 

.Type 

♦Net 

S-1 

3.60 

S-2 

4.50 

S-3 

3.50 

S-4 

5.70 

S-5 

4.70 

S-6 

3.50 

S-7 

5.50 

S-8 

5.00 

S-9 

6.00 

S-10 

5.50 

S-11 

4.70 

S-12 

5.50 

S-13 

7.00 

S-14 

5.20 

S-15 

5.50 

S-16 

7.00 

S-17 

9.00 

S-18 

6.00 

S-19 

9.00 

S-20 

13.00 

S-21 

18.00 

S-22 

28.00 

S-23 

3.80 

S-24 

4.20 

S-25 

3.50 

S-26 

3.50 

S.27 

4.50 

S'28 

4.50 

S-29 

4.50 

S-30 

4.50 

S-31 

6.00 

1 S-32 

6.00 


Type 

♦Bet 

S-33 

$8.50 

S-34 

8.50 

S-35 

13.00 

S-36 

13.00 

S-37 

16.00 

S-38 

16.00 

S-39 

15.00 

S-40 

15.00 

S-41 

15.00 

S-42 

17.00 

S-43 

22.00 

S-44 

18.00 

S-4S 

15.00 

S-4& 

18.00 

S-47 

23.00 

S-48 

34.00 

S-49 

33.00 

S-50 

50.00 

S-51 

11.00 

S-52 

14.00 

S-53 

3.70 

S-54 

3.70 

S-55 

3.70 

S-56 

3.70 

S-57 

5.50 

S-58 

6.50 

S-59 

5.50 

S-60 

12.00 

S-61 

5.50 

S-62 

6.50 

S-63 

12.50 

S-64 

6.50 

S-65 

6.50 

S-66 

C.50 

S-67 

6.50 

S-68 

7.00 

S-69 

7.00 

S-70 

7.00 

S.71 

12.00 

S-72 

7.50 

SC-3 

5.00 

SC-4 

7.00 

SC-5 

13.00 

V-O 

13.00 

V-1 

20.00 

V-l-M 

35.00 

V.2 

17.00 

V-3 

25.00 

Type 

List 

VIC-1 

11.00 

VIC-2 

11.00 

VIC-3 

11.00 

VIC-4 

11.00 

VIC-5 

11.00 

VIC-6 

11.00 

VIC-7 

14.00 

VIC-8 

14.00 

VIC-9 

14.00 

VIC-10 

14.00 

VIC-11 

14.00 

VIC-12 

14.00 

VIC-13 

14.00 

VIC-14 

14.00 

VIC-15 

16.50 

VIC-16 

16.50 

VIC-17 

16.50 

VIC-18 

16.50 

VIC-19 

16.50 

VIC-20 

16.50 

VlC-21 

17.50 

VIC-22 

18.50 


FILTERS AND 


EQUALIZERS 


Type 

Page 

♦net 

3A 

16 

150.00 

3AX 

16 

240.00 

4C 

16 

200.00 

BMI* 

15 

25.00 

BML* 

15 

25.00 

HMI* 

15 

25.00 

HML* 

15 

25.00 

LMI* 

15 

25.00 

LML* 

15 

25.00 


♦STOCK FREQUENCIES 
SHOWN ON PG. N-45. 
SPECIAL FREQUENCIES 
$35.00 NET. 


AMPLIFIER KITS 


Type 

Page 

List 

W-10 

B 

75.00 

i W-20 

B 

120.00 
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LINEAR STANDARD AUDIO TRANSFORMERS 

LINEAR STANDARD AUDIO UNITS FEATURE: 

UNIFORM FREQUENCY RESPONSE ... at low frequencies, is effected through the use of HIPERM-ALLOY, a STABLE nickel iron alloy of 
very high initial permeability. Uniform high frequency response is the result of multiple section interleaved windings arranged in a 
semi-toroidal coil structure. This, plus special winding methods and insulations, assures a minimum of distributed capacity and leak¬ 
age reactance. 

UTC LINEAR STANDARD transformers are the ONLY audio units with a GUARANTEED uniform response ... ::t: 1 DB from 20 to 20,000 
cycles. 

MINIMUM HUM PICKUP ... is accomplished through the use of a hum balanced, semi-toroidal, coil structure which affords maximum 
neutralization of external fields. In addition, ail units employ high conductivity outer case for maximum shielding. For very low level 
applications, units whose code numbers end in X employ multiple alloy shielding, making possible a transformer with extremely low 
inductive pickup. 

NEGLIGIBLE WAVE FORM DISTORTION ... is a function of proper impedance matching, minimum phase shift, and low flux density. 
These elements have been given great attention in the design of Linear Standard units. It is interesting to note that an output trans¬ 
former reasonably flat from 20 to 20,000 cycles may show serious distortion at 30 and 10,000 cycles., For this reason, UTC high level 
units have a frequency range better than guaranteed value, generally 10 cycles to 50,000 cycles (see page 6). 

MULTIPLE TAP WINDINGS ... make possible a wide combination of impedance terminations without impairing fidelity or efficiency. 
Precision winding methods result In winding accuracy of .1% ... perfect balance of inductance and capacity ... exact impedance 
reflection. 

DEPENDABILITY ... Is a function of external and internal structure. Linear Standard units are housed in rugged die cast cases of 
precise dimension with reversible mounting to permit above chassis or subchassis wiring. The solid terminal posts on low absorption 
bakelite are arranged In a circular layout so that a round chassis hole will clear all terminals. Coils are vacuum baked and impreg¬ 
nated. Semi-hermetic sealing is accomplished through the use of a high adhesion compound poured through the large opening 
opposite the terminal board after controlled preheating of the unit for full compound penetration. 





LS-l CASE 


Length 

Width 

Height 

Mounting 

Screws 

Cutout 

Unit Weight 


31/8" 

25 / 8 " 

31/4" 

r%" X 2%" 

6-32 
1%" dia. 
3 lbs. 


LOW IMPEDANCE TO GRID TRANSFORMERS 


Type 

No. 

Application 

Primary 

Impedance 

Secondary 

Impedance 

±1 db 
from 

Max.f 

Level 

Relative* Unbai.DC 
hum in prim’y 

Case 

No. 

LS-10 

Low impedance mike, 
pickup, or multiple line 
to grid 

50, 125/150, 
200, 250, 333, 
500/600 ohms 

60,000 ohms in 
two sections 

20-20,000 

H-10 DB 

-74 DB 

.5 MA 

LS-1 

LS-10X 

As above 

As above 

50,000 ohms 

20-20,000 

-flO DB 

-92 DB-Q 

.5 MA 

LS-1 

LS-12 

Low impedance mike, 
pickup, or multiple line 
to push pull grids 

50,125/150, 
200, 250, 333, 
500/600 ohms 

120,000 ohms 
overall, in two 
sections 

20-20,000 

-flO DB 

-74 DB 

.5 MA 

LS^I 

LS-12X 

As above 

As above 

80,000 ohms 
overall, split 

20-20,000 

+10 DB 

-92 DB-Q 

.5 MA 

LS-1 

LS-14 

Low impedance mike, 
pickup, or parallel 
mixer to grid 

2.5, 5.5,10, 

15, 22, 30, 

38, 60 ohms 

60,000 ohms in 
two sections 

20-20,000 

+10 DB 

-74 DB 

.5 MA 

LS-1 

LS-14X 

As above 

As above 

50,000 ohms 

20-20,000 

+10 DB 

-92 DB-Q 

.5 MA 

LS-1 

LS-15X 

Three isolated lines or 
pads to one or two grids 

30, 50, 200, 

250 ohms 
each primary 

60,000 ohms 
overall, in two 
sections 

20-20,000 

+10 DB 

-92 bB-Q“ 

.5MA 

LS-1 

LS-18 

High level multiple line 
to push puli grids 

50, 125/150, 
200, 250, 333, 
500/600 ohms 

50,000 ohms 
overall, in two 
sections 

20-20,000 

+20 DB 

-50 DB 

.5MA 

LS-2 

LS-26 

Bridging line to single 
or push pull grids 

5,000 ohms 

60,000 ohms in 
two sections 

15-20,000 

+ 15 DB 

-74 DB 

OMA 

LS-1 
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MIXING TRANSFORMERS 


Type 

No. 

Application 

Primary 

impedance 

Secondary rb 1 db 

Impedance from 

Max.f 

Level 

Relative * 
hum 

Unbar. OC 
in prim’y 

Case 

No. 

iS-30 

Mixing, low impedance 
mike, pickup, or multi¬ 
ple line to multiple line 

50, 125/150, 
200, 250, 333, 
500/600 ohms 

50, 125/150, 200, 20-20,000 
250, 333, 

500/600 ohms 

-f-15 DB 

-74 DB 

.5 MA 

LS-1 

LS-30X 

As above 

As above 

As above 20-20,000 

-fl5 DB 

-92DB-Q .3MA 

LS-1 

LS-31 

Three isolated lines or 
pads to multiple line 

30, 50, 200, 

250 ohms 
each primary 

50, 125/150, 200, 20-20,000 

500/600 Ohms 

4-15 DB 

-74 DB 

.5 MA 

LS-1 

LS-31X 

As above 

As above 

As above 20-20,000 

4-14 DB 

-92 DB-Q .3 MA 

LS-1 

LS-32 

Mixing, low impedance 
mike, pickup, or parallel 
mixer to multiple line 

2.5, 5.5, 10, 

15, 22, 30, 

38, 60 ohms 

50, 125/150, 200, 20-20,000 
250, 333, 

500/600 ohms 

4-15 DB 

-74 DB 

.5 MA 

LS-1 


INTERSTAGE AUDIO TRANSFORMERS 



Type 

No. 

Application 

Primary 

Impedance 

Secondary ±: 1 db 

Impedance from 

Max.f 

Level 

Relative * 
bum 

Unbal. DC 
in prim’y 

Case 

No. 

LS.19 

Single plate to push pull 
grids like 2A3,6L6,300A. 
Split secondary 

15,000 ohms 

95,000 ohms; 20-20,000 

1.25:1 each side 

-f 12 DB 

-50 DB 

0 MA 

LS-1 

LS-20 

Single plate to single 
grid 

15,000 ohms 

60,000 ohms; 20-20,000 

2:1 turn ratio 

-blO DB 

-74 DB 

0 MA 

LS-1 

LS-21 

Single plate to push pull 
grids. Split pri. and sec. 

15,000 ohms 

135,000 ohms; 20-20,000 

3:1 overall 

4-10 DB 

-74 DB 

0 MA 

LS-1 

LS-40 

Single plate to push pull 
grids. Split secondary 

15,000 ohms 

135,000 ohms; 30-20,000 

3:1 overall 

4-12 DB 

-74 DB 

8 MA 

LS-1 

LS-22 

Push pull plates to push 
pull grids. Split pri¬ 
mary and secondary 

30,000 ohms 
plate to plate 

80,000 ohms; 20-20,000 

turn ratio 

1.6:1 overall 

418 DB 

-50 DB 

.25 MA 

LS-2 

LS-25 

Push p,Mil plates to push 
pull grids. Medium level. 
Split primary and sec. 

30,000 ohms 
plate to plate 

50,000 ohms; 20-20,000 

turn ratio 

1.3:1 overall 

4 15 DB 

-74 DB 

1 MA 

LS-1 

LS-26 

Bridging line to 1 or 2 
grids 

5000 ohms 

60,000 in two 15-20,000 

sections 

4 15 DB 

-74 DB 

0 MA 

LS-1 

PIATE, CRYSTAl, PHOTOCEll, 

AND BRIDGING TO LINE TRANSFORMERS 

Type 

No. 

Application 

Primary 

Impedance 

Secondary rb 1 db 

Imp. ohms from 

Max.f 

Level 

Relative* 

hum 

Unbat. DC 
in prim'y 

Case 

No 

LS-27 

Single plate to multiple' 
line 

15,000 ohms 

50,125/150, 200, 30-15,000 
250,333,500/600 cycles 

4-15 DB 

-74 DB 

8 MA 

LS-1 

LS-50 

Single plate to multiple 
line 

15,000 ohms 

50,125/150, 200, 20-20,000 
250,333,500/600 

4 15 DB 

-74 DB 

0 MA 

LS-1 

LS-51 

Push puli low. level 
plates to multiple line 

30,000 ohms 
plate to plate 

50,125/150, 200, 20-20,000 
250,333,500/600 

4 16 DB 

-74 DB 

1 MA 

LS-1 

LS-38 

Crystal microphone or 
pickup to multiple line, 
with internal equalizer 

100,000 ohms 

50,125/150, 200, Equalized 
250, 333, 500/600 for crystal 

-hlO DB 

-74 DB 

0 MA 

LSI 

LS-39 

Photocell, high-mu tri- 
ode, diode or overbiased 
detector to multiple line 

100,000 ohms 

50,125/150, 200, 20-20,000 
250, 333, 500/600 

4-10 DB 

-74 DB 

0 MA 

LS-1 

LS*i50 

Bridging from 50 to 500 
ohm line to line 

4,000 ohms, 
bridging 

50,125/150,200, 15-30,000 
250, 333, 500/600 

4-15 DB 

-74 DB 

1 MA 

LS-i 

LS-151 

Bridging from 50 to 500 
ohm line to line 

16,000 ohms, 
bridging 

50,125/150, 200, 15-30,000 
250, 333,500/600 

4-18 DB 

-74 DB 

1 MA 

LS-1 

OUTPUT TRANSFORMERS 

TO HIGH IMPEDANCE (RF) LOAD 

Type 

No. 

Primary will match Primary Secondary 

following typical tubes Impedance Impedance 

± .4 db. from 

Max. 

Level 

Case 

No. 

LS-56 

Push pull 2A3’s, 6A5G’s, 
275A’s, 6A3’s, 6AS7, 6L6 

300A’S, 5,000 ohms plate 6000, 5000, 4000 

to plate and 1800, 1500, 1000, 

3,000 ohms plate 30, 20,15,10, 
to plate 7.5, 5, 2.5, 1.2 

, 25-20,000 20 watts 

LS-2 

LS-66 

Class B 203A, 838, ZB120, 805 9,000 ohms plate 5000, 4200, 4100, 

to plate* 3500, 3300, 2650, 

2500, 2100, 1250, 
600 

, 25-20,000 260 watts 


LS-67 

Class B 203A, 838, ZB120, 805 9,000 and 6,900 10000, 2500 

ohms plate to 
plate 

25-20,000 260 watts 


LS<691 

Class B 849, 833, 250TH 

10,400 ohms 4500, 4000, 3500, 

plate to plate 2750, 2000 

, 25-20,000 1000 watts 

LS-6 

LS-692 

Class B push pull parallel 833’s 4,750 ohms 2500, 2000, 1750, 

plate to plate 1500, 1250 

, 25-20,000 2500 watts 

LS-6 




MODULATION 

REACTORS 



Type No. 

Application 

Inductance 

DC 

Current 

OC 

Resistance 

Insulation 

Test 

Voltage 

Case No. 

LS-102 ~ 

Modulation reactor 

50 hy 

350 MA 

250 ohms 

5000 

* 

LS-103 

Modulation reactor 

50 hy 

500 MA 

175 ohms 

7500 

* 

LS-104A 

Modulation reactor 

50 hy 

1.3 amp 

75 ohms 

20000 

lsT~ 

LS-106 

Modulation reactor 

50 hy 

750 MA 

120 ohms 

10000 

Spec. 




LS'2 CASE 


Length . 

Width. 

Height . 

Mounting... 

Screws . 

Cutout. 

Unit Weight 


. ^y^c 

.31/2" 

. 

2’V X 3’^;' 

.8-32 

_dia. 

.. 7.5 lbs. 



LS-3 CASE 


Length. 

Width. 

Height. 

Mounting .... 

Screws . 

Cutout . 

Unit Weight. 


- 5 %'' 

.5" 

.~.4%" 

4%" X 5)^2" 

..10-24 

..... 33 / 4 " dia. 
.15 lbs. 


The values of unbalanced DC shown will 
effect approximately 1.5 DB loss at 30 
cycles. 

* Comparison of hum balanced unit with 
shielding to normal uncased type. 

P Multiple alloy magnetic shield, 
t 6MW as ODB reference, 
i See page N-39 for dimensions. 


Copyright by U. C. P.^ Inc. 


(Refer to Page N-35 for UTC Prices) 


Radio’s Master--18th Edition 

Page N-37 





















LS OUTPUT 
TRANSFORMERS 
THE FINEST 

While the UTC Linear Standard line is generally designed 
for a flat response from 20 cycles to 20 Kc., a much 
wider response is required for output tronsformers. As 
is noted in the first curve below, typical UTC output 
transformers ore down less than 1 BD at 10 cycles and 
less than } DB at 40 to 60 Kc. Because of this, a fine 
power output curve is possible. (Second curve.) 

The third figure below illustrates square waves obtained 
with the LS>63 transformer in a “Williamson" Amplifier 
Circuit. Of particular interest is the short rise time, 
which Is far superior for UTC transformers than any 
standard make which we have measured. 




LS -6 CASE 


Length.15%* 

Width.13" 

Height . 24" 

Mounting Hole...%" dia. 

Unit Weight.350 lbs. 


LS-7 CASE 


Length.20%" 


Mounting. 

.7%" X 14%" 

Height .. 

.I 8 V 2 " 

Mounting... 

.11%" X 19%" 

Mounting Hole. 

.%" dia. 

Unit Weight. 

.500 lbs. 

Width. 

.17%" 


HYBRID AND REPEAT COILS 


Type 

No. 

Application 

Pri. and Sec. 
Impedances 

± 1 db 
from 

Max. Level 

Hum Max. Unbal. 
Reduction DC in Pri. 

Case 

No. 

LS-140 

Line to line for isolat¬ 
ing balanced and unbal¬ 
anced circuits; balanced 
for maximum reduction 
cross talk (70 DB) 

500/600 ohms 
split 

500/600 ohms 
split 

30-20,000 

-4-10 DB 

-92 DB 
Quadruple 
alloy shield 

0 MA 

LS-1 

LS-141 

Three sets of balanced 
windings for hybrid serv¬ 
ice, centertapped 

500/600 ohms 
500/600 ohms 

30-15,000 

-f 10 DB 

~74 DB 

0 MA 

LS-1 

LS-142 

Line to line and to push 
pull grids for hybrid 
service 

500/600 ohms 
500/600 ohms 
60,000 ohms 

30-15,000 

-j-10 DB 

-74 DB 

0 MA 

“ls^ 


High efficiency ring and 
talk repeat coil, for low 
frequency ringing 

500/600 ohms 
500/600 ohms 

Efficient 

15/12,000 

cycles 

•4-25 DB 

-74 DB 

5 MA 

LS-2 


DRIVER TRANSFORMERS 


Type 

No. 

Application 

Primary 

Impedance 

Refl. Sec. 
Impedance 

± 1 db 
from 

Max. 

Level 

Max. Unbal 
Dc in Pri. 

. Case 
No. 

LS-5 

Driver, multiple line to 
class B 838’s, 805’s, 
ZB-120's, 203A's and sim¬ 
ilar tubes 

50, 125, 200, 
250, 333, 
500/600 ohms 

2,000 ohms; 

1:2 overall 
turns ratio 

20-20,000 

+32 DB 

5 MA 

LS-2 

LS'6 

Driver, push pull 45’s, 
2A3'S, 6A5G'S, etc,, tO 
push pull 845 or 211D 
grids 

5,000 ohms 
plate to plate 

2.25 primary 
impedance; 
turns ratio 

1.5:1 overall 

20-20,000 

+ 32 DB 

5 MA 

LS-2 

LS-7 

Push pull 6C5 or similar 
plates to A prime 45’s, 
6F6's, 2A3's, 6L6’s 

30,000 ohms 
plate to plate 

.45 primary 
impedance 
turn ratio 1.5:1 
Pri. to Sec. 

20-20,000 

+25 DB 

1 MA 

LS-2 

iI^t" 

Driver from push puli 
2A3’s, 6A5G's, or 300A's 
to class B 838’s, 203A’s, 
805’s, or ZB120's 

5,000 ohms 
plate to plate 

.1 pri. imped¬ 
ance turns 
ratio, Pri./Vb 
Sec. 3.2:1 

20-20,000 

+32 DB 

5 MA 

LS-2 

L^T 

Driver transformer push 
pull 845’s to 204 or 849 
grids in class B 

12,000 ohms 
plate to plate 

.038 pri. im¬ 
pedance turns 
ratio, Pri./V 2 
Sec. 5.1:1 

20-20,000 

+ 37 DB 

15 MA 

"1^3 

LS-49 

Push pull parallel 2A3, 
6A5G, or 300A tubes to 
four 838, 203A, 805, or 
ZB120 tubes 

2,500 ohms 
plate to plate 

Ratio Pri./i/a 
Sec. 4:1 and 
2.5:1 

20-20,000 

+ 37 DB 

10 MA 

LS^ 


OUTPUT TRANSFORMERS TO LINE AND VOICE COIL 


Type 

No. 

Primary will match 
following typical tubes 

Primary 

Impedance 

Secondary ± .2 db 

Impedance from 

Max. 

Level 

Case 

No. 

LS-52 

Push pull 245, 250, 6V6 or 
245 A prime 

8,000 ohms 

500, 333, 250, 25-20,000 

200, 125, 50, 30, 

20, 15,10, 7.5, 

5, 2.5, 1.2 

15 watts 

LS-2 

iS-54 

Same as above 

8,000 ohms 

30, 20, 15, 10, 25-20,000 

7.5, 5, 2.5, 1.2 

15 watts 

LS-2 

rsi5~ 

Push pull 2A3’s, 6A5G’s, 

300A's, 275A’s, 6A3's, 6L6's, 
6AS7G 

5,000 ohms plate 
to plate and 

3,000 ohms plate 
to plate 

500, 333, 250, 25-20,000 

200, 125, 50, 30, 

20, 15, 10, 7.5, 

5, 2.5,1.2 

20 watts 

LS-2 

lS-57 

Same as above 

5,000 ohms plate 
to plate and 

3,000 ohms plate 
to plate 

30, 20, 15, 10, 25-20,000 

7.5, 5, 2.5, 1.2 

20 watts 

"“l^ 

LS-58 

Push pull parallel 2A3’s, 
6A5G’s, 300A's, 6A3's 

2.500 ohms plate 
to plate and 

1.500 ohms plate 
to plate 

500, 333, 250, 25-20,000 

200, 125, 50, 30, 

20,15, 10, 7.5, 

5, 2.5, 1.2 

40 watts 

LS-3 

LS-60A 

Push pull 2A3’s, 6A3’s, 

6B4G’s fixed bias, cathode 
follower drive 

4,600 ohms plate 
to plate 

15,10, 7.5, 5, 20-20,000 

3.75, 2.5, 1.2 

30 watts 

LS-3 

LS-62A 

Same as above 

As above 

500, 125 20-20,000 

30 watts 

LS-3 

LS-61 

Push pull 6F6, class B 46's 
6AS7G, 807-TR, 1614-TR 

10,000 ohms plate 
to plate and 

6,000 ohms plate 
to plate 

500, 333, 250, 25-20,000 

200, 125, 50, 30, 

20, 15, 10, 7.5, 

5, 2.5, 1.2 

15 watts 

LS-2 

LS-63 

Same as above 

10,000 ohms plate 
to plate and 

6,000 ohms plate 
to plate 

30, 20, 15, 10, 25-20,000 

7.5, 5, 2.5, 1.2 

15 watts 

LS-2 

LS-6L1 

Push pull 6L6:s self bias 

9,000 ohms plate 
to plate 

500, 333, 250, 25-20,000 

200, 125, 50, 30, 

20, 15, 10, 7.5, 

5, 2.5, 1.2 

30 watts 

LS-3 

LS-6L3 

Same as above 

9,000 ohms plate 
to plate 

30, 20, 15, 10. 25-20,000 

7.5, 5, 2.5,1.2 

30 watts 

LS-3 

i^r4“ 

Push pull 6L6’s fixed bias or 
push pull parallel 6L6's self 
bias 

3,800 ohms plate 
to plate and 

4,500 ohms plate 
to plate 

500,333,250, 25-20,000 

200,125, 50, 30, 

20, 15, 10, 7.5, 

5, 2.5,1.2 

55 watts 

“ 1^3 


HIGH LEVEL 

MATCHING 

TRANSFORMERS 


Type 

No. 

Application 

Primary 

Impedance 

Secondary ± .2 db 

Impedance from 

Max. 

Level 

Case 

No. 

LS-33 

High level line matching 

50,125, 200, 250, 
333, 500/600 
ohms 

1.2, 2.5, 5, 7.5 20-20,000 

10,15, 20, 30, 50, 

125, 200, 250, 

333,500/600 

15 watts 

LS-2 

LS-34 

High level line matching 

50, 125, 200, 250, 
333, 500/600 
ohms 

1.2, 2.5, 5, 7.5, 20-20,000 

10, 15, 20, 30, 50, 

125, 200, 250, 

30 watts 

LS-3 


333. SQQ/6QQ 
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LINEAR STANDARD POWER EQUIPMENT 

COMBINED PLATE AND FILAMENT TRANSFORMERS 


Type No. 

Typical Application 

Pri. Volts 
50/60 cycles 

High Voltage 

Filament 

Windings 

Case No. 

LS-180 

For pre-amplifier service 

110 

225-0-225 

15 MA 

6.3 V.C.T.-2A 

6.3 V.C.T.-6A 

LS-1 

LS-192 

Power amplifier service 

105, 115, 125 

335-0-335 

180 MA DC 

60-0-60, 20 MA 

'5 V.-3A 

6.3 V.C.T.-.75A 

6.3 V.C.T.-5.25A 

LS-3 

LS-70 

High power amplifier service 

100, 105, 110, 
115, 120, 125 

425-375-0-375-425 
200 MA 

70-0-70 

50 MA 

5 V.C.T.-3A 

5 V.C.T.-2A 

2.5 V.C.T.-lOA 

6.3 V.C.T.-IA 

6.3 V.C.T.-3A 

LS-3 

LS-72 

For fixed or self bias 6L6’s, 300A’s 

100, 105, 110, 
115, 120,125 

525-450-0-450-525 
250 MA 

70-0-70 

50 MA 

5 V.C.T.-3A 

2.5 V.C.T.-3A 

2.5 V.C.T.-3A 

6.3 V.C.T.-IA 

6.3 V.C.T.-3A 
tapped at 

5 V.C.T.-6A 

LS-3 

LS-74 

For push pull parallel 6L6’s, 

2A3’s, 6B4’s 

115 

415-395-0-395-415 
275 MA 

5 V,-6A 

6.3 V,C.T.-5A 

LS-3 


PLATE TRANSFORMERS* 


Approximate 
DC Voltage 


Type No. Application 

50/60 cycles 

High Voltage 

Out of Filter 

DC Current 

LS-183 Class B 805 or push puli parallel 
203A’s, etc. 

100, 110, 120, 
220, 230, 240 

1750-1500-0-1500- 

1750 

1500-1250 

400 MA 

LS-1 84 Class B 204A, 849, HF200, HF300, 

250TH, HK354,,100TH, etc. 

100, no, 120, 

220, 230, 240 

3500-3000-2500-0- 

2500-3000-3500 

3000-2500-2100 

500 MA 

LS-1 85 For combined class B and class C 
stages as above 

100, 110, 120, 
220, 230, 240 

3500-3000-2500-0- 

2500-3000-3500 

3000-2500-2100 

1.2 amp. 


FILAMENT TRANSFORMERS 


Type No. 

Application 

Pri. Volts 

50/60 cycles 

Secondary 

Voltage 

Insulation 
Test Voltage 

Case No. 

LS-80 

866 rectifiers 

100,110,120, 

220, 230, 240 

2.5 V.C.T.-lOA 

10,000 

LS-3 

LS-82 

872 rectifiers 

100, no, 120, 

220, 230, 240 

5 V.C.T.-20A 

10.000 

LS-3 

LS-84 

203A, 845, etc. HF200, HF300 

100, no, 120, 

220, 230, 240 

10 V.C.T.-8A 

2,500 

LS-3 

LS-88 

6.3 volt tubes 

105, 115, 125 

6.3 V.C.T.-2A 

2,500 

LS-1 

LS-120 

866 Bridge rectifier 

100, no, 120, 

220, 230, 240 

2.5 V.C.T.-lOA 

2.5 V.C.T.-5A 

2.5 V.C.T.-5A 

12,000 

LS-3 

LS-121Y 

872 Bridge rectifier 

100, no, 120, 

220, 230, 240 

5 V.C.T.-20A 

5 V.C.T.-lOA 

5 V.C.T.-lOA 

12,000 


L^3 

872A, 575 or 869 rectifiers 

100, no, 120, 

220, 230, 240 

5 V.C.T.-20A 

35,000 


LS-89A 

Throo r0rM*ft0rc 

100 no 120 

5 V C T -GOA 

35 000 



llliCC 009 ICdtllcio 

220’, 23o', 24o' 

J f •Wf 1 « wVH 




LINEAR STANDARD FILTER, SWINGING, AND AUDIO CHOKES 

(Inductance values are at D.C. current shown) 


Type F(o. 

Application 

Inductance 

DC 

Current 

DC 

Resistance 

Insulation 

Test Voltage Case No. 

LS-90 

Filter choke with hum bucking tap 

Series-50 hy 
Parallel-12.5 hy 

50 MA 

100 MA 

450 ohms 
110 ohms 

2000 

LS-2 

LS-91, 

i 

Filter choke with hum bucking tap 

Series-14 hy 
Parallel-3.5 hy 

125 MA 

250 MA 

200 ohms 
50 ohms 

2000 

LS-2 

LS-92 

Filter choke with hum bucking tap 

Series-16 hy 
Parallel-4 hy 

175 MA 

350 MA 

88 ohms 
22 ohms 

2500 

L$-3 

LS-93 

Filter choke with hum bucking tap 

Series-26 hy 
Parallel-6.5 hy 

200 MA 

400 MA 

120 ohms 
30 ohms 

3500 

LS'3 

LS-950 

Filter choke with hum bucking tap 

Series-lOO hy 
Parallel-25 hy 

35 MA 

70 MA 

1000 ohms 
250 ohms 

1500 

LS-2 

LS-96 

Filter choke with hum bucking tap 

Series-20 hy 
Parallel-5 hy 

500 MA 

1 amp 

90 ohms 
22.5 ohms 

7500 

* 

LS-980 

Filter choke with hum bucking tap 

Series-14 hy 
Parallel-3.5 hy 

400 MA 

800 MA 

100 ohms 
25 ohms 

5000 

LS-3 

LS-98 

Swinging choke 

8-40 hy 

400 MA 

125 ohms 

5000 

LS-3 

LS-99 

Filter choke with hum bucking tap 

Series-20 hy 
Parallel-5 hy 

1 amp 

2 amp 

50 ohms 
12.5 ohms 

10000 

* 

LS-105 

Swinging choke 

8-40 hy 

1 amp 

50 ohms 

10000 

* 



In choosing power components for 
broadcast and commercial equipment, 
the first factor to be considered is 
dependability. Linear standard power 
components are very conservatively 
designed for maximum reliability. De¬ 
signs provide for low temperature rise, 
40°, and high insulation safety fac¬ 
tors. Only the finest of materials and 
workmanship are used throughout. 

The low power components of the 
Linear Standard series are housed in 
the familiar rectangular LS case with 
top or bottom mounting facilities. High 
power components are housed in end 
castings which completely protect the 
winding, while directly exposing the 
laminations for maximum heat trans¬ 
fer. 

All units have a deep grey finish to 
obtain tlie highest heat radiation co¬ 
efficient. Large components (up to 250 
KVA) are housed in oil tanks. 



' See dimension chart, this page. 


Type No. L 

W 

H 

Mtg. 

Wt. 

LS-66 

93/4 

43/4 

63/4 

37/8X 91/8 

37 

LS-67 

93/4 

43/4 

63/4 

37/8X 91/8 

37 

LS-73 

91/2 

43/4 

63/4 

37/8X 87/8 

34 

LS-83 

83/4 

43/4 

63/4 

37/8X 81/8 

25 

LS-89A 

95/8 

7 

9 

6x8-13/16 

68 

LS-96 

IOV4 

43/4 

63/4 ' 37 / 8 X 95/8 

40 

LS-99 

14 V 8 

81/2 

101/4 

71/4x131/8 

80 

LS-102 

93/4 

43/4 

63/4 

37/8X 91/8 

37 

LS-103 

131/8 

81/2 

101/4 

71/4x121/8 

~58 

LS-105 

131/8 

81/2 

101/4 

71/4x121/8 


Ts^Ty 

81/4 

33/4 

51/8 

3 x 7 - 13/16 

~23 

LS-181 

93/4 

43/4 

63/4 

37/8X 91/8 

~37 

LS-182 

103/4 

43/4 

63/4 

37/8x101/8 


LS-183 

151/2 

10 

131/4 

8I/2XI41/2 

70 

LS-184 

171/4 

10 

131/4 

81 / 2 X 161/4 

102 

LS-185 

23 

10 

131/4 

81 / 2 x 22 

"230 
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HIPERM ALLOY TRANSFORMERS 


The UTC Hiperm alloy audio and power trans¬ 
farmers are specifically designed for port¬ 
able and compact service. While light in 
weight, neither dependability nor fidelity 
has been sacrificed. The frequency charac¬ 
teristic of the Hiperm alloy audio units is 
uniform from 30 to 20,000 cycles. They in¬ 
corporate a Hiperm-alloy nickel iron core 
and hum balanced coil structure. The rugged 
die cast case is of high conductivity alloy 
finished in grey, arranged for mounting with 
the terminals either up or down. DC in 
Prim’y shown is maximum unbalanced. 



TYPE H-1 CASE 


Length . 

Width . 

Height . 

Mounting .... 

Screws . 

Cutout . 

Unit Weight. 


. 2 %" 

. 1 %" 

TVfi" 

.6-32 

.l%"dia. 

.2 lbs. 



TYPE H-2 CASE 


Length . 

Width . 

Height . 

Mounting. 

.3V 

.2%" 

. 31 / 2 " 

.2" X 23 / 4 " 

Screws ... 

Cutout . 

Unit Weight. 

.8-32 

.2%" dia. 

.5 lbs. 


LOW IMPEDANCE TO GRID AND MIXING TRANSFORMERS 


Type No. 

Application 

Primary Imp. 
(ohms) 

Secondary 

impedance 

±1 db 
from 

Max. 

Level 

DC in 
Prim’y 

Case 

No. 

HA-100 

Low impedance mike, pickup, 
or multiple line to grid 

50, 125/150, 200, 
250, 333,500/600 

60,000 ohms in 
two sections 

30-20,000 

+ lODB 

.5 MA 

H-1 

HA-100X 

Same as above but with tri-alloy internal shield to effect very low hum pickup 



H-l 

HA-101 

Low impedance mike, pickup, 
or multiple line to P.P. grids 

50, 125/150, 200, 
250, 333, 500/600 

120,000 ohms 
overall, split 

30-20,000 

+ lODB 

.5 MA 

H-1 

HA-101X 

As above but with tri-alloy internal shieid to 
effect very low hum pickup 

80,000 ohms 
overall, split 




H-1 

HA-103A 

Low impedance mike, pickup, 
or parallel mixer to grid 

2.5, 5,5, 10, 15, 

22, 30, 38, 60 

60,000 ohms in 
two sections 

30-20,000 

-f lODB 

.5 MA 

H-1 

HA-108 

Mixing, low impedance mike, 
pickup, or multiple line 

50, 125/150, 200, 
250, 333, 500/600 

50, 125/150, 200, 
250, 333,500/600 

30-20,000 

+ lODB 

.$ MA 

H-1 

HA-108X 

Same as above but with tri-alloy internal shield to effect very low hum pickup 



H-1 

HA-130X 

Three isolated' lines or pads 
to one or two grids with tri- 
alloy internal shieid 

30, 50, 200, 250 
each primary 

60,000 ohms 
overall, in two 
sections 

30-20,000 

+ lODB 

.5 MA 

H-1 


INTERSTAGE AUDIO 

TRANSFORMERS 



Type No. 

Application 

Primary Imp. 

Secondary 

Impedance 

± 1 db 
from 

Max. 

Level 

DC in 
Prim’y 

Case 

No. 

HA-104 

Single plate to P.P. grids like 
2A3, 6L6 (split secondary) 

15,000 Ohms 

95,000 ohms 

1.25:1 

30-20,000 

+ 12 DB 

0 MA 

H-1 

HA-105 

Single plate to single grid 
(split secondary) 

15,000 ohms 

60,000 ohms 

2:1 turn ratio 

30-20,000 

+ 12 DB 

0 

H-1 

HA-106 

Single plate to push pull grids 
(split secondary) 

15,000 ohms 

135,000 ohms 

3:1 ratio overall 

30-20,000 

+ 12 DB 

0 

~Hl^ 

HA-107 

Push pull plates to push pull 
grids (split primary and sec¬ 
ondary) 

30,000 ohms 
plate to plate 

80,000 ohms 

1 .6:1 turn ratio 
overall 

30-20,000 

+ 20 DB 

.25 MA 

H-2 

HA-137 

Push pull plates to push pull 
grids (split Pri. and Sec.) 

30,000 ohms 
plate to plate 

68,000 ohms 

1.5:1 turn ratio 

30-20,000 

+ 12 DB 

0 

“iH 


PLATE AND CRYSTAL TO LINE TRANSFORMERS 


Type No. 

Application 

Primary Imp^_ 

Secondary 
imp. ohms 

±1 db 
from 

Max. 

Level 

DC in 1 
Prim’y 

Case 

No. 

HA-111 

Crystal microphone or 
pickup, to multiple line 

ioo,ooo”ohms 

50,125/150, 200, 
250, 333, 500/600 

30-20,000 meas¬ 
ured with re¬ 
sistive source 

+ 10 DB 

0 

H-1 

HA-113 

Single plate to multiple 
line 

15,000 ohms 

50, 125/150, 200, 
250, 333, 500/600. 

30-20,000 

+ 12 DB 

“cTmaT 

"iM 

HA-133 

Single plate to multiple 
line (D.C. in Pri.) 

15,000 ohms 

50, 125/150, 200, 
250, 333, 500/600 

30-20,000 

+ 15 DB 

sTmX 

“iH 

HA-114 

Push pull low level 
plates to multiple line 

30,000 ohms 
plate to plate 

50, 125/150, 200, 
250, 333, 500/600 

30-20,000 

+ 16 DB 

1 MA 

"H-l 

HA-134 

Push pull 6B4’s, 6L6, or 
2A3’s to line 

5000/9400 ohms 
plate to plate 

50, 125/150, 200, 
250, 333, 500/600 

30-20,000 

+ 32 DB 

5 MA 

H-2 

HA-135 

Push pull 2A3’s, etc. to 
voice coil 

3000/5000 ohms 
plate to plate 

30, 20, 15, 10, 

7.5, 5, 2.5, 1.2 

30-20,000 

+ 34 DB 

5 MA 

ir2 


POWER TRANSFORMERS AND CHOKES 


Type No. Application 

Primary Voltage 

50/60 cycles High Voltage 

Filament 

Windings 

Case Ne. 

HP-122 Pre-amp. power supply using 6X4, 
6X5 rectifier 

115 

220-0-220 

15 MA 

6.3 V.C.T.-.6A 

6.3 V.C.T.-1.2A 

H-1 

HP-123 Pre-amp. or tuner power supply 
using 6X4, 6X5 rectifier 

115 

275-0-275 

35 MA 

6.3 V.C.T.-.6A 

6.3 V.C.T.-2A 

H-2 

Type No. Application 

Inductance 

DC Current 

DC Resistance Test Voltage 

Cate No. 

HC-115 Parallel feed and filter choke 

Series-400 hy 
Parallel-100 hy 

2.5 MA 

5MA 

6000 ohms 1500 

1500 ohms 

H-1 

HC-116 Parallel feed and filter choke 

Series-600 hy 
Parallel-150 hy 

8MA 

16 MA 

3400 ohms 1500 

850 ohms 

H-2 

HC-117 Parallel feed and filter choke 

Series-2G0 hy 
Parallel-50-hy 

15 MA 

30 MA 

3200 ohms 1500 

800 ohms 

H-1 
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ULTRA COMPACT AUDIO UNITS 



The UTC Ultra compact audio units are small and light in weight, ideally suited to remote amplifier and similar compact equipment. 
High fidelity is obtainable in ail individual units, the frequency response being ± 2 DB from 30 to 20,000 cycles. 

All units except those carrying DC in Primary employ a true hum balancing-coil structure, which combined with a high conductivity 
outer case, effects good inductive shielding. The die-cast case provides for top or bottom mounting. Maximum operating level -4-7 DB. 


LOW IMPEDANCE TO GRID AND MIXING TRANSFORMERS 


Type 

NO. 

Application 

Primary Impedance 

Secondary 

Impedance 

it 2 db from 

A-10 

Low impedance mike, pickup, 
or multiple line to grid 

50,125/150, 200/250, 
333, 500/600 ohms 

50,000 Ohms 

30-20,000 

A-11 

Low impedance mike, pickup, 
or line to 1 or 2 grids 

50, 200, 500 

50,000 ohms 

50-20,000 multiple alloy shield 
for extremely low hum pickup 

A-12 

Low impedance mike, pickup, 
or multiple line to push puli 
grids 

50, 125/150, 200/250, 
333, 500/600 ohms 

80,000 ohms overall, 
in two sections 

30-20,000 

A-14 

Dynamic microphone to one or 
two grids 

30 ohms 

50,000 ohms overall, 
in two sections 

30-20,000 

A-20 

Mixing, low impedance mike, 
pickup, or multiple line to 
multiple line 

50,125/150, 200/250, 
333, 500/600 ohms 

50, 125/150, 200/250, 
333, 500/600 ohms 

30-20,000 

A-21 

Mixing, low impedance mike, 
pickup, or line to line 

50, 200/250, 500/600 

50, 200/250, 500/600 

50-20,000 multiple alloy shield 
for extremely low hum pickup 


INTERSTAGE AUDIO 

TRANSFORMERS 

Type 

NO. 

Application 

Primary Impedance 

Secondary 

Impedance 

± 2 db from 

A-16 

Single plate to single grid 

15,000 ohms 

60,000 ohms, 2:1 turn 
ratio 

30-20,000 

STT" 

Single plate to single grid 8 
MA unbalanced D.C. 

As above 

As above 

50-20,000 

A^ 

Single plate to two grids. Split 
primary, can also be used for 
P.P. plates 

15,000 ohms 

80,000 ohms overall, 
2.3:1 turn ratio over¬ 
all 

30-20,000 

A-19 

Single plate to two grids 8 
MA unbalanced D.C. 

15,000 ohms 

80,000 ohms overall, 
2.3:1 turn ratio over¬ 
all 

50-20.000 


PLATE AND CRYSTAL TO 

LINE TRANSFORMERS 

Type 

No. 

Application Primary Impedance 

Secondary 

Impedance 

± 2 db from 

A-24 

Single plate to multiple line 

15,000 ohms 

50,125/150, 200/250, 
333, 500/600 Ohms 

30-20,000 

A-25 

Single plate to multiple line 
8 MA unbalanced D.C. 

15,000 ohms 

50, 125/150, 200/250, 
333, 500/600 ohms 

50-20,000 

A-26 

Push pull low level plates to 
multiple line 

30,000 ohms 
plate to plate 

50, 125/150, 200/250, 
333, 500/600 ohms 

30-20,000 

A-27 

Crystal microphone to multiple 
line 

100,000 ohms 

50, 125/150, 200/250, 
333, 500/600 ohms 

30-20,000 measured with non- 
inductive source 

A-30 

Audio choke, 250 henrys @ 5 MA 6000 ohms D.C., 65 henrys @ 10 MA 1500 ohms D.C. 450 henrys @ 0 MA 

A-32 

Filter choke 60 henrys @ 15 MA 2000 ohms D.C., 15 henrys ^ 30 MA 500 ohms D.C. 



TYPE A CASE 


Length . 

.i%" 

Width. 

.IVa" 

Height . 

.2" 

Mounting . 

. 1 ^ 2 " sq. 

Screws . 

.4-40 

Cutout ... 

.P/a'dia. 

Unit Weight. 

.. Vz lb. 
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SUBOUKCER UNITS 

FOR HEARING AIDS...VEST POCKET RADIOS...MIDGET DEVICES 


UTC Sub-Ouncer units fulfill an essential requirement for miniaturized components having relatively high efficiency and wide frequency response. 
Through the use of special nickel iron core materials and winding methods, these miniature units have performance and dependability characteristics 
far superior to any other comparable items. They are ideal for hearing aids, miniature radios, and other types of miniature electronic equipment 

The coifs employ automatic layer windings of double Formex wire ... in a molded Nylon bobbin. All insulation is of cellulose acetate. Four inch color 
coded flexible leads are employed, securely anchored mechanically. No mounting facilities are provided, since this would preclude maximum flexibility 
in location. Units are vacuum impregnated and double (water proof) sealed. The curves below indicate the excellent frequency response available. 
Alternate curves are shown to indicate operating characteristics in various typical applications. 



SUBOUNCER UNIT 

Dimensions .x x 

Weight. .03 lb. 


D.C. 


Type 

Application 

Level 

Pri. Imp. 

In Pri. 

Sec. imp. 

Pri. Res. 

Sec. Res. 

•SO-l 

Input 

-f 4V.U. 

200 

0 

250,000 

16 

2650 




50 


62,500 



SO'2 

interstage/3:l 

-f 4V.U. 

10,000 

0 

90,000 

225 

1850 

•SO-3 

Plate to Line 

-f 20 V.U. 

10,000 

3mil. 

200 

1300 

30 




25,000 

1.5 mil. 

500 



SO-4 

Output 

+ 20 V.U^_ 

30,000 

1.0 mil. 

50 

1800 

4.3 

so-s 

Reactor 50 HY at 1 mil. D.C. 3000 ohms D.C. Res. 





SO-6 

Output 

-f 20 V.U. 

100,000 

.5 mil. 

60 

3250 

3.8 


•Impedance ratio is fixed, 1250:1 for SO-1, 1:50 for SD-3. Any impedance between the values shown may be employed. 



SUB-SUBOUNCER UNITS 

FOR HEARING AIDS AND ULTRA-MINIATURE EQUIPMENT 


UTC Sub-SubOuncer units have exceptionally high efficiency and frequency range in their ultra-miniature size. This has been effected through the use 
of specially selected Hiperm-Alloy core material and special winding methods, The constructional details are identical to those of the Sub-Ouncer units 
described above. The curves below show actual characteristics under typical conditions of application. 



SUB-SUBOUNCER UNIT 

Dimensions .x W" x 

Weight.,.,..02 lb. 


Type 

Application 

Level 

Pri. imp. 

MA P.C. 
in Pri. 

Sec. imp. 

Pri. Res. 

See. Res. 

•SSO-l 

Input 

+ 4 V.U. 

200 

50 

0 

250,000 

62,500 

13.5 

3700 

$S0-2 

interstage/3:l 

-1- 4 V.U. 

10,000 

a.25 

90,000 

750 

3250 

•SSO-3 

Plate to Line 

-h 20 V.U. 

10,000 

3 

200 

2600 

35 




25,000 

1.5 

500 



SSO-4 

Output 

-f- 20 V.U. 


1.0 

50 

2875 

4.6 

SSO-5 

Reactor 50 HY at 1 mil. D.C. 4400 ohms D.C. Res.' 





SSO-6 

Output 

+ 20 V.U. 

100,000 

.5 

60 

4700 

3.3 

SSO-7 

Transistor 

+ 10 V.U. 

20,000 

’ .5 

800 

850 



Interstage 


30,000 

.5 

1,200 


125 


•Impedance ratio is fixed, 1250:1 for SSO-1,1:50 for SSO-3. Any impedance between the values shown may be employed. 
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OUNCER AUDIO UNITS 

STANDARD AND PLUG-IN TYPES 



UTC OUNCER components represent the acme in compact quality transformers. These units, which weigh one ounce, are fully im¬ 
pregnated and sealed in a drawn aluminum housing W diameter .. . mounting opposite terminal board. 

Ouncer items are ideal for portable broadcast, hearing aid, aircraft, concealed service, and similar applications. High fidelity charac¬ 
teristics are provided, uniform from 40 to 15,000 cycles, except for 0-14,0-15, and units carrying DC which are intended for voice 
frequencies from 150 to 4,000 cycles. Maximum level 0 DB. 

“P" series units are identical to the UTC OUNCER units but are sealed in bakelite housings with plug-in base to.fit standard octal 
socket. While of submersion proof design, these units weigh but two ounces. Oversize pins in the base make it impossible to dis¬ 
lodge these units from their sockets. 


OUNCER 


Type 

No. Application 

Pri. Imp. 

Sec. Imp. 

PLUG-IN 

Type No. 

0-1 

Mike, pickup or line to 

1 grid 

50,200/250, 
500/600 

50,000 

P-1 

0-2 

Mike, pickup or line to 

2 grids 

50,200/250, 
500/600 

50,000 

P-2 

0-3 

Dynamic mike to 1 grid 

7.5/30 

50,000 

P-3 

0-4 

Single plate to 1 grid 

15,000 

60,000 

P-4 

0-5 

Single plate to 1 grid, 
D.C. in Pri. 

15,000 

60,000 

P-5 

0-6 

Single plate to 2 grids 

15,000 

95,000 

P-6 

0-7 

Single plate to 2 grids, 
D.C. in Pri. 

15,000 

95,000 

P-7 

0-8 

Single plate to line 

15,000 

50, 200/250, 500/600 

P-8 

0-9 

Single plate to line, -D.C. 
in Pri. 

15,000 

50, 200/250, 500/600 

P-9 

0-10 

Push pull plates to line 

30,000 ohms 
plate to plate 

50, 200/250, 500/600 

P-10 

0-11 

Crystal mike or pick-up 
to line 

50,000 

50, 200/250, 500/600 

P-11 

0-12 

Mixing and matching 

50, 200/250 

50, 200/250, 500/600 

P-12 

0-13 

Reactor, 300 Hys.—no D.C.; 

50 Hys.-3 MA. D.C., 

6000 ohms 

P-13 

0-14 

50:1 mike or line to 1 
grid 

200 

V 2 megohm 

P-14 

0-15 

10:1 single plate to 1 
grid 

15,000 

1 megohm 

P-15 
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NEW “M” nPE TOROIDS 



UTC Permalloy Oust Toroids have been the standard of the industry for over 15 years. The MQ series of 
cods provide the highest Q factor in their class (see curves below), with miniaturized dimensions. All units are 
hermetically sealed to lVllL-T-27 Specifications. 

The stability is excellent. For the MQE-7 the inductance change is less than 1% for voltages from .1 to 3 
volts The lVlQA-13 change is less than 1% for applied voltages from .1 to 20 volts. The MQB-S change is less 
than 1% for applied voltages from .1 to 50 volts. DC is permissible through the coil (values listed below). 
Inductance is virtually independent of frequency temperature and vibration. 

Hum pickup is extremely low due to the toroidal winding structure, with windings uniformly spread over 
the core. The case is of high permeability, affording additional shielding such that close spacing of units 
can be effected, the coupling attenuation being approximately 80 DB. 

Other values of inductance than those listed are available on special order at the price of the next higher 
listed value. 


TYPICAL Q CURVES 



0 J 5 • 5 10 15 ao 25 30 35 40 0 25 5 75 l 5 10 t5 20 25 0 25 5 75 I 3 5 7 9 l» 13 15 



MQE TYPES MOA TYPES MOB TYPES 


Type No. 

Inductance 

*0G Max. 

Type No. 

Inductance 

*DC Max. 

Type No. 

Inductance 

*DC Max. 

MQE-1 

7 

mhy. 

135 

MQA-1 

7 

mhy. 

250 

MQB-1 

10 

mhy. 

400 

MaE-2 

12 

mhy. 

100 

MQA-2 

12 

mhy. 

200 

MQB-2 

30 

mhy. 

250 

MOE-3 

20 

mhy. 

80 

MQA-3 

20 

mhy. 

150 

MQB-3 

70 

mhy. 

170 

MQE-4 

30 

mhy. 

65 

MQA-4 

30 

mhy. 

125 

MQB-4 

120 

mhy. 

120 

MQE-5 

50 

mhy. 

50 

MQA-S 

50 

mhy. 

100 

MQB-5 

.5 

by- 

60 

MQE-6 

70 

mhy. 

40 

MQA-6 

70 

mhy. 

80 

MQB-6 

1 


40 

MQE-7 

100 

mhy. 

35 

MQA-7 

120 

mhy. 

60 

MQB-7 

2 

by. 

30 

MQE-8 

150 

mhy 

30 

MQA-8 

.2 

hy. 

50 

MQB-8 

3.5 

by. 

22 

MQE-9 

.25 hv. 

22 

MQA-9 

.3 

hy. 

40 

MQB-9 

7.5 

by. 

16 

MQE-10 

.4 

hy. 

17 

MQA-10 

.5 

hy. 

30 

MQB-10 

12 


11 

MQE-11 

.6 

hy. 

14 

MQA-11 

.7 

hy. 

25 

MQB-1 i 

18 

^y- 

9 

MQE-12 

.9 

hy. 

12 

MQA-12 

1 

hy. 

20 

MQB-12 

25 

by. 

8 

MQE-13 

1.5 

hy. 

9 

MQA-13 

1.5 

hy. 

17 





MQE-14 

2 

hy. 

8 

MQA-14 

2.5 

hy. 

23 





MQE-15 

2.8 

hy. 

7.2 

MQA-15 

4 

hy. 

10 








MQA-16 

6 

by. 

9 









MQA-17 

10 

hy. 

7 









MQA-18 

15 

by. 

S 









MQA-19 

22 

by. 

4 






•This value of D.C. (MA) will drop the coll inductance 5%. Values of D.C. below this will show proportionately (linear) less Inductance 
drop. For example. WQE*1 will drop V 2 % In L with 13.5 MA. 



MOE CASE 


Length. 

Width. 

Height. 

Mounting. 

Screws . 

Cutout. 

Unit Weight 


.W' 

. 1 / 2 '' 

. 

......3/4" 

.4/40" 

.1.5 oz. 



MQA CASE 

Length.. 1 ^ 2 " 

Width ... 

Height .1%" 

Mounting.x ^ 2 " 

Screws .4/40" 

Cutout .X Vi" 

Unit Weight ..4oz. 



MOB CASE 

Length...2%" 

Width...1%" 

Height .. 

Mounting...2V' x 

Screws ...6/32" 

Cutout .X V 2 " 

Unit Weight.14 oz. 


Radio’s Master — 18th Edition 

Page N-44 


(Refer to Page N-35 for UTC Prices) 


Copyright by U, C, P-» /w. 
























UTC VARIABLE INDUCTORS 



OSCILLATORS 


TUNED AMPLIFIERS 

Ih 



EQUALIZERS 



FILTERS 




ttuuu SCWtO AD JUSTMt W 


APPUEO VOLTAGE AT 1000 CYCLES 




Type 

VI-C1 

VI-C2 

VI-C3 

VI-C4 

VI-C5 

Vi-C6 

VI-C7 

VI-C8 

VI-C9 

VI-C10 

VI-C11 


Mean DC 
Hys. MA* 

.0085 75 

.013 60 


.021 

.034 

.053 

.084 

.13 

.21 

.34 

.54 

.85 


50 

40 

35 

30 

25 

21 

18 

15 

12 


Type 

VI-C12 

VI-C13 

VI-C14 

VI-C15 

VI<C16 

VI-C17 

VI-C18 

VI-C19 

VI-C20 

VI-C21 

Vi-C22 


Mean 

Hys. 

1.3 
2.2 

3.4 

5.4 

8.5 
13. 
21 . 
33. 
52. 
83. 

130. 


DC 

MA* 


7 

6 

5 

4 

3.5 
3 

2 

1.5 
1 


UTC type VIC variable inductors offer a revolutionary approach to 
the problem of tuned audio circuits. By adjusting a set screw in 
the side of the case, an inductance value of +90%, —50% 
from mean value is obtainable. Setting is positive. Effective Q 
for a wide frequency range and variation of inductance with 
applied AC voltage are shown on the illustrated curves, for a 
typical VIC unit. 

The VIC inductor is housed in a rugged die cast case long, 
VA" wide and •!%" high with mounting centers on terminal board 
side by Weight is 5Vz oz. 



UTC INTERSTAGE AND LINE FILTERS 



STOCK FREQUENCIES 

(Number after letters is frequency) 


BMI-60 

LM1-200 

BMMOO 

LMI-300 

BMI-120 

LMI-1000 

BMi-400 

LM 1-2000 

BMI-500 

LMI-3000 

BMI-750 

LMt-5000 

BMI-1000 

LMI-tOOOO 

BMI-1500 

BML-400 

BM1-3000 

BML-1000 

BMI-10000 

HML-200 

HMI-200 

HML-500 

HMI-500 

LML-1000 

HMI-1000 

LML-2500 

HM1-3000 

LML-4000 

LML-12000 


UTC standardized filters have been designed to take care of many present day 
filter requirements through stock units. The interstage type filters have a nomi¬ 
nal impedance of 10,000 ohms, and lencf themselves to effecting gain simul¬ 
taneously with their frequency discrimination. 

BMI units (Band Pass) have 2:1 gain. They are sharply peaked, having approxi¬ 
mately 2 DB attenuation at plus or minus 3% from center frequency and 
attenuation of 40 DB per octave as shown. Input 10,000 ohms, output to grid. 

HMI units (High Pass) have a loss of less than 6 DB at cutoff frequency, and an 
attenuation of 35 DB at .67 cutoff frequency. Input and output 10,000 ohms. 
LMI units (Low Pass) have a loss of less than 6 DB at cutoff frequency, and an 
attenuation of 35 DB at 1.5 cutoff frequency. Input and output 10,000 ohms. 
HML (High Pass), and LML (Low Pass) filters are similar to the interstage filters, 
in all characteristics, except that they are Intended for an Input and output 
Impedance of 500/600 ohms. BML (Band Pass) have input of 500/600 ohms, 
output to grid. 

All of the standard filters are housed in hermetically sealed cases, shielded to 
reduce hum pickup to 150 MV per gauss at 60 cycles. 

In addition to the stock filters listed, any of the six types are available as 
special units for any frequency from 100 to 12,000 cycles. Order by type followed 
by frequency, as LMI-2500, designating low pass interstage fiiter-2500 cycles 
cutoff frequency. These special units are priced at $35.00 net. 



FILTER CASE M 


Base.....1%" X 

Mtg. 3 / 4 " X 11 / 4 " 

Mtg. Screws. 6-32 

Cutout...%" dia. 

Height, BMI, LMI, BML.1%" 

Height, HMI, HML, LML. 21 / 2 " 

Weight ... .....6 oz. and 9 oz. 
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BROADCAST AND RECORDINfi EQUALIZERS AND FILTERS* 

*soo/Mii ohnt 



SAX UNIVERSAL EQUALIZER 


The universal eharacteristies of the UTC SAX equalizer have made it the most popular item for broadcast and recording 
equalizatiOh. This unique unit, with which most communications engineers are already familiar, is an accurately call* 
brated, quickly adjustable, combined low and high frequency equalizer. The low frequency controls include a switch for 
adjusting the maximum equalization frequency to 2S, 50, or 100 cycles and a calibrated T*pad for exact adjustment of 
the amount of equalization. The high frequency portion of this unit includes a switch to set maximum equalization point 
at 4000, 0000, 0000, 10,000 or 15,000 cycles, and a similar calibrated control reading directly in DB. Equalization up 
to 25 OB available at any frequency selected. 



TYPICAL CURVES OBTAINABLE WITH 
SA OR SAX ERUALIZER 


through a unique arrangement of compensating pads, changes in adjustment of the SAX equalizer do not affect thb 
apparent aural level. This permits changes in tone color, with negligible change in volume. Where rapid change¬ 
over is required in service from one line to another, or from recording to play back, it is merely necessary to predetermine 
the required setting. The actual adjustment of the controls can be taken care of almost instantaneously. The construction 
is of the depressed chassis, etched panel, rack mount type. Thoroughly shielded against inductive pickup with UTC 
Trialloy Shielding. Dimensions of panel ZW* x 19*. Depth 7Vk*. Weight 15 lbs. 


3A UNIVERSAL EQUALIZER 



The SA equalizer Is identical to the SAX described above, except that it does not incorporate the compensating pads for 
constant insertion toss. The insertion loss Is roughly proportional to the amount of equalization employed. All other 
characteristics identical with the SAX unit, this item weighs 10 lbs. 


4C SOUND EFFECTS FILTER 


The use of filters to obtain unusual sound effects is now finding wide application in broadcast technique. The Model 4C 
Filter was originally developed for one of the large broadcast chains, and is now used extensively by most broadcast 
stations. Two controls are provided on the 5Vk* x 19" panel, which is similar in appearance to the SAX unit. The weight 
of the 4C unit is 20 lbs. 



The low pass switch can be set for cutoff frequencies of 100, 250, 500, 1000, 2000, 3000, 4000, or 5000 cycles. The 
high pass switch' has identical frequency points. The great number of cutoff frequencies provides for a wide latitude 
of tone control. If desired, though not normally necessary, external potentiometers may be inserted in the circuit for 
attenuation control. 


UTC VARITRANS 

The UTC Varitran is a simple autotransfOrmer whose turns are arranged on one layer with the insulation 
removed so that every exposed turn may be used as a tap of the winding. A special non-fusing contact can be 
moved to any position on the winding, permitting the exact voltage desired to be obtained. The regulation 


VARITRAN RATINGS 

the Varitran autotransformer current and wattage rating is based at 115 volts. As the voltage is reduced, the 
wattage output is reduced correspondingly. The maximum current can be taken at any point from 0 to 20 volts 
and from 95 to 130 volts. Between 20 and 95 volts the current capacity tapers off from the two ends to 
approximately 60% of the rated maximum current at the 65 volt point. The mounting facilities are at 
both top and bottom of each unit to assure ease of mounting on panel, chassis or for laboratory bench service. 


Typa 

Input Voitaga 

Output Voltage 

Watts 

Max. Amps. 

Figure 

Approx. Dimensions 

Weight 

v-o 

115 volts 

0-130 

230 

2 

A 

AiAx 6V^x4^ 

10 

V-1 

115 volts 

0-130 

570 

5 

6 

Al/ax i X 3% 

12 

V-1-M 

115 volts 

0-130 

570 

5 

C 

AVkx 97ybx3% 

14 

V-2 

115 volts 

0-130 

570 

5 

A 

4%x 7V6x3% 

13 

y-3 

115 volts 

0-130 

850 

7.5 

A 

A^x 7Vftx3% 

16 
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HERMETICALLY SEALED COMPONENTS 



For over fifteen years UTC has been the largest supplier of transformer components for military applications, to customer specifications. 
Listed below are a number of types, to latest military specifications, which are now catalogued as UTC .stock items. 

Terminals on items H-20 through H-24 are neoprene-ceramic assemblies. All other units employ glass bead headers. Items H-1 through 
H-11 can, however, be supplied with neoprene-ceramic terminals where required. To so order, specify the type number followed by 
NC (H-l NC. etc.). 

The frequency response ratings are based on military requirements. Actually, most of the units that do not carry DC are appreciably 
better in response than the range shown. 

The level ratings are maximum level for reasonable distortion at the lowest frequency specified. For higher frequencies considerably 
higher levels are permissible. 

The impedance ratings are listed in standard manner. Obviously, a transformer with a 15,000 ohm primary impedance can operate 
from a tube representing a source impedance of 7700 ohms, etc. In addition, transformers can be used for applications differing 
considerably from those shown, keeping in mind that impedance ratio is constant. Lower source, impedance will improve response 
and level ratings.. . higher source impedance will reduce frequency range and level rating. 


MINIATURE A.UDIO UNITS . . . RCOF CASE 


Type 

No. 

Application 

MIL 

Type 

Pri. Imp. 

Ohms 

Sec. Imp. 
Ohms 

DC in 
Pri., MA 

Response 
i 2clb. (Cyc.) 

Max. level 
dbm 

H-1 

Mike, pickup, line to grid 

TFIAIOYY 

50,200 CT, 500 CT* 

50,000 

0 

50-10,000 


H-2 

Mike to grid 

TFlAllYY 

82 

135,000 

50 

250-8,000 ' 

+21 

H-3 

Single plate to single grid 

TF1A15YY 

15,000 

60,000 

0 

50-10,000 

+ 6 

H-4 

Single plate to single grid, 
DC in Pri. 

TF1A15YY 

15,000 

60,000 

4 

200-10.000 

+14 

K-5 

Single plate to P.P. grids 

TF1A15YY 

15,000 

95,000 CT 

0 

50-10,000 

+ 5 

H-6 

Single plate to P.P. grids, 
DC in Pri. 

TF1A15YY 

15,000 

95,000 split 

4 

200-10,000 

+ 11 

H-7 

Single or P.P. plates to line 

TF1A13YY 

20,000 CT 

150/600 

4 

200-10,000 

+21 

H-8 

Mixing and matching 

TF1A16YY 

150/600 

600 CT 

0 

50-10,000 

+ 8 

H-9 

82/41:1 input to grid 

TFIAIOYY 

150/600 

1 meg. 

0 

200-3,000 (4db.) 

+ 10 

H-tO 

10:1 single plate to single 
grid 

TF1A15YY 

10,000 

1 meg. 

0 

200-3,000 (4db.) 

+ 10 

H-11 

Reactor 

TF1A20YY 

300 Henries-0 DC, 50 Henries-3 Ma. DC, 6,000 Ohms. 




COMPACT 

AUDIO UNITS 

• • « R C ■* 

50 

CASE 


Type 

No. 

Application 

MIL 

Type 

Pri. Imp. 

Ohms 

Sec. Imp. DC in 
Ohms Pri., MA 

Response 
± 2db. (Cyc.) 

Max. level 
dbm 

H-20 

Single plate to 2 grids, can 
also be used for P.P. plates 

TF1A15YY 

15,000 split 

80,000 split 

0 

30-20,000 

+12 

H-21 

Single plate to P.P. grids, 
DC in Pri. 

TF1A15YY 

15,000 

80,000 split 

8 

100-20,000 

+23 

H-22 

Single plate to multiple line 

TF1A13YY 

15,000 

50/200, 

125/500** 

8 

50-20,000 

+.?3 

H-23 

P.P. plates to multiple line 

TF1A13YY 

30,000 split 

50/200, 

125/500** 

0 

30-20,000 

+ 19 

H-24 

Reactor 

TF1A20YY 

450 Hys.-O DC, 250 Hys.-5 Ma. DC, 6000 Ohms . . . 

65 Hys.-lO Ma. DC, 1500 ohms. 



SUBMINIATURE AUDIO UNITS... 

SM 

CASE 


Type 
< No. 

Application 

MIL 

Type 

Pri. Imp. 

Ohms 

Sec. Imp; DC In Response 

Ohms Pri., MA ± 2db. (Cyc.) 

Max. level 
dbm 

H-30 

Input to grid 

TFIAIOYY 

50*** 

62,500 

0 

150-10,000 

+ 13 

H-31 

Single plate to single grid, 
3:1 

TF1A15YY 

10,000 

90,000 

0 

300-10,000 

+13 

H-32 

Single plate to line 

TF1A13YY 

10,000**** 

200 

3 

300-10,000 

+ 13 

H-33 

Single plate to low 
impedance 

TF1A13YY 

30,000 

50 

1 

300-10,000 

+ 15 

H-34 

Single plate to low 
impedance 

TF1A13YY 

100,000 

60 

.5 

300-10,000 

+ 6 

H-35 

Reactor 

TF1A20YY 

100 Henries-0 DC, 50 Henries-1 

Ma. DC, 4,400 ohms. 



*200 ^hm termination can be used for 150 ohms or 250 ohms, 500 ohm termination can be used lor 600 ohms. 

**200 ohm termination can be used for 150 ohms or 250 ohms, 125/500 ohm termination can be used tor 150/600 
ohms. 

***can be used with higher source impedances, with corresponding reduction In frequency range. With 200 ohm source, 
secondary impedance becomes 250,000 ohms . . . loaded response is->4 db. at 300 cycles. 

****can be used for 500 ohm load .. . 25,000 ohm primary Impedance ... 1.5 Ma. DC. 



RCOF CASE 

Length... 1 25/64 

Width ... 61/64 

Height... 1 13/32 

Mounting..... 1 i/g 

Screws.4-40 FIL. 

Cutout . 7/8 


Unit Weight 1.5 oz. 



RC-50 CASE 


Length . 

. 1 5/8 

Width. 

.. 1 5/8 

Height. 


Mounting. 

.. 1 5/16 

Screws. 

. #6-32 

Cutout . 

. 1 1/2 

Unit Weight. 




SM CASE 

Length. 11/16 

Width ..... 1/2 

Height. 29/32 

Screw ....... 4-40 FIL. 

Unit Weight ... &0 oz. 
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COMMERCIAL GRADE COMPONENTS 



The commercial grade series of transformers incorporate conservative design 
and rugged construction to assure dependability under continuous service 
operation in industrial and commercial grade communication equipment. 
These units are mounted in uniform drawn cases finished in light grey 
enamel, and intended for chassis mounting. All items are poured with special 
sealing compound in addition to vacuum impregnation of coil structures. 
Type numbers are identical with the PA units except for the prefix "CG." 

CG-134,135 and 136 are of the hum-bucking type to assure low hum pick-up. 
All audio components are linear. ± IV 2 DB from 40 to 10,000 cycles (no 
unbalanced D.C.), except CVL and CVM units ... 40 to 6000 cycles. Parallel 
feed low level interstage units with 50,000 ohms and .25 mfd. 200 ohm 
windings on input transformers are balanced and may be used for 150 to 250 
nhm circuits. 



INPUT, INTERSTAGE, MIXING AND 
LOW LEVEL OUTPUT TRANSFORMERS 


Type NO. 

Application 

Primary 

Impedance 

Ohms 

Secondary 

Impedance 

Ohms 

Case 

No. 

CG-131 

1 plate to 1 grid 

15,000 

135,000 3:1 ratio 

RC-50 

CG-132 

1 plate to 2 grids 

15,000 

135,000 centertapped 
3:1 ratio overall 

RC-62 

CG-133 

2 plates to 2 grids 

30,000 P to P 

80,000 overall 

1.6:1 ratio overall 

RC-75 

CG-134 

Line to 1 grid hum¬ 
bucking 

50, 200, 500 

80^,000 

RC-50 

CG-135 

Line to 2 grids hum¬ 
bucking 

50, 200,500 

120,000 overall 

RC-50 

CG.235 

Line to 1 or 2 grids, 
hum-bucking; multi¬ 
ple alloy shielded 
for low hum pickup 

50, 200, 500 
ohms 

80,000 overall 

RC-75 

CG-136 

Single plate and low 
impedance mike or 
line to 1 or 2 grids 
hum-bucking 

IS.OWSO, 200 

80,000 overaU 

RC-62 

C^3“ 

PP 6C5, 12AU7, sim¬ 
ilar triodes to AB 
45’s, 2A3’s, 6L6’s, 
etc. 

30,000 P to P 

25,000 overall 
.9:1 ratio overall 

RC-87 

CG-333 

PP 6C5, 12AU7, sim¬ 
ilar triodes to fixed 
bias 6L6’s 

30,000 P to P 

5,000 overall 
.4:1 ratio overall 

RC-87 

C^33~ 

PP 45, 2A3, similar 
tubes to fixed bias 

2 or 4 6L6’s 

5,000 P to P 

1,250 overall 
.5:1 ratio overall 

RC-100 

CG-137~" 

Mixing 

50, 200, 500 

50, 200,500 

"RC^r 

CG-140 

Triode plate to line 

15,000 

50, 200, 500 

"RC-50' 

CG-141 

PP triode plates to 
line 

30,000 P to P 

50, 200, 500 

RC-50 



The UTC CGE-IA is the ideal device for any application where frequency 
response control is desired. Incorporating the latest developments in design 
and manufacture, this new unit provides the ultimate in control and flexibility. 
This equalizer is not a simple R-C tone control, but employs resonant circuits 
in a unique arrangement providing equalization characteristics unobtainable 
by conventional circuits. Designed to work from a low or medium impedance 
source (0 to 20,000 ohms) to a high impedance (500,000 ohms or open grid), 
the CGE-IA affords continuously variable equalization over a 30 DB range 
at either end of the spectrum, while Introducing only 18 DB total insertion 
loss. (See curve above). Complete independence of high frequency and low 
frequency controls permits a wide variety of settings without affecting the 
over-all volume level. Because of its low insertion loss, this unit may be 
incorporated directly in many amplifiers, if existent gain is low, a single 
medium-mu triode stage will provide both proper gain and source Impedance. 
(See circuit on centerfold, page C.) The mechanical construction permits 
mounting with case on panel directly behind controls, or with case separated 
from controls and panel. An etched, calibrated panel is provided. 

CGE-lA Panel Dim. 2%" x 31 / 2 ". Wt. 2 Lbs. 


DYNAMIC NOISE SUPPRESSION.INDUCTOR 

Incorporates two accurate High Q coils [.8 hy. and 2.4 hy.] for use in dynamic noise 
suppression circuits. Excellent circuit accompanies unit. 

Type C6-50 RC-62 Case 


COMMERCIAL GRADE CASE 


Case 

No. 

Base 

Dim. (Sq.) 

Mounting 

Dim. (Sq.) 

Height 

Cutout 

Die. 

Unit Weight 
(Lbs.) 

RC-50 

1% 

1-5/16 

2y4 

IV 2 

V2 

RC-62 

1-13/16 

Wz 

IVz 

IV 2 

1 

RC-7S 

2-3/16 

1-13/16 

27/8 

VM 

m 

RC-87 

2-9/16 

2-3/32 

3V4 

2 

2 % 

RC-100 

3 

2% 

33/4 

2H 

3Vi 

RC-112 

3-7/16 

2-11/16 

AVt 

27/^ 

5 

RC-125 

3% 

3 

4V2 

3 

6^ 

RC-150 

AVi 

3-9/16 

5V4 

3% 

11 

RC-152 

5Vb 

41/8 

5^2 

4 

15^ 

RC-175 

5% 

47/8 

7Vfc 

4 

22 


OUTPUT 

TRANSFORMERS 



Secondary Impedances: 500, 200,16, 8, 5, 3, 

, 1.5 ohms 

Type 

Imped. P.P. 



Max. 

Case 

No. 

Ohms, Overall 

Typical Tubes 

Watts 

No. 

CG-15 

8,000 

45, 6F6 triode, 6V6 

20 

RC-100 

CG-16 

3,000/5,000 

2A3, 6A3, 6B4, 6AS7G,6L6 

20 

RC-100 

CG-19 

6,000/10,000 

6N7, 6F6, 6V6 

20 

RC-100 

CG-710 

14,000/20,000 

6K6, 7B5 


20 

RC-100 

CG-2L6 

9,000 

6L6’s, ABl 


30 

RC-125 

CG-4L8 

3,800/4,500 

2-6L6’s, AB2 or 4-6L6's ABl 

55 

RC-150 

CG 

VARIMATCH OUTPUTS FOR P 

. A. 

Universal units designed to match any tubes within the rated output power, to line 

or voice coil. Output impedance 500, 200, 50, 16, 8, 5, 3, 

1.5 ohms. 

Primary im- 

pedance 3000, 5000, 6000, 7000, 8000, 10,000, 14,000 ohms. 


Type 

Audio 




Case 

No. 

watts 

Typical Tubes 


No. 

CVP-1 

12 45, 2A3, 6F6, 25L6, 6V6,6B4 


RC-10Q 

CVP-2 

30 45, 2A3, 6L6, 6V6 



RC-126 

CVP-3 

60 50’s, 300A’s, 6L6’s, 801, 807, 1614 


RC-150 

CVP-4 

125 800’S, 801’s, 807’S, 4-6L6’s, 845’s, 4-1614's 

RC-152 

CVP-5 

300 211, 242A’s, 203A’s, 838’s, 4-845’s, 2B-120’s 

RC-175 


CG VARIMATCH LINE 
TO VOICE COIL TRANSFORMERS 

The UTC VARIMATCH line to voice coil transformers will match any voice coil or 
group of voice coils to a 500 ohm line More than 50 voice coil combinations can be 
obtained, as follows: 

.2, .4, .5, .62, 1, 1.25, 1.5, 2, 2.5, 3, 3.3, 3.8, 4, 4.5, 

5, 5.5, 6, 6.25, 6.6, 7, 7.5, 3, 9, 10, 11, 12, 14, 15, 

16, 18, 20, 25, 28, 30, 31, 40, 47, 50, 63, 69, 75. 

Where speakers are to be connected in groups to one transformer, it is preferable 
that parallel connection be used to eliminate the possibility of multiple resonance. 
If two speakers of different impedances are connected in parallel, the lower im¬ 
pedance speaker will develop greater power. If connected in series, the higher 
impedance speaker will develop greater power. 


Type 

No. 


Audio 

Watts 


Primary 

Impedance 


Secondary 

impedance 


Case 

No. 


CVL-1 

15 

500 ohms 

.2 to 75 ohms 

RC-87 

CVL-2 

40 

500 ohms 

.2 to 75 ohms 

RC-iSS 

CVL-3 

75 

500 ohms 

.2 to 75 ohms 

RC-150 

CG 

VARIMATCH LINE 

AUTOFORMERS 

UTC Varimatch Line Autoformer will match one to ten 500 ohm lines or CVL windings 

to the 500 ohm output of an audio amplifier. The CVL-10 to 12 autoformers have 

impedances of 500, 250, 

167, 125, 100, 83, 71, 62, 50 ohms. 


Type No. 


Audio Watts 


Case No. 

CVL-10 


15 


RC-87 

CVL-11 


30 


RC-125 

CVL-12 


60 


RC-150 
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CG VARIMATCH MODULATION UNITS 


COMMERCIAL GRADE 
COMPONENTS 



UTC Special Series transformers are specifically designed for amateur and 
popular-priced PA service. The Special units are finished in a rich, commercial 
type medium gray enamel. A recessed terminal strip is provided permitting 
above chassis or breadboard wiring in addition to standard chassis type 
wiring. The universal windings provided on driver, matching and output 
transformers assure a maximum of flexibility. Modulator output units will 
carry the DC current of the class C stage for any of the impedances available 
and will match practically any audio tubes to any RF load within the power 
rating of the transformer. Large components are housed in formed cases 

CG PLATE TRANSFORMERS 


Will match any modulator tubes to-any RF load. 

The-ever increasing number of vacuum tubes available for audio and RF applications 
has increased the difficulty of obtaining transformers suitable for matching to the 
various correct tube loads. If a standard transformer having a limited impedance 
range is purchased and used for a specific purpose as the "nearest thing" available, 
comparatively high distortion is inevitable. While a 20% mismatch caused by such 
an occurrence does not represent a serious loss in power, it greatly reduces the 
undistorted power available from a class B modulator because optimum plate load 
is not reflected to the tubes. The UTC Varimatch transformer eliminates this diffi¬ 
culty through the use of a combination of tapped windings affording an extremely 
wide range in impedance matching. Designs provide that for any load impedance 
employed, full class C plate current can be carried by secondary winding 
Primary impedances from 500 to 20,000 ohms 
Secondary impedances from 30,000 to 300 ohms 


Max. Max. 
Audio Class C 


Type No. 

Watts 

Input 

Typical Modulator Tubes 

Case No. 

CVM-0 

12 

25 

2A3, 6B5 

RC-100 

CVM-1 

30 

60 

6V6, 2A3, 6L6, 210 

RC-125 

CVM".2 

60 

125 

801, 6L6, 809, 4-46, T-20, 1608 

RC-150 

CVM-3 

125 

250 

800, 807, 845, TZ-20, RK-30, 35-T 

RC-152 

CVM-4 

300 

600 

50-T, 203A, 805, 838, T-55, ZB-120 

RC-175 

CVIVl-5 

600 

1200 

805, HF-300, 204A, HK-354, 250TH 

7X12X9H 


60 lbs. 


CG VARIMATCH DRIVER TRANSFORMERS 


Type No. 

Primary 

Typical Output Tubes 

Case No. 

CG-51AX 

All single tubes like: 6C5, 
6C4,12AU7, 45, 2A3 

2A3, 45, 6L6 

RC-87 

CG-53AX 

P. P. tube like: 45, 2A3, 
6L6, 6B4 

46, 4-46, 841, 210, 801, 
RK-18, 800, 203A, 838, 805, 
SOT, 830 B 

RC-t12 

CG-59AX 

50, 200, 500 ohm line 

805, 838, 203A, ZB-120, 

lOOTH, 800, 55T, RK-18 

RC-112 

CG-238AX 

4-2A3, 4-45, 4-50, 2-211A, 
2-845 

4-805’s, 4-838's, 4-203A’s. 
2-204's, 2-849's, 2-HF300’s, 
2-HF200’s, 2-250TH's, 
2-450TH’s 

RC-150 

CG-512 

50, 200, 500 ohm line 

2-250TH, 2-450TH, 

RC-150 


2-HF200, 2-HF300, 
2-204A. 2-849 


VARIPOWER AUTO-FORMERS 


Type 

Watts 

Case 

No. 

Output 

No. 

CVA-1 

150 

RC-112 

CVA-2 

250 

RC-125 

CVA-3 

500 

RC-150 

CVA-4 

1000 

RC-152 

CVA-5 

2000 

RC-175 


Designed for line voltage control, filament control 
and reduced power operation. Output voltage from 
0 to 130 volts, 50/60 cycles. Varipower units permit 
control of filament voltage at the tube socket to 
within 2V2% of desired value simultaneously with 
line voltage control and plate voltage control. Can 
be used to reduce or increase voltages on filament 
transformers. Taps at 25, 55, 75, 95, 100, 105, 110, 
115, 120, 125 and 130 volts permit output voltages 
from 0 to 130 volts in 5 volt steps. 


POWER AND BIAS TRANSFORMERS 


Primary 115 volts 50/60 cycles 


Type High DC 


No. 

Voltage 

MA. 

Fil. 1 

Fil. 2 

Fil. 3 

Fil. 4 

Case No. 

CG-422 

435-365-0- 

365-435 

125-0-125 

125 

25 

5''-3A 

5V-2A 

6.3 VCT- 
3A 

2.5 VCT- 
5A 

RC-150 

CG-428 

500-0-500 

80-0-80 

250 

100 

5V-3A 

5V-2A 

6.3 VCT- 
4A 

6.3 VCT- 
3A,tapped 
2.5 VCT- 
3A 

RC-152 

CG-429 

600-525-0- 

525-600 

250 

5V-3A 

6.3 VCT- 
3-A 

7.5 VCT- 
3A,tapped 
6.3 VCT- 
4A 


RC-152 

CG-431 

500-400-0- 

400-500 

80-0-80 

~500^ 

100 

5V-6A 

5V-2A 

6.3 VCT- 
5A 

6.3 VCT- 
3A 

RC-175 


CG-315 Tapped for any DC voltage from 15 

to 100 volts within 6% - 250 MA_RC-125 


CG-316 Tapped for any DC voltage from 75 

to 400 volts within 6% - 250 MA RC-152 


Primaries for 105, 115, 220, 230 volts, 50/60 cycles. For reduced power, secondary 
voltages can be reduced to half by using 220V. Pri. on 110 volts. These transformers 
may be used on 25 to 43 cycles if 220V. Pri. is used on 110 volts. Secondary voltage 
is simultaneously halved. 


DC DC 

T ype No. _H igh Voltage _ Voltage _ MA Cas e No. 


CG-300 

625-515-0-515-625 


500/400 


200 

RC-150 

CG-301 

580-530-300-0-300-530-580 

475/425/250 

420 

RC-152 

CG-302 

950-750-0-750-950 


760/610 


360 

RC-175 

CG-303 

1500-1235-400-0-400-1235-1500 

1250/1000 
300 ■ 


260* 

175 

RC-175 


*300MA, if used without load on low voltage winding. 



TYPE EC CASE UNITS 




Type No. 

High Voltage 

DC 

Voltage 

DC 

MA L 

w 

H 

Wt. 

Lbs. 

CG-304 

1500-1235-0- 

1235-1500 

1250/1000 

800 15 

BVz 

10 % 

100 

CG-305 

2400-1750-0- 

1750-2400 

2000/1500 

300 lOV^i 

AV* 

6 % 

50 

CG-306 

2400-1750-0- 

1750-2400 

2000/1500 

500 15 

BVi 

10% 

IQO 

GG-307 

3500-3000-2400-0- 

2400-3000-3500 

3000/2500 

2000 

300 14V^^ 

BVi 

10% 

90 

CG-308 

3500-3000-2400-0 

2400-3000-3500 

3000/2500 

2000 

500 UVz 

BVz 

10% 

125 

CG-309 

3500-3000-2400-0- 

2400-3000-3500 

3000/2500 

2000 

1000 21 

10 

13V4 

185 

CG-31t 

1500-1235-0- 

1235-1500 

1250/1000 

500 lOVi 

4% 

6 % 

50 

CG-312 

1800-1500-0- 

1500-1800 

1500/1250 

400 lOVz 

4% 

6 % 

50 


FILTER CHOKES 

INDUCTANCE SHOWN IS AT RATED DC MA 


Type Ne. 

Inductance 

Henryt 

DC 

MA 

OC Res. 
Ohms 

Test Volts 

Case No. 

C6-40 

10 

200 

110 

1750 

RC-112 

C6-41 

4-20 

200 

no 

1750 

Rb-112 

C6-44 

30 

100 

400 

1750 

RC-100 

CG-49 

250 

15 

5000 

1750 

RC-S7 

CG-48C 

75 

50 

2200 

1750 

RC-87 

C6-100 

12 

150 

110 

2500 

RC-125 

C6-102 

12 

250 

100 

3000 

RC-1SO 

C6-104 

10 

350 

90 

5000 

RC-152 

C6-108 

30 

500 

52 

7000 

RC-175 

C6-1S 

IQ 

1000 

40 

9000 

ll%x4%x 
6 % H. 60 lb. 


SWINGING 

INPUT 

CHOKES 



INDUCTANCE SHOWN IS FROM 100% TO 10% OF RATED DC MA 


■ nw. 

Henrys 

MA 

Ohms 

Test Volts 

Case No. 

C6-101 

5-25 

150 

no 

2500 

RC-125 

CG-t03 

5-25 

250 

100 

3000 

RC-150 

CG-105 

5-25 

350 

90 

5000 

RC-152 

C6-109 

5-25 

500 

52 

7000 

RC-175 

C6-1C 

5-25 

1000 

40 

9000 

n%x4%x 
6 % H, 60 lb 


FILAMENT TRANSFORMERS 


Primary for 105, 115. 220, 230 volts, 50/60 cycles. These transformers may be used 
on 25 to 43 cycles if 220 volt primary is used on 110 volts. Secondary voltage is 
simultaneously reduced to half. *Two Windings. 



Sec. Volts 

Sec. 

Working 

Test 

Case 

Type No. 

C. T. 

Amps. 

Voltage 

Voltage 

No. 

CG-33 

6.3 

4 

500 

2000 

RC-75 

CG-34 

21/2 

10 

2500 

6000 

RC-112 

CG-120 

21/2 

10 

5000 

11000 

RC-125 

GG-121 

5 

25 

5000 

11000 

RC-150 

CG-122 

7.5/6.3 

10 

1500 

4000 

RC-125 

CG-124 

10 

10 

1500 

4000 

RC-1S0 

CG-125 

14/12/11 

10 

1500 

4000 

RC-150 

CG-126 

*14/11/10 

10 

1500 

4000 

RC-152 


14/11/10 

10 
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SPECIAL SERIES AUDIO TRANSFORMERS 


CASE SIZES 


Type 

No. 

.H 

W 

D 

M 

Wt. 

Lbs. 

G-1 

17/8 

2-13/16 

'13/4 

23/8 

1 

G-2 

2-5/16 

33/8 

1-15/16 

27/8 

11/2 

G-3 

21/2 

33/4. 

2-5/32 

31/4 

2 

G-4 

■2-15/16 

41/8 

2-5/16 

35/8 

3 



UTC Special Series transformers are specifically designed for amateur and 
popular-priced PA service. The Special units are finished in a rich, commercial 
type medium gray enamel. A recessed terminal strip is provided permitting 
above chassis or breadboard wiring in addition to standard chassis type 
wiring. The universal windings provided on driver, matching and output 
transformers assure a maximum of flexibility. Modulator output units will 
carry the DC current of the class C stage for any of the impedances available 
and will match practically any audio tubes to any RF load within the power 
rating of the transformer. Large components are housed in formed cases 
with top or bottom mounting. All units are vacuum impregnated-compound 
filled. 


TYPICAL MODULATOR COMBINATIONS 

S-18-12 WAnS MAX. 


CLASS A INPUT TRANSFORMERS 


Type No. 

Application 

Ratio 

Case 

S-1 

1 plate* to 1 grid 

3V2:1 

G-2 

S-2 

1 plate* to 2 grids 

2:1 

4:1 

G-2 

S*3 

1 plate* to 1 or 2 grids compact type 

2:1 

G-1 

S-4 

1 plate* to 2 grids wide range response 

1:1 

G-3 

’ S-5 

Single or double button mike or line to 1 
grid hum-bucking type 

16:1 

G-2 

S-6 

Single-or double button mike or line to 

1 grid, compact type 

16:1 

G-1 

S-7 

Single plate* and carbon mike to one 
or two grids 

3:1 

16:1 

G-2 

* Will match tubes lilje 6J5, 6C4,12AU7, etc. Can be used with high mu triodes with 
loss in low frequencies. 

UNIVERSAL DRIVER TRANSFORMERS 


(See Modulator chart for tube types) 



Type No. 

Application 


Case 

S-8 

Single driver plate to pushpull grids 


G-3 

S-9 

Pushpull driver plates to grids of class 6 
tubes up to 400 watts output 


G-4 

S-10 

Pushpull 56, 6C6 triode, 6C5, or similar plates 
to 45's, 2A3's or 6L6’s, self or fixed bias 

G-3 


MATCHING TRANSFORMERS 


Type No. 

Application Pri. Ohms 

Sec. Ohms 

Case 

S-11 

Single 6J5, 6C4,12AU7 15,000 

or similar tube to line 

200/500 

G-2 

S-12 

Line to speaker 15 watts 500, 2000, 4000 

2, 4, 8,15 

G-2 

S-13 

Line to speaker 30 watts 500, 2000, 4000 

2, 4, 8,15 

G-4 


UNIVERSAL OUTPUT TRANSFORMERS 
TO LINE AND VOICE COIL 


Type 

No. 

Max. 

Watts 

(Secondary Impedances: 500, 15, 8. 2 ohms) 

Primary Typical- 

Impedance Tubes 

Class 

Case 

Single Tubes: 


2500 Ohms 

2A3. 6A3, 6A5, 6B4, 6L6, 6Y6, 

A 

G-2 



25L6, 35L6 



S.14 

4000 ohms 

45, 6V6, 12A6 

A 


low. 

7000 ohms 

42, 47, 2A5, 6AC5, 6F6, 6K6, 

A 




6N6, 785 




10,000 ohms 

37, 38, 41, 1G5, 3C5, 6A4, 6N7 

A 



P. P. Tubes: 



G-2 


4000 ohms 

6Y6.25L6 

AB 


s-15 

5000 ohms 

45, 2A3, 6A3, 6A5, 6B4, 6AS7 

AB 


12 W, 

10,000 ohms 

IH'4, 6AC5G, 6B5, 19, 6A6, 

AB 




6N6, 6N7, 6Y7 

B 


S-16 

3000 ohms 

45, 2A3, 6A3, 6A5, 6B4, 25L6 

AB 

G-4 

30-W. 

6000 ohms 

2A5, 6F6 triodes, '6AS7, 46, 

AB 




6A6. 6N7 

B 



9000/10000 ohms 

45, 2A5, 6AC5, 6B5, 6F6, 6L6, 





6V6, 807-triode 

AB 


S-17 

3800 ohms 

6L6’s 

AB2 

G-5 

55 W. 

4500/5000 ohms 

4-6L6’s 

ABl 




46, 1608, 809 

B 



UNIVERSAL MODULATION TRANSFORMERS 

Secondary carries class C current 
Any modulator tubes to any RF load. (See chart) 


Type No. 

Audio Power 

Case 

S-18 

12 watts 

G-3 

S-19 

30 watts 

G-4 

S-20 

55 watts 

G-5 

S-21 

110 watts 

G-7 

S-22 

250 watts 

G-9 


DRIVER TUBES: In the combinations shown below, typical suitable drivei 
tubes are: 6C5, 6E6, 6N7, 6J5, 6C4, 12AU7, 6P5. 6J7-TR, 6SJ7-TR. 


DRIVER MODULATOR STAGE 

sec. P.P. Watts Plate Bias 

Transf. Term. Tubes Output P.P. Load Volts Volts 


S-2 

G-G 

6E6 

1.6 

14,000 

250 

‘ 27 

S-8 

G-G 

19,1J6G 

2.1 

10,000 

135 

0 

S-8 

G^G 

49 

3.5 

12,000 

180 

0 

S-2 

G-G 

25L6 

4 

4,000 

110 

7.5 

S-8 

G'-G' 

6Z7G 

4.2 

12,000 

180 

0 

S-2 

G-G 

6Y66 

7 

4,000 

135 

13.5 

S-8 

G-G 

6Y7G 

8 

14,000 

250 

0 

S-8 

G'-G' 

6AC5G 

8 

10,000 

250 

0 

S-8 

G'-G' 

6A6, 6N6, 6N7 

10 

10,000 

300 

0 

S-2 

G-G 

2A3, 6A3, 6A5G, 6B46 

10 

5,000 

325" 

750 ohm 

S-8 

G-G 

45 

10 

5,000 

275 

770 ohm 

S-2 

G-G 

6AS7G, 

10 

5,000 

250 

1,250 ohm 



SINGLE TUBES 




Pri. Lead 

S-1 

F-G 

43, 45, 71A, 25A6, 25A7 

46, 6V6 

42, 46, 47, 49, 2A5, 6F6, 6B5 

10, 41, 32, 666, 6K6 

38,12A7 



4,000 ohm 
6,000 ohm 
7,000 ohm 
10,000 ohm 
14,000 ohm 


Tube or 
Tubes 

(6J5, 

DRIVER 

Transf. 

S-19-30 WATTS MAX. 

6C4, 12AU7, etc. may be substituted for 6C5 tubes) 

MODULATOR STAGE 

Sec. P.P. Watts P.P. Plate 

Terms. Tubes Output Load Volts 

Bias 

Volt! 

6C5 

S-10 

G-G 

6V6 

13 

8,000 

300 

2 

6C5 

S-10 

6-G 

2A3, 6A3, 

45, 6A5G, 
6B4G 

15 

3,000 

325 

6 

6C5 

S-10 

G-G 

2A5, 6F6 
Pentode AB 

10 

10,000 

375 

34 

ohrr 

2A5 

S-8 

G-G 

2A5, 6F6, 
triode AB 

18 

6,000 

350 


89 

S-8 

G'-G' 

6A6, 6N6, 
6N7 

19 

5,000 

300 


45 

S-8 

G-G 

10, 1602 

25 

8,000 

425 

( 

45 

S-B 

G'-G' 

46 

25 

6,000 

425 


45 

S-8 

G'-G' 

841 

28 

7,000 

425 


6C5 

S-10 

G-G 

6L6 self 
bias 

30 

9,000 

400 



P.P. 

Tubes 

DRIVER 

Sec. 

Transf. Terms. 

S-20- 

P.P. 

Tubes 

-55 WATTS MAX. 

MODULATOR STAGE 
Watts P.P. Plate Plate 

O’tp’t Lead Volts Tr’sf. 

Bias 

Volts 

Bia 

Trs 

2A3 

S-9 

1-1 

801 

45 

10000 

600 

S-45 

75 

S-1 

2A3 

S-9 

3-3 

1608 

50 

5000 

425 

S-44 

15 

S-! 

2A3 

S-9 

1-1 

T-20 

50 

8000 

600 

S-45 

30 

S- 

Single 

45 

S-8 

G'-G' 

4-46, 

59 

56 

3000 

425 

S-44 

0 


6C5 

S-10 

G-G 

61^. 

AK 

60 

3800 

400 

S-39 

"~25~ 


6C5 

S-10 

G-G 

4-6L6 

60 

4500 

400 

S-40 

~23~ 


2A3 

S-9 

3-3 

809 

60 

5000 

500 

S-41 

0 
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REPLACEMENT TYPE COMPONENTS 

(PREVIOUS POWER TRANSFORMERS TYPE R-1 THRU R-13 AND R-54 WILL BE AVAILABLE UNTIL 1951) 


The UTC replacement type transformers represent the culmination of years 
of development in this field. All units are vacuum sealed against humidity 
with special impregnating materials to prevent corrosion and electrolysis. 
Shells and brackets are finished in attractive high lustre black enamel. 

The UTC shells and universal brackets employed make possible a latitude in 
mounting dimensions never approached heretofore. A minimum number of 
transformers have been developed to cover^ny requirement in the replace¬ 
ment field. Pri. 117V. 50/60 cycles. 


DOUBLE SHELL TYPE 

The universal feet may be used for upright or horizontal mounting, or 
eliminated for flush mounting. 


SINGLE SHELL TYPE 

UTC flush type transformers are husky units designed for low temperature 
rise and good regulation. The rugged solde.r terminals permit ease of circuit 
change for the experimenter. 


VERTICAL SHELL TYPE 

UTC vertical power transformers are unusually attractive In appearance, 
having smooth drawn cases finished in high lustre black enamel. 


DOUBLE SHELL POWER TRANSFORMERS 


Type 

No. 

High 

V. 

DC 

MA. 

Rect. 

Fil. 

Amp. 

Fil. 

W 

D 

H 

M 

N 

Wt. 

Lb. 

R-101 

275-0- 

275 

50 

5V-2A. 

6.3V CT- 
2.7A 

3 

21/2 

23/4 

2V2 

21-1/16 

2V2 

R-102 

350-0- 

350 

70 

5V-3A.. 

6.3V CT- 
3A. 

3 

21/2 

33/8 

21/2 

2rl/16 

31/2 

R-103 

350-0- 

350 

90 

5V-3A. 

6.3V CT- 
3.5A. 

33/fe 

27/8 

33/8 

2-13/16 

i 21/4 

4y2 

R-104 

350-0- 

350 

120 

5V-3A. 

6.3V CT- 
5A. 

33/4 

31/8 

33/8 

31/8 

21/2 

5V2 

R-105 

385-0- 

385 

160 

5V-3A. 

6.3V CT- 
5A. 

33/4 

31/8 

37/8 

31/8 

21/2 

7 

SINGLE 

Type High 

SHELL 

DC Rect. 

POWER 

Amp. 

TRANSFORMERS 

wt. 

No. 

V. 

MA. 

Fil. 

Fil. 

W 

D 

H 

M 

N 

Lb. 

R-106 

300-0- 

300 

50 

5V-2A. 

6.3V CT- 
2.7A 

3 

21/2 

3 

21/2 

2-1/16 

2y2 

R-107 

350-0- 

350 

70 

5V-3A. 

6.3V CT- 
3A. 

3 

21/2 

35/8 

2y2 

2-1/16 

3y2 

R-108 

350-0- 

350 

120 

5V-3A. 

6.3V CT- 
5A. 

33/4 

31/8 

35/8 

31/8 

21/2 

5y2 

R-109 

400-0- 

400 

200 

5V-3A. 

6.3V CT- 
6A. 

4V2 

33/4 

4 

33/4 

3 

8 


VERTICAL SHELL POWER TRANSFORMERS 


Type 

No. 

High 

V. 

DC 

MA. 

Rect. 

Fil. 

Amp. 

Fil. 

W 

D 

H 

M 

N 

Wt. 

Lb. 

R-1 10 

300-0- 

300 

50 

5V-2A. 

6.3V CT- 
2.7A 

21/2 

21/2 

31/4 

2 

13/4 

21/2 

R-1 11 

350-0- 

350 

70 

5V-3A. 

6.3V CT- 
3A. 

21/2 

31/8 

31/4 

2 

23/8 

3y2 

R-112 

350-0- 

350 

120 

5V-3A. 

6.3V CT- 
5A. 

31/4 

35/8 

4 

21/2 

2y2 

5y2 

R-113 

400-0- 

400 

200 

5V-3A. 

6.3V CT- 
6A. 

37/8 

41/4 

45/8 

3 

31/8 

8 


CHANNEL FRAME FILTER CHOKES 

Inductance Shown Is at Hated O.C.M.A.~ln$ulation Test: 1750 Volts 


Type 

No. 

Induct. 

Hys. 

Current 

Resistance 

Ohms 

Dimensions, 
W 0 

Inc. 

H 

M 

Lbs 

R-55 

6 

40MA 

300 

2y2 

1% 

■EUSli 



R-14 

8 

40MA 

250 

27/e 

1% 




R-15 

12 

SOMA 

450 

27/e 

1% 

1-11/16 

2% 

% 

R-16 

15 

wmriujm 

630 

27/e 

m 


2% 

% 

R-17 

20 

40 MA 

850 

3-5/16 

1% 

2 

2-13/16 

1 

R-18 

8 

80MA 

250 

3-5/16 

1% 

2 

2-13/16 

1 

R-19 

14 

lOOMA 

450 

3% 

13/4 

2-5/16 

3Vb 

1 % 

R-20 

5 

200MA 

90 

4y8 

2 

2% 

3-9/16 

2Vi 

R-21 

3/15 

200MA 

90 

4y8 

2 

2%. 

3-9/16 

2% 

R-22 

120 

5MA 

4000 

3-5/16 

1% 

2 

2-13/16 

1 









CHANNEL FRAME TYPE 

Channel frame chokes and audios are conservatively designed. Standara 
black enamel mounting channels are employed. Coils are tropic-sealed by 
vacuum-pressure method. 
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FILAMENT TRANSFORMERS 

CHANNEL FRAME TYPE 

Pri. 115 V. 50/60 Cycles<.1500 V. Breakdown 


Type 

No. 

Secondary 

Dimensions, Inches 
W D 

H 

M 

Wt. 

Lbs. 

FM 

2.5 V.C.T.-3A 

27/8 

13/8 

1-11/16 

23/8 

3/4 

FT-2 

6.3 V.C.T.-1.2A 

27/8 

13/8 

1-11/16 

23/8 

3/4 

FT-3 

2.5 V.C.T.-6A 

3-5/16 

15/8 

2 

2-13/16 

1 

FT-4 

6.3 V.C.T.-2.5A 

3-5/16 

15/8 

2 

2-13/16 

1 

FT-5 

2.5 V.C.T.-lOA 

33/4 

13/4 

2-5/16 

31/8 

iy 2 

FT-6 

5 V.C.T.-3A 

33/4 

13/4 

2-5/16 

31/8 

IVi 

FT-7 

7.5 V.C.T.-3A 

33/4 

13/4 

2-5/16 

31/8 

IV2 

FT.8 

6.3 V.C.T.-6A 

41/8 

21/4 

25/8 

3-9/16 

21/2 

FT-9 

2.5V CT-IOA. 
lOOOOV. Test 

41/8 

21/4 

25/8 

3-9/16 

2 y 2 

FT-10 

24V CT-2A. 
or 12V-4A. 

41/8 

21/4 

25^ 

3-9/16 

2 y 2 
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UTC REPLACEMENT TYPE COMPONENTS 



STEP DOWN AUTO-TRANSFORMERS 


ISOLATION TRANSFORMERS 


With 6 foot cord and tomato receptacle 220-240 to 110-120 Volt$-50/60 Cyclet 


Ideal for Isolating line noise, AC-DO sets, etc. Excellent electrostatic shielding. 
1500 volt breakdown test. Six foot cord and female receptacle. 


Type 

No. 

Application 

L 

w 

H 

Wgt. 

Lbs. 

R-41 

85 watt capacity 

2% 

2% 

3V8 

4 

R-42 

125 watt capacity 

3 

3 

zy^ 

5 

R-43 

175 watt capacity 

31/4 

3V4 

37/8 

5Y2 

R-44 

250 watt capacity 

37/8 

3V4 

37/8 

SYi 

R-45 

500 watt capacity 

41/8 

37/8 

im 

U 

R-46 

1200 watt capacity 

63^ 

37/8 

4H 

18 

R-64 


EES3 

4% 

6%. 

30 



Primary 110-120 volts. 50/60 cyeies-Secondaqr 110-120 volts 



r 

Rating 

L 

W 

H 

Wgt 

Lbs. 

R-72 

40 watts 

23/4 

2^ 

3V8 

4 

R-73 

100 watts 

3% 

3V4 

37/8 

6 

R-74 

250 watts 

4% 

37/8 

4^ 

12 

R-75 

600 watts 

67/8 

37/8 

4% 

20 

R-76 

1200 watts 

8% 

4V2 

57/8 

30 

R-77 

2500 watts 
(no-cord) 

12 

7 

9 

70 


MICROPHONE CABLE TRANSFORMERS 



UTC Cable transformers are designed to be inserted in the cable circuit, and are 
ruggedly constructed to withstand mechanical abuse. The cable connections (sup¬ 
plied less cable) are made through spring strain relief to terminal boards inside the 
end caps. lYz" diameter. .. 2 V 2 " long ... ^ lb. 


Type MC-1-primary tapped 30/50 
and 200/250 ohms, secondary to 
grid, standard fidelity. 

Type MC-2-prImary tapped 30/50 
and 200/250 ohms, secondary to 
grid, high fidelity. 


PHOTO FLASH TRANSFORMERS 


Can be used for either standard (Amglo type) or 
trigger (Sylvanla type) multiple flash bulbs. Cir¬ 
cuit details included with transformer. 

PF-1 Primary for 115 volts, 50/60 cycles. Sec¬ 
ondaries for power supply delivering 2200 volts 
DC to condenser up to 100 Mfd. Compound 
sealed in G-3 case 2^ x 2% x 2Yt inches high. 
Weight 2 Lbs. 

PF-2 For portable service. Primary tapped for 
4 volt or 6 volt battery (full wave vibrator). Sec¬ 
ondary for power supply delivering 2200 volts 
DC to condenser up to 60 Mfd. Compound sealed 
in G-3 case. Weight 2 Lbs. 

PF-3 Trigger Transformer 15 KV peak. % O.D. 
x 3" long. Weight 2 Oz. 

PF-4 Dual Pri. for either 4V battery or 115V 
50/60 cycles. Secondary for power supply deliv¬ 
ering 900 volts DC to condenser up to 150 Mfd. 
G-3 case, 2 Lb. 



CHANNEL FRAME AUDIO TRANSFORMERS 


Dimen., Ins. 


r 

Application 

Description 

W 

D 

H 

M 

Wt. 

Lbs. 

R-33 

1 plate to 1 
grid 

4:1 ratio 

27/8 

m 

1-11/16 

23/8 

3/4 

R-34 

1 plate to 2 
grids 

2:1 ratio 

27/8 

13/8 

1-11/16 

23/8 

3/4 

R-35 

Mike to 1 grid 

17:1 ratio Pri. C.T. 

27/8 

13/8 

1-11/16 

23/8 

3/4 

R^90 

• 

Intercomm. 
speaker to 
grid 

4 ohm to 40,000 
ohm grid 

. 21/2 

13/8 

13/8 

21/8 

V2 

R-58 

5 watt 

Universal 

output 

Any single tube to 
any voice coil, 

.1 to 30 ohms 

2V2 

13/8 

13/8 

21/8 

V2 

R-38A 6 watt 
Universal 

Any tubes up to 6 
watts to any voice 
coil, .1 to 30 ohms 

21/2 

13/8 

13/8 

21/8 

V2 

R-59 

10 watt 
Universal 

Any tubes up to 10 
watts to any voice 
coil, .1 to 30 ohms 

27/8 

13/8 

1-11/16 

23/8 


R-60 

15 watt 
Universal 

Any tubes up to 15 
watts to any voice 
coil, .1 to 30 ohms 

3-5/16 

15/8 

2 

2-13/16 


R-39 

10 watt line 

Matching 

Transformer 

250, 500, 1,500 ohms 
to 2, 8,15 ohms 

27/8 

13/8 

1-11/16 

23/8 


R-40 

25 watt line 

Matching 

Transformer 

250, 500 1,500 ohms 
to 2, 8,15 ohms 

41/8 

21/4 

25/8 

3-9/16 

~W2 


LINE VOLTAGE ADJUSTERS WITH METER 

The perfect answer to abnormal or fluctuating line 
voltage. Adjust switch so that meter reads at red line 
and you know that your equipment is working at correct 
voltage. 

These units combine a tapped auto-transformer with a 
switch and meter in a compact, rugged assembly. 

The nine tap switch provides for line voltages of 60 to 
140 volts on 115 volt output models and 160 to 240 
volts on 230 volt output models. 

All units are designed for 50/60 cycle service and come 
complete with 6 foot Input cord and plug and outlet 
receptacle. 


Type 

No, 

Primary Voltages 

Sec. 

Volts Watts 

L 

w 

H 

Wt. 

Lbs. 

R-7a 

60, 70, 80, 90, 100, 110, 120, 130, 140 

115 

150 

7 

4 

43/4 

6 

R-79 

60, 70, 80, 90, 100, 110, 120, 130, 140 

115 

300 

7 

4 

43/4 

. '9 

R-80 

60, 70, 80, 90, 100, 110, 120, 130, 140 

115 

600 

ioy4 

4 

43/4 

13 

R-81 

60, 70, 80, 90, 100, 110, 120, 130, 140 

115 

1200 

101/4 

4 

43/4 

21 

R-83 

160, 270, 180, 190, 200, 210, 220, 230, 240 

230 

150 

7 

4 

43/4 

6 

R-84 

160, 170, 180, 190, 200, 210, 220, 230, 240 

230 

300 

7 

4 

43 /r 

9 

R-8S 

160, 170, 180, 190, 200, 210, 220, 230, 240 

230 

600 

101/4 

4 

43/4 

13 

R-86 

160, 170, 180, 190, 200, 210, 220, 230, 240 

230 

1200 

10^4 

4 

43/4 

21 



EXPORT VOLTAGE ADAPTER 

Complete with cord and plug and special locking switch providing for line voltages ot 
105. 115, 125, 135, 150, 210, 230, 250 volts; 42 to 60 cycles. Output voltage 


Type 


Wgt. 

No. 

Rating 

Lbs. 

R-47 

85 watts 

4V2 

R-48 

150 warts 

5Vj 


TV VOLTAGE REGULATOR 


Complete with cord, plug, and special locking 
switch. Permits operation of 115 volt 50/60 
cycle TV sets on line voltages of 85, 90, 95, 
100, 105, 110, 120, 125, 130 V. 


Type 

Wo. _Rating 


Wt. 

Lbs. 


R-49 350 Watts 5 



SIGNALLING AND CONTROL TRANSFORMERS 


Primary 110-120 volts, 50/60 cycles-Secondary 110-120 volts 

High power transformers suitable for operating relays, sirens, horns, gongs, etc. 
from 115 V. 50/60 cycle line. These units have four secondary terminals,providing 
4, 8, 12, 16, 20 and 24 volt output. The volt ampere rating is based on the 24 volt 
secondary tap with corresponding reduction at the lower voltages. Underwriters’ 
approved primary leads are employed, and screw-type binding posts. 


TYPE 

WATTS 

OVERALL 

DIMENSIONS 

MTG. 

DIM. 

WEIGHT 

LBS. 

$C-3 

50 

3 X31/2X3-9/16 

17/8X21/4 

3 

SC-4 

100 

31 / 4 x 4 X4 

21/8X21/2 

5 

SC-5 

250 

4 X5 X4y4 

3V4X3 

10 
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POWER TRANSFORMERS—PLATE AND FILAMENT SUPPLY 


For CAPACITOR INPUT SYSTEMS—Priffcrv 117 Volts, 50-60 Cycles 


1 High Voltage Secondary* 


Filaments 



H-Type Mounting 

S-Type Mounting 

C-Type Mounting I 

Volts 

Ma. Output 

Rectifier 

Others 

Wt. 

Cat. Case 

List 

Cat. 

Case 

List 

Cat. Case 

List 

A-C- 

D-C V.D-C 

Volts 

Amps. 

Volts Amps. 

Lbs. 

No. 

No. 

Price 

No. 

No. 

Price 

No. 

No. 

Price 

2.'>n-n-2.'>n 

10 

320 

6.3 

1.2 

6.3 

0.6 

IM 

PHC-1Q 

14 

$23.35 


. 

2.50-n-2.';n 

20 

300 

6.3 

1.2 

6.3 

0.6 


PHC-20 

15 

23.90 


. 

225-0-225 

40 

210 

5 

2 

6.3CT 

2 

3k 

PHC-40 

17 

19.75 

PSC-40 

17 

$ 9.20 

PCC-40 

16 

$ 6.50 

270-0-270 

55 

260 

5 

2 

6.3CT 

2 

SH 

PHC-55 

17 

21.65 

PSC-55 

17 

10.85 

PCC-55 

16 

7.05 

300-0-300 

60 

285 

5 

2 

6.3CT 

3 

4^ 

PHC-60 

19 

22.60 

PSC-^60 

19 

11.40 

PCC-60 

18 

8.10 

335-0-335 

70 

320 

5 

2 

6.3CT 

3 

4H 

PHC-70 

19 

23.45 

PSC-70 

19 

12.45 

PCC-70 

18 

8.65 

330-0-330 

85 

320 

5 

2 

6.3CT 

3 

6 

PHC-85 

20 

25.15 

PSC-85 

20 

14.35 

PCC-85 

20 

10.00 

345-0-345 

105 

320 

5 

2 

6.3CT 

3.5 

6^ 

PHC-105 

21 

27.70 

PSC-105 

21 

15.20 

PCC-105 

20 

10.85 

375-0-375 

120 

380 

5 

3 

6.3CT 

4 

9H 

PHC-120 

21 

29.30 

PSC-120 

22 

16.00 

PCC-120 

22 

12.20 

370-0-370 

150 

390 

5 

3 

6.3CT 

4 
















6.3CT 

1 

im 

PHC-150 

22 

36.30 

PSC-150 

22 

21.15 

PCC-150 

22 

16.30 

385-0-385 

200 

390 

5 

3 

6.3CT 

4.5 
















6.3CT 

1 

12M 

PHC-200 

22 

38.20 

PSC-200 

22 

22.50 

PCC-200 

22 

17.60 

400-80-0- 

250 

410 

5 

6 

6.3CT 

7 











80-400 





5 

2 

15 

PHC-250 

24 

45.60 

PSC-250 

24 

26.05 

PCC-250 

24 

21.70 


For REACTOR INPUT SYSTEMS—Primary 1t7 Voits, 50-60 Cycles 


350-0-350 

55 

260 

5 

2 

6.3CT 

2 

3M 

PHR-55 

17 

$21.65 

PSR-55 

17 

$11.10 

PCR-55 

16 

$ 7.85 

425-0-425 

70 

320 

5 

2 

6.3CT 

3 

4>4 

PHR-70 

19 

23.45 

PSR-70 

19 

12.70 

PCR-70 

18 

8.90 

440-0-440 

85 

325 

5 

2 

6.3CT 

3 

6 

PHR-85 

20 

25.15 

PSR-86 

20 

14.65 

PCR-85 

20 

10.30 

450-0-450 

105 

320 

5 

2 

6.3CT 

3.5 

6^ 

PHR-106 

21 

27.70 

PSR-105 

21 

15.45 

PCR-105 

20 

11.10 

500-0-500 

120 

390 

5 

3 

6.3CT 

4 

9M 

PHR-120 

21 

29.30 

PSR-120 

22 

16.30 

PCR-120 

22 

12.45 

510-0-510 

150 

395 

5 

3 

6.3CT 

4 
















6.3CT 

1 

llH 

PHR-150 

22 

36.30 

PSR-150 

22 

21.40 

PCR-150 

22 

16.50 

520-0-520 

200 

390 

5 

3 

6.3CT 

4.5 
















6.3CT 

1 

m 

PHR-200 

22 

38.20 

PSR-200 

22 

22.80 

PCR-200 

22 

17.90 

550-370-75- 

300 

420 

5 

6 

6.3CT 

1 











1 0-75-370-550 




6.3CT 

5 

i7y2 

PHR-300 

24 

52.15 

PSR-300 

24 

32.60 

PCR-300 

24 

25.50 


For REGULATED POWER SUPPLIES, CAPACITOR INPUT—Primary 117 Volts, 50-60 Cycles 


High Voltage Secondary 
Volts Ma. Output 

Filaments 

Wt. 

Lbs. 

H-Type Mounting 
Cat. Case List 

No. No. Price 

S-Type Mounting 

Cat. Case List 

No. No. Price 

Rectifier 

Others 

A-C D-C V.D-C- 

Volts Amps. 

Volts Amps. 

Volts Amps 

440-0-440 165 430 

5 3 

6.3 7.5 

6.3 0.6 

6.3 3 

6.3 3 

12 

PHC-165 22 $45.90 

PSC-165 22 $30.60 

450-0-450 200 442 

5 2 

6.3 4 

6.3 4 

6.3 0.6 

12 

PHC-200A 22 42.95 

PSC-205 22 29.00 


FILTER REACTORS 


Inductance 

in 

Henries 

Max. 
Current 
Ma. D-C 

D-C 

Resistance 
in Ohms 

insulation 
Test Volts 

Wt. 

Lbs. 

H-Type Mounting 
Cat. Case List 

No. No. Price 

S-Type Mounting 

Cat. Case List 
No. No. Price 

C-Type Mounting 

Cat. Case List 
No. No. Price 

15 

10 

680 

1,000 

1 

RH-1510 

8 

$9.75 



15 

20 

680 

1,000 

1 

RH-1520 

8 

10.30 



15 

40 

475 

2,500 

ly 

RH-1540 

12 

10.40 

RS-1540 

12 

$ 4.55 

RC-1540 

12 

$ 3.25 

15 

55 

420 

2,500 

2 

RH-1555 

13 

10.75 

RS-1555 

13 

5.40 

RC-1555 

12 

4.00 

15 

85 

285 

2,500 

2H 

RH-1585 

14 

11.40 

RS-1585 

15 

6.50 

RC-1585 

14 

4.85 

12 

105 

170 

2,500 

4 

RH-12105 

17 

13.35 

RS-12105 

17 

7.05 

RC-12105 

16 

5.65 

12 

150 

150 

2,500 

5H 

RH-12150 

19 

15.30 

RS-12150 

19 

9.45 

RC-12150 

18 

7.85 

12 

200 

140 

2,500 

7 

RH-12200 

20 

18.00 

RS-12200 

21 

11.10 

RC-12200 

20 

9.45 

10 

55 

230 

2,500 

IM 

RH-1055 

13 

10.75 

RS-1055 

13 

5.10 

RC-1055 

12 

3.80 

10 

85 

175 

2,500 

2H 

RH-1085 

14 

11.40 

RS-1085 

15 

6.20 

RC-1085 

14 

4.55 

8 

105 

100 

2,500 

SH 

RH-8105 

17 

13.35 

RS-8105 

17 

6.75 

RC-8105 

16 

5.40 

8 

150 

100 

2,500 

5H 

RH-8150 

18 

15.30 

RS-8150 

19 

9.20 

RC-8150 

18 

7.60 

8 

200 

85 

2,500 

7 

RH-8200 

20 

18.00 

RS-8200 

21 

10.85 

RC-8200 

20 

9.20 

8 

250 

90 

2,500 

lOH 

RH-8250 

22 

21.70 

RS-8250 

22 

13.55 

RC-8250 

22 

11.95 

8 

300 

55 

3,500 

12H 

RH-8300 

22 

25.85 

RS-8300 

22 

16.80 

RC-8300 

22 

14.65 


FILAMENT TRANSFORMERS—Primary 115-230 Volfs, SO-SO Cycles 


Secondary 

Volts 

Amps. 

Insulation 

Test Volts 

Wt. 

Lbs. 

H-Type Mounting 

Cat. Case List 

No. No. Price 

S-Type Mounting 

Cat. Case List 

' No. No. Price 

2.5CT 

5.25 

3,500 

2 

FH-25 

15 

$15.45 

F-25 

14 

$ 8.10 

2.5CT 

10.0 

5,000 

3 

FH-210 

15 

22.15 

F-210 

17 

11.65 

2.5CT 

10.0 

9,000 

4 

FH-210H 

19 

25.75 

F-210H 

19 

13.55 

2.5CT 

15.0 

9,000 

6 

FH-215H 

21 

30.95 

F-215H 

20 

16.30 

5CT 

4.0 

2,500 

2M 

FH-64 

15 

16.10 

F-54 

15 

8.35 

5CT 

10.0 

2,500 

3H 

FH-58 

17 

22.15 

F-58 

17 

11.65 

5CT 

10 

8,000 

6 

FH-510H 

21 

33.00 

F-510H 

21 

17.35 

5CT 

20.0 

2,500 


FH-516 

21 

32.00 

F-516 

21 

16.80 

5CT 

20 

10,000 

13 

FH-520HB 

22 

41.25 

F-520HB 

22 

21.70 

5CT 

30 

2,500 

lOH 

FH-530 

22 

41.25 

F-530 

22 

21.70 

6.3CT 

1.5 

2,500 

1 

FH-615 

12 

9.05 

F-615 

12 

4.75 

6.3CT 

3 

2,600 

2 

FH-63 

14 

12.86 

F-63 

14 

6.75 

6.3CT 

5.5 

2,500 

3 

FH-65 

16 

18.55 

F-65 

17 

9.75 

6.3CT 

10.0 

2,600 

5 

FH-610 

19 

26.25 

F-610 

19 

13.80 

7.5CT 

5.0 

2,500 

3M 




F-75 

17 

9.45 

7.5CT 

12 

2,500 

6M 




F-712 

21 

16.30 

7.5CT 

25.0 

2,500 

12 




F-725 

22 

21.75 

lOCT 

4.0 

2,500 

3M 

FH-104 

17 

19.05 

F-104 

17 

10.00 

lOCT 

6.5 

2,500 

5 

FH-106 

19 

26.25 

F-106 

19 

13.80 

lOCT 

10.0 

2,500 


FH-1010 

21 

30.95 

F-1010 

21 

16.25 

IIGT 

10.0 

2,500 

9y 

FH-1110 

21 

32.95 

F-1110 

22 

17.35 



MEETS 

MIL.T.27 

SPECS 

H»Type. Steel base cover 
deep-seal soldered into case. 
Terminals hermetically sealed. 
Ceramic bushings. Stud- 
mounted unit. 



S-Type. Steel base cover 
fitted with phenolic terminal 
board. Convenient numbered 
solder lug terminals. Flange- 
mounted unit. 



C-Type. With 10" color- 
coded stripped and tinned 
leads brought out through 
fibre board base cover. 
Flange-mounted unit. 


S-TYPE & C-TYPE 
CASE • 
DIMENSIONS 


Case 

No. 

Depth 

Width 

Height 

12 

2H 

2H 

21J4 

13 

2H 

2y 

2% 

14 

2y 

2^ 

3H6 

15 

2^2 

2^ 

SHe 

16 

2K 

2114 

3)4 

17 

2K 

2^y6 

3H 

18 

SH 

3 

3H 

19 

3H 

3 

4M 

20 

3% 

3«4 

4){6 

21 

3% 

3^6 

m 

22 

4% 

4H 

5){6 

24 

5^6 

m 

6J4 
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NEW EQUIPMENT 


AUDIO TRANSFORMERS 



CHICAGO TRANSFORMER DIVISION 


ESSEX WIRE CORPORATION 




FULL FREQUENCY RANGE AUDIO TRANSFORMERS 
Frequency Response within db, 30 to 15,000 Cycles 
INPUT TRANSFORMERS 


Application 

Impedance 

Pri mary—Secondary 

Max. Power 
Level 

Hum 

Shielding 

Case 

Size 

Wt. 

Lbs. 

Cat. 

No. 

List 

Price 

Line to Single or 

P-P Grids 

*Pri: 600/150 ohms CT 
*Sec: 50,000 ohms CT 

4-15 dbm. 

-70 dbm. 

13 

13^ 

BIH-1 

BI-1 

$45.40 

23.90 

Line to Single or 

P-P Grids 

*Pri: 600/150 ohms CT 
*Sec: 50,000 ohms CT 

-1-15 dbm. 

—90 dbm. 

13 

IH 

BIH-2 

BI-2 

59.85 

31.50 

Line bridging to 

P-P Grids 

*Pri: 8,000/6,000 ohms CT 
*Sec: 50,000 ohms CT 

-f-15 dbm. 

-70 dbm. 

13 

IH 

BIH-3 

BI-3 

47.45 

24.95 

Line to Line 

Pri: 600/150 ohms CT 

Sec: 600/150 ohms CT 

+15 dbm. 

-70 dbm. 

13 

13^ 

BIH-4 

BI-4 

43.35 

22.80 

Line to Line 

*Pri: 600/150 ohms CT 
*Sec: 600/150 ohms CT 

-f 30 dbm. 

—90 dbm. 

18 

3M 

BIH-5 

BI-5 

61.95 

32.60 

Interstage: P-P Plates 
to Sgl. or P-P Grids 

*Pri: 20,000 ohms CT 
*Sec: 50,000 ohms CT 

4-15 dbm. 

-70 dbm. 

13 

13^ 

BIH-6 

BI-6 

45.40 

23.90 

Low Imped. Mike, 
Pickup, or Multiple 
Line to Grid 

Pri: 50/150/250/600 
*Sec: 50,000 ohms CT 

-M5 dbm. 

—70 dbm. 

13 

1^ 

BIH-7 

BI-7 

47.45 

24.95 

Single Plate to Push- 
Pull Grids 

Pri: 10,000 ohms 
*Sec: 50,000 ohms CT 

+15 dbm. 

-70 dbm. 

13 


BIH-8 

BI-8 

45.40 

23.90 

Single Plate to Push- 
Pull Grids** 

i Pri: 10,000 ohms 
*Sec: 50,000 ohms CT 

4-15 dbm. 

-70 dbm. 

18 

3M 

BIH-9 

BI-9 

53.70 

28.25 


OUTPUT TRANSFORMERS 

H-Type (Cat. No. BOH) and B-Type (Cat. No. BO) Mountings 


HIGH 
Q 

CHOKES ^ 

For Dynamic 
Noise Suppression 
Circuits 

(S-Type Mounting) 

Two efficient reactors, inductance 
values .8 and 2.4 henrys respectively, 
are designed for noise suppression cir¬ 
cuits, but can be used in any tuned 
circuit requiring the given inductances. 
Inductance values accurate within 
—5% with up to 15 ma. d-c. Minimum 
Q of 20. Mounted in identical drawn 
steel cases. 


Application 

Impedance 

Primary—Secondary 

Max. Power 
Level 

Case 

Size 

Wt. 

Lbs. 

Cat. 

No. 

List 

Price 

Single Plate to Line 

fPri: 15,000 ohms 
*Sec: 600/150 ohms CT 

-(-15 dbm. 
(22 mw) 

14 

2M 

BOH-1 

BO-1 

$26.80 

14.10 

P-P Plates to Line 

*Pri: 20,000 ohms CT 
*Sec: 600/150 ohms CT 

-f-30 dbm. 

(1 watt) 

16 

3 

BOH-2 

BO-2 

39.20 

20.60 

P-P Plates to Line 

Pri: 5,000 ohms CT 
*Sec: 600/150 ohms CT 

-(-40 dbm. 
(10 watts) 

20 

5H 

BOH-3 

BO-3 

35.10 

18.45 

P-P Plates to Line 

Pri; 7,500 ohms CT 
*Sec; 600/150 ohms CTJ 

+43 dbm. 
(20 watts) 

20 

6 

BOH-4 

BO-4 

37.10 

19.55 

P-P Plates to Line or Voice 
Coil 

*Pri: 10,000 ohms CT 
*Sec: 600/16/8 ohms CT 
and 150/4 ohms 

+37 dbm. 

(5 watts) 

18 

4 

BOH-5 

BO-5 

49.50 

26.05 

P-P Plates to Voice Coil 

Pri: 7,500 ohms CT 

Sec: 8/20 ohmst 

+43 dbm. 
(20 watts) 

20 

6 

BOH-6 

BO-6 

47.45 

24.95 

Line to Voice Coil 

Pri: 600/150 ohms 

Sec: 8/20 ohms 

+45 dbm. 
(30 watts) 

20 

63^ 

BOH-7 

BO-7 

45.40 

23.90 

P-P Parallel PL to Line or 
Voice Coil 

Pri: 1500 ohms CT 
*Sec: 600/16/8 ohms CT 
and 150/4 ohms 

+45 dbm. 
(30 watts) 

21 


BOH-8 

BO-8 

61.95 

32.60 

P-P Plates to Line or Voice 
Coil 

*Pri: 5000/3000 ohms CT 
*Sec: 600/16/8 ohms CT 
and 150/4 ohms 

+42 dbm. 
(15 watts) 

20 

6 

BOH-9 

BO-9 

45.40 

23.90 

P-P Low Level Plates to 
Line 

Pri: 20,000 ohms CT 
*Sec: 600/150 ohms CT 

+15 dbm. 
(22 mw) 

13 

134 

BOH-10 

BO-10 

43.35 

22.80 

P-P Plates to Line or 
Voice Coil 

*Pri: 3000/2500 ohms CT 
*Sec: 600/16/8 ohms CT 
and 150/4 ohms 

+46 dbm. 
(40 watts) 

22 

9K 

i 

BO-11 

41.45 

P-P Plates to Line or 
Voice Coil 

Pri: 10,000 ohms CT 

Sec: 600/16/8 ohms 

+40 dbm. 
(10 watts) 

22 

9 

B-8075 

24.75 


*Split and balanced windings. fO to 10 ms- D-C. 

JHas tertiary winding to provide 15% inverse feedback. 

**Has D.C. in primary; frequency response ±2 db, 30-15,000 cycles. 

DETAILS OF NEW EQUIPMENT LINE MOUNTINGS 


H-TYPE MOUNTING—Hermetic sealing meets 
all MIL-T-27 specifications. Steel base cover is 
bonded into the case by deep-seal soldering. 
Terminals are hermetically . sealed by unique 
rubber gasket—ceramic bushing construction. 
Units are stud mounted. 

C-TYPE MOUNTING—Moisture-resistant com¬ 
pound surrounds coil and core. Ten-inch, RMA- 
color-coded leads, ends stripped and tinned for 
easy soldering. Flange-mounted drawn steel 
cases. 


S-TYPE MOUNTING—Precision-fitted steel 
base-covers and terminal boards, plus compound 
filling, keep moisture out. Solder-lug terminals 
are clearly identified, easy to use. Drawn steel 
cases are flange-mounted. 

B-TYPE MOUNTING—Steel bases are bonded 
into the drawn steel cases by deep-seal soldering 
to make units completely moisture proof. Stud- 
mounted cases take minimum chassis space. 
Convenient, compact, pin-type terminals._ 


BIAS TRANSFORMERS—Combination Plate and Filament—Primary 50-60 Cycles 


High Voltage j 

Secondary Rect. Flla. 

AC Volts CT DC Ma. Volts Amps. 

180-160-140-120 150 5.0 3.0 

180-160-140-120 150 5.0 3.0 


H-Type Mounting 
Cat. Case List 
No. No. Price 
1BH-150 19 $26.80 
2BH-150 19 26.25 


S-Type Mounting 
Cat. Case List 
No. No. Price 
IBS-150 19 $14.10 

2BS-150 19 13.80 


C-Type Mounting 
Cat. Case List 
No. No. Price 
1BC-150 18 $8.90 

2BC-150 18 8.65 
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CHICAGO PUBLIC ADDRESS RANGE 
AUDIO TRANSFORMERS 

Frequency Response within +1 db/ 50 to 10,000 Cycles 


Driver and output transformers in this CHI¬ 
CAGO series are designed for three general 
power levels to fit a wide range of application. 
Up-to-date secondary impedances match 600 or 
150-ohm lines, 16, 8, and 4-ohm speakers. 


(16/8/4-ohm taps also suitable for 20/6/3.2-ohm 
speakers.) Output transformers have tertiary 
windings for 10% inverse feedback that mini¬ 
mizes distortion and provides extra audio watts 
without loss of fidelity. 


DRIVER TRANSFORMERS 


H-Type (Cot. No. PHD), S-Type (Cot. No. PSD) and C-Type (Cot. No, PCD) Mountings 


Application 

Primary 

Impedance 

Max. D.C. 
Pri. 

Ratio, Pri. to 
K Sec. 

Case Wt. 

Size Lbs. 

Cat. List 

No. Price 

P-P Plates to 

P-P Grids 

20,000 ohms 
(Pri. CT) 

10 ma. 

3:1 

14 2H 

PHD-10 $15.00 
PSD-10 7.85 

PCD-10 5.40 

P-P Plates to 

P-P Grids 

20,000 ohms 
(Pri. CT) 

25 ma. 

3:1 

15 2K 

PHD-25 14.45 

PSD-25 7.60 

PCD-25 5.10 

P-P Plates to 

P-P Grids 

5,000/10,000 
ohms (Pri. CT) 

100 ma. 

5:1 

18 Ay2 

PHD-100 24.75 

PSD-100 13.00 

PCD-100 9.20 


OUTPUT TRANSFORMERS 

H-Type (Cot. No. PHO), S-Type (Cot, No. PSO) and C-Type (Cal. No. PCO) Mountings 


Application 

Impedances 

Typical 

Output 

Tubes Class 

Max. 

Audio 

Watts 

Max. 
D.C. 
Pri. CT 

Case 

Size 

Wt. 

Cat. List 

No. Price 

P-P Plates to 
Line or 

Voice Coil 

Primary: 

5,000 ohms, CT 
Secondary: * 
600/150/16/8/4 ohms 

6B4G, 6L6, Ai 
6V6, etc. AB 

20 

120 

ma. 

20: 

eH 

lbs. 

PHO-80 $30.95 
PSO-80 16.30 

PCO-80 11.95 

P-P Plates to 
Line or 

Voice Coil 

Primary: 

10,000 ohms, CT 
Secondary: * 
600/150/16/8/4 ohms 

6V6, 6F6, AB, 

6K6, etc. ABi 

15 

200 

ma. 

19: 

5 

lbs. 

PHO-150 27.85 

PSO-150 14.65 

PCO-150 10.30 

P-P Plates to 
Line or 
Voice Coil 

Primary: 

6,000 ohms, CT 
Secondary: * 
600/150/16/8/4 ohms 

Two 6L6’s, 

Four 6V6’s, B, 
or similar ABaf 

30 

250 

ma. 

22: 

9 

lbs. 

PHO-200 34.60 

PSO-200 17.90 

PCO-200 13.55 


*Has tertiary winding to provide 10% inverse feedback. 
fFor low distortion, use fixed bias. 


COMMUNICATIONS RANGE AUDIO TRANSFORMERS 
Frequency Response within ±1 db, 200 to 3,500 Cycles 

These transformers are specifically designed for such as amateur, police, railroad, and aircraft 
use in receiving and transmitting equipment types, where clear voice reproduction is desired. 


INPUT TRANSFORMERS 

H-Type (Cat. No. CIH), S-Type (Cat. No. CIS) and C-Type (Cat. No. CIC) Mountings 


Application 

impedances; 

Primary—Secondary 

Case Wt. 

Size Lbs. 

Cat. List 

No. Price 

Low Level Line to Single or 
Push-Pull Grids 

Pri: 600/150 ohms CT 
*Sec: 100,000 ohms CT 

9 H 

CIH-1 $21.65 

CIS-1 11.40 

CIC-1 8.15 

Low Level S. B. or D. B. Mike 
to Sgl. or P-P Grids 

Pri: 125/50 ohms @ 80 ma. 

Sec- 125,000 ohms CT 

9 

CIH-2 12.35 

CIS-2 6.50 

CIC-2 4.00 


*Split and balanced windings: may be used singly or pushrpull. 


OUTPUT TRANSFORMERS 

H-Type (Cat. No. COH), S-Type (Cat. No. COS) and C-Type (Cat. No. COC) Mountings 


Application 

Impedances: 

Pri.—Sec. 

Typical 

Audio Pri. 
Tubes Class 

Max. Max. 
Case Pri. 
Watts D.C. 

Case Wt. 

Size Lbs. 

Cat. List 

No. Price 

Sgl. P. to Line 
or Speaker 

Pri.: 5000 ohms 

Sec. ohms: 

600/150/16/8/4 

6L6, 

6V6, 

25A6 A 

55 

5 ma. 

14 2H 

COH-1 $15.45 

COS-1 8.10 

COC-1 5.10 

Sgl. PI. to Line 
or Speaker 

Pri: 8000 ohms 

Sec, ohms: 

600/150/16/8/4 

6F6, 

6V6, 

6K6 A 

55 

5 ma. 

14 2H 

COH-2 16.00 

COS-2 8.35 

COC-2 5.40 


DRIVER TRANSFORMER 


H-Type (Cat. No. CDH), S-Type (Cat. No. CDS) and C-Type (Cat. No. CDC) Mountings 


Application 

Primary 

Impedance 

Max. D.C. 
Pri. CT 

Ratio, Pri. to 
K Sec. 

Case 

Size 

Wt. 

Lbs. 

Cat. 

No. 

List 

Price 

P-P Plates (2A3's, etc.) 
to P-P Grids 

5,000 ohms 
(Pri. CT) 

100 ma. 

3:1 

17 

3)^ 

CDH-1 

CDS-1 

$17.00 

8.90 





CDC-1 

6.20 



MODULATION 
TRANSFORMER CMS-1 



Chicago’s No. CMS-1 Modulation 
Transformer and matching Driver 
Transformer No. CDS-1, at left, are 
ideally suited for use in ham and com- 
merical speech transmitters. No. CMS-1 
will deliver 250-350 watts of Class B 
audio power from P-P 203A’s, 211’s, 
805’s, 75TL’s, etc. to a Class C load 
with response variations not exceeding 
rtldb. over the stated frequency range. 
Primary impedances, 9000/6700 ohms 
ct; secondary, 8000/6000/4000 ohms. 
Case size 26. Wt., 22 lbs. 

No. CMS-1.List Price, $43.45 



MODULATION 

TRANSFORMER 

CMS-3 


Delivers 500-750 watts of Class B audio 
power from 810’s, 822’s, etc. to a Class 
C load. Frequency response is within 
±1 db. over the stated voice range. 
Primary impedance, 18,000/12,000 ohms 
CT; secondary, 6,250 ohms. FS-Type 
mounting, size 65 (see page N-57). 
Wt. 43 lbs. 

No. CMS-3..List Price, $81.50 
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NEW EQUIPMENT 


TRANSFORMERS and REACTORS 

for Broadcast, Amateur, and Industrial Application 


CHICAGO TRANSFORMER DIVISION * ESSEX WIRE CORPORATION 



_ 


SX- 
TYPE 

MOUNTING 


CASE 

DIMENSIONS 

FOR 

BX-, S- & 
SX-TYPE 
MOUNTINGS 


In: 

Recommended Application: 

Tubes: 

Ratio 

Pri./H Sec. 

Mtg. 

Type 

Case 

Size 

Wt. 

Lbs. 

Cat. 

No. 

List 

Price 

250-Watt 

Transmitter 

From two 2A3’s, 6B4’s, or similar P-P Plates 
to Class B 838’s, 805's, 203-A’s, etc. 

3.5:1 

B* 

20 


BD-1 

$32.60 

1-KW 

Transmitter 

From four 2A3’s, 6B4's, or similar P-P 
Plates to two 833-A’s or similar P-P Grids 

3:1 

t 

24 

12M 

BD-2 

67.35 

5-KW 

Transmitter 

From four 845’s, two 152-TL’s or similar 
P-P Plates to 891-R’s or similar P-P Grids 

3.5:1 

BX 

26 

24 

BD-3 

173.85 


*B-Type mounting, but with screw terminals. See page N-55 for dimensions. 

MODULATION TRANSFORMERS 


Recommended Application 

In: With: 

Impedances 
(Pri. Plate to Plate) 

Modulator 

Tubes 

Mtg. Wt. 

Type Size Lbs. 

Cat. List 

No. Price 

250-Watt 

Transmitter 

Driver Transformer 

Pri: 7500 ohms CT 
Sec: 5000 ohms 

203-A, 838 
805, etc. 

BX 26 25 

BM-1 .$72.80 

1-KW 

Transmitter 

Driver Transformer 
#BD-2 

Pri: 9000 ohms CT 
Sec: 7500 ohms 

833-A, etc. 

FS 84 175 

BM-2 423.85 

5-KW 

Transmitter 

Driver Transformer 
#BD-2 

Pri: 13500 ohms CT 
Sec: 10250 ohms 

891-R, etc. 

WC 1100 

BM-3 777.00 
(net) 


Dimensions in Inches 


MODULATION REACTORS 


22 


41 ^ 

5'Me 

2W 

24 



6^6 

8y2 

26 

6K 


TWe 

4M 

28 


OK 

8 We 

5 


Recommended Application: 

In: With: 


250-Watt Transmitter 
1-KW Transmitter 
5-KW Transmitter 



Mod. Transformer #BM-1 65 hy. 250 B. 

Mod. Transformer #BM-2 100 hy. 500 F5 

Mod. Transformer #BM-3 120 hy. 900 W 


PLATE TRANSFORMERS 


Induct¬ 

ance 

D.C. 

Ma. 

Mtg. 

Type 

Size 

Wt. 

Lbs. 

Cat. List 

No. Price 

65 hy. 

250 

BX 

28 

41 

BR-1 $105.42 

100 hy. 

500 

FS 

81 

165 

BR-2 201.06 

120 hy. 

900 

WC 


1100 

BR-3 652.08(net) 


Primary: 

Volts Max. VA. 

Secondary: 

A.C. Load Volts 

D.C. Volts 
after Filter 

D.C. 

Ma. 

Mtg. 

Size 

Mtg. 

Type 

Wt. 

Lbs. 

Cat. 

No. 

List 

Price 

115-230 

185 

675-0-675 

575-0-575 

500 

400 

250 

22 

S 

12 

P-45 

$19.55 

115-230 

250 

900-0-900 

736-0-735 

750 

600 

250 

22 

s 

131 ^ 

P-67 

23.35 

115-230 

310 

1150-0-1150 

870-0-870 

1000 

750 

250 

60 

FS 

37 

P-107 

54.35 

115-230 

360 

1425-0-1425* 

600-0-600 

1250 

400 

150 

200 

24 

S 

26 

P-1240 

35.30 

115-230 

550 

1710-0-1710 

1430-0-1430 

1500 

1250 

300 

63 

FS 

43 

P-1512 

70.65 

115-230 

915 

2820-0-2820 

2260-0-2260 

2500 

2000 

300 

71 

FS 

71 

P-2520 

108.70 

115-230 

1600 

2900-0-2900 

2320-0-2320 

2600 

2100 

500 

64 

FS 

95 

P-2126 

135.00 

115-230 

1850 

3450-0-3450 

2850-0-2850 

3000 

2500 

500 

81 

FS 

137 

P-3b25 

190.20 

115-230 

3050 

4600-0-4600 

4050-0-4050 

3400-0-3400 

4000 

3500 

3000 

600 

90 

FS 

150 

P-4353 

244.00 


*Both secondaries may be rectified simultaneously, 

FILTER REACTORS 



Inductance 

Max. 

D.C. Resist- 

Insulation 

Mtg. 

Mtg. 

Wt. 

Cat. 

List 

in Henrys 

D.C. Ma. 

ance. Ohms 

Test Volts 

Type 

Size 

Lbs. 

No. 

Price 

10 

500 

40 

9,000 

FS' 

62 

35 

R-105 

$38.00 

10 

300 

40 

7,500 

SX 

26 

22 

R-103 

21.70 

6 

700 

35 

10,000 

FS 

61 

35 

R-67 

43.45 

6 

500 

35 

9,000 

FS 

60 

35 

R-65 

35.30 

6 

300 

35 

7,500 

SX 

24 

ley 

R-63 

18.45 


Splatter Chokes for High Level **Clipper** Filters Low Pass Filter No. LPF-1 


Can withstand high peak voltages. Has tapped windings to cover an induct¬ 
ance from .02 to 1.5 henries at relatively constant Q. Eliminates splatter, 
caused by heavy modulation; limits band width to 3,000 cycles, effectively 
increases “get through” ability of phone signals, and prevents negative peak 


Overall Case Dimensions: 
H— 311 / 2 " W— 261 / 2 " D— 231 / 2 " 


clipping. 


D.C. 

insulation 

inductance 

Mounting 


Type 

Ma. 

Volts 

in Henries 

Type Size 

List 

SR-300 

300 

7,500 

.02 to 1.5 Hy 

BX 22 

$18.45 

SR-500 

500 

10,000 

.02 to 1.5 Hy 

BX 24 

! 23.90 


For attenuating frequencies above 3,000 
cycles in low level speech amplifiers. 
Operates out of a 15,000 ohm source, e.g., 
the plate of 6C5, 6J5, etc. when its 60,000 
ohm secondary is connected to an equal 
impedance output. Operates at signal 
levels up to—8 db. Complete with oper¬ 
ating instructions. S type mtg. Case 
size 13. (See pg. N-54). 


Copyright hy U. C. JP., Inc. 
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POWER TRANSFORMERS—(Pri: 117 volts, 50/60 cycles) 


6.3-VOLT FILAMENTS—VERTICAL SHIELD MOUNTING (V) 


Catalog 

No. 

High Voltage 
Secondary 

A.C. Volts D.C. Ma. 

Rectifier 
Filament 
Volts Amps. 

Other 

Filaments 

Volts Amps. 

Dimensions 

H W D 

Wt. 

Lbs. 

List 

Price 

PV-IOS 

250-0-250 

10 

6.3 

1.2 

6.3 

0.6 

2M 

2Vh 

2H 

1 

$ 8.80 

PV-20S 

250^0-250 

20 

6.3 

1.2 

6.3 

0.6 

2^ 

3^45 

2H 



PV-40 

225-0-225 

40 

5 

2 

6.3 C-T 

1 

3^ 

21^ 

2M 

2H 

7.15 

PV-50 

325-0-325 

50 

5 

3 

6.3 C-T 

2 

3M 

2% 


3M 


PV-50A 

117 

50 



6.3 

1.75 

2^ 

3*4 

2M 


4.15 

PV-60 

250-0-250 

60 

5 

2 

6.3 C-T 

2 

Ws 

214 

3 

3 

8.60 

PV-70 

350-0-350 

70 

5 

3 

6.3 C-T 

3 

4H 

3^ 

3M 

4M 

9.25 

PV-70A; 

300-0-300 

70 

5 

3 

6.3 C-T 

3 


274 


4 

9.15 

PV-90 

350-0-350 

90 

5 

3 

6.3 C-T 

3.5 

4H 

33 ^ 

3K 

53€ 


PV-100 

350-0-350 

100 

5 

3 

6.3 C-T 

5 

m 

m 

m 

7^ 

10.65 

PV-120 

300-0-300 

120 

5 

3 

6.3 C-T 

5 

4M 


3M 

5M 

10.85 

PV-120A 

350-0-350 

120 

5 

3 

6.3 C-T 

4.5 

m 

3H 

374 

6 

11.95 

PV-145 

372-0-372 

145 

5 

3 

6.3 C-T 

5 


3M 

4 

7K 

12.85 

PV-200 

400-0-400 

200 

5 

4 

6.3 C-T 

5.5 



4^ 

9 



6.3-VOLT FILAMENTS—HORIZONTAL SHIELD MOUNTING (H) 


PH-20S 

250-0-250 

20 

6.3 

1.2 

6.3 

, 0.6 

2% 

2 ^ 

2*4 

1 

S9.50 

PH-40 

250-0-250 

40 

5 

2 

6.3 C-T 

1.6 

3 

3 

2^ 

23 ^ 

7.40 

PH-50 

250-0-250 

50 

5 

2 

6.3 C-T 

2 

3^ 

3 

23 ^ 

3 

7.50 

PH-50A 

280-0-280 

50 

5 

3 

6.3 

1.5 











6.3 

.6 

3M 

3 

2H 

33 ^ 

7.70 

PH-70 

300-0-300 

70 

5 

3 

6.3 C-T 

3 

3M 

Ws 

2^*4 

4 

7.80 

PH-70B 

350-0-350 

70 

5 

3 

6.3 C-T 

2.5 

3M 

3 

23 ^ 

43 ^ 

7.95 

PH-90 

350-0-350 

90 

5 

3 

6.3 C-T 

3.5 

3M 

3M 

3M 


8.35 

PH-120 

300-0-300 

120 

5 

3 

6.3 C-T 

5 

m 

3M 


5M 

9.25 

PH-120B 

350-0-350 

120 

5 

3 

6.3 C-T 

4.5 

svg 

4H 

m 

6 

9.25 

PH-145 

372-0-372 

145 

5 

3 

6.3 C-T 

5 

3 ^ 

4^ 


734 


PH-200 

350-0-350 

200 

5 

3 

6.3 C-T 

6 

4 

4^ 

3 ^ 

8 

13.30 1 


2.5-VOLT FILAMENTS—HORIZONTAL SHIELD MOUNTING (H) 


PH-70A 

325-0-325 

70 1 

5 

3 

2.5 C-T 

9 

m 

3M 

33 ^ 

43i 

$ 8.95 

PH-120A 

325-0-325 

120 

5 

3 

2.5 C-T 
2.5 C-T 

12.5 

3.5 

ZVs 

43g 

33^ 

6 

11.40 


FILAMENT TRANSFORMERS 


Catalog 

No. 

Secondary 
Volts Amps. 

Primary 

Volts Cycles 

Insulation 
Test Volts 

Mounting 

Type 

Dimensions 

H W D 

wt. 

Lbs. 

List 

Price 

FO-26 

2.5 C-T 

6 

107/117 60 

2000 

U 

23 ^ 

2H 

134 

1 

$3.80 

FO-210H 

2.5 C-T 

10 

107/117 60 

7500 

U 

3 

SH 


23 ^ 

6.15 

FO-53 

5.0 C-T 

3 

107/117 60 

2000 

u 

2H 

2H • 

2 

1 

4.15 

FO-56 

5.0 C-T 

6 

107/117 60 

2000 

u 

2*4 

3*4 

2 

2 

5.40 

FO-513 

5.0 C-T 

13 

107/117 60 

2000 

u* 

3*4 

21*4 

234 

4 

6.65 

FV-520H 

5.0 C-T 

20 

117 50/60 

9000 

V 

414 

3*4 

m 

7 

14.55 

FV-530 

5.0 C-T 

30 

117 50/60 

2000 

V 

414 

334 

4 

6 

14.05 

FO-615 

6.3 C-T 

1.5 

107/117 60 

2000 

u 

m 

274 

134 

34 

2.95 

FO-63 

6.3 C-T 

3 

107/117 60 

2000 

u 

2H 

2Vs 

2 

134 

4.15 

FO-66 

6.3 C-T 

6 

107/117 60 

2000 

u 

2H 

434 

23 ^ 

2 

5.65 

FO-610 

6.3 C-T 

10 

107/117 60 

2000 

u* 

33 i 

21*4 

234 

334 

7.05 

FO-75 

7.5 C-T 

5 

107/117 60 

2000 

u 

3 

334 

23^ 

2H 

5.15 

FO-105 

10 C-T 

5 

107/117 60 

2000 

u 

SVfe 

23^ 

23^ 

3 

7.15 

FV-lOlO 

10 C-T 

10 

117 50/60 

2000 

V 

3M 

33^ 

394 

6 

9.35 

FO-122 

12.6 C-T 

2 

107/117 60 

2000 

u 

2*4 

3114 

2 

IH 

4.65 


*Universal mounting frames. 


FILTER REACTORS 


Catalog 

No. 

inductance 
in Henries 

Maximum 
D.C. Cur¬ 
rent Ma. 

D.C. 

Resistance 
in Ohms 

Insulation 
Test Volts 

Mtg. 

Type 

Dimensions 

H W D 

Wt. 

Lbs. 

List 

Price 

R-1230 

12 

30 

400 

2000 

L 

134 

234 

l*/4 

34 

$1.65 

R-1240 

12 

40 

400 

2000 

L 

13 ^ 

2'34 

134 

34 

1.70 

R-650 

6 

50 

300 

1500 

L 

13 ^ 

234 

134 

34 

1.75 

R.1365 

13 

65 

500 

2000 

L 

234 

334 

2^ 

134 

2.70 

R-885 

8 

85 

250 

2000 

L 

234 

334 

2^ 

134 

2.95 

R-23110 

23 

110 

250 

2000 

V 

334 

234 

234 

234 

4.15 

R-8120 

8 

120 

350 

1500 

L 

234 

4 

2 

234 

4.25 

R-7150 

7.5 

150 

160 

2000 

V 

334 

234 

334 

234 

5.45 

R-7200 

8 

200 

125 

3000 

V 

334 

234 

334 

334 

6.85 

R-8300 

8 

300 

60 

3500 

V 

434 

334 

4 

8 

12.35 


DRIVER TRANSFORMERS 


Cat. 

No. 

Typical Applications: 

From To 

Driver Tubes Output Tubes 

Class 

Ratio 
Primary: 
34 Sec. 

Max. 
Pri. D.C. 
Ma. 

Mtg. 

Type 

Dimensions 

H W D 

Wt. 

Lbs. 

List 

Price 

D-15 

Single 30 

P-P 19 or 












30’s 

B 

2.5-1 

15 

L 

134 

2K 

134 

34 

$2.80 

D-30 

6C5, 6R7, or 












Triode 6F6 

P-P 6L6’s 

AB 

3:1 

30 

LS 

2 

334 

234 

1 

4.00 

D-35 

Triode Plate 

P-P Grids 


1:1, 1.5:1 












or 2:1 

35 

L 

2 

334 

IVs 

1 

4.30 

D-40 

6C5, 6R7, or 












Triode 6F6 

P-P 6L6’s 

AB 

3:1 

40 

V 1 

334 

234 

234 

234 

5.95 




ISOLATION 

TRANS¬ 
FORMERS 


CHICAGO Isolation Transformers are 
designed for a dual purpose: (1) To 
supply 115 volts isolated from a line of 
above/below normal, or normal, voltage 
—primary switch sets for 125/115/105 
volts, 50/60 cycles; or (2) For use in 
servicing to eliminate shock hazard, by 
isolating chassis ground from line 
ground (particularly important on “hot” 
AC-DC television sets). Also provide 
125 and 105 volts on the secondary for 
locating doubtful tubes, etc. 


Cat. No. 

Capacity 

List Price 

IS-50 

IS-100 

IS-150 

IS-250 

50 VA 
100 VA 1 
150 VA 
250 VA 

$ 9.75 
15.20 
22.80 
38.00 
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Premium Quality — 


Yet They Cost No More 



Vertical Blocking 
Oscillator Transformers 

No. TBO-1. Creates 60-cycle vertical 
sweep voltages. Pri. Indue.: 1.15 hy. 
@ 3 V., 1000 cycles. Ratio (PrirSec) 
1:4.2 Type CC mounting. Wt., 1 lb. 

List Price, $2.95 
No. TBO-2. Same as TBO-1, but in 
Type CB mounting. Wt. lb. 

List Price, $2.70 
No. TBO-3. Same function as TBO-1. 
Pri. Indue.: 3 hy. @ 3 v., 60 cycles. 
Type CA mtg. Wt., 1 lb. 

List Price, $3.25 

TV Filter Reactors (Type L) 

Low inductance chokes for use in TV 
power supplies. x 4" x 2". 

Mtg. 

Type TR-3300. Inductance 2.8 henries 
@ 300 ma. D.C. D.C. resistance 60 
ohms. Insulation tests at 1250 V. 

Ship. Wt., 2H lbs... .List, $4.25 

Type TR-4200. Inductance 3.7 henries 
@ 200 ma. D.C. D.C. resistance 60 
ohms. Insulation tests at 1250 V. 
Ship. Wt., 23^ lbs. . .... _List, $4.25 


Copyright by U. C. P., Inc. 


OUTPUT TRANSFORMERS 

SINGLE PLATE TO VOICE COIL 


Catalog 

No. 

Application 

Typical Output Tubes 

Ohms 
Impedance 
Pri. Sec. 

Max. 

Primary 

D.C.Ma. 

Max. 

Audio 

Watts 

Mtg. 

Type 

Dimensions 

H W D 

Wt. 

Lbs. 

List 

Price 

RO-2 

25L6 35A5, 2A3, 6B4 

2000 3 to 6 

50 

4 

L 


2V, 

14 


$1.85 

RO-3 

25L6 (10-ohm tap on primary) 

2000 3 to 6 

50 

4 

L 



m 


2.25 

RO-6 

12A5, 25A6, 45, 71A 

4000 4-8-15 

40 

10 

L 

2 

sy 

1«4 

1 

2.80 

RO-8 

2A5, 25A6, 43 

4500 3 to 6 

35 

5 

L 


2H 

IH 


2.00 

RO-9 

6V6, 25A7G, 30, 31, 50 

5000 4-8-15 

50 

8 

L 

2 

314 

IH 

1 

2.80 

RO-11 

1S4 

6000 3 to 6 

5 

2 

L 


2y 

ly 

H 

1.70 

RO-13 

7B5, 18, 31, 33, 42, 46, 47 

7000 3 to 6 

35 

5 

L 

m 

2H 

ly 


1.85 

RO-16 

1C5G, 1G5G, 1J6G, 6A4, 6A6 

10000 3 to 6 

30 

5 

L 

IVs 

2^ 

IH 


1.95 

RO-18 

1A5G, 1E7G, 1N6G, 6V7G 

25000 3 to 6 

10 

5 

L 



W 

ys 

1.80 


PUSH-PULL PLATES TO VOICE COIL 


RO-110 

P-P 2A5, 6AC5G, 6A6, 6N7, 45 

10000 4-8-15 

80 

12 

U 

2^ 

2y 

m 

1 

$3.25 

RO-111 

P-P 6B5, 6K6, 6N6G, 7B5, 31 

14000 4-8-15 

80 

15 

U 

2^ 

2 % 

IH 

1 

3.45 

RO-113 

P-P 1A5G, 1E7G, 1N6G. 6V7G 

50000 3 to 6 

20 

8 

L 

ly 

2 % 

iy2 

Vs 

3.15 


UNIVERSAL TYPE-SINGLE PLATE TO VOICE COIL 


Catalog 

No. 

Range of Ohms Impedance 

Primary Secondary 

Primary 
D.C. Ma. 

Max. 

Audio 

Watts 

Mtg. 

Type 

Dimensions 

H W D 

Wt. 

Lbs. 

List 

Price 

RO-201 

4000, 7000, or 100000 3 to 6 

40 1 

8 

L 

iVs 2Vs iy2 


$2.80 


UNIVERSAL TYPE—SINGLE OR PUSH-PULL PLATES TO VOICE COIL 


RO-30I 

2500 to 14000 

2, 4, 6, 8, 15, etc. 

30 

4 

L 

IVs 

2% 

IVs 

y2 

$2.85 

RO-302 

2500 to 15000 

2, 4, 6, 8, 15 

50 

4 

L 

IVs 

2V8 

IVs 

Vs 

2.85 

RO-303 

2500 to 14000 

2, 4, 6, 8, 15, etc. 

40 

8 

L 

IVs 

2% 

IVs 

Vs 

2.95 

RO-304 

2500 to 13000 

2, 4, 6, 8, 15 

70 

8 

U 

2 

2^ 

IVs 


3.25 

RO-305 

2500 to 14000 

2, 4, 6, 8, 15, etc. 

60 

12 

L 

2 

SH 

2Vs 

1 

4.45 

RO-307 

2500 to 14000 

2, 4, 6, 8, 15, etc. 

50 

10 

U 

2V8 

2Vs 

2H 

1 

3.45 


UNIVERSAL TYPE—PUSH-PULL PLATES (ONLY) TO VOICE COIL 

rRQ-401 I 2500 to 13000 2, 4, 6, 8, 15 | 70 | 15 | U | 2% 2^ 2^ | \ $4.55 | 


SPEAKER MATCHING TRANSFORMERS 


SM-1 

Sgl. Tube—500-1000-1500-2000 

6 

80 

12 

L 

2^ 

2Vs 

IVs 

1 

$4.05 

SM-2 

Sgl. Tube—2500-4000-6000-8000 

6 

80 

12 

L 

2H 

2% 

IVs 

1 

4.35 

SM-3 

Sgl. Tube—500-1000-1500-2000 

6 

60 

5 

L 

IVs 

2Vs 

IV 2 


2.50 




1 

In 

] EXACT REPLACEMENT 

h 


i 

M 

TELEVISION TRANSFORMERS 


POWER TRANSFORMERS (Primary 117 volts, 60 cycles) 


Catalog 

No. 

HV Secondary 

Filaments 

Mtg. Wt. 
Type Lbs. 

List 

Price 

A.C. Volts 

D.C. Ma. 

Rectifier 

Others 

TP-210 

233-0-233 

90 

5 V. 2 a. 

6.3 V. 5.3 a. 

TH 

4^ 

$ 9.50 

TP-350 

356-0-356 

200 

5 V. 3 a. 

6.4 V. 8.7 a.; 6.4 v. 0.6 a. 

C 

15 

38.00 


2380 

2 


1.25 V. 0.3 a. 

(in case) 


TP-355 

360-0-360 

250 

5 V. 3 a. 

5 V. 2 a.; 6.4 v. 8 a.; 6.4 v. 0.6 a. 

TH 

13 

20.10 

TP-360 

365-0-365 

260 

5 V. 6 a. 

6.3 V. 9 a.; 6.3 v. 1.2 a. 

TH 

13 K 

20.10 

TP-365 

362-0-362 

295 

5 V. 6 a. 

12.6 V. CT 5 a.; 5 v. 2 a. 

TH 

17 

28.25 

TP-370 

348-0-348 

215 

5 V. 3 a. 

6.3 V. 9 a.; 6.3 v. 1.2 a. 

TH 

12 

20.10 

TP-375 

354-0-354 

185 

5 V. 3 a. 

6.45 V. 12 a. 

TH 

11 

18.45 


163-0-163 

65 






TP-380 

380-0-380 

180 

5 V. 3 a. 

6.3 V. 9 a. 

TH 


16.30 

TP-383 

383-0-383 

230 

5 V. 3 a. 

5 V. 2 a.; 6.3 v. 9. a. 

TH 

rs^ 

21.75 

TP-390 

400-330-0 




V 

11 



330-400 

180 

5 V. 3 a. 

5 V. 3 a. 

Vert. Shield 

19.55 

TP-392 

383-0-383 

230 

5 V. 3 a. 

5 V. 2 a.; 6.45 v. 7.4 a.; 6.3 v. 1.6 a. 

TH 

13K 

21.75 

TP-393 

366-0-366 

270 

5 V. 6 a. 

6.7 V. 4.5 a. 

TH 

103^ 

19.00 

TP-395 

360-0-360 

260 

5 V, 6 a. 

5 V. 2 a.; 6.3 v. 8.85 a. 

TH 

13M 

22.80 

TP-400 

374-0-374 

205 

5 V. 3 a. 

5 V. 2 a.; 6.3 v. 5.6 a. 

TH 

9 

16.30 

TP-405 

350-0-350 

270 

5 V. 6 a. 

5 V. 2 a.; 6.6 v. 7.8 a.; 6.3 v. 1.6 a. 

TH 

13K 

22.80 

TP-409 

360-0-360 

240 

5 V. 6 a. 

6.5 V. 9.3 a. 

TH 

113^ 

19.00 

TP-410 

385-0-385 

240 

5 V. 3 a. 

5 V. 2 a.; 6.3 v. 8.6 a. 

TH 

12 

20.65 

TP-450i 

364-0-364 

195 

5 V. 3 a. 

5 V. 2 a.; 6.3 v. 8.25 a. 





i 229-0-229 

105 

5 V. 2 a. 

6.3 V. 0. 6 a. 

TH 

12 

22.50 


Vertical Scanning Output 
Transformers 


No. TSO-1. 
No. TSO-2. 
No. TSO-3. 
No. TSO-4. 
No. TSO-5. 


Type FV.List, $5.65 

Type FH.List, 5.10 

Type FV.List, 5.40 

Type FV.List, 4.55 

Type L.List, 3.80 


Horizontal Deflection Output and 
H-V Transformers (Type TF) 

No. TFB-1. 7 and 10-inch tubes. . .List, $ 7.60 


No. TFB-2, 10-inch tubes.List, 7.60 

No. TFB-3. 12-inch tubes.List, 10.30 


No. TFB-4. 16-inch tubes; has fila¬ 
ment windings to supply 2 rectifiers. List, 10.30 


INTERSTAGE TRANSFORMERS 


Cat. 

No. 

Application , 

Class 

Ohms impedance 
Pri. Sec. 

Max. 

Primary 

D.C.Ma 

Ratio 
Sec.: Pri. 

Mtg. 

Type 

Dimensions 

H W D 

Wt. 

Lbs. 

List 

Price 

IN-10 

S. PI. toP-PGds. 

A 

10000 

160,000 

10 

4-1 

L 

2 

314 

IV 

1 

$3.45 

IN-11 

S. PI. to P-P Gds. 

A 

10000 

122,500 

10 

3.5:1 

L 

IVs 


ly. 

Vs 

2.80 

IN-13 

S. PI. to P-P Gds. 

A 

10000 

90,000 

10 

3:1 

L 

2 

314 

IVs 

1 

3.45 

IN-14 

S. PI. to P-P Gds. 

A 

10000 

90,000 

10 

3:1 

L 

IV 

274 

ly 

Vs 

3.15 

IN-15 

P-PPls.-P-PGds. 

A 

10000 * 90,000 

10 

3:1 

L 

2 


IVs 

1 

4.40 

IN-i6 

Sgl. or P-P In¬ 





1:1, 3:1, 








put & Output 

A 




or 6:1 

L 

2 


2M 

ly 

4.60 


^Universal type: center-tapped primary, split secofrdary. 
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KenvonT LINE TRANSFORMERS 



DIMENSIONS OF "T" LINE TRANSFORMERS 


MOUNTING DIMENSIONS | 

OVERALL DIMENSIONS 

Case No. 

ML 

MW 

Length (L) 

Width (W) 

Height (H) 

lA . 

...2-1 /32 

1-9/16 

2-7/16 

2 

27/8 

2A . 

.2V8 

1-13/16 

23^ 

23/8 

3-3/16 

3A . 

.2-7/16 

1-15/16 

3-1 /16 

2-9/16 

35/8 

4A . 

.-37/8 

2-7/16 

41/2 

3 

37/8 

5A . 

.4-5/16 

3-3/16 

5 

37/8 

5 

5 V 2 A . 

.4-5/16 

3-27/32 

5 

41/2 

5 

6A . 

.4-5/16 

41/2 

5 

51/8 

5 

7 A . 

. 51/2 

4-5/16 

6-5/16 

5-3/16 

63/8 

8 A . 

. 5^/4 

4-13/16 

6-9/16 

5-11/16 

71/8 

9A . 

.6-15/16 

53/4 

7% 

65/8 

7-3/16 

lOA . 

.85/8 

7-11/32 

91/2 

SV4 

105/8 


LOW IMPEDANCE SOURCE TO GRID TRANSFORMERS 


Type No. 

From 

Primary Ohms 

Secondary Ohms 

Case No. 

Weight 
lbs. ozs. 

List 

Price 

T-2 (Hum bucking type) 

Any line 

500-333-250-200-125-50 

80,000 Single Grid 


1 

1 

mil 

T-3 (Hum bucking type) 

Any line 

500-333-250-200-125-50 

80,000 P.P. Grids 

iA 1 

1 

1 

12.10 

T-6 (Multiple Shielded) 

Any line 

500-333-250-200-125-50 

20,000 Single Grid 

lA 

1 


15.95 


LINE-TRANSFORMERS —LINE TO LINE AND LINE TO VOICE COIL 


Type No. 

Primary Ohms 

Secondary Ohms 

Maximum 

Level 

Case No. 

Weight 
lbs. ozs. 

List 

Price 

T-26 (Hum bucking type) 

T-28 

500-333-250-200-125-50 
500-200 1 

500-333-250-200-125-50 

15-8-4 

+ 24 D.B. 

30 watts 

lA 

4A 

1 1 

5 10 

$10.75 

17.80 


DRIVER TRANSFORMERS 


Type 

No. 

Primary to Match 

Class AB or Class B Tubes 

Ratio 

(pri. to 1/2 Sec.) 

Case No. 

Weight 
lbs. ozs. 

List 

Price 

T-251 

Single 53, 6 A 6 , 6N7, 56, 6C5 

53, 6 A 6 , 6N7 

2.3:1 

2A 

1 

14 

$ 9.75 

T-252 

Single 30, 49, 89 

19, 30's, 49's 

1.7:1 

lA 


13 

8.40 

T-255 

P.P. 56, 6C5, 53, 6N7 

6 L 6 ’s 

2.9:1 

2A 

1 

14 

10.55 

T-271 

P.P. 45's, 2A3's, 6 F 6 's 

6 L 6 's, 809's, TZ40's 

3.7:1 

3A 

2 

13 

13.65 

T-264 

7 Watts 

f Any Line or Single or Push ) 


3A 

2 

12 

14.55 

T-263 

18 Watts 

) Pull Plates to Class B Grids ) 


4A 

5 

12 

21.80 


PREAMPLIFIER OUTPUT TRANSFORMERS 


Type 

No. 

From 

Secondary 

Ohms 

Case No. 

Weight 
lbs. ozs. 

List 

Price 

T^lOl 

Single 56, 76, 6C5 

200-500 

lA 

1 4 

$ 8.35 

T-102 

P.P. 56, 76, 6C5 

200-500 

lA 

1 4 

8.90 


OUTPUT TRANSFORMERS TO 500-200 OR 15-8-4 OHMS 


Type 

1 

Primary 


Weight 

List 

No. 

From 

Ohms 

Case No. 

lbs. ozs. 

Price 

T-104 

Single 2A5, 6 F 6 , 42, 47, 89 

7,000 


2A 

1 14 

$11.20 

T-105 

Class "A," P.P. 2A5's, 6 F 6 's, 42's, 47's, 89's 

14,000 


2A 

2 

12.15 

T.301 

Class "A/' P.P. 6 L 6 's, Class AB 45's, 2A3's 

5,000 or 3,000 j 

4A 

4 5 

17.95 

Type 





Weight 

List 

No. 




Case No. 

lbs. ozs. 

Price 

T.108 

Will match any set of Push-Pull or Push-Pull 

Parallel or a 

15 watts 

3A 

2 13 

$13.80 

T-109 

single plate to 500-200 or speaker voice-coils. Low im- 

30 watts 

4A 

5 2 

19.40 


pedance connection for speaker voice coils range from 






1 .5 to 25 ohms. 







KEN-O-TAP MODULATION TRANSFORMERS 


Type 

No. 

Audio 

Watts 

Class C. 
W. Sec. 

Max. 

Pri. D.C. 

Max. 
Sec. D.C. 

Max D.C. 
Voltage 

Primary 

Range 

Ohms 

Secondary 

Range 

Ohms 

Case 

No. 

Weight 
lbs. ozs. 

List 

Price 

T-489 

15 

30 

120 

120 

600 

2000-20000 

200-20000 

3A 

2 

13 

$13.15 

T-493 

40 

80 

250 

250 

750 

2000-20000 

200-20000 

4A 

5 

10 

19.10 

T-494 

75 

150 

250 

300 

1250 

2000-20000 

200-20000 

5A 

9 


25,95 

T-441 

125 

250 

250 

250 

1500 

2000-20000 

20 (j -20000 

6 A 

15 

8 

36.05 

T-496 

300 

600 

250 

300 

2500 

500-18000 

200-19000 

8 A 

26 

4 

80.60 

T-442 

600 

1200 

400 

400 

3000 

500-18000 

200-19000 

9A 

45 


90.10 


FILAMENT TRANSFORMERS 


Type 

No. 

SECONDARY RATING 

Case 

No. 

Weight 
lbs. ozs. 

List 

Price 

T-365 


10 V.-4 A. CT. 5000 V. Test 


3A 

2 

13 

$11.55 

T-361 


10V.-8A. CT. 5000 V. Test 


4A 

5 

10 

18.00 

T-384 


10, 10.5, 11 V.-5 A. CT. 2000 V. Test 


4A 

5 


16.75 

T-386 

6.3 V.-3 A. CT. 

2000 V. Test 1 5 V.-4 A. CT. 

2000 V. Test 

3A 

2 

13 

13.15 

T-368 

6.3 V.-4 A. CT. 

2000 V. Test 1 6.3 V.-4 A. CT. 

2000 V. Test 

4A 

4 

11 

17.55 

T-376 

1 5 V.-3 A. 2000 V. Test 1 6.3 V.-4 A. CT. 2000 V. Test ! 6.3 V.-4 A. 

CT. 2000 V. Test 

4A 

5 

10 

18.10 

T-377 

5 V.-3 A. 

5 V .-6 A. 1 6.3 V.-l A. CT. | 6.3 V.5 A. CT. 

1 6.3 V.5 A. CT. 

5A 

10 

1 

27.10 


2000 V. Test 

2000 V. Test 1 2000 V. Test | 2000 V. Test 

1 2000 V. Test 
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Kenvon T LINE TRANSFORMERS 


PLATE TRANSFORMERS DESIGNED FOR BOTH CONTINUOUS AND INTERMITTENT DUTY 


"IR! 

Primary 

Conn. 

Volts 

Secondary No. 1 

D.C. A.C. 

55°C. 

Rise 

MA 

Cent. 

55°C. Rise 

15 Min. On 

15 Min. Off 
MA Int. 


Case 

No. 

Weight 
lbs. ozs. 

List 

Price 

T-655 

High 

450 

575-0-575 

— 

340 







Low 

350 

460-0-460 

250 

375 


5A 

10 

1 

$26.30 

T-656 

High 

750 

925-0-925 

_ 

320 







Low 

600 

740-0-740 

270 

360 


6A 

15 

9 

40.30 

T-665 

High 

1250 

1470-0-1470 

_ 

270 







Low 

1000 

1180-0-1180 

200 

300 


7A 

23 

4 

60.60 

T-666 


1250 

1460-0-1460 

280 

350 


8A 

32 

2 

66.65 

T-652 

High 

1750 

2080-0-2080 

_ 

450 







Low 

1500 

1760-0-1760 

320 

500 


9A 

50 

8 

86.35 

T-663 


2000 

2360-0-2360 

350 

500 


lOA 

82 

149.15 

T-673 

High 

3000 

3400-0-3400 

_ 

400 

i Primaries on these items 






Low 

2500 

2840-0-2840 

425 

500 

> for 115/230 volt series- 

lOA 

82 


154.55 

T-674 

High 

3000 

3400-0-3400 

_ 

800 

l parallel connection. 






Low 

2500 

2840-0-2840 

850 

1000 

/ 

Spec. 

135 


219.40 


REACTORS 


Type 

No. 

In¬ 

duct¬ 

ance 

At 

Rated 

D.C. 

Rated 

D.C. 

MA 

D.C. 

Resist¬ 

ance 

Insula¬ 

tion 

Test 

R.M.S. 

Case 

No. 

Weight 
lbs. ozs. 

List 

Price 

Type 

No. 

In¬ 

duct¬ 

ance 

At 

Rated 

D.C. 

Rated 

D.C. 

MA 

D.C. 

Resist¬ 

ance 

Insula¬ 

tion 

Test 

R.M.S. 

Case 

No. 

Weight 
lbs. ozs. 

i 

List 

Price 

T-155 

280 

10 

5200 

1500 

2A 

2 


$ 8.80 

T-178 

10 

400 

90 

5000 

6A 

15 

2 

$35.15 

T-156 

30 

25 

800 

1500 

lA 

1 

4 

6.65 

T-177 

11 

500 

90 

5000 

7A 

21 

1 

47.85 

T-157 

10 * 

50 

200 

1500 

lA 

1 

4 

6.45 

T-161 

7.5 

600 

50 

5000 

7A 

21 

4 

46.40 

T-153 

20 

90 

360 

1500 

3A 

2 

12 

9.65 

T-180 

10 

500 

60 

7000 

8A 

26 

4 

61.55 

T-154 

12.5 

165 

220 

1500 

3A 

3 

2 

11.00 

T-181 

5 

1000 

18 

7000 

9A 

50 


90.10 

T-151 

7.5 

250 

100 

1500 

4A 

5 

10 

15.05 

T«515 

6/21 

165/30 

220 

1500 

3A 

3 

2 

11.00 

T-152 

7 

200 

140 

1500 

3A 

2 

13 

10.40 

T-506 

4/16 

200/30 

140 

1500 

3A 


13 

10.40 

T.164 

13 

250 

120 

1500 

5A 

10 

1 

22.15 

T-501 

5/15 

250/30 

100 

1500 

4A 

5^ 

10 

15.00 

T-166 

10 

300 

120 

1500 

5A 

10 

1 

22.15 

T-510 

6/20 

300/30 

120 

1500 

5A 

10 

1 

22.15 

T-159 

10 

500 

70 

1500 

6A 

15 

9 

33.80 

T-502 

6/22 

500/50 

70 

1500 

6A 

15 

9 

33.85 

T-160 

11 

300 

120 

3000 

5A 

1 10 

1 

22.15 

T-512 

6/22 

300/30 

103 

5000 

5A 

10 

1 

22.15 

T-167 

11 

400 

70 

3000 

6A 

15 

9 

33.80 

T-521 

6/26 

500/60 

90 

5000 

7A 

21 

1 

47.80 

T-175 

10 

200 

140 

5000 

4A 

5 

10 

15.15 

T-516 

6/22 

400/50 

70 

3000 

6A 

15 

9 

33.80 

T-176 

10 

300 

103 

5000 

5A 

1 10 

11 

24.60 











OPERATING VOLTAGES FOR 1500 VOLT TEST - UP TO 600 VOLTS D.C. OPERATING VOLTAGES FOR 5000 VOLT TEST - UP TO 2000 VOLTS D.C. 

OPERATING VOLTAGES FOR 3000 VOLT TEST - UP TO 1000 VOLTS D.C. OPERATING VOLTAGES FOR 7000 VOLT TEST - UP TO 3000 VOLTS D.C. 


FILAMENT TRANSFORMERS 


Type 

No. 

Secondary Rating 

Case No. 

Weight 
lbs. ozs. 

List 

Price 

T-388 

2.5; 5, 6.3 V.-3A 

1000 V. Test 

lA 

1 

7 

$ 8.75 

T-352 

2.5 V.-IO A. CT. 

2000 V. Test 

2A 

1 

14 

9.55 

T-360 

2.5 V.-IO A. CT. 

5000 V. Test 

3A 

2 

13 

11.70 

T-389 

2.5 V.-IO A. CT. 

9000 V. Test 

4A 

4 

14 

16.80 

T-354 

5 V.-3 A. CT. 

2000 V. Test 

2A 

1 

14 

9.35 

T-390 

5 V.-20 A. CT. 

10000 V. Test 

5 V 2 A 

11 

9 

27.05 

T-382 

5, 5.1, 5.25 V.-16 A. CT. 

2000 V. Test 

4A 

5 

10 

18.90 

T-351 

6.3 V.-3 A. CT. 

2000 V. Test 

2A 

1 

14 

9.10 

T-378 

6.3, 7.5 V.-7 A. CT. 

2000 V. Test 

3A 

2 

13 

12.10 

T-387 

6.3, 6.45, 6.6 V.-8 A. CT. 

2000 V. Test 

3A 

2 

13 

12.55 

T-395 

6.3 V.-20 A. CT. 

2000 V. Test 

5A 

9 


21.90 

T-396 

6.3 V.-30 A. CT. 

2000 V. Test 

5 V 2 A 

12 


30.05 

T-397 

6.3 V.-12 A. CT. 

2000 V. Test 

4A 

5 

12 

17.60 


PLATE AND FILAMENT TRANSFORMERS 


Type 

No. 

High Voltage - 
Volts 

M.A. 

Filament 

Volts 

No. 1 
Amps 

Filament 

Volts 

No. 2 
Amps 

Filament 

Volts 

No. 3 
Amps 

Filament 

Volts 

No. 4 
Amps 

Case 

No. 

Weight 
lbs. ozs. 

List 

Price 

T-249* 

235-0-235 

20 

6.3 C.T. 

0.6 

6,3 C.T. 

0.9 





2A 

2 


$12.80 

T-245* 

320-0-320 

40 

5 

2 

6.3 C.T. 

2 





3A 

2 

13 

14.30 

T-205* 

350-0-350 

75 

5 

2 

6.3 C.T. 

3 





4A 

5 

10 

19.90 

T-222* 

250-0-250 

50 

5 

2 

6.3 C.T. 

2 





3A 

2 

13 

13.70 

T-206* 

325-0-325 

100 

5 

3 

6.3 C.T. 

3 

6.3 C.T. 

2 



5A 

9 


27.05 

T-212 

420-0-420 

125 

5 

3 

6.3 C.T. 

3 

2.5 C.T. 

4 



5A 

9 

2 

27.15 

T-244* 

425-0-425 

165 

5 

3 

6.3 C.T. 

3 

6.3 C.T. 

3 



6A 

13 

11 

34.60 

T-213 

520-110-0-520 

180 

5 

3 

2.5 

3 

6.3 C.T. 

3 

6.3 C.T. 

3 

5A 

10 

6 

32.05 

T-215 

360-125-0-360 

200 

5 

3 

2.5 C.T. 

3 

2.5 C.T. 

10 

6.3 C.T. 

2.1 

5A 

10 

10 

32.15 

T-247 

590-0-590 

200 

5 

3 

6.3 C.T. 

3 

6.3 C.T. 

3 



5A 

12 

8 

33.10 

T-220* 

125-0-125 

200 

5 

3 







4A 

5 


16.75 

T-246 

625-0-625 

250 

5 

3 

6.3 C.T. 

3 

6.3 C.T. 

3 



6A 

15 

9 

39.10 

T-223 

600-0-600 

300 

5 

6 

6.3 C.T. 

3 

6.3 C.T. 

2 



6A 

15 

9 

39.60 

T-221 

High voltage secondary 520-390-105-390-520 to deliver 400 V. 

D.C. at 400 M.A. 


7A 

21 

10 

61.70 





and 300 V. D.C. 

at 160 M.A. 









Filament No. 1 1 

1 Filament 

No. 2 1 

1 Filament 

No. 3 

1 Filament 

No. 4 1 

1 Filament 

No. 5 






' 5 V.-6A 


1 5 V.-3A 1 

1 2.5 V, 

-3A 

I 6.3 V. C.T.-4A 1 

1 6.3 V. C,T.-4A 1 






* Indicates unit designed for condenser input. All other units should be used choke input. If used with condenser input, the D.C. current rating 
of these items should be reduced to 70% of that specified. 


POWER LINE AUTO TRANSFORMERS 


Type 



Volt-Amperes 

Case 

Weight 

List 

No. 

input 

Output 

Capacity I 

No. 

lbs. ozs. 

Price 

T-219 

88 to 130 volts 

115 volts 

500 

5A 

10 1 

$30.00 


All power transformers are designed for 115 volt, 50 to 60 cycle operation. For any other voltage 50 to 60 cycle operation add 25% to list 
prices. For 115 volt 25 cycle operation, add 60% to list prices. For any other voltage 25 cycle operation add 100% to list prices. Case sizes 
for 25 cycle application are different from those specified for standard 115 volt 50 to 60 cycle operations. 

_ Prices and Specifications Subject to Change Without Notice _ 
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PRECISION 


FREED TRANSFORMERS QUALITY 




HIGH FIDELITY COMPONENTS 



INPUT TRANSFORMERS 


CASE DIMENSrONS NO. DC-2AT 


Mtg. Centers 

Dimensions 


W D H 

2 "xl%" 

2%" 21^" 3" 

Knockout 

Mtg. Studs Wgt. 

11 / 2 " xl%'' 

8-32 - 1 


L after case number indicates leads. 

T after case number indicates terminals. 


Modern high fidelity broadcasting and transcription apparatus 
require the utmost performance and reliability in the audio 
transformers used in their circuitry. The Freed “Quality 
Grade” audio transformers are wide band, high fidelity com¬ 
ponents featuring astatic construction, longitudinal balance, 
low harmonic distortion, uniform response, high efficiency, and 
constant impedance match throughout the audio frequency 
spectrum. Maximum neutralization of stray fields is ac¬ 
complished by use of humbalanced coil structures and multiple 
alloy shielding. High fidelity is achieved on every tap of 
universal impedance winding without line reflection of trans¬ 
verse coupling. 

All Quality Grade Components are thoroughly impregnated 
in a special non-hygroscopic varnish, and fully encapsulated 
in a moisture proof, high-melting point compound. 

U-60 IMPEDANCES IN OHMS 

2.5, 5, 10, 15, 20, 30, 40, 60 
U-500 IMPEDANCES IN OHMS 

50, 125, 200 CT, 250, 330, 500 CT. 

125 and 500 ohms can be used for 150 and 600 ohms. 


Catalog 

No. 

Application 

Impedance 

Ohms 

Primary 

Level 

Secondary 

Maximum 

Power 

Level 

V.U.* 

Ratio 

Equiva¬ 

lent 

Shield¬ 

ing 

D.B. 

Max. 

Pri. 

D.C. 

per 

Side 

Ma. 

D.C. 

Un¬ 

bal¬ 

ance 

Ma. 

Freq. 

Response 

C.P.S. 

Case 

Number 

QGA 1 

Universal 500 ohm 
line to push-pull grids 

U-500 

100,000 

split 

-flO 

1:14.1 

70 

0 

0 

±1.0 DB 
20 -20,000 

DO-2AT 

QGA 2 

Universal 500 ohm 
line to push-pull grids 

U-500 

100,000 

split 

+10 

1:14.1 

90 

0 

0 

±1.0 DB 
20 -20,000 

DO-2AT 

QGA 3 

Universal 500 ohm 

line to single or push-pull 

grids 

U-500 

60,000 

split 

+10 

1:11 

70 

0 

0 

±1.0 DB 
20 -20,000 

DO-2AT 

QGA 4 

Universal 500 ohm 

line to single or push-pull 

grids 

U-500 

60,000 

split 

+10 

1:11 

90 

0 

0 

±1.0 DB 
20 -20,000 

DC-2AT 

QGA 5 

Universal low impedance 
microphone, pickup or line 
to single or push-pull grids 

U-60 

60,000 

split 

+10 

^ 1:31.6 

70 

0 

0 

±1.0 DB 
20 -20,000 

DO-2AT 

QGA 6 

Universal low impedance 
microphone, pickup or line 
to single or push-pulll grids 

U-60 

60,000 

split 

+10 

1:31.6 

90 

0 

0 

±1.0 DB 
20 -20,000 

DC-2AT 

HYBRID AND 

CASE DIMENSIONS 

Same as Input Transformers above 

REPEAT 

COILS 




Catalog 

No. 

Application 

Impedance 

Ohms 

Primary 

Level 

Secondary 

Maximum 

Power 

Level 

V.U.* 

Ratio 

Equiva¬ 

lent 

Shield¬ 

ing 

D.B. 

Max. 

Pri. 

D.C. 

per 

Side 

Ma. 

D.C. 

Un¬ 

bal¬ 

ance 

Ma. 

Freq. 

Response 

C.P.S. 

Case 

Number 

t?GA 7 

Hybrid. Unbalanced 
500/600 ohm lines to 600 
ohms. 

Total Pri 
1200/1000 
split 

300/250 

300/250 

600/150 

or 

500/125 

split 

+10 

1.41:1 

70 

0 

0 

±1.0 DB 
20 -20,000 

DC-2AT 

QGA 8 

Hybrid. Balanced 

500/600 ohm lines to 600 
ohms. Longitudinal balance 
70 DB 

Total Pri 
1200/1000 
split 

300/250C.T. 

300/250C.T. 

600/150 

or 

500/125 

split 

+10 

1.41:1 

70 

0 

0 

±1.0 DB 
20 -20,000 

DC-2AT 

QGA 9 

Hybrid. Unbalanced 

500/600 ohm lines to 
triode plate. No D.C. in 
secondary. 

Total Pri 
1200/1000 
split 
300/250 
300/250 

15,000 

or 

12,500 

+10 

1:3.54 

70 

0 

0 

±1.0 DB 
20 -20,000 

DC-2AT 

QGA 10 

Hybrid. Balanced 

500/600 ohm lines to 
triode plate. No D.C. in 
secondary. Longitudinal bal¬ 
ance 70 DB. 

Total Pri 
1200/1000 
split 

300/250C.T. 

300/250C.T. 

15,000 

or 

12,500 

+10 

1:3.54 

70 

0 

0 

±1.0 DB 
20 -20,000 

DC-2AT 

QGA 11 

Repeat coil for low fre¬ 
quency ringing. Longitu¬ 
dinal balance 70 DB. 

600/500 

split 

600/500 

split 

Balanced 

+10 

1:1 

90 

0 

0 

±1.0 DB 
20 -20,000 

DC-2AT 


For Freed Precision Laboratory Test Instruments see Section G Page G~120 to 724 
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PtK^ION {FREED TRANSFORMERSi »u£..r 

HIGH FIDELITY COMPONENTS 


INTERSTAGE TRANSFORMERS 



CASE DIMENSIONS 


Case # 

Mtg. Centers 

W 

Dimensions 

D H 

Knockout 

Mtg. 

Studs 

Wgt. 

DC-2AT 

2"xl3^" 

2%" 

21^" 3" 

11/2" X 13/8- 

8-32 

2% 

DC-4AT 

2 1/2" X 21/2" 

31/8" 

3" 3 3^" 

2" X 13^" 

8-32 

41/2 


L after case number indicates leads. 

T after case number indicates terminals. 


Catalog 

No. 

Application 

Impedance Level 

Ohms 

Primary Secondary 

Maximum 

Power 

Level 

V.U.* 

Ratio 

Equiva¬ 

lent 

Shield¬ 

ing 

D.B. 

Max. 

Pri. 

D.C. 

per 

Side 

Ma. 

D.C. 

Un¬ 

bal¬ 

ance 

Ma. 

Freq. 

Response 

C.P.S. 

Case 

Number 

QGA 12 

Bridging line to single or 
push-pull grids. 

10,000 


60,000 

split 

-flO 

1:2.45 

70 

0 

0 

±1.0 DB 
20 -20,000 

DC-2AT 

QGA 13 

Single 6C4, 6J5, 1/2 6SN7 
triode to push-pull grids. 
Shunt feed. 

15,000 


60,000 

split 

+18 

1:2 

45 

0 

0 

±1.0 DB 
20 -20,000 

DC-2AT 

QGA 14 

Single 6C4, 6J5, 1/2 6SN7 
triode to push-pull grids. 

15,000 


60,000 

split 

+18 

1:2 

45 

8 

8 

±1.0 DB 
50-20,000 

DC-2AT 

QGA 15 

Push-pull triode plates to 
push-pull class A grids. 

20,000 

split 


45,000 

split 

+25 

1:1.5 

80 

8 

0.5 

±1.0 DB 
20 -20,000 

DC-4AT 

LOW 

LEVEL OUTPUT, 

MIXING 

, MATCHING 

TRANSFORMERS 

CASE DIMENSIONS 

See DC-2AT above 



U-500 IMPEDANCES IN OHMS 

50, 125, 200 CT, 250, 330, 500C.T. 

125 and 500 ohms can be used for 150 and 

600 ohms 


Catalog 

No. 

Application 

Impedance 

Ohms 

Primary 

Level 

Secondary 

Maximum 

Power 

Level 

V.U.* 

Ratio 

Equiva¬ 

lent 

Shield¬ 

ing 

D.B. 

Max. 

Pri. 

D.C. 

per 

Side 

Ma. 

D.C. 

Un¬ 

bal¬ 

ance 

Ma. 

Freq. 

Response 

C.P.S. 

Case 

Number 

QGA 16 

Single plate or bridging 
line to Universal 500 ohm 
line. Shunt feed. 

15,000 


U-500 

+18 

5.5:1 

70 

0 

0 

±1.0 DB 
20 -20,000 

DC-2AT 

QGA 17 

Single plate to Universal 
500 ohm line. 

15,000 


U-500 

+18 

5.5:1 

70 

8 

8 

±1.0 DB 
50-20,000 

DC-2AT 

QGA 18 

Push-pull triode plates to 
Universal 500 ohm line. 

20,000 

C.T. 


U-500 

+25 

6.3:1 

70 

8 

0.5 

±1.0 DB 
20 -20,000 

DC-2AT 

QGA 19 

Mixing, low impedance 
microphone or line to 
Universal 500 ohm line. 

U-500 


U-500 

+12 

1:1 

70 

0 

0 

±1.0 DB 
20 -20,000 

DC-2AT 

QGA 20 

Line level mixing and 
matching. 

U-500 


U-500 

+30 

1:1 

70 

0 

0 

±1.0 DB 
20 -20,000 

DC-2AT 

QGA 21 

High mu triode photo-cell 
to LTniversal 500 ohm line. 

100,000 


U-500 • 

+12 

14.1:1 

70 

0 

0 

±1.0 DB 
20 -20,000 

DC-2AT 

For Freed Precision Laboratory Test Instruments see Section G Page 0-120 to 124 
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PRE<^IOe^ jFREED TRANSFORMERS! 


HIGH FIDELITY COMPONENTS 

DRIVER TRANSFORMERS 


Catalog 

No. 

Application 

Primary 

impedance 

Ohms 

Maximurr 

Power 

Level 

V.U.* 

1 Max. Pri. 

D.C. per 

Turn Ratio Side 

Pri: Yz Sec. Ma. 

D.C. 

Un¬ 

balance 

Ma. 

Frequency 

Response 

C.P.S. 

Case 

Number 

QGA 22 

Universal 500 ohm line to 
Class B grids. 

U-500 

-f40 

1:1 

0 

0 

rhl.O DB 
20 -20,000 

DC-4AT 

QGA 23 

Push-pull 6J5, etc. to push- 
pull 2A3’s, 6L6’s, etc. 

20,000 C.T. 

+30 

3.2:1 

8 

0.5 

±1.0 DB 
20 -20,000 

DC-2AT 

QGA 24 

Push-pull 2 A3, 6B4 to 

push-pull 809, T2-40, 

4/125A. 

5,000 C.T. 

+40 

3.1:1 

50 

5 

±1.0 DB 
20 -20,000 

DO-4AT 


HIGH LEVEL 

OUTPUT TRANSFORMERS 



TUBES TO LINE, 

, TUBES TO 

VOICE COIL 

, LINE TO LINE, 

. LINE 

TO VOICE COIL 


Catalog 

No. 

Application 

Impedance Level 

Ohms 

Primary Secondary 

Maximum 

Power 

Level 

V.U.* Ratio 

Max. 

D.C. 

per 

Side 

Ma. 

D.C. 

Un¬ 

bal¬ 

ance 

Ma. 

Frequency 

Response 

C.P.S. 

Case 

Number 

q6a 25 

PP 2A3, 6B4, 6L6, 300A, 
275A to Universal 500 
ohm line. 

5,000 

split 

u-500 

+42 3.16:1 

(15 watts) 

50 

5 

±0.5 DB 
20-30,000 

DC-5BT 

QGA 26 

As above to Universal voice 
coil. 

5,000 

split 

U-16 

,+42 17.7:1 

50 

5 

±0.5 DB 
20-30,000 

DC-5BT 

QGA 27 

Push-pull 6V6, 6AQ5, 7C5, 
6N7 to Universal 500 ohm 
line. 

8,000 

split 

U-500 

+42 4:1 

50 

5 

±0.5 DB 
20-30,000 

DC-5BT 

QGA 28 

As above to Universal voice 
coil. 

8,000 

split 

U-16 

+ 42 22.4:1 

50 

5 

±0.5 DB 
20-30,000 

DC-5BT 

QGA 29 

1».P. 6F6, 6V6, 6AQ5, 7C5, 
7B5, 6AR5, 6K6, 6L6 to 
Universal 500 ohm line. 

10,000 

split 

U-500 

+42 4.47:1 

40 

4 

±0.5 DB 
20-30,000 

DC-5BT 

QGA 30 

As above to Universal voice 
coil. 

10,000 

split 

U-16 

+42 25:1 

40 

4 

±0.5 DB 
20-30,000 

DC-5BT 

QGA 31 

PP. 807, 1614, KT-66, 

(Williamson Amplifier) to 
Universal 500 ohm line. 

10,000 

split 

U-500 

+45.5 4.47:1 

(36 watts) 

50 

5 

±0.5 DB 
20-30,000 

DC-6AT 

QGA 32 

As above to Universal voice 
coil. 

10,000 

split 

U-16 

+45.5 25:1 

50 

5 

±0.5 DB 
20-30,000 

DC-6AT 

QGA 33 

P.P. Parallel 2A3, 6A5G, 
300A to Universal 500 ohm 
line. 

2,500 

split 

U-500 

+45.5 2.24:1 

100 

10 

±0.5 DB 
20-30,000 

DC-6AT 

QGA 34 

As above to Universal voice 
coil. 

2500 

split 

U-16 

+45.5 12.5:1 

100 

10 

±0.5 DB 
20-80,000 

DO-6AT 

QGA 35 

P.P. 6L6 or P.P. Parallel 
6 L6 to Universal 500 ohm 
line. 

3800 

split 

U-500 

+47 2.75:1 

(50 watts) 

130 

13 

±0.5 DB 
20-30,000 

DO-7BT 

QGA 36 

As above to Universal voice 
coil. 

3800 

split 

U-16 

+47 15.4:1 

130 

13 

±0.5 DB 
20-30,000 

DC-7BT 

QGA 37 

High level multiple line to 
Universal voice coil. 

U-500 

U-16 

+42 5.6:1 

0 

0 

±0.5 DB 
20-30,000 

DC-5BT 

QGA 38 

High level multiple line to 
Universal voice coil. 

U-500 

U-16 

+47 5.6:1 

0 

0 

±0.5 DB 
20-30,000 

DC-7BT 



CASE DIMENSIONS 


Case # 

Mtg. Centers 

W 

Dimensions 

D 

H 

Knockout 

Mtg. Studs 

Wgt. 

DC-2AT 

2"x 1%" 

2 %" 

21 . 4 " 

3" 

11/2"x13/8" 

8-32 

21/2 

DC-4AT 

21/2" X 21/+' 

31/8" 

3" 

3%" 

2"xl%" 

8-32 

41/2 

DC-5BT 

31 / 8 "x 2 %" 

41/8" 

31/2" 

41/2" 

2 Yz" X 2 " 

10-32 

10 

DC-6AT 

8%"x 3" 

5" 

41/8" 

4%" 

3" X 2 1/2 " 

10-32 

15 

DC-7BT 

4%"x3%" 

51/2" 

5" 

6%" 

3" X 2 1/2 " 

1^-20 

22 


When supplied with leads: DC-L 
When supplied with ' terminals: DC-T 


U-16 IMPEDANCE IN OHMS 

2, 4, 8, 12, 16 

U-500 IMPEDANCES IN OHMS 

50, 125, 2000T, 250, 330, 500CT. 

125 and 500 ohms can be used for 150 and 600 ohms. 


*A 70 volts level can be obtained for the folowing impedances: 
p 500 ohms — 10 watts + 40 VU 

330 ohms ■— 15 watts -f- 42 VU 

250 ohms — 20 watts + 43 VU 

200 ohms — 25 watts + 44 VU 

125 ohms — 40 watts + 46 VU 

50 ohms — 100 watts + 50 VU 


For Freed Precision Laboratory Test Instruments see Section G Page G-120 to 124 
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FREED TRANSFORMERS i 9U^ITY 




FREED TOROIDAL INDUCTORS 




CASED DIMENSIONS 

TYPE TI-1 


H W 

D 

2V2" 2 ,^" 

IW' 

Mtg. Centers 1 Vz " 

xiy 4 " 

TYPE TI-2 


H W 

D 

a-A," 

111" 

Mtg. Centers 1 V 2 " 

X 1 1/4 " 

TYPE TI-3 


H W 

D 

21/2'' 2 *" 

i\r 

Mtg. Centers 1 " 

xliA" 

TYPE TI.3A 1 

H W 

D 

3" 2%" 

214^ 

1 Mtg. Centers 2 ''xl%" | 


STANDARD TOLERANCE ±2% 

TYPE TI-1 

DC CASE 


Frequency Range — Up to 15 KC 
Non-stabllized 


Cal. No. 

Inductance 

Cat. No. 

Uncased 

Value 

Uncased 

F-SOO.... 

. 5 MHY 

F-gll. 

F-801. 

. 10 MHY 

F-812 

F-g02. 

15 MHY 

F-813. 

F-S03. 

30 MHY 

F-814. 

F-804. 

50 MHY 

F-S15. 

F-805.. 

75 MHY 

F.816. 

F-806. 

100 MHY 

F.817. 

F-807. 

150 MHY 

F-glS. 

F-808. 

200 MHY 

F-819. 

F-809. 

500 MHY 

F-820. 

F-810. 

750 MHY 

F-S21. 


Maximum Inductance — 20 HY 
Maximum “Q” 185 @ 7.5 KC 


Inductance 

Cat. No. 

Inductance 

Value 

Uncased 

Value 

1000 MHY 

F-822. 

. 4500 MHY 

1250 MHY 

F-823. 

. 5000 MHY 

1500 MHY 

F-824. 

. 6000 MHY 

1750 MHY 
2000 MHY 

F-825. 

. 7000 MHY 

2250 MHY 

F-826. 

. 8000 MHY 

2500 MHY 

F-827 . 

. 9000 MHY 

2750 MHY 

F-S2g. 

. 10000 MHY 

3000 MHY 
3500 MHY 

F-g29. 

. 15000 MHY 

4000 MHY 

F-g30.... 

. 20000 MHY 


TYPE TI-2* 

DC CASE 



Frequency Range — 

Up to 75 KC 

Maximum 

Inductance - 

~ 500 MHY 


Stabilized 

Maximum 

“Q” 270 

@ 23 KC 

Cat. No. 

inductance 

Cat. No. 

Inductance 

Cat. No. 

Inductance 

Uncased 

Value 

Uncased 

Value 

Uncased 

Value 

F-lgOO... 

. 1 MHY 

F-lg06. 

. 1 .FS MHY 

F-lgl2.. 

. 200 MHY 

F-lgOl... 

. 2 MHY 

F-lg07.... 

. 80 MHY 



F-1802 .. 

. 3 MHY 

F-180g. 

. 50 MHY 

F-lgl3.. 

. 800 MHY 

F-lg03... 

. 4 MHY 

F.1809. 

. 75 MHY 

F.lgl4.. 

. 400 MHY 

F-lg04... 

. 5 MHY 

F-1810. 

. 100 MHY 




F-1805. lOMHY F<-1811. 150 MHY F-1815. 500 MHY 




TYPE 

TI-3* 





DC 

CASE 




Frequency Range — Up to 200 KC 

Maximum 

Inductance 

—■ 10 MHY 


Stabilized 


Maximum 

“Q” 280 

@ 75 KC 

Cat. No. 

Inductance 

Cat. No. 

Inductance 

Cat. No. 

Inductance 

Uncased 

Value 

Uncased 

Value 

Uncased 

Value 

F-1846... 

.1 MHY 

F-lg50. 

.5 MHY 

F-1854.. 

. 4 MHY 

F.lg47... 

.2 MHY 

F-lg51. 

. 1 MHY 

F.1855.. 

. 5 MHY 

F.lg4g... 

.3 MHY 

F-lg52. 

2 MHY 

F-1845.. 

. 7.5 MHY 


F-1849. 4 MHY F-1853. 3 MHY F-1844. 10 MHY 




TYPE 

TI-3A* 





DC 

CASE 




Frequency Range — Up to 200 KC 
Stabilized 

Maximum 

Maximum 

Inductance - 
“Q” 300 

- 100 MHY 
@ 37 KC 

Cat. No. 
Uncased 

Inductance 

Value 

Cat. No. 
Uncased 

Inductance 

Value 

Cat. No. 
Uncased 

Inductance 

Value 

F-1856... 

. 10 MHY 

F-1859 

. . . . 30 MHY 

F-1862.. 

75 MHY 

F-lg57... 

. 15 MHY 

F-1860. 

. 40 MHY 



F-185g... 

. 20 MHY 

F-lg61. 

. 50 MHY 

F-1S63.. 

. 100 MHY 


NOTE: When ordering- Freed Inductors in Commercial Type Cases, add “C” to Catalog Number. 
When ordering Hermetically Sealed units, add “H.” 

Freed Toroidal Inductors can also be supplied on special order to tolerances of ±1%. 


For Freed Precision Laboratory Test Instruments see Section G Page G-T20 to 124 
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FREED TRANSFORMERS 


FREED TOROIDAL INDUCTORS 


STANDARD TOLERANCE ±2% 



UNCASED 

DIMENSIONS 

Type 

T 

OD 

TI-4 

%"* 


TI-5 

%" 

1" 

TI-6 

%"* 

1 ** 

TI-7 

%" 

1" 

* Wedding 

Ring 

Size 


kri 



1 CASED DIMENSIONS I 

TYPE TI-4* 


H 

D 

lyz" 

1%" 

Mtg. Centers % 


6-32 Inserts 


TYPE TI-5* 


H 

D 

1" 

IVs" 

Mtg. Centers % 


4-40 Inserts 


TYPE TI-6* 


H 

D 

iy2" 


Mtg. Centers % 


6-32 Inserts 


TYPE TI-7* 


H 

D 

1" 

lys" 

Mtg. Centers % 


4-40 Inserts 


1 * Commercial type cases have 1 

1 Bakelite cover with 

solder 

1 lugs. 



TYPES TI-4 & 4 

DM CASE 

TYPE TI-4 

Frequency Range — Up to 15 KC Freq 


Non-stab i I ized 

Maximum Inductance — 5 HY 
Maximum “Q” 175 @ 7.5 KC 


Inductance 

Value 

5 MHY 
10 AIHY 
15 MHY 
30 MHY 
50 MHY 
75 MHY 
100 MHY 
150 MHY 
200 MHY 
300 MHY 


TYPE TI.4S 

Frequency Range — Up to 15 KC 
Stabilized 

Maximum Inductance — 5 HY 
Maximum “Q” 175 @ 7.5 KC 


Inductance 
Value 
400 MHY 
500 MHY 
600 MHY 
700 MHY 
800 MHY 
900 MHY 
1.00 HY 
1.25 HY 
1.50 HY 
1.75 HY 


Cat. No. 
Uncased 

F-S70. 

F-S71. 

F-S72. 

F-S73. 

F-S74. 

F-S75..... 

F-876. 

F-877. 

F-878. 


Inductance 

Value 

2.00 HY 
2.25 HY 

2.50 HY 
2.75 HY 
3.00 HY 

3.50 HY 
4.00 HY 

4.50 HY 


TYPES TI-5 & 5» 

DM CASE 



TYPE TI-5 

Frequency Range — Up to 15 KC 

TYPE TI-5S 

Frequency Range — Up to 15 KC 


Non-stabilized 
Maximum Inductance — 

2 HY 

Maximum 

Stabilized 
Inductance — 

■ 2 

HY 


Maximum “Q” 115 @ 

10 KC 

Maximum 

“Q” 115 @ 

10 

KC 

Cat. No. 

Inductance 

Cat. No. 

Inductance 

Cat. No. 


Inductance 

Uncased 

Value 

Uncased 

Value 

Uncased 


Value 

F-1700... 

. 5 MHY 

F-1707. 

. 150 MHY 

F-1714. 


... 800 MHY 

F-1701... 

. 10 MHY 

F-1708. 

. 200 MHY 

F-1715. 


... 900 MHY 

F-1702... 

. 15 MHY 

F-1709. 

. 800 MHY 

F-1716. 


.. 1.00 HY 

F-1703... 

. 30 MHY 

F-1710. 

. 400 MHY 

F-1717. 


.. 1.25 HY 

F-1704... 

. 50 MHY 

F.1711. 

. 500 MHY 

F.1718. 


.. 1.50 HY 

F-1705... 

. 75 MHY 

F-1712. 

. 600 MHY 

F-1719. 


.. 1.75 HY 

F-1706... 

. 100 MHY 

F-1713. 

. 700 MHY 

F-1720. 


.. 2.00 HY 


TYPES TI-6 & 6* 

DM CASE 

TYPE TI-6 TYPE Tl-6s 

Frequency Range — Up to 75 KC Frequency Range — Up to 75 KC 


Non-stabilized 
Maximum Inductance — 

1 HY 

Maximum 

Stabilized 
Inductance — 

• 1 

HY 


Maximum “Q” 250 @ 

17 KC 

Maximum 

“Q” 250 @ 

17 

KC 

Cat. No. 

Inductance 

Cat. No. 

Inductance 

Cat. No. 


Inductance 

Uncased 

Value 

Uncased 

Value 

Uncased 


Value 


F-1726.. 

. 1 

MHY 

F-1732. 

10 

MHY 

F-173S.. 

. 100 

MHY 

F-1727.. 

. 2 

MHY 

F-1733. 

15 

MHY 

F-1739.. 

. 150 

MHY 

F-1728.. 

. 3 

MHY 

F-1734. 

20 

MHY 

F-1740.. 

. 200 

MHY 

F-1729.. 

. 4 

MHY 

F-1735. 

30 

MHY 

F-1741.. 

. 250 

MHY 

F-1730.. 

. 5 

MHY 

F-1736. 

50 

MHY 

F-1742.. 

. 300 

MHY 

F-1731.. 

. 7.5 MHY 

F-1737. 

... 75 

MHY 

F-1743.. 

. 500 

MHY 




TYPE 

TI-7 








DM < 

CASE 






Frequency Range — Up to 75 KC 


Maximum 

Inductance - 

— 200 MHY 



Non-stabilized 



Maximum 

“Q” 170 

@ 30 KC 



Inductance 

Value 

.5 MHY 

1 MHY 

2 MHY 

3 MHY 
5 MHY 
7.5 MHY 


Cat. No. 

Uncased 

F-17S7... 

F-178S... 

F-1789... 

F-1790... 

F-1791... 

F-1792... 


Inductance 
Value 
10 MHY 


Cat. No. 

Inductance 

Uncased 

Value 

F-1793. 

60 

MHY 

F-1794. 

75 

MHY 

F-1795. 

. 100 

MHY 

F-1796. 

. 150 

MHY 

F-1797.. 

. 200 

MHY 
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UNCASED 

DIMENSIONS 

Type 

T 

OD 

Tl-S 


1" 

TI-9 1 

" 

2 Vs" 

TI-10 


1%" 

TI-11 


2%" 

*Wedding ; 

Ring SiJ^e 



^ D 



CASED DIMENSIONS 

TYPE TI-8* 

H D 

1" IVs" 

Mtg. Centers %" 

4-4 0 Inserts 

TYPE TI-9 
H W D 

3’’ 2%" 2%" 

Mtg. Centers 2" xl% 

TYPE TI-10 
H W D 

21/2" 2 ^" IW ' 

Mtg. Centers iy 2 xl% 

TYPE TI-11 
(Commercial Case) 

H W D 

31/2" 2%" 21/4" 

Mtg. Centers 2"xl%'' 

TYPE TI-11 

(Hermetically Sealed Case) 
H W D 

3 ’?^" 

Mtg. Centers 2 % " x 1" 

* Commercial type cases have 
Bakelite cover with solder 
lugs. 



J-- w- 


FREED TOROIDAL INDUCTORS 


STANDARD TOLERANCE ±2% 

TYPES TI-8 & 8^ 

DM CASE 


TYPE TI-8 

Frequency Range — Up to 60’ KC 
Non-stabilized 

Maximum Inductance — 100 MHY 
Maximum “Q” 150 @ 50 KC 


TYPE TI-8S 

Frequency Range — Up to 60 KC 
Stabilized 

Maximum Inductance — 100 MHY 
Maximum “Q” 150 @ 50 KC 


Cat. No. 

Inductance 

Cat. No. 

Inductance 

Uncased 

Value 

Uncased 

Value 

F-1821. 

.1 MHY 

F-1828. 

8 MHY 

F-1S22. 

.2 MHY 

F-1S29. 

4 MHY 

F-1S23. 

.3 MHY 

F-1830. 

5 MHY 

F-1S24. 

.4 MHY 

F-1831. 

7.5 MHY 

F-1825. 

.5 MHY 

F-1832. 

10 MHY 

F-1826. 

1 MHY 

F-1833. 

15 MHY 

F-1S27. 

2 MHY 

F-1S34. 

20 MHY 


Inductance 

Value 


TYPE TI-9* 

DC CASE 


Frequency Range — Up to 60 KC 
Stabilized 


Maximum Inductance — 500 MHY 
Maximum “Q” 270 @ 17.5 KC 


Cat. No. 

Inductance 

Cat. No. 

Inductance 

Uncased 

Value 

Uncased 

Value 

F-1554. 

1 

MHY 

F-1560. 

. 10 MHY 

F-1555. 

2 

MHY 

F.1561. 

. 15 MHY 

F-1556. 

3 

MHY 

F-1562. 

. 30 MHY 

F-1557. 

4 

MHY 

F-1563. 

50 MHY 

F-1558 . 

.5 

MHY 

F-1564. 

. 75 MHY 

F-1559. 

7.5 MHY 

F-1565. 

. 100 MHY 


Inductance 

Value 

150 MHY 




TYPE 

TI-10* 





DC 

CASE 



Frequency 

Range — Up 

to 60 KC 

Maximum 

Inductance 

-— 200 MHY 

Stabilized 


Maximum 

“Q” 180 

@ 40 KC 

Cat. No. 

Inductance 

Cat. No. 

Inductance 

Cat. No. 

Inductance 

Uncased 

Value 

Uncased 

Value 

Uncased 

Value 

F-1579. 

1 MHY 

F-1584. 

7.5 MHY 

F-1589.. 

. 75 MHY 

F-1580... 

2 MHY 

F-1585. 

10 MHY 

F-1590.. 

inn MHY 

F-1581. 

F-1582. 

3 MHY 

4 MHY 

F-1586. 

F-1587. 

. 15 MHY 

. 30 MHY 

F-1591.. 

.. 150 MHY 

F-1583. 

5 MHY 

F-1588. 

. 50 MHY 

F-1592.. 

. 200 MHY 


TYPE Tl-n* 

DC CASE 


Frequency Range —Up to 15 KC 
Stabilized 


Maximum Inductance — 50 HY 
Maximum “Q” 255 @ 4 KC 


Cat. No. 

Inductance 

Cat. No. 

Inductance 

Uncased 

Value 

Uncased 

Value 

F-1747.. 

. 1 MHY 

F-1759. 

. 200 MHY 

F-1748.. 

. 2 MHY 

F-1760. 

. 300 MHY 

F-1749.. 

. 3 MHY 

F-1761. 

. 400 MHY 

F-1750.. 

. 4 MHY 

F-1762. 

. 500 MHY 

F-1751.. 

. 5 MHY 

F-1763. 

. 750 MHY 

F-1752.. 

. 10 MHY 

F-1764. 

. 1.00 HY 

F-1753.. 

. 15 MHY 

F-1765. 

. 1.50 HY 

F-1754.. 

. 30 MHY 

F-1766. 

. 2.00 HY 

F-1755.. 

. 50 MHY 

F-1767. 

. 2.50 HY 

F-1756.. 

. 75 MHY 

F-176S. 

. 3.00 HY 

F-1757.. 

. 100 MHY 

F-1769. 

. 3.50 HY 

F-1758.. 

. 150 MHY 

F-1770. 

. 4.00 HY 

NOTE: 

When ordering Freed Toroidal Inductors in Commercial Type 
When ordering Hermetically Sealed units, add “H.” 


Cat. No. 

Inductance 

Uncased 

Value 

F-1771. 

. 4.50 

HY 

F-1772. 

. 5.00 

HY 

F-1773. 

. 7.50 

HY 

F-1774. 

.10.00 

HY 

F-1775 . 

.15.00 

HY 

F-1776. 

.20.00 

HY 

F-1777. 

.25.00 

HY 

F-177g. 

.30.00 

HY 

F-1779.. 

.. 40.00 

HY 

F-1780. 

. 50.00 

HY 


8-32 Studs 
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FREED TRANSFORMERS 


FREED TOROIDAL INDUCTORS 



UNCASED DIMENSIONS 

Type t 

oId 

TI-12 it" 

2 Vs" 

TI-13 1" 

m" 




CASED DIMENSIONS 


TYPE TI-12 

H 

W p 

8" 

2%' 2%" 

Mtg. 

Centers 2"xl%" 


8-32 Studs 


TYPE TI-13 

H 

W D 

8" 

2%" 2.V^" 

Mtg. 

Centers 2"xl%" 


8-32 stude. 


All Freed Toroidal Inductors 
can be supplied in tolerances 
of ±1% on special order. . . . 
Complete Toroid Catalog with 
curves for each unit is avail¬ 
able on request. . . . Jobbers 
and Engineers are urged to 
send for it. 


STANDARD TOLERANCE ±2% 


TYPfS TI-12 & 12* 

DC CASE 


TYPE TM2 

Frequency Range — Up to 15 KC 
Non-stab iiized 

Maximum inductance — 30 HY 
Maximum “Q” 200 @ 5 KC 


TYPE TI.12S 

Frequency Range — Up to 15 KC 
Stabilized 

Maximum Inductance — 30 HY 
Maximum “Q” 200 @ 5 KC 


Cat. No. 

Inductance 

Uncased 

Value 

Uncased 

Value 

Cat. No. 

Inductance 

F-1655. 

1 

MHY 

F-1675. 

. 1.50 

HY 

F-1656. 

2 

MHY 

F-1676. 

. 2.00 

HY 

F-1657. 

3 

MHY 

F-1677. 

. 2.50 

HY 

F-165S. 

. 4 

MHY 

F-167g. 

. 3.00 

HY 

F-1659. 

5 

MHY 

F-1679. 

. 3.50 

HY 

F-1660. 

7.5 MHY 

F-16g0. 

. 4.00 

HY 

F-1661. 

10 

MHY 

F-iesi. 

. 4.50 

HY 

F-1662. 

. 15 

MHY 

F-16g2. 

. 5.00 

HY 

F-1663. 

30 

MHY 

F-16g3. 

. 6.00 

HY 

F-1664. 

50 

MHY 

F-16g4 .. 

. 7.00 

HY 

F-1665. 

. 75 

MHY 

F-16g5. 

HY 

. 8.00 

F-1666. 

. 100 

MHY 

F-1667. 

. 150 

MHY 

F-16g6. 

. 9.00 

HY 

F-1668. 

. 200 

MHY 

F-16g7. 

.10.00 

HY 

F-1669. 

. 300 

MHY 

F-16gg. 

.12.00 

HY 

F-1670. 

. 400 

MHY 

F-16g9. 

.15.00 

HY 

F-1671. 

. 500 

MHY 

F-1690. 

.17.00 

HY 

F-1672. 

. 600 

MHY 

F-1691. 

.20.00 

HY 

F.1673. 

. 750 

MHY 

F.1692. 

.26.00 

HY 

F-1674. 

. 100 

MHY 

F-1693...... 

.30.00 

HY 


TYPE Tl-13» 

DC CASE 

Frequency Range — Up to 75 KC 
Non-stabiiized 

Maximum Inductance — 500 MHY 



Maximum 

“Q” 340 @ 15 KC 



Cat. No. 

Inductance 

Cat. No. 

Inductance 

Uncased 

Value 

Uncased 

Value 

F-1629. 

1 

MHY 

F-1638. 

.... 50 

MHY 

F-1630. 

2 

MHY 

F-1639. 

... 75 

MHY 

F-1631. 

3 

MHY 

F-1640. 

... 100 

MHY 

F-1632. 

4 

MHY 

F-1641. 

... 150 

MHY 

F-1633. 

5 

MHY 

F-1642. 

... 200 

MHY 

F-1634. 

7.5 MHY 



F.1635. 

. 10 

MHY 

F-1643. 

... 300 

MHY 

F-1636. 

15 

MHY 

F-1644. 

... 400 

MHY 

F-1637. 

. 30 

MHY 

F-1645. 

... 500 

MHY 


NOTE: When ordering Freed Toroidal Inductors in Commercial Type 
cases, add “C” to catalog number. 

When ordering Hermetically Sealed units, add “H.” 
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l»RECISION 


FREED TRANSFORMERS [ OU^ITY 



UNCASED 

DIMENSIONS 

Type 

T 

OD 

TI-14 


1" 

TI-15 


111" 

♦Wedding Ring Size 


FREED TOROIDAL INDUCTORS 

STANDARD TOLERANCE ±2% 


TYPE TI-14* 

DM CASE 


Temperature Stabilized 
Frequency Range — Up to 50 KC 
Maximum Inductance — 300 MHY 



Maximum “Q” 

140 @ 25 KC 



Cat. No. 

Inductance 

Cat. No. 

Inductance 

Uncased 

Value 

Uncased 

Value 

F.1920. 

.1 

MHY 

F.1929. 

. 80 

MHY 

F-1921. 

. 2 

MHY 

F-1930. 

. 50 

MHY 

F-1922. 

. 3 

MHY 

F-1931. 

. 75 

MHY 

F-1923 . 

. 4 

MHY 

F-1932. 

.100 

MHY 

F-1924. 

. 5 

MHY 

F.1933. 

.150 

MHY 

F-1925 . 

. 7.5 

MHY 

F-1934. 

.200 

MHY 

F-1926. 

. 10 

MHY 

F.1935. 

.250 

MHY 

F.1927. 

. 15 

MHY 

F-1936. 

.300 

MHY 

F-1928. 

. 20 

MHY 






TYPE TI-15* 

DM CASE 

Temperature Stabilized 
Frequency Range — Up to 50 KC 
Maximum Inductance — 100 MHY 


DM CASE 


CASED DIMENSIONS 

TYPE TI-14* 


H 

D 

1" 

iVs" 

Mtg. Centers % 


4-40 Inserts 


TYPE TI-15* 


H 

D 

IV 2 " 

1%" 

Mtg. Centers % 


4-40 Inserts 


* Commercial type cases have 
Bakelite cover with solder 
lugs. 


Maximum “Q” 140 @ 25 KC 


Cat. No. 

Inductance 

Cat. No. 

Inductance 

Uncased 

Value 

Uncased 

Value 

F-1870.. 

. 0.1 

MHY 

F-18S0. 

. 7.5 

MHY 

F-1S71. 

. 0.2 

MHY 

F-1881 .. 

. 10 

MHY 

F-1872. 

. 0.3 

MHY 

F-1882. 

. 15 

MHY 

F-1873. 

. 0.4 

MHY 

F.1883. 

. 20 

MHY 

F.1874. 

. 0.5 

MHY 

F-1884. 

. 25 

MHY 

F-1875. 

. 1 

MHY 

F-1SS5. 

. 30 

MHY 

F-1S76.. 

. 2 

MHY 

F.1886. 

. 40 

MHY 

F-1877... 

. 3 

MHY 

F-1S87. 

. 50 

MHY 

F-187S. 

. 4 

MHY 

F-1888. 

. 75 

MHY 

F-1879. 

. 5 

MHY 

F-1889. 

.100 

MHY 


NOTE: When ordering Freed Inductors in Commercial Type Cases, 
add “C’' to Catalog Number. 

When ordering Hermetically Sealed units, add “H.” 


Freed Toroidal Inductors can also be supplied on special order 
to tolerances of ±1%. 
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PREC^ION i FREED TRANSFORMERS [ ^U^iTY I 


QUALITY GRADE I G H Q REACTORS 



CASE DIMENSIONS 




Mtg. 

Dimensions 

Case # 

Centers 

W D H 

DC-2AT 

2" X 13/4'^ 

2%" 21A" 3" 

Knockout 

Mtg. 

Wgt. 


8-32’s 

2% 


QGC-1 

QGC-2 

QGC-3 

QGC-4 

QGC-5 

QGC-6 

QGC-7 


HIGH 9, LOW FREQUENCY REACTORS 

Whenever there is need for a sthble reactor with high 
Q at the lower audio frequencies, these reactors will 
be ideally suited. Units up to 400 henries can be sup¬ 
plied with inductance tolerance of ±2%. 


Inductance in Henries 


Sase Size 


100 

75 

50 

25 

10 

5 

1 


DO-2AT 

DO-2AT 

DO-2AT 

DC-2AT 

DC-2AT 

DC-2AT 

DC-2AT 


MILITARY 


PULSE ^TRANSFORMERS 





CASE DIMENSIONS 


CASE # 

FL FD 

W 

H 

M Screws Cutout 

Wgt. 

DM-12 

1 1 sV 

if 

Ul 

1/2 4-40 % 

1.5 oz. 

DM-8 

Dimensions shown 

on 

drawing. 



DM-IS 

Dimensions shown 

on 

drawing. 



DM-01 

Dimensions shown 

on 

drawing 

(knockout lU," diam.) 



HERMETICALLY SEALED PULSE TRANS- 

FORMERS for use in blocking oscillators, low 
level interstage coupling, and modulator outputs. 
Made in accordance with MIL-T-27 specifications. 
These pulse transformers are designed for maximum 
power, efficiency and optimum pulse performance. 
Balanced coil structures permit series or parallel 
connection of windings for turn ratios other than 
unity. Pulse charactertistics, voltages and im¬ 
pedance levels will depend upon interconnections 
made. 


Catalog 

Number 

Application 

Pulse Voltage 
Kilovolts 

Pulse Duration 
Microseconds 

Duty Ratio 

Test Voltage 
KV., RMS 

Characteristic 
Impedance Ohms 

Case Size 

MPT-1 

Blocking oscillator or 
interstage coupling. 

0.25/0.25/0.25 

0.2-1.0 

.004 

0.7 

250 

DM-12 

MPT-2 

Blocking oscillator or 
interstage coupling. 

0.25/0.25 

0.2-1.0 

.004 

0.7 

250 

DM-12 

MPT-3 

Blocking oscillator or 
interstage coupling. 

0.5/0.5/0.5 

0.2-1.5 

.002 

1.0 

250 

DM-18 

MPT-4 

Blocking oscillator or 
interstage coupling. 

0.5/0.5 

0.2-1.5 

.002 

1.0 

250 

DM-18 

MPT-5 

Blocking oscillator or 
interstage coupling. 

0.5/0.5/0.5 

0.5-2.0 

.002 

1.0 

500 

DM-12 

MPT-6 

Blocking oscillator or 
interstage coupling. 

0.5/0.5 

0.5-2.0 

.002 

1.0 

500 

DM-12 

^PT-7 

Blocking oscillator, 
interstage coupling or 
low power output. 

0.7/0.7/0.7 

0.5-1.5 

.002 

1.5 

200 

DM-18 

MPT-8 

Blocking oscillator, 
interstage coupling or 
low power output. 

0.7/0.7 

0.5-1.5 

.002 

1.5 

200 

DM-18 

MPT-9 

Blocking oscillator, 
interstage coupling or 
low power output. 

1.0/1.0/1.0 

0.7-3.5 

.002 

2.0 

200 

DM-18 

MPT-IO 

Blocking oscillator, 
interstage coupling or 
low power output. 

1.0/1.0 

0.7-3.5 

.002 

2.0 

200 

DM-18 

MPT-ll 

Blocking oscillator, 
interstage coupling or 
low power output. 

1.0/1.0/1.0 

1.0-5.0 

.002 

2.0 

500 

DM-01 

IVIPT-12 

Blocking oscillator, 
interstage coupling or 
low power output. 

0.15/0.15 

0.3/0.8 

0.2-1.0 

.004 

0.7 

700 

DM-8 
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PRECISION 


FREED TRANSFORMERS 


QUALITY 


STANDARD MILITARY AUDIO TRANSFORMERS 



A group of hermetically sealed audio transformers designed in accordance with MIL-T-27 
specifications. The functional characteristics of these transformers were established by 
the Armed Services. 


#AJ CASE DIMENSIONS 


A 

B 

C 

D 

E 

F 

1 %" 

1%" 

2%" 



6-82 


Cat. 

No. 

Application 

Type 

Designation 

Impedance Level 

In Ohms 

Primary Secondary 

Ratio 

Max. Pri. 

Power D.C. 
Level Per Side 
V.U. in MA 

Max. 

D.C. 

Unbalance 

Frequency 

Response 

Case 

MGA 1 

Transformer; interstags, 
single or P.P. plates 
to single or P.P. grids 

TF1A15AJ0 

10,000 

CT 

90,000 
split and 
CT 

1:3 

overall 

+15 10 

10 

±1 DB 
300-10,000 

AJ 

MGA2 

Transformer; matching, 

600 ohm line to 
voice coil 

TF1A16AJ0 

600 

split 

4, 8, 16 

6.12:1 

overall 

+83 0 

0 

±1 DB 
300-10,000 

AJ 

MGA 3 

Transformer; input, 

600 ohm line to 
single or P.P. grids 

TFIAIOAJO 

600 

split 

135,000 

CT 

1:15 

+15 0 

0 

±2 DB 
300-10,000 

AJ 

MGA 4 

Transformer; matching, 

600 ohm line to 

600 ohm line 

TF1A16AJ0 

600 

split 

600 

split 

1:1 

+15 0 

0 

±1 DB 
300-10,000 

AJ 

MGA 5 

Transformer; output, 
single plate 7600 ohm, 

4800 ohm to 

600 ohm line 

TF1A13AJ0 

7600 
tap @ 
4800 

600 

split 

8.56:1 

+33 40 

40 

±2 DB 
300-10,000 

AJ 

MGA 6 

Transformer; output, 
single plate 7600 ohm, 

4800 ohm to voice coil 

TF1A13AJ0 

7600 
tap @ 
4800 

4, 8, 16 

21.8:1 

+33 40 

40 

±2 DB 
300-10,000 

AJ 

MGA 7 

Transformer; output, 
single or P.P. plates 
to 600 ohm line 

TF1A13AJ0 

15,000 

CT 

600 

split 

5-1 

+33 10 

10 

±1 DB 
300-10,000 

AJ 

MGA 8 

Transformer; output, 

P.P. plates to 

600 ohm line 

TF1A13AJ0 

24,000 

CT 

600 

split 

6.32:1 

+30 10 

1 

±1 DB 
300-10,000 

AJ 

MGA 9 

Transformer; output, 

P.P. plates to 

600 ohm line 

TFlAl3AJ0 

60,000 

CT 

600 

split 

10:1 

+27 10 

1 

±2 DB 
300-10,000 

AJ 
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PROFESSIONAL GRADE COMPONENTS 

MINIATURE AUDIO TRANSFORMERS 

DIVI-12 CASE DIMENSIONS 



FL — 

IVa" 

FD — 

IsV' 

W — 


H — 

IW' 

M — 

1 


These high quality, minature transformers feature hermetic sealing for 
maximum protection from moisture penetration with subsequent elec¬ 
trolysis and corrosion of fine wires. While primarily intended for non¬ 
military equipment, these units are constructed in accordance with 
MIL-T-27 Specifications. 


Impedance Level 
Ohms 


Maximum 

Power 

Level 


Max. 

Equiva- PrI. D.C. 

lent D.C. Un- 

Shield- per bal¬ 
ing Side ance 



*1 mw. reference level. 
—6.32)rfl/32‘’LS 



PROFESSIONAL GRADE AUDIO TRANSFORMERS 


For popular priced high fidelity amplifiers, professional equipment and receivers, for home and public address 
service. Freed has developed this series of audio transformers using the latest design techniques and the best 
commercially available materials. Except for units carrying unbalanced direct current, the frequency response is 
better than ±1 DB from 30 to 15,000 cj'^cles. All units feature excellent performance characteristics with 
minimum size aand weight. 


INPUT TRANSFORMERS 

^SE DIMENSIONS U-500 IMPEDANCES IN OHMS 


DM-01 CASE DIMENSIONS 

Mtg. Centers Dimensions Knockout Mtg. Wgl. 

W W H Studs 

IVz" IVz" 2" 1%" diam. 6-32 Vz 


50, 125, 200CT, 250, 330, 500 CT. 

125 and 500 ohms can be used for 150 and 
60 ohms. 


Impedance Level 
Ohms 


Maximum 

Power 

Level 


Max. 

Equiva- Pri. D.C. 

lent D.C. Un- 
Shield- per bal¬ 
ing Side ance 


Frequency 

Response 



*1 mw. reference level. 

For Freed Precision Laboratory Test Instruments see Section C Page G-720 fo 124 
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PREC^ION I FREED transformers! QU^ITY 

PROFESSIONAL GRADE COMPONENTS 

LOW LEVEL OUTPUT AND MIXING TRANSFORMERS 


Cat. 

No. 

Application 

Maximum 

Impedance Level Power Level V.U. 
Ohms or Power in 

Primary Secondary Watts 

♦ 

Ratio 

Max. 
Pri. D.C. 
Per Side 
Ma. 

D.C. 

Unbalance 

Ma. 

Frequency 

Response 

C.P.S. 

Case 

Number 

PGA 7 

Single triode plate 
to Universal 500 ohm 
line. Shunt feed. 

15,000 

U500 

-{-18 

5.48:1 

0 

0 

±1.0 DB 
30-15,000 

DM-OIT 

PGA 8 

Single triode plate to 
Universal 500 ohm line. 

15,000 

U500 

+18 

5.48:1 

8 

8 

±1.0 DB 
100-15,000 

DM-OIT 

PGA 9 

Push-pull triode plate to 
Universal 500 ohm line. 

20,000 

CT 

U500 

-{-30 

6.32:1 

8 

0.5 

±1.0 DB 
30-15,000 

DM-OIT 

PGA 10 

Low level line 
matching. 

U500 

U500 

+18 

1:1 

0 

0 

±1.0 DB 
30-15,000 

DM-OIT 


*1 mw. reference level. 


U-500 IMPEDANCES IN OHMS 50, 125, 200 CT, 250, 330, 500 CT — 125 and 500 ohms can be used for 150 and 600 ohms 


DRIVER TRANSFORMERS 


Cat. 

No. 

Application 

Primary 

Impedance 

Ohms 

Turn Ratio 
Pri; 1/2 Sec. 

Max. Level 
V.U.* 

Max. Pri. D.C. Max. D.C. 

Per Side Unbalance 

Ma. Ma. 

Frequency 

Response 

C.P.S. 

Case 

Number 

PGA 11 

Universal 500 ohm line to 
push-pull grids. 

U500 

1:1 

+40 

0 

0 

±1.0 DB 
30-15,000 

DC-2AL 

PGA 12 

Push-pull 6C4, 6SN7 triodes 
to push-pull 2A3, 6L6 grids. 

20,000 

C.T. 

3.0:1 

+30 

10 

0 

±1.0 DB 
30-15,000 

DC-IAL 

PGA 13 

Push-pull 2A3, 6B4, 6A5G to 
push-pull 809, TZ-40, 4/125A 

5,000 

C.T. 

3.2:1 

+40 

50 

5 

±1.0 DB 
30-15,000 

DC-2AL 


U-500 IMPEDANCES IN OHMS 50, 125, 200 CT, 250, 330, 500 CT — 125 and 500 ohms can be used for 150 and 600 ohms 


HIGH LEVEL OUTPUT TRANSFORMERS 



CASE DIMENSIONS 


Case # 

Mtg. Cent. 

Dimensions 

W D H 

Knockout 

Mtg. 

Studs 

Wgt. 

DC2AL 

2 xl% 

2 % 

21/4 

3 

11 / 2 x 1 % 

8-32 

2% 

DC2BL 

2 xl% 

2% 

2% 

31/2 

11 / 2 x 1 % 

8-32 

3 

DC4AL 

21 / 2 x 21/2 

31/8 

3 

3% 

2 xl% 

8-32 

41/2 

DC5AL 

31 / 8 x 2 % 

41/8 

31/2 

3 78 

2%x2 

10-32 

9 

DC6AL 

3%x3 

5 

4 Vs 

478 

3 x2 1/2 

10-32 

15 


L after 

case 

number indicates Leads. 




T after case number indicates Terminals. 


U-16 IMPEDANCES IN OHMS 
2, 4, 8, 12, 16 
U-500 IMPEDANCES IN OHMS 

50, 125, 200CT, 250, 330, 500CT. 
125 and 500 ohms can be used for 
150 and 600 ohms. 

A 70 volts level can be obtained 
for the following impedances: 

500 ohms — 10 watts -1-40 VU 

330 ohms — 15 watts -f- 42 VU 
250 ohms — 20 watts 43 VU 
200 ohms — 25 watts -f- 44 VU 
125 ohms — 40 watts -f 46 VU 

50 ohms — 100 watts -}- 50 VU 


Maximum Max. 

Impedance Level Power Level V.U.* Pri. D.C. D.C. Frequency 

Cat. Ohms or Power in Per Side Unbalance Response Case 


No. 

Application 

Primary 

Secondary 

Watts 

Ratio 

Ma. 

Ma. 

C.P.S. 

Number 

PGA 14 

P.P. 6K6, 6AR5, 7B5 

Class A to Universal 
voice coil. 

12,000 

C.T. 

U16 

+40 

(10 watts) 

27.4:1 

40 

4 

±1.0 DB 
30-15,000 

DO-2BL 

PGA 15 

P.P. 6F6 Cl. ABa, P.P. 

6V6, 6AQ5, 7C5, 6L6 

Cl. ABi to Universal 
voice coil. 

10,000 

C.T. 

U16 

+43 

(20 watts) 

25:1 

50 

5 

±1.0 DB 
30-15,000 

DO-4AL 

PGA 16 

P.P. 6L6 Cl. ABi, self 
bias to Universal 

500 ohm line. 

9,000 

U500 

+44.8 

4.23:1 

50 

5 

±1.0 DB 
30-15,000 

DC-4AL 

PGA 17 

As above to Universal 
voice coil. 

9,000 

U16 

+44.8 

23.7:1 

50 

5 

±1.0 DB 
30-15,000 

DC-4AL 

PGA 18 

P.P. 6N7 Cl. B, P.P. 

6V6, 6AQ5, 7C5 Cl. ABi 
to Universal voice coil. 

8,000 

C.T. 

U16 

+41.8 
(15 watts) 

22.3:1 

45 

5 

±1.0 DB 
30-15,000 

DC-4AL 

PGA 19 

P.P. 6L6, fixed bias, 

6,600 

U500 

+44.8 

3.63:1 

70 

7 

±1.0 DB 

DC-4AL 


Cl. ABi to Universal C.T. (30 watts) 30-15,000 

500 ohm line. 


*1 mw. reference level. 
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rRECiSIQN 




FREED TRANSFORMERS 


QUALITY 


PROFESSIONAL GRADE COMPONENTS 

HIGH LEVEL OUTPUT TRANSFORMERS 

Continued from previous page — See same for case sizes 


Impedance Level 
Ohms 


Maximum 
Power Level V.U.* 
or Power in 


Max. 
Pri. D.C. 
Per Side 


D.C. 
Unbalance 


Frequency 

Response 


Case 


Cat. 



Primary 

Secondary 

Watts 

Ratio 

Ma. 

Ma. 

C.P.S. 

Number 

No. 

Application 




Maximum 






PGA 20 

As above to Universal 


6600 

U16 

+44.8 

20.3:1 

70 

7 

±1.0 DB 

DC-4AL 


voice coil. 







30-15,000 


PGA 21 

P.P. 6L6 Cl. A, P.P. 2A3, 


5000 

U16 

+43 

17.7:1 

80 

8 

±1.0 DB 

DC-4AL 


6A5G, 6B4 self bias 

Par. 6V6 Cl. ABi to 
Universal voice coil. 


C.T. 





30-15,000 



PGA 22 

P.P. Par 6L6 Cl. ABi self 


4000 

U500 

+47 

2.83:1 

100 

10 

±1.0 DB 

DC-5AL 


bias P.P. 6L6 Cl. ABg 
fixed bias PP807 Cl. AB2 
to Universal 500 ohm line. 


C.T. 


(50 watts) 




30-15,000 


PGA 23 

As above to Universal 


4000 

U16 

+47 

15.8:1 

100 

10 

±1.0 DB 

DC-5AL 


voice coil. 


C.T. 






30-15,000 


PGA 24 

P.P. 6A5G, 6B4, 2A3, 


3000 

U16 

+ 41.8 

13.7:1 

75 

7.5 

±1.0 DB 

DO-4AL 


fixed bias Universal 
voice coil. 


C.T. 





30-15,000 



PGA 25 

P.P. Par. 807 Cl. AB3 to 


2100 

U500 

+51.8 

2.05:1 

120 

12 

±1.0 DB 

DO-6A 


Universal 500 ohm line. 


C.T. 


(150 watts) 




30-15,000 


PGA 26 

P.P. Par 2A3, 6A5G, fixed 


1500 

U500 

+44.8 

1.73:1 

150 

15 

±1.0 DB 

DO-4AL 


bias 6B4, 300A Cl. ABi, 
P.P. Par 6L6 Cl. A to 


C.T. 





80-15,000 




Universal 500 ohm line. 










PGA 27 

As above to Universal 


1500 

U16 

+44.8 

9.7:1 

150 

15 

±1.0 DB 

D0-4AL 


voice coil. 


C.T. 





30-15,000 


PGA 28 

Matching line to Uni¬ 


U500 

U16 

+44.8 

5.6:1 

0 

0 

±1.0 DB 

DC-4 AT 


versal voice coil. 







30-15,000 


PGA 29 

Matching line to Uni¬ 


U500 

U16 

+47 

5.6:1 

0 

0 

±1.0 DB 

DC-5AT 


versal voice coil. 








30-15,000 


PGA 30 

Matching line to Uni¬ 


U. 5 OO 

U16 

+50 

5.6:1 

0 

0 

±1.0 DB 

DC-6AT 


versal voice coil. 




(100 watts) 




30-15,000 


*1 mw. reference level. 











U-16 IMPEDANCES 

IN 

OHMS 



500 

ohms — 

10 watts 

+ 40 VU 



2 ohms, 4 ohms, 8 ohms. 

12 

ohms, 16 

ohms 


830 

ohms — 

15 watts 

+ 42 VU 



U-500 IMPEDANCES IN 

1 OHMS 



250 

ohms — 

2 0 watts 

+ 43 VU 


50, 

125, 200 CT, 250, 330 500 

CT 



200 

ohms — 

2 5 watts 

+ 44 VU 



125 

and 500 ohms can be used 

for 

150 and 

600 ohms 


125 

ohms — 

40 watts 

+ 46 VU 


A 70 volts level can be obtained for the 

following 

impedances: 


50 

ohms — 

120 watts 

+ 51 VU 





HIGH Q 

REACTOR 

S 






High Q Reactors for use in resonant wave traps and dynamic noise 
suppression circuits. 


Cat. 

No. 

Application 

Rated Ind. 
in Henries 

Q 

Tuning 

Capacitor (Mf) 

Case 

Size 

PQC 1 

60 cps resonant trap 

14.00 

10 

.5 

DM-02 

PQC 2 

400 cps resonant trap 

1.58 

15 

.1 

DM-02 

PQC 3 

1000 cps resonant trap 

1.00 

20 

.025 

DM-02 

PQC 4 

Dynamic noise suppression 
inductor 

2.40 

20 

@ 4 KC 


DM-02 

PQC 5 

Dynamic noise suppression 
inductor 

2.00 

20 

@ 4 KC 


DM-02 

PQC 6 

Dynamic noise suppression 
inductor 

1.30 

20 

@ 4 KC 


DM-02 

PQC 7 

Dynamic noise suppression 
inductor 

.80 

20 

(g) 4 KO 


DM-02 

PQC 8 

Dynamic noise suppression 
, inductor 

.60 

20 

@ 4 KC 


DM-02 

PQC 9 

Dynamic noise suppression 
inductor 

.40 

20 

@ 4 KO 


DM-02 
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PRECISION 


FREED TRANSFORMERS 


PUAIIW 




REACTORS — PROFESSIONAL GRADE COMPONENTS 



Case # 

Mtg.Cent. 

Dimensions 

W D H 

Mtg. 

Studs 

Wgt. 

Inductance measured at 
BOV, 60 cycles with rated 

DM-01 

1 llfXl -iV 

11/2 

11/2 

2 

C-32 

1/2 

direct current in the 

DCIA 

ly2xll^ 

2 nr 

Ilf 

21/2 

8-32 

1 

winding. 

DC2A 

2 xl% 

2% 

21^ 

3 

8-32 

2% 

T following case number indi¬ 

DC2B 

2 xl % 

2% 

21A 

3 1/2 

8-32 

3 

cates Terminals. 

DC4A 

21/2x21/2 

31/8 

3 

3% 

8-32 

41/2 

L following case number indi¬ 

DC5B 

31/8x2% 

41/8 

31/2 

41/2 

10-32 

10 

cates Leads. 


Cat. 


Rated Current 


Dielectric 

Case 

No. 

Inductance in Hy. 

D.C. Ma. 

D.C. 

Resistance 

Test Voltage 

Number 

PGC 1 

40 

15 


2000 

1000 

DM-01 

PGC2 

12 

40 


400 

1000 

DO-IAL 

PGC 3 

8 

50 


300 

1000 

DC-IAL 

PGC 4 

20 

50 


425 

1500 

DC-2AL 

PGC 5 

10 

70 


250 

1500 

DO-2AL 

PGC 6 

6 

100 


160 

1500 

DO-2AL 

PGC 7 

6 

150 


115 

1500 

DC-2BL 

PGC 8 

10 

150 


160 

1500 

DC-4AL 

PGG 9 

5.5 

200 


95 

1500 

DO-4AL 

PGC 10 

10 

200 


150 

1500 

DC-4AL 

PGC 11 

10 

250 


135 

1500 

DO-5BL 

PGC 12 

8 

300 


95 

1500 

DO-5BL 

PGC 13 

7 

400 


60 

1500 

DC-5BL 



Parallel Feed Audio 

Chokes 




PGC 14 

100 

10 


3500 

1000 

DM-OIL 

PGC 15 

30 

50 


650 

1500 

DO-2AL 

PGC 16 

400 

1 


6000 

1000 

DM-OIL 


SWINGING 

INPUT 

REACTORS 


Cat. 


Rated Current 



Dielectric 

Case 

No. 

Inductance in Hy.* 

D.C. Ma. 

D.C. Resistance 

Test Voltage 

Number 

PGC 17 

5 - 20 

150 

160 


1500 1 

DC-4AL 

PGC IS 

5 - 20 

250 

135 


1500 

DC-5BL See 

PGC 19 

3 - 15 

300 

95 


1500 

DO-5BL Above 

PGC 20 

3 - 15 

400 

60 


1500 

DC-5BL 


* Inductance values for 10 0 % and 10% of rated Direct Current. 


PROFESSIONAL GRADE POWER TRANSFORMERS 



CASE DIMENSIONS 


Case # 

Mtg. Cent. 

Dimensions 

W D H 

Mtg. 

Wgt. 

DC2B 

2 xl% 

2% 

214 

31/2 

8-32s 

3 

DC4A 

2 % x2 % 


3 

3% 

8-32S 

41/2 

DC5A 

31/8x2% 

41/8 

31/2 

3 % 

10-32S 

9 

DC5B 

31/8x2% 

4V8 

31/2 

41/2 

10-32S 

10 

DC6A 

3%x3 

5 

41/8 

47/8 

10-32S 

15 

DC7B 

4%x3% 

51/2 

5 

6% 

14-20s 

22 


Fully impregnated and 
sealed in heavy gauge 
cases. Temperature 
rises range from 45 ° to 
50 °C. 

T following case number indi¬ 
cates Terminals. 

L following case number indi¬ 
cates Leads. 


Cat. 

No. 

Pri. Va 

Hi Volt 

Choke Input Cond. Input 

D.C. V. D.C. Ma. D.C. V. D.C. Ma. 

Rectifier 

Fil.#l 

Fll.#2 

Case 

Number 

PGP 1 

15 

440V. 

C.T. 

Low flux density, 270 

hum-bucking. For 
Preamplifier service. 

15 

6X4 

6.3 CT @ 0.6A. 

6.3 @ 0.3A. 

DO-2BL 

PGP 2 

30 

550V. 

C.T. 

Low flux density, 310 

hum-bucking. For 
Preamplifier service. 

35 

6X4 

6.3 CT @ 0.6A. 

6.3 CT @ 0.9A. 

DC-4AL 

PGP 3 

45 

500V. 

C.T. 

270 

40 

6X4, 5Y3 

5/6.3V @ 2A. 

6.3 @ 2A. 

DO-4AL 

PGP 4 

57 

600V. 

C.T. 

380 

50 

6X4, 5Y3 

5/6.3V @ 2A. 

6.3 @ 2.5A. 

DC-4AL 

PGP 5 

64 

650V. 

C.T. 

870 

50 

6X4, 5Y3 

5/6.3V @ 2A. 

6.3 @ 3A. 

DC-4AL 

PGP 6 

73 

600V. 

C.T. 

320 

70 

6X4, 5Y3 

5/6.3V @ 2A. 

6.3 @ 3A. 

DC-4AL 


For Freed Precision Laboratory Test Instruments see 
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PRECISION 


FREED TRANSFORMERS! 


^iiMi*^ : 


PROFESSIONAL GRADE POWER TRANSFORMERS 

Continued from previous page — See same for case sizes 


Cat. Choke Input Cond. Input Bias Case 


No. 

Py Va 

Hi Volt 

D.C. V. 

D.q. Ma. 

D.C. V. 

D.C. Ma. 

Tap. 

Rectifier 

Fil.#l 

Fil.#2 

Fil.#3 

Number 

PGP 7 

110 

650V. 

C.T. 

225 

140 

330 

100 


5Y3, 6U4 

5 @ 3A. 

6.3 (g) 5A. 


DC-5BL 

PGPS 

76 

700V. 

C.T. 

260 

100 

385 

70 


6Y3 

5 @ 2A. 

6.3 @ 2.5A. 


DC-5AL 

PGP 9 

108 

700V. 

C.T. 

250 

125 

370 

90 


5Y3, 5U4 

5 @ 3A. 

6.3 @ 5A. 


DC-5BL 

PGP 10 

127 

700V. 

C.T. 

260 

170 

350 

120 


5U4 

5 @ 3A. 

6.3 @ 5A. 


DC-5BL 

PGP 11 

146 

700V. 

C.T. 

260 

210 

350 

150 


6U4 

5 # 3A. 

6.3 @ 5A. 

6.3 @ lA. 

DC-6AL 

PGP 12 

207 

800V. 

C.T. 

295 

280 

400 

200 


5U4, 2-5Y3 

5 @ 4A. 

6.3 (g) 6A. 


DC-6AL 

PGP 13 

225 

800V. 

C.T. 

295 

280 

400 

200 

80 

5U4, 2-5Y3 

5 @ 4A. 

6.3 @ 6A. 

5/6.3 (g) 2A. 

DC-6AL 

PGP 14 ^ 

268 

840V. 

C.T. 

330 

350 

460 

250 

80 

2-5U4 

5 @ 6A. 

6.3 @ 6A. 

5/6.8 @ 2A. 

DC-6AL 

PGP 15 

320 

900V. 

C.T. 

340 

420 

490 

300 

80 

2-6U4 

5 @ 6A. 

6.3 @ 6A. 

5/6.8 @ 2A. 

DC-6AL 

PGP 16 

127 

900V. 

C.T. 

360 

150 




5U4 

5 (g) 3A. 

6.3 @ 5A. 


DC-6AL 

PGP 17 

160 

900V. 

C.T. 

360 

200 




5U4 

5 (g) 3A. 

6.3 @ 6A. 


DC-6AL 

PGP IS 

203 

IIOOV. 

C.T. 

400 

250 




5R4GY 

6 @ 3A. 

6.3 @ 5A. 


DC-6AL 

PGP 19 

248 

IIOOV. 

C.T. 

420 

300 




2-6R4GY 

5 @ 4A. 

6.3 (g) 7A. 


DC-6AL 

PGP 20 

310 

1280V. 

480 

350 




2-5R4GY 

6 @ 4A. 

6.3 @ 7A. 


DC-7BL 


FILAMENT TRANSFORMERS 

ALL PRIMARIES ARE FOR 115 V., 60/60 c.p.s. 



j*~ w— 


L after case number indicates Leads 
T after case number indicates Terminals 



Secondary 

Voltage 


Secondary 

Current 

Amps. 


Secondary 

Test 

Voltage RMS 


TF2 

2.5 (C.T.) 

10 

1600 

CH70 

TF3 

2.5 (C.T.) 

5 

7500 

DC2BT 

TF4 

2.5 (C.T.) 

10 

7500 

D04AT 


5.0 (C.T.) 
6.0 (C.T.) 
5.0 (C.T.) 


TF8 

5.0 (C.T.) 

10 

1500V 

FVIO 

TF9 

5.0 (C.T.) 

20 

2500 

FV30 

TF 10 

5.0 (C.T.) 

20 

10,000 

D06AT 


6.8 (C.T.) 

6.3 (C.T.) 

6.3 (C.T.) 

6.3 (C.T.) 

6.3 (C.T.) 

10 (C.T.) 

10 (C.T.) 

10 (C.T.) 
or 

11 (C.T.) 
(tapped primary) 

12.6 (C.T.) 



CASE DIMENSIONS 


Case# Mtg. Cent. 


DC2B2 2 xl % 
DC4AT 2 1/2 x2 % 
DC5CT 3%x2% 
DC6AT 3%x3 
FVIO 2 x2 
FV12 2 x2Vs 
FV22 21^x21^ 
FV30 21 / 2 x 21 ^ 


Dimensions 
W D H 


4V8 31/2 4% 

T 41/8 4%^ 

2 % 2 Yz 3 

2 y 2 2 % 3 jg 

211 2% 3tV 
3% 31^ 311 
211 1% IH 
314 2 2 

Sy. 2V8 2 
3H 21/4 2 ^ 


Knockout 


iy2xi% 

2 Xl% 
21/2x2 

3 X2y2 
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^ PREDION {FREED TR ANSFOliMERSl 




AUTO TRANSFORMERS 



To be used as a step-down 
transformer. Equipped with 
standard receptacle and 
line cord. 


CATALOG 

NUMBER 

TRANSFORMATION 

VA 

RATING 

CASE 

SIZE 

SDT 1* 

230/115 V. 

50/60 c.p.s. 

25 

OH-60 

SDT 2* 

230/115 V. 

50/60 c.p.s. 

50 

CH-62 

SDT 3 

230/115 V. 

50/60 c.p.s. 

50 

VS-800 

SDT 4 

230/115 V. 

50/60 c.p.s. 

100 

VS-401 

SDT 5 

230/115 V. 

60/60 c.p.s. 

200 

VS-501 

SDT 6 

230/115 V. 

50/60 c.p.s. 

300 

VS-601 

SDT 7 

280/115 V. 

50/60 c.p.s. 

400 

VS-604 

SDT 8 

230/115 V. 

50/60 c.p.s. 

500 

VS-611 

SDT 9 

230/115 V. 

60/60 c.p.s. 

750 

VS-706 

SDT 10 

280/115 V. 

60/60 c.p.s. 

1000 

VS-718 

SDT 11 

230/115 V. 

50/60 c.p.s. 

1500 

VS-728 

SDT 12* 

230/115 V. 

60/60 c.p.s. 

2000 

HB-718 

SDT 13* 

230/116 V. 

60/60 c.p.s. 

2600 

HB-728 

SDT 14* 

230/116 V. 

60/60 c.p.s. 

3000 

HB-828 

SDT 15* 

230/115 V. 

5000 

HB-920 


60/60 c.p.s. 

*Supplied with leads without line cord and receptacle. 


CASE DIMENSIONS 




Dimensions 

Wgt. 

Case # 

Mtg. Cent. 

W 

D 

H 

(lbs.) 

CH60 

2 if 

3% 

2 

2 

ll/a 

CH62 

2 if 

31/4 

21/8 

2 

1% 

HB71S 

4 3^x4% 

6% 

81/3 

6% 

36 

HB72S 

4 3^x6 

6 3/8 

9% 

61/4 

45 

HB828 

5 %x 5 y 8 

71/4 

9% 

6% 

54 

HB920 

53 / 8 X 4 % 

71/4 

8% 

10 

75 

VS300 

2 xlH 

2i| 

2?4 

8ft 

2% 

VS401 

2%xl% 

2 II 

3 

3M 

41 /a 

VS501 

2^4x2* 

8 ^5 

3 

8 If 

a% 

VS503 

2 >4x2 ft 

3 

8% 

3|J 

5% 

VS601 

3 x2iV 

3M 

3% 

4 II 

71/4 

VS604 

3 x2if 

3M 

37/8 


7% 

VS611 

3 x3if 

3|J 

4 78 

4M 

12 

VS700 

3 x3 

41/2 

4% 

5B 

14 

VS706 

3 1/2 x3 if 

41/2 

5% 

5 II 

16 

VS714 

31/2x4 if 

41/2 

6% 

5 II 

25 

VS718 

3 1 / 2 x 5 * 

41/2 

6% 

5Ji 

29 

VS728 

31 / 2 x 6 ^ 

41/2 

8 

5 II 

36 


ISOLATION TRANSFORMERS 

Electrostatic shield between primary and secondary. Equipped with standard receptacle and line cord. 


CATALOG 

NUMBER 

PRIMARY 

VOLTAGE 

50/60 c.p.s. 

SECONDARY 

VOLTAGE 

VA 

RATING 

CASE 

SIZE 


115 

115 

50 

VS-401 

IT 2 

115 

115 

100 

VS-503 

IT 3 

115 

115 

300 

VS-700 

IT 4 

115 

115 

500 

VS-714 


For Freed Precision Laboratory Test Instruments 

see Section G Page G-120 to 124 
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FREED TRANSFORMERS! QUMITY 


REPLACEMENT GRADE AUDIO TRANSFORMERS 



h 2 HLs/ 




C A ^ E 

D 1 M E N S 

1 0 

N S 


Case 

Mtg. 

Dimensions 

Wgt. 

Number 

Centers 

W 

D 

H 

(lbs.) 

CH-40 

2" 

2 3/8" 

1 %' 

1 t'k " 

1/^ 

CH-50 

2 %" 

2 W ' 

1%' 

' IH" 

% 

CH-60 

2 H " 

31/4" 

2" 

2 " 

IVs 

CH-SO 


4" 

2 %' 

2 %" 

2% 

VS-100 


1%" 

2%^ 

' 2 W ' 

11/2 

VS-300 

2" X IW' 

2H" 

2 %' 

' 8 A" 

2% 


Catalog 

No. 


Application 


Impedance Level 
Ohms 


Max. Power 
Level V.U.* 
or Power 
in Watts 


Max. 
PrI. D.C. 
per Side 

Ratio Ma. 


D.C. 

Un- Freq. 

balance Response 


Ma. 


C.P.S. 


Case 

Number 


RGA 1 

Input; multiple line or 
double button mike to 
single or push-pull grids. 

500 CT 

200 CT 

100.000 CT 

+20 

1:14.1 50 5 

±1 DB 
200-5000 
±1 DB 

CH-40 

RGA 2 

Input; single button mike 
to single or push-pull grids. 

100 

100.000 CT 

+20 

1:31.6 50 

200-5000 
±1 DB 

CH-40 

RGA 3 

Input; voice coil to grid. 

3.2 

100.000 

+20 

1:179 


200-5000 

CH-40 

FIGA 4 

Mixing and matching line 
to line. 

600 CT 

500 CT 

200 CT 
150/125/50 

600 CT 
500 CT 
200 CT 
150/125/50 

+20 

1:1 


±1 DB 
100-5000 

OH-40 

RGA 5 

Interstage; single triode 
plate to single or P.P. 
grids. 

10.000 

90.000 

+30 

1:3 10 

±1 DB 
200-5000 

CH-40 

RGA 6 

Output; single plate to 
line or mixer. 

10.000 

600 CT 
500 CT 
200 CT 
150/125/50 

+30 

4.8:1 10 

±1 DB 
200-5000 

CH-40 

RGA 7 

Output; 

Push-pull plate to line or 
mixer. 

20.000 CT 

600 CT 
500 CT 
200 CT 
150/125/50 

+30 

6.32:1 10 1 

±1 DB 
200-5000 

OH-40 

RGA 8 

Output; plate to V.C. 
6 AL6, 6L6, 6Y6, 25B6, 
25C6, 85A5, 85B5, 35C.5, 
60B5, 5005, 5006, 60L6, 
117N7. 

2500 

3.2 

6 W 

70 

±3 DB 
200-10000 
±1 DB 

CH-40 

RGA 9 

Output; plate to V.C. 

6 V6, 6AQ6, 6AS5, 705, 

5000 

3.2 

6 W 

50 

±3 DB 
200-10000 

CH-40 

RGA 10 

Output; plate to V.C. 
6AR5, 6K6, 6V6, 7B5, 

14A5, SS4, 8U4, 8Q4, 

8Q5, 305, 3A4. 

10.000 

or 

7500 

3.2 

5W 

30 

±3 DB 
200-10000 

CH-40 

RGA 11 

Output; P.P. plates to V.C. 
P.P. 6V6, PP6K6. 

12.000 CT 
or 

8000 CT 

3.2 

15W 

50 6 

±2 DB 
200-8000 

CH-60 

REPLACEMENT GRADE CHOKES 

CATALOG 

INDUCTANCE RATED CURRENT 

No. IN HENRIES D.C. Ma. 

D.C. 

RESISTANCE 

DIELECTRIC 

TEST VOLTAGE 

CASE No. 

RGC 1 

4 


40 


200 

1000 


CH-40 

RGC 2 

9 


40 


400 

1000 


CH-4 0 

RGC 3 

6 


50 


400 

1000 


CH-40 

RGC 4 

10 


55 


400 

1500 


CH-50 

RGC 5 

10 


75 


250 

1500 


CH-60 

RGC 6 

10 


75 


250 

1500 


VS-100 

RGC 7 

6 


100 


150 

1500 


CH-60 

RGC 8 

6 


100 


150 

1500 


VS-100 

RGC 9 

3.5 


150 


100 

1500 


CH-60 

RGC 10 

8.5 


150 


100 

1500 


VS-100 

RGC 11 

2 


200 


.60 

1500 


CH-60 

RGC 12 

2 


200 


60 

1500 


VS-100 

RGC 13 

8.7 


200 


65 

1500 


CH-80 

RGC 14 

3,7 


200 


65 

1500 


VS-300 

RGC 15 

2.8 


300 


65 

1500 


CH-80 

RGC 16 

2.8 


300 


65 

1500 


VS-300 


For Freed Precision Laboratory Test Instruments 

see Section G Page G-T20 to 124 
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FREED TRANSFORMERS! ou&ty 


PRiCISION ^ 


REPLACEMENT GRADE 


CASE DIMENSIONS 

DIMENSIONS WGT. 

CASE # MTG. CENTERS W D H _ (lbs.) 

VS-300 _ 2^^ X nr' _ 2^^^ 2%" S^%" _ 2% 

VS-303 _ 2^^x _ 2 W' _ 3V2 

VS-306 _ 2^^x 2T."g^^ _ 2 -11" S%" S _ 4^/2 

VS-307 _ 2" x2j\" _ 2W' 3%^^ 3 ^ 2 " _ 4% 

VS-503 2V2^^x2T^g^^ S%" S %V' 5^4 

VS-505 2V2^^x2t%^^ SVs" S W' 6 

VS-604 _ 3^^x2H^^ Sir SVs" 4 M" 7% 

VS-605 _ 3^^x2i-r' _ 3|r^ 4 Vs" ^ iV _ 8% 

VS-606 _ 3" X 3 ^V' _ 3|-r 4 M'' _ 9^/4 

VS-609 _ 3^^x3t:V^^ 3 B" 4%" 4 11 

VS-611 _ 3"x3H" 3|r^ 4%" 4i§" 12 

VS-612 _ 3" X 311^^ _ 3U" 13 

VS-709 _ 3V2^^x 4:^^^ _ 4 1/2^^ 5%" 5 U" 19 

HS-300 _ 2V2^^x 2^^ _ 3^^ 21/2^^ _ 2% 

HS-303 _ 2V2^^x 2^^ _ 3" 2 V 2 " 2ys" _ 31/2 

HS-306 _ 21/2^^ X 2^^ _ 3^^ 21/2^^ 3y4." _ 41/2 

H$-307 _ 2y2"^2" 3" 2y2" 3%" _ 4% 

HS-503 3V8^^x2V2^^ 3%" syg" 3%" 5% 


Cat. 

No. 

Py Va 

Hi Volt 

Choke Input 

D.C. V. D.C.Ma. 

Cond. 
D.C. V. 

Input 

D.C. Ma. 

Bias 

Tap. 

Rectifier 

Fil.#l 

FII.#2 

Fil.#3 

Case 

Number 

RGP 1 
RGP2 

45 

500V. CT 



270 

40 


6X4, 5Y3 

5/6.3 @ 2A 

6.3 (g) 2A 

V 

'VS300 

HS300 

RGP 3 
RGP 4 

57 

600y. CT 



330 

50 


6X4, 5Y3 

5/6.3 @ 2A 

6.3 (g) 2.5A 


VS303 

HS303 

RGP 5 
FGP6 

64 

650y. CT 



370 

50 


6X4, 6Y3 

5/6.3 @ 2A 

6.3 @ 3A 


VS303 

HS303 

RGP 7 
RGP 8 

73 

600y. CT 



320 

70 


6X4, 5Y3 

5/6.3 (g) 2A 

6.3 @ 3A 


VS306 

HS306 

RGP 9 
RGP 10 

110 

650y. CT 

225 

140 

330 

100 


5Y3, 5U4 

5 @3 A 

6.3 @ 5A 


VS503 

HS503 

RGP 11 
RGP 12 

76 

700y. CT 

260 

100 

385 

70 


5T3 

6 @ 2A 

6.3 (g) 8.5A 


VS307 

HS307 

RGP 13 
RGP 14 

108 

700y. CT 

250 

125 

370 

90 


5Y3, 5U4 

5 (g) 3A 

6.3 @ 5A 


VS503 

HS503 

RGP 15 
RGP 16 

127 

700y. CT 

260 

170 

350 

120 


6U4 

5 @ 3A 

6.3 (g) 5A 


VS505 

HS505 

RGP 17 
RGP 18 

146 

700y. CT 

260 

210 

350 

150 


5U4 

5 (g) 3A 

6.3 @ 5A 

6.3 (g) lA 

VS604 

HS604 

RGP 19 
RGP 20 

207 

800y. CT 

295 

280 

400 

200 


5U4, 2-5Y3 

5 @ 4A 

6.3 (g) 6A 


VS606 

HS606 

RGP 21 
RGP 22 

225 

800V. CT 

4i 

295 

280 

400 

200 

80V. 

5U4, 2-5Y3 

5 (g) 4A 

6.3 (g) 6A 

5/6.3 (g) 2A 

VS606 

HS606 

RGP 23 
RGP 24 

268 

840y. CT 

330 

350 

450 

250 

80 V. 

2-5U4 

5 (g) 6A 

6.3 (g) 6A 

5/6.3 @ 2A 

VS612 

HS612 

RGP 25 
RGP 26 

320 

900y. CT 

295 

280 

400 

200 

80 V. 

2-5U4 

5 (g) 6A 

6.3 @ 6A 

5/6.3 (g) 2A 

VS709 

HS709 

RGP 27 
RGP 28 

127 

900y. CT 

360 

150 




5U4 

5 @ 3A 

6.3 (g) 5A 


VS604 

HS604 

RGP 29 
RGP 30 

150 

900y. CT 

350 

200 




5U4 

5 (g) 3A 

6.3 @ 5A 


VS605 

HS605 

RGP 31 
RGP 32 

203 

iiooy. CT 

400 

250 




5R4GY 

5 (g) 3A 

6.3 @ 5A 


VS611 

HS611 

RGP 33 
RGP 34 

248 

iiooy. CT 

420 

300 




2-5R4GY 

5 @ 4A 

6.3 @ 7A 


VS612 

HS612 

RGP 35 
RGP 36 

310 

1280y. CT 

480 

350 




2-5R4GY 

5 @ 4A 

6.3 @ 7A 


VS709 

HS709 


For Freed Precision Laboratory Test instruments see Section G Page G-120 to 124 


POWER TRANSFORMERS 





CASE D 1 

1 M E N S 

1 0 N 

S 




DIMENSIONS 

WGT. 

CASE # 

MTG. CENTERS 

W 

D 

H 

(lbs.) 

HS-505 

3 Vs" X 21/2" 

! 

CO 

3 Vs" 

3 %" 

6 

HS-604 

S%" X 3" 

41/2" 

CO 

3 %" 

7% 

HS-605 

3%"x3" 

41/2" 

CO 

3%" 

8% 

HS-606 

3%"x 3" 

41/2" 

3 %" 

4" 

914 

HS-609 

S%"x3" 

41/2" 

CO 

4 %" 

11 

HS-611 

CO 

41/2" 

3 %" 

4%" 

12 

HS-612 

3 %"x 3 " 

4 y 2 " 

3 %" 

4%" 

13 

HS-709 

4 3 / 8 " X 31/2" 

51/4" 

4%" 

5 %" 

19 
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HI0H PlDlLlTY 

e5M. 

PONENTS 

Input 

Transformers 


Hybrid and 
Repeat Coils 

Catalog List 

No. f*ricet 

QGA 7 .25.00 

QGA8 .35.00 

QGA 9 .35.00 

QGA 10 .40.00 

QUA 11 .30.00 

Interstdiie 

Transformers 

Catalog List 

No. Prioet 

QGA 12 .30.00 

QGA 13 .25.00 


Low Level 
Output, Mixing 
Matthing 
Transformers 

Catalog List 

No, Pricet 

QGA 16 .26.00 

QGA 17 .26.00 

QGA 18 .2S.00 

QGA 19 .26.00 

QGA 20 .33.00 

QGA 21 .30.00 

Driver 

Transformers 

Catalog List 

No. Pricet 

QGA 22 .50.00 


High Level 
Output 
Transformers 

Catalog List 
No. Pricet 

QGA 26 .35.0C 

QGA 26 .35.0C 

QGA 27 .35.0C 

QGA 28 .35.0C 

QGA 29 .35.0C 

QGA 30 .35.OC 

QGA 31 .45.0C 

QGA 32 .45.00 

QGA 33 .45.00 

QGA 34 .45.00 

QGA 35 .49.50 

QGA 36 .49.50 

QGA 37 .30.00 

QGA 88 .49.50 


TOROIDAL 

INDUCTORS 

Prices given are Net 
for Hermetically 
Sealed Units. For 
Commercial Cased 
units deduct $.75 
from net. For Un¬ 
cased units deduct 
$1.50 from net. 
Tolerances are ad¬ 
justed to within 
1 % or 2 % de¬ 
pending on the in¬ 
ductance value. 


FREED TRANSFORMERS 


fyp« tl. 1 

talog Net 


Catalog 

No. 

F-800 . 
F-801 . 
F-802 . 
F-803 . 
F-804 . 
F-805 . 
F-806 . 
F-807 . 
F-808 . 
F-809 . 
F-810 . 
F-811 . 
F-812 . 
F-813 . 
F-814 . 
F-815 
F-816 .. 
F-817 . 
F^818 . 
F-819 . 
F-820 
F-821 .. 
P-822 
F-823 
F-824 .. 
F-826 
F-826 .. 
F-827 .. 
F-828 .. 
F-829 .. 
F-830 .. 


TypeTI - 2$ 



Type Tl • 3s 

Catalog Net 

No. Price 

F-1844 .15.00 

F-1846 .15.00 

F-1846 .15.00 

F-1847 .15.00 

F-1848 .15.00 

F-1849 .15.00 

F-1860 .15.00 

F-1851 .15.00 

F-1852 .15.00 

F-1853 .15.00 

F-1854 .15.00 

F-1855 ..15.00 

Type Tl - 3As 

Catalog Net 

No. Price 

F-1856 .21.00 

F-1857 .21.50 

F-1858 .21.50 

F-1859 .23.50 

F-1860 .24.00 

F-1861 .24.00 

F-1862 .24.50 

F-1863 .25.50 

Type Tl - 4 
and 4s 


Catalog 

Net 

No. 

Price 

F-850 . 

... 8.30 

F-851 . 

... 8.30 

P-852 . 

... 8.30 

F-853 . 

... 8.30 

F-854 . 

... 8.30 

F-855 . 

... 8.30 

P-856 . 

... 8.70 

P-857 . 

... 9.05 


Ca^iaibS 

Nd. 

F-858 .. 
F-859 .. 
F-860 .. 
F-861 .. 
F-862 ... 
F-863 ... 
F-864 .. 
F-865 .. 
F-866 .. 
F-867 
F-868 ... 
F-869 ... 
F-870 ... 
F-871 ... 
F-^872 
F-873 ... 
F-874 ... 
F^876 ... 
F-876 ... 
F-877 ... 
F-878 ... 


Type Tl * S 

italdg Ndt 

No. Price 

1700 . 6.00 


Type Tl - 5s 


F-1711 . 9.70 

F-1712 . 9.80 


Type Tl - 6 
and 6s 

Catalog Net 

No. Price 

F-1726 . 8.60 


F-1734 . 9*00 


Type Tl - 8 
and 8$ 

Catalog Net 

No. Priee 

F-1821 . 9.10 

F-1822 . 9.10 

F-1823 . 9.10 

F-1824 .9.10 

F-1825 . 9.10 

F-1826 . 9.10 

F-1827 . 9.10 

F-1828 . 9.10 

F-1829 . 9.10 

F-1830 . 9.10 

F-1831 . 9.10 

p.1882 . 9.20 

F-1833 . 9.30 

F-1834 . 9.50 

P-1835 . 9.50 

F-1836 . 9.50 

F-1837 . 9.60 

F-1838 . 9.70 

F-1839 .10.00 

F-1840 ....10.20 

Type Tl - 9s 

Catalog Net 

No. Price 

P-1554 .17.50 

F-1555 .17.70 

p.1556 .17.90 

P-1557 .18.20 

P-1558 .18.30 

F-1569 .18.40 

F-1560 .18.50 

F-1561 .18.75 

F-1562 .19.00 

P-1663 .19.25 

F-1564 .19.50 

P-1665 .19.50 

P-1566 .20.00 

P-1667 .20.50 

F-1668 .21.00 

F.1669 .21.50 

P-1670 .2^.50 

Type Tl - 10s 



Type Tl - 7 

Cataidg Net 

Ndi Priee 

F-1781 . 8.30 


Type Tl - 12 
and 12s 

Catalog Net 

No. Price 


Type 

Catalog 


Type Tl - 11s 

Catalog Net 

No. Price 

F-1747 .14.95 

F-1748 .14.95 

F-1749 .14.95 

F-1750 .14.95 

F-1751 .14.95 

P-1752 .16.00 


>Tl.14s 


Type Tl - 15s 

Catalog Net 


HIGH Q 
REACTORS 

Catalog Net 

No. Price 

QGCl ....20.00 ea. 
QGO 2 ... 20.00 ea. 
QGC 3 ....20.00 ea. 
QGC 4 ... 20.00 ea. 
QGC 5 ... 20.00 ea. 
QGC 6 ....20.00 ea. 
QGO 7 ....20.00 ea. 

MIL. PULSE 
TRANS¬ 
FORMERS 


Catalog 

Net 

No. 

Price 

MPT-1 ..... 

.17.50 

MPT-2 . 

.15.00 

MPT-3 . 

.22.50 

MPT-4 . 

.20.00 

MPT-6 . 

.17.50 

MPT-6 . 

.15.00 

MPT-7 . 

.17.50 

MPT-8 . 

.15.00 

MPT.9 . 

.22.50 

MPT-10 ... 

.20.00 

MPT-11 ... 

.17.50 

MPT-12 ... 

.27.50 


MILITARY 

AUDIO 

TRANS¬ 

FORMERS 

Catalog Net 

No. Price 

MGA 1 .12.50 



fTRADE DISCOUNT APPLIES TO LIST PRICES ONLY 
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FREED TEST INSTRUMENTS 


■.A A*. 


- '.A 


FREED TRANSFORMERS (CONT.) 


PRO¬ 

FESSIONAL 

GRADE 

COM¬ 

PONENTS 


Miniature 

Audio 

Transformers 


Catalog 

No. 

PMA 1 .... 
PMA 2 .... 
PMA 3 ... 

List 

Prlcet 

.16.50 

.13.50 

.19.00 

PMA 4 .... 

.13.50 

PMA 5 .... 

.13.50 

PMA 6 .... 

.16.50 

PMA 7 .... 

.16.50 

PMA 8 .... 

.16.50 

PMA 9 ... 

.16.50 

PMA 10 .. 

.15.50 

PMA 11 .. 

.12.00 

Input 

Transformers 

Catalog 

List 

No. 

Prlcet 

PGA 1 . 

.16.00 

PGA 2 . 

.18.50 

PGA 3 . 

.16.00 

PGA 4 . 

.15.00 

PGA 5 . 

.17.50 

PGA 6 . 

.16.00 


Low Level 
Output and 
Mixing 

Transformers 

Catalog List 

No. Prlcet 

PGA 7 .16.00 

PGA 8 .17.00 

PGA 9 .16.00 

PGA 10 .16.00 

Driver 

Transformers 

Catalog List 

No. Pricet 

PGA 11 .22.50 

PGA 12 .16.00 

PGA 13 .22.50 


High Level 
Output 
Transformers 


Catalog 

List 

No. 

Prlcet 

PGA 14 .. 

...22.50* 

PGA 15 .. 

...23,75* 

PGA 16 .. 

...25.00* 

PGA 17 .. 

.25.00* 

PGA 18 .. 

...22.50* 

PGA 19 .. 

...25.00* 

PGA 20 .. 

. 25.00* 

PGA 21 .. 

.23.75* 

PGA 22 .. 

...30.00* 

PGA 23 .. 

...30.00* 

PGA 24 .. 

...22.50* 

PGA 25 .. 

...50.00* 

PGA 26 .. 

.25.00* 

PGA 27 .. 

.25.00* 

PGA 28 .. 

...23.75* 

PGA 29 .. 

.27.50* 

PGA 30 .. 

.40.00* 


*5.00 off list price 
supplied in ver¬ 
tical shells. 


High 9 
Reactors 

Catalog List 
No. Prlcet 

PQC 1 .10.00 

PQO 2 .10.00 

PQ0 3 .10.00 

PQG4 .10.00 

PQC 5 .10.00 

PQO 6 .10.00 

PQC 7 .10.00 

PQC 8 .10.00 

PQC 9 .10.00 


Filter 

Reactors 

Catalog List 
No. Prlcet 

PGO 1 . 6.50 

PGC 2 . 7.00 

PGO 3 . 7.00 

PGC 4 . 7.50 

PGC 5 . 7.50 


Catalog List 
No. Prlcet 

PGC 6 . 7.50 

PGC 7 . 8.00 

PGC 8 . 9.00 

PGC 9 . 9.00 

PGC 10 . 9.50 

PGC 11 .10.50 

PGC 12 .13.00 

PGC 13 .16.00 


Parallel Feed 
Audio Chokes 

Catalog List 

No. Prlcet 

PGC 14 .10.00 

PGC 15 .11.00 

PGC 16 .10.50 


Swinging Input 
Reactors 

Catalog List 

No. Prlcet 

PGC 17 . 9.00 

PGC 18 .10.50 

PGC 19 .13.00 

PGC 20 .16.00 


Power 

Transformers 


Catalog 

List 

No. 

Prlcet 

PGP 1 .... 

.12.50 

PGP 2 .... 

.18.50 

PGP 3 .... 

. 4,00 

PGP 4 .... 

. 9.50 

PGP 5 .... 

.10.00 

PGP 6 .... 

.11.00 

PGP 7 .... 

.12.50 

PGP 8 .... 

.11.75 

PGP 9 .... 

.12.50 

PGP 10 .. 

.14.00 

PGP 11 .. 

.19.00 

PGP 12 .. 

.22.50 

PGP 13 .. 

.25.00 

PGP 14 .. 

.30.00 

PGP 15 .. 

.35.00 

PGP 16 .. 

.16.00 

PGP 17 .. 

.18.50 

PGP 18 .. 

.25.00 

PGP 19 .. 

.30.00 

PGP 20 .. 

.37.50 


FILAMENT 

TRANS¬ 

FORMERS 


Catalog 

List 

No. 

Prlcet 

TF 

1 . 

. 4.00 

TF 

2 . 

. 4.50 

TF 

3 . 

.15.00 

TF 

4 . 

.18.50 

TF 

5 . 

. 4.00 

TF 

6 . 

. 5.50 

TF 

7 . 

. 6.00 

TF 

8 . 

. 6.40 

TF 

9 . 

.10.40 

TF 

10 .... 

.24.00 

TF 

11 .... 

. 2.70 

TF 

12 . 

. 4.00 

TF 

13 ..... 

. 5.50 

TF 

14 . 

. 6.60 

TF 

15 . 

. 6.95 

TF 

16 . 

. 6.00 

TF 

17 . 

. 6.40 

TF 

18 . 

.24.00 

TF 

19 . 

. 4.50 


STEP-DOWN 

TRANS¬ 

FORMERS 


Catalog 

List 

No. 

Prlcet 

SDTl ... 

. 3.25 

SDT2 ... 

. 3.75 

SDT3 ... 

. 7.50 

SDT4 ... 

.10.20 

SDT 5 ... 

.11.55 

SDT6 ... 

.14.70 

SDT 7 ... 

.18.40 

SDT 8 ... 

.20.05 

SDT 9 ... 

.26.75 

SDT 10 . 

.37.60 

SDT 11 . 

.55.00 

SDT 12 . 

.66.00 

SDT 13 . 

.77.00 

SDT 14 . 

.89.35 

SDT 15 . 

.105.00 


ISOLATION 

TRANS¬ 

FORMERS 


Catalog 

List 

No. 

Prlcet 

IT 1 . 

.10.00 

IT 2 . 

.14.30 

IT 3 . 

.36.10 

IT 4 . 

.44.00 


REPLACE¬ 

MENT 

GRADE 

COM¬ 

PONENTS 

Chokes 


Catalog 

List 

No. 

Prlcet 

RGCl .... 

. 2.00 

RGC 2 .... 

. 2.00 

RGC3 .... 

. 2.00 

RGC 4 .... 

.2.20 

RGC 5 .... 

. 2.75 

RGC 6 .... 

. 4.00 

RGC 7 .... 

. 2.75 

RGC 8 .... 

. 4.00 

RGC 9 .... 

. 2.75 

RGC 10 .. 

. 4.00 

RGC 11 .. 

. 2.75 

RGC 12 .. 

. 4.00 

RGC 18 .. 

. 4.25 

RGC 14 .. 

. 5.50 

RGC 15 .. 

. 4.25 

RGC 16 .. 

. 5.50 


Audio 

Transformers 


Catalog 

List 

No. 

Prlcet 

RGA 1 . 

. 5.00 

RGA 2 . 

. 4.00 

RGA 3 . 

. 4.00 

RGA 4 . 

. 7.00 

RGA 5 . 

. 4.00 


Catalog 

List 

No. 

Pricet 

RGA 6 . 

. 4.75 

RGA 7 . 

. 5.00 

RGA 8 . 

. 2.25 

RGA 9 . 

. 2.25 

RGA 10 ... 

. 2.75 

RGA 11 ... 

. 5.00 

Power 

Transformers 

Catalog 

List 

No. 

Pricet 

RGP 1 .... 

. 7.50 

RGP 2 .... 

. 7.50 

RGP 3 .... 

. 7.50 

RGP 4 .... 

. 7.50 

RGP 5 .... 

. 8.00 

RGP 6 .... 

. 8.00 

RGP 7 .... 

. 9.00 

RGP 8 .... 

. 9.00 

RGP 9 .... 

.10.00 

RGP 10 .. 

.10.00 

RGP 11 .. 

. 9.00 

RGP 12 .. 

. 9.00 

RGP 13 .. 

.10.00 

RGP 14 .. 

.10.00 

RGP 15 .. 

.11.00 

RGP 16 .. 

.11.00 

RGP 17 .. 

.13.50 

RGP 18 .. 

.13.50 

RGP 19 .. 

.13.70 

RGP 20 .. 

.13.70 

RGP 21 .. 

.18.50 

RGP 22 .. 

.18.50 

RGP 23 .. 

.25.00 

RGP 24 .. 

.25.00 

RGP 25 .. 

.30.00 

RGP 26 .. 

.30.00 

RGP 27 .. 

. 11.00 

RGP 28 .. 

.11.00 

RGP 29 .. 

. 13.50 

RGP 30 .. 

. 13.50 

RGP 31 .. 

. 20.00 

RGP 32 .. 

. 20.00 

RGP 33 .. 

. 25.00 

RGP 34 .. 

. 25.00 

RGP 35 .. 

. 32.50 

RGP 36 .. 

. 32.50 


FREED TEST INSTRUMENTS 

See Radio’s Master pages G-120 to G-124 for complete descriptions, illustrations and specifications. 


Type No. Description Net Prices 

1010 Comparison & Limit Bridge. 

1020'B Megohmmeter . 

1030 Low Frequency “Q” Indicator 

1040 Vacuum Tube Voltmeter 

1060 
1110-A 

1140 Null Detector. 

1150 Universal Bridge. 

1160 Decade Inductor. 

1161 Decade Inductor. 

1162 Decade Inductor. 

1163 Decade Inductor. 

1164 Decade Inductor. 

1170 DC Supply for No. 1110-A Bridge... 

1180 AC Supply for No. 1110-A Bridge. 

1195 Variable Condenser Decade. 


Type No. Description Net Prices 

1206-A Frequency Standard.$ 750.00 

1207 Frequency Standard. 750.00 

1210 Null Detector & Vacuum Tube Voltmeter.... 325.00 

1220 Decade Inductor. 55.00 

1230 Decade Inductor. 51.00 

1240 Decade Inductor. 55.00 

1250 Condenser Decade. 160.00 

1260 Decade Inductor. 215.00 

1270 Decade Inductor. 65.00 

1280 Decade Inductor. 210.00 

1290 Decade Inductor. 265.00 

1310 Decade Inductor. 195.00 

1341 Decade Inductor. 75.00 

1342 Decade Inductor. 205.00 

1350 Condenser Decade. 250.00 


$ 185.00 
225.00 
1050.00 


195.00 

Vacuum Tube Voltmeter. 265.00 

Incremental Inductance Bridge. 345.00 

234.00 
275.00 
172.00 
191.00 
197.00 


172.00 

210.00 

294.00 

108.00 

160.00 


All prices are F.O.B. Brooklyn, New York 
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HORDARSOI 


TRANSFORMERS 


Over half a century of leadership in precision built transformers and 
coils has placed THORDARSON-MEISSNER products in the 
“blue book” of electronics. Among the many important com¬ 
panies who regularly depend on THORDARSON-MEISSNER 
products are RCA, GE, Collins, Hallicrafters, the Army, 
Navy, Air Force and a host of others. 


MEET ALL MIL SPECIFICATIONS 

THORDARSON-MEISSNER is equipped to handle 
all MIL specifications, and has a resident govern¬ 
ment inspector on the premises. In addition, 
THORDARSON - MEISSNER has designed 
more than 50,000 different transformers for 
various civilian uses—and still has these 
active specifications on file. Because 
THORDARSON-MEISSNER quality 
controls are the most rigid in the 
industry — there are no finer 
products sold anywhere — 
at any price! 


Copyright by U. C. P., Inc. 
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COILS 







IMMEDIATE DELIVERY 
FROM STOCK ON 
TRANSFORMERS & COILS 

By scrupulously maintaining 
more than a half million dollars 
in stock on current catalog items, ^ 

THORDARSON^MEISSNER is the 
only leading supplier that can make 
prompt deliveries on transformers and 
coils to customers anywhere^ 


PHOTOS, CUTS AND COPY f 

AVAILABLE FOR JOBBER CATALOGS 

THORDARSON^MEISSNER maintains a com^ : ^ 

plete and up-to-date supply of glossy photos, electros ^ 

and condensed copy material suitable for reproduc- ' 

tion in jobber catalogs* Tell us what you want and weUl 
supply it, assisting with its preparation if necessary* Tele-* IB 
phone Mt. Carmel, Illinois, TeL 1200* l 

DISTINGUISHED JOBBERS 

THORDARSON-MEISSNER products are sold through the finest 
group of distributors in the world* From them you will receive cour¬ 
teous, helpful service* 

Write For THORDARSON-MEISSNER Catalogs. 

'TnOKIlltiiON-lllEISHEIt I 

MT. CARMEL, ILLINOIS 










Copyright by U. C, P., Inc. 


Radio’s Master — 18th Edition 

Page N-83 







C^Clr^ 


TROnSFORniERS 


REPLACEMENT TRANSFORMERS 

OUTPUT TRANSFORMERS Receiver Replacement Type 

To couple the plate or plates of the output stage to the speaker voice coil. Sec. impedance—3.5 ohms. 


Type 

No. 

List 

Price 

Tube 

Class 

Pri. 

Impedance 

Pri. 

M.A. 

Max. 

Watts 

Mtg. 

Centers 

Dimensions 

H. W. D. 

Mtg. 

A-3025 

$1.50 

7A5, 35A5, 35C5, 50C5, 32L7, 

A 

2500 

50 

3 

m 

m 

21^6 

H 

A 



35L6, 50B5 










A-3026 

1.50 

6V6, 7C5, 25AC5, 35A5, 35B5, 

A 

5000 

40 

3 

m 


214 

H 

A 



35L6 










A-2927 

1.60 

Single 1C5-G, 1G5-G, 1G5,1S4, 

A 

8000 

20 

3 

iy2 


IVs 

1 

B 



3Q4, 3Q5, 3S4, 6A4 










A.2928 

1.75 

Single 2A3, 6A3, 6B4, 6Y6, 

A 

2000 

60 

S 

2 

IH 

2H 

IM 

A 



25AC5, 25B6, 25N6, 25L6, 












35A5, 35L6, 50L6, 48, 50B5, 












35B5, 50A5 










A-30i8 

2.75 

Single 6A3, 6L6, 6Y6, 7A5, 












12A5, 25A6, 25B6, 25C6, 25L6, 












50, 50A5, 50B5, 50C5, 50L6 

A 

3500 

60 

8 

2% 

IH 

2^% 

W 

A 

A-2930 

1.80 

i Single 6V6, 7C5, 12A, 12A5, 

A 

5000 

40 

5 

2 

IH 

2H 

IH 

A 



25A6, 25A7, 35A6, 35L6, 31, 












1 45, 50, 59 










A-3019 

2.75 

Single 6L6, 6V6, 6AQ5, 6AS5, 












7C5, 25A6, 35A5, 35L6, 60 

A 

6000 

50 

8 

2H 


2^% 

IH 

A 

A-2935 

3.60 

PP6L6 

A 

5000 c.t. 

150 

18 


2 


IH 

A 

A-2931 

1.80 

Single 2A5, 6AC5, 6B5, 6F6, 

A 

7000 

30 

5 

2 

IH 

2H 

IH 

A 



6K6, 6N6, 7B5, 20, 31, 42, 












47, 50, 6V5 










A-3020 

2.75 

Single 2A5, 6AC5, 6AD7, 6AR5, 












6B5, 6F6, 6K6, 6N6,6Y7, 7B5, 












12A6, 14A5, 41, 47 

A 

7000 

40 

8 

2ys 

IH 

2^% 

IH 

A 

A-2932 

1.80 

Single 1C5, 1Q5, 3C5, 6A4, 

A 

10000 

30 

5 

2 

IH 

2H 

IH 

A 



6G6, 6N7, 6R7. 12A, 38, 41, 












49, 3Y4 










A-2938 

2.50 

Single 19, 1G6, 1J6 

B 

10000 c.t. 

40 

S 

2 

IH 

2H 

m 

A 



PP 1H4, 30, 49 










A-2936 

2.88 

PP6AC5 

B 











PP 6V6, 7C5 

ABi 

10000 c.t. 

75 

10 

2H ' 

IH 

2134 

IH 

A 

A-2933 

2.20 

Single 1D8, 7B5, 6K6, 6G6 

A 

12000 

10 

5 

2 

IH 

2H 

1 

A 

A-3021 

3.60 

PP2A5, 6E6, 6K6 

A 

14000 c.t. 

35 

12 

2^% 

2 

3M j 

IH 

A 



PP6AD7, 47, 49 

B 











Single 6Y7, 6Z7, 79 

B 









A-2934 

1.85 

Single 1D8, 1F4, 1F5, 1J5, ITS, 

A 

15000 

10 

6 

2 

IH 

2H 

IH 

A 



6V7, 12A7, 85 i 










A-2937 

2.40 

Single 1A5, 1N6, 6V7, 85 

A 

25000 c.t. 

10 

5 

2 

IH 

2H 

IH 

A 



PP 1E7, 1J5, 6G6, 3A4, 3V4 










A-3017 

2.50 

PPIA5, IAC5, IN6, ILA4 

A 

50000 c.t. 

10 

5 

2 

IH 

2Vs 

IK 

A 


FILTER TAPPED OUTPUT TRANSFORMERS Pri. has 3% and 6% Humbucking Taps Sec. Impedance 3-4 ohms 


Type 

No. 

List 

Price 

Tube 

; Class 

Pri. 

Impedance 

Pri. 

M.A. 

Max. 

Watts 

Mtg. 

Centers 

Dimensions 

H. 1 W. 1 D. 

Mtg. 

A-3031 

$2.20 

Single 2A3, 6A3, 7A5, 25L6, 

A 

3000 

50 

5 

2 

IH 

2H 

IK 

A 



35A5, 35B5, 35L6, 45, 50B5, 












50L6 










A-3032 

2.20 

Single 6V6, 6B5, 7C5, 6F6 

A 

6000 

40 

5 

2 

IH 

2H 

IK 

A 


To Couple Push Pull Plates to Line or Voice Coil Sec. Impedance 2-4-8-15- 

SPECIAL OUTPUT TRANSFORMERS 250-500 ohms 


Type 

No. 

List 

Price 

Tube Ch 

A-3027 

$6.60 

PP2A5, 6V6, 7C5, 19, 6F6 f A 



PP1H4G, 1J6, 6AC5, 49 A 

1 ] 

A-3028 

7.50 

PP6L6 / ^ 



PP2A3 ^ 







Dimensions 1 



Pri. 

Pri. M.A. 

Max. 

Mtg. 




Mtg. 

3 

Impedance 

per Side 

Watts 

Centers 

H. 

W. 

D. 


h 

10000 c.t. 

45 

15 

2% 

2 

3M 

IM 

F 

1 

5000 c.t. 

70 

20 

3H 

234 

3 H 4 

2 

F 


All prices subject to trade discount^ and change without notice. 
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TRflnSFORmERS 


VERTICAL OUTPUT TRANSFORMER 


Type 

No. 

List 

Price 

Turns Ratio 

Primary to Secondary 

Mtg. 

Centers 

Dimensions 

Mtg. 

Type 

H. 

W. 

D. 

★A-3035 

$6.00 

10:1 

119^2X2 

3H 

2 »/l6 

214 

EV 

★A-3036 

4.00 

10:1 


2 

3M 

2 

A 

★A-3037 

4.00 

11.4:1* 


2 

3H 

m 

A 

★A-3038 

5.50 

10:1 

3M 

2M 

3^W6 

2M 

A 

★A-3039 

5.50 

18:1* 

3K 

2M 

31%6 

2H 

A 

★A-3080 

6.00 

! 25:1, 50:1 

3H 

3 

39/f6 

2H 

B 

★A-3081 

6.00 

30:1, 50:1* 

3H 

2H 

3^14 

2H 

A 


★Indicates TV Replacements, *Auto Transformer. 


For Use with AC-DC Battery Portable Receivers—Sec. Impedance 

DUAL PRIMARY OUTPUT TRANSFORMERS 3-4 ohms 


Type 

No. 

List 

Price 

Tube 

Class 

Pri. 

Impedance 

Pri. 

M.A. 

Max. 
j Watts 

Mtg. 

Centers 

Dimensions | 

Mtg. 

H. 

w. 

D. 

A-3029 

$2.20 

Single 25AC5, 25B6. 25L6, 

A 

2000 

60 

5 

2 

IH 

254 

IH 

A 



25N6, 35A5, 35B5, 35L6, 


or 

or 









50A5, 50B5, 50 L6 OR 












Single 1S4, 1Q5, 3Q4, 3Q5, 3V4 

A 

6000 

10 







A-3030 

2.20 

Single 25AC5, 25B6, 25L6, 

A 

2000 

60 

5 

2 

m 

254 

IH 

A 



25N6, 35A5, 35L6. 50A5, 


or 

or 









50B5, 50L6 OR 












Single 1S4. 1Q5. 304. 3Q5. 3V4 

A 

10000 

10 








UNIVERSAL OUTPUT TRANSFORMERS 


To Provide Correct Coupling Between a Variety of Output Tubes and 
Any Speaker Voice Coil 


Type 

No. 

List 

Price 

Tube 

Ohms Impedance 

Pri. 

Sec. 

Pri. 

M.A. 

Max. 

Watts 

Mtg. 

Centers 

Dimensions | 

Mtg. 

H. 

W. 

D. 

A-2900 

$2.60 

Single or Push-pull 

4000-7000-8000-10000-14000 c.t. 

.17 to 32 

35 

4 

2 

IH 

254 


F 

A-2901 

2.75 

Single or Push-pull 

4000-7000-8000-10000-14000 c.t. 

.17 to 32 

40 

8 

2H 

154 

2154 

134 

F 

A-2902 

2.75 

Single 

1500-2000-4000-5000-7000-10000 

.1 to 40 

55 

10 

254 

iVs 

2154 

134 

F 

A-2903 

2.50 

Single 

2000-4500-7000-10000 

3.2 

30 

4 

2 

154 

254 

154 

F 

A-2904 

3.75 

Single or Push-pull 

4000-7000-8000-10000-14000 c.t. 

.17 to 32 

40 

18 

2H 

2H 

2k 

134 

G 

A-2905 

5.25 

Single or Push-pull 

3000-5000-7000-8000-10000 c.t. 

.17 to 32 

70 

24 

3H 

2H 

31^6 

254 

F 

A-2998 

2.50 

Single 

3500-5000-7000-10000 

3.2 

35 

3 

IM 

iVs 

234 

134 

F 

A-2999 

2.65 

Single 

12000-1.5000-18000-2.‘i000 

3.2 

10 

3 

134 

114 

214 

14 

F 


HEAVY DUTY OUTPUT TRANSFORMERS 


High Level Type to Couple to Line or Speaker. Sec. Impedance: 
4-B-15-250-500 ohms 


Type 

No. 

List 

Price 

Tube 

Class 

Pri. 

Impedance 

. Pri. M.A. 
per Side 

Max. 

Watts 

1 Dimensions 

Mtg. 

H. 

W. 

D. 

A-3127 

$ 6.00 

Single 6L6, 2A3, 6A3, 6Y6 

A 

2500 

80 

8 

334 

254 

234 ' 

D 

A-3128 

10.00 

PP6V6, 6F6 

ABi 

8000 c.t.* 

50 

14 

334 

2154 

334 

D 

A-3129 

10.00 

PP6L6 

ABi 

4300 c.t.* 

95 

25 

334 

2% 

syg 

D 

A-3130 

10.50 

PP6L6 

ABi 

6600 c.t.* 

80 

34 

3J4 

34 

3H 

D 



fPP6I.6, 6Y6, PP2A3, 

A 

1 







A-3131 

8.50 

{ 6A3, 6B4, 45, PP6N7, 

AB 

\ 5000 c.t. 

80 

30 

334 

2154 

334 

D 



146 

B 

1 







A-3132 

8.50 

/PP6F6,2A6, 7C5, 

AB 2 

110000 c.t. 

40 

25 

334 

2154 

334 

D 



1 Single 6N7, 6A6 

B 

/ 







A-3133 

13.75 

P.P. Par. 6L6. P.P. 807 

ABt 

3300 c.t. 

240 

55 

4H 

314 

4 

Dt 


* 10% Feedback Winding. t Mtg. Centers 3 x 


OUTPUT TRANSFORMERS—HIGH FIDELITY TYPE Frequency Response + 1 DB 30-20000 Cycles 


A-3100 

$18.00 

PP2A3, 6A5G, 275A, 

6A3, 6L6, etc. 

5000 and 
3000 c.t. 

Sec. 

4-8-16 


3K 

3546 

354 

D 

A-3101 

18.00 

PP6F6, 6L6, 6V6, etc. 

10000 and 
6600 c.t. 


20 

4M 

334 

334 

D 


All prices subject to trade discount, and change without notice. 
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TROnSFORmERS 


UNIVERSAL LINE TRANSFORMERS To Couple Various Line Impedances to a Voice Coil 


Type 

No. 

List 

Price 

Ohms Impedance 

Watts 

Mtg. 

Centers 

Dimensions 

Mtg. 

Pri. 

Sec. 

H. 

W. 

D. 

A-2906 

$3.00 

500-1000-1500-2000 

3.2, 6-8 

10 1 

2% 

1^ 


IH 

F 

A-2907 

5.00 

500-1000-1500-2000 

3.2, 6-8 

18 


2M 

12% 

1% 

G 

A-2908 

5.25 

500-1000-1500-2000 

6-8, 16 

24 

3H 

2M 

3^6 

234 

F 

A-2909 

2.75 

45-50 

3.2, 6-8 

8 

2 

1% 

21*^6 

1% 

G 

A-3005 

2.10 

500 

3.2, 6-8 

5 

2 

1% 

2% 

1% 

A 


For Use With Constant 70.7V. Line as Recommended by the RMA. Rated Power is Furnished on Lowest Tap. Other 

Taps Provide Reduction in Power in Steps of 3DB. 


A-3013 

$3.00 

1000-2000-4000-8000-16000 

3.5, 7 

5 

2 

m 

2% 

IH 

F 

A-3014 

'3.60 

500-1000-2000-4000-8000 

4-8-16 

10 

2% 

IH 

2184 


F 

A-3015 

5.25 

275-550-1100-2200-4400-8800 

4-8-16 

18 

2% 

2H 

2y8 

1% 

G 

A-3016 

6.25 

210-420-840-1680-3360-6720 

4-8-16 

24 

3% 

2H 

3ii4« 

2H 

F 


TUBE TO LINE TRANSFORMERS For Coupling Single or Push-Pull Plates to Line or Mixer 


Type 

No. 

List 

Price 

Ohms Impedance 

Pri. 

M.A. 

Mtg. 

Centers 

Dimensions 

_ 1 

Mtg. 

Pri. 

Sec. 

H. 

W. 

D. 

A-2925 

$4.75 

20000 c.t. 

500/125 

10 

2134 

2 

SH 

IVs 

A 

A-2926 

4.75 

20000 c.t. 

200/50 

10 

2% 

2 

SH 

IH 

A 

tA-3023 

5.00 

5000-10000-20000 c.t. 

500/333 /200 /125/50 

15 

2iK« 

2 

3% 

IM 

F 

tA-3024 

11.00 

5000-10000-20000 c.t. 

500/333/200/125/50 

50 

2x1114 

3^6 

2H 

2M 

DL 


t20,000 ohm only center tapped. 


INPUT TRANSFORMERS For Coupling Microphone or Line to Single or Push-Pull Grids# Stotic Shielded# 


Type 

No. 

! 

List 

Price 

Ohms Impedance 

Turns 

Ratio 

Mtg. 

Centers 

Dimensions 

Mtg. 

Pri. 

Sec. 

H. 

W. 

D. 

A-2923 1 

$2.75 

3.2 

50000 


2 

IH 

2H 

IH 

A 

A-2918 i 

4.25 

100 

400000 c.t. 


2134 

2 

3H 

IH 

A 

A-2919 

4.25 

200/50 

100000 

B^B 

2% 

2 

3H 

IH 

A 

A-2924 I 

4.75 

500/125 

100000 c.t.: ; 

BHIB 

21*4 

2 

3% 

IH 

A 


INTERSTAGE TRANSFORMERS To Couple o Single Plate to a Single Grid 




1 Ohms Impedance I 




1 Dimensions 1 


Type 

No. 

List 



Turns 

Pri., 

Mtg. 





Price 

Pri. 

Sec. 

Ratio 

M.A. 

Centers 

H. 

W. 

D. 

Mtg. 


A-2910 

$2.75 

10000 i 

90000 

3:1 

10 

2 

IH 

2H 

IH 

A 

A-2911 

2.75 

10000 

90000 

3:1 

10 

2H 

IH 1 

21»4 


A 


To Couple g Single Plate to Push-Pull Grids 


A-2914 

$2.75 

10000 

90000 c.t. 

3:1 

10 

2 

IH 

2H 

IH 

A 

A-2915 

3.00 

10000 

90000 c.t. 

3:1 

10 

2H 

IH 

21*4 

iy2 

A 

A-2916 

3.60 

10000 

90000 c.t. 

3:1 

10 

2184 

2 

3H 

IH 

A 


To Couple Push-Pull Plates to Push-Pull Grids 


A-29T2 

$4,25 

10000 c.t. 

90000* 

3:1 

10 per side 

2^4 

2 

3H 

IH 

A 

A-2913 

3.60 

20000 c.t. 

20000 c.t. 

1:1 

10 per side 

2H 

IH 

2«4 

IH 

A 

A-2917 

4.25 

20000 c.t. 

45000 c.t. 

1.5:1 

10 per side 

2% 

2 

3H 

IH 

A 


* Split secondary. 


All prices subject to trade discount, and change without notice. 
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TROnSFORmERS 


POWER TRANSFORMERS^ Receiver Repfacement Type — Primary for 115 V., 60 Cy. Leads R.M.A. Color Coded—Mtg. Fig. C 


Type 

List 

H. V. Secondary 

Rectifier 

Fil. Wdgs. 

Mtg. 

Dimensions 

No. 

Price 

Volts 

D.C. M.A. 

Volts 

Amp. 

Volts 

Amp. 

Centers 

H. 

w. 

D. 

*P-3045 • 

$ 4.65 

120 

50 



6.3 

2 

33^ 

24 

2% 

2 

*P-3046 ^ 

3.00 

150 

25 



6.3 c.t. 


2 

2 

234 

14 

P-3047 

5.50 

240-240 

50 



6.3 

2.5 

2 X 2K 

234 

3 


P-3048 

6.50 

260-260 

90 



6.3 

4.7 

2 X 23 ^ 

23 ^ 

3 

34 

P-2949 

6.00 

240-240 

40 

5 

2 

6.3 c.t. 

2 

2 X 23 ^ 

234 

3 

24 

P-2958 

6.00 

240-240 

50 

5 

2 

6.3 

2.6 

2 X 23^ 

23 ^ 

3 

3 

P-3051 

7.70 

260-260 

70 

5 

2 

6.3 

3 

2 X 23^ 

2^ 

3 

3 

P-3052 

8.50 

280-280 

90 

5 

2 

6.3 

5 

2M X 

214 

3^ 

34 

P-2957 

7.25 

350-350 

50 

5 

2 

6.3 c.t. 

2.6 

2M X 

2*4 

34 

3 

P-2966f 

8.00 

350-350 

70 

5 

3 

/ 2.5 c.t. 

9 

2M X 2»^fi 

2*4 

34 

34 







\ 2.5 c.t. 

3.5 





P-2967 

10.00 

350-350 

90 

5 

3 

2.5 c.t. 

12.5 

23^ x3K 

334 

34 

4*4 

P-2968 

12.50 

400-400 

110 

5 

3 

/ 2.5 c.t. 

15 

3 X 3M 

3M 

44 

3*4 







\ 2.5 c.t. 

3.5 





P-2950 

6.25 

325-325 

40 

5 

2 

6.3 c.t. 

2 

2 X 214 

234 

3 

24 

P-2951 

7.25 

325-325 

70 

5 

3 

6.3 c.t. 

3.5 

2 X 21^ 

23 ^ 

3 

34 

P-2952 

8.00 

350-350 

90 

5 

3 

6.3 c.t. 

3.5 

234 X 2^% 

2*4 

34 

34 

P-2953 

9.25 

350-350 

120 

5 

3 

6.3 c.t. 

4.7 

23 ^ X 3% 

aVs 

3M 

3*4 

P-2954 

12.00 

375-375 

150 

5 

3 

6.3 c.t. 

5 

2 V 2 X 33 ^ 

3H 

34 

44 

P-2955 

14.00 

400-400 

200 

5 

3 

6.3 c.t. 

5 

3 X 3M 

3M 

44 

44 

P-2956 

17.50 

435-435 

250 

/ 5 

3 

/ 6.3 c.t. 

3 1 

3 X 3M 

3M 

44 

4M 



(80-volt Bias Tap) 


\ 2.5 

10 

\ 6.3 or 5 

3 / 





★ P-3079 

14.00 

140 tap 117 

300 



6.3 

9 

3 X 3M 

3M 

44 

34 







6.3 

2 











6.3 

1 





★ P-30711 

22.50 

360-360 

180 

5 

3 

6.3 

9 

2% X 3^6 

34 

44 

44 

★P-3072 

21.25 

360-360 

180 

5 

3 

6.3 

9 

2M X 31^6 

34 

44 

44 

★P-3069t 

22.50 

350-350 

225 

5 

3 

/ 6.3 

10 

3 X 

3M 

44 . 

44 







\ 6.3 

2.7 





★ P-3070 

21.25 

350-350 

225 

5 

3 

/ 6.3 

10 

3 X 3M 

3M 

44 

4 







1 6.3 

2.7 





★P-3077 

17.50 

300-300 

250 

5 

3 

6.3 

9 

3 X 3M 

34 

44 

44 

★ P-3059 

25.00 j 

360-360 

250 

/ 5 

2 

/ 6.3 

2.7 

3 x3M 

3M 

44 

54 





1 5 

3 

1 6.3 

9 





★P-3063 

22.50 

360-360 

250 

5 

3 

6.3 

9 

3% X 414 

314 

44 

54 







6.3 

1.2 











5 

2 





★P-3078 

22.50 

360-360 

275 

5 

3 

6.3 

9 

3 X 3% 

3M 

44 

44 







6.3 

1.5 











6.3 or 5 

2.7 





★P-3061 

27.50 

362-362 

295 

5 

6 

12.6 c.t. 

5 

3% X 414 ■ 

3*4 

44 

64 







5 

2 





★P-3073J 

27.50 

t 

322-322 

180 

5 

3 

/ 6.3 

10 

3 x3M 

3K 

44 

5 




205-205 

70 



\ 6.3 

2.7 





★P-3066 

25.00 

t 

375-375 

170 

5 

3 

/ 12.6 c.t. 

5 

3 X 3M 

3H 

44 

54 




325-325 

130 

/ 5 

3 

\ 6.3 

2.6 









\ 5 

2 







★P-3067 

25.00 


400-400 

220 

5 

3 

/ 6.3 : 

10 

3 x3M 

34 

44 

64 




212-212 

90 


3 

O 

1 6.3 ! 

2.6 





★P-3076 

23.00 

t 

270-270 

300 

1 O 

5 

Z 

3 

6.3 

6.5** 

3 x3M 

3M 

44 

5 



\ 180-180 

200 



6.3 

6.5** 






* For use with Half-Wave Rectifier. f Replaces P2965. 
t Socket Type. See Figure CS.o 

1 All TV Powers are Fully Flux and Static Shielded. 

* Type A Mtg. 

* Shielded to meet Underwriters approval for pre-amp use. Mtg B. 


P-3066 P-3067 P-3073 P-3076 

tMax. MA High Tap Only 320 300 220 435 

Max MA Low Tap Only 340 340 325 500 

**Can be used in series for 12.6 V. 


REPLACEMENT TYPE FILTER CHOKES 


Inductance Ratings are at 10 V. 60 cy. with Rated Current Flowing as 
Recommended by the R.M.A. 


Type No. 

List 

Inductance 

Current 

Rating 

DC 

Res. 

Volts 

Mtg. 

1 Dimensions 

Mtg. 


Price 

Henries 

M.A 

Ohms 

Insul. 

Centers 

H. 

w. 

D. 


★C-2973 

$1.55 

1.5 

10 

95 

1500 

14 

14 

14 

1 

A 

★C-2994 

2.00 

1.5 

200 

90 

1500 

24 

14 

2*4 

14 

A 

C-2974 

3.85 

2.0 

200 

50 

1500 

2*4 

2 

34 

14 

A 

C-2977 

2.20 

4.5 

50 

200 

1500 

24 

14 

2*4 

1 4 

A 

C-2975 

1.80 

5.5 

50 

330 

1500 

2 

14 

24 

14 

A 

C-2976 

1.80 

8 

40 

500 

1500 

2 

14 

24 

14 

A 

★C-2995 

2.75 

8.0 

100 

375 

1500 

2*4 

2 

34 

14 

A 

C-2981 

2.20 

8.5 

50 

400 

1500 

24 

14 

2*4 

14 

A 

C-2985 

2.20 

20 

15 

900 

1500 

24 

14 

2*4 

14 

A 

C-2987 

2.50 

16 

50 

550 

1500 

2*4 

2 

34 

14 

A 

C-2990 

3.30 

15 

75 

400 

1500 

34 

24 

3*4 

24 

A 

★C-2991 

4.40 

2 

250 

53 

2000 

34 

24 

31*4 

2 

A 

C-2993 

4.40 

10.5 

110 

220 

1500 

34 

24 

4 

24 

A 

★C-2996 

3.30 

1.0 

300 

60 

1500 

34 

24 

3**4 

2 

A 


■^Indicates TV replacements. 


All prices subject to trade discount^ and change without notice. 
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TRanSFORmERS 


POWER TRANSFORMERS^ 


Receiver Replacement Type—Primary for 115 V., 60 Cy. Leads R.M.A. Color Coded 
Fully Shielded Upright Mounting Type—Mtg. Fig. D 


Type 

List 

j H. V. Secondary | 

Rectifier | 

Fil. Wdgs. 

Mtg. 

1 Dimensions 

No. 

Price 

Volts 

D.C. M.A. 

Volts 

Amp. 

Volts i 

Amp. 

Centers 

H. 

W. 

D. 

P-3147 

$5.50 

240-240 




6.3 

2.5 

2 X Hde 

3K 

2 K 

2 K 

P-3148 

6.50 

260-260 

90 



6.3 

4.7 

2 X 2^6 

3K 

2 K 


P-3149 

6.00 

240-240 

40 

5 

2 

6.3 c.t. 

2 

2 X 

3K 

2 K 

2 K 

P-3150 

6.25 

325-325 

40 

5 

2 

6.3 c.t. 

2 

2 X 13^ 

3K 

2 K 

21*4 

P-3154 

8.25 

275-275 

50 

5 

2 

6.3 

2.6 

2 X 21/^6 

2H 

4K 

2V4 

P-3160 

7.25 

350-350 

50 

5 

2 

6.3 c.t. 

2.6 

2H X IK 

3K 

21^6 

3^6 

P-3151 

7.25 

325-325 

70 

5 

3 

6.3 c.t. 

3.5 

2 K X FKe 

3K 

3K> 

3*4 

P-3152 

8.00 

350-350 

90 

5 

3 

6.3 c.t. 

3.5 

2 K X 25^6 

2 K 

4K 

2^6 

P-3153 

9.25 

350-350 

110 

5 

3 

6.3 c.t. 

4.5 

3 X 2M 

4K 

3% 

334 

P-3173 

11.25 

350-350 

150 

5 

3 

6.3 

6.5 

2 K x2K 

3K 

3M 

4K 

P-3155 

14.00 

400-400 

200 

5 

3 

6.3 c.t. 

5 

3 X 3^6 

4K 

3% 

4K 

P-3156 

17.50 

435-435 

250 

/ 5 

3 

/ 6.3 c.t. 

31 

3 X 31^6 

4K 

3% 

4K 



(80-volt Bias Tap) 


\ 2.5 

10 

1 6.3 or 5 

■3/ 





★P-3165 

18.00 

350-350 

200 

/ 5 

2 

/ 6.3 

.6 

3 x3K 

4H 

3M 

5 





1 5 

3 

1 6.3 

7 





★P-3169 

27.00 

t (390-390 \ 

160 

1 5 

3 

6.3 

8 

3 x3K 

4K 


4M 



1325-325/ 

130 

1 5 

1 K 

3 

6.3 

4 





★ P-3166 

30.00 

400-400 

300 

\ ^ 

I 5 

1 K 

z 

3 

12.6 c.t. 

10 

3Kx4M 

5H 

4K 

554 

★P-3174 

40.00 

t/450.450\ 

240 

1 ^ 

1 5 

6 

3 

6.3 

6 

3K x3K 


434 

5K 



1325-325/ 

200 

\ 5 

3 

6.3 

6 









i 5 

3 

6.3 

2.6 





★ P-3170 

10.50 

1750 

2 

2.5 

2 

/ 6.3 

.9 

2 X HKi 

ZH 

2 K 

2 K 







1 or 2.5 

2 





★P-3171 

14.00 

2500 

5 

2.5 

2 

/ 6.3 

3 

2 Kx2Ke 

3K 

3*4 

3H 







1 or 2.5 

3 






^All TV l^owers are Fully Flux and Static Shielded. 


tMax. M. A. High Tap Only P-3169: 270 P-3174: 400 

Max. M.A. Low Tap Only P-3169: 290 P-3174: 430 


FILAMENT TRANSFORMERS For Amplifier^ Amateur^ Industrial Use. Pri.; 115 Volts, 60 Cycles 


Type 

List 

Sec. Volts 

1 Tnsiilnf.inn 

I Dimensions 1 

■ Mtg. 

No. 

Price 

Sec. Amp. 

Volts 

H. 

W. 

D.^ 

P-2939 

$ 3.75 

2.5 c.t. 

5 

2500 

2 

3K 

IH 

A 

P-2940 

5.75 

2.5 c.t. 

10 

7500 

3 

3K 

2H 

1 B 

P-3042 

6.25 

2.5 c.t. 

10 

10000 

2K 

3H 

2H 

EH 

P-3040 

i 4.25 

5 c.t. 

3 

2500 

2 

ZH 

2K 

A 

P-2941 

5.00 

5 c.t. 

6 

2500 

2H 

311/4 

IK 

A 

P-2942 

11.00 

5 c.t. 

15 

10000 

4K 

Z% 

3K 

EV 

P-2943 

11.00 

5 c.t. 

30 

2500 

3K 

3K 

3 

DL 

P-2944 

2.80 

6.3 c.t. 

1 

,2500 

IH 

21^. 

IK 

A 

★P-3074 

3.60 

6.3 

1.2 

5000 

2 

ZH 

2 

A 

P-2945 

3.60 

6.3 c.t. 

2 

2500 

2 

3K 

IK 

A 

P-2946 

4,25 

6.3 c.t. 

3 

2500 

2 

ZH 

IK 

A 

P-2947 

1 5.50 

6.3 c.t. 

6 

2500 

3 

ZH 

2K 

B 

P-2948 

7.50 

6.3 c.t. 

10 

2500 

3K« 

21^6 

2K 

EV 

P-2960 

5.00 

7.5 c.t. 

4 

2500 

2 K 

3K 

IK 

B 

P-2961 

6.90 

/ 6.3 c.t. 

3 \ 

2500 

3 

ZH 

2 K 

B 



1 6.3 c.t. 

3 / 






P-3041 

6.90 

/ 5 c.t. 

3 j 

2500 

2 K 

4 

2 K 

A 



1 6.3 c.t. 

3.6 / 






P-3143 

8.50 

7.5 c.t. 

8 

2500 

3K 

215/4 

3K 

D 

P-3145 

8.50 

10 c.t. 

5 

2500 

3K 

215^6 

3 

D 

P-3146 

10.00 

10 c.t. 

10 

3000 

3K 

3*/4 

ZH 

D 

P-2959 

4.50 

12.6 c.t. 

2 

2500 

2 

ZH 

IK 

A 

P-2962 

4.50 

25.2 

1 

2500 

2 

ZH 

IK 

A 

P-2963 

10.00 

12.6 

7 

2500 

3K 

2H 

3K 

D 



or 25.2 

3.5 







TV COMPONENTS 


TV ISOLATION FILAMENT TRANSFORMER isolates damoer tube from other filaments. Secondary insulated for 5000 V, 


1 Dimensions 


H 

W 

D 

IK 

3M 

2 



j Output j 

Volts 

Amps. 

12.6 taps at 9.45-6.3 

1 


TV CONVERSION—REPLACEMENT—IMPROVEMENT KIT 


Dimensions 

W 


KIT No. 1000 I _$25.25_| 1 EA. HVO-7, MDF-70. MWC-1 CONVERSION AND REPLACEMENT DATA INCLUDED 


BLOCKING OSCILLATOR TRANSFORMERS 


Type 

List 

Turns Ratio 

Mtg. 

1 Dimensions 

Mtg. 

No. 

Price 

Primary to Secondary 

Centers 

H. 

w. 

D. 

Type 

★A-3000 Vertical 

$2.50 

1:4.2 

2 

IK 

2 K 

IM 

A 

★A-3001 Vertical 

3.75 

t 

2 K 

IK 

21 K6 

IK 

A 

★A-4000 Vertical 

3.25 

1:4.2 

HKe 

m 

25/4 

IK 

J 

★A-3002 Horizontal 

2.75 

2:1 

2 

IK 


IK 

A 

★A-3003 Vertical 

2.25 

1:42 

IM 

IKe 

2H 

K 

A 

★A-4002 Horizontal 

3.75 

2:1 

HKe 

IK 

2=4 

IK 

J 

★A-4003 Vertical 

3.00 

1:4.2 

m 

1% 

1% 

1% 

JL 


t Fri./Sec. 1—1:2,08, Pri./Sec. 2—1:1. 
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TROnSFORmERS 


TV COMPONENTS 


HORIZONTAL OUTPUT AND HI-VOLTAGE TRANSFORMERS 


Type No. 

List Price 

Picture Tube 

Equivalent Type 

Mtg. Type 

HVO-3 

$ 8.00 

7DP4—10 BP4 Etc. 

RCA 211T1—211T3 

M 

HVO-5 

10.00 

16 AP4 Etc. 

RCA 211T5 

M 

HVO-7 

12.00 

10" to 24" 

GE 77J1 plus AGC-AFC 

N 

HVO-X7* 

6.00 

10" to 24" 

GE 77J1 plus AGC-AFC 

N 

HVO-8 

6.50 

10" to 24" 

Air Core 

T 

HVO-9 

10.00 

17" to 24" 

RCA 230T1 

Exact Replac. 

HVO-10 

10.00 

10" to 21" 

Fast retrace plus AGC-AFC 

N 

HVO-11 

9.00 

10" to 19" Rnd. 

Zenith under chassis 

Exact Replac. 


•■•CORONA-FREE” Insulation. 



WIDTH O R LINEARITY COILS_ _ 

Equivalent Type 
None 

RCA 208R1, 201R1, 201R4 

_ None 

tSecondary provided for AGC-AFC. 

FOCUS COILS 


Type No. 

List Price 

Tube 8ize 

Dimensions-Depth 

Equivalent Type 

M.A. 

DC. Res. Ohms 

Mtg. Type 

★MF-1* 

$8.25 

10"-12" 

1"-154" 

202D1 

100 

247 

P 

★MF-2 

11.00 

16" 


202D2 

100 

470 

S 

★MF-3* 

8.25 

10"-12" 



100 

360 

P 

★MF-4 

11.00 

14"-20" 



75 

1000 

s 

★MF-5 

11.00 

14"~20" 

r'-%" 


. 75 

1500 

s 


‘Equipped with lufrs on each side and universal rata;, plate. 


Mt^;. Type 

O 

O 

O 


Type No. 

List Price 

Range 

Resistance-Ohms. 

MWC-n 

$2.25 

4-29 M.H. 

28.3—29.4 

IVIWC-2 

1.10 

.2—4.0 M.H. 

7.15 

MWC-3 

1.90 

20-60 M.H. 

47.5 


DEFLECTION YOKES 


Type No. 

List Price 

Tube Size 

Inductance 

Horizontal | Vertical 

Equivalent RCA Type 

Def. Angle 

★IVID-12 

$9.00 

10"-16" 

8 mh. ±10% 

48 mh.±10% 

201D1-D3-D12 

53° 

★ MD-13 

9.00 

10"-16" 

30mh,±10% 

48 mh. ±10% 


53° 

★ MDF-30^ 

10.00 

10"-24" 

30mh.±10% 

3mh.±10% 

211D1 

70° 

★MDF-70^ 

10.00 

12"-24" 

10mh.±10% 

45 mh. ±10% 


70° 

★ MDF-71^ 

10.00 

12"-24" 

30mh.±10% 

50 mh.±10% 


70° 


INDUSTRIAL—AMATEUR 


OUTDOOR TYPE UNIVERSAL LINE TRANSFORMER 


To Couple Various Line Impedances to a Voice Coil 
Universal Mounting Bracket 


T v HR 

List 

Ohms Impedance 


Mtg. 

1 Dimensions | 

TV/ff-<r 

1 ypv 

No. 

Price 

Primary Sec. 

Watts 

Center 

Case 

H. 

W. 

D. 

iVi tg. 

Type 

A-4040 

$11.00 

250-500-1000-1500-2000 4-8-16 

8 

2Hx3J4 

4^ 

4!4 

394 

JO 

A-4041 

11.75 

250-500-1000-1500-2000 4-8-16 

12 

2H x3H 

4^ 

414 

394 

JO 

A-4042 

16.25 

250-500-1000-1500-2000 4-8-16 

25 

2Hx3H 

4^ 

414 

394 

JO 

A-4043 

11.75 

45-50 4-8 

12 

2Hx3ys 

4H 

414 

394 

JO 


DRIVER TRANSFORMERS To Couple Driver Plate to Amplifier Grids 


Type 

List 



Ratio, 


Pri. 

Mtg. 

Dimensions | 


No. 

Price 

Driver 

Output 

Pri. to H Sec. 

Class 

M.A. 

Centers 

H. 

w. 

D. 

Mtg. 

A-2920 

$3.00 

6C5, 1H4, 30, 
49 

Single 1J6, 19, Push- 
pull 30, 49 

2.5:1 

B 

10 

2H 

lys 

2^24 

IH 

A 

A-2921 

4.25 

6r6, 2A5, 42 

PP6F6, 2A5, 6L6 

1.7:1, 1.5:1, 1.3:1 

AB 

35 

2^*4 

2 

3M 

lys 

A 

A-2922 

i 5.00 

6A6, 6C5 

6N7, 46 

Single 6A6, 6N7, Push- 
pull 46 

5:1, 4:1, 3;i, 2.5:1 

B 

20 

2% 

2 

3)4 

lys 

A 

A-3120 

12.75 

500 ohm line 

Class B Grids 15 Watt 
Capacity 

1:.75,1:.85,1:1,1:1.25, 
1:1.45, 1:1.75, 1:2, 

B 


234 X 2 

334 

2^ 

3H 

DL 

A-3121 

14.50 

500 ohm line 

Class B Grids 30 Watt 
Capacity 

1:2.25, 1:2.5, 

1:2.75, 1:3 

B 


2 ^x2 K 

394 

3 

3M 

DL 

A-3123 

6.00 

fPP6A6, 53, 
PP6C5,6N7, 
6J5 

PP6N7, 6A6, 53, 

PP6L6, T21 

/ 

5:1* 

/ B 

1 AB 2 

15 

2 X 1114 

3H 


2^ 

D 

A-3124 

6.00 

/6F6, 46, 59, 

\ 2A 5, 42 

PP46, 59, PP6L6, 807 

2.2:1 

/ B 

1 AB 2 

30 

2 X 1114 

3H 

2ya 

2y 

D 

A-3125 

8.50 

6F6,2A5.47,42 
[PP2A3, 6L6, 

PP6L6 

fPP800,203A,811,812, 

1.4:1* 

1 

AB 2 

40 

2M X 2 

sy2 

2154 

SVs 

D 

A-3126 

6.90 

U5, 6V6, 6F6 

1, 

)812A,RK18,RK58,T20, 
1TZ40, T55, 807, 809, 
1838. 845, 35, lOOTH 

r 

B 

40 

2 X 1114 


2H 

2ya 

D 


★Indicates TV Replacement. *Split secondary. -‘Cosine-Ferrite core. A// prices subjeci io trade discount, and change without nofic 
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TROnSFORmERS 


MODULATION TRANSFORMERS For Specific Applications 


Type 

No. 

List 

Price 


Ohms Impedance | 

Max. M.A. 1 


Dimensions | 


Output Tubes 

Pri. 

Sec. 

Pri. 

Sec. 

Watts 

H. 

W. 

D. 

Mtg. 

A-3008 

$3.60 

PP6AQ5, 6V6, 6F6, Single 
6A6, 6N7, 53 

10000 c.t. 

' 4000-5000 
7500-10000 

70 

60 

10 


2V8 

2H 

B 

A-3109 

8.50 

PP2A3, 6A3, 6B4, 6L6, 45, 
46, 59 

6000 c.t. 

3800 c.t. 

3000 c.t. 

12000 

5000-8000 

1 10000 

80 

100 

25 

SVs 

2^ 

2M , 

D 

A-3110 

14.50 

PP6L6, 807, RK41, HY56, 
HY61, HK24 

6600-3800 c.t. 

i 4000-5000 
\ 7500-10000 

1 12000 

175 

150 

60 


S'A 

m 

D 

A-3113 

22.00 

PP 800, 809, TZ-40, T-55, 
HK-54, RK-31, HY-40, 
811A, 807, 812A, 5514 1 

15000-6900c.t. 

3000-4000 
5000-6000 ‘ 

250 

300 

175 

4^ 

3% 

5^ 

D 


UNIVERSAL MODULATION TRANSFORMERS Tapped Series-Paranel Coils Provide a Wide Range of Modu¬ 
lation Ratios 


Type 

No. 

List 

Price 

Pri. 

Impedance 

Pri. M.A. 
per Side 

Sec. 

Impedance 

Max. 

Sec. 

M.A.t 

Watts 

1 Dimensions ] 

Mtg. 

H. 

W. 

D. 

A-3104 

$10.75 

2000-20000 

50 

2000-20000 

50/100 

15 

33^6 

2^ 

2M 

DL 

A-3105 

16.00 

2000-20000 

150 

2000-20000 

150/300 

60 

SVs 



DL 

A-3106 

22.50 

2000-20000 

220 

2000-20000 

220/440 

125 

4^ 

313^6 

4H 

DL 


t Series/Parallel 


PLATE TRANSFORMERS For Small Transmitters. DC Voltage Ratings are Approx. Values Obtained at Output of 
a 2 Section Choke input Filter Using Mercury Vapor Rectifier Tubes. Pri. is for 115 V. 60 cy. 



List 

Sec, Rms. 


DC 


Dimensions 



Type No. j 








Price 

Volts 

[ Volts 1 

Sec. M.A. 

H. 

W. 

D. 

Mtg. 

P-3175 

$10.50 

550-550 

400 


150 

3®A'6 

3 


D 

P-3157 

13.75 

/ 660-660 
1550-550/ 

/5001 
1400J 

1 

250 

4^ 

313^6 

4H 

D 

P-3158 

17.00 

/1080-10801 

/lOOOl 

/ 

125 

4H 

3% 

5 

D 



1 500-500 / 

1 4001 

150 





P-3159 

16.50 

/900-900\ 

/7501 


225 

4^g 


5^ 

T> 



1800-800/ 

16001 







P-3167 

41.00 

/1450-14501 

/12001 


300 

5M 


5 

EH 



11175-1175/ 

110001 







P-3168 

52.00 

/2100-2100\ 

/1750l 

[ 

300 

5M 

eVs 

6 

EH 



11800-1800/ 

lloOOi 

i 





P-4062 

80.00 

/2900-2900\ 

/25001 

{ 

300 

83^ 

6 3^ 

634 1 

H 


i 

12385-2385/ 

12000 , 

i 







JFor dual operation with simultaneous use of both sec. ratings. fHas 40-volt bias tap. 


FILTER CHOKES For Small Transmitter and Amplifier Applications 


Type No. 

List 

Price 

Inductance 

Henries 

Current 
Rating M.A. 

PC Res. 
Ohms 

Volts 

Insul. 

Dimensions 

Mtg. 

H. 

W. 

D. 

C-3192 

$5.00 

15 

85 

325 

1500 

SVs 

2^ 

2% 

D 

C-3193 

5.00 

10 

110 

200 

1500 

SVs 

2% 

2H 

D 

C-3194 

6.00 

12 

150 

230 

1500 

33^ 

2134 

334 

D 

C-3195 

8.75 

15 

150 

180 

2000 

SVs 

334 


D 

C-3196 

7.00 

5 

200 

80 

1500 

33^ 

2^H6 

334 

D 


FILTER SMOOTHING CHOKES For Transmitter Power Supplies 


C-3180 

$6.50 

10 

150 

210 

3000 

3 34 

2^ 

2H 

D 

C-3181 

8.00 

10 

200 

140 

3000 

334 

21346 

334 

D 

C-3182 

11.00 

10 

250 

125 

3000 

334 

3346 

SH 

D 

C-3183 

11.50 

8 

300 

80 

3000 

33^ 

3346 

3M 

D 


FILTER INPUT OR SWINGING CHOKES 


C-3187 

$6.50 

4-16 

150 

210 

3000 

334 

2^ 

2M 

D 

C-3188 

8.00 

4-16 

200 

140 

3000 

334 

21316 

334 

D 

C-3189 

11.00 

4-16 

250 

125 

3000 

334 

33/6 

m 

D 

C-3190 

11.50 

3-14 

300 

80 

3000 

334 

33(6 

3M 

D 


AH prices subject to trade discount, and change without notice. 


"TfCenit 
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TROnSFORmERS 


VIBRA TOR TRANSFORMERS For Operation From 6 V. Battery and Vibrator 


Type No. 

List Price 

Sec. DC Volts 
to Filter 

Sec. M.A. 

H. 

Dimensions 

W. 

D. 

Mtg'.': 

P-2969 

$5.25 

150 

40 

2H 

2Vs 

1% 


P-2970 

5.75 

225 

40 

2H 


2K 

B 

P-2971 

6.00 

250 

50 

2H 

3H 

2M 

B 

P-2972 

6.90 

260 

60 

3 

3H 

2^ 

B 

P-3068 

5.00 

260 

60 


2% 

m 

C 

P-4071 

7.50 

250 

50 

3 

2% 

2^6 

JT 

tP-4076 

7.00 

265 

55 

3M 

2% 

2% 

JG 

tP-4077 

7.50 

280 

, 65 

3K 

2H 

2% 

JT 

P-4078 

6.90 

270 

60 

2^ 

2?4 

2^ 

JT 

P-4079 

8.00 

270 

75 

3t4 

2^ 

23^ 

JT 


★Indicates TV Replacement. THas Built-in Hash Filter. discouni, ond change without notice. 


AC-DC VIBRATOR TRANSFORMER For Operation from 6 V. Battery and Vibrator or 115 V. 60 cy. Line 



Primary for 117 V. 60 Cy. Line or 4 V. Battery Vibrator (or 

PHOTO-FLASH POWER TRANSFORMER CKorger Winding)__ 




Secondary j 


1 Dimensions j 

Type 

No. 

Price 

AC Volts 1 

DC M.A. 

Centers 

H. 

W. D. 

P-3065 

$8.00 

1100 

1.5 

21^6 

2H 

3^ 2 


Input 220—250 V. 60 cy< Output 110—125 V. Pri. Cord and Plug. Sec. 
STEP-DOWN AUTOTRANSFORMERS Receptacle. _ 


Type No. 

List Price 

Output Watts 

Dimensions j 

Mtg. 

H. 

W. 

D. 

P-3161 

$9.75 

80 

3^ 

215^6 

3 

D 

P-3162 

13.25 

150 


33^6 


D 

P-3163 

.17.75 

250 

m 

3134 

4 

D 

P-3164 

21.50 

500 


3% 


D 

P-4065 

50.00 

1000 

7M 

6^ 

5 ^ 

H 


ISOLATION TRANSFORMERS Equipped with Pri. Cord and Plug-^-Sec. Standard Receptacles. Static Shielded 







Dimensions 


Type 

No. 

List 

Price 

Primary 

Volts: 

Secondary 

Volts 

Watts 

H. 

W. 

D. 

Mtg. 

P-3177 

$27.50 

117 

105-115-125 

350 

55^6 

4^ 


D 


To Provide Isolation Between Line and Associated Circuits. Primary for 50-60 Cy. 
ISOLATION TRANSFORMERS static shielding Between Primary and Secondary.__ 


Type 

No. 

List 

Price 

Primary 

Volts 

Secondary 

Volts 

Watts 

H. 

Dimensions 

W. 

D. 

Mtg. 

P-3096 

P-3197 

$ 6.90 
10.00 

117 

117 

117 

117 

40 

80 

3K 

m 

2H 

3*^6 

2H 

33 ^ 

B 

D ,, 


ISOLATION TRANSFORMERS Equipped with Line Cord and Standard Receptical 


Dimensions 


Type 

No. 

List 

Price 

Primary 

Volts 

Secondary 

Volts 

Watts 

H. 

W. 

D. 

Mtg. 

P-3172 

$50.00 

1 117 

117 

500 



63^ 

D 

P-3198 

18.75 

117 

117 

100 

4M 

39/6 

3M 

D 

P-3199 

35.00 

117 

117 

250 

45^ 



D 


All prices subiect to trade discount, and change without notice. 
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IF-RF COILS 


^TELEVISION UNITS—>F Transformers—Permeabiilly Tuned 


Type 

No. 

List 

Ppice 

Function 

Freq. 

MC. 

Mtg. 

Centers 

Dimensions 

Mtg. 

TV-100 

$2.75 

lat Pix Amp. 

25.3 

H 

Vbx V8x2ys 

A 

TV-101 

2.10 

2nd Pix Amp. 

22.3 

H 

ysx2H 

A 

Ty-102 

.80 

3rd Pix Amp. 

25.2 

We Hole 

^xlH 

B 

TV-103 

.80 

4th Pix Amp. (Detector) 

23.4 

We Hole 

y2^iy2 

B 

TV-104 

2.20 

1st Sound (Amplifier) 

21.25 

K 

Kx Vsx2H 

A 

TV-105 

2.20 

2nd Sound (Amplifier) 

21.25 

K 

Kx y8x2H 

A 

TV-106 

^.60 

Sound Discrim, 

21.25 

IH 

iysxiy8x2y 

A 

TV-107 

2.75 

Converter 

21.8 

J4 

Vsx Kx2M 

A 

TV-108 

2.75 

Input Amp. 

4.5 

IVie 

l}ixl}4x2}i 

A 

TV-109 

$.00 

Sound Disc. 

4.5 

IWe 

lHxiy8X2y 

A 

TV-110 

3.30 

Sound Ratio Det. 

4.5 

IWe 

i}4xiyx2y 

A 

TV-111 

3.30 

Sound Ratio Det. 

21.25 

iVs 

iyxiy8x2H 

A 

TV-112 

1.00 

Tunable Choke 

21-25 MC 

We 

i 3^x13^ 

B 

TV-113 

^.75 

Sound Ampi 

4.5 

Clip 

Mx Mx2 

K 

TV-114 

3.30 

Sound Disc. 

4.5 

Clip 

Mx Mx2 

K 

TV-115 

3.30 

Sound Ratio Det. 

4.5 

Clip 

Mx Mx2 

K 


TRAPS—Permeability Tuned 


Type 

List 


Freq. 

Mtg. 



No. 

Pride 

Function 

MC. 

Centers 

Dimensions 

Mtg. 

TV-150 

$2.00 

Cathode Trap* 

21.25 

We Hole 

H O.D.xl3^ 

B 

TV-151 

1.00 

Sound Trap 

4.5 

We Hole 

H ox>.xiy 

B 


*Includea Condenser. 


HORIZONTAL “SYNC.” TRANSFORMERS 


Type No. 

List Price 

System 

Mtg. Centers 

Dimensions 

Mtg. 

TV-160 

$2.75 

“Sync." Lock 

IWe 

174xlli6x2 

C 

TV-161 

2.00 

“Sync.” Guide 
“Sync.” Freq. and Phase 

IWe 

174xl%x2 

C 

TV-162 

2.50 

IWe 

174x114x2 

C 

TV-163 

2.00 

Ringing Coil 

We Hole 


B 


ANTENNA COUPLING TRANSFORMERS 


Type No. 

List Price 

Impedance Ratio 

Mtg. 

Dimensions 

Mtg. 

TV-170 

$2.75 

52/300 or 300/52 

“L” Bracket 

HxHxlVs 

D 

TV-171 

2.75 

72/300 or 300/72 

“L” Bracket 


D 


PEAKING COILS 


Type No. 

I 

List Price 

Inductance 

Microhenries 

Color Code 

Shunt Resistor 

Mtg. 

TV-180 

$0.45 

36 

Black 

_ 

E 

TV-181 

.45 

93 

Red 

— 

E 

TV-182 

.45 

120 

Blue 

22K 

E 

TV-183 

.45 

180 

White 

39K 

E 

TV-184 

.50 

180 

Yellow 

— 

E 

TV-185 

.50 

250 

Green 

— 

E 

TV-189 

.50 

.8 

Orange 

— 

E 

TV-186 

.50 

73 

— 

10 meg. 

E 

TV-187 

.50 

250 

— 

22K 

E 

TV-188 

.50 

500 

— 

10 meg. 

E “ 


HIGH-PASS FILTERS 


Type No. 

List Price 

Line Impedance 

Mtg. 

Dimensions 

Mtg. 

TV-210 

$5.50 

72 Ohm 

L-Bracket 

1^6x13^x33^ 

F 

TV-211 

5.50 

1 300 Ohm 

L-Bracket 

174x1^^x33^ 

F 


IF-RF television units prefix “TVi” 


WAVE TRAPS TV^FM 


Type No. 

List Price 

Freq. Range 

Mtg. Centers 

Dimensions 

Mtg. 

TV-220 

$4.40 

150-250 MC. 

IWe 

15 ^x 1 3^x3^ 

D 

TV-221 

4.40 

75-150 MC. 

IWe 

18^xlKx3^ 

D 

TV-222 

4.40 

40- 80 MC. 

IWe 

1^x1 %x3^ 

D 

TV-223 

4.40 

20- 40 MC. 

IWe 

l^xPJ^kS^ 

D 


HI-VOLT OSCiLLATOR TRANSFORMERS 


Type No. 

List Price 

Output Volts 

Mtg. ‘Centers 

Dimehsioiis 

Mtg. 

TV-230 

$ 8.25 

To 4000 

IH 

IM dia. X 3M high 

H 

TV-231 

13.75 

To 30000 

2H 

2y. dia. X 6 high 

H 


A 

A 

SI 





■ 

g 
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IF-RF COILS 


FM 


IF TRANSFORMERS (Permeability Tuned) 


Type No. 

List Price 

Description 

Freq. 

Mtg. Centers 

Dimensions 

Mtg. 

FM-250 

$3.30 

Discriminator 

10.7 MC. 


iH^iy8x2H 

A 

FM-251 

2.20 

Amp. Interstage 

10.7 MC. 

114 

iy8xiy8x2H 

A 

FIVI-252 

2.20 

Ratio Detect. 

10.7 MC. 

1V4 

iyxiyx2y 

A 

FM-253 

2.75 

Disc.—Min. 

10.7 MC. 

Clip 


K 

FM -254 

3.30 

Amp.—Min. 

10.7 MC. 

Clip 

%xMx2 

K 

FM-255 

3,30 

Ratio Det.—Min. 

10.7 MC. 

Clip 

Mx^x2 

K 


ANTENNA—OSCILLATORS—RF (Slug Tuned) 


Type No. 

List Price 

Description 

Freq. MC. 

Mtg. Centers 

Dimensions 

Mtg. 

FM-280 

$2.20 

Antenna 

88-108 

^6" Hole 


B 

FM-281 

2.20 

RF 

88-108 

he" Hole 

^xlH 

B 

FM-282 

2.20 

Osc. 

88-108 

Hole 

HxlH 

B 


BROADCAST 


IF TRANSFORMERS (Capacity Tuned) 


Type No. 

List Price 

Function 

Freq. 

Mtg, Centers 

Dimensions 

Mtg. 

BC-300 

$2.50 

Input 

175 KC 

lys 

1^x1 

I 

BC-301 

2.50 

Interstage 

175 KC 

IH 

l^xl^x2^ 

I 

BC-302 

2.50 

Full Wave Output 

175 KC 

IH 

l^xl^x2^ 

I 

BC-303 

2.50 

Half Wave Output 

175 KC 


lHxlHx2H 

I 

BC-304 

2.20 

Input 

262 KC 

IH 

lHxlHx2H 

I 

BC-305 

2.20 

Interstage 

262 KC 

IH 

lHxlHx2H 

I 

BC-306 

2.20 

Full Wave Output 

262 KC 

IH 

lHxlHx2H 

I 

BC-307 

2.20 

Half Wave Output 

262 KC 

IH 

lHxlHx2y 

I 

BC-308 

2.20 

Input 

455 KC 

m 

iHxiy8x2H 

I 

BC-309 

2.20 

Interstage 

455 KC 

m 

iyxiyx2H 

I 

BC-310 

2.20 

Full Wave Output 

455 KC 

IH 

iHxiy8x2H 

I 

BC-311 

2.20 

Half Wave Output 

455 KC 

m 

iyxiyx2y 

I 

BC-312 

2.20 

Input 

1500 KC 

m 

iHxiy8x2H 

I 

BC-313 

2.20 

Interstage 

1500 KC 


iyxiy8x2H 

I 

BC-314 

2.20 

Full Wave Output 

1500 KC 

IH 

iHxiyx2H 

I 

BC-315 

2.20 

Half Wave Output 

1500 KC 


iyxiyx2y 

I 


IF TRANSFORMERS (Iron Core—Capacity Tuned) 


Type No. 

List Price 

Function 

Freq. 

Mtg. Centers 

Dimensions 

Mtg. 

BC-330 

$3.30 

Input 

175 KC 

ly 

l^gxl^x3M 

I 

BC-331 

3.30 

Interstage 

175 KC 

IH 


I 

BC-332 

3,30 

Full Wave Output 

175 KC 

IH 

lyxiHxSH 

I 

BC-333 

3.30 

Half Wave Output 

175 KC 

IH 

lygxiysxSH 

I 

BC-334 

2.75 

Input 

262 KC 

IH 

iHxiHxsy 

I 

BC-335 

2.75 

Interstage 

262 KC 

IH 

lysxiHxS}^ 

I 

BC-336 

2.75 

Full Wave Output 

262 KC 

IH 

iHxiHxSH 

I 

BC-337 

2.75 

Half Wave Output 

262 KC 

IH 

iHxlHxSH 

I 

BC-338 

2.75 

Input 

455 KC 

IH 

iHxiHxSH 

I 

BC-339 

2.75 

Interstage 

455 KC 

IH 

iHxiHxSH 

I 

BC-340 

2.75 

Half Wave Output 

455 KC 

IH 

lygxiHxSH 

I 

BC-341 

2.75 

Full Wave Output 

455 KC 

IH 

iHxiy8x3}i 

I 


IF TRANSFORMERS (Capacity Tuned) 


Type No. 

List Price 

Description 

Freq. 

Mtg. Centers 

Dimensions 

Mtg. 

BC-360 

$2.20 

Input Midget 

175 KC 

IH 

lHxlHx2 

I 

BC-361 

2.20 

Interstage—Midget 

175 KC 

IH 

lHxlHx2 

I 

BC-362 

2.20 

Full Wave—Midget 

175 KC 

IH 

lHxlHx2 

I 

BC-363 

2.20 

Half Wave—Midget 

175 KC 

IH 

lHxlHx2 

I 

BC-364 

1.95 

Input—Midget 

262 KC 

IH 

lHxlHx2 

I 

BC-365 

1.95 

Interstage—Midget 

262 KC 

IH 

lHxlHx2 

I 

BC-366 

1.95 

Full Wave—Midget 

262 KC 

IH 

lHxlHx2 

I 

BC-367 

1.95 

Half Wave—Midget 

262 KC 

IH 

lHxlHx2 

I 

BC-368 

1.95 

Input—Midget 

455 KC 

IH 

lHxlHx2 

I 

BC-369 

1.95 

Interstage—Midget 

455 KC 

IH 

lHxlHx2 

1 

BC-370 , 

1,95 

Full Wave—Midget 

455 KC 

IH 

lHxlHx2 

I 

BC-371 

1,95 

Half Wave—Midget 

455 KC 

IH 

lHxlHx2 

I 

BC-372 

1.95 

Output—Midget* 

262 KC 

iH" 

1Hx1Hx2 

I 


*Includes output filter. 




















IF-RF COILS 


BROADCAST (Cont.) 


IF TRANSFORMERS (Permeability Tuned) 


Type No. 

List Price 

Description 

Freq. 

Mtg. Centers 

Dimensions 

Mtg. 

BC-350 

$2.75 

Input—Miniature 

262 KC 


MxMx2 

K 

BC-351 

2.75 

Output—Miniature 

262 KC 

M 


K 

BC-352 

2.40 

Input—Miniature 

455 KC 

M 

Mx%x2 

K 

BC-353 

2.40 

Output—Miniature 

455 KC 


MxMx2 

K 

BC-354 

2.65 

Output—Miniature* 

262 KC 

Clip 

Mx Mx2 

Mx Mx2 

K 

BC-355 

2.35 

Output—Miniature* 

455 KC 

Clip 

K 


^Includes output filter. 


IF TRANSFORMERS—Special 


Type No. 

List Price 

Description 

Freq. 

Mtg. 

Dimensions 

Mtg. 

BC-375 

$1.95 

Cartwheel 

455 KC 

6-32 Screw 

1 ^x 13 ^ 


BC-376 

2.75 

Std. IF (Tweet Filter) 

455 KC 

1^-Mtg, Center 

l^xl^x2^ 

A 

BC-377 

4.75 ‘ 

AM-FM 

455 KC-10.7 MC 

1!4-Mtg. Center 

174x1K6x2J^ 

A 


RF—ANTENNA—OSCILLATOR (Permeability Tuned) Univ. Replac. 


Type No. 

List Price 

Description 

Mtg. 

Cond. Max. 

Dimensions 

Mtg. 

BC-380 

$2.20 

Antenna . 

L Bracket 

250-450-MMF 

Dia. X 2 

B 

BC-381 

2.20 

Oscillator* 

L Bracket 

250-450-MMF 

Yz Dia. X 2 

B 

BC-382 

2.20 

RF 

L Bracket 

250-450-MMF 

'Y Dia. X 2 

B 

BC-383 

2.75 

Antenna (Shielded) 

Centers 

250-450-MMF 

l^xl^x2^ 

A 

BC-384 

2.75 

Oscillator* (Shielded) 

1 ^ Centers 

250-450-MMF 

l^xl^x2^ 

A 

BC-385 

2.75 

RF (Shielded) 

Centers 

250-450-MMF 

l%xlMx2i^ 

A 


*Used with any “IF” (100 to 550 KQ) Tapped Pri. and Sec, 


MINIATURE (IRON CORE; 

) TYPE K 

Type 

No. 

List 

Price 

Description 

Operating 

Freq. KC 

Cond. 

Size 

Dimensions 

Mtg. 

BC-390 

BC-391 

BC-392 

$1.65 

1.65 

1.65 

Antennat ' 

RF 

, Oscillatorst 

540-1700 

540-1700 

540-1700 

365 MMF 

365 MMF 

365 MMF 

MxMx2 

MxMx2 

MxMx2 

Spring Clips 
Spring Clips 
Spring Clips 


fTapped Secondaries. 


MIDGET—OSCILLATORS (Screw Mounting) (For use with 365 MMF Cond.) 


Type No. 

List Price 

Description 

Operating Freq. 

Dimensions 

M:tg. 

BC-395 

$1.10 

Oscillator 

175 KC 

1" Dia. X 1" High 

L 

BC-396 

1.10 

Oscillator 

262 KC 

1 " Dia. X 1" High 

L 

BC-397 

1.10 

Oscillator 

455 KC 

1" Dia. X V High 

L 

BC-398 

1.10 

Oscillator (Autoformer) 

175 KC 

1 " Dia. X 1" High 

L 

BC-399 

1.10 

Oscillator (Autoformer) 

262 KC 

1" Dia. x 1" High 

L 

BC-400 

1.10 

Oscillator (Autoformer) 

455 KC 

r Dia. X 1" High 

L 


BEAT FREQUENCY OSCILLATORS (Capacity Tuned) Type M 


Type No. 

List Price 

Frequency Range 

IF Freq. 

Dimensions 

Mtg. Centersl 

BC-430 


165-185 KC 

175 KC 

iy8xiy8x2y8 


BC-431 


250-275 KC 

262 KC 

iy8xiy8x2y8 

Ws 

BC-432 


450-475 KC 

455 KC 

iy8xiy8x2y8 

m 

BC-433 

2.50 

500-550 KC 

525 KC 

iyxiy8x2}4 


BC-434 

2.50 

1500-1600 KC 

1500 KC 

iyxiYx2}i 
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IF-RF COILS 


BROADCAST (Cont.) 


TRF UNITS 


Type No. 

List Price 

Description 

Freq. Range 

Dimensions 

Mtg. 

BC-410 

$1.00 

Antennat 


540-1700 KC 


1% Dia. X 2 

N 

BC-411 

1.00 

RFt 


540-1700 KC 


1% Dia. X 2 

N 

BC-412 

.95 

Antennat 


540-1700 KC 


^ Dia. X 234 

N 

BC-413 

.95 

RFt 


640-1700 KC 


^ Dia. X 234 

N 

BC-414 

.95 

Band—Passt 


540-1700 KC 


^ Dia. X 234 

N 

BC-415 

1.25 

Antenna (Shielded) 


540-1700 KC 


1^x1 Mx2>^ 

A 

BC-416 

1.25 

RF (Shielded) 


1 540-1700 KC 


l^xl^x234 

A 

BC-417 

1.25 

Band—Pass (Shielded) 

1 540-1700 KC 


l^xl^x 234 

A 

OSCILLATOR 

—Special 







Type No. 

List Price 

Description 

Freq. Mtg. Center 

Dimensions 

Mtg. 

BC-460 

$3.30 

Phono—Osc. 

540-700 KC 174 

114x114x234 

A 


FILTERS 


Type No. 

List Price 

Description 

Voltage 

Watts 

Dimensions 

Mtg. 

BC-450 

$7.70 

Appliance Type 

115 

550 

234x234x4 

0 

BC-451 

1.65 

Fluorescent Light 

220 

20 

134 Dia. X 134 

P 

BC-452 

1.65 

Fluorescent Light 

220 

40 

134 Dia. X 134 

P 

BC-453 

1.65 

Fluorescent Light 

220 

80 

134 Dia. X 134 

P 

BC-454 

1.65 

Fluorescent Light 

220 

160 

134 Dia. X 134 

P 

BC-455 

7.70 

All-Wave Filter 

115 

150 

234x234x4 

0 


CHOKES 


UNSHIELDED AIR CORE* 


Type No. 

List Price 

Inductance MH 

Current M.A. 

Resistance Ohms 

Mtg. 

BC-500 

$0.45 

.25 

125 

8 

R 

BC-501 

.45 

.75 

125 

17 

R 

BC-502 

.45 

1.50 

125 

21 

R 

BC-503 

.55 

2.50 

125 

28 

R 

BC-504 

.55 

5.0 

125 

41 

R 

BC-505 

.55 

7.5 

125 

53 

R 

BC-506 

.65 

10.0 

125 

64 

R 

BC-507 

.65 

12.5 

125 

74 

R 

BC-508 

.65 

15.0 

125 

83 

R 

BC-509 

.85 

20.0 

125 

97 

R 

BC-510 

.85 

30.0 

125 

120 

R 

BC-511 

1.10 

60.0 

100 

175 

R 

BC-512 

1.40 

80.0 

100 

230 

R 


*Smgle Bolt Mtg. Dimen.—13^ Dia. x %. 


SHIELDED AIR CORE* 


Type No. 

List Price 

Inductance MH 

Current M.A. 

Resistance Ohms 

Mtg. 

BC-515 

$0.85 

.5 

125 

10 

S 

BC-516 

.85 

1.0 

125 

17 

S 

BC-517 

.95 

2.5 

125 

30 

s 

BC-518 

.95 

5.0 

125 

49 

s 

BC-519 

.95 

7.5 

125 

61 

s 

BC-520 

1.05 

10.0 

125 

75 

s 

BC-521 

1.20 

25.0 

125 

125 

s 

BC-522 

1.50 

50.0 

125 

186 

s 


*134 Mtg. Centers Dimen.—134 Dia. x 134« 


RF TYPE 


Type No. 

List Price 

Inductance MH 

Current M.A* 

Resistance Ohms 

Mtg. 

BC-549 

BC-550 

$ 0.85 

66.00 

2.5 

100—BC-549 Bulk Packed 

200 1 

! 

26 

E 
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IF-RF COILS 


CHOKES (Com.) 


UNSHIELDED IRON CORE* 


Type No. 

List Price 

Inductance MH 

Current M.A. 

Resistance Ohms 

Mtg. 

BC-525 

$1.00 

.5 

125 

6.8 

R 

BC-526 

1.10 

1.0 

125 

10.9 

R 

BC-527 

1.15 

2.5 

125 

19.5 

R 

BC-528 

1.30 

5.0 

125 

23.0 

R 

BC-529 

1.40 

7.5 

125 

37.0 

R 

BC-530 

1.45 

10.0 

125 

45.0 

R 

BC-531 

1.75 

25.0 

100 

78.0 

R 

BC-532 

1.95 

50.0 

100 

130.0 

R 

BC-533 

2.20 

75.0 

100 

172.0 

R 

BC-534 

2.50 

100.0 

100 

210.0 

R 

BC-535 

2.75 

150.0 

100 

268.0 

R 


*Single Bolt Mtg. Dimen. Dia, x 


SHIELDED IRON CORE* 


Type No. 

List Price 

Inductance MH 

Current M.A. 

Resistance Ohms 

Mtg. 

BC-538 

$1.40 

.5 

125 

8.6 

S 

BC-539 

1.50 

1.0 

125 

11.5 

s 

BC-540 

1.55 

2.5 

125 

22.0 

s 

BC-541 

1.70 

5.0 

125 

31.0 

s 

BC-542 

1.75 

7.5 

125 

42.0 

s 

BC-543 

1.80 

10.0 

125 

47.0 

s 

BC-544 

2.15 

25.0 

125 

100.0 

s 

BC-545 

2.30 

50.01 

100 

160.0 

s 

BC-546 

2.60 

75.01: 

100 

222.0 

s 

BC-547 

2.85 

100.01 

100 

348.0 

1 s 

BC-548 

3.15 

150.01: 

100 

520.0 

s 


*1^ Mtg. Centers Dimen. 1^ Dia. x Ij/^. 
tlH Mtg. Centers Dimen. 1% Dia. x 13^. 


FILAMENT 


Type No. 

List Price 

Inductance UH 

Current Amps 

Resistance Ohms 

Mtg. 

BC-537 

$0.70 

10.0 

8 

.02 

E 


SHORT WAVE 


IF TRANSFORMERS 


Type No. 

List Price 

Description 

Freq. 

Mtg. Center 

Dimensions 

Mtg. 

SW-600 

$2.20 

Input 

1400-1600 

lys 

1^x1 ^gx2^ 

I 

SW-601 

2.20 

Interstage 

1400-1600 

IVs 


I 

SW-602 

2.20 

Interstage (Miniature) 

1400-1600 

H 

Mx Mx2 

K 

SW-603 

2.20 

Output (Miniature) 

1400-1600 

% 

Hx %x2 

K 

SW-604 

2.20 

Input Midget 

1400-1600 

IVs 

lHxlHx2 

I 

SW-605 

2.20 

Interstage Midget 

1400-1600 


lHxlHx2 

I 

SW-606 

2.20 

Full Wave Output 

1400-1600 

ij/g 

iy8xiy8x2 

I 

SW-607 

2.20 

Half Wave Output 

1400-1600 

IH 

13 ^x 13 ^x 2 

I 


SW CHOKES 


Type No. 

List Price 

Description 

Ohms 

Micro Henries 

Dimensions 

M.A. 

Mtg. 

SW-630 

$0.65 

Choke 

.07 

2.5 

y Dia. X 13^ 

200 

P 

SW-631 

.65 

Choke 

.25 

5.0 

34 Dia. X 134 

200 

P 


RF—ANTENNA—OSCILLATORS—Miniature Type 


Type No. 

List Price 

Description 

Freq. 

Mtg. 

Dimensions 

Mtg. 

SW-620 

$1.65 

Antenna 

2.1-6.3 MC I 

Clip 

Mx^x2 

K 

SW-621 

1.65 

RF 

2.1-6.3 MC 

Clip 

yxHx2 

K 

SW-622 

1.65 

Opcillator* 

2.1-6.3 MC 1 

Clip 

HxKx2 

K 


*1600 MMF Series pad. 
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%cfiOTfifin‘ 

hermetically sealed 
I transformer 


These ruggedized military type units were developed 
to meet demands of a growing miniaturization program. 

All units are available from stock in hermetically 
sealed cans, although open frame units may be ordered. 
Open frame units are Resin impregnated to provide 
thorough protection from adverse climatic conditions 
and are supplied with flexible 4'' color cott4ed leads. 

Also ovailable on special order for MIL applications are 
standard MIL type cases. 


MINIATURE TRANSFORMERS 


A6- |"x 


PART* MIL 
NO. TYPE 


Ml TFIAIOYY 
M2 TFIAIOYY 
M3 TFIAIOYY 

1 M4 TF1A15YY 
M5 TF1A15YY 
M6 TF1A15YY 
M7 TF1A15YY 
MS TF1A13YY 
TF1A13YY 
f MIO TFTA13YY 
Mil TFIAIOYY 
M12 TF1A16YY 
: M13 TF1A20YY 

'.1 M14 TFIAIOYY 


T {Jl? 

' M12 

' V '' i MM 

mW* I 

p -j Miniati 

% ' 'fj —i PART* 


APPLICATION 

Mike pickup or line to 1 grid 
Mike pickup or line to 2 grids 
Dynamic mike to 1 grid 
Single plate to 1 grid 
Single plate to 1 grid 
Single plate to 2 grids 
Single plate to 2 grids 
Single plate to line 
Single plate to line 
Push pull plates to line 
Crystal mike to line 
Mixing and matching 
Reactor 300 HYS. - No. D.C.: 
50: 1 mike or line to 1 grid 
10: 1 single plate to 1 grid 


PRIMARY IMPED. 

50, 200, .6 00 C J. 
50, 200, 600 C.T. 
7.5, 30 
15,000 

15,000 4MA.D.C. 
15,000 

15,000 4MA.D.C. 
15,000 

15,000 4AAA.D.C. 
30,000 ohms P.-P. 
50,000 
50, 200 

50 HYS - 3MA. D.C. 
200 
10,000 


SEC. IMPED. RES. -f-2 db. 


50,000 

50,000 

50,000 

60,000 

60,000 

95,000 

95,000 

50, 200, 600.C.T. 

50, 200, 600 C.T. 

50, 200, 6 00 C.T. 

50, 200, 6 00 C.T. 

50, 200, 6 00 C.T. 
6.000 ohms D.C. res. 
1/2 Megohm 
1 Megohm 


20 - 20,000 

20 - 10,000 

20 - 20,000 

20-15,000 

200 - 20,000 

20-15,000 

200 - 20,000 

20 - 20,000 

150-20,000 

30-50,000 

20-20000 

30-40,000 

80-3,000 

100-2,500 


iature size 


SUB MINIATURE TRANSFORMERS 



PART* 

NO. 

MIL 

TYPE 

APPLICATION 

PRIMARY IMPED. 

SEC. IMPED. 

RES. H-2 db. 

LIST 

PRICE 

SMI 

TFIAIOYY 

Input 

200, 50 

250,000, 62,500 

80-10,000 

$12.90 

SM2 

TF1A15YY 

Interstage 3:1 

10,000 

90,000 

100-10,000 

12.90 

SM3 

TF1A13YY 

Plate to line 

10,000 3MA. 

200 

150-10,000 

12.90 

SM4 

TF1A13YY 

Output 

30,000 1MA.D.C. 

50 

70-10,000 

12.90 

SM5 

SM6 

TF1A20YY 

TF1A13YY 

Reactor 50 HY 1 MA. 
Output 

4,000 ohms.D.C. res. 
100,000 .5MA.D.C. 

60 

100-10,000 

10^90 

12.90 


sub-miniature size 


MICRO MINIATURE TRANSFORMERS 




PART 

NO. 

MIL 

TYPE 

APPLICATION 

PRIMARY IMPED. 

SEC. IMPED. 

RES. h- 2 db. 

LIST 

PRICE 

MM1 

TFIAIOYY 

Input 

200, 50 

250,000, 62,500 

200-10,000 

$12.90 

MM2 

TF1A15YY 

Interstage 3:1 

10,000 

90,000 

150-10,000 

12.90 

MM3 

TF1A13YY 

Plate to line 

10,000 3MA. 

200 

150-10,000 

12.90 

MM4 

TF1A13YY 

Output 

30,000 1MA.D.C. 

50 

150-10,000 

12.90 

MM5 

MM6 

TF1A20YY 

TF1A13YY 

Reactor 50 HY 1 MA. 
Output 

3,500 ohms.D.C. res. 
100,000 .5MA.D.C. 

60 

200-10,000 

10.90 

12.90 



. « micro-miniature size 


TRANSISTOR TRANSFORMERS 


LIST PRICE 



PART 

NO. 

MIL 

TYPE 

APPLICATION 

PRIMARY IMPED. 

SEC. IMPED. 

M 

SM & 
MM 

*T1 

TFIAIOYY 

Input-Line to emitter 

500 

500 

$14.50 

$14.15 

*T3 

TF1A15YY 

Interstage-collector to emitter 

50,000 

500 

15.70 

14.15 

*T5 

TF1A13YY 

Output-collector to speaker 

50,000 

6 

14.50 

14.15 

*T6 

.TF1A15YY 

Collector to PP emitter 

100,000 

1200 C.T. 



*T7 

TF1A15YY 

Collector to PP emitter 

25,000 

1200 C.T. 

16.00 

14.35 

*T8 

TF1A15YY 

PP collector to PP emitter 

50,000 C.T. 

1200 C.T. 

16.20 


*T9 

TFIAIOYY 

Line to PP emitter 

600/150 C.t. 

1200 C.T. 

16.50 

14.15 

*T10 

TF1A15YY 

Collector to emittter 

25,000 

600 

15.75 

*T11 

TF1A13YY 

PP collector to line 

4000 C.T. 

600/150 C.Ti 

16.50 

14.15 

*T12 

TF1A13YY 

Collector to speaker 

2K 

3.4 

15.70 

*T13 

TF1A13YY 

PP collector to speaker 

4K C.T. 

3.4 

16.00 

14.35 


* Add M prefix to denote Miniature size, SM for sub-miniature size, MM for micro-miniature size. Size to be used 
depends on D.C; current, frequency response, and power output requirements. 

Add—AG suffixe for minature unit In MIL AG can; — AF suffix for Sub-Miniature unit in AF can. 


OPEN FRAME Write for full details. 
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AUDIO INPUT 


Skillful Engineering, fatesf production techniques and highest quality materials .. / backed by careful workmanship, 
exacting step<by-step inspection and rigorous final testing ,.. are combined in every SNC transformer to provide o 
quality product that gives MORE in dollar volue. 

AUDIO TRANSFORMERS-THE *‘ONE'’ SERIES 



Type 

Number 

1 

Application 

1P121 

1P124 

1P125 

1P128 

1P136 

1P145 

1P152 

1P161 

P.M. Speaker to Grid 

S.B. Mic. to Sgl. or P.P. Grids 

Low Z to Sgl. or P.P. Grids 

Sgl. or D.B. Mic. or Line to Sgl. or 
P.P. Grids 

Line to Sgl. or P.P. Grids 

Sgl. or P.P. Plates to Line 

Sgl. or P.P. Plates to Line 

Line to Line 



^Indicates Balanced Center Tap 
AUDIO INTERSTAGE 



TELEVISION REPLACEMENT (VERTICAL BLOCKING OSCILLATOR) 



Type 

Number 

Primary 

Inductance 

Leakage 

Inductance 

Turns 

Ratio 

Mounting 

Style 

Mounting 

Dimensions 

Net 

Wt. 

List 

Price 

H 

W 

Bi 

Ctrs. 


.008 Hy.±25-t5% 
.008 Hy.±25-15% 

1:42 j 
1:42 

Comp. Filled Case 
Comp. Filled Case 

Flange i 
Studs 

1-7/8 

1-5/8 


■RmTI 

■W— bM 



AUDIO REACTORS 


CHOKES AND REACTORS—THE *>TWO** SERIES 
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OIMUNSlONAi aiUSTRATIONS 



^ OUTPUT TRANSFORMERS—THE **SIX** SERIES 

Specific duty replacement types-tube to voice coil 



UNIVERSAL REPLACEMENT TYPES—TUBE TO VOICE COIL—TUBE TO LINE—LINE TO VOICE COIL 



Type 

Number 

Primary Imp.-Ohms 

6P165 

Sgl. or P.P. 4M to 14M Plates 

SP166 

Sgl. or P.P. 4M to 14M Plates 

$P167 

Sgl. or P.P. 3M to fOM Plates 

6P169 

Sgl. 1509 to 7M Plate 

SP172 

P.P. 3500 to 12M Plates 

€P701 

Single 2500 to 7500 Plate 

6P710 

P.P. 7500 to 15M Plates 

SP714 

Sgl.orP.P.2500 to 12M Plates 

CP717 

125 to 500 Line 

6P722 

500 to 3M Line in 500-0hm Steps 



See. Z-Ohms 

nifatts : 

Mtg. 

Style 

1.1 to 14 

4 

ATL 

1.1 to 14 

9 

ATL 

1.2 to 13 

15 

BTL 

.9 to 19 

10 

ATL 

1.3 to 14 

20 

BTL 

165 to 1500 

10 

BTL 

250 to 1000 

10 

BTL 

150 to 2400 

TO 

BTL 

Ito 32 


BTL 

1.3 to 48 


BTL 




AMPLIFIER AND EQUIPMENT TYPES—TUBE TO LINE AND VOICE COIL 


Type 


■eim 

Pri. 

Secondary 

Watts 

Frequency Characteristics-c. p. s. 

Mte. 

Oimmsiou „„ 

Number 



Mils 

Imp.-Ohms 


50 200 

1M 

5M 

10M 

Sl>le » 1 B 

1 C 1 0 1 E WL Price 

6P726 

P.P. 3300 or 3800 Plates 

90 

4-8-16-250-500 

60 

-0.3 0 

0 

+0.1 

+0.5 

G 

L 3-3/4 3-1/1 

6 3-3/8 2-1/2 2-3/16 4.4 10.7 

0 

6P731 

P.P. 4500 or 6000 Plates 

90 

4-8-16-250-500 

60 

-0.3 0 

0 

+0.2 

0 

G 

L 3-3/4 3-1/1 

6 3-3/8 2-1/2 2-3/16 4.4 10.7 

0 

6P736 

P.P. 5000 

Plates 

70 

4-8-16-250-500 

25 

-0.9 -0.2 

0 

+0.2 

+0.5 

D 

L 2-5/8 2-3/1 

6 2-1/8 2-13/16 1.5 7.2 

1 

6P740 

P.P. 4300 

Plates 

70 

4-8-16-250-500 

1 25 

-0.9 -0.3 

0 

+0.3 

+0.5 

C 

L 2-5/8 2-3/1 

5 2-1/8 2-13/16 1.5 7.2 

1 

6P743 

P.P. 6600 

Plates 

70 

4-8-16-250-500 

1 25 

-0.7 -0.1 

0*^ 

+0-2 

+0.5 

0 

L 2-5/8 2-3/1 

5 2-1/8 2-13/16 1.5 7.2 

1 

6P746 

P.P. 8000 

Plates 

70 

4-8-16-250-500 

25 

-0.7 -0.1 

0 

+0.1 

+0.3 1 

C 

L 2-5/8 2-3/1 

5 2-1/8 2-13/16 1.5 7,2 

1 

6P749 

P.P. 10,000 

Plates 

60 

4-8-16-250-500 

■ 25 

-0.4 -0.1 

0 

+0.2 

+0.3 

D 

L 2-5/8 2-3/1 

6 2-1/8 2-13/16 1.5 7.5 

5 

6P752 

Sgl. 2500 

Plate 

60 

4-8-16-250-500 

10 

-3.0 -0.4 

0 

+0.3 

+0.5 

D 

L 2-1/4 1-7/8 

2-1/8 2-3/8 1.0 5.7 

0 



MODULATION TRANSFORMERS-THE *‘FIVE'* SERIES 

SNC universal modulation transformers are specifically designed to provide maximum application possibilities per type. All units are 
provided with two indenticol secondary windings, permitting series or parallel operation. Changes in the ratio can be readily accom* 
plished, when desired, without removing the unit from the chossis. Most units ovailable in either air cooled or compound filled cases. 
UNIVERSAL TYPES 
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POWER TRANSFORMERS-THE *‘EIGHT*’ SERIES 

Alt units eonservotivety rated ^or operation on either 50 or 60 cycles end contain an electrostatic shield between primary and oil other windingi 
REPLACEMENT TYPES (6.3 Volt Heater Winding) 


8P040 117 
8P055 117 
8P070 117 



HEAVY DUTY REPLACEMENT AND NEW EQUIPMENT TYPES (6,3 Volt Hooter Winding) 




REPLACEMENT TYPES (2.5 Volt Heater Winding) 


117 

350-0-350 

70 

117 

350-0-350 

90 

117 

350-0-350 

150 


2.SV. @ 6A. 
2.5V. @ 8A. 
2.5V. ^ 12A. 


REPLACEMENT TYPES (Two 2.5 Volt Heater Windings) 



8P487 

117 

8P4876 


8P494 

8P4946 

117 



70 

5V. ^ 3A. 

No.1»2.5V.fe3.5A. FI 
Ne.2=2.5V.^8A. Gl 

3-3/4 

3-13/16 

3-1/ 

3-5/ 

110 

5V. (a 3A. 

No.1=2.5V.(^3.5A. FL 
No.2=2.5V.<^ 10A. GL 

3-3/4 

3-13/16 

Ti7 

3-5/ 




GENERAL PURPOSE TYPES WITH CONVENIENT LUG TERMINALS (6.3 Volt Heater Winding) 


Heater Wintfinf 
Center Tapped 


Type 

Primary 

Number 

Voltage 

8P382 

117 

8P385 

117 

8P388 

117 



6.3V. (a 2A. 
6.3V. Ca 3A. 
6.3V. 3.5A 
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PlMl TRANSFORMERS-THI •'SEVEN'* SERIES 


All SNC plate transformers have dual secondary ratings. Most units ovailable in either air cooled or compound filled coses. All units contain 
electrostatic shields between primary and high voltage windings. 



*Ali units may be operated with simultaneous loads-provided the total O.C. current of the two loads does not exceed the rating listed. 


FILAMENT TRANSFORMERS-THE "FOUR** SERIES 


Most SNC Filament Transformers are constructed to provide two identical center tapped secondary wihdlhgi and 6#eP d rhrhitTlinil df 
three applications. They provide threo'fold the number of possible applications of ordinary filament types. A few are single secondory 
units and are so designated. All have 117 V. 50/60 cycle primary. 


Type 

Number 

Applications 

Test 

Voltage 

Mtg. 

Style 

Dimensions 

Net 

WL 

List 

Price 

Parallel 

Secondaries 

Series 

Secondaries 

Independent 

Identical Secondaries 

A 

6 

C 

0 

E 

4P222 

2.5V,C.T.@, 5 A. 

5 V.C.T.® 2.5 A. 

Two of 2.5V. C.T.® 2.5 A. 

2000 

BL 

2-1/4 

1-7/8 

1-3/4 

2-3/8 


1.0 

3.5S 

4P226* 

2.5V. C.T. 10 A.* 



7500 

BL 

3 

2-1/2 

2-3/8 

3-1/8 


2.0 

5.59 

4P227 

2.5V. C.T. U 10 A. 

5 V.C.T.® 5 A. 

Two of 2.5V. C.T.® 5 A. 

2000 

BL 

2-5/8 

2-3/16 

2 

2-l?/t6 


1.5 

4.89 

4P234 

2.5V. C.T. ^ 15 A. 

5 V. C.T. @ 7.5 A. 

Two of 2.5V. C.T.® 7.5 A. 

2000 

BL 

3 

21/2 

2-1/4 

3-1/8 


2.2 

5.79 

4P239 

5 V.C.T.(a 6.5A. 

10 V.C.T.® 3.25A. 

Two of 5 V.C.T.@ 3.25A. 

2000 

BL 

3 

2-1/2 

2-1/4 

3-1/8 


2.2 

5.19 

4P242* 

5 V. C.T. 20 A.* 



10000 

BxL 

4-1/8 

3-7/16 

2-3/4 

2-3/4 

2-1/8 

4.6 

10.29 

4P243 

5 V.C.T.(^2fl A. 

10 V.C.T. @10 A. 

Twoof 5 V.C.T.@10 A. 

2000 

BxL 

3-3/4 

3-1/8 

2-3/4 

2-1/2 

2-1/4 

4.3 

9.00 

4P244* 

6.3V. C.T. @ 0.6A.* 



2000 

BL 

1-7/8 

1-9/18 

1-1/2 

2 


.8 

3.50 

4P245* 

6.3V. C.T. 1,2A.* 



2000 

BL 

1-7/8 

1-9/16 

1-5/8 

2 


J 

3.80 

4P246 

6.3V. C.T. © 2 A. 

12.6V. C.T.® 1 A. 

Two of 6.3V. C.T. ® t A. 

2000 

BL 

2-1/4 

1-7/8 

1-3/4 

2-3/8 


1.0 

4.29 

4P251 

6.3V. C.T. 6 A. 

12.6V. C.T. @ 3 A. 

Twoof 6.3V.C.T.@ 3 A. 

2000 

BL 

3 

2-1/2 

2-1/4 

3-1/8 


2.0 

4.85 

4P2S6 

6JV. C.T. ^ 10 A. 

12.6V. C.T. @ 5 A. 

Twoof 6.3V. C.T.® 5 A. 

2000 

BxL 

3-3/8 

2-13/16 i 

2-1/2 

2-1/4 

2-1/8 

2.9 

6.30 

4P260 

7.5V. C.T. @ 3 A. 

15 V. C.T. @ 1.5 A. 

Twoof 7.5V. C.T. ® 1.5 A. 

2000 

BL 

2-5/8 

2-3/16 

2 

2-13/16 


1.5 

5.10 

4P267 

7.5V. C.T. (s; 4.5A. 

15 V. C.T. i 2.3 A. 

Two of 7.5V. C.T. ® 2.3 A. * 

2000 

BL 

3 

2-1/2 

2-1/4 

3-1/8 


2.0 

6.30 

4P272 

11 V. C.T. (3; 10 A. 

22 V.C.T.® 5 A. 

Two of 11 V.C.T.® 5 A. 

2000 

BxL 

3-3/4 

3-1/8 

2-3/4 

2-1/2 

2-1/4 

4.1 

9.00 


*Singie secondary units 


VOLTAGE CHANGER AND ISOLATION-THE ••NINE" SERIES 

All Units Hove Primary Cord and Secondary Plug ond Are For 50/60 Cycle Operatioil 


VOLTAGE CHANGER (ISOLATION) 


Type 

Number 

Primary 

Voltage 

Secondary 

Voltage 

Capacity 
in V. A. 

Mtg. 

Style 

Dimensions 

Net 

Wt 

List 

Pricg 

A 

B 

C 

D 

E 

9P707 

220-250 

110-125 

75 

GP 

3-13/16 

3-5/32 

3-1/8 

2-1/2 

M5/16 

3.9 

9.30 

9P713 

220-250 

110-125 

ISO 

GP 

4-9/16 

3-25/32 

3-7/8 

3 

2-13/16 

8.0 

13.80 

9P718 

220-250 

110-125 

350 

HP 

7-1/8 

5-1/2 

5-15/16 

4-3/8 

4-13/16 

23.3 

36.00 


ISOLATION TYPES 


9P721 

110-250 

110-250 

150 

GP 

4-9/16 



3 

3-9/16 

HQDH 

10.00 

9P725 

110-250 

110-250 

250 

HP 

7-1/8 



4-3/8 

4-13/1$ 


29.40 

9P728 

110-250 

110-250 

500 

HP 

7-1/8 



5-3/8 

6-1/8 


41.41 


VOLTAGE ADJUSTMENT TYPES WITH TAP CHANGE SWITCH 


9P732 

95-130 in 5V. Steps 

115 

150 

HSP 

4-7/8 

3-7/8 

3-7/8 

3-1/8 

3-1/8 

4.7 

25.80 

9P737 

95-130 in 5V. Steps 

115 

250 

HSP 

5-3/8 

4-3/8 

4-1/4 

3-5/8 ! 

3-.1/2 

8.0 

33.00 

9P739 

80-130 in 5V. Steps 

115 

500 

HSP 

7-1/8 

5-1/2 

5-15/16 

4-3/8 

4-13/16 

23.3 

49.20 


All list prices given ore subject to regular trode discounts ond may be changed without notice. 


S H G CO., INC., OSHKOSH, WISGONSIN 


See Page N-57 for Dimensional Iliustratlons. 
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Bring pur 

tough problems to us ut 

ELECTRONIC TRANSFORMER CO 


If standard, mass-produced transformers won't do for 
your product or application, consider this *. • 

Since 1938 weVe concentrated exclusively in the spe¬ 
cialized field of CUSTOM-DESIGNED and CUSTOM-BUILT 
Transformers for government and industry. 

Our engineering staff can solve your transformer prob¬ 
lems by assimilating your circuitry in Electronic Trans¬ 
former Co.'s fully equipped laboratory. 

Why not write or phone us regarding your special 
requirements . . . today! 

TRANSFORMERS • REACTORS • RESONANT FiLTERS 

ELECTRONIC TRANSFORMER COMPANY 

209 WEST 25th STREET • NEW YORK 1, N. Y. 
Telephone: WAtkins 4-0880 
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PULSE TRANSFORMERS... A FIELD 
PIONEERED and DEVELOPED BY UTAH 


TYPE 

Plate 

Filament 

Plate and Filament 
Filter Reactors 
Pulse 
Audio 


CONSTRUCTION 
Core-and-Coil 
Compound filled 
Hypersil Loop 
Hermetically 
Sealed 
Fosterite 


APPLICATION 

Radar 

Guided Missile 

Communications 

Radio 

Television 

Sound Installation 


Complete Fosterite Process—Varnish and Vifax Impregnating 

21 MODELS OF THE MOST POPULAR PULSE 
TRANSFORMERS IN STOCK - IMMEDIATE DELIVERY 

For Radio and Television Transformers—Line Matching—Impedance Matching 
Write for Utah Catalog T TOO 


RIBBON CHOKE 
Varnished 
Actual Size 




PULSE 

Hermetically sealed 


POWER PLATE 
Fosterite 


INTERSTAGE 

Fosterite 
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TRANSFORMERS 

SPECIAL PURPOSE AND OPERATION OF 
WAR SURPLUS EQUIPMENTS 


MULTI-USE FILAMENT TRANSFORMERS 

For Amplifier, Amateur, Industrial Use. Pri.: 115 Volts, 60 Cycles. 
All windings center tapped except those marked* 



Use #1 

Use #2 

Use #3 

Volt 

Insul. 

Style 

Mtg. 

Mtg. Dimensions 

Ship. 

Wt. 

Net 

Price 

H. 

w. 

D. 

F5049 

Two Sec. of 2.5 V. ® 2.5 

A 

5 V. © 2.5 

A 

2.5 V. @ 5 

A 

2000 

D 

2^6*' 

2" 

IK' 

3 

$3.00 

F6050 

Two Sec. of 2.5 V. @ 5 

A 

5 V. @2.5 

A 

2.5 V. @ 10 

A 

10000 

E 

W 

2H' 

3M' 

3 

5.16 

F5051 

Two Sec. of 2.5 V. ® 5 

A 

5 V. @5 

A 

2.5 V. @ 10 

A 

2000 

E 

3^” 

2M' 

2K' 

3 

3.90 

F5052 

Two Sec. of 2.5 V. ® 7.5 

A 

5 V. @7.5 

A 

2.5 V. @ 15 

A 

2000 

D 

SVi'e' 

21%' 

2K' 

5 

4.20 

F5053 

Two Sec. of 5 V. @ 3.25 

A 

10 V. @3.25 

A 

5 V.@6.5 

A 

2000 

D 


2i%" 

2K' 

5 

4.05 

F6054 

Two Sec. of 5 V. @ 10 

A 

10 V. @10 

A 

5 V. @20 

A 

10000 

E 


3%" 

3%' 

7 

6.45 

F5056 

Two Sec. of 5 V. @ 10 

A 

10 V. @10 

A 

5 V.@20 

A 

2000 

E 


3K' 

3K' 

7 

6.00 

F5056 





6.3 V.@ .6 

A 

2000 

D 

1^" 

IM' 

IK' 

2 

3.00 

F5067 





6.3 V. @ 1.2 

A 

2000 

D 

W 

1^' 

I’K' 

2 

3.30 

F6007 





6.3 V. @ 3 

A 

2000 

D 


r 

IK' 

3 

3.90 

F5058 

Two Sec. of 6.3 V. @ 1 

A 

12.6 V. @ 1 

A 

6.3 V. @ 2 

A 

2000 

D 

2^6' 

2' 

IK' 

3 

3.60 

•“♦Fsooe 

Two Sec. of 6.3 V. ® 3 

A 

12.6 V. @ 3 

A 

6.3 V. @ 6 

A 

2000 

D 

3146' 

2*%" 

2K' 

5 

4.50 

**F5004 

Two See. of 6.3 V. @ 6.5 

A 

12.6 V. @ 6.5 

A 

6.3 V. @ 13 

A 

2000 

E 

3’^6' 

3H' 

2K' 

6 

5.82 

F5059 

Two Sec. of 7.5 V.@ 1.5 

A 

15 V.@1.5 

A 

7.5 V. @ 3 

A 

2000 

D 

2M' 

2%' 

2516' 

3 

4.05 

F5060 

Two Sec. of 7.5 V. ® 2.3 

A 

15 V.@2.3 

A 

7.5 V. @ 4.6 

A 

2000 

D 

3^6' 

2*%' 

2K' 

5 

4.65 

F6061 

Two Sec. of 11 V. @ 5 

A 

22 V.@5 

A 

11 V.@10 

A 

2000 

E 

3*516' 

3H' 

3M' 

7 

6.00 

**F5005* 

Two Sec. of 12 V. @ 4 

A 

24 V. @4 

A 

12 V.@8 

A 

2000 

E 

3*516' 

3M' 

2K' 

6 

5.67 

**F6069* 

One Sec. of 24 V. @ 3 

A 

War Surplus Equipment 


2000 

E 

3H' 

3^' 

2K' 

2K 

4.80 

**F6075* 

One Sec. of 24 V. © 1 

A 

War Surplus Equipment 


2000 

D 

2^" 

3M' 

2" 

IK 

3.90 


Types F5004, F5005, F6006, F5069, and F5075 designed for operation of 12 and 24 volt War Surplus Equipment. 



SPECIALS TO YOUR ORDER 

# Special transformers can be manufactured to your order in the styles illustrated above 
on a iob-lot basis. Small industrial users need not purchase so-called "stock** trans¬ 
formers and compromise their designs. Our prices are reasonable and delivery is 
good. Your inquiries on "specials** are solicited—give us complete information and 
we will quote on your requirements. 


Net 
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AUTO-TRANSFORMERS • ISOLATED PRIMARY TRANSFORMERS • METERED TRANSFORMERS 
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ISOLATION TRANSFORMER 


AUTO-TRANSFORMER MODELS 

Typo 

Codd 

Word 

Input 

Voltage 

Output 

Voltage 

Amperes 

Max. 

Maximum 

Rating 

(V.A.) 

Figure 

Shipping 
Weight 
(one Unit) 

Net 

Prices 

Type 

300BU 

TREED 

115 

0-135 

3.0 

400 

1 

6 lbs. 

$ 12.50 

300BU 

500BU 

FIVED 

115 

0-135 

7.5 

1000 

1 

11 lbs. 

19.00 

500BU 

500B 

FEDEN 

115 

0-135 i 

7.5 

1000 

2 

12 lbs. 

23.00 

500B 

1500B 

TOODE 

115 

0-135 

15.0 

2000 

3 

23 lbs. 

46,00 

1500B 

3000B 

THIRT 

115 

0-135 

30.0 

4000 

2 

27 lbs. 

55.00 

3000B 

5000B 

SIXEN 

115 

0-135 

50.0 

6100 

3 

80 lbs. 

118.00 

5000B 

CA-5 

CADDY 

115 

0-280 

3.5 

430 

4 

30 lbs. 

27.50 

CA-5 

CA-10 

CAMMY 

115 

0-280 

7.5 

860 

4 

40 lbs. 

52.50 

CA-10 

520BU 

BRANY 

230 

0-270 

3.0 

810 

1 

11 lbs. 

20.00 

520BU 

520B 

CRANY 

230 

0-270 

3.0 

810 

2 

12 lbs. 

26.00 

520B 

1520B 

DANNY 

230 

0-270 

9.0 

2400 

3 1 

27 lbs. 

46.00 

1520B 

3020B 

RAN NY 

230 

0-270 

18.0 

4850 

2 

27 lbs. 

55.00 

3020B 

5020B 

TANNY 

230 

0-270 

28.0 

7500 

3 

80 lbs. 

126.00 

5020B 

NA-5 

NADDY 

230 

0-140 

7.5 

860 

4 

27 lbs. 

28.50 

NA-5 

NA-10 

NAMMY 

230 

0-140 

15.0 

1500 

4 

40 lbs. 

55.50 

NA-10 




Electro-Statically Shielded 




Television-Servicing 



Servicing—Radio & Laboratory 



ISOLATION 

1 TRANSFORMER MODELS 



LR-5 

LARKE 

115 

70-140 

5.0 

1 500 

5 

27 lbs. 

$ 29.50 

LR-5 

LR-10 

LAMBE 

115 

70-140 

10.0 

1000 

5 

40 lbs. 

57.50 

LR-IO 

LR.22 

LOOSE 

230 

70-140 

5.0 

500 

5 

27 lbs. 

31.50 

LR-22 

LR-24 

LOOKE 

230 

70-140 

10.0 

1000 

5 

40 lbs. 

61.50 

LR.24 

METERED AUTO-TRANSFORMER MODELS 

PAL-7 

PADDE 

115 

0-135 

7.5 

1000 

6 

15 lbs. 

$ 40.50 

PAL-7 

1500.BD 

LATTE 

115 

0-135 

15.0 

2000 

8 

35 lbs. 

64.00 

1500-BD 

CAL-5 

MALLE 

115 

0-280 

3.5 

430 

7 

32 lbs. 

38.50 

CAL.5 

CAL-10 

NALLE 

115 

0-280 

7.5 

860 

7 

42 lbs. 

64.50 

CAL-10 

MAL-7 

QUALM 

230 

0-270 

3.0 

810 

6 

15 lbs. 

49.50 

MAL.7 

1520-BD 

RALEN 

230 

0-270 

9.0 

2400 

8 

35 lbs. 

64.00 

1520-BD 

NAL-5 

TALLE 

230 

0-140 

7.5 

860 

7 

27 lbs. 

40.50 

NAL-5 

NAL-10 

SALLE 

230 

0-140 

15.0 

1500 

7 

40 lbs. 

67.50 

NAL-10 




Electro-Statically Shielded 




[Television-Servicing 



Servicing 

—Radios & Laboratory 


METERED 

» ISOLATION TRANSFORMER i 

MODELS 



LRL-5 

BARKE 

115 

0-140 

5.0 

1 500 

7 

29 lbs. 

$ 41.50 

LRL.5 

' LRL-10 

BAMBE 

115 

0-140 

10.0 

1000 

7 

42 lbs. 

69.50 

LRL-10 

LRL-22 

BOOSE 

230 

0-140 

5.0 

500 

7 

29 lbs. 

43.50 

LRL-22 

1 LRL-24 

BOOKE 

230 

0-140 

10.0 

1000 

7 

42 lbs. 

73.50 

LRL.24 


AUTO-TRANSFORMER 



jo 


1 

INPUT 3 


1 

0 70-I40V 


ADJUST-A-VOLT FEATURES: 

• Smooth Continuous Control • Excellent Regulation 

• No Waveform Distortion • Conservatively Rated 

• High Efficiency • 50/60 Cycle Operation 

• Rugged Construction • Standard Mountings 


SIMPLIFIED CIRCUIT 


s I M pl;fieo circuit 


The Adjust-A-Volt combines the ease of control of the Rheostat with the high efficiency of the transformer 
and provides smooth, continuous control of voltage for the control of AC lines, Power, Heat, Light and Speed. 

Other models available. Ask for complete catalog. 

__ MANUFACTURED UNDER U. S. PATENT 2,009,013 AND OTHER PATENTS PENDING 


Copyright by U. C. P., Inc, 


Radio’s Master — 18 th Edition 

Po^e N-t05 


























S TANDARD ELECTRO^ 
PRODUCTS 


TRANSFORMERS 


STEP 


UP 


DOWN 


STEP 


FIG. 1 


ISOLATION AND LINE CORRECTION 



FIG. 2 FIG. 3 


FIG. 4 




STEP-DOWN AUTOTRANSFORMERS 

Input 220-240 V. 60 cy. Output 115 V. Pri. Cord and Plug Sec. Receptacle 


Cat. No. 

Code 

Mount 
Fig. No. 

Cap. in 
Watts 

Input, 

Volts 

Output, 

Volts 

Cycles 

Dimensions in Inches 

Net Wt. 
in Lbs. 

1 

Net 

Price 

Cat. 

No. 

H. 

W. 

D. 

SB-0075 

STEBA 

1 

75 

200/240 

115 

50/60 

m" 

2ys" 

8H" 

3H 

$ 5.40 

SB-0075 

SB-0150 

STECA 

1 

150 

. 200/240 

115 

50/60 

SVs" 


3H" 


7.35 

SB-0160 

SB-0250 

STEDA 

1 

250 

200/240* 

115 

50/60 

4^" 


4H" 

m 

9.60 

SB-0250 

SB-0500 

STEFA 

1 

500 

200/240* 

115 

50/60 


33^" 

m" 

nvz 

15.60 

SB-0500 

SB-1000 

STEGA 

3 

1000 

200/240* 

115 

50/60 

W' 

7H" 

9" 

22^ 

28.50 

SB-1000 

SB-2000 

STELA 

3 

2000 

200/240* 

115 

50/60 

bH" 

SH" 

llH" 

m 

47.40 

SB-2000 


• These models hare primary taps of 200-220-240 Volts. Simply remove cover plate (see Mgure 2) and connect to required taps. 


TELEVISION LINE CORRECTION STEP-UP AUTOTRANSFORMERS 

Models SU 100/105Volt. Input. Models RU 200/210 Volt Input 
All SU Models Boost Input 10 Volts. All RU Models Boost Input 20 Volts 


SU-0100 

SUBAT 

1 

100 

100/110 

110/120 

50/60 


2^" 

2H" 

2H 

$ 5.15 

SU-0100 

SU-0250 

SUCAT 

1 

250 

100/110 

110/120 

50/60 


2%" 

3H" 

3H 

7.35 

SU-0250 

SU-0500 

SUDAT 

1 

500 

100/110 

110/120 

50/60 

SVs" 

3H" 

3H" 

iH 

8.85 

SU-0500 

SU-1000 

SUFAT 

1 

1000 

100/110 

110/120 

50/60 

m' 

3y8" 

4K" 

8^ 

17.65 

SU-1000 

SU-2000 

SUGAT 

1 

2000 

100/110 

110/120 

50/60 


3V8" 

5^" 

143^ 

35.40 

SU-2000 

RU-OlOO 

SREBA 

1 

100 

200/210 

220/230 

50/60 

BVs" 

2ys" 

2%" 

2M 

5.15 

RU-OlOO 

RU-0250 

SRECA 

1 

250 

200/210 

220/230 

60/60 


2y8" 

3M" 

3H 

7.35 

RU-0250 

RU-0500 

SREDA 

1 

500 

200/210 

220/230 

50/60 


3H" 

3K" 

4>^ 

8.85 

RU-0500 

RU-1000 

SREFA 

1 

1000 

200/210 

220/230 

60/60 


33^" 

m" 

8H 

17.65 

RU-1000 

RU-2Q00 

SREGA 

1 

2000 

200/210 

220/230 

60/60 

m" 

3K" 

sys" 


35.40 

RU-2000 


RADIO — ISOLATION TRANSFORMERS — TELEVISION 


All Models 115 V. Input. 115 V. Output. Electrostatically Shielded. 


SI-050 

SICAR 

1 

50 

115 

115 

50/60 

3%" 

2H" 

3" 


$ 6.00 

SI-050 

SI-100 

SICER 

1 

100 

115 

115 

50/60 

329^" 

3^2" 

syg" 


11.70 

SI-100 

SI-260 

SICOR 

1 

250 

115 

115 

50/60 

m" 

33^" 

SVs" 

143^ 

21.00 

SI-250 


TELEVISION LINE VOLTAGE ADJUSTORS, METERED 

B Position Rotary Switch Corrects Low or High Line to 115 V. from 85-95-105-115-125-135 V-AUTOTRANSFORMER 


LC-150 

LABAD 

4 

150 

85-135 

116 

50/60 

6H" 

m" 

5" 

7H 

$17.40 

LC-150 

LC-350 

LAFAD 

4 

350 

85-135 

115 

50/60 

QH" 

4H" 

5" 

m 

21.00 

LC-350 

LC-500 

LAJAD 

4 

500 

85_135 1 

115 

50/60 

6H" 

1 

5" 

llH 

25.50 

LC-500 


STACO Transformers are compact and modern in design. Only the highest quality silicon lamination steel is used 
which assures cool operating transformers. Each coil is layer wound with the best quality enameled wires, each 
layer is insulated with heavy insulating material, each coil is varnished impregnated and high temperature baked. 
High Voltage Breakdown Test is performed on each coil and transformer in accordance with existing RMA Specs. 
This combination of high quality materials plus the finest workmanship is assurance of better and lasting perform¬ 
ance at highest operating efficiency, yet costs no more than average. 

Finishes: Mount type #1, Black baked enamel. Mount type #2, Black baked enamel. Mount type #3, Natural Buffed 
Aluminum, Mount type #4, Black Wrinkle baked enamel. 
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TRANSFORMERS 


This group of transformers are hermetically 
sealed in standard Mil-T-27 case sizes, and 
are designed to meet the full requirements of 
the Mil-T-27 specification. They provide the 
highest standard of quality necessary for pro¬ 
fessional and military requirements. 

The range includes the specific types stan¬ 


dardized by the Armed Services Electro 
Standards Agency for universal military use, 
as well as a group of standard types for 400 
cycle power supplies. 

Use of these standard high quality com¬ 
ponents in experimental equipment will avoid 
the necessity for redesign for production. 


Military Standard Filament Transformers input 105/115/125 voUsso/eocydes 

Military 

Cat. No. MIL Type Standard4^ Sec. Volts Sec. Amps Test Volts Net Price Case 


FMF 20 

TF1A01EB002 

MS90016 

2.5 

3 

2500 

$ 6.80 

EB 

FMF 21 

TF1A01GB003 

MS90017 

2.5 

10 

2500 

8.70 

GB 

FMF 22 

TF1A01FB004 

MS90018 

5.0 

3 

2500 

7.80 

FB 

FMF 23 

TF1A01HB005 

MS90019 

5.0 

10 

2500 

9.80 

HB 

FMF 24 

TF1A01FB006 

MS90020 

6.3 

2 

2500 

7.80 

FB 

FMF 25 

TF1A01GB007 

MS90021 

6.3 

5 

2500 

8.70 

GB 

FMF 26 

TF1A01JB008 

MS90022 

6.3 

10 

2500 

12.50 

JB 

FMF 27 

TF1A01KB009 

MS90023 

6.3 

20 

2500 

16.50 

KB 

FMF 28 

TF1A01JB012 

MS90024 

2.5 

10 

10,000 

14.50 

JB 

FMF 29 

TF1A01KB013 

MS90025 

5.0 

10 

10,000 

19.50 

KB 


Military Standard Plate and Filament Transformers * 

Military Net 

Cat. No. MIL Type Standard# FIL1 FIL 2 Plate (RMS) Current Price Case 


FMP 30 

TF1A03HA001 

MS90026 

6.3/5V 2a 

6.3v 3a 

200-100-0-100-200 

.07A.DC 

$13.50 

HA 

FMP 31 

TF1A03JB002 

MS90027 

6 . 3 /5v 2a 

6.3v 4a 

325-0-325 

.07A.DC 

16.80 

JB 

FMP 32 

TF1A03KB006 

MS90028 

5v 3a 

6.3v 5a 

325-0-325 

.150A.DC 

19.80 

KB 

FMP 33 

TF1A03LB003 

MS90029 

5v 3a 

6.3v 8a 

400-0-400 

.175A.DC 

22.50 

LB 

FMP 34 

TF1A03MB003 

MS90030 

5v 3a 

6.3v 8a 

450-0-450 

.250A.DC 

24.80 

MB 

FMP 35 

TF1A03KB001 

MS90031 



350-0-350 

.250A.DC 

18.50 

KB 

FMP 36 

TF1A02LB002 

MS90032 



550-0-550 

.250A.DC 

20.80 

LB 

FMP 37 

TF1A02NB002 

MS90036 



800-0-800 

.250A.DC 

31.50 

NB 


400 Cycle Transformers 


Filament Transformers 

Input 115 Volts 380-1200 Cycles 

Sec. Sec. Test Net 

Cat. No. Volts Amps. Volts Case Price 


FF 40 

6.3 ct 

2 

1500 

AJ 

$ 8.20 

FF 41 

6.3 ct 

5 

1500 

EA 

10.80 

FF 42 

6.3 ct 

5 

2500 

FA 

12.25 


6.3 

5 

2500 



FF 43 

5/6.3 

3 

2500 

EB 

10.50 

FF 44 

5 ct 

6 

2500 

EA 

10.90 

FF 45 

2.5 ct 

10 

7500 

HB 

13.80 


Plate and Filament Transformers 

Input 115 Volts 380-1200 Cycles 


Cat. No. 

Plate RMS 

DC 

Amps 

Filaments 

Case 

Net 

Price 

FP 40 

250-0-250 

.070 

5/6.3V 2A 
6.3Vct 3A 

GB 

$14.50 

FP 41 

325-0-325 

.120 

5V 3A 

6.3 ct 5A 

JB 

18.50 

FP 42 

400-0-400 

.200 

5V3A 

6.3V 6A 

KB 

32.00 

FP 43 

350-0-350 

.250 

_ 

JB 

16.80 

FP 44 

500-0-500 

.250 

■ 

KB 

23.50 


FERRANTI ELECTRICJNC. 
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TRANSFORMERS 




Military Standard Audio Transformers 

The Armed Services Electro Standards Agency 
has specified these types of audio transformers 
for universal military use. All units are hermet¬ 
ically sealed in Mil-T-27 case size AJ and are 

designed to meet the full requirements of the See dimension chart for AJ case details. 
Mj 1-T-27 specification. 

Use of these standard units in equipment 
at the experimental stage will avoid the neces¬ 
sity for redesign for production. 


Cat. No. 

Function 

Military 

Standard# 

Type 

Designation 

Impedance Level 

{in ohms) Ratio 
Primary Secondary 

Max. Pri. 

Power D.C. 

Level Per Side 
V.U. in MA 

Max. 

D.C. 

Unbal¬ 

ance 

Frequency 

Response 

Net 

Price 

FMA 10 

Interstage, Single 
or P.P plates to 
single or P.P. grids 

MS90000 

TF1A15AJ001 

10,000 

CT 

90,000 
split and 
CT 

1:3 

overall 

+ 15 

10 

10 

±1 DB 
300-10,000 

$11.80 

FMA 11 

Matching, 600 ohm 
line to voice coil 

MS90001 

TF1A16AJ002 

600 

split 

4,8,16 

6 ,12:1 

overall 

+33 

0 

0 

±1 DB 
300-10,000 

11.80 

FMA 12 

lnput,600 ohm line 
to single or P.P 
grids 

MS90002 

TFlAlOAJOOl 

600 

split 

135,000 

CT 

1:15 

+ 15 

0 

0 

±2 DB 
300-10,000 

11.80 

FMA 13 

Matching 600 ohm 
line to 600 ohm 
line 

MS90003 

TF1A16AJ001 

600 

split 

600 

split 

1:1 

+ 15 

0 

0 

±1 DB 
300-10,000 

11.80 

FMA 14 

Output, single 
plate 7600 ohm or 
4800 ohm to 600 
ohm line 

MS90004 

TF1A13AJ001 

7600 
top @ 
4800 

600 

split 

3,56:1 

+33 

40 

40 

±2DB 

300-10,000 

11.80 

FMA 15 

Output,sIngle pfate 
7600 ohm or 4800 
ohm to voice coil 

MS90005 

TF1A13AJ002 

7600 
tap # 
4800 

4,8,16 

21.8:1 

+33 

40 

40 

+ 2 DB 
300-10,000 

11.80 

FMA 16 

Output, single or 
P.P. plates to 600 
ohm line 

MS90006 

TF1A13AJ003 

15,000 

CT 

600 

split 

5:1 

+33 

10 


±1 DB 
300-10,000 

11.80 

FMA 17 

Output, P.P. plates 
to 600 ohm line. 

MS90007 

TF1A13AJ004 

24,000 

CT 

600 

split 

6.32:1 

+30 

10 

1 

±1 DB 
300-10,000 

11.80 

FMA 18 

Output, P.P. plates 
to 600 ohm line 

MS90008 

TF1A13AJ005 

60,000 

CT 

600 

split 

10:1 

+27 

10 

1 

±2 DB 
300-10,000 

11.80 
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TRANSFORMERS 



Filter Reactors 

To match the power and audio transformers, 
these reactors are of the same high quality in 
design and construction, and are hermetically 
sealed in standard Mil-T-27 cases. Types par¬ 
ticularly suitable for 400 cycle power supplies 
are included. 


For 50-60 Cycle Power Supplies 


Cat. No. 

DC Amps 

Inductance 

Henries 

Resistance 

Ohms 

Test Volts 

Case 

Net Price 

FC 10 


30 

1000 


AJ 

$ 6.50 

FC 11 


15 

300 


GB 

7.40 

FC 12 

.150 

10 

120 


JB 

9.20 

FC 13 


8 

90 


KB 

11.50 

FC 14 


10 

87 

■■ 

LB 

15.40 


For 400-Cycle 


Power Supplies 


Cat. No. 

DC Amps 

Inductance 

Henries 

Resistance 

Ohms 

Test Volts 

Case 

Net Price 

FC 40 


3 

235 

1500 

AJ 

$ 6.50 

FC 41 

.120 

3 

150 


EB 

7.20 

FC 42 


3 

no 


FB 

8.70 

FC 43 

.250 

3 

65 


GB 

9.20 


Mil-T-27 Case and Mounting Dimensions 


Case 



AJ 

1^. 

iH 

2% 

1% 

ihs 

6-32 

EA 


1% 

2% 

1% 

\'A 

6-32 

EB 

1% 

m 

2% 

1% 

iK 

6-32 

FA 



OVe 

1% 

1% 

6-32 

FB 

25{. 

2% 

2y2 

1% 

1% 

6-32 

GB 

2% 

2% 

2% 

2% 

1% 

6-32 

HA 

3% 

2% 


2% 

1% 

8-32 

HB 

3% 

2H 


2% 

1% 

8-32 

JB 

3% 

3% 

2% 

2H 

2% 

8-32 

KB 

3% 

3% 

4% 

3 

2% 

10-32 

LB 


3% 

4V4 

3% 

2% 

10-32 

MB 

4% 

4 

4% 

3% 

3 

M-20 

NB 

sKi 

4% 

SV4 

4% 

3% 

J4-20 
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TRUE!—^^more ADC Plugs and Jacks in broadcast 
use today than those of any other manufacturer. 


JACKS 

Nickel silver springs. 

Silver alloy contacts. 

Tinned connecting lugs. 

Die formed, nickel plated frames. 

Standard dimensions, interchangeable with 
any telephone type jack using a 14-inch 
plug. 

Spring arrangements available as follows: 
Figures 


% 

k 

PJ 343 




JACK PANELS 

Constructed of solid bakelite, reinforced 
with steel. 

Slotted mounting brackets for use in 
relay racks. 

Spacing prevents cross connection of adja¬ 
cent circuits with double plug. 

Designation strip included on all panels. 
Single panel holds 24 jacks, requires 
panel space. 

Double panel holds 48 jacks, requires 214'^ 
panel space. 


For use with plugs PJ-5 PL-55 WE-47 except PJ 339, 
use with WE-291. 


PLUGS 

Interchangeable with standard plugs as 
shown. 

Designed for easy assembly and cord re¬ 
placement.- 

Insulated for 500 V. RMS. breakdown. 


TYPE 

DESCRIPTION 

LIST 

PJ 31 

PJ 33 

PJ 341 

PJ 343 

Double, less Jacks 

Single, less Jacks 

Double, with 48 PJ 318 Jacks 
Single, with 24 PJ 318 Jacks 

$15.75 

14.20 

75.00 

44.10 




PJ-5 

PJ-1 


TYPE 

EQUIVALENT 

NO. COND. (Ea. Plug) 

LIST 

PJ-1 

WE 241 

3 

$4.60 

PJ-5 

PL55, WE47 

2 

1.30 



PATCH CORD 
WITH PJ-1 PLUGS 


PATCH CORDS 


Best quality tinned copper 2 conductor i-Foot pj 

stranded wire. 2-Foot pj 

Heavy braided cover, with 6 inch reinforce- 3-Foot pj 

ment at each end. 4-Foot pj 

Shield normally grounded both ends. 5-Foot ^ 

Net Price is List Less 40% 


LENGTH 

CORD 

WITH PJ-l 

PLUGS 

LIST 

CORDS 

WITH 

PJ 5 

LIST 

REPLACE¬ 

MENT 

CORDS 

ONLY 

■ 

LIST 

1-Foot 

PJ 11 

$12.10 

PJ 51 

$6.05 

PJ 21 

$2.50 

2-Foot 

PJ 12 

12.35 

PJ 52 

6.38 

PJ 22 

2.75 

3-Foot 

PJ 13 

12.65 

PJ 53 

6.82 

PJ 23 

2.90 

4-Foot 

PJ 14 

13.10 

PJ 54 

7.37 

PJ 24 

3.00 

5-Foot 

PJ 15 

13.45 

PJ 55 

7.92 

PJ 25 

3.15 


CUSTOM BUILDERS OF ; 
QUALITY TRANSFORMERS 


AUDIO DEVELOPMENT COMPANY 

Minneapolis 7, Minnesota 
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MallorY 


DRY ELECTROLYTIC CAPACITORS 



Metal Tubular Dry Electrolytic Capacitors 


Dual Separate Section 



For filter and audio by-pass circuits. Sealed 
aluminum tube with external insulating 
sleeve. 3" bare, tinned-copper or insulated 
leads at each end, except TCS styles which 
have solder lugs. For use up to 85®C except 
designated 

Single Section 


Catalog 

Number 

Cap. 

Mfd. 

DC Wkg. 
Volts 

Size 

Dia. Leng 

TC310 

1000 

3 

•5/16 X 1% 

TC605 

500 

6 

'3/|6 X 1% 

TC610 

1000 

6 

'Vl6 X 2 

TC1602 

200 

15 

•3/16 X IKZ 

TC1505 

500 

15 

•Vl6 X 2 

TC22 

10 

25 

9/|6 X VA 

TC26 

25 

25 

a/i6 X VA 

TC29 

50 

25 

‘'/l6 X V/2 

TC2501 

100 

25 

' '/16 X 1% 

TC2506 

500 

25 

l‘/l6 X 2% 

TC302 

2 

50 

9/|6 xVA 

TC30 

5 

50 

®/l6 X 1/4 

TC31 

1 

50 

®/l6 X 1/4 

TC32 

10 

50 

9/i6 X 114 

TC36 

* 25 

50 

>'/l6 X 1/4 

TC39 

50 

50 

•3/16 X 1/4 

TC3501 

100 

50 

•3/|6 X 2 

TC40 

5 

150 

9/i6 X 1!4 

TC41 

8 

150 

'•/ 16 XI /4 

TC42 

10 

150 

"/ 16 XI /4 

TC43 

12 

150 

' '/16 X 1/2 

TC44 

16 

150 

"/ 16 XI /2 

TC45 

20 

150 

•3/16 X 1/2 

TC47 

30 

150 

•3/16 X 1/2 

TC48 

40 

150 

'V 16 X 134 

TC49 

50 

150 

•5/16X134 

TC492 

80 

150 

•5/,6X2/4 

TC496 

150 

150 

1'/|6 X 2/8 

TC60X 

5 

250 

•'/ 16 XI /4 

TC51 

8 

250 

' '/16 X 134 

TC52 

10 

250 

' '/16 X 134 

TC63 

12 

250 

'3/,6X134 

TC64 

16 

250 

'3/,6X1% 

TC56 

20 

250 

'3/,6X134 

TC68 

40 

250 

1'/i6X134 

TC69 

50 

250 

IV 16 x2 

TC60 

5 

350 

' '/16 X 134 

TC61 

8 

350 

•3/, 6 X 134 

TC62 

10 

350 

•3/, 6 X 134 

TC63 

12 

350 

•5/, 6 X 134 

TC64 

16 

350 

•5/, 6 X 134 

TC66 

20 

350 

•5/, 6 X 134 

TC68 

60 

350 

1'/|6X2/8 

TC70 

5 

450 

■ '/16 X 134 

TC71 

8 

450 

•3/, 6 X 134 

TC72 

10 

450 

•3/, 6 X 134 

TC73 

12 

450 

'3/,6X134 

TC74 

16 

450 

•5/, 6 X 134 

TC75 

20 

450 

l'/l6 X 1% 

TC77 

30 

450 

l'/l6 X 2/4 

TC78 

40 

450 

l'/l6 X 2/8 

tTC81 

10 

500 

•5/,6X134 


VAs X 2'5/i6 

l'/l6 X 2V4. 


TC92 

10 

600 

1'/|6X2'5/i6 

2.95 

TC50025 

250 

50 

l‘/l6 X 2% 

1.75 

TC308 

1 .5Z @ 15750 Cycles I 





3 V.N.P. 

l'/l6 X 2 

2.20 

TC420 

1.5Z@ 60 Cycles 4 V 

1'/|6X2/8 

i 3.50 

TC421 

1.5Z @ 120 Cycles 6 V 

1 '/16 X 2 

1 3.00 

Dual Common Negative 

TCD26 

25-25 

25 

•3/|6 X 1/4 

$1.40 

TCD45 

20-20 

150 

•3/, 6 X 2 

1.65 

TCD47 

30-30 

150 

•3/i6 X 2 

1.80 

TCD48 

40-40 

150 

1'/i6 X 2 

1.85 

TCD485 

40-20 

150 

1'/i6 X 2 

1.75 

TCD49 

50-50 

150 

l'/l6 X 3 '/i6 

2.10 

TCD497 

50-30 

150 

l^/i6 X 2!4 

1.95 

TCD498 

80-50 

150 

1 •/16 X 24 

2.35 

TCD52 

10-10 

250 

‘V 16 X 2 

1.65 

TCD55 

20-20 

250 

1 ‘/le X 2 

1.85 

TCD62 

10-10 

350 

• S /16 X 2 

1.70 

TCD66 

20-20 

350 

l^/l6 X 3'/|6 

2.25 

TCD71 

8-8 

450 

' V 16 X 2 

1.70 

TCD72 

10-10 

450 

l'/l6 X 2 

1.85 

TCD74 

15-15 

450 

1 ‘/16 X 3 '/16 

2.20 

TCD75 

20-20 

450 

l'/l6 X 3'/|6 

2.50 


Catalog 

Number 

Cap. 

Mfd. 

DC Wkg. 
Volts 

Size 

Dia. Length 

List 

Price 

TCS44 

15-15 

150 

•3/, 6 

X 

23/8 

$2.00 

TCS45 

20-20 

150 

•VI 6 

X 

234 

2.10 

TCS47 

30-30 

150 

l'/l6 

X 

23/8 

2.25 

TCS48 

40-40 

150 

l'/l6 

X 

2/8 

2.35 

TCS506 

70-70 

175 

l'/.6 

X 

3/8 

3.60 

TCS52 

10-10 

250 

•V 16 

X 

23/8 

2.10 

TCS55 

20-20 

250 

l'/.6 

X 

2/8 

2.35 

TCS61 

8-8 

350 

•V16 

X 

234 

2.10 

TCS64 

15-15 

350 

l'/l6 

X 

2/8 

2.75 

TCS71 

8-8 

450 

l'/.6 

X 

234 

2.15 

TCS74 

15-15 

450 

1 '/16 

X 

2/8 

2.75 

TCS75 

20-20 

450 

1 '/16 

X 

3/2 

3.15 


FP-WP Dry Electrolytic Capacitors 


For use at ambient temperatures up to 85 °C 
filter and by-pass circuits in radio, TV and 
industrial electronics. Sealed in aluminum cans 
TgSMSBPlu with twist-prong, lug construction. FP types 

have Mallory exclusive Fabricated Plates. WP 
have special etched plates. All feature low RF 
'" impedance and minimum coupling between 

sections. Separate anode terminals. Case is common cathode. For 
hardware, see page 11, Mallory Capacitors Section, of this catalog. 


Catalog 

Capacity 

Working 

Size 

List 

Number 

Mfd. 

Volts—DC 

D L 

Price 

WP610 

.5Z/15750 cycles 

3V 

1x2 

$2.20 

WP640 

l.OZ/60 cycles 

3V 

m X 3 

4.00 

WP605 

lOZ/30 cycles 

3V 

% X 2 

2.00 

WP032* 

3000 

10 

m X 2/2 

3.20 

WP039 

1000 

15 

1 X 2/2 

2.55 

WP041 

2000 

15 

1 % X 2/2 

3.45 

WP042 

3000 

15 

1 % X 3 

3.50 

WP052 

40 

25 

%x2 

1.35 

WP055 

100 

25 

1x2 

1.60 

WP057 

500 

25 

1x2/2 

2.55 

WP059 

1000 

25 

1% X 2 

3.55 

WP063 

4 

50 

% X 2 

1.25 

WP066 

500 

50 

1% X 2 

2.65 

WP068 

1500 

50 

1% X 4 

3.85 

FP113 

30 

150 

%x2 

1.55 

FP115 

50 

150 

1x2 

1.65 

FP116 

100 

150 

1x2'/2 

2.00 

FP117 

150 

150 

1x3 

2.15 

FP119 

300 

150 

1% X 3 

2.80 

FP125 

15 

250 

%x2 

1.55 

FP135 

30 

350 

1x2 

1.90 

FP137 

50 

350 

1x2^2 

2.10 

FP138 

80 

350 

m X 2/2 

2.85 

FP140 

125 

350 

1 % X 3 

3.95 

FP142 

10 

450 

%x2 

1.55 

FP143 

15 

450 

1x2 

1.70 

FP144 

20 

450 

1x2 

1.80 

FP145 

30 

450 

1x2'/2 

1.95 

FP146 

40 

450 

1x2/2 

2.05 

FP149 

80 

450 

1% X 2/2 

3.05 


FP 

-WP—Duals 



WP204 

250-1000 

10-6 

l%x2 

$2.85 

WP205 

.5Z-2.5Z/ 




15750C-60C 

12-6V 

1% X 3 

3.60 

WP200 

1000-1000 

15-15 

1% X 2/2 

4.40 

WP206 

50-150 

150-25 

1 X 2/2 

2.20 

FP208 

20-20 

150-150 

1x2 

1.70 

FP211 

30-30 

150-150 

1x2 

1.85 

FP210 

40-20 

150-150 

1x2 

1.80 

FP212 

40-40 

150-150 

lx2A 

1.90 

FP213 

50-30 

150-150 

1 X 2/2 

2.00 

FP214 

50-50 

150-150 

1x2/2 

2.15 

FP214.5 1 

75-75 

150-150 

1% X 2 

2.60 

FP216 ! 

80-40 

150-150 

1x3 

2.30 

FP215 

125-100 

150-150 

1% X 2 V 2 

3.40 

FP216.1 

200-5 

150-150 

1% X 2 V 2 

2.75 

FP216.3 

200-150 

150-150 

1% X 4 

3.75 

FP216.4 

200-200 

150-150 

1% X 4 

4.00 

FP217 

20-20 

250-250 

1x2 

1.90 

FP221 1 

40-40 

250-250 

1x3 

2.50 

FP217.7 

150-150 

250-250 

1% X 4 

5.15 

FP217.9 

75-75 

300-300 

1% x]3 

3.80 

FP218 

120-20 

300-300 

1% X 3 

4.00 

FP225 

15-15 

350-350 

1x2 

2.25 

FP227 

20-20 

350-350 

1 X 2/2 

2.30 

FP227.3 

30-30 

350-350 

1x3 

2.90 

FP227.6 

80-80 

350-350 

1% X 4 

4.70 

FP229 

35-100 

400-50 

1x3 

2.60 

FP229.3 

75-75 

400-400 

1% X 4 

4.85 


^^ I i‘/.6xav.6 I :s.5U See next page for additional values 

* See Table of Recommended Replacements for Modified and Discontinued FP and WP Types, page 11, Mallory Capacitors section, this catalog. 
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Catalog 

Capacity 

Working 

Size 

List 

Catalog 

Capacity 

Working 

1 Size 

List 

Number 

Mfd. 

Volts-r-DC 

D L 

Price 

Number 

Mfd. 

Volts—DC 

D 

L 

Price 

FP229.6 

50-100 

450-50 

1 % X 2/2 

$3.00 

FP376.81 

40-40-10 

450-450-450 

1% 

X 3 

$4.16 

FP244 

80-50 

450-50 

1% x3 

3.60 

FP377 

40-40-40 

450-450-450 

1% 

X 4 

4.90 

FP230 

20-50 

450-250 

1x3 

2.80 

FP378 

80-40-20 

450-450-450 

1% 

X 4 

6.40 

FP236 

20-80 

450-350 

1 % X 2/2 

3.65 

FP379* 

10-100-40 

475-200-50 

1% 

x2/2 

3.36 

FP660* 

10-80 

450-400 

1% X 3 

3.46 

FP384 

20-20-40 

475-300-25 

1% 

X 2 

3.10 

WP230.9 

5-5 

450-450 

%x2 

1.70 

FP386 

10-40-100 

475-450-200 

1% 

x3 

4.20 

FP231 

10-10 

450-450 

1x2 

1.90 

FP386 

10-10-5 

475-475-25 

1 

x2/2 

2.46 

FP234 

20-20 

450-450 

1x3 

2.66 

FP387.1 

10-10-150 

475-475-50 

1 

X 3 

3.00 

FP237 

30-30 

450-450 

1% X 2/2 

3.06 

FP391.1 

20-20-60 

475-475-450 

1% 

X 4 

4.86 

FP238 

40-40 

450-450 

l%x3 

3.46 

FP394 

10-10-10 

475-475-475 

1 

X 3 

2.70 

FP239 

50-40 

450-450 

1% x3 

3.66 

FP396 

30-30-20 

475-475-475 

1% 

X 3 

4.46 

FP240tt 

50-50 

450-450 

l%x3 

3.86 

FP396.2 

40-10-10 

475-475-475 

1% 

x2/2 

3.86 

FP245 

80-10 

450-450 

1% x3 

3.60 

FP397 

40-35-10 

475-475-475 

1% 

X 3 

4.66 

FP245.3 

FP250 

80-30 

40-80 

450-450 

1% X 4 

4.16 

FP398 

10-40-40 

500-450-450 

1% 

X 3 

4.16 

475-200 

1% X 2Vz 








FP255 

20-100 

475-300 

1% x3 

3.96 


FP-WP—Quads 




FP268 

FP260 

FP262 

FP266 

FP277 

FP280 

FP288 

15-15 

40-10 

40-40 

80-50 

60-80 

40-50 

40-40 

475-475 

475-475 

475-475 

475-475 

500-150 

500-200 

500-500 

1x2V2 
1% X 3 

1% X 3 

1% X 4 
l%x3 

1% X 2/2 

1x3% 

2.36 

3.10 

4.30 
6.20 
3.76 

3.30 

4.30 

FP406 

FP407 

FP408 

FP409 

FP409.4 

FP410 

FP411 

FP411.3 

20-20-160-40 

30-20-20-200 

60-40-20-200 

40-40-30-20 ; 

50-20-20-200 

50-50-50-20 

80-40-30-100 

80-40-40-20 

150-150-25-25 

150-150-150-10 

150-150-150-10 

150-150-150-25 

150-150-150-25 

150-150-150-25 

150-150-150-25 

150-150-150-25 

1% 

1% 

1% 

1% 

1% 

1% 

1% 

1% 

X 2 

X 2 

X 2 
x2 
x2 

X 2Vz 

X 2/2 
x2Vz 

$3.20 

3.10 

3.46 

3.10 

3.60 

3.66 

3.70 

3.60 


TTP*-WP TP**! AO 








FP411.6 

FP411.7 

100-90-60-200 

125-125-40-100 

150-150-150-25 

150-150-150-25 

1% 

1% 


4.96 

4.86 

WP520 

40-40-40 

25-25-25 

1x2 

$2.16 

X 4 

FP303 

20-250-100 

150-15-15 

1% X 2 

2.90 

FP412 

100-80-60-40 

150-150-150-150 

1% 

X 3 

4.66 

FP312 

100-60-25 

150-50-25 

1x3 

3.00 

FP412.2 

40-40-50-80 

250-250-150-50 

1% 

X 2Vz 

4.10 

WP302* 

15-16-1000 

150-150-2 

1x2 

3.00 

FP417 

100-40-80-20 

300-50-25-25 

1% 

X 2/2 

4.66 

WP302.1 

15-15-1200 

150-150-2 

1x2 

3.00 

FP418* 

120-20-100-20 

300-250-30-25 

1% 

X 3 

6.26 

FP302.7 

80-30-300 

150-150-10 

1% X 2 

3.16 

FP418.3 

120-20-100-20 

300-250-50-25 

1% 

X 4 

6.06 

FP306 i 

40-20-20 

150-150-25 

1x2 

2.30 

FP419 

200-20-100-20 

300-250-50-25 

1% 

X 4 

6.80 

FP307 

40-20-100 

150-150-25 

1x2/2 

2.60 

FP423* 

40-40-40-40 

300-250-250-25 

1% 

x2/2 

4.40 

FP304 

40-20-200 

150-150-25 

1x2/2 

2.70 

FP419.7 

60-40-20-50 

300-300-300-25 

1% 

X 3 

4.66 

FP310 

40-40-20 

150-150-25 

1x2/2 

2.40 

FP420* 

40-40-20-10 

300-300-300-300 

1% 

X 2Vz 

4.66 

FP314 

40-40-200 

150-150-25 

1x3 

2.80 

FP414 

15-80-40-200 

350-200-200-25 

1% 

X 3 

4.60 

FP309 

50-30-100 

150-150-25 

lx2i^ 

2.70 

FP419.3 

40-40-20-20 

350-350-350-25 

1% 

X 3 

4.66 

FP311 

50-50-20 

150-150-25 

1x3 

2.66 

FP419.4 

100-10-200-30 

300-300-150-150 

1% 

X 4 

6.90 

FP311.2 

20-20-20 

150-150-150 

1x2 

2.30 

FP419.9 

15-15-15-50 

350-350-350-50 

1% 

X 2 

3.76 

FP311.4 

40-20-20 

150-150-150 

1x2/2 

2.40 

FP420.2 

50-40-40-160 

350-350-350-50 

1% 

X 4 

6.76 

FP311.6 

40-40-40 

150-150-150 

1x3 

2.60 

FP420.6 

80-40-100-20 

400-400-50-25 

1% 

X 4 

6.66 

FP311.7 

80-40-20 

150-150-150 

1% x2 

2.90 

FP421 

5-5-50-80 

400-400-300-250 

1% 

X 3 

4.66 

FP311.9 

120-120-40 

150-150-150 

1% x3 

4.06 

FP422.lt 

20-80-20-50 

450-200-200-50 

1% 

x2/2 

4.10 

FP313* 

30-20-20 

200-200-25 

1x2 

2.66 

FP422.7 

60-80-40-20 

450-250-250-150 

1% 

X 4 

6.66 

FP318* 

90-90-20 

200-200-50 

1% x3 

3.86 

FP413X 

40-40-40-20 

450-300-300-150 

1% 

X 3 

4.90 

FP319 

80-40-60 

250-150-50 

1% x2i^ 

3.30 

FP422* 

10-40-80-100 

450-350,200-50 

1% 

x3 

4.76 

FP360* 

15-20-20 

250-150-150 

1x2 

2.40 

FP423.4 

10-40-100-100 

450-350-250-50 

1% 

X 3 

6.66 

FP316* 

20-15-20 

250-250-25 

1x2 

2.36 

FP424.1 

10-100-10-20 

450-350-350-25 

1% 

X 3 

6.20 

FP319.5 

90-90-20 

250-250-50 

1% x3 

4.60 

FP426* 

30-40-40-10 

450-350-350-200 

1% 

X 3 

6.16 

FP320t 

40-20-20 

250-250-250 

1% x2 

2.90 

FP426.1 

80-10-40-30 

450-400-300-300 

1% 

X 4 

6.80 

FP326 

100-60-20 

300-150-25 

l%x3 

4.20 

FP426 

20-15-20-20 

450-450-25-25 

1% 

X 2 

3.46 

FP334* 

20-80-10 

300-250-200 

1% x2J^ 

3.46 

FP426.6 

20-20-60-100 

450-450-150-25 

1% 

x2/2 

4.26 

FP336 

100-60-20 

300-250-250 

1% X 3 

4.90 

FP426.9 

40-40-125-125 

450-450-150-25 

1% 

X 4 

6.70 

FP336 

200-60-20 

300-250-250 

1% X 4 

6.80 

FP427.6 

10-10-60-100 

450-450-200-50 

1 1% 

X 2/2 

3.86 

FP331 

30-30-20 

350-300-25 

1x3 

3.16 

FP428 

40-10-35-10 

450-450-350-350 

1% 

X 3 

4.60 

FP328 

15-10-20 

350-350-25 

1x2 

2.60 

FP428.4 

40-40-30-30 

450-450-350-350 

1% 

X 4 

6.90 

FP330 

30-20-20 

350-350-25 

1x3 

3.10 

FP424 

15-15-10-20 

450-450-450-25 

1% 

X 2 

3.60 

FP330.3 t 

20-10-5 

350-350-250 

1x2/2 

2.66 

FP432 

40-10-10-250 

450-450-450-25 

1% 

X 3 

4.70 

FP330.6 t 

10-10-10 

350-350-350 

1x2 

2.40 

FP431 

40-15-10-25 

450-450-450-25 

1% 

x2/2 

4.10 

FP330.7 

30-20-10 

360-350-350 

1x3 

3.26 

FP430.2 

40-20-20-25 

450-450-450-25 

1% 

X 3 

4.60 

FP331.3 

80-60-60 

350-350-350 

1% X 4 

6.56 

FP436 

40-20-20-40 

450-450-450-25 

1% 

X 3 

4.66 

FP333 

10-50-30 

400-350-25 

1% X 2 

3.10 

FP429 

40-30-10-20 

450-450-450-25 

1% 

X 3 

4.60 

FP333.8 

80-20-10 

400-400-350 

1% x3 

4.30 

FP430.6 

40-40-40-40 

450-450-460-25 

1% 

X 4 

6.60 

FP342* 

40-40-130 

450-150-50 

1% x2^ 

3.70 

FP430.9 

60-40-40-10 

450-450-460-25 

1% 

X 4 

6.00 

FP343 

40-100-50 

450-150-50 

1% x3 

3.96 

FP437 

20-20-20-100 

450-450-450-50 

1% 

x2/2 

4.66 

FP340 

20-50-100 

450-150-75 

1% X 2 

3.40 

FP431.4 

60-40-10-25 

450-450-450-50 

1% 

X 4 

6.26 

FP341 

40-90-50 

450-150-150 

1% X 3 

4.00 

FP433 

60-10-10-20 

450-450-450-150 

1% 

x3 

4.60 

FP341.51 

20-60-100 

450-250-25 

1% X 2V2 

3.66 

FP432.4 

40-40-30-10 

450-450-450-200 

1% 

X 4 

6.36 

FP353* 

20-40-10 

450-250-250 

1% X 2 

3.16 

FP432.9 

40-20-10-100 

450-450-450-250 

1% 

x4 

6.86 

FP343.1 

15-20-20 

450-350-250 

1x3 

2.96 

WP433.6 

5-5-5-5 

450-450-450-450 

1% 

x2 

3.00 

FP343.4 t 

20-15-15 

450-350-350 

1x3 

3.25 

FP434 

10-10-10-10 

450-450-450-450 

1% 

x2 

3.36 

FP343.6 

20-40-10 

450-350-350 

1% X 2Vz 

3.50 

FP434.6 

20-10-10-10 

450-450-450-450 

1% 

X 2 

3.70 

FP343.9 

10-30-150 

450-400-5 

1x3 

3.00 

FP444 

20-20-20-20 

450-450-450-450 

1% 

X 3 

4.70 

FP344.6 

10-30-40 

450-400-300 

1%x2/2 

3.66 

FP444.4 

30-15-15-15 

450-450-450-450 

1% 

x2/2 

4.46 

FP346.2 t 

10-10-20 

450-450-25 

1x2 

2.40 

FP444.8 

30-30-20-20 

450-450-450-450 

1% 

X 3 

6.20 

FP345.6 

15-15-40 

450-450-25 

1 X 2Vz 

2.76 

FP444.9 

30-30-30-15 

450-450-450-450 

1% 

X 4 

6.30 

FP345.8 t 

20-20-20 

450-450-25 

1x3 

3.06 

FP446 

35-35-10-5 

450-450-450-450 

1% 

X 3 

4.60 

FP346 

40-40-20 

450-450-25 

1% x3 

3.96 

FP447 

40-40-20-20 

450-450-450-450 

1% 

X 4 

6.66 

FP364 

80-40-100 

450-450-25 

1% x4 

6.10 

FP460 

80-10-10-10 

450-450-450-450 

1% 

x4 

6.06 

FP366 

20-10-50 

450-450-50 

1x3 

2.86 

FP453 

20-40-80-100 

475-350-200-100 

1% 

X 4 

6.46 

FP368 

60-40-75 

450-450-50 

1% x4 

4.60 

FP456 

25-20-40-100 

475-450,300-50 

1% 

X 3 

4.96 

FP369.11 

40-40-40 

450-450-150 

1% x3 

4.16 

FP456.6 

10-60-30-125 

475-450-400-50 

1% 

X 4 

6.66 

FP370t 

40-10-80 

450-450-200 

1% X 3 

3.90 

FP466 

10-50-30-30 

475-450-450-25 

1% 

x3 

4.76 

FP373* 

40-10-100 

450-450-200 

1% x3 

4.20 

FP457* 

10-40-10-20 

475-450-450-50 

1% 

x2/2 

3.96 

FP376 

40-40-100 

450-450-200 

1% X 4 

4.96 

FP46T 

15-15-80-40 

475-475-300-50 

1% 

X 3 

4.80 

FP376* 

10-10-40 

450-450-250 

1% X 2/2 

2.90 

FP465* 

1 10-10-20-100 

475-475-400-25 

1% 

X 2 

3.70 

FP376.8 t 

10-10-10 

450-450-450 

l x 2Vz 

2.60 

FP467 

20-10-20-100 

475-475-450-25 

1% 

X 2/2 

4.20 

FP376.1 ti 

15-15-10 

450-450-450 

1x3 

2.90 

FP473 

20-20-10-10 

475-475-475-300 

1% 

x2/2 

4.30 

FP376.3 1 

20-10-10 

460-450-450 

1x3 

2.90 

FP474 

1 10-10-10-10 

475-475-475-475 

1% 

x2 

3.60 

FP376.6 

20-20-20 

450-450-460 

1% X 2/2 

3.60 

FP476 

1 40-20-10-10 

475-475-475-475 

1% 

X 4 

6.10 


♦fSee Table of Recommended Replacements for Modified and Discontinued FP and WP Types, page 11, Mallory Capacitors section, this catalog, 
ftFP240 recommended for photofiash applications. Can is ungrounded. A pin should be used as ground. 

Mallory Page 2 


Radio’s Master — 18th Edition 

Page P-2 


TRADE DISCOUNT APPLIES TO LIST PRICES ONLY 


Copyright by U. C. P., Inc. 







MallorY 


DRY ELECTROLYTIC CAPACITORS 





Aluminum Cun 
Threaded Neck 
Dry Electrolytic 
Capacitors 


For replacement of wet and dry electrolytic capacitors. RS, RM 
and HS have flexible, insulated leads. HD and SR have solder lug 
anode connections; cathodes are connected to case. 


Catalog 

Number 

Capacity 

Mfd. 

Volts 

DC 

Size 

Dia. Length 

List 

Price 

RS207 

30 

250 

1 

X 

3'/2 

$2.05 

RS212 

8 

450 

1 % 

X 

3 

2.20 

RS213 

8 

450 

1 

X 

2% 

2.20 

RS214 

12 

450 

1 % 

X 

3 

2.40 

RS215 

12 

450 

1 

X 

2 % 

2.40 

RS216 

16 

450 

1 

X 

3/2 

2.45 

RS217 

16 

450 

1 % 

X 

3 

2.45 

R‘S219 

20 

450 

1 % 

X 

3 

2.70 

RS223 

30 

450 

1 % 

X 

3 

3.00 

RS224 

40 

450 

1 % 

X 

3 

3.15 

HD684 

10 

450 

1 

X 

3 

2.30 

HS691 

4 

600 

1 % 

X 

4 

2.95 

HS693 

8 

600 i 

1% 

X 

4 

3.15 

HS696 

20 

600 

1 % 

X 

4^ 

3.85 

RM262 

8-8 

450 

1 % 

X 

3 

3.00 

RM265 

8 -8-8 

450 

1 % 

X 

4!4 

5.00 

SR638 

8-8 

450 

1 % 

X 

2% 

3.00 

SR645 

8-8 

450 

1% 

X 

2% 

3.00 


Cardboard Tubular Dry Electrolytic Capacitors 

(Continued from Preceding Column) 


Catalog 

Capacity 

Volts 

Size 

List 

Number 

Mfd. 

DC 

D L 

Price 


Triple Common Negative 


3N527* 

20 -20-20 

150-150-25 

'«/l6 

x2!4 

$2.05 

3N533* 

30-30-20 

150-150-25 

1 

x2% 

2.20 

3N529 

50-30-200 

150-150-25 

1 

X 2% 

2.76 

TN125* 

20 -10-10 

150-150-150 

% 

X 2% 

2.00 

3N528 

20 -20-20 

150-150-150 

■3/16 

X 2% 

2.15 

TN129t 

40-20-20 

150-150-150 

'V.6 

x2/8 

2.25 

3N534 

30-30-30 

150-150-150 

% 

X 234 

2.35 

3N532 

40-40-20 

150-150-150 

1 

x2/8 

2.35 

3N536 

40-40-40 

150-150-150 

1 

X 3 

2.45 

3N538 

80-40-20 

150-150-150 

1 

X 3/4 

2.76 

3N540 

80-50-50 

150-150-150 

1 '/l6 

x3/2 

3.10 

3N535 

40-30-40 

350-250-150 

13/|6 

X 3% 

3.30 

3N537 

30-50-100 

450-150-25 

1/4 

X 3/8 

3.20 

3N539 

30-30-30 

450-350-250 

IVie 

X 3% 

3.76 

3N541 

40-20-10 

450-450-450 

1V|6 

X 3% 

3.55 


Triple Separate. Section 


3S679t 

8 -8-20 

450-450-25 

13/,6 

X 2/8 

$2.65 

3S684t 

8 -8-8 

450-450-450 

13/,6 

x2/8 

2.85 


Quad Common Negative 


4N723 

4N727 

10-10-10-150 

10 -10-10-10 

450-450-450-50 ! 

450-450-450-450 

13/, 6 X 3% 
l/s X 3% 

$3.60 

3.25 

Quad Separate Section 

4S716t 

1 16-16-10-10 

150-150-25-25 

1 1/8 X 2% 

1 $3.25 


§ Has bare tinned leads out both ends. 




Cardboard Tubular Dry 
Electrolytic Capacitors 

Economical, cardboard tube, wax-sealed filter 
and by-pass units. Have flexible, insulated 
leads out one end except those marked (*) 
which have negative leads out opposite ends. 
All units (except TNI 11) are supplied with 
mounting strap; in addition all units marked 
(t) have special feet for vertical mounting. 


Catalog 

Capacity 

Volts 

Size 

List 

Number 

Mfd. 

DC 

D L I 

Price 


Single Section 


ST696i 


8 

450 

'3/,6 x2/8 

$1.26 

ST597 


16 

450 

% x2% 

1.40 

ST698 


20 

450 

1x2% 

1.66 

ST699i 


30 

450 

1x3/4 

1.70 

ST646 

60 

460 

1»/|6 X 3% 

2.36 

ST845 

80 

460 

13/16 X 4% 

2.80 


Dual Common Negative 


TN111§ 

10-10 

25-25 

% X 1% 

$1.40 

2N601 

250-1000 

10-6 

1 '/16 X 2% 

2.80 

2N609* 

20-20 

150-150 

% X 2/8 

1.66 

2N613* 

30-30 

150-150 

% X 2% 

1.80 

2N614* 

40-20 

150-150 

% X 2/2 

1.76 

2N611* 

40-40 

150-150 

•Vie X 2/2 

1.86 

2N620* 

50-30 

150-150 

'»/ie x 2% 

1.95 

2N621t 

50-50 

150-150 

1 x2/8 

2.10 

2N623 

100-100 

150-150 

1/8 X 3% 

3.20 

2N626 

30-30 

200-200 

1x2% 

2.20 

2N627 

50-75 

250-50 

VA X 2% 

2.40 

2N529 

100-150 

250-50 

l%x 3% 

3.60 

2N616* 

8-8 

250-250 

Va X 2/8 

1.60 

2N631 

40-40 

300-300 

1/8 X 3% 

2.96 

2N533 

40-50 

450-50 

1/8 X 3% 

2.50 

2N535 

30-60 

450-300 

1/4 X 3% 

3.20 

2N618t 

8-8 

450-450 

'Vie X 234 

1.70 

2N637 

40-40 

450-450 

l%x3% 

3.40 


Dual Separate Section 


2S666t 

30-30 

150-150 

1 x234 

$2.25 

2S567t 

8-8 

450-450 

1/8 X 2% 

2.16 

2S569t 

16-16 

450-450 

VA X 3/8 

2.80 


Plastic Cased High 



Capacity and Non-Polarized 
Electrolytic Capacitors 

HC types are for use with dry disc recti¬ 
fiers, in such applications as; movie equip¬ 
ment and electric fence power supplies. 
NP types are non-polarized for intermit¬ 
tent AC service. 


Catalog 

Number 

Capacity 

Mfd. 

DC Wkg. 
Volts 

Size 

D 

L 

List 

Price 

HC1020 

2000 

10 

IV,6 

X 

3% 

$5.15 

HC1040 

4000 

10 

1'3/,6 

X 

3% 

7.26 

HC1060A* 

6000 

10 

1/2 

X 

4/8 

7.60 

HC1520 

2000 

15 

1V,6 

X 

3 % 

5.80 

HC1640 

4000 

15 

1'3/,6 

X 

3 % 

8.10 

HC1560 

6000 

15 

1'3/,6 

X 

4 % 

10.00 

HC2510 

1000 

26 

lVl6 

X 

3 % 

4.85 

HC2520 

2000 

26 

1'3/i6 

X 

3 % 

7.20 

HC2540 

4000 

25 

l’3/,e 

X 

4 % 

9.85 

HC5005 

600 

60 

IV,6 

X 

3 % 

4.80 

HC5010 

1000 

50 

1 >S/,6 

X 

3 % 

7.00 

HC6020 

2000 

50 

1'3/,6 

X 

4 % 

9.10 

HC15010 

1000 

150 

2'/|6 

X 

4 % 

10.60 

HC20005 

500 

200 

2«/,6 

X 

4 % 

9.80 

HC46003** 

300 

450 

2'/,6 

X 

4 % 

12.00 

NP1226 

200 

125 

1'3/,6 

X 

4 % 

5.00 

NP1236 

300 

125 

2'/,8 

X 

4 % 

6.76 

NP1266 

500 

125 

2'/,6 

X 

4 % 

7.60 

NP3003 

15 

300 

lVl6 

X 

3 % 

3.76 

NP3014 

100 

300 

1'3/,6 

X 

4 % 

6.76 

NP3026 

200 

300 

2'/,6 

X 

4 % 

9.60 

NP4605 

50 

450 

1'3/,6 

X 

3 % 

7.60 

NP4610 

100 

450 

2'/,6 

X 

4 % 

11.60 


* This unit in Aluminum Case 
** Designed for Photoflash Application 


Electrolytic Capacitors for Photoflash Enthusiasts 


Catalog 

Number 

Capacity 

Mfd. 

DC Wkg: 
Volts 

Size 

D L 

List 

Price 

FF46062 

525 

450 

2'/,6 x4% 

$22.50 

FP240 

50-50 

450 

1% x3 

3.85 

HC45003 

300 

450 

2'/,6 x4% 

12.00 
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DRY ElECTROLYTIC AND PLASTIC TUBULAR CAPACITORS 



MallorY 




^ ___ 



Bathtub Dry Electrolytic Capacitors 



Hermetically sealed for 
marine, aircraft and geo¬ 
physical service. Will 
operate, without derat¬ 
ing, from—40®F to 
185°F. Have mounting 
flanges and solder lugs. 


Catalog 

Number 

Cap. 

Mfd. 

DC Wkg. 
Volts 

Size* 

H W L Y 

List 

Price 

BS26 

25 

25 

% X 1 X 1% X 214 

$4.50 

BS29 

50 

25 

% X 1 X 1 % X 214 

4.60 

BS36 

25 

50 

% X 1 X 1% X 214 

4.55 

BS39 

50 

50 

% X 1 X 1% X 214 

4.70 

BS45 

20 

150 

78 X 1 X 1% X 27a 

4.70 

BS48 

40 

150 

1 X VA X 1 % X 214 

4.85 

BS62 

10 

300 

% X 1 X 1 % X 214 

4.75 

BS65 

20 

300 

178 X 114 X 1 % X 278 

4.90 

BS81 

8 

500 

1 X 1 % X 2 X 2% 

5.75 

BS91 

8 

600 

1 X 1% X 2 X 2% 

5.85 


* H—Height; W—Width; L—Length; Y—Mounting Centers 


AC Motor Starting Capacitors 

PS type—round, moisture-proof, plas¬ 
tic case. For mounting accessories, 
see page 11, Mallory Capacitors sec¬ 
tion, this catalog. 


Catalog 

Number 

Mfd. 

New 

Rating 

Old 

Volts 

AC 

Size 

D L 

List 

Price 

PS2010* 

20 

20-24 

110 

1V|6 

X 

234 

$2.05 

PS2610* 

26 

26-30 

110 

IVie 

X 

234 

2.10 

PS3210* 

32 

32-36 

110 

lVl6 

X 

234 

2.10 

PS3810* 

38 

38-42 

110 

lVl6 

X 

234 

2.10 

PS4310* 

43 

43-48 

110 

1V|6 

X 

234 

2.10 

PS5310 

53 

53-60 

110 

lVl6 

X 

3% 

2.15 

PS6410 

64 

64-72 

110 

lVl6 

X 

334 

2.25 

PS7010 

70 

70-78 

110 

lVl6 

X 

334 

2.40 

PS7510 

75 

75-84 

110 

lVl6 

X 

334 

2.55 

PS8610 

86 

86-96 

110 

lVl6 

X 

334 

2.65 

PS9710 

97 

97-107 

110 

lVl6 

X 

334 

2.80 

PS10810 

108 

108-120 

110 

lVl6 

X 

334 

2.85 

PS12410 

124 

124-138 

110 

1VI6 

X 

334 

2.95 

PS13010 

130 

130-157 

110 

1V.6 

X 

3% 

2.95 

PS14610 

145 

145-162 

110 

IVlB 

X 

334 

3.20 

PS16110 

161 

161-180 

110 

lVl6 

X 

3% 

3.25 

PS19410 

194 

194-216 

110 

IVie 

X 

3% 

3.90 

PS20010* 

200 

200-220 

110 

lVl6 

X 

434 

3.90 

PS21610 

216 

216-240 

110 

VVis 

X 

334 

4.05 

PS24310 

243 

243-270 

110 

I'Vre 

X 

3% 

4.70 

PS27010 

270 

270-300 

110 

I'Yie 

X 

4% 

4.75 

PS32410 

324 

324-360 

110 

I'Vie 

X 

434 

5.40 

PS34010 

340 

340-412 

110 

I'Yie 

X 

4% 

5.55 

PS37810 

378 

378-420 

110 

2'/i6 

X 

4% 

6.00 

PS40010 

400 

400-450 

110 

2'/i6 

X 

4% 

6.05 

PS43010 

430 

430-485 

110 

2'/|6 

X 

4% 

6.95 

PS48610 

485 

485-540 

110 

2'/i6 

X 

4% 

7.60 

PS2520 

25 

25-30 

220 

1V|6 

X 

3% 

4.60 

PS3220 

32 

32-36 

220 

1'®/|6 

X 

3% 

4.90 

PS3820 

38 

38-42 

220 

I'Yie 

X 

3% 

5.30 

PS4320 

43 

43-48 

220 

1«3/i6 

X 

3% 

5.55 

PS5320 

53 

53-60 

220 

1'¥i6 

X 

3% 

5.75 

PS6420 

64 

64-72 

220 

1«®/I6 

X 

4% 

6.75 

PS7020 

70 

70-78 

220 

2'/|6 

X 

434 

7.00 

PS7520 

75 

75-84 

220 

27.6 

X 

4% 

7.35 

PS8620 

86 

86-96 

220 

27.6 

X 

4% 

7.65 


* Cases will not accommodate PL caps and HB brackets. 



AC Motor Running Capacitors 

Have sealed metal cases. Non-inflammable oil impreg¬ 
nation. All welded terminals. For continuous AC duty. 
Not suitable for DC. 



Catalog 

Number 

Cap. 

Mfd. 

Volts 

AC 

Size 

Dia. Length 

List 

Price 

RP-3301 

1 

330 

1% X I’Yie 

$4.20 

RP-3302 

2 

330 

1% X 33/16 

5.20 

RP-3303 

3 

330 

2x2% 

5.55 

RP-3304 

4 

330 

2x2% 

6.20 

RP-3305 

5 

330 

2x3J4 

6.80 

RP.3306 

6 

330 

2x3% 

7.50 

RP-3307 

7 

330 

2x4% 

7.90 

RP-3308 

8 

330 

2 X 5% 

8.35 

RP-3310 

10 

330 

2% X 4®/i6 

9.55 

RP-3312 

12 

330 

2% X 537,6 

10.90 

RP-3315 

15 

330 

2% X 67i6 

13.80 


Plascap®—Plastic Tubular Paper Capacitors 


Have moisture-proof, plastic cases, MaUo- 
^cene-sealed leads, low power-factor and 
high insulation resistance. For use in by¬ 
pass, coupling and auto set buffer circuits. 


Catalog 

Capacity 

Size 

List 

Number 

Mfd. 

Dia. Length 

Price 


400 Volts DC 


PT411 

.01 

% 

X 

1 

$0.25 

PT412 

.02 

34 

X 

1% 

.25 

PT4122 

.022 

34 

X 

VA 

.30 

PT413 

.03 

V 16 

X 

VA 

.30 

PT4133 

.033 

V.6 

X 

VA 

.30 

PT4147 

.047 

% 

X 

VA 

.30 

PT415 

.05 

% 

X 

VA 

.30 

PT401 

.1 

% 

X 

V/2 

.35 

PT4015 

.15 

% 

X 

1% 

.40 

PT402 

.2 

% 

X 

1% 

.45 

PT4022 

.22 

% 

X 

1% 

.45 

PT4025 

.25 

% 

X 

1% 

.45 

PT4047 

.47 

% 

X 

2% 

.60 

PT405 

.5 

% 

X 

2% 

.60 

PT41 

1.0 

•3/,6 

X 

2'7i6 

1.25 


600 Volts DC 


PT621 

.001 

3/16 

X 

1 

$0.25 

PT622 

.002 

«/l6 

X 

1 

.25 

PT6222 

.0022 

3/16 

X 

1 

.25 

PT623 

.003 

3/,6 

X 

1 

.25 

PT6233 

.0033 

3/16 

X 

1 

.25 

PT624 

.004 

% 

X 

1 

.25 

PT6247 

.0047 

% 

X 

1 

.25 

PT625 

.005 

% 

X 

1 

.25 

PT626 

.006 

% 

X 

1 

.25 

PT611 

.01 

34 

X 

VA 

.30 

PT612 

.02 

Vie 

X 

VA 

.30 

PT6122 

.022 

V 16 

X 

VA 

.30 

PT613 

.03 

% 

X 

VA 

.35 

PT6133 

.033 

% 

X 

VA 

.35 

PT614 

.04 

% 

X 

V/z 

.35 

PT6147 

.047 

Yz 

X 

V/z 

.40 

PT615 

.05 

Vz 

X 

V/z 

.40 

PT616 

.06 

Vz 

X 

V/z 

.40 

PT601 

.1 

% 

X 

1% 

.45 

PT602 

.2 

% 

X 

2% 

.70 

PT6022 

.22 

% 

X 

2% 

.70 

PT6025 

.25 

% 

X 

2% 

.55 

PT6047 

.47 

% 

X 

2'7i6 

.80 

PT605 

.5 

'3/,6 

X 

2'716 

.80 

PT61 

1.0 

1 

X 

3 

1.25 


1600 Volts DC 


PT1621 

.001 

% 

X 

1 

$0.55 

PT1622 

.002 

% 

X 

1 

.55 

PT16222 

.0022 

% 

X 

VA 

.55 

PT1623 

.003 

% 

X 

VA 

.65 

PT16233 

.0033 

% 

X 

VA 

.65 

PT1624 

.004 

% 

X 

VA 

.55 

PT16247 

.0047 

% 

X 

VA 

.55 

PT1625 

.005 

% 

X 

VA 

.66 

PT1626 

.006 

V16 

X 

VA 

.66 

PT1627 

.007 

V16 

X 

VA 

.66 

PT16275 

.0075 

Vi 6 

X 

VA 

.66 

PT1628 

.008 

V16 

X 

VA 

.60 

PT1611 

.01 

Yz 

X 

VA 

.60 

PT16115 

.015 

Yz 

X 

V/z 

.60 

PT1612 

.02 

Yz 

X 

V/z 

.60 

PT16122 

.022 

% 

X 

m 

.60 

PT1613 

.03 

% 

X 

178 

.60 

PT1614 

.04 

% 

X 

178 

.70 

PT1615 

.05 

% 

X 

178 

.70 

PTD16115 

.015-.015 

% 

X 

1% 

.80 



Capacitor Selector 

For determining correct capacity to use in 
making replacements of defective motor 
starting capacitors which have lost their 
identity. For checking capacity ranges from 
25 to 645 mfd. 110-125 VAC. 

Catalog No. MSS-101 $15.00 Net 
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Paper, Oil, Wax Impregnated and Wax Filled Capacitors 

J JL. ■I.MU.nL . 
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Wax-Impregnated, Cardboard Cased Tubular Paper Capacitors 

For use in by-pass and coupling circuits where temperature is not a problem. 



400 Volts DC 

600 Volts DC 

lOOOjVolts DC 1 








I 



Mfd. 

Catalog 


List 

Catalog 


List 

Catalog 


List 


Number 

S* 

Price 

Number 

S* 

Price 

Number 

s* 

Price 

.0001 




TP401 

1 

$0.23 




.00025 




TP402 

1 

.23 




.0005 




TP403 

1 

.23 




.001 




TP404 

19 

.23 

TP466 

19 

$0.45 

.002 




TP405 

19 

.23 

TP456 

19 

.45 

.003 




TP406 

19 

.23 

TP457 

20 

.45 

.004 




TP407 

19 

.23 

TP458 

20 

.45 

.005 




TP408 

19 

.23 

TP459 

3 i 

.45 

.006 




TP409 

19 

.23 

TP460 

3 

.45 

.007 




TP445 

2 

.27 

TP461 

5 

.45 

.008 




TP450 

2 

.27 

TP462 

5 

.45 

.01 

TP421 

19 

$0.23 

TP410 

2 

.27 

TP434 

3 

.45 

.015 

TP400 

2 

.23 

TP411 

3 

.27 

TP463 

7 

.45 

.02 

TP423 

3 

.23 

TP412 

5 

.27 

TP436 

8 

.45 

.025 




TP451 

5 

.32 




.03 

TP424 

5 

.27 

TP413 

6 

.32 

TP464 

9 

.45 

.04 

TP426 

5 

.27 

TP414 

8 

.32 

TP466 

9 

.54 

.05 

TP426 

7 

.27 

TP415 

8 

.36 

TP437 

10 

.54 

.06 

TP427 

7 

.32 

TP416 

8 

.36 

TP466 

10 

.54 

.075 




TP452 

9 

.41 

TP467 

11 

.63 

.1 

TP428 

8 

.32 

TP418 

9 

.41 

TP439 

12 

.68 

.15 




TP417 

11 

.45 




.2 

TP429 

10 

.36 

TP419 

12 

.50 




.25 

TP430 

11 

.41 

TP420 

13 

.50 




.3 

TP444 

11 

.45 

TP453 

14 

.59 




.4 

TP442 

12 

.50 

TP464 

15 

.68 




.5 

TP431 

14 

.54 

TP432 

16 

.72 



Oil 

1.0 

TP422 

17 

.81 

TP433 

18 

1.13 


VII 

1 „ 


*Type TP Size Chart 

To save space in the main 
chart, the various sizes have 
been listed below. Column 
“S” refers to these sizes. 


1 

2 

3 

4 

5 

6 

7 

8 
9 

10 

11 

12 

13 

14 

15 

16 

17 

18 

19 

20 


Size 

Dia. Length 


'V 32 X 1 
V 16 X 1 
V 16 xVA 
'Axl Vi6 
K2 X VA 
»/l6 X lA 
Vz X V/z 
'Vzz X lYz 
% X 19/i6 
% X m 

• '/16 X 1 % 
% X 1% 
•3/i6 X m 

% X m 
Vs X 2 
lx2'A 
1 X 2/2 
lA X 2/2 
.390 X 1 
.390 X 154 


Metal Cased 
Oil Impregnated 
Paper Capacitors 

For vibrator buffer, coupling and other electronic circuits where 
highest quality, tubular-type capacitors are required. Mineral oil- 
impregnated, hermetically sealed, aluminum-cased tubulars with 
external insulating sleeves. 2%" leads. For operation at 85 °C. 


Capacitors 

Ideal for auto set buffer circuits. 


Catalog 

Number 

Capacity 

Mfd. 

Working 
Volts DC 

Size 

Dia. Length 

List 

Price 

OTIOI 

.01 

600 

% xTVie 

$0.95 

OT103 

.02 

600 

% X 13/|6 

1.05 

OT106 

.05 

600 

"/16 X 1% 

1.10 

OTllO 

.1 

600 

» '/16 X 1' '/16 

1.25 

OT113 

.25 

600 

'3/i6 X 2/8 

1.70 

OT116 

.5 

600 

l'/l6 X 2/4 

2.20 

OT301 

.01 

1000 

% X 13/, 6 

1,10 

OT303 

.02 

1000 

' '/16 X 1% 

1.20 

OT306 

.05 

1000 

' '/l6 X 23 /i6 

1.30 

OT310 

.1 

1000 

'3/|6 X 23/|6 

1.60 

OT370 

.002 

1600 

%xl% 

1.20 

OT377 

.003 

1600 

%xl% 

1.20 

OT371 

.005 

1600 

%xl% 

1.20 

OT372 

.008 

1600 

% X 1% 

1.20 

OT373 

.01 

1600 

' Vis X 1% 

1.20 

OT376 

.015 

1600 

' '/16 X 1« '/16 

1.25 

OT376 

.02 

1600 

' '/16 X 1' '/16 

1.30 

OT378 

.03 

1600 1 

' '/16 X 23/i6 

1.30 

GT379 

.04 

1600 

' '/16 X 23/|6 

1,30 

OT380 

.05 

1600 

’ Vis X 2Vis 

1.40 

OT458 

.0025 

2000 1 

' '/16 X 1% 

1.25 

OT459 

.005 

2000 j 

• '/16 X 1 ’ Vis 

1.25 

0X460 

.0075 

2000 

' '/16 X 1% 

1.25 

OT461 

.01 

2000 1 

' '/16 X 1% 

1.25 

OT462 

.0125 

2000 

' '/16 X 1/8 

1.30 

OT463 

.015 

2000 

' '/16 X 1/a 

1.30 

OT464 

.02 

2000 

• '/16 X 2 

1.35 

OT465 

.03 

2000 

' 3/16 X 2 

1.40 

OT466 

.04 

2000 

'3/|6 X 2®/i6 

1.40 

OT467 

.05 

2000 

‘3/i6 X 2®/|6 

1.45 


Catalog 

Number 

Capacity 

Mfd. 

Working 
Volts DC 

Size 

Dia. Length 

List 

Price 

OW340 

.0005 

1600 

/2 X 1/8 

$0.55 

OW341 

.001 

1600 

/2 X 1/8 

.56 

OW331 

.002 

1600 

®/l6 X 1/8 

.65 

OW342 

.003 

1600 

%Xl/8 

.66 

OW343 

.004 

1600 

®/l6 X IV 16 

.55 

OW332 

.005 

1600 

®/l6 X IV 16 

.55 

OW344 

.006 

1600 

»/l6 X l»/l6 

.55 

OW345 

.007 

1600 

®/l6 X l®/l6 

.66 

OW346 

.0075 

1600 

»/l6 X 1®/|6 

.60 

OW333 

.008 

1600 

®/l6 X l®/l6 

.60 

OW334 

.01 

1600 

% X 1®/16 

.60 

OW335 

.015 

1600 

* Vis X l®/i6 

.60 

OW336 

.02 

1600 

% X 1®/16 

.60 

OW337 

.03 

1600 

%x2 

.60 

OW338 

.04 

1600 

'3/,6 X2 

.70 

OW339 

.05 

1600 

/8 x2 

.70 

GWD335* 

.0151 

.015/ 

1600 

%x2 

.80 

GW635* 

.0005 

6000 

®/l6 X 1% 

1.10 

GW621* 

.001 

6000 

' ‘/16 X m 

1.10 

GW622* 

.002 

6000 

27/32 X m 

1.10 

GW623’*' 

.003 

6000 

1x1% 

1.16 

GW625* 

.005 

6000 

27/32 X 2/2 

1.16 

GW6275* 

.0075 

6000 

‘®/i6 X 2yz 

1.20 

GW611* 

.01 

6000 

1 ^Az X 2yz 

1.20 

GW612* 

.02 

6000 

17/32 X 3 

1.26 

GW613* 

.03 

6000 

154 X Z% 

1.26 

GW615* 

.05 

6000 

l%xA% 

1.76 


* Packaged in Individual Display Carton with Mounting Strap. 
All others packed 25, 60 or 100 capacitors per display carton. 




Special Vibrator Buffer Capacitors 

Intended for replacement of original vibrator buffer and hash sup¬ 
pressor capacitors of similar design. 


NEW! 

THE 53 MALLORY VIBRATOR GUIDE 

Contains "Vibrator Replacement Information. 

See Your Mallory Distributor. 


Catalog 

Number 

Capacity 

Mfd. 

Working 
Volts DC 

Size* 

W L H 

List 

Price 

VB470 

.0075 

1600 

3/|6 xVsxVs 

$1.10 

VB471 

.01 

1600 

®/l6 X % X % 

1.16 

VD491 

.00081 

.0008/ 

1600 

®/l6 X % X 1 Vis 

.66 

VG480 

.5 

120 

7/,6 X % X 2/8 

.65 


* H—Height; W—Width; L—Length. 
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Miniature Metal Tubular Capaciters 


Steel-Cased, Oil-Pilled Capacitors 


For hearing aid, personal radio, 
and other uses wheye very small 
size tubulars are desirable. Wax im¬ 
pregnated (100 volt units) or oil 
impregnated (600 volt units) tubular capacitors in minute hermetically 
sesded metal tubes with insulating sleeve. Tinned copper leads. 


Catalog 

Number 

Capacity 

Mfd, 

Working 
Volts DC 

Size 

Dia. Length 

List 

Price 

MT106* 

.001 

100 

®/^2 X 'A 

$0.90 

MT107* 

.002 

100 

®/32 X K2 

.90 

MT116* 

.005 

100 

®/&2 X Yz 

.90 

MT126* 

.01 

100 

•®^4 X 14 

.90 

MT127* 

.02 

100 

'®^4 X "/le 

.96 

MT135* 

.05 

100 

'®^4Xl«/l6 

.95 

MT145* 

.1 

100 

5/|6 X 1% 

1.00 

MT606i 


.001 

600 

®/32 X >3/16 

.95 

MT607 


.002 

600 

®/32 X '®/l6 

.95 

MT616 


.005 

600 

®/42 X '®/l6 

.96 

MT626i 


.01 

600 

2»/fe4Xl®/l6 

.96 


* Wax impregnated 
t Oil impregnated 


Automotive Noise Suppression Capacitors 

For suppressing radio in¬ 
terference emanating from 
auto generators, oil gauges, 
ammeters and other auto¬ 
motive, aircraft or marine 
equipment. 

AM—For ammeter and 
gauge suppression. 

FM—For Ford generator 
suppression. 

DL—For domelight sup¬ 
pression. 

RF—For vibrator hash 
suppression. 

CA—For general suppres¬ 
sion in aircraft and ma¬ 
rine applications. 

AS, AG—For generator, 
ammeter and contact 
Bottom Row: AS types; CA275X; RF481 spark suppression. 

Wax impregnated cartridges assembled in various style housings. 
Type AG is hermetically sealed, provides low impedance and is 
ideal for extreme climatic conditions. 


Catalog 

Number 

Cap. 

Mfd. 

Working 
Volts DC 

Size 

D L 

Signal 
Corps No. 

List 

Price 

RF481 

.5 

50 

%xl% 


$0.90 

RF482 

1.0 

50 

%xl% 


1.16 

CA276X 

4.0 

50 

2x2x1 


3.00 

AS125t 

.01 

100 

.675 X •«/i6 

CA-432 

1.20 

AG442* 

.05 

1 100 

%x1!/4 


.80 

AG443 

.05 

100 

Vis X 13/i6 


1.00 

AS146t 

.1 

100 

.675 X 1% 

CA-442 

1.40 

AS165t 

.25 

100 

% X VA 

CA-452 

1.60 

AS186t 

.5 

100 

1x1% 

CA-462 

1.76 

FM441 

.5 

100 

.675 X m 


1 .85 

RF480 

.5 

100 

•3/i6 X 1®/|6 


i .80 

AG450 

.5-.5 

100 

% X 2 


i 1.60 

FM442 

.5 

160 

.675 X 1% 


.66 

AG444 

.25 

200 

%Xl3/4 


.60 

DL445X 

.4 

200 

, 1x2% 


2.25 

AM454 

.5 

200 

“/is X 2 


.65 

AG451 

.5 

200 

3/4x2 


.65 

AG463t 

.5 

200 



1.60 

AG452 

1.0 

200 

1 X 23/16 


.90 

AS525t 

.01 

500AC-DC 

.675 X 1 

CA-472 

1.36 

AS545t 

.1 

500AC-DC 

1 x2K2 

CA-482 

1.60 

AS566t 

.25 

500AC-DC 

1 X 2/2 

CA-502 

2.00 


* For Midget Aircraft Motors, 
t Has shielded lead. 

t Also marked with Signal Corps Number as shown. 


For general use in air¬ 
craft, marine, geophysi¬ 
cal and industrial elec¬ 
tronic equipment where 
extreme dependability 
under severe conditions 
is desired. Oil impregnated, single, dual, and triple section units 
housed in rugged, hermetically sealed, hot-tinned steel cases. Single 
sections have two terminals. Dual section units have three terminals 
with left terminal common, and both are internally insulated from 
case. Triple units have three terminals with common ground to 
case. All terminals protrude in a row on one long side of case. 


Catalog 

Number 

Cap. 

Mfd. 

Working 
Volts DC 

Size* 

H W L X 

List 

Price 

CB403 

.25 * 

400 

% X % X 1% X 2)4 

$2.25 

CB404 

.5 

400 

% X 1 X 1% X 2y& 

2.40 

CB406 

1.0 

400 

%x 1% X 2 x2% 

2.86 

CB406 

2.0 

400 

VA X 2 X 2 X 2% 

3.60 

CB602 

.1 

600 

% X % X 13/4 X 2/8 

2.66 

CB603 

.25 

600 

34 X 1 X 134 X 2/8 

2.80 

CB604 

.5 

600 

/a X 1!4 X 134 X 2/8 

3.00 

CB606 

1.0 

600 

% X 1% X 2 X 2% 

3.40 

CB1002 

.1 

1000 

% X % X 1% X 2% j 

2.86 

CB1003 

.25 

1000 

% X 1^4 X 1% X 2/8 

2.96 

CB1004 

.5 

1000 

% X 134 X 2 X 2% 

3.20 

CBD403 

.25-.25 

400 

% X 114 X 1% X 2/8 

3.25 

CBD404 

.5-.5 

400 

% X 1% X 2 X 2% 

3.76 

CBD602 

.l-.l 

600 

M X % X 1?4 X 2!4 

3.36 

CBT403 

3X .25 

400 

94x134x2 x2% 

4.00 

CBT404 

3X .5 

400 

1 X 194 X 2 X 2% 

4.75 

CBT602 

3X .1 

600 

% X 1 X 194 X 2Yq 

3.80 


*H—Height; W—Width; L—Length; X—Mounting Centers. 


Uacosed Wax loipregaaled Capacitors 


Designed for replacement of defective sections in large paper capaci¬ 
tor blocks. 


Catalog 

Cap. 

Working 

Size* 

List 

Number 

Mfd. 

Volts DC 

W L H 

Price 

UB361 

1 

200 

/2Xl% x2/8 

$1.00 

UB352 

2 

200 

94 X is/is X 2/8 

1.60 

UB353 

4 

200 

l‘/is x2'/|6 x2/8 

2.60 

UB364 1 

1 

400 

»/l6Xl% x2/8 

1.16 

UB366 

2 

400 

1 X 194 X 2/8 

1.80 

UB366 

4 

400 

'®/l8Xl% x4% 

3.00 

UB367 

.5 

600 

/2x194 x2/8 

1.06 

UB368 

1 

600 

94 X l®/i6 X 2Y& 

1.40 

UB369 

2 

600 

' 1/8 X 2/18X2/8 

2.10 

UB364 

4 

600 

l/isxl/a x4/4 

3.90 

UB3e2 

1 

1000 

•/ 18 XI /2 x4% 1 

2.30 

UB363 

2 

1000 

VA X 1% X 4% 

3.80 


♦ w— Width; L—Length; H— Height. 


High Voltage 
Ceraoiic Capacitors— 

500 MMFD/ 

20KV WVDC 

Designed for exact replacements as filters in high voltage circuits of 
television sets. The three capacitors have identical electrical char¬ 
acteristics and case styles, but differ in terminal arrangements. 
High quality ceramic dielectric materials and low loss plastic cases 
assure consistent operating results. Combinations of plain copper, 
internally threaded, slotted, or externally threaded studs are offered. 


Catalog 

Number 

Stud Description 

List 

Price 

HV-20036 

Plain No. 6 copper, Vz" long equipped 

$2.26 

HV-20036A 

(1) Internally threaded for 6-32 MS 
with .187 flat. 

1 

(2) Externally threaded for 6- 32 MS 
with .187 flat... 

2.26 

HV.20035B 

(1) Internally threaded for 6 -32 MS 
with .187 flat... 


(2) No. 6 gauge with /is^ s ot. 

2.26 
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CERAMIC CAPACITORS 








*Fig. 1 *Fig. 2 



*Fig. 3 


Mallory Ceramic Tubular Trimmers 


Have high quality, silvered, steatite tubes; screw adjustment; low 
minimum capacitance and tinned-copper leads. 500 wkg. V. DC. 


Cat. No. 

mmf 

Length of Body 

Fig. No.* 

List Price 

CT665A 

.5-3 


1 

$0.50 

CT566 

.5-3 


1 

.50 

CT651 

1-4 


1 

.50 

CT662 

2-6 


1 

.50 


Ceramic Trimmer Capacitors 



Two clearance holes are 
mounting. 


Small, electrically stable capacitors for 
use in high frequency FM-TV circuits. 
Each capacitor consists of fired silver 
electrodes on a ceramic rotor and base. 
They have a 360° rotor with a substan¬ 
tially constant capacity change and are 
completely sealed from dust and dirt. 
Single or dual units are available. 

Solder type lugs at each end of ca¬ 
pacitor. 

provided in each capacitor for screw 


Single Units—Overall size * V 32 '' x x thick. 
Voltage Rating—600 VDC 


Stand-Off Ceramic Capacitors 

Recommended for the dual purpose of by-passing R.F. current to 
ground, and of mechanically supporting other circuit elements. They 
are especially suited for VHF and UHF applications because of 
their low inductance and high resonant frequency._ - 


Cat. No. 

Cap. mmfd 

Tolerance 

Fig. No.* 

List Price 

SC-521 

1000 

20% 

2 1 

$1.00 

SC-535 

500 

20% 

2 

1.00 


Feed-Thru Ceramic Capacitor 

A well built, sturdy, feed-thru capacitor used to by-pass R.F. to 
ground in feed-thru applications. Wire terminals are rugged and will 
serve as tie points for several connections for supporting other circuit 
elements, and are suflS.ciently long for point-to-point wiring._ 


Cat. No. 

Cap. mmfd 

Tolerance 

Fig. No.* 

List Price 

FC6216 

1500 

20% 

3 

$1.00 


Catalog No. 

Cap. Range 
(mmfd) 

Temperature Coefficient 

List 

Price 

ST-5516-Z 

1.5 to 7 

Zero 

$1.50 

ST-563-Z 

3 to 12 

Zero 

1.50 

ST-554-N 

4 to 30 

Neg. 500 Parts/Million/°C. 

1.50 

ST-657-N 

7 to 45 

Neg. 500 Parts/Million/°C. 

1.50 


Dual Units—Overall size 1' ^ thick. 

Voltage Rating—600 VDC 


Catalog No. 

Cap. Range 
Each Section 
(mmfd) 

Temperature Coefficient 

List 

Price 

DT-6516-Z 

1.5 to 7 

Zero 

$2.50 

DT-553-Z 

3 to 12 

Zero 

2.50 

DT-654-N 

4 to 30 

Neg. 500 Parts/Million/°C. 

2.50 

DT-557-N 

7 to 45 

Neg. 500 Parts/Million/°C. 

2.50 


lixed Ceramic Capacitors 



Mallory tubular, fixed, ceramic capacitors are 
manufactured in 3 types. UC is general purpose 
type for by-passing, coupling and other appli¬ 
cations where a moderate capacitance change 
with temperature change can be tolerated. ZT 
is zero temperature type, the nominal capaci¬ 
tance of which remains substantially constant 
over a temperature variation from — 55°C to 
85°C. NT is negative temperature type with a 
negative coefficient of 750 parts/million/degrees 
C. These capacitors are supplied with a dipped 
phenolic insulation for protection against mois¬ 
ture and have radially placed bare, tinned- 
copper leads approximately VA" long. 

Voltage Rating—600VDC. 


General Purpose 
±20% Tolerance 


Cat. No. 

Capacity 

(mmfd) 

Size* 

List 

Price 

UC-641 

10 

1 

$0.25 

UC-6412 

12 

1 

.25 

UC-5415 

15 

1 

.25 

UC-5418 

18 

1 

.25 

UC-6422 

22 

1 

.25 

UC-6426 

25 

1 

.25 

UC-6427 

27 

1 

.25 

UC-5433 

33 

1 

.25 

UC-6439 

39 

1 

.26 

UC-6447 

47 

1 

.25 

UC-645 

50 

1 

.26 

UC-6456 

56 

1 

.25 

UC-5468 

68 

1 

.26 

UC-5475 

75 

1 

.26 

UC-531 

100 

1 

.26 

UC-6312 

120 

1 

.25 

UC-5315 

150 

1 

.26 

UC-532 

200 

1 

.25 

UC-5322 

220 

1 

.25 

UC-5325 

250 

1 

.25 

UC-5327 

270 

1 

.26 

UC-633 

300 

1 

.25 

UC-5333 

330 

1 

.25 

UC-5339 

390 

1 

.25 

UC-5347 

470 

1 

.25 

UC-536 

500 

1 

.25 

UC-5356 

560 

1 

.25 

UC-5368 

680 

1 

.26 

UC-5376 

750 

2 

.26 

UC-521 

1000 

2 

.25 

UC-5212 

1200 

2 

.25 

UC-5216 

1500 

2 

.26 

UC-5218 

1800 

3 

.25 

UC-522 

2000 

3 

.25 

UC-5222 

2200 

3 

,25 

UC-5225 

2500 

3 

.26 

UC-5227 

2700 

3 

.25 

UC-623 

3000 

3 

.25 

UC-5233 

3300 

3 

.25 

UC-5240 

4000 

3 

.26 

UC-5247 

4700 

3 

.25 

UC-525 

5000 

3 

.30 


Cat. No. 

Capacity 

(mmfd) 

Size* 

List 

Price 

ZT-5676 

.75 

1 

$0.76 

ZT-5616 

1.5 

1 

.60 

ZT-663 

3 

1 

.60 

ZT-6633 

3.3 

1 

.60 

ZT-5647 

4.7 

1 

.60 

ZT-656 

5 

1 

.60 

ZT-5668 

6.8 

1 

.60 

ZT-541 

10 

1 

.60 

ZT-642 

20 

1 

.60 

ZT-6425 

25 

2 

.60 

ZT-5433 

33 

2 

.50 

ZT-546 

50 

3 

.66 

ZT-6475 

75 

3 

.66 

ZT-631 

100 

3 

.66 

ZT-6315 

150 

4 

.60 

ZT-63176 

175 

4 

.60 


Zero Temperature Coefficient 
. ±10% Tolerance 


Negative Temperature Coefficient 
750 Parts/Minion/°C 
±10% Tolerance 


Cat. No. 

Capacity 

(ipmfd) 

Size* 

List 

Price 

NT-566 

5 

1 

$0.50 

NT-641 

10 

1 

.60 

NT-6447 

47 

2 

.60 

NT-6476 

75 

3 

.50 

NT-631 

100 

3 

.60 


*SIZE CHART 


Sizes 

Diameter 

Length 

1 

.240 

.460 

2 

.240 

.710 

3 

.315 

1.250 

4 

.415 

1.213 
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P, R. MALLORY A C 0„ Inc. 


NOISI rilTiRS • CERAMIC CAPACITORS • CHOKE COILS 



Mallory Noise Filters 



Type X Type W 


Type Z 


Type Z 8 A 


Type LC 



Type LB 





For reducing or eliminating radio frequency interference caused by 
various electrical appliances. 

Type W has dual capacitors housed in metal tubes. Common lead 
of capacitors connected to case, except WSP type which has shock- 
limiting capacitor from common lead to case. Designed for direct 
mounting. Type X has single and dual capacitors housed in round 
metal case, except X 6 which is housed in rectangular plastic case. 
Designed for plug-in mounting. Type Z—Single and dual inductance- 
capacity filters housed in round metal container and designed for 


insertion between appliance and electrical outlet. Types Z 6 and Z 8 
have terminal for return lead to ground of appliance. Type Z 8 A de¬ 
signed for direct mounting and is equipped with b" flexible leads. 
Type LC—combination inductance-capacity filter housed in rec¬ 
tangular metal case. Equipped with line cord and plug as well as 
outlet for appliance. Type LB—heavy duty choke-capacity, com¬ 
bination filters sealed in rectangular, standard, heavy-gauge metal 
cut-out boxes. Equipped with heavy, flexible insulated wire leads 
for splicing with house or motor wiring. 


Catalog 

Number 

Amps 

Volts 

Size 

Intensity or 
Degree of 
Interference 

Source of Interference 

List 

Price 

W7 


110-220 AC-DC 

%x 2 

Light 

Compressors, Sewing Machines, Vacuum Cleaners 

$1.35 

W9 


115-220 AC-DC 

1x3 

Medium 

Air-Conditioners, Dental Equipment, Fans, Signs 

1.75 

Wll 


115-220 AC-DC 

1% X 3 

Severe 

Grinders, Thermostats, Motors 

2.10 

W7SP 


115-220 AC-DC* 

% x 2 

Light 

Adding Machines, Cash Registers, Dishwashers 

1.80 

W9SP 


115-220 AC-DC 

1 x 2 % 

Medium 

i Vacuum Cleaners, Washing Machines 

2.20 

XI 

§ 

110 

m X m 

Slight 

Heating Pads, Radio Receivers 

1.60 

X3 

5 

110-220 

1% X 23/16 

Medium 

Barber Clippers, Hair Dryers (small) 

1.80 

X 6 

5 

110-220 

1% X 23/16 

Medium 

Floor Polishers, Refrigerators 

2.70 

X 6 

15 

125 AC-DC 

1J4 x 2 xl 

Light 

Electric Razors, Food Mixers and Grinders 

1.60 

X 6 D 

15 

125 AC-DC 1 

X 2 X 1 

Light 

Electric Razors, Food Mixers and Grinders 

9.60 

Z2 

3 

110-220 

1% x2'3/,6 

Medium 

Violet Ray, Radio Receivers, Barber Clippers 

2.20 

Z4 

3 

110-220 

1%x2'3/,6 

Severe 

Heating Pads, Humidifiers (plug type) 

2.50 

Z 6 

3 

110-220 

1 % x3}4 

Severe 

Electric razors, Radio Receivers 

3.60 

Z 8 

3 

110-220 

v/z X 3 J 4 

Severe 

Sewing Machines, Hair Dryers (small) 

3.60 

Z 8 A 

3 

115-220 AC-DC 

1V|6 X 234 

Severe 

Fans (plug type) Vacuum Cleaners 

3.60 

LC5 

5 

115-220 AC-DC 

2'5/i6 x3'/i6 X 33/16 

Heavy 

Air Conditioners, Cash Registers 

11.25 

LCIO 

10 

115-220 AC-DC 

2 ' S /16 X 3 '/16 X 33/16 

Heavy 

Dictating Machines, Ironing Machines 

15.00 

LBIO 

10 

220 

6 K 2 X r 4 

Heavy 

Sign Flashers, Oil Burners, Neon Signs 

17.60 

LB20 

20 

220 

1054 X 104 X 6 

Heavy 

Stokers, Garbage Grinders, Fans, Compressors 

47.50 

LB40 

40 

220 

12 X 104 X 6 

Heavy 

Motors, Sign Flashers 

68.76 

NFl-116 

1 

115 AC—500 DC 

1 % X 14 X % 


NF type filters are designed for professional- 

8.90 

NF3-220 

3 

220 AC 

2 X 1% X 1 


industrial noise filtering problems. May be used 

13.20 

NF6-115 

5 

115 AC—500 DC 

2 x 1 % x% 


in such applications as; electric motors, lighting 

7.30 

NFlO-116 

10 

115 AC—500 DC 

2x2 X14 


systems, make and break relay systems and fans. 

9,75 

NF15-220 

15 

220 AC 

2"/|6 X 24 X l'yi6 


Should be installed and used exactly as suggested 

27.10 

NF25-230 

25 

230 AC 

2x2 X 14 


on applicable instruction sheets. 

12.10 


Capacitors 

Small physical size, rugged construction, and ex¬ 
cellent electrical characteristics. These unique ca¬ 
pacitors are particularly suitable for replacement 
of molded mica and paper tubular units. They have 
dipped phenolic coating for maximum protection 
from moisture. 


600 Working Volts DC 


Catalog 

Number 

Capacity 

(mfd) 

Size 

Dia. Thickness 

List 1 
Price 

DC-621 

.001 

'3/32 

X 

5/32 

$0.26 

DC-6216 

.0015 

'3/32 

X 

5/32 

.26 

DC-622 

.002 

'3/^2 

X 

5/32 

.30 

DC-626 

.005 

•9/^2 

X 

4 

.25 

DC-611 

.01 

% 

X 

4 

.26 

DCD-621 

.OOl-.OOl 

'3/32 

X 

5/32 

.40 

DCD-6215 

.0015-.0015 

'3/42 

X 

5/32 

.40 

DCD-622 

. 002-.002 

'3/42 

X 

5/42 

.40 

DCD-624 

.004-.004 

% 

X 

5/42 

.45 


Disc Ceramic 




Radio Frequency Choke Coil 

General purpose radio frequency choke 
coils for all circuits. Hour-glass wound for 
low distributed capacity. Housed in com¬ 
pact insulating tubes. Two bare tinned 
copper wire leads, one at each end. 


Catalog 

Number 

Turns 

Wire 

Inductance 

Microhenries 

Size 

Dia. Length 

List 

Price 

RF681 

90 

16 

25* 

1 X 14 

$0.60 

RF682 

55 

16 

12* 

1 X 13/|6 

.60 

RF583 

55 

12 

12* 

15/i6 X 1% 

1.25 


* Measured at 2.5 me. 


MALLORY PLASCAP! 

Ptastic tubular capacitor with Moisture-Proof 
Construction. 

To* complete description and listing see page 4, Mai 
lory Capacitor section, this catalogc 
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MICA CAPACITORS 




■1 


Mica Receiver Capacitors 


Standard Mica ±20% 

Silver Mica ±10% 

Silver Mica ±2% 

Designed for use in radio, TV 

Capacity 

Cap. Tolerance 

Cap. Tolerance 

Cap. Tolerance 







and industrial electronic cir- 

Mfd. 

Catalog 

List 

Catalog 

List 

Catalog 

List 

cuits. Made with carefully se- 
IppfAri mipa and foil. Phenolic 


Number 

Price 

Number 

Price 

Number 

Price 

.000005 

MC205 

$0.25 

MCB206 

$0.45 



MOmI case with RTMA color coding 

for identification. 

.00001 

MC215 

.26 

MCB216 

.40 

MCE216 

$0.60 

.000025 

MC220 

.26 

MCB220 

.40 

MCE220 

.60 


.00004 

MC223 

.20 

MCB223 

.40 

MCE223 

.60 


.00005 

MC226 

.20 

MCB225 

.40 

MCE226 

.50 

Case Size-yie" x W32" x V32" 

.000075 

MC230 

.20 

MCB230 

.40 

MCE230 

.60 

with We'' Wire Leads 

.0001 

.00015 

MC235 

MC236 

.20 

.20 

MCB236 

MCB236 

.40 

.45 

MCE236 

MCE236 

.60 

.66 

Voltage Rating 

.0002 

MC237 

.20 

MCB237 

.46 

MCE237 

.66 

.00025 

MC240 

.26 

MCB240 

.45 

MCE240 

.66 

=500 VDC Working—1000 VDC Test 

.0003 

.0004 

MC241 

MC243 

.26 
.25 i 

MCB241 

MCB243 

.66 

.65 

MCE241 

MCE243 

.70 

.80 


.0005 

MC245 

.26 

MCB245 

.70 

MCE246 

.86 


.0008 

MC251 

.26 i 

MCB251 

.96 

MCE261 

1.10 


.001 

MC265 

.30 1 

MCB265 

1.10 

MCE255 

1.36 


.0015 

MC256 

.30 






.0005 

MC446 

.30 

MCB445 

.70 

MCE446 

.86 


.0008 1 

MC451 

.30 

MCB451 

.96 

MCE461 

1.15 

Case Size-'?l6" x '^le" x 

.0015 

.002 

MC467 

.40 

MCB466 

MCB467 

1.36 

1.36 

MCE466 

MCE467 

1.66 

1.66 

with IKs" Wire Leads 

.0025 

MC460 

.46 

MCB460 

1.80 

MCE460 

2.20 

.003 

MC461 

.60 

MCB461 

2.06 

MCE46i 

2.46 


.004 

MC463 

.66 

MCB463 

2.15 

MCE463 

2.60 

Voltage Rating 

.005 

MC465 

.60 

MCB466 

2.25 

MCE466 

2.70 

=500 VDC Working—1000 VDC Test 

.006 

.007 

MC467 

MC469 

.76 

.90 

MCB467 

MCB469 

2.60 
2.90 1 

MCE467 

MCE469 

3.15 

3.60 


.008 

MC471 

1.00 

MCB471 

3.20 

MCE471 

3.86 


.01 

MC475 

1.20 

MCB475 

3.50 

MCE475 

4.20 


High-Voltage Mica Capacitors for TV Replacement 


Catalog 

Number 

Capacity 

mmfd 

Working 
Volts DC 

Size 

List 

Price 

MCP660 

5 

3000 

1 X % X "/32 

$0.35 

MCP410 

10 

3000 

1 X % X ‘ '/32 

.35 

MCM422 

22 

2500 

2®/32 X V 16 X V 32 

.30 

MCM433 

33 

2500 

*®/32 X V 16 X V 32 

.35 

MCL447 

47 

2000 

^V32 X V 16 X V 32 

.30 

MCL468 

68 

2000 

*®/32 X V 16 X V 32 

.35 

MCK476 

75 

1500 

2^32 X V 16 X V 32 

.30 

MCK310 

100 

1500 

2®/32 X Vi 6 X V 32 

.35 

MCK315 

150 

1500 

2®/32 X V 16 X V 32 

.35 

MCK318 

180 

1500 

*®/32 X V 16 X %2 

.35 

MCK322 

220 

1500 

*®/32 X V 16 X V 32 

.40 

MCK327 

270 

1500 

^®/^2 X Vi 6 X %2 

.45 

MCK333 

330 

1500 

^®/32 X V 16 X %2 

.60 

MCK347 

470 

1500 

2®/32 X V 16 X V 32 

.60 

MCK368 

680 

1500 

1 X % X ' '/32 

.66 

MCK382 

820 

1500 

1 X % X ' ‘/32 

.76 

MCK210 

1000 

1500 

1 X % X ‘ '/32 

.80 

MCK215 

1500 

1500 

1 X % X • '/32 

1.10 

MCK220 

2000 

1500 

1 X % X "/32 

1.36 

MCK224 

2400 

1500 

1 X % X ' ‘/32 

1.65 


THE MALLORY TV-101 UHF CONVERTER 

Offers Outstanding Features for Increased TV 
Reception 

V Reception of all UHF channels 

V No loss of VHF channels 
\/ Built-in UHF antenna 

V Fast, easy installation ^ 

V Constructed with Mallory UHF Inductuner^ 

V Adaptable to all TV sets 

For complete description and listing see page 1, Mal¬ 
lory Television Accessories section, this catalog. 


Mica Transmitting Capacitors (Type MH) 

For use in transmitting and power amplifier cir¬ 
cuits. Made with accurately gauged, high-quality, 
India mica in molded phenolic case. 

Test volts are 200% of WVDC. Case size x 114" 

(minus terminals). 


Catalog 

Number 

Cap. 

Mfd. 

Working 
Volts DC 

Test 

Volts DC 

Thick¬ 

ness 

List 

Price 

MH636 

.0001 

600 

1200 

2%4 

$0.70 

MH636 

.0001 

1200 

2500 


1.00 

MH736 

.0001 

2500 

5000 

2%4 

1.26 

MH546 

.0005 

600 

1200 

2%4 

.70 

MH645 

.0005 

1200 

2500 

23^4 

1.00 

MH746 

.0005 

2500 

5000 

23^4 

1.70 

MH666 

.001 

600 

1200 

23^4 

.70 

MH666 

.001 

1200 

2500 

23^4 

1.26 

MH765 

.001 

2500 

5000 

23^4 

2.06 

MH657 

.002 

600 

1200 

23^4 

.80 

MH667 

.002 

1200 

2500 

23^4 

1.90 

MH767 

.002 

2500 

5000 

23^4 

3.10 

MH666 

.005 

600 

1200 

23^4 

1.00 

MH666 

.005 

1200 

2500 

2 9^4 

2.40 

MH765 

.005 

2500 

5000 

2 3^4 

4.70 

MH675 

.01 

600 

1200 

23^4 

3.10 

MH676 

.01 

1200 

2500 

2%4 

3.90 

MH677 

.02 

600 

1200 

2%4 

2.20 


You can depend on 
MALLORY CAPACITORS 
Ask for them by name! 
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Mica Transmitting Capacitors 
(Type MX) 

Ideal for amateur transmitting equipment. May 
also be used in coupling, tank and by-pass circuits 
at currents within specified rating. 


Catalog 

Cap. 

Test 

Max. 

Freq. 

List 

Number 

Mfd. 

Volts DC 

Amps. 

KC. 

Price 

MX855 

.001 

12,500 

9.0 

150001 




10.0 

7500 1 





11.0 

3750 f 

$8.00 




ll2.0 

1875 J 

MX857 

.002 

12,500 

r 9.0 

150001 




112.0 

7500 





13.0 

3750 f 





[15.0 

1875] 

11.00 

MX865 

.005 

10,000 

flO.O 

150001 




13.0 

7500 





14.0 

3750 





[15.0 

1875] 

14.50 

MX875 

.01 

7,000 

rio.o 

150001 





13.0 

7500 





15.0 

3750 f 





[15.0 

1875] 

15.25 

MX877 

.02 

3,500 

rio.o 

150001 




13.0 

75001 





17.0 

3750 ( 





ll7.0 

1875] 

16.00 

MX886 

.05 

3,500 

rii.o 

150001 




14.0 

7500 





16.0 

3750 





[l8.0 

1875] 

18.50 

MX895 

.1 

2,000 

fll.0 

150001 




14.0 

7500 





16.0 

3750 





[18.0 

1875] 

18.50 


Case Size: x 2%*' x 2J4" (Minus Terminals). 


Instructions for use of RTMA Color Code 



Transmitting Capacitors (Type TX) 

For radio, television, transmitting and all circuits requiring 
high voltage capacitors. Compact rectangular oil filled 
capacitors of sturdy construction. 


Catalog 

Number 

Cap. 

Mfd. 

Working 
Volts DC 

W 

Size* 

L 

H 

List 

Price 

TX801 

1 

600 

1 

X 1% 

x2/8 

$5.20 

TX802 

2 

600 

1 

X 1% 

x2% 

6.50 

TX803 

4 

600 

1 

xl% 

x4/4 

8.60 

TX816 

6 

600 

1 ®/I 6 

x2/2 

x4% 

10.60 

TX817 

10 

600 

1J4 

X334 

X 4% 

14.00 

TX822 

.5 

1000 

1 

X 1% 

x2Vs 

4.66 

TX804 

1 

1000 

1 

X 1% 

x2% 

6.70 

TX805 

2 

1000 

1 

X 134 

xSVs 

7.60 

TX806 

4 

1000 

13/16 

x2/2 

X 4% 

9.60 

TX824 

6 

1000 

114 

X334 

X 4% 

12.76 

TX826 

10 

1000 

134 

X334 

x4% 

16.60 

TX807 

1 

1500 

1 

X134 

X 4J4 

6.86 

TX808 

2 

1500 

13 /i 6 

x2/2 

X 4 % 

9.60 

TX809 

4 

1500 

IK 2 

X334 

X 45 i 

12.76 

TX829 

6 

1500 

134 

X 3% 

X 4% 

16.76 

TX830 

10 

1500 

337,6 

x3% 

X 4% 

23.00 

TX831 

.25 

2000 

1 

xl% 

X 2/8 

6.60 

TX832 

.5 

2000 

1 

X 1% 

X 2/8 

6.90 

TX810 

1 

2000 

13/,6 

x2'At 

x 3 % 

8.40 

TX811 

2 

2000 

1!4 

X 3% 

X 4!4 

9.96 

TX823 

4 

2000 

2!4 

X 3% 

X 4% 

13.76 

TX833 

6 

2000 

337,6 

x3% 

x4% 

18.00 

TX834 

10 

2000 

4*/|6 

X 3% 

X 4% 

28.50 

TX812 

1 

2500 

13/,6 

X 2/2 

X 454 

12.26 

TX813 

2 

2500 

1J4 

X 333/32 

X 4V32 

20.00 

TX835 

.1 

3000 

13/,6 

X 2/2 

x2% 

12.76 

TX836 

.25 

3000 

13/,6 

x2/2 

X 3% 

14.00 

TX837 

.5 

3000 

13/,6 

X 2J4 

X 4% 

16.60 

TX814 

1 

3000 

134 

X334 

X 4% 

18.75 

TX815 

2 

3000 

337,6 

X 3% 

X 4% 

23.26 

TX838 

4 

3000 

4®/,6 

X 3% 

X 554 

34.00 

TX839 

1 

4000 

254 

x3% 

X434 

34.00 

TX827 

2 

4000 

49/16 

x3% 

X 4% 

43.00 

TX818 

1 

5000 

5^8 

x 3 K 2 

X 5% 

39.00 

TX819 

2 

5000 

5/8 

X 3J4 

X 9 

60.00 

TX820 

.5 

6000 

43/8 

X 5/8 

x3/2 

62.00 

TX821 

1 

6000 

3'9/|6 X 4'3/,6 

X 6'3/|6 

77.00 


♦ W—Width; L—Length; H—Height. 


Hold capacitor with arrow pointing to right. From left to right, the 
first dot shall always be white to indicate standard RTMA molded 
mica capacitor. The second and third dots become the first two sig¬ 
nificant figures in the capacitance. The second row is read from right 
to left. The lower right dot should be the multiplier. The lower 
second dot indicates the tolerance and the lower left dot indicates 
the class. 



Example shown above = 1300 mmfd. ±2%, 600 V.W. 


The key to color significance is as follows: 


Color 

Sig. 

Fig. 

Mult. 

Tol. 

Class.* 

Black 

0 

1 

±20% 

A 

Brown 

1 

10 


B 

Red 

2 

100 

± 2% 

C 

Orange 

3 

1000 

± 3% 

D 

Yellow 

4 

10000 



Green 

5 


±5% 


Blue 

6 




Violet 

7 




Gray 

8 



I 

White 

9 



J 

Gold 


0.1 



Silver 


0.01 

±10% 



* Denotes various electrical characteristics. 

Voltage ratings vary with capacitance as shown in RMA Specifica* 
tion—April, 1946. 



Transmitting Capacitors (Type TZ) 

For filter and by-pass circuits in power amplifiers, tele¬ 
vision and transmitting equipment where compact round 
can units are desired. 


Catalog 

Number 

Capacity 

Mfd. 

Working 
Volts DC 

Size 

Dia. Height 

List 

Price 

TZ382 

2.0 

600 

1x2% 

$4.66 

TZ383 

4.0 

600 

134 X 4/8 

6.20 

TZ384 

1.0 

1000 

134 X 2 % 

4.30 

TZ386 

2.0 

1000 

1 % X 4/8 

6.46 

TZ389 

4.0 

1000 

2x4 

7.26 

TZ386 

.5 

1500 

1% X 3/8 

6.06 

TZ387 

1.0 

1500 

13/8 X 4 "/,6 

6.46 

TZ388 

2.0 

1500 

2x4 

7.26 

TZ390 

1.0 

2000 

2 x354 

6.86 

TZ391 

2.0 

2000 

2 X 454 

7.60 


TERMINAL HEIGHTS 


TX Capacitors 

TZ Capacitors 

600 through 2500V—154 

3000 through 4000V—1% 

5000 through 6000V—2^ 

600V—% 

1 and 2 mfd at lOOOV —% 

.5 and 1 mfd at 1500V—% 

4 mfd at 1000V—1% 

2 mfd at 1500V—1% 

1 mfd at 2000V —134 

2 mfd at 2000V—1% 
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CAPACITOR HARDWARE 
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Capacitor Hardware 


Type "MSU,” 9, HC and HP Hardware 


Type A-016—Terminal connector or 
anchor strap for general use where 
required. 

Type 016-1—Washer for RS type neck when used in over-size 

chassis hole. 

Type 015-2—Washer for use with RS, RM, or HS units where 
chassis hole is too large for regular mounting. Use two washers, 
one above and one below chassis. 

Type A-017—Special washer with turned-over edge for ring clamp 
mounting 1" RS type in 1%'' ring clamp. 



Catalog 

Number 

Description 

Size 

List 

Price 

116-1 

Top Cap. 

1% 

$0.20 

116-1 

Top Cap. 

2 

.20 

118-1 

Bottom Cap. 

1% 

.20 

119-1 

Bottom Cap. 

2 

.20 

121-1 

Bracket. 

1% x3^4 

.36 

122-1 

Bracket. 

1% X 454 

.36 

123-1 

Bracket. 

2x354 

.36 

124-1 

Bracket. 

2x4/8 

.36 


Cat. No. 

Description 

Size 

List 

Price 

016-1 

Washer for %" neck in hole. 

Var. 

$0.06 

016-2 

Washer for neck in 1" hole. 

Var. 

.06 

MS-1 

Adjustable mounting strap. 

Var. 

.06 

A-016 

Terminal connector. 

Var. 

.10 

A-017 

Washer for clamp mounting neck cans 

Var. 

.10 


Type TH—Special clips for horizontal mount¬ 
ing of any tubular or FP unit within the 
diameter range shown. Designed primarily 
to mount without ipols under special chassis 
lances in original equipment; they may also 
be attached to chassis with 5-32 screw and nut in any Vd" hole. 

Type VR—Brackets for vertical mounting round units. 



Cat. No. 

Description 

Size 

List 

Price 

TH-13 

TH-16 

Spring clip for TC.. 

Spring clip for TC. 

% 

54 to Vie i 

$0.06 

.06 

TH-17 

Spring clip for TC. 

% to ' '/l« 

.06 

TH-19 

Spring clip for TC and FP.. 

% to 'Vie 

.06 

TH-21 

Spring clip for TC. 

% to 'Vie 

.06 

TH-23 

Spring clip for TC and FP. . 

1 to 1 '/le 

.05 

TH-26 

Spring clip for TC and FP. . 
Clamp for vertical mounting 

1% to IVie 

.10 

VR-1 

1 to 1 '/le 

.15 

VR-3 

Clamp for vertical mounting 

1% to IVie 

.16 

VR-4 

Clamp for vertical mounting 

154 to IVie 

.20 

VR-6 

Clamp for vertical mounting 

1% to I'Vie 

.26 

VR-8 

Clamp for vertical mounting 

2to2'/i6 

.30 

VR-10 

Clamp for vertical mounting 

254 

.36 


♦ Will be discontinued when present stocks are exhausted. 



Type ”P” Hardware 

Types PL and PL-A—Plastic end cap 
to protect terminals on HC, NP or P 
units when desired. 

Type HB—Horizontal bracket for 
mounting HC, NP or P units, using 
end cap type PL or PLA. 


Cat. No. 

Description 

Size 

List 

Price 

PL-3 

Plastic end cap ] For ‘‘On Motor” i 


IVie 

$0.20 

PL-6 

Plastic end cap [ mounting j 


I'Vie 

.25 

PL-8 

Plastic end cap! 1 


2'/|6 

.30 

PL-3A 

Plastic end cap ] For “Off Motor” 1 


IVie 

.20 

PL-6A 

Plastic end cap 5 mounting \ 


I'Vie 

.25 

PL-8A 

Plastic end capj 1 


2'/ie 

.30 

HB-4 

Horizontal bracket (plastic cases) , 


3% 

.30 

HB-8 

Horizontal bracket (plastic cases) . 


4% 

.35 


Type MP—Metal plates 
for grounded mounting 
of FP and WP capaci¬ 
tors. 

Type BP—Phenolic plates 
for insulated mounting 
of FP and WP capaci¬ 
tors. 

Type PS—Molded plas¬ 
tic sockets for plug-in 
mounting FP or WP ca¬ 
pacitors. (Blank ear on 
capacitor should be re¬ 
moved to permit polari¬ 
zation with respect to socket.) 

Type MW-lOO—Special wrench for twisting mounting ears on FP 
or WP capacitors. 



Cat. No. 

Description 

Size 

List 

Price 

MP-2 

Metal mounting wafer for FP... 

% 

$0.05 

MP-4 

Metal mounting wafer for FP... 

1 

.05 

MP-6 

Metal mounting wafer for FP. .. 

1% 

.05 

BP-2 

Phenolic.mounting wafer for FP. 

% 

.05 

BP-4 

Phenolicimounting wafer for FP. 

1 

.05 

BP-4A 

Phenolic mounting wafer for FP. 
(To mount 1" FP in chassis 
punched for 1%" wafer) 

1 

.05 

BP-6 

Phenolic mounting wafer for FP. 

1% 

.05 

PS-4 

Plug-in socket for FP. 

1 

.70 

PS-6 

Plug-in socket for FP. 

1% 

.90 

PSC-4 

Retainer clamp for PS-4 socket. . 


.lO 

MW-lOO 

Mounting wrench for FP. 


1.75 


Recommended Replacements for 
Modified and Discontinued FP and WP Types 


(as listed on pages 1 and 2, Mallory Capacitor Section, 
this catalog)_ 


Old Catalog 
Number 

Recommended 

Replacement 

Old Catalog 
Number 

Recommended 

Replacement 

FP313* 

FP330 

FP373* 

FP385 

FP316* 

FP343.1 

FP376* 

FP396.2 

FP318* 

FP319.5 

FP379* 

FP385 

FP332 

FP345.2t 

FP380 

FP343.4 


FP334* 

FP333.8 

FP389 

FP375.8 


FP339 

FP346.8t 

FP390 

FP376.1 


FP342* 

FP342.5 

FP393 

FP376.8 


FP345 

FP370t 

FP395 

FP369.1 


FP352 

FP341.6t 

FP418* 

FP418.3 

FP353* 

FP343.6 

FP420* 

FP447 

FP354 

FP311.2t 

FP422* 

FP423.4 

FP355 

FP311.4t 

FP423* 

FP430.6 

FP356 

FP311.7t 

FP425* 

FP432.4 

FP357 

FP311.5t 

FP427 

FP422.lt 

FP358 

FP311.9t 

FP457* 

FP476 

FP360* 

FP343.1 

FP465* 

FP467 

FP363 

FP320t 

FP550* 

FP246 

FP367 

FP330.6t 

WP032* 

WP042 

FP369 

FP330.3t 

WP302* 

WP302.1 


* Will be deleted from line when present stocks are exhausted, 
t Change in catalog number only. No change in rating. 
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TYPE AFH (85OC) TWIST-PRONG 
ELECTROLYTIC CAPACITORS 


AFH DUALS — (Continued) 


SINGLES 


DUALS 


TRIPLES 


QUADS 


AFH SINGLES 


CAT. 

NO. 

CAP. MFD. 

VOLT 

SIZE 

LIST 

AFH 

I-OI 

3000 

10 

l%x3 

$2.90 

AFH 

1-02 

1000 

15 

1x3 

2.55 

AFH 

1-03 

2000 

15 

l%x3 

3.45 

AFH 

1-04 

3000 

15 

l%x3 

3.50 

AFH 

1-05 

25 

25 

%x2 

1.25 

AFH 

1-06 

40 

25 

%x2 

1.35 

AFH 

i-07 

100 

25 

%x2^^ 

1.60 

AFH 

1-08 

500 

25 

1x2% 

2.55 

AFH 

l-iO 

1000 

25 

l%x2 

3.55 

AFH 

1-11 

100 

50 

%x2 

1.65 

AFH 

1-12 

150 

50 

%x2 

1.80 

AFH 

1-13 

500 

50 

1 3 / 8 x 21/2 

2.65 

AFH 

1-14 

1000 

50 

l%x3Vz 

3.75 

AFH 

1-15 

25 

150 

1x2 

1.50 

AFH 

1-16 

30 

150 

1x2 

1.55 

AFH 

1-17 

40 

150 

1x2 

1.60 

AFH 

1-18 

50 

150 

1x2 

1.65 

AFH 

1-19 

60 

150 

1x2 

1.75 

AFH 

1-20 

80 

150 

1x2 

1.85 

AFH 

1-21 

100 

150 

1x2 

2.00 

AFH 

1-22 

120 

150 

1x3 

2.10 

AFH 

1-23 

140 

150 

1x3 

2.15 

AFH 

1-24 

150 

150 

1x3 

2.15 

AFH 

1-25 

40 

200 

1x2 

1.70 

AFH 

1-26 

15 

250 

1x2 

1.55 

AFH 

1-27 

20 

250 

%x2 

1.60 

AFH 

i-28 

30 

250 

%x2 

1.70 

AFH 

1-29 

40 

250 

1x2 

1.80 

AFH 

1-30 

60 

250 

1x2% 

2.05 

AFH 

1-31 

80 

250 

1x3 

2.15 

AFH 

1-32 

15 

300 

1x2 

1.60 

AFH 

1-33 

30 

300 

1x2 

1.75 

AFH 

1-34 

50 

300 

1x2% 

2.10 

AFH 

1-35 

80 

300 

1x3 

2.55 

AFH 

1-36 

100 

300 

1x3% 

2.90 

AFH 

1-37 

125 

300 

13/8X3 

3.50 

AFH 

1-38 

15 

350 

1x2 

1.65 

AFH 

1-39 

30 

350 

1x2 

1.90 

AFH 

1-40 

40 

350 

1x2% 

2.00 

AFH 

1-41 

50 

350 

1x3 

2.10 

AFH 

1-42 

80 

350 

13/6x2% 

2.85 

AFH 

1-43 

125 

350 

13/8X3 

3.95 

AFH 

1-44 

10 

400 

3/4x2 

1.50 

AFH 

1-45 

' 20 

400 

1x2 

1.75 

AFH 

1-46 

40 

400 

l%x2 

2.00 

AFH 

1-47 

80 

400 

13/8X2% 

2.95 

AFH 

1-48 

10 

450 

1x2 

1.55 

AFH 

1-49 

15 

450 

1x2 

1.70 

AFH 

1-50 

20 

450 

1x2 

1.80 

AFH 

1-51 

30 

450 

1x2% 

1.95 

AFH 

1-52 

40 

450 

1x3 

2.05 

AFH 

1-53 

50 

450 

1x3 

2.35 

AFH 

1-54 

60 

450 

13/8X2% 

2.60 

AFH 

1-55 

80 

450 

13/8X3 

3.05 

AFH 

1-56 

30 

475 

1x3 

2.00 

AFH 

1-57 

90 

475 

l%x3% 

3.50 

AFH 

1-58 

10 

500 

1x2 

1.60 

AFH 

1-59 

20 

500 

1x2% 

1.85 

AFH 

1-60 

30 

500 

1x3 

2.00 

AFH 

1-61 

40 

500 

1x3% 

2.50 

AFH 

I-62 

80 

500 

l%x3 

3.20 

AFH 

1-63 

90 

500 

l%x3% 

3.50 

AFH 

1-64 

10 

525 

1x2 

1.70 

AFH 

1-65 

10 ohm-30 CDS 

3VNP 

%x2 

2.00 

AFH 

1-66 

0.5 ohm-15750 cps 3VNP 

1x2 

2.20 

AFH 

1-67 

1 ohm-60 cps 

3VNP 

, l%x3 

4.00 



AFH 

DUALS 



CAT. 

NO. 

CAP. MFD. 

VOLT 

SIZE 

LIST 


CAT. 

NO. 

CAP. MFD. 

VOLT 

SIZE 

LIST 

AFH 

2-07 

10-20 

150 

1x2 

1.60 

AFH 

2-08 

20-20 

150 

1x2 

1.70 

AFH 

2-09 

30-15 

150 

1x2 

1.75 

AFH 

2-10 

30-20 

150 

1x2 

1.75 

AFH 

2-11 

30-30 

150 

1x2 

1.85 

AFH 

2-12 

40-20 

150 

1x2 

1.80 

AFH 

2-13 

40-30 

150 

1x2 

1.85 

AFH 

2-14 

40-40 

150 

1x2 

1.90 

AFH 

2-15 

50-30 

150 

1x2 

2.00 

AFH 

2-16 

50-50 

150 

1x2% 

2.15 

AFH 

2-17 

60-60 

150 

1x3 

2.35 

AFH 

2-18 

75-75 

150 

1x3 

2.60 

AFH 

2-19 

80-40 

150 

1x3 

2.30 

AFH 

2-20 

80-80 

150 

l%x2 

2.65 

AFH 

2-22 

200-125 

150 

l%x3 

3.75 

AFH 

2-23 

200-200 

150 

l%x3 

4.00 

AFH 

2-24 

60-60 

200 

l%x2 

2.55 

AFH 

2-25 

10-10 

250 

1x2 

1.70 

AFH 

2-26 

20-20 

250 

1x2 

1.90 

AFH 

2-27 

30-30 

250 

1x2% 

2.30 

AFH 

2-28 

40-20 

250 

1x2% 

2.20 

AFH 

2-29 

40-40 

250 

1x3 

2.50 

AFH 

2-30 

150-150 

250 

l%x4 

5.15 

AFH 

2-31 

10-10 

300 

1x2 

1.75 

AFH 

2-32 

15-15 

300 

1x2 

1.85 

AFH 

2-33 

50-50 

300 

l%x2% 

3.35 

AFH 

2-34 

80-80 

300 

l%x3 

4.05 

AFH 

2-35 

120-20 

300 

l%x3 

4.00 

AFH 

2-36 

15-15 

350 

1x2 

2.25 

AFH 

2-37 

20-20 

350 

1x2% 

2.30 

AFH 

2-38 

30-20 

350 

1x3 

2.60 

AFH 

2-39 

30-30 

350 

1x3 

2.90 

AFH 

2-40 

50-30 

350 

l%x2% 

3.15 

AFH 

2-41 

80-80 

350 

l%x3% 

4.70 

AFH 

2-42 

10-80 

400 

1x3 

2.30 

AFH 

2-43 

15-15 “ 

400 

1x2% 

2.25 

AFH 

2-44 

60-60 

400 

l%x3% 

4.40 

AFH 

2-45 

80-10 

400 

l%x3 

3.40 

AFH 

2-46 

5-5 

450 

1x2 

1.60 

AFH 

2-47 

10-10 

450 

1x2 

1.90 

AFH 

2-48 

15-10 

450 

1x2% 

2.05 

AFH 

2-49 

15-15 

450 

1x2% 

2.25 

AFH 

2-50 

20-10 

450 

1x2% 

2.25 

AFH 

2-51 

20-20 

450 

1x3 

2.55 

AFH 

2-52 

30-10 

450 

1x3 

2.50 

AFH 

2-53 

30-15 

450 

l%x2 

2.65 

AFH 

2-54 

30-30 

450 

l%x2 

3.05 

AFH 

2-56 

40-26 

450 

l%x2 

3.00 

AFH 

2-57 

40-40 

450 

l%x2% 

3.45 

AFH 

2-60 

60-20 

450 

l%x3 

3.55 

AFH 

2-61 

60-40 

450 

l%x3% 

3.95 

AFH 

2-62 

80-10 

450 

l%x3 

3.60 

AFH 

2-63 

80-20 

450 

l%x3% 

3.90 

AFH 

2-64 

80-40 

450 

18/1x3% 

4.35 

AFH 

2-65 

30-10 

475 

l%x2 

2.60 

AFH 

2-66 

40-10 

475 

l%x2% 

3.10 

AFH 

2-67 

10-10 

500 

1x2% 

1.95 

AFH 

2-69 

20-20 

500 

l%x2% 

2.85 

AFH 

2-70 

25-40 

500 

l%x3 

3.65 

AFH 

2-71 

30-10 

500 

l%x2% 

2.60 

AFH 

2-72 

40-40 

500 

l%x3 

4.40 

AFH 

2-73 

60-40 

500 

l%x3% 

4.60 

AFH 

2-74 

250-1000 

10/6 

l%x2 

2.85 

AFH 

2-75 

250-2000 

10/6 

l%x2 

3.30 

AFH 

2-77 

40-20 

150/50 

1x2 

1.70 

AFH 

2-78 

40-150 

150/25 

1x2 

2.05 

AFH 

2-79 

40-20 

250/25 

1x2 

2.00 

AFH 

2-80 

50-100 

250/50 

l%x2 

2.60 

AFH 

2-81 

100-150 

250/50 

l%x3 

3.65 

AFH 

2-82 

20-20 

300/25 

1x2 

1.85 

AFH 

2-83 

30-30 

300/350 

1x3 

2.65 

AFH 

2-84 

20-20 

350/25 

1x2 

1.90 

AFH 

2-85 

40-20 

350/25 

1x2% 

2.35 

AFH 

2-86 

40-10 

350/200 

l%x2 

2.40 

AFH 

2-87 

10-20 

450/25 

1x2 

1.70 

AFH 

2-88 

20-20 

450/25 

1x2 

2.00 

AFH 

2-89 

40-20 

450/25 

1x3 

2.45 

AFH 

2-90 

80-20 

450/25 

l%x3 

3.40 

AFH 

2-91 

80-50 

450/50 

l%x3 

3.75 

AFH 

2-92 

10-50 

450/100 

l%x2 

2.05 

AFH 

2-93 

20-100 

450/100 

l%x2 

2.90 

AFH 

2-94 

30-40 

. 450/150 

l%x2 

2.50 

AFH 

2-95 

20-80 

450/350 

l%x3 

3.60 

AFH 

2-96 

40-10 

450/350 

l%x2 

2.60 

AFH 

2-97 

40-40 

450/350 

l%x3 

3.30 


AFH 2-02 
AFH 2-03 
AFH 2-04 
AFH 2-05 
AFH 2-06 


1000-1000 

20-20 

40-40 

150-50 

50-50 


AFH 2-99 
AFH 2-100 
AFH 2-101 
AFH 2-102 
AFH 2-103 

AFH 2-104 
AFH 2-105 
AFH 2-106 
AFH 2-107 
AFH 2-108 


500/200 
500/300 
500/800 
500/400 
-15750 CPS 12 
-60 cps 6 
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TYPE AFH t85°C) TWIST-PRONG ELECTROLYTIC CAPACITORS 


AFH TRIPLES 


CAT. NO- 

CAP. MFD. 

VOLT 

SIZE 

LIST 

AFH 3-01 

20 -20-20 

25 

1 x2 

$1.95 

AFH 3-02 

40-40-40 

25 

1 x2 

2.15 

AFH 3-03 

30-30-30 

50 

1 x2 

2.15 

AFH 3-04 

10-30-30 

150 

1 x2 

2.35 

AFH 3-05 

20 -20-20 

150 

1 x2 

2.30 

AFH 3-06 

30-30-10 

350 

1 x2 

2.35 

AFH 3-07 

40-20-10 

150 

1 x2 

2.35 

AFH 3-08 

40-20-20 

150 

1 x2 

2.40 

AFH 3-09 

40-30-20 

150 

1 x2 

2.50 

AFH 3-10 

40-40-40 

150 

1 x2 Vz 

2.60 

AFH 3-11 

40-70-40 

150 

1x3 

2.95 

AFH 3-12 

60-40-20 

150 

1x3 

2.75 

AFH 3-13 

80-40-20 

150 

1x3 

2.90 

AFH 3-14 

10-15-15 

250 

1 x2 

2.45 

AFH 3-16 

15-15-30 

250 

1 x2 

2.75 

AFH 3-17 

20 -20-10 

250 

1 x2 

2.50 

AFH 3-18 

30-20-10 

250 

1x2*4 

2.70 

AFH 3-19 

40-20-10 

250 

1x3 

2.85 

AFH 3-20 

40-20-20 

250 

1x3 

2.90 

AFH 3-21 

80-80-60 

250 

l%x3 

4.90 

AFH 3-22 

10 -10-10 

300 

1 x2 

2.40 

AFH 3-24 

20-80-10 

300 

l%x2% 

3.80 

AFH 3-25 

60-20-10 

300 

l%x2 

3.45 

AFH 3-26 

120-50-40 

300 

l%x4 

5.65 

AFH 3-27 

10 -10-10 

350 

1 x2% 

2.40 

AFH 3-28 

20 -20-10 

350 

1x3 

2.95 

AFH 3-29 

60-40-20 

350 

1%X3% 

4.25 

AFH 3-30 

10 -10-10 

400 

1 x21/2 

2.40 

AFH 3-31 

10 -10-10 

450 

1x3 

2.60 

AFH 3-32 

10-30-30 

450 

l%x3 

3.75 

AFH 3-33 

15-15-10 

450 

1x3 

2.95 

AFH 3-34 

15-15-15 

450 

1x3 

3.10 

AFH 3-35 

20 -10-10 

450 

1x3 

2.95 

AFH 3-36 

20 -20-20 

450 

l%x2% 

3.60 

AFH 3-37 

30-20-20 

450 

l%x3 

3.85 

AFH 3-38 

30-30-20 

450 

l%x3 

4.10 

AFH 3-39 

30-30-30 

450 

l%x3 

4.35 

AFH 3-40 

30-60-10 

450 

1%x31/2 

4.50 

AFH 3-41 

40-10-10 

450 

l%x3 

3.35 

AFH 3-42 

40-30-20 

450 

l%x3 

4.30 

AFH 3-43 

40-40-10 

450 

1%x3 

4.20 

AFH 3-44 

40-40-40 

450 

i%x3y2 

4.90 

AFH 3-45 

60-20-20 

450 

i%x3y3 

4.60 

AFH 3-46 

80-40-20 

450 

l%x4 

5.40 

AFH 3-47 

10 -10-10 

475 

1x3 

2.70 

AFH 3-48 

30-20-20 

475 

l%x3 

3.95 

AFH 3-49 

30-30-10 

475 

l%x3 

4.00 

AFH 3-50 

40-10-10 

475 

l%x3 

3.85 

AFH 3-51 

10 -10-10 

500 

1x3 

2.70 

AFH 3-52 

30-20-20 

500 

l%x3 

4.20 

AFH 3-53 

40-10-10 

500 

l%x3 

3.90 

AFH 3-54 

40-40-10 

500 

i%x3y2 

5.05 

AFH 3-55 

100/50-25 

100/25 

1x3 

2.65 

AFH 3-58 

30-20/100 

150/6 

1 x2 

2.40 

AFH 3-59 

20 -20/100 

150/10 

1 x2 

2.35 

AFH 3-60 

20-20/250 

150/10 

1 x2 

2.60 

AFH 3-61 

30-30/200 

150/10 

1 x2% 

2.50 

AFH 3-62 

40-20/150 

150/10 ' 

1 x2 

2.40 

AFH 3-63 

40-20/200 

150/10 

1 x2% 

2.70 

AFH 3-64 

40-20/250 

150/10 

1 x2% 

2.70 

AFH 3-65 

20/250-100 

150/15 

l%x2 

2.90 

AFH 3-67 

20 -20/20 

150/25 

1 x2 

2.20 

AFH 3-68 

20 -20/200 

150/25 

1x3 

2.60 

AFH 3-69 

30-20/20 

150/25 

1 x2 

2.25 

AFH 3-70 

30-30/20 

150/25 

1 x2 

2.30 

AFH 3-72 

40-20/20 

150/25 

1 x2 

2.30 

AFH 3-73 

40-20/100 

150/25 

1x3 

2.50 

AFH 3-74 

40-20/200 

150/25 

1x3 

2.70 

AFH 3-75 

40-30/20 

150/25 

1 x2% 

2.35 

AFH 3-76 

40-40/20 

150/25 

1 x2% 

2.40 

AFH 3-77 

50-30/20 

150/25 

1 x2% 

2.50 

AFH 3-78 

50-30/100 ' 

150/25 

1x3 

2.70 

AFH 3-79 

50-50/20 

150/25 

1x3 

2.65 

AFH 3-80 

60-20/20 

150/25 

1 x2 

2.55 

AFH 3-81 

60-40/20 

150/25 

1 x2% 

2.65 

AFH 3-82 

80-40/20 

150/25 

1 x2% 

2.80 

AFH 3-83 

120-60/20 

150/25 

l%x2% 

3.35 

AFH 3-84 

30-20/20 

200/25 

1 x2 

2.55 

AFH 3-86 

100-10/40 

200/50 

l%x2 

3.15 

AFH 3-87 

15-15/20 

250/25 

1 x2 

2.35 

AFH 3-88 

20-15/20 

250/25 

1 x2 

2.35 

AFH 3-89 

30-30/20 

250/25 

1 x2% 

2.80 

AFH 3-90 

70-70/20 

250/50 

l%x3 

3.90 

AFH 3-93 

40-20/10 

250/150 

l%x2 

2.70 

AFH 3-95 

10-20/30 

250/350 

1x3 

3.00 

AFH 3-96 

80-80/10 

250/450 

l%x3% 

4.20 

AFH 3-97 

20 -20/20 

300/25 

1 x2 

2.75 

AFH 3-98 

40-15/20 

300/25 

1 x2% 

2.95 

AFH 3-99 

30-30/25 

300/50 

1x3 

2.90 

AFH 3-100 

40-40/20 

300/150 

l%x2 

3.60 

AFH 3-101 

10-10/15 

300/250 

1 x2 

2.45 

AFH 3-102 

120/15-10 

300/450 

l%x3% 

4.50 

AFH 3-103 

10 -10/20 

350/25 

1 x2 

2.25 

AFH 3-104 

15-10/20 

350/25 

1 x2 

2.50 

AFH 3-105 

15-15/20 

350/25 

1 x2% 

2.70 

AFH 3-106 

20 -10/20 

350/25 

1 x2% 

2.55 

AFH 3-107 

20 -20/20 

350/25 

1 x2% 

2.80 

AFH 3-108 

30-10/20 

350/25 

1 x2% 

3.05 

AFH 3-109 

30-20/20 

350/25 

1x3 

3.10 

AFH 3-110 

30-30/20 

350/25 

l%x2 

3.40 


AFH TRIPLES—(Continued) 


CAT. NO. 

OAF. MFD. 

VOLT 

SIZE 

LIST 

AFH 3-III 

40-40/50 

350/25 

l%x2% 

$3.75 

AFH 3-1 12 

10-5/150 

350/50 

1x3 

2.70 

AFH 3-113 

40-20/10 

350/100 

l%x2 

2.85 

AFH 3-114 

20-40/10 

350/150 

1x3 

3.20 

AFH 3-115 

20-10/5 

350/250 

1 x2% 

2.55 

AFH 3-116 

30/20-10 

350/250 

1x3 

3.00 

AFH 3-1 17 

30-10/20 

350/250 

1x3 

3.05 

AFH 3-1 19 

15-15/40 

400/25 

1 x2% 

2.80 

AFH 3-120 

20 -20/20 

400/25 

1x3 

2.85 

AFH 3-121 

30-10/150 

400/50 

l%x2% 

3.40 

AFH 3-122 

80-40/150 

400/50 

l%x4 

5.15 

AFH 3-123 

80/20-10 

400/300 

l%x3% 

4.25 

AFH 3-124 

10 -10/10 

450/25 


2.35 

AFH 3-125 

10 -10/20 

450/25 

1 x2 

2.40 

AFH 3-126 

10 -20/20 

450/25 

1x3 

2.70 

AFH 3-127 

15-15/20 

450/25 

1x3 

2.70 

AFH 3-128 

20-15/20 

450/25 

1^3 

2.90 

AFH 3-129 

20 -20/20 

450/25 

1x3 

3.05 

AFH 3-130 

30/100-25 

450/25 


2.95 

AFH 3-131 

30-30/20 

450/25 

I%x2% 

3.55 

AFH 3-132 

40-20/20 

450/25 

l%x2% 

3.50 

AFH 3-133 

40-40/20 

450/25 

l%x3 

3.95 

AFH 3-134 

40-40/40 

450/25 

l%x3 

3.95 

AFH 3-135 

80-40/100 

450/25 

l%x4 

5.10 

AFH 3-136 

10-10/40 

450/50 

1 x2% 

2.50 

AFH 3-137 

20-10/40 

450/50 

1x3 

2.80 

AFH 3-138 

20-10/50 

450/50 

1x3 

2.85 

AFH 3-139 

30-30/40 

450/50 

l%x3 

3.65 

AFH 3-140 

40-10/100 

450/50 

l%x3 

4.30 

AFH 3-141 

40-40/80 

450/50 

l%x3% 

4.10 

AFH 3-142 

40-40/100 

450/50 

l%x3% 

4.30 

AFH 3-143 

10-10/50 

450/100 

l%x2 

2.65 

AFH 3-144 

30-20/30 

450/150 

l%x2% 

3.50 

AFH 3-145 

40/90-50 

450/150 

l%x3 

3.95 

AFH 3-146 

40-10/80 

450/150 

l%x3 

3.75 

AFH 3-147 

40-40/40 

450/150 

l%x3% 

4.10 

AFH 3-148 

40-10/80 

450/200 

l%x3 

3.90 

AFH 3-149 

20/40-10 

450/250 

l%x2 

3.15 

AFH 3-150 

15-15/10 

450/300 

1x3 

2.85 

AFH 3-151 

20/15-10 

450/300 

1x3 

2.85 

AFH 3-152 

15-5/15 

450/350 

1x3 

2.85 

AEH 3-153 

20-20/60 

450/350 


4.05 

AFH 3-154 

40-10/10 

450/350 


3.30 

AFH 3-155 

40-40/10 

450/500 

I%x3% 

4.15 

AFH 3-156 

10 -10/100 

500/50 

1x3% 

2.85 

AFH 3-157 

20 -10/100 

500/50 

1x4 

3.30 

AFH 3-158 

30-10/20 

500/50 

l%x2% 

3.10 

AFH 3-159 

40-40/100 

500/200 

l%x4 

5.85 

AFH 3-160 

10-10/5 

500/350 

1 x2% 

2.50 

AFH 3-161 

20-20/60 

500/400 

l%x3% 

4.80 

AFH 3-162 

40/25/130 

150/25/15 

1x3 

3.30 

AFH 3-164 

80/40/50 

250/150/50 

l%x2% 

2.35 

AFH 3-165 

100/60/20 

300/150/25 

l%x3 

4.20 

AFH 3-166 

20/50/100 

350/100/75 

1x3 

3.10 

AFH 3-167 

10/50/100 

350/150/50 

1x3 

2.85 

AFH 3-168 

50/10/500 

350/250/5 

l%x2% 

3.60 

AFH 3-169 

30/30/20 

350/800/25 

1x3 

3.15 

AFH 3-171 

60/40/20 

400/300/25 

l%x3% 

4.20 

AFH 3-172 

10/40/10 

400/800/150 

l%x2 

2.90 

AFH 3-173 

55/50/80 

400/300/250 

l%x3% 

5.35 

AFH 3-174 

10/50/30 

400/350/25 

1x3 

3.10 

AFH 3-175 

10/50/100 

450/150/25 

1x3 

2.75 

AFH 3-176 

40/40/130 

450/150/50 

l%x3 

3.75 

AFH 3-177 

40/100/50 

450/150/50 

l%x3 

3.95 

AFH 3-178 

20/60/100 

450/250/25 

l%x2% 

3.65 

AFH 3-179 

10/40/10 

450/300/150 

l%x2 

3.10 

AFH 3-180 

10 /10/20 

450/350/25 

1 x2 

2.30 

AFH 3-182 

20/80/100 

450/350/50 

l%x3% 

4.50 

AFH 3-183 

15/20/20 

450/350/250 

l%x2 

2.95 

AFH 3-184 

20/15/10 

450/350/300 

1x3 

3.05 

AFH 3-186 

30/50/40 

450/400/25 


3.90 

AFH 3-187 

10/30/30 

450/400/300 

I%x2% 

3.35 

AFH 3-188 

10/100/40 

475/200/50 

l%x2% 

3.30 

AFH 3-189 

20/20/40 

475/300/25 

-l%x2 

3.05 

AFH 3-190 

40/40/25 

475/400/50 

l%x3 

4.30 

AFH 3-191 

10/100/40 

500/200/50 

l%x2% 

3.35 

AFH 3-192 

40/40/100 

500/250/50 

l%x3 

4.30 

AFH 3-193 

20/20/40 

500/300/25 

l%x2 

3.10 

AFH 3-194 

40/40/25 

500/400/50 

l%x3 

4.30 

AFH 3-195 

30/20/20 

500/500/25 

l%x2% 

3.55 


AFH 

QUADS 



CAT. NO. 

CAP. MFD. 

VOLT 

SIZE 

LIST 

AFH 4-01 

40-40-40-30 

150 

l%x2 

$3.35 

AFH 4-02 

40-40-20-10 

300 

l%x2% 

4.55 

AFH 4-03 

10 -10-10-10 

350 

l%x2 

3.10 

AFH 4-05 

80-10-10-10 

350 

l%x3 

4.55 

AFH 4-06 

30-30-20-20 

400 

l%x3 

4.85 

AFH 4-07 

80-20-10-10 

400 

l%x3% 

5.05 

AFH 4-09 

5-5-5-5 

450 

l%x2 

3.00 

AFH 4-10 

10 -10-10-10 

450 

l%x2 

3.35 

AFH 4-11 

15-30-30-10 

450 

l%x3 

4.70 

AFH 4-12 

15-30-30-30 

450 

l%x4 

5.30 

AFH 4-13 

20 -10-10-10 

450 

l%x2% 

3.70 

AFH 4-14 

20 -20-20-20 

450 

l%x2% 

4.70 

AFH 4-15 

30-15-15-15 

450 

l%x3 

4.45 

AFH 4-16 

35-35-10-5 

450 

l%x3% 

4.65 

AFH 4-17 

40-10-10-10 

450 

l%x3 

4.15 


Copyright by U. C, P., Inc. 


TRADE DISCOUNT APPLIES TO LIST PRICES ONLY 


Kadio’s Mlister 18th Edition 
Pago 



TYPE AFH TWIST-PRONG ELECTROLYTIC CAP. 


AFH Q U A D S —- ( C o n 11 n u e d ) 


OAT. NO. 

CAP. MFD, 

VOLT 

SIZE 

LIST 

AFH 4-18 

40-20-10-10 

450 

l%x3 

$4.45 

AFH 4-19 

10-10-10-10 

475 

l%x2 

3.50 

AFH 4-20 

10-10-10-10 

500 

l%x2 

3.50 

AFH 4-21 

30-20-20/200 

150/10 

l%x2 

3.15 

AFH 4-22 

40-40-20/200 

150/10 

l%x2 

3.25 

AFH 4-23 

60-40-20/200 

150/10 

l%x2 

3.50 

AFH 4-24 

10-20-60/20 

150/25 

l%x2 

3.10 

AFH 4-25 

20-20-20/20 

150/25 

l%x2 

2.90 

AFH 4-26 

30-30-30/40 

150/25 

l%x2 

3.10 

AFH 4-27 

40-20-20/20 

150/25 

l%x2 

2.95 

AFH 4-28 

40-40-30/20 

150/25 

l%x2 

3.10 

AFH 4-29 

40-40-40/20 

150/25 

l%x2 

3.15 

AFH 4-30 

40-40/40-40 

150/25 

l%x2 

3.05 

AFH 4-31 

40-40-40/100 

150/25 

l%x2 

3.35 

AFH 4-32 

40-40-40/160 

150/25 

l%x2 

3.55 

AFH 4-33 

40-40/100-100 

150/25 

l%x2 

3.35 

AFH 4-34 

50-30-30/100 

150/25 

l%x2 

3.45 

AFH 4-35 

50-50-50/20 

150/25 

l%x2 

3.55 

AFH 4-36 

75-75-75/30 

150/25 

l%x3 

4.30 

AFH 4-37 

80-40-40/20 

150/25 

l%x2 

3.55 

AFH 4-38 

80-40-40/100 

150/25 

l%x2% 

3.75 

AFH 4-39 

40-20-10/20 

200/25 

l%x2 

3.20 

AFH 4-40 

40-20-10/20 

250/25 

l%x2 

3.40 

AFH 4-41 

100-40-10/100 

250/50 

l%x3% 

5.15 

AFH 4-42 

80-60-40/20 

250/150 

l%x3% 

5.10 

AFH 4-43 

10-10-10/20 

300/25 

l%x2 

2.95 

AFH 4-44 

40-20-20/25 

300/25 

l%x2 

4.00 

AFH 4-45 

40-40-20/20 

300/25 

l%x3 

4.40 

AFH 4-46 

60-40-20/50 

300/25 

l%x3 

4.65 

AFH 4-47 

40-40-40/20 

300/150 

l%x3 

4.90 

AFH 4-48 

10-10-'10/20 

350/25 

l%x2 

2.95 

AFH 4-49 

20-10-5/20 

350/25 

l%x2 

3.10 

AFH 4-50 

30-20-20/20 

350/25 

l%x2% 

4.10 

AFH 4-51 

40-20-20/25 

350/25 

l%x2% 

4.25 

AFH 4-52 

40-40-20/20 

350/25 

l%x3 

4.70 

AFH 4-53 

40-40-40/40 

350/25 

l%x3 

5.20 

AFH 4-54 

15-15-15/50 

350/50 

l%x2 

3.80 

AFH 4-55 

40-30-10/50 

350/50 

l%x3 

4.40 

AFH 4-56 

40-40-40/150 

350/50 

1 3/8X3% 

5.70 

AFH 4-57 

20-20-20/20 

400/25 

I%x2y2 

3.85 

AFH 4-58 

40-10/80-10 

400/250 

l%x3% 

4.70 

AFH 4-59 

10-10-10/20 

450/25 

l%x2 

3.15 

AFH 4-60 

10-10-10/25 

450/25 

l%x2 

3.15 

AFH 4-61 

10-10-10/100 

450/25 

r%x2 

3.35 

AFH 4-62 

10-10-10/150 

450/50 

l%x2% 

3.70 

AFH 4-63 

10-10/20/20 

450/25 

l%x2 

2.95 

AFH 4-65 

20-10-10/100 

450/25 

l%x2 

3.70 

AFH 4-66 

20-15/20-20 

450/25 

l%x2 

3.55 

AFH 4-67 

20-20-20/20 

450/25 

l%x2% 

4.15 

AFH 4-68 

30-15-15/40 

450/25 

I%x2y2 

4.15 

AFH 4-69 

30-20-20/20 

450/25 

l%x3 

4.40 

AFH 4-70 

30-30-10/20 

450/25 

l%x3 

4.35 

AFH 4-71 

30-30-20/20 

450/25 

l%x3 

4.65 

AFH 4-72 

40-10-10/250 

450/25 

l%x3 

4.65 

AFH 4-73 

40-10-10/300 

450/25 

l%x3 

4.85 

AFH 4-74 

40-15-10/25 

450/25 

l%x3 

4.05 

AFH 4-75 

40-20-10/20 

450/25 

13/8X3 

4.25 

AFH 4-76 

40-20-20/20 

450/25 

l%x3 

4.60 

AFH 4-77 

40-20-20/40 

450/25 

13/8X3 

4.65 

AFH 4-78 

40-30-10/20 

450/25 

l%x3 

4.50 

AFH 4-79 

40-40-20/20 

450/25 

l%x3% 

5.00 

AFH 4-80 

20-20-20/100 

450/50 

13/8X3 

4.55 

AFH 4-81 

30-30-15/30 

450/50 

13/8X3 

4.55 

AFH 4-82 

30-30-15/100 

450/50 

1%X3% 

4.90 

AFH 4-83 

40-20-10/100 

450/50 

1%X3% 

4.60 

AFH 4-84 

40-40-10/20 

450/50 

l%x3 

4.70 

AFH 4-85 

40-40/10-30 

450/50 

l%x3 

4.50 

AFH 4-86 

60-10-10/20 

450/50 

13/8X3 

4.55 

AFH 4-87 

40-40-10/100 

450/100 

l%x3% 

5.35 

AFH 4-88 

60-10-10/20 

450/150 

l%x3 

4.60 

AFH 4-89 

20-20/30-30 

450/300 

l%x3 

4.50 

AFH 4-91 

20-20/30-30 

450/350 

l%x3 

5.05 

AFH 4-92 

4 O 7 IO/ 35 -IO 

450/350 

l%x3 

4.60 

AFH 4-93 

40-40/30-30 

450/350 

l%x4 

5.90 

AFH 4-94 

40-10-20/10 

475/25 

l%x3 

4.85 

AFH 4-95 

20-20-10/10 

500/300 

l%x2% 

4.30 

AFH 4-96 

50-30-10/20 

500/300 

l%x4 

5.60 

AFH 4-97 

100/40/80-20 

300/50/25 

l%x2% 

4.55 

AFH 4-99 

15/80-40/200 

350/200/25 

l%x3 

4.50 

AFH 4-100 

40/40-20/20 

350/300/25 

l%x3 

4.50 

AFH 4-101 

5-5/50/80 

400/300/250 

13/8X3 

4.65 

AFH 4-102 

10/50-30/30 

400/350/25 

l%x3 

4.40 

AFH 4-103 

40-60/40/10 

400/350/50 

l%x3% 

5.75 

APH 4-104 

40/10/80-10 

400/350/250 

l%x3 

4.65 

AFH 4-105 

30/125-125/30 

450/25/450 

l%x3 

8.55 

AFH 4-106 

40/40/10-30 

450/150/50 

l%x3 

3.75 

AFH 4-107 

10-10/60/100 

450/200/50 

l%x3 

3.85 

AFH 4-108 

20/80-20/50 

450/200/50 

l%x3 

4.15 

AFH 4-109 

10/60-40/25 

450/350/25 

l%x3% 

4.60 

AFH 4-liO 

10/100-10/20 

450/350/25 

i%x3y2 

5.25 

AFH 4-1II 

20/15-15/20 

450/350/25 

l%x2 

3.80 

AFH 4-112 

30/40-40/10 

450/350/200 

l%x3% 

5.15 

AFH 4-113 

15-15/80/40 

475/300/50 

l%x3 

4.80 

AFH 4-114 

10-5/80/40 

475/450/50 

I%x3y2 

4.95 

AFH 4-115 

120/20/20/100 

300/250/25/50 

l%x4 

5.05 

AFH 4-117 

20/40/10/250 

350/300/150/50 

l%x3 

4.60 

AFH 4-118 

80/10/30/40 

450/400/300/150 

l%x4 

5.25 

AFH 4-119 

20/40/100/80 

475/300/50/25 

:l%x3 

4.50 

AFH 4-120 

10/40/80/100 

475/350/200/100 

13/8X3% 

4.80 

AFH 4-121 

10/10/80/50 

475/450/200/50 

■1%X2% 

3.85 

AFH 4-122 

25/20/40/100 

475/450/300/50 

l%x3% 

4.95 

AFH 4-123 

10/60/30/125 

475/450/400/50 

l%x4 

5.45 



TYPE AEP 

PLUG-IN ELECTROLYTIC 
CAPACITORS 

Quick change, hermetically sealed 
dry electrolytic. Plugs into stan* 
dard octal socket for fast re¬ 
placement or testing when con¬ 
tinuous service is important. 
High capacity and ultra-compact, 
using etched foil in small can 
sizes. Non-corrosive aluminum 
internal construction throughout. 
Vented Jor safety. 


Type 

Single Element 

Cap. Mfds. VDCW 

Units 

DIa. X Hgt. 

List 

AEP5A 

25 

25 

1^x2% 

$3.75 

AEP4D 

20 

150 

1 #5x21/2 

3.95 

AEPSD 

40 

150 

1#sx21/2 

4.10 

AEP2J 

10 

460 

1 #5 X 2 % 

4.05 

AEP3J 

16 

450 

1^x2% 

4.20 

AEP4J 

20 

450 

1 #5 X 2 % 

4.30 

AEP6J 

80 

450 

1 #5 X 2 % 

4.45 

AEPgJ 

40 

450 

1 #5 X 2 % 

4.55 

AEP16J 

80 

450 

1% x31/2 

5.55 

AEP2L 

10 

600 

1% x4% 

4.20 

Type 

Dual Element Units 

Cap. Mfds. VDCW DIa. x Hgt. 

Llet 

AEP44D 

20-20 

150 

1 X 2 1/2 

$4.20 

AEPSSD 

40-40 

150 

1 5^ X 2 % 

4.35 

AEP22J 

10-10 

450 

1 #5x21/3 

4.40 

AEP44J 

20-20 

450 

1% X21/2 

5.05 

AEPSSJ 

40-40 

460 

1 % X 3 

5.95 

Type 

T r i p 1 e , E 1 

Cap. Mfds. 

e m e n t 

VDCW 

Units 

DIa. X Hgt. 

List 

AEP444D 

20-20-20 

150 

1 #5x21/2 

$4.80 

AEPg8D4A 

40-40 X 160/20 

25 

1 #2 x^2 % 

4.85 

AEP222J 

10-10-10 

450 

1#jx21/2 

5.10 

AEP22J4A 

10-10 X 450/20 

25 

1 #5 X 2 % 

4.85 

AEP44J4A 

20-20 X 460/20 

25 

1% X21/2 

5.55 

AEP444J 

20-20-20 

450 

18/8 X3 

6.10 


Quadruple Element Units 

Type Cap. Mfds. X V.D.C.W. Size—-D. x H. List 

AEPG444D4A 20-20-20 x 160/20 x 26* l%x2ya $5.35 

AEP2222J 10-10-10-10 x 460 I%x 2 y 2 5.S5 

AEPG444J4A 20-20-20 x 450/20 x 25* 1 % x 3 6.65 

*Ground lug provided for cathode connection. 

- TYPE SRE 

BANTAM CAPACITORS 

Tiniest Aerovox electrolytic. 
Handles full sized jobs, especially 
suitable for hearing aids, personal 
radios, screen filter circuits and 


HH 


1 similar functions. 

Hermetically 



sealed, aluminum tube with waxed 

cardboard insulating jacket. 

New stud terminals with 

#18 gauge 

tinned 

copper wire leads. 

Size 


Volts 

Cap Mfd. 

DIa. X Length 

List 

3 

100 

% X 1 

$1.10 

3 

200 

% xl% 

1.15 

3 

300 

V 2 XlVs 

1.30 

3 

600 

% Xl% 

1.40 

6 

50 

% Xl 

.95 

6 

100 

% Xl% 

1.20 

12 

60 

% xlVs 

1.00 

12 

100 

V 2 xl 

1.20 

12 

200 

Vs Xl% 

1.35 

25 

25 

% xl 

1.00 

25 

50 

% Xl% 

1.10 

25 

100 

¥ 2 x 1 % 

1.35 

50 

10 

% X 1 

1.00 

50 

15 

% xlVs 

1.00 

50 

25 

% Xl% 

1.05 

150 

6 

% xl 

1.00 

150 

10 

% Xl% 

1.05 

150 

16 

1/2 X 1 Vs 

1.15 

150 

25 

^2X1% 

1.25 


—--REPLACEMENT FOR WET 

ELECTROLYTIC - TYPE WR 

Dry electrolytic for replacement of 
wet electrolytic units. Furnished 
in round aluminum cans, the range 
of capacities covers most applica¬ 
tions in standard radio receivers 
and other equipment originally 
using wet type electrolytic capacitors. ‘450 V.D.C. 

Cap. Nlfd. Replacement For Size—DIa. x Hghi. List 

10 4 to 12 mfd. 1 % X 8 $2.30 

20 16 to 20 mfd. 1 % x 3 2.70 

30 20 to 30 mfd. 1 % x 3 2.95 

40 30 to 40 mfd. I%x3 3.15 


Radio’s Master -- 18th Edition 

Page P-14 


TRADE DISCOUNT APPLIES TO LIST PRICES ONLY 


Copyright by U. C. P., Inc* 









TYPE PRS • DANDEES • TUBULAR ALUMINUM CAN ELECTROLYTICS 


NGLE E 


• Singles • Triples 

• Duals • Quads 

Tubular units encased in 

i aluminum containers es¬ 
pecially suited for compact 
assemblies. Single element 
units have solid wire leads. 
Dual, triple, and quad units 
are supplied with stranded 
wire leads and safety 
sleeves. 

The higher voltage listings 
meet the new radio and 
electronic circuit poten¬ 
tials, particularly in cath¬ 
ode-ray applications like 
television receivers and 
oscillographs. 

PRS units are normally 
supplied with etched foil, 
but plain foil is available. 
High-purity aluminum con¬ 
struction. Vented for ex¬ 
cessive gas pressures. 

LEMENT UNITS 

Size 


Cap Mfd. 

V.D.C.W. 

Diameter x Length 

List 

100 

6 

Hxiy4 

$1.20 

250 

6 


1.35 

500 

6 

kxi% 

1.55 

1000 

6 

if X 214 

1.90 

1500 

6 

I*x2y4 

2.10 

2000 

6 

1*X2% 

2.30 

100 

12 

Mxli/a 

1.20 

250 

12 

if X 1 % 

1.45 

500 

12 

if X 214 

1.70 

1000 

12 

i*xsyt 

2.25 

100 

15 

if X 11/2 

1.25 

250 

15 

+1x214 

1.55 

500 

15 

if X 214 

1.75 

10 

26 

X 114 

1.00 

16 

25 

^xiy4 

1.00 

25 

25 

^x ly, 

1.00 

50 

25 

if X 1 1/2 

1.10 

100 

25 

if X 1% 

1.35 

250 

25 

if x2i4 

1.70 

500 

25 

I*x2y2 

2.30 

10 

60 

^xiy4 

1.00 

20 

60 

if X 114 

1.00 

25 

60 

if XI 14 

1.05 

50 

60 

if Xl% 

1.20 

100 

50 

i|xl% 

1.40 

4 

150 

1 ^ 5 x 114 

1.00 

8 

150 

if X 114 

1.05 

12 

150 

if X 114 

1.10 

16 

150 

if X 11/2 

1.15 

20 

150 

if Xl% 

1.20 

24 

150 

if Xi% 

1.25 

30 

150 

ilxli/a 

1.30 

40 

150 

if xl% 

1.35 

50 

160 

if xl% 

1.40 

100 

150 

if X 214 

1.75 

150 

150 

1^5X3 

1.90 

4 

260 

if X 114 

1.00 

8 

250 

-f XI 14 

1.15 

12 

250 

-f xl% 

•1.25 

16 

250 

Ixiya 

130 

20 

250 

■1x11/2 

1.35 

40 

250 

f X 214 

1.55 

4 

350 

■ f X 114 

1.05 

8 

350 

if X 1 1/2 

1.20 

10 

350 

if xl % 

1.25 

12 

350 

if xl% 

1.30 

16 

350 

if xl% 

1.40 

24 

350 

i|xl% 

1.55 

4 

450 

if X 11/2 

1.15 

8 

450 

•Ixli/a 

1.25 

10 

450 

-f xl% 

1.30 

12 

450 

- f X 1 14 

1.35 

16 

450 

if Xl% 

1.40 

20 

450 

1^x1% 

1.55 

30 

460 

iT^x2y, 

1.70 

40 

450 

I*x2i4 

1.80 

50 

450 

1 X 3 

2.10 

80 

450 

l'fex3% 

2.80 

8 

500 

vf X 3 if 

2.30 

10 

500 

• :f X 3 

2.45 

12 

500 

if X 3 

2.50 

16 

500 

l-j’^r X 3 

2.55 

8 

600 

■ f X 3 

2.75 

10 

600 

if X 3 

2.95 

12 

600 

liiET X 3 

3.10 

16 

600 

li’iff X 3 

3.25 

8 

700 

if X 3:^5 

3.00 

10 

700 

life X 3 

3.50 

12 

700 


3.75 

16 

700 

1t^ X 3 

4.50 


DUAL DANDEES 
Common (Dual-Element Units) Negative 


Cap. Mfd. 

V.D.C.W. 

Size—Diameter x Length 

List 

10-10 

25 

if X 114 

$1.40 

10-10 

50 

if X 1 ya 

1.40 

8-8 

150 

if xl% 

1.50 

8-16 

150 

if x2% 

1.55 

20-20 

150 

if xl% 

1.65 

20-30 

150 

if X 21/4 

1.70 

20-40 

150 

if xl% 

1.75 

30-30 

160 

if xl% 

1.80 

30-40 

150 

if X 214 

1.80 

30-50 

160 

if x2y. 

1.95 

40-40 

160 

if x2^ 

r .80 

40-80 

150 

if x2% 

2.20 

50-30 

160 

if X 214 

1.95 

50-50 

160 

if X 214 

2.10 

80-40 

150 

if x2% 

2.25 

100-100 

160 

1 * X 314 

3.20 

8-8 

200 

if xl% 

1.50 

8-16 

200 

if x2% 

1.60 

16-16 

200 

if xl% 

1.70 

30-30 

200 

if X 214 

2.15 

8-16 

250 

if xl% 

1.65 

10-10 

250 

if xl% 

1.65 

16-16 

260 

if X 214 

1.70 

20-20 

250 

if X 2 14 

1.85 

30-30 

260 

if X 214 

2.25 

8-8 

450 

if X 214 

1.70 

8-16 

450 

if X 214 

2.00 

10-10 

460 

if X 214 

1.85 

16-16 

450 

1 X 2 14 

2.25 

20-20 

450 

1 * X 8 14 

2.50 

*30-30 

450 

1% x2% 

3.00 

*40-20 

450 

1 % X 2 % 

2.95 

*40-40 

450 

1% x3y4 

3.35 

* Supplied in 

paper cases only. 




TRIPLE 

DANDEES 



(Triple-Element Units) 


Cap. Mfd. 

V.D.C.W. 

Size—Diameter x Length 

List 


20 - 20-20 

30-20-10 

30-30-30 

40-20-20 

40-30-20 

40-40-40 

50-30-10 

50-30-20 

80-40-20 


Type 

PRS 64D20A 
PRS S6D4A 
PRS 106D20A 
PRS 106D50A 
PRS 1010D4A 


150 

150 itxl% 

150 iix2iA 

150 i|x2i4 

150 it x 2 14 

150 1 ^x 214 

150 it X 2 14 

150 1 ^x 214 

150 1^x2V2 

TYPE PRS MULTIPLES 
(Common Negative) 


Cap. Nlfd. X V.D.C.W.^ 

30-20 X 150 -f 100 X 25 
40-30 X 150 -t- 20 X 25 
50-30 X 150 -f 100 X 25 
60-30 X 150 + 250 X 25 
60-50 X 150 -1- 20X25 



.C.W. Size—Dia. x Lgth. 

0X25 it X 214 

0X25 it X 214 

0X25 I*x2i4 

0X25 l*x2% 

0X25 I*x2i4 

TYPE PRSB 

DUAL ELEMENT ^ 4 L 


TYPE PRS-B 150 
150V.D.C.W. 200v Surge Peak 

Can Size 

Cap. Mfd. Dia. x Lgth. List 

20-20 1 x2i4 $2.05 

20-40 1 X 3 2.20 

TYPE HCLV 


CAPACITY 



TYPE PRS-B 450 
450V.D.C.W. 500v Surge Peak 

Can Size 

Cap. Mfd. Dia. x Lgth. List 

8-8 1x3 $2.15 

8-16 1 Vs X 3 14 2.45 

16-16 1 % X 3 i/a 2.80 

TYPE PRS-B 250 
250V.D.C.W. 300v Surge Peak 

8-16 1 x2y2 2.10 

16-16 1 X 3 2.20 

Type HCLV12—-12 V.D.C.W. 

Size 


Cap. Mfds. 

Dia. X Hght. 

List 

500 

li^xS 

$2.70 

1000 

It^ X 3 ^ 

3.25 

2000 

ItC X 4 14 

3.65 

3000 

2:^x4y2 

4.55 

4000 

2 / 5 x 414 

4.75 


Type HCLV18~18 V.D.C.W. 


VOLTAGE 


High capacity—low voltage units used 
in electric fence control and other 
applications requiring these capacity- 
voltage values. Unit supplied with 
outer insulating tube and mounting 
ring. External tube sizes indicated 
below. 


500 

X 3 

3.00 

1000 

X 4 ^ 

3.80 

2000 

1/^ X 4 14 

4.75 

4000 

2')^ X 4 % 

8.45 


Type HCLV25—25 V.D.C.W 


500 

X 3 

330 

1000 

It? X 4 14 

4.30 

2000 

2/5x3y2 

5.25 

3000 

2 ^ 5 x 414 

8.00 

4000 

2T%x4y2 

9.50 

Type 

HCLV50—50 

V.D.C.W. 

1000 

2 / 5 x 3 % 

6.50 

2000 

2t%x4% 

8.60 
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CAP AC I TO R S 


^RESISTORS 


TYPE PRYC 


TYPE E 


TYPE G 



Cleat-Mounting 

Metal-Gan 

Capacitors 

Originally designed 
by Aerovox. Replaces 
other electrolytics re¬ 
quiring mounting hole 
in chassis. Installed 
in a jiffy by center 
screw and metal cleat. 
Separate sections, two 
leads each section. 
Coded leads. 


TYPE PRVC 600 
600V.D.C.W. Single Section 
Size 

Cap. Mfds. Dia. x Hght. List 

4 1 % X 4 $2.95 

g 1 Va X 4 3.15 

16 11/2x4 3.75 

TYPE PRVC 475 
475V.D.C.W. Single & Double 
8 l%x3 2.75 

12 l%x3 2.95 

16 1 % X 3 3.15 

g-g 1 % X 4 4.10 

^ TYPE PRVC 450 • 

450V.D.C.W. Single Section 
4 1 % X 3 2.00 

g 1 % X 3 2.20 

10 l%x3 2.30 

12 l%x3 2.40 

16 1 % X 3 2.45 

20 1 % X 3 2.70 

30 1 % X 3 3.00 

40 1 % X 3 3.15 

80 1 % X 4 4.90 

TYPE PRVC 450 
Double Section 

g-g 1 % X 4 3.00 

g-16 1 % X 4 3.30 

10-10 1 % X 4 3.10 

12-12 1 % X 4 3.20 

16-16 l%x4 3.55 

20-20 1 % X 4 3.80 

TYPE PRVC 450 
Triple Section 

g-g-g 1 % X 4 5.00 

10-10-10 1 % X 4 5.30 

TYPE B T 



DRAWN-CASE 

"BATHTUB’* 

Designed for rigid 
mounting in mini¬ 
mum space. Extra 
sturdy construction, 
immersion proof. 


Cap. Mfd. 

TYPE BT500 

500 V.D.C.W. 

L. X W. X H. 

List 

4 

2 X 2 X 1 Vs 

$4.70 

8 

2 X 2 X 1 Vs 

4.85 

8 

TYPE BT450 

450 V.D.C.W. 

l%xl xl 

4.25 

12 

1 % X 1 VL X 1 

4.75 

16 

2 X 1 3^ X 1 

5.00 

8 

TYPE BT350 

350 V.D.C.W. 

13^x1 X % 

3.70 

12 

13^x1 X Vs 

4.20 

16 

1 3^ X 1 X 1 

4.40 

20 

134 X1V= XlVs 

4.60 

8 

TYPE BT150 

150 V.D.C.W. 

1 34 X 1 X Vs 

2.75 

12 

1 % X 1 X Vs 

2.80 

16 

134x1 X Vs 

2.85 

24 

1 34 X 1 X Vs 

3.00 

30 

1 34 X 1 X 1 

3.10 

40 

1 34 X 1 X 1 

3.20 

10 

TYPE BT50 

50 V.D.C.W. 

134x1 X Vs 

2.65 

25 

1 34 X 1 X Vs 

2.75 

50 

1 % X 1 X Vs 

3.00 

10 

TYPE BT25 

25 V.D.C.W. 

l%xl X Vs 

2.60 

25 

1 84 X 1 X Vs 

2.70 

50 

134x1 X Vs 

2.80 


Upright or 
Inverted Mounting 
Capacitors 

Can be mounted in 
any position with 
ring-type clamp pro¬ 
vided with unit. Single 
or multiple elements. 
Two terminals on 
singles, three on dual, 
and 4 terminals on 
triple element units. 


SiNGLE ELEMENT 
TYPE E475 

475 V.D.C.W. 525 V. Surge Peak 



Can Size 


Cap. Mfds. 

Dia. X Hght. 

List 

4 

13/8 X 214 $2.20 


TYPE E450 


450 V.D.C.W. 500 V. Surge Peak 


4 

1% x2i4 

2.15 

8 

1% x2i4 

2.25 

10 

1% x2i4 

2.30 

12 

1% x2i4 

2.35 

16 

1% x2i4 

2.40 

20 

1% x2i4 

2.55 

30 

1% x2i4 

2.70 

40 

1% x234 

2.75 

80 

1 % X 414 

3.80 


TYPE E5G 


50 V.D.C.W. 75 V. Single Peak 


10 

1 xl% 

2.00 

25 

1 XI 84 

2.05 


TYPE E25 


25 V.D.C.W. 40 V. Surge Peak 


10 

1 XI 34 

2.00 

25 

1 X 1% 

2.00 


DUAL ELEMENT 



TYPE E450 


450 V.D.C.W. 500 V. Surge Peak 


8-8 

I%x2i4 

3.25 

8-16 

1% x2i4 

3.50 

10-10 

I%x2i4 

3.35 

12-12 

1% x2i4 

3.45 

16-16 

1% x2% 

3.80 

20-20 

1% x234 

4.05 


TRIPLE ELEMENT 



TYPE E450 


8-8-8 

1% x2i4 

3.90 

10-10-10 

I%x2i4 

4.10 



TYPE G L S 

Midget Screw- 
Mounting Wire- 
Lead Capacitors 

Similar to Type 
GL. Smaller, di¬ 
ameter cans and 
minimum length. 
Best for compact 
assemblies. 



TYPE GLS450 
SINGLE-ELEMENT 
450 V.D.C.W. 500 V. Surge Peak 


Cap. Mfds. 

Can Size 

Dia. X Hght. 

List 

4 

1 x2:^ 

$2.00 

8 

1 x2U 

2.20 

12 

1 xS% 

2.40 

16 

1 x3% 

2.45 

S-S 

TYPE GLS450 
DOUBLE-ELEMENT 

13/8 X 3 

3.00 


TYPE GLS250 
SINGLE-ELEMENT 



250 V.D.C.W. 300 V. Surge Peak 


4 

1 

x2r\ 

1.40 

8 

1 

x2U 

1.65 

12 

1 

x2U 

1.75 

16 

1 

X 314 

1.80 


Insulated 
Screw-Mounting 
Capacitors 

Hermetically - sealed 
aluminum can unit, 
threaded cover with 
hex nut and washer 
for convenient mount¬ 
ing on chassis. 
Washer can be used 
to insulate can from 
chassis. Terminals 
molded in cover. 
Cathode connection 
through terminal in 
cover. 

TYPE G475 
SINGLE ELEMENT 
475 V.D.C.W. 525 V. Surge Peak 
Can Size 


Cap. Mfds, 

. Dia. X Hght. 

List 

4 

1% x2i4 

$2.20 

8 

1%x2V4 

TYPE G450 

2.30 

450 

V.D.C.W. 500 V. Surge Peak 

4 

1% x2i4 

2.15 

8 

1% x2i4 

2.25 

10 

1% X214 

2.30 

12 

1% x2i4 

2.35 

16 

I%x2i4 

2.40 

20 

1% x214 

2.55 

30 

1% x2i4 

2.70 

40 

1 % X 2 34 

2.75 

80 

1 % X 414 

TYPE G450 
DUAL-ELEMENT 

2.80 

8-8 

1% x2i4 

3.25 

8-16 

1% x2i4 

3.50 

10-10 

1% x2i4 

3.35 

12-12 

13/8 X214 

3.45 

16-16 

1% X234 

3.80 

20-20 

13/8 X 234 

4.05 


TYPE G L 
SCREW-MOUNTING WIRE-LEAD 
CAPACITORS 

Inverted mounting, aluminum can unit in 
single, double and triple elements. Two sep¬ 
arate color-coded leads, 5" long brought out 
from each section. Convenient mounting with 
palnut and threaded neck. 

TYPE GL600 
SINGLE-ELEMENT 
600 V.D.C.W. 750 V. Surge Peak 
Can Size 


Cap. Mfds. 

Dia. X Hght. 

List 

4 

13/8X4 

$2.95 

8 

1% x4V2 

3.15 

16 

1 % X 4 % 

TYPE GL475 
SINGLE-ELEMENT 

3.75 

475 V.D. C. W. 525 V. Surge Peak 

8 

1 % X 3 

2.75 

12 

13/8X3 

2.95 

16 

13/8X3 

TYPE GL475 
DUAL-ELEMENT 

3.15 

8-8 

1% x4 

TYPE GL450 
SINGLE-ELEMENT 

4.10 


450 V.D.C.W. 500 V. Surge Peak 


4 

13/8X3 

2.00 

8 

13/8X8 

2.20 

10 

1 % X 3 

2.30 

12 

13/8X3 

2.40 

16 

13/8x3 

2.45 

20 

1 % X 3 

2.75 

30 

13/8X3 

3.00 

40 

1% X3 

3.15 

80 

1 % X 4 

TYPE GL450 
DUAL-ELEMENT 

4.90 

8-8 

1 % X 4 

3.00 

8-16 

1 % X 4 

3.30 

10-10 

13/8 X4 

3.10 

12-12 

1 % X 4 

3.20 

16-16 

1 % X 4 

3.55 

20-20 

13/8 X4 

TYPE GL450 
TRIPLE-ELEMENT 

3.80 

8-8-8 

13/8X4 

5.00 

10-10-10 

13/8 X 4 

5.30 
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DURANITE MOLDED TUBULAR CAPACITORS 


TYPE P-88 


Toughest capacitors ever offered for radio-electronic equipment. DURANITE capacitors are entirely new—in design, impregnant, 
processing, and casing. New technique glove-fitting contact and seal throughout. DURANITE provides a permanent, non¬ 
varying, rock-hard casing, does not dry out, does not develop cracks or fissures. Pig-tail leads firmly imbedded, won’t pull out, 
won’t work loose. Moisture-proof; operate from sub-zero to over 212®F. Exposure to temperatures of 250°F. will not impair 




200 

Volts 

400 

Volts 

600 

Volts 

1000 Volts 

1600 Volts 

Mlfds. 

Size 

List 

Size 

List 

Size 

List 

Size 

List 

Size 

List 

.001 





A 

.25 

A 

.50 

B 

.60 

.0015 





A 

.25 

A 

.50 

B 

.60 

.002 





A 

.25 

A 

.50 

B 

.60 

.0022 





A 

.25 

A 

.50 

B 

.60 

.003 





A 

.25 

B 

.50 

B 

.60 

.0033 





A 

.25 

B 

.50 

B 

.60 

.004 





A 

.25 

B 

.50 

B 

.60 

.0047 





A 

.25 

B 

.50 

D 

.60 

.005 





A 

.25 

B 

.50 

D 

.60 

.006 



A 

.25 

C 

.25 

B 

.50 

D 

.60 

.0068 



A 

.25 

B 

.25 

B 

.50 

D 

.65 

.007 









E 

.65 

.0075 



A 

.25 

D 

30 

B 

.50 

E 

.65 

.008 









E 

.65 

.01 



A 

.25 

D 

.30 

B 

.50 

E 

.65 

.015 

A 

in 

Cj 

B 

.25 

D 

.30 

D 

.50 

E 

.65 

.02 



B 

.25 

D 

30 

E 

.50 

F 

.65 

.022 



B 

30 

D 

.30 

E 

.50 

F 

.65 

.025 



B 

.30 

D 

.35 

E 

.50 

F 

.65 

.03 



B 

.30 

E 

.35 

E 

.50 

F 

.65 

.033 



B 

30 

E 

.35 

E 

.60 

F 

.70 

.04 

B 

.30 



E 

.35 

F 

.60 



.047 

B 

.30 

D 

.30 

E 

.35 

F 

.60 



.05 

B 

.30 

D 

.30 

E 

.40 

F 

.60 



.06 





F 

.40 





.068 

C 

.35 

E 

.35 

F 

.40 

F 

.70 



.075 

C 

.35 

E 

.35 

F 

.45 





.1 

C 

35 

E 

.35 

F 

.45 





.15 

E 

.40 

F 

.40 







.22 

.25 



F 

F 

.45 

.45 

Size 


Length x Dia. I Size 

Length x Dia. | 

.33 

F 

.50 



A 


lys X 


1% 

xM 

.47 

F 

.60 



B 


1% X 

M E 

1% 

X ff 

.5 

F 

.60 



C 


lyg X 

M F 

2 

X U 


AEROCON MINIATURE CAPACITORS •TYPE P-85 

SIZE: Diameter x Length 


CAP. 




MFD. 

200 VDCW 

LIST 

.00025 

A X 

A 

$35 

.0005 

A X 

A 

.35 

.001 

A X 

A 

.35 

.0015 

A X 

A 

.35 

.002 

A X 

A 

.35 

.0022 

A X 

A 

.35 

.003 

A X 

A 

35 

.0033 

Ax 

A 

.35 

.004 

Ax 

A 

.35 

.0047 

A X 

A 

.35 

.005 

A X 

A 

.35 

.006 

A X 

A 

.35 

.0068 

14 X 

A 

.40 

.01 

14 X 

% 

.40 

.015 

A X 

% 

.45 

.02 

A X 

if 

.45 

.022 

A X 

% 

.45 

.03 

A X 

if 

.45 

.033 

Ax 

if 

.50 

.04 

A X 

if 

.50 

.047 

A X 

if 

.50 

.05 

Ax 

if 

.50 

.068 

% Xl 

.55 

.1 

fl X 1 

.60 

TYPE 

8 4 

L 0 


400 VDCW 

T^X % 

^ X H 
Ax H 
Ax 

Ax H 
Ax H 

A X 

A X H 

A X A 
A X % 

Ax % 

% X % 

V 4 X 8/4 
% X if 
Ax % 
Ax % 
Ax % 
Ax if 
A X 1 
X 1 
Axi 
A X 1 

A X 1 A 
A X 1 A 


600 VDCW 

Ax % 
Ax H 
A X if 
A X if 

X A 
% X if 
Ax if 
Ax if 
Ax 34 
Ax % 
A X % 
Ax % 
Ax if 
Ax 7s 
f f X 1 
% X1A 
% xlVs 
A X1 % 
A X 1 A 
A X 1 A 

Axi% 

Va Xl% 

A X 114 
Ax 11/4 



The new, tiny, Aerolene-impregnated tubular unit. Duranite 
endfill excludes humidity. Designed especially for personall 
radios, hearing aids and electronic assemblies requiring good 
performance and minimum size. 


Cap. Mfd. 
.25 

.5 


TYPE P-85 

SIZE: Diameter .x .Length 


A X iVs 

% X IVs 


VOLTAGE TUBULAR PAPER CAPACITORS 



LO-VOLTAGE TYPE 84 

Lo-voltage, type 84 units are wax-impreg¬ 
nated, wax-sealed capacitors in paper cases. 
These capacitors are available with HYVOL 
H impregnation for operation at tempera¬ 
tures from 70°C. up to 85°C. For over 
600 VDC, and 85 ^C. operation units are 
available with HYVOL M impregnation. 
Units are obtainable with a radial mount¬ 
ing band on request at extra cost. 

WAX-IMPREGNATED WAX-SEALED 
CARDBOARD TUBULAR CAPACITORS 


CAP. MFD. 

400 VDCW 

LIST 

600 VDCW 

LIST 

.001 

% xiy8 

$.23 

%xiy8 

$.23 

.002 

% xiy8 

.23 

% X 1 % 

.23 

.003 

% xiy8 

.23 

% xiys 

.23 

.004 

% xiy8 

.23 

% xiys 

.23 

.005 

% xll4 

.23 

% xll4 

.23 

.006 

% xll4 

.23 

% xil4 

.23 

.0075 

% Xll4 

.23 

% Xll4 

.27 

.01 

% Xll4 

.23 

% Xll/t 

.27 

.015 

% Xll4 

.23 

A X 1 14 

.27 

.02 

% xll4 

.23 

A X 11/4 

.27 

.025 

% xli/a 

.27 

A X114 

.32 

.03 

% xli/a 

.27 

A X 1 14 

.32 

.04 



Ax 11/2 

.36 

.05 

A X114 

.27 

1/2 Xl% 

.36 

.06 

1 / 2 x 11/2 

.32 

A X 114 

.36 

.075 

1/2 xli/a 

.32 

A X 11/2 

.41 

.1 

A xiy2 

.32 

A X 1 % 

.41 

.15 

A X 1 

.36 

% x2 

.45 

.2 

% X2 

36 

if x2 

.50 

.25 

if X 2 

.41 

% x2 

.50 

.5 

78 X 2 

.54 

1 X214 

.72 

1.0 

lA x21/2 

.81 

114 X 21/3 

1.13 


1000 VDCW 

% xlVs 
% X 114 
% Xiy4 
% X 11/4 
A X 1 
A X1 y, 

A X 1 % 

A X 1 % 

V 2 X 1 1/2 

1/2 Xiy 2 
A X 1 
% X 11/2 

A X 2 
% x2 
A X 2 
% x2 

% X 21/8 

1 x2y8 

1 A X 2 A 


1600 VDCW LIST 

Ax 11/4 $.50 

A X 114 -50 

A X 114 .50 

A X 11/2 .50 

1 / 2 x 11/2 .50 

1/2 X 1 1/2 .50 

1/2 Xiy 2 .54 

A X 114 .54 

%xiy2 .54 

A X 2 .54 

A X 2 .54 

% X 2 .63 

if X 2 .68 

7/8X21/8 .72 

1 X 2 A -81 

l%x2A -90 
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VOLTAGE • TYPE 


TUBULAR PAPER CAPACITORS 



Hi-voltage type 84 oil impregnated, tubular capacitors are 
compact high-grade units. Overall wax dipped for high re¬ 
sistance to humidity. 

Units rated from 2500 VDOW and up are designed to meet 
the elevated peaks and transients encountered in television 
and other cathode-ray tube applications and to reduce the 
effects of corona. 

These high-voltage units are encased in cardboard tubes with 
tinned wire leads, and have an improved end-seal for longer 
life under operating conditions to which they are subjected. 
Supplied with radial mounting band at no extra cost. 


2500 VDC 

X 1 % 

X 1 1/2 
X 1 1/2 
X 1 1/2 
X 1 % 

y2 xi% 

X 1 7/8 

% x2y8 

% X2% 

1 X 2% 

1 xsys 


7500 VDC 

A X 1 % 

X 1 % 
V 2 X17/8 
H X17/8 

% X2% 
% X2% 

1 X27/8 

1% XSS/g 


5000 VDC 

X 1 % 

^ xl% 

^5 X 1 % 

y2 xi% 

V 2 X2 
% x2 

if X 2 

1 x2% 

lys X3 


10000 VDC 

x2y8 

X2y8 
% x2y8 
if X 21/8 
if X 2 % 

1 X27/8 

1% X27/8 


6000 VDC 

Xl% 

A X 1 % 
ya xl% 

X 2 
% X 2 
if X 2 

x2y2 
lA x3 


’^5X2% 
if x23/8 

if X2% 

1 X 2 3/8 
1% X 27/8 

1% x3y8 


L FILLED PAPER TUBULAR CAPACITORS « TYPE 89 


CAP. MFD. 

400 

VDCW 

LIST 

600 

VDCW 

LIST 

1 1000 VDCW 

LIST 

2000 

VDCW 

LIST 

.001 

ih 

X 

lys 

$1.00 

M 

X 

lys 

$1.05 

fl 

X 

lys 

$1.20 

if 

X 

lif 

$1.40 

.002 

u 

X 

IVa 

1.00 

M 

X 

lyg 

1.05 

M 

X 

lys 

1.20 

if 

X 

lif 

1.40 

.OCMl 

a 

X 

lys 

1.00 

M 

X 

lys 

1.05 

M 

X 

lys 

1.20 

if 

X 

lif 

1.40 

.004 

u 

X 

lys 

1.00 

M 

X 

lys 

1.05 

fl 

X 

lys 

1.20 

if 

X 

lif 

1.40 

.005 

u 

X 

lys 

1.00 

M 

X 

lys 

1.05 

fl 

X 

lys 

1.20 

if 

X 

lif 

1.40 

.006 

u 

X 

lys 

1.00 

fi 

X 

lys 

1.05 

fl 

X 

lys 

1.20 

if 

X 

lif 

1.40 

.0075 

M 

X 

lys 

1.00 

fl 

X 

lys 

1.05 

fl 

X 

lys 

1.20 

if 

X 

lif 

1.40 

.01 


X 

lys 

1.00 

M 

X 

lys 

1.05 

fl 

X 

lys 

1.20 

if 

X 

lif 

1.40 

.015 


X 

lys 

1.10 


X 

lys 

1.10 

fl 

X 

1 V 4 

1.30 

if 

X 

lif 

1.45 

.02 

ft 

X 

11/4 

1.10 

ff 

X 

1 V 4 

1.15 

fl 

X 

1 % 

1.30 

if 

X 

lif 

1.50 

.03 

ft 

X 

1 V 4 

1.15 

fl 

X 

1 % 

1.20 

•^5 

X 

1 ^5 

1.30 

% 

X 

lif 

1.55 

.04 


X 

1 ^5 

1.15 

1% 

X 

iiV 

1.20 

% 

X 

1 tV 

1.30 

% 

X 

lif 

1.55 

.05 


X 

1 A 

1.15 

% 

X 

1 

1.20 

% 

X 

1 1% 

1.45 

% 

X 

2 1*5 

1.60 

.075 

% 

X 

lif 

1.20 

% 

X 

lif 

1.30 

if 

X 

lif 

1.55 

if 

X 

2^ 

1.95 

.1 

% 

X 

Iff 

1.30 

if 

X 

lif 

1.40 

if 

X 

lif 

1.65 

1 1*5 

X 

2^ 

2.20 

.25 

% 

X 

2 1*5 

1.60 

% 

X 

2 1*5 

1.85 

if 

X 

2^ 

2.20 





.5 

1 

X 

2* 

1.90 

1 ^ 

X 

2^ 

2.40 











CAP. 

MFD. 

2500 VDCW 

LIST 

3000 VDCW 

LIST 

3500 VDCW 

LIST 

4000 VDCW 

LIST 

5000 VDCW 

LIST 

.0005 

if X 1 

$1.50 

if X lif 

$1.65 

1 i*5 X 1 if 

$1.95 

1 X 1 if 

$2.20 

1 fg X 1 if 

1 ^ X 1 if 

$2.50 

.001 

if X 1 ^g- 

1.50 

if X 1 if 

1.65 

11*5 X 1 if 

1.95 

xlif 

2.20 

2.50 

.005 

if X 1 if 

1.50 

if X 1 if 

1.65 

xlif 

1.95 

lt*ff X 2^ 

2.20 

1 X 2 fg 

2.50 

.01 

if X lif 

1.50 

if xl|-f 

1.65 

x2-h 

1.95 

1 t*g X 2 

2.20 

1 l"g X 2 if 

2.50 

.02 

if X 

1.65 

if x2^ 

1.80 

11*5 X 2 

2.10 

1X 8 ^ 

2.35 

1X 2 i f 

2.65 

.03 

if X 2 iV 

1.75 

1 1*5 X 2 ^ 

1.95 

lt*5 x2if 

2.20 

x2if 

2.50 

1 X 3 

2.75 

.05 

if x2if 

1.95 

1 X 2 if 

1 1^5 X 2 if 

2.10 

1 t*g X 3 

2.35 

x3i*g 

2.65 

life X 4:ftr 

2.90 

.1 

ll*5 x3-fe 

2.65 

2.90 

i 1 ^ X 3 

3.20 

x4if 

3.45 




Immersion-proof, oil-impregnated, oil-filled 
units In handy, space-saving tubes. Ideal 
for vibrator applications, coupling and by¬ 
pass functions in transmitters,! high-voltage 
and in test equipment. Fully sealed against 
oil leakage or moisture penetration. Case 
is insulated, not connected to the capacitor 
section. Supplied with mounting strap and 
outer insulating tube. 


1 ^ X 2 
1^x2-:^ 
x2H 
1 ife X 8 
1 ^ X 3 
1X 3 If 
1^x5^ 


TELEVISION CAPACITORS 


TYPE 



TYPE 38 
OIL FILLED METAL-CASED 


Cap. Mfd. 
.0005 
.001 
.005 
.01 
.05 


6000V.D.C. 

1 X 1 f f 
1 ^ X 1 if 
1 tV X 2 tV 
11*5 X 2 

1 ^5 X 3 


TYPE P 8 8 


MOLDED TUBULAR 

CAPACITORS 


Cap. Mfd. 

6000 V.D.C. 

List 

.0005 

If X 2 

$1.35 

.001 

If x2 

1.35 

.005 

If X 2 

135 

Cap. Mfd. 

10000 V.D.C. 

List 

.0005 

If X 2 

$1.50 



Vertical- 
Mounting Oil- 
Impregnated 
Oil-Filled 


TYPE 10 



ENERGY-STORAGE CAPACITORS • TYPE PX 


VDC 

NOMINAL 

TYPE 


PEAK 

CAP. MFD. 

NO. 

LIST 


22.5 Watt Seconds 


1500 

20 

PXIODI 

$15.00 


50.0 Watt Seconds 


2000 

28 

PX14D3 

22.00 


75.0 Watt Seconds 


2500 

24 

PX14D2 

22.00 

3000 

16 

PX18D1 

25.00 


100.0 Watt Seconds 


2500 

30 

PX15D1B 

37.00 

4000 

12.5 

PX20D1 

24.00 



SIZE: Len 
PXIODI 
PX15D1B 
ALL OTHERS 


Length x Width x Height 

2y2"x3%"x4%" 
4*"x3%''x6y2^' 
■RS 4*"x8%"x4%" 


■•Radio’s Master- 

n,i8 


•18th Edition 


Fof high-speed flash 
photogra^phy, flash 
signaling equipment, 
pulsing and other 
energy storage uses. 


TRADE DISCOUNT APPLIES TO LIST PRICES ONLY 


High-voltage, inverted or verti¬ 
cal, immersion-proof unit suit¬ 
able for such high-voltage cir¬ 
cuit applications as in television, 
cathode-ray tube power supplies, 
high-voltage rectifiers, or as a 
high-voltage by-pass capacitor. 

Mfd. 

2000 VDCW 
Hght. X Dia. 

List 

1.0 

2.0 

3% x2% 
5f4 x2f4 

$ 8.10 
10.00 

.05 

.1 

.25 

.5 

1.0 

3000 VDCW 

214 x2y4 

21/4 X 2 % 

314 X2^ 
3% x2y4 

514 x 214 

10.25 

11.00 

12.10 

13.20 

16.80 

.05 

.1 

.25 

4000 VDCW 

2% x2i4 
8%x2i4 
514 X 214 

9.90 

10.25 

11.55 

.03 

.05 

.1 

6000 VDCW 

2% x2y, 
8% x2i4 
4% x2y4 

13.20 

14.85 

18.15 


New immersion-proof unit, physi¬ 
cally interchangeable with the 
old single terminal type unit. 
One piece molded bakelite ter¬ 
minal assembly. Both terminal 
lugs insulated from container. 
SIZE: Height X Diameter 

PAP 

mfd! list 

TYPE 1510—1500 VDCW 
.5 2 % X 1 % $5.00 

1.0 41 / 2 x 1 Vs $5.45 

TYPE 1010—1000 VDCW 
1.0 2 7/8 x11/2 $4.20 

2.0 41 / 3 x 11/2 $5.45 

TYPE 610—600 VDCW 

2.0 2 % X 1 1/2 $4.55 

4.0 41 / 2 x 11/2 $6.25 
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AEROVOX HYVOLS* • TYPE 09 

Immersion-proof in sturdy rectangular metal can. High- 
voltage screw type pillar terminals fitted with solder¬ 
ing lugs. Use of “HYVOL” allows exceptionally com¬ 
pact size for capacity, working voltage, and safety 
factor. Intended for heavy-duty continuous service in 
transmitters, amplifiers, etc. Type MB bracket is sup¬ 
plied unless otherwise specified, except on units with 
base sizes 3%" x 3-3/16" and 3%" x 4-9/16" where Type 
MS bracket is supplied. MSB is available for all types 
upon request. 



600 VDCW 

1 1000 VDCW 1 

1 1500 VDCW 


2000 VDCW ! 


2500 VDCW 


Size 


Size 

1 

Size 



Size 



Size 


Cap. Mfds 

H.x W.x D. 

List 

H.xW.xD. 

List 

H.xW.xD. 

List 

H.xW.xD. 

List 

H 

. X W. X D. 

List 

.1 



2 X 1 if X 1 A 

$4.15 



2 

X 1 if X 1 A 

$6.60 




.25 



21/8X1 if X 1 A 

4.70 


i 

21/8 

X 1 if X 1 A 

7.15 




.5 

2 % X 1 If xli^g- 

$4.70 

2 % X 1 xf X 1 "A 

4.95 

2 % X 1 if X 1 A 

$ 6.35 

2 7/8 

X 1 if XlA 

7.45 

31/2 

x 21/2 XlA 

$11.55 

1.0 

2 Vs X 1 if X 1 

5.80 

2 % X 1 if X 1A 

6.35 

4 X 1 if X 1 A 

7.451 

33/8 

X 2 1/2 X 1 A 

9.10 

314 

X 3 % X 1 34 

13.20 

2.0 

2 % X 1 if X 1 tV 

7.15 

37/8x1 if X 1 A 

8.25 

4 Vs X 2 1/2 X 1 A 

10.451 

4 

X 3 % X 114 

10.75 

4% 

X 334 X 134 

21.45 

3.0 

3% xlif xl-]^ 

8.25 

31/2 x 21/2 xlA 

9.65 

4 % X 2 1/2 X 1A 

12.40 

434 

X 334 X 114 

13.20 




4.0 

3i4 x2i4 

9.10 

4% x 21/2 xlA 

10.45 

4 % X 3 % X 1 i4 

14.05 

37/8 

X 3 % X 214 

15.15 

4% 

X 8 % x 3 A 

30.00 

5.0 

4% x2% xl-j^ 

10.45 

3 7^ X 3 3^ X 11/4 

12.65 

43^ x334t xl% 

15.15 

434 

X 3 34 X 214 

16.80 




6.0 

4 % X 2 1/2 X 1 

11.30 

43/4 x3% Xiy4 

14.05 

4% x3% xl% 

17.05 

4% 

X 3 % X 3 A 

20.10 




8.0 

3 7/8X3 % X 11/4 

13.50 

434^ X 33/^ X 11/4 

15.15 

4 34^ X 3 34^ X 2 1/2 

20.90 

4% 

X 334 X 3 A 

25.05 




10.0 

4 % X 3 % X 1 

15.15 

4 % X 3 34 X 1 3^ 

16.80 

4 % X 3 % x3A 

25.05 

4% 

X 3 % X 4 x^g- 

30.55 

6% 

X 3 % X 4X 

75.10 

12.0 

4 % X 3 % X IY 2 

16.70 

37/8 X33,< x21/4 

18.15 

4 3^ X 3 3^ X 3 A 

27,25 

5% 

X 3 % X 4 x% 

33.30 




15.0 

4 % X 8% X 1%' 

18.50 

! 4 % X 8 % X 2 1/2 

20.10 

i 434^ X33/4 x4A 

30.00 

61/2 

X 3 % X 4 x% 

40.15 





3000 VDCW 1 

4000 VDCW 1 

1 5000 VDCW 1 

1 

6000 VDCW 


7500 VDCW 


Size 


Size 


Size 



Size 



Size 


Cap. Mfds 

H.x W.x D. 

List 

H.xW.xD. 

List 

1 H.xW.xD. 

List 

H.xW.xD. 

List 

H 

.X W.x D. 

List 

.1 

2 X 2 1/2 X 1 A 

$14.05 

23^ X 33^ X 214 

$25.05 

2% X 3% X 214 

$26.70 

33/8 

X 3 34 X 214 

$33.55 

37/8 

X 3 % X 214 

$47.30 

.25 

21/2 X21/2 Xlfff 

14.85 

2 % X 3 % X 214 

26.40 

3 3/8 X 3 34 X 214 

30.25 

4 % X 3 34 X 214 

41.80 

51/8 

X 3 34 X 2 14 

50.05 

.5 

3 7/8 X 2 1/2 X 1 

16.80 

3 % X 3 34, X 214 

30.00 

414 X 3 34 X 2 14 

33.30 

43/8 x3S4 x4A 

47.30 

51/8 

X 3 34 X 4 x^ 

54.20 

1.0 

3 7^ X 3 3/4 X 1 3^ 

20.10 

51/8 X334, x2i4 

36.85 

43/8 X 334 X 4A 

41.80 

8 

X 8 % X 4 

83.60 




2.0 

4 1/8 X 3 3/^ X 3 A 

25.05 

5 1/8 X 3 % X 4 j% 

46.75 

6 x 334 x 4A 

53.65 







4.0 

4% X 33^ X 4A 

36.85 

8 X 3 % X 4 T%- 

66.85 










Cap. Mfd. 


CT 

HYVOL* 

CAP AC IT 

List 

600 VDCW 

List 

1000 VDCW 

List 

$2.85 

1A 

$2.90 

1A 

$3.10 

2.90 

1 A 

3.10 

1 % 

3.15 

3.15 

1 % 

3.20 

1 % 

3.25 

3.20 

1 % 

3.25 

1 %. 

3.35 

3.25 

2 

3.35 

2 

3.65 

3.65 

21/2 

3.75 





Standard Width — Depth 


Compact, immersion-proof 
unit. Different base sizes 
make units adaptable for 
duals and triples. Even on 
single sections, different base 
sizes make units fit in par¬ 
ticular applications where 
Type 16’s do not fit. Type 
18CB is standard, but Type 
18CT (terminals on top) 
also available. 


Compact, immersion-proof 
unit, of minimum size and 
weight. Corrosion-proof metal 
container. Special immersion- 
proof terminals for severe at¬ 
mospheric and climatic condi¬ 
tions. Type 16CT is standard, 
but Type 16CB (terminals on 
bottom) units also available. 



CAPACITORS 

• TYPE 1 

8CB 




SINGLE-ELEMENT 




Cap. Mfd. 

400 VDCW 

List 

600 VDCW 

List 

1000 VDCW 

List 

.05 

1 

$3.15 

1 

$3.20 

1 

$3.35 

.1 

1 

3.25 

1 

3.35 

1 

3.45 

.25 

IV4. 

3.35 

1% 

3.45 

IV 2 

3.65 

.5 

IV2 

3.45 

lA 

3.70 

lA 

3.85 

1.0 

2 

3.85 

21/2 

4.00 




DUAL-ELEMENT 




.05-.05 

1 

$4.00 

1 

$4.20 

1 A 

$4.55 

.1 -.1 

IV4. 

4.15 i 

1 % 

4.30 

1 V 2 

4.90 

.25-.25 

IVz 

4.30 1 

lA 

4.55 

lA 

5.00 

.5 -.5 

2 

4.70 1 

21/2 

4.95 




TRIPLE-ELEMENT 




.05-.05-.05 1 

1 

$4.95 

1 A 

$5.00 1 

1 % 

$5.90 

.1 -.1 -.1 

iVz 

5.30 

1 V 2 

5.95 

1 % 

6.85 

.25-.25-.25 1 

2 

5.70 

21/2 

6.85 1 



Standard Width 1 %" • 


ATHTUB CASE HYVOL CAPACITORS • TYPE 30 

SIZE: Length x Width x Height - 

SINGLE-ELEMENT 


Cap. Mfds. 


400 VDCW 

List 


600 VDCW 

List 


1000 VDCW 

List 

.05 

1% 

X 

1 

X 

% 

$1.95 

1 % 

X 

1 

X 

% 

$2.85 

1 % 

X 

1 

X 

% 

$3.05 

.1 

1% 

X 

1 

X 

% 

2.20 

1 % 

X 

1 

X 

% 

2.90 

1 % 

X 

1 

X 

% 

3.15 

.25 

1% 

X 

1 

X 

% 

2.50 

1 % 

X 

1 

X 

% 

3.10 

1 % 

X 

1 

X 

% 

3.25 

.5 

1% 

X 

1 

X 

% 

2.65 

1 % 

X 

1 

X 

Vs 

3.30 

2 A 

X 


X 

% 

3.50 

.75 

2 A 

X 

ii4 

X 

% 

2.95 

2A 

X 

1V4: 

X 

% 

3.50 

2 

X 

1% 

X 

% 

4.20 

1.0 

2 

X 

1 % 

X 

A 

3.15 

2 

X 

1% 

X 

% 

3.75 

2 

X 

1% 

X 

1 

4.40 

2.0 

2 

X 

2 

X 

IVs 

3.95 

2 

X 

2 

X 

1 A 

5.00 








DUAL-ELEMENT 


.05- .05 

1% 

X 

1 

X 

% 

$3.05 

\1% 

X 

1 

X 

% 

$3.65 

1% 

X 

1 

X 

% 

$3.85 

.1 - .1 

1 % 

X 

1 

X 

% 

3.30 

1 % 

X 

1 

X 

% 

3.70 

1% 

X 

1 

X 

% 

3.95 

.25- .25 j 

1 % 

X 

1 

X 

Va 

3.60 

1 % 

X 

1 

X 

% 

3.75 

2 A 

X 

1^4 

X 

% 

4.20 

.5 - .5 

2 

X 

1% 

X 

A 

4.15 

I 2 

X 

1 % 

X 

7s 

4.30 

2 

X 

1% 

X 

1 

5.45 

1.0 -1.0 1 

2 

X 

2 

X 

IVs 

4.95 

2 

X 

2 

X 

1A 

5.30 













TRIPLE-ELEMENT 









.05-.05-.05 1 

1 1% 

X 

1 

X 

% 

$3.85 

1 % 

X 

1 

X 

% 

$4.05 1 

1% 

X 

1 

X 

A 

$4.25 

.1 -.1 -.1 

1% 

X 

1 

X 

A 

4.00 

1 % 

X 

1 

X 

A 

4.20 

1% 

X 

1^4 

X 

% 

4.55 

.25-.25-.25 1 

1 2 , 

X 

1% 

X 

% 

4.40 

2 

X 

1% 

X 

% 

4.75 1 

2 

X 

2 

X 

1 

5.50 



A compact superior-grade oil-impregnated, 
oil-filled, drawn-metal case capacitor. Her¬ 
metically sealed, immersion-proof. Built for 
severe operating conditions as in aircraft, 
police, broadcast, public address and other 
types of communications equipment. 

The Aerovox-designed terminals are construc¬ 
ted with “doublerubber bakelite" insulators 
permanently riveted to the case, and make a 
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CAPACITORS 


RESISTORS 



TYPE 20 • HIGH VOLTAGE TRANSMITTER CAPACITORS 

High quality oil-capacitors designed to meet the exacting service require¬ 
ments of communications and electronic equipment, and general DC appli¬ 
cations in industrial equipment. Single capacitors or parallel grouped 
capacitors available in ratings from 6000 to 50,000 VDCW. These units 
consist of precision wound, adequately insulated sections connected in 
parallel and assembled in heavy, welded copper bearing steel tanks, de¬ 
signed to expand or contract with changes in temperature. Finished in 
long lasting dark grey lacquer. Heavy duty, wet process porcelain insulator 
assemblies are gasketed, pressure sealed, and oil-filled to' prevent internal 
creepage and corona. The assembled units are heat vacuum dried, vacuum 
impregnated with Aerovox Hyvol and hermetically sealed for long life 
under exacting, operating conditions. Single units rated at 30 KV or less 
are normally supplied with the capacitor element insulated from ground. 
Type 20 units not carried in stock but are built to order. Submit full appli¬ 
cation information when ordering. 


SIZE: Height x Width x Depth 


" CAP. 






1 






1 







MFDS. 

.1 

6000 VDCW 

LIST 

7500 VDCW 

LIST 

10,000 VDCW 

LIST 

12,500 VDCW LIST 

.2 

.25 



















.5 






11 

X 

8 

X 

4 

$ 83.00 







11 X 8 X 4 $184.00 

1.0 






11 

X 

8 

X 

4 

108.00 

11 

X 

8 

X 

4 

$217.00 

11 X 12 X 4 233.00 

1.5 


















2.0 

XI 

X 

8 

X 4 

$150.00 

11 

X 

8 

X 

4 

166.00 

11 

X 

12 

X 

4 

275.00 

13 X 12 X 6 292.00 

3.0 


















4.0 

11 

X 

12 

X 4 

184.00 

13 

X 

12 

X 

4 

250.00 

13 

X 

12 

X 

6 

336.00 


5.0 

11 

X 

12 

X 4 

208.00 







13 

X 

12 

X 

6 

368.00 

16x12x91^ 551.00 

6.0 

13 

X 

12 

X 4 

233.00 

18 

X 

12 

X 

6 

300.00 







10.0 

0.25-0.25 

13 

X 

12 

X 6 

290.00 














0.5-0.5 



















CAP. 






1 






1 







MFDS. 

15,000 VDCW 

LiST 

20,000 VDCW 

LIST 

25,000 VDCW 

LIST 

37,500 VDCW 50,000 VDCW 

.1 

















$217.00 i 

13x13 %x4 13 x 131 / 2 x 4 

.2 





$175.00 







11 

X 

12 

X 

4 

13x13 y 2 x 6 16xl3yax8i/2 

.25 

11 

X 

8 

X 4 

11 

X 

8 

X 

4 

$208.00 

11 

X 

12 

X 

4 

292.00 

15x131/2x81/^ 16x151/^x16 

.5 

11 

X 

12 

X 4 

208.00 

11 

X 

12 

X 

4 

267.00 

11 

X 

12 

X 

6 

317.00 

16x131/2x16 

1.0 

13 

X 

12 

X 4 

292.00 

13 

X 

12 

X 

6 

359.00 

15 

X 

12 

X 

91/2 

475.00 

1.5 






16 

X 

12 

X 

9% 

484.00 




TYPE 12520 VD 

2.0 

16 

X 

12 

X 9% 

384.00 

15 

X 

12 

X 

OVa 

576.00 







26,000 Volts Output 

3.0 

16 

X 

12 

X 9% 

526.00 





1011.00 







(12,500-—12,500 Volts) 

4.0 






15 

X 

14 

X 

16 







Dual IJnits 

5.0 

6.0 

10.0 


















(For Voltage-Doubler 


















Circuits) 

0.25-0.25 


















11 X 8 X 4 11 X 12 X 4 

0.5-0.5 

. 


— 




— 

— 
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PRICES ON REQUEST 


HIGH TEMPERATURE METALLIZED — PAPER CAPACITORS 



Capacity 


.01 

.02 

.03 

.05 

.1 

.25 

.5 

1.0 

2.0 


Sizes given are D x L 
400 Volt 
size List 

% X H $1.35 


200 Voit 


Size 

List 

X ^ 

$1.30 

% X H 

1.40 

V4, X H 

1.50 

% X II 

1.60 

X II 

1.75 

% X U 

2.00 

M X 1 ^ 

2.50 

X 1 

3.00 

% xli/a 

4.00 



1.45 

% X k 

1.55 

% X U 

1.65 

% X 1 ^ 

1.80 

A X 1 ^ 

2.10 

% X 1% 

2.85 

k X 17/8 

3.50 

11 X 2% 

5.50 


600 Volt 


Size 

List 

^ X 


$1.45 

% X 


1.55 

M X 


1.65 

Jl X 

H 

1.75 

If X 


1.90 

% X 

1 ^ 

2.25 

ll X 

IV 2 

3.00 

li X 

1 % 

4.00 

11 X 

2 % 

6.00 


TYPE P92ZN 

Aerovox type P92ZN 
Aerolene impregnated 
metallized - paper capaci¬ 
tors are modified plastic 
tubular type, Duranite end- 
sealed capacitors in paper 
cases. Operating tempera¬ 
ture range is -30®O to 
-f-lOO^C. 

Standard Tolerances ±20%. For lower tolerances, ask for 
quotations. 



TYPE P30ZN 



HIGH TEMPERATURE METALLIZED — PAPER CAPACITORS 

Sizes given are L x W x H 


Capacity 


200 Volt 


List 


400 Voit 


List 


600 Volt 


List 

.1 

1 % 

X 1 

X 

% 

$5.75 

1 % 

X 1 

X 

% 

$7.00 

1% 

X 1 

X 

% 

$8.00 

.25 

1% 

X 1 

X 

% 

6.00 

1 % 

X 1 

X 

% 

7.30 

1 % 

X 1 

X 

% 

8.30 

.5 

1 % 

X 1 

X 

% 

6.25 

1 % 

X 1 

X 

% 

7.60 

1 % 

X 1 

X 

% 

8.75 

1.0 

1 % 

X 1 

X 

% 

6.75 

1 % 

X 1 

X 

% 

8.20 

1 % 

X 1% 

X 

% 

9.50 

2.0 

1 % 

X 1 

X 

% 

7.80 

2 

X 1% 

X 

It 

9.50 

2 

X 2 

X 

% 

11.00 

3.0 






2 

X 1% 

X 

If 

11.00 

2 

X 2 

X 

1% 

13.25 

4.0 






2 

X 2 

X 

1 

12.20 






5.0 






2 

X 2 

X 

1% 

14.30 







Cap. Mfd. 

150 Voit 


List 

3.0 

1 % xl 

X 

% 

$9.00 

4.0 

1 % xl 

X 

% 

9.80 

5.0 

1 % xl 

X 

% 

11.20 

6.0 

1 % xl^ 

X 

% 

12.40 

8.0 

2 X 2 

X 


14.70 

10.0 

2 X 2 

X 

ll 

17.20 

12.0 

2 X 2 

X 

% 

19.60 

15.0 

2 X 2 

X 1 

23.50 


Aerovox type P30ZN Aerolene empregnated metal- 
lized-paper capacitors housed in “bathtub” metal- 
cases with vitrified ceramic- or glass terminal 
seals. Operating termperature range —5 5 ®0 to 
-i-100®0 at full rating with operation to 4-126®0 
at 75 per cent of voltage rating. 


Standard Tolerances ±20%. For lower tolerances, ask for quotations. 
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METAL-CASED METALLiZED-PAPER CAPACITORS • TYPE PI 23ZG 


Cap, 

,000S 

,001 

.002 

.003 

.005 

.01 

.015 

.02 

.022 

.033 

.040 

.047 

.050 

.068 

.10 

.15 

.2 

.22 

.25 

.33 

.47 

.50 

.68 

1.00 

1.5 

2.0 


200 V 

.176 X 
.175 X X 
.175 X X 
.175 X X 
.176 X ^ 
.176 X ^ 
.195 X % 
.196 X % 
.195 X % 
.235 X A 
.235 X 
.235 X if 
.235 X if 
.312 X II 

.81^ X || 

■.812 XlX 

.812 X 1 ^ 
.312 xl^ 
8.12 X IX 
.400 X 1 X 
.400 xlX 
.400 X 1 X 
.662 X 1 X 
.662 X 1 X 
.562 X 1 II 
.562 X 1 


400 V 

.235X X 
.236 X X 
.235 X X 
.235 X X 
.235 X X 
.235 X X 
.235 X It 
.235 X U 
.235 X If 
.312 X If 
.312 X If 
.400 X If 
.400 X If 
.400 X 1 X 
.400 X 1 X 
.500 X 1 X 
.600 X 1 X 
.662 X 1 X 
.662 X 1 X 
.662 X 1 X 
.662 X 1 §1 
.662 X 1 11 
.670 X 1 If 
.670 X 2 X 


HIGH TEMPERATURE METAL-CASED 
CAPACITORS • TYPE 


600 V 
.236* A 

.235 X X 
.236 X X 
.235 X X 
.235 X A 
.812 X If 
.312 X II 
.312 X If 
.312 X If 
.400 X If 
.400 X ff 
.400 X If 
.400 X If 
.400 X 1 X 
.500 X 1 X 
.500 X 1 X 
.562 X 1 X 
.562 X 1 X 
.662 X 1 H 
.662 X 1 If 
.670 X 1 If 
.670 x 111 
.670 X 2X 
.750 X 2 X 


METALLIZED PAPER 
123ZNG 


Ultra-compact, tiny capacitors in hermet¬ 
ically-sealed, metal cases. Bonded glass 
to metal terminal construction to minimize 
size. Can be supplied with Plastic insulat¬ 
ing tubes. Std. Tolerance ±20%. 


Capacity 

.0005 

.001 

.002 

.003 

.005 

.01 

.015 

.02 

.022 

,033 

.040 

.047 

.050 

.068 

.10 

.15 

.2 

.22 

.25 

.33 

.47 

.50 

.68 

1.00 

1.5 

2.0 


200 

V 

List 

400 

V 

List 

600 

V 

List 

.175 

X 

A 

$2.35 

.285 

X 

A 

$3.10 

.235 

X 

A 

$3.15 

.176 

X 

A 

2.95 

.236 

X 

A 

3.10 

.235 

X 

A 

3.15 

.175 

X 

A 

2.95 

.286 

X 

A 

3.10 

.236 

X 

A 

3.15 

.175 

X 


3.00 

.285 

X 

A 

3.15 

.236 

X 

A 

3.25 

.175 

X 

X 

3.00 

.285 

X 

A 

3.15 

.236 

X 

A 

3.25 

.176 

X 


3.10 

.235 

X 

A 

3.20 

.312 

X 

% 

3.35 

.195 

X 

A- 

3.10 

.235 

X 

A 

3.35 

.312 

X 

% 

3.40 

.195 

X 


3.10 

.235 

X 

tC 

3.40 

.312 

X 

% 

3.50 

.195 

X 

A 

3.10 

.236 

X 

% 

3.40 

.312 

X 

% 

3.50 

.236 

X 

A 

3.25 

.312 

X 

% 

3.45 

.400 

X 

% 

3.65 

.236 

X 

A 

3.35 

.312 

X 

% 

3.55 

.400 

X 

% 

3.70 

.235 

X 

A 

3.35 

.312 

X 

% 

3.55 

.400 

X 

% 

3.70 

.235 

X 

A 

3.40 

.312 

X 

% 

3.60 

.400 

X 

% 

3.85 

.312 

X 

% 

3.40 

.400 

X 

L A 

3.70 

.400 

X 

1A 

3.95 

.812 

X 

% 

3.45 

.400 

X 

L A 

3.85 

.400 

X 

L A 

4.30 

.812 

X ] 

L A 

3.50 

.500 

X 

LA 

4.15 

.500 

X 

L A 

4.50 

.812 

X ] 

L A 

3.80 

,600 

X 

LA 

4.35 

.562 

X 

iVi. 

4.70 

.312 

X ] 

LA 

3.80 

,600 

X 

1A 

4.50 

.562 

X 

IV 4 . 

4.90 

.312 

X ] 

LA 

4.00 

.500 

X 

LA 

4.65 

.562 

X 

iV4. 

5.25 

.400 

X ] 

L A 

4.15 

.562 

X 

Ll^ 

4.80 

.562 

X 

1% 

5.60 

.400 

X ; 

LA 

4.50 

.562 

X 

L% 

5.45 

.670 

X 

1% 

6.00 

.400 

X ■ 

LA 

4.70 

.562 

X 

1% 

5.70 

.670 

X 

1% 

6.75 

.562 

X ] 

L A 

4.85 

.670 

X 

L% 

5.90 

.670 

X 

2% 

7.55 

.562 

X ] 

LA 

5.50 

.670 

X i 

2V4 

7.00 

.750 

X J 


8.60 

.562 

X 1 

L% 

6.25 




! 



.662 

Xl 

L%„ 

7.00 











Aerovox type P123ZNG Aerolene impreg¬ 
nated metallized-paper capacitors housed 
in tubular metal eases with vitrified cer¬ 
amic terminal seal. Operating tempera¬ 
ture range -55®0 to •4-100°O at full rat¬ 
ing with operation to +125®C at 75 per 
cent of voltage rating. 

NOTE: For insulated section (insulating 
terminal at both ends) — specify type 
P123ZN — add X inch to lengths listed 
above. 

For mounting bracket add Suffix to 
type designation. 

For threaded terminal mounting add Suf¬ 
fix “T” to type designation. 



TYPE 89ZXY* METALLIZED-PAPER CAPACITORS 




Size 


Si 

ize 



Si 

ize 


Cap. Mfds. 

200 V.D.C. 

List 

400 

V.D 

».C. 

List 

600 

V 

.D.C. 

List 

.01 







% 

X 

1 

$1.40 

.02 







% 

X 

1 

1.45 

.03 



% 

xl 


$1.40 

A 

X 

1 

1.50 

.05 

% xl 

$1.40 

A 

X 1 


1.45 

V 2 

X 

1 

1.55 

.1 

A X1 

1.45 

A 

X 1 

A 

1.60 

V 2 

X 

IVa 

1.70 

.25 

X 1 

1.60 

% 

x 1 

A 

1.80 

% 

X 

1 % 

2.00 

.5 

V 2 X 1A 

1.70 

% 

x 2 

2.00 

% 

X 

2 

2.40 

1.0 

% XlVz 

2.10 

% 

X 2 

Va 

2.50 


X 

2 % 

3.00 

2.0 

% X 2 

2.60 

1 

X 2 

Va 

3.60 

1% 

X 

2 % 

4.00 


Tubular Aerolites in hermetically-sealed, 
metal cases. Hyvol K or M impregnated. 
Unique self-healing feature and Aerovox 
service-proven, double-rubber bakelite ter¬ 
minal seals. Ideal for extreme conditions 
and hard use. Tolerance ±20%. 


Cap. Mfds. 
3.0 
4.0 
6.0 


Size 

150 V.D.C. 

% x2 
ft x2 
1 x2 


$3.40 Sizes shown are for floating case without insulating tube, 

4.35 

5.30 
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TYPE PS3Z MICROMINIATURES 
METALLIZED-PAPER CAPACITORS 

Ultra-small, new metallized- 
dieleetric capacitor particularly 
applicable in the electronic 
field to replace the low ca¬ 
pacity paper units now being 
used. Hyvol K impregnated 
in humidity resistant molded 
thermo-plastic cases. 


Cap. Mfd. 

Voltage 

Case 

Size (Inches) 

Oia. X Lgth. 

List 

.004 

200 VDO 


$.30 

005 

200 VDC 

X Tiff 

.30 

,01 

200 VDC 

X 1^5 

.30 

.02 

200 VDO 


.35 

.04 

200 VDC 

% X 1% 

.35 

.00025 

400 VDC 

.30 

.002 

400 VDC 

1?^ X 

.30 

.003 

400 VDC 

-h X iV 

.30 

.008 

400 VDC 

X T^ 

.35 

.01 

400 VDC 

^/4 X T% 

.35 

.0005 

600 VDC 

X 

.30 

.0008 

600 VDC 

•S X 

.30 

.001 

600 VDq 

S X tV 

.30 

.002 

600 VDO 

% X T% 

.35 

.0022 

600 VDO 

^4 X T% 

.35 

.0047 

600 VDC 

14 X ^ 

.35 

.005 

600 VDO 

% X T% 

35 

.0068 

600 VDC 

y4 Xt% 

.35 



TYPE P30Z BATHTUBS 
METALLIZED-PAPER CAPACITORS 


Aerolite Metallized-Paper capaci¬ 
tors. Hyvol K or M impregnated 
in bathtub, hermetically-sealed 
metal cases. Meets rigid JAN 
requirements for moisture im¬ 
mersion and vibration testing. 

Std. Tolerance ±20%. 

Cap. Nlfds. Volts Size 


List 



.5 

200 

134 Xl 

X % 

$3.30 

1.0 

200 

1 34 X 1 

X % 

3.55 

2.0 

150 

134 , Xl 

X % 

4.45 

4.0 

150 

1% Xl 

X % 

5.75 

6.0 

150 

2 xl% 

X % 

6.10 

8.0 

150 

2 X 2 

X H 

8.40 

10.0 

150 

2 X 2 

X % 

9.70 

12.0 

150 

2 X 2 

X 1 

11.00 

.25 

400 

1 % xl 

X % 

3.35 

.5 

400 

134 xl 

X % 

3.55 

1.0 

400 

13^X1 

X % 

3.95 

2.0 

400 

2 X 1% x % 

4.90 

4.0 

400 

2 X 2 

X 114 

7.85 

.1 

600 

13^X1 

X % 

3.50 

.25 

600 

13^ Xl 

X % 

3.55 

.5 

600 

1 34 X 1 

X % 

4.25 

1.0 

600 

1%X114 

X % 

4.90 

2.0 

600 

2 X 2 

X 1 

6.25 


TEST INSTRUMENTS 



Aerovox 

Capacitance 

and 

Resistance 

Bridge 


AEROVOX 
MODEL 76 Re¬ 
sistance Ca¬ 
pacitance 
Bridge is the new postwar general-utility instrument 
combining simplicity of operation, remarkable degree 
of accuracy, and modest price. Extreme ruggedness 
makes it equally suitable out on the job, in the shop, 
or in the laboratory. 

Sloping panel 10" x 6". Aluminum, etched and 
anodized. Steel cabinet, black crackle finish. All 
readings taken from main 4" dial. Same calibrated 
scale eliminates trouble and chances for errors in 
reading. Linear scale, also an exclusive feature, 
means no crowding at high end to make readings dif¬ 
ficult and inaccurate. Both the resistance and the 
capacitance readings are covered by six overlapping 
ranges, as against two or three in usual service in¬ 
struments, for maximum sensitivity and accuracy. 
Positive “magic eye” indicator. 

Here is what Model 76 bridge does: (1) Measures 
capacitance from 100 mmf. to 200 mfd. in six ranges. 
(2) Measures resistance from 10 ohms to 20 megohms 
in six ranges. (3) Measures power factor from 0 to 
50%. (4) Provides D.C. polarizing potential for leak¬ 
age measurements, from 0 to 600 V.D.C., continuously 
variable and calibrated in volts. (5) Checks leakage 
or insulation resistance. 

Instrument is provided with shockproof, color-coded 
test leads fitted with banana plugs for panel jacks, 
and with clips. Instructions. Measures 10" x 7%" x 
8%". Weight 8 lbs. 3 oz. 


Aerovox Mofor-Starfing 
Capacitors 



A TYPE FOR EVERY APPLICATION 

Aerovox motor capacitors are available in two 
general categories: (I) Exact-Duplicate Replace¬ 
ments, precisely matching the mechanical and elec¬ 
trical features of the original equipment; and (2) 
Universal Replacements, for a minimum stock of 
numbers taking care of the maximum range of motor 
applications. Exact-Duplicate Replacements do the 
**same-as-new" service job insisted upon by critical 
customers. Universal Replacements mean maximum 
convenience with minimum investment. And of 
course Aerovox also supplies the hardware, housings^ 
caps, mountings. 
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INTERFERENCE FILTERS 



TYPE IN-23. Especially used for neon sign 
fixtures. Convenient mounting bracket. One 
filter for each fixture. Flexible leads. Also 
used on small motors. Size 1 x 2 Vs inches. 

List $1.05 

TYPE IN-27. Simple, inexpensive, plug-in 
unit where interference is slight. Size 1 % x 
1 y 2 inches. List $1.50 

TYPE IN-28. For use where ground is at 
considerable distance. Most efficent when 
mounted on appliance. Bracket supplie.^. 
Size: 1% x 2 inches. List $2.00 


i|„ in' 


TYPE IN-29. Effective plug-in unit for local 
noise sources of variable character but strong 
intensity. Especially suited for shavers and 
other vibrating devices. Size: 1 % x 8 inches. 

List $1.75 

TYPE IN-30. Similar to IN-29 but with 
greater inductance to handle more severe 
noise interference. Size: 1% x 3 inches. 

List $2.50 

TYPE IN-31. Bracket mounted unit with high 
inductance. Size: 1% x 3 inches. List $3.00 

TYPE IN-42. Heavy duty unit for serious in¬ 
terference from power transmission lines, etc. 
Plugs into outlet. Appliance or radio plugs 
into receptacle in filter. Mounting ring pro¬ 
vided. Rating: 110/220 v. AC; 6 amps. Size: 
2 Vs" dia. X 3 List $7.50 


UHF — INTERFERENCE FILTERS 

These latest filter units provide maximum at¬ 
tenuation from 150 KC well up into the UHF 
range. And they are extra-rugged, extra-com¬ 
pact, extra-efficient, by any comparison with 
previous filters. 

Primary applications are in r.f. noise suppres¬ 
sion work in military or commercial aircraft 
and for vehicular low-voltage d.c. applications. 
Also, for special applications such as battery 
or low-voltage d.c. filters, for shield room ap¬ 
plications, and for critical equipment. 

Available in seven standard types meeting a 
wide variety of applications. For extraordi¬ 
nary requirements, special filters can be de¬ 
veloped and built to your order. 

Aerovox 


INTERFERENCE ANALYZER 

TYPE ANL-37 

The Aerovox Filter Selector eliminates the 
guess work in determining the proper filter 
to use. Plugs between interfering device 
and outlet. Adjust selector switch until 
noise is eliminated or minimized. Dial then 
indicates type filter (IN27 thru IN42) to 
be used. 

Unit in handsome, sturdy metal cabinet. 
Compartment contains necessary attachment 
plugs and clips. Size: 51?^ x 5 x 8 inches. 


HEAVY DUTY INDUSTRIAL FILTERS 




TYPE lN-105. Same as IN-104 except con¬ 
tainer is bathtub type metal can. Size: 1 %" x 
1" x %" high. List $1.25 

TYPE iN-106. Best filter for fluorescents. 
Balanced network. Especially suited for 
radio and television salesrooms. One unit per 
fixture in series where power leads enter. 
Metal container with four stranded wire leads. 
Rating: 125 v. AC or DC; 2.6 amps. Size: 
1%" X 3" X 1%" high. List $3.80 

BUILT-IN FILTERS 

High attenuation type, hermetically sealed 
units for use where severe interference is en¬ 
countered and dependability is required. For 
permanently mounted applications. 

Aerovox special “Pi type” construction insures 
efficient radio noise reduction over low fre¬ 
quency broadcast, shortwave, and television 
bands. Suitable for Army-Navy or aircraft 
equipment where immersion and severe humid- 


Heavy duty, industrial-type interference filters 
consisting of one or more highly efficent radio 
noise filter elements. Enclosed in black 
painted steel surface cabinet for permanent 
installations of power equipment. One ele¬ 
ment per line. Cabinets meet Underwriters’ 
requirements, and have standard knockouts. 
Rating: 250 v. AC —25 to 60 cps. or 600 v. 
DC. 

SINGLE-PHASE BALANCED NETWORK 
Max. 

Type Amps. Elements List 

INB-104 5 1 $12.50 

INB-100 10 1 7.50 

INB-101 30 1 27.50 

INB-105 5 2 20.00 

INB-102 10 2 30.00 

INB-103 30 2 49.00 

THREE-PHASE NETWORK 
INB-106 5 3 27.50 

INP-107 10 3 42.50 

INB-IOS 30 3 71.00 

Other INB filters available for up to 200 
amperes. Write for information. 


TYPE IN-104. Small, inexpensive filter unit 
of low impedance, delta-connected capacitors. 
Connect one unit for each fluorescent light 
fixture or across line leads every eight feet 
in core lighting. Tubular with single hole 
mounting bracket. 6" stranded wire insulated 
leads. Can common for grounding. Rating: 
125 V. AC or DC. Size: 1" dia. x 2tV'* 

List $1.20 

TYPE IN-109. Balanced network filter for, 
severe r-f noises from small appliances. Metal 
container and four insulated, stranded wire 
leads. Case common for grounding. Rating: 
125 V. AC or DC; 2.5 amps. Size: 1%" x 
3" X 1%" high. List $3.80 

TYPE IN-133. Hermetically sealed, metal' 
cased unit — bracket mounted. Delta-con-i 
nected capacitor combination for connecting! 
across line. Excellent for use in areas near 
radio stations. 6" insulated stranded wire) 
leads. Can common for grounding. Rating:! 
125 V. AG or DO. Size: 1%" x l^V' x 
high. List $1.75 

For single wire unbalanced applications. For 
two wire filtering use one filter in each line. 
Filter case must be securely bonded to the 
filter appliance and ground for maximum ef¬ 
ficiency. These filters when used on high- 


ity tests 

must be met. 


nently grounded equipment. 

' 

Aerovox 

Maximum 

Maximum 

Size 


Type 

Voltage 

Amperes 

Lx Wx H 

List 

IN-101 

125 VAC 

1.5 

2ltxliAx % 

$ 3.75 

IN-103 

50 VDC 

50 

3* x 2 l^ x 2 % 

22.00 

IN-110 

250 VAC 

5 

2 X 2 X 1 

7.50 

IN-111 

250 VAC 

10 

2 X 2 X 11/4 

12.50 

IN-112 

250 VAC 

30 

3:^ X 21/8 x2y8 

22.00 



Type 

Amps. 

VDC 

Size (1. X w. X h.) 

List 

IN 

14S 

2.0 

150 

i%"xrxy8" 

$11.00 

IN 

150 

3.0 

150 

lit "xl'^xl" 

12.50 

IN 

151 

5.0 

150 

lH"xliA"xl" 

14.00 

IN 

152 

10.0 

150 

2*"x11/4"x1" 

16.25 

IN 

153 

25.0 

150 

2"x2"xl " 

23.00 

IN 

156 

40.0 

150 

5ife"xl 

29.50 

IN 

154 

100.0 

150 

3T^"x2y8"x2%" 

39.00 


AEROYOX RESEARCH WORKER 

snappy, informative, practical en¬ 
gineering paper, issued monthly, the 
AEROVOX RESEARCH WORKER is free 
to servicemen, engineers, hams, and 
other interested radio vforkers. Ask 
your AEROVOX fobber how you may 
subscribe, or write direct. 


R-F NOISE CAPACITANCE SUPPRESSORS 
Type INA-1U Type INA-117 Type INA-118 

These radio-noise suppression capacitors have be^n especially 
designed for use in military or commercial, aircraft and 
vehicular applications. Primary application is as an r-f by¬ 
pass capacitor from line to ground in Jow voltage dc supply 
lines. Units are especially treated to assure extremely long, 
noise-free life. 

Operating temperature range is minus 55 degrees C to plus 
95 degrees C. For full 150 volt rating the operating tem¬ 
perature range is minus 55 degrees C to plus 50 degrees C. 
Uiiits may be used at operating voltages up to 120 vdc over 
a temperature range of minus 55 degrees O to plus 71 degrees 
O; and 60 vdc over a range of minus 55 degrees O to plus 
95 degrees 0. 



Max. Imped. 


Aerovox 


at 150 Kc 

Nom. Cap. 


Mounting 


Type 

Voltage 

(Ohms) 

bating (Mfd 

Case Size 

Centers 

List 

INA-117 

150 VDC 

.6 

2. 

1 % X 1 X % 

21/8 

$ 6.00 

INA-116 

150 VDC 

.8 

4. 

i%xixys 

2 y 8 

7.50 

INA-118 

160 VDC 

.12 

10. 

2 X 2 X % 

2% 

10.00 
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Ideal for high-frequency appli¬ 
cation. Glazed porcelain case, 
high temperature wax sealed. 
Heavy duty power terminals. 
Minimum power loss due to di¬ 
electric absorption. No heating 
at full load. 

SIZE: 4" overall by 3" high; 
3^" between mounting holes. 


TYPES 1991-1996 
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Max. Current Capacity- 

—Amps. 


Cap. 

DC Voltaoe 
Rating 

Type 

15 me 

3750 

7.5 mo ke 

1875 kc 

List 

.00005 

12,600 

1996 

3 

2.5 

1.6 

1 

$10.40 

.0001 

12,500 

1996 

5 

4 

3 

2 

10.46 

.00025 

12,600 

1996 

7 

8 

6 

4 

10.40 

.0005 

12,500 

1996 

8 

9 

8 

7 

10.40 


7,000 

1994 

7 

8 

6 

4 

8.45 

.001 

12,600 

1996 

9 

10 

11 

12 

10.40 


7,000 

1994 

8 

9 

10 

8 

9.45 


3,600 

1992 

8 

9 

8 

5 

8.45 

.0015 

12,600 

1996 

9 

10 

11 

12 

12.35 


7,000 

5,000 

1994 

9 

9 

10 

8 

10.40 


1993 

8 

9 

9 

7 

13.05 


3,60O 

1992 

8 

9 

8 

5 

8.45 


2,000 

1991 

7 

8 

8 

5 

6.50 

.002 

12,500 

1996 

9 

12 

13 

15 

14.30 


7,000 

1994 

9 

9 

10 

10 

12.35 


5,000 

1998 

8 

9 

9 

8 

11.40 


3,500 

1992 

8 

8 

9 

7 

10.40 


2,000 

1991 

7 

8 

8 

6 

8.45 

.003 

12,500 

1996 

9 

12 

13 

15 

19.85 


7,000 

1994 

9 

10 

10 

10 

13.35 


5,000 

1993 

8 

9 

9 

9 

12.35 


3,500 

1992 

8 

9 

9 

8 

11.40 


2,000 

1991 

7 

8 

8 

7 

9.10 

.005 

10,000 

1996 

10 

13 

14 

15 

18.85 


7,000 

1994 

9 

11 

12 

11 

14.30 


6,000 

1993 

9 

11 

12 

10 

13.65 


3,600 

1992 

9 

10 

11 

9 

13.65 


2,000 

1991 

8 

9 

10 

8 

11.05 

.01 

7,000 

1994 

10 

13 

15 

15 

19.85 


5,000 

1993 

10 

13 

15 

16 

19.85 


3,600 

1992 

10 

13 

14 

14 

20.80 


2,000 

1991 

10 

13 

14 

14 

18.20 

.02 

3,600 

1992 

10 

14 

16 

17 

20.80 


2,000 

1991 

10 

13 

15 

15 

19.20 

.05 

3,600 

2,000 

1992 

10 

14 

17 

18 

24.05 


1991 

10 

14 

16 

17 

22.10 

.1 

2,000 

1991 

10 

14 

17 

18 

24.05 

>APPLIi$ 

to u^tacES 

ONLY 
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CAPACITORS 


HEROUOK 


HI-VOLTAGE M O L D E D - I N - B A K E L I T E MICA CAPACITORS 



TYPE T 450 

For critical service in low-powered transmitting cir¬ 
cuits, buffer stages, power amplifiers, laboratory 
equipment, et^c. Non-magnetic parts are used to re¬ 
duce r.f. losses to minimum. Heavy terminals for 
minimum r.f. and contact resistance. Intended for 
point-to-point wiring, supported entirely by soldered 
connections. 


600 V.D.C.D. 1000 V.D.C.T. 


Cap. Mfd. 

List 

Cap. Mfd. 

List 

.00025 

$.45 

.006 

$.80 

.0003 

.45 

.008 

.90 

.00035 

.45 

.01 

1.00 

.0004 

.45 

.015* 

1.35 

.0005 

.45 

.02* 

1.45 

.001 

.50 

.025* 

1.75 

.0015 

.55 

.03*t 

2.05 

.002 

.55 

.04*t 

2.65 

.0025 

.60 

.06*t 

3.30 

.003 

.70 



.004 

.70 



.005 

.70 




*3,00 V.D.C.W. 600 V.D.C.T. 

Size: x x Std. Tolerance ±10% 

t Thickness 


TYPES 1455-57 


Same as Types 1445-47 except for sizes and ca¬ 
pacitance ranges. Distance between mounting holes 
is 11/2". 


TYPE 1455 
600V.D.C.W. 1000 V.D.C.T. 


Cap. Mfd. 

List 

Cap. Mfd. 

List 

.00005 

$1.20 

.0025 

$1.30 

.0001 

1.20 

.003 

1.45 

.00016 

1.20 

.004 

1.50 

.0002 

1.20 

.005 

1.55 

.00025 

1.20 

.006 

1.80 

.0003 

1.20 

.008 

1.90 

.00035 

1.20 

.01 

2.15 

.0004 

1.20 

.015 

2.65 

.0006 

1.20 

.02 

3.05 

.001 

1.20 

.026 

3.60 

.0015 

1.20 

.03 

4.45 

.002 

1.30 




TYPE 

14 5 6 



1200 V.D.C.W. 

2500 V.D.C.T. 


Cap. Mfd. 

List 

Cap. Mfd. 

List 

.00006 

$1.60 

.0016 

$2.30 

.0001 

1.60 

.002 

2.40 

.00016 

1.60 

.0026 

2.80 

.0002 

1.60 

.003 

3.05 

.00025 

1.60 

.004 

3.05 

.0003 

1,60 

.005 

3.30 

.00035 

1.60 

.006 

3.30 

,0004 

1.60 

.008 

3.85 

.0006 

1.60 

.01 

5.10 

.001 

1.80 




TYPE 

14 5 7 



2500 V.D.C.W. 

5000 V.D.C.T. 


Cap. Mfd. 

List 

Cap. Mfd. 

List 

.00005 

$1.90 

.0005 

$2.40 

.000075 

1.90 

.001 

2.80 

.0001 

1.90 

.0016 

3.55 

.00015 

1.90 

.002 

4.15 

.0002 

1.90 

.0025 

4.60 

.00025 

2.20 

.003 

4.90 

.0003 

2.25 



.00035 

2.25 



.0004 

2.30 



Size: l^A 

" X HI" X ir'. 

Std. Tolerance ±10%. 


TYPES 1650-1654 

Heaviest-duty molded in bakelite mica capacitors of the AEROVOX line. Threaded 
mounting holes for roundhead screw terminals or plain holes available. Add suffix A 
for plain holes. Types 1650, 1651, and 1652 are supplied in brown or low-loss bakelite. 
Types 1653L and 1654L in low-loss bakelite only. 

TYPE 1651 (Con.) 


TYPE 1650 
600 VDCW - 1000 VDCT 
350 VACW - 700 VACT 


Cap. Mfd. 

List 

.00005 

$1.45 

.0001 

1.45 

.00025 

1.45 

.0003 

1.45 

.00035 

1.45 

.0004 

1.45 

.0005 

1.45 

.001 

1.45 

.0015 

1.45 

.002 

1.65 

.0025 

1.70 

.003 

1.85 

.004 

2.00 

.005 

2.10 

.006 

2.20 

.008 

2.45 

.01 

2.80 

.015 

3.05 

.02 

3.55 

.025 

4.35 

,03 

4.55 

.04* 

5.85 

.05* 

7.10 

.06* 

8.05 

TYPE 

16 5 1 

1200 VDCW - 

2500 VDCT 

875 VACW - 

1750 VACT 

.00005 

$1.60 

,0001 

1.60 

,00025 

1.60 

.0003 

1.60 

.00035 

1.60 

.0004 

1.60 

.0005 

1.60 


Cap. Mfd. 

List 

.001 

$1.90 

.0015 

2.25 

.002 

2.50 

.0026 

2.80 

.003 

2.95 

.004 

3.10 

.006 

3.30 

.006 

3.45 

.008 

4.10 

.01 

4.70 

.015 

5.80 

.02* 

7.05 

.025* 

7.90 

.03* 

8.10 

TYPE 

16 5 2 

2500 VDCW 

- 5000 VDCT 

1750 VACW 

- 3500 VACT 

.00005 

$ 1.90 

.000075 

1.90 

.0001 

1.90 

.00016 

2.00 

.0002 

2.10 

.00025 

2.15 

.0003 

2.20 

.00036 

2.25 

.0004 

2.50 

.0005 

2.55 

.001 

2.90 

.0016 

3.90 

.002 

4.25 

.0025 

4.60 

.003 

5.10 

.004 

5.65 

.005 

6.20 

.006 

6.35 

.008* 

6.85 

.01* 

7.30 


TYPE 1653L 
3750 VDCW - 7500 VDCT 
2625 VACW - 5250 VACT 
Cap. Mfd. List 

.00006 $3.30 

.000076 3.65 

.0001 3.80 

.00016 4.15 

.0002 4.30 

.00025 4.75 

.0003 4.90 

.00036 5.75 

.0004 5.90 

.0006 6.50 

.001 7.70 

.0015 10.10 

.002 11.50 

.0025 12.90 

.003* 14.25 

TYPE 1654L 
5000 VDCW 10000 VDCT 
3500 VACW - 7000 VACT 
.00006 $3.75 

.000076 4.15 

.0001 4.65 

.00015 5.05 

.0002 6.25 

.00025 6.80 

.0003 7.15 

.00035 7.50 

.0004 7.70 

.0006 9.90 

.001* 12.50- 


Size: l%"xl^e''xTY 
* Thickness 

Std. Tolerance ±10% 



HIGH VOLTAGE MICAS 
TYPES 1445-47 

Designed with insulated mounting holes lA'' apart 
independent of soldering lugs. Used to shunt meter 
windings, large or small meter-mounting brackets 
available. Specify by suffix (A) for large or (E) for 
small brackets. 


TYPE 1445 
600 VDCW - 1000 VDCT 


TYPE 1446 
1200 VDCW - 2500 VDCT 


TYPE 1447 
2500 VDCW - 5000 VDCT 


Cap. Mfd. 

List 

.00005 

$1.20 

.0001 

1.20 

.00015 

1,20 

.0002 

1.20 

.00026 

1.20 

.0003 

1.20 

.00035 

1.20 

.0004 

1.20 

.0006 

1.20 

.001 

1.20 

.0015 

1.20 

.002 

1.30 

.0025 

1.30 

.003 

1.45 

.004 

1.50 

.005 

1.55 

.006 

1.80 

.008 

1.90 

.01 

2.15 

,015* 

2.65 

.02* 

3.05 

.025* 

3.60 

.03* 

4.45 

.04* 

5.65 


Cap. Mfd. 

List 

.00005 

$1.60 

.0001 

1.60 

.00015 

1.60 

.0002 

1.60 

.00026 

1.60 

.0003 

1.60 

.00035 

1.60 

.0004 

1.60 

.0005 

1.60 

.001 

1.80 

.0015 

2.30 

.002 

2.40 

.0025 

2.80 

.003 

3.05 

.004* 

3.05 

.005* 

3.30 

.006* 

3.30 

.008* 

3.85 

.01* 

5.10 

.015* 

6.00 


Size: 1%" x 
♦Thickness 


Cap. Mfd. 

List 

.00005 

$1.90 

.000075 

1.90 

.0001 

1.90 

.00016 

1.90 

.0002 

1.90 

.00026 

2.20 

.0008 

2.25 

.00086 

2.25 

.0004 

2.30 

.0006 

2.40 

.001 

2.80 

,0015 

3.55 

.002* 

4.15 

.0026* 

4.60 

.003* 

430 

.004* 

5.65 

.005* 

6.40 


1%" X W' 
Tolerance ±10% 
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C A P A C IT OR S 


S 



SILVERED MICA CAPACITORS 

AERO VOX silvered mica units for most critical applications where 
precise capacity values are required. Encased in red low-loss bake- 
lite. Similar in external appearance to standard bakelite molded 
mica units. 

Available with temperature coefficient and retrace characteristics as 
defined by characteristics A to F inclusive of REC-115 and JAN-C-5 
specifications for molded capacitors. Exceptionally high “Q.” 
Mechanically protected against physical damage and changes in elec¬ 
trical characteristics due to varying atmospheric conditions. Wax 
impregnated externally. Ideal for circuits where inductance and ca¬ 
pacity product must remain constant under all operating conditions. 



TYPE 1464 

• 500 

VDCW - 1000 

VDCT 

Cap. IVIfd. 

List 

Cap. Nlfd. 

List 

.00075 

$.90 

.0025 

$1.80 

.0008 

.95 

.003 

2.05 

.0009 

1.00 

.004* 

2.15 

.001 

1.10 

.005* 

2.25 

.0015 

1.35 

.006* 

3.00 

.002 

1.35 



TYPE 1464X 

• 300 VDCW - 600 

VDCT 

.004 

$2.15 

.007* 

3.40 

.005 

2.25 

.008* 

4.00 

.006 

3.00 

.01* 

4.80 


Size: x ff" x 52" provided with wire leads 

Standard Tolerance ±:5%. 

*Thickness fi'''. 


TYPE 1469 

• 500 VDCW - 

1000 VDCT 

Cap. Mfd. 

List 

Cap. NIfd 

. List 

.000005 

$.45 

.00015 

$.45 

.00001 

.40 

.0002 

.45 

.000025 

.40 

.00025 

.45 

.00004 

.40 

.0003 

.55 

.00005 

.40 

.00035 

.60 

.00007 

.40 

.0004 

.65 

.000075 

.40 

.0005 

.70 

.0001 

.40 



Size: M" X M" 

X -h" provided with wire leads. 


TYPE 1479 • 500 VDCW - 1000 VDCT 


Cap. IVIfa. 

List 

Cap. Mfd. 

List 

.0001 

$.40 

.0005 

$.70 

.00015 

.45 

.0007 

.85 

.0002 

.45 

.00075 

.90 

.00025 

.45 

.0008 

.95 

.0003 

.55 

.0009 

1.00 

.00085 

.60 

.001 

1.10 

.0004 

in 

vq 




Size: 1^" X iV' X iV' provided with wire leads. 
Maximum characteristic available F. 


AUTO-RADIO CAPACITORS 



Car Generators 


Type 1120 

-1.0 Cap. Mfd. 

$1.75 

Type 1140 

0.5 Cap. Mfd. 

.90 

Duai Element 


Type 1141 

1 Auto Radios 

0.5-0.5 Cap. Mfd. 

3.25 

Type 1144 

1936 Models 

0.5 Cap. Mfd. 

.90 

Type 1150 

0.5 Cap. Mfd. 

.90 


Motorola Auto Radios 

Type 1466 

.0008 

Cap. 

Mfd. 

$ .90 

Ammeter Condenser 

Type 1160 

0.5 

Cap. 

Mfd. 

.90 

Gas Gage Filter Condenser 
Type 1143-G 

0.05 

Cap. 

Mfd. 

.90 

Oil Gage Filter Condenser 
Type 1142-0 

0.25 

Cap. 

Mfd. 

.90 


TYPE 

V B C 


VIBRATOR BUFFER CAPACITORS 


Type 

Cap. Mfd. 

Size 

List 

VBC-2 

.001 

*xiy2 

$.50 

VBC-3 

.002 

XlVz 

.50 

VBC-4 

.0022 

X 1 % 

.50 

VBC-5 

.003 

X 1 % 

.50 

VBC-6 

.0033 

■/f X 1 % 

.50 

VBC-7 

.004 

tV X 1 % 

.50 

VBC-g 

.0047 

¥2x11/2 

.50 

VBC-9 

.005 

¥2 xl¥a 

.50 

VBC-22 

.006 

¥2x11/2 

.50 

VBC-23 

.0068 

¥2 XII/2 

.50 

VBC.24 

.007 

¥2 XII/2 

.55 

VBC-25 

.0075 

X 1 ¥2 

.55 

VBC-26 

.008 

A X 1 ¥2 

.55 

VBC-27 

.01 

X 11/4 

.55 

VBC-28 

.015 

1% X 1 % 

.55 

VBC-29 

.02 

x2 

.55 

VBC-32 

.025 

% X 2 

.55 

VBCr33 

.03 

is" X 2 

.65 

VBC-34 

.05 

If X 2 

.70 

VBC-35 

.015-.015 

% x2 

.80 


VIBRATOR “HASH” 

CAPACITOR VHC36 



.5 Mfd. 

100 Volts WVDC 

.50 



AEROVOX RESONANT CAPACITORS 

Again the radio-electronic art imposes still more critical capacitor 
requirements. This time it’s adequate bypassing of IF circuits in 
order to keep IF frequencies from entering such circuits and causing 
troublesome squeals and howls. And Aerovox comes up with the new 
AEROVOX RESONANT CAPACITORS. 


AEROVOX RESONANT CAPACITORS, Series RC, are now available 
in conventional paper tubular design, wax impregnated and wax 
sealed as follows: 


CAT. # 

MFD. 

WVDC 


0. D. 

LIST 

RC2 

.05 

400 

¥2 

d.xli/s 

$.50 

RC3 

.1 

400 

¥2 

d.xl% 

.65 

RC4 

.2 

400 


d.xl% 

.70 


AEROVOX RESEARCH WORKER 

A snappy, informative, practical engineering paper, 
issued monthly, the AEROVOX RESEARCH WORKER 
is free to servicemen, engineers, hams, and other in¬ 
terested radio workers. Ask your AEROVOX fobber 
how you may subscribe, or write direct. 
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Hl-Q DISK CERAMIC CAPACITORS 


Hi-Q ceramic disk capacitors are available in a range 
of capacities from 10 mmf to 30,000 used for by-pass¬ 
ing, blocking and coupling applications. They are 
sturdily constructed, precision tested, and moisture- 
proofed against high humidities. In many instances 
these Hi-Q disk capacitors offer advantages over the 
regular capacitors through their space saving features. 
Multiple capacities can be fabricated on single disks 


DISK CAPACITORS 

Bypass 

and 

Coupling 


Stock Items 

BPD-GMV CAPACITOR - 600 YDCW 
Singles I Singles 

List 





List 

Type 

Cap. 

Diam. 

Price 

Type 

Cap. 

Diam. 

Price 

BPD 

.0025* 

7/16 

.25 

BPD 

.00001 

5/16 

$.25 

BPD 

.0033 

7/16 

.25 

BPD 

.000015 

5/16 

.25 

BPD 

.004 

1.9/32 

.25 

BPD 

.000022 

5/16 

.25 

BPD 

.0047 

19/32 

.25 

BPD 

.000025 

5/16 

.25 

BPD 

.005 

19/32 

.25 

BPD 

.000033 

5/16 

.25 

BPD 

.0068* 

11/16 

.25 

BPD 

.000047 

5/16 

.25 

BPD 

.01 

3/4 

.30 

BPD 

.00005 

5/16 

.25 

BPD 

.015* 

29/32 

.40 

BPD 

.000068 

5/16 

.25 

BPD 

.02* 

29/32 

.60 

BPD 

.0001 

5/16 

.25 

BPD 

.03* 

29/32 

.65# 

BPD 

BPD 

.00012 

.00015 

5/16 

5/15 

.25 

.25 


Duals and Triples 

BPD 

.0002 

5/16 

.25 

BPD2 

2 X .001 

19/32 

.40 

BPD 

.00027 

5/16 

.25 

BPD2 

2 X .0015 

19/32 

.40 

BPD 

.00033 

5/16 

.25 

BPD2 

2 X.002 

19/32 

.40 

BPD 

.00047 

5/16 

.25 

BPD2 

2 X .0022 

19/32 

.40 

BPD 

.0005 

5/16 

.25 

BPD2 

2 X .003 

3/4 

.45 

BPD 

.00068 

5/16 

.25 

BPD2 

2 X .004 

3/4 

.45 

BPD 

.0008 

5/16 

.25 

BPD2 

2 X. 0047 

3/4 

.45 

BPD 

.001 

5/16 

.25 

BPD2 

2 X .01* 

3/4 

.50 

BPD 

.0015 

5/16 

.25 

BPD2 

2 X .02* 

29/32 

.70 

BPD 

.002 

3/8 

.25 

BPD3 

3 X. 0015 

3/4 

.50 

BPD 

.0022 

3/8 

.25 

BPD3 

3 X .002 

3/4 

.50 


affording additional savings of space and installation 
costs. The silver electrodes are fired directly to the 
ceramic dielectric to assure low noise operation. They 
are coated with a non-hydroscopic phenolic and are 
impregnated with a micro-crystalline wax which pro¬ 
tects the units from humidity and affords a sturdy 
construction. 


DISK CAPACITORS 
General Purpose 

Hi-Q by-pass disks are fixed ceramic dielectric ca¬ 
pacitors specifically suited for by-pass or coupling ap¬ 
plications or for frequency discriminating circuits 
where Q and capacity stability are not of major im¬ 
portance. These disks are available in the capacities 
listed below. 10 mmf to 30,000 in tolerances as 
specified. The smallest possible standard disk has been 
used for each value of capacity. 


Stock Items 
600 YDCW 

List I List 


Type 

Cap. 

Diam. 

Price 

Type 

Cap. 

Diam. 

Price 

DI-1 

5* 

5/16 

$.25 

DI-2 

300* 

3/8 

.25 

DI-1 

10 * 

5/16 

.25 

DI-2 

330* 

3/8 

.25 

DI-1 

12 * 

5/16 

.25 

DI-2 

390* 

3/8 

.25 

DI-1 

15* 

5/16 

.25 

DI-2 

470* 

3/8 

.25 

DI-1 

18* 

5/16 

.25 

DI-2 

500* 

3/8 

.25 

DI-1 

20 * 

5/16 

.25 

DI-2 

560* 

3/8 

.25 

DI-1 

22 * 

5/16 

.25 

DI-2 

680* 

3/8 

.25 

DI-1 

25* 

5/16 

.25 

DI-2 

750* 

3/8 

.25 

DI-1 

27* 

5/16 

.25 

DI-4 

1000 * 

19/32 

.25 

DI-1 

30* 

5/16 

.25 

DI-4 

1200 * 

19/32 

.25 

DI-1 

33* 

5/16 

.25 

DI-4 

1500* 

19/32 

.25 

DI-1 

39* 

5/16 

.25 

DI-4 

1800* 

19/32 

.25 

DI-1 

47* 

5/16 

.25 

DI-4 

2000 * 

19/32 

.25 

DI-1 

50* 

5/16 

.25 

DI-4 

2200 * 

19/32 

.25 

DI-1 

56* 

5/16 

.25 

DI-5 

2500* 

11/16 

.25 

DI-2 

68 * 

3/8 

.25 

DI-5 

2700* 

11/16 

.25 

DI-2 

82* 

3/8 

.25 

DI-5 

3000* 

11/16 

.25 

DI-2 

100 * 

3/8 

.25 

DI-5 

3300* 

11/16 

.25 

DI-2 

120 * 

3/8 

.25 

DI-7 

4700* 

29/32 

.25 

DI-2 

150* 

3/8 

.25 

DI-7 

5000* 

29/32 

.25 

DI-2 

180* 

3/8 

.25 

DI-7 

5600* 

29/32 

.30 

DI-2 

200 * 

3/8 

.25 

DI-5 

#6800* 

11/16 

.30 

DI-2 

220 * 

3/8 

.25 

DI-5 

#7500* 

11/16 

.30 

DI-2 

250* 

3/8 

.25 

DI-6 

#10000* 

3/4 

.30 

DI-2 

270* 

3/8 

.25 






*—^New #—Tolerance -f80% -20% Standard Tolerance ±20% 




TUBULAR and DISK CAPACITORS-PHYSICAL SIZES 



SI TUBULAR 


Desig. 


Size 

SI-1 

.234 

X .437 

SI-2 

.234 

X .687 

SI-3 

.312 

X 1.250 

SI-4 

.375 

X ;i.093 

SI-6 

.375 

X '1.600 

SI-6 

.376 

X 1.968 

SI-7 

.275 

X .876 

SI-13 

.234 

X .468 

SI-19 

.312 

X .937 

SI-2 2 

.280 

X .750 

SI-2 7 

.275 

X .500 



Cl TUBULAR 


Desig. 


Size 

OI-l 

.250 

X .562 

CI-2 

.250 

X .812 

CI-3 

.340 

X 1.320 



Dl DISK 


Desig. 

Diam 

DI-1 

5/16 

DI-2 

8/8 

DI-3 

7/16 

DI-4 

19/32 

DI-5 

11/16 

DI-6 

8/4 

DI-7 

29/32 
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CAPACITORS 


S T O R S 


Hl-VOLTAGE DISK CAPACITORS-General Purpose 


Hi-Q high voltage disk capacitors are available in many capacities and voltage ratings. These 
types offer many possible uses in TV circuits where voltages above 500 are necessary. They 
are the ideal units for dependable day-after-day service. Hi-Q has available numerous combi¬ 
nations of capacity, working voltages and physical sizes. These low cost units are manufactured 
to specific tolerances as listed. 



Stock Items — 1 5 0 0 VDCW 


Type 

Cap. 

Diam. 

LI si P rice 

Type 

Cap. 

Diam. 

List Price 

HVD-15 

4.7* 

7/16 

$0.30 

HVD-15 

220* 

7/16 

$0.40 

HVD-15 

6.8* 

7/16 

.30 

HVD-15 

270* 

7/16 

.40 

HVD-15 

10* 

7/16 

.30 

HVD-15 

330* 

7/16 

.40 

HVD-15 

15* 

7/16 

.30 

HVD-15 

390* 

9/16 

.45 

HVD-15 

22* 

7/16 

.30 

HVD-15 

470* 

9/16 

.45 

HVD-15 

33* 

7/16 

.30 

HVD-15 

680* 

9/16 

.55 

HVD-15 

47* 

7/16 

.30 

HVD-15 

HVD-15 

1000* 
1500*. 

9/16 

11/16 

.55 

.65 

HVD-15 

68* 

7/16 

.30 

HVD-15 

2200* 

11/16 

.85 

HVD-15 

100* 

7/16 

.35 

HVD-15 

3300* 

11/16 

1.05 

HVD-15 

150* 

7/16 

.35 

HVD-15 

4700* 

15/16 

1.40 

HVD-15 

180* 

7/16 

.35 

HVD-15 

5600* 

15/16 

1.60 




3 0 0 0 

VDCW 




HVD-30 

4.7* 

9/16 

$0.50 

HVD-30 

180* 

9/16 

$0.55 

HVD-30 

6,8* 

9/16 

.50 

HVD-30 

220* 

9/16 

.60 

HVD-30 

10* 

9/16 

.50 

HVD-30 

330* 

9/16 

.60 

HVD-30 

15* 

9/16 

.50 

HVD-30 

470* 

9/16 

.65 

HVD-30 

HVD-30 

22* 

33* 

9/16 

9/16 

.50 

.50 

HVD-30 

680* 

9/16 

.75 

HVD-30 

47* 

9/16 

.50 

HVD-30 

1000* 

9/16 

.75 

HVD-30 

68* 

9/16 

.50 

HVD-30 

1500* 

9/16 

.85 

HVD-30 

100* 

9/16 

.55 

HVD-30 

2200* 

9/16 

1.05 

HVD-30 

150* 

9/16 

.55 

HVD-30 

3300* 

11/16 

1.25 




600 0 

VDCW 




HVD-60 

4.7* 

11/16 

$1.00 

HVD-60 

33* 

11/16 

$1.00 

HVD-60 

6.8* 

11/16 

1.00 

HVD-60 

47* 

11/16 

1.00 

HVD-60 

10* 

11/16 

1.00 

HVD-60 

68* 

11/16 

1.00 

HVD-60 

15* 

11/16 

1.00 

HVD-60 

100* 

11/16 

1.00 

HVD-60 

18* 

11/16 

1.00 

HVD-60 

HVD-60 

150* 

220* 

11/16 

11/16 

1.00 

1.00 

HVD-60 

22* 

11/16 

1.00 

HVD-60 

330* 

11/16 

1.00 

HVD-60 

30* 

11/16 

1.00 

HVD-60 

470* 

11/16 

1.00 

* — New 

Tolerance — 

±20% up to . 

001 ; -180% -20% over .001 





VIBRATOR BUFFER C A P A C I T O R S - GM V 


Vibrator Buffer Capacitors — ceramic disks for previous paper tubular types rated for 1600 
use as buffers in car radios and similar equip- VDCW GMV. 
ment, compact, easily assembled, the size of 

Stock Items — 1 6 0 0 VDCW 


Type 

Cap. 

Diam. 

List Price 

Type 

Cap. 

Diam. 

List Price 

BCD.2 

.001* 

11/16 

$0.50 

BCD-9 

.005* 

15/16 

$0.50 

BCD-3 

.002* 

11/16 

.50 

BCD-22 

.006* 

15/16 

.50 

BCD-4 

.0022* 

11/16 

.50 

BCD-23 

.0068* 

1 

.50 

BCD-5 

.003* 

11/16 

.50 

BCD-24 

.007* 

1 

.50 

BCD-6 

.0033* 

11/16 

.50 

BCD-25 

.0075* 

1 

.50 

BCD-7 

.004* 

15/16 

.50 

BCD-26 

.008* 

1 

.50 

BCD-8 

.0047* 

15/16 

.50 

BCD-27 

.01* 

1 

.50 


* — New 
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CAPA C IT O R S 



Hi-Q TUBULAR CERAMIC CAPACITORS 



Type SI 



Hi-Q general purpose tubular ceramic capacitors may be used for coupling, by- 
passing and filtering where frequency control is not critical (not to be confused 
with the Hi-Q line of close tolerance temperature compensating units). Available 
in two types (SI and Cl) small in size, rugged construction and available in a 
wide range of capacity values. 


Stock ltems--500 YDCW 


Cap. 

Size 

List 

Price 

Cap. 

■ Size 

List 

Price 

Cap. 

Size 

List 

Price 

Cap. 

Size 

List 

Price 

5 

SI-1 

$.25 

5 

CM 

$.25 

330 

SM 

$.25 

20,000 

SI-5 GMV 

$.30 

10 

SI-1 

.25 

10 

CI-1 

.25 

360 

SM 

.25 

25,000 

SI-5 GMV 

.50 

12 

SI-1 

.25 

12 

CI-1 

.25 

390 

SM 

.25 

30,000 

SI-6 GMV 

.50 

15 

SI-1 

.25 

15 

CM 

.25 

470 

SM 

.25 

33,000 

SI-6 GMV 

.50 

18 

SI-1 

.25 

18 

CM 

.25 

500 

SM 

.25 

330 

CM 

.25 

20 

SI-1 

.25 

20 

CM 

.25 

610 

SM 

.25 

360 

CM 

.25 

22 

SI-1 

.25 

22 

CM 

.25 

560 

SM 

.25 

390 

CM 

.25 

24 

SI-1 

.25 

24 

CM 

.25 

680 

SM 

.25 

470 

CM 

.25 

25 

SI-1 

.25 

25 

CM 

.25 

750 

SM 

.25 

500 

CM 

.25 

27 

SI-1 

.25 

27 

CM 

.25 

*820 

SM 

.25 

510 

CM 

.25 

30 

SI-1 

.25 

30 

CI-1 

.25 

*910 

SM 

.25 

560 

CM 

..25 

33 

SI-1 

.25 

33 

CI-1 

.25 

1000 

SM 

.25 

680 

CM 

.25 

39 

SI-1 

.25 

39 

CI-1 

.25 

1200 

SI-2 

.25 

750 

CM 

.25 

47 

SI-1 

.25 

47 

CM 

.25 

1500 

SI-2 

.25 

*820 

CI-2 

.25 

50 

SI-1 

.25 

50 

C^-1 

.25 

1800 

SI-2 

.25 

*910 

CI-2 

.25 

51 

SI-1 

.25 

51 

CI-1 

.25 

2000 

SI-2 

.25 

1000 

CI-2 

.25 

56 

SI-1 

.25 

56 

CM 

.25 

2200 

SI-7 

.25 

1200 

CI-2 

.25 

68 

SI-1 

.25 

68 

CI-1 

.25 

2400 

SI-7 

.25 

1500 

CI-2 

.25 

75 

SI-1 

.25 

75 

CM 

.25 

2500 

SI-7 

.25 

1800 

CI-2 

.25 

82 

SI-1 

.25 

82 

CI-1 

.25 

2700 

SI-7 

.25 

2000 

CI-2 

.25 

*91 

SI-1 

.25 

*91 

CM 

.25 

3000 

SM9 

.25 

2200 

CI-3 

.25 

100 

SI-1 

.25 

100 

CM 

.25 

3300 

SM9 

.25 

2400 

CI-3 

.25 

110 

SI-1 

.25 

110 

CM 

.25 

4000 

SM9 

.25 

2500 

CI-3 

.25 

120 

SI-1 

.25 

120 

CM 

.25 

4700 

SI-3 

.25 

2700 

CI-3 

.25 

150 

SI-1 

.25 

150 

CM 

.25 

5000 

SI-3 

.25 

3000 

CI-3 

.25 

180 

SI-1 

.25 

180 

CM 

.25 

5100 

SI-3 

.25 

3300 

CI-3 

.25 

200 

SI-1 

.25 

200 

CM 

.25 

*5600 

SI-3 

.25 

4000 

CI-3 

.25 

220 

SI-1 

.25 

220 

CM 

.25 

6000 

SI-3 

.25 

4700 

CI-3 

.25 

240 

SI-1 

.25 

240 

CM 

.25 

6800 

SI-4 

.25 

5000 

CI-3 

.25 

250 

SI-1 

.25 

250 

CM 

.25 

7500 

SI-4 

.25 

5100 

CI-3 

.25 

270 

si-a 

.25 

270 

CM 

.25 

10,000 

SI-5 

.25 

*5600 

CI-3 

.25 

300 

SI-1 

.25 

300 

CM 

.25 

15,000 

SI-6 

.30 

6000 

CI-3 

.25 

*New 

Tolerance: 

±20% 




17,500 

SI-6 

.30 





SI-TV HI-VOLTAGE CERAMIC CAPACITORS 


A recent addition to the already complete line of Aerovox Hi-Q Ceramic capacitors. 
Especially adapted to television applications this capacitor is available in two sizes. 
For capacities from 4.7 - mmf. to 22. mmf. the size is .280 x .750. For 24. mmf. to 
60. mmf. the case size is .312 x 1.250. All units referred to here are 6000 Volts DCW. 


Stock Items —6 0 0 0 YDCW 


Cap. 

Size 

List Price 

4.7 

SI-22 

' $1.00 

8.2 

SI-22 

1.00 

12 

SI-22 

1.00 

15 

SI-22 

1.00 

18 

SI-22 

1.00 

20 

SI-22 

1.00 

22 

SI-22 

1.00 


*New Tolerance: ±20% 


Cap. 

Size 

List Price 

24 

SI-3 

$1.00 

27 

SI-3 

1.00 

30 

SI-3 

1.00 

40* 

Si-3 

1.00 

47 

SI-3 

1.00 

50* 

SI-3 

1.00 

60* 

SI-3 

1.00 
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Hl-Q TEMPERATURE COMPENSATING DISK CAPACITORS 


The temperature coefficient of ceramic capacitors is an inherent characteristic of the ceramic body. By controlling this 
coefficient, the use of ceramics has been extended to countless applications in the electronic and communications fields. 
Temperature coefficient is determined by the ceramic mix and therefore. certain tolerances are standardized. Following is a 
list of standard recommended tolerances used in this listing: 

Temp. Coef. Tolerance—PPM Temp. Coef. Tolerance—PPM 

NPO , +30 N330 ±500 

N080 ±30 N750 ±100 

The tolerances shown are maximum deviation. The actual average temperature coefficient usually runs close to nominal. 
Aerovox Hi-Q is the first to offer temperature compensating capacitors in both disk and tubular styles as stock items. 

Hi-Q temperature compensating disks are specifically suited for resonant circuit applications or any other applications 
where high Q and stability of capacity are essential. They meet all specifications of RTMA Class 1 fixed ceramic dielectric 
capacitors. These disks are unusually suitable for limited space applications. These capacitors are available from stock in 
the capacity ranges and tolerances listed below. 

Stock Items —500 VDCW 



Type 

Cap. 

Diam. 

List 

Price 

Type 

Cap. 

Diam. 

List 

Price 

NPO-DI 

3.0* 

6/16 

$.50 

NPO-DI 

25* 

7/16 

$.50 

NPO-DI 

3.8* 

5/16 

.50 

NPO-DI 

33* 

19/32 

.50 

ISIPO-DI 

4.7* 

5/16 

.50 

NPO-DI 

39* 

19/32 

.55 

NPO-DI 

5.0* 

5/16 

.50 

NPO-DI 

47* 

19/32 

.55 

NPO-DI 

6 .8* 

5/16 

.50 

NPO-DI 

50* 

19/32 

.55 

NPO-DI 

8 .-2* 

5/16 

.50 

NPO-DI 

68 * 

11/16 

.55 

INPO-DI 

10 * 

5/16 

.50 

NPO-DI 

75* 

11/16 

.55 

iNPO-Dl 

15* 

3/8 

.50 

NPO-DI 

100 * 

3/4 

.55 

NPO-DI 

20 * 

3/8 

.50 

NPO-DI 

120 * 

29/32 

.60 

NPO-DI 

22 * 

7/16 

.50 

NPO-DI 

150* 

29/32 

.60 

*]Srew 

Standard 

Tolerance: up 

to 10 mmf. 

±.5 mmf. above 10 


Type 

Cap. 

Diam. 

List 

Price 

Type 

Cap. 

Diam. 

List 

Price 

N750-DI 

10 * 

5/16 

$.50 

N75d-DI 

75* 

7/16 

$.50 

N750-DI 

15* 

5/16 

.50 

N750-DI 

100 * 

19/32 

.50 

N750-DI 

20 * 

5/16 

.50 

N75d-DI 

150* 

19/32 

.50 

N750-DI 

22 * 

5/16 

.50 

N750-DI 

200 * 

11/16 

.50 

N750-DI 

25* 

5/16 

.50 

N750-DI 

220 * 

11/16 

.50 

N750.DI 

33* 

5/16 

.50 

N750-DI 

330* 

29/32 

.50 

N750-DI 

47* 

3/8 

.50 

N750-DI 

360* 

29/32 

.50 

N750-DI 

68 * 

7/16 

.50 

N750-DI 

390* 

29/32 

.50 





N750-DI 

430* 

29/32 

.50 


mmf. ±10% 


Hl-Q TEMPERATURE COMPENSATING TUBULAR CAPACITORS 



These tubular capacitors are precision designed for frequency determining applications where little or no 
capacity change with temperature is desired. Available in nominal capacities and tolerances which cover a 
complete range of applications. 





S t o 

ck 

items 

— 500 VDCW 










List 






List 

Type 

Cap. 


Size 


Price 

Type 

Cap. 


Size 


Price 

NPO-SI 

1 .0* 


SI-1 


$.50 

NPO-^SI 

89* 


SI-2 


$.50 

NPO-SI 

1.5* 


SM 


.50 

NPO-SI 

47* 


SI-2 


.50 

NPO-SI 

2 .2* 


SM 


.50 

NPO-SI 

50 


SI-2 


.50 

NPO-SI 

3.0 


SI-1 


.50 

NPO-SI 

66 * 


SI-7 


.50 

NPO-SI 

3.3 


SI-1 


.50 

NPO-SI 

68 * 


SI-7 


.50 

NPO-SI 

4.7 


SI-1 


.50 

NPO-SI 

75 


SI-7 


.50 

NPO-SI 

5.0 


SI-1 


.50 

NPO-SI 

100 


SI-7 


.50 

NPO-SI 

6.8 


SM 


.50 

NPO-SI 

120 * 


SI-19 


.50 

NPO-SI 

8.2 


SI-1 


.50 

NPO-SI 

150 


SI-3 


.50 

NPO-SI 

10 


SI-1 


.50 

NPO-SI 

175 


SI-4 


.50 

NPO-SI 

15* 


SI-1 


.50 

NPO-SI 

180* 


SI-4 


.50 

NPO-SI 

20 


SI-1 


.50 

NPO-SI 

220 * 


SI-5 


.50 

NPO-SI 

22 * ^ 


SI-1 


.50 

NPO-SI 

270* 


SI-5 


.50 

NPO-SI 

25 


SI-13 


.50 


NPO TYPE 

SI 




NPO-SI 

?3 


SI-13 


.50 

The zero temperature coefficient capacitor is the most stable 

ceramic 

*New 






commercial capacitor available. 





Standard Tolerance: 

up to 10 

mmf. ±.5 

mmf. 



When ordering the above units, designate type and MMFD fully. For 


aboye 10 mmf. ±10% 



example: NPO 

- SI-1-1.6 MMFD. 








Stock 

11 e 

ms —N750-500 

YDCW 










List 






List 

Type 

Cap. 


Size 


Price 

Type 

Cap. 


Size 


Price 

N750-SI 

% 


SI-1 


$.50 

N750-SI 

226 * 


SI-7 


$.50 

N750-SI 

10 


SI-1 


.50 

N750-SI 

270* 


SI-7 


.50 

N750-SI 

15*" 


SI-1 


.50 

N750-SI 

830* 


SI-3 


.50 

N750-SI 

20 *’ 


SI-1 


.50 

N750-SI 

360* 


SI-3 


.50 

N750-SI 

22 *' 


SI-1 


.50 

N750-SI 

890* 


SI-3 


.50 

N750-SI 

25* 


SI-1 


.50 

N750-SI 

430* 


SI-4 


.50 

N750-SI 

33* 


SI-1 


.50 

N750-SI 

470* 


SI-4 


.50 

N750-SI 

39* 


SI-1 


.50 

N750-SI 

610* 


SI-4 


.50 

N750-SI 

47 


SI-1 


.50 

N750-SI 

560* 


SI-5 


.50 

N750-SI 

56* 


SI-1 


.50 

N750-SI 

620* 


SI-5 


.50 

N750-SI 

68 * 


SI-1 


.50 

N750-SI 

680* 


SI-6 


.50 

N750-SI 

75* 


SI-13 


.50 

N750-SI 

760* 


SI-5 


.50 

N750-SI 

100 * 


SI-2 


.50 







N750-SI 

120 * 


SI-7 


.50 

*New 






N750-SI 

150* 


SI-7 


.50 

Standard Tolerance: up to 10 mmf. ±.6 mmf. 



N750-SI 

200 * 


SI-7 


.50 

1 

above 10 mmf. ± 

10 % 








Stock Items — 500 YDCW 








N080 



List 


N300 ± 500 

ppm 



List 

Type 

Cap. 


Size 


Price 

Type 

Cap. Type 


Size 

Prica 

NOSO-SI 

10 


SI-1 


$.60 

N330-SI 

47 ±10% 1500 

VDCW 

SI-2 

$.50 

NOSO-SI 

22 


SI-1 


.60 

N330-SI 

56 ±10% 1500 

YDCW 

SI-2 

.50 

NOSO-SI 

83 


SI-13 


.60 






NOSO-SI 

47 


SI-27 


.60 

N330 — Deflection Yoke Capacitor for silvered mica capacitor re- 

NOSO-SI 

62 


SI-27 


.60 

1 placement. 
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Hl-Q TUBULAR FEED-THRU CAPACITORS 

Hi-Q Feed-Thru Capacitors provide means to transmit thru shields or ground potentials and simultaneously 
by-pass unwanted frequencies. A good mechanical connection is provided by the silver-plated bushing. 
These are excellent dependable units even under severe mechanical vibrations as in aircraft, missiles and 
automotive requirements. All units are flash tested at 1250 volts D.C. 

Hi-Q Eyelet Feed-Thru Ceramic Capacitors provide the ultimate in miniaturization. They can be soldered 
directly to the chassis and provide excellent by-pass performance where space is critical. Especially recom¬ 
mended for use in UHP. 


Stock Items — Feed-Thru Stock Items — Feed-Thru 

500 VDCW Eyelet Type - Miniature 

500 VDCW 





List 





Type 

Cap. 

Thread 

Price 




List 

CFC-1 

500 mmf.* 

12-28 

$1-00 Cap. 

Size 

Type 

Tol. 

Price 


1000 mmf.* 

12-28 

1.00 50 * 

CN-1** 

EF 

rfcl0% 

$.50 


1500 mmf.* 

12-28 

100 * 

CN-1** 

EF 

±10% 

.50 

CF-1 

1500 mmf. 

1/4 -28 

1*00 500* 

CN-1** 

EF 

±20% 

.50 

CF-2 

1800 mmf.* 

5/16 - 24 

1.00 1000 * 

CN-1** 

EF 

GMY 

.50 


2800 mmf.* 

5/16 - 24 

1.00 






8000 mmf. 

5/16 - 24 

1.00 *New 





CF-3 

4000 mmf. 

5/16 - 24 

1.00 ** Center 

conductor 




CF-4 

7000 mmf. 

5/16 - 24 

1.00 1 Tolerance ±20% 






Eyelet Feed-Thru 
Type EF 



Feed-Thru Type CFG 



Feed-Thru Type CF 


HI-Q TUBULAR STAND-OFF CAPACITORS 

Hi-Q stand-ofP capacitors are basically tubular, having as an inte^al part of their construction, a screw 
fixture for mounting to the chassis or common ground. Close coupling and their unique construction make 
them an excellent choice for by-passing high frequencies. 

All units are coated with a high temperature enamel, stamped for capacity and supplied with mounting 
nut, if desired. 

The MOS is a quick mounting type which permits high speed mechanical installation. The ceramic tube 
is enclosed in a cadmium-plated metal case with a specially developed end seal for protection against 
humidity and temperature changes. 

All units are flash tested at 1250 volts D.C. The power factor is under 3% and the installation resistance 
is above 7500 megohms. 



Type MGS 


Type Capacity 


Stock Items — 500 VDCW 

List I 

Price I Type 
CS-2 
CS-3 
CS-4 
CIS-1 
CIS-1 
CIS-1 
CIS-1 
CIS-2 
NICS 


Capacity 

' List 

Price 

3000 

$.60 

4000 

.60 

7500 

.60 

50 

.60 

100 

.60 

500 

.60 

1000 

.60 

1500 

.60 

1500* 

.70 


CS-IA 

50 

$.60 

CS-IA 

100 

.60 

CS-IA 

500 

.60 

CS-IB 

1000 

.60 

CS-IB 

*New 

Radial leads only 

1500 

.60 

Tolerance: ±10% 
±20% 

up to and including 500 
above 500 mmf. 

mmf. 



Type CS 


HI-Q HIGH VOLTAGE “CARTWHEEL” CAPACITORS 

Hi-Q high voltage “cartwheels” are thoroughly tested units capable of assuring dependable service while 
withstanding high voltages. This new universal type (UV) offers interchangeable terminals in 5 styles for 
use in filter and by-pass applications in TV high voltage power supplies. 

TERMINAL HARDWARE 




UV-3A UV-4A UV-2A UV-6A UV-IA 



Stock Items — 

500 MMF 



Stock Items — 

Terminal Hardware 







List 


List 




List 

Type 

Price 

Type 

Price 

Type 

Volt. 

Cap. 

Price 

UV-IA 

$.10 

UV-4A 

$.10 

UV-501 

10,000 VDCW 

500 mmf. 

$1.55 

UV-2A 

.10 

UV.6A 

.10 

UV-502 

20,000 VDCW 

600 mmf. 

2.05 

UV-3A 

.10 
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"BLUE BEAVER" 


ELECTROLYTIC TUBULARS 



CD "Blue Beavers" hove become the service Industry’s most 
popular tubular electrolytic—being DESIGNED EXPRESSLY AND 
EXCLUSIVELY FOR SERVICE REPLACEMENT APPLICATIONS. Type 
BR is the compact unit in aluminum can with cardboard outer 
sleeve. Fits neatly into the cramped quarters of a chassis— 
self-supported by means of rigid tinned copper leads. The 
larger sizes may be further supported by means of a metal 
strap. NEGATIVE TERMINAL IS GROUNDED TO CAN. 
TEMPERATURE RANGE—to +85'C except 500 V. D.C, to 


+<S5°C. 


BR SS! 

Cap. 
Mfd. 1 

*Can Size—Inches 
Diam. x Length 

List 

Price 

Net 

Price 

BR 102 

10 

25 V. D.C 

Vs X IVie 

$1.00 

$ p30 

BR 202 

20 

ysxlKe 

1.00 

.60 

BR 252 

25 

Va X 114 

1.00 

.60 

BR 502 

50 

ysxlKe 

1.10 

.66 

BR 550 

5 

50 V. D.C. 

%x1K6 

1.00 

.60 

BR 105 

10 

Vex 114 

1.00 

.60 

BR 205 

20 

s/sx 114 

1.00 

.60 

BR 255 

25 

%xll4 

1.05 

.63 

BR 505 

50 1 

%x1‘14 

1.20 

.72 

BR 415 

4 1 

150 V. D.C. 

Va X 114 

1.00 

.60 

BR 815 

8 ; 

Va X 114 

1.05 

.63 

BR 1015 

10 

*/ 8 X 114 

1.05 

.63 

BR 1215 

12 i 

Va X 114 

1.10 

.66 

BR 1615 

16 

%x r4 

1.15 

.69 

BR 2015 

20 

*/«X 1^6 

1.20 

.72 

BR 2515 

i 25 

% X 114 

1.25 

.75 

BR 3015 

' 30 

% X 1^6 

1.30 

.78 

BR 4015 

40 

Va X 1114 

1.35 

.81 

BR 5015 

50 

Va X 1114 

1.40 

.84 

BR 6015 

60 

7«x2 

1.50 

.90 

BR 8015 

80 

% x2 

1.60 

.96 

BR 10015 

100 

1 X2'y4 

1.75 

1.05 

BR 15015 

150 

1 x 3 

1.90 

1.14 

BR 425 

4 

250 V. D.C. 

%xlV4 

1.00 

.60 

BR 825 

8 

VaxVAa 

1.15 

.69 

BR 1225 

12 

Va X 1114 

1.25 

.75 

BR 1625 

16 

% X 1114 

1.30 

.78 

BR 2025 

20 

% X 1114 

1.35 

.81 

BR 3025 

30 , 

Va X 1114 

1.45 

.87 

BR 4025 

40 1 

%x2 

1.55 

.93 

BR 5025 

50 ! 

1 x2 

1.70 

1.02 

BR 6025 

60 

1 X 21/2 

1.80 

1.08 

BR 435 

4 I 

350 V. D.C. 

%x114 

1.05 

.63 

BR 835 

8 

5/8X1114 1 

1.20 

.72 

BR 1235 

12 

%X1114 

1.30 

.78 

BR 1635 

16 

%xlil4 

1.40 

.84 

BR 2035 

20 

y8xiii4 

1.45 

.87 

BR 3035 

30 

1 X 2 

1.65 

.99 

BR 4035 

40 

1 X 2/2 

1.75 

1.05 

BR 5035 

50 

1 X 2/2 

1.85 

1.11 

BR 145 

1 

450 V. D.C. 

Vaxm 

1.10 

.66 

BR 245 

2 

Vax\% 

1.10 

.66 

BR 445 

4 

Hxll4 

1.15 

.69 

BR 845 

8 

Va X 114 

1.25 

.75 

BR 1045 

10 

Va X 1114 

1.30 1 

.78 

BR 1245 

12 

%xlii4 

1.35 1 

pBt 

BR 1445 

16 i 

% X 2 

1.40 

,34 

BR 2045 

20 i 

%x2 

1.55 

.93 

BR 3045 

30 

1 X 2/2 

1.70 

1,02 


nrlnted in U.S,A. 


BR S:'- 

Cap. 

Mfd. 

*Can Size—Inches 
Diam. x Length 

List 

Price 

Net 

Price 

BR 4045 

40 

450 V. D.C. 

1 x2/2 

1.80 

1.08 

BR 6045 

60 

1/8 X 2/8 

2.35 

1.41 

BR 8P45 

80 

1/8 X 3 /8 

2.80 

1.68 

BR 450 

4 

500 V. D.C. 

/8x1»4 

1.20 

.72 

BR 850 

8 

Va X 1“4 

1.30 

.78 

BR 1250 

12 

Va X 2 

1.40 

.84 

BR 1650 

16 

1 X 2 

1.50 

.90 

BR 2050 

20 

1 x2 

1.60 

^ .96 

BR 3050 

30 

1 X 2 /2 

1.75 

1.05 


*Fpr Overall Size add Yu" to Dlara. and Yis" to Length. 


Type BBR "BLUE BEAVERS," miniature versions of the BR, are 
especially popular for those cramped and limited space in¬ 
stallations in television receivers, hearing aids, miniature radios 
and other small assemblies. They are hermetically sealed in 
tubular aluminum containers and Ideally suited to meet re¬ 
quirements in low voltage circuits. NEGATIVE TERMINAL 
IS GROUNDED TO CAN. 


TEMPERATURE RANGE—to +85°C. 


BBR^t 

Cap. 

Mfd. 

Can Size—Inches 
Diam. x Length 

List 

Price 

Net 

Price 

BBR 25-3 

25 

3 Volts 

/8XlVl6 

$ .85 

$ .51 

BBR 50-3 

50 

% X 1 14 

.95 

.57 

BBR 5-6 

5 

6 Volts 

/8X P/fe 

.80 

.48 

BBR 25-6 

25 

Va X 1 He 

.85 

.51 

BBR 50-6 

50 

Va X IVfa 

.95 

.57 

BBR 100-6 

100 

/a X 1 14 

1.20 

.72 

BBR 250-6 

250 

/i X 1 Ke 

1.35 

.81 

BBR 100-15 

100 

15 Volts 

/ax 114 

1.25 

.75 

BBR 10-25 

10 

25 Volts 

/8X 114 

1.00 

.60 

BBR 20-25 

20 

Va X 114 

1.00 

.60 

BBR 25-25 

25 

Va X 1 He 

1.00 

.60 

BBR 50-25 

50 

/ax 114 

1.10 

.66 

BBR 100-25 

100 

/ax 114 

1.35 

.81 

BBR 1-50 

1 

50 Volts 

Va X 114 

.90 

.54 

BBR 2-50 

2 

Va X 114 

.90 

.54 

BBR 4-50 

4 

Va X 114 

1.00 

.60 

BBR 5-50 

5 

/8x IHe 

1.00 

.60 

BBR 10-50 

10 

/8x 114 

1.00 

.60 

BBR 25-50 

25 

/ax 114 

1.05 

.63 

BBR 10-90 

10 

90 Volts 

/ax 114 

1.10 

^^66 

BBR 16-90 

16 

/a X IHe 

1.10 

.66 

BBR 4-150 

4 

150 Volts 

/8X114 

1.00 

.60 

BBR 8-150 

8 ! 

/a X 114 

1.05 

.63 

BBR 10-150 

10 i 

/a X 114 

1.05 

.63 

BBR 12-150 

12 

/ax 114 

1.10 

.66 

BBR 16-150 

16 

/ax 114 

1.15 

.69 

BBR 20-150 

20 

/a X vZ 

1.20 

.72 

BBR 4-250 

4 

250 Volts 

/axlHe 

1.00 

.60 

BBR 8-250 1 

8 

/a X 114 

1.15 

.69 

BBR 12-250 

12 

/ax 111 

1.25 

,75 


Copyright 1953 by Cornoil’DybUjer Electric Corp. 
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CORNELL ii DUBiLIER 


MULTI-SECTION TUBULAR ELECTROLYTICS 



A new series of compact tubular metal-cased, cardboard sleeved electro- 
lytics—specially sealed against heat and humidity. 


Featuring— 

• Direct-to-terminal internal lead construction reduces possi¬ 
bility of shorts. (Pure aluminum wires crimped securely to¬ 
gether with outer leads within aluminum stud terminals.} 

• New high-insulation vinylite covered leads—generous 7 
inches long. 

• Sections sealed in aluminum tube for protection against 
moisture getting in, or electrolyte drying out. 

• Wax impregnated cardboard outer insulation sleeve, 

• Rubber diaphragm-type vent insures ideal vent action under 
all conditions. 

• IDEAL FOR OPERATION AT TEMPERATURES UP TO 85^C. 


BBRD-—Dual Common Negative 


BBRD 

Cop. 

Mfd. 

D.C. 

V/. Volts 

Can Size f—Ins. 
Dia. X Lgth. 

—.1 

List 

Price 1 

Net 

Price 

BBRD 2202 

20-20 

25 

%x1 K6 

$1.40 

$ .84 

BBRD 115 

:o-io 

50 

%xivr6 

1.40 

.84 

BBRD 2115 I 

20-10 

150 

y4xi’^fi 1 

1.55 

.93 

BBRD 2215 

20-20 

150 

% X PVie 

1.65 

.99 

BBRD 3215 | 

30-20 

150 

% X PKe 

1.70 

1.02 

BBRD 3315 

30-30 

150 

% X PKe 

1.80 

1.08 

BBRD 4215 

40-20 

150 

% X 111^6 

1.75 

1.05 

BBRD 4315 

40-30 

150 

% x2 

1.80 

1.08 

BBRD 4415 

40-40 

150 

% x2 

1.85 

1.11 

BBRD 5315 

50-30 

150 

% x2 

1.95 

1.17 

BBRD 5515 

50-50 

150 

1 X 2 

2.10 

1.26 

BBRD 8415 

80-40 

150 

1 X 2^6 

2.25 

1.35 

BBRD 16825 

16-8 

250 

%x2 

1.70 

1.02 

BBRD 16D25 

16-16 

250 

% x2 

1.80 

1.08 

BBRD 2225 

20-20 

250 

1 xli^e 

1.85 

1.11 

*BBRD 7V225 

75-20 

250 

1 X 3 

2.60 

1.56 

BBRD 8D45 

8-8 

450 

% X liVi6 

1.70 

1.02 

BBRD 16845 

16-8 

450 

1 X 2*4 

2.00 

1.20 

BBRD 16D45 

16-16 

450 

1 X 2V2 

2.25 

1.35 

H^BBRD 2245 

20-20 

450 

1x3 

2.50 

1.50 

*BBRD 4445 

40-40 

450 

1 X 414 

3.40 

2.04 


BBRT-—Triple-Common Negative 


BBRTS:: 

Cap, 

Mfd. 

D.C. 

W. Volts 

Cant 

Size—Inches 
Dia. X Lgth. 

List 

Price 

Net 

Price 

BBRT 22215 

20-20-20 

150 

% X l »4 

|$2.20 S1.32 

BBRT 32V215 

30-25-20 

150 

% x2 

2.25 

1.35 

BBRT 33315 

30-30-30 

150 

1 x 2 

2.35 

1.41 

BBRT 42215 

40-20-20 

150 

1 XI 14 

2.25 

1.35 

BBRT 43215 

40-30-20 

150 

1 X 2 

2.35 

1.41 

BBRT 4421 5 

40-40-20 

150 

1 x2 

2.35 

1.41 

BBRT 44415 

40-40-40 

150 

1 X 2*4 

2.45 

1,47 

BBRT 2215C 

20-20, 20 

150, 25 

% X 114 

2.05 

1.23 

BBRT 3315C 

30-30, 20 

150, 25 

%x2 

2.20 

1.32 

BBRT 4215C 

1 40-20, 20 

150, 25 

1 X 114 

2.15 

1.29 

BBRT 4315C 

40-30, 20 

150, 25 

1 xli 4 

2.20 

1.32 


BBRT—-Triple-Common Negative 


BBRT 5- 

Cap. 

Mfd. 

D.C. 

W. Volts 

Cant 

Size—Inches 
Dia. X Lgth. 

List 

Price 

Net 

Price 

BBRT 441 5C 

40-40, 20 

150, 25 

1 XI 14 

2.25 

1.3S 

BBRT4415X25 

40-40, 250 

150, 1 0 

1 X 2*4 

2.60 

1.56 

BBRT 5315C 

50-30, 20 

150, 25 

1 xli4 

2.35 

1.41 

BBRT 5515C 

50-50, 20 

150, 25 

1 X 2*4 

2.50 

1.50 

BBRT 8415C 

80-40, 20 

150, 25 

1 X 2V2 

2.65 

1.59 

BBRT3215C10 

30-20, 100 ! 

150, 25 

1 X 2 

2.35 

1.41 

BBRT 5315X20 

50-30, 200 1 

150, 10 

1 X 2*4 

2.55 

1.53 

BBRT 5315C10 

50-30, 100 

150, 25 

1 X 2*4 

2.45 

1.47 

BBRT 8215C10 

80-20, 100 

150, 25 

1 X 2Vi 

2.75 

1.65 

BBRT 2225C 

20-20, 20 

250, 25 

1 X 2 

2,25 

1.35 

BBRT 4225C 

40-20, 20 

250, 25 

1 X 2*4 

2.55 

1.53 

BBRT 4425C 

40-40, 20 

250, 25 

1 X 214 

2.90 

1.74 

^i^BBRT 7V4125 

75-40-10 

250 

P/b X 3 

3.45 

2.07 

X’BBRT 16T45 

16-16-16 

450 

P/b X 3 

3.10 

1.86 

’■‘BBRT 2245C 

1 

20-20, 20 

450, 25 

1 X 3 

2.90 

1.74 


BBRQ^Quadruple-Common Negative 


1 

BBRQ 

Cap. 

Mfd. 

D.C. 

W. Volts 

Cant 

Size—Inches 
Dia. X Lgth. 

List 

Price 

Net 

Price 

BBRQ 33215C 

30-30-20, 20 

150, 25 

1 X 2 

$2.90 

$1.74 

BBRQ 42215C 

40-20-20, 150 

20, 25 

1 X 2 

2.85 

1.71 

BBRQ 53215C 

50-30-20, 150 

20, 25 

1 X 2«/2 

3.05 

1.83 

BBRQ 44315C 

40-40-30, 150 

20, 25 

1 X 2/2 

3.00 

1.80 

BBRQ 55515C 

50-50-50, 150 

20, 25 

1 X 3 

3.45 

2.07 

♦BBRQ 22245C 

20-20-20, 20 

450, 25 

1 Vz X 34 

4.05 

2.43 


All above Packed—5 Units per Carton, except those marked (*) which 
are Individual Carton Packed. 


EDL—Dual Separate Section 

Type EDL Capacitors are dual units in cardboard tube con¬ 
tainers with wax-filled ends. Capacities, voltages and polarity 
of the leads are clearly defined by color coding stamped on the 
tube’ casing. 


EDlS”' 

Cap. 

Mfd. 

D.C. 

W. Volts 

OVERALL 
Size—inches 
Dia. X Lgth. 

List 

Price 

Net 

Price 

EDL 2215SS 

20-20 

150 

^4x25/8 

$1.65 

$ .99 

EDL 331555 

30-30 

150 

1 X 25/8 

1.80 

1.08 

EDL 421555 

40-20 

150 

1 X 25/8 

1.75 

1.05 

EDL 441555 

40-40 

150 

14x2% 

1.85 

1.11 

EDL 531555 

50-30 

150 

14x2% 

1.95 

1.17 

EDL 551555 

50-50 

150 

1 % X 3% 

2.10 

1.26 

EDL 841555 

80-40 

150 

14x3% 

2.25 

1.35 


fFor OVERALL size on BBRD, BBRT and BBRQ, add to Diom. and to Length. 
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HIGH-CAPACITY LOW-VOLTAGE ELECTROLYTICS 




BRH compact tubular electrolytic capacitors are widely em¬ 
ployed in portable radio power rectifying circuits, electric fence 
devices, telephone and D.C timing circuits. Hermetically sealed 
in pure aluminum cans with an external cardboard insulating 
sleeve, these units are provided with metal mounting strap 
and bare wire leads for convenient wiring into any circuit 
assembly. 


TEMPERATURE RANGE to +Z5°C, 


DDU 

Dlfn No. 

Cap. 

Mfd. 

Cant Size—Inches 
Diam. x Length 

List 

Price 

Net 

Price 

BRH 601 

100 

6 D.C. W. Volts 

ysx ivi6 

$1.20 

$ .72 

BRH 6025 

250 

ysx 1^6 

1.35 

•B1 

BRH 605 

500 

%X PHi 

1.55 

.93 

BRH 610 

1000 

%x2 

1.90 

1.14 

BRH 620 

2000 

1 X 2Vi 

2.30 

1.38 

BRH 121 

100 

12 D.C. W. Volts 

y8xi!4 

1.20 

.72 

BRH 1225 

250 

% X liHfi 

1.45 

.87 

BRH 125 

500 

% X2 

1.70 

1.02 

BRH 1210 

1000 

1 X 2 

2.25 

1.35 

BRH 1220 

2000 

1 X 3 

2.65 

1.59 

BRH 151 

100 

15 D.C. W. Volts 

% X 114 

1.25 

.75 

BRH 1525 

250 

% X 11|4 

1.55 

.93 

BRH 155 

500 

J's x2 

1.75 

1.05 

BRH 1510 

1000 

1 X 2 

2.30 

1.38 

BRH 1520 

2000 

1 X 3 

3.20 

1.92 

BRH 251 

100 

25 D.C. W. Volts 

Vs X 1 

1.35 

.81 

BRH 2525 

250 

X1114 

1.70 

1.02 

BRH 255 

500 

1 X 2 

2.30 

1.38 

BRH 501 

100 

50 D.C. W. Volts 

%x2 

1.40 

.84 

BRH 5015 

150 

%x2 

1.55 

.93 

BRH 5025 

250 

1 X 2 

1.75 

1.05 

BRH 5050 

500 

1 X 3 

2.40 

1.44 


tFor Overall Size add l/ifi" to Diam. and to Length. 


HIGH VOLTAGE TUBULAR ELECTROLYTICS 

TEMPERATURE RANGE to +85°C. 


BRHV Sc! 

Cap. 

Mfd. 

OVERALL 

Size—inches 

Diam. x Length 

List 

Price 

Net 

Price 

BRHV 850 

8 

500 D.C. W. Volts 

X 3S.4 

$1.30 

$ .78 

BRHV 1050 

10 

iS/te X 354 

1.35 

.81 

BRHV 1250 

12 

X 354 

1.40 

.84 

BRHV 1650 

16 

1 54 X 3»/i6 

1.50 

.90 

BRHV 608 

8 

600 D.C. W. Volts 

»/i6X3»^6 

1.40 

.84 

BRHV 610 

10 

“/is X 

1 14 X 354. 

1.45 

.87 

BRHV 612 

12 

1.50 

.90 

BRHV 616 

16 

1 V4x354 

1.65 

•99 

BRHV 708 

8 

700 D.C. W. Volts 

“/4 X 354 

1.50 

•90 

BRHV 710 

10 

T V4 X 354 


•93 

BRHV 712 

12 




BRHV 716 

16 


JHjBSI 



Type FB capacitors in round cardboard sleeved aluminum cans 
are designed for high capacity, low voltage applications, and 
ore especially popular as replacements in motion picture sound 
equipment, and other low voltage circuits. 

TEMPERATURE RANGE to +85°C. 


FB S“o!- 

Cap. 

Mfd. 

D.C 

W. Volts 

Cantt 

Size—Inches 
Dia. X Lgth. 

List 

Price 

Net 

Price 

PB 1005 

500 

10 

13/8X2% 

$3.10 

$1.86 

FB 1010 

1000 

10 

1% X 2% 

3.55 

2.18 

FB 1015 

1500 

10 

13/8x2% 

3.75 

2.2S 

FB 1020 

2000 

lb 

1% X 2H 

3.95 

2.37 

FB 1030 

3000 

10 

1 13/8 X 3% 

4.35 

2.61 

FB 1040 

4000 

10 

l%x4% 

4.75 

2.8S 

FB 1050 

5000 

10 

1V2x4’/8 

5.15 

3.09 

FB 1060 

6000 

10 

l3^x4!/8 

7.50 

4.50 

FB 1205 

500 

12 

13/8X2% 

3.20 

1.92 

FB1210 

1000 

12 

1%X2H 

3.75 

2.25 

FB 1215 

1500 

12 

13/8 X 2% 

3.95 

2.37 

FB 1220 

2000 

12 

13/8x3% 

4.15 

2.49 

FB 1225 

2500 

12 

13/8X3% 

4.85 

2.91 

FB1230 

3000 

12 

13/8 X 4% 

5.05 

3.03 

FB1240 

4000 

12 

l%x4% 

5.25 

3.15 

FB 1260 

6000 

12 

2 X 4'/, 

9.35 

5.61 

FB1505 

500 

15 

13/8X2% 

3.25 

1.95 

FB1510 

1000 

15 

13/8X2% 

3.80 

2.28 

FB1515 

1500 

15 

13/8x2% 

4.00 

2.40 

FB 1520 

2000 

15 

13/8X3% 

4.70 

2.82 

FB 1530 

3000 

15 

13/8 X 4% 

! 5.15 

3.09 

FB 1540 

4000 

15 

l%x4% 

8.10 

4.86 

FB 1560 

6000 

15 

2 X 4% 

10.00 

6.00 

FB 1805 

500 

18 

13/8x23/8 

3.00 

1.80 

FB 1810 

1000 

18 

13/8 X 23/8 

3.90 

2.34 

FB 1820 

2000 

18 

13/8 X 3% 

4.90 

2.94 

FB 1 840 

4000 

! 18 

1 % X 4% 

8.45 

5.07 

FB 2005 

500 

1 20 

13/8 X 23/8 

3.40 

2.04 

FB 2010 

1000 

20 

13/8x3% 

4.10 

2.46 

FB 2020 

2000 

20 

13/8 X 4% 

5.20 

3.12 

FB 2040 

4000 

20 

2 X 4% 

8.75 

5.25 

FB 2505 

500 

25 

13/8 X 23/8 

3.55 

2.13 

FB 2510 

1000 

25 

13/8 X 3% 

4.80 

2.88 

FB 2520 

2000 

25 

13/8 X 4% 

5.75 

3.45 

FB 2530 

3000 

25 

13% X 4% 

8.00 

4.80 

FB 2540 

4000 

25 

2 X 4% 

9.50 

5.70 

FB 2550 

5000 

25 

2% X 4% 

6.85 

4.11 

FB 3005 

500 

30 

13/8 X 3% 

3.60 

2.16 

FB 3010 

1000 

30 

13/8 X 4% 

4.90 

2.94 

FB 3020 

2000 

30 

13% X 4% 

7.40 

4.44 

FB 3030 

3000 

30 

2 X 4% 

8.95 

5.37 

FB 3040 

4000 

30 

2% X 4% 

10.50 

6.30 

FB 3505 

500 

35 

13/8x3% 

3.70 

2.22 

FB 3510 

1000 

35 

13/8x4% 

5.00 

3.00 

FB 3520 

2000 

35 

13% X 4% 

8.00 

4.80 

FB 3530 

3000 

35 

2 X 4% 

9.50 

5.70 

FB 3540 

4000 

35 

2% X 4% 

11.00 

6.60 

FB 4005 

500 

40 

13/8x3% 

3.80 

2.28 

FB 4010 

1000 

40 

13/8 X 4% 

6.50 

3.90 

FB 4020 

2000 

40 

13% X 4% 

9.00 

5.40 

FB 4030 

3000 

40 

2 X 4% 

10.50 

6.30 

FB 4040 

4000 

40 

2% X 4% 

11.50 

6.90 

FB 5005 

500 

50 

13/8X3% 

3.90 

2.34 

FB 5010 

1000 

50 

13% X 4% 

7.00 

4.20 

FB 5020 

2000 

50 

13% X 4% 

10.00 

6.00 

FB 5030 

3000 

50 

2 X 4% 

11.50 

6.90 

FB 5040 

4000 

50 

2% X 4% 

12.50 

7.50 


tfFor Overall Size add to Diam. and to Length. 


Tk When JAN’C>62 units must be supplied, order according to specific CE type designations. 
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CORNELL 



UP, UPT « UPE TWIST-PRONG BASE ELECTROLYTICS 





METAL WASHER-. 025 "THICK 
6 AKELITE WASHER-V THICK 


r-'V-, 

JSO OIA^ ^ jy r 

"0^' Pray-* 

WASHER FOR K OIA 
TYPE UP UNITS 



WASHER FOR I' DIA. 
TYPE UP UNITS 



WASHER FOR iVOIA. 
TYPE UP UNITS 


DIMENSIONS OF METAL AND BAKELITE MOUNTING WASHERS 


TYPES UP, UPT AND UPE 


Types UP and UPT capacitors are small. 

canveniently-maunted. 







round can-type electrolytic units furnished with bokelite and 

Rotational 

Cat. 

Cap./VoltS 

Size—Ins. 

List 

Net 

metal mounting washers. Terminals are 

tinned far salderinq. 

Stock No. 

No. 

Dia. X Lgth. 

Price 

Price 

They are dependable 

in aperatian aver wide 

temperature 

A052 

A053 

UP 1050 

UP 2050 

10/500 

20/500 

1 X 2 

1 X 214 

$1.60 

1.85 

$ .96 
1.11 

variations with minimum capacity change. 



A054 

A055 

UP 3050 

UP 4050 

30/500 

40/500 

1 X 3 

1 X 35/8 

2.00 

2.50 

1.20 

1.50 

Units are especially designed for use In television, radio, ampli- 

A056 

A057 

UP 8050 

UP 9050 

80/500 

90/500 

lys X 35/8 
lys X 35/8 

3.20 

3.50 

1.92 

2.10 

tier and 

other equipment where extremely high temperatures. 







voltage surges and ripple currents are 

encauntered. They are 



Dual Section 




particularly popular as 
television receivers.§ 

replacement capacitars far all standard 

B001 

B002 

UPT 202 

UPT 203 

,5^ 15,750 CPS 

2.5Ci 60 CPS. 

1000-500/6 VNP 

13/8x2 

13/8 X 2 

$3.90 

3.85 

$2.34 

2.31 




selenium 



B003 

UPT 201 

1000-1000/15 

1 X 35/8 

4.40 

2.64 

Type UPE units are designed for use ir 

rectifier cir- 

B004 

UP llM-15 

1000-1000/15 

13/8 X 2/2 

4.40 

2.64 

cults. When using selenium rectifiers 

in televisan, radia ar 

B005 

B006 

UP 22-25 

UP 44-25 

20-20/25 

40-40/25 

1 X 2 

1 X 2 

1.45 

1.60 

.87 

.96 

other equipment, care must be taken to employ ONLY this type 

B007 

BOOB 

UPT 205 

UP 55-50 

150-50/25 

50-50/50 

1 X 2 

1 X 2 

1.90 

1.70 

1.14 

1.02 

electrolytic capacitor and protective resistor—See 

page 

6. 

B009 

UP 2215 

20-20/150 

1 X 2 

1.70 

1.02 






B010 

UP 3215 

30-20/150 

30-30/150 

1 X 2 

1.75 

1.05 

Rotational 






B011 

UP 3315 

1 X 2 

1.85 

1.11 

Cat. 

Cap./Volts 

Size—Ins. 

List 

Net 

B012 

UP 4215 

40-20/150 

1 X 2 

1.80 

1.08 

Stock No. 

No. 

0ia.xLgth. 

Price 

Price 

B013 

UP 4315 

40-30/150 

1 X 2 

1.85 

1.11 






B014 

UP 4415 

40-40/150 


1.90 

1.14 








A001 

UPT 102 

lOfi 30 CPS. 

% x2 

$2.00 

$1.20 

B015 

UP 5315 

50-30/150 

1 X 2 

2.00 

1.20 

A002 

UPT 100 

,5Q 15,750 CPS. 

1 X 2 

2.20 

1.36 

B016 

UP 5515 

50-50/150 

1 X 2/2 

2.15 

1.29 

A003 

UPT 101 

10 60 CPS. 

1% x3 

2.80 

1.68 

B017 

UP 75D15 

75-75/150 

1 X 3 

2.60 

1.56 

A004 

UPT 2M-6 

2000/6 

IVs x2 

2.55 

1.53 

B018 

UP 8415 

80-40/150 

1 X 2/2 

2.30 

1.38 

A005 

UP 3M-10 

3000/10 

1% x2Vi 

2.90 

1.74 

B019 

UPT 6620 

60-60/200 

13/8 X 2 

2.55 

1.53 

A006 

UP lM-15 

1000/15 

1 X 21/2 

2.55 

1.53 

B020 

UP 1125 

10-10/250 

1 X 2 

1.70 

1.02 

A007 

UP 2M.15 

2000/15 

1% X 21/2 

3.45 

2.07 

B021 

UP 2225 

20-20/250 

1 X 2 

1.90 

1.14 

A008 

UP 3M-15 

3000/15 

lHx3 

3.52 

2.11 

B022 

UP 3325 

30-30/250 

1 X 214 

2.30 

1.38 

A009 

UP 40-25 

40/25 

% x2 

1.35 

.81 

B023 

UP 4225 

40-20/250 

1 X 2/2 

2.20 

1.32 

A010 

UP 1 00-25 

100/25 

% x2 

1.60 

.96 

B024 

UP 4425 

40-40/250 

1 X 3 

2.55 

1.53 

A011 

UPT 103* 

500/25 

1 X 21/2 

2.55 

1.53 

B025 

UPT 150D25 

150-150/250 

1% X 414 

5.15 

3.09 

A012 

UP 500-25 

500/25 

1 X 2 

2.55 

1.53 

B026 

UP 5530 

50-50/300 

13/8 x2/2 

3.35 

2.01 

A013 

UP lM-25 

1000/25 

13/8x2 

3.55 

2.13 

B027 

UP 8830 

80-80/300 

13/8 X 3 

4.05 

2.43 

A014 

UP 100-50 

100/50 

V4x2 

1.65 

.99 

B028 

UPT 12230 

120-20/300 

13/8 X 3 

3.80 

2.28 

A015 

UP 150-50 

150/50 

1 X 2 

1.^ 

1.08 

B029 

UP 15D35 

15-15/350 

1 X 2 

2.25 

1.35 

A016 

UP 500-50 

500/50 

13/8 X 2 

2.65 

1.59 

B030 

UP 2235 

20-20/350 

1 X 214 

2.30 

1.38 

A017 

UP lM-50 

1000/50 

13/8 X 33/8 

3.7^ 

2.25 

B031 

UP 3335 

30-30/350 

1 X 3 

2.90 

1.74 

A018 

UP 3015 

30/150 

% x2 

1.55 

.93 

B032 

UP 5335 

50-30/350 

13/8 X 214 

3.15 

1.89 

A019 

UP 4015 

40/150 

1 X 2 

1.60 

.96 

B033 

UPT 8835 

80-80/350 

13/8 X 35/8 

4.70 

2.82 

A020 

UP 5015 

50/150 

1 X 2 

1.65 

.99 

B034 

UPT 6640 

60-60/400 

13/8 X 35/8 

4.40 

2.64 

A022 

UP 6015 

60/150 

1 X 2 

1.75 

1.05 

B033 

UP 8140 

80-10/400 

13/8x3 

3.40 

2.04 

A023 

UPT 8015 

80/150 

1 X 2 

1.85 

1.11 

B036 

UPT 4D45 

4-4/450 

1 x 2 

1.65 

.99 

A024 

UP 10015 

100/150 

1 X 2/2 

2.00 

1.20 

B037 

UPT 1145 

10-10/450 

1 x 2 

1.90 

1.14 

A025 

UPT 12015 

120/150 

13/8 X 2 

2.10 

1.26 

B038 

UP 15D45 

15-15/450 

1 X 2/2 

2.25 

1.35 

A026 

UP 15015 

150/150 

1 X 3 

2.15 

1.29 

B039 

UP 2145 

20-10/450 

1 X 214 

2.25 

1.35 

A027 

UP 2025 

20/250 

% x2 

1.60 

.96 

B040 

UP 2245 

20-20/450 

1 X 3 

2.55 

1.53 

A028 

UP 3025 

30/250 

1 X 2 

1.70 

1.02 

B041 

UPT 3145 

30-10/450 

1 X 3 

2.50 

1.50 

A029 

UP 4025 

40/250 

1 X 2 

1.80 

1.08 

B042 

UPT 206 

30-10/450 

13/8x2 

2.40 

1.44 

A030 

UP 6025 

60/250 

1 X 2/2 

2.05 

1.23 

B043 

UP 3345 

30-30/450 

13/8 X 214 

3.05 

1.83 

A031 

UP 8025 

80/250 

1 X 3 

2.15 

1.29 

B044 

UP 4245 

40-20/450 

13/8 x2'/2 

3.00 

1.80 

A032 

UP 5030 

50/300 

1 X 21/2 

2.05 

1.23 

B045 

UPT 4445 

40-40/450 

13/8x3 

3.45 

2.07 

A033 

UP 8030 

80/300 

1 X 3 

2.55 

1.53 

B046 

UPT 6245 

60-20/450 

13/8 X 3 

3.55 

2.13 

A034 

UPT 10030 

100/300 

13/8 X 3 

2.90 

1.74 

B047 

UPT 8145 

80-10/450 

13/8 X 3 

3.60 

2.16 

A035 

UPT 104 

100/300 

1 X 35/8 

2.90 

1.74 

B048 

UP 8445 

80-40/450 

13/8 X 33/8 

4.35 

2.61 

A036 

UP 1535 

15/350 

1 X 2 

1.65 

.99 

B049 

UP 1150 

10-10/500 

1 X 214 

1.95 

1.17 

A037 

UP 3035 

30/350 

1 X 2 

1.90 

1.14 

B050 

UP 2250 

20-20/500 

13/8 X 214 

2.85 

1.71 

A038 

UP 4035 

40/350 

1 X 2/2 

2.00 

1.20 

B051 

UPT 25S450 

25-40/500 

13/8 X 3 ^ 

3.65 

2.19 

A039 

UP 5035 

50/350 

1 X 3 

2.10 

1.26 

B052 

UPT 3150 

30-10/500 

13/8 X 214 

2.60 

1.56 

A040 

UP 8035 

80/350 

1%x2’/2 

2.85 

1.71 

B053 

UP 4450 

40-40/500 

13/8 X 35/8 

4.30 

2.58 

A041 

UP 12535 

125/350 

13/8x3 

3.65 

2.19 

B054 

UPT 6450 

60-40/500 

13/8 X 35/8 

4.60 

2.76 

A042 

UP 8040 

80/400 

13/8 X 3 

2.95 

1.77 

B055 

UPT 200 

250/10 1000/6 

13/8 X 2 

2.85 

1.71 

A043 

UP 1045 

10/450 

1 X 2 

1.55 

.93 

B056 

UP 4015V2 

40/150 20/50 

1 X 2 

1.70 

1.02 

A044 

UP 1AJ57 

10/450 

%x2 

1.55 

.93 

B037 

UP 4015C15 

40/150 150/25 

1 X 2 

2.05 

1.23 

A045 

UP 1545 

15/450 

1 X 2 

1.70 

1.02 

B058 

UP 4025C 

40/250 20/25 

1 X 2 

2.00 

1.20 

A046 

UP 2045 

20/450 

1 x2 

1.80 

1.08 

B059 

UPT 5025V10 

50/250 100/50 

13/8 X 2 

2.60 

1.56 

A047 

UP 3045 

30/450 

1 X 21/2 

1.95 

1.17 

B060 

UPT 10025V15 

100/250 150/50 

13/8 X 3 

3.65 

2.19 

A048 

UPT 4045 

40/450 

1 X 3 

2.05 

1.23 

B061 

UP 2035C 

20/350 20/25 

1 X 2 

1.90 

1.14 

A049 

UP 5045 

50/450 

1 X 3% 

2.35 

1.41 

B062 

UP 4035C 

40/350 20/25 

1 X 2/2 

2.35 

1.41 

A050 

UP 6045 

60/450 

lya X 21/2 

2.60 

1.56 

B063 

UP 1045C 

10/450 20/25 

1 X 2 

1.70 

1.02 

A051 

UP 8045 

80/450 

13/8x3 

3.05 

1.83 

B064 

B063 

B066 

UP 2045C 

20/450 20/25 
40/450 20/25 
80/450 20/25 

1 X 2 

2.00 

1.20 

*Can Positive—^All others Can Negative, 

UP 4045C 

UP 8045C 

1 X 3 

13/8 X 3 

2.45 

3.40 

1.47 

2.04 


§For application data on C-D types UP, UPT and UPE Capacitors ask your jobber for C-D TELEVISION REPLACEMENT GUIDE, No. TVR7. 
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CORNELL 101 DUBILIEB 


UP, UPT & UPE TWIST-PRONG BASE ELECTROLYTICS 


Rotational 
Stock No. 

Cat. 

No. 

Cap./Voits 

Size—Ins. 
Dia.xLgth. 

List 

Price 

Net 

Price 

B067 

UPT 204 

10/450 100/50 

13/8x2 

$2.05 

$1.23 

B068 

UPT 245-835 

20/450 80/350 

lys x3 

3.65 

2.19 

B069 

UPT 245-1010 

20/450 100/100 

13/8 X2 

2.65 

1.59 

B070 

UPT 345-415 

30/450 40/150 

13/8x2 

2.50 

1.50 

B071 

UPT 445-1 35 

40/450 10/350 

13/8 X 2 

2.60 

1.56 

B072 

UPT 8045V5 

80/450 50/50 

13/8 X 3 

3.50 

2.10 

B073 

UPT 15S50-230 

15/500 20/300 

1 X 2/2 

2.30 

1.38 

B074 

UPT 250-1030 

20/500 100/300 

13/8 X 3 

3.95 

2.37 

B07S 

UPT 450-520 

40/500 50/200 

13/8 X 2/2 

3.35 

2.01 

B076 

UPT 650-815 

60/500 80/150 

13/8 X 3/8 

3.75 

2.25 

B077 

UPT 8050V5 

80/500 50/50 

13/8 X 3/8 

3.80 

2.28 


Triple Section 


C001 

UPT 222-25 

20-20-20/25 

1 x2 

$1.95 

$1.17 

C002 

UP 444-25 

40-40-40/25 

1 X 2 

2.15 

1.29 

C003 

UP 333-50 

30-30-30/50 

1 X 2 

2.15 

1.29 

C004 

UP 22215 

20-20-20/150 

1 X 2 

2.35 

1.41 

C005 

UP 33115 

30-30-10/150 

1 X 2 

2.35 

1.41 

C006 

UP 42115 

40-20-10/150 

1 x2 

2.35 

1.41 

C007 

UP 42215 

40-20-20/150 

1 X 2 

2.40 

1.44 

C008 

UP 43215 

40-30-20/150 

1 X 2 

2.50 

1.50 

C009 

UP 44415 

40-40-40/150 

1 X 2/2 

2.60 

1.56 

C010 

UP 47415 

40-70-40/150 

1 X 3 

2.95 

1.77 

coil 

UP 64215 

60-40-20/150 

1 X 2/2 

2.75 

1.65 

C012 

UP 84215 

80-40-20/150 

1 x2/2 

2.90 

1.74 

C013 

UP 22125 

20-20-10/250 

1 X 2 

2.50 

1.50 

€014 

UP 32125 

30-20-10/250 

1 X 2/2 

2.70 

1.62 

C015 

UPT 42125 

40-20-10/250 

1/8 x2 

2.85 

1.71 

C016 

UP 42225 

40-20-20/250 

1 X 3 

2.90 

1.74 

C017 

UPT 88625 

80-80-60/250 

1/8 X 3/8 

4.90 

2.94 

C018 

UPT 28130 

20-80-10/300 

1/8 X 2/2 

3.80 

2.28 

C019 

UPT 62130 

60-20-10/300 

1/8 X 2/2 

3.45 

2.07 

C020 

UPT 125430 

120-50-40/300 

1/8 X 4/8 

5.65 

3.39 

C021 

UP 11135 

10-10-10/350 

1 X 2 

2.40 

1.44 

C022 

UP 22135 

20-20-10/350 

1 X 3 

2.95 

1.77 

C023 

UPT 64235 

60-40-20/350 

lysxs 

4.25 

2.55 

C024 

UP 11145 

10-10*10/450 

1 X 2/2 

2.60 

1.56 

C025 

UP15D145 

15-15-10/450 

1 X 3 

2.95 

1.77 

C026 

UP 21145 

20-10-10/450 

1 x3 

2.95 

1.77 

C027 

UP 22245 

20-20-20/450 

1/8 X 2/2 

3.60 

2.16 

C028 

UP 32245 

30-20-20/450 

1/8x3 

3.85 

2.31 

C029 

UPT 33245 

30-30-20/450 

1/8x3 

4.10 

2.46 

C030 

UPT 33345 

30-30-30/450 

1/8 x3 

4.35 

2.61 

C031 

UPT 36145 

30-60-10/450 

1/8 X 3/8 

4.50 

2.70 

C032 

UPT 41145 

40-10-10/450 

1/8 X 3 

3.35 

2.01 

C033 

UP 43245 

40-30-20/450 

1/8X3 

4.30 

2.58 

C034 

UPT 44145 

40-40-10/450 

1/8x3 

4.15 

2.49 

C035 

UPT 44445 

40-40-40/450 

1/8 X 3/8 

4.90 

2.94 

C036 

UPT 62245 

60-20-20/450 

1/8 X 3/8 

4.60 

2.76 

C037 

UPT 84245 

80-40-20/450 

1/8 X 4/8 

5.40 

3.24 

C038 

UP 11150 

10-10-10/500 

1 X 3 

2.70 

1.62 

C039 

UPT 32250 

30-20-20/500 

1/8x3 

4.20 

2.52 

C040 

UPT 41150 

40-10-10/500 

1/8 X 3 

3.90 

2.34 

C041 

UPT 44150 

40-40-10/500 

1/8 X 3/8 

5.05 

3.03 

C042 

UP 4CJ69 

15-15/150 1200/1.5 

1 X 2 

3.05 

1.83 

C043 

UP 2215C 

20-20/150 20/25 

1 X 2 

2.20 

1.32 

C044 

UP 2215X10 

20-20/150 100/10 

1 x2 

2.35 

1.41 

C045 

UP 2215X25 

20-20/150 250/10 

1 X 2 

2.60 

1.56 

C046 

UP3315C 

30-30/150 20/25 

1 X 2 

2.35 

1.41 

C047 

UP 3315X20 

30-30/150 200/10 

1 X 2 

2.50 

1.50 

C048 

UP 4215C 

40-20/150 20/25 

1 x2 

2.30 

1.38 

C049 

UP 4215C10 

40-20/150 100/25 

1 x2 

2.50 

1.50 

C050 

UP 4215X10 

40-20/100 150/10 

1 x2 

2.40 

1.44 

C051 

UP 4215C20 

40-20/150 200/25 

1 X 2/2 

2.70 

1.62 

C052 

UP 4215X20 

40-20/150 200/10 

1 X 2 

2.50 

1.50 

C053 

UP 4215X25 

40-20/150 250/10 

1 X 2 

2.70 

1.62 

C054 

UP4315C 

40-30/150 20/25 

1 X 2 

2.35 

1.41 

C055 

UP 4415C 

40-40/150 20/25 

1 X 2 

2.40 

1.44 

C056 

UP 5315C 

50-30/150 20/25 

1 X 2 

2.50 

1.50 

C057 

UP 5315C10 

50-30/150 100/25 

1 X 2/2 

2.70 

1.62 

C058 

UP5515C 

50-50/150 20/25 

1 X 2/2 

2.65 

1.59 

C059 

UP6215C 

60-20/150 20/25 

1 X 2 

2.55 

1.53 

C060 

UP 6415C 

60-40/150 20/25 

1 X 2/2 

2.65 

1.59 

C061 

UP 8415C 

80-40/150 20/25 

1 X 2/2 

2.80 

1.68 

C062 

UPT 12615C 

120-60/150 20/25 

1/8 x2V5 

3.35 

2.01 

C063 

UP 3220C 

30-20/200 20/25 

1 X 2 

2.55 

1.53 

C064 

UPT 10120V4 

100-10/200 40/50 1 

1/8x2 

3.15 

1.89 

C065 

UP15D25C 

15-15/250 20/25 

1 X 2 

2.35 

1.41 

C066 

UP 215S25C 

20-15/250 20/25 

1 X 2 

2.35 

1.41 

C067 

UP 3325C 

30-30/250 20/25 

1 X 2/2 

2.80 

1.68 

C068 

UPT 7725V2 

70-70/250 20/50 

1/8x3 

3.90 

2.34 

C069 

UPT 8825-145 

80-80/250 10/450 

1/8 X 3/8 

4.20 

2.52 

C070 

UPT 309 

10-10/300 15/250 

1 X 2 

2.45 

1.47 

C071 

UP 2230C 

20-20/300 20/25 

1 X 2 

2.75 

1.65 

C072 

UP 3330V2 

30-30/300 25/50 

1 X 3 

2.90 

1.74 

C073 

UP415S30C 

40-15/300 20/25 

1 X 3 

2.95 

1.77 

C074 

UPT 316 

10-5/350 150/50 

1 X 3 

2.70 

1.62 

C075 

UP 1135C 

10-10/350 20/25 

1 X 2 

2.25 

1.35 

C076 

UP 115S35C 

10-15/350 20/25 

1 X 2 

2.50 

1.50 

C077 

UP15S135C 

15-10/350 20/25 

1 X 2 

2.50 

1.50 

C078 

Uf»2135C 

20-10/350 20/25 

1 X 2 

2.55 

1.53 

C079 

UP 4CJ66 

20-10/350 5/250 j 

1 X 2 

2.55 

1.53 

C080 

UP 2235C 

20-20/350 20/25 1 

1 X 2/2 

2.80 

1.68 

C081 

UP3135C 

30-10/350 20/25 j 

1 X 2/2 

2.85 

1.71 

C082 

UP 3135-225 

30-10/350 20/250 

1 X 3 

3.05 

1.83 

C083 

UPT 3235C i 

30-20/350 20/25 

1 X 3 

3.10 

1.86 

C084 1 

UP 3335C 

30-30/350 20/25 

1/8x2 

3.40 

2.04 

C085 1 

UPT 4235-110 1 

40-20/350 10/100 1 

1/8x2 

2.85 

1.71 


Rotational 

Cat. 

Cap./Volts 

Size—Ins. 

List 

Net 

Stock No. 

No. 


Dia. X Lgth. 

Price 

Price 

C086 

UPT 2435-115 

20-40/350 10/150 

1 X 3 

$3.20 

$1.92 

C087 

UPT 4435C5 

40-40/350 50/25 

l/a X 2/2 

3.75 

2.25 

C088 

UPT 3140V15 

30-10/400 150/50 

l/a X 2/2 

3.40 

2.04 

C089 

UPT 8440V15 

80-40/400 150/50 

l/a X 3/8 

5.15 

3.09 

C09O 

UP 6CJ68 

15-5/450 15/350 

1 x 3 

2.85 

1.71 

C091 

UP 11450 

10-10/450 20/25 

1 x2 

2.40 

1.44 

C092 

UPT1145V4 

10-10/450 40/50 

1 X 2/2 

2.50 

1.50 

C093 

UPT 1145-510 

10-10/450 50/100 

1/8x2 

2.65 

1.59 

C094 

UP 15D45C 

15-15/450 20/25 

1 X 2/2 

2.75 

1.65 

C095 

UP 15D45-130 

15-15/450 10/300 

1 x3 

2.90 

1.74 

C096 

UP 2145C 

20-10/450 20/25 

1 X 2/2 

2.75 

1.65 

C097 

UPT 2145V5 

20-10/450 50/50 

1 X 3 

2.85 

1.71 

C098 

UP 215S45C 

20-15/450 20/25 

1 X 3 

2.90 

1.74 

C099 

UP 2245C 

20-20/450 20/25 

1 X 3 

3.05 

1.83 

C100 

UPT 2245-635 

20-20/450 60/350 

1/8 x 3 

4.05 

2.43 

C101 

UPT 3245-315 

30-20/450 30/150 

1/8 X 2/2 

3.50 

2.10 

C102 

UPT 3345C 

30-30/450 20/25 

1/8 X 2/2 

3.55 

2.13 

C103 

UP 3345V4 

30-30/450 40/50 

1/8x3 

3.65 

2.19 

Cl 04 

UPT 4145V10 

40-10/450 100/50 

1/8x3 

3.55 

2.13 

C105 

UPT 4145-820 

40-10/450 80/200 

1/8x3 

3.90 

2.34 

C106 

UP 4245C 

40-20/450 20/25 

1/8 X 2/2 

3.50 

2.10 

C107 

UP 4445C 

40-40/450 20/25 

13/8 X 3 

3.95 

2.37 

C108 

UPT 444504 

40-40/450 40/25 

13/8 X 3 

2.45 

1.47 

C109 

UPT 4445V10 

40-40/450 100/50 

1 % X 3% 

4.30 

2.58 

Clio 

UPT 4445-415 

40-40/450 40/150 

13/8 X 3/8 

4.15 

2.49 

cm 

UPT 8445010 

80-40/450 100/25 

13/8 X 4/8 

5.10 

3.06 

C112 

UPT 1150V10 

10-10/500 100/50 

1 X 3 

2.85 

1.71 

C113 

UPT 318 

10-10/500 4/350 

1 X 2/2 

2.50 

1.50 

C115 

UPT 2150V10 

20-10/500 100/50 

1 X 3/8 

3.30 

1.98 

C116 

UPT 2250-640 

20-20/500 60/400 

1/8 X 3/8 

4.80 

2.88 

C117 

UPT 3150V2 

30-10/500 20/50 

13/8 X 2/2 

3.10 

1.86 

C118 

UPT 4450-1020 

40-40/500 100/200 

1/8 X 4/8 

5.85 

3.51 

Cl 19 

UPT 308 

100/100 50-25/25 

1 X 3 

2.65 

1.59 

C120 

UPT 310 

20/150 250-100/15 

13/8 X 2 

2.90 

1.74 

C121 

UPT 305 

120/300 15-10/450 

13/8 X 3/8 

4.50 

2.70 

C122 

UP 335-2125 

30/350 20-10/250 

1 x3 

3.00 

1.80 

C123 

UPT 840-2130 

80/400 20-10/300 

l/a X 3/8 

4.25 

2.55 

C124 

UPT 245-4125 

20/450 40-10/250 

13/8 X 2 

3.15 

1.89 

C125 

UPT 304 

30/450 100-25/25 

13/8 X 2 

3.00 

1.80 

C126 

UPT 445-9515 

40/450 90-50/150 

13/8x3 

4.00 

2.40 

C127 

UPT 314 

40/150 25/25 130/15 

1 x3 

2.35 

1.41 

C128 

UPT 825-415V5 

80/250 40/150 50/50 

1/8 X 2/2 

3,30 

1.98 

C129 

UPT 1030-6150 

100/300 60/150 20/25 

1/8x3 

4.20 

2.52 

Cl 30 

UPT 307 

20/350 50/100 100/75 

1 X 3 

3.10 

1.86 

C131 

UP 335-3300 

30/350 30/300 20/25 

1 X 3 

3.15 

1.89 

C132 

UPT 302 

50/350 10/250 500/5 

1/8 X 2/2 

3.60 

2.16 

Cl 33 

UPT 140-53503 

10/400 50/350 30/25 

1 X 3 

3.10 

K86 

C134 

UPT 640-4300 

60/400 40/300 20/25 

1/8 X 3/8 

4.20 

2.52 

C135 

UPT 313 

10/450 50/150 100/25 

1 x3 

2.75 

1.65 

Cl 36 

UPT 306 

10/450 40/300 10/150 

1/8x2 

3.10 

1.86 

C137 

UPT 301 

10/450 30/400 30/300 

1/8 X 2/2 

3.35 

2.01 

C138 

UP 60J17 

15/450 20/350 20/250 

1 X 3 

3.00 

1.80 

C139 

UPT 312 

20/450 60/250 100/25 

1/8 X 2/2 

3.65 

2.19 

C140 

UP 60J67 

20/450 15/350 10/300 

1 X 3 

3.05 

1.83 

C141 

UPT 317 

20/450 80/350 100/50 

l/a X 3/a 

4.50 

2.70 

C142 

UPT 345-54004 

30/450 50/400 40/25 

13/8 X 3 

3.95 

2.37 

C143 

UPT 300 

40/450 40/150 130/50 

1/8X3 

3.65 

2.19 

C144 

UPT 311 

40/450 100/150 50/50 

13/8 X 3 

3.95 

2.37 

C145 

UPT 315 

10/500 100/200 40/50 

1/8 X 2/2 

3.35 

2.01 

C146 

UPT 250-23004 

20/500 20/300 40/25 

13/8 X 2 

3.10 

1.86 

C147 

UPT 303 

40/500 40/250 100/50 

13/8x3 

4.30 

2.58 

C148 

UPT 450-440V2 

40/500 40/400 25/50 

1/8x3 

4.30 

2.58 

C149 

UPT 345-43505 

30/450 40/350 50/25 

1 X 4/8 

3.70 

2.22 

Cl 50 

UPT 64435 

60-40-40/350 

1/8 X 3 /8 

4.70 

2.82 

C151 

UPT 150-8115 

10/500 80-10/150 

1 X 3/8 

2.85 

1.71 

C152 I 

UPT10140V2 1 

100-10/400 20/50 

13/8 X 3/8 

4.50 

2.70 

Quadruple Section 

D001 

UP 444315 

40-40-40-30/150 

13/8 X 2 

$3.35 

$2.01 

D002 

UPT 442130 

40-40-20-10/300 

1/8 X 2/2 

4.55 

2.73 

D003 

UPT111135 

10-10-10-10/350 

13/8 X2 

3.10 

1.86 

D004 

UPT 811135 

80-10-10-10/350 

1/8 X 3/8 

4.60 

2.76 

D005 

UPT 332240 

30-30-20-20/400 

13/8 X 3 

4.85 

2.91 

D006 

UPT 821140 

80-20-10-10/400 

13/8 X 3/8 

5.05 

3.03 

D007 

UPT 4Q45 

4-4-4-4/450 

13/8x2 

2.90 

1.74 

D008 

UP 5Q45 

5-5-5-5/450 

13/8x2 

3.00 

1.80 

D009 

UPT 111145 

10-10-10-10/450 

13/8x2 

3.35 

2.01 

D010 

UPT 15S33145 

15-30-30-10/450 

13/8 X 3 

4.70 

2.80 

D011 

UPT 15S33345 

15-30-30-30/450 

13/8 X 3/8 

5.30 

3.18 

D012 

UPT211145 

20-10-10-10/450 

13/8x2/2 

3.70 

2.22 

D013 

UPT 222245 

20-20-20-20/450 

13/8 X 3 

4.70 

2.82 

D014 

UPT 315T45 

30-15-15-15/450 

13/8x3 

4.45 

2.67 

D015 

UPT 420 

35-35-10-5/450 

13/8x3/8 

4.65 

2.79 

D016 

UP 411145 

40-10-10-10/450 

13/8 X 3 

4.15 

2.49 

D017 

UPT 421145 

40-20-10-10/450 

13/8 X 3 

4.45 

2.67 

D018 

UPT 111150 

10-10-10-10/500 

13/8 x2 

3.50 

2.10 

D019 

UP 222150 

20-20-20/150 20/25 

13/8 X 2 

2.90 

1.74 

D020 

UP 32215X20 

30-20-20/150 200/10 

13/8 X 2 

3.10 

1.86 

D021 

UP 3331504 

30-30-30/150 40/25 

13/8x2 

3.10 

1.86 

D022 

UPT 422150 

40-20-20/150 20/25 

13/8 X 2 

2.95 

1.77 

D023 

UP 44215X20 

40-40-20/150 200/10 

1/8x2 

3.25 

1.95 

D024 

UP 443150 

40-40-30/150 20/25 

13/8 X 2 

3.10 

1.86 

D025 

UP 444150 

40-40-40/150 20/25 

13/8 X 2 

3.15 

1.89 

D026 

UP 44415010 

40-40-40/150 100/25 

13/8 X 2 

3.35 

2.01 

D027 

UP 44415016 

40-40-40/150 160/25 

13/8 X 2 

3.55 

2.13 

D028 

UP 53315010 

50-30-30/150 100/25 

13/8x2 

3.45 

2.07 

P029 

UP 555150 

50-50-50/150 20/25 

13/8x2 

3.55 

2.13 

D030 

UP 64215X20 

60-40-20/150 200/10 

13/8 X 2 

3.50 

2.10 

D031 

UP 75T1503 

75-75-75/150 30/25 

13/8 X 3 

4.30 

2.58 


§For application data on C-D types UP, UPT and UPE Capacitors ask your jobber for C-D TELEVISION REPLACEMENT GUIDE, No. TVR7. 
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CORNELL fDJ DVBILIEE 


UP, UPT & UPE TWIST-PRONG BASE ELECTROLYTICS 


Rotational 
Stock No. 

Cat. 

No. 

Cap./Volts 

Size—Ins. 
Dia. X Lgth. 

List 

Price 

Net 

Price 

D032 

UP 84415C 

80-40-40/150 20/25 

iy8x2 

$3.55 

$2.13 

D033 

UP 844I5C10 

80-40-40/150 100/25 

lye X 2 Vi 

3.75 

2.25 

D034 

UP 42125C 

40-20-10/250 20/25 

lya x2 

3.40 

2.04 

0035 

UPT 86425-215 

80-60-40/250 20/150 

lya x3y8 

5.10 

3.06 

0036 

UPT 415 

100-40-10/250 100/50 

lya x3ye 

5.15 

3.09 

0037 

UPT 44430-215 

40-40-40/300 20/150 

IH x3 

4.90 

2.94 

0038 

UPT 64230C5 

60-40-20/300 50/25 

lya X 3 

4.70 

2.82 

0039 

UP11135C 

10-10-10/350 20/25 

lya x2 

2.95 

1.77 

0040 

UPT 15T35V5 

15-15-15/350 50/50 

lya x2 

3.80 

2.28 

0041 

UP 21535C 

20-10-5/350 20/25. 

lya x2 

3.10 

1.86 

0042 

UP 32235C 

30-20-20/350 20/25 

lya X 2Vi 

4.10 

2.46 

0043 

UP 44235C 

40-40-20/350 20/25 

lya x3 

4.70 

2.82 

0044 

UPT 42235C 

40-20-20/350 25/25 

iysx2V2 

4.25 

2.55 

0045 

UPT 43135V5 

40-30-10/350 50/50 

1% x3 

4.40 

2.64 

0046 

UPT 44435C4 

40-40-40/350 40/25 

P/a x3 

5.20 

3.12 

0047 

UPT 44435V15 

40-40-40/350 150/50 

P/a x3ya 

5.70 

3.42 

0048 

UPT 11145C 

10-10-10/450 20/25 

1% x2 

3.15 

1.89 

0049 

UPT 11145C10 

10-10-10/450 100/25 

P/a x2 

3.35 

2.01 

0050 

UPT 11145V15 

10-10-10/450 150/50 

P/a X 2/2 

3.70 

2.22 

0051 

UPT 21145C10 

20-10-10/450 100/25 

lya x2 

3.70 

2.22 

0052 

UP 22245C 

20-20-20/450 20/25 

P/a X 2/2 

4.15 

2.49 

0053 

UPT 22245V10 

20-20-20/450 100/50 

P/ax 3 

4.55 

2.73 

0054 

UP 315D45C4 

30-15-15/450 40/25 

P/a X 2/2 

4.15 

2.49 

0055 

UP 32245C 

30-20-20/450 20/25 

P/ax 3 

4.40 

2.64 

0056 

UPT 400 

30-30-15/450 30/50 

P/a X 3 

4.15 

2.49 

0057 

UPT 404 

30-30-15/450 100/50 

P/a X 3ya 

4.90 

2.94 

0058 

UP 33145C 

30-30-10/450 20/25 

P/a x3 

4.35 

2.61 

0059 

UP 33245C 

30-30-20/450 20/25 

P/a x3 

4.65 

2.79 

0060 

UPT 4n45C25 

40-10-10/450 250/25 

P/a X 3 

4.25 

2.55 

0061 

UPT 42145C 

40-20-10/450 20/25 

P/a x3 

4.25 

2.55 

0062 

UPT 42145V10 

40-20-10/450 100/50 

P/a X 3ya 

4.65 

2.79 

0063 

UPT 42245C4 

40-20-20/450 40/25 

P/a x3 

4.65 

2.79 

0064 

UP 43145C 

40-30-10/450 20/25 

P/a x3 

4.50 

2.70 

0065 

UPT 44145V2 

40-40-10/450 25/50 

P/a X 35/8 

4.70 

2.82 

0066 

UPT 403 

40-40-10/450 100/100 

P/a X 35/8 

5.35 

3.21 

0067 

UPT 61145-215 

60-10-10/450 20/150 

P/a X 3 

4.60 

2.76 

0068 

UPT 407 

40-10-20/475 10/25 

P/a x3 

4.85 

2.91 

0069 

UPT 22150-130 

20-20-10/500 10/300 

lya x 2/2 

4.30 

2.58 

0070 

UPT 414 

100/300 40/50 80-20/25 

P/a x 2/2 

4.55 

2.73 

0071 

UPT 427 

20/300 150-150/150 100/30 

P/a X 4/8 

5.30 

3.18 

0072 

UPT 402 

15/350 80-40/200 200/25 

P/a x3 

4.50 

2.70 

0073 

UPT 428 

10/400 50-30/350 30/25 

P/ax 3 

4.40 

2.64 

0074 

UPT 424 

10/450 60-40/350 25/25 

1% X 35/8 

4.60 

2.76 

0075 

UPT 419 

10/450 100-10/350 20/25 

l/a x35/8 

5.25 

3.15 

0076 

UPT 421 

20/450 80-20/200 50/50 

l /a x 3 

4.15 

2.49 

0077 

UPT 425 

30/450 40-40/350 10/200 

P/a X 35/8 

5.15 

3.09 

0078 

UPT 409 

30/450 125-125/25 30/450 

P/a x3 

4.90 

2.94 

0079 

UPT 401 

5-5/400 50/300 80/250 

P/a x3 

4.65 

2.79 

0080 

UPT 429 

40-60/400 40/350 10/50 

P/a x 35/8 

5.75 

3.45 

0081 

UPT 411 

10*10/450 60/200 100/50 

P/a x3 

3.85 

2.31 

0082 

UPT 42245C 

40-20-20/450 20/25 

P/ax 3 ^ 

4.60 

2.76 

0083 

UPT 423 

10-5/475 80/450 40/50 

P/a X 35/8 

4.95 

2.97 

0084 

UPT 417 

15-15/475 80/300 40/50 

P/ax 3 

4.80 

2.88 

0085 

UP 4415C44 

40-40/150 40-40/25 

P/a x2 

3.05 

1.83 

0086 

UP 4415CD10 

40-40/150 100-100/25 

P/a x2 

3.35 

2.01 

0087 

UPT 4140-8125 

40-10/400 80-10/250 

P/a X 35/8 

4.70 

2.82 

0088 

UPT 1145CC 

10-10/450 20-20/25 

P/a x2 

2.95 

1.77 

0089 

UP 2245CC 

20-20/450 20-20/25 

P/a x2 

3.60 

2.16 

0090 

UP 2245-3335 

20-20/450 30-30/350 

P/a x3 

5.05 

3.03 

0091 

UPT 408 

40-10/450 35-10/350 

P/a X 3 

4.60 

2.76 

0092 

UPT 4445-3335 

40-40/450 30-30/350 

P/a X 4/8 

5.90 

3.54 

0093 

UPT 405 

120/300 20/250 20/25 100/50 

P/a X 4/8 

5.05 

3;03 

0094 

UPT 406 

200/300 20/250 20/25 100/50 

P/a x5 

5.45 

3.27 

0095 

UPT 418 

20/350 40/300 10/150 250/50 

P/a x3 

4.60 

: 2.76 

0096 

UPT 412 

80/450 10/400 30/300 40/150 

P/a X 4/a 

5.25 

3.15 

0097 

UPT 410 

10/475 10/450 80/200 50/60 

P/a X 2/2 

3.85 

2.31 

0098 

UPT 413 

10/475 60/450 30/400 125/50 

P/a X 4/8 

5.45 

3.27 

0099 

UPT 422 

20/475 40/300 100/50 80/25 

P/a x3 

4.50 

2.70 

0100 

UPT 416 

25/475 20/450 40/300 100/50 

P/a x3 

4.95 

2.97 

0101 

UPT 426 

10/475 40/350 80/200 100/50 

P/a X 35/8 

4.80 

2.88 

0102 

UPT 53150-230 

50-30-10/500 20/300 

P/a X 35/8 

5.60 

3.36 


Rotational 
Stock No. 

Cat. 

No. 

Gap./Volts 

Size—Ins. 
DIa. X Lgth. 

List 

Price 

Net 

Price 

D103 

UPT 434 

35-35-10/450 10/200 

P/a X 35/8 

$4.60 

$2.76 

0104 

UPT 433 

35-25/450 20/200 100/50 

P/a X 35/8 

4.65 

2.79 

0105 

UPT 432 

40-10/475 4/350 40/300 

P/a x3 

4.95 

2.97 

0106 

UPT 430 

20/350 150-80/150 20/25 

P/a x3 

4.55 

2.73 

0107 

UPT 431 

40/350 50-20/150 80/50 

P/a X 3 

4.05 

2.43 

0108 

UPT 435 

10/450 100-20/300 20/25 

P/a X 35/8 

4.90 

2.94 

0109 

UPT 436 

100-10/300 200-30/150 

P/a x5 

5.90 

3.S4 

0110 

UPT 437 

10/300 200-140-30/150 

P/a x5 

5.10 

3.06 

0111 

UPT 421130 

40-20-10-10/300 

P/a x2 

3.95 

2.37 

0112 

UPT 641130 

60-40-10-10/300 

P/ax 35/8 

4.55 

2.73 


SELENIUM RECTIFIER CAPACITORS 


Type UPC are etched anode and cathode units especially engi¬ 
neered to prevent capacity drop due to high ripple and surge 
currents normally encountered In selenium rectifier circuits. A 
protective series-resistor of approximately 50 ohms for a 100 
ma. load, and at least 10 ohms for a 250 ma. load, should 
always be used to protect both the rectifier and filter capacitors. 
Use only type UPE in selenium rectifier circuits. 


UPE Single Section Units 


Rotational 
Stock No. 

Cat, 

No. 

Cap./Volts 

Size—ins. 
Dia. X Lgth. 

List 

Price 

Net 

Price 

XA001 

UPE 4015 

40/150 

% x2 

$1.60 

$ .96 

XA002 

UPE 8015 

80/150 

1 X 2 

1.85 

1.11 

XA003 

UPE 10015 

100/150 

1 X 2'/2 

2.00 

1.20 

XA004 

UPE 15015 

150/150 

1 X 3 

1 2.15 

1.29 

XA005 

UPE 30015 

300/150 

P/a x3 

2.80 

1.68 

XA006 

UPE 8020 

80/200 

lya x2 

1.95 

1.17 

XA007 

UPE 15020 

150/200 

P/a X 2/2 

2.80 

1.68 

XA008 

UPE 4025 

40/250 

1 X 2 

1.80 

1.08 

XA009 

UPE 6030 

60/300 

1 X 2/2 

2.10 

1,26 

XA010 

UPE 8Q30 

80/300 

1 X 3 

2.55 

1.53 

XA011 

UPE 8035 

80/350 

; P/a X 2/2 

2.85 

1.71 

XA012 

UPE 12535 

125/350 

P/ax 3 

3.65 

2,19 

XA013 

UPE 3050 

30/500 

1 X 3 

2.00 

1.20 


UPE Dual Section Units 


XB001 

UPE 2215 

20-20/150 

1 

X 2 

$1.70 

$1.02 

XB002 

UPE 4415 

40-40/150 

1 

X 2 

1.90 

1.14 

XB003 

UPE 5515 

50-50/150 

1 

x2y2 

2.15 

1.29 

XB004 

UPE 8415 

80-40/150 

1 

x2y2 

2.30 

1.38 

XB005 

UPE 8815 

80-80/150 

P/ax 2 

2.65 

1.S9 

XB006 

UPE 101015 

100-100/150 

P/a 

X 2/2 

3.25 

1.95 

XB007 

UPE 150D15 

150-150/150 

P/ax 3 

3.50 

2.10 

XB008 

UPE 201515 

200-150/150 

P/a 

xS/a 

3.75 

2.25 

XB009 

UPE 202015 

200-200/150 

P/a 

x3ya 

4.00 

2.40 

XB010 

UPE 101020 

100-100/200 

P/a 

X 3 

3.50 

2.10 

XB011 

UPE 4425 

40-40/250 

1 

X 3 

2.55 

1.53 

XB012 

UPE 8425 

80-40/250 

lya 

x2/2 

3.00 

1.80 

XB013 

UPE 4430 

40-40/300 

1 

X 3 

3.00 

1.80 

XB014 

UPE 8430 

80-40/300 

lya 

x2/2 

3.55 

2.13 


UPE Triple Section Units 


XCOOl 

UPE 22215 

20-20-20/150 

1 X 2 

$2.35 

$1.41 

XC002 

UPE 42215 

40-20-20/150 

1 X 2 

2.40 

1.44 

XC003 

UPE 55515 

50-50-50/150 

1 X 3 

3.00 

1.80 

XC004 

UPE 88815 

80-80-80/150 

P/a x3 

3.75 

2 . 2 s 

XC005 

UPE128415 

120-80-40/150 

P/a x3 

3.70 

2.22 

XC006 

UPE 2215C 

20-20/150 20/25 

1 X 2 

2.20 

1.32 

XCO07 

UPE4215C 

40-20/150 20/25 

1 X 2 

2.30 

1.38 

XC008 

UPE 4415C 

40-40/150 20/25 

1 X 2 

2.40 

1.44 

XC009 

UPE 4230C 

40-20/300 20/25 

1 X 2/2 

3.10 

1.86 

XC010 

UPE 1030-6225 

100/300 60-20/250 

P/a x4/t 

4.90 

2.94 

XC011 

UPE 2030-2625 

200/300 20-60/250 

P/a x5 

5.45 

3.27 


HARDWARE FOR TYPE UP, UPT & UPE CAPACITORS 


Part 

No. 

Item 

Description 

List 

Price 

Net 

Price 

Part 

No. 

Item 

Description 

List 

Price 

Net 

Prica 

22272 

Wrench for 

Mtg. Units 

$1.24 

$.74 

28521-4 

Insulating Tube 

For 1 " X 2 " 

$.07 

$.04 

19891 

Bakeiite Washer 

for Vs" 

.07 

.04 

28521-6 

insulating Tube 

For l"x 3" 

.07 

.04 

19884 

Bakelite Washer 

for 1 " 

.07 

.04 

28521-7 

1 Insulating Tube 

For P/a"x2" 

.07 

.04 

19888 

Bakeiite Washer 

For iVt" 

.07 

.04 

28521-9 

Insulating Tube 

For 1%" X 3" 

.07 

.04 

1989Q 

Metal Washer 

for % * 

.07 

<04 

30035 

Bakeiite Washer 

For 1 " in l/a" Hole Mtg. 

.07 

.04 

19883 

Metal Washer 

For 1^ 

.07 

.04 

30036 

Metal Washer 

For 1 " in 1 % " Hole Mtg. 

.07 

.04 

19887 

Metal Washer 

For P/a" 

.07 

.04 

28521-5 

Insulating Tube 

For 1 "x2/2" 

.07 

.06 

21368-1 

Mavntjng Clip 

Fpr%" 

.15 

.09 

28521-8 

insulating Tube 

For lH"x 2 / 2 " 

.07 

.06 

21368-2 

Mavnting Clip 

Far 1" 

.15 

.09 

28521-12 

Insulating Tube 

For P/a" X 3ya" 

.07 

•04 

21368-3 

Mayntmg Clip 

For 1%" 

.15 

.09 

28521-19 

Insulating Tube 

For l"x3ya" 

.07 

.06 

28821-1 

Insylafing Tube 

fory4''x2^ 

.07 

.04 

1 

28521-15 

insulating Tube 

For l%"x4!4'' 

.07 

.06 


|For application data on C-P types UP, UPT and UPE Capacitors asl? yoyr Idfeber for TELEVISION REPLACEMENT GUIDE, No. TVR7. 
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CORNELL « DUBILIEH 


ROUND CAN-TTPE ELECTROLYTICS 



TYPE EB 



TYPE KR 


LOCK WASHER 


THREADED 
NECK. 



INSULATED LEADS 

8'LONG i OF ENDS 

SKINNED & TINNED 


Type EB electroiyHc capacitors are especially suited for re¬ 

placement purposes in radio receivers to replace units of larger 
physical sizes. They are identical in mounting hole dimensions 

and general construction to Type WR capacitors except that they 

are provided with insulated color-coded wire leads 8" long. 

Bakelite threaded neck. 


X DIMENSIONS 
I FOR I" DIA. CAN 
|"F0R liDIA. CAN 
I'FORlj'DIA. CAN 


PAL NUT 



THREADED 
METAL NECK 



INSULATED LEADS 

8 " LONG f OF ENDS 

SKINNED & TINNED 


Types KR and KRC single-hole mounting units are compact etched 

foil type dry electrolytic capacitors furnished in round (in¬ 

verted mounting) aluminum cans. Available in single, dual 
and triple sections with color-coded leads. Metal threaded 
neck. 


TYPE EB—450-VOLT D.C. WKG. 
TEMPERATURE RANGE to +65°C. 


EB s::- 

Cap. 

Mfd. 

Size—Inches 

Dia. X Lgth. 

List 

Price 

Net 

Price 

EB 9080 

8 

Wb X 43/a 

$2.20 

$1.32 

EB 9100 

10 

1 % X 4% 

2,30 

1.38 

EB 9120 

12 

1 Yi X AYz 

2.40 

1.44 

EB 9160 

16 

V/zxAYi 

2.45 

1.47 

EB 9180 

18 

IVi x4V2 

2,55 

1 1.53 

EB 9200 

20 

1’/2x4’/2 

2,75 

1 1.65 

EB 8800 

8-8 

1 Yl X 4Y2 

3.00 

1 1.80 


REPLACEMENTS FOR VYET ELECTROLYTICS 
TYPE WR—500-YOIT D.C. 

LOCK WASHER THREADED 



WET ELECTROLYTIC REPLACEMENT 


TYPE KR 


TEMPERATURE RANGE to +65°C. 


|#[| Cat. 
IVK No. 

Cap. 

Mfd. 

D.C. 

W. Volts 

Size—Inches 
Dia. X Lgth. 

List 

Price 

Net 

Price 

KR 504 

4 

450 

1 x2>/2 

$2.05 

$1.23 

KR 508 

8 

450 

1 X 2Yl 

2.20 

1.32 

KR 512A 

12 

450 

1 X 2Yi 

2.40 

1.44 

KR 516A 

16 

450 

1 X 3'A 

2.45 

1.47 

KR 520 

20 

450 

IH X 2V4 

2.75 

1.6S 

KR 530 

30 

450 

Wb X ZYz 

3.00 

1.80 

KR 540 

40 

450 

Wb X 43/a 

3.15 

1.89 

KR 604C 

4 

600 

lya X 3/2 

2.95 

1.77 

KR 608C 

8 

600 

Wb X 43/« 

3.15 

1.89 

KR 616G 

16 

600 

Wb X 43/, 

Z.75 

2.2S 

Separate Section Units 

KR 548A 

4-8 

450 

I%x3 

$3.70 

$2.22 

KR 588A 

8-8 

450 

1% x3 

Z.75 

2.25 

KR 5816A 

8-16 

450 

Wb X 4/2 

4.10 

2.46 

KR 5888A 

8-8-8 

450 

Wb X 4/2 

6.25 

3.75 


TEMPERATURE RANGE to +65°C. 


lAlD 

WwK No. 

Cap. 

Mfd. 

Replacement 

for 

Size—Ins. 
Did. X Lgth. 

List 

Price 

Net 

Price 

WR 10 

10 

4 to 12 mfd. 

1% x2'/j 

$2.30 

$1.38 

WR 20 

20 

16 to 20 mfd. 

1% X 2'/2 

2.70 

1.62 

WR 30 

30 

20 to 30 mfd. 

1% X 3V4 

2.95 

1.77 

WR 40 

40 

30 to 40 mfd. 

l%x3V4 

3.15 

1.89 


ComWion Negative Units 


KRC 548 

4-8 

450 

1 x3 

$2.95 

$1.77 

KRC 588 

8-8 

450 

Wb X 2/2 

3.00 

1.80 

KRC 5116 

16-16 

450 

iy8x3/2 

3.55 

2.13 

KRC 5220 

20-20 

450 

iy8x43/a 

3.80 

2.28 

KRC 5888 

8-8-8 

450 

1% X 3/2 

5.00 

3.00 


Net 
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:;oBi/ELL mm dubilier 


MOLDED TUBULAR CAPACITORS 


"THE 

The Cornell-Dubilier “CUB” is an outstandingly superior molded 
tubular capacitor unequaled by any molded tubular heretofore 
developed. 

The “CUB” possesses characteristics that will meet the wide 
and demanding applications found in critical industrial, mili¬ 
tary and experimental electronic equipment. 

This is the unit recommended for general replacement service.f 
Sold exclusively through C*D electronic parts Distributors. 

The “CUB” is molded in extra hard, non-inflammable bake- 
lite—tough, durable and exceptionally resistant to moisture, 
high temperature and shock. 

The unit is processed by special vacuum—temperature—cycling 
impregnation—the 200 and 400 volt series ore impregnated 
with HT compound and the 600 volt and up series are impreg¬ 
nated with oil (Dykanol “C”). 

In countless production test runs, the “CUB” has survived an 
average of 30 cycles of the punishing JAN and MIL Tempera¬ 
ture and Immersion Cycling Test. 

The “CUB” is dry assembly processed and sealed immediately 
after impregnation. This advanced technique results in life long 
high insulation resistance, low power factor, and exceptional 
capacitance stability. Each unit is tested at over two times its 
rated voltage to insure high dielectric strength. 

At least a 50% greater resistance to humidity and a 15%-25% 
greater voltage breakdown over comparable molded tubulars, 
is built into the C-D “CUB”. 

Extra strong copper-weld leads eliminate breakage during as¬ 
sembly and throughout service life. The leads are permanently 
crimped and solder sealed securely to the unit and will not part 
during soldering operation* 


TEMP. RANGE: HT Compound —40®C to +90®C 
Dykanol “C” ~“55®C to +100®C 

THE CUB 


CUB S’cJ 

Cap. 

Mfd. 

Size—Inches 

Dia. X Length 

List 

Price 

Net 

Price 

CUB 2S2 

.02 

200 V. D.C. 

% X 1 

$.25 

S.15 

CUB 2S47 

.047 


.25 

.15 

CUB 2S5 

05 

1% 

.25 

.15 

CUB 2P1 

.1 

»4x 1'4 

.35 

.21 

CUB 2P15 

.15 

%x I'/l 

.35 

.21 

CUB 2P22 

.22 

“/Te X 1% 

.40 

.24 

CUB 2P25 

.25 

“^6 X 1% 

.40 

.24 

CUB 2P47 

.47 

*14 X 1% 

.60 

.36 

CUB 2P5 

.5 

*Viex 1% 

.60 

.36 

CUB 2W1 

1.0 

% x2% 

.90 

.54 

CUB 4S1 

.01 

400 V. D.C. 

3/8x1 

$.25 

$.15 

CUB 4S2 

.02 

WexV/4 

.25 

.15 

CUB 4S22 

.022 

!4 X 1 Va, 

! -25 

.15 

CUB 4S47 

.047 

%x 114 

.30 

.18 

CUB 4S5 

.05 

Kex VA 

.30 

.18 

CUB 4S68 

.068 

%x V/z 

.35 

.21 

CUB 4P1 

.1 

%kV/2 

.35 

.21 

CUB 4P15 

1 .15 

X 1% 

.35 

.21 

CUB 4P22 

.22 

“4x1% 

.40 

.24 

CUB 4P2S 

.25 

“4x1% 

.40 

.24 

CUB 4P5 

.5 

Va X 2% 

.60 

.36 

•ST 4WI 

1.0 

1 1 x.2% 

.90 

.54 


fFor units specially recommended In Industrial applications see Page 11 
“BUDROC” Steatite-Cased Capacitors. 


CUB” 



THE CUB 


CUB 

Cap. 

Mfd. 

Size—Indies 

Dia. X Length 

List 

Price 

Net 

1 Price 

CUB 6T1 

.0001 

600 V. D.C. 

3/8 X 1 

.25 

.15 

CUB 6T25 

.00025 

3/8 X 1 

.25 

.15 

CUB 6T4 

.0004 

3/8 X 1 

.25 

.15 

CUB 6T5 

.0005 

3/8 X 1 

.25 

.15 

CUB 601 

.001 

Va X 1 

.25 

.15 

CUB 6D15 

.0015 

3/8 X 1 

.25 

.15 

CUB 6D2 

.002 

3/8X1 1 

.25 

.15 

CUB 6D22 

.0022 

3/8 X 1 

.25 

15 

CUB 6D3 

.003 

3/8 X 1 

.25 

.15 

CUB 6D4 

.004 

3/8 X 1 

.25 

.15 

CUB 6047 

.0047 

Va X 1 

.25 

.15 

CUB 605 

.005 

3/8 X 1 

.25 

.15 

CUB 606 

.006 

4 X 1 A 

.25 

.15 

CUB 6068 

.0068 

4 X 114 

.30 

.18 

CUB 6S1 

.01 

4 X 1 Va 

.30 

.18 

CUB 6515 

.015 

4xl!4 

.30 

.18 

CUB 6S2 

.02 

4x1% 

.30 

.18 

CUB 6522 

.022 

4x1% 

.30 

.18 

CUB 6S3 

.03 

4x1% 

.35 

.21 

CUB 6S4 

.04 

4x1% 

.35 

.21 

CUB 6S47 

.047 

4x1% 

.40 ^ 

.24 

CUB 6S5 

.05 

4x1% 

.40 

.24 

CUB 656 

.06 

“4x1% 

,40 

.24 

CUB 6P1 

.1 

“4x1% 

.45 

.27 

CUB 6P25 

.25 

3% X 2% 1 

.55 i 

.33 

♦ST 6P5 

.5 

1x2% 

.80 

.48 

CUB 16T5 

.0005 

1600 V. D.C. 

4x1% 

.65 

.39 

CUB 1601 

.001 

4x1% 1 

.65 

.39 

CUB 16015 

.0015 

4 X 1 % 

,65 

.39 

CUB 1602 

.002 

4x1% 

.65 

.39 

CUB 16022 

.0022 

.4x1 % 

.65 

.39 

CUB 1603 

.003 

4 X 1 % 

.65 

.39 

CUB 16033 

.0033 

4 X 1 % 

.65 

.39 

CUB 1604 

.004 

4 X 1 % 

.65 

.39 

CUB 16047 

.0047 

4 X 1 % 

.65 

.39 

CUB 1605 

.005 

4 X 1 % 

.65 

.39 

CUB 1606 

.006 

4x 1% 

.65 

.39 

CUB 16068 

.0068 

4x 1% 

.65 

.39 

CUB 1607 

.007 

4x 1% 

.65 

.39 

CUB 16075 

.0075 j 

4x 1% 

.65 

.39 

CUB 1608 

.008 

4x 1% 

.65 

.39 

CUB 16S1 

.01 

4x1% 

.70 

.42 

CUB 16515 

.015 

4x1% 

.70 

.42 

CUB 1652 

.02 

*4x1% 

.70 

.42 

CUB 16522 

.022 

“4 X 1% 

.70 

.42 

CUB 1653 

.03 

“4 X 1% 

.70 

.42 

CUB 1654 

.04 

Va X 2% 

.70 

.42 

CUB 1655 

.05 

Va X 2% 

.70 

.42 

CUB 60T5 

.0005 

6000 V. D.C. 

4x1% 

1.35 

i 

1 

.81 

CUB 6001 

.001 

4x 1% 

1.35 

•81 

CUB 6005 

.005 

“4x1% 

1.35 

.81 

CUB 100T5 

.0005 

10,000 V. D.C. 

“4x1% 

1.50 

.90 

CUB 125T25 

.00025 

12,500 V. D.C. 

“4x1% 

1.70 

1.02 


♦Furnished as a “BUDROC* unit. 
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MOLDED MYLAR* TUBULARS 



MYLAR* Polyester Film 
MOLDED TUBULAR CAPACITORS 

Cornell-Dubilier's new PM SERIES of molded tubular capacitors 
are designed to meet the need for a rugged^ high-temperature 
MOLDED unit. These are fabricated with the Du Pont Company’s 
latest new dielectric material, “MYLAR" which maintains excel¬ 
lent electrical characteristics at temperatures up to -1-130°C. 
Over the temperature range of from 55°C to -t-100°C full 
rated voltage can be applied, and to +130°C voltage is de¬ 
rated only to 75%. Insulation resistance values are exceptionally 
high at any operating temperature and capacitance variation 
with thermal change is relatively small. The dielectric absorp¬ 
tion and the power factor of the new capacitors is unusually low. 

Non-inductive construction is employed with lead wires securely 
soldered to the extended foils, insuring \qyf resistance connec¬ 
tions and loy/ radio frequency impedance. Tf|e durable thermo¬ 
setting plastic case construction holds copperweld lead wires 
and sections firmly in place to withstand extremes of handling, 
soldering temperatures, vibration and shock. 

Standard sizes in 400, 600, 1000 and 1600 VDC ranges are 
listed in the accompanying table. 

♦DU PONT trade mark. 


temperature RANGE: '-SS^C to +130'’C 


PM n:! 

Cap. 

Mfd. 

Dimensions—Inches 
Diameter x Length 

List 

Price 

1 Net 

Price 

PM 4S1 

.010 

400 Y. D.C.W. 

«/l6X 1 

$1.80 

$1.08 

PM 4S12 

.012 

Vi X 1 '4 

1.80 

1.08 

PM 4$15 

.015 

%xl4 

1.80 

1.08 

PM4S18 

.018 

3/8x14 

1.80 

1.08 

PM 4522 

.022 

!4x 14 

1.90 

1.14 

PM 4527 

.027 

Ke X 1 4 

1.90 

1.14 

PM 4533 

.033 

% X 1 4 

1.90 

1.14 

PM 4539 

=039 

K6x14 

2.00 

1.20 

PM 4547 

.047 

!4x 14 

2.00 

1.20 

PM 4556 

.056 

4 X 14 

2.10 

1.26 

PM 4568 

.068 

4 X 14 

2.10 

1.26 

PM 4582 

.082 

4 X 14 

2 . 2 p 

1.32 

PM 4P1 

.10 

4x14 

2.30 

1.38 

PM 4P12 

.12 


2.30 

1.38 

PM 4P15 

.15 

•/lexl^fe 

2.40 

1.44 

PM 4P18 

.18 

4x14 

2.4p 

1.44 

PM 4P22 

.22 

4x14 

2.50 

1.50 

PM #P27 

.27 

4x14 

2.60 

1.56 

PM 4P33 

.33 

'Hex 1154 

2.70 

1.62 

PM 4P39 

.39 

34 X 24 

2,80 

1.68 

PM 4P47 

.47 


2.90 

1.74 

PM #P56 

.56 

% X 24 

3.10 

1,86 

PM 4P68 

.68 

1 X 24 

3.30 

1.98 

PM 4P82 j 

.82 

l x 24 

3.50 

2.10 

PM.4WI 

IM 

1 X 24 

3.80 



PM 

Cap. 

Mfd. 

Dimensions—Inches 
Diameter x Length 

List 

Price 

Net 

Price 

PM 6T5 

1 

.0005 

6PP V. D.C.W. 

He X 1 

$1.80 

$1.08 

PM 6D1 

.0010 

Hex 1 


1.80 

1.08 

PM6D12 

i.OOT2 

He X 1 


1.80 

1.08 

PM6DI5 

1.0015 

He X 1 


1.80 

1.08 

PM 6D18 

.0018 

Hex 1 


1.80 

1.08 

PM 6022 

.0022 

He X 1 


1.80 

1.08 

PM 6027 

.0027 

He X 1 


1.80 

1.08 

PM 6033 

.0033 

Hex! 


1.80 

1.08 

PM 6039 

,0039 

Hex! 


1.80 

1.08 

PM 6047 

.0047 

Hxll4 

1.80 

1.08 

PM 6056 

.0056 

% X 1 Va 

1.80 

1.08 

PM 6068 

.0068 

% X 1 Va 

1.80 

1.08 

PM 6082 

.0082 

ysxivi 

1.80 

1.08 

PM 651 

.010 

%xl% 

1.90 

1.14 

PM 6512 

.012 

VexV/A 

1.90 

1.14 

PM 6515 

.015 

VbxVA 

1.90 

1.14 

PM 6518 

.018 

% X 1 Ya 

1.90 

1.14 

PM 6522 

.022 

Hex 116 

2.00 

1.20 

PM 6527 

.027 

He X 1 Ya 

2.00 

1.20 

PM 6533 

.033 

Y^%^Y^ 

2.10 

1.26 

PM 6539 

.039 

Vi X 1/2 

2.10 

1.26 

PM 6547 

.047 

Mtxivi 

2.30 

1.38 

PM 6556 

.056 ! 

Vi x\Yi 

2.30 

1.38 

PM 6568 

.068 


2.40 

1.44 

PM 6582 

.082 

H X 1% 

2.40 

1.44 

PM 6P1 

.10 

VbxIVb 

2.50 

1.50 

PM 6P12 

.12 

VbxIYb 

2.50 

1.50 

PM 6P15 

.15 

. 'Hex!'He 

2.70 

1.62 

PM 6P18 

.18 

'Hex 1'He 

2.80 

1.68 

PM 6P22 

.22 

Ya X 2Ya 

2.90 

1.74 

PM 6P27 

.27 

Ya X IYa 

3.10 

1.86 

PM 6P33 

.33 

1 X 2/8 

3.30 

1.98 

PM 6P39 

.39 

1 x2'/8 

3.50 

2.10 

PM 6P47 

.47 

1 X 2/8 

3.80 

2.28 

PM 1001 

.0010 

1000 V. D.C. W. 

Hxll6 

1.90 

1.34 

PM 10012 

.0012 

%xll6 

1.90 

1.14 

PM 10015 

0015 

%x 114 

1.90 

1.14 

PM 10018 

.0018 

% X 1V 

i 

1.90 

1.14 

PM 10022 

.0022 

Ybx\Ya 

1.90 

1.14 

PM 10027 

.0027 

Yb X 1 Ya 

1.90 

1.14 

PM 10033 

.0033 

%x1/4 

1.90 

1.14 

PM 10039 

.0039 


1.90 

1.14 

PM 10047 

.0047 

He X 1V4 

1.90 

1.14 

PM 10056 

.0056 

Hex IV* 

2.00 

1.20 

PM 10068 

.0068 

He X 1 V* 

2.00 

1.20 

PM 10082 

.0082 

He X 114 

2.00 

1.20 

PM 1051 

.010 

Y% X 1/2 

2.10 

1.26 

PM 10512 

.012 

/ax 1/2 

2.10 

1.26 

PM 1051$ 

.015 

/2 X 1/2 

2.20 

1.32 

PM 10518 

.018 

/2Xl/ 

i 

2.20 

1.32 

PM 10522 

.022 

HexlHe 

2.30 

1.38 

PM 10527 

.027 1 

HexlHe ' 

2.30 

1.38 

PM 10533 

.033 

YbxV/b 

2.40 

1.44 

PM 10539 

.039 

YbxWb 

2.40 

1.44 

PM 10547 

.047 

Hx1/8 

2.50 

1.50 

PM 10556 

.056 

"Hexl'He 

2.50 

1.50 

PM 10568 

.068 


2.70 

1.62 

PM 10582 

.082 

% X 214 

2.80 

1.68 

PM 10P1 

.10 

% X 2V* 

3.00 

1.80 

PM 10P12 

.12 

1 X 2/« 

1 X 214 

3.20 

1.92 

PM 10P15 

.15 

3.60 

2.16 

PM 10P18 

.18 

1 X 2/8 

3.90 

2.34 

PM 1601 

.0010 

1600 V. D.C.W. 

Yb X 114 

1.90 

1.14 

PM 16012 

.0012 

Yb X IV 


1.90 

1.14 

PM 16015 

.0015 

%xlV 


1.90 

1.14 

PM 16018 

.0018 

%xlV 


1.90 j 

1.14 

PM 16022 

.0022 

3/8x1 V 


1.90 ! 

1.14 

PM 16027 

.0027 

% X 1V 


2.00 1 

1.20 

PM 16038 

.0033 

% X 1V 


2.00 

1.20 

PM 16039 

.0039 

He X 1 V 


2.00 

1.20 

PM 16047 

.0047 

Hex IV 


2.10 

1.26 

PM 16056 

.0056 

Hex IV 


2.10 

1.26 

PM 16068 

.0068 

/2x1/2 

2.10 

1.26 

PM 16082 

.0082 

Vi X 1 Yt 

2.20 

1.32 

PM 1851 

.010 , 

VixlVi 

2.20 

1.32 

PM 16512 

.012 i 

Vi X 1/2 

2.20 

1.32 

PM 16515 

.015 

Vi X 114 

2.30 

1,38 

PM 16518 

.018 

Hex P/j 

6 

2.30 

1.38 

PM 16522 

.022 

Ybx\Vx 

f ' 

2.40 

1.44 

PM 16527 

.027 

Vi X IV 

f < 

2.40 

1.44 

PM 16533 

.033 

YbxVA 


2.50 

1.50 

PM 16539 

,039 

'Hexl' 

He i 

2.60 

1.56 

PM 16547 

,047 

'Hexl'He 

2,70 

1.62 

PM 16556 

,056 : 

I6x2V 


2.80 

1.68 

PM 16568 

,068 

l6x2V 


3,00 

1,80 

PM 16582 

.082 

1 X 2V 


3.20 

1.92 

PM 16P1 

.10 

1 *214 


3,50 

2.10 

PM 16P12 

,12 

1 x2Vi 


3,90 

2,34 
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CORNELL C0J DVBILMER 


STEATITE-CASED TUBULAR CAPACITORS 

«BUDROC” 



BUDROC 

STEATITE>CASED TUBULAR PAPER 
CAPACITORS 

C-D "BUDROC" capacitors are made with non-inductive paper 
and extended foil elements housed in the finest grade ceramic 
(steatite) tubes with Polykane end-seals. "BUDROCS" are de¬ 
signed and especially recommended for manufacturing appli¬ 
cations. Except for the C-D molded tubular "CUB", the C-D 
"BUDROC" surpasses the performance of any molded tubular 
unit available. 

The steatite tube provides exceptional protection against heat 
and humidity. The Polykane end-fill is tightly bonded to the 
steatite tube and lead wires, cannot soften, melt or flow at any 
rated operating temperature. This assures a permanent seai to 
moisture and humidity besides providing a rigid support for 
the lead wires. 

TEMPERATURE RANGE: 

"BUDROC" capacitors rated up to and including 400 VDCW are 
impregnated with high quality HT compound {—40°C to 
~f-90°C). Units rated above 400 volts VDCW are impregnated 
with C-D Vikane {“55°C to +100°C). 


CT Cat. 

No. 

Capacity 

Mfd. 

Size—Inches 

D X L 

List 

Price 

Net 

Price 

ST 252 

.02 

200 VDCW 

%xT/4 

$.25 

$.15 

ST 2S5 

.05 

VszVA 

.25 

.15 

ST 2P1 

.10 

We X 1 V4 

.35 

.21 

ST 2P25 

.25 

'We x 17/8 

.40 

.24 

ST 2P5 

.50 

'Wex 1% 

.60 

.36 

ST 2W1 

1.00 

1 x2% 

.90 

.54 


ST 

SI No. 

Capacity 

Mfd. 

Size—Inches 

D x L 

List 

Price 

Net 

Price 

ST 4S1 

.01 

400 VDCW 

Wex 1 

$.25 

$.15 

ST 4S2 

.02 

% X 114 

.25 

.15 

ST 4S22 

.022 

3/8X114 

.25 

.15 

ST 4S47 

.047 

We X 114 

.30 

.18 

ST 4S5 

.05 


.30 

.18 

ST 4S68 

.068 

'h X 1’/2 

.35 

.21 

ST 4P1 

JO 

X114 

.35 

.21 

ST 4P15 

15 

'Wex 1% 

.35 

.21 

ST 4P22 

.22 

'Vlix 1% 

.40 

.24 

ST 4P25 

.25 

“/Six 1% 

.40 

.24 

ST 4P5 

.50 

'We X 214 

.60 

.36 

ST 4W1 

1 00 

1 x2% 

.90 

.54 

ST 6T5 

.0005 

600 VDCW 

We X 1 

.25 

.15 

ST 6D1 

.001 

We X 1 

.25 

.15 

ST6D15 

.0015 

Wex 1 

.25 

.15 

ST 6D2 

.002 

Wex 1 

.25 

.15 

ST 6D22 

.0022 

Wex 1 

.25 

.15 

ST 6D3 

.003 

Wexl 

.25 

.15 

ST 6D33 

.0033 

We X 1 

.25 

.15 

ST 6D4 

.004 

Wex 1 

25 

.15 

ST 6D47 

.0047 

We X 1 

.25 

.15 

ST 6D5 

.005 

3/8 X 114 

.25 

.15 

ST 6D68 

.0068 

3/8x114 

.30 

.18 

ST 6S1 

.01 

%xlV4 

.30 

.18 

ST6S15 

.015 

3/8 X 114 

.30 

.18 

ST 6S2 

.02 

We X 114 

.30 

.18 

ST 6S22 

.022 

% X 114 

.30 

.18 

ST 6S25 

.025 

We X 114 

.35 

.21 

ST 6S3 

.03 

Wex 114 

.35 

.21 

ST 6S4 

.04 

14 X 114 

.35 

.21 

ST 6S47 

.047 

14x114 

.40 

.24 

ST 6S5 

.05 

14 X 114 

.40 

.24 

ST 6S68 

.068 

"Wex 17/8 

.45 

.27 

ST 6P1 

.10 

"Wex 1% 

.45 

.27 

ST 6P25 

.25 

'Wex 214 

.55 

.33 

ST 6P5 

.50 

1 x278 

.80 

.48 

ST 16D1 

.001 

1600 VDCW 

3/8 X 114 

.65 

.39 

ST16D15 

.0015 

3/8 X 1/4 

.65 

.39 

ST 16D2 

.002 

3/8 X 114 

.65 

.39 

ST16D22 

.0022 

3/8 X 114 

.65 

.39 

ST 16D3 

.003 

Wex 114 

.65 

.39 

ST 16D33 

.0033 

Wex 114 

.65 

.39 

ST 16D4 

.004 

Wex 114 

.65 

.39 

ST 16D47 

.0047 

Wex 114 

.65 

.39 

ST 16D5 

.005 

Wex 114 

.65 

.39 

ST 16D56 

.0056 

We X 114 

.65 

.39 

ST 16D68 

.0068 

/a X 1/2 

.65 

.39 

ST16D82 

.0082 

/a X 1/a 

.65 

.39 

ST 16S1 

.01 

/a X 1/2 

.70 

.42 

ST 16S15 

.015 

/a X 1/2 

.70 

.42 

ST 16S2 

,02 

"Wex 1% 

.70 

•42 

ST 16S25 

.025 

"Wex 1/8 

.70 

.42 

ST 16S3 

.03 

"Wex 17/8 

.70 

.42 

ST 16S4 

.04 

'We X 214 

.70 

.42 
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Get This Helpful Magazine Every Month 


Tells you what you have wanted to know-how 
to do it—fust brim full of helpful and practical 
service information. 

Its convenient, pocket-size pages contain valuable 
technical data—latest dope on new circuits, etc.,—notes 
on trouble shooting—yes, and dozens of helpful hints 
which will help you to repair any radio ever made 
easier and better. SPECIAL SECTION devoted to FREE 
ads to servicemen interested in swapping or selling 
old equipment. 

Accept "The Capacitor"—every month—with C-D's 
compliments. Don’t wait! Write for your FREE sub¬ 
scription today. 

Write to "The C-D Capacitor" Adv. Dept. 
Cornell-Dubilier Electric Corp. 

So. Plainfietd, New Jersey 
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CORNELL (m) DUBiLIER 


"TIHY-CHIEF" MOLDED METAL CASED 

PLASTIC CAPACITORS DYKANOL 



Cornell-Dubilier “TINY-CHIEFS" are small size all purpose 
capacitors molded in an extra hard thermosetting plastic which 
has all the qualities and electrical characteristics required for 
long lasting all-around satisfaction. 


TEMPERATURE RANGE: —40°C. to +85‘‘C. 


pj s::- 

Cap. 

Mfd. 

Size—Inches 

Dia. & Length 

List 

Price 

Net 

Price 

PJ 2S2 

.02 

200 V. D.C. 

$.25 

$.15 

PJ 2S5 

.05 

% X 1 Va 

.25 

.15 

PJ 2P1 

.1 

% X 1 Ya 

.35 

.21 

PJ 2P25 

.25 

5/8X1% 

.45 

.27 

PJ 2PS 

.5 

5/8x1% 

.60 

.36 

PJ 2W1 

1.0 

%x2'/4 

.90 

.54 

PJ 4S1 

.01 

400 V. D.C. 

5/16 X 1 

.25 

.15 

PJ 4S2 

.02 

% X 1 % i 

.25 

.15 

PJ 4522 

.022 

%xl% 

.25 

.15 

PJ 4547 

.047 

^^'ex 1% 

.30 

.18 

PJ 455 

.05 

X 1 Va 

.30 

.18 

PJ 4568 

.068 

VzxV/i 

.35 

.21 

PJ 4P1 

.1 

%xl% 

,35 

.21 

PJ 4P15 

.15 

5/8X1% 

.35 

.21 

PJ 4P22 

.22 

5/8 X 1% 

.40 

.24 

PJ 4P25 

.25 

5/8 X 1% 

.45 

.27 

PJ 4P5 

.5 

Va X 2Va 

.60 

.36 

PJ 4W1 

1.0 

1 X 2% 

.90 

.54 

PJ 6T25 

.00025 

600 V. D.C. 

54 X 1 

.25 

.15 

PJ 6T5 

.0005 

54 X 1 

.25 

.15 

PJ 6D1 

.001 

54 X 1 

.25 

.15 

PJ6D15 

.0015 

54 X 1 

.25 

.15 

PJ 6D2 

.002 

54x1 

.25 

.15 

PJ 6D22 

.0022 

54 X 1 

.25 

.15 

PJ 6D3 

.003 

54x1 

.25 

.15 

PJ 6033 

.0033 

5/f6X 1 

.25 

• 15 

PJ 604 

.004 

Kex 1 

.25 

.15 

PJ 6047 

.0047 

54 X 1 

.25 

.15 

PJ 605 

.005 

54 X 1 

.25 

.15 

PJ 606 

.006 

y8 X1 % 

.25 

.15 

PJ 6068 

.0068 

% X 1 Ya 

.30 

.18 

PJ 651 

.01 

5/8x1% 

.30 

.18 

PJ 6515 

.015 

5/8x1% 

.30 

.18 

PJ 652 

.02 

Kex 1% 

.30 

.18 

PJ 6522 

.022 

^/Tex 1% 

.30 

.18 

PJ 6525 

.025 

!4x 1% 

.30 

.18 

PJ 653 

.03 

Ke X 1 % 

.35 

.21 

PJ 654 

.04 

% X 1% 

.35 

.21 

PJ 6547 

.047 

% X 1% 

.40 

.24 

PJ 655 

.05 

'/2Xl'/2 

.40 

.24 

PJ 656 

.06 

5/8x1% 

.40 

.24 

PJ 6568 

.068 

5/8x1% 

.40 

.24 

PJ 6P1 

.1 

5/8X1% 

.45 

.27 

PJ 6P25 

.25 

5% X 2 % 

.55 

.33 

PJ 6P5 

.5 

1 X 2% 

.80 

.48 

PJ 1601 

.001 

1600 V. D.C. 

5/8X1% 

.65 

.39 

PJ16015 

.0015 

5/8X1% 

.65 

.39 

PJ1602 

.002 

% X 1 % 

.65 

.39 

PJ16022 

.0022 

5/8X1% 

,65 

.39 

PJ1603 

.003 

5% X 1 % 

.65 

.39 

PJ16033 

.0033 

5/8X1% 

.65 

.39 


TYPE TMJ....4P 

C-D type TMJ-4P is a non-magnetic metal-cased, ungrounded 
section, tubular paper capacitor, the body of whkh is covered 
with a non-hygroscopic plastic insulating tube. The unit is also 
available with a mounting strap* on request. 

The TMJ is impregnated with Dykanol *'C” (oil) and meets 
MIL-C-25A temperature Characteristic “E". 


STANDARD TOLERANCE: ±20% 
TEMPERATURE RANGE: “~55®C to +85®C 


TMJ Sr 

Cap. 

Mfd. 

Body Dimensions 
Overall 

Dia, X Length 

i 

List 

Price 

Net 

Price 

TMJ 6D3-4P 

.003 

600 VDCW 

Y% X 15^6 

$1.30 

$ .78 

TMJ 6D6-4P 

.006 

Yl X 1^6 

1.30 

.78 

TMJ 6S1-4P 

.01 

% xlKe 

1.30 

.78 

TMJ 6S2-4P 

.02 

% xli«4 

1.45 

.87 

TMJ 655.4P 

.05 

“/Tex 11^6 

1.55 

.93 

TMJ 6P1-4P 

.10 

X 214 

1.75 

1.05 

TMJ 6P25-4P 

.25 

IVTs x25^6 

2.40 

1.44 

TMJ 6P5.4P 

.50 

114 x2W/r6 

3.05 

1.83 

TMJ 10D3-4P 

.003 

1000 VDCW 

“/Tex 1*4 

1.55 

•93 

TMJ 10D6-4P 

.006 

“4 X 1*4 

1.55 

.93 

TMJ 10D51-4P 

.01 

“4 X 1*4 

1.55 

.93 

TMJ 10DS2-4P 

.02 

“4 X 11V4 

1.70 

1.02 

TMJ 10DS5-4P 

.05 

“4x1»4 

1.80 

1.08 

TMJ 10P1-4P 

.10 

IKe x2i4 

2.05 

1.23 

TMJ 10P25-4P 

.25 

1V4 x2»4 

2.70 

1.62 

TMJ 16D3.4P 

.003 

1600 VDCW 

14 X 174 

1.70 

1.02 

TMJ 16D6-4P 

.006 

14 X 14 

1.70 

1.02 

TMJ 1651-4P 

.01 

14 X 14 

1.70 

1.02 

TMJ 16S2-4P 

.02 

14 X 114 

1.80 

1.08 

TMJ 16S5-4P 

.05 

14 x24 

1.95 

1.17 

TMJ 16P1-4P 

.10 

14 x24 

2.55 

1.53 


♦For unit with mounting strap, specify type as TMJ-6P (Ex. TMJ-6S1-6P). 


PJ s::- 

Cap. 

Mfd, 

Size—Inches 

Dia. & Length 

List 

Price 

Net 

Price 

PJ 16D4 

.004 

% X 1 % 

$.65 

$.39 

PJ16D47 

.0047 

% X 1% 

.65 

.39 

PJ 16D5 

.005 

% X 1% 

.65 

.39 

PJ16D55 

.0055 

4 x1% 

.65 

.39 

PJ16D6 

.006 

4x1% 

.65 

.39 

PJ16D68 

.0068 

4 x1% 

.65 

.39 

PJ16D7 

.007 

74 X 1 % 

.65 

.39 

PJ16D75 

.0075 

74 X 1 % 

.65 

.39 

PJ16D8 

.008 

74 X 1% 

.65 

.39 

PJ 16S1 

.01 

%xl% 

.70 

.42 

PJ 16S15 

.015 

%xl'/2 

.70 

.42 

PJ 16S2 

.02 

%xl% 

.70 

.42 

PJ 16S25 

.025 

5/8x1% 

.70 

.42 

PJ 16S3 

.03 

5/8x1% 

.70 

.42 

PJ 16S4 

.04 

5/8x1% 

.70 

.42 


Htl 
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MINIATURE HETAL-CRSED TUBULARS 
"DEMICONS" 



The Cornell-Dubilier series of “DEMICON" copacifors offer 
miniaturized tubular metal-cased units designed and processed 
to meet rigid and severe operating requirements particularly 
where space limitations are an important factor. 

Unique and improved manufacturing processes have contributed 
to a product of unusual stability, dependability, and longevity, 
as attested to by field-test proven service over a long period of 
time. 

Cornell-Dubilier DEMICONS are hermetically sealed in metal 
cases, with glass-to-metai seal terminals and are available in a 
wide variety of mounting styles, impregnants, tolerances, and 
internal construction. See Bulletins NB-147 ond NB-151. 

“BASIC” STYLE UNGROUNDED 


All Cornell-Dubilier DEMICONS will comply with applicable parts 
of Specifications JAN C-25 and MIL-C-25A. 

The listings on this page cover the BASIC STYLE (illustrated) for 
types TWH, TWC, TWU, TWM. 

STANDARD TOLERANCE: ±20%. 


TEMPERATURE RANGE: 

TWH High Temperature wax 

TWC “Dykanol”* 

TWU “Dykanol U”* 

TWM “Mylar”** polyester film 


— 40°C to + 85°C. 

— 55°C to + 85^C. 

— 55°C to +125°C. 

— 55°C to +160°C. 


PRICES shown below are for BASIC STYLE—UNGROUNDED. 


♦Registered Cornell-Dubilier trade mark. 
♦♦Registered Dupont trade mark. 


DEMICONS 


TWH^iV; 

Cap. 

Mfd. 

V.D.CW. 

Size—-Inches 
Dia. X Length 

List 

Price 

Net 

Price 

TWH 1D1 

.001 

100 

.175 X % 

$2.95 

$1.77 

TWH 1S1 

.01 

100 

.175 X % 

3.00 

1.80 

TWH 1P1 

.1 

100 

.312 X % 

3.25 

1.95 

TWH 1W1 

1.0 

100 

.562 X P/a 

4.15 

2.49 

TWH 2D1 

.001 

200 

.235 X % 

3.05 

1.83 

TWH 2S1 

.01 

200 

.235 X % 

3.15 

1.89 

TWH 2P1 

.1 

200 

.312 X % 

3.40 

2.04 

TWH 2W1 

1.0 

200 

.562 X 1 % 

4.25 

2.55 

TWH 3D1 

.001 

300 

.235 X % 

3.10 

1.86 

TWH 3S1 

,01 

300 

.235 X Va 

3.20 

1.92 

TWH 3P1 

.1 

300 

.400 X Vb 

3.45 

2.07 

TWH 3WI 

1.0 

300 

.670 X 1 Vb 

4.75 

2.85 

TWH 4D1 

.001 

400 

.235 X Va 

3.15 

1.89 

TWH 4S1 

.01 

400 

.235 X Va 

3.25 

1.95 

TWH 4P1 

.1 

400 

.400 X 1 Vb 

3.50 

2.10 

TWH 4W1 1 

1.0 

400 

.750 X 2/8 

5.00 

3.00 


TUir Cat. 

Cap. 


Size—Inches 

List 

Net 

TWC No. 

Mfd. 

V.D.CW. 

Dia. X Length 

Price 

Price 

TWC 1D1 

.001 

100 

.175 X Va 

$3.30 

$1.98 

TWC 1S1 

.01 

100 

.175 X Va 

3.40 

2.04 

TWC 1P1 

.1 

100 

.312 X Vb 

3.70 

2.22 

TWC 1W1 

1.0 

100 

.562 X 1 Vb 

4.85 

2.91 

TWC 2D1 

.001 

200 

.235 X Va 

3.45 

2.07 

TWC 2S1 

.01 

200 

.235 X % 

3.55 

2.13 

TWC 2P1 

.1 

200 

.400 X Vt 

3.85 

2.31 

TWC 2W1 

1.0 

200 

.670 X 1 V^ 

5.40 

3.24 

TWC 3D1 

.001 

300 

.235 X Va 

3.50 

2.10 

TWC 3S1 

.01 

300 

.235 X V4 

3.60 

2.16 

TWC 3P1 

.1 

300 

.400 X 1 Yb 

3.90 

2.34 

TWC3W1 

1.0 

300 

.750 X 2/8 

5.75 

3.45 

TWC4D1 

.001 

400 

.235 X Va 

3.55 

2.13 

TWC 4S1 

.01 

400 

.235 X Va 

3.65 

2.19 

TWC 4P1 

.1 

400 

.400 X 1 Va 

4.15 

2.49 

TWC 4P68 

.68 

400 

.750 X 2/8 

5.75 

3.45 

TWC 6D1 

.001 

600 

.235 X Va 

3.60 

2.16 

TWC 6S1 

.01 

600 

.312 X Va 

3.75 

2.25 

TWC 6P1 

.1 

600 

.562 X 1 Vb 

4.45 

2.67 

TWC 6P47 

.47 

600 

.750 X 2/8 

5.80 

3.48 

TWC 10D1 

.001 

1000 

.400 X Va 

4.10 

2.46 

TWC 10S1 

.01 

1000 

.400 X Va 

4.25 

2.55 

TWC 10P1 

.1 

1000 

.562 X 1 Vs 

5.00 

3.00 

TWC 10P47 

.47 

1000 

1.00 x2/8 

6.30 

3.78 


DEMICONS 


TWU 

Cap. 


Size—Inches 

List 

Net 

Mfd. 

V.D.CW. 

Dia. X Length 

Price 

Price 

TWU1D1 

.001 

100 

.175 X 

Va 

$4.13 

$2.48 

TWU 1S1 

.01 

100 

.175 X 

Va 

4.25 

2.55 

TWU 1P1 

.1 

100 

.312 X 

Va 

4.63 

2.78 

TWU 1W1 

1.0 

100 

.562 X 

1/8 

6.06 

3.64 

TWU 2D1 

.001 

200 

.235 X 

Va 

4.31 

2.59 

TWU 2S1 

,01 

200 

.235 X 

Va 

4.44 

2.66 

TWU 2P1 

.1 

200 

.400 X 

Va 

4.81 

2.89 

TWU 2W1 

1.0 

200 

.670 X 

1/8 

6.75 

4.05 

TWU 3D1 

.001 

300 

.235 X 

% 

4.38 

2.63 

TWU 3S1 

.01 i 

300 

.235 X 

Va 

4.50 

2.70 

TWU 3P1 

.1 

300 

.400 X 

1/8 

4.88 

2.93 

TWU 3W1 

1.0 

300 

.750 X 

2/8 

7.19 

4.31 

TWU 4D1 

.001 

400 

.235 X 

Va 

4.44 

2.66 

TWU 4S1 

.01 

400 

.235 X 

Va 

4.56 

2.74 

TWU 4P1 

.1 

400 

.400 X 

1 % 

5.19 

3.11 

TWU 4P68 

.68 

400 

.750 X 

2/8 

7.19 

4.31 

TWU 6D1 

.001 

600 

.235 X 

Va 

4.50 

2.70 

TWU 6S1 

.01 

600 

.312 X 

Va 

4.69 

2.81 

TWU 6P1 

.1 

600 

.562 X 

1/8 

5.56 

3.34 

TWU 6P47 

.47 

600 

.750 X 

2/8 

7.25 

4.35 

TWU 10D1 

.001 

1000 

.400 X 

Vb 

5.13 

3.08 

TWU 1051 

.01 

1000 

.400 X 

Vb 

5.31 

3.19 

TWU 10P1 

.1 

1000 

.562 X 

1/8 

6.25 

3.75 

TWU 10P47 

.47 

1000 

1.000 X 

2/8 

7.88 

4.73 


TWM sj: 

Cap. 


Size—Inches 

List 

Net 

Mfd. 

V.D.C.W. 

Dia. X Length 

Price 

Price 

TWM 1S1 

.01 

100 

.235 X Va 

$5.95 

$3.57 

TWM 1S22 

.022 

100 

.312 X Va 

6.10 

3.66 

TWM 1S47 

.047 

100 

.312 X Va 

6.30 

3.78 

TWM 1P1 

.1 

100 

.400 X Va 

6.50 

3.90 

TWM 4D22 

.0022 

400 

.235 X Va 

6.20 

3.72 

TWM 451 

.01 

400 

.312 X Va 

6.40 

3.84 

TWM 4P1 

.1 

400 

.562 X 1 

7.25 

4.35 

TWM 4W1 

1.0 

400 

.750 X 2/2 

10.50 

6.30 

TWM 6D22 

.0022 

600 

.235 X Va 

6.30 

3.78 

TWM 651 

.01 

600 

.312 X 1 

6.55 

3.93 

TWM 6P1 

.1 

600 

.562 X 1 Va 

7.80 

4.68 

TWM 6W1 

1.0 

600 

1.000 X 21^6 

12.75 

7.65 
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CORNELL f DJ DUBILMER 


COMPACT METALIZED-PAPER CAPACITORS 



Corneil-Dubitier self-healing, metalized paper capacitors have 
better electrical characteristics and extra long service life. 
Units are light and compact. 

“PUP” units have bare wire leads securely anchored In metal 
end-caps, wax-impregnated and dip-sealed against humidity. 
All units are extended foil—non-inductive wound for low im¬ 
pedance at high frequencies, have high insulation resistance, 
low power factor and small capacity change with temperature 
and life. 

“METAPUPS” are one piece metal tubular cased, pressure 
sealed by spin-over on synthetic rubber gaskets. 

“SEALPUPS” are a high quality metalized paper capacitor, 
designed for smallest size and positive seal against moisture. 
They are hermetically sealed in metal cases with solder— 
seal glass terminals. Especially recommended in military and 
commercial equipment where miniature size and light weight 
are paramount. 

For further data on C-D metalized capacitors, write for Bulle¬ 
tins 142-3-4 and NB-152. 

TEMPERATURE RANGE: ~“40®C to +60°C. 


TEMPERATURE RANGE: —S5°C to +95°C. 


^‘METAPUP” ONE-PIECE METAL 7UBULARS 


MTM Sf 

Cap. 

Mfd. 

Voltage 

DCW 

Size- 

Diam. 

—Inches 

X Length 

List 

Price 

Net 

Price 

MTM 2S5 

.05 

200 

3/8 

X 

1^6 

$1.40 

$.84 

MTM 2P1 

.1 

200 


X 


1.45 

.87 

MTM 2P25 

.25 

200 

Vz 

X 


1.60 

.96 

MTM 2P5 

.5 

200 

Vz 

X 


1.70 

1.02 

MTM 4S5 

.05 

400 

% 

X 


1.45 

.87 

MTM 4P1 

.1 

400 

’/fe 

X 

VA 

1.60 

.96 

MTM 4P25 

.25 

400 

Vs 

X 

114 

1.80 

1.08 

MTM 4P5 

.5 

400 

Vz 

X 


2.00 

1.20 

MTM 6S1 

.01 

600 

3/8 

X 


1.40 

.84 

MTM 6P1 

.1 

600 

Vz 

X 

m 

1.70 

1.02 

MTM 6P25 

.25 

600 

Vb 

X 


2.00 

1.20 

MTM 6P5 

.5 

600 

3/4 

X 


2.40 

1.44 


TEMPERATURE RANGE: —55°C to +95°C. 


**PUP” METAL END-CAP CARDBOARD TUBULARS 


“SEALPUP” GLASS-METAL END-SEALED TUBULARS 


MP Si’ 

Cap. 

Mfd. 

Voltage 

DCW 

Size—Inches 
Diam. x Leng-th 

List 

Price 

Net 

Price 

MTW SI 

Cap. 

Mfd. 

Voltage 

DCW 

Size—Inches 
Diam. x Length 

List 

Price 

Net 

Price 

MP 2S5 

.05 

200 

3/8 X 5/8 

$.65 

$.89 

MTW 2S5 

-.05 

200 

.235 x Va 

$2.85 

$1.71 

MP 2P1 

.1 

200 

3/8 x Vb 

.70 

.42 

MTW 2P1 

.1 

200 

.312 X Va 

2.95 

1.77 

MP 2P2S 

.25 

200 

% 

.90 

.54 

MTW 2P25 

.25 

200 

.312 x IVfe 

3.40 

2.04 

MP 2P5 

.5 

200 

X 1/8 

1.05 

.63 

MTW 2P5 

.5 

200 

.400 X 1 % 

4.00 

2.40 

MP 4S5 

.05 

400 

Vb 

.70 

.42 

MTW 4S5 

.05 

400 

.400 X Va 

3.10 

1.86 

MP 4P1 

.1 

400 

^5^2 X 1/8 

.80 

.48 

MTW 4P1 

,1 

400 

.400 X 114 

3.30 

1.98 

MP 4P25 

.25 

400 

®/f6X 1/8 

1.00 

.60 

MTW 4P25 

.25 

400 

.562 X 1 Vfe 

3.95 

2.37 

MP 4PS 

.5 

400 

/8Xiy8 

1.15 

.69 

MTW 4P5 

.5 

400 

.562 X IVa 

4.85 

2.91 

MP 6S1 

.01 

600 

3/8 X Vb 

.70 

.42 

MTW 6S1 

.01 

600 

.312 X Va 

2.90 

1.74 

MP 6P1 

.1 

600 

15.^2 X 1/8 

.90 

.54 

MTW 6P1 

.1 

600 

.500 X 1 Va 

3.65 

2.19 

MP 6P25 

.25 

600 

/8Xl/8 

1.10 

.66 

MTW 6P25 

.25 

600 

.670 X 1 Vb 

4.50 

2.70 

MP 6P5 

.5 

600 

3^2 X 1 5/8 

1.45 

.87 

MTW 6P5 

.5 

600 

.750 X 1 Va 

5.85 

3.51 


HIGH TEMPERATURE Metalized-Paper CAPACITORS 

• POLYKANE-IMPREGNATED: This impregnant insures excellent electrical properties over long service life. 

• MOISTURE RESISTANT: MTX tubulars have the finest glass-to-metal solder seal terminals for maximum protection against moisture. 
MPX tubulars have POLYKANE-impregnated paper tubes, bonded securely to the POLYKANE fill. An external flash wax dip pro¬ 
vides an increased moisture seal for extra long storage and service conditions under extremes of humidity. 

• NON-LEAKING: “POLYKANE” is a solid thermosetting plastic that will not soften, crack, or leak at the maximum temperature. 
No oil or wax is used internally with these units. 


MPXf—HIGH TEMPERATURE Paper-Cased TUBULARS 

STANDARD TOLERANCE: +40 —20% to 1 mfd. 

+30 —20% over 1 mfd. 


TEMP. RANGE: —55®C to +130°C 


MPX 

Cap. 

Mfd. 

Voltage 

DCW 

Size—Inches 
Dia. X Length 

List 

Price 

Net 

Price 

MPX 2S5 

.05 

200 

Va X 134 

$1.60 

$ .96 

MPX 2P1 

.10 

200 

54 X 13^6 

1.75 

1.05 

MPX 2P25 

.25 

200 

'34 X 13^6 

2.00 

1.20 

MPX 2P5 

.50 

200 

^3^X 1/8 

2.50 

1.50 

MPX 4S5 

.05 

400 

3/8 X 13^6 

1.65 

.99 

MPX 4P1 

.10 

400 

3/8 X 1/8 

1.80 

1.08 

MPX 4P25 

.25 

400 

X 134 

2.10 

1.26 

MPX 4P5 

.50 

400 

3/8x13/8 

2.85 

1.71 

MPX 6S1 

.01 

600 

Va X t3/fs 

1.45 

.87 

MPX6P1 

.10 

600 

Va xl/8 

1.90 

1.14 

MPX 6P25 

.25 

600 

Vb X 134 

, 2.25 

1.35 

MPX 6P5 

■BSSH 



3.00 

1.80 


fFor Hish Temperature Metalized Paper Capacitors In “BATHTUB” TYPE 
coses {Type SBXT—See Bulletin NB-T52. 


MTXt—HIGH TEMPERATURE Metal-Cased^ TUBULARS 

STANDARD TOLERANCE: +40 —20% to 1 mfd. 

+30 —20% over 1 mfd. 


TEMP. RANGE: —55®C to +130°C 


MTX'nI 

Cap. 

Mfd. 

Voltage 

DCW 

Size—Inches 
Diam. x Length 

List 

Price 

Net 

Price 

MTX 2S5G 

.05 

200 

.235 

X 

Va 

$3.40 

$2.04 

MTX 2P1G 

.10 

200 

.312 

X 

Va 

3.45 

2.07 

MTX 2P25G 

.25 

200 

.312 

X 

iWfi 

4.00 

2.40 

MTX 2P5G 

.50 

200 

.400 

X 


4.70 

2.82 

MTX 4S5G 

.05 

400 

.312 

X 

Va 

3.60 

2.1# 

MTX 4P1G 

.10 

400 

.400 

X 

IVifi 

3.85 

2.31 

MTX 4P25G 

.25 

400 

.500 

X 

IM-fi 

4.65 

2.79 

MTX 4P5G 

.50 

400 

.562 

X 

13^ 

5.70 

3.42 

MTX 6S1G 

.01 

600 

.312 

X 

Va 

3.35 

2.01 

MTX 6P1G 

.10 

600 

.400 

X 

1^6 

4.30 

2.53 

MTX 6P25G 

.25 

600 

.562 

X 

114 

5.25 

2.15 

MTX 6P5G 

.50 

600 

.670 

X 

134 

6.75 

4.05 


tOther Styles ovaitoble—See Bulletin NB-152. 
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D7KANOL TRANSMITTING CAPACITORS 


-E-^ ^INSULATORS 




INSULATORS 


TYPE T 

(WITHOUT MOUNTINGS) 

•6 SELF- i" 

TAPPING SCREW f" 


U-p -Jl 


MOUNTING STRAP FOR TYPE TJU 

TYPE TJU 

(WITH MOUNTING STRAP) 


TYPE TJL 


FOR INVERTED MOUNTING 
CLAMP bracket over 
BOTTOM BEAD OF CONTAINER 


INSULATORS 





1 FOR INVERTED MOUNTING 
I CLAMP BRACKET OVER 


U-b+£- 


BOTTOM BEAD OF CONTAINER TYPE TJH 



TYPE T 

(Similar to CP70) 
Provided with mounting 
brackets designated upon or* 
dering as explained below. 


Prices below Include mounting brackets or universal mounting strap 
when ordered according to these type numbers. 


TYPE DESIGNATIONS^—Type T (basic units) are without mountings. To order Types TJH, TJL or TJU with 
mountings os shown above, odd letter symbols of type mountings desired to Cat. No. as follows: 


TYPE T —(Basic unit) without mountings, TYPE TJL —With mounting foot brackets. 

TYPE TJH— With screw spade-lug brackets. TYPE TJU —With universal mounting strap. 

TEMPERATURE RANGE: —55°C to+85°C. STANDARD TOLERANCE: ±10%. 


T Cot. 

1 No. 

Cap. 

Mfd. 

A 

Dimensions- 
B C 

—Inches 

D E 

F 

List 

Price 

Net 

Price 



i 600 Y. D.C. 

Working 




T 6005 

.5 

2Vs 


1^6 

Vn 

»4 

2’4 

$4.70 

$2.82 

T 6010 

1 

2 Vs 


114 

Vn 

“4 

2'4 

5.80 

3.48 

T 6020 

2 

2Vn 


IKfi 

Vn 

»4 

2'4 

7.15 

4.29 

T 6030 

3 

3% 


1K« 

Vn 

”4 

2A 

8.25 

4.95 

T 6040 

4 

3% 

2 V 2 

VAe 

Vn 

I’/s 

3 

9.10 

5.46 

T 6050 

5 

434 


IVTs 


”4 

2!4 

10.45 

6.27 

T 6060 

6 

4% 

2 V 2 

1*4 

A 

l'/8 

3 

11.30 

6.78 

T 6080 

8 


334 

V/4 

Vn 

2 

43/8 

13.50 

8.10 

T 6100 

10 

45/8 

33^ 

VA 

Vn 

2 

43/8 

15.15 

9.09 



1000 Y. D.C. 

, Working 



T10001 

.1 

2 


IKfi 

Vn 

”4 

2V4 

4.15 

2.49 

T100025 

.25 

2'/« 


114 

Vn 

'*4 

2»4 

4.70 

2.82 

T10005 

.5 

2V8 


114 

Vn 

'*4 

2'4 

4.95 

2.97 

T10010 

1 

2Vb 


1?4 

Vn 

'*4 

2'4 

6.35 

3.81 

T10020 

2 ! 

4 

1% 

IKe 

Vn 

1*4 

2»/4 

8.25 

4.95 

T10030 

3 

3'/? 

2«4 

1*4'6 

Vn 

l'/8 

3 

9.65 

5.79 

T10040 

4 

45/8 

2V7 

1*4 

Vn 

1’/f 

3 

10.45 

6.27 

T10050 

5 


334 

IV 4 

Vn 

2 

434 

12.65 

7.59 

T10060 

6 

43/4 

334 

IV 4 

Vn 

2 

4% 

14.05 

8.43 

T10080 

8 

434 

334 

1*4 

Vn 

2 

AVn 

15.15 

9.09 

T10100 

10 

45/8 

334 

1% 

Vn 

2 

43/« 

16.80 

10.08 

T10120 

12 


334 

2 '4 

Vn 

2 

AVn 

18.15 

10.89 

T10150 

15 

43/4 

33/4 

2 Y 2 

Vn 

2 

AVn 

20.10 

12.06 



1500 Y. D.C. 

. Working 



T15005 

.5 

2% 

I'Hfi 

H4 

Vn 

**4 

2’4 

6.35 

3.81 

T15010 

1 

4 


14 

Vn 

”4 

2 A 

7.45 

4.47 

T15020 

2 

4«/« 

2 V 7 

1*4 

Vn 

IVb 

3 

10.45 

6.27 

T15030 

3 

434 

2 V 7 

1*4 

Vn 

V/n 

3 

12.40 

7.44 

T15040 

4 

4y« 

334 

l'4 

Vn 

2 

AVn 

14.05 

8.43 

T15050 

5 

434 

334 

134 

Vn 

2 

AVn 

15.15 

1 9.09 

T15060 

6 

434 

334 

1% 

Vn 

2 

AVn 

17.05 

10.23 

T15080 

8 

434 

334 

2 V 7 

Vn 

2 

AVn 

20.90 

12.54 

n15100 

10 

434 

334 

3*4 

Vn 

2 

AVn 

25.05 

15.03 

*J 15120 

12 

434 

334 

3*4 

Vn 

2 

AVn 

27.25 

16.35 

t*T 15150 

15 

43/4 

33/4 

44 

Vn 

2 

AVn 

30.00 

18.00 


NOTES—* Type TJU units are not furnished In these larger sl?es,» 
t Types TJL and TJH units furnished with tw© mounting holes ©r sppde lugs 
apart. All other units fyrnishfd wfth fi sinflif rngunfing h®lf tr SRidt jyg 
centered on each brocket. 


T Cat. 

1 No. 

Cap. 

Mfd. 

A 

Dimensions—Inches 

B C D E 

F 

List 

Price 

Net 

Price 



1 2000 Y. D.C. Working 



T 20001 

.1 

2'/8 

li-Ka 

IKe 

Vn 

^*4 

2’4 

$6,60 

$3.96 

T ZQQQta 

.25 

2V8 

l'*/<fi 

IKe 

Vn 

1*4 

2>4 

7.15 

4.29 

T 20005 

.5 

27« 

u*/r6 

IKfi 

Vn 

^*4 

2>4 

7.45 

4.47 

T 20010 

1 

33/8 

2Y7 

l*/ffi 

lA 

V/n 

3 

9.10 

5.46 

T 20020 

2 

4 

334 

1’4 

1/4 

2 

434 

10.75 

6.45 

T 20030 

3 

434 

334 

1/4 

1’4 

2 

434 

13.20 

7.92 

T 20040 

4 

3»*/fe 

334 

2'4 

1’4 

2 

434 

15.15 

9.09 

T 20050 

5 

434 

334 

2/4 

1’4 

2 

434 

16.80 

10.08 

*T 20060 

6 

434 

334 

3*4 

1’4 

2 

434 

20.10 

12.06 

*T 20080 

8 

434 

334 

3*4 

T4 

2 

434 

25.05 

15.03 

t*T 20100 

10 

434 

334 

44 

1’4 

2 

434 

30.55 

18.33 

t*T 20120 

12 

53/8 

334 

44 

1!4 

2 

43/8 

33.30 

19.98 



2500 Y. D.C, Working 



T 25005 

.5 

3Y7 

334 

l>4 

1’4 

2 

434 

11.55 

6.93 

T 25010 

1 

3'4 

334 

1% 

1'4 

2 

434 

13.20 

7.92 

T 25020 

2 

434 

334 

1% 

T4 

2 

434 

21.45 

12.87 

t*T 25040 

4 

4 

334 

44 

1’4 

2 

434 

30.00 

18.00 

t*T 25100A 

10 

63/8 

33/4 

44 

1/4 

2 

43/8 

75.10 

45.06 



3000 Y. D.C. Working 



T 30001 

.1 

2 

2/7 

14 

1*4 

1/8 

] 

14.05 

8.43 

T 300025 

.25 

2 Y 7 

2/7 

14 

1/4 

l/« 

3 

14.85 

8.91 

T 30005 

.5 

3% 

2/2 

1*4 

1/4 

l/« 

3 

16.80 

10.08 

T 30010 

1 


334 

2Ya 

1'4 

2 

434 

20.10 

12.06 

*1 30020 

2 

4/8 

334 

3*4 

1*4 

2 

434 

25.05 

15.03 

t*T 30040 

4 

43/4 

33/4 

44 

1/4 

2 

43/8 

36.85 

22.11 



4000 Y. D.C. Working 



T 40001 

.1 

234 

334 

2»4 

2 

2 

434 

25.05 

15.03 

T 400025 

.25 

234 

334 

2/4 

2 

2 

434 

26.40 

15.84 

T 40005 

.5 

4 

334 

2/4 

2 

2 

434 

1 30.00 

18.00 

T 40010 

1 

5 

334 

2/4 

2 

2 

434 

36.85 

22.11 

t*T 40020 

2 

5 

334 

44 

2 

2 

434 

46.75 

28.05 

t*T 40040A 

4 

8 

334 

44 

2 

1% 

43/8 

66.85 

40.11 



5000 Y. D.C. Working 



T 50005 

.0 

414 

Wa 

2!4 

2 

2 

4^4 

33.30 

19.98 

t*T 5001Q 

1 

AVn 

Wf 

44 

2 

2 

AVn 

41.80 

25.08 

tn 50020 

2 

6 

Wa 

4*4 

2 

2 

434 

53.65 

I 32,19 



6000 Y. D.C. Working 



t*f 6 O 9 IOA 

1 

1 8 

Wa 

44 

2 

1% 

4/8 1 

83,60 

50.16 


For higher voltage units, frem #,000 to 25,000 y.d.e., writ# for dot© and 
prices on Type TK capacitors. 
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I CORNELL 



DVBILiER 


"TINYMIKE'^ GENERAL PURPOSE 
Miniature DISC Ceramic Capacitors 



DUALS: 

TOLERANCE: CMC 


500 V. D.C. W. 


DIMENSIONS: 


DK069 to DK074 incl. 
DK076 to DK082 incl. 


Rotational 

Stock No. 

Cap. 

Mmf. 

List 

Price 

Net 

Price 

DK069 

2X 1000 

$.40 

$.24 

DK071 

2X 1500 

.40 

.24 

DK072 

2X 2000 

.40 

.24 

DK073 

2X 2200 

,40 

.24 

DK074 

2 X 2500 

.45 

.27 

DK076 

2X 3000 

.45 

.27 

DK078 

2X 4000 

.45 

.27 

DK079 

2X 4700 

.45 

.27 

DK082 

2X 10000 

.50 

.30 


FEATURES OF ‘‘TINYMIKE” DISC-TYPE 
CERAMIC CAPACITORS 


TOLERANCE: 


500 V. D.C. Wo 


• Small, space-saving and 
lightweight. 

• Available in all papular ca¬ 
pacities. 


Adapted for wide variety 
of applications. 

Minimized eddy current 
losses due to construction. 


• Guaranteed minimum ca- • Low inductance, stable, de- 


pacity tolerance. 


pendable performance. 


• Available with temperature 
compensating characteristics* 

TOLERANCE: GMC 

(Guaranteed Minimum Capacity} 

SINGLES: 

500 V. D.C. W. 


DIMENSIONS: 

D Max, 

T Max, 

G011 to G028 inci. 



G029 to G042 incl. 

3/8 " 


G043 to G067 incl. 


% 

G068 to G071 incl. 



Rotational 

Cap. 



Stock No. 

Mmfo 

Praco 

1 


DIMENSIONS: 

KO60 to K069 incl. 
K071 

K072 to KO80 incl. 
K081 to K085 incl. 


Rotational 
Stock No. 


D Max. T Max. 


ALL 

.25 .15 


ALL 

.25 .15 
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"TINYMIKE" GENERAL PURPOSE 
Miniature DISC Ceramic Capacitors 



1500 V. D.C. W. 


DIMENSIONS: 

D Max. 

T Max. 

MCV4.7to MCQ15 incl. 



MCQ22 to MCT47 incl. 


H2" 

MCT68 and MCD1 incl. 




Rotational 

Stock No. 

Cap. 

Mmf. 

List 

Price 

Net 

Price 

MCV4.7 

4.7 

$.30 

$.18 

MCV6.8 

6.8 

.30 

.18 

MCQ1 

10 

.30 

.18 

MCQ1S 

15 

.30 

.18 

MCQ22 

22 

.30 

.18 

MCQ33 

33 

.30 

.18 

MCQ47 

47 

.30 

.18 

MCQ68 

68 

.30 

.18 

MCT1 

100 

.35 

.21 

Mens 

150 

.35 

.21 

MCT22 

220 

.40 1 

.24 

MCT33 

330 

.40 

.24 

MGT47 

470 

.45 

.27 

MCT68 

680 

.55 

.33 

MCD1 

1000 

.55 

.33 


NOTE: CODING— 

1500 Volt units are stamped 1.5 KV 
1000 Volt units are stamped 1 KV 
500 Volt units are unstamped 
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'TINYMIKE" Miniature TUBULAR 
Ceramic Capacitors 


GENERAL PURPOSE 
Insulated Tube 



TEMPERATURE COMPENSATING 

Uninsulated Tube 

TEMPERATURE COEFFICIENTS: 
NPO (ZERO) and N750 

TOLERANCE: ±10%or.SAAMF 
(whichever is greater} 

500 Y. D.C. W. 



TOLERANCE: 3.0 MMF to 3000 MMF ± 20% 
3300 MMF to 10,000 MMF CMC 

500 V. D.C. W. 



DIMENSIONS: 1 



(over Insulated Tube) 

D Max. 

L Max. 

TP05 to TP44 ind. 

.230" 

.475" 

TP45 to TP60 ind. 

.230" 

1 .750" 

TP61 to TP64 ind. 

.280" 

.890" 

TP65 to TP67 Incl. 

.245" 

1.180" 

Rotational 

Cap. 

List 

Net 

Stock No. 

Mmf. 

Price 

Price 


ALL 

.25 .15 


NOTE—Types TPQ5 te TP44 in?l,««Co!or Coded for Capocity. 
Types TP4I to TP51 inel,-««Coded in Mmf. 

Types TP52 to TP67 inci,«~Coded in Mfd. 
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DIMENSIONS: 
(over Lacquer Coating) 


TZ01 toTZIS ind. 
TN01 to TNIZind. 


TZ16 to TZ24 ind. 
TNI 8 to TN27 ind. 


TZ25 to TZ32 ind. 
TN28 to TN84 ind. 


TZ33 to TZ36 ind. 
TN35 to TN39 ind. 


TZ37 to TZ41 ind. 
TN40 to TN43 ind. 


D Max. L Max. 


315" 


.315" 1.750" 


NPO 

Rotational 
Stock No. 

Cap. 

^ Mmf. 

N750 

Rotational 
Stock No. 

TZOl 

.5 

_ 

TZ02 

.68 

— 

TZ03 

1.0 

— 

TZ04 

1.5 

— 

TZ05 

2.2 

— 

TZ06 

3.3 

— 

TZ07 

4.7 

— 

TZ08 

6.8 

— 

TZ09 

i 10 

TNOl 

TZ10 

12 

TN02 

TZ11 

i 15 

TN03 

TZia 

i 18 

TN04 

TZ13 

20 

TN05 

TZ14 

22 

TN06 

TZ1S 

1 24 

TN07 

TZ16 

27 

I TN08 

TZ17 

30 

TN09 

TZ18 

33 

TN10 

TZ19 

36 

TN11 

TZ20 

39 

TN12 

TZ21 

43 

TN13 

TZ22 

47 

TN14 

TZ23 

51 

TNI 5 

TZ24 

56 

TN16 

TZ25 

62 

TN17 

TZ26 

68 

TN18 

TZ27 

75 

TN19 

TZ28 

82 

TN20 

TZ29 

91 

TN21 

TZ30 

100 

TN22 

TZ31 

no 

TN23 

TZ32 

120 

TN24 

TZ33 

130 

TN25 

TZ34 

150 

TN26 

TZ35 

160 

TN27 

TZ36 

180 

TN28 

TZ37 

200 

TN29 

TZ38 

220 

TN30 

TZ39 

240 

TN31 

TZ40 

270 

TN32 

TZ41 

300 

TN33 

— 

330 

TN34 

— ■ 

360 

TN35 

— 

390 

TN36 

— 

430 

TN37 

— 

470 

TN38 


510 

TN39 


560 

TN40 

— > 

620 

TN41 

— 

680 

TN42 

— 

750 

TN43 


ALL 

.50 .30 


NOTE—Types TZOl to TZ15 ind. and TNOl to TNI7 ind.—Color Coded 
for Capacity and Temperature Coefficient. 

Types TZ16 to TZ41incl. and TNI8 to TN43 ind .—Coded In 
Mmf. and Temperature Coefficient. 
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CORNELL {myDUBILiER 


UNIVERSAL "MITYMIKE" HIGH VOLTAGE 
CERAMIC CAPACITORS 



FEATURES OF “MITYMIKE" HIGH VOLTAGE 
CERAMIC CAPACITORS 


• New, superior design and 
construction. 

# Generous factor of safety 
permits use at FULL rated 
voltage. 

The C-D Universal Type MMU “MITYMIKE” is on entirely new 
and superior quality unit developed from extensive field experi¬ 
ence over a long period. Weaknesses heretofore found in this 
type capacitor have been eliminated by C-D processing tech¬ 
niques. 

Thus^ the special quality encasing material forms a complete 
homogeneous bond between all elements and the ceramic 
dielectric. The permanent bond between the casing material 
and the ceramic element prevents formation of corona, hence 
preventing deterioration of the capacitor. 

High purity silver electrodes are heat-bonded to the dielectric 


• High insulation resistance, 
low power factor. 

# Choice of terminal styles to 
meet all TV assembly re¬ 
quirements. 


— and the silver-plated terminal studs in turn, firmly soldered 
direct to the electrodes. 

A high degree of operating stability in service and extended 
life can be expected of the C-D MMU. 

Six selected terminal styles are furnished with each body, per> 
mitting many combinations of terminals to cover a wide range 
of installation designs. 

Because of the superior materials and quality construction of 
the MMU, a generous factor of safety is built into the “MITY¬ 
MIKE”, allowing operation at FULL RATED VOLTAGE. 


STANDARD TOLERANCE: +50%, —20% 


Cat. 

Cap. 


Flash 

Body Size—inches 

List 

Net 

No. 

Mmfd. 

VDCW 

Test 

A X B X C X D 

Price 

Price 

MMU 20T5 

500 

20,000 

30,000 

1.068 X .950 X .937 X. 250 

$1.85 

$1.1 1 

MMU 30T5 

500 

30,000 

40,000 

1 

1.381 X 1.375 X 1.250 x .250 

4.50 

2.70 


A 10,000 VDCW (MMU 10T5) unit is available on special order. 
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MOLDED MIDGET MICA CAPACITORS 



^18 TINNED BRASS WIRE 



TYPE IW'X-riHlCK 
TYPE 1D*X-|‘THICK 

TYPE 1W & ID 


1 

j 

A 

X 

"F 


^20 TINNED BRASS WIRE 



P-tss 



L 3^-. 


r 

Li 



TYPE 5W 

~1 


Types IW, ID, and 5W are suitable for numerous electronic 
uses and are specially adapted to serve many important 
functions in low-voltage radio receiving circuits. They are 
individually tested for accuracy of capacity and voltage break¬ 
down and designed to give dependable service where small 
size units are required. 


STANDARD TOLERANCE: ±20%. 

Also available, on order, in plus or minus 10%, 5%, 3% and 
2% tolerance ratings (or within 1 mmfd.—^whichever is greater). 
For capacity tolerance of: 10% add 10% to list prices; 5% add 
20% to list prices; 3% add 40% to list prices; 2% add 
75% to list prices. 


Cap. 

Mfd. 

500 V. D.C. W.—1000 V. D.C. T. | 

List 

Price 

Net 

Price 

Type 5W 

Cat. No. 

Type 1W 

Cat. No. 

Type 1D 

Cat. No. 

.000005 

5W 5V5 



$ .25 

$ .15 

.00001 

5W 5Q1 



.25 

.15 

.000012 

5W 5Q12 



.25 

.15 

.000015 

5W 5Q15 



.25 

.15 

.000018 

5W 5018 



.25 

.15 

.00002 

5W 5Q2 



.25 

.15 

.000022 

5W 5Q22 



.25 

.15 

.000024 

5W 5Q24 



.25 

.15 

,000025 

5W 5Q25 



.25 

.15 

.000027 

5W 5Q27 



.25 

1 .15 

.00003 

5W 5Q3 



.25 

.15 

.000033 

5W 5Q33 



.25 

.15 

.000036 

5W 5Q36 



.25 

.15 

.000039 

5W 5Q39 



.25 

.15 

.00004 

5W 5Q4 



.20 

.12 

.000043 

5W 5Q43 



.20 

.12 

.000047 

5W 5Q47 



.20 

.12 

.00005 

5W 5Q5 



.20 

.12 

.000051 

5W 5Q51 



.20 

.12 

.000056 

5W 5Q56 



.20 

.12 

.000062 

5W 5Q62 



.20 

.12 

.000068 

5W 5Q68 



.20 

.12 

.00007 

5W 5Q7 



.20 

.12 

.000075 

5W 5Q75 



.20 

.12 

•000082 

5W 5Q82 



.20 

.12 

.000091 

5W 5Q91 



.20 

.12 

.0001 

5W 5T1 



.20 

.12 

.00011 

5W 5T11 



.20 

.12 

.00012 

5W 5T12 



.20 

.12 

.00013 

5W 5T13 



.20 

.12 

,00015 

8 W 5T15 



.20 

.12 



500 V. D.C. W.—1000 V. D.C. T. 1 

List 

Price 

Net 

Price 

SSd! 

Type 5W 

Cat. No. 

Type 1W 

Cat. No. 

Type ID 

Cat. No. 

.00016 

5W 5T16 



$ .20 

$.12 

.00018 

5W 5T18 



.20 

.12 

.0002 

5W 5T2 



.20 

.12 

.00022 

5W 5T22 



.25 

.IS 

.00024 

5W 5T24 



.25 

.15 

.00025 

5W 5T25 



.25 

.15 

.00027 

5W 5T27 



.25 

.15 

.0003 

5W 5T3 



.25 

.15 

.00033 

5W 5T33 



.25 

.15 

.00036 

5W 5T36 



.25 

.15 

.00039 

5W 5T39 



.25 

.15 

.0004 

5W 5T4 



.25 

.15 

.00043 

5W 5T43 



.25 

.15 

.00047 

5W 5T47 



.25 

.15 

.0005 

5W 5T5 



.25 

.15 

.00051 

5W 5T51 



.25 

.15 

.00056 


1W 5T56 


.25 

.15 

.0006 


1W 5T6 


.25 

.15 

.00062 


1W 5T62 


.25 

.15 

.00068 


1W 5T68 


.25 

.15 

.0007 


IW 5T7 


.25 

.15 

.00075 


1W 5T75 


.25 

.15 

.0008 


IW 5T8 


.25 

.15 

.00082 


IW 5T82 

I 

.25 

.15 

.0009 


IW 5T9 


.25 

.15 

.00091 


IW 5T91 


.25 

.15 

.001 


IW 5D1 


.30 

.18 

.0011 


IW 5D11 


.30 

.18 

.0012 


IW 5D12 


.30 

.18 

.0013 


IW 5D13 


.30 

• 18 

.0015 


IW 5D15 


.30 

.18 

.0016 


IW 5D16 


.30 

.18 

.0018 


IW 5D18 


.40 

.24 

.002 


IW 5D2 


.40 

.24 

.0022 


IW 5D22 


.45 

.27 

.0024 


IW 5D24 


.45 

.27 

.0025 


IW 5D25 


.45 

.27 

.0027 


IW 5D27 


.50 

.30 

.003 


IW 5D3 


.50 

.30 

.0033 


IW 5D33 


.50 

.30 

.0036 


IW 5D36 


.55 

.33 

.0039 


IW 5D39 


.55 

.33 

.004 


IW 5D4 


,55 

.33 

.0043 


IW 5D43 


.60 

.36 

.0047 


IW 5D47 


.60 

.36 

.005 


IW 5D5 


.60 

.36 

.0051 


IW 5D51 


.60 

.36 

.0056 



ID 5D56 

.75 

.45 

.006 



ID 5D6 

.75 

.45 

.0062 



ID 5D62 

.75 

.45 




(300 V. D. C 

, W.—600V. D.C. T.) 

.0068 



ID 3D68 

.90 

.54 

.007 



ID 3D7 

.90 

.54 

.0075 



ID 3075 

1.00 

.60 

.008 



ID 3D8 

1.00 

.60 

.0082 



ID 3D82 

1.00 

.60 

.009 



ID 3D9 

1.00 

.60 

.0091 



ID 3D91 

1.00 

.60 

.01 



ID 3S1 

1.20 

.72 


ArWhen JAN-C-5 units must be supplied, order according to specific CM type designations listed in C-D Mica Bulletin—Series 422. 

Net 
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CORNELL f Dl DUBILIER 


MOLDED MIDGET "SILVER-MIKE" CAPACITORS 



TYPE 2211 ★ 

(Similar to CM15) 


*"20 TINNED BRASS WIRE 


L 1^'-4^ — li'— 


»oi^ 

"T” 


HIGH-STABILITY “SILVER-MIKE”* UNITS 

Type 22R miniature “Silver-Mike" capacitors are especially 



'18 TINNED BRASS WIRE 


1 

1 



f 


_ ai"_ 

Ur- 


1 , 

CZZ] 

^_.'l 

A 

X 


T 


^0 TINNED BRASS WIRE 



TYPE IR -X-HHICK 
TYPEIDR-X'^'THICK 

TYPE IR & 1DR TYPE 5R 


adapted for use in circuits v/here accuracy and stability of 
capacity is of prime importance. They are rated at 500 volts 
D.C.W. and tested at 1,000 volts D.C, molded in low-loss 
red plastic and fully protected against physical damage or 
changes in characteristics due to varying atmospheric conditions. 

STANDARD TOLERANCE ^5%, but in no instance less than 
i:lmmf. For capacity Tolerance of: 20% deduct 10% from List; 
10% deduct 5% from List; 3% add 10% to List; 2% add 
15% to List; 1% add 25% to List. 


TYPE 22R 


22R 

Cap. 

Mfd. 

List 

Price 

Net 

Price 

22R 5V2 

.000002 

$.40 

$.24 

22R 5V5 

.000005 

.40 

.24 

22R 5Q1 

.00001 

.40 

.24 

22R 5Q12 

.000012 

.40 

.24 

22R 5Q15 

.000015 

.40 

.24 

22R 5Q18 

.000018 

.40 

.24 

22R 5Q2 

.00002 

.40 

.24 

22R 5Q22 

.000022 

.40 

.24 

22R 5Q24 

.000024 

.40 

.24 

22R 5Q25 

.000025 

.40 

.24 

22R 5Q27 

.000027 

.40 

.24 

22R 5Q3 

.00003 

.40 

.24 

22R 5Q33 

.000033 

.40 

.24 

22R 5Q36 

.000036 

.40 

.24 

22R 5Q39 

.000039 

.40 

.24 

22R 5Q4 

.00004 

.40 

.24 

22R 5Q43 

.000043 

.40 

.24 

22R 5Q47 

.000047 

.40 

.24 

22R 5GI5 

.00005 

.40 

.24 

22R 5Q51 

.000051 

.40 

.24 

22R 5Q56 

.000056 

.40 

.24 

22R 5Q62 

.000062 

.40 

.24 

22R 5Q68 

.000068 

.40 

.24 

22R 5Q7 

.00007 

.40 

.24 

22R 5Q75 

.000075 

.40 

.24 

22R 5Q82 

.000082 

.40 

.24 

22R 5Q91 

! .000091 

.40 

.24 

22R 5T1 

1 .0001 

.40 

.24 

22R 5T11 

.00011 

.45 

.27 

22R 5T12 

.00012 

.45 

.27 

22R 5T13 

.00013 

.45 

.27 

22R 5T15 

.00015 

.45 

.27 

22R 5T16 

.00016 

.45 

.27 

22R 5T18 

.00018 

.45 

.27 

22R 5T2 

.0002 

.45 

.27 

22R 5T22 

.00022 

.45 

.27 

22R 5T24 

.00024 

.45 

.27 

22R 5T25 

.00025 

.45 

.27 


Notes On Ordering 5R, IR, 1DR Units 

Standard capacity tolerance is 5%. Also available, on special order, 
in tolerance ratings of plus or minus 3%, add 10% to list prices, 2% add 
15% to list prices and 1% add 25% to list prices, (or within 1 mmfd.— 
whichever is greoter). All types can also be supplied in plus or minus 
10 % and 20% tolerances at lower prices. 

*Reg. U.S. Fat. Off. 


Types IR, 1DR, and 5R "Silver-Mike" silvered mica capacitors 
are designed for use in high Q electronic circuits where fre¬ 
quency stability and minimum loss must be maintained. They 
are ideally suited for use in circuits where the LC product must 
be maintained constant, and particularly adapted for use in 
tuning IF transformers, push-button tuning circuits and other 
similar applications. Standard units are molded in low-loss red 
plastic. 


Cap. 

Mfd. 

500 V. D.C. W.—1000 V. D.C T. | 

List 

Price 

Net 

Price 

Type 5R 

Cat. No. 

Type IR 
Cat. No. 

Type 1DR 

Cat. No. 

.00027 

5R 5T27 



$ .55 

$ .33 

;0003 

5R 5T3 



.55 

.33 

.00033 

5R 5T33 



.55 

.33 

.00036 

5R 5T36 



.65 

.39 

.00039 

5R 5T39 



.65 

.39 

.0004 

5R 5T4 



.65 

.39 

.00043 

5R 5T43 



.65 

.39 

.00047 

5R 5T47 



.70 

.42 

.0005 

5R 5T5 



.70 

.42 

.00051 

SR 5T51 



.70 

.42 

.00056 


IR 5T56 


.85 

.51 

.0006 


IR 5T6 


.85 

.51 

.00062 


IR 5T62 


.85 

.51 

.00068 


IR 5T68 


.85 

.51 

.0007 


1R5T7 


.85 

.51 

.00075 


1R5T75 


.95 

.57 

.0008 


IR 5T8 


.95 

.57 

.00082 


IR 5T82 


.95 

.57 

.0009 


IR 5T9 


1.00 

.60 

.00091 I 


IR 5T91 


1.00 

.60 

.001 1 


1R5D1 


1.10 

.66 

.0011 i 


1R5D11 


1.10 

.66 

.0012 


IR 5D12 


1.35 

.81 

.0013 ' 


1R5D13 


1.35 

.81 

.0015 


1R5D15 


1.35 

.81 

.0016 


IR 5D16 


li35 

.81 

.0018 


IR 5D18 


1.35 

.81 

.002 


1R5D2 


1.35 

.81 

.0022 


IR 5D22 


1.80 

1.08 

.0024 


1R5D24 


1.80 

1.08 

.0025 


IR 5D25 


1.80 

1.08 

.0027 ; 


IR 5D27 


2.05 

1.23 

.003 


IR 5D3 


2.05 

1.23 

.0033 


IR 5D33 


2.05 i 

1.23 

.0036 


IR 5D36 


2.15 

1.29 

.0039 


IR 5D39 


2.15 1 

1.29 

.004 


IR 5D4 


2.15 

1.29 

.0043 


1R5D43 


2,15 

1.29 

.0047 


IR 5D47 


2.25 

1.35 

.005 



1DR5D5 

2.25 

1.35 

.0051 



1DR 5D51 

2.25 i 

1.35 

.0056 



1DR 5D56 

2.25 i 

1.35 

.0062 



1DR 5D62 

2.25 

1.35 




(300 V. D.C. W.—600 V 

. D.C. T.) 

.0068 



1DR 3D68 1 

2.50 

1.50 

.007 



1DR3D7 

2.50 

1.50 

.0075 



1DR 3D75 

2.50 

1.50 




1DR3D8 

2.50 

1.50 

.008 



1DR 3D82 

2.50 

1.50 

.0082 



1DR3D9 

2.50 

1.50 

.009 



1DR3D91 

2.50 

1.50 

.0091 



1DR3S1 

2.50 

1.50 

.01 







★When JAN~C-5 units must be supplied, order according to specific CM type designations listed in C-D Mica Bulletin—Series 422. 
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LOW-POWER MOLDED MICA CAPACITORS 



TYPE 9:6*32 THD.TAPPED HOLES 
TYPE 9A* 144" DIA. HOLES 


I cp I 


U—ll"->J'.144‘H0LE 


C-D types 4 and 9 mica capacitors are designed to meet appli¬ 
cations in power amplifiers and low-power transmitters. They 
are principally employed for grid and plate blocking purposes 
and for r.f. by-pass functions. The units are molded in a 
low-loss bakelite and have a special salt water immer¬ 
sion seal against humidity. 

In the case of type 9 the two terminals are tapped to receive 
mounting screws. 

STANDARD TOLERANCE ±10%. Also available on order in 
plus or minus 5% and 2%. For capacity tolerance of: 5% 
add 15c to list prices; 2% add 40c to list prices._ 


TYPE 4 1 

1 TYPE 9 

Cat. 

Cap. 

List 


Net 

Cat. 

Cap. 

List 

Net 

No. 

Mfd. 

Price 


Price 

No. 

Mfd. 

Price 

Price 

1 200 V. D.C. 

Test— 



1 1 200 V. D.C. 

Test— 


600 V. D.C. Workin 

9 


600 V. 

D.C. Working 


4-14050 

.00005 

$ 1.20 

$ 

.72 

9-14050 

'.00005 

$1.45 

$ .87 

4-13010 

.0001 

1.20 


.72 

9-13010 

.0001 

1.45 

.87 

4-13020 

.0002 

1.20 


.72 

9-13025 

.00025 

1.45 

.87 

4-13025 

.00025 

1.20 


.72 

9-13050 

.0005 

1.45 

.87 

4-13030 

.0003 

1.20 


.72 

9-12010 

.001 

1.45 

.87 

4-13040 

.0004 

1.20 


.72 

9-12020 

.002 

1.65 

.99 

4-13050 

.0005 

1.20 


.72 

9-12025 

.0025 

1.70 

1.02 

4-12010 

.001 

1.20 


.72 

9-12030 

.003 

1.85 

1.11 

4-12015 

.0015 

1.20 


.72 

9-12040 * 

.004 

2.00 

1.20 

4-12020 

*1 .002 

1.30 


.78 

9-12050 

.005 

2.10 

1.26 

4-12025 

,0025 

1.30 


.78 

9-12060 

.006 

2.20 

1.32 

4-12030 

.003 

1.45 


.87 

9-12080 

.008 

2.45 

1.47 

4-12040 

.004 

1.50 


.90 

9-11010 

.01 

2.80 

1.68 

4-12050 

.005 

1.55 


.93 

9-11015 

.015 

3.05 

1.83 

4-12060 

.006 

1.80 


1.08 

9-11020 

.02 

3.55 

2.13 

4-12070 

.007 

1.85 


1.1 1 

9-11025 

.025 

4.35 

2.61 

4-12080 

.008 

1.90 i 


1.14 

9-1 1030 

L.03 

4.55 

2.73 

4-11010 

.01 

2.15 


1.29 

9-11040 

.04 i 

5.85 

3.51 

4-11015 

f .015 

2.65 1 


1.59 

9-1 1050 t 

.05 1 

7.10 

4.26 

4-11020 

. .02 

3.05 


1.83 

9-11060 

.06 1 

8.05 

4.83 

4-11025 

t .025 

3.60 


2.16 





4-11030 

1.03 

4.45 


2.67 

2500 V. D.C. 

Test— 



2500 V. D.C. Test— 


1200 V. D.C. Working 


1200 ^ 

/. D.C. 1 

forking 

9-24050 

'.00005 

$1.60 

$ .96 

4-24050 

1 .00005 

$1.60 

$ .96 

9-23010 

1.0001 

1.60 

.96 

4-23010 

.0001 

1.60 

.96 

9-23025 

.00025 

1.60 

.96 

4-23020 

.0002 

1.60 

.96 

9-23050 

.0005 

1.60 

.96 

4-23025 

.00025 

1.60 

.96 

9-22010 

.001 

1.90 

1.14 

4-23030 

.0003 

1.60 

.96 

9-22020 

.002 

2.50 

1.50 

4-23050 

.0005 

1.60 

.96 

9-22025 

.0025 

2.80 

1.68 

4-22010 

.001 

1.80 

1.08 

9-22030 

.003 

2.95 

1.77 

4-22015 

.0015 

! 2.30 

1.38 

9-22040 

.004 

3.10 

1.86 

4-22020 

.002 

! 2.40 

1.44 

9-22050 

.005 

3.30 

1.98 

4-22025 

.0025 

2.80 

1.68 

9-22060 

.006 

3.45 

2.07 

4-22030 

1.003 

3.05 

1.83 

9-22080 

.008 

4.10 

2.46 

4-22040 

’.004 

3.05 

1.83 

9-21010 

.01 

4.70 

2.82 

4-22050 

.005 

3.30 

1.98 

9-21015 

^015 

5.80 

3.48 

4-22060 t 

.006 

3.30 

1.98 

9-21020 . j 
9-21025 t 

.02 

7.05 

4.23 

4-22080 

.008 

3.85 

2.31 

.025 

7.90 

! 4.74 

4-21010 

L .01 

5.10 

3.06 

9-21030 

.03 

8.10 

1 4.86 


Cat. 

Cap. 

List 

Net 

Cat. 

Cap. 

List 

Net 

No. 

Mfd. 

Price 

Price 

No. 

Mfd. 

Price 

Price 


5000 V. D.C. Test— 
2500 V. D.C. Working 


5000 V. D.C. Test— 
2500 V. D.C. Working 


4-54050 

^00005 

$1.90 

4-53010 

.0001 

1.90 

4-53020 

.0002 

1.90 

4-53025 

!.00025 

2.20 

4-53030 *1 

.0003 

2.25 

4-53050 

.0005 

2.50 

4-52010 

.001 

2.80 

4-52015 

.0015 

3.55 

4-52020 

k 002 

4.15 

4-52025 

.0025 

4.50 

4-52030 f. 

.003 

4.90 

4-52040 

.004 

5.65 

4-52050 

.005 

6.40 


. 9-54050 

1.00005 

$1.90 

$1.14 

9-53010 

.0001 

1.90 

1.14 

9-53025 

.00025 

2.15 

1.29 

9-53050 

.0005 

2.55 

1.53 

9-52010 Hc 

.001 

2.90 

1.74 

9-52020 

.002 

4.25 

2.55 

9-52025 

.0025 

4.60 

2.76 

9-52030 

.003 

5.10 

3.06 

9-52040 

.004 

5.65 

3.39 

9-52050 

’.005 

6.20 

3.72 

9-52060 

.006 

6.35 

3.81 

9-52080 t 

.008 

6.85 

4.11 

9-51010 

.01 

7.30 

4.38 

9-51015 

1.015 

8.05 

4.83 


♦Dimension “A” in diagram—for type 4—H/ 32 "; for type 9 —• 
fDimension “A” in diagram—^for type 4— Vxf/'i for type 9— 

Supplied as Type 4D or 9D. 

Notes on Ordering Special Capacitors 

“T” HEAT AGEING TREATMENT for stabilizing capacity over ex¬ 
tremely wide temperature changes, minus 40° C. to plus 70° C., 
furnished on special order. Add “T” to Cat. No. (example: 
4T-12010; 9T.21020). Add 15c to list prices. 

“4E” SMALL METER BRACKETS adapted for Weston Model 301 

meters, add “E” to Cat. No. (example: 4E-22050). Add 20c 
to list prices. 

“9A” UNTAPPED MOUNTING HOLES. Standard units are tapped 

for 6-32 and furnished with round head screws. For untapped 
mounting hole, .144" diameter (No. 6 clearance), add “A” 
to Cat. No. (example: 9A-11030). 

*‘9F” HIGHER VOLTAGE CONSTRUCTION, rated 6,000 v.d.c. test, 
3,000 v.d.c.—1500 v.a.c. operating. Capacity range limited. 
Moulded in low-loss Bakelite. The thickness of these units, or 
“A” dimension, is yi 6 " for capacities up to .002 mfd. and 
for capacities from .0022 to .005 mfd. max. To order, 
add “F” to Cat. No. (example: 9F-63050, the numeral " 6 ” 
designating 6,000 volts test). Prices of "9F” units are double 
the list prices shown. 


HIGH STABILITY UNITS — 
Special high stability units, 
comprising low-loss Bakelite, 
temperature aged and sealed 
construction for use as low 
power master oscillator tank 
capacitors or accessory posi¬ 
tions. These units are fixed 
and permanent in character¬ 
istics, having a capacity- 
temperature coefficient of 
approximately plus .003% 
(30 parts per million) per 
degree C. To order, add 
“R” to Cat. No. (example: 
9R-52020). Prices of 9R units 
are double the list prices 
shown. 


STANDARD TYPE 4 
C*D M ICA CAPACI TOR 

3 I 

?^l ^ __ ^ 

T4^AIi)USTABLE^|l 

HOLES 1 MAX.1%" 

L M I N. 1^4" 1 1 

I MAX.2" I 

U-2?-J 


EQUIVALENT JAN TYPE NUMBERS 


■ArWhen JAN-C-5 units must be supplied, order according to specific CM type designations listed in C-D Mica Capacitor Catalog No. 420. 
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i: 


HICAGO UONDENSER liORPORATION 


t 




Bathtub 

tested 



MOLDED AND WAX 
PAPER TUBULAR 
CAPACITORS 



• NON-INDUCTIVELY WOUND 

• HIGH VACUUM IMPREGNATION 

• PAPER TUBES VACUUM WAXED 

• TINNED COPPER WIRE 

• END FILLED WITH HI-WAX 

• FLASH TESTED AT 3 TIME VOLTAGES 


TYPE NO. 

CAP. MFD. 

LKNGl’H 


200 VOLTS D.C. OPERATING | 

25x2 

1.0 

2^" 

1" 

2500 

.5 

2" 

A" 

2250 

.25 

IH" 

A" 

2100 

.1 

• m" 

y 2 " 

2050 

.05 

IH" 


2040 

.04 

IH" 


2030 

.03 

Hi" 


2020 

.02 

IH" 

A" 

2010 

.01 

HA" 

Vs" 

I 400 VOLTS D.C. OPERATING | 

45x2 

1.0 

2V2’ 

1" 

4500 

.5 

2" 

Vs" 

4250 

.25 

2" 


4100 

.1 

HA’ 

%" 

4050 

.05 

IVs" 

A" 

4040 

.04 

HA" 

Ae" 

4030 

.03 

HA" 

Ae" 

4020 

.02 

lA" 

Ae" 

4010 

.01 

HA" 

Vs" 

600 VOLTS D.C. OPERATING | 

6500 

.5 

2A" 

HA" 

6250 

.25 

2" 

A" 

6100 

.1 

lys" 

A" 

6050 

.05 

ik" 

%" 

6040 

.04 

IH" 

Ae" 

6030 

.03 

lA" 

A" 

6020 

.02 

HA" 

Ae" 

6010 

.01 

HA" 

Vs" 

6006 

.006 

HA" 

Vs" 

6005 

.005 

HA" 

A" 

6004 

.004 

HA" 

Vs" 

6003 

.003 

HA" 

Vs" 

6002 

.002 

lA" 

Vs" 

6001 

.001 

lA" 
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PYRANOl' CAPACITORS 

♦Registered trade-mark of General Electric Co. 


CAPACITORS TO MEET JOINT ARMY-NAVY SPECIFICATION JAN-C-25 
100 to 12,500 Volts D-c — 0.01 to 15 Microfarads 



CP 53, 54—Bathtub style CP 70—Large Rectangular 

CP 61, 63, 65, 67, 69—Miniature Rectangular 


Intended primarily for feeder, by-pass, and 
blocking purposes, these units are qualified 
for applications where the alternating-cur¬ 
rent component of the impressed voltage is 
small with respect to the direct-current 
rating. 

All case styles are available in Characteris¬ 
tics D, E and F. Single-section units are 
supplied with a capacitance tolerance of 
±10 per cent (K), and two- and three-section 
units with a capacitance tolerance of -|-20 
per cent, —10 per cent (V). Spade-lug and 
footed mounting brackets are available for 
use with capacitors on which the mounting 
bracket is not an integral part. 

In addition to their regular applications, 
these units may also be used at higher 
temperatures, with higher voltages for short¬ 
life applications, and with a-c voltages. 

Write to the nearest G-E Apparatus Sales Office for 
Bulletin GEC-810. 


ENERGY-STORAGE DISCHARGE 
CAPACITORS 



G-E light-duty energj^-storage capacitors are made in a wide range 
of ratings to fit practically every requirement of high-speed flash 
photography, as well as home and industrial welders for light 
metals. Careful construction, high-quality materials, and skillful 
design contribute to long life and efiBcient operation. 

Write for Bulletin GEA-4646. 


STANDARD RATINGS 


Max. 

D-c volts 

Capacitance, 
Microfa rads 

Max. 

D-c volts 

Capacitance, 

Microfarads 

2000 

28 

4000 

50 



4000 

100 

2500 


5000 

25/50 



6000 

55 

3000 

60 

6000 

25 

3500 

12.5 



4000 

25/50 




CAPACITOR NETWORKS 



These capacitor networks are designed for radar and 
industrial equipment where the normal (exponential) 
capacitor discharge shape is not suitable and where 
an impulse having a definite energy content and dura¬ 
tion is required. 

General Electric pioneered in the development of 
mineral-oil-treated paper dielectric capacitor net¬ 
works for air, sea, and land radar, and was a prime 
supplier for the government services. The products 
supplied varied from the miniature types used with 
aircraft and guided missiles to the large designs for 
land-based radar. 

Write for Bulletin GEA-4996. 
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PYRANOL CAPACITORS 

* Registered trade-mark of General Electric Co. 


STANDARD COMMERCIAL TYPES 


For A-c and D-c Applications — Fixed Paper-dielectric Capacitors 



A-c/d-c dual-rated Pyranol capacitors for motors, controls 
luminous-tube transformers, electronic equipments, and other 
applications will reduce inventories, simplify design problems, 
and increase standardization. Capacitors in the voltage ranges 
236 through 660 volts, a-c, and 400 through 1500 volts, d-c, are 
now dual-rated and can be used for either a-c or d-c applica¬ 
tions. Other a-c and d-c ratings available: 0.01 to 75 micro¬ 
farads, 236 to 660 volts, a-c, and 400 to 100,000 volts, d-c. 

Because of the high dielectric strength, high permittivity, and 
exceptional stability of Pyranol, its use as a treating material 
has made possible a capacitor far superior to those formerly 
available and much smaller in size. 

Design Advantages 

(1) Units are small and compact, because of the use of Pyranol. 

(2) A wide range of ratings is available in rectangular, cylin¬ 
drical, and oval cases. 

(3) Three styles of mounting brackets are available and are 
supplied separate from the units. Units may be operated 
in any position. 

Write for Bulletin GEC-809. 


STANDARD RATING RANGE 


Rated Voltage 

60 Cycles 

Capacitance Ratings — Microfarads | 

Case Style 
. 60 

Case Style 

70 

Fabricated 

Rectangular 

Drawn 

Oval 

A-c 

D-c 

236 

400 

2 

4-16 

— 

— 

330 

— 

— 

— 

1-50 

1.25-12 

330 

600 

0.25-1 

1-50 

— 

— 

440 

— 

— 

— 

28 

— 

440 

1000 

0.1-0.5 

1-15 

— 

_ 

660 

— 

— 

— 

2-6 

— 

660 

1500 

0.01-0.05 

1-15 

— 

_ _ 


2000- 





— 

100,000 

— 

0.05-75 

— 

— 


Case Style 70 



Case Style 70 units with various types of terminals and removable 
mounting brackets 


These Pyranol fixed paper-dielectric capacitors in 
Case Style 70 are hermetically sealed in rectangular 
cases. This line includes standard ratings, ranging 
from very small units weighing only three ounces to 
large high-voltage units weighing up to 175 pounds. 

All are of single-action construction, with a capaci¬ 
tance tolerance of ±10 per cent. Cases are isolated 
and the two bushings are brought out through the 
cover. Units in 600-, 1000-, and 1500-volt ratings are 
available with either solder-lug terminals or with 
pillar-insulator terminals. All higher-voltage ratings 
have pillar-insulator terminals. These units may be 
operated in altitudes up to 7500 feet. 

Up to 600 volts d-c, bushings with solder-lug terminals 
are made of G-E silicone; above this rating, they are 
of phenolic-cup construction. Bushings with pillar- 
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PYRANOL CAPAGTORS 

*Registered trade-mark of General Electric Co. 


Case Sfyle 70 (Cont.) 

insulator terminals are made of molded phenolic 0 £ 
porcelain of the highest quality. All bushings are 
thoroughly bonded to the container to provide a per¬ 
manent liquid-tight seal. 

All units can be supplied with removable mounting 
brackets. Both spade-lug and L-type are available. 
Brackets can be attached to either the top or the 
bottom of the units to permit upright or inverted 
mounting. 

Write for Bulletin GEC-809. 


STANDARD RATINGS 


Nominal Direct 
Voltage Rating 

Capacitance Ratings, 

Microfarads 

2000 

0.10, 0.25, 0.50, 1.0, 2.0, 4.0, 6.0, 8.0, 10.0, 12.0 

2500 

0.50, 1.0 . 2.0 4.0. 10.0, 20.0, 25.0, 55.0, 75.0 

3000 

0.10 , 0.25 , 0.50, 1.0, 2.0, 4.0, 8.0, 12.0, 20.0, 45.0. 60.0 

4000 

0.10, 0.25, 0.50, 1.0, 2.0, 4.0, 6.0, 7.0, 13.0, 20.0, 30.0 

5000 

0.05, 0,10, 0.25, 0.50, l.O, 2.0. 4.0, 6.0, 8.0, 14.0, 18.0 

6000 

0.10, 1.0, 2,0, 4.0, 5.0, 10.0, 14.0 

7500 

0.10, 0.25, 0.50, 1.0. 2.0, 3.0, 7.0, 9.0 

10,000 

0.10, 0.25, 0.50, 1.0. 1.5, 2.0, 3.5, 5.0 

12,500 

0.05, 0.10, 0.25, 0.50, 0.75, 1.0, 1.2, 2.5, 3.3 

15,000 

0.25, 0.50, 0.75, 0.90, 1.75, 2.25 

20,000 

0.15 , 0.25 , 0.50, 1.0, 1.25, 3.0 

26,000 

0.10,0.25,0.60,1.0 

30,000 

0.25, 0.5, 0.75 

40,000 

0.10 , 0.20, 0.25 , 0.35 

50.000 

0.17, 0.25 

75,000* 

0.25 

100,000* 

0.125 


*Mid-point connected to case. 


Case Style 60 



These small rectangular-case fixed-paper-dielectric 
units are of narrower width than the “bathtub"’ units, 
and will fit into a very restricted panel surface, where 
case height is not the limiting dimension. Mounting 
lugs, of either the removable or attached type, are 
of very sturdy construction. 

These units have solder-lug terminals, and are avail¬ 
able in either single- or dual-section construction for 
all circuit diagrams. 

The metallic containers are hermetically sealed, and 
of deep drawn construction. 

Case Style 60 units have no brackets, but removable 
brackets of either the footed or spade-lug type can 
be supplied. 


CAPACITORS FOR OSCILLATOR TANK CIRCUITS 



This line of fixed paper-dielectric ca¬ 
pacitors has been developed primarily 
for grid and plate blocking service in 
the electronic oscillator circuits of 
high-frequency induction-heating equip¬ 
ments. They can also be used to ad¬ 
vantage in other high-frequency oscil¬ 
lator circuits of a similar nature. 


G-E high-voltage paper-dielectric capacitors are of rela¬ 
tively high capacitance (0.01 mu f) for high-frequency units, 
yet they are more economical than conventional high- 
frequency units of considerably smaller capacitance values. 
They can, therefore, be applied with savings in cost as 
well as reduced losses and lower voltage drop across the 
capacitor. 


features 

Hermetically sealed in metal¬ 
lic cases. 

Single-bushing construction 
for minimum size. 

Removable mounting brack¬ 
ets. 

Internal lead connections ar¬ 
ranged for minimum induc¬ 
tance. 

Write for Bulletin GEA-4388. 


STANDARD RATINGS 


D-c Voltage 
Rating 

Microfarad 

Rating 

5000 

0.01 

15,000 

0.01 

$0,000 

0.01 

20,000* 

0.01 


With coolina fins for hisher current- 
carryins capacity. 

Capacitance tolerance ±10%. 
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METAL-CLAD 
AND TANTALYTIC 
CAPACITORS 


SUBMINIATURE METAL-CLAD TUBULAR CAPACITORS 


Pyranol* Filled 

These capacitors with a Pyranol liquid dielectric and 
silicone end seals will operate from —55 C to 4-85 C 
without derating. 

Twenty per cent smaller than comparable oil-filled 
units, they are the same size as the old-style wax 
units but have superior life characteristics. The sili¬ 
cone end seals, of all-welded construction, provide 
maximum resistance to thermal and physical shock 
and permit soldering up to the bushing without danger 
of seal damage. In addition, in severe humidity condi¬ 
tions, the new silicone end seal permits a polarized 
voltage to be applied to the capacitor. 

They can be supplied in standard case sizes, in either 
tab or exposed foil designs, with ratings from 0.001 
to 1.0 ^f, and in voltage ratings of 100, 200, 400, and 
600 volts, d-c. 



TANTALYTIC CAPACITORS 


The Tantalytic capacitor is designed for certain direct- 
current, low-voltage applications where aluminum 
electrolytics and paper capacitors are not entirely 
satisfactory, and is suggested for use where superior 
performance and small size are the major factors. 
This capacitor is a foil-type, tantalum-electrode, elec¬ 
trolytic unit, similar in construction to an aluminum 
electrolytic capacitor, but smaller in size because of 
the characteristics of the tantalum foil and the electro¬ 
lyte employed (compare with match book in illustra¬ 
tion) . The Tantalytic capacitor has lower leakage cur¬ 
rents, longer shelf life, and a wider range of tempera¬ 
ture operation (—55 C to +85 C), without derating, 
than the conventional aluminum electrolytic capacir 
tor. Tantalytic capacitors, in a wide range of ratings, 
are currently being used in telephone equipment and 
military communication and ordnance equipment. 
Write for Bulletin GEC-SOS. 

*Registered trade-mark of General Electric Co. 


Permafil Solid Dielectric 



Subminiature metal-clad tubular capacitors are 
made with silicone end seals and a solid dielectric 
Permafil, for operation from —55 C to +125 C 
without derating. With small size, no liquid leakage, 
and high insulation resistance, they will withstand 
extreme temperature cycling. The new silicone end 
seals with all-welded construction permit leads to 
be soldered next to case without damage to seal, 
and also allow a polarized voltage to be applied 
under severe humidity conditions. 

Meeting all military requirements, capacitors can 
be supplied in both tab and exposed foil designs. 
Ratings range from 0.001 to 1.0 ^f in voltage ratings 
of 100, 200, 400, and 600 volts, d-c. Cases are avail¬ 
able in standard sizes from 0.235" diameter and 
length to 1" diameter and 2%" length. 

Write for Bulletin GEA-5934. 


FOR LOW-VOLTAGE USE 
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INDUSTRIAL 



CONDENSER 


TYPE "SA" OIL FILLED 

1. INCCO OIL “A” IMPREGNATED AND PILLED— 
permitting efficient operation over widest range of 
temperatures. 

2. HERMEfTICALLY SEALED CASE^is unaffected 
by time, humidity, or operating temperatures. 

3. Use of HIGHEST GRADE CONDENSER TISSUES 
insures a long uninterrupted life. 

4. HIGH-GLAZE PORCELAIN INSULATORS—insure 
low moisture absorption and high terminal to case 
flash over. 

5. CONSERVATIVELY RATED—SAFE FOR CON¬ 
TINUOUS OPERATION AT 10 PER CENT OVER¬ 
LOAD. 

6. Use of ‘^SPACE SAVER’’ UNIVERSAL MOUNT¬ 
ING BRACKET provides adjustable capacitor 
heights. 

7. LEAD COATED STEEL CASE—IS NON-COR¬ 
ROSIVE and lacquer finished. 

8. TESTED POUR TIMES BEFORE SHIPMENT— 
guarantees a 100 per cent perfect product electrically 
and mechanically. 

If riveted terminal construction is wanted in place of porcelain 



stand-oif insulators add “R” to catalog number. For. example, 6SA50 
changes to 6SAR50. Submersion proof terminal construction to 
meet Army and Navy Specifications is optioiial; specify on order. 
Standard capacity tolerance plus or minus 10 per cent. Mounting 
brackets supplied in accordance with following catalog designations: 
TYPE SA —No mounting brackets. TYPE SAU — “Space Saver” 
universal bracket. TYPE SAJ—Soldered vertibal mounting bracket. 
Type SAL —Reversible mounting foot bracket. TYPE SAH— ^Re- 


versible spade bolt bracket. 

For example: The 8mfd. 600V. type with “Space Saver” bracket 
has catalog number 6SAU800. 

NOTE: To facilitate delivery we have standardized on container 
heights. In many cases units can be supplied in shorter containers 
if required._ 


600 V.D.C. WORKING 


2000 V.D.C. WORKING 



Cap. 



Dimensions in Inches 


List 

Cat. No. 

Mfd. 

A 

B 

0 

D 

E 

F 

H 

Price 

6SA50 

.5 

2 Vs 



% 

3/4 

2 V 4 , 

2V4 

$4.55 

6SA100 

1.0 

2 Vs 


1* 

78 

3/4 

2V4. 

2V4 

5.85 

6SA200 

2.0 

2 Vs 

m 

It’s 

78 

3/4 

2V4 

2^4. 

7.10 

6SA400 

4.0 

41/8 

2 V 2 

lA 

78 

IVs 

s 

3 

9.20 

6SA600 

6.0 

4% 

2 V 2 

lA 

78 

IVs 

s 

3 

11.30 

6SA800 

8.0 

4 

3 % 

IV 4 

78 

2 

4% 

43/8 

13.35 

6SA1000 

10.0 

4% 8 % 114 

1000 V.D.C. 

78 2 

WORKING 

4% 

43/8 

15.00 

lOSAlO 

.1 

2f^s 

iH 

lA 

78 

3/4 

2 V 4 

21A 

4.20 

10SA25 

.25 

2% 

iH 

lA 

78 

3/4 

2% 

21/4 

4.55 

10SA50 

.5 

2% 


lA 

78 

3/4 

2 74 

214 

5.00 

lOSAlOO 

1.0 

2% 

HI 

lA 

78 

3/4 

21^ 

21/4 

6.25 

10SA200 

2.0 

4 

HI 

lA 

78 

3/4 

274 

21^ 

8.35 

10SA400 

4.0 

4% 

2 V 2 

lA 

78 

IVs 

3 

3 

10.45 

10SA600 

6.0 

4% 

3% 

1% 

7s 

2 

4% 

43/8 

14.05 

lOSASOO 

8.0 

4% 

3% 

11/4 

78 

2 

43/8 

43/8 

15.00 

lOSAlOOO 

10.0 

8% 1% 

1500 V.D.C. 

78 2 

WORKING 

43/8 

43/8 

16.70 

15SA50 

.5 

2% 

in 

lA 

78 

3/4 

21^ 

2% 

6.25 

15SA100 

1.0 

4 

HI 

lA 

78 

3/4 

274 

2^ 

7.55 

15SA200 

2.0 

41/8 

21/2 

lA 

78 

IVs 

3 

3 

10.45 

15SA400 

4.0 

4% 

3% 

11/4 

78 

2 

4% 

43/8 

13.90 

15SA600 

6.0 

4% 8% 1% 

2000 V.D.C. 

78 2 

WORKING 

4% 

43/8 

17.05 

20SA10 

.1 

2% 

HI 

lA 

78 

% 

2 V 4 

21/4 

6.65 

20SA25 

.25 

2% 

HI 

lA 

% 

% 

21/4 

21/4 

7.10 


* Where G dimension is given, two spade lugs or mountings holes 



Cap. 



Dimensions in Inches 


Cat. No. 

Mfd. 

A 

B 

C 

D 

E 

F 

*G 

20SA50 

.5 

2 78 

HI 

1A 

78 

IVs 

8 


20SA100 

1.0 

41/8 

21/2 

lA 

78 

2 

43/8 


20SA200 

2.0 

4 

33^ 

11/4 

78 

2 

43/8 


20SA400 

4.0 

41/4 

33/4 

21/4 

78 

2 

43/8 

2 

20SA600 

6.0 

43/4 

3 3^ 

3A 

78 

3/4 

21/4 





2500 

V.D.C. WORKING 



25SA50 

.5 

4 

s % 

11/4 

1^4 

2 

43/8 


25SA100 

1.0 

314 

S % 

1 % 

174 

2 

43/8 


25SA200 

2.0 

43/4 

3 3/4 

1 % 

iy 4 : 

2 

43/8 


25SA400 

4.0 

41/4 

3% 

4A 

11/4 

2 

43/8 

33/8 




3000 

V.D.C. WORKING 


30SA10 

.1 

2% 

21/2 

lA 

11/4 

IVs 

8 


30SA25 

.25 

33/8 

2 7a 

lA 

174 

IVs 

8 


30SA50 

.5 

41/8 

21/2 

lA 

11/4 

11/8 

8 


30SA100 

1.0 

41/4 

3 3/4 

21/4 

11/4 

2 

43/8 


30SA200 

2.0 

43/4 

33/4 

3A 

11/4 

2 

4% 

2 




4000 

V.D.C. WORKING 


40SA10 

.1 

23/4 

33/4 

21/4 

1 % 

2 

43/8 


40SA25 

.25 

23/4 

33/4 

21/4 

174 

2 

43/8 


40SA50 

.5 

41/4 

33/4 

21/4 

11/4 

2 

43/8 


40SA100 

1.0 

5 

33/4 

21/4 

114 

2 

43 /s 





5000 

V.D.C. WORKING 


50SA50 

.5 

414 

33/4 

21/4 

11/4 

2 

43/8 


50SA100 

1.0 

41/4 

3 3/4 

4A 

11/4 

2 

478 

33/8 




6000 

V.D.C. WORKING 


60SA50 

.5 

7 

3% 

3A 

2A 

1 % 

43/8 

2 

60SA100 

1.0 

61/2 

3% 

4A 

2 A 

2 

43/8 

33/8 


are supplied on each bracket. 


H 


List 
Price 
8 $7.55 

4% 9.20 
4% 10.85 
4 % 15.00 
21/4 19.65 


11.70 

13.35 

21.55 

29.90 


8 13.90 

8 15.00 

8 16.70 


4 % 20.10 
48/8 25.10 


4 % 25.10 
4 % 26.45 
4% 29.90 
4 % 36.75 


4 % 33.45 
4% 41.80 


4% 51.64 
4 % 83.55 


TYPES "GA" and "HA" OIL FILLED 

These inverted mounting capacitors fill a definite need where chassis 
space is the prime factor. 



Types “GA” and “HA” are INCCO Oil “A” impregnated and filled. 
The case is a one-piece metal extrusion with a “locked-in” molded 
neck. This construction meets and surpasses the Army and Navy 
requirements for a submersion-pr'oof capacitor. 

Type “GA” is available in the twelve standard ratings listed 
below, but can also be supplied in other capacities and/or voltages 
to manufacturers’ specifications. 

In the standard “GA” and “HA” types the container is insulated. 
A grounding lug can be supplied for connecting one terminal to the 
case. Fiber washer for insulating container from chassis, when case 
is grounded, and insulating cover for insulating the container from 
adjacent equipment, can also be supplied on special order. 


Catalog 

Cap. 

Working 

Case Size 

Size of 

List 

Number 

Mfd. 

V.D.C. 

Dia. 

Height 

Mounting Neck 

Price 

6GA200 

2 

600 

iVa 

2 78 

34''xl6 

thread 

$4.55 

6GA300 

3 

600 

11/2 

3 3/4 

3/4" X 16 

thread 

5.45 

6GA400 

4 

600 

11/2 

41/2 

3/4" X 16 

thread 

6.25 

6GAS00 

8 

600 

2 

434 

1" X 14 

thread 

9.60 

6GA2X400 

4-4 

600 

2 

4 3/4 

l"x 14 

thread 

10.10 

lOGAlOO 

1 

1000 

11/2 

2 78 

3/4" X 16 

thread 

.4.20 

10GA200 

2 

1000 

11/2 

41/2 

3/4" X 16 

therad 

5.45 

10GA400 

4 

10,00 

2 

41/2 

1" X 14 

thread 

S.OO 

10GA2X200 

2-2 

1000 

2 

41/2 

1" X 14 

thread 

8.60 

15GA50 

0.5 

1500 

11/2 

2 78 

3/4" X 16 

thread 

5.00 

15GA100 

1 

1500 

11/2 

41/2 

%"xl6 

thread 

5.45 

15GA200 

2 

1500 

2 

41/2 

l"x 14 

thread 

7.75 
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CONDENSER 





CASE COMMON^ 
ON TRIPLE UNITS 


TYPES BA-BW-BE 


DRY ELECTROLYTICS 

Type *‘B** electrolytic capacitor is the first com¬ 
mercially available unit of this type with the reli¬ 
ability of the total submersion type, oil filled 
capacitors. 

Wound with the highest purity aluminum foil 
and cellulose separators available; impregnated in 
electrolyte having excellent temperature character¬ 
istics, these units will outlive their associated 
equipment. 


Cat. 

Cap. in 


Dimen. in Inches 

List 

No. 

Mfds. Volts 

L 

w 

H 

M 

Price 

52BE10 

10 

25 

HI 

1 

If 

2% 

$2.70 

52BE25 

25 

25 

Ilf 

1 

If 

21/8 

2.70 

52BE50 

60 

25 

Ilf 

1 

If 

21/8 

2.80 

05BE10 

10 

60 

Ilf 

1 

If 

21/8 

2.75 

05BE25 

25 

50 

Ilf 

1 

If 

21/8 

2.75 

05BE50 

50 

50 

Ilf 

1 

If 

21/8 

3.00 


Built to U. S. Signal Corps and Navy Specifications 

TYPE "BA" OIL FILLED 

1. INCCO OIL “A” permits efficient operation of these compact units over the widest 
range of temperature. 

2. The use of the HIGHEST GRADE CONDENSER TISSUE insures greater safety factor 
and longer life. 

3. Specially PROCESSED RIVETED TERMINALS are designed to withstand total sub¬ 
mersion in salt water and changes in temperature from 60° below zero Centigrade to 
90° above zero Centigrade without loosening or losing their integrity. 

4. CONDENSER MOUNTINGS form an integral part of these drawn shell containers 
insuring permanent and rigid fastenings. 

5. All units are NON-INDUCTIVELY WOUND providing efficient operation over the 
widest range of frequencies. 

6 . HERMETICALLY SEALED, they are unaffected by time, temperature or humidity. 

7. CONSERVATIVELY RATED for safe and continuous uninterrupted operation at 10% 
above rated voltage for the lifetime of associated equipment. 

8 . Tested at twice the rated voltage between terminals and twice the rated voltage 
plus 1000 from each terminal to case. 

Cap. in Dimensions in Inches List 

Cat. No. MFDS. L W H M O Price 

600 V. D. C. WORKING 

6BA05 .05 lif 1 21/8 2l^ $2.85 

6BA10 .1 11-1 1 ^ 21/8 21/2 2.90 

6BA25 .25 H 2% 21/2 3.10 

6BA50 .5 1 % 21/8 21/2 3.30 

6BA100 1.0 2 1% % 2% 2% 3.75 

6BA0505 .05-.05 Iff 1 ^ 2Vs 2l^ 3.65 

6BA11 .l-.l lif 1 f| 2Vs 21/2 3.70 

6BA22 .25-.25 2 1% % 2% 2% 3.75 

6BA55 .5-.5 2 1% % 2% 2% 4.30 

6BA111 .l-.l-.l 1^ 1 ^ 2l^ 2y2 4.20 

6BA200 2 2 2 1% 2% 2i| 5.00 

1000 V. D. C. WORKING 

10BA05 .05 1^ 1 21^ 2 V 2 3.05 

10BA10 .1 1^ 1 ^ 2Vs 21/^ 3.15 

10BA25 .25 Ifl 1 2% 2l^ 3.25 

10BA50 .5 2 1% % 2% 2% 3.50 

10BA100 1.0 2 2 ll^ 2% 2^ 4.40 

10BA0505 .05-.05 1 21/3 21/2 3.85 

10BA11 .l-.l Ifl 1 If 21^ 2 V 2 3.95 

10BA22 .25:25 2 1% % 2% 2% 4.20 

Above units also available in 200 V. D. 0., 400 V. D. C. and 1500 V. D. 0. on request. 


NOTICE—Most units are available with TERMINALS ON TOP, BOTTOM, OR ENDS. When ordering, add “T” for top terminals, 
“B” for terminals on bottom, or “E” for end terminals, i.e., 6BAT100 for terminals on top. Type “B” also available in WAX 
FILLED.^ When ordering, change catalog number A to W, i.e., 6BW100. If terminal position is not designated, side terminals 
are furnished. STANDARD CAPACITY tolerance of plus 20 per cent minus 10 per cent furnished on oil filled and wax filled 
units unless otherwise specified when ordering. Can be furnished in plus or minus 1 per cent capacity tolerance on special request. 


Catalog 

Number 

Cap. 

Mfd. 

D.C. Voltage Dim. in Ins. 
Working Surge Diam. Lg. 

List 

Price 

52ET100 

100 

25 

35 

1 

2 

$1.60 

15ET30 

30 

150 

225 

1 

2 

1.55 

15ET50 

50 

150 

225 

1 

2 

1.65 

45ET10 

10 

450 

550 

1 

2 

1.55 

45ET15 

15 

450 

550 

1 

2 

1.70 

45ET20 

20 

450 

550 

1 

21/2 

1.80 

45ET30 

30 

450 

550 

1 

3 

1.95 

15ET2X20 

20-20 

150 

225 

1 

2 

1.70 

15ET2x30 

30-30 

150 

225 

1 

2 

1.85 

15ET2X50 

50-50 

150 

225 

1 

3 

2.15 

30ET2x15 

15-15 

300 

400 

1 

2 

1.90 

35ET3020 

30-20 

350 

450 

1 

3 

2.60 

45ET2X10 

10-10 

450 

550 

1 

21/2 

1.90 

45ET2X20 

20-20 

450 

550 

1% 

21/2 

2.55 

ET100 

30-20/20 

150/25 

225/35 

1 

2 

2.25 

ET101 

40-30/20 

150/25 

225/35 

1 

21/2 

2.35 

15ET3X20 

20-20-20 

150 

225 

1 

2 

2.30 

ET102 

40-20-20 

150 

225 

1 

2y2 

2.40 

15ET3x40 

40-40-40 

150 

225 

1 

3 

2.60 

ET103 

10-10/25 

450/25 

550/35 

1 

3 

2.40 

45ET3x10 

10-10-10 

450 

550 

1 

3 

2.60 


ET SERIES ELECTROLYTIC 
CAPACITORS 



“ET’" series capacitors have been designed for ease in 
installation and reliability. They are constructed to 
withstand the most severe operating conditions en¬ 
countered in industrial and electronic equipment. Es¬ 
pecially controlled manufacturing processes insure 
that the equipment in which these capacitors are used 
will function without interruption. Capacitors can be 
supplied for operation at temperatures ranging from 
minus 40 to plus 85 degrees Centigrade. Mounting is 
effected by inserting the capacitor through the slots in 
either the chassis or mounting plate, and twisting the 
mounting prongs 90 degrees. 
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TUBULAR PAPER CONDENSERS 




INDUSTRIAL By-Pass Capacitors are non-induc- 
tively wound and designed for maximum efficiency 
up to the highest frequencies. The units them- 
selyes are completely impregnated and sealed with 
a special non-hygroscopic sealing compound, thus 
preventing moisture penetration under the most 
humid conditions. 


MIGHTY MIDGET METAL TUBULAR 


PTIOO 
PTIOI 
PT102 
PT103 
Pn04 
PTJ05 
PT106 
PT107 
PT131 
PT132 
PT133 
Pn34 
Pn35 
PT136 
PT137 
PT130 
PT138 
PT139 
PT140 
PT141 
PT142 
PT170 
PT171 
PT172 
PT173 
PT174 
PT175 
PT176 
PT20G 
PT201 
PT202 
PT20> 
PT204 
PT205 
PT260* 
PT261* 
PT262* 
PT263* 
PT264 
* Vibrator 


Capacity 

Mfd. 


.0001 

.00025 

.0005 

.001 

.002 

.005 

.006 

.01 

.001 

.002 

.005 

.006 

.01 

.02 

.03 

.04 

.05 

.1 

.25 

.5 

1.0 

.01 

.02 

.05 

.1 

.25 

.5 

1.0 

.02 

.05 

.1 

.25 

.5 

1.0 

.005 

.0075 

.01 

.02 

.015-.015 
Capacitor 


Working 
Volts D.C. 






TYPE 

“M 

Catalog 

Cap. 


Peak 

Dimen. 

LUt 

Number 

Mfd. 

w.v. 

Volts 

Dia. L. 

Price 

MM406 

100 

10 

16 

HxiH 

$1.20 

MM 407 

260 

10 

15 


1.45 

MM408 

500 

10 

15 

life x 2^ 

2.30 

MM409 

760 

10 

15 

life X 21^ 

3.00 

MM400 

5 

25 

35 

H X IH 

1.00 

MM401 

10 

25 

36 

H X IH 

1.00 

MM 402 

25 

25 

35 

H X 

1.00 

MT403*t 

10-10 

25 

35 

Hx2% 

1.40 

MM410 

250 

25 

35 

it X 2^ 

1.70 

MM411 

500 

25 

85 

1 * X 2it 

2.30 

MM404 

10 

60 

75 

H X IH 

1.00 

MM405 

25 

50 

76 

it X lit 

1.05 

MM412 

100 

50 

75 

it X 2^ 

1.40 

MM413 

200 

50 

75 

life X 2:fe 

2.00 

MM414 

300 

60 

76 

life X 2it 

2.75 

MM360 

8 

150 

226 

it X lit 

1.05 

MM368 

12 

150 

225 

it X lit 

1.10 

MM361 

16 

150 

225 

it X lit 

1.15 

MM362 

20 

150 

225 

it X 2^ 

1.20 

MM3S9 

30 

150 

225 

if X 

1.30 

MM363 

40 

150 

225 

if X 2ife 

1.35 

MM373 

60 

150 

225 

l’fex2:fe 

1.50 

MM374 

80 

150 

226 

It’s X 2:fe 

1.60 

MM370t 

20-20 

150 

225 

it X 2^ 

1.65 

MM375t 

30-30 

150 

225 

1 ^ X 2^ 

1.80 

MM376t 

40-40 

150 

225 

lTfex2^ 

1.85 

MM364 

4 

475 

600 

it X lit 

1.15 

MM365 

8 

475 

600 

if X 2ife 

1.25 

MM371 

12 

475 

600 

itx2Tfe 

1.35 

MM366 

16 

476 

600 

ifx 2^^ 

1.40 

MM372 

20 

476 

600 

life X 2^ 

1.60 

MM367t 

8-8 

475 

600 

1 ^x2^ 

1.70 

*In cardboard tube with 

wax filled ends. 


fS leads. 







■■ 

SM" 

TYPE 


Catalog 

Cap. 


Peak 

Dimen. 

List 

Number 

Mfd. 

w.v. 

Volts 

Dia. L. 

Price 

SM605* 

20-20 

160 

225 

it X 21/2 

$1.40 

SM606t 

20-20 

150 

225 

1 x21/2 

2.15 

SM601* 

30-30 

160 

225 

it X 3 

1.55 

SM60S* 

40-40 

150 

225 

1 X 3 

1.75 

SM607* 

50-30 

150 

225 

1 X 8 

1.75 

SM609t 

30-20-2C 

150 

225 

1 X 3. 

2.05 

SM604* 

8-8 

476 

600 

1 X 3 

2.00 

SM610* 

40-20 

150 

225 

it X 3 

1.55 

*SM605, 

SM601, SM608, 

SM607, SM610: 3 

leads. 

1 tSM606, SM609: 

4 leads. 




Type IVIIVI 


An extremely popular type of conden¬ 
ser due to its exceptional high quality 
and midget size. Hermetically sealed 
in a small metal case and scientifically 
vented, to protect against adverse op¬ 
erating conditions of voltage, temper¬ 
ature and humidity. Container is 
insulated by a high grade tube which 
is spun over the ends of the can to 
eliminate shorts when wires are bent 
close to container. Easily mounted by 
their rigid wire leads. 



Type “SM’* units are embedded in a 
high temperature vrax and then sealed 
in a thoroughly impregnated card¬ 
board tube, affording complete immun¬ 
ity to moisture penetration. New high 
voltage formation gives complete pro¬ 
tection against surges and high peak 
voltages. The addition of the strap 
mounting bracket has proved favorable 
in its use due to its wide application 
in AC-DC and portable sets in the 
replacement field. The strap can be 
moved to the best mounting position 
and then bolted or soldered. Supplied 
with color-coded. Underwriters’ Ap¬ 
proved, rubber covered leads. 


RADIO INTERFERENCE ELIMINATORS AUTO GENERATOR CONDENSER 

INDUSTRIAL CONDENSER CORP. has made ALSO AVAILABLE IN HERMETICALLY 

a special study of the suppression of noises SEALED SUBMERSION-PROOF CONSTRUCTION 

caused by fluorescent lighting. No. 7249 capac- ^ g 

itor is designed with three leads, two leads to U 

be connected across the 110 volt line and the tUMMMnnHi 

single lead to be grounded. No. 4219 is housed 
in a metal container and Is self grounding. It ^ 
is supplied with strap mounting for easy in* 

stallation. No. 4252 is a flat type unit designed ^ g 

to mount on the ballast support of circline bal- TYPE F TYPE G 

lasts. The convenient mounting flap grounds 

the unit when the stem of the lamp is placed Completely enclosed in a metal container to overcome severe 
through the mounting hole. operating conditions of temperature hnd humidity. Stu 


Data log 
Number 


List 

Price 

built to 

withstand 

constant vibration. 



Dimensions in Inches 

Cat. 

Cap. 

List 

Cat. 

Cap. 

List 

7249 

It X 1 % 

$1.30 

No. 

Mfd. 

Price 

No. 

Mfd. 

Price 

4219 

% X 2 

1.75 

G325 

.25 

$0.77 

G328 

1.0 

$1.15 

4252 

2% X % X tt 

1.95 

G326 

.5 

.85 

F330 

.5 

1.06 
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INDUSTRIAL 



CONDENSER 




CONDENSER 


Catalog Cap. Dimensions in Inches 

Number Mfd. H L_W 



600 VOLTS D.C. WORKING 


6SY50 

0.5 

4-1/8 

1-13/16 

1-1/16 

$15.50 

6SY100 

1.0 

4-1/8 

2-1/2 

1-3/16 

22.90 

6SY200 

2.0 

4-1/8 

3-3/4 

1-1/4 

33.40 

6SY300 

3.0 

4-1/8 

3-3/4 

1-3/4 

43.80 

6SY400 

4.0 

5-1/8 

3-3/4 

1-3/4 

51.20 

6SY600 

6.0 

4-1/8 

3-3/4 

3-3/16 

77.80 

6SY800 

8.0 

5-1/8 

3-3/4 

3-3/16 

92.80 

6SY1000 

10.0 

5-1/8 

4-9/16 

3-3/4 

113.70 

6SY1200 

12.0 

5-1/8 

4-9/16 

3-3/4 

129.30 


400 

VOLTS D.C. WORKING 


4SY50 

0.5 

2-1/2 

1-13/16 

1-1/16 

13.60 

4SY100 

1.0 

4-1/8 

1-13/16 

1-1/16 

15.20 

4SY200 

2.0 

4-1/8 

2-1/2 ^ 

1-3/16 

22.30 

4SY300 .. 

.. 3.0 

5-1/8 

2-1/2 

1-3/16 

25.90 

4SY400 

4.0 

4-1/8 

3-3/4 

1-1/4 

32.20 

4SY600 

6.0 

4-1/8 

3-3/4 

1-3/4 

41.60 

4SY800 

8.0 

5-1/8 

3-3/4 

1-3/4 

48.60 

4SY1000 

10.0 

5-1/8 

3-3/4 

2-1/4 

61.40 

4SY1200 

12.0 

5-1/8 

3-3/4 

2-1/4 

68.50 

4SY1500 

15.0 

5-1/8 

3-3/4 

3-3/16 

83.90 

4SY2000 

20.0 

5-1/8 

4-9/16 

3-3/4 

106.90 

4SY2500 

25.0 

5-1/8 

4-9/16 

3-3/4 

124.80 

Catalog 

Cap. 

Dimensions in Inches 

List 

Number 

Mfd. 

L 

W 

H 

Price 


600 VOLTS 

D.C. WORKING 


6BY05 

.05 

1-13/16 

1 

13/16 

$ 5.80 

6BY10 

.1 

1-13/16 

1 

13/16 

6.10 

6BY25 

.25 

2 

1-3/4 

7/8 

7.70 

6BY50 

.5 

2 

2 

1-1/8 

10.10 


400 VOLTS 

D.C. WORKING 


4BY25 

.25 

2 

1-3/4 

7/8 

6.50 

4BY50 

.5 

2 

1-3/4 

7/8 

7.50 

4BY100 

1.0 

2 

2 

1-1/8 

9.80 

Catalog 

Cap. 

Dimensions in Inches 

List 

Number 

Mfd. 

L 

w 

H 

Price 


600 VOLTS 

D.C. WORKING 


6DY05 

.05 

1-5/16 

25/32 

1-5/16 

$ 6.70 

6DY10 

.1 

1-5/16 

25/32 

1-15/16 

7.00 


400 VOLTS 

D.C. WORKING 


4DY25 

.25 

1-5/16 

25/32 , 

1-15/16 

8.30 


GENERAL INFORMATION 

Technical Information Available In Catalog 1117A 

Stabelex Capacitors represent a new series of 
capacitors being made available to industry for the 
first time. 

Advancements in science and industry have created 
the need for capacitors having characteristics far 
superior to either laboratory type or commercial 
capacitors now available. 

Advanced designs in equipment which have not been 
possible because of the unavailability of suitable 
capacitors have now become practical. 

The Stabelex family of capacitors has been developed 
after a long period of research and has been made 
for special applications for quite some time. How¬ 
ever, it is only now that these capacitors became 
available to industry. 

Other Stabelex capacitors will be announced from 
time to time, each having its own special characteris¬ 
tics for use in applications for which they are most 
suited. 


Suggested 

Input Capacitors 
Coupling Capacitors 
RC Circuits 
Meter Damping 


Applications 

Computers 

Filter Networks 

Radio Frequency Circuits 

Etc. 


Many variations and special characteristics are pos¬ 
sible with Stabelex capacitors that are not possible 
with any other type and it is, therefore, to the interest 
of the user to indicate, where possible, the application 
to which these capacitors will be put. 


Catalog 

Number 

Cap. 

Mfd. 

Dimensions in Inches 
DIa. Length 

List 

Price 


600 VOLTS 

D.C. WORKING 


6TY00005 

.00005 

1/2 

1-1/16 

$ 2.40 

6TY0001 

.0001 

1/2 

1-1/16 

2.40 

6TY0005 

.0005 

1/2 

1-1/16 

2.40 

6TY001 

.001 

1/2 

1-1/16 

2.40 

6TY002 

.002 

1/2 

1-1/16 

2.40 

6TY005 

.005 

1/2 

1-1/16 

2.40 

6TY01 

.01 

5/8 

1-1/2 

2.30 

6TY02 

.02 

5/8 

1-1/2 

2.40 

6TY05 

.05 

3/4 

2 

2.80 

6TY10 

.1 

1 

2 

3.50 


400 VOLTS 

D.C. WORKING 


4TY05 

.05 

5/8 

1-1/2 

2.60 

4TY10 

.1 

3/4 

2 

2.80 

4TY25 

.25 

1 

2 

3.60 


Catalog 

Number 

Cap. 

Mfd. 

Working 

V.D.C. 

Dimensions in Inches 

Dia. Height 

Size of 

Mounting Neck 

List 

Price 

6GY50 

0.5 

600 

1-3/8 

3-3/4 

7/8"-16 thread 

$ 8.60 

6GY100 

1.0 

600 

1-1/2 

4-3/4 

3/4"-16 thread 

12.60 

4GY50 

0.5 

400 

1-3/8 

2-1/8 

7/8"-16 thread 

6.50 

4GY100 

1.0 

400 

1-3/8 

3-3/4 

7/8"-16 thread 

8.30 

4GY200 

2.0 

400 

1-1/2 

4-3/4 

3/4"-16 thread 

12.10 
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MINIATURE MICA CAPACITORS 

Known the world over for their reliability under SMALLER THAN YOUR FINGERNAIL 

all operating conditions, El-Menco Capacitors are 

chosen by manufacturers who want successful per- BUT SKY HIGH IN PERFORMANCE 

formance and long life from their products. 

El-Menco fixed mica dielectric capacitors are compact, precision made , 

Manufactured in accordance with American military standards to meet 
Army and Navy JAN-C-5 Specifications. All impregnated and JAN, RMA 
and RCM color coded. Standard specification limits are shown below. 

Moulded in low loss bakelite, tested at double the working voltage. 4 ^^'r''' g 

Tests for dielectric strength, insulation resistance, temperature co-efficient ^ ^ 

and capacitance drift, humidity and life tests according to JAN and RCM ^ : j ^ 1 

STANDARDS. All units are wax dipped for salt Water immersion seal. f / J 

TYPE CM-15 ' 


TYPE 

CAP. 

DC WKG. 

LIST 

TYPE 

CAP. 

DC WKG. 

DESIGNATION 

MMF. 

VOLTAGE 

PRICE 

DESIGNATION 

MMF. 

VOLTAGE 

CM-15-C-010-M 

1 

600 

$0.50 

CM-15-E-750-J 

76 

500 

CM-15-C-020-M 

2 

600 

.50 

CM-15-E-820-J 

82 

500 

GM-15-C-030-M 

3 

500 

.50 

CIVI.15-E-910-J 

91 

500 

CM-15-C-050.K 

5 

500 

.40 

CM-15-E-101-J 

100 

500 

CM-IS-C-IOO-J 

10 

600 

.40 

CIVI-15-E-111-J 

110 

50.0 

CM-15-C-120-J 

12 

600 

.40 

CM-15-E-121-J 

120 

500 

CM-15-C-15G-J 

16 

600 

.40 

CM-15-E-131-J 

130 

500 

CM-15-C.18b^J 

18 

600 

.40 

CIVI-15-E-151.J 

150 

500 

CM-15-C-200-J 

20 

600 

.40 

CM-15-E.161-J 

160 

500 

CM-15-C-220.J 

22 

600 

.40 

CM-15-E-181-J 

180 

500 

CM-15-E-240-J 

24 

500 

.40 

CM-I 5 .E- 2 OI-J 

200 

5Q0 

CM.15-E-270-J 

27 

500 

.40 

CM-15-E-221-J 

220 

600 

CM-15-E-300-J 

80 

600 

.40 

CIVI-15-E-241-J 

240 

500 

CM-15-E-330-J 

83 

500 

.40 

CM-15.E-251-J 

250 

500 

GM-15-C-360-J 

86 

600 

.40 

CM-15-E-271-J 

270 

500 

CM-15-E-390-J 

39 

600 

.40 

CM-15-E-301-J 

300 

500 

CM-15-E-430-J 

43 

500 

.40 

CM-15-E.331-J 

330 

500 

CM-15-E.470-J 

47 

500 

.40 

CM-15-E-361-J 

360 

50,0 

CM-15-E-500-J 

50 

500 

.40 

CM-15-E-391-J 

390 

500 

CM-15-E-510-J 

51 

500 

.40 

CIVI-15.E-431-J 

430 

300 

CM-15-E-560-J 

66 

500 

.40 

CM-15-E-471-J 

470 

800 

CM-1S-E-620-J 

62 

500 

.40 

CM-15.E-501-J 

500 

300 

CM-T5-E-680-J 

68 

' 500 

.40 

CM-15-E-5X1-J 

510 

300 



All the above are silver mica only. Temperature Co-efficient: 50 Parts per Million per degree C. 
(Characteristic “E”)* Standard Tolerance: db5%. Closest Tolerance: ±:.5 mmfd. 

c^jecZa//-HANDY KIT 

FOR EXPERI 

/Dm 'i ^auqhi ... - 


Actual Size 
1 “300 mmf. 

9/32" X V 2 " X 3/16" 
301-510 mmf. 

9/32" X V 2 " X 7/32" 

For Television, Radio and other 
Electronic Applications. 

1 - 420 mmf. cap. at 500v DCW. 
1-510 mmf. cap. at 300v DCW. 
Temperature Co-efficient ±50 
parts per million per degree 
C for most capacity values. 
6-dot color coded. 

MENTAL WORK 



ALWAYS HAVE THE CORRECT 

CAPACITY ON HAND 

This Handy Kit consists of 46 most commonly used Capacitors . . . five of each 
capacity packed in individual tuck boxes, properly identified for permanent use. 


LIST PRICE 


ONLY 


$ 90 ' 


THESE MINIATURES FIT 
INTO THE SMALLEST 
AREA CAPACITOR SIZE 
C9/32" X V 2 " X 3/U") 


The complete set of capacitors amounts to $106.00 
at list prices. You get the entire set during this in¬ 
troductory offer, for only $90.00. 

COMPARE COST! 
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ARCO ELECTRONICS, INC. 

EL-MENCO CAPACITOR S 


MICA CAPACITORS 


CM-19 & CM-20 

PRICP 


TYPE 

CAP. 

DC WKG. 

REGULAR 

SILVERED 

DESIGNATION 

MMF. 

VOLTAGE 

MICA 

MICA 

CM-20-050 

5 

500 

$0.30 

$0.40 

CIVI.20-100 

10 

500 

.30 

.40 

CIVI-20.120 

12 ’ 

500 

.30 

.40 

CIVI-20-150 

15 

500 

.30 

.40 

qiVI-20-lS0 

18 

500 

.30 

.40 

CIVI-20-200 

20 

500 

.30 

.40 

CM-20-220 

22 

500 

.30 

.40 

CM-20-240 

24 

500 

.30 

.40 

CIVI-20-270 

27 

500 

.30 

.40 

CM-20-300 

30 

500 

.30 

.40 

CM-20-330 

33 

. 500 

.20 

.40 

CM-20-360 

36 

500 

.20 

.40 

CM-20-390 

39 

500 

.20 

.40 

CM-20.430 

43 

500 

.20 

.40 

CM-20-470 

47 

500 

.20 

.40 

CM-20-500 

50 

500 

.20 

.40 

CM-20-510 

61 

500 

,20 

.40 

CM-20-560 

56 

500 

.20 

.40 

CM-20-620 

62 

500 

.20 

.40 

CM.20-6S0 

68 

500 

.20 

.40 

CM.20-750 

75 

500 

.20 

.40 

CM-20-820 

82 

500 

.20 

.40 

CM-20-910 

91 

500 

.20 

.40 

CM-20-101 

100 

500 

.20 

,40 

CM.20-111 

110 

500 

.20 

.45 

CM-20-121 

120 

500 

.20 

.45 

CM-20-131 

130 

500 

.25 

.45 

CM-20-151 

160 

500 

.25 

.45 

CM-20-161 

160 

500 

.25 

.45 

CM.20-181 

180 

500 

•25 

.45 

CM.20-201 

200 

500 

.25 

.45 

CM-20-221 

220 

500 

.25 

.45 

CM-20-241 

240 

500 

.30 

.55 

CM-20-251 

250 

500 

.30 

.55 

CM-20-271 

270 

500 

.^0 

.55 

CM-20-301 

300 

500 

io 

.55 

CM-20-331 

830 

500 

.30 

.55 

CM-20-361 

360 

500 

.30 

.55 

CM-20-391 

390 

500 

.30 

.65 

CM-20-431 

430 

500 

.30 

.65 

CM-20-471 

470 

500 

.30 

.70 

CM-20-501 

500 

500 

.30 

.70 

CM-20-511 

510 

500 

.30 

.70 

CM-20-561 

560 

500 

.35 

.75 

CM-20-621 

620 

500 

,35 

.80 

CM-20-6gl 

680 

500 

.35 

.85 

CM-20-751 

750 

600 

.35 

.90 

CM-20-821 

820 

500 

.40 

.95 

CM-20-911 

910 

500 

.45 

1.00 

CM-20-102 

1000 

500 

.45 

1.10 

CM-20-112 

1100 

500 

.50 

1.20 

CM-20-122 

1200 

500 

.50 

1.30 

CM-20-132 

1300 

500 

.50 

1.40 

CM-20-152 

1500 

500 

.60 

1.50 

CM-20-162 

1600 

500 

.60 

1.60 

CM-20-1S2 

1800 

500 

.70 

1.70 

CM-20-202 

2000 

500 

.75 

1.75 



CM-19—11/16“ X 7/16 * X 7/32 - 
CM-20—25/32*' x 7/16*’ x 7/32'' 
CM-25— 7/16** X 1-7/64** x 7/32** 


CM-25 

LIST PRICE 


TYPE 

CAP. 

DC WKG. 

REGULAR 

SILVERED 

DESIGNATION 

MMF. 

VOLTAGE 

MICA 

MICA 

CM-25-510 

51 

500 . 

$0.25 

$0.40 

CM-25-560 

66 

500 

.25 

.40 

CM-25-620 

62 

500 

.25 

.40 

CM-25-680 

68 

. 500 

.25 

.40 

CM-25-750 

75 

500 

.25 

.40 

CM-25-820 

82 

500 

.25 

.40 

CM.25-910 

91 

500 

.25 

.40 

CM-25-101 

100 

500 

.25 

.40 

CM-25-111 

110 

500 

.25 

.45 

CM.25-121 

120 

500 

.25 

.45 

CM-25-131 

180 

500 

.25 

.45 

CM.25-151 

150 

500 

.25 

.45 

CM-25-161 

160 

600 

.25 

.45 

CM.25-1S1 

180 

500 

.25 

.45 

CM-25-201 

200 

500 

.25 

.45 

CM.25-221 

220 

500 

.25 

.45 

CM-25-241 

240 

500 

.30 

.55 

CM-25-251 

250 

500 

.30 

.55 

CM-25-271 

270 

500 

.30 

.55 

CM-25-301 

300 

500 

.30 

.55 

CM-25-331 

330 

500 

.30 

.55 

CM-25-361 

360 

500 

.30 

.55 

CM-25-391 

390 

500 

.30 

.65 

CM-25-431 

430 

500 

.30 

.65 

CM-25-471 

470 

500 . 

.30 

.70 

CM-25-501 

500 

500 

.30 

.70 

CM-25-511 

510 

500 

.30 

.70 

CM-25-561 

560 

500 

.35 

.75; 

CM-25-621 

620 

500 

.35 

.80 

CM-25-681 

680 

500 

.35 

.85 

CM-25-751 

750 

500 

.35 

.90 

CM-25-g21 

820 

500 

.40 

.95 

CM-25-911 

910 

500 

.45 

1.00 

CM-25-102 

1000 

500 

.45 

1.10 

CM-25-112 

1100 

500 

.50 

1.20 

CM-25-122 

3200 

500 

.50 

1.30 

CM-25-132 

1300 

500 

.50 

1.40 

CM-25-152 

1500 

500 

.60 

1.50 

CM-25-162 

1600 

500 

.60 

1.60 

CM-25.1g2 

1800 

500 

.70 

1.70 

CM-25-202 

2000 

500 

.75 

1.80 


STANDARD TOLERANCES: 

Regular mica ±20% (A and B Characteristics) 
For ±10% tolerance add 10% to list price. 

For ±5% tolerance add 25% to list price. 

Silvered Mica ±5% (C, D and El Characteristics) 
For ±2% tolerance add 15% to list price. 

For ±1% tolerance add 25% to list price. 


NOTE: 

CM19 capacitors available 
only up to 1000 mmf. 
CM20 and CM25 available 
to 2000 mmf. 
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ARCO ELEC 

TRONIC! 

S, INC.I 

E L - M E N C O 

CAP A C 

1 T O R S 


MICA CAPACITORS 



CM-30 




be WKG. 

LIST PRICE 

TYPE 

CAP. 

REGULAR 

SILVERED 

DESIGNATION 

NIMF. 

VOLTAGE 

MICA 

MICA 

CM-30.511 

510 

500 

$0.30 

$0.70 

CNI-30.561 

660 

600 

.30 

.75 

CM-30-621 

620 

600 

.30 

.80 

CM-30-681 

680 

600 

.30 

.85 

CIVI.30-751 

760 

500 

.30 

.90 

CM-30.821 

820 

600 

.30 

.95 

CIVI-30-911 

910 

600 

.30 

1.00 

CM-30.102 

1000 

600 

.35 

1.10 

CIVI.30.112 

1100 

600 

.35 

1.10 

CIVI-30-122 

1200 

600 

.35 

1.25 

CM-30-132 

1300 

600 

.35 

1.25 

CIVI-30.152 

1500 

600 

.40 

1.35 

CIVI-30.162 

1600 

600 

.40 

1.35 

CM-30-lg2 

1800 

600 

.45 

1.35 

CIVI.30-202 

2000 

600 

.45 

1.50 

CM-30-222 

2200 

600 

.45 

1.50 

CM-30-242 

2400 

600 

.50 

1.80 

CNI.30-252 

2600 

600 

.50 

1.80 

CNI.30-272 

2700 

600 

.50 

1.90 

CIVI-30-302 

3000 

600 

.60 

2.05 

CM-30.332 

3300 

600 

.60 

2.05 

CM.30.362 

3600 

600 

.60 

2.10 

CM.30.392 

3900 

500 

.65 

2.15 

CIVI-30-432 

4300 

500 

.65 

2.15 

CM-30-472 

4700 

600 

.65 

2.15 

CIVI-30.502 

6000 

600 

.70 

2.25 

CM.30-512 

5100 

600 

.70 

2.25 

CNI-30-562 

5600 

500 

.70 

2.50 

CNI-30-622 

6200 

500 

.90 

2.90 



CM- 40 --r’ X 5/8” X 11/32” 


CM-35 


LIST PRICE 


TYPE 

CAP. 

DC WKG. 

REGULAR 

SILVERED 

DESIGNATION 

MMF. 

VOLTAGE 

MICA 

MICA 

CM.35-6S2 

6800 

300 

$0.95 

$3.00 

CM-35-752 

7600 

300 

1.00 

3.25 

CM-35-S22 

8200 

300 

1.15 

3.50 

CM-35-912 

9100 

300 

1.15 

4.00 

CM-35-103 

10000 

300 

1.40 

4.00 

CM.35-123 

12000 

300 

1.60 

4.50 

CM-35-153 

16000 

300 

2.00 

5.25 

CM-35-6g2 

6800 

600 

1.05 

3.30 

CM-35-752 

7600 

600 

1.15 

3.65 

CM.35-822 

8200 

500 

1.30 

3.85 

CM.35-912 

9100 

600 

1.30 

4.40 

CM-35.103 

10000 

500 

1.55 

4.40 


CM-40 


CM-40-272 

2700 

500 

.55 

1.90 

CM-40-302 

3000 

500 

.60 

2.05 

CM-40-332 

3300 

600 

.60 

2.05 

CM-40-362 

3600 

600 

.65 

2.10 

CM-40-392 

3900 

600 

.70 

2.15 

CM-40‘-432 

4300 

600 

.70 

2.15 

CM-40-472 

4700 

600 

.70 

2.15 

CM.40-502 

5000 

600 

.75 

2.25 

CM.40-512 

5100 

500 

.75 

2,25 

CM.40-562 

5600 

500 

.75 

2.50 

CM-40-622 

6200 

600 

1.05 

2.90 

CM-40-682 

6800 

500 

1.15 

3.30 

CM-40-752 

7600 

600 

1.40 

3.65 

CM-40-822 

8200 

600 

1.40 

3.85 

CM.40-912 

9100 

600 

1.40 

4.40 

CM.40-103 

10000 

600 

1.70 

4.40 

CM-40-912 

9100 

300 

1.30 

4.00 

CM-40-103 

10000 

300 

1.50 

4.00 


STANDARD TOLERANCES 

Silvered mica ±5% (0, D and E Characteristics) 
For i;2% tolerance add 16% to list price. 
For dt:l% tolerance add 25% to list price. 


Regular mica ±:20% (A and B Characteristics) 
For ±10% tolerance add 10% to list price. 
For ±5% tolerance add 25% to list price. 
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ARCO ELECTPNICS, INC. 

E 1 - M E N C O CAP A C i T O R S 


TELEVISION * TRANSMITTING • INDUSTRIAL 
HIGH VOLTAGE MICA CAPACITORS 

DC 1VOKKING VOirAGES; FROM 1000 TO 2500 VOITS 

Molded in CM-20, CM-35 and CM-40 Cases 

Demand for smaller units in higher voltages designed to meet the requirements for Television, 

Power Amplifiers, Low Power Transmitters, and various Industrial Uses has increased. EL-MENCO 
designed and produced units listed below are especially adaptable to compact circuits where space is an 
important factor. Their acceptance has been overwhelming by the various manufacturers of Television 
Receivers. 

In many cases, these units will do the work of capacitors molded in CM-45, CM-50, and CM-55 cases 
without breaking down. No Special Mountings Are Necessary; just wire right into the circuit. 

The capacitors are molded in low-loss bakelite and tested at double the branded voltage. They are 
tested for dielectric strength, insulation resistance, temperature coefl&cient, capacitance drift, susceptibility 
to humidity, and length of life, according to RCM Standards. All units are wax-dipped for protection 
against salt water immersion. 


VCM-20 


TYPE 

DESIGNATION 

CAP. 

MMF. 

5000 VDC 
TEST 
2500 VDC 
WKG. 
LIST 
PRICE 

4000VDC 3000VDC 
TEST TEST 

2000VDC 1500VDC 
WKG. WKG. 

LIST LIST 

PRICE PRICE 

2000 VDC 
TEST 
1000 VDC 
WKG. 
LIST 
PRICE 

VCM-20-B.050 

5 

$0.35 

$0.35 

$0.35 

$0.30 

VCM.20-B.100 

10 

.35 

.35 

.35 

.30 

VCM.20-B-120 

12 

35 

.35 

.35 

.30 

VCM-20-B.150 

15 

35 

.35 

.35 

.30 

VCM-20-B-180 

18 

35 

.35 

.35 

.30 

VCM-20-B.200 

20 

35 

.35 

.35 

.30 

VCM-20-B-220 

22 

35 

35 

.35 

30 

VCM-20-B-240 

24 

35 

35 

.35 

30 

VCM-20-B-270 

27 

35 

35 

.35 

30 

VCM-20-B-300 

30 

.40 

35 

.35 

30 

VCM-20-B-330 

33 

.40 

35 

.35 

30 

VCM-20-B-360 

36 

.40 

35 

.35 

30 

VCM-20.B-390 

39 

.40 

35 

.35 

30 

VCM-20-B-430 

43 

.40 

35 

.35 

30 

VCM-20-B.470 

47 

.40 

35 

.35 

30 

VCM-20-B-500 

50 

.40 

.40 

.35 

30 

VCM-20-B-510 

51 

.40 

.40 

.35 

30 

VCM.20-B.560 

56 

.40 

.40 

.35 

.30 

VCM-20-B-620 

62 

.40 

.40 

.35 

.30 

VCM-20-B-6S0 

68 

.45 

.40 

.35 

.30 

VCM-20-B-750 

75 

.50 

.40 

.35 

.30 

VCM-20-B-S20 

82 

.50 

.40 

.35 

.30 

VCM-20-B-910 

91 

.50 

.40 

.40 

.35 

VCM-20-B-101 

100 

.55 

.40 

.40 

.35 

VCM-20.B-111 

110 

.60 

.45 

.40 

.35 

VCM-20-B-121 

120 

.60 

.45 

.40 

.35 

VCM-20-B-131 

130 

.60 

.45 

.40 

.35 

VCM-20-B-151 

150 

.65 

.45 

.40 

.35 

VCM-20-B-161 

160 

.70 

.50 

.40 

.35 

VCM.20-B-lgl 

180 

.70 

.50 

.40 

.35 

VCM-20-B-201 

200 

.80 

.60 

.45 

.40 

VCM-20-B-221 

220 

.85 

.60 

.45 

.40 

VCM-20-B-241 

240 

.85 

.65 

.45 

.40 

VCM-20-B-251 

250 


.65 

.55 

.40 

VCM-20-B-271 

270 


.65 

.55 

.40 

VCM-20-B-301 

300 


.70 

.60 

.45 

VCM-20-B-331 

830 


.80 

.60 

.45 

VCM-20-B-361 

360 


.80 

.60 

.45 

VCM-20.B-391 

390 


.85 

.65 

.45 

VCM-20-B.431 

430 



.65 

.50 

VCM-20-B-471 

470 



.70 

.50 

VCM-20.B-501 

500 



.70 

.50 

VCM-20-B-511 

510 



.70 

.50 

VCM.20-B-561 

560 



.80 

.55 

VCM-20-B-621 

620 



.85 

.55 

VCM.20-B-681 

680 




.60 

VCM-20-B-751 

750 




.60 

VCM-20-B-821 

820 




.65 

VCM-20-B-911 

910 




.70 

VCM-20-B-102 

1000 




.75 


VCM-35 & VCM-40 


TYPE 

DESIGNATION 

CAP. 

MMF. 

5000 VDC 
TEST 
2500 VDC 
WKG. 
LIST 
PRICE 

4000 VDC 3000 VDC 2000 Vcfe 
TEST TEST TEST 

2000 VDC 1500 VDC 1000 VDt 
WKG. WKG. WKG. 

LIST LIST LIST 

PRICE PRICE PRICE 

VCM-35-B-121 

120 





VCM.35-B-151 

150 





VCM-35-B-161 

160 





VCM-35-B.lgl 

180 





VCM-35-B-221 

220 





VCM.35.B.241 

240 

$0.60 




VCNI-35.B-251 

250 

.60 




VCIVI-35-B-271 

270 

.60 




VCM-35-B-301 

300 

.65 




VCM-35-B-331 

330 

.65 




VCM-35-B-361 

360 

.75 




VCM-35-B-391 

390 

.80 




VCM-35-B-431 

430 

.80 

$0.65 



VCM-35-B.471 

470 

.80 

.75 



VCM-35-B-501 

500 

.85 

.75 



VCM-35-B-511 

510 

.85 

.75 



VCM-35-B-561 

560 

.90 

.75 



VCM-35-B-621 

620 

.95 

.80 



VCM-35-B.6S1 

680 

1.05 

.80 

$0.75 


VCM.35-B-821 

820 

1.15 

.90 

.85 


VCM-35-B.911 

910 

1.35 

.95 

.90 


VCM-35-B.102 

1000 

1.40 

1.10 

.90 


VCM.35-B.112 

1100 

1.40 

1.15 

.95 

$0.60 

VCM-35-B.122 

1200 

1.50 

1.20 

1.10 

.65 

VCM.35-B-132 

1300 

1.65 

1.30 

1.15 

.65 

VCM-35-B-152 

1500 

1.85 

1.45 

1.30 

.75 

VCM-35.B-162 

1600 

2.00 

1.50 

1.30 

.80 

VCM-35-B-1S2 

1800 


1.70 

1.45 

.80 

VCM-35-B-202 

2000 


1.80 

1.60 

.85 

VCM-35-B.222 

2200 



1.70 

.95 

VCM-35.B.242 

2400 



1.80 

1.05 

VCM-35.B.272 

2700 




1.05 

VCM-35.B-302 

3000 




1.15 

VCM-35.B-332 

3300 




1.20 

VCM-35-B.362 

3600 




135 

VCM-35-B-392 

3900 




1.40 

VCM-35-B-432 

4300 




1.50 

VCM-35-B-472 

4700 




1.65 

VCM-35-B-502 

5000 




1.70 

VCM-35-B-512 

5100 




1.70 


All units supplied in **A” or Characteristic at list price. 

Case Size Dimensions (See proceeding pages for illustrations): 

VCiyi-20— ir X X h" VCM-35—It" x \r x W 

Standard Tolerance: ±20%. VCIVI-40— l"x %"x W' 

Prices will be qiinted for closer tolerances in “Silvered” mica 
upon request. TURN TO P-TO FOR INFORMATION ON OUR 
SPECIAL HI-VOLTAGE KIT. 
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ARCO ELECTRONICS, INC. 

E L - M E N C O CAPA C I T O R S 



MINERAL OIL IMPREGNATION 
NON-INDUCTIVE WINDING 
SYNTHETIC RESIN END SEALS 


PAPER TUBULAR 
CAPACITORS 
CP TYPE 

El-Menco CP type paper tubular capacitors are sealed 
into Steatite Tubes which serve to insulate the capaci¬ 
tor electrically as well as against moisture and heat. The 
capacitor insert is impregnated with Mineral Oil, 
thereby assuring long life at 85° C operating conditions. 
This feature insures successful operation at the high am¬ 
bient temperatures existing in small, compact enclosures. 

The Non-Inductively wound paper and foil units 
are sealed in the Ceramic Tubes by means of baked 
Synthetic Resin End Fills which cannot melt at any 
conceivable operating temperature. The end fills will not 
dissolve in wax, permitting the capacitors to be potted 
without damage to in the insert. Leads are of tinned 
copper 2ly4" long. 

Many of the large Television, Transmitter and 
High Voltage Amplifier manufacturers have found 
these capacitors to be of highest quality. Breakdown 
tests have exceeded the required standards. 



STEATITE CASE 


STANDARD TOLERANCE ON 
ABOVE UNITS IS ± 20%. 



Radio’s Master — 18th Edition 


200 WVDC 
PART LIST 

NUMBER PRICE 


TURN TO P-70 
FOR INFORMATION 
ON OUR SPECIAL 
PAPER TUBULAR 
KITS 




CP.4-104 

CP.4-154 

CP-5-224 

CP-5-254 

CP.6-334 

CP.6-474 

CP-6-504 
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ARCO ELECTRONICS, INC. 

E L - M E N C O C A P A G I T O R S 


Single and Dual 

PADDERS 

El-Menco Padding Condensers have been acclaimed 
by engineers as the finest development in adjustable mica 
condensers. 

The construction is such as to completely enclose and 
protect the delicate edges of the mica films, made of the 
finest quality clear India ruby mica. 

The phosphor bronze adjusting plates assure permanent 
resilience and freedom from mechanical fatigue. All parts 
are heavily plated to resist corrosion. 

TYPE 30 

350 Volts DC Flash-Test — 175 WVDC 

GUARANTEED RANGE 
At I'/a Inch 


PART 

NUMBER 

NUMBER OF 
PLATES 

Pounds Cap. 
Will Be More 
Than MMF. 

At 21/2 Turns 
Open Cap. Will Be 
Less Than MMF. 

LIST 

PRICE 

302 

2 PI. 

130 

15 

$0.60 

303 

3 PL 

340 

65 

.65 

304 

4 PI. 

550 

100 

.75 

305 

5 PL 

760 

190 

.85 

306 

6 PL 

970 

275 

.90 

307 

7 PL 

1180 

350 

1.00 

308 

8 PL 

1390 

450 

1.05 

309 

9 PL 

1600 

550 

1.15 

310 

10 PL 

1890 

650 

1.25 

311 

11 PL 

2110 

780 

1.35 

312 

12 PL 

2330 

880 

1.40 

313 

13 PL 

2605 

1150 

1.50 

314 

14 PL 

2830 

1300 

1.60 

315 

15 PL 

3055 

1400 

1.65 


Screw is insulated from top plate my mica washer. Above 
maximum capacity values are based on using 1to 1% 
Mil Mica films. 



TYPE 58 PADDER 1.000" x .468" 



TYPE 50 DUAL PADDER 

(will fit any size shield having dimensions exceeding 

1-1/16" X 1-1/16") 



TYPE 60 DUAL PADDER 


(will fit any size shield having dimensions exceeding x %") 



TYPE 30 AND TYPE 30-M PADDER 7/8" x 15/16" 


TYPE 30-M 

1000 Volts DC Flash-Test — 500 Working Volts DC 


GUARANTEED RANGE 


PART 

NUMBER 

NUMBER OF 
PLATES 

At 11/2 Inch 
Pounds Cap. 
Will Be More 
Than MMF. 

At 21/2 Turns 

Open Cap. Will Be 
Less Than MMF. 

LIST 

PRICE 

302-M 

2 PL 

120 

15 

$0.60 

303-M 

3 PL 

320 

65 

.65 

304-IVI 

4 PL 

500 

100 

.80 

305-M 

5 PL 

690 

180 

.85 

306-M 

6 PL 

880 

265 

.90 

307-M 

7 PL 

1070 

340 

1.05 

308-IVI 

8 PL 

1260 

425 

1.10 

309-M 

9 PL 

1415 

525 

1.15 

310-IVI 

10 PL 

1600 

615 

1.25 

311-M 

11 PL 

1785 

730 

1.35 

312-M 

12 PL 

1970 

800 

1.45 

313-IVl 

13 PL 

2155 

1000 

1.50 

314-M 

14 PL 

2340 

1100 

1.60 

315-IVI 

15 PL 

2525 

1200 

1.70 


Screw is insulated from top plate by mica washer. Above 
maximum capacity values are based on using 2 to 2% Mil 
Mica. 


GUARANTEED RANGE 


PART 

NUMBER 

NUMBER OF 
PLATES 

At Tight Cap. 
Will Be More 
Than MMF. 

At 2 Turns 

Open Cap. Will Be 
Less Than MMF. 

LIST 

PRICE 

582 

2 PL 

80 

7.5 

$0.40 

583 

3 PL 

160 

19 

.45 

584 

4 PL 

240 

50 

.50 


-^TYPE 58 Padder is a single variable trimmer section provided with a 
two-pronsred staple mounting for attachment to bracket or chassis. 
Base is made of lowest loss steatite and the mica is India Ruby. 


GUARANTEED RANGE 


PART 

NUMBER 

NUMBER OF 
PLATES 

At Tight Cap. 
Will Be More 
Than MMF. 

At 2 Turns 

Open Cap. Will Be 
Less Than MMF. 

LIST 

PRICE 

502 

2 PL 

80 

7.5 

$0.60 

503 

3 PL 

160 

19 

.70 

504 

4 PL 

240 

50 

.80 


-^TYPE 50 Dual Padders provide two variable trimmers mounted on a 
single base. This unit is designed as a tuning component for I.F. 
transformers; and as such, may be snap-in mounted along with the trans¬ 
former coil in any size shield having dimensions exceeding x 1 ^^'. 


GUARANTEED RANGE 


PART 

NUMBER 

NUMBER OF 
PLATES 

At Tight Cap. 
Will Be More 
Than MMF. 

At 2 Turns 

Open Cap. Will Be 
Less Than MMF. 

LIST 

PRICE 

602 

2 PL 

55 

7 

$0.50 

603 

8 PL 

100 

15 

.60 

604 

4 PL 

160 

35 

.70 


^ TYPE 60 Dual Padders provide two variable trimmers mounted on a 
single base. This unit is designed as a tuning component for I.F. 
transformers; and as such, may be snap-in mounted along with the trans¬ 
former coil in any size shield having dimensions exceeding %" x 


See page 7 for Mica Trimmer Capacitors 
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TYPE 46 TRIMMER 


The base is made of the lowest dielectric loss ceramic material 
available and the mica is clear India Ruby. 

The soldering lugs may be bent in any position without affecting 
capacity setting due to the rigid construction of adjusting plates. 

El-Menco Trimming Condensers are treated for resistance to 
humidity and for permanence of capacity setting. 


Trimmers shown here are standard sizes and capacities. 


TYPE 46W 

NUMBER 

PART 

PLATES 
NUMBER OF 

GUARANTEED RANGE 

At Tight Cap. At 2Yz Turns 

Will Be More Open Cap. Will Be 
Than MMF. Less Than MMF. 

LIST 

PRICE 

460 

PI. 

16 

1.6 

$0.35 

461 

1% PI. 

80 

2.7 

35 

462 

2 PI. 

80 

5 

.40 

463 i 1 

8 PI. 

180 

9 

.45 

464 , i 

4 PI. 

280 

25 

.50 

465 

6 PI. 

880 

60 

.55 

466 1 

6 PI. 

480 

80 

.60 

467 

7 PI. 

580 

110 

.70 

468 

8 PI. 

680 

140 

.75 

469 

9 PI. 

780 

170 

.80 



TYPE 46 TRIMMER 3/4” x Vs" 

Metal Mounting Brackets for these 
trimmers can be supplied from stock 

LIST PRICE 


Bracket for mounting 2 Trimmers .... $0.10 

Bracket for mounting 8 Trimmers .... .12 

Bracket for mounting 4 Trimmers .... .14 

Bracket for mounting 5 Trimmers .... .16 

Bracket for mounting 6 Trimmers .... .18 


Type 46 Trimmer and Type 30 Padder Kits 

A complete stock of trimmers and padders is provided in these compact, easily handled, and readily ac¬ 
cessible kits. Always have a full line of El-Menco trimmers and padders available for immediate use. 



TYPE 46 TRIMMER KIT 


Provides a capacity range from to 780 mmfd. 
Twenty-four units of each size available in type 46 trim¬ 
mers (see page 7). 

The total list price for all units included in the kit is 
$115.20. 

Yet you may have this complete kit for only 

List Price Only $90.00 



TYPE 30 PADDER KIT 


Provides a capacity range from 15 to 3055 mmfd. 
(30M:15 to 2525 mmfd.) 

Twelve units of each size available in type 30 or type 30M 
(see page 6). 

The total list price for all units included in the kit is 

$ 163 . 20 . 

Yet you may have this complete kit for only 

List Price Only $125.00 
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CERAMIC CAPACITORS 

Use primarily for coupling and by-pass in RF and higher frequency circuits, ELMENCO ceramic capaci¬ 
tors are wax impregnated with low-loss phenolic coating. Insulation resistance far exceeds the 10,000 
megohm minimum requirements. Voltage rating is 1500VDCT, 500VDCW. 90% relative humidity 
test for 100 hours. Radial leads are li/4" minimum No. 22 tinned copper wire. 


SILVER HIGH ‘‘K” TUBULAR 



For general and higher frequency 
applications RMA Color Code. Tol¬ 
erance ±20%. 

See Note below for 
Lower Capacities, 


Reduced self-inductance due to flat 
design makes these units particularly 
adaptable to VHF applications. 

Capacity and tolerance stamped on 
capacitor. 

Maximum dimensions: 


TYPE 

DESIGNATION 

CC-1-301 

CC-1-401 

cap' 

MMF. 

300 

400 

S 1 z 
LENGTH 

E 

DIAM. 

.250" 

.250" 

LIST 

PRICE 

$0.25 

.25 

.575" 

.150" 

diameter 

thickness 

LIST 

PRICE 

LIST 

PRICE 

CC-1-501 

500 


.250" 

.25 

TYPE 

CAP. 

(MIN. 

(±20% 

CC-2-751 

750 

%" 

.250" 

.25 

DESIGNATION 

MMF. GUAR. CAP.) 

TOL.) 

CC-2-102 

1000 

%" 

.250" 

.25 

CCD-102 

1000 

$0.25 

$0.30 

CC-2-122 

1200 

%" 

.250" 

.25 

CCD-152 

1500 

.25 

.30 

CC-2-152 

1500 

%" 

.250" 

.25 

CCD-202 

2000 

.25 

30 

CC-2-202 

2000 

%" 

.250" 

.25 

CCD-272 

2700 

.25 

35 

CC-3-252 

2500 

ii" 

.350" 

.30 

CCD-332 

3300 

.25 

35 

CC-3-302 

3000 

ii" 

.350" 

.30 

CCD-392 

3900 

.25 

35 

CC-3-402 

4000 


.350" 

.35 

CCD-472 

4700 

.25 

35 

CC-4-502 

6000 

1" 

.350" 

.40 

CCD-502 

6000 

.25 

.40 

CC-4-682 

6800 

1" 

.350" 

.40 

CCD-6g2 

6800 

.25 

.45 

CC-5-752 

7500 

1.20" 

.350" 

.45 

CCD-822 

8200 

.30 

.50 

CC-5-103 

10000 

1.20" 

.850" 

.50 

CCD-103 

10000 

.30 

.50 

CC-6-123 

12000 

1.325" 

.350" 

.50 

CCD-123 

12000 

.40 



Negative temperature coefficient cer¬ 
amics for compensation and reduction 
of temperature drift. 

Capacity and tolerance stamped on 
capacitor. 

Maximum dimensions: 

.575" diameter 
.150" thickness 


TYPE 

DESIGNATION 

CCDN-470 

CCDN-560 

CCDN-620 

CCDN-6gO 

CCDN-750 

CCDN-g20 

CCDN-101 

CCDN-121 

CCDN-151 


LIST LIST 

PRICE PRICE 

(± 20 % (± 10 % 

TOL.) TOL.) 



Adjustable ceramic trimmer 
capacitor for high frequency- 
applications. Silvered Stea¬ 
tite tubes %" in length pro¬ 
vide capacity ranges listed 
below upon insertion of 6-32 


VARIABLE CERAMIC TRIMMER 


PART No. 
CV-l 
CV-2 
CV.3 


CAP. RANGE 
WIMF. 
0.5-3 

1 - 4 

2 - 6 


LIST PRICE 
$0.35 


Compact rugged ceramic 
feed through capacitors are 
designed for high frequency 
coupling with a minimum of 
inductive reactance through 
elimination of wire leads. 
These units are three dot 
EMA coded and rated at 
500VDCW. 






FEED THRU CAPACITORS 


PART No. 

CCF-501 

CCF-102 

CCF-152 

CCF-202 


CAP. (NIMF.) 
(Guar. Min. Val.) 

500 

1000 

1500 

2000 


LIST PRICE 
$0.40 
.40 
< .40 

a .40 
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ARCO ELECTRONICS, INC. 

E 1 - M E N C O CAP A C I TORS 


NEW ARCO CAPACITOR KITS 


1000 VOLT 
PAPER TUBULAR 
CAPACITOR KIT 


SPECIAL 

KIT 

LIST 

PRICE 


35 







STANDARD 
PAPER TUBULAR 
CAPACITOR KIT 

SPECIAL KIT 
LIST PRICE 


37 


This Kit contains 5 EACH of the following 
PAPER TUBULAR CAPACITOR SIZES 


This Kit contains 5 EACH of the following 
PAPER TUBULAR CAPACITOR SIZES 


PART 

CAPACITY 

WORKING 

NUMBER 

MFD. 

VOLTAGE 

CP-1-102 

.001 

1000 

CP-1-152 

.0015 

1000 

CP-1-202 

. .002 

1000 

CP-1-252 

.0025 

1000 

eP-2-302 

.003 

1000 

CP-2-332 

.0033 

1000 

CP-2-402 

.004 

1000 

CP-2-472 

.0047 

1000 

CP-2-502 

.005 

1000 

CP-2-602 

.006 

1000 

CP-2-752 

.0075 

1000 

CP-3-103 

.01 

1000 

CP-3-153 

.015 

1000 

CP-4-203 

.02 

1000 

CP-4.253 

■ .025 

1000 

CP-5-353 

.035 

1000 

CP-5.503 

.05 

1000 


El-Menco CP type paper tubular capacitors are sealed in 
impervious steatite ceramic tubes through use of syn¬ 
thetic resin end fills which are waterproof and will not 
melt at any conceivable operating temperature. The non¬ 
inductivity wound paper and foil inserts are mineral oil 
impregnated. This combination of fine quality material 
and construction insures long life at high ambient tem¬ 
peratures, indefinite shelf-life and trouble-free operation 
under the most adverse conditions. 


CM20 HI VOLTAGE 
CAPACITOR KIT 

This Kit contains 10 EACH of the following 
HIGH VOLTAGE CAPACITORS, Tolerance ±20% 


PART 

CAPACITY 

WORKING 

NUMBER 

MFD. 

VOLTAGE 

CP.1-102 

.001 

600 

CP-1-152 

.0015 

600 

CP-1-202 

.002 

600 

CP-1-222 

.0022 

600 

CP-1-252 

.0025 

600 

CP-1-302 

.003 

600 

CP-1-332 

.0038 

600 

CP-1.402 

.004 

600 

CP.1-472 

.0047 

600 

CP-1-502 

.005 

600 

CP-2.602 

.006 

600 

CP-2-6g2 

.0068 

600 

CP-2.752 

.0075 

600 

CP-2-103 

.01 

600 

CP-2-153 

.015 

600 

CP-3-203 

.02 

600 

CP-3-223 

.022 

600 

CP.4-303 

.03 

600 

CP-4-333 

.033 

600 

CP.4-403 

.04 

600 

CP-4-473 

.047 

600 

CP-4.503 

.05 

600 

CP-5-104 

.1 

600 

CP-6-254 

.25 

400 

CP-6-504 

.5 

200 


CAP. 

WKG. 

CAP. 

WKG. 

CAP. 

WKG. 

MMF. 

VOLT. 

MMF. 

VOLT. 

MMF. 

VOLT. 

...6 

2500 

56 

2500 

270 

1500 

10 

2500 

62 

2500 

300 

1000 

l2 

2600 

68 

2500 

330 

1000 

15 

2500 

75 

1500 

860 

1000 

18 

2500 

82 

1500 

890 

1000 

20 

2500 

91 

1500 

430 

1000 

22 

2500 

100 

1500 

470 

1000 

24 

2500 

110 

1500 

500 

1000 

27- 

2500 

120 

1500 

510 

1000 

30 

2500 

130 

1500 

660 

1000 

38 

2500 

150 

1500 

620 

1000 

sO 

2500 

160 

1500 

680 

1000 

30 

2500 

180 

1600 

750 

1000 

40 

2600 

200 

1600 

820 

1000 

. 4t 

2600 

220 ‘ 

1600 

910 

1000 

, 50 

2600 

240 

1600 

1000 

1000 

51 

2600 

260 

1600 





I 



El-Menco High Voltage Capacitors are manufactured in accordance 
with JAN and RMA Specifications ior molded mica capacitors and 
are additiona^y designed to operate at higher voltages than normally 
expected of linits of this size. They are ideally suited for use in 
high voltage, low power circuits, particularly where space require¬ 
ments are an’important factor. Axial wire leads provide simplicity 
of wiring through elimination of added mounting devices. All units 
are molded in loW-loss phenolic cases and are wax-dipped for pro¬ 
tection against salt-water immersion. 
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SPECIAL KIT C 

LIST PRICE 

PURCHASED INDIVIDUALLY THE 
TOTAL LIST PRICE VALUE OF THE 
CAPACITORS CONTAINED IN THIS 
WOULD . $33500 


$38500 


JAN-C-5 

ELMENCO 

CAPACITOR KITS 

All capacitors contained in these handy ARCO 
kits are ELMENCO, a name known world-wide 
for quality and dependability of performance, 
the finest products in their field. 

SILVERED MICA KIT 

This kit contains the complete range of 
ELMENCO silvered molded mica capacitors 
from 5 mmf. to 10,000 mmf. manufactured in 
accordance with JAN-C-5 specifications. All 
units are of letters '"D’’ or 'T'' character¬ 
istics as specified and letter (5%) tolerance 
and are JAN color coded. 


THESE KITS CONTAIN FIVE EACH 
OF THE FOLLOWING ELMENCO 
MOLDED MICA CAPACITORS: 

47 JAN capacity values CM20 case size, max. dim. 
25/32 X 7/16 X 7/32", from 5 to 1000 mmf. 
500V DC W. ; 

12 JAN capacity values CM30 case size, max. dim. 
13/16 X 13/16x9/32", from 1100 to 3300 mmf. 
500VDCW. j 

7 JAN capacity values CM35 case size, max. dim. 
13/16 X 13/16 X M/32", from 3600 to 6200 mmf. 
500VDCW. 

5 JAN capacity values CM35 case size, max. dim. 
13/16 X 13/16 X M/32", from 6800 to 10,000 mmf. 
300VDCV/. 

PER JAN-C-5 SPECfFiCATIONS 


REG. FOIL MI^A 

SPECIAL KIT $*i A ^ 
LIST PRICE IV 





SPECIAL KIT 

LIST PRICE I^W 

PURCHASED INDIVIDUALLY THE 
TOTAL LIST PRICE VALUE OF THE 
CAPACITORS CONTAINED IN THIS 

WOULD ^ ^ $15340 


This kit contains the complete range of ELMENCO 
regular foil molded mica capacitors from 5 mmf. to 
10,000 mmf. manufactured in accordance with JAN- 
C-5 specifications. All units are of the letter ''B” 
characteristic and letter (10%) tolerance and 
are JAN color coded. 
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ATOM” ELECTROLYTICS 


# The Smallest Dependable Dry Electrolytic—the Only Small Size 
Capacitor Designed for 85 operation in Voltages from 6 to 
450 WVDC 

# Whether for AC-DC Sets, Auto Radios, Home Radio-phono 
Combinations, or TV Sets, the SPRAGUE Line Will Handle All your 
Replacement Requirements—No Dual Inventory Problems 

# Small Enough to Fit Anywhere, Work Anywhere 

# Guaranteed to Have tow Leakage and Long Shelf Life 

# Will Withstand High Temperatures, High Ripple Currents, High 
Surge Voltages 


MF 


WVDC 


Diom. X Length 


Cat. No. 


List 


SINGLE UNITS 


so 

6 

Vb 

X 

V/a 

TVA-1100 

$ .95 

100 

6 

Vi 

X 

V/b 

TVA-nOl 

1.20 

250 

6 

% 

X 

IMs 

TVA-n02 

1.35 

500 

6 

Vb 

X 

2Ms 

TVA-n03 

1.55 

1000 

6 

'Ms 

X 


TVA-1T04 

1.90 

1500 

6 

'Ms 

X 

2"Ms 

TVA-1105 

2.10 

2000 

6 

'Ms 

X 

2'Ms 

TVA.1106 

2.30 

100 

12 

Ms 

X 

IMs 

TVA-1130 

1.20 

250 

12 

Vb 

X 

l"Ms 

TVA-1131 

1.45 

500 

12 

% 

X 

l"Ms 

TVA-1132 

1.70 

1000 

12 

'Ms 

X 

23Ms 

TVA-1133 

2.25 

lOO 

15 

Vb 

X 

1M# 

TVA-1160 

1.25 

250 

15 

Vb 

X 

l"Ms 

TVA-1161 

1.55 

500 

16 

"A 

X 

2M6 

TVA-1162 

1.75 

1000 

16 

% 

X 

2Ms 

TVA-1163 

2.30 

2 

25 

Vb 

X 

l'/4 

TVA-1201 

.90 

5 

25 

Vb 

X 

v/a 

TVA-1203 

1.00 

10 

25 

Vb 

X 

v/a 

TVA-1204 

1.00 

25 

25 

Vb 

X 

v/a 

TVA-1205 

1.00 

50 

25 

Ms 

X 

IMs 

TVA-1206 

1.10 

100 

25 

Ms 

X 

l"Ms 

TVA-1207 

1.35 

250 

25 

% 

X 

l"Ms 

TVA-1208 

1.70 

500 

25 

Vb 

X 

2Ms 

TVA-1209 

2.30 

1 

50 

Vb 

X 

l'/4 

TVA-1300 

.90 

2 

50 

Vb 

X 

l'/4 

TVA-1301 

.90 

5 

50 

Vb 

X 

l’/4 

TVA-1303 

1.00 

10 

50 

Vb 

X 

v/a 

TVA-1304 

1.00 

25 

50 

Ms 

X 

IMs 

TVA-1306 

1.05 

50 

50 

Ms 

X 

l"Ms 

TVA-1308 

1.20 

100 

50 

Vb 

X 

l"Ms 

TVA-1310 

1.40 

150 

50 

% 

X 

l"Ms 

TVA-1311 

1.55 

250 

50 

'Ms 

X 

l"Ms 

TVA-1312 

1.75 

4 

150 

Vb 

X 

v/a 

TVA-1402 

1.00 

8 

150 > 

Vb 

X 

Wa 

TVA-1405 

1.05 

10 

150 

Vb 

X 

Wa 

TVA-1406 

1.05 

12 

150 

Vb 

X 

1% 

TVA-1407 

1.10 

16 

150 

Ms 

X 

1"M6 

TVA-1409 

1.15 

20 

150 

Ms 

X 

l"Ms 

TVA-14T0 

1.20 

30 

150"^ 

Vb 

X 

l"Ms 

TVA-1412 

1.30 

40 

150 

Va 

X 

l"Ms 

TVA-1413 

1.3^:^' 

50 

150 

'Ms 

X 

l"Ms 

TVA-1414 

1.40 

1^;; 80 

150 

Vb 

X 

I'Ms 

TVA-1418 

1.60 

100 

150 

Vb 

X 

23Ms 

TVA-1420 

1 1.75 

150 

150 

1 

X 

2Ms 

TVA-1422 

1.90 

4 

250 

Ms 

X 

V/b 

TVA-1501 

1.00 

8 

250 

Vi 

X 

V/b 

TVA-1503 

1.15 

W 

250 

Ms 

X 

l"Ms 

TVA-1504 

1.20 

12 

250 

Ms 

X 

r"Ms 

TVA-1505 

1.25 

16 

250 

Vb 

X 

l"Ms 

TVA-1507 

1.30 

20 

250 

"Ms 

X 

l"Ms 

TVA-1508 

1.35 

30 

250 

"Ms 

X 

2Ms 

TVA-1510 

1.45 

40 

250 

V4 

X 

2Ms 

TVA-1511 

1.55 

.M 

350 

Vi 

X 

V/b 

TVA-1601 

1.05 

8 

350 

Vb 

X 

l"Ms 

TVA-1603 

1.20 

10 

350 

"Ms 

X 

l"Ms 

TVA-1604 

1.25 

12 

350 

"Ms 

X 

l"Ms 

TVA-1605 

1.30 



MF 

I WVDC 

1 Diam. X Length 

1 Cat. No. 

1 List 

16 

350 

%xl"Ms 

TVA-1607 

$1.40 

20 

350 

'Msxl"Ms 

TVA-1608 

1.45 

30 

350 

'Ms X 2Ms 1 

TVA-1610 

1.65 

40 

350 

Vb X 2 Ms 

TVA-1611 

1.75 

60 

350 

1 x2Jl6 

TVA-1613 

1.95 

2 

450 

Ms X 1 % 

TVA-1701 

1.10 

4 

450 

Ms X l"Ms 

TVA-1702 

1.15 

8 

450 

'Msxl'Ms 

TVA-1704 

1.25 

10 

450 

"Msx l"Ms 

TVA-1705 

1.30 

12 

450 

% x l"Ms 

TVA-1706 

1.35 

16 

450 

Va X 2Ms 

TVA-1708 

1.40 

20 

450 

Va X 2M6 

TVA-1709 

1.55 

30 

450 

Vb X 2Ms 

TVA-1711 

1.70 

40 

450 

Vb X 2"Ms 

TVA-1712 

1.80 

50 

450 

Vb X 3Ms 

TVA-1713 

2.10 

80 

450 

1 X 3"Ms 

TVA-1716 

! 2.80 

10 

475 

%xl'Ms 

TVA-1802 

1.35 

20 

475 

Vb X 2Ms 

TVA-1804 

1.60 

8 

500 

%xl"Ms 

TVA-1902 

T.30 

16 

500 

'Ms X 2M6 

TVA-1905 

1.50 

20 

1 500 

1 X 2Ms 

TVA-1906 

1.60 


DUAL UNITS 


COMMON NEGATIVE—3 LEADS 


10-10 

25-25 

% X 1 

TVA-2210 

$1.40 

10-10 

50-50 

Vbx 

IMs 

TVA-2315 

1.40 

8-8 

150-150 

Vbx 

IMs 

TVA-2415 

1.50 

16-16 

150-150 

Vbx 

IMs 

TVA-2420 

1.80 

20-12 

150-150 

Vbx 

IMs 

TVA-2425 

1.60 

20-20 

150-150 

Vb X 

IMs 

TVA-2428 

1.65 

30-20 

150-150 

Vbx 

l"Ms 

TVA-2421 

1.70 

30-30 

150-150 

Vbx 

l"Ms 

TVA-2434 

1.80 

40-20 

150-150 

Vbx 

l"Ms 

TVA-2438 

1.75 

40-30 

150-150 

Vbx 

I'Ms 

TVA-2442 

1.80 

40-40 

150-150 

Vbx 

I'Ms 

TVA-2445 

1.85 

50-30 

150-150 

Vbx 

I'Ms 

TVA-2450 

1.95 

50-50 

150-150 

Vbx 

2Ms 

TVA-2453 

2.10 

80-30 

150-150 

Vbx 

2M6 

TVA-2460 

' 2.20 

16-8 

200-200 

34, X 

23/8 

TA-816 

! 1.55 

16-16 

256-250 

'Msx 

23/8 

AT-26T 

i 1.70 

20-20 

250-250 

Vbx 

I'Ms 

TVA-2515 

1.85 

40-10 : 

250-250 

Vbx 

23Ms 

TVA-2520 

2.05 

80-10 

250-250 

'Msx 

33Ms 

TVA-2525 

2.55 

8-8 

450-450 

Vb X 

l"Ms 

TVA-2720 

1.70 

10-10 

450-450 

Vbx 

I'Ms 

TVA-2722 

1.85 

16-8 

450-450 

Vbx 

23/s 

TVA-2725 

2.00 

20-20 

450-450 

Vbx 

2'Ms 

TVA-2730 

2.50 

30-30 

450-450 

1 X 

33/6 

TVA-2735 

3.00 

40-40 

450-450 

1 X 

3'M6 

TVA-2740 

3.40 


SEPARATE SECTIONS—4 LEADS 


20-20 

150-150 

1 X 2% 

TU-220 

2.05 

40-20 

150-150 

1146x2% 

TU-420 

2.20 

16-16 

250-250 

1 X 2% 

TU-216 

2.20 

8-8 

450-450 

1Vi6x3% 

TU-88 

2.15 

16-16 

450-450 

1% X 3% 

TU-1616 

2.80 


Radio’ is Haste® -r I Sth) Edition 3-53 


All prices subieef ta change Without notice# 
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TRADE DISCOUNT APPLIES TO LIST PRICES dHtY 















MF 

WVDC 

Diam. x Length 

Cat. No. 

List 

MF 

WVDC 

Diam. x Length 

Cat. No. 

1 List 


TRIPLE UNITS 



50-50-20 

150-150-25 

1 X 2% 

TVA-3436 

$2.50 







150-150-150 

X 2V$ 

TVA-3440 

2.20 

20-20-20 

150-150-25 

% X 23/8 

TVA-3415 

$2.05 

30-30-30 

150-150-150 

1 k2Vi 

TVA .3444 

2.35 

30-30-100 

150-150-12 

% X 2% 

TVA-3419 

2.30 






40-30-20 

150-150-25 

% X 2% 

TVA-3423 

2.20 

40-30-20 

150-150-150 

1 X 2% 

TVA-3448 

2.35 






40-40-40 

150-150-150 

% X 3% 

TVA-3451 

2.45 

40-40-100 

150-150-25 

X 33/8 

TVA-3427 

2.45 

80-40-20 

150-150-150 

1 X 3% 

TVA-3455 

2.75 

50-30-20 

150-150-25 

X 2% 

TVA-3430 

2.35 






50-30-200 

150-150-25 

1 X 33/8 

TVA-3433 

2.75 

12-12-20 

450-450-25 

1 x2% 

TVA-3716 

2.30 


HLV ’LYTICS 


SCREWBASE ELECTROLYTICS 


HIGH CAPACITY 
LOW VOLTAGE 



# Especially Designed for Filter Circuits in 
Motion Picture Amplifiers and Other Critical 
Equipment 



Type PLS—Capacitor sections 
have separate positive leads 
and common negative lead 

Type LS —•Positive terminal is 
lug connection, can is nega¬ 
tive terminal 

Type SC—For use where high 
peaks may occur . . . Lug 
connection is positive, can is negative 

Type CL —Same as Type SC, but with can 
insulated from Sections . . . Separate 
positive and negative leads 

Type WR—Designed to replace wet elec- 


trolytics . . . Will witfistand A-C ripples 
that may break down ordinary drys • • « 
Has lug terminal 

Type AP —For high voltage applications , . • 
Sections are connected in series... Insulated 
leads 


• Eliminates,All Hum 

# Compact Construction 

# Hermetically Sealed in Aluminum Can 

• Has Outer insulating Cardboard Tube 


MF 

WVDC 

Dia. X Length 

Cat. No. 

List 

500 

6 

1 X 2»/s 

HLV-506 

$3.05 

1000 

6 

1V$x2V4 

HLV-106 

3.40 

1500 

6 

iy.x2% 

HLV-156 

3.60 

2000 

6 

iy$ X 3V4 

HLV.206 

3.80 

500 

12 

l%x2!4 

HLV-5012 

3.20 

1000 

12 

iysx2V4 

HLV-1012 

3.75 

1500 

12 

1% X 2% 

HLV-1512 

3.95 

2000 

12 

1V$ X 3V4 

HLV-2012 

4.15 

500 

15 

iy«x2'A 

HLV-5015 

3.25 

1000 

15 

iy»x 214 

HLV-1015 

3.80 

1500 

15 

lys X 314 

HLV-1515 

4.00 

2000 

15 

172x3% 

HLV-2015 

4.70 

500 

25 

iyix2% 

HLV-525 

3.80 

1000 

25 

1% X 3!4 

HLV-1025 

4.80 

2000 

25 

1% x 4!4 

HLV-2025 

5.75 


MF Dia. X Length Cat. No. List 


TYPE PLS— 450 WVDC, 525 V Surge 


4 

iysx2^ 

PLS.4 

$2.00 

8 

iysx25^ 

PLS-8 

2.20 

12 

lys X 2^Ai 

PLS-12 

2.40 

16 

iysx25i« 

PLS-16 

2.45 

20 

iysx25i4 

PLS-20 

2.70 

25 

iy$x3^/k 

PLS-25 

2.90 

30 

iy.x 3jit 

PLS.30 

3.00 

40 

iysx3'%« 

PLS-40 

3.15 

4+8 

13/fx2i5i« 

PLS-48 

2.95 

8+8 

iy2x2>%s 

PLS-8 8 

3.00 

8+16 

1 '/2 x2>%4 

PLS-816 

3.30 

16+16 

V/2X3^SA4 

PLS-216 

3.55 

8+8+8 

iy2x2'%s 

PLS-888 

5.00 


TYPE LS—450 WVDC/ 525 V Surge 


8 

lys X 2»%S 

LS-8 

2.20 

12 

iysx2«%« 

LS-12 

2.40 

16 

1%x2«%4 

LS-16 

2.45 

20 

l%x2i%* 

LS-20 

2.70 

25 

I%x35i4 

LS-25 

2.90 

30 

1%x37^ 

LS-30 

3.00 

40 

iysx3»%« 

LS-40 

3.15 

8+8 

I%x2l4 

LS-88 

3.00 


MF Dia. X Length Cat. No. List 


TYPE SC~475 WVDC, 600 V Surge 


4 

1 x3^* 

SC-4 

$2.55 

8 

l%x4?is 

SC-8 

2.75 

12 

IHxAAt 

SC.12 

2.95 

16 

V/2XA7A4 

SC.16 

3.15 

8+8 

iysx4!4 

SC-88 

4.10 


TYPE CL—475 WVDC 600 V Surge 






TYPE WR—500 WVDC, 600 V Surge 

8 

iysx3’%s 

WR-8 

2.85 

16 

1%x45is 

WR-16 

3.30 

25 

V/2X57M 

WR-25 

3.75 


TYPE AP—600 WYDC, 800 V Surge 


4 

1 x 4?is 

AP-46 

2.95 

8 

l%x4^ 

AP-86 

3.15 

16 

V/ixA^M 

AP.16 

3.75 


OCTAL-BASE “PLUG-IN” ELECTROLYTICS 


MF 

WVDC 

Dia. X Length 

Cat. No. 

List 

100 

350 

l%x3 

PE-1636 

$5.85 

10 

450 

1%2x2!^ 

PE-1705 

4.05 

20 

450 

I%2x2y2 

PE-1714 

4.30 

40 

450 

13/8X2/2 

PE-1725 

4.55 

80 

450 

13/8X3/2 

PE-1730 

5.55 

20-20 

150-150 

1%2x2/2 

PE-2415 

4.20 

40-40 

150-150 

15^ X 2/2 

PE-2428 

4.40 

10-10 

450-450 

1 3/62X2/2 

PE-2750 

4.40 

20-20 

450-450 

13/4x2/2 

PE-2755 

5.05 

40-40 

450-450 

13/8x2/2 

PE-2764 

5.95 

10-10-10 

450-450-450 

13/42x2/2 

PE-3776 

5.10 

20-20-20 

450-450-450 

13/8x3 

PE-3780 

6.10 

30-30-10-20 

450-450-450-50 

13/8x3/2 

PE-4741 

6.85 


TRADE DISCOUNT APPLIES TO LIST PRICES ONLY 



For Broadcast Am¬ 
plifiers, Police Radio, 
and Other Applica¬ 
tions where Rapid 
Changing of Capac¬ 
itors is Desired 

Will Fit Standard 
Octal Base Tube 
Sockets 

Hermetically Sealed 
in Aluminum Cans for 
Long Life 

Will Stand Up under Extremely High Temperatures, High Ripple Currents, 
and High Surge Voltages 


Ati pHces si^ject to chonge without notice. 


Radio’s Master — Edition 

#«§• P-73 




















































TVL TWIST-LOK* ELECTROLYTICS 



MF 

WVDC 

Diam. x Length 

Cat. No. 1 

List 

SINGLE UNITS 

.5n@15.75 KC 

3N.P. 

1 X 2 

TVL-1010 

$2.10 

CPS 

3N.P. 

1% X 2'/2 

TVL-1015 

3.20 

10S2@30 CPS 

3N.P. 

%x2 

TVL-1020 

2.20 

2000 

6 

1% X 2 

TVL-1115 

2.55 

3000 

10 

iy8x2'/2 

TVL-1140 

2.90 

1000 

15 

1 X 2V2 

TVL-1165 

2.55 

2000 

15 

lya X 2 

TVL-1168 

3.45 

3000 

15 

13/8x3 

TVL-1170 

3.50 

40 

25 

3/4x2 

TVL-1210 

1.35 

100 

25 

3/4x2 

TVL-1215 

1.60 

500 

25 

1 x2 

TVL-1220 

2.55 

ipoo 

25 

13/8 X 2 

TVL-1230 

3.55 

150 

50 

3/4 X 2/2 

TVL-1320 

1.80 

500 

50 

13/8 X 2/2 

TVL-1330 

2.65 

20 

150 

1 x2 

TVL-1405 

1.45 

30 

150 

1 x2 

TVL-1408 

1.55 

40 

150 

1 x2 

TVL-1412 

1.60 

50 

150 

1 X 2 

TVL-1415 

1.65 

80 

150 

1 X 2/2 

TVL-1420 

1.85 

80 

150 

13/8 X 2 

TVL-1421 

1.85 

100 

150 

1 X 2/2 

TVL-1423 

2.00 

120 

150 

1 X 3/2 

TVL-1425 

2.15 

140 

150 

13/8x3 

TVL-1428 

2.15 

150 

150 

13/8x3 

TVL-1430 

2.15 

200 

150 

13/8 X 4 

TVL-1431 

2.45 

300 

150 

1% X 3^2 

TVL-1434 

2.80 

40 

200 

1 X 2 

TVL-1460 

1.70 

15 

250 

1 x2 

TVL-1505 

1.55 

20 

250 

1 x2 

TVL-1509 

1.60 

30 

250 

1 X 2 

tVL-1516 

1.70 

40 

250 

1 x2 

TVL-1519 

1.80 

50 

250 

1 X 2/2 

TVL-1522 

1.95 

60 

250 

1 x3 

TVL-1525 

2.05 

80 

250 

1 X 3/2 

TVL-1530 

2.15 

100 

250 

1 x3 

TVL-1535 

2.70 

150 

250 

13/8 X 3 

TVL-1540 

3.10 

15 j 

300 1 

1 x2 

TVL-1560 

1.60 

30 

300 

1 x2 

TVL-1563 

1.75 

50 

300 

CN 

X 

TVL-1567 

2.05 

60 1 

300 

1 x3 

TVL-1570 

2.10 

80 

300 

1 X 3/2 

TVL-1573 

2.55 

100 

300 

1 x4 

TVL-1578 

2.90 

125 

300 

13/8 X 3/2 

TVL-1580 

3.50 

150 

300 

1 % X 3!^ 

TVL-1584 

3.50 

30 

350 

1 X 2/2 

TVL-1617 

1.90 

40 

350 

1 x2 

TVL-1621 

2.00 

50 

350 

1 x3 

TVL-1622 

2.10 


Radio’s Master — IBth Edition 9 <.S 3 

Fag* P-74 


• Especially Designed for Tough TV Replacement Applications 

• Hermetically Sealed in Aluminum Cans for Long Life 

• The Most Dependable Electrolytic In Such Compact Size 

• Stand Up Under Extremely High Temperatures, High Ripple 
Currents, High Surge Voltages 

• Easy to Mount—A Twist of the Tabs Locks Unit in Place 

• Complete with Bakelite and Metal Washers, TheyVe ideal 
for Above>chassis Mounting 

• Designed for 85^C Operation, Up to 450 WVDC 

A* Trademark 


MF 

WVDC 

Diam. x Length 

Cat. No. 

List 

80 

350 

l%x3 

TVL-1630 

$2.85 

125 

350 

13/8 X 3/2 

TVL-1638 

3.95 

10 

400 

1 x2 

TVL-1655 

1.50 

20 

400 

1 x2 

TVL-1660 

1.75 

80 

400 

1%x3 

TVL-1675 

2.95 

10 

450 

1 x2 

TVL-1705 

1.55 

15 

450 

1 x2 

TVL-1709 

1.70 

20 

450 

1 x2 

TVL-1714 

1.80 

30 

450 

1 X 2/2 

TVL-1720 

1.95 

40 

450 

1 x3 

TVL-1725 

2.05 

80 

450 

13/8 X 2/2 

TVL-1735 

3.05 

125 

450 

13/8 X 4 

TVL-1760 

3.85 

30 

475 

1 x3 

TVL-1810 

2.00 

40 

475 

13/8 X 2 

TVL-1820 

2.50 

90 

475 

13/8 X 3/2 

TVL-1850 

3.50 

10 

525 

1 X 2 

TVL-1940 

1.70 


DUAL UNITS 


5.S2@15.75KC- 
2.5S2@60 CPS 


1%x2 

TVL-2010 

3.60 

1000-500 

6N.P.-6 N.P. 

l%x2 

TVL-2120 

3.90 

250-1000 

10-6 

l%x2 

TVL-2140 

2.85 

1000-1000 

15-15 

1 x354 

TVL-2160 

4.40 

40-40 

25-25 

1 x2 

TVL-2210 

1.60 

150-50 

25-25 

1 x2 

TVL-2230 

1.90 

50-50 

50-50 

1 x2 

TVL-2320 

1.70 

50-500 

150-5 

1 x3 

TVL-2404 

2.45 

20-20 

150-150 

1 x2 

TVL-2415 

1.70 

30-15 

150-150 

1 x2 

TVL-2418 

1.75 

30-30 

150-150 

1 x2 

TVL-2422 

1.85 

40-20 

T 50-150 

1 x2 

TVL-2425 

h85 

40-40 

150-150 

1 X 2'/i 

TVL-2428 

1.90 

50-30 

150-150 

1 X 2'/i 

TVL-2432 

2.00 

50-50 

150-150 

1 X 2/2 

TVL-2435 

2.15 

60-60 

150-150 

1 X 3/2 

TVL-2438 

2.35 

80-40 

150-150 

13/8 X 3/2 

TVL-2442 

2.30 

200-5 

150-150 

13/8 X 3 

TVL-2444 

2.70 

200-125 

150-150 

13/8 X 3/2 

TVL-2445 

3.75 

200-200 

150-150 

13/8x4 

TVL-2447 

4.00 

40-40 

200-200 

1 x3 

TVL-2460 

2.30 

40-25 

250-25 

1 X 2/2 

TVL-2505 

2.00 

10-10 

250-250 

1x2 

TVL-2510 

1.70 

20-20 

250-250 

1 x2 

TVL-2515 

1.90 

40-40 

250-250 

1 X 3/2 

TVL-2520 

2.50 

150-150 

250-250 

13/8x4 

TVL-2535 

5.15 

20-20 

200-25 

1 x2 

TVL-2555 

1.85 

10-10 

300-300 

1 x2 

TVL-2565 

1.75 

15-15 

300-300 

1 x2 

TVL-2568 

1.90 

40-40 

300-300 

13/8x2/2 

TVL-2575 

3.00 

60-60 

300-300 

13/8 X 2/2 

TVL-2579 

3.40 


All prices subfect to change without notice. 


TRADE DISCOUNT APPLIES TO LIST PRICES ONLY 


























MF 

WVDC 

Diam. x Length 

Cat. No, 

List 

MF 

WVDC 

Diam. x Length 

Cat. No. 

List 

80-40 

300-300 

lys X 2V2 

TVL-2582 

$3.55 

40-20-20 

250-250-250 

1 X 372 

TVL-3540 

$2.90 

80-60 

300-300 

1% X 3’/2 

TVL-2584 

3.70 

100-60-20 

300-150-25 

178 X 3 

TVL-3560 

4.20 

80-80 

300-300 

1% X 372 

TVL-2585 

4.05 

100-60-20 

300-250-250 

1% X 4 

TVL-3562 

4.90 

120-20 

300-300 

Wz X 372 

TVL-2588 

4.00 

200-60-20 

300-250-250 

1% X 4 

TVL-3563 

5.50 

120-40 

300-300 

1% X 372 

TVL-2589 

4.35 

20-20-20 

300-300-25 

1 X 272 

TVL-3565 

2.75 

20-30 

350-250 

1 X 3 

TVL-2615 

2.30 

40-15-20 

300-300-25 

1 X 3 

TVL-3570 

2.95 

40-10 

350-250 

1 X 3 

TVL-2617 

2.45 

40-20-20 

300-300-25 

178 X 2 

TVL-3573 

3.10 

60-80 

350-250 

1% X 272 

TVL-2618 

3.45 

200-20-10 

300-300-100 

178 X 4 

TVL-3575 

4.90 

30-30 

350-300 

1 X 372 

TVL-2621 

2.65 

10-10-15 

300-300-250 

1 X 2 

TVL-3578 

2.45 

20-20 

350-350 

1 X 3 

TVL-2626 

2.30 

10-10-10 

300-300-300 

1 x2 

TVL-3580 

2.40 

30-20 

350-350 

1 X 372 

TVL-2627 

2.60 

80-40-40 

300-300-300 

178 X 372 

TVL-3583 

4.75 

80-80 

350-350 

178x4 

TVL-2635 

4.70 

120-50-40 

300-300-300 

178 X 4 

TVL-3585 

5.85 

40-100 

400-50 

V/b X 2 

TVL-2653 

2.70 

10-50-100 

350-150-50 

1 X 372 

TVL-3608 

2.85 

60-80 

400-250 

178x4 

TVL.2657 

3.90 

125-5-100 

350-200-75 

178 X 372 

TVL-3610 

5.30 

15-15 

400-400 

1 x272 

TVL-2660 

2.25 

20-30-20 

350-250-25 

1 X 3 

TVL-3612 

2.80 

30-10 

400-400 

1 x3 

TVL-2663 

2.35 

30-20-10 

350-250-250 

1 X 372 

TVL-3615 

3.00 

60-60 

400-400 

178x4 

TVL-2668 

4.40 

20-40-10 

350-300-150 

1 X 372 

TVL-3619 

3.15 

80-10 

400-400 

178 X 372 

TVL-2672 

3.40 

30-30-20 

350-300-25 

1 x3 

TVL-3620 

3.15 

80-40 

400-400 

1% X 4 

TVL-2675 

4.10 

40-20-10 

350-300-200 

178 X 2 

TVL-3623 

3.30 

80-10 

450-25 

178x3 

TVL-2705 

3.40 

10-10-20 

350-350-25 

1 X 2 

TVL-3628 

3.25 

10-100 

450-50 

1 X 272 

TVL-2708 

2.05 

15-10-20 

350-350-25 

1 X 272 

TVL-3630 

2.50 

80-50 

450-50 

178x3 

TVL-2710 

3.50 

15-15-20 

350-350-25 

1 X 272 

TVL-3632 

2.70 

20-100 

450-100 

178x2 

TVL-2713 

2.90 

20-5-30 

350-350-25 

1 X 2 

TVL-3633 

2.45 

20-80 

450-350 

178 X 372 

TVL-2730 

3.65 

20-10-20 

350-350-25 

1 X 272 

TVL-3634 

2.55 

40-10 

450-350 

178 X 272 

TVL.2735 

2.60 

30-20-20 

350-350-25 

1 X 372 

TVL-3636 

3.10 

10-10 

450-450 

1 X 2 

TVL-2750 

1,90 

10-5-150 

350-350-50 

1 x3 

TVL-3638 

2.70 

15-10 

450-450 

1 X 272 

TVL-2752 

2.25 

60-40-20 

350-350-350 

178x4 

TVL-3640 

4.25 

15-15 

450-450 

1 X 272 

TVL.2753 

2.25 

80-60-60 

350-350-350 

178x4 

TVL-3642 

5.55 

20-20 

450-450 

1 X 3 

TVL-2755 

2.55 

90-40-20 

350-350-350 

178x4 

TVL-3645 

5.25 

30-30 

450-450 

178 X 272 

TVL-2759 

3.05 

60-40-20 

400-300-25 

Wax ZYi 

TVL-3663 

4.20 

40-40 

450-450 

178X3 

TVL-2764 

3.45 

10-40-10 

400-300-150 

178 X 2 

TVL-3665 

2.90 

60-40 

450-450 

178 X 372 

TVL-2770 

3.95 

10-50-30 

400-350-25 

1 X 372 

TVL-3670 

3.10 

80-10 

450-450 

178 X 3 

TVL-2776 

3,60 

100-10-20 

400-350-50 

178 X 372 

TVL-3672 

4.50 

80-30 

450-450 

178x4 

TVL-2777 

4.20 

15-15-40 

400-400-25 

1 x3 

TVL-3675 

2.80 

20-100 

475-300 

178 X 372 

TVL-2810 

3.95 

20-20-20 

400-400-25 

1 x3 

TVL-3678 

2.85 

40-40 

475-475 

178 X 3 

TVL-2830 

4.30 

20-10-40 

400-400-50 

1 x3 

TVL-3682 

2.65 

80-40 

475-475 

178x4 

TVL-2850 

5.05 

80-40-150 

400-400-50 

178x4 

TVL-3684 

5.25 

40-50 

! 500-200 

178x3 

TVL-2920 

3.35 

20-10-10 

400-400-350 

1 x3 

TVL-3687 

2.70 






10-10-10 

400-400-400 

1 X 272 

TVL-3690 

2.40 


TRIPLE UNITS 



30-100-25 

450-25-25 

178 X 2 

TVL-3703 

2.95 






80-100-20 

450-50-50 

178 X 3 

TVL-3704 

4.25 

1500-1500-1500 3-3-3 

1 X 372 

TVL-3015 

6.00 

40-40-130 

450-150-50 

178x3 

TVL-3706 

3.70 

20-20-20 

25-25-25 

1 x2 

TVL-3210 

1.95 

40-90-50 

450-150-150 

178 X 3 

TVL-3708 

4.00 

40-40-40 

25-25-25 

1 x2 

TVL-3230 

2.15 

20-80-50 

450-200-50 

1 % X 2 V 2 

TVL-3709 

3.40 

30-30-30 

50-50-50 

1 x2 

TVL-3320 

2.15 

20-60-100 

450-250-25 

Wax 2 Y 2 

TVL-3711 

3.65 

20-250-100 

150-15-15 

178x2 

TVL-3403 

2.90 

10-80-80 

450-250-250 

Wax 4 

TVL-3712 

4.15 

100-50-25 

150-50-25 

1 x3 

TVL-3407 

3.00 

20-40-10 

450-250-250 

Wax 2 

TVL-3713 

3.15 

30-20-100 

150-150-6 

1 x2 

TVL-3412 

2.40 

10-100-20 

450-300-300 

Wa X 3 

TVL-3715 

4.35 

20-20-20 

150-150-25 

1 x2 

TVL-3415 

2.20 

20-15-10 

450-300-300 

1 X 372 

TVL-3716 

2.85 

30-20-20 

150-150-25 

1 x2 

TVL-3417 

2.25 

10-10-20 

450-350-25 

1 X 272 

TVL-3719 

2.30 

30-30-20 

150-150-25 

1 x2 

TVL-3419 

2.30 

10-10-50 

450-350-25 

1 X 3 

TVL-3721 

2.40 

40-20-20 

150-150-25 

1 X 272 

TVL-3422 

2.30 

20-80-100 

450-350-50 

178 X 372 

TVL-3722 

4.50 

40-30-20 

150-150-25 

1x2 

TVL-3424 

2.35 

30-40-50 

450-350-25 

1 x4 

TVL-3723 

3.70 

40-30-25 

150-150-25 

1 X 272 

TVL-3425 

2.35 

15-20-20 

450-350-250 

l%x2 

TVL-3724 

2.95 

50-30-100 

150-150-25 

1 x3 

TVL-3427 

2.70 

60-20-20 

450-350-350 

178 X 372 

TVL-3725 

4.30 

50-50-20 

150-150-25 

1 x3 

TVL-3430 

2.65 

10-30-30 

450-400-300 

178 X 272 

TVL-3726 

3.35 

20-20-20 

150-150-150 

1 X 272 

TVL-3433 

2.30 

20-80-10 

450-350-350 

178 X 372 

TVL-3727 

4.25 

30-30-10 

150-150-150 

1 x2 

TVL-3435 

2.35 

40-40-40 

450-400-300 

178 X 3 

TVL-3728 

4.60 

40-20-20 

150-150-150 

1 X 272 

TVL-3437 

2.40 

10-10-10 

450-450-25 

1 X 272 

TVL-3729 

2.40 

40-40-40 

150-150-150 

1 X 372 

TVL-3440 

2.60 

10-10-20 

450-450-25 

1 X 272 

TVL-3731 

2.40 

50-50-50 

150-150-150 

1 X 3 

TVL-3442 

3.00 

15-15-20 

450-450-25 

1 x3 

TVL-3733 

2.70 

80-80-80 

150-150-150 

178 X 3 

TVL-3446 

3.75 

20-10-20 

450-450-25 

1 x3 

TVL-3735 

2.70 

120-80-40 

150-150-150 

178 X 372 

TVL-3448 

3.80 

20-15-20 

450-450-25 

1 X 372 

TVL-3737 

2.90 

70-70-20 

250-250-50 

178x3 

TVL-3470 

3.90 

20-20-20 

450-450-25 

1 X 372 

TVL-3739 

3.05 

100-10-40 

200-200-50 

178x2 

TVL-3475 

3.15 

30-30-20 

450-450-25 

178 X 272 

TVL-3741 

3.55 

‘15-15-20 

250-250-25 

1 X 2 

TVL-3510 

2.35 

30-30-125 

450-450-25 

178 X 3 

TVL-3743 

3.95 

30-30-20 

250-250-25 

1 x3 

TVL-3513 

2.80 

80-10-125 

450-450-25 

178 X 372 

TVL-3745 

4.45 

40-20-10 

250-250-150 

178x2 

TVL-3517 

2.75 

80-40-100 

450-450-25 

178 X 4 

TVL-3746 

5.05 

80-80-60 

250-250-200 

178 X 372 

TVL-3525 

4.50 

10-10-40 

450-450-50 

1 X 272 

TVL-3749 

2.50 

15-15-10 

250-250-250 

1 X 2 

TVL-3530 

2.45 

20-10-50 

450-450-50 

1 X 3 

TVL-3751 

2.85 

30-15-10 

250-250-250 

1 X 272 

TVL-3534 

2.70 

30-15-150 1 

450-450-50 ! 

178 X 272 

TVL-3753 

3.70 
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TVL TWIST-LOK ELECTROLYTICS, continued 



10-10-25-25 

20 - 20 - 20-20 

80-40-30-40 

80-10-10-10 

80-25-10-10 

10-80-40-100 

20-80-20-50 

40-40-40-20 

10-40-40-100 

10 - 100 - 20-20 

10-10-60-100 

10 - 100 - 10-20 

10-60-40-25 

20-15-15-20 

5-60-50-20 

80-10-30-40 

20-80-50-100 

20-15-20-20 

10-10-60-100 

35-25-20-100 


40-40-40-40 

20 - 20 - 20-100 

30-30-15-30 

40-40-10-25 

40-40-10-100 

10 - 10 - 10-10 

60-10-10-20 

35-35-10-10 

10 - 10 - 10-10 

20 - 10 - 10-10 


10-60-30-125 

10-50-30-30 

15-15-80-40 

40-10-4-40 

10-5-80-40 

40-20-10-10 

20 - 20 - 10-10 

50-30-10-20 

10 - 10 - 10-10 

40-20-10-10 


400-400 

400-400 

400-400 

400-400 

400-400 

450-200 

450-200 

450-250 

450-300 

450-300 

450-300 

450-350 

450-350 

450-350 

450-400 

450-400 

450-350 

450-450 

450-450 

450-450 

450-450 

450-450 

450-450 

450-450 

450-450 

450-450 

450-450 

450-450 

450-450 

450-450 

450-450 

450-450 

450-450 

450-450 

450-450 

450-450 

450-450 

450-450 

450-450 

450-450 

450-450 

450-450 

450-450 

450-450 

450-450 

475-300 

475-350 

475-400 

475-450 

475-450 

475-450 

475-450 

475-475 

475-475 

475-475 

475-475 

475-475 

475-475 

475-475 

475-475 


25-25 

400-25 

400-25 

400-400 

400-400 

200-50 

200-50 

250-25 

250-50 

300-200 

200-50 

350-25 

350-25 

350-25 

350-25 

300-150 

350-50 

25-25 

200-50 

200-50 

300-300 
350-350 
350-350 
450-25 
450-25 
450-25 
450-25 
450-25 
450-25 
450-25 
450-25 
450-50 
450-50 
450-50 
450-100 
450-150 
450-150 
450-200 
450-450 
450-450 
450-450 
450-450 
450-450 
450-450 
450-450 
50-25 
350-50 
50-25 
200-60 
300-50 
400-50 
450-25 
300-50 
350-3001 
450-50 I 
475-25 
475-300 I 
475-300 
475-475 j 
475-475 I 


Dia. X Length 

Cat. No. 

List 

m X 2 

TVL-4662 

$2.80 

1% X 2'/i 

TVL-4667 

3.85 

1%x4 

TVL-4670 

5.95 

1% X m 

TVL-4675 

4.70 

1% X 4 

TVL-4680 

5.25 

1%x3 

TVL-4700 

4.25 

ly. X 3 

TVL-4701 

4.10 

ly. X 4 

TVL-4702 

4.55 

lyax 3'/2 

TVL-4703 

4.40 

lHx3 

TVL-4704 

5.05 

iy«x2'/2 

TVL-4705 

3.80 

iy8x3 

TVL-4706 

5.20 

l%x4 

TVL-4707 

4.60 

1% X 2'/j 

TVL-4708 

3.80 

1% X 4 

TVL-4709 

5.05 

Wt X 4 

TVL-4710 

5.25 

iy»x4 

TVL-4711 

6.00 

iy. X 2 

TVL-4712 

3.45 

Wt X 3 

TVL-4713 

3.85 

iy. X 3 

TVL-4714 

4.65 

ly. X 3'/2 

TVL-4715 

4.50 

1% X 3'/2 

TVL-4718 

4.60 

l%x4 

TVL-4720 

5.90 

iy8x2 

TVL-4723 

3.15 

lHx3 

TVL-4725 

4.70 

1%x3 

TVL-4726 

4.70 

l%x3 

TVL-4729 

4.10 

)y8x3 

TVL-4732 

4.65 

1% X 3'/2 

TVL-4734 

4.50 

I%x3'/2 

TVL.4736 

4.70 

IH X 4 

TVL-4739 

5.50 

1% X 2'/2 

TVL-4740 

4.55 

iy8x3 

TVL-4742 

4.55 

1%x3'/2 

TVL-4745 

4.70 

1% X 3>/2 

TVL-4747 

5.55 

iy8x2 

TVL-4750 

3.15 

iy8x3 

TVL-4753 

4.55 

1% X 3/2 

TVL-4755 

4.60 

1% X 2 

TVL-4760 

3.35 

1%x2'/2 

TVL-4761 

3.70 

\y» X 3 

TVL-4763 

4.70 

iy8x3 

TVL-4766 

4.45 

W» X 3'/2 

TVL-4769 

4.70 

iy8x3'/2 

TVL-4771 

4.60 

l%x4 

TVL-4774 

6.05 

1%x3 

TVL-4800 

4.45 

W> X 2'/2 

TVL-4803 

3.70 

lHx2y2 

TVL 4804 

4.00 

1% X 3 

TVL-4806 

3.85 

X 3 

TVL-4809 

! 4.60 

1% X 4 

TVL-4811 

5.55 

iy8x3 

TVL-4813 

4.75 

iy8x3 

TVL-4815 

4.80 

lya X 3 

TVL-4817 

4.95 

iy8x3'/2 

TVL-4819 

4.90 

iy8x3 

TVL-4822 

4.85 

lyax 2'/2 

TVL-4826 

4.30 

iy8x3'/2 

TVL-4827 

! 5.60 

ly. X 2 

TVL-4830 

3.50 

lysx 3 

1 TVl-4840 

[ 5.10 


INSULATING TUBES 

These closed-top block insulating sleeves are made of tightly fitting 

Krgftboard. Order with capacitors as required. _ 

Cat. No. Description I Cat. Np. Description 
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TELECAP® BLACK BEAUTY® molded tubulars 


TVQ VITAMIN Q® TUBULARS 





# Premium Quality at No Extra Cost 


• Made Under Exclusive “Dry" Process, just 
like Costly Meta I-Encased Oil Units 

• Molded in Tough Bakelite Phenolic 


# Non-Flammable Case 


MF 

D. X L. 

Cat. No. 

List 

200 WVDC 

.02 

Hx V/4 

2TM.S2 

$ .25 

.047 

H X 1 Va 

2TM-S47 

.25 

.05 

H X 1!4 

2TM-S5 

.25 

.1 

5^4 X 116 

2TM-P1 

.35 

.15 

VSx V/2 

2TM-P15 

.35 

.22 

Vix 1% 

2TM.P22 

.40 

.25 

%x m 

2TM-P25 

.40 

.47 

Vix m 

2TM-P47 

.60 

.5 

•/•X 17s 

2TM-P5 

.60 

1.0 

% X 2!4 

2TM.M1 

.90 

400 WVDC 

.01 

1 

4TM-S1 

.25 

.02 

%x 1!4 

4TM-S2 

.25 

.022 

»y4x 1!4 

4TM-S22 

.25 

.047 

74 X 116 

4TM-S47 

.30 

.05 

74 X 116 

4TM-S5 

.30 

.068 

'/2X V/2 

4TM-S68 

.35 

,1 

X 116 

4TM-P1 

.35 

.15 

%x 17s 

4TM-P15 

.35 

.22 

%x 17s 

4TM-P22 

.40 

.25 

%x 17s 

4TM-P25 

.40 

.5 

% X 216 

4TM-P5 

.60 

600 WVDC 

,0001 

74X1 

6TM-T1 

.25 

,00025 

74 X 1 

6TM-T25 

.25 

,0004 

74X1 

6TM-T4 

.25 

.0005 

74 X 1 

6TM.T5 

.25 

.001 

74X1 

6TM-D1 

.25 

,0015 

74 x1 

6TM-D15 

.25 

,002 

74 X 1 

6TM-D2 

.25 

,0022 

74 X 1 

6TM-022 

.25 

,003 

74 X 1 

6TM-D3 

.25 

.004 

74 X 1 

6tM-D4 

.25 

.0047 

74 X 1 

6TM-D47 

.25 

.005 

Vsx 116 

6TM-D5 

.25 

.006 

%X 174 

6 TM.D6 

.25 

.0068 

7s X 116 

6TM-068 

.30 

.01 

7s X 116 

6TM-S1 

.30 

.015 

7s X 116 

6TM.S15 

.30 

.02 

74 X 174 

6TM-S2 

.30 

.022 

74 X 174 

6TM-S22 

.30 

.03 

74 X 174 

6TM.S3 

.35 



# Only Telecaps are Oil-impregnated in 
Ratings from 600 to 12,500 WVDC 


• Extremely High Insulation Resistance 

• Withstand Severe Heat, Moisture, Shock 


# Rated for 85 °C Operation 


MF 

D. X L. 

Cat. No. 

List 

.04 

7ix 17i 

6TM-S4 

$ .35 

.047 

7jx I7i 

6TM-S47 

.40 

.05 

7a X 1% 

6TM-S5 

.40 

.06 

%x 1% 

6 TM-S6 

.40 

.1 

7s X VA 

6TM-P1 

.45 

.15 

% X 216 

6TM-P15 

.50 

.2 

% X 216 

6TM-P2 

.55 

.25 

% X 216 

6TM-P25 

.55 

.5 

1 X 2H 

6TM-P5 

.80 

1.0 

1 x216 

*TC.10 

1.25 

1600 WVDC 

.0005 

7s X 116 

MB.T5 

.65 

•001 

%x 116 

MB-01 

.65 

.0015 

7s X 116 

MB-DIS 

.65 

.002 

116 

MB-D2 

.65 

.0022 

?6x 116 

MB.D22 

.65 

.003 

Vs X T16 

MB-D3 

.65 

.0033 

7s X 116 

MB^D33 

.65 

.004 

%x 116 

MB-D4 

.65 

.0047 

74 X 116 

MB-D47 

.65 

.005 

74 X 116 

MB-D5 

.65 

.006 

74 X 116 

MB-06 

.65 

.0068 

74x 116 

MB-D68 

.65 

.007 

74 X 174 

MB-D7 

.65 

.0075 

74 X 116 

MB-075 

.65 

.008 

7a X VA 

MB-D8 

.65 

.01 

7a X VA 

MB-SI 

.70 

.015 

7a X 17a 

MB-S15 

.70 

.02 

7s X VA 

MB-S2 

.70 

.022 ’ 

%x VA 

MB-S22 

.70 

.03 

%x 1% 

MB-S3 

.70 

.04 

%x2l6 

MB-S4 

.70 

.05 

% X 27s 

♦TR-15 

.70 

2 X .015 

%x2 

nR-215 

.80 


6000 

WVDC 


.0005 

7a X 'l7a 

TVM-356 

1.35 

.001 

14 X 116 

TVM.216 

1.35 

.005 

H X 1 % 

TVM-256 

1.35 

10,000 WVDC 

.0005 

•Ax VA 

TVM-351 

1.50 

12,500 WVDC 

.00025 

% X VA 

12TVM-325 

170 



# High Voltage Units that are Amazingly 
Small in Size 


• High Insulation Resistance 

• Exclusive Internal Humidity Barrier 

• Heavy Outer Wax Coating 


MF 

WVDC 

Dia. X Length Cat. No. 

List 

.01 


%x2 

TVQ-n6 

$1.40 

.03 

6000 

1 X 27s 

TVQ.136 

1.50 

05 

6000 

174 X 3 

TVQ-156 

1.60 


68 P MIDGET® TUBULARS 



• Smallest Reliable Paper Tubular 

• Fit Tight Spots in Pocket and Auto Radios 

• Outstanding Humidity Performance 

• Rated for 85 °C Operation 


MF 

Dia. X Length 

Cat. No. 

List 


100 

WVDC 


.25 

>732 X 17s 

68P19 

$ .70 

.5 

7s X 178 

68 P20 

.80 


200 

WVDC 



74 X >74 

68P11 

.35 


74 X >74 

68P12 

.35 

.01 

%2 X »74 

68P14 

.40 

.02 

%2 X >3^ 

68P15 

.45 

.05 

74X 1 

68P16 

.50 

.1 

>®A2 X 1 

68P17 

.60 

.2 

>72 X 1>/s 

68P18 

.65 

.25 

>72 X 1>/S 

68P24 

.70 

.5 

7sx 1% 

68P25 

.80 


400 

WVDC 


.001 

74 X »74 

68P1 

.35 

.003 

16 X »^ 

68P3 

.35 

.004 

>/4 X »^ 

68P4 

.35 

.005 

74 X 

68P5 

.35 

.006 

74 X >74 

68 P6 

.35 

.01 

74X>74 

68 P8 

.40 

.02 

74 X 1 

68P9 

.45 

.05 

’Tax 1 

68P10 

.50 

.1 

’Ta X VA 

68P21 

.65 

.2 

7s X l>/s 

68P38 

.70 

.25 

7s X 17s 

68P22 

.75 

.5 

T X 274 

68P23 

.85 

600 WVDC 

.001 

Va X »^ 

68P26 

.35 

.002 

Va X »74 

68P27 

.35 

.003 

Ta X >7» 

68P28 

.35 

.004 

Ta X >74 

68P29 

.35 

.005 

Ta x >74 

68P30 


.006 

74X’74 

68P31 

.40 

.008 

74X1 

68P32 

.40 

.01 

74X1 

68P33 

.45 

.02 

»Aa X 1 

68P34 

.50 

.05 

>7b X VA 

68P35 

.55 

.1 

7sx l>/s 

68P36 

JO 

.2 

%X 1>74 

68P40 

.80 

.25 

7s X 2 

68P37 

.80 


^Supplied In waxed cardboard units pending completion of molds. 


All prices subject to change without notice. 
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HYPASS® CAPACITORS 



# Exclusive Sprague 3-termmal Network 
Feed-thru Capacitors 


• Bypass V-H-F Currents Where Ordinary 
Capacitors are Ineffective 

• Suppress TVI from Short-wave Transmitters, 

Diathermy Machines, Electronic Heating 

Apparatus, etc. 

# Eliminate Interference caused by Line- 
conducted Radiation Between Neighboring 
TV Sets 

# Install Leads in Series with Circuit Being 
Filtered and Ground the Case 

MF Dia. X Length Cat. No. List 

_ 50 WVDC _ 

.5_ 1 X 1*48P1 8 $3.80 

250 WVAC 

J_ >^6x1^3^ »48P9 2.60 

_ 600 WVDC _ 

.002 !4xiy* 46P12 2.15 

.005 'AxIVi 46P8 2.15 

.01 ^«xiy4 47P6 2.35 

J_ **8QP3 _ 2^ 

_ 1000 WVDC _ 

.005 ?l4xl'/4 47P12 2.40 

.jOl_ X 1 Vi _ 47P13 2.60 

_ 2500 WVDC _ 

.005 lxl9/i 47P14 2.90 

jOJ_ 1 X 19/< _ 47P15 3.10 

_ 5000 WVDC _ 

.002 _ 1 X VM _ 47P16 3.20 

* Has female screw terminals 
**Bulkhead Mounting 


72P RESONANT CAPACITORS 



PEP UP OLD RADIO SETS! 


• Stabilize Any ac-dc *'Squealer” Receiver 

• Stop Self-oscillation, Permitting “On-the- 
nose” alignment 

• Very Low Impedance at 465 KC Inter¬ 
mediate Frequency 

• By-pass Unwanted I-F Signals 

• Improve Set Performance 

MF WVDC Dia. x Length Cat. No. List 


.05 

400 

'/zx I'/s 

72P51 

$ .50 

.1 

400 

•/zx 15/8 

72P52 

.65 

.2 

400 

^/UxlV, 

72P53 

.70 


PX METAL TUBULARS 


HERMETICALLY SEALED 



• Non-inductively Wound • Oil-filled 


• Oil-impregnated 

Insulating Cardboard Sleeve 


MF 

Dia. X Length 

Cat. No. 

List 

600 WVDC 

.0001 

Vz 

X VA 

PX-316 

$ .95 

.00025 

*/z 

X 1/4 

PX-3256 

.95 

.0005 

>/z 

X VA 

PX-356 

.95 

.001 

Vz 

X VA 

PX-216 

.95 

.002 

Vz 

X VA 

PX-226 

.95 

.003 

Vz 

X VA 

PX-236 

.95 

.004 

Vz 

xll4 

PX-246 

.95 

.005 

Vz 

X 114 

PX-256 

.95 

.006 

*/z 

X VA 

PX.266 

.95 

.007 

‘/z 

X 114 

PX-276 

.95 

.008 

»/z 

X 114 

PX-286 

.95 

.009 

Vi 

X.114 

PX-296 

.95 

.01 

'/z 

X 114 

PX-116 

.95 

.02 

'/z 

X 1% 

PX-126 

1.05 

.03 

5/8 

X 15/« 

PX-136 

1.10 

.04 

5/8 

X 15/. 

PX-146 

1.10 

.05 

5/8 

X 15/8 

PX-156 

1.10 

.06 


X 15/. 

PX-166 

1.20 

.08 


X V/$ 

PX-186 

1.20 

.1 


X 1% 

PX-16 

1.25 

,25 


X 2>3/s 

PX-26 

1.70 

.5 

VAi 

X 213/4 

PX-56 

2.20 

1.0 

v/u. 

X 3”/4 

PX-106 

3.00 

1000 WVDC 


.0001 

”/4 X 114 

PX-311 

1.10 

.00025 

1/4 X 114 

PX-3251 

1.10 

.0005 

1/4 A 1V4 

PX-351 

1.10 

.001 

1/4x114 

PX-211 

1.10 

.002 

1/4 X 114 

PX-221 

1.10 

.003 

1/4 X 114 

PX-231 

1.10 

.004 

1/4 X 114 

PX-241 

1.10 

.005 

1/4 X 114 

PX-251 

1.10 

.006 

1/4 X 114 

PX-261 

1.10 

.007 

1/4 X 114 

PX-271 

1.10 

.008 

1/4 X 114 

PX-281 

1.10 

.009 

1/4 X 114 

PX-291 

1.10 

.01 

1/4 xll4 

PX-111 

1.10 

.02 

5/8 X 15/8 

PX.121 

1.20 

.03 

1/4 X 13/ 

PX-131 

1.20 

.04 

1/4 X 13/ 

PX-141 

1.20 

.05 

1/4 X 13/ 

PX-151 

1.30 

.06 

1/4x2 

PX-161 

1.35 

.08 

1/4x2 

PX-181 

1.40 

.1 

1/4x2 

PX-11 

1.50 

.25 

l/4x2'3^ 

PX-21 

2.00 

.5 

1 / 4 x 31/4 

PX-51 

2.85 


1500 WVDC 







mlWSSM 




BrrflKB 



E 9 H 

mvmVim 




2000 WVDC 


.0005 

«/4 

x 

13/8 

PX-352 

1.25 

.001 

’/4 

X 

13/8 

PX-212 

1.25 

.005 

’/4 

X 

13/ 

PX-252 

1.25 

.006 

’/4 

X 

13/ 

PX.262 

1.25 

.0075 

»/4 

X 

13/ 

PX-2752 

1.25 

.01 

»/4 

X 

13/ 

PX-112 

1.25 

.02 


X 

2/8 

PX-122 

1.35 

.03 

»/4 

X 

2/8 

PX-132 

1.40 

.04 

*/4 

X 

2/z 

PX-142 

1.40 

.05 


X 

2/* 

PX-152 

1.45 


HC HASH CAPACITORS 


FOR AUTOMOBILE RADIOS 



• HC-1—Braided leads for 


Low R-F Resistance 

• HC-2—Radial Side Leads 

• HC-3—Flat Strap Leads for 

Minimum R-F Impedance 


MF WVDC _Size_ Cot. No. List 

.5 120 X % X 2 (oval tube) HC-1 $.90 

.5 120 X % X 2 (oval tube) HC-2 .90 

.5 120 % X 1 % (round tube) HC-3 1.10 


AR & LR AUTO GENERATOR 

AND VIBRATOR TYPES 



# Exceptionally Sturdy Design 

# Withstand Bouncing and Vibration 

# Oil-impregnated, Metal Encased 


• Resist Heat and Humidity 


MF 

WVDC 

Size 

Cat. No. 

List 

AR (GENERATOR TYPES) 

1.0 


1 x23/4 

AR-1 

$1.75 

.5 


’/4X 1/8 

AR-2 

.90 

.5+.5 


1 x23/4 

AR-25 

3.25 

.5 


”/4X 1/8 

AR-Ford 

1.45 

LR (VIBRATOR TYPES) 

.01 

1600 

14 X/ax 1/4 

LR-11 

$2.00 

.02 

1600 

'/x/ax 1/4 

LR-12 

2.90 

.007 

1600 

’/x/ax 1/4 

LR-27 

2.65 


SPECIAL AUTO TYPES 


Cat. No. 

MF 

WVDC 

D. X L. 

List 

DL-1 

Dome Light 

Filter 

.2 

200 

1 x23/4 

$4.20 

GG-5 

Gas Gauge 
Filter 

.05 

200 

X 1^ 

1.20 

OG-50 

Oil Gauge 

Filter 

.25 

200 

»/4Xl/8 

1.40 

P-2077 

Ford 

Replacement 

.5 

200 

*/4Xl/i 

1.25 

P-3402 

Ammeter 

Capacitor 

.5 

200 

*/4X2 

.90 

P-2153 

Motorola 

Replacement .0008+.0008 1000 

.80 


3-SS All prices sublect to change without notice* 

TRADE DISCOUNT APPLIES TO LIST PRICES ONLY 
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BP BATHTUB UNITS PC TRANSMITTING TYPES CR TRANSMITTING TYPES 

• Oil-Filled ! 




# Oil-impregnated • Oil-filled 

# Screwbase Can • Fit Tight Spaces 

# “Lifeguard” Protective Caps 



Hermetically Sealed 
Oil-impregnated 


400 WVDC 


.1 1 X 1 X % 

.25 1 X 1 X % 

.5 1 X 1 X % 

T .0 2 X 1 % X % 

.1 +.1 Vy^x 1 X Va 

.25 + .25 1 X 1 X % 

.5 -f-.5 2 xl3^x% 

.1 + .1 -h .T l%x 1 X Va 


600 WVDC 


1000 WVDC 


1'/2x27« 
V/2 X 4’/2 


1500 WVDC 



1 Vi X 23/a 
T/2 X 3% 


OT TRANSMITTING TYPES 


• Oil-impregnated 
and Filled 

• Hermetically 
Sealed 

• Ceramic 
Terminals 

• “Lifeguard” 
Protective Caps 



600 WVDC 


X 2»y32 OT-26 


1000 WVDC 


2 X 2’f^ OT-l 1 

2 X 3 3/32 OT.21 

2 X 5 3/32 OT-41 


1500 WVDC 


2 x2W32 OT-515 

2 X 221/32 OT-l 15 

2 X 415/32 OT-215 


2000 WVDC 

2 X 4 3/32 OT-l 2 

2/2 X 415/32 OT-22 


3000 WVDC 


21/2 x 423/32 OT-l 3 


PQ PHOTOFLASH CAPACITORS 



DESIGNED EXPRESSLY FOR 
PHOTOFLASH USE ONLY 

NOT COMPARABLE TO STANDARD HEAVY DUTY 
CAPACITORS SUCH AS THE CR TYPES 

# Oil-impregnated • Hermetically Sealed 

# Oil Filled # High Insulation Resistance 

# Smallest Construction with Maximum De¬ 

pendability—Uniform Energy Storage. 


i*Do not exceed Peak Voltage Rating under highest line voltage condition 


All prices subfe# to change wllhavt notice^ 



1000 WVDC 


.1 

VAiX 113/6 X 15/8 

CR-011 

4.15 

.25 

II/6X 113/6x214 

CR-0251 

4.70 

.5 

T/6 X 1 13/6 X 214 

CR-051 

4.95 

1.0 

1/6 X 113/6 x2!4 

CR-11 

6.35 

2.0 

1/6 X 1 13/6 X 3/8 

CR-21 

8.25 

4.0 

13/6x2/2 x434 

CR-41 

10.45 

8.0 

114 X 334 x 434 

CR-81 

15.15 

10.0 

134 X 334 X 434 

CR-101 

16.80 

12.0 

2’4 X 334 X 4/2 

CR-121 

18.15 

15.0 

2/2 X 334 X 434 

CR-151 

20.10 


1500 WVDC 



11 /,6X 113/6X278 

11/6 X 113/6x3/8 

1^6x21/2 X 414 
11/4 X 33/ X 43/ 

1 !4 X 334 X 434 

21/2 X 334 X 434 

33/6 X 33/4 X 434 


CR-0515 

CR-115 

CR-215 

CR-415 

CR-515 

CR-815 

CR-101 5 



TRADE DISCOUNT APPLIES TO UST PRICES ONLY 
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MILITARY-GRADE PAPER CAPACITORS IN STOCK 
AT SPRAGUE INDUSTRIAL DISTRIBUTORS 


Always in stock to meet your emergency needs are 
the Sprague Military-Grade Paper-Dielectric Capaci¬ 
tors listed on these pages. Types and ratings carried 
here are those we have found to be in greatest 
demand to meet circuit design problems as they arise 
In laboratory work. 

A stock of these military-quality cof^acitors, made by 


the world's largest capacitor manufacturer, is ready 
for delivery by any Sprague Industrial Distributor. 
Of course, when time is not of the essence you can 
order from the whole broad range of Sprague 
Military capacitors. But when you need capacitors 
“yesterday,” you'll do well to draw on our "emer¬ 
gency” stock as shown here. 


65 |^^^reoicMS® 

ceKent capacitance stability and high insulation 
resistance. Operating temperature range is 
—55°C. to -+'i25®C, These rugged units have 
a capacitance tolerance of dh5%. 


MF D. xL Cat. No. List 


200 WVDC 


96P AND 196P VITAMIN Q® SUBMINIATURES 



TYPE 96P 


.195 X IVI* 
.195x 1M« 
.250 X 1 Ms 
.250 X IVU 
.250 X iMs 
.250 X iMs 
.375 X 1 Ms 
,375 X iMs 
.375 X IMs 
.375 X 1 Ms 
.375 X 1 Ms 
.375 X 1 Ms 
.375 X IMs 
.375 X IMs 


65P10352 

65P15352 

65P20352 

65P22352 

65P30352 

65P33352 

65P39352 

65P47352 

65P51352 

65P56352 

65P62352 

65P82352 

65P91352 

65P10452 


300 WVDC 



TYPE CP26 OIL-FILLED TUBULARS 



Hermetically sealed, mineral oil impreg¬ 
nated to meet Characteristic E requirements 
for operation from -55°C. to -|-85°C. 
Capacitor section is insulated from case. 
Units have plastic outer insulating tube. 
Capacitance tolerances: K, ±10%; 
M, ±20%; V,-10%+20%. 



Radio’s Master — 18th Edition 

Page P-80 


These super-jAN capacitors are designed to operate 
from —55 °C. to -f- 125°C. Capacitance tolerance 
on these glass-to-metal seal high l-R units is ± 10%. 
Terminals are insulated from case. Exclusive Vitamin Q 
impregnation means unmatched performance at high 
temperatures. Type 96P has inserted tab construc¬ 
tion, and Type 196P is of extended foil construction. 
196P units are furnished with heavy plastic 
insulating sleeves. 


TYPE 196P 


1 100 WVDC 1 

.10 

.312 X Vb 

96P10491S2 $5.06 I 

.47 

.562 X 1 y$ 

96P47491S2 

5.94 


200 

WVDC 


.10 

.400 X V§ 

96P10492S2 

5.28 

.47 

.562 X 1 Vb 

96P47492S2 

6.38 


400 

WVDC 


.10 

.400 X 1 Vb 

96P10494S2 

5.72 

.22 

.562 X 1 ya 

96P22494S2 

6.38 

.47 

.670 X 1 ya 

96P47494S2 

7.37 


O 

o 

WVDC 


.001 

.235 X Vb 

96P10296S2 

4.95 

.0022 

.235 X % 

96P2229652 

4.95 

.0047 

.235 X % 

96P47296S2 

5.00 

.0068 

.235 X % 

96P68296S2 

5.00 

.01 

.312 X ya 

96P10396S2 

5.17 

.022 

.312 X ya 

96P22396S2 

5.28 

.047 

.400 X 1 Vb 

96P47396S2 

5.55 

.068 

.400 X 1 % 

96P68396S2 

5.77 

.10 

.562 X 1 Vb 

96P10496S2 

6.16 

.22 

.562 X 1 % 

96P22496S2 

6.82 

.47 

J50 X 2 Vb 

96P47496S2 

7.97 



100 

WVDC 


.01 

.235 X % 

196P10391S4 

msm 

.047 

.312 X ya 

196P47391S4 

5.43 

.1 

.400 X ya 

196P10491S4 

5.54 

.33 

.562 X l»/a 

196P33491S4 

6.31 

.47 

.562 X 1% 

196P47491S4 

6.64 


300 

WVDC 


.01 

.312 X ya 

196P10393S4 

5.54 


400 

WVDC 



.400 X Va 
.400 X 1 '/a 
.562 X IH 


.235 X % 
.235 X % 
.312 X V$ 
.312 X Vb 
.400 X % 
.400 X IVa 
.562 X 1% 
.670 X iVa 
.750 X 2ya 


196P33394S4 

196P47394S4 

196P22494S4 


196P10296S4 

196P22296S4 

196P47296S4 

196P10396S4 

196P22396S4 

196P47396S4 

196P10496S4 

196P22496S4 

196P47496S4 


C 

Dia. X Length 

Cot. No. 

List 



SP—CP26A1EC504K 

$2.60 


y* X 1 Ma 

SP—CP26A1EF602M 

1.55 


Mixl Ma 

SP—CP26A1EF103V 

1.55 


Mix 1% 

SP—CP26A1EF203IC 

1.80 


%xl>Ma 

SP—CP26A1EF503K 

1.90 


TYPE CP28 TUBULARS 

Similar to Type CP26, except for addition of radial 
mounting bracket. This is usually necessary for higher 
capacitance range tubulars if capacitor is to with¬ 
stand equipment vibration tests. Units listed below 
have ± 10% capacitance tolerance. These units are 
oil-filled and oil-impregnated to meet Characteristic E 
requirements. 


600 ’Max 2 Ms SP—CP28A1EF104K $2.15 
600 lM*x2M* SP—CP28A1BP254K 2 JO 
600 lMax2’Ma SP~CP28A1EF504K 3.30 


All prices svbldct to chongt without notleo. 
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SCREWBASE TYPES CP40, 41 


These cylindrical capaci¬ 
tors are easily mounted in 
small power supplies. They 
are mineral oil impregnated 
to meet Characteristic E re¬ 
quirements. Designed to 
operate from —55°C. to 
-f-85 °C. The capacitance 
tolerance for these metal- 
encased units is +10'^. 



MF 

WVDC 

Dia, X Length 

Cat. No. 

List 

TYPE CP40-^GROUNDED CASE 

■ 

600 

1V4 X 354 

SP—CP40C2EF205K 

$5.10 

■ 

600 

172x514 

SP—CP40C2EF405K 

6.95 



TYPE CP41 — 

INSULATED CASE 


■ 

600 

172 X 37i 

SP—CP41B1EF205K 

$5.60 

■ 

600 

172x514 

SP—CP41B1EF405K 

7.45 


“BATHTUB” TYPE CP53 


Drawn-shell case with sili¬ 
cone rubber side-terminal 
bushings. Will meet Char¬ 
acteristic E requirements. 
Can is grounded on triple 
section units. Capacitance 
tolerances; K, ±10%. 
V, -10+20%. 



MF 

WVDC 

L. X W.x 

H. 

Cat. No. 

List 

.1 

600 

1’5/6X 1 

X 

% 

SP—CP53B1EF104K 

$3.25 

.25 

600 

1’5/6X 1 

X 

54 

SP—CP53B1EF254K 

3.40 

.5 

600 

1’5/6X 1 

X 

1 

SP—CP53B1EF504K 

3.65 

1.0 

600 

2 X 154 

X 

1 

SP—CP53B1EF105K 

4.15 

2.0 

600 

2 X 2 

X 

178 

SP—CP53B1EF205K 

5.50 

.l-.l 

600 

1'3/6X 1 

X 

54 

SP—CP53B4EF104V 

4.10 

.25-.25 

600 

1%X 1 

X 

1 

SP—CP53B4EF254V 

4.15 

.5:5 

600 

2 X 154 

X 

1 

SP—CP53B4EF504V 

4.75 

.l-.l-.l 

600 

2 X 154 

X 

78 

SP—CP53B5EF104V 

4.60 

.25 

1000 

1’5/6x1 

X 

78 

SP—CP53B1EG254K 

3.60 

.5 

1000 

2 xl54 

X 

78 

SP—CP53B1EG504K 

3.90 

1.0 

1000 

2 X 2 

X 

178 

SP—CP53B1EG105K 

4.85 

.25:25 

1000 

2 X 154 

X 

78 

SP—CP53B4EG254V 

4.60 


TYPE CP61 RECTANGULARS 

m 


TYPES CP67, 69 RECTANGULARS 



Characteristic E impregnation for -55 C. to 
+85®C. operation. Capacitance tolerance; 
K, ±10%; V, -10-1-20%. Silicone rubber 
terminal bushings. Can is grounded on dual 
units. Spade brackets may be mounted so 
terminals project through chassis or far above 
it. List price for all brackets; $.25 each, when 
ordered with capacitors. 



Channel-bracket mounting capaci¬ 
tors impregnated with mineral oil 
to meet Characteristic E require¬ 
ments. Silicone-rubber terminal 
bushings insure continued hermetic 
seal. Capacitance tolerance is 
± 10 % 


MF 


WVDC 


W. X T. X H. 


Cat. No. 


List 


.05 

.1 

.25 

.5 

1.0 

.l-.l 

.25-.25 

.5:5 


600 

600 

600 

600 

600 

600 

600 

600 


lf1sx%x IVh 

P^x Vs x 1% 
1 X % X 154 
15i6 X 5/8 X 2 
15/6 X 54 X 2% 

15/6 X 54 X 154 
15^6x54x2 
15/4 X 54 X 254 


SP—CP61B1EF503K 
SP—CP61B1EF104K 
SP—CP61B1EF254K 
SP~CP61B1EF504K 
SP—CP61B1EF105K 
SP—CP61B6EF104V 
SP—CP61B6EF254V 
SP—CP6iB6EF504V 


$4.10 

4.40 

4.70 

5.00 

5.65 

5.50 
5.65 

6.50 


BRACKETS 


Case Height 

Cat. No. 

Case Height 

Cat. No. 


SP—CP06SA1 

2 

SP—CP06SA4 

1% 

SP—CP06SA2 

254 

SP—CP06SA6 

POuHHHi 

SP—CP06SA3 




MF 

WVDC 

W. X T. X H. 

Cat. No. 

List 


TYPE CP67 

—Mounting Bracket Away from Terminal 


.1 

600 

154 X ’/s X 1 

SP—CP67B1EF104K 

$3.95 

.25 

600 

lysx’/ix 172 

SP—CP67B1EF254K 

4.25 

.5 

600 

154 X 9/8 X 2 

SP—CP67B1EF504K 

4.55 

1.0 

600 

154 x X 254 

SP—CP67B1EF105IC 

5.15 

TYPE CP69—Mounting Bracket at Terminal End 

.05 

600 

154 X 9/8 X 1/8 

SP—CP69B1EF503K 

$3.95 

.1 

600 

154 X ?^8 X 1VU 

SP—CP69B1EF104K 

3.95 

.25 

600 

154 X 9/8 X 172 

SP—CP69B1EF254K 

4.25 

.5 

600 

154x9/8x2 

SP—CP69B1EF504K 

4.55 

1.0 

600 

154 x 9/8 x 254 

SP—CP69B1EF105K 

5.15 


TYPE CP70 RECTANGULARS 

m 
I 




Soldered “squeeze-seam" 
metal case filter capacitors 
for power supplies. Units 
dre mineral oil impreg¬ 
nated for —55°C. to 
+85°C. operation. Capac¬ 
itance tolerance Is 
± 10 %. 

BUCKETS; List price for all footed brackets; $.60 pr. when supplied A 
with capacitors. Order separately as indicated. T 


f:-/: 




MF 

WVDC 

W. X T. X H. 

Cat. No. 

List 

SILICONE RUBBER BUSHINGS 

2 

600 

1’3/8X 1 1/8 X 374* 

SP—CP70B1EF205K 

$ 8.30 

4 

600 

272 X 13/8 X 3781 

SP_CP70B1EF405K 

10.65 

6 

600 

354 X 174 X AVzt 

SP_CP70B1EF605K 

13.35 

10 

600 

354 X 154 X 4 

SP_CP70B1EF106K 

17.95 

.5 

1000 

113/8 X 1 1/8 X 2V4§ 

SP_CP70B1EG504K 

5.65 

1.0 

1000 

113/6 X 1 1/8 X 278 ★ 

SP—CP70B1EG105K 

7.35 

2.0 

1000 

11546 X 11/6 X 4544 

SP—CP70B1EG205K 

9.65 

4.0 

1000 

33 / X 174 X 378° 

SP—CP70B1EG405K 

12.30 

CERAMIC STANDOFF BUSHINGS 

.1 

1500 

11546X 11/8x 274§ 

SP_CP70E1EH104K 

$ 6.60 

.5 

1500 

1 13/6 X 11/8 x 278A' 

SP_CP70E1EH504K 

8.15 

1.0 

1500 

113/6 X 11/8x43/4 

SP—CP70E1EH105K 

9.00 


♦CP07FA4 

tCP07FB4 


§CP07FA2 

★CP07FA3 


tCP07FC2 

#CP07FD3 


♦ CP07FA6 
°CP07FC2 


All prices subjecf to chonpe without notice. 
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CERA-MITE* DISC CERAMICS 

# Tiny, Tough, Dependable in Every Application 

# Low Self-inductance of Silvered Flat-plate Design means Very High By-pass 
Efficiency in All TV Circuits 

# Moisture-resistant Insulating Coating 

# Cera-mite Disc Ceramics Easily Fit into Tight Spaces 

# Designed for 85^ C Continuous Operation A'Trademark 


G-A TYPES 

Ideal Where Temperature Coeffi- # Excellent 
cient is Not Important, such as By- micas or 

pass and Coupling Uses 


\F Cat. No. List 


400 WVDC 

Std. Tolerance +20% 



500 WVDC 

Std. Tolerance +20% 



MMF 

Cat. No. 

List 

3300 

5GA.D33 

$.25 

3900 

5GA-D39 

.25 

4000 

5GA.D4 

.25 

4300 

5GA.D43 

.30 

4700 

5GA-D47 

.30 

5000 

5GA.D5 

.30 

1000 WVDC 


Std. Tolerances: 


thru 680 MMF +10%. 


thru 3300 MMF +20%, 

thru 10,000 MMF MRC 


4.7 

10GA.V47 

$.30 

10 

lOGA-Ql 

.30 

15 

10GA-Q15 

.30 

18 

10GA-Q18 

.30 

22 

10GA-Q22 

.30 

27 

10GA.Q27 

.30 

33 

10GA-Q33 

.30 

39 

10GA.Q39 

.30 

47 

10GA.Q47 

.30 

68 

10GA-Q68 

.30 

75 

10GA-Q75 

.30 

b2 

10GA-Q82 

.30 

100 

lOGA-Tl 

.30 

120 

10GA.T12 

.30 

150 

10GA-T15 

.30 

180 

10GA-T18 

.30 

200 

10GA-T2 

.30 

220 

10GA-T22 

.30 

250 

10GA-T25 

.30 

270 

10GA-T27 

.30 

300 

10GA-T3 

.30 

330 

10GA-T33 

.30 

390 

10GA-T39 

.30 

470 

10GA.T47 

.30 

500 

10GA.T5 

.30 

560 

10GA-T56 

.50 

680 

10GA-T68 

.50 

1000 

lOGA-Dl 

.50 

1200 

10GA-D12 

.50 

1500 

10GA-D15 

.50 

2200 

10GA-D22 

.50 

3300 

10GA-D33 

.50 

4700 

♦10HK-D47 

.50 

6800 

♦10HK-D68 

.60 

10000 

♦lOHK-Sl 

.60 


Excellent Replacements for Foil- 
micas and Tubular Ceramics 


20GA-T18 
20GA-T2 
20GA-T22 
20GA-T3 
20GA-T33 
20GA.T39 
20GA.T47 
20GA-T5 
20GA-D1 
♦20HK-D4 
♦20HK-D5 
♦20HK-D6 


2000 WVDC 

Std. Tolerances: 
thru 5 MMF ±.5 MMF, 
thro82 MMF ±10%, 
thru 1000 MMF ±20%, 
thru 6000 MMF MRC 



4.7 50GA.V47 $ 

10 50GA.Q1 

22 50GA.Q22 

47 50GA-Q47 

100 50GA-T1 

220 50GA-T22 

330 50GA-T33 

500 50GA-T5 1 


7500 WVDC 

Std. Tolerances: 

4.7 MMF ±.5 MMF, 
thru 18 MMF ±10%, 
thru 470 MMF ±20% 


NPO TYPES I HIGH>K TYPES 


# Zero Temperature- 
coefficient Capacitors 

# Used Where Capacitance 
Change with Temperature 
is Undesirable 

# Superior to Silvered-mica 
Types in Stability, High 
"Q", and Insulation Re¬ 
sistance 

# Rated at 500 WVDC 


# Designed Specifically for 
Minimum Capacitance Re¬ 
quirements 

# Intended for By-pass and 
Coupling Applications 
where Additional Capaci¬ 
tance is Not Important 

# Rated at 500 WVDC 



** 



10 

5TCC-Q1 

$.50 

15 

5TCC-Q15 

.50 

20 

5TCC-Q2 

.50 

22 

5TCC-Q22 

.50 

25 

5TCC-Q25 

.50 

33 

5TCC-Q33 

.50 

39 

5TCC-Q39 

.55 

47 

5TCC-Q47 

.55 

50 

5TCC-Q5 

.55 

68 

5TCC-Q68 

.55 

75 

5TCC-Q75 

.55 

100 

5TCC-T1 

.55 

120 

5TCC-T12 

.60 

150 

5TCC-T15 

.60 

175 

5TCC-T175 

.60 

220 

5TCC-T22 

.70 

270 

5TCC-T27 

.80 

N750 TYPES 

8$ Used For Temperature 

Co 

mpensation to Eliminate 

Frequency Drifts 


• Ne 

gative Temperature Co- 

efficient is 750 ppm/ 

®C. 

W Often Used in Combination 

with NPO Types 


• Rated at 500 WVDC 


MMF 

Cat. No. 

List 

** 



10 

5TCU-Q1 

$.50 

15 

5TCU-Q15 

.50 

20 

5TCU-Q2 

.50 

22 

5TCU-Q22 

.50 

25 

5TCU-Q25 

.50 

33 

5TCU-Q33 

.50 

47 

5TCU-Q47 

.50 

68 

5TCU-Q68 

50 

75 

5TCU-Q75 

.50 

100 

5TCU-T1 

.50 

150 

5TCU-T15 

.50 

200 

5TCU-T2 

.50 

220 

5TCU-T22 

.50 

330 

5TCU-T33 

.50 



BULPLATE® 

Tsmiierature Compensatlnf 

CAPACITORS 

I These tiny Bulplates meet 
the same requirements of 
disc ceramics, but rec¬ 
tangular plates are used 
instead of round discs. 
Numbers 5TCCB are NPO 
Types, and 5TCUB is Type 
N750. Rated at 500 
WVDC 


DOORKNOB CERAMIC 

(MOLDED PLASTIC) 

WITH SCREW-IN TERMINALS T0 FIT ALL TV SETS 

O A New Idea in High 
Voltage Ceramic 
Capacitor Design 

# Packaged Two to a 
Clear Plastic Box 
With Giant Assort¬ 
ment of Screw-in 
Terminals 

# Molded in Non- flammable. Moisture-resistant Thermoset¬ 

ting Plastic — Molded Guard Rings Lengthen Surface 
Creepage Path_ 


500 20,000 Ix^'Ai 20DK-T5 $1,81 
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BULPLATE* CERAMICS 

# Another FIRST in the Ceramic Field 

# Amazingly Small in Size—Can Be Used Almost Anywhere 

# Ideal for Replacing Older Types of General Application 
Capacitors such as Molded Micas, Tubular Ceramics, and Paper 
Tubulars 

# Heavy Moisture-resistant Insulating Coating 

# Designed for 85^ C. Operation 



MMF Cat. No. List 


300 WVDC 

Std. Tolerance i20% 


470 

3GAB-T47 

$.35 

1000 

3GAB-D1 

.35 

2200 

3GAB-D22 

.45 

4700 

3GAB.D47 

.45 

10000 

3GAB-S1 

.65 

.022 MF 

3GAB-S22 

.65 

.047 

3GAB-S47 

.70 

.1 

3GAB-P1 

.75 

.15 

3GAB-P15 

.80 


1000 WVDC 

Std. Tolerances: 

Type 10GAB-V47 ±.5 MMF, 
other types 10GAB ±20%, 
types 1OHKB MRC 


4.7 

10GAB.V47 

$.30 

10 

lOGAB-Ql 

30 

18 

10GAB-Q18 

.30 

22 

10GAB-Q22 

.30 

25 

10GAB-Q25 

30 


MMF 

Cat. No. 

List 

33 

10GAB.Q33 

$.30 

39 

10GAB-Q39 

.30 

47 

10GAB-Q47 

.30 

68 

10GAB-Q68 

.30 

75 

10GAB-Q75 

.30 

82 

10GAB-Q82 

.30 

100 

lOGAB-Tl 

.30 

120 

10GAB.T12 

.30 

150 

10GAB-T15 

.30 

180 

10GAB-T18 

.30 

200 

10GAB-T2 

.30 

220 

10GAB-T22 

.30 

250 

10GAB-T25 

30 

270 

10GAB-T27 

.30 

300 

10GAB-T3 

.30 

330 

10GAB-T33 

.30 

390 

10GAB-T39 

.30 

470 

10GAB-T47 

.30 

500 

10GAB.T5 

.30 

560 

10GAB-T56 

.50 

680 

10HKB-T6a 

.50 

1000 

lOHKB-Dl 

,50 

1200 

10HKB-D12 

.50 

1500 

10HKB-D15 

.50 

2200 

10HKB-D22 

.50 

3300 

10HKB-D33 

.50 

4700 

10HKB-D47 

.50 

.01 MF 

lOHKB-Sl 

.60 

.015 

10HKB-S15 

1.10 

.022 

10HKB.S22 

1.35 


MMF Cat. No. List 


1500 WVDC 


Std. Tolerances: 

thru 4.7 MMF ±.5 MMF, 
all others ±20% 


3.3 

15GAB-V33 

$.30 

4.7 

15GAB-V47 

.30 

6 

15GAB-V6 

.30 

7.5 

15GAB-V75 

.30 

10 

15GAB-Q1 

.30 

12 

15GAB-Q12 

.30 

15 

15GAB-Q15 

.30 

18 

15GAB-Q18 

.30 

20 

15GAB-Q2 

.30 

22 

15GAB-Q22 

.30 

33 

15GAB-Q33 

.30 

47 

15GAB-Q47 

.30 

56 

15GAB-Q56 

.30 

62 

15GAB-Q62 

.30 

68 

15GAB-Q68 

.30 

82 

15GAB-Q82 

.35 

100 

15GAB-T1 

.35 

150 

15GAB.T15 

.35 

180 

15GAB-T18 

.35 

220 

15GAB-T22 

.35 

300 

15GAB-T3 

.35 

330 

15GAB-T33 

.35 

390 

15GAB-T39 

.35 

470 

15GAB-T47 

.35 


MMF Cat. No. List 


2000 WVDC 

Std. Tolerances: 

5 MMF ±.5 MMF, 
other types 20GAB ±20%, 
types 20HKB MRC 


5 

20GAB-V5 

$.35 

10 

20GAB.Q1 

.35 

15 

20GAB-Q15 

.35 

22 

20GAB-Q22 

.35 

30 

20GAB-Q3 

.35 

33 

20GAB-Q33 

.35 

39 

20GAB-Q39 

.35 

47 

20GAB-Q47 

.35 

100 

20GAB-T1 

.35 

150 

20GAB-T15 

.35 

200 

20GAB-T2 

.35 

220 

20HBK-T22 

.35 

300 

20HKB-T3 

.35 

500 

20HKB-T5 

.35 

1000 

20HKB-D1 

.55 

5000 

20HKB-D5 

.70 

8000 

20HKB-D8 

.70 

10000 

20HKB-S1 

.70 


3000 WVDC 

Std. Tolerances: 

1.5 MMF ±.25 MMF, 

4.7 MMF ±.5 MMF, 
other types 30GAB ±20% 


MMF 

Cat. No. 

List 

1.5 

30GAB-V15 

$.40 

4.7 

30GAB-V47 

.40 

10 

30GAB-Q1 

.40 

15 

30GAB-Q15 

.40 

47 

30GAB-Q47 

.40 

60 

30GAB.Q6 

.40 

68 

30GAB-Q68 

.40 

100 

30GAB-T1 

40 

120 

30GAB-T12 

.40 

150 

30GAB-T15 

.40 

180 

30GAB-T1 8 

.40 


6000 WVDC 

Std. Tolerances: 

4.7 MMF ±.5 MMF, 
other types 60GAB ±20%, 
types 60HKB MRC_ 


4.7 

60GAB-V47 

$.50 

8.2 

60GAB-V82 

50 

10 

60GAB-Q1 

.50 

12 

60GAB-Q12 

.50 

15 

60GAB-QI5 

.50 

18 

60GAB-Q18 

.50 

20 

60GAB-Q2 

,50 

22 

60GAB-Q22 

.50 

SO 

60GAB-Q3 

.50 

33 

60GAB-Q33 

.50 

47 

60GAB-Q47 

.50 

100 

60HKB.T1 

.50 

470 

60HKB-T47 

65 


BULPLATE^ MULTIPLE CERAMICS 



• These Rugged Units Combine in One 
Compact Assembly All the Capacitors Used 
in One or More Stages of a Radio Circuit 

• Fit Tight Spaces in Miniature Sets 

• Rated at 500 V/VDC, 1000 VDC Test 

*- - MESt 

> 344 4)0022 t50\ 

14 3 4 3 6 445 J00022 ±90% 

546 4)05 

Cat. No. 34C3 List, $.75 

VI ®TT 4>or^% 

1 11 

1 zeds e t joos min. 

546 4)001 

647 4)05 

Cat. No. 34C4 List, $.90 

nm 

14 5 4: 

Cat. Ne. 34C 

n 

5 

Mpg 

142 

344 4)05MIN. 

. 445 4)001 igX 

546 4)05 

List, $.75 

3X.004MFaMIN. 

fTTT — 

14 3 4 

Cat. No. 34C6 List. $.65 


BUTTON CERAMICS 


MMF Class List 

MMF Class List 

MMF Class List 

TYPE 501C 

1000 MRC $.75 

1500 MRC .75 

TYPE 507C 

100 GA±20% $.70 

470 GA ± 20% .70 

1000 MRC .70 

1500 MRC .70 

TYPE 505C 

100 GA±20% $.90 

220 GA±20% .90 

470 MRC .90 

680 MRC .90 

1000 MRC .90 

100 GA ± 20% .70 

220 GA ± 20% .70 

470 MRC .70 

1000 MRC .70 

TYPE 502C 

10 SL .65 

22 SL .65 

TYPE 60t€ 

TYPE S06C 

TYPE 503C 

470 GA ± 20% .95 

1000 MRC .95 

1500 MRC .95 

470 GA ± 20% .75 

1000 MRC .75 

1500 MRC .75 

100 GA±20% .75 
470 GA ± 20% .75 



SOIC M2C : 503C SOSC, SOBC B97C, SMC 


# Designed for Ultra-high-frequency TV Receivers and Elec¬ 
tronic Equipment 

# Flat Disc Design Means Low Self-Inductance and High Seif- 
resonant Frequency — Superior to Similar Units using 
Tubular Ceramic Elements 

# Capacitor Element Sealed in Top of Ferrule or Screwhead 
with Plastic Resin 

# 502C *'shirt studs'* are for o-h-f Coupling Applications in 
TV Sets 

# 503C are Feed-thru Capacitors Intended for Filtering Leads 
thru Chassis—>Ferrule Shank fits Standard Push Clip 

# Stond-off Capacitors for By-pass Applieationst 501C has 
Ferrule Shank to fit Standard push clip, 505C hos Self¬ 
tapping 6-32 Thread, 507C has Standard 6-32 Thread, 
506C has Self-tapping 10-32 Thread, SOBC has Standard 
10-32 Thread—All Screw-mounting Types Have Hexagon 
Heads 

# Order by Type, Capacitance, Voltage, Gass—Units Listed 
here are Rated at 500 WVDC 


S-SS 
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BULPLATE* PRINTED CIRCUITS 



# Especially Designed to Save Space and Reduce 
Assembly Time 

# A Combination of Resistors ond Capacitors of 
Maximum Compactness 

# integral Connections ore "Printed” and Brought 
Out to Externol Leads Which Are Anchored to the 
Basic Ceramic Plate 

# Completed Unit is Protected by o Moisture-proof 
Coating 

# Capacitors are rated at 475 volts d-c, 850 volts 
test, white the maximum voltage to be applied 
across the resistors is 250 volts d-c; except on 
100C1 where all elements are rated at 100 volts d-c. 


100 100 
MMF. MMF. 


COM. 

Cats Ho, 100C1 


0.100C1 List, $.60 

DIODE FILTER 


22K 8.2K 8.2K 

0.0022JL JL -1. 



0.0047MF, 



nT\ 


250MMFT0TAt 




'2S0MMFT0TAL- 


CalkNo.101C1 Li$l,$1.10 

VERTICAL INTEGRATOR 


Cat.No.102C1 List, ST5 

STD. TRIODE COUPLING 


Cal.No.102C2 Ust, $^5 

STD. TRIODE COUPLING 



0.0022 ilT!, 

1 i 



h/'l 

•J' 


470 

K 


'220MMF Q 



Cat, No. 103C4 

1 

Jst, $1.00 

AUDIO OUTPUT 



CUP CERAMICS PRECISION TUBULARS CERAMIC TRIMMERS 


# These precision ca¬ 
pacitors are widely 
used in high stability 
r-f oscillators where 
frequency control is 
important. Tolerance 
on capacitance can 
be held to i 1%, 
and on temperature 
coefficient to i 10 
ppm. 


i Hermetically sealed construction and low self 
inductance ore noteworthy as are high Q, capaci¬ 
tance stability, and retrace characteristics. 

t Available in 500, 1000, 1500 volt ratings for 
ail standard temperature coefficients from PI 00 
to N750. Write on company letterhead for 
complete details. 
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# Designed for exact¬ 
ing circuitry in elec¬ 
tronic instrumentation 
and high stability 
oscillators. The same 
stacked disc construc¬ 
tion as metal icup 
ceramics but with 
higher capacitance 
range. 


# Hermetically sealed in plated' metal tubes for 
moisture protection. Rated for - 55**C to 
-{-85*’C operation as ore cup ceramics 

# Available in ± 1 % capacitance tolerancesi 

# Available in 500, 1000, 1500 volt ratings for 
all standard temperature coefficients frotn PI 00 
to N750. Write on company letterhead for 
complete details 



# Widely used in 
military equipment 
and precision cir¬ 
cuitry where maxi¬ 
mum stability is 
required — Char¬ 
acteristics remain 
c ofn s t a n t under 
most severe vibra¬ 
tion and atmos¬ 
pheric conditions 

# Unlike ordinary 

low cost trimmers, the special construction of these 

top-quality units prevents corrosion, permits 

mounting against chassis, and guarantees long, 

trouble-free life 

Write on company letterhead for complete details 


MMFfMin.) MMF(Max.) 


18 

30 

75 

110 


I 


Cat. No. 


A08-006 

A08-007 

A08-001 

A08-002 


All prices subject to change without notice. 


TRADB DISCOUNT APPLIES TO LIST PRICES ONLY 















FILTEROL® TYPES 



Filterol 1 Filterol 2 Filterol 3 Fllterol 4 


• Suppress Man-made Radio and TV Interference 

• Small, Completely Self-contained 

• Quickly, Easily Installed 

Filterol Types 1/2/ and 3— -Designed for connection in series 
with power supply lines to interference-producing devices . • . 
A 3-terminal network with the case as one terminal . . , The selected 
filter should have a rating higher than the continuous operating 
current of the offending device ... A single Filterol connected 
to the high side of the line is usually sufficient ... In severe cases a 
Filterol in each leg of the power line may be necessary . . . For 
three or four-wire systems, a Filterol in each wire is necessary. 

Filterol Type 4— A new, exclusive Sprague development incorpo¬ 
rating a Sprague HYPASS® Capacitor . . . Provides exceptionally 
high attenuation at frequencies above 5 megacycles . . . Intended 
for small devices with continuous current ratings up to 20 amperes. 


Cat. No. 

Amps. 

Volts AC or DC 

Size 

List 

Filterol 1 

1 

115 

y$x V/4X 1% 

$13.50 

Filterol 2 

10 

115 

l’/ix2x2 

14.80 

Filterol 3 

35 

115 

1% X 2% X 3'/« 

27.40 

Filterol 4 

20 

115 

1 dio. X 1 long 

3,05 


IF TYPES 



IF-15 IF-II IF-21 IF-S1 IF-37 


IF-1S— TRIPLE-SECTION FILTER for all small motor-operated devices 
such as food and drink mixers, vacuum cleaners, fans, drills, etc. 
Especially designed to prevent accidental shocks from discharge of 
filter capacitors. 

IF-11— DUAL HIGH-CAPACITY FILTER with completely enclosed 
safety construction. Designed for use on motors over 1 horsepower 
and up to 220 volts AC or DC. Also used on high-current arcing or 
sparking devices. 

IF-21 —COMPACT DUAL FILTER for use across brushes of fractional 
horsepower motors with the can grounded to motor frame. May 
also be used across line terminals of motors. 

IF-S1— SINGLE SECTION 2-LEAD FILTER with can completely 
insulated. For use across make-and-break contacts, such as thermo¬ 
stats, circuit breakers, door-bells, buzzers, relays, etc. 

ip.37—3-SECTION DELTA-CONNECTED FILTER especially designed 
for fluorescent fixtures. Only one IF-37 required for each offending 
fixture. Also effective on make-and-break governor-type motors. 
Underwriters' Laboratories approved. 


Cot. No. 

Volts AC or DC 

Dio. X Length 

List 

IF.15 

220 

1 x2^^ 

$2.60 

IF-11 

220 

1% X 3/j 

7.80 

IF.2I 

220 

1 x23^ 

175 

IF-Sl 

220 

%x2!4 

1.15 

IF.37 

220 

1 x2^/U 

2.25 


MODEL TO-4 TEL-OHMIKE* upacitor-resistor analyzer 



PRICED SO YOU CAN AFFORD IT! 


• CAPACITANCI BRID6I measures 
up to 2000 mf in five overlapping 
ranges. The special 1 mmf to 100 
mmf range is exclusive with the 
Sprague Tei-Ohmike. 

• INSULATION RESISTANCE directly 
read on large meter up to 20,000 
megohms for paper, ceramic, and 
mica capacitors. No guessing with 
neon lamps. 

• LEAKAGE CURRENT of electrolytics 
measured directly on meter, with exact 
rated voltage up to 600v. applied 
from continuously adjustable power 
supply. Two ranges: 0-6-60 ma. No 
guessing on eye-widtfi or counting 
lamp blinks when ymi use a TO-41 


• POWER FACTOR of electrolytic 
capacitors measured by Wien Bridge 
up to 55% in three ranges. 

• RESISTANCE BRIDGE measures from 
2.5 ohms to 25 megohms at line fre¬ 
quency. 

• MAGIC-EYE TUBE simplifies bridge 
balancing for capacitance, power 
factor, and resistance measurements. 

• PUSH-BUTTONS for instant range 
selection, also discharge capacitors for 
safety automatically upon release. 

• POWER SUPPLY self contained for 
115 volt, 50 to 60 cycle a-c operation. 

• MODERN CASE finished in two-tone 
gray; measures 8%" high, 14H" wide, 
614'' deep. Weight only 1214 pounds. 


The handiest instrument you can buy! Modern service 
shops find it a must. Although moderately priced for 
radio and television repair shops, it offers you the 


quality and the accuracy required by the nation's 
outstanding laboratories. The TO>4 comes complete with 
step-by-step instruction manual and capacitor guide. 


i-ss 


TRADE DISCOUNT APPLIES TO LIST PRICES ONLY 


AM pricM subiect to change without notice. 


Radio’s Master — 18th Edition 

Page P-85 






































MICA TYPES 


Each Mica Capacitor Section Receives a Radio frequency Test 
Before Molding 

Careful Selection and Electrical Grading of Raw Mica Assures 
Maximum Quality ’ 



TYPE MS—SILVERED MICA TYPE 1FM 

(Stondord Copocity TolerorKe jb S %) (Standard Capacity Toi«rahce i 20%) 


I WVDC, 1000 V 1 



Catalog Nos. 


LxWxT 
MS.35 aVfe 
MS-23 
MS-28 
MS-11 1 



(Standard Copocity Tolerancedl 1 0%) 


3APM—300 WVDC 600 y TiST 

.005 3AFM-25 j $ .65 

.006 3AFM-26 . .70 

.007 3AFM-27 .95 

.008 3AFM-28 ‘ 1.10 

.01 3AFM-11 ' 1.30 

.015 3AFM-115 1.35 


3BPM~ilOO WVDC 1000 Y TiST 


.0001 

3BFM.31 

.30 

.0002 

3BFM-32 

.30 

.00025 

3BFM-325 

.30 

.0003 

3BFM^33 

.30 

.0004 

3BFM-34 

.30 

.0005 

3BFM-35 

.30 

»001 

3BFM-21 

.35 

k0015 

^ 3BFM-215 

,35 


# Section Foils on Foil Micas are Connected to Terminals through 
Special Low-resistance R-F Bonds 

# R-F Current Tested for Peak Ratings After Impregnation and 
Molding 


TYPES XFM, TYPES 7FM, 
YFM&ZFM 8FM&9FM 



1 ; 500 WVDC 1000 V TEST | 

.00001 

lFM-41 

$ .25 

^00002 

lFM-42 

.25 

.00004 

1 FM-44 

.25 

.00005 

lFM-45 

.20 

.000075 

lFM-475 

.20 

.0001 

lFM-31 

.20 

.60015 

lFM-315 

.20 

.0002 

lFM-32 

.20 

r00025 

lFM-325 

.25 

.00035 

lFM-335 

.25 

.0004 

lFM-34 

25 

,0005 

1 FM-35 

.25 

.0007 

1 FM-37 

.25 

1001 

lFM-21 

.30 

.0015 

lFM-215 

.30 

.002 

lFM-22 

.40 

i003 

1 FM-23 

.50 

.004 

1FM.24 

.55 

1005 

lFM-25 

.60 

.006 

1FM-26 

.65 

1 300 WVDC, 600 V TEST | 

.007 

1FM.27 

$ .85 

.008 

1FM.28 

1.00 

.009 

1 FM-29 

l.QO 

.01 

lFM-11 

1.20 

Catalog Nos. 

1 FM-44 

Lx W X T 

through 1 FM-35 *144 x % x 

1 FM-37 

' through 1 FM-23 *1^4 x *?44 x 

1 FM-24 

through 1 FM-28 x *^ x ^1^2 

1 FM-29 

1 through 1 FM-11 1 

xHx*^ 1 

»BFM, 

ft 3CFM 

MF 

Cat. No. 

List 

C002 

3&FM-22 

$ .45 

.0025 

3BFM-225 

.50 

.003 

3BFM-23 

.55 

.004 

3BFM-24 

.60 

.005 

3BFM-25 

.65 

.006 

3BFM-26 

J5 

.007 

3BFM-27 

' 1.00 

.008 

3BFM.28 

1.15 

1 3CPM— 1000 WVDC 2000 V TEST | 

.00005 

3CFM-45 

1.00 

.0001 

3CFM-31 

1.00 

.0002 

3CFM-32 

1,00 

.00023 

3CFM-325 

1.00 

.0003 

3CFM-33 

1.00 

.0004 

3CFM-34 

1.00 

,0005 

3CFM-35 

T.OO 

.001 

3CFM-21 

T.25 

;0015 

3CFM-215 

1.50 

;002 

3CFM-22 

1.50 

^0025 

3CFM.225 

1.50 

Cataiag Nos, 


lx Wx T 

3AFM Types 


1 xHx«s 

3BFM Types 


1 xHxf^ 

3CFM Types 


1 X H x Mi 


Q 




(Standard Capacity Tolerance lhl0%) 

MF 

Cat. No. 


List 

XFM—600 

WVDC 1900 

V 

TIST 

•00005 

XFM-45 


$1.20 

•0001 

XFM-31 


1.20 

•0002 

XFM-32 


1.20 

•00025 

XFM-325 


1.20 

•0003 

XFM-33 


1.20 

•0004 

XFM-34 


1.20 

•0005 

XFM-35 


1.20 

•001 

XFM-21 


1.20 

•0015 

XFM-215 


1.20 

•002 

XFM-22 


1.30 

•0025 

XFM-225 


1.30 

•003 

XFM.23 


1.45 

•004 

XFM.24 


1.50 

•005 

XFM.25 


1.55 

•006 

XFM.26 


1.80 

•007 

XFM.27 


1.85 

•008 

XFM-28 


1.90 

.01 

XFM-l 1 


2.15 

.02 

XFM-12 


3.05 

.03 

XFM-l 3 


4.45 

Catalog Nos. L x 

nr 

X T 

XFM.45 thro XFM-l 1 l»/i x 

\v% 

x’!4 

XFM-12 thruXFM-13 l»/s x 

VA 

X 

TPM—1200 WVDC 2500 V 

TEST 

.00005 

YFM-45 


1.60 

.0001 

YFM-31 


1.60 

.0002 

YFM-32 


1.60 

.00025 

YFM.325 


1.60 

.0003 

YFM-33 


1.60 

.0004 

YFM-34 


1.60 

.0005 

YFM-35 


1.60 

.001 

YFM-21 


1.80 

.0015 

YFM-215 


2.30 

.002 

YFM-22 


2.40 

.0025 

YFM-225 


2.80 

.003 

YFM-23 


3.05 

.004 

YFM.24 


3.05 

.005 

YFM-25 


^4.30 

.006 

YFM-26 


3.30 

.007 

YFM-27 


3.45 

.008 

YFM.28 


3.85 

.01 

YFM-11 


5.10 



ZPM--2500 WVDC 5000 V TEST 


.00005 ZFM-45 1.90 

.0001 ZFM.31 1.90 

.0002 ZFM-32 1.90 

.00025 ZFM.325 2.20 

.m3 . ZFM-33 2.25 

.0D04 ZFM-34 2.30 

.0005" ZFM-35 2.40 

mV ZFM.2I 2.80 

.dots ZFM-215 3.55 

.002 ZFM-22 4.15 

003 ZFM-23 4.90 

.004 ZFM.24 5.65 

005 ZFM.25 6.40 


CdfMectms. ’ L X W X T 


ZFM<;45 thru ZFM-22 1% x IVi x 
ZFM-23 thru ZFM-25 m x !*/• x ^ 


9PM—2500 WVDC 5000 V TIST 


9FM-45 

9FM-31 

9FM.325 

9FM-35 

9FM.21 

9FM-22 

9FM-225 

9FM-23 

9FM-24 

9FM-25 

9FM.26 

9FM-28 

9FM.11 

9FM-n5 


9FM^45 thru 9FM.26 1% x 1 x ^ 
9FM-28 thru 9FM^115 m x 1 ^ x % 
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TYPES IMC & 2MC 



(Standard Capacity Tolerance i5%) 


MF VAC Peak Cat. No. List 


TYPE IMC 



IMC Dimensions 


I X W X H 


TYPE 2MC 


TYPES ICC, 2CC, 3CC & 4CC 


(Stondard Capacity Tolerance it5%) 


MF 

Cat. 

No. 

List 


TYPE 

ICC 



6000 VAC Peak 


.00005 

lCC-45 

$38.20 

.000075 lCC-475 

40.00 

.0001 

lCC-31 

40.60 

.00015 

lCC-315 

40.60 

.0002 

lCC-32 

40.60 

.00025 

lCC-325 

40.60 

.0003 

lCC-33 

44.35 

.0004 

lCC-34 

44.35 

.0005 

lCC-35 

46.65 

.0006 

lCC-36 

46.65 

.0007 

lCC-37 

46.65 

.0008 

1CC-38 

46.65 

.001 

TCC-21 

46.65 

.0015 

lCC-215 

48.90 

.002 

lCC-22 

48.90 

.003 

lCC-23 

50.60 

.004 

lCC-24 

50.60 

1 4000 VAC Peak 

.005 

lCC-25 

50.60 

.006 

lCC-26 

51.45 

.007 

lCC-27 

51.45 

.008 

lCC-28 

51.45 

.01 

lCC-11 

51.45 

1 3000 VAC Peak | 

1 .015 

lCC-115 

51.45 

1 2000 VAC Peak | 

.02 

lCC-12 

51.45 

.025 

lCC-125 

51.80 

1 1500 VAC Peak 

.03 

lCC-13 

55.75 

.04 

lCC-14 

58.50 

.05 

1 CCrl 5 

60.75 

.06 

lCC-16 

62.80 

1 1000 VAC Peak | 

.07 

1CC-17 

64.25 

.08 

lCC-18 

65.75 

.1 

lCC-1 

68.50 



1CC Dimensions 


Dia. X Height 
2^3^ X 2’/2 


TYPE 2CC 


10,000 VAC Peak 


.00005 

2CC-45 

.000075 

2CC-475 

.0001 

2CC-31 

.00015 

2CC-315 

.0002 

2CC-32 

.0003 

2CC-33 

.0004 

2CC-34 

.0005 

2CC-35 

.0006 

2CC-36 

.0007 

2CC-37 

.0008 

2CC-38 

.001 

2CC-21 

.0015 

2CC-215 

.002 

2CC-22 


8000 VAC Peak 


5000 VAC Feak 



6 

^ 69. 

7 

isru 69. 

8 

69. 

1 

69. 


AH prices subiecf to change without notice. 



2CC Dimensions 


Dio. X Height 
3’/2 X 3 


TYPE 3CC 


20,000 VAC Peak 


3CC-45 

5 3CC-475 

3CC-31 
3CC.315 
3CC-32 
3CC.33 


TYPE 4CC 


30,000 VAC Peak 


4CC.31 $210.30 

4CC-315 210.30 



10,000 VAC Peak 


.005 

3CC-25 

151.25 

.006 

3CC-26 

151.25 

.007 

3CC-27 

151.25 

i .008 

3CC-28 

151.25 

8000 VAC Peak 


5000 VAC Peak 


3CC-115 
3CC-12 


3000 VAC Peak 


10,000 VAC Peak 


8000 VAC Peak 


6000 VAC Peak 




TRADE DISCOUNT APPLIES TO IfST PR/C£S ONLY 


Dia. X Height 
5x5% 
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PLANET MANUFACTURING CORPORATION 

BLOOMFIELD, NEW JERSEY 





Universal Replacement Type Electrolytics 

“LYTICAP” 

DRY ELECTROLYTICS 

Hermetically sealed in aluminum tubes,, covered 
with red kraftboard insulating jackets •— tinned 
copper leads — dual capacitors have common 
negative and are provided with mounting strap. 


L- 8-525 8 

L-l 6-525 16 


525 WYDC 

y8x2T'^ 
23/o 


450 


L- 4-450 
L- 8-450 
L-l 0-450 
L-l 2-450 
L-l 6-450 
L-20-450 
L-30-450 
L-40-450 
L-80-450 
L-2 X 8-^50 
L-2 x 20-450 
1-2x30-450 
L-2x40-450 

L- 8-350 
L-20-350 
L-40-350 


4 

8 

10 

12 

16 

20 

30 

40 

80 

8 + 8 
20+20 
30+30 
40+40 

350 

8 

20 

40 

250 


150 


L-l 0-250 10 

L-24-250 24 

L- 5-150 5 

L- 8-150 8 

L- 10-150 10 

L- 16-150 16 

L- 20-150 20 

*—Dimensions are for me+a! tubes 


1x23/8 

WVDC 

%xiy8 

3/4x15/8 

%xiy8 

%xiy8 

Wz 

I x2tj 
1x23/8 

l'Ax2+i 

WVDC 

%xiy8 

78X1% 

1x2+ 

WYDC 

%xl% 

%xl% 

WYDC 

%xl'/8 

'/2XI% 

72X1% 

%xl% 

%xl% 

Add tV" 


$1.30 

2.00 

1.15 

1.25 

1.30 

1.35 

1.40 
1.55 
1.70 
1.80 
2.80 
1.70 
2.50 
3.00 

3.40 

1.20 

1.45 

1.75 

1.15 

1.35 


$ .78 

1.20 

.69 

.75 

.78 

.81 

.84 

.93 

1.02 

1.08 

1.68 

1.02 

1.50 

1.80 

2.04 

.72 

.87 

1.05 

.69 

.81 


.60 

.63 

.63 

.69 

.72 


CAT. NO. 

MFD. 

SIZE* 

LIST 

PRICE 

DEALER 

NET 

L- 30-150 

ISO WVDC tContinued 1 

30 3/,4|S/. 

$1.30 

$ .78 

L- 40-150 

40 

ytxiye 

1.35 

.81 

L- 50-150 

50 

%x2Tt 

1.40 

.84 

L- 80-150 

80 

Ix2|| 

1.60 

.96 

L-I50-I50 

150 

2.10 

1.26 

L-2«20-l50 

20+20 

3/4X13/8 

1.65 

.99 

L-2x30-l50 

30+30 

%xiy8 

1.80 

1.08 

L-4020-150 

40+20 

%x|5/8 

1.75 

1.05 

L-2x40-I50 

40+40 

78x2+ 

1.85 

l.ll 

L-5030-150 

50+30 

78x2+ 

1.95 

1.17 

L-2x50-I50 

50+50 

1x2/5 

1x23/8 

2.10 

1.26 

L-8040-150 

80+40 

2.25 

1.35 

L- 5-50 

50 

5 , 

WVDC 

3/8x1'/8 

1.00 

.60 

L- 10-50 

10 

'/2x|3/8 

1.00 

.60 

L- 25-50 

25 

72x1 ys 

1.05 

.63 

L- 50-50 

50 

3/8x13/8 

1.20 

.72 

L-l 00-50 

100 

3/4x13/8 

MO 

.84 

L- 10-25 

25 

10 

WVDC 

'/2X|3/8 

1.00 

.60 

L- 25-25 

25 

'/2x|3/e 

1.00 

.60 

L-l 00-25 

100 

3/8x13/8 

1.35 

.81 

L-250-25 

250 

%x2tV 

1.70 

1.02 

L-500-25 

500 

1x23/8 

2.30 

1.38 


L-l 000-6 
L-2000-6 


1000 

2000 


1.00 

1.05 

1.05 , 

115 69 L-l 000-3 1000 

L20 .72 1 L-l 500-3 1500 

to diameter and '/s" fo length for over-all dimensions over cardboard insulating tube 


WYDC 

%x2+ 

1x23/8 

WYDC 

%x2+ 

%x2+ 


1.90 

2.40 


1.80 

2.40 


1.14 

1.44 

1.08 

1.44 


Universal Replacement Type Electrolytics 

“CT” 

DRY ELECTROLYTICS 

Constructed in strong cardboard tubes, impreg¬ 
nated under pressure — long insulated leads of 
UL approved wire out both ends — mounting 
strap. 





CAT NO. 


MFD. 


WVDC 


SIZE 


LIST DEALER 
PRICE NET?. 


DUAL 

CT-2x20-l50 

CT-2x30-l50 

CT-4020-150 

CT-2x40-l50 

CT-5030-150 

CT-2x50-l50 


UNITS--COMMON NEGATIVE 


20+20 

30+30 

40+20 

40+40 

50+30 

50+50 


150 

150 

150 

150 

150 

150 


74x272 

78x272 

78x272 

1x21/2 

1x21/2 

1x3 


$1.65 

1.80 

1.75 

1.85 

1.95 

2.10 


^ .99 
1.08 
1.05 
l.ll 
1.17 
1.26 


CAT NO. 

MFD. 

WVDC 

SIZE 

LIST 

PRICE 

DEALER 

NET 

DUAL 

UNITS —SEPARATE 

SECTIONS 


CT-2x20-l50-SS 

. - 20+20 

150 

1x23/8 

$2.05 

$1.23 

TRIPLE 

UNITS —COMMON 

NEGATIVE 


Ct-403020-150 

40+30+20 

150 

1x3 

2.35 

).4i 

CT-302 

30+20/ 20 

150/25 

1x21/2 

2.10 

1.26 

CT-303 

40+30/ 20 

150/25 

1x3 

2.20 

1.32 

0^04 

50+50/ 20 

150/25 

1x31/4 

2.50 

1.50 

CT-305 

50+30/ 20 

150/25 

1x3 

2.35 

1.41 


Radio’s Master — 18th Edition 

Page P-88 


Copyright by U. C, P., Incl 


PAP PSCOUNT APPLIES TO LIST mCES ONLY 





SAFEST FOR SERVICING 
FIRST IN COMPONENTS RESEARCH 


m 


Centtalab 


MOLDED DISC CERAMIC HI-KAPS® 

For Bypass. Coupling and General Applications 

Molded disc ceramics feature 
n highest available breakdov/n to 

^ 'j J \ \ \ ^ ) ground, highest lead strength, 

ITb I j and resistance to mechanical 

11 If If damage, closest tolerance, 

I I II I I “MD’s” can be placed directly 

" ■ “ ■ ■ against a chassis, or adjacent to 

high voltage leads without danger of flashover or breakdown. 
Low inductance makes these units highly efficient in high fre¬ 
quency circuits. They are not recommended for use in resonant 
or tuning applications. Voltage Rating — Ultra conservative 
600 V.D.C.W., 1,800 V.D.C. test. Maintain high capacity and 
stand up under -1-85° C. operation. Insulation — Molded 
Centrathenef. 2,500 V.D.C. breakdown to ground. Electrical 
properties constant to 3,000 megacycles. Insulation resistance of 
molding 300,000 megohms. Moisture absorption .005%. Power 
factor of molding .02%. Fungus resistant. Unaffected by ozone, 
salt water, any known acid, or solvent at room temperature. 
Will not become brittle at —55° C. Leads — No. 22 tinned 
copper ly^" long. All units one size — 11/16" diameter, 3/16" 
thick, maximum. Packaged — 5 units per polyethelene bag. 5 
bags (25 units) per carton. 

TYPE MD MOLDED DISC CERAMIC HI-KAPS® 


CERAMIC CAPACITORS 

C HI-KAPS® BC HI-KAP® TUBULARS 


Cap. 

Per Cent 

CRL 

Cap. 

Per Cent 

CRL 

mmf. 

Tolerance 

Cat. No. 

mmf. 

Tolerance 

Cat. No. 

5 

±10% 

—MD-050 

390 

±10% 

—MD-391 

10 

±10% 

—MD-lOO 

400 

±10% 

—MD-401 

12 

±10% 

—MD-120 

470 

±10% 

—MD-471 

15 

±10% 

—MD-150 

500 

±10% 

—MD-501 

18 

±10% 

—MD.I80 

560 

±10% 

—MD-561 

20 

±10% 

—MD-200 

600 

±10% 

—MD-601 

22 

±10% 

—MD.220 

680 

±10% 

—MD.68i 

25 

±20% 

—MD-250 

750 

±20% 

—MD-751 

27 

±10% 

—MD-270 

820 

±20% 

—MD-821 

33 

±10% 

—MD-330 

1,000 

±20% 

—MD-102 

39 

±10% 

—MD-390 

1,200 

±20% 

-MD-122 

47 

±10% 

—MD-470 

1,500 

±20% 

—MD-152 

50 

±10% 

—MD-500 

1,800 

±20% 

-MD-I82 

56 

±10% 

—MD-560 

2,000 

±20% 

—MD..202 

68 

±10% 

—MD.680 

2,200 

±20% 

—MD-222 

75 

±10% 

—MD-750 

2,500 

±20% 

—MD-252 

82 

±10% 

—MD-820 

2,700 

±20% 

—MD-272 

100 

±10% 

—MD-IOI 

3,000 

±20% 

—MD-302 

120 

±10% 

—MD-I2I 

3,300 

±20% 

—MD-332 

150 

±10% 

—MD-I5I 

4,000 

GMV 

—MD-402 

180 

±10% 

—MD.I8I 

4,700 

GMV 

—MD-472 

200 

±10% 

—MD-201 

5,000 

GMV 

—MD-502 

220 

±10% 

—MD-221 

5,600 

GMV 

—MD-562 

250 

±10% 

—MD-251 

6,800 

GMV 

—MD-682 

270 

±10% 

—MD-271 

7,500 

GMV 

—M 0-752 

300 

±10% 

—MD-301 

10,000 

GMV 

—MD-103 

330 

±10% 

—MD-331 





List Price. 

.$0.: 

IS — $1.25 

per envelope 



TYPE DD16 DISCS 

1600 V.D.C.W,, 3000 V.D.C. Test—Originally designed for use 
in electric shavers, these units are finding wide acceptance for 
use as buffers in auto radio sets as they are totally unaffected by 
heat, humidity or vibration. 


Cap. 

mmf. 

Cat. No. 

Tolerance 

Diam. 

Thick 

List Price 

4,000 

DD16-402* 

GMV 

7/8" 

5/32" 

$0.50 

5,000 

DDl 6-502* 

GMV 

7/8" 

5/32" 

.50 

6,000 

DD16-602* 

GMV 

7/8" 

5/32" 

.50 

7,500 

DDl 6-752* 

GMV 

7/8" 

5/32" 

.50 

8,000 

DDl 6-802* 

GMV 

7/8" 

5/32" 

.50 

10,000 

DD16-103* 

GMV 

7/8" 

5/32" 

.50 

15,000 

DD16-153* 

—20% 4-80% 

7/8" 

1/4" 

.60 

^Packaged 2 per envelope—10 units per 

carton. 



TYPE DF FLAT-PLATE HI-KAP® CAPACITORS 


600 V.D.C.W., 1200 V.D.C. Test—Low mass 

weight, unusual thinness plus inherent Centralab 
ceramic capacitor stability and permanence 
make these units extremely popular for general 
replacement application. 

Tolerance Length Height Thick List Price 

GMV 1-9/32" 27/32" 3/32" $0.70 

GMV 1-9/32" 27/32" 1/8" .80 


For bypass, coupling and 
general use in AM, FM, 
other r.f. 
Tolerance ±:20% 
X XX XX through 2200 mmf.; over 
2200 guaranteed minimum values (GMV), 85° C. plus operation. 
Tropicalized. 1200 volts D.C. test; 600 volts D.C. working. 
Packaged 5 per envelope. 

D6 SERIES BC HI-KAP® TUBULARS 


Capacity 

mmf. 

CRL 

Cat. No. 

Size 

Capacity 

mmf. 

CRL 

Cat. No. 

Size 

3 

D6-030 

A 

300 

D6-301 

A 

5 

D6-050 

A 

330 

D6-331 

A 

10 

D6-100 

A 

390 

D6-391 

A 

12 

D6-120 

A 

400 

D6-401 

A 

15 

D6-150 

A 

470 

D6-471 

A 

18 

D6-180 

A 

500 

D6-501 

A 

20 

D6-200 

A 

560 

D6-561 

A 

22 

D6-220 

A 

600 

D6-601 

A 

25 

D6-250 

A 

680 

D6-681 

A 

27 

D6-270 

A 

750 

D6-751 

A 

33 

D6-330 

A 

820 

D6-821 

A 

39 

D6-390 

A 

1,000 

D6-102 

A 

40 

D6-400 

A 

1,200 

D6-122 

B 

47 

D6-470 

A 

1,500 

D6-152 

B 

50 

D6-500 

A 

1,800 

D6-182 

B 

56 

D6-560 

A 

2,000 

D6-202 

B 

68 

D6-680 

A 

2,200 

D6-222 

B 

75 

D6-750 

A 

2,500 

06-252 

B 

82 

D6-820 

A 

2,700 

D6-272 

B 

91 

D6-910 

A 

3,000 

D6-302 

B 

100 

D6-101 

A 

3,300 

D6-332 

C 

120 

D6-121 

A 

4,000 

D6-402 

C 

150 

D6-151 

A 

4,700 

D6-472 

C 

180 

D6-181 

A 

5,000 

D6-502 

C 

200 

D6-201 

A 

5,600 

D6-562 

P 

220 

D6-221 

A 

6,800 

D6-682 

D 

250 

D6-251 

A 

7,500 

D6-752 

D 

270 

D6-271 

A 

10,000 

D6-103 

D 

List 

Price. 

..$0,25 each — $1.25 

per envelope 


1600 V.D.C. Working- 

D16 SERIES 

—3000 V.D.C. Test. Packaged 2 per 

enve- 

lope, 10 per carton. 

3 D16-030 

B 1 

68 

D16-680 

D 

5 

D16-050 

B 

75 

D16-750 

D 

7.5 

D16-7R5 

B 

100 

D16-101 

D 

12 

D16-120 

B 

120 

D16-121 

D 

20 

D16-200 

B 

150 

D16-151 

E 

39 

D16-390 

C 

180 

D16-181 

E 

47 

D16-470 

C 

200 

D16-201 

E 

56 

List 

D16-560 

Price. 

c 1 

...S0.30 each — $0.60 

per envelope 



Cap. mmf. Cat. No. Tolerance Length Heig 

5,000 DF-503** GMV 1-9/32" 27/3: 

1,000 DF-104** GMV 1-9/32" 27/3: 

♦^Packaged I per envelope—5 units per carton. 


D30 SERIES 

3000 V.D.C. Working—6000 V.D.C. Test. Packaged : 
envelope. 

150 D30-151 E I 180 D30-181 

List Price.$0.50 each — $1.00 per envelope 

BODY DIMENSIONS 

Size Diameter Length 

A .250" .500" 

B .250" .750" 

C .280" .900" 

D .335" 1.210" 

E .290" 1.630" 


Copyright by U. C. P., Inc. 
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SAFEST FOR SERVICING 

FIRST IN COMPONENTS RESEARCH 


CERAMIC CAPACITORS (Cont’d) 


TC TEMPERATURE COMPENSATING TUBULARS 

^ ' Designed especially to limit fre- 

quency drift in r.f. circuits v/here 
temperature variations are prev¬ 
alent. These capacitors are con¬ 
structed with a ceramic body which changes capacities as the 
temperature varies. Use Centralab TC Hi-Kaps when servicing 
superhet receivers—replace older types in oscillator and detector 
circuits in TV^ AM and FM receivers. 1,200 volts D.C. test; 600 
volts D.C. working. = < 


TCZ TUBULAR HI-KAF® 

All TC Hi-Kqps conform to 
JAN-C-20A specifications. hiPO 
Units (JAN-CH-CJ-CK) which 
show zero capacitance chdnge 
over temperature range -—20° 
C. to 4-85° C. V 


Cap. 


CRL 

Size 

mmf. 

Tolerance 

Cat. No. 

Type 

.5 

±.25 mmf. 

TCZ..5 

CC20 

.68 

±.25 mmf. 

TCZ-.6S 

CC20 

1.0 

±.25 mmf. 

TCZ-1 

CC20 

1.5 

±.25 mmf. 

TCZ-1.5 

CC20 

2.2 

±.25 mmf. 

TCZ-2.2 

CC20 

3.3 

±.25 mmf. 

TCZ-3.3 

CC20 

List Price $0.75 each 

4.7 

±.5 mmf. 

TCZ. 4.7 

CC20 

6.8 

±.5 mmf. 

TCZ-6.8 

CC20 

10 

±.5 mmf. 

TCZ-10 

CC20 

12 

±.5 mmf. 

TCZ-12 

CC20 

15 

±.5 mmf. 

TCZ-15 

CC20 

18 

±.5 mmf. 

TCZ-IS 

CC20 

20 

±.5 mmf. 

TCZ-20 

CC20 

List Price $0.60 edch 

22 

±2'/2% 

TCZ.22 

CC20 

24 

±2'/2% 

TCZ-24 

CC20 

25 

±2'/2% 

TCZ-25 

CC25 

27 

±21/2% 

TCZ-27 

CC25 

30 

± 21 / 2 % 

TCZ-30 

CC25 

33 

± 21 / 2 % 

TCZ-33 

CC25 

36 

±2'/2% 

TCZ.36 

CC25 

39 


TCZ-39 

CC25 

43 

±2'/2% 

TCZ-43 

CC2S 

47 

±2'/2% 

TCZ-47 

Cd25 

50 

±21/2% 

TCZ-50 

CC25 

51 

±2'/2% 

TCZ. 5 I 

CC25 

56 

±2'/2% 

TCZ-56 

CC25 

62 

±2'/2% 

TCZ-62 

CC32 

68 

±2'/2% 

TCZ-68 

CC32 

75 

±2^2% 

TCZ-75 

CC32 

82 

±2'/2% 

TCZ-g2 

CC32 

91 

±21/2% 

TCZ-91 

Cp2 

100 

±2'/2% 

TCZ-lOO 

CC32 

no 

±5% 

TC7-110 

CC32 

120 

±5% 

TC^r-120 

CC32 

130 

±5% 

TCZ-130 

CC35 

150 

±5% 

TCZ-150 

CC35 

160 

±5% 

TCZ-160 

CC35 

ISO 

±5% 

TCZ-ISO 

CC35 

200 

±5% 

TC2-200 

CC45 

220 

±5% 

TCZr220 

CC45 

240 

±5% 

TCZ-2$0 

0545 

270 

+5% 

TCZ-27d 

CC45 

300 

±5% 

TCZ-300 

CC45 


TCN TUBULAR HI-KAP® 

N750 Units (JAN-UJ, UK) which 
show capacity change of minus 
750 parts per million^® per 
each degree C rise in tempera¬ 
ture. 

Cap. CRL Size 

mmf. Tolerance Cat. No. Type 

3.3 —.5 mmf. TCN-3.3 CC20 

5 —.5 mmf. TCN-5 CC20 

10 —.5 mmf. TCN-10 CC20 

12 —.5 mmf. TCN-12 CC20 

15 —.5 mmf. TCN-15 CC20 

IS —.5 mmf. TCN-lg CC20 

20 —.5 mmf. TCN-20 CC20 

List Price $0.60 each 

24 —2^1 TCN^" wlo 

25 — 2 '/ 2 % TCN-25 CC20 

27 --2'/2% TCN-27 CC20 

30 — 2 '/ 2 % TCN-30 CC20 

33 —2'/2% TCN-33 CC20 

36 — 21 / 2 % TCN-36 CC20 

39 — 21 / 2 % TCN-39 CC20 

43 — 21 / 2 % TCN .43 CC20 

47 -- 2 '/ 2 % TCN-47 ;CC20 

50 — 21 / 2 % TCN-50 CC20 

51 — 21 / 2 % TCN. 5 I CC 20 

56 —2'/2% TCN-56 CC20 

62 —2'/2% TCN-62 CC20 

68 — 2 '/ 2 % TCN-68 CC25 

75 — 21 / 2 % TCN-75 CC25 

82 — 21 / 2 % TCN-82 CC25 

91 —2'/2% TCN-91 CC25 

100 — 2 </ 2 % TCN-100 CC25 

110 — 5 % TCN-110 CC25 

120 —5% TCN-120 CC25 

130 —5% TCN-130 CC25 

150 —5% TCN-150 CC25 

160 —5% TCN-160 CC25 

ISO —5% TCN-180 CC32 

200 —5% TCN-200 CC32 

220 —5% TCN-220 CC32 

240 —5% TCN-240 CC32 

270 —5% TCN-270 CC32 

300 —5% TCN-300 CC32 

330 — 5 % TCN-330 CC32 

360 —5% TCN-360 CC32 

390 — 5 % TCN-390 CC35 

430 —5% TCN-430 CC35 

470 — 5 % TCN-470 CC35 

510 ~5% TCN-510 CC35 

560 —5% TCN-560 CC45 

620 —5% TCN-620 CC45 

680 —5% TCN-680 CC45 

750 —5% TCN-750 CC45 

List Price $0.50 each 


BODY DIMENSIONS 


CERAMIC CAPACITOR KIJS 
METAL KIT NO. pK-200— 200 assorted BC tubular and molded 
disc Hi-Kqps. 31 types most commonly used—600 V.D.C.W., plus 

one 4 drqyyer metal cabinet..List Price $50.00 

PLASTI-PAk KIT DK-100 —100 ceramic capacitors, 10 tubular 
and 10 discs each of the 5 most popular capacity values in 

handy plastic box... ...List Price $25.00 

PLASTI-PAK KIT MDK-40— -40 MD disc ceramic capacitors: 5 
each of 8 most popular values in handy plastic box. 

List Price $10.00 

PLASTI-PAK KIT MDK-25 —25 molded ceramic disc Hi-Kaps: 5 

each of 5 popular values in handy plastic box.List Price $6.25 

PLASTI-PAK KIT DK-25 —25 tubular Hi-Kaps: 5 each of 5 popu¬ 
lar values in handy plactic box......List Price $6.25 

PLASTI-PAK KIT DDK.12— 12 disc Hi-Kaps, 1600 V.D.C.W.: 2 
each of 6 most popular values used in buffers in handy plastic 
box..List Price $6.00> 

TV-HI-YO KAPS® 

Factory guaranteed exact replace- 
/ Accepted standard for filter 

bypass applications in TV high 
voltage power supplies. Brass cad¬ 
mium terminals available in com- 


binations 

shown 

below. 

Capacity 

tolerance —20% -1-50%. 

Voltage 

Cap. 

CRL 

Voltage 


List 

D.C.W. 

mmf. 

Cat. No. 

D.C. Test 

Terminals 

Price 

10,000 

500 

TV 1-501 

20,000 

2 Rod 

$ 1 . 75 . 

10.000 

500 

TV2-50I 

20,000 

1 Slot, 1 Tap 

1 . 75 . 

10,000 

500 

TV3-50I 

20.000 

1 Tap, 1 Thread 

1.75 

20,000 

500 

TV 1-502 

40,000 

2 Rod 

1.85 

20,000 

500 

TV2-502 

40.000 

1 Slot, 1 Tap 

1.85 

20,000 

500 

TV3-502 

40,000 

1 T^p, 1 Thread 

1.85 

20,000 

500 

TV4-502 

40,000 

2 Male Thread 

1.85 

20,000 

500 

TV5-502 

40,000 

2 Female Tap 

1.85 

20,000 

500 

TV7-502 

40,000 

1 8-32 thd., 1, 6-32 thd. 

1.85 

30,000 

500 

TV 1-503 

48,000 

2 Rod 

3.00 

30,000 

500 

TV8-503 

48,000 

2 Spec. 8-32 thd. 

3.00 


TY6 MOLDED 6000 YOLT REPLACEMENT TUBULARS 

Used in capacity deflection circuits in electrostatic TV sets, also 
in voltage divider circuits in electro dynamic TV sets. Molded 
casing assures adequate external insulation. Tolerance GMV. 
Body size diam. x 2%". 

Cap. Mfd. Cat. No. V.D.C. Working List Price 

.005 TV6-502 6000 $1.10 

D60-200 TO D60-600 

A smaller tubular type high voltage capacitor, especially suifed 
for conversion of TV sets for larger size picture tubes. Reliable, 
lasting performance. All units rated with +20% tolerance. 
6000 V.D.C.W., 10,000 V.D.C. Test. Max. size, length 1.118", 
diam. .310". 


Cap. mmf. 
20 
30 
40 


CRL Cat. No. 
D60-200 
D60-300 
D60-400 


Cap, mmf. 
50 
60 


CRL Cat. No. 
D60-500 
D6O-60O 


List Price $0.50 


CERAMIC PEED-THRU HI-KAPSd 

TYPES FT AND MFT 


Type FT Feed-Thru or bushing mounted copacitor 
, ^ has been specifically designed and widely used 

high frequency circuits where, in addition to 
c == tr(^ . n ?====* feed thru, a capacity ground to either chassis or 
shield is desired. Lead inductance is virtually eliminated. Type 
MFT MINIATURE Eyelet Feed-Thru is a condensed version of the 
above units required in many new ultra-high frequency applica¬ 
tions where space is at a premium. VOLTAGES—Both styles— 


Size 

Diameter 

Length 

500 V.D.C.W., 1,000 V.D.C. Test. 






Cap. 

CRL 


Cap. 

CRL 


GC20 

.200" 


mmf. 

Cat. No. 

Tolerance 

mmf. 

Cat. No. 

Tolerance 

CC25 

.200" 

.696" 

500 

FT-500 

±20% 

50 

MFT-50 

±10% 

1,000 

FT-1,000 

±20% 

100 

MFT-lOO 

±10% 

CC32 

.225" 

.860" 

1,500 

FT-1,500 

-20% H-50% 

500 

M FT-500 

±20% 

CC35 

.285" 

1.165" 

1,800 

2,300 

FT-1,800 
FT-2;300 

-20% -t-50% 
-20% -f50% 

1,000 

MFT-1.000 

SMV 

CC45 

.285" 

1.625" 


List Price $1 

1.00 each 

1 

List Price $0.50 

each 
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CERAMIC 

TRANSMITTtNG CAPACITORS 


CAPACITORS (Coni’di 


VOLTAGE—20,000 V.D.C.W.. 30,000 V.D.C.T. R.F. 

LOAD—30 amps or greater for 30° C. rise at 30 me. 
^ MOUNTING—Terminal ends tapped 10-32. DIMEN- 

^ SIONS—Overall length 2%'', diam. 2". Tolerance ±10% 

Cap. mmf. CRL Cat. No. Temp. Coef. 

50 859S-50Z NPO 

100 859S-I00Z NPO 

250 859S-250N N750 

500 859S-500N N2200 

List Price..$75.00 each 

Type 851 ceramic capacitors are high voltage units, 

held to ±10% tolerance. Size 1-9/32" diam. x ." |F 

1-15/32". End terminal plates are center tapped \ , P 

10-32. 85I-200N 7500 V.D.C.W. — All others 15000 Vi yi " ' L 

Cap. mmf. CRL Cat. No. Temp. Coef. 

25 851-25Z NPO 

50 85I-50Z NPO 

100 851-IOON N750 

200 851-200 N N750 


CRL Cat. No. 

85K25Z 
85I-50Z 
851-IOON 
851-200N 

List Price.$10.00 each 


Temp. Coef. 
NPO 
NPO 
N750 
N750 


SMALL HIGH VOLTAGE UNITS 

TYPES 853-853A, 854-854A, 855-855A 

The three series which follow are exceedingly compact ceramic 
capacitors. 5000 V.D.C.W. Mounting is with axial screw type terminals 
tapped 2-56. Tolerance ±10%. Sizes: 853, t\" diam. x 1 / 2 “. 854, j\'‘ 
diam, x ta"- 855, jV" diam. x Types 853, 854 and 855 also avail¬ 
able with axial leads, M/2" loriQi in place of screw terminals. For 


lead 

types, use same Cat. Nos., omitting 

"A". Same 

price. 

Cap. 

mmf. 

Cat. No. 

Temp. Coef. 

Cap. 

mmf. 

Cat. No. 

Temp. Coef. 

10 

853A-I0Z 

NPO 

3 

855A-3Z 

NPO 

20 

853A-20Z 

NPO 

5 

855A-5Z 

NPO 

20 

853A-20N 

N750 

10 

855A-I0N 

1 N750 

40 

853A-40N 

N750 






List Price. 

.$3.00 each 



TYPE 827 MINIATURE MOLDED CERAMIC TRIMMER 
(Replaces Type 820) 

Base, high grade phenolic. Two .120" diam. mounting holes 
spaced T^’L Can be mounted on chassis through t\" diam. 
M Inilial Insulation Resistance—10,000 megohms mihi- 

” mum. Body size: 17/32" x 

Cap. Range CRL Cap. Range CRL 

mmf. Cat. No. mmf. Cat. No. 

2.5 to 7 827A 5.0 to 30 827C 

3.0 to 12 827B 8.0 to 50 827D 

List Price.$1.00 each 

TYPE 822 CERAMIC TRIMMER 

Medium weight Steatite body. Numbers ending in Z 
are of zero temperature coefficient (NPO); those 
ending in N are negative temperature coefficient. 

Both rotor and stator plates are of metallic silver 

fired to ceramic rotor and stator. Mounting holes are clearance for 

No. 4 machine screws. Body size, approx. 27/32" x 21/32". 


Cap. Range 
mmf. 

1.5 to 3 

1.5 to 7 
2.0 to 7.5 

2.5 to 13.0 

4.5 to 25 


CRL 

Cat. No. 
822-DZ 
822-EZ 
822-CZ 
822-BZ 
822-AZ 
List Price- 


Cap. Range 
mmf. 

2.0 to 6.0 
4.5 to 25 
7.0 to 45 
5.0 to 50 


TYPE 823 CERAMIC TRIMMER 

A trimmer of highest quality. Medium heavy Steatite 
/?r l^y A base. Nur^bers ending in X*: are of zero temperature 
coefficient (NPO); those ejjding in N are of negative 
temperature coefficient. Both rotor and stator plates art 
of rnetalllc silver fired to ceramic rotor and stator 
Mounting studs are set in the base, tapped -/s" deep for 4-40 machine 
screws. Body size, approx. 1%" x l||". 

Cap. Range CRL Cap. Range CRL 

mmf. Cat. No. mmf. Cat. No 

5 to 12 823-EZ ^ 8 to 25 823-EN 

6 to 25 823-DZ 8 to 50 823-DN 

10 to SO 823-BZ 10 to 100 823-BN 

12 to 60 823-AZ 20 to 125 823-AN 

List Price.$J{.50 each 

TYPE 829 TUBULAR CERAMIC TRIMMER 

Ck Special tiny, tubular trimmer, widely used ii 

TV and FM applications. Ceramic body, .215' 
diameter. 


Capacity Body Cat. List Capacity Body Cat. List 

Range mmf. Length(B) No. Price Range mmf. Length(B) No. Price 
.5 to 3 1 / 2 " 829-3 $0.50 I to 7.5 %" 829-7 $0.60 

I to 4 1 / 2 " 829-4 .50 1.5 to 10 %" 829-10 .60 

I to 6 s/s" 829-6 .50 

TYPE ZA & ZB—’ZIPPERS 't BUTTpN-STYLE CERAMICS 

This solder-sealed "Button-type" ceramic capacitor is ^ 
an accurate, dependable, long-life replacement for old 
style mica "Buttons" . . . Zippers. Package^—Singly— 

Five envelopes per carton. 500 V.D.C.W., 1^000 V.D.C. 

Flash Test. ^ ^ 


TYPE ZA 

TAPPED GROUND TERMINAL 


TYPE ZB 

RIM TYPE FEED-THRU 



CRL 



CRL 


Cap. mmf. 

Cat. No. 

Tolerance 

Cap. mmf. 

Cat. No. 

Tolerance 

10 

ZA-lOO 

±10% 

m 

ZB-100 

±10% 

15 

ZA-150 

±10% 

15 

ZB.150 

±10% 

25 

ZA-250 

±10% 

25 

ZB-250 

±10% 

33 

ZA-330 

±10% 

33 

ZB-330 

±10% 

50 

ZA-500 

±10% 

50 

ZB-500 

±10% 

75 

ZA-750 

±20% 

75 

ZB-750 

±20% 

100 

ZA-IOI 

±20% 

100 

ZB-IOI 

±20% 

150 

ZA-I5I 

±20% 

150 

ZB-I5I 

±20% 

200 

ZA-201 

±20% 

200 

ZB-201 

±20% 

250 

ZA-251 

±20% 

250 

ZB-251 

±20% 

300 

ZA-301 

±20% 

300 

ZB-301 

±20% 

400 

ZA. 4 OI 

±20% 

400 

ZB-401 

±20% 

500 

ZA-501 

±20% 

5Q0 

ZB-SOI 

±20% 

600 

ZA-601 

±20% 

600 

ZB-601 

±20% 

750 

ZA-751 

±20% 

750 

ZB. 75 I 

±20% 

1,000 

ZA.I02 

GMV 

1,000 

ZB-102 

GMV 


List 

Price. 

.$1.25 each 


tTrade Mark 






TYPE SI & S2 TUBULAR STANDOFF CAPACITORS 

Designed for bypassing RF to ground in lqW\ power (TTJ 

transmitter-exciter units, receivers and slrnilar HF, 

UHF, and VHF circuits., Size—^Type SI-«%" maxi- | 1 

mum length. S2—%" maximum length. 500 0 

V.D.C.W., 1.000 V.D.C. Flash Test. " ‘ 

TYPE SI CERAMIC STANDOFF TYPE S2 CERAMIC STANDOFF 
CRL 

Cap. mmf. Cat. No. Tolerance CRL 

.§9 §!"999 ^!?!/? Cap. mmf. Cat. No. Tolerance 


List Price.$0.60 each 


5,000 S2-502 ±20% 

7,5(10 S2-752 GMV 

10,000 S2-I03 -20%+80% 

List Price.$1.00 each 


PRINTED ELECTRONIC CIRCUITS (P.E.C.)^ 


The term "printed circuit" has come to be a catch-phrase to 
describe anything from a piece of tinfoil cemented on a plastic 
plate to a carbon-backed piece of adhesive tape. As the pioneer 
and leader in the field, we designate the true Printed ELEC¬ 
TRONIC Circuit as a complete circuit element . . . wiring, capaci¬ 
tors, and resistors. Centralab Printed ELECTRONIC Circuits offer 
a combination of resistors and capacitors of ultra-compactness 
and permanence. No other modern development in electronic 
circuitry offers so many advantages in low powered applica¬ 
tions such as small size, low assembly cost, and utmost reliability. 
25,000,000 now in use. 

RESISTOR AND RESIST. — CAP. UNITS 

Plate size 17/32" x 7/32" x 7/64" thick max. 

Capacitors 150 V.D.C.W. Resistors, 1/5 Watt. 

No. Dwg. Consists of List Price 

PC-2 A 2 meg. Resis. $0.35 

TTT I 1 PC-21 B '/2 meg.; 110,000 ohms .50 

1 1 PC-30 D R=240,000 ohms. 

Ill 1 i C=I000 mmf. .50 

PC-33 D R=l meg. C=I000 mmf. .50 

PC.36 E R= 100,000 ohms. 

C=I00 mmf. .50 


11 R2 R1 


rig. A 1 1 Fig.B 

R1 R1 



{Ln 


FILPEC® BALANCED DIODE LOAD FILTER 

Plate size, 17/32" x 9/32" x 7/64" thick maxi Capacitors, 100 V.D.C.W. 
Resistors, 1/5 Watt. Dwg. F. 

Cat. No. Con]sists of 

PC-50 CI=:I00 mmf. C2=?:I00 mmf. R=:47,000 ohms. 

PC-51 CI=I50 mmf. C2=lS0 rnmf. R=47,000 ohms. 

PC-52 Cl= 50 mmf. C2s= 50 mrnf. R=47,000 ohms. 

List Price...$0.60 each 


Copyright by U. C. P., Inc. 
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PRINTED ELECTRONIC CIRCUITS (P.E.C.) (Conf’di 


P.E.C. INTERSTAGE COUPLING PLATES 
AND VERTICAL INTEGRATORS 

The couplate combines three capacitors and two resistors and is 
designed to replace the normal components of the audio circuit. 

XX STANDARD TRiODE 

couplates® 

Plate size. 1-3/32” x I3/I&” x 
11/64" thick, max. Capacitors, 
^ ^ , 11 , I , V.D.C.W. Resistors. 1/5 Watt. 

4 i 1 •' I 1 ^ CAT. NO. PC-80 

lP’ <0" STANDARD COUPLATE 

Fig. A i' Consisting of 

.. mn «..p «o«NP Cl=.01 mfd.C2andC3=250 mmf. 

MIDGET NO. 2 TRIODE R|=500 K ohms. R2=500 K ohms. 
COUPLATES® List Price $0.75 

Plate size, 13/16” x 9/16” x 5/32” 

thick. Capacitors rated at 450 CAT. NO. PC-81 

V.D.C.W. Resistors 1/5 Watt. STANDARD COUPLATE 

CAT. NO. PC-70 MIDGET Consisting of 

NO. 2 COUPLATE CI=.0I mfd. C2 and C3=250 mmf. 

Consisting of Rl=250 K ohms. R2=500 K ohms. 

Cl =.005 mfd. and C3=250 mmf. ... p_- 7 *: 

Rl=500 K ohms. R2=500 K ohms. 

List Price $0.70 PC-84 

CAT. NO. PC-71 MIDGET STANDARD COUPLATE 

NO. 2 COUPLATE Consisting of 

Consisting.of Cl—.01 mfd. Rl, R2=500 K ohms. 

mm7:'RI=T<'"ohms. C2 and C3=500 mmf. 

List Price $0.70 List Price $0.75 

PENTODE COUPLATES® 


''——r‘ 

T L |„ Plate size 
1— Capacito 

ng.C "V 

Cat; No. PC-90 Pentode Cat. No. PC-91 Pentode 

Couplate Couplate 

Consisting of Consisting of 

Cl =.005 mfd. C2=50 mmf. Cl=.005 mfd. C2=I00 mmf. 

C3=2000 mmf. Rl=4.7 megohms. C3=.005 mfd. Rl=4.7 megohms. 

R2=l megohm. R3=2.2 megohms. R2=l megohm. R3=2.2 megohms. 

List Price $0.90 List Price $0.90 

CAT. NO. PC-92 PENTODE COUPLATE 

Consisting of 

Cl=.005 mfd. C2=I00 mmf. C3=2000 mmf. Rl=4.7 megohms. 

R2=l megohm. R3=2.2 megohms. List Price $1.00 

TV VERTICAL INTEGRATOR PLATES 

Due to great saving in assembly costs, this Centralab printed circuit 
is being used widely in television vertical Integrator networks. Two 
forms are available. Either one has only three external leads. Size, 
PC-100. 1-3/32” X i:/l6” X I/s” thick, max. PC-IOI, 1-5/16” x W' x Vs” 
thick, max. Capacitors, 450 V.D.C.W. Resistor, 1/5 Watt. 

- CAT. NO. PC-100 VERTICAL 
INTEGRATOR PLATE 

X Ti “Tcj Consisting of 

,ig.D 1-f-1 Cl=.002 mfd. C2=.005 mfd. 

cRouH»(^ C3=.005 mfd. RI =2200 ohms. 

R2=8200 ohms. R3=8200 ohms. 

List Price $1.10 


Plate size, 1-3/32” x 13/16” x Vs” thick max. 
Capacitors, 450 V.D.C.W. Resistors, 1/5 Watt. 




CAT. NO. PC-101 VERTICAL 
INTEGRATOR PLATE 

Consisting of 

CI=.0I mfd. C2=.002 mfd. 

C3=.005 mfd. C4=.005 mfd. 

RI =22000 ohms. R2=8200 ohms. 
R3=8200 ohms. R4=22000 ohms. 

List Price $1.25 


■I S} «} oumn 


AUDET® P.E.C. OUTPUT STAGE 
FOR A.C.-D.C. RECEIVERS 


FILPLATES® 

Filter plates for bypass and filter application 
in TV I.F. Circuits, FM and AM receivers. 
Size—1-3/32” X 13/16” x Vs”. 

Cat. No. Consisting of List Price 

PC-110 Cl, C2=.005 mfd. Rl=l,000 ohms. 

R2=820 ohms......$0.75 

PC-Ill Cl, C2=.005 mfd. Rl=220 ohms. 

R2=l,000 ohms. .$0.75 


Audet is a P.E.C. audio-detector 
plate, with seven leads, and fur¬ 
nishes the values of all components 
which generally comprise the out¬ 
put stage of 5 and 6 tube AC-DC 
radio receivers. Where there is 
trouble with old style components 
in this part of the set, it is easy 
to replace the entire audio-detector 
stage with Audet. Capacitors, 450 
V.D.C.W. Resistors, 1/5 Watt. 

Cat. No. PC-150 Audet 

1-3/32” X 13/16” X 11/64” thick. 
Consisting of List Price $1.00 
Cl=.002 mfd. C2=220 mmf. 

C3 and C5=250 mmf. 

C4=.005 mfd. Rl=6.8 megohms. 
R2=470,000 ohms. 

R3=470,000 ohms. 



Cat. No. PC-151 Audet 

5/16” X %" X 11/64” thick 
(For use where greater low 
.frequency response is required) 
Consisting of List Price $1.15 
Cl=.005 mfd. C2=220 mmf. 

C3 and C5=250 mmf. 

C4=.005 mfd. R 1=6.8 megohms. 
R2 and R3=470,000 ohms. 


PENDET® 

PENTODE DETECTOR COUPLATE FOR PORTABLE RECEIVERS 

Nine leads . . . five capaci- 

tors, four resistors . . . nine "VFT . K 

components commonly used . .(,1„ 

to couple the combination t** ? " yT 

detector and first audio pen- Li— 

tode tube to the audio out- ** 

put tube . . . circuitry widely used in three-way (A.C.-D.C.-BAT.) 
portables. Similar to AUDET in many ways, PENDET too, is a 
time, money and space saver for servicing the usually ultra¬ 
compact portables. Complete, easy to follow instructions with 
each unit. Packaged singly, five per carton. Size 1-5/16" x %" x 
11 /64" thick. 

Cat. No. Consisting of List Price 

PC-160 Rl=4.7 megohms. R2=I.O megohms. R3=3.3 megohms. 
R4=I0 megohms. Cl =.002 mfd. C2=I50 mmf. 

C3=.0I mfd. C4=150 mmf. C5=.005 mfd. $1.25 

SPECIAL PLATES 

The following four special plates deviate slightly from “Stand¬ 
ard” plates and have been used in large quantities. The units 
are "referenced" by “MFG. NO.” under which they are found 
in sets. 


Replaces 

G.E. 

Admiral 


MODEL II AMPEC® COMPLETE 
THREE STAGE AMPLIFIER 

t IUWWW There is no other electronic device 

VM\\\\\\ like Centralab's Ampec. In this com- 

unit, permanently bonded to a 
master plate, are all the components 
of an^ audio amplifier-tube socket, 
capacitators, resistors, wiring, a three 
tube, three stage speech amplifier. 
Similar Centralab units are used 
\ —Fj widely in hearing aids, for the most 

, ^ trouble-free performance ever at¬ 

tained.^ Ampec has other interesting applications such as mike pre¬ 
amplifier, miniature or portable radio receiver (pocket type), ampli¬ 
fication for walkie-talkie or portable amateur field equipment. Each 
unit packaged in a hinged cover plastic box, with complete instruc¬ 
tions for use. 


Mfg. 

List 

Cat. 


Mfg. 

List 

No. 

Price 

No. 

Replaces 

No. 

Price 

K82J458 

$0.75 

PC-178 

Admiral 

63B6-3 

$0.75 

63B6-3 

1.00 

PC-179 

Stewart- 

Warner 

452268A-I 

.90 


rl 
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SAFEST FOR SERVICING 
FIRST IN COMPONENTS RESEARCH 


m 


Centtalab 


PRINTED ELECTRONIC CIRCUITS (P.E.C.) (Confd) 


MODEL II AMPEC® COMPLETE 
THREE STAGE AMPLIFIER ICent'dl 

Size, I'4" X I'/s" X 1-1/32" over tube sockets. Capacitors, 100 V.D.C.W. 
Resistors, 1/5 Watt. Gain frequency performance—A voltage 1,2; 
input voltage, I millivolt; B voltage, 22. 50,000 ohm plate output load. 
At 1000 cycles per second the amplification factor is 4000. Volume 
control (VC in dwg.) not furnished. The ideal control is Centralab 
Cat. No. BI6-I28 or svritch type Cat. No. BI6-228. 

Cat. No. Type Consisting of List Price 

PC-200 AMPEC Complete Three Stage Speech Amplifier, in¬ 
cluding three built-in sockets, less tubes.$15.00 

PC-201 AMPEC Same as PC-200, but furnished complete with 

tubes, two CK5I2AX and one CK525AX.^.dO 

MODEL III AMPEC® 


RAYTHEON TUBES 

(Listed Separately for Convenience) 

TUBE NUMBER USED IN 

CK5I2AX PC-201 

CK525AX PC-201 

CK538DX PC-203, PC-205 

CK547DX PC-203 

CK548DX PC-205 


LIST PRICE 
$3.40 
3.40 
4.60 
5.70 
5.70 



TV ATTENUATOR SWITCH CAT. No. PCH-4 
PRINTED ELECTRONIC CIRCUIT H PADS 

The Centralab PCH-4 Television Attenuator Switch 
is designed as a service tool to determine the 
amount of attenuation required to secure best TV . 

reception. It is also valuable for permanent in- 
stallation in receivers. The switch incorporates 
Centralab's exclusive Printed Circuit TV H-Pads. If.. 2 ., 


The ultimate development in circuit miniaturization. A complete three- 
stage amplifier smaller than a postage stamp. Size—1-3/32" x 15/16" 
X 11/32" thick over sockets. Types—PC- 202 , 203 ?ero bias output sUge 
(without R7). PC-204, 205 grid bias output stage (with R7). 

Cat. No. ^ Description List Price 


ADVANTAGES OF SWITCH t 

The switching arrangement makes it possible to L I 

attenuate each station as much or as little as ——^ 

necessary depending on daily conditions such as weather or existing 
interference, and allows for proper attenuation to balance two or 
more stations. Switching also eliminates the "hit-or-miss" method of 
installing H-Pads. Switch is installed in series with 300 ohm—^twin- 
lead, PCH*4. List Price $7.50 


SEPARATE H-PADS 

(Listed for Convenience) 


PC-203 Same as PC-202 complete with 2 CK538DX, I CK547DX 

Raytheon tubes . 32.00 

PC-204 Grid bias output stage complete with tube sockets, less 

tubes . 17.50 

PC-205 Same as PC-204 complete with 2 CK538DX, I CK548DX 

Raytheon tubes . 33 . 5 O 

S T E A 

Centralab has been producing fine __ 

ceramics since 1928 . . . primarily .—. f? 

for its own use in fixed resistors, jCJtA'v /S\ 

ceramic capacitors, switches, and // ■.. V\ I / 

more^ recently, printed electronic JJ 0l3LJUv"*'*y 

circuits. Often called upon by other ^ 

manufacturers to produce many -- ^ 

"standard" and custom designs, /O 

some very intricate. Centralab is / / ^ 

the only ceramic manufacturer ( ( / J m 1 R 

capable of producing many of these V 07 Vwvv 

in quantity. AI[ items listed are ^ ^ 

Grade L-5 Steatite, approved with- "** 

out limitation for Army and Navy 

use. Characteristics: Uniform, white appearance, high dielectric 
strength, exceedingly low loss at high frequencies, and strong mechan¬ 
ically. Impervious to moisture and common acids, will not warp, 
withstands high temperatures; harder than hardest quartz. 

SPREADERS—STRAIN INSULATORS 

Deluxe Grade—Fig. A. Rounded and grooved. Packaged singly. 

Cat. No. O.A. Length Diam. Line Spacing List Price 

X-l 23 / 4 " I/," 2" $0.70 

X-2 4" 3 / 4 " 3" 1.00 

X.3 6" 3 / 4 " 5" 1.25 

Standard Grade—Not illustrated. Square and rectangular bars. 
Packaged singly. 

Cat. No. O.A. Length Size Line Spacing List Price 

X-4 3" '/2"x3/8" 2" $0.15 

X-5 5" '/ 2 "x'/ 2 " 4" .25 

X -6 7" '/ 2 "x>/ 2 " 6 " .45 

Deluxe Aircraft Type Insulator—Fig. B. Fully glazed. Packaged singly. 
Cat. No. O.A. Length Diam. Line Spacing List Price 

X-7 11 / 2 " 17/32" 34 - $0.65 

STANDOFF OR PILLAR INSULATORS 

See Figure C. Circumference glazed, tapped for screw sizes shown. 


1 Price 
.$17,50 

Cat. 

Attenuation 

Cat. 

Attenuation 

No. 

Rating 

No. 

Rating 

. 32.00 

' 17.50 

PCH-IO 

10 db. 

PCH-30 

30 db. 

PCH-20 

20 db. 

List Price... 

PCH-40 

.$0.80 each 

40 db. 


PCH-IOO SET OF FOUR H-PADS 



One each of the above, in plastic box.... 

T I T E 


...List Price $3.00 


1" DIAM.** 



34" DIAM.** 


»/4"-20 Thd. 

List Price 

Length 

#10-32 Thd. 

List Price 

X-28 

$0.18 

yv' 

X.20 

$0.16 

X-29 

.19 

1 " 

X-21 

.17 

X-30 

.20 

14 " 

X-22 

.18 

X-31 

.21 

I'/z" 

X-23 

.18 

3/8" DIAM.** 


2 " 

X-24 

.19 

#6-32 Thd. 

List Price 

2 '/ 2 " 

X.25 

.20 

X-65 

$ 0.12 

3" 

X-26 

.22 

X-48 

.12 

4" 

X-27 

.25 

X-50 

.12 




X-52 

.12 


1" DIAM.** 


X-54 

.15 

Length 

»/4"-20 Thd. 

List Price 

X-56 

.16 

2W' 

X-32 

$0.23 

X-58 

.17 

3" 

X-33 

.28 

X-60 

.17 

4" 

X-34 

.33 

X-62 

.18 

5" 

X-35 

,37 


er carton. **l per carton. 

FEED-THROUGH INSULATORS 

Glazed Surface—No hardware included. Packaged Singly. 


Cat. No. 

Fig. 

Height 

%" 

Base Diam. 

Max. Screw 
Size 

List Price! 

X-36 

P 

l'/4" 

10-32 

$0.25 

X-37 

D 

I'/s" 

lys" 

1 %" 

2 '/ 2 " 

3'/8" 

i/4"-20 

,30 

X-38 

£ 

3/8--I6 

1.50 

X-39 


1 " 

8-32 

1.50 






W' DIAM.** 



1 / 4 " DIAM.* 


Length 

#6-32 Thd. 

List Price 

Length 

#6-32 Thd. 

List Price 

'/ 2 " 

3 / 4 " 

X-12 

X-13 

$ 0.12 

.15 

1 '4" 

X-63 

$0.50 pkg." 

1 " 

X-14 

.16 

1 %" 

X64 

.50 pkg. 

^ l'/4" 

l'/ 2 " 

X-15 

.17 

W' 

X -8 

.55 pkg. 

X-16 

.17 

3 / 4 " 

X-9 

.55 pkg. 

2 " 

X-17 

.18 

1 " 

X-IO 

.60 pkg. 

2 '/ 2 " 

X-18 

.19 

l'/4" 

X-ll 

.70 pkg. 

3" 

X-19 

.20 


FISH SPINE BEADS 

See Fig. G. Four Beads will cover I", or package of 100 covers 25" 
of buss wire. 5/16" O.D., '4" I.D. Packaged 100 per envelope. 

Cat. No. X-40 Carton of 100 Beads.List Price $ 1.00 

Cat. No. X-40G Giant 2 lb. pack (approx. 1200). .List Price 10.00 

THROUGH PANEL BUSHINGS 

See Fig. H. Matched pairs of male and female bushings for feeding 
through chassis, panels, shields, racks or cases. No hardware included. 
Packaged one matched pair per carton. 


Cat. No. 
Pair 
X-41 
X-42 
X-43 
X.44 
X-45 
X-46 


Panel 
Thickness 
to %" 
to i/g" 
to 3/16" 
to 3 / 3 " 
to 3 / 3 " 
to 2 " 


Max. Screw 
Size 
6-32 
8-32 
6-32 
8-32 
10-32 
10-32 


FOR MORE COMPLETE INFORMATION ON CRL COMPONENTS SEE YOUR DISTRIBUTOR 
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METALLIZED 
PAPER CAPACITORS 


ENGINEERING DATA 


GENERAL DATA 

The major constructional difference between conven¬ 
tional paper capacitors and metallized paper Capaci¬ 
tors lies in the replacement of the separate layers of 
metallic foil with an extremely thin metallic film, de¬ 
posited directly on a lacquered surface of the paper 
dietlectric by a high vacuum vaporizing process. This 
lacquer coating considerably improves the dielectric 
strength and insulation resistance of the paper. 

The metallic films most commonly used are zinc and 
aluminum. Zinc has a lower melting point and is much 
easier to apply to the dielectric. It is not, however, as 
stable as aluminum and yields a slightly higher power 
factor. Therefore, aluminum coated paper is preferred 
and used for most metallized paper capacitors pro¬ 
duced in this country. 

SELF-HEALING CHARACTERISTIC 

The unique characteristic of self-healing is derived from 
the thinness of the deposited film, which is in the order 
of three millionths of an inch. This film oxidizes, melts or 
vaporizes away from any conducting particle or other 
flaw within the dielectric layer when voltqge is applied. 
Thus, the weak particle is isolated from the rest of the 
winding. This characteristic permits the use of less in¬ 
sulation between the electrodes than is commonly used 
in conventional capacitors. The combination of a very 
thin aluminum deposit and less insulation accounts for 
the marked reduction in volume and weight. This is 
dramatically shown in the following table: 

Rated Voltage Approximate Volume Reduction in % 

DC (as against conventional capacitors) 

200 75 

400 50 

600 30 

VOLTAGE DATA 

Due to the self-healing characteristic, metallized paper 
capacitors will rarely fail, assuring long life when oper¬ 
ated within proper voltage and temperature limits. As 
a matter of fact, the insulation resistance generally 
iniproves with time. Since the insulation is normally 
highly stressed, the application of over-voltages or ex¬ 
cessive temperatures will increase the frequency of 
sparking. If the over-voltag?^ are of an intermittent, 
momentary nature, shorts thdl may develop will clear 
themselves and the capacitor will continue to operate, 
normally. Should over-voltages be prolonged, contin- 
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uous sparking will occur, causing carbonization of the 
impregnant and of the dielectric. Thus, the insulation 
resistance is rapidly reduced making the capacitor un¬ 
suitable. It is for these reasons that accelerated life 
tests are not considered a reliable measure of the 
quality of metallized paper capacitors and are there¬ 
fore not recommended. 

The test voltage of metallized paper capacitors is 
normally not in excess of 150% of the rated working 
voltage at 25®G. applied for a period not exceeding 
5 seconds. 

The term “test voltage*’ as applied to metallized paper 
capacitors, is taken to mean the value at which the 
number of sparks is relatively small indicating that the 
faults have been cleared. The test voltage is applied 
through a resistance that limits the charging current 
to 50 milliamperes. The capacitor is then discharged 
through the same resistance. 

DERATING 

To prevent the reduction in life expectancy at high 
temperatures, metallized paper capacitors are derated 
when operated at ambient temperatures exceeding 
55°C. as follows: 

Reduction in Operating Voltage from Rated 
Voltage, in % 

Temperature Mineral Wax Impregnant Mineral Oil Impregnant 


Centigrade 

Rating up to 200 YDC 

Rating 400 an< 

55® 

0 

0 

60® 

5 

5 

65® 

10 

10 

70® 

15 

15 

75® 

20 

20 

80® 

25 

25 

85® 

35 

30 

90® 

50 

40 

95® 

65 

50 


INSULATION RESISTANCE 

The average yalue of the insulation resistance of metal¬ 
lized paper capacitors is lower than that of conven¬ 
tional paper capacitors, particularly those with a 
single paper dielectric where a larger number o| con¬ 
ducting pa|h^ are present. This is due to the higher 
voltage stresses employed and to a certain amount 
of deterioration of the impregnant around the 

(continued on next page) 
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ENGINEERING DATA — Continued 


conducting paths that occurs during self-healing, or 
clearing of the fault. Because the number of faults 
cleared varies with the number of conducting paths, 
the variation in insulation resistance is greater than 
in conventional capacitors. For most applications, the 
minimum insulation resistance limits exceed actual cir¬ 
cuit requirements. 

The insulation resistance measured at 25®C., and for 
an electrification time of two minutes maximum, equals 
or exceeds the megohm values listed below. The ap¬ 
plied voltage will range from 100 VDC to not more 
than rated working voltage. 


Worting 

Voltage 

Capacitance 

Minimum 

Megohms/Mfd. 

Capacitor 
Need Not 
Exceed 
Megohm 
Value of 

150 VDC 

all capacities 

250 

750 

200 VDC 

up to 2. mfd. 

500 

1500 

400 VDC 

all capacities 

1000 

3000 

600 VDC 

all capacities 

1000 

3000 


LIFE TESTS 

A resistance of one ohm per volt to 200 ohms per volt 
of applied voltage should be connected in series with 
each capacitor during life test. 

Normal life tests are conducted for 1000 hours at 
DERATED working voltage at 85®C. for hermetically 
sealed units and 65°C. for non-hermetically sealed 
units. 


As noted previously, accelerated life tests are not rec¬ 
ommended. If conducted/ however, the applied voltage 
should be 125yo of the DERATED working voltage for 
250 hours at 85^C. for hermetically sealed units, and 
at 65®C. for non-hermetically sealed units. 

On completion of tests, the capacity change will 
not exceed 5% and the power factor will not exceed 

l'/2%. 

APPLICATIONS 

At radio frequencies, the RF Impedance of metallized 
capacitors is of about the same order of magnitude 
as tor conventional capacitors. They are ideal for use 
as by-pass capacitors and for use in interference filters. 
Because of their light weight and small size, they are 
well suited for use in portable radios, instruments, air¬ 
craft noise suppression systems and other communica¬ 
tions equipment. 

For use in AC circuits, it is important that the capac¬ 
itor selected have a DC rating in excess of the peak 
voltage present. 

Due to the generally lower insulation resistance they 
are not recomnriended for high impedance circuits, 
coupling circuits, RC timing circuits, RC oscillators, or 
grid-plate blocking capacitors. The thinness of the alu¬ 
minum film limits the current carrying capacity of 
metallized paper capacitors. Therefore, they are not 
suitable for photoflash circuits or similar heavy current 
pulse applications. 


POWER FACTOR: The power factor limit of metallized paper capacitors is 1% maximum when measured at or 
referred to 1000 cycles per second at 25® C. 

CAPACITY AND POWER FACTOR CHANGES WITH TEMPERATURE 



MINERAL OIL IMPREGNANT 



.60 -40 -20 0 4-20 4-40 4-60 4*80 4-TOO 


TIMPIRATUI^ ®C 
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METALLIZED 
PAPER CAPACITORS 


PYRAMID 


SERIES MT 

METALLIZED PAPER CAPACITORS 
IN IMPREGNATED KRAFT TUBES 



1 . CONSTRUCTION—Exfended foil section assembled 
in phenolic impregnated kraft tube with plastic end 
seals. Vacuum impregnated in microcrystalline min¬ 
eral wax. Overall coating of highly moisture resist¬ 
ant mineral wax. 


2. Leads 11 / 2 ^' minimum length in AWS sizes as follows: 


Case Diameter 


■A" 

5/16" to 13/32" 
7/16" to 11/16" 
3/4" and over 


Wire Size 

No. 24 AWG (.020 dia.) 

No. 22 AWG (.025 dia.) 

No. 20 AWG (.032 dia.) 

No. 18 AWG (.040 dia.) 


3. Standard tolerance '+30% —20%. 

4. Operating temperature range —40^C. to +70^C. 

For use at ambient temperatures exceeding 55®C., 
see derating chart on page p. 94 . 

Hadio’s Master — l<8th Edition 


TYPE MT METALLIZED PAPER CAPACITORS 


Capacity 

$120/ in Inches 

List 

MFD. 

D L 

Price 


200 WVDC 


.01 

1/4 

25/32 

$ .65 

.02 

«/-» 

25/32 

.65 

.03 

1/t 

25/32 

.65 

.05 

1/4 

25/32 

.65 

.1 

5/16 

25/32 

.70 

.25 

7/16 

25/32 

.90 

.5 

7/16 

1-1/8 

1.05 

1 . 

9/16 

1-1/8 

1.30 

2. 

9/16 

1-13/16 

1.80 


400 WVDC 


.01 

1/4 

25/32 

.70 

.02 

1/4 

25/32 

.70 

.03 

5/16 

25/32 

.70 

.05 

3/8 

25/32 

.70 

.1 

13/32 

1-1/8 

.80 

.25 

9/16 

1-1/8 

1.00 

.5 

9/16 

1-13/16 

1.15 

1. 

3/4 

1-13/16 

1.60 

2. 

1 

2-3/8 

2.75 



600 

WVDC 


.01 

1/4 

25/32 

.70 

.02 

5/16 

25/32 

.70 

.03 

3/8 

25/32 

.80 

.05 

7/16 

25/32 

.80 

.1 

15/32 

1-1/8 

.90 

.25 

5/8 

1-1/8 

1.10 

.5 

5/8 

1-13/16 

1.45 

1. 

3/4 

2-3/8 

1.80 

2. 

1-1/8 

2-3/8 

3.10 
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PYRAMID 


METALLIZED 
PAPER CAPACITORS 


SERIES MPD 

METALLIZED PAPER CAPACITORS 
IN DRAWN SHELL CONTAINERS 


1. Construcfion—Exfended foil section assembled in 
hermetically sealed, tinned bathtub type cases. 
Standard terminals consist of compression insulators 
with fixed riveted lugs, located on side. 

2. Microcrystalline mineral wax impregnant for units 
rated up through 200 W.V.D.C. 

Mineral oil impregnant for units rated at 400 and 
600 W.V.D.C. 

3. Standard tolerance dz 20%. 

4. Operating temperature range —55®C. to -t-95®C. 
For use at ambient temperatures exceeding 55®C., 
see derating chart on page P-94. 

5. Will meet JAN tests for vibration, humidity, and 
temperature and immersion cycling. 


Capacity 

MFD. 


Size, in Inches 
B _^ 

Type MPPK 
150 WVDC 







3. 

1-3/4 

1 

3/4 

2-1/8 

$ 5.10 

4. 

1-3/4 

1 

7/8 

2-1/8 

5.75 

6 . 

2 

1-3/4 

7/8 

2-3/8 

6.10 

8. 

2 

2 

7/8 

2-3/8 

8.40 

10 . 

2 

2 

I 

2-3/8 

9.70 

12 . 

2 

2 

1 

2-3/8 

11.00 

4.+4. 

2 

2 

7/8 

2-3/8 

9.00 

6.+6. 

2 

2 

1 

2-3/8 

11.50 

200 WVDC 

.5 

1-3/4 

1 

3/4 

2-1/8 

3.30 

1. 

1-3/4 

1 

3/4 

2-1/8 

3.55 

2. 

1-3/4 

1 

3/4 

2-1/8 

4.45 

l.+l. 

1-3/4 

1 

3/4 

2-1/8 

5.00 

2.+2. 

1-3/4 

1 

7/8 

2-1/8 

6.30 


Type MPPM 


400 WVDC 


.25 

1-3/4 

1 

3/4 

2-1/8 

3.35 

.5 

1-3/4 

1 

3/4 

2-1/8 

3.55 

1. 

1-3/4 

1 

7/8 

2-1/8 

3.95 

2. 

2 

1-3/4 

7/8 

2-3/8 

4.90 

4. 

2 

2 

1-1/8 

2-3/8 

7.85 

.25+.25 

1-3/4 

1 

3/4 

2-1/8 

3.80 

.5+.5 

1-3/4 

1 

7/8 

2-1/8 

4.35 

l.+ l. 

2 

1-3/4 

7/8 

2-3/8 

5.50 

2.+2. 

2 

2 

1-1/8 

2-3/8 

8.10 

600 WVDC 

.1 

1-3/4 

1 

3/4 

2-1/8 

3.50 

.25 

1-3/4 

1 

3/4 

2-1/8 

3.55 

.5 

1-3/4 

1 

3/4 

2-1/8 

4.25 

1. 

1-3/4 

1-1/4 

7/8 

2-1/8 

4.90 

2. 

2 

2 

1 

2-3/8 

6.25 

.l+.l 

1-3/4 

1 

3/4 

2-1/8 

4.10 

.25+ .25 

1-3/4 

1 

3/4 

2-1/8 

4.95 

.5+ .5 

1-3/4 

1-1/4 

7/8 

2-1/8 

5.70 

l. + l. 

2 

2 

1 

2-3/8 

6.60 


Type MPDK 

Microcrystalline mineral wax impregnant. 

W.V.D.C. up to 200. 

Terminals—Compression insulators with fixed rivetod 
lugs, located on side. 

OR 

Type MPDM 
Mineral oil impregnant. 

W.V.D.C.-400 and 600. 

Terminals—Compression insulators with fixed riveted 
lugs, located on side. 

OTHER AVAILABLE STYLES 
FOR SERIES MPD CAPACITORS 

With stud and nut type terminals, add sufRx S to basic 
type designation, as MPDKS. Add $2.00 to list price. 
With glass to metal type terminals, add suffix G to 
basic type designation, as MPDKG. Add $3.00 to list 
price. 

For terminals located on top, add suffix T to basic type 
designation, as MPDKT or MPDKGT. Add $2.00 to 
list price. 

For terminals located on bottom, add suffix B to basic 
type designation, as MPDKB or MPDKGB. Add $2.00 
to list price. 

For terminals located on end, add suffix E to basic type 
designation, as MPDKE or MPDKGE. Add $2.00 to 
list price. 
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PYRAMID 


PAC 



SERIES MPT 

METALLIZED PAPER CAPACITORS 
IN HERMETICALLY SEALED 
METAL TUBES 


1» Construction — Extended foil section assembled in 
non-ferrous metal tubular cases, hermetically sealed 
by spun-over synthetic rubber end discs. 

2. Microcrystalline mineral wax impregnant for units 
rated up through 200 W.V.D.C. 

Mineral oil impregnant for units rated at 400 and 
600 W.V.D.C. 

3. Leads 1 1 / 2 " minimum length in AWS sizes as follows: 

Case Diameter Wire Size 

.375 ^ No. 22 AWG (.025 dia.) 

.437 thru .670 No. 20 AWG (.032 dia.) 

.750 and over No. 18 AWG (.040 dia.) 

4. Standard tolerance -^30% —20%. 

5. Operating temperature range —55®C. to -f«85®C. 

For use at ambient temperatures exceeding 55®C., 
see derating chart on page P-94. 

6. Will meet JAN tests for vibration, humidity, and 
temperature and iiT|mersion cycling. 


Capacity 

Size, in 

Inches 

List 

Size, Ir 

Inches 

List 

MFD. 

D±.015 

L±l/32 

Price 

D±.015 

L±1/32 

Price 


Type MPTK 


Type 

MPTIK 



Case Grounded 


Case 

Ploating 




150 

WVDC 




3. 

3/4 

1-13/16 

$3.35 

3/4 

1-15/16 

$3.35 

4. 

7/8 

1-13/16 

4.35 

7/8 

1-15/16 

4.35 

6. 

1 

1-13/16 

5.30 

1 

1-15/16 

5.30 



200 

WVDC 




.05 

3/8 

13/16 

1.40 

3/8 

15/16 

1.40 

.1 

7/16 

13/16 

1.45 

7/16 

15/16 

1.45 

.25 

1/2 

13/16 

1.60 

1/2 

15/16 

1.60 

.5 

1/2 

1-1/8 

1.70 

1/2 

1-1/4 

1.70 

1. 

5/8 

1-5/16 

2.10 

5/8 

1-7/16 

2.10 

2. 

5/8 

1-13/16 

2.60 

5/8 

1-15/16 

2.60 


Type MPTM 


Type 

MPTIM 



Case Grounded 


Case 

Floating 




400 

WVDC 




.03 

3/8 

13/16 

1.35 

3/8 

15/16 

1.35 

.05 

7/16 

13/16 

1.45 

7/16 

15/16 

1.45 

.1 

.25 

7/16 

5/8 

1-1/8 

1-1/8 

1.60 

1.80 

7/16 

5/8 

1-1/4 

1-1/4 

1.60 

1.80 
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PYRAMID 


METALLIZED 
PAPER CAPACITORS 


OTHER AVAILABLE STYLES 
FOR SERIES MPT CAPACITORS 


Style 4 


Style 4V: 






- 1 +^" 


r- 

1 

““““ 

■'Tl; 

1 


ill 





loj 



I +*" 

rn 



Wi+h nve+ed wrap around bracket over case. Located With riveted wrap around bracket over plastic sleeve, 
in center unless otherwise specified. Add prefix 4 to Located in center unless otherwise specified. Add pre- 
basic type designation, as 4MPTK. fix 4 and suffix V to basic type designation, as 4MPTKV. 


Add $.10 to list price. 


Add $.30 to list price. 
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PYRAMID 


METALLIZED 
PAPER CAPACITORS 



SERIES MPG 

METALLIZED PAPER CAPACITORS 
IN METAL TUBES WITH 
“GLASSEAL” TERMINALS 




O 


Type MPGK 

Case grounded. 

Mineral wax impregnation. 
W.V.D.C. up to 200. 


Type MPGM 

Case grounded. 

Mineral oil impregnation. 
W.V.D.C. - 400-600. 


BASIC TYPES 




p— 



°-Ih 

Type MPSIK 

Case floating. 

Mineral wax impregnation. 
W.V.D.C. up to 200. 


—o 

Type MPGIM 

Case floating. 

Mineral oil impregnation. 
W.V.D.C. - 400-600. 


OTHER AVAILABLE STYLES FOR SERIES MPG CAPACITORS 


Style 3 



With threaded end bushing for vertical mounting. Sup¬ 
plied with lockwasher and nut. Minimum diameter 
= .400. Add prefix 3 to basic type designation^ as 
3MPGK. Add $.75 to list price. 


Style 6 



With soldered bracket. Mounting face at right angles 
to axis of capacitor, and I/ 4 " from end, unless other¬ 
wise specified. Add prefix 6 to basic designation, as 
6 MPGK. Add $.40 to list price. 


Style 7 



With soldered tangential bracket. Mounting face par¬ 
allel to axis of capacitor and located in center, unless 
otherwise specified. Add prefix 7 to basic type desig¬ 
nation, as 7MPGK. Add $.35 to list price. 


Style V 



Case insulated with outer plastic sleeve. Add sufRx V 
to basic type designation, as MPGKV. Add $.20 to 
list price. 
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PYRAMID 


METALLtZED 
PAPER CAPACITORS 


1. Construcfion—Extended foil sections assembled in 
non-ferrous metal tubulqr cases, hermetically sealed 
with glass to metal ''Glasseal” solder terminals. 

2. Microcrystalline mineral wax impregnant for units 
rated up through 200 W.V.D.C. 

Mineral oil impregnant for units rated at 400 and 
600 W.V.D.C. 


3. Leads 1 minimum length in AWS sizes as follows: 


Case Diameter 
.235 
.312 

.400 thru .562 
.670 and over 

4. Standard tolerance 


Wire Size 

No. 24 AWS (.020 dia.) 
No. 22 AWS (.025 dia.) 
No. 20 AWS (.032 dia.) 
No. 18 AWS (.040 dia.) 

20 %. 


5. Operating temperature range —55®C. to +95®C. 

For use at ambient temperatures exceeding 55®C., 
see derating chart on page P-94. 

6. Will meet JAN tests for vibration, humidity, and 
temperature and immersion cycling. 


TYPE MPGK METALLIZED PAPER CAPACITORS 
MINERAL WAX IMPREGNATED 


edacity 

Size, in Inches 
D±.010 L±l/32 

List 

Price 

Size, in Inches 
D±.010 L±l/32 

List 

Price 


Type MPGK 


Type MPGIK 



Casa Grounded 


Case Floatine 


150 WVDC 

3. 

.750 

1-3/4 

$5.95 

.750 

1-13/16 

$ 6.95 

4. 

1.000 

1-3/4 

7.50 

1.000 

1-13/16 

8.50 

6. 

1.000 

1-3/4 

8.75 

1.000 

1-13/16 

9.75 

8. 

1.000 

2-1/4 

9.75 

1.000 

2-5/16 

10.75 

200 WVDC 

.01 

.235 

3/4 

2.65 

.235 

13/16 

3.65 

.02 

.235 

3/4 

2.70 

.235 

13/16 

3.70 

.03 

.235 

3/4 

2.75 

.235 

13/16 

3.75 

.04 

.235 

3/4 

2.80 

.235 

13/16 

3.80 

.047 

.235 

3/4 

2.85 

.235 

13/16 

3.85 

.05 

.235 

3/4 

2.85 

.235 

13/16 

3.85 

.068 

.312 

3/4 

2.90 

.312 

13/16 

3.90 

.1 

.312 

3/4 

2.95 

.312 

13/16 

3.95 

.15 

.312 

1-1/16 

3.00 

.312 

1-1/8 

4.00 

.2 

.312 

1-1/16 

3.15 

.312 

1-1/8 

4.15 

.22 

.312 

1-1/16 

3.25 

.312 

1-1/8 

4.25 

.25 

.312 

1-1/16 

3.40 

.312 

1-1/8 

4.40 

.33 

.400 

1-1/16 

3.55 

.400 

1-1/8 

4.55 

.47 

.400 

1-1/16 

3.85 

.400 

1-1/8 

4.85 

.5 

.400 

1-1/16 

4.00 

.400 

1-1/8 

5.00 

.68 

.562 

1-1/16 

4.15 

.562 

1-1/8 

5.15 

1. 

.562 

1-1/4 

4.70 

.562 

1-5/16 

5J0 

1.5 

.562 

1-3/4 

5.40 

.562 

1-13/16 

6.40 

2. 

.562 

1-3/4 

6.80 

.562 

1-13/16 

7.80 


TYPE MPGM METALLIZED PAPER CAPACITORS 
MINERAL OIL IMPREGNATED 


Capacity 

MFD. 

Size, in Inches 
D±.010 L±l/32 

List 

Price 

Size, in Inches 
D±.010 L±l/32 

List 

Price 


Type MPGM 


Type MPGIM 



Case Grounded 


Case Floating 


400 WVDC 

.01 

.235 

3/4 

$2.80 

.235 

13/16 

$3.80 

.02 

.235 

3/4 

2.90 

.235 

13/16 

3.90 

.022 

.312 

3/4 

2.90 

.312 

13/16 

3.90 

.03 

.312 

3/4 

2.95 

.312 

13/16 

3.95 

.033 

.312 

3/4 

2.95 

.312 

13/16 

3.95 

.04 

.312 

3/4 

3.00 

.312 

13/16 

4.00 

.047 

.400 

3/4 

3.05 

.400 

13/16 

4.05 

.05 

.400 

3/4 

3.10 

.400 

13/16 

4.10 

.068 

.400 

1-1/16 

3.15 

.400 

1-1/8 

4.15 

.1 

.400 

1-1/16 

3.30 

.400 

1-1/8 

4.30 

.15 

.500 

1-1/16 

3.55 

.500 

1-1/8 

4.55 

.2 

.500 

1-1/16 

3.70 

.500 

1-1/8 

4.70 

.22 

.562 

1-1/16 

3.85 

.562 

1-1/8 

4.85 

.25 

.562 

1-1/16 

3.95 

.562 

1-1/8 

4.95 

.33 

.562 

1-1/4 

4.10 

.562 

1-5/16 

5.10 

.47 

.562 

1-3/4 

4.65 

.562 

1-13/16 

5.65 

.5 

.562 

1-3/4 

4.85 

.562 

1-13/16 

5.85 

.68 

.670 

1-3/4 

5.05 

.670 

1-13/16 

6.05 

1. 

.670 

2-1/4 

5.65 

.670 

2-5/16 

6.65 

2. 

1.000 

2-1/4 

6.95 

1.000 

2-5/16 

7.95 




600 

WVDC 




.01 

.235 

3/4 

2.90 

.235 

13/16 

3.90 

.015 

.312 

3/4 

2.95 

.312 

13/16 

3.95 

.02 

.312 

3/4 

2.95 

.312 

13/16 

3.95 

.022 

.312 

3/4 

3.00 

.312 

13/16 

4.00 

.03 

.312 

3/4 

3.10 

.312 

13/16 

4.10 

.033 

.400 

3/4 

3.15 


13/16 

4.15 

.04 

.400 

3/4 

3.15 

.400 

13/16 

4.15 

.047 

.400 

3/4 

3.20 


13/16 

4.20 

.05 

.400 

3/4 

3.25 


13/16 

4.25 

.068 

.400 

1-1/16 

3.35 

.400 

1-1/8 

4.35 

.1 

.500 

1-1/16 

3.65 

.500 

1-1/8 

4.65 

.15 

.500 

1-1/16 

3.85 


1-1/8 

4.85 

.2 

.562 

1-1/4 


.562 

1-5/16 

fill 

.22 

.562 

1-1/4 

4.20 

.562 

1-5/16 

5.20 

.25 

.562 

1-1/4 

4.50 

.562 

1-5/16 

5.50 

.33 

.562 

1-3/4 

4.80 

.562 

1-13/16 

5.80 

.47 

.670 

1-3/4 

5.15 

.670 

1-13/16 

6.15 

.5 

.670 

1-3/4 

5.85 

.670 

1-13/16 

6.85 

.68 

.670 

2-1/4 

6.05 

.670 

2-5/16 

7.05 

1. 

.750 

2-1/4 

6.70 

.750 

2-5/16 

7.70 

1.5 

1.000 

2-1/4 

7.50 

1.000 

2-5/16 

8.50 
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" T Y N E E - D R Y " T Y P E T D 

D. C. DRY ELECTROLYTIC CAPACITORS 
IN METAL TUBES 



SINGLE CAPACITANCE UNITS 

Part Capacity Outside Dimensions, Inches List 

Number Mfd. Diameter Length Price 


6 VOLTS WORKING 


TD-l 000-6 

1000 

15/16 

2-1/8 

$1.90 

TD-1500-6 

1500 

1-1/16 

2-1/8 

2.10 

TD-2000-6 

2000 

1-1/16 

2-5/8 

2.30 

12 

VOLTS WORKING 


TD-250-12 

250 

15/16 

1-3/4 

1.45 


TD-500-12 500 15/16 2-1/8 1.70 


15 VOLTS WORKING 


TD-100-15 

100 

11/li 

1-3/4 

1.25 

TD-250-15 

250 

15/16 

1-3/4 

1.55 

TD-500-15 

500 

15/16 

2-1/8 

1.75 


25 VOLTS WORKING; 
40 VOLTS PEAK 


TD-10-25 

10 

11/16 

1-3/8 

1.00 

TD-25-25 

25 

11/16 

1-3/8 

1.00 

TD-50-25 

50 

11/16 

1-3/8 

1.10 

TD-100-25 

100 

13/16 

1-3/4 

1.35 

TD-150-25 

150 

13/16 

1-3/4 

1.50 

TD-200-25 

200 

15/16 

1-3/4 

1.60 

TD-250-25 

250 

15/16 

1-3/4 

1.70 

TD-500-25 

500 

1-1/16 

2-1/8 

2.30 


• Top quality, in minimum space. 

• Low leakage, long shelf life. 

• Each unit sealed in metal tube, with insu- 
lating cardboard sleeve. 

• 3” bare wire leads. 

• Attrgctively packaged. 

Part Capacity Outside Dimensions, Inches List 

Number Mfd. Diameter Length Price 

50 VOLTS WORKING; 

70 VOLTS PEAK 


TD-5-50 

5 

11/16 

1-3/8 

$1.00 

TD-10-50 

10 

11/16 

1-3/8 

1.00 

TD-25.50 

25 

11/16 

1-3/8 

1.05 

TD-50-50 

50 

n /16 

1-3/8 

1.20 

TD-100-50 

100 

13/16 

1-3/4 

1.40 


100 VOLTS WORKING UNITS 
FOR SMALL BATTERY RECEIVERS 


TD-8-100 

8 

1/2 

1-3/16 

1.00 

TD-16-100 

16 

9/16 

1-3/16 

1.00 

TD-20-100 

20 

9/16 

1-3/16 

1.00 


150 VOLTS WORKING; 
225 VOLTS PEAK 


TD-4-150 

4 

11/16 

1-3/4 

.00 

TD-8-150 

8 

11/16 

1-3/4 

.05 

TD-12-150 

12 

11/16 

1-3/4 

.10 

TD-16-150 

16 

11/16 

1-3/4 

.15 

TD-20-150 

20 

11/16 

1-3/4 

.20 

TD-24-150 

24 

13/16 

1-3/4 

.25 

TD-30-150 

30 

13/16 

1-3/4 

1.30 

TD-40-150 

40 

13/16 

1-3/4 

1.35 

TD-50-150 

50 

13/16 

1-3/4 

1.40 

TD-80-150 

80 

15/16 

2-1/8 

1.60 


Continued 

on opposite page 
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"TYNEE-DRY" TYPE TD, continued 


SINGLE CAPACITANCE UNITS-continued 


Part 

Number 

Capacity 

Mfd. 

Outside Dimensions, Inches 
Diameter Length 

List 

Price 

250 VOLTS WORKING; 



325 VOLTS PEAK 


TD-8-250 

8 

11/16 

1-3/4 

$1.15 

TD-16-250 

16 

13/16 

1-3/4 

1.30 

TD.20-250 

20 

13/16 

1-3/4 

1.35 

TD-24-250 

24 

13/16 

1-3/4 

1.40 

TD-30-250 

30 

15/16, 

1-3/4 

1.45 

TD-40-250 

40 

15/16 

1-3/4 

1.55 

350 VOLTS WORKING; 



425 VOLTS PEAK 


TD-8-350 

8 

11/16 

1-3/4 

1.20 

TD-16-350 

16 

13/16 

1-3/4 

1.40 

TD-20-350 

20 

13/16 

1-3/4 

1.45 

TD-30-350 

30 

15/16 

2 -1/8 

1.65 

TD-40-350 

40 

1-1/16 

2 -1/8 

1.75 

450 VOLTS WORKING; 



525 VOLTS PEAK 


TD-4-450 

4 

13/16 

1-3/4 

1.15 

TD-8-450 

8 

13/16 

1-3/4 

1.25 

TD-10-450 

10 

13/16 

1-3/4 

1.30 

TD-12-450 

12 

15/16 

2 -1/8 

1.35 

TD-16-450 

16 

15/16 

2 -1/8 

1.40 

TD-20-450 

20 

15/16 

2 -1/8 

1.55 

TD-30-450 

30 

1-1/16 

2 -1/8 

1.70 

TD-40-450 

40 

1-1/16 

2-5/8 

1.80 

TD-80-450 

80 

1 

3-11/16 

2.80 

525 VOLTS WORKING; 



600 VOLTS PEAK 


TD-8-525 

8 

15/16 

1-3/4 

1.40 

TD-16-525 

16 

1-1/16 

2 -1/8 

2,20 


’'DUAL CAPACITANCE UNITS 


Two Positive Bore Wire Leads 
At One End; 

Common Negative At Opposite End 


Part 

Number 

Capacity 

Mfd. 

Outside Dimensions, Inches 
Diameter Length 

List 

Price 

50 VOLTS WORKING; 

70 VOLTS PEAK 


TD-D10-50 

10+10 

13/16 

1-3/4 

$1.40 

1 50 VOLTS WORKING; 
225 VOLTS PEAK 


TD-D8-150 

8 + 8 

13/16 

1-3/4 

1.50 

TD-816-150 

8 + 16 

13/16 

1-3/4 

1.55 

TD-D16-150 

164-16 

13/16 

1-3/4 

1.80 

TD.D20-150 

20+20 

13/16 

1-3/4 

1.65 

TD-D30-150 

30+30 

15/16 

2 -1/8 

1.75 

TD-4020.150 

40+20 

15/16 

2 -1/8 

1.75 

TD-D40-150 

40+40 

15/16 

2 -1/8 

1.80 

TD-5030-150 

50+30 

15/16 

2 -1/8 

1.95 

TD-D50-150 

50+50 

15/16 

2 -1/8 

2.10 

TD-8040-150 

80+40 

1-1/16 

2 -1/8 

2.40 

450 VOLTS WORKING; 
525 VOLTS PEAK 


TD-D4-450 

4+4 

15/16 

2 -1/8 

1.60 

TD-48-450 

4+8 

15/16 

2 -1/8 

1.65 

TD-D8-450 

8+8 

15/16 

2 -1/8 

1.70 

TD-Dl 0-450 

10 + 10 

15/16 

2 -1/8 

1.80 

TD-816-450 

8 + 16 

1-1/16 

2 -1/8 

2,00 

TD-Dl 6-450 

164-16 

1-1/16 

2-5/8 

2.40 

TD-D20-450 

20+20 

1-1/16 

2-5/8 

2.50 


*For dual units in wax-filled tubes, with flexible leads 
and assembled mounting brackets, see Type CDB 
capacitors on page following. 
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ELECTROLYTIC 

CAPACITORS 


PYRAMID 


"CARTRIJ-DRY"' TYPE CDB 

D. C. DRY ELECTROLYTIC CAPACITORS 
IN IMPREGNATED CARDBOARD CONTAINERS 



• Low leakage, long shelf life. 

• Wax-filled, impregnated cardboard tubes. 

• 6" flexible insulated leads at one end of 
tube. 

• Assembled mounting strap. 

• Attractively packaged. 


Part 

Capacity 

Outside Dimensions, Inches 

List 

Number 

Mfd. 

Diameter 

Length 

Price 

* Duals, 

Common Negative; 

Three Leads; 150 Volts Working; 225 Volts Peak 


CDB-D16-1S0CN 

16+16 

7/8 

2 3/8 

$1.60 

CDB-D20-)50CN 

20+20 

7/8 

2 3/8 

1.65 

COB-D30-I50CN 

30+30 

1 

2 3/8 

1.75 

CDB-4020-I50CN 

40+20 

1 

2 3/8 

1.75 

CDB-D40-150CN 

40+40 

1 

2 3/8 

1.80 

CDB.5030-I50CN 

50+30 

1 

2 3/8 

1.95 

CDB-D50-I50CN 

50+50 

1 

2 3/8 

2.10 

CDB-8050-150CN 

80+50 

1 

3 

2.30 

*For dual units, in small metal tubes with 3" bore wire leads but less mounting strap, see 

Type TD capacitors on Pages P-124 and P-125. 

Duals, 

Common Negative; Three Leads; 450 Volts Working; 525 Volts Peak 


CDB.D8.450CN 

8 + 8 

1 

2 3/8 

$1.70 

Duals, Separate Sections; 

Four Leads; 150 Volts Working; 225 Volts Peak 


CDB-D16-I50SS 

16+16 

1 

2 3/8 

$1.95 

COB-D20-1S0SS 

20+20 

1 

2 3/8 

2.05 

CDB-D40-150SS 

40+40 

1 1/4 

3 

2.30 

Duals, Separate Sections; 

Four Leads; 450 Volts Working; 525 Volts Peak 


CDB.D8.450SS 

8 + 8 

1 

3 

$2.15 

Triples, Common Negative; Four Leads; 150 Volts Working; 225 Volts Peak 

Part 

Capacity Mfd., 

D.C. Working Voltage 

Outside Dimensions, Inches 

List 

Number 

in Sequence 

in Sequence 

Diameter Length 

Price 

CDB-T20-I50CN 

20 + 20 + 20 

150 

1 2 3/8 

$2.15 

CDB-404020-I50CN 

40+40 + 20 

150 

1 3 

2.30 

CDB-T40-150CN 

40+40+40 

150 

1 3 

2.45 

CDB-2) 

40+40 + 25 

150.150-25 

1 3 

2.20 

CDB.4I 

50+30+25 

150-150-25 

1 3 

2.35 

CDB-43 

50+30+100 

150-150-25 

1 3 

2.55 

CDB-45 

50+30+200 

150-150-10 

1 3 

2.75 

CDB-47 

70+30+150 

150-150-25 

1 3 5/8 

3.25 
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ELECTROLYTIC 

CAPACITORS 


PYRAMID 


^METL-CAN" TYPE MC 

D. C. DRY ELECTROLYTIC CAPACITORS 
IN SCREW-BASE METAL CONTAINERS 


• Low leakage, long shelf life. 

• Insulated screw-base aluminum containers 
provide maximum protection against 
humidity. 

• 6 " flexible insulated leads. 

• Supplied with palnut for mounting. 

• Attractively packaged. 


Single Section Units; Two 6" Flexible 
Insulated Leads 


Part 

Number 

Capacity 

Mfd. 

Can Body Size in Inches 
Diameter Height 

List 

Price 

450 VOLTS WORKING; 525 

VOLTS 

PEAK 

MC-4-450 

4 

1 3/8 

3 1/8 

$2.00 

MC-8-450 

8 

1 3/8 

3 1/8 

2.20 

MC-12-450 

12 

1 3/8 

3 1/8 

2.35 

MC-l 6-450 

16 

1 3/8 

3 1/8 

2.45 

MC-20-450 

20 

1 3/8 

3 1/8 

2.70 

MC-30-450 

30 

1 3/8 

3 1/8 

3.00 

MC.40-450 

40 

1 3/8 

3 1/8 

3.15 


525 VOLTS WORKING; 600 VOLTS PEAK 


MC-8-525 

8 

1 3/8 

3 1/8 

3.30 

MC-15-525 

16 

1 3/8 

3 1/8 

3.75 

600 VOLTS 

WORKING; HI 

IGHEST QUALITY 


SERIES 

-WOUND CONSTRUCTION 


MC-4-600 

4 

1 3/8 

3 1/8 

3.30 

MC-8-500 

8 

1 3/8 

3 1/8 

3.15 

MC-12-600 

12 

1 3/8 

3 1/8 

3.50 

MC-l 5-600 

16 

1 3/8 

3 1/8 

3.70 



Dual Section Units; 450 Volts Working; 
525 Volts Peak; Separate Section Construc¬ 
tion; Four 6" Flexible Insulated Leads 


Part 

Number 

Capacity 

Mfd. 

Can Body Size 
Diameter 

in Inches 
Height 

List 

Price 

MC-D4-450SS 

4+4 

1 3/8 

3 1/8 

$2.40 

MC-48-450SS 

4+8 

1 3/8 

3 1/8 

3.00 

MC-D8-450SS 

8+8 

1 3/8 

3 1/8 

3.00 

MC-816-450SS 

8 + 16 

1 3/8 

3 1/8 

3.30 

MC-D16-450SS 

16 + 16 

1 3/8 

3 1/8 

3.55 

MC-D20-450SS 

20+20 

1 3/8 

3 1/8 

4.10 


Dual Section Units; 450 Volts Working; 
525 Volts Peak; Common Negative Con¬ 
struction; Three 6" Flexible Insulated Leads 


Part 

Number 

Capacity 

Mfd. 

Can Body Size 
Diameter 

in Inches 
Height 

List 

Price 

MC-D4-450CN 

4+4 

1 3/8 

3 1/8 

$2.40 

MC-48-450CN 

4+8 

1 3/8 

3 1/8 

3.00 

MC-D8-450CN 

8+8 

1 3/8 

3 1/8 

3.0C 

MC-816-450CN 

8 + 16 

1 3/8 

3 1/8 

3.30 

MG-D16-450CN 

16+16 

1 3/8 

3 1/8 

3.55 

MC-D20-450CN 

20 + 20 

1 3/8 

3 1/8 

4.10 
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PYRAMID 


ELECTROLYTIC 

CAPACITORS 


^TWIST-MOUNT" TYPE TM 

D. C. DRY ELECTROLYTIC CAPACITORS 
IN METAL CONTAINERS 


• Grounded aluminum containers provide 
maximum protection against moisture. 

• Low leakage, long shelf life. 

• Easily identified terminal coding. 

• Supplied with both metal and bakelite 
mounting plates. 

• Attractively packaged. 



SINGLE 

CAPACITANCE 

UNITS 



Part 

Number 

Capacity 

Mfd. 

D.C. Working 

Voltage 

Can Size, Inches 
Diameter 

Height 

List 

Price 

TM-l 000-6 

1000 

6 

1 

3 

$1.90 

TM.1000-12 

1000 

12 

1 

3 

2.25 

TM-100-25 . 

100 

25 

1 

2 

1.60 

TM-250.25 

250 

25 

1 

2 

1.70 

TM-500-25 

500 

25 

1 

2 -1/2 

2.55 

TM-1000-25 

1000 

25 

1 

3 

3.55 

TM-500-50 

500 

50 


2 -1/2 

2.65 

TM-20-150 

20 

150 

1 

2 

1.45 

TM-30-150 

V 30 

150 


2 

1.55 

TM-40-150 

; 40 

150 

1 

2 

1.60 

TM-80-150 

80 

150 

1 

2 

1.85 

TM-l 00-150 

100 

150 

1 

3 

2.10 

TM-80-300 

80 

300 


3 

2.55 

TM-10-450 

10 

450 

1 

2 

1.55 

TM-20-45O 

' 20 

450 

1 

2 

1.80 

TM-30-450 

30 

450 

1 

3 

1.95 

TM-40-450 

40 

450 

1 

3 

2.05 

TM-80-450 

80 

450 

1-3/8 

3 

3.05 

TM-10-525 

10 

525 

1 

2 

1.60 

TM-20-525 

20 

525 

1 

3 

1.85 

TM-40-52S 

40 

525 

1-3/8 

3 

2.50 

TM-80-525 

80 

525 

1-3/8 

3-1/2 

4.20 



NOTE: Each of the units listed above is regularly supplied with a bakelite as well as a metal mounting plate. 
Where additidnal hardware is required, order from listing at bottom of page p.108. 
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PYRAMID 


ELECTROLYTIC 
C A P A C I TORS 


"TWIST-MOUNT" TYPE TM, continued 


DUAL 

CAPACITANCE UNITS 



Port 

Number 

Capacity 

Mfd. 

D.C. Working 
Voltage 

Can Size, Inches 

Diameter Height 

List 

Price 

TM-DlOOO-15 

1000 -n 000 

15 

1-3/8 

3 

$4.40 

TM-D20-150 

20 -1-20 

150 

1 

2 

1.70 

TM-D30-150 

30-1-30 

150 

1 

2 

1.80 

TM-4020-150 

40-1-20 

150 

1 

2 

1.80 

TM-D40-150 

40-1-40 

150 

1 

2 

1.85 

TM-5030-150 

50+30 

150 

1 

2 

2.00 

TM-D50-150 

50+50 

150 

1 

2 

2.15 

TM-8040-150 

80+40 

150 

1 

3 

2.30 

TM-DlOO-150 

100+100 

150 

1-3/8 

3 

3.45 

TM-D80-300 

80+80 

300 

1-3/8 

3 

4.05 

TM-D40-350 

40+40 

350 

1-3/8 

3 

2.95 

TM-Dl 0-450 

10+10 

450 

1 

2 

1.85 

TM-D15-450 

15+16 

450 

1 

3 

2.35 

TM-D20-450 

20+20 

450 

1 

3 

2.55 

TM-3015-450 

30+15 

450 

1-3/8 

2 -1/2 

2.80 

TM-D30-450 

30+30 

450 

1-3/8 

2 -1/2 

3.05 

TM-D40-450 

40+40 

450 

1-3/8 

3 

3.40 

TM-D40-525 

40+40 

525 

1-3/8 

3-1/2 

4.30 



TRIPLE 

CAPACITANCE UNITS 



Part 

Number 

Capacity Mfd., 
in Sequence 

D.C. Working Voltage, 
in Sequence 

Can Size, 
Diameter 

Inches 

Height 

List 

Price 

TM-l 

20+20 + 25 

150-150-25 

1 

2 

$2.20 

TM-21 

20 +20+100 

150-150-25 

1 

2 

2.50 

TM-41 

40+40+25 

150-150-25 

1 

2 -1/2 

2.50 

TM-49 

50+30+100 

150-150-25 

1 

3 

2.70 

TM-T20-150 

20 +20+20 

150 

1 

2 

2.30 

TM-402020-150 

40+20+20 

150 

1 

2 -1/2 

2.45 

TM-403020-150 

40+30+20 

150 

1 

2 -1/2 

2.45 

TM-404020-150 

40+40+20 

150 

1 

2 -1/2 

2.50 

TM-T40-150 

40 +40 +40 

150 

1 

3 

2.60 

TM-804020-150 

80+40+20 

150 

1 

3 

2.80 

TM-61 

50+50+25 

150-150-25 

1 

2 -1/2 

2.65 

TM-81 

80+40+25 

150-150-25 

1 

. 3 

2.85 

TM-808060-300 

80+80+50 

300 

1-3/8 

3-1/2 

4.50 

TM-101 

10 +10+20 

450-450-25 

1 

3 

2.35 

TM-Tl 0-450 

10 +10+10 

450 


3 

2.60 

TM-Tl 6-450 

16+16+16 

450 

1-3/8 

3 

3.30 

TM-T20-450 

20 +20+20 

450 

1-3/8 

3 

3.55 

TM-111 

30+15+30 

450-450-150 

1-3/8 

3 

3.70 
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^TWIST-MOUNT" TYPE TM, continued 



QUADRUPLE 

CAPACITANCE 

UNITS 



Part 

Number 

Capacity Mfd., 
in Sequence 

D.C. Working Voltage, 
in Sequence 

Can Size, inches 

Diameter Height 

List 

Price 

TM-140 

40-f-40 +40-f25 

150-150-150-25 

1-3/8 

2-1/2 

$3.20 

TM-143 

80+40+30-f-100 

150-150-150-25 

1-3/8 

2-1/2 

3.90 

TM-151 

10-1-10-1-10+20 

450-450-450-25 

1-3/8 

2 

3.10 

TM-Ql 0-450 

10+10+10+10 

450 

1-3/8 

2 

3.35 

TM-Ql 6-450 

16+16+16+16 

450 

1-3/8 

3 

3.95 

TM-Q20-450 

20+20+20+20 

450 

1-3/8 

3 

4.70 

TM-146 

20+20+20+20 

450-450-450-25 

1-3/8 

3 

3.85 

TM-148 

30+30+10+20 

500-500-450-25 

1-3/8 

3-1/2 

4.90 


EXACT REPLACEMENTS FOR 

MODEL 630 RECEIVERS 

Built to Original Size and High Quality Specifications, Including 
Rigid Requirement for Satisfactory Operation at 85° C. (185° F.) 


RCA Original 

Part No. 

RCA 

Stock No. 

Pyramid 

Replacement No. 

Description 


List 

Price 

M-95681-6 

71431 

22.22 

40+10 mfd. 450 v.w. + 80 mfd. 150 v.w. 


$3.90 

M-95681-7 

71432 

22.23 

40+40+10 mfd. 450 v.w. 


4.15 

M-95681-8 

71433 

22.24 

80 mfd. 450 v.w. + 50 mfd. 50 v.w. 


3.50 

M-95681-9 

71434 

22.25 

40+10 mfd. 450 v.w. + 10 mfd. 350 v.w. 


3.30 

M-95681-10 

71435 

22.26 

20 mfd. 450 v.w. + 80 mfd. 350 v.w. 


3.60 

M-95686-6 

71436 

22.27 

250 mfd. 10 v.w. + 1000 mfd. 6 v.w. 


3.90 




Part Number Description 


List Price 

NOTE; Each of the units listed above is regularly supplied 
with a bakellte as well as a metal mounting plate. Where 
additional hardware is required, order from this listing. 

_. TMMP-1 Metal grounding plate for 1" 

1 ^ TMMP-2 Bakelite insulating plate for 1" 

TMMP-8 Metal grounding plate for 

TMMP-9 Bakelite insulating plate for 1 

dia. cans 
dia. cans 

dia. cans 
' dia. cans 

$.06 

.06 

.06 

.06 
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PYRAMID 


PAPER 

CAPACITORS 





PYRAMID 


TINY TYPE 85LPT 

TUBULAR 
PAPER 
CAPACITORS 


MINIATURE TUBULAR 
PAPER CAPACITORS 


FOR 85°C. APPLICATIONS 


PYRAMID TYPE 85LPT 

CONSTRUCTION: Sturdily built in phenolicdmpregnated tubes, plastic end- 
filled. 

VOLTAGE: Designed for continuous operation at rated D.C. voltage. 
TEMPERATURE: Will operate at maximum temperature of 85° C. 

DIELECTRIC STRENGTH: Will withstand 2 ^/^ times rated voltage for 5 seconds. 
HUMIDITY: Satisfactorily withstand standard RMA humidity test. 

LIFE TEST: Designed to withstand life test of 250 hours at 85° C. 

200 V. D.C.W. 




400 

V. D.C.W. 



Catalog 

No. 

Capacity 

Mfd. 

Dimensions/ 

Diameter 

Inches 

Length 

List 

Price 

85LPT4-D1 

.001 

1/4 

5/8 

$.35 

85LPT4-D2 

.002 

1/4 

5/8 

.35 

85LPT4.D3 

.003 

1/4 

5/8 

.35 

85LPT4-D4 

.004 

1/4 

5/8 

.35 

85LPT4-D5 

.005 

1/4 

13/16 

.35 

85LPT4.D6 

.006 

1/4 

13/16 

.35 

85LPT4-S1 

.01 

5/16 

13/16 

.40 

85LPT4-S2 

.02 

5/16 

1 

.45 

85LPT4-S5 

.05 

13/32 

1 

.50 

85LPT4-P1 

.1 

15/32 

1 -1/8 

.65 

85LPT4.P15 

.15 

5/8 

1 -1/8 

.65 

85LPT4.P2 

.2 

5/8 

1 -1/8 

.70 

85LPT4-P25 

.25 

5/8 

1 -1/2 

.75 

85LPT4-P5 

.5 

5/8 

2-5/16 

.85 



600 

V. D. C. W, 



Catalog 

No. 

Capacity 

Mfd. 

Dimensions/ 

Diameter 

Inches 

Length 

List 

Price 

85LPT6.T1 

.0001 

1/4 

5/8 

$.35 

85LPT6-T5 

.0005 

1/4 

5/8 

.35 

85LPT6-D1 

.001 

1/4 

5/8 

.35 

85LPT6-D2 

.002 

1/4 

5/8 

.35 

85LPT6-D3 

.003 

9/32 

13/16 

.35 

85LPT6-D4 

.004 

9/32 

13/16 

.35 

85LPT6-D5 

.005 

9/32 

13/16 

.40 

85LPT6-D6 

.006 

5/16 

13/16 

1 

.40 

85LPT6-S1 

.01 

5/16 

.45 

85LPT6.S2 

.02 

11/32 

1 

.50 

85LPT6-S5 

.05 

15/32 

1 -1/8 

.55 

85LPT6-P1 

.1 

5/8 

1 -1/8 

.70 

85LPT6-P15 

.15 

5/8 

1-3/4 

.75 

85LPT6-P2 

.2 

5/8 

1-3/4 

.80 

85LPT6-P25 

.25 

5/8 

2 

.80 
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PAPER 

CAPACITORS 


PYRAMID 


TYPE 85TOC 

TUBULAR PAPER CAPACITORS 

• Designed for 85® C. operation. 

• Plastic-impregnated tubes prevent ab¬ 
sorption of moisture. 

• Mineral oil impregnated. 

• Ends are plastic sealed against humidity. 

• Leads securely anchored. 

• Attractively packaged. 



, Catalog 

Capacity 

Dimensigns, 

Inches 

List 

Number 

Mfd. 

Diameter 

Length 

Price 


200 D.C. 

VOLTS WORKING 


85TOC2-S1 

.01 

5/16 

1 

$.23 

85TOC2-S2 

.02 

3/8 , 

1-3/16 

.23 

85TOC2-S25 

.025 

7/16 

1-3/16 

.27 

8STOC2-S5 

.05 

7/16 

1 -1/2 

.27 

85TOC2-P1 

.1 

1/2 

1-5/8 

.32 

85TOC2-P15 

.15 

9/16 

1-5/8 

.36 

85TOC2-P2 

.2 

5/8 

2 

.36 

85TOC2.P25 

.25 

5/8 

2 

.41 

85TOC2-P5 

.5 

3/4 ^ 

2 

.54 

85TOC2-1 

1.0 

1 

2 

.81 


400 D.C. 

VOL|S WCj^RKING 


85TOC4-D1 

.001 

5/16 ? 

1 

$.23 

85TOC4-D2 

, .002 

5/16 

1 

.23 

85TOC4-D3 

.003 

5/16 

1 

.23 

85TOC4-D4 

.004 

3/8 

1-3/16 

.23 

85TOC4-D5 

.005 

3/8 

1-3/16 

.23 

85TOC4-SI 

.01 

3/8 

1-3/16 

.23 

85TOC4-S1S 

.015 

3/8 

1-3/16 

.23 

85TOC4-S2 

.02 

7/16 . 

1-3/16 

.23 

85TOC4-S25 

.025 

7/16 

1 -1/2 

;27 

85TOC4-S3 

.03 

7/16 

1 -1/2 

.27 

85TOC4-S4 

.04 

7/16 

1-5/8 

.27 

85TOC4-S5 

.05 

7/16 

1-5/8 

.27 

85TOC4-S6 

.06 

7/16 : 

1-5/8 

.32 

85TOC4-P1 

.1 

9/16 

1-5/8 

.32 

85TOC4-P15 

.15 

5/8 * 

2 

.36 

85TOC4-P2 

.2 

3/4 

1-3/4 

.36 

85TOC4-P25 

.25 

3/4 

1-3/4 

.41 

85TOC4-P5 

.5 

7/8 

2 

.54 

85TOC4-I 

1.0 

1 .‘^' i 

2-3/4 

.81 


600 D.C. 

VOLTS WORKING 



85TOC6.T1 

.0001 

5/16 


$.23 

85TOC6-T25 

.00025 

5/16 


.23 

85TOC6-T5 

.0005 

5/16 


.23 

85TOC6-D1 

.001 

5/16 


.23 

85TOC6-D2 

.002 

5/16 


.23 

85TOC6-D3 

.003 

5/16 

1 

.23 

85TOC6-D4 

.004 

3/8 

1-3/16 

.23 


(Continued in next column) 


Catalog 

Capacity 

Dimensions, 

Inches 

List 

Number 

Mfd. 

Diameter 

Length 

Price 

600 

D.C. VOLTS 

WORKING—Continued 


85TOC6-D5 

.005 

3/8 

1-3/16 

$.23 

85TOC6-D6 

.006 

3/8 

1-3/16 

.23 

85TOC6-S1 

.01 

7/16 

1-3/16 

.27 

85TOC6-S15 

.015 

7/16 

1-3/16 

.27 

85TOC6-S2 

.02 

7/16 

1 -1/2 

.27 

85TOC6-S25 

.025 

7/16 

1 -1/2 

.32 

85TOC6-S3 

.03 

1/2 

1-5/8 

.32 

85TQC6-S4 

.04 

1/2 

1-5/8 

.32 

85TOC6-S5 

.05 

9/16 

1-5/8 

.36 

85TOC6-S6 

.06 

9/16 

1-5/8 

.36 

85TOC6-P1 

.1 

11/16 

1-3/4 

.41 

85TOC6-P2 

.2 

13/16 

2 

.50 

85TOC6-P25 

.25 

13/16 

2 -1/8 

.50 

85TOC6-P5 

.5 

1 -1/8 

2 

.72 


1000 D.C. 

VOLTS WORKING 


85TOC10-D1 

.001 

5/16 

1 

$.45 

85TOC10-D2 

.002 

3/8 

1-3/16 

.45 

85TOC10-D5 

.005 

7/16 

1-3/16 

.45 

85TOC10-S1 

.01 

7/16 

1-5/8 

.45 

85TOC10-S2 

m 

9/16 

1-5/8 

.45 

85TOC10-S35 

.035 

9/16 

1-7/8 

.50 

85TOC10-S5 

.05 

5/8 

1-3/4 

.54 

85TOC10-P1 

.1 

13/16 

2 

.68 


1600 D.C. 

VOLTS WORKING 


85TOC16-D1 

.001 

7/16 

1-3/16 

$.50 

85TOC16-D2 

.002 

7/16 

1-3/16 

.50 

85TOC16-D5 

.005 

1/2 

1 -1/2 

.50 

85TOC16-D6 

.006 

1/2 

1 -1/2 

.50 

85TOC16-S1 

.01 

9/16 

1 -1/2 

.54 

85TOC16-S2 

.02 

9/16 

2 

.54 

85TOC16-S5 

.05 

3/4 

2 

.68 


6000 D.C. 

VOLTS WORKING 


85TOC60-T5 

.0005 

5/8 

1-7/8 

$1.10 

85TOC60-DI 

.001 

3/4 

2 

1.10 

85TOC60-D5 

.00$ 

7/8 

2-3/4 

1.15 
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SERIES PTIM 

(Commercial Equivalents of JAN Types CP25, CP26, CP27, CP28, CP29) 

HERMETICALLY SEALED MINERAL OIL-PAPER CAPACITORS 

IN METAL TUBES 


• Temperature range: —55® C. to +85® C. 

• Highest quality, non-inductively wound sections. 

• Housed in insulated metal tubes, sealed with Neo- 
prene-balcelite end discs. 

• Comply with the electrical requirements of Specifi¬ 
cation JAN-C-25. 

• Standard tolerance: —10%, +20%. 



NOTE: It outer insulating sleeve is required, add letter V to catalog type, as PTIMV, Add $.10 to list price. If assembled mounting 
strap is required, add letter S to catalog type, as PTIMS. Add $.10 to list price. 


Catalog 

No. 

Capacity 

Mfd. 

Dimensions, 

Diameter 

Inches 

Length 

List 

Price 


400 VOLTS 

D.C. OPERATING 


PTIM4-D5 

.005 

11/16 

1-5/16 

$ .80 

PTIM4.D6 

.006 

11/16 

1-5/16 

.80 

PTIM4.D8 

.008 

11/16 

1-5/16 

.80 

PTIM4.S1 

.01 

11/16 

1-5/16 

.80 

PTIM4-S2 

.02 

11/16 

1-5/16 

.90 

PTIM4-S3 

.03 

11/16 

1-5/16 

.95 

PTIM4-S4 

.04 

11/16 

1-5/16 

.95 

PTIM4.S5 

.05 

11/16 

1-5/16 

.95 

PTIM4-P1 

.1 

11/16 

1-11/16 

1.10 

PTIM4.P25 

.25 

11/16 

2-3/16 

1.55 

PTIM4-P5 

.5 

1-1/16 

2-11/1*6 

2.10 


600 VOLTS 

D.C. OPERATING 


PTIM6-D5 

.005 

11/16 

1-5/16 

$ .80 

PTIM6-D6 

.006 

11/16 

1-5/16 

.80 

PTIM6-D8 

.008 

11/16 

1-5/16 

.80 

PTIM6-S1 

.01 

11/16 

1-5/16 

.80 

PTIM6.S2 

.02 

11/16 

1-5/16 

.90 

PTIM6-S3 

.03 

11/16 

1-5/16 

.95 

PTIM6-S4 

.04 

11/16 

1-5/16 

.95 

PTIM6-S5 

.05 

11/16 

1-5/16 

.95 

PTIM6.P1 

.1 

11/16 

1-11/16 

1.10 

PT1M6-P25 

.25 

13/16 

2-3/16 

1.50 

PTIM6-P5 

.5 

1-1/16 

2-11/16 

2.00 


Catalog 

No. 

Capacity Dimensions, 

Mfd. Diameter 

Inches 

Length 

List 

Price 


1000 VOLTS 

D.C. OPERATING 


PTIM 10-15 

.0005 

11/16 

1-5/16 

$ .95 

PTIMIO-Dl 

.001 

11/16 

1-5/16 

95 

PTIM10-D2 

.002 

11/16 

1-5/16 

95 

PTIM10-D5 

.005 

11/16 

11/16 

1-5/16 

.95 

PTIM10.D8 

.008 

1-5/16 

.95 

PTIMIO-Sl 

.01 

11/16 

1-5/16 

.95 

PTIM10-S2 

.02 

11/16 

1-5/16 

1.05 

PTIM10-S3 

.03 

11/16 

1-5/16 

1.05 

PTIM10-S5 

.05 

11/16 

1-11/16 

1.10 

PTIM 10-58 

.08 

11/16 

2-1/16 

1.30 

PTIMIO-Pl 

.1 

11/16 

2-1/16 

1.35 


1600 VOLTS 

D.C. OPERATING 


PTIM15-T5 

.0005 

11/16 

1-5/16 


PTIM16-D1 

.001 

11/16 

1.5/16 


PTIM16-D2 

.002 

11/16 

1-5/16 


PTIM16-D5 

.005 

11/16 

1-5/16 


PTIM 16-51 

.01 

11/16 

1-11/16 


PTIM 16-52 

.02 

11/16 

1-11/16 


PTIM16-55 

.05 

11/16 

2-1/16 


PT1M16-P1 

.1 

1-1/16 

2-1/16 



2000 VOLTS 

D.C. OPERATING 


PT1M20-T5 

.0005 

13/16 

1-11/16 

$1.10 

PTIM20-D1 

.001 

13/16 

1-11/16 

1.10 

PTIM20-D5 

.005 

13/16 

1-11/16 

1.10 

PTIM20-D8 

.008 

13/16 

1-11/16 

1.10 

PTIM20-51 

.01 

13/16 

1-11/16 

1.10 

PTIM20-S2 

.02 

13/16 

2-3/16 

1.20 

PTIM20-55 

.05 

13/16 

2-15/16 

1.30 
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OIL-PAPER 

CAPACITORS 


PYRAMID 


SERIES PDM 

(Coinmercial Equivalents of JAN Types CP53, CP54, CPS 5) 
HERMETICALLY SEALED MINERAL OIL-PAPER CAPACITORS 
IN DRAWN SHELL CONTAINERS 


TYPE PDM 




► t 


iTOi HOLES 




^ MTO. HOLES 




# 


• Temperature range: —55® C. to +85® C. • Comply with the electrical requirements of Specifi' 

• Highest quality, non-inductively wound sections. cation JAN-C-25. 

• Mineral oil impregnated, mineral oil filled. • Standard tolerance: +20%. 

• Housed in seamless tin-coated drawn shell containers, with rivet lug terminals. 



NOTE: Where commercial equivalents of JAN types are required, use the following Pyramid type designations: 


JAN TYPE 

CP53 

CP54 

CP55 


PYRAMID COMMERCIAL EQUIVALENT TYPE 

PDM (followed by catalog number) 

PDMT (followed by catalog number) 

PDMB (followed by catalog number) 


Catalog Capacity Dimensions, Inches List 

Number Mfd. A B C D Price 


400 VOLTS D.C. OPERATING 


PDM4.S5 

.05 

1-13/16 

1 

3/4 

2-1/8 

$1.85 

PDM4.P1 

.1 

1-13/16 

1 

3/4 

2-1/8 

1.95 

PDM4-P25 

.25 

1-13/16 


3/4 

2-1/8 

2.20 

PDM4-P5 

.5 

1-13/16 

1 

7/8 

2-1/8 

2.35 

PDM4-1 

1.0 

2 

1-3/4 

7/8 

2-3/8 

3.35 

PDM4-2 

2.0 

2 

2 

1-1/8 

2-3/8 

4.30 

2PDM4.S5 

.05+ .05 

1-13/16 

1 

3/4 

2-1/8 

2.95 

2PDM4-PI 

.l+.l 

1-13/16 

1 

3/4 

2-1/8 

3.05 

2PDM4-P25 

.25+.25 

1-13/16 

1 

7/8 

2-1/8 

3.30 

2PDM4.P5 

.5+ .5 

2 

1-3/4 

7/8 

2-3/8 

3.85 

2PDM4-1 

1.0+ 1.0 

2 

2 

1-1/8 

2-3/8 

4.80 

3PDM4-P1 

.l+.l+.l 

1-13/16 

1 

3/4 

2-1/8 

3.75 

3PDM4-P25 

.25+ .25+ .25 

2 

1-3/4 

7/8 

2-3/8 

4.40 

3PDM4-P5 

.5 + .5 + .5 

2 

2 

1-1/8 

2-3/8 

5.10 


600 VOLTS D.C. OPERATING 


PDM6-S5 

.05 

1-13/16 


3/4 

2-1/8 $2.85 

PDM6-P1 

.1 

1-13/16 

1 

3/4 

2-1/8 

2.95 

PDM6-P25 

.25 

1-13/16 

1 

3/4 

2-1/8 

3.10 

PDM6.P5 

.5 

1-13/16 

1 

7/8 

2-1/8 

3.30 

PDM6-1 

1.0 

2 

1-3/4 

7/8 

2-3/8 

3.75 


Continued in next column 


Catalog 

Number 

Capacity 

Mfd. 

Dimensions, Inches 
ABC 

D 

List 

Price 

600 VOLTS D.C. OPERATING—Continued 

PDM6-2 

2.0 

2 

2 

1-1/8 

2-3/8 $4.90 

2PDM6.S5 

.05+ .05 

1-13/16 

1 

3/4 

2-1/8 

3.65 

2PDM6.P1 

.l+.l 

M3/16 

1 

3/4 

2-1/8 

3.70 

2P0M6-P25 

.25+.25 

1-13/16 

1 

7/8 

2-1/8 

3.75 

2PDM6-P5 

.5+ .5 

2 

1-3/4 

7/8 

2-3/8 

4.30 

2PDM6-1 

1.0+1.0 

2 

2 

1-1/8 

2-3/8 

5.30 

3PDM6-P1 

.l+.l+.l 

1-13/16 

1 

3/4 

2-1/8 

4.20 

3PDM6-P25 

.25 + .25 + .25 

2 

1-3/4 

7/8 

2-3/8 

4.75 

3PDM6-P5 

.5+.5 + .5 

2 

2 

1-1/8 

2-3/8 

5.75 


1000 VOLTS D.C. OPERATING 


PDM10-S5 

.05 

1-13/16 

1 

3/4 

2-1/8 $3.00 

PDMIO-Pl 

.1 

1-13/16 

1 

3/4 

2-1/8 

3.15 

PDM10-P25 

.25 

1-13/16 

1 

7/8 

2-1/8 

3.20 

PDM10-P5 

.5 

2 

1-3/4 

7/8 

2-3/8 

3.55 

PDM 10-1 

1.0 

2 

2 

1-1/8 

2-3/8 

4.40 

2PDM10-S5 

.05+.05 

1-13/16 

1 

3/4 

2-1/8 

3.85 

2PDM10-P1 

.l+.l 

1-13/16 

1 

7/8 

2-1/8 

4.00 

2PDM10-P25 

.25+ .25 

2 

1-3/4 

7/8 

2-3/8 

4.20 

2PDM10-P5 

.5+ .5 

2 . 

2 

1-1/8 

2-3/8 

5.50 

3 PD Ml 0-PI 

.l+.l+.l 

2 

1-3/4 

7/8 

2-3/8 

4.60 

3PDM10-P25 

.25+.25+.25 

2 

2 

1-1/8 

2-3/8 

5.50 
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PYRAMID 


O I L - P A PE R 
C A P A C I T O R S 


SERIES PEM & PKM 

(Commercial equivalents of JAN Types CP61, CP63/ CP65, CP67, CP69) 

SMALL, HERMETICALLY SEALED MINERAL OIL-PAPER CAPACITORS 


TYPE PEMB 



TYPE PKMB 




• Temperature range: —55® C. to +85® C. 

• Minimum base area makes these ideal tor compact 
equipment. 

• Mineral oil impregnated and tilled. 

• Housed in tin-coated containers with lug terminals. 

• Comply with the electrical requirements ot Specitication 
JAN-C-25. 

• Standard tolerance: —10%, +20%. 


NOTE: Where commercial equivalents ot JAN 


types are required, use the following Pyramid type designations: 


JAN TYPE 

CP61 

CP61 with spade mounting 

CP61 with footed bracket 

CP63 

CP65 

CP67 

CP69 


PYRAMID COMMERCIAL EQUIVALENT TYPE 

PKM (followed by catalog number) 

PKMS (followed by catalog number) 

PKMF (followed by catalog number) 

PKMT (followed by catalog number) 

PKMB (followed by catalog number) 

PEM (followed'by catalog number) 

PEMB (followed by catalog number) 


SERIES PEM SERIES PEM—Continued SERIES PKM 




Can 


Capacity 

Catalog 

Height 

List 

Mfd. 

Number 


Price 

200 

V. D.C. OPERATING 


.05 

PEM2-S5 

I 

$2.80 

.1 

PEM2-P1 

1 

3.05 

.25 

PEM2.P25 

1-1/2 

3.10 

.5 

PEM2.P5 

1-1/2 

3.15 

1.0 

PEM2.1 

1-7/8 

3.55 

.05+ .05 

2PEM2.S5 

1 

3.90 

.l+.l 

2PEM2.pi 

1 

4.05 

.25+ .25 

2PEM2-P25 

1-1/2 

4.20 

.5+ .5 

2PEM2.P5 

1-7/8 

4.60 

.05+ .05+ .05 

3PEM2.S5 

1 

4.85 

.l+.l+.l 

3PEM2.pl 

1-1/2 

5.20 

.25+ .25+ .25 

3PEM2.P25 

1-7/8 

5.60 

400 

V. D.C. OPERATING 


.05 

PEM4.S5 

1 

$2.90 

.1 

PEM4.P1 

1 

3.15 

.25 

PEM4-P25 

1-1/2 

3.20 

.5 

PEM4.P5 

1-7/8 

3.25 

1.0 

PEM4-1 

2-1/2 

3.65 

.05+ .05 

2PEM4-S5 

1 

4.00 

.l+.l 

2PEM4.P1 

1-1/2 

4.15 

.25+.25 

2PEM4-P25 

1-7/8 

4.30 

.5+ .5 

2PEM4-P5 

2-1/2 

4.70 

.05+ .05+ .05 

3PEM4.S5 

1 

4.95 

.l+.l+.l 

3PEM4-P1 

1-1/2 

5.30 

.25+.25+ .25 

3PEM4.P25 

2-1/2 

5.70 


Capacity 

Catalog 

Number 

Can 

Height 

List 

Price 

600 V. D.C. OPERATING 

.05 

PEM6.S5 

1 

$3.10 

.1 

PEM6.P1 

1 

3.20 

.25 

PEM6-P25 

1-1/2 

3.25 

.5 

PEM6-P5 

1-7/8 

3.35 

1.0 

PEM6-1 

2-1/2 

3.75 

.05+.05 

2PEM6-S5 

1 

4.20 

.l+.l 

2PEM6-P1 

1-1/2 

4.30 

.25+ .25 

2PEM6-P25 

1-7/8 

4.55 

.5+ .5 

2PEM6-P5 

2-1/2 

4.95 

.05+ .05+ .05 

3PEM6.S5 

1 

5.00 

.l+.l+.l 

3PEM6-P1 

1-1/2 

5.60 

.25+ .25+.25 

3PEM6-P25 

2-1/2 

5.95 

1000 

V. D.C. OPERATING 


.05 

PEMT0-S5 

1 

$3.15 

.1 

PEMIO-Pl 

1 

3.25 

.25 

PEM10-P25 

1-7/8 

3.35 

.5 

PEM10-P5 

2-1/2 

3.65 

.05+ .05 

2PEM10.S5 

1-1/2 

4.55 

.l+.l 

2PEM10-P1 

1-1/2 

4.90' 

.25+.25 

2PEM10-P25 

2-1/2 

5.00 

.05+ .05+ .05 

3PEM10-S5 

1-1/2 

5.90 

.l+.l+.l 

3PEMl0.pi 

2-1/2 

6.10 


Capacity 

Mfd. 

Catalog 

Number 

Can 

Height 

List 

Price 

200 

V. D.C. OPERATING 


.05 

PKM2-S5 

1-7/16 

$2.80 

.1 

PKM2-P1 

1-7/16 

3.05 

.25 

PKM2-P25 

1-7/16 

3.10 

.5 

PKM2.P5 

1-11/16 

3.15 

1.0 

PKM2-1 

2-1/16 

3.55 

400 

V. D.C. OPERATING 


.05 

PKM4-S5 

1-7/16 

$2.90 

.1 

PKM+Pl 

1-7/16 

3.15 

.25 

PKM4-P25 

1-11/16 

3.20 

.5 

PKM4-P5 

2-1/16 

3.25 

1.0 

PKM4-1 

2-9/16 

3.65 

600 

V. D.C. OPERATING 


.05 

PKM6-S5 

1-7/16 

$3.10 

.1 

PKM6-P1 

1-7/16 

3.20 

.25 

PKM6-P25 

1-11/16 

3.25 

.5 

PKM6-P5 

2-1/16 

3.35 

1.0 

PKM6-1 

2-9/16 

3.75 

1000 

V. D.C. OPERATING 


.05 

PKM10-S5 

1-7/16 

$3.15 

.1 

PKMIO-Pl 

1-7/16 

3.25 

.25 

PKM10.P25 

2-1/16 

3.35 

.5 

PKM10-P5 

2-9/16 

3.65 
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SERIES PLM (Commercial equivalent of JAN Type CP70) 
HERMETICALLY SEALED MINERAL OIL-PAPER CAPACITORS 



• Temperature range: —55® C. to +85® C. 

• Designed for the exacting requirements of power 
supply and filter applications. 

• Mineral oil Impregnated, mineral oil filled, 

TYPE PLMF 


• Housed In lacquer-finished terneplate cases with por¬ 
celain bushings. 

• Comply with the electrical requirements of Specifica¬ 
tion JAN-C-25. 

• Standard tolerance: —10%, +20%. 
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PYRAMID 


I L- PAPER 
PA C I TO R S 


TYPE PLMU 


TYPE PLM —Continued 

TYPE PLMU 


TYPE PLMB 







HOLES 




h-F— I 




IMPORTANT: CATALOG DESIGNATIONS FOR VARIOUS MOUNTING ARRANGEMENTS 
Type PLM capacitors are available in a variety of mounting arrangements as shown in the outline drawings 
on pages P-li4 and P-115. These are identified by adding one of the following suffix letters to the basic 
designation PLM: * 

B—Mounting flange soldered to the bottom of the container. Available for all container sizes. Refer to drawing of Type PLMB. 
F—Footed side mounting straps. Refer to drawing on Type PLMF on page P-114. 

S~Spade side mounting straps. Refer to drawing of Type PLMS on page P-114. Available for all container sizes. 

U — Universal mounting bracket. Refer to drawing of Type PLMU above. Available for containers with base dimensions 
3-3/4" X 3-3/16" or smaller. Single mounting holes on center line are provided for all bases except the 3-3/4" x 3-3/16" sizes. 


Capacity Catalog Dimensions, Inches List 

Mfd. 


Catalog 

Number 



PLM6-P5 

1-3/4 

PLM6-1 

1-3/4 , 1 

PLM6-2 

1-3/4 

PLM6-3 

1-3/4 

PLM6-4 

2-1/2 

PLM6-5 

2-1/2 

PLM6.8 

3 - 3/4 1 

PLM6-10 

3-3/4 


C D E 


600 VOLTS DX. OPERATING 


13/16 

13/16 

13/16 

13/16 

1 - 1/8 

1 - 1 /^ 

2 

2 


1000 VOLTS D.C. OPERATING 


PLMIO-Pl 
PLM10-P25 
PLM10-P5 
PLM 10-1 

PLM 10-2 
PLM 10-3 
PLM 10-4 
PLM 10-5 

PLM 10-6 
PLM 10-8 
P|.M 10-10 
PLM 10-15 


k^opyright hy U. C. P., Inc, 



2-1/8 

2-1/4 

13/16 

1-1/4 

2-1/8 

2-1/4 

13/16 

1-1/4 

2-1/8 

2-1/4 

13/16 

1-1/4 

2-7/8 

2-1/4 

13/16 

1-1/4 


13/16 

1 - 1/8 

1 - 1/8 

2 
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PYRAMID 


OIL-PAPER 

CAPACITORS 


TYPE PLM—Gofitinued 

IMPORTANT: CATALOG DESIGNATIONS FOR VARIOUS MOUNTING ARRANGEMENTS 


Type PLM capacitors are available in a variety of mounting arrangements as shown in the outline drawings 
on pages P-114 and P-115. These are identified by adding one of the following sufRx letters to the basic 
designation PLM: 


B — Mounting flange soldered to the bottom of the container. Available for ail container sixes. Refer to drawing of Type PLM$ 
on page P-137. 

F—Footed side mounting straps. Refer to drawing on Type PLMF on page P-114. 

S — Spade side mounting straps. Refer to drawing of Type PLMS on page P-114. Available for all container sizes. 

U — Universal mounting bracket. Refer to drawing of Type PLMU on page P-il5. Available for containers with base dimensions 
3-3/4" X 3-3/16" or smaller. Single mounting holes on center line are provided for all bases except the 3-3/4" x 3-3/16" sizes. 

Capacity Catalog 

Mfd. Number 

A 

B 

c 

D 

Dimensions, Inches 

E F 

e 

H 

List 

Price 

1500 VOLTS D.C. OPERATING 

.5 

PLM15-P5 

1-3/4 

1 

2-7/8 

2-1/4 


13/16 

1-1/4 

3 

$ 6.25 

1.0 

PLM 15-1 

1-3/4 

1 

4-3/4 

2-1/4 


13/16 

1-1/4 

3 

7.50 

2.0 

PLM 15-2 

2-1/2 

1-3/16 

4-3/4 

3 


1-1/8 

1-1/4 

3-3/4 

10.50 

3.0 

PLM 15-3 

3-3/4 

1-1/4 

4-3/4 

4-3/8 


2 

l-i/4 

5 

12.50 

4.0 

PLM 15-4 

3-3/4 

1-1/2 

4-3/4 

4-3/8 




5 


5.0 

PLM15-5 

3-3/4 

1-3/4 

4-3/4 

4-3/8 




5 


6.0 

PLM 15-6 

3-3/4 

2-1/4 

4-3/4 

4-3/8 




5 


8.0 

PLM 15-8 

3-3/4 

2-1/4 

4-3/4 

4-3/8 






10.0 

PLM15-10 

3-3/4 

3-3/16 

4-3/4 

4-3/8 

2-1/2 





12.0 

PLM 15-12 

3-3/4 

3-3/16 

5-1/2 

4-3/8 

2,1/2 





15.0 

PLM15-15 

3-3/4 

4-9/16 

4-3/4 

4-3/8 

3-3/8 





2000 VOLTS D.C. OPERATING 

.1 

PLM20-P1 

1-3/4 

1 

2-1/8 

2-1/4 


13/16 

1-7/16 

3 

6.50 

.25 

PLM20-P25 

1-3/4 

1 

2-7/8 

2-1/4 


13/16 

1-7/16 

3 

7:00 

.5 

PLM20-P5 

1-3/4 

1 

4 

2-1/4 


13/16 

1-7/16 

3 

7.50 

1,0 

PLM20-1 

2-1/2 

1-3/16 

4-3/4 

3 


1-1/8 

1-7/16 

3-3/4 

9.00 

2.0 

PLM20-2 

3-3/4 

1-1/4 

4-3/4 

4-3/8 


2 

1-7/16 

5 

10.75 

3.0 

PLM20-3 

3-3/4 

1-3/4 

4-3/4 

4-3/8 


2 

1-7/16 

5 

13.25 

4.0 

PLM20-4 

3-3/4 

2-1/4 

4-3/4 

4-3/8 


2 

1-7/16 

5 

15.00 

5.0 

PLM20.5 

3-3/4 

3-3/16 

4-3/4 

4-3/8 

2-1/2 

2 

1-7/16 

5 

16.75 

6.0 

PLM20-6 

3-3/4 

3-3/16 



■BKSI 


1-7/16 

5 


8.0 

PLM20-8 

3-3/4 

4-9/16 




2 

1-7/16 

5 

25.00 

10.0 

PLM20-10 

3-3/4 

4-9/16 



Bio 9 

2 

1-7/16 

5 

30.50 

12.0 

PLM20-12 

3-3/4 

4-9/16 


IIQI23 

BioB 

2 

L-7/16 

5 

33.00 

2500 VOLTS D.C. OPERATING 

.5 

PLM25-P5 

3-3/4 

1-1/4 

3-3/4 

4-3/8 


2 

1-7/16 

5 

11.50 

1.0 

PLM25-1 

3-3/4 

1-1/4 

4-3/4 

4-3/8 


2 

1-7/16 

5 

13.00 

2.0 

PLM25-2 

3-3/4 

2-1/4 

4-3/4 

4-3/8 


2 

1-7/16 

5 

21.50 

4.0 

PLM25-4 

3-3/4 

3-3/16 

4-3/4 

4-3/8 

2-1/2 

2 

1-7/16 

5 

30.00 

10.0 

PLM25-10 

3-3/4 

4-9/16 

8-1/2 

4-3/8 

3-3/8 

2 

1-7/16 

5 

75.00 

3000 VOLTS D.C. OPERATING 

.1 

PLM30-P1 

1-3/4 

1 

2-7/8 

2-1/4 


13/16 

1-7/16 

3 

14.00 

.25 

PLM30-P25 

2-1/2 

1-3/16 

3-5/8 

3 


1-1/8 

1-7/16 

3-3/4 

15.00 

.5 

PLM30-P5 

2-1/2 

1-3/16 

4-3/4 

3 


1-1/8 

1-7/16 

3-3/4 

17.00 

1.0 

PLM30-1 

3-3/4 

2-1/4 

4-3/4 

4-3/8 


2 

1-7/16 

5 

20.00 

2.0 

PLM30-2 

3-3/4 

3-3/16 

4-3/4 

4-3/8 

2-1/2 

2 

1-7/16 

5 

25.00 

4.0 

PLM30-4 

3-3/4 

4-9/16 

5-1/2 

4-3/8 

3-3/8 

2 

1-7/16 

5 

36.50 


4000 VOLTS D.C. OFERATING 


.1 

PLM40-P1 

2-1/2 

1-3/16 

3-5/8 

3 

1 - 1/8 

1-7/16 

3-3/4 

25.00 

.25 

PLM40-P25 

2-1/2 

1-3/16 

4-3/4 

3 

1 - 1/8 

1-7/16 

3-3/4 

26.50 

.5 

PLM40-P5 

3-3/4 

2-1/4 

4-3/4 

4 - 3/8 

2 

1-7/16 

5 

30.00 

1.0 

PLM40-1 

3-3/4 

3-3/16 

4-3/4 

4-3/8 2-1/2 

2 

1-7/16 

5 

36.50 

2.0 

PLM40-2 

3-3/4 

4-9/16 

5-1/2 

4-3/8 3-3/8 

2 

1-7/16 

5 

46.50 

4.0 

PLM40.4 

3-3/4 

4-9/16 

9-1/2 

4 . 3/8 3-3/8 

2 

1-7/16 

5 

67.00 





SOOO VOLTS 

D.C OPERATING 





.5 

PLM50-P5 

3-3/4 

2-1/4 

4-3/4 






1.0 

PLM50-1 

3-3/4 

4-9/16 

5 - 1/2 






2.0 

PLM50-2 

3-3/4 

4-9/16 

7-1/2 









FOR HIGHER VOLTAGES, 

SEE TYPE PJ ON PAGE 

P.117 
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TYPE PJ 

(Commercial equivalent of JAN Type CP70) 
HERMETICALLY SEALED MINERAL OIL-PAPER 
HIGH VOLTAGE CAPACITORS 



• Temperature range: —55°C. to -{-85® C. • Comply witli the electrical requirements 

• Mineral oil impregnated and filled. of Specification JAN-C-25. 

• Rugged, dependable construction. • Standard tolerance: —10%, -|-20%. 

• Housings are heavy gauge steel, welded oil tight and hot tinned. 


Capacity 

Catalog 



Dimensions, Inches 


List 

Mfd. 

Number 

A 

B 

C 

F 

G 

Price 


600 V.D.C.W. 

TO 5000 

V.D.C.W.: SEE 

SERIES PLM ON PAGES 

P-n4 through 

P-116 


6000 VOLTS D.C. OPERATING 

2 

PJ60-2 

8 

4 

11 

4-1/2 

2-5/8 

$147.00 

4 

PJ60-4 

12 

4 

11 

6 

2-5/8 

180.00 

5 

PJ60-5 

12 

6 

11 

6 

2-5/8 

210.00 

6 

PJ60-6 

12 

6 

11 

6 

2-5/8 

230.00 

10 

PJ60-10 

12 

6 

16 

6 

2-5/8 

295.00 




(Continued 

on following page) 




Copyright by U, C, 






Radio’s Master -— 

18th Edition 


TRADE DISCOUNT APPLIES TO LIST PRICES ONLY Pag* P.117 









































OIL - PAPER 
CAPACITORS 


PYRAMID 


TYPE PJ —Continued 
(Commercial equivalent of JAN Type CP70) 

HERMETICALLY SEALED MINERAL OIL-PAPER 
HIGH VOLTAGE CAPACITORS 

Standard tolerance: —10%, -|-20% 


Capacity 

MfcJ. 

Catalog 

Number 

A 

B 

Dimensions, Inches 

C F 

G 

List 

Price 



7500 

VOLTS 

D.C. OPERATING 




.5 

PJ75-P5 

8 

4 

11 

4-1/2 

2-5/8 

$ 83.00 

1 

PJ75-1 

8 

4 

11 

4-1/2 

2-5/8 

110.00 

2 

PJ75-2 

12 

4 

11 

6 

2-5/8 

165.00 

4 

PJ75-4 

12 

6 

13 

6 

2-5/8 

245.00 

6 

PJ75-6 

12 

lAll 

15 

6 

2-5/8 

300.00 



lOyOOO 

VOLTS 

D.C. OPERATING 



.5 

PJ100-P5 

8 

4 

11 

4-1/2 

2-5/8 

175.00 

1 

PJ 100-1 

12 

4 

11 

6 

2-5/8 

215.00 

2 

PJ 100-2 

12 

6 

11 

6 

2-5/8 

275.00 

4 

PJ 100-4 

12 

7-1/2 

16 

6 

2-5/8 

330.00 

5 

PJ 100-5 

12 

8 

18 

6 

2-5/8 

370.00 



12,500 

VOLTS 

D.C. OPERATING 



.5 

PJ125-P5 

12 

4 

11 

6 

2-5/8 

185.00 

1 

PJ 125-1 

12 

6 

11 

6 

2-5/8 

230.00 

2 

PJ 125-2 

12 

6 

16 

6 

2-5/8 

290.00 

5 

PJ 125-5 

12 

12 

18 

6 

2-5/8 

550.00 



15,000 

VOLTS 

D.C. OPERATING 



.25 

PJ150-P25 

8 

4 

11 

4-1/2 

4-3/4 

175.00 

.5 

PJ150-P5 

12 

4 

11 

6 

4-3/4 

210.00 

1 

PJ 150-1 

12 

6 

13 

6 

4-3/4 

290.00 

2 

PJ 150-2 

12 

8 

18 

6 

4-3/4 

385.00 

3 

PJ 150-3 

12 

11 

18 

6 

4-3/4 

520.00 



20,000 

VOLTS 

D.C. OPERATING 



.25 

PJ200-P25 

12 

4 

11 

4-1/2 

4-3/4 

210.00 

.5 

PJ200-P5 

12 

6 

13 

6 

4-3/4 

265.00 

1 

PJ200-1 

12 

8 

18 

6 

4-3/4 

360.00 

1.5 

PJ200-1.5 

12 

12 

18 

6 

4-3/4 

485D0 



25,000 

VOLTS 

D.C. OPERATING 



.25 

PJ250-P25 

12 

6 

11 

6 

4-3/4 

290.00 

.5 

PJ250-P5 

12 

7-1/2 

16 

6 

4-3/4 

315.00 

.75 

PJ250-P75 

12 

11 

16 

6 

4-3/4 

400.00 

1 

PJ250-1 

12 

12 

18 

6 

4-3/4 

475.00 
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GLASSEAL H 


GLASSEAL M 


Tempeiature Range —55 to +125°C 


TYPE COMPARISONS 


HERMETICALLY SEALED^pi^^^^^ I 
PAPER CAPACITORS with METAL-GLASS END SEALS 




TYPEfGH—Section grounded to container. 
TYPE PGIH-Section insulated from container. 
TYPE EPGH—Section grounded to container. 
TYPE EPGIH-Section insulated from container. 


mSERTED TAB CONSTRUCTION 


EXTENDED FOIL CONSTRUCTION 


TYPE PGM-Section grounded to container. 
TYPE PGIM-Section insulated from container. 
TYPE EPGM—Section grounded to container. 
TYPE EPGIM-Section insulated from container. 


INSERTED TAB CONSTRUCTION 


EXTENDED FOIL CONSTRUCTION 


TYPE PGX-Section grounded to container. 
TYPE PGIX-Section insulated from container. 
TYPE EPGX—Section grounded to container. 
TYPE EPGIX-Section insulated from container. 


INSERTED TAB CONSTRUCTION 


EXTENDED FOIL CONSTRUCTION 


SPRAGUE 


CORNELL-DUBILIER 


EPGIH 


EPGIM 


EPGIX 
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SANGAMO CAPACITORS 


ELECTROLYTIC CAPACITORS 



SANGAMO Type MT ’'Chieftain" electrolyties are especially 
designed for television and other electronic applications where 
operation at 85'’C. temperatures is required. They are hermetically 
sealed in round oluminum containers which ore encased in heavy 
insulating sleeves on which polarity is clearly Indicated. Being 
small in physical size they are most popular where mounting in 
limited space is required They will nt anywhere and can be 
mounted in almost any position. Double-thick paper spacers as¬ 
sure adequate breakdown characteristics and all sections are 
tightly held in place within the container. Multiple staking con¬ 
nects the terminal tabs to the electrodes and provides permanent 
low resistance contact throughout the life of the capacitor. Low 
voltage units utilize etched cathodes to maintain uniform capacity 
when they are subjected to combined conditions of heat and high 
ripple currents. 


Cataloo 

Capacity 

Single Units 

Working — Size — 

List 

Resale 

Number 

mfd. 

Volts D.C. 

Dia. Len. 

Price 

Net Price 

MT-0210 

10 

25 

% X 1* 

$1.00 

$0.60 

MT.0225 

25 

23 

% X 1 

1.00 

.60 

MT-0250 

50 

25 

% X lis 

1.10 

.66 

MT*05I0 

10 

50 

% X lA 

1.00 

.60 

MT-0525 

25 

50 

% X lie 

1.05 

.63 

MT-0550 

50 

50 

% X lik 

1.20 

.72 

MT-1504 

4 

150 

% X lie 

1.00 

.60 

MT-1508 

& 

150 

% X lie 

1.05 

.63 

MT-I5I2 

12 

150 

% X 1* 

l.iO 

.66 

MT-(5I6 

16 

150 

% X lA 

1.15 

.69 

MT-1520 

20 

150 

% X li% 

1.20 

.72 

MT-1530 

30 

150 

% X 1^ 

1.30 

.78 

MT.I540 

40 

150 

% X im 

1.35 

.81 

MT-1550 

50 

150 

% X 1^^ 

1.40 

.84 

MT-2508 

8 

250 

% X li% 

1.15 

.69 

MT-2512 

12 

250 

% X lii 

1.25 

.75 

MT-2516 

16 

250 

% X la% 

1.30 

.78 

MT-2520 

20 

250 

% X Ug 

1.35 

.81 

MT-2540 

40 

250 

% X 

1.55 

.93 

MT-3508 

8 

350 

% X lA 

1.20 

.72 

MT .3512 

12 

350 

% X m 

1.30 

.78 

MT-3516 

16 

350 

% X IJg 

1.40 

.84 

MT-45d4 

4 

450 

% X 1^ 

1.15 

.69 

MT-4508 

8 

450 

% X li% 

1.25 

.75 

MT-4510 

10 

450 

% X la^ 

1.30 

.78 

MT-4512 

12 

450 

Vs X la% 

1.35 

.81 

MT‘45I6 

16 

450 

% X lit 

1.40 

.84 

MT. 452 O 

20 

450 

1 X im 

1.55 

.93 

MT-4530 

30 

450 

1 X 

1.70 

1.02 

MT-4540 

40 

450 

1 X 2 % 

1.80 

1.08 

Cataloo 

Capacity 

Dual Units 

Working — Size — 

List 

Resale 

Number 

mfd. 

Volts D.C. 

Dia. Len. 

Price 

Net Price 

MTD-0210 

10-10 

25 

% X lA 

$1.40 

$0.84 

MTD-0220 

20-20 

25 

% X lA 

1.40 

.84 

MTD-1520 

20-20 

150 

% X 1^ 

1.65 

.99 

MTD-1530 

30-30 

150 

% X 1^ 

1.80 

1.08 

MTD-30t 

50-30 

150 

1 X im 

1.95 

1.17 

MTD-302 

40-20 

150 

1 X im 

1.75 

1.05 

MTD-1540 

40-40 

150 

1 X IJg 

1.85 

l.ti 

MTD-1550 

50-50 

150 

1 X 2ie 

2.10 

1.26 

MTD-2520 

20-20 

250 

1 X lig 

1.85 

l.l 1 

MTD-3520 

20-20 

350 

1 X 2 ys 

2.25 

1.35 

MTD-4508 

8- 8 

450 

78 X im 

1.70 

1.02 

MTD-4510 

10-10 

450 

1 X 1^ 

1 X 2% 

1.85 

1.11 

MTD-4520 

20-20 

450 

2.50 

1.50 


NOTE: Packaging: 10, 25, or 50 capacitors per display carton. 

NOTE: Diagram dimensions are for metal tubes. Add sfe" to diameter and 
to length for dimensions over cardboard insulating tubes. 


Catalog 

Capacity 

Working 

— Size — 

List 

Resale 

Number 

mfd. 

Volts D.C. 

Dia. 


Len. 

Price 

Net Price 

MTH-0610 

100 

6 

% 

X 

li 

$1.20 

$0.72 

MTH-0625 

250 

6 

% 

X 

lie 

1.35 

.81 

MTH-0650 

500 

6 

% 

X 

2ie 

1.55 

.93 

MTH-06i00 

1000 

6 

1 

X 

U§ 

1.90 

1.14 

MTH-0615e 

1500 

6 

1 

X 

2ie 

2.10 

1.26 

MTH-I2I0 

100 

12 

% 

X 

lis 

1.20 

.72 

MTH-1225 

250 

12 

% 

X 

I5i 

1.45 

.87 

MTH-i250 

500 

12 

78 

X 

2 ^ 

1.70 

1.02 

MTH-I5I0 

100 

15 

% 

X 

1-& 

1.25 

.75 

MTH^I525 

250 

15 

% 

X 

lit 

1.55 

.93 

MTH-1550 

500 

15 

% 

X 

2ie 

1.75 

1.05 

MTH-2510 

100 

25 

% 

X 


1.35 

.81 

MTH.2525 

250 

25 

% 

X 

im 

1.70 

1.02 

MTH-2550 

500 

25 

1 

X 

2^ 

2.30 

1.38 

MTH-5010 

100 

50 

78 

X 

lie 

1.40 

.84 


NOTE: Dimensions are for metal tubes. Add A" to diameter and 5^" to 
length for dimensions over cardboard insulating tube. 

NOTE: Packaging 10, 25, or 50 capacitors per display carton. 


TYPE FM 



The SANGAMO Type FM "Arrowhead" electrolytic capacitors 
are similar in design to the Type MT "Chieftain" in every respect 
except leads. The Type FM is equipped with flexible, insulated 
wire leads and stud terminals eliminating the problem of crossed 
wires and the necessity for the use of insulating sleeves. They are 
much smaller than the wax-end filled types with insulated leads. 
The capacitors themselves are housed in round aluminum con¬ 
tainers which are encased in heavy insulating sleeves. They are 
especially designed for the rugged television requirements where 
85°C. operating temperatures are encountered. 


Dual Units 


Catalog 

Capacity 

Working 

— Size—- 

List 

Resale 

Number 

mfd. 

Volts D.C. 

Dia. Len. 

Price 

Net Price 

rMD-0210 

10-10 

25 

78 X 1* 

$1.40 

$0.84 

FMD-0510 

10-10 

50 

78 X lie 

1.40 

.84 

FMO.I520 

20-20 

150 

% X lie 

1.65 

.99 

FMD-305 

30-20 

150 

% X 1^ 

1.70 

1.02 

FMD-1530 

30-30 

150 

78 X lA 

1.80 

1.08 

FMD-302 

40-20 

150 

1 X iJi 

1.75 

1.05 

FMO-304 

40-30 

150 

1 X 1^ 

1.80 

1.08 

FMO.I540 

40-40 

150 

1 X l|g 

1.85 

l.l 1 

FMD-301 

50-30 

150 

1 X m 

1.95 

1.17 

FMD-1550 

50-50 

150 

1 X 2ft 

2.10 

1.26 

FMD-4508 

8- 8 

450 

% X m 

1.70 

1.02 

FMD-308 

8-16 

450 

1 X lit 

2.00 

1.20 

FMD-4520 

20-20 

450 

1 X 2 ys 

2.50 

1.50 



Triple Units 



Catalog 

Capacity 

Working 

— Size — 

List 

Resale 

Number 

mfd. 

Volts D.C. 

Dia. Len. 

Price 

Net Price 

FIVIT-1520 

20-20-20 

150 

78 X 1ft 

$2.20 

$1.32 

FIVIT.I530 

30-30-30 

150 

ys X 2ft 

2.35 

1.41 

FMT. 3 IO 

40-20-20 

150 

ys X 2ft 

2.25 

1.35 

FMT.3I2 

40-30-20 

150 

ys X 2ft 

2.35 

1.41 

FMT-1540 

40-40-40 

150 

1 X 2ft 

2.45 

1.47 

FIVIT-315 

50-30-20 

150 

1 x:2ft 

2.45 

1.47 


NOTE: All units are supplied with mounting strap attached. 

NOTE: Packaging: 10, 25, or 50 capacitors per display carton. 

NOTE: Diagram dimensions are for metal tubes. Add to diameter and 
to length for dimensions over cardboard insulating tube. 


TYPE MMT 

MINIATURE TUBES 

SANGAMO Type MMT miniature 
tubular electrolytic capacitors are 
desigifed for use in miniaturized 
equipment and are ideally suited to 
meet the precise operating require¬ 
ments of low voltage circuits. They 
are small in physical size and ore 
self supporting by means of strong bare tinned copper wire leads. 
The Type MMT capacitors are contained in drawn aluminum tubes 
encased in a fitted cardboard insulating sleeve. Polarity of oil 
units is clearly marked on the cardboard sleeve. 


Catalog 

Capacity 

Working 

— Size —• 

List 

Resale 

Number 

mfd. 

Volts D.C. 

Dia. Len. 

Price 

Net Price 

MMT-605 

5 

6 

% X 1ft 

$0.80 

$0.48 

MMT-0505 

5 

50 

% X 1ft 

1.00 

.60 

MIVIT-02iO 

10 

25 

% X 1ft 

1.00 

.60 

MMT-0510 

10 

50 

% X 1ft 

1.00 

.60 

MMT-0220 

20 

25 

% X 1ft 

1.00 

.60 

MMT-325 

25 

3 

% X 1ft 

.85 

.51 

MMT-625 

25 

6 

% X 1ft 

.85 

.51 

IVIMT-350 

50 

3 

% X 1ft 

.95 

.57 

MMT-650 

50 

6 

% X 1ft 

.95 

.57 

MMT-1505 

5 

150 

% X 1ft 

1.00 

.60 

MMT-4501 

1 

450 

% X 1ft 

1.00 

.60 

NOTE: Diagram 

dimensions 

are for metal tubes. Add 

ft inch 

to diameter 


and & inch to length for dimensions over cardboard insulating tube. 
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SANGAMO CAPACITORS 


ELECTROLYTIC CAPACITORS 


TYPE PL 




iHm 


Stock 

No. 

Catalog 

No. 

Capacity 

mfd. 

Wkg. Volts 
D.C. 

— Size — 
Dia. Len. 

List 
Price 1 

Resale 
Net Price 

FOR 





witti 


D-025 

PLD-7065 

150-50 

25 

1 X 2 

$1.90 

$1.14 

TELEVISION AND OTHER 



D-030 

PLD-0550 

50-50 

50 

1 X 2 

1.70 

1.02 






Mm 

||H 

D-035 

PLO-7067 

100-25 

50 

1 X 2 

1.80 

1.08 

ELECTRON C APPL CAT ONS 




D-040 

PLO-1520 

20-20 

150 

1 X 2 

1.70 

1.02 





. . . 



D-045 

PLO-707 

30-15 

150 

1 X 2 

1.75 

1.05 








D-050 

PLD-1530 

30-30 

150 

1 X 2 

1.85 

1.11 

The SANGAMO Type PL “ 

Warrior” 

electrolytic capacitors are 

D-055 

PLO-712 

40-20 

150 

1 X 2 

1.80 

1.08 

specially designed for all television and electronic applications 

D-060 

D-065 

PLO-1540 

PLO-716 

40-40 

50-30 

150 

150 

1 X 2 

1 X 2 

1.90 
2.00 

1.14 

1.20 

requiring long life and dependable performance at 85°C under 

0-070 

PLO-1550 

50-50 

150 

1 x2y2 

2.15 

1.29 

conditions of extreme ripple currents and high surge voltages. 
They are sealed in round aluminum cans and have twist-prong 

D-075 

D-080 

0-085 

PLO-7163 

PLD-1560 

PLD-7165 

60-20 

60-60 

80-40 

150 

150 

150 

1 X 3 

1 X 3 

1 X 3 

2.00 

2.35 

2.30 

1.20 

1.41 

1.38 

tabs for washer 

or direct chassis mounting. The capacitor ele- 

D-090 

PLD-7166 

200-125 

150 

1% X 31/2 

3.75 

2.25 

ment current carrying tabs are securely clamped and staked 
to the terminal lugs, providing permanent, low resistance con- 

0-095 

0-100 

D-105 

PLO-15200 
PLD-20100 
PLD-25I0 

200-200 

100-100 

10-10 

150 

200 

250 

1 % X 4 

1% X 3 

1 X 2 

4.00 

3.45 

1.70 

2.40 

2.07 

1.02 

nections. In all 

cases the aluminum 

can is negative and the 

D-l 10 

PLO-2520 

20-20 

250 

1 X 2 

1.90 

1.14 

mounting ring provides the negative electrical connection. 

D-l 15 
0-120 

PLD-2540 

PLO-3010 

40-40 

10-10 

250 

300 

1 X 3 

1 X 2 

2.55 

1.75 

1.53 

1.05 

The Type PL has been specially engineered for the ri 

gid TV 

0-125 

PLO-3015 

15-15 

300 

1 X 2 

1.90 

1.14 

replacement applications found in all of the leading television 
receivers manufactured in the industry. 

0-130 

D-135 

0-140 

PLO-3040 

PLD-3060 

PLO-7167 

40-40 

60-60 

80-40 

300 

300 

300 

1% x2yz 
1% X 3 

1% X 3 

3.00 

3.40 

3.55 

1.80 

2.04 

2.13 








0-145 

PLO-3080 

80-80 

300 

1% X3y2 

4.05 

2.43 

Stock 

Catalog 

Capacity 

Wkg. Volts 

—- Size — 

List 

Resale 

D-150 

PLO-715 

120-20 

300 

1% X 31/2 

3.80 

2.28 

No. 

No. 

mfd. 

D.C. 

Oia. L«n. 

Price 1 

Net Price 

0-155 

PLD-3515 

15-15 

350 

1 X 2 

2.25 

1.35 

S-005 

PL.700I 

2000 

6 

1 % X 2 

$2.55 

$1.53 

0-160 

PLO-3520 

20-20 

350 

1 X 2 ya 

2.30 

1.38 

S-OlO 

PL-7002 

1000 

10 

1 X 3 

2.55 

1.53 

D-165 

PLO-7175 

30-20 

350 

1 X 3 

2.60 

1.56 

S-015 

PL.700 

3000 

10 

1% x3 

2.90 

1.74 

0-170 

PLO-7177 

50-30 

350 

1 % X 2 i/a 

3.15 

1.89 

S-020 

PL-701 

1000 

15 

1 X 3 

2.55 

1.53 

0-175 

PLO-3580 

80-80 

350 

1 % X 4 

4.70 

2.82 

S-025 

PL-703 

2000 

15 

1% X 3 

3.45 

2.07 

0-180 

PLO-4015 

15-15 

400 

1 X 2y2 

2.25 

1.35 

S-035 

PL-02100 

100 

25 

1 X 2 

1.35 

.81 

0-185 

PLO-4040 

40-40 

400 

1 % X 3 

3.30 

1.98 

S*035 

PL-02100 

100 

25 

1 X 2 

1.60 

.96 

D-190 

PLD-4060 

60-60 

400 

1% xsya 

4.40 

2.64 

S-040 

PL-02500 

500 

25 

1 X 3 

2.55 

1.53 

D-195 

PLD-717 

80-10 

400 

1% x3 

3.40 

2.04 

S-045 

PL.705 

lOOO 

25 

1% X 3 

3.55 

2.13 

D-200 

PLO-4510 

10-10 

450 

1 X 2 

1.90 

1.14 

S-050 

PL-0525 

25 

50 

% x2 

1.35 

.81 

0-205 

PLD-718 

15-10 

450 

1 X 3 

2.25 

1.35 

S-055 

PL-05150 

150 

50 

1 X 2 

1.80 

1.08 

D-210 

PLD-7185 

20-10 

450 

1 X 3 

2.25 

1.35 

S-060 

PL.05500 

500 

50 

1% X 3 

2.65 

1.59 

D-215 

PLD-4520 

20-20 

450 

1 X 3 

2.55 

1.53 

S-065 

PL-1520 

20 

150 

1 X 2 

1.45 

.87 

D-220 

PLO-7186 

25-20 

450 

1 X 3 

2.65 

1.59 

S-070 

PL-1530 

30 

150 

1 X 2 

1.55 

.93 

0-225 

PLO-4530 

30-30 

450 

1% X2ya 

3.05 

1.83 

S-075 

PL-1540 

40 

150 

1 X 2 

1.60 

.96 

D-230 

PLD-7187 

40-20 

450 

1% x2y2 

3.00 

1.80 

S>080 

PL-1550 

50 

150 

1 X 2 

1.65 

.99 

0-235 

PLO-4540 

40-40 

450 

1% X 3 

3.45 

2.07 

S-085 

PL-1580 

80 

150 

1 x2 

1.85 

l.l 1 

0-240 

PLO-7188 

60-40 

450 

1% X 3 

3.95 

2.37 

S<090 

PL-15100 

100 

150 

1 X 3 

2.00 

1.20 

D-245 

PLO-719 

80-10 

450 

1% x3 

3.60 

2.16 

$.095 

PL-15120 

120 

150 

1% X 2 

2.10 

i.26 

0-250 

PLO-7193 

80-30 

450 

1% x4 

4.20 

2.52 

100 

PL-15140 

140 

150 

1% x2y2 

2.15 

1.29 

0-255 

PLO-7195 

80-40 

450 

1% x4 

4.35 

2.61 

S>I05 

PL-15150 

150 

150 

I%x2y2 

2.15 

1.29 

0-260 

PLO-4720 

20-20 

475 

1 X 3 

2.80 

1.68 

S.| 10 

PL-15200 

200 

150 

1% x3 

2.45 

1.47 

D-265 

PLD-4740 

40-40 

475 

1% x3 

4.30 

2.58 

S-l 15 

PL-15300 

300 

150 

1 % X 31/2 

2.80 

1.68 

D-270 

PLD-5020 

20-20 

500 

1% X 2y2 

2.85 

1.71 

S-120 

PL-2040 

.40 

200 

1 X 2 

1.70 

1.02 

D-275 

PLD-5040 

40-40 

500 

1 % x3ya 

4.30 

2.58 

S-i25 

PL-2515 

15 

250 

1 X 2 

1.55 

.93 

D-280 

PLD-7196 

500/50 

5/150 

1 X 3 

2.45 

1.47 

S-130 

PL-2520 

20 

250 

1 X 2 

1.60 

.96 

D-285 

PLD-7197 

250/1000 

10/6 

1% X 2 

2.85 

1.71 

S-135 

PL-2530 

30 

250 

1 X 2 

1.70 

1.02 

D-290 

PLD-7198 

40/20 

150/25 

1 X 2 

1.70 

1.02 

S-140 

PL-2 540 

40 

250 

1 X 2 

1.80 

1.08 

D-295 

PLD-7199 

40/150 

150/25 

1 X 2 

2.05 

1.23 

S<i45 

PL-2550 

50 

250 

1 x2y2 

1.95 

1.17 

D-300 

PLD-71995 

150/100 

150/25 

1% x2% 

2.70 

1.62 

S-l 50 

PL-2560 

60 

250 

1 x 2 y 2 

2.05 

1.23 

0-305 

PLD-71997 

40/25 

250/25 

1 X 2% 

1.70 

1.02 

S-l 55 

PL-2580 

80 

250 

1 X 3 

2.15 

1.29 

0-310 

PLO-720 

20/20 

300/25 

1 X 2 

1.85 

l.lf 

S-i60 

PL.25I50 

150 

250 

1% X3 

3.10 

1.86 

0-315 

PLO-7201 

20/60 

300/350 

1% x2% 

2.85 

1.71 

S-i65 

PL-3015 

15 

300 

1 X 2 

1.60 

.96 

0-320 

PLD-7202 

20/20 

350/25 

1 X 2 

1.90 

1.14 

S-i70 

PL-3030 

30 

300 

1 X 2 

1.75 

1.05 

0-325 

PLO-7203 

20/30 

350/250 

1 X 3 

2.30 

1.38 

S-175 

PL-3050 

50 

300 

1 x2^ 

2.05 

1.23 

0-330 

PLO-7204 

60/80 

350/250 

1% X S Ya 

3.45 

2,07 

S-i80 

PL-3060 

60 

300 

1 X 3 

2.10 

1.26 

D-335 

PLD-72045 

20/10 

350/300 

1 X 2 

2.05 

1.23 

S-f85 

PL-3080 

80 

300 

1 X 3 

2.55 

1.53 

D-340 

PLD-7205 

30/30 

350/300 

1 X 3 

2.65 

1.59 

S-l 90 

PL-30100 

100 

300 

1% X 3 

2.90 

1.74 

D-345 

PLD-7207 

10/20 

450/25 

1 X 2 

1.90 

1.14 

S-195 

PL-30125 

125 

300 

1% x3 

3.50 

2.10 

D-350 

PLD.7209 

20/20 

450/25 

1 X 2^ 

2.00 

1.20 

S-200 

PL-30150 

150 

300 

1% x3y2 

3.50 

2.10 

D-355 

PLD-7215 

40/20 

450/25 

1 X 3 

2.35 

1.41 

S-205 

PL-3520 

20 

350 

1 x2 

1.75 

1.05 

0-360 

PLO-725 . 

. 80/10 

450/25 

1% X 3 

3.40 

2.04 

S-210 

PL-3530 

30 

350 

1 x2% 

1.90 

1.14 

0-365 

PLD-726 

80/50 

450/50 

1% X 3 

3.50 

2.10 

S-215 

PL-3540 

40 

350 

1 x2y2 

2.00 

1.20 

0-370 

PLO-7261 

20/100 

450/100 

1% X 2y2 

2.65 

1.59 

S-220 

PL-3550 

50 

350 

1 X 3 

2.10 

1.26 

0-375 

PLO-7263 

30/40 

450/150 

1% X 2 

2.50 

1.50 

S-225 

PL-3580 

80 

350 

1% x2% 

2.85 

1.71 

0-380 

PLO-7265 

40/150 

450/150 

1 % X 3 

3.45 

2.07 

S-230 

PL-35125 

125 

350 

1% x3 

3.65 

2.19 

0-385 

PLD-7267 

80/50 

450/150 

1% x3 

3.75 

2.25 

S-235 

PL-4050 

50 

400 

1 % X 2 1/2 

2.20 

1.32 

D-390 

PLD-721 

20/80 

450/350 

1% xSVz 

3.65 

2.19 

S-240 

PL-4080 

80 

400 

1% x2y2 

2.95 

1.77 

D-395 

PLD.72I7 

25/15 

450/350 

1 X 3 

2.55 

1.53 

S-245 

PL-4504 

4 

450 

1 X 2 

1.50 

.90 

D-400 

PLO-722 

40/10 

450/350 

1% X 2 

2.60 

1.56 

S-250 

PL-4510 

10 

450 

1 X 2 

1.55 

.93 

D-405 

PLO-7225 

40/20 

450/350 

1% x2y2 

2.85 

1.71 

S-255 

PL-4515 

15 

450 

1 X 2 

1.70 

1.02 

D-410 

PLD-727 

20/100 

475/300 

1% x3Vz 

3.95 

2.37 

S-260 

PL-4520 

20 

450 

1 X 2 

1.80 

1.08 

0-415 

PLD-728 

40/50 

500/200 

1% X3y2 

3.35 

2.01 

S-265 

PL-4530 

30 

450 

1 x2% 

1.95 

1.17 

T-005 

PLT-0220 

20-20-20 

25 

1 X 2 

1.95 

1.17 

S-270 

PL-4540 

40 

450 

1 X 3 

2.05 

1.23 

T-OlO 

PLT-0240 

40-40-40 

25 

1 X 2 

2.15 

1.27 

S-275 

PL-4550 

50 

450 

1 x3y2 

2.35 

1.41 

T-015 

PLT-0530 

30-30-30 

50 

1 X 2 

2.15 

1.27 

S-280 

PL-4580 

80 

450 

1 % x3 

3.05 

1.83 

T-020 

PLT-1520 

20-20-20 

150 

1 X 2 

2.30 

1.38 

S-285 

PL-45100 

100 

450 

1% x3y2 

3.50 

2.10 

T-025 

PLT-730 

30-30-10 

150 

1 X 2 

2.35 

1.41 

S-290 

PL-45125 

125 

450 

1 % X 4 

3.85 

2.31 

T-030 

PLT-7305 

40-20-10 

150 

1 X 2 

2.35 

l.4i 

S-295 

PL-4730 

30 

475 

1 X 3 

2.00 

1.20 

T-035 

PLT-73I 

40-20-20 

150 

1 X 2 

2.40 

1.44 

S-300 

PL-4740 

40 

475 

lyg X 2 

2.50 

1.50 

T-040 

PLT.738 

40-30-20 

150 

1 X 2 

2.50 

1.50 

S-305 

PL-4790 

90 

475 

1% X 31/2 

3.50 

2.10 

T-045 

PLT-1540 

40-40-40 

150 

1 X 3 

2.60 

1.56 

S-310 

PL-5010 

10 

500 

1 x2y2 

1.60 

.96 

T-050 

PLT-1550 

50-50-50 

150 

1 X 3 

3.00 

1.80 

S-315 

PL-5020 

20 

500 

1 X 3 

1.85 

l.l 1 

T-055 

PLT-7385 

80-40-20 

150 

1 X 3 

2.90 

1.74 

0-005 

PLD-7057 

250-50 

6 

1 X 2 

2.50 

1.50 

T-060 

PLT-1580 

80-80-80 

150 

1% X 3 

3.75 

2.25 

D-OlO 

PLD-7059 

100-100 

10 

1 X 2 

1.75 

1.05 

T-065 

PLT-7387 

120-80-40 

150 

1% x3% 

3.80 

2.28 

0^015 

PLD-706 

1000-1000 

15 

1% x2y2 

4.40 

2.64 

T-070 

PLT-739 

10-15-15 

250 

1 X 2 

2.45 

1.47 

D-020 

PLD-0240 

40-40 

25 

1 X 2 

1.80 

.96 

T-075 

PLT-7393 

20-20-10 

250 

1 X 2 V 2 

2.50 

1.50 
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SANGAMO CAPACITORS 

■ ■ ■ V - - 


TYPE PL ELECTROLYTIC CAPACITORS (Continued) 


Stock 

Catalog 

Capacity 

Wkg. Volts 

— Size — 

List 

Resale 

No. 

No. 

mfd. 

D.C. 

Dia. Len. 

Price 

Net Price 

T 

080 

PLT.7395 

30-15-10 

250 

1 X 2% 

$2.70 

$1.62 

T 

085 

PLT-7397 

40-20-10 

250 

1% X 2 

2.85 

l.7i 

T 

090 

PLT-740 

40-20-20 

250 

1 X 3 

2.90 

1.74 

T 

095 

PLT-3010 

10-10-10 

300 

1 X 2 

2.40 

1.44 

T 

too 

PLT.3020 

20-20-20 

300 

1 X 3 

3.10 

1.86 

T 

105 

PLT-3510 

10-10-10 

850 

1 X 2 

2.40 

1.44 

T 

110 

PLT-7407 

60-40-20 

350 

1% X 3 

4.25 

2.55 

T 

115 

PLT-7409 

80-60-60 

350 

1 % X 5 

5.60 

3.36 

T 

120 

PLT-4010 

10-10-10 

400 

1 X 2% 

2.40 

i.44 

T 

125 

PLT-4510 

10-10-10 

450 

1 X 2V2 

2.60 

1.56 

T 

130 

PLT-741 

15-15-10 

450 

1 X 3 

2.95 

1.77 

T 

135 

PLT-7412 

20-10-10 

450 

1 X 3 

2.95 

1.77 

T 

140 

PLT-4520 

20-20-20 

450 

1% X 2% 

3.60 

2.16 

T 

145 

PLT-7413 

30-20-20 

450 

1% X 3 

3.85 

2.31 

T 

150 

PLT^74I4 

30-30r20 

450 

1% X 3 

4.10 

2.46 

T 

155 

PLT-4530 

80-30-30 

450 

1% X 3 

4.35 

2.61 

T 

160 

PLT-74145 

40-30r20 

450 

1% x3 

4.30 

2.58 

T 

165 

PLT-7415 

40-40-10 

450 

1% X 3 

4.15 

2.49 

T 

170 

PLT-4540 

40-40-40 

450 

1% X ^V^ 

4.90 

3.54 

T 

175 

PLT-7417 

60-30-10 

450 

1% X 3 

4.50 

2.70 

T 

180 

PLT-7419 

80-40-20 

450 

1% X 4 

5.40 

3.24 

T 

185 

PLT-4710 

10-10-10 

475 

1 X 3 

2.70 

1.62 

T 

190 

PLT-742 

30-30-20 

475 

1% x3 

4.45 

2.67 

T 

195 

PLT-4730 

30-30-30 

475 

1% X 31/2 

4.65 

2.79 

T 

200 

PLT-5010 

10-10-10 

500 

1 X 3 

2.70 

1.62 

T 

205 

PLT-7425 

30-20-20 

500 

1% X 3 

4.20 

2.52 

T 

210 

PLT-745 

20/250-100 

150/15-15 

1% X 2 

2.90 

1.74 

T 

2 |5 

PLT-746 

100/50/25 

150/50/25 

1 X 3 

3.00 

1.80 

T 

220 

PLT-747 

30-20/100 

150-150/6 

1 X 2 

2.40 

1.44 

T 

225 

PLT-7471 

30-20/100 

150-150/10 

1 X 2 

2.40 

1.44 

T 

230 

PLT-7473 

30-30/200 

150-150/10 

1 X 2 

2.50 

1.50 

T 

235 

PLT-7475 

40-20/150 

150-150/10 

1 X 2 

2.40 

1.44 

T 

240 

PLT-7477 

40-20/200 

150-150/10 

1 X 2 

2.56 

1.50 

T 

245 

PLT-748 

20-20/20 

150-150/25 

1 X 2 

.2.20 

1.32 

T 

250 

PLT-750 

30-20/20 

150-150/25 

1 X 2 

2.25 

1.35 

T 

255 

PLT-751 

30-80/20 

150-150/25 

1 X 2 

2.30 

i.38 

T 

260 

PLT-749 

40-20/20 

150-150/25 

1 X 2 

2.30 

i.38 

T 

265 

PLT-7517 

40-20/100 

150-150/25 

1 x2% 

2.50 

1.50 

T 

270 

PLT-7519 

40-20/200 

150-150/25 

1 x2y2 

2.70 

1.62 

T 

275 

PLT-752 

40-30/20 

150-150/25 

1 X 2 

2.35 

1.41 

T 

280 

PLT-7521 

40-80/25 

150-150/25 

1 X 2% 

2.35 

1.41 

T 

285 

PLT.7525 

40-40/20 

150-150/25 

1 x2y2 

2.40 

i.44 

T 

290 

PLT-7526 

40-40/40 

150-150/25 

1 X 2% 

2.45 

1.47 

T 

295 

PLT-7527 

50-30/20 

150-150/25 

1 X 2 

2.50 

1.50 

T 

300 

PLT-753 

50-30/100 

150-150/25 

1 x2y2 

2.70 

1.62 

T 

305 

PLT-754 

50-50/20 

150-150/25 

1 x 2 y 2 

2.65 

1.59 

T 

310 

PLT.754I 

^0-40/25 

150-150/25 

1 X 3 

2.65 

1.59 

T 

315 

PLT-7543 

120-60/20 

150-150/25 

1% x2% 

3.35 

2.01 

T 

320 

PLT-7545 

30-20/20 

200-200/25 

1 x2y2 

2.55 

1.53 

T 

325 

PLT-7547 

lOOrlO/40 ' 

200-200/50 

1 % X 21/2 

3.15 

1.89 

T 

330 

PLT-757 

15-15/20 

250-250/25 

1 X 2 

2.35 

1.41 

T 

335 

PLT-7575 

20-15/20 

250-250/25 

1 x2 

2.35 

1.41 

T 

340 

PLT-758 

30-30/20 

250-250/25 

1 x2y2 

2.80 

1.68 

T 

345 

PLT-7585 

70-70/20 

250-250/50 

1 % X 3 

3.90 

2.34 

T 

350 

PLT-7587 

40-20/10 

250-250/150 

1% X 2 

2.75 

1.65 

T 

355 

PLT-7588 

40-40/10 

250-250/200 

1% X 3 

2.10 

1.86 

T 

360 

PLT-759 

80-80/60 

250-250/200 

1% x3% 

4.50 

2.70 

T 

365 

PLT-7593 

30/20/20 

250/350/25 

1 X 3 

2.80 

i.68 

T 

370 

PLT-7595 

100/60/20 

300/150/25 

1% X 3 

4.20 

2.52 

T 

375 

PLT-7597 

100/60-20 

300/250-250 

1% x3% 

4.90 

2.94 

T 

380 

PLT-762 

20-20/20 

300-300/25 

1 X2y2 

2.75 

1.65 

T 

385 

PLT-763 

40-15/20 

300-300/25 

1 X 3 

2.95 

1.77 

T 

390 

PLT-7631 

40-20/20 

300-300/25 

l%x2 

3.10 

1.86 

T 

395 

PLT.7632 

30-30/25 

300-300/50 

1 X 3 

2.90 

1.74 

T 

400 

PLT-7635 

10-10/15 

300-300/250 

1 X 2 

2.45 

1.47 

T 

405 

PLT-7633 

20/100/100 

350/100/50 

1% x3 

3.45 

2.07 

T 

410 

PLT-7636 

10/50/100 

350/100/75 

1 X 3 

3.05 

1.83 

T 

415 

PLT-7638 

10/50/100 

350/150/50 

1 x3y2 

2.85 

1.71 

T 

420 

PLT-76385 

20/30/;20 

350/250/25 

1 X 3 

2.80 

1.68 

T 

425 

PLT-760 

30/20-10 

350/250-250 

1 X 3 

3.00 

1.80 

T 

430 

PLT-7639 

30/30/20 

350/300/25 

1 X 3 

3.15 

1.89 

T 

435 

PLT-7605 

20/40/10 

350/300/150 

1 x3y2 

3.15 

1.89 

T 

440 

PLT-764 

40/20/10 

350/300/200 

l%x2 

3.30 

1.98 

T 

445 

PLT-7645 

30/20/20 

350/300/250 

1 x3 

3.30 

1.98 

T 

450 

PLT-765 

10-10/20 

350-350/25 

1 X 2 

2.25 

1.35 

T 

455 

PLT-7655 

10-15/20 

350-350/25 

1 X 2 

2.50 

1.50 

T 

460 

PLT-766 

15-15/20 

350-350/25 

1 X 21/2 

2.70 

1.62 

T 

465 

PLT-7665 

20-10/20 

350-350/25 

1 x2y2 

2.55 

1.53 

T 

470 

PLT-7671 

20-20/20 

350-350/25 

1 x2y2 

2.80 

1.68 

T 

475 

PLT-7672 

30-10/20 

350-350/25 

1 x2y2 

2.85 

1.71 

T 

480 

PLT-767 

30-20/20 

350-350/25 

1 X 3 

3.10 

1.86 

T 

485 

PLT-7674 

30-30/20 

350-350/25 

1% x2y2 

3.40 

2.04 

T 

490 

PLT-76745 

40-40/50 

350-350/25 

1 % x 2 y 2 

3.75 

2.25 

T 

495 

PLT-7675 

10-5/150 

350-350/50 

1 X 3 

2.70 

1.62 

T 

500 

PLT-76755 

40-20/10 

350-350/100 

1% X 2 

2.85 

1.71 

T 

505 

PLT.7677 

20-10/5 

850-350/250 

1 x2y2 

2.55 

1.53 

T 

510 

PLT-7679 

30-10/20 

350-350/250 

1 X 3 

3.05 

1.83 

T 

515 

PLT-768 

60/40/20 

400/300/25 

1% X 3 

4,20 

2.52 

T 

520 

PLT-7681 

10/40/10 

400/300/150 

1% X 2 

2190 

1.74 

T 

525 

PLT-7682 

80/20-10 

400/300-300 

1% x3% 

4.25 

2.55 

T 

530 

PLT-7687 

10/50/30 

400/350/25 

1 X 31/2 

3.10 

1.86 

T 

535 

PLT-7688 

40/10/100 

400/350/50 

1% X 3 

3.40 

2.04 


Stock 

Catalog 

Capacity 

Wkg. Volts 

7 — Size T— 

List 

Resale 

No. 

/ No. 

mfd. 

D.C. 

Dia. Len. 

Price Net Price 

T. 54 O 

PLT-7689 

60/20-20 

400/350-350 

ifs X 3 

$4.30 

$2.58 

T .545 

PLT.769 

15-15/40 

400-400/25 

1 X 2 ^ 

2.80 

1.68 

T-550 

PLT.770 

20-20/20 

400-400/25 

1 X 3 

2.85 

l.7i 

T-555 

PLT-7707 

40-40/20 

400-400/300 

1% X 3% 

4.15 

2.49 

T-560 

iPLT-771 

30/100-25 

450/25-25 

1% X 2 

3.00 

1.80 

T-565 

PLT-7712 

40/40/130 

450/150/50 

1 % X 3 

3.65 

2.19 

T. 57 O 

PLT.77I4 

40/100/50 

450/150/50 

1% X 3 

3.95 

2.37 

T .575 

PLT.77I5 

40/90-50 

450/150-150 

1% X sya 

4.00 

2.40 

T-580 

PLT-77152 

20/80/50 

450/200/50 

1% X 2% 

3.40 

2.04 

T.585 

PLT-7716 

20/60/100 

450/250/25 

1% X 2 V 2 

3.65 

2.19 

T-590 

PLT-77165 

20/80/10 

450/250/200 

1% X 3 

3.60 

2.16 

T .595 

PLT-77168 

10/80-8Q 

450/250-250 

1% X 4 

4.20 

2.52 

T-600 

PLT-7717 

20/40-10 

450/250-250 

1% X 2 

3.15 

1.89 

T.605 

PLT-7719 

20/15-10 

450/300-300 

1 x3% 

2.85 

1.71 

T-610 

PLT-772 

10/10/20 

450/350/25 

1 X 2 

2.30 

1.38 

T-615 

PLT-773 

10/10/50 

450/350/25 

1 X 3 

2.40 

1.44 

T-620 

PLT-7735 

20/80/100 

450/350/50 

1% X 3% 

4.50 

2.70 

T-625 

PLT-774 

15/20/20 

450/350/250 

1% X 2 

3.00 

1.80 

T-630 

PLT-7745 

20/80/10 

450/350/300 

1 % X 3 

4.30 

2.58 

T-635 

PLT-775 

10/30/30 

450/400/300 

1% X 2% 

‘ 3.35 

2.01 

1-640 

PLT-776 

10-10/10 

450-450/25 

1 x2% 

2.40 

1.44 

T.645 

PLT-777 

10-10/20 

450-450/25 

1 X 2% 

2.40 

1.44 

T-650 

PLT-779 

15-15/20 

450-450/25 

1 X 3 

2.75 

1.65 

T.655 

PLT-778 

20-10/20 

450-450/25 

1 X 3 

2.70 

1.62 

T-660 

PLT-780 

20-15/20 

450-450/25 

1 X 3 

2.90 

1.74 

T-665 

PLT.782 

20-20/20 

450-450/25 

1 X 3 

3.05 

1.83 

T-670 

PLT-7825 

30-20/20 

450-450/25 

1% x2% 

3.io 

1.98 

T-675 

PLT-783 

30-30/20 

450-450/25 

1% X 2% 

3 J 5 

2.13 

T-680 

PLT-7831 

40-40/20 . 

450-450/25 

1% X 3 

3.95 

2.37 

T-685 

PLT-7832 

40-40/40 

450-450/25 

1% X 3 

4.00 

2.40 

1-690 

PLT-7834 

80-40/100 

450-450/25 

1% X 4 

5.10 

3.06 

T-695 

PLT.7835 

10-10/40 

450-450/50 

1 X 2% 

2.75 

1.65 

T-700 

PLT-7837 

20-10/50 

450-450/50 

1 X 3 

2.85 

1.71 

T-705 

PLT-78375 

30-30/40 

450-450/50 

1% X 3 

3.65 

2.19 

T-710 

PLT.78377 

40-10/40 

450-450/50 

1% X 2% 

3.25 

1.95 

T-715 

PLT-7839 

40-40/40 

450-450/50 

1% X 3 

4.00 

2.40 

T-720 

PLT-78395 

40-40/100 

450-450/50 

1% X 3% 

4.30 

2.58 

T-725 

PLT-784 

40-40/40 

450-450/150 

1% X 3V6 

4.15 

2.49 

T-730 

:PLT-785 

40-10/80 

450-450/200 

1% x3 

3.90 

2.34 

T-735 

PLT-7855 

40-10/100 

450-450/200 

1% X 3% 

4.15 

2.49 

T-740 

PLT.7857 

40-40/100 

450-450/200 

1% x4 

4.95 

2.97 

T-745 

PLT-7859 

15-10/120 

450-450/300 

1% x3% 

4:70 

2.82 

T-750 

PLT-786 

15-15/10 

450-450/300 

1 X 3 

2.85 

1.71 

T-755 

PLT-7865 

15-5/15 

450-450/350 

1 X 3 

2.85 

1.71 

T-760 

PLT-787 

20-20/60 

450-450/350 

1% x3% 

4.05 

2.43 

T-765 

PLT.789 

40-10/10 

450-450/350 

1% x3 

3.30 

1.98 

T.770 

PLT-7895 

10/100/40 

475/200/50 

1% x2% 

3.35 

2.01 

T .775 

PLT-7897 

40/40-10 

475/250-250 

1% X 3 

4.05 

2.43 

T-780 

PLT-790 

20/20/40 

475/300/25 

1% X 2 

3.10 

1.86 

T-785 

PLT-792 

40/40/25 

475/400/50 

1% X 3 

4.30 

2.58 

T. 79 O 

PLT-793 

40/20-20 

475/450-450 

1% X 3 

4.50 

2.70 

T-795 

PLT-794 

20-20/60 

475-475/400 

1% X3% 

4.80 

2.88 

T-800 

PLT-7945 

40/40/100 

500/250/50 

1% X 3 

4.30 

2.58 

T-805 

PLT-795 

20/20/40 

500/300/25 

1% X 2 

3.10 

1.86 

T-810 

P.LT-7955 

10-10/100 

500-500/50 

1 X 3 

2.85 

1.71 

T-815 

PLT.796 

30-10/20 

500-500/50 

1% x2% 

3.10 

1.86 

T-820 

PLT-7965 

10-10/4 

500-500/350 

1 X 3 

2.50 

1.50 

Q-005 

PLQ .797 

40-40-40-30 

150 

1% X 2 

3.35 

2.01 

Q-OlO 

PLQ-798 

40-40-20-10' 

300 

1% x3% 

4.55 

2.73 

Q-015 

PLQ-7981 

30-30-20-20 

400 

1% x3% 

4.85 

2.91 

Q-020 

PLQ-7983 

80-10-10-10 

400 

1% X 3% 

4.70 

2.82 

Q-025 

PLQ-7984 

80-25-10-10 

400 

1% X 4 

5.25 

3.15 

a-030 

PLQ-4510 

10-10-10-10 

450 

1% X 2 

3.35 

2.01 

G-035 

PLQ-7986 

20-10-10-10 

450 

1% x2y2 

3.70 

2.22 

Q-040 

PLQ.4520 

20-20-20-20 

450 

1% X 3 

4.70 

2.82 

Q-045 

PLQ-799 

30-15-15-15 

450 

1% X 3 

4.45 

2.67 

Q-050 

PL«.800 

80-30-15-10 

450 

1% X 3% 

4:>0 

2.82 

Q-055 

PLa-8002 

40-10-10-10 

450 

1% X 3 

4.15 

2.49 

Q-060 

PLQ-8004 

40-20-10-10 

450 

1% X 3. 

4.45 

2.67 

Q-065 

PLtl-4540 

40-40-40-40 

450 

1 % X 5 „ 

6.45 

3.87 

Q-070 

PtQ-4710 

10-10-10-10 

475 

1% X 2 

3.50 

2.10 

Q-075 

PLQ-80i 

40-20-10-10 

475 

1% xS 

5.10 

3.06 

Q-080 

PLQ-8012 

40-40/ 

150-150/ 






100-100 

25-25 

1% X 2 

3.35 

2.0i 

Q-085 

PLQ-8013 

30-20- 

150-150- 






20/200 

150/10 

lys x2 

3.10 

1.86 

Q-090 

PLQ-8015 

60-40- 

150-150- 






20/200 

150/10 

1% x3 

3.50 

2.10 

Q-095 

PLQ-802 

30-30- 

150-150- 






30/40 

150/25 

1% X 2 

3.10 

1.86 

Q-lOO 

PLa-803 

40-40- 

150-150- 






30/20 

150/25 

1% X 2 

3.10 

1.86 

Q>i05 

PLQ-8035 

40-40- 

150-150- 






40/20 

150/25 

1% X 2 

3.15 

1.89 

Q-IIO 

PLQ-804 

40-40- 

150-150- 






40/100 

150/25 

1% X 2 

3.35 

2.0i 

Q-M5 

PLQ.805 

50-50- 

150-150- 






50/20 

150/25 

1% X 2 

3.55 

2.13 

Q-120 

PLQ-8050 

80-40- 

150-150- 






40/40 

150/25 

1% X 3 

3.60 

2.16 

Q-125 

PLQ-80502 

80-40- 

150-150- 






40/100 

,150/25 

1% X 2% 

3.75 

2.25 

Q-130 

PLQ.80M 

150-150/ 

150-150/ 






20/100 

300/50 

1% x3% 

5.30 

3.18 

Q-135 

pLQ-805i 

40-20- 

200-200- 





f 

10/20 

200/25 

1% X 2 

3.20 

1.92 

Q-140 

PLQ-8052 

100-40- 

250-250- 






10/100 

250/50 

ly* x3% 

5.15 

3.09 

Q-145 

PLQ.8054 

80-60- 

250-250- 






40/20 

250/150 

1% X syz 

5.10 

3.06 

Q-150 

PLQ-8055 

100/40/ 

300/50/ 






80-20 

25-25 

1 % X 3y2 

4.55 

2.73 

Q-i55 

PLO-8057 

120/20/ 

300/250/ 






20/100 

25/50 

1 % X 4 

5.05 

3.03 
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Type PL Electrolytic Capacitors (Conf’d.) 


Stock 

Catalog 

Capacity 

Working 

— Size- 

List 

Resale 

No. 

Number 

mfd. 

Volt.s D.C. 

Oia. Len. 

Price 

Net Price 

Q-160 

PLO-8059 

200/20/20/100 

300/250/25/50 

1 % X 5 

$5.45 

$3.27 

Q-165 

PLO-806 

10-10-10/20 

300-300-300/25 

1% X 2 

2.95 

1.77 

Q-170 

PLO-808 

60-40-20/50 

300-300-300/25 

1% X 31/2 

4.70 

2.82 

Q.I75 

PLO-8085 

40-40-40/20 

300-300-300/150 

1 % X 3 

4.90 

2.94 

Q-180 

PLO-809 

15/80-40/200 

350/200-200/25 

1 % X 3 

4.50 

2.70 

Q-185 

PLO-810 

40/40-20/20 

350/300-300/25 

1 % X 3 

4.50 

2.70 

Q-190 

PLO-8105 

30-30/15/20 

350-350/300/25 

1 % X .3 

4.15 

2.49 

0-195 

PL0-8II 

10-10/10-10 

350-350/300-300 

1 % X 2 

3.10 

(.86 

Q-200 

PLO-81 13 

20-10-5/10 

350-350-350/25 

1 % X 2 

3.(0 

1.86 

Q-205 

PLO-8115 

20-10-5/20 

350-350-350/25 

1 % X 2 

3.(0 

1.86 

0-210 

PLO-81 16 

40-20-20/25 

350-350-350/25 

1 % X 2 1/2 

4.25 

2.55 

0-215 

PLO-81 17 

40-40-40/40 

350-350-350/25 

1 % X 3 

5.20 

3.12 

0-220 

PL0-8f 19 

40-40-40/150 

350-350-350/50 

1 % X 4 

5.70 

3.42 

0-225 

PLO-8i 195 

80/40-20-10 

400/300-300 300 

1 % X 4 

5.55 

3.33 

0-230 

PLO-81 197 

20/40/100-10 

400/350/50-50 

1 % X 3 

4.20 

2.52 

0-235 

PLO-812 

40/10/80-10 

400/350/250-250 

1 % X 3 Vz 

4.65 

2.79 

0-240 

PLO-8125 

10-10/25-25 

400-400/25-25 

1% X 2 

2.80 

1.68 

0-245 

PLO-8127 

40-10/80-10 

400-400/250-250 

1 % X 3 Vz 

4.70 

2.82 

0-250 

PLO-814 

20-20-20/20 

400-400-400/25 

1 % X 2 1/2 

3.85 

2.31 

0-255 

PLO-8145 

20/80-20/50 

450/200-200/50 

1 % X 3 

4.(5 

2.49 

0-260 

PLO-8147 

40/40-40/20 

450/250-250/25 

1 % X 3 

4.55 

2.73 

0-265 

PLO-8149 

10/10/60/100 

450/300/200/50 

1 % X 2 Vz 

3.80 

2.28 

0-270 

PLO-815 

20/15-15/20 

450/350-350/25 

1 % X 2 

3.80 

2.28 

0-275 

PLO 8152 

10/60-40/25 

450/350-350/25 

1% X ZVz 

4.60 

2.76 

0-280 

PLO-8154 

10/100-10/20 

450/350-350/25 

1% X 3% 

5.25 

3.(5 

0-285 

PLO-8156 

30/40-40/10 

450/350-350/200 

1 % X 3 Vz 

5.15 

3.09 

0-290 

PLO-81 58 

80/10/30/40 

450/400/300/150 

1 % X 4 

5.25 

3.(5 

0-295 

PLO-8159 

10-10/20-20 

450-450/25-25 

1% X 2 

2.95 

1.77 

0-300 

PLO-816 

20-15/20-20 

450-450/25-25 

1 % X 2 

3.45 

2.07 

0-305 

PLO-817 

20-20/20-20 

450-450/25-25 

1 % X 2 

3.60 

2.16 

0-310 

PLO-8175 

40-40/10/50 

450-450/300/50 

1 % X 3 

4.75 

2.85 

0-315 

PLO-818 

20-20/30-30 

450-450/300-300 

1 % X 3 

4.50 

2.70 

0-320 

PLO-819 

40-10/35-10 

450-450/350-350 

1 % X 3 Vz 

4.60 

2.76 

0-325 

PLO-8i95 

40-40/30-30 

450-450/350-350 

1 % X 4 

5.90 

3.54 

0-330 

PLO-820 

10-10-10/20 

450-450-450/25 

1 % X 2 

3 15 

1.89 

0-335 

PLO-8202 

20-10-10/100 

450-450-450/25 

1 % X 2 Vz 

3./0 

2.22 

0-340 

PLO-8205 

20-20-20/20 

450-450-450/25 

1 % X 2 Vz 

4.(5 

2.49 

Q-345 

PLO-82055 

30-20-20/20 

450-450-450/25 

1 % X 3 

4.40 

2.64 

Q-350 

PLO-82057 

30-30-10/20 

450-450-450/25 

1 % X 3 

4.35 

2.61 

0-355 

PLO-8206 

30-30-20/20 

450-450-450/25 

1 % X 3 

4.65 

2.79 

0-360 

PLO-8207 

40-10-10/250 

450-450-450/25 

1 % X 3 

4.25 

2.55 

0-365 

PLO 82075 

40-15-10/20 

450-450-450/25 

1 % X 3 

4.10 

2.46 

0-370 

PLQ-8208 

40-20-20/20 

450-450-450/25 

1 % X 3 

4.60 

2.76 

«-375 

PLQ.8209 

40-20-20/40 

450-450-450/25 

1 % X .3 

4.65 

2.79 

0-380 

PLQ-82i 

40-30-10/20 

450-450-450/25 

1 % X 3 

4.50 

2.70 

0-385 

PLO-8215 

40-40-10/20 

450-450-450/25 

1% X 3 

4.70 

2.82 

Q-390 

PLO 82(6 

40-40-40/40 

450-450-450/25 

1 % X 4 

5.50 

3.30 

Q-395 

PLO-82i7 

20-20-20/100 

450-450-450/50 

1 % X 3 

4.55 

2.73 

0-400 

PLO-822 

30-30-15/30 

450.450-450/50 

1 % X 3 

4.(5 

2.49 

0-405 

PLO-8225 

40-20-10/100 

450-450-450/50 

1 % X 3 1/2 

4.65 

2.79 

0-410 

PLO-8226 

40-40-10/25 

450-450-450/50 

1 % X 3 1/2 

4 70 

2.82 

0-415 

PLO-8227 

40-40-10/100 

450-450-450/100 

1 % X 4 

5.35 

321 

0-420 

PLO-823 

10-10-10/10 

450-450-450/150 

1 % X 2 

3.(5 

1.89 

0-425 

PLO-8235 

20-10-10/10 

450-450-450/150 

1 % X 3 • 

3.50 

2.10 

0-430 

PLO-824 

60-10-10/20 

450-450-450/150 

1 % X 3 

4.60 

2.76 


40/40/50/80 

20/40/100/80 

10/10/80/50 

25/20/20/100 

25/20/40/100 

10/60/30/125 

15-15/80/40 

10-5/80/40 

30-30-10/20 

40-20-10/10 

20 - 20 - 10/10 


475-250/150/50 

475/300/50/25 

475/450/200/60 

475/450/300/50 

475/450/300/50 

475/450/400/50 

475-475/300/50 

475-475/450/50 

475-475-475/25 

475-475-475/25 

475-475-475/300 


1 % X 3 1/2 
1 % X 3 
1 % X 3 
1 % X 3 
1 % X 3 1/2 
1 % X 4 
1 % X 3 
1 % X 3 Vz 
1% X 3 
1% X 3 
1 % X 21/2 


NOTE: Maximum operating temperature of 475 and 500 volt units is 65°C. 

NOTE: Each unit is supplied with a bakelite and a metal mounting plate. Additional 
hardware available at extra cost, 

NOTE: Packaging: Individual display carton. 


CARDBOARD INSULATING TUBES 


For 1" X 2" can 

For 1" X 2%" can 

For 1" X 3" can 

For 1" X 4" can 

For 1%" X 2" can 
For 1 % " X 2 " can 

For 1%" X 3" can 
For 1 % " X SVz" can 
For 1%" X 4" can 


Resale 
Net Price 


TYPE SL 

wet electrolytics, the 
Designed primarily 
as replacements for 
Type SL electrolytic 
g capacitors are assem- 

_ bled in round aluminum 

cans with threaded 
necks providing easy 
mounting to a chassis with the aid of a palnut which 
is supplied. The Type SL is completely insulated from 
the container, the negative connection being made to 
one of the insulated leads extending through the 
threaded neck of the can. 

Single Section 


Catalog 

Capacity 

Wkg. 

— Size — 

List 

Resale 

Number 

mfd. 

Volts D.C. 

Dia. Len. 

Price 

Net Price 

SL-2512 

12 

250 

1 X 2 1/2 

$1.75 

$ 1.05 

SL-2525 

25 

2 50 

1 X 3 1/2 

1.95 

1.17 

SL-4508 

8 

450 

1 % X 2 1/2 

2.20 

1.32 

SL-4512 

12 

450 

1 % X 2 1/2 

2.40 

1.44 

SL-4516 

16 

450 

1% X 21/2 

2.45 

(.47 

SL-4520 

20 

4 50 

1 % X 2 

2./0 

1.62 

SL-4530 

:’>() 

4 50 

1 % X 3 1/2 

3.00 

1.80 

SL-4540 

40 

4 50 

1 % X 4 1/4 

3.15 

1.89 


Common Negative Section 



Catalog 

Capacity 

Wkg. 

— Size — 

List 

Resale 

Number 

mfd. 

Volts D.C. 

Dia. Len. 

Price 

Net Price 

SLD-4508 

8- 8 

450 

1 % X 3 1/2 

$3.00 

$1.80 

SLD-4516 

16-16 

450 

1 % X 3 1/2 

3.55 

2.13 

SLT-4508 

8-8-8 

4 50 

1 % X 3 1/2 

5.00 

3.00 

High Voltage, Series Wound Sections 


Catalog 

Capacity 

Wkg. 

— Size — 

List 

Resale 

Number 

mfd. 

Volts D.C. 

Dia. Len. 

Price 

Net Price 

SL-6004 

4 

600 

1 % X 3 1/2 

$2.95 

$1.77 

SL 6 08 

8 

600 

1 % X 4 14 

3.15 

1.89 

SL-6016 

16 

600 

1 % X 4 14 

3.75 

2.25 

TYPE 

1- 






- Ideally suited for 

all applications where 
quick capacitor changes 
are required, the SAN- 
GAMO Type TS units 
are equipped with a 
four-pin octal base mounting for use with standard 
octal base tube sockets. The special design of the 
bakelite octal base insures that the aluminum con¬ 
tainer will not contact the mounting surface and the 
connections to the brass pin terminals are imbedded 
in this bakelite base. The base pins are nickel-plated 
to prevent corrosion and insure good contact with the 
socket terminals. 

Single Section 


Catalog 

Capacity 

Wkg. —Size — 

List 

Resale 

Number 

mfd. 

Volts D.C. Dia. Len. 

Price 

Net Price 

TS-1520 

20 

150 I%x2y2 

$3.95 

$2.37 

TS-1540 

40 

15 0 1 % X 2 V 2 , 

4.(0 

2.46 

TS-4510 

10 

4-5 0 1 % X 2 14 

4.05 

2.43 

TS-4520 

20 

. 450 I%x2y2 

4,30 

2.58 

TS-4540 

40 

4 50 1 % X 2 Vz 

4.55 

2.73 

TS-4580 

80 

450 1% X 414 

5.55 

3.33 



Dual Sections 



Catalog 

Capacity 

Wkg. —Size — 

List 

Resale 

Number 

mfd. 

Volts D.C. Dia. Len. 

Price 

Net Price 

TSD-1520 

20-20 

150 1%x2V2 

$4.20 

$2.52 

TSD-1540 

40-40 

150 1% X 21/2 , 

4.40 

2.64 

TSD-4ol0 

10-10 

450 I%x2y2 

4.40 

2.64 

TSD-4520 

20-20 

450 1 % X 21/2 

5.05 

3.03 



Multiple Sections 



Catalog 

Capacity 

Wkg. — Size — 

List 

Resale 

Number 

mfd. 

Volts D.C. Dia. Len. 

Price 

Net Price 

TST-4510 

10-10-10 

450 I%x2y2 

$5.10 

$3.06 

TST-901 

20-20-20 450-450-25 I%x2y2 

5.55 

3.33 


NOTE: Not normally carried in stock. Available on special order 
only. 

NOTE: Packaging: Individual display carton. 
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SANGAMO CAPACITORS 


ELECTROLYTIC 

TYPE CS 

The SANGAMO Type CS 
“Tomahawk” electrolytic ca¬ 
pacitors are contained in 
wax-filled cardboard tubes 
with insulated leads ap¬ 
proximately 8 inches in 
length extending from both ends of the unit. Capacity, voltage 
and polarity of each section is clearly indicated by color of the 
lead wires; coding information necessary to identify the in¬ 
dividual sections is clearly stamped on the tube. Each unit is 


supplied with a mounting strap to facilitate mounting to the 


chassis. 

Catalog 

Dual 

Capacity 

Common Negative Units 

Working —Size — 

Net 

Resale 

Number 

mfd. 

Volts D.C. 

Dia. Len. 

Price 

Net Price 

CSD<02I0 

10-10 

25 

% X 2% 

$1.40 

$0.84 

CSD-0510 

10-10 

50 

% X 2 % 

1.40 

.84 

C8D-I508 

8- 8 

150 

% X 2 % 

1.50 

.90 

CSD-i5f6 

16-16 

15.0 

% X 2 1/2 

1.80 

1.08 

CSD-1520 

20-20 

150 

% X 2 Vz 

1.65 

.99 

CSD-500 

30-20 

150 

% X 2 1/2 

1.70 

1.02 

CSD.I530 

30-30 

150 

78 X 2 1/2 

1.80 

1.08 

CSD-505 

40-20 

150 

1 X 2 1/2 

1.75 

1.05 

CSD-506 

40-30 

150 

1 X 21^ 

1.80 

1.08 

CSD<I540 

40-40 

150 

1 X 2 1/2 

1.85 

i.ii 

CSD-5 12 

50-30 

150 

1 X 2 1/2 

1.95 

1.17 

CSD-1550 

50-50 

150 

1 X 3 

2.10 

1.26 

CSD-2516 

16-16 

250 

1 X 2 1/2 

1.75 

1.05 

CSD-4508 

8- 8 

450 

1 X21/2 

1.70 

1.02 

CSD-522 

8-16 

450 

1 X 2 78 

2.00 

1.20 

CSD-4520 

20-20 

450 

1 x3% 

2.50 

i.50 


CAPACITORS 

Dual Separate Sections 


Catalog 

Number 

Capacity 

mfd. 

Working 

Volts D.C. 

— Size — 
Dia. Len. 

Net 

Price 

Resale 
Net Price 

CSS-1520 

20-20 

150 

1 

X 21/2 

$2.05 

$i.23 

CSS-4508 

8- 8 

450 

1 

X 3 78 

2.15 

1.29 

CSS-4516 

16-16 

450 

1 74 X 3 l/s 

2.80 

1.68 


Triple Common Negative 

Units 



Catalog 

Number 

Capacity 

mfd. 

Working 

Volts D.C. 

— Size — 
Dia. Len. 

Net 

Price 

Resale 
Net Price 

CST-1520 

20-20-20 

150 

1 

X 278 

$2.20 

$1.32 

CST-523 

40-20-20 

150 

1 

X 278 

2.25 

1.35 

CST-524 

40-30-20 

150 

1 

X 2 78 

2.35 

1.41 

CST-1540 

40-40-40 

150 

1 

X 31/8 

2.45 

1.47 

CST-526 

20-20-20 

150-150-25 

1 

X 2% 

2.05 

1.23 

CST-527 

40-20-20 

150-150-25 

1 

X 2% 

2.15 

1.29 

CST-528 

40-30-20 

150-150-25 

1 

X 2% 

2.20 

1.32 

CST-532 

50-30-20 

150-150-25 

1 

X 2 78 

2.35 

1.41 

CST-533 

50-30-100 

150-150-25 

1 

X 378 

2.55 

1.53 

CST-534 

80-40-20 

150-150-25 

1 

X 31/8 

2.60 

1.56 

CST-535 

12-12-20 

450-450-25 

1 

X 2 78 

2.30 

1.38 

CST-537 

20-20-20 

450-450-25 

17* 

X 378 

2.90 

1.74 


NOTE: Packaging: 10, 25, or 50 per display carton. 


COLOR CODE OF WIRE LEADS 
FOR TYPES FM. CS, AND SL CAPACITORS 


Black.Common negative 

Orange... Positive, highest voltage or capacity 

Red.Positive, next highest voltage or capacity 

Blue.Positive, next highest voltage or capacity 

Yeliow. Positive, next highest voltage or capacity 

Brown.Negative, in separate section unit 


NOTE: Lead colors are determined by the rated working voltages. Where there 
are two or more sections of different voltages and the same capacity, 
the lead color will designate the voltage; with the same voltages and 
unequal capacities, the lead color will designate the capacity. If 
there are two sections with equal capacities and voltages the two lead 
wires will be in the same color. 

NOTE: Based upon proposed K.T.M.A, Color code. 



TYPE EM (MOTOR STARTING) 

^ 220 Volts A.C. 



The SANGAMO Type EM electrolytic capacitor is a standard 
universal replacement for all motor starter types presently in 
use, and its dimensions are comparable in every respect. The 
Type EML is provided with solder lug terminals, the Type EMS 
being equipped with screw types; otherwise the two units are 
identical in construction and operational characteristics. Insu- 


lating tubes 

are supplied with both types. 





110 Volts 

A.C. 






Can Size, 



EML Catalog 

Capacity, mfds. 

less insulating tube. 

List 

Resale 

Number 

Range 

Nominal 

Dia. Len. 

Price 

Net Price 

EML-1 120 

20- 24 

20 

1 % X 3 Vs 

$2.05 

$1.43 

EML-I 126 

26- 30 

26 

1 % X 3 Vs 

2.10 

1.47 

EML-I 132 

32- 36 

32 

1% X 3H 

2.10 

1.47 

EML-I 138 

38- 42 

38 

17s X 31/8 

2.10 

1.47 

EML-1 143 

43- 48 

43 

178 X 3 .78 

2.10 

1.47 

EML-I 153 

53- 60 

53 

3 % X 3 78 

2.15 

1.50 

EML-I 164 

64- 72 

64 

1 % X 3 78 

2.25 

1.57 

EML-I 170 

70- 78 

70 

178 X 3 78 

2.30 

1.61 

EML-I 175 

75- 84 

75 

17s X 3 78 

2.30 

1.61 

EML-I 186 

86- 96 

86 

1 % X 3 78 

2.60 

1.82 

EML.M97 

97-107 

97 

178 X 3 78 

2.65 

1.85 

EML-I 1 108 

108-120 

108 

178 X 3 78 

2.85 

1.99 

EML-I 1124 

124-138 

124 

178 X 3 78 

2.95 

2.06 

EML-I 1 145 

145-162 

145 

173 X 3 78 

3.20 

2.24 

EML-i 1 161 

161-180 

161 

17s X 4 7« 

3.25 

2.27 

EML-I 1 161 

161-180 

161 

2 X SV8 

3.25 

2.27 

EML-1 1 189 

189-216 

189 

2 X 378 

3.75 

2.62 

EML-I 1216 

216-240 

216 

2 X 3 Vs 

4.05 

2.83 

EML-I 1243 

243-270 

243 

2 X 3 7g 

4.70 

3.29 

EML-I 1270 

270-300 

270 

2 X 3 78 

4.75 

3.32 

EML-I 1324 

324-360 

324 

2 X 4 ^ 

5.40 

3.78 

EML-I 1378 

378-420 

378 

2 X 4 78 

6.00 

4.20 

EML-I 1400 

400-480 

400 

2 X 4 78 

6.05 

4.23 


Can Size, 


EML Catalog 

Capacity, mfds. 

less insulating tube. 

List 

Resale 

Number 

Range 

Nominal 

Dia. Len. 

Price 

Net Price 

EML-2220 

20-24 

20 

1 % X 3 % 

$2.91 

$2.03 

EML-2226 

26-30 

26 

1% X 3% 

3.35 

2.34 

EML-2232 

32-36 

32 

2 X 4% 

3.79 

2.65 

EML-2238 

38-42 

38 

2 X 4 Vs 

4.30 

3.01 

EML-2243 

43-48 

43 

2 X 4 Vs 

4.55 

3.18 

EML-2253 

53-60 

5*3 

2 X 4 Vs 

5.19 

3.63 



110 Volts 

> 

p 






Can Size, 



EMS Catalog 

Capacity, mfds. 

less insulating tube. 

List 

Resale 

Number 

Range 

Nominal 

Dia. Len. 

Price 

Net Price 

EMS-1120 

20- 24 

20 

1 % X 3 % 

$2.05 

$1.43 

EMS-1126 

26- 30 

26 

1 % X 3 Vs 

2.10 

1.47 

EMS-i 132 

32- 36 

32 

1% X 31/8 

2.10 

1.47 

EMS-1 138 

38- 42 

38 

1 % X 3 Vs 

2.10 

1.47 

EMS-II 43 

43- 48 

43 

1 % X 3 Vs 

2.10 

1.47 

EMS-1 153 

53- 60 

53 

1 % X 3 Vs 

2.15 

1.50 

EMS-1 164 

64- 72 

64 

1 % X 3 Vs 

2.25 

1.57 

EMS-1 170 

70- 78 

70 

1% X 31/8 

2.30 

f.6l 

EMS-1 175 

7 5- 84 

75 

1 % X 3 Vs 

2.30 

1.61 

EMS-1186 

86- 96 

86 

1% X 31/8 

2.60 

1.82 

EMS-1197 

97-107 

97 

1 % X 3 Vs 

2.65 

1.85 

EMS-I 1 108 

108-120 

108 

1 % X 3 V, 

2.85 

1.99 

EMS-1 i 124 

124-138 

124 

1 % X 3 Vs 

2.95 

2.06 

EMS-II 145 

145-162 

145 

1% X 31/8 

3.20 

2.24 

EMS-I 1 161 

161-180 

161 

1 % X 4 Vs 

3.25 

2.27 

EMS-i 1 161 

161-180 

161 

2 X 31/8 

3.25 

2.27 

EMS-I 1 189 

189-216 

189 

2 X 3 Vs 

3.75 

2.62 

EMS-I 1216 

216-240 

216 

2 X 3 1/8 

4.05 

2.83 

EMS-I 1243 

243-270 

243 

2 X 31/8 

4.70 

3.29 

EMS-I 1270 

270-300 

270 

2 X 3 Vs 

4.75 

3.32 

EMS-I 1324 

324-360 

324 

2 X 4 Vs 

5.40 

3.78 

EMS-I 1378 

378-420 

378 

2 X 4 Vs 

6.00 

4.20 

EMS-i 1400 

400-480 

400 

2 X 4 Vs 

6.05 

4.23 



220 Volts 

A.C. 






Can Size, 



EMS Catalog 

Capacity, mfds. 

less insulating tube. 

List 

Resale 

Number 

Range 

Nominal 

Dia. Len. 

Price 

Net Price 

EMS-2220 

20-24 

20 

1 % X 3 Vs 

$2.96 

$2.06 

EMS-2226 

26-30 

26 

1% X 3 Vs 

3.40 

2.37 

EMS-2232 

32-36 

32 

2 X 4 1/8 

3.84 

2.68 

EMS-2238 

38-42 

38 

2 X 41/8 

4.35 

3.04 

EMS-2243 

43-48 

43 

2 X 4 1/8 

4.60 

3.21 

EMS-2253 

53-60 

53 

2 X 4y8 

5.24 

3.66 


NOTE: For insulating tube dimensions add A" to the can diameter and 
%" to the can length. 

NOTE: Packaging: Individual display carton. 
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SANGAMO CAPACITORS 


ELECTROLYTIC CAPACITORS 


TYPE 





The SANGAMO Type BTE electrolytic capacitor is 
ideally suited for filter and bypass circuits in marine, 
aircraft, geophysical and many other applications. 
The Type BTE cartridges are first sealed in aluminum 
tubes and then encased in sturdy-corrosion-resistant, 
hot tinned steel cases providing a complete hermetic 
seal under extremes of weather conditions. Ail units 
are equipped with glass-to-metal sealed terminals. 
Mounting flanges with 3/16" holes are provided 
at each end. 


Catalog 

Number 

Capacity 

mfd. 

Working 
Volts D.C. 

— Size — 

Width Length Height 

List 

Price 

Resale 
Net Price 

BTE-0225 

25 

25 

1 

Ui 11 

$4.50 

$2.70 

BTE-0250 

50 

25 

1 

m m 

4.60 

2.76 

BTE-0275 

75 

25 

1 

ili IS 

4.65 

2.79 

BTE-0525 

25 

50 

1 

liS IS 

4.55 

2.73 

BTE.0550 

50 

50 

1 

m m 

4.70 

2.82 

BTE-1510 

10 

150 

1 

113 IS 

4.65 

2.70 

BTE.I520 

20 

150 

1 

113 IS 

4.70 

2.82 

BTE-2510 

10 

250 

1 

113 IS 

4.50 

2.70 

BTE.25I2 

12 

250 

1 

113 IS 

4.65 

2.79 

BTE-3508 

8 

350 

1 

Hi IS 

4.75 

2.85 

BTE-4504 

4 

450 

1 

113 IS 

5.50 

3.30 


Designed and fabricated to conform to all physical and performance reauirements of 
the CE63 style capacitor of Joint Armed Services Specification JAN-C-62. 


Similar designs in case styles CE61, CE62. and CE64 may be furnished upon request. 


CAPACITORS 


PAPER 

PLASTIC MOLDED TUBULAR 




The SANGAMO *‘Telechief” is molded in Sangamo HUMIDI- 
TITE to provide more stable capacity values, unsurpassed mois¬ 
ture resistance, excellent seal characteristics, and operation up 
to 85°C. temperature. Small in physical size, and rugged in 
construction, this tubular is especially adaptable to television, 
auto radio, small AC-DC set, and other uses. The leads are 
firmly imbedded in the hard plastic case and have been 
especially designed to resist breakage. The “Telechief” assures 
operating dependability under extremes of heat, humidity and 
physical stress. 


Catalog 

Capacity 

Working 

— Size — 

List 

Resale 

Number 

mfd. 

Volts D.C. 

Dia. Len. 

Price 

Net Price 

330221 

.001 

200 

Ik X 1 

$0.25 

$0.15 

330225 

.005 

200 

* X 1 

.25 

.15 

330211 

.01 

200 

% X 1 Vs 

.25 

.15 

330212 

.02 

200 

% X 1 Vs 

.25 

.15 

3302147 

.047 

200 

* X 1 Vi 

.30 

.18 

330215 

.05 

200 

Ik X 1 ^/4 

.30 

.18 

330201 

.1 

200 

Va X IV 2 

.35 

.21 

3302015 

.15 

200 

^ X 1% 

.35 

.21 

3302022 

.22 

200 

^ X 2 

.40 

.24 

3302025 

.25 

200 

% X 2 

.45 

.27 

3302047 

.47 

200 

% X 2 

.60 

.36 

330205 

.5 

200 

% X 2 

.60 

.36 

330210 

1.0 

200 

1 X 2 Vs 

.90 

.54 

330421 

.001 

400 

Ik X 1 

.25 

.15 

330425 

.005 

400 

Ik X 1 

.25 

.15 

330411 

.01 

400 

% X 1 Vs 

.25 

.15 

330412 

.02 

400 

A X 1 

.25 

15 

3304122 

.022 

400 

X 1 ra 

.25 

.15 

3304147 

.047 

400 

X 1V 2 

.30 

.18 

330415 

.05 

400 

SS X 1 V 2 

.30 

.18 

3304168 

.068 

400 

V 2 X 1 1/^ 

.35 

.21 

330401 

.1 

400 

X 1 ^8 

.35 

.21 

3304015 

.15 

400 

5 ^ X 2 

.35 

.21 

330402 

.2 

400 

% X 2 

.40 

.24 

3304022 

.22 

400 

% X 2 

.40 

.24 

3304025 

.25 

400 

% X 2 

.45 

.27 

330405 

.5 

400 

% X 2 

.60 

.36 

330410 

1.0 

400 

1 ^ X 2 Vs 

.90 

.54 


Catalog 

Capacity 

Working 

— Size — 

List 

Resale 

Number 

mfd. 

Volts D.C. 

Dia. Len. 

Price 

Net Price 

330635 

.0005 

600 

ft xl 

$0.25 

$0.15 

330621 

.001 

600 

f'k X 1 

.25 

.15 

3306215 

.0015 

600 

ft X 1 

.25 

.15 

330622 

.002 

600 

+ X 1 

.25 

1.5 

3306222 

.0022 

600 

ft xl 

.25 

.15 

330623 

.003 

600 

rt X i 

.25 

.15 

330624 

.004 

606 

ft X 1 

.25 

.15 

3306247 

.0047 

600 

ft X 1 

.25 

.15 

330625 

.005 

600 

ft X 1 

.25 

.15 

330626 

.006 

600 

% X 1 Vs 

.25 

.15 

3306268 

.0068 

600 

% X IVs 

.30 

.18 

33061 1 

.01 

600 

ft X 1ft 

.30 

.18 

3306115 

.015 

600 

ft X 1ft 

.30 

.18 

330612 

.02 

600 

ft X 1 1/4 

.30 

i'18 

3306122 

.022 

600 

ft X 

.30 

.18 

330613 

.03 

600 

JS X 1 Vz 

.35 

.91 

330614 

.04 

600 

Vz X I *4 

.35 

.21 

3306147 

.047 

600 

V 2 X IV 2 

.40 

.24 

330615 

.05 

600 

Vz X 1 ^4 

.40 

.24 

330616 

.06 

600 

ft X 1 % 

.40 

.24 

330601 

.1 

600 

ft X 2 

.45 

.27 

330602 

.2 

600 

% X 2 

.55 

.33 

3306025 

.25 

600 

% X 2 

.55 

.33 

330605 

.5 

600 

1 X 2 Vs 

.80 

.48 

330610 

1.0 

600 

l%x2% 

i.25 

.75 

331635 

.0005 

1600 

ft X 1 % . 

.60 

.56 

331621 

.001 

1600 

ft X 1 1/4 

.60 

.36 

3316215 

.0015 

1600 

ft X 1 1/4 

.60 

.36 

331622 

.002 

1600 

ft X 1 V 4 

.65 

.39 

3316222 

.0022 

1600 

ft X 1 1/4 

.65 

.39 

3316225 

.0025 

1600 

ft X 1 V 4 

.65 

.39 

331623 

,003 

1600 

ft X 1 Vi 

.65 

.39 

3316233 

.0033 

1600 

ft x ' 1 Vi 

.65 

.39 

331624 

.004 

1600 

ft X 1 14 

.65 

.39 

3316247 

.0047 

1600 

ft X 1 Vi 

.65 

.39 

331625 

.005 

1600 

ft X 1 Vi 

.65 

.39 

331626 

.006 

1600 

ft X 1 Vi 

.65 

.39 

3316268 

.0068 

1600 

Va X IV 2 

.65 

.39 

331627 

.007 

1600 

Vz X 1 Vz 

.65 

.39 

3316275 

.0075 

1600 

Va X 1 Vz 

65 

.39 

331628 

.008 

1600 

Va X 1 Va 

.65 

.39 

331611 

.01 

1600 

Vz X 1 Va 

.70 

.42 

3316115 

.015 

1600 

Va X IV 2 

.70 

.42 

331612 

.02 

1600 

ft X 1 % 

.70 

.42 

3316122 

.022 

1600 

ft X 1% 

.70 

.42 

3316125 

.025 

1600 

ft X 1% 

.70 

.42 

331613 

‘.03 

1600 

% X 2 

.70 

.42 

331614 

.04 

1600 

% X 2 

.70 

.42 

331615 

.05 

1600 

% X 2 

.80 

.48 


NOTE: Additional capacity values in the 200 and 400 volt ratings can be 
supplied on request. 

NOTE: Packaging: 20. 50. or 100 per display carton. 


NOTE: Standard capacity tolerance: 

.005 mfd. +60% —25 

.001 mfd. to .01 mfd. +60% —20 

.01 mfd. to .15 mfd. rt20% 

.15 mfd. and up.....+20% —10 




Net 
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SANGAMO CAPACITORS 


PAPER CAPACITORS 
TYPE 5G TYPE 62-64 


The Type 50 paper capacitors are pri¬ 
marily intended for bypass application. 
They are non-inductively wound, are sup¬ 
plied in fractional capacity values, and 
will provided efficient and continuous oper¬ 
ation in R.F. and A.F. bypass, audio fre¬ 
quency coupling, and other A.C. circuits. 
These units are impregnated and filled with mineral oil and 
may be operated under severe humidity conditions at tempera¬ 
tures up to -j-85°C. 


600 W.V. D.C. 


Catalog 

Capacity 

Dimensions — 

inches 

List 

Resale 

Number 

mfd. 

L 

W 

H 

Price 

Net Price 

5006-.05 

.05 

Hi 

1 

% 

$2.90 

$1.74 

5006-.i 

.1 

Ui 

1 

% 

2.95 

1.77 

5006>.25 

.25 

im 

1 


3.f0 

1.86 

5006-.3 

.5 

Hi 

1 

1 

3.30 

1.98 

5006-1 

1.0 

2 

1% 

% 

3.75 

2.25 

5006-2 

2.0* 

2 

2 

1% 

5.00 

3.00 

5006-.05X2 

.05-.05 

m 

1 

% 

3.65 

2.19 

5006-.IX2 

.l-.l 

iJi 

1 

% 

3.70 

2.22 

5006-.25X2 

.25-.25 

m 

1 

% 

3.75 

2.25 

5006-.5X2 

.5-.5 

2 

1% 

% 

4.30 

2.58 

5006-1x2 

1.0-1.0* 

2 

2 

.1 % 

5.30 

3.18 

5006-.1X3 

.l-.l .1 

lii 

1 

% 

4.20 

2.52 

5006-.25X3 

.25-.25-.25 

2 

im 

Vs 

4.75 

2.85 

5006-.5X3 

.5-.5-.5* 

2 

2 

iVs 

5.75 

3.45 


loop 

W.V. 

D.C. 




Catalog 

Capacity 

Dimensions -— 

inches 

List 

Resale 

Number 

mfd. 

L 

W 

H 

Price 

Net Price 

50I0-.05 

.05 

m 

1 

% 

$3.05 

$1.83 

50l0-.i 

.1 

Hi 

1 

% 

3.15 

1.89 

50I0-.25 

.25 

im 

1 

% 

3.25 

1.95 

50I0-.5 

,5 

2 

1 % 

Vs 

3.55 

2.13 

5010-1 

1.0* 

2 

2 

1 % 

4.40 

2.64 

50IO-.05X2 

.05-.05 

m 

1 

% 

3.85 

2.31 

50I0-.IX2 

.l-.l 

m 

1 

% 

4.00 

2.40 

50I0-.25X2 

.25-.25 

2 

1 % 

Vs 

4.20 

2.52 

50I0-.5X2 

.5-.5* 

2 

2 

IVg 

5.45 

3.27 

50I0-.IX3 

.l-,l-.l 

2 

1% 

% 

4 60 

2.76 

50lb-.25x3 

,25-.25-.25* 

2 

2 

1 Vs 

5.50 

3.00 

NOTE: ^For 

bottom or top terminal, case size 

becomes 

2" X 2' 

' X 1 %" 


NOTfe; Packaging: Individual display carton. 

NOTfe: The above units built to comply with t’le electrical requirements of 
specification JAN-C-25 Style CP-r)3-54-55. 

NOT^: Standard capacity tol. +20% —10%. 

TYPE 40-41 

The SANGAMO Types 40 
and 41 diaclor impregnated and 
filled paper capacitors are ideal for 
use in high voltage filter applications. 
Enclosed in aluminum containers, they facil¬ 
itate convenient mounting to the chassis, an 
insulating washer and spade lug being provided 
for this purpose. In the Type 40 one connection is provided by 
an insulated terminal and the other is provided by the cose. In 
the Type 41 both terminals are completely insulated from the 
case. 

NOTE; These units built to comply with the electrical requirements of 
specification JAN-C-2ri Style €P-40-4l. 


The Types 62 and 64 SANGAMO 
non-inductively wound paper capac¬ 
itors are impregnated and filled with 
mineral oil and are hermetically 
sealed in seamless drawn-steel cases. 
The mineral oil impregnant assures 
dependable service betwen the wide 
temperature limits of —-SS^C. and 
-f-85°C. Standard capacitors are 
supplied with top terminals and 
brackets for upright mounting. When 
bottom terminals and inverted 
mounting are required, add the let¬ 
ter “B” to the end of the catalog 
number. 

TYPE 62 PAPER CAPACITORS 




600 

W.V. 

D.C. 



Catalog 

Capacity 

Dimensions incldg. bracket 

List 

Resale 

Number 

mfd. 

L 

w 

H 

Price 

Net Price 

62B06-.0I 

.01 

1 % 

a 

life 

$3.65 

$2.19 

62B06-.05 

.05 

1% 

u 

1 lis 

3.65 

2.19 

62B06-.I 

.1 

1% 

a 


3.65 

2.19 

62B06-.25 

.25 

1% 

a 


3.90 

2.34 

62C06-.5 

.5 

1 % 


im 

4.20 

2.52 

62A0fi-l. 

1.0 

1% 


21/4 

4.65 

2.79 

62A06-2. 

2.0 

1% 


2h 

6.10 

3.66 



1000 

W.V. 

D.C. 



Catalog 

Capacity 

Dimensions incidg. bracket 

List 

Resale 

Number 

mfd. 

L 

w 

H 

Price 

Net Price 

62Bi0-.05 

,05 

1% 

H 

1 ^ 

$3.75 

$2.25 

62BI0-.i 

1. 

1% 


1 

4.00 

2.40 

62CI0..25 

.25 

1% 


l§i 

4.20 

2.52 

6'2AI0-.5 

.5 

1% 

a 

21/4 

4.45 

2.67 

62AI0-I. 

1.0 

1% 

iy4 

2ft 

5«20 

3.12 


TYPE 

64 PAPER CAPACITORS 




600 

W.V. 

D.C. 



Catalog 

Capacity 

Dimensions incldg. bracket 

List 

Resale 

Number 

mfd. 

L 

w 

H 

Price 

Net Price 

64A06-.0t 

.01 

2i% 


2ft 

$3.55 

$2.13 

64A06-.05 

.05 

2^ 


2ft 

3.55 

2.13 

64A06-.I 

.1 

2^ 

a 

2ft 

3.55 

2.13 

64A06-.25 

.25 



2ft 

3.85 

2.31 

64A06-.5 

.5 

2& 


2ft 

4. to 

2.46 

64A06-I. 

1.0 

2^h 

a 

2ft 

4.70 

2.82 

64A06-2. 

2.0 

iVs 

H% 

2m 

6.05 

3.63 



1000 

W.V. 

D.C. 



Catalog 

Capacity 

Dimensions incldg. bracket 

List 

Resale 

Number 

mfd. 

L 

w 

H 

Price 

Net Price 

64AI0.05 

.05 

2-pe 

a 

2ft 

$3.70 

$2.22 

64AI0-.I 

.1 

2^6 


2ft 

3.95 

2.37 

64AI0..25 

25 

2&, 


2ft 

4.15 

2.49 

64AI0-.5 

^5 

2& 


2ft 

4.40 

2.64 

64AI0-i. 

1.0 

. IVs 

ii% 

2m 

5.15 

3.09 

NOTE: Not 

normally carried in 

stock. 

Available 

on special 

order only. 


NOTE: Packaging: Individual display carton. 

NOTE: Tiie above units built to comply with the electrical requirements of 
specification JAN-0-2r) Style CP-61-63-65-67-69. 


TYPE 40 PAPER CAPACITORS 


Catalog 

Capacity 

Working 

— Size — 

List 

Resa’e 

Number 

mfd. 

Volts D.C. 

Dia. Len. 

Price 

Net Price 

4006-1 

1. 

600 

1 1/2 X 1 % 

$3.85 

$2.31 

4006-2 

2. 

600 

11/2 X 2 % 

4.60 

2.76 

4006-4 

4. 

600 

11/2 X 3 % 

6.30 

3.78 

4010-1 

1 

1000 

11/2x2 % 

4.20 

2.52 

4010-2 

2. 

1000 

11/2 X 3 % 

5.45 

3.27 

40I5-.25 

.25 

1500 

11/2x1 % 

4.85 

2.91 

40I5-.5 

.5 

1.500 

11/2x2 % 

5.00 

3.00 

4015-1 

1. 

1500 

11/2 X 3% 

5.45 

3.27 


TYPE 41 PAPER 

CAPACITORS 



Catalog 

Capacity 

Working 

— Size — 

List 

Resale 

Number 

mfd. 

Volts D.C. 

Dia. Len. 

Price 

Net Price 

4106-1 

1. 

600 

11/2x1 % 

$4.71) 

$2.82 

4106-2 

2. 

600 

11/2x2 % 

5.40 

3.24 

4106-4 

4. 

600 

IVz X 3 % 

7.10 

4.26 

4i lO-l 

1. 

1000 

11/2 X 2 % 

5.00 

3.00 

4110-2 

2. 

1000 

11/2 X 3 % 

6.30 

3.78 

41 I5-.25 

.25 

1500 

11/2 X 1 % 

5.65 

3.39 

41 I5-.5 

.5 

1500 

11/2 X 2 % 

5.85 

3.51 

4115-1 

1. 

1500 

11/2X3 % 

6.30 

3.78 


NOTE: Packaging: Individual display carton. 
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SANGAMO CAPACiTOKS 


PAPER CAPACITORS 


TYPE 

SANGAMO Type 71 diaclor impregnated and filled paper 
capacitors have the advantage of light >veight, and are smaller 
than the case size specified by JAN-C-25. Diaclor* is a spe¬ 
cially compounded, chemically purified chlorinated dielectric 
oil. This synthetic impregnant, whose characteristics can be 
controjiled with great uniformity, possesses a high dielectric 
constatit, high volume resistivity, low power factor, high dielec¬ 
tric strength, and is non-inflammable and non-explosive. Type 
A mounting brackets are supplied with each capacitor as 
standard equipment. If Type B or C brackets are required, they 
must be specified when ordering. Either composition rivet or 
stand-off porcelain terminals can be supplied, and the type 
desired should be specified. 


600 V. D.C. Working 


Catalog 

Capacity 


Dimensions 

— Inches 


List 

Resale 

Number 

mfd. 

A 

B 

c 

D 

E 

F 

Price 

Net Price 

7I06-.5 

.5 


1* 

1% 

% 


214 

$4.70 

$2.82 

7106-1 

1. 

m 

lA 

2 

% 

m 

2% 

5.80 

3.48 

7106-2 

2. 

1^ 

1* 

2% 

% 


2 V 4 . 

7.15 

4.29 

7106-4 

4. 

2 Vs 


2% 

Ya 

IVa 

3 

9.10 

5.46 

7106-6 

6. 

2 Vs 

1* 

3% 

Ya 

IVa 

3 

11.30 

6.78 

7106-8 

8. 

3% 

1^4 

31/4 

Ya 

2 

4 % 

13.50 

8.10 

7106-10 

10 . 

3% 

iy4 

3% 

Ya 

2 

4Y8 

15.15 

9.09 


1000 V. 

D.C. 

Working 







BRACKET type A 

BRACKET 



Catalog Capacity 

Number mfd. 


2000 V. D.C. Working 

Dimensions — Inches 
A B C D E 


F 


List Resile 
Price Net Price 


Catalog 

Number 

Capacity 

mfd. 

A 

Dimensions 
B C 

D 

Inches 

E 

F 

List 

Price 

Resale 
Net Price 

71 lO-.l 

.1 

U2 

1A 

1% 

Ya 

U 

2V^ 

$4.15 

$2.49 

7110-.25 

.2.5 

m 

1 is 

1% 

Ys 

m 

21/4 

4.70 

2.82 

71 I0-.5 

.5 

lif 

lA 

2 

Ya 

n 

2y4 

4.95 

2.97 

7100-1 

1. 

m 

lis 

21/8 

Ys 

u 

2^/4 

6.35 

3.8 1 

71 10-2 

2. 

m 

lA 

3 Vs 

Ya 

u 

2 V 4 . 

8.25 

4.95 

71 10-4 

4. 

2 V 2 


41/8 

Ya 

IVb 

3 

10.45 

6.27 

71 10-6 

6. 

3% 

iy4 

3Y8 

Ya 

2 

43/8 

14.05 

8.43 

7110-8 

8. 

3% 

iy4 

4% 

Ya 

2 

43/8 

15.15 

9.09 

7110-10 

10. 

3 % 

1% 

41/4 

Ya 

2 

4% 

16.80 

10.08 

7110-12 

12, 

3 % 

2y4 

3Y8 

Ya 

2 

43/8 

18.15 

10.89 

7110-15 

15. 

3% 

2ya 

4% 

% 

2 

48/8 

20.10 

12.06 

Catalog 

Number 

Capacity 

mfd. 

1500 Y. D.C. 

Dimensions 

ABC 

Working 

— Inches 

D E 

F 

List 

Price 

Resale 
Net Price 

7II5-.5 

.5 


1 * 

21/4 

Ya 


2y4 

$6.35 

$3.81 

7115-1 

1. 

ifg 

1^8 

31/4 

Ya 

n 

21/4 

7.45 

4.47 

7115-2 

2. 

21/2 

life 

3% 

Ys 

IVb 

3 

10.45 

6.27 

7115-4 

4. 

3% 

IVi 

41/4 

Ya 

2 

4Y8 

14.05 

8.43 

7115-6 

6. 

3 %. 

1 % 

41/2 

Ya 

2 

4Y9 

17.Q5 

10.23 

7115-8 

8. 

3 %. 

2 V 2 

4% 

Ya 

2 

4Y8 

20.90 

12.54 

71 15-10 

10. 

33/4 

3ife 

41/8 

Ya 

2 

4% 

25.05 

15.03 

7115-12 

12. 

3 % 

3A 

4% 

Ys 

2 

43/8 

27.25 

16.35 

71 15-15 

15. 

3% 

43^ 

41/4 

Ys 

2 

4Y8 

30.00 

18.00 


NOTE: Standard tolerance ±10%, 

NOTE: Brackets supplied at no extra cost. 


7I20-.I 

.1 

Iff 

.lis 

lYa 

■1 % 

ii 

2V^ 

$6.60 

$G«96 

7I20-.25 

.25 

m 

lA 

2 

1% 

ii 

21/4 

7.15 

4:29 

7I20-.5 

.5 


1* 

2Y8 

1% 

U 

21/4 

7.45 

4.47 

7120-1 

1. 

2 V 2 

life 

3y4 

1% 

iVs 

3 

9.10 

5.46 

7120-2 

2. 

3 % 

ly^ 

sy* 

13/8 

2 

4% 

10.75 

6.45 

7120-4 

4. 

3 % 

2 V 4 . 

3^4 

1% 

2 

43/8 

15.15, 

9.09 

7120-6 

6. 

3 % 

2 V 2 

4^4 

1% 

2 

4% 

20.10 

12.06 

7120-8 

8. 

3 3A 

3ife 

4% 

lYi 

2 

43/8 

25.05 

15.03 

7120-10 

10. 

3%' 

4i% 

434 

1 

2 

4% 

30.55 

18.33 

7120-12 

12 . 

3% 

4i% 

sy. 

1% 

2 

43/8 

33.30 

19.98 

Catalog 

Number 

Capacity 

mfd. 

2500 V. D.C. 

Dimensions 

ABC 

. Working 
i — Inches 

D E 

F 

List 

Price 

Resale 
Net Price 

7I25-.5 

.5 

2% 

Ij^ 

2Y8 

13/4 

lys 

3 

' $lif.55 

$6.93 

7125-1 

1. 

3% 

l'^ 


13/4 

2 

4% 

13.20 

7.92 

7125-2 

2. 

3% 

13^ 

4 % 

1% 

2 

4% 

21.45 

12.87 

7125-4 

4. 

3% 

2 V 4 . 

3 Vs 

1% 

2 

4% 

30.00 

18.00 

7125-10 

10. 

3% 

4ife 

6 

1% 

2 

4% 

75.10 

45.06 

Catalog 

Number 

Capacity 

mfd. 

3000 V. D.C 

Dimensions 
A B C 

. Working 

; — Inches 

D E 

F 

List 

Price 

Resale 
Net Price 

7I30-.I 

.1 

21/2 

1^ 

2 

1% 

1 % 

3 

$14.05 

$8.43 

7I30-.25 

.25 

2^A 

lik 

2% 

1% 

lys , 

3 ,> ■ 

14.85 

8.91 

7I30-.5 

.5 

2Va 

lA 

3% 

1% 

lys 

■3 

16.80 

10.08 

7130-1 

1. 

3% 

IH 


1% 

2 

4% 

20.10 

12.06 

7130-2 

2. 

3% 

21/4 

4^5 

1% 

2 

43/3 

25.05 

15.03 

7130-4 

4. 

3% 

4 A 

41/4 

1% 

2 

4% 

36.85 

22.11 


TYPE 21 

Hermetically sealed in metal 
tubes, the SANGAMO Type 21 
paper capacitor is primarily de¬ 
signed for bypass and coupling 
applications. They qre non-in- 
ductively wound; and, impreg¬ 
nated and filled with mineral oil 
assuring greatest stability of capacity and low power factor 
over the wide range of temperatures from —55°C. to -f-85‘’C. 
These units are built to comply with the electrical requirements 
of Specification JAN-C-25 Style CP 25-26-27-28-29. 

TYPE 21 METAL CASES MINERAL OIL PAPER CAPACITORS 
600 W.V. D.C. 


Catalog 

Capacity 

— Size — 

List 

Resale 

Number 

mfd. 

Dia. Len. 

Price 

Net Price 

2l06-,003 

.003 

V 2 X life 

$0.95 

$0.57 

2I06-.006 

.006 

V 2 X 1 - 1 % 

.95 

.57 

2I06-.0I 

.0 1 

V 2 X life 

.95 

.57 

2I06-.02 

.02 

y2 X 

1.05 

.63 

2/06-.03 

.03 

^ X 13% 

I.IO 

.66 

2I06-.05 

.05 

% X 1 ^ 

I.IO 

.66 

2I06-.06 

.06 

% X l i% 

1.10 

.66 

2l06-.( 

.1 

% X iji 

1.25 

.75 

2I06-.25 

.25 

m X 2i% 

1.70 

1.02 

2I06-.5 

.5 

X 2^ 

2.20 

1.32 


Copyright by U. C. P., Inc. 



1000 

W.V. D.C. 



Catalog 

Capacity 

— Size — 

List 

Resale 

Number 

mfd. 

Dia. Len. 

Price 

Net Fric.y 

2110 -. 0 O 6 

.006 

% X life 

$ 1.10 

: $ 0.66 

21 lO-.Ol 

.01 

V 2 X 1ft 

I.IO 

.66 

21 I0-.05 

.05 

% X lii 

1.30 

.78 

2II0-.I 

.1 

a X 2ft 

1.50 

.90 

2II0-.25 

.25 

1ft X 2ft 

2.30 

1.38 


1600 

W.V. D.C. 



Catalog 

Capacity 

— Size — 

List 

Resale 

Number 

mfd. 

Dia. Len. 

Price 

* Net Prie* 

21 i6-.0005 

.0005 

% X 1ft 

$ 1.10 

$ 0.66 

2116-.00I 

.001 

% X Ift 

I.IO 

:66 

21 I6-.002 

.002 

% X Ift 

I.IO 

.66 

2M6-.005 

.005 

% X 1ft; 

1.20 

.72 

21 I6-.0I 

.01 

% X 1 ft 

1.20 

. .72 

21 I6-.02 

.02 

% X 1ft 

1.30 

.78 

2116-.05 

.05 

ii X 2ft 

1.30 

.78 

21 I 6 -.I 

.1 

1ft X 2 ft 

2.10 

i:.26 


2000 

W.V. D.C. 


■ •! 

Catalog 

Capacity 

— Size — 

List 

Resale 

Number 

mfd. 

Dia. Len. 

Price 

Net Price 

2(20-.0005 

.0005 

ii X 1ft 

$1.25 

$0.75 

2I20-.00I 

.001 

yi X 1 ft 

1.25 

.75 

2120-.005 

.005 

if X 1ft 

1.25 

.75 

2I20-.OI 

.01 

^ X 1ft 

1.25 

.75 

2I20-.02 

.02 

if X lii 

1.30 

.78 

2I20-.05 

.05 

ii X 2ft 

1.45 

.87 
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SANGAMO CAPACITORS 


NEW MOLDING COMPOUND FOR 


TYPE RR 


SILVERED MICA CAPACITORS 


SANGAMO WIRE LEAD MICAS 

Ail SANGAMO wire-lead micas are molded in 
HUMIDITITE, a new molding compound devel¬ 
oped by Sangamo, that gives them moisture 
resistance characteristics far superior to any 
others on the market. The standard mbisture 
resistance test described in MiL-C-5A (proposed) 
Specification requires mica capacitors to offer at 
least 100 megohms of insulation resistance after 
ten 24-hour cycles in a humidity chamber at 
90% to 95% relative humidity. The best com¬ 
petitive micas barely meet this requirement . . . 
but Sangamo HUMIDITITE Micas, under the same 
conditions, all tested in excess of 50,000 meg¬ 
ohms! For additional information about HUMIDI¬ 
TITE, write for Engineering Bulletin No. TS-lll. 



T 


Catalog 

Capacity 

Wkg. 

Catalog 

Capacity 

Wkg. 

Number 

Mfd. 

Volts D.C. 

Number 

Mfd. 

Volts D.e*^ 

RR-1550 

.000006 

500 

RR-1475 

.000075 

500) 

RR-1410 

.00001 

500 

RR-1482 

.000082 

600) 

RR-1412 

.000012 

500 

RR-1491 

.000091 

500 

RR-1415 

.000015 

500 

RR-1310 

.0001 

600 

RR-1418 

.000018 

500 

RR-1312 

.00012 

500 

RR-1420 

.00002 

600 

RR-1315 

.00015 

500 

RR-1422 

.000022 

500 

RR-1318 

.00018 

500 

RR-1424 

.000024 

500 

RR-1320 

.0002 

500 

RR-1427 

.000027 

500 

RR-1322 

.00022 

500 

RR-1430 

.00003 

500 

RR-1324 

.00024 

500 

RR-1433 

.000033 

500 

RR-1325 

.00025 

500 

RR-1436 

.000036 

600 

RR-1327 

.00027 

500 

RR-1439 

.000039 

600 

RR-1330 

.0003 

500 

RR-1443 

.000043 

500 

RR-1333 

.00033 

500 

RR-1447 

.000047 

500 

RR-1336 

.00036 

500 

RR-1450 

.00005 

500 

RR-1339 

.00039 

500 

RR-1456 

.000056 

600 

RR-06343 

.00043 

300 

RR-1462 

.000062 

500 

RR-06347 

.00047 

300 

RR-1468 

.000068 

600 

RR-06351 

.00051 

300 


NOTE: Standard tolerance ±5%, but in no instance less thani 
±1 mmf. 

NOTE: Capacitors are identified by color coding. Size of cjasxg 
prohibits stamping of ratings. 

NOTE: Packaging: 10, 26, 60 or 100 per display carton. 


TYPEK Mica Capacitor 


TYPE KR Silvered Mica 



Type K Mica I 

Type KR Silvered Mica 

Catalog 

Capacity 

List 

Net 

Catalog 

Capacity 

List 

Net 

Number 

nifd. 

Price 

Price 

Number 

Mfd. 

Price 

Price 

500 

V.D.C. Working 


500 V.D.C. Working 


1000 V.D.C. 

Test 


1000 V.D.C. 

. Test 


K-1550 

.000005 

$0.25 

$0.15 

KR.1550 

.000005 

$0.45 

$0.27 

K-1410 

.00001 

.25 

.15 

KR-1410 

.00001 

.40 

.24 

K-1415 

.000016 

.25 

.15 

KR-1415 

.000015 

.40 

.24 

K-1420 

.00002 

.25 

.15 

KR.1420 

.00002 

.40 

.24 

K-1425 

.000025 

.25 

.15 

KR-1425 

.000025 

.40 

.24 

K-1430 

.00003 

.25 

.15 

KR-1430 

.00003 

.40 

.24 

K-1439 

.000039 

.25 

.15 

KR-1439 

.000039 

.40 

.24 

K-1443 

.000043' 

.20 

.12 

KR-1443 

.000043 

.40 

.24 

K.1450 

.00005 

.20 

.12 

KR-1450 

.00006 

.40 

.24 

K.1475 

.000075 

.20 

.12 

KR-1475 

.000076 

.40 

.24 

K-ISIO 

.0001 

.20 

.12 

KR-1310 

.0001 

.40 

.24 

K-1315 

.00015 

.20 

.12 

KR-1315 

.00015 

.45 

.27 

K-1320 

.0002 

.20 

.12 

KR-1320 

.0002 

.45 

.27 

K-1325 

.00026 

.25 

.15 

KR-1325 

.00025 

.45 

.27 

K-1330 

.0003 

.25 

.15 

KR-1330 

.0003 

.55 

.33 

K-1340 

.0004 

.25 

.15 

KR-1340 

.0004 

.65 

.39 

K-1350 

.0005 

.25 

.15 

KR-1350 

.0005 

.70 

.42 

K.1370 

.0007 

.35 

.21 

KR-1370 

.0007 

.75 

.45 

K-1380 

.0008 

.35 

.21 

KR-1380 

.0008 

.80 

.48 

K-1210 

.001 

.35 

.21 

KR-1210 

.001 

.90 

.54 

Standard tolerance, ±20%, 

1 Standard tolerance, ±5%, 

B characteristic. 



1 C characteristic. 




Inquiry should be directed to the factory as to the avail¬ 
ability of capacities and voltages other than those listed. 


TYPEC Mica Capacitor 


TYPE OR Silvered Mica 




.... 

--if MIN- 

-c 

±2' 


I- 


j 


Type C Mica 

Catalog i 

Capacity 

List 

Net 

Number 

Mfd. 

Price 

Price 

500 V.D.C. Working— 

1000 

V.D.C. 

. Test 


C-1350 

.0005 

$0.25 

$0.15 

C-1362 

.00062 

.25 

.15 

C-1375 

.00075 

.25 

.15 

C-1380 

.0008 

.25 

.15 

C-1390 

.0009 

.25 

.15 

C-1210 

.001 

.30 

.18 

C-1215 

.0015 

.30 

.18 

C-1220 

.002 

.40 

.24 

C-1225 

.0025 

.45 

.27 

♦C-1230 

.003 

.50 

.30 

♦C-1240 

.004 

.55 

.33 

♦C-1250 

.005 

.60 

.36 

♦C-1260 

.006 

.65 

.39 

300 V.D.C. Working 

— 

600 

V.D.C. 

Test 


♦C-06275 

.0075 

.90 

.54 

♦C-06280 

.008 

1.00 

.60 

♦C-06290 

.009 

1.00 

.60 

♦C-06110 

.01 

1.20 

.72 


Type CR Silvered Miccb 

Catalog Capacity List Niet" 

Number_IVlfd. Price PiHifte 


500 V.D.C. Working*-* 
1000 V.D.C. Test 


CR-1350 

.0005 

$0.Tft 

$0.42 

CR-1362 

.00062 

.m 

.48 

CR-1375 

.00075 

.85 

.51 

CR-1380 

.0008 

.95 

.57 

CR-1390 

.0009 

i.eo 

.60 

CR-1210 

.001 

1.10 

.66 

CR-1215 

.0015 

1.35 

.81 

CR-1220 

.002 

1.35 

.81 

CR-1225 

.0025 

1.80 

1.08 

♦CR-1230 

.003 

2.05 

1.23 

♦CR-1240 

.004 

2.15 

1.29 

♦CR-1250 

.005 

2.25 

1.35 

♦CR-1260 

.006 

2.40 

1.44 

300 V.D.C. Working 


600 

V.D.C. 

Test 


♦CR-06275 

.0076 

2.60 

1.56: 

♦CR-06280 

.008 

2.80 

1.68: 

♦CR-06290 

.009 

3.10 

1.86; 

♦CR-06110 

.01 

3.40 

2w04l 


standard tolerance, ±20%, 
B characteristic. *Thickness 


Standard tolerance, ±5%, 

C characteristic. ♦Thickness Ji'*' 


Inquiry should be directed to the factory as to the avail¬ 
ability of capacities and voltages other than those listed. 
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SANGAMO CAPACITORS 


TYPE A MICA CAPACITORS 



TYPE H MICA CAPACITORS 



Catalog 

Number 

Capacity 

Mfd. 

List 

Price 

Net 

Price 

600 W.V.D.C.—1200 T.V.D.C. 

A-T1450 

.00005 

$1.45 

$0.87 

A-T1310 

.0001 

1.45 

.87 

A-T1315 

.00015 

1.45 

.87 

A-T1320 

.0002 

1.45 

.87 

A-T1325 

.00025 

1.45 

.87 

A-T1350 

.0005 

1.45 

.87 

A-T1210 

.001 

1.45 

.87 

A-T1220 

.002 

1.65 

.99 

A-T1225 

.0025 

1.70 

1.02 

A-T1230 

.003 

1.85 

1.11 

A-T1240 

.004 

2.00 

1.20 

A-T1250 

.006 

2.10 

1.26 

A-T1260 

.006 

2.20 

1.32 

A-T1280 

.008 

2.45 

1.47 

A-TlllO 

.01 

2.80 

1.68 

A-T1115 

.015 

3.05 

1.83 

A-Tn 20 

.02 

3.55 

2.13 

A-TU25 

.025 

4.35 

2.61 

A-T1130 

.03 

4.55 

2.73 

A-K1140* 

.04 

5.85 

3.51 

A-K1150* 

.05 

7.10 

4.26 

A-K1160* 

.06 

8.05 

4.83 


1200 W.V.D.C.—2500 T.V.D.C. 


A-T2450 

.00005 

$1.60 

$0.96 

A-T2310 

.0001 

1.60 

.96 

4-T2315 

.00015 

1.60 

.96 

A-T2320 

.0002 

1.60 

.96 

4-T2325 

.00025 

1.60 

.96 


Catalog 

Number 

Capacity 

Mfd. 

List 

Price 

Net 

Price 

A-T2350 

.0005 

$1.60 

$ .96 

A-T2210 

.001 

1.90 

1.14 

A-T2220 

.002 

2.50 

1.50 

A-T2225 

.0025 

2.80 

1.68 

A-T2230 

.003 

2.95 

1.77 

A-T2240 

.004 

3.10 

1.86 

A-T2250 

.005 

3.30 

1.98 

A-T2260 

.006 

3.45 

2.07 

A-T2280 

.008 

4.10 

2.46 

A-T2110 

.01 

4.70 

2.82 

A-K2115* 

.015 

5.80 

3.48 

A-K2125* 

.02 

7.05 

4.23 

A-K2125* 

.025 

7.90 

4.74 

A-K2130* 

.03 

8.10 

4.86 


2500 W.V.D.C.~5000 T.V.D.C. 


A-T5450 

.00005 

$1.90 

$1.14 

A-T5310 

.0001 

1.90 

1.14 

A-T5325 

.00025 

2.15 

1.29 

A-T5350 

.0005 

2.55 

1.53 

A-T5210 

.001 

2.90 

1.74 

A-T5220 

.002 

4.25 

2.55 

A-T5225 

.0025 

4.60 

2.76 

A-T5230 

.003 

5.10 

3.06 

A-T5240 

.004 

5.65 

3.39 

A-K5250* 

.005 

6.20 

3.72 

A-K5260* 

.006 

6.35 

3.81 

A-K5280* 

.008 

6.85 

4.11 

A-K5110* 

.01 

7.30 

4.38 

A-K5115* 

.015 

8.05 

4.83 


Catalog 

Number 

Capacity 

Mfd. 

List 

Price 

Net 

Price 

6C0 W.V.D.C.— 1200 T.V.D.C. 

H-T1450 

.00005 

$1.20 

$0.72 

H-T1310 

.0001 

1.20 

.72 

H-T1320 

.0002 

1.20 

.72 

H-Tlt25 

.00025 

1.20 

.7,. 

H-T1330 

.0003 

1.20 

.72 

H-T1340 

.0004 

1.20 

.72 

H-T1350 

.0005 

1.20 

.72 

H-T1210 

.001 

1.20 

.72 

H-T1215 

.0015 

1.20 

.72 

H-T1220 

.002 

1.30 

.78 

H-T1225 

.0025 

1.30 

.78 

H-T1230 

.003 

1.45 

.87 

H-T1240 

.004 

1.50 

.90 

H-T1250 

.005 

1.55 

.93 

H-T1260 

.006 

1.80 

1.08 

H-T1270 

.007 

1.85 

1.11 

H-T1280 

.008 

1.90 

1.14 

H-TlllO 

.01 

2.15 

1.29 

H-K1115* 

.015 

2.65 

1.59 

H-K1120* 

.02 

3.05 

1.83 

H-K1125* 

.025 

3.60 

2.16 

H-K1130* 

.03 

4.45 

2.67 


12C0 W.V.D.C.—2500 T.V.D.C. 


H-T2450 

.00005 

$1.60 

$0.96 

H-T2310 

.0001 

1.60 

.96 

H-T2320 

.0002 

1.60 

.96 

H-T2325 

.00025 

1.60 

.96 


Catalog 

Number 

Capacity 

Mfd. 

List 

Price 

Net 

Price 

H-T23:.0 

.0003 

$1.60 

$ .96 

H-T2340 

.0004 

1.60 

.96 

H-T2350 

.0005 

1.60 

.96 

H-T2210 

.001 

1.80 

1.08 

H-T2215 

.0015 

2.30 

1.38 

H-T2220 

.002 

2.40 

1.44 

H-T2225 

.0025 

2.80 

1.68 

H-T2230 

.003 

3.05 

1.83 

H-K2240* 

.004 

3.05 

1.83 

H-K2250* 

.005 

3.30 

1.98 

H-K2260* 

.006 

3.30 

1.98 

H-K2280* 

.008 

3.85 

2.31 

H-K2110* 

.01 

5.10 

3.06 


2500 W.V.D.C.—5000 T.V.D.C. 


H-T5450 

.00005 

$1.90 

$1.14 

H-T5310 

.0001 

1.90 

1.14 

H-T5320 

.0002 

1.90 

1.14 

H-T5325 

.00025 

2.20 

1.32 

H-T5330 

.0003 

2.25 

1.35 

H-T5340 

.0004 

2.30 

1.38 

H-T5350 

.0005 

2.40 

1.44 

H-T5210 

.001 

2.80 

1.68 

H-T5215 

.0015 

3.55 

2.13 

H-K5220* 

.002 

4.15 

2.49 

H-K5230* 

.003 

4.90 

2.94 

H-K5240* 

.004 

5.65 

3.39 

H-K5250* 

.005 

6.40 

3.84 


*Thickness %" — Standard Insulators are available if desired, 
tf .144" clearance holes are required, designate by adding letter 
“A” to Type No. (AA).. 


♦Thickness 29/61". For meter mounting bracket add letter “E”' 
to Type designation ; if assembled add 30 cents to list price ; if 
unassembled add 20 cents and specify case size. 


Standard tolerance ±10%. B Characteristic, unless otherwise 
specified. 


Standard tolerance ±10%. B Characteristic, unless otherwise 
specified. 


Inquiry should be directed to the factory as to the availability of 
capacities and voltages other than those listed above. 


Inquiry should be directed to the factory as to the availability of 
capacities and voltages other than those listed above. 


Prices subject to change without notice. 


TYPE FI 

MICA CAPACITORS 




Types FI and F2 capacitors, 
the smallest of the Sangamo 
line of transmitting types, 
possess a range of voltage 
and current ratings suitable 
for many applications. They 
are housed in low loss molded 
bakelite cases. The mica and 
foil sections are permanently 
clamped, vacuum impreg¬ 
nated, and installed in the 
case in such a manner as to 
provide stable characteris¬ 
tics and adequate moisture 
proofing. 


TYPE FI MICA CAPACITORS 


Catalog 

Number 

Capacity 

Mfd. 

Peak 

Wkg. Volts 

List 

Price 

Net 

Price 

Fl-331 

.0001 

3000 

$12.60 

$7.66 

Fl-332 

.0002 

3000 

12.60 

7.56 

Fl-3325 

.00025 

3000 

12.60 

7.56 

Fl-335 

,0005 

8000 

12.80 

7.56 

Fl-321 

.001 

3000 

12.60 

7.56 

Fl-322 

.002 

3000 

12.60 

7.56 

FI-223 

.003 

2000 

12.60 

7.56 

Fl-224 

.004 

20"0 

12.60 

7.56 

Fl-225 

.005 

2000 

12.60 

7-56 

Fl-226 

.006 

2000 

12.60 

7.56 

Fl-1528 

.008 

1500 

12.60 

7.56 

Fl-111 

.01 

1000 

12.60 

7.56 

Fl-112 

.02 

1000 

14.30 

8.58 

Fl-0215 

.05 

250 

14.30 

8.58 

Fl-0201 

.1 

250 

15.10 

9.06 


Standard tolerance ±5%, B characteristic. Inquiry should be 
directed to the factory for availability of capacities and voltages 
other than those listed above. Prices subject to change without 
notice. 


Net 
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SANGAMO CAPACITORS 


TYPE F2 


MICA CAPACITORS 

/^"holes 




TVpes FI and F2 capacitors, 
tRie smallest of the Sangamo 
I'hes of transmitting types, 
possess a range of voltage 
and current ratings suitable 
for many applications. They 
cire housed in low loss molded 
akelite cases. The mica and 
foil sections are permanently 
lamped, vacuum imprei- 
i’ated, and installed in the 
c<^se^ in such a manner as to 
provide stable characteris¬ 
tics and adequate moisture 
proofing. 


TYPE F2 MICA CAPACITORS 


Catalog 

Number 

Capacity 

Mfd. 

Peak 

Wkg. Volts 

List 

Price 

Price 

F2-531 

.0001 

5000 

$17.30 

$10.38 

F2-5325 

.00025 

5000 

17.30 

10.38 

F2-535 

.0005 

5000 

17.30 

10.38 

F2-536 

.0006 

5000 

17.30 

10.38 

F2-521 

.001 

5000 

17.30 

10.38 

F2-522 

.002 

5000 

17.30 

10.38 

F2-523 

.003 

5000 

17.30 

10.38 

F2-325 

.005 

3000 

17.30 

10.38 

F2-326 

.006 

3000 

17.30 

10.38 

F2-211 

.01 

2000 

17.30 

10.38 

F2-212 

.02 

2000 

17.30 

10.38 

F2-1515 

.05 

1500 

17.30 

10.38 

F2-050] 

.1 

500 

19,20 

11.52 

F2-0202 

.2 

250 

25.25 

15.15 

F2-02025 

.25 

250 

27.90 

16.74 


standard tolerance dz5%, B characteristic. Inquiry should be 
directed to the factory for availability of capacities and voltages 
other than those lisfed above. Prices subject to change without 
rtotice. 



TYPES Gl, G2, G3 

AND G4 MICA CAPACITORS 



TYPE Gl 


Catalog 

Number 

Capacity 

Mfd. 

Peak 

Wkg. Volts 

List 

Price 

Resale 

Net 

Price 

G 1-641 

.00001 

6000 

$35.45 

$21.27 

G 1-645 

.00005 

6000 

38.20 

22.92 

G 1-631 

.0001 

6000 

40.60 

24.36 

GI-632 

.0002 

6000 ■ 

40.60 

24.36 

GI-634 

.0004 

6000 

44.35 

26.61 

GI-635 

.0005 

6000 

46.65 

27,99 

G 1-621 

.001 

6000 

46.65 

27.99 

G1-62 t5 

.0015 

6000 

48.90 

29.34 

G 1-6 22 

.002 

6000 

48.90 

29.34 

Gl-623 

.003 

6000 

50.60 

30.36 

Gi-624 

.004 

6000 

50.60 

30.36 

GI-625 

.005 

6000 

50.60 

30.36 

GI-526 

.006 

5000 

51.45 

30.87 

G1-51 1 

.01 

5000 

5 1.45 

30.87 

GI-41 15 

.015 

4000 

51.45 

30.87 

Gl-312 

.02 

3000 

51.45 

30.87 


TYPE G2 





Resale 

Catalog 

Capacity 

Peak 

List 

Net 

Number 

Mfd. 

Wkg. Volts 

Price 

Price 


G2-I03I .0001 10000 $65.55 $39.33 

62-10315 .00015 10000 65.55 39.33 

62-1032 .0002 10000 65.55 39.33 

G2-I0325 .00025 10000 65.55 39.33 

G2-I035 .0005 10000 65.55 39.33 

G2-I02I .001 , 10000 65.55 39.33 

G2-10212 .0012 10000 65.55 39.33 

G2-I02I5 .0015 10000 65.55 39.33 

G2.I022 .002 10000 65.55 39.33 

G2-823 .003 8000 65.55 39.33 

G2-824 .004 8000 65.55 39.33 

G2-525 .005 5000 65.55 39.33 

G2-526 .006 5000 69.15 41.49 

G2-5(l .01 5000 69.15 41.49 

G2-4II5 .015 4000 69.15 41.49 

G2-3I2 .02 3000 69.15 41.49 


Type G ceramic cased capacitors are intended for service where 
highest voltage and R.F. current ratings are required, such as in 
commercial transmitting or induction heating applications. All 
possible steps are taken in design and manufacturing operations to 
insure permanence of quality. Current ratings of these four sizes 
as well as detailed information on the Type G5 will be supplied 
upon request. Terminal plates are designed to permit anjr usual 
connecting or mounting practices. 

Prices subject to 






TYPE Gl, 

2 , 3 and 4 

TYPE G3 






Catalog 


Capacity 

Peak 

List 

Resale 

Net 

Number 


Mfd. 

Wkg. Volts 

Price 

Price 

G3-2045 


.00005 

20000 

$110.90 

$66.54 

G3-203I 


.0001 

20000 

121.00 

72.60 

G3-2032 


.O0O2 

20000 

131.10 

78.66 

G3-20325 


.00025 

20000 

131.10 

78.66 

G3-2033 


.0003 

20000 

131.10 

78.66 

G3-2035 


.0005 

20000 

137.15 

82.29 

G3-2038 


.0008 

20000 

137.15 

82.29 

G3-202I 


.001 

20000 

141.15 

84.69 

G3-I52I5 


.0015 

15000 

143.20 

85.92 

G3-f522 


.002 

15000 

143.20 

85.92 

G3-I523 


.003 

15000 

151.25 

90.75 

G3-I524 


.004 

15000 

151.25 

90.75 

G3-I025 


.005 

10000 

151.25 

90.75 

G3-I026 


.006 

10000 

151.25 

90.75 

G3-I028 


.008 

10000 

I5i.25 

90.75 

G3-I0I1 


,01 

10000 

151.25 

90.75 

G3-5I2 


.02 

5000 

151.25 

90.75 

G3-3I3 


.03 

3000 

151.25 

90.75 

TYPE G4 





Catalog 


Capacity 

Peak 

List 

Resale 

Net 

Number 


Mfd. 

Wkg. Volts 

Price 

Price 

G4-3043 


.00003 

30000 

$167.90 

$100.74 

G4-3045 


.00005 

30000 

167.90 

100.74 

G4.303I 


.0001 

30000 

210.30 

126.18 

G4-303I5 


.00015 

30000 

210.30 

126.18 

G4-30325 


.00025 

30000 

221.16 

132.69 

G4-3035 


.0005 

30000 

221.16 

132.69 

G4-3038 


.0008 

30000 

221.16 

132.69 

G4-302I 


.001 

30000 

229.10 

137.46 

G4-252I5 


.0015 

25000 

229.10 

137.46 

G4-2022 


.002 

20000 

229.10 

137.46 

G4-2023 


.003 

20000 

229.10 

137.46 

G4-2024 


.004 

20000 

234.35 

140.61 

G4-1525 


.005 

15000 

242.00 

145.20 

G4-I526 


.006 

15000 

252.25 

151.35 

G4-I228 


.008 

12000 

260.00 

156.00 

G4- 101 I 


.01 

10000 

272.44 

163.46 

G4 612 


.02 

6000 

272.44 

163.46 

G4-5I4 


.04 

5000 

272.44 

163.46 

Standard tolerance ±5%, 

B characteristic. 

TYPE G 

MICA CAPACITOR DIMENSIONS 

— INCHES 

Type 

A 

B 

C 

D 

E F 

Gl 


m 

2^1 

1/4 

2% hi 

G2 

4V4 

5 

SVa 


3 .272 

G3 

5% 

6V2 

5 

% 

4 .377 

G4 

5% 


5 

% 

5% .377 

G5 

8 

9 

6% 

V2 10 li 


Inquiry as to the availability of capacities and voltages other than 
those listed above should be directed to the factory, 
ige without notice. 


Radio’s Master — 18th Edition 

Page P-130 


Net 


Copyright by U. C'. P., Inc. 






SANGAMO CAPACITORS 



Sang-amo 

Type 

Circuit 

Diagram 

Maximum 

Operating 

Temperature 

Impregnant 

Element 

Construction 

SA 

Grounded 

85°C 

Sanowax 

Tab. 

SB 

Insulated 

85“C 

Sanowax 

Tab. 

SC 

Grounded 

85°C 

Etherm 

Tab. 

SD 

Insulated 

85°C 

Etherm 

Tab. 

SE 

Grounded 

125°C 

Etherm 

Tab. 

SF 

Insulated 

125°C 

Etherm 

Tab. 

SG 

Grounded 

85°C 

Sanowax 

Extended Foil 

SH 

Insulated 

85'’C 

Sanowax 

Extended Foil 

SI 

Grounded 

85°C 

Etherm 

Extended Foil 

SJ 

Insulated 

85°C 

Etherm 

Extended Foil 

SK 

Grounded 

125°C 

Etherm 

Extended Foil 

SM 

Insulated 

12b°C 

Etherm 

Extended Foil 


SUBMINIATURE PAPER CAPACITORS 
^ HERMETICALLY SEALED 

IN METAL CANS... 


Types SA thru SM are rhiniaturized, high qual¬ 
ity, hermetically sealed paper tubular capacitors. 
These units are encased in non-magnetic tubular 
metal cases. Hermetic sealing is accomplished by 
the use of glass-to-Kovar solder-seal terminals. 
Types SA thru SM are available in capacities 
from .001 to 1.0 mfd. and in WDVC ratings 
from 100 to 1000 volts. They can be operated 
at temperatures ranging from — 55° C. to 
-f-125° C. For design convenience, several choices 
are available with regard to tolerances, circuit 
assembly, lead styles, mounting brackets, insu¬ 
lating sleeving, and inductive or non-inductive 
sections. For more complete information write for 
Engineering Bulletin No. TS-105. 






SILVERED MICA BUTTON CAPACITORS 

Small and light in weight, these silvered mica buttons are 
made particularly for high frequency circuit applications. Their 
high is indicative of their low loss. Rigidly constructed 

and electrically and mechanically stable, they meet all require¬ 
ments of component capacitors for V.H.F. and U.H.F. applica¬ 
tions. Tested for dielectric strength and leakage at 1250 V.D.C. 
(500 W.V.D.C. or 350 W.V.A.C.) . . . capacitance checked 
at r.f. . . . sealed against moisture for insulation resistance 
in excess of 10,000 megohms . . . high “Q” value standards 
at all capacities. Minimum capacitance tolerance limits of 
±;2 % or rhi mmf, whichever is greater, can be furnished; 
also buttons with temperature coefficients and drift character¬ 
istics up to “E” of the joint Army-Navy specification JAN-C-5. 
Operating range from minus 50** C. to plus 85° C. For more 
complete information, write for Engineering Bulletin TS-110. 



HERMETICALLY SEALED BUTTONS 

Most of the silvered mica button capacitors described in 
Engineering Bulletin TS-110 can be supplied on special order 
in hermetically sealed construction, utilizing giass-to-Kovar, 
solder-seal terminals. This process slightly increases overall 
capacitor length and provides an absolute moisture seal under 
ail operating conditions. These capacitors may be operated 
over a temperature range from — 55°C. to +100° C. Write 
for engineering information and prices on special hermetically 
sealeJ buttons for your particular applications. 



SANGAMO ELECTRIC COMPANY 

MARION, ILLINOIS 
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ERIE CERAMICONS® 





DIMENSION SPECIFICATION CHART 





Leads 

Insulation 




Radial 
VA' Min. 

Dipped 


1.213" 


Radial 
IV 4 " Min. 

Dipped 




Radial 
IV 4 " Min. 

Dipped 


1— 





m 



■BMl 


H 



iiHi 



muyii 

11^191 

wmwR 

BBw 


ERIE CERAMICONS are small fixed capacitors consisting essentially of a Ceramic 
dielectric with silver electrodes which are fired on at a very high temperature. Erie 
Ceramicons are outstanding because of their excellent high frequency characteristics, 
small size, rugged construction and availability in a wide range of capacity values. 

GENERAL PURPOSE CERAMICONS are ideally suited for 

such applications as coupling and by-passing, in circuits where temperature coeffi¬ 
cient is not important—in other words for all receiver applications except in fre¬ 
quency determining circuits. Working voltage —500 volts D. C. Use Erie “GP** 
Ceramicons as replacements for molded mica and paper tubular capacitors. 


ORDER BY PART NUMBER FROM TABLE BELOW 


Part No. 

Capacity (MMF) 

List 

GPlK-050 

5 

.25 

GPlK-100 

10 

.25 

GPlK-120 

12 

.25 

GPlK-150 

15 

.25 

GPlK-180 

18 

.25 

GPlK-200 

20 

.25 

GPlK-220 

22 

.25 

GP1K-240 

24 

.25 

GPlK-250 

25 

.25 

GPlK-270 

27 

.25 

GPlK-300 

30 

.25 

GPlK-330 

33 

.25 

GPIK. 39 O 

39 

.25 

GPlK-470 

47 

.25 

GPIK-SOO i 

50 

.25 

GPlK-510 ! 

51 

,25 

GP1K-560 

56 

.25 

GPlK-680 

68 

.25 

GPlK-750 

75 

.25 

GPlK-820 

82 

.25 

GPlK-101 

100 

.25 

GP2K-121 

120 

.25 

GP2K-151 

150 

.25 

GP2K-181 

180 

.25 

GP2K-201 

200 

.25 

GP2K-221 

220 

.25 

GP2K-241 

240 

.25 

GP2K-251 

250 

.25 

GP2K-271 

270 

.25 


Part No. 

Capacity (MMF) 

List 

GP2K-301 

300 

.25 

GP2K-331 

330 

.25 

GP2K-361 

360 

.25 

GP2K-391 

390 

.25 

GP2K-471 

470 

.25 

GP2K-501 

500 

.25 

GP2K-511 

510 

.25 

GP2K-561 

560 

.25 

GP2K-681 

680 

.25 

GP2L-751 

750 

.25 

GP2L.102 

1,000 

.25 

GP2L-122 

1,200 

.25 

GP2L-152 

1,500 

.25 

GP2-333-182 

1,800 

.25 

GP2-333-202 

2,000 

.25 

GP2-333-222 

2,200 

.25 

GP2-333-252 

2,500 

.25 

GP2-333-272 

2,700 

.25 

GP2-333.302 

3,000 

.25 

GP2-333-332 

3,300 

.25 

GP2-333-402 

4,000 

.25 

GP2-333.472 

4,700 

.25 

GP2-333-502 

5,000 

.25 

GP3.333-562 

5,600 

.25 

GP3-333-602 

6,000 

.25 

GP3-333-682 

6,800 

.25 

GP3-333-752 

7,500 

.25 

GP3.333-103 

10.000 

.25 


Note: All GP values supplied ia standard 20% tolerance. 
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ERIE RESISTOR C O R PO R AT IO N—E R I E, PA. 

NPO Zero 
Temperature Coefficient CERAMICONS® 

KPO zero temperature coefficient Ceramicons are cons above 30 mmf is 1000 or higher. Below 30 
highly recommended for frequency determining mmf "Q" decreases slightly as capacity decreases, 
applications where no capacity change with change Working voltage—500 volts D. C. Can be used 
in temperature is desired. "Q'' for NPO Cerami- as replacements for silver mica condensers. 



ORDER BY PART NUMBER FROM TABLE BELOW 

































Part No. 

Capacity (MMF) 

List 

NPOK-200 

20 

.50 

NPOL-250 

25 

.50 

NPOL-330 

33 

.50 

NPO. 333.500 

50 

.55 

NPO. 333.750 

75 

.55 

NPO- 333-101 

100 

.55 

NPO-334-151 

150 

.60 

NPO-334-1750 

175 

.60 


Note: Standard tolez'ance supplied is + 10% 


Negative Temperature Coefficient CERAMICONS 

TOSO and N750 units provide temperature compensation Coefficient Ceramicons PlOO through N1400 are 
o eliminate drift. Positive and Negative Temperature available on special order through your distributor. 

ORDER BY PART NUMBER FROM TABLE BELOW 
ERIE TUBULAR TYPE N750 CERAMICONS ERIE TUBULAR TYPE N080 CERAMICONS 


Part No. 

Capacity (MMF) 

List 

N080-331-100 

10 

.60 

N080-331-220 

22 

.60 

N080-338-330 

33 

.60 

N080-338-470 

47 

.60 

N080-338-620 

62 

.60 


Part No. 



N750K-050 


BBHH^IBHi 

N750K-100 



N750K-470 



N750L-750 



N750L.101 


m^in 


Note: Standard tolerance supplied is i J0% 


ERIE UNIVERSAL 20 KV CERAMICONS 



A highly universal 20 KV television power supply filter 
Ceramicon. Five types of terminals are available. By se¬ 
lecting the correct combinations of these, the correct 
replacement is provided for practically any existing 
receiver. Approved by leading TV manufacturers for re¬ 
placement units. 

Capacity of 413 is 500 mmf Tol.± 20% 


ORDER BY PART NUMBER FROM TABLES BELOW 


Part No. 

List Price 

*413-501 

$ 2.05 ea. 

**413-501-6 

13.50 ea. 


* Does not include terminals, order them 
from terminal chart at right. 


** Kit of six bodies and assortment of 
fourteen terminals. 


TERMINALS 


Part No. 

List Price 

413-203 

.10 

413-204 

.10 

413-205 

.10 

413-206-1 

.10 

413-206-2 

.10 


Terminals are packaged 5 of a type per bag. 
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ERIE DISC CERAMICONS® 


Erie Disc Ceramicons consist of a flat Hi>K* the silver electrodes, and the unit is given a 

ceramic dielectric with silver fired onto the protective coating of phenolic. Very efficient 

dielectric. Lead wires are firmly soldered to at high frequencies. 



ORDER BY PART NUMBER FROM TABLE BELOW 


Part No. 


Capacity 

List 


Part No. 

Size-Max. Dia. 

Capacity 

List 

831.100 


10 MMF 

.25 


801-.002 



.25 


. M" , 

15 " 

.25 


811-.0O22 


.0022 

.25 

831-220 

M" - 

22 " 

.25 


811-.0033 

^Vd’ 

.0033 

.25 

831-330 

' V. K"' ■ 

33 " 

.25 


811-.0047 

'Vd' 

.0047 


801-470 

Vs” 

47-t; 

.25 


811-.005 


.005 


811-680 


68 ” 

.25 


8H-.0068 


.0068 


811-101 


100 " 

.25 


811-01 


.01 


811-lSl 

-y: 

150 ” 

.25 


821-.01 


.01 


811-221 


220 " 

.25 


817-.02 


.02 


821-331 


330 " 

.25 


812-001 


.001 Dual " 


821-471 


470 " 

.25 


812-.0015 


.0015 " 


801-681 


680 " 

.25 


812-.002 


.002 




HES&IlSSlHiil 

.25 


822-.003 


iii[Qgg]imnmiiiii 



3^" 

■KSiSmHil 

.25 



Yx" 

.004 " 



ERIE HIGH VOLTAGE DISC CERAMICONS 


Designed to employ the sanae basic diameters that have 
been standardized in 500 volt capacitors. Careful and 
detailed life testing has bee^ accomplished over a long 
period of time to establish required dielectric thickness¬ 


es to assure conservative ratings in the high voltage line* 
They differ in appearance from lower voltage units 
in having greater thickness, the degree of difference 
depending on voltage rating. 



6KV-330 


1500 VOLTS D.C.W. DISC CERAMICONS 


Patt No. 

Size-Max. Dia. 

Cap. (MMF) 

List 

1R5KV 4R7 

Ys" 

4.7 

.30 

3R5KV-6R8 

H" 

6.8 

.30 

1R5RV-100 

Ys" 

10 

.30 

1R5KV-150 

H" 

15 

.30 

1RSKV-220 

H" 

22 

.30 

1R6KV-330 

H" 

33 

.30 

1R5KV-470 


47 

.30 

1R5KV-680 


68 

.30 

1R5KV-101 


100 

.35, 

1R5KV-181 

Y^" 

150 

.35 

1R5KV-181 


180 

.40 


Part No. 

Size-Max. Dia. 

Cap. (MMF) 

List 

1R5KV-221 


220 

.40 

1R5KV-331 


330 

.40 

1R5KV-471 


470 

.45 

1R5KV-681 

Y%" 

680 

.55 

1R5KV-102 

Ys" 

1000 

.55 

1R5KV-152 


1500 

.65 

1R5KV-222 


2200 

.85 

1R5KV-332 

^Y2" 

3300 

1.05 

1R5KV-472 

K" 

4700 

1.40 

1R5KV-562 

Yx" 

5600 

1.60 

1R5KV-622 

Ya" 

6200 

1.60 


3000 VOLTS D.C.W. DISC CERAMICONS 


3KV-4R7 

Ys" 

4.7 

.50 

3KV-6R8 

Ys" 

6.8 

.50 

3KV-100 

Ys" 

10 

.50 

3KV.150 

Ys" 

15 

.50 

3KV-220 

>%" 

22 

.50 

3KV-330 

^Yi" 

33 

.50 

3KV-470 


47 

.50 

3KV-560 

Ya" 

56 

.50 

3RV-680 

___ 

68 

.50 


3XCV-101 


100 

.55 

3KV-221 

Ys" 

220 

.60 

3KV-331 

Ys" 

330 

.60 

3KV-471 

Ys" 

470 

.65 

3KV-681 

Ys" 

680 

.75 

3KV-102 


1000 

.75 

3KV-162 


1500 

.85 

i|KV-222 

Ya" 

2200 

1.05 

3KV-332 

.''.'.M"'.:. 

3300 

1.25 


6000 VOLTS D.C.W. DISC CERAMICONS 


6KV-220 

Ya" 

22 

1.00 

6KV-181 


180 

1.00 

6KV.221 


220 

1.00 

6KV-331 

_ \£. _ 

330 

1.00 


6KV-4R7 


4.7 

1.00 

6 K:V-6R8 

Ya" 

6.8 

1.00 

esv^ibo 

Ya" 

10 

1.00 

6KV.160 


15 

1.00 
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ERIE PRINTED ELECTRONIC CIRCUITS 


ERIE DIODE FILTERS 


^j:! 

?xR 




R = 47K 1 

C, = 100 mmf > ±20% 
C 2 = 100 mmf ) 
leod Wire # 24 


R = 47K ) 

C, = 150 mmf J.±20% 
Cj^lSOmmf) 
teod Wire ^ 24 


R = 47K 'I 
C, =50ftimf V±20% 
€2 = 50 mmf ) 
lead Wire 24 





ERIE TRIODE PLATE COUPLERS 



S,=500K ) 

R 2 = 500K / - 
C,=.01mfd ^20% 
C 2 +C 3 = 250 mmf ±40% 
Lead Wire /it 22 


R,=250K| 

R2 = 500K / - ^ 

C,=.01 mfd 

C 2 4-C3 = 250 mmf ±40% 
Leod Wire ^ 22 

1404-02 



—i|r' 




C, = .005 mfd +80^ 
C 2 +C 3 = 250 mmf ±40% 
leod Wire ^24 


e+ PIATE GRID GROUND 1406-01 

ERIE VERTICAL INTEGRATOR 


Ri=250K ±20% 

R2 = 500K ±20% 

C, = .005 mfd+8gJ 
C 2 +C 3 = 250 mmf ±40% 
Leod Wire 24 


R, =22K ) 

R 2 = 8.2K J ± 20% 
R 3 = 8.2K ) 

C, =2000 mmf j 
C2 = 5000 "'"’f 
C 3 = 5000 mmf j 
Lead Wire M 22 


ERIE PENTODE PLATE COUPLERS 



1 


T” 

3? 

i 

1407-01 


1 2 3 4 5 6 




R) =4.7 megohm "j 

R 2 = 1 megohm > ± 20 % 

R 3 = 2.2 megohm ) 

C, = .005 mfd GMV 
C 2 = 50 mmf ± 20% 


€3 = .002 mfd till 
lead Wire * 22 

1407-01 


R^ =4.7 megohm ^ 

R 2 = 1 megohm > ± 20 % 
R 3 = 2.2 megohm I 
C,=.005 mfd GMV 
C 2 = 100 mmf ) -f 50% 

€3 = .002 mfd / - 20 % 
lead Wire $22 


Rj =4.7 megohm \ 

R 2 = 1 megohm > ± 20 % 
R 3 = 2.2 megohm ) 

C, =.005 mfd GMV 
€2 = 100 mmf 1 ±50% 

C 3 =.005 mfd/ -20% 
Lead Wire ^ 22 


ERIE AUDIO OUTPUT CIRCUITS 


1. - i”" 

'32 

- 

3^ 

T' 

1408-01 

57" 

64 

1 

1 2 3 4 5 6 7 

1 ■ 



R, = 6.8 megohm/ ^ 
R2 = R3 = 470K / 

C, =.002 mfd I 
€2 = 220 mmf \ 

C 3 + €5 = 250 mmf ) 

€4 = .005 mfd GMV 


Rl = 6.8 megohm / 

R2 = R3=470K / * 

€, = .005 mfd j 
C 2 = 220 mmf ^ _ 
€3 ±€5 = 250 mmf ) 

€4 = .005 mfd GMV 
Lead Wire ^22 


ORDER BY PART NUMBER FROM TABLE BELOW 


Part No. 

Description 

List 

1403-01 

Diode Filter 

.60 ^ 

1403-02 


.60 

1403-03 


.60 

1406-01 

Triode Plate Coupler 

.70 

1406-02 

" ** “ 

.70 

1404-01 

” " " 

.75 

1404-02 


^v75 
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ERIE RESISTOR C O R P O R AT I O N - E R I E , PA 


ERIE FEED-THRU CERAMICONS 

These very practical feed-thru capacitors are highly recom¬ 
mended for by-passing R, F. to ground in feed-thru applica¬ 
tions. Wire terminals of Style 362 and hook type terminals 
of Style 327 are sufficiently rugged to serve as tie points for 
several connections, for supporting other circuit elements, 
and long enough for point to point wiring. Style 327 is 
hermetically sealed and ruggedized, and is primarily for 
military and similar commercial usage. 

ORDER BY PART NUMBER FROM TABLE BELOW 



Part No. 

Capacity (MMF) 

List 

362-152 

1,500 

1.00 

327-102 

1,000 

1.25 



Note: Standard tolerance supplied is +^0% 


ERIE STAND-OFF CERAMICONS 

Stand-off Ceramicons, an original Erie development, are now widely used for the dual 
purposes of by-passing R. F. current to ground, and of mechanically supporting other 
circuit elements. They are especially suited for V.H.F. and U.H. F. applications, 
due to their low-inductance electrical paths and resultant high resonant frequency. 

ORDER BY PART NUMBER FROM TABLE BELOW 



STYLE 

325 STYLE 

326 STYLE 
2336 


Part No. 

Capacity (MMF) 

List 

323-500 

50 

.60 

323-101 

100 

.60 

323-501 

500 

.60 

324-102 

1,000 

.60 

324-152 

1,500 

.60 

325-102 

1,000 

.70 

325-152 

1,500 

.70 

326-102 

1,000 

1.10 

326-152 

1,500 

1.10 

2322-252 

2,500 

1.25 

2336-252 

2,500 

1.15 

2336-502 

5,000 

1.15 


STYLE 

323 


! ".i STYLE 



2322 


Note: Siondaid tolerance supplied is + 20% 



ERIE CERAMICON TRIMMERS 

Erie Ceramicon trimmers give maximum stability and ease of ad¬ 
justment. Capacity change is constant per degree of rotation. Silver 
electrodes are fired onto ceramic rotor and base. 360 degree rotor 
completely covers entire track on stator thus preventing dust and 
other foreign matter from affecting characteristics of the unit. 

ORDER BY PART NUMBER FROM TABLE BELOW 


STYLE 

TD2A 


Part No. 

Capacity Range (MMF) 

Temperature Coefficient 

List 

TS2A-1.5 

1.5-7 

NPO 

1.50 

TS2A-3 

3-12 

NPO 

1.50 

TS2A-4 

4-30 

N500 

1.50 

TS2A-7 

7-45 

N500 

1.50 

TD2A-1.5 

1.5-7 

NPO 

2.50 

TD2A-3 

3-12 

NPO ! 

2.50 

TD2A-4 

4-30 

N500 

2.50 

TD2A-7 

7-45 

N500 

2.50 

557-3 

3-12 

NPO 

1.25 

557-5 1 

5-25 

NPO 

1.25 

557-8 

8-50 

N750 

1.25 


^'Ceramicon** and ^^GP"are regristered trade names and refer to ceramic dielectric condensers manufactured by Erie Resistor Corp. 
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ERIE RESISTOR C O R P O R AT I O N —E R I E , PA 


ERIE TUBULAR TRIMMERS 



STYLE 532 


Here is a compact, economical tubular trimmer that is 
ideal for applications calling for a low minimum capacity 
and a high ratio of maximum to minimum capacity. Has 
molded plastic dielectric. Can be mounted on panels hav¬ 
ing a thickness of .040'' to .065". 


ORDER BY PART NUMBER FROM TABLE BELOW 


— 

Part No. 

Capacity Range (MMF) 

List 

532-08-0R5 

0.5-5 

.55 

532-10 1 

1-8 

.55 


ERIE BUTTON^ 
SILVER MICA CAPACITORS 



These are midget silver-mica capacitors, for use where com¬ 
pact size, minimum series inductance, and high leakage 
resistance are essential. Erie button silver-mica capaci¬ 
tors are unmatched for V.H.F. and U.H.F. work. "Q" at 1 MC 
is not less than 1000 above 100 mmf; not less than 700 be¬ 
tween 50 and 100 mmf; not less than 500 below 50 mmf. 
Type 370-CB has ring type metal shell with three soldering 
ears. High potential terminal at either end for feed-thru con¬ 
nection. Type 370-FA is fastened to chassis with 3-48 screw 



ORDER BY PART NUMBER FROM TABLE BELOW 


Part No. 

Part No. 

Cap. (MMF) 

Tol. 

List 

FA Styles 

CB Styles 



370-FA-1 BOM 

370-CB-150M 

15 

20% 

1.55 

370-FA-150K 

370.CB.150K 

15 

10% 

1.55 

370-FA-150 J 

370-CB-150J 

15 

5C7 

t>/0 

1.95 

370-FA-250M 

370-CB-250M 

25 

20% 

1.55 

370-FA-250K 

370-CB-250K 

25 

10% 

1.55 

370-FA-250J 

370-CB-250J 

25 

5% 

1.95 

370-FA-500M 

370-CB-500M 

50 

20% 

1.55 

370-FA-500K 

370-CB-500K 

50 

10% 

1.55 

370-FA-500J 

1 

370-CB-500J 

50 

5% 

_1 

1.95 

370-FA-10IM i 

370-CB-10IM 

100 

20% 

1.55 

370-FA-10 IK 

370-CB-10 IK 

100 

10% 

1.55 

370-FA-10IJ 

370-CB-10IJ 

100 

5% 

1.95 

370-FA-151M 

370-CB-15 IM 

150 

20% 

1.55 

370-FA-15 IK 

370-CB-151K 

150 

10% 

1.55 

370-FA-151J 

37Q-CB-131J 

150 

5% 

1.95 

370-FA-201M 

370-CB-201M 

200 

20% 

1.55 ' 

370-FA-201K 

370-CB-201K 

200 

10% 

1.55 

370-FA-201J 

370-CB-201J 1 

■ ■■ 

200 

5% 

1.95 


Part No. 

FA Styles 

Part No. 

CB Styles 

Cap. (MMF) 

Tol. 

List 

370-FA-251M 

370-CB-251M 

250 

20% 

1.55 

370-FA-251K 

370-CB-251K 

250 

10% 

1.55 

370-FA-231J 

370-CB-251J 

2'50 

5% 

1.95 

370-FA-301M 

370-CB-301M 

300 

20% 

1.65 

370-FA-301K 

370-CB-301K 

300 

10% 

1.65 

370-FA-301J 

370-CB-301J 

300 

5% 

2.00 

370-FA-401M 

370-CB-401M 

400 

20% 

1.70 

370-FA-401K 

370-CB-401K 

400 

10% 

1.70 

370-FA-401J 

370-CB-401J 

400 

5% 

2.15 

370-FA-501M 

- . J 

370-CB-501M 

500 

20% 

1.80 

370-FA-501K 

370-CB-501K 

500 

10% 

1.80 

370-FA-501J 

370-CB-501J 

500 

5% 

2.30 

370-FA-751M 

370-CB-751M 

750 

20% 

2.60 

370-FA-751K 

370-CB-751K 

750 

10% 

2.60 

370-FA-751J 

370-CB-751J 

750 

5% 

3.35 

370-FA-102M 

370-CB-102M 

1000 

20% 

3.15 

370-FA-102K 

370-CB-102K 

1000 

10% 

3.15 

370-FA-102 J 

370-CB-102 J 

1000 

5% 

3.75 


**Buiton" is a registered trade name oi Erie Resistor Corp. 
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ILLINOIS 


1616 M. Throop St. 


ELECTROLYTIC CAPACITORS 

TIME TESTED Q1I1UITY . 

Chicago 22, Illinois 



TYPE 1 H T 


TUBULAR DRY ELECTROLYTIC CAPACITORS FOR TV AND OTHER ELECTRONIC APPLICATIONS 


Unexcelled in quality and conij)act in size. Specified as original com¬ 
ponents by radio and TV manufacturers and the choice of thousaiuis 
of servicemen for all replacements. 

ILLINl-HYCAPS are designed to be short-proof|, and are hermetically 
sealed. Low leakage, excellent shelf life, protide quiet and stable 
operation. “Secured” internal construction makes these capacitors 


HI-CAPACITY — LOW VOLTAGE UNITS 



Part 

Capacity 

Working 

Diameter 

Length 

List 

Number 

MFD 

Voltage D.C. 

Inches 

inches 

Price 

IHT 

2505 

250 

5 


2 V 4 . 

$1.35 

IHT 

5003 

.5 00 

3 

1/ 


2% 

1.40 

IHT 

5005 

500 

5 


21/4 

1.55 

IHT 

10010 

3 00 

10 

i 


1% 

1.20 

IHT 

20010 

200 

10 

1 

1 

1% 

1.70 

IHT 

40010 

400 

10 


21/4 

1.90 

IHT 

10003 

1000 

3 

1 

21/4 

1.55 

IHT 

10005 

1000 

5 

It 


2% 

1.90 

IHT 

20006 

2000 

6 

1t^ 


2% 

2.30 

IHT 100012 

1000 

12 

It 


2% 

2.25 

IHT 

20015 

200 

15 



iy4 

1.50 

IHT 

125 

1 

25 



1 V 4 

.90 

IHT 

150 

1 

50 


1 

1 % 

.95 

IHT 

425 

4 

25 


1 

1% 

1.00 

IHT 

109 

10 

90 



1 % 

1.00 

IHT 

5025 

50 

25 



1 % 

1.10 

IHT 

550 

5 

50 



1V4 

1.00 

IHT 

1025 

10 

25 



1 1 / 4 .. 

1.00 

IHT 

1050 

10 

50 



1% : 

X.OO 

IHT 

1075 

10 

75 



IV 4 

i.ofs 

IHT 

2525 

25 

2^5 •. 



■ 1 y4 

1.00 

IHT 

2550 

25 

50 



■ 1V4 

1.05 

IHT 

2590 

25 

90 


i ■ 

1 % 

1.20 

IHT 

5050 

50 

50 


ff 

1 % 

1.20 

IHT 

10025 

100 

25 


[|- 

1% 

1.35 

IHT 

10050 

100 

50 



1% 

1.40 

IHT 

415 

4 

150 



1% 

1.00 

IHT 

8150 

8 

150 



1 % 

1.05 

IHT 

1015 

10 

150 



1% 

1.05 

IHT 

1215 

12 

150 


1 

1% 

1.10 

IHT 

1615 

16 

150 



1 % 

1.15 

IHT 

2015 

20 

150 


1 

1 % 

1.20 

IHT 

2415 

24 

150 



1 % 

1.25 

IHT 

3015 

30 

150 


i 

-i % 

1.30 

IHT 

4015 

40 

150 



1% 

1.35 

IHT 

5015 

50 

150 


1 

1% 

1.40 

IHT 

7515 

75 

150 


I 

214 

1.55 

IHT 

10015 

100 

150 


-s 

214 

1.90 


INTERMEDIATE VOLTAGE UNITS 


IHT 

40175 

40 

175 


1 

1 % 

1.45 

IHT 

50175 

50 

. lib 


i 

1 % 

1.75 

IHT 

60175 

60 

175 


i 


1.95 

IHT 

30200 

3 0 

200 . 


1 

2^ 

1.45 

IHT 

8250 

8 

250 



1% 

1.15 

IHT 

10250 

10 

250 



1% 

1.20 

IHT 

16250 

16 

250 


rf 

1% 

1.30 

IHT 

20250 

20 

250 


L3 

IB 

1% 

1.35 

IHT 

30250 

30 

250 

250 



2 V 4 . 

1.45 

IHT 

40250 

40 


4 

2 V 4 

1.55 

IHT 

80250 

80 

250 

1 

Vr 

2 V 4 

2.30 

IHT 

8300 

8 

300 


1% 

1.15 

IHT 

2035 

20 

350 

1- 

h 

214 

1.45 

IHT 

3035 

30 

350 

h 

214 

1.65 

IHT 

4035 

40 

HIGH 

350 

VOLTAGE 


h 

2% 

1.75 

IHT 

2450 

2 

450 


H 

1% 

1.10 

IHT 

4450 

4 

4 50 


11 

1% 

1.15 

IHT 

6450 

6 

450 


1 

1% 

1.15 

IHT 

8450 

8 

450 



1% 

1.25 

IHT 

10450 

10 

450 


1' 

1% 

1.30 

IHT 

1245 

1 2 

450 


a 

6 

2 1/4 ■ 

1.35 

IHT 

1^45 

1 6 

4 50 


3 

214 

1.40 

IHT 

2045 

20 

4 50 

1 

? 

5?y4 

1.55 

IHT 

3045 

30 

4 50 

1 

/a 

2^ 

1.70 

|MT 

4045 

40 

4 50 


2% 

1.80 

IHT 

5045 

50 

450 

1 

iV 

2% 

2.10 

IHT 

8045 

80 

450 

iiV 

SH 

2.80 


suited for all types of portable and mobile receiving and trans¬ 
mitting equipment. 

Available but not listed —: special plain foil construction — non¬ 
polarized types — and extended temperature range —55° 0., to 
-f-85° C., units. 


For lug terminals 

use “L” 

after part number. Example: IHT 

8450L 


SPECIAL HIGH VOLTAGE UNITS 



Part 

Capacity 

Working 

Diameter 

Length 

List 

Number 

MFD 

Voltage D.C. 

Inches 

Inches 

Price 

IHT 

8500 

8 

500 


1% 

$2.30 

IHT 

16500 

16 

500 

iiy 

1% 

2.55 

IHT 

20500 

20 

500 


2% ■ 

2.45 

IHT 

30500 

30 

500 


2% 

2.75 

IHT 

40500 

40 

500 


2% 

3.00 

IHT 

8600 

8 

600 

1 *- 

2% 

2.75 

IHT 

10600 

10 

600 

1 tV 

2 Vs 

2.95 

IHT 

1260di 

12 

600 

1 iig 

Sfg. 

3.10 

IHT 

16600 

16 

600 

Ifo- 

3^ 

3.25 

IHT 

20600 

20 

600 

itV 

3t% 

3.60 

IHT 

8700 

, 8 

700 

hk 

2 78 

3.00 

IHT 

10700 

10 

700 

1* 

2% 

3.50 

IHT 

12700 

12 

700 

1 -h 

2 78 

3.75 

IHT 

16700 

16 

700 

1 t'tf 

2% 

4.50 


DUAL UNITS-^ALUMINUM CAN—LOW VOLTAGE 


IHT 

2215M 

20-20 

150 


‘178 

1.65 

IHT 

3315M 

30-30 

150 

li 

214 

1.80 

IHT 

4215M 

40-20 

150 


21/4 

1.75 

IHT 

4415M 

40-40 

150 


21/4 

1.85 

IHT 

5315M 

50-30 

150 


24 

1.95 

IHT 

5515M 

50-50 

150 

iS 

2 V 4 

2.10 

IHT 

8415M 

80-40 

150 

ii 

2 % 

2.25 


DUAL UNITS—ALUMINUM CAN—HIGH VOLTAGE 


IHT 8845M 

. 8-8 

450 

1 

2 74 

1.70 

IHT 101G45M 

10-10 

450 

1 

214 

1.85 

IHT 121245NI 

12-12 

450 

1 

21/4 

2.00 

IHT 16845M 

16-8 

450 

ItV 

21/4 

2.00 

IHT 161645M 

16-16 

450 

1* 

2 78 

2.25 

IHT 2245M 

20-20 

450 

1 

2 78 

2.50 


Note:—Dimensions include outer insulating sleeve. 


OUTSTANDING FEATURES 

OF type iht capacitors 


1. —sturdy, annealed soft drawn tinned copper, leads. 

2. —Seamless extruded Aluminum shell. 

3. —Electrical grade Kraft insulating tube over ends. 

4. —Slotted disc Aluminum lock washer at each terminal holds leads 

securely. 

5. —Cathode cond<^ser tab riveted directly to can. High resistance 

contacts or , “open” are nearly impossible. 

6. —Condei^^j pack “secure.” Condenser immune to vibration and 

shock.'^A’’ 

7. —Complete hermetic seal achieved at anode with special washer 

made of pure rubber and bakelite. 

8. —-Automatic .^jressure vent. » 

9. —Wide head rivets of high purity Aluminum for perfect electrical 

contact. 

10.—Condenser constructed from purest chemicals and raw materials. 
Precision wound. 
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TYPE IHC 

For television and radio replacement purposes, or for original equip- F e o A © S 

ment. Extremely compact, Type IHC Capacitors are normally supplied Hermetically sealed with high temperature compounds. 

with strap mounting and in a wide variety of capacity and voltage Underwriters approved 85° C, insulated leads, minimum 6" length 

ratings. As man^ as six capacitor sections may be incorporated in the Color coded leads securely anchored. 

construction if necessary. Operating temperature range: —20° C. Common negative or multiple units for all service applications, 

to +65° C. Wide range of capacity and voltage combinations. 

All leads out one end or may be supplied leads out each end, on Etched foil construction for extra compactness and dependab 

special order, performance. 


LOW VOLTAGE — SINGLE UNITS 


Part 

Capacity 

Working 

Diameter Length 

List 

Number 

MFD 

Voltage D.C. 

Inches 

Inches 

Price 

IHC 

12515 

125 

150 

1* 

2% 

$2.05 

IHC 

30200 

30 

200 

% 

2% 

1.40 

IHC 

40200 

40 

200 

% 

214 

1.70 

IHC 

60200 

60 

200 

1 

2% 

1.85 


HIGH VOLTAGE — SINGLE UNITS 


IHC 

1245 

12 

450 

% 

2% 

1.35 

IHC 

1645 

16 

450 

11 

2% 

1.40 

IHC 

2045 V 

20 

450 

1 

2% 

1.55 

IHC 

3045 

30 

450 

IVs 

2% 

1.70 

IHC 

4045 

40 

450 

IVs 

2% 

1.80 

IHC 

5045 

60 

450 

1% 

3V4 

2.35 

IHC 

6045 

60 

450 

IVs 

31/4 

2.60 

IHC 

8045 

80 

450 


314 

2.95 


HIGH SURGE 

— SINGLE UNITS 


IHC 

12500 

12 

500 

It 

2% 

2.50 

IHC 

16500 

16 

500 

H 

2% 

2.55 

IHC 

20500 

20 

500 

1 

2% 

2.60 

IHC 

30500 

30 

500 

1 

31/4 

2.75 

IHC 

40500 

40 

500 

IVs 

31/4 

3.00 

IHC 

8845 

8-8 

450ON* 

IVs 

2% 

1.70 

IHC-D 

8845 

8-8 

450DN** IVs 

2% 

2.15 


HIGH VOLTAGE 

— MULTIPLE 

UNITS 


IHC 

101045 

10-10 

450GN 

IVs 

2% 

1.85 

IHC-D 101045 

10-10 

450DN 

IVs 

2 % 

2.20 

IHC 

16845 

16-8 

450CN 

IVs 

3 

2.00 

IHC 

161645! 

16-16 

450CN 

1:^ 

3 

2.25 

IHC-D 161645; 

16-16 

450DN 

lA 

31/4 

2.80 

IHC 

2245P 

20-20 

450CN 

1* 

314 

2.50 

IHC 

33450 

30-30 

450CN 

114 

314 

3.00 

IHC 

41450 

40-10 

450CN 

114 

31/4 

3.00 

IHC 

44450 

40-40 

450ON 

1% 

3/5 

3.35 

IHC 

53450 

50-30 

450CN 

1% 

314 

3.40 

IHC 

801045 

80-10 

450CN 

1% 

314 

4.25 

IHC 

2425 

20-26 

400/25 

1 

2^ 

3.50 

IHC 

86845 

8-8-8 

450CN 

1 

3 

2^75 

IHC 

11145 

10-10-10 

460CN 

Iti 

3 

3.00 

IHC 

66645 

16-16-16 

460CN 

IVa 

3V4 

3.10 

IHC 

22245 

20-20-20 

450CN 

114 

3V4 

3.95 


TYPE 

HIGH CAPACITY ELECTROLYTIC CAPACITORS 


These capacitors are available in a wide 
voltage range. They are herihetically sealed 
in extruded Aluminum cans by use of a 
combination Bakelite and rubber washer. 
Terminal connections and lugs are over-size 
to handle the high currents normally en¬ 
countered in these capacitors. 

These units are popular for use in electrical 
circuits having high voltage or ripple cur¬ 
rents. Excellent for voltage stabilization and 
where high current storage capacity is 
essential. 


Part 

Capacity 

Working 

Diameter 

Length 

List 

Number 

MFD 

Voltage D.C. 

Inches 

Inches 

Price 

UMC 

155 

500 

15 

2 % 

1 % 

$?.95 

UMC 

151 

1000 

16 

8 % 

1 % 

3i45 

UMC 

152 

2000 

16 

4y4 

1 % 

3.85 

UMC 

154 

4000 

15 

414 

1 % 

5.00 


IHC 

222245 

20-20-20-20 

450CN 

1% 

3% 

4.5^ 

IHC 

422145 

40-20-20-10 

450CN 

1% 

4 Vs 

4.63 

IHC 

442245 

40-40-20-20 

450CN 

1% 

41/8 

4.89 

*CN—Common Negative 

*#DN—Dual Negative 



DUAL UNITS 

— LOW VOLTAGE 




Common Negati 

ve 



Part 

Capacity 

Working 

Diameter 

Length 

List 

Number 

MFD 

Voltage D.C. 

Inches 

Inches 

Price 

IHC 

1125 

10-10 

250N 

% 

1% 


IHC 

1150 

10-10 

SOON 

1 

1% 

1.40 

IHC 

16815 

16-8 

150CN 

1 

2 

1.55 

IHC 

161615 

16-16 

150CN 

% 

2% 

1.55 

IHC 

2215 

20-20 

150CN 

% 

2% 

1.65 

IHC 

2215-D 20-20 

150DN 

U 

2% 

2.05 



MULTIPLE UNITS 



IHC 

3215 

30-20 

150CN 

fl 

2% 

1.70 

IHC 

3315 

30-30 

150CN 

H 

2% 

1.80 

IHC 

4215 

40-20 

isodiN 


2% 

1.75 

IHC 

4415 

40-40 

150CN 

tI 

2% 

1.85 

IHC 

5315 

60-30 

150CN 

if 

2% 

1.95 

IHC 

5515 

50-50 

150CN 

1 

2% 

2.10 

IHC 

6215 

60-20 

150C1^ 

1 


2.10 

IHC 

8415 

80-40 

150CN 

1 

2% 

2.25 

IHC 

8815 

80-80 

150GN 

IVs 

2% 

2.50 

IHC 

10030 

100-30 

ISOCM 

IVs 

2% 

2.35 

IHC 

125100 

125-100 

150GN 

1%: 

3% 

3.10 

IHC 

2225 

20-20-26 

160-25GN 

% 

2% 

2.05 

IHC 

8225 

80-20-25 

160-25 

1% 

2% 

2.55 

IHC 

84215 

80-40-20 

150GN 

IVs 

2%. 

2.75 

IHC 

43215 

40-30-20 

160CN 

1 

2% 

2.35 

IHC 

44215 

40-40-20 

150GN 

1 

2% 

2.50 

IHC 

53315 

60-30-30 

160GN 

1 

2% 

2.55 

IHC 

62217 

60-20-20 

ItSGN 

1 

2% 

2.75 

IHC 

53100 

50-30-100 

150-25GN 



2.50 

IHC 

5525 

50-50-25 

150-25CN 

1 

3 

2.55 

IHC 

9625 

90-60-25 

150-25GN 

iVi 

2^4 

3.00 

IHC 

44425 

40-40-25 

150-25GN 

1 

2%; 

2.35 

IHC 

22215 

20-20-20 

' 150GN 

1 

2% 

2.20 

IHC 

64425 

60-40-40-20 

150-25GN 

1 V 4 

2% 

3.25 

IHC 

84442 

80-40-40-40 

160-25GN 

1 V 4 

2 % 

3.45 

IHC 12510025 

125-100-26 

150-25GN 

1V4 

3 

3.00 

UMC 






UMC 

156 

6000 

16 

41/4 

1 % 

6.75 

UMC 

251 

1000 

25 

31/3 

1% 

4.30 

UMC 

252 

2000 

25 

31/2 

1V2 

5.25 

UMC 

253 

3000 

25 

41/4 

1V2 

8.00 

UMC 

254 

4000 

25 

41/4 

1% 

9.50 

UMC 

501 

1000 

50 

31/4 

2 

6.50 

UMC 

502 

2000 

50 

41/4 

2 

8.60 

UMC 

5025 

250 

150 

31/4 

1% 

3.40 

UMC 

1551 

600 

150 

41/4 

1V2 

4.10 

UMC 

1510 

1000 

150 

414 

2 

6.95 

UMC 

20045 

200 

450 

41/4 

2 

10 .00* 

UMC 

30045 

300 

450 

41/4 

2 

12.50* 

UMC 

40045 

400 

450 

414 

2 

15.00* 

UMC 

45045 

450 

45 b 

4% 

2 

18.00* 

UMC 

50045 

600 

450 

4% 

2 

22.50* 


* Especially designed for energy storage — discharge •— photoflash — 
strobelight, etc. 


• Upright mounting brackets available, order as extra. 

• Add to diameter, to overall height if insulating sleeve is 
required. 

• Also available — non-polarized types for continuous low voltage 
A.O. operation. 
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TYPE UMP 

high capacity — LOW VOLTAGE UNITS FOR TELEVISION 


RADIO — ELECTRONICS 


ILLINOIS C( »NDENSER’S Type UMP Twist-Prong Electrolytics offer a 
wider range of voltage and capacity types than have heretofore been 
possible in inits of comparable size. 

The electri )al characteristics of Type UMP Electrolytic Capacitors 
are superb. Capacities are always within tolerance. This, coupled with 
low power factor and low leakage, makes them ideal for use in all 
electronic circuits. 

Units are encased in seamless extruded Aluminum cans. Mounting and 
soldering lugs are sturdy and heavily tinned. Cathode tabs are elec¬ 
trically ’I welded to mounting ring. Each unit is vibration proof—and 
they wiU stand up in any climate. 


Type UMP Features 

1. —Hermetically sealed with exclusive Bakelite molded terminal cap. 

2. —^All mounting and soldering lugs hot tin coated. 

3. —Capacitors stable over extended temperature range. 

4. —Excellent shelf life. Low power factor. 

5. —All Aluminum interior construction—corrosion proof. 

6. —Meets all Underwriters Laboratories requirements. 

7. —Rugged - Dependable - Economical - Used by leading manufac¬ 

turers of all types of electronic equipment. 

Note:—Supplied with outer cardboard insulating sleeve when desired. 


SINGLE UNITS 


Pa.i 

Capacity 

Working 

Diameter 

Length 

List 

NuiTJer 

MFD 

Voltage D.C. 

Inches 

Inches 

Price 

UMP 

13 

3000 

10 

1% 

3 

$2.90 

UMP 

15 

1000 

15 

1 

3 

2.55 

UMP 

12 

2000 

15 

1% 

3 

3.45 

UMP 

21 

100 

25 

1 

2 

1.60 

UMP 

25 

500 

25 

1 

3 

2.55 

UMI» 

205 

1000 

25 

1% 

3 

3.55 

UMP 

505 

600 

50 

1% 

3 

2.65 

UMP 

150 

60 

150 

1 

2 

1.80 

UMP 

165 

100 

150 

1 

3 

2.00 

UMP 

254 

40 

250 

1 


1.80 

UIVIP 

258 

80 

250 

1 

3 

2.30 

UMP 

355 

50 

350 

1 

3 

2.10 

l/MP 

351 

125 

350 

1% 

3 

3.95 

UMP 

400 

10 

450 

1 

3 

1.55 

JMP 

415 

15 

450 

1 

2 

1.70 

JMP 

420 

20 

450 

1 

2 

1.80 

UMP 

430 

30 

450 

1 

2% 

1.95 

UMP 

440 

40 

450 

1 

3 

2.05 

UMP 

480 

80 

450 

1% 

3 

3.05 

UMP 

610 

10 

525 

1 

21/2 

1.75 

UMP 

620 

20 

525 

1 

3 

2.65 

IMP 

630 

80 

525 

1% 

2% 

2.95 

'JMP 

640 

40 525 

DUAL UNITS 

1% 

3 

3.20 

UMP 

101 

1000-1000 

15 

1% 

3 

4.40 

UMP 

551 

500-50 

5-150 

1 

3 

2.30 

UMP 

555 

50-60 

50 

1 

2 

1.70 

UMP 

132 

30-20 

150 

1 

21/2 

1.80 

UMP 

142 

40-20 

150 

1 

21/2 

1.85 

UMP 

144 

40-40 

150 

1 

21/2 

1.90 

UMP 

153 

50-30 

150 

1 

21/2 

2.00 

UMP 

155 

50-50 

150 

1 

21/2 

2.15 

UMP 

184 

80-40 

150 

1 

3 

2.30 

UMP 

111 

100-100 

150 

1% 

3 

3.40 

UMP 

125 

150-5 

150 

1% 


3.75 

UMP 

152 

200-5 

150 

1% 

3 

3.10 

UMP 

222 

200-200 

150 

1% 


4.00 

UMP 

322 

20-20 

250 

1 

2 

1.90 

UMP 

340 

40-40 

250 

1 

3 

2.50 

UMP 

344 

^ 40-40 

350 

1% 

3 

3.15 

UMP 

384 

80-50 

450-50 

1% 

3 

3.40 

UMP 

428 

20-80 

450-350 

1% 

3 

3.75 

UMP 

411 

10-10 

450 

1 

2 

1.90 

UMP 

422 

20-20 

450 

1 

3 

2.55 

UMP 

444 

40-40 

450 

1% 

3 

3.45 

UMP 

464 

60-40 

450 

1% 

31/2 

3.95 

UMP 

481 

80-10 450 

TRIPLE UNITS 

1% 

3 

3.60 

Part 

Capacity 

Working 

Diameter 

Length 

List 

Number 

MFD 

Voltage D.C. 

1nches 

Inches 

Price 

UMP 

2225 

20-20-20 

25 

1 

2 

$1.95 

UMP 

1222 

20-20-20 

150 

1 

2 

2.30 

UMP 

1444 

40-40-40 

150 

1 

3 

2.60 

UMP 

1422 

40-20-20 

150 

» 1 

3 

2.40 

UMP 

1842 

80-40-20 

150 

1 

3 

2.90 

UMP 

1332 

30-30 

20 

150 

25 

1 


2.30 

UMP 

1425 

40-20 

25 

150 

25 

1 

2 

2.35 

UMP 

1525 

50-30 

25 

150 

25 - 

1 

21/2 

2.70 

UMP 

1531 

50-30 

100 

150 

25 

1 

21/2 

2.70 


UMP 

1532 

50-30 

150 

1% 2 

3.10 



200 

25 



UMP 

1825 

80-20 

150 

1 3 

2.65 



20 

25 



UMP 

1441 

40-40 

150 

1 3 

2.70 



100 

10 



UMP 

1552 

50-50 

150 

1 3 

2.65 



20 

25 



UMP 

1833 

80-30 

150 

1% 21/2 

3.25 



300 

15 



UMP 

3311 

30-10-10 

350 

1 3 

3.10 

UMP 

3111 

10-10-10 

350 

1 2 

2.55 

UMP 

3151 

15-10 

350 

1 2 

2.70 



20 

25 



UMP 

3332 

30-30 

250 

1 2^ 

2.80 



30 

25 



UMP 

3312 

30-10 

350 

1 21/^ 

3.00 



20 

25 



UMP 

3234 

30-20 

850 

1 3 

3.10 



40 

25 



UMP 

4112 

10-10-20 

460-25 

1 2 

2.40 

UMP 

4222 

20-20 

450 

1 3 

3.05 



20 

25 



UMP 

4442 

40-40 

450 

1% 8 

3.95 



20 

25 



UMP 

4445 

40-40 

450 

1% 31/2 

4.65 



100 

60 



UMP 

4111 

10-10-10 

450 

1 2 Vi ' 

2.60 

UMP 

4220 

20-20-20 

450 

1% 21/2 

3.60 

UMP 

4313 

30-15 

450 

1% 3 

3.85 



30 

150 



UMP 

4418 

40-10 

450 

1% 3 

4.65 



80 

150 



UMP 

4311 

30-10-10 

450 

1% 3 

3.25 

UMP 

4331 

30-30-10 

450 

1 % 3 % 

4.00 

UMP 

4410 

40-40-10 

450 

1% 31/4 

4.15 

UMP 

4330 

30-30-30 

450 

1% 31/4 

4.35 

UMP 

4440 

40-40-40 

450 

1 % 3 1/4 

4.90 

UMP 

4622 

60-20-20 

450 

1% 3^ 

4.50 

UMP 

4445 

40-40 

450 

1% 31/4 

4.50 



50 

200 



UMP 

4412 

40-40 

450 

1% 4^ 

4.95 



100 

200 





QUADRUPLE UNITS 


UMP 

14432 

40-40-30 

150 

1 % 2 y2 

3.10 



20 

25 



UMP 

18431 

80-40-30 

150 

1% 3 

3.75 



100 

25 



UMP 

44312 

40-30-10 

450 

1% 3 

4.50 



20 

25 



UMP 

41111 

10-10-10-10 

450 

1 % 2 

3.35 

UMP 

42222 

20-20-20-20 

450 

1% s-y. 

4.70 

UMP 

43112 

30-10-10 

450 

1% 3 

4.15 



20 

25 



UMP 

42111 

20-10-10 

450 

1% 3 

4.00 



100 

25 



UMP 

42115 

20-10-10 

450 

1 % 3 

4,25 



10 

150 



MOUNTING HARDWARE FOR 

UMP CAPACITORS 



METAL WAFERS ARE .025" THICK 




BAKELITE WAFERS ARE 

iV" THICK 


Part No. 

Item 

Description 

List Price 

MPB-1 

Bakelite Wafer 

For 1" 

UMP Units 

$0-085 

MPB-3 

Bakelitc Wafer 

For 1% 

" UMP Units 

0.10 

MPS-2 

Metal Wafer 

For 1" 

UMP Units 

0.075 

MPS-4 

Metal Wafer 

For 1% 

" UMP Units 

0.10 
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TYPE UMS 

Hermetically sealed screw base mounting with 
Hakelite molded terminal caps. Extremely rugged 
construction with high purity Aluminum elec¬ 
trodes molded-in base. Designed for use in quality 
equipment requiring operation over extended tem¬ 
perature ranges and under conditions where 
resistance to vibration and mechanical shock are 
essential. Designed to meet all government speci¬ 
fications where applicable. Other types on special 
order. Lock washer and nut supplied. 



Part 

Capacity 

Working 

Size in Inches 


List 

Number 

MFD 

Voltage D.C. 

Dia. 

Length -f Lug 

Price 

UMS 

445 

4 

450 

1% 

2% 


$2.15 

UMS 

845 

8 

450 

1% 

2% 


2.30 

UMS 

1645 

16 

450 

1% 

2% 

A 

2.65 

UMS 

2045 

20 

450 

1% 

2% 

its 

2.75 

UMS 

3045 

30 

450 

1% 

31/4 

'ts 

2.95 

UMS 

4045 

40 

450 

1% 

3% 

its 

3.15 

UMS 

5045 

50 

450 

1% 

3% 


3.70 

UMS 

8045 

80 

450 

1% 

4% 


3.80 

UMS 

11045 

10-10 

460 

1% 

2 % 


3.35 

UMS 

22045 

20-20 

450 

1% 

31/4 

Vk 

4.05 

UMS 

33045 

30-30 

450 

1% 

41A 


4.25 

UMS 

44045 

40-40 

450 

1% 



4.65 


TYPE UMT 

Similar to Type UMS Capacitors except that 
they are of the ring clamp mounting type. 
All of the features of Type UMS Capacitors are 
present in, the UMT’s including hermetic seal¬ 
ing with Bakelite molded terminal caps, 
rugged construction utilizing high purity 
Aluminum electrodes molded-in base, opera¬ 
tion over extended temperature ranges in 
shock and vibration conditions. 

Designed to comply with all government 
specifications where applicable. 

Other typ6s on special order. 

The mounting clamp is supplied. 


TYPE UMT ELECTROLYTIC CAPACITORS 


Part 

Capacity 

Working 

Size in Inches 


List 

Number 

MFD 

Voltage D.C. 

Dia. 

Length Lug 

Price 

UMT 

845 

8 

450 

1 

21/4 

% 

$2.30 

UMT 

1045 

10 

450 

1 

21/4 

% 

2.35 

UMT 

1245 

12 

450 

1 

21/4 

% 

2.40 

UMT 

1645 

16 

450 

1 

21/4 

% 

2.65 

UMT 

2045 

20 

450 

1 

2% 

% 

2.85 

UMT 

3045 

80 

450 

1% 

2% 

% 

3.00 

UMT 

4045 

40 

450 

1% 

2% 

% 

3.15 

UMT 

8045 

80 

450 

1% 

31/4 

% 

3.80 

UMT 

8845 

8-8 

450 

1% 

2% 

% 

3.25 

UMT 

1145 

10-10 

450 

1% 

2% 

% 

3.35 

UMT 121245 

12-12 

450 

1% 

2% 

% 

3.45 

UMT 161645 

16-16 

450 

1% 

2% 

% 

3.80 

UMT 

2245 

20-20 

450 

1% 

31/4 

% 

4.05 

UMT 

3345 

30-30 

450 

1% 

3 1/4 

% 

4.?5 

UMT 

11145 

10-10-10 

450 

1% 

31/4 

% 

5.30 

!JMT 

22245 

20-20-20 

450 

1% 

31/4 

% 

5.80 


TYPE PE 

"PLUe-IN" OCTAL BASE 

Especially designed for use in communications 
equipment where rapid testing or replacement is 
essential. Ideally suited for military equipment 
and all types of civilian emergency use. 
Hermetically sealed in extruded seamless Alumi¬ 
num cans. Bakelite base with nickel plated brass 
pins. Internal construction is all Aluminum, and 
the capacitor is rigidly supported within its con¬ 
tainer. The molded base is extended to prevent the 
outer container from touching the mounting 
surface. 


Type PE Capacitor not listed are also available in a complete line 
*o meet all JAN specifications. 



Part 

Capacity 

Working 

Diameter 

Length 

List 


Number 

MFD 

Voltage D.C. 

Inches 

Inches 

Price 

PE 

4415 

40-40 

150 

1% 

21/2 

$4.35 

PE 

5315 

50-30 

150 

1% 

21/2 

4.85 

PE 

5520 

50-50 

150 






20 

25 

1% 

21/2 

5.20 

PE 

53100 

50-30 

150 






100 

25 

1% 

2% 

5.50 

PE 

2045 

20 

450 

1% 

21/2 

4.45 

PE 

3045 

30 

450 

1% 

8 

4.55 

PE 

4045 

40 

450 

1% 

3 

5.55 

PE 

8045 

80 

450 

1% 

3 

4.40 

PE 

2104 

10-10 

450 

1% 

3 

4.95 

PE-D 1145 

10-10 

450* 

1% 

3 

5.10 

PE 

31045 

10-10-10 

450 

1% 

3 

5.05 

PE 

2245 

20-20 

450 

1% 

3 

6.10 

PE 

22245 

20-20-20 

450 





Dual Negative 






TYPE BT 

Manufactured to meet all quality require¬ 
ments, Type BT “Bath Tub” Capacitors are 
hermetically sealed. Bottom seams are 
soldered. Terminals are high temperature 
Silicon bushings, which also act as ter¬ 
minal lug supports. Solder lugs and can 
hot tin coated. Designed to withstand ex¬ 
cessive shock and vibration. 


Available in a wide voltage, capacity and temperature ranges. Other 
types, not listed, are manufactured in a complete line in all JAN types. 


Part Capacity Working Case Size Inches List 

Number MFD Voltage D.C. H L W Price 


BT 

1025 

10 

25 

il 

lit 

1 

$2.60 

BT 

2525 

25 

25 


lit 

1 

2.70 

BT 

2550 

25 

50 

it 

lit 

1 

2.75 

BT 

5050 

50 

50 

it 

lit 

1 

3.00 

BT 

10050 

100 

50 

it 

lit 

1 

3.50 

BT 

845 

8 

450 

it 

lit 

1 

4.25 

BT 

1645 

16 

450 

iVs 

2 

1% 

5.00 

BT 

2045 

20 

450 

11/4 

2 

1% 

5.50 

BT 

3045 

30 

450 

IVs 

2 

2 

6.00 

BT 

4045 

40 

450 

iVs 

2 

2 

6.50 

BT 

8500 

8 

500 

11/4 

2 

2 

5.00 

BT 

1250 

12 

500 

11/4 

2 

2 

5.50 

BT 

1650 

16 

500 

iVs 

2 

2 

6.00 

BT 

86C3 

8 

600 

iVs 

2 

2 

6.50 



TYPE LN 

For Radio - Television - Electronics 

Ideal replacement units for wet electro- 
lytics but will serve in any application 
where top quality and compactness is de¬ 
sired. 

Assembled in a round extruded Aluminum 
can with tlireaded neck and supplied with 
a palnut for easy single hole mounting. 
Completely insulated from the can. Long 
insulated leads have striped and tinned 
ends. Neck diameter by 16 thread. 


INVERTED SCREW MOUNTING ALUMINUM CAN 
SINGLE UNITS 



Part 

Capacity 

Working 1 

Diameter 

Length 

List 

Number 

MFD 

Voltage D.C. 

Inches 

Inches 

Price 

LN 

80 

8 

450 

1% 

3% 

$2.20 

LN 

120 

12 

450 

1% 

3% 

2.40 

LN 

16 

16 

450 

1% 

3% 

2.45 

LN 

20 

20 

450 

1% 

3% 

2.75 

LN 

25 

25 

450 

1% 

3% 

2.85 

LN 

30 

30 

450 

1% 

3% 

3.00 

LN 

40 

40 

450 

IVz 

31/2 

3.15 

LN 

50 

50 

450 

IV 2 

31/2 

3.65 

LN 

60 

60 

450 

IV 2 

31/2 

3.95 

LN 

8045 

80 

450 


3% 

4.90 



DUAL 

SECTION UNitS 



LN 

88 

8-8 

450 

1% 

3% 

3.00 

*LN-D 88 

8-8 

450 

1% 

s% 

3.75 

LN 

1010 

10-10 

450 

1% 

31/2 

3.10 

LN 

168 

16-8 

450 

1% 

3% 

3.30 

LN 

1212 

12-12 

450 

1% 

3% 

3.20 

*LN.D1212 

12-12 

450 

IV 2 

3% 

3.95 

*LN.D 216 

16-16 

450 

1% 

3% 

3.55 

LN 

216 

16-16 

450 

IV 2 

3 Vs 

4.10 

LN 

22 

20-20 

450 

IV 2 

31/2 

3.80 

LN 

33 

30-30 

450 

IV 2 

31/2 

4.50 

LN 

44 

40-40 

450 

IV 2 

31/2 

4.95 



TRIPLE 

SECTION UNITS 



LN 

388 

8-8-8 

450 

IVa 

31/2 

5.00 

LN 

311 

10-10-10 

450 

1 V2 

31/2 

5.30 

LN 

316 

16-16-16 

450 

IV 2 

31/2 

5.50 

LN 

320 

20-20-20 

450 

IV 2 

31/2 

5.80 



QUAD SECTION 




LN 

48 

8-8-8-8 

450 

IV 2 

31/2 

4.85 

LN 

410 10 

-10-10-10 

450 

1% 

31/2 

5.20 


SINGLE 

AND DUAL UNITS • 

— 500 

VDC 


LN 

850 

8 

500 

1% 

3% 

2.25 

LN 

1650 

16 

500 

1% 

3% 

2.95 

LN 

16850 

16-8 

4 50 

1 V 2 

3% 

3.35 

LN 

16850 

16-8 

500 

1% 

3% 

3.85 


SINGLE UNITS — 600 YDC 


LN 600 

4 

600 

1% 

3 % , 

2.95 

LN 8600 

8 

600 

1% 

3% 

3.15 

LN 12600 

12 

600 

1% 

3% 

4.50 

LN 16600 

16 

600 

IVa 

31/2 

3.75 

LN 20600 

20 

600 

IVa 

31/2 

4.00 
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K-CH 


CLASSCAPS 

DC FILTER TYPES 


-T-A 

^1- 

*-L tk -- 





8-32 


TYPE OF 

65^ C. Full Rating > 

Derated to 70% Nameplate Voltage for 
85^ C. Operation 


Part 

Capacity 

Volts 

Dimensions 

List 

Number 

MFD 

DC 

Lgth. 

Dia. 

Price 

OF20-502 

.005 

2000 

1 

U 

$ 2.05 

OF20-103 

.01 

2000 

1 ’^5 

M 

2.25 

OF20-203 

.0? 

2000 

1 15 

U 

2.40 

OF20-503 

.05 

2000 

1% 

% 

2.70 

OF20-104 

0.1 

2000 

21/4 

% 

3.05 

OF20-254 

0.25 

2000 

2% 

§1 

3.50 

OF3O-502 

.005 

3000 

1 ^ 

M 

5.10 

OF30-103 

.01 

3000 

11% 

M 

5.30 

OF30-203 

.02 

3000 

1 % 

% 

5.50 

OF30-503 

.05 

3000 

2l^ 

§1 

5.70 

OF30-104 

0.1 

3000 

1% 

iVs 

6.00 

OF30-254 

0.25 

3000 

2 

1 % 

6.60 

OF40-502 

.005 

4000 


si 

5.90 

OF40-103 

.01 

4000 

1 

% 

6.10 

OF40-203 

.02 

4000 

1% 

% 

6.40 

OF40-503 

.05 

4000 

2 

if 

6.50 

OF40-104 

0.1 

4000 

2 

ll/s 

7.40 

OF40-254 

0.25 

4000 

21/4 

1% 

8.10 

OF50-502 

.005 

5000 

1% 


6.50 

0F50-103 

.01 

5000 

1% 

% 

6.80 

OF50-203 

.02 

5000 

21/4 

% 

7.20 

OF50-503 

.05 

5000 

21/4 

IS 

7.60 

OF50-104 

0.1 

5000 

21^ 

1% ■ 

8,50 

OF50-254 

0.25 

5000 

3 

1% 

9.40 

OFSO-202 

.002 

8000 

1% 

u 

6.80 

0F80-502 

.005 

8000 

1 % 

% 

7.00 

OF80-103 

.01 

8000 

21/4 

IS 

7.50 

OF80-203 

.02 

8000 

2% 

II 

8.60 

OF80-503 

.05 

8000 

2% 

1% 

11.10 

OF80-104 

0.1 

8000 

3% 

1% 

1^.50 

OFlOO-102 

.001 

10 KV 

1% 

II 

7.20 

OFlOO-202 

.002 

10 KV 

1% 

Is 

7.40 

OFlOO-502 

.005 

10 KV 

1% 

it 

8.50 

OFlOO-103 

.01 

10 KV 

21/4 

Is 

9.20 

OFlOO-203 

.02 

10 KV 

2% 

IVs 

11.40 

OFlOO-503 

.05 

10 KV 

2% 

1% 

14.60 

OFlOO-603 

.06 

10 KV 

3 

1% 

15.50 

OF15O-102 

.001 

15 KV 

21/4 

% 

13.80 

OF150-202 

.002 

15 KV 

21/4 

% 

14.60 

OF150-502 

.005 

15 KV 

2% 

ll/s 

17.00 

OF150-103 

.01 

15 KV 

3% 

IVs 

20.00 

OF150-203 

.02 

15 KV 

41/4 

1% 

22.00 

OF150-503 

.05 

15 KV 

7 

1% 

26.00 

OF200-501 

.0005 

20 KV 

31/2 

M 

18.00 

OF200-102 

.001 

20 KV 

31/2 

% 

19.00 

OF200-202 

.002 

20 KV 

3y2 

if 

21.00 

OF200-502 

.005 

20 KV 

31/2 

ll/s 

22.50 

OF200-103 

.01 

20 KV 

41/2 

1% 

24.00 

OF200-203 

.02 

20 KV 

41/2 

1% 

27.00 

OF300.201 

.0002 

30 KV 

4^ 

II 

21.00 

OF300-501 

.0005 

30 KV 

4^ 

SI 

21.00 

OF30O-102 

.001 

30 KV 

5 

% 

23.50 

OF300.202 

.002 

30 KV 

5 

IS 

26.00 

OF300-502 

.005 

80 KV 

5 

1% 

28.00 

OF300-103 

.01 

30 KV 

6 I /2 

1% 

35.00 

OF400-101 

.0001 

40 KV 

5% 

% 

22.50 

OF400-201 

.0002 

40 KV 

5% 

% 

22.50 

OF400-501 

.0005 

40 KV 

5% 

% 

22.50 

OF400-102 

.001 

40 KV 

61/2 


26.00 

OF400-202 

.002 

40 KV 

6 1/2 

ll/s 

28.00 

OF400-502 

.005 

40 KV 

6 1/2 

1% 

33.00 

OFSOO-lOl 

.0001 

50 KV 

81^ 

% 

23.50 

OF500-201 

.0002 

50 KV 

8% 

% 

23.50 

OF500-501 

.0005 

50 KV 

8^ 

% . 

24.50 

OF500-102 

.001 

50 KV 

81/4 

if 

28.00 

OF500-202 

.002 

50 KV 

81/4 

IVs 

31.50 

OF500-502 

.005 

50 KV 

10% 

1% 

36.00 

OF60O.101 

.0001 

60 KV 

10 

% 

24.50 

OF600-201 

.0002 

60 KV 

10 

% 

24.50 

OF600-501 

.0005 

60 KV 

10 

% 

28.00 

OF600-102 

.001 

60 KV 

10 

SI 

34.00 

OF600-202 

.002 

60 KV 

10 

1% 

36.50 

OF600-502 

.005 

60 KV 

111/2 

1% 

41.50 


TYPE LF 
C. Full Rating 

Derated to 80% Nameplate Voltage for 
105^ C. Operation 


Part 

Capacity 

Volts 

Dimensions 

List 

Number 

MFD 

DC 

Lgth. 

Dia. 

Price 

LF4.503 

.05 

. 400 

11/4 


$ 3.40 

LF4-104 

0.1 

400 

iy4 

% 

3.60 

LF4-254 

0.25 

400 

1 % 


3.80 

LF4-504 

0.5 

400 

2 

§§ 

4.40 

LF10.203 

.02 

1000 

11/4 


3.40 

LFlO-503 

.05 

1000 

iy4 


3.60 

LFlO-104 

0.1 

1000 

2 


3.80 

LF10.254 

0.25 

1000 

2 

lys 

4.10 

LF20-103 

.01 

2000 

11/4 

% 

5.30 

LF20-203 

.02 

2000 

iy4 

u 

5.50 

LF20-503 

.05 

2000 

2 

it 

5.80 

LF20-104 

0.1 

2000 

2 

1 % 

6.30 

LF20-254 

0.25 

2000 

2 

1 % 

6.90 

LF30-103 

.01 

3000 

iy4 

% 

6.20 

LF30-203 

.02 

3000 

iy4 

IS 

6.50 

LF30-503 

.05 

8000 

2 

lys 

6.90 

LF30-104 

0.1 

3000 

2 

1 % 

7.30 

LF30-254 

0.25 

3000 

3 

1 % 

8.10 

LF40-502 

.005 

4000 

1 % 


6.60 

LF40-103 

.01 

4000 

2 

k 

6.80 

LF40-203 

.02 

4000 

2 

lys 

7.50 

LF40-503 

.05 

4000 

2 

1 % 

8.20 

LF40-104 

0.1 

4000 

8 

1 % 

8.90 

LF60-502 

.005 

6000 . 

2 

% 

7.70 

LF60-103 

.01 

6000, 

2 

IS 

7.90 

LF60-203 

.02 

6000 

2 

1 % 

8.70 

LF80-502 

.005 

8000 

2% 

it 

8.80 

LF80-103 

.01 

8000 

2% 

1 % 

9.60 

LF80-203 

.02 

8000 

3% 

1 % 

11.80 

LF80-503 

.05 

8000 

5% 

1 % 

15.20 

LF120-202 

.002 

12 KV 

2% 

II 

15.80 

LF120-502 

.005 

12 KV 

3% 

IS 

18.40 

UF120-103 

.01 

12 KV 

3% 

1% 

19.60 

LF120-203 

.02 

12 KV 

5% 

1% 

22.50 


TYPE LG 

\2S^ C. Full Rating 

Derated to 50% Nameplate Voltage for 
140^ C. Operation 


Part 

Capacity 

Volts 

Dimensions 

List 

Number 

MFD 

DC 

Lgth. 

Dia. 

Price 

LG3-503 

.05 

300 

1% 

M 

$ 4,40 

LG3-104 

0.1 

3b0 

iy4 

% 

4.40 

LG3-254 

0.25 

300 

11/4 

IS 

4.80 

LG7-503 

.05 

700 

■ 1% 

if 

4.60 

LG7-104 

0.1 

700 

2 

it 

4.80 

LG7-254 

0.25 

700 

2 

IVs 

5.20 

LGlO-503 

.05 

1000 

2 

it 

6.80 

LGlO-104 

0.1 

1000 

2 

1% 

7.40 

LGlO-254 

0.25 

1000 

2 

1% 

8.20 

LG15-203 

.02 

1500 ' 

1% 

IS • 

8.10 

LGi5-503 

.05 

1500 

2 

1% 

8.70 

LG15-104 

0.1 

1500 

2 

1% 

9.10 

LG15-254 

0.25 

1500 

3 

1% 

9.60 

LG20-103 

.01 

2000 

2 

it 

8.10 

LG20-203 

.02 

2000 

2 

IVs 

8.70 

LG20-503 

.05 

2000 

2 

1% 

9.40 

LG30-103 

.01 

3#)? 

2 

IS 

9.10 

LG30-203 

.02 

3060 

2 

1% 

9170 

LG30-503 

.05 

3000 

3 

2% 

12.50 

LG40-103 

.01 

4000 

2 % 

1% 

10.90 

LG40-203 

.02 

4000 

3% 

1 % 

13.60 

Ld40.503 

.05 

4000 

5% 

1% 

18.10 

LG60-502 

.005 

6000 

3% 

IS 

20.00 

LG60-103 

.01 

6000 

3% 

1% 

22.40 

LG60-203 

.02 

6000 

5 % 

1% 

24.00 
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TYPE TG — 

150® C. 

Full Rating 


Special Types Available 

up to 

200® C. 


Part 

Capacity 

Volts 

Dimensions 

List 

Number 

MFD 

DC 

Lgth. 

Dia. 

Price 

TG75.102 

.001 

7500 

1% 

% 

$13.60 

TG75-202 

.002 

7500 

1% 


14.70 

TG7 5-502 

.005 

7500 

1% 

11/8 

16.00 

TG75-103 

.01 

7500 

21/8 

1 Vs 

22.00 

TG75-203 

.02 

7500 

21/8 

1% 

25.60 

TGlOO-501 

.0005 

10 KV 

2 1/8 

% 

15.60 

TGlOO-102 

.001 

10 KV 

21/8 

% 

15.60 

TG100-202 

.002 

10 KV 

2% 

if 

17.30 

TGlOO-502 

.005 

10 KV 

21/8 

1% 

19.40 

TGlOO-103 

.01 

10 KV 

2% 

1% 

25.60 

'G15b-501 

.0005 

15 KV 

2% 

% 

17.00 

fG150-102 

.001 

15 KV 

2 Vs 


22.10 

TG150-202 

.002 

15 KV 

2% 

11/8 

23.60 

TG150-502 

.005 

15 KV 

2% 

1% 

30.60 

TG150-103 

.01 

15 KV 

3% 

iVs 

3S.40 

TG2b0-201 

.0002 

20 KV 

21/4 

% 

18.10 

TG200-501 

.0005 

20 KV 

21/4 

H 

18.10 

TG200-102 

.001 

20 KV 

21/4 

§2 

24.00 

TG200-202 

.002 

20 KV 

3 78 

11/8 

31.20 

TG200-502 

.005 

20 KV 

4% 

1% 

42.00 

TG300-lbl 

.0001 

30 KV 

414 

% 

19.20 

TG300-201 

.0002 

30 KV 

41/4 

% 

19.20 

TG300-501 

.0005 

30 KV 

41/4 

11/8 

. 26.50 

TG300-102 

.001 

30 KV 

5% 

ll/s 

35.80 

TG300-202 

.002 

30 KV 

5% 

1% 

46.00 


DC FILTERS (CP-70) 

TYPE OE —65° C. Full Rating 
Derated to 70% Nameplate Voltage for 85^ C. Operation 


Part 

Volts 

Capacity 

Oi 

imensions 

List 

Number 

DC 

MFD 

A 

B 

C 

Price 

0E20-504 

2000 

0.5 

3^ 

2 72 


$ 5.80 

0E20-105 

2000 

1.0 

3H 

2 72 

1 * 

7.00 

0E20-205 

2000 

2.0 

4 it 

2 72 

1* 

8.10 

OE20-405 

2000 

4.0 

4t% 

374 

174 

11.00 

OE20-605 

2000 

6.0 

5 it 

3% 

174 

15.50 

OE20-805 

2000 

8.0 

5 it 

3% 

274 

19.20 

0E30-254 

3000 

0.25 


2 72 

1 * 

12.50 

OE30-504 

3000 

0.5 

4* 

2 72 

1 * 

13.20 

OE30-105 

3000 

1.0 

4 it 

2 72 

1 * 

14.50 

0E30-205 

3000 

2.0 


374 

174 

18.40 

OE30-405 

3000 

4.0 

5ii 

3% 

274 

25.50 

0E30-605 

3000 

6.0 

4t^8 

4 * 

374 

45.00 

OE40-254 

4000 

0.25 

3 

2 72 

1* 

25.30 

OE40-504 

4000 

0.5 

4^ 

2 72 

1 * 

28.60 

OE40-105 

4000 

1.0 

4 it 

3% 

174 

33.00 

OE40-205 

4000 

2.0 


3% 

174 

39.60 

0E40-405 

4000 

4.0 

4 it 

2 72 

1 * 

61.50 

0E50-104 

5000 

0.1 

3 

2 72 

1 * 

24.00 

0E50-254 

5000 

0.25 

8t% 

2 72 

1 * 

28.40 

0E50-504 

5000 

0.5 

4 it 

2 72 

2 * 

31.90 

0E50-105 

5000 

1.0 

5* 

3% 

1% 

39.60 

0E50-205 

5000 

2.0 

5 it 

2 72 

1 * 

49.50 

OE50-405 

5000 

4.0 

0 

4* 

374 

77.90 

OE50-605 

5000 

6.0 

8 7 % 

4* 

374 

100.00 

OE60-104 

6000 

0.1 

4H- 

374 

174 

30.20 

0E60-254 

6000 

0.25 

4 it 

3% 

1% 

35.50 

OE60-504 

6000 

0.5 

5it 

3% 

1% 

41.90 

0E60-105 

6000 

1.0 

7^ 

s% 

21/4 

53.00 

OE60-205 

6000 

2.0 

7^ 

4* 

374 

68.00 

0E60-405 

6000 

4.0 

10 it 

4* 

3% 

97.00 

0E75-104 

7500 

0.1 

4 it 

3% 

1% 

26.70 

0E75-254 

7500 

0.25 

4 it 

3% 

1% 

32.10 

GE75-504 

7500 

0.5 


3% 

2% 

35.00 

OE75-105 

7500 

1.0 


3 74 

3* 

59.40 

0E75-205 

7500 

2.0 

9^ 

4* 

3% 

86.00 

OElOO-104 

10 KV 

0.1 


3% 

1% 

35.20 

OElOO-254 

10 KV 

0.25 

7 

3% 

1% 

42.20 

OElOO-504 

10 KV 

0.5 

7 

3% 

21/4 

64.00 

OElOO-105 

10 KV 

1.0 

7^5 

4* 

3% 

105.00 

OElOO-205 

10 KV 

2.0 

11* 

4* 

374 

121.00 

OE150-104 

15 KV 

0.1 

7 * 

3% 

174 

61.00 

OE150-254 

15 KV 

0.25 

7* 

3% 

3 * 

72.00 

0E150-504 

15 KV 

0.5 

10 * 

4 * 

374 

116.00 

OE150-105 

15 KV 

1.0 

9 * 

8 

4 

158.00 

OE150-205 

15 KV 

2.0 

15 * 

13 72 

41/4 

189.00 

0E200-503 

20 KV 

.05 

6 it 

3% 

174 

64.00 

OE200-104 

20 KV 

0.1 

7 it 

3% 

21/4 

86.00 

OE200-254 

20 KV 

0.25 

7il 

4 * 

3% 

102.00 

OE200-504 

20 KV 

0.5 

12* 

4 * 

3% 

159.00 

OE250-103 

25 KV 

.01 

6% 

3% 

2% 

51.00 

0E25a-203 

25 KV 

.02 

7 72 

3% 

274 

55.00 

0E250.503 

25 KV 

.05 

872 

8% 

2% 

64.00 

OE250-104 

25 KV 

0.1 

8% 

374 

3* 

86.00 

0E250-254 

25 KV 

0.25 

13% 

4* 

8% 

102.00 

OE 300-103 

30 KV 

.01 

778 

3% 

2% 

63.50 

OE300-203 

30 KV 

.02 

8 78 

3% 

2% 

72.00 

OE300-503 

30 KV 

.06 

8% 

3% 

3* 

95.00 

OE300-104 

80 KV 

0.1 

9% 

4* 

874 

121.00 


GLASSCAPS (RF and Pulse Types) 

TYPE HG 
65*’ C. Full Rating 


Part 

Capacity 

Volts 

Volts 

Dimensions 

List 

Number 

MFD 

DC 

Pulse 

Lgth. 

Dia. 

Price 

HG25-103 

.01 

2500 

1500 

1 

178 

$ 6.50 

HG25-203 

.02 

2500 

1500 

172 

178 

7.10 

HG25-503 

,05 

2500 

1500 

2 

1 % 

8.60 

HG25-104 

0.1 

2500 

1500 

2 72 

1% 

11.40 

HG35.502 

.005 

3500 

2500 

1 

178 

7.50 

HG35-103 

.01 

3500 

2500 

1 

178 

8.10 

HG35-203 

.02 

3500 

2500 

172 

178 

8.50 

HG35-503 

.05 

3500 

2500 

2 72 

1% 

11.60 

HG50-502 

.005 

5000 

3000 

2 

178 

10.50 

HG50-103 

.01 

5000 

3000 

2 

1% 

11.50 

HG50-203 

.02 

5000 

3000 

3 

1% 

12.50 

HG50-503 

.05 

5000 

3000 

6 

178 

18.50 

HG70-202 

.002 

7000 

5000 

2 

11 

11.00 

HG70-502 

.005 

7000 

5000 

2 

178 

14.20 

HG70-103 

.01 

7000 

5000 

4 

178 

17.00 

HG70-203 

.02 

7000 

5000 

4 

1% 

18.60 

HGlOO-102 

.001 

10 KV 

7000 

3 

§1 

12.0b 

HGlOO-202 

.002 

10 KV 

7000 

3 

1 Vs 

13.50 

HGlOO-502 

.005 

10 KV 

7000 

6 

178 

22.00 

HGlOO-103 

.01 

10 KV 

7000 

6 

178 

24.00 

HG140-102 

.001 

14 KV 

10 KV 

4 

-il 

15.30 

HG140-202 

.002 

14 KV 

10 KV 

4 

178 

20.00 

HG140-502 

.005 

14 KV 

10 KV 

8 

178 

24.00 

HG140-103 

,01 

14 KV 

10 KV 

8 

178 

27.00 

HG200-201 

.0002 

20 KV 

15 KV 

5% 

74 

17.00 

HG200-501 

.0005 

20 KV 

15 KV 

574 

§1 

20.00 

HG200-102 

.001 

20 KV 

15 KV 

5% 

178 

22.50 

HG200-202 

.002 

20 KV 

15 KV 

5% 

1% 

24.50 

HG250-201 

.0002 

25 KV 

20 KV 

7% 

% 

20.00 

HG250-501 

.0005 

25 KV 

20 KV 

7% 

§1 

25.00 

HG250-102 

.001 

25 KV 

20 KV 

774 

178 

31.00 

HQ250-202 

.002 

25 KV 

20 KV 

774 

178 

35.00 


Part 

Number 

TF40-501 

TF40-102 

TF40-202 

TF40-502 

TF40-103 

TF40-203 

Capacity 

MFD 

.0005 

.001 

.002 

.005 

.01 

.02 

TYPE TF 

150® Full Rating 

Peak 

Volts Pulse 

DC Volts 

4000 3500 

4000 3500 

4000 3500 

4000 3500 

4000 3500 

4000 3500 

Dimensions 
Lgth Dia. 

1 78 tl 

1% % 

1 78 it 

1 78 1 78 

2 78 178 

2 78 1 78 

List 

Price 

$13.10 

13.10 

14.20 
15.40 

21.10 

24.20 

TF60-501 

.0005 

6000 

5000 

2 78 

% 

15.20 

TF60-102 

.001 

6000 

5000 

2 78 

% 

15.20 

TF60-202 

.002 

6000 

5000 

2 78 

it 

16 .SO 

TF60-502 

.005 

6000 

5000 

2 78 

178 

18.60 

TF60-103 

.01 

6000 

5000 

2 78 

1% 

24.10 

TF80-501 

.0005 

8000 

7000 

2% 

% 

16.10 

TFSO-102 

.001 

8000 

7000 

2% 

lit 

21.20 

TF80-202 

.002 

8000 

7000 

2% 

178 

22.40 

TFSO-502 

.005 

8000 

7000 

2 78 

178 

29.00 

TF80-103 

.01 

8000 

7000 

3 78 

178 

36.90 

TF120-201 

.0002 

12 KV 

10 KV 

2i4 

% 

16.90 

TF120-501 

.0005 

12 KV 

10 KV 

274 

it 

16.90 

TF120-102 

.001 

12 KV 

10 KV 

2i4 

if 

22.50 

TF120-202 

.002 

12 KV 

10 KV 

3% 

178 

29.70 

TF120-502 

.005 

12 KV 

10 KV 

4 78 

1% 

40.20 

TF180-101 

.0001 

18 KV 

15 KV 

474 

74 

18.00 

TF180-201 

.0002 

18 KV 

15 KV 

41/4 

% 

18.00 

TFI8O.5OI 

.0005 

18 KV 

15 KV 

4% 

178 

25.20 

TF180-102 

.001 

18 KV 

15 KV 

5% 

178 

35.20 

tF180-202 

.002 

18 KV 

15 KV 

5% 

1% 

44.10 



POWER 

SUPPLIES 




Output 


Case Size 


*Net 

Modef 

KV 

ma 

Width 

Lgth. 

Ht. 

Price 

HV20-502 

2.0 

5.0 

2% 

5% 

5% 

$ 75.00 

HV50-502 

0 to 5.0 

5.0 

4 72 

6% 

5 78 

89.00 

HVlOO-102 

0 to 10 

1.0 

4 72 

7% 

5 

100.00 

HVlOO-502 

0 to 10 

6.0 

6 

8% 

6 72 

109.00 

HV150-102 

0 to 16 

1.0 

472 

7% 

5 

108.00 

HV150-502 

0 to 15 

5.0 

6 

8 74 

6 72 

118.00 

HV200.102 

0 to 20 

1.0 

4 72 

7% 

6% 

126.00 

HV200-502 

0 to 20 

5.0 

6% 

9 

8% 

171.00 

HV300-102 

OtoSO 

1.0 

6% 

8% 

6 

180.00 

HV300-502 

0 to 30 

5.0 

6% 

9 

8% 

210.00 

HV500-502 

0 to 60 

5.0 

12 72 

12 72 

12% 

425.00 
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PLASTICON DC RECTANGULARS 


Mineral oil impregnated and filled. Her¬ 
metically sealed. Can be operated in any 
position, continuously at 10% over rated 
voltage. Tolerance 10%. Ambient temper¬ 
ature range -40° C. to + 85° C. Insulators: 
Two ceramic type bushings for standard 
temperature range. Two soldered-in metal¬ 
lized glass insulators for extended tem¬ 
perature range. All DC rectangulars have 
8-32 screw and hex nut terminals with 
removable hot-tinned solder lugs. Case: 
Rectangular base, lead coated steel with 
heavy finish of grey organic lacquer. 



Mfr’s. No. 

Cap. Mfd. 

Veils DC 

Dimensions - Inches 
Height Width 

Depth 

Term. Height 

Dist. 

Bel. Ter. 

List 

A0C6C1 

1.0 

600 

2% 

1% 

1 

% 


$ 4.49 

A0C6C2 

2.0 

600 

2% 

1% 

1 

% 

if 

5.41 

A0C6C4 

4.0 

600 

31/2 

2y2 

lA 

% 

lys 

6.73 

A0C6C8 

8.0 

600 

4 

3% 

1^ 

% 

2 

10.16 

A0C6C10 

10.0 

600 

4 

3% 

1% 

% 

2 

11.42 

AOCIMI 

1.0 

1000 

2% 

1% 

1 

% 


4.82 

A0C1M2 

2.0 

1000 

4 

1% 

1 

% 

U 

6.47 

A0C1M4 

4.0 

1000 

4 

21/2 

liftr 

% 

lys 

7.85 

A0C1M8 

8.0 

1000 

4% 

3% 

1% 

% 

2 

11.09 

AOCIMIO 

10.0 

1000 

4% 

3% 

214 

% 

2 

12.80 

A0C2M05 

0.6 

2000 

2% 

1% 

1 

% 


5.81 

A0C2M1 

1.0 

2000 

3^2 

1% 

1 

% 

4 

7.06 

A0C2M2 

2.0 

2000 

3y2 

21/2 

life 

% 

IVa 

8.18 

A0C2M4 

4.0 

2000 

3^2 

3% 

1% 

% 

2 

11.09 

AOC3M1 

1.0 

3000 

4 

21/2 

lA 

life 

lys 

14.52 

A0C3M2 

2.0 

3000 

4 

3% 

1% 

life 

2 

18.48 

A0C3M4 

4.0 

3000 

4% 

3% 

. 214 

I* 

2 

25.54 

AOC4M1 

1.0 

4000 

4 

3% 

1% 

1 ife 

2 

33.00 

A0C4M2 

2.0 

4000 

4 

3% 

1 % 

1 ife 

2 

39.60 

A0C4M4 

4.0 

4000 

4 

3% 

4^ 

1 ife 

2 

60.53 

AOC5M1 

1.0 

6000 

4 

3% 

1% 

2 

2 

49.60 

AOC5IVI2 

2.0 

5000 

31/2 

8% 

4-:fe 

2 

2 

49.50 

AOC75C1 

1.0 

7500 

3V2 

3% 

4Tfe 

2 

2 

59.40 

AOCIOMI 

1.0 

10000 

4% 

3% 

4^ 

2 

2 

105.60 


PLASTICON DC OVALS 


Mfr’s. No. 

Cap. 

Mfd. 

Volts 

DC 

Dimensions > Inches 
Height Width Depth 

Term. 

Height 

Dist. 

Bet. 

Ter. 

List 

Price 

A0C06C2 

2.0 

600 

2% 

2 

IV 4 , 

% 

if 

$5.28 

A0C06C4 

4.0 

600 

4 

2 

IV 4 . 

% 

if 

6.34 

AOCOIMI 

1.0 

1000 

2% 

2 

1 % 

% 

if 

4.62 

A0C01M2 

2.0 

1000 

31/2 

2 

1V4: 

% 

if 

6.20 

A0C03M01 

0.1 

3000 

2% 

2 

1 % 

1 ^ 

— 

9.11 

AOCO5M01 

0.1 

6000 

2% 

2 

1 % 

2 

— 

16.90 

A0C05M025 

0.25 

5000 

31/2 

2 

1^/4 

2 

— 

18.48 

AOCO5M05 

0.5 

5000 

4% 

2 

IV 4 . 

2 

— 

21.78 

AOC08M005 

0.05 

8000 

2% 

2 

1% 

2 

— 

18.22 

AOCO8M01 

0.1 

8000 

31/2 

2 

1^/4 

2 

— 

20.06 

AOC010M005 

0.06 

10000 

31/2 

2 

1% 

2 

— 

23.10 


Same specifications as DO Rectang-ulars. Insulators: Two wet-process porcelain 
bushings on Types A00060, AOCOlM & A0C02M. One ceramic bushing can 
grounded on Types A0C03M, A0C05M, A0C08M and AOCOIOM. Case: Obround 
(flattened oval) cross section. Drawn or lock-seam lead coated steel with heavy 
finish of gray organic lacquer. Two right angle mounting foot brackets are provided 
as standard on all AOCO capacitors. Add to depth to get mounting centers. 
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HiVolt 

POWER 

SUPPLIES 



Where size and weight must 
be kept to a minimum — 

These hermetically-sealed, self-contained power supplies are de¬ 
signed for Hi Voltage low current DC for many applications. Our 
exclusive engineering techniques and oil-filled construction assure 
smaller, lighter, more fiexible units. 

APPLICATIONS: 

• radiation counters • dust and electrostatic precipitators 

• spectrographic analyzers • oscilloscopes 

• projection television sets • display tubes, etc. 



Model No. 

Output 

Voltage 

Rated 

Output 

Current 

Max. 

Output 

Current 

% Ripple at 
Rated Current 

Case Size 

Circuit 

List Price 

PS 2 

2 KV DO 

2.0 ma 

5.0 ma 

1.0 

3% x3*x5y2 

Half Wave 

$ 31.00 

PS 5 

5 KV DC 

3.0 ma 

6.0 ma 

2.0 

3% x4tP^x 6 

Half Wave 

85.00 

PSIO 

0-12 KV DC 

1.5 ma 

1.75 ma 

2.0 

3 % x 4^5 x 8 

Full Wave Doubler 

115.00 

PS15 

0-15 KV DC 

1.0 ma 

1.75 ma 

3.0 

3% x4:^^x9 

Full Wave Doubler 

200.00 

PS30 

0-30 KV DC 

1.0 ma 

1.75 ma 

3.0 

7 X 7 X 8 

Full Wave Doubler 

285.00 - 

*PS50 

0-50 KV DC 

2.0 ma 

4.0 xua 

3.0 

12% X 12% xl2% 

Full Wave Tripler 

850.00 


Others by Quotation 






*The PS 50 supply has a separate accessible compartment for the rectifier tubes. 

1. Hivolt Supplies are rated at 118 V AC input, 60 cycles. 

2. Hivolt Supplies for 400 cycle operation are also available for aircraft use, built to military speci¬ 
fications. 

3. Hivolt Supplies are engineered for various applications. Send us your requirements. 


LABORATORY -T List Price | 

No. Mfd. Dimensions 5% Tolerance 

GRADE PLASTICON - — 

CAPACITORS LAG201 .0002 M X 1 " 633 

LAG501 .0005 H x 1" 6.50 

Low dielectric absorption, .01- LAG102 .001 % x 1 " 6.67 

.02% residual. Low dissipa- LAG202 .002 % x 1 " 6.83 

tion factor, .0002-.0003 at 1MC. I-AG502 .005 % x 1 " 7.25 

Constant Q and capacitance, lagio3 .01 §1 x 1 " 7.75 

from DC to 100 KC. High insu- LAG203 .02 il x 1 " 8.50 

lation resistance, 1012 ohms/ LAG503 .05 i%xi" 9.33 

mfd. average. Negative temp. lacio4 .1 2 i^xi%xi" 12.83 

coeflBcient, minus 400-500 ppm/°C. Rated voltage I-AC204 .2 2 x 2 x i^/V" 13.83 

500 V DC. Resistance and absorption readings LAC504 .5 4 x 2 x ii^" 15.83 

taken at 200 V DC. 2% and 5% standard tolerances, LAC105 1 . 4 % x 3 % x 1 27.50 

1% to order. Type LAG Glassmike style. Type LAC205 2 . 4%x3%x2i^" 40.83 

LAC rectangular metal can. LAC505 5 . _ 6 x 3 % x 4 ^^" _ 88.33 

de ns e r^^^rod ue t» Company 

V \ 7517 North Clark Street • Chicago 26, Illinois 

\ ^^ MANUFACTURERS: Glassmikes • Plasticon Capacitors • HiVolt Power Supplies • Pulse Forming Networks 


Copyright hy U. C, F., Inc. 


TRADE DISCOUNT APPLIES TO LIST PRICES ONLY 


Radio’s Master — 18th Edition 

Page P-145 





Cp 


'Glassmike" PLASTICON CAPACITORS 



Type ASG 



Type ASG are Plasticon A dielectric-silicone fluid impregnated 
capacitor elements in hermetically sealed glass tubes. Standard 
range —60°C to +85 °C, extended range —60°C to +125°C with 
proper derating. The smallest and lightest high voltage capacitors 
made. Type ASG are ideal for DC and low frequency AC applications. 
All 19/32 diameter Glassmikes are supplied with pigtail leads. 


Plasticon dielectric is superior to the finest linen or kraft con¬ 
denser paper hitherto used. Plasticon is a thin plastic film, free 
from metallic particles or other foreign matter. Much higher tensile 
strength than paper and does not become brittle with age and heat. 
Not porous as paper and has higher breakdown voltage. 



New 



Dimensions 

List 

Cat. No. 

Cat. No. 

Cap. Mfd. 

Volts D.C. 

Dia. & Length 

Price 

ASGl 

ASG103-6C* 

.01 

600 

si xl:^ 

$1.50 

ASG2 

ASG203-6C* 

.02 

600 

M xlA 

1.60 


ASG303-6O 

.03 

600 

M xli^ 

1.60 


ASG403-60 

.04 

600 

xii^ 

1.60 

ASG3 

ASG503-6C* 

.05 

600 

M xii% 

1.75 


ASG603-6C 

.06 

600 

M xii% 

1.75 


ASG7 53-60 

,075 

600 

M xii% 

1.75 

ASG4 

ASG104-6C* 

.1 

600 

%xl% 

1.95 


ASG204-6C 

.2 

600 

i|xl% 

2.15 

ASG5 

ASG254-6C* 

.25 

600 

i|x2% 

2.25 


ASG304-6C 

.3 

600 

§1x1% 

2.35 

ASG6 

ASG504-6C* 

.5 

600 

11 x2% 

2.60 


ASGl 05-60 

1.0 

600 

l%x2 

3.90 

ASG7 

ASG502-1M 

.005 

1000 

if xli^ 

1.50 

ASGS 

ASG108-1M* 

.01 

1000 

hi xl’fe 

1.60 

ASG9 

ASG208-1M* 

.02 

1000 

si xl^ 

1.70 

ASGIO 

ASG503-1M* 

.05 

1000 

%xl% 

1.S5 

ASGll 

ASG104-1M* 

.1 

1000 

%x2% 

2.15 

ASG12 

ASG254-1M* 

.25 

1000 

II X23/4 

2.50 


ASG504-1M 

.5 

1000 

iy8x2% 

2.90 

ASG13 

ASG202-2M* 

.002 

2000 

M xii^ 

1.90 

ASG14 

ASG502-2M* 

.005 

2000 

M xi:^ 

2.05 

ASG15 

ASG103-2M* 

.01 

2000 

M xiif^ 

2.25 

ASG16 

ASG203-2M* 

.02 

2000 

If xl:?^ 

2.50 

ASG17 

ASG503-2M* 

.05 

2000 

%xl% 

2.80 

ASG18 

ASG104-2M* 

.1 

2000 

%x2% 

3.20 

ASG19 

ASG254-2M* 

.25 

2000 

ii X2% 

3.70 


ASG504-2M 

.5 

2000 

l%x2 

4.40 

ASG20 

ASG102-3M* 

.001 

3000 

ii xlA 

5.15 

ASG21 

ASG202-3M* 

.002 

3000 

If xlA 

5.25 

ASG22 

ASG502-3M* 

.005 

3000 

if xl'^ 

5.40 

' ASG23 

ASG103-3M* 

.01 

3000 

If xl 

5.60 

ASG24 

ASG203-3M* 

.02 

3000 

%X13/4 

5.85 

ASG25 

ASG503-3M* 

.05 

3000 

§1x2% 

6.15 

ASG26 

ASG104-3M* 

.1 

3000 

lV8X2y4 

6.50 


ASG254-3M 

.25 

3000 

1%X2 

7.20 


ASG102-4M 

.001 

4000 

II xl^ 

5.95 


ASG202-4M 

.002 

4000 

hi xl^ 

6.05 


ASG502-4M 

.005 

4000 

Mxl% 

6.20 


ASG103-4M 

.01 

4000 

%xl:fiv 

6.40 


ASG203-4M 

.02 

4000 

%Xl3^ 

6.75 


ASG503-4M 

.05 

4000 

ifx2 

7.00 


ASG104-4M 

.1 

4000 

iy8x2 

7.80 

ASG27 

ASG102-5M* 

.001 

5000 

M xlt^ 

6.50 

ASG2S 

ASG202-5M* 

,002 

5000 

si Xl-^ 

6.70 

ASG29 

ASG502-5M* 

.005 

5000 

M xi% 

6.95 

ASG30 

ASG103-5M* 

.01 

5000 

%xl% 

7.25 

ASG31 

ASG203-5M* 

.02 

5000 

%x2% 

7.65 

ASG32 

ASG503-5M* 

.05 

5000 

II x2% 

8.15 

ASQ33 

ASG104-5M* 

.1 

5000 

I%x3y2 

9.10 


New 

Cat. No. Gap. Mfd. Volts D.C. 


© 


C 



ASG501-75C 

.0005 

7500 

ASG34 

ASG102-76C^ 

.001 

7500 

ASG35 

ASG202-76C* 

.002 

7500 

ASG36 

ASG502-75C* 

.005 

7500 

ASG37 

ASG103-75C* 

,01 

7500 

ASG38 

ASG203-75C* 

.02 

7500 

ASG39 

ASG503-75C* 

.05 

7500 

ASG40 

ASG601-10M* 

.0005 

10,000 

ASG41 

ASG102-10M* 

.001 

10,000 

ASG42 

ASG202-10M* 

.002 

10,000 

ASG43 

ASG502-10M* 

.005 

10,000 

ASG44 

ASG103-It)M* 

.01 

10,000 

ASG45 

ASG203-10M* 

.02 

10,000 

ASG46 

ASG303-10M 

.03 

10,000 

ASG60 

ASG603-10M* 

.06 

10,000 

ASG47 

ASG501-15M* 

.0005 

16,000 

ASG48 

ASG102-15M* 

.001 

15,000 

ASG49 

ASG202-15M* 

.002 

15,000 


ASG502-15M 

.005 

15,000 


.ASG103-15M 

.01 

15,000 


ASG208-15M 

.02 

15,000 

ASG50 

ASG601-20M* 

.0005 

20,000 

ASG51 

ASGIO 2-2 OM* 

.001 

20,000 


ASG202-20M 

.002 

20,000 


ASG502-20M 

.005 

20,000 


ASG103-20M 

.01 

20,000 

ASG52 

ASG501-30M* 

.0005 

80,000 


ASG102-30M 

.001 

30,000 


ASG202-30M 

.002 

30,000 


ASG502-30M 

.005 

30,000 


ASG501-40M 

.0005 

40,000 


ASG102-40M 

.001 

40,000 


ASG202-40M 

.002 

40,000 


ASG501-50M 

.0005 

50,000 


ASG102-50M 

.001 

50,000 


ASG202-50M 

.002 

50,000 


ASG502-50M 

.005 

50,000 


ASG501-60M 

.0005 

60,000 


ASG102-60M 

.001 

60,000 


Dimensions List 

Dia.& Length Price 

$7.00 

MxltV 7.00 

7.25 

%xl% 7.55 

%x2y4 8.15 

nx2.% 9.25 

I%x4i4 11.50 

Mxl% 7.30 

H xl % 7.50 

^ixl% 7.80 

iixl% 9.00 

Mx2i4 10.50 

l%x2% 12.50 

l%x2^ 15.00 

I%x4y4 17.50 

Hx2H 14.50 

%x2^ 14.80 

sA x2 M 15.50 

11 /8x2% 18.00 

l%x3% 21.00 

1 % x4 Vs 25.00 


Hxsya 

% X8 Vi 

iVsxSya 

I%x4y2 


M X5% 

llx6% 

lysxeyg 


%x8% 

^1x81/4 

iy8x8i4 

l%xlO% 


Other prices and values by quotation. 

*These units are duplicated in the ASG line now in use, i.e. ASGl 
thru 52. 
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Here at last is a capacitor that affords ABSOLUTE PROTEC¬ 
TION under every condition — a capacitor you can rely on 
completely — ASTRON BLUE-POINT, the BONDED capacitor. 
This capacitor is produced by an exclusive new design and 
manufacturing process (patent pending] developed by Astron 
engineers. 

The all-important BLUE POINT which distinguishes this new 
capacitor actually BONDS itself to the tough, heat-resistant 
outer shell and leads—^forming the TIGHTEST SEAL AGAINST 
MOISTURE ever producedl 

The Blue-Point DRY-ASSEMBLY process — as used in hermeti¬ 
cally sealed metal encased capacitors — prevents contamina¬ 
tion, provides still further protection against moisture, and 
assures uniform QUALITY and DEPENDABILITY for every 
Blue-Point. 

The Blue-Point is mineral oil impregnatedf for continuous 
operation at 85®C. The blue point seal itself makes ingenious 


use of a special thermo-setting, heat-resistant, non-inflammable 
BONDING AGENT as a positive protection against moisture. 
With the Astron Blue-Point, you may solder leads as close to 
the capacitor as you like. Leads will not pull out, nor will the 
heat of the soldering iron damage the lead or the connection. 
Further, every Blue-Point is clearly marked with rated voltage 
and capacitance, and is imprinted with outside foil identifi¬ 
cation. 

The Astron Blue-Point Capacitor gives you greater protection 
against heat and moisture at every stage — assuring long life 
and dependable performance from EVERY iinit — to a degree 
never before possible with molded plastic capacitors. 

From now on, look for the Blue-Point — ask for exclusive Astron 
Blue-Point Capacitors by name . . . more than ever before, 
DEPEND ON, INSIST ON . . . ASTRONl 

’•'Tr^de Mark 

tThe catalog numbers indicated by t are wax impregnated capacitors. 


CATALOG 

NUMBER 

CAP. 

MF. 

SIZE 

DIAM. LENGTH 

LIST 

PRICE 


200 VOLTS 

DC VlfORKING 


BP-2-Oit 

.01 

Yax 1 

% .25 

BP-2-02 

.02 

% X 1 

.25 

BP-2-05t 

.05 

% X l'/4 

.25 

BP-2-lt 

.1 

tV X l»/4 

.35 

BP-2-2 

.2 

% X 17/8 

.45 

BP-2-25 

.25 

Vs X 17/8 

.45 

BP-2-5t 

.5 

Vs X 17/8 

,60 


400 VOLTS 

DC WORKING 


BP-4-01 

.01 

Vs X 1 

.25 

BP.4-02 

.02 

Vs X 11/4 

.25 

BP-4-05t 

.05 

X l«/4 

.30 

BP-4-11 

.1 

Vl X IVs 

.35 

BP-4.2 

.2 

Vs X 17/8 

.40 

BP-4-25 

.25 

Vs X 17/8 

.45 


600 VOLTS 

DC WORKING 


BP-6-001 

.001 

Vs X 1 

.25 

BP-6-002 

.002 

Vs X 1 

.25 

BP-6-003 

.003 

Vs X 1 

.25 


CATALOG 

NUMBER 

CAP. 

MF. 

SIZE 

DIAM. LENGTH 

LIST 

PRICE 

BP-6-004 

.004 

Vs X 1 

$ .25 

BP-6.005 

.005 

Vs X 1 

.25 

BP-6-006 

.006 

Vs X 1 

.25 

BP-6-01 

.01 

Vs X 11/4 

.30 

BP-6-02 

.02 

X 11/4 

.30 

BP.6-03 

.03 

'/2 X |5/8 

.35 

BP-6-05 

.05 

'/2 X 15/8 

.40 

BP-6-08 

.08 

Vs X 17/8 

.40 

BP-6-1 

.1 

Vs X IVs 

.45 


1600 VOLTS 

DC WORKING 


BP-16-001 

.001 

Vs X l '/4 

.55 

BP-16-002 

.002 

Vs X l >/4 

.55 

BP-16-003 

.003 

% X l«/4 

.55 

BP-16-005 

.005 

tV X 11/4 

.55 

BP-16-006 

.006 

/r X 11/4 

.55 

BP-16-008 

.008 

Vi X IVs 

.60 

BP-16-01 

.01 

'/2 X 1% 

.60 

BP-16-015 

.015 

'/2 X l4 

.60 

BP-16-02 

.02 

Vs X |7/8 

.60 

BP-16-03 

.03 

* Vs X |7/8 

.60 
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QUALITY CAPACITORS 

ASTRON CORPORATION 255 Grant Ave./E. Newark, N. J. 


TYPE EY SAFETY MARGIN* 

TWIST PRONG DRY ELECTROLYTICS 

Manufactured under rigid quality control specifi¬ 
cations, Astron Type EY twist-prong dry electrolytic 
capacitors have earned their wide acceptance by 
radio and TV manufacturers and service tech¬ 
nicians. Astron offers a complete line of replace¬ 
ment twist prong dry electrolytic capacitors for 
all popular television chassis. They are simple to 
mount by means of twist prong tabs on a mount¬ 
ing plate, or directly on the chassis, in filter and 
by-pass circuits. The mounting tab ring Is elec¬ 
trically welded to the cathode of the capacitor, 
and serves as the negative terminal. Multiple 
section units are concentrically wound and have common 
cathode. Terminal tabs are securely fastened to the terminal 
lugs, insuring permanent low resistance connections. Compact 
and hermetically sealed in a seamless aluminum drawn can. 


Operates at ambient temperatures up to 85®C. Smallest prac- 


tical sizes. 

Coding clearly etched on container. 


♦Trade Mark 




CATALOG 

CAP. 

SIZE 

LIST 

NUMBER 

MF. WVDC 

DIAM. LENGTH PRICE 


SINGLE SECTION 



EYS-lOO 

1000/15 

1 X 3 

$2.55 

EYS-IOB 

2000/15 

lYs X 3 

3.45 

EYS-IIB 

100/25 

1 X 2 

1.60 

EYS-120 

500/25 

1 X 3 

2.55 

EYS-125 

i000/25 

1% X 3 

3.55 

EYS.I30 

500/50 

Ws X 3 

2.65 

EYS.135 

50/150 

1 X 2 

1.65 

EYS-140 

80/150 

1 X 2 

1.85 

EYS-MS 

100/150 

1 X 3 

2.00 

EYS-150 

120/150 

i X 3 

2.10 

EYS-160 

150/150 

1 X 3 

2.15 

EYS-165 

15/250 

1 X 2 

1.55 

EYS-170 

30/250 

I X 2 

1.70 

EYS-175 

40/250 

I X 2 

1.80 

EYS-180 

60/250 

1 X 2y2 

2.05 

EYS-IBS 

80/250 

1 X 3 

2.15 

EYS-190 

150/250 

1% x3 

3.10 

EYS.I95 

30/350 

i X 2 

1.90 

EYS-2(H) 

40/350 

1 x 2'/2 

2.00 

EYS-205 

50/350 

1 X 3 

2.10 

EYS.2I5 

80/350 

1% X 2 V 2 

2.85 

EYS.220 

125/350 

1% X 3 

3.65 

EYS-225 

80/400 

IVb X 2 '/2 

2.95 

EYS-230 

10/450 

i X 2 

1.55 

EYS-2350 

20/450 

1 X 2 

1.75 

EYS-240 

30/450 

1 X 2'/2 

1.95 

EYS-245 

40/450 

I X 3 

2.05 

EYS-250 

80/450 

1% X 3 

3.05 

EYS.255 

30/475 

1 X 3 

2.00 

EYS-260 

40/475 

13/8 X 2 

2.50 

EYS-265 

90/475 

| 3/8 X 2/2 

3.50 


DUAL SECTIONS 



EYD-SOO 

1000-1000/15 

| 3/8 X 2'/2 

$4.40 

EYD-505 

150-50/25 

1 X 2 

1.75 

EYD-510 

30-30/150 

1 X 2 

1.75 

EYD-515 

50-50/150 

1 X 2'/2 

1.95 

EYD-520 

200-200/150 

m X 4 

4.00 

EYD-525 

20-20/250 

1 X 2 

1.90 

EYD-530 

40-40/250 

1 X 2/2 

2.50 

EYD-540 

80-80/300 

| 3/8 X 31/2 

4.05 

EYD .545 

120-20/300 

Wb X 31/2 

3.80 

EYD-550 

15-15/350 

1 X 2 

2.25 

EYD .555 

20-20/350 

1 X 2 V 2 

2.35 

EYD-560 

80-80/350 

lYs X 4 

4.70 

EYD-565 

10-10/450 

1 X 2 

1.90 

EYD-575 

20-20/450 

1 X 3 

2.55 


CATALOG 

NUMBER 

CAPACITY & VOLTAGE 

SIZE 

LIST 

PRICE 

EYD.580 

30-30/450 

Wb X 2 V 2 

$3.05 

EYD-585 

40-40/450 

X 3 

3.45 

EYD-590 

80-10/450 

|3/8 X 4 

3.60 

EYD-600 

80-40/450 

13/8 X 4 

4.35 

EYD-605 

40-40/475 

|3/8 X 3 

4.30 

EYD-610 

20-20/500 

1 % X W 2 

2.85 

EYD-615 

40-40/500 

|3/8 X V/2 

4.40 

EYD-620 

250/10 1000/6 

|3/8 X 2 

2.85 

EYD-625 

20/350 30/250 

1 X 3 

2.30 

EYD-630 

60/350 80/250 

|3/8 X 3'/2 

3.45 

EYD-635 

20/450 20/25 

1 X 2 

2.00 

EYD.640 

20/450 100/100 

|3/8 X 2 

2.65 

EYD-645 

20/450 80/350 

|3/8 X 3 

3.65 

EYD-650 

30/450 40/150 

13/8 X 2 

2.50 

EYD-655 

40/450 20/25 

1 X 3 

2.40 

EYD-660 

40/450 10/350 

|3/8 X 2/2 

2.10 

EYD-665 

80/450 50/50 

|3/8 X 3 

3.50 

EYD-670 

20/475 100/300 

13/8 X 31/2 

3.95 

EYD-675 

40/500 50/200 

|3/8 X 3/2 

3.35 



TRIPLE SECTIONS 



EYT-IOOO 

40-40-40/25 

1 X 2 

$2.15 

EYT-1005 

40-20-20/150 

1 X 2 

2.40 

EYT-1010 

40-40-40/150 

1 X 3 

2.60 

EYT-I015 

50-50-50/150 

1 X 3 

3.00 

EYT-1020 

40-20-10/250 

\Yb X 2 

2.85 

EYT-1025 

60-40-20/350 

1% X 3 

4.25 

EYT-1030 

10-10-10/450 

1 X 2 V 2 

2.60 

EYT.I035 

20-10-10/450 

1 X 3 

2.95 

EYT-1040 

20-20-20/450 

1% X 3 

3.60 

EYT-1045 

30-30-30/450 

1% X 3 

4.35 

EYT.1046 

40-10-10/450 

\Yb X 2 V 2 

3.60 

EYT-1050 

40-40-10/450 

Wb X V/2 

4.15 

EYT-1055 

40-40-40/450 

\Yb X 4 

$4.90 

EYT-I060 

60-30-10/450 

1% X 3 

4.50 

EYT-1065 

80-40-20/450 

13/8 X 4 

5.40 

EYT.I070 

10-10-10/475 

1 X 3 

2.70 

EYT-1075 

30-30-20/475 

\Yb X 3 

4.40 

EYT-1080 

10-10-10/500 

1 X 3 

2.70 

EYT-1085 

40-20/150 

20/25 

1 X 2 

2.30 

EYT-1087 

40-20/150 

100/25 

1 x2'/2 

2.50 

EYT-1089 

50-30/150 

30/25 

1 x 2 V 2 

2.60 

EYT-1090 

50-50/150 

20/25 

1 X 2'/2 

2.70 

EYT-1095 

120-60/150 

20/25 

1% X 2/2 

3.30 

EYT-llOO 

100-10/200 

40/50 

lYs X 2 V 2 

3.10 

EYT-II05 

40-20/250 

10/150 

1% X 2 

2.75 

EYT-lllO 

70-70/250 

20/50 

Wb X 3 

3.90 

EYT-III5 

10-10/300 

15/250 

1 X 2 

2.45 

EYT-II20 

10-5/350 

150/50 

1 X 3 

2.70 

EYT-II25 

15-15/350 

20/25 

1 X 2 V 2 

2.50 

EYT-II30 

30-20/350 

20/25 

1 X 3 

3.10 

EYT-II35 

30-30/350 

20/25 

1% X 2 V 2 

3.40 

EYT-1140 

30-30/350 

50/50 

1% X 2/2 

3.50 

EYT-II45 

40-20/350 

10/100 

lys X 2 

2.80 

EYT-1150 

40-40/350 

50/25 

1% X 2/2 

3.70 

EYT-1155 

10-10/450 

20/25 

1 X 2 V 2 

2.40 

EYT-1160 

10-10/450 

40/50 

1 X 2'/2 

2.75 

EYT-1165 

20-10/450 

50/50 

1 X 3 

2.85 

EYT-1170 

20-20/450 

20/25 

1 X 3 

3.10 

EYT-1175 

20-20/450 

60/350 

Wb X 3'/2 

4.00 

EYT-1I80 

30-30/450 

20/25 

1% X 2'/2 

3.50 

EYT-1185 

30-30/450 

40/50 

1% X 3 

3.65 

EYT-1190 

40-10/450 

80/200 

Wb X 3 

3.90 

EYT-1195 

40-10/450 

100/200 

1% X 31/2 

4.10 

EYT-1200 

40-10/450 

10/350 

Wb X 3 

3.30 

EYT-1205 

40-20/450 

25/50 

1% X 3 

3.40 

EYT-I2I0 

40-40/450 

20/25 

1% X 3 

3.95 

EYT-1215 . 

40-40/450 

40/25 

1% X 3 

4.00 

EYT-1220 

40-40/450 

40/150 

1% X 3/2 

4.15 

EYT-1225 

40-40/450 

100/200 

1% X 4 

4.95 

EYT-1240 

80-40/450 

100/25 

\Yb X 4 

5.10 

EYT-1245 

20-20/475 

60/400 

1% X 3'/2 

4.80 

EYT-1250 

10-10/500 

4/350 

1 X 3 

2.50 

EYT-1255 

10-10/500 

100/50 

1 X 3 

2.85 

EYT-1260 

30-10/500 

20/50 

1% X 21/2 

3.10 

EYT-1265 

40-40/500 

100/50 

1% X 3 

4.30 

EYT-1270 

80/400 

20-10/300 

\Yb X 3 '/2 

4.25 

EYT-1275 

20/450 

40-10/250 

iy8x2 

3.15 



C&pyright by U, C. P„ Inc, 


TRADE DISCOUNT APPLIES TO LIST PRICES ONLY 


Radio’s Master — 18th Edition 

Poge P-149 








QUALITY CAPACITORS 

ASTRON CORPORATION 255 Grant Ave., E. Newark, N. J. 


CATALOG 

NUMBER 

CAPACITY & VOLTAGE 

SIZE 

LIST 

PRICE 

TYPE EY TWIST PRONG DRY ELECTROLYTICS 


Triple Sections (Cont.) 



EYT-1280 

30/450 100-25/25 

1% 

X 2 

$3.00 

EYT-1290 

40/450 90-50/150 

1% 

x3'/2 

4.00 

EYT-1295 

20/250 30/250 20/25 

1 

X 3 

2.80 

EYT-1300 

100/300 60/150 20/25 

1 

X 2«/2 

2.85 

EYT.I3I0 

10/350 50/150 100/50 

1 

X 31/2 

2.85 

EYT-I3I5 

20/350 40/300 10/150 

1 

X3I/2 

3.15 

EYT-1320 

30/350 30/300 20/25 

1 

X 3 

3.15 

EYT-1325 

40/350 20/300 10/200 

1% 

X 2 

3.30 

EYT-1327 

60/400 40/300 20/25 

1% 

X 3 

4.20 

EYT-1330 

10/450 30/400 30/300 

1% 

x2»/2 

3.35 

EYT-I335 

20/450 60/250 100/25 

1% 

x2'/2 

3.65 

EYT-1340 

20/450 80/350 100/50 

lys 

X 31/2 

4.50 

EYT-1345 

40/450 40/150 130/50 

1% 

X 3 

3.65 

EYT-1350 

10/475 100/200 40/50 

lya 

x2«/2 

3.35 

EYT-1360 

20/500 20/300 40/25 

lya 

X 2 

3.10 


QUADRUPLE SECTIONS 



EYQ-2000 

40-40-20-10/300 

lya 

X 3«/2 

$4.55 

EY9-2005 

30-30-20-20/400 

lya 

X 3i/2 

4.85 

EYQ-2010 

80-10-10-10/400 

lya 

X 3*/2 

4.70 

EY 9-2015 

I0-I0-I0-I0/450 

lya 

X 2 

3.35 

EY9-2020 

20-10-10-10/450 

lya 

X 2«/2 

3.70 

EY9-2025 

20-20-20-20/450 

lya 

X 3 

4.70 

EY9-2030 

30-15-15-15/450 

lya 

X 3 

4.45 

EY9-2035 

30-30-15-10/450 

lya 

x3'/2 

4.70 

EY9-2040 

40-20-10-10/450 

lya 

X 3 

4.45 

EY9-2045 

10-10-10-10/475 

lya 

X 2 

3.50 

EY9-2050 

40-20-10-10/475 

lya 

X 3 

5.10 

EY9-2055 

40-40-40/150 20/25 

lya 

X 2 

3.15 

EY9-2060 

80-60-40/250 20/150 

lya 

x3'/2 

5.10 

EY9-2065 

100-40-10/250 100/50 

lya 

X 31/2 

5.15 

EY9-2070 

60-40-20/300 50/25 

lya 

x3»/2 

4.70 

EY9-2075 

40-40-40/300 20/150 

lya 

X 3 

4.90 

EY9-2080 

40-20-20/350 25/25 

lya 

x2I/2 

4.25 

EY9-2085 

40-40-40/350 40/25 

lya 

x3I/2 

5.20 

EY9-2090 

40-40-40/350 150/50 

1% 

X 4 

5.70 

EY9-2095 

20-20-20/400 20/25 

lys 

x IVz 

3.85 

EY9-2I05 

10-10-10/450 20/25 

lya 

X 2 

3.15 

EY9-2II0 

10-10-10/450 10/150 

lya 

X 2 

3.15 

EY9-2II5 

20-10-10/450 100/25 

lya 

X 2 

3.70 

EY9-2I20 

20-20-20/450 20/25 

lya 

x2'/2 

4.15 

EY9-2I25 

20-20-20/450 100/50 

lya 

X 3 

4.55 

EY9-2I30 

30-30-15/450 30/50 

lya 

X 3 

4.15 

EY9-2I35 

30-30-20/450 20/25 

lya 

X 3 

4.65 

EY9-2I40 

40-10-10/450 250/25 

lya 

X 3 

4,25 

EY9-2145 

40-10-10/450 10/350 

lya 

X 3 

3.90 

EY 9-2150 

40-15-10/450 20/25 

lya 

X 3 

4.10 

EY9-2I53 

40-20-20/450 20/25 

lya 

X 3 

4.60 

EY9-2I55 

40-20-20/450 40/25 

lya 

X 3 

4.65 

EY9-2160 

40-30-10/450 20/25 

lya 

X 3 

4.60 

EY9-2I63 

40-40-10/450 100/100 

lya 

X 4 

5.35 

EY9-2I65 

40-40-40/450 25/50 

lya 

X m 

$4.70 

EY9-2I70 

60-10-10/450 20/150 

lya 

X 3 

4.60 

EY9.2175 

20-20-10/475 10/300 

lya 

x2»/2 

4.30 

EY9-2I80 

40-20-10/475 10/25 

lya 

X 3 

4.85 

EY9-2I85 

40-10/400 80-10/250 

lya 

X 31/2 

4.70 

EY9-2I90 

10-10/450 20-20/25 

lya 

X 2 

2.95 

EY9-2I95 

20-20/450 20-20/25 

lya 

X 2 

3.60 

EY9-22OO 

40-40/450 30-30/350 

lya 

X 4 

5.90 

EY9-2205 

10-5/475 80/450 40/50 

lya 

x3'/2 

4.95 

EY9-22I0 

15-15/475 80/300 40/50 

lya 

X 3 

4.80 

EY9-22I5 

40-40/450 10/300 50/40 

lya 

X 3 

4.75 

EY9-2220 

10/450 60-40/350 25/25 

lya 

X V/i 

4.60 

EY9-2222 

10/450 100-10/350 20/25 

lya 

X 31/2 

5.25 

EY9-2225 

20/450 80-20/200 50/50 

lya 

X 3 

4.15 

EY9-2235 

100/300 40/50 80-20/25 

lya 

X3»/2 

4.50 

EY9-2240 

120/300 20/250 20/25 100/50 

lya 

X 4 

5.05 

EY9-2245 

200/300 20/250 20/25 100/50 

lya 

X 5 

5.45 

EY9-2250 

10/450 10/300 60/200 100/50 

lya 

X m 

3.80 

EY9-2255 

20/450 20/400 20/350 20/25 

lya 

X 3 

3.80 

EY9-2260 

80/450 10/400 30/300 40/150 

lya 

X 4 

5.25 

EY9-2265 

10/475 10/450 80/200 50/60 

lya 

X 3 

3.85 

EY9-2270 

10/475 60/450 30/400 125/50 

lya 

X 4 

5.45 

EY9-2275 

20/475 40/300 100/50 80/25 

lya 

X 3 

4.50 

EY9-2280 

25/475 20/450 40/300 100/50 

lya 

X3«/2 

4.95 


‘^MINIMITE*” TYPE MM METAL 

TUBULAR DRY ELECTROLYTICS 

Astpon MINIMITE* Type 
MM high qualify com¬ 
pact electrolytic capaci¬ 
tors are ideally suited 
for under chassis mounting in filter and audio by-pass circuits, 
where long life and limited space are essential factors. Her¬ 
metically sealed in seamless extruded aluminum shells and 
covered with kraft tube insulating sleeves. They have bare 
tinned 20 ga. wire leads, a minimum of three inches in length. 
Exceptionally low leakage. Withstand high surge voltage. 
Adequate voltage breakdown characteristics. Permanent low 


resistance contact. Dual units are 
bare wire leads and neutral strap. 

negative 

common 

with 3 

CATALOG 

NUMBER 

CAP. 

MF. 

WVDC 

SIZEt 

DIAM. LENGTH 

LIST 

PRICE 

MM-50O-15 

500 

15 

Vb 

X 

2tV 

$1.75 

MM-IOOO-15 

1000 

15 

I 

X 

2H 

2.30 

MM-10-25 

10 

25 

V 2 

X 

ItV 

.75 

MM-25-25 

25 

25 

V 2 

X 

IVr 

.85 

MM-50-25 

50 

25 

Vb 

X 

1/r 

1.00 

MM-IOO-25 

100 

25 

Vb 

X 

Wb 

1.20 

MM-250-25 

250 

25 

Vb 

X 

1% 

1.70 

MM-500-25 

500 

25 

\ 

X 

23/8 

2.30 

MM-10-50 

10 

50 

V 2 

X 

1/5 

.80 

MM-25-50 

25 

50 

% 

X 

IV5 

.90 

MM-50-5O 

50 

50 

Vb 

X 

lya 

1.05 

MM-8-150 

8 

ISO 

V 2 

X 

IVa 

.80 

MM-I6-I50 

16 

150 

Vb 

X 

lya 

.90 

MM-20-150 

20 

150 

Vb 

X 

IVa 

.95 

MM-30-150 

30 

150 

Va 

X 

lya 

1.00 

MM-40-150 

40 

ISO 

Va 

X 

lya 

I.IO 

MM-50-i50 

50 

150 

Vb 

X 

lya 

1.20 

MM-80-150 

80 

150 

Vb 

X 

2Vy 

1.60 

MM-IOO-150 

100 

150 

Vb 

X 

23/8 

1.75 

MM-150-150 

150 

150 

1 

X 

23/8 

1.90 

MM-8-250 

8 

250 

ya 

X 

lya 

.80 

MM-16-250 

16 

250 

Va 

X 

Wb 

1.10 

MM-20-250 

20 

250 

Va 

X 

lya 

1.35 

MM-40-250 

40 

250 

Vb 

X 

Wa 

1.55 

MM-10-350 

10 

350 

Va 

X 

Wb 

1.00 

MM-20-350 

20 

350 

Vb 

X 

Wb 

1.30 

MM-4-450 

4 

450 

Vb 

X 

13/8 

.90 

MM-8-450 

8 

450 

Va 

X 

13/8 

.95 

MM-10-450 

10 

450 

Va 

X 

IVa 

1.05 

MM-12-450 

12 

450 

Vb 

X 

|3/4 

1.30 

MM-16-450 

16 

450 

Vb 

X 

|3/4 

1.35 

MM-20-450 

20 

450 

Vb 

X 

2tV 

1.50 

MM-30-450 

30 

450 

1 

X 

23/8 

1.65 

MM-40-450 

40 

450 

1 

X 

2H 

1.80 

MM-80-450 

80 

450 

lya 

X 

3'/8 

2.60 

MM-8-500 

8 

500 

ya 

X 

2t'j 

1.30 

MM-16-500 

16 

500 

1 

X 

23/8 

1.50 


DUAL CAPACITANCE UNITS 


MM-2x20-l50 

20-1-20 

150 

Va X Wb** 

$1.30 

MM-2x30-l50 

30-+-30 

150 

Vb^ Wb** 

1.50 

MM-2x40-l50 

40-f40 

150 

Vb X 2 / 5 ** 

1.70 

MM-5030-150 

50-t-30 

150 

Vb X 2V5^* 

1.95 

MM-2x50-150 

50-1-50 

150 

Vb X %Vb** 

2.10 

MM-2x8-450 

8-f8 

450 

Vb X 2tV** 

1.70 

MM-2x 10-450 

lO-f 10 

450 

ya X 2/5^* 

1.85 

MM-2xl6-450 

16-1-16 

450 

1 X 2H** 

2.25 

MM-2x20-450 

20-f20 

450 

1 X 2|t** 

2.50 


♦Trade Mark. 

♦♦Furnished with radial mounting strap, 
tDimensions are for metal tubes. Add 1*?" to diameter and '/g” to 
length for over-all dimensions for cardboard insulating sleeve. 
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QUALITY CAPACITORS 


ASTRON CORPORATION 


255 Grant Ave., f. Newark, N. J. 


TYPE ES SAFETY MARGIN* 
CARDBOARD TUBE DRY ELECTROLYTICS 



Sturdily constructed, Astron Type ES capacitors are ideal for use in tele¬ 
vision and other electronic filter and audio by-pass circuits. They are 
internally wrapped in plastic film for protection in humjd operating 
conditions and contained in a strong wax impregnated kraft tube. 
Filled with high melting point wax. Capacity, voltage and polarity 
clearly identified on the container. Insulated lead wires approximately 
6 inches long. Supplied with centrally located mounting strap. 


CATALOG 

NUMBER 

CAP. 

MF. 

WVDC 

SIZE 

DIAM. LENGTH 

LIST 

PRICE 

DUAL UNITS 

— COMMON NEGATIVE 


ES-2x20-150 

20-1-20 

ISO 

% X 21/2 

$1.30 

ES-2x30-l50 

30-f-30 

150 

% X 2'/2 

1.50 

ES-2x40-l50 

40-f40 

150 

1 X 2'/2 

1.70 

ES-5030-150 

50-F30 

150 

I X 21/2 

1.70 

ES-2x50-l50 

50-f50 

150 

1 X 3 

1.85 

ES-8040-150 

80-1-40 

150 

I'/s X 3 

2.00 

ES-2x20-250 

20-t-20 

250 

% X 2'/2 

1.85 

ES-2X20-450 

20-f20 

450 

I'/s X 31/4 

2.50 

TRIPLE UNITS 

— COMMON NEGATIVE 


ES-3x20-150 

20-f20-|-20 

150 

1 X 2'/2 

2.00 

ES-310 

40-f 30-1-20 

150 

1 X 3 

2,15 

ES-3li 

80-f40-F20 

150 

I'/a X 3'/4 

2.50 

ES-312 

40-1-10/20 

150/25 

1 X 2'/2 

1,95 

ES-313 

40-f 30/20 

150/25 

1 X 3 

2.05 

ES-314 

40-1-40/40 

150/25 

1 X 314 

2.20 

ES-3IS 

50-1-30/100 

150/25 

1 X 31/4 

2.55 


TYPE AM 

MOLDED PAPER TUBULARS 



Ty|3e AM paper tubulars are molded in a high temperature, heat 
resistant, plastic compound. These units are perfectly sealed against 
the most severe conditions of humidity. Smaller than most conven¬ 
tional paper tubulars and well within RMA size requirements. Type AM 
molded paper tubulars are clearly labeled with capacity and voltage 
ratings. 


CATALOG 

NUMBER 

CAP. 

MF. 

SIZE 

DIAM. LENGTH 

LIST 

PRICE 


200 

VOLTS 

DC 


AM-2-01 

.01 


% X 1 

$0.25 

AM-2-02 

.02 


% X 1 

,25 

AM-2-05 

.05 


% X It\ 

.25 

AM-2-1 

.1 



.35 

AM-2-2 

.2 


% X |7/8 

.45 

AM-2-25 

.25 


, %x 1% 

.45 

AM-2-5 

.5 


Vs X 1% 

.60 


400 

VOLTS 

DC 


AM-4-01 

.01 


Vs X 1 

.25 

AM-4-02 

.02 


Vs X It\ 

.25 

AM-4-05 

.05 



.30 

AM-4-1 

.1 


V 2 X IVs 

,35 

AM-4-2 

.2 


Vs X IVs 

.40 

AM- 4.25 

.25 


Vs X IVs 

.45 


600 

VOLTS 

DC 


AM-5-001 

.001 


Vs X 1 

.25 

AM-6-002 

.002 


Vs X 1 

.25 

AM-6.003 

.003 


Vs X 1 

.25 

AM-6-004 

.004 


Vs X 1 

.25 

AM-6-005 

.005 


Vs X 1 

,25 

AM-6-006 

.006 


Vs X 1 

.25 

AM-6-01 

.01 


Vs X lA 

.30 

AM-6-02 

.02 


tV X IfV 

.35 

AM-6-03 

:03. 


'/2 X IVs 

.35 

AM-6-05 

;05; 


V 2 X I Vs 

.40 

A1^-6.08 

.08 


Vs X IVs 

.40 

AM-6-1 

.1 


Vs X IVs 

,45 


1600 VOLTS DC 


AM-16-001 

.001 


Vs X \j\ 

.55 

AM-16-002 

.002 


Vs X \j\ 

.55 

AM-16-003 

.003 


Vs X Wi 

.55 

AM-16-005 

.005 


T 5 X 1/5 

.55 

AM-16-006 

.006 


7^6 X Wi 

.55 

AM-16-008 

.008 


V 2 X IVs 

.60 

AM-16-01 

,01 


V 2 X IVs 

.60 

AM-16-015 

.015 


V 2 X IVs 

.60 

AM-16-02 

.02 


Vs X IVs 

.60 

AM-16-03 

.03 


Vs X IVs 

.60 

♦Trade Mark 





TYPE E SAFETY MARGIN* 
SCREW BASE DRY ELECTROLYTICS 



ASTRON Type E are designed for replacement of wet or dry electro¬ 
lytic threaded neck type capacitors originally employed in any type of 
electronic filter or by-pass circuit. Type E has all of the high quality 
characteristics found in ASTRON hermetically sealed electrolytic capac¬ 
itors. They are completely insulated from the extruded aluminum can. 


CATALOG 

NUMBER 

CAP. 

MF. 

WVDC 

SIZE 

DIAM. LENGTH 

LIST 

PRICE 

E-8-450 

8 

450 

1% X 3'/2 

$1.75 

E-12-450 

12 

450 

IVs ' 31/2 

2.15 

E-16-450 

16 

450 

IVs X 3'/2 

2.40 

E-20-450 

20 

450 

IVs X 3'/2 

2.65 

E-30-450 

30 

450 

IVs X 31/2 

3.00 

E^-450 

40 

450 

IVs X 3'/2 

3.40 


SEPARATE SECTION UNITS 


E-2x8-450 

8+8 

450 

IVs X 31/2 

2.75 

E-2x16-450 

16+16 

450 

IVs X 3'/2 

3.50 

£-3x8-450 

8 +8+8 

450. 

IVs X 3'/2 

4.25 

HIGH-VOLTAGE SERIES WOUND UNITS 


E-4-600 

4 

600 

IVs X 3'/2 

3.00 

E-8-600 

8 

600 

IVs X 3'/2 

3.15 

E-16-600 

16 

600 

IVs X 3'/2 

3.75 


Many of the above ratings are available in I" diameter cans. 


TYPE ADM 

OIL-FILLED BATHTUB CAPACITORS 



Astron Type ADM bathtub type capaci¬ 
tors are non-inductive|y wound, mineral 
oil impregnated and filled. They are 
hermetically^ sealed and supplied as 
standard with compression-seal ter¬ 
minals on side. Type ADM are also 
available with top, bottom or end ter¬ 
minals. They will operate effectively 
over a wide temperature range up to 
85®C., and under extremely humid con¬ 
ditions. Built to meet strict military 
specifications. 


CATALOG CAP. SIZE MTG. LIST 

NUMBER MF. L. W. H. CTR. PRICE 


600 WYOC 


ADM-6-05 

.05 

III X 1 
HI X 1 

X 

V 4 

2'/s 

$2.60 

ADM-6-1 

1 

X 

V 4 

2'/s 

2.65 

ADM-6-25 

.25 

m X 1 

X 

V 4 

2Vs 

2.80 

ADM-6-5 

.5 

HI X 1 

X 

Vs 

2'/8 

3.00 

ADM-6-1 M 

1.0 

2 

X IV 4 

X 

Vs 

2V8 

3.40 

ADM-6-2M 

2.0 

2 

X 2 

X 

I'/s 

2V8 

4.55 

ADM-6-2x05 

.05—.05 

H^ X 1 

X 

V4 

2'/8 

3.30 

ADM-6-2xl 

.1 —.1 

HI X 1 

X 

V 4 

2'/8 

3.35 

ADM-6-2X25 

,25—.25 

Hi X 1 

X 

Vs 

2'/8 

3.40 

ADM-6-2X5 

.5 —.5 

2 

X IV 4 

X 

Vs 

2V8 

3.90 

ADM-6-2xlM 

1.0 —1.0 

2 

X 2 

X 

I'/s 

2V8 

4.80 

ADM-6-3xl 

.1 —.1 -.1 

Hi x.l 

X 

V 4 

2'/8 

3.80 

ADM-6-3x25 

.25~.25—.25 

2 

X IV 4 

X 

Vs 

2V8 

4.30 

ADM-6-3x5 

.5 —.5 r-.5 

1000 

2 X 2 

WVDC 

X 

I'/s 

2V8 

5.20 

ADM-10-05 

.05 

1 

X 1 

X 

V 4 

2'/8 

2.75 

ADM-IO-I 

.1 

1 

-1 X 1 

X 

V 4 

2'/8 

2.85 

ADM-IO-25 

.25 

1 

X 1 

X 

Vs 

2'/8 

2.95 

ADM-IO-5 

.5 

2 

X IV 4 

X 

Vs 

2V8 

3.20 

ADM-IO-I M 

1.0 

2 

X 2 

X 

I'/s. 

2V8 

4.00 

ADM-10-2x05 

.05—.05 

Hi X 1 

X 

V 4 

2'/8 

3.50 

ADM-IO-2xl 

.1 —.1 

H 

\l X 1 

X 

Vs 

2'/8 

3.60 

ADM-IO-2x25 

.25—.25 

2 

X IV 4 

X 

Vs 

23/8 

3.80 

ADM-IO-2x5 

.5 —.5 

2 

X 2 

X 

I'/s 

23/8 

4.95 

ADM-IO-3xl 

.1 —.1 —.1 

2 

X IV 4 

X 

Vs 

23/8 

4.15 

ADM-10-3x25 

.25-.25-.25 

2 

X 2 

X 

I'/s 

23/8 

5.00 


Copyright by U. C. P., Inc. 
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‘METALITE”® Metallized Paper Capacitors 


TYPE MQC 

Glass Terminal Hermetically 
Sealed Tubulars 

Smallest type 
available, 

Type MQC 
METALITE® 
capacitors are 
encased in tinned, non-ferrous cases with glass- 
to-metal hermetic terminal seals, non-induc- 
tively wound, with one foil grounded to outer 
case. Lead*^length: l%" minimum. Standard 
Tolerance: —15 +25 percent. 

For glass terminals at each end (internally in¬ 
sulated construction), specify Type MQCF and 
add tV to length. For MQCF add 50c to list 
price. For plastic outer sleeve specify Type 
MQCP and add 15c tO' list price. 

Type MQCS Screw Neck Mounting. Internal 
construction identical with Type MQC. Sup¬ 
plied with lockwasher and nut for each unit. 
Case size same as type MQC, with minimum 
diameter of .400". 

Type MQCFS Screw Neck Mounting. Identical 
in internal construction with Type MQCF. 


TYPE ML 

Cardboard Tubulars 


Type ML METALITE® capacitors are suitable 
for operation to 65oC. Furnished in kraft tubes 
with soldered metal end-caps and double over¬ 
all mineral wax coating. Lead length: I'/z" 
minimum. Standard Tolerance: —^20 +30 

percent. 


TYPE MRF 

Metal Encased Tubulars 



CATALOG 

NUMBER 

CAP. 

MF. 

SIZE 

DIAM. LENGTH 

LIST 

PRICE 

150 VOLTS 

DC WORKING 

MQC-I.5-4M 

4.0 

1 X |3/4 

$5.00 

MQC-1.5-6M 

6.0 

1 X |3/4 

5.8S 

MQC-I.5-8M 

8.0 

1 X 21/4 

6.65 

200 VOLTS 

DC WORKING 

MQC-2-01 

.01 

,235 X 3/4 

2.05 

MQC-2-02 

.02 

.235 X 34 

2.10 

MQC-2-05 

.05 

.235 X 3/4 

2.10 

MQC- 2-1 

.1 

.312 X 3/4 

2.15 

MQC-2-25 

.25 

.400 X 3/4 

2.35 

MQC-2-5 

.5 

.400 X It'j 

2,40 

MQC. 2 -IM 

1.0 

.562 X M /4 

2.65 

MQC-2-I.5M 

1.5 

.562 X 1 3/4 

2.85 

MQC-2-M 

2.0 

.670 X |3/4 

3.95 


400 VOLTS DC WORKING 


MQC-4-01 

.01 

.235 X 

3/4 

2.10 

MQC. 4-02 

.02 

.235 X 

3/4 

2.15 

MQC-4-03 , 

.03 

.312 X 

3/4 

2.15 

MQC-4-05 

.05 

.312 X 

ItV 

2.20 

MQC-4-1 

.1 

.400 X 

ItV 

2.25 

MQC-4-25 

.25 

.562 X 

ItV 

2.45 

MQC-4-5 

.5 

.562 X 

|3/4 

2.75 

MQC-4-IM 

1.0 

.670 X 

21/4 

3.05 

MQC-4-1.5M 

I.S 

1 X 

2'/4 

4.10 

MQC-4-2M 

2.0 

1 X 

2«/4 

4.65 

MQC-4-4M 

4.0 

P/s X 

21/4 

6.85 


CATALOG 

NUMBER 

CAP. 

MF. 

SIZE 

DIAM. LENGTH 

LIST 1 
PRICE 

200 VOLTS 

DC WORKING 

ML-2-01 

.01 

3/8 X % 

$ .65 

ML- 2-02 

.02 

3/8 X 5/3 

.65 

ML-2.05 

.05 

3/8 X 5/3 

.65 

ML- 2-1 

.1 

3/8 X % 

.70 

ML-2-25 

.25 

15/32 X % 

.90 

ML-2-5 

.5 

15/32 X P /8 

1.05 

ML-2-IM 

1.0 

X P/s 

1.30 

ML-2-2M 

2.0 

% X IVs 

1.80 

400 VOLTS 

DC WORKING 

ML-4-01 

.01 

3/8 X S /3 

.70 

ML-4-02 

.02 

3/8 X 5/3 

.70 

ML-4-03 

.03 

3/8 X 5/3 

.70 

ML-4-05 

.05 

15/32 X 5/3 

.70 

ML. 4 -I 

.1 

15/32 X P/8 

.80 

ML-4-25 

.25 

X P/s 

1.00 

ML-4-5 

.5 

% X |5/8 

1.15 

ML. 4 -IM 

1.0 

23/32 X 2'/8 

1.60 

600 VOLTS 

DC WORKING 

ML-6-01 

.01 

3/8 X 5/3 

.70 

ML-6-02 

.02 

3/8 X 5/3 

.70 

ML-6-03 

.03 

15/32 X 5/3 

.80 

ML-6-05 

.05 

15/32 X 5/3 

.80 

ML-6-1 

.1 

15/32 X P/s 

.90 

ML-6-25 

.25 

% X P /8 

I.IO 

ML-6-5 

.5 

23/32 X |5/8 

1.45 

ML-6-1 M 

1.0 

23/32 X 21/8 

1.80 


METALITE® Types Are: 

MRF — insulated from outer case. 

MRG -^ grounded to outer case (deduct 3/32" 
from length) 

Hermetically sealed, mineral wax filled and 
impregnated, for operation up to 85®C. Stand¬ 
ard Tolerance: —20 +30 percent. Lead 
length: 1^" minirnum. 

If plastic outer sleeving is required, add "p" to 
type, i.e,, MRFP-6<^25, and add 15c to list price. 
For mounting bracket, add "Y" to type desig¬ 
nated, i.e., MRFY-2-1. and add 20c to list price. 


CATALOG 

NUMBER 

CAP. SIZE 

MF. DIAM. LENGTH 

LIST 

PRICE 

150 VOLTS DC WORKING 

MRF-I.S-4M 

4.0 

1 X III 

$4.35 

MRF-I.5^6M 

6.0 

1 X Ml 

5.30 

MRF-I.5-8M 

8.0 

p /8 X Ml 

6.10 

MRF-I.5-10M 

10.0 

I'A X Ml 

7.20 

200 VOLTS DC WORKING 

MRF-2-05 

.05 

3/8 X 7/3 

1.40 

MRF-2-1 

.1 

•/s X Ys 

1.45 

MRF-2-25 

.25 

V 2 X 7/3 

L60 

MRF-2-5 

.5 

'/2 X |3/8 

1.70 

MRF-2-1 M 

1.0 

.670 X M/s 

2.10 

MRF-2-2M 

2.0 

.670 X |7/8 

2.60 


VOLTS DC WORKING 


MRF-4-05 

.05 

'/2 

X 

% 

1.45 

MRF. 4 -I 

.1 

'/2 

X 

|3/8 

1.60 

MRF. 4-25 

.25 

.670 

X 

|3/8 

1.80 

MRF-4-5 

.5 

.670 

X 

m 

2.00 

MRF- 4 .IM 

1.0 

3/4 

X 

23/8 

2.50 

MRF-4-2M 

2.0 

1 

X 


3.60 

MRF-4-3M 

3.0 

P/8 

X 

2/1 

4.80 

MRF-4-4M 

4.0 

I'A 

X 

2/r 

5.90 


600 

MRF-6-02 

MRF-6-03 

MRF-6-05 

MRF-6-1 

MRF-6-2 

MRF-6-25 

MRF-6-5 

MRF-6-IM 

MRF-6-2M 

MRF-6-3M 


VOLTS 

.02 

.03 

.05 

.1 

.2 

.25 

.5 

1.0 

2.0 

3.0 


DC WORKING 

/.x % 

X % 

'/2X 7/8 
'/2 X | 3/8 
.670 X \% 

.670 X 1 3/8 
.670 X 1 7/8 
% X 23/8 
I'/e x2/^ 
l'/4 X 2/y 


600 VOLTS DC WORKING 


CATALOG 

NUMBER 

MD-2-5 

MD-2-IM 

MD-2-2M 


MQC.6-01 

.01 

.235 X 3A 

2.15 

MD-I.5-4M 

4.0 

150 

|3/4 

X 1 

X 7/8 

5.75 

MQC-6-03 

.03 

.312 X 3/4 
.312 X MV 

2.20 

MD-I.5-6M 

6.0 

150 

2 

X |3/4 

X 7/8 

6.10 

MQC-6-05 

.05 

2.25 

MD-I.5-8M 

8.0 

ISO 

2 

X 2 

X 7/8 

8.40 

MQC-6-1 

.1 

.400 X MV 

2.30 

MD-I.5-I0M 

10.0 

ISO 

2 

X 2 

X 7/8 

170 

MQC-6-25 

.25 

.562 X I'A 

2.70 

MD-1.5-I2M 

12.0 

150 

2 

X 2 

X 1 

11.00 

MQC-6-5 

.5 

.670 X |3A 

3.00 

MD-I.5-I6M 

16.0 

150 

2 

X 2 

X M/s 

13.50 

MQC-6-1 M 

1.0 

.750 X 21/4 

3.65 

MD-I.5-I8M 

18.0 

150 

2 

X 2 

X P/2 

15.00 

MQC-6-2M 

2.0 

1 x2y4 

5.15 

MD-4-25 

.25 

400 

|3/4 

X 1 

X 3/4 

3.35 




. 

MD-4-5 

MD-4-IM 

.5 

1.0 

400 

400 

|3/4 X 1 
|3/4 X 1 

X 3/4 

X 7/8 

3.55 

3.95 


TYPE MD 

Type MD offers ca- 
pacifies much high 
than ever before 
■ available in this 

K*' style. Multiple 

section construction 
W made possible in 

^ 

ous terminal posi- 
, tions. 

Standard types are supplied with side terminals. 
For other terminal positions: specify type MDT 
for top terminals, MDB for bottom terminals, 
and MDE for end terminals. If required for 
special applications, stud and nut terminals can 
be furnished as well as glass^o-metal hermetic 
sea! terminal ends. Standard Tolerance: ±20%. 


MD-4-2M 

MD-4-4M 

MD-6-1 

MD-6-25 

MD-6-5 

MD-6-iM 

MD-6-2M 

MD-6-3M 

MD-6-4M 


400 

400 

600 

600 

600 

600 

600 

600 

600 

DUAL UNITS 


2 X Wa X 7/8 

2 x2 X p/s 
1% X I y Y4 

1% X I X % 

13/4 X I X 3/4 

|3/4 X I'A X 7/3 

2 X 2 X 1 


MD-2-2xlM 

1 0—1.0 

200 

MA X 1 X 

3/4 

MD-2-2x2M 

2.0-2.0 

200 

M/4 X 1 X 

7/8 

MD-l.5-2x4M 

4.0—4.0 

150 

2x2 X 

7/8 

MD-l.5-2x6M 

6.0—6.0 

ISO 

2 X 2 X 

1 

MD-4-2x5 

.5—.5 

400 

MA X 1 X 

7/8 

MD-4-2xlM 

1.0—1.0 

400 

2 X 1 % X 

7/8 

MD-4-2x2M 

2.0—2.0 

400 

2 X 2 X 

P/8 

MD-6-2x25 

.25—.25 

600 

MA X 1 X 

3/4 

MD-6-2x5 

.5—.5 

600 

MA X 1 X 

7/8 

MD-6-2xlM 

1.0-1.0 

600 

2 X 2 X 

1 
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QUALITY CAPACITORS 

ASTRON CORPORATION 255 Grant Ave., E. Newark, N. 1 


HY-METS 


HIGH TEMPERATURE METALITE® 
METALLIZED PAPER CAPACITORS 


Astron Hy-Meis METALITE® me+allhed 
paper capacitors are engineered and 
constructed for operation over a wide 
temperature range to I25^C., with ex¬ 
ceedingly dependable performance char¬ 
acteristics. 

Aside from their extremely small size and 
unique self healing properties, other out¬ 
standing features of Astron Hy-Mets 
capacitors are exceptionally low power 
factor and long-life. Excellent RF char¬ 
acteristics are the result of Hy-Mets' 
extended foil, non-inductively wound con¬ 
struction and amazingly small size. Avail¬ 
able in a variety of popular case styles 
and sizes. All case styles feature glass-to- 
metal hermetically sealed terminals ex¬ 
cept the plastic impregnated cardboard 
tubular MLL. This construction assures 
high quality performance over the entire 
temperature range of —55°C. to 4*125° 
C., not only under ordinary environmental 
conditions but also at extreme altitudes 
and wide variations in atmospheric pres¬ 
sures. 


TYPE MLL 



These sturdy plastic impregnated cardboard- 
covered METALITE® capacitors utilize the solid 
thermosetting impregnant which permits opera¬ 
tion up to 1250 c. Standard Tolerance: —20% 
4-30%. Lead length I'/z" minimum. 


CATALOG CAP. SIZE LIST 

NUMBER MFD. DIA. LENGTH PRICE 


200 VOLTS DC WORKING 


MLL-2-01 

.01 

% X 27/32 

$1.00 

MLL-2-02 

.02 

'A X 27/32 

1.00 

MLL-2-03 

.03 

'A X 27/32 

1.00 

MLL-2-05 

.05 

'A X 27/32 

1.00 

MLL-2-1 

.1 

9/32 X 27/32 

1.05 

MLL-2-25 

.25 

3/8 X 27/32 

1.35 

MLL-2-5 

.5 

13/32 X 1-5/32 

1.60 

MLL-2-IM 

1.0 

A- X 1-5/32 

1.95 

MLL-2-2M 

2.0. 

Vs X l'/2 

2.70 

400 

VOLTS 

DC WORKING 


MLL-4-01 

.01 

1/4 X 27/32 

1.05 

MLL-4-02 

.02 

9/32 X 27/32 

1.05 

MLL-4-03 

.03 

I1/32X 27/32 

1.05 

MLL-4-05 

.05 

3/8 X 27/32 

1.05 

MLL-4-1 

.1 

Vs X 1-5/32 

1.20 

MLL-4-25 

.25 

X 1-5/32 

1.50 

MLL-4-5 

.5 

Vs X |3/8 

1.75 

MLL-4-1 M 

1.0 

H X Ws 

2.40 

MLL-4-2M 

2.0 

II X 23/8 

3.25 

600 

VOLTS 

DC WORKING 


MLL-6-01 

.01 

'A X 27/32 

1.05 

MLL-6-02 

.02 

11/32 X 27/32 

1.05 

MLL.6-03 

.03 

Vs X 27/32 

1.20 

MLL-6-05 

.05 

13/32 x 27/32 

1.20 

MLL-6-1 

.1 

13/32 X 1-5/32 

1.35 

MLL-6-25 

.25 

Vs X 1-5/32 

1.65 

MLL-6-5 

.5 

U X IV 2 

2.20 

MLL-6-IM 

1.0 

If X Ws 

2.70 

MLL-6-2M 

2.0 

H X 23/8 

3.55 

♦Trade Mark 




TYPE MTL 

New Miniature Bathtub 



The Hy-Met METALITE® high temperature 
capacitors include this new line of miniature 
bathtub styles and feature the solid thermo- 
setting impregnant for l25oC operation. The 
units are ideally suited for firm mounting in 
limited circuit areas. 


CATALOG 

NUMBER 

CAP. 

MFD. 

SIZE 

L. W. H. 

LIST 

PRICE 

200 

VOLTS 

DC WORKING 

MTL- 2 -I 

.1 

I'/s X 1 x '/2 

$4.35 

MTL-2-25 

.25 

Ws X 1 X V 2 

4.65 

MTL-2-5 

.5 

I'/s X 1 X 'A 

5.45 

MTL-2-IM 

1.0 

I'/s X 1 X 1/2 

5.85 

MTL-2-2M 

2.0 

I'/s X 1 X H 

7.40 

400 

VOLTS 

DC WORKING 

MTL-4-1 

.1 

I'/s X 1 X 1/2 

5.35 

MTL-4-25 

.25 

I'/s X 1 X 'A 

5.55 

MTL-4-5 

.5 

I'/s X 1 X H 

5.90 

600 

VOLTS 

DC WORKING 

MTL-6-1 

.1 

I'/s X 1 X 'A 

5.80 

MTL-6-25 

.25 

I'/s X 1 X 'A 

5.90 

MTL-6-5 

.5 

iVs X 1 X U 

7.05 

Standard Tolerance: ±20% 



TYPE MDL 



The popular bathtub type is included in the 
standard line of Hy-Met METALITE® metallized 
paper capacitors featuring solid thermosetting 
impregnant. This unit will operate at tempera¬ 
tures up to -f-IZBoC. It is hermetically sealed 
and features solder-sealed glass terminals. 


CATALOG 

NUMBER 

CAP. 

MFD. 

L. 

SIZE 

W. 

H. 1 

LIST 

PRICE 

150 VOLTS 

DC 

WORKING 


MDL-I.5-3M 

3.0 

IV 4 

X 1 X 

Vs 

$ 8.10 

MDL-I.5-4M 

4.0 

IV 4 

X 1 X 

Vs 

8.65 

MDL-I.5-5M 

5.0 

1 V 4 

X 1 X 

Vs 

8.95 

MDL-I.5-6M 

6.0 

IV 4 

X I 'A X 

Vs 

9.15 

MDL-I.5-8M 

8.0 

2 

X |3A X 

V 4 

12.60 

MDL-I.5-I0M 

10.0 

2 

X 13/4 X 

V4 

14.55 

MDL-I.5-12M 

12.0 

2 

X 2 X 

Vs 

16.50 

MDL-I.5-I5M 

15.0 

2 

X 2 X 

1 

19.85 

MDL-I.5-I8M 

18.0 

2 

X 2 X 

I'A 

22.50 

MDL-I.5-20M 

20.0 

2 

X 2 X 

I'A 

25.10 

200 VOLTS 

DC 

WORKING 


MDL- 2-1 

.1 

IV 4 

X 1 X 

V4 

3.95 

MDL-2-25 

.25 

IV 4 

X 1 X 

V 4 

4.25 

MDL-2-5 

.5 

IV 4 

X 1 X 

Va 

4.95 

MDL-2-IM 

1.0 

IV 4 

X 1 X 

Va 

5.35 

MDL-2-2M 

2.0 

IV 4 

X 1 X 

Va 

6.70 

400 VOLTS 

DC 

WORKING 


MDL-4-1 

.1 

IV 4 

X 1 X 

Va 

4.85 

MDL-4-25 

.25 

134 X 1 X 

Va 

5.05 

MDL-4-5 

.5 

|3/4 

X 1 X 

Va 

5.35 

MDL-4-1 M 

1.0 

IV 4 

X 1 X 

Vs 

5.95 

MDL-4-2M 

2.0 

2 

X 1% X 


7.35 

MDL-4-3M 

3.0 

2 

X |3/4 X 

fl 

9.75 

MDL-4-4M 

4.0 

2 

Y 2 Y 

1 

11.78 

MDL-4-5M 

5.0 

2 

X 2 X 

I'A 

13.20 

MDL-4-6M 

6.0 

2 

X 2 X 

I'/z 

14.00 


CATALOG 

CAP. 

SIZE 

LIST 

NUMBER 

MFD. 

L. W. H. PRICE 

600 VOLTS 

DC WORKING 


MDL-6-1 

.1 

IV 4 X 1 X Va 

$5.25 

MDL-6-25 

.25 

IV 4 X 1 X Va 

5.35 

MDL-6-5 

.5 

IV 4 X 1 X Va 

6.40 

MDL-6-IM 

1.0 

IV 4 X I'A X Vs 

7.35 

MDL-6.2M 

2.0 

2 X 2 X Vs 

9.40 

MDL-6-3M 

3.0 

2 X 2 X Ws 

11.65 

MDL-6-4M 

4.0 

2 X 2 X |3/8 

14.63 

Standard Tolerance: ±20% 

MOUNTING CENTERS 


For can 

size |3A" X 1" is 2'/8" 


For can 

size 2" 

X 13 / 4 " is23A" 


For can 

size 2" 

X 2" is 23/8" 

- X I'A" is 21/8" 


For can 

size |3A' 



TYPE MQL 



Astron type MQL Hy-Met METALITE® capa¬ 
citors featuring solid thermosetting impregnant 
are encased in tinned, non-ferrous cases with 
glass-to-metal hermetic terminal sealing. For 
circuits requiring insulated sections, specify 
type MQLF, which are supplied with glass-to- 
metal hermetic seals at each end of the capa¬ 
citor. For type MQLF, add tV" to length of 
type MQL sizes listed. 

For plastic sleeving to insulate case, specify 
type MQLP or MQLFP. All Hy-Mets supplied 
in a tubular case can be furnished with brackets 
if required. Various bracket mounting styles 
are available. 


Screw base type MQLS are internally con¬ 
structed identical to type MQL. Ideally suited 
for compact, vertical mounting. Available in 
all values furnished for type MQL and supplied 
with lock washer and nut. Case^ sizes are the 
same as MQL, with minimum diameter .400". 
For circuits requiring completely insulated sec¬ 
tions specify type MQLFS which are supplied 
with glass-to-metal hermetic seals at both ends. 
Add tV” to length of MQLS for insulated case. 

Lead Length; 1% minimum 

Lead Wire Sizes as Follows: 


CASE DIAMETER 
.235" 

.312" 

.400" 


AWG SIZE 
#24 
#22 
#20 


CATALOG 

NUMBER 

CAP. 

MFD. 

SIZE 

DIAM. LENGTH 

LIST 

PRICE 

200 

VOLTS 

DC WORKING 

MQL- 2-01 

.01 

.235 X Va 

$3.10 

MQL- 2-02 

.02 

.235 X Va 

3.15 

MQL-2-03 

.03 

.235 X 3A 

3.15 

MQL-2-05 

.05 

.235 X Va 

3.15 

MQL-2-1 

.1 

.312 X 3A 

3.25 

MQL-2-25 

.25 

.312 X Ij'y 

3.55 

MQL-2-5 

.5 

.400 X 1/5 

3.60 

MQL-2-1 M 

t.O 

.562 X lA 

4.00 

MQL-2-2M 

2.0 

.562 X |3/4 

5.95 

400 

VOLTS 

DC WORKING 

MQL-4-01 

.01 

.235 X Va 

3.15 

MQL-4-02 

.02 

.235 X 34 

3.25 

MQL-4-03 

.03 

.312 X 34 

3.25 

MQL-4-05 

.05 

.312 X ItV 

3.30 

MQL-4-1 

.1 

.400 X ItV 

3.40 

MQL-4-25 

.25 

.500 X ItV 

3.70 

MQL-4-5 

.5 

.562 X |3/4 

4.13 

MQL-4-1 M 

1.0 

.670 X 21/4 

4.60 

MQL-4-2M 

2.0 

1. X 2'A 

7.00 


600 VOLTS DC WORKING 


MC 

PL-6-01 

.01 

.235 

X 

Va 

3.25 

MC 

PL-6-02 

.02 

.312 

X 

Va 

3.30 

MQL-6-03 

.03 

.312 

X 

Va 

3.30 

MQL-6-05 

.05 

.400 

X 

Va 

3.40 

MQL-6.1 

.1 

.400 

X 

ItV 

3.45 

MQL-6-25 

.25 

.562 

X 

I'A 

4.05 

Mc; 

pL-6-5 

.5 

.670 

X 

1 % 

4.50 

MC 

PL-6-IM 

1.0 

.750 

X 

2'/4 

5.48 

MQL-6-2M 

2.0 

1. 

X 

2'A 

7.75 


Standard Tolerance: —15 4-25% 


Copyright by U. C. P.j Inc. 
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METEOR* SUBMINIATURE PAPER CAPACITORS FOR 
125®C. OPERATION WITHOUT DERATING 

BMINIATURE PAPER CAPACITORS are I TYPE AQ 


Astron METEOR SUBMINIATURE PAPER CAPACITORS are 
designed for dependable operation at temperatures up to 
I25®C. without derating, thanks to Astron's newly developed 
impregnant X-250*. They aUo provide exceptional capacitance 
stability over the wide range of —65®C. to •4rl25°C. 

High insulation resistance, low power factor, unusually low 
resonance loss, and high test voltage are achieved in an 
amazingly compact and rugged unit meeting all Armed Forces 
requirements. All METEOR Capacitors are non-inductively 
wound in an extended foil construction. Glass-to-metal seal 
terminals assure positive hermetic sealing. And Astron 
METEORS are supplied in a variety of construction styles 
to meet your specific needs. 


METEOR . 

TYPE AQS 

Astron METEOR Type AQS Screw Neck Mounting. Internal construc¬ 
tion identical with Type AQ. These screw neck mounting units are 
ideally suited for compact vertical mounting. Available in all values 
furnished for Type AQ. Supplied with lockwasher and nut for each 
unit. Case size same as Type AQ, with minimum diameter of .400". 
Screw base t 5“-24 thread. Screw length A" =tl/32" 

Astron METEOR Type AQFS Screw Neck Mounting. Identical in inter¬ 
nal construction with Type AQF. 




METEOR 
TYPE AQV 



Astron METEOR Type AQV Stud Base Mounting. Supplied with identical 
internal construction, and in ail values as Type AQ. Provides compact 
vertical mounting by stud base. Stud 6-32 thread: Stud length Ys" 
±1/32", 


METEOR TYPE AXZ 

Astron METEOR Type AXZ paper capacitor is available 
in JAN-C-25 case style CP-70, assuring operation to 
I25®C. without derating. "J" type spade bolt mounting 
brackets are furnished. 


METEOR TYPE ADZ 

Astron METEOR Type ADZ paper capa¬ 
citor is available in single and multiple 
capacitor sections. Type ADZ capacitor 
provides operation to IZS^C., without 
derating, in the popular JAN-C-25 bath¬ 
tub style cases CP-53 to CP-55. 


METEOR TYPE AEZ 

Astron METEOR Type AEZ paper capacitor pro¬ 
vides operation to 125^0., without derating, in 
JAN-C-25 case styles CP-67 to CP-69. Single and 
multiple capacitor sections are available. Chan¬ 
nel mounting brackets and required terminal 
positions are furnished as specified. 

♦Trade Mark 



1 


aciOWVOC r™ - 

Astron METEOR TYPE AQ paper capacitor with glass-to-metal ter¬ 
minal and one lead grounded to case. 

Astron METEOR TYPE AQF paper capacitor for internally insulated 
constructio'n, with glass terminals at each end. Add tV" fo length. 

Astron METEOR TYPE AQP for plastic insulating outer sleeve. 

Astron METEOR TYPE AQFP for "floating" construction with plastic 
sleeve. 

Standard Tolerance: —15 -}-25 percent. Lead Length: I%" Minimum. 


CATALOG 

NUMBER 

CAP. 

MF. 

SIZE 

DIAM. LENGTH 

LIST 

PRICE 


100 VOLTS DC WORKING 


AQ-1-0047 

.0047 

.235 X H 

$2.80 

AQ-I-OI 

.01 

.235 X H 

2.95 

AQ-1-022 

.022 

.312 X II 

3.00 

AQ-1-033 

.033 

.312 X II 

3.05 

AQ-1-047 

.047 

.312 X II 

3.15 

AQ-I-I 

.1 

.400 X II 

3.20 

AQ-l-22 

.22 

.400 X l/sr 

3.50 

AQ-l-27 

.27 

.562 X ItV 

3.60 

AQ-l-47 

.47 

.562 X ItV 

4.15 

AQ-I-IM 

1.0 

.670 X ItV 

4.85 


200 VOLTS DC WORKING 


AQ-2-0047 

.0047 

.235 X II 

2.95 

AQ-2-01 

.01 

.312 X II 

3.10 

AQ-2-022 

.022 

.312 X tI 

3.15 

AQ-2-033 

.033 

.312 X II 

3.20 

AQ-2-047 

.047 

.400 X II 

3.25 

AQ-2-1 

.1 

.400 X ItV 

3.35 

AQ-2-22 

.22 

.562 X ItV 

3.65 

AQ-2-27 

.27 

.562 X ItV 

3.75 

AQ-2-47 

.47 

.562 X ItV 

4.25 

AQ-2-1 M 

1.0 

.750 X 2tV 

5.25 


400 VOLTS DC WORKING 


AQ.4-0047 

.0047 

.312 X II 

3.15 

AQ-4-01 

.01 

.312 X II 

3.30 

AQ-4-022 

.022 

.400 X 11 

3.35 

AQ-4-033 

.033 

.400 X II 

3.40 

AQ-4-047 

.047 

.400 X Wi 

3.45 

AQ-4-1 

.1 

.562 X ItV 

3.55 

AQ-4-22 

.22 

.562 X ItV 

3.85 

AQ-4-27 

.27 

.670 X ItV 

4.55 

AQ-4-47 

.47 

.750 X 2tV 

C75 


600 VOLTS DC WORKING 


AQ-6-0047 

.0047 

.312 X II 

3.20 

AQ-6-01 

.01 

.312 X If 

3.35 

AQ-6-022 

.022 

.400 X 11 

3.40 

AQ-6-033 

.033 

.400 X ItV 

3.45 

AQ-6-047 

.047 

.400 X ItV 

3.50 

AQ-6-1 

.1 

.562 X ItV 

3.75 

AQ-6-22 

.22 

.670 X ItV 

4.35 

A9-6-27 

.27 

.750 X 2tV 

4.50 

AQ-6-47 

.47 

.750 X 2tV 

5.25 


BRACKETS 

All Astron METEOR paper capacitors supplied in a 
tubular case can be furnished with brackets If required. 
Various bracket mounting styles are available to meet 
your specifications. 
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MallorY 




MIDGETROr VOLUME AND 


SUNDARD RTMA FU1% ^ 


Round Shaft Midgefrois 

Compact, •Vie'' diame¬ 
ter carbon element con¬ 
trol. Used in industrial 
electronic equipment; 
also, in control circuits 
L- F'. ' — of television sets, home 
■ionUaUlV radios, auto radios and 
audio amplifiers. AC- 
I DC power switches are 

-,—L available which may be 

-- "' ■ '-'H - 2 attached quickly and 

_1 long, round brass 

> KTw* M TOOTH KNURi, shaft. 2 shaft-oud knob 
adaptors for knurled, 
iTi-^Ta-Kj ll push-on knobs, and one 

L_ 9^ _J hex nut furnished. 

16 ^ List Price $1.25 each. 


Cat. No. 

Ohms 

Taper t 

Cat. No. 

Ohms 

Taper t 

U4 

IM 

4 

U41 

i lOOM 

4 

U6 

2M 

4 

U415 

125M 

4 

U8 

3M 

4 

tJ42 

ISOM 

i 1 

U12 

5M 

1 

U43 

200M 

4 

U14 

6M 

4 

U44 

2S0M 

1 

U18 

lOM 

1 

U45 

2S0M 

2 

U19 

lOM 

2 

U46 

2S0M 

4 

U20 

lOM 

4 

U48 

600M 

1 

U21 

15M 

1 

U50 

SOOM 

4 

U22 

15M 

2 

U51 

i 750M 

1 

U24 

20M 

1 

U53 

1 Meg. 

1 

U26 

20M 

4 

U54 

1 Meg. 

4 

U28 

25M 

2 

U156 

l.S Meg. 

4 

U29 

25M 

4 

U65 

2 Meg. 

1 

U33 

SOM 

1 

U56 

2 Meg. 

4 

U34 

SOM 

2 

U255 

2.5 Meg. 

4 

U35 

SOM 

4 

U57 

3 Meg. 

1 

U36 

7SM 

1 

U59 

3 Meg, 

4 

U39 

lOOM 

1 

U65 

5 Meg. 

1 

U40 

lOOM 

2 

U67 

5 Meg. 

4 




U82 

10 Meg. 

4 


tSee Explanation of Mallory Tapers, page 2, Mallory Resistors and Controls section, this catalog. 
Single Tapped Midgetrols—List Price $1.85 Each 


Cat. No. 

Ohms 

Tap At 

Cat. No. 

Ohms 

Tap At 

UT-420 

250M 

SOM 

UT-443 

1 Meg, 

450M 

UT-425 

350M 

70M 

UT-460 

2 Meg. 

125M 

UT-429 

SOOM 

SOM 

UT-448 

2 Meg. 

250M 

UT-427 

SOOM 

lOOM 

UT-454 

2 Meg. 

400M 

UT-430 

SOOM 

ISOM 

UT-449 

2 Meg. 

600M 

UT-431 

SOOM 

225M 

UT-451 

1 2 Meg. 

900M 

UT-440 

UT-438 

1 Meg. 

1 Meg. 

200M 

300M 

UT-457 

3 Meg. 

900M 


Double Tapped Midgetrols—List Price $1.85 Each 




Tap Resistance 

Number 

Resistance 

Tap 1 

Tap 2 

UDT-283 

SOOM 

lOOM 

200M 

UDT-289 

1 Meg. 

250M 

SOOM 

UDT-291 

1.5 Meg. 

225M 

SOOM 

UDT-295 

2.25 Meg. 

250M 

SOOM 

UDT-296 

2.25 Meg. 

SOOM 

1 Meg. 


Television and Special Application Midgetrols 



For use as exact replacement. Meet physical 
and electrical requirements for special appli¬ 
cations. Equipped with fixed, knurled and 
screw driver-dotted phenolic shafts, in 
diameter and 'A" long. List Price $1.50 each 


Cat. No. 

Ohms 

Cat. No. 

Ohms 

SU-14 

5M 

SU-50 

SOOM 

SU-20 

lOM 

SU-54 

1 Meg. 

SU-29 

25M 

SU-56 

2 Meg. 

SU-35 

SOM 

SU-565 

2.5 Meg. 

SU-41 

lOOM 

SU-59 

3 Meg. 

SU-46 

250M 

SU-67 

5 Meg. 


All SU-No. 4—Linear Taper, (see Explanation of Mallory Tapers, 
page 2, Mallory Resistors and Controls section, this catalog). 


Dual Midgetrol 

- - Volume Controls 

H ' ... and Accessories 

Mallory Midgetrol Volume Control Parts and Accessories enable the 
serviceman to duplicate the physical and electrical characteristics of 
hundreds of Concentric Shaft Dual Carbon Controls, Single Shaft 
Dual Carbon Controls and Concentric Shaft Dual Wire-Wound Car¬ 
bon control combinations for fast replacement in TV, home and auto 
radio sets. Supplied as separate front and rear control sections, these 
parts are easy to assemble, practical and economical, and eliminate 
delays while waiting delivery of manufacturer’s original controls. UF 
is ‘ diameter carbon front section; UR is ‘ Vie" carbon rear section; 
WF is wire-wound front section. A kit of standard assembly parts is 
supplied with each front section. For accessory fittings and switches, 
see page 2, Mallory Resistors and Controls Section, this catalog. Aver¬ 
age mounting depth behind panel for a carbon dual is with 

switch, is 


Front Section 
List Price—$2.00 
Catalog Number 

Rear Section 
List Price—$1.00 
Catalog Number 

Resistance 

Ohms 

Taper t 

UF13L 

UR13L 

1000 

4 

UF152L 

UR162L 

1500 

4 

UF23L 

UR23L 

2000 

4 

UF252L 


2500 

4 

UF33L 


3000 

4 


UR352L 

3500 

4 

UF53R 

UR53R 

5000 

2 

UF53L 

UR53L 

5000 

4 

UF73R 


7000 

2 


UR14R 

lOM 

2 

UF14L 

UR14L 

lOM 

4 

UF253R 


25M 

2 

UF253L 

UR253L 

25M 

4 

UF34A 


30M 

1 

UF54A 


50M 

1 

UF54L 

UR54L 

SOM 

4 

UF753L 


76M 

4 

UF15A 


lOOM 

1 

UF15R 

UR16R 

lOOM 

2 

UF15L 

UR16L 

lOOM 

4 

UF254A 

UR254A 

250M 

1 

UF254L 

UR254L 

250M 

4 


UR364A 

350M 

1 

UF55A 

UR55A 

SOOM 

1 

UF55R 


SOOM 

2 

UF55L 

UR55L 

SOOM 

4 

UF16A 

UR16A 

1 Meg. 

1 

UF16L 

UR16L 

1 Meg. 

4 

UF156A 


1.5 Meg. 

1 

UF26A 

UR26A 

2 Meg. 

1 

UF26L 

UR26L 

2 Meg. 

4 

UF256L 


2.5 Meg. 

4 


UR36A 

3 Meg. 

1 


UR36L 

5 Meg. 

4 

UF46A 


4 Meg. 

1 

UF106L 


10 Meg. 

1 


t See Explanation of Mallory Tapers, page 2. 

Tapped Sections 


Front Section 
List Price—$2.25 
Catalog Number 

Rear Section 
List Price—$1.25 
Catalog Number 

Resistance 

Ohms 

Tapped 

at 

UF2ff4-T753 

UR264-T753 

250M 

75M 


UR364-T74 

350M 

70M 

UF55-T54 

UR66-T64 

SOOM 

50M 

UF55-T254 

UR55-T254 

SOOM 

250M 


UR16-T1253 

1 Meg. 

125M 

UF16-T25 

UR16-T25 

1 Meg. 

200M 

UF16-T164 


1 Meg. 

ISOM 


UR16-T254 

1 Meg. 

250M 

UF16-T36 

UR16-T35 

1 Meg. 

300M 


UR26-T26 

2 Meg. 

200M 

UF26-T55 


2 Meg. 

SOOM 


UR26-T95 

2 Meg. 

900M 


Two Watt Wire-Wound Front Sections 


Catalog 

Number 

Res. 

Ohms 

List 

Price 

Catalog 

Number 

Res. 

Ohms 

List 

Price 

WF32 

300 

$2.10 

WF23 

2000 

$2.10 

WF751 

750 

2.10 

WF252 

2500 

2.10 

WF751-T251 

750* 

2.50 

WF252-T23 

2500 

2.50 

WF13 

1000 

2.10 

WF33 

3000 

2.10 

WF13-T251 

1000* 

2.50 

WF53 

5000 

2.10 

WF162 

1500 

2.10 

WF73 

7000 

2.10 


*= Tapped at 250 Ohms. 


For Midgetrol accessory parts, see Page 2, Mallory 
Resistors and Controls Section, this catalog. 
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Wire-Wound Controls and Pads • Control Accossorios 



. - 


MallorY 



Nlidgetrol Accessory Parts 

DS-35^—Flatted split knurl shaft end. Special for Zenith. 

List Price $0.45 

DS-36—Special 3" extension shaft for tubular shaft Midgetrols and 
2-watt, wire-wound controls. Also used for coupling a front and 
rear section together to make a single-shaft, dual control for oscil¬ 
loscope and other push-pull amplifier service. 

List Price $0.45 

DS-37—diameter shafts for use with round-shaft Midgetrols to 
accommodate knobs requiring Vie" shaft. List Price $0.45 

EB-158—Special bushing. yi6''-28 thread, 1' Vis'' long with %" milled 
double flat. List Price $0.60 


TV Focus Controls 

These diameter units are designed espe¬ 
cially for focus control replacement in TV 
sets. They are 4 watt, wire-wound, and have 
a special taper. One control, plus accessories 
and complete instructions per display carton. 


Catalog 

Ohms Resistance 

Type 

Shaft 

List 

Number 

(Maximum) 

Element 

Length 

Price 

TVF140 

1500 

WW 

2" 

$1.85 

TVF143 

2500 

WW 

2" 

1.85 



EB-214—Special bushing: {^"-28 thread, 2yj6'^ long with .403 milled 
flat. List Price $0.60 


Attachable MIdgetrol Switches 



Cat. No. 

Description 

List Price 

US-26 

Single Pole—Single Throw. 

$0.60 

US-26T 

Single Pole—Single Throw (with 



dummy terminal). 

.75 

US-27 

Double Pole—Single Throw. 

.75 

US-28 

Single Pole—Double Throw. 

•75 


Explanation of Mallory Tapers 

Taper Number 1 is a modified logarithmic left hand taper in the 
carbon type of control and an approximation to this logarithmic 
taper in the wire-wound type. This taper should always be used in 
shunt circuits, as in usual antenna and audio circuits, or where only 
the center and left hand terminals are used. 

Taper Number 2 is a right hand logarithmic taper in the carbon 
and an approximation in the wire-wound type. Used in series circuits, 
as in cathode voltage controls, or where only the center and right 
hand terminals are used. 

Taper Number 4 is a linear taper. Strictly speaking it is not a 
“taper” although commonly referred to as such. A linear “taper” 
is used wherever a control should be such that voltage change is 
proportional to the degree of rotation. 


\%" Dia. Fixed Shaft Wire-Wound Controls 



For bias control and voltage divider 
circuits. Provided with stop plate for 
bias feature. Has 3" channel shaft. 
Case diameter is Will carry 4 
watts power. 


List Price $1.50 each 


Catalog 

Ohms 


Catalog 

Ohms 


Number 

Resistance 

Taper t 

Number 

Resistance 

Taperf 

Q 

2 

4 

D12§ 

3000 

1 

R 

6 

4 

D§ 

3000 

2 

S 

10 

4 

A3MP§ 

3000 

4 

T 

20 

4 

D7J 

3000 

7 

U 

30 

4 

A4to§ 

4000 

4 

V 

60 

4 

E§ 

5000 

2 

w 

100 

4 

A6MP§ 

5000 

4 

X 

200 

4 

E7§ 

5000 

7 

A400P 

400 

4 

F§ 

7500 

2 

A 

500 

1 

F7§ 

7500 

7 

A550P 

550 

4 

Ai0MP§ 

10000 

2 

B 

1000 

1 

10000 

4 

UC500 

1000 

2 

G7§ 

10000 

7 

AIMP 

1000 

4 

H§ 

15000 

2 

C12§ 

c§ 

2000 

2000 

1 

2 

A2^MP§ 

15000 

20000 

7 

4 

A2MP§ 

2000 

4 





§ Have exclusive Mallory adjustable bias feature, providing 500 
ohms in 100 ohm steps in all values over 1000 ohms. 

t See Explanation of Mallory Tapers, this page. 


Taper Number 7 is made only in the wire-wound type of control 
and is a form of left hand taper. This taper is desirable for the antenna 
shunt plus bias control, wherein greater attenuation is obtained by 
increasing the bias voltage. The slight left taper then suffices to 
gradually reduce the signal to zero volume by the shunting action 
in the antenna circuit. 


TAPERS for 
Carbon Controls 
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% EFFECTIVE ROTATION- 
-LEFT TO RIGHT 


T and L Pad Attenuators 


High quality attenuators hav- 
ing a peak audio rating of 15 
watts and a continuous DC 
dissipation rating of 4 watts. 
Packaged with instructions, 

366 knob, 395 dial plate and hex nut. 



“T” Pad Attenuators 
List Price $4.25 each 
Catalog Number 

“L” Pad Attenuators 
List Price $3.75 each 
Catalog Number 

Ohms 

Impedance 

T2 

L2 

2 

T4 

L4 

4 

T6 

L6 

6 

T8 

L8 

8 

T15 

L15 

15 

T60 

L60 

50 

TlOO 

LlOO 

100 

T200 

L200 

200 

T260 

L250 

250 

T500 

L600 

500 

T600 

L600 

600 

TIOOO 

LIOOO 

1000 

T2000 

L2000 

2000 

T3000 

L3000 

3000 
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For replacement of positioning, hold and focus controls in TV. Also 
ideal for industrial circuits up to 1500 volts AC. Completely enclosed 
in diameter phenolic case. Thumb-knurled 54'' diameter, Vie" 

long, screw driver, slotted, insulated shaft. All have linear resistance 
change. 

For special 3" extension shaft, DS-36, see page 2, Mallory Resistors 
and Controls Section, this catalog. 


Catalog Number 

Total Ohms 

List Price 

K20L 

20 

$1.25 

B20CT 

20 

1.85 

R25L 

25 

1.25 

B30L 

30 

1.25 

B30CT 

30 

1.85 

B50L 

50 

1.25 

BIOOD 

100 

1.25 

B260L 

250 

1.25 

B500L 

500 

1.25 

BIOOOL 

1000 

1.40 

B1600L 

1500 

1.40 

B2500L 

2500 

1.40 

B3000L 

3000 

1.40 

B5000L 

5000 

1.40 


All R type are linear No. 4 taper (see Explanation of Mallory Tapers, 
page 2, Mallory Resistors and Controls section, this catalog). 


Two Watt Wire-Wound 
Potentiometers and Rheostats 


Term, Radius *%i* 
Case Radius 



I'/ie" diameter. 54" di¬ 
ameter by %" long shaft 
with screw driver slot. 

For use in test and spe¬ 
cial instruments, bias 
control and bridge cir¬ 
cuits. Has grounded 
contact arm. Rheostat 
has “open” or “off” 
position—all have linear No. 4 taper (see Explanation of Mallory 
Tapers, page 2, Mallory Resistors and Controls section, this catalog) 
For Dial plate 393, see page 4, Mallory Resistors and Controls 
Section, this catalog. 


Potentiometer I 

1 Rheostat 

Catalog 

List 

Catalog 

List 


Cap. in 

Number 

Price 

Number 

Price 

Ohms 

Amperes 

C6P 

$1.50 

COR 

$1.25 

6 

.58 

ClOP 

1.60 

CIOR 

1.25 

10 

.45 

C15P 

1.60 

C16R 

1.26 

15 

.37 

C20P 

1.50 

C20R 

1.25 

20 

.32 

C30P 

1.60 

C30R 

1.26 

30 

.26 

C40P 

1.50 

C40R 

1.25 

40 

.22 

C50P 

1.60 

C60R 

1.25 

50 

.2 

CIOOP 

1.50 

CIOOB 

1.25 

100 

.14 

C200P 

1.60 



200 

.1 

C400P 

1.60 



400 

.07 

CIMP 

1.76 



IM 

.045 

C3MP 

1.76 



3M 

.025 

C5MP 1 

2.00 



5M 

.02 

C6MP 

2.00 



6M 

.018 

CIOMP 

2.00 



lOM 

.014 

C15MP 

2.00 



15M 

.011 


Theater Speaker Controls 

Designed for use with Motiograph, Simplex, Inter¬ 
national and other outdoor theater motion picture 
equipment. Quality constructed with pig-tail rotor 
connections and corrosion-resistant finish to assure 
long, noise-free life. Housed in 1 ‘/le" diameter metal 
case. Mounting nut supplied. 


Cat. No. 

Description 

List Price 

TSA-10 

4-Ohm T Pad.... 

$2.00 

1.60 

TSA-36 ! 

35-ohm Potentiometer..... 

TSA-6 

6-ohm Potentiometer.. 

1.60 




Four Watt Wire-Wound 
Potentiometers and Rheostats 




Four-watt, wire-wound controls designed especially for low voltage 
TV, test equipment, industrial and electronic applications. These 
controls are supplied with a %" long bushing and have 54" round 
screw driver slotted shafts %" long. Overall case diameter is 1%". 
Mounting radius, including solder lugs, is 154" and mounting depth is 
Rheostat styles have “off” position. All have linear resistance 
change and insulated shaft. For Dial Plate No. 395, see page 4, Mallory 
Resistors and Controls Section, this catalog. 


Potentiometer | 

1 Rheostaf^ 

Catalog 

Number 

List 

Price 

Catalog 

Number 

List 

Price 

Ohms 

Cap. in 
Amperes 



M06R 

1 $1.26 

Vz 

2.80 

MIP 

$1.50 

MIR 

1.26 

1 

2.00 


M2R 

1.26 

2 

1.4 

M3P 

1.50 

M3R 

1.26 

3 

1.15 



M4R 

1.26 

4 

1.0 

M6P 

1.50 

M6R 

1.26 

6 

.82 

MlOP 

1.60 

MIOR 

1.26 

10 

.63 

M16P 

1.60 

M15R 

1.26 

15 

.52 

M20P 

1.60 

M20R 

1.26 

20 

.45 

M26P 

1.60 

M26R 

1.26 

25 

.40 

M30P 

1.60 

M30R 

1.26 

30 

.37 

M40P 

1.60 

M40B 

1.26 

40 

.32 

M50P 

1.60 

M60R 

1.26 

50 

.28 

M60P 

1.60 

M60R 

1.25 

60 

.26 

M76P 

1.60 

M76R 

1.26 

75 

.23 

MIOOP 

1.50 

MIOOR 

1.26 

100 

.20 

M200P 

1.60 



200 

.14 

M400P 

1.60 



400 

.10 

M600P 

1.50 



500 

.09 

M600P 

1.50 



600 

.082 

MIMP 

1.76 



IM 

.063 

M2MP 

1.75 



2M 

.045 

M3MP 

1.76 



3M 

.037 

M4MP 

1.76 



4M 

.032 

M6MP 

1.76 



5M 

.028 

MIOMP 

2.00 



lOM 

.020 

M16MP 

2.00 



15M 

.016 

M20MP 

2.00 



20M 

.014 

M26MP 

2.00 



25M 

.013 

M50MP 

2.40 



50M 

.009 

M70MP 

2.40 



70M 

.0075 


* “Open” or 

“Off” position counter-clockwise. 

Center Tapped Potentiometer 

MTIOP 

$2.25 



10 

.63 

MT20P 

2.26 



20 

.45 

MT30P 

2.26 



30 

.37 


Seven Watt Wire-Wound 
Potentiometers 

Has 7-watt dissipation, 
grounded contact arm and 
linear resistance change. 
Metal case is 2%" diameter, 

%" deep. Shaft is 54" diameter 
and %''long with screw driver 
slot. For Dial plate No. 399, 
see page 4, Mallory Resistors 
and Controls Section, this catalog. 




Catalog 

Number 

Ohms 

Capacity 
in Amperes 

List 

Price 

E6MP 

5M 

.042 

$3.60 

ElOMP 

lOM 

.03 

3.60 

E20MP 

20M 

.021 

3.50 

E25MP 

25M 

.019 

3.90 

E60MP 

50M 

.0135 

3.90 

E76MP 

75M 

.011 

3.90 

ElOOMP 

lOOM 

.0095 

3.90 

E126MP 

125M 

.0085 

3.90 

E150MP 

150M 

.0078 

3.90 
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RESISTANCE KITS • CONTROL HARDWARE 



MallorY 




Yard-Ohm Resistance Kits 

Each Yard-Ohm Kit consists of the following: 

1 yard spiral wound resistance wire; 1 yard 
insulated braid; 24 spiral wire leads. The kit \ 
is available in eight resistance values. 

Dissipation—all types: Vz watt per inch. 

List Price $0,75 each 


Shafts—Couplers—Bushings—Dial.Plates 


Adiustable Mounting Brackets 


RB248 

RB249 

RB254 


Description 

1%^ Mounting Centers (A). 
2!^^^ Mounting Centers (B). 
Universal... 


MALLORY MIDGETROL 


SINGLE SECTION 





Now the time-proved Mallory Midgetrol offers two 
important new time-saving features. 

This sturdy ‘Vie^ control is supplied with a 
permanently fixed, tubular brass shaft that can be 
adapted for split-knurl or flatted type knobs in a 
few seconds by inserting one of the two steel shaft- 
ends packaged with every Mallory Midgetrol. It 
gives you utmost convenience—without sacriflcing 
a stable, permanently secured shaft. 

Also, switch attachment is made simple and sure 
by positive indexing. Switch locks securely in posi¬ 
tion without removing the control housing. 


DUAL SECTION 



This revolutionary new control can be assembled 
in five easy steps, in less than five minutes— 
permits you to match a wide range of combina¬ 
tions immediately from convenient distributor 
stocks, and without high “time” costs. 

The “exploded” view above illustrates the parts 
and assembled control sections supplied. Extremely 
simple instructions show you how to assemble them 
quickly and surely—without soldering—with only 
the simplest of tools. 

Both front and rear sections are factory-assembled 
and carefully inspected. You can be sure that your 
final dual assembly will give the performance you 
want! 

The Mallory Midgetrol gives you fast, sure, 
simple installation—with precision-controlled car¬ 
bon element, smooth taper, quiet operation, accu¬ 
rate resistance value and less drift in TV sets. 


For Complete Listing and Description see Page 
1, Mallory Resistors and Controls Section, 
This Catalog 
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VITREOUS ENAMEL RESISTORS 


t ‘ s t 




Mallory Fixed and Adjustable Vitreous Enamel Resistors 





Wire-wound, covered with a special, vitreous, 
non-alkaline, non-hygroscopic enamel coating 
which assures exceptional sealing and per¬ 
manence of electrical characteristics. Adjust- 



Resistance Ohms 



1 10 

40 

250 

700 

1250 

3500 

1.5 12 

50 

300 

750 

1500 

4000 

2 15 

75 

350 

800 

1750 

4500 

3 20 

100 

400 

900 

2000 

5000 

4 25 

125 

450 

1000 

2250 


5 30 

150 

500 

1100 

2500 


7.5 35 

200 

600 

1200 

3000 


Ohms 



List Price 

1 Thru 1000... 



_$0.67 

1100 Thru 5000. 



.75 


Type lHJ-10 Watt Rating 
Tube Size Vie" x 


Resistance Ohms 

1 25 225 800 2500 8500 18000 

2 30 250 900 3000 10000 20000 

3 35 300 1000 3500 11000 22500 

4 40 350 1100 4000 12000 25000 

5 50 400 1200 4500 12500 30000 

7.5 75 450 1250 5000 13500 35000 

10 100 500 1500 6000 14300 40000 

12 125 600 1750 7000 15000 45000 

15 150 700 2000 7500 16000 50000 

20 200 750 2250 8000 17500 


Ohms List Price 

1 Thru 1000.$0.75 

1100 Thru 5000.80 

6000 Thru 10000 .92 

11000 Thru 20000. 1.03 

22500 Thru 50000.. 1.11 


Type 2HJ-20 Watt Rating 

Tube Size Vie" x 2" 



Resistance Ohms 


6 

100 

500 

2000 

4000 

12500 

40000 

10 

150 

750 

2250 

4500 

15000 

50000 

15 

200 

1000 

2500 

5000 

20000 

75000 

25 

250 

1250 

2750 

6000 

25000 

100000 

50 

300 

1500 

3000 

7500 

30000 


75 

400 

1750 

3500 10000 

35000 



Ohms List Price 

5 Thru 1000.$0.95 

1250 Thru 5000. 97 

6000 Thru 10000. 1.12 


able types equipped with slider. 5 and 10 
watt sizes have tinned-copper leads. All others 
supplied with mounting feet. 


Resistance Ohms 

10 250 1500 7500 20000 50000 

25 500 2000 10000 25000 75000 

50 750 2500 12500 30000 100000 

100 1000 5000 15000 40000 


Ohms List Price 

10 Thru 5000.$1.75 

7500 Thru 10000. 1.92 

12500 Thru 20000. 2.12 

25000 Thru 40000 . 2.33 

50000 . 2.58 

75000 . 2.92 

100000 . 3.20 



Type lOHJ—100 Watt Rating 

Tube Size x 6K2" 

25 

500 

Resistance Ohms 

2000 10000 25000 

50000 

50 

750 

2500 15000 30000 

75000 

100 

1000 

5000 20000 40000 

100000 

250 

1500 

7500 



Ohms 

List Price 

25 Thru 1000. 

. $2.48 


1500 Thru 5000. 2.53 

7500 Thru 10000. 2.70 

15000 Thru 20000. 2.97 

25000 Thru 40000 . 3.26 

50000. 3.37 

75000 . 3.58 

100000 . 3.80 


Type 20HJ—200 Watt Rating 

Tube Size IKs" x 10^" 


Resistance Ohms 

25 100 750 2000 5000 20000 50000 

50 250 1000 2500 7500 30000 75000 

75 500 1500 3000 10000 40000 100000 


Ohms List Price 

25 Thru 1000.$3.29 

1500 Thru 5000. 3.34 

7500 Thru 10000 . 3.54 

20000 . 3.75 

3.90 
4.03 
4.25 
4.53 


Adjustable Types 

Type lAV—10 Watt Rating 

Tube Size Vie" x 1%" 


Resistance Ohms 


1 

15 

150 

500 

1500 

4000 

8000 

2 

20 

200 

600 

2000 

4500 

8500 

3 

25 

250 

750 

2250 

5000 

9000 

5 

60 

300 

800 

2500 

6000 

10000 

7.5 

75 

350 

1000 

3000 

7000 


10 

100 

400 

1250 

3500 

7500 



Ohms . List Price 

1 Thru 1000.$1.47 

1100 Thru 5000. 1.53 

6000 Thru 10000. 1.63 


Type 2AV—25 Watt Rating 
Tube Size Vie" x 2" 


Resistance Ohms 


1 

25 

200 

750 

2500 

6000 

20000 

3 

50 

250 

1000 

3000 

7500 

25000 

5 

75 

300 

1250 

3500 

10000 


10 

100 

400 

1500 

4000 

12000 


15 

150 

500 

2000 

5000 

15000 



Ohms List Price 

1 Thru 1000.$1.84 

1250 Thru 5000. 1.88 

6000 Thru 10000. 2.03 

12000 Thru 20000. 2.08 

25000. 2.28 


Type 5AV—50 Watt Rating 
Tube Size Vie" x 4" 


Resistance Ohms 


5 

75 

250 

1500 

4000 

15000 

40000 

10 

100 

500 

2000 

5000 

20000 

50000 

25 

150 

750 

2500 

7500 

25000 


50 

200 

1000 

3000 

10000 

30000 



Ohms List Price 

5 Thru 1000.$2.37 

1500 Thru 5000. 2.47 

7500 Thru 10000. 2.63 

15000 Thru 20000 . 2.83 

25000 Thru 40000 . 3.08 

50000 . 3.31 


Type lOAV—100 Watt Rating 

Tube Size x G'/z" 


Resistance Ohms 

50 2000 5000 15000 30000 50000 

100 2500 7500 20000 35000 75000 

500 3000 10000 25000 40000 

1000 4000 


Ohms List Price 

50 Thru 1000.$3.55 

2000 Thru 5000 . 3.67 

7500 Thru 10000. 3.87 

15000 Thru 20000. 4.12 

25000 Thru 40000 . 4.37 

60000 . 4.57 

75000 . 4.75 


Type 20AV—200 Watt Rating 

Tube Size V/s" x 1014" 


Resistance Ohms 


50 

1000 

2500 

20000 

50000 

100 

1500 

5000 

25000 

75000 

500 

2000 

10000 

30000 



Ohms 



List Price 


50 Thru 1000. $4.37 

1500 Thru 5000 . 4.45 

10000. 4.70 

20000 . 4.92 

25000 Thru 30000. 5.03 

50000. 5.17 

75000. 5.42 


12500 Thru 20000. 1.20 

25000 Thru 40000. 1.37 

50000..... 1.50 

75000 Thru 100000. 1.75 


30000 Thru 40000. 

50000. 

75000.. 

100000. 


Fixed Types 


Type HHJ-5 Watt Rating 

Tube Size Vie" x 1" 


Type 5HJ—50 Watt Rating 

Tube Size Vie" x 4" 
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DiPOSITiD CARBON RESISTORS 




'A't'K'?- V' • 


mms^ w-ZuiL'^d 


MallorY 



Types HS and DC Deposited Carbon Resistors 



Type DC ± 1% Deposited Carbon Precision Resistors Type HS Hi-Stabiiity Deposited Carbon Resistors 


f Mallory Deposited Carbon Precision Resistors are designed pri¬ 
marily as low-cost replacements for expensive wire-wound resistors 
in high-quality laboratory instruments. Their unique operating char¬ 
acteristics also make them ideal for replacement or substitution in 
all radio, television, electronic, or electric circuitry where stability, 
close tolerance, low-noise, and low inductance are desired. Average 
shelf life change will not exceed 54% per year. One thousand hour 
load life test indicates a maximum change not exceeding ± 1% . 

These resistors are formed of pure, crystalline-carbon particles 
deposited on specially compounded ceramic. Each Mallory Deposited 
Carbon Resistor is equipped with IV 2 '' tinned copper, axially-placed 
leads rigidly attached to silver plated brass end-caps. Baked mois¬ 
ture-resistant insulation is incorporated in construction for protection 
against humidity. Each resistor is calibrated at a nominal tempera¬ 
ture of 25°G. and each has a negative temperature coefficient range 
of approximately .03% for low resistant values, through .08% for 
resistances exceeding 1 megohm. 

Each unit is inspected according to requirements of accepted 
government specifications, and each is marked with resistance value, 
type and tolerance, except the smaller types which have a separate 
label. 



All DC Types are packaged in this dust-free plastic tube, assuring adequate 
physical protection. 


Cat No. 

Wattage 

Working 

Volts 

Size (in inches) 
Dia. Length 

Standard Value 
Resistance Range 

List 

Price 

DC54 

.25 

300 

®A2 X *V32 

50 ohms—1 Meg. 

$1.S0 

DCy2 

.50 

500 

*«A4X '®/l6 

70 ohms—5 Meg. 

1.00 

DCKaA 

.50 

350 

* %4 X *V32 

41 ohms—2.2 Meg. 

1.00 

DCKaC 

.50 

350 

"A4X '8/32 

20 ohms—1.1 Meg. 

1 .2$ 

DCl 

1.00 

500 

»/32 X ‘8/, 6 

41 ohms—4.5 Meg. 

1.25 





5.0 Meg. 

1.50 

DC2 

2.00 

750 

%2 X 2'/|6 

120 ohms—10 Meg. 

1.50 


Each of the six DC types is available in the following resistance 
values, within resistance ranges shown in the table above: 


Ohms 

Ohms 

Ohms 

Ohms 

Ohms 

Ohms 

50 

IM 

7.5 K 

40.0 K 

225.0 K 

1.0 Meg, 

100 


10.0 K 

50.0 K 

250.0 K 

1.5 Meg. 

200 


12.5 K 

60.0 K 

300.0 K 

2.0 Meg. 

250 


15.0 K 

75.0 K 

400.0 K 

2.5 Meg. 

300 


20.0 K 

100.0 K 

500.0 K 

5.0 Meg. 

400 

3.0 K 

22.5 K 

125.0 K 

600.0 K 

10.0 Meg. 

500 

3.5 K 

25.0 K 

150.0 K 

750.0 K 


600 

4.0 K 

30.0 K 

175.0 K 

900.0 K 


TOO 1 

5.0 K 

35.0 K 

200.0 K 




For the first time the well-known advantages of high-stability, 
low inductance, and small size of Mallory Deposited Carbon Re¬ 
sistors are available at moderate cost for use in many commercial 
applications where accuracy of resistance is of less importance than 
the consistency of operation over long periods of time and through 
many changes of temperature. Average shelf life change will not 
exceed J4% per year. One thousand hour load hfe test indicates a 
maximum change not exceeding ± 1% . 

Television servicemen, laboratory technicians, and model shop 
engineers, in particular, will find these resistors ideal for critical 
television and other oscillator circuits where constancy of resistance 
is of utmost importance. The electrical and mechanical character¬ 
istics of HS types are exactly the same as similar DC types, with ex¬ 
ception of the resistance tolerance which has been increased to ± 10% 
of the nominal value. The same quality and temperature coefficient, 
as featured in the DC types, is maintained throughout. 


Cat. No. 

Wattage 

Working 

Volts 

Size (in inches) 
Dia. Length 

standard Value 
Resistance Range 

List 

Price 

HSKa 

.50 

500 

"^4X '®/l6 

47 ohms—8.2 Meg. 

$0.35 

HSKaA 

.50 

350 

"A4 X ' V 32 

10 ohms—3.3 Meg. 

.40 

HSK2C 

.50 

350 

"^4X *8/32 

10 ohms—1.2 Meg. 

.45 

HSl 

1.00 

500 

Vzz X ' 8/16 

100 ohms—10 Meg. 

.50 


Each of the four HS types is available in the following RTMA . 
resistance values, within resistance remges shown in the chart above: 


Ohms 

Ohms 

Ohms 

Ohms 

Ohms 

Ohms 

10 

100 

1 K 

10 K 

100 K 

1 Meg. 

12 

120 

1.2 K 

12 K 

120 K 

1.2 Meg. 

15 

150 

1.5 K 

15 K 

150 K 

1.5 Meg. 

18 

180 

1.8 K 

18 K 

180 K 

1.8 Meg. 

22 

220 

2.2 K 

22 K 

220 K 

2.2 Meg. 

27 

270 

2.7 K 

27 K 

270 K 

2.7 Meg. 

33 

330 

3.3 K 

33 K 

330 K 

3.3 Meg. 

39 

390 

3.9 K 

39 K 

390 K 

3.9 Meg. 

47 

470 

4.7 K 

47 K 

470 K 

4.7 Meg. 

56 

560 

5.6 K 

56 K 

560 K 

5.6 Meg. 

68 

680 

6.8 K 

68 K 

680 K 

6.8 Meg. 

82 

820 

8.2 K 

82 K 

820 K 

8.2 Meg. 
10 Meg. 


When ordering specify type and resistance value desired. 


SPECIAL ORDjERS 

— Made to Your Specifications 

Mallory Deposited Carbon Precision Resistors are also 
available in DC types made to exact customer speci¬ 
fications requiring a wider range of resistance values 
from 2 ohms to 50 megohms. DC type resistors are 
also available in hermetically sealed types and with 
special coatings or sleeves. 


When ordering specify t3npe and resistance value desired. 
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KOOLOHM^ WIRE-WOUND resistors 



# Wound with wire which is insulated before winding with a 
flexible ceramic coating. This coating is impervious to heat as 
high as 1000°C. 

# Each resistor is “tropicalized” by a glazed ceramic outer coating 
and new type end seals which offer complete protection against 
moisture or any other climatic conditions 

# May be mounted anywhere—even flat against chassis or grounded 
parts 

# Extremely high insulation resistance—10,000 volts from surface 
of ceramic jacket to inner resistance elements 

# Insulated wire permits winding higher values in layers, which 
means much smaller physical sizes for each wattage roting 

# Insulated wire permits true “non-inductive” wound designs 


NOTE: ALL NIT TYPES ARE NON-INDUCTIVE 



5 

WATTS 


10 KT 


Max. 

Max. 

10 NIT 


Max. 

Max, 









Mn 

Volts 

List 


Ma. 


Volts 

List 


TYPtS 5 KT & 5 NIT 













^5^2^' dia. X 1 long 


$.75 

25 

630 

15.8 

$1.00 

500 

141 


70.7 

$1.45 






.75 

30 

575 

17.4 

1.00 

750 

115 


86.9 

1.45 

5KT 


Max. 

Max. 

5 NIT 

.75 

40 

500 

20 

1.00 

1000 

100 

100 

1.45 

List 

Ohms 

Ma. 

Volts 

List 

.75 

50 

447 

22.4 

1.00 

1500 

81 

123 

1.55 






.75 

75 

365 

27.4 

1.00 

2000 

70 

143 

1.55 

$.65 

5 

1000 

5.00 

$1.00 

.75 

100 

316 

31.6 

1.00 

2500 

63 

158 

1.55 

.65 

10 

707 

7.07 

1.00 

.75 

150 

259 

38,7 

1.00 

3000 

57 

174 

1.55 

.65 

15 

587 

8.67 

1.00 

.75 

200 

223 

44.6 

1.00 

4000 

50 

200 

1.55 

.65 

20 

500 

10 

1.00 

.75 

250 

200 

50 

1.00 

5000 

44 

227 

1.55 

.65 

25 

446 

11 

1.00 

.75 

300 

182 

54.7 

1.00 

7500 

36 

275 

1.65 

.65 

30 

406 

12 

1.00 

.75 

400 

158 

63.3 

1.00 

10000 

32 

316 

1.65 

.65 

40 

354 

14 

1.00 

-.75 

500 

141 

70.7 

1.00 






.65 

50 

316 

15 

1.00 

.75 

600 

129 

77.6 

1.00 


txtra Bands, ^ . i u 


.65 

75 

258 

19 

1.00 

.75 

700 

119 

84 

1.00 





.65 

100 

224 

22 

1.00 

.75 

750 

115 

86.9 

1.00 





.65 

150 

183 

27 

1.00 

.75 

800 

112 

89.5 

1.00 

TYPES 25 KT 

& 25 NIT 

.65 

200 

158 

31 

1.00 

.75 

900 

105 

95 

1.00 


23/^" dia. X 2%" long 


.65 

250 

141 

35 

1.00 

.75 

1000 

100 

100 

1.00 






.65 

300 

129 

38 

1.00 

.80 

1250 

89 

112 

1.15 

25 KT 


Max. Max. 

25 NIT 

.65 

400 

112 

44 

1.00 

.80 

1500 

81 

123 

1.15 

List 

Ohms 

Amps. Volts 

List 

.65 

500 

100 

50 

1.00 

.80 

1750 

75 

133 

1.15 






.65 

600 

91 

54 

1.00 

.80 

2000 

70 

143 

1.15 

$1.45 

5 2.23 

11 

$ 1.85 

.65 

700 

84 

59 

1.00 

.80 

2500 

63 

158 

1.25 

1.30 

10 1.58 

15 

1.85 

.65 

800 

79 

63 

1.00 

.80 

3000 

57 

174 

1.25 

1.30 

25 1.0 

25 

1.85 

.65 

900 

74 

67 

1.00 

.80 

4000 

50 

200 

1.25 

1.30 

50 

.707 

35 

1.85 

.65 

1000 

70 

70 

1.00 

.80 

5000 

44 

227 

1.30 

1.30 

75 

.577 

43 

1.85 

.70 

1250 

63 

79 

1.15 

.90 

6000 

41 

245 

1.30 

1.30 

100 

.500 

50 

1.85 

.70 

1500 

57 

86 

1.15 

.90 

7500 

36 

275 

1.45 

1.30 

150 

.408 

61 

1.85 

.70 

1750 

53 

93 

1.15 

.90 

8000 

35 

283 

1.45 

1.30 

200 

.353 

70 

1.85 

.70 

2000 

50 

100 

1.15 

.90 

9000 

33 

300 

1.45 

1.30 

250 

.316 

79 

1.85 

.70 

2500 

44 

112 

1.25 

.90 

10000 

32 

316 

1.90 

1.30 

500 

.223 

111 

1.85 

.70 

3000 

40 

123 

1.25 

1.00 

12000 

29 

346 


1.35 

600 

.204 

122 

1.85 

.70 

4000 

35 

141 

1.25 

1.00 

14000 

26 

384 

* 

1.35 

750 

.182 

137 

1.85 

.70 

5000 

31 

158 

1.30 

1.00 

15000 

25 

400 

* 

1.35 

1000 

.158 

158 

1.85 

.80 

6000 

28 

173 

* 

1.00 

17500 

24 

419 

* 

1.35 

1500 

.129 

193 

2.00 

.80 

7000 

26 

187 

* 

1.10 

20000 

21 

475 

* 

1.35 

2000 

.111 

223 

2.00 

.80 

7500 

25 

194 

* 

1.20 

25000 

20 

500 

* 

1.35 

2500 

.100 

250 

2.00 

.80 

8000 

25 

200 

* 

1.30 

30000 

18 

555 

* 

1.45 

3000 

.091 

273 

2.40 

.80 

9000 

23 

212 

* 

1.50 

35000 

17 

591 

* 

1.45 

4000 

.079 

316 

2.40 

.80 

10000 

22 

224 

* 

1.65 

40000 

16 

632 

* 

1.45 

5000 

.070 

353 

2.40 

.90 

12500 

20 

250 

* 

1.80 

50000 

14 

700 

* 

1.45 

7500 

.057 

432 

2.40 

.90 

14000 

18 

265 

* 

2.00 

60000 

13 

780 

* 

1.50 

10000 

.050 

500 

2.75 

.95 

15000 

18 

274 

* 

2.20 

70000 

12 

840 

* 

1.55 

12000 

.046 

548 

2.75 

.95 

20000 

15 

333 

* 






1.55 

15000 

.041 

612 

2.75 

1.10 

25000 

14 

354 

* 






1.65 

20000 

.035 

707 

3.10 

1.20 

30000 

13 

387 

* 

10 WATTS ADJUSTABLE t 

1.80 

25000 

.032 

790 

3.40 

1.40 

35000 

12 

418 

* 


TVDC m An 


2.00 

40000 

.025 1000 

♦ 

1.50 

40000 

11 

447 

* 


■ III 

“ ' ^ 



2.20 

50000 

.022 

1118 








'%2 dia. X long 


2.85 

75000 

.018 

1370 

* 











3.55 

100000 

.016 

1580 



1G 

WATTS 



Max. 


Max. 








TYPES 10KT& lONIT 


Ohms 

Ma. 


Volts 

List 


50 

WATTS 



dia. X 12%2“ long 


10 

1000 


10 

$1.45 

TYPES 50KT&50NIT 






25 

630 


15.8 

1.45 


Vb" dia. X 4 

' long 


lOKT 


Max. 

Max. 

10 KIT 

50 

447 


22.4 

1.45 






List 

Ohms 

Ma. 

Volts 

List 

100 

316 


31.6 

1.45 

50 KT 

Max. 

Max. 

50 NIT 






150 

259 


38.7 

1.45 

List 

Ohms 

Amps. 

Volts 

List 

$.75 

5 

1414 

7.07 

$1.00 

200 

223 


44.6 

1.45 






.75 

10 

1000 

10 

1.00 i 

250 

200 


50 

1.45 

$1.95 

5 

3.16 

15 

$ 3.10 

.75 

15 

830 

12.3 

1.00 

300 

182 


54.7 

1.45 

1.95 

10 

2.23 

22 

3.10 

.75 

20 

707 

14.1 

1.00 

400 

158 


63.3 

1.45 

1.95 

25 

1.41 

35 

3.10 


50 KT 
List 

Ohms 

Max. 

Amps. 

Max, 

Volts 

50 NIT 
List 

$1.95 

50 

1.000 

50 

$3.10 

1.95 

75 

.816 

61 

3.10 

1.95 

100 

.707 

70 

3.10 

1.95 

150 

.577 

86 

3.10 

1.95 

200 

.500 

100 

3.10 

1.95 

250 

.477 

111 

3.10 

1.95 

500 

.316 

158 

3.10 

1.95 

600 

.289 

173 

3.10 

1.95 

750 

.258 

193 

3.10 

1.95 

1000 

.223 

223 

3.10 

2.10 

1500 

.182 

274 

3.10 

2.10 

2000 

.158 

316 

3.10 

2.10 

2500 

.141 

353 

3.10 

2.30 

3000 

.129 

387 

3.10 

2.30 

4000 

.111 

447 

3.10 

2.30 

5000 

.100 

500 

3.10 

2.40 

7500 

.081 

612 

3.10 

2.85 

10000 

.070 

707 

3.10 

2.85 

12000 

.064 

775 

3.10 

2.85 

15000 

.057 

870 

3.10 

2.90 

20000 

.050 

1000 

3.30 

2.90 

25000 

.044 

1120 

3.30 

3.00 

50000 

.032 

1580 

5.75 

3.10 

75000 

.026 

1936 

* 

3.50 

100000 

.022 

2238 

* 


120 WATTS 

TYPES 120KT& 120 NIT 

iMs" Dia. X long 


120KT 

List 

Ohms 

Max. 

Amps. 

Max. 

Volts 

120 NIT 
List 

$7.75 

5 

4.9 

24.5 

$9.40 

7.75 

10 

3.46 

34.6 

9.40 

7.75 

25 

2.18 

54.6 

9.40 

7.75 

50 

1.54 

77.4 

9.40 

7.75 

75 

1.26 

94.8 

9.40 

7.75 

100 

1.09 

109.5 

9.40 

7.75 

150 

.884 

134 

9.40 

7.75 

200 

.775 

155 

9.40 

7.75 

250 

.692 

173 

9.40 


★390 

.574 

211 

9.40 

7.75 

500 

.490 

245 

9.40 

7.75 

600 

.446 

268 

9.40 

7.75 

750 

.400 

300 

9.40 

7.75 

1000 

.346 

346 

9.40 

7.75 

1500 

.282 

424 

9.40 

7.75 

2000 

.245 

490 

9.40 

7.75 

2500 

.219 

548 

9.40 

7.75 

3000 

.200 

600 

9.40 

7.75 

5000 

.154 

774 

9.40 

8.00 

7500 

.126 

948 

10.00 

8.00 

10000 

.109 

1095 

10.00 

8.00 

15000 

.089 

1340 

10.00 

8.00 

20000 

.077 

1550 

10.00 

8.00 

25000 

.069 

1733 

10.00 

8.00 

50000 

.049 2450 

10.00 

8.00 

75000 

.040 3000 

* 

8.00 

100000 

.034 

3460 

* 


*KT Types only 


tAdjustable Resistors are not tropicalized 


-ANew addition to line. 
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CLAROSTAT MFG. CO., 
Inc. 

DOVER, N. H. 




COMPOSITION ELEMENT CONTROLS 

Elements are designed and manufactured to achieve the greatest CURVE 

degree of smooth, quiet operation. Glarostat Composition Element Taper.. &—Straight or uniform resi 

Controls are used by all leading manufacturers as original equipment. Taper U— Left-hand % resistanc 

therefore, units listed represent the majority of values common to Taper V —-Right-hand 20 % resist 

original controls. Composition Element Controls are available with Taper W —^Left-hand 20% resistai 

either linear or tapered values. Taper ^Left-h^d(L(^.audio) 10 


SERIES AT AND T CONTROLS 

Ra,ted % watt. 1 %" dia. by xV^ deep. 

With switch %" deep. Lug protrusion 
19/64". Uses Series SWA switches. %"-32 
by %" long brass bushing. Series AT 
furnished with any one of the 12 “Pick- 
A-Shaft”* shafts listed. Series T has fac¬ 
tory assembled 3" milled shaft. Taps 
located at 371/^%, 50% and 62i^% of 
rotation. Tolerances in accordance with 
RTMA ±20% to lOOKQ; ±30% above. 

SERIES AK AND K CONTROLS 

H Rated % watt. dia. by 29/64" 
rm deep. With switch 49/64" deep. 
1.1 Lug protrusion ^ 2 ". Uses Series 
m SWB switches. %-32 by long 
bushing. Series AK furnished 
\1 with any one of the 12 “Pick-A- 
Shaft”* shafts listed. Series K has 
" factory assembled 3" milled shaft. 

Taps located at 30% and 70% of 
rotation. Tolerances the same as in 
Series AT and T controls. 


CURVE DATA 

Taper.. &—Straight or uniform resistance change with rotation. 

Taper T —Right-hand 30% resistance at 50% of C.C.W. rotation. 
Taper U —^Left-hand 1% resistance at S3%% of C.W. rotation. 
Taper M —Right-hand 20% resistance at 50% of C.C.W. rotation. 
Taper W —^Left-hand 20% resistance at 50% of C.W. rotation. 
Taper Z —^Left-hand(Log.audio) 10%resistanceat50%ofC.W.rotation. 
Taper Y —Left-hand 5% resistance at 50% of C.W. rotation. 



Ohms 

Tap 
No. 1 

Tap 
No. 2 

Tap 
No. 3 

Cat. 

No. 

Cat. 

No. 

Cat. 

No. 

Cat. 

No. 

50K 


25K 


AT-25 


T-25 


200K 



lOOK 

AT.38 

AK-38 

T-38 

K-3S 

250K 


25K 


AT-39 


T .39 


250K 


125K 


AT-42 


T-42 


250K 



50K 

AT-43 

AK-43 

T-43 

K-43 

250K 

6 OK 


125K 

AT-44 


T-44 


250K 

3 OK 

6 OK 


AT-45 


T-45 


360K 


25K 


AT-60 


T-60 


350K 

75K 



AT-69 

AK-69 

T-69 

K-69 

350K 


75K 


AT.70 


T.70 


500K 


lOOK 


AT-78 


T-7S 


500K 



lOOK 

AT-SO 

AK-gO 

T-SO 

K-80 

500K 

25K 



AT-Sl 

AK-Sl 

T-gl 

K-gl 

500K 



200K 

AT-S2 

AK-S2 

T-S2 

K-82 

500K 


50K 


AT.88 


T-8S 


500K 


250K 


AT-90 


T .90 


500K 

10 OK 


30 OK 

AT-92 


T-92 


1 Meg. 

250K 



AT-98 

AK-9g 

T-9g 

K-98 

1 Meg. 


5 OK 


AT-101 


T-101 


1 Meg. 

lOOK 


500K 

AT-102 


T-102 


1 Meg. 


lOOK 


AT-103 


T.103 


1 Meg. 


225K 


AT-109 


T-109 


1 Meg. 


170K 


AT-110 


T-110 


1 Meg. 



200K 

AT-111 

AK-111 

T-111 

K-111 

1 Meg. 


500K 


AT-112 


T-112 


1.5 Meg. 

250K 


500K 

AT-95 


T-95 


1.5 Meg. 


350K 


AT-125 


T-125 


2 Meg. 


lOOK 


AT-114 


T-114 


2 Meg. 


500K 


AT-115 


T-115 


2 Meg. 


1 Meg. 


AT-116 


T-116 


2 Meg. 

2 OK 



AT-llS 

AK-llS 

T-llS 

K-llS 

2 Meg. 


200K 


AT-119 


T-119 


2 Meg. 


400K 


AT-120 


T-120 


2 Meg. 

250K 


500K 

AT-121 


T-121 


2 Meg. 

5,000 



AT.124 

AK-124 

T-124 

K.124 

2 Meg. 

200K 


400K 

AT-126 


T-126 


2 Meg. 

15K 



AT-129 

AK-129 

T-129 

K-129 

2.5 Meg. 

250K 


500K 

AT-123 


T-123 



LIST PRICE $1.S5 (Without Switch) 

Standard Packing—10 (ten) per Carton 


DUAL SERIES DC CONTROLS 

Two controls driven by a common shaft in corresponding rotation. 
1%" dia. %"-32 by %" long bushing 214" milled shaft. Tolerances 
in accordance with RTMA standards. ±20% all values up to and 
including lOOKfl. ±30% all values above 10 OK 0. Available in 
following resistance combinations. Other combinations available. 
Prices and information available on request. 


Panel Unit 

Rear Unit 

Cat. No. 

Panel Unit 

Rear Unit 

Cal. No. 

lOK—S 

25K—S 

DC-34-S 

500K—Z 

500K— Z 

DC-IO-Z 

lOK—-S 

50K—S 

DC-23-S 

1 Meg.— Z 

1 Meg.— Z 

DC-ll-Z 

5 OK—S 

50K—S 

DC-5-S 

1 Meg.—S 

1 Meg.—S 

DC-35-S 

lOOK—Z 

lOOK—Z 

DC-6.Z 

2 Meg.—S 

2 Meg.—S 

DC-36-S 

250K—S 

250K—S 

DC-29-S 

5 Meg.—S 

5 Meg.—S 

DC- 37 .S 

250K—Z 

250K— Z 

DC-S-Z 

LIST 

PRICE $3.10 


Series SWB "AD-A-SWITCH' 

•* 



For use 

with AG, G, 

AK and K controls. 


Cat. No. 

Wiring (5 amp. 125 V, 

A.C. U/L Approved) 

List Price 


Single-Pole Single-Throw . $0,60 

Three Way No “Off” Position S.P.D.T. .75 

Double-Pole Single Throw. .75 

Standard Packing-—10 (ten) pef Carton 


SERIES AM AND M CONTROLS 


Rated % watt. 1%" dia. by deep. 
With switch deep. Lug protrusion 

19/64". Uses Series SWA switches. %"-32 
by %" long brass bushing. Series AM 
furnished with any one of the 12 “Pick-A- 
Shaft”* shafts listed. Series iM has factory 
assembled 3" milled shaft. Tolerances in 
accordance with RTMA standards. ±20% 
up to 100KS2; ±80% above. 


SERIES AG AND G CONTROLS 




Rated watt, if" dia. ife MiML 

by 29/64" ^deep. With 

series SWB switches. 

8/s"-32 by 14 " long 
brass bushing. Series 
AG furnished with any 

one of the 12 “Pick-A-Shaft”* shafts listed. 
Series G has factory assembled 3" milled shaft. 
Tolerance the same as in series AM and M. 


Ohms 

Curve 

Cat. No. 

Cat. No. 

Cat. No. 

Cal. No. 

500 

S 

AM-5-S 

AG-5-S 

M-5-S 

G-5-S“ 

1,000 

S 

AM-g-S 

AG-g-S 

Nl-g-S 

G-g-S 

2,000 

s 

AM-ll-S 

AG-ll-S 

M-ll-S 

G-ll-S 

3,000 

s 

AM-15-S 

AG-15-S 

M-15-S 

G-15-S 

4,000 

s 

AM-80-S 

AG-gO-S 

M-SO-S 

G-gO-S 

5,000 

s 

AM-19-S 

AG-19-S 

M-19-S 

G-19-S 

5,000 

u 

AM-20-U 


NI- 2 O-U 


7,500 

s 

AM-23-S 

AG-23-S 

M-23-S 

G-23-S 

lOK 

s 

AM-27-S 

AG-27-S 

M-27-S 

G-27-S 

lOK 

u 

AM-29-U 


M-29-U 

G-30-V 

lOK 

V 

AM. 30 -V 

AG-30.V 

NI^O-V 

lOK 

w 

AIVI-31-W 

AG-31-W 

M-31-W 

Q-31-W 

lOK 

z 

AM-gl-Z 

AG-Sl-Z 

M-gl-Z 

G-gl-Z 

15K 

s 

AIVI. 32 -S 

A6-32-S 

M-32-S 

G-32-S 

15K 

u 

AM-33-U 


M-33-U 


15K 

V 

AM-34-V 

AG-34-V 

M- 34 .V 

G-34-V 

15K 

w 

AM-35-W 

AG-35-W 

M-35-W 

Q-35-W 

2 OK 

s 

A1VI-36-S 

AG-36-S 

M-36-S 

G-36-S 

2 OK 

u 

AM-37-U 


IVI-37-U 


25K 

s 

AM-40-S 

AG-40-S 

IVI-40-S 

G.40-S 

25K 

w 

AM-41-W 

AG-41-W 

IVI-41-W 

G-41-W 

25K 

V 

AM-72-V 

AG-72-V 

M-72-V 

G-72-V 

30K 

s 

AM.42-S 

AG-42-S 

M-42-S 

G-42R 

4 OK 

s 

AIVI-43-S 

AG- 43 .S 

IVI-43-S 

G- 43 .S 

5 OK 

s 

AIVI-44-S 

AG-44-S 

NI-44-S 

G. 44 .S 

5 OK 

w 

AIVI-45-W 

AG-45-W 

M-45-W 

G-45-W 

5 OK 

z 

AM-46-Z 

AG-46-Z 

IV1-46-Z 

G-46-Z 

75K 

s 

AM-47-S 

AG- 47 .S 

IV1-47-S 

G-47-S 

75K 

V 

AM-4S-V 

AG-48-V 

1VI-47-V 

G-4S-V 

lOOK 

s 

AN1-49-S 

AG-49-S 

M-49-S 

G-49-S 

lOOK 

z 

AIVI-51-Z 

AG-51-Z 

NI-51-Z 

G-51.Z 

200K 

s 

AM. 52 -S 

AG-52-S 

M-52-S 

G-52-S 

250K 

s 

AM-55-S 

AG- 55 .S 

IVI-55-S 

G-55-S 

250K 

z 

AM-64-Z 

AG-64-Z 

M-64-Z 

G-64-Z 

300K 

s 

AM-57-S 

AG-57-S 

M- 57 .S 

G-57-S 

500K 

s 

AM-5g-S 

AG-58-S 

M-Sg-S 

G-5g-S 

500K 

Y 

AIVI-59-Y 


M- 59 .Y 


500K 

z 

AIVI-60-Z 

AG-60-Z 

IVI-60-Z 

G-60-Z 

750K 

z 

AIVI-79-Z 

AG-79-Z 

M-79-Z 

G-79-Z 

1 Meg. 

s 

AIVI-61-S 

AG-61-S 

IVI-61-S 

G-61-S 

1 Meg. 

z 

AIVI-63-Z 

AG-63-Z 

NI-63-Z . 

G-63-Z 

2 Meg. 

s 

AM-g3-S 

AG-83-S 

M-g3-S 

G-g3-S 

2 Meg, 

z 

AM-66-Z 

AG-66-Z 

M-66-Z 

G-66-Z 

2.5 Meg. 

s 

AIVI-g4-S 

AG-g4-S 

IVI-g4-S 

G-g4-S 

3 Meg. 

z 

AM-67-Z 

AG-67-Z 

IVI-67-Z 

G-67-Z 

4 Meg. 

z 

AM-6g-Z 

AG-68-Z 

IVI-68-Z 

G-6g-Z 

5 Meg. 

z 

AM-69-Z 

AG-69-Z 

M-69-Z 

G-69-Z 

5 Meg. 

s 

AM-85-S 

AG-85-S 

Nl-gS-S 

G-S5-S 

10 Meg. 

z 

AM-99-Z 


M- 99 .Z 


10 Meg. 

s 

AIVI-86-S 


M-g6-S 



LIST PRICE $1.25 

Standard Packing—10 (ten) per Carton 


*'AD.A-SWITCH”* for Series "M," "AM." "T," "AT" Controls 
Cat. No. Wiring (3 amp. 125 V. A.C. U/L Approved) List Price 

SW-A Single-Pole Single-Throw . $0.60 

SW-Al Three-Way, No “Off” Position S.P.D.T. .75 

SW-A2 Double-Pole Single-Throw . *75 

SW-A4 Four-Wire (to control A, B and 0 voltages). .75 

SW-A5 S.P.S.T. (reverse action)... .75 

SW-A6 S.P.S.T. with dummy lug.... .75 
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SERIES 43—2 WATT 

ajid Xfi lM^rke|'A4^^Md^43S- 

are “Pick-A-Shaft”* controls taking any of 
the 12 shafts listed. 43- and 43S- have fac¬ 
tory assembled 2" round shafts. Tolerance 
in accordance with RTMA standards ± 10 % 
for all values. All units linear. 


WIRE WOUND CONTROLS 


SERIES 58—3 WATT 

Hi" dia. by H" 
deep, with switch 
1 ^ 3 " deep. Lug pro¬ 
trusion 19/64". 

% "-3 2 by % " brass 
bushing. Factory 
assembled switch 
(SPST) types A58S- 
and 58S-. If other 
than SPST switch 
required, designate 
type and add 15 , 

cents to list price. 

A58- and A58S- are 
“Pick-A-Shaft”* and will take any of the 
12 shafts listed. 58- and 58S- have factory 
assembled 2" round shafts. Tolerances in 
accordance with RTMA standards ± 10 % for 
all values. All units linear. 


SERIES 10—4 WATT 

IM'' dia. by §y' 
deep, with switch 
1 ^ 2 " deep. Lug pro¬ 
trusion 19/64". 

%"-S2 by %" brass 
bushing. Factory 
assembled switch 
(SPST) types AlOS- 
and 10S-. If other 
than SPST switch 
required, designate , 
type and add 15 
cents to list price. 

AlO- and AlOS- are 
“Pick-A-Shaft”* controls taking any of the 
12 shafts listed. 10- and lOS- have factory 
assembled 2" round shafts. Tolerances in 
accordance with RTMA standards ±10% for 
all values. All units linear. 


"PICK-A-SHAFT"* Without Switch 


"PICK-A-SHAFT"* With Switch 


Series A43 
Cat. No. 


Series ASS 
Cat. No. 
ASS-1 
A58-2 
A58-4 


A43-75 

A43-I00 

A43-I50 

A43-200 

A43-300 

A43-400 

A43-500 

A43-760 

A43-.I000 

A43.I500 

A43-2000 

A43-2500 

A43-3000 

A43-4000 

A43-5.000 

A43-7500 

A43-I0K 


A58-200 

A58-300 

A58.400 

AS8-500 

A58-750 

ASS-1000 

A58-I500 

A58-2000 

A^-2500 

A58-3000 

A58-5000 

A58.7500 

A58-I0K 

A58-I5K 

A58-20K 

A58-25K 

A58-3PK 

A58-40K 

A58-50K 


Standard Packing—10 (ten) 


List Series AlO 

Price Cat. No. 

$1.25 AlO-l 

1.25 AlO-2 

1.25 AlO-4 

1.25 AiO-6 

1.25 AlO-lO 

1.25 A(0-I5 

1.25 AI0.20 

1.25 A 10-25 

1.25 AlO 30 

1.25 AiO-40 

1.25 AIO-50 

1.25 AlO-60 

1.25 AlO-75 

1.25 AiO-lOO 

1.25 AIO-200 

1.25 AIO-300 

C.25 AIO-400 

1.25 AlO-500 

1.25 AIO-750 

1.25 AiO-IOOO 

1.25 Af0-f500 

1.25 AlO-2000 

1.25 AIO-2500 

1.25 AIO-3000 

1.25 AIO-5000 

1.25 AlO-7500 

1.25 AlO-lOK 

1.60 AI0-I5K 

1.60 A10-20 K 

1.60 AI0-25K 

2.25 AI0-30K 

2.25 AI0-40K 

2.25 AI0-50K 

AI0-75K 
AlO-iOOK 
per Carton 


With Factory Assembled 2" Round Shaft 


Resist. 

Series 43 

List 

Series 58 

List 

Series 10 

List 

Ohms 

Cat. No. 

Price 

Cat. No. 

Price 

Cat. No. 

Price 

1 



58-1 

$1.25 

10-1 

$1.85 

2 



58-2 

1.25 

10-2 

1.85 

4 



58-4 

1.25 

10-4 

1.85 

5 

43-5 

$1.25 





6 



58-6 

1.25 

10-6 

1.85 

10 

43-10 

1.25 

58-10 

1.25 

10-10 

1.85 

15 



58-15 

1.25 

10 -15 

t.85 

20 

43-20 

1.25 

58-20 

1.25 

10-20 

1.85 

25 

43-25 

1.25 

58-25 

1.25 

10-25 

1.85 

30 

43-30 

1.25 

58-30 

1.25 

10-30 

1.85 

40 

43-40 

1.25 

58-40 

1.25 

10-40 

1.85 

50 

43-50 

1.25 

58-50 

1.25 

10-50 

1.85 

60 



58-60 

1.25 

10-60 

1.85 

75 

43-75 

1.25 

58-75 

1.25 

10-75 

1.85 

100 

43-100 

1.25 

58-100 

1.25 

10-100 

i.85 

150 

43-150 

1.25 





200 

43-200 

1.25 

58-200 

1.25 

10-200 

i.85 

300 

43-300 

1.25 

58-300 

i.25 

10-300 

1.85 

400 

43-400 

1.25 

58-400 

1.25 

10-400 

1.85 

500 

43-500 

1.25 

58-500 

1.25 

• 10-500 

1.85 

750 

43-750 

1.25 

58-750 

1.25 

10-750 

1.85 

1000 

43-1000 

1.25 

58-1000 

1.25 

10-1000 

1.85 

1500 

43-1500 

1.25 

58-1500 

1.25 

10-1500 

f.85 

2000 

43-2000 

1.25 

58-2000 

1.25 

10-2000 

(.85 

2500 

43-2500 

1.25 

58-2500 

1.25 

10-2500 

1.85 

3000 

43-3000 

1.25 

58-3000 

1.25 

10-3000 

1.85 

4000 

43-4000 

1.25 





5000 

43-5000 

1.25 

58-5000 

1.25 

10-5000 

1.85 

7500 

43-7500 

1.25 

58-7500 

1.25 

10-7500 

1.85 

lOK 

43-IOK 

1.25 

58-IOK 

1.25 

lO-lOK 

1.85 

15K 



58-I5K 

1.60 

I0-I5K 

2.20 

20K 



58-20K 

1.60 

I0-20K 

2.20 

25K 



58-25K 

1.60 

I0-25K 

2.20 

30K 



58-30K 

2.25 

I0-30K 

2.85 

40K 



58-40K 

2.25 

IO-40K 

2.85 

50K 



58-50K 

2.25 

i0-50K 

2.85 

75K 





I0-75K 

3.50 

lOOK 





lO-iOOK 

3.50 


Standard Packing—*10 (ten) 
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CONSTANT IMPEDANCE CONTROLS 


SERIES CIB OUTPUT ATTENUATOR 

Rated at 10 watts, will handle up to 30 
watts in audio circuit. Linear attenuation 


in 3 decibel stops up to 30. Black enam¬ 
eled metal case, 2" dia. by 2%" deep. 
Equipped with dial plate and bar knob. 
One-hole mounting, %"-32 by %" bush¬ 
ing. Shaft 1" long. This control has been 
developed to meet the need for a constant- 
impedance attenuator capable of handling 
considerable power without measurable 
insertion loss. Recommended as an output 
level control for power amplifiers, or as an 
input attenuator for individual or for a 
group of speakers in a public address 
system. 



SERIES CIL AND CIT L-PADS AND T-PADS 


Self-compensating volume controls known 
as L-pads or T-pads for use in sound 
systems. Rated at 2watts DC, but 
may be used to handle up to 10 watts 
audio. Continuous range from 0.5 to 30 
decibels attenuation in 90% rotation. 
Last 10% affords infinite attenuation. 
With Clarostat constant-impedance L- 
pads and T-pads the input and output 
impedances of associated circuits can be 
kept within the limits of a constant 
required value. 



Resistance 

Series CIB 

List 

Series CIL 

List 

Series CIT 

List 

Ohms 

Cat. No. 

Price 

Cat. No. 

Price 

Cat. No. 

Price 

4 



CIL-4 

$3,75 

CIT-4 

$4.25 

6 

CIB.6 

$6.50 

CIL-6 

3.75 

eiT-6 

4.25 

8 

CIB-S 

6.50 

CIL-8 

3.75 

CIT-S 

4.25 

15 

CIB-IS 

6.50 

CIL-15 

3.75 

CIT-15 

4.25 

60 

CIB-50 

6.50 

CIL-50 

3.75 

CIT-50 

4.25 

100 



CIL-100 

3.75 

C IT-100 

4.25 

200 

C IB-200 

6.50 

CIL-200 

3.75 

C IT-200 

4.25 

250 

CIB.250 

6.50 

CIL-250 

3.75 

CIT-250 

4.25 

500 

C IB-500 

6.50 

CIL-500 

3.75 

C IT-500 

4.25 

600 

C IB-600 

6.50 

CIL-600 

3.75 

C IT-600 

4.25 

1000 



CIL-1000 

3.75 

CIT-1000 

4.25 

2000 



CIL-2000 

3.75 

CIT-2000 

4.25 


Standard Packing—^Individual Carton 


SPECIAL DRIVE-IN THEATRE 
L-PAD 

To meet the needs of the drive-in theatres 
where individual control of the speakers is 
required, a special 8 ohm L-Pad is now 
being offered. A single unit contains two 
separate windings. %"-32 by long bush¬ 
ing. 1 % " round shaft. 

Cat. No. CMS727 List Price $2.75 


POWER RHEOSTATS 


These power rheostats are built for extra-heavy duty. Simplicity of 
design, plus finest materials and workmanship, result in a unit 
that provides long, trouble-free service. These Clarostat Power 
Rheostats maintain their full power rating at settings as low as one- 
third rotation, without excessive temperature rise. Standard overall 
resistance and taper tolerance ±10%. Closer tolerances are avail¬ 
able upon special order. 

The metal cored winding is embedded in a cold-setting, inorganic 
cement and is thereby bonded to the ceramic body. This results in 


the exceptional power dissipation in any portion of the resistance 
element. These units will withstand elevated temperatures due to 
severe overloads without smoking, burning, or charring. 

A graphited-copper contact shoe in the cradle arm, contacting both 
winding and collector ring, provides short-path conduction, and at 
the same time a smooth, consistent mechanical rotation. 

Units mount through a single hole. A locking pin is provided for 
rear panel mounting. 


SERIES 25 POWER RHEOSTAT 

U. S. Pat. No. 2,346,598 

Rated 25 watts. 

1%" dia. by 1%" deep. 

%"-32 by %" long bushing. 

Vz' long shaft milled 

Standard Packing—^Individual Carton. 



SERIES 50 POWER RHEOSTAT 

U. S. Pat. No. 2,346,598 

Rated 60 watts. 

2^" dia. by 1%" deep. 

%"-32 by %" long bushing. 

long shaft milled iV'* 

Standard Packing—^Individual Carton. 


Res. Series 25 List A4rcraft List 


Ohms 

Cat. No. 

Price ‘ 

AN-3155-25 

Price 

1 

25-1 

$5.85 

.... 


2 

25-2 

5.20 



3 

25-3 

5.20 



6 

25-6 

5.20 



8 

25-8 

5.20 



10 

25-10 

5.Z0 

AN-3155-25-10 

$7.25 

11 



AN-3155-25-11 

7.25 

15 

*2*5-15 

5*20 

AN-3155-25-15 

7.25 

25 

25-25 

5.20 

AN-3155-25-25 

7.25 

35 

25-35 

5.20 



50 

25-50 

5.20 

AN-3155-25-50 

7.25 

75 

25-75 

5.20 

AN-3155-25-75 

7.25 

100 

25-100 

5.20 

AN-3155-25-100 

7.25 

125 

25-125 

5.20 



175 

25-175 

5.20 


!!! 

200 



AN-3155-25-200 

8.50 

250 

'25-250 

5*20 

.... 


350 

25-350 

5.20 

.... 


500 

25-500 

5.20 

.... 


750 

25-750 

5.20 



1000 

25-1000 

5.85 



1500 

25-1500 

5.85 



2500 

25-2500 

5.85 



3500 

25-3500 

6.20 



5000 

25-5000 

6.50 





AIRCRAFT-TYPE POWER RHEOSTATS 

Basically the same as the 25 and 50 watt Power Rheostats, 
mechanically and electrically. Unit is encased in metal housing 
rendering it explosion-proof and moisture resistant. Used in 
aircraft. 

Terminals are screw-type lugs plated to prevent corrosion. 

See Listings above for List Prices. 



AN-3155-25 Aircraft Type 

Rated 25 watts. 

ItI" dia. by 1^/4" deep. 

Supplied with AN-3220-2 knob. 

Standard Packing-Individual Carton. 

AN-3155-50 Aircraft Type 

Rated 35 watts. 

2tV' dia. by Iff" deep. 

Supplied with AN-322 0-2 knob. 
Standard Packing—Individual Carton. 
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“GREENOHM”® FIXED WIRE-WOUND RESISTORS 

Wire-wound resistors for most rugged applications. Will inorganic cement. In accordance with RTMA standards, 
withstand tremendous overloads and temperature changes overall tolerances are ±5% for resistors of 50 fi and 
without changes in resistance values or appearance. Wire higher. For resistors of 49.9 0 and lower, overall tolei*- 
windings on high-grade ceramic and coated with special ances are ±10%. 


SERIES PR-5-F —Rated 5 watts. dia. by 1" long. Lead wires and 
tinned lugs. Standard Packing—10 (ten) per carton. 

SERIES AC-IO-F —Rated 10 watts. A" dia. by 1%" long. Lead 
wires and tinned lugs. Standard Packing—10 (ten) per carton. 

SERIES AC-20-K —Rated 20 watts. iV' dia. by 2" long. Lead wires 
and tinned lugs. Standard Packing—5 (five) per carton. 

SERIES A-25-K —Rated 25 watts. iV^ dia. by 2%" long. Supplied 
with mounting brackets. Standard Packing—Individually Boxed. 

SERIES K-40-N —Rated 40 watts. %" dia. by 314'' long. Supplied 
with mounting brackets. Standard Packing—Individually Boxed. 

SERIES K-BQ-N —Rated 50 watts. dia. by 414" long. Supplied 
with mounting brackets. Standard Packing—Individually Boxed. 

SERIES K-80-N —Rated 80 watts. dia. by 614" long. Supplied 
with mounting brackets. Standard Packing—Individually Boxed. 


“GREENOHM JR.”(g) SERIES C4GJ —^Inexpansive ceramic-case re¬ 
sistors. Wire-wound on simn glass fiber core. Cement-filled ceramic 
case. Rated 5 watts. A" dia. by 1" Mrnmmm mmmmamm. 
long. 114" axial pigtail leads. Stand- 
ard Pack.—10 (ten) per carton. 

“GREENOHM JR.” SERIES C7GJ —Same construction as Series C4GJ. 
Rated 10 watts. A" dia. by 1%" long. Standard Packing—10 
(ten) per carton. 

SERIES K-IOO-W— Rated 100 watts. lYg" dia. by 614'' long. Sup¬ 
plied with mounting brackets. Standard Packing—^Individually Boxed. 

SERIES K-160-W— Rated 160 watts. IVs" dia. by 814 long. Supplied 
with mounting brackets. Standard Packing—^Individually Boxed. 

SERIES K-200-W —Rated 200 watts. 114" dia. by 1014" long. Sup¬ 
plied with mounting brackets. Standard Packing—Individually Boxed. 


’GREENOHM"® AND "GREENOHM JR."® FIXED WIRE-WOUND RESISTORS 


List Price List Price List Price List Price List Price List Price List Price List Price 


Ohms 

PR-5-F 

C4GJ 

C7GJ 

AC-IO-F 

AC-20-K 

A-25-K 

K.40-N 

K-50-N 

K-80-N 

K-IOO-W 

K-160-W 

K-200-W 

1 

$0.50 

$0.55 

$0.55 

$0.55 


$0.75 







2 

.50 

.55 

.55 

.55 


.75 







3 

.50 

.55 

.55 

.55 


.75 







4 

.50 

.55 

.55 

.55 









5 

.50 

.55 

.55 

.55 

$0.65 

.75 

$0.90 

$1.10 

$1.25 

$1.75 

$2.25 

$2.50 

7.5 

.50 

.55 

.55 

.55 


.75 



10 

.50 

.55 

.55 

.55 

.65 

.75 

.90 

1.10 

1.25 

1.75 

2.25 

2.5d 

12 

.50 

.55 

.55 

.55 







15 

.50 

.55 

.55 

.55 


.75 

.90 






20 

.50 

.55 

.55 

.55 


.75 

.90 






25 

.50 

.55 

.55 

.55 

.65 

.75 

.90 

i.id 

1.25 

1.75 

2.25 

2.50 

30 

.50 

.55 

.55 

.55 








35 

.50 

.55 

.55 

.55 









40 

.50 

.55 

.55 

.55 









50 

.50 

.55 

.55 

.55 

.65 

.75 

.90 

i.id 

1.25 

1.75 

2.25 

2.50 

75 

.50 

.55 

.55 

.55 

.65 

.75 

.90 

1.10 

1.25 

1.75 

2.25 

2.50 

100 

.50 

.55 

.55 

.55 

.65 

.75 

.90 

1.10 

1.25 

1.75 

2.25 

2.50 

125 

.50 

.55 

.55 

.55 



.90 





150 

.50 

.55 

.55 

.55 

.65 

.75 

.90 

I.id 

1.25 

1.75 

2.25 

2.50 

200 

.50 

.55 

.55 

.55 

.65 

.75 

.90 

1.10 

1.25 

1.75 

2.25 

2.50 

226 

.50 

35 

.55 

.55 








250 

.50 

.55 

.55 

.55 

.65 

.75 

.90 

I.id 

1.25 

1.75 

* 2.25 

2.50 

800 

.50 

.55 

.55 

.55 

.65 

.75 

.90 

1.10 

1.25 

1.75 

2.25 

2.50 

350 

.50 

.55 

.55 

.55 

.65 







400 

.50 

.55 

.55 

.55 

.65 

.75 

.90 . 

I.id 

1.25 

1.75 

2.25 

2.50 

450 

.50 

.55 

.55 

.55 








500 

.50 

.55 

.55 

.55 

.65 

.75 

.90 

I.id 

1.25 

1.75 

2.25 

2.50 

600 

.50 

.55 

.55 

.55 








660 





.65 








700 

.50 

.55 

.55 

.55 

.65 








750 

.50 

.55 

.55 

.55 

.65 

.75 

.90 

I.id 

1.25 

1.75 

2.25 

2.50 

800 

.50 

.55 

;55 

.55 

.65 

.75 







850 





.65 








900 

.50 

.55 

.55 

.55 









1000 

.50 

.55 

.55 

.55 

.65 

.75 

.90 

1.10 

1.25 

1.75 

2.25 

2.50 

1100 

.50 


.55 

.55 









1200 

.50 


.55 

.55 

.65 








1250 

.50 


.55 

.55 

.65 

.75 


I.id 

1.25 

1.75 

2.25 

2.50 

1600 

.50 


.55 

.55 

.65 

.75 

.90 

1.10 

1.25 

1.75 

2.25 

2.50 

1750 

.50 


.55 

.55 

.65 








1860 





.65 








2000 

.50 


.55 

.55 

.65 

.75 

.90 

1.16 

1.25 

1.75 

2.25 

2,50 

2250 

.50 


.55 

.55 

.65 

.75 


1.10 

1.25 

1.75 

2.25 

2.50 

2500 

.50 


.55 

.55 

.65 

.75 

.90 

1.10 

1.25 

1.75 

2.25 

2.50 

2750 





.65 








3000 

.50 


.55 

.55 

.65 

.75 

.90 

1.16 

1.25 

1.85 

2.25 

2.50 

3500 

.50 


.55 

.55 

.65 

.75 


1.10 

1.25 

1.85 

2.25 

2.50 

4000 

.50 


.55 

.55 

.65 

.75 


1.10 

1.25 

1.85 

2.25 

2.50 

4500 

.50 


.55 

.55 

.65 

.75 


1.10 

1.25 

1.95 

2.25 

2.50 

5000 

.50 


.55 

.55 

.65 

.75 

.90 

1.10 

1.25 

1.95 

2.25 

2.50 

6000 

.50 



.55 

.65 

.85 

1.00 

1.35 

1.50 

1.95 

2.25 

2.50 

7000 

.50 



.55 

.65 

.85 







7500 

.50 



.55 

.65 

.85 

1.00 

1.35 

1.5d 

1.95 

2.25 

2.50 

8000 

.50 



.55 

.65 

.85 


1.35 

1.50 

1.95 

2.25 

2.50 

8500 

.50 



.55 



i.dd 






9000 

.50 



.55 

.65 

.85 


1.35 

1.50 

1.95 

2.25 

2.5d 

lOK 

.50 



.55 

.65 

.85 

i.dd 

1.35 

1.50 

1.95 

2.25 

2.50 

IIK 




.55 









12K: 




.55 


.85 


1.35 

1.5d 

1.95 

2.30 

2.75 

12..5K 




.55 

.65 


i.dd 

1.35 

1.50 

1.95 

2.35 

2.85 

13.5K 




.55 









14.6K 




.55 









15K 




.55 

.65 

.85 

i.dd 

1.35 

i.sd 

1.95 

2.65 

3.dd 

16K 




.55 









1'7.5K 




.55 
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(CONT’D FROM PREVIOUS PAGE) 

Res. List Price List Price List Price 

List Price 

List Price 

List Price 

List Price 

List Price 

List Price 

List Price 

List Price 

List Price 

Ohms 

PR-5-F 

C4GJ 

C7GJ 

AC-IO-F 

AC-20-K 

A-25-K 

K-40-N 

K-50-N 

K-80-N 

K-IOO-W 

K-160-W 

K-200-W 

18K 




.55 









20K 




.55 

.85 

1.00 

$1.00 

$1.35 

$1.50 

$1.95 

$2.65 

$3.00 

22.5K 




.55 




26K 




.55 

.85 

1.00 

1.00 

1.35 

1.50 

1.95 

2.65 

3.00 

3 OK 




.55 

.85 

1.00 

1.20 

1.70 

1.75 

2.50 

2.65 

3.00 

35K 




.55 

.85 

1.00 

1.20 

1.70 

1.75 

2.50 

2.65 

3.00 

4 OK 




.55 

.85 

1.00 

1.20 

1.70 

1.75 

2.50 

2.65 

3.00 

45K 





.85 

1.00 







5 OK 




.55 

.85 

1.00 

1.20 

1.70 

1.75 

2.50 

2.65 

3.00 

55K 





1.10 








6 OK 





1.10 

1.15 

1.20 

1.70 

2.00 

2.75 

3.00 

3.00 

65K 





1.10 








7 OK 





1.10 

1.25 

1.20 

1.70 

2.00 

2.75 

3.00 

3.00 

76K 





1.10 

1.30 


1.70 

2.00 

2.75 

3.00 

3.00 

80K 





1.10 

1.35 

1.20 

1.70 

2.10 

2.85 

3.00 

3.00 

85K 





1.10 

1.50 







9 OK 





1.10 

1.60 

1.20 






95K 





1.10 








lOOK 





1.10 

1.75 

1.20 

1.70 

2.25 

3.00 

3.00 

3.00 

125K 







1.40 

2.00 


3.10 

3.20 

3.75 

160K 







1.40 

2.25 


3.25 

3.50 

3.75 

175K 




.... 1 



1.50 

2.25 


3.35 



200K 







1.60 

3.00 


3.75 




‘‘GREENOHM”® 



Same electrical and mechanical construc¬ 
tion as “Greenohm” fixed resistors. Incorpo¬ 
rates sliding band for tapping any desired 
resistance. Slide tightened by means of 
screw at desired setting. In accordance with 
RTMA standards, overall tolerances are 
± 10 %. 

SERIES AC-IO-FA— Rated 10 watts. 
dia. by 1%" long. Lead wires and tinned 
lugs. Standard Packing—10 (ten) per 
carton. Extra Slider Band: $0.10 each. 

SERIES A-25-KA— Rated '25 watts, 
dia. by 2%'^ long. Tinned lugs. Supplied 
with mounting brackets. Standard Pack¬ 
ing—^Individually Boxed. Extra Slider 
Band: $0.10 each. 

SERIES K-50-NA— Rated 50 watts. 
dia. by 4%" long. Supplied with mounting 
brackets. Standard Packing—Individually 
Boxed. Extra Slider Band: $0.10 each. 

SERIES K-80-NA— Rated 80 watts. 
dia. by long. Supplied with mounting 
brackets. Standard Packing—^Individually 
Boxed. Extra Slider Band: $0.10 each. 

SERIES K-IOO-WA— Rated 100 watts. 
1%" dia. by 6i/^" long. Supplied with 
mounting brackets. Standard Packing—^In¬ 
dividually Boxed. Extra Slider Band: $0.10 
each. 

SERIES K-160-WA— Rated 160 watts. 

dia. by 8^" long. Supplied with 
mounting brackets. Standard Packing—^In¬ 
dividually Boxed. Extra Slider Band: $0.10 
each. 

SERIES K-200-WA— ^Rated 200 watts. 

dia. by 10 long. Supplied with 
mounting brackets. Standard Packing™In“ 
dividually Boxed. Extra Slider Band: $0.10 
each. 


ADJUSTABLE WIRE-WOUND RESISTORS 



Series 

Series 

Series 

Res. 

AC-IO-FA 

A-25-KA 

K-SO-NA 

Ohms 

List Price 

List Price 

List Price 

1 

$0.85 

$0.95 


2 

.85 

.95 


3 

.85 

.95 


5 

.85 

.95 

$1.50 

7.6 

.85 

.95 


10 

.85 

.95 

1.50 

16 

.85 

.95 

1.50 

20 

.85 

.95 

1.50 

25 

.85 

.95 

1.50 

50 

.85 

.95 

1.50 

75 

.85 

.95 

1.50 

100 

.85 

.95 

1.50 

150 

.85 

.95 

1.50 

200 

.85 

.95 

1.50 

260 

.85 

.95 

1.50 

800 

.85 

.95 

1.50 

350 

.85 



400 

.85 

.95 

1.50 

600 

.85 

.95 

1.50 

600 

.85 



760 

.85 

.95 

1.50 

800 

.85 

.95 


1000 

.85 

.95 

1.50 

1250 

.85 

.95 

1.50 

1500 . 

.85 

.95 

1.50 

2000 

.85 

.95 

1.50 

2250 

.85 

.95 


2500 

.85 

.95 

1.50 

3000 

.85 

.95 


3500 

.85 

.95 

1.50 

4000 

.85 

.95 

1.50 

4500 

.85 

.95 

1.50 

6000 

.85 

.95 

1.50 

6000 

.85 

1.10 

1.75 

7000 

.85 

1.10 

1.75 

7500 

.85 

1.10 

1.75 

8000 

.85 

1.10 

1.75 

8500 

.85 



9000 

.85 

1.10 

1.75 

lOK 

.85 

1.10 

1.75 

12K 


1.10 

1.75 

16K 


1.10 

1.75 

2 OK 


1.25 

1.75 

25K 


1.25 

1.75 

3 OK 



2.00 

35K 



2.00 

4 OK 



2.00 

45K 



2.00 

6 OK 

1.50 


2.00 

6 OK 



2.50 

75K 



2.50 

8 OK 



2.50 

lOOK 



2.50 

125K 




150K 





Series 

Series 

Series 

Series 

K-80.NA 

K-IOO-WA 

K-160-WA 

K-200-WA 

List Price 

List Price 

List Price 

List Price 

$1.75 

$2.00 

$2.00 

$3.00 

1.75 

2.00 

2.00 

3.00 

1.75 

2.00 

2.00 

3.00 

1.75 

2.00 

2.00 

3.00 

1.75 

2.00 

2.00 

3.00 

1.75 

2.00 

2.00 

3.00 

1.75 

2.00 

2.00 

3.00 

1.75 

2.00 

2.00 

3.00 

1.75 

2.00 

2.00 

3.00 

1.75 

2.00 

2.00 

3.00 

1.75 

2.00 

2.00 

3.00 

1.75 

2.00 

2.00 

3.00 

1.75 

2.00 

2.00 

3.00 

1.75 

2.00 

2.00 

3.00 

1.75 

2.00 

2.00 

3.00 

1.75 

2.00 

2.00 

3.00 

1.75 

2.00 

2.00 

3.00 

1.75 

2.00 

2.00 

3.00 

1.75 

2.00 

2.00 

3.00 

1.75 

2.00 

2.00 

3.00 

1.75 

2.25 

2.25 

3.00 

1.75 

2.25 

2.25 

3.00 

1.75 

2.25 

2.25 

3.00 

1.75 

2.25 

2.25 

3.25 

2.00 

2.25 

2.25 

3.25 

2.00 

2.25 

2.25 

3.25 

2.00 

2.25 

2.25 

3.25 

2.00 

2.25 

2.25 

3.25 

2.00 

2.25 

2.25 

3.25 

2.00 

2.25 

2.25 

3.25 

2.00 

2.25 

2.25 

3.50 

2.00 

2.25 

2.25 

3.75 

2.00 

2.25 

2.25 

3.75 

2.00 

2.25 

2.25 

3.75 

2.25 

2.75 

2.75 

3.75 

2.25 

2.75 

2.75 

3.75 

2.25 

2.75 

2.75 

3.75 

2.25 

2.75 

2.75 

3.75 

2.25 

2.75 

2.75 

3.75 

2.50 

3.00 

3.00 

3.75 

2,50 

3.00 

3.00 

3.75 

2.50 

3.50 

3.50 

4.25 

2.50 

3.50 

3.50 

4.25 


3.50 

3.50 



3.75 

3.75 
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CLAROSTAT MFG. CO., 
Inc. 

DOVER, N. H. 


"GLASOHM"® FLEXIBLE RESISTORS 

Fixed wire-wound resistors on spun 

glass fiber core with woven glass fiber 

casing. Ideal for tight spots. Made up i m 

to any length on special order. A sub- **" 

stitute for carbon resistors, standard 

types 1" long with 2" pigtail leads. 

Ys" dia. RTMA color coded. In ac- 
cordance with RTMA standards, over- ““ ' 
all tolerances are ±:10%. mih* tj, i 


Ohms 

Cat. No. 

List Price 

5 

FYG5 

$0.30 

10 

FYGIO 

.30 

15 

FYGI5 

.30 

25 

FYG25 

.30 

35 

FYG35 

.30 

40 

FYG40 

.30 

50 

FYG50 

.30 

60 

FYG60 

.30 

75 

FYG75 

.30 

100 

FY6I00 

.30 

125 

FY6 (25 

.30 

150 

FYGI50 

.30 

200 

FY6200 

.30 

225 

FYG225 

.30 

250 

FYG250 

.30 

300 

FYG300 

.30 

350 

FYG350 

.30 

375 

FYG375 

.30 

400 

FYG400 

.30 

500 

FY6500 

.30 

600 

FY6600 

.30 

700 

FYG700 

.30 

750 

FYG750 

.30 

800 

FYG800 

.30 

850 

FYG850 

.30 

900 

FY6900 

.30 

1000 

FYGIOOO 

.30 

1250 

FYG 1250 

.30 

1500 

FYGI500 

.30 

1600 

FYGI600 

.30 

1750 

FYGI750 

.30 

2000 

FYG2000 

.30 





"Pick-A-Shaff* 
High-Voltage Coupler 

May be used with Clarostat 
“Pick - A - Shaft” Controls 
Types AT & AM, AG & AK. 
Cat. No. List Price 

59-186 Spacer and Bush¬ 
ing Assembly .$1.00 

RN-3" Non-Metallic Shaft, 
(Round) .$0.85 


"GREENOHM"® KIT 

★ Wall Card holding 20 most popular size “Greenohm” 10- 
watt resistors. As units are removed, value appears on card 
for reordering. Metal clips afford easy mounting of units 
replaced. Dimensions: lO^^" x 12". 

Wall card contains Wire-Wound Fixed Power 
Resistors as follows: 

Cat. No. GK-1 — List Price $11.00 


1 each. 

. 25 ohms 

1 each. 

2,000 ohms 

1 each. 

. 250 ohms 

1 each.. 

2,500 ohms 

2 each. 


2 each. 

5,000 ohms 

1 each. 


1 each. 

7,500 ohms 

2 each. 

. 1,000 ohms 

2 each. 

10,000 ohms 

1 each. 

. 1,250 ohms 

1 each. 

12,500 ohms 

1 each. 

. 1,500 ohms 

2 each. 

15,000 ohms 


1 each. 

. 25,000 ohms 



POWER RESISTOR DECADE BOX 

★ For power resistance measurements under actual load. Any value 
from 1 ohm to 999,999 ohms in steps of 1 ohm. No resistance 
breakdown between steps. Power rating of 225 watts and maximum 
voltage of 1000 volts DC and 660 volts AC. Heavy gauge metal 
case in frosted gray wrinkle, and etched panel. 
l^S in. lo^i^ 


TELEVISION BALLASTS 


■■PICK-A-SHAFT"* SHAFTS 

Attachable to all Clarostat 
“Pick - A - Shaft”* controls, 

either carbon or wire-wound. fll H ffl 

Your choice of shaft furnished , * 

with each control. Shafts fit I M 

AM, AT. AG, AK, A43, 'll 

A43S, A58. A58S, AlO and ' 1 

AIDS controls. » 

(1) SS-%" length—(Male) 1 

to take female fitting. ^ 

(2) IlS-2 — ^Round shaft, 2" ^ s Bin 

(3) RS-#fi-^Round shaft II 1 ^ I S I 

(4) KSS-3—Knurled, split || | H I S 1 

(5) RS-5—^Round shaft, 5" |||| |m ' i I W | 

(6) FS-5—Flatted shaft, 5" il || ‘ 'I I H ' | 

(7) ^S^^-5—Kjiurled. split II |l I j B | j, 

(10) DI%-y2—Double flatted H 'l^l 

. Philco Type, %" long. UU UUIJ UUtlEJlJU 

©@(D@®® ©©(D®®® 

(12) KFS-3—Knurled flatted 
shaft, 3" long. 

List Price, Each Shaft $0.30 


ROTARY SWITCHES JP^U 

★ Molded phenolic case. Under- 
writers approved. Rated 1 amp. 

250 volt; 3 amp. 125 volt. The . . ' ' I 

physical dimensions of the switch 
are as follows: 

Diameter body depth j%", lug protrusion locking projec¬ 

tion on a §1" radius, rotation for actuation 30 degrees. All standard 
stock numbers have %" bushing, lYz" shaft, and 1 locking projection. 
Cat. No. Switch Description List Price 

8590 Single Pole Single-Throw .$0.60 

8591 Single Pole Bussing Lug . .75 

8592 Double Pole Single Throw .75 

8593 Single Pole Double Throw . .75 

8594 Single Pole Reversed Action . 75 

8595 Four Wire Single Throw . .75 

Standard packing 10 (ten) per carton. 


TUBE-TYPE WIRE-WOUND RESISTORS 
UNIVERSAL BALLASTS 

Universal replacements for most standard tube types. 
Re^ac^ AC-DC tubes beginning with letters BK, BL, 

■ Universal Having Ending in 

Tube No. Numbers From Letter 

10-23-A 10 to 23 A, B, C, D 

10-23-E 10 to 23 E 

10-23-F 10 to 23 F, G, H 

23-55-A 23 to 55 A, B, 0, D 

.23-55-E 23 to 55 E 

23-55-F 23 to 55 P, G, H 

60-92-A 60 to 92 A, B, C, D 

IliimiM 60-92-E 60 to 92 E 

i|P 60-92-F 60 to 92 F, G, H 

92-105-A 92 to 105 A, B. C. D 



B9M16067 for Belmont Television... 
B9M16534 for Belmont Television... 
B9M15822 for Belmont Television... 
B9M175Y1 for Belmont Television... 
B9M18941 for Belmont Television... 
17A470303 for Motorola Television. 
17A485459 for Motorola Television. 
TBR 102D for Teletone Television... 
TBR 103D for Teletone Television... 
TBR 104D for Teletone Television... 


List Price 

.$3.00 

. 3.00 


List Price 

*897021 for Emerson Television.$3.00 

*397022 for Emerson Television.. 3.00 

*397023 for Emerson Television. 3.00 

*397036 for Emerson Television. 1.25 

ST507300 for Stewact-Warner Television 3.00 

35-37 for Pilot Television.. 3.00 

* These Emerson ballast tubes are used as pro¬ 
tective resistors and any internal failure in 
the circuit may burn them out. Therefore, 
this unit is expendable. 


LIST PRICE $1.50 

Standard Packing—Individual Carton 


LINE-VOLTAGE REGULATORS 

A protective unit designed to prevent line 
voltage surges from reaching radio or TV re¬ 
ceivers. Will reduce surges up to 140 volts 
down to approximately 110 volts. Plugs in 
outlet and provides outlet for receiver. Avail¬ 
able as follows: 

FOR TELEVISION RECEIVERS 
Type Rat. For Use with List 

No. Watts Sets Consuming Dia. Lgth. Price 

TVA 300 200 to 300 watts 1%" 1%" $2.00 

"7TVB 375 300 to 375 watts 1^" 3%" 2.50 

j Standard Packing—10 (ten) per carton 

FOR RADIO RECEIVERS 


Type 

Rat. 

For Use with 

No. of 

No. 

Watts 

Receivers Consuming 

Tubes Used 

0 

50 

Up to 60 watts 

4 

A 

100 

60 to 100 watts 

5, 6, 7 

B 

150 

100 to 150 watts 

8, 9, 10 

C 

200 

150 to 200 watts 

11, 12 

0 

250 

200 to 250 watts 

2 Type 50 

E* 

100 

60 to 100 watts 


*Note: For use with 220-volt receivers 

LIST PRICE $1.75 

Standard Packing-—10 (ten) per carton 


Copyright by C/. C F., Inc. 
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ADVANCED TYPE BT 

INSULATED COMPOSITION RESISTORS 

IRC Advanced Type BT Resistors are supplied in 4 
miniature units from % to 2 watts. They are particu¬ 
larly suited to television requirements. Extremely 
low operating temperature and excellent power dis¬ 
sipation are assured. All types, except BTR, are 
clearly stamped with value and wattage, plus color 
code. 

--— BTR V3 WATT 

W' X —82 ohms to 22 meg.—250 volts max. 

10% Tolerance — LIST 17^ 5% Tolerance — LIST 33^* 


TYPE BW 

INSULATED WIRE WOUND RESISTORS 

Exceptionally stable, inexpensive wire wound resis¬ 
tors for low range requirements. Small and completely 
insulated. Double width color code band distinguishes 
Type BW from Type BT. Wire resistance element 
is tightly wound on an insulated core. 

~~ yf WATT 

%" X —0.24 to 820 ohms 

10% Tolerance ...LIST 

5% Tolerance ...LIST 33^ 


- aam - BTS Vj watt 

W' X —lO ohms to 22 meg.—350 volts max. 

10% Tolerance — LIST 174 6% Tolerance—- LIST 334 

---^, watt 

II'" X —100 ohms to 22 meg.—500 volts max. 

10% Tolerance — LIST 25<‘ 5% Tolerance — LIST 50^ 


BTB 

2 WATTS 

1%" X —330 ohms to 22 meg.—500 volts max. 

10% Tolerance — LIST 334 Tolerance — LIST 664 

RTMA RANGES —^Advanced Type BT Resistors and Type BW In¬ 
sulated Wire Wounds are supplied in RTMA Ranges SUBJECT TO THE 
MINIMUM AND MAXIMUM VALUES FOR EACH TYPE. These stock 
values are listed below. 

VALUES AVAILABLE AT ±10% TOLERANCE 


Ohms 

Ohms 

Ohms Ohms 

Ohms 

Ohms 

Meg 

Megs 

Megs 

— 

1.0 

10 

100 

1,000 

10,000 

0.1 

1.0 

10 

— 

1.2 

12 

120 

1,200 

12,000 

0.12 

1.2 

12 

— 

1.5 

15 

150 

1,600 

15,000 

0.15 

1.5 

15 

— 

1.8 

18 

180 

1,800 

18,000 

0.18 

1.8 

18 

-- 

2.2 

22 

220 

2,200 

22,000 

0.22 

2.2 

22 

0.27 

2.7 

27 

270 

2,700 

27,000 

0.27 

2.7 

.— 

0.83 

8.3 

33 

330 

3,800 

33,000 

0.33 

8,3 

— 

0.39 

8.9 

39 

390 

3,900 

39,000 

0.39 

3.9 

— 

0.47 

4.7 

47 

470 

4,700 

47,000 

0.47 

4.7 

— 

0.56 

5.6 

56 

560 

6,600 

56,000 

0.56 

5.6 

— 

0.68 

6.8 

68 

680 

6,800 

68,000 

0.68 

6.8 

— 

0.82 

8.2 

82 

820 

8,200 

82,000 

0.82 

8.2 

— 


VALUES AVAILABLE AT 

±5% ' 

TOLERANCE 


Ohms 

Ohms 

Ohms 

Ohms 

Ohms 

Ohms 

Meg 

Megs 

Megs 

— 

1.0 

10 

100 

1,000 

10,000 

0.1 

1.0 

10 

— ' 

1.1 

11 

110 

1,100 

11,000 

0.11 

1.1 

11 

— 

1.2 

12 

120 

1,200 

12,000 

0.12 

1.2 

12 

— 

1.3 

13 

130 

1,300 

13,000 

0.13 

1.3 

13 

— 

1.6 

15 

150 

1,600 

15,000 

0.15 

1.5 

15 

— 

1.6 

16 

160 

1,600 

16,000 

0.16 

1.6 

16 

■— 

1.8 

18 

180 

1,800 

18,000 

0.18 

1.8 

18 

— 

2.0 

20 

200 

2,000 

20,000 

0.20 

2.0 

20 

— 

2.2 

22 

220 

2,200 

22,000 

0.22 

2.2 

22 

0.24 

2.4 

24 

240 

2,400 

24,000 

0.24 

2.4 

• — 

0.27 

2.7 

27 

276 

2,700 

27,000 

0.27 

2.7 

— 

0.30 

3.0 

80 

300 

8,000 

30,000 

0.30 

3.0 

— 

0.33 

3.3 

33 

330 

3,300 

83,000 

0.33 

3.8 


0.86 

3.6 

86 

360 

3,600 

36,000 

0.86 

3.6 

— 

0.39 

3.9 

39 

890 

3,900 

39,000 

0.39 

3.9 

— 

0.43 

4.3 

43 

430 

4,300 

43,000 

0.43 

4.3 

— 

0.47 

4.7 

47 

470 

4,700 

47,000 

0.47 

4.7 

— 

0.51 

5.1 

51 

610 

5,100 

51,000 

0.51 

5.1 

— 

0.56 

5.6 

66 

560 

5,600 

56,000 

0.56 

5.6 

— 

0.62 

6.2 

62 

620 

6,200 

62,000 

0.62 

6.2 

— 

0.68 

6.8 

68 

680 

6,800 

68,000 

0.68 

6.8 

— 

0.75 

7.5 

75 

750 

7,500 

75,000 

0.75 

7.5' 

— 

0.82 

8.2 

82 

820 

8,200 

82,000 

0.82 

8.2 

— 

0.91 

9.1 

91 

910 

9,100 

91,000 

0.91 

9.1 

— 


1 WATT 

11/4" X 1/4"—0.47 to 6100 ohms 

10 % Tolerance ... LIST 25^ 

5% Tolerance .LIST 50<^* 


2 WATTS 

1 1%" X 21/64"—1.0 to 8,200 ohms 

10% Tolerance ....... LIST 334 

5% Tolerance .....LIST bof 


INSULATED CHOKES 

_ ^ IRC Insulated Chokes are avail- 

» . n - 'I i i T-rr. l i ■■ lu two slzos dcsignated as 

types CLA and CL-1. Both 
types are fully Insulated in 
f :v molded phenolic housings for 

humidity. The insulated hous¬ 
ing also guards the winding from abrasion and physical damage, and 
prevents any possibility of shorting to chassis. Color coded for easy 
identification. 

The wide range of size and characteristic combinations available 
permits accurate replacement with respect to space and electrical 
requirements. 

TYPE CLA .LIST 35c each 

TYPE CL-1...LIST 35c each 

Approx. “Q” at D.C. Approx. Self 
Inductance 12 Megacyles Resistance Resonant Current Rating 

(Microhenrys) (higher at higher (Ohms) Frequency Milliamperes 

frequencies) (Megacycles) (1)* (2)* 

TYPE CLA 


0.47 ±15% 

26 

0.22 ± 30% 

300 

890 

1510 

0.56 ± 15% 

26 

0.31 ± 30% 

280 

750 

1270 

0.68 ± 15% 

26 

0.44 ± 30% 

260 

630 

1070 

0.82 ±15% 

24 

0.69 ± 30% 

240 

540 

920 

1.0 ±10% 

24 

0.80 ± 30% 

210 

470 

790 

1.2 ±10% 

23 

0.85 ± 20% 

190 

450 

770 

1.5 ± 10% 

23 

1.2 ±20% 

160 

880 

650 

1.8 ±10% 

22 

1.6 ±20% 

150 

330 

560 

2.2 ± 10% 

22 

1.8 ±20% 

130 

310 

630 

2.7 ±10% 

22 

2.2 ±10% 

120 

280 

480 

3.8 ±10% 

21 

3.0 ±10% 

TYPE CL-1 

110 

240 

390 

0.47 ± 15% 

30 

0.14 ± 80% 

220 

1460 

2310 

0.56 ± 15% 

80 

0.20 ±80% 

210 

1220 

1940 

0.68 ±15% 

80 

0.22 ± 80% 

200 

1170 

1850 

0.82 ±15% 

80 

0.27 ± 30% 

190 

1050 

1670 

1.0 ±10% 

SO 

0.41 ± 30% 

180 

850 

1350 

1.2 ±10% 

30 

0.51 ± 20% 

170 

770 

1210 

1.5 ±10% 

29 

0.72 ±20% 

160 

650 

1020 

1.8 ±10% 

29 

0.77 ± 20% 

160 

620 

990 

2.a ±10% 

29 

1,1 ±20% 

140 

620 

820 

2.7 ±10% 

28 

1.6 ± 20% 

180 

450 

710 

3.3 ±10% 

28 

2.0 ±20% 

120 

890 

610 

8.9 ±10% 

27 

2.6 ±10% 

110 

340 

640 

4.7 ±10% 

26 

2.8 ±10% 

95 

830 

520 

5.6 ±10% 

24 

4.0 ±10% 

85 

270 

430 

6.8 ±10% 

22 

6.6 ±10% 

75 

230 

870 

8.2 ±10% 

21 

6,1 ±10% 

70 

220 

350 

10.0 ±10% 

20 

8.2 ±10% 

65 

190 

300 


(1) *Gurrent which will cause resistance to increase approximately 10% due to 
temperature coefficient of copper wire. 

(2) *Current which will cause resistance to increase approximately 25% due to 
temperature coefficient of copper wire. 
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ALL-METAL RESIST-O-CABINETS 

In large steel cabi- 

SIST - O - CABI- " 

NETS provide the 
perfect way to buy 
and stock resistors. 

Four drawer cabi- | 
nets have 28 identi¬ 
fied compartments. 

Blue, yellow and silver finish 
adds attractiveness to shop 
Drawers are non-spill and cabinets 
can be stacked. Measures 5%" x 5^1" x 10%". No 
extra charge for cabinet. 


ASSORTMENT #4—.V 2 

100 1/4 watt BW and BTS Resistors including 
found in television. 


RANGE 
47 ohms 
100 ohms 
220 ohms 
270 ohms 
470 ohms* 
1,000 ohms* 
1,500 ohms 
2,200 ohms* 
2,700 ohms* 
3,300 ohms* 


RANGE 
4,700 ohms* 
10,000 ohms* 
22,000 ohms* 
27,000 ohms* 
33,000 ohms* 
47,000 ohms* 
56,000 ohms* 
68,000 ohms* 
0.1 meg* 


0.22 meg* 
0.27 meg* 
0.33 meg* 
0.47 meg* 
1.0 meg* 

2.2 meg* 

3.3 meg 
4.7 meg* 

10.0 meg 


ASSORTMENT #5—1 WATT 


83 1 watt BW and ! 
found in television. 
QUAN¬ 
TITY RANGE 
2 47 ohms 

2 100 ohms 

2 150 ohms 

2 220 ohms 

2 270 ohms 

2 470 ohms 

5 1,000 ohms* 

2 1,500 ohms 

3 2,200 ohms 

2 2,700 ohms 


BTA Resistors including 


RANGE 
3,300 ohms* 
4,700 ohms* 
10,000 ohms* 
15,000 ohms* 
22,000 ohms* 
27,000 ohms* 
33,000 ohms* 
39,000 ohms* 
47,000 ohms* 
68,000 ohms* 


values most widely 

List $20.75 

QUAN¬ 
TITY RANGE 

5 0.1 meg* 

2 0.15 meg 

2 0.22 meg 

6 0.27 meg 

6 0.47 meg 

5 1.0 meg* 

2 2.2 meg 

2 4.7 meg 


including popular television ranges 


WATT 

values most widely 

List $17.00 

QUAN¬ 
TITY RANGE 


RESIST-O-KITS —. 

Flat, pocket-size metal kit of 
^ or 1 watt BT Insulated 
Composition Resistors is 
ideal for service calls or 
small bench stocks. All-steel 
and attractively litho- 
graphed in blue and yellow. 

Measures x 3%" x 6%". 

Ten compartments prevent 
ranges from mixing, and lid 

snaps securely shut. Ranges are clearly marked on 
each resistor in kit. This handy kit is furnished at no 
extra charge. 

ASSORTMENT #7 —¥2 WATT 

45 BTS y 2 watt Resistors including ranges widely found in television. 

List $7.65 


Quantity 

4 

3 - 

4 

5 

6 


Resistance Range 
1,000 ohms* 
4,700 ohms* 
10,000 ohms* 
47,000 ohms* 
0.1 meg* 


Resistance Range 
0.22 meg* 
0.27 meg* 
0.47 meg* 

1.0 meg* 

2.2 meg* 


Quantity 

4 

4 

2 

4 

8 


Resistance Range 
47,000 ohms* 
0.1 meg* 
0.27 meg 
0.47 meg 
1.0 meg 


ASSORTMENT #6—COMBINATION 

91 Insulated Resistors and Type DCF Close-Tolerance Precistors, 


ASSORTMENT #8—1 WATT 

30 BTA 1 watt Resistors including ranges widely found in television. 

List $7.50 

Quantity Resistance Range Quantity Resistance Range 

4 1,000 ohms* 4 47,000 ohms* 

2 2,200 ohms* 4 0.1 meg* 

2 4,700 ohms* 2 0.27 meg 

3 10,000 ohms* 4 0.47 meg 

2 27,000 ohms* 8 1.0 meg 

*—^Popular television ranges. 

CHOKE CABINETS 

For efficient stocking, 
the handy bench supply 

Chokes is available in 
a 4-drawer all-metal 
cabinet. Same size as 
Resist-O-Cabinets and 
can be stacked with 
them. Each value is , 

contained in an indi¬ 
vidual identified com¬ 
partment. Cabinet con¬ 
tains 5 of each value 
— totaling 140 chokes 
in a full range of 
values and 2 sizes. No 
extra charge for the 

Choke Cabinet. List $49.00 



List $49.00 


List $25.04 


RANGE 

1/2 WATT 

1 WATT 

2 WATT 

DCF ! 

5 

47 ohms 

1 

1 

1 

— 

5 

100 ohms 

1 

1 

1 

— 

5 

IBiO ohms 

1 

1 

— 

— 

5 

220 ohms 

1 

1 

— 

— 

5 

270 ohms 

1 

1 

— 

— 

5 

470 ohms 

1* 

1 

1 

—; 

5 

1,000 ohms 

3* 

2* 

— 

1 

5 

1,500 ohms 

1 

1 

— 

— 

5 

2,200 ohms 

1* 

1 

— 

— 

5 

2,700 ohms 

1* 

1 

— 

— 

5 

3,300 ohms 

1* 

1* 

__ 

— 


4,700 ohms 

2* 

1* 

1 

--: 

5 

10,000 ohms 

2* 

2* 

1* 

1 

5 

15,000 ohms 

1 

1* 

— 

— 

5 

22,000 ohms 

1* 

1* 

1* 

— 

5 

27,000 ohms 

1* 

2* 

— 

— 

5 

33,000 ohms 

1* 

1* 

— 

— 

5 

39,000 ohms 

1 

1* 

— 

— 

5 

47,000 ohms 

3* 

2* 

1* 

— 

5 

68,000 ohms 

1* 

1* 

.— 

— 

5 

0.1 meg 

3* 

2* 

— 

1 

5 

0.15 meg 

1 

1 

— 

— 

5 

0.22 meg 

2* 

1 

— 

— 

5 

0.27 meg 

3* 

1 

— 

— 

5 

0.47 meg 

3* 

2 

— 

— 

5 

1.0 meg 

3* 

2* 

— 

1 

5 

2.2 meg 

2* 

1 

— 

— 

5 

4.7 meg 

1* 

1 

— 

— 

5 

5.0 meg 

— 

— 

— , 

1 

*(i: 

*—Popular television ranges. 




*( 2 ; 



D.C. 

Current 

Rating 

Inductance 

Resistance 

Milliamperes 

(Microhenrys) 

(Ohms) 

TYPE CLA 

(D* 

(2)* 

0.47 ± 15% 

0.22 

± 30% 

890 

1510 

0.56 ±: 15% 

0.31 

± 80% 

750 

1270 

0.68 ±15% 

0.44 

± 80% 

630 

1070 

0.82 ± 15% 

0.59 

± 80% 

540 

920 

1.0 ±10% 

0.80 

± 30% 

470 

790 

1.2 ±10% 

0.85 

± 20% 

450 

770 

1.5 ±10% 

1.2 

± 20% 

380 

650 

1.8 ±10% 

1.6 

± 20% 

330 

560 

2.2 ±10% 

1.8 

± 20% 

310 

530 

2.7 ±10% 

2.2 

± 10% 

280 

480 

3.3 ±10% 

3.0 ±10% 

TYPE CL-1 

240 

390 

0.47 ± 15% 

0.14 

± 30% 

1460 

2310 

0.56 ± 15% 

0.20 

± 30% 

1220 

1940 

0.68 ±15% 

0.22 

± 30% 

1170 

1850 

0.82 ±15% 

0.27 

± 30% 

1050 

1670 

1.0 ±10% 

0.41 

± 30% 

850 

1350 

1.2 ±10% 

0.51 

± 20% 

770 

1210 

1,5 ±10% 

0.72 

± 20% 

650 

1020 

1.8 ±10% 

0.77 

± 20% 

620 

990 

2.2 ±10% 

1.1 

± 20% 

520 

820 

2.7 ±10% 

1.5 

± 20% 

450 

710 

3.3 ±10% 

2.0 

± 20% 

390 

610 

3.9 ±10% 

2.6 

± 10% 

340 

540 

4.7 ±10% 

2.8 

± 10% 

330 

520 

5.6 ±10% 

4.0 

± 10% 

270 

430 

6.8 ±10% 

5.6 

± 10% 

230 

370 

8.2 ±10% 

6.1 

± 10% 

220 

350 

10.0 ±10% 

8.2 

± 10% 

190 

300 
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79 VALUES FOR COMPLETE COVERAGE 



RADIO TECHNICIAN'S VOLUME CONTROL 

A volume control engineered to meet the needs 
of modern radio and TV replacement. Compact W' 
design is augmented with shorter bushing, only 1^4" 
in length. This tiny control will meet all small set 
requirements, and yet is capable of handling large 
receiver replacements. “Cushioned turn” rotation and 
quiet element combine to provide a modern control 
of the highest quality. 

KNOB MASTER FIXED SHAFT. This is the standard Q 
shaft. It is a FIXED shaft, and handles most knob 
requirements. Knurled, flatted and slotted, it fits 
knurled and spring-type push-on knobs or set-screw 
knobs. 8" long with ample cross-section to prevent 
bending. 

INTERCHANGEABLE FIXED SHAFTS. Quick replace¬ 
ment of standard flxed shaft to fit any of 13 Inter¬ 
changeable Fixed Shafts provides ready conversion 
to “specials.” This revolutionary feature is made easy 
by the IRC Resilient Retainer Ring. These special 
FIXED Shafts offer all of the advantages of Tap-in 
Shafts with the added security of fixed shafts. Widest 
replacement coverage is made possible with a mini¬ 
mum stock. ”"hese special shafts are illustrated and 
explained on the following page. 

7 STANDARD TAPERS 



COUNTER-CLOCKWISE 

TERMINAL 

(LEFT) 


PERCENT ROTATION 
<280® Effective) 


A —^Used as potentiometer or rheostat in any circuit where uniform 
resistance change is required. 

B—A semi-logarithmic curve used as tone control or audio circuit 
control. 

B —Reverse — not shown on graph. 

C —A logarithmic curve. Used as audio circuit control or antenna 
shunt control. 

C —^Reverse -— not shown on graph. 

D —^Tapered at both ends to provide control of grid bias and antenna 
circuit. Used where control of grid bias is of prime importance in 
controlling volume. 

H—^A tapped logarithmic curve used as audio level control of auto¬ 
matic bass compensation. 


RESIST¬ 

ANCE 

OHMS 

500 

750 

750 

IK 

IK 

1.5K 

2K 

2.5K 

2-5K 

8K 

8K 

5K 

5K 

5K 

7.5K 

lOK 

lOK 

lOK 

lOK 

15K 

2 OK 

2 OK 

2,5K 

25K 

80K 

85K 

50K 

5 OK 

50K 

75K 

.1 Meg 
.1 Meg 
.125 Meg 
.15 Meg 
.2 Meg 
.25 Meg 
.25 Meg 
.25 Meg 
.25 Meg 
.25 Meg 
.35 Meg 
.35 Meg 
.85 Meg 
.5 Meg 


.125 Meg 
6 OK 

60K-.12 Meg 


.125 Meg 

25K 
5 OK 
.25 Meg 
.1-.2 Meg 


35K 

50K-.1 Meg 
.1 Meg 
.25-.5 Meg 
.5 Meg 
.5 Meg 


.6 Meg 
1.0-.5 Meg 

.15 Meg 
1.0 Meg 
.25-.5 Meg 
50K 


Qll-103 
Qll-105 
Q17-105X 
Qll-lOS 
Q17-10S 
Q17-109 
Qll-llO 
Q13-111 
Q17-111 
Qll-112 
Q17-112 
Qll-114 
Q13-114 
Q17-114 
011-115 
Qll-116 
Q13-116 
Q14-116 
017-116 
013-llSXX 
011-119 
016-119 
011-120 
014-120 
011-121 
oil 122 
011-123 
013-123 
014-123 
011-125 
011-128 
013-128 
011-228 
017-328XX 
011-129 
0X1-130 
013-130 
013-130X 
018-130X 
018-130XX 
013-132 
017.132X 
01S-132X 
011-133 
013-133 
013-133X 
014-133 
017-133X 
018-133X 
019-133X 
018-133XX 
Qll-134 
011-136 
011-137 
Q13-137 
0i3-137X 
014-137 
017-137X 
Q17-137XX 
01S-137X 
018-137XX 
Q19-137X 
0VC-539X 
011-138 
013-13SX 
011-139 
013-139 
013-139X 
013-139XX 
017-139 
017-139X 
018-139X 
018-139XX 
019-139X 
011-239 
011-140 
Q13-140 
011-141 
013-141 
017-141 
011-142 
011-143 


A 

A 

Spec 

A 

B (Rev) 
C (Rev) 
A 
0 

O (Rev) 
A 

G (Rev) 

A 

C 

C (Rev) 

A 

A 

0 

D 

0 (Rev) 

Spec 

A 

Spec 

A 

D 

A 

A 

A 

C 

D 

A 

A 

0 

A 

Spec 

A 

A 

0 

- Spec 
H 

Spec 

0 

Spec 

H 

A 

0 

H 

D 

Spec 

Spec 

Spec 

Spec 

A 

A 

A 

C 

H 

D 

Spec 

Spec 

Spec 

Spec 

Spec 

Spec 

A 

Spec 

A 

0 

H 

Spec 
C (Rev) 
Spec 
Spec 
Spec 
Spec 
A 
A 
0 
A 
0 

C (Rev) 

A 

A 


Plain Controls .... 
Tapped Controls 
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13 INTERCHANGEABLE FIXED SHAFTS 

^ I ~ Slotted or 

w trol cables. 

31 / 2 " long, lyi" dia. LIST 

^ GQ 

Slotted with hole in bottom. For 
Philco sets. 1^" long. dia. 

_ LIST 30<^ 

HQ Platted, with groove for 

^ dial plate. For Delco, RCA, 

if — ii lf P- - _ SearS'Roebuck and West- 

inghouse. deep flat. 

% 4 " deep groove. long. 
_ dia. _ LIST 30^ 

§\ Vs" dia. with 

^ ^ .105" flat. For 

^ certain 

0 _Zenith models. 4%" long. LIST 45^ 


1/4" round with 2 concentric holes 
in end. For Motorola sets. 1%" 

long. LIST 30^ 


p^— For certain Belmont and Montgom- 

y ery-Ward sets. ^ 2 " deep flat. deep 

g groove. 1" long. i/4" dia. LIST 35^ 

^ IVIQ Double-flat, threaded for %" on 

O ' end. For Belmont, Montgomery- 

Ward and Wells-Gardner sets. 2 
y ^ concentric holes in end. 1 %" long. 

^ LIST 45^ 

NQ 1 %'^ flatted 

w shaft except for thin web. 4 " long. lIst 45 ^ 

Z Pq" f u 1 1 - 

round. 3" 

^ bushings. 

____ %" bushing inch LIST 3 5<^ 

P Very short screw-driver slot shaft. Slot, 

^=T, X %e". long. dia. %" bushing 

f included. _ LIST 35^ 

^ SQ Finger knurl and screw-driver slot. 

P. /ff —m Knurled at end for %". Screw-driver 

slot in end, b/q^" x i/ig" deep. i/ 4 " dia. 
£_ long. , LIST 30^ 

TO i n s u 1 a t e d 

O shaft for tele- 

W CANNOT BE USED WITH SWITC^.\lST 60^ 

^ UQ Identical to 

.-. ^ addi- 

drive arm. 

_ For remote control auto radios. LIST 60^i^ 

IRC Interchangeable Fixed Shafts are individually packaged 
with instructions and extra Resilient Retainer Ring. 


EXTENSION SHAFTS 

These attach to regular shafts, .— - — 

extending length to any needed 

size. Frequently make possible use of standard con¬ 
trols for "‘special” job. 



DIMENSION 

LIST 



. 40^ 

A" 

w 1/ /Tia V flil'i* -.*. . 

.40^ 

^// 

Pt n V - 1 Flo4* . ........ 

....40<i 

8 " 

X QIR* X lid,L..... 

X 1/4" dia. X 3V' flat for 4" length . 

. 40<J 


SLEEVE BUSHINGS 

Tvoe S1—^For use with standard - 

controls. si‘ 

Type S2—To provide bearing for 

switching mechanism. ' "f i 

Type S3 —^For use with standard 
controls to set control back / 
from chassis or mounting V—p sa g S3 

dl^. tor W, % " — S4 

32 thd. — .344 flat. _ 

Type S4—For use with standard aiglii Ts 

controls to provide dia. - 

bushing. 1%"—thd. ^"—2S full length—.375 dbl flat. 
Type S5 —^For use with standard controls to provide 
4 " dia. bushing. 2i/4"—28 thread full length— 
.437 flat. 

Type List Type List 

SI.45<i S3, S4, S5.60<^ 



NEW IRC SWITCHES 

Designed and made by IRC, Type 
76 Switch is available in 2 types: 76-1 
is Single Pole Single Throw, and 76-2 
is Double Pole Single Throw. Quickly 
attached to Q Control. 


TYPE 

76-1 S.P.S.T. 
76-2 D.P.S.T. 


PLAIN AND INSULATED SHAFT COUPLERS 

Type List 

C2— Insulated coupler for use with square type Motorola shaft. 30^ 

C3— Plain coupler for %" shafts; insert allows coupling of 

1^" shaft to f/' shaft...30<> 


VOLUME CONTROL CABINET 

IRC Volume Control Cabinet — stocked with 18 
Type Q Controls, plus switches and special 
shafts — handles over 90% of all AM, PM and 
TV control replacements. 

Full Description, Parts Listing and Price 
on Page R-21. 
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TYPES W & WK WIRE WOUND CONTROLS 





IRC 

Stock 

No. 

Resistance 

Ohms 

Max. 

Current 

(Amps.) 

IRC 

Stock 

No. 

Resistance 

Ohms 

Max. 

Current 

(Amps.) 

W.2 

2 

1.000 

W-500 

500 

.063 

W-3 

3 

.815 

W-750 

760 

.052 

W-5 

6 

.680 

WK-750L 

750 

,052 

W-6 

6 

.560 

WK-750R 

750 

.052 

W-S 

8 

.500 

W-IOOO 

1000 

.045 

W-10 

10 

.450 

WK-1000 

1000 

.046 

W-15 

15 

.370 

WK-1500 

1500 

.086 

W-20 

20 

.320 ! 

W-2000 

2000 

.032 

W-25 

25 

.285 

WK-2000 

2000 

.032 

W-30 

30 

.260 

WK-2500 

2500 

.028 

W-40 

40 

.225 

W-3000 

3000 

.026 

W-50 

50 

.200 

WK-3000 

8000 

.026 

W-60 

60 

.183 

W.4000 

4000 

.022 

W-75 

75 

.164 

W-5000 

5000 

.020 

W-100 

100 

.142 

WK-5000 

5000 

.020 

W.20t) 

200 

.100 

W-7500 

7500 

.016 

WK-250 

250 

.089 

WK-7500 

7600 

.016 

W-300 

800 

.083 

W-10000 

lOOOf 

,014 

W-400 

400 

.071 

WK-10000 

10000 

.014 


TYPE W—A dependable wire wound control of uni¬ 
form resistance change for power requirements up to 
2 watts. Tight, uniform windings assure utmost ac¬ 
curacy. Diameter depth behind panel 3 %"; shaft 

length 3" from control face; full round shaft. 
Illustration show's cover removed, although covers 
are supplied on controls. 

TYPE WK—Type WK Control is identical to Type 
W Control except that it is equipped with IRC Knob 
Master Shaft for fitting to both knurled and fiatted 
knobs used in Television Sets. Type W Switches may 
be used on Type WK Controls. Bushing is long. 
Shaft is 3" long from mounting face. 

Type W and WK Control—Plain.List $1.25 


4-WATT WIRE WOUND CONTROLS 

m TYPE 4WK is a 

^ M husky, universal 4- 

watt wire - wound 
control especially 
designed for TV^re- 

W BBlW hp Knob Master Shaft 

type 4WK — knurled, fiatted 

and grooved to fit 
most knob requirements without modification except 
for cutting to required length. TYPE 4WS is identical 
to Type 4WK except that it is equipped with short, 
knurled and slotted shaft. Designed for replacement 
of TV controls mounted at chassis rear or under front 
panel concealment without shaft alteration. Dimen¬ 
sions: Diameter—-1%". Depth behind panel—n/ig". 
Bushing: Shaft Length—3". List 

Up to 7500 Ohms..$2.00 

Above 7500 Ohms.$ 2.35 

TYPE 4WK 


IRC 

Stock No. 

Resistance 

Ohms 

Taper 

IRC 

Stock No. 

Resistance 

Ohms 

Taper 

4WK-10 

10 

Linear 

4WK-1350 

1350 

Linear 

4WK-20 

20 

Linear- 

4WK.1500 

1500 

Linear 

4WK-30 

80 

Linear 

4WK-1500L 

1500 

L.H. Log- 

4WK-50 

50 

Linear 

4 WK-2000 

2000 

Linear 

4WK-100 

100 

Linear 

4WK-2500 

2500 

Linear 

4WK-200 

200 

Linear 

4 WK-3000 

8000 

Linear 

4WK-300 

300 

Linear 

4WK-5000 

5000 

Linear 

4WK-400 

400 

Linear 

4WK-6000 

6000 

Linear 

4WK-500 

600 

Linear 

4WK-7500 

7500 

Linear 

4WK-600 

600 

Linear 

4WK-10000 

10000 

Linear 

4WK-650 

650 

Linear 

4WK.15000 

15000 

Linear 

4WK.750 

750 

Linear 

4WK-20000 

20000 

Linear 

4WK-750R 

750 

R.H. Log 

4WK-25000 

25000 

Linear 

4WK-1000 

1000 

Linear 






TYPE 4WS 

Diameter-*! 
Depth behind 
panel— 
Bushing— 14 ", 
Shaft length— 


NOTE; Suffix letter “R” indicates Right Hand Log Taper. Suffix 
letter “L” indicates Left Hand Log Taper. 

List $1.25 

TELEVISION CENTERING CONTROLS 

Type W Wire Wound controls with Center Tap are 
widely used as Television Centering Controls. 

W10X5 10 ohms—center tapped at 5 ohms 
W20X10 20 ohms—center tapped at 10 ohms 
W30X15 30 ohms—center tapped at 15 ohms 
W50X25 50 ohms—center tapped at 25 ohms 

Type W Control Center Tapped for TV.List $1.85 

TYPE W SWITCHES 

For Type W Controls list 

No. 5i—S.P.S.T.$0.60 

No. 52~D.P.S.T..75 

No. 53—S.P.D.T. .. 75 

No. 54—Three Point .75 

No. 55—^Pour Point.75 

No. 56—S.P.D.T. at clockwise position.75 

No. 57—S.P.S.T., with dummy lug.75 


IRC 

Stock No. 

Resistance 

Ohms 

Taper 

IRC 

Stock No. 

Resistance 

Ohms 

Taper 

4WS-25 

25 

Linear 

4WS-2250 

2250 

Linear- 

4WS-250 

250 

Linear 

4WS-2500 

2500 

Linear 

4WS-500 

500 

Linear 

4WS-3000 

3000 

Linear 

4WS-1000 

1000 

Linear 

4WS-4000 

4000 

Linear 

4WS-1500 

1500 

Linear 

4WS-5000 

5000 

Linear 

4WS-2000 

2000 

Linear 





TYPE HY 

2-WATT HIGH VOLTAGE 
WIRE WOUND CONTROL 



IRC 

Stock No. 
HV-15 
HV-25 


Type HV 

Resistance 
_ Ohms 

15 Meg. 
25 Meg. 


TYPE HV— 2-watt car¬ 
bon element high volt¬ 
age control for use in 
television receivers 
using picture tubes 
requiring electrostatic 
focus. Equipped with 
Knob Master Shaft 
Dimensions: Diameter 
—2-11/04't Depth be¬ 
hind panel—if". Bush¬ 
ing—1/4Shaft length 
—3". List $3 00 
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CONCENTRIC 

for TV o 


OUAl CONTROLS 

d Auto Radio 



4-PIECE CON- 
CENTRIKITS 

IRC CONCEN- 
^ TRIKITS are sets 

of mechanical 
_ k- 2 parts needed to 

assemble various 
IRC Concentric 
,,^ Dual Controls. 

Kits contain: 
^1® Panel Cover, Rear 

Cover, Bushing 

Assembly or Ground Plate and Mounting Nut. Instruc¬ 
tion sheet is included with each CONCENTRIKIT. 

In addition to proper CONCENTRIKIT, the following 
parts are needed for assembly of concentric dual 
controls: 1—Panel Base-Element; 1—Rear Base-Ele¬ 
ment; 1—Exact Duplicate Outer Shaft; 1—-Exact 
Duplicate Inner Shaft; 1—Switch—when needed 
(76-1 or 76-2). 

K-2 CONCENTRIKIT. For concentric duals having two carbon sec¬ 
tions. Requires Type B Base-Elements. Includes standard bushing, 
%" long. List $.80 

K-3 CONCENTRIKIT. For concentric duals having 2-watt wire-wound 
panel section (Type W Base-Elements) and carbon rear section 
(Type B Base-Elements). Includes standard bushing, long. 

List $.80 

K-4 CONCENTRIKIT. For certain Motorola concentric duals. Bush¬ 
ing long with turned down portion for use as bearing. List $.90 
K-5 CONCENTRIKIT. For certain Hallicrafter concentric duals. 
Bushing is long. List $.80 

Switches for Concentrlkit 

Type 76-1 S.P.S.T. — Type 76-2 D.P.S.T. List $.60 


BASE ELEMENTS FOR CONCENTRIKITS 


u ^ ^ 





New Base Elements for CONCENTRIKITS are a 
revolutionary advance in concentric dual replacement. 
A relatively small stock at low investment provides 
wide coverage of electrical requirements in many con¬ 
centric duals. Each unit is a complete molded control 
base with element, terminals and collector ring in¬ 
stalled. There are no loose parts. Two Base Elements 
are required for each concentric dual. 

Two types of Base Elements are available: Type B 
for panel or rear carbon sections and Type W for wire- 
wound panel sections. 




BASE-ELEMENT 

STOCK 

VALUES 



Resistance 


IRC 


Resistance 


IRC 


Ohms 

Tap 

Stock No. 

Taper 

Ohms 

Tap 

Stock No. 

Taper 

500 


Bll-103 

A 

.5 Meg. 


813-133 

0 

760 


Bll-105 

A 

.5 Meg. 

.125 Meg. 

B13-133X 

0 

760 

250 

B17.105X 

Spec 

.5 Meg. 

75K 

B15-133X 

Spec 

IK 


B11-108 

A 

.5 Meg. 

5 OK 

B1S-133X 

Spec 

IK 


B17-108 

B (Rev) 

.5 Meg. 

.25 Meg. 

B19-133X 

Spec 

1.2K 


B17-208 

C (Rev) 

1.0 Meg. 


Bll-137 

A 

1.5K 


Bll-109 

A 

1.0 Meg. 


B13-137 

0 

1.5K 


B17-109 

0 (Rev) 

1.0 Meg. 

.25 Meg. 

B13-137X 

H 

2K 


Bll-llO 

A 

1.0 Meg. 


B17-137 

C (Rev) 

2K 


B17-110 

G (Rev) 

1.0 Meg. 

.1 Meg. 

B18-137X 

Spec 

2K 

550 

B17-110X 

Spec 

1.0 Meg. 

.25-.5 Meg. 

B1S-137XX 

Spec 

• 2K 

250 & 600 

B17-110XX 

Spec 

1.0 Meg. 

.5 Meg. 

B19-137X 

Spec 

2.6K 


B17-111 

0 (Rev) 

1.5 Meg. 


B11-13S 

A 

2.6K 

500 

B17-111X 

Spec 

2.0 Meg. 


B11-139 

A 

2.5K 

625 

B27-111X 

Spec 

2.0 Meg. 


B13-139 

0 

8K 


Bll-112 

A 

2.0 Meg. 

.6 Meg. 

B13-139X 

H 

3K 


B17-112 

0 (Rev) 

2.0 Meg. 


B17-139 

C (Rev) 

5K 


Bll-114 

A 

2.0 Meg. 

1.0 Meg. 

B1S-139X 

Spec 

5K 


B17-114 

0 (Rev) 

2.0 Meg. 

.25-.6 Meg. 

B1S-139XX 

Spec 

6K 

IK 

B17-114X 

Spec 

2.5 Meg. 


Bll-239 

A 

7.5K 


811-115 

A 

3.0 Meg. 


Bll-140 

A 

lOK 


Bll-116 

A 

3.0 Meg. 


B13-140 

0 

lOK 


817-116 

0 (Rev) 

3.0 Meg. 

900K 

B13-140X 

Spec 

11.6K 


B17-117 

0 (Rev) 

3.0 Meg. 

1.5 Meg, 

B18-140X 

Spec 

2 OK 


Bll-119 

A 

5.0 Meg. 


B12-141 

Spec 

25K 


B11-120 

A 

5.0 Meg. 


B17-141 

C (Rev) 

25K 


B13-120 

0 

250 


Wll-201 

Linear 

3 OK 


Bll-121 

A 

300 


Wll-102 

Linear 

35K 


Bll-122 

A 

750 


Wll-105 

Linear 

5 OK 


Bll-123 

A 

750 


W13-105 

LH Log 

75K 


Bll-125 

A 

750 


W17-105 

RH Log 

.1 Meg. 


811-128 

A 

750 

260 

W17-105X 

Spec 

.1 Meg. 


B17-12S 

C (Rev) 

IK 


Wll-lOS 

Linear 

.125 Meg. 


Bll-228 

A 

1.5K 


Wll-109 

Linear 

.2 Meg. 


Bll-129 

A 

1.5K 

600 

W17-109X 

Spec 

.25 Meg. 


Bll-130 

A 

2K 


Wll-110 

Linear 

.25 Meg. 


B13-130 

C 

2.5K 


Wll-111 

Linear 

.25 Meg. 

.125 Meg. 

B13-130X 

Spec 

2.5K 


W17-111 

RH Log 

.25 Meg. 

60K 

B1S-130X 

H 

3K 


Wll-112 

Linear 

.3 Meg. 


Bll-131 

A 

3K 


W17-112 

RH Log 

.35 Meg. 


B13-132 

0 

5K 


Wll-114 

Linear 

.35 Meg. 

35K 

B17-132X 

Spec 

5K 


W17-114 

RH Log 

.36 Meg. 

75K 

B18-132X 

H 

lOK 


Wll-116 

Linear 

.6 Meg. 


Bll-133 

A 

lOK 


WRll-116 

Linear 



WR-11-116 . 



. List $1.30 





Other Plain Base-Elements .. 


.List .50 





Tapped Base-Elements 



.....List 1.10 
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DUAL CONT 

id Auto Radi 






■ 

W&c" 


EXACT DUPLICATE SHAFTS 
FIT WITHOUT ALTERATION 

IRC Exact Duplicate Shafts are ready for assembly 
into completed concentric duals. No filing, slotting, 
soldering or cutting required. No special tools needed. 
Shafts are supplied in proper lengths and with fac- j 
tory-tooled ends for satisfactory fit. Accurate speci¬ 
fications are assured. Both inner and outer shafts are 
of one-piece construction with contactors attached, i 


TYPE PI OUTER 

Q base-element. 
Pl-017 
PI-020 
Pl-024 
Pl-028 

Pl-102 1-^" 

Pl-106 

Pl-109 1^/' 

Pl-112 1%" 

Pl-114 

Pl-118 1 t%" 


SHAFTS. Vs" 


wide slot and long flat for 

List $.60 


W' 

Pl-121 

111" 

Pl-220 

2% 

%" 

Pl-123 

nr 

Pl-224 

2% 


Pl-126 

nr 

Pl-229 

2M 

Ys" 

Pl-128 

i%" 

Pl-302 

3^ 

1 

Pl-200 

2" 

Pl-304 

31/8 

1*" 

Pl-204 

2V8" 

Pl-306 

3 


Pl-206 

2 

Pl-310 

3t^ 

1%" 

Pl-210 

2T^r' 

Pl-400 

4" 

1 Yts" 

Pl-212 

2%" 

Pl-405 

4 

1t%" 

Pl-216 

21 / 2 " 




TYPE P2 OUTER 

base-element. 

SHAFTS. 

wide slot 

and 

flat W' 

long for Q 
List $.60 

P2-081 li" 

P2-200 

2" 


P2-218 


P2-116 11 / 2 " 

P2-209 

2 


P2-222 

2H" 

P2-118 

P2-128 1%" 

P2-214 

2 


P2-226 

211" 

TYPE P3 OUTER 

base-element. 

SHAFTS. Vs" 

wide slot and 

flat ii" 

long for W 
List $.60 

P3-100 1" 

P3-118 



P3-203 

2 

P3-104 iVs" 

P3-121 

nr 


P3-208 

2%" 

P3-106 1^" 

P3-123 

nr 


P3-210 

2 A'" 

P3-111 IW 

P3-127 

nr 


P3-223 

2§|" 

P3-114 1/^" 

P3-129 

nr 


P3-226 

211" 

P8-116 IV 2 " 

P3-131 

lU" 


P3-400 

4" 

TYPE P4 OUTER 

base-element. 
P4-124 1%" 

SHAFTS. Vs" 

wide slot 

and 

flat %" 

long for W 
List $.60 

TYPE P5 OUTER 

base-element. 
P5-206 1:^" 

SHAFTS. 

wide slot 

and 

flat U" 

long for W 
List $.60 

TYPE P6 OUTER 

base-element. 

SHAFTS. Vs" 

wide slot 

and 

flat ll" 

long for Q 

List $.60 

P6-112 1%" 

P6-202 

2 A" 


P6.218 

2fr' 


TYPE P9 OUTER SHAFTS. Full round 

Q base-element. 

P9-112 1%" 


TYPE R1 INNER SHAFTS. .187" diameter slotted with Vz'* 


Rl-024 

%" 

Rl-205 

2^" 

Rl-228 

List $.60 

2 Vs" 

Rl-028 

Vs" 

Rl-207 

2 /u" 

Rl-300 

3" 

Rl-111 

Hi" 

Rl-209 

2^" 

Rl-804 

SVs" 

Rl-115 

1 11" 

Rl-210 

2^" 

Rl-308 

314" 

Rl-118 

1 

Rl-212 

2%" 

Rl-812 

3%" 

3%" 

Rl-122 

111" 

Rl-216 

21 / 2 " 

Rl-316 

Rl-126 

HI" 

Rl-220 

2%" 

R1-S26 

311" 

Rl-130 

111" 

Rl-223 

2 11" 

Rl-417 

4ir 

Rl-202 

2 1\" 

Rl-226 

2 IF 

Rl-420 

4%" 







List $.60 

R2-103 


R2-200 

2" 

R2-230 

211" 

R2-105 

1 

R2-204 

21/8" 

R2-300 

3" 

R2-110 

lj%" 

R2-206 

2 A" 

R2-306 

3:^" 

R2-115 

ni" 

R2-209 

2 

R2-310 

3t^" 

R2-117 

nr 

R2-212 

2%" 

R2-314 

3 A" 

R2-119 

1 11" 

R2-216 

21 / 2 " 

R2-322 

311" 

R2-124 

i%" 

R2-218 

2fk" 

R2-420 

4%" 

R2-127 

1 fi" 

R2-220 

2%" 

R2-426 

411" 

R2-131 

1 M" 

R2-226 

211" 
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IRC 


IRC 


IRC 


Stock 

Shaft 

Stock 

Shaft 

Stock 

Shaft 

No. 

Length No. 

Length 

No. ■ 

Length 

TYPE R3 

INNER 

SHAFTS. .190" 

diameter 

20 tooth 

split knurl 

(Zenith). 





List $.60 

RS-228 

2 If" 





TYPE R4 

INNER 

SHAFTS. .180" diameter round 

and slotted 

(Motorola) 





List $.60 

R4-106 

^ 'fs" 

R4-226 

211" 

R4-306 

3 

R4-210 

2^" 

R4-228 

2 Vs" 

R4-322 

31i" 

R4-212 

2%" 





TYPE R5 

INNER 

SHAFTS. .187" 

diameter - 

— rear extension type 

(RCA). 





List $.60 

R5-215 

2M" 





TYPE R6 

INNER 

SHAFTS. .202" 

diameter - 

— rear extension type 

(Dumont). 





List $.60 

R6-208 

214" 





TYPE R7 

INNER 

SHAFT. .189" 

diameter 

18 tooth 

split knurl 

(Zenith). 





List $.60 

R7-212 

2%" 






TYPE Rg INNER SHAFT. .187" slotted and flatted V 2 " long for W 
rear element. List $.60 

R8-213 2M" 

TYPE R9 INNER SHAFT. .187" diameter slotted Vs" long flat. 

List $.60 

R9.208 21^" R9-314 3/^" 

TYPE RIO INNER SHAFT. .187" diameter full round with Vs" 
knurled band on end for type W rear element. List $.60 

RlO-028 %" 

TYPE Rll INNER SHAFT. .187" diameter full round Vs" knurled 
end. List $.60 

Rll-031 1^" 


TYPE R12 INNER SHAFT. .202" diameter 
on ends. 

R12-122 lli" R12-129 11|" 


2 " wide knurled band 

List $.60 

R12-131 lU" 


TYPE P7 OUTER SHAFTS. .120" wide slot and flat long for Q 
base-element. List $.60 

P7-206 2^" 

TYPE PS OUTER SHAFTS. Full round Vs" knurled band on end for 

W base-element. List $.60 

P8-020 %" 


g" knurled band on end for 

List $.60 


UNIVERSAL SHAFT KITS FOR CONCENTRIKIT 

For use with CONCENTRIKITS in place of 
Exact Duplicate Shafts. Require shaft 
modification to desired specification. KS-2 
Shaft Kit with K-2 CONCENTRIKIT are 
equivalent to former K-1 CONCENTRIKIT. 
Shaft Ends E-187 and E-202 are included 
in both Shaft Kits. 

KS-2 Universal Shaft Kit for use with K-2, K-4 and K-5 CON¬ 
CENTRIKITS. List $1.20 

KS.3 Universal Shaft Kit for use with K-3 CONCENTRIKIT. 

List $1.20 

317 FACTORY ASSEMBLED 
EXACT DUPLICATE 
CONCENTRIC DUAL CONTROLS 



TYPE R2 INNER SHAFTS. .202" diameter slotted with V 2 " loni? flat. 


Cover 452 Manufacturers’ Parts Numbers 
Both Carbon and Wire Wound Controls 
Guaranteed for Mechanical Operation and 
Electrical Performance 
Form S012 Contains Full Listing 
and Description 
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CONCENTRIPAKS 
COVER MAJOR TV SETS 




CONTENTS OF IRC CONCENTRIKIT ASSORTMENTS 
BASE-ELEMENTS I SHAFTS (cont'd) 


IRC CONCENTRIPAKS are practical asBortments of CONCENTRIKITS, 
Base Elements, Exact Duplicate Replacement Shafts, and Switches 
selected to meet concentric dual requirements of specific brands of 
TV sets. CONCENTRIPAKS afford wide coverage of replacement needs 
at a fraction of the cost of factory-assembled controls for the same 
coverage. 

Contained in an extra heavy plastic stock box with 11 compartments 
and sturdy hinged top, each CONCENTRIPAK includes complete re¬ 
placement data, showing manufacturer’s part and stock numbers, IRC 
parts required for control assembly, pricing guide. 

CONCENTRIPAK FOR PHILCO—<KC-1 

Replaces any one of 13 Philco concentric duals plus specific controls 
of 11 other widely sold makes. Contains both K-2 and K-8 CON¬ 
CENTRIKITS, 9 selected Base Elements, 18 Exact Duplicate Shafts 
and Switch and replacement data. List $17.00 

CONCENTRIPAK FOR RCA — KC-2 

Replaces any one of 14 RCA concentric duals plus 36 part number 
listings among 15 other makes. Contains K-2 CONCENTRIKIT, 10 
selected Base Elements, 8 Exact Duplicate Shafts and Switch and 
complete replacement data. List $12.40 

CONCENTRIPAK FOR ADMIRAL ^KC-3 

Replaces any one of 14 Admiral concentric dual controls plus addi¬ 
tional controls for Packard Bell, Sparton and Stromberg Carlson. 
Contains K-2 CONCENTRIKIT, 10 selected Base Elements, 8 Exact 
Duplicate Shafts and 2 Switches. Replacement data included. 

List $13.00 

NEW DEALER CONCENTRIKIT 
STOCK CABINET —ASSORTMENT #14 

Wide-coverage, low cost dealer stock 
of CONCENTRIKIT parts. Pro¬ 
vides coverage of 338 concentric 
dual listings — equivalent to 17.5 
different concentric duals. Con¬ 
tained in sturdy four-drawer, all 
metal stock cabinet with 28 promin¬ 
ently labeled compartments. Pull 
replacement data on stock coverage 
is included. Contains 30 selected 
Base Elements, 34 EXact Duplicate 
Replacement Shafts, 4 K-2 CON¬ 
CENTRIKITS and 3 Switches. 

Coverage: Supplies replacement 
coverage among 81 trade names, 
including RCA, Emerson, Admiral, 

Philco, Crosley, G.E. and many 
others. List $44.60 


BASE-ELEMENTS 

KC KC 
Hem 1 2 

B17-105X — — 

Bll-lOS — 1 

Bll-110 — — 

B17-110 — — 

W17-111 1 — 

B17-112 — — 

B11.114 — — 

B17-114 — 1 

W17-114 1 

B17-116 — 1 

Bll-120 — — 

Bll-123 2 1 

B11-12S 1 ~ 

Bll-130 1 ~ 

B13-130 — — 

Bll-133 — 1 

B13-133 — 1 

B19-133X — — 

Bll-137 1 1 

B13-137 — 

B13-137X — 1 

B1S-137X — — 

B19-137X —- — 

B11-13S — — 

Bll-139 — — 

Bll-239 — 1 

B13-139X — — 

B18-139X 1 

B18-139XX 1 

B12-141 1 — 

SHAFTS 

Pl-102 — — 

Pl-106 1 — 

Pl-109 1 — 

Pl-112 — — 

Pl-121 1 1 

Pl-126 — 1 

P1-12S 1 — 

Pl-200 — — 


KC 

3 #14 
— 1 


KC KC KC 
12 3 #14 


CONCENTRIKITS 


SWITCHES 


VOLUME CONTROL CABINET 


IRC Volume Control Cabi¬ 
nets are stocked with 18 
new Type Q Controls, plus 
switches and special shafts. 
This stock handles over 
90% of all AM, FM and 
TV control replacements. 
Beautiful blue, yellow and 
silver metal cabinet mea¬ 
sures 4" X 7 % X 14%'' 
with identified compart¬ 
ments and 3 drawers for 
shafts, switches and spare 
parts. Hinged front cover. 
No extra charge is made for 
metal cabinet. List $30.90 




Q Control 
No. 

Q 11-116 
Q 11-123 
Q 13-123 
Q 11-128 
Q 13-128 
Q 11-130 
Q 13-130 
Q 13-130X 
Q 11-133 


Resistance Quan- 
Value tity 

10 K 2 

50 K 1 

50 K 1 

0.1 meg 1 

0.1 meg 1 

0.25 meg 1 

0.25 meg 1 

0.25 meg 1 

0.5 meg 


Q Control 
No. 

Q 13-133 
Q 13-133X 
Q 11-137 
Q 13-137 
Q 13-137X 
Q 13-139 
Q 13-139X 
Q 1S-139X 


Resistance 
Value 
0.5 meg 
0.5 meg 
1.0 meg 
1.0 meg 
1.0 meg 
2.0 meg 
2.0 meg 
2.0 meg 


SWITCHES 

6 76-1 


Quickly attached switch. 


SPECIAL SHAFTS 

1 BQ Shaft—Universal slotted and tongued—3%" long. 

1 GQ Shaft —Short slotted shaft—1 % " long. 

2 HQ Shaft —Platted and grooved shaft—long. 

1 NQ Shaft —Universal flatted and slotted shaft— h" diameter. 
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TYPE PQ 



prefix RQ. 

STANDARD 

VALUES 

List $1.25 

TYPE PQ 

TYPE RQ 

RESISTANCE 

TAPER 

IN OHMS 


PQll-103 

RQll-103 

600 

A 

PQll-108 

RQll-108 

IK 

A 

PQll-110 

RQll-110 

2K 

A 

PQll-112 

ROll-112 

SK 

A 

PQll-114 

ROll-114 

6K 

A 

PQll-115 

RQll-115 

7.6K 

A 

PQll-116 

RQll-116 

lOK 

A 

PQ13-116 

RQ13-116 

lOK 

C 

PQ14-116 

RQ14-116 

lOK 

D 

PQll-119 

RQll-119 

20K 

A 

PQll-120 

ROll-120 

25K 

A 

P014-120 

RQ14-120 

25K 

D 

PQll-121 

RQll-121 

80K 

A 

PQll-123 

RQll-123 

50K 

A 

PQ13-123 

RQ13-123 

6 OK 

C 

PQ14-123 

RQ14-123 

6 OK 

D 

PQ11-12S 

RQll-128 

0.1 meg 

A 

PQ13-128 

RQ13-128 

0.1 meg 

0 

PQll-129 

RQll-129 

- 0.2 meg 

A 

PQll-130 

RQll-130 

0.25 meg 

A 

PQ13-130 

RQ13-130 

0.25 meg 

0 

PQll-133 

RQll-133 

0.5 meg 

A 

PQ13-133 

RQ13-133 

0.6 meg 

0 

PQll-137 

RQll-137 

1.0 meg 

A 

P013-137 

RQ13-137 

1.0 meg 

0 

PQll-13g 

RQll-138 

1.5 meg 

A 

PQll-139 

RQll-139 

2.0 meg 

A 

PQ13-139 

RQll-139 

2.0 meg 

C 

PQll-239 

RQll-239 

2.5 meg 

A 

PQll-140 

RQll-140 

3.0 meg 

A 

PQ13-140 

RQ13-140 

8.0 meg 

0 

PQll-141 

RQll-141 

5.0 meg 

A 

PQll-143 

Rgil-143 

10.0 meg 

A 



IRC Distributor Controls for Industry offer commer¬ 
cial users a wide selection of resistance values and 
two industrial shaft types. Shafts are fixed. This com¬ 
bination of wide selection of values and speedy 
Distributor delivery holds many advantages for in¬ 
dustrial purchasers. These Industrial Controls are 
adaptations of the new, compact if" Q Control. Power 
rating is watt, 500 volts maximum. Electrical rota¬ 
tion is the same with or without switch. %" bushing 
is brass and held to close tolerance for snug shaft fit. 

Terminals are heavily tinned for easy soldering, and 
may be bent without becoming noisy. Two locating 
lugs are provided, either or both of which may be 
bent down if not needed. Molded base. Both Types 
PQ and RQ are supplied in standard tapers. 

TYPE PQ. Pull round shaft, approximately 3" 
from mounting face, with %" long bushing. Available 
in 33 stock values as shown. Regular IRC stock 
numbers are used with prefix PQ. 

List $1.25 

TYPE RQ. Very short screw-driver slot shaft, 
diameter and approximately long from mounting 
face with %" long bushing. Available in 33 values as 
shown. Regular IRC stock numbers are used with 


IRC MULTISECTIONS are complete control sections that can be 
added like a switch to any Q, PQ or RQ Control. With these units, 
the Radio Technician or Engineer is provided with an endless variety 
of dual, triple or even quadruple controls. Duals assembled from 
IRC MTJLTISECTIONS will accommodate Type 76 switc|ies. Avail¬ 
able in a selection of 21 values, as shown in following table. Each 
MULTISECTION adds to basic control. 

STOCK VALUES OF IRC MULTISECTIONS 


RESISTANCE 


IRC 

IN OHMS 

TAPER 

STOCK NO 

600 

A 

Mll-108 

IK 

A 

Mll-108 

2K 

A 

Mll-110 

6K 

A 

Mll-114 

lOK 

A 

Mll-116 

25K 

A 

Mll-120 

30K 

A 

Mll-121 

50K 

■ A 

Mll-123 

0.1 meg 

A 

Mll-128 

0.1 meg 

C 

M13-128 

0.25 meg 

A 

Mll-130 

0.25 meg 

C 

M13-130 

0.5 meg 

A 

Mll-138 

0.5 meg 

C 

M13.138 

1.0 meg 

A 

M11.137 

1.0 meg 

C 

M13-137 

2.0 meg 

A 

Mll-139 

2.0 meg 

0 

M13-139 

8.0 meg 

0 

M13-140 

5.0 meg 

A 

Mll-141 

10.0 meg 

A 

Mll-143 


CONTINUOUSLY VARIABLE 
LOUDNESS CONTROLS 


IRC Type LCI Continuously Variable 
Loudness Controls actualy bring high 
fidelity tone to commercial audio 
systems — even at whisper level! 
Only three connections are needed to 
TYPE LCI install the new Type LCI Loudness 
Control. No special taps or compli- 
cated circuits are required. Type 
LOI’s eliminate the need for tapped volume controls, stepped-type 
loudness controls, bass and treble boost circuits. Type LCI’s do what 
these other devices have failed to do. 

IRC Loudness Control also can be easily assembled with a standard 
IRC Type Q Volume Control and two Multisections. Simple assembly 
instructions are included with each Multisection. All parts, etc. 

List $9.95 complete 

IRC Parts for Assembling Loudness Control List Price 

Qll-133—Control (Panel section) ...$1.25 

M13-137~MULTISECTION (2nd section) ... 1.25 

IVI13-128—MULTISECTION (Rear section) . 1.25 

BTS 0.1 megohm % watt Resistor .17 

BTS lOK ohm watt Resistor ...17 

(Capacitors not supplied separately by IRC) 



Taper A Is linear. Taper C Is logarithmic- 
Taper D is reverse curve for control of bias. 


IRC TV ATTENUATOR 
Type QJ.3 •— FOR ADJUSTMENT 
OF SIGNAL INPUT 


P Where excessive signal strength causes poor 

reception, IRC’s Type QJ-8 TV Attenuator 
readily permits adjustment of signal input at 
the set. This attenuator has been success¬ 
fully used to reduce or correct such undesirable conditions as: 
Adjacent channel interference — Background pictures on weaker 
stations — Horizontal or vertical patterns in picture — Poor pic¬ 
ture definition — Annoying hum or buzz — Picture and sound break¬ 
over. Type QJ-8 is easily installed in any TV set. 

List $3.30 
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IRC FIXED AND ADJUSTABLE 

POWER WIRE WOUND RESISTORS 





TYPE 41 / 2 EA 


FIXED 

TYPE iy4A- 


formerly 


TYPES 
-10 WATTS 

type AB 


Max, 


Max. 


Max. 


Max. 

m.a. 

Ohms 

m.a. 

Ohms 

m.a. 

Ohms 

m.a. 

8160 

100 

316 

1,000 

100 

7,500 

36 

2580 

125 

283 

1,100 

95 

8,000 

35 

2235 

150 

268 

1,200 

91 

8,500 

34 

1825 

200 . 

223 

1,250 

89 

9,000 

33 

1580 

225 

211 

1,450 

83 

10,000 

31 

1410 

250 

200 

1,500 

81 

11,000 

30 

1150 

300 

182 

1,750 

75 

12,000 

28 

1000 

350 

169 

2,000 

70 

12,500 

28 

913 

400 

158 

2,250 

66 

13,500 

27 

816 

450 

149 

2,500 

63 

14,300 

26 

707 

500 

141 

3,000 

57 

15,000 

25 

632 

600 

129 

8,500 

53 

16,000 

25 

577 ! 

700 

119 

4,000 

50 

17,500 

23 

535 

750 

115 

4,500 

47 

18,000 

23 

600 

800 

111 

5,000 

44 

20,000 

22 

447 

900 

105 

6,000 

40 

22,500 

21 

365 



7,000 

37 ! 

25,000 

20 





X- 

-T- 



#13 TERMINAL I I - 

r2%2" NOMINAL MOUNTING CENTERS.*! 
SLOTTED BRACKETS PERMIT VARIATION. 

PRICES 

1 to 1,000 ohms.. 

I, 100 to 5,000 ohms. 

6,000 to 10,000 ohms. 

II, 000 to 20,000 ohms. 

22,500 to 25,000 ohms.. 

ZO Brackets (not included with resistor). 


TYPE 2D—20 WATTS 


IRC Power Wire Wounds are rugged resistors specially engineered 
for dependable heavy duty performance. They are full size, thus 
continuous operation at full rated power can be maintained. Derating 
at high resistance values is unnecessary. Special IRC cement coating 
is noted for its rapid heat dissipation, and protection against humidity. 
Operating temperatures are lower, thus assuring long life. 

All terminals are hot tin dipped for easy soldering. 10 and 20 watt 
sizes use combination lead and lug terminal from which lugs may be 
cut for tight space applications. Clear, permanent markings show 
type, size, watts and resistance. Tolerances: Fixed Types—standard 
±5% for 50 ohms and over, ±: 10% below 50 ohms. Adjustable 
Types—^standard ±: 10%. 



Max. 


formerly 

Max. 

type DG 

Max. 


Max. 

Ohms 

m.a. 

Ohms 

m.a. 

Ohms 

m.a. 

Ohms 

m.a. 

1 

4470 

100 

447 

500 

200 

1,200 

129 

5 

2000 

150 

865 

650 

175 

1,250 

126 

10 

1415 

200 

316 

700 

169 

1,500 

115 

25 

894 

250 

282 

750 

168 

1,750 

107 

50 

633 

300 

258 

800 

158 

1,850 

104 

75 

517 

350 

400 

238 

223 

850 

1,000 

153 

141 

2,000 

100 


TYPE 2D—20 WATTS (Cpnt'd) 



Max. 


Max. 

Ohms 

m.a. 

Ohms 

m.a. 

4,500 

66 

9,000 

47 

5,000 

63 

10,000 

44 

6,000 

57 

11,000 

42 

7,000 

53 

12,000 

40 

7,500 

51 

12,500 

40 

8,000 

50 

15,000 

36 

8,500 

48 




i II #13 TERMINAL 

NOMINAL MOUNTING CENTERS.hJ. 
SLOTTED BRACKETS PERMIT VARIATION. 

PRICES 

1 to 1,000 ohms. 

I, 200 to 5,000 ohms. 

6,000 to 10,000 ohms. 

II, 000 to 20,000 ohms. 

25,000 to 40,000 ohms. 

45,000 to 60,000 ohms. 

Z1 Brackets (not included with resistor).. 

TYPE 4 V 2 E—50 WATTS 



formerly 

type EP 



Max. 


Max. 

Ohms 

m.a. 

Ohms 

m.a. 

100 

707 

8,000 

129 

150 

577 

4,000 

111 

200 

600 

6,000 

100 

250 

447 

6,000 

91 

500 

316 

7,000 

84 

760 

258 

7,500 

81 

800 

250 

8,000 

79 

1,000 

223 

10,000 

70 

1,500 

182 

12,000 

64 

2,000 

158 



2,600 

141 


n 

(o| 



(0) 

J1 



A- 


Max. 

Ohms m.a. 

12,600 63 

16,000 67 

20,000 60 

25,000 44 

30,000 40 

86,000 87 

40,000 36 

60,000 31 

60,000 28 

75,000 26 

0.1 meg 22 


i II #3 TERMINAL IL=L=, 

^5!4" NOMINAL MOUNTING CENTERS.-»J. 
SLOTTED BRACKETS PERMIT VARIATION. 

PRICES 


1 to 4 ohms. 

5 to 1,000 ohms. 

1,500 to 5,000 ohms. 

6,000 to 10,000 ohms. 

12,000 to 20,000 ohms. 

25,000 to 40,000 ohms. 

50,000 to 60,000 ohms. 

75,000 ohms . 

0.1 megohm . 

Z2 Brackets included with resistor. 

TYPE 6 V 2 E—80 WATTS 



Max. 


Max. 

Ohms 

m.a. 

Ohms 

m.a. 

500 

400 

5,000 

127 

750 

327 

6,000 

115 

1,000 

283 

7,500 

103 

1,500 

227 

8,000 

100 

2,000 

200 

10,000 

89 

2,500 

179 

15,000 

73 

3,000 

163 

20,000 

63 

4,000 

141 




Ohms 

25,000 

30,000 
40,000 
50,000 
60,000 
75,000 
0.1 meg. 


LJI #3 TERMINAL LL. 

NOMINAL MOUNTING CENTERS.-*-! 
SLOTTED BRACKETS PERMIT :kW VARIATION. 


Copyright hy U. C. P,, Inc. 


TRADE DISCOUNT APPLIES TO LIST PRICES ONLY 


Radio’s Master — 18th Edition 

Page R-23 






























RISISTORS 








TYPE 6 V 2 E—80 WATTS (Cpiit'd) 

PRICES L 


5 to 1,000 ohms. 

1,500 to 5,000 ohms. 

6,000 to 10,000 ohms.... 

15,000 to 20,000 ohms... 

25,000 to 40,000 ohms. 

50,000 to 60,000 ohms. 

75,000 ohms . 

0.1 megohm . 

Z2 Brackets included with resistor. 


TYPE 6 V 2 H—100 WATTS 

formerly type HA 



Max. 


Max. 

Ohms 

m.a. 

Ohms 

m.a. 

50 

1,414 

1,250 

282 

75 

1,155 

1,500 

258 

100 

1,000 

2,000 

223 

125 

895 

2,500 

200 

150 

816 

3,000 

182 

250 

632 

5,000 

141 

500 

447 


760 

365 



1,000 

816 




30,000 
40,000 
50,000 
60,000 
75,000 
0.1 meg 


L-J #4 TERMINAL LL. 

I* NOMINAL MOUNTING CENTERS.^I 

SLOTTED BRACKETS PERMIT dbVIi" VARIATION. 
PRICES 

1 to 4 ohms. 

5 to 1,000 ohms. 

1,250 to 5,000 ohms. 

7,500 to 10,000 ohms. 

15,000 to 20,000 ohms. 

25,000 to 40,000 ohms. 

50,000 to 60,000 ohms. 

75,000 ohms . 

0.1 megohm . 

Z3 Brackets included with resistor. 


TYPE 10V2H— 200 WATTS 

formerly type HO 


Max. 


Max. 


Max. 


Max. 

m.a. 

Ohms 

m.a. 

Ohms 

m.a. 

Ohms 

m.a. 

14,140 

75 

1,630 

1,500 

865 

20,000 

100 

10,000 

100 

1,414 

2,000 

316 

25,000 

89 

8,160 

150 

1,150 

2,500 

283 

30,000 

81 

7,070 

250 

895 

3,000 

258 

40,000 

70 

6,320 

500 

632 

5,000 

200 

50,000 

63 

4,470 

750 

516 

7,500 

163 

60,000 

57 

2,830 

1,000 

447 

10,000 

141 

75,000 

51 

2,000 



15,000 

115 

0.1 meg 

44 


ADJUSTABLE TYPES 

TYPE iy4AA—10 WATTS 

formerly type ABA 



Max. 


Max. 

Ohms 

m.a. 

Ohms 

m.a. 

50 

447 

750 

115 

75 

865 

800 

111 

100 

316 

1,000 

100 

150 

258 

1,250 

89 

200 

223 

1,4-50 

83 

250 

200 

1,500 

81 

300 

182 

2,000 

70 

350 

169 

2,250 

66 

400 

158 

2,500 

63 

500 

141 



600 

129 




L-J #12 TERMINAL 1 » 

NOMINAL MOUNTING CENTERS.-*] 
SLOTTED BRACKETS PERMIT VARIATION. 

PRICES 

1 to 1,000 ohms... 

1,250 to 5,000 ohms. 

6,000 to 10,000 ohms. 

ZO Brackets (not included with resistor). 


TYPE 2 V 2 DA—25 WATTS 

formerly type DHA 



Max. 


Max. 


Max. 

Ohms 

m.a. 

Ohms 

m.a. 

Ohms 

m.a. 

50 

707 

1,000 

158 

4,500 

74 

75 

577 

1,250 

141 

5,000 

70 

100 

500 

1,500 

129 

6,000 

64 

150 

408 

2,000 

111 

7,000 

59 

200 

353 

2,250 

105 

7,500 

57 

250 

316 

2,500 

100 

8,000 

55 

300 

289 

8,000 

91 

9,000 

52 

400 

250 

3,500 

84 

10,000 

50 

500 

223 

4,000 

79 

12,000 

45 

750 

182 



15,000 

40 

800 

176 



20,000 

85 





25,000 

31 


L-J #12 TERMINAL Ll- 

NOMINAL MOUNTING CENTERS.*! 
SLOHED BRACKETS PERMIT VARIATION. 

PRICES 

1 to 1,000 ohms.. 

1,250 to 5,000 ohms... 

6,000 to 10,000 ohms. 

12,000 to 20,000 ohms... 

25,000 ohms ... 

Z1 Brackets included with resistor. 


1 II #4 TERMINAL I ! 

NOMINAL MOUNTING CENTERS.*] 
SLOTTED BRACKETS PERMIT VARIATION. 

PRICES 

1 to 5 ohms. 

10 to 1,000 ohms.. 

1,600 to 5,000 ohms. 

7,500 to 10,000 ohms. 

15,000 to 20,000 ohms. 

25,000 to 40,000 ohms..... 

50,000 to 60,000 ohms... 

75,000 ohms .... 

0.1 megohm ...*.. 

Z3 Brackets included with resistor. 


TYPE X BANDS 

Adjustable Bands designated as Type X feature stain¬ 
less steel spring with silver contact button. Cannot 
corrode—constant pressure is assured. Type 1%AA 
Resistor because of its small size is furnished with a 
special adjustable band. 


Resistor Band List 

1%AA .special “A” 20^ 

2/2 DA . X2 25^ 

4»4EA, 6/2 EA . X3 25^ 

6 »/ 2 HA, IOI/ 2 BA .... X4 42^ 
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TYPE 4 V 2 EA—50 WATTS 

formerly type EPA 



Max. 


Max. 

Ohms 

m.a. 

Ohms 

m.a. 

150 

577 

2,500 

141 

200 

500 

3,000 

129 

250 

447 

8,500 

119 

300 

408 

4,000 

111 

400 

353 

4,500 

105 

500 

316 

5,000 

100 

750 

258 

6,000 

91 

800 

250 

7,000 

84 

1,000 

223 

7,500 

81 

1,250 

200 

8,000 

79 

1,500 

182 



2,000 

158 



2,260 

149 




75,000 
80,000 
0.1 meg 


TYPE 6 V 2 HA—100 WATTS 

formerly type HAA 



Max. 


Max. 


Max. 


Max. 

Ohms 

m.a. 

Ohms 

m.a. 

Ohms 

m.a. 

Ohms 

m.a. 

1 

10,000 

200 

707 

3,000 

182 

25,000 

63 

2 

7,070 

250 

632 i 

4,000 

158 

30,000 

57 

3 

5,770 

400 

500 

5,000 

141 

40,000 

50 

4 

5,000 

500 

447 

6,000 

129 

50,000 

44 

5 

4,470 

750 

365 

7,500 

115 

60,000 

40 

10 

3,160 

1,000 

316 

8,000 

111 

75,000 

36 

25 

2,000 

1,500 

258 

10,000 

100 

0.1 meg 

31 

50 

1,414 

2,000 

223 

15,000 

81 



100 

1,000 i 

2,500 

200 

20,000 

70 









tz 


—H % 


^ , __,1 

Jr 

#3 TERMINAL ^ 

L-L. 

lj^ 

#4 TERMINAL L 


1^-5NOMINAL MOUNTING CENTERS*! 
SLOHED BRACKETS PERMIT VARIATION. 

PRICES 

1 to 4 ohms. 

5 to 1,000 ohms. 

1,250 to 5,000 ohms. 

6,000 to 10,000 ohms. 

12,000 to 20,000 ohms. 

25,000 to 40,000 ohms. 

50,000 to 60,000 ohms. 

75,000 to 80,000 ohms. 

0.1 megohm .. 

Z2 Brackets included with resistor. 


SLOTTED BRACKETS PERMIT ±W VARIATION. 


PRICES 

1 to 4 ohms. 

5 to 1,000 ohms. 

1,500 to 5,000 ohms.... 
6,000 to 10,000 ohms.. 
15,000 to 20,000 ohms 
25,000 to 40,000 ohms 
50,000 to 60,000 ohms 
75,000 ohms . 


0.1 megohm .. 4.95 

Z3 Brackets included with resistor. 


TYPE 6 V 2 EA—80 WATTS 

formerly type ESA 


Ohms 

Max. 

m.a. 

Ohms 

Max. 

m.a. 

300 

516 

3,500 

151 

400 

448 

4,000 

141 

500 

400 

4,500 

133 

750 

327 

5,000 

127 

800 

316 

6,000 

7,000 

115 

1,000 

283 

107 

1,250 

253 

7,500 

103 

1,500 

227 

8,000 

100 

2,000 

200 

9,000 

94 

2,250 

189 

10,000 

89 

2,500 

179 

12,000 

82 

3,000 

163 




TYPE 10 V 2 HA— 200 WATTS 

formerly type HOA 



Max. 


Max. 

Ohms 

m.a. 

Ohms 

m.a. 

25 

2,830 

2,000 

316 

60 

2,000 

2,500 

283 

100 

1,414 

3,000 

258 

250 

895 

5,000 

200 

500 

632 

10,000 

141 

1,000 

1,500 

447 

365 

15,000 

115 


20,000 
25,000 
30,000 
40,000 
50,000 
60,000 
75,000 
0.1 meg 


LJ #3 TERMINAL 1 1 

\*7Y4" nominal MOUNTING CENTERS.*! 
SLOTTED BRACKETS PERMIT VARIATION. 

PRICES 

1 to 4 ohms. 

5 to 1,000 ohms... 

1,250 to 5,000 ohms... 

6,000 to 10,000 ohms. 

12,000 to 20,000 ohms. 

25,000 to 40,000 ohms. 

45,000 to 60,000 ohms...... 

80,000 ohnis .. 

0.1 megohm ............ 

Z2 Brackets included with resistor. 


Copyright by U. C. P., Inc. 


Lpi #4 TERMINAL 

NOMINAL MOUNTING CENTERS*! 

SLOHED BRACKETS PERMIT ±W' VARIATION. 


1 to 5 ohms. 

10 to 1,000 ohms. 

1,500 to 5,000 ohms. 

10,000 ohms . 

15,000 to 20,000 ohms. 

25,000 to 40,000 ohms. 

50,000 to 60,000 ohms. 

75,000 ohms ... 

0.1 megohm . 

Z3 Brackets included with resistor. 
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4-WATT POWER RESISTOR 


MICROSTAK SELENIUM DIODES 


WITH AXIAL LEADS 


PW4VVATT 


IRC’s PW4 4-watt Power Resistor is a completely in¬ 
sulated unit molded in high temperature plastic. Wire 
element is uniformly wound on glass fibre core. 
Standard resistance tolerance is 10% (5% tolerance 
available on special order). Each PW4 Resistor is 
prominently stamped with resistance value, tolerance 
and wattage rating. Sturdy axial leads are 114" long. 
Body dimensions: 1%" long by 21/64" diameter. 

List $0.49 


STANDARD STOCK VALUES OF TYPE PW4 


Resistance 

Tolerance 10% 

Resistance 


in Ohms 

Max. M.A. 

in Ohms 

Max. M.A. 

1 

2000 

300 

115 

2 

1415 

400 

100 

3 

1155 

500 

89 

4 

1000 

750 

73 

5 

895 

1000 

63 

10 

633 

1250 

56 

16 

617 

1600 

51 

20 

448 

2000 

44 

25 

400 

2500 

40 

50 

283 

8000 

36 

75 

231 

4000 

31 

100 

200 

5000 

28 

150 

163 

7600 

23 

200 

141 

8200 

22 

250 

126 




CLOSE TOLERANCE PRECISTORS 



(S 

—IX - 

B 








New IRC rilEOISTORS are deposited carbon precision resistors 
offering- a unique combination of close tolerance, stability and 
economy. Pure crystalline carbon is bonded to selected ceramic cores 
producing a resistor ideally suited to the requirements of instru¬ 
mentation, advanced electronics and critical television circuits. 
Guaranteed accuracy ±1%. DOF is rated at 1 watt. DCH is rated 
at 2 watts. 



Type GA Microstak Diodes for use in low current cir¬ 
cuits where very high back resistance and low forward 
resistance are required. Miniature selenium cells with 
outstanding performance characteristics, they are 
ideal for such applications as A. V. C., switching, 
blocking and bias supplies. Design and small size give 
high frequency performance not found in conventional 
cells — tests prove their successful performance in 
circuit applications up to 1 megacycle. Hermetically 
sealed to assure stable operation under high humidity, 
dust, fumes and changing pressures. 

Dimensions: (Type 6GA1) Length of leads — 

Body length — .450". Diameter — .145". (Type 9GA1) 
Length of leads—Body length—.500". Diameter 
— . 210 ". 

TYPE 6GA1 

Stock No. 6GA1-2B. Minimum forward current (at 
2 V.D.C.) is 0.5 M.A. and corresponding resistance, 
4000 ohms. Maximum inverse current (at 20 V.D.C.) is 
20 microamperes and corresponding resistance, 1 
megohm. Peak inverse volts —36. Continuous inverse 
volts —22. Maximum A.C. input (RMS volts with re¬ 
sistive load only) —26. Temperature range is —55 °C 
to 4-90°C. Shunt capacitance — approximately 25 mmf 
(measured with two plates back-to-back on 1000 cycle 
bridge). List $1.67 



IRO PRECISTORS are specially packaged 
in plastic tubes for protection. 


Stock No. 6GA1-3C. Minimum forward current (at 2 
V.D.C.) is 1 M.A. and corresponding resistance, 2000 


ohms. Maximum inverse current (at 20 V.D.C.) is 10 


STANDARD VALUES 


microamperes and corresponding resistance, 2 meg¬ 


Range 

List 

Range 

List 

Range 

List 

Ohms 


Ohms 


Megohms 


TYPE 

DCF 

3,000 

$1.25 

0.10 

$1.25 

100 

$1.25 

4,000 

1.25 

0.15 

1.25 

200 

1.25 

5,000 

1.25 

0.20 

1.25 

250 

1.25 

10,000 

1.25 

0.25 

1.25 

300 

1.25 

15,000 

1.25 

0.30 

1.25 

400 

1.25 

20,000 

1.25 

0.40 

1.25 

500 

1.25 

25,000 

1.25 

0.50 

1.25 

1,000 

1.25 

30,000 

1.25 

1.00 

1.25 

1,500 

1.25 

40,000 

1.25 

1.50 

1.25 

2,000 

1.25 

50,000 

1.25 

2.00 

1.25 

2,500 

1.25 



2.50 

1.25 





3.00 

1.25 


Range 

Megohms 

List 

4.00 

$1.25 

5.00 

1.50 

TYPE 1 

DCH 

0.5 

$1.50 

1.0 

1.50 

1.5 

1.50 

2.0 

1.50 

3.0 

1.50 

4.0 

1.50 

5.0 

2.00 

10.0 

2.50 

15.0 

2.50 

20.0 

3.00 


ohms. 


List $2.25 


TYPE 9GA1 


Stock No. 9GA1-2B. Characteristics are the same as 
the 6GA1-2B. List $1.50 


Stock No. 9GA1-3C. Characteristics are the same as 
the 6GA1-3C. List $2.04 
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A line of precision wire wound resistors for both old and new 
applications. Completely interchangeable with the long 
established and familiar types ■WW-2, WW-3, WW-4, and 
WW-5 plus new sizes all surpassing MIL-R-93A character¬ 
istic E specification. 

Winding technique developed by IRC engineers provides 
winding control that substantially eliminates the effect of 
the human element thus eliminating possibility of shorted 
turns or winding strains. All wire used in the construction 
of precision resistors is subjected to rigid insulation tests 
of the enamel coating. Particular attention is given to insure 
transfer of wire to winding form without strain or break in 
insulation. Many production tests insure high quality in the 
finished resistor. 

The winding is multiple vacuum impregnated with a new 
compound developed by IRC chemists, which has the unique 
characteristic of remaining approximately the same con¬ 
sistency throughout the entire range of temperature to 
which the resistor may be subjected. It is neither glassy 
hard nor tacky soft under any condition so that wire strains 
are minimized. This is conducive to a higher degree of 
stability and freedom from noise. This impregnant also 
provides a very excellent humidity protection to insure long 
life under all environmental conditions. 

Tolerance—1% is standard. For special tolerance on all 
types except WW-IOJ, add to prices shown as follows: Add 
10% for y 2 % tolerance (2 ohms and over); add 15% for 
V 4 :% tolerance (5 ohms and over); add 25% for 1/10% 
tolerance (20 ohms and over). On Type WW-IOJ, add 10% 
for %% tolerance (65 ohms and over); add 15% for i/4% 
tolerance (200 ohms and over); add 25% for 1/10% toler¬ 
ance (1500 ohms and over). 

Temperature Coefllcient—Minimum temperature coefficient 
of .003% per degree C, from 0°C to 100°C, is standard on 
all IRC Wire Wound Precision Resistors. 

SPECIFICATIONS 


STANDARD VALUES AND PRICES 
IRC PRECISION RESISTORS 


STANDARD VALUE 


0.1 

ohm 

0.2 

ohm 

0.5 

ohm 

1.0 

ohm 

5 

ohms 

10 

ohms 

25 

ohms 

50 

ohms 

100 

ohms 

200 

ohms 

250 

ohms 

300 

ohms 

500 

ohms 

1,000 

ohms 

1,500 

ohms 

2,000 

ohms 

2,600 

ohms 

3,000 

ohms 

3,500 

ohms 

4,000 

ohms 

5,000 

ohms 

7,500 

ohms 

10,000 

ohms 

12,500 

ohms 

15,000 

ohms 

20,000 

ohms 

22,600 

ohms 

25,000 

ohms 

30,000 

ohms 

40,000 

ohms 

50,000 

ohms 

60,000 

ohms 

76,000 

ohms 

0.1 

megohm 


IRC TYPE 

WW2J 

WW3J 

WW4J 

JAN TYPE 

RB14 

RBll 

RB12 

MIL TYPE 

RB19 

RB16 

RB17 

DIMENSIONS 

2i^"x II" 

iV'xll" 

irur 

MIN. VALUE 

0.1 ohm 

0.1 ohm 

0,1 ohm 

MAX. VALUE 

6.0 meg. 

0.225 meg. 

0.9 meg. 

MAX. MIL OR JAN VALUE 

4.0 meg. 

0.185 meg. 

0.3 meg. 

TERMINALS 

Lugs 

Lugs 

Lugs 


IRC TYPE 

WW5J 

WW8J 

WWlOJ 

WWllJ 

JAN TYPE 

RB13 

RBIO 


RBll 

MIL TYPE 

RB18 

RB15 


RB16 

DIMENSIONS 

114"x M" 

IV X hV 


ir'xM" 

MIN. VALUE 

0.1 ohm 

0.1 ohm 

10 ohm 

0.1 ohm 

MAX. VALUE 

MAX. MIL OR 

2.7 meg. 

.225 meg. 

.15 meg. 

0.45 meg. 

JAN VALUE 

0.75 meg. 

0.185 meg. 


0.3 meg. 

TERMINALS 

Lugs 

Lugs 

Leads 

Lugs 


0.125 megohm 
0.15 megohm 
0.175 megohm 
0.2 megohm 
0.225 megohm 
0.25 megohm 
0.3 megohm 
0.4 megohm 
0.5 megohm 
0.6 megohm 
0.75 megohm 
0.9 megohm 
1.0 megohm 

1.5 megohm 
2.0 megohms 

2.5 megohms 

♦Max. Stock Value— 
tMin. Stock Value—’ 


WW3J 

WW4J 

WW2J WW5J WWlOJ 

List Price List Price List Price 

$2.03 

2,03 

2.03 

2.03 

2.17 

2.17 $1.70 

2.17 1.70 

2.17 1.70 

2.17 1.70 

2.17 1.70 

2.17 1.70 

2.17 1.70 

2.17 1.70 

2.17 1.70 

2.20 1.7S 

2.20 1.7S 

2.20 1-78 

2.20 1-78 

2.20 1-78 

2.20 1-78 

2.20 1*78 

2.20 ^-78 
2.20 

2.37 1-97 

2.37 1.97 

2.37 1.97 

2.37 1.97 

2.37 
2 53 
253 
253 

297 2.13 

2.97 2.13 

3.27 2.30 

3.73 

3.73 

4.73 
4.73 
5.13* 

5.13 

5.S3 

6.20 

7.10** 

$ 9.20 7.61f 

10.10 9.00 

12.7S 10.38 

12.78 11.22 


-WW3J. **Max. Stock Value—WW4J. 
-.WW5J. 
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VITROHM RESISTORS 


Wire wound re$istors, sturdy construction, using 
low temperature coefficient materials. Coated with 
Ward Leonard's own crazeless Green Enamel. 


Size—1" X 54" 


Ohms 

M.A. 

List 

Price 

Ohms 

List 
M.A. Price 

Ohms 

List 
M.A. Price 

1 

2230 

$0.67 

100 

223 

$0.67 

1250 

63 

$0.72 

1.5 

1820 

.67 

125 

200 

.67 

1500 

57 

.72 

2 

1580 

.67 

150 

182 

.67 

1750 

53 

.72 

3 

1290 

.67 

200 

158 

.67 

2000 

50 

.72 

4 

1117 

.67 

250 

141 

.67 

2250 

47 

.72 

5 

1000 

.67 

300 

129 

.67 

2500 

45 

.72 

7.5 

811 

.67 

350 

119 

.67 

3000 

40 

.72 

10 

707 

.67 

400 

112 

.67 

3500 

37 

.72 

12 

644 

.67 

.450 

105 

.67 

4000 

35 

.72 

15 

577 

.67 

500 

too 

.67 

4500 

33 

.72 

20 

500 

.67 

600 

91 

.67 

5000 

31 

.72 

25 

450 

.67 

700 

84 

.67 

6000 

28 

.78 

30 

408 

.67 

750 

81 

.67 

7000 

26 

.78 

35 

378 

.67 

800 

79 

.67 

7500 

25 

.78 

40 

353 

.67 

900 

74 

.67 

8000 

25 

.78 

50 

316 

.67 

1000 

70 

.67 

9000 

23 

.78 

75 

257 

.67 

1100 

67 

.72 

10000 

22 

.78 




1200 

64 

.72 





10 WATTS 


9e lOF-F/xed Type lOA-Ad/. 



Size- 

-1H" 

X He" ^ 

/Itg. Centers— 2}4" 




List Price 



List Price 


|LI| A 




M A 




lYI.Ma 

Fixed 

Adj. 


IVIaMa 

Fixed 

Adj. 

1 

3160 

5(0.76 

$1.47 

1200 

91 

$0.80 

* 

1.5 

2580 

.75 

* 

1250 

89 

.80 

$1.53 

2 

2235 

.75 

1.47 

1500 

81 

.80 

1.53 

3 

1825 

.75 

1.47 

1750 

75 

.80 

* 

4 

1580 

.75 

* 

2000 

70 

.80 

1.53 

5 

1415 

.75 

1.47 

2250 

66 

.80 

* 

7.5 

1155 

.75 

1.47 

2500 

63 

.80 

1.53 

10 

1000 

.75 

1.47 

3000 

58 

.80 

1.53 

12 

913 

.75 

* 

3500 

53 

.80 

1.53 

15 

815 

.75 

1.47 

4000 

50 

.80 

1.53 

20 

707 

.75 

1.47 

4500 

47 

.80 

1.53 

25 

630 

.75 

1.47 

5000 

45 

.80 

1.53 

30 

577 

.75 

* 

6000 

41 

.92 

1.63 

35 

534 

.75 

* 

7000 

38 

.92 

1.63 

40 

500 

.75 

* 

7500 

36 

.92 

1.63 

50 

450 

.75 

1.47 

8000 

35 

.92 

1.63 

75 

365 

.75 

1.47 

8500 

34 

.92 

1.63 

100 

316 

.75 

1.47 

9000 

33 

.92 

1.63 

125 

283 

.75 

* 

10000 

32 

.92 

1.63 

150 

258 

.75 

1.47 

11000 

30 

1.03 

* 

200 

224 

.75 

1.47 

12000 

29 

1.03 

* 

225 

211 

.75 

* 

12500 

28 

1.03 

* 

250 

200 

.75 

1.47 

13500 

27 

1.03 

* 

300 

182 

.75 

1.47 

15000 

26.5 

1.03 

* 

350 

169 

.75 

1.47 

16000 

25 

1.03 

* 

400 

158 

.75 

1.47 

17500 

24 

1.03 

* 

450 

149 

.75 

* 

18000 

23 

1.03 

* 

500 

142 

.75 

1.47 

20000 

22 

1.03 

* 

600 

129 

.75 

1.47 

22500 

21 

1.08 

* 

700 

120 

.75 

* 

25000 

20 

1.08 

* 

750 

115 

.75 

1.47 

30000 

18 

1.22 

* 

800 

112 

.75 

1.47 

35000 

17 

1.22 

* 

900 

105 

.75 

* 

40000 

16 

1.22 

* 

1000 

100 

.75 

1.47 

45000 

15 

1.22 

* 

1100 

95 

.80 

* 

50000 

14 

1.22 

* 

20 WATTS 





TYPE 

20F 



Types 5FJ OF, and 20F. 
Furnished with wire ter¬ 
minal leads. Brackets sup¬ 
plied on request. 


WARD LEONARD 


A a HEAVY DUTY 

RESISTORS 

Types 25F, 
50F, lOOF, 

160F, 200F 

Furnished with lug terminals and mounting brackets. 

25 WATTS Type 25F-F/xed Type 25A-Ad/. 

Size— 2 " X 5^" Mtg. Centers— 2 %'^ 

List Price fT! ITT’" List Price 



List Price 
Fixed Adj. 
$0.97 $1.86 
.97 1.86 


Ohms M.A. 


$1.03 $1.89 
1.03 1.89 


Type lOA, 25A, 50A, 80A, 
1OOA, 160A, 200A. Furnished 
with mounting brackets and 
one adjustable band. 

Order by Type Number and 
Resistance Value. 


Asterisks (*) in Tables Indicate that 
Resistors are not Stock Items. 


ADJUSTABLE BANDS 

Screw Driver Type 


Size of 
Resistor 

Cat. No. 

Price 

10 Watts 

507-685 

$0.25 

25 Watts 

507-686 

.25 

50 Watts 

507-688 

.25 

80 Watts 

507-688 

.25 

100 Watts 

507-690 

.42 

160 Watts 

507-690 

.42 

200 Watts 

507-690 

.42 


Bakelite Knob Type 


25 Watts 

507-691 

$0.36 

50 Watts 

507-693 

.36 

80 Watts 

507-693 

.36 

100 Watts 

507-695 

.47 

160 Watts 

507-695 

.47 

200 Watts 

507-695 

.47 


Size— 2 " X 34 " Mtg. Centers 2^" 


Ohms M.A. Price Ohms M.A. Price Ohms M.A. Price 


80 WATTS TYPE 80A 

Size—X M" Mtg. Centers— 7}i" 
List List 

Ohms M.A. Price Ohms M.A. Price 


50 WATTS Type 50F-F/xec/ Type 50A- 

Size—4^" X H" Mtg. Centers— 

1 7070 $2.25 $3.00 4500 705 * 3 

2 5000 1.63 2.37 5000 100 $1.75 

3 4080 1.63 2.37 6000 91 1.92 

4 3535 1.63 2.37 7500 82 1.92 

5 3160 1.63 2.37 8000 79 1.92 

10 2235 1.63 2.37 9000 75 * 

25 1415 1.63 2.37 10000 71 1.92 

50 1000 1.63 2.37 12000 65 2.08 

75 815 1.63 2.37 12500 63 2.08 

100 707 1.63 2.37 15000 58 2.08 

150 575 1.63 2.37 20000 50 2.08 

200 500 1.63 2.37 25000 45 2.33 

250 445 1.63 2.37 30000 41 2.33 

300 408 1.63 2.37 35000 38 2.33 

400 353 1.63 2.37 40000 35 2.33 

500 316 1.63 2.37 45000 33 2.58 

750 258 1.63 2.37 50000 32 2.58 

800 250 1.63 2.37 60000 29 * 

1000 224 1.63 2.37 75000 23 2.92 

1250 200 * 2.47 80000 21 * 

1500 180 1.75 2.47 100000 17 3.20 

2000 160 1.75 2.47 125000 14 3.36 

2250 150 * 2.47 150000 12 3.50 

2500 141 1.75 2.47 175000 10 3.64 

3000 130 1.75 2.47 200000 9 3.78 

3500 120 * 2.47 225000 8 4.22 

4000 110 1.75 2.47 250000 7 4.22 


8660 $3.53 
6120 3.53 


3000 158 $2.83 
3500 146 2.83 


10Q WATTS Type lOOF-F/xed Type lOOA-Ad/. 

Size—OH'' X 1H" Mtg. Centers—7H" 


1 

4480 

$0.95 

850 

153 

$0.95 

8000 

50 

$1.12 

4 

4330 

2.72 

1 4500 

129 

2.83 

1 

10000 

$3.37 

$4.53 

2500 

200 

$2.53 

$3.67 

3 

2580 

.95 

1000 

141 

.95 

10000 

45 

1.12 

5 

3870 

2.72 

5000 122 

2.83 

2 

7070 

3.37 

4.53 

3000 

180 

2.53 

3.67 

5 

2000 

.95 

1200 

130 

.97 

12500 

40 

1.20 

10 

2740 

2.72 

6000 

111 

3.00 

3 

5770 

3.37 

4.53 

3500 

170 

2.53 

* 

10 

1410 

.95 

1250 

125 

.97 

15000 

36 

1.20 

15 

2235 

2.72 

7000 103 

3.00 

4 

5000 

2.42 

3.58 

4000 

158 

2.53 

3.67 

15 

1150 

.95 

1500 

115 

.97 

20000 

32 

1.20 

25 

1730 

2.72 

7500 100 

3.00 

5 

4470 

2.42 

3.58 

4500 

150 

2.53 

3.67 

25 

900 

.95 

1750 

107 

.97 

25000 

28 

1.37 

50 

1220 

2.72 

8000 

97 

3.00 

10 

3160 

2.42 

3.58 

5000 

141 

2.53 

3.67 

50 

630 

.95 

1850 

104 

.97 

30000 

26 

1.37 

75 

1000 

2.72 

! 9000 

91 

3.00 

25 

2000 

2.42 

3.58 

6000 

130 

* 

3.87 

75 

517 

.95 

2000 

100 

.97 

35000 

24 

1.37 

100 

866 

2.72 

10000 

87 

3.00 

50 

1410 

2.42 

3.58 

7500 

115 

2.70 

3.87 

100 

450 

.95 

2250 

94 

.97 

40000 

22 

1.37 

200 

612 

2.72 

15000 

71 

3.17 

75 

1150 

2.42 

* 

10000 

100 

2.70 

3.87 

150 

365 

.95 

2400 

91 

.97 

45000 

21 

1.58 

250 

550 

2.72 

20000 

61 

3.17 

100 

1000 

2.42 

3.58 

15000 

80 

2.97 

4.12 

175 

340 

.95 

2500 

90 

.97 

50000 

20 

1.58 

300 

500 

2.72 

25000 

55 

3.50 

125 

895 

2.42 

* 

20000 

70 

2.97 

4.12 

200 

320 

.95 

2750 

85 

.97 

55000 

18 

1.58 

400 

433 

2.72 

30000 

50 

3.50 

150 

815 

2.42 

* 

25000 

63 

3.20 

4.37 

250 

285 

.95 

3000 

81 

.97 

60000 

16 

1.58 

500 

387 

2.72 

35000 

43 

3.50 

200 

707 

* 

3.58 

30000 

58 

3.20 

4.37 

300 

258 

.95 

3500 

76 

.97 

65000 

15 

1.83 

750 

315 

2.72 

40000 

37 

3.50 

250 

630 

2.42 

3.58 

35000 

54 

3.20 

Sf! 

350 

240 

.95 

4000 

70 

.97 

70000 

14 

1.83 

800 

305 

2.72 

45000 

33 

3.61 

400 

500 

* 

3.58 

40000 

50 

3.20 

4.37 

400 

224 

.95 

4500 

67 

.97 

75000 

13 

1.83 

1000 

274 

2.72 

50000 

30 

3.61 

500 

447 

2.42 

3.58 

50000 

45 

3.37 

4.53 

500 

200 

.95 

5000 

63 

.97 

80000 

12 

1.83 

1250 

245 

2.72 

60000 

25 

3.61 

750 

365 

2.42 

3.58 

60000 

41 

3.37 

4.53 

650 

175 

.95 

6000 

57 

1.12 

85000 

11.5 

2.11 

1500 

224 

2.83 

70000 

21 

3.94 

1000 

316 

2.42 

3.58 

70000 

38 

3.58 

* 

700 

169 

.95 

7000 

53 

1.12 

90000 

11 

2.11 

2000 

195 

2.83 

80000 

19 

3.94 

1250 

285 

2.53 

* 

1 75000 

36 

3.58 

4.75 

750 

163 

.95 

7500 

51 

1.12 

95000 

10.5 

2.11 

2250 

183 

2.83 

100000 

15 

4.33 

1500 

260 

2.53 

3.67 

100000 

32 

3.80 

4.95 

800 

155 

.95 




100000 

10 

2.11 

2500 

173 

2.83 

i 



2000 

225 

2.53 

3.67 
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VITROHM RESISTORS 

Order by Type Number and Resistance Value 

Asterisks {*) in Tables Indicate that Resistors are not 
Stock Items. 



WARD LEONARD 


1 60 WATTS Type 1 60F-F/xed Type 1 60A-Ad/. 

Size—8H'' X 1 Mtg. Centers— 


Ohms 

M.A. 

List Price 

Ohms 

IVI.A. 

List Price 

Fixed 

Adj. 

Fixed 

Adj. 

1 

12650 

$4.16 

$5.33 

2500 

252 

$3.04 

$4.19 

2 

8940 

4.16 

5.33 

3000 

230 

3.04 

4.19 

3 

7300 

4.16 

5.33 

3500 

215 

3.04 

4.19 

4 

6320 

4.16 

5.33 

4000 

200 

3.04 

4.19 

5 

5650 

4.16 

5 33 

4500 

185 

3.04 

4.19 

10 

4000 

2.98 

4.14 

5000 

178 

3.04 

4.19 

15 

3265 

2.98 

4.14 

7500 

146 

3.30 

4.44 

25 

2525 

2.98 

4.14 

10000 

126 

3.30 

4.44 

50 

1785 

2.98 

4 14 

15000 

105 

3.54 

4.69 

75 

1460 

2.98 

* 

20000 

90 

3.54 

4.69 

100 

1265 

2.98 

4.14 

25000 

80 

3.64 

4.81 

150 

1035 

2.98 


30000 

73 

3.64 

4.81 

200 

894 

2.98 

4.14 

35000 

68 

3.64 

* 

250 

800 

2.98 

4.14 

40000 

64 

3.64 

4.81 

500 

565 

2.98 

4.14 

50000 

57 

3.76 

4.94 

750 

460 

2.98 

* 

60000 

52 

3.76 

4.94 

1000 

400 

2.98 

4.14 

75006 

46 

4.03 

5.17 

1500 

326 

3.04 

4.19 

80000 

45 

4.26 

5.17 

2000 

280 

3.04 

4.19 

100000 

40 

4.26 

5.44 

200 WATTS Type 

200F-f/xed Type 200A-Ac//. 


Size- 

-1034" X 

134" Mtg. Centers— 11H" 


1 

14140 

$4.53 

$5.67 

3500 

240 

$3.30 

$4.45 

2 

10000 

4.53 

5.67 

4000 

225 

3.30 

4.45 

3 

8162 

4.53 

5.67 

4500 

210 

3.30 

4.45 

4 

7070 

4.53 

5.67 

5000 

200 

3.30 

4.45 

5 

6320 

4.53 

5.67 

7500 

163 

3.53 

4.70 

10 

4470 

3.22 

4.37 

10000 

141 

3.53 

4.70 

25 

2825 

3.22 

4.37 

15000 

115 

3.77 

4.92 

50 

2000 

3.22 

4.37 

20000 

100 

3.77 

4.92 

75 

1630 

3.22 

* 

25000 

90 

3.90 

5.03 

100 

1414 

3.22 

4.37 

30000 

82 

3.90 

5.03 

150 

1150 

3.22 

* 

35000 

76 

3.90 

* 

250 

900 

3.22 

4.37 

40000 

71 

3.90 

5.03 

500 

632 

3.22 

4.37 

50000 

63 

4.03 

5.17 

750 

515 

3.22 

* 

60000 

58 

4.03 

5.17 

1000 

447 

3.22 

4.37 

75000 

52 

4.25 

5.42 

1500 

365 

3.30 

4.45 

100000 

45 

4.53 

5.67 

2000 

315 

3.30 

4.45 

125000 

40 

* 

5.67 

2500 

282 

3.30 

4.45 

150000 

35 

* 

5.67 

3000 

260 

3.30 

4.45 






AXIOHM 

RESISTORS 


5 WATTS - 
10 WATTS- 


TYPE 5X 
TYPE 10X 


STRIPOHM RESISTORS — 

30 WATTS • TYPE 30S 

1 long—Mtg. Centers 2" 


Ohms 

List 

; M.A. Price 

Ohms 

List 
M.A. Price 

1 

5480 

$1.84 

500 

244 

$1.84 

3 

3160 

1.84 

750 

200 

1.84 

5 

2450 

1.84 

1000 

173 

1 84 

10 

1730 

1.84 

1250 

154 

1.84 

15 

1420 

1.84 

1500 

142 

1.84 

25 

1095 

1.84 

2000 

122 

1.84 

50 

774 

1.84 

2500 

109 

1.84 

100 

547 

1.84 

3000 

100 

1.98 

150 

447 

1.84 

3500 

92 

1.98 

200 

387 

1.84 

4000 

86 

1.98 

250 

346 

1.84 

5000 

77 

1.98 

400 

273 

1.84 





30 WATTS 
40 WATTS 
55 WATTS 
65 WATTS 
75 WATTS 


TYPE 30S 
TYPE 40S 
TYPE 55S 
TYPE 65S 
TYPE 75S 


5 WATTS 


Size—1" X 




TYPE 5X 


Vitreous enameled wire- 
wound resistors with VA'' 
tinned copper leads for self¬ 
mounting. 

The same fine materials 
used in the manufacture of 
Ward Leonard Vitrohm Re¬ 
sistors are used in making 
Axiohms. 

Order by Type Number and 
Resistance Value. 


OTHER STOCK 
RESISTORS 

Plaque Type — Available in 
three sizes, 25-watt, 50-watt, 
and 150-watt. 

Disc Type — Available in 24- 
watt size. 

Non-Inductive Type — Avail¬ 
able in three sizes, 35-watt, 
80 watt, and 160-watt. 

For complete information 
on all our stock resistors ask 
for our Catalog D-130. 




List 



List 



List 

Ohms 

M.A. Price 

Ohms 

M.A. Price 

Ohms 

M.A. Price 

1 

2230 

$0.80 

125 

200 

$0.80 

1200 

64 

$0.86 

1.5 

1820 

.80 

150 

182 

.80 

1250 

63 

.86 

2 

1580 

.80 

200 

158 

.80 

1500 

57 

.86 

3 

1290 

.80 

225 

148 

.80 

1750 

53 

.86 

4 

1117 

.80 

250 

141 

.80 

2000 

50 

.86 

5 

1000 

.80 

300 

129 

.80 

2250 

47 

.86 

7.5 

811 

.80 

350 

119 

.80 

2500 

45 

.86 

10 

707 

.80 

400 

112 

.80 

3000 

40 

.86 

12 

644 

.80 

450 

105 

.80 

3500 

37 

.86 

15 

577 

.80 

500 

100 

.80 

4000 

35 

.86 

20 

500 

.80 

600 

91 

.80 

4500 

33 

.86 

25 

450 

.80 

700 

84 

.80 

5000 

31 

.86 

30 

408 

.80 

750 

81 

.80 

6000 

28 

.94 

35 

378 

.80 

800 

79 

.80 

7000 

26 

.94 

40 

353 

.80 

900 

74 

.80 

7500 

25 

.94 

50 

316 

.80 

1000 

70 

.80 

8000 

25 

.94 

75 

257 

.80 

1100 

67 

.86 

9000 

23 

.94 

100 

223 

.80 




10000 

22 

.94 

10 WATTS 

Size 


" X TYPE 

10X 

1 

3160 

$0.90 

300 

182 

$0.90 

6000 

41 

$1.10 

1.5 

2580 

.90 

350 

169 

.90 

7000 

38 

1.10 

2 

2235 

.90 

400 

158 

.90 

7500 

36 

1.10 

3 

1825 

.90 

450 

149 

.90 

8000 

35 

1.10 

4 

1580 

.90 

500 

142 

.90 

8500 

34 

1.10 

5 

1415 

.90 

600 

129 

.90 

9000 

33 

1.10 

7.5 

1155 

.90 

700 

120 

.90 

10000 

32 

1.10 

10 

1000 

.90 1 

750 

115 

.90 

11000 

30 

1.24 

12 

913 

.90 

800 

112 

.90 

12000 

29 

1.24 

15 

815 

.90 

900 

105 

.90 

12500 

28 

1.24 

20 

707 

.90 

1000 

100 

.90 

13500 

27 

1.24 

25 

630 

.90 

1100 

95 

.96 

15000 

25.5 

1.24 

30 

577 

.90 

1200 

91 

.96 

16000 

25 

1.24 

35 

534 

.90 

1250 

89 

.96 

17500 

24 

1.24 

40 

500 

.90 

1500 

81 

.96 

18000 

23 

1.24 

50 

450 

.90 

1750 

75 

.96 

20000 

22 

1.24 

75 

365 

.90 

2000 

70 

.96 

22500 

21 

1.30 

100 

316 

.90 

2250 

66 

.96 

25000 

20 

1.30 

125 

283 

.90 

2500 

63 

.96 

30000 

18 

1.30 

150 

258 

.90 

3000 

58 

.96 

35000 

17 

1.30 

200 

224 

.90 

3500 

53 

.96 

40000 

16 

1.30 

225 

211 

.90 

4000 

50 

.96 

45000 

15 

1.46 

250 

200 

.90 

4500 

47 

.96 

50000 

14 

1.46 




5000 

45 

.96 





Vitreous enameled wire-wound resistors built on a 
strong refractory core, and provided with low mount¬ 
ing brackets. Particularly suited for applications where 
space is limited. Specially adapted to stacking for networks. 


Order by Type Number and Resistance Value 


55 WATTS • TYPE 55S 

33^" long—Mtg. Centers 434" 


65 WATTS • TYPE 65S 

4^" long—Mtg. Centers 534" 


75 WATTS • TYPE 75S 

6" long—Mtg. Centers 


40 WATTS • TYPE 40S 

2" long—Mtg. Centers 2^" 


1 

6320 

$1.93 

750 

230 $1.93 

3 

3650 

1.93 

1000 

200 

1.93 

5 

2830 

1.93 

1250 

180 

1.93 

10 

2000 

1.93 

1500 

163 

1.93 

15 

1630 

1.93 

2000 

141 

1.93 

25 

1270 

1.93 

2500 

126 

1.93 

50 

894 

1.93 

3000 

114 

2.06 

100 

632 

1.93 

3500 

106 

2.06 

150 

510 

1.93 

4000 

100 

2.06 

200 

447 

1.93 

5000 

88 

2.06 

250 

400 

1.93 

7500 

73 

2.32 

400 

315 

1.93 

10000 

63 

2.32 

500 

283 

1.93 

15000 

51 

2.42 


Ohms 

List 
M.A. Price 

Ohms 

List 
M.A. Price 

1 

7420 $2.22 

1250 

209 $2.22 

3 

4280 

2.22 

1500 

191 

2.22 

5 

3320 

2.22 

2000 

165 

2.22 

10 

2350 

2.22 

2500 

148 

2.22 

15 

1910 

2.22 

3000 

135 

2.35 

25 

1480 

2.22 

3500 

129 

2.35 

50 

1050 

2.22 

4000 

117 

2.35 

100 

741 

2.22 

5000 

104 

2.35 

150 

604 

2.22 

7500 

84 

2.60 

200 

522 

2.22 

10000 

74 

2.60 

2S0 

469 

2.22 

15000 

60 

2.71 

400 

370 

2.22 

20000 

52 

2.82 

500 

331 

2.22 

25000 

47 

2.98 

750 

270 

2.22 

30000 

42 

3.11 

1000 

234 

2.22 





Ohms 

List 
M.A. Price 

Ohms 

List 
M.A. Price 

Ohms 

List 
M.A. Price 

Ohms 

List 
M.A. Price 

1 

8060 $2.53 

1500 

208 $2.53 

1 

8660 $2.76 

2000 

193 $2.76 

3 

4650 

2.53 

2000 

180 

2.53 

3 

5000 

2.76 

2500 

173 

2.76 

5 

3610 

2.53 

2500 

161 

2.53 

5 

3870 

2.76 

3000 

158 

2.89 

10 

2550 

2.53 

3000 

146 

2.66 

10 

2740 

2.76 

3500 

146 

2.89 

15 

2080 

2.53 

3500 

136 

2.66 

15 

2235 

2.76 

4000 

137 

2.89 

25 

1610 

2.53 

4000 

127 

2.66 

25 

1730 

2.76 

5000 

122 

2.89 

50 

1140 

2.53 

5000 

114 

2.66 

50 

1220 

2.76 

7500 

100 

3.13 

100 

806 

2.53 

7500 

92 

2.90 

100 

866 

2.76 

10000 

87 

3.13 

150 

658 

2.53 

10000 

82 

2.90 

150 

707 

2.76 

15000 

71 

3.24 

200 

570 

2.53 

15000 

65 

3.02 

200 

612 

2.76 

20000 

61 

3.36 

250 

509 

2.53 

20000 

57 

3.13 

250 

550 

2.76 

25000 

55 

3.52 

400 

403 

2.53 

25000 

51 

3.29 

400 

433 

2.76 

30000 

50 

3.65 

500 

360 

2.53 

30000 

46 

3.43 

500 

387 

2.76 

35000 

46 

3.65 

750 

294 

2.53 

35000 

43 

3.43 

750 

315 

2.76 

40000 

43 

3.78 

1000 

254 

2.53 

40000 

40 

3.58 

1000 

274 

2.76 

50000 

37 

3.96 

1250 

228 

2.53 

50000 

36 

3.58 

1250 

245 

2.76 

60000 

35 

3.96 







15b0 

224 

2.76 

65000 

33 

3.96 
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RING RHiOSTATS 



WARD LEONARD 



25-Watt — 50-Watt 

The Ward Leonard 25*watt (Type 25R) and 50-waft (Type 50R) Type Rheostats are especially suited 
for use in electronic and electrical circuits where gradual and positive resistance change is essential. 
Balanced contact arms, self-lubricating metal graphite contact shoes, and no backlash in the drive shaft 
combine to assure uniform contact pressure and smooth operation. 

Standard shaft length for back-of-board mounting on panel. 



25 WATTS TYPE 25R 50 WATTS TYPE 50R 


Dimensions: Dimensions: 

C-r D-1H" C-11^" D-1K" 


Current 

M.A. 

Approx. 
No. of 
Steps 

List 

Price 

Ohms 

Current 

M.A. 

Approx. 
No. of 
Steps 

List 

Price 

5000 

27 

$7.03 

1 

7070 

49 

$7.81 

3540 

27 

6.22 

2 

5000 

49 

7.81 

2880 

27 

6.22 

3 

* 

♦ 

* 


* 


4 

3540 

59 

7.03 

2040 

81 

6.22 

6 

2880 

108 

7.03 

1770 

90 

6.22 

8 

2500 

113 

7.03 

1580 

90 

6.22 

10 

2230 

150 

7.03 

1280 

103 

6.22 

15 

1810 

150 

7.03 

1000 

103 

6.22 

25 

1415 

188 

7.03 

840 

108 

6.22 

35 

1190 

119 

7.03 

707 

137 

6.22 

50 

1000 

188 

7.03 

574 

137 

6.22 

75 

812 

188 

7.03 

600 

171 

6.22 

100 

707 

225 

7.03 

407 

171 

6.22 

150 

574 

225 

7.03 

316 

240 

6.22 

250 

447 

300 

7.03 

267 

274 

6.22 

350 

374 

338 

7.03 

223 

308 

6.22 

500 

316 

375 

7.03 

181 

308 

6.22 

750 

256 

450 

7.39 

158 

390 

7.03 

1000 

223 

450 

7.39 

128 

376 

7.03 

1500 

181 

570 

7.39 

100 

520 

7.03 

2500 

141 

570 

7.39 

84 

520 

7.39 

3500 

119 

713 

7.81 

70 

520 

7.39 

5000 

100 

713 

7.81 

* 

♦ 

* 

7500 

81 

855 

7.81 

♦ 

* 

* 

10000 

70 

998 

7.81 


The Ring Rheostats shown on this page are standard values and sizes 
carried In stock at our factory and by our Distributors. Information con¬ 
cerning Rheostats of special construction available on request. 


100-Watt - 150-Watt 

The Ward Leonard 100-watt (Type lOOR) and 150-watt (Type 150R) Ring Type Rheostats are of 
sturdy construction for electrical applications, such as control of fractional h.p. motors, rectifiers, 
voltage regulators, and some electronic circuits, such as filament and battery control. 


100 WATTS TYPE 100R 

Dimensions: A-3®/^2*' B-1^' 
C-IH' D-IH' 


150 WATTS TYPE 150R 

Dimensions: A-Si^e" B-2' 

C-1H" 


Current 

M.A. 

Approx. 
No. of 
Steps 

List 

Price 

Ohms 

Current 

M.A. 

Approx. 
No. of 
Steps 

List 

Price 

10000 

41 

$11.70 

1 

12240 

43 

$14.83 

7070 

41 

11.70 

2 

8660 

43 

14.83 

5740 

72 

11.70 

3 

7070 

54 

14.83 

4470 

82 

11.70 

5 

5470 

107 

14.83 

3640 

82 

10.95 

7.5 

4470 

107 

14.83 

3160 

72 

10.95 

10 

3870 

107 

14.03 

2560 

156 

10.95 

15 

3160 

107 

14.03 

2000 

196 

10.95 

25 

2440 

204 

14.03 

1415 

274 

10.95 

50 

1730 

245 

14.03 

1150 

313 

10.95 

75 

1415 

286 

14.03 

1000 

274 

10.95 

100 

1224 

367 

14.03 

707 

313 

10.95 j 

200 

866 

326 

14.03 

574 

353 

10.95 j 

300 

707 

408 

14.03 

500 

392 

10.95 

400 

612 

408 

14.03 

447 

392 

10.95 

500 

547 

489 

14.03 

364 

464 

10.95 

750 

447 

489 

14.83 

316 

470 

11.70 

1000 

387 

620 

14.83 

223 

595 

11.70 

2000 

273 

775 

15.61 

200 

744 

11.70 

2500 

244 

775 

15.61 

141 

893 

12.47 

5000 

173 

930 

16.36 

115 

893 

13.28 1 

7500 

141 

1240 

17.17 

too 

1041 

14.03 ! 

10000 

122 

1240 

18.72 
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CONTROLS 

BLUE SHAFT RADIOHMS® TYPE "AB" ADASHAFT RADIOHMS® 


The modern, most widely accepted line of 15/16" diameter car¬ 
bon type controls, constructed to meet exacting radio, television 
and industrial standards. Switch 
types are tested to assure instant 
and smooth, positive operation. 
Distinctive blue, anodized alumi¬ 
num shafts, 3" long with universal 
fluted full length mill. Rating Vz Watt. Type BSK units have 
2 / 3 " brass split-knurl shafts. Switches are universal DPST, easily 
wired for SPST or 3 wire use. 


Ohm Max. 

Taper 

Cat. No. 

Cat. No. 

List Price 

List Price 

Resistance 

or Tap 

Plain 

with Switch 

Plain 

with Switch 

500 

Cl 

B-4 

B-4-S 

$1.25 

$1.75 

1,000 

Cl 

B.5 

B-5-S 

1.25 

1.75 

2.000 

Cl 

B-6 

B-6-S 

1.25 

1.75 

2,500 

Cl 

B-7 

B-7-S 

1.25 

1.75 

3.000 

Cl 

B-B 

B-8-S 

1.25 

1.75 

5.000 

Cl 

B-IO 

B-IO-S 

1.25 

1.75 

5.000 

C2 

B-ll 

B-ll-S 

1.25 

1.75 

5.000 

C5 

B-12 

B-I2-S 

1.25 

1.75 

6.500 

Cl 

B-13 

B-I3-S 

1.25 

1.75 

10.000 

Cl 

B-14 

B-I4-S 

1.25 

1.75 

10,000 

C2 

B-15 

B-I5-S 

1.25 

1.75 

10,000 

C4 

B-18 

B-I8-S 

1.25 

1.75 

10.000 

C5 

B-17 

B-I7-S 

1.25 

1.75 

10,000 

C6 

B.|6 

B-I6-S 

1.25 

1.75 

15.000 

C6 

B-20 

8-20-5 

1.25 

1.75 

20.000 

Cl 

B-22 

B-22-S 

1.25 

1.75 

20,000 

C5 

B-23 

B-23-S 

1.25 

1.75 

20,000 

C6 

B-24 

B-24-S 

1.25 

1.75 

25,000 

Cl 

B-26 

B-26-S 

1.25 

1.75 

25.000 

C5 

B-27 

B-27-S 

1.25 

1.75 

25,000 

C6 

B-28 

B-28-S 

1.25 

1.75 

50,000 

Cl 

B-31 

8-3l-S 

1.25 

1.75 

50,000 

C2 

B-32 

B-32-S 

1.25 

1.75 

50,000 

25K 

BT-33 

BT-33-S 

1.85 

2.35 

75,000 

Cl 

B-35 

B-35-S 

1.25 

1.75 

100.000 

Cl 

B-40 

B-40-S 

1.25 

1.75 

100,000 

C2 

B. 4 I 

B-4 l-S 

1.25 

1.75 

150,000 

C2 

B .44 

B-44-S 

1.25 

1.75 

200.000 

Cl 

B-46 

B-46-S 

1.25 

1.75 

250,000 

Cl 

B .50 

B. 50 -S 

1.25 

1.75 

250,000 

C2 

B-51 

B-5I-S 

1.25 

1.75 

250,000 

C5 

B-52 

B-52-S 

1.25 

1.75 

250,000 

I25K 

BT-53 

BT-53-S 

1.85 

2.35 

250,000 

75K 

BT-55 

BT. 55 -S 

1.85 

2.35 

350,000 

70K 

BT-57 

BT-57-S 

1.85 

2.35 

meg. 

Cl 

B-59 

B-59-S 

1.25 

1.75 

•/2 meg. 

C2 

B-60 

B.60-S 

1.00 

1.50 

'/z nieg. 

C4 

B-58 

B-58-S 

1.25 

1.75 

‘/2 meg. 

C5 

B-61 

B-6 l-S 

1.25 

1.75 

•/z meg. 

C7 

B-617 

B-6I7-S 

1.25 

1.75 

•A meg. 

250K 

BT-65 

BT-65-S 

1.85 

2.35 

•A meg. 

200K 

BT.66 

BT-66-S 

1.85 

2.35 

V 2 meg. 

IBOK 

BT-67 

BT-67.S 

1.85 

2.35 

'A meg. 

50K 

BT-63 

BT-63-S 

1.85 

2.35 

1 meg. 

Cl 

B.69 

B-69-S 

1.25 

1.75 

1 meg. 

C2 

B-70 

B-70-S 

1.00 

1,50 

I meg. 

C4 

B-744 

B-744-S 

1.25 

1.75 

1 meg. 

C5 

B-68 

B-68-S 

1.25 

1.75 

1 meg. 

C7 

B-697 

B-697-S 

1.25 

1.75 

1 meg. 

•A meg. 

BT-71 

BT-7I-S 

1.85 

2.35 

1 meg. 

200K 

BT-72 

BT-72-S 

1.85 

2,35 

1 meg. 

300 K 

BT-73 

BT-73-S 

1.85 

2.35 

1 meg. 

lOOK 

BT-74 

BT-74-S 

1.85 

2.35 

1 meg. 

500K 

BT-7417 

BT-7417-S 

1.85 

2.35 

2 megs. 

Cl 

B-75 

B-75-S 

1.25 

1.75 

2 megs. 

C2 

8-76 

B-76-S 

1.25 

1,75 

2 megs. 

C5 

B-77 

B. 77 -S 

1.25 

1.75 

2 megs. 

1 meg. 

BT-78 

BT-78-S 

1.85 

2.35 

2^Tiegs. 

400K 

BT-79 

BT-79-S 

1.85 

2.35 

2 megs. 

600K 

BT-80 

BT-SO-S 

1.85 

2.35 

2 megs. 

200K 

BT-8I 

BT-8I-S 

1.85 

2.35 

2 megs. 

1 meg. 

BT-82 

BT-82-S 

1.85 

2.35 

2'A megs. 

Cl 

B-83 

B-83-S 

1.25 

1.75 

3 megs. 

Cl 

B-84 

B-84-S 

1.25 

1.75 

3 megs. 

C2 

B-85 

B-85-S 

1.25 

1.75 

4 megs. 

Cl 

B.86 

B-86-S 

1.25 

1.75 

5 megs. 

Cl 

B-87 

B-87-S 

1.25 

1.75 

7 megs. 

C7 

B-89 

B-89-S 

1.25 

1.75 

10 megs. 

Cl 

B-98 

B-98-S 

1.25 

1.75 

250,000 

C2 

BSK-I 

BSK.5I-S 

I.IO 

1.60 

f /2 meg. 

C2 

BSK-60 

BSK-60-S 

I.IO 

1.60 

>A meg. 

lOOK 

BTSK-66 

BTSK-66-S 

1.85 

2.35 

•A meg. 

I50K 

BTSK-67 

BTSK-67-S 

1.85 

2.35 

1 meg. 

C2 

BSK-70 

BSK-70-S 

I.IO 

1.60 

1 meg. 

200K 

BTSK-72 

BTSK-72-S 

1.85 

2.35 


HANDY-ADASHAFT KIT 


14 AB Adashaft controls, 17 shafts and couplers, and 6-“KB” 
switches CAT. No. AB-100. List Price $22.30 



SELECT THE CONTROL 
ADD-A-SHAFT TO MEET YOUR NEEDS 

Adashaft Controls are now built in the popular Model “B”^— 
15/16" construction. The basic control unit is constructed with 
a patented stub shaft . . . usable just this way in many cases 
as a short, screwdriver slotted unit. A selection of nine basic 
shaft types are available, ranging from %" to 10" in length, 
including auto types, insulating nylon and many others. This 
original, patented Centralab construction permits instant lock¬ 
ing . . . resulting in a solid, integral, well aligned unit. There 
is no price premium on Adashaft . . . you pay for exactly what 
you need. After adding the required shaft, the units may be 
converted to switch type with the new 

-- “Fastatch”t type KB line switches. All “AB” 

characteristics same as Model B. Packaged— 



singly Including all data. 

Ohms Max. Taper CRL 1 

Ohms Max. 

Taper 

CRL 

Resistance 

or tap 

Cat. No. 

Resistance 

or Tap 

Cat. No. 

500 

Cl 

AB-4 

250,000 

50K 

ABT-54 

1,000 

Cl 

AB-5 

250,000 

75K 

ABT-55 

2,000 

Cl 

AB-6 

250,000 

25K 

ABT-56 

2,500 

Cl 

AB-7 

350,000 

70K 

ABT-57 

3,000 

Cl 

AB-8 

.5 megs. 

Cl 

AB-59 

4,000 

Cl 

AB-9 

.5 megs. 

C2 

AB-60 

5,000 

Cl 

.AB-10 

.5 megs. 

C4 

AB-58 

5,000 

C2 

AB-11 

.5 megs. 

C5 

AB-61 

5,000 

C5 

AB-12 

.5 megs. 

C7 

AB-617 

6,500 

Cl 

AB-13 

.5 megs. 

250K 

ABT-65 

10,000 

Cl 

AB-14 

.5 megs. 

lOOK 

ABT-66 

10,000 

C2 

AB-15 

.5 megs. 

150K 

ABT-67 

10,000 

C4 

AB-18 

.5 megs. 

50K 

ABT-63 

10,000 

C5 

AB-17 

.5 megs. 

250K 

ABT-64 

10,000 

C6 

AB-16 

.5 megs. 

50K 

ABT.62 

15,000 

C5 

AB-19 

1 meg. 

Cl 

AB-69 

15,000 

C6 

AB-20 

1 meg. 

C2 

AB-70 

20,000 

Cl 

AB-22 

1 meg. 

C4 

AB-744 

20,000 

C5 

AB-23 

1 meg. 

C5 

AB-68 

20,000 

C6 

AB-24 

1 meg. 

C7 

AB-697 

25,000 

Cl 

AB-26 

1 meg. 

500K 

ABT-71 

25,000 

C4 

AB-29 

1 meg. 

200K 

ABT-72 

25,000 

C5 

AB-27 

1 meg. 

300K 

ABT-73 

25,000 

C6 

AB-28 

1 meg. 

500K 

ABT-74 

50,000 

Cl 

AB-31 

1 meg. 

lOOK 

ABT-7417 

50,000 

C2 

AB-32 

2 megs. 

Cl 

AB-75 

50,000 

C5 

AB-34 

2 megs. 

C2 

AB-76 

50,000 

25K 

ABT-33 

2 megs. 

C5 

AB-77 

75,000 

Cl 

AB-35 

2 megs. 

1 meg. ABT-78 

75,000 

C5 

AB.36 

2 megs. 

400K 

ABT-79 

100,000 

Cl 

AB-40 

2 megs. 

600K 

ABT-80 

100,000 

C2 

AB-41 

2 megs. 

200K 

ABT-81 

100,000 

50K 

ABT-39 

2 megs. 

1 meg. ABT-82 

150,000 

C2 

AB-44 

2.5 megs. 

Cl 

AB-83 

200,000 

Cl 

AB-46 

3 megs. 

Cl 

AB-84 

200,000 

lOOK 

ABT-47 

3 megs. 

C2 

AB-85 

250,000 

Cl 

AB-50 

4 megs. 

Cl 

AB-86 

250,000 

C2 

AB-51 

5 megs. 

Cl 

AB-87 

250,000 

C5 

AB-52 

7 megs. 

C7 

AB-89 

250,000 

125K 

ABT-53 

10 megs. 

Cl 

AB-98 

AB 

60 and AB 70. 

.List 

Price 

$ 0.95 

All 

other AB 

units. 

.List 

Price 

$1.10 

All 

ABT units 



Price 

$1.70 


DUAL TAPPED AB ADASHAFTS 


Ohms. Max. Cat. Na. Taps — Ohms Ohms. Max. Cat. No. Taps — Ohms 
250,000 ABT-155 50l< and 125K 1 meg. ABT-165 200l< and 500K 

250,000 ABT-156 41 i< and S2K 1.5 megs. ABT-167 2501< and 500l< 

500,000 ABT-159 82l< and 165l< 2 megs. ABT-174 250l< and 500K 

500,000 ABT-160 100K and 2501< 2 megs. ABT-175 400K and 1 meg. 

1 meg. ABT-164 165K and 330K 2.5 megs. ABT-176 300l< and 625l< 

LIST PRICE ON ALL ABOVE ITEMS...$1.70 EA. 

FASTATCHt SWITCHES 

TYPE KB—For field attachment to plain Type B and AB controls bear¬ 
ing blue and white label. Easiest switch on the market to install. Rated 
5 amps. 125 V.A.C., underwriters approved. Packaged I per carton. 
Type Cat. No. List Price 

SPST KB-1 $0.50 

DPST KB-2 .60 

SPOT KB-3 .75 


■fTrade Mark 


Copyright by U, C. P»» Inc, 


TRADE DISCOUNT APPLIES TO LIST PRICES ONLY 
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CONTROLS (ContW 


ADASHAFT SHAFTS—COUPLERS—SHAFT EXTENSIONS 



Cat. No. Description List Price 


AK-1 Fingertip Knurl and Screwdriver slot %" long from 

bushing . $0,15 

AK-2 1-9/16" long from bushing with .078" wide slot.20 

AK-3 Universal fluted mill full lengthy 3" long from 

bushing .15 

AK-4 Split Knurl Shaft long from bushing.25 

AK-5 3" from bushing Auto Type with Guide Funnel.55 

AK-6 6" from bushing Auto Type with Guide Funnel.65 

AK-8 3/16" Diameter full rounds 2V8" long from bushing .30 
AK-10 10" long from bushing with flat mill .216"x4-5/l6" .30 

AK-16 Coupler adaptable to %" and %" or and 

3/16" shafts . 40 

AK-18 Coupler Insulating Auto Type.30 

AK-19 Insulating Nylon^ 2-1/16" long from bushing.55 

AK-21 Shaft Extension 4" long, diam., .218" flat.40 

AK-22 Shaft Extension 4" long, 14 " diam., .154" flat.40 

AK-23 Shaft Extension 4" long, 3/16" diam., .172 flat.40 


MODEL "BB" TWIN RADIOHMS® 

Twins consist of two tandem mounted 
Model B 15/16" diameter Radiohms 
operated by a single shaft. Specifi¬ 
cations same as Model B Blue Shaft Radiohm. Switch types are 
not available. Shaft 3" from %" long bushing, universal fluted 
mill full length. Packaged 1 per carton. 

FRONT SECTION REAR SECTION 


Ohms Max. 


Ohms Max. 


CRL 

Resistance 

Taper 

Resistance 

Taper 

Cat. No. 

10,000 

Cl 

25,000 

Cl 

BB-iOOl 

10.000 

Cl 

50,000 

Cl 

BB-IOII 

10,000 

C2 

50,000 

Cl 

6B-I0I 

10,000 

C4 

25,000 

C3 

BB-lOO 

50,000 

Cl 

50,000 

Cl 

BB-1051 

50,000 

C3 

50,000 

C3 

BB-105 

100,000 

Cl 

100,000 

Cl 

BB.I02I 

100,000 

C2 

100,000 

C2 

BB-102 

250,000 

Cl 

250,000 

Cl 

BB-I03I 

250,000 

C2 

250,000 

C2 

BB-103 

500.000 

Cl 

500,000 

Cl 

BB-i04l 

500,000 

C2 

500,000 

C2 

BB-104 

1 meg. 

Cl 

1 meg. 

Cl 

BB-I08 

1 meg. 

C2 

1 meg. 

C2 

BB-107 

2 megs. 

Cl 

2 megs. 

Cl 

BB-IIO 

5 megs. 

Cl 

List Price. 

5 megs. 

Cl 

,.$2.50 ea. 

BB-II2 


MODEL "SYP" FOUR WATT WIREWOUND 
LINEAR TAPER 

1-25/32" diam., 31/32'* deep. Not available in switch ty»^''' 


List Price 

SVP-982 to SVP-990-—%" fingertip knurl and slot shaft...$2.25 

SVP-991 to SVP-996— 2^$" full length split knurl shaft.. 2.35 

SVP-997 to SVP-999—3" full length mill shaft-..2.25 

Ohms Cat. No. Cat. No. Cat. No. 

Resistance s/a" Shaft Sp, Knurl 3" Shaft 

25 SVP-982 - - 

100 SVP-983 - - 

200 SYP-984 - SVP-997 


400 - SVP-991 - 

500 SVP-985 - - 

600 - SVP-992 - 

750 SVP-986 - - 

1000 - SVP-993 - 

1500 - SVP-994 - 

2000 - - SVP-998 

2200 SVP-987 - - 

2500 SVP-998 - - 

5000 S VP-989 - SVP-999 

7500 SVP-990 - - 

10000 — S VP-995 - 

20000 - SVP-996 - 



HANDY PLASTI-PAKS 

12 UNITS — MODELS B AND BSK IN PLASTIC BOXES 

Popular 1/2 and 1 Meg. Audio taper Model B Blue shaft controls 
furnished in plastic kits of 12 controls each. The hinged lid kit 
is 814“ X 414“ X 114“ deep. The following ten assortments are 
available. 

Cat. No. Description List Price 

BP-1 PAK-12 Cat. No. B-60 plain controls, V 2 Megohm, 

C2 Audio taper .$12.00 

BP-2 PAK-12 Cat. No. B-70 plain controls, 1 Megohm, 

C2 Audio taper . 12.00 

BP-3 PAK-12 Cat. No. B-60-S switch type controls, 1^ 

Megohm, C2 Audio taper. 18.00 

BP-4 PAK-12 Cat. No. B-70-S switch type controls, 1 

Megohm, C2 Audio taper. 18.00 

BP-5 PAK-12 Cat. No. BSK-60 plain controls, 14 Meg¬ 
ohm, C2 Audio taper with split knurl shafts. 13.20 

BP-6 PAK-12 Cat. No. BSK-70 plain controls, 1 Megohm, 

C2 Audio taper with split knurl shafts. 13.20 

BP-7 PAK-12 Cat. No. BSK-60-S switch type controls, 14 

Megohm, C2 Audio taper with split knurl shafts...... 19.20 

BP-8 PAK-12 Cat. No. BSK-70-S switch type controls, 1 

Megohm, C2 Audio taper with split knurl shafts. 19.20 

BP-9 PAK-2 Cat. No. B-60 plain, 14 Megohm—C2; 5 Cat. 

No. B-60-S switch, 14 Megohm—C2. 16.00 

2 Cat. No. B-70 plain, 1 Megohm—C2; 

3 Cat. No. B-70-S switch, 1 Megohm—C2 
BP-10 PAK-2 Cat. No. BSK-60 plain, 14 Megohm—C2; 5 

Cat. No. BSK-60-S switch, 14 Megohm—C2. 17.20 

2 Cat. No. BSK-70 plain, 1 Megohm—C2; 

3 Cat. No. BSK-70-S switch, 1 Megohm—C2. 

All with split knurl shafts. 


B-A AND B-B METAL CABINET 
KITS OF 22 CONTROLS 



Two assortments of popular Model B 
Blue Shaft Controls are furnished in 
handy, useful cabinets at no price pre¬ 
mium. The B-A Kit contains values you 
use every day. Half and one Megohm, 
audio taper units only. The B-B Kit con¬ 
tains fifteen different types . , , the 


fifteen controls most often used in radio and television service. 


The kits contain no slow movers. 


KIT DEAL B-A 

22 Controls—^Values You Use Every Day 


PLAIN TYPE I SWITCH TYPE 



Cat. 

Ohms 



Cat. 

Ohms 


Quan. 

No. 

Resist. 

Taper 

Quan. 

No. 

Resist. 

Taper 

3 

B-60 

'4 meg. 

C2 

5 

B-60-S 

'4 meg. 

C2 

2 

B-70 

1 meg. 

C2 

3 

B-70-S 

1 meg. 

C2 

2 

BSK-60 

'4 meg. 

C2 

3 

BSK-60-S 

'4 meg. 

C2 

2 

BSK-70 

1 meg. 

C2 

2 

BSK-70-S 

1 meg. 

C2 


Plus 

one metal 

cabinet. 


.List Price 

$29.40 



KIT DEAL B-B 

22 Controls—15 Types Most Used in Radio and TV 


PLAIN TYPE 



Cat. 

Ohms 


Quan. 

No. 

Resist. 

Taper 

1 

B.5 

1,000 

Cl 

1 

B-IO 

5,000 

Cl 

1 

B-26 

25,000 

Cl 

2 

B-3i 

50,000 

Cl 

2 

B-40 

100,000 

Cl 

1 

B-59 

500,000 

Cl 

2 

B-69 

1 meg. 

Cl 

1 

B-75 

2 megs. 

Cl 

2 

B.83 

2.5 megs. 

Cl 

1 

B-84 

3 megs. 

Cl 

1 

B-87 

5 megs. 

Cl 


Plus 

one metal cabinet.. 


SWITCH TYPE 


Quan. 

Cat. 

No. 

Ohms 

Resist. 

Taper 

3 

B-60-S 

'4 meg. 

C2 

1 

BSK-60-S 

*4 meg. 

C2 

2 

B-70-S 

1 meg. 

C2 

1 

BT-80-S 

2 megs.- 
T-600K 

CI3 


“FASTATCH”t SWITCHES 
I KB-1 SPST 

I KB-2 DPST 

I KB-3 SPDT 

.List Price $32.55 
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SAFEST FOR SERVICING 
FIRST IN COMPONENTS RESEARCH 


Centralab 


MODEL "A" 1 WATT PATENTED NON-RUBBING 
CONTACT CONTROLS 

Wall type resistor element provides 
U j one-third longer effective resistor 

I length assuring low noise level, closer 

taper tolerance, double load carrying 
JJ'' ability. Patented non-rubbing contact 

eliminates all friction between resistance element and contacting 
member assuring accuracy ... the resistance strip CAN’T wear 
out. 


CONTROLS (Cont’d) 

NON-RUBBING THE C0HI>ENTI30L t 



The COMPENTROL is a volume control 
and special Printed Electronic Circuit 
network designed to better reproduce 
the apparent bass and treble response 
of amplifiers, radio, and television sets 


Ohms Max. 
Resistance 

Taper 

Cat. No. 

Ohms Max. 
Resistance 

Taper 

Cat. No. 

500 

Cl 

A-100 

500,000 

Cl 

A-128 

1,000 

Cl 

A-101 

500,000 

C2 

A-130 

2,000 

Cl 

A-102 

1 meg. 

Cl 

A-232 

5,000 

Cl 

A-105 

1 meg. 

C2 

A-132 

10,000 

Cl 

A-108 

2 megs. 

Cl 

A-233 

25,000 

Cl 

A-115 

2 megs. 

C2 

A-133 

50,000 

Cl 

A-118 

3 megs. 

Cl 

A-234 

50,000 

C2 

A-119 

3 megs. 

C2 

A-134 

100,000 

Cl 

A-122 

5 megs. 

Cl 

A-249 

100,000 

C2 

A-123 

5 megs. 

C2 

A-149 

250,000 

Cl 

A-227 j 

10 megs. 

Cl 

A-250 

250,000 

C2 

A-127 

10 megs. 

C2 

A-150 


List 

Price. 

.$1.75 

ea. 



SWITCHES FOR MODEL "A" AND "V" CONTROLS 

Attachable switch “covers" are rated 
3 amps. 125 V.A.C. 


when volume is at low 

level. For use 

in radio sets (5 or more 

tube AC or DC), audio 

amplifiers, or 

phono combinations. 

Resistance 

Type 

Cat. No. 

V 2 meg. 

Plain Type 

Cl-60 

V 2 meg. 

Switch Type 

C1-60-S 

1 meg. 

Plain Type 

Cl-70 

1 meg. 

Switch Type 

C1-70-S 

User Net Price—Plain. 

.$2.50 ea. 

Switch.$3.00 ea. 

MODEL ' 

■SVT" CENTER TAPPED 

WIREWOUND RADIOHMS® 

Tapped at 50% rotatior 

\—otherwise similar electrically to Model 

"V” Wirewound Linear Taper. Furnished with %" fingertip knurl 

and screwdriver slot shaft. Units are 1 

not adaptable to switches. 

Ohms Resistance 

Tap Resistance 

Cat. No. 

20 

10 

SVT-901 

30 

15 

SVT-902 

40 

20 

SVT-903 

50 

25 

SVT-904 



List Prices.$2.45 ea. 

SERIES MX CONTROLS — DELTA T TYPE 


TYPE 

CAT. NO. 

LIST PRICE 

For use in 

equipment where it may be necessary to maintain an 

SPST 

K-10 

$0.60 

impedance 

match. Not adapted for switches. Rating, 1 watt. 

SPOT 

K-11 

.75 

Shaft, 1% 

" long from end of %" bushing. Diameter, 1-7/16" 

DPST 

K-12 

.75 

X 1-1/16" 

depth. Packaged singly. 


MODEL "V" AND "YK" WIREWOUND RADIOHMS® 

3 WATT LINEAR TAPER 

Model “V" smooth action wirewound controls are regularly fur¬ 
nished without switches. Attachable switches are available, as 
listed above 1-7/16" diameter, 9/16" depth behind mounting 
surface. Shafts: “V”—3" fluted mill; “VK"—%" fingertip knurl 
and slot. “VK" series not adaptable to switch type. 


Resistance Ohms 
50 
200 
500 
600 


Cat. No. 
MX-146 
MX-147 
MX-148 
MX-149 


Ohms 

Cat. No. 

Cat. No. 

Ohms 

Cat. No. 

Cat. No. 

Resistance 

"V" 

“VK" 

Resistance 

"V" 

"VK" 

2 

V-100 

— 

200 

V-123 

VK-123 

4 

V-102 

— 

300 

V-125 

VK-125 

6 

V-104 

— 

400 

V-126 

VK-126 

8 

V-106 

— 

500 

V-127 

VK-127 

10 

V.108 

— 

750 

V.128 

— 

15 

V-109 

— 

1000 

V-129 

VK-129 

20 

V-110 

VK-110 

1500 

V-130 

VK-130 

25 

V-111 

VK-111 

2000 

V-131 

VK-131 

30 

V-112 

VK-112 

2500 

V-132 

VK-132 

40 

V-114 

— 

3000 

V-133 

VK-133 

50 

V-116 

VK-116 

4000 

V-134 

VK-134 

60 

V-117 

VK-117 

5000 

V-135 

VK-135 

75 

V-118 

— 

7500 

V-136 

— 

100 

V-121 

VK-121 

10000 

V-137 

VK-137 


List Price. 

.$1.85 

ea. 



List Price.$5.00 ea. 

MODEL BU RADIOHM® 

This tiny control is smaller than a dime, virtually 

# a watch makers' production job. The noise level 
is exceptionally low. In the switch types, the 
switches are built entirely within the unit. %" 
diameter without knob, IZ/ZT* with knob. %" 
total thickness, including knob. Rating, l/lO watt. 


Ohms Max. 
Resistance 

Taper 

Cat. No. 

Plain 

Cat. No. 
with Switch 

500,000 

C2 

616-118 

616-218 

1 meg. 

C2 

616-120 

616-220 

2 megs. 

C2 

616-122 

616-222 

3 megs. 

C2 

616-124 

616-224 

5 megs. 

C2 

616-128 

616-228 

List Price—Plain. 

.$2.50 ea. 

With Switch.., 

.$4.00 


STANDARD RESISTANCE TAPERS 


CUSTOM CONTROLS FOR TV-RADIO REPLACEMENT 

Centralab listing of “ready to use” Customs now contains 
240 units, plus 10 Custom Wire Wound Controls. There is 
NO assembly, NO time wasted building a unit. Factory tested 
and inspected to original manufacturers’ specifications. Ask 
for your copy of CRL TV Control Guide. 



Copyright by £7. C F., Inc, 
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VITREOUS ENAMELED RESISTORS 

Fixed Wire- Wovfid Types 

LECTROHM Resistors are manufactured from the 
highest quality materials obtainable and are rated 
aecoMitig to RTMA standards. They are rugged, 
dependable, accurate—quality components that 
will give long, trouble-free service. Mounting brack¬ 
ets available for 10^ 20 , 50, 80, 100, 160 and 200 
watt units* 










TYPE I'AL—5-WATT 

DIMENSIONS....»A" x x 

TERMINALS....PfQ 

MAXIMUM resistance.10,000 1 

No Mounting Brackets 


Res. 

Max. 

List 

Res. 

Max. 

List 

Ofrihs 

M.A. 

Price 

Ohms 

M.A. 

Pries 

1 

2240 

$0.37 

300 

129 

$0.67 

2 

1580 

.67 

350 

119 

.67 

3 

1290 

.67 

400 

111 

.67 

4 

1110 

.67 

500 

100 

.67 

5 

1000 

.67 

600 

91 

.67 

10 

707 

.67 

700 

84 

.67 

15 

575 

.67 

750 

81 

.67 

20 

500 

.67 

800 

79 

.67 

25 

447 

.67 

900 

74 

.67 

SO 

408 

.67 

1000 

70 

.67 

35 

374 

.67 

1100 

64 

.72 

40 

346 

.67 

1200 

60 

.72 

50 

316 

.67 

1250 

69 

.72 

75 

258 

.67 

1500 

54 

.72 

100 

222 

.67 

1750 

50 

.72 

125 

200 

.67 

2000 

44 

.72 

150 

182 

.67 

2500 

40 

.72 

200 

158 

.67 

3000 

36 

.72 

225 

149 

.67 

4000 

81 

.72 

250 

141 

.67 

5000 

28 

.72 


tYPE PAE. 

—TO-WATT 


DIMENSIONS. 


. 

X -h" X 

1 3 / 4 " 

TERMINALS,.. 



.Pig 

Tail 

MAXIMUM RESISTANCE. 

. .40,000 

ohms 


No Mounting Brackets 



Res. 

Max. 

Ll^t 

Res. 

Max. 

List 

Ohms 

M.A. 

Price 

Ohms 

M.A. 

Price 

1 

3150 

$0.75 

1500 

79 

$0.80 

2 

2230 

.75 

1750 

74 

.80 

3 

1825 

.75 

2000 

69 

,80 

5 

1415 

.75 

2250 

64 

.80 

7.5 

1155 

.75 

2500 

61 

.80 

10 

1000 

.75 

3000 

56 

.80 

15 

815 

,75 

3500 

51 

.80 

20 

707 

.75 

4000 

47 

.80 

25 

630 

.75 

4500 

44 

.80 

50 

447 

.75 

6000 

40 

.80 

,75 

365 

.75 

6000 

36 

,92 

100 

315 

.75 

7000 

88 

,92 

150 

258 

.75 

7500 

32 

.92 

200 

223 

.75 

8000 

31 

.92 

250 

200 

.75 

8500 

30 

.92 

300 

182 

*75 , 

10000 

24 

.92 

350 

169 

.75 

12000 

20 

1.03 

4,00 

158 

,75 

12500 

20 

1.03 

500 

141 

.75 

15000 

18 

1.03 

600 

129 

.75 

17500 

17 

1.03 

700 

119 

.75 

18000 

16 

1.03 

750 

115 

.75 

20000 

15 

1.03 

800 

111 

.75 

22500 

15 

1.08 

900 

105 

.75 

25000 

14 

1.08 

1000 

100 

.75 

30000 

8 

1.22 

1200 

91 

.80 

40000 

7 

1.22 

1250 

89 

.86 





LECTROHM 
R* F. PLATE CHOKES 

(1000 Miiliamps.) 



Amateur 

Band Meters 5 
Microhenries S.4 
D. C. Ohms 0.S5 
Lgth. Overall 


20V 40 

10 & 20 20 & 40 80 & 160 
35 95 220 


TYPE 2R- 

DIMENSIONS.. 

TERMINALS. 

MAXIMUM RESISTANC 
MOUNTING BRACKET. 
Res. Max. List 

Ohms M.A. Price 

5 2000 $0.95 

10 1414 .95 

15 1153 .95 

20 1000 .95 

25 894 .95 


20.WATT 

.’/a" X X 2 " 

.Solder Lug 

E.100,000 ohms 

.Centers 


TYPE 4 V 2 M—50.WATT 

DIMENSIONS. 3 / 4 " X V 2 " x ^ 

TERMINALS.Solder I 

MAXIMUM RESISTANCE.. 100,000 ( 

MOUNTING BRACKET.Centers 5 


Res. 

Ohms 

Max. 

M.A. 

List 

Price 

Res. 

Ohms 

Max. 

M.A. 

List 

Price 

5 

4000 

$2.00 

5 OOO 

122 

$2,08 

10 

2730 

2,00 

6000 

112 

2.25 

25 

1730 

2.00 

7500 

100 

2,25 

50 

1220 

2.00 

8000 

98 

2.25 

100 

865 

2,00 

10000 

86 

2,25 


612 

2,00 

15000 

70 

2,45 

545 

2.00 

20000 

61 

2 . 4.5 

500 

387 

2.00 

25000 

55 

2,78 

750 

316 

2.00 

30000 

50 

2,78 

1000 

274 

2.00 

40000 

43 

2.87 

1500 

223 

2.08 

50000 

89 

2.87 

2000 

193 

2.08 

60000 

35 

3.22 

2500 

173 

2.08 

75000 

31 

3.22 

8000 

4000 

158 

137 

2.08 

2.08 

100000 

27 

3,58 



TYPE 6 V 2 K—100-WATT 

DIMENSIONS.......I'/s" X 3 / 4 " X G'A" 

TERMINALS.....Solder Lugs 

MAXIMUM RESISTANCE.100,000 ohms 

MOUNTING BRACKET.Centers 7 V 2 " 


$0.97 

.97 

Res. 

Ohms 

Max. 

M.A, 

List 

Price 

Res. 

Ohms 

Max. 

M.A. 

List 

Price 

.97 

25 

2000 

$2.42 

3000 

180 

$2.53 

.97 

50 

1414 

2.42 

5000 

140 

2.53 

.97 

75 

1155 

2,42 

7500 

115 

2.70 

.97 

100 

1100 

2.42 

10000 

100 

2,70 

.97 

150 

815 

2.42 

15000 

80 

2.97 

,97 

250 

632 

2,42 

20000 

70 

2,97 

1.12 

500 

447 

2.42 

25000 

63 

3.20 

1.12 

750 

365 

2.42 

30000 

58 

3.20 

1.12 

1000 

315 

2.42 

40000 

50 

3.20 

1,12 

1250 

280 

2.53 

50000 

44 

3.37 

1.12 

1500 

250 

2.53 

60000 

41 

3.37 

1,20 

2000 

220 

2.53 

7 5000 

36 

3.58 

1.20 

1 *>0 

2500 

200 

2.53 

100000 

31 

3.58 


TYPE 8 V 2 K—160-WATT 


DIMENSIONS. 

TERMINALS. 

MAXIMUM RESISTANCE. 
MOUNTING BRACKET..., 


X 3/4" X S'/a" 
.. .Solder Lugs 
, .100,000 ohms 
.Centers S'/a" 


Res. 

Ohms 

Max. 

M.A. 

List 

Price 

Res. 

Ohms 

Max. 

M.A. 

List 

Price 

5 

5660 

$4.16 

4500 

185 

$3.04 

10 

4000 

2.98 

5000 

180 

3.04 

25 

2580 

2.98 

7500 

145 

3.30 

50 

1788 

2.98 

I 10000 

125 

3.30 

75 

1460 

2,98 

15000 

105 

3,54 

100 

1260 

2.98 

20000 

90 

3.54 

200 

900 

2,98 

25000 

80 

3.64 

500 

^70 

2.98 

80000 

67 

3.64 

1000 

400 

2.98 

35000 

57 

3.64 

1500 

330 

3.04 

40000 

50 

3.64 

2000 

280 

3.04 

50000 

40 

3.76 

2500 

250 

3.04 

60000 

33 

3.76 

3000 

230 

3.04 

70000 

28 

3,76 

3500 

215 

3.04 

80000 

25 

4,03 

4000 

200 

3.04 

100000 

20 

4.26 


TYPE 

10V2K 

—200-WATT 



TYPE 6 V 2 M—80-WATT 

DIMENSIONS. 3 / 4 ^' X '/a" X B'/a" 

TERMINALS.Solder Lugs 

MAXIMUM RESISTANCE.100,000 ohms 

MOUNTING BRACKET.Centers Vh" 


DIMENSIONS. 

TERMINALS. 

MAXIMUM RESISTANCE. 
MOUNTING BRACKET.... 


' X 3 / 4 /' X I O'/a" 

-Solder Lugs 

.. .100,000 ohms 
..Centers 11'/a" 


Res. 

Ohms 

Max. 

M.A. 

List 

Price 

Res. 

Ohms 

Max. 

M.A. 

List 

Price 

5 

6310 

$4,53 

4500 

210 

$3.30 

10 

4470 

3.22 

5000 

200 

3.30 

25 

2830 

3.22 

7500 

165 

3.53 

50 

2000 

3,22 

10000 

140 

3.53 

75 

1685 

3,22 

15000 

115 

3.77 

100 

1400 

3.22 

20000 

100 

3,77 

250 

900 

3.22 

25000 

90 

3.90 

500 

630 

3.22 

30000 

82- 

3.90 

1000 

450 

3.22 

85000 

71 

3.90 

1500 

365 

8.30 

40000 

62 

3.90 

2000 

315 

3.30 

50000 

50 

4,03 

2500 

280 

3.30 

6OOOO 

42 

4.03 

3000 

260 

3.30 

75000 

33 

4.25 

3500 

240 

3.30 

100000 

25 

4.25 

4000 

225 

3.30 





ALSO AVAILABLE 
Upright cind dxidi ledd 
designs 


IWn Mtstei- mh 
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VITREOUS ENAMELED RESISTORS 



Adjustable 
Wire-Wound Types 

The same high quality and construction 
are used for LECTROHM Adjustable Re¬ 
sistors as are incorporated in LECTROHM 
fixed units. 

These resistors are used for replacing 
voltage dividers in radio receivers, for radio 
transmitter power supply, and for general 
experimental work. 


TYPE 13/4 EY—10-WATT 

DIMENSIONS ... X x 

TERMINALS......Lug Type 

MAXIMUM RESISTANCE.10,000 ohms 

MOUNTING BRACKET.Centers 2 / 4 " 


Res. 

Ohms 

Max. 

M.A. 

List 

Price 

Res. 

Ohms 

Max. 

M.A. 

List 

Price 

1 

3150 

$1.47 

750 

115 

$1.47 

2 

2230 

1.47 

800 

111 

1.47 

3 

1825 

1.47 

1000 

100 

1.47 

6 

1415 

1.47 

1250 

89 

1.53 

7.5 

1155 

1.47 

1500 

79 

1.53 

10 

1000 

1.47 1 

2000 

69 

1.53 

15 

816 

1.47 I 

2250 

64 

1.53 

20 

707 

1.47 

2600 

61 

1.53 

25 

630 

1.47 

3000 

56 

1.53 

50 

447 

1.47 

3500 

51 

1.53 

75 

365 

1.47 

4000 

47 

1.53 

100 

315 

1.47 

4500 

44 

1.53 

160 

258 

1.47 

5000 

40 

1.53 

200 

228 

1.47 

6000 

36 

1.63 

260 

200 

1.47 

7000 

33 

1.63 

800 

182 

1.47 

7500 

32 

1.63 

360 

169 

1.47 

8000 

31 

1.63 

600 

158 

1.47 

8500 

30 

1.63 

600 

141 

1.47 

10000 

24 

1.63 

600 

129 

1.47 





TYPE 2SY—25-WATT 


DIMENSIONS ..A" X x 2" 

TERMINALS.Solder Lug 

MAXIMUM RESISTANCE.25,000 ohms 

MOUNTING BRACKET.Centers 2%" 


Res. 

Ohms 

Max. 

M.A. 

List 

Price 

Res. 

Ohms 

Max. 

M.A. 

List 

Price 

1 

6000 

$1.87 

1000 

158 

$1.87 

3 

2890 

1.87 

1250 

141 

1.88 

5 

2240 

1.87 

1500 

129 

1.88 

10 

1580 

1.87 

2000 

112 

1.88 

15 

1290 

1.87 

2500 

100 

1.88 

25 

1000 

1.87 

3000 

91 

1.88 

50 

707 

1.87 

3500 

84 

1.88 

75 

575 

1.87 

4000 

79 

1.88 

100 

500 

1.87 

5000 

71 

1.88 

150 

400 

1.87 

6000 

64 

2.03 

200 

353 

1.87 

7500 

57 

2.03 

250 

316 

1.87 

10000 

60 

2.03 

300 

288 

1.87 

12000 

44 

2.08 

400 

250 

1.87 

15000 

26 

2.08 

500 

224 

1.87 

20000 

22 

2.08 

750 

182 

1.87 ‘ 

25000 

20 

2.28 


TYPE 4 V 2 MY—BO-WATT 

DIMENSIONS.. X 1 / 2 " x 41 / 2 " 

TERMINALS.Solder Lugs 

MAXIMUM RESISTANCE..100,000 ohms 

MOUNTING BRACKET.Centers S'/a" 


Res. 

Ohms 

Max. 

M.A. 

List 

Price 

Res. 

Ohms 

Max. 

M.A. 

List 

Price 

5 

3160 

$2.37 

3000 

129 

$2.47 

10 

2230 

2.37 

4000 

112 

2.47 

25 

1410 

2.37 

5000 

100 

2.47 

60 

1000 

2.37 

7500 

81 

2.63 

75 

816 

2.37 

10000 

70 

2.63 

100 

707 

2.37 

12000 

64 

2.83 

150 

577 

2.37 

15000 

57 

2.83 

200 

500 

2.37 

20000 

50 

2.83 

250 

447 

2.37 

25000 

44 

3.08 

300 

408 

2.37 

30000 

41 

3.08 

400 

354 

2.37 

40000 

35 

3.08 

500 

816 

2.37 

50000 

20 

3.30 

750' 

258 

2.37 

60000 

18 

3.30 

1000 

224 

2.37 

75000 

17 

3.67 

1500 

182 

2.47 

80000 

16 

3.67 

2000 

158 

2.47 

100000 

14 

3.92 

2500 

141 

2.47 





TYPE 6 V 2 MY-- 8 O-WATT 

DIMENSIONS. W' X 1 / 2 " x 6 I/ 2 " 

TERMINALS.Solder Lugs 

MAXIMUM RESISTANCE.100,000 ohms 

MOUNTING BRACKET.Centers lYz'" 


Res. 

Ohms 

Max. 

M.A. 

List 

Price 

Res. 

Ohms 

Max. 

M.A. 

List 

Price 

10 

2830 

$2.75 

3500 

152 

$2.83 

15 

2310 

2.75 

5000 

126 

2.83 

25 

1790 

2.75 

7500 

103 

3.00 

60 

1265 

2.75 

10000 

89 

3.00 

100 

894 

2.75 

15000 

73 

3.20 

250 

566 

2.75 

20000 

63 

3.20 

300 

517 

2.75 

25000 

57 

3.53 

400 

495 

2.75 

30000 

51 

3.53 

500 

400 

2.75 

1 40000 

44 

3.53 

750 

327 

2.75 

50000 

25 

3.62 

1000 

283 

2.75 

60000 

23 

3.62 

1500 

231 

2.83 

75000 

21 

3.97 

2000 

200 

2.83 

80000 

20 

3.97 

2500 

179 

2.83 

i 100000 

18 

4.33 


ADJUSTABLE LUGS 



Diameter 
of Resistor 

List 

Price 

m r) 

%" 

$0.25 


%" 1 

.25 

Screw-Driver 


.42 

Type 

1V4" 

.42 


TYPE 6 V 2 KY—lOO-WATT 

DIMENSIONS. V/a'' x x 61 / 2 " 

TERMINALS.Solder Lugs 

MAXIMUM RESISTANCE.100,000 ohms 

MOUNTING BRACKET.Centers 7 / 2 " 


Res. 

Ohms 

Max. 

M.A. 

List 

Price 

Res. 

Ohms 

Max. 

M.A. 

List 

Price 

50 

1413 

$3.58 

15000 

81 

$4.12 

100 

1000 

3.58 

20000 

70 

4.12 

600 

447 

3.58 

25000 

63 

437 

1000 

316 

3.58 

30000 

57 

437 

2000 

223 

3.67 

35000 

63 

437 

3000 

182 

3.67 

40000 

60 

437 

4000 

158 

3.67 

50000 

44 

4.53 

6000 

141 

3.67 

75000 

23 

4.75 

7500 

115 

3.67 

100000 

20 

4.95 

10000 

100 

3.87 





TYPE 8 V 2 KY—T60-WATT 

DIMENSIONS. V/a" x x S'/a" 

TERMINALS. Solder Lugs 

MAXIMUM RESISTANCE.100,000 ohms 

MOUNTING BRACKET.Centers 9 / 2 " 


Res. 

Ohms 

Max. 

M.A. 

List 

Price 

Res. 

Ohms 

Max. 

M.A. 

List 

Price 

6 

6660 

$5.33 

10000 

126 

$4.44 

10 

4000 

4.14 

15000 

103 

4.69 

25 

2530 

4.14 

20000 

89 

4,69 

50 

1788 

4.14 

25000 

80 

4.81 

100 

1266 

4.14 

30000 

73 

4,81 

500 

666 

4.14 

40000 

55 

4.81 

1000 

400 

4.14 

50000 

43 

4.94 

2500 

253 

4.19 

75000 

27 

5.17 

5000 

179 

4.19 

100000 

18 

5.44 


TYPE 10V2KY—200-WATT 

DIMENSIONS.I/s'' x x 10 «/ 2 " 

TERMINALS.Solder Lugs 

MAXIMUM RESISTANCE.100,000 ohms 

MOUNTING BRACKET.Centers II/ 2 " 


Res. 

Ohms 

Max. 

M.A. 

List 

Price 

Res. 

Ohms 

Max. 

M.A. 

List 

Price 

50 

2000 

$4.37 

10000 

141 

$4.70 

100 

1414 

4.37 

20000 

100 

4.92 

500 

632 

4.37 

25000 

89 

5.03 

1000 

447 

4.37 

30000 

81 

5.03 

1500 

361 

4.45 

50000 

63 

5.17 

2000 

316 

4.45 

75000 

51 

5.42 

2500 

283 

4.45 

100000 

28 

5.67 

5000 

200 

4.45 





Mounting brackets and one band 
are furnished with all adjustable 
types. 
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ATTENUATORS 


I SHALLCROSS AUDIO ATTENUATORS 



These Shallcross Features Mean 


/ BETTER PERFORMANCE 
/ BIGGER VALUE 


^ Off position attenuation 
well in excess of 100 
db. 

if 25% to 50% fewer sol¬ 
dered joints. 

^ Noise level ratings that 
are factual. (130 db or 
more below zero level). 


if Non-inductive Shallcross 
precision resistors used 
throughout assure flat 
attenuation to and be¬ 
yond 30 kc. 

if Types and sizes engi¬ 
neered for all needs. 
Attenuation accuracies of 
1%, resistor accuracies 
of 0.1%, on special order. 


Shallcross Audio Attenuators are available in either varia¬ 
ble or fixed units, the former often being referred to as a 
“control” and the latter, as a “pad”. 

Controls are available with as few as 5 steps or as many 
as 52 steps with an attenuation as small as 0.1 db per step. 
The total attenuation for a single control does not exceed 
about 125 db since such high attenuation approaches the 
noise level of the switching mechanism. 


The complete story of Shallcross attenuators may be found 
in Shallcross Engineering Bulletin #4, copies of which 
are available on request. Specifications and prices are 
given below for a few of the most popular variable 
attenuators. 


IMPEDANCE: 150, 500, 250/500, 600 ohms, except potentiometers, 

which are 100,000 and 250,000 ohms. 

RESISTORS: All non-inductively wirewound, ±5% tolerance, except 
types preceded with “C”, which are composition selected to ±5%. 
ATTENUATION; Increases for counter-clockwise rotation of knob end 
of shaft. 

FREQUENCY RESPONSE: Flat over entire audio ran^e. 

SWITCH MECHANISM: Multi-leaf wiper arms, collector rings and 
contacts available in tarnish resistant silver alloy or brass. Noise level 
-130 db. 

DETENT: Indexing mechanism available on any unit for $0.75 list. 
Back of panel depth is then increased 
DIALS: $1.50 list each additional. 

KNOBS (VA-16906): $0.60 list each additional. 


120-2A3 Ladder attenuator, 20 steps, 2 db per step, tapered 

$ 9.50 silver on last 3 steps to off. MOUNTING: single hole, 

10.50 brass threaded bushing or two hole, 6-32 screws, 

1%" centers. DIMENSIONS: 1%'" diameter, l^^" 
back of panel depth, CONTACT SPACING: 15*. 


132-1.5B3 Ladder attenuator, 32 steps, 1.5 db per step, tapered 

$16.50 silver on last 3 steps to oflf. MOUNTING: two hole, 6-32 

18.00 brass or 8-32 screws, or 1 ^/ 2 " centers. DIMENSIONS: 

2%" diameter, back of panel depth. CONTACT 

SPACING: 10°. 

430-lCl Bridged T attenuator, 30 steps, I db. per step, 30 db 

$29.00 silver total. MOUNTING: two hole, 6-32 or 8-32 screws, 

27.00 brass or 11 / 2 " centers. DIMENSIONS: 21 / 2 " diameter, 

1%" back of panel depth. CONTACT SPACING: 

430-1.5C3 Bridged T attenuator, 30 steps, 1.5 db per step* 

$29.00 silver tapered on last 5 steps to off. MOUNTING: two hole, 

27.00 brass 6-32 or 8-32 screws, IJ^i" or l-f^" centers. DIMEN¬ 

SIONS: 2^" diameter, 1^*' back of panel depth. 
CONTACT SPACING: 11M°. 

420-2B2 Bridged T attenuator, 20 steps, 2 db per step, attenua- 

$21.50 silver tion linear with off on last step. MOUNTING: two 

hole, 8-32 or 6-32 screws, or 1^/^" centers. 

DIMENSIONS: 2%'' diameter, back of panel 

depth. CONTACT SPACING: 15°. 

C820-2B2 Dual potentiometer, each section 20 steps, 2 db per 

$21.50 silver step, attenuation linear with off on last step. MOUNT¬ 

ING: two hole, 6-32 or 8-32 screws, 1^," or 
centers. DIMENSIONS: 2l^" diameter, 1%" back of 
panel depth. CONTACT SPACING: 15°. 

SHALLCROSS V.U. METER RANGE 
EXTENDING ATTENUATORS 

IMPEDANCE: Available with input impedances of 3900-7100-7500 ohms. 
Output impedance is 3900 ohms to match Weston Type 30B or General 
Electric Type DO 61 V.U. meters. 

TOLERANCE: ±1% except “C” types which are zt5%, 

INSERTION LOSS: Zero. 

DETENT: All units supplied with indexing mechanism; back of panel 
depth includes detent. 

C35-4A4 T attenuator, 0, +4 to +20 V.U., 5 steps, 4 V.U. per 

$16.00 silver step. MOUNTING; single hole, %"-32 threaded bush- 

15.00 brass ing. DIMENSIONS: 1%" diameter, 2-1/16" back of 

panel depth. CONTACT SPACING: 30°. 

C35-4A5 T attenuator, 0, +4 to +16 V.U., and OFF, 5 steps, 

$16.00 silver 4 V.U. per step. MOUNTING: single hole, %"-32 

15.00 brass threaded bushing. DIMENSIONS: 1%" diameter, 

2-1/16" back of panel depth. CONTACT SPACING: 
30°. 

320-2C4 T attenuator, +4 to +44 V.U,, 20 steps, 2 V.U. per 

$31.50 silver step. MOUNTING: two hole, 8-32 screws, 1^" centers. 

DIMENSIONS: 21 / 2 " diameter, 2-1/16" back of panel 
depth. CONTACT SPACING: 15°. 

320-2C5 T attenuator, +4 to +42 V.U. and OFF, 20 steps, 

$31.50 silver 2 V.U. per step. MOUNTING: two hole, 8-32 screws, 

11 / 2 " centers. DIMENSIONS: 21 / 2 " diameter, 2-1/16" 
back of panel depth. CONTACT SPACING: 15°. 

412-2B4 Bridged T attenuator, +4 to +28 V.U., 12 steps, 

$22.50 silver 2 V.U. per step. MOUNTING: two hole, 8-32 screws, 

1%" centers. DIMENSIONS: 2%" diameter, 2-1/16" 
back of panel depth. CONTACT SPACING: 12°. 


C720-2A3 Potentiometer, 20 steps, 2 db per step, tapered on 

$ 9.50 silver last 3 steps to off. MOUNTING: single hole, %"-32 

10.50 brass threaded bushing or two hole, 6-32 screws, 1%" 

centers. DIMENSIONS: 1%" diameter, ,1%" back 
of panel depth. CONTACT SPACING: 15°. 


412-2B5 Bridged T attenuator, +4 to +26 V.U. and OFF, 

$22.50 silver 12 steps, 2 V.U. per step. MOUNTING: two hole, 

8-32 screws, l^/^" centers. DIMENSIONS: 2%" diam¬ 
eter, 2-1/16" back of panel depth. CONTACT SPAC¬ 
ING: 12°. 
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SHALLCROSS MANUFACTURING CO. 

COLLINGDALE, PENNSYLVANIA 


SHALLCROSS AKRA-OHM RESISTORS 


ELECTRICAL 

INSTRUMENTS 

RESISTORS 

VARIABLE 

ATTENUATORS 

SWITCHES 



TYPE 

193 


LIST PRICES—Standard BX Types, +1% Tolerance 


November 23,1950 


RESISTOR PRICE SCHEDULE 


PS-22 


TOL. ±1% 
Resistance to 
and Including 
OHMS 


.099 

.499 

1,000 

5,000 

10,000 

15,000 

30,000 

50,000 

75,000 

100,000 

125,000 

150,000 

200,000 

250,000 

300,000 

400,000 

500,000 

600,000 

700,000 

750,000 

900,000 

1 megohm 
1.5 

2 


Deduct if not BX 


BXllO, BX112, 
BX116, BX160 
Wire Spec. 


BX196, BXlOO 
Wire Spec. 


N 

J-E 

L 

N 

J-E 

L 

N 

J-E 

L 



4.55 



3.90 



3.30 



3.60 



3.00 



2.45 



3.00 



2.40 



2.00 

3.30 

3.45 

4.35 

2.50 

2.70 

3.40 

2.10 

2.20 

3.05 

3.45 

3.65 

4.90 

2.60 

2.85 

3.80 

2.15 

2.25 

3.45 

3.60 

3.70 

5.50 

2.75 

3.05 

4.30 

2.20 

2.30 

3.95 

3.70 

4.00 

6.90 

2.85 

3.20 

5.40 

2.25 

2.55 

4.95 

3.90 

4.35 

8.70 

3.00 

3.40 

6.80 

2.40 

2.60 

6.10 

4.20 

4.90 

10.50 

3.30 

3.75 

8.25 

2.70 

3.10 

6.80 

4.60 

5.15 

12.30 

3.60 

4.30 

9.70 

3.00 

3.45 

7.55 

4.80 

5.60 

13.20 

3.95 

4.65 

10.40 

3.30 

3.95 

8.10 

5.10 

6.10 

14.10 

4.30 

5.15 

11.15 

3,45 

4.35 

8.60 

5.50 

6.60 

15.00 

4.90 

5.70 

11.85 

3.95 

4.80 

9.70 

6.00 

7.05 

16.80 

5.40 

6.40 

13.30 

4.30 

5.30 

10.80 

6.15 

7.15 

16.95 

6.00 

7.00 

1 13.45 

4.45 

5.55 

11.35 

7.00 

8.15 

19.55 

6.60 

7.70 

15.50 

5.05 

6.15 

13.45 

7.85 

9.00 

22.10 

7.45 

8.50 

17.55 

5.85 

6.90 

14.80 

8.50 

9.65 

24.70 

8.05 

9.20 

19.65 

6.30 

7.55 

16.20 

8.95 

10.05 

27.30 

8.60 

9.85 

21.70 

6.75 

8.25 

17.55 

9.45 

10.35 

28.55 

9.20 

10.35 

22.75 

7.35 

8.70 

18.25 

10.10 

11.20 

30.75 

9.75 

10.90 

24.45 

8.05 

9.30 

21.70 

11.20 i 

12.35 

31.60 

10.35 

11.50 

25.15 

8.60 

9.75 

22.40 

13.50 

16.95 

45.40 

12.35 

13.50 

36.20 

10.90 

12.65 


19.55 

21.25 

59.20 

15.80 

17.25 

47.25 

13.20 

15.50 


$0.50 

$0.40 


$0.40 



BX120, BX140. 
BX173, BX183A, BX193| 
Wire Spec. 


SPECIAL TOLERANCE 

Resistors to closer tolerances can be supplied at higher prices. Add to list prices as follows: 
add 5% =fc2/10%, add 15% 

M %, add 10 % 1/10 %, add 25 % 

NOTES 

1. BX impregnated resistors will be furnished unless order specifies "without BX”. 

2. Letters in separate price columns above indicate resistance wire alloy, as follows: 

a. ’'L”—^manganin. c. ^*N”—iron-bearing nichrome. 

b. —^iron-firee nichrome. d. '^’E”—^high resistivity nichrome. 


TYPES BX183A AND BX193—±1% IN COMMON VALUES— IN STOCK 


In addition to the popular standard types 
listed here, Shallcross Akra-Ohm Resistors are 
made in a complete line of standard and special 
designs for precise electronic equipment de¬ 
manding great stability and long life even under 
difficult conditions of temperature and humidity. 

Shallcross achievements include the develop¬ 
ment of really practical hermetically-sealed 


units; BX processed resistors ''tropicalized” 
against moisture and fungus; the use of spun 
glass insulated wire for applications where con¬ 
siderable power must be dissipated; bifilar 
wound resistors, 1000 ohms or less, for exacting 
instrument use; heavy-duty surge resistors; 
accurate heavy-duty power resistors, and vari¬ 
ous others. Write for Shallcross resistor bulletin 
R3-B for complete information. 


ACCURATE FIXED WIRE-WOUND TYPES (JAN R93) PRICES ON REQUEST. 


Shallcross 

Type 

** JAN 

Style 

Wattage 

* Maximum 
Ohms 

Std. 

Terminal 

Mounting 

Dimensions 
Length—^Diam. 

100 

RB21B 

1 

750,000 

#8 screw 

5 amp. fuse clip 

214 " X 

110 

RB22B 

2 

2 Meg. 

#8 screw 

5 amp. fuse clip 


116 

RB14B 

1 

2 Meg. 

Solder lugs 

#6 screw 

X 

140 

RB41B 

0.5 

350,000 

Solder lugs 

jf6 screw 

IM" X 

160 

RB42B 

1 

500,000 

Solder lugs 

/6 screw 

1%" X W 

183^ 

RBllB 

0.5 

300,000 

Solder lugs 

#6 screw 


193 

RB12B 

1 

400,000 

Solder lugs 

#6 screw 

V -a w 

196 

RB13B 

1 

1 Meg. 

Solder lugs 

#6 screw 

X 

1101^ 

RB12A 

0.5 

300,000 

Solder lugs 

#6 screw 

W X K" 

1105^ 

RB14A 

1.5 

400,000 

Solder lugs 

#6 screw 

2" X 

1180^ 

RBllA 

0.25 

300,000 

Solder lugs 

#2 screw 

X 

1196^ 

RB13A 

1, 

1 Meg. 

Solder lugs 

#6 screw 

X y% 


* Based on use of .0014'' diameter nickel chromium wire. Smaller wire sizes "mil ^eatly increase maximum allowable resistance on any form. 
** JAN style refers to Joint Army-Navy Specification R93. Price depends on wire size and specification. 

A Hermetically sealed. Other sizes availedile. 


SEND FOR RESISTOR ENGINEERING CHART FOR COMPLETE DATA 
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SHALLCROSS MANUFACTURING CO. 

COLLINGDALE, PENNSYLVANIA 


SHALLCROSS DECADE RESISTANCE BOXES 


ELECTRICAL 

INSTRUMENTS 

RESISTORS 

VARIABLE 

ATTENUATORS 

SWITCHES 



The large assortment and wide range of field. They are used extensively as laboratory 
resistance available makes the Shallcross line standards, AC and DC Bridge and ratio 
of Resistance Boxes unique in the instrument arms, voltage dividers, etc. 


Accuracy adjustment of Resistors as follows: 

0.1 ohm....., 1% 1. ohm. 0.25% all others. 0,1% 


No. 

No. 

Dials 

Ohm 

Steps 

Ohms 

Total 

Resistance 

Price 

No. 

No. 

Dials 

Ohm 

Steps 

Ohms 

Total 

Resistance 

Price 

543 

1 

0.1 

1 

$22.00 

821 

3 

10 

11,100 

$60.00 

544 

1 

1.0 

10 

22.00 

822 

3 

100 

111,000 

63.00 

545 

1 

10 


22.00 

823 

3 

1,000 

1,110,000 

77.00 

546 

1 


1,000 

22.00 

824 

3 

10,000 

11,100,000 

120.00 

547 

1 



24.00 

825 

4 

1 

11,110 

77.00 

548 

1 


100,000 

26.00 

826 

4 

10 

111,100 

79.00 

549 

1 



36.00 

827 

4 

100 

1,111.000 

92.00 


1 



66.00 

828 

4 

1,000 

11,110,000 

139.00 

817 

3 


11.1 

60.00 

8285 

5 

0.1 

11,111 

94.00 

817A 

4 


111.1 

75.00 

829 

5 

1 

111,110 

101.00 

mm 

5 


1,111.1 

94.00 

830 

5 

10 

1,111,100 

113.00 

818 

3 

0.1 

111 

51.00 

831 

5 

100 

11,111,000 

155.00 

819 

4 

0.1 

1,111 

71.00 

832 

6 

1 

1,111,110 

121.00 


3 

1 

1,110 

56.00 

833 

6 

10 

11.111,100 

169.00 




UNMOUNTED DECADE RESISTANCES 


In response to a demand from en¬ 
gineers, manufacturers and physicists 
who design and construct their own 
electrical measuring instruments, we 
have made the Shallcross Unmounted 
Decade Resistances available. They 
are of the same construction as those 
used in the popular Shallcross Resis¬ 
tance Decades described above anrl 
consist of ten Shallcross Resistors 
mounted on a ceramic instrument 
switch. 


SPECIFICATIONS 


Type 

No. 

Total 

Resistance 

Ohms 

Unit 

Resistance 

Ohms 

Switch 

No. 

Accuracy 

*Price . 

435 

1.0 

.1 

4485-S 

1.0% 

$12.00 

436 

10 

1.0 

4485-B 

0.25% 

13.25 

437 

100 

10 

4485-B 

0.1 

13.25 

438 

1,000 

100 

4485-B 

0.1 

15.00 

439 

10,000 

1,000 

4485.B 

0.1 

16.00 

440 

100,000 

10,000 

4485.B 

0.1 

18.50 

441 

1 Meg. 

100,000 

4485.B 

0.1 

32.50 

442 

10 Meg. 

1 Meg, 

4485-B 

0.1 

60.00 


* Does not include knob or dial. 


MOUNTING: Single Hole Mounting—Panels up to Thick. 
All of the above are available with aluminum dust cover, shield, and iso¬ 
lated shaft at $3.00 additional. 

Knob #1916-1 (illustrated): $0.25 additional and aluminum dial 0-10 
#1522-1 $0.70 additional.___ 


SHALLCROSS AKRA-OHM 
PRECISION RESISTORS 

for "Miniaturization" applications 
UNUSUAL ACCURACY IN SMALL SPACE 

These new Shallcross Akra-Ohm Wire- 
Wound Precision Resistors have been 
designed to meet the needs of mod¬ 
ern, miniature equipment. Standard 
tolerance is 1%. Closer tolerances can 
be furnished on special ,order. 

The units offer unusually high and 
accurate resistance values in small 
space and are light enough to be sus¬ 
pended by their own tinned copper 
leads, or may be secured with mount¬ 
ing screw. 


Type 

Sections 

Size 

Watts 

Each 

Section 

Maximum 
Resistance 
per Section 
Ohms 

Minimum 
Resistance 
per Section 
Ohms 

10 

1 


0.1 

70,000 

1. 

136 

1 


0.15 

150,000 

1. 

137 

2 


0.15 

150,000 

1. 

133 

3 


0.25 

550,000 

1. 

134 

4 


0.25 

375,000 

1. 


Prices on application. 


SHALLCROSS ROTARY 
SELECTOR SWITCHES 

Like Other Shallcross instrument 
components, these Rotary Selector 
Switches are designed to cover a very 
wide field of application in both short¬ 
ing and non-shorting types, and can be 
modified to control a variety of circuits. 
Details on any type for practically any 
application on request. Suffixes B and 
S denote Brass and Silver contacts and contact arms. Write for Speci¬ 
fication Sheet SS-6. 


SPECIFICATIONS 


Poles 

Posi¬ 

tions 

Contact 

Spacing 

Contact 

Plate 

Material 

Type Number 

*List 

Price 

Shorting 

Non-Shorting 

1 

11 

32.7“ 

Steatite 

4605-B 

4610-B 

$ 4.25 

2 

11 

32.7“ 

Steatite 

4620-B 

4615-B 

9.50 

1 

11 

32.7“ 

Steatite 

4605-S 

4610-S 

4.50 

2 

11 

32.7“ 

Steatite 

4620-8 

4615-S 

10.00 

1 

12 

30“ 

Bakelite 

5550-B 

5620-B 

4.95 

1 

12 

30“ 

Bakelite 

5550-S 

5620-S 

5.25 

1 

15 

24° 

Steatite 

5610.B 

4225-B 

5.55 

2 

15 

24“ 

Steatite 

5615.B 

4980-B 

12.50 

1 

15 

24“ 

Steatite 

5610-8 

4225-S 

6.00 

2 

15 

24“ 

Steatite 

5615-8 

4980-S 

13.50 

1 

18 

20“ 

Steatite 

5155-B 

5625-B 

6.50 

1 

18 

20“ 

Steatite 

5155-S 

5625-S 

7.00 

1 

24 

15“ 

Bakelite 

5630-B 

5570-B 

9.50 

1 

24 

15° 

Bakelite 

5630-8 

5570-S 

10.00 

1 

36 

10“ 

Bakelite 


10054-S 

28.00 

1 

40 

8.8“ 

Melamine 

8140-S 


35.00 

1 

60 

6° 

Bakelite 


10061-S 

30.00 


* Does not include knob or dial. 
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ELECTRICAL 

INSTRUi^ENTS 

RESIsVoRS 

VARIABLE 

ATTENUATORS 

SWITCHES 


SHALLCROSS MANUFACTURING CO. 

COLLINGDALE, PENNSYLVANIA 

SHALLCROSS D-C BRIDGES 



No. 638-R 


KELVIN 

WHEATSTONE 

BRIDGE 


No. 630 

WHEATSTONE 

BRIDGE 


Resistance range 0.0001 ohm to 11,11 megohms 


Resistance range from 0.1 ohm to II.1 megohms 



SPECIFICATIONS 


SPECIFICATIONS 


ACCCRACY—0.3% between 1.0 ohm and .1111 megohme. Below and 

above this range—2%. 

Built-in—sensitivity 1 micro-ampere per millimeter 


RHEOSTAT ARM-Four decades~1.0 ohm steps in Wheatstone 
and 1.0 micro-ohm steps in Kelvin ranges. 


RESISTANCE BOX—Binding posts allow using rheostat as Resist¬ 
ance Jdox. 

PUSH BUTTONS Provided for battery and galvanometer circuits. 
CASE—Carrying type with removable cover (not illustrated) and com¬ 
partment for 4)^ volt battery (not supplied) for Wheatstone range 
measurements. ® 

DIMENSIONS—Length width 10height 6^'. 

WEIGHT—^Approx. 9 lbs. Price $260.00. 



No. 637 


KELVIN 

WHEATSTONE 

BRIDGE 


Resistance range 0.001 ohm to 11,1 megohms 

SPECIFICATIONS—Same as No. 638—R except: 

ACCURACY—1.0% between 1.0 ohm and 1.0 megohm: 2.0% above 
1.0 megohm; and 3.0% below 0.1 ohm. 

GALVANOMETER—^Sensitivity 1.0 micro-ampere per millimeter 
division. Built-in. 

RHEOSTAT ARM—Three decades—10 ohm steps in Wheatstone 
and 10 micro-ohm steps in Kelvin ranges, 

CANNOT be used as Resistance Box. 

DIMENSIONS—Length 10", width 9M'\ height 
WEIGHT—Approx. 7 lbs. Price $185.00. 


ACCURACY—1.0% between 10 ohms and 1.0 megohm—2% over 
1 megohm. 

COMPONENT RESISTORS—0.1% accurate except 1 ohm, which 
are 0.25%. 

RHEOSTAT ARM—^Three decades—^variable in 10.0 ohm steps, 
RESISTANCE BOX—Binding posts allow using rheostat as Resist¬ 
ance Box. 

CAM SWITCHES—Provided for battery and galvanometer circuits. 
CASE—Carrying type with removable cover and compartment few 
batteries and leads (not supplied). 

DIMENSIONS—Length 10", width 9%", height 6". 

WEIGHT—Approx. 6*lbs. Price $145.00. 


No. 6100 

FAULT 

LOCATION 

WHEATSTONE 

BRIDGE 


Resistance range 1 ohm to 1.011 megohms 

SPECIFICATIONS 

APPLICATIONS—Measures resistance from 1 ohm to 1 megohm. 
Locates grounds, crosses, opens, and shorts by Murray, Varley, Hilborn, 
or Fisher Loop and Capacitance tests. 

ACCURACY—Overall—±0.1 %-i-0.01 ohm; Ratio resistor's— 
=t0.05%; All others—±0.1%. 

RHEOSTAT ARM—Four decades. 10,110 ohms in 1 ohm steps. Gan 
also he used as a resistance box. 

GALVANOMETER—Rugged Shallcross galvanometer is built-in. 
Sensitivity 1 micro-amp. per mm scale division. 

SWITCHES—Shallcross molded phenolic instrument switches. Pure 
nickel contacts, beryllium copper brushes. 

CASE:—Light weight aluminum carrying-type case with battery 
compartment and removal lid. 

DIMENSIONS—Length 8 width 7^", height 5M'. 

WEIGHT—Approx. 8 lbs. PRICE—$175.00. 



VOLTAGE DIVIDERS (DECADE POTENTIOMETERS) 


No. 

Dials 

Total Resistance 

Price 


Dials 

Total Resistance 

Pried 

835 

4 

10,000 ohms 

$132.00 


3 

1,000 ohms 


836 

4 ■ 

100,000 ohms 

146.00 


3 

10,000 ohms 


837 

4 

1,000 ohms 

126.00 


3 

100,000 ohms i 
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OHMITE RHEOSTATS 

Mi^Porcelain — Yifreous-Cnameled 

"'Tixe design end construction of these sturdy, compact 
Ohmite Rheostats insure permanently smooth, gradual, 
close controL The wire is wound over a porcelain core, 
bonded to porcelain base, and permanently locked in 
place by special Ohmite Vitreous Enamel. Nothing to 
smoke, char, shrink, or shift. Dissipates heat rapidly. 
Insulated shafts and bushings. Copper graphite contacts. 
Ratings are for “free air*' use. Time-proved through 
long trouble-free service in countless installations the 
world over. Underwriters* Laboratories Listed. 



MODEL ‘^H’* 25 Watt 

Diameter 1^"^. Depth behind panel 1%*" 


fStock 


Max. 

List 

Stock 


Max. 

List 

No. 

Ohms 

Mils. 

Price 

No. 

Ohms 

Mils. 

Price 

<0140 

1 

5.000 


0152 

125 

445 

$6.22 

’0141 

2 

3.540 

6.22 

0153 

176 

375 

6.22 

?0142 

3 

2.880 

6.22 

0154 

250 

316 

6.22 

'01^ 

6 

2.040 

6.22 

0165 

350 


6.22 

0144 

8 

1,770 

6.22 

0156 

600 

222 

6.22 

^0145 


1,580 

6.22 

0167 

750 

182 

6.22 

<0146 

15 

1,290 

6.22 

0158 

1.000 

155 

7.03 

’0147 

26 

1,000 

6.22 

0169 

1,500 

129 

7.03 

0148 

86 

845 

6.22 

0160 

2,500 

100 

7.03 

^0149 

60 


6.22 

0161 

3,600 

84 

7.39 


' 76 

576 

6.22 

0162 

5,000 

70 

7.39 


100 

500 

6.22 







MODEL “J 

** 50 Watt 




Diameter 2A 

^ Depth behind panel 1% 

¥ 


iStock 


Max. 

List 

stock 


Max. 

List 

No. 

Ohms 

Blila. 

Price 

No. 

Ohms 

Mils. 

Price 

0308 

0.5 

10,000 

$7.81 

0321 

150 

576 

$7.03 

0309 

1 

7,070 

7.81 

0322 

225 

470 

7.03 

^310 

2 

5,000 

^ 7.81 

0323 

300 

408 

7.03 

0811 

4 

3,530 

7.03 

0324 

500 

316 

7.03 

0312 

6 

2.880> 

7.03 

0325 

800 

260 

7.39 

'0313 

6 

■ niti 

7.03 

0326 

1,000 

224 

7.39 

0314 

12 


7.03 

0327 

1,600 

176 

7.39 

0316 

16 

1,760 

7.03 

0328 

2,500 

141 

7.39 

<0316 

22 

1,500 

7.03 

0329 

3,500 

119 

7.81 

0317 

85 

1,190 

"^.03 


6,000 

100 

7.81 

0318 

60 


7.03 

0331 

8,000 

79 

7.81 

0810 

80 

790 

7.03 

0332 


70 

7.81 

0320 

125 

630 

7.03 






MODEL ‘1C” 100 Watt 

Diameter Depth behind panel 


Stock 


Max. 

List 

stock 


Max* 

List 

No. 

Ohms 

Mils. 

Price 

No. 

Ohms 

Mils. 

Price 

Ezzn 


14,100 


0452 

200 

707 


0441 

1 


■•Mm 

0453 

800 

676 


0442 

2 


mtSSm 

0454 


500 

10.95 

0443 

8 

6,750 , 

11.70 

0455 

500 

447 

HEEEl 

0444 

6 

4,470 ^ 

11.70 

0456 

750 

865 


0445 

7.5 

8,650 

10.95 

. 0457 

1,000 

816 

11.70 

0446 

10 

8,160 

10.95 

0458 

VITTiTmi 

268 

11.70 

0447 

16 


10.95 

0459 

2,000 

224 

11.70 

0448 

26 


10.95 

mmm 

2,500 

200 

11.70 

0449 

50 


10.95 

0461 


141 

IzM 


76 

1,160 

10.95 

0462 

7,500 

115 

13.28 

0451 

100 



0463 

10,000 

100 

14.03 




” 150 Watt 





Diameter 4\ Depth behind panel 2^, 



Stock 


Max. 

List 

Stock 


Max. 

List 

No. 

Ohms 

Mils. 

Price 

No. 

Ohms 

Mils. 

Price 

0524 

0.5 

17,300 

$14.83 

0587 

160 

1,000 

$14.03 

0525 

1 

12,300 

14.83 

0538 

200 

865 

14.03 

052$ 

2 

8,650 

14.83 

0539 

250 

776 

14.03 

0527 

8 


14.83 

0540 

850 

666 

14.03 

0528 

5 


14.83 

0541 

500 

548 

14.03 

0529 

7.5 

4,470 

14.83 

0542 

750 

447 

14.83 

0530 

10 


14.03 

0543 

1,250 

846 

14.83 

0531 

15 

8,163 

14.03 

0544 


288 

15.61 

0532 

25 

2,450 


0545 

2,260 

259 

15.61, 

0533 

85 





224 

15.61 

0534 

60 

1,785 

BjnfixV 

0547 


182 

16.36 

0535 

75 

1.415 


0548 

7,600 

141 

17.17 

0686 

100 

1,225 




122 

18.72 


NON-SHORTING TYPE ROTARY 
POWER TAP SWITCH 


flWl 


'WilV 


Single-pole, multi-position switch 
with all-ceramic insulation, silver- 
to-silver contacts and “slow-break** 
action designed especially for al¬ 
ternating current. Switch shaft is 
electrically “dead”. A.C. rating 10 
amps., 150 volts. Diameter IV 4 " 
—Depth behind panel 1%"— 
Shaft diameter — Recom¬ 
mended knob, stock number 4500 
(round t 3 rpe) or 4516 (bar t 3 rpe). 




MODEL “N” 300 Watt 

Diameter 6*. Depth behind panel 2%**. 


Stock 


Max. 

List 

Stock 


Max. 

List 

No. 

Ohms 

Mils. 

Price 

No. 

Ohms 

Mil9. 

Price 

0650 

1 

17^820 

$21.06 

0661 


1,730 


06^1 

2 

12,240 

21.06 

0662 

150 

1.410 


0652 

8 

■ tiRiHIiM 

21.06 

0663 

200 

1,220 

21.06 

0553 

4 

8,660 

21.06 

0664 


anr^ 

21.06 

0654 

5 

7,760 

21.06 

0665 

400 

866 

21.06 

0655 

7.5 

6,820 

21.06 

0666 

700 

656 

21.06 

0656 

10 

6,480 

21.06 

0667 


678 

21.06 

0657 


4,470 

21.06 

0668 

1,200 


21.06 

0658 

26 

8,460 

21.06 

0669 

wmm 

447 

21.06 

0659 

50 

2,450 

znnr 

0670 


mma 

21.06 


76 


21.06 

0671 

2,500 


21.06 


Number | 
of Taps I 

Total 

Rotation 1 

Stock 

Number 

] List Price 

1 Less Knob 

11 

300® 

111-11 

$4.67 

10 

270® 

111-10 

4.53 

9 

240® 

111- 9 

4.53 

8 

210® 

111-- 8 

4.36 

7 

180® 

111- 7 

4.36 

8 

150® 

111- 6 

4.19 

8 

120® 

111- 5 

4.19 

4 

90® 

111- 4 

4.06 

8 

60® 

111- 3 

4.06 

8 

80® 

111- 2 

4.06 


OTHER OHMITE RHEOSTATS 

Ohmite Rheostats are also available in Model G, 75 
Watt; Model P, 225 Watt; Model R, 500 Watt; Model % 
750 Watt; and Model U, 1,000 Watt units, in many re* 
sistance values. Special Rheostats with tapered windings^ 
etc., can be supplied; also Special Rheostats for Model 
Train ControL Cages and other accessories also available. 


For more complete information on OHMITE PRODUCTS, ask for Ohmite Stock Cataloi^ 

Radioes Master — ISth Edition Copyright by U, C* P., Inc, 
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RHEOSTATS 


RESISTORS 


TAP S W I T G H E S 


OHMITE DIVIDOHM RESISTORS 


OHMITE FIXED RESISTORS 



Ail-Poreelain 

Vitreous-Enameled 



You can adjust the resistance or secure odd resistance values 
quickly with these Dividohms; easily put on more taps where 
needed. Ideal voltage dividers. With one adjustable lug and with 
mounting brackets. 


Extra-sturdy, wire-wound, all-porcelain resistors with the perma¬ 
nent protection of Ohmite Vitreous Enamel. Widely used for 
heavy duty applications to assure continuous trouble-free service. 
With moMTiting brackets. 


10 WATTS 

Core Sige IH*' '*■ Moiinting Ceagten 


Adjustable Res. 


Adjustable Res. 


Res. 

Max. 

Stock 

Res. 

Max. 

Stock 

Ohms 

Mils. 

No. 

Ohms 

Mils 

No. 

1 

3,150 

1001 

750 

115 

1021 

2 

2,235 

1002 

■EI13 

111 

1022 

3 

1,825 

1003 

^Rutna 

mEm 

1023 

5 

1,415 

1004 

1,250 

89 

1024 

7.5 1,155 

1005 

1,500 

79 

1025 

10 

mJmm 

1006 

»xiitna 

69 

1026 

15 

816 

1007 

2,250 

64 

1027 

20 

707 

1008 

2,600 

63 

1028 

26 

632 

1009 


56 

1029 

50 

447 



51 


76 

365 

1011 


47 

1031 

100 

316 

1012 

4,500 

45 

1032 

150 

258 

1013 


43 

1033 

200 

223 

1014 


38 

1034 

250 

200 

1015 


34 

1035 

300 

182 

1016 

7,600 

33 

1036 

350 

169 

1017 

»:nnita 

31 

1037 

400 

158 

1018 

8,500 

29 

1038 

600 

141 

1019 


28 

1039 

600 

129 

1020 


26 

1040 

List Price, 1 thm 1000 ohms.. 


..$1.47 

List Price, 1,250 thru 5,000 ohms...., 

.. 1.53 

List Price, 6,000 thru 10,000 ohms... 

.. 1.63< 


Core8i»e2*x5^ 


26 WATTS 

Mounting Centers 2^ * 


Res. 

Ohms 

Max. 

Mils. 

Fixed Resist. 

Adj. Resist. 

EQHuSSSI 

Stock 

No. 

list 

Price 

1 

6,000 

0200J S0.97 

0360 

ITs? 

2 

3,535 

0200K 

.97 

0360B 

1.87 

3 

2,885 

0200L 

,97 

0361 

1.87 

5 

2,235 

020QA 

,97 

0362 

1.87 

7.6 

1,825 



0362B 

1.87 

10 

1,680 

0200B 

.97 

0363 

1.87 

15 

1.290 

0200R 

.97 

0364 

1.87 

20 

1,117 



0364B 

1.87 

25 

1,000 

02000 

.97 

0366^^ 

1.87 

50 

707 

02OOD 

.97 

0366 

1.87- 

75 

577 

0200E 

.97 

0367 

1.87 

100 

500 

0200F 

.97 

0368 

1.87 

150 

408 

0200G 

.97 

0369 

1.87 

200 

353 

0200H 

.97 

0370 

1.87 

250 

316 

0201 

.97 

0371 

1.87 

300 

288 



0371B 

1.87 

400 

250 



0371C 

1.87 

500 

223 

0202 

.97 

0372 

1.87 

760 

182 

0203 

.97 

0373 

1.87 

800 

176 

0204 

.97 

0374 

1.87 


1.000 

1.250 

1.500 
2.000 
2^50 

2.500 

а. 000 

3.500 
4.000 

4.500 

5,000 

б, 000 
7.000 
7.200 
7.600 
8.000 
9,000 
10,000 
12.000 
mvpo 

20.000 

26,000 

40.000 

50.000 

tOO.000 


158 0205 

141 

129 0206 

111 0207 

105 

100 0208 
91 0209 

84 0210 

79 0211 

74 

70 0212 

64 0213 

60 
59 

57 0214 1.14 

55 
52 

50 0215 


.97 

1.03 

1.03 

1.03 

1.03 

1.03 

1.03 


1.03 

1.14 


0375 

0375B 

0376 

0377 ' 

G377B 

0378 

0379 

0380 

0381 

0381B 

0382 

0383 

0383B 


42 0216 

34 0217 

26 0218 
21 0219 

14 0222 

12 0224 

7 0229 


ia4 

1.19 

1.19 

1.19 

1.36 

1.36 

1.56 

2.U 


0384 

03S4B 

0384C 

0385 

0386 

0387 


1.87 

1.88 
1.88 
1.88 
1.88 
1.88 
1.88 
1.88 
1.88 
1.88 

1 . 88 ] 

2.03 

2.03 

2.03 

2.03 

2.03 

2.03 

2.03 

2.08 

2^08 

2.08 

2JS8 


Gore 4*xl4' 


50 WATTO 

Mounting Centers 4^' 


Fixed Resist. 


Adj. Resist. 


Res. 

Ohms 

Max. 

Mils. 

Stock 

No. 

List 

Price 

Stock 

No. 

List 

Price 

5 

3,160 

0400A $1.63 

0560 

$2.37 

10 

2,235 

0400B 

1.63 

0561 

2.37 

25 

1,414 

0400C 

1.63 

0562 

2.37 

50 

1,000 

0400D 

1.63 

0563 

2.37 

75 

816 

0400E 

1.63 

0564 

2.37 

100 

707 

0400F 

1.63 

0565 

2.37 

150 

577 

0400G 

1.63 

0566 

2.37 

200 

500 

0400H 

1.63 

0567 

2.37 

250 

447 

0401 

1.63 

0568 

2,37 

300 

408 



0568B 

2.37 

400 

353 



0568C 

2.37 

1 500 

316 

0402 

1.63 

0569 

2.37 

750 

258 

0403 

1.63 

0570 

2.37 

1,000 

223 

0405 

1.63 

0572 

2.37 

1,250 

200 



0572B 

2.47 

1,600 

182 

0406 

1.75 

0573 

2.47 

2,000 

158 

0407 

1.75 

0574 

2.47 

2,500 

141 

0408 

1.75 

0575 

2.47 

3,000 

129 

0409 

1.75 

0576 

2.47 

1 3,500 

119 



0576B 

2.47 

4,000 

111 

0410 

1.75 

0577 

2.47 

4,500 

105 



0577B 

2.47 

5,000 

100 

0411 

1.75 

0578 

2.47 

6,000 

91 



0578B 

2.63 

7.000 

84 



0578C 

2.63 

7,500 

81 

0412 

1.92 

0579 

2.63 

8,000 

79 

0413 

1.92 

0580 

2.63 

9,000 

74 



0580B 

2.63 

10,000 

70 

0414 

l.$2 

0581 

2.63 

12,000 

64 

0415 

2.08 

0582 

2.83 

15,000 

57 

0416 

2.08 

0583 

2.83 

20,000 

48 

0417 

2.08 

0584 

2.83 

25.000 

41 

0418 

2.33 

0585 

3.08 

30,000 

36 



0586 

3.08 

35,000. 

32 

0419 

2,33 



40,000 

28 



0587 

3.08 

hO.OOO 

23 

0420 

2.58 

0588 

3.30 

60,000 

19 



0589 

3.30 

76.000 

16 

0421 

2.92 



^.000 

15 



0590 

3.67 

100,000 

12 

0422 

3.20 

0591 

3.92 


75 WATTS 

Core Sise 6' x _Mounting Centers ' 


1 Adjustable Res. 

Adjustable Res. 

Res. 

Max. 

Stock 

Res. 

Max. 

Stock 

Ohms 

Mils. 

No. 

Ohms 

Mils 

No. 

5 

3,870 

0769 

5,000 

122 

0783 

10 

2,735 

0770 

6,000 

111 

0783B 

15 

2,236 

0771 

7,000 

103 

0783C 

25 

1,732 

0772 

7,500 

100 

0784 

50 

1,224 

0773 

8,000 

96 

0784B 

100 

866 

0774 

9,000 

91 

0784C 

200 

612 

0774B 

10,000 

86 

0785 

250 

547 

0776 

12,000 

79 

0785B 

300 

500 

0776B 

15,000 

70 

0786 

400 

433 

0775C 

20,000 

61 

0787 

500 

387 

0776 

25,000 

49 

0788 

750 

316 

0777 

30,000 

42 

0789 

1,000 

273 

0778 

35,000 

36 

0790 

1,250 

245 

0778B 

40,000 

32 

0791 

1,500 

223 

0779 

45.000 

29 

0792 

2,000 

193 

0780 

50.000 

26 

0793 

2,600 

173 

0781 

60,000 

22 

0794 

3,000 

158 

0781B 

80,000 

17 

0795 

3.500 

140 

0782 

100,000 

13 

0796 

4,000 

130 

0782B1 



1 


List Price, 
List Price, 
List Price, 
List Price, 
List Price, 
List Price, 
List Price, 
List Price, 


5 rimi 1.000 ohms..... 
1,250 thru 5.000 ohms.. 
6,000 thru 10.000 ohms. 
12.000 thru 20,000 ohms 
25.000 thru 40.000 dhtns 
45.000 thru feO.000 ohms 

80.000 ohms... 

100.000 ohms. 


....62.75 
... 2.83 
... 3.00 
... 3.20 
.., 3;53 
... 8.62 
... 3i97 
... 4.33 


100 WATTS 

Core * Mounting Centeis 7H* 


Res. 

Ohms 

Max* 

Mils. 

[ Fixed Resist. 

Adj. Rreist. 

Stock 

No. 

List 

Price 

Stock 

No. 

list 

Price 

5 



0956 

$3.58 




2.42 

0957 

3.58 

25 


0601 

2;42 

0958 

3.58 

50 

1,414 

0602 

2.42 

0959 

3i»8 

75 

1.153 

0603 

2.42 



100 

■ atlUW 

0604 

2.42 

0960 

3.58 


816 

0605 

2.42 



250 

632 

0606 

2.42 

0960B 

3.58 


447 

0607 

2.42 

0961 

3.58 


365 

0608 

2.42 



^aViitT? 

316 

0609 

2.42 

0962 

3.58 


258 


2.53 

0962B 

3.67 


223 

0611 

2.53 





0612 

2.53 

0963 

3,67 


182 

0613 

2.53 




141 

0614 

2.53 

0964 

3.67 


115 

0615 




BiIaIIIiI 


0616 


0965 

3.87 

■Miiiiit 

81 

0617 

2.97 

0966 

4.12 


70 

0618 

2.97 

0967 

4.12 

EtMitMi 

53 

0619 


0968 

4.37 

■ttiyiTtii 

47 

0620 


0969 

4.37 

KflXlTl!l 

36 

0621 

mMm 

imnm 

4.37 

50,000 

29 

0622 

3.37 

0971 

4.53 

60,000 

24 

0623 

3.37 




19 

0624 

3.58 

0972 

4.75 


15 

0625 

mmm 

0973 

4.9$ 


160 Watt Rerfstoi»-*-Core Size x IH'. 
Mounting Centers 9H* available in same 
resistances as the 200 Watt Resistors, j 


Ohms 

Fixed Res. 
list Price 

Adj. Res. 
list Price 

10 thru 1,666. 

1,500 thru 6,000...*.. 

7;500 & 10,0.00.. 

15,000 & 20.000. 

25,000 thru 40,000... 

50,000 & 60,000.; 

75,000 . 

100,000 .. 

$4.16 

2.98 

3.04 

330 

3.54 

3.64 

3.76 

4.03 

4.26 

$5.33 

4.14 

4.19 

4.44 
4.69 
4.81 
4.94 
5.17 

5.44 

200 WATTS 


Core Size lOH'riH' 

M’nt’ng Centers IIH* 


5 

6,320 

090oA i4.53 

1356 


10 

4,470 

0900B 

3.22 

1357 

4.37 

25 

2,828 

0901 

3.22 

1358 

4.37 

50 

2,000 

0902 

3.22 

1359 

4.37 

75 

1,635 

0903 

3.22 



100 

1,414 

0904 

3.22 

1360 

4.37 

150 

1,153 

0905 

3.22 



250 

894 

0906 

3.22 

1360B 

4.37 

500 

632 

0907 

3.22 

1361 

4.37 

750 

516 

0908 

3J32 



1,000 

447 

0909 

3.22 

1362 

4.37 

1,500 

365 

0910 

3.30 

1362B 

4.45 

2,000 

316 

0911 

3.30 



2,500 

283 

0912 

3.30 

1363 

4.45 

3.000 

258 

0913 

8.30 



5,000 

200 

0914 

8.80 

1364 

4.45 

7,500 

163 

0915 

3.53 



10,000 

141 

0916 

3.53, 

1365 

4.70 

15,000 

115 

0917 

3*77 

1366 

4.92 

20,000 

100 

0918 

3*77 

1367 

4.92 

26,000 

80 

0919 

3.90 

1368 

5.03* 

30,000 

81 

0920 

3.90 

1369 

5.03 

40,000 

61 

0921 

3.90 

1370 

5.03 

60,000 

49 

0922 

4.03 

1371 

5.17 

60,000 

41 

0923 

4.03 



75,000 

38 

0924 

4i25 

1372 

5.42 

100.000 

25 

0925 

4.53 

1373 





BakriiteKhob 


Hen. 

X>ia. 


Stock list 
No. Price 


0359 $6^ 
H' 1909 .47 

2169 .47 


Screiir jEhiyerType ■» 


Stock list 
Dia. No. Price 


1068 $0.25 
0358 ^.25 

1958 .42 

2168 jiZj 


For more complete infonnatiofi on OHMITE PRODUCTS, ask for Ohmite Stodk Catalog. 
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R H E O ST AT S • R ESI ST OR S ♦ T A P SWITCHES 


Popular OHMITE "BROWN DEVIL" RESISTORS 



S Watt 


5/16" Core Size 


Ohms 

Mils. 

Ohms 

Mils. 

Ohms 

Mils. 

1 

2,236 

125 

200 

1,250 

63 

1.& 

1,820 

150 

182 

1,500 

67 

2 

1,580 

200 

158 

1,750 

53 

3 

1,290 

225 

149 

2,000 

49 

4 

1*120 

250 

141 

2,250 

46 

4 

1*000 

300 

129 

2,500 

44 

7.5 

818 

350 

120 

3,000 

39 

20 

707 

400 

112 

3,500 

36 

22 

645 

450 

105 

4,000 

33 

-H- 

675 

500 

100 

4,500 

31 

20 

600 

600 

91 

5,000 

29 

25 

447 

700 

84 

6,000 

26 

30 

408 

750 

81 

7,000 

24 

85 

378 

800 

79 

7,500 

22 

40 

.353 

900 

74 

8,000 

21 


316 


70 


19 

75 

258 

RwliM 

67 

■lixiiiiia 

18 


224 

■IWIIIM 

64 



List Price, l thru 1,000 ohms. 

List Price, 1,100 thru 5.000 ohms.. 
List Price, 6,0 00 thru 10,000 ohms. 


.$0.67 

.72 

.78 


10 Walt— 1%'' X 5/16" Core Size 


Ohms 

Mils, 

Ohms 

Mils. 

Ohms 

Mils. 

1 

gyriTiM 

350 

169 


38 

2 

2,235 

400 

158 

^BwiSiSb 

34 

3 

1,826 

450 

149 

^BiktSiSb 

32 

4 

1*580 

600 

141 

^kVSTSiSI 

31 

6 

1,414 


129 


29 

"7,5 

1*155 


119 


26 

10 


750 

115 


24 

12 



111 

■Uititii 

23 

15 

816 

■Kunfl 

105 


22 

20 

■oa 




21 

25 

632 


95 

■ f R fTjH 

20 

SO 

575 


91 

■ i [t lIlD 

19 

35 

535 

■wMim 

89 

■ i n Ilia 

18 

40 

600 

■ ililtllM 

79 

■ S 

17 

50 

447 


74 

H :iin« 

17 

75 

365 


69 

20,000 

16 


316 


64 

22,500 

15 

125 

283 


63 

25,000 

14 


258 

Kriiiiim 

66 

30,000 

12 


223 


51 

35,000 

10 

225 

217 


47 


9 




45 


8 

eeh 

182 


43 


7 


List Price, 1 thru 1,000 ohms. 

List Price, 1,100 thru 5,000 ohms.. 
List Price, 6,000 thru 10,000 ohms. 
List Price, 11,000 thru 20,000 ohms 
List Price, 22^500 & 25,000 ohms... 
List Price, 30,000 thru 50,000 ohms 


.$0.75 
. .80 
. .92 

. 1.03 
. 1.08 
. 1.22 


High qualify, small size, wire-wound 
resistors ideal for voltage dropping, 
bias units, bleeders, etc. They’re 
extra-sturdy, all-ceramic, vitreous 
enameled. They give time-proved 
protection against shock, vibration, 
heat and humidity. Their long record 
of continuous trouble-free service— 
their wide use in .all climates of the 
world—prove their complete reliabil¬ 
ity and economy. All units can be 
conveniently mounted by means of 
their tinned wire leads. 

The all-welded construction of the 
5 watt unit makes it possible to ex¬ 
tend the resistance range to 10,000 
ohms, an unusually high value for a 
vitreous enameled stock unit. 


20 Watt—2" X 7/16" Core Size 


Ohms Mils. 1 Ohms Mils. Ohms. Mils, 


5 

10 

25 

60 

75 


2,000 

1,414 

894 

632 

516 


100 

150 

200 

250 

300 


447 

365 

316 

283 

258 


350 

400 

600 

650 

700 


239 

223 

200 

175 

169 


750 

800 

850 

1,000 

1,200 


163 

158 

153 

141 

129 


1,250 126 

1,500 115 

1,760 107 

1,850 104 

2,000 100 


2,250 

2,400 

2,500 

2,750 

3,000 


94 

91 

89 

85 

81 


3.500 
4,000 

4.500 
5,000 
6,000 


75 

70 

66 

63 

57 


7,000 

7,500 

8,000 

10,000 

12,500. 


15,000 

20,000 

25,000 

30,000 

35,000 


30 

24 

20 

17 

15 


40,000 

45,000 

60,000 

55,000 

60,000 


14 

13 

12 

10 

9.0 


65,000 

70,000 

75,000 

80,000 

85,000 


8.0 

7.0 

7.0 

7.0 

6.0 


90,000 

95,000 

100,000 


6.0 

6.0 

6.0 


List Price, 5 thru 1,000 ohms.. 

List Price, 1,200 thru 5,000 ohms..,, 
List Price, 6,000 thru 10,000 ohms.,. 
List Price, 12.500 thi*u 20,000 ohms.. 
List Price, 25.000 thru 40,000 ohms.. 
List Price, 45.000 thru 60,000 ohms.. 
List Price, 65.000 thru 80,000 ohms.. 
List Price, 85.000 thru 100,000 ohms, 


.$0.95 
. .97 

. 1.12 
. 1.20 
. 1.37 
, 1.58 
. 1.83 
. 2.11 


RITEOHM SERIES "84" PRECISION RESISTORS 


Max. 
Ohms Voltage 

Max. 
Ohms Voltage 

, Max, 
Ohms Voltage 

HH 

4,000 44.70 

5,000 50.00 

7,500 61.20 

10*000 70.70 

12*500 79.00 

.125 Meg. 200 
.150 Meg. 200 
.175 Meg. 200 
.200 Meg. 200 
*225 Meg. 400 


15,000 86.60 

20,000 100 
22,500 106 
25,000 112 
30,000 122 

*.250 Meg. 400 
♦300 Meg. 400 
*400 Meg. 400 
t.500 Meg. 400 
t.eOOMeg. 400 


40.000 141 
50.000 158 
60,000 173 
75,000 194 
.1 Meg. 200 

t.750 Meg. 400 
f.QOOMeg:. 400 
tl.O Meg. 400 
tl.5 Meg. 400 

•^ype 844.A 4 Pie—1 Watt 

tType 844-B 4 Pie—1 Watt Size H" * 1 Xi" 

AU others Type 842-A 2 Pie-H Watt Size hi*' 
*16*' 



units for n 
multipliers, 
equipment, 
Prices are 


in table. 


etc. 


Ohms 


List 

Price 


0.1 thru 500 
1,000 thru 2.500 
4,000 thru 10,000 
12,500 & 15,000 
20,000 thru 50,000 
60,000 & 75,000 
.1 megohm 
.125 megohm 
.15 thru .2 megohm 


$1.33 
1.39 
1.56 
1.69 
2.11 
2.50 
2.89 
3.28 
3.67 I 


Ohms 


Lbt 

Price 


.225 & .25 Meg. 
.3 megohm 
.4 megohm 
.5 megohm 
.6 megohm 
.75 megohm 
.0 megohm 
l.O megohm 
1.5 megohm 


$4.06 

4.44 

4.67 

5.31 

6.64 

7.03 

7.39 

8.20 

11.70 


OHMITE "LITTLE DEVIL" 
RESISTORS 

Ihdividually Marked 



Ohmite “Little Devils” are full H Watt. 
1 Watt and 2 Watt Insulated Composi¬ 
tion Resistors and can be used at their 
full wattage ratings at 70° C. (158° F.) 
ambient temperature. They meet re¬ 
quirements of specification JAN-R-11. 
All units are color coded. Each resistor 
is marked with the resistance value, 
wattage rating and the Ohmite trade- 
mark.“LITTLE DEVILS^are available 
from stock in 3^, 1 and 2 watt sizes with 
**=5% or **=10% tolerance. The standard 
RMA values, 10 ohms to 22 megohms 
can be furnished. In the 1 watt size, 
*10% tolerance values as low as 2.7 
ohms are available from stock. 


Stocked in RMA Values 
^ S%or 10% Tolerance 

(Figures in bold type are * 10% RMA 
values. All values except (*) available 
in *5% tolerance.) 


Ohms 

Ohms 

Ohms 

Ohms 


* 2.7 

no 

2,400 

51,000 

l.l 

* 3.3 

120 

2*700 

56,000 

1.2 

* 3.9 

130 

3,000 

62,000 

1.3 

♦ 4.7 

150 

3,300 

68,000 

1.5 

♦ 5.6 


3,600 

75,000 

1.6 

* 6.8 

180 

3,900 

82,000 

1.8 

* 8.2 


4,300 

91,000 

2.0 

10 

220 

4,700 

MEGS 

2.2 

11 


5,100 

0.1 

2.4 

12 

270 

5,600 

0.11 

2.7 

13 


6,200 

0.12 

3.0 

15 

330 

6,800 

0.13 

3.3 

16 

360 

7,500 

0.15 

3.6 

18 

390 

8,200 

0.16 

3.9 

20 

430 

9,100 

0.18 

4.3 

22 

470 

10,000 

0.20 

4.7 

24 


11,000 

0.22 

5.1 

27 

560 

12,000 

0.24 

5.6 

30 


13,000 

0.27 

6.2 

HE 9 


15,000 

0.30 

6.8 

lIRfl 

750 

16,000 

0.33 

7.5 

IIES 

820 

18,000 

0.36 

8.2 

||k9 

910 

20,000 

0.39 

9.1 

He 9 

mwwm 

22,000 

0.43 

10.0 

IIES 


24,000 

0.47 

11.0 

56 

1.200 

27,000 

0.51 

12.0 

62 


30,000 

0.56 

13.0 

68 


33,000 

0.62 

15.0 

75 


36,000 

0.68 

16.0 

82 

1.800 

39,000 

0.75 

18.0 

91 

roniiif 

43,000 

0.82 

20.0 

100 

2,200 

47,000 

0.91 

1.0 

22.0 


♦1 Watt Size Only. ±10% tolerance. 


Type 

Size 

Length Diam. 

Max. 

Volts 

List 

Price 

=fcl0% 

List 

Price 

=fc6% 

mm 

mi 


350 

I7c 

33c 

IWatt 


lit" 

500 

25c 

50e 

10 Ohms 
and up 




11^9 

33c 

66c 


Complete Listings in Bulletin 1261 
For more complete information on OHMITE PRODUCTS, ask for Ohmite Stock Catalog. 
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W I T H 




OHMITE R.F. PLATE CHOKES 

This series of seven 
Ohmite single layer 
wound solenoid radio fre¬ 
quency plate chokes 
covers the entire fre¬ 
quency range of 3 to 520 
megacycles. The four 
highest frequency chokes 
are wound on low power 
factor plastic cores while 
the other three units 
are wound on steatite tubes. Windings are insulated and 
protected by a moisture-proof coating. The single layer 
winding is designed to avoid adverse harmonic effects 
within the recommended operating range and also pre¬ 
vents breakdown from high r.f. potentials. 


Stock 

{Operating Range 

Micro- 

Core 

I List 

Number 

1 Megacycles 

henries 

Dimensions 

1 Price 

Z-7 

3 to 20 Me. 

84,0 

6" X A" 

$1.56 

Z-14 

7 to 35 Me. 

44.0 

2'' X 

.68 

Z-28 

20 to 60 Me. 

21.0 

X 

.44 

Z-50 

35 to 110 Me. 

7.0 

Vs" X 

.33 

Z-144 

80 to 200 Me. 

1.8 


.33 

Z-235 

160 to 350 Me. 

0.84 

X 

.33 

Z-460 

320 to 520 Me. 

0.20 

_X ^5" 

.33 

Non-magnetic Brackets Furnished with Z-7. 

The Z-14 

and Z-28 are rated at 600 ma. All others 1000 ma. 


2 WATT MOLDED COMPOSITION 
POTENTIOMETER—^TYPE AB 


LITTLE DEVIL RESISTOR ASSORTMENTS 
FOR SERVICE USE 

Serviceman’s assortments 
of 150 Ohmite ‘‘Little 
Devil,” i4“Watt, or 125, 
1-watt or 2-watt insulated 
composition resistors, in 
the 40 values (10 ohms to 
10 megohms) most fre¬ 
quently used by service¬ 
men. The assortment is 
offered at the price of the 
resistors alone—the cabinet is furnished without extra 
cost! Cabinet is only 9" long, 4^" high, and deep. 


Assortment 

Stock No. 

Quantity of 
Resistors 

Watt ages 

Net 

Price 

SERVICE 
±10% tolerance 

CAB-10 

150 

% watt 

$15.00 

(40 resistance 

CAB-2 

125 

1 watt 

18.75 

values) 

CAB-3 

125 

2 watt 

25.00 


NEW OHM’S LAW CALCULATOR 


Redesigned! This new, improved version of the famous 
Ohmite Ohm’s Law Calculator — popular the world 
over with servicemen, engineers and studentsnow 
has scales for solving parallel re¬ 
sistance problems, AND a stand¬ 
ard slide rule. More useful than 
ever! With one setting of the 
slide the calculator gives the answer to any Ohm’s Law 
problem — reading directly in ohms, volts, amperes, 
and watts. Three of the new scales on the back provide 
a quick, one-setting means of solving parallel resistance 
problems. The slide rule scales will multiply, divide, 
find squares, and square roots. 

Ohm’s Law Calculator (Cardboard). Net Price $0.25 

Ohm’s Law Calculator (Plastic). Net Price 1.50 







The Type AB Potentiometer is 
an exceptionally high quality 
unit designed especially for in¬ 
dustrial, laboratory, radio service 
and other uses where reliability 
is particularly important. Be¬ 
cause the resistor element is 
molded, the unit has an excep¬ 
tionally large safety factor. The power rating 
of 2 watts is unusual for a unit of such small 
size. The unit has a very low noise level and 
low voltage coefficient. It will pass the Army- 
Navy 200 hour salt spray test, specification 
AN-QQ-S-91. The single unit is 1-1/16" 
diameter and extends 9/16" behind the panel. 
The dual unit extends 1-3/16" behind the 



Total 

Resistance- 
±10% Except 
as Noted 

1 Resistance Rotation Characteristics (Taper) 

1 LINEAR 1 

Type A 
Clockwise 
Log. 

Stock No. 

Type B 
Counterclock. 
Log. 

Stock No, 

Type U 

2" Shaft 
Stock No. 

Type LU 
Locking Shaft 
Stock No. 

Type U 

Dual Unit 
Stock No. 

50 Ohms 

100 Ohms 

250 Ohms 

500 Ohms 
1,000 Ohms 
2,600 Ohms 
6,000 Ohms 
10,000 Ohms 
26,000 Ohms 
50,000 Ohms 
.10 Meg, 

.25 Meg. 

.6 Meg. 

1.0 Meg. ±20% 
2.5 Meg. ±20% 
5.0 Meg. ±20% 

CU 5001 
CU 1011 
CU 2511 
CU6011 1 
CU 1021 
CU 2621 
CU 6021 
CU 1031 
CU 2531 
CU 5031 
CU 1041 
CU 2541 
CU 6041 
CU 1052 , 
CU2662 
CU6062 1 

CLU 6001 
CLU 1011 
CLU 2511 
CLU 5011 
CLU 1021 
CLU 2621 
CLU 6021 
CLU 1031 
CLU 2531 
CLU 6031 
CLU 1041 
CLU 2541 
CLU 5041 
CLU 1052 
CLU 2552 
CLU 5052 

ecu 1031 
ecu 2531 
ecu 6031 
ecu 1041 
ecu 2541 
ecu 6041 
ecu 1052 

CA 1041 
CA 2541 
CA 6041 
CA 1052 
CA 2662 

CB 1031 
CB 2631 
CB 5031 


panel. The 2" long round shaft (including the 
long mounting bushing) is available from 
stock on potentiometers with all three resis¬ 
tance tapers and on the dual unit. The screw¬ 
driver shaft with locking-nut is available from 
stock on the linear taper units only. A SPST 
switch, to be attached to the back of the con¬ 
trol, can be supplied extra. 


Type AB Potentiometer with 2" long shaft- list Price $3.00 

Type AB Potentiometer with locking shaft 
illustrated above........ list Price 3.75 

Dual Type AB Potentiometer with 2" long 


shaft. 


■list Price 7.00 


Stock No. CS-1, Switch only for above unit 


(supplied unmounted) 


■list Price 


.90 


For more complete information on OHMITE PRODUCTS, ask for Ohmite Stock Catalog. 
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CAPACITORS 


SLIDEOHM 



R E S 1ST O RIS 


WIRE- WOUND 

VITREOUS- ENAMELED ADJUSTABLE RESISTORS 


Slideohm Resistors are for use in any application where it is necessary or desirable to have one or more 
intermediate resistance values; or in circuits that need to he changed from time to time to meet varying 
electrical conditions. Slideohm Resistors are built of the highest grade low temperature coefficient materials, 
and are coated with tough crazeless Vitreous Enamel. 


Adjustable resistors combining adjustment to any resistance value within unit’s range, 
with positive, permanent, non-fluctuating qualities of wire-wound resistor. Each Slideohm 
Resistor is provided with horizontal mounting brackets and one adjustable contact slider. 


25 WATTS Type 952 



Current 

List 


Current 

List 

Ohms 

m. a. 

Price 

Ohms 

m. a. 

Price 

1 

5000 $1.85 

1250 

140 $1.90 

2 

3535 

1.85 

1500 

129 

1.90 

3 

2890 

1.85 

2000 

112 

1.90 

5 

2230 

1.85 

2250 

105 

1.90 

7 

1825 

1.85 

2500 

100 

1.90 

10 

1580 

1.85 

3000 

90 

1.90 

15 

1290 

1.85 

3500 

85 

1.90 

20 

1115 

1.85 

4000 

80 

1.90 

25 

1000 

1.85 

4500 

74 

1.90 

50 

710 

1.85 

5000 

70 

1.90 

75 

580 

1.85 

6000 

65 

2.05 

100 

500 

1.85 

7000 

57 

2.05 

150 

410 

1.85 

7200 

56 

2.05 

200 

354 

1.85 

7500 

53 

2.05 

250 

315 

1.85 

8000 

50 

2.05 

300 

289 

1.85 

8500 

47 

2.05 

400 

250 

1.85 

9000 

44 

2.05 

500 

224 

1.85 

10000 

40 

2.05 

750 

182 

1.85 

12000 

33 

2.10 

800 

177 

1.85 

15000 

27 

2.10 

850 

170 

1.85 

20000 

20 

2.10 

1000 

158 

1.85 i 

25000 

16 

2.30 


50 WATTS Type 954 



Current 

List 


Current 

List 

Ohms 

m. a. 

Price 

Ohms 

m. a. 

Price 

1 

7070 $3.00 

3000 

130 $2.45 

2 

5000 

3.00 

3500 

120 

2.45 

3 

4080 

3.00 

4000 

110 

2.45 

4 

3535 

3.00 

4500 

105 

2.45 

5 

3160 

3.00 

5000 

100 

2.45 

10 

2235 

3.00 

6000 

91 

2.65 

25 

1415 

3.00 

7000 

85 

2.65 

50 

1000 

3.00 

7200 

83 

2.65 

75 

815 

3.00 

7500 

82 

2.65 

100 

707 

3.00 

8000 

79 

2.65 

150 

575 

3.00 

9000 

75 

2.65 

200 

500 

3.00 

10000 

71 

2.65 

250 

445 

3.00 

12000 

64 

2.85 

300 

408 

3.00 

15000 

58 

2.85 

400 

353 

3.00 

20000 

48 

2.85 

500 

316 

3.00 

25000 

40 

3.10 

750 

258 

3.00 

30000 

33 

3.10 

800 

250 

3.00 

40000 

25 

3.10 

1000 

224 

3.00 

50000 

20 

3.30 

1250 

200 

2.45 

60000 

17 

3.30 

1500 

180 

2.45 

75000 

13 

3.60 

2000 

160 

2.45 

80000 

12 

3.60 

2250 

150 

2.45 

100000 

10 

3.90 

2500 

141 

2.45 






WATT RATINGS 


80 WATTS 

Type 956 


Current 

List 


Current 

List 

Ohms 

m. a. 

Price 

Ohms 

m. a. 

Price 

1 

8660 $3.55 

3000 

158 $2.85 

2 

6120 

3.55 

3500 

146 

2.85 

3 

5000 

3.55 

4000 

137 

2.85 

4 

4330 

3.55 

4500 

129 

2.85 

5 

3870 

3.55 

5000 

122 

2.85 

10 

2740 

3.55 

6000 

111 

3.00 

15 

2235 

3.55 

7000 

103 

3.00 

25 

1730 

3.55 

7200 

102 

3.00 

50 

1220 

3.55 

7500 

100 

3.00 

75 

1000 

3.55 

8000 

97 

3.00 

100 

866 

3.55 

9000 

91 

3.00 

200 

612 

3.55 

10000 

87 

3.00 

250 

550 

3.55 

15000 

71 

3.15 

300 

500 

3.55 

20000 

61 

3.15 

400 

433 

3.55 

25000 

55 

3.50 

500 

387 

3.55 

30000 

50 

3.50 

750 

315 

3.55 

35000 

43 

3.50 

800 

305 

3.55 

40000 

37 

3.50 

1000 

274 

3.55 

45000 

33 

3.60 

1250 

245 

2.85 

50000 

30 

3.60 

1500 

224 

2.85 

60000 

25 

3.60 

2000 

195 

2.85 

70000 

21 

3.95 

2250 

183 

2.85 

80000 

19 

3.95 

2500 

173 

2.85 

100000 

15 

4.35 


200 

WATTS 

Type 958 


Current 

List 1 


Current 

List 

Ohms 

m. a. 

Price 




7 

6320 $5.65 

4500 

210 $4.45 

10 

4470 

4.35 

5000 

200 

4.45 

25 

2825 

4.35 

7500 

163 

4.45 

75 

2000 

4.35 

10000 

141 

4.70 

100 

1414 

4.35 

15000 

115 

4.90 

250 

900 

4.35 

20000 

100 

4.90 

500 

632 

4.35 

25000 

90 

5.05 

1000 

447 

4.35 

30000 

82 

5.05 

1500 

365 

4.45 

40000 

62 

5.05 

2000 

315 

4.45 

50000 

50 

5.15 

2500 

282 

4.45 

60000 

42 

5.15 

3000 

260 

4.45 

75000 

33 

5.40 

3500 

240 

4.45 

100000 

25 

5.65 

4000 

225 

4.45 





100 

WATTS 

Type 957 


Current 

List 1 


Current 

List 

Ohms 

m. a. 

Price 

Ohms 

m. a. 

Price 

1 10000 $4.55 

2500 

200 $3.65 

2 

7070 

4.55 

3000 

180 

3.65 

3 

5770 

4.55 

4000 

160 

3.65 

4 

5000 

3.60 

4500 

150 

3.65 

5 

4470 

3.60 

5000 

141 

3.65 

10 

3160 

3.60 

6000 

130 

3.85 

25 

2000 

3.60 

7500 

115 

3.85 

50 

1410 

3.60 

10000 

100 

3.85 

100 

1000 

3.60 

15000 

80 

4.10 

200 

707 

3.60 

20000 

70 

4.10 

250 

630 

3.60 

25000 

60 

4.35 

400 

500 

3.60 

30000 

50 

4.35 

500 

447 

3.60 

40000 

37 

4.35 

750 

365 

3.60 

50000 

30 

4.55 

1000 

316 

3.60 

60000 

25 

4.55 

1500 

260 

3.65 

75000 

20 

4.75 

2000 

225 

3.65 

100000 

15 

4.95 


Nominal Watt ratings for Slideohm Re¬ 
sistors apply when the entire resistor 
is in the circuit. For most practical 
purposes the watt rating for each part 
of the resistor is approximately pro¬ 
portional to the amount of the resis¬ 
tance that is in the circuit. 

Mounting brackets are furnished with 
all Slideohm Resistors. 

Price of resistor includes brackets and 
one adjustable band. 



ADJUSTABLE BANDS 

One screw-driver type adjustable band terminal is 
supplied with each “Slideohm” resistor. Order 
additional bands, screw-driver or knob type as 
illustrated by resistor type number for which band 
is to be used. 


Resistor 

Size of 

SCREW DRIVER 

TYPE 

BAKELITE 

KNOB TYPE 

Rating 

Resistor 

Cat. No. 

List 

Cat. No. 

List 

25 Watt 

2" X 

RB25 

$.25 

BB 25 

$.35 

60 Watt 

4y2’^x 

RB80 

.25 

BB 50 

.35 

8 0 Watt 

6%’^x 

' RB 80 

.25 

BB80 

.35 

100 Watt 

6%’'xl%^ 

RB 100 

.42 

BB 100 

.47 

200 Watt 


RB20O 

.42 

BB 200 

.47 
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WIRE-WOUND VITREOUS ENAMELED FIXED RESISTORS « TYPES 931-933 


Compact genuine wire-wound, vitreous-enamel. Correctly designed, 

highest quality materials used throughout. Note these features: 

1. Crack-proof refractory tubing for the support. Adequate heat 
dissipation. 

2. Quality resistance wire precisely spaced, tension wound. 

3. Copper terminal band clamped to tubing. Wire ends wrapped 
and brazed around raised ear. 

4. Heavy vitreous-enamel coating for permanent seal against mois¬ 
ture, oxidation and mechanical damage. 

5. Pig-tail of stiff wire 2 in. long soldered to terminal band for posi¬ 
tive, non-breakable connection. 



10 Watts 

Type 931 

10 Watts 

Type 931 

20 Watts 

Type 933 

20 Watts 

Type 933 


Current 

List 


Current 

List 


Current 

List 


Current 

List 

Ohms 

m. a. 

Price 

Ohms 

m. a. 

Price 

Ohms 

m. a. 

Price 

Ohms 

m. a. 

Price 

1 

3160 

$.75 

1250 

89 

$.80 

1 

4480 

$.95 

4500 

67 

$.95 

1.5 

2580 

.75 

1500 

81 

.80 

3 

2680 

.95 

5000 

63 

.95 

2 

2235 

.75 

1750 

75 

.80 

5 

2000 

.95 

6000 

65 

1.10 

3 

1825 

.75 

2000 

70 

.80 

10 

1410 

.95 

7000 

63 

1.10 

4 

1580 

.75 

2250 

66 

.80 

15 

1150 

.95 

7500 

61 

1.10 

5 

1415 

.75 

2500 

63 

.80 

25 

900 

.95 

8000 

60 

1.10 

7.5 

1165 

.75 

3000 

68 

.80 

50 

630 

.95 

10000 

40 

1.10 

10 

1000 

.75 

3500 

63 

.80 

75 

610 

.95 

12500 

32 

1.20 

12 

913 

.75 

4000 

60 

.80 

100 

450 

.95 

15000 

27 

1.20 

15 

815 

.75 

4500 

47 

.80 

150 

365 

.95 

20000 

20 

1.20 

20 

707 

.75 

5000 

45 

.80 

175 

340 

.95 

25000 

16 

1.35 

25 

630 

.75 

6000 

41 

.90 

200 

320 

.95 

30000 

13 

1.35 

30 

677 

.75 

7000 

38 

.90 

250 

285 

.95 

35000 

11 

1.35 

35 

534 

.75 

7500 

36 

.90 

300 

268 

.95 

40000 

10 

1.35 

40 

500 

.75 

8000 

35 

.90 

350 

240 

.95 

45000 

9 

1.60 

50 

450 

.75 

8500 

34 

.90 

400 

220 

.95 

50000 

8 

1.60 

75 

365 

.75 

9000 

33 

.90 

500 

200 

.95 

55000 

7 

1.60 

100 

316 

.75 

10000 

SO 

.90 

650 

175 

.95 

60000 

tlO.8 

1.60 

125 

283 

.75 

11000 

27 

1.05 

700 

169 

.95 

65000 

tlO.5 

1.85 

150 

258 

.75 

12000 

25 

1.05 

750 

160 

.95 

70000 

+10.0 

1.85 

200 

224 

.75 

12500 

24 

1.05 

800 

165 

.95 

75000 

+ 9.6 

1.85 

225 

211 

.75 

13500 

22 

1.05 

850 

163 

.95 

80000 

+ 9.3 

1.85 

250 

200 

.75 

14300 

21 

1.05 

1000 

141 

.95 

85000 

+ 9.1 

2.10 

300 

182 

.75 

15000 

20 

1.0S 

1200 

130 

.95 

90000 

+ 8.8 

2.10 

350 

169 

.75 

16000 

19 

1.05 

1250 

125 

.95 

95000 

+ 8.6 

2.10 

400 

158 

.75 

17500 

17 

1.05 

1500 

116 

.95 

100000 

+ 8.4 

2.10 

450 

149 

.75 

18000 

16 

1.05 

1750 

107 

.95 




500 

142 

.75 

20000 

15 

1.05 

1850 

104 

.95 




600 

129 

.75 

22500 

13 

1.10 

2000 

100 

.95 




700 

120 

.75 

25000 

12 

1.10 

2250 

94 

.95 




750 

115 

.75 

30000 

*18 

1.20 

2400 

91 

.95 

t Operated at 

low temp., 

rated 

800 

110 

.75 

35000 

*12 

1.20 

2500 

90 

.95 

at 7 watts. 



900 

105 

.75 

40000 

*11 

1.20 

2750 

86 

.95 




1000 

100 

.75 

45000 

*10.5 

1.20 

3000 

80 

.95 




1100 

95 

.80 

50000 

*10 

1.20 

3500 

76 

.95 




1200 

91 

.80 

* Operated at 

low temp.. 

rated 

4000 

70 

.95 







at 5 watts. 










INSULATED MOLDED CARBON RESISTORS • TYPES 1097-1098 



Small, noiseless, vibration-proof. Crack-proof molded casing around 
molded carbon resistance element. Tinned copper pig-tail leads 2 in. 
long. Resists humidity effects. Ideal for AVC circuits, high-gain 
amplifiers. RTMA color-coded; stamped with resistance value. Pre¬ 
cision tested. Standard tolerance ±10%. 

TYPE 1097—J /2 Watt-Size: x Ig....List $0.17 

TYPE 109S—1 Watt-Size: x %" Ig.List $0.25 



JOB 

BERS’ 

STOCK 

IN PREFERRED 

RTMA 

RANC 

» E S 


Ohms 

Ohms 

Ohms 

Ohms 

Ohms 

Ohms 

Ohms 

Megs 

Megs 

Megs 

0.47 

8.0 

18 

110 

680 

4.300 

27,000 

0.1 

0.62 

3.9 

0.61 

3.3 

20 

120 

"760 

4,700 

30,000 

0.11 

0.68 

4.8 

0.56 

3.6 

22 

130 

820 

5,100 

33,000 

0.12 

0.75 

4.7 

0.62 

3.9 

24 

150 

910 

5,600 

36,000 

0.13 

0.82 

6.1 

0.68 

4.8 

27 

160 

1,000 

6,200 

39,000 

0.15 

0.91 

5.6 

0.75 

4.7 

30 

180 

1,100 

6,800 

43,000 

0.16 

1.0 

6.2 

0.82 

6.1 

33 

200 

1,200 

7,500 

47,000 

0.18 

1.1 

6.8 

0.91 

5.6 

36 

220 

1,300 

8,200 

61,000 

0.20 

1.2 

7.6 

1.0 

6.2 

39 

240 

1,500 

9,100 

56,000 

0.22 

1.3 

8.2 

1 • 1 

6.8 

43 

270 

1,600 

10,000 

62,000 

0.24 

1.5 

9.1 

1.2 

7.5 

47 

300 

1,800 

11,000 

68,000 

0.27 

1.6 

10.0 

1.3 

8.2 

61 

330 

2,000 

12,000 

75,000 

0.30 

1.8 

11.0 

1.5 

9.1 

56 

360 

2,200 

13,000 

82,000 

0.33 

2.0 

12.0 

1.6 

10 

62 

390 

2,400 

15,000 

91,000 

0.36 

2.2 

13.0 

1.8 

11 

68 

430 

2,700 

16,000 


0.39 

2.4 

15.0 

2.0 

12 

75 

470 

8,000 

18,000 


0.43 

2.7 

16.0 

2.2 

13 

82 

610 

3,300 

20,000 


0.47 

3.0 

18.0 

2.4 

15 

91 

560 

8,600 

22,000 


0.61 

3.3 

20.0 

2.7 

16 

100 

620 

3,900 

24,000 


0.56 

3.6 

22.0 
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H E RM E TIC A L L Y - S E A L ED (^dhboJ^Um RESISTORS 







Standard 

Standard 

Standard 

*Type 

A 

B 

c 

Min. 

Max. 

Peak 





Ohms 

Megohms 

Volts** 

CP H 54 

0.312" ± .005 

M" ± 

#20 gauge x 1%" 

90 

2.5 

350 

CPH -1 

0.400" ± .005 


#20 gauge x 1%" 

100 

5 

500 

CP H ~2 

0.400" ± .005 

21 / 4 " ± h" 

#20 gauge x 1%" 

150 

15 

750 


No Mil-R-10509 Specifications for Hermetically-Sealed units. 
*Numerals signify wattage. 

**Provided wattage rating is not exceeded. 


TOLERANCE CPH 1/2 

CPHl 

CPH 2 

Yz Watt 

1 Watt 

2 Watt 

±1% ±1% 

±:1% 

±1% 



TOLERANCE 

CPH Yz 

CPH 1 

CPH 2 


Yz Watt 

1 Watt 

2 Watt 

±1% 

±1% 

±:1% 

±1% 

Ohms 

List 

List 

List 

7000 

$3.00 

$3.25 

$3.50 

*7450 

3.00 . 

3.25 

3.50 

7500 

3.00 

3.25 

3.50 

8000 

3.00 

3.25 

3.50 

8500 

3.00 

3.25 

3.50 

*8950 

3.00 

3.25 

3.50 

9000 

3.00 

3.25 

3.50 

*9950 

3.00 

3.25 

3.50 

10,000 

3.00 

3.25 

3.50 

12,000 

3.00 

3.25 

3.50 

12,600 

3.00 

3.25 

3.50 

*13,500 

3.00 

3.25 

3.50 

15,000 

3.00 

3.25 

3.50 

17,500 

3.00 

3.25 

3.50 

20,000 

3.00 

3.25 

3.50 

22,500 

3.00 

3.25 

3.50 

25,000 

3.00 

3.25 

3.50 

30,000 

3.00 

3.25 

3.50 

40,000 

3.00 

3.25 

3.50 

45,000 

3.00 

3.25 

3.50 

50,000 

3.00 

3.25 

3.50 

55,000 

3.00 

3.25 

3.50 

60,000 

3.00 

3.25 

3,50 

65,000 

3.00 

3.25 

3.50 

70,000 

3.00 

3.25 

3.50 

75,000 

3.00 

3.25-^-^^ 

3;50 

80,000 

3.00 

3.25 

3.50 

85,000 

3.00 

3.25 

3.50 

90,000 

3.00 

3.25 

3.50 

Megohms 




0.10 

3.00 

3.25 

3.50 

0.125 

3.00 

3.25 

3,50 

0.150 

3.00 

3.25 

3.50 

0.175 

3.00 

3,25 

3,50 

0.200 

3.00 

3.25 

3.50 

0.225 

3.00 

3.25 

3.50 

0.250 

3.00 

3.25 

3.50 

0.300 

3.00 

3.25 

3,50 

0.350 

3.00 

3.25 

3,50 

0.400 

3.00 

3.25 

3.50 


TOLERANCE 

CPH 1/2 

CPH 1 

CPH 2 


^2 Watt 

1 Watt 

2 Watt 

±1% 

±1% 

±1% 

±1% 

Ohms 

List 

List 

List 

0.450 

$3.00 

$3.25 

$3.50 

0.500 

3.00 

3.25 

3.50 

0.550 

3.00 

3.25 

3.50 

0.600 

3.00 

3.25 

3.50 

0.650 

3.00 

3.25 

3.50 

0.700 

3.00 

3.25 

3.50 

0.750 

3.00 

3.25 

3.50 

0.800 

3.00 

3.25 

3.50 

0.850 

3.00 

3.25 

3.50 

0.900 

3.00 

3.25 

3.50 

1.0 

3.00 

3.25 

3.50 

1.2 

3.00 

3.25 

3.50 

1.25 

3.00 

3.25 

3.50 

1.5 

3.00 

3.25 

3.50 

2.0 

3.00 

3.25 

3.50 

2.225 

3.00 

3.25 

3.50 

2.5 

3.00 

3.25 

3.50 

8.0 


3.25 

3.50 

8.5 


3.25 

3.50 

4.0 


3.25 

3.50 

4.5 


3.25 

3.50 

5.0 


3.50 

3.50 

5; 5 



3.50 

6.0 



3.50 

6.5 



3.50 

7.0 



3.50 

7.5 



3.50 

8.0 



3.50 

8.5 



3.50 

9.0 



3.50 

10.0 



3.50 

12.5 



3.50 

15. 



3.50 


*Meter multiplyer resistance values-— 
other odd values can be ordered as 
specials. 
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CAP AC IT O R S 



R E S I S T O R S 


A E R o V o X Qahboi^ilyvL 


RESISTORS 



PRECISION RESISTORS MADE WITH MATCHLESS ACCURACY 

Made under licensed agreement with Western Electric, these precision 
resistors are the result of years of intensive research in developing com¬ 
ponents with extreme accuracy and stability. Carbofilm resistors are 
intended for circuits calling for the accuracy and stability of wire- 
wound resistors with the marked economy of carbon resistors. They 
serve a real need in test equipment and laboratory instruments. All 
in all, Carbofilm resistors meet the requirements of accuracy, stability 
and economy. 

The Carbofilm resistors are a carbon deposit type and are available 
in the following standard or jobber stock sizes with the resistance 
value shown in the listing. 

Packed and sealed in plastic tubes for your protection. 



TOLERANCE 

CP 1/2 

CP 1 

CP 2 

TOLERANCE 

cp!/2 

!/2 Watt 

CPI 

CP 2 

TOLERANCE 

CP 1/2 

CPI 

CP 2 


1/2 Watt 

1 Watt 

2 Watt 


1 Watt 

2 Watt 


1/2 Watt 

1 Watt 

2 Watt 

±1% 

±1% 

±1% 

±1% 

±1% 

±1% 

±1% 

±1% 

±1% 

±1% 

±1% 

± 1% 

Ohms 

List 

List 

List 

Ohms 

List 

List 

List 

Megohms 

List 

List 

List 

100 

$1.00 

$1.25 

$1.50 

8000 

$1.00 

$1.25 

$1.50 

0.700 

$ 1.60 

$1.25 

$1.50 

120 

1.00 

1.25 

1.50 

8500 

1.00 

1.25 

1.50 

0.750 

1.00 

1.25 

1.50 

180 

1.00 

1.25 

1.50 

*8950 

1.00 

1.25 

1.50 

0.800 

1.00 

1 . 2 s 

1.50 

150 

1.00 

1.25 

1.50 

9000 

1.00 

1.25 

1.50 

0.850 

1.00 

1.25 

1.50 

175 

1.00 

1.25 

1.50 

*9950 

1.00 

1.25 

1.50 

0.900 

1.00 

1.25 

1.50 

200 

1.00 

1.25 

1.50 

10,000 

1.00 

1.25 

1.50 

1.0 

1.00 

1.25 

1.50 

225 

1.00 

1.25 

1.50 

12,000 

1.00 

1.25 

1.50 

1.2 

1.00 

1.25 

1.50 

^50 

1.00 

1.25 

1.50 

12,500 

1.00 

1.25 

1.50 

1.25 

1.00 

1.25 

1.50 

300 

1.00 

1.25 

1.50 

*13,500 

1.00 

1.25 

1.50 

1.5 

1.00 

1.25 

1.50 

850 

1.00 

1.25 

1.50 

15,000 

1.00 

1.25 

1.50 

2.0 

1.00 

1.25 

1.50 

,400 

1.00 

1.25 

1.50 

17,500 

1.00 

1.25 

1.50 

2.225 

1.00 

1.25 

1.50 

450 

1.00 

1.25 

1.50 

20,000 

1.00 

1.25 

1.50 

2.6 

1.00 

1.25 

1.50 

600 

1.00 

1.25 

1.50 

22,500 

1.00 

1.25 

1.50 

3.0 

1.00 

1.25 

1.50 

650 

1.00 

1.25 

1.50 

25,000 

1.00 

1.25 

1.50 

3.5 

1.00 

1.25 

1.50 

600 

1.00 

1.25 

1.50 

30,000 

1.00 

1.25 

1.50 

4.0 

1.00 

1.25 

1.50 

650 

1.00 

1.25 

1.50 

40,000 

1.00 

1.25 

1.50 

4.6 

1.00 

1.25 

1.50 

750 

1.00 

1.25 

1.50 

45,000 

1.00 

1.25 

1.50 

5.0 

1.00 

1.50 

1.50 

800 

1.00 

1.25 

1.50 

50,000 

1.00 

1.25 

1.50 





850 

1.00 

1.25 

1.50 

65,000 

1.00 

1.25 

1.50 





900 

1000 

1.00 

T nn 

1.25 

1.50 

60,000 

65,000 

1.00 

1 flA 

1.25 

1 OK 

1.50 





JL.UU 

JL.^D 

JL*0 w 



X.DU 





1200 

1.00 

1.25 

1.50 

70,000 

1.00 

1.25 

1.50 





1250 

1.00 

1.25 

1.50 

75,000 

1.00 

1.25 

1.50 





*1450 

1.00 

1.25 

1.50 

80,000 

1.00 

1.25 

1.50 





1500 

1.00 

1.25 

1.50 

85,000 

1.00 

1.25 

1.50 

TOLERANCE 

CPL Yz 

CPI 

CP 2 

1750 

1.00 

1.25 

1.50 

90,000 

1.00 

1.25 

1.50 

±1% 

V 2 Watt 

1 Watt 

2 Watt 

2000 

1.00 

1.25 

1.50 

Megohms 

0.10 

0.125 

0.150 




Megohms 

List 

List 

List 

2250 

2500 

*2950 

3000 

1.00 

1.00 

1.00 

1.00 

1.25 

1.25 

1.25 

1.25 

1.50 

1.50 

1.50 

1.50 

1.00 

1.00 

1.00 

1.25 

1.25 

1.25 

1.50 

1.50 

1.50 

5.5 

6.0 

6.6 

7.0 

7.6 

$1.00 

1.00 

1.00 

1.00 

1.00 

$1.50 

1.50 

1.50 

1.50 

1.50 

$1.50 

1.50 

1.50 

1.50 

1.50 

8500 

1.00 

1.25 

1.50 

0.176 

1.00 

1.25 

1.50 

4000 

1.00 

1.25 

1.50 

0.200 

1.00 

1.25 

1.50 





*4450 

1.00 

1.25 

1.50 







1.50 


4500 

1.00 

1.25 

1.50 

0.225 

1.00 

1.25 

1.50 

8.0 


1.50 





0.250 

1.00 

1.25 

1.50 

8.5 


1.50 

1.50 

6000 

1.00 

1.25 

1.50 

0.300 

1.00 

1.25 

1.50 

9.0 


1.50 

1.50 

5600 

1.00 

1.25 

1.50 

0.350 

1.00 

1.25 

1.50 

10.0 


1.50 

1.50 

*5950 

1.00 

1.25 

1.50 

0.400 

1.00 

1.25 

1.50 

12.6 


1.50 

1.50 

6000^ 

1.00 

1.25 

1.50 









6500 

1.00 

1.25 

1.50 

0.450 

1.00 

1.25 

1.50 









0.500 

1.00 

1.25 

1.50 

16. 


1.50 

1.50 

7000 

1.00 

1.25 

1.50 

0.550 

1.00 

1.25 

1.50 

20 . 


1.50 

*7450 

1.00 

1.25 

1.50 

0.600 

1.00 

1.25 

1.50 

26, 



13$ 

7500 

1.00 

1.25 

1.50 

0.650 

1.00 

1.25 

1.50 

50. 



530 


* Meter multiplyer resistance values — other odd values can be ordered as specials. 
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VITREOUS ENAMELED 

RESISTORS 


FIXED 


ADJUSTABLE 


TRU-RIB 


Our new, modern plant occupies 80,000 square feet devoted to producing the 
finest power rheostats and wire wound resistors available. If you need a rheostat 
or resistor, whether it be right from stock or to your specifications, we assure 
you of courteous service, prompt delivery and quality merchandise. 




25 WATT—TYPE FR-25 


10 WATT—TYPE FRL-10 

IMS MILLIAMPS VOI 


» RATING. 

AMPS 

1 

2 

3 

4 

5 

10 

15 

25 

50 

75 

100 

150 

200 

250 

300 

400 

500 

750 

800 

850 

1000 

1250 

1500 

2000 

2500 

3000 

3500 

4000 

5000 

6000 

7500 

10,000 

12,000 

15,000 

20,000 

25,000 

30,000 

35,000 

40,000 

50,000 

60,000 

70,000 

75,000 

80,000 

100,000 


100 % 

RATING 

50% 

VOLTS 

AMPS 

OHMS 

5.0 

5.000 

3.535 

7.0 

3.535 

2.500 

8.6 

2.885 

2.040 

10 

2.500 

1.770 

11 

2.236 

1.580 

15 

1.580 

1.118 

19 

1.291 

.914 

25 

1.000 

.707 

35 

.707 

.500 

43 

.577 

.408 

50 

.500 

.353 

61 

.408 

.289 

70 

.353 

.250 

79 

.316 

.223 

86 

.289 

.204 

100 

.250 

.177 

111 

.223 

.158 

136 

.182 

.129 

141 

.177 

.125 

145 

.171 

.121 

158 

.158 

.111 

176 

.141 

.100 

193 

.129 

.091 

222 

.111 

.079 

250 

.100 

.070 

273 

.091 

.064 

294 

.084 

.058 

316 

.079 

.056 

350 

.070 

.050 

884 

.064 

.045 

427 

.057 

.040 

500 

.050 

.035 

505 

.042 

.029 

510 

.034 

.024 

520 

.026 

.018 

530 

.022 

.014 

540 

.018 

.012 

550 

.016 

.010 

560 

.014 

.009 

585 

.012 

.008 

610 

.010 

.007 

630 

.009 

.006 

635 

.008 

.005 

640 

.008 

.005 

700 

.007 

.005 


10 WATT—TYPE AR- 

RATING 100% RATING 


4500 

47 

212 

AMPS 

VOLTS 

AMPS 

OHMS 

5000 

45 

225 

1 

3.1 

3.160 

2.230 

6000 

41 

246 

2 

4.4 

2.230 

1.580 

7000 

38 

266 

3 

5.4 

1.820 

1.290 

7500 

36 

270 

5 

7.0 

1.410 

1.000 

8000 

35 

280 

7.5 

8.6 

1.150 

.816 

8500 

34 

289 

10 

10 

1.000 

.707 

9000 

33 

297 

15 

12 

.816 

.576 

10,000 

30 

300 

20 

14 

.707 

.500 

11,000 

27 

300 

25 

16 

.631 

.447 

12,000 

25 

300 

50 

22 

.447 

.316 

12,500 

24 

300 

75 

27 

.365 

.258 

13,500 

22 

300 

100 

31 

.316 

.223 

14,300 

21 

300 

150 

38 

.254 

.182 

15,000 

16,000 

20 

300 

200 

44 

.223 

.158 

19 

300 

250 

50 

.200 

.141 

17,500 

17 

300 

300 

54 

.182 

.129 

18,000 

16 

TS. 

300 

350 

59 

.169 

.119 









POWER 

R H F O ^ T A T ^ Available 
l\ n C W I I 150 _ p 


10 WATT (Continued) 


25 WATT—TYPE AR- 


RATING. 

AMPS 

1 

2 

3 

5 

7.5 

10 

15 

20 

25 

50 

75 

100 

150 

200 

250 

800 

400 

500 

750 

800 

850 

1000 

1250 

1500 

2000 

2250 

2500 

3000 

3500 

4000 

4500 

5000 

6000 

7000 

7200 

7500 

8000 

9000 

10,000 

12,000 

15,000 

20,000 

25,000 


RATING 

AMPS 

5.000 

3.535 

2.885 

2.236 

1.825 

1.580 

1.291 

1.117 

1.000 

.707 

.577 

.600 

.408 

.853 

.816 

.289 

.250 

.223 

.182 

.177 

.171 

.158 

.141 

.129 

.111 

.105 

.100 

.091 

.084 

.079 

.074 

.070 

.064 

.060 

.059 

.057 

.055 

.052 

.050 

.042 

.084 

.026 

.022 


Now Available — 25 watt — 50 watt — 75 watt — 100 watt 
150 watt — Power Rheostats — ready for shipment from stock; special 
features available to meet your requirements. 



You are guaranteed to receive 24 hour delivery as we maintain jobber stock items! 

Mfd. by TRU-OHM DIVISION, MODEL ENG. & MFG. CO., General Sales Office: Chicago 18, III. 
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Precision 



Resistors 


"Hobleloy** Metal Film Resistors 

Trade Mark Reg. . w 



NF TYPE 






NF—Continental ^‘Nobleloy’’ type NF metal film resistors are 
small in size, with axial leads and are designed to meet 
government specification MIL-R-10509. Initial accnracy 
and long time stability make these resistors ideally suited 
for critical applications. RTMA color coded to standard 
values. 

X — Continental ‘‘Nobleloy'' type X metal film resistors have 
radial leads soldered to the body for a rugged construc¬ 
tion. The hollow centers allow for greater heat radiation 
thus enabling these resistors to withstand overloads. The 
resistance and tolerance are marked on the body of the 
unit. Coated with gray rubberized enamel. 

PX—Continental ^‘Nobleloy^^ type PX metal film resistors are 
constructed the same as type X. A different improved 
alloy resistance film is employed to allow for better 
temperature coefficient. The resistance and tolerance are 
marked on each unit. Coated with an orange colored 
enamel for identification. 


Voltage List Price 


Type 

Wattage 

Size 

Resistance Range 

Rec’d 

Max. 

'/2% 

1% 

X1/2 

% 

uV'x %" 

1 Ohm to 1 Megohm 




$ .80 




1 .1, Meg to 5 Megohm 

500 

700 


1.05 

XI 

1 

■h"xV 

1 Ohm to 1 Megohm 




1.00 




1.1 Meg to 10 Megohm 

700 

1000 


1.30 

X2 

2 

3^2" Xl%" 

2 Ohm to 1 Megohm 




1.25 




1.1 Meg to 20 Megohm 

1000 

1500 


1.65 

X5 

5 

1/2 "X 2" 

3 Ohm to 1 Megohm 




1.50 




1.1 Meg to 30 Megohm 

1250 

2000 


2.00 


pxy2 

1/2 

A"x %" 

1 Ohm to 1 Megohm 

500 

700 

$1.10 

$ .90 

PXl 

1 

A" X 1" 

1 Ohm to 1 Megohm 

700 

1000 

1.30 

1.10 

PX2 

2 

^"xl%" 

1 Ohm to 1 Megohm 

1000 

1500 

1.75 

1.40 

PX5 

5 

.%"x2" 

3 Ohm to 1 Megohm 

1250 

2000 

2.10 

1.65 


No. 18 tinned copper leads \ long. 


1% 5% 

NFVi y 2 .155" X M" 1 Ohm to 1 Megohm 200 350 $.80 $.70 

No. 20 tinned copper leads 1 %" long. 
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Suppressors 



Suppressors 


CONTINENTAL SUPPRESSORS have been sub¬ 
jected to years of laboratory development and actual 
road service. They effectively remove noise inter¬ 
ference from spark discharge at the plugs and high- 
tension distributor—yet do not in any way affect the 
motor car ignition system. 


They have mechanical strength to stand the most 
severe service. The resistance value of 10,000 ohms 
has been scientifically determined. Sparking across 
the terminals is eliminated by careful shaping of the 
electrodes and cases. 




LIST PRICE (All Suppressors). 


.30 each 


GENERATOR CONDENSERS 



GB05F 



Type 

GB05 

GB05F 

GB05R 


Application Capacity 

Generator and coil .5 mfd. 

Ford V-8 coil 1936 Models .5 mfd. 
Ford Generator and coil .5 mfd. 
Latest Models 


Size List Price 

2y8"x%" $0.75 

21/8" x%" 1.00 
21/8" x%" 1.00 


OIL BURNER SUPPRESSORS 



OB15 



OB15A 



OB15B 

Type 

OB15 with Rajah Terminal 

OB15A 

OB15B 

OB15C 



OB15C 


List Price 
$1.80 
1.40 
1.40 
1.40 
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DALE PRODUCTS, INC 



% W'. ii w Xii Ip w jr lO K wl '9 Im Jo ^ li«94^'Jo#j 

JLLuBLjrLm^ Miniature Power Resistors 

Carefully designed and skillfully made for electronic and allied industries, 
these miniature power resistors are completely welded from terminal to 
terminal. They are coated with a special Silicone material and are impervious 
to moisture. They are ruggedly built for long life service under the most 
adverse operating conditions. / 

^ 25 WATT - / 


50 WATT 
RH-50 
B-50 


WATT 
[S-2 

:s-2 

5 WATT 
RS-5 
CS-S 

10 WATT 
RS-10 
CS-10 





p-.-i 





FULL 



NO. 

WATTAGE 

RATING 

A 

B 

c 

D 

E 

RH-25 

B-25 

25 

VA6 



’/2 

1M« 

RH-50 

B-50 

50 

1% 

225/32 

5/8 

Vii 

I'/e 





FULL 

WAHAGE 

RATING 


NOM. DIMENSIONS 


^ PACKED AND SEALED 

IN PLASTIC TUBES FOR 
YOUR PROTECTION. 

CS types—standard package 
10 to the carton. 


• Complete welded construction 

€ JP M power resistor are the answer to from terminal to terminal, 

that space problem because it is true POWER in - ... -... 

MINIATURE. Carefully crafted in every respect, ea e in i ic . 

Silicohm Miniature Power Resistors are designed to • Impervious to moisture, 
give trouble-free performance under all conditions. • Smallest in size. 

See next page for Stock Values and Prices^ 


• Sealed in Silicone. 

• Impervious to moisture. 

• Smallest in size. 
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DALE PRODUCTS, INC 


OOlUMDUir lilBKAS4A U, S. AV ^ 

. . . , - -* _ ___ _ _ __ _ _ _ _ ___ _ _ _ 

FOR THOSE TIGHT SPECIFICATIONS 


PRODUCT 
^INC. 


DALE “Silicohm”—Silicone Coated Miniature Wire-Wound Power Resistors 
—see preceding page for size and description. 

RS and RH types meet JAN-R-26A Specification. For use in all government 
and commercial applications where the equipment must survive the most 
severe environmental, shock and vibration conditions. Available in .1%, 
.25%, .5%, 1%, 3% and 5% toL—T. C. 0.00002/"C. 

CS and B types (Red Dot Line) are designed for use in commercial electrical 
and electronic equipment—combine economy with quality and miniaturiza¬ 
tion. Res. tol. 10% and 5%. 


STANDARD STOCK RESISTANCE 

OHMS 


VALUES 


I 





LIST 

PRICE 

TYPES 

RESISTANCE RANGE 

CS & B TYPES 

RS & RH TYPES 



10% TOL.* 

5% TOL.** 

2 WATT 

1 thru 1,000 ohms 

$ .67 


CS-2 and RS-2 

1,100 thru 5,000 ohms 

.72 

1.08 


1 thru 1,000 ohms 

.67 

1.08 

5 WATT 

1,100 thru 5,000 ohms 

.72 

1.08 

CS-5 and RS-5 

6,000 thru 10,000 ohms 

.78 

1.08 


11,000 thru 15,000 ohms 

.90 

1.08 


1 thru 1,000 ohms 

.75 

1.15 


1,100 thru 5,000 ohms 

.80 

1.24 

10 WATT 

6,000 thru 10,000 ohms 

.92 

1.24 

CS-IO and RS-10 

11,000 thru 20,000 ohms 

1.03 

1.55 


22,500 thru 25,000 ohms 

1.08 

1.65 


30,000 thru 50,000 ohms 

1.22 

1.85 


1 thru 1,000 ohms 

.97 

2.68 

25 WATT 

1,100 thru 5,000 ohms 

1.03 

2.68 

B-25 and RH-25 

6,000 thru 10,000 ohms 

1.14 

2.68 


11,000 thru 15,000 ohms 

1.19 

2.68 


1 thru 4 ohms 

2.25 

3.50 


5 thru 1,000 ohms 

1.63 

3.34 

50 WATT 

1,100 thru 5,000 ohms 

1.75 

3.34 

B-50 and RH-50 

6,000 thru 10,000 ohms 

1.92 

3.34 


11,000 thru 20,000 ohms 

2.08 

3.34 


25,000 thru 35,000 ohms 

2.33 

3.34 


40,000 thru 50,000 ohms 

2.58 

3.34 


*CS & B types—add 10% for 5% tolerance. 

**RS & RH types—add 10% for 3% tolerance. 

” ” ” add 30% for 1% tolerance. 

For lower tolerances^ price quoted on request. 
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DALE PRODUCTS, INC. 


coi .imBiii; jUBHASKA u. s. a. 


DALOHM DEPOSITED CARBON RESISTORS 


- FOR EXCEPTIONAL ACCURACY IN ANY 

DC!^ “ !/2 WATT LOW-HIGH RESISTANCE RANGE 



Dalohm deposited carbon resistors are manufac¬ 
tured under a licensed agreement with Western 
Electric. The matchless stabihty and accuracy of 
these precision resistors are the result of years of 
intensive research and development. Dalohm de¬ 
posited carbon resistors are manufactured by 
depositing pure carbon in crystalline form which is 
bonded to a selected ceramic core. They are in¬ 
tended for circuits calling for the accuracy and 
stability of wire wound resistors such as instru¬ 
mentation, advanced electronics and critical tele¬ 
vision circuits but with the marked economy of 
carbon resistors. 


Dalohm deposited carbon resistors are sealed from moisture by special silicone 
coating material having a high dielectric strength^ excellent thermal con- 
ductivity, and offer high resistance to abrasion* 


SIZES LIST PRICE 

DC-Vi, Vi WATT 0.175''xW' Long.$1.00 each 

DC-1, 1 WATT 0.300"x%" Long. 1.00 each 

DC-2, 2 WATT 0.300"x2" Long. ... ... 1.20 each 


STANDARD STOCK VALUES 

1 DC-l/g and DC-1 

DC-2 

Ohms 

Ohms 

Megohms 

Megohms 

100 

4,450** 

0.10 

0.5 

150 

5,000 

0.15 

1.0 

200 

5,950** 

0.20 

2.0 

250 

7,450** 

0.25 

3.0 

300 

8,950** 

0.30 

5.0 

400 

9,950** 

0.40 

10.0 

500 

10,000 

0.50 

15.0 

1,000 

13,500** 

1,00 

20.0 

1,450** 

15,000 

1.50 


1,500 

20,000 

2.00 


2,000 

25,000 

2.50* 


2,500 

30,000 

3.00* 


2,950** 

40,000 

4.00* 


3,000 

50,000 

5.00* 


4,000 





*NOT STOCK VALUES FOR 00-1/2 OTHER VALUES CAN BE ORDERED AS 
**METER MULTIPLIER VALUES SPECIALS FROM 10 OHMS TO 100 MEGS. 


HERMETICALLY SEALED UNITS ALSO AVAILABLE 

imnittmnimimnnmmmnnmmiummiiimmmmmimiiiimmnimmmmiiimmmummnmimiimiummmimiiumnim 
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DALE PRODUCTSMNC 


o. s. a. 

HERMETICALLY SEALED LIGHT WEIGHT W. W. 
PRECISION RESISTORS EXCEED JAN-R-93A or 
MIL.R-93A SPECIFICATIONS 


TYPE WWL 








TYPEWWA^ 



'>r ' 


PRECISION RESISTORS 

For Critical Electronic Applications 
Exceed JAN-R-93A or MIL-R-93A specifications 

STANDARD TOLERANCE ±1%. TOLERANCES AS LOW AS ± .05% 

CAN BE HAD ON SPECIAL ORDER. TEMP. COEF. 0.00002/° C. 


DALE Engineers and chemists have compounded 
a chemically inert material making possible these 
light weight, hermetically sealed precision resistors 
that surpass the requirements of JAN-R-93A and 
MIL-R-93A. 

In addition to these resistors being completely 
impervious to the penetrating etfects of salt ions, 
humidity, moisture and corrosive gases and vapors, 
this new material in which the Dalohm precision 
wire wound resistors are incased has very high 
dielectric strength and due to its coefficient of 


expansion being very close to that of the wire itself 
it eliminates the possibility of distorted windings 
and shorted turns which are quite common in 
other types of resistors. 

The superior quality of Dalohm precision wire 
wound resistors is assured through thorough 
testing, temperature cycling, salt water immer¬ 
sion, humidity and overload tests. These are 
without a doubt the precision resistors for de¬ 
pendable and long life operation under the most 
adverse conditions. 


LUG TYPE WWL 


WWH 

WWL-2 

WWL-3 

WWL-4 

WWL-5 


MOUNTING 
SCREW SIZE 



AXIAL LEAD TYPE WWA 



WWA-1 

WWA-2 

WWA-3 

WWA-4 

WWA-5 


LEAD 

WIRE SIZE 


22 AWG 
22 AWG 
22 AWG 
22 AWG 
22 AWG 


AVAILABLE IN RESISTANCE VALUES FROM 0.05 OHMS TO 3 MEGOHMS. 
OTHER CASE SIZES AND STYLES AVAILABLE. 

ALL PRICES QUOTED ON REQUEST. 
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AUTOMATIC 


fiiMPERITE 


REGULATOR 


BAIUSI TOM FOB iUTOHATIC MSEAIION OF CUBiEHT AMD VOLTAOE 



AMPER/TB 

PmiATO%; 

lEn:|||^ 


AUTOMATIC REGULATION 

WHAT IT IS! ANiPERirB is an automatic “rheostat” 
designed to keep the current in a circuit at a definite 
value, e.g., 0.5 amps. Should the supply voltage 
increase, the AMPERiTE will automatically increase 
in resistance to take up the increase in supply volt¬ 
age. Since AMPERITE is 
^ a constant current device, 

it can only be used on 
. r.. . ^ TTT o fixed load. 


SIZES: 

T-SVz L, Miniature. O.D. 

li"; seated height, 2%". 
T-61^ L, Miniature. O.D. 

it"; seated height, 2%'\ 
T-9, Octal base. O.D. 
seated height, 3". 





ADVANTAGES 

Light. . . Compact... No Moving Parts (Will 
withstand vibrations of lOG min.) . . . Her¬ 
metically Sealed (Not affected by altitude or 
humidity changes) . . . Can Be Changed as 
Easily as a Radio Tube . . . Operates Equally 
Well on AC or DC . . . Inexpensive. 

CAPACITIES AVAILABLE 

Current values of 60 ma. to 5 amps; threshold 
voltage 0.4 to 4Q V. Maximum dissipation per 
AMPERITE 50w per tube (ST19 bulb). Any 
number ofAMPERITES with the same voltage 
range can be operated in parallel. AM PE RITES 
should not be used in series. 

AMBIENT EFFECTS 

Variations of —50° to +70° C. will change the 
current of an AMPERITE approximately ±2% 
on the regulating portion of the curve. 


1 2 3 4- 5 6 7 8 9 10 11 12 

Voltaqe Across Bo I last Tub«-Yblts 
Threshold Current & Voltage - 

CHARACTERISTIC CURVE 

Characteristic curve of a typical Amperite. Approximate curve of any 
other Amperite can be obtained by multiplying or dividing the current 
or voltage scale by any number. 

We strongly recommend that you send us your specifications on 
special problems, and let us recommend the BALLAST TUBE you need. 

AMPERITE NUMBERING SYSTEM 

In general, the AMPERITE number approximately denotes 
the current—voltage threshold value: 


3-4 

3H4 

10-7 

12-11 

12H11 

0.3 

0.35 

1.0 

1.2 

1.25 

4.0 

4.0 

7.0 

11.0 

11.0 


SPECIAL BALLAST TUBES 
List $3.00 —■ Dealer Cost $1.80 


D6-1E 

1H20 

3V4 

4A10 

6-3 

**7HTF3 

9A10 

12-3 

*D6T4 

1H22 

3-7 

4-12 

6-4 

**7HTF4 

9-11 

12-4 

**D6TK7 

**2TK7 

*3T7 

4H3 

6-4A 

7H4 

lOTl 

12-7 

*D6T11 

2A10 

*h:3tf7 

4H4 

6-4B 

7H4B 

♦♦lom 

12A10 

**D6TF10 

2A12 

3A10 

**4HTF4 

*6T4 

7H7 

10-3 

12-11 

**D6TF30 

2A20 

3-11 

**4HTF7 

♦♦6TF4 

7H11 

10-4A 

13-4 

D7-20 

*2HT2 

*3T11 

4H10 

6-7 

**8TF2 

10-4B 

15-2 

D7H4 

2H4 

3TF11 

4H11 

***'6TF7 

8-3B 

10-4C 

15-4 

*D7HT4 

*2HT4 

**3TF12 

5E1 

6-8B 

8-4 

10-4D 

16-4 

*D7HT11 

**2HTF4 

3-14 

**5TF2 

6A10 

8A10 

10-4E 

17-3 

lAlO I 

2H10 

3-16 

5-4 

6-11 

**9TF2 

lOAlO 

20-3 

**1TF10 1 

3-2 

3A20 

**5TF4 

6-12 

9-3 

10A12 

20-4 

1-15 

*3T2 

3-38A 

5A10 

6-13 

9-4 

10-25 

22-4 

*1HT2 

**3TF2 

3-50A 

5-11 

6A15 

9-4A 

11-3 

24-3 

1H4 

**3TK2 

3H-1-7 

5-16 

6-36 

9-7 

11-4 

34-2 

*1HT4 1 

3-4 

3H4 

5H3 

6H4 

9-8 

IIAIO 

35-4 

IHIO 

*3T4 

**3HTF4 

5H4 

**6HTF4 


11-11 

40-6B 

*»1HTF10 

*3T4A 

3H11 

5H10 

6H6 



41-7E 

♦IHTll 

**3TF4A 

3H-25 

5H11 

7-4 



55-1 

**1HTF11 

**3TF4 



**7TF4 . 



55-4 


**3TFV4 



7A10 

7-11 

**7HTF2 1 





124A—List $10.00 

*T denotes TSYz bulb-7 pin miniature, e.g., 3T4. 

♦*TF denotes T6p2 bulb-9 pin miniature, e.g., 3TF4. 
Base Wiring: Octal, 7 and 9 pin miniature—^prongs 2-7. 


LIFE EXPECTANCY 

Average life 2000 hours prox.; if AMPERITE 
filament is operated at black temperature— 
average life 5000 hours prox., depending on use. 

AGEING 

AMPERITE Ballast Tubes may change ap¬ 
proximately up to 3% in current if aged for 
4 to 8 hours, at maximum voltage. They will 
change very little thereafter. 

POWER SUPPLIES 

We strongly recommend, for any particular 
application, to fill and return one of our special 
problem sheets (ASP 343) and permit us to 
recommend the most suitable AMPERITE. 


Supply Dry Cells 6 Volts 12 Volts 26 Volts 115-Volts 

Supply 

Variation 2.2-3.0V 5.5-7.5V 10.0-14.OV 22.0-30.0V 105-125V 
Desired 

on load 1.8-2.OV 3.9-4.1V 6.1- 6.4V 17.5-18.5V 90- 95V 
Required on 

AMPERITE 0.4-1.0VT.6-3.4V 3.9- 7.6V 4.5-11.5V 15- 30V 

Current 

Variation .29-.32a .29-.31a .29-.31a .29-.32a ,29-.32a 

The above chart shows the maximum load 
voltage for the given supply to obtain 2% 
regulation on load. Better regulation is ob¬ 
tainable by increasing the voltage across the 
AMPERITE. In general, the higher the percent 
of the supply voltage taken by the AMPERITE, 
the better the regulation. 
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ALPHA WIRE CORPORATION 



SHIELDED MULTIPLE CONDUCTOR CABLE 

GENERAL PURPOSE: For indoor permanent or portable P.A. systems, photo 
electric cell circuits, sound recording and auto radios. 

TINNED SHIELD OVERALL 

Standard Alternate 


No. 

Cond. 

Size 

Strand 

O.D. 

Put-Up 


Put-Ups 

1256 

2 

20 

10/30 

.215" 

100' 

250' 

500' 

1000' 

1256V 

2 

20 

10/30 

.155" 

100' 

250' 

500' 

1000' 

1257 

3 

20 

10/30 

.245" 

100' 

250' 

500' 

1000' 

1257V 

3 

20 1 

10/30 

.170" 

100' 

250' 

500' 

1000' 

1258 

4 

20 

10/30 

.270" 

100' 

250' 

500' 1 

1000' 

1259V 

2 

18 

16/30 

.195" 

100' 

250' 

500' 

1000' 

1260V 

2 

16 

26/30 

.215" 

100' 

250' 

500' 

1000' 


COTTON BRAID OVER SHIELD 


1262 

2 

20 

10/30 

.225" 

lOO' 

250' 

500' 

1000' 

1262V 

2 

20 

10/30 

.190" 

100' 

250' 

500' 

1000' 

1263 

3 

20 

10/30 

.240" 

100' 

250' 

500' 

1000' 

1264 

d 

20 

10/30 1 

.2'75" 

100' 

250' 

500' 

1000' 


Construction: Nos. 1256-7-8; Each conductor stranded tinned copper, 1/64'' rubber, 
'(yaxed cotton braid, color coded, conductors twisted, tinned copper shield overall. 
Nos.^ 1256V, 1257V, 1259V, 1260V: Each conductor stranded tinned copper, 1/64" 
plastic, color coded, conductors twisted, tinned copper shield overall. 

Nos. 1262-3-4; Same as Nos. 1256-7-8 plus cotton braid over shield. 

No. 1262V: Same as No. 1256V plus cotton braid over shield. 

For alternate put-ups use code: D=250 ft., E=500 ft., F=1000 ft. 



COTTON STRANDED 

BRAID CONDUCTOR 


SHIELDED DUPLEX SPEAKER CABLE 

GENERAL PURPOSE: For P.A. systems, photo-electric cell circuits, master 
control sound systems, etc. 

TINNED SHIELD OVERALL 


No. 

Cond. 

Size 

Strand 

standard 
O.D. Put-up 

Alternate 

Put-up 


1 . 2 

1 IS r 

i6/3d r 

'SW It 

n 1000' 

WAXED 

COTTON 

BRAID OVER 

SHIELD 



T266 

J_2_! 

1 18 1 ' 

16/30 r 

1210’' i 

1 1000' 


Construction: Two conductors 18-16/30 stranded tinned copper, 1/32" ‘*Hi-Tension^' 
rubber, color coded, conductors twisted, paper wrap, close tinned copper shield overall. 
No. 1266 same as No. 1265 except with waxed cotton braid over shield. 

For alternate put-up use code: F=1000 ft. 



CONDUCTOR 


SHIELDED TRANSMISSION LINE 


GENERAL PURPOSE: For broadcast, public address and sound systems, inter¬ 
communication systems, short wave, etc. 

TINNED SHIELD OVERALL 


No. 

Cond. 

Size 

O.D. 

Standard 

Put-up 

Alternate 

Put-up 

1267 1 

i 2 

i lO Solid r 



"1 WW 

1267V 1 

_2_1 

20 Solid 1 

.145" 

1 500' 

1 1000' 

WAXED COTTON BRAID OVER SHIELD 

1268 1 

2 1 

i 20 Solid 1 

7m" 

1 500' 

1 1000' 

1268V 1 

_2_1 

20 Solid 1 

.175" 

( 500' 

1 1000' 


Construction; No. 1267—Two conductors 20 AWG solid tinned enameled copper, 
insulated, color coded, conductors twisted, close copper shield overall. 

No. 1267V—^Two conductors 20 AWG solid tinned copper, 1/64" plastic, color coded, 
conductors twisted, close copper shield overall. 

No. 1268—Same as No. 1267 plus waxed cotton braid over shield. 

No. 1268V—-Same as No. 1267V plus waxed cotton braid over shield. 

For alternate put-up use code: F=10CK) ft. 



SHIELDED AUDIO CABLE 

(PLASTIC JACKET) 

GENERAL PURPOSE: For broadcast, public address and sound systems, inter¬ 
communication systems, short wave, and for any installation where a cable 
is required to eliminate interference and cross talk. 


No. 

Cond. 

Size 

Strand 

O.D. 

Standard 

Put-up 

Alternate 

Put-up 

1736 

1 2 

1 

7750 r 

.160" 

1 5W 

1 1000’ 

1775 

J_ 2_ 

1 22 Solid 1 


.150" 

1 500' 

1 1000' 


Construction: No. 1736—Two conductors 22-7/30 stranded tinned copper, plastic 
msulated, color coded, twisted, braided copper shield, plastic jacket overall. 

No, 1775—"Same as No, 1736 except 22 AWG solid conductors and 22 AWG solid 
(inned copper wire under shield parallel to twisted pair. 

For alternate put-up use code: FsslOOO ft. 


^lIs 


PLASTIC 

JACKET 


I 

COPPER 

SHIELD 


t strIt 

I CONDI 


PLASTIC 

INSULATION 


NDED 
CONDUCTOR 
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ALPHA I WIRE CORPORATION 


CRYSTAL MICROPHONE CABLE 


TINNED 


i 

RUBBER 

JACKET i SHIELD 
COTTON 
WRAP RUBBER 

INSULATION 


t 


STRANDED 

CONDUCTOR 


GENERAL PURPOSE: Low loss design for use with crystal, ribbon, dynamic 
and velocity microphones, photo-electric cells. Use No. 1248 FOR LAPEL 
MICROPHONES and phonograph pickups. 


No. 

Size 

Strand 

Capacity 
Per Ft. 

O.D. 

Standard 

Put-up 

Alternate 

Put-ups 

1248 1 

20 

26/34 

40 mmf. 

.175" 

100' 

250' 

500' 

1000' 

1249 1 

20 

26/34 

30 mmf. 

.245" 

100' 

250' 

500' 

1000' 

1249/18 

18 

41/34 

4.5 mmf. 

.250" 

100' 

250' 

500' 

1000' 


Construction: Single conductor, extra flexible stranded tinned copper, cotton serve, 
insulated with special low loss SIC rubber compound, braided tinned copper shield, 
cotton serve, tough black rubber jacket overall. 

For alternate put-up use code: D=250 ft., E=500 ft., F=1000i ft. 


SHIELDED MICROPHONE CABLE 


GENERAL PURPOSE: Adaptable for all indoor and outdoor crystal, carbon 
and condenser microphones as well as public address systems. 



Capacity Standard Alternate 


No. 

Cond. 

Size 

Per Ft.' 

O.D. 

Put-up 


Put-ups 

1250 

2 

20 

70 mmf. 

.290" 

100' 

250' 

500' 

1000' 

1250/18 

2 

18 

75 mmf. 

.300" 

100' 

250' 

500' 

1000' 

1251 

3 

20 

65 mmf. 

.305" 

100' 

250' 

500' 

1000' 

1251/18 

3 

18 

65 mmf. 

.355" 

100' 

250' 

500' 

1000' 

1252 

4 

20 

65 mmf. 

.345" 

100' 

250' 

500' 

1000' 

1253 

5 

20 

60 mmf. 

.350" 

100' 

250' 

500' 

1000' 

1254 

6 

20 

60 mmf. 

.375" 

100' 

250' 

500' 

1000' 

1254/18 

6 

18 

60 mmf. 

.430" 

100' 

250' 

500' 

1000' 

1255 

7 

20 

60 mmf. 

.380" 

100' 

250' 

500' 

1000' 

1255/8 

8 

20 

60 mmf. 

.400" 

100' 

250' 

500' 

1000' 


Consfrucfion: Each conductor, extra flexible stranded tinned copper, cotton wrap, .020" 
‘‘Hi-Tension’^ low capacity rubber, color coded, conductors twisted, braided tinned copper 
shield, cotton wrap, tough black rubber jacket overall. 

For alternate put-up use code: D=250 ft., E=500' ft., F=1000 ft. 


PLASTIC MICROPHONE CABLE 

SINGLE CONDUCTOR 



4 

PIASTIC 

JACKET 


♦ t I 

TINNED I STRANDED 
SHIELD I CONDUCTOR 


POLYETHYLENE 

INSULATION 


GENERAL PURPOSE: For use with all lapel, crystal, ribbon and other impe¬ 
dance microphones. Use No. 1703 for LAPEL MICROPHONES. Use No. 
1704 and No. 1706 for CRYSTAL, RIBBON and other IMPEDANCE 
MICROPHONES. 


Capacity Standard Alternate 


No. 

Size 

Strand 

Per Ft; 

O.D. 

Put-up 


Put-up 

1703 

1 

7/32 

38 mmf. 

.145" 

500' 

100' 

250' 

1000' 

1704 

24 

10/34 

25 mmf. 

.200" 

500' 

100' 

250' 

1000' 

1706 

20 

26/34 

1 39 mmf. 

.175" 

! 500' 

100' 

1 250' 

1000' 


Construction: 

Single conductor flexible stranded tinned copper, polyethylene insulation, braided tinned 
copper shield, plastic jacket overall. 


TWO CONDUCTOR 



PLASTIC 

JACKET 


FILLE 


TINNED 

SHIELD 


COTTON 

WRAP 


STRANDED 
CONDUCTOR 
POLYETHYLENE 
INSULATION 


GENERAL PURPOSE: For use with carbon and other low impedance micro¬ 
phones. 

Capacity Standard Alternate 

No. Cond. Size Strand Per Ft. O.D. Put-up Put-ups 

T710 I 2 I 22 I 16/34 | 32 mmf. | .235" | 500^ 1 ld0^ T"230^ I 1000^ 


Construction: 

Two conductors 22-16/34 flexible stranded tinned copper, polyethylene insulation, color 
coded, conductors twisted, cushioned with fillers, cotton wrap, braided tinned copper 
shield, plastic jacket overall. 


For alternate put-ups use code: Q=10O ft., D=250 ft., F=1000 ft. 
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ALPHA WIRE CORPORATION 




PLASTIC INTCR-COMMUNICATION CABLE 

4 CONDUCTORS (2 Shielded—2 Unshielded) 

GENERAL PURPOSE: This cable is designed for general wiring from station 
to station where a shielded twisted pair is essential to eliminate cross talk. 

Standard Alternate 

No. Cond. Size Strand O.D. Put-up Put-up 

1243/4 I 4 I 22 I 7/30 \ \315^' I 500' | 1000' 


Construction: Four conductors 22-'7t^0 tinned copper, vinyl plastic insulation, color 
coded; tinned copper shield over two conductors, two conductors unshielded; plastic 
jacket overall. 

3 CONDUCTORS (1 Shielded—2 Unshielded) 

GENERAL PURPOSE: This cable is designed for general wiring from station 
to station where a shielded single conductor is essential to eliminate 
cross talk. 


Standard Alternate 

No. Cond. Size Strand O.D. Put-up Put-up 


1247 - 

1 3 i 

1 22 

1?730 I 

.170" 1 

500' 

1 1000' 

1243 

1 3 

1 22 

J_7/30_1 

.215" 1 

500' 

1 1000' 


Construction: Three conductors 22-7/30 tinned copper, vinyl plastic insulation, color 
coded; tinned copper shield over one conductor, two conductors unshielded; cotton braid 
overall (No. 1242), or plastic jacket overall (No. 1243). 

For alternate put-up use code: F=1000 ft. 



INSULATION 



COTTON 

BRAID 


TiNteD t strandId 

SHIELD I CONDUCTOR 

PLASTIC 
INSULATION 


SHIELDED TWISTED PAIR CABLE 


GENERAL PURPOSE: Where small diameter is required for sound recording, 
photo electric cell circuits, public address systems, etc. 

Standard 

No. Cond. Size Strand O.D. Put-up 

1261 I 2 I 24 I 16/36 | .115^^ | 1000^ 

Construction: Two conductors 24-16/36 extra flexible tinned copper, 1164" vinyl insula¬ 
tion, color coded, conductors twisted, very fine tinned copper shield overall. 



4 if 

TINNED PLASTIC STRANDED 

SHIELD INSULATION CONDUCTOR 


ARMORED DUPLEX SPEAKER CABLE 

GENERAL PURPOSE: For P.A. systems, oil burner installations, automotive 
wiring, etc. 

Standard Alternate 

No. Cond. Size Strand O.D. Put-up Put-up 

1272 I 2 I 18 I 16/30 I . 132" X. 182^^ j 500^ 1 1000^ 

Construction: Two conductors parallel, 18-16/30 stranded tinned copper, rubber insulated, 
color coded, lacquered cotton braid, galvanized steel armor overall. 

For alternate put-up use code: F=1000 ft. 



RUBBER 

INSULATION 


SHIELDED PHONO AND GRID WIRE 


GENERAL PURPOSE: Extreme flexibility and limpness make this an ideal wire 
for phonograph pick-up arm cable and grid wire. 

standard Alternate 


No. 

Cond. 

Size 

Strand 

Insulation 

O.D. 

Put-up 

Put-up 

1200 

1 

24 

16/36 

.010" 

.080" 

1000' 

100' 

1201 

1 

24 

16/36 

.010" 

.095" 

1000' 

100' 

1202 

2 

24 

16/36 

.010" 

.115" 

1000' 

— 


TINNED 

SHIELD 


4 4 


PLASTIC 

INSULATION 



STRANDED 

CONDUCTOR 


Construction: No. 1200—Single conductor 24-16/36 extra flexible stranded tinned cop¬ 
per, vinyl plastic insulation, fine close tinned copper shield overall. 

No. 1201 same as No. 1200 plus cotton braid over shield. 

No. 1202 same as No. 1200 except two conductors with shield overall. 

For alternate put-ups use code: Q=100 ft. 


Copyright by U. C. P., Inc, 


NOTE: See Page S-16 for ALPHA Prices and Other Information. 


Radio’s Master — 18 th Edition 

Page S-3 








ALPHA WIRE CORPORATION 


m 


PLASTIC COMMUNICATION CABLE 



SOLiD 

CONDUCTOR 


(TWISTED PAIRS) 

GENERAL PURPOSE: For use iu connecting intercommunication systems, an¬ 
nunciators, telephones and wherever a multiple circuit hook-up is required. 

SOLID CONDUCTORS 


No. 

Pairs 

Cond, 

Size 

O.D. 

Standard 

Put-up 

Alternate 

Put-up 

1300 

1 

2 

22 Solid 

.145" 

1000' 

ioo' 

1302 

2 

4 

22 Solid 

.205" 

1000' 

100' 

1304 

3 

6 

22 Solid 

.215" 

1000' 

100' 

1307 

6 

12 

22 Solid 

.250" 

1000' 

100' 

1308 

10 

20 

22 Solid 

.320" 

1000' 

100' 

1310 

16 

32 

22 Solid 

.405" 

1000' 

100' 

1312 

26 

52 

22 Solid 

.475" 

1000' 

100' 


Construction: 


STRANDED CONDUCTORS 


Each conductor 22 AWG tinned copper, plastic 
insulation, conductors color coded, twisted into 
pairs, plastic jaiclcet overall. 

For alternate put-up use code: QazlOO ft. 


No. 

Pairs 

Cond. 

Size 

Strand 

O.D. 

Standard 

Put-up 

Alternate 

Put-up 

1316 

1 

2 

22 

7/30 

.135" 

1000' 

100' 

1317 

2 

4 

22 

7/30 

.190" 

1000' 

100' 

1318 

3 

6 

22 

7/30 

.225" 

1000' 

100' 

1319 

4 

8 

22 

7/30 

.235" 

1000' 

100' 

1320 

5 

10 

22 

7/30 

.245" 

1000' 

100' 

1322 

6 

12 

22 

7/30 

.260" 

1000' 

100' 



CONDUCTOR 

Construction: 

Each conductor 20-10/30 stranded tinned copper, 
1164" thermo-plastic insulation, color coded, con¬ 
ductors twisted, brown cotton braid overall. 
Alternate put-up use code: 

D=250 ft., £=4500 ft., F=:1000 ft. 


MULTf-CONDUCrOft FLEXIBLE CABLE 

(COTTON BRAID) 

GENERAL PURPOSE: For connecting speakers, analyzers, remote control units, 
P.A. systems or wherever a multiple circuit hook-up is required. 

Standard Alternate 


No. 

Cond. 

Size 

Strand 

O.D. 

Put-up 


Put-up 

1182 

2 

20 

10/30 

.135" 

100' 

250' 

500' 

1000' 

1183 

3 

20 

10/30 

-170" 

100' 

250' 

300' 

1000' 

1184 

4 

20 

10/30 

.180" 

100' 

250' 

500' 

1000' 

1185 

5 

20 

10/30 

.205" 

100' 

250' 

500' 

1000' 

1186 

6 

20 

10/30 

.225" 

100' 

250' 

500' 

1000' 

1187 

7 

20 

10/30 

.240" 

100' 

250' 

500' 

1000' 

1188 

8 

20 

10/30 

.255" 

100' 

250' 

500' 

1000' 

1189 

9 

20 

10/30 

.275" 

100' 

250' 

500' 

1000' 

1190 

10 

20 

10/30 

.310" 

100' 

250' 

500' 

1000' 

1192 

12 

20 

10/30 

.340" 

100' 

250' 

500' 

1000' 



COTTON 


BRAID 


PLASTIC sold 

INSULATION CONDUCTOR 


Construction: 

Each conductor 18 AWG solid bare copper wire, 
thermoplastic insulation, color coded, conductors 
twisted, waxed cotton braid overall. 


INTER-COMMUNICATION CABLE 

(BRAIDED) 

GENERAL PURPOSE: Designed for interior use for connecting inter-communi¬ 
cation systems, annunciators, thermostat controls of oil burners, air con¬ 
ditioners, etc. 

Standard 


No. 

Cond. 

Size 

O.D. 

Put-up 

1274 

2 

18 Solid 

.150" 

500' 

1275 

3 

18 Solid 

.165" 

500' 

1275/4 

4 

18 Solid 

.180" 

500' 

1275/5 

5 

18 Solid 

.200" 

500' 

1273/6 

6 

18 Solid 

.220" 

500' 



RUBBER 

INSULATION 


Construction: 

Nos. 1279, 1280: Each conductor 19 AWG solid 
tinned copper, 1/64" telephone compound rubber, 
heavy cotton braid (ridged for polarity) with 
specially treated compound to make it weather¬ 
proof for resistance against rain, snow, hail and 
cold. 

Nos. 1279V. 1280V: Each conductor 19 AWG 
solid ^ned copper, .024" plastic Insulation 
(rtdged lor poiar%), conductors twisted. 


OUTDOOR INTER-COMMUNICATION WIRE 

GENERAL PURPOSE: For outdoor and indoor use or in any damp location, 
for connecting communication systems, telephones, etc. 

Standard 


No. 

Cond. 

Size 

O.D. 

Put-up 

1279 

2 

19 Solid 

.255" 

500' 

1279V 

2 

19 Solid 

.165" 

500' 

1280 

3 

19 Solid 

.275" 

500' 

1280V 

3 

19 Solid 

.173" 

500' 
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BRAIDED COMMUNICATION CABLE 

(TWISTED PAIRS) 

GENERAL PURPOSE: For interior use designed for connecting inter-communi¬ 
cation systems, annunciators, telephones, etc. 

Standard Alternate 


No. 

Pairs 

Cond. 

Size 

O.D. 

Put-up 

Put-up 

1276/2 

2 

4 

22 Solid 

.185" 

1000' 

100' 

1276/3 

3 

6 

22 Solid 

.210" 

1000' 

100' 

1276 

6 

12 

22 Solid 

.240" 

1000' 

100' 

1277 

10 

20 

22 Solid 

.300" 

1000' 

100' 

1277/13 

13 

26 

22 Solid 

.360" 

1000' 

100' 

1277/15 

16 

32 

22 Solid 

.380" 

1000' 

100' 

1277/25 

26 

52 

22 Solid 

.445" 

1000' 

100' 

1277/50 

51 

102 

22 Solid 

.650" 

1000' 

— 


Construction: Each conductor 22 AWG solid tinned copper wire, two reverse serves 
paradined, color coded, conductors twisted into pairs, then covered with an impregnated 
double paper wrap, and overall a cotton braid saturated with a moisture-proof, flame 
retarding, rodent-proof compound. 

For alternate put-up use code; Q=100 ft. 



t 

COTTON 

BRAID 


i 

2 PAPER 
WRAPS 


t t 

TTON I 
WRAPS I 

SOLID 

CONDUCTORS 


LEAD<OVERED COMMUNfCATION CABLE 

(TWISTED PAIRS) 

GENERAL PURPOSE; For use indoors, outdoors, underground and in pipes 
for connecting inter-communication systems, annunciators, telephones, etc. 

Standard 


No. 

Pairs 

Cond. 

Size 

O.D. 

Put-up 

1289 

6 

12 

22 Solid 

.375" 

1000' 

1291 

10 

20 

22 Solid 

.450" 

1000' 

1293 

16 

32 

22 Solid 

.510" 

1000' 

1295 

26 

52 

22 Solid 

.560" 

1000' 


Construction: Similar to Braided Communication Cable above, but with lead antimony 
sheath instead of cotton braid over the twisted pairs. 



f 

LPAD 

SHEATH 


2 PAPER 
WRAPS 


2 COTTON 
WRAPS 

SOLID 

CONDUCTORS 


LEAD SHEATHED CABLE 

GENERAL PURPOSE: For P.A. systems, communications, traffic control, mines, 
railroads and many other uses where severe moisture conditions are en¬ 
countered. For all outdoor use including underground and underwater. 

Standard 

No. Cond. Size O.D. Put-up 

1271 1 2 I 19 Solid ^1 ^ .325^^ I 1000^ 

Construction: 

Two conductors 19 AWG solid tinned copper, 1/32" “Hi-Tension” rubber, color coded, 
conductors twisted, pure lead sheath overall. 



4 4 4 

LEAD I SOLID 

SHEATH I CONDUCTOR 

RUBBER 
INSULATION 


PLASTIC INTER-COMMUNfCATfON WIRE 

GENERAL PURPOSE: For connecting sound and inter-communication systems, 
general audio hook-up, etc. 

Standard Alternate 

No. Cond. Size O.D. Put-up Put-up 


1793 1 

— 2 - 

1 22 Solid r 

025^^ 

1 SOS’ 

~j 1000’ 

1794 1 

3 

1 22 Solid 1 

.130" 

i 500' 

1 1000' 


Construction: 

Conductors 22 AWG solid tinned copper, plastic insulation, color coded, conductors 
twisted, plastic jacket overall. 

For alternate put-up use code: F=1000 ft. 



INDOOR INTER-COMMUNICATION WIRE 

GENERAL PURPOSE: For connecting sound and communication systems, tele- 


phones, etc. 

No. 

Cond. 

Size 

O.D. 

Standard 

Put-up 

1269 1 

2 1 

22 Solid r 

.115’^ 

1 

1270 1 

3 1 

22 Solid 1 

.125" 

1 500' 

Construction: 
Conductors 22 

AWG solid copper. 

plastic insulated, 

color coded. 

conductors twisted. 



INSULATION CONDUCTOR 
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ALPHA WIRE CORPORATION 




STRANDED 


CONDUCTOR 


conoN 

WRAP 


INSULATION 


RUBBER 

JACKET 


Construction : 


Each conductor 20-26/34 extra flexible stranded 
tinned copper, cotton wrap, 1/32'' “Hi-Tension” 
rubber, color coded, conductors twisted, cushioned 
with cotton fillers, cotton wrap, tough black 
rubber jacket overall. 


For alternate put-ups use code: 


MULThCONDUCTOR FLEXIBLE CABLE 

(RUBBER JACKETED) 

GENERAL PURPOSE: For indoor and outdoor speakers, permanent or portable 
P.A. systems, sound recording and auto radios. 


Standard Alternate 


No. 

Cond. 

Size 

Strand 

O.D. 

Put-up 


Put-up 

1244 

2 

20 

26/34 

.250" 

100' 

250' 

500' 

1000' 

1245 

3 

20 

26/34 

.285" 

100' 

250' 

500' 

1000' 

1246 

4 

20 

26/34 

.305" 

100' 

250' 

500' 

1000' 

1247 

5 

20 

26/34 

.335" 

100' ! 

250' 

500' 

1000' 

1247/6 

6 

20 

26/34 

.355" 

100' 

250' 

500' 

1000' 

1247/8 

8 

20 

26/34 

.395" 

100' 

250' 

500' 

1000' 


D=250 ft., E=500 ft., F=1000 ft. 


RUBBER SHEATHED SERVICE CORD 


(UNDERWRITERS APPROVED) 



INSULATION 


Consfrucfion: 

Each conductor stranded bare copper, cotton sep¬ 
arator, 1/32" rubber, color coded, conductors 
twisted, cushioned with jute fillers, 40% tough 
nibber jacket overall. 


GENERAL PURPOSE: For amplifiers, sound systems, speakers, vacuum cleaners, 
electric tools, washing machines, refrigerators, appliances, trouble lights, 
garage lamps or wherever a rough usage power line is required. 

Current 


No. 

Cond. 

Size 

Type 

Carrying 

Capacity 

Voltage 

Rating 

O.D. 

Standard 

Put-up 

1951 

2 

18 

SV 

5 amps 

300 ! 

.250" 

250' 

1952 

2 

18 

SJ 

5 amps 

300 

.310" 

250' 

1952/3 

3 

18 • 

SJ 

5 amps 

300 

.345" 

250' 

1953 

2 

16 

SJ 

7 amps 

300 

.340" 

250' 

1953/3 

3 

16 

SJ 

7 amps 

300 

.375" 

250' 

1954 

2 

18 

s 

5 amps 

600 

.390" 

250' 

1955 

2 

16 

s 

7 amps 

600 

.410" 

250' 

1956 

2 

14 

s 

15 amps 

600 

.540" 

250' 

1957 

2- 

12 

s 

20 amps 

600 

.605" 

250' 

1958 

2 

10 

s 

25 amps 

600 

.640" 

250' 


Available with Additional Conductors, Also other sizes. 



RUBBER 

JACKET 


Construction: 

Two conductors parallel, 


f 

COTTON 

WRAP 


;T^r 


STRANDED 

CONDUCTOR 


- ^-, 18-41/34 extra flexible 

bare copper, color coded, cotton serve, 40% 
tough rubber jacket overall. Slit in jacket to 
permit “E-Z” separation. 


E-Z STRIP LAMP CORD—TYPE POSJ 

(UNDERWRITERS APPROVED) 

GENERAL PURPOSE: For line cord on radios, lamps, electric clocks, food 
mixers and other small instruments and appliances. 


Standard 

No. Cond. Size Strand O.D. Put-up 

2 ) 18 "T 41/34 ~j T235^Tl30^"^~l~nLW~~" 

1967 I 2 I 18 I 4 1/ 34 | .235" x .130" j 



conoN 

BRAID 


Construction: 


RUBBER 

INSULATION 


¥ 

STRANDED 

CONDUCTOR 


Two conductors stranded tinned copper, “Hi- 
Tension” rubber, color coded, conductors twisted, 
cotton braid overall, saturated weather-proof finish. 


TWISTED PAIR TRANSMISSION LINE 

(WEATHERPROOF BRAID) 

GENERAL PURPOSE: For inter-com hook-up. Also suitable for low loss 
coupling between antenna and receiver as doublet style twisted lead-in. 

Standard 


No. 

Cond. 

Size 

Strand 

O.D. 

Put-up 

1146 

1 2 , ! 

22 

tTsT I 

' ' .175" 

5W 

1135 

1 2 1 

18 

1 16/30 1 

.190" 

1 500' 
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KINKLESS TEST LEAD WIRE 


GENERAL PURPOSE: As test leads in analyzers, oscillators and all other types 
of testing apparatus or wherever an EXTRA FLEXIBLE insulated wire is 
required. 


Voltage 

Breakdown Standard Alternate 


No. 

Size 

Strand 

Insul. 

(60 Cycles) 

O.D. 

Put-up 

Put-up 

1633 

20 

41/36 

3/64" 

10,000 

,140" 

100' 

— 

1635 

20 

41/36 

3/64" 

10,000 

.140" 

500' 

1000' 

1636 

18 

65/36 

3/64" 

12,000 

.150" 

500' 

1000' 

1636Q 

18 

65/36 

3/64" 

12,000 i 

.150" 

100' 

— 


A 

BER 


RUBBER 
INSULATION 




COTTON STRANDED 
WRAP CONDUCTOR 


Construction: 


Single conductor extra flexible tinned soft an¬ 
nealed copper, concentric strand, cotton wrap, 
3/64" “Super Hi-Tension” rubber, satin finish. 

STOCK COLORS: 

Red, Black 


HEAVY DUTY TYPE 

GENERAL PURPOSE: For television, therapeutic equipment, analyzers, oscilla¬ 
tors, etc., or wherever a heavy duty EXTRA FLEXIBLE high voltage line 
is required. 


Voltage 

Breakdown Standard Alternate 


No. 

Size 

Strand 

Insul. 

(60 Cycles) 

O.D. 

Put-up 

Put-up 

1637 

18 

65/36 

7/64" 

22,000 

.245" 

100' 

— 

1638 

18 

65/36 

7/64" 

22,000 

.245" 

500' 

1000' 



RUBBER COTTON STRANDED 

INSULATION WRAP CONDUCTOR 


Construction: 

Single conductor 18-65/36 extra flexible tinned 
soft annealed copper, concentric strand, cotton 
wrap, 7/64" “Super Hi-Tension” rubber, satin 
finish. 

STOCK COLORS: 

Red, Black 

For alternate put-up use code: F=1000 ft. 


HI-VOLTAGE & CATHODE RAY WIRE 



GENERAL PURPOSE: This wire is designed for high-voltage leads for all 
applications, especially for cathode ray tubes in television receivers and 
oscilloscopes. This wire has high dielectric strength and is resistant to heat, 
flame, and moisture. 


A 

POLYETHYLENE 

INSULATION 


Construction: 


• ♦ 

STRANDED 

CONDUCTOR 


No. Size Strand 

Voltage Standard Alternate Single conductor 20-10/30 stranded tinned cop- 

Insul. Rating O.D. Put-up Put-ups special polyethylene insulation. 

1642 

20 , 

10/30 

4/64" 

20,000 

.175" 

100' 1 

500' 

For alternate put-ups use code: 


E=500 ft.. F=1000 ft. 


DIATHERMY CABLE 

GENERAL PURPOSE: Its extreme flexibility and tough rubber jacket give it 
long life. This cable is used as a lead on therapy apparatus, charging cable, 
battery lead, underground cable, etc. 

Standard 


No. 

Size 

Strand 

Insulation 

O.D. 

Put-up 

1623 

14 

104/34 

3/64" 

.300" 

100' 

1625 

14 

104/34 

3/64" 

.300" 

1000' 



2 COTTON STRANDED 

BRAIDS CONDUCTOR 


Construction: 

Single conductor 14-104/34 copper, paper serve, 
3/64" ASTM performance grade rubber, double 
cotton braid, .040" oil resistant neoprene rubber 
jacket. 
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m 


TINNED COPPER SHIELDING 


^ ■ 

% ^ ^ > .A ~ ^ ^ ^ 

GENERAL PURPOSE: For shielding speaker leads, lead-ins, amplifier 
auto radio installations. Also for bonding. 

Sizes of Standard Alternate 

No. Wires I.D. Put-up Put ups 

wires. 


1229 

36 AWG 

1/8" 

50' 

100' 

250' 

500' 

1000' 

FLEXIBLE TINNED COPPER 

1230 

36 AWG 

3/16" 

50' 

100' 

250' 

500' 

1000' 


1231 

36 AWG 

1/4" 

50' 

100' 

250' 

500' 

1000' 

Construction: 

1232 

36 AWG 

3/8" 

50' 

100' 

250' 

500' 

1000' 

Composed of very fine soft annealed tinned copper 

1233/2 

36 AWG 

1/2" 

50' 

100' 

250' 

500' 

1000' 

wires braided and rolled flat. 

1233 

36 AWG 

5/8" 

50' 

100' 

250' 

500' 

1000' 

For alternate put-ups use code: 

Q=100 ft., D=250 ft., £=500 ft., F=1000 ft. 

1234 

36 AWG 

3/4" 

50' 

100' 

250' 

500' 

1000' 

1235 

36 AWG 

1" 

50' 

100' 

250' 

500' 

1000' 


BRAIDED TINNED COPPER 

GENERAL PURPOSE: For shielding small sizes of insulated wire, flexible leads, 
FLEXIBLE TINNED COPPER and in hook-ups wherever a small size uninsulated extremely flexible wire 


Construction: 

Composed of very fine soft annealed tinned copper 

is needed. 

No. 

Sizes of 

Wires 

Approx. 

Width 

Standard 

Put-up 

Alternate 

Put-up 

wires braided and rolled flat. 

1222 1 

36 AWG 

1/32" 

1 1000' 

500' 

For alternate put-up use code: 

£=500 ft. 

1223 

36 AWG 

1/16" 

1000' 

500' 

1224 

36 AWG 

3/64" 

1000' 

500' 




♦ 

TINNED 

SHIELD 


t ♦ t 

I LOW LOSS I 

I INSULATION I 

LACQUERED STRANDED 

BRAID CONDUCTOR 


Construction: 

Single conductor stranded tinned copper, low loss 
insulation, highly lacquered braid, close tinned 
copper shield overall. 

Construction: 

Single conductor stranded tinned copper, low loss 
insulation, close tinned copper shield, plastic 
jacket overall. 

For alternate put-ups use code: 

£=500 ft., Q=100 ft. 


SHIELDED HOOK-UP AND LEAD-IN WIRE 

GENERAL PURPOSE: To reduce interference caused by motors, high tension 
wires, x-ray machines or other apparatus that radiates electrical impulses. 
Ideal for grid-lead use. 

Standard Alternate 


No. 

Size 

Strand 

O.D. 

Put-up 

Put-ups 

1194/22 

22 

7/30 

.105" 

1000' 

500' 

100' 

1194 

20 

10/30 

.110" 

1000' 

500' 

100' 

1196 

18 

16/30 

.145" 

1000' 

500' 

100' 

1197 

16 

26/30 

.160" 

1000' 

500' 

100' 

1198 

14 

41/30 

.180" 

1000' 

500' 

100' 

1199 

12 

19/25 

.210" 

1000' 

500' 

100' 

1199/10 

10 

19/23 

.220" 

1000' 

500' 

100' 

PLASTIC 

JACKETED 





No. 

Size 

Strand 

O.D. 

standard 

Put-up 

Alternate 

Put-ups 

1208 

1 24 

1 7/32 1 

.150" 

1 1000' 

1 500' 1 

100' 

1210 

1 20 

1 26/34 1 

.170" 

! 1000' 

1 500' 1 

1 100' 



Construction: 

Single conductor 20*10/30 stranded tinned^ cop¬ 
per, heavy low loss insulation, white braid, tinned 
copper shield overall. 

For alternate put-ups use code; 

D=250 ft., £=500 ft., F=1000 ft. 


SHIELDED LOW LOSS CABLE 

GENERAL PURPOSE: For auto radio, lead-ins, short wave receivers and for 
grid leads in the input stages of P.A. amplifiers. 

Standard Alternate 


No. 

Size 

Strand 

O.D. 

Put-up 


Put-ups 

1241 

20 

10/30 

.225" 

100' 

250' 

500' 

1000' 
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HI-TEMP PLASTIC WIRE 

GENERAL PURPOSE; For hook-up wherever small size and/or high tempera¬ 
ture (105°C) is required especially in miniaturization of electronic equip¬ 
ment, etc. 


No. 

Size 

fUNSHIELDED 

Strand 

O.D. 

Standard 

Put-up 

1607 r 

28 1 

7736 n 

.035" 

1 1000' 

1608 1 

27 1 

. .. 7/35 I 

.040" 

1 1000' 

SHIELDED 

1334 1 

■ 28 1 

7/36 1 

^61P 

1 1000' 

1337 1 

24 1 

16/36 1 

.080" 

1 1000' 

(1) Black 

(2) Red 

(3) Green 

(4) Yellow 

fSTOCK COLORS 

(5) Blue 

(6) Brown 

(7) White 

(8) Orange 

(9) Purple 
(10) Slate 


Available to order in additional sizes, solid colors and tracer combinations. 


“CL” PUSHBACK WIRE 

GENERAL PURPOSE; Pushback hook-up wire in various bright colors for 
circuit identification; radio, radar, electronics, electrical toys, etc, 

STRANDED 


No. 

Size 

Strand 

Voltage 
Breakdown 
(60 Cycles) 

O.D. 

Standard 

Put-up 

tstock 

Colors 

1460 

22 

7/30 

1000 

.065" 

1000' 

1 thru 8 

1460Q 

22 

7/30 

1000 

.065" 

100' 

1 thru 8 

1461 

20 

10/30 

1000 

.070" 

1000' 

1 thru 8 

1461Q 

20 

10/30 

1000 

.070" 

100' 

1 thru 8 

1462 

18 

16/30 

1000 

.082" 

1000' 

1 thru 8 

1462Q 

18 

16/30 

1000 

.082" 

100' 

1 thru 8 

1463 

16 

26/30 

1000 

.093" 

1000' 

1 and 2 

1463Q 

16 

26/30 

1000 

,093" 

100' 

1 and 2 

1464 

14 

41/30 

1000 

.105" 

1000' 

1 and 2 

1464Q 

14 

41/30 

1000 

.105" 

100' 

1 and 2 

SOLID 

1465 

_ 22 

Solid 

1000 

.060" 

1000' 

1 thru 8 

1465Q 

22 

Solid 

1000 

.060" 

100' 

1 thru 8 

1466 

20 

Solid 

1000 

.065" 

1000' 

1 thru 8 

1466Q 

20 

Solid 

1000 

'.065" 

100' 

l;thru 8 

1467 

18 

Solid 

1000 

.075" 

1000' 

1 thru 8 

1467Q 

18 

Solid 

1000 

.075" 

100' 

I thru 8 

1468 

16 

Solid 

1000 

.085" 

1000' 

1 and 2 

1468Q 

16 

Solid 

1000 ! 

,085" 

100' 

1 and 2 

1469 

14 

Solid 

1000 

.095" 

1000' 

1 and 2 

1469Q 

14 

Solid 

1000 

.095" 

100' 

1 and 2 



TINNED 

SlllELD 


PLASTIC 

INSULATION 


STRANDED . 

conductor: 


Construcfion: 

Single conductor stranded tinned copper, plastic 
insulation (105°C) overall. 

Construction: 

Single conductor stranded tinned copper, plastic 
insulation (105‘’C), fine braided tinned copper 
shield overall. 



i 

COTTON 

braid 



I 


CELLULOSE STRANDED 
acetate CONDUaOR 
WRAP 


Construction: 

Single conductor stranded and solid tinned 
copper, heavy wrap of cellulose acetate, 
cotton braid with flame-retarding lacquer. 


tSTOCK COLORS 

(1) Black (3) Green (5) Blue 

(2) Red (4) Yellow (6) Brown 

(7) White (8) Orange 

Available to order in additional sizes, solid 
colors and tracer combinations. 


LACQUERED HOOK-UP AND LEAD-IN WIRE 

GENERAL PURPOSE; For point to point soldering connections on transformers, 
amplifiers, panel hook-up, etc., where a low loss dielectric is required. It is 
not a pushback wire but will strip easily. 


Voltage 


No. 

Size 

Strand 

Insulation 

(60 Cycles) 
Breakdown 

O.D. 

Standard 

Put-up 

tstock 

Colors 

1513 

20 

10/30 

1/64" 

7000 

.090" 

100' 

1 thru 7 

1515 

20 

10/30 

1/64" 

7000 

.090" 

500' 

1 thru 7 

1533 

18 

16/30 

1/32" 

8500 

.125" 

100' 

1 thru 7 

1535 

18 

16/30 

1/32" 

8500 

.125" 

500' 

1 thru 7 

1543 

16 

26/30 

1/32" 

8500 

.140" 

100' 

1 and 2 

1545 

16 

26/30 

1/32" 

8500 

.140" 

500' 

1 and 2 

1546 

14 

41/30 

1/32" 

8500 

.170" 

500' 

1 and 2 

1546Q 

14 

41/30 

1/32" 

8500 

.170" 

100' 

1 and 2 

1547 

12 

19/25 

1/32" 

8500 

.190" 

500' 

1 and 2 

1547Q 

12 

19/25 

1/32" 

8500 

.190" 

100' 

1 and 2 

1548 

10 

19/23 

1/32" 

8500 

.208" 

500' 

1 and 2 

1548Q 

10 

19/23 

1/32" 

8500 

.208" 

100' 

1 and 2 



i 4 t 

COnON RUBBER STRANDED 

BRAID INSULATION CONDUCTOR 

Consfrucflon: 

Single conductor stranded tinned copper, free 
stripping insulation, single braid highly lacquered. 


tSTOCK COLORS 

(1) Black (3) Green (5) Blue 

(2) Red (4) Yellow (6) Brown 

(7) White 


Available to order in additional sizes, solid 
colors and tracer combinations. 
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TYPE SRIR—PLASTIC HOOK-UP WIRE (JAN-C-76) 


(1000 VOLT) 

GENERAL PURPOSE: 

Electronic Devices Radio Transmitters Lighting and Power 

Aircraft Instruments Radar Receivers Rectifiers 


♦ 


PLASTIC 

INSULATION 


♦ 

STRANDED 

CONDUCTOR 


CONSTRUCTION: 

Single conductor, stranded and solid tinned copper 
with thermoplastic insulation. FUNGUS PROOF. 

CHARACTERISTICS: 


SAMPLE JAN TYPE DESIGNATION 

5/5 (7) 22 924 
rr— j -- 



* Color Code: 

sr if k 

Size (approx. Minimum AWG Size 

1st Digit—Base 
2nd Sc 3rd 

cir. mils) Strands 

Digits—Tracer 


High Dielectric Strength • Stability at High Tern- *COLOR CODE 

peratures • Flexibility at Low Temperatures o —Black 2—Red 4—Yellow 6—Blue 8—Slate 

Resistant to: Acids, Alkalis, Oil, Flame, Moisture. 1—Brown 3—Orange 5—Green 7—Purple 9—White 


STRANDED 


No. 

JAN-C-76 

Type Designation 

Size 

Strand 

Insulation 

Voltage 
Breakdown 
(60 Cycles) 

O.D. 

Standard 

Put-up 

tStock 

Colors 

1550 

2/5(7)-24 

! 24 

7/32 

1/64" 

8000 

.059" 

1000' 

1 thru 10 

1550Q 

2/5(7)-24 

24 

7/32 

1/64" 

8000 

.059" 

100' 

1 thru 10 

1551 

3/5(7)-22 

22 

7/30 

1/64" 

8000 

.064" 

1000' 

1 thru 22 

1552 

3/5(7)-22 

22 

7/30 

1/64" 

8000 

.064" 

100' 

1 thru 22 

1553 

l(10)-20 

20 

10/30 

1/64" 

8000 

.073" 

1000' 

1 thru 22 

1554 

1(10)-20 

20 

10/30 

1/64" 

8000 

.073" 

100' 

1 thru 22 

1555 

iy2(i6)-i8 

18 

16/30 

1/64" 

8000 

.084" 

1000' 

1 thru 22 

1556 

11 / 2 ( 16)-18 

18 

16/30 

1/64" 

8000 

.084" 

100' 

1 thru 22 

1557 

21 / 2 ( 26)-16 

16 

26/30 

1/64" 

8000 

.095" 

1000' 

1 thru 22 

1558 

21/2(26)-16 

16 

26/30 

1/64" 

8000 

.095" 

100' 

1 thru 22 

1559 i 

4(4l)-l4 

14 

41/30 

1/64" 

12000 

.107" 

1000' 

1 thru 13 

1559Q 

4(4l)-l4 

14 

41/30 

1/64" 

12000 

.107" 

100' 

1 thru 13 

1560 

6(65)-12 

12 

65/30 

1/64" 

12000 

.120" 

1000' 

1 thru 3 

1560Q 

6(65)-12 

12 

65/30 

1/64" 

12000 

.120" 

100' 

1 thru 3 

1560/10 

9(105)-10 

10 

105/30 

1/64" 

12000 

.180" 

1000' 

1 

1560/10Q 

9(105)-10 

10 

105/30 

1/64" 

12000 

.180" 

100' 

1 


SOLID 


1561 

3/5(0-22 

22 

1 

1/64" 

8000 

.060" 

1000' 

1 thru 13 

1562 

3/5(0-22 

22 

1 

1/64" 

8000 

.060" 

100' 

1 thru 13 

1563 

l(l)-20 

20 

1 

1/64" 

8000 

.066" 

1000' 

1 thru 13 

1564 

l(l)-20 

20 

1 

1/64" 

8000 

.066" 

100' 

1 thru 13 

1565 

11 / 2 ( 0-18 

18 

1 

1/64" 

8000 

.074" 

1000' 

1 thru 10 

1566 

11 / 2 ( 0-18 

18 

1 

1/64" 

8000 

.074" 

100' 

1 thru 10 


(1) White 

(2) Black 

(3) Red 

(4) Green 

(5) Yellow 


tSTOCK COLORS 


(6) Light Blue 

(7) Brown 

(8) Orange 

(9) Slate 


(10) Purple 

(11) Tan 

(12) Pink 

(13) Dark Blue 


(14) White/Black 

(15) White/Red 

(16) White/Green 

(17) White/Yellow 


Also available to order in additional sizes and tracer combinations. 


(18) White/Blue 

(19) White/Brown 

(20) White/Orange 

(21) White/Slate 

(22) White/Purple 


TYPE SRHV AVAILABLE TO ORDER IN ALL SIZES AND COLORS 
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ALPHA WIRE CORPORATION 


m 


TYPE SRIR—GLASS BRAID HOOK-UP WIRE (JAN-C-76) 

(1000 VOLT) 


GENERAL PURPOSE: For hook-up where secondary insulation is required on 
SRIR wire in electronic devices, aircraft instruments, radio, radar, trans¬ 
mitters, receivers, etc. 

Construction: Single conductor stranded tinned copper, thermoplastic insula¬ 
tion, glass braid, lacquered. 



GLASS PLASTIC STRANDED 

BRAID INSULATION CONDUCTOR 


Voltage 


No. 

JAN-C-76 

Type Designation 

Size 

Strand 

Insulation 

Breakdown 
(60 Cycles) 

O.D. 

Standard 

Put-up 

stock 

Colors 

1590 

3/5(7)-C-22 

22 

7/30 

1/64" 

8000 

.085" 

1000' 

1 thru 10 

1590Q 

3/5(7)-C-22 

22 

7/30 

1/64" 

8000 

.085" 

100' 

1 thru 10 

1591 

l(10)-C-20 

20 

10/30 

1/64" 

8000 

. 095 " 

1000' 

1 thru 10 

1591Q 

l(10)-C-20 

20 

10/30 

1/64" 

8000 

. 095 " 

100' 

1 thru 10 

1592 

iy2(l6)-C-18 

18 

16/30 

1/64" 

8000 

.110" 

1000' 

1 thru 10 

1592Q 

11 / 2 ( 16 )-C -18 

18 

16/30 

1/64" 

8000 

.110" 

100' 

1 thru 10 

1593 

21 / 2 ( 26 )-C -16 

16 

26/30 

1/64" 

8000 

.125" 

1000' 

1 thru 10 

1593Q 

21 / 2 ( 26 )-C -16 

16 

26/30 

1/64" 

8000 

.125" 

100' 

1 thru 10 

1594 

4(4l)-C-l4 

14 

41/30 

1/64" 

12000 

.145" 

1000' 

1 thru 7 

1594Q 

4(4l)-C-l4 

14 

41/30 

1/64" 

12000 

.145" 

100' 

Ithru 7 

1595 

6(65)-C-12 

12 

65/30 

1/64" 

12000 

.165" 

1000' 

Ithru 3 

1595Q 

6(65)-C-12 

12 

65/30 

1/64" 

12000 

.165" 

100' 

1 thru 3 

1596 

9(105)-C-10 

10 

105/30 

1/64" 

12000 

. 190 " 

1000' 

1 

1596Q 

9(105)-C-10 

10 

105/30 

1/64" 

12000 

. 190 " 

100' 

1 


(1) White 

(2) White/Black 


STOCK COLORS 

(3) White/Red (5) White/Yellow (7) White/Brown (9) White/Slate 

(4) White/Green (6) White/Blue (8) White/Orange (10) White/Purple 

Also available to order in additional sizes, solid colors and tracer combinations. 


TYPE SRIR—SHIELDED HOOK-UP WIRE (JAN-C-76) 


(1000 VOLT) 


GENERAL PURPOSE: For use when a shielded wire is required in electronic 
devices, aircraft instruments, radio, radar, transmitters, receivers, etc. 

Construction: Single conductor stranded tinned copper, thermoplastic insula¬ 
tion, braided tinned copper shield overall. 



SHIELD INSULATION CONDUCTOR 


Voltage 

JAN-C-76 Breakdown Standard 


No. 

Type Designation 

Size 

Strand 

Insulation 

(60 Cycles) 

O.D. 

Put-up 

1351 

3/5(7)-22 

22 

7/30 

I 1/64" 

8000 

.090" 

1000' 

1352 

1(10)-20 

20 

10/30 

1 1/64" 

8000 

1 .100" 

1000' 

1353 

11/2(16)-18 

18 

16/30 

1/64" 

8000 

. 110 " 

1000' 


Also available to order in additional sizes and multiple conductors. 
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ALPHA WIRE CORPORATION 


w_ 

TYPE WL HOOK-UP WIRE (JAN-C-76) 


(600 VOLT) 

GENERAL PURPOSE: 

Electronic Devices Radio Transmitters Lighting and Power 

Aircraft Instruments Radar Receivers Rectifiers 




♦ It 

GLASS PLASTIC STRANDED 

BRAID INSULATION CONDUCTOR 

CONSTRUCTION: 

Single conductor stranded tinned copper with 
thermoplastic insulation, lacqueFed cotton or glass 
braid, or nylon jacket. FUNGUS PROOF. 

CHARACTERISTICS: 

Stability at High Temperatures • Flexibility at 
Low Temperatures • Resistant to: Flame, Moisture 


SAMPLE JAN TYPE DESIGNATION 

3/5 il) 22 924 


/ \ ^ ♦Color Code: 

^ ^ o- 1st Digit—Bas< 

Size (approx. Minimum AWG Size 2nd & 3rd 

cir. mils) Strands Digits—Tracer 


♦COLOR CODE 

0—Black 2—Red 4—Yellow 6—Blue 

1—Brown 3—Orange 5—Green 7—Purple 


8— Slate 

9— White 


COTTON BRAID 


No. 

JAN-C-76 

Type Designation 

Size 

Strand 

insulation 

Voltage 
Breakdown 
(60 Cycles) 

O.D. 

Standard 

Put-up 

tStock 

Colors 

1480 

3/5(7)-22 

22 

7/30 

1/64" 

5000 

. 090 " 

1000' 

1 thru 10 

1480Q 

3/5(7)-22 

22 

7/30 

1/64" 

5000 

. 090 " 

100' 

1 thru 10 

1481 

l(10)-20 

20 

10/30 

1/64" 

5000 

.100" 

1000' 

1 thru 10 

148IQ 

l(10)-20 

20 

10/30 

1/64" 

5000 

.100" 

100' 

1 thru 10 

1482 

11/2(16)-18 

18 

16/30 

1/64" 

5000 

.115" 

1000' 

1 thru 10 

1482Q 

11 / 2 ( 16)-18 

18 

16/30 

1/64" 

5000 

.115" 

100' 

1 thru 10 

1483 

21/2(26)-16 

16 

26/30 

1/64" 

5000 

. 130 " 

1000' 

1 thru 10 

i483Q 

21/2(26)-16 

16 

26/30 

1/64" 

5000 

. 130 " 

100' 

1 thru 10 

1484 

4(4l)-l4 

14 

41/30 

1/64" 

5000 

.150" 

1000' 

1 thru 3 

1484Q 

4(41)-14 

14 

41/30 

1/64" 

5000 

.150" 

100' 

1 thru 3 

1485 

6(65)-12 

12 

65/30 

1/64" 

5000 

.170" 

1000' 

1 thru 3 

1485Q 

6(65)-12 

12 

65/30 

1/64" 

5000 

.170" 

100' 

1 thru 3 


tSTOCK COLORS 

(1) White (3) Red (5) Yellow (7) Brown (9) Slate 

(2) Black (4) Green (6) Blue (8) Orange (10) Purple 

Also available fo order in additional sizes, solid colors and tracer combinations. 

GLASS BRAID 


1490 

3/5(7)-22 

22 

7/30 

1/64" 

5000 

.085" 

1000' 

1 thru 10 

1490Q 

3/5(7)-22 

22 

7/30 

1/64" 

5000 

.085" 

100' 

1 thru 10 

1491 

1(10)-20 

20 

10/30 

1/64" 

5000 

.095" 

1000' 

1 thru 10 

149IQ 

1(10)-20 

20 

10/30 

1/64" 

5000 

. 095 " 

100' 

1 thru 10 

1492 

i1/2(16)-18 

18 

16/30 

1/64" 

5000 

.110" 

1000' 

1 thru 10 

1492 Q 

11 / 2 ( 16)-18 

18 

16/30 

1/64" 

5000 

.110" 

100' 

1 thru 10 

1493 

21/2(26)-16 

16 

26/30 

1/64" 

5000 

.125" 

1000' 

1 thru 10 

1493Q 

21/2(26)-16 

16 

26/30 

1/64" 

5000 

.125" 

100' 

1 thru 10 

1494 

4(41)-14 

14 

41/30 

1/64" 

5000 

.145" 

1000' 

1 thru 7 

1494Q 

4(4l)-l4 

14 

41/30 

1/64" 

5000 

.145" 

100' 

Ithru 7 

1495 

6(65)-12 

12 

65/30 

1/64" 

5000 

.165" 

1000' 

1 thru 3 

1495Q 

6(65)-12 

12 

65/30 

1/64" 

5000 

.165" 

100' 

1 thru 3 

1496 

9(105)-10 

10 

105/30 

1/64" 

5000 

. 190 " 

1000' 

1 

1496Q 

9(105)-10 

10 

105/30 

1/64" 

5000 i 

. 190 " 

100' 

1 


tSTOCK COLORS 

(1) White (3) White/Red (5) White/Yellow (7) White/Brown (9) White/Slate 

(2) White/Black (4) White/Green (6) White/Blue (8) White/Orange (10) White/Purple 

Also available to order in additional sizes, solid colors and tracer combinations. 
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ALPHA WIRE CORPORATION 



TYPE WL HOOK-UP WIRE (JAN-C-76) 

(600 VOLT) 

(Continued) 


NYLON JACKET 

Voltage 

JAN-C-76 Breakdown Standard tStock 


No. 

Type Designation 

Size 

Strand 

Insulation 

(60 Cycles) 

O.D. 

Put-up 

Colors 

1504 

3/5(7)-22 

22 

7/30 

1/64" 

5000 

.075" 

1000' 

1 thru 6 

1504Q 

3/5(7)-22 

22 

7/30 

1/64" 

5000 

.075" 

100' 

1 thru 6 

1505 

l(10)-20 

20 

10/30 

1/64" 

5000 

.085" 

1000' 

1 thru 6 

1505Q 

1(10)-20 

20 

10/30 

1/64" 

5000 

.085" 

100' 

1 thru 6 

1506 

11/2(16)-18 

18 

16/30 

1/64" 

5000 

.095" 

1000' 

1 thru 6 

1506Q 

iy2(16)-18 

18 

16/30 

1/64" 

5000 

.095" 

100' 

1 thru 6 

1507 

2l/2(26)-16 

16 

26/30 

1/64" 

5000 

.105" 

1000' 

1 

1507Q 

21/2C26)-16 

16 

26/30 

1/64" 

5000 

.105" 

100' ! 

1 


tSTOCK COLORS 

(1) White (2) Black (3) Red (4) Green (5) Yellow (6) Blue 

Also available to order in additional sizes, solid colors and tracer combinations. 


MIL-W-5086 WIRE & MfL-C-7078 CABLE 

(Aircraft Type) 

GENERAL PURPOSE: For applications requiring single conductor, 600 volt 
insulated, aircraft electrical wire resistant to: abrasion, moisture, cold, heat, 
flame, fungus, oil, salt water. 

UNSHIELDED (MIL-W-5086) 


No. 

Wire 

Designation 

Strand 

O.D. 

Standard 

Put-up 

1381 1 

AN-22 

19/34 1 

.085" 

1000' 

1382 

AN-20 

19/32 

.095" 

1000' 

1383 

AN-18 ! 

19/30 

.105" 

1000' 


SHIELDED (MIL-C-7078) 


No. 

Wire 

Designation 

Strand 

O.D. 

standard 

Put-up 

1391 

AN-22 

19/34 

.110" 

o 

o 

o 

1392 

AN-20 

19/32 

.120" 

1000' 

1393 : 

AN-18 

19/30 

.130" 

1000' 


7 MM LACQUERED CABLE 

(UNSHIELDED) 

GENERAL PURPOSE: For high voltage leads in television receivers, cathode- 
ray tubes, oscilloscopes, automotive, etc. 

Standard Alternate 


No. Size 

Strand 

Insul. O.D. 

Put-up 


Put-ups 


1981 1 16 

1 19/29 

1 3/32" ' I .275" 

r ipg' j 

250' 

1 500' 1 

1000' 

(SHIELDED) 

GENERAL PURPOSE: For 

grounding to overcome 

No. Size Strand 

automotive and aircraft ignition systems requiring 
interference. 

Standard Alternate 

Insul. O.D. Put-up Put-ups 

1193 1 16 

1 19/29 

I 3/32" I .300" 

I 100' 1 

250' 

J 50011 

o 

o 

o 


LACQUERED PR/MARY WIRE 

GENERAL PURPOSE: For automobile head, tail, side, dashboard lamps, horn, 
spotlight, instrument leads and general high voltage and primary voltage 
applications. 


No. 

Size 

Strand 

Insul. 

O.D. 

Standard 

Put-up 

Alternate 

Put-ups 


1991 

18 

16/30 

1/32" 

.125" 

100' 

250' 

500' 

1000' 

1995 

16 

26/30 

1/32" 

.140" 1 

100' 

250' 

500' 

1000' 

1997 

14 

41/30 

1/32" 

.170" 

100' 

250' 

500' 

1000' 

1999 

12 

19/25 

1/32" 

.190" 

100' 

250' 

500' 

1000' 

1983 

10 

19/23 

1/32" 1 

.208" 

100' 

250' 

500' 

1000' 


I 4 f 

NYLON PLASTIC STRANDED 

JACKET INSULATION CONDUCTOR 

Construction: 

Single conductor stranded tinned copper, plastic 
insulation, nylon jacket overall. 


Construction: 

Single conductor stranded tinned copper, plastic 
insulation, nylon jacket, braided tinned copper 
shield overall. 

Also available to order in additional sizes and 
multiple conductors. 





COTTON 

BRAID 

Construction: 


U^E 


RUBBER STRANDED 
INSULATION CONDUCTOR 


Single conductor 16-19/29 stranded tinned copper, 
rubber insulated, cotton braid highly lacquered. 


Construction: 

Single conductor 16-19/29 stranded tinned cop¬ 
per, rubber insulated, cotton braid highly lac¬ 
quered, tinned copper shield overall. 

For alternate put-ups use code: 

D=250 ft., E=500 ft., F=1000 ft. 



cofroN 

BRAID 


RUBBER 

INSULATION 


i 

AND 


STRANDED 

CONDUCTOR 


Construction: 

Single conductor stranded soft annealed tinned 
copper, insulated vith rubber, highly lacquered 
braid. Oil, heat, and moisture resistant. 

STOCK COLORS: 

Red, Black 

For alternate put-ups use code: 

D*250 ft., EwSOO ft., FsalOOO ft. 
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ALPHA WIRE CORPORATION 



TINNED COPPER WIRE 


Construction: 

Pure electrolytic copper properly annealed 
and tinned for quick soldering. 


TINNED COPPER WIRE 

GENERAL PURPOSE: Winding of coils, antennas, point to point, bus bar, etc. 

SOLID (Bus Bar) 


No. 

Size 

Circular 

Mils 

O.D. 

Standard 

Put-up 

292 

10 AWG 

10380 

.103" 

1000' 

289 

12 AWG 

6530 

.082" 

1000' 

286 

14 AWG 

4107 

.065" 

1000' 

295 

16 AWG 

2583 

.051" 

1000' 

296 

18 AWG 

1624 

.040" 

1000' 

297 

20 AWG 

1022 

.033" 

1000' 

298 

22 AWG 

642.4 

.025" 

1000' 

299 

24 AWG 

404.0 

.020" 

1000' 

299/1 

26 AWG 

254.1 

.016" 

1000' 

299/2 

28 AWG 

159.8 

.013" 

1000' 

299/3 

30 AWG 

100.5 

.010" 

1000' 


STRANDED 


No. 

Size 

Strand 

Circular 

Mils 

O.D. 

Standard 

Put-up 

194 

14 AWG 

7/22 

4496.8 

.075" 

1000' 

196 

18 AWG 

16/30 

1608.0 

.045" 

1000' 

197 

20 AWG 

10/30 

1005 

.037" 

1000' 

198 

22 AWG 

7/30 

703.5 

.030" 

1000' 



BRONZE AERIAL WIRE 
Construction: 

7 strands Bronze. 


BRONZE AERIAL WIRE 

GENERAL PURPOSE: Recommended especially for ship, short wave and trans¬ 
mitting aerials where high tensile strength is required. 


No. 

Size 

Strand 

Breaking 

Strength 

O.D. 

Standard 

Put-up 

1160 

14 

7/22 

420 Lbs. 

.075" 

500' 

1161 

12 

7/20 

650 Lbs. 

.100" 

500' 

1163 

10 

7/18 

1000 Lbs. 

.122" 

500' 

1164 

8 

7/16 

1600 Lbs. 

.150" 

500' 

1165 

6 

7/14 

2140 Lbs. 

.190" 

500' 

1166 

4 

7/12 

3670 Lbs. 

.240" 

500' 



DIAL CABLE 


DIAL CABLE 

PHOSPHOR BRONZE 

Construction: 42 strands (6x7x.004) genuine phosphor bronze wire with 
a linen center for extra flexibility. 

Standard 

No. Tensile Strength O.D. Put-up 

1692 I 50 lbs. 1 .036^^ . 1 ~ 500^. 


BRAIDED LINEN 


Construction: Composed of a very strong linen center over which is a smooth 
black braid. 

HEAVY 


Standard 


No. 

Tensile Strength 

O.D. 

Put-up 

1696 

1 wier. r 

.057" _ 

™j 500' 


LIGHT 


1699 

1 22.5 lbs. 

1 .036"' _ ' 

1 ^^’ToF 

EXTRA-THIN 

1700E 

n 18 

1 ' .027" 

T 500' 
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ALPHA WIRE CORPORATION 


T 


RG —COAXIAL CABLE 

GENERAL PURPOSE; For radio frequency applications wherever a low capaci¬ 
tance shielded cable is required. 

Capacitance Standard 


No. 

Type 

Size 

Strand 

Per Ft. 

O.D. 

Put-up 

1803 

RG-8/U 

13 

7/21 Bare Copper 

29.5 mmf. 

.405" 

500' 

1806 

RG-ll/U 

18 

7/26 Tinned Copper 

20.5 mmf. 

.405" 

500' 

1825 

RG-58/LI 

20 

Solid Bare Copper 

28.5 mmf. 

.195" 

500' 

1827 

RG-59/U 

22 

Solid Copperweld 

21.0 mmf. 

.242" 

500' 



♦ ♦ f t 

PLASTIC COPPER I STRANDED 

JACKET SHIELD | CONDUCTOR 

POLYETHYLENE 
INSULATION 

Construction: 


Single conductor, polyethylene insulation, braided 
copper shield, plastic jacket overall. 


AC-DC ANTENNA WIRE 

GENERAL PURPOSE; Ideal replacement wire for universal midgets, indoor 
aerials and loop antennas. 

Standard 


No. 

Type 

Size 

Strand 

O.D. 

Put-up 

1281 

Cotton 

24 

16/36 

.050" 

25' 

1281V 

Plastic 

24 

16/36 

.047" 

25' 

1284 

Cotton 

24 

16/36 

.050" 

1000' 

1284V 

Plastic 

24 

16/36 

.047" 

1000' 


Construction: 

Single conductor 24-16/^6 extra flexible bare 
copper, covered with dark brown cotton braid or 
plastic insulation. 



ALPHA E'Z STRIP LINE CORD 

(UNDERWRITERS APPROVED) 

GENERAL PURPOSE; This is the modern and ideal power supply cord for 
replacement on radios, lamps, fans, etc. 


No._ Conductors _ Size _Strand_O.D._Length 


2106 

2 

18 

41/34 

.235" X. 130" 

6' 

2109 

2 

18 

41/34 

.235" X. 130" 

9' 

2112 i 

2 

18 

41/34 

.235" X. 130" 

12' 



Construction: 


E-Z strip rubber parallel cord (Type POSJ) with 
small unbreakable soft rubber attachment plug. 
Free end stripped and tinned ready to attach. Also 
available in other lengths. 


FLEXIBLE VARNISHED TUBING AND SLEEVING 

RADIO VARNISHED TUBING—(Spaghetti). A sleeving with a heavy coat of var¬ 
nish, in high gloss vivid colors. Average dielectric strength: 4,000 volts. 

SATURATED SLEEVING—A fibre yarn sleeving saturated with high grade insulating 
varnish. Cuts clean and has a smooth interior wall. Average dielectric strength: 800 
volts. 

MAGNETO VARNISHED TUBING—The production of this type of tubing is under 
rigid control so as to insure a maximum in quality. It is thoroughly impregnated with 
a varnish of maximum insulating value. It is resistant to heat, oil, gas and acids. 
Colors are bright and vivid. Average dielectric strength: 7,000 volts. 



SPAGHETTI 


No. 

Approx. 

l.D. 

No. 

Approx. 

l.D. 

No. 

Approx. 

l.D. 

No. 

Approx. 

l.D. 

No. 

Approx. 

l.D. 

20 

.034" 

15 

.059" 

10 

.106" 

5 

.186" 

0 

.330" 

19 

.038" 

*14 

.066" 

9 

.118" 

4 

.208" 

3/8" 

.375" 

18 

.042" 

13 

.076" 

8 

.133" 

3 

.234" 

7/16" 

.438" 

17 

.047" 

12 

.085" 

7 

.148" 

2 1 

.263" 

1/2" 

.500" 

16 

.053" 

11 

.095" 

6 

.166" 

1 1 

.294" 

5/8" 

.625" 


Tolerances: Sizes: 

0 to 2 —plus or minus .005" 
3 to 13—plus or minus .004" 
14 to 20 —^plus or minus .002" 


Sizes follow the B & S System of gauging wires. For instance, a No. 10 tubing will fit over ^ 
No. 10 bare wire or any wire with an insulation of which the O.D. is equivalent to No. 16 
B & S gauge. If in doubt, it is best to submit a sample of the wire or product to be covered. 


LENGTHS—STANDARD 36" LONGER LENGTHS AVAILABLE 

*ALPHA No. 209^1—STOCK COLORS: BLACK, RED, YELLOW, GREEN, BROWN. 


Copyright by U. P., Inc, 


NOTE: See Page S-16 for ALPHA Prices and Other Information. 
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ALPHA WIRE CORPORATION 



NOTE: USEFUL INFORMATION FOR ORDERING 

• All tests on sl>ecifications are approximate and subject to normal manufacturing tolerances. 

• Lengths other than those regularly listed can be furnished. 

• Other wires and cables made to specifications. 

• Use the following symbols alongsid« catalog number for other than standard put-ups. 



COILS 


COILS 


COILS 


SPOOLS 



SPOOLS 


SPOOLS 


25 

Ft.. . 

.H 

100 Ft. 

.K 

500 Ft. 

..B 

25 Ft. 

• N 

100 

Ft.... 

.Q 

250 Ft. 

.D 

50 

Ft. 

.Z 

150 Ft. 

..L 

1000 Ft.. . 

..C 

50 Ft. 

.T 

150 

Ft. 

.R 

500 Ft . . 

.E 

75 

Ft. 

.J 

200 Ft. 

..M 

250 Ft,. 

..A 

75 Ft. . 

P 

200 

Ft. 

.S 

1000 Ft. ..... 

.F 


G — LONGER LENGTHS ON SPOOLS OR REELS 

The constant developiuent of new and improved designs and manufacturing processes results in continually changing specifications. 
In every case where Alpha wires shipped are different in specifications from those shown in this catalog, an improvement will be 
noted. 


Cat. No. 

List Price 

Oat. No. 

List Price 

Cat. No. 

List Price 

Cat. No. 

List Price 

Cat. No. 

List Price 

Cat. No. 

List Price 

Cat. No. List Price 

194 

$ 32.50 

1235 

$ 20.00 

1289 

$550.00 

1494Q 

$ 8.13 

1594 

$ 85.00 

17 

$ 7.00 

MAGNETO 

196 

18.75 

1241 

12.50 

1291 

725.00 

1495 

140.00 

1594Q 

9.00 

16 

7.25 

X/ARMIQUPn 

197 

15.00 

1242 

43.75 

1293 

807.50 

1495Q 

14.63 

1595 

147.50 

15 

7.50 



198 

11.88 

1243 

43.75 

1295 

1155.00 

1496 

187.50 

1595Q 

15.38 

14 

7.SS 


1 UblNti 

286 

23.75 

1243/4 

56.25 

1300 

35.00 

1496Q 

19.38 

.1596 

197.50 

13 

S.25 

(Per 100 Ft.) 

289 

35.00 

1244 

11.25 

1302 

63.75 

1504 

28.00 

1596Q 

20.38 

12 

9.13 



292 

52.50 

1245 

13.75 

1304 

90.00 

1504Q 

3.13 

1607 

13.50 

11 

9.75 

Size 

List Price 

295 

16.25 

1245/18 

18.75 

1307 

150.00 

1505 

31.50 

1608 

14.13 

10 

10.50 



296 

13.00 

1246 

17.25 

1308 

240.00 

1505Q 

3.50 

1623 

19.38 

9 

11.00 

24 

$ 6.00 

297 

8.00 

1246/18 

23.75 

1310 

375.00 

1506 

39.50 

1625 

187.50 

8 

11.75 

20 

6.00 

298 

5.25 

1247 

20.25 

1312 

600.00 

1506Q 

4.25 

1633 

3.80 

7 

12.63 

19 

6.25 

299 

6.00 

1247/6 

25.75 

1316 

40.00 

1507 

55.00 

1635 

17.75 

6 

13.75 

18 

6.50 

299/1 

5.50 

1247/8 

33.50 

1317 

70.00 

1507Q 

5.88 

1636 

24.25 

5 

15.38 

17 

6.63 

299/2 

5.00 

1248 

9.75 

1318 

110.00 

1508 

76.25 

1636Q 

5.10 

4 

16.88 

16 

7.13 

299/3 

4.88 

1249 

12.25 

1319 

145.00 

1509 

137.50 

1637 

8.50 

3 

18.38 



1114 

15.00 

1249/18 

14.75 

1320 

180.00 

1513 

3.63 

1638 

39.25 

2 

17.25 

15 

7.50 

1114E 

8.13 

i 1250 

14.88 

1322 

225.00 

1515 

16.50 

1642 

7.00 

1 

19.50 

14 

7.88 

1131 

17.25 

1250/18 

19.50 

1334 

60.00 

1533 

4.25 

1692 

18.75 

0 

23.25 

13 

8.25 

1135 

35.00 

1251 

19.00 

1337 

55.00 

1535 

19.50 

1696 

17.50 

3/8 

28.13 

12 

8.63 

1146 

24.38 

1251AS 

30.00 

1351 

52.50 

1543 

5.75 

1699 

16.88 

7/16 

33.63 

11 

9.38 

1150 

41.25 

1252 

22.00 

1352 

55.00 

1545 

26.88 

1700E 

13.50 

1/2 

38.88 

10 

10.38 

1150/3 

50.00 

1253 

25.50 

1353 

60.00 

1546 

37.50 

1703 

32.50 

5/8 

47.50 



1150/4 

62.50 

12^4 

29.50 

1381 

35.00 

1546Q 

7.88 

1704 

45.00 

3/4 

54.75 

9 

11.25 

1150/5 

77.50 

1254/18 

49.50 

1382 

40.00 

1547 

52.50 

1706 

45.00 

7/8 

59.00 

8 

11.88 

1151 

37.50 

1255 

34.00 

1383 

50.00 

1547Q 

11.13 

1710 

67.50 

lln. 

74.00 

7 

13.00 

1152 

35.00 

1255/8 

40.00 

1591 

80.00 

1548 

61.25 

1736 

38.75 



6 

14.25 

1157 

112.50 

1256 

9.75 

1392 

87.50 

1548Q 

12.88 

1775 

36.25 

• 


5 

15.38 

1160 

26.25 

1256V 

7.25 

1395 

100.00 

1550* 

14.75 

1793 

35.00 



4 

16.75 

1161 

45.00 

1257 

13.50 

1460 

18.75 

1550Q* 

1.73 

1794 

55.00 

SATURATED 



1163 

50.00 

1257V 

11.00 

1460Q 

2.13 

1551* 

15.25 

1803 

136.25 



3 

18.00 

1164 

70.00 

1258 

17.00 

1461 

21.88 

1552* 

1.78 

1806 

124.75 

:>Lfc.LVINb 

2 

19.38 

1165 

112.50 

1259V 

9.50 

1461Q 

2.45 

1553* 

18.75 

1825 

48.13 

rpoK inn Pt ^ 

1 

20.63 

1166 

172.50 

1260V 

17.25 

1462 

27.50 

1554* 

2.13 

1827 

56.25 


■ 

0 

24.75 

1168 

25.00 

1261 

68.75 

1462Q 

3.00 

1555* 

23.75 

1951 

23.13 



3/8 

31.00 

1169 

16.25 

1262 

11.50 

1463 

37.25 

1556* 

2.63 

1952 

30.00 

Size 

List Price 

7/16 

35.13 

1170 

1.75 

1262V 

9.50 

1463Q 

4.00 

1557* 

34.75 

1952/3 

42.50 





1182 

5.25 

1263 

16.25 

1464 

49.50 

1558* 

3.75 

1953 

37.50 

24 

$ 3.75 

1/2 

41.25 

1183 

7.75 

1264 

19.75 

1464Q 

5.25 

1559* 

52.50 

1953/3 

53.75 

20 

3.75 

5/8 

47.50 

1184 

10.00 

1265 

58.75 

1465 

17.25 

15590* 

5.63 

1954 

41.88 

19 

3.88 

3/4 

54.75 

1185 

12.25 

1266 

67.50 

1465Q 

1.98 

1560* 

90.00 

1955 

51.25 

18 

4.00 

7/8 

59.00 

1186 

14.25 

1267 

30.00 

1466 

19.75 

1560Q* 

9.63 

1956 

85.00 

17 

4.25 

1 In. 

74.00 

1187 

16.00 

1267V 

28.13 

1466Q 

2.25 

1560/10* 

150.00 

1957 

118.75 

16 

4.50 



1188 

17.75 

1268 

41.25 

1467 

24.75 

1560/10Q* 15.63 

1958 

162.50 





1189 

20.50 

1268V 

36.88 

14670 

2.75 

1561* 

12.50 

1964 

.15 

15 

4.75 

MEASURING 

1190 

23.00 

1269 

16.25 

1468 

32.00 

1562* 

1.50 

1966 

6.13 

14 

5.00 


MAC.HINP 

1192 

28.50 

1270 

24.38 

14680 

3.50 

1563* 

15.00 

1967 

14.00 

13 

5.25 



1193 

17.25 

1271 

230.00 

1469 

43.00 

1564* 

1.75 

1981 

12.50 

12 

5.63 


UuitJL 

1194/22 

57.50 

1272 

51.25 

14690 

4.63 

1565* 

19.50 

1983 

12.88 

11 

6.00 



1194 

61.25 

1274 

25.00 

1480 

27.25 

1566* 

2.25 

1991 

4.25 

10 

6.38 

Folding Reel $22.50 

1196 

70.00 

1275 

31.25 

14800 

3.00 

1567* 

30.00 

1995 

5.75 





1197 

82.50 

1275/4 

43.75 

1481 

31.25 

1569* 

45.63 

1997 

7.88 

9 

6.75 



1198 

112.50 

1275/5 

57.50 

14810 

3.50 

1571* 

21.25 

1999 

11.13 

8 

7.13 



1199 

187.50 

1273/6 

73.75 

1482 

39.00 

1573* 

28.13 

2091 

21.38 

7 

7.50 


Unit 2 

1199/10 

245.00 

1276/2 

105.00 

14820 

4.25 

1575* 

39.00 

2106 

.50 

6 

7.88 



1200 

46.25 

1276/3 

125.00 

1483 

53.75 

1577* 

51.75 

2109 

.65 

5 

8.25 

measuring 

1201 

56.25 

1276 

230.00 

14830 

5.75 

1579* 

76.00 

2112 

.80 

4 

8.63 

Machine $67.50 

1202 

68.75 

1277 

315.00 

1484 

75.00 

1581* 

18.75 

2126 

.70 





1208 

65.00 

1277/13 

385.00 

14840 

7.88 

1583* 

22.75 



3 

9.75 



1210 

90.00 

1277/15 

437.50 

1485 

122.50 

1585* 

34.00 



2 

10.88 



1222 

42.50 

1277/25 

700.00 

14850 

12.88 

1587* 

45.75 

RADIO VARNISHED 

1 

12.00 


Umt3 

1223 

45.00 

1277/50 

1725.00 

1490 

29.00 

1589* 

72.00 

TUBING 

0 

13.88 



1224 

46.25 

1279 

31.25 

14900 

3.25 

1590 

32.50 

(Per 100 Ft.) 

3/8 

18.25 

Wire Winder $33.75 

1229 

2.45 

1279V 

21.25 

1491 

32.00 

15900 

3.50 



7/16 

22.00 



1230 

3.13 

1280 

46.88 

14910 

3.50 

1591 

36.25 

Size 

List Price 





1231 

3.88 

12S0V 

31.25 

1492 

40.00 

15910 

3.88 



1/2 

24.63 



1232 

6.25 

1281 

.40 

14920 

4.38 

1592 

45.00 

24 

$ e.1% 

5/8 

28.13 

1 Unite 1 9 anri ^ 

1233 

8.75 

1281V 

.38 

1493 

55.00 

15920 

4.75 

20 

6.25 

3/4 

34.50 



1233/2 

8.25 

1284 

11.25 

14930 

5.88 

1593 

61.25 

19 

6.50 

7/8 

38.00 

Complete 

1234 

18.75 

1284V 

7.50 

1494 

77.50 

15930 

6.50 

18 

6.63 

1 in. 

47.75 

Outfit $120.00 


*For Striped Triu»rs» add to List Price $1.88 per 1,000 Feet. 


ALL PRICES AND SPECIFICATiONS SUBJECT TO CHANGE WITHOUT NOtlCE. 
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Belden 

RADIO •TELEVISION WIRE 


accessories 


HB. 




Laiiglhr a 

1 tPakkao* «.W.a. 

0««eria(ian 

ItrMdlni 

luaUilM 

TkMnwtt 

(htebMV 

Nam. 

DI«M 

(liiehM) 

1 100'S 

litz wire 

For rewinding antenna primaries and for hand-wound r-f 
coils. 5x44 (>lenamel with a wrap of Nylon. 

.5.\44 


JM 


lead-in wire 




1 2S0'S 18 

Tinned copper, flexible stranding; rubber insulation; tin- 
ned eppper braid shield 

7x27 

JMT 

,m 


voice coil lead wire 


•**10' 2B Bare copper wire braided 
***Packafed 10 ft'on card, 5 car^s in carton. 


indoor aerial wire —EXTRA FLEXIBLE 


•*25' 

SOO'SK 

*’Packaged 25 ft on card, 5 cards in carton. 


aerial wire 


8000 

60'C 

75'C 

100'C 

1000'S 

7x22 

STRANDED 

BARE COPPER 

8002 

50'C 

75'C 

100'C 

1000'S 

7x21 



100'CK 

200'S 

1 500'S 

12 

SOLID BELDENAMEL 

•!> 


100'CK 

500'S 

14 


Biffl 

100'CK 

12 

SOLID TINNED COPPER (lua ■as wmo 

im 

100'CK 

14 


BBI 

100'CK 

16 



auto and aircraft radio wires 
and shielding 


Lengths & 
tPackage 
& Color A.W.G. 


stranding (inohet) 


100'S 

Black 


Auto Radio Antenna Lead-In 

Tinned copper, solid; polyethylene insulation; 
tinned copper braid shield; black vinyl plastic 
jacket; NOMINAL CAPACITANCE Per Ft 15.0 
MMF 


^48 



Belden I? 


High-Voltage Ignition Cable 


. g Tinned copper, flexible stranding; rubber insulation; 

cotton braid; lacquer coating 


19x29 ^0 



Shielded High-Voltage Ignition Cable 

Stainless steel alloy, flexible stranding; rubber insu- g . 

.jg lation; glass yarn web braid; neoprene jacket; « 

tinned copper braid shield; neoprene jacket; f"i h 
NOMINAL CAPACITANCE Per Ft 33.0 MMF 


auto and aircraft radio wires 
and shielding (cont’d) 


I Lmgth* t 
^Package 
A Color A.W.a. 



Heavy-Duty Hook-Up Wire 

Tinned copper, flexible stranding; paper wrap; rub¬ 
ber insulation; cellulose acetate yarn braid; lacquer 16x30 .136 




8652 

100'S 

Black 

with one 

White 

Tracer 

Heavy-Duty Hook-Up Wire 

Tinned copper, flexible stranding; cellophane wrap; 
rubber insulation; cotton braidlacquer coating 

19x29 

.140 

8651 

100'S 

Green ... 

with two ' 

White 

'Tracers 


19x27 

.170 


100'S 

Red .A 

with three'* 
White 

Tracers 


19x25 

.200 


100'S 16 

SMelded Heavy-Duty Hook-Up Wire 

Tinned copper, flexible stranding; cellophane wrap; 
rubber insulation; cotton braid; blue lacquer coat¬ 
ing; tinned copper braid shield 


.170 

8656 

19x29 


8660 

is 

lovi 

Tinned copper braid in form of tubing 

96x34 

VOID 

8668 

50'SK 

250'S 


120x34 

11/84 ID 

8661 

$0'SK 

250'S 


192x34 

3/8 ID 

8669 

50'S 

250'S 


336x34 

1/2 ID 

8662 

50'S 

250'S 


576x34 

25/32 ID 



IDO'S 

Chrome 


Tinned copper, flexible stranding; yinyl plastic insula¬ 
tion; one black and one white conductor parallel; 
chrome vinyl plastic jacket 


.168X 

.284 

8677 

16-2 

19x29 

8675 

100'S 

Chrome 

14-2 


19x27 

.199X 

.334 

8673 

100'S 

Chrome 

12-2 


19x25 

.214X 
.388 


microphone cables 


Norn, lane* 
Oiam Per Ft 
Stramling (inches) (mmf) 


plastic microphone coble 


For lapel microphones 


'Tinned copper and tinned steel, flexible , 

2g , stranding; cellulose yarn braid; poly- lAl 

ethylene insulation; tinned copper braid 
shield; chrome vinyl plastic jacket ‘ 


• Also for TV grounding 


CE—Cloiled in carton 


8K—Spooled in carton 


Copyright by U, C. F,, Inc, 
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BEIDEN RADIO • TELEVISION WIRE 


microphone cables (coiit’d) 


A.W.6. 

1.engtbs ft and 
fPaekage No. 
ft Color Condrt;. 


Momma 
CagMi* 
Mom. tanco 
Diam ForEt 
Stranding (inchot) (mnil> 


plastic microphone cable (cont’d) 


multiple conductor cables 


A.W.Q. 

Lengths ft and 
tPaekage No. 
ft Color Condrs. 


Insula* 

tion Jacket Norn. 
iThick. Thick. Diam 
Stranding (inches) (inches) (inches) 


rubber-jacketed portable cord 


For crystal) ribbon, and carbon microphones 


■3x33 copper 

plus 20(1 
4x33 steel 


Underwriters’ Type SV 

100'S Bare copper, flexible stranding; cotton 

600'S 10 9 wrap; rubber insulation, color coded; con- i/e* i*, 9 /* 

ductors cabled with fillers; cotton wap; 

Black black rubber jacket 


For carbon microphones 

Tinned copper, flexible, stranding; poly¬ 
ethylene insulation, color coded; condue- 
2E-2 tors cabled with fillers; rayon braid; tin- 16x34 
ned copper braid shield; chrome vinyl 
plastic jacket 


rubber microphone cable 


Underwriters’ Type SJ 


65x34 1/32 1/32 225 


For crystal, ribbon, and carbon microphones 

Tinned copper and tinned steel, flexible 
stranding; cellulose yarn braid; rubW 3x33 copper 
25-1 insulation; rayon braid; tinned copper plus 
braid shield; rayon wrap; black rubber 4x33 steel 
jacket 



41x34 1/64 1/32 


41x34 1/64 1/32 265 



For all low impedance microphones 


50'CK 

250'S 

HH Black 

20-3 

26x34 

276 

••85 

■■ 50'CK 





8424 

20-4 

26x34 

295 

-95 

■■i Black 






Between one conductor and remaining conductors connected to shield. 


Underwriters’ Type POT-64 

One bare and one tinned copper conduc- 
18.2 flexible stranding; parallel conduc- ,/«9 

tors with vinyl plastic insulation and 
jacket integral 


plastic-insulated cable 


shielded multiple conductor cables 


A.W.G. 

Lengths ft and 
t Package . No. 
ft Color Oondrs. 


Nom. 

Insula- Nom. 
lion Jacket Nom. 
Thick. Thick. Diam 
Stranding (inches) (inches) (inches) 


Belden 


Interconnecting 

for all electronic uses 

Tinned copper, flexible stranding; cotton 
wrap; rubber insulation, color coded; con- 26x34 
ductors cabled; rayon braid; tinned cop- 
per braid shield; cotton wrap; black rub- 


.020 .040 223 

.020 .040 249 


100'S 

20-7 

Black 

* Also used as nucropbone cable. 


26x34 220 .040 270 


8443 

100'S 

500'S 

Brown 

Tinned copper, flexible stranding; vinyl 
22 0 plastic insulation, color coded; conduc¬ 
tors cabled; over-all tubed brown vinyl 
plastic jacket 

8444 

100'S 

500'S 

22-4 


Brown 




SK—Spooled in carton 
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BELDEN RADIO • TELEVISION WIRE 


muiriple conductor cables (cont’d) 


A.W.Q. 

Ungths S and 
tPackaga No. 

S Color Condrs. 


Son Jaokat Norn. 
Thick. Thick. Diam 
Stranding (inchai) (Inehas) (Jnehot) 


transmission line cables (cont’d) 


plastic-insulated cable (cont’d) 


«raca.A.W.«. s 


WOMlWat CttCTmCAL MOriWTIKS 


None rr«- 110 Ft IniHd- MtiM HaacO 
DUm aoMwr (OMi- mat (a— Par Ft 
(hut (aM> Oal*) (aban) cam) (mmI) 



M Same as 8222. For UM with rooofving antanna, 1,7* 
^ ^ matching trantforme, and oxporimontal ap* 
plications at high fratjuaraiot. 


100. 2.8 

Sm 200. 4.2 

^18^ 300. 5.4 

400. 6.4 


8446 

100’$ 

Brown 

22-4 

18-2 

7x30 m 

16x30 .018 

8447 

100'$ 

Brown 

22-5 

18-2 

7x30 .010 -- 

16x30 4118 

8448 

100'S 

Brown 

22-6 

18-2 

7x30 -010 

16x30 .018 

8449 

100'S 

Brown 

22-7 

18-2 

7x30 .010 

16x30 .018 


transmission line cables 


Aij Same as 8222. For uta with tolavislon and FM 
7^0 roeaiving antenna. Excoptionally low loasas 
athighfraqueneios. 


hVELDOHM 


"Weldohm” copper coated steel wire, flexible 
stranding; conductors parallel; polyethylene 

e c insulation. Graator sarviea life in TV 
latlons requiring long runs from roeaiving 
antennas. Has over 2M times the flax-life and 
ovar VA times the breaking strength of the 
equivalent in copper. 




H Tinned copper, flexible stranding; cotton wrap; 

■ goo's JO low-loss rubber insulation, color coded; two 
3 1000'S - 26 conductors cabled; paper wrap; tinned copper 

■ Brown braid shield; over-all tubed brown vinyl plastic 

■ _jacket. For extension speakers. 


100'S Bare copper, solid; polyethylene plastic insula- 

goo's 16 tion; bare copper double braid shield; black 

1000'CR solid vinyl plastic jacket. A small diameter miero- 

BlMk wave cable. 


100. 2.65 

.332 200. 3.85 SIS 66 m 

400. 5.60 


Tinned copper, flexible stranding; rubber in¬ 
sulation, color coded; two conductors cabled; 
black cotton braid, treated with weather- .16$ 
resistant compound. For extension speaker 
and control circuits. 


gnje 9 * Bare “Copperweld” solid; polyethylene plastic 
I^CRsoHd silver coated copper braid ^ield; 

'gmv bare copper braid shield; gray plastic jacket. 


100'SK Bare copper, flexible stranding: conductors 

SOS'S 20 parallel; polyethylene plastic insulation. .075 

7x28 For use with receiving antenna at high fre- x.128 
Brown quenciei.__ 


Bare copper solid; semi-solid polyethylene plas- 100. 2.00 

tic insulation; bare copper braid shield; black .370 200. 3.00 97 66 12A 

vinyl plastic jacket. 400. 4.40 


100'Sk Same as 8222. For u» with receiving antenna, 

500'S 20 matching transformer, connecting link between .075 

7x23 electronic units, and experimental applications x.143 
Brown at high frequencies. _ 


RG-8/U 

100'S Bare copper, flexible stranding; polyethylene 

500'CR 13 plastic insulation; bare copper braid shield; 
1000'R 7x21 black vinyl plastic jacket. Medium sized 50 
Black ohm video & communications cable. 


100. 2,10 
200. 3.30 52 

400. 4.50 


♦ Beldew RGU Cables can be furnished on special order with Type II-A Noncontaminating Jacket. 


•Capadtance between conductors fCK—Coiled in carton 


CR—Crate reel S—Spool C—Coil SK—Spooled in carton 


Copyright by U. C. P., Inc. 
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BELDEN RADIO-TELEVISION WIRE 

RGU transmission line cables <Cont’d) RGU transmission line cables (Cont’d) 


Unslbs 
S A.W.8. 
track- S 
aga «rand- 
t Cctcr lag 


NOMimt eucTKccAi. wtorsBTtes 

AHwi- Valadiy 

iiatioii cl 

Par Preaa- Cagae- 

Non. Pra- 1M Ft Ingad* gadon lUnta 
Oiam quaney (Oed- anea (iwr Par Ft 

(in.) (me) bale) (abma) cant) (nnf) 


MONHilAt EtECTNICAL PBOPEHTtES 

Atlan. Valaeitg 

uaden at 

Par Praga- Cagae- 

NaiiL Fra- 1M Ft Imgad- gatian Rann 

Oiam nuaneyi (Deal- anea (gar Par Ft 

(in.) (me) bale) (ahm*) cant) (mmQ 


I RG>9A/U 

100'S Silver coated copper wire, flexible stranding; 

S^CR 13 polyethylene plastic insulation; silver coated 

lO^R 7x21 copper wire double braid shield; gray plastic 

Gray jacket. 


100. 2.10 
200. 3.30 $1 

400. 4.50 


Kan'« oopp®'", flexible stranding; polyethylene 100. 3.10 

7 ? plastic insulation; tinned copper braid shield; 2S0 200. 4.40 SO 66 

'chw 0152^ po'yethyl®”® P'as*iic 


RG-9/U 

IDO'S copper wire, flexible stranding; 

^CR 13 polyethylene plastic insulation; silver coated 
7 !oi copper braid shield; bare copper braid shield; 
gray plastic jacket. Medium size 50 ohm video 
& communications cable. 


RG-tO/U 

S^CR 13 fi®*iWe stranding; polyethylene 

10 Wr"7x21 P'®8^“ insulation; bare copper braid shield; 

'^mimim' plastic jacket; aluminum braid armor. 


B rg-ii/u 

100'S Tinned copper, flexible stranding; polyeth)rlene 

SOO'CR 18 plastic insulation; bare copper braid shield; 
1000'R 7x26 black vinyl plastic jacket. Medium sized 75 
Black ohm video & communications cabie. 


■ 13 Tinned copper, flexible stranding; polyethylene 


100 . 2.10 

.420 200. 3.30 51 

400. 4,50 


100'S Bare copper solid; polyethylene plastic; tinned 

500'S 20 copper double braid shield; polyethylene plastic 

1000'S solid jacket. Small diameter general purpose cable. 
Clear 


.206 200. 6.20 63i 66 28.5 

400. 9.50 


m 10 

ITffl so 

ijZ|y 1O0 

^■1 Bi 


RG-58A/U 

20 Tinned copper, flexible stranding; polyethjrlene 100. 5.30 

19x plastic insulation; tinned copper braid shield; .185 200. 8.20 

.0068" black vinyl plastic jacket. 400. 12.60 


RG-58/U 

Bare copper, solid; polyethylene plastic insula- 
•A tion; tinned copper braid shield; black vinyl 
sAtiH plastic jacket. Puncturing voltage 20,000 volts. 

For use wHh radio Frequency Transmission, 
video, test equipment, and pulse transmission. 


100'S 

SOD'S 22 
lOOO'CRsoUd 
Black 


RG-59/U 

Bare "(^pperweld" solid; polyethylene plastic 
insulation; bare copper braid shield; black vinyl 
plastic jacket. Puncturing voltage 20,000 volts. 

For use with television antenna. 


100. 4.10 

.195 200. 6.20 53.5 66 28.5 

400. 9.50 


100. 3.75 

242 200. 5.60 73 

400. 8.30 


lOflO'R 7x26 insulation; bare copper braid shield; .475 200. 2.85 75 66 2(L5 

Mumimim 3 ®®*^®^: aluminum braid armor. 400 4.35 



100'S 

intrc 99 Bare‘‘Copperweld’’solid; semi-solid polyethyl- 100. 3.10 

ene plastic insulation; bare copper braid shield; 242 200. 4.40 93 . 84 13.5 

Black black vinyl plastic jacket. 400. 6.30 


100'S Tophet A resistance wire solid; polyethylene 

S^S 10 plnstic; silver coated copper wire double shield; 

imn/cR r .4 plastic jacket. Special high attentuation 
“ cable with small temperature coefficient of 
attenuation. 


SOO'CR 7x copper, flexible stranding; polyethylene 

'I^R 0152" Plaa^l® iusulation; 2 conductors cabled; core 
Gray 2 jacket, polyethylene plastic; tinned copper 
^ condrs ^®ul^l® I’^aid shield; gray plastic jacket. 


100. 14.50 

200 . 20.50 . 53 68 292 

400. 29.00 


100. 400 

.420 200 . 520 95 66 IS 

400. 8.50 



RG-79/G 

100'S Bare "Coppenveld" solid; semi-solid polyethyl- 

500'CR 22 ene plastic insulation; bare copper braid shield; 

1000'R solid black vinyl plastic jacket; aluminum braid 

Aluminum armor. 


SWCR 7x CCPP®®’ fle^aWe stranding; 2 conductors 

sMn'R oiRo» pni'allel; polyethylene plastic insulation; tin- 
'maoi, "®®* copper braid shield; black vinyl plastic 


100, 3.40 

m 5.20 95 

400. 8.30 


RG-29/U 

BOB’S 20 copper solid; polyethylene plastic; tinned 

imn/e rj copper braid shield; polyethylene plastic .184 
a w ***'“ jacket. Small diameter general purpose cable. 


inn's na-n/V 

cnivrR in ®are copper, solid; polyethylene plastic insula- 100. 3.00 

inniKR r .4 bare copper braid shield; black vinyl .405 200. 4.40 35 66 44 

”l!2 plastic jacket. 400. 7.00 


RG-108/U 

100'S 20 Tinned copper, flexible stranding; polyethylene 

600'S 7x28 plastic insulation; 2 conductors cabled (one 
1000'S 2 conductor bare copper for coding); tinned cop- 

Gray condrs. per braid shield; gray plastic jacket. 


.230 200. — 

400. 32.00 


RG-42/U 

MB'S 21 High resistance wire, solid; polyethylene plastic 
i^pn„riL insulation; silver coated copper wire double 
'g™ braid shield; gray, plastic jacket. 


100 . 17.00 

200. 24.00' 78 66 20 

400. 34.00 


IBB'S 18 

cnn'rR 7 ®®PP®’'‘> fl®^'ble stranding; polyethylene 

inm'R ni^2" plastic insulation; 2 conductors cabled; core 
Ai miniim ^ jacket, polyethylene plastic; tinned copper 
Aluminum double braid shield; gray plastic jacket; alumi- 
, num braid armor. 


tR—Retonable reel 


CK—Coiled in carton K—Carton CR—Crate reel S—Spool C—Coil SK—Spooled in carton 

* Belden RGU Cables can be funtished on special order xnth Type 11-A Noncontaminating Jacket. 
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BELDEN RADIO • TELEVISION WIRE 


magnet wire 


BELDENAMEL 


Turns 
Par Linaar 
Inch 

Turns 

Par Square 
Inch 

Approx. Lensth in Foot 

size 

M-Lb Spool 

H-Lb Spool 

Mb Spool 

14 

15.2 

231 


40 


16 

19.1 

365 


62 


18 

23.9 

571 


100 


20 

29;9 

894 


160 


22 

37,4 

1399 


260 


24 

46.9 

2200 


400 


26 

59.0 

3481 


638 


28 

73.8 

5446 

505 

1010 


30 

92.2 

8501 

805 

1610 


32 

114.0 

12996 

1270 

2540 


34 

144.0 

20736 

2015 

4030 


36 

180.0 

32400 

3200 

6400 


38 

225.0 

50625 

5070 



40 

290.0 

84100 

8050 



HNC NYLCLAD 

14 





79 

16 




1 • - 

125 

18 





199 

20 





316 

22 





503 

24 





809 

26 





1264 

28 






30 





3167 

32 





5023 

34 





7962 

36 





12618 

38 






40 





31686 

SINGLE COTENAMEL 

14 

14.1 

199 


39 

78 

16 

17.4‘ 

303 


61 

123 

17 





155 

18 

21.4 

458 


97 

195 

19 




, . 

245 

20 

26.i 

68i 


154 

307 

22 

31.9 

1018 


241 

481 

24 

38.6 

1490 


376 

752 

25 





942 

26 

46.4 

2i53 

295 

590 

1178 

28 

55.1 

3036 

458 

916 

1832 

30 

64.7 

4186 

710 

1420 

2843 

32 

74.6 

5565 

1090 

2180 


34 

86.6 

7600 

1606 



36 

97.6 

9526 

2425 




Trade 

Number 


intercommunicating and 
sound system cables 


Lengths C and No. No. 
t Package Condrs. Pairs 


Tinned 

Qeneral Copper 

Construction Shielding Stranding 


For Statiim-to-Stafioii aii<l Kstrnsion Wiring 
(I'nshieldwi) 


8740 

100'S 

500'S 

22- 2 

1 

None 

solid 

.145 

874J 

100'S 

500'S 

22- 4 

film; cotton braid: waxed; color 

2 coded; conductors cabled in pairs; 
i;ver-a!l tubed brown vinyl plastic 

None 

solid 

.205 

8742 

100'S 

500'S 

22- 6 

jacket 

3 

None 

solid 

.230 




Tinned copper, sol'd; vinyl plastic 
insulated; color coded; conductors 
cabled in pairs; over-ail tubed 
brown vinyl plastic jacket 


None 

solid 

.010 

.2bS 

.Nonii 

.solid 

.010 

.320 

None 

solid 

.010 

.380 

Nonu 

Solid 

.010 

.510 


Trade 

Number 


intercommunicating and 
sound system cables (cont’d) 

A.W.p. Tinned Insulalian Nom. 

Longths t and No. No. Oenoral Copper Thick. Oiani 

tPeckapo Condrs. Pairs Contiruelion Shielding Stranding (inehtt) (ineheti 


8734 


100'S 

500'S 


For StatioD-to-Statioo and Eitenajon Wiring 
(Shielded) 



Tinned copper, flexible stranding; 
vinyl plastic insulation; cotton 
. braid; waxed; color coded; three Overl 
22* 3 J ® J conductors cabled; one conductor con- 7x30 MZ .210 
™ “ tinned copper braid shield; and two ductor 
conductors unshielded; over-all 

tubed brown vinyl plastic jacket__ 



8735 

100'S 

500'S 

Tinned copper, flexible stranding; 
vinyl plastic insulation; cotton 
« Not braid; waxed; color coded; three 
' paired conductors cabled; tinned copper 
braid shield; over-all tubed brown 
vinyl plastic jacket 

Over 3 
con¬ 
ductors 

7x30 



8737 

lOO'S 

500'S 

Tinned copper, flexible stranding; 
vinyl plastic insulation; cotton 
M 2 . braid; waxed; color coded; conduc¬ 

tors cabled; tinned copper braid 
shield; over-all tubed brown vinyl 
plastic jacket 

Over 2 
con¬ 
ductors 

7x30 

.012 




8732 


100'S 

SCO'S 


22-4 


Tinned copper, flexible stranding; 
vinyl plastic insulation; color coded; 

2 conductors cabled in pairs; one pair 
unshielded and one pair tinned cop¬ 
per braid shield; over-all tubed 
brown vinyl plastic jacket 


Over I 

pair 7x30 .015 .230 


For Station-to-Terminal Wiring 
(Unshielded) 


8747m 

22-12 

6 


None 

7x30 

.010 

216 

J3748|Q| 

22-18 

9 

Tinned copper, flexible stranding, 
vinyl plastic insulation; color coded; 
conductors cabled in pairs; over-ail 
brown cotton braid; lacquer coating 

None 

7x30 

.010 

236 

8749 m 

22-30 

15 

None 

7x30 

.010 

.435 

8750IQII 

22-54 

27 

None 

7x30 

.010 

.585 



1 

Juke Box Speaker Cable 





600'S 

1000'S 

24-2 

Not 

paired 

Bare copper, flexible stranding; 
parallel conductors; black vinyl 
plastic insulation 

None 

7x32 

.015 

.058X 

.115 


Juke Box Control Cable 


Tinned copper, flexible stranding, 
lS-2 Not vinyl plastic insulation; color coded; 26x30 

20-1 paired conductors cabled; over-all tubed 10x30 

_brown vinyl plastic jacket_ 


.020 .240 


broadcast audio cables 



Bare copper, solid; baked enamel 
film; cotton braid; waxed; color Over* ... 

coded; conductors cabled; tinned all ® 

copper braid shield 


.13S 



22-2 


I .Same as 8738 plus over-all tubed 
* brown vinyl ptoic jacket ductor 


solid 


47S 


tCK—Coiled in carton K-*CartoD CR—Crate reel S—Spool C—Coil SK—Spooled in carton 
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BELDEN RADIO • TELEVISION WIRE 

intercommunicating and hook-up and lead wires (cont’d) 


intercommunicating and 
sound system cables (Cont’d) 



A.W.Q. 


Tinnod 

Insulation 

Nona 

Mmm Lengths C 

and No. No. 

Qsnoral 

Copper 

Thick. 

Oiam 

trackage 

Condrt. Pairs 

Construction 

OMelding 

1 

1 

(Inehot) 


broadcast audio cables (conrd) 


liMif *0-eiMk**BrMk<. 

latlM N«m. Rm. Nr 
tirami* Tkkk. Olan fx (Mf VaMaaa 
lai (ia.) (ta.) okon) (vaMt). 


cellulose broid locquered (Cont’d) 


Hare copper, solid; baked enamel 
film; cotton wrap; cotton braid; Over* 
waxed; color coded; conductors all 
cabled; tinned copper braid shield 


2S'CK 
100'SK 20 
1000'S 


2S'CK 
100'SK 18 
1000'S 


Tinned copper, flexible stranding; 
heavy cellulose acetate yam wrap; 
cellulose acetate j'arn braid; fungus- 
resistant lacquer coating. Colors: 

Black, Blue, Brown, Green, Orange, 
Red, White, Yellow 

Colors: Black, Blue, Green, Red, 
White, Yellow 


JOTS 200 1000 


,087 200 1000 



Tinned copper, flexible stranding; 
paper wrap; rubber insulation; cot- 
I ■ 11 ton braid; lacquer coating; color 
coded; conductors cabled; tinned 
Not «opper braid shield 
paired 


10x30 J11S ,215 



100'SK 

1000'S 

16 

Coiurs: Black, Green, Red 

26x30 

4)98 

200 

1000 


100'SK 

600'S 

14 

('olurs: Black, Red 

41x30 

.115 

200 

1000 


thermoplastic insulated 


None solid .012 .105 


Bare c/<pper, solid; vinyl plastic in- 
sulatiuu, color coded; conductors 
cabled 


None solid 4112 .120 


tnAA/|^ 20 sulation. Colors: Black, Blue, Green, solid 4)15 4)68 5000 8000 

_Red, Yellow _ 


Tinned copper, solid; vinyl plastic in- 


1 Mi'Qir Tinned copper, flexible stranding; vi nyl 

20 plastic insulation. Colors: Black, Blue, 10x30 .015 4)73 5000 8000 

m* _Green,Red,Yellow_ 


Tinned copper, solid; baked enamel 
film; heavy cellulose acetate yarn 
wrap; cotton braid; waxed; color 
coded; conductors cabled; tinned 
copper braid shield; 22 A.W.G. tin¬ 
ned solid copper wire parallel to 
twisted pair under shield; tubed 
black vinyl plastic jacket 


ESQ 

100'SK 

lOOO'S 

20 

Colors: 

Yellow 

Black, Blue, Green, Red, 

10x30 

.025 

.091 

5000 

12000 


250'S 

1000'S 

18 

Colors; 

Black, Green, Red, Yellow 

16x30 

.031 

.112 

.5000 

12000 


R*F push-back wire cellulose acetate braid waxed 


Tinned copper, solid; two cellulose 
100'SK acetate varn braids; waxed. Colors; 

[ 1000'S Black, Blue, Green, Red, all with 

I White Tracer 


4)67 1000 1000 


Tinned copper, solid; baked enamel 
film; cotton wrap; cotton braid, 
waxed; color coded; conductors ca¬ 
bled; tinned copper braid shield 

^ .oM 

.188 

WH 100'SK 20 
1000'S ^ 

Tinned copper, flexible stranding; two 
cellulose acetate yarn braids: waxed. 

('olors: Black, Blue, Green, Red, all 

4172 1000 1000 



' 1 


with White Tracer 



Tinned copper, solid; heavy cellu¬ 
lose acetate yarn wrap, cellulose 
acetate yarn braid; lacquer coating; 
color coded, conductors cabled; tin- 
ned copper braid shield 


4)92 1000 1000 


rubber-insulated push-back 


hook-up and lead wires 



Longths t 

Qoneral 

Construction 

Strand- 

Insu¬ 

lation 

Thick. 

Nominal 
*D-C Ini. 
Nom. Res. Par 
Diim Ft (msg- 

Nominal 

**Brtafc. 

down 

Voltago 


tPaekago A.W.Q. 

and Colors 

ing 

(in.) 

(in.) ohms) 

(solto) 


Tinned copper, solid; cotton wrap; un¬ 
vulcanized rubber insulation; cellulose 
acetate yarn braid; fungus-resistant 
lacquer coating. Colors: Black, Blue, 
Green, Red, Yellow_ 


.075 2000 2()(NI 


cellulose braid lacquered 


2S'CK 
100'SK 20 
tOOO'S 

25'CK 
100'SK 18 
1000 '$ 


Tinned copper, solid; heavy cellulose 
acetate yarn urap; cellulose acetate 
yarn braid; fungus-resistant lacquer 
coating. Colors; Black, Blue, Brown, 
Green, Orange, Red, White, Yellow 

Colors: Black, Blue, Green, Red, 
White, Yellow 


4)72 2UO lOOO 


4180 2UO 1000 


Tinned copper, flexible stranding; cot¬ 
ton wap; unvulcanized-rubber insula- 
20 tion; cellulose acetate yarn braid; 
fungus-resistant lacquer coating. Col- 
ors: Black, Blue, Green, Red, Yellow 


Tinned copper, flexible stranding; 
paper wap; rubber-insulation; cellu¬ 
lose acetate yarn braid; fungus-resis¬ 
tant lacquer coating. Colors: Black, 
Blue. Green. Red. Yellow 


10x30 4)10 4181 2000 2000 


.135 lonuo 8000 


t CK—Coned in carton 
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BELDEN RADIO * TELEVISION WIRE 


hook>up and lead wires (cont’d) 


Nominal Nominal 



Lengths « 
tPackage A.W.Q. 

General 

Censlruction 
and Colors 

Strand¬ 

ing 

Insu¬ 

lation 

Thick. 

On.) 

•O-C Ins. 
Nom. Ros. Per 
Oiam Ftimeg- 
(iii.> ohms) 

‘Break- 

down 

Vcltago 

(VCitl' 



shielded hook-up wire 





25'CK 
100'SK 20 
500'S 

Tinned copper, flexible stranding; rub¬ 
ber insulation; cellulose acetate yarn 
braid: fungus-resistant lacquer coat¬ 
ing; tinned copper braid shield 

10.\30 

.015 

.117 


4:k)0 


8864 

8865 



Contents; (V—25' Coils 8941. Size 20 solid; cellulose acetate mp and braid laoqu.wd. 
One each Black, Blue, GrMii, Rad, WhHa, and Yellow. 


Contents: 6—25' Coils 8943. Size 20 flexible; cellulose acetate \»Tap and braid lao<(U<?red. 
One each Black, Blue, Green, Red, White, and Yellow. 


instrument and lead wires 

photoelectric ceil coble (sound projectors) 


Trade 

Number 


Lengths 0 
tPackage 
a Color 


Nominal 
Capael. 
Nom. fanco 

General Oiam Per Ft 

Construction Stranding i, inches) (mmfi 


8221 


lOO'S 

Black 


25 



Tinned copper and tinned steel, flexible 
stranding; cellulose yarn braid; poly¬ 
ethylene insulation; tinned copper braid 
shield; black vinyl plastic jacket_ 


3x33 copper 
plus 

4x33 steel 


.240 


phonograph pickup arm cable 


20 



Lengths t 
tPackage 
i Color 

A.W.Q. 

General 

Construction 

Stranding 

iation 

Thick. 

finches) 

Nominal 

Oiam 

(inches) 









•15' 

100'S 

Brown 

24 

Tinned copper, flexible stranding; rub¬ 
ber insulation: tinned copper braid 
shield; fine brown cotton braid 

16x36 

.015 

.095 









*25' 

SOO'SK 

Chrome 

25 

'I'inned copper, flexible stranding; 
chrome vinyl plastic insulation 
‘Packaged on card, 5 cards in carton 

13x36 

.010 

.044 


replacement and extension cords 


Trade 

Number 


age Color 


1701 

1 K 

10 Ft 

Brown 

1702 

1 K 

15 Ft 

Brown 

1705 

1 K 

6 Ft 

Brown 



Extension. Cord — Size 18. Typo POSJ-64. Extra-flexible 
all-rubber parallel lamp cord. Both ends unbreakable rubber. 
Does not mar floors or furniture. Safe for use on table tops. 
Underwriters’ Flag Type Blue Cord Set Label. 



Extension Cord — Size 18, 

Type SV. All-rubber portable 

cord with Belden molded-on all-rubber connector and Belden 
unbreakable soft rubber plug. Underwriters’ Flag Type’ 
Blue Cord Set Label. 


1725 


7 Ft 6 In. 

Brown 



Replacement Cord — Size 18, 

Type POSJ-64. Extra-flexible 

all-rubber parallel lamp cord with Belden unbreakable soft 
rubber plug; opposite end stripped and tinned — ready for 
easy attachment. Underwriters’ Flag Type Green Power 
Supply Cord Label. For lamps, radios, small appliances. 


1749 


6Pt3ln. 

Black 



Replacement Cord — Size 18, 

Type SV. All-rubber portable 

cord with Belden unbreakable soft rubber plug; opposite 
end stripped and tinned — ready for easy attachment. 
Underwriters’ Flag Tyjw Green Power Supply Cord Label. 
For amplifiers, test equipment, and small appliances. 


high-voltage and cathode-ray tube lead cable 


8869 


100'S 

Red 

with 

Two 

White 

Tracers 


20 


8868 


100 '$ 

Red 


20 


Tinned copper, fle.xible stranding; 
flame retardant polyethylene plastic 
insulation, red cellulose acetate yarn 
braid with 2 white tracers; lacquer 
coating. Suggested Voltage Rating 
(volts) 10000 



Same as 8869 except heavier insula¬ 
tion and solid red braid. Suggested 7x28 
Voltage Rating (volts) 20000 


.035 


.065 


.136 


.198 


test prod wire 



Black 

Red 


Tinned copper, extra flexible strand¬ 
ing; cotton wrap; rubber insulation. 65x36 
Suggested Voltage Rating (volts) 5000 


.043 .140 


100'S 

500'S 


8898 


Black 

Red 



Suggested Voltage Rating (volts) 10000 

ft?' Black and 7'Red 


.088 .230 



Television Power Supply Con¬ 
nector Cord. Original equip¬ 
ment on most television sets. Size 18, Type POSj-64. Extra- 
flexible all-rubber parallel lamp cord with Belden molded-on 
all-rubber connector and Belden unbreakable soft rubber 
plug. Underwriters’ Flag Type Blue Cord Set Label. 



Connect-A-Cord. 6 
Ft. Size 18, Type 
POSJ-64. All-rubber 
parallel lamp cord with 
Belden unbreakable soft 
rubber plug; opposite 
end, Belden rubber con¬ 
nector and flush mounting receptacle. Underwriters' Mag 
Type Blue Cord Set Label. 


t CK—Coiled in carton K—Carton CR—Crate reel S-l?poo) C—Coil SK—Spooled in carton 
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BELDEN RADIO • TELEVISION WIRE 



The Transmission Cable 

pflniui 


BELDIIIIMRA-WELDOHM 
SiiCIFICATIONS 



*• 'J- ®- 20 Gauge 

stranding 7 X 28 

General **Wcldohm'" coppcr-coatcd steel wirc» 
flexible stranding; conductors parallel; 
Application brown polyethylene plastic insulation. 


Nominal 

Diameter 

.185 X .520 

Frequency 

(MC) 

100 

200 300 

400 

Attenuation 
per 100 ft 
(Decibels) 

1.1 

1.73 2.28 

2.74 

impedance 

(Ohms) 


300 


Velocity of ' 
Propagation 
(per cent) 


77 


Capacitance 
per ft 
(mmf) 


5.0 



Belden engineers have developed a UHF 300-ohm Trans¬ 
mission Line Cable for TV installation. This 300-ohm 
cable has the following qualifications: 

A cable that can be handled easily without destroying 
the electrical characteristics. 

A cable that can be stripped down to the bare wire in 
seconds. 

A cable that can be twisted, without distortion, to get 
the proper line balance. 

And a cable that can withstand rain and snow — no 
wet-loss. 

In addition, Belden Ultra-Weldohm No. 8235 Resists 
Wind—has more flexibility; Resists Breakage—has longer 
wire life; Resists Oxidation — has copper-sheathed, 20- 
gauge, stranded steel wire; Resists Sun—made with 100% 
virgin polyethylene web. 

Specify Belden Ultra-Weldohm Cable, and get a better 
picture, too! 


No. 8235 




MM 
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BELDEN • Price List 


Belden 

Trade 

Number 

Unit 

Package 

and 

Length** 

Suggested 

List 

Price 

Each 

Belden 

Trade 

Number 

Unit 

Package 

and 

Length** 

Suggested 

List 

Price 

Each 

1701 


1.95 

8422 

500' 

.12' 

1702 


2.20 

8423 

50' 

7.25 

1705 


1.80 

8423 

250' 

.14' 

1706 


3.55 

8423* 

500' 

.14' 

1709 


3.90 

8424 

50' 

8.40 

1712 


4.25 

8424 

250' 

.16' 

1715 


4.70 

8425 

50' 

9.50 

1716 


1.50 

8425 

250' 

.19' 

1717 


1.65 

8426* 

50' 

11.75 

1724 


13.50 

8426* 

250' 

.24' 

1725 


.80 

8427* 

50' 

12.60 

1728 


1.45 

8427* 

250' 

.255' 

1731 


1.90 

8428 

100' 

.15' 

1735 


.95 

8428 

500' 

.15' 

1736 


1.35 

8431 

15' 

.90 

1737 


1.00 

8431 

100' 

.045' 

1744—pr. 


1.60 

8431 

500' 

.045' 

1749 


.90 

8432 

100' 

.085' 

1750 


1.60 

8432 

500' 

.085' 

1751 


2.40 

8433 

1000' 

.085' 

1752 


1.90 

8433 

100' 

.11' 

1754 


1.20 

8433 

500' 

.11' 

8000 

50' 

1.15 

8437 

100' 

.085' 

8000 

75' 

1.70 

8437 

500' 

.085' 

8000 

100' 

2.15 

8437 

1000' 

.085' 

8000 

1000' 

20.00 

8438 

100' 

.06' 

8002 

50' 

.83 

8438 

500' 

.06' 

8002 

75' 

1.15 

8438 

1000' 

.06' 

8002 

100' 

1.45 

8439 

100' 

.07' 

8002 

1000' 

13.15 

8439 

500' 

.07' 

8008 

100' 

3.05 

8439 

1000' 

.07' 

8008 

200' 

5.90 

8440* 

100' 

.085' 

8008 

500' 

14.15 

8440* 

500' 

.085' 

8009 

100' 

2.15 

8440* 

1000' 

.085' 

8009 

500' 

9.50 

8443 

100' 

.04' 

8011 

100' 

3.50 

8443 

500' 

.04' 

8012 

100' 

2.40 

8444 

100' 

.05' 

8013 

100' 

1.65 

8444 

500' 

.05' 

8014 

25' 

.40 

8445 

100' 

.06' 

8014 

500' 

.015' 

8445 

500' 

.06' 

8018 

50' 

1.40 

8446 

100' 

.095' 

8018 

100' 

2.50 

8446* 

500' 

.095' 

8018 

500' 

12.50 

8447 

100' 

.10' 

8018 

1000' 

22.50 

8447* 

500' 

.10' 

8127 

10' 

.35 1 

8448 

100' 

.11' 

8200 

100' 

.02' 1 

8448* 

500' 

.11' 

8200 

500' 

.02' 

8449 

100' 

.12' 

8200 

1000' 

.02' 

8449* 

500' 

.12' 

8204 

500' 

.05' 

8452 

100' 

.07' 

8204* 

1000' 

.05' 

8452 

500' 

.07' 

8205 

500' 

.035' 

8453 

100' 

.085' 

8205* 

1000' 

.035' 

8453 

500' 

.085' 

8206 

250' 

.05' 

8454 

100' 

.10' 

8208 

500' 

.11' 

8454 

500' 

.10' 

8208 

1000' 

.11' 

8455 

100' 

.11' 

8209 

500' 

.10' 

8455 

250' 

.11' 

8209 

1000' 

.10' 

8462 

100' 

.045' 

8221 

100' 

.11' 

8462 

250' 

.045' 

8222 

100' 

.025' 

8464* 

500' 

.05' 

8222 

500' 

.025' 

8464 

1000' 

.05' 

8224 

100' 

.035' 

8472 

250' 

.105' 

8224 

500' 

.035' 

8482 

1000' 

.02' 

8225 

100' 

.045' 

8483 

1000' 

.03' 

8225 

500' 

.045' 

8484 

500' 

.055' 

8225 

1000' 

.045' 

8484 

1000' 

.055' 

8227 

100' 

.16' 

8485 

500' 

.065' 

8227 

250' 

.16' 

8485 

1000' 

.065' 

8230 

100' 

.045' 

8488 

500' 

.08' 

8230 

500' 

.045' 

8488 

1000' 

.08' 

8230 

1000' 

.045' 

8650 

100' 

.10' 

8235 

100' 

.095' 

8651 

100' 

.08' 

8235 

500' 

.095' 

8652 

100' 

.06' 

8401 

25' 

2.50 

8656 

100' 

.085' 

8401 

50' 

4.75 

8660 

50' 

.05' 

8401 

100' 

.095' 

8660 

250' 

.05' 

8401 

500' 

.095' 

8661 

50' 

.075' 

8410 

25' 

3.40 

8661 

250' 

.075' 

8410 

50' 

6.40 

8662 

50' 

.23' 

8410 

100' 

.12' 

8662 

250' 

.23' 

8410 

500' 

.12' 

8665_ 

100' 

.23' 

8411 

25' 

2.15 

8667 

100' 

.14' 

8411 

100' 

.075' 

8668 

50' 

.06' 

8411 

500' 

.075' 

8668 

250' 

.06' 

8412 

25' 

3.15 

8669 

50' 

.16' 

8412 

50' 

6.25 

8669 

250' 

.16' 

8412 

100' 

.125' 

8673 

100' 

.23' 

8412 

500' 

.125' 

8673* 

500' 

.23' 

8422 

25' 

3.25 

8675 

100' 

.175' 

8422 

50' 

6.15 

8675* 

500' 

.175' 

8422 

100' 

.12' 

8677 

100' 

.13' 



UnH 

Suggested 

f 

Unit 

Suggested 

Belden 

Package 

List 

Belden 

Package 

List 

Trade 

and 

Price 

Trade 

and 

Price 

Number 

Length** 

Each 

Number Length** 

Each 

8677* 

500' 

.13' 

8833t 1000' 

.035' 

8732 

100' 

.09' 

8837t 100' 

.03' 

8732 

500' 

.09' 

8837t 1000' 

.03' 

8734 

100' 

.10' 

8838t 100' 

.03' 

8734 

500' 

.10' 

8838t 1000' 

.03' 

8735 

100' 

.105' 

8839t 100' 

.03' 

8735 

500' 

.105' 

8839t 1000' 

.03 

8737 

100' 

.08' 

8841t 100' 

.03' 

8737 

500' 

.08' 

S841t 1000' 

.03' 

8738 

100' 

.045' 

8844t ' 100' 

.03' 

8^8 

500' 

.045' 

8844t 1000' 

.03 

8738 

1000' 

.045' 

8864 


3.48 

8739 

100' 

.065' 

8865 


3.7z 

8739 

500' 

.065' 

1 8868 

100' 

.055 

8739 

1000' 

.065' 

8869 

100' 

.03: 

8740 

100' 

.035' 

8874 


.90 

8740 

500' 

.035' 

8885 

25' 

1.45 

8740 

1000' 

.035' 

8885 

100' 

.045' 

8741 

100' 

.065' 

8885 

500' 

.045 

8741 

500' 

.065' 

8888 

250' 

.05' 

8741 

1000' 

.065' 

88981 

100' 

.055 

8742 

100' 

.09' 

8898- 

500' 

.055' 

8742 

500' 

.09' 

88991 

14' 

.62 

8742 

1000' 

.09' 

88991 

100' 

.035' 

8743 

100' 

.115' 

88991 

500' 

.035' 

8743 

500' 

.115' 

88991 

1000' 

.035' 

8744 

100' 

.175' 

89011 

100' 

.015' 

8744 

500' 

.175' 

89011 

1000' 

.015' 

8745 

100' 

.30' 

89051 

100' 

.015' 

8745 

_500;_ 

.30' 

890^ 

1000' 

.015' 

8746 

100' 

.49' 

89131 

100' 

.02' 

8746 

500' 

.49' 

89131 

1000' 

.02' 

8747 

100' 

.16' 

89181 

250' 

.02' 

8747* 

500' 

.16' 

89181 

1000' 

.02' 

8748 

100' 

.23' 

89381 

100' 

.04' 

8748* 

soTo' 

.23' 

89381 

500' 

.04' 

8749 

100' 

.36' 

89411 

25' 

.58 

8749* 

500' 

.36' 

89411 

100' 

.02' 

8750 

100' 

.61' 

89411 

1000' 

.02' 

8750* 

500' 

.61' 

89421 

100' 

.03' 

8753* 

100' 

.23' 

89421 

1000' 

.03' 

8753* 

500' 

.23' 

89431 

25' 

.62 

8782 

500' 

.02' 

89431 

100' 

,02' 

8782 

1000' 

.02' 

89431 

1000' 

.02' 

8783 

_500' 

.10' 

8945^ 

25' 

.70 

8799 

100' 

.065' 

89451 

100' 

.025' 

8799 

500' 

.065' 

89451 

1000' 

.025' 

8799 

1000' 

.065' 

8947^ 

25' 

.73 

8817 

100' 

.45 

89471 

100' 

.025' 

88331 

100' 

.035' 

8947^ 

1000' 

.025' 


tSpecIfy Color. All prices subject to change without notice, 
**Please Indicate length desired, immediately following trade number, 
when more than one length is listed under the same trade number. 
*New item. 


BELDENAMEL 

MAGNET WIRE 

SINGLE COTENAMEL 

MAGNET WIRE 

SINGLE 

NYLTEX- 

ENAMEL 

MAGNET 

HNC 

NYLCLAD 








WIRE 




J/4 lb. 

1/2 lb. 


•/4 lb. 

!/2 lb. 

1 lb. 

- 



lib. 


Spools 

Spools 


Spools 

Spools 

Spools 


14 lb. 


Spools 


List 

List 


List 

List 

List 

spools 1 


List 

Size 

1 Price 

Price 

Size 

Price 

Price 

Price 

Size 

Price 

Size Prim 

14 

— 

$1.03 

14 

— . 

$1.15 

$2.18 

14 

_ 

14 

$2.05 

16 

— 

1.03 

16 

— 

1.20 

2.30 

16 

— 

16 

2.10 

IS 

— 

1.03 

17 

— 

— 

2.35 

IS 

— 

IS 

2.13 

20 

— 

1.08 

IS 

— 

1.30 

2.43 

20 

— 

20 

2.25 

22 

— 

1.10 

19 

— 

— 

2.58 

22 

— 

22 

2.30 

24 

— 

1.18 

20 

— 

1.40 

2.65 

24 


24 

2.53 

26 

— 

1.23 

22 

— 

1.48 

2.80 

26 

— 

26 

2.68 

28 

$.73 

1.28 

24 

— 

1.65 

3.13 

28 

— 

28 

2.88 

30 

.75 

1.33 

25 

— 

— 

3.35 

32 

— 

30 

3.08 

32 

.78 

1.38 

26 

$.95 

1.78 

3.38 1 

34 

— 

32 

3.40 

34 

.83 

1.48 

28 

1.05 

1.98 

3.80 

36 

— 

34 

3.40 

36 

1.00 

1.80 

30 

1.20 

2.25 

4.30 

38* $4.05 

36 

3.85 

38 

1.23 

— 

32 

1.43 

2.63 


39* 

4.45 

38 

4.63 

40 

1.73 

— 

34 

1.75 


— 

40* 

5.55 

40 

6.15 




36 

2.15 
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SJbmJbjit 

GOV'T. SPECIFICATION HOOKUP WIRE 

dt. JAN-C-76 SRIR - SRIR SHIELDED - SRHV 


105** C. UL APPROVED __ 




-ilQgssgaa 


SPEC. JAN-C-76 

Size 

Cat. No. Spool AWG 

7024.1000‘ ...24 

7024-1. 100' 24 

7001.1000' 22 

7001-1. 100' 22 

7003.1000' 20 

7003-1 . 100' 20 

7005.1000' ... 18 

7005-1 . 100' 18 

7007.1000' 16 

7007-1 . 100' 16 

7009.1000' . 14 

7009-1. 100' 14 . 

7011.1000’ 12... 

7011-1. 


TYPE SRIR — 1000-VOLT (Fungus Proof) 

The following items meet all requirements of Army-Navy joint specifications JAN-C-76 Type SRIR for 
thermoplastic plain resin construction where highest resistance to fungus growth is required. Has high 
dielectric strength, high temperature stability, low temperature flexibility, low moisture absorption, high 
flame resistance; resists all common solvents. 


JAN-C-76 
Type Designation* 


STRANDED 

Conductor 

Construction 


Nom. 

Wall 


2/5(16)-24. 

3/5( 7)-22. 

3/5( 7)-22. 

1 ( 10)-20 . 

1 ( 10)-20 . 


.16/36..015 

. 7/30.017 

. 7/30.017" 

.10/30.017" 

.10/30.017" 

.16/30.017" 

.16/30.017" 

...26/30.017". 


. Nom. DC Ins. 

Res/Ft - Megs 

' .5000 

Nom. Break¬ 
down Voltage 

60 Cycles 

8000. 

O.D. 
..054' 

.5000 

8000. 

.054' 

5000 

8000. 

.069' 

.5000 

8000. 

.069* 

5000 

8000. 

..077* 

.5000 

8000. 

.077' 


1-i/2(16)-18... 

1- V2(16)-18... 

2- V2(26)-16. . 

2-V2(26)-16.26/30.017 

4 (41)-14.41/30.033' 

4 (41)-14.41/30.033" 

6 (65)-12.65/30.033" 


. 100' . 
100*. 

12 

. 8. 

0 veai-iA 

.17(133)-8 

1000' 

.22. 

.3/5(l)-22 . 

100'. 

.22. 

.3/5(l)-22 

1000' 

.20. 

.l(l)-20 

100' 

20 

.l(l)-20 

1000’ 

.18. 

.1-V2(1)-18. 

. 100'. 

.18. 

.1-V2(1)-18. 


.65/30.033 


.5000 

.5000 

.5000 

5000 

7500 

.7500. 

.7500. 


8000.086" 

8000.086" 

8000..098" 

8000. .098" 

12000.148" 

12000.148" 

12000..171' 


.7500.12000.171" 

.051".7500 .12000.239" 


SOLID 


COLORS: 


Black 

Brown 

Red 

Orange 

Yellow 


.0253 Solid 

_017" 

. .5000. 

. 8000. 

.064' 

'0253 Solid 

.017" 

5000 

8000. 

.064' 

.032 Solid 

.017" 

.5000 

8000. 

.071 • 

.032 Solid 

.017" 

.5000. 

8000. 

.07T 

.0403 Solid 
.0403 Solid 

.017" 

5000 

8000. 

.079* 

.017" 

5000 . . 

8000. 

.079' 


Green 

Blue 

Violet (Purple) 
Gray (Slate) 


White 
Dark Blue 
Pink 
Tan 


In addition to the standard colors we can furnish #7001t» 
#7003t and #7005t in the following spiral Tracer Colors 
(Add “S” to Catalog Number) : 

Wh/Black Wh/red Wh/yellow Wh/blue Wh/gray 

Wh/brown Wh/orange Wh/green Wh/purple 

fAdd $3.00 to List Price for Single Spiral Tracer Wire. 


TYPE SRIR — SHIELDED — Spec. JAN-C-76 

HOOK-UP WIRE SHIELDED (TINNED COPPER) 


Cat. No. 

7074 

Spool 

1000'. 

Size 

AWG 

.24. 

JAN-C-76 

Type Designation* 

.2/5 (16)-24. 

Stranding 

.16/36 

Nom. 

Wail 

.015". 

Diam 
.076" 

707? 

ICQu' 

...22 

3/5 ( 7)-22.. 

. 7/30 

.017". 

.089" 

7070. 

. 1000 *. 

. 20 ... 

l ( 10)-20. 

.. 10/30 

.017". 

.097" 

7068. 

7067. 

.1000 ' . 

.1000 ' . 

.18.. 

. lO . 

I-V 2 (16)“18. 

.2-V2(26)-16. 

.26/30. 

.017". 

.118" 


COLORS: 


Black 


White 


Red 


Yellow 


Green 


Blue 


TYPE SRHV (THERMOPLASTIC) HOOK-UP WIRE — Spec. JAN-C-76 

COLORS: Black Brown Red Orange Yellow Green Blue Purple Gray White 


Cat. 

No. 

7322... 

SPEC. JAN-C-76 

Spool 

.1000'. 

Size 

AWG 

22 

JAN-C-76 

Type Designation* 

3/5(7)-22 . 

STRANDED 

Stranding 

. 7/30. 

Nom. 

Wall 

.033. 

Nom. DC Ins. 
Res. Meg/Ft 
.7500. 

Nom. 

Breakdown 
Volt. 60 Cycles 

.12000. 

Max. 

Diam. 

(Inches) 

.105 

7322-1 

. 100' 

22 

. 3/5(7)-22 

7/30. 

.033. 

.7500. 

.12000. 

.105 

7320 

.1000' 

20 

1 (10)-20 

10/30. 

.033 . 

.7500. 

.12000. 

.113 

7320-1 . 

. 100' 

. 20 . 

. 1(10)-20 

10/30.. 

. ..033. 

.7500. 

.12000. 

...113 

7318 . 

1000' 

18 

1-V2(16)-18 

16/30 

. .033 . .. 

.7500 . 

.12000. 

.122 

7318-1 

. 100' 

..18. 

.1-V2(16)-18 

16/30 

.033. 

.7500. 

.12000. 

.122 

7316. 

.1000' 

..16. 

.2-V2(26)-16 

26/30 

.033. 

. 7500. 

.12000. 

...134 

7316-1 . 

. 100' 

.16. 

.2-V2(26)-16 

26/30. 

.033 . .. 

.7500. 

.12000. 

.134 

7314. 

.1000' 

.14. 

, . 4(41 )-14 

41/30.. 

.033. 

.7500 . 

.12000. 

.152 

7314-1 . 

. 100' 

.14. 

. 4(41)-14 

41/30. 

.033 . 

. 7500. 

.12000. 

.152 

7312. 

.1000' 

12 

. 6(65)-12 

65/30 

.033 . 

7500 . 

..12000. 

.172 

7312-1. 

. 100' 

..12. 

.6(65)-12. 

.65/30. 

.033. 

.7500. 

.12000. 

.172 


BIRNBACH THERMOPLASTIC INSULATED HOOK-UP WIRE 
105°C. — 600-VOLT RATING UL APPROVED 

Especially designed for the chassis, sub chassis wiring of radio and television receivers and transmitters inside or outside the chassis. 


UL approved for 105°C. 

(221°F.) operating temperature. Has 

high electrical 

characteristics. All wires 

are annealed 

tinned copper. 

Cat. 






DC Ins. Res. 

Max. 

No. 

Spool 

AWG 

Stranding 

Nom. Wall 

Volt. Breakdown 

Megs/Ft 

O.D.Inches 

7201. 

.1000*. 

.22. 

. 7/30_ 

_032. 

.18000 . 

5C00 

.100 

7201-1 . 

. ( . 100'. 

.22. 

. 7/30 

.032. 

.18000. 

.5000. 

.100 

7203 

.1000' 

20. 

.10/30 

.032. 

.18000 . 

5000 

.104 

7203-1 

.. 100' 

20. 

.10/30 

.032. 

.18000. 

.5000. 

.104 

7205 

.1000' 

18. 

.16/30 

.032. 

.18000. 

.5000... 

.112 

7205-1 

. 100' 

18. 

.16/30 

.032. 

.18000. 

.. .5000. 

.112 

7207 

.1000' 

16. 

.26/30 - 

.032. 

.18000. 

.. 5000 . 

.129 

7207-1 

.. 100' 

16. 

.26/30 

.032. 

.18000.. 

.5000. 

. .129 

7202 

.1000' 

22. 

.Solid 

.032. 

.18000. 

.5000. 

.095 

7202-1 

. 100' 

22. 

.Solid 

.032. 

.18000. 

.5000. 

.095 

7204 

1000' 

20. 

. Solid 

.032 

.18000. 

.5000. 

.102 

7204-1 . 

. 100' 

20. 

.Solid. 

.032. 

.18000.;. 

.5000. 

...102 


1 COLORS: Black 

Red Green Yellow 

Blue Brown 

White Orange Gray 

Purple 1 
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JO* f t GOV'T. SPECIFICATION HOOKUP WIRE 

WL NYLON JACKET GLASS BR 
HIGH VOLTAGE CRT LEAD WIRE 


JAN TYPE of DESIGNATION 

sample 


renr all Bovt. Specification HOOKUP 
this page and preceding page.) 

3/5 (1) « 


SIZE 
(Approx. 
Cir. Mils) 

0. BLACK 

1, BROWN 

2. RED 


MINIMUM 

strands 

3. ORANGE 

4. YELLOW 

5. green 


AWG 

SIZE 


COLOR CODE 
1st Digit Rep¬ 
resents Body 
2nd Digit Rep¬ 
resents Tracer 

6. BLUE ^ 

7 VIOLET (purple) 
b' gray (slate) 

9, WHITE 


Hoolmp Wire with no outer ecenns shall he desig¬ 
nated by the letter U . „,erlnB, either braid or 
SS%Mirbe*tsin«ed by the letter C . 


TYPE WL — EXTRUDED NYLOK JACKET 
HOOK-UP WIRE (Fungus Proof) 




SPEC. JAN-C-76 


Extensively used in electronic devices, aircraft instruments, lighting and power 
transmitters, radar, etc. Constructed of one conductor, copper tinned high heat 
vinyl insulation with an extruded Nylon jacket overall. This wire will not fray, 
crack or rot; it is non-combustible with extreme high chemical and abrasion 
resistance; extreme low moisture absorption and low dielectric leakage; extremely 
flexible over a wide temperature range it remains soft and pliable at reduced 
temperatures; it will absorb hard usage, frequent bending and twisting. 


Cat. 

No. 

7224.. 

7224-1. 

Spool 

.1000'. 

Size 

AWG 

.24. 

JAN-C-76 

Type Designation* 

.2/5(16)-24. 

Stranding 

.16/36 

Norn. 

Wall 

. . .012” 

Norn. DC Ins. 
Res. Meg/Ft 

1000 . 

Norn. 

Breakdown 
Volt. 60 Cycles 

. 5000. 

Max. 

Diam. 

(Inches) 

.067 

. 100'. 

.24. 

.2/5 (16)-24 

1A/3A 

.012" 

1000 

5000 

.067 

7222. 

1000*. 

.22. 

.3/5(7)-22 

7/30 

.012" 

1000 

5000 

.073 

7222-1 

100'.. 

22 

..3/5(7)-22 

7/30 

.012" 

1000 

5000 

.073 

7220 

1000'.. 

20 

.1 (7)-20 

7/28 

012" 

1000 

5000 

.081 

7220-1 

100'. 

20 

.1 (7)-20 

7/28 

.012" 

1000 

5000 

.081 

7218 

1000'... 

18 

.1 V2(7)-18 

7/26 

.013" 

1000.. 

5000 

.092 

7218-1 ... . 

100*.. 

18 

.1 V2(7)-18. 

7/26 

.013". 

1000. 

5000. 

.092 

7216 

1000'.. 

16 

..2V2(19)-16 

19/29 

.015". 

1000... 

5000 

.108 

7216-1 . 

100'.. 

16 

2V2(19)-16.. . . 

19/29 

.015”. 

1000... 

5000. 

.108 

7214. . 

1000'.. 

14 

4(19)-14 . . 

19/27 

.018" 

1000 

... 5000. 

.132 

7214-1. 

100'.. 

14 

.4(19).14. 

.19/27 

.018". 

1000.. 

5000. 

.132 

7212. . . 

1000'.„ 

12 

6(19)-12 

19/25 

.018". 

1000 

5000 

.152 

7212-1. 

100'.. 

12 

. 6(19)-12. 

19/25 

.018". 

1000 

5000. 

.152 

7210. . . . 

1000'.. 

10 

.9(37)-10 

37/26 

-020" 

1000 

5000 

.179 

7210-1. 

. 100'. 

.10. 

.9(37)-10. 

.37/26. 

.020". 

.1000. 

.5000.. 

.179 


White 

Orange 

Purple 

Wh/Red 

Wh/Blue 

Wh/BIk/Yellow 

Wh/BIk/Orange 

COLORS' 

Yellow 

Gray 

Wh/Orange 

Wh/Purple 

Wh/BIk/Blue 

Wh/BIk/Brown 

v.>v/k.wrxo. Brown 

Green 

Wh/Black 

Wh/Yellow 

Wh/Gray 

Wm/BIk/Green 

Wh/BIk/Gray 

Red 

Blue 

Wh/Brown 

Wh/Green 

Wh/B Ik/Red 



1 IN ADDITION Sizes 721S, 7220, 7222 

can be furnished in red/black 

and black/white. 



SPEC. JAN-C-76 


TYPE WL GLASS BRAID — 600-VOLT (Fungus Proof) 

Extensively used on electronic devices, aircraft instruments, lighting and power, transmitters, radar, etc. 
Constructed of one conductor, stranded copper tinned, high heat vinyl insulation, glass braid with a 
heavily lacquered coating which is fungus proof and flame resistant. 


Cat. 

No. 

7022... 

Spool 

.1000'. 

Size 

AWG 

.22. 

JAN-C-76 

Type Designation* 

. 3/5(7)-22 

Stranding 

7/30 


Norn. 

Wall 

012" 

Norn. DC Ins. 
Res/Fl - Megs 

1000 

down Voltage 

60 Cycles 

5000. 

O.D. 
.077' 

7022-1 . 

100'. 

.22 

3/5(7)-22 

7/30 


.012" 

1000 . 

.5000. 

.077' 

7020 

1000'. 

.20 

1 (10)-20 

TQ/30 


012" 

1000 

5000 . 

.085" 

7020-1 

100'. 

.20 

1 (10)-20 

10/30 


.012" 

1000 

. 5000. 

.085" 

7018 

1000'. 

.18 

1-V2(16)-18 

16/30 


.013" 

1000 .. 

5000. 

.096" 

7018-1 

100'. 

.18 

.1-V2(16)-18 

16/30 

26/30 


.013" 

1000 

5000 . 

.096" 

7016. 

1000'. 

.16 

.2-1/2(26)-16 

... 

.015" 

1000 

5000 . 

..112" 

7016-1 

100'. 

.16. 

.2-1/2 (26)-16 

26/30. 


.015". 

.1000. 

.5000. 

.112" 


White 

COLORS: 

Brown 

Red 


Orange Purple White/Red White/Blue White/Black/Yellow 

Yellow Gray WhIte/Orange White/Purple White/BIack/Blue 

Green White/Black White/Yellow White/Black/Red White/Black/Green 

Blue_White/Brown White/Green 


White/Black/Orange 
Wh i le/B I ack/B rown 
White/Black/Gray 



HIGH VOLTAGE & CATHODE-RAY TUBE LEAD CABLE 

This High Voltage and Cathode Ray Tube Lead Wire is approved for 10,000, 
20,000, and 40,000 volt applications. It is made of RULAN (flame retarding 
type Polyethylene) which is high heat resistant and moisture resistant. Approved 
by A.S.T.M. It has a dielectric constant of 2.7 and a power factor of .002. 
Available in white. 


Cat. 

No. 

7402. 

Spool 

.1000’. 

Size 

. . 20 

Stranding 

10/30 

Nom. 

Wall 

.046" 

Max. 

DC Voltage 

10,000. 

Approx. 
O.D. 
.125 

7402-1. 

. 100' 

20 

10/30 

.046". 

10,000. 

.125 

7412 

1000' 

20 

10/30 

.068" 

20,000 

.169 

7412-1 

100' 

20 

10/30 

.068" 

20,000 

.169 

7418 

1000' 

. 18 

16/30 

.047".. 

10,000 

.135 

7418-1 

100' 

. 18 

16/30 

.047". 

10,000 

.135 

7428 

1000* 

18 

16/30 

.069" 

20,000 

.179 

7428-1 

100* 

18 

16/30. 

.069". 

20,000 

.179 

7448 

1000' . 

18 

16/30 

.095" 

.40,000 

.231 

7448-1 . 

. 100'. 

.18. 

.16/30 , 

.095". 

.40,000. 

.231 


ALL PRICES SUBJECT TO CHANGE WITH THE COPPER MARKET 
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1 BIRNBACH 

HOOK-UP WIRE 



Cat. 

No. 

Put-up 

Ft. 

Size 

Strands 

70. 

25 Coil . . 

.22, 

. .Solid, . 

72.. 

. .100 Spool . . 

.22. 

. .Solid. . 

, .Solid.. 

74, 

. 500 Spool . , 

.22. 

76. 

. 1006 Spool . . 

.22. 

. .Solid.. 

80. 

25 Coil .. 

.20. 

.. Solid.. 

84. 

. 100 Spool . . 

.20. 

. .Solid.. 

88. 

. 500 Spool . . 

.20. 

. .Solid. . 

92. . 

. 1000 Spool . . 

.20. 

. .Solid.. 

82.. 

25 Coll . . 

.18. 

. .Solid.. 

86. . 

. 100 Spool . . 

.18. 

. .Solid.. 

90. . 

. 500 Spool . . 

.18. 

.; Solid. . 

94. . 

. 1000 Spool . . 

.18. 

. .Solid. . 


S T 

R A 

N D E 0 


BIRNBACH I 
BIRNTEX 
SLIPBACK WIRE 

This wire is constructed 
of ' quality materials 
and carefully insulated 
with a cotton wrap 
over whiqh a cotton 
braid is closely woven, 
and then saturated with 
paraffin. Pushes back 
easily. 

COLORS: Black. Red. 

Yellow. Green. 
White. Brown, Yellow. 


Puncture V. 
60 Cy. 

AC 

. ..1500_ 


..1500... 
..1500... 


25 Coil . 

. .22. 

. 7/30.. 

.1500 

100 Spool , 

. .22. 

. 7/30.. 

.1500 

500 Spool . 

. .22 . 

. 7/30.. 

.1500 

1000 Spool . 

. .22. 

. 7/30.. 

.1500 

25 Coil . 

. .20. 

.10/30.. 

.1500, 

100 Spool . 

. .20. 

.10/30.. 

.1500 

500 Spool . 

. .20. 

.10/30.. 

.1500 

1000 Spool . 

. .20. 

.10/30.. 

.1500 

25 Coil . 

. .18. 

.16/30.. 

.1500, 

100 Spool . 

. .18. 

.16/30.. 

.1500 

500 Spool . 

. .18. 

.16/80.,. 

.1500 


...18...16/30. 


BIRNBACH 

KINKLESS ^ 

TEST LEAD ^ 

WIRE 

An extremely flex- ^ ^ 
ible wire with a 
Wall of abrasion re- 
sisting live rubber 

that will not kink - (kjct: 

or break down in 

service under rough 

usage and repeated 

bendings. Has found ' * 

wide use in labora- ‘ 

tory test equipment, analyzers. 


KINKLESS" 


Cat. Spoel 
No. Ft. 

Size 

Strand¬ 

ing 

Insul. 

Volt, 

Breakdown 
60 Cycles 

O.D. 

61..100. . 

.20. . 

.41/36. 

. .3/64. 

. .12,000 . . 

.140 

62..500. . 

.20. . 

.41/36. 

. .3/64. 

. .12,000. . 

.140 

66..100. . 

.18. . 

.66/36. 

. . 3/64. 

. .12,000. . 

.150 

67..500. . 

.18, . 

.66/36. 

. .3/64. 

. .12,000. . 

.150 


Hookup Wire * Test Lead * Lacquered 
Coaxial * Filament Wire 


TBI^mH' 



High Voltage Kinkless Test Lead Wire 

68.. 100...18...66/36...5/64...16.500. . .210 

69.. 500...18...66/36...5/64...16,500. . .210 

COLORS': Red and Black 


VARNtSHED CAMBRIC WIRE 


Widely used in automotive wiring because of 
oil and waterproof construction. Consists of 
tinned stranded conductor with two layers of 
varnished cambric over which a lacquered 
cotton braid is woven. ^ 

£?■ ^pV^*** o- j Puncture 

Size Stranding v 0 D 

.094 

3418-100-18_16/30.. 

. .100_16_26/30. . 


BIRNBACH 
RADEX SLIPBACK 
HOOKUP WIRE 

It has a cotton serve 
with double cotton 
braid overall, and 
dipped into paraffin. 
This construction will 
not cause the cotton 
insulation to fray or 
bunch up when pushed 
back. It has a high 
dielectric strength and 
will withstand all cli¬ 
matic changes without 
breakdown. 





SOL 

1 D 

Cat. 

Put-up 



No. 

Ft. 

Size 

Strands 

280. 

25 Coil . 

..20.. 

.Solid. 

380. 

100 Spool . 

..20.. 

.Solid. 

480. 

500 Spool . 

..20.. 

.Solid. 

580. 

1000 Spool . 

..20.. 

. Solid, 

282. 

25 Coil , 

. .18.. 

.Solid.. 

382. 

100 Spool . 

..18.. 

.Solid. 

482. 

500 Spool . 

. .18. . 

.Solid. 

582. 

1000 Spool . 

..18.. 

.Solid. 

284. 

25 Coil . 

. .16. . 

.Solid., 

384. 

100 Spool . 

. .16. . 

. Solid. 

484. 

500 Spool . 

..16.. 

.Solid. . 

584. 

1000 Spool . 

. .16. . 

.Solid. 

236. 

25 Coil . 

. .14. . 

.Solid. , 

336. 

100 Spool . 

..14.. 

. Solid. 

486. 

500 Spool , 

..14.. 

.Solid. 

586. 

1000 Spool . 

..14.. 

.Solid. 

288. 

25 Coil . 

. .12,. 

.Solid. , 

388. 

100 Spool . 

..12. . 

.Solid. 

488. 

500 Spool . 

..12.. 

.Solid. 

588. 

1000 Spool . 

..12., 

.Solid. 


281.. 25 Coil .. 

381. . 100 Spool .. 

481.. 500 Spool.. 

581. . 1000 Spool .. 

283.. 25 Coil .. 

383.. 100 Spool.. 

483.. 500 Spool.. 

583. . 1000 Spool .. 

285.. 25 Coil .. 

385.. 100 Spool.. 

485.. 500 Spool.. 

58?5. . 1000 Spool .. 

287.. 25 Coil .. 

387.. 100 Spool o. 

487.. 500 Spool.. 

587. . 1000 Spool .. 

289.. 25 Coil .. 

389. . 100 Spool .. 

489.. 500 Spool .. 

589. . 1000 Spool .. 

COLORS: Black, 
White, 


Puncture V. 
60 Cy. 

AC ( 

.. 2000 ... 

.. 2000 . .. 

. . 2000 ... 

. . 2000 ... 

.. 2100 ... 

. . 2100 ... 

. . 2100 ... 

. . 2100 ... 

. . 2100 ... 

. . 2100 ... 

. . 2100 ... 

.. 2100 . . . 

.. 2100 .. . 

.: 2100 ... 

. . 2100 . .. 

. . 2100 ... 

.. 2200 . . . 

.. 2200 .. . 

.. 2200 ... 

.. 2200 ... 


.20. . .10/30. . .2100-0 

.20. . .10/30. . .2100-0 

.20. . .10/30.. .2100_0 

.20. . .10/30.. .2100_0 

.18. . .16/30. . .2200_1 

.18.. .16/30. . .2200_1 

.18. . .16/30. . .2200-1 

.18. . .16/30. . .2200_1 

.16. . .26/30.. .2200-1 

.16. . .26/30.. .2200_1 

.16. . .26/80. . .2200_1 

.16. . .26/30.. .2200_1 

.14...41/30...2200....1 

.14...41/30...2200-1 

.14...41/30...2200....1 

.14. . .41/30. . .2200-1 

.12.. .65/30. . .2300-1 

.12.. .65/30. . .2300-1 

.12. . .65/30. . .^3Q0-1 

.12.. .eS/S-O. . .23ClO-1 

Bed, Blue, Yellow, Green, 
Brown, Orange. 


Puncture 

V. O.D. 

.1000.094 

. 1000.097 

.1000. .. ..108 


RAYON BRAID LACQUERED WIRE 


Constructed of stranded tinned copper with 
heavy wall of live rubber over which is woven 
a rayon braid and a high gloss lacquered 
finish over braid. Easy to solder and strip. 
COLORS: Black, Red, Green, Yellow, Brown, 
Blue and White. 

DC Ins. 

Cat. Pune. Res./Ft. 

No. Ft. Size Strand Insul. Volts Meg. O.D. 

3425.. 25. .18. ,16/30. . 1/32..9000 .. 460 ...125 

3450.. 50. .18. .16/30. .1/32. .9000. .460. ..125 

3460.. 100. .18. .16/30. .1/32. .9000. .460. .,125 

3600.. 500. .18. .16/30. .1/32. .9000. .460. ..125 


BIRNBACH HI VOLTAGE 
LACQUERED PRIMARY WIRE 


Recommended for use as leads for wiring high 
voltage devices, auto head, tail, dashboard, 
lamps, horns, spotlight, instrument leads and 
for all primary voltage applications. Con¬ 
structed of soft drawn, tinned copper, with a 
wall of rubber and covered with a highly lac¬ 
quered cotton braid, making it oil, heat and 
moisture resistant. 

Cat. Spool Strand- Puncture 

No. Ft. Size ing Insul. V. O.D. 
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Size 

Strand¬ 

ing 

Insul. 

Puncture 

V. 

O.D. 

.18.. 

.16/30.. 

.1/32. 

. .9500.. 

..125 

.16.. 

.26/30.. 

.1/32. 

. .9500. . 

..140 

.14, . 

.41/30.. 

.1/32. 

. .9600. , 

..170 

.12.. 

.19/25 . . 

.1/32. 

. .9500.. 

..190 

.10.. 

.19/23.. 

.1/32. 

. .9500.. 

..208 

>-43 to S-45 

for Birnbach 

Prices 


BIRNBACH SPECIAL 
SPOOL ASSORTMENT 

FREE DISPLAY 

Display is 

r ' given with each in- 

spools. Each Dis- 

HSiHF ” 

strong, reinforced 
steel, mahogany 
^ crackle finish with 

' * * available. 


3000.6 

300 I.5 

3002 .4 

3003 .3 

3004 . 3 

3005 .5 

3006 .4 

3007 .4 

3008 .3 

3009 .2 

3010 .5 

3011 .3 

3012 .3 

3013 .6 

3014 .6 

3615 .3 

3616 .7 


3017 .3 

3018 .2 

3019 .3 

3020 .2 

3021 .1 

3022 .10 

3023 .7 

3024 .1 


.. 22.Solid Pushback 

. . 20.Solid Pushback 

.. 18.Solid Pushback 

..16.Solid Pushback 

.. 14.Solid Pushback 

. . 22.Stranded Pushback 

..20.Stranded Pushback 

..18.Stranded Pushback 

.. 16.Stranded Pushback 

..14.Stranded Pushback 

..18.Colored Rubber 

..16.Colored Rubber 

..14.Stranded Leadin 

. .18.Solid Leadin 

.,18.Stranded Leadin 

..18.Stranded Lacquered 

, .. Brown & White AC-DC Wire 

...Kinkless Wire 

. . 18.Twisted Lamp Cord 

. . 18.Single Pix. Wire 

..18.Parallel Silk 

.. 18.. .Blk, Wht, Ern Zip Cord 

. .18.Solid Tinned 

. .18.Bell Wire 

. . 20.Phono Pickup Wire 


STRANDED COLORED RUBBER WIRE 

Annealed stranded 
tinned copper con¬ 
ductors with a cot¬ 
ton wrap, and in¬ 
sulated with a 
special grade of 
non-cracking live 
colored rubber com¬ 
pound. It strips 
readily. 





Current 





Carrying 

Punct. 




Wire Capac- 

Volt. 


Cat. 


Strand- ity 

60 Cy. 


No. 

Ft. Size 

ing Amps. 

AC 

O.D. 

1225.. 

.1000..18-1/64, 

. .16/30...3.. 

.5500. 

..087 

440.. 

. 50..16-1/32 

. .26/30...6. . 

.8000. 

..135 

1440.. 

. 100. ,16-1/32, 

. .26/30...6.. 

.8000. 

..135 

2440.. 

. 500..16-1/32 

. .26/30...6.. 

.8000. 

..135 


COLORS: Red. Black, White, Brown, Green 

FILAMENT WIRE (High Amperage) 
782... 25..14-1/32..26/28. .15. . 8500. ..145 

786. . .500..14-1/32..26/28..15. . 8500. ..145 

784. . . 25. .12-3/64. .41/28. .20. .12,000. .,190 

787. . .500'. .12-3/64. .41/28. .20. .12,000. ..190 

COLORS: Red and Black 


RG59/U—72 OH^ COAXIAL CABLE 


Low impedance assures efficient transfer of energy 
with negligible interference from local noise, auto 
ignition and other electrical disturbances. 

Attenuation—^D.B. per 100 ft. 

lOWC 30IVIC lOOMC 300MC 400IVIC 30001VIC 
1.0 2.0 3.8 7.0 8.9 29 

Nominal Impedance 72 
Nominal Capacitance MMF/Pt. 21 
Cat. No. St. Pkge. 

907— ^ 100 ft. spool. 10 

908— '— 250 ft. spool. 4 

909— 500 ft. spool. 4 

910— 1000 ft reel. 1 


Copyright by U, C. P,, Inc, 
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BIRNBACH RUBBER SHIELDED 
MICROPHONE CABLE 


condenser mikes and for all sound systems. 
Consists of extra flexible tinned copper con¬ 
ductors, each insulated with a wall of .022 
low capacity rubber, color coded, twisted, 
cotton fillers, braided tinned copper shielding, 
cotton wrap with a tough weatherproof black 
rubber jacket overall which will withstand 
hard and rough usage. 

Microphone Cable Color Coding Chart 
1—Black; 2—White; 3—Red; 4—Green; 

5—Yellow; 6—Blue; 7—Brown; 8—Orange 
Cap. Bet. 

Shield Cap. 
and Bet. 

Spool Size Strand- Cond. Cond. 


Cat. No. 

Ft. 

Conds. 

No. 

inq 

mmf 

mmf 

O.D, 

772... 

.100 

. .2.. 

.20. 

.26/34. 

. .50. 

. .40 . 

..280 

1772... 

.250 

. .2. . 

,20. 

.26/34. 

. .50. 

. .40. 

..280 

772/18 

.100 

. .2. . 

.18. 

.41/34. 

. .55. 

. .45. 

..300 

773. . . 

.100 

. .3. . 

.20. 

.26/34. 

. .55. 

. .38. 

..290 

773/18 

100. 

, .3... 

,18. 

.41/34., 

. .60., 

. .38. 

..350 

1773. .. 

.250 

. .3.. 

.20. 

.26/34. 

. .55. 

. .38. 

..290 

774... 

.100 

. .4. . 

.20. 

.26/34. 

. .60. 

. .35. 

..300 

1774... 

.250 

. .4. . 

.20. 

.26/34. 

. . 60. 

. .35. 

..300 

775.. . 

.100 

. .5. . 

.20. 

.26/34. 

. .60. 

, .31. 

..330 

1775.. . 

.250 

. .5. . 

.20. 

.26/34. 

. .60. 

. .31. 

..330 

776... 

. 100 

. . 6 . 

.20. 

.26/34. 

. .60. 

. .30. 

..350 

1776. . . 

.250 

. .6. . 

.20. 

.26/34. 

. .60. 

. .30. 

.,350 

777. . . 

. 100 

. .7. . 

.20. 

.26/34. 

. .60. 

. .30. 

..365 

1777. . . 

.250 

. .7. . 

.20. 

.26/34. 

. .60. 

. .30. 

..365 

778. . . 

.100 

. .8. . 

.20 , 

.26/34. 

. .60. 

. .30. 

..390 



Cat. 

No. 

Spool 

Ft. 

Conds. 

Size 

No. 

Stranding 

Cap. Bet. 
Conds. 
mmf 

O.D. 

788. . 

. .100. 

. .2, . 

, .20. 

..26/34. 

. .22. .. 

.275 

789. . 

. .250'. 

. .2. . 

. .26. 

. .26/34. 

, .22. . . 

.275 

790. . 

. .100. . 

. .3. . 

. .20. 

. .26/34, 

. .20. . . 

.285 

791.. 

. . 25 0. 

. .3. . 

. .20. 

.,26/34. 

. .20. . . 

.285 

792. . 

. .100. . 

. .4. . 

. .20. 

. .26/34. 

. .18. . . 

.305 

793. . 

..250 . . 

. .4. . 

. .20. 

. .26/3,4. 

. .18. . . 

.3'05 

79,4. . 

..100. . 

. . 5 . . 

. .20. 

. .26/34. 

. .16. . . 

.335 

795. . 

. .250. . 

. . 5. . 

. .20. 

. .26/34. 

. .16. . . 

,335 

796. . 

. .100. . 

. .6. . 

, .20. 

..26/34, 

. .15. .. 

.355 

797. . 

. .250. . 

. .6. . 

. .20. 

..26/34. 

• .15 . . . 

.355 

798. . 

. .100. . 

. .7 . . 

. .20. 

. .26/34. 

. .15. . . 

.370 

749. . 

. .100. . 

. .8. . 

. .20. 

..26/34. 

. .14. . . 

.395 


LONGER LENGTHS AVAILABLE 


BIRNBACH RUBBER SERVICE CORD 



Cat. Spool 
No. Ft. 

Cds 

Size 

No. 


Type 

Rat¬ 

ing 

Rat¬ 

ing 

O.D. 

701. 

.250. 

.2. 

.18. 

SV 

41/34. 

41/34. 

. . 7. 

.300 

. .250 

574. 

.250. 

.2. 

.18. 

SJ 

. . 7. 

.300. 

. .300 

578. 

.250 , 

.2. 

.16. 

SJ 

65/34. 

. .10. 

.300. 

. .325 

702. 

.250 . 

.2. 

.18. 

,s 

41/34. 

. . 7. 

.600. 

. ,390 

703. 

.250 . 

.2. 

.16. 

• S 

65/34. 

. .10. 

.600. 

. .410 

704. 

.250. 

.2. 

.14. 

,s 

41/30. 

. .15. 

.600, 

. ,540 

705. 

.250. 

.2. 

.12. 

,s 

65/30. 

. .20. 

.600. 

. .590 


Multiple Conductor Cables * Mike Cablo 
Speaker Cable * Diathermy Cable 


J 

mWBACH 


CRYSTAL MICROPHONE CABLE 


Used with crystal, dynamic, velocity, ribon micro¬ 
phones, and photoelectric cells. Birnbach No. 870 
used widely for lapel microphones and phono pick¬ 
ups. Constructed of extra flexible, stranded, tinned 
copper, cotton serve—insulated with new low loss 
rubber compound, braided tinned copper shield cot¬ 
ton serve and covered with tough black rubber jacket. 


Cat. 

Spool 


Size Strand- 


No. 

Ft. 

Cond 

No. ing 

Cap/ft. O.D 

870. 

. .100. 

. .1. 

..20. .26/34. 

.40 mmf, ..175 

1870. 

. .250. 

. .1. 

..20..26/34, 

.40 mmf. ..175 

872. 

. .100. 

. .1. 

..20..26/34.. 

, ,30 mmf. ..245' 

1872. 

. .250. 

. .1. 

..20..26/34., 

, .30 mmf...245' 


LONGER 

LENGTHS AVAILABLE 


LONGER LENGTHS AVAILABLE 


BIRNBACH RUBBER MULTIPLE 
CONDUCTOR CABLES 


(Not 

Shielded) 


Used for permanent or portable PA systems, 
sound recording, indoor and outdoor speakers 
where it will stand up under all weather con¬ 
ditions and rough usage. Consists of No. 20 
Stranded 26/34 flexible tinned copper cotton 
wrap, .022 low capacity rubber color coded, 
twisted, cotton filler, cotton wrap with a 
tough rubber jacket overall. 

multiple cable color coding chart 

1—Black; 2—White; 3~Red; 4~Green; 

5 —Yellow; 6—Blue; 7—Brown; 8—Orange 


BIRNBACH MULTIPLE CONDUjrrOR 

Constructed of individual 1/64 rubber wall 
No. 20 stranded, tinned cotton braid; color 
coded; conductors twisted and with a closely 
woven brown cotton braid overall. Used widely 
for P.A. systems, analyzers, remote control 
units, etc. 

color coding chart 

I— Black, 2—White, 3—Red, 4—Green, 

5—Orange. 0—Blue, 7—Brown, 

8—Yellow, 9—White/Black Tracer 

10—'Red/Black Tracer, 

II— Green/Black Tracer 

12—Oiange/Black Tracer 


Cat. 

No. 

Spool 

Ft. 

Conds. 

Size 

Stranding 

Rubber 

Insul. 

O.D. 

172. 

.100. 

. . 2, . 

.20. 

,10/30.. 

.1/64. . 

..205 

17.3. 

. 100. 

. . 3. , 

. 20 . 

.10/30.. 

.1/64. . 

..245 

174. 

.100. 

. . 4. . 

.20. 

.10/30., 

.1/64. . 

..265 

175. 

.100. 

. . 5 . . 

.20. 

.10/30.. 

.1/64. . 

..290 

176. 

.100. 

. . 6. . 

.20. 

. .10/30. . 

.1/64. . 

..310 

177. 

. 100. 

. . 7. . 

.20. 

. .10/30.. 

.1/64.. 

..325 

178. 

. 100. 

. . 8. . 

.20. 

.10/30.. 

.1/64. . 

..360 

179. 

. 100. 

. . 9. . 

.20. 

.10/30.. 

.1/64. . 

..395 

180. 

. 100. 

. .10. . 

.20. 

.10/30.. 

.1/64... 

,.425 

182. 

.100. 

. .12. . 

.20. 

.10/30.. 

.1/64.. 

..440 


Heavy Duty 

U.L. 

Approved 


For power line requirement where rough usage 
is indicated as for amplifiers, speakers, vacuum 
cleaners, tools, refrigerators, washing ma¬ 
chines,, trouble lights, etc. All color coded. 
Underwriters approved. 


.100...10...22...7/30_1/64... 

.100...12,..22...7/30_1/64... 

LONGER LENGTHS AVAILABLE 


BIRNBACH SHIELDED 
MULTI-CONDUCTOR CABLE 



Longer lengths and additional conductors 
also available. 


THERMOPLASTIC INSULATION 
TINNED SHIELD OVERALL 
500 FT. SPOOLS 

Can./Ft. 

Bet. 

Cond. Cap./Ft. 

Cat. No. of Strand- and Bet. 

No. Conds. Size inq Ins. Shield Cond. O.D. 

9725.. .2...20..10/30..1/64...50...28 . . .170 

9735.. .3...20..10/30..1/64...48...21. ..192 
WAXED COTTON BRAID OVER SHIELD 

972B...2...20..10/30..1/64...50...28...180 

LONGER LENGTHS AVAILABLE 


BIRNBACH SHIELDED TWO WIRE 
SPEAKER CABLE 


Used widely for master control sound systems, 
photo electric circuits, public address sys¬ 
tems, etc. The No. 972A consists of 2 con¬ 
ductors twisted No. 18—16/3 0 tinned copper 
with a 1/32" wall of color coded low capacity 
rubber with paper wrap covering the two con¬ 
ductors and a closely woven tinned copper 
shield overall. The No. 1972A has same con¬ 
struction as the 972A with a waxed cotton 
braid over the shield. 

COLOR CODING CHART 
1—Black; 2—Red 
TINNED SHIELD OVERALL 
500 FT. SPOOLS 

Cap./Ft. 

Bet. 

Cond. Cap./Ft. 

Cat. No. of Strand- and Bet. 

No. Conds. Size ing Ins. Shield Cond. O.D. 


Cat. No. of Strand- and Bet. 

No. Conds. Size ing Ins. Shield Cond. O.D. 
972A-..2...18..16/30..1/32...65...23 . . .250 
Tinned Shield with Cotton Braid Overall 
I972A..2...18..16/30..1/32...65. . . 23 . ..275 
LONGER LENGTHS AVAILABLE 


BIRNBACH SHIELDED 
MULTI-CONDUCTOR CABLE 

Consists of No. 20, 10/30 flexible tinned 
copper with 1/64" rubber wall, color coded 
cotton braid, twisted, with tinned copper 
shield woven over cable. Generally used 
indoors to prevent interference pickup on 
P.A. systems, recording equipment, photo 
electric circuits, etc. 100 FL Spools. 

Cap./Ft. 

Bet. 

Cond. Cap./Ft. 

Cat. No, of Strand- and Bet, 


No. Conds. Size ing 


Ins. Shield Cond. O.D. 


LONGER LENGTHS AVAILABLE 


MULTIPLE CONDUCTOR THERMO- 

plastic 

Constructed of individual No. 22 stranded 
tinned copper, 1/64 thermoplastic insulation, 
color coded; conductors twisted with brown 
cotton braid overall. Used widely for P.A. 
systems, remote control units, multiple cir¬ 
cuit hookups and whenever a small diameter 
cable is indicated. 

COLOR CODING CHART 

I— Black, 2—White, 3—Red. 4—Green, 

5—Orange, 6—Blue, 7—^Brown, 

8—Yellow, 9—^Purple, 10—Pink, 

II— Gray, 1 2—^Dk. Blue. 

Cat. Spool No. of Size Thermoplastic 

No. Ft. Conds. No. Stranding Insul. O.D. 

263. . .100. . . 3.. .22. . .7/30_1/64.165 

264. . .100. . . 4.. .2'2. . .7/30_1/64.175 

265. . .100, . . 5.. .22. . .7/30_1/64.200 

266. . .100. . . 6., .22.. .7/30-1/64.215 

267. . .100. . . 7.. .22. . .7/30_1/64.235 

268. . .100. . . 8. . .22.. .7/30_1/64.250 

269. . .100. . . 9. . .22, . .7/30_1/64.265 


972. 

.2. . 

. .20. 

10/30. 

.1/64. 

.60. 

.32. 

..215 

973. 

.3. . 

. .20. 

10/30. 

.1/64. 

.55. 

.30. 

.,220 

974. 

.4. . 

. .20. 

10/30. 

.1/64. 

.48. 

.26. 

..250 

975. 

.5. . 

. .20. 

10/30. 

.1/64. 

.45. 

.23. 

..280 

976. 

.6. . 

. .20. 

.10/30. 

.1/64. 

.40. 

.23. 

..290 

977. 

.7. . 

. .20. 

.10/30. 

.1/64. 

.40. 

.20. 

..315 

978. 

.8. . 

. .20. 

.10/30. 

.1/64. 

.35. 

.20. 

..350 

LONGER 

LENGTHS AVAILABLE 



COLOR CODING CHART 

1—^Black, 2—^Red, 8—^White, 4—Green, 
5—^Brown, 6—^Yellow, 7—^Blue, 8—Orange 


SHIELDED MULTIPLE CONDUCTOR 
- CABLE 

I (Cotton 
Braid 
Overall) 




Constructed of individual tinned stranded 
copper with a 1/64" wall of rubber covered 
with a colored cotton braid. A tinned copper 
shield follows and a brown cotton braid 
covers this cable. 100 Ft. Spools. 

Cap./Ft. 

Bet. 

Cond. Cap./Ft. 

Cat. No. of Strand- and Bet. 

No. Conds. Size ing Ins. Shield Cond. O.D. 

1972.. .2...20..10/30..1/64.. .60.. .32. ..225 

1973.. .3...20..10/30..1/64...55.. .30, ..230 

1974.. .4...20..10/30..1/64...48...36. ..260 

1975.. .5...20..10/30..1/64...45...23...290 

1976.. .6...20..10/30..1/64...40...23. ..300 

LONGER LENGTHS AVAILABLE 

COLOR CODING CHART 
1—Black, 2—Red, 3—White, 4—Green, 

5—^Brown, 6—Yellow, 7—Blue, 8—Orange 


BIRNBACH DIATHERMY CABLE 


Especially designed for use with electro¬ 
therapy apparatus, charging cable battery 
lead and underground cable. It is made of 
size No. 14 stranded double cotton braid and 
with an extremely flexible special grade of 
tough, live rubber jacket. 

Cat. Spool No. 

No. Ft. Conds. Size Stranding O.D. 

756 - 100_ 1.14.104/34.300 

757 _1000_1.14.104/34.300 


Copyright by U. C. P., Inc, 


See Pages S-43 to S-45 for BirnbOch Prices 
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Bvmbcudk, 


Shielded Braid • Phono Pickup • Grid • Lead-in 
Twistedpair • Cambric Shielded Line Cords 
Lamp Cord * Rotor Cables 


mnm 


SHIELDED TWISTED PAIR CABLE 


Consists of two con- 


ductors #24, 16/36 


V Jilt r- 1 JB 


teJL twisted with .015 | 



shield overall. For public address systems, phono 
pickups, sound recording and various electronic 
circuits. COLOR CODE: Bed and Black. 

Cat. Spool 

No. Ft. Conds. Size Stranding Insul. O.D. 
826.. 1000.. .2.. .24_16/36.015_115 

INTER-COM CABLE 3 CONDUCTORS 

I Shielded 
2 Urshieided 

Used for single shielded wire in station to station 
wiring in order to eliminate cross talk. Consists 
of 3 conductors #22 stranded tinned copper wire 
with vinyl insulation, color coded and twisted— 
one conductor with tinned copper shield, the other 
two unshielded; with cotton braid overall. 

Cat. Spool 

No. Ft. Conds. Size Stranding O.D. 

923.boo.3.22.7/30.155 

SHIELDED TWISTED PAIR 


Cat. No. 822 
and 824 are 
constructed of 
solid enameled 
wire with a cotton wrap, color coded cotton braid, 
twisted pair waxed and bare copper braid woven 
overall. Cat. No. 825 is composed of two con¬ 
ductors twisted #20 solid tinned copper enamel 
baked, cotton wrap waxed; color coded and twisted 
with a bare copper braid shield overall. 



Cat. No. 

Spool 


Conds. 

O.D. 

822... 

. .500 Ft_ 

.. .2 

- 22 Solid. .. 

. . ..125 

824... 

. .500 Ft_ 

. . .2 

- 19 Solid. . . 

.. ..145 

825... 

. .500 Ft_ 

.. .2 

- 20 Solid. .. 

. . ..135 


TINNED COPPER SHIELDING 

Very flexible, slides 
over wires and cables. 
For bonding, shield¬ 
ing, in aircraft, auto 
radio, etc. Size of 
wires #36 AWG. 
TINNED 


Cat. No. 

Inside Diam. Flattened 

Spool 

855. 

. 1/16" . 

.50 ft. 

858. 

. 1/8" . 

.50 ft. 

859. 

. 3/16" . 

.50 ft. 

863. 

. 1/4" . 

.50 ft. 

864. 

. 3/8" ... 

.50 ft. 

868. 

.. 1/2" .. 

.50 ft. 

865. 

. 5/8" . 

.50 ft. 

857. 

.. 25/32" . 

.50 ft. 

856. 

. 1" 

..50 ft. 


BARE 


860 . 

. 1/4" . 

.50 ft. 


LONGER LENGTHS AVAILABLE 


7MM HIGH TENSION CABLE 


UNSHIELDED 


Useful in reducing interference from auto secondary 
circuits. Also used as photoelectric cell leads, 
high voltage leads in television receivers, cathode- 
ray tubes, etc. Single conductor #16 stranded 
rubber insulation with cotton braid and heavy coats 
of lacquer. 

Cat. No. Spool Size Stranding O.D. 

1600.100 Ft.16.19/29.275 

LONGER LENGTHS AVAILABLE 

7MM SHIELDED SECONDARY WIRE 


Cat. 

No. 

Spool 

Ft. 

Size Stranding 

Insul. 

Cap/Ft. 
mmfd 

O.D. 

810. 

.500.. 

.20. 

.10/30.. 

.1/64. 

.105. . 

.095 

809. 

. 100.. 

.18. 

.16/30.. 

.1/64. 

.125.. 

.125 

803. 

.250.. 

.18. 

.16/30.. 

.1/64. 

.125.. 

.125 

851. 

.100., 

.16. 

.26/30.. 

.1/32. 

. 90. . 

.145 

802. 

.250.. 

.16. 

.26/30.. 

.1/32. 

. 90. . 

.145 

806. 

.100.. 

.14. 

.19/27.. 

.3/64. 

. 95. . 

.185 

801. 

.250.. 

.14. 

.19/27.. 

.3/64. 

. 95. . 

.185 


SHIELDED GRID LEAD WIRE 


High insulation of this wire will reduce loss in 
shielded grid circuits. Tinned copper stranded 
wire with rubber insulation, lacquered cotton braid 
with closely woven tinned copper shield, overall. 

' Ins. 

Cat. Spool Under- Cap/Ft. 

No. Ft. Size Stranding shield mmfd. O.D.> 

820 . .100 . . .20.. .10/30_085_70.140 

818 . .100. . .18. . . 16/30_085-7 5.150 

LONGER LENGTHS AVAILABLE 


SHIELDED HOOK-UP AND 
LEAD-IN WIRE 


Used to prevent and reduce interference caused by 
motors, high tension wires. X-ray machines and 
man-made static. Consists of stranded tinned cop¬ 
per, a wall of low loss live rubber over which is 
woven a tinned copper shield. 


SHIELDED VARNISHED CAMBRIC 
WIRE 


ARMORED SPEAKER CABLE 


Constructed of 
2 conductor 
parallel #18— 
16/30 strand¬ 
ed tinned copper 1/64" wall rubber, color coded 
cotton braid lacquered, and spiral steel armor 


overall. 

Cat. 

No. 

Spool 

Ft. 

Size 

Stranding 

O.D. 

nil... 

.. 250.. 

. .18. . 

. .16/30... 

..155 X .240 

1112... 

. . 500.. 

. .18. . 

. .16/30... 

..155 X .240 

1113... 

..1000.. 

. .18. . 

. .16/30... 

..155 X .240 

- 1 


BIRNBACH SERVICE LINE CORD 




Underwriters 

Approved 


Constructed of all rubber parallel UL 
proved wire with rubber plug on one 
and with the other end stripped, tinned 
hanked ready for use. Available in black 
brown. 

Cat. No. Ft. 


ap- 

end 

and 

and 



BIRNBACH 
HEAVY DUTY 
SERVICE 
CORD 

UL APPROVED 


A heavy rubber jacketed cable, Underwriters 
Approved for replacement in refrigerators, 
washing machines and electrical appliances. 
Cat. Nos. 309 and 312 consist of 2 No. 18 
S.V. Stranded Conductors with a soft rubber 
plug at one end; the other end is stripped 
and tinned ready for use. Cat. No. 248 con¬ 
sists of 8 ft. 2 Cond. No. 16 S.J. all rubber 
hanked, stripped and tinned with all rubber 


plug. 

Cat. 

No. 

Conds. 

Ft. 

Type 

stranding 

O.D. 

348.., 

,. . 2 -.,.. . 

. . 8, . 

... S J . 

. . .65/34... 

. ..325 

309. .. 

, ..2.... 

.. 9.. 

... sv . 

. . .41/34... 

. ..250 

312... 

,. .2- 

. .12. . 

...sv . 

. . .41/34... 

. ..250 


Used for auto and aircraft ignition systems where 
grounding is necessary for effective elimination of 
interference. Same construction as #1600 with a 
shielded, tinned copper braid overall. 

Cat. No. Spool Size Stranding O.D. 
781 .100 Ft.16.19/29.295 

LONGER LENGTHS AVAILABLE 


BIRNBACH PHONO PICKUP WIRE 


EXTRA 

FLEXIBLE 


Where small diameter, limpness and extreme flexi¬ 
bility is necessary as for use on phono pickup arms 
and grid wire. Constructed of #24 gauge flexible 
stranded copper wire with rubber insulation and a 
close tinned copper braid shield overall. No. 1825 
and 1825M have same construction with fine brown 
cotton braid over shield. 


Cat. 

No. 

Spool 

Ft. 

Size 

Stranding 

Insul. 

O.D. 

1824. . 

. 500.. 

,. .24. 

...16/36.., 

. ..015. . 

. ..080 

I824IVI. 

.1000. . 

..24., 

. ..16/36... 

..015. . 

. ..080 

(825 . 

. 500, 

. . .24. 

. . .16/36.. 

. ..015. . 

. ..095 

I825IVI . 

.1000. , 

, ..24. 

. .,16/36... 

. ..015. . 

. ..095 


PHONO PICKUP WIRE 

Used on phono pickup arms and grid leads where 
extreme flexibility is not of paramount importance. 
Constructed of #22—7/30 tinned copper wire with 
1/64 wall of vinyl plastic insulation and a closely 
woven tinned copper shield overall. 

Cat. Spool 

No. Ft. Size Stranding Insul. O.D. 

1822 .. 100_22_7/30_1/64.090 

18228 .. 500_22_7/30_1/64.090 

I822G ..1000-22-7/30_1/64.090 


COMMERCIAL TYPE TWISTED PAIR 


(Transmission 
Line) 

Used for low loss transmission line between re¬ 
ceiver and antenna as doublet lead-in wire and for 
intercom setup. Consists of two wires with 1/32" 
wall, rubber color coded with a cotton braided 
weather-proof finish overall. 


Cat. 

Spool No. of 


Strand- 


No. 

Ft. Conds. 

Gauge 

ing 

Insul. 

951 . . 

. . 100.2. .. 

..22. . 

.. 7/80.. 

. . .1/32 

952.. 

. . 500.2. . . 

, ..22.. 

.. 7/30.. 

. ..1/32 

919. . 

. . 500.2. . . 

. .18. . 

..16/30. . 

. . .1/32 

920. . 

. .1000.2. . . 

..18. . 

..16/30. . 

. ..1/32 

Cat. 

Cap. Bet. 


Freq. 


No. 

Conds. 


KC 

O.D. 

951. . 



.3.75. 

. . ..200 

952. . 



.3.75. . . . . 

. . ..200 

919. . 



.3.75. 

. . ..225 

920. . 



.3.75. 

. . ..225 




Used where an oil and water resistant wire with 
a shielded covering is required. Constructed of 
tinned stranded conductor with 2 layers of varnished 
cambric and a lacquered cotton braid with a tinned 
copper shield overall. 


Cat. 

No. 

Spool 

Ft. 

Size 

Stranding 

Cap/Ft. 
mmfd 

O.D. 

1820. 

.100. . 

. .20.. 

...10/30.. 

. .100... 

..125 

1818.. 

.100. . 

. .18. . 

...16/30.., 

. . .102... 

..131 

1800 .. 

.100. . 

. .16. . 

. ..26/30... 

. .142. .. 

..145 


ANTENNA CONTROL ROTOR CABLE 



Four Conductor has ribbed Polyethylene construction 
to facilitate making of connections in compact hous¬ 
ings and control boxes. Separates like zip wire. 
Cable has one tinned conductor for coding identity. 
4 conductors No. 7/28 stranded. 

Five conductor is color coded and twisted with 
round plastic jacket overall. 5 cond. No. 20 - 7/28 
stranded. 

Eight Conductor is color coded and twisted with 
round plastic jacket overall as used widely for 
Radiart. 8 cond. No. 22 - 7/30 stranded. 

Cat. No. 

I874A—- 500 ft. spool 4 cond. Flat Rotor Cable 

1874 —1000 ft. spool 4 cond. Flat Rotor Cable 

I875A— 500 ft. spool 5 cond. Round Rotor Cable 

1875 —1000 ft. spool 5 cond. Round Rotor Cable 

1878A— 500 ft. spool 8 cond. Round Rotor Cable 

1878 —^1000 ft. spool 8 cond. Bound Rotor Cable 


POSJ ALL RUBBER LAMP CORD 


(Underwriter* 
Approved) 

An all purpose approved, very flexible rubber 

covered parallel cord which is easily separated by 
slit in jacket; has color coded cotton serve. 

Spool Size 

Cat. No. Ft. Conds. No. Stranding O.D. 

570_100_2. . .18_41/34. . ..135 X .235 

572 _250_2. . .18. . . .41/34. . ..135 x .235 

573 _ 500_2. . .18-41/34 135 x .235 

COLORS: Brown, Black, Ivory 
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(Bbrnbcudk, 


Solid Tinned * Bare * Enamel • Bus • Magnet Wire 
Bronze • Stranded Bare and Tinned Copper Wire 


BARE, TINNED and ENAMELED COPPER WIRE 


Coil Lead, Jumper Cable 

Ft. Spool 

1622.7/30 (22 B&S).1000 

1620.. ..10/30 (20 B&S).1000 

1618.. ..16/30 (IS B&S).1000 

Stranded Bare Copper Wire 

Cat. No. 

7/20 

493. 100 ft. coil 

7/22 (14 B&S) 

1640 . 75 ft. coil 

1670 . 100 ft. coil 

1639.1000 ft. spool 

7/23 (15 B&S) 

1643 . 75 ft. coil 

1673 . 100 ft. coil 

1634.1000 ft. spool 

7/24 (16 B&S) 

1646 . 75 ft. coil 

1680. 100 ft. coil 

1647 .1000 ft. spool 

7/26 

647. 75 ft. coil 

681. 100 ft. coil 

1648 .1000 ft. spool 

7/27 

740. 75 ft. coil 

700. 100 ft. coil 

1741.1000 ft. spool 

Stranded Tinned Cop. Wire 

Cat. No. 

7/20 

495. 100 ft. coil 

7/22 (14 B&S) 

1641 . 75 ft. coil 

1671 . 100 ft. coil 

1638.1000 ft. spool 

7/23 (15 B&S) 

1644 . 75 ft. coil 

1674 . 100 ft. coil 

1633.1000 ft. spool 

7/24 (16 B&S) 

1697. 75 ft. coil 

1696. 100 ft. coil 

1628.1000 ft. spool 


Solid Tinned Copper Wire 

SOFT DAWN 

Cat. No. 

No. 8 

1433 . 100 ft. coil 

No. 10 

1401 . 50 ft. coil 

1402 . 100 ft. coil 

1403 .1000 ft. spool 

No. 12 

1405 . 50 ft. coil 

1406 . 100 ft. coil 

1407 .1000 ft. spool 

No. 14 

1409 . 50 ft. coil 

1410 . 100 ft. coil 

1411 .1000 ft. spool 

No. 16 

1413 . 50 ft. coil 

1414 . 100 ft. coil 

1415 .1000 ft. spool 

No. IS 

1417 . 50 ft. coil 

1418 . 100 ft. coil 

1419 .1000 ft. spool 

No. 20 

1421 . 50 ft. coil 

1422 . 100 ft. coil 

1423 .1000 ft. spool 

No. 22 

1434 .1000 ft. spool 


Silicon Bronze 

Twice the strength of copper. Used 
extensively on Master Antenna 
Systems, airports, ships, where 
strength and resistance to the ele¬ 
ments are important. 


Stranded Enamel Copper 
Wire 

Cat. No. 

7/22 (14 B&S) 

1642. 75 ft. coil 

1672. 100 ft. coil 

1637.1000 ft. spool 

7/23 (15 B&S) 

1645. 75 ft. coil 

1675. 100 ft. coil 

1631.1000 ft. spool 

7/24 (16 B&S) 

1683. 75 ft. coil 

1682. 100 ft. coil 

1627.1000 ft. spool 


Solid Bare Copper Wire 

SOFT DRAWN 

Cat. No. 

No. 10 

1561 . 50 ft. coil 

1562 . 100 ft. coil 

1563 .1000 ft. spool 

No. 12 

1565 . 50 ft. coil 

1566 . 100 ft. coil 

1567 .1000 ft. spool 

No. 14 


Solid Enamel Copper Wire 


No. 10 

. 50 ft. coil 

. 100 ft. coil 

.1000 ft. spool 


No. 12 

. 50 ft. coil 

. 100 ft. coil 

. 150 ft. coil 

. 200 ft. coil 

.1000 ft. spool 


50 ft. coil 
. 100 ft. coil 
. 150 ft. coil 
. 200 ft. coil 
..1000 ft. spool 





Tensile 

1569. 

. 50 

ft. 

coil 

Cat. No. 

Ft. 

Size 

Strength 

1570. 

. 100 

ft. 


529. .. . 
528. . . . 

.100. . 
.100. . 

..7/12. 
..7/14. 

_3670 lbs, 

_2140 lbs. 

1571. 

.1000 

ft. 

spool 

527.. . . 

.100. . 

..7/16. 

-1600 lbs. 


No. 16 



499. .. . 

.100. . 

..7/18. 

_1000 lbs. 

1573. 



524_ 

.100. . 

. .7/20. 

_ 650 lbs. 

. 50 

ft. 

coil 

526. .. . 

. 100. . 

..7/22. 

_ 420 lbs. 

1574. 

... 100 

ft. 

coil 

LONGER LENGTHS 

AVAILABLE 

1575. 

.1000 

ft. 

spool 


Birnbach Tinned 
Bus Bar Wire 

For hooking up all 
types of transmitters, 
especially ultra short 
wave equipment. All 
Bus Wire is made of 
hard drawn copper, 
tinned, straightened, 
and cut 2 ft. lengths. 
(100 to Std. Pkg.) 

Cat. No. 

2010.10 Round 

2012 .12 Square 

2013 .12 Round 

2014 .14 Square 

2015 .14 Round 

2016 .16 Round 


avmbach MAGNET WIRE 




PLAIN 

ENAMEL 


SOLID TINNED 

(Soft Drawn) 

Size 

>/4 Ib. Spool '/2 Ib. Spool I 

Ib. Spool 

Size 

'/4 Ib. Spool '/2 

lb. Spool 

1 Ib. Spool 

B&S 

Ft. 

Ft. 

Ft, 

B&S 

Ft. 

Ft. 

Ft. 

10.. 


16. ... . 

32 





12.. 

.... 12. 

25. 

50 

10. . 

_ 8. 

16. . . 

32 

14.. 

_ 20. 

40. 

80 

12,. 

_ 12...... 

25, . . 

50 

16. . 

. . . . 32. 

63. 

126 

14,. 

_ 20. 

40. . . 

80 

18. . 

_ 50. 

100. 

201 

16. . 

_ 32. 

63. . . 

. .. 126 

20 .. 

.... 80. 

160. 

320 

18. . 

_ 50. 

100... 

, .. 201 

22. . 

_ 127. 

254. 

508 

20 . . 

_ 80. 

160.. . 

. . 320 

24. . 

_ 201. 

403. 

806 

22. . 

_ 127. 

254... 

, .. 508 

26. . 

_ 320. 

640. 

1280 

24 . . 

_ 201. 

403... 

. . 806 

28.. 

, ... 507 . 

1015. 

2030 

26. . 

_ 320. 

640... 

, .. 1280 

30 . . 

_ 805..... 

1610. 

3220 

28. . 

_ 507. 

1015... 

. . 2030 

32 .. 

_1282. 

2564. 

5128 

30. . 

_ 805. 

1610... 

. .. 3220 

34. . 

_2037. 

4075. 

8150 

32. . 

_1282. 

2564... 

,5128 

36. . 

_3221. 

6443. 

12887 

34. . 

_2037. 

4075.. . 

. . 8150 

38. . 

_5132. 

10246. 

20492 

36. . 

_3221. 

6443... 

..12887 

40 . . 

_8143. 

16286. 

32573 

38. . 

..,.5132. 

.10246. . . 

, ..20492 





40 . . 

_8143. 

16286.. . 

. .32573 


DOUBLE COTTON 

size Va lb- Spool '/s ib. Spool I lb. Spool 

B&S Ft. Ft. Ft. 

10. 8. 24. 32 

12. 12. 24. 49 

14...... 19. 62. 123 

18. 49. 97. 194 

20. 78. 157. 304 

22. 119. 238. 477 

24. 184. 369...... 739 

2.6. 284. 568. 1136 

28. 435. 871. 1742 

30. 641. 1284_ 2569 

32. 976 1953. 3906 

34.1365. 2735. 5470 

36.1827. 3654. 7309 

38.2738. 5476. .... .10952 

40.3405. 6811.._13623 


DOUBLE SILK 


Size Va Ib. Spool 
B&S Ft. 

12. 12.. 

14. 19.. 

16. 31.. 

18. 49.. 

20. 78.. 

22__ . 123.. 

24. 195.. 

26. 303.. 

28. 478.. 

30_ 739.. 

32,.1136. . 

34. __1712. . 

36.2551. . 

38.3770. . 

40.5040. . 


Va Ib. Spool >/2 Ib. Spool 
Ft. Ft. 

... 12. 24.. 

... 19. 39.. 

... 31. 62.. 

... 49. 99.. 

... 78. 157.. 

. . . 123. 247.. 

... 195. 390.. 

. . . 303__ . 606.. 

.. . 478. 956. . 

... 739. 1479.. 

. . .1136. 2272. . 

. . .1712. 3424. . 


I Ib. Spool 
Ft. Ft. 

24. 49 

39. 78 

62. 125 

99. 198 

157. 314 

247. 495 

390. 781 

606. 1212 

956. 1912 

1479. 2958 

2272. 4545 

3424. 6849 

5102.10204 

7541.15082 

10080.20161 


BIRNBACH MAGNET 
and TINNED WIRE 

SPECIAL SPOOLS 


Attractive Spools, even 
sizes from 10 to 40 inclu¬ 
sive in Double Cotton, Plain 
Enamel, Double Silk and 
Solid Tinned. This display 
on the counter is a Silent 
Salesman bringing you real 
profits the year around. 

FREE DISPLAY 

One Display Given with 
each initial order of 100 
spools. Display made of 
strong, reinforced steel. 
Mahogany crackle finish. 
3-color display at top. 
Space for YOUR resale 
price. Extra Display Racks 
available. 


Length of Wire of Special Spools 
Plain Double Double 

Enamel Cotton Silk 

Ft. Ft. Ft. 

.. 11.—. .—- 

. . 15. 9.. —•_ 

. . 26. . . _20. 11. . . 

.. 34. 34. 19- 

.. 56. 44. 23... 

.. 86. 56. 29... 

. . 112. 75. 37. . . 

. . 184. 97 . 56. . . , 

.. 244.116. 71- 

. . 401.131. 90_ 

. . 525.158.112. . . 

. . 675.180.124. . . 

. . 900.. . .195.131_ 

. .1275.206.142_ 

. .1725.240.116. . . 

. .1950.265.125. . . 



.116.1725 

.125__ . .1950 


Copyright by U, C, P.^ Inc^ 


See Pages S-43 to S-45 for Birnbach Prices 
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Biraco Extruded • Varnished Tubing • Diai Cerd 
Copperweid Enamei * Guy * Aiuminum Wire 


A 


mmm 



BIRNBACH 
BIRACO TUBING 

(Extruded Vinyi) 

Synthetic plastic tubing espe¬ 
cially designed for electronic and 
electrical insulation work. Ex¬ 
tremely flexible and high re¬ 
sistance to abrasion. Has high 
dielectric strength, average 
10,000 volts and high tensile 
strength. Will not support com¬ 
bustion, soften up to 257 “F.. 
or crack at —75‘’F. Its dielec¬ 
tric strength: 1100 volts per mil 
at room temperature when dry 
and 1000 volts per mil when 
wet. Impervious to water, oil, 
alkalies, alcohol, solvents, etc. 
Meets all ASTM specs. 

(36" Lengths) 


Cat. No. 

B&S Gauge 

Approx. 

Size No. 

I.D. 

313.... 

. . 20 _ 

. .,034 

314.... 

. . 18 _ 

. ,.042 

315.... 

. . 16 _ 

. ..053 

3i6.... 

.. 14 .. . . 

. ..066 

317... . 

.. 12 _ 

. ..085 

325.... 

.. 10 .. .. 

. ..106 

318.. . . 

. . 8 _ 

. ..135 

326.... 

.. 6 . . , . 

. ..166 

319.. . . 

. . 4 . . , . 

. ..208 

320.... 

.. 2 _ 

. ..263 

321.... 

. . 5/16_ 

. ..3125 

322.... 

.. 3/8 _ 

. ..375 

323.... 

.. 1/2 - 

. ..500 

324.... 

. . 5/8_ 

. ..625 


COLORS: Black, Bed, Green, 
White, Yellow, Blue, Brown, 
Orange and Clear. 



BIRNBACH 
VARNISHED TUBING 

(Radio & Electronic Grade) 
Constructed of high Quality 
rayon braid with heavy coatings 
of varnish applied. The inside 
is also coated for easy insertion 
of stranded wires. It is imper¬ 
vious to oil, acid and water. 
Extremely flexible; it will not 
crack after aging. Average di¬ 
electric strength 5000 volts. 
Meets all ASTM and VTA No. 
B-1 Specifications. 

(30" Lengths) 


B&S Gauge Approx. 
Cat. No. Size No. 1.0. 

291 . 20 .034 

293 . 18 .042 

294 . 16 .053 

295 . 14 .066 

300 . 12 .085 

307 . 10 .106 

301 . 8 .133 

302 . 6 .166 

297 . 3/16 .208 

298 . 1/4 .263 

303 . 5/16 3125 

(36" Lengths) 

304 . 3/8 .375 

299 . 1/2 _500 

296 . 5/8 .625 

COLORS: Black, Bed, Green, 
Yellow, Blue, Brown, Orange, 
White. 



TUBING IN HANDY SPOOLS 

Both the Biraco Ebctruded Vinyl Tubing 
and Varnished Tubing are now available on 
convenient spools, in special length spools 
and 100-ft. spools in a variety of assorted 
colors. It is a perfect item for servicemen, 
laboratories and for manufacturing purposes. 



BIRNBACH BIRACO TUBING 

(Extruded Vinyl) 


BIRNBACH VARNISHED TUBING 
Radio and Electronic Grade 


Cat. No. 
3I3B .. 

B&S Gauge 
Size No. 

.. .20_ 

Approx. 

I.D. 

.....034 

Length 

Spool 

3I4B .. 

.. .18.... 

.042. 


3I5B .. 

.. .16_ 

.053. 

, . . Ft 

3I6B .. 

.. .14_ 


.... 25 Ft! 

3I7B ,. 

...12_ 


- 25 Ft. 

325B .. 

.. .10_ 

.106. 


3I8B .. 

... 8_ 

.135. 

- 15 Ft. 

326B . . 

... 6_ 


- 15 Ft. 

3f9B .. 

... 4_ 

.208 


320B .. 

... 2_ 


.... 10 Ft! 

3I3BC .. 

.. .20_ 


.100 Ft. 

3(4.BC .. 

.. .18_ 

.... 042. 

1 on Ft 

3l5Be .. 

. . ,16_ 

.053.... 

. 100 Ft 

3t6BC . . 

. . .14_ 

. 066.. .. 

100 ii't 

3I7BC .. 

.. .12 _ 

_ 085. . 

. 100 Ft 

325BC .. 

.. .10 _ 


... .100 Ft! 

3i8BC . . 

... 8_ 


-100 Ft. 

326BC .. 

... 6 _ 



3i9BC .. 

... 4 _ 


_ 100 Ft. 

320BC . . 

... 2 _ 


-100 Ft. 

32IBC .. 

. .5/16. .. 


-100 Ft. 

322BC .. 

.. 3/8 .. . . 


-100 Ft. 

323BC .. 

. .1/2_ 


_100 Ft. 

324BC .. 

. .5/8_ 


-100 Ft. 



B&S Gauge 

Approx. 

Cat. No. 

Size No. 

I.D 

291V . 

.20. 


293V . 


.042. , 

294V , 

.16. 

.053.. 

295V . 

1 4 

.066. 

300V . 

.12. 

.085. . 

307V . 

.10. 

.106. . 

301V . 



302V . 

6. 

_166.. 

305V . 

4...... 

.208. . 

306V . 

..... 2....,, 

.263. . 

291 VC . 

.20. 


293VC . 

.18,.... 

. . . 042. 

294VC . 

.16. 

.053., 

295VC . 

.14.. 

. . . ..066.. 

300VC . 

..... 12 ...,., 

.085., 

307VC . 

.10. 

.106.. 

301 VO . 

..... 8 ..... 

.135.. 


302yC.. 6.166 

305VC. 4.208 


306VC .. 

... 2. 

.263. 

303VG .. 

..5/16 - 


304VC .. 

..3/8. 


299VC .. 

..1/2. 

.500. 

296VC .. 

..5/8. 

.625. 


Length 

Spool 

25 Ft. 
25 Ft. 
25 Ft. 
25 Ft. 
25 Ft. 
20 Ft. 
15 Ft. 
10 Ft. 
10 Ft. 
10 Ft. 
100 Ft. 
100 Ft. 
100 Ft. 
100 Ft. 
100 Ft. 
100 Ft. 
100 Ft. 
100 Ft. 
100 Ft. 
100 Ft. 
100 Ft. 
100 Ft. 
100 Ft. 
100 Ft. 


BIRNBACH DIAL CABLE 
42-STRAND PHOSPHOR BRONZE 



Cat. No. 


Finest phosphor bronze 
wire over a linen thread 
center. Due to its high 
tensile strength, it will 
not stretch. 

(.040 Diameter) 


1025 

1050, 

1051, 

1052, 


25 ft. Spool 
50 ft. Spool 
100 ft. Spool 
1000 ft. Spool 


BRAIDED PHOSPHOR BRONZE 
DIAL CABLE 

(Light — .025 Diameter) 

Cat. No. 

1053 . 25 ft. Spool 

1054 . 50 ft. Spool 

1055 . 100 ft. Spool 

1056 .1000 ft. Spool 

All of the quality cables are constructed of the 
finest Nylon Braid, over a fibreglass core. They are 
pre-stretched and chemically treated to prevent 
stretching and slipping. Has maximum resistance 
to abrasion. 


EXTRA THIN NYLON DIAL CABLE 

(.025 Diameter) 


Cat. No. 

4025. 

4050 . 

4051 . 

4052 . 

Used on Motorola, BCA, GE, etc. 


25 ft. Spool 
50 ft. Spool 
100 ft. Spool 
1000 ft. Spool 
Is extra thin! 


REGULAR THIN NYLON CORD 

(.028 Diameter) 

The most popular of all dial cords. 


Cat. No. 


2025. 25 ft. Spool 

2050 . 50 ft. Spool 

2051 . 100 ft. Spool 

2052 .1000 ft. Spool 


LIGHT NYLON DIAL CORD 

(.040 Diameter) 

Used extensively in RCA, Philco, Majestic, Wells 
Gardner, etc. 

Cat. No. 


3025. 25 ft. Spool 

3050 . 50 ft. Spool 

3051 . 100 ft. Spool 

3052 .1000 ft. Spool 


HEAVY DUTY NYLON DIAL CORD 

(.062 Diameter) 

Cat. No. 


1057 . 25 ft. Spool 

1058 . 50 ft. ^pool 

1059 .. •• • 100 ft. Spool 

1060 . 1000 ft. Spool 


COLORS: 


Red, Black, Green, White, Yellow, 
Blue, Brown, Clear and Orange. 


COLORS: 


Black, Red, Green, White, Yellow, 
Blue, Brown, and Orange. 


As used on models of Philco, Majestic, 
Brunswick, etc. 


MALE RUBBER PLUGS 

Brass prongs. Rated 15 amps at 
125 Volts. %" hole. 

^ St. Pkge. 

814—Rubber Male Plug.100 


INSULATED STAPLES 

Essential for securing lead-in, ground. 


Cat. N». 

8t. Pkge. 1111 

R100—Plain Staples. 


100 to box... 


D5®—Plain Staples, 


50 to box.... 




COPPER 
STRAP CLAMP 


Will takes %" to 2" pipe. Made of copper with 
Birnbach clip riveted and soldered to strap. Com¬ 
plete with nut and bolt. 

Cat. No. 600....St. Pkge. 50 


BIRNBACH WIRE WINDING 
and MEASURING OUTFIT 



Consists of a Folding Reel, Measuring Machine, 
and a Wire Winder. This outfit is shipped 
complete, ready to assemble. It registers up 
to 1000 feet, and is accurate, simple to use, 
and time saving. Very compact, this unit can 
be easily set up on counter, table or bench. 

Cat. No. Shpg. Wt. 

7401.Complete Outfit.. 23 lbs. 

7401-IVI....Metric System Machine... 25 lbs. 


BIRNBACH COPPERWELD ENAMEL 
ANTENNA WIRE 


Steel core covered 
with copper and 
heavily enameled. 
Will not elongate 
because of Its 
high tensile 
strength 

which is several 
times that of enameled copper wire. It has low 
R.F. resistance and is ideal for transmitting 
doublet and directional antenna systems as it will 
maintain the frequency characteristics of the an¬ 
tenna because of its stretchless qualities. 



Cat. No. Size B&S 

710.10 

712.12 

714..14 

Available in Following Footages: 

100 ft. coils; 250 ft., 500 ft., 

1000 ft., 2500 ft. spools 
Specify Length Desired Next to Cat. No. 


Size B&S Ft. per Lb. Tensile Strength 

10 . 34% . 1130 Ihs. 

12 . 54 . 720 lbs. 

14 . 85 .I 400 lbs. 
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BIRNBACH TOGGLE SWITCHES 





Description 

Size 

Std. Pkge. 

. DPDT ... 

..2"xiy4"x 

.25 

. SPDT . . . 

. .2"x2i/i"xl". . 


. 4PDT . . . 

. .2"x2yi"xl".. 

.10 


Toggle * Push Button * Rotary • Knife • Power 
Slide Switches • Phone Plugs • Jacks 



A very small, high grade UL approved switch. 
Well adapted for use on small motors, radio and 
electronic devices. Rated at 3 amps, at 125 volts. 
Mfd. by H. & H. for Birnbach. SPST Switches 
rated at 3 amps 250 volts, 6 amps 125 volts. 
Switches nickel plated and supplied with ring and 
mounting nut. Laminated type. 

No. Description Shank Length Std. Pkge. 

6200 .SPST.15/32".25 

6201 -... SPST. 3/4".25 

6202 .SPOT.15/32".25 

6203 . SPDT. 3/4" . 25 

6204 .DPST.15/32".25 

6205 .DPST. 3/4" .25 

6206 .DPDT.15/32". 25 

6207 .DPDT. 3/4" . 25 

6208 .ON-OFF Toggle Switch 

Plates Only.10 


^ BIRNBACH BAT 

HANDLE TOGGLE 
SWITCHES 

Available in nickel-plated fin- 
ish and supplied with ring 
and mounting nut. Made by 
H. & H. for Birnbach. Rated 
^ 3 amps 125 volts. SPST 

switches rated at 3 amps 250 volts. 6 amps 125 
volts. Laminated type. UL approved. 

Cat. No. Description Shank Length Std. Pkge. 

6220 .SPST.15/32".2 5 

6221 .SPDT.15/32"_ 25 

6222 .DPST_'...15/32"... '25 

6223 .DPDT.15/32".25 


BIRNBACH POWER 
SWITCH 

DPST switch rated at 12 amps 
at 125 volts per pole. When 
a single pole switch is re¬ 
quired, the rating can be 
doubled. The push button 
power switch has the same 
rating. Primarily intended 
as a safety switch to be used 
as an interlock connection on 
doors of, dangerous high volt¬ 
age devices. Mfd. by H. & H, 
for Birnbach. UL approved. 

Std. Pkge. 

6225— Toggle Switch ....25 

6226— Push Button 

Switch .25 



BIRNBACH 
DPDT CENTER OFF 
SWITCH 

Rated at 1 amp., 125 volts. 
Has lug terminal with bat 
handle. 15/32" diam. 
shaft, nickel plated. 


BIRNBACH PUSH BUTTON SWITCH 

Momentary Contact 

Made by H. & H. for Birn- 
bach. Slow make and quick 
break. Laminated type with 
solder lugs. Has 9/16" slotted 
sleeve, 15/32" diam. Complete ' 
with 1 hex nut and one knurled 
nut. Rated 1 amp., 125 volts. 

UL approved. Nickel plated. 

Cat, No. Description Std. Pkge, 

6224,.Two Circuit . 25 

62 30.. SPST Normally Closed, Push to Break. .’25 

DPST Normally Open, Push to Make_25 

6232. .Button Only, Red or Black.20 


MOMENTARY PUSH 
BUTTON SWITCH 



Molded momentary push but¬ 
ton switch with solder lugs. 
Rated at 1 amp. ,125 volts. 
With 15/32" shank. Nor¬ 
mally OFF—push to make. 
Nickel plated. 



SMALL APPLIANCE SWITCH 

k Rated high—3 amps, at 250 

1 volts; 6 amps, at 125 volts. 

Small molded compact switch 
15/32" shank; brass nickel 
jjuimlllP plated with solder lugs and 

complete with hex nut and 
ring. One hole mounting. 
DL approved. 

Cat. No. Descrio. Std. Pkge. 
6244.SPST.2 5 


CANOPY SWITCH 

Has a 3 amp., 125 volts; 
1 amp., 250 volts rating. 
6" leads. CSA approved. 

Cat. Std. 

No. Pkge. 

6249—Canopy Switch .. 50 


HEAVY DUTY POWER SWITCH 


Recommended for use in trans¬ 
mitters, amplifiers, movie 
equipment and motors where 
heavy currents are carried. 
Made by H. & H. for Birn¬ 
bach, Nickel plated and rated 
10 amps., 125 volts. Neutral 
off in center position. Mount¬ 
ing sleeve diam. UL ap¬ 
proved. 



Description 

Shank 

Length 

Overall Length 
of Shaft 
Incl. Shank 

std. 

Pkg. 

. . .SPST .. 


.iVa"... 

..25 

.. .SPST .. 

... 1". 

.2y2"... 

. .25 

. , . SPDT .. 


.lya"... 

. .25 

. . . SPDT . . 

... 1". 

.2%"... 

.lya". .. 

, .25 

, . .DPST . . 

...%". 

. .25 

...DPST .. 

... 1". 

.2y2"... 

. .25 

. , .DPDT . , 


.1%"... 

. .25 

. . .DPDT .. 

... 1". 

.2y2"... 

. .25 


Cal. No. 

6100. 

6102. 

6103 . 

6104 . 


BIRNBACH MOLDED BAT HANDLE 
TOGGLE SWITCHES 

Meefs Joint Army and ^ 

Navy Specifications 

JAN-S-23 


Made by H & H for Birnbach, 
they meet all Joint Army and 
Navy Specifications JAN-S-23. 
Molded with Ji" Shank length 
they have back connected lugs 
and have a bat handle. Main¬ 
tained contabt. 



Shank 

Description Length 


6250. . 

. . .ST-12-A. . . 

. . SPST .. 

. .ii".. . 

. . . 25 

6251.. . 

, . .ST-12-D. . . 

, . SPDT . . 

.. Ji". ., 

. . .25 

6252. . 

. . .ST-22-K. . 

. . DPST . . 

..ii"... 

. . .25 

6253. . 

. . .ST-22-N. . . 

. . DPDT . . 

. .iS". . 

. . - 25 



BAT HANDLE 
"CENTER-OFF* 
SWITCHES 

Molded bakelite case, 
made by H & H, 
three-position center 
off. Solder lugs. 
Rated at 3 amps, 250 
volts; 6 amps, 125 
volts. 



Cat. 


Shank 

Std. Pkge. 

No. 

Description 

Length 

... 25 

6261... 


...15/32" 

.. . .25 
, . . .25 
. . ..25 

6263... 

.DPDT. 

, . .15/32" 


BIRNBACH 

SLIDE LEVER SWITCH 

Popular for phonographs, tone 
controls, auto lights, test instru¬ 
ments. Rated at 4 amps., 125 volts 
A.C.; wide by 1%" long. 

Mounting centers lVs'\ 

Description Std. Pkge. 

_ SPST .25 

_ SPDT ..25 

_ DPST .25 

_ DPDT .25 


BIRNBACH ROTARY SWITCHES 


Made by H. & H. for Birn¬ 
bach, Rated at 1 amp., 
250 volts; 3 amps., 125 
volts. Nickel plated and 
supplied with mounting nut. 
UL approved. 


6105.TPDT.. 


BIRNBACH 

KNIFE 

SWITCHES 

Made of special 
nickel-plated spring 
brass on a rugged 
base. Screw ter- 
minals located con- 
veniently for easy 
F connections in cir¬ 

cuit. T wo mounting holes. 

Description St. Pkge. 

.SPST .10 

.SPDT. 10 

.......DPST. 10 

.DPDT. 10 


BAKELITE MOLDED 

MOMENTARY \1 

CONTACT SWITCH 

Made by H. & H. for Birn- 
bach. Rated at 3 amps., 250 
volts; 6 amps, 125 volts. 

Molded with 15/32" diam., 

Has momentary contact bat 
handle. Circuit normally OFF. ^ 

Used^ on intercoms. UL ap- 

Cat. No. Description Shank Length Std. Pkge. 

6241 .SPST.15/32".25 

6242 .DPDT.15/32".25 


PHONO ATTACHMENT PLUG 

To be used with recording 

and reproducing equipment, 

record players, etc. Large 

hole in cap for coaxial cable 

and extra long pin for new "^iSSmr 

type jacks. 

Cat. No. St. Pkge, 

248—Phono Plug (Long Pin). 100 

2488^—^Phono Plug (Short Pin). 100 


PHONO JACK 

Designed to fit No. 248 Plug. 
Positive grip, single prong. 
Mounted on bakelite. 

mounting centers. 

Cat. No. St. Pkge. 

249—Phono Jack .100 


DUAL PHONO JACK 

Used on phono players and record¬ 
ing units, etc., where dual applica¬ 
tion is needed. 

Mounted on bakelite. Double 
mounting holes are spaced V 2 " x 
lA". center to center of 

jacks. 

Cat. No. St. Pkge. 

T250—Dual Phono Jack.100 
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Insulated Phone Tips * Plugs 
(PJutnJOjUCjn^ Jacks • Alligator Clips 




^ "N the Scrulok threaded 

^tST^SCRULOK" bushing (see drawing), 

COLORS: Red, Black, Green, Blue and Yellow. 
Cat. No. Std. Pkge. 

412-—^Scrulok Pin Tip, 1-9/16" Long.50 

419—Scrulok Pin Tip, 1-15/16" Long.50 


INSULATED 
Solderless 
PHONE TIPS 


They have insulated handles %" dia. by 1" long 
fitted to solderless phone tips. The wire can be 
easily attached by threading through the hole in 
the handle and tightening the knurled nut. 
COLORS: Red, Black, Green, Blue and Yellow. 
Cat. No. Std. Pkge. 

409—Insulated Sr. Solder less Tip 

21/L" Long .50 

415—Insulated Jr. Solderless Tip 

1-13/16" Long .50 


No. 407 INSULATED TIP JACK 


7/16" insulated top; mounts in a 
5/16" dia. hole. The specially de¬ 
signed bronze springs hold the phone 
tip tight and straight. 

COLORS: Red, Black, Yellow, Green. 
Cat. No. Std. Pkge. 

407—Insulated Phone Tip Jack,. .100 


No. 330 INSULATED NEEDLE 
POINT PLUG .JJ Bk 


BIRNBACH 
INSULATED 
PHONE TIP 

(SCRULOK) 

1" long, 5/16" dia. It has the Scrulok solderless connection and the 
Connection is made by non-collapsible special alloy springs assembled on 
® preventing collapse of the plug spring. The 
bushing (see drawing) handle is made of phenolic resin and is %" wide 
by 1" long. 

reen. Blue and Yellow. COLORS: Red, Black, Yellow, Blue and Green. 



Cat. No, 404. Std. Pkg. 50 


No. 404B SPRING BANANA PLUG 


Same construction as No. 404 above except with 
small side screw for wire connection. 

COLORS: Red, Black, Yellow, Blue and Green. 
Cat. No. 404B.Std. Pkg. 50 


BANANA VlUG 

Solid brass nickel-plated, with the end slotted. 
Cast phenolic handle is 1" long by %" dia. and 
is held on by the screw that secures wire to plug. 

COLORS: Red, Black, Yellow, Green and Blue. 
Cat. No. 604..Std. Pkg. 50 


No. 341 INSULATED BANANA PLUG 


m,„ • -i /-n ... ^ X consists of our No. 404A plug with a 

The insulated sleeve is %" long. Positive contact lareer handle it/o" inner hv dia TT«ed nn 

is assured with the sharp needle point phone tip. ^ Z 

Body of plug accommodates all standard banana therapeutic apparatus and test equipment. Overall 


type plugs; easily pierces insulation. 

Available in Black or Red. 

Cat. No. Std. Pkge. 

330—Insulated Needlepoint Plug.50 


length 2%". COLORS: Red or Black. 

Cat. No. 341.......Std. Pkg. 50 



Nos. 391 oind 406 
INSULATED BANANA 
JACKS 

%" dia, insulated head admits 
all of the exposed metal part of 
the metal plug when inserted. 
Mounts in a 5/16" dia. hole on 
a panel up to %" thick. No. 406 
Jack has a 7/16" dia. insulated 
top. It fits into 5/16" dia. hole 
and takes up to a %" panel. Both 
with insulating shoulder washer, 
nut and lug. 

Cat. No, Std. Pkg. 

391—^Insulated Jack—Red, 

Black, Yellow, Green... 50 
406—Insulated Jack—^Red, 

Black, Yellow, Blue, 

Green .50 


No. 393 INSULATED GIANT JACK 




Designed to leave no metal part 
exposed on the panel. The %-24 
brass nickel plated sleeve has a 
10-32 threaded hole at the end 
permitting a connection at the end 
of the jack or to the lug under the 
head. Either assembly available 
complete with nut, insulating 
shoulder washer, lock-washer and 
lug. Length overall 1%". 

COLORS: Bed or Black. 

Cat. No. Std. Pkg. 

393 —Insulated Giant Jack 

lug under head.;.50 

393A—Insulated Giant Jack 

lug at end.50 


No. 333 INSULATED COMBINATION 
JACK i-ii 


Accommodates all standard plugs of 
the phone tip or banana type con¬ 
struction, 14 " hole mounting in 
panels up to %" thick. Overall 
length 1%". Supplied complete 
with insulating shoulder, washer and 
nut. Insulated head comes in fol¬ 
lowing colors: Black, Bed, Green or 
Yellow. 

Cat. No. 333.Std. Pkg. 50 



No. 331 INSULATED PHONE TIP PLUG 

Plugs into all stand- 
iBBHiif phone tip jacks. 

The %" long insul- 
ated sleeve is de¬ 
signed to accommodate all standard banana type 
plugs. Overall length 1%". Available in Black, 
Red, Yellow and Green. 


Cat. No. Std. Pkge. 

331 -—Insulated Phone Tip Plug.50 

33 IA—Tip Only .50 


No. 332 

INSULATED SPADE LUG 

Sleeve measures %" long by %" 
diameter. Barrel accommodates all 
standard banana type plugs. Avail¬ 
able in Bed or Black. 

Cat. No. Std. Pkge. 

332 —^Insulated Spade Lug.50 

332A—Spade Only.50 



Cat. No. Length S| 

27— ^Pee Wee. 1%" 

28— Midget . 2" 

29— Medium . 2%" 

30— -Large .. 4" 

27C-—Pee Wee Copper.. 1%" 

27R—Rubber Sleeve—^Red or Black. 



No. 392 
INSULATED 
GIANT PLUG 


No projecting edges are exposed. 


Connection is made by soldering into the hole at 
the end of the threaded shank of the plug. Handle 
is 1%" long by %" dia.; length overall 3". 
COLORS: Red or Black. 



Cat. No. 392. 


.Std. Pkg. 50 


» TEST CLIPS 

The No. 27-C is a 
solid copper clip 

9 with a brass screw 

designed for high 

frequency work. 

Jaw Std. 

Length Spread Pkg. 


No. 342 HARD RUBBER INSULATED 
GIANT PLUG 


Designed for use with diathermy cables. It has a 
%" dia. hole in the handle to take the largest 
cable. Polished black hard rubber. The handle 
is 3" long by %" dia. Overall length is 4^1". 

COLORS: Bed or Black 


Cat. No. 342. 


.Std. Pkg. 50 


No. 605 

HANDLE JACK 

Consists of a banana jack inside an insulated sleeve. 
Connection is made by soldering to the end of the 
jack. Handle is made of cast phenolic resin %" 
dia. by 1^/4" long. COLORS: Red, Black, Yellow 
and Green, 


No. 310 INSULATED ALLIGATOR 
CLIP 



No. 334 ALLIGATOR CLIP WITH 
PHONE TIP JACK 


1" long insulated handle houses a tip jack that 
accommodates all standard phone tip plugs. Over¬ 
all length 2%". COLORS: Red or Black. 

Cat. No. 334 ...Std. Pkg. 50 


No. 335 ALLIGATOR CLIP 
COMBINATION JACK 


Insulated alligator clip is composed of a combina¬ 
tion jack in rear for both standard phone tip plugs 
and banana plugs. 1-9/16" length of handle. 
Overall length 3". Available in Red or Black. 


Cat. No. 605.Std. Pkg. 50 Cat. No. 335.....Std. Pkg. 50 
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Hi-Voltage Test Leads * Prods * Phone Tips 
Jacks * Plugs * Alligator Clips 





Constructed with 5" 
long cast phenolic red 
and black handles with 
removable needlepoint 
chucks or solderless tips. 
Black and red heavy 
kinkless instrument 48" 
long is used to connect 
the prods with the in¬ 
sulated red and black 
cast phenolic solderless 
tips. 


Cat. No. Std. Pkg. 

560— Solderless Prod, Solderless Tip.25 

561— ^Needlepoint Prod, Solderless Tip.25 


NEEDLEPOINT TEST LEADS 


These test leads have 4" red and 
black insulated handles. A needle¬ 
point chuck is fitted to the handle. 
Needles can be replaced when broken 
simply by loosening the knurled 
collar. Length overall 50". 

Cat. No. Std. Pkg. 

420— ^Needlepoint Phone Tip 

Test Leads .25 

421— Needlepoint Spade Lug 

Test Leads . 25 


STANDARD TEST LEADS 


A Sr. solderless phone tip is 
fitted to a red and black insulated 
handle 4" long. This permits re¬ 
placement of wire when broken. 
The wire is secured by tightening 
the knurled nut. Length overall 
50". 

Cat. No. Std. Pkg. 

422'—Solderless Phone Tip 

Test Leads .25 

423—Solderless Spade Lug 

Test Leads .25 




PHONE TIPS 


I The 402 is 1" in overall length and fits 
all standard phone tip jacks. Hole is 
drilled for 7/64"; length of barrel is ^4". 
Brass, nickel plated. 

The 402A has a large drilled hole 5/32" 
I.H.; 7/16" barrel length; 1" overall. 
Made of brass with nickel plated finish. 

Cat. No. Std. Pkg. 

402 -—Phone Tips .100 

402A-—Larger Diameter ...100 


HEAVY DUTY HIGH VOLTAGE 
TEST LEADS 

Safely tests up to 15,000 
volts. High dielectric 
strength and lo leakage 
resistance. Has low 
voltage drop. Prods and 
tip handles are made of 
black and red bakellte 
with special tip for ap¬ 
plication. Cable con¬ 
structed of No. 18 - 
66/36 tinned copper 
with heavy duty rubber 
wall. Prods are 6" 
long and Vz” dia. and 
have a protective rugged 
guard ring near the metal tip. The other end has 

1^4"xiy^" dia. bakelite prods. All prods and 

cable color coded. The leads are 60" long. 

Cat No. Std. Pkg. 

562—^Heavy Duty High Voltage Test Leads. , . .10 


BAKELITE PENCIL TYPE TEST LEADS 

(SCRULOK) 

Red and black bakelite 
handles, 6" long and 
5/16" in dia., and red 
and black bakelite in¬ 
sulated phone tips. 
Heavy kinkless wire is 
used together with the 
Birnbach Scrulok sys¬ 
tem of solderless wire 
connection. The Uni¬ 
versal needle and phone 
tip prod have the same 
dimensions as the stand¬ 
ard phone tip and are 
useful for piercing in- 
Length overall 60". 

Cat. No. Std. Pkg. 

408—Bakelite Pencil Type Test Lead.10 

439—Needlepoint Prod Tip for Replacement. .. 10 


DELUXE TEST LEADS 



HEAVY DUTY HIGH VOLTAGE 
BAKELITE TEST PROD HANDLES 


Same as used on No. 562. 6" long and dia. 

with finger guard control. The rear of the prod 
can accommodate IN-34 crystal and condenser for 
use as an RF probe. Tips are heavy brass with 
nickel plating. Available in Red and Black. 

Handle Handle Overall 

Cat. No. Length Width Length 

559.6" ..6-15/16" 

558.1%".. 2%" 


No. 411 
BAKELITE 
PENCIL 
TEST PRODS 


These prods have the Birnbach Scrulok solderless 
needlepoint tips. They are made of bakelite and 
are 6" long and 5/16" dia. The connection is 
made by threading the wire through the handle and 
securing to the needlepoint tip by locking the 
Scrulok. The tip is then screwed into the handle. 

Available in Red or Black. 

Cat. No. Std. Pkg. 

411—Bakelite Pencil Test Prods.12 


NEEDLEPOINT TEST PROD 


A threaded shank needlepoint chuck is threaded 
into the end of handle. Made of highly polished 
cast phenolic handle. Available in Red or Black. 

Cat. No. Std. Pkg. 

344 .4" Handle.50 

345 . 5" Handle.50 


SCRULOK NEEDLEPOINT TEST PROD 

These insulated 
'SCBUtOK* prods have the 

V Scrulok solderless 

system of wire con- 
Jin nection. Wire is 

easily attached with- 
out soldering. An 

extra heavy needle is fl.tted into the tip. 

COLORS: Black or Red 

Cat. No. Std. Pkg. 

417 .4" Handle.50 

418 .5" Handle.50 


SOLDERLESS TEST PROD 


Made of highly polished cast phenolic resin. A 
solderless phone tip is threaded at end permitting 
replacement of tip. Available in Red or Black. 
Cat. No. Std. Pkg. 

410.4" Handle.50 

343.5" Handle.50 


SOLDERLESS PHONE TIPS 

1 I These phone tips are ^ 

milled of solid brass p| 

and nickel plated. De- |[|[ 

signed for easy inser- lo¬ 

tion of the wire. 



Cat. No. Std. Pkg. |1 

23— ^Junior .100 BIR^ACH 

24— Senior .100 ll 


No. 26 PHONE TIP JACK 

Milled of brass nickel plated. The 
bronze springs are made to hold the 
phone tip tight and'straight. Mounts in 
a 1/4" dia. hole. 

Cat. No. 26.Std. Pkg. 100 


BIRNBACH GIANT PLUGS 

f The Giant Plugs are in- (T 

^ tended for use where 

heavy current is used. 

They are rated at 25 amps. T fejT t 
J9S The long life nickel sil- A 

ver alloy spring is se- || || . 

cured over a pin prevent- n II I 

ing a collapse of the YJ'—L- 

spring and also maintain- 
ing the full spring action D 

f of the spring when in- ^ ^ ^ 

serted into the jack. The 
^ No. 398A plug has a hole U - 7 * 

in the thread shank to || tt ^ 

permit soldering to it. It |u HI i 

is used extensively on « 1/ 1 

diathermy electrode pad ^ 

cables. 

Cat. No. Std. Pkg. ABC 

396 _Plug.25.1-5/32 — 10-32 

397 _Plug.25.1-7/16 — 1/4-20 

398 _Plug.25.1-5/32 % %-28 

398A...Plug.25.1-5/32 % ^-28 


BIRNBACH GIANT JACKS 

f Carefuly milled with the 
^ central hole being reamed 

to size to insure a tight p 
and wobble free fit with P®*] 
all Giant Plugs. The No. I j—— 

394 and No. 399A have CgJ-j- 
a 10-32 thread tapped at f 

the end permitting con- / ^ 

nection to be made there ^ ^ 

with the use of a screw ^ 
and lug. Made of brass 
and nickel-plated. Com- 
399 Plete with nut and lug. 


Cat. No. 


Std. Pkg, 

A 

B 


C 

394 .. . 

.Jack. . 

-25. 

.1-1/16 

V2 

% 

-24 

395 .. . 

.Jack. . 

-25. 

, . 11/16 

V2 

% 

-24 

399 ... 

.Jack. . 

_25. 

. % 

% 

Va 

-20 

399A. . 

.Jack. . 

-25. 

- iy4 

% 

Vz- 

■20 


BIRNBACH BANANA PLUGS 


Large area of contact is 
one of the outstanding 6 
features of these jacks ¥ 
and plugs. The No. 400 fl 
series of plugs have a \ 
nickel silver contact 
spring secured over a full^ 
length central pin, mak- \ i 
ing these plugs non-col- M 
lapsihle and assuring a J 
low resistance contact. \ 


400 404A 


apacity 5 

Amperes. 


01 

Std. Pkg. 

A 

B 

C 

...100.. 

.... % 

% 

6-32 

...100. . 

....31/32 

— 

6-32 

...100. . 

.... % 

% 

1/4-28 


BIRNBACH No. 403 BANANA JACK 


Accurately milled. Precision reamed 
hole helps maintain the tight and 
smooth action of the plug. Brass nickel 
plated. With nut and lug. 



Cat. No. Std. Pkg. 
403.100_ 


A B C 

.% % %-28 


31 


No. 31 
ALLIGATOR 
CLIP 


Copyriaht by U. C. F., Inc, 


See Pages S-43 to S-45 for Birnbach Prices 


31-R 

Nickel plated steel. 

Cat. No. Length Std. Pkge. 

31.2"... .50 

31-R. .Insulators for #31, Red or Black. .50 
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Tinned * Solderless • Locking Terminal Lugs 
Terminal Strips * Angle Brackets * Fuse Hciders 


BIRNBACH TINNED TERMINAL LUGS 


. No. 

Hole for Screw 

Length In. 

Std. Pkg. 

1. 

. 6 . 

. 17/32 . 

.1000 

2 . 

. 10 . 

. 5/8 . 

.1000 

3. 

. 1/4 . 

. 5/8 . 

.1000 

3A . 

. 1/4 . 

.. 13/16 . 

.1000 

4 

3/8 . 

. 7/8 . 

.1000 

5 . 

.. 1/2 . 

. 1-3/16 . 

..1000 

21.. 

. 10 . 

. 13/16 . 

.1000 

22 . 

1/4 . 

. 1-1/8 . 

.1000 

201. 

. 8 . 

. 13/16 . 

.1000 

96. 

. 6-8-10 . 

. 7/8 . 

..1000 

97. 

. 8 . 

. 5/8 . 

.1000 

98..... 

. 6-8-10 . 

. 11/16 . 

.1000 

99. 

. 4-6-8 . 

. 11/16 . 

..1000 

100 

. .. 10 . 

. 7/8 . 

.1000 

1017 (TV).... 

. 10 . 

. 13/16 . 

.1000 



FOLD-OVER SOLDERLESS TERMINAL 


BIRNBACH LUG TERMINAL STRIPS 


LUGS 

Use this lug for easy, posi¬ 
tive vibration-proof terminal 
connections at antenna mast 
and for permanent connec¬ 
tions at receiver. Simply 
lay bare wire into groove 
and fold over. No special 
tools necessary. For No. 10 
hole. 

Cat. No. Quan. in Pkge. St. Carton 

1017-10.10 (Envelope) .25 Pkgs. 

1017-50.50 (Envelope) ..25 Pkgs. 

1017- 100.100 (Envelope) ..12 Pkgs. 

1017-1000_1000 (Box) .10 Pkgs. 




BIRNBACH LOCKING TYPE 
TERMINAL LUGS 

Brass Electro Plated 



1385-B. 1386 

i^ycy^oiioWi 





Cat. No. 

Std. Pkg. 

1382 . 

. 100 

13S2A . 

. 100 

1382B . 

. 100 

13S2C . 

. 100 

1383 . 

. 100 

1383A . 

. 100 

1384 . 

. 100 

1384A . 

. 100 

1384B . 

. 100 


Cat. No. Std. Pkg. 

1385 . 100 

1385A . 100 

1385B 100 

1386 . 100 

1386A . 100 

1386B . 100 

1387 . 100 

1388— 5 Ter., 2 grds. 100 

1389— 6 Ter., 2 grds. 100 


TAPPED ANGLE 
BRACKET 

Steel cadmium plated. %" 
by Vz''. One plain .165 hole 
and one 8/32 tapped hole. 

Cat. No. Std. Pkg. 

1120 . 100 


BRASS AND 
STEEL 
ANGLES 


Cat. No. Material Size Std. Pkg. 

1121 .Brass N.P.^,4 "x .100 

1122 .Brass N.P.% "x % ".100 

1123 .Steel H.T.%"x .100 

1124 .Steel H.T.% "xl i/g ".100 




BIRNBACH 

BAKELITE TERMINAL STRIPS 

Terminals are made of brass 
and cadmium plated. Termin¬ 
als are mounted on 1/16" 
bakelite. 7, 8, 9 and 10 ter¬ 
minals are mounted on S/32" 
bakelite. All terminals are 
space 7/16" center to center. 



PLAIN 

Cat. Mtg. 

No. Terminals Center 
1372.. .. 2_1-ft" 

1373 _ 3_l-%" 

1374 - 4-2-^" 

1375 _ 5.v...2-%" 

1376 - 6..\.3-*" 

1377 - 7.. ..3-%" 

1378 - 8_3-K" 

1379 . 9_4-%" 

1380 _10_4-if" 


MARKED 

Cat. Terminals 

No. Marked 

1260.. .2; A-G 

1261.. .2; Output 

1262.. .2;Input 

1263.. .3;1-2-3 

1264.. .4; 1-2-3-4 
12,65. . .5; 1-2-3-4-5 
1266. . .6; 1-2-3-4-5-6 


TERMINAL 
STRIPS 
2 POST 

Excellent mounting for twin lead transmission lines. 
Brass hot tiined lugs spaced t'W" center to center. 

bakelite. li§" mounting center. 

Cat. No. TI6.St. Pkge. 50 




BIRNBACH 
3 POST 


A synchronizing lock 
strip for RCA type 
television receivers. Brass hot tinned lugs. Spaced 
center to center. Mounting center 1%". 
bakelite. 

Cat. No. TI6A......St. Pkge. 50 



FUSE MOUNT 
BASE 

Protects high voltage and 
similar type circuits. 
Talms 3 AG auto fuse. 
Vs" bakelite. 

TI5.St. Pkge. 50 
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Machine * Wood ■ Self-Tapping * Binding Head 
Rack Screws * Tube Clamps * Nuts • Washers reiRNBACH 



BINDING HEAD 
MACHINE SCREWS 

Steel Nickel Piated 


Cat. No. Size Std. Pkg. 

6321 .6-32 X W .1000 

6322 .6-32 x %".1000 

6323 .6-32 x Va".1000 

6324 .8-32 x .1000 

6325 .8-32 x %".1000 

6326 .8-32 x Va".1000 


OVAL HEAD RACK SCREWS 

steel Nickel Plated 

Widely used for mounting panels on 
racks and cabinets. Screws are nickel- 
plated brass. 


Size 

6-82 X 
6.-32 X Va 
6-32 X % 
6-32 X 1" 



l-A.1.0-32 X 1" 



BRASS AND STEEL 
WOOD SCREWS 

Round, Flat and Oval Heads 


BRASS 

NICKEL PLATED 

3at. Std. 

No. Size Pkg. 
460. . % X #4. .144 
461 . . Va X #4. .144 

462. . % X #5. .144 

463. . % X #5. .144 

464 1 x#5..144 

465. .1% X #6. .144 

466. .1^ X #6. .144 


STEEL 

NICKEL PLATED 


No. Size Pkg. 
6470. . % X #4. .144 
6471 . . Va X #4. .144 

6472. . % X #5. .144 

6473. . % X #5. .144 

6474. .1 X #5. .144 

6477..1 x#6..144 

6475. .11/4 X #6. .144 

6476. .IVa X #6. .144 
6478. . % X #8. .144 


BtRNBACH SHEET METAL 
SELF TAPPING SCREWS 

steel Cadmium Plated 
TYPE A — SHARP POINT 


Cat. No. 

Size 


Std. Pkg. 

6500. 

. #4 X 

Va . . . . 


6501. 

. #6 X 

% . . . . 

.144 

6502. 

. #6 X 

% . . . . 
Va . . . . 


6503. 

. #6 X 


6504. 

. #6 X 

%.... 


6540. 

. #8 X 

% . . . . 

.144 

6541. 

. #8 X 

Va . . . . 

.144 

6505. 

. #8 X 

1 . . . . 


6542. 

. #10 X 

% . . . . 

.144 

6543. 

.. #10 X 

Va . . . . 

.144 

6506. 


% . . . . 

.144 

6507. 

. #10 X 

1 . . . . 



f fTT BIRNBACH HEX HEAD 

SELF TAPPING SCREWS 

TYPE B — BLUNT POINT SLOTTED 
Steel Cadmium Plated 


Size 

.#6 X %. 
.#6 X Va . 
.#6 X %. 
.#8 X 1/4 . 

.#8 X % . 



No. Size 

6515.. #8 X Va. 

65(6. . #8 X %. 
6517. . #8x1 . 

6518.. #10 X Va . 

6519.. #10x1 . 


HEXAGON STEEL 
MACHINE SCREW 
NUTS 

Nickel Plated 


Cat. No. 

Size 

Flats 

Thickness 

Std. Pkg 

6330. . . 

2-56. 

. .3/16". 

.. .1/16". . 

. ,1000 

6331 .. . 

3-48. 

. .3/16" 

. . . 1/16".. 

..1000 

6332. . . 

4-36. 

.. 1/4" 

. ..3/32".. 

. .1000 

6333. . . 

4-40. 

.. 1/4" 

...3/32".. 

..1000 

6448 . . . 

6-32. 

.. 1/4" 


..1000 

6449. . . 

6-32. 

..5/16" 

...7/64".. 

..1000 

6334.. . 

8-32. 

.. 1/4" 

...3/32".. 

..1000 

6450... 

8-32. 

..5/16" 

, . .7/64".. 

..1000 

6335... 

10-32. 

.. 3/8" 

... 1/8".. 

..1000 

6336. . . 

14 - 20 , 

. .7/16" 


..1000 


ORNAMENTAL HEAD 
SCREWS 

steel—Statuary Bronze Finish 

Cat. No. Size Std. Pkg. 

6327 _6-32 x 1000 

6328 _6-32 x 1" ....1000 

6329 _8-32 x I 14 "_1000 


WING NUTS 

High quality brass nickel 
plated wing nut used exten¬ 
sively on portable and test 
instruments. 

Thread Std. Pkg. 

. 6-32 100 

. 8-32 100 

. 10-32 . 100 

. 1 / 4-20 . 100 


^ HEXAGON MACHINE 
m SCREW NUTS 

f BRASS—NICKEL PLATED 

Thread Width across 


Size 

Flats 

Thickness 

Std. P 

4-36. 

.. 1/4" 

...3/32".. 

.1000 

4-40. 

.. 1/4" 

...3/32".. 

.1000 

6-32. 

.. 1/4" 

,..5/64".. 

. 1000 

6-32. 

..5/16" 

. . .7/64".. 

.1000 

8-32. 

.11/32" 

... 1/8".. 

. . 1000 

10-32. 

..5/16" 

. . .7/64".. 

. . 1000 

10-32. 

.. 3/8" 

... 1/8".. 

. .1000 

1 / 4 - 20 . 

. .7/16", 

... 1/8".., 

. . 1000 


BIRNBACH 

VOLUME CONTROL & 
TOGGLE NUTS 

BRASS—NICKEL PLATED 

No. Type Size Std. Pkg. 

6337— ^Volume Control %-32x1/4x3/32 1000 

6338— Toggle Switch 15-32x9/16x5/64 1000 

6339— Toggle Ring Nut 15-32x%xl/16 1000 


BIRNBACH TUBE CLAMPS 


Desirable when mounting 
resonant lines or elements of 
directive beam antennas. Made 
of hard drawn aluminum. The 
5/16", %" and Va" have 

holes for No. 10 screw and 
the %" and 1" dia. clamps 
have holes for holts. 



Cat. No. 

To Fit Tube 

Std. Pkg, 

5 1—Clamp. 

. 1^ " Dia. . . . 

.100 

52—Clamp .. . , , 

. fs" Dia. . . . 

.100 


3/a " P)ia 

.100 

54—Clamp. . . . 


.100 

55—Clamp.... 

. %" Dia. 

. 50 

57—Clamp.... 

. Vs" Dia’. ... 

. 50 

56—Clamp_ 

. 1" Dia. . . . 



BIRNBACH CABLE CLAMPS 

standard Package of 100 


Cat. 

To fit 



No. 

Cable 

L. 

w. 

1153 . 

....Vs".. 


..y= 

1154.. 

....fs".. 

. 


1155.. 


. H". 


1156.. 

.... 1 / 2 ".. 

. it". 


1157.. 


.iy4". 





FINISHING RACK 
WASHERS 

Brass Nickel Piated 


6612 . 6-32 Cup Washer.100 

6613 . 8-32 Cup Washer.100 

6614 .10-32 Cup Washer.100 


BIRNBACH BRASS NICKEL 
PLATED FLAT WASHERS 



Cat. 

No. 

Fits 

Screw 

No. 

Hole 

Size 

O.D. 

Thickness 

Std. 

Pkg. 

6479. 

. 4 . . 

..118" 

. .9/32" 

. . ..025". . 

.1000 

6480A 

. 6 . . 

.145" 

. .5/16" 

_025",. 

.1000 

6480.. 

. 6 . . 

..145" 

. . 3/8" 

_025".. 

,1000 

6481.. 

. 8 . . 

..172" 

. .. 3/8" 

_032".. 

. 1000 

6482.. 

. 10 . . 

..203" 

. .7/16" 

. . ..03(;". . 

. 1000 

6483. . 

. 1 / 4 - 20 . . . 

,.265". 

. .9/16" 

_040". . 

. 1000 


STEEL KANTLINK 
LOCKWASHERS 


Cat. No. 

Screw 

Size 

O.D. 

Thickness 

Std. Pkg. 

6484.. 

. . 4. . . 

3/16". 

_1/32".. 

. . .1000 

6485.. 

. . 6. . . 

.15/64". 

_1/32". . 

. . .1000 

6486. . 

. . 8. . . 

.15/64". 


. . .1000 

6487. . 

..10. . . 

. 5/16". 

.050".. 

...1000 

6488. . 

. . 1/4 . . . 

. 7/16". 

_5/64". . 

...1000 




SHAKEPROOF 

LOCKWASHERS 

INTERNAL TEETH 


Cat. No. 

Screw Size 

Std. Pkg. 

6355. 

. 2 . 

.1000 

6356. 


.1000 

6357. 

. 4 . 


6490. 

. 6 . 


6491. 

. 8 . 


6492. 

. 10 . 

.1000 

6493. 

. V 4 . 


6494. 

. % . 

.1000 




SHAKEPROOF 
» LOCKWASHERS 

^ EXTERNAL TEETH 

Screw Size Std. Pkg. 

_ 4 . 1000 

_ 6 . 1000 

_ 8 . 1000 

_ 10 .1000 

_ 1/4 .1000 

_ % . 1000 


Copyright by U. C. P.^ Inc, 
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t K M Airplane Insulators • Tube Sockets • Couplings 

U^AJLflJUtAXJft^ Spacers * Speed Nuts * Tool Kits 



BIRNBACH 
SPEED NUTS 


^ TEMPERED STEEL 

W PARKERIZED 


Cat. 

No. 

Thread 

Size 

Length 

Width 

Thickness 

Std. 

Pkg. 

6350 

. 4-36. 

. 3/8". 

.. 1/4" 

. ..012". . 

.1000 

6351 

. 6-32. 

.7/16" 

. .9/16" 

. ..017". . 

.1000 

6352 

. 8-32. 

. 1/2". 

. .5/16", 

. ..017". . 

.1000 

6353 

.10-24. 

. 5/8". 

.. 3/8". 

. ..022". . 

.1000 

6354 

. 1^-20. 

. 3/4". 

.. 1/2", 

. ..025".. 

.1000 



BIRNBACH 
SPEED NUTS 


TEMPERED STEEL 
PARKERIZED 
For use with sheet 
metal screws. 


Thread 

Size 

Length 

Width 

Thickness 

Std. 

Pkg. 

4A 

3/8" 

1/4" 

5/16" 

.022" 

1000 

6A 

1/2" 

.025" 

1000 

8A 

5/8" 

13/32" 

.028" 

1000 

lOA 

3/4" 

1/2" 

.031" 

1000 

14A 

7/8" 

9/16" 

.037" 

1000 


Cadmium plated brass 
for panels up to %" in 
thickness and for 
dia, shafts. The No. 
551 and No. 552 are 
complete assemblies of 
the No. 550 and 
dia. brass shaft cad¬ 
mium plated. 

Cat. No. 


550— ^Front Panel Bearing. 

551— Front Panel Bearing, 

shaft, 3" long. 

552— Front Panel Bearing, 

1^" shaft, 6" long. 


Std. Pkg. 

.50 



BIRNBACH SPRING WIRE CLIPS 


They will hold a wire up 
to No. 10 B&S Gauge in a 
secure contact. All clips 
are brass nickel plated. 


32A^ —Spring Clip.. 

32 •—Spring Clip. .1" . . . . ^ 

33 —Twin Clip...l?4"_s 


". .. 6 _ 100 

. .10_100 

'...10_ 50 


6 PIECE SCREW DRIVER SET 


Unbreakable, shock- 
i-i ' \ proof, non-inflammable 
« ' , ' amber handle, with 

*/ flange aluminum screw 

j. f ; *'■“ ‘ chuck. Blades hardened, 
W/lLZj tempered and fully pol- 
-iWfrta'.-rt, Lshed. For most TV and 
7 ^ iMiij Radio work. 

>1 11 Blade Size 

TTnuTrU^ i—Cabinet Blade 

- " H H "/s ^3% 

tl f 1— Cabinet Blade 

^ ^XSV2 

I 111 —^Mechanic Blade 

no % X 51/2 

" r > vir, 1 —^Recessed Head 
h k ,, ?''(# 1 ) Blade x 4 % 

/"L * ’ J 1 —Recessed Head 

(#2) Blade i/ix4% 
-'y-y 1 —^Amber Handle 

" ■ . ' with Chuck 

All in attractive leatherette ease. Wt. 5 lbs. 

Cat. No. 3618.Std. Pkg. 12 


Radio’s Master — 18th Edition 


BRASS 

BUSHING AND 
SPACERS 


These speed nuts are self locking and h«lp reduce 
assembly time. They prevent loosening from vibra¬ 
tion, eliminate need of washers and stand up under 
abuse. For use with machine screws. 


INSULATED BUSHINGS & SPACERS 


For No. 6 !4'' O.D. For No. 8 

Cat. No. Std. Pkg. Length Cat. No. Std. Pkg. 

I 145_100.1,4".I 149-100 

I 146_ 100 .%". I 150- 100 

1147 _ 100 .%". I 151- 100 

1148 _100.%".IIS'!-100 


Tr 


BIRNBACH FRONT PANEL BEARING 



SHAFT COUPLINGS. 
REDUCERS AND 
EXTENDERS 


J B 1* 


By the use of these units 
all and %" dia. shafts 
and knobs can be assembled 
together. The insulated 
units are for use where 
electrical isolation is de¬ 
sired. Furnished complete 
with set screws shown. 


PjS5S5S?J 


SHAFT COUPLINGS 
Brass Insul. Shaft Hole 
No. No. A B 

534 .634. 1/4" 

535 .635. 14 ".%" 

536 .636. %". 

537—Reducer for %" dia. 

hole to dia. shaft 


COUPLINGS 




Mtg. 

Length Width Hole Std. Pkg. 


Brass 

Insul. Shaft Hole 

No. 

No. A 

B 

531 . 

.631 . 1 / 4 ". 

. 

532 . 

.632 . 1 / 4 ". 

.%" 

533 . 

.633 . %". 

.%" 


EXTENDERS 


538 

539 


Brass 

Insul. 

Length 

1%" 

1%" 

Hole I.D. W . 

. y4" 

Shaft O.D. V 4 ." . 

.¥ 4 " 

BRASS SHAFTING 

No. 

Dia. 

Length 

540. 

.. 

.. 6" 

541 . 

. ¥ 4 " . 

.. 12" 

542 . 

.% ". 

.. 8" 

FIBRE SHAFTING 

No. 

Dia. 

Length 

543 . 

.. 

.. 6" 

544 . 

... 

.. 12" 

545 . 

.. 

.. 8" 


RATCHET 
HANDLE SCREW 
DRIVER SET 


6 piece set. Same as 
above but with ratchet 
amber handle. (3 way: 
left, right and rigid). 
Weight: 5 lbs. 



^3 


TRANSMITTING TUBE SOCKETS 


For raising sub panels, chassis, condensers, 
transformers, etc. Hole will accommodate a 
No. 6 or No. 8 screw. 

For No. 6 !4"0.p. For No. 8 

Cat. No. Std. Pkg. Length Cat. No. Std. Pkg. 



50-Watt socket has ex¬ 
tra heavy side wiping 
phosphor bronze contact 
spring with the fila¬ 
ment spring having a 
double contact to safely 
carry the heavy current. 


434— 50 Watt. 

435— 10 Watt. 


AIRPLANE 

INSULATORS 

Used on mobile and air- 
craft and also with guy 
wire on TV installations. 

Shaped for the least air -- 

resistance; have very 
high tensile strength and 
low loss. Nos. 473 and 
474 made of white glazed 
low absorption porcelain. 

No. 472 made of wetprocess glazed brown 
Cat. No. St. Pkge. 

472— 21^" (brown) . 25 

473 — 2" (white) . 100 

474— 11 / 2 " (white) . 100 


LEADIN INSULATORS 


Each cone 2%" high, made 
of low absorption, vitrified 
glazed porcelain. The Nos. 
4237 and 4238 have insulat¬ 
ing bushings to insulate rod 
that goes through the wall., 2 
bushings are included, %" 
and long, allowing com¬ 

plete insulation of the thread¬ 
ed rod of any length in mul¬ 
tiples of Complete with 

brass nickel plated hardware 
and lead and cork washers to 
permit water-tight seal. 


Description Std. Pkg. 

.10" Rod.10 

.15" Rod.10 

.10" Rod with bushings.10 

.15" Rod with bushings.10 

Individually Boxed 



BEE-HIVE STANDOFF 


Base measures 2" dia. with 3 
holes on a 1%" circle, for 
No. 6 screws. Complete with 
12-24 nickel plated brass 
screw and nuts. No. 766J 
has a No. 403 Jack. Avail¬ 
able white or brown glaze. 


Cat. No. Hardware Std. Pkg. 

766 -—Standoff Insulator, 12-24 Screw.10 


766J—Jack Type, No. 403 Jack.10 


PORCELAIN 

To bring a lead-in into a building. %" diameter 
hole required. 


Std. Pkg. 

. . 100 
.. 100 
. . 100 
. . 100 
. . 100 


BIRNBACH THREADED RODS 




These brass nickel plated threaded rods are standard 
parts of our insulator assemblies. 


Cat. No. 

Length 

Thread 

Std. Pkg 

16... 

... 4" .... 

.. 14 - 20 . 

.1000 

17. .. 

... 51 / 2 ".... 

.. 1 / 4 - 20 .. 

.1000 

18. .. 

...10" _ 

. . 1 / 4 - 20 .. 


113. . . 

...15" _ 

. . 1 / 4 - 20 . . 


114. . . 

... 1%".... 

..10-32.. 

.1000 

115... 

... 1 %"- 

. .10-32.. 


116... 

... 21^".... 

. .10-32.. 

.1000 

117... 

... .8" .... 

. .10-32.. 

.....1000 

118... 

... 8" _ 

.. 8-32.. 

.1000 

119... 

... 8" . 

.. 6-32.. 

.1000 

15.. . 

, ... 2" _ 

.. 6-32.. 

.1000 


See Pages S-43 to S-45 for Birnbach Prices 
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BIRNBACH STEATITE PILLARS 

(Without Hardware) 


Ceramic • Lucite • Steatite Insuiators • Standoff > 
Piilar • Cone * Feedthru * Button • Antenna ^ 


vwmssm 

0 jiii.iD.n.u.; •;. : > In many constructions, these 

\ unmounted threaded steatite 

. pillars will facilitate assem¬ 
bly because of the one hole 
mounting and parallel mounting surfaces. They are 
made of glazed Steatite with threaded holes on 
both sides. 

_ ^ .. Threaded 

Cat. No. Height Dia. Hole Std. Pkg. 

443 . 1/2 . 1/2 . 6-32.100 

444 . % .%. 6-32.100 

445 . 1 ..... 1/2 . 6-32.100 

446 . 11/2 . 6-32.100 

447 . 21/2 . Yz . 6-32.100 

443. 21/2 .%.1^-20. 50 

449.4 ..Vt-20. 50 





h-cH 



Have great tensile 
losses at very high 
ends; supplied with 
and top hardware. 

Cat. Height Std. 

No. A Pkg. 


strength with extremely low 
frequencies. Tapped on both 
nickel plated mounting base 

Dimen. Base Dia. Hard- 
B C D ware 


450 . . 

. .1" .. 

.10. 

.Va". 

• lys" 

. 78". 

. 6-32 

45 OJ. 

.1" .. 

10. 

.¥ 2 ". 

• lys". 

. 78". 

.403 Jack 

451. . 

..IVz".. 

.10. 


. 1 %" 

. 78". 

. 6-32 

45 IJ. 

.IVc". . 

10. 

. y2". 

• lys". 

. 78". 

.403 Jack 

452. . 

. .2y2".. 

.10. 

. ya ". 

• lys" 

. 78". 

. 6-32 

452J. 

.. 21 / 2 "..^ 

.10. 

.ya". 

• lys". 

. 78". 

.403 Jack 

453. . 

. . 21 / 2 ".. 

. 5. 

.%". 

. 1 

. .1^". 

. 74-20 

4.53J. , 

.. 21 / 2 ".., 

. 5, 

.%". 

. 1 ^. 


, 395 Jack 

454. . 

. . 4" . . 

. 5. 


. 1 A" 

. .lA". 

. %-20 

454J., 

. . 4" . . , 

. 5. 


.lA". 

.lA". 

,395 Jack 



74". . 

ya".. 

...ya" 

...ya" 

. . . . . . . . 

. . . • . . . . 

.%" 

.74" 

. . . .25 
....25 

1" . . 

...ya" 


.%" 

. . . .25 

1 % " . . 

... % " 


. %" 

. . . ,25 

2" . . 


__ 

.ya" 

. . . .25 


CONE STANDOFF INSULATORS 


BIRNBACH 

STEATITE 

PILLARS 


(STEATITE) 

Hcfc 


All heights 

ex- 

1 ^ 

JT 

cept the No. 

430 

1 ^ \ 


are available 

with 



a Jack or 

a 

1 ^ ' 

i ^ 

threaded hole 

top. 

/ P 


Complete w 

i t h 


iJ. 

screws, metal 
cork washers. 

and 

I-b'^ 

^D 


Base 

Cat. Height Std. Dimensions 
No. A Pkg. B C 


. %" 

■ Is" 

. 6 

-32 

. 6-32 

U" 

■ . 72 ". 

. 8 

-32 

. 8-32 


.ya". 

. 8- 

-32 

.403 Jack 

%" 


.10 

-32 

. 10-32 

78" 


.10 

-32 

.403 Jack 

1%" 

. %". 

. %■ 

-20 

- 74-20 

1%" 

. %". 

. %■ 

-20, 

. 39.5 Jack 

. 430- 

-5/32" 

4 

31 

& 43IJ^— 

43 2 J- 

-7/32' 

4 

33 

& 433J— 


BIRNBACH STANDOFF INSULATORS 






Highly vitrified low absorption glazed porcelain. 
No washers are necessary for mounting except No. 
405 and No. 966. All brass nickel plated hard¬ 


ware is supplied. 

Cat. Height Std. 

No. A Pkq. 

4D5... %"..10( 

965.. .1" .. 5( 

966.. . 1 " .. 50...!%".. ...1" 

966J..1" .. 56...!%".. ...tfs" 

866 . . . 11 / 2 ". . 25. . .1%". .IVs". .1%". . .rfe" 

866 J . . 11/2 " . . 25. . . 1 % ". . 1 1/8 ". . 1 %".. . 

866 SJ.li/ 2 ". . 10. . .1%". .ll/s". .1%". . .4" 

4275.. .2%".. 10...2%"..2" ..2i/8"...%" 

42751.. 2%".. 10... 23 / 4 ". .2" . .21/8".. . 14 " 

4450. . . 41 / 2 ". . 5. . . 3 :%". . 21 / 2 ". .2%". . 

4450J . .4%". . 5. . .3%". .2%". .2%". . . 

Hardware: No. 405—6-32; 965 & 966—8-32; 

966.T & 866.T—^No. 403 Jack; 866—10-32; 
866SJ, 4275J & 4450J—^No. 399 Jack; 

_4275 & 4450—14-20. 


Base Dimensions 


B C 
. . 1 " .. 

.. 114 ".. 

%" 

%" 

.ll/s" 

. .134". .IVs" 

. .134". .ll/s" 
..2 34". .2" 
..2 34 ". . 2 " 

. . 3 :%". . 21 / 2 " 
..3%". . 21 / 2 " 


BIRNBACH 
STEATITE BUTTON 

This specially designed steatite 
button is intended for use to 
simplify wiring and to be used 
as a binding jjost or a binding- 
post insulator, or as a standoff 
insulator. Attention is called to 
the uniqueness of the design which 
prevents either section of the in¬ 
sulator from turning in respect to 
the special screw. The specially 
•D designed screw locks both sections. 
Cat. No. Std. Pkg. 

457—Steatite Button .25 

» Dimensions 

A C D E 

5/16". Y 2 " -6-32 


a "LUCITE" FEEDTHRU 

INSULATORS 

These feedthru insulators are ideal for 
I ; I bringing high frequency leads thru a 

t panel. They are made of genuine DuPont 

Lucite. Because of its low loss at high 
frequency. It is well adapted to insulated 
elements of high frequency circuits. The 
14 " dia. insulators have brass nickel 
plated 6-32 hardware and the %" dia, 
insulators, 10-32 hardware. 

Height 

Cat. Above Insulator Mtg. Bottom Std. 

No. Panel Dia. Hole Height Pkg. 


BIRNBACH 

METAL BASE INSULATORS 

Extremely long leakage 
paths due to the corru- —r 

|| gated surface is one of s I 

the important charac- j . ^ ^ 

teristics. Made from ^ I 

high tensile strength I ' t 

low absorption porce- b 
lain smoothly glazed ^^ 
all over. Supplied with ^ 

nickel plated brass { 

screws and nuts and ^ 

^ cadmium plated drawn l^C 



Cat. Height Std. 


Base Dimension 


4176. . .2%".. ,10. 
4I76J . .2%".. .10. 
445 I . . . 4 1/2 ". . . 5. 
445IJ . , 41 / 2 ".. . 5. 
Hardware: No. 867— 
4176 & 4451— 
395 Jack. 


BIRNBACH FEEDTHRU INSULATORS 

Made of highly vitrified, low absorption porcelain 
smoothly glazed. Long insulating sleeves on the 
lower part of the insulator. Brass nickel plated 
hardware. 





Cat. Height Std, Dimensions 
No. A Pkg. B C 
458 .. %"..50.. fl".. 1 / 4 ". 
478 . .1" . .25. . m"- ’ !%"■ 

478J..1" ..25.. |g".. fs". 

4125 . . 114 ". .25. . 

4I25J. . 114 ". .25. . 

4234 . . 234 ". .10. .2" . .1" . 

4175 . . 234 ". .10. . 114 ". . %"• 
4 I 75J . . 2 34 ". . 10 . . 1 14 " . - %"■ 


BIRNBACH CORRUGATED 
FEEDTHRU INSULATORS 


.. hi' 

.. %' 


.. 6-32 

.. 



.. 10-32 

.. 



'. .403 Jack 

.. 78' 

'.. %' 


'.. 10-32 

.. 78' 

%' 

' • •. lis' 

'. . 40 3 Jack 

. . 2" 

. . 1" 

...%' 

y. 74-20 

. . 1 %' 

'.. %' 


%-20 

. .1%" 

%' 


'. . 394 Jack 









Have more than twice the leakage path of the 
straight type because of increased surface of the 
corrugations. Brass nickel plated hardware and 
cork mounting washers supplied. 


Cat. 

Height 

Std. 

Dimensions 

Mtg. 

Hard¬ 

No. 

A 

Pkg. 

B 

C 

Hole 

ware 

479 

.178". 

.25. 

174" 

. hi". 

. A " . 

10-32 

479J 

. .1%". 

.25. 

1%" 


. 

.40 3 Jack 

4276 

. .2%". 

.10. . 

1%" 

.1" . 

. 

74-20 

4276J, 

, .2%". 

.10. . 

178" 

.1" . 

. %". 

.394 Jack 

4452 . 

.472". 

. 5. . 

2 78" 

.17a". 

. 1" ., 

. 74-20 

4 45 2 J. 

.472". 

. 5, . 

2 78"^ 

.17a". 

. 1" . 

. 394 Jack 



Mounting 
Screw 

BCD 
. .I%xl^"...iy 2".,.2 #8 
. .l%xl^".. .IV 2 ".. .2 #8 
..134x1%"...!%".. .4 #10 
..134x1%"...!%".. .4 #10 
. .214x2%". . .1%". . .4 #10 
. .2.%x2%". . .1%". . .4 #10 
-10-32; 867J—^No. 403 Jack; 
'%-20; 4176J & 4451J—No. 


BIRNBACH LUCITE SPEADERS 

DuPont Lucite 

. which has a 

wtt" ,•"'/*«' very low loss at 

\ L ., -- .I., .. 5 / radio frequencies. 

Very low water absorption. Holes are drilled to 
take a No. 12 wire. A screw at the end of the 
spreader locks the wire in position. 

Cat. No. Wire-Spacing Std. Pkg. 

466.2".25 

437 .4".25 

438 .6".25 

BIRNBACH LUCITE RODS 

Cat. No. Length Dia. Cat. No. Length 
455.12" %" 455A.48" 

459 .12" %" 459A.48" 

460 .12" %" 460A.48" 

461 .12" %" 46 lA.48" 


BIRNBACH HIGH VOLTAGE 
FEEDTHRU INSULATOR 

High dielectric and mechanical strength. 
The extra long leakage path is made 
possible by the corrugations on tlie 
top insulator. The bottom sleeve tapers 
from a base dia. of 1-3/16". 

Cat, Std. Base Mtg. Hard- 

No. H. Pkg, Dia. Hole ware 
4233 . . 1 % ". . 10 . . 2". . 1 %" . . %-20 


BIRNBACH ANTENNA INSULATORS 


470—7 inch 471—12 inch 

■■ ■■■' ■ ■■ ^ Low moisture ahsorp- 

BIRNBACH RS;46a tlon. The leakage path 

is long and the cross 
section is small. White 
M glaze overall. 

Cat. No. Std. Pkg. 

Center Insulator 

S 468—4%" long ...10 
668—4%" long ...25 

470—7" long.10 

—-- 471—12" long_ 5 


BIRNBACH FEEDER SPREADERS 

%" X 1 / 2 ". Vit¬ 
rified, low ahsorp- 
■ tion, high tensile 

strength porcelain 
with smooth white 
glaze overall. 


Cat. No. Std. Pkg. 

462—'Spreader, 2" long.25 

464—Spreader, 4" long.25 

469—Spreader, 6" long.25 


STEATITE AIRPLANE INSULATORS 
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(BiAnJbcudL 


Antenna * All Wave Kits * Ignition Filters 
Resistance/ Phone Cords 



BIRNBACH ANTENNA KITS 



Cat No. 503 — AERIAL KIT 

75 ft. 7/24 Copper Wire 
35 ft. B.C. Lead-in Wire 
1—No. 650 Lightning Arrestor 
1—No. 600 Ground Clamp 

1— 1^0. 611 Lead-in Strip 

2— ^No.- 666 Porcelain Insulators 
2—No.- 669 Glazed Nailit Knobs 

2—-No. 665 Galvanized Screw Eyes 
Std. Pkg. 24 Weight 65 lbs. 


UNIVERSAL ALL WAVE KIT 





The No. 149 All Wave Antenna Kit is designed for 
efficient operation with all types of receivers. 

List of Parts: 

2 —30 ft. coils 7/24 bare copper aerial wire 
1—50 ft. coil Stranded Transmission Cable 

1— Transfer unit 

2— Porcelain Insulators 

2 —All Wave Lead-in Strip 

1— Ground Clamp 

2— Glazed Nailit Knobs 

The above completely assembled for simple installa¬ 
tion. 

Cat. No. Std. Pkg. 

‘ 49—Universal All Wave Kit.24 


SCREW TERMINAL LEAD-IN STRIP 


Locks wire together with 
strip in a secure connec¬ 
tion assuring perfect con¬ 
tact. Has weather-proof 
covering over a copper 
strip with cadmium plated 
terminals. White or Black. 


Cat. No. Std. Pkg. 

617—Lead-in Strip.50 

2617—^Doublet Lead-in Strip .25 


BIRNBACH LEAD-IN STRIPS 


BIRNBACH IGNITION FILTERS 


Completely eliminate all ignition and high iP iM M 
tension circuit interference. Copper wound 
inductance accounts for the low resistance of RMam 
120 ohms for the Ignition Filter. Due to 
the low resistance of these filters, less gaso- 
line is consumed than when high resistance 
filters are used. 

350 

Cat. No. Std. Pkg. 

350— Ignition Filter (Bracket Type).25 

351— ^Ignition Filter (Cable Type).25 

352— ^Distributor Filter .10 

353— Ignition Filter (Screw Type).25 

359—Ignition Filter (Sllp-on Type).25 


BIRNBACH MASTER FILTER 


Eliminates all ignition interfer- 
ence> does away with necessity of 
having filter for each spark plug. 
Distributor type for easy inser¬ 
tion into distributor head. Cable 
type to be placed into the distribu¬ 
tor lead where impossible to in¬ 
sert into distributor head. 


354—Cable or Distributor 

Type .12 


AERIAL SPRINO ADJUSTER 

Corrects excessive sag 
.. . _§ of doublet antennas. 

Prevents swinging and 
^ 1 / ^ sw'aying, eliminates 

^ 1 / resultant fading of 

\ yT fflOB signals. Consists of 
two hooks with por- 
illl celain rings, powerful 

^ I compression spring. 

Cadmium plated thru- 

3IRNBACH Cat. No. 

5PRIN6 ANTENNA 76 5—Birnbach Aerial 

ir ADJUSTER fP^ng^, 



OII»N0ACM 


Rust-proof steel, cadmium plated thruout. 

Compact 

compression spring for taking up slack in 

guy wire 

due to pull or strain on antenna. 


Cat. No. 

Std. Pkg. 

764—Airplane Spring . 

. . .100 




« Bl RN BACH 




Covered with a heavy cotton braid and weather¬ 
proofed, with numerous coats of lacquer. Clips are 
riveted and soldered at both ends. 

Cat. No. Std. Pltg. 

611—Black 12" long.. 50 

613—White 12" long. 50 


DOUBLET LEAD-IN STRIPS 


Consists of two strips 
held parallel by. a 
piece of bakelite. 
This assembly pre¬ 
vents the strips from 
moving back and 
forth. 

Cat. No. Std. Pkg. 
2611 25 

Black or White 





BIRNBACH 
NAIL-IT KNOBS 


BIRNBACH 

PORCELAIN 

INSULATORS 



BIRNBACH GLASS INSULATORS 

Made of crystal clear glass and 
)j have a smooth surface which pre- 
vents dirt or ice from collecting. 

at. No. 00—3".Std. Pkg. 100 


BIRNBACH 

LIGHTNING 

ARRESTOR 


Glazed porcelain body, nickel-plated hardware. 
Outdoor or indoor use. Mounting screws and 
instructions. 

Cat. No. Std. Pkg. 

650—Lightning Arrestor .50 


AC-DC 

ANTENNA WIRE 

Low cost, flexible, 
stranded cotton braided 
wire ideal as an indoor 
antenna for AC-DC Uni¬ 
versal Receivers. Colors 
Brown or White. 

Ft. 

. 25 Ft. Hank 

. 100 Ft. Spool 

. 500 Ft. Spool 

.1000 Ft. Spool 



AC-DC RESISTANCE CORDS 



Consists of a line cord into which a third element 
has been incorporated. The voltage dropping re¬ 
sistor reduces the voltage to that needed for the 
filament of the tubes. The 135, 160, 180 and 200- 
ohm cords can also be used for single light 20 and 
15-watt fluorescent fixtures. All 6-ft. long, color 
coded with tinned leads and all rubber plugs. All 
individually boxed. 

„ ^ ■ Sets Having Following 

Cat. No. Cord Rating Tubes: 


SPEAKER EXTENSION CORDS 


These extension cords 
are constructed of 
stranded annealed cop¬ 
per wire insulated with 
rubber over which a 
brown mercerized cotton 
braid is closely woven. 
Complete with easily 
attached bakelite con¬ 
nector. 


Cat. No. 

166.10 ft. Cord 

120..20 ft. Cord 

151.... Bakelite Extension Cord Connector Only 


__ SPEAKER 

CORDS 

stranded wire, insul¬ 
ated with rubber, 
with closely woven 
brown mercerized cot¬ 
ton overall. 

Cat. No. 

102 .5 ft. with Pin Tips on both ends 

103 .5 ft. wdth Pin and Spade Tips 

106.5 ft. with Pin and Eye Tips 

413.10 ft. with Pin and Eye Tips 


35 .135 ohm-25Z5-43-4 (6.3 volt tubes) 

36 .160 ohm-25Z5-43-3 (6.3 volt tubes) 

34.180 ohm- 12Z3-43-4 (6.3 volt tubes) 

49.200 ohm-25Z5-43-2 (6.3 volt tubes) 

37 .220 ohm- 12Z3-43-3 (6.3 volt tubes) 

41 .250 ohm-12Z3-43-2 (6.3 volt tubes) 

25Z5 -3 (6.3 volt tuhbs) 

38 .290 ohm- 12Z3 -3 (6.3 volt tubes) 

45.300 ohm.... 

39 .330 ohm.... »4 (6.3 volt tubes) 

12Z3 -2 (6.3 volt tubes) 

40 .350 ohm.... 12Z3 -1 (6.3 volt tubei) 

47.390 ohm.... -2 (6.3 volt tubes) 

58 .560 ohm. . . . For 3-way portables, AC- 

DC battery sets 

59 .960 ohm.... Wherever 45Z3 rectifies li 

used (All pocket typo 
radios) 

125....220-110 volt. .Step dovm reducing cords 
with Continental Plug 


HEADSET 

C TBIR NB ACMiV V PHONE CORDS 

s—— *5—These cords are closely 
^ woven and are very dur- 
strong. Stand- 
ard cords listed match 
practically all headset# 
^ manufactured. 

Cat. No. 

104 ..5 ft. with Pin Tips on both endi 

105 .5 ft. with Pin and Spade Tips 

107 .5 ft. with Pin and Eye Tips 

108 .8 ft. with Pin and Eye Tips 

109........ 10 ft. with Pin and Eye Tips 
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iBvunbadL 


Perma-Tune Detent Switch Controls 
TV Antenna Accessories 


Cat. No. 7080, 7081, 7082, 
7084, 7086 Supplied 

WITHOUT Location Plates 
(RE-USE ORIGINALS) 

Cat. No. 7080.C, 

7081-C, 7082-C, 7083. /r ^ 
7089 Supplied ifIJM 

COMPLETE 
with Location Plate 



m 

M 


II! ; 

Sis/ 


*CAT. No. 7080 Without Location Plate 
(Short Shaft) 

CAT. No. 7080-C. COMPLETE with 
Location Plate 

Replaces RCA Part No. 71463 (Short Shaft) 

621TS 648PV 8PCS41 

630TS 648PTK 8TOS41C 

641TV 8TV41 

CAT. No. 7081 Without Location Plate 
(Long Shaft) 

CAT. No. 7081-C, COMPLETE with 
Location Plate 

Replaces RCA Part No. 72743 (Long Shaft) 
RCA CHASSIS NUMBERS: 

721TS 721TCS 730TCS 730TV2 8TS80 


CAT. No. 7082 Without Location Plate 
(Extra Long Shaft) 

CAT. No. 7082.C. COMPLETE with 
Location Plate 

Replaces Admiral Part No. 76B14 
(Extra Long Shaft) 

As used in late series Admiral chassis Models 
30A and 80. Some early model Admirals use 
short shaft—Admiral Part No. A158294A5. 
The Birnbach replacement for this is Cat. No. 
7080. 

Also replaces Capehart Part No. 461-PI2 
Also replaces RCA Part No. 71531 


• Improved Precision Construction 
with new Heavy Duty Phosphor 
Bronze Springs. 

• Low Cost, High Quality Replace¬ 
ments for RCA and other Popular 
TV Tuners. 

• Each Birnbach Perma-Tune Detent 
Switch is individually boxed with 
Reference Sheet and Instruction 
Sheet. 


REPLACEMENT DETENTS FOR 
TELETONE 

Some Teletone models use detents with either 
3/16" or shaft diameters. 

Chassis numbers do not indicate which size 
shaft was used, so check shaft diameter be¬ 
fore ordering. 

Cat. No. 7084 (without location plate)-— 
Replaces i/4'' diam, brass shaft detent. 

Cat. No. 7086 (without location plate)— 
Replaces iV' brass shaft detent. (Thin) 


CAT. No. 7088—(Magnavox) 

Replaces Magnavox Part No. 633722-1 


CAT. No. 7089—(All Phenolic Shaft) 

Replaces RCA Part No, 75162 

(COMPLETE) 

For use with RCA Chassis Numbers: 
2T51 6T54 6T74 6T79 6T87 

2T60 6T65 6T76 6T84 9T57 

2T81 6T71 6T77 6T86 9T89 


CAT. No. 7083—BIRNBACH PERMA-TUNE DETENT SWITCH 

COMPLETE ALL-PHENOLIC SHAFT RCA Part No. 73440 Replacement 

This complete All-Phenolic Shaft Detent No. 7083 is designed for use with RCA TV Tuner Type 
No. 74941, 73435, and 74571. 

The following is a list of RCA Chassis Models using the Birnbach Detent No. 7083 and its 
corresponding RCA TV Tuner Numbers: 


RCA TV Tuner Type No. 73435 

Chassis Numbers: 


8TV321 

8TV323 

9T240 

9T240K 

9TC245 


9TC247 

9T0249 

9TW309 

9TW333 


RCA TV Tuner Type No. 74941 

Chassis Numbers: 


TCI 6 8 

8TC270 

8TC271 

8TK320 

9TW390 


lo. 74941 RCA TV Tuner 
rs: Type No. 74571 

9 TO2 4 0 Chassis Numbers: 
9T0270 9T246 

9T0272 9T256 

9TC275 TlOO 


*Other TV Sets Using BIRNBACH CAT. No. 7080 DETENT 
Replacement for RCA Port No. 71463: 


AIRKINQ 

AlOOO 


DE WALD 

BTIOO 

CTlOl 

CT102 

CT103 

CT104 


CORONADO EMERSON GAROD 

94TV2-43-8970 545 920 

94TV2-43-8971 585 940 

94TV2-43-8985 608 1020 

94TV2-43-8986 617 1030 

618 1120 

1130 

CAPEHART FADA 1220 

610P TV30 1230 

651P 930 

661P 899 

601P 880 

602P 799 

604P 

461P 


OLYMPIC 

TV104 


PACKARD 

BELL 


TECH- 

MASTER 


T10823 

T10925 

T12823 

,T15823 

T15925 

CFM15925 

KRF15933 


BIRNBACH 

GROUND 

ifiiiiiia-b iaa rods 

Highly efficient. For FM and TV antennas. 
Cat. No. St. Pkge. 

616—4 ft. 12 

618— 6 ft. 12 

619— 8 ft. 12 


^ BIRNBACH LAG BOLTS 

Galvanized steel. Screws easily into 
III wood, brick, etc. For permanently 

III holding brackets, etc., in place. Avail- 

able in four sizes—1", 1^", 2", 3". 
S Specify size. 

§ Cat. No. St. Pkge. 

P 7043—1" . 100 

▼ 7043— lYs" . 100 

7043— 2" . 100 

7043—3" . 100 


SCREW EYE BOLT 

Use this sturdy, steel eye-bolt for 
guy wire on TV mast installation. 
Overall length 2Shank length 
1%". Thread length It’s". Inside 
diameter 

Cat. No. St. Pkge. 

TIO . 100 



PHfLMORETRUETONE 


US TELE¬ 
VISION 


BRIDLE RING 

Ruggedly constructed. Will stand up under 
maximum strain. Made of galvanized steel. 
Cat. No. St. Pkge. 

7037 . 100 


DRIVE RING 

e i I— Can be used for secur¬ 

ing guy wire. Made of 
steel galvanized. When hammered in at an 
angle will remain secure under any condition. 
Cat. No. St. Pkge. 

7036 . 100 


LAG SCREW EXPANSION SHIELDS 

M Used widely in tele- 

j i rTW? vision installations. 

Will fit 1^" lag 
screws. CJompletely 
rust-proofed. Provides greater load strength 
and the outside corrugations add additional 
strength on masonry, T17 is used with the 
Birnbach No. 7043—(1"). T18 is used with 
No. 7048— cm") lag screw. 

Cat. No. St. Pkge. 

T17—1" X Yz" O.D. 100 

T18—1%" X O.D. 100 


BIRNBACH LEAD ANCHORS 

FOR WOOD SCREWS 

wood screws. Takes 
No. 10-12-14 wood 
screw and are O.D. Will fit and 
holes. 

Cat. No. St. Pkge. 

T19—(%" long) . 100 

T19—(1" long) . 100 

T19— (IY 2 " long) . 100 


BIR^^CH 

Made of hand tempered and hand forged high 
grade tool steel for hand drilling in brick, 
stone and concrete. 

Cat. No. St. Pkge. 

7049A—1^"—12" long . 12 

7049B—t*V"— 12" long .. 12 

7049 — 12" long ... 12 

7050 — 1 / 2 "—12" long 
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Bvunhadk. 


TV Standoffs • Strap Clamps • Couplers • Knobs 
Porcelain Tubes • Winding Machine 


A 


mum 



UNIVERSAL SCREW 
EYE STANDOFFS 

Insulated twin lead standoff 
constructed of low loss poly¬ 
ethylene and universal for 
both 300 ohm line and 
RC59U cable. Completely 
weatherproofed. No. 1965— 
Sy 2 " machine screw stand¬ 
off designed for mounting in 
metal mast—^uses a 10-32 
thread. No. 1968 — SVa" 
Drivin Insulators. 

Cat. No. St. Pkge. 

1963 — 314 " .. 100 

1964 — 71 / 2 " . 100 

1967— 121^" . 100 

1965— 81/2" M.S. 100 

1968— 314 " Drive-in.. 100 


0 ==^ 

^ MAST STANDC 


BIRNBACH 
'SNAP-ON" 
MAST STANDOFF CLAMP 


Snaps on masts in a jiffy. One piece con¬ 
struction for added strength; has universal 
polyethylene Insert for both twin lead and 
coax cable. Constructed of .120 spring alloy 
music wire, heavily zinc plated for preventing 
rust. 


Cat. No. 


St. Pkfle. 


TlOO—^to fit 1" masts 4^^" long. iOO 

TlOl—to fit 11^" masts long. 100 

T102—to fit 11 / 2 " masts long. 100 


r 


BIRNBACH STRAP CLAMP 

For Standoff 
insulator 
Just bend this 
clamp around a ' 

mast or vent 
pipe and screw 
in any wood 
screw standoff 

to tighten. No | 

tools required. 

Adjustable %" I 

to 2" diam. 



Cat. No. 
629 . 


St. Pkge. 
. 100 


MAST STAND-OFF 
ASSEMBLY 

For fast mounting of twin lead or 
coaxial cable. Complete with poly¬ 
ethylene universal insert. Fits all 
size masts from %" to 2" pipes. 
Fully weatherproofed. 

Cat. No. 628. 



St, Pkge. 60 


U-BOLT MAST 
COUPLER 

Galvanized steel bracket coup¬ 
les mast securely. Will take 
two masts. Also permits fast 
and secure attachment of 
crossarms to masts up to 1%". 
Cat. No. T8-St. Pkge. 50 




INSULATED WIRING NAILS 

Perfected for twin lead indoors. Low 
capacity effect. Fully insulated. 

Cat No. T42—^White or Brown 
(100 to box) - (1000 to carton) 


ALUMINUM GROUND WIRE 

Approved method for ground¬ 
ing. (Soft drawn). Size No, 
8 (%" O.D.) Recommended 
for use by National Electric 
Code. For grounding mast to 
ventpipes, gutters, ground 
rods, etc. against lightning 
and electrical disturbances. 
Cat. No. 

^7061. 60 ft. coil 

*7062. 100 ft. coil 

7063 . 500 ft, spool 

7064 .1000 ft. spool 



BIRNBACH 
TY-FM 
GUY WIRE 
KIT 

Simple and 
complete direc¬ 
tions with each 
individually 
boxed kit. 
Contains 50 ft. 
6 strands heavy 
No. 20 Guy 
Wire—3 Birn- 
bach No. 764 
Springs — 6 
Birnbach Vibration-proof No. 762 Clamps, and 
Guy Wire Ring. 

Cat. No. St. Pkge. 

226 . 24 



VIBRATION-PROOF 
GUY WIRE CABLE 
CLAMP 

For positive grip on guy 
wire. Weatherproofed. 
762-~Guy Wire 

Clamp,.. .St. Pkge. 100 



BIRNBACH TURNBUCKLES 


Constructed of rust-proofed, galvanized steel. 
Used to take up any slack guy wire. Conven¬ 
ient, durable, dependable. 


Cat. No. 

Sizes of Turnbuckles 

St. Pkge. 

763—3. 

. 31 / 2 ". 

.100 

763—5... 

...SVz". 

.100 

163—1... 

.TVs". 

. 50 



BIRNBACH 

SCREW 

EYES 


Porcelain screw eye handles up to 800 ohm 
line. Bakelite screw eye can take any size 
coaxial cable. 

PORCELAIN EYES 
Cat. No. St. Pkge. 

663— 3". 100 

664— 7" . 50 

667—12". 25 

BAKELITE EYES 


963— 3". 100 

964— 7". 50 

967—12" . 25 


MAST COUPLERS 

Will join 2 sections of 
mast easily, quickly and 
permanently, allowing 
an additional mast to ^ 
be added without any Vfl 
trouble. Takes 
Masts. 



Cat. No. TI03—Mast Coupler.St. Pkge. 25 



SADDLE GROUND 
CLAMPS 

Have hard pointed screw which 
digs through rust and makes a 
positive contact. Fits %" to 2" 
pipe. 

Cat. No. 625.St. Pkge. 50 


ECONOMY BRAND GUY WIRE 


4 strands of No. 20 high 
tensile twisted steel gal¬ 
vanized wire. Fully weath¬ 
er-proofed. 225 lbs. tensile 
strength. 

Cat. No. Cal. No. 

20A . 50 fl. 220A . 500 ft. 

221A . 100 ft. 1220A . 1000 ft. 




TWIN LEAD 
PORCELAIN 
TUBE 


Completely water-resistant; fits %" hole. 
Brings twin lead directly into house. Lengths 
specified are from underhead. 

Cat. No. St. Pkge. 

T44—4" . 100 

T46—6" . 100 

T4S—8" . 50 


TY PORCELAIN SCREW 
TWIN-LEAD KNOB 

Use this standoff insulator for 
keeping line away from wall 
and to atichor the end of the 
line. Complete with screw. 
Cat. No. St. Pkge. 

T669—^crew Twin-Lead 

Knob ... 100 



DOUBLET LIGHTNING ARRRESTOR 

Air gap type, ac¬ 
cepted means of 
protecting doub¬ 
let antennas from 
lightning. Com¬ 
plete with mount¬ 
ing screws. In¬ 
structions printed 
on box. 

Cat. No. 2650.St. Pkge. 25 



ANTENNA STABILIZER 



Used on conical antennas to take the chatter and 
wow from the vibrating elements. Superior rigid 
universal construction handles various sized ele¬ 
ments; prevents loosening and breakage of dipoles. 
Cat. No. TI04—Antenna Stabilizer... St. Pkge. 50 



PIPE HANGERS 

Galvanized steel. Can he used 
for fastening poles, masts to 
walls, roofs, gables, etc. Two 
sizes: 1", specify size. 

Cat. No. St. Pkge. 

7038 . 100 


PERFORATED HANGER STRAPPING 

For mounting Antenna 
Masts to various odd 

shaped objects such as 
chimneys, towers, etc. 

Made of %" x .023 gal¬ 
vanized steel strap. Tough 
but flexible. 

7032— 12 ft. Coil—Strapping.St. Pkge. 25 

7033— 100 ft. Coil—Strapping.St. Pkge. 8 



VENT PIPE MOUNTING STRAP 



For securing poles of television or mast antennas to 
vent pipes. Cadmium plated steel, 24" long. 

Cat. No. 626.St. Pkg. 25 



GUY WIRE 

Galvanized steel stranded 
twisted wire. Made of 6 
strands No. 20. Fully 
weather-proofed. 450 lbs. 
tensile strength. 


Cat. No. 



19. 

.... 26 

ft. coil 

20........ 

. 50 

ft. coil 

221. 

. 100 

ft. coil 

220. 

.... 500 

ft. spool 

1220. 

.1000 

ft. spool 
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Loom 


Accessories • Twin Lead 

(AJaJLwLUaAXU'I^ Microphone Connectors 


HALF-MOON DUO-DECAL SOCKET 

For CB Television tubes. Solid 
moulded black bakelite pro- 
vides 100% insulation around 
Multi-colored 
leads 

1 ) Cat. No. St. Pkge. 

U 7 f ^20—Duo-Decal Socket... 2 5 


Hi-Yoltage Anode 
Cap with Lead 

Dependable protection from 

high voltages found on a 

wUh^liV'^l 

Cat. No. c« PkoA 

TI4— m-Volt Anode Cap with Lead. *25” ’ 

For BCA, G.E.. and Sylvania Tubes. 


TELEVIStON 

SAFETY 


approved. Plugs into Ko, 813. 
SIS—TV Safety Cord.St, Pkge. 100 


MALE AC INTERLOCK PLUG 

Designed to mount on TV 
receiver cabinet and serves 
^ socket for Safety Cord 

813 —AC Interlock Plug 
____ St. Pkge. 100 

VINYL 

TUBING 

TV 

For 300 ohm line. Protects it from grounding 
when going over comers and eaves of build¬ 
ings. Waterproofs line and eliminates loss of 
signal. 

Cat. No. St. PkQe. 

321BC.100 ft. coils...8 


TWIN-LEAD 
300 OHM 
TRANS¬ 
MISSION 
LINE 

FM - Television 
Smooth Polyethylene insulation resists water, 
alkalies, oil, acids and abrasions—superior in 
resistance to sunlight and moisture. 

Cat. No. St. Pkge. 

7028— 50 ft. coils . 25 

7029— 100 ft. coils . 12 

7030— 1000 ft. spool . 8 


No. 231-MC 
Microphone 
Connector 


Made ol milled brass and chrome plated. Wire 
secured by threading thru coiled spring and bend¬ 
ing shield back on spring and soldering. Center 
conductor of cable is threaded thru eyelet of bake¬ 
lite insulator and soldered. Set screw then tight¬ 
ened completing connection. 

Cat. No. Std. Pkg. 

231 - MC,—Microphone Connector .100 




No. 232^FC 
Microphone 
Connector 


Milled from brass, chromium plated. Fits all stand¬ 
ard male fittings having %-27 thread. 

Cat. No. Std. Pkg. 

232- FC— ^Female Connector ...100 


BIRNBACH TELEVISION LOOM 


%" Non-Metallic Loom used for the protec¬ 
tion of Twin Lead and Coax Cable on tele¬ 
vision installations. 

Cat. No. Spool 

. 26 ft. 

1015 .. 100 ft. 


No. 233-CC CHASSIS CONNECTOR 


! Milled of solid brass. Mounts in 
.385" dia. hole to ground shell 
directly to chassis. Mounts in 
¥ 2 " hole when insulation from 
panel is reauired. Supplied with shoulder and 
flat fibre and metal washers and hex ,ock nut. 

Cat. No. Std. Pkg. 

233-CC— Chassis Connector .100 


No. 234-CLC CHASSIS CONNECTOR 

« CLOSED CIRCUIT 

Circuit is closed before cable cir¬ 
cuit breaks. Prevents open grid 
circuit howls. Milled of solid 
brass, complete with shoulder and 
flat fibre and metal washers and lock nut. 

Cat. No. Std. Pko. 


234-CLC— Closed Circuit Jack 


Std. Pkg. 
,...100 


No. 235 PHONE PLUG ADAPTER 

%-27 thread; screws into coupling ring of No. 232-FC Connector permitting 
cable to be plugged into standard phone jack. Made of brass and nickel- 
plated. 


(BjumiacL PRICE LIST See BIRNBACH ^ges^S-26^lliru 


Cat. 

No. 

List 

Price 

Cat. 

No. 

List 

Price 

Cat. 

No. 

List 

Price 

Cat. 

No. 

List 

Price 

Cat. 

No. 

List 

Price 

Cat. 

No. 

List 

Price 

No. 

Cat. 

Price 

List 

00 

$11.00/C 

32 

$2.50/C 

76 

$2 i.50/Ea. 

108 

$l.9Q/Ea. 

220-A 

$6.75/Ea, 

280 

$ .80/Ea. 

303-VC 

$2 5.00/Ea. 

1-50 

.60/Ea. 

32-A 

2.25/C 

77 

24.2 5/Ea. 

109 

2.75/Ea. 

221 

1.80/Ea. 

281 

.90/Ea. 

304 (36") 

.90/Ea. 

l-lOO 

1.20/Ea. 

33 

10.50/C 

80 

.70/Ea. 

113 

I.IO/Ea. 

22(-A 

1.40/Ea. 

282 

.90/Ea. 

3 04-VC 

30.00/Ea. 

l-IOOO 

9.75/M 

34 

1.40/Ea. 

81 

.77/Ea. 

114 

lO.OO/C 

226 

4.00/Ea. 

283 

I.OO/Ea. 

305-V 

1.50/Ea. 

2-50 

.60/Ea. 

35 

1.40/Ea. 

82 

.85/Ea. 

1 15 

li.OO/C 

23(-MC 

60.00/C 

284 

I.IO/Ea. 

1 305-VC 

14.00/Ea. 

2-100 

1.20/Ea. 

36 

I.40/Ea. 

83 

.90/Ea. 

U6 

12.00/C 

232-FC 

65.00/C 

285 

1.25/Ea. 

306-V 

1.60/Ea. 

2-1000 

9.75/M 

37 

1.40/Ea. 

84 

2.75/Ea. 

r 17 

25.00/C 

233-CC 

50.00/C 

286 

1.50/Ea. 

306-VC 

i5.00/Ea. 

3-50 

.60/Ea. 

38 

1.40/Ea. 

a.t 

3.05/Pa. 

((8 

22.5d/C 

234-CLC 

60.00/C 

287 

1.80/Ea. 

307 

.30/Ea. 

3-100 

1.20/Ea. 

39 

1.40/Ea. 

86 

3.30/Ea. 

H9 

20.00/C 

235-PC 

60.00/C 

288 

2.25/Ea. 

307-V 

1.80/Ea. 

3-1000 

9.75/M 

40 

1.40/Ea. 

87 

3.60/Ea. 

120 

2.75/Ea. 

236-FO( 

5.50/Ea. 

289 

2.60/Ea. 

307-VC 

9.00/Ea. 

4-1000 

37.50/M 

41 

1.40/Ea. 

88 

13 75/Ea. 

125 

2.50/Ea. 

237-FCI 

9.25/Ea. 

290 

1.55/Ea. 

309 

1.70/Ea. 

5-1000 

50.00/M 

42 

7.00/C 

89 

i.V5ft/Ea. 

149 

7.50/Ea. 

238-FC( 

15.40/Ea. 

29( 

.19/Ea. 

3IQ 

25.00/C 

6 

12.00/C 

43 

8.00/C 

90 

15.70/Ea. 

151 

.60/Ea. 

239-FC2 

6.20/Ea. 

29(-V 

1.70/Ea. 

312 

l.9a/Ea. 

8 

12.50/C 

44 

10.00/C 

91 

izleo/Ea. 

154 

7.0O/Ea. 

240-FC2 

9.75/Ea. 

291-VC 

6.00/Ea. 

313 

.17/Ea. 

10 

12.50/C 

45 

1.46/Ea, 

92 

24.20/Ea. 

155 

7.00/Ea. 

24(-FC2 

16.00/Ea. 

292 

2.65/Ea. 

313-B 

.75/Ea. 

1 1 

17.50/C 

46 

14.00/C 



(56 

4.50/Ea. 

242-MC( 

5.50/Ea, 

293 

.19/Ea. 

3(3-BC 

2.75/Ea. 

15 

7.00/C 

47 

1,46/Ea. 



157 

4.50/Ea. 

243-MC( 

9.25/Ea. 

293-V 

1.70/Ea. 

314 

.17/Ea. 

18 

.25/Ea. 

48 

32.50/C 



1 (58 

12.00/Ea. 

244-MCI 

15.40/Ea. 

293-VC 

6.00/Ea. 

3i4-B 

.75/Ea. 

17 

.55/Ea. 

49 

1.40/Ea. 

Oft. An 

nn / Po 

160 

4.25/Ea. 

245-MFC 

6.20/Ea. 

294 

.19/Ea. 

314-BC 

2.75/^a. 

18 

I.OO/Ea. 

51 

,25/Ea. 

u^-*rU 

96-100 

rUU/ BLa. 

1.15/Ea. 

(6i 

4.e5/Ea. 

246-MFC 

9.25/Ea. 

294-V 

1.70/Ea. 

315 

.18/Ea. 

19 

.45/Ea. 

52 

.25/Ea. 



164 

.40/Ea, 

247-MFC 

(6.70/Ea. 

294-VC 

6.00/Ea, 

3I5'-B 

.75/Ea. 

20 

.90/Ea. 

53 

.25/Ea. 

96-1000' 

10.75/M 

(66 

2.00/Ea. 

248 

lO.OO/C 

295 

.19/Ea. 

315-BC 

2.75/Ea. 

20-A 

.75/Ea. 

54 

.25/Ea. 

97-40 

, 60/Ea. 

(72 

10.50/Ea. 

248-S 

lO.OO/C 

295-V 

(.70/Ea. 

316 

.19/Ea. 

21-35 

.60/Ea. 

55 

.40/Ea, 

97- ItOO 

1,20/Ea. 

(73 

14.25/Ea. 

249 

(4.00/C 

295-VC 

6.75/Ea. 

316-B 

.80/Ea. 

21-100 

I.50/Ea. 

56 

.50/Ea. 

97-1000 
t 98-35 

10.75/M 

.60/Ea. 

(74 

I7.80/Ea, 

249.A 

(8.00/C 

296 (36") 

1.50/Ea. 

316-BC 

3.00/Ea. 

21-1000 

12.50/M 

57 

,50/Ea. 



(75 

22.00/Ea. 

250 

4.60/Ea. 

296-VC 

42,50/Ea. 

317 

.19/Ea. 

22-15 

.60/Ea. 

58 

1.50/Ea. 

98-100 

1.50/Ea. 

(76 

26.00/Ea. 

251 

8.00/Ea. 

297 

.45/Ea. 

3i7-B 

.80/Ea. 

22-100 

3.20/Ea. 

59 

|.80/Ea. 

98-1000 

(2.5Q/M 

(77 

31.00/Ea. 

252 

(2.85/Ea. 

298 

.50/Ea. 

3i7-BC 

3.00/Ea. 

22-1000 

29.50/M 

61 

4.90/Ea. 

99-35 

.60/Ea. 

(78 

37.Q0/Ea. 

255 

4.25/Ea. 

299 (36") 

1.45/Ea. 

318 

.40/Ea. 

23 

15.00/C 

62 

24.00/Ea. 

99-100 

1.40/Ea. 

(79 

45.0G/Ea. 

256 

7.25/Ea. 

299-VC 

39.50/Ea. 

318-B 

.75/Ea. 

24 

15.00/C 

66 

6.00/Ea. 

99-1000 

12.50/iyi 

(80 

53.00/Ea. 

257 

(2.50/Ea. 

360 

.(9/Ea. 

3i8-BC 

4.70/Ea. 

26 

15.00/C 

67 

27.50/Ea. 

100-20 

.60/Ea. 

(82 

61.OO/Ea. 

263 

8.50/Ea. 

300-V 

(.75/Ea. 

319 

.45/Ea. 

27 

.1 l/Ea. 

68 

7.75/Ea. 

100-100 

2.25/Ea. 

(93 

14.00/M 

264 

((.00/Ea. 

300-VC 

7.00/Ea. 

319-B 

.75/Ea. 

27-0 

.21/Ea. 

69 

38.00/Ea. 

IQO-IOOO 

20.00/M 

(94 

(4.00/M 

265 

(3.25/Ea. 

301 

.35/Ea, 

319-BC 

6.75/Ea. 

27-R 

.195/Ea, 

70 

.60/Ea. 

102 

.90/Ea. 

195 

14.00/M 

266 

15.50/Ea. 

301-V 

1.75/Ea. 

320 

.50/Ea. 

28 

.ll/Ea. 

71 

.70/Ea. 

103 

.90/Ea. 

196 

18.00/M 

267 

17.50/Ea. 

30(-VC 

lO.OO/Ea. 

320-B 

.75/Ea. 

29 

16.75/C 

72 

2.36/Ea. 

104 

1.50/Ea. 

20 (-35 

.60/Ea. 

268 

19.50/Ea. 

302 

.35/Ea. 

320-BC 

6.75/Ea. 

30 

.30/Ea. 

73 

2.75/Ea. 

105 

1.50/Ea. 

20(-I00 

(.40/Ea. 

269 

22.50/Ea. 

302-V 

1.25/Ea. 

32 ( 

.60/Ea. 

31 

.15/Ea, 

74 

1 (.55/Ea. 

i06 

.90/Ea. 

20(-(0d6 

(2.50/M 

270 

25.00/Ea. 

302-VC 

1 I.OO/Ea. 

321-BC 

8.50/Ea. 

3i-R 

.22/Ea. 

75 

f4.00/Ea. 

107 

1.50/Ea. 

220 

8.50/Ea. 

272 

3i.00/Ea. 1 

1 

363 

.65/Ea. 

32:2 

.65/Ea. 
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Bbmhajdk , price list numerically arranged by catalog number fCont’dl 


Cat. 

No. 

List 

Price 

Cat. 

No. 

List 

Price 

Cat. 

No. 

List 

Price 

Cat. 

No. 

List 

Price 

Cat. 

No. 

List 

Price 

Cat. 

No. 

List 

Price 

Cat. 

No. 

List 

Price 

322-BC 

$I4.00/Ea. 

432-J 

$ .85/Ea. 

539 

$ .30/Ea. 

766 

$ .50/Ea. 

974 

$20.65/Ea. 

1385 

$8.50/C 

1773 

$50.00/Ea. 

323 

I.OO/Ea. 

433 

1.15/Ea. 

540 

.30/Ea. 

766-J 

.75yEa. 

975 

27.50/Ea. 

1385-A 

8.50/C 

1774 

56.00/Ea. 

323-BC 

22.50/Ea. 

433-J 

1.40/Ea. 

541 

.60/Ea. 

768 

.70/Ea. 

976 

32.50/Ea. 

1385-B 

9.75/C 

1775 

67.50/Ea. 

324 

I.IO/Ea. 

434 

2.10/Ea. 

542 

.45/Ea. 

769 

1.40/Ea. 

977 

38.50/Ea. 

1386 

1 0.00/C 

1776 

80.00/Ea. 

324-BC 

27.50/Ea. 

435 

1.60/Ea. 

543 

.25/Ea. 

770 

2.50/Ea. 

978 

44.00/Ea. 

1386-A 

Il.OO/C 

1777 

87.50/Ea. 

325 

.35/Ea. 

436 

.60/Ea. 

544 

.50/Ea. 

771 

16.75/Ea. 

1013 

2.75/Ea. 

1386-B 

1 1.50/C 

1800 

13.25/Ea. 

325-B 

.75/Ea. 

437 

.65/Ea. 

545 

.60/Ea. 

772 

16.75/Ea. 

1014 

5.2 5/Ea. 

1387 

12.50/C 

1818 

1 1.90/Ea. 

325-BC 

4.40/Ea. 

438 

.75/Ea. 

550 

.25/Ea. 

772/18 

2 I.OO/Ea. 

1015 

lO.OO/Ea. 

1388 

12.75/C 

1820 

11.00/Ea. 

326 

.40/Ea. 

439 

.35/Ea. 

551 

.50/Ea. 

773 

2 1.75/Ea. 

1017 

SS.OO/M 

1389 

12.75/C 

1822 

6.75/Ea. 

326-B 

.75/Ea. 

440 

2.36/Ea. 

552 

.60/Ea. 

733/18 

27.00/Ea. 

1017-10 

.60/Ea. 

1401 

3.15/Ea. 

1822-B 

30.00/Ea. 

326-BC 

5.00/Ea. 

443 

.18/Ea. 

553 

.90/Ea. 

774 

24.00/Ea. 

1017-50 

1.9 5/Ea. 

1402 

6.15/Ea. 

1822-C 

56.00/Ea. 

330 

25.00/C 

444 

.20/Ea. 

554 

1.30/Ea. 

775 

27.50/Ea. 

1017-100 

3.85/Ea. 

1403 

56.65/Ea. 

1824 

30.00/Ea. 

331 

25.00/C 

445 

.30/Ea. 

555 

2.20/Ea. 

776 

32.00/Ea. 

1017-1000 35.00/M 

1405 

2.00/Ea. 

1824-M 

57.50/Ea. 

331-A 

?3.00/C 

446 

.35/Ea. 

558 

.85/Ea. 

777 

35.00/Ea. 

1025 

1.35/Ea. 

1406 

3.75/Ea. 

1825 

31.00/Ea. 

332 

18.00/C 

447 

.40/Ea. 

559 

1.30/Ea. 

778 

45.00/Ea. 

1050 

2.50/Ea. 

1407 

34,10/Ea. 

1825-M 

61.00/Ea. 

332-A 

20.00/M 

448 

.55/Ea. 

560 

2.25/Ea. 

781 

20.00/Ea. 

1051 

4.50/Ea. 

1409 

1.40/Ea. 

1870 

28.00/Ea. 

333 

25.00/C 

449 

.75/Ea. 

561 

2.25/Ea. 

782 

1.40/Ea. 

1052 

37.00/Ea. 

1410 

2.50/Ea. 

1872 

33.00/Ea. 

334 

50.00/C 

450 

.56/Ea. 

562 

6 .00/£a. 

784 

1.95/Ea, 

1053 

.75/Ea. 

141 1 

24.50/Ea. 

1874 

75.06/Ea. 

335 

60.00/C 

450-J 

.67/Ea. 

566 

40.00/Ea. 

786 

27.50/Ea. 

1054 

1.40/Ea. 

1413 

1.15/Ea, 

1874-A 

40.00/Ea. 

340 

il.OO/C 

451 

.67/Ea. 

568 

30.00/Ea. 

787 

38.50/Ea. 

1055 

2.757Ea. 

1414 

2.00/Ea. 

187i) 

1 lO.OO/Ea. 

341 

.60/Ea. 

451-J 

.72/Ea. 

570 

6.25/Ea. 

788 

13.00/Ea. 

1056 

2 I.OO/Ea. 

1415 

I9.00/Ea. 

1875-A 

57.50/Ea. 

342 

2.50/Ea. 

452 

.72/Ea. 

572 

15.50/Ea. 

789 

31.75/Ea. 

1057 

1.45/Ea. 

1417 

.85/Ea. 

1878 

165.00/Ea. 

343 

.55/Ea. 

452-J 

.95/Ea. 

573 

28.00/Ea. 

790 

15.50/Ea. 

1058 

2.80/Ea. 

1418 

1.55/Ea. 

1878-A 

85.00/Ea. 

344 

.50/Ea. 

453 

1.30/Ea. 

574 

3 1.50/Ea. 

791 

37.50/Ea. 

1059 

5.00/Ea. 

1419 

15.30/Ea. 

1963 

.06/Ea. 

345 

.55/Ea. 

453-J 

1.50/Ea. 

578 

37.50/Ea. 

792 

18.75/Ea, 

1060 

40.00/Ea. 

1421 

.70/Ea. 

1964 

.lO/Ea. 

348 

2.00/Ea. 

454 

1.70/Ea. 

580 

29.00/Ea. 

793 

45.75/Ea. 

1 101 

4.20/Ea. 

1422 

1.40/Ea. 

1965 

.lO/Ea. 

350 

i.iO/Ea. 

454-J 

1.75/Ea. 

581 

32.00/Ea. 

794 

22.00/Ea. 

INI 

30.00/Ea. 

1423 

9.90/Ea. 

1967 

.20/Ea. 

351 

I.IO/Ea. 

455 

1.00/Ea. 

582 

33.60/Ea. 

795 

55.00/Ea. 

1 1 12 

57.50/Ea. 

1433 

15.40/Ea. 

1968 

.lO/Ea. 

352 

I.JO/Ea. 

455-A 

4 .00/Ea. 

583 

36.00/Ea. 

796 

27.50/Ea. 

1113 

115.00/Ea. 

1434 

6.25/Ea. 

1972 

I7.60/Ea. 

353 

LIO/Ea. 

457 

.35/Ea. 

584 

38.50/Ea. 

797 

65.00/Ea. 

1 120 

5.00/C 

1440 

4.70/Ea. 

1972-A 

82.50/Ea. 

354 

3.50/Ea. 

458 

.25/Ea. 

585 

44.00/Ea. 

798 

29.00/Ea. 

1 121 

2.80/C 

1490' 

27.50/Ea. 

1973 

20.35/Ea. 

359 

I.IO/Ea. 

459 

1.50/Ea. 

586 

48.50/Ea. 

799 

20.00/Ea. 

1 122 

5.50/C 

1492 

42.90/Ea. 

1974 

23.65/Ea. 

305 

.40/Ea. 

459-A 

e.OO/Ea. 

587 

55.00/Ea. 

800 

27.50/Ea. 

1 123 

2 .20/C 

1497 

67.10/Ea. 

1975 

30.00/Ea. 

366 

12.00/C 

460 

2.00/Ea. 

588 

87.00/Ea. 

801 

35.00/Ea. 

1 124 

2.20/C 

1516 

28.50/Ea. 

1976 

35.00/Ea. 

367 

20.00/C 

460-A 

8.00/Ea. 

589 

96.507Ea. 

802 

24.00/Ea. 

1125 

5.00/C 

1518 

1.20/Ea. 

2000 

14.00/Ea. 

366 

2 .00/C 

461 

3.75/Ea. 

600 

.11/Ea. 

803 

18.25/Ea. 

1 126 

6.50/C 

1519 

2.30/Ea. 

2010 

I2.l0/Ea. 

369 

2.00/C 

461-A 

15.00/Ea. 

604 

.25/Ea. 

806 

15.00/Ea. 

1 127 

8.00/C 

1520 

1 I.OO/Ea. 

2012 

9.90/Ea. 

370 

4.50/C 

462 

,25/Ea. 

605 

.35/Ea. 

809 

8.00/Ea. 

1 128 

9.50/C 

1526 

1.40/Ea. 

2013 

8 .55/Ea. 

371 

2.50/C 

463 

.40/Ea. 

611 

.14/Ea. 

810 

35.00/Ea. 

1 129 

1 I.OO/C 

1527 

2.70/Ea. 

2014 

7.70/Ea. 

372 

2.00/C 

464 

.35/Ea. 

613 

.15/Ea. 

813 

20 .00/C 

1 130 

5.00/C 

1528 

13.00/Ea. 

2015 

6.35/Ea. 

373 

6 .00/C 

468 

.45/Ea. 

616 

1.40/Ea. 

814 

15.00/C 

1131 

6.50/C 

1542 

12.50/Ea. 

2016 

5.25/Ea. 

377 

.45/Ea. 

469 

.45/Ea. 

617 

.20/Ea. 

815 

.80/Ea. 

1132 

8 ,00/C 

1543 

4.23/Ea. 

2025 

1.45/Ea. 

378 

.60/Ea. 

470 

I.OO/Ea. 

618 

2.25/Ea. 

816 

.55/Ea. 

1 133 

9.50/C 

1544 

20.00/Ea. 

2050 

2.80/Ea. 

379 

.65/Ea. 

471 

1.40/Ea. 

619 

2.80/Ea. 

817 

.70/Ea. 

1134 

1 I.OO/C 

1545 

25.00/Ea. 

2051 

5.00/Ea. 

380 

3.15/Ea. 

472 

.45/Ea. 

625 

.23/Ea. 

818 

12.00/Ea. 

1135 

8.00/C 

1548 

22.50/Ea. 

2052 

40.00/Ea. 

381 

3.50/Ea. 

473 

.20/Ea. 

626 

.56/Ea. 

819 

.75/Ea. 

1136 

9.50/C 

1549 

I8.00/Ea. 

2100 

1.60/Ea. 

382 

3.50/Ea. 

474 

.16/Ea. 1 

628 

.28/Ea. 

820 

10.50/Ea. 

1137 

11.OO/G 

1550 

3.75/Ea. 

2125 

.42/Ea. 

383 

3.85/Ea. 

475 

1.40/Ea. 

629 

8.50/C 

822 

40.00/Ea. 

1138 

12.50/G 

1553 

25.00/Ea. 

2330 

15.00/Ea. 

384 

4.30/Ea. 

476 

1.05/Ea. 

631 

.25/Ea. 

824 

47.50/Ea. 

1 139 

14.00/C 

1561 

3.35/Ea. 

2331 

3.25/Ea. 

385 

4.75/Ea. 

478 

.35/Ea. 

632 

.25/Ea. 

825 

45.00/Ea. 

1140 

8 .00/C 

1562 

6.60/Ea. 

2440 

19.00/Ea. 

386 

5.80/Ea. 

478-J 

.42/Ea. 

633 

.25/Ea. 

826 

75.00/Ea. 

1141 

9.50/C 

1563 

60.50/Ea. 

2500 

7.00/Ea. 

387 

6.90/Ea. 

479 

.62/Ea. 

634 

.25/Ea. 

851 

9.50/Ea. 

1 142 

11 .00/0 

1565 

2.00/Ea. 

26 1 1 

.30/Ea. 

388 

9.35/Ea. 

479-J 

.75/Ea. 

635 

.25/Ea. 

855-50' 

3.50/Ea, 

1 143 

12.50/C 

1566 

4.00/Ea. 

2617 

.40/Ea. 

389 

9.90/Ea. 

480 

15.50/Ea. 

636 

.25/Ea. 

856-50' 

20,00/Ea. 

1 144 

14.00/C 

1567 

36.75/Ea. 

2650 

.56/Ea. 

391 

.22/Ea. 

481 

17.40/Ea. 

647 

.88/Ea. 

857-50' 

17.50/Ea. 

1 145 

6.00/C 

1569 

1.45/Ea. 

2810 

14.50/Ea. 

392 

.56/Ea. 

482 

17.40/Ea. 

650 

.50/Ea. 

858-50' 

3.50/Ea. 

1 146 

6.75/C 

1570 

2.70/Ea. 

2812 

9.65/Ea. 

393 

.50/Ea. 

483 

19.25/Ea. 

663 

14.00/C 

859-50' 

3.75/Ea. 

1 147 

7.00/C 

1571 

26.50/Ea. 

2814 

6.60/Ea. 

393-A 

.50/Ea. 

484 

21.50/Ea. 

664 

19.50/C 

860-50' 

4.00/Ea. 

1 148 

9.00/C 

1573 

.95/Ea, 

2816 

5.50/Ea. 

394 

.35/Ea. 

485 

23.65/Ea. 

666 

Il.OO/C 

863-50' 

4.75/Ea. 

1149 

6 .00/0 

1574 

1.60/Ea. 

2818 

4.85/Ea. 

395 

.30/Ea. 

486 

26.40/Ea. 

667 

45.00/C 

864-50' 

6.75/Ea. 

1 150 

6.75/C 

1575 

|4.80/Ea. 

3000 te 
3024 

1.55/Ea. 

396 

.35/Ea. 

487 

27.50/Ea. 

668 

.35/Ea. 

865-50' 

10.75/Ea. 

1151 

7.00/C 

1 1600 

15.40/Ea. 



397 

.40/Ea. 

488 

44.00/Ea. 

669 

11 .OO/C 

866 

.23/Ea. 

1 152 

9.00/0 

1618 

15.40/Ea. 

3025 

1.35/Ea. 

398 

.35/Ea. 

489 

48.50/Ea. 

681 

l.lO/Ea. 

866 -J 

.30/Ea. 

1 153 

1.50/C 

1620 

9.90/Ea. 

3050 

2.50/Ea. 

3g8-A 

.35/Ea. 

490 

2.75/Ea. 

697 

3.9 5/Ea. 

866 -SJ 

.70/Ea. 

1154 

1.80/C 

1622 

7.70/Ea, 

305 1 

4.50/Ea. 

399 

.35/Ea. 

490-A 

4.13/Ea. 

700 

I.IO/Ea. 

867 

.35/Ea. 

1 155 

2 .00/C 

1627 

|9.85/Ea. 

3052 

28.00/Ea. 

399-A 

.40/Ea. 

490-B 

5.50/Ea. 

701 

28.00/Ea. 

867-J 

.45/Ea. 

1156 

2.25/C 

1628 

18.30/Ea. 

3416 

10.00/Ea. 

400 

.20/Ea. 

492 

4.30/Ea. 

702 

32.00/Ea. 

868-50' 

10.75/Ea. 

1157 

2.50/C 

1631 

24.40/Ea. 

3418 

7.50/Ea. 

401 

.20/Ea. 

492-A 

6.45/Ea. 

703 

59.00/Ea. 

870 

11.25/Ea. 

1220 

17.00/Ea. 

1633 

22.9 5/Ea. 

3420 

6.00/Ea. 

402 

4.00/C 

492-B 

8.60/Ea. 

704-250' 

1 12.50/Ea. 

872 

13.50/Ea. 

1220 -A 

12.50/Ea. 

1634 

19.00/Ea. 

3425 

1.25/Ea. 

402-A 

5.00/C 

493 

4.15/Ea. 

705-250' 

150.00/Ea. 

907 

14.00/Ea. 

1225 

25.00/Ea. 

1637 

29.80/Ea. 

3450 

2.50/Ea. 

403 

.15/Ea. 

495 

5.3 5/Ea. 

710-100 

6.50/Ea. 

908 

32.00/Ea. 

1260 

.23/Ea. 

1638 

26.25/Ea, 

3460 

5.00/Ea. 

404 

.30/Ea. 

497 

6.60/Ea. 

710-250 

16.00/Ea. 

909 

63.20/Ea. 

1261 

.23/Ea. 

1639 

23.70/Ea. 

3600 

22.50/Ea. 

404-A 

.27/Ea. 

499 

1 I.SO/Ea. ! 

710-500 

31.50/Ea. 

910 

125.00/Ea. 

1262 

.23/Ea. 

1640 

1.80/Ea. 

3618 

2.35/Ea. 

404-B 

.40/Ea. 

501 

3.60/Ea. 

710-1000 

61.25/Ea. 

919 

50.00/Ea, 

1263 

.40/Ea. 

1641 

2,25/Ea. 

3619 

2.75/Ea. 

405 

.14/Ea. 

503 

3.35/Ea. 

710-2500 

t50.00/Ea. 

920 

lOO.OO/Ea, 

1264 

.45/Ea. 

1642 

2.42/Ea, 

4000 to 


406 

.20/Ea. 

505 

2.90/Ea. 

712-100 

4.50/Ea. 

923 

59.25/Ea. 

1265 

.56/Ea. 

1643 

1.48/Ea. 

4006 

g.oo/M 

407 

.20/Ea. 

516 

2.00/Ea. 

712-250 

10.90/Ea. 

951 

6.65/Ea. 

1266 

.62/Ea. 

1644 

1.70/Ea. 

4007 to 


408 

3.00/Ea. 

518 

17.50/Ea. 

712-500 

21.80/Ea. 

952 

32.50/Ea. 

1372 

.15/Ea. 

1645 

1.90/Ea. 

40 13 

lO.OO/M 

409 

.23/Ea. 

519 

3.80/Ea. 

712-1000 

42.50/Ea. 

953 

140.00/Ea. 

1373 

.21/Ea. 

1646 

1.20/Ea. 

4014 

11.25/M 

410 

.50/Ea. 

520 

2.25/Ea. 

712-2500 

105.50/Ea. 

954 

70.00/Ea. 

1374 

.26/Ea. 

1647 

15.50/Ea. 

40 15 to 


411 

1.20/Ea. 

522 

4.25/Ea. 

714-100 

2.75/Ea. 

955 

35.00/Ea. 

1375 

.32/Ea. 

1648 

10.75/Ea. 

4019 

12.25/M 

412 

.30/Ea. 

523 

20.00/Ea. 

714-250 

6 .75/Ea. 

956 

14.00/Ea. 

1376 

.37/Ea. 

1670 

2,42/Ea. 

4020-21 

13.50/M 

413 

1.50/Ea. 

524 

6 .95/Ea. 

714-500 

13.50/Ea. 

963 

14.00/C 

1377 

.42/Ea. 

1671 

2.70/Ea, 

4022-23 

28.00/M 

415 

.23/Ea. 

526 

6.65/Ea. 

714-1000 

26.25/Ea. 

964 

19.50/C 

1378 

.47/Ea. 

1672 

3.15/Ea. 

4025 

.85/Ea. 

417 

.50/Ea. 

527 

16.6 5/Ea. 

714-2500 

64.50/Ea. 

965 

.17/Ea. 

1379 

.52/Ea. 

1673 

1.92/Ea. 

4050 

1.60/Ea. 

418 

.55/Ea. 

528 

22.50/Ea. 

740 

.88/Ea. 

966 

.!7/Ea. 

1380 

.57/Ea. 

1674 

2.30/Ea. 

4051 

2.80/Ea. 

419 

.35/Ea. 

529 

34.25/Ea. 

749 

35.00/Ea. 

966-J 

.23/Ea. 

1382 

3.50/C 

1675 

2.42/Ea. 

4052 

25.00/Ea. 

420 

I.SO/Ea. 

531 

.25/Ea. 

756 

2 I.OO/Ea. 

967 

45.00/C 

1382-A 

4.00/C 

1680 

1.60/Ea, 

4125 

.40/Ea. 

421 

1.30/Ea. 

532 

.25/Ea. 

757 

187.50/Ea. 

968 

.lO/Ea. 

1382-B 

4.00/C 

1682 

2.00/Ea. 

4125-J 

.45/Ea. 

422 

1.30/Ea. 

533 

.25/Ea. 

762 

.20/Ea. 

972 

14.30/Ea. 

1382-C 

4.00/C 

1683 

1.60/Ea. 

4175 

.90/Ea, 

423 

1.30/Ea. 

534 

.25/Ea. 

763-3 

.30/Ea. 

972-A 

77.00/Ea. 

1383 

5.00/C 

1696 

1.82/Ea. 

4175-J 

1.30/Ea. 

430 

.23/Ea. 

535 

.25/Ea. 

763-5 

.38/Ea. 

972-B 

66.00/Ea. 

1383-A 

5.60/C 

1697 

1.50/Ea. 

4176 

.62/Ea. 

431 

.35/Ea. 

536 

.25/Ea. 

763-7 

.85/Ea. 

972-S 

55.00/Ea. 

1384 

6.75/C 

1716 

42.00/Ea. 

4176-J 

.80/Ea. 

43 1 - J 

.40/Ea. 

537 

.25/Ea. 

764 

.35/Ea. 

973 

i6.50/Ea. 

1384-A. 

7.25/C 

1741 

1 I.OO/Ea. 

4233 

.90/Ea. 

432 

.62/Ea. 

538 

.30/Ea. 

765 

.90/Ea. 

973-S 

66.00/Ea. 

1384-B 

8.10/C 

1772 

40.00/Ea. 

4234 

1.00/Ea. 
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/BihJnhadi^ price list numerically arranged by catalog number 


Cat. 

No. 

List 

Price 

4235 

$2.25/Ea. 

4236 

2.50/Ea. 

4237 

2.75/Ea. 

4238 

3.50/Ea. 

4275 

.60/Ea. 

4275-J 

I.OO/Ea. 

4276 

I.l5/Ea. 

4276.J 

1.35/Ea. 

4450 

I.l5/Ea. 

4450-J 

1.50/Ea. 

4451 

.92/Ea. 

445l-J 

1.30/Ea. 

4452 

1.70/Ea. 

4452.J 

2.00/Ea. 

5000 

I.(0/Ea. 

5002 

L35/Ea. 

5003 

1.70/Ea. 

5004 

.90/Ea. 

5005 

I.05/Ea. 

5006 

1.35/Ea. 

5007 

I.05/Ea. 

5008 

1.45/Ea. 

5009 

1.70/Ea. 

5010 

3.30/Ea. 

5011 

3.30/Ea. 

5012 

4.75/Ea. 

5013 

4.75/Ea. 

5015-5016 .75/Ea. 

5017-5018 .75/Ea. 

5040 

.23/Ea. 

5041 

.23/Ea. 

5042 

.24/Ea. 

5043 

.24/Ea. 

5044 

.24/Ea. 

5045 

.24/Ea. 

5046 

*24/Ea. 

5047 

.23/Ea. 

5050 

.45/Ea, 

5051 

.45/Ea. 

5052 

.35/Ea. 

5053 

.30/Ea. 

5060 to 


5063 

.17/Ea. 

5070 

.23/Ea. 

5071 

.30/Ea. 

5075 

.30/Ea. 

5076 

.30/Ea. 

5080 

.30/Ea. 

5081 

.35/Ea. 

5085 

.30/Ea. 

5086 

.35/Ea. 

5090 

.30/Ea. 

5091 

.31,2/Ea. 

5095 

.36/Ea. 

5096 

.35/Ea. 

5105 

.35/Ea. 

5106 

Jo/Ea. 

5II0-5II 

11 .40/Ea. 

5115 

.60/Ea. 

5130 to 


5134 

.30/Ea. 

5140 

.30/Ea, 

5141 

,35/Ea. 

5142 

.35/Ea. 

5143 

.40/Ea. 

5160 

.23/Ea. 

5161 

.25/Ea. 

5165-66 

.30/Ea. 

5170 

.30/Ea. 

5171 

.30/Ea. 

5180 

.25/Ea. 

5181 

.30/Ea. 

5185 

.30/Ea. 

5190 

.17/Ea. 

5191 

.17/Ea. 

5195 

.30/Ea. 

5200 

.25/Ea. 

5201 

.25/Ea. 

6000 

4.90/Ea. 

6100 

.50/Ea. 

6102 

.60/Ea. 

6103 

.85/Ea. 

6104 

.85/Ea, 

6105 

3.00/Ea. 

6200 

.75/Ea. 

6201 

I.OO/Ea. 

6202 

I.OO/Ea. 

6203 

1.20/Ea. 

6204 

l.40/‘Ea. 

6205 

1.60/Ea. 

6206 

1.60/Ea. 

6207 

1.85/Ea. 

6208 

5.50/0 

6210 

I.OO/Ea. 

6211 

I.l5/Ea. 

6212 

1.20/Ea. 

6213 

1.35/Ea. 

6214 

I,50/Ea. 

6215 

1.65/Ea. 

6216 

1.85/Ea. 

6217 

2.00/Ea. 


Cat. 

No. 

List 

Price 

6220 

$ .75/Ea. 

6221 

I.OO/Ea. 

6222 

1.40/Ea. 

6223 

1.60/Ea. 

6224 

1.40/Ea. 

6225 

2.10/Ea. 

6226 

3.75/Ea. 

6627 

6.25/Ea. 

6228 

8.25/Ea, 

6229 

12.00/Ea. 

6230 

.90/Ea. 

6231 

2.25/Ea. 

6232 

.35/Ea. 

6233 

.80/Ea. 

6234 

.85/Ea. 

6235 

.90/Ea. 

6236 

1.30/Ea. 

6241 

1.60/Ea. 

6242 

2.50/Ea. 

6243 

1.45/Ea. 

6244 

.75/Ea. 

6245 

.20/Ea. 

6246 

.21/Ea. 

6247 

.34/Ea. 

6248 

.35/Ea. 

6249 

.45/Ea, 

6250 

1.65/Ea. 

6251 

1.90/Ea. 

6252 

2.3 5/Ea. 

6253 

2.60/Ea. 

6261 

1.90/Ea. 

6263 

2,35/Ea. 

6300 

5.25/M 

6301 

5.30/M 

6302 

5.3 5/M 

6303 

7.0 0/M 

6304 

5.80/M 

6306 

5.80/M 

6306 

5.80/M 

6307 

6.40/M 

6308 

6.40/M 

6309 

7.40/M 

6310 

29.05/M 

631 1 

49,50/M 

6312 

8.50/M 

6313 

9.00/M 

6314 

9.75/M 

6315 

12.00/M 

6316 

19.00/M 

6317 

22.50/M 

6318 

24.00/M 

6319 

30.00/M 

6320 

36.00/M 

6321 

6.50/M 

6322 

7.00/M 

6323 

7.50/M 

6324 

8.50/M 

6325 

8.95yM 

6326 

9.60/M 

6327 

9.30/M 

6328 

9.90/M 

6329 

1 1.70/M 

6330 

8.20/M 

6331 

8.20/M 

6332 

7.80/M 

6333 

7.80/M 

6334 

8.70/M 

6335 

9.60/M 

6336 

22.80/M 

6337 

27.50/M 

6338 

35.00/M 

6339 

35.00/M 

6350 

lO.OO/M 

6350-A 

10.00/M 

6351 

lO.OO/M 

6351-A 

10.00/M 

6352 

lO.OO/M 

6352-A 

10.00/M 

6353 

I I.OO/M 

6353-A 

II.OO/M 

6354 

13.50/M 

6354-A 

13.50/M 

6355 

8.25/M 

6356 

7.70/M 

6357 

7.70/M 

6358 

5.50/M 

6359 

5.50/M 

6360 

5.75/M 

6361 

5.75/M 

6362 

7.15/M 

6363 

12.65/M 

6400 

7.50/M 

6401 

8.10/M 

6402 

10.50/M 

6403 

1 1.50/M 

6404 

13.00/M 

6405 

10.30/M 

6406 

1 1.90/M 

6407 

13.50/M 

6408 

16.20/M 


Cat. 

Na. 

List 

Price 

6409 

$I9.80/M 

6410 

20.00/M 

6411 

23.00/M 

6412 

26.50/M 

6413 

14.70/M 

6414 

16.60/M 

6415 

18.60/M 

6416 

20.30/M 

6417 

22.90/M 

6418 

27.10/M 

6420 

6.50/M 

6421 

7.00/M 

6422 

7.50/M 

6423 

8.00/M 

6424 

8.75/M 

6425 

9.75/M 

6426 

8.30/M 

6427 

8.75/M 

6428 

9.60/M 

6429 

lO.OO/M 

6430 

II.OO/M 

6431 

12.65/M 

6432 

14.65/M 

6433 

10.85/M 

6434 

1 I.OO/M 

6435 

1 1.20/M 

6436 

12.50/M 

6437 

13.25/M 

6438 

15.00/M 

6439 

19.15/M 

6440 

10.30/M 

6441 

14.70/M 

6442 

10.30/M 

6443 

16.05/M 

6444 

17.05/M 

6445 

17.10/M 

6446 

18.10/M 

6447 

35.00/M 

6448 

7.80/M 

6449 

8.65/M 

6450 

9.60/M 

6460 

3.35/Gr. 

646 1 

3.60/Gr. 

6462 

4.4 5/Gr. 

6463 

5.00/Gr. 

6464 

6.95/Gr. 

6465 

7.75/Gr. 

6466 

8.55/Gr. 

6470 

2.75/Gr, 

6471 

2.95/Gr. 

6472 

3.10/Gr. 

6473 

3.25/Gr. 

6474 

3.40/Gr. 

6475 

3.60/Gr. 

6476 

4.00/Gr. 

6477 

4.35/Gr. 

6478 

3.60/Gr. 

6479 

5.50/M 

6480 

5.50/M 

648U-A 

5.50/M 

6481 

e.75/M 

6482 

7.50/M 

6483 

25.00/M 

6484 

4.9 5/M 

6485 

4.65/M 

6486 

5.20/M 

6487 

5.20/M 

6488 

7.50/M 

6491 

5.50/M 

6490 

5.50/M 

6492 

5.75/M 

6493 

7.15/M 

6494 

12.65/M 

6500 

1.70/Gr. 

6501 

1.85/Gr. 

6502 

1.70/Gr. 

6503 

1.80/Gr. 

6504 

2.00/Gr. 

6505 

2.80/Gr. 

6506 

2.90/Gr. 

6507 

3.25/Gr. 

6510 

1.70/Gr. 

6511 

1.80/Gr. 

6512 

2.00/Gr. 

6513 

2.00/Gr. 

6514 

2.00/Gr. 

6515 

2.15/Gr. 

6516 

2.65/Gr. 

6517 

2.80/Gr. 

6518 

2.60/Gr. 

6519 

3.25/Gr. 

6525 to 


6534 

1.55/C 

6540 

2.00/Gr. 

6541 

2.15/Gr. 

6542 

2.50/Gr. 

6543 

2.60/Gr. 

6600 

1.05/C 

6601 

1.40/C 

6602 

1.60/C 


Cat. 

Ne. 

List 

Price 

6603 

$ 1.80/C 

6604 

1.45/C 

6605 

1.85/C 

6606 

2.30/C 

6607 

2.70/C 

6608 

1.85/C 

6609 

2.40/C 

6610 

2.65/C 

6611 

3.00/C 

661 1-A 

3.60/C 

6612 

I.IO/C 

6613 

1.25/C 

6614 

1.40/C 

7000 

13.75/Ea. 

7000-i 

1.50/Ea. 

7001 

I7.00/Ea. 

70018 

20.00/M 

7001-1 

1.85/Ea. 

7001-1$ 

2.15/Ea. 

7002 

16.75/Ea. 

7002-1 

1.80/Ea. 

7003 

2 1.50/Ea. 

70038 

24.50/M 

7003-1 

2.30/Ea. 

7003-18 

2.60/Ea. 

7004 

21.25/Ea. 

7004-1 

2.25/Ea. 

7005 

26.00/Ea. 

7005-1 

2.75/Ea. 

7005-8 



7005-18 

(100') 3.05 

7007 

37.50/Ea. 

7007-1 

3.90/Ea. 

7009 

56.50/Ea. 

7009-1 

5.80/Ea. 

7011 

100.00/Ea. 

701 l-l 

I0.l5/Ea. 

7015-t 

30.00/Ea. 

7016 

55.00/Ea. 

7016-1 

5.70/Ea. 

7018 

44.55/Ea. 

7018-1 

4.65/Ea. 

7020 

37.50/Ea. 

7020-1 

3.90/Ea, 

7022 

32.00/Ea. 

7022-1 

3.35/Ea. 

7024 

17.25/Ea. 

7024-1 

f 1.85/Ea. 

7026-FM 

2.75/Ea. 

7027 

3.50/Ea. 

7027-HF 

2.50/Ea. 

7028 

5.00/Ea. 

7029 

lO.OO/Ea. 

7030 

85.00/Ea. 

7031 

5.00/Ea. 

7032 

.95/Ea. 

7033 

5.9 5/Ea. 

7034 

.15/Ea. 

7035 

.25/Ea. 

7036 

lO.OO/C 

7037 

10.00/C 

7038 

9.00/C 

7039 

11.OO/C 

7040 

20 .00/C 

7041 

15.00/C 

7042 

22.50/C 

7043-1" 

7.50/C 

7043-M/2 

" 7.50/C 

7043-2" 

8.00/C 

7043-3" 

10.00/C 

7044 

18.00/C 

7045 

28.00/C 

7046 

4.75/Ea. 

7047 

2.25/Ea. 

7048 

25.00/C 

7049 

.85/Ea, 

7049-A, 

.85/Ea. 

7049-B 

.85/Ea. 

7050 

.90/Ea 

7052 

I.IO/Ea. 

7053 

1.50/Ea. 

7054 

2.75/Ea. 

7055 

3.00/Ea. 

7061 

1.55/Ea. 

7062 

3.00/Ea. 

7063 

14.00/Ea. 

7064 

25.00/Ea. 

7065 

1.25/Ea. 

7066 

1.50/Ea. 

7067 

IIO.OO/Ea. 

7068 

70.00/Ea. 

7070 

62.50/Ea. 

7072 

56.00/Ea. 

7074 

50.00/Ea. 

7080 

1.68/Ea. 

7080-C 

2.80/Ea. 

7081 

1.68/Ea. 

7081-C 

3.15/Ea. 

7082 

2.10/Ea. 

7082-C 

4.15/Ea. 

7083 

4.75/Ea. 


Cat. 

No. 

List 

Price 

7084 

$2,I0/Ea. 

7085 

2.70/Ea. 

7086 

2,10/Ea. 

7087 

2.70/Ea. 

7088 

2.10/Ea. 

7089 

4.09/Ea. 

7201 

22.50/Ea, 

7201-1 

2.60/Ea. 

7202 

21.50/Ea. 

7202-1 

2.50/Ea, 

7203 

25.50/Ea. 

7203-1 

3.00/Ea. 

7204 

22.50/Ea. 

7204-1 

2.60/Ea. 

7205 

34.00/Ea. 

7205-1 

3.80/Ea. 

7207 

47.50/Ea. 

7207-1 

5.50/Ea. 

7210 

160.00/M 

7210-1 

18.00/Ea. 

7212 

90.00/M 

7212-1 

lO.OO/Ea. 

7214 

65.00/M 

7214-1 

7.50/Ea. 

7216 

52.50/M 

7216-1 

6.00/Ea. 

7218 

37.50/M 

7218-1 

4.25/Ea. 

7220 

28.00/M 

7220-1 

3.25/Ea. 

7222 

26.00/M 

7222-1 

3.00/Ea. 

7224 

27.00/M 

7224-1 

3.25/Ea. 

7312 

107.50/M 

7312-1 

1 1.50/Ea. 

7314 

62.50/M 

7314-1 

6.75/Ea. 

7316 

52.50/M 

7316-1 

5.75/Ea. 

7318 

38.00/M 

7318-1 

4.20/Ea. 

7320 

30.00/M 

7320-1 

3.25/Ea. 

7322 

25.00/M 

7322-1 

2.75/Ea. 

7400 

199.50/Ea. 

7401 

138.90/Ea. 

7401-M 

188.90/Ea. 

7402 

40.00/M 

7402-1 

4.50/Ea. 

7412 

54.00/M 

7412-1 

6.00/Ea. 

7418 

55.00/M 

7418-1 

6.10/Ea. 

7428 

85.00/M 

7428- 1 

9.00/Ea. 

7448 

129.50/M 

7448-1 

13.50/Ea. 

D-50 

4.50/M 

R-lOO 

4.50/M 

T-6 

.20/Ea. 

T-7 

.50/Ea. 

T-8 

.40/Ea. 

T-9 

.15/Ea. 

T-IO 

.08/Ea. 

T-ll 

.30/Ea. 

T-12 

, 15/Ea. 

T-14 

.70/Ea. 

T-I4A 

.80/Ea. 

T-15 

.25/Ea. 

T-16 

.25/Ea. 

T-I6A 

.25/Ea. 

T-17 

20.00/C 

T-I8 

20.00/C 

T-19-34 

9.50/C 

T-I9-I 

9.50/C 

T-19-11/2 

13.50/C 

T-20 

.80/Ea. 

T-42 

7.00/M 

T-44 

18.00/C 

T-46 

28.00/C 

f-48 

48.00/C 

T-IOO-I" 

.08/Ea. 

T.IOI-II/4 

" .08/Ea. 

T-102-154 

" .lO/Ea. 

T-I03 

.84/Ea. 

T-I04 

.55/Ea, 

T-I05-I4 

9.45/Ea. 

T-I05-I6 

11.25/Ea. 

T-I05-I6R 1 1.95/Ea. 

T-I05-I7 

12.95/Ea, 

T-I05-I9R 18.50/Ea. 

T-I05-20 

18.85/Ea. 

T-105-21 

20.00/Ea. 

T-IIO 

1.25/Ea. 

T-250 

20 .00/C 

T-250-A 

22.00/C 

T-669 

17.00/C 


SPECIAL SPOOLS 
Magnet 

Wire $ .84/Ea. 
Seiid 

Tinned .84/Ea. 


. List 

Size Ft. Price 


PLAIN ENAMEL 
MAGNET WIRE 
V4 Lb. Spools 


10 

8 

$ .70 

12 

12 

.73 

14 

20 

.78 

16 

32 

.78 

18 

50 

.81 

20 

80 

.86 

22 

127 

.89 

24 

201 

.89 

26 

320 

.98 

28 

507 

1.00 

30 

805 

1.05 

32 

1282 

1.17 

34 

2037 

1.32 

36 

322,1 

1.54 

38 

5132 

1.75 

40 

8143 

2,65 


VzLb. Spools 


10 

16 

$1.35 

12 

25 

1.35 

14 

40 

1.40 

16 

63 

1.40 

18 

100 

1.44 

20 

160 

1.47 

22 

254 

1.50 

24 

403 

1.55 

26 

640 

1.65 

28 

1015 

1.72 

30 

1610 

1.93 

32 

2564 

2.07 

34 

4075 

2.38 

36 

6443 

2.79 

38 

10246 

3.24 

40 

16286 

4.85 

1 

Lb. Spools 

10 

32 

$2.20 

12 

50 

2,20 

14 

80 

2.25 

16 

126 

2.29 

18 

201 

2.35 

20 

320 

2.50 

22 

508 

2.55 

24 

806 

. 2.60 

26 

1280 

3.05 

28 

2030 

3.07 

30 

3220 

3.50 

32 

5128 

3.82 

34 

8150 

4.78 

36 

12887 

5.22 

38 

20492 

6.08 

40 

32573 

9.20 


DOUBLE COTTON 
MAGNET WIRE 
V4 Lb. Spools 


10 

8 

$ .84 

12 

12 

.84 

14 

19 

.86 

16 

31 

.91 

18 

48 

.98 

20 

78 

1.12 

22 

1 19 

1.25 

24 

184 

1.38 

26 

284 

1.55 

28 

435 

1.80 

30 

641 

2.20 

32 

976 

2.65 

34 

1365 

3.90 

36 

1827 

4.55 

38 

2738 

8.00 

40 

3405 

11.50 

Vz 

Lb. Spools 

10 

16 

$1.45 

12 

24 

1.45 

14 

49 

1.50 

16 

62 

1.55 

18 

97 

1.67 

20 

157 

1.95 

22 

238 

2.20 

24 

369 

2.35 

26 

568 

2.75 

28 

871 

3.50 

30 

1284 

4.20 

32 

1953 

5.00 

34 

2735 

7,25 

36 

3654 

8.72 

38 

5476 

13.09 

40 

681 1 

19.60 

1 

Lb. Spools 

10 

32 

$2.55 

12 

49 

2.55 

14 

78 

2.75 

16 

123 

3.00 

18 

104 

3.25 

20 

304 

3.70 

22 

477 

4.15 

24 

739 

4.60 

26 

1 136 

5.25 

28 

1742 

6.50 

30 

2569 

7.75 

32 

3906 

9.50 

34 

5470 

13.50 

36 

7309 

16.37 

38 

10952 

24,50 

40 

13623 

36.40 


List 

Size Ft. Price 


DOUBLE SILK 
MAGNET WIRE 
V4 Lb. Spools 


12 

12 

$1.10 

14 

19 

1.15 

16 

31 

1.30 

18 

49 

1.40 

20 

78 

1.60 

22 

123 

1.85 

24 

195 

2.00 

26 

303 

2.40 

28 

478 

2,60 

30 

739 

3.10 

32 

1 136 

3.90 

34 

1712 

5.40 

36 

2551 

9,00 

38 

3770 

12.50 

40 

5040 

22.20 

Vz 

Lb. Spools 

12 

24 

$2.10 

14 

39 

2,15 

16 

62 

2.40 

18 

99 

2.65 

20 

157 

3.05 

22 

247 

3.40 

24 

390 

3.80 

26 

606 

4.60 

28 

956 

5.00 

30 

1479 

5.90 

32 

2272 

7.50 

34 

3424 

10.60 

36 

5102 

17.50 

38 

7541 

24.25 

40 

10080 

42.50 

1 

Lb. Spools 

12 

49 

$4.00 

14 

78 

4.10 

16 

125 

4.25 

18 

198 

4.65 

20 

314 

5,50 

22 

495 

6.00 

24 

781 

7.50 

26 

1212 

9.25 

28 

1912 

10.00 

30 

2958 

1 1.50 

32 

4545 

14.88 

34 

6849 

20.80 

36 

10204 

34.00 

38 

15082 

46,50 

40 

20161 

82.00 


SOLID TINNED 
(SOFT DRAWN) 
V4 Lb. Spools 


10 

8 

$ .65 

12 

12 

.66 

14 

20 

.69 

16 

32 

.70 

18 

50 

.75 

20 

80 

.81 

22 

127 

.83 

24 

201 

.85 

26 

320 

.92 

28 

507 

.97 

30 

805 

1.05 

32 

1282 

1.17 

34 

2037 

1.32 

36 

3221 

1.54 

38 

8143 

1.75 

40 

5132 

2.65 

Vz 

Lb. Spools 

10 

16 

$1.22 

12 

25 

1.22 

14 

40 

1.25 

16 

63 

1.29 

18 

100 

1.30 

20 

160 

1.35 

22 

254 

1.40 

24 

403 

1.50 

26 

640 

1.62 

28 

1015 

1.70 

30 

1610 

1.93 

32 

2564 

2.07 

34 

4075 

2.38 

36 

6443 

2.79 

38 

10246 

3.24 

40 

16286 

4.85 

1 

Lb. Spools 

10 

32 

$2.10 

12 

50 

2.10 

14 

80 

2.15 

16 

126 

2.20 

18 

201 

2.28 

20 

320 

2.35 

22 

508 

2.50 

24 

806 

2.60 

26 

1280 

2.90 

28 

2030 

3.07 

30 

3220 

3.50 

32 

5128 

3.82 

34 

8150 

4.78 

36 

12887 

5.22 

38 

20492 

6.08 

40 

32573 

9.20 


Where wire is shipped on returnable spools or reels a deposit covering same will be required. No credit will be allowed for returnable reels 
and spools unless returned prepaid within 12 months from date of shipment. All deposit spools and reels are billed separately on invoice 
and not included in price of materials sold. ALL PRICES SUBJECT TO CHANGE WITHOUT NOTICE 
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MINIATURIZATION WIRE 


Specially developedi for use in electronic equipment withifi the range 
of —55®C to +105°C, and maximum operating voltage of 600 volts 
tms* This wire is ideal for use in miniaturized equipment as both 
hook-up wire and lead wire for transformers^ chokes and other com¬ 
ponents, where space is at a premium and operating temperatures 
are high. Available in both standard and flexible ... in solid colors 
or candy striped with 1, 2 or 3 tracers. 


The primary insulation is Turbo 540, an extruded polyvinyl chloride 
compound that is resistant to the ejects of water, oils, aircraft engine 
fuels, hydraulic fluids, ethylene glycol, alcohol, dilute acids, alkalies 
and fungus* Oyer the primary insulation there is an extruded jacket 
of nylon to give added mechanical protection and abrasion resistance. 



Brand Part Noi 

Approx* 

AWG 

Stranding 

Norn. 
Cir. Mil 
Area 

Pri. 

Ins. Min. 
Wall 

Nylon Min. 
Wall 

Max. 

O.D. 

Norn. 

Ibs./M’ 

MM3I00607N 

30 

7/38 

no 

0.006 

0.002 

0.035 

0.8 

MM270607N 

27 

7/3S 

221 

0.006 

0.002 

0.040 

l.l 

MO2606N 

26 

Solid 

254 

0.006 

0.002 

0.040 

1.6 

MO2406N 

24 

Solid 

404 

0.006 

0.002 

0.048 

2.0 

MM2406I9N 

24 

19/36 

475 

0.006 

0.002 

0.048 

2.2 

MM2406d7N 

24 

7/32 

442 

0.006 

0.002 

0.048 

2.1 

MO2207N 

22 

Solid 

642 

0.007 

0.003 

0.058 

2.9 

MM2207I9N 

22 

19/34 

754 

0.007 

0.003 

0.058 

3.3 

MM220707N 

22 

7/30 

707 

0.007 

0.003 

0.058 

3.2 

M02007N 

20 

Solid 

1020 

0.007 

0.003 

0.068 

4.3 

MM2007I9N 

20 

19/32 

1200 

0.007 

0.003 

0.068 

5.0 

MM200707N 

20 

7/28 

1120 

0.007 

0.003 

0.068 

4.7 

MOI807N 

18 

Solid 

1620 

0.007 

0.003 

0.079 

6.5 

MMI807I9N 

18 

19/30 

1920 

0.007 

0.003 

0.079 

7.5 

MMi80707N 

18 

7/26 

1780 

0.007 

0.003 

0.079 

7.1 

M01667N 

16 

Solid 

2580 

0.007 

0.003 

0.088 

9.7 

MMl£07i9N 

16 

19/29 

2410 

0.007 

0.003 

0.088 

9.4 

MOI408N 

14 

Solid 

4110 

0.008 

0.003 

0.103 

14.0 

MMI408i9N 

14 

19/27 

3840 

0.008 

0.003 

0.103 

14.5 

MMI208t9N 

12 

I9/2S 

6080 

0.008 

0.004 

0.126 

22.5 


LOW TENSION AIRCRAFT WIRE & CABLE 


The conductor consists of a stranded tinned copper wire. The primary 
insulation is an extruded polyvinyl chloride compound that is re> 
sistant to the effects of water, oils, aircraft engine fuels^ hydraulic 
fluids, ethylene glycol, alchohol, dilute acids, alkalies and fungus. 
This wire has excellent electrical properties and has a rated working 


voltage of 600 volts rms. This wire has an outer protective nylon 
jacket^ with or without shield. 

For general use. Low tension construction has excellent electrical 
and physical characteristics, light weight, and low space factor. 


Mdtie To Mll-W-5086 & MIL-C-7078 Sfiecifications 



Brand Part No. 






Norn. 
Lbs./M ft. 
MIL-W-5086 

BUUETIN A-4662 GIVES 

MORE INFORMATION 

About turbo insula¬ 

No Shield 
MIL-W-5086 

With Shield 
MIL-C-7078 

Type 

Wire 

Size 

Stranding 

Norn. Ins. 
Thickness 

Max. O.D. 
MIL-W-5086 

6622ANI9N 

6620ANI9N 

6622ANI9NS 

6620ANI9NS 

AN-22 
AN-20 

22 

20 

19/34 

19/32 

.015 

.015 

.076 

.086 

6.3 

8.4 

tion. COPIES AVAILABLE 

66I8ANI9N 

66I8ANI9NS 

AN-18 

18 

19/30 

.015 

.096 

11.6 

ON REQUEST. 

66I6ANI9N 

66I6ANI9NS 

AN-16 

16 

19/29 

.015 

.109 

14.3 

66I4ANI9N 

66I4AN19NS 

AN-14 

14 

19/27 

.015 

.124 

21.0 


66i2ANI9N 

66i2ANl9N$ 1 

AN-12 

12 

19/25 

.015 

.144 

32.0 
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THE WILLIAM 


TURBOTHERM **60” Radio and Instrument Hook-Up Wire 


to Specification JAN-C-76 



The conductor can be furnished in either solid or stranded tinned 
copper wire. The primary insulation is an extruded polyvinyl chloride 
compound that is resistant to the effects of water, oils, aircraft engine 
fuels, hydraulic fluids, ethylene glycol, alcohol, dilute acids, alkalies 
and fungus. This wire has excellent electrical properties. 

Type WL wire is designed for general purpose applications at 600 
Volts rms or less. It is normally furnished with an extruded nylon 
jacket over the primary insulation. 


Type SRIR is designed for general purpose applications at 1000 
Volts rms or less. It is normally furnished without an outer covering. 

Type SRHV is designed for general purpose applications at 2500 
Volts rms or less. It is normally furnished without an outer covering. 

These wires can be furnished in all solid colors of vinyl insulation 
or up to 3 colored spiral tracers on a white background. Other colors 
with spiral tracers can be furnished but their use is not recommended. 


TYPE WL 


TYPE SRIR 


TYPE SRHV 


With Nylon Jacket Without Covering Without Covering 


Approx. 

AWG 

Stranding 

Max. 

O.D. 

Nom. 

Lbs./M' 

Brand 

Part No. 

Nom. 

O.D. 

Nom. 

Lbs./M' 

Brand 

Part No. 

Nom. O.D. 

Nom. Lbs./M' 

Brand 
Part No. 

24 

Solid 

0.064 

2.33 

602412N 

0.055 

2.35 

602417 

1 0.086 

4.47 

602433 

24 

7/32 

0.068 

2.66 

6624I207N 

0.058 

2.64 

66241707 

0.090 

4.8 

66243307 

24 

16/36 

0.068 

2.53 

66241216N 

0.058 

2.6 

66241716 

0.090 

4.67 

66243316 

22 

Solid 

0.069 

3.24 

602212N 

0.060 

3.3 

602217 

0.092 

5.59 

602233 

22 

7/30 

0.075 

3.71 

6622I207N 

0.065 

3.71 

66221707 

0.097 

6.13 

66223307 

22 

16/34 

0.075 

3.5 

66221216N 

0.065 

3.5 

66221716 

0.097 

5.92 

66223316 

20 

Solid 

0.076 

4.61 

6020I2N 

0.067 

4.66 

602017 

0.098 

7.07 

602033 

20 

7/28 

0.082 

5.22 

6620I207N 

0.073 

5.28 

66201707 

0.105 

7.91 

66203307 

20 

19/32 

0.084 

5.66 

66201219N 

0.074 

5.6 

66201719 

0.107 

8.31 

66203319 

18 

Solid 

0.084 

6.67 

60I8I2N 

0.076 

6.81 

601817 

0.107 

9.48 

601833 

18 

7/26 

0.092 

7.6 

66I8I207N 

0.083 

7.67 

66181707 

0.115 

10.65 

66183307 

18 

19/30 

0.094 

8.2 

66I8I2I9N 

0.086 

8.2 

66181719 

0.118 

11.13 

66183319 

16 

Solid 

0.097 

10.01 

60I6I3N 

0.087 

10.17 

601617 

0.118 

13.07 

601633 

16 

19/29 

O.IOI 

9.98 

66I6I3I9N 

0.093 

10.01 

66161719 

0.124 

13.19 

66163319 

16 

26/30 

0.104 

10.69 

66l6i226N 

0.098 

10.93 

66161726 

0.128 

13.94 

66163326 

14 

Solid 

0.111 

15.21 

60I4I4N 

0.103 

15.38 

601417 

0.132 

18.47 

601433 

14 

19/27 

0.118 

15.27 

66I4I4I9N 

O.IIO 

15.37 

66I4I7I9 

0.138 

18.28 

66143319 

14 

41/30 

0.124 

16.1 

66I4I44IN 

0.118 

16.74 

66I4I74I 

0.144 

19.59 

66143341 

12 

19/25 

0.138 

23.16 

66I2I4I9N 

0.131 

23.52 

66I2I7I9 

0.157 

26.5 

66123319 

12 

65/30 

0.141 

24.28 

66I2I265N 

0.140 

25.52 

66121765 

0.163 

28.17 

66123365 


TUBING 


*‘TURBO 117” 

A flexible silicone rubber, bonded to 
a glass braid. Temperature Range 
-100°F to +500 °F, NEMA — Class 
Rating. Available in the follow¬ 
ing grades. 


“TURBOTUF” 

A flexible vinyl coated glass braid. 
Temperature range —45°C to +125®C. 
NEMA — Class “B” Rating. Avail¬ 
able in the following grades. 


Dielectric Strength 


50% Relative Humidity 96% Relative Humidity 


Grade 

NEMA Designation 

Average 

Minimum 

Average 

Minimum 

A-l 

H-A-l 

7000 

5000 

2800 

2000 

B-l 

H-B-1 

4000 

2500 

2000 

1250 

C-l 

H-C-l 

2500 

1500 

— 

_ 

C-2 

H-C-2 

1500 

BOO 

_ 

— 

C-3 

H-G-3 

— 

— 

— 

— 





Dielectric Strength 



50% Relative Humidity 

96% Relative 

Humidity 

Grade 

NEMA Designation 

Average 

Minimum 

Average 

Minimum 

A-l 

B-A-l 

7000 

5000 

2800 

2000 

B-l 

B-B-1 

4000 

2500 

2000 

1250 

C-l 

B-C-l 

2500 

1500 

— 
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THE WILLIAM 



AND CO., INC WILLIMANTIC, CONN. 


HOOK-UP WIRE FOR RADIO & TELEVISION INDUSTRY 


Approx. 

AWS 

Size 

Stranding 

Min. 

Ave. Ins. 
Thickness 

Norn. Plastic 
O.D. 

80OC 

Brand Pt. No. 

90OC 

Brand Pt. No. 

I05OC 

Brand Pt. No. 








26 

26 

Solid 

10/36 

0.016 

0.016 

0.050 

0.052 

802616 

88261610 

902616* 

99261610* 

502616*** 

55261610*** 


Except as noted, the 

24 

Solid 

0.016 

0.054 

802416 

902416* 

502416*** 

following wires are ap- 

24 

7/32 

0.016 

0.057 

88241607 

99241607* 

55241607*** 

proved by Under¬ 

22 

Solid 

0.016 

0.059 

802216 

902216* 

502216*** 

writers* Laboratories, 

22 

7/30 

0.016 

0.065 

88221607 

99221607* 

55221607*** 

Inc.) for operation at 

20 

Solid 

0.016 

0.067 

802016 

902016* 

502016*** 

indicated temperatures. 

20 

10/30 

0.016 

0.071 

88201610 

99201610* 

55201610*** 

18 

Solid 

0.016 

0.074 

801816 

901816* 

501816*** 

Typical strandings are 

18 

16/30 

0.016 

0.080 

88181616 

99I8I6I6* 

55I8I6I6*** 

shown. Others are 

16 

Solid 

0.016 

0.086 

801616 

901616* 

501616*** 

available on special 

16 

26/30 

0.016 

0.095 

88161626 

99161626* 

55161626*** 

order. 

14 

41/30 

0.016 

0.112 

88I4I64I** 

99141641** 

55141641** 


26 

Solid 

0.031 

0.080 

802631 

902631 

502631 


26 

10/36 

0.031 

0.084 

88263110 

99263110 

55263110 


24 

Solid 

0.031 

0.084 

802431 

902431 

502431 


24 

7/32 

0.031 

0.088 

88243107 

99243107 

55243107 

*** Underwriters’ Ap¬ 

22 

Solid 

0.031 

0.089 

802231 

902231 

502231 

proved only with 

22 

7/30 

0.031 

0.094 

88223107 

99223107 

55223107 

cotton, rayon or 
glass overbraid. 

See NOTE. 

20 

Solid 

0.031 

0.096 

802031 

902031 

502031 

20 

10/30 

0.031 

0.102 

88203110 

99203110 

55203110 

18 

Solid 

0.031 

0.104 

801831 

901831 

501831 

** Not covered by 
Under- 
writers’ Standards. 

18 

16 

16/30 

Solid 

0.031 

0.031 

O.lll 

0.115 

88183116 

801631 

99183116 

901631 

55183116 

501631 

Underwriters Ap¬ 

16 

26/30 

0.031 

0.126 

88163126 

99163126 

55163126 

proved only with 

14 

Solid 

0.031 

0.129 

801431 

901431 

501431 

glass overbraid. 

14 

41/30 

0.031 

0.142 

88I43I4I 

99143141 

55I43I4I 

See NOTE. 

12 

65/30 

0.031 

0.162 

88123165 

99123165 

55123165 


NOTE — All wire available with an overbraid. Add suffix to Part No. to indicate required overbraid. 


Overbraid 

Cotton 

Rayon 

Glass 


Suffix 



"R” 

.. 0 .. 


Approximate O.D. Increase 

0.030 

0.015 

0.015 


OTHER FAMOUS 



INSULATING PRODUCTS 


1. TURBOZONE — Low tempefature plastic tubing 

2. TURBOLEX — General purpose plastic tubing 

3. TURBO “PE” — High frequency plastic tubing 

4. TURBOTHERM 105 —High temperature (105®C) plastic 
tubing 

5. TURBOTRANS 105 —Special high temperature (105®C) 
plastic tubing 

6. PLASBRAID- —Overbraided polyvinyl tubing 

7. TURBOSIL —High temperature (200°C) silicone varnish im¬ 
pregnated glass-braid tubing 


8* TURBO MARKERS — Long-life slip-on identification markers 
for electrical uses 

9. TURBO INSULATED V\f1RES 

10. TURBO WIRE MARKERS 

11. TURBO EXTRUDED TUBING 

12. TURBO GLASS SLEEVING AND TUBING 

13. TURBO VARNISHED SATURATED SLEEVING & TUBING 

14. TURBO CAMBRIC CLOTHS, TAPES, PAPERS 

15. TURBO MICA 
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Military Types .... a rome cable product 

THERMOPLASTIC INSULATED MILITARY TYPE HOOK-UP WIRE 

Comply to Joint Army-Navy Specification JAN-C-76 and manufactured under 

specific approval of the Armed Services Electro Standards Agency (ASESA). .-.-.jl . 

Impervious to oils, acids, alkalies, moisture and flame and possessing unusually 

high dielectric strength. _ ...pp, 


TYPE SRIR 


ALL OTHER SIZES CAN BE SUPPLIED 
PER JAN-C-76 SPECIFICATIONS 


PER JAN-C-76 SPECIFICATIONS 








DIAMETER 

(INCHES) 

LIST 


JAN-C-76 




INSULATION 

No Outer 

Lacquered 

PRICE 

CAT. No. 

TYPE DESIGNATION 

SIZE 

STRANDING 

LENGTH 

THICKNESS 

Covering 

Glass Braid 

EACH 

707 

SRIR-3/5(l)-22 

No. 22 

Solid 

1000 ft. spool 

.017" 

.066 

.081 

$ 9.75 

717 

SRrR-l(l)-20 

No. 20 

Solid 

1000 ft. spool 

.017" 

.073 

.088 

10.35 

727 

SRIR-1 1/2 (1)-18 

No. 18 

Solid 

1000 ft. spool 

.017" 

.081 

.096 

14.65 

737 

SRIR-3/5(7)-22 

No. 22 

7x30 

1000 ft. spool 

.017" 

.071 

.086 

10.25 

747 

SRIR-l(7)-20 

No. 20 

10x30 

1000 ft. spool 

0.17" 

.079 

.094 

12.45 

151 

SRIR- 11/2 (7)-18 

No. 18 

16x30 

1000 ft. spool 

0.17" 

.088 

.103 

15.45 

TYPE 

SRHV 


PER JAN-C-76 

SPECIFICATIONS 


DIAMETER 

(INCHES) 

LIST 


JAN-C-76 




INSULATION 

No Outer 

Lacquered 

PRICE 

CAT. No. 

TYPE DESIGNATION 

SIZE 

STRANDING 

LENGTH 

THICKNESS 

Covering 

Glass Braid 

EACH 

637 

SRHV-3/5(l)-22 

No. 22 

Solid 

1000 ft. spool 

.033 

.100 

.115 

$13.30 

642 

SRHV-l(l)-20 

No. 20 

Solid 

1000 ft. spool 

,033 

.107 

.122 

15.35 

647 

SRHV-lVa (1)-18 

No. 18 

Solid 

1000 ft, spool 

.033 

.115 

.130 

20.00 

661 

SRHV-3/5(7)-22 

No. 22 

7X.30 

1000 ft. spool 

.033 

.105 

.120 

15.75 

672 

SRHV-l(7)-20 

No. 20 

lOx.30 

1000 ft. spool 

.033 

.113 

.128 

17.50 

611 

SRHV-lVa (7)-18 

No. 18 

16X.30 

1000 ft. spool 

.033 

.122 

.137 

21.60 


COLORS: Black, 

Brown, Dark Blue, Green, Light Blue, Orange, Pink, Purple, 

Red, Slate, Tan, 

White, YeUow. 



A ROME CABLE PRODUCT 


THERMOPLASTIC INSULATED HOOK-UP WIRE 


^ Borne Synthlnol is a polyvinyl 

chloride type of thermoplastic in- 
sulatlon impervious to oils, acids, 

^_ possessing unusually high dielec- 

trie strength. Colors are of gem- 
__ like permanency. 

_ Approved hy Underwriters’ Labora- 

tories where exposed to tempera- 
tures not exceeding 80® Centigrade 
or where exposed to oil at tempera- 

U/L Voltage Eating—800 Volts Mai. K 

Single and Two-Conduetor Twisted Cable: ^‘VdioaTd ^ 1 !“ “TOe‘’und”r‘- 

i^oior L/oaea writers’ approval seal appears on 

every factory length reel of Borne 
Synthinol. 

Rome Synthinol is specially designed for the chassis and sub-chassis wiring of 
radio and television receivers and transmitters as well as all other types of elec¬ 
tronic equipment. It has physical and electrical characteristics of unusual 
permanency. SPECIFICATIONS 

Conductors: Annealed tinned solid or stranded copper conforming to A.S.T.M. 
Specification B 33 and/or Underwriters’ Standards. 

In order to provide maximum flexibility and prevent unraveling of the strands, a 
short lay stranding is used as follows: 

No. 22 Awg. .33 inch max. No. 20 Awg. .50 inch max. 

Insulation: Rome Synthinol—Approved by and conforming to Underwriters’ re¬ 
quirements and the performance specifications of A.S.T.M. D 734. Available in 
solid colors or with a surface applied contrasting colored spiral stripe. 

Typical Test Results 

Breakdown Voltage (1/64" Synthinol).over 10000 volts 

Breakdown Voltage (1/32" Synthinol).over 18000 volts 

Insulation Resistance (1/32" Synthinol).over 5000 megohms feet 


« The result of extensive laboratory development and 
proved by a decade of service—Rome Hi-Temp is 
offered for radio and electronic circuits where resistance 
to moisture and heat is required. 

SPECIFICATIONS 

Conductors: Annealed tinned, solid or stranded copper 
conforming to A.S.T.M. Specification B 33 and/or 
Underwriters’ Standards. 

In order to provide maximum flexibility and prevent 
Underwriters’ unraveling of the strands a short lay stranding is used 

approved and labeled* ^.s follows: 

for 75®C.—300 volts No. 22 Awg. .33 inch max. 

No, 20 Awg. .50 inch. max. 

Insulation: Rome Hi-Temp—a high quality, free-stripping heat-resistant rubber 
insulation approved by Underwriters’ Laboratories. 


Typieol Test Results 

Breakdown Voltage (1/82'' Hi-Temp)....... 10600 volts 

Insulation Resistance..............Over 10000 migohms feet 

♦Only factory length reels are furnished with JJ/I/b labels. 



No. 





List 

Cat. 

Size 

Stranding 


Insulation 


Price 

No. 

Condr. 

No. 

Length 

Thickness 

Diameter 

Each 

801 

22 

Solid 

25 ft. carton 

.082" 

.062" 

$0.44 

803 

22 

Solid 

100 ft. carton 

.020" 


1.65 

805 

22 

Solid 

500 ft. spool 

.020" 


6.56 

807 

22 

Solid 

1000 ft. spool 

.020" 


12.70 

811 

20 

Solid 

25 ft. carton 

.020" 

.092" 

.50 

813 

20 

Solid 

100 ft. carton 

.020" 


1.79 

815 

20 

Solid 

500 ft.'spool 

0 

0 


7.40 

817 

20 

Solid 

1000 ft. spool 

.020" 


14.30 

821 

22 

7x30 

25 ft. carton 

.020" 

.064" 

.50 

823 

22 

7 X 30 

100 ft. carton 

.020" 


1.79 

825 

22 

7 x30 

500 ft. spool 

.020" 


7.40 

827 

22 

7x30 

1000 ft. spool 

.020" 


14.30 

831 

20 

10x30 

25 ft, carton 

.020" 

.096" 

.62 

833 

20 

10x30 

100 ft. carton 

.020" 


2.04 

835 

20 

10x30 

500 ft. spool 

.020" 


9.07 

837 

20 

10x30 

1000 ft. spool 

.020" 


16.95 

881 

20-2 

10x30 

100 ft. coil 

.025" 

.125" 

4.29 

882 

20-2 

10x30 

500 ft. spool 

.025" 

.125" 

19.82 

SS3 

20-2 

10 x30 

1000 ft. spool 

.025" 

.125" 

41.40 

DME 

CABLE PRODUCT 




HOOK-UP WIRE 









List 

Cat. 

Size 

Stranding 


Insulation 


Price 

No. 

No. 

No. 

Length 

Thickness 

Diameter 

Each 

901 

22 

Solid 

25 ft. carton 

1/32" 

.075" 

$0.44 

903 

22 

Solid 

100 ft. carton 

1/32" 


1.65 

905 

22 

Solid 

500 ft. spool 

1/32" 


6.56 

907 

22 

Solid 

1000 ft. spool 

1/32" 


12.70 

911 

20 

Solid 

25 ft. carton 

1/32" 

.086" 

.50 

913 

20 

Solid 

100 ft. carton 

1/32" 


1.79 

915 

20 

Solid 

500 ft. spool 

1/32" 


7.40 

917 

20 

Solid 

1000 ft. spool 

1/32" 


14.30 

921 

22 

7 x30 

25 ft. carton 

1/32" 

00 

0 

.50 

923 

22 

7x30 

100 ft. carton 

1/32" 


1.79 

925 

22 

7x30 

500 ft. spool 

1/32" 


7.40 

927 

22 

7 x30 

1000 ft. spool 

1/32" 


14.30 

931 

20 

10x30 

25 ft. carton 

1/32" 

.090" 

.62 

933 

20 

10 X SO 

100 ft. carton 

1/32" 


2.04 

935 

20 

10x30 

500 ft, spool 

1/32" 


9.07 

937 

20 

10x30 

1000 ft. spool 

1/32" 


16.95 


, Blue, Brown, Green, Orange, Pink, Red, Slate, White, 
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ARMORED SPEAKER CABLE — For severe use, chafing, etc. 

SPECIFICATIOMS: Flexible copper conductors mounted parallel each covered with cotton serve and 1/64 wall of live rubber; overall 
wrap of galvanized steel armor 


TYPE NO. 


LENGTH 

SIZE 

STRANDING 

INSULATION 

THICKNESS 

FINISHED 

O.D. 

(Inches) 

LIST 

PRICE 

EACH 

1458 

2 Conductors 

100 ft. 

18 

16x30 

1/64 

.235 X. 155 

$9.00 


PHONOGRAPH PICK-UP-ARM CABLE 

SPECIFICATIONS: Tinned copper; flexible stranding; vinylite plastic insulation— SHIELDED. 

finished 

insulation o.d. 

TYPE No. LENOTH SIZE STRANDING THICKNESS (Inches) 

1470 100 ft. 23 20 X. 005 .010 .070 


LIST 

PRICE 

EACH 

$3.60 


irtl 





TELEPHONE AND COMMUNICATION CABLE 


INTERIOR TYPE—Dry Braid 

Consists of solid twisted pair, copper wire, with one wire coded for identification, 
covered with special rubber insulation and with an overall dry braid covering. 
Designed for interior use in telephone service, on inter-communicating systems 
of all kinds, etc. 


2 CONDUCTOR 

No. List Price Each 

3575- - 100 ft. coil.$ 5.40 

3576— 500 ft. coil... 26.30 

3877—1000 ft. coil. 50.00 


3 CONDUCTOR 

No. List Price Each 

3878— 100 ft. coil.$ 8.35 

3879— 500 ft. coil. 37.00 

3880— 1000 ft. coH. 71.80 


EXTERIOR TYPE—Black Finish 

Consists of Solid Copper Coded ire with special cotton serve, rubber insulation 
and with an overall covering of black weather-proofed braid. Designed for 
exterior use in intercommunicating and telephone service of all kinds. 

2 CONDUCTOR 3 CONDUCTOR 

No. List Price Each No. List Price Each 


3881— 100 ft. coil.$ 5.00 

3882— 500 ft. coil. 24.20 

3883— 1000 ft. coil. 45.50 


3884— 100 ft coil....$ 8.10 

3885— 500 ft coil. 36.40 

3886— 1000 ft. coil. 68.00 



MICROPHONE CABLE 


On 100 ft. spools—Conductor color chart: 1—Black; 2—^White; 3—Red; 4—Green; 
5—^Yellow; 6—^Blue; 7—^Brown. 


SHIELDED; Weatherproof rubber jacket for all microphone or weatherproof extension work. (Longer continuous lengths if desired!) 


TYPE 

No. 

TYPE 

SIZE 

SPECIAL 

USE 

SPECIFICATIONS 

STRANDING 

FINISHED 

O.D. 

(Inches) 

NOMINAL 
CAPACITY 
per ft. 
(mmf) 

LIST 

PRICE 

1459 

1 conductor 

20 

Lapel microphone 

Tinned copper wire; covered with cotton serve and 
wall of live colored rubber insulation, then cov¬ 
ered with second cotton serve, closely woven 
tinned copper shield, another cotton serve, and a 
heavy live rubber overall jacket. 

26x34 

.175 

40. 

$10.15 each 

1460 

1 conductor 

20 

Crystal microphone 

Tinned copper, glass yarn serve; wall of live 
rubber; tinned copper braid shield; rubber jacket 
overall. 

26x34 

.240 

33. 

10.50 each 

1462 

2 conductor 

20 

Carbon microphones 

Same as 1549; color coded. 

26 x34 

.280 

63. 

11.35 each 

1463 

3 conductor 

20 

Carbon microphones 

Same as 1549; color coded. 

26 x34 

.290 

.54 

12.75 each 

1464 

4 conductor 


Carbon microphones 

Same as 1549; color coded. 

26x34 


.33 

16.85 each 

1465 

5 conductor 


Carbon microphones 

Same as 1549; color coded. 

26 x34 

.340 

.32 

19.00 each 

1466 

6 conductor 

20 

Carbon microphones 

Same as 1549; color coded. 

26 X 34 

.350 

.32 

24.70 each 

1467 

7 conductor 

20 

Carbon microphones 

Same as 1549; color coded. 

26 X 34 

.370 

.30 

25.90 each 



See color chart shown above for coding. 

All rubber covered; highly flexible; easy to handle for extensions, etc.; practically wear-proof. 


1496 

2 conductor 

18 

Tinned copper wire; heavy live rubber insulating 
color; color coded. 

16 x30 

.280 


$ 7.40 each 

1497 

3 conductor 

18 

Same as 1496 

16 x30 



12.40 each 

1498 

4 conductor 

18 

Same as 1496 

16 x30 



14.30 each 


CATHODE-RAY TUBE LEAD CABLE 

Flame Retardant Polyethylene Plastic Insulation 

For high voltage leads to cathode-ray tubes in television receivers, oscilloscopes, minimum surface leakage, corona resistance and high dielectric strength, 
power supplies and other uses requiring a high-voltage cable. Special features: 


No. 

Length 

Package 
& Color 

Size 

1 

Specifications 

Stranding 

Insulation 

Thickness 

(Inches) 

Finished 

O.D. 

(Inches) 

List 

Price 

Each 

4601 

100 ft. Spool 

Red with two 
white tracers 

20 

Extra flexible tinned cop¬ 
per wire; red cellulose 
acetate yam braid with 
2 white tracers; lacquer 
coating. 

7 

X 

28 

.035 

.136 

$2.80 

4611 

100 ft. Spool 

Red 

20 

Same as No. 4601 ex¬ 
cept heavier insidatien; 
solid red braid. 

7 

X 

28 

.065 

.198 

$4.80 
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PHONOGRAPH MULTIPLE CABLE 



TYPE 

No. 

LENGTH 

SIZE 

SPECIAL 

USE 

SPECIFICATIONS 

STRANDING 

FINISHED 

O.D. 

(Inches) 

LIST 

PRICE 

EACH 


5130 

500 ft. 

2-16 

28-22 

Connections 
between com¬ 
mercial electric 
phonographs 
(juke boxes) 
and record 
selectors. 

1 condr. No. 16 gauge bare copper wire 
with 1/64" black vinylite insulation. 

1 condr. No. 16 gauge solid bare cop¬ 
per wire with 1/64" red vinylite in¬ 
sulation. 14 condrs. No. 22 gauge solid 
bare copper wire with .010" vinylite 
Insulation, all individually color coded. 
14 condrs. No. 22 gauge tinned copper 
wire with a .010" vinylite insulation, 
all individually color coded. All condrs. 
grouped into cable form with a tight, 
spiral cotton wrapping and with a heavy 
black vinylite jacket over-all. 

Solid 


$382.00 


5103 


3-22 

Connections for 
commercial 
electric phono¬ 
graphs and 
record selectors. 

3 condrs. No. 22 with 1/64" thermo¬ 
plastic Insulation, all individually color 
coded. All conductors grouped into 
cable form with a treated cotton braid 
overall lacauered. 

7 x30 

.125 

44.25 


5113 


2-16 

1-18 

Connections for 
commercial 
electric phono¬ 
graphs and 
record selectors. 

2 condrs. No. 16 1/32" thermoplastic 
insulation. 1 condr. No. 18 1/32" 
thermoplastic insulation, all individu¬ 
ally color coded. All conductors grouped 
into cable form with a treated brown 
cotton braid overall lacquered. 

2-26x30 
1-16 X 30 

.165 

105.70 



MULTI-COLOR • • • for intercom and p.a. systems 

CABLES CONDUCTOR COLOR CHART (colored rubber): 1st—Red; 2nd—Black; 3rd—Blue; 4th—Green; 5th—Brown; 

6th—Yellow; 7th—White; 8th—Tan; 9th—Pink; 10th—Gray; 11th—Purple; 12th—Orange. 


FLEXIBLE COTTON BRAIDED For speakers, testers, battery hook-up, etc. (longer continuous lengths if desired). 
SPECIFICATION; Tinned flexible copper; cotton sleeve; live colored rubber insulation; bunched individual conductors; heavy brown 
cotton braid over-all; color coded. __ 


TYPE 

No. 

TYPE 

LENGTH 

SIZE 

STRANDING 

INSULATION 

THICKNESS 

(Inches) 

FINISHED 

O.D 

(Inches) 

LIST 

PRICE 

EACH 

1481 

1 conductor 

100 ft. 

20 

10x30 

1/64 

.150 

$ 4.15 

1482 

2 conductor 

100 ft. 

20 

10x30 

1/64 

.175 

5.60 

1483 

3 conductor 

100 ft. 

20 

10x30 

1/64 

.200 

7.75 

1484 

4 conductor 

100 ft. 

20 

10x30 

1/64 

.275 

9.65 

1485 

5 conductor 

100 ft. 

20 

10x30 

1/64 


11.60 

1486 

6 conductor 

100 ft. 

20 

10 x 30 

1/64 


14.45 

1487 

7 conductor 

100 ft. 

20 

10x30 

1/64 

.275 

16.60 

1488 

8 conductor 

100 ft. 

20 

10x30 

1/64 


22.45 

1489 

9 conductor 

100 ft. 

20 

10x30 

1/64 

.310 

23.25 

1490 

10 conductor 

100 ft. 

20 

lOx 30 

1/64 

.325 

25.30 

1494 

11 conductor 

100 ft. 

20 

10x30 

1/64 

.335 

27.20 

1495 

12 conductor 

100 ft. 

20 

10x30 

1/64 

.350 

33.80 


ANALYZER CABLE specifications: Extra flexible tinned capper; rubber covered; color coded; Brown cotton braid overall. 


TYPE 

No. 

TYPE 

LENGTH 

SIZE 

STRANDING 

INSULATION 
THICKNESS 
(Inches) 

FINISHED 

O.D. 

(Inches) 

LIST 

PRICE 

EACH 

1456 

8 conductors 

100 ft. 

2-14 

6-18 

41 x30 
16x30 

1/64 

.300 

$26.30 

1457 

9 conductors 

100 ft. 

2-14 

7-18 

41x30 

16x30 

1/64 

.320 

27.50 



TINNED COPPER SHIELDED For radio, auto and electrical work. 

SPECIFICATIONS: Extra flexible; tinned copper stranded; cotton serve; live color-coded rubber insulation; cotton serve over all 
conductors; tinned shielded overall braid. 


TYPE 

No. 

TYPE 

LENGTH 

SIZE 

STRANDING 

INSULATION 

THICKNESS 

(Inches) 

FINISHED 

O.D. 

(Inches) 

LIST 

PRICE 

EACH 


1 conductor 

100 ft. 

18 

16x30 

1/64 

.110 

$ 6.60 


2 conductors 

100 ft. 

20 

10x30 

1/64 

.190 

8.50 


3 conductors 

100 ft. 

20 

10x30 

1/64 

.200 

11.00 


4 conductors 

100 ft. 

20 

10x30 

1/64 

.220 

14.45 

1475 

5 conductors 

100 ft. 

20 

10x30 

1/64 

.235 

17.05 

1476 

6 conductors 

100 ft. 

20 

10x30 

1/64 

.250 

21.00 

1477 

7 conductors 

100 ft. 

20 

10x30 

1/64 

.265 

25.30 


CONTROL PANEL INTERCOM CABLE 

SPECIFICATIONS: Tinned copper; vinylite plastic insulation; wires twisted together; closely woven braided tinned copper shield. 


TYPE 





INSULATION 

FINISHED 

LIST 

No. 

TYPE 

LENGTH 

SIZE 

STRANDING 

THICKNESS 

(Inches) 

O.D. 

(Inches) 

PRICE 

EACH 

1468 

2 conductors 

100 ft. 

22 

Solid 


.110 

$ 5.25 

1469 

3 conductors 

100 ft. 

22 

Solid 


.145 

6.70 


LEAD COVERED CABLE For freedom from interference, corrosion and dampness. 

SPECIFICATIONS: Tinned copper wire; heavy rubber insulation and cotton braid; 
_heavy lead sheath._ 



TYPE 





INSULATION 

FINISHED 

LIST 

No. 

TYPE 

LENGTH 

SIZE 

STRANDING 

THICKNESS 

(Inches) 

O.D. 

(Inches) 

PRICE 

EACH 

1453 

2 conductors 

lOO ft. 

18 

Solid 

1/32 

.240 X .200 

$21.50 

1454 

3 conductors 

iQo a 

18 

Solid 

1/32 

,420 

37.50 
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TELEVISION CABLE . . . Transmission Cables 


NOMINAL ELECTRICAL PROPERTIES 



No. 

Type 

Length 

Size 

& 

Strand¬ 

ing 

Specifications 

and 

General Applications 

Nom¬ 

inal 

Diam. 

(in.) 

Fre¬ 

quency 

(me) 

Atten¬ 
uation 
Per 
100 ft. 

‘Velocity Capaci- 
Imped- of tance 

ance Propa- Per 

(ohms) gation Ft. 

(%) (mmf) 

List 

Price 

Each 


4401 

1 

condr. 

100 

ft. 

Spool 

22 

solid 

Bare copper, solid; black 
vinyl plastic jacket; bare 
copper braid shield; pol¬ 
yethylene plastic insulation. 

.242 

100 

200 

300 

400 

3.75 

5.60 

7.10 

8.30 

73 66 

21.0 

$ 7.65 


4403 

1 

condr. 

500 

ft. 

Spool 

22 

solid 

Same as 4401 

.242 

Same 

as 

4401 

Same 

as 

4401 

73 66 

21.0 

71.50 


4405 

1 

condr. 

100 

ft. 

Spool 

20 

solid 

Bare copper, solid; black 
vinyl plastic jacket; tinned 
copper braid shield; pol¬ 
yethylene plastic insulation. 

.195 

100 

200 

300 

4.10 

6.20 

8.00 

53.5 66 

28.5 

7.35 







400 

9.50 




4407 

1 

condr. 

500 

ft. 

Spool 

20 

solid 

Same as 4405 

.195 

Same 

as 

4405 

Same 

as 

4405 

53.5 66 

28.5 

59.35 



4415 

1 

condr. 

100 

ft. 

Spool 

13 

Bare copper; flexible strand¬ 
ing ; black vinyl plastic 

.405 

100 

200 

300 

400 

2.10 

3.30 

4.10 

4.50 

52 66 

29.5 

18.50 



7x21 

jacket; bare copper braid 
shield; polyethylene plastic 
insulation. 






4417 

1 

condr. 

500 

ft. 

Spool 

13 

Same as 4415 

.405 

Same 

Same 

52 66 

29.5 

173.75 



7x21 



4415 

4415 





4419 

1 

condr. 

100 

ft. 

Spool 

IS 

Tinned copper; flexible 
stranding; bare copper braid 
shield; black vinyl plastic 
jacket; polyethylene plastic 
insulation. 

.405 

100 

200 

300 

400 

1.90 

2.85 

3.60 

4.35 

75 , 66 

20.5 

17.35 



7x26 






4421 

1 

condr. 

500 

ft. 

Spool 

18 

Same as 4419 

.405 

Same 

Same 

75 66 

20.5 

163.75 



7x26 



4419 

4419 





4500 

2 

condr. 

500 

ft. 

Spool 

22 

Same as 4528 

.055 

Same 

Same 

300 85 

4.6 

82.00 

___ 


7x30 


.350 

4503 

4503 





4503 

2 

condr. 

500 

ft. 

Spool 

20 

Both conductors bare copper; 
flexible strabding; conductors 
parallel; insulated with pol¬ 


50 

100 

200 

300 

400 

500 

.72 

1.1 

1.7 
2.2 

2.7 
3.1 

300 85 

4.6 

28.50 



7x28 

.072 

X 

.400 







yethylene. USE: Receiving 
antenna at high frequencies. 





4507 

3 

condr. 

500 

ft. 

Spool 

20 

Two bare,: one tinned copper 
conductor; flexible strand¬ 
ing; conductors parallel; pol¬ 
yethylene insulation. USE: 

.072 

Same 

Same 

300 85 

4.6 

32.25 

. 


7x28 

.400 

ES 

4503 

as 

4503 




1^.^ '' - -[papl 





Same as 4501, but third 
conductor may be used for 
ground or other purposes. 








4509 

4 

condr. 

500 

S^^’l 

20 

Same as 4501 except three 
conductors bare copper, one 
conductor tinned. Amber ixil- 

.072 

Same 

Same 

300 85 

4.6 

33.00 



7x28 

.400 

4503 

4503 









yethylene plastic insulation 
overall is semi-transparent 







P 





for easy conductor identiflca- 







.; s .... 





tion and is grooved between 
conductors for ease of sep¬ 
aration and stripping. USE: 
Rotor Aerials. 



















4517 

5 

condr. 

500 

ft. 

Spool 

20 

Same as 4509 except four 
conductors bare copper, one 
conductor tinned copper. 

.090 





44.00 



7x28 

400 











USE: Rotor Aerials. 








4521 

8 

condr. 

500 

ft. 

Spool 

22 

Tinned copper conductors. 
.010 thermoplastic insula¬ 
tion over each conductor with 

.235 






_^ __ 


7x30 





OJL.^U 




jacket overall. USE: Rotor 
Aerials. 








4523 

2 

condr. 

500 

ft. 

18 

Conductors bare copper; flex¬ 
ible stranding; conductors 

.200 

X 

50 

100 

.70 

1.10 

300 82 

5.0 

82.00 

1 ' 


Heavy 

Spool 

7x26 

run parallel; polyethylene 
insulation. USE: TV and 
FM receiving antenna. Es¬ 
pecially designed for use in 
TV fringe areas. Also 
adapted to use with low- 
power transmitting antenna. 

.520 

200 

300 

400 

500 

1.73 
'2.28 

2.74 
3.18 
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FORMVAR WIRE—No. 2000 

Covered with the new, tough, abrasion-resisting film. Takes up less space. Has 
these imporant qualities: No danger from stretching and bending during assembly. 
Tough at higher temperature. Resists abrasion better. Stable under heat aging. 
Does not fail after 2 hours at 105° C. Completely insoluble to petroleum solvents. 
Adequate acid and alkali resistance. Constant dialectrie properties. Infinite 
resistance to water and moisture. 

Use Single Formvar for low voltage coils, Heavy Formvar to replace Enamel Paper, 
Enamel Cotton, Enamel Silk, Double Cotton and Double Silk. 

ON PROTECTA-SLEEVE SPOOLS. 


Single Formvar Magnet Wire 1 

1 Heavy Formvar Magnet Wire 

Size 

'A Lb. 

A Lb. 

1 Lb. 

Size 

A Lb. 

A Lb. 

( Lb. 

14 

$0.66 

$i.l2 

$2.07 

14 

$0.73 

$1.24 

$2.27 

15 

.66 

1.20 

2.10 

15 

.73 

1.34 

2.33 

16 

.75 

1.25 

2.14 

16 

.84 

1.39 

2.35 

17 

.75 

1.30 

2.15 

17 

.84 

1.44 

2.37 

18 

.75 

1.34 

2.17 

18 

.84 

1.47 

2.39 

19 

.83 

1.39 

2.23 

19 

.92 

1.52 

2.45 

20 

.83 

(.40 

2.25 

20 

.92 

1.54 

2.5 ( 

21 

.83 

1.42 

2.37 

21 

.92 

1.55 

2.6( 

22 

,83 

1.45 

2.56 

22 

.92 

1.60 

2.80 

23 

.89 

1.49 

2.62 

23 

.97 

(.64 

2.87 

24 

.90 

1.50 

2.80 

24 

1.00 

(.65 

3.07 

25 

.97 

i.65 

2.92 

25 

1.15 

(.97 

3.50 

26 

,99 

1.65 

3.05 

26 

1.19 

(.98 

3.64 

27 

1.05 

1.74 

3.20 

27 

1.25 

2.07 

3.84 

28 

i.fO 

i.80 

3.37 

28 

1.34 

2.(5 

4,04 

29 

1.14 

1.87 

3.46 

29 

1.37 

2.24 

4.(4 

30 

1.20 

1.95 

3.52 

30 

1.44 

2.34 

4.22 

31 

1.34 

2.02 

3.67 

31 

1.67 

2.52 

4.58 

32 

1.35 

2.10 

3.75 

S2 

1.69 

2.63 

4.67 

33 

1.42 

2.25 

3.95 

33 

1.77 

2.81 

4.94 

34 

1.50 

2.55 

4.12 

34 

(.87 

3.(9 

5.(6 

35 

1.64 

2.81 

4.70 

35 

2.04 

3.46 

5.88 

36 

1.92 

3.00 

5.26 

36 

2.39 

3.75 

6.58 

37 

2.17 

3.37 

6.00 

37 

2,72 

4.20 

7.50 

38 

2.55 

3.75 

6.76 

38 

3.17 

4.69 

8.45 

39 

2.80 

4.50 

7.50 

39 

3,50 

5.64 

9.38 

40 

3.75 

5,64 

9.00 

40 

4.69 

7.04 

l(.27 


BARE COPPER WIRE- 


No. 2000 



ON PROTECTA-SLEEVE SPOOLS 

Handy convenient way to stock small quan¬ 
tities of wire. Prevents wire from matting or 
tangling. Supplied on spools as shown and 
in heavier weights. 



Bare Copper Wire 



Tinned Copper Wire 


Size 

A Lb. 

A Lb. 

( Lb. 

Size 

A Lb. 

A Lb. 

( Lb. 

14 

$0.53 

$0.97 

$(.54 

14 

$0.67 

$(.I3 

$(.75 

15 

.57 

(.00 

(.60 

15 

.73 

1.27 

1.92 

16 

.60 

(.(0 

(.83 

16 

.80 

(.40 

2.00 

17 

.52 

(.(2 

1.87 

17 

.84 

(.44 

2.03 

18 

.63 

(.(4 

(.90 

18 

.87 

(.47 

2.08 

19 

.65 

1.17 

(.95 

19 

.90 

1.50 

2.(2 

20 

.67 

1.20 

2.00 

20 

.94 

(.53 

2.(7 

21 

.68 

(.22 

2.07 

21 

.95 

(.53 

2.24 

22 

.70 

1.24 

2.(4 

22 

.97 

(.57 

2.30 

23 

.70 

1.27 

2.17 

23 

.98 

(.58 

2.34 

24 

.70 

(.30 

2.20 

24 

(.00 

(.60 

2.37 

25 

.72 

1.30 

2.20 

25 

(.00 

(.60 

2.37 

26 

.73 

(.34 

2,27 

26 

1.00 

(.60 

2.37 

27 

.75 

(.37 

2.30 

27 

(.05 

(.67 

2.64 

28 

.77 

1.40 

2.40 

28 

(.10 

(.75 

2.90 

29 

.77 

(.42 

2.47 

29 

(.13 

(.84 

2.94 

30 

.77 

(.42 

2.47 

30 

1.17 

(.92 

2.97 

31 

.77 

1.44 

2.53 

31 

(.20 

2.00 

3.04 

32 

.77 

(.44 

2.60 

32 

(.24 

2.09 

3.(0 

33 

.78 

(.47 

2.68 

33 

(.27 

2.(7 

3.(9 

34 

.80 

(.50 

2.77 

34 

(.30 

2.25 

3.27 

35 

.82 

(.55 

2.90 

35 

(.32 

2.30 

3.40 

36 

.84 

(.60 

3.04 

36 

(.34 

2-34 

3.54 

37 

.92 

(.75 

3.22 

37 

(.36 

2.42 

3.72 

38 

(.00 

1.90 

3.40 

38 

(.38 

2.50 

3.90 

39 

(.02 

(.97 

3.45 

39 

(.39 

2.59 

3.95 

40 

(.04 

2.04 

3.50 

40 

1.40 

2.67 

4.00 


MAGNET WIRE 


Popular, profitable 
specialty wire pack¬ 
aged for easy selling in 
radio - electrical, de¬ 
partment, specialty and 
hardware stores. 

Wide variety of sizes 
and insulations. 

Keeps stock in perfect 
order, always saleable. 
For all wire pages 16, 
17, 18. 

Supplied on Spool as Shown and in 
Heavier Weights. 

Here is a handy and convenient way to 
stock small quantities of wire. It pre¬ 
vents wire from matting or tangling. The 
sleeve is accurately made and can be 
readily slipped out of the way when any 
length of wire is desired. 



PROTECTA-SLEEVE SPOOLS 


DOUBLE 

COTTON 1 




1 

SINGLE 

COTTON 1 


SINGLE 

SILK 


COVERED 


PLAIN 1 

ENAIVIEL 


ENAMEL 



ENAMEL 


Size 

A lb. 

A lb. 

1 lb. 

Size 

A lb. 

A lb. 

( lb. 

Size 

A lb. 

A Ib. 

1 lb. 

Size 

A lb. 

A lb. 

1 lb. 

14 

$0.55 

$0.95 

$1.87 

14 

$0.45 

$0.75 

$1.39 

14 

$0.57 

$1.10 

$1.95 

14 




15 

.58 

.98 

1.90 

15 

.45 

.80 

1.40 

15 

.58 

I.IO 

2.00 

15 




16 

.60 

1.00 

1.95 

16 

.50 

.84 

1.42 

16 

.60 

1.15 

2.05 

16 

$0.84 

$1.35 

$2.50 

17 

.60 

1.05 

2.00 

17 

.50 

.87 

1.44 

17 

.63 

1.18 

2.09 

17 

.85 

1.45 

2.75 

18 

.60 

(.10 

2.05 

18 

.50 

.89 

1.45 

18 

.65 

1.25 

2.10 

18 

.88 

1.50 

2.89 

19 

.65 

(.15 

2.28 

19 

.55 

.92 

1.49 

19 

.67 

1.28 

2.14 

19 

.90 

1.60 

3.00 

20 

.65 

(.25 

2.34 

20 

.55 

.94 

1.50 

20 

.68 

1.34 

2.19 

20 

.94 

1.65 

3.14 

21 

.77 

(.34 

2.50 

21 

.55 

.95 

1.59 

21 

.70 

1.39 

2.20 

21 

.96 

1.70 

3.25 

22 

.82 

(.39 

2.64 

22 

.55 

.97 

(.70 

22 

.73 

1.43 

2.30 

22 

1.00 

1.75 

3,39 

23 

.88 

(.50 

2.75 

23 

.58 

.99 

(.75 

23 

.78 

1.50 

2.38 

23 

1.05 

1.87 

3.50 

24 

.94 

(.60 

3.00 

24 

.60 

1.00 

(.87 

24 

.84 

1.55 

2.50 

24 

1.10 

1.90 

3.64 

25 

.95 

1.65 

3.14 

25 

.65 

(.10 

(.95 

25 

.85 

1.63 

2.63 

25 

1.18 

2.00 

3.75 

26 

(.00 

(.75 

3.39 

26 

.65 

(.(0 

2.03 

26 

.90 

1.70 

2.75 

26 

1.20 

2.20 

4.14 

27 

(.(5 

1.89 

3.64 

27 

.70 

(.(5 

2.14 

27 

1.00 

1.75 

2.89 

27 

1.30 

2.39 

4.50 

28 

(.20 

2.(4 

4.00 

28 

.73 

(.20 

2.25 

28 

1.05 

1.80 

3.00 

28 

1.40 

2.50 

4.67 

29 

(.30 

2.39 

4.50 

29 

.75 

(.25 

2.30 

29 

1.10 

1.95 

3.14 

29 

1,54 

2.89 

5.25 

30 

1.32 

2.50 

4.75 

30 

,80 

(.30 

2.35 

30 

1.15 

2.04 

3.39 

30 

1.65 

3,05 

5.90 

31 

(.50 

2.75 

5.00 

31 

.89 

(.35 

2.45 

31 

1.25 

2.25 

3.64 

31 

1.87 

3.39 

6.65 

32 

(.75 

3.00 

5.64 

32 

.90 

(.40 

2.50 

32 

1.39 

2.50 

4.00 

32 

2.20 

4.00 

7.25 

33 

1.89 

3.37 

6.25 

33 

.95 

(.50 

2.65 

33 

1.60 

3.00 

4.50 

33 

2,50 

4.39 

8.25 

34 

2,14 

3.89 

7.00 

34 

1.00 

(.70 

2.75 

34 

1.80 

3.14 

5.00 

84 

2.70 

4.89 

9.25 

35 

2.39 

4.25 

7.50 

35 

(.09 

(.84 

3.14 

35 

2.14 

3.64 

5.64 

35 

2.80 

5.25 

10.OC 

36 

2.75 

4.89 

8.65 

86 

(.29 

2.00 

3.50 

36 

2.40 

4.14 

6.50 

36 

3.14 

5.90 

1 1.40 

37 

2.25 

6.25 

( 1.40 

37 

(.45 

2.25 

4.00 

37 

3.20 

5.64 

10.25 

37 

3.75 

7.15 

14.00 

38 

4.75 

8.65 

16.50 

38 

(.70 

2.50 

4.50 

38 

4.00 

7.25 

12.00 

38 

4.39 

8.65 

16.00 

39 

6.00 

( 1.50 

20.00 

39 

(.87 

3.00 

5.00 

39 

5.00 

8.75 

15.25 

39 

5.39 

10.25 

20.00 

40 

8.00 

(5.00 

28.15 

40 

2.50 

3.75 

6.00 

40 

6.41 

12.25 

19.00 

40 

6.75 

13.00 

25.00 



STA-PUT PUSHBACK HOOK-UP WIRE 

STRIPS AND REMAINS BACK FOR CLEAN TERMINAL 

Seven colors for each: Black, blue, brown', green, red, yellow, 
white. Be sure to specify color when ordering. 

Eveiy unit packaged in handsome 3-color display carton for easy 
merchandising by dealer. 


SPECIFICATIONS: Tinned copper conductor; cotton serve and cotton braid through 
paraffin impregnation. 



Hl-Q LO-LOSS PUSHBACK 
HOOK-UP WIRE 

High efficiency wire ideal for use where high conductivity with 
negligible loss is essential. 3-color display carton. Real push- 
back — insulation will not creep. R.M.A. color coded. 

SPECIFICATIONS: Tinned pure copper serve of cellulose acetate 
yarn; cotton braid overall with high gloss 
lacquer. 


TYPE 




FINISHED 

LIST 

No. 

SIZE 

LENGTH 

STRANDING 

O.D. 

PRICE 

104S 

18 

25 ft, carton 

16 X 30 

.072 

$0.55 each 

1049 

18 

100 ft, carton 

16x30 

.072 

1.90 each 

1050 

18 

1000 ft. spool 

16 X 30 

.072 

19.00 each 

1091 

22 

25 ft. carton 

7 X 30 

.066 

.38 each 

1092 

22 

100 ft. carton 

7 X 30 

.066 

1.20 each 

1093 

22 

1000 ft. spool 

7 X 30 

.066 

11.20 each 

1101 

20 

25 ft. carton 

10 X 30 

.068 

.48 each 

1102 

20 

100 ft. carton 

10 X 30 

.068 

1.67 each 

1103 

20 

1000 ft. spool 

10x30 

.068 

13.70 each 

1045 

18 

25 ft. carton 

Solid 

.070 

.47 each 

1046 

18 

100 ft. carton 

Solid 

.070 

1.67 each 

1047 

18 

1000 ft. spool 

Solid 

.070 

16.50 each 

1096 

22 

25 ft. carton 

Solid 

.065 

.37 each 

1097 

22 

100 ft. carton 

Solid 

.065 

1.15 each 

1098 

22 

1000 ft. spool 

Solid 

.065 

10.50 each 

1106 

20 

25 ft, carton 

Solid 

.067 

.45 each 

1107 

20 

100 ft. carton 

Solid 

.067 

1.65 each 

1108 

20 

1000 ft, spool 

Solid 

.067 

12.50 each 


TYPE 

No. 

SIZE 

LENGTH 

STRANDING 

FINISHED 

O.D. 

LIST 

PRICE 

1051 

22 

25 ft. carton 

7x30 

.065 

$1.05 each 

1052 

22 

100 ft. carton 

7 x 30 

.065 

2.75 each 

1053 

22 

1000 ft. spool 

7 x30 

.065 

12.00 each 

1056 

20 

25 ft. carton 

10x30 

.066 

1.07 each 

1057 

20 

100 ft. cs-ton 

10 x30 

.066 

2.90 each 

1058 

20 

1000 ft. sp^i 

10 X 30 

.066 

23.65 each 

1061 

22 

25 ft. car^-or 

Solid 

.064 

,70 each 

1062 

22 

100 ft. carton 

Solid 

.064 

2.47 each 

1063 

22 

1000 ft. spool 

Solid 

.064 

18.40 each 

1066 

20 

25 ft. carton 

."Solid 

.065 

.94 each 

1067 

20 

100 ft. carton 

solid 

.065 

3.20 each 

1068 

20 

1000 ft. spool 

Solid 

.065 

23.50 each 
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AERIAL WIRE 


h m '4 


Copper and Bronze 



Special, attractive three-col^r cantons lielp t© mak© tkis 
Wire ^easier foii* ciistofners bmy, easier yetit €^lerB 
t© eeli. Supplied at slight ad'ditioha.l cost. 



SOLID ENAMELED 

No. 3851. 

50 ft. 

No. 3852. 

75 ft. 

NO. 3853. 

100 ft. 

No. 3854. 

1000 ft. 

N o. 3861. 

50 ft. 

No. 3862. 

75 ft. 

Nn. 3863. 

100 ft. 

No. 3864. 

1000 ft. 

No. 3871. 

50 ft. 

NO. 3872. 

75 ft. 

No. 3873. 

100 ft. 

NO. 3874. 

1000 ft. 

AtAIAL AND BUS 

Solid tinned 

No. 3821. 

50 ft. 

No. 3822. 

75 ft. 

No. 3823. 

100 ft. 

No. 3824. 

1000 ft. 

No. 3831. 

50 ft. 

No. 3832. 

75 ft. 

No. 3833. 

100 ft. 

No. 3834. 

1000 ft. 

No. 3841. 

50 ft. 

No. 3842. 

75 ft. 

No. 3843. 

100 ft. 

No. 3844. 

1000 ft. 

SOLID BAR 


No. 3801. 

50 ft. 

No. 3802. 

75 ft. 

No. 3803. 

100 ft. 

No. 3804. 

1000 ft. 

No. 3811. 

50 ft. 

No. 3812. 

75 ft. 

No. 3813. 

100 ft. 

No. 3814. 

1000 ft. 


cMl, 

14 SOUl 'Unamel 

c^li. 

14 Sblil Uftamel 

c?AI, 

14 solid Dnamel 

ctll. 

14 Solid lEhamel 

(^1, 

1-2 solid Enamel 

^1, 

12 ^liil Enamel 

cMl, 

12 solid Enamel 

spel. 

12 solid Enamel 

<8^1, 

10 solid Enamel 

eell. 

10 Solid Enamel 

(JOll, 

lO solid Enamel 


10 solid Enamel 

BAB 

coll. 

14 Solid Tinned 

cell. 

14 Solid l^nned 

m, 

14 Solid Tinned 


14 Solid Tinned 

coll. 

12 Solid Tinned 

coil. 

12 Solid Tinned 

coil, 

12 Solid Tinned 

spool, 

12 Solid Tinned 

coil. 

10 Solid Tinned 

coil. 

10 Solid Tinned 

coil. 

10 Solid Tinned 

spool. 

10 Solid Tinned 

coil, 

15 Solid Bare 

coil. 

15 Solid Bare 

coil, 

15 Solid Bare 

spool. 

15 Solid Bare 

coil. 

14 Solid Bare 

coil, 

14 Solid Bare 

coil, 

14 Solid Bare 

spool. 

14 Solid Bare 


BARE STRANDID 


TINMED STRANDED 


No. 3501, 

50 ft. coil. 

7x26 Bare 

No. 

3^1. 

50 ft cbli. 

7x26 Tinned 

No. 3502, 

7S It. coil. 

7x26 Bare 

No. 

3m2. 

75 ft. cbll, 

7x26 Tinned 

No. 3503, 

100 It. coil. 

7sS6 Bare 

No. 

3m. 

100 ft. coll. 

7x26 Tinned 

No. 3504. 

lOOO ft. spool. 

7X^6 Bare 

No. 

3m. 

1000 ft. #00i. 

7x26 Tinned 

No. 3511, 

50 ft coil. 

7X26 Bare 

No. 

3511. 

50 ft. (M., 

7x25 Tinned 

No. 3512, 

75 It. coil. 

tm Bare 

No. 

3612. 

75 ft c^, 

7x25 Tinned 

No. 3513, 

100 It. coil. 

73^5 Bare 

No. 

3613. 

100 ft. 

7x25 Tinned 

No. 3514. 

1000 ft. spool. 

7X25 Bare 

No. 

3a4. 

1000 ft. ^0Ol, 

7x25 Tinned 

No. 3521. 

50 ft. coil. 

7x24 Bare 

No. 

3621. 

50 ft. m. 

7X24 Tinned 

No. 3522. 

75 ft. coil. 

7X24 Bare 

No. 

3622. 

75 ft. coB, 

7x24 Tinned 

No. 3523. 

100 It. coil. 

7X26 Bare 

No. 

3625. 

100 ft. cbB, 

7x24 Tinned 

No. 3524. 

1000 ft. speol> 

7x25 Bare 

No. 

3624. 

1*000 ft. spool, 

7x24 Tinned 

No. 3531. 

50 It. coil. 

7X26 Bare 

No. 

3631. 

50 ft. coB, 

7X23 Tinned 

No. 3532. 

75 ft. coil. 

7X23 Bare 

No. 

3632. 

75 ft. coil. 

7X23 Tinned 

No. 3533. 

100 ft. coil. 

7X23 Bare 

No. 

3635. 

100 ft coil. 

7x23 Tinned 

No. 3534. 

1000 ft. spool. 

7x23 Bare 

No. 

3634. 

1000 ft. spool. 

7x23 Tinned 

No. 3541. 

50 ft. coil. 

7x0242 Bare 

No. 

3641. 

50 ft. coil, 

7x0242 Tinned 

No. 3542. 

75 ft. coil. 

7x0242 Bare 

No. 

3642. 

75 ft. coil. 

7x0242 Tinned 

No. 3543. 

100 ft. coil. 

7x0242 Bare 

No. 

3643. 

100 ft coil. 

7x0242 Tinned 

No. 3544. 

1000 'Spool, 

7x0242 Bare 

No. 

3644. 

1000 ft. spool. 

7x0242 Tinned 

No. 3551. 

50 ft. coil. 

7x22 Bare 

No. 

3651. 

50 ft coil. 

7x22 Tinned 

No. 3552. 

75 ft. coil. 

7x22 Bare 

No. 

3652. 

75 ft coB, 

7x22 Tinned 

No. 3553. 

lOO ft. coil, 

7x22 Bare 

No. 

3653. 

100 ft coB, 

7x22 Tinned 

No. 3554. 

1000 ft. spool, 

7x22 Bare 

No. 

3654. 

1000 ft. spool. 

7x22 Tinned 

No. 3561. 

50 ft. coil. 

7X20 Bare 

No. 

3661. 

50 ft coil, 

7x20 Tinned 

No. 3562. 

75 ft. coU, 

7x20 Bare 

No. 

3662. 

75 ft. coil, 

7x20 Tinned 

No. 3563. 

100 ft. coil. 

7x20 Bare 

No. 

3663. 

100 ft. coil, 

7x20 Tinned 

No. 3564. 

1000 ft. spool, 

7x20 Bare 

NO. 

3664. 

1000 ft coil. 

7x20 Tinned 


AERIAL WIRE . . . Phosphor Bronze 

Recommended for short wave and transmitting aerials 

Tested and used by Army and Navy 

Amazing Improvement for reception and transmission 

No. 3401 50 ft. coil, . 7x26 Phosphor Bronzie 

No. 3402 75 ft. coli, .7x26 Phosphor Bronze 

No. 3403 100 ft. coil, .7x26 Phosphor Bronze 

No. 3404 1000 ft. spool, .7x26 Phosphor Bronze 

No. 3421 50 ft. coli, .7x24 Phosphor Bronze 

No. 3422 75 ft. coil, .7x24 Phosphor Bronze 

No. 3423 100 ft. coil, .7x24 Phosphor Bronze 

No. 3424 1000 ft. spool, . 7x24 Phosphor Bronze 


Phosphor bronze is recognized as the most efficient, practical wire ob¬ 
tainable for short wave and transmitting aerials. It will not stretch or 
sag and is super-inductive. 

No. 3451 50 ft. coil, . .....7x22 Phosphor Bronze 

No. 3452 75 ft. coil, ....,.,....>.....«....7x22 Phosphor Bronze 

No. 3453 100 ft. coil, .......7x22 Phosphor Bronze 

No. 3454 1000 ft. spool, .7x22 Phosphor Bronze 

No. 3461 50 ft, coil, ........«......«r..,7x20 Phosphor Bronze 

No. 3462 75 ft. coil, .7x20 Phosphor Bronze 

No. 3463 100 ft. coil> ..7x£0 Phosphor Bronze 

No. 3464 1000 ft. spool, .7x20 Phosphor Bronze 


TEST PROD WIRE 


A specially constructed high grade wire for use on laboratory test equipment, bench analyzers, etc. 


No. 

Length 
Package 
& Color 

Size 

Specifications 

Stranding 

Insulation 

Thickness 

(Inches) 

Finished 

O.D. 

(Inches) 

List 

Price 

Each 

1001 

100 ft 
Spool 
Black 
Bed 

20 

Extra flexible 
tinned copper 
wire with red or 
black live rub¬ 
ber insulation 

41x36 

.043 

.130 

$ 2.25 

1002 

250 ft. 
Spool 
Black 
Bed 

20 

Same as No. 
1001 

41x36 

.043 

,130 

5.60 

1003 

1000 ft 
Spool 
Black 

20 

Same as No. 
1001 

41x36 

.043 

.130 

21.00 


Bed 


No. 

Length 
Package 
& Color 

Size 

Specifications 

Stranding 

Insulation 

Thickness 

(Inches) 

Finished 

O.D. 

(inches) 

List 

Price 

Each 

1006 

100 ft 
Spool 
Black 
Bed 

18 

Same as No. 
1001 

65x36 

.088 

.230 

4.30 

1007 

250 ft. 
Spool 
Black 
Bed 

18 

Same as No. 
1001 

65x36 

.088 

.230 

10.75 

1008 

500 ft. 
Spool 
Black 
Bed 

18 

Same as No. 
1001 

65x36 

.088 

.230 

20.00 

1009 

1000 ft. 
Spool 
Black 
Bed 

IS 

Same as No, 
1001 

65x36 

.088 

.230 

40.00 


Radio's Master — 18th Edition 

Fa^e S-54 


TRADE DISCOUNT APFLIfS TO LIST PRICES ONlY 


Copyright by U. €. F., Inc, 




























RESISTANCE LINE CORDS 
for 

AC-DC Radio Sets 


AERIAL KITS 
for Every Radio 

Consolidated Aerial Kits are made up 
with the same painstaking care that 
has always featured our assemblies. All 
materials and parts are of highest 
standard and are guaranteed as to 
Length, Weight, Size and Count as 
Specified. If your needs are not answered in the stock listings below, write us 
regarding your special requirements. 

50 FOOT SERIES 
No. 506—THE PRICE LEADER 

50 feet 7x26 Bare Copper Aerial Wire; 25 feet No. 16 Rubber 
Covered Lead-in Wire; 1 Adjustable Ground Clamp: 2 Porcelain 
Insulators: 2 Porcelain Nail Knobs; 1 Window Lead-in Strip; 

Installation Instructions. $1.37 each 

No. 507—Contains 1 Underwriter Approved Lightning Arrestor, 

otherwise same as No. 506. 1-72 each 

No. 501—A SUPER VALUE 

50 feet 7x26 Bare Copper Aerial Wire; 35 feet No. 16 Rubber 
Covered Lead-in Wire; 1 Adjustable Ground Clamp; 2 Porcelain 
Insulators; 2 Porcelain Nail Knobs; 1 Window Lead-in- Strip; 

Installation Instructions. 1-44 each 

No, 502—Contains 1 Underwriter Approved Lightning Arrestor, 

otherwise same as No. 501. 1-78 each 

No. 512—DE LUXE AERIAL 

50 feet 7x22 Enamel Aerial Wire; 35 feet No. 16 Rubber 
Covered Lead-in Wire; 1 Underwriter Approved Lightning 
Arrestor; 2 Large Glass Insulators; 1 Shur Grip Ground Clamp; 

1 Duco Window Lead-in Strip; 2 Porcelain Nail Knobs; 

Installation Instructions. 2.62 each 


60 FOOT SERIES 

No. 516—PRICE KIT—Contains 60 feet 7x26 Bare Copper Aerial 

Wire, otherwise same as No. 501. 1.57 each 

No. 517—Contains 60 feet 7x26 Bare Copper Aerial Wire, 1 
Underwriter Approved Lightning Arrestor, otherwise same as 
No. 501. 1.94 each 

No. 518 AERIAL—Contains 60 feet 7x22 Enamel Aerial Wire, 

otherwise same as No. 512. 2.87 each 


75 FOOT SERIES 

No. 531—75 FOOT SPECIAL 

75 feet 7x26 Bare Copper Aerial Wire; 25 feet No. 16 Rubber 
Covered Lead-in Wire; 1 Adjustable Ground Clamp; 2 Porcelain 
Insulators; 2 Porcelain Nail Knobs; 1 Window Lead-in Strip; 

Installation Instructions. 1.72 each 

No. 532—Contains 1 Underwriter Approved Lightning Arrestor, 

otherwise same as No. 531. 2.07 each 

No. 522—SUPERFINE AERIAL 

75 feet 7x24 Enameled Aerial Wire; 25 feet No. 16 Rubber 
Covered Lead-in Wire; 1 Underwriter Approved Lightning 
Arrestor; 2 Large Glass Insulators; 1 Shur Grip Gound Clamp; 

1 Duco Window Lead-in Strip; 2 Porcelain Nail Knobs; 

Installation Instructions. 2.82 each 


100 FOOT SERIES 

No. 541—EXTRA VALUE 

100 feet 7x26 Bare Copper Aerial Wire; 25 feet No. 16 Rubber 
Covered Lead-in Wire; 1 Adjustable Ground Clamp; 2 Porcelain 
Insulators; 2 Porcelain Nail Knobs; 1 Window Lead-in Strip; 

Installation Instructions. 1.87 each 

No. 542—Contains Underwriter Approved Lightning Arrestor, other¬ 
wise same as No. 541. 2.22 each 

No. 551—Contains 100 feet 7x24 Copper Aerial Wire, otherwise 

same as No. 541. 2.03 each 

No. 552—Contains 100 feet 7x24 Aerial Wire; 1 Underwriter 

Approved Lightning Arrestor, otherwise same as No. 541. 3.20 each 



The cords have a wide market for replacement on AC-DC radios with worn 

out cords; also on those formerly having hot resistance. Consists of a 6 foot 

cord with red and black rubber covered line cord wires and an asbestos covered 

resistance having separate terminal braid. Consolidated cords have an exclusive 
tinned copper terminal on the resistance cord that can be soldered. Colored 
cotton tracer designates ohmage. 

VOLTAGE DATA 

The table and example below indicate tube voltages and how to determine 

proper cord. Check the voltages of each tube in the voltage table. Add all 
voltages together, allowing 10% variation, plus or minus. 


TUBE VOLTAGES 

6.3 volt tubes: 36, 37, 38, 39. 77. 
78, 6B7. KRl, 6D6, 6C6, 6A7, 
6F7. 

12 volt tubes: 12Z3. 12A5. 

25 volt tubes: 25Z5, 43. 


EXAMPLE: 
Radio Contains 


1 77 tube—voltage . 6.3 

1 78 tube—voltage . 6.3 

1 43 tube—voltage . 25. 

1 25Z5 tube—voltage . 25. 


Total voltage 62.6 
Radio uses 160 ohm cord. 

List Price 


No. 2401 135 ohms—Blue .$ 1.05 ea. 

No. 2413 150 ohms—Blue and Red—Cross tracer. 1.05 ea. 

No. 2402 160 ohms—Red . 1.05 ea. 

No. 2412 180 ohms—Blue and White—Cross tracer. 1.05 ea. 

No. 2411 200 ohms—Red and White—Cross tracer. 1.05 ea. 

No. 2403 220 ohms—Grey . 1.05 ea. 

No. 2410 250 ohms—Red and Green—Cross tracer. 1.05 ea. 

No. 2409 280 ohms—White and Green—Cross tracer. 1.05 ea. 

No. 2404 290 ohms—White . 1.05 ea. 

No. 2408 310 ohms—Yellow and Green—Cross tracer. 1.05 ea. 

No. 2405 330 ohms—Yellow . 1.05 ea. 

No. 2407 350 ohms—Yellow and Red—Cross tracer. 1.05 ea. 

No. 2406 360 ohms—Green . 1.05 ea. 

No. 2414 525 ohms—Grey and White—Cross tracer. 1.05 ea. 

No. 2415 30 ohms Per Ft— 100 Ft Spools. 13.75 

No. 2421 60 ohms Per Ft— 100 Ft Spools. 13.75 


VOLTAGE REDUCER 
CORD SETS 

No. 2451 

The Consolidated Voltage Reducer Cord Set can be used anywhere that it is 
necessary to reduce line voltage from 220 volts to 110 volts for radios, electric 
clocks, household appliances, electric dry shavers, etc. It has a special built-in 
resistor which reduces 220 volts AC or DC to 110 volts without any additional 
devices. It comes as a 6 foot cord with dark brown glazed cotton covering. 


Packed in attractive two-color box. 

No. 2451—American male plug with American female receptacle.$1.90 

No. 2452—English male plug with American female receptacle. 2.40 

No. 24535—French male plug with American female receptacle. 2.40 



ELECTRICAL CORDAGES 

HANDYCORD CENTERSTRIP TWISTED COTTON CORD 

The perfect Lamp and Utility Cord. 




No. 4101 No. 20 1/64 Black 100 ft. Spools. $35.75M 

No. 4102 No. 20 1/64 Black 250 ft. Spools. 32.90M 

No. 4106 No. 18 1/64 Black 100 ft. Spools. 41.00M 

No, 4107 No. 18 1/64 Black 250 ft. Spools. 37.90M 

No. 4111 No. 18 1/32 Black 100 ft. Spools. 54.35M 

No. 4112 No. 18 1/32 Black 250 ft. Spools. 51.00M 

No. 4116 No. 18 1/64 Gr. & Yel. 100 ft. Spools. 41.00M 

No. 4117 No. 18 1/64 Gr, & Yel. 250 ft. Spools. 37.90M 

No. 4121 No. 18 1/32 Gr. & Yel. 100 ft. Spools. 54.35M 

No. 4122 No. 18 1/32 Gr. & Yel. 250 ft. Spools. 51.00M 


No, 4066 No. 18 1/64 100 ft. Spools. $37.50M 

No, 4067 No. 18 1/64 250 ft. Spools . 35.00M 


HEATER CORD 



No. 4086 No. 16 100 ft. Spools. $73.65M 

No. 4087 No. 16 250 ft. Spools... 69.75M 

No. 4091 No. 18 100 ft. Spools. 63.50M 

No. 4092 No. 18 250 ft. Spools... 59.25M 



No. 4151 
No. 4152 
No. 4156 
No. 4157 
No. 4161 
No. 4162 


280 O.D. 
280 O.D. 
380 O.D. 
380 O.D. 
380 O.D. 
380 O.D. 


No. 18-2 
No. 18-2 
No. 18-2 
No. 18-2 
No. 16-2 
No. 16-2 


Cond. 100 
Cond. 250 
Cond. 100 
Cond, 250 
Cond. 100 
Cond. 250 


ft. Spools, 
ft. Spools, 
ft. Spools, 
ft. Spools, 
ft. Spools, 
ft. Spools. 


$57.00M 

55.00M 

71.50M 

68.00M 

76.50M 

73.50M 
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Radio & TV Wire Products 


mict'ophone cables 


Ctfrnish Microphone Cables are available in plastic and rubber insulations. 
Plastic cables utilize polyethylene insulation on the conductor with outer vinyl 
plastic jacket. They are designed for low capacitance,, high Insulation resist¬ 
ance, low attenuation; and withstand severe service under all operating con¬ 
ditions. 


t 

3 X 33 tiNNEO COPPER 
and 4 X 33 TINNEO STEEL 
' CONDUCTOR 


T 

POLYETHYLENE 

INSULATION 


BROWN VINYL 
PLASTIC JACKET 


CELLULOSE TINNED COPPER 

YARN BRAID BRAID SHIELD 



TINNEO RUBBER RAYON RAYON 

COPPER INSULATION BRAID SERVE 

CONDUCTOR 





PLASTIC MICROPHONE 

CABLE 





AWG 

Number 



Standard 

standard 


■VRVUSfTIH 

IIBLDiuiiSH 

Size 

of Strands_ 


Per Ft. MMF 

Put-Uo 

ShiDDino Pkn. 

Lbs./M Ft. 

mEBMSMSBtm 

2411 

25/1 


.144 

37 

^6o' Spool 

1 Spool 

rr - 


2401 

25/1 


.200 

25 


1 Spool 

25 



RUBBER MICROPHONE CABLE 


2101 

20/1 

25/34 

.260 


500' Spool 

1 Spool 

49 


2152 

20/2 

25/34 

.280 


500' Spool 

1 Spool 

54 


2153 

20/3 

25/34 

.280 


500* Spool 

1 Spool 

59 


2154 

20/4 

25/34 

.305 


500' Spool 

i Spool 

72 


2182 

18/2 

41/34 

.295 


250' Spool 

4 Spools 

60 


2150 

20/1 

26/34 

.175 


500' Spool 

1 Spool 

25 

HIKEuQIHI 


♦Between one conductor and remaining conductors connected to shield 


antenna control cables 


Cornish Antenna Control Cables are available in polyethylene and vinyl plastic 
insulations in a varied range of conductors to adequately meet all installation 
problems encountered. Flat and round constructions are furnished in brown 
colored outer insulation. 




I COLOR CODED I 
BARE VINYL PLASTIC BROWN VINYL 
COPPER INSULATION PLASTIC JACKET 


HKISH 

l■■mfll1lIm 


■■innBrHi 


iiMil 

Standard 

_Put-Up_ 

Standard 
Shippinti Pka. 

Approx. Wght. 
Lbs./M Ft. 

List Price 

Per M Ft. 

510 

20/4 

7/28 

— 

.075X.350 

rnirnmipram 

1 Spool 

20 

■■EFlrZtlHH 

514 

20/4 

7/28 

’ .010 

.170 

1000' Spool 

rspool 

24 

50.00 


20/5 

7/28 

.010 

.180 


1 Spool 

30 

57.80 


22/8 

7/30 

.015 

.205 


1 Spool 

34 

77.80 


f-v lead-in cables 



COPPER POLYETHYLENE 

INSULATION 


Cornish TV Lead-in Cables are furnished only in pure virgin polyethylene 
insulation to insure long life under severe operating conditions and are 
designed so that only exceptionally low losses at high frequencies are expe¬ 
rienced. They are available with pure copper or copperweld conductors. 
Copperweld 300 Ohm lead-in cable has I'/z times the tensile strength of copper 
and has approximately times greater flexing life. It insures long service 
life in TV aerial installations requiring long runs. 

I ^ cal. M. S03. 504, SM 

BARE COPPERWELD BROWN 

CONDUCTORS POLYETHYLENE 

INSULATION 



COPPER INSULATION 


Catalog 

AWG 

Number 

Nominal Outside 

Frequency 

Attenuation Per 

Impedance 

Capacitance 

Standard 



„J1, umber,,,, 

Size 

-s,l. Strand? 

Diameter Inch 


^ 9 ) 

100 Ft. (Decibels) 

(Ohms) 

PerFt. (MMF) 

Put-Up Pkqe. 



500 

20/2 

7/28 

.052 X .400 


1 do 
200 

300 

400 

rr 

1.7 
2,2 

2.7 


300 

4.5 

iOOO' Spool 



501 

20/2 

7/28 

.072 X .400 



300 

4.5 

1000' Spool 

18 


502 

20/2 

im 

.IOOx.400 



300 

4.6 

1000' Spool 

20 


503 

20/2 

im 

.052 X .400 

] 

■ 100 

I 200 

1 300 
[400 

1.1 

1.7 

2.2 1 

2.7 j 


300 

4.6 

1000' Spool 

17 


504 

20/2 

im 

.072 X .400 



300 

4.5 

1000’ Spool 

18 


505 

20/2 

7/28 

. 100 X. 400 

1 

1 

300 

4.5 

1000' Spool 

20 



mmm 

-7/28 . 

.320 X. 450 


100 

1.25 


300 

4.65 

500' Spool 

28 



Cornish RG/U Coaxial Transmission Cables are available In two basic con¬ 
structions, namely RG-II/U, Catalog No. 522 and RG-59/U, Catalog No. 521. 
They are designed for use as communication cables and television antenna 
lead-in cable. These cables are available, norrnally, from factory stock. Other 
special RG/U constructions can be furnished to special order providing quan¬ 
tities required constitute an economical manufacturing run. 


Catalog 

AWG 

Number 

Norn. Outside 

Frequency 

Atten. per "100 

Impedance 

Capacitance per 

Standard 

Standard 

Approx. Wght. 


Number 

Size 

of Strands 

Diam. inch 

(MMC) 

Ft. (Decibels) 


M Ft. (MMF) 

Put-Up 

Shipping Pkge. 

Per M Ft. Lbs. 







100 

3.75 








521 

22/1 

Solid 

.245 



5,60 

• 

73 

21 

500 Ft. 

1 Spool 

43 


RG-59/U 





400 

8.30 




Spool 









■ 100 

1.90' 








522 

18/1 

7/25 

.405 


200 

2,85 

• 

75 

20.5 

500 R. 

1 Spool 

98 







400 

4.35 1 

I ■ 



Spool 



■■ 


♦Temporarily unavailable 


Nolej Ail Cornish Wiro and Cobie is available in pul-ups other than those listed, ask for current price schedule. 
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RG/U coaxial transmission cables 



POLYETHYLENE BROWN VINYL 

INSULATION PLASTIC JACKET 







































































Radio & TV Wire Products 

braided tinned copper tubular shielding 



H9 

IHH 


ESS&li 

■DTsOnH 

|||l|g|||| 



ninH 

■Ksccbi 









Catalog 

Number 

AWG 

Number 
of Strands 

Jacket 

Insulation Inch 

Nominal Outside 
Diameter Inch 

Suggested 
Voltaae Ratina 

Available 
Standard Put-Un 

Standard 
ShiDDina Pkas. 

■HiiiansMi 

List Price 
Per M Ft. 

1142 


65/36 

.044 

.140 

5000 

IOC Spool 

4 Spools 

IHHQIilHH 

33.60 

1142 

hH 

65/36 

.044 


5000 

500' Spool 

4 Spools 


29.30 


■H 

' 65/36 

.044 

.140 

5000 

1000' Spool 

4 Spools 


28.00 


STANDARD COLORS:—Red and Black 


intercommunication cable 

Cornish Intercommunication and Sound Cables are made in various 
constructions utilizing plastic insulation for both conductors and jacket. 
Where installation conditions dictate, Cornish shielded cables are 
recommended. 



BROWN VINYL 
PLASTIC JACKET 


!im 9 

■WTMI 

Number 
of Strands 

Number 
of Pairs 

Thick. Conductor 
Insulation Inch 

Thickness Jacket 
Insulation Inch 


WmSSSimm 

Standard 
ShiDDina Pko. 

Approx. Wght. 
Lbs./M Ft. 

List Price 

Per M Ft. 

1240 

iin 

Solid 

■Hi 


.015 

.145 

500' Spool 

4 Spools 

14 

33.40 

1241 

22/4 

Solid 



.015 

.205 

500' Spool 

4 Spools 

22 

60.00 

1242 

22/6 

Solid 

BB 


.015 

.230 

500' Spool 

4 Spools 

29 

85.60 

1243 

22/12 

Solid 

mm 


.015 

.265 

500' Spool 

1 Spool 

42 

106.70 

1244 

22/18 

Solid 

BB 


.015 

.320 

500' Spool 

1 Spool 

68 

166.70 

1245 

22/30 

Solid 

BB 

■■fluHHI 

.015 

.380 

500' Coll 

1 Coil 

105 

266.70 


plastic insulated cable 



Catalog 

Number 

EQ9 

1^91 

Number 
of Strands 

Thick. Conductor 
Insulation Inch 

IftiirLlHIfTiiP™ 

Nominal Outside 
Diameter Inch 

standard 

Put-Up 

Standard 
ShiDDina Pko. 

Approx. Wght. 
Lbs./M Ft. 

List Price 

Per M Ft. 

1223 

22/3 

“7730 

.015 

.015 

tmusstmm 

500' Spool 

4 Spools 

14 

35.60 

1224 

22/4 

7/30 

.015 

.015 

^B^^B 

500' Spool 

4 Spools 

20 

44.50 

1832 

18/2 

Solid 

.015 

No Jacket 

^b^^b 

500' Spool 

4 Spools 

13 

21.70 

1833 

Mmm 

Solid 

.015 

No Jacket 

BHEldHHi 

500' Spool 

4 Spools 

20 

32.50 


shielded intercommunication cable 



TINNtD COPPER HASTIC 
INSULATION 


TINNED COPPER 
BRAID SHIELD 


Catalog 

Number 

AWG 

Size 

Number 
of Strands 

Thickness Conductor 
Insulation Inch 

Tinned Copper 
Shieldina 

Nominal Outside 
Diameter Inch 

ISSII 


Approx. Wght. 
Lbs./M Ft. 

List Price 
Per M Ft. 

1230 

mm 

10/30 



.163 

1000 ft. 

2 

22 

57.80 

1238 

IQSB 

16/30 



.228 

1000 ft. 

2 

35 

62.20 

_ 




IHKsuHHH 

.230 

500 ft. 

2 

42 

86.70 


lead-in wire 


Cornish Lead-in wire is recommended for use from the 
outdoor antenna to the radio set. 


t T t 

BARE COnON RUBBER 

COPPER «RVE INSULATION 


Catalog 

AWG 

Number 

Thickness Conductor 

Nominal Outside 

Standard 

Standard Shipping 

Approx. Weight 

List Price 1 

Number 

Size 

of Strands 

Insulation Inch 

Diameter Inch 

Put-UD 

_Packaae 



303 

UBum 

16/30 

1/32 

.115 

1000' Spool 

4 Spools 

8 

12.90 

304 

mEBmm 

26/30 

1/32 

.130 

1000' Spool 

4 Spools 

12 

19.00 


aerial wire 


t 


BARE COPPER 


Catalog 

JjumbgL.. 

AWG 

Size 

Number 
of Strands 

Jacket 

Insulation Inch 

Nominal Outside 
Diameter Inch 

Suggested Voltage 
Ratina 

Available 
Standard Put-Uo 

Standard Shipping 
Packaaes 

Approx. Wght. 
Lbs./M Ft. 

List Price 
Per M Ft. 

42A 

16 

7/24 

Bare 

.060 

■— 

75' Coil 

50 

8.5 

1.000.00 



CONDUCTOR BUTYRATE COMPOUND COTTON COATING 

SERVE braid 


noflame-cor hook-up wire 


HHI 

■C^B 

msmm 

Number 
of Strands 

Nominal Outside 
Diameter Inches 

Voltage Break-Down 
Nominal Volts 

Available Standard 
Put-UDS 

^Standard 
Shipping Package 

Approx. Weight 
Lbs./M Ft. 

List Price 
Per M Ft. 

1084 

1085 

1086 

1079 

1080 

1081 

18 

20 

22 

18 

20 

22 

16/30 

10/30 

7/30 

Solid 

Solid 

Solid 

.110 

.102 

.091 

.103 

.095 

.091 

7400 

7400 

7400 

7400 

7400 

7400 

. 

i 

1 

100' Spool 

1000* Spool 

100'Spool 

1000* Spool 

100'Spool 

1000' Spool 

100' Spool 

1000* Spool 
[ 100' Spool 

1 1000' Spool 
[ IW’ Spool 
[ 1000' Spool 

10' 

loi 

10 j 

4J 


9 

7 

6 

9 

6 

5 

34:45 

31.60 

28.60 

25.80 

24.80 
22.00 
31.90 
29.10 

26. Ip 
23.30 
23.20 
20.40 


STANDARD COLORS:—Black, Red, Green, Yellow, Blue, Brown, Orange, Slate, White and tracer combinations of base colors. 
Note: All Cornish Wire and Cable is available in put-ups other than those listed, ask for current price schedule. 
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Radio & TV Wire Products 




TINNCD COPPER SINGLE LACQUER WAXED COTTON 

CONDUCTOR CEIANESE COATING BRAID 


cor-lac push back wire * t r 

■ TINNED COPPER SINGLE 

CONDUCTOR CEIANES 
SERVE 


Catalog 

Number 

AWG 

Size 

Number 
of Strands 

Nominal Outside 
Diameter Inches 

Voltage Break-Down 
Nominal Volts 

Available Standard 
Put-U us 

^Standard 

Shipping Package_ 

Approx. Weight 
Lbs./M Ft._ 

List Price 
Per M Ft. 

648 

649 

650 

642 

644 

645 

18 

20 

22 

18 

20 

22 

16/30 

10/30 

7/30 

Solid 

Solid 

Solid 

.092 

.072 

.062 

.092 

.071 

.061 

3100 

3100 

3100 

3100 

3100 

3100 

1 

100' Spool 
^ 1000' Spool 

100' Spool 

1000' Spool 

100' Spool 

1000' Spool 

1 100' Spool 
lOOO' Spool 

1 100' Spool 

1 1000' Spool 

1 100' Spool 

1 1000' Spool 

1 


■ 



STANDARD COLORS:—Black, Red, Green, Yellow, Blue, Brown, Orange, Slate, White and tracer combinations of base colors. 


plastic-cor hook-up wire r r 

TINNED COPPER l/3? WALL 105“e 

CONDUCTOR THERMOPLASTIC 


Catalog 

AWG 



Voltage Break-Down 

Available Standard 

^Standard 

Approx. Weight 

List Price 

Number 

Size 

HeQkBImHI 

■RsSijmSMlilaiSHi 

Nominal Volts 

Put-Uos 

Shipping Package 

Lbs./M Ft. 

Per M Ft. 

1307 

18 

16/30 

.108 

22,000 


100' Spool 

1000' Spool 


11 

23.20 

20.50 

1308 

20 

10/30 

.097 

22,000 


100' Spool 

L1000' Spool 


10 

19.30 

16.60 

1309 

22 

7/30 

.092 

22,000 


100' Spool 

1000' Spool 


9 

17.60 

14.80 

1301 

18 

Solid 

.105 

22,000 


100'Spool 

1 1000' Spool 

BB 

11 

21.60 

18.80 

1302 

20 

Solid 

.094 

22,000 


r 100 'Spool 

1 1000' Spool 

BB 

10 

17.30 

14.50 

1303 

22 

Solid 

.089 

22,000 


^ 100' Spool 

1000' Spool 


9 

14.80 

12.00 


STANDARD COLORS:—Black, Red, Green, Yellow, Brown, Tan, Blue, Orange and White. 


flexible and portable cords 


COTTON OR I 
JUTE FILLERS COTTON 
WRAP 


COTTON 

SERVE I— rubber 

INSULATION 



BARE I RUBBER 
COPPER I INSULATION 



Number 
of Strands 


41/34 

41/34 

6&/34 

41/34 

41/34 

65/34 

41/34 

41/34 

41/34 

41/34 

16/30 

16/30 

41/34 

65/34 


Thickness Nominal Outside 
Jacket In. Diameter Inch 






List Price 
Per M Ft. 


4 Spools 
4 Spools 
4 Spools 
4 Spools 
4 Spools 
4 Spools 
4 Spools 


4 Spools 
4 Spools 



Note: All Cornish Wire and Cable is available in put-ups other thon those listed/ ask for current price schedule. 
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Radio & TV Wire Products 



DESCRIPTION 

18/2 SP-I Brown with Cornish Molded-On Male Plug. Appliance end 
slit 2 inches Conductor stripped I inch. Hanked UL Flag Label. ^ 
SUGGESTEDUSE 

Replacement Cord-set for radios, record players, lamps and small 

appliances. ___ 

DESCRIPTION 

18/2 SV Black with Cornish Molded-On Male Plug. Appliance end 
jacket removed 2 inches. Conductors stripped I inch. Hanked UL 
Flag Label. ' 

SUGGESTED USE 

Replacement Cord-set for food mixers, test equipment and small 
appliances. _ 

DESCRIPTION 

18/2 16/30 SJ Black with Cornish Molded-On Plug Appliance end 
jacket removed 2 inches. Conductors stripped I inch. Hanked UL 
Flag Label. ' 

SUGGESTED USE , 

Replacement Cord set for electric tools, small motors and general use. 
DESCRIPTION 

18/2 SP-I Brown with Cornish Molded-On Plug and soft molded rubber 
cube tap. UL Blue Flag Label. 

SUGGESTED USE 

Extension Cord set for office and household use. _ 

DESCRIP TJQN 

18/2 16/30 SJ Black with Cornish Molded-On Male Plug and Cornish 
Molded-On Female Connector Coiled and boxed 
SUGGESTEDUSE 

Extension Cord set for outdoor and hea vy duty use. 
DESCRIPTION 

li/2 Glazed Cotton HPD Replacement Heater Cord with Cornish 
Molded-On Plug and with crotch and conductors wrapped 3 inches 
with asbestos thread and conductors bared inch, Hanked, Green 
Flag Label. 

SUGGESTED USE 

For electric irons and other heating devices. 

DESCRIPTION 

18/2 SP-I Brown with Cornish Molded-On Male Plug and Molded-On 
Jfl90 Connector. 

•Not UL Approved. 

SUGGESTED USE 

Television Power Supply "Cheater" Cord for sale to and use by 
authorized television servicemen 


cot. no. 3500 



t no 3509 
3510 



cot. no. 3519 
3520 


at. no 3580 

3581 

3582 


at. no. 3543 
3544 




6Feit 


9 Feet 

100 

100 

6 Feet 

100 

100 

10 Feet 

100 

100 

6 Feet 

100 

100 

10 Feet 

50 

50 

6 Feet 

50 

50 

10 Feet 

50 

50 


Catalog | 

Number I Length 



List Price 
Per M Cords 


100 

100 

32 

838.90 

iOO 

100 

38 

1,022.20 

100 

100 

30 

1,722.20 

1 

20 

23 

2,400.00 

1 

20 

33 

951.10 

100 

100 

19 

533.30 

100 

100 

25 

633.30 


phonograph pick-up arm cable 


This cable is designed specifically for use as phonograph pick-up arm 
cable. The conductor, being stranded from #36 AWG wire, is very 
flexible. The overall diameter of the wire is quite smaH and cable is 
devoid of stiffness. 


I 


Thick. Conductor 
Insulation Inch 




Norn. Outside I Outer 
Diameter Inch I Braid 


Overall 

None 


TINNED COPPER BROWN 

BRAID SHIEID COTTON 

BRAID 





100’ Spool 
100' Spool 


6 Spools 
6 Spools 


high voltage and cathode-ray tube lead wire 


This cable is designed for high voltage applications such as leads to cathode-ray 
tubes in-television receivers and oscilloscopes. It has a high dielectric strength, corona 
resistance, and minimum surface leakage. 


CELIUIOSE 
ACETATE 
YARN BRAID 


Catalog 

Number 

AWG 

Size 

Number 
of Strands 

Nominal jOutside 
Diameter Inch 

Suggestei 
Voltage Ra 

.1248 

20/1 

10/30 

.136 

10,000 

1249 

20/1 

10/30 

.198 

20,000 


Color Outer 
Braid 


Red with 
2 White 
Tracers 
Solid Red 


Available 1 Standard Shipping 
Standard Put-Ups I Package 




Note: All Cornish Wire and Cable is available in put-ups other than those listed, ask for current price schedule. 
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PWl/EP PEPENPABILITy 

GROUND RODS 
and CLAMPS 



FOR RADIO AND TELEVISION 

Copperweld Ground Rods and Clamps provide the reliable ground¬ 
ing protection necessary for successful performance, elimination of 
interference and safe operation of radio and television equipment. 
The rugged steel core gives the stiffness you need for easy driving. 
High conductance and lasting protection against corrosion are 
provided by the heavy molten-welded copper covering. 

Millions of Copperweld Ground Rods are rendering permanent grounding protection. You’re 
SAFE when you use Copperweld — the only Molten-Welded Ground Rods. They give you 
PROVED dependability — PROVED economy — PROVED longer service. 


SPECIFICATIONS 


CONVENIENT 
CONTAINER-PACKAGE 





CLAMPS Easily opened by cutting 

the heavy fiber tube. This creates 
a bin for the rods and a conven¬ 
ient container for the clamps. 


Catalog 

Number 

Size 

Pounds 

Per 100 Pcs. 

Pcs. 

Per Package 

RT 34 

y8"x4' 

142 

25 

RT 36 

y8"x6' 

212 

25 

RT 38 

y8"x8' 

277 

20 

RT45 

y2"xs' 

320 

10 

RT46 

y2"x6'| 

385 

10 

RT48 

V2"x8' 

505 

10 


CHAMFERED END 
PREVENTS 
MUSHROOMING 



CD 


te 


LENGTH IS 
PLAINLY STAMPED 
TO AID INSPECTION 
AFTER ROD 
HAS BEEN DRIVEN 


^ ONLY COPPERV/ELD 
GROUND RODS ARE 
STAMPED ‘'COPPERWELD" 
-THE MARK OF PERMANENT 
GROUNDING PROTECTION 


MOLTEN-WELDED 

COPPER COVERING 
PROTECTS AGAINST 
RUSTING. GIVES 
EXCELLENT 
ELECTRICAL 
CONTACTS 


Above weights include clamps. 



COPPERWELD GUY STRAND 

Ideal for guying radio and television antenna masts and towers. It 
provides greater safety, permanent high strength and rust proof 
construction for the life of the antenna. Furnished in two sizes, 3 
No. 18 (breaking strength 550 Lbs.) and 3 No. 14 (breaking 
strength 1000 Lbs), Lengths of 100', 200', 250', 500' and 1000' are 
available. 

COPPERWELD 

GROUNDING 

WIRE 

COPPERWELD ANTENNA WIRE 



Preferred “for many years by professionals jnd 
amateurs. Because of its high strength, it main¬ 
tains a fixed length. Furnished in 4 sizes. No. 10 
Awg, No. 12 Awg, No. 14 Awg, and No. 18 Awg, 
in coil lengths of 100, 250, 500, 1000 and 3000 
feet — bare and insulated. 


Used to connect antenna mast to ground rod. 
Annealed for easy handling. Available in two 
sizes. No. 8 Awg and No. 10 Awg. Coils are 
furnished in various lengths ranging from 50 to 
500 ft. 


Copperweld is also used for television twin-lead wire, 
coaxial cable, resistor and condenser pigtails, radio 
tube parts and various allied components manufactured 
and sold by other companies. 

Additional information available upon request. 


I COPPiRWELD STEEL COMPANY 

OLASSPORT, PA. 


Copyright by U. C. P., Inc. 
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TV Lead-in Cables by Federal^ 

Transmission Lines for Every Television Application — by America’s Leading 
Manufacturer of Solid Dielectric HF Cables 


TV-n85 All-Channel Tubular TV Line — 300 ohms 


“Pipeline” of the Air 


For the Finest VHF, UHF 


TV-1185 is amazingly tough and efficient. Repels sunlight, fights 
heat, resists moisture and salt spray and other deposits. Dirt and 
dust tumble off its smooth, tubular surface. Keeps the energy field 


inside the weather-proof “silver” polyethylene sheath ... providing 
low loss, more constant impedance ... a better TV picture regard¬ 
less of area or length of lead. Easy to handle. 


Federal 

Code No. 

Nominal 

Impedance 



Nominal Attenuation DB per 100 feet 



List 

Price 

Ohms 

10 Me 

50 Me 

100 Me 200 Me 400 Me 

500 Me 

1000 Me 

per ft. 

TV-1185 

300 

0.50 

0.95 

1.15 1.7 2.6 

3.0 

4.6 

$0.08 


Federal’s “BIG 5“ of Community TV 


K-14 Ultra Low-Loss 72-Ohm Cable 

Shielded cable for use as main transmission line in community TV 
and other distribution systems. Outstanding for lowest line loss, long 
cable runs and fewer amplifiers required. 


RG-n/U Coaxial 75-Ohm Low-Loss 
TV Lead-In Cable 

Community system secondary lead-in. Also used with unbalanced in¬ 
put TV receivers in low signal strength areas. 




RG-59/U Coaxial 73-Ohm TV Lead-In Cable 

Community system tap-off lead-in. Also used with unbalanced in¬ 
put TV receivers where top-quality installation is essential. 

Non-radiating TV Cables (Used with K-14) 


K-125 Coaxial 72-Ohm TV Lead-In Cable 

(Formerly SP-75) 

Double-shielded and double-jacketed to protect community TV sys¬ 
tems from signal leakage. Where radiation exists. Federal’s K-1’25 
alternates for Federal’s RG-ll/tJ as secondary lead-in. 


K-126 Coaxial 73-Ohm TV Lead-In Cable 

(Formerly SP-76) 

Double-shielded and double-jacketed. Where radiation exists, K-126 
alternates for Federal’s RG-59/U as tap-off lead-in. 


Federal 
Code No. 


Nominal 

Impedance. 

Ohms 


Attenuation DB/100 ft. 


50 Me 


100 Me 200 Me 


List 
Price 
per ft. 


K-14 

72 

.57 

.90 

1.42 

$1.01 

RG-ll/U 

75 

1.5 

2.15 

3.2 

.22 

RG-59/U 

73 

2.7 

4.0 

5.7 

.11 

K-125 

72 

1.5 

2.15 

3.2 

.38 

K-126 

73 

2.7 

4.0 

5.7 

.21 

TV-1182 

300 

.84 

1.2 

1.8 

.05 

K-111 

300 

2.4 

3.4 

4.6 

.21 

RG-S/U 

52 

1.35 

2.1 

3.1 

.21 


TV-n82 “Silver” Heavy-Duty TV Line 
300-Ohms 

Insulated with Federal’s “Silver” polyethylene — the revolutionary 
development that provides greater resistance to weather, heat and 
sunlight. Unchanging electrical and physical characteristics assure 
long, trouble-free service. 


K-11T Shielded 300-Ohm TV Lead-In 

Shielded and balanced TV lead-in that minimizes “snow,” “ghosts” 
and electrical noise due to transmission line pick-up. For use in high 
signal strength, high noise level areas. 


RG-8/U Coaxial 52-Ohm TV Lead-In Cable 

Characteristics and quality proved in every installation where this 
type low-loss cable is indicated. For special applications and experi¬ 
mental work. 


RQ 

Type 

Imped¬ 

ance 

Ohms 

ZO 

Capaci¬ 
tance 
per ft. 
Micro-Micro 
Farads 

ATTENUATION DB/100 ft. 

Jacket 
O.D. Mils 

Weight 
per M ft. 
(Lbs.) 

Inner 

Conductor 

List 
Price 
per ft 


50 Me 

100 Me 

200 Me 

400 Me 

Mat. 

Strands 

6/U 

76 

20 

1.8 

2.9 

4.3 

6.5 

339 

74 

CuW 

1 

$0.36 


17/U 

52 

29.5 

.60 

.90 

1.5 

2.4 

885 

446 

Cu 

1 

1.02 


58/U 

53.5 

28.5 

3.5 

5.3 

8.3 

11.5 

200 

24 

Cu 

1 

.11 


63/U 

125 

10.0 

1.4 

2.0 

2.9 

4.1 

415 

78 

CuW 

1 

.20 


71/U 

93 

13.5 

1.9 

2:7 

3.9 

5.8 

238 

37 

CuW 

1 

.21 



Intelin* H>F Cables, manufactured by Federal Telephone and Radio Cor¬ 
poration, are available in a complete line for all electronic requirements. 

Consult your local Federal Distributor or write to Federal direct 

*Trade Mark 
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Spacers are made of pure 
polystyrene and are spaced 
4'/2 apart using a #20 
gaujge pure copper with 
L triple formvar coating to 
prevent shorting of signal. 


O"'^! WP®bo''" 


Imperial Radar and Wire Corp., largest manu¬ 
facturers of Hl-Gain, Lo-Loss products infrotJiiees 
a new transmission line specificaliy designed for 
U. H. F. This carefully tested 250-275 ohm open 
lead wire is manufactured of pure copper and 
features a heavy triple coating of formvar which 
prevents corrosion, shorting out of signal or break¬ 
age due to climatic conditions (in most cases). 
Easy to install. The wire, designed and manufac^ 
tured especially by Imperial, has a maximum stretch 
of only 15%. 

Studies of the product by our engineers In a 
variety of test areas, including parts of the country 
with the highest percentage of salt air, show four 
times more gain than standard wire for both UHF 
and VHP on ail bands. Note that the Insulators 
on this transmission line are spaced for efficient 
performance on both UHF and VHF. 


*Tests made in many areas including the Portland, Oregon territory. 






Manufactured in 100 ft. continuous coils. Made of 
6 strands of prime galvanized basic wire with a high coat 
finished, soft easy to work with, packaged in 1000 ft. cartons 
with each 100 ft. coil tied and continued (exclusive with 
Imperial). Will not rust nor unravel. 


oTm*' 5 « 

J. 0 R P 0 R I'' 


AZ 


: .oouy.'; 



H . 


Y 


Made of special metal Including materials by Aluminum Co. 
of America and Reynolds E. C. H. 19, #8 gauge. It Is de¬ 
signed especially for grounding purposes. Packaged In 100 
ft. continuous coils, (a new feature). Packaged 1000 ft. 
cartons individually, (also a new feature). 
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OTHER QUALITY TV ACCESSORIES BY 


4342 BRONX BOU LEVA R D 




RADAR AND WIRE 
CORPORATION 


NEW YORK 66, N. Y 




■ 


liit{i«i^«irs 450 Ohm Open Lead Wire 


Made either of 30%-40% copper- 
weld or pure copper with triple 
formvar coating. Made of #18 
gauge wire either In the copper- 
weld or the pure copper. 100, 
250, 500 ft. spools. 


Imperial's Perforated Wire 

Featuring a hl-gain, lo-loss 300 
ohm wire made of pure virgin 
polyethelene and 7 strand copper 
wire. Perforations spaced for hl- 
galn performance In windy and 
fringe areas. 1000 ft. continuous 
spool. 


Ii^{>eriars Rotator Lead Wire 


For the first time allows 
the use of rotators with 
450 ohm open spaced wire. 
Eliminates all possibility of 
shorting out signal while 
rotator Is turning. 6 ft. strip 
of insulated poly-vinyl chlor¬ 
ide spaced to 450 ohms. 


I's Aluminum Ground Rods 

Made of special aluminum alloy 
by Aluminum Company of America 
will not bend, rust or deteriorate. 
It has electrical conductivity for 
wattage dissapation, for correct 
grounding of lightning, electrical 
storms, etc. Comes In 4 ft. and 
6 ft. lengths. Made of %" solid 
stock with clip of all aluminum 
and special safety nut. Packaged 
25 to carton. 





Imperial's Steel Ground Rods 

Made of basic fine steel with a 
copper coating, hi flash of pure 
copper and steel base. Comes In 
% diameter with ground point 
’ ’ ^ and simplified connector for easy 
installation. Copper Coated Steel 
Based Ground Rods. Packaged 25 
to a carton. Low prited. 




imperial's Matching Stub Transformer 


Engineered to bring your line 
from 300 ohm to 450 ohm at the 
antenna, then to rematch your 
line from 450 to 300 ohm at the 
set, transposing with a minimum 
amount of signal loss. Comes com¬ 
plete with connector. 




Imp^^ial's Window Feed Through 




15" long, 450 ohm spaced. An 
insulated pure white poIy-vInyl 
chloride complete v/Ith simplified 
connectors on each end. Requires 
no drilling or defacing of window 


Imperial's Messenger Cables 


Made of basic fine steel galvan¬ 
ized for community installation^ 
and heavy guying problems. This 
wire has a bright galvanized finish. 
Comes In 9.32 and 8/32 diameter. 
Either annealed or •/2 annealed. 
Packaged 750 ft. coils or es 
required. 


Aluminum Floating Guy Ring 







A 2 section floating guy ring made 
of aluminum casting of hard alloy. 
Will rotate freely. Comes In holes 
large enough to fit all thimbles. 
In 3 holes, 4 holes or 6 holes as 
required. Packaged 15 to carton, 
will fit all masts up to and includ¬ 
ing l^/ 2 ". 


for additional information on these and other Hi~Gain, Lo-Loss products, see your represenfaf/ve or write for brochure. 
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WIRE & CABLE C O R P O R A TIO N 

136 SAN FERNANDO ROAD, LOS ANGELES • PHONE CApitol 1-3171 

"JAN-spee" WIRES 

WIRES TO GOVERNMENT SPECIFICATION 


ARMY • NAVY • AIR FORCE 


JAN-C-76 — MIL — ANJ-C-48A 



TYPE SRIR HOOK-UP WIRE 

Construction: Tinned copper-stranded or solid. Nominal insulation thickness, .015" Thermo¬ 
plastic. Rating 1000 VOLTS (working). Temperatures —40C to -f'^OC. 

Sizes: 28 to 6. Colors: all NEMA standard colors. Tracers on solid colors also available. 
Catalog No. 100. 


TYPE SRIR GLASS BRAID 

Construction: Tinned copper with thermoplastic insulation and braided glass and flame resistinc 
lacquer finish over all. Temperature rating, --40C to +60C. 

Sizes: 28 to 6. Ail standard NEMA color coding and also available with tracers on solid colors. 
Catalog No. 101. 



type WL — NYLON — HOOK-UP WIRE 

Construction: Tinned copper stranded or solid. Nominal insulation thickness .010" Thermo¬ 
plastic with .005" extruded nylon. Rating 600 VOLTS (working). Temperature rating —40C 
to 4-60C. 

Sizes: 28 to 6. Colors: bright standard NEMA colors, also tracers on solid colors. 

Catalog No. 102. 



TYPE SRHV HOOK-UP WIRE 

Construction: Tinned copper, stranded or solid. Nominal Insulation .031" Thermoplastic 
Rating 2500 VOLTS (working). Temperature rating, —40C to -|-60C. 

Sizes: 28 to 6. Colors: all standard NEMA colors, also available tracers on solid colors. 
Catalog No. 103. 



TYPE SRHV GLASS BRAID 

Construction: Tinned copper, stranded or solid. Nominal insulation .031" Thermoplastic, wit! 
Braided glass and Flame Resisting Lacquer over plastic insulation. Rating 2500 VOLTS (work 
ing). Temperature rating, —40C to -j-60C. 

Sizes*. 28 to 6. Colors: all standard NEMA colors, also available tracers on solid colors. 
Catalog No. 104. 


TYPE SRRF HOOK-UP WIRE R. F. INSULATED 



Construction: Tinned copper stranded, polyethylene insulated with or without glass braid 
Rating 1000 VOLTS (working). 

Sizes: 24 to 6. Colors: all NEMA standard colors, also tracer on solid colors. For use Ir 
radio ^frequency circuits. 


Catalog No. 105. 

NATIONAL — LAROEST ELECTRONIOS AND AIRCRAFT WIRE AND CABLE INVENTORY WEST OF CHICAOOI 


ItiMciio'B Mefter im XdHicm 
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NATIONAL 


WIRE & CABLE CORPORATION 

136 SAN FERNANDO ROAD, LOS ANGELES • PHONE CApitol 1-2171 

AIRCRAFT WIRE 



TYPE ANJC — 48-A — Aircraft power and lighting cabie 

Construction: Flexible tinned copper, vinyl insulation with cotton braid with fungicidal treat¬ 
ment. Flame resisting lacquer finish. Low Tension: 600 VOLTS (working). 

Sizes: 22 to 4/0. Colors: White. 

Catalog No. 200. 




TYPE AN-C-T68 

Construction: Flexible tinned copper, vinyl insulation with cotton braid with fungicidal treat¬ 
ment. Flame resisting lacquer finish. Tinned copper braid shield. Low Tension: 600 VOLTS 
(working). 

Sizes: 22 to 4/0. Colors: White. 

Catalog No. 201. 



TYPE MIL-W 5086 & MIL-W 5274A AIRCRAFT, 
power and lighting cables. TYPE 1 

Construction: Tinned copper stranded, synthetic resin insulation with nylon jacket. Rating 
600 VOLTS (working). 

Sizes: all standard gauges. Color: White. 

Catalog No. 202. 

TYPE MIL-C-7078 

Construction: Tinned copper stranded, synthetic resin insulation with nylon Jacket and tinned 
copper shield. Rating 600 VOLTS (working). 

Sizes: all standard gauges. Color; White. 

Catalog No. 203. 



TYPE 2 

Construction: Tinned copper stranded, synthetic resin insulation plus glass braid, plus syn¬ 
thetic insulation with overall nylon jacket. Rating 600 VOLTS (working). 

Sizes: all standard gauges. Colors: White. 

Catalog No. 204. 



TYPE MIL-C-7078 

Construction: Tinned copper stranded, synthetic resin insulation plus glass braid, plus synthetic 
insulation with overall nylon jacket and tinned copper shield. Rating 600 VOLTS (working). 

Sizes: all standard gauges. Colors: White. 

Catalog No. 205. 



NATIONAL — LARGEST ELECTRONICS AND AIRCRAFT WIRE AND CABLE INVENTORY WEST OF CHICAGO! 
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NATIONAL 


WIRE & CABLE CORPORATION 

136 SAN FERNANDO ROAD, LOS ANGELES • PHONE CApitol 1-2171 


MICROPHONE CABLE AND INTERCOM CABLE 



PLASTIC JACKETED MICROPHONE CABLE — one conductor 

Construction: General purpose, low loss, poly insulated, tinned copper shield, stranded one 
conductor, overall poly jacket, nominal capacitance per foot: 32 mmf. 

Size: Outside diameter .130". 

Catalog No. 600/1. 



PLASTIC JACKETED MICROPHONE CABLE — two conductor 

Construction: General purpose, low loss, poly insulated, tinned copper shield. Stranded, 
twisted two conductor with filler. Nominal capacitance per foot between conductors 18 mmf. 

Size: Outside diameter .225". 

Catalog No. 601/2. 


RUBBER JACKETED MICROPHONE CABLE 


Construction: Extra flexible stranded tinned copper conductors, cotton serve between con¬ 
ductor and insulation and between shield and outer jacket. Braided tinned copper shield, 
covered with tough rubber outer jacket. For use indoor and outdoor. 


Sizes: 20 gauge stranded tinned copper, available from one conductor to eight conductors. 
Catalog No. 603/1-8. 


SHIELDED AUDIO TRANSMISSION LINE 


Construction: Solid two conductor thermoplastic insulated twisted pair, color coded with 
braided shield with thermoplastic jacket overall. 


Catalog No. 604. 



INTERCOM CABLE 

Construction: Twisted pairs, one to fifty-one pairs, twenty-two gauge solid copper, thermo¬ 
plastic insulation, overall thermoplastic jacket or overall treated cotton braid. 

Catalog No. 605. 


NATIONAL — LARGEST ELECTRONICS AND AIRCRAFT WIRE AND CABLE INVENTORY WEST OF CHICAGO! 
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NATIONAL 


WORE & CABLE CORPORATION 

136 SAN FERNANDO ROAD, LOS ANGELES • PHONE CApitoi 1-2171 

GENERAL PURPOSE MULTI CONDUCTOR CONTROL CABLES 
MICROPHONE CABLE AND INTERCOM CABLE (Continued) 



MULTI CONDUCTOR CONTROL CABLE 

General purpose control cable, up to thirty or more conductor, with or without shielded 
members, or overall shield, etc., with plastic or tough rubber overall jacket. 

••••••••••••••••••••••••••••••••••••• 



CO-AXIAL CABLES 

Standard co-axial cables carried in stock RG 7/U, 8/U, 9/AU, ll/U, 17/U, 34/U, 58/U, 
58/AU, 59/U, 62/U, etc. 


NATIONAL OPENLINE 



Construction: Genuine copper 
FORM VAR wire. Pciystyrene 
spacers, 6 Inches apart. We 
guarantee 100% — NO MISS¬ 
ING SPACERS. All spacers tightly 
bonded, they will not come off. 


POSITIVELY THE FINEST OPEN¬ 
LINE MANUFACTURED! 

Scientifically engineered to overcome the many 
problems existent in other previous types. Avail¬ 
able for immediate shipment. Lengths: 500', 250', 
100', 75', 60', 50'. 

Both wide and narrow spaced lines available. 

SPECIAL NO CHARGE SPOOLS 
FOR EASE IN HANDLING! 

100 % 

GUARANTEE 

Write today 
for complete 
information on 
NATIONAL OPENLINE 


NATIONAL — LANCEST ELESTRaNIGS AND AIRCRAFT WIRE AND GABLE INVENTORY WEST OF CHICAGO! 
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ANACONDA 

Radio and Television Wire and Cables 



Depend on Columbia for all your television \vire and cable needs. Remem¬ 
ber Columbia service and Anaconda quality mean complete satisfaction. 


ANACONDA UHF CABLE 

Developed and designed in cooperation with the UHF Engineers 
of one of the largest producers of UHF equipment in the country. 
Unique inner construction of jacket allows polyethylene tubes to 
literally float in air. Polyethylene thread centers high strength 
copperweld conductors assuring constant spacing at all times. This 
cable has been tested in pioneer ultra high frequency areas and 
has been found equally reliable over the entire range of VHF and 
UHF channels with lowest losses under adverse weather conditions. 
Characteristic impedance is 270 ohms. Attenuation in D/B is 3.6 at 
500 MC and 4.8 D/B at 900 M/C. Both figures are per hundred 
feet. For best results sealing kit and insulator described below 
should be used in all installations. Size of cable is approximately 
V2" X 3/8". 


300 OHM UNSHIELDED TWIN LINE 

For TV and FM antenna installations. ANACONDA twin lead will 
serve all requirements that demand HIGHEST QUALITY TIME 
TESTED twin lines. Pure Polyethylene low loss insulation and rigid 
inspection assures maximum possible signal at all times. Available 
in medium^ heavy and extra heavy duty types. 


ATV-225 SHIELDED TELEVISION LINES 

The finest in low loss shielded line. Patented construction assures 
high signal to noise ratio. Will far outlast all other types of 
television lines. Perfect for use where interference and atmospheric 
conditions are a serious problem. Available with foil shield for 
average use or braided T/C shield for electrical characteristics. 
Attenuation is 3.2 DB. At 100 MC. 


TYPE 300M TELEVISION TWIN LINE 20 Ga. 7/28 
Medium duty—.055x .385 


CAT. NO. 

1025 . 100 FT. COIL 

1026 ..1000 FT. SPOOL 


TYPE 300R TELEVISION TWIN LINE 20 Ga. 7/28 
Heavy duty—,070 x .390 




TYPE ATV-225 FOIL SHIELD TV LINE 


CAT. NO. 

1223 .100 FT. to 1000 FT. 

1224 .1000 FT. or more 


TYPE ATV-225 BRAID SHIELD TV LINE 



1225 .100 FT. to 1000 FT. 

1226 .1000 FT. or more 


CAT. NO. 


1035 .. 100 FT. COIL 

1036 .1000 FT. SPOOL 



TYPE 300H TELEVISION TWIN LINE 18 Ga. 7/26 

Extra heavy duty—.130 x .530 — 
High Strength 


CAT. NO. 

1045 

1046 


100 FT. COIL 
1000 FT. SPOOL 


PLASTIC MICROPHONE CABLE 


Here are two types of microphone cable that are always in 
demand from jobbers stock. Tough plastic insulation provides 
resistance to abrasion, moisture and aging. Excellent for other uses 
requiring small diameter shielded flexible cables. 


CAT. NO. 

1316 


LAPEL MICROPHONE CABLE 

22 GA. Stranded .130 O.D. Black Plastic Jacket 
.. 250 FT. SPOOL 


CRYSTAL MICROPHONE CABLE 


MULTI PAIRED INTERCOM CABLES 


For use in Intercom Systems as station 
to station wiring, the cables listed below 
will handle most installations. Each con¬ 
ductor is 22 ga. solid soft drawn copper 
and has an .010 wall of durable color 
coded plastic. Each pair is individually 
twisted and pairs are covered overall with 
an adequate plastic jacket. 


CAT. NO. 



4012 

3 PAIR 

PLASTIC 

4014 

3 PAIR 

PLASTIC 

4016 

7 PAIR 

PLASTIC 

4018 

7 PAIR 

PLASTIC 

4020 

11 PAIR 

PLASTIC 

4022 

11 PAIR 

PLASTIC 

4024 

15 PAIR 

PLASTIC 

4026 

15 PAIR 

PLASTIC 

4028 

25 PAIR 

PLASTIC 

4030 

25 PAIR 

PLASTIC 


INTERCOM CABLE .100 FT. 

INTERCOM CABLE .500 FT. 

INTERCOM CABLE .100 FT. 

INTERCOM CABLE .500 FT. 

INTERCOM CABLE .100 FT. 

INTERCOM CABLE .500 FT. 

INTERCOM CABLE .100 FT. 

INTERCOM CABLE .500 FT. 

INTERCOM CABLE .100 FT. 

INTERCOM CABLE .500 FT. 



NOTE; Longer lengths of this cable are available. Please specify 
length desired when ordering. 


1318 


22 GA. Stranded .180 O.D. Black Plastic Jacket 
...... .. 250 FT. SPOOL 


WRITE FOR COPY OF OUR 
COMPLETELY ILLUSTRATED CATALOG! 
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All Purpose TELEVISION SERVICE CORD 

Now only one cord is needed to service most television receivers. 
No more separate cords for each call. This one sturdily constructed 
compact unit includes all necessary connectors. Has six feet of cord 
into service outlet and one foot cords from outlet to set. Available 
with standard male plug for baseboard connection or with special 
male connector shown at left to plug into female connector on 
original cord. 

• Handy two-way convenience outlet for soldering iron, 
Columbia's TV portable light, etc. 

• Television connector for all Zenith sets. 

• Standard TV Connector of unbreakable plastic for all other 
television sets. 



STEEL GUY WIRE 


Columbia offers n complete line of galvanized steel guy wire for 
all antenna installations. This wire has high tensile strength and is 
weatherproof. Rustproof and stretch proof. 


CAT. NO. 

1222 

1232 


4/20 GALVANIZED STEEL WIRE 

1 DOZEN 50 FT. INTERCONNECTED COILS 
1000 FOOT SPOOLS 


1220 

1230 


6/20 GALVANIZED STEEL WIRE 

1 DOZEN 50 FT. INTERCONNECTED COILS 
1000 FOOT SPOOLS 


1208 

1210 


6/18 GALVANIZED STEEL WIRE 

1 DOZEN 50 FT. INTERCONNECTED COILS 
500 FOOT SPOOLS 



FREE DISPLAY CARD 


This attractive easeled back dis¬ 
play card included with every 
order for 50 or more television 
service cords. Ideal for counter 
or window display. Attracts sales 
at actual point of purchase. 

CAT. NO. 

I All purpose television 
I oU service cord, standard 
male plug. 

1 OO purpose television 

I Vx service cord, special 
male connector, and 
adapter cord for Zen¬ 
ith sets. 


ALUMINUM GROUND WIRE 


Light strong solid wire now being used as a grounding wire in 
television. Amateur and many other antenna installations. This 
aluminum wire can also be used as antenna wire replacing solid 
copper wire with excellent results. 



CAT. NO. 


1264 

100 FT. COIL .. 

1266 

500 FT. COIL .. 

1268 

1000 FT. COIL .. 

1270 

100 FT. COIL .. 

1272 

500 FT. COIL .. 

1274 

1000 FT. COIL . 

1276 

100 FT. COIL .. 

1278 

500 FT. COIL . 

1280 

1000 FT. COIL .. 


14 GA. SOLID ALUMINUM WIRE 
14 GA. SOLID ALUMINUM WIRE 
14 GA. SOLID ALUMINUM WIRE 
10 GA. SOLID ALUMINUM WIRE 
10 GA. SOLID ALUMINUM WIRE 
10 GA. SOLID ALUMINUM WIRE 
8 GA. SOLID ALUMINUM WIRE 
8 GA. SOLID ALUMINUM WIRE 
8 GA. SOLID ALUFINUM WIRE 


DELUXE 
TELEVISION 
SERVICE LITE 

This newly designed service lite 
is one of the finest items in our 
entire line of television service 
accessories. Has a inch highly 
polished aluminum reflector and 
wide opening spring clamp that 
will permit this lite to be attached 
almost anywhere inside the tele¬ 
vision cabinet leaving both hands free to work. Lower part of 
clamp has rubber covering that will hold firmly wherever it is 
placed. Comes complete with JVi watt 110 Volt bulb and six foot 
parallel plastic cord with unbreakable male plug for attaching 
to baseboard or into service block on our all purpose Television 
Service Cord. Display card furnished with orders for 25 or more 
lites. 

CAT. NO. 

185 DELUXE TELEVISION SERVICE LITE 



MICROPHONE CABLE 



Single and multi-conductor 
microphone cables for crys¬ 
tal and ribbon micro¬ 
phones, photo-electric cells, 
public address systems etc. 
All cable made with low 
loss compounds and extra 
flexible copper conductors. 
Closely woven T/C shield 
under tough wear resistant 
jacket. Low capacitance 
between shield and conduc¬ 
tor. 


CAT. NO. APPROX. O D 


1300 

1 

CONDUCTOR 

SHIELDED 

100 

FT. SPOOL... 

...260 

1302 

2 

CONDUCTOR 

SHIELDED 

100 

FT. SPOOL .. 

.280 

1304 

3 

CONDUCTOR 

SHIELDED 

100 

FT. SPOOL 

.285 

1306 

4 

CONDUCTOR 

SHIELDED 

100 

FT. SPOOL... 

...300 

1308 

5 

CONDUCTOR 

SHIELDED 

100 

FT. SPOOL . 

.330 

1310 

6 

CONDUCTOR 

SHIELDED 

100 

FT. SPOOL . 

.350 

1312 

7 

CONDUCTOR 

SHIELDED 

100 

FT. SPOOL . 

.365 
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CHOOSE SYNKOTE CABLE AND WIRE 


for Value -- for Service — for Dependability 


ASK YOUR WHOLESALER 
FOR LATEST PLASTOID 
CATALOG . . . 

For quantity orders or 
special wire problems 
write us or contact your 
nearest PLASTOID repre¬ 
sentative. 



1* Choose for Dependable Construction 

You want to be sure that the wire you buy will give 
dependable service. SYNKOTE wire is warranted by 
Plastoid to be made of the finest materials, and will 
meet all applicable specifications. 

2, Choose for Engineering Know-How 

Possibly, you may know what general characteristics you 
desire, but not how to put these into wire. Plastoid’s 
large staff of engineers can transform your generalized 
requirements into a finished wire or cable. Simply 
give us your electrical and physical requirements — 
we’ll design the cable. 

3* Choose for Rapid Delivery 

Plastoid’s modern manufacturing facilities mean faster 
production . . . more rapid deliveries to you. 

4* Choose for Friendly Service 

You’ll find everyone at Plastoid — executive, salesman 
or engineer — friendly, warm and informal . . . pleasant 
to work with and eager to do business with you. 

Choose for Reasonable Cost 

Remember, “bargains” seldom save you money. In the 
long run, it pays to pay a fair price and get dependable 
wire. For true wire economy specify SYNKOTE 
— manufactured only by Plastoid Corporation, 

Long Island City, New York 


'Manufactured by the mite - tested by the inch" 


42-61 24th St., Long island City, N,Y. 



oxattotv 
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oned Dependability... 


SPECIFY 


DEPENDABLE 

INSULATED WIRE 

'manufactured by the mile— 
tested by the inch'' 












HOOK-UP WIRE 
(JAN-C-76 approved) 

A. WL-600V—braided or nylon jacketed 

B. SRIR-IOOOV—with or without covering 

C. SRHV-2500V—with or without covering 

D. SRRF-IOOOV—High frequency-low capaci¬ 
tance 

APPLIANCE WIRE-105°C. 

(Underwriters approved) 

E. 600V—Synkote insulated, 1/64"—nylon jack¬ 
eted or glass braided 

F. 600V—Synkote insulated 2/64"—with or 
without nylon jacket 

TV CABLES 

G. 300;[t twin leads 

H. Rotary antenna cable 

I. Coaxial cable—low loss 

J. MICROPHONE CABLE 

K. INTERCOMMUNICATION CABLE 

L. AIRCRAFT WIRE 

Will operate at 300° C. without deteriora¬ 
tion; excellent abrasion resistance; not 
affected by oil, hydraulic fluids, acids or 
mpisture; non-inflammable. 

M. MULTI-CONDUCTOR CABLES 

Many standard constructions as well as 
cables made to your specifications or spe¬ 
cial installation requirements. 

All standard constructions in stock; for special 
wire-cable problems, our engineering department 
welcomes the opportunity to work with you in 
solving your problems. 


PIASTOJD 


tozdtimv 

42-61 24th Street tong Island City 1, N. Y, 
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ROTATORS 


VIBRATORS 


AUTO AERIALS 


TV ANTENNAS 


POWER SUPPLIES 



—1 


THE 


CORPORATION 

CIEVEIAND2, OHIO 




wro mm 



Model BBD 



HI •BALL 


The auto aerial that has every- ^ 
thing! 


Fast one man installation—5 minutes. 
30 degree mast adjustment fits all 
body and fender contours. 

• Exclusive RADIART “Static-Muffler” 
ball. 

• “18-8” Stainless steel rod. 

• “Super-chrome” finish on heavy duty 
brass mast. 

• Fits any car radio—^bayonet lead-in 
adaptor included. 


MODEL 8BD, 
pounds. 


10 per master carton, 11 


Model SBDL same as above except with 
48" lead-in. 10 per master carton, 12 lbs. 


EXTENSION LEADS FOR FENDER 
MOUNTINGS. 

10" extension — Model ALA-60-2. 
Y 20" extension — Model ALA-60-1, 


TWO INSULATOR SIDE MOUNT TYPES 

Sturdy high quality construction throughout. 
Brilliant chromed brass masts with stainless 
•steel rods. Wedge type adaptor furnished, 
with 36" polyethylene lead-in. 

MODEL 2S, 43" extended, 2 sections, 10 per 
master carton, 9 pounds 
MODEL 3S, 63" extended, 3 sections. 10 per 
master carton, 13J4 pounds 
MODEL 4S, 92" extended, 3 sections. 10 per 
• master carton, 17}4 pounds 



DELUXE MODEL 4BX3 


Three section design ex¬ 
tends to 591 / 2 ". 

• Brilliant long lasting 
chrome finished mast 
and spacer cap 

• Full length quality 36" 
polyethylene water¬ 
proof lead-in 

• Only one half inch 
mounting hole re¬ 
quired 


SUPERIOR STANDARD 
MODEL 4BX2 


Two section design ex¬ 
tends to 43". 


DISAPPEARING MOUNT 



A handsome addition to any car collapses 
to 6 inches and extends to 60 inches. Fits 
either fender or cowl and features the ex¬ 
clusive “O” ring seal around the mast that 
prevents water from entering inside the 
aerial. Only one Vli" mounting hole required. 

MODEL 3D, 60" extended. 3 sections, 2 
pounds each 

10 per master carton weighing 19 pounds. 


POVWEft 







Here is the ideal, compact, efficient unit tor testing or demonstrating 
auto radios. SMOOTH DC POWER, 6 or 12 volts from the 110 
volt 60 cycle AC line. 


Model No. Output Watts i 

6BE10 6V DC @ lOA 60 


110BA12 6V DC @ 20A 120 

12V DC @ lOA 


Size Wt. Lbs. 

8T4 X 7J4 x 7 145^ 

7^x13 x8,^ 24y^ 
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The UW-2 UHF TV Antenna 

An advanced design TV an¬ 
tenna for UHF channels. 
Completely free of insulators 
and their offending results, 
allowing maximum per¬ 
formance under any weather 
conditions. A completely bal¬ 
anced broad band antenna 
with excellent directivity. 




Tested and proven UHF 
TV ANTENNAS 

A stable operating broad 
band antenna of uniform 
gain covering the entire 
UHF spectrum, with a 
very low standing wave 
ratio. Completely factory 
pre-assembled. 



The “Superior” 
CONICAL TV Antenna 

An all aluminum an¬ 
tenna featuring quality 
construction at a low 
price! Designed for 
speedy installation, it 
may be double or four 
stacked . . . mounts on 
mast up to' V/i" O.D., 
broad-band reception. 
Model S-6. 








* oAHiiVRT TV ANTENNAS 


SUPERIOR DESIGN 


“lAZY X” CONICAIS 

\ complete group of conical-type antennas in 
assortments for single bays, double-stacked 
and quadruple-stacked arrays. The ideal “all- 
channel’' antenna. 




“SUPER-VEE” ANTENNAS 

An extremely sensitive, highly 
directional antenna that is noted 
for fine performance, especially 
on the high bands. Available in 
single or double stacked arrays. 



Copyright by U. C. P., Inc. 


“YAGI” TV ANTENNAS 

The perfect answer to the 
demand for maximum sig¬ 
nal pick-up in FRINGE 
areas. Each YAGI is cut 
for a specific channel . . . 
in pre-assembled QUICK¬ 
FOLD-OUT design for 
fast installations. 


the ultimate in 
Fringe Area recep¬ 
tion • . . the V-8 
TV Antenna 

A new design that 
offers the ULTI¬ 
MATE in signal 
gain ... with all 
channel range. 
Quick fold-out de¬ 
sign for speedy in- 
stalation. 
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Speedy Installation ...the servicemen’s dream come 

true! No loose parts to assemble... no kits with loose washers, 
nuts and bolts ... quick mounting antenna mast collet plus 
four wire cable hookups! 

Dependable.. .experience has proven that once a CDR 
ROTOR is up .. it’s THERE TO STAY! No costly call-backs! 
Completely weather-sealed and streamlined... it’s the out¬ 
standing value in the field! 

Powerful.. . sturdy in design to support and TURN ANY TV 
ANTENNA array,.. never a worry about the CDR rotor work¬ 
ing! Locking instantly it will not drift! Instantly reversible.. 
makes a complete revolution in 45 seconds! 


MODEL TR-12 A special combi¬ 
nation value consisting of complete 
rotor including thrust bearing ,. . 
handsome modern design plastic 
cabinet with meter con- cm <7 nr 
trol dial, only .^ 4 /-3 3 

MODEL TA-6 Thrust bearing 

accessory, separately ... . ^ 4 '®® 

MODEL TR-11 Same as TR-12 

without thrust bearing.. ^ 44 *®® 


ROTATORS 
VIBRATORS 
AUTO AERIALS 
TV ANTENNAS 
POWER SUPPLIES 
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ANTENNA SYSTEMS by 


VEE-E-X 


VEE-D-X BR-U BOW TIE AND SCREEN REFLECTOR 



EASIEST TO INSTALL 

Thanks to the VEE-D-X exclusive IFLEX- 
CLAMP^ it is amazingly fast and easy to 
mount the BT-U, especially v/hen adding to 
existing installations at rooftop. No fum¬ 
bling or fussing with U-Bolts—just one screw 
to tighten and FLEX-CLAMP holds the an¬ 
tenna with a vise-like grip. FLEX-CLAMP 
also facilitates probing—just loosen the 
screw and move the antenna up or down 
or around the mast. 



MODEL BT-U 

STACKING HARNESS BTH-U 

Here is the finest^ easiest to install Bow Tie ever made, yet costs 
no more than ordinary Bow Tie antennas. It Is precision built 
and engineered for the performance-proven power for which 
VEE-D-X is so famous. No expense has been spared to meet the 
most rigid mechanical requirements so essential to good UHF 
reception. Look at the features . . . compare—and you will 
agree that here is the Aristocrat of bow ties. 


FEATURES OF THE 

• 8 db gain across the entire 
UHF band. 50% additional 
gain on stacked arrays. 

• Grounded driven element 
especially engineered to 
eliminate noise pick-up—no 
fragile insulators. 

• Engineered for super sharp 
picture reception from 470 
to 890 mcs. 

• Four easy steps to assemble 
—takes less than a minute. 


VEE-D-X BT-U 

• All zinc - plated, weather 
resistant steel construction. 
Reinforced screen reflector. 

• Rugged construction and 
exclusive FLEX-CLAMP holds 
antenna rigid. Greatly re¬ 
duces antenna movement in 
wind—the cause of picture 
flicker. 

• Compact packaging — only 
12" by 20" by P/a" deep. 


THE VEE-D-X UHF COLINEAR 



COLINEAR ALL-CHANNEL FRINGE 

Engineered and developed principally for 
use in fringe areas where gain is the num¬ 
ber one consideration. Bach of the four 
bays of the Colinear consist of a full wave, 
radiator and reflector. The critical adjust¬ 
ments of harness spacing are designed for 
optimum gain at the desired channel. The 
Colinear’s rugged four-bay construction of 
solid aluminum elements with Fiberglas 
cross-arms assures long life. 

Model CA-U...List $11.10 



SIDE-BY-SIDE STACKED COLINEAR 


The VEE-D-X stacked Colinear has been 
descfibed by a leading TV receiver manu¬ 
facturer as “The most powerful antenna 
developed for UHF reception.” The two 
Coliinears may be stacked by using the 
VEE^D-X Stacking Kit, Model CA-U-SSH, 
which consists of two masts, two booms 
and a stacking harness. The additional gain 
assures powerful, long distance reception. 

Model CA-U-SSH....List $13.20 



Exclusive New Colinear 
MAST CLAMP 

Simplifies —* Speeds Installation 

The diagrams above show the new Improved 
mast clamps on each bay of the Colinear. 
This method eliminates sliding U-Bolts over 
the mast^a feature welcome to installa¬ 
tion men when installing on present VHF 
mast at rooftop. This new clamp is faster, 
easier to install—facilitates moving the 
bays up or down when probing. A single 
screw tightens the clamp with a vise-like 
grip. 
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ANTENNA SYSTEMS by 


VEE-EX 


VEE-D-X UHF LONG JOHN For Primary and Fringe Areas 



MODEL LJ-U—A powerful, single channel, 8-element Yogi for both primary and 
fringe UHF areas. Its novel spring-loaded pre-assembied construction makes it a 
snap to assemble and install with a single U-Bolt. Antenna folds compactly, yet is 
quickly made ready for installation by turning the elements which automatically 
snap into position in the special “V shaped plastic jaws. All-aluminum boom and 
elements. Has new VEE-D-X Delta Match construction for perfect match to 300 ohm 
line. Attached to mast with single U-Bolt. 

Model LJ-U.List $6.15 


VEE-D-X UHF LONG LONG JOHN 

For Super Power Fringe Area Single Channel Reception 

The most powerful of all single channel 
antennas for fringe area UHF. Extremely 
compact in design, this rugged 12-element 
Yagi delivers over 14 db gain with unusual 
band width of 60 me. Shipped completely 
assembled, solid aluminum elements with 
tough-as-steel fiberglas boom. Has new 
VEE-D-X Delta Match construction shown at 
right. 

Model LLJ-U.List $7.65 




NEW UHF CORNER REFLECTOR 


Highest gain broad band UHF antenna. 
40% higher gain than a single Bow Tie. 
Excellent directivity with high front-to-back 
ratio. Minimizes probing. Finest construc¬ 
tion, uses Fiberglas boom and solid alumi¬ 
num elements that are ice-resistant. Pre¬ 
assembled—ready for installation in 30 
seconds. 

Model COR-U.List $13.50 


THE VEE-D-X “V” Type Multi-Channel UHF Antenna 



Model VR-U 


An excellent, low cost multi-channel UHF 
antenna for primary areas. Simple in 
design, neat in appearance, and easy to 
Install with a single U-Bolt. The critical 
angle of the "V" type antenna is de¬ 
signed to have an upper frequency limit 
of 1,000 me. with excellent gain and 
directivity over the entire UHF range. 
Supplied plain, as shown at left. 

Model VR-U..List only $2.75 

Also supplied with fhe famous VEE-D-X 
Mighty Match for use in combination with 
a present VHF antenna permitting the use 
of a single transmission line. 

Model VR-MM-30.List $6.75 



Model VRR-MM-30 
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COMBINATION ALL CHANNEL VHF-UHF ANTENNAS 



Model UQT 


ULTRA Q-TEE FOR PRIMARY AREAS 

The Ultra Q-Tee provides brilljapt performance on all VHF and UHF (2-83) channels. 
It has solved one of TV’s biggest problems by combining both VHF and UHF 
into a single antenna employing a single transmission line. It thereby replaces 
the need for two or more antennas and additional transmission line and switches. 
The Ultra Q-Tee employs eight unique, patented* printed circuit band reject 
filters that isolate the VHF gild UHF portions of the antenna. Its ease of installa¬ 
tion is due to VEE-D-X ruggedized pre-assembled construction. Can be stacked for 
additional gain. 

Model UQT...List $14.25 



Y Y X 

Note patented eight band filter isolation 
circuits and location on Ultra Q-Tee 
antenna. 

*Lic. A.A.K. Pats. 2.422.458; 2,282,292; 

2,611,086; others pending. 



STACKED ARRAYS 

For additional gain in fringe and difficult 
areas, the Ultra Q-Tee is available in 2 
stack (double) and 4 stack (quad) arrays. 

Model UQT Double.List $29.55 




THE ULTRA Q-TEE-S FOR FRINGE AREAS 

Employing the same eight patented* printed circuit channel separators as the 
Ultra Q-Tee, the Ultra Q-Tee^S is designed for all-channel VHF and fringe area 
UHF. A powerful high gain, broad band 8-element yagi replaces the "V” front 
section and is designed for,the specific area in which it is to be used. When 
ordering, specify UHF channel desired. For example, if ordering for channel 27, 
order Model UQT-S-27. 

Model UQT-S...List $17.00 
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THE WORLD’S MOST POWERFUL ANTENNA SYSTEMS 


THE VEE-D-X MIGHTY MATCH 


For Single Line T r a n s m i s s i o n of V H F a n d UHF 




This important contribution to simple VHF- 
UHF installation automatically separates 
all channels (2-83). The answer lies in its 
newly developed and revolutionary printed 
circuits which eliminate the need for two 
transmission lines. The patented* VEE-D-X 
Mighty Match (MM-30} has a double bar¬ 
reled application (1) at the antenna; and 
(2) at the terminals on the TV set or con¬ 
verter, It is the only practical device yet 
perfected to make single transmission line 
VHF-UHF possible. 

Model MM-30.List $4.00 


♦Lie. A.A.K. Pats. 2,422.458; 2,282,292; 2,611,086; 
others pending. 


I 

Thanksto Mighty 
Match, separate 
UHF and VHF 
antennas may be 
connected to a 
sir.gle transmis¬ 
sion line. 



2 

A single trans¬ 
mission line can 
also be termi¬ 
nated atthe con¬ 
verter or the 
TV set equipped 
with separate 
VHF and UHF 
terminals. 



To High.Channel 
Antenna Terminals 



To Low Channel f Green^ 

Antenna Terminals l'' «« i 


Additional printed circuit isolation 
filter is designed for use with VHF 
antenna systems. It permits the use 
of a single transmission line be¬ 
tween separate high and low chan¬ 
nel antennas mounted on the same 
mast. It can also be used in com¬ 
bination with the MM-30 in VHF- 
UHF antenna installations. 

Model MM-20.List $3.50 


VEE-D-X UNIVERSAL MOUNTING BRACKET 

Permits fast, easy addition of a UHF antenna to existing 
VHF instailation. Model AB~MM-30 




THREE METHODS 
OF MOUNTING 


^ Horizontally off existing mast. 

* Vertically atop existing mast. 

• Vertically off VHF antenna 
boom. 


The Universal Mounting Bracket was designed 
by VEE-D-X engineers to make the addition 
of UHF antennas to existing VHF installations 
as simple as possible. The bracket is supplied 
in two ways, either plain or with the VEE-D-X 
Mighty Match that permits the use of a single 
transmission line for both VHF-UHF. The plain 
bracket, Model AB—List $1.50. The bracket 
with Mighty Match, Model AB-MM-3C)—List 
$5.50. This bracket is also supplied in com¬ 
bination with the “V” type UHF antenna. 


Model AB-VR—List $4.25. Model AB-VR- 
MM.30—List $8.25. 
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ANTENNAS by 


VEE-D'X 


VEE-D-X LOW COST DELTA MATCH YAGiS 



MODEL DC 

The DC delivers the power of YEE-D-X's 
world famous JC Yagi^ at lower cost! An 
outstanding value in a quality five-element 
Yagi. Features include rugged pre-assem- 
bled all-aluminum construction; high gain 
on every channel; 6 megacycle band width; 
excellent front - to - back ratio. May be 
stacked for extra gain. Special VEE-D-X 
phasing harnesses are available for double¬ 
stacking. 

Model DC (Channel 7-13).List $5.55 


THE DELTA MATCH 
COST-CUTTER 

This vital addition to the JC series 
is responsible for savings of more 
than 30% over standard Yagi an¬ 
tennas. Perfected by VEE-D-X engi¬ 
neers, it offers an ingenious method 
of selecting the exact impedance 
point of the dipole with any fre¬ 
quency. The Delta Match accom¬ 
plishes an exact transformer action 
over an entire channel without loss 
of picture highlights or cutting of 
the audio portion of the TV signal. 


MODEL DX 

The new Delta-X is not only the lowest priced, 
but the finest of all 10-element Yagis. The 
Delta-X produces 30% higher gain on all high 
channels as a result of 20 % (wide) spacing. 
In addition, the Delta-X has all-aluminum light 
weight construction — no heavy cumbersome 
steel boom. All elements are doubly reinforced 
at boom. All booms are of two-piece con¬ 
struction to reduce carton lengths for ease of 
handling. Low channels are P/ 4 " seamless 
boom, with heavy duty CL-II mast clamp. 
High channels have I" doweled lock seam 
booms of the new TV alloy #41. Boom struts 
are used on all models. Can be stacked in 
double and quad for additional gain. Has 
famous VEE-D-X Delta Match for perfect 300 
ohm termination. 

Model DX (Channel 7-13).List $15.50 



MODEL JC 

FAMOUS “JC” YAGI 

The world’s most popular Yagi! The "JC" 
was perfected by VEE-D-X engineers in 
co!!aboration with a foremost authority 
on wave propagation. Provides powerful 
signal at low cost. Pre-assembled for fast, 
easy installation. JC Yogis may be stacked 
for additional gain by using VEE-D-X 
phasing harness. Choice of array depends 
on area terrain and reception conditions. 

Model JC (Channel 7-13).List $7.95 



MODEL LJ 

LONG JOHN YAGI 

This sensational 8-element Yagi gives 
41 % more gain than the best 5-element 
Yagi and gives equal gain to a double- 
stacked 5-element Yagi array. It meets 
the Increasing trade demand for a single 
bay antenna that produces as much gain 
as a stacked array, yet is lower in cost, 
easier to install and far better in appear¬ 
ance. It has typical rugged, VEE-D-X pre¬ 
assembled construction. Can be stacked. 
Model LJ (Channel 7-13).List $12.50 



MODEL LLi 

LONG LONG JOHN 

Where super high gain is required, the 
12-element Long Long John is the answer 
for superior performance. It is the highest 
gain, single channel antenna ever devel¬ 
oped, and is guaranteed to out-perform 
any other Yagi made. The Long Long John 
has ruggedized boom bracing with pre¬ 
assembled, all-aluminum construction. 
High front-to-back ratio, full 6 megacycle 
band width. Can be stacked. 

Model LLJ (Channel 7-13).List $18.50 


For information on other VEE-D-X accessories, including Tower, Hardware and 
Lightning Arresters, see your VEE-D-X jobber or write for separate literature. 



CLECTRONICS, INC. ROCKVILLE, CONNECTICUT 


Radio’s Master —■ 18th Edition 

Poge S-80 


TRADE DISCOUNT APPLIES TO LIST PRICES ONLY 


Copyright by U. C. P., Inc, 




























VEE-D-X ALL-CHANNEL Q-TEE WITH RUGGEDiZED CONSTRUCTION 




PRINTED CIRCUIT FILTERS 

These bright red filters comprise the 
heart of the Q-Tee. They use newly 
developed VEE-D-X printed circuits for 
the first time in any TV antenna, mak¬ 
ing possible the Q-Tee's simple pleas¬ 
ing design as well as brilliant all¬ 
channel performance. 

♦Lie. A.A.K. Pats. 2,422,458: 2,282.292; 
2,611,086, others pending. 


The sensationally popular all-channel antenna with built-in patented* electronic 
channel separators for, increased gain, better directivity, higher front-to-back ratio, 
increased mechanical strength and better appearance. Ruggedized construction gives 
positive element support under the most severe conditions. At no extra cost the 
Q-Tee is supplied with special reinforcing brackets, making it the strongest antenna 
for its weight ever made. For all-channel VHF performance, appearance and strength, 
it has no equal. Model QT.List $9.25 



THE Q-TEE DOUBLE— The two bay Q-Tee 
combination for near fringe areas for a 
gain increase of 40% or better. 

Model QT Double.List $19.55 

THE Q-TEE QUAD —The four bay Q-Tee 
combination for fringe areas provides a 
gain increase of 100% or better. 

Model QT Quad.List $41.40 


NEW ROCKET BOOSTER 


OUTBOARD BOOSTER 


PRE-AMPLIFIES SIGNAL AT ANTENNA HEIGHT 



POWERFUL 18 db GAIN 

Single channel mast-mounted booster with 
exclusive new features. Uses only one 300 
ohm transmission line to power the booster 
unit and bring signal to set. No separate 
power cable. Control unit has line voltage 
compensator and fits snugly against back 
of any TV set. The Rocket amplifies signal at 
antenna height which minimizes line noise, 
interference, and signal instability. Easily 
installed mast unit has completely 
weather-proof aluminum case, not 
steel. The Rocket is factory pre-set 
for peak performance on any de¬ 
sired channel. Push-pull 6J6 triode 
circuit. 

Model RB.List $34.95 complete 



The country’s largest selling single-channel booster is avail¬ 
able with a specially designed by-pass switch that allows the 
booster to operate on a single weak channel, yet with a flick of 
the switch, it is by-passed for reception on other channels 
that have normal signal strength. The VEE-D-X Outboard 
Booster delivers powerful 18 db gain over full band width. 


Model OB (Plain).List $19.95 

Model OB-SW (With by-pass switch).List $22.95 



Copyright by U. C. P., Inc. 


THE WORLD’S MOST POWERFUL ANTENNA SYSTEMS 


Radio’s Master — 18th Edition 

Page S-81 


TRADE DISCOUNT APPLIES TO LIST PRICES ONLY 


























THE WORLD’S FINEST ANTENNA ROTATOR 



the amazing new 

mm 

ANTENNA ROTATOR 

The rotator that obsoletes at! others. Precise as a watch — 
rugged as a bulldozer — streamlined as a rocket 

The VEE-D-X Antenna Rotator is a remarkable engineering triumph in design, 
construction and performance. It was developed to perfection in coopera¬ 
tion with world famous small gear specialists. Fast and easy installation 
results from its in-line construction. It is the only rotator that requires no 
meter adjustment to compensate for voltage drop resulting from varying 
lengths of lead lines. It utilizes a standard four-wire connecting lead. 
Positive antenna stop means no over-travel and assures pin-point accuracy. 


OTHER OUTSTANDING FEATURES 


STREAMLINED CASE DESIGN AND BAL¬ 
ANCED MOUNTING give far better ap¬ 
pearance, less wind resistance, relieve 
strain on mast and guy wires. No cumber¬ 
some offset—improved rooftop appearance. 

THREE JAW CHUCK-TYPE MAST CLAMP 

at top and bottom is an exclusive VEE-D-X 
feature providing largest clamping sur¬ 
face of any rotator. Easily secured with a 
screwdriver. 

PRECISION CAST GEARING provides de¬ 
pendable performance under all conditions. 
No backlash due to wear. Reduces objec¬ 


tionable noise. One look at the gearing 
and you can see why this is the finest of 
all rotators. 

FAST, EASY LINE CONNECTIONS accom¬ 
modate 4 wire line. Exclusive snap-in cover 
slides into place—-no screws to drop. 

POSITIVE MAST ALIGNMENT with built-in 
self-centering mast guides. 

EXTREMELY POWERFUL. Will support a 
load of over 200 pounds-—thereby elimi¬ 
nating any need for an auxiliary thrust 
bearing. Motor bearings are silicone lubri¬ 
cated for long life. 


MAGNIFICENT DECORATOR STYLED CONTROL CONSOLE 

Smaller, more compact than any other. 

Streamline design gives low center of 
gravity—cannot tip. Unique control circuit 
with linearly graduated dial permits uni¬ 
formed scale deflection normally available 
in DC instruments only. Graduations are 
equidistant throughout scale giving both 
geographic and numerical reference points. 

Dial scale is protected with glass window 
to avoid electrostatic charging. Made of 
flame-proof Celanese Lumarith plastic In 
heather green or cordovan mahogany. 

Rotator and Control Console . . . 

List Price, Complete.$49.95 
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RCA ELECTRONIC COMPONENTS 


ANTENNA ACCESSORIES 



RCA TV SET COUPLER 

• For 300-0hm Ribbon-type Line, 

• Easy to Install 

• Economical 

The new RCA-2 40A1 TV Set Coupler permits simultaneous operation of two 
TV receivers from a common antenna. Can also be used in combinations of 
two to four units for simultaneous operation of two to four TV receivers from 
a common antenna. The 240A1 reduces oscillator radiation between sets and 
has a flat bandpass response over the VHF bands. 

No cutting, splicing, or soldering necessary. Self-contained wood screw, no 
special tools needed. Complete instructions included. 

Type 240A1.Suggested List Price: $1.95 each 


TWm-LEAD LIGHTNING ARRESTERS 

• 300 Ohm Line 

Pipe-mounting type for use with FM and TV antennas. Easy to install—^no 
cutting or stripping of transmission line. Fits any pipe. Continually 

dissipates static surges. Does not unbalance line. Brown plastic case. 

Type 214X1. .Suggested List Price: $1.10 

Wall-mounting type arrester—^wood screw firmly secured in body—^no special 
tools needed. No cutting or stripping of transmission line. 

Type 215X1.Suggested List Price: $1.25 


ANTENNA MOUNTING BRACKETS 

• Heavy Duty 

Readilv adjustable to permit mounting on any wall regardless of overhang. 
Can be attached to brick, stone or wood. Entire bracket is heavily plated with 
bright zinc, preventing rusting and sul sequent staining of building surfaces. 
Fpecial arurular supports eliminate sagging. 

Type 227A1.Suggested List Price: $6.75 per pair 



240A1 


214X1 


215X1 


227A1 





TELEVISION ANTENNAS 


RCA 12-CHANNEL TELEVISION ANTENNA 

• Easily Assembled • Ruggedly Constructed • Uni-Directional 

RCA-215A1 is intended for use in most receiver locations where both high 
and low-frequency stations are in the same general directibh. Unique RCA “V” 
attachments provide uniform directional characteristics for all 12 channels. 
Unusually flat response over each of the two television bands. 

Supplied with all necessary hardware but less mast. Complete illustrated instruc¬ 
tions for installation are included. 

Type 215A1.Suggested List Price: $13.50 

THE RCA REVERSIBLE-BEAM TV ANTENNA ARRAY 
For Locations with Co-channel Interference 

The RCA-212A1 Reversible-Beam TV Antenna Array receives signals from only 
one direction at a time; eliminates co-channel interference where stations are 
approximately 180° apart. It also eliminates adjacent-channel interference 
where the receiver lacks selectivity. RCA-developed “V” attachments provide 
uniform directional characteristics for all twelve channels. A high overall 
front-to-back ratio is achieved through the use of driven elements, instead of 
parasitic elements. This design also makes possible the unique feature of lobe 
switching. 

Sturdily built throughout of high-quality aluminum, the RCA Reversible-Beam 
Antenna consists of an array of four eight-foot dipoles in the form of a square. 
A dual transmission line connects the horizontal and vertical dipoles to an 
attractively packaged diplexing network located at the rear of the receiver. By 
the mere flick of a switch on the diplexer, antenna directivity can be reversed. 
Type 212A1.Suggested List Price: $59.50 


RCA FM FOLDED-DIPOLE ANTENNA AND REFLECTOR 

Engineered by RCA for use with FM receivers having a 300-ohm input, the 
RCA-229A1 has an unusually flat signal response providing efficient coverage 
of the entire FM band from 88 Me to 108 Me. Excellent for use in fringe area 
installations. Aluminum elements, complete with all hardware. 

Type 229A1 .(Mast not included) Suggested List Price: $7.60 
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CONICAUy-BEAMS 

The only antenna array that produces FULL TONE, Full Video 
Band Pass and High Signal to Noise Ratio on All Frequencies 


AMERICA’S FINEST ANTENNA — THE BEST MONEY CAN BUY! 

p Combines the outstanding electrical constructional features of the famous Deluxe Series with the 

! unusual versatility and selective channel emphasis of the Telrex Universal Series. Available with 

doweled dural tubing or Solid Dural Rod. Each bay is supplied with eight elements and two stubs. 
Prices do not include masting. 

/ K4X-TV MODEL / 

/ K8X-TV / 



MODEL 

K2X-TV 


K2X-TY—Single bay, uni-directional "Conical-V- 
Beam" with reflectors. Finest quality materials— 
fine performer. 

Standard Pack.1/carton 

Shipping Weight ... 5 lbs. 

List Price. $12.60 

K4X-TV—2 bay, stacked, uni-directional "Conical- 
V-Beam" with reflectors. America's outstanding TV 
antenna. 10 to 12 db gain. 

Standard Pack. I/carton 

Shipping Weight..9 lbs. 

List Price.$25.21 

K4X-TYS—(4X-TV 'A wave) 2 bay, stacked, uni¬ 
directional "Conical-V-Beam" with reflectors. Yi- 
wave stacking bars provide full 1 / 2 -wave spacing 
and 30% more gain performance on Channels 
2 to 6. 

Standard Pack.I/carton 

Shipping Weight.10 lbs. 

List Price.$28.80 


A MONARCH SERIES 
I With Hi-V-Reflectors 

K8X-TY—4 bay, uni-directional ''Conical-V-Beam" 
with hi-v-reflector. The ultimate in multi-station 
long distance arrays. Gains up to 16 db. The 
Telrex MONARCH 8X-TV will outperform any 
antenna or combination of cut-to-frequency anten¬ 
nas. Unequalled for long distance reception up to 
200 miles. "If the 8X-TV does not provide a useable 
signal, TV reception is impossible or impractical." 

Standard Pack I/carton 

Shipping Weight - .18 lbs. 

List Price $53.11 


Conical V-Beams are produced under Re-issue Pat, No. 23,346 



UNIVERSAL SERIES WITH 
HI-V-REFLECTOR 

U2X-TY —Single bay, uni-directional "Conical-V-Beam" 
with reflectors; modifiable for selective channel emphasis. 


Standard Pack.3/carton 

Shipping Weight .12 lbs. 

List Price .$9.30 


U4X-TV —2 bay, stacked, uni-directional "Conical-V-Beam" 
with reflectors; can be modified for selective channel 
emphasis. 10 to 12 db gain. 

Standard Pack .1 or 3/carton 

Shipping Weight .24 lbs. 

List Price.$19.94 

U8X-TV —Economy model. Uni-directional, 4-bay “Conical- 
V-Beam" with reflectors. Can be modified for selective 


channel emphasis. 

Standard Pack.l/carton 

Shipping Weight .16 lbs. 

List Price .$43.89 


PRICES DO NOT INCLUDE MASTING 
•‘UNIVERSAU* SERIES ALSO AVAILABLE FOR FM. 



AMERICA'S LARGEST MANUFACTURi 
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ANTENNA 
DESIGN ENGINEERS 
SINCE 1921 

Tet. ASBURY PARK 2-7252 



.'1 


ANTENNA. 

I DEVELOPMENT 
' MANUFACTURING 

ASBURY PARK 1, N. J. 




ANTENNAS FOR UHF . . . BETTER BY DESIGN 

Tested, Tried and Proven for EVERY Reception Area . . . Near or Far! 
‘^Guaranteed to outperform any UHF antennas in the field . . . RAIN OR SHINET' 



CONICAL-V-BEAM 
MODEL 750 

Shipping Wt. 2 lbs. 
Standard Pack .1/carton 

List Price $7.50 



MODEL 300 

Shipping Wt. V /2 lbs. 
Standard Pack .12/carton 

List Price $5.95 



Reflector 

Ideal hi-gain array for UHF plus 
Hi-channe! VHF (Channels 7-13). 

Shipping Wt. 31/2 lbs. 
Standard Pack .I/carton 

List Price $16.33 


MODEL 

800-2X 


ULTRA 



“CONICAL-V-BEAM” 

Hi-gain directive UHF array with 
spline reflector. 

Shipping Wt. 3*4 lbs. 
Standard Pack .I/carton 

List Price $13.55 


STACKED “BOW-TIE” 



Shipping Wt. 6'/2 lbs. 
Standard Pack .I/carton 

List Price $15.00 



PARABOLIC 

Shipping Wt. 4'/2 lbs. 
Standard Pack .I/carton 

List Price $15.00 


MODEL 850-P-2X 



PARABOLIC REFLECTOR 

Super sensitive UHF parabolic 
beam. Excellent horizontal, ver¬ 
tical directivity. 

Shipping Wt. 6 lbs. 

Standard Pack .l/carton 

List Price $26.67 



KIT 

For use with 750, 755, 800-2X, 900, 
and other UHF antennas, to make 
parabolic reflector arrays. 
Shipping Wt. 4’/2 Il5s. 

Standard Pack .I/carton 

List Price $13.20 


MODEL 



ULTRA “BAT-WING” 

VHF and UHF - Channels 2 to 83 

Outperforms any top-of-set antenna 
on 80% of all TV channels. Requires 
no pruning or tuning. Attractive 
ornamental design. 

Shipping Wt. 30 lbs. 

Standard Pack.Single Pack 

24 in Master Carton 

List Price $5.95 


DUO-BAND 
CONICAL-Y-BEAM 
MODIFICATION 
KIT 

Converts any Telrex 
VHF "Conical - V - 
Beam" to a Duo-Band, 
UHF-VHF antenna, 
such as the Model 
420, Provides hi-gain. 
Uni-in-line Lobe from channel 2 to 83 with auto¬ 
matic transition from VHF to UHF using one trans¬ 
mission line, and without out-of-phase signals from 
so-called isolation circuits. For two or four bay 
stacks, one or two Model 414 Kits ($7.90 list) should 
be used. Shipping Wt. 5 lbs. 

Standard Pack .4/carton 

List Price $3.95 



UNIVERSAL 

DUO-BAND 

“CONICAL-V-BEAM” 

The UHF-VHF 
Sensation! 

Channels 2 to 83 with 
ONE antenna, ONE 
major in-line lobe of 
reception, and only 
ONE lead-in. Stacks 
easily. Two bay #440 
($25.50 list) and four 
bay #480 ($55.00 list) 
also available. 



Shipping Wt. 10 lbs. 
Standard Pack..2/carton 

List Price $12.08 


HURRICANE-BUILT to survive bad weather! 

The same sterling quality construction featured in VHF models, com- famous "Conical-V-Beams," "Fishbones," Yagis and Bat Wings. There 
bined with reliable^ factory ratings assure antenna satisfaction on is a Telrex UHF antenna for every area — city, suburban or remote- 

every UHF installation. The complete Telrex line for UHF includes from-transmifter. 

“CONICAL-V~BEAMS” are covered by Patent No. 23,346. Canadian and Foreign Patents Pending. 

PRICES DO NOT INCLUDE MASTING 


P ORieiNAtORS • PATSmEES * MANUFACtURlRf 0f "CONICAL^V-BEAMS^ 


Copyright by U. C. P., Inc. 


TRADE DISCOUNT APPLIES TO LIST PRICES ONLY 


Radio’s Master — 18th Edition 

Page S-85 


















ANTENNA 

DESIGN engineers ! 
SINCE 1921 i 

Tel. A5BURY PARK 2-7252 ‘••j 



ANTENNA 
DEVELOPMENT 
MANUFACTURING 


"CONICAL-V-BEAMS" 

FOR SUPERIOR RECEPTION ON TV, FM and UHF 
CUSTOM-DESIGNED ANTENNAS AT MASS PRODUCTION PRICES 


Another Telrex first in superior antenna service. Conica(-Y-Beams 
custom designed for best results in your particular area. You get 
better performance# value and more satisfied customers. Your 
selling territory for TV receivers is increased tremendously. 
Installing customized Telrex antennas is insurance against call¬ 


backs due to antenna adjustments and you enjoy the added pro¬ 
tection of Telrex super-durable# all-weather construction. Just 
specify the installation area when ordering. Telrex will supply 
your antennas cut-to-area for the finest pictures ever! 


VANGUARD SERIES ‘‘CONICAL-V-BEAMS’ 


The New 
' Economy 
Line 


Designed for results and profits 
Top performance at extra low Cost 
The Vanguard will outperform and 
outsell any comparably priced TV 
antenna. 


Model VM2X-6 (single bay) . List $ 7.22 

Model VM4X-12 (2 bay stacked). List 15.28 

Model YU2X-8 (single bay) . List 7.92 

Model VU4X-16 (2 bay stacked). List 16.83 

Vanguard Series Bulk Packed 



“CLOVER-V-BEAM” E-Z-RIG 

A high gain, com- 
j pact indoor or out- 

^ J door array for TV 

and FM. 

I featuring: 

I • High sensitivity 

I and compact con- 

I figuration 

j * Roof# attic# win- 

1 dow mounting 

J • Ease of installa- 

|i ^ tion 

1^ • No ice loading# low wind 

resistance 

The efficient transposed collinear closed loop CONICAL-V- 
BEAM provides resonant conical dipole sensitivity on 
low channels with hi-gain V-Beam operation on the high 
channels. 

Standard Pack.4/carton 

Shipping Weight.8 lbs. 

List Price.$5.95 


‘METEOR” CONICAL-V-BEAM 
/'X E-Z-RIG 


TELREX “BAT-WING’ 




TELREX “METEOR#” 
the CONICAL - V - 
BEAM with E-Z-RIG 
assembly. A com¬ 
plete E-Z-RIG as¬ 
sembly with no 
separate parts to 
assemble. 


WITH "HI-V-REFLECTOR" 

SOLID# HIGH TENSILE STRENGTH# ALUMINUM 
ELEMENtS 

RECORD BREAKING ALL CHANNEL GAIN 
NO ICE LOADING# LOW WIND RESISTANCE 

Model ME-2X.List $12.60 

Standard Pack .2/carton 

Shipping Weight . 8 lbs. 

Model ME-4X..List $25.21 

Standard Pack ...1/carton 

Shipping Weight . 8y2 lbs. 

Model ME-8X.List $53.11 



• EXCLUSIVE CONCENTRATED LOBE DESIGN 

• FULL AUDIO AND VIDEO BAND WIDTH 

• NO ADJUSTMENT# FUSS OR BOTHER 

Outperforrns any top-of-set antenna on 80% of all TV 
channels. Requires no pruning or tuning. Attractive orna¬ 
mental design! 

Single Pack.24 in master carton 

Shipping Weight.30 lbs. 

List Price. .$5.95 


^‘BETTER BY D E S I G E L E C T R I C A L L Y 


MECHANICALLY 


iRICA'S LARGeSY MANUFA 
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ANTENNA 
i DEVELOPMENT 
;f MANUFACTURING 

/ ASBURY PARK 1, N. J. 


TELREX "CUSTOM BUILT" YACI'S 

• PRECISION TUNED • FULL BAND WIDTH • EXCELLENT IMPEDANCE MATCH 

• HIGH FRONT TO BACK RATIO • HIGH IMPEDANCE TRANSFORMATION 

— FOR VHF - UHF - FM — 


PRECISION TUNED 5-ELEMENT YAGI 

Uniformly high gain over full 

channel with exceptional front- 

to-back ratio. High impedance 

transformation provides excel- ^ 

lent match for 300 ohm lines, ^^^^ *'**^****** 

minimizing standing waves and 

noise pick up. 

Model Y5X1—2 to 6 

(Channels 2 or 3).$16.19 

(Channels 4, 5 or 6) 15.28 • 

Model FMY5X1—For FM Reception 


TELREX TWIN-DRIVEN < FISHBONE” 

TEN WORKING 
ELEMENTS 

Guaranteed to outper- 
form any Yagi antenna. 
The most powerful twin- 
driven single channel 
array ever made. Telrex 
^ guaranteed to outper- 
y°9' antenna 
on the market. Up to 15 
db gain. 

FOR CHANNELS 7 thru 13 
(Specify Channel} 


Model FBT-1 

Single Array 

Shipping Weight.4 lbs. 

Standard Pack.1/carton 

List Price.$13.35 


Model FBT.2 

Stacked Array 

Shipping Weight.9 lbs. 

Standard Pack.1/carton 

List Price.$27.55 


AMERICA’S FINEST 5 ELEMENT YAGI 


A precision tuned narrow beam 
array offers 10 db gain and 
high front-to-back ratio. Full 
band-width for full audio and 
video, excellent match with 
150 or 300 ohm transmission 
line. 

Model Y5X2—2 to 6 



(Channels 2 or 3).$37.08 

(Channels 4, 5 or 6) 35.25 


TELREX <FISHBONE” TWIN-DRIVEN ARRAY 

FOR LO-CHANNELS 
4, 5 OR 6 

Features top perform- 
ance at low cost, the 
ultimate in single chan- 
nel arroys. With ten 
working elements, it is 
guaranteed to outper- 
form any yagi now pro- 

duced. A lightweight, \ I 

pre-assembled array. 

Supplied with boom 
support. 

(Specify Channel Number when Ordering) 

standard CHANNEL 5 . 33.50 

Pack CHANNEL 6. . 32.35 

1/carton DUAL CHANNELS 4 and 5. 33.50 


TELREX SIX ELEMENT ^‘FISHBONE JR.’ 


TWIN DRIVEN FOR 
POWERFUL SINGLE CHANNEL 
PERFORMANCE 

Offers electrical features of sharp direc¬ 
tivity, 300 ohm impedance, close match 
and low VSWR. Offers maximum gain, 
maximum bandwidth, full fidelity of both 
picture and sound. Provides extremely 
high signal-to-noise ratio; 11.6 db gain, 
over 25 db. front-to-back ratio. Can be 
stacked, as illustrated, for greater gain. 

(ALL TELREX YAGI ARRAYS ARE PRE¬ 
CISION-CUT TO INDIVIDUAL CHAN¬ 
NELS. Be sure to specify channel when 
ordering.) 



MODEL Y6X2 


♦Standard Pack 

ordering.) FISHBONE JR.” »« »»Standard Pack 

SUPER POWER FOR SINGLE CHANNEL RECEPTION. I/carton 

DATA SHEETS ON TELREX ANTENNAS AVAILABLE ON REQUEST. 

MODEL No. FMY6X1 — FOR FM RECEPTION! 


1 ‘‘FISHBONE JR.’ 

Single 

Arrays* 



Ship’g 


Channels 

Model 

Weight 

List 

7to 13 

Y6X1 

51/2 lbs. 

$ 8.35 

2 and 3 

Y6X1 

12 lbs. 

21.41 

4,5 and 6 

Y6X1 

81/2 lbs. 

19.68 


1 ‘‘FISHBONE JR.” Stacked Arrays** 

Channels 

Model 

Ship’g 

Weight 

List 

7 to 13 

Y6X2 

11 lbs. 

$18.06 

2 and 3 

Y6X2 

25 lbs. 

46.00 

4,5 and 6 

Y6X2 

18 lbs. 

42.55 


PRICES DO NOT INCLUDE MASTING 


ORIGINATORS • PATSmCiS ^ MANUFACTURERS OF "CONICAL^V^BEAMS' 
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Antennae and Accessories 



yke 

Original and still best 
selling indoor VHF antenna 

Clean design, complaint-free performance and quality 
manufacture have made it the INDUSTRY STANDARD! 
. . . three million sales are the proof! 

The "Metropolitan'' Indoor TV antenna is speedily 
Installed with any modern TV set by deliveryman or 
customer. It stands 19 inches high. The 3-section 
triple-plated tubular dipoles extend to 92 inches; 
telescope to 32 inches. Has felt-base pad; comes 
fully assembled complete with 300 ohm transmission 
line. Individually packaged and shipped 12 to a 
master carton; weight 22 pounds. Has positive-lock¬ 
ing adjustment knob; extra-heavy weighted base. 
Mounts on TV Set, table, wall or window frame. 


In mahogany (shown Model QTA-3) or 
blond phenolic (QTA-3B) . 


$6*95 List 


Radios 
Lightning 
Arrester ^ 

The one that 

Fits all twin leads . . 

Simplifies inventories . . . simplifies installa¬ 
tions! Rodion's all-purpose arrester fits all 
twin leads including regular, oval, jumbo, 
open and perforated. UL approved. Comes 
in two models: the "Challenger" in low-loss 
phenolic, and the "Champion", the deluxe 
model in hi-dielectric ceramic. Each comes 
complete with mounting strap for mast 

The "Challenger", Model LA^2.... $1 ,00 

List 



. mounts anywhere 

installation; 4-place mounting bracket and 
wood screws for "flat" installations. Comes 
individually packaged, packed 12 to carton 
which is designed for counter display and 
sales. Sell Radion lightning arresters . . . 
lowest dealer price in the trade yet gives 
you big markup while it keeps your in¬ 
ventories low! 

The "Campion", Model QLA-2.... $1.50 

List 


The Radion Corporation 

Chicago 14, Illinois 
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OUTDOOR 


INDOOR M 

Antenna " 

• Tops in indoor per¬ 
formance 

• Low loss due to 

excellent impedance 
matching L 

• Highly directional ^ 

characteristics re- ^ 

j e c t noise and 

ghosts 

• No dangling, un¬ 
sightly wires (Lead 
wire is concealed) 

• Two-toned mahogany, green 
with any TV set. 

• Simple to orient for better p 

• Sturdy construction 


TricfaHt ANTENNAS 


INDOOR 


$9.95 


(Licensed by Hi-Lo 
TV Antenna Corp. 
U. S. Pat. No. 
2,495,579 Canadian 
P.Tts. 1951) 


, blonde leatherette cover blends 
icture on both high or low bands. 


“TENNA-BOAT” 
INDOOR Antenna 


Beautiful Ceramic of Finest ' ' . 

Quality ^ ^ , 

Everything you _ would want of ' , /r" ^ 

an indoor television antenna ... . ^ ' * 

• EYE APPEAL ' ' ' — 

• PERFORMANCE / '' 

• EASY OPERATION ' 

Move boom of boat in order to \j ' [ . 

orient for peak reception. Tuning ; '' 

condenser assures' perfect im- . 

pedance match. All models avail- 

able in Dark Green, Crimson - 

and Harvest Moon with ijastel rn yinn 

green sails and golden metal model TB-400 

parts. Pats. Appl. For 

Model TB-400-L List Price (t 1 O OC List it 1 A TC 
(with light) Price 2>IU./3 

Complete with 7}^ watt bulb, switch and 6 ft, cord and plug. 


Now with 
U.H.F. added 


Model TB-400 

Pats, Appl. For 

feilL $10.75 


UHF ANTENNA 


All elements V 2 ” 
round, seamless, 
hard aluminum 
tubing. 


Covers all channels 14 
through 83. Designed spe¬ 
cifically for UHF although 
it operates well in channels 
2 to 13 with ex¬ 
cellent match. 


^ A Tricraft Model U-1 

HIGH FRONT-BACK 

..^ RATIO — 

17 Decibels. 

> IMPEDANCE MATCH — Less than 
2:1 voltage standing wave ratio over 
entire UHF band (300 ohm line). 

» HIGH GAIN — Beam width varies 
from 9 degrees at channel 82 to 16 
degrees at channel 14. 

» EFFICIENT — U^es Low Loss 

Moulded Polystyrene insulators so im¬ 

portant at UHF Frequencies. 

' Stacked Kits available for forming 

two stacked units. 

$10.85 


Chan^nebf2-83 '"600" 

INDOOR Antenna 

TRICRAFT Model 600 

(Patent No. 2,563,243) 

ELECTRICALLY ADJUSTED INDOOR ANTENNA 

• The “Only” pretuned frequency Indoor 
Antenna 

• Turn svvitch to channel and Antenna 
is electrically tuned to station 

• Receives on all channels 

• Signal gain never before achieved on 
indoor Antenna 

e Two-toned Mahogany, 

Green, Blonde leather¬ 
ette cover blends with Model 600 
any TV set List Price 

• Consumer tested and ^*1/1 AJC 

approved ^ I 


ORDER TODAY! 


“TRICRAFT 

ARROW 

directs the Signal 
to Your Set” 

• All Wave — High Gain — Very 
Directional 

• Low Front to Back ratio 

• All riveted construction 

• ^Cross pieces: round hard alum¬ 

inum tubing re-enforced with wood 
dowels 

• Elements round butt seam hard 

aluminum tubing re-enforced with wood 
dowels 

• All insulators made from laminated 
Phenolic, high impact strength 

• Pre-assembled 

Model 4000—single unit — less 

Mast — List Price .$6.85 

Model 4200 — two-stacked with 
aluminum stacking bars — less 
Mast — List Price .$15.40 


Model 2650 

TRICRAFT 
“IN-LINE” 

Well matched in 
all channels — 

Highly directional 
—All elements Y 2 " 

.seamless hardened 
aluminum tubing-^ 

Cross arm YY' thin 
wall steel tubing— 

Completely preas¬ 
sembled ■— “can 
be set up in one 
minute”. 

Model 2650 — Less Mast — List Price.$12,15 

Model 2650-5M with 5 ft. V OD Heavy Steel zinc coated 

Mast -— List Price .$13.30 

Model 2750 ■— two stacked — complete with stacking 

bars (No MaSt) .$25.05 

(Can also furnish complete kits with standoffs and 300 ohm wire) 



14 ELEMENTS 

Two-Stacked, f 

Fringe-Area, 

All-Wave, Yagi-Type 

ANTENNA ^ 

All 14 elements are active 
in this two-stack all-wave 
Yagi-type antenna. Six 
elements are active in 
channels 2-6 and 12 ele¬ 
ments are active in chan¬ 
nels 7-13. -- 

Pre-Assembled — Merely 
unfold and tighten wing 
nuts. 

Molded Polystyrene in¬ 
sulators. 

Hard aluminum tubular 
construction. 

Separate Matching Network for 
different stacks. 





All Antennas can be furnished 
in kits with masts, 300 ohm 
wire and standoffs. 


MASTS 

V O.D, Heavy steel zinc coated masts. 

5 Ft. — Upper Section — List Price ....$1.15 
5 Ft. —- Lower Section — List Price . .. .$1.20 


F^// ^noducU 

CHICAGO 22, ILL. 


Manufacturers of complete line of Television, FM and AM 
antennas and accessories 


Molded Polystyrene in- {} Mocl©l P-238 

sulators. ** Ps-t- Appl. For 

Hard aluminum tubular ♦"'l 

construction. P-238-Two-stack - 

with stacking harness 

Separate Matching Network for Model P-438--Four-stack—with 

different stacks. stacking harness 

e 2-stack (14-element) and 4-stack (28-element) arrays are not 
just multiples of the single unit (7 elements) 
but rather individually designed antennas with 
masts. their own matching networks for closer matches 

ice ....$1.15 to 300 ohms than can be obtained by merely 

ice ... .$1.20 stacking two arrays with stacking bars'. 

Flat response — Gains nearly uniform across 
A whole high V.H.F. band and across whole low 

% V.H.F. band. 

Double-duty Elements — Elements 2, 3, 4, 7 
(see above picture) receive in both bands, 
EM AM giving you double reception for each foot of 

, FM and AM tubing you buy. 
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NEW! UHFVHF 

WirH "QUICK RIG 



\ OUTDOOR 
' TV ANTENNA 


B CONSIRUCnON 



E-Z-BEE 
Model 904 

Patent Pending 

$16.95 list 




Featuring the matchless “B” con¬ 
struction — designed for highest 
gain in the fringe areas. 


SPICO UHF BOWTIE 

model BT 178 $795 list 


Three years in the making, SPICO 
presents its new “E-Z-Bee" UHF- 
VHF Outdoor TV Antenna with 
its unique “B’" construction. En¬ 
gineered by SPICO, this remarkable new antenna has conclusively proved it will 
outperform and outlast all others, under all conditions. 


SP/CO “£-Z-Bee” Exclusive Features: 

Unique “B” construction 
Forward resonator section 
Mid-band parasitic resonator 

Narrow bearti width eliminates interference and 
ghosts 

Uniform gain throughout all channels 
Matches 72 or 300 ohm line conveniently 


Quick-rig. Pre-assembled foldaway for E-Z instal¬ 
lation 

Non-corrosive construction 

May be stacked in any number of bays 

Elements securely held and positioned 

Uni-directional 

High front-to-back ratio 


Here’s how SPICO, the industry’s fastest selling TV antenna line, makes the “E-Z-Bee” another 
money maker for you! Unique “B” construction eliminates stacking of extra bays in most loca¬ 
tions. Permanent installation within minutes. Weatherproof to withstand all conditions. Cus¬ 
tomers’ satisfaction guaranteed. 


Sold only through SPICO Authorized Distributors 

SPIRLING PRODUCTS CO., INC. 
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Model UV-506 

For UHF & VHF 
$8.95 list 

U. S. Patent 
No. 2608657 


Tunes out ghosts 
and fuzz — Brings 
in clear, sharp pic¬ 
tures. 






This phenomenal S^UpSlA. - (pJuinjboJfL which 
has been breaking sales records wherever TV is 
received — is now ready for all 83 channels in 
both UHF and VHF, Model UV-506. 

“SUPER-PHANTOM” EXCLUSIVES! 


Specially designed UHF inductance 
coupler for maximum UHF reception 
Maximum gain, no loss or mismatch 
Steady, clear picture. No rollover 


Rustproof, plated brass tubing 
Tiltproof, new extra heavy base will 
not tip nor tilt at any angle of 
dipoles ... in protected bakeiite 


For VHF areas, the Spico “Super-Phantom" Model TV-503, In¬ 
door TV antenna, the distributors' greatest sales builder in 
years. Only Spico distributors and their dealers find Spico 
antennas “walking" off their shelves in response to the terrific 
consumer demand created by large scale newspaper adver¬ 
tising in every market from coast-to-coast. 

Model TV.503 

(Same as illustrated, without Inductance coupler.).List $7.95 


QndoDh-Jmna 

MODEL TV-8 


only SPICO can make this 
UNCONDITIONAL GUARANTEE 
UNBREAKABLE 

RUSTPROOF • TILTPROOF 

Sturdy construction, hand¬ 
some appearance, factory 
warranty enclosed with each 
unit. 

Lowest Prices Ever! 

Patent Pending 


(Vi Spico STRATO Indoor TV Antenna 
/ LjUU/ Exclusively for UHF areas 


U. S. Patent | 
No. 2608657 ^ 




For the distributor who wants 
to profit by the great demand 
for a compact, attractive in¬ 
door UHF TV antenna, Spico 
presents the New “Strato.” 
Includes the exclusive pat¬ 
ented features of the Spico 
“Super-Phantom” plus 

Engineered and calibrated for 
all UHF channels, 14 thru 
83, quarter wave length, 
6 " fixed dipoles. 

Strato 

Model No. U-505 
$7.95 list 


Sold only through S PIC O Authorized Distributors 


SPIRLIMG PRODUCTS CO.. INC. 
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BRACH MFG. CORP. MULTIPLE ANTENNA 
INSTALLATION EQUIPMENT ■ 



No. 72-72 4-SET COUPLER 
designed to provide 4-72 ohm 
coaxial outputs from one 
72 ohm coaxial antenna in¬ 
put. 



UP TO 16 SETS MAY BE OPERATED 
FROM ONE ANTENNA 


BRACH MUL-TEL MASTER TV-FM ANTENNA SYSTEM 
The Mul-Tel System is designed to operate 2 to 16 Television 
Sets from one common TV Antenna . . . The system discrim¬ 
inates against LF. interference as it will pass only those fre¬ 
quencies in the TV band from 50-230 megacycles . . . The range 
of application for the Brach Mul-Tel System is virtually 
limitless ... It is ideal for garden type apartment houses or 
other multiple dwellings, and for extra television outlets in 
the home ... It is eminently suitable for multi-room restaurants, 
taverns and clubs which operate several TV sets on the 
premises ... In suburban areas, it supplies the simplest and 
most satisfactory method of TV distribution for smaller dwellings 
and two-family houses. 



No. 300-72 4-SET COUPLER 
designed to provide 4-72 ohm 
coaxial outputs from one 300 
ohm antenna input. 



No. 478 4-SET COUPLER de¬ 
signed to provide 4-300 ohm 
line outputs from one 300 
ohm antenna input. 



No. 477 2-SET COUPLER de¬ 
signed' to provide 2-300 ohm 
line outputs from one 300 
ohm antenna input. 



No. 72-300A 72 to 300 OHM 

MATCHING TRANSFORMER 
for use -with No. 72-72 and 
No. 300-72 where necessar'y 
as a set matching trans¬ 
former. 


Brach Mul-Tel provides the dealer with the outstanding ad¬ 
vantage of being able to demonstrate up to sixteen TV sets 
simultaneously from one roof antenna, with uniform signal to 
each receiver. 


No. 72-72 4-Set Coupler—List Price. 
No. 300-72 4-Set Coupler—^List Price. 

No. 478 4-Set Coupler—^List Price. 

No, 477 2-Set Coupler—List Price. 


$11.95 

11.95 

6.95 

5.25 


TRANSFORMER (No, 72-300A) is designed to be a perfect 
termination at Channels 2-13. It also has a high pass filter 
action and may be used in interference areas to reduce 
diathermy and other I.F. interference. A coaxial fitting is 
provided with transformer 72-300A to make a low loss 
connection to RGSS/U. It has negligible loss over the complete 
TV band and a voltage gain of 2:1. Recommended for all 
coaxial line installations with individual antennas in noisy 
and heavy interference areas and as a TV Set Matching 
Transformer in conjunction with the Brach Mul-Tel System. 


List Price 


$3.45 


2-SET COUPLER INPUT (No. 300-300) receives its signal from 
one antenna which may use 75 or 300 Ohm Down-Lead. The 
signals are filtered of I. F. interference and divided into two 
outputs which may, by proper connection, be circuited to 
either 75 or 300 Ohm TV receivers. More than 20 d. b. of iso¬ 
lation in regard to loading effects. A defective connection to 
either receiver will not affect the operation of the other 
receiver connected to the 2-Set Coupler. This unit functions 
on the ''Berger Effect" principle as do all other Mul-Tel Units. 

list Price . $10.95 


Makers of a Complete Line of Quality-Engineered 
TV and Radio Antennas and Accessories. 



No. 300-300 2-SET COUPLER 
used to operate 2 sets from 
one antenna. 
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No. 479 

CJHF Comer-Reflectoi 


No. 481 

UHF-VHF Dual-V 


r J-- 


5 NEW 


No. 483 
UHF Bow Tie 



No. 452 

UHF-VHF Bow Tie V 


^tocklf in 
tA 90^ vinpi* 
far W 


UHF-VHF Indoor 


Copyright by U. C. P., Inc. 


QUALITY-ENGINEERED 

UHF ANTENNAS 

the right 
uhf antenna 
for every locality! 

Brack electronic engineers, who 
successfully pioneered and developed 
VHF antennas and Mul-Tel, 
now proudly present the newest 
in UHF—5 quality-engineered UHF 
antennas! Each is designed to solve 
specific UHF antenna problems. 
When you sell Brach, you sell the 
ultimate in quality, reception, and 
service. Write for FREE booklet 
‘^How to Select UHF Antennas”. 


MANUFACTURING CORP. 

of Quality-Engineered TV & Radio Products 

“ “ 200 Central Ave. . Newark 4. N. J. 
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WARD 

T rombone 

ALL-CHANNELS-UHF-VHF 


TV 

Antennas 

JAZZ Trombone 
AUXILIARY UHF ANTENNA 



MODEL TV.132 



Double Bay 
MODEL TVS-142 



Designed specifically to 
deliver high gain on all 
channels — UHF and 
VHF —the new WARD 
’’TROMBONE" Anten¬ 
na is incomparable even 
in fringe locations. Has 
eight driven elements 
properly spaced and 
streamlined. Equals 
double and four stack 
models of some designs. 
Completely windproof 
— vibration-proof; 
proved in 24 hour shake- 
table test. Engineered 
for sharp directivity, 
300 ohm impedance, 
close match and low 
VSWR. Comes com¬ 
pletely preassembled; 
goes up in seconds. 


WARD'S amazing, new 
"JAZZ TROMBONE" 


is the auxiliary antenna 
that adds UHF stations 
to already existing VHF 
Antennas. Small, light¬ 
weight; mounts on the 
mast of present Anten¬ 
na. Delivers high gain 
on all UHF channels. 
Small, streamlined 
throughout, it blends 
with the design of any 
existing Antenna. Low 
in cost, the "JAZZ 
TROMBONE" is a 
"must" wherever UHF 
is added. Comes com¬ 
pletely preassembled; 
erects in no time. 



Single Bay 
MODEL TV-180 



Double Bay 
MODEL TVS-182 

Pat. No. 253S915 
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WARD TV Antennas—Accessories 



UHF-VHF HIGH GAIN 
ALL-CHANNEL ANTENNA 

WARD'S ingenious "U-VEE" all-channel. UHF-VHF 
Antenna is designed to permit the elements to be 
assembled at three different angles, as indicated in 
the illustration. 

Position I—VHF only; gains up to 8 db; exceeds most 
Yagis on high band. 

Position 2—UHF and VHF gain up to 6 db on VHF; 
to l2dbon UHF. 

Position 3—UHF only; gain up to 14 db. 

In impedance match the "U-VEE** compares favor¬ 
ably with commercial antennas. Matches 300 ohm 
line. All aluminum construction, light, rugged, stream¬ 
lined. Completely preassembled. 


The DIPLEXER 



ZIP-HI 

Telescoping 

Mast 








The WARD "ZIP-HI" Telescoping Mast is en¬ 
gineered for quick, easy, one-man installation. 
Coming in 2, 3, 4 and 5 section models, it can 
be extended to any desired height and cannot 
collapse during installation. Self-locking guy- 
rings make collapsing impossible. Double-lock 
prevents pulling sections apart. Requires no 
matching of fastening holes. The ''ZIP-HI** is 
constructed throughout of rugged electric weld 
Permatube. Durable plastic coating resists cor- 
rosion permanently, assures long, trouble-free 
life. Shipped collapsed and with guy-rings and 
all hardware. Antenna mounts directly on top 
section. 


Model 

Number of 
Sections 

Diameter of 
Sections 

ME 20 

2 


ME 30 

3 

I'/V- I'/z"- l%" 

ME 40 

4 

l'/4"-l'/2"-iy4"-2" 

ME 50 

5 

l'/4". II/ 2 ". iy4".2"-2'/4' 


The WARD DIPLEXER ingeniously solves the problem 
of separate lead-in lines, where a set or converter 
requires an individual VHF Antenna and another one 
for UHF. It combines these two Antennas into an 
integrated system. Simply connect the lead-in lines 
from the Antennas to the DIPLEXER and extend one 
single line to the receiving set. 


THE WARD PRODUCTS CORPORATION 
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WARD 

TV Accessories 

TRI-WIRE LIGHTNING ARRESTER 



The WARD TRI-WIRE Lightning Arrester is designed to 
serve three separate purposes: Use it with open transmis¬ 
sion line, with flat twin lead, or with tubular twin lead. 
It is adapted to all popular types of 300 ohm line. 
TRI-WIRE is versatile, effective, protects every TV set. It 
is made for flat mounting or on the mast. Positive clamp¬ 
ing assures connections. 

Model TW-1^ —Individually packed, 25 to a "Silent Salesmen" carton. 
Model TW-2 —Packed in bulk, 100 to master carton. 


HEAVY-DUTY BASE 

The new WARD Heavy-Duty Base is ideally suited to every require¬ 
ment where a heavy-duty base is needed. It is specially adapted to 
telescoping masts, including the famous WARD ZIP-HI Mast and all 
other masts requiring a substantial rugged footing. Its many features 
include adaptability to roof-pitch, flat surface or side-of-building loca¬ 
tions. It is adaptable to any diameter mast from to 



Model C-34 


SELF SUPPORTING BASE 



Model C-14 


Built to support up to 10 foot mast without guying. It is weather-prpofed 
and rugged. Provides excellent solid footing. Mounts on outside walls, 
pitched or flat roofs. For H/ 4 " O.D. masts. Weight M /2 lbs. each. Indi¬ 
vidually packed, six to master carton. 


BASE MODEL C-1 1 

The Model C-l I WARD Base is produced specifically for use with I" O.D. mast. Rugged, durable, a good 
substantial footing. Shipped weight M /2 lbs. approximately. 
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SIDE COWL MOUNTS 

Two stanchions for sturdy installation. Smartly designed 
insulators with chrome caps. Conversion kit for torpedo 
bodies included. 

LONG RANGER 

Special sensitivity for low signal strength areas. Two 
stanchion, triple chrome plated, rattle-proof. 

Four sections, extends to 100" 

36" Elektran Cable 
EZ-on installation 

Model SC-8—Individually packed, 12 to a master carton, 
22 lbs. Individual weight, I lb. 10 oz. 

SKY QUEEN 

Smartly styled for side mounting. Rugged construction. 
Finest ouality heavy duty brass tubing, with corrosion free 
triple chrome plate. Rattle-proof. 

Three sections, opens to 66" 

36" Elektran Cable 
EZ-on installation 

Model SC-6—Individually packed 12 to a master carton, 
17 lbs. Individual weight, I lb. 5 oz. 

MASTER 

Model SC-3A—12 to a master carton, 13 lbs. Individual 
weight, I lb. 


World Famous WARD 
Exclusive Patented 

EIGHT-BALL 

Non-Disappearing 
TOP COWL OR FENDER MOUNTS 

Completely installed from the out- 
/ ® minutes ... at any de- 

I \ sired angle. Fits any car. Rugged 

\ / construction. Completely rattle- 

m J proof. Smart appearance. The 
universal, most popular auto aerial. 

Three sections; adjustable from 56" to 22" 

36" Elektran Cable 

Model TCF-3B —Individually packed, 12 to master 
carton. 14 lbs. Individual weight I lb. 
Model TCF-2B —Same as Model TCF-3B with only 
two sections. 

Model TCF-3C— Same as Model TCF-3B with 54" 
lead. 



DISPLAY WARD AUTO AERIALS 



Here is a handsome, colorful 
display to catch the eye, 
create interest and make sales 
. . . on your counter or in 
your windows. Available at 
your distributors. 

Put this business builder to 
work for YOU. Identify your¬ 
self with the world's oldest, 
largest, exclusive manufac¬ 
turer of antennas. 

Model WCD-3 


PHANTOM 

Disappearing 

A disappearing antenna — 100% shielded 
against engine noises. Includes Eight-Ball 
for easy, smart installation plus popular 
disappearing feature for attractive built-in 
appearance. 

Three sections, 56" to 3 I/ 2 " when collapsed. 
36" Elektran Cable 

Universal mounting bracket for 
sturdy installation 

Model DCF-3—Individually packed, 12 to 
master carton, 17 lbs. Individual 
weight I lb. 

Model DCF-SA—Same as Model DCF.3 
with 54" lead. 



EACH MODEL COMPLETE WITH A 
WARD ELEKTRAN LEAD CABLE 

Made of the finest insulating 
materials—Polyethylene, wire 
shield braid, oil and abrasion- 
proof vinylite. 

WARD'S exclusive lead con¬ 
nector fitting provides an 
easy coaxial connection, 

100% shielded. Bayonet 
adapter tor pin plug included 
so lead will fit every car radio. 


Covered by one or 
more of the following 
Patent Numbers: 
104968. 119160,2152316, 
2251889, 2252671, 
2269947, 2366634. 



Model C-8 (12 inches} 
Model C-9 (18 inches) 
Model C.12 (24 inches) 

Provides additional lead 
length required for fender 
installation. 



WINDOW MAST 

3-Section, 8-Foot, Collapsible to 42 inches 

FEATURES . . . Simple 3-point, 3-minute installation for apartments, 
homes, office buildings. Two-way mounting bracket, 12-inch lead-in 
strap, and heavy, weatherproof cadmium plating. 

Model WM-3 

Individually packed —- 12 to a master carton. 

Approx, ind. shipping weight — I lb. 2 oz. 
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by WARD 

BUILT FOR 
RIGOROUS SERVICE 


UNIVERSAL SWIVEL MOUNTS 


<- SPP.3B 


Antennas built for the hardest mobile use. Separate components may be combined to meet any 
requirements. These rear-mounting Transmitting Antennas are designed for the 25-45 me. services. 
Base mounts in such a way as to allow the whip rod to be held vertically regardless of contour 
of vehicle body. 

t SPP.3 


SINGLE ROD 

Special Alloy Whip Rod of maximum re¬ 
silience and durability. 84" Single rod for 
use in the range of 30 to 45 mcs. Non-Cor¬ 
roding, stainless steel tapered for proper 
stress distribution. Base Adapter threaded 
%-24 to permit mounting on SPP-3 Base or 
SPP-3A Spring. 

Individually packed. Approx, wt.: 2'/2 lbs. 


SWIVEL BASE 

Swivel base for mounting at any desired point. 
Half balls of cast aluminum tapped y8-24 to ac¬ 
cept whip rods and shock springs. Insulator of 
black bakelite — rubber gaskets — steel back¬ 
up plate. All screws are Allen Head type with 
wrenches supplied. 

Individually packed. Approx, wt.: 1 lb. 10 oz. 



SPP.12-> 

ADJUSTABLE 2-SECTION ROD 

Adfustable Rod. Telescopes from 85" to 
103" and is equipped with a locking device 
that permits removal of the whip rod and 
replacement at the exact previous length. 
Heavy wall, hard drawn brass tubing — 
threaded 3/8-24 to fit either SPP-3 Base or 
SPP-3A Spring. See SPP-3B for Rod descrip¬ 
tion. 

Ind. packed. Approx, weight: 2 lbs. 10 oz. 


SPP.3A 

SHOCK MOUNTING SPRING 

This sturdy spring is used to lessen damage to 
the whip rod. A flexible lead through the cen¬ 
ter of the spring maintains constant electrical 
impedance through the spring assembly. 3/3-24 
stud on one end — y8-24 tapped hole on op¬ 
posite end — approximately 6" in height — 
made of oil tempered wire. 

Individually packed. Approx, wt.: 2 lbs. 3 oz. 




NEW 10 METER MOBILE 
<- TRANSMITTING ANTENNA 
NEEDS BUT 1 HOLE FOR 
INSTALLATION! 

Ward's SPP-143 transmitting antenna 
can be installed on cowl, fender or 
flat rear deck of any automobile with¬ 
out the necessity of drilling a series of 
unsightly holes. It is developed to use 
one 15/16" hole, that can easily be 
plugged or used to mount a Ward 8- 
Ball standard broadcast antenna. The 
short, standard 55'/2'' rod reduces 
damage from overhead constructions. 




NEW POLICE 

TRANSMITTING ANTENNA 
GIVES COMPLETE DISGUISE 
TO DETECTIVE CARS 


To any criminal a long whip antenna is 
a police car giveaway. To achieve 
complete disguise, Ward engineered a 
standard automotive aerial to withstand 
transmitting currents and permanently 
fix the rod length. 

MODEL SPPB-71 





MOTORCYCLE MOUNTS 

These Antennas are designed for use on motorcycles and are built 
to withstand the rugged service and high vibration of vehicle. 
Rod is electrically short but can be used on all frequencies. 40" 
rod of same material as SPP-3B — •A-20 mounting stud in insulator 
for mounting to motorcycle. Flexible base of rubber to allow 
movement when rod is bent — Model SpP-6 with safety ring tip — 
Model SPP-6A with stainless steel ball tip — no lead supplied. 
Individually packed. Approx, weight: I lb. 5 oz. 

Model SPP-6—Ring Tip (Illustrated) 

Model SPP-6A—Ball Tip (Not Shown) 

ROOF TOP MOUNT 

Developed for roof top mountings in 30 to 45 Megacycle 
range. Advantages of this type of antenna is that directional 
effects caused by car body shielding of antenna are 
avoided. Base is designed to be used with the SPP-3B rod 
which is sold separately. This unit consists of all components 
of Universal Swivel Mounts except that half-balls are re¬ 
placed by 5PP-3A Spring fastened permanently to insulator. 
No lead supplied. 

Individually packed. Approximate weight: 3 lbs. 

Model SPP-26 Bose 


f 


ROOF TOP ANTENNA 



This model is designed for taxicabs, police services, and 
others using the 140 to 165 Megacycles frequencies. In¬ 
stalled entirely from the outside of vehicle — 12 ft. 
length of RG 58/U coaxial cable attached permanently 
to antenna. Whip rod is replaceable. 

Individually packed. Approximate weight: I lb. 

Model SPP-18 



Many More Models for Every Need — Write or See Your Distributor for Catalog. 
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STEP-DOWN - AC-DC 

RESISTOR LINE CORDS 


(Step-down from 220 V. to 110 V.) 

JFD STEP-DOWN LINE CORDS FOR RADIOS 


JFD Step-Down Cord 



Cat. No. Description List Price 

2191 22OV-II0V Stepdown for 4, 5, 6 tube sets drawing .3 amps. 

American Male Plug .. $2.88 

2I93C 220V-II0V Stepdown for 4, 5, 6 tube sets drawing .3 amps. 

Continental Male Plug . 2.88 

2I93B 220V-II0V Stepdown for 4, 5, 6 tube sets drawing .3 amps. 

British Male Plug . 2.88 

2192 220V-II0V Stepdown for 5 tube sets drawing .15 amps. 

American Male Plug . 2.88 

2I94C 220V-II0V Stepdown for 5 tube sets drawing .15 amps. 

Continental Male Plug . 2.88 

21948 220V-II0V Stepdown for 5 tube sets drawing .15 amps. 

British Male Plug . 2.88 

2430A 220V-II0V Stepdown for 6 tube sets drawing .150 amps. 

American Male and Female Plugs . 2.90 

2431B 220V-MOV Stepdown for 6 tube sets drawing .150 amps. 

British Male and American Female Plugs . 2.90 

2432C 220V-110V Stepdown for 6 tube sets drawing .150 amps. 

Continental Male and American Female Plugs. 2.90 


Cat. No. Description List Price 

2203 220V-M0V Stepdown for Remington Rand Razor i5W, American 

Female and American Male . $3.12 

22038 220V-II0V Stepdown for Remington Rand Razor I5W. American 

Female and British Male . 3.12 


JFD STEP-DOWN LINE CORDS 
FOR ELECTRIC RAZOIW 


2203C 220-1 lOV Stepdown for Remington-Rand Razor 15W. American 

Female and Continental Male . 3.12 

2204 220V-11OV Stepdown for Schick Razor 9W, Sunbeam Shavemaster I5W, 

Williams Roto-Shaver, Gillette, Gem lOW with American Female 

and American Male . 3.12 

2204B 220V-II0V Stepdown for Schick Razor 9W, Sunbeam Shavemaster I5W, 

Williams Roto-Shaver, Gillette, Gem lOW with American Female 

and British Male . 3.12 

2204C 220V-I10V Stepdown for Schick Razor 9W, Sunbeam Shavemaster I5W, 
Williams Roto-Shaver, Gillette, Gem lOW with American Female 
and Continental Male . 3.12 

2205 220V-II0V Stepdown for Packard Razor 6W with American Female 

and American Male . 3.12 

22058 220V-II0V Stepdown for Packard Razor 6W with American Female and 

British Male . 3.12 

2205C 220V-II0V Stepdown for Packard Razor 6W with American Female and 

Continental Male . 3.12 



JFD AC-DC LINE CORDS 
FOR FLUORESCENT FIXTURES 



Cat. No. Description List Price 

2I8IFL 165 ohm, for 20 watt bulb, 117 volts, 6 feet long . $1.40 

218IFL-2 2-Two 165 ohm windings, for two 20 watt bulbs, 117 volts, 

6 feet long . 2.40 

2182FL 180 ohm, for 15 watt bulb, 117 volts, 6 feet long . 1.40 

2200FL 2-Two 180 ohm windings, for two 15 watt bulbs, 117 volts, 

6 feet long . 2.40 



JFD MANUFACTURING CO. INC. 

BROOKLYN 4, NEW YORK 
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TELEVISION ANTENNAS & ACCESSORIES 


TELE-PLEX 
2-SET COUPLER 

for 300-ohm antenna 
and 2 sets 

• Operates 2 300- 
ohm sets from 
one 300-ohm an¬ 
tenna 

• For 2-set owners, duplexes and 2-famIly homes 

• Includes UL JFD "Built-in" Lightning Arrester 

• Complete with twin-lead connectors 

JFD No. TC2L-300.List $11.95 




TELE-PLEX 
4.SET COUPLER 

for 300-ohm antenna 
and 4 72-ohm sets 

• Operates 3 or 4 
72-ohm sets from 
300-ohm antenna 

• Includes UL JFD 
"Built-in" Light- 
ning Arrester 

• Complete with twin lead and coaxial cable 
connectors 



J E T E N N A 


Obsoletes all other pre-assembled conical 
antennas. Compact. All-aluminum. No other 
conical assembles so fast, performs so well. 
In either seamless or butt-seam dowel- 



10-ELEMENT MULTI-CHANNEL 
CASCODE SALINE YAGI 


High signal-to-noise ratio across the 
band. Free pair of Boom supports in¬ 
sures rigidity. 


JFD No. 

CHANNELS 

LIST 

I0B7I3 

7. 8, 9, 10. II, 12 & 13 

$20.85 

I0B2345 

2, 3. 4 & 5 

40.95 

I0B3456 

3, 4, 5 & 6 

40.95 


JFD No. TC4L-72 


List $12.95 


reinforced elements. 


I0B456 4, 5 & 6 


40.95 


I0B26 2, 3, 4. 5, 6 40.95 



TELE-PLEX 

JFD No. 

Seam Type 

No. Bays 

List 

4-SET COUPLER 

JeTI60 

Seamless 

1 Bay 

$12.50 

for 300-ohm antenna 

JeT660 

Butt Seam 

1 Bay 

10.00 

and 4 sets 

JeTI6l* 

Seamless 

2 Bay 

26.40 

• Operates 3 or 4 

JeT66l* 

Butt Seam 

2 Bay 

21.25 

300-ohm sets 

JeTI64* 

Seamless 

4 Bay 

56.80 

from one 300- 
ohm antenna 

JeT664* 

Butt Seam 

4 Bay 

46.10 


For stacked array add letter "S" to JFD 
No. and double the price. 


• Includes UL JFD "Built-in" Lightning Arrester 

• Minimizes I. F. Interference 

• Complete with twin-lead connectors 

JFD No. TC4L-300 .List $12.95 



• For 72-ohm antenna ai 

• For 72-ohm antenna ar 

JFD No. TT2-300 . 


TELE-TWIN 

COUPLER 

Deluxe Built! 

® For 300-ohm an¬ 
tenna and 2 300- 
ohm sets 

• For 300-ohm an¬ 
tenna and 2 72- 
ohm sets 

id 2 300-ohm sets 
d 2 or 4 72-ohm sets. 

.List $5.95 



JETIE COUPLER 
For YHF-UHF Antennas 

• Only unit of its kind that combines up to 3 
UHF and VHF antennas with one down-lead 

• Silver printed circuit 

• Hermetically sealed transparent butyrate case 

• Good for all UHF and VHF antennas 

JFD No. Q283.List $5.10 


*CompIete with stacking rods 



5-ELEMENT MULTI-CHANNEL 
CASCODE BALINE YAGI 

• Broad band coverage plus superior gain 
and directivity 

• High signal-to-noise ratio (Cascode) 

• Receives 3 or more channels 

• Balanced-Line (Baline) design 

• Includes free matching transformer for 
convenient stacking 

• Quik-Rig Design—no loose parts—ele¬ 
ments slide into place 


JFD No. 

CHANNELS 

LIST 

5B345 

3. 4 & 5 

$24.95 

5B456 

4. 5 & 6 

24.95 

5B2345 

2. 3, 4 & 5 

24.95 

5B3456 

3, 4, 5 & 6 

22.05 

5B7I3 

7, 8. 9. 10. II, 12 & 13 

13.95 

For stacked 
double the 

array add letter "S" to JFD 
price. 

No. and 


JFD MANUFACTURING COMPANY 
BROOKLYN. N. Y. 



TV AIR-COOLED BALLASTS 


JFD manufactures ballasts for these 
leading TV set manufacturers. 

List $2.25 


EMERSON 

397021 

397022 

397023 

397036* 

BELMONT 

B9MI6534 
B9M15822 
B9MI6067 
B9MI757I 
B9M18941 

TELETONE 

TBRI02D 

TBR103D 

TBR104D 


STEWART- 

WARNER 

SW507300 

MOTOROLA 

I7A470303 

17A485459 

PILOT 

35-37 

ELECTRO¬ 
MAT 1C 

408100 


*List $1.25 
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TELEVISION ACCESSORIES 


UHF AND YHF LIGHTNING ARRESTERS 

"The secret is in the lips." Only JFD ex- plete line of UL-approved 
elusive strain-relief lips prevent saw-tooth Lightning Arresters that with- teYlJj J 
washers from ripping twin lead wire apart. stand the rigors of all-weather 
JFD manufactures the largest, most com- service. 



JFD No. ATI02. 


"JUMBO" 

(For ribbon type 
twin lead) with 
4 " aluminum 
ground wire and 
stainless steel 
strap for univer¬ 
sal mounting. 

.List $2.25 



JFD No. ATI03. 



"JUMBO" 

(For oval jumbo 
and tubular lead) 
UHF and VHF. 
With 4 " alumi¬ 
num ground wire 
and sta i n less 
steel mounting 
strap. 

.List $2.25 



JFD No. ATI 10 . 
JFD No. ATMOS 

(With stainless 
mounting strap 
ground wire.) 


8-CONTACT 

JFD No. ATI04.List $1.50 

Universal Mounting 

JFD No. ATI04S.List $1.75 

(Same with stainless steel strap) 


"LITTLE 

GIANT" 

(For ribbon and 
oval jumbo lead) 
with ground lug 
and hardware for 
wail or window¬ 
sill mounting. 


JFD No. ATI05 .List $1.25 

"LITTLE 

GIANT" 

Steel Universal 
Mounting strap, 

m i n u m ground 

and oval jumbo 
lead). 

JFD No. ATI05S.List $1.50 




JFD No. 403 


"JUMBO" 

(For open wire) 
with 4 " aluminum 
mfe/ ground wire and 

stainless steel 
'■ strap. JFD open 

wires Nos. OLIOO 
and FOLIOO rec¬ 
ommended. 

JFD No. ATI07.List $3.50 


3-IN-1 

(For UHF or VHF 
Tubular, Ribbon, 
open-wire or oval 
twin-lead) with 
^ ground lug and 
hardware for wall or 
window-sill mount¬ 
ing. 

.List $1.75 

.List $2.00 

steel hanger Universal 
and 4 ft. aluminum 


JFD "ZOOM-UP" 
TELESCOPING MAST 

Get Antennas Up — 

High as 50 Feet! 

Section I. (16 Gauge) 10 ft. I'A" 
OD— .065 Wall 

Section 2. (16 Gauge) 10 ft. P/2" 
OD — .065 Wall 

Section 3. (16 Gauge) 10 ft. I%" 
OD — .065 Wall 

Section 4. (16 Gauge) 10 ft. 2" 
OD — .065 Wall 

Section 5. (16 Gauge) 10 ft. 2/4" 
OD — .065 Wall 

Rigid, Strong, Secure. Comes to 
you collapsed, all welded nuts 
in position. Complete with heavy 
duty supporting bolts and hard¬ 
ware. Insures permanent antenna 
installation. 


No. Sections List 

ZU12-20 I and 2 (20 ft.) $12.50 

ZU23-20 2 and 3 (20 ft.) 15.28 

ZU34-20 3 and 4 (20 ft.) 22.08 

ZU 123-30 I, Zand 3 (30 ft.) 29.03 

ZU234-30 2, 3 and 4 (30 ft.) 29.03 

*ZU 1234-40 1, 2, 3 and 4 (40 ft.) 34.72 

*ZU 12345-50 I, 2, 3, 4 and 5 (50 ft.) 52.78 

*Complete with Combination Base and Peak 
Roof Mount Model ZUB2Y/^. 

ALL-ANGLE BASE & ROOF MOUNT 

Works on any surface, flat, slanted or 

peaked roof. Prescribed for "Zoom-Up" 
or any other mast to 21/4 od. Complete 
with hardware. 

JFD No. ZUB2'/4 .List $3.95 


COMBINA¬ 
TION TWIN 
LEAD AND 
OPEN WIRE 


Static Discharger and Lightning Arrester. 
With aluminum ground wire and stainless 
steel Universal mounting strap. 

JFD No. ATI20.List $5.00 


FOR RADIO 
AND TV 

Protects either 
radio or TV an¬ 
tenna installa¬ 
tions. Takes either 
twin lead or radio 
wire. 

.List $.75 




CLIP-ON 

STAND-OFF 

INSULATORS 


(For single lead-ins) 


JFD No. 

LENGTH 

LIST 

SPTIOO 

1" 

$.10 

SPTI16 

1" emt. 

.10 

SPT125 

I'A" 

1%" 

.10 

SPTI38 

.12 

SPT150 

1 / 2 " 

.12 

SPTI58 

IVs" 

.13 

SPT175 

DA" 

l%" 

.13 

SPTI78 

.13 

SPT200 

2" 

.14 

For Tubular, or oval 
versa! grommet." 

twin-lead, specify 

"uni- 


SCREW-EYE 

STAND-OFFS 

(for single lead-in 


JFD No. Length List per C. 

BRI8TL3 31 / 2 " $6.00 

BRI8TL5 51 / 2 " 8.00 

BR18TL7 71 / 2 “ 9.00 

ERI8TLI2 121 / 2 " 20.00 

To order coaxial cable type substitute letter 
R for T. For Tubular, or oval twin-lead, specify 
"universal grommet." 

XI8TL3 31 / 2 " $4.45 



Reinforced "arch - bridge" 
61/2 FULL machined threads 
For single lead-ins 

JFD No. LENGTH 


NUT UNIVERSAL 
STAND-OFF 
INSULATOR 

ridge" construction 


JFD No. 

NUT350 
NUT550 
NUT750 
NUT 1200 

For Tubular, or ova 
versa! grommet." 


3/2" 

5/2" 

7/2" 

,2m 

'win-iead, specify 
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ICA COMMUNICATION AERIALS 

ICA ROOF TOP ANTENNAS | T . 



A series of mobile antennas for both VHF 
(144 me to 174 me) an^ UHF (420 me to 
470 me) bands, desigiied espeeially for 
roof-top installation. Antenna installed 
eompletely from the outside. Suitable for 
taxieab, eommereial, poliee, fire, amateur, 
etc. Special rubber gasket and lock-nut 
design affords waterproof protection. The 
sturdy stainless steel rod is fiexible and 
durable with loop end. Includes 11 foot 
antenna cable. 


No. 4460—144 me to 174 me.Dealer Cost $2.69 

No. 4479—420 me to 470 me.. D.^Idr Cost 2.59 


ICA “WHIP” ANTENNA 
Communication Aerial 

Ruggedly made for rugged use. Designed for all types of 
mobile application, including police, fire, ambulance, 
amateur, etc. 

MULTI-ANGLE BASE AND SPRING: The heavy base 
features vari-angle design which permits locking mast in 
vertical position despite car contours. Moisture proof gasket 
assures long service. The oil-tempered heayy steel spring 
prevents damage to mast from low hanging obstructions; 
absorbs heavy shocks, vibrations. Mast fits into threaded 
fitting on spring end. 

STEEL MAST: The “Whip” mast is made of heavy spring- 
tempered steel, 96'^ long . . . high tensile strength. Resists 
90 degree bends. Weather resistant finish. 

No. Dir. Cost 

4486 Multi-Angle Base and Spring .$4.35 

4494 96" “Whip” Mast . 4.05 

4488 11 foot Antenna cable .... 2.92 

NOTE: RG-58/U or RG-8/U Coaxial Cable also available 
for use on above communication antennas. When ordering, 
specify lengths required. 


\ 

t:v'' 

^\\ 



pevolotiono'y! 

UNIVERSAL 
Auto Antenna 
>^Mounted Entirely 
^ from the Outside.. 

Anywhere on a car — 
(old or new) : 

May be mounted on Side 

Cowl; Top Fender; Roof; 

L Top Cowl; Rear of car. 

\ One-man “jiffy” installa- 
\ tion. Includes 36" cable. 

\ No. Dir. Cost 

I 4646 $2.97 

I 2 Sec. Extends to 4 9" 

I No. Dir. Cost 

y 4647 $3.57 

^ 3 Sec. Extends to 62" 


ReDO-Tenna 


....! 




FREE! 
All-Metal Display 
Fully-Mounted 
Pay only for Aerial 
No. 4495 
Dir. Cost $3.57 


THE ICA MOTO-TENNA 

The electrically operated, completely 
automatic auto-antenna 

The MOTO-TENNA is a concealed type aerial that ex- 
, tends from 14" to 60". 

A FLICK OF THE SWITCH AND 
IT LOWERS OR RAISES ITSELF 

Powered by its own rugged motor that provides smooth 
uninterrupted lowering or raising action by remote con¬ 
trol. Operating switch may be placed at any convenient 
location. 

TAMPER-PROOF: Switch may be concealed or hooked 
into ignition System. 

Fully shielded sturdy cast housing weather-proof. In¬ 
cludes 36" low-loss cable. 

No. 4478 .Dealer Cost $19.95 



Popularly Priced Auto Radio Antennas for All Types of Cars 

All Insuline Antennas are precision made of chrome^plafed Admiralty BRASS tubing. Include 
Hf-Q Lo-Loss shielded leads, Rattleproof, Equipped with both DELCO and MOTOROLA fittings. 



A — FENDER AND COWL MT. TYPE 

Mounted entirely from the outside. “Solo- 
Mount” features special multi-angle mount. 


No. Dir. Cost 

4583B 3 Sec. Extends to 60" .$3.40 

4587 4 Sec. Extends to 88" . 4.17 


C — SIDE COWL TYPE 

Standard Models 


No. Dir. Cost 

4567 3 Sec. Extends to 63" .$2.12 

4553 3 Sec. Extends to 93" . 3.33 


E — •■ROCKER” TYPE 

Swivel antenna for flat or convex surfaces. 

No. Dir. Cost 

4541 3 Sec. Extends to 62".$3.50 

F — "HOT ROD" REAR MOUNT TYPE 

Includes 8 ft. lead-in cable. 

No. Dir. Cost 

4606 3 Sec. Extends to 96" .$4.17 

G — REPLACEMENT ANTENNA ASSEMBLIES 

No. Dir. Cost 

4545 For Buick, Hudson, Packard .$1.75 

4546 For Ford Cars . 1.67 

4560 For Oldsmobile Oars . 2.25 

4561 For Pontiac Cars . 2.25 


B — DISAPPEARING TYPE 

Collapses to 6 ". Does not obstruct vision. 


No. Dir. Cost 

4571B 3 Sec. Extends to 56" .$4.17 

4584 4 Sec. Extends to 76" . 5.33 


D — SIDE COWL TYPE 

Heavy Duty Models with chrome-capped in¬ 
sulators. 


No. ■ Dir. Cost 

4568 3 Sec. Extends to 68" .$2.83 

4559 4 Sec. Extends to 100". 3.85 
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REPLACEMENT LEADS 


AUTO RADIO CONDENSERS AND SUPPRESSORS 



ICA Wm£ WOUND SUPPRESSORS 
LOW RESISTANCE 30 OHMS D. C. 



Various leng-ths and tyi)os of sliielded HI-Q 
Lo-Loss cables for auto radio antennas. Inner 
polyethylene insulation with Vinylite jacket. 

No. Type Dir. Cost 

4517 C For Top Fender and Cowl 

Mount Antennas Nos. 4600 
and 4602 — 36" L. $ .83 

4519 C Same as above — 48" L. 1.08 

4518 D For all Concealed types and 

Top Fender and Cowl Mount 

Antennas — 36" L.83 

4518B D Same as above — 4 8" L. 1.08 

4520 B For all Side Cowl Antennas; 

also for No. 4541 — 36" L. .83 
4530 B Same as above — 48" L. 1.08 

UNIVERSAL EXTENSION LEADS 


For use with existing' leads for additional 
length. 

No. Description Dir. Cost 

4522 12" extension . $ .48 

4523 18" extension .65 

4524 24" extension .87 

4548 36" extension . 1.08 

EXTRA LENGTH LEADS 

No- Type Dir. Cost 

4537 D 60" Long. For all Con¬ 
cealed Types and top Fender 
and Cowl Mount antennas .... $1.33 
4543 A 96" Long. For No. 4606 
and ICA communication type 

antennas . 2.08 

4488 A Same as above — 11 feet 

long . 2.92 


No. 

Dir. Cost 

235IB—Spark Plug Suppressor 

.$.42 

2353B—Distributor Suppressor 

.42 

2354B—Spark Plug Suppressor 

— Slip- 

On Type . 

.42 



No. 

SK-6—All 6 Cyl. Cars 
SK-S—All 8 Cyl. Cars . 


Dir. Cost 
..$3.67 Kit 


ICA SUPER-TEST AUTO RADIO 
IGNITION SUPPRESSORS 

Made of Moulded Bakelite — All Metal Parts 
Made of Rugged Machined Brass 




These suppressors have an extremely low D.C. 
resistance and thus definitely do not affect 
the intensity of the ignition spark or cut down 
the speed of the car. 


Type No. 
E—349B- 


MASTER DIST. CARBON 
SUPPRESSOR — 10,000 OHMS ii 

For use on new type cars where nijili 

only one suppressor is needed. |l ^||| 
Master Suppressor is guaranteed 
to eliminate all motor noise — 
making unnecessary the use of hIIIiv^w I 

individual suppressors. iTl 

No. 330 .Dealer Cost $.50 


J ELBOW SHAPED SUPPRESSOR 

Auto ignition suppressor. Elbow 
type. Molded-in-bakelite. Ma¬ 
chined brass. Metal parts. 

No. 4464 ...Dealer Cost $1S.33C 


ICA WHEEL HUB STATIC ELIMINATOR 

Used under hub of front wheel. 
An essential on all cars to elimi- 
nate front wheel static. Less 
Back Plate and screw. 

No. 4476.Dealer Cost $9.16C 


INTERFERENCE SUPPRESSOR SET 

For Auto Radio 

All the needed con¬ 
densers, suppressors, 
etc. for a complete 
installation. Neatly 
packaged as a com¬ 
plete unit. Includes 
easy instructions. 
For all cars — old 
and new. Packed 
individually or in attractive counter display 
holding 6 Sets. 

No. For Dir. Cost 

SK-1—8 Cyl. Cars (except Fords).$2.50 

SK-2—6 Cyl. Cars (except Fords). 2.17 

SK-4—Ford Cars (’39 to current). 2.59 

“"UNIVERSAL WIRE WOUND 
SUPPRESSOR SET 

Complete universal kit suitable for ALL 
types of cars. Includes wire wound 
suppressors for distributor and spark 
plug; dome light or ammeter condenser; 
universal type generator condenser; front 
wheel static pickup suppressors; copper 
braid for grounding to complete noise- 
free installation. Full instructions. 


A—377 - 
B—352B- 

C—4461- 
C—4463- 
F—4465- 


Dlr. Cost 

—Spark Plug Slip-on Sup¬ 
pressor . $18.35C 

—Slip-on Spark Plug Sup¬ 
pressors for New Model 

Ford cars . 18.35C 

—Spark Plug Suppressors 
with Dual Threaded In¬ 
serts . 18.35C 

—Spark Plug Suppressors 

for Ford cars . 18.35C 

—Bracket type Suppressor 18.35C 
—Distributor Suppressor for 

all cars . 21.66C 

-Ford Early Models. 21.66C 

-Ford Late Models .. 21.66C 

-Cable Type Suppressor .... 1S.33C 


DOME LIGHT & GENERATOR 
SILENCER 

For by-passing ammeter, dome 
light or generator. 

No. 1244.Dealer Cost $.38 


ICA 

GENERATOR SILENCER 

Heavy duty generator conden¬ 
ser eliminates generator, amme¬ 
ter, distributor noises. 

No. 1243 .5 Mfd....Dlr. Cost $.52 
No. 1247 1 Mfd....Dlr. Cost .72 


ICA 

FORD V8 
NOISE SiLENCER 

No. 1245 
Dealer Cost $.53 




ICA FORD V8 CONDENSERS 
FOR 1939-1941 MODELS 

Equipped with Special Bracket. 
Capacity Vz mfd. 


No. 1246 . 


. Dealer Cost $.53 



UNIVERSAL GENERATOR 
CONDENSER 

Of universal applica- 
tion. Special bracket 
permits use on genera- 
tors needing end in- 
stalling, such as Fords, 
Minus bracket, 
^serves for all other 
type generators. 

No. 2355 . Dealer Cost $.66 


PRE-WIRED JUMBO FUSE HOLDER 


Suitable for 3A.G. 20 amp. or SFE 14 amp. 
fuse. Eliminates necessity of soldering when 
changing fuse holder. Wire is merely severed, 
stripped and placed in line. 

No. 2368.Dealer Cost $.27 
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itisulitio 

OVER 3 DECADES OF QUAIITY RADIO-TELEVISION PRODUCTS 


MAST ANTENNAS 

Latest type home antenna suggested 
by leading radio set manufacturers 
for best standard reception results. 

Sturdily made of guaranteed rust¬ 
proof admiralty brass. 

Offers clear, noise-free reception 
with no power-line interference. 
Universal bracket allows permanent 
and convenient installation on soil 
pipe, window pipe, chimney, roof, 
gables, cornices, wall copings, etc. 

Includes all accessories for 
Universal Mounting — 
Lead-in Wire; Ground 
Wire; Brackets; Lightning 
Arrester; Screws; Insula¬ 
tors, etc. 

V No. 4516 ... Dir. Cost $4.17 

4 Sections—Extends to 12 Feet 

= =--\ Individually boxed—10 to 

Ti m ' \ Standard Carton — Wt. 33 Lbs. 


WINDOW ANTENNAS 

Easily installed, sturdily made, rust^proof admiralty 
brass window antennas for homes, apartments, hotels! 


Adjustable bracket at base 
permits focusing in any posi¬ 
tion for best results. Tele¬ 
scopic rods. 

Completely assembled. 
Includes mounting flange, 
insulator and lead-in strip. 
Individually boxed. 

3 Sections—Extends to 96” 
No. 4527B.Dir. Cost $2.92 

Extra Length Window 
Antenna 

4 Sections extends to 12 feet. 
Ideal for DX reception and 
rural sections where extra 
length needed for best re¬ 
sults. 

No. 4513.Dir. Cost $4.58 


LIGHTNING ARRESTER 

Black porcelain, meas- 
ures ^3%'^ in^ leng:th. 

No. 336 

Dealer Cost $.27 


GROUND CLAMP 

For a quick but firm 
connection to ground 
rod or pipe of varying 
diameters from %" to 
21^". Equipped with 
adjustable screw and 
convenient clip for fast contact. 

No. 223.Dealer Cost $8.35C 
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CAPITALIZER KIT 

Contains high-grade components for fine performance. 
Includes: 

100 ft. Aerial Wire, 7 Strand, 26 gauge — 30 ft. Insulated 
Lead-in Wire — Underwriters’ Approved Lightning Arrester — 
2 Porcelain Insulators — Ground Clamp — Lead-in Strip — 
Handsome 4-color Box. 

No. 651.Dealer Cost $1.08 

JUNIOR KIT 

A utility Kit for satisfactory reception. Kit contains. 

100 ft. 7/26 Aerial Wire — 30 it. Insulated Lead-in Wire ■— 
2 Porcelain Insulators — Ground Clamp — I^ead-in Strip — 
Handsome 4-color Box with instructions. 

No. 649..Dealer Cost $ .90 


INSULATED 
LEAD-IN WIRE 

A top-grade lead-in wire 
that serves a variety of 
purposes. This 7-strand 
copper - monel, plastic 
insulated lead-in wire 
has weather-proof 
braiding to withstand 
all climatic conditions. 
Comes in a variety of 
coil sizes. 



No. 


Size 


Dealer i 

Cost 

5895. 

. 25 

ft. 

coil. 

.$ .37 

coll 

5896. 

. 50 

ft. 

coil. 

.63 

coil 

5897. 

. 100 

ft. 

coil. 

. 1.20 

coil 

5898. 

. 500 

ft. 

coil. 

. 6.00 

coil 

5899. 

.1000 

ft. 

coil. 

.11.50 

coil 



WINDOW LEAD-IN STRIP | 







Flexible metal strip, wide, with Duco 

varnished covering. Fully insulated. Conven¬ 
ient clips soldered to ends. 

1 No. 1504. 

..Dealer Cost $11.6SC 


PORCELAIN 

INSULATOR 


m 

Glazed porcelain in¬ 
sulator that will 
not crack or absorb 
moisture. Offers 
highest measure of 
strain safety. 



No. 227 



Dealer Cost $6.66C 


"NAIL-IT" KNOB 


Made of durable glazed porcelain. Will not 
crack or absorb moisture. 

No. 229 .Dealer Cost $9.00C 


STRAIN INSULATOR 

Glazed, ceramic strain insulator featuring low 

moisture absorption 

and high di-electric 

strength. Particularly 

suitable for outdoor / 

antenna installations; 

high tensile strength. W 

Length: 1 % "; Diam: ^ / 

IVs"; Wire Hole: fs" 
diam: Distance be¬ 
tween holes: 

No. 2326..Dealer Cost $S.00C 
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A REPRESENTATIVE GROUPING OF ICA UHF-VHF TELEVISION ANTENNAS. FOR COMPLETE LISTING, SEND FOR CATALOG. 


THE INSULINE CONICAL "TRI-VEE" 




Dealer Cost $5.70 


THE DE LUXE TELEVISION KIT 



THE INSULINE "TRI-FAN" 


For full UHF-VHF reception. Includes sep¬ 
arate UNI-LEAD inter-action filter. 

No. 6725 Sing-le . Dealer Cost $11.37 

No. 6727 Stacked . Dealer Cost 23.61 


THE INSUUNE "COMBO-PAN" 


Provides existing’ 
VHF antenna with 
combination a 1 1 - 
channel VHF- 
UHF reception. In¬ 
cludes interaction 
filter for single 
transmission line 
use. 

No. 6720. 





1 


11 

Hi 


Unique design that 
features sharp direc¬ 
tivity and low pick¬ 
up for excellent all¬ 
channel UHF recep¬ 
tion. Sturdy steel 
construction with 
practically zero wind 
resistance. Easy to 
install. Highly di¬ 
rectional characteris¬ 
tics for effective 
elimination 
of “ghosts.” 

No. Dir. Cost 

6674 $5.97 



Packaged kit for complete antenna installa¬ 
tion. Includes Conical Antenna; 5 ft, steel 
mast; base mount; 3 00 ohm wire; guy wire; 
guy wire clamp; stand-offs; lightning arrester. 

No. 6325.Dealer Cost $11.50 


PACKAGED 
ANTENNA KITS 

Insuline offers a complete line 
of antenna kits for every type 
of installation. 




THE INSULtNE "BOW-FLEC" 


Bow-tie with reflector antenna for complete 
UHF reception. Vibration-free. Pre-assembled 
for easy installation. 

No. 668S Single . Dealer Cost $4.50 

No. 6689 Stacked . Dealer Cost 8.85 


THE INSULINE "CIRCLE-4" 



Tested and proved design for outstanding 
fringe area UHF performance. All-metal con¬ 
struction. Pre-assembled units for quick set-up. 

No. 6672 Single. ....Dealer Cost $ 9.90 

No. 6673 Twin type. Dealer Cost 16.50 

10 ELEMENT UHF YAGI 



A broad-band YAGI antenna for areas where 
super high-gain is needed. Rigidly braced. 

*No. 6710.Dealer Cost $4.35 

^Specify channel when ordering 


5 ELEMENT YAGI ANTENNA 

Precision cut to exact channel length. 



INDOOR 

PORTABLE ANTENNA 

(Pat. No. 158679) 
All-Channel Reception 
For All Television Receivers 
Features 

V BRASS DIPOLES 

V Complete adjustability 

V Tilt-free Base 

V Quick Installation 

V Include 300 ohm connect¬ 
ing lead and open end 
mounting lugs. 

THE "METEOR” 

3 Section 

No. 6470.Dir. Cost $2.50 

THE "METEOR UTILITY” 

2 Section 

No. 6474.Dir. Cost $2.08 


LOW BAND (Channels 2 to 6) 

*No. 6620.Dealer Cost $10.57 

HIGH BAND (Channels 7 to 13) 

*No. 6630.Dealer Cost $5.73 

YAGI STACKING KITS 

**LOW BAND (Channels 2 to 6) 

*No. 6625.Dealer Cost $3.50 

HIGH BAND (Channels 7 to 13) 

*No. 6635.Dealer Cost $1.00 

^Designate desired channel. 

**Includes special center harness assembly for 
rigid support. 



INSULINE WINDOW ANTENNA 

Latest conical type. Made of sturdy steel and %" alumi¬ 
num; sealed ends. Provides horizontal or vertical position¬ 
ing, Steel mast measures 2 feet in length. 1 inch 
in diameter. Window clamp (1" diam.) is adjustable 
. . . spans 30 to 50 inches for almost any wood or 
casement window frame. Easily installed. 

No. Dealer Cost 

6451 —Conical Type . $6.66 

6450 —Folded Dipole Type 


Offers full range UHF coverage. Universal 
adjustability. Includes 5 ft. 300 ohm UHF 
lead-in wire. 

No. 6670.Dealer Cost $3.57 
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A REPRESENTATIVE GROUPING OF UHF-VHF TELEVISION ACCESSORIES. FOR COMPLETE LISTING, SEND FOR CATALOG. 


ANTENNA WALL BRACKETS 

A useful antenna accessory 

where a vertical wall instal- rO ^ ^ 

lation is desired. Offers a 

tight-gripping clamping ac- 

tion. Suitable for masts from 

%" to in diameter. 

Made of weather-resistant p^ r 
plated heavy gauge steel. 

No. Dealer Cost 

63ai.$1.S0 pr. _ 


THE INSULINE __ 

"WHrz MOUNT" 

A fast-installing chimney —"rCij 

antenna mount. One pi6ce I 

sections require minimum m 

handfihg . . . heavy i 

gauj^d ateel. Steel strap- 

piiig is perforated. Oon- 

veiiient—easy to install. 

Sedtidns may be spread 
for greater support. 

No* 6129 Dir. Cost $1.83 


MULTI-POSITION 
MOUNTING BRACKET 

Provides many mounting " i j 

positions on either roof- ^ 
top, roof-side or side-wall. ^ ^ 

Maximum adjustability; 
cadmium plated steel. 

No. Dealer Cost 

6136-—-For masts up to IVz" d. 

(Offsets to 8") .$3.92 

6139—For masts up to 2" d. 

(Offsets to 12") .. 5.90 


IPI MULTIPLE ANGLE 

^1 ANTENNA BASE 

\ \ / / Offers rigid support; adjust- 

in three positions for 
^ I; »/ maximum antenna direction. 
T13 U'*' Cadmium plated, sturdy steel 

I J^Sl complete with hardware. 

J I™ 1 ^ For sidewall or flat mount- 
ing. For masts up to 1%" 
diameter. 

No. 6128.Dealer Cost $ .48 


UNIVERSAL STAND-OFFS 


SNAP-ON MAST STAND-OFF 


For UHF-VHF flat, oval or ^ 
round lead-ins. Easily snaps ||| 
on mast. Low-loss poly-J|L 
ethylene insert. 

For 1J4" Mast pT 

No. 6269— SVz" Stand-off I 
Dir. Cost $6.00C P 


I GUY WIRE CLAMP 

Ideal for set-ups requiring 
nSiHBSiHL guy-wire support. May be lo- 

I \ cated at any position on 

t antenna mast for maximum 

rigidity. This rugged adjust- 
/ ' able steel clamp is suitable 
for masts ranging from %" 

to 1%" diameters. Includes nuts and lock- 
washers. 


..Dealer Cost $ .25 


All-purpose, for UHF-VHF flat, oval or round 
lead-ins. Low-loss polyethylene insulation 
minimizes signal strength loss. 

No. Dealer Cost 

6119— 3 1/2 " L. .$32.49IVI 

6120— 7^^ L. 51.65IVI 

LOK-STRAP STAND-OFF ^ 

T-Type stand-off with ^ 

special adjustable metal { ,, --- 1 

strap. All-purpose, for V { 

UHF-VHF flat, oval or )L 

round lead-ins. Assures ^ 

firm grip. For masts up to 2%" diam. l-or 
double lead-ins. 

No. Dealer Cost 

6250 — 31 / 2 " Stand-off . $20.00C 

6251— 7" Stand-off . 23.32C 


MAST STAND-OFF 

y Has 81/^" pointed shaft for 

use on wood surfaces. Low- 
loss polyethylene insert. All- 
,. I purpose, for UHF-VHF flat, 

B oval or round lead-ins. 

^ No. 6271. .Dir. Cost $4.5SC 


MAST STAND-OFF 

f — quick and easy set-up. 
Y " Assures sway-free line. All- 
I purpose, for UHF-VHF flat, 

I oval or round lead-ins. 

Polyethylene insert. Adjust- 
strap with self-locking 
II ;m - ./7 .) feature permits use on masts 
yp 2%" diam. Dir. Cost 
No. €274— 31 / 2 " Stand-off ...$ 9.50C 



INSULINE GROUND RODS 

Rugged copper-plated steel rods 
that provide direct-to-earth ground. 

Has pointed end for easy driving. 
Includes screw clamp capable of 
holding No. 4 to 14 gauge wire. 

No. Dealer Cost 

6137—4 ft.$ .82 

6146—8 ft. 1.66 


ICA TURNBUCKLES 


sturdy, steel turnbuckles that afford balanced 
tension of supporting wires. Especially suitable 
for antenna guy wires. Assure slack-free, rigid 
support. 

No. Dealer Cost 

6150— 3" (closed) .$ .13 

6151— 5" (closed) .IS 

6154 — 71 / 2 " (closed) . 5.25C 


ICA AIRCRAFT TYPE INSULATOR 

A strain insulator 

made of Insulex. Par- . 

ticularly adaptable 

for aircraft, automo- 'iMIm 

lation. Two %" 

mounting holes. Dis- — — 

tance between holes %". 

No. 2325.Dealer Cost $ .07 


-7" Stand-off 


DOUBLE POLE DOUBLE THROW 
SWITCHES 

Ideal for television needs. 
Black bakelite base is 

Not 1219 Dir. Cost $.90 

Same as above with POR- 
CELAIN Base. 

No. 238....Dir. Cost $.58 


DUAL TWIN LEAD CONNECTOR 

Fully - insulated, low- 
loss plastic, solderless 
connection for 300 ohm 
twin-lead. Permits 
rapid connecting or dis- 
H i fc iSli iBsy ^115^ connecting of set to 
two separate leads. 

No. 6242 . . ......Dealer Cost $ .60 


UHF-VHF 

LIGHTNING ARRESTER 

U/L Approved 

A single lightning arrester 
that is designed for BOTH 
VHF 300 OHM-LEAD-IN and 
UHF TUBULAR TYPE 
TRANSMISSION LINE. 

Made of molded phenolic; 
non-ferrous plated hardware. 
No insulation stripping nec¬ 
essary. 

No. 6114—^Includes metal 
11 . H I I strap for indoor use. 

I I j Dealer Cost $.90 

^ 1 No. 6113—^For outdoor use. 

*'-^ Dealer Cost $.75 


TELEVISION HANDI-KIT 

For Television 
servicing. Con¬ 
tains nine (9) 
latest tools es¬ 
pecially design¬ 
ed for televi¬ 
sion needs. In¬ 
cludes Aligner 
for IF and RF 
and “K-Tran” 

Transformers 
(No. 978) ;slim 
aligning tool for 
cramped spaces 
(No. 6161); 
thin diameter 
tuning wand 
(No. 6163); deep nib aligner (No. 6156); 
narrow insulated screw driver for deep tuning 
(No. 6157); extra thin long (9") aligner 
(No. 6162); tuning wrench (No. 6164); 
stackpole core aligner (No. 6170); dual 
aligner, narrow shaft (No. 6166). 

No. 6165.Dealer Cost $5.00 


ICA "DUBL-SET 'ANTENNA COUPLER 

Permits operation of two 

TV sets with 300 ohm input 

from a single antenna. Al- | I 

lows simultaneous operation iHjJfl f 

with no interference from q 

either set; no loss in signal U 

strength. Easy to install. k ^-E8 

Soldering unnecessary. Ideal I $ 

for two set homes, apart- i I IBj 

ments, etc. 

No. 6093 Dir. Cost $3.50 ^^ 


ICA "MULTI-SET" 
ANTENNA COUPLER 

Three or four TV receivers 
(of 800 ohm input) may 
be used simultaneously con¬ 
nected to a single antenna 
with no inter-action inter¬ 
ference or signal strength 
loss. Designed for apart¬ 
ments or multi-set instal¬ 
lations. Simple to install. 
Soldering unnecessary. 

No. 6094 Dir. Cost $4.75 


ICA HIGH PASS FILTER 


A highly efficient filter for 
the elimination of televi¬ 
sion reception disturbances 
caused by such noise gen¬ 
erators as electric shavers, 
diathermy machines, etc. 
May be installed at the set 
or ' source of disturbance. 
Easy to install ... no 
soldering required. 

No. 6092 Dir. Cost $3.30 


UNI-LEAD FILTER 

Insuline’s printed circuit 
inter-action filter permits 
combining a UHF antenna 
with a VHF type, requir¬ 
ing but a single transmis¬ 
sion line. Has three sets of 
terminals, fully sealed in 
weather - resistant plastic 
case that may be quickly 
and easily added to anten¬ 
na cross-arm. 

No. 6655 .Dir. Cost $3.15 
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NOW PREASSEMBLED! 


Vastly superior to ordinary conicals! 
Director Bar in front of receiving dipole 
greatly increases signal strength on high 
channels. Rugged 114" galvanized steel 
mast with 1" cross boom. Heavy duty 
construction throughout. Aluminum ele¬ 
ments specially engineered to reduce 
vibration and noise. Accessories consist 
of swivel base, guy ring and clamp-type 


standoff 

insulator. 

Model 

List 

Description 

RM-65 

$10.95 

10' mast and accessories. 

RM-65S 

8.95 

5' mast only. 

RM-652 

19.25 

2 bays, 10' mast and acc. 

RS-751 

7.45 

Single array only. 

RS-752 

15.75 

2 bays, jumper bars. 


MODEL 

RM-40 

A fine general purpose antenna for local 
and near fringe reception. Ruggedly 
constructed with 114" galvanized steel 
mast and heavy duty 1" cross beam. 

Model RM-40 includes two 5-ft. sections 
of 114" mast, swivel base, guy ring, 
clamp-type standoff insulator, jumper 
cable and arrays. 

Model RM-40S includes high and low 
channel arrays and 5-ft. mast only. 

Model List Ship. Wt. 

RM-40 $10.95 9.2 lbs. 

RM-40S 8.95 7.5 lbs. 

HIGH BAND ARRAY ONLY 
Model List Freq. Ship. Wt. 

RT-Sl $2.20 74-216 me. 1.3 lbs. 



PRE¬ 

ASSEMBLED 

LOW BAND 
DIPOLE 


TV 

MODEL 

RM-42 


Ideal for local and near fringe areas 
where only low channels are operating. 
Add RT-51 array for high channel recep¬ 
tion. Same rugged construction as RM-40. 


Model RM-42 includes two 5-ft. sections 
of 114" galvanized steel mast, swivel 
base, guy ring, clamp-type standoff in¬ 
sulator and low channel array. 


Model RM-42S includes low channel 
array and 5-ft. most only. 

Model List Ship. Wt. 

RM.42 $8.95 8.8 lbs. 

RM-42S 7.45 6.2 lbs. 

LOW BAND ARRAY ONLY 
Model List Freq. Ship, Wt. 

RS-52 $5.95 54-88 me. 4.5 lbs. 




RADELCO TRI-CHANNEL YAGI 
COVERS THREE CHANNELS 
INSTEAD OF ONLY ONE! 



NOW PREASSEMBLED! 

Radelco Tri-Channel Yagi covers 3 chan¬ 
nels instead of only one! High gain with 
flat response across 3 channels instead 
of high gain at the center of one channel 
only. Guaranteed to absolutely show no 
side band cutting. Impedance is prac¬ 
tically constant at 300 ohms across the 
full three channel coverage. Ideally 
suited for stacking. In many cities the 
Tri-Channel Yagi will do the work of 
two antennas. 

Model List MC. Channels Wt. 

YS-234 $11.45 54-72 2-3-4 6.1 lbs. 

YS-456 10.45 66-88 4-5-6 5.5 lbs. 


The ideal aerial for extreme fringe 
areas. Custom cut. Five heavy-duty 
aluminum elements pre-assembled on 
1" boom. U-bolt mounting assembly ac¬ 
commodates up to 114" mast. 


Model 

Chan. 

Me. 

List 

YS-502 

2 

54-60 

$12.00 

YS-503 

3 

60-66 

11.35 

YS-504 

4 

66-72 

10.65 

YS-505 

5 

76-82 

10.00 

YS-506 

6 

82-88 

9.25 

YS-507 

7 

174-180 

7.00 

YS-508 

8 

180-186 

7.00 

YS-509 

9 

186-192 

7.00 

YS-510 

10 

192-198 

7.00 

YS-511 

11 

198-204 

7.00 

YS-512 

12 

204-210 

7.00 

YS-513 

13 

210-216 

7.00 


The Radelco VT-3A is a high quality 
antenna made with three sections of 
satin chrome seamless brass tubing to 
provide excellent indoor reception. 

The VT-3A has a heavily weighted ma¬ 
hogany lacquered base and is smartly 
designed to harmonize with all furnish¬ 
ings. The VT-3A is equipped with 5-ft. 
lead and is individually packed in a 
corrugated carton. 

Attractively priced at the low list of 
$3.45 . . . makes it one of the finest 
values today in indoor antennas. 

Model List Ship. Wt. 

VT-3A $3.45 1.4 lbs. 
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UHF-VHF Model US-102 ANTENNA 
Covers All TV Channels 


FROM CHANNEL 2 THROUGH CHANNEL 83 


MODEL US-102 DOUBLE STACK 

One of the finest UHF antennas on the 
market. It has been tried, tested and 
proved in the field. No other antenna pro¬ 
vides better reception in either picture or 
sound. It is a high gain job. Gain in¬ 
creases with increasing frequency , . . 
this means that the antenna compensates 
for the decreasing wave length at the 
high frequency end of the band. Com¬ 
pletely preassembled. Matches 300-ohm 
line. As shown, less mast. Packed 2 to 
a carton. 

MODEL US-102A DOUBLE STACK 

Same as US-102, but packed only one to 
a carton. 

MODEL US-104 QUAD STACK 

An ideal performer for remote fringe 
areas. Shipped complete with jumper bars. 

Model List Ship. Wt. 

US-102 $ 5.45 5.5 lbs. 

US-102A 6.25 3.3 lbs. 

US-104 11.75 5.7 lbs. 


★ ★ ★ RADELCO 


R A D E L C O 
LIGHTNING 
ARRESTOR 
R-I 16 

List $.90 

For Flat and Oval Lead 

Combination resistance 
bleeder and gap-type ar¬ 
restor. Small and compact for easy wall installation. Arrestor 
network is completely enclosed in molded Bakelite housing. 
No stripping of insulation . . . positive piercing contacts pro¬ 
vide perfect electrical path, regardless of variation in width or 
thickness of insulation. Does not disturb impedance of twin line. 
Improves both picture and sound by carrying off small static 
charges. Ground terminal accommodates up to .125" wire. Com¬ 
plete With wood screws. Individually packaged, 50 to master 
carton. 



MAST EXTENSIONS 


TV ITEMS ★ ★ ★ 

STANDOFF INSULATOR 

Clamp-type for masts from 1" to 1V4" 
R-102 List $ .20 


CHIMNEY MOUNT 

Bracket arms of double strength. Complete with four adjusting 
eyebolts and extra thick steel strap, heavily galvanized for 
long, dependable service. 

R-105 List $2.25 Ship. Wt. 3.3 lbs. 

JUMPER AND PHASING BARS 

Jumper bars are used to connect two arrays into a double stack. 
Phasing bars are used to connect two double stack arrays to a 
terminal block on the mast forming a quad stack. 

RQ-42 JUMPER BAR List $.50 ea. 

RQ-45 PHASING BAR List .70 ea. 

QUAD STACK PHASING KITS 

Four phasing bars RO-45 plus one R-111 Terminal Block. Couples 
two double stack arrays into a quad stack. 

R-114 List $3.50 


GROUND ROD 

Sturdy steel copper coated ground rods complete with terminal 
bolt. 

R-110 Four Foot List $ .95 

R-117 Six Foot List 1.45 


Heavily galvanized, internal lock-seam steel tube with swedged 
end and key way lock. 

ME-60 List $1.35 IV 4 " Dia. x 5' long 


SWIVEL MOUNTING BASE 

Type R-107 is for 1V4" mast. One-inch mast uses Type R-104. 

R-107 List $ .50 


RADELCO COAXIAL CONNECTORS 



Radelco Connectors are made to meet JAN and 
Signal Corp specifications. Insulators are of 
Durez mica material to assure long, satisfactory 
service. 


Model Item List 

UG-106-U Shield Cap _ $ .25 

SO-239 Coaxial Socket Receptacle 1.05 

PL-259 Coaxial Connector.. 95 

UG-176-U Cable Plug Reducer.... 25 
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ACCLAIMED ACROSS THE NATION FOR QUICK, EASY INSTALLATION 


MONARCH 

Cowl-Fender 

Model MH-3 —Ball-joint 
metal mounting base, 
adjustable from flat to 
30°. Base sufficiently 
large to cover largest 
holes. Lovely chrome 
finish. Waterproof con¬ 
struction. Holds angu¬ 
lar adjustment perma¬ 
nently, 36" cable. 

Model Sec. List 
' MH-3 3-57" $5.65 

MH-3A 3-70" 6.25 


ROTOLOK 

Cowl-Fender 

Model CO-3A — Easy 
mounting, all tighten¬ 
ing outside. Half-inch 
mountirig hole. Chrome- 
plated mounting base. 
Exclusive VISE-LOCK 
eliminates clumsy 
braces. Fits any fender 
or top cowl. 36" Radar 
type cable. 


CHAMPION 
Side Cowl 

Model CS-3 — A com¬ 
petitively priced aerial 
built to RADELCO's 
high quality standard. 
Chrome-plated brass 
tubing. Shielded poly¬ 
ethylene cable with 

black cover. Screw-on 
connector and chrome 

[i capped insulators. 

j} Model Sec. List 

CS-3 3-60' $3.85 


CONCEALED 

Cowl-Fender 

Model FD-3, 3A — 

Chrome-plated all-metal 
adjustable mounting 
base. Strong, non- 
crushable! Waterproof, 
electrically efficient, 
guaranteed trouble 
free. 48" Radar cable. 


Model Sec. List 
FD.3 3-4"-55" $7.45 
FD.3A 3-9"-68" $7.95 


"SCREW BALL" 
Cowl-Fender 

New, entirely different! 
Installed entirely from 
outside by only one 
man. The screw portion 
of the assembly assures 
quick and economical 
installation. The ball 
portion provides angu¬ 
lar adjustment for every 
type of fender or cowl 
contour. 


DELUXE 
Side Cowl 

Model RAD-3, 4, 5 —- 

Built to superior quality 
standards. Automotive 
specification chrome- 
plate. Low loss 100% 
shielded 36" Radar 
cable with screw-on 
connectors. 


p 

Model 

Sec. 

List 


RAD-3 

3-70" 

$5.15 

I§1 

RAD-4 

4-92" 

$6.25 


RAD-5 

5-112" 

$7.25 


BUICK 

Replacement 

Mast 

Mast for roof aerials on 
all Buicks from year 
1940 to present models. 
Built to Radelco's high 
quality standards. 

Model List Sec. Lth. 
B-448 $2.75 4 45" 


FORD 

Replacement 

Mast 

For 1941, 42, 46, 47 
Ford-Mercury Roof An¬ 
tennas that operate be¬ 
hind windshield center 
post. A high quality re¬ 
placement. 

Model List Sec. Lth. 
F-254 $2.25 2 54" 


COMMUNICATION ANTENNAS 

'' BUILT FOR HARDEST MOBILE USE . . . 

OUTSTANDING VALUE! 

SWIVEL BASE. Has adjustable split-ball with positive locking 
feature to maintain angular adjustment at all times. Black bakelite 
insulator mounting plate with moisture-proof rubber gasket. 
Heavy steel backup plate. 

Model MB-1 List $4.45 Ship Wt. 1.2 lbs. 

§ SWIVEL BASE AND SPRING. Responds instantly upon contact 
with overhead obstructions. %" threaded fitting on end of spring. 

Model List Ship. Wt. 

MB-2 $6.45 2,1 lbs. 

MB-2H (heavy duty spring) 7.45 2,5 lbs. 



SPRING TEMPERED STEEL MASTS. Chrome silicon steel, can be 
bent 90° and still return to original vertical position. Fits any 


standard base. 

Model 

List 

Lth. 

Ship. Wt. 

MM-40F 

Motorcycle Mast 

$5.25 

40" 

.75 

lbs. 

MM-60 

Mobile Mast 

5.25 

60" 

1.00 

lbs. 

MM-72 

Mobile Mast 

5.25 

72" 

1.10 

lbs. 

MM-84 

Mobile Mast 

5.50 

84" 

1.20 

lbs. 

MM-96 

Mobile Mast 

6.25 

96" 

1.40 

lbs. 


BASE SPRINGS. Oil tempered, tightly coiled heavy spring steel. 
Model MBS-1 is a regular strength spring. Model MBS-2 is a heavy 
duty spring for heavier masts. 

Model List Ship. Wt. 

MBS-1 $2.25 1.0 lbs. 

MBS-2 3.25 1.2 lbs. 


ROOF TOP 
Communication 

Quick mounting roof top an¬ 
tenna, embodying the exclu¬ 
sive "Screw-Ball" feature for 
ease of installation. Although 
quickly, easily installed, this 
antenna mounts securely and 
permanently. Installed entirely 
from the outside. Complete 
with 11' of coaxial cable. The 
mast is replaceable and full 
instructions are provided for 
tuning to exact frequency. 




Model Frequency List 

MR-1 144-172 me. $4.95 
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CAPACITORS —ROTATORS —VIBRATORS —A UTO, TV & FM A NTEN N A S —C O N VE RTO R 



THE “lOAMO X” 
INDOOR 


The highest rated in¬ 
door antenna. This uh- 
usual CORNEJ.L- 
DUBILIER design 
delivers peak perform¬ 
ance comparing favor¬ 
ably with many out¬ 
door installations. 



“YAGI” TV ANTENNAS 


The perfect answer to the 
demand for maximum sig¬ 
nal pick-up. in FRINGE 
areas. Each YAGI is cut 
for a specific channel . . . 
in pre-assembled QUICK¬ 
FOLD-OUT design for 
fast installations. 



UHF TV ANTENNA MODEL U-4 

The U-4 Ultra High Frequency 
Antenna was designed aroundproven 
engineering Ultra High Frequency 
techniques and princiiiles. 

Not a cut clown version of present 
\T1F television antennas but a com¬ 
pletely new antenna develoi)ed after 
months of research. A stable oper¬ 
ating, broad band antenna of uni¬ 
form gain covering the entire UHF 
spectrum, with a very low standing 
wave ratio. This antenna was thor- 
ouglily tested in our laboratory under 
the most severe conditions, and then 
field tested in numerous sections of 
Portland. Oregon. 


rhtV ANTENNAS 

C - D ,.o„BLE-F«£E PF.FO.MANCF 



SUPERIOR design ‘j 


.iQUICKLY INSTALLED 


“LAZY X*’ CONICALS 


A complete group of conical-type antennas 
in assortments for single bays, double- 
stacked and quadruple-stacked arrays. The 
ideal “all-channel’^ antenna. Also available 
in ALL ALUMINUM construction. 


SUPERIOR CONICAL MODEL S-6 


The “Superior’’ Conical is de* 
signed to meet the demand for a 
quality antenna in the low price 
market. The S-6 is engineered to 
give all the electrical advantages 
of the conical antenna, combined 
with mechanically sound con- 
.struction and ease of^ installation. 
The “Superior” Conical may be 
assembled as a double or four 
stacked array by using the stan¬ 
dard quarter wave (AK-50) and 
half wave (AK-51) stacking kits. 



THE UW-2 UHF 



TV ANTENNAS 

• The UW-2 is a com¬ 
pletely balanced broad 
band antenna covering 
all channels 14 to 82 
and terminating in 300 
ohms with a very low 
voltage standing wave 
ratio, 

• Minimum voltage and 
front-to-back ratio of 
6 to 1 at 470 MC. and 
exceeding 10 to 1 at 
800 MC 

• Excellent directivity, 
single lobe horizontal 
field pattern 470 to 850 
MC. minimizing ghost 
problems and signal 
pick-up from other 
than the wanted direc¬ 
tion. 


THE LAST WORD IN FRINGE AREA RECEPTION * . . 


THE V*8 TV ANTENNA 



An all-channel array that 
brings in a signal where 
other antennas have failed 
.. , that's what jobbers tell 
us. 

•At All Aluminum Construc¬ 
tion 

•jlf Lower Wind Resistance 
ii Speedy One-Man Installa¬ 
tion 

★ Proven Outstanding in the 
Field 

Mounts on any Mast up to 
O. D. — minimum 
' length: 8 Ft. 

The V-8 antenna means the 
end of fringe area TV recep¬ 
tion problems. Tried, tested 
and proven . . . this type an¬ 
tenna pulls in a signal where 
other antennas can’t! Highest 
quality construction through¬ 
out ... to our exacting stan¬ 
dards ... that mean that once 
they’re installed — they’re up 
to stay! 
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CORNELL 


The NO. 1 ALL-PURPOSE ROTOR That Has Sverythmg! 


Designed to give the trade everything they’ve asked 
for. To do this, it’s taken time . . . lots of time and 
money and engineering skill . . . and NOW WE 
HAVE IT .... the best possible ALL-PURPOSE 
ROTOR! It’s TOPS! Order them at your jobber 
NOW ... be the FIRST with the BEST in your area! 


A Quick Mounting Antenna Mast Collet 
A' Speedy Installation — No Loose Parts to Assemble 
Takes Antenna Masts up to lYz" OD 
'A High Torque 

A Instant Locking — will not drift 


MODEL TR-12 Complete rotor including thrust 
bearing and handsome modern design plastic cabi¬ 
net featuring meter control dial . . . fingertip lever 
. . . uses 4-wire cable. .. $47.95 


MODEL TR-11 Complete rotor with handsome 
modern design plastic cabinet and illuminated meter 
control dial . . . fingertip lever . . . using 4-wire 

cable.. . $44.95 










ICAPACITORS —ROTATORS —VIBRATORS —A UTO, TV & FM A N T EN N AS —CO N V E RTO R S 



Model 8BD 
List $4.95 

HI’BALL 


THe auto aerial that has every¬ 
thing ! 

Fast one man installation — 5 minutes. 
30 degree mast adjustment fits all 
body and fender contours. 

Exclusive C-D “Static-Muffler” ball. 
“18-8” Stainless steel rod. 
“Super-chrome” finish on heavy duty 
brass mast. 

Fits any car radio — bayonet lead-in 
adaptor included. 


MODEL 8BD, 10 per master carton, 
pounds. 

MODEL 8BDL same as above except with 
48” lead-in. 10 per master carton, 12 lbs. 

EXTENSION LEADS FOR FENDER 
MOUNTINGS. 

10" extension — Model ALA-60-2. 
9 20" extension — Model ALA-60-1. 


TWO INSOUTOR SIDE MOUNT TYPES 

Sturdy high quality construction throughout. 
Brilliant chromed brass masts with stainless 
steel rods. Wedge type adaptor furnished, 
with 36" polyethylene lead-in. 

MpDEL 2S, 43" extended, 2 sections. 10 per 
faster carton, 9 pounds — List $3.25 
MODEL 3S. 63" extended, 3 sections. 10 per 
master cartdn, \3l4 pounds — List $4.25 
MODEL 4S, 92" extended, 3 sections. 10 per 
master carton, 17j4 pounds — List $5.25 


DELUXE M0Da4BX3 

Three section design ex¬ 
tends to 59f^''lisl $3.95 

SUPERIOR STANDARD 
MODEL 4BX2 

Two section design ex¬ 
tends to 43". 

• Brilliant long lasting 
chrome finished mast 
and spacer cap 

• Full length quality 36" 
polyethylene water¬ 
proof lead-in 

• Only one half inch 
mounting hole re¬ 
quired lisf $2,95 



DISAPPEARING MOUNT 

A handsome addition to any car .. . collapses 
to 6 inches and extends to 60 inches. Fits 
either fender or cowl and features the ex¬ 
clusive “O” ring seal around the mast that 
prevents water from entering inside the 
aerial. Only one mounting hole required. 

MODEL 3D, 60" extended. 3 sections, 2' 
pounds each — List $6.75 
10 per master carton weighing 19 pounds. 



DELUXE 

MODEL CT-331 

THREE SECTION 
CHROME RODS 
RODS EXTENDABLE 
WA" to 43A’' 

12 per master carton 
Shipping weight 19 lbs. 
LIST PRICE $S.2S 

STANDARD 

MODEL CT-231 

TWO SECTION RODS 
EXTENDABLE 
20A" to 37^" 

12 per master carton 
Shipping weight 18 lbs. 
LIST PRICE $4.35 



™. CDR TR-2 

is still the most POWERFUL and dependable 
Heavy Duty TV Antenna ROTOR on the market. 
Complete rotor with "COMPASS CONTROL" 
cabinet with illuminated "perfect pattern" dia] 
(uses 8 wire cable).$49.95 
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MANUFACTURING CO. 





GRIGGSVILLE, ILLINOIS 


TRIO ZIG-ZAG TV ANTENNAS 


Higher Gain Than Any Yagi! 
Ail Channels VHF Performance! 


Here’s the TV antenna that is setting the standards for the industry! 
This sensational new design results in sharper directivity and higher 
front-to-back ratio. It provides snow-free pictures and fade-free sound 
in even the most remote fringe areas. 



MODEL ZZ12L—For extreme fringe reception. Narrow forward lobe 
and a high front-to-back ratio for extreme fringe area reception. This 
pattern—in most areas—effectively solves the problem of co-channel 
interference, since it is highly directive. The antenna consists of 
12 half-wave elements, all directly connected to the feed line at 
one point. The ZZ12L provides the ultimate in gain and directivity 
on the low channels, 2-6. 

MODEL ZZ16H—Also for extreme fringe reception, covering all high 
channels 7 thru 13. Has narrowest forward lobe and highest front- 
to-back ratio, also effectively overcomes co-channel interference. 
This antenna has 16 half-wave elements all directly connected to the 
feed line at one point and provides saleable TV reception in areas 
where it had previously been considered impossible. 

The ZZ12L and ZZ16H may be stacked for fine all VHF channel recep¬ 
tion in even the most remote fringe areas. 

MODEL ZZSL —For normal 
fringe area reception, provid¬ 
ing more than adequate gain 
on channels 2 thru 6. Radia¬ 
tion pattern is comparable to 
a well designed multiple ele¬ 
ment single channel yagi. Hai 
8 half-wave elements all di¬ 
rectly connected to feed line at 
one point. 

MODEL ZZ8H—Has same advantages and features as the ZZSL 
but covers channels 7 thru 13. 



Antennas are shipped with all hardware mounted on the boom with 
the exception of the mast clamp. Complete assembly is only a matter 
of minutes. To provide added strength, TRIO ZIG-ZAG TV ANTEN¬ 
NAS now have stamped steel element clamps. 

MODELS ZZ6L and ZZ6H— 

These models consist of 6 half¬ 
wave elements — have a pat¬ 
tern and gain comparable to a 
cut-to-channel yagi. They are 
recommended for near fringe 
installations. Model ZZ6L cov¬ 
ers channels 2 thru 6 ; Model 
ZZ6H, channels 7 thru 13. 


MODELS ZZ6A and ZZ4A 

—These antennas offer all¬ 
channel reception with a 
single bay. Model ZZ6A is 
for near fringe reception. ZZ4A 
Model ZZ4A is for suburban 
use. These effectively re¬ 
place popular all-channel 
antennas by providing in¬ 
creased gain and greatly 
increased directivity. 


TRIO ROTATOR & DIRECTION INDICATOR 

Equally as famous as TRIO TV Antennas is the dependable TRIO 
Rotator. Tested and proved under every conceivable condition of 
load, weather, strain and stress. Two husky motors—one for each 
direction of rotation. Positive electrical stops, positive brake action— 
no drift. Fully guaranteed for TWO YEARS. Direction indicator is 
smartly styled, has easy-to-read dial face—finger touch control. A 
beautiful, dependable instrument throughout—the final product of 
more than $50,000 in exhaustive research to build the most depend¬ 
able, trouble-free rotator ever produced! 
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TRIO BOW-TIE AND YAGI UHF ANTENNAS 

HIGH IN QUALITY — LOW IN COST 


New TRIO UHF Bow-Tie 
With Reflector 

Sturdy, broad-band antennas of uni¬ 
formly high gain that have been thor¬ 
oughly field tested. Phasing strips 
installed, pre-assembled — a jiffy to 
attach reflector screen. Available in 
one, two and four bay models. Usual 
high-quality TRIO construction. 

MODEL UBT-1—Supplied with 2 ft. 
mast. Single bow-tie with reflector. 

MODEL UBT-2—Supplied with 3 ft. 
mast. Two stacked bow-ties with 
reflectors. 

MODEL UBT-4 (Illustrated) — Sup¬ 
plied with 4 ft. mast. Pour stacked 
bow-ties with reflectors. 



Copyright by U. C. P.j Inc, 


New TRIO 
UHF Multi- 
Channel 
Yogi j 
Antennas I 


Broad-band yagis developed by TRIO now successfully applied to 
UHF. Pour models cover all UHF channels, rarely more than two 
needed for any one area. 

These high gain six element yagis have sharper directivity, thereby 
eliminating ghosts. Thoroughly field tested. Entire antenna mounted 
in front of mast removes metal from field of reflectors or antenna 
elements. Mast clamp supplied. 

MODEL 6-UBY 14-26 for Channels 14-26 
MODEL 6-UBY 27-42 for Channels 27-42 
MODEL 6-UBY 43-60 for Channels 43-60 
MODEL 6-UBY 61-83 for Channels 61-83 

WRITE FOR TRIO CATALOG 
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ANTENNAS 



MOUNTS 


All the prime requisites of a reliable, long lasting mobile antenna system are incorporated 
Into MASTER MOBILE MOUNTS through scientific engineering, high quality of materials and 
workmanship.. .AND THE PRICES ARE RIGHT. 

MOUNT SPECIFICATIONS: Packaged and sealed at factory. Ship. wt. Approx. 3 lbs. 


Model 

TYPE (All types are tapped for 24 thread stud fitting on Antenna end) 

Net Price 

List Price 

126 

Body Mount—Straight Spring—Swivel Base 

$ 8.75 

$14.60 

126X 

Body Mount—Heavy Duty—Straight Spring—Swivel Base 

9.40 

15.67 

126C 

Body Mount—Straight Spring—Swivel Base—With Coaxial Connector 

8.75 

14.60 

126XC 

Body Mount—Heavy Duty—Straight Spring—Swivel Base—With Coaxial Connector 

9.40 

15.67 

132 

Body Mount—Double Tapered—Spring Swivel Base 

8.75 

14.60 

132X 

• Body Mount—Heavy Duty—Double Tapered—Spring Swivel Base 

9.85 

16.42 

132C 

Body Mount—Double Tapered Spring—Swivel Base—With Coaxial Connector 

8.75 

14.60 

132XC 

Body Mount—Heavy Duty—Double Tapered Spring—Swivel Base—With Coaxial Connector 

9.85 

16.42 

132$ 

Body Mount—Stainless Steel—Double Tapered—Spring Swivel Base 

10.75 

17.92 

132XS 

Body Mount—Heavy Duty Stainless Steel—Double Tapered—Spring Swivel Base 

11.85 

19.75 

132SC 

Body Mount—Stainless Steel—Double Tapered Spring—Swivel Base With Coaxial Connector 

10.75 

17.92 

132XSC 

Body Mount—Heavy Duty Stainless Steel—Double Tapered Spring—Swivel Base— 




With Coaxial Connector 

11.85 

19.75 

138 

Bumper Mount—Straight Spring 

6.55 

10.92 

138X 

Bumper Mount—Heavy Duty—Straight Spring 

7.65 

12.75 

140 

Bumper Mount—Double Tapered Spring 

6.55 

10.92 

140X 

Bumper Mount—Heavy Duty—Double Tapered Spring 

7.65 

12.75 

140$ 

Bumper Mount—Stainless Steel—Double Tapereii Spring 

8.65 

14.42 

140XS 

Bumper Mount—Heavy Duty Stainless Steel—Double Tapered Spring 

9.65 

16.10 

142 

Bumper Mount—Less Spring, with Insulators for Direct Mounting by Series 

Bumper Mount—100 Antennas or 92 Extension and 106 Antennas 

3.25 

5.42 

WHIP ANTENNA SPECIFICATIONS: Postage rate 10 lbs. minimum. 3 lbs. on all other whip antennas. 



AAODEL Stainless Steel Overall Length 


Base Specifications 
Threaded 3/8" Stud to fit all Mounts 
Threaded 3/8" Stud to fit all Mounts 
Threaded 3/8" Stud to fit all Mounts 
Threaded 3/8" Stud to fit all Mounts 
Threaded 3/8" Stud to fit oil Mounts 
Threaded 3/8" Stud to fit all Mounts 
Plain End 3/16" Dia. (Fits Model 92 Ext.) 
Plain End 3/16" Dia. (Fits Model 92 Ext.) 
Plain End 3/16" Dia. (Fits Model 92 Ext.) 
Plain End 3/16" Dia. (Fits Model 92 Ext.) 
Plain End 3/16" Dia. (Fits Model 92 Ext.) 
Plain End 3/16" Dig. (Fits Model 92 Ext.) 


Net Price 
$4.95 
4.95 
5.00 

5.15 

5.20 
5.25 

4.15 
4.15 

4.20 
4.35 
4.40 
4.50 


List Price 
$8.25 

8.25 
8.35 
8.58 
8.67 
8.75 
6.92 
6.92 
7.00 

7.25 
7.34 
7.50 


ALL BAND 

MOBILE 

ANTENNA 


COAXIAL CONVERSION KIT 

No. 118 Master Coaxial Conversion Kit. Fits No. 132 Model. NET $1.00 LIST $1.67 

SEPARATE SPRINGS FOR ANTENNA MOUNTS 
100 Regular, NET $4.50 LIST $7,50 lOOX-Heavy Duty, NET $5.50 LIST $9.15 

lOOS-Stainless Steel. NET $5.50 LIST $9.15 

MODEL 90 EXTENSION, 26 ' NET $3.25, LIST $5.42-92 EXTENSION, 18" NET $3.25 LIST $5.42 
MODEL 94 EXTENSION, 36" NET $4.25, LIST $7.10 
MODEL 99 TENNAJUSTER EXTENSION, 8" NET $1.95, LIST $3.25 
ALL BAND MOBILE ANTENNA 

• Centerdoaded antenna comes with one coil — 20, 40 or 75 meters. Change coils to any band 
80 through 20... For 10 meter operation, short coil in use. 

• Fits any MASTER MOUNT or SAE thread, Hammertone or Chrome finish (if available). 

• Height; 8' 10". Weight; 28 oz. Shipping wt.; 3 lbs. 

NET PRICE; $8.75 LIST PRICE; $14.60 Specify freq. coil desired. Less spring mount. 

Extra coils — 20, 40 or 75 meters: NET - $3.30 LIST - $5.50 

CIVIL AIR PATROL ANTENNA: 2374, 3507.5 and 4585 KC. NET $9.95 LIST $16.60 

With Coil-less mounting. EXTRA COILS: NET $3.60 LIST $ 6.00 

MARINE FREQUENCY COIL NET $7.50 LIST $12.50 

• X — Heavy Duty, C — Coaxial Type, S — Stainless Steel. 


MODEL 

100 

lOOX 






MODEL 

140 


Extension 

Model 

92 


MODEL MODEL MODEL 132C MODEL 132C MODEL MODEL MODEL Extension U 

126 132 (COAXIAL'TYPE) 138 140 142 '''*'**' 5®'^'** S®'''®* 0 

(Coaxial Type Body Mounts Optional) 106 100 

ORDER FROM YOUR DEALER OR WRITE. • Dealer Inquiries Invited * Prevailing Discounts to Distributors and Amateurs. 
P. O. Box 1817 • Los Angeles 36, California • Warehouse & Shipping Address*. 1306 Bond Street 


Series Series 
106 100 


THoSiCc ^*tc. 
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ANTENNAS 



MOUNTS 


SENSATIONAL... 

JUNIOR LINi 

Always ahead. Master Mobile Mounts, Inc., announce new advanced line of Mobile 
Mounts and Antennas manufactured to same high quality and specifications as regu¬ 
lar Master Mobile line-The new JUNIOR LINE meets every need for competitive light 

weight mobile mounts and antennas. 


JUNIOR-BODY MOUNTS 

No. 132J—Swivel bose, mounted with double tapered spring, is actually a jun¬ 
ior model of our standard No. 132 which is accepted as ^'tops with the trade'.' 
The 132J is the same quality double tapered spring as the standard No. 132, 
but of slightly less size—Built to fill the bill where price counts. It is a mount 
which provides high operational performance. Price; Net $4.17. List $6.95 
No. 132 JC—Same as No. 132J with coaxial connection. 

Price: Net $5.17. List $8.62 

JUNIOR-BUMPER MOUNTS 

No. 140J—Double tapered spring bumper mount—same high quality spring con¬ 
struction and finish as No. 132J. Installation can be quickly made so antenna 
stands truly vertical for top reception. Price: Net $4.17. List $6.95 

JUNIOR SPRING 

No. lOOJ—Light type, double tapered spring only. (Dimensions; 4" x iVs" 
spring ends tapped for 24 thread studs—cadmium plated). 

Price: Net $3.25. List $5.42 

JUNIOR COAXIAL CONVERSION KIT 

No. 118J—Jr. Coaxial Conversion Kit—fits No. 132J body mount only. 

Price: Net $ .90. List $1.50 




MODEL 132JC MODEL 132JC MODEL 132J 


MODEL 118J H 

COAXIAL KIT ^ 

FITS JR. 

MOUNTS ONLY MODEL lOOJ 

GROUND PLANE ANTENNA- 
Modei 300—Master De Luxe 


MODEL 140J 


TWO METER ANTENNAS Model 300—Master De Luxe -SuiJIIw 

No. 113—Master VHP Roof Top Antenna—designed for police, fire service, taxi ... NEW! ... brings in that DX miouom 

cabs, and amateurs using 140 MC to 165 MC. Antenna constructed of stainless for you. Outperforms any type ‘Sm 

steel wire with threaded fitting—easily replaced or changed without disturbing of vertical dipole. “Drooping" 

mounting. Comes with 10'coaxial cable. Price: Net $3.96. List $6.60 jyp^ Ground Plane plus four 

No. 114—Master Coaxial VHF Antenna, an efficient antenna for open type straight radials to give a low 'x/ 

vehicles, convertibles, station wagons, fire trucks, taxi cabs, and amateurs angle of radiation for general X i 5 «wia.u»iw^ 

using 140 MC to 165 MC frequencies. Design permits mounting on any conven- coverage. It gives an almost ^ \ 

ient place by use of any of the Master Standard Mounts. Supplied with 18" perfect circle radiation pattern. *—C 

adjustable section and 10' of coaxial cable. Price: Net $9.95. List $16.60 Ideal for CD and defense nets. \ 

No. llS-Adjustable 36" section for use with No. 114. ^ Covers complete Amateur Band \ 

Price; Net $4.25. List $7.10 vvjth excellent Broad Band char- mhiuN 

No. 214— Master De Luxe—a superior new, ruggedly-constructed, vertically acteristics. Other frequencies as ^..lolwaoi 

polarized antenna with frequency range of 140 to 170 MC. Completely water- specified. Matches 52 ohm co¬ 
proofed. Attractive, highly polished chrome finish enhances appearance of any axial cable through threaded coaxial fitting at end. 
vehicle. Furnished with opprox. 10' of 72 Ohm Coax Cable. MOUNTING TYPES: Straight radials are adjustable (up or down) for pur- 

Type 1— on side with 2 brackets furnished— NET: $15.95. Type 2, MASTER pose of eliminating standing waves on transmission 

MOUNT (No. 132X or 140X). Mounts sold separately. Com- ~r’? lines. For medium or low-powered transmitters. Stur- 

plete antenna: $17.45. Adjustable mounting—adjusts to 17", dily-built of finest alloys to 

. ■ ' ■ ■'■■ ■ ■ . -I -. . I ■ - -I —I withstand corrosion, high winds 

SILICON-CHROME WHIP ANTENNAS and extreme icing. With 36" 

Fits all Master Mounts, finest cadmium plated. | f length of %" pipe for mounting 

SERIES 9 with 3/8" 24 thread studs. purposes. Standard rnounting 


Model No. Le 

9.60T i 

9-72T 1 

9-84T E 

9-86T £ 

9-96T 9 

SERIES 8 without studs. 


Net Price List Price 


Model No. 

Length 

Net Price 

List Prii 

8-60 

60" 

$2.82 

$4.70 

8-72 

72" 

3.08 

5.13 

8-84 

84" 

3.13 

5.22 

8-86. 

86" 

3.42 

5.70 

8-96 

*J-junior Models 

96" 

3.56 

5.93 


Order from your dealer or write. Dealer Inquiries Invited. 
Prevailing Discounts to Distributors and Amateurs. 

^Kc. 

P. O. BOX 1817 • LOS ANGELES 36, CALIFORNIA 
WAREHOUSE AND SHIPPING ADDRESS: 1306 BOND ST. 


Straight radials are adjustable (up or down) for pur¬ 
pose of eliminating standing waves on transmission 
lines. For medium or low-powered transmitters. Stur¬ 
dily-built of finest alloys to 
withstand corrosion, high winds 

1 ^ and extreme icing. With 36" 

I length of 3^" pipe for mounting 

I purposes. Standard mounting 

74 “ *ROO*’ facilities can be secured locally. 

1 Lnw MOOE*' 300- 

[ jru;suLATOR AMATEUR'S NET: $12.95 

j p LIST: $21.60 

MtTAi Model GP-4. Four “Drooping" 

j sLtm Radials for perfect match to 52 

^ j ohm coax cable. Complete am- 

^ ateur band coverage. Specify 

^ I other frequencies. Attaches to 

n Mast with U-Bolts. (U-Bolts and 

113 n/ oa^xIal Mounting Brackets furnished.) 

■r'uNt Also attachable to side of build- 
A \ ing. Sturdy, 

Y-' with special 

^ I O « alloys, to 

jj iiLOtioD^ withstand 

U (EiAMKiof corrosion 

^ /) extreme 

JJ weather. 

Model GP.4 

lug / DMijauifi \ NET: $5.95 

LIST: $9.95 


MODEL 214 MODEL 114 
(COAXIAL TYPE) (COAXIAL TYPE) 
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and 

WiBSTER ' 


’TIARE’ 


MOBILE ANTENNAS 
and Accessories 

^ MILITARY-MARINE-POLICE-FIRE-AIRCRAFT 
I AMATEUR-C-D-COMMERCIAL 


COMMERCIAL-TYPE WEB-WIPS 


WEBSTER-"TIARE" ANTENNA 


7o^( 


- Commercial-type^ high guality 

whips with extreme flexibility 
^ yet will not fatigue or take 

' \A/BD lAiiD \ permanent set under extreme 

WtP-WfIr flexure. Bonded-on fiber glass 

covering . . . insulated . , . 
X Vi weather-proof. Standard 

^ I lengths ore listed but these 

' whips can be provided in any 

practical length on special 
order. 

STANDARD LENOTHS-60'V 72'', 78", 90", 
96". Suggested resale price......$12.00 

MOTORCYCLE RECEIVING ANTENNA-30". 
Suggested resale price.$8.00 

All standard whips are provided with brass, mole, base 
fittings threaded 3/8 SAE unless otherwise specified. 

WEB-WIP CENTER LOADED ANTENNA 

A new and highly effective center-loaded 

/ antenna designed specifically for vehicular 
mounting or for small boats or aircraft. This 
antenna incorporates numerous mechnical fea- 
tures found only in the well-known WEB- 
TIARE marine antenna. Notable in this regard 
/ is the overall weather-proof construction and 

A the thorough and complete protection of all 

/ metallic parts. The lower support column of 

^ ^ the WEB-WIP center-loaded mobile antenna is 

an extremely sturdy but lightweight fiber glass 
tube. This column permits ample flexure to take 
up shock but prevents excessive sway at high 
vehicle speeds. The center loading section is 
wound directly on the upper portion of the 
fiber gloss column and is protected by an ex¬ 
ternal plastic covering. The top whip secures to 
the upper end of the loading section by a stan¬ 
dard screw thread fitting and moy be readily 
removed. This top whip incorporates many of 
the design features of the WEB high-quality, 
military and commercial whips. It is flexible 
enough to bend into a complete half circle yet 
is sufficiently rigid to prevent excessive sway 
while the vehicle is in motion. A bonded-on 
highly flexible fiber glass jacket provides com¬ 
plete protection against weather. Both whip 
and support column have Chrome plated brass 
fittings and the standard ^/b thread utilized 

y nits mounting on any standard type of base 
int or with WEB special fiberglass mount. 

uvo amateur band models ore listed though 
:iai antennas of this same general type ore 
ilable for operation on any frequency from 
D to 30,000 kcs. Prices on request. 

(75 meter phone band) 

(40 meter phone band) 
Suggested resale price ....$18.00 


MARINE 

DE LUXE BASE MOUNT 

A streamlined, insulated base 
mount for WEB-WIP center-loaded 
antennas. Made of fiber glass, it 
is readily mounted. Has top insert 
with thread to fit antenna base. 

MODEL AM-4 BASE MOUNT 
Suggested resale price..$15.00 


A center-loaded antenna for use in marine or other 
fixed or mobile services where a full length quarter 
wave vertical antenna is not feasible. The ^'Tiare" 
is time-tried-and-proven with thousands of units 
giving outstanding performance on boats of many 
different types. The antenna has an overall height 
of 24 feet and the construction throughout will stand 
up under motion of the craft as well as heavy 
weather. The antenna is completely waterproof! Bot¬ 
tom support column is heavy-wall, water resistant 
aircraft aluminum, anodized and sealed with o most 
durable plastic coating. Upper loading section is also 
completely sealed and is watertight. Top whip has a 
highly flexible, bonded-on fiber glass covering and the 
whip design is such that it can be subjected to ex¬ 
treme flexure without fatigue or permanent set. An¬ 
tenna comes with rugged, insulating mounts of die- 
cast, high impact bakelite. Holding bolts and wing 
nuts are bronze. Marine model covers 2-3 Mcs. Models 
in other ranges are available on special order. 

Suggested resale price (FOB).$54.50 

JUNIOR "TIARE" MARINE ANTENNA 

The WEBSTER-TIARE Junior Model Antenna incorpo¬ 
rates the same principles as the Standard and gives 
the same unequalled performance. Its features are 
the same with two exceptions: the tube base and all 
hardware are Chrome plated brass and the antenna 
telescopes to a fraction of its extended height. Rug¬ 
gedly built for extra long life in rugged marine 
service. Price includes standard mounts but oil Web¬ 
ster special mounts can also be used. 

Suggested resale price (FOB).$60.00 


DE LUXE HINGED MOUNTS 

special De Luxe Hinged Mounts 
are available: Model AM-1 with bot- 
tom mount designed for fastening to 
side of cabin. Botton flange 3%"D 
with three fastenings. Max. protrusion 
from side of cabin, 4 V 2 ", Model AM- 
lA has bottom mount for fastening to 

r deck. Base is triangular 3%" on each 
side. Both mounts are finest marine 
hardware, heavy Chrome plated brass, f 
All springs are Monel. 

AM-1 Suggested resale price...$25.00 AM-IA 





AM-2 TOP-HINGING MOUNT 

Designed for boats where the antenna 
must hinge from the top mount. Has 
Monel spring-loaded hinge at the top 
mount to permit the antenna to lie for¬ 
ward or aft. No possibility of rattling 
when antenna is in vertical position. 
Metal parts are Chrome plated cast 
bross. 

Suggested resale price..$25.00 


AM-3 HEAVY DUTY MOUNT 

Designed for conditions where insul¬ 
ators are likely to be heavily incrusted 
with salt after long exposure to 
weather. Large, heavy-duty ceramic in¬ 
sulators mounted on thick bronze cast¬ 
ings. Can be installed on masts or flat 
surfaces. 

Suggested resale price. .....$18.00 

All prices subject to change 
\ without notice. | 


DEALERS: WRITE FOR UNIT AND QUANTITY DISCOUNT INFORMATION. 


WIfi-WIF 


WEBSTER MANUFACTURING CO. 

242 SHORELINE BLVD., MILL VALLEY, CALIF. 


'TIARE'' 
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mobile antenna... 


now . . . the 


'Wonderod^' 


New "Wondered" is a Fiberglas reinforced antennae for mobile radio equipment . . . made 
by the pioneer manufacturer of Fiberglas fishing rods. Thoroughly tested under extreme con¬ 
ditions, for commercial and private installations. STOCK SIZES READILY AVAILABLE. 

NOTE THESE ''WONDEROD" ADVANTAGES: 


• Will not corrode — 
excellent weathering 
properties 

• Will not take a set 

• Light weight, reduces 
bumping on spring- 
mount 

• Exceptionally high 
flexual strength 


• High impact strength 

• Excellent insulation even at high frequencies 

Reduces hazard of operating under live wires, around 
sub-stations, etc. 

PAT. APPLIED FOR 


Length 

60" to 90" 


Retail List Price 

$12.90 


— price includes — 24 chrome-plated brass fitting at 
base and smooth, rounded tip. Larger ball at tip and special 
base fittings available on request. Rods are white Fiberglas. 
Special colors available on quantity orders. 

NOTE: The best impedance match requires a somewhat shorter 
"Wonderod'' antennae than is required with solid steel. 


. . . Excellent performance . . . 
excellent weathering . . . tough 
enough to take the hard knocks a 
police antennae encounters. That’s 
the report of CAPT. TEE HUTTO, 
commanding officer of South Caro¬ 
lina Highway Patrol, whose “Won- 
derod” antennae 
has withstood 
every test known 
to a police 
officer. 


COLUMBIA PRODUCTS COMPANY, a division of 


Company 


P.O. Box 5207, Columbia, South Carolina 



6 % 




m * 
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HY-LITE ANTENNAS for any installation 


Any antenna problem can be solved with the use of the proper HY-LITE model. 
There is a unit for every purpose and every job. Single channel and all-band 
antennae are available for local, medium, and fringe areas. 

HY-LITE units are made of tubing that is specifically manufactured for use in 
antennae. Combined with HY-LITE time proven methods of construction, this tubing 
is made into units that will gave unequalled reception and long life. 


HY-LITE END FIRE ARRAYS I HY-LITE SNAP OUTS 


MODEL D. V., 2-13^ 

Versatile local and semi-fringe unit. 
Stacked for fringe area. Features 
simplicity of installation. 



MODEL C. V., 2-13, UHF 

Advanced all channel End-Fire Con¬ 
ical high uniform gains fringe area 
unit. Stacked for more gain. 



HY-LITE CONICAL TV ANTENNAS 


MODEL BHF, 7-13 

High Band Folded Dipole & Reflector 
Pre-assembled. 



MODEL $030, 2-5 & S030-6 

Low Band Folded Dipole & Reflector. 


MODEL S070, 2-6 

Low Band Straight Dipole & Reflector 
Pre-assembled for Low Impedance 
Lead. 



MODEL S070 BHF, 2-13 

Folded High with Straight Low. 



MODEL X6R2, 2-13 

6-Element Insert. Dipole. Pre-assembled 
Reflector. 



MODEL X6HR2, 2-13 

All Band-High Gain Two Elements Peaked 
for High Band. 



MODEL X4R2, 2-13 

4-Element Dipole Pre-assembled Reflector. 


'hy-lite "YACr 


The HY-LITE ^'YAGI" is designed for signal reception on a specific 
channel. The important feature of the "YAGI" type antenna for TV 
receivers is the directional characteristic. This affords greater dis¬ 
crimination against unwanted interfering signals and at the same 
time gives better reception to the TV Signal the '^YAGT' is designed 
to receive. Specify channel when ordering. 


MODEL Y 


4-Element Yogi. Pre-assembled, Elements 
Pre-aligned. 




MODEL 5Y 

5-Element Yagi. Pre-assembled, Elements 
Pre-aligned. 



MODEL 8Y 

8-Element Yagi. Lpvy Band supplied with 
extra boom Cross-Arm as shown. 



MODEL S030 BHF, 2-13 

Folded High with Folded Low Dipoles 
with Reflectors. 


MODEL S040, 2-13 

In-Line High & Low. 



MODEL S040-P, 2-13 

In-Line High & Low Additional Direc¬ 
tor for High Band. 


MODEL BL3-H, 2-13 

Bat Wing Type Low Band & High 
Band, All Pre-assembled. 




MODEL BVL-3, 2-13 

Similar to BL3-H Two Bat Type Dipoles 
Forms Conical Effect. 



HY-LITE FM ANTENNAS 


MODEL FM SO 

Folded Dipole & Reflector supplied base, lead- 
in, and mast with Guy Ring. 




MODEL FM 3T 

Multi-Directional F.M. Antenna. Does not require 
Directional Orientation. 



MODEL FM 3 

Simple F.M. unit for improving reception in 
''fair to good" areas. 



MODEL 10Y 

10-Element Yagi. Low Band supplied 
with extra Boom Cross-Arm as shown, 

YAGI MODELS FOR UHF AVAILABLE 



MODEL Y FM 

High Gain Directional F.M. Antenna for Areas 
with Weak Signal. 
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HY-LITE AMATEUR ANTENNAS 


• Fully Adfustable 

• All Aluminum 

• Priced Right - Built Right 

• Permanent 



THE FAMOUS INSULATED STANDARD 


HY-LITE 

6,10-11,15,20 

METERS 



2, 3 and 4 

ELEMENTS 


Quickly and easily assem¬ 
bled, the HY-LITE BEAMS 
are ideal for any trans¬ 
mission location, they are 
built ruggedly and will 
stand up under stress and 
strain far beyond that 
encountered under actual 
use. 

The elements on the 6, 
10-11 meter beams are 
made of %" and ^A" 
telescopic aluminum tub¬ 
ing of the highest grade. 
(The elements of the 15 
and 20 meter beam are 
of 1" and %" tubing) 
with locking clamps for 
securing after tuning. The 
elements are supported 

on heavy Steatite insulators. Strong aluminum castings support the reflectors and 
directors and the antenna elements. 

The HY-LITE ROTARY BEAMS are rigid and sturdy and mounted on a standard size 
6‘ mast. 

Any BEAM can be purchased and later cc BEAM of a different frequency added to 
the original. Stacked array can be hacf rtr any combination on order. 

6, 10 and 15 meter beams supplied with .1 and .15 spacing. 3-element 20-meter 
units supplied with .075 and .1 spacing. 

ALL-GROUNDED ARRAY. 


SKY-LITE 

6, 10-11 

METERS 

3 and 4 

ELEMENTS 

• 

Lightest Beam ever built 
by HY-LITE. Beam com¬ 
plete includes Mast. Can 
be assembled and ad¬ 
justed in less than 30 
minutes by one rnan with 
only a screw driver. Ele¬ 
ment lengths and spacing 
fully adjustable. Will 
withstand high winds and 
gale, built of all dural 
tubing and rigid alumi¬ 
num castings. Elements 
are ^A“ and diam., 

boom is heavy wall 1". 
“T" match is adjustable 

by movable (pastings to match 300 ohm line. So light it can be rotated with almost 
any TV antennae rotator. Completely grounded. Good lightning protection. No wood 
used. Good forward gain and front to back ratio. Very little sag in either boom or 
elements. Using .1 and .15 spacing. 6 meter or 10 meter can be added separately 
at later date for stacking. Full instructions are given for length of elements and 
spacing at different frequencies. 




METER ARRAYS 


Can be mounted for horizontal 
polarization, built of all dural 
tubing. All elements are grounded. 
Excellent forward gain and front 
to back ratio. Boom is V' diameter 
hard tubing. Using .2, .2, and .25 
spacing. Elements are a«d 1" 
outside diameter. Unit is supplied 
with clamp to fit any size mast up to lYg 
inch outside diameter (no mast is included 
with unit.) So light it can be rotated with 
almost any TV Antennae Rotator. Each four 
element unit weighs under 3 lbs. — 16 Ele¬ 
ment unit weighs approximately 12 lbs. 
Made to match 300 ohm line. Can be stub 
matched for use with low impedance coax. 




16 ELEMENTS 


MODEL 16E2 


Prices subject to change without notice. 
For prices refer to pricing index. 
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All Band (2-83 )'aDJUSTAwFcONICAI V 

Model AAV-100 

$15.74 List Packed individually 

Adjust any one or all 8 of the elements for efficient 
reception on uhf, vhf and uhf-vhf. Elements at 45° 
for uhf; 60°—uhf-vhf; 90° and 180°—vhf . . . and 
still an end-fire array. Adapts itself for your own 
specific problem. Deluxe construction features dowel- 
reinforcement of elements and Q-bars at the mast 
attachment — plus double u-bolt mast attachment. 
Fully preassembled. 

2-bay Model AAV-200 

with stacking bars $32.87 List 

4-.bay Model AAV-400 

with harness assembly $70.06 List 



All Band (2-83) ADJUSTABLE V 

Model UVA-l 

$7.56 List Packed Individually 

Any 1 or all 4 elements adjustable to 45° (uhf) 
60° (uhf-vhf), 90° and 180° (vhf) — and still a 
high gain end-fire array. Completely preassembled 

2-bay Model UVA-2 

with stacking bars $16.51 List 

4.bay Model UVA-4 

with harness assembly $37.37 List 



CONICAL V FRINGE LEADER SR. 

Model CVA-500 $13.33 List 4 to carton 

Same design as AAV-100 but elements 
not adjustable. 

2-bay Model CVA2-500 

with stacking bars , $28.00 

4-bay Model CVA4-5|o I 

with harness assembly . $60*50 


FRINGELEADER 


R. V. ANTENNA 


Model EVA-100 $5.40 List 4 to carton 

4 element end-fire array, ideal for urban and semi- 
fringe area. Completely preassembled Similar in 
design to UVA series, but elements not adjustable. 


2-bay Model EYA-200 

with stacking bars $12.20 List 

4-bay Model EVA-400 

with harness assembly $28.70 List 



the renown RMS LA-3 

$1.00 list 

lightning arrestor and 
static charge eliminator 
.. . all in one! Takes twin 
lead and open line,* 
mounts flat or to the mast. 
Ul approved. High con¬ 
ductivity, corrosion re¬ 
sistant contact hardware 
throughout. 


UHF Lightning Arrestor LA-UH3 
$1.48 list 

incorporates specially designed filter 
networks to effectively isolate r.f. from 
.ground potential so that the arrestor 
operates' to discharge static and light¬ 
ning. Takes regular twin lead, oval and 
tubular lead, 375 ohm and 450 ohm 
open line. UL approved. High conduc¬ 
tivity, corrosion resistant contact hard¬ 
ware used throughout. Can be mounted 
flat, or to mast. 
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SN-3 
12c list 


SN-250 
10c list 


/ n^ \ 

/ o©oooo \ 



ST'f-1 \ 3 \ 

\ A \ 

Sl'f * \ 5 \ 

\ 6 \ 

StV-* \ 7 \ 

7Y-8 \ 9 

L . \ \0 

\ '''■", \ 

\ \ 

\ 3Y-38 \ __ 

\ S331.8-M 

\ 83'''-®-l\ 

\ rYl8-8 I 
\ 3Y\.8-'® 


I a' 

\ 7.61 



524.69 I 
I 13.3 5 \ 

\ 12.3® \ 
\ 2' 60 \ 
\ 10.83 \ 

\ 33.31 1 

\ 13.31 

\ 13.31 

, \ 33.31 
\ \ 33.31 


RMS 

BO-TENNA 
FOR UHF 


Universally accepted for ohf areas — excellent gain 
over channels 14-83. 

• Reflector i$ not wire mesh but actually tuned 
elements — eliminates ghost pickup. 

# Greater air gap around signal takeoff points acts 
i to prevent shorting due to excessive rains. 

A # Bow Tie elements fold bock on crossorm for 
\ protection during shtpping swivel out for 

\ speedy installation 



Chon. 



Model 

No 

List 

Description 

BT.5 

14 83 

$3.85 

Bow Tie & Crossarm 
without reflector 

BT 10 

14-83 

6.00 

Bow Tie & Crossarm 
with reflector 



S33f3-30'^, \ 3 

S33L30-3 I ^ 
SlYU'O-M I 

\ 53'^'-'°;* \ 

\ 231.30-^, \ 

1331 . 30-8 \ 

\lYLlO-’ \ 

^\33U0-3 3 \ 

\2YL-30-331 


$30.86 \/ 

29.31 \ 

I 17.77 \ 

\ 16 73 \ 

\ 14.39 \ 

\ 14.83 \ 

\ 14.83 \ 

\ 14 . 8 ' 1 

\ 14 83 

' \ 14 . 8 ' 

‘ \ 14 . 8 ' 

1 \ 14 . 8 ' 




RMS ^ ^ 

SKYTRAK UHF YAGi 

,Model 6Y — 


B element, all-aluminum; no plastic com¬ 
ponents to short out; no hardware joints 
to corrode Fully assembled, 1 to carton. 
Specially designed 3-wire folded dipole 
transformer for impedance matching. 
Six models cover UHF band from 14 through 83 



Model 

Channels 

List Price 

6Y2 

14-20 

$5 10 

6Y3 

21-30 

5 10 

6y4 

31-40 

5 10 

6Y5 

41-54 

5 10 

6Y6 

55-68 

5 10 

6Y7 

69-83 

5 10 


MC-3 
20c list 


GENERATOR 


^ .p.;| 


RMS MAKES EVERYTHING 
YOU NEED FOR TV INSTALLATION 

TRANSMISSION LINES • HARDWARE 
SERVICE INSTRUMENTS • TUBE CARRIERS 

WRITE FOR NEW CATALOG 



Model BAR-1 
$24.90 list 


Transmits modulated carrier on channel 5, thereby 
producing a series of vertical or horizontal bars on 
the TV screen, for fast accurate linearity adjustment 
Provides adjustable number of bars. Complete with 
300 ohm receiver cord. Compact to fit in service¬ 
man’s kit 
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W0tl4‘i lai^e^t luahu^acturef 

AMPLIFIED MASTER ANTENNA SYSTEMS 

Each Jerrold system is specifically designed for 
its type of application dhd includes all necessary 
accessories and equipment. Since prices depend 
on t|:ie size and complexity of the installation, it 
is suggested you contact Jerrold or your dis¬ 
tributor for complete information. A catalog 
describing the Jerrold Job Rated line of equip¬ 
ment for systems of 2 to 48 receivers is avail¬ 
able on/request. 

.ftRROLD maintains a complete consultant engineering service to solve all 
your Master Antenna System problems, prepare blueprints, cost estimates, 
and bills of materials for any project as well as render field engineering 
supervision. Consult Jerrold for any type of assistance regarding Master 
Antenna Systems. 


JERROLD products include: 

• Community Master Antenna 

Systems for communities, 
towns and cities 

• Constant Level Master Antenna 

Systems tor hotels, motels, 
institutions, apartment build¬ 
ings 

• Pre-amplifiers 

® UHF Converters 



Accurate for Laboratory— Rugged for the Field 

DIRECT READING 


FiaO STRENGTH METER 



MODEL 704 

Jerrold Model 704 Field 
Strength Meter is de¬ 
signed to fill the gap 
between expensive lab¬ 
oratory equipment and 
simple types of relative 
measuring field strength 
meters. 


VIBRATOR PACK 


$275 Net 

Model 704 

with AC power 
supply 


MODEL 704-6V 


(Price includes all cables) 

$24.75 Net 


Model 704 measures actual microvolts. It is accurate within — 0.8 db. It separates 
and measures vta^o, audio and adjacent channel carriers and also helps 
locate RF interference. Model 704 reads directly in microvolts and in db. six 
ranges from zero to 3.0 volts. AC or 6 Volt power supply units are available. 
Input impedence is 72 and 300 ohms. Weighing less than 17 pounds, it can 
easily be carried for field tests. 


Variable 

RF AHENUATOR 



Model A-72 

for use with RG-59/U cable 

Net Price $54.50 

Model A-72X 

for use with RG-ll/U 

Net Price $59.50 

Jerrold Models A-72 qnd A-72X attenuator 
have been designed and engineered to 
provide precise attenuation in steps ranging 
from 0 to 82 db. by si^le ^'IN'' and 
switching arrangement.-^ The attenuators are 
linear over a range of. frequencies from 0 to 
250 MC, and have a ySWR less than 1.05, 
when properly terminated. 

Accuracy is — 1.0 db. at maximum (82 db.) 
attenuation. The insertion loss is less than 
0.5 db. at 200 MC. They are capable of 
handling 509 milliwatts CW. 



JERROLD 


ELECTRONICS CORPORATION 

PHILADELPHIA 46, PA. 
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CJROWJV® Antenna Rotator 


A Product of 
Crown Controls Co., Inc. 
New Bremen, Ohio 


COMPASS INDICATING MODEL 

1. 115 Volts 60 Cycle AC 5. Takes Antenna Mast Up To 2^ 

2. 30 Watts AC Input 6. Shipping Weight 11 Lbs. 

3. Gear Ratio 3000 To 1 7. 4 Conductor Installation 

4. 175 Lbs. Weight Capacity 8. 365^ Rotation, 60 Seconds 


Constant Indication —No need to rotate 
antenna to obtain a reading. Needle does 
not fluctuate . . stays steady and accurate. 
Is easily observed and accurately read. 
Automatic Voltage Compensation —Line 
voltage variations do not interfere with the 
indicating accuracy. No need to calibrate 
or adjust. 

Finger Tip Switch —One switch controls 
antenna in either direction. 

Dial —Compass indicating type. Illumin¬ 
ated for easy reading. 

Control Box —Beautiful mahogany Bake- 
lite. 

Off and On Switch —Located next to dial. 
Electrically safe, push button type. 

Gears —Brass and steel machine cut gears 
accurate to within .002". Bull gear is 3" 
in diameter and has own roller ball thrust 
bearing. 


Housing — Reinforced — High strength 
aEliiminum casting, chemically protected 
oh interior surface. 

Brake —Automatic brake releases only 
when motor is energized. Prevents coast¬ 
ing and windmilling. Permits use of a spur 
gear drive which increases delivered tor¬ 
que. 

Terminals —Readily accessible. Standard 
terminal screws permits 4 wire hook-up to 
be made with screw driver only. 

Bearing —Built in roller ball thrust bear¬ 
ing. No other bearing necessary. 

Sending Unit —A tele-metering indication 
system. A complete unit within itself, 
hermetically sealed. Not a reostat device. 

Motor—Life time lubricated capacitor 
motor. 


A Product of 
Crown Controls Co., Inc. 
New Bremen, Ohio 




• Cast aluminum construction. Alloy ; . 
used has extra high corrosion resis¬ 
tance rating. 

• Weather-proof ... no danger of 
freeze-ups due to unique outside 
casting design, 

• Roller bearing equipped for easy 
turning. 

• Stand-off insulator furnished as 
standard equipment... tapped hole 
for fast installation, can be used 
with maximum of 6 guy wires. 


• Fits any mast up to O. D. 

Furnished complete with 6 bolts, 
12 locking nuts, and 3 guy wire 
thimbles. 

• Shipping weight approximately 2 
pounds. 

• Bearing lubrication will not freeze 
at 50-F. below zero or melt at 
200-F. 

• Can be used with the Crown An¬ 
tenna Rotator where the rotator is 
mounted at the base of the antenna 
mast. 
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ELE OTIC / INDUSTRIES, INC. 



I 


I 


ANTENNAS 


WAVE TRAPS 


HI PASS PILTERS 


BROOKLYN 2, N. 



NEW U.H.F. BOWTIE ANTENNA 




ULTRA... 


SENSITIVE 
LOW LOSS 


DIRECTIONAL 


• COMPACT 

• HIGH GAIN 

• ECONOMIC 


The finest Bowtie ever designed. A 
TELEMATIC engineering triumphi Look 
at these features; Wide spaced element 
support minimizes R.F. leakage. Virgin 
poly spacing pillars. Double zinc plated 
screen reflector. Folds flat as a pancake 
— sets up in seconds. Rigid construction 
for sharp, flicker free reception. Guar¬ 
anteed — the best! 


CAT. NO. 700 .List $7.50 


NEW! U.H.F. CORNER REFLECTOR 


NEW! U.H.F. FRONT “V” 



Completely new from dipole to 
reflector. TELEMATIC’S finest 
broadband U.H.F. antenna. An 
excellent all-around fringe 
area performer. No forward 
obstruction to reduce "Beam- 
power” gain. Solid, vibration¬ 
less construction. Easy as¬ 
sembly — only seconds to in¬ 
stall. 


The New TELEMATIC U.H.F. front "V” antenna, like its V.H.F. 
predecessor, is designed for razor sharp, narrow beam reception. 

^ ^_ - Exceptionally high gain. Re- 

ceiving range in excess of 
f j 50 miles. Matches 300 ohm 

r / y twin lead. Rigid “Wind- 

V*. J proof” construction. Installed 

■■■ __ in seconds — lasts for years. 

Another TELEMATIC "Plus 
value." 


CAT. NO. 710 .List $14.50 CAT. NO. 720 .List $7.95 


NEW! U.H.F. RHOMBIC 


NEW! U.H.F. YAGI 


The U.H.F. obstruction chaser. Designed for use in areas where 
trees, buildings and other obstructions cause multiple reflections. 

^-Narrow beam horizontal di- 

^ ' ■'rectivity reduces ghosts and 
I 'nterference. Uniform signal 
( ^ ) gain over entire U.H.F. spec- 

trum. Simple rugged con- 
struction. Reinforced ele¬ 
ments. A real performer. 


CAT. NO. 730 .List $9.95 


Old reliable! A U.H.F. yogi combining broad band coverage plus 
high gain directivity. All the brilliant performance that only a 
YAGI can deliver. Simple everlasting construction. Crossarm 
- drilled to receive elements. 

I No fussing with "U” bolts. 

I J Pre-adjusted for maximum 

I / signal gain. Razor sharp 

- -"beam power” directivity. 

An exceptional antenna. 

CAT. NO. 750 .List $5.95 

Add Channel number to No. 7 50 when ordering. 


EXCLUSIVE! U.H.F. SINGLE CHANNEL CONVERTER 


o o o 
O o Q 


UHF 

CONVERTER 


o o o 
o o o 
o o o 


An all new, hide away U.H.F. converter. Designed to 
provide finest reception of your favorite U.H.F. channel 
on present V.H.F. television receivers. Superbly de¬ 
signed for high efficiency. No tuning required, once 
in use. Just set it and forget it. Guaranteed not to 
interfere with normal V.H.F. reception. Supplied with 
all tubes, ready for immediate installation and use. 
Completely self powered. For use on 110 Volts 60 Cy. 
only. 


FEATURES 


OUT OF SIGHT 


SET & FORGET 


SELF POWERED 


• EXTRA HIGH GAIN 


• EASILY INSTALLED 


• FINE TUNING 


CAT. NO. UH20 (specify channel) .List $27.65 
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ANTENNA 

SWITCHES 


CO-AX MATCHING 
TRANSFORMERS 


T.V. RECEIVER 
COUPLERS 


ELE mric I INDUSTRIES/INC. 


BROOKLYN 2, N. Y. 


EEDY RIG CONICAL ANTENNAS 


The last word in antenna Engineering. Designed 
for ease in installation, as well as efficiency in 
operation. Installed in a jiffy. A.) Packed com¬ 
pletely pre-assembled. No loose hardware. B.) Ele¬ 
ments pinned-in and hinged at ends ready to swing 
into position. C.) Swing jaws shut, tighten wing 
nuts and antenna is ready. Exceptional gain on 
all channels, 2 to 13 inclusive. Extra sturdy, all 
aluminum construction. Supplied less mast. 

CAT, NO. 350—Single, 8 elements List $11.77 
CAT. NO. 350-2X 

Two bay, 16 elements.List 24.54 

CAT. NO. 356—Single, 8 elements....List 11.77 
CAT. NO. 356-2X 

Two bay, 16 elements.List 24.54 





DELUXE PLUG-IN CONICALS 

Economical and efficient. Especially designed for weak signal areas. Features 4 to 1 front 
to back ratio. Maximum signal to noise ratio. Equal reception on all channels 2 to 13 inclusive. 
For use with 72, 150, 300-ohm line. Sturdy all aluminum construction. Built to take it. Less mast. 


NO. 250—Single, 8 elements.List $ 6.93 

NO. 250-2X—2 bay, 16 elements.List 14.44 



NO. 256—Single, 8 elements. 

NO. 256-2X—2 bay, 16 elements 



....List 6.93 

.List 14.44 

HI-LO FOLDED DIPOLES 
WITH REFLECTORS 

Speedy rig folded dipole antennas are completely pre-assembled. All loose hardware 
is securely locked in place. Installed in minutes, they last for years. Designed for broad 
band tuning. Hi and low orient independently. 


CAT. NO. 462—Combination Hi-Lo.List $9.28 

CAT. NO. 463—Hi frequency section only. List 2.77 

CAT. NO. 461—Lo frequency section only.List 7.06 


ALL LESS MAST 



SUPER BROAD BAND YAGIS 


The ultimate for fringe area reception. Covers 3 
to 4 channels from the same direction. 26 db front 
to back ratio. Forward gain 10.2 db over a di-pole. 
Pre-assembled on one piece collector bar. Installed 
in minutes.. All aluminum construction. Matching 
stubs available for stacking. 

NO. 200-2 NO. 200-5 

Channel 2 — 5 elements ...List $12.50 Channel 5 — 5 elements....List $10.44 

NO. 200-3 NO. 200-6 

Channel 3 — 5 elements....List 11,75 Channel 6 — 5 elements... List 9.70 

NO. 200-4 NO. 200-7 to 200-13 

Channel 4 — 5 elements ...List 11.10 Chan. 7 — 13 elements.. .List 6.95 

STACKING KITS QB-22-2 through QBr22-6—Channels 2 thru 6.List 3.50 

STOCKING KITS QB-22-7 through QB-22-13—Channels 7 thru 13.List 1.40 



FIELD PATTERN OF THE ‘SUPER- 
YACr SHOWING HIGH FRONT- 
TO-BACK RATIO 



CHANNEL 4 
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ANODE EXTENSIONS 

A high voltage extension per¬ 
mitting CR tube to operate 
either 3 or 6 ft. from TV 
chassis. Anode cap made of 
Neoprene, Ext. end of Poly¬ 
ethelene, Non-breakable ends 
designed for hard usage. 

CR-33-—3 Feet . 

CR-33-6—6 Feet .. 



List $1.50 
List 2.00 


CR SOCKET EXTENSION 

6 wire picture tube extension 
harness either 3 or 6 ft. long. 
Tube socket on one end and 
tube base on other. Generally 
used with anode extension 
above. 



CR-35—3 Feet . List J},2.25 

CR-35-6—6 Feet . List 3.25 


YOKE EXTENSION 

8 wire yoke extension. Both 
ends completely enclosed with 
plugs and pitch filled for dura¬ 
bility. 3 or 6 ft. lengths avail¬ 
able. 

CR-55—3 Feet ... .List $2.25 

CR-55-6—6 Feet .List 3.25 


PHILCO 

CHASSIS EXTENSION 

Two types, 6 or 10 wire, 
covers all current Philco 
TV sets. Plugs on both ends 
pitch filled for hard serv¬ 
ice. May be used in serv¬ 
icing or custom installation. 

CR-75-- 7 Lead . 

CR-76—11 Lead . 


EXTENSION KITS 

C.R.T. extension kits 
consisting of various 
combinations of as¬ 
semblies described 
above. Each kit has 
been carefully se¬ 
lected to provide the utmost in con¬ 
venience for servicing, converting or 
custom installing of TV receivers. 


CR-41—(3 ft.) contains 1 CR-33, and 

1 CR-35 .List $3.75 

♦CR-57—(3 ft.) contains 1 CR-33, 1 

CR-35 and 1 CR-55 .List $6.00 

CR-57-6-—(6 ft.) contains 1 CR-33-6, 1 
CR-35-6 dnd 1 CR-55-6 .. List $7.75 
♦CR-78—.(Philco) contains 1 CR-55, 1 
CR-75 and 1 CR-76 .List $7.50 


(♦Packed In fl^ansparent styrene boxes) 




List $2.25 
List 3.00 





ANTENNAS 




INDUSTRIES, tNC. 


I 


WAVE TRAPS ■ HI-PASS FILTERS 




BROOKLYN 2, N. Y. 





MATCHING TRANSFORMERS 


Highly efficient 
matching trans¬ 
formers for use 
where 300 Ohm 
twin lead must be 
matched to 72 Ohm 
co-ax input and 
vice versa. 


AT-19—300 Ohm to 72 0!;m input 
AT-26— 72 Ohm to 300 Ohm input 
List $3.00 


ANTENNA SWITCHES 


2 POSITION — 30D OHM 

Sturdy, compact, 
impedance 
matched switch 
accommo¬ 
dates two 300 
Ohm antennas to 
one 300 Ohm 
rcvr. input. 

AS-46—2 position antenna switch 

List $2.00 

2 POSITION — 72 OHM 



P 


Similar to AS-46 but 
designed for use with 
two 72 Ohm co-ox an¬ 
tennas and one 72 Ohm 
co-ax receiver input. 

AS-48—2 position co-ax sw. List $2.50 

3 POSITION 300 OHM 

Low loss impedance 
matched switch will 
accommodate 3 sep¬ 
arate 300 Ohm an¬ 
tennas to one 300 
Ohm input or 3 rcvr. 
inputs to one an¬ 
tenna. 

AS-18—3 position ant. sw. List $3.50 

3 POSITION — 72 OHM 

Similar to AS-18 but 
designed for use with 
three 72 Ohm co-ax 
antennas and one 72 
Ohm co-ax rcvr. in- 
put or vice verso. ^ 

AS-47—3 position co-ax sw. List $4.50 




300 OHM 


4 POSITION -- 

Accommodates four 300 
Ohm antennas to one 
300 Ohm rcvr. input, 
or one antenna to four 
300 Ohm receivers. 
Employs rotary selector 
switch. 


AS-49—-4 position ant. sw. List $5.95 




WAVE TRAPS 


INDUCTIVE 
TUNED TRAPS 

Slug tuned wave 
traps designed to 
eliminate undesired 
or interfering RF sig¬ 
nals received through 
TV receiver front 
ends. Two section 
slug tuned circuits for 
fine tuning of either balanced or un¬ 
balanced antenna inputs. 

VVT-14 for amateur or commercial sw., 
13.5 to 31.6 Mcs.List $3.50 

WT-15 for amateur or diathermy, 30 to 
60 Mcs.List $3.50 

WT-16 for FM or diaihermy, 60 to 90 
Mcs. .List $3.50 

WT-17 for FM images, 90 to 112 Mcs. 

List $3.50 

WT-27 for comm, transport band, 140 
to 170 Mcs.List $4.00 

CAPACITIVE 
TUNED TRAPS 



Condenser tuned 
wave traps similar 
to above. De¬ 
signed for use in 
circuits that can 
not accommodate 
additional induc¬ 
tance at the front 
end. 


WT-14E for the new 15 mtr. amateur 
band 13.5 to 32 Mcs.List $3.50 

WT-15E for amateur or diathermy, 30 to 
75 Mcs.List $3.50 

WT-16E for FM interference, 72 to 160 

Mcs.List $3.50 


IGNITION FILTERS 


Specifically designed 
to eliminate or re¬ 
duce those annoying 
streaks, on TV 
screens, generated by 
passing automotive 
traffic. Fully enclosed 
in metal shield. 
Simple to install. 


WT-28 Ignition filter 
List $2.00 
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Tunable low pass line 
filters designed elimi¬ 
nate RF signals or 
other noises received 
through the AC 
mains. Fully shielded 
Easy to install. 



WT-29 for diathermy List $5.95 

WT-30 for general line noises List $4.95 


HI-PASS FILTERS 


Completely elimi¬ 
nates harmonic in¬ 
terference from ama¬ 
teur, diathermy or 
other RF sources. 3 
section filter, com¬ 
pletely shielded. 
For 72 or 300 Ohms. 



WT-300 for 300 Ohm line List $5,95 
WT-072 for 72 Ohm co-ax... List $5.95 


C. R. TUBE BOOSTERS 


1 STAGE 
BOOSTER 

Add life to your 
old, worn-out pic¬ 
ture tube. Just plug 
it in and get months 
and months of extra 
bright TV reception. 
CR-50 Series fil. circ.. 
CR-51 Isolation type 
CR-64 Par. Fil. Circ. 



List $3.50 
List $3.50 
List $3.50 


2 STAGE 
BOOSTER 

For very old CR 
tubes. Intensifies 
in two stages, 
adding more than 
twice t h e extra 
life provided by 
the single stage 
intensifier. No line cord — no splicing. 
Easy to install. 

CR-54 2 stage booster.List $5.95 


AC LINE SWITCHES 


Automatically operates accessories nor¬ 
mally used with your TV set. Turns the 
equipment on or 
off as the receiver 
is turned on or 
off. No more un¬ 
sightly tangled 
wires. Sturdy, 
compact metal 
case mounts con¬ 
veniently in rear 
of set. 

SW-58 Automatic line switch .List $5.95 




] 


ANTENNA 

SWITCHES 




CO-AX MATCHING 
TRANSFORMERS 


I 


T.V. RECEIVER 
COUPLERS 


I 


INDUSTRIES, INC. 


BROOKLYN 2, N Y. 



tern with no noticeable signal loss. Housed 
in a compact metal case. Out of sight — 
easy to install. Factory tested. 

AM20 Two set 300 Ohm coupler 
_List $7.95 

2 SET — "ECONOMY" 

Low priced 2 set 
coupler featuring 
two stage trans- 
former inductive 
coupling. Allows 
two 300 Ohm TV 
receivers to operate 
from the same 300 
Ohm antenna. Can be installed anywhere. 
AM-62 Two set 300 Ohm coupler 

List $3.50 




4 SET TWIN LEAD 
AND CO-AX 

Two types to choose 
from. Motches four 
revrs. from one 300 
Ohm antenna. Com¬ 
pact, easy to install. 


to four 300 Ohm receivers List $5.95 
AM-40 Matches one 300 Ohm antenna 
to four 72 Ohm receivers List $8.95 


WALL ANT. RECEPTACLES 


Two models of 
wall receptacles 
for convenience in 
store demonstra¬ 
tion, servicing or 
home use where 
several TV sets 
must be used at 
the same time. 
Eliminates using 
screw driver each 
time set is moved. 

300 Ohm plug is 
supplied with 
each receptacle 
Model AT-66 hqs 
receptacle at the 
top. Model AT-67 
has receptacle on 
the front. May be 
paralleled on one 
feedline, or used 
on separate an¬ 
tennas. 

AT-66 Front receptacle 
AT-67 Top receptacle . 



AT-66 



AT-67 

..List $1.00 
List $1.00 



Popular TELEMATIC STURDY TUNE detents 
are widely known for their heavy duty 
construction and economy in price. Made 
for most popular TV sets in use today. 
(*Asterisk before model number indicates 
that locator plate is NOT supplied.) 



REPLACES 

LIST 

PRICE 

*1015 

RCA #71463 

$1.50 

1015PL 

RCA #71463 

2.80 

*1016 

RCA #72743 

1.50 

1016PL 

RCA #72743 

3.15 

*1017 

Admiral #76814 

2.00 

1017PL 

Admiral #76814 

4.15 

1018 

RCA #73440 

4.75 

*1019 

Teletone 1 / 4 " shaft 

2.00 

*1020 

TELETONE 3/16" shaft 

2.00 

*1021 

Magnavox #633722-1 2.00 

1021 PL 

Magnavox #633722-1 4.15 

1022 

RCA #75162 

4.00 


MAST COUPLERS 


The ideal method for securely coupling 
two 1 % inch masts. No tools or hardware 
required. Cannot work loose. Simply slide 
end of coupler into each mast sec¬ 
tion. Heavy weatherproof cadmium plated 
finish. 

CU-1 for I’A" O.D. mast ,.List $.85 


CONICAL STABILIZERS 


P_iag»< - .. 

A durable, low loss means of preventing 
conical antenna elements from bending, 
buckling or breaking due to vibration. 
Aluminum arms firmly clcimped over 
weatherproofed hardwood center. For use 
on both or O.D. elements. 

CS-21 Conical stabilizer.List $.50 
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PHOENIX ELECTRONICS, INC. Lawrence,mass. 


HIGH GAIN. 4 TO 1 FRONT TO BACK RATIO. ALL CHANNELS 2.13 UNI DIRECTIONAL. 
PHOENIX CONICALS MAXIMUM SIONAL to NOISE RATIO. FOR USE WITH 72-150.300 OHM LINES. LOW 
INCEPTION ANGLE. 



PAR-4. Hlah ^aln. Channels 2-13. 4 ele* 



PAR.47. 6 elemenft. 2 reHecfers. Single 
bay. PAR-47-4X. Four stocks with 'A wove 
connecting bars. LIST -- 9.25 



PAR.48. 4 elements plus 2 hiqh freqs.. 
4 reflectors. Single bay. PAR.48.4X. Four 
stacks with 'A wove connecting bars. 
LIST __8.60 



PAR 46. 6 elements. 4 reflectors. Single 
bay. PAR-46-4X. Four stacks with ’A wave 
connecting bors. LIST ft tc 



PAR-49. 4 elements. 2 reflectors. Single 
boy. PAR. 49 . 4 X. Four stacks with 'A wove 
connecting bars. LIST __8.50 




PHOENIX PAR.3 IN-LINE 
High gain antenna con- 
sisting of director, high 
ond low folded dipoles 
and reflector. Lo-loss 
insulotion. Complete 
with oil hardware — 
less mast. Complete cov¬ 
erage from channels 
2-13. 


PHOENIX YAGI 5 ELEMENT 

High goin. Cleqror, sharper, steadier pictures. 
Matches 300 ohm impedance. Molded insulator pro¬ 
vides additional strength. Exclusive design mast 
clamp. Sturdy, trouble-free construction. Quick rig. 
Completely pre-ossembled. Just swing elements into 
line and tighten wing nuts. 



LIST, CHANNELS 2-3—17. 

CHANNEL 4_14. 

CHANNELS 5-6_12.50 

CHANNELS 7-13_7.50 



PHOENIX PAR-S IN-LINE 

Complete coverage from channels 2 to 13 
Moximum performance in fringe oreas. Motches 300 
ohm line. Molded lo-loss insulators. Sturdy construc¬ 
tion. Exclusive design most clamp prevents antenno 
turning or canting under any conditions. Quick rig 
— Completely preassembled. Just swing elements 
into line and tighten nuts. Simplequickeasy. 

LIST ___11.80 



CHANNELS 2-3-4_30. 


LIST, CHANNELS 7-13.14. CHANNELS 5-6_25. 

PHOENIX 10 ELEMENT FRINGE MASTER YAGI 
10 elements for maximum performance, minimum 
interference. Exclusive mast clamp design prevents 
canting or turning. '"Intralok" support stops woving 
and wiggling, assures permanent rigidity. Matches 
300 ohm impedance. 
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PHOENIX WALL MOUNT PAM-1 fj 1 

Con bo mountod on any wood or mosonry PHOENIX WALL MOUNT PAM-8 ' uiidb r»i auh 

wall. Adbistablo clomp holds any sizo 3'* cloaronce. HoovUy plated steel. Ad. PHOENIX GUY WIRE CLAMP 
pole from Va** to one and a half Inches Instable clamp holds any pole from 

in diameter. 6** cleoronce. to IVz" in dio. onywhere on 

LIST PRICE_2.50 pr. LIST PRICE_1.50 diw mast, 9“«cWy attoched to 




PHOENIX WALL MOUNT PAM.4 
For installations requiring up to 12Vi 
inches cleoronce. Most clomp securely 
holds poles from Va** to one and a half 
inches in diameter. Ruggedly constructed 
of heavy plated steel. 

LIST PRICE_5.00 pr. 



Con be fastened anywhere on 
most. Quickly attached to 
ony size most Va'* to IVa” in 
diameter. Heovily plated. 

LIST PRICE-50 eo. 


PHOENIX TWIN SCREW TYPE 
PST.3 INSULATORS 
Holds HF leads 7" from well 
— improves performance 
cuts losses. One piece all steel, 
heavily plated. 

LIST PRICE_25 eo. 




PHOENIX ROOF MOUNT PAM.I2 ^UY WIRE CABLE CLAMP ^ 

For quick ond eosy mounting on fiot or PCC-1 

peaked roofs. Heovily plated steel strongly -uy PHOENIX GUY WIRE KIT PK-I 

braced. Clomps will hold ony site pole securely. Vibration-reslstant.. ^®"*'*** t **[?"** 

from Vh*’ to IVz" in diameter. Heavilv oloted steel ^ turnbuckles; 

LIST PRICE_3.95 eo. LIST PRICE_^.10 ea. 3 ^ 



3 screw eyes; 6 cable clamps, 
and 1 guy wire mast clomp 
oil packed in carton. Metal 
ports ore galvanized. 

LIST PRICE_3.25 eo. 


PHOENIX CHIMNEY MOUNT PAM-Y 
Adfastobio clomp holds masts ’A'* to 
IVa". Extra strength at point of greatest 
stress! All weatherproofed steel. 

LIST PRICE_3.00 pr. 


PHOENIX TYPE POM 
I ORIVE-IT INSULATOR 

Just hammer it in —DRIVE-IT 
stays in permonently and se- 
PHOENIX WALL MOUNT PAM-8 eurely. Mode of heavily plated 
Exceptionally strong ond rigid. Ad|ustablo Polyethylene 

from one inch to nineteen Inches. Helds *"****♦* 

masts from three quarters to one ond PRICE . . . .06 co. 

one-half inches. Heovy gouge steel. 

UST PRICE-7.00 pr. . 





PHOENIX PAM-S CHIMNEY MOUNT 
Fits any type of chimney. Fast, one mon 
instollation. Weother proof. Adfustoble 
clamp holds any most from Vi inch to 1 Va 
inches. 

LIST PRICE-2.50 pr. 


PHOENIX EAVE MOUNT PAM-10 
Quickly mounts on rafters, trim boords 
and ofFsets ot top of building, clearing 
windows, louvres and other obstructiens, 
LIST PRICE_3,95 pr. 


U BOLT CLAMP TYPE PUC-1 
Joins 2 masts together quickly 
and securely. Galvanized steel. 
10 to the carton. 100 to mas¬ 
ter carton. 

LIST PRICE_25 co. 


TURNBUCKLES TYPE PTB-I 
(adjusts 4Vs*‘ to 6V8** long) 
For adjusting tension on an¬ 
tenna guy wires. Heavily gal¬ 
vanized with clean cut threads. 
Twelve to carton. 

LIST PRlCg 30 eo. 





PHOENIX VENT PIPE MOUNT PAM-7 
Quickly ottached to any pipe or round 
oblect 2Va" to 4" In diameter. Holds any 
sixe mast from Vs” to IVa", Heavily 
plated steel. 

LIST PRICE_3.00 pr< 


PHOENIX UNIVERSAL MOUNT PAM-3 
Mounts onywhere — Rot roofs — sloping 
roofs (ony pitch) — peaked roofs. Ciomps 
wiil hold any size pole from W* to IVa" 
in diameter. 

LIST PRICE_9.50 ea. 


PHOENIX PAM-II STAND-OFF 
INSULATORS 

Attaches in 10 seconds to any 
size most. Polyethylene insert. 
3 V 2 " stand-off. 

LIST PRICE_15 eo. 

PHOENIX PAM-11-T TWIN 
STAND-OFF INSULATORS 
LIST PRICE . . ; , . .30 eg. 

PAM-llA 

Stainless Steel Strap 

LIST PRICE__.19 ea. 


PHOENIX SCREW TYPE 
INSULATORS 

Heavily plated. Lo Loss Poly¬ 
ethylene insert. Type PS-1 — 
3 V 2 " long. Type PS-2 —Y’A" 
long. PS-4 screw insulotor, 
10/32 mach. Thread 3'/S" long. 
PS-5 screw insulator, 10/32 
moch. Threod 7 V 2 " long. PST-4 
twin screw insulator. 10/32 
mach. Thread 7 V 2 " long. 

LIST PRICE__.b6 eo. 

LIST PRICE_09 eo. 

LIST PRICE_06 eo. 

LIST PRICE_09*00. 

LIST PRICE_25 eo. 
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PHOENIX ELECTRONICS, Inc., Lawrence, Mass. 

ULTRA HIGH FREQUENCY SPEED-TENNAS 


Phoenix Type 
PAR-108 

ULTRA Hl-V 

Chan nets 74-83 

* High gain 

* 300 ohm impedance 

* Exclusive mast clamp 





Phoenix Type Phoenix Type Phoenix Type 

PAR-103 PAR-111 PAR-105 


NEW UHF-VHF 
ALL CHANNEL 
2-83 

One antenna . . . one 
transmission line for all 
channels. 


UHF ULTRA-METRO 

Channels 7-83 


WRITE FOR PRICES 
AND COMPLETE CATALOG 


NEW UHF-VHF 
ALL CHANNEL 
2-83 

One antenna . . . one 
transmission line for all 
channels. 
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Precision Engineered 
Ruggedly Built 
Pre-Assembled 


isme 

UHF 


ANTENNAS 


I 




L 


Two-element antenna for 
Grade “A" UHF areas 


USE-TESTED IN UHF AREAS!! 

They offer your customers ... 

HIGH GAIN — Six, nine and fifteen db gain are obtained by 
three Telesine UHF models. 

SPEEDY INSTALLATION —Open the box and mount UHF 
Telesine on mast... No assembly! Elements precision-spaced at 
the factory! 

SERVICE FREE PERFORMANCE — Telesine Antennas are built 
of heavy-guage seamless aluminum tubing to withstand high winds 
and ice . . . will not rust or corrode! 

All Telesine Antennas respond to both HORIZONTAL and VER¬ 
TICAL COMPONENTS — every signal variation ... gives you 
BETTER RESOLUTION than any antenna on the market! 

FULL WAVE LENGTH ELEMENTS — no side lobes to pick up 
interference! 10*^ Forward Beam. 



Four-element antenna for 
Grade "B” UHF areas 


J v;:’! ,1 



Eight-element antenna for UHF 
fringe areas ... and BEYOND 


... also a 

complete line of 



Patent Pending 


SMe 


VHP 


ANTENNAS 


For detailed information, write or wire 

TELESINE ANTENNA CORPORATION 

P. O. Box 1387 
Shreveport 92, Louisiana 


Copyright 1953 
Telesine Antenna 
Corporation 


a TELESINE solution for every UHF reception problem 
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indoor TV reception! 




the 

^ spiral 

lit EHtiA 


Countless satisfied television set 
owners are proof that the Hi-Lo TV 
indoor Spiral ANTENNA provides the 
clearest/ sharpest, finest pictures. 
Original design and excellent 
engineering have produced the best- 
performing, best-appearing indoor 
TV antenna. Hi-Lo works where 
others don’t . . . Hi-Lo is better 
where others merely function. 

Here's why: 

• high signal gain 

• tuned to high and low TV channels 

• no switches or rods to adfust 

• receives clear picture immediately 

• screwdriver only necessary for 
rapid installation 

• gleaming gold appearance 

• height 20'" width 32" 

• bakelite base 

• aluminum bars 

• modern design to blend with 
any furniture 






Ds: 


I 


Model T01* 


*U, S. Patent No. 2,495,579 
Canadian patents 1951 


— « • «i* for Outdoor u»' 

instollo*'®" 


ORDER HMo TV Spiral ANTENNAS foday 


HI-LO TV Spiral Indoor and Out¬ 
door antennas are sold through 
recognized jobbers. ORDER 
NOW for ossured delivery. 
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LIST PRKE 

* 34.95 


Less Mast 


With the Newly 
Designed 

ELECTRONIC 
DIPOLE 
SEPARATORS 

(as illustrated} 

1. Excellent for fringe area and DX receiving and broad band 
receiving and high gain on all channels — i through 13. 



2. Ghost problems reduced or eliminated due to excellent pattern. 

3. Clearer pictures up to 125 miles or more from the station. 

4. Provides 10 DB or more gain on high channels where gain is 
most needed. 


5. Has excellent front to back ratio on all channels. Eliminates 
co-channel interference. 

6. Minimizes interference: Airplane Flutter ~ Diathermy and 
Ignition — F.M. — Neon Signs — X-Ray — Indpstriol — Etc. 

7. Eliminates double stacked arrays/ and ouj-performs 2 bay yagis 
on low band and 4 bay yagis on high channels. 

8. Only one transmission line necessary. 

9. No worry over possible channel changes on.either high or low 
chonnels. 


10. It can be tipped without tiltigg the most — to take advantage 
of the horizontal wave lengths. 

11. Can be used .with an Antenna^Rotor. 

SUMMARIZING THE PERFORMANCE CHARACTERISTICS: The excellent 
gain pattern and line match are outstanding an all of the high 
channels and very good on all of the low channels. 


PACKED: One to a corrugated shipping carton. 

SHIPPING WEIGHT: 12 lbs. Complete with Assembly 
Instructions. 


Design Patent Pending — U.S. & Foreign Countries 


DAVIS 

SUPERVISION 

TELEVISION ANTENNA 
WIND TESTED 

And WEATHERIZED 



• THE ORIGINAL TELEVISION ANTENNA 
SOLD WITH A MONEY-BACK GUARANTEE 

Unbeatable for Fringe Area 


IT SELLS BEST 

BECAUSE IT PERFORMS BEST 

This type antenna is now being used by the larg¬ 
est TV service organizations for all their fringe 
area installations. 

Leading TV manufacturers/ who operate their 
own service departments/ have found the Super- 
Vision to be the only antenna which fits into their 
rough installations to eliminate ghost and DX 
problems. 



LOW BAND PATTERN CHANNEL 7 



DAVIS ELECTRONICS 


ANTENNA SIZE: 

& 2" High (less mast) 
8' Wide 
A* Deep 


MANUFACTURERS OF V.H.F. AND U.H.F. ANTENNAS 

Backed By Over A Quarter Century of experience 



P. O. BOX 1 247 • CHarleston 0-3032 • BURBANK, CALIFORNIA 
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BAKER 

TOWERS FOR TELEVISION 


MAflEI AA Tl£ complete 40' installation including 010 TK and 30 AM, de- 
IflVl/CL 11\ scribed below. Tower 10' high with especially designed 30' 

telescoping mast allows for simple one man erection of antenna 40' over a roof. In¬ 
cludes base to fit all roofs, self contained permanent ladder, two sturdy cast iron mast 
clamps adjustable for mast diameter 1" to 2", and guy washers. Exclusive built-in mast 
joint is simple, rigid. Safety catch holds mast during erection, installer has hands free. 
Heavily galvanized, built to withstand 80 mile wind. Shipped flat with major assembly 
done at factory. 



Tower No. 


40 TK 


Height 


40^ (10' Tower 
& 30' mast) 


Wt. Lbs. 


80 


List Price 


$54.60 


Net Dealer Price 


$32.76 



MODEL 30 AM 


Economical 30' three-section telescoping steel mast for 
simple, one man straight-up vertical erection, eliminat¬ 
ing cumbefsome tip-ups and high climbing. Special 
hardware makes tight rigid joints, and holds mast dur¬ 
ing erection, installer has hands free. Light and sturdy 
—will withstand 80 mile wind. 

No. Height Wt. Lbs. List Price Dealer 


30 AM 30'Mast 30 $24.15 $14.49 

31AM Roof Mount with 39 $31.95 19.17 

30' Telescoping Mast 



MODEL 20 AM 


A two-section 20' telescoping mast built the same as 
the 30 AM mast described above. 


Height 


20'Mast 


Wt. Lbs. List Price 


Deoler 


MODEL 10 AM 


PATENT 

APPLIED 

FOR 


10' sections of sturdy HA" O.D. 18 gauge 
tubing with special Baker joint for stack¬ 
ing. The sections are rust proofed with 
Perma-tube coating inside and out. 

No. Height Wt. Lbs. List Price Dealer 


10 AM 10'Mast 8 $3.80 $2.28 



MODEL 010 TK 


Self supporting steel tower 10' high. In¬ 
cludes base to fit all roofs, self contained 
permanent ladder, and two sturdy mast 
clamps, spaced 16" apart, adjustable for 
mast diameter 1" to 2". Folded flat for 
shipment. Heavily galvanized. 

Tower List 

No. Height Wt. Lbs. Price Dealer 


010 TK 10'Tower 


$36.49 $21.89 



BAKER MANUFACTURING COMPANY 


Prices and specifications subject to change without notice. 


PATENT 

APPLIED 

FOR 


ROOF MOUNT 

Fits any roof. Sturdy 
casting and two U bolts 
clamp firmly to base of 
mast, diameter 1" to 2". 

Mount pivots in 2 direc- 
tions to allow double \ 

tip-up. Built strong ^ 

enough to support mast > 

temporarily without guys ^ 
during erection. 

No. Wt. Lbs. List Price 


Dealer 
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JONTZ IVINSTALLATIOH 
ACCEmRIES 

Safe ... Long Lasting ... iasy To Install 


^ Model 200 ^'Super Kwick Climb'' Tower 
FINEST SELF-SUPPORTING TOWER* 

Here Is the finest self-supporting tower available. Tested 
to withstand wind loads up to 100 m.p.h. . . . assures 
maximum safety with no guy wires. Approved by one 
of the world’s leading liability insurance companies, 
when installed according to specifications. Constructed of 
highest quality rust-resistant, 1", 14 gauge steel tubing. 
Available in 10-ft. sections, shipped 
complete with foundation mounting. 

Simple to erect . . . easy to 
climb. This 50-foot tower may 
be set up in one piece or by 
sections . . . additional 

height up to 150 feet by 
using guys every 30 feet. 

Total weight 200 lbs. Addi¬ 
tional 10-ft. sections 40 lbs, 
each. 

^Twelve men in photograph 
represent 2018 lbs.! 

Recom. Recom. 

List Deal.Net 

50' Tower, complete 
with foundation 

mountings .$129.75 $82.50 

10' Top sections, in¬ 
cluding foundation 

mountings . 28.75 

10' Mid sections . 25.25 

20 ' Gim poles for 
erection ( 2 " tubing) 


"Kwick Up" 

Telescoping Mast 
QUICK MOVING . . . 

ECONOMICAL 

Sturdy, well built, non-twisting 
masts to suit any location. Con¬ 
structed of heavy-weight rust-resist¬ 
ant 16 gauge steel tubing. Available 
in complete package of welded nuts 
with set bolts, six-way guy rings, 
and cotter keys . . . with or with¬ 
out roof mounts. All masts shipped 
in special protective cartons. 

Recom. Recom. 
List Deal.Net 

Model 120, 20', 22 lbs. with all hardware including base.$11.95 $ 7.95 

Model 130, 30', 33 lbs. with all hardware including base. 20.95 13.25 

Model 140, 40', 46 lbs. with all hardware including base. 27.95 17.65 

Model 150, 50', 52 lbs. with all hardware including base. 30.95 19.25 

Model 150A, 50', 61 lbs. with all hardware including base. 37.95 23.75 

Model 120 packaged 8 per carton. Models 130, 140, 150 and 150A packaged 
4 per carton. 

Pi rotary mount — Model S 

J' 1 4-way rotary base mount for easy installation on 

flat surface. Mount weighs approximately 4 lbs., 
and will take up to 21 / 4 " tubing. 

Recom. Recom. 
List Deal.Net 

Model S, each .$1,95 $1,25 


TELE-TUBE CONSTRUCTION 

Jontz masts are made with Nikoh Tele-Tube — 
highest quality electric weld steel tubing, with 
heavy zinc galvanized coating. Your assurance of 
tubular strength and durability. 

Zinc Plated with a Chromate Dip for Weather Resistance — 
1" X 14 Gauge x 10' lengths 
IV 4 " X 16 Gauge x 10' and 20' lengths 

IV 2 " X 16 Gauge x 10' and 20' lengths 

1%" X 16 Gauge x 10' and 20' lengths 

2" X 16 Gauge x 10' and 20' lengths 

iy 4 " x 16 Gauge swadged x 10' lengths 
IV 2 " X 16 Gauge swadged x 10' lengths 



"Krank Up" TV Mast 
EASY TO ERECT, EASY TO SERVICE 

Low priced mast constructed of the highest quality 16- 
gauge steel tubing for years of satisfactory service. Cranks 
to any positive position from 10 feet up to 27 feet on 
Model 115, up to 47 feet on Model 125. Locking device 
eliminates all strain from cables. Available in a com¬ 
plete economy package including all hardware. 

List Deal.Net 
Recom. Recom. 
Model 115, 27', complete 
with base and guy 

rings .$46.95 $29.50 

Model 125, 47', complete 
with base and guy 
rings . 54.50 34.50 


Model 100 

^ "Kwick Climb" Tower 
ECONOMY LEADER IN 
GUYED TOWERS 

Lightweight, yet strong, durable . . . 
30 feet tall. Constructed of highest 
quality steel tubing . . . safe and 
easy to climb. Available in 10-ft. 
sections complete with base mount 
. . . adaptable to any pitch root. 
Slip^ jointed section ends eliminate 
bolting ... top section sleeved to 
receive mast up to 21 / 4 ". Additional 
height up to 100 feet if required. 
Total weight 80 lbs. Additional lO-ft, 
sections 22 lbs. each. 

Recom. Recom. 
List Deal.Net 

30' Tower, complete 

with base .$69.95 $44.65 

10' Top Sections . 20.95 12.95 

10' Mid Sections . 19.15 

20' Gim Poles for Erec¬ 
tion ( 13 / 4 " Tubing).. 8.75 

Base Plates . 10.70 6.70 




12.50 




APEX MOUNT — Model A-5 
4-way swivel mount for any type of instal¬ 
lation. Fully adaptable to flat surface, peak 
roof, or corner mounting. Mount is sturdily 
constructed, and takes up to 21 / 4 " tubing. 

Recom. Recom. 
List Deal.Net 

Model A-S, each .$2.15 $1.35 

Individually packaged — 
master cartons of 25. 


Model E, Price per 5 units 
Packaged 5 units per box, 
10 boxes per carton. 


..$3.25 



2-WAY MOUNT—Model P 

2 -way swivel base mount constructed of 12 gauge 
steel base. Rugged construction ... will take up 
to 274 " tubing. Approximate weight 4 lbs. 

Recom. Recom. 
List Deal.Net 

Model P, each ...$1.55 $ .95 




JONTZ GUY RINGS 

The answer to your guy ring needs. Handy ring may 
be used with either 3 or 4 wires. Outside diameter 
is 33 / 8 ", with your choice of five I.D.’s: 1" - I’A" - 
11/2" - 13/4" - 2 ". 

Recom. Recom. 
List Deal.Net 

All Sizes, each .....$ .15 $ .10 


MANUFACTURED BY 


JONTZ MANUFACTURING COMPANY 


Copyright by U. C. F., Inc. 
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PREMAX ALUMINUM ANTENNAS 


BASE MOUNTINGS 


Premax Telescoping Adjustable Aluminum Antennas for 
marine, mobile, amateur and commercial installations 
are built up of specially-drawn, seamless, tempered 
aluminum tubing engineered to withstand wind veloci¬ 
ties up to 60 m.p.h. Collet type locking device. 




Ext'd 

Col’d 

Base 

Base 

Wgt. 

No. 

Description 

L&th. 

Lgth. 

O.D. 

I.D. 

Lbs. 

AL-312 

2-Sec. Tele. 

12'4" 

6'4" 

.500" 

.334" 

IVz 

AL-518 

3-8ec. Tele. 

18'5" 

6'4'' 

.750" 

.584" 

3 

AL-324 

4-Sec. Tele. 

24'4'' 

6'4" 

1.000" 

.834" 

5 

AL-530 

5-See. Tele. 

30'0" 

6'5" 

1.250" 

1.084" 

7 

AL-535 

6-Sec. Tele. 

35'8" 

6'5" 

1.500" 

1.310" 

12 


PREMAX STEEL ANTENNAS 

Low-cost, adjustable Steel Antennas for commercial, 
municipal, amateur. Civil Defense and other installa¬ 
tions. Made of high-;tensile, copper-nickel steel tubing, 
heavily cadmium-plated and resistant to corrosion. Fully 
telescoping and adjustable. Not recommended for marine 
installations on salt water. 




Ext'd 

Col'd 

Base 

Base 

Wgt. 

No. 

Description 

Lgth. 

Lgth. 

O.D, 

I.D. 

Lbs. 

112-M 

2-Sec. Tele. 

11'8" 

6'0" 

.656" 

.556" 

4 

318-M 

3-Sec. Tele. 

• 17'3" 

6'2" 

.875" 

.775" 

7 

224-M 

4-Sec. Tele. 

22'9" 

6'3" 

1.063" 

.963" 

11 

130-M 

5-Sec. Tele. 

28'3" 

6'4" 

1.250" 

1.150" 

15 

136-M 

6-Sec. Tele. 

33'9" 

6'5" 

1.500" 

1.400" 

20 




Type i—Henvy-duty porcelain cones and 
galvanized malleable iron or chrome- 
plated bronze hardware. Height to post 
base, 7" to 9''. Wt. 8 lbs. Available for 
all Premax Vertical Antennas. Specify 
antenna number or post diameter; also 
malleable or bronze, rigid or hinged 
post. 

Type 2—Light design with brown glazed 
porcelain and removable top post, steel 
only. Height to post base, 6". Wt. 4 lbs. 
For Premax Antennas up to 25'. Specify 
Antenna number or post diameter. 



DECK OR ROOF MOUNTING 

Lead-thru construction permits connections below 
roof or deck. 6" flange with studs and bolts for 
to 3" deck. Galvanized malleable iron or chrome- 
plated bronze. Height to post base, 3" to 6". Wt. 
11% lbs. Available for all Premax Vertical An¬ 
tennas. Specify Antenna number or post diameter. 


TYPE 10-G MOUNTING CLAMP 

Type 10-C Mounting Clamp has stamped steel frame 
with porcelain split bushing. Height to center, 2". 
Wt. % lb. Sizes to fit and 1" only. 



i: 

Cl 


STAINLESS STEEL ANTENNAS 

Fully telescoping, adjustable Stainless Steel Antennas, 
made of a special grade of stainless steel tubing, hard- 
drawn for tensile and yield strength. Special locking 
device. Polished finish. 




Ext’d 

Col'd 

Base 

Base Wgt. 

No. 

Description 

Lgth. 

Lgth. 

O.D. 

I.D. Lbs. 

SS-1118 

3-Sec. 

18'4" 

6'3" 

.750" 

.680" 6 

SS-1124 

4-Sec. 

24'3" 

6'3" 

1.000" 

.900" 9 

SS-1130 

5-See. 

30'0" 

6'4" 

1.250" 

1.120" 13 

SS-1135 

6-See. 

3 5'7" 

6'4" 

1.500" 

1.370" 19 


PREMAX STANDOFF INSULATORS 

S Typc 10-S—Heavy-duty Insulator, chrome-plated 
bronze with brown-glazed porcelain. Solid or hinge 
clamp. Height to center about 4%". Wt. 8 lbs. Avail¬ 
able in sizes to fit to tube diameter. 

Type 13-S—Heavy cast aluminum, plain or chrome- 
plated bronze with brown glazed porcelain, 8" diam¬ 
eter. Height to center 4%", W^t, 2 lbs. In sizes to fit 
%" to 1%". Specify size; also whether solid or hinge 
cap, aluminum or bronze. 





TAPER WHIP ANTENNAS 

Type E has base, taper-ground to A" tip for 
high flexibility and strength. Eas^ily cut to exact 
frequency. Fits any Premax Mounting. In Chrome 
Silicon Steel, cadmium-plated or in Stainless Steel 
with polished finish. 


Length 

Chrome-Silicon 

Stainless 

Overall 

Steel 

Steel 

60" 

EC-660 

ES-760 

72" 

EC-672 

ES-772 

84" 

EC-684 

ES-784 

96" 

EC-696 

ES-796 


Type A, made up of sections of varying diameters, 
securely joined into a solid step-tapered whip 
at base, tip. In Hi-carbon oil-tempered 
steel, cadmium-plated, or in polished stainless 
steel. 


Length * 

Stainless 

Cadmium-Plated 

Overall 

Steel 

Steel 

60" 

AS-160 

AC-160 

72" 

AS-172 

AC-172 

84" 

AS-184 

AC-184 

96" 

AS-196 

AC-196 


PREMAX 
GROUND RODS 

FOR ALL RADIO AND TV 
INSTALLATIONS 

Copper-plated steel rods, pointed for 
easy driving, in 4 ft, to 8 ft. lengths. 
Four types: Screw-Clamp, Style J in 
G in %" and Drilled-Hole 

in %" and Pigtail wire in %" 
and Plain Rods in %" and 


Size 

Screw Clamp 

Hole 

Pigtail 

Plain 

%" x 4' 

J-64 




%" x 6' 

J-66 




X 8' 

J-68 




%" X 6' 

G-86 

H-86 

P-86 

X-86 

X 8' 

G-88 

H-88 

P-88 

X-88 

%" X 8' 

G-108 

H-108 

P-108 

X-108 


ALUMINUM 
GROUND WIRE 

Round-drawn soft aluminum. No. 8 
(about %"). 

No. AW-810 100' Wt. 1% lbs. 

No.AW-825 250' Wt. lbs. 

No. AW-850 500' Wt. 7y2 lbs. 
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ANWAS>4ll(raNTDIGS-ACCESS01HES 


SERIES C CENTER-LOADED 
MARINE ANTENNAS 

Center-Loaded Collapsible Marine Antenna for 2 to 3 me. with 
power gain of 6 db. Two telescoping base sections with top 
whip. Extended length 17 ft., collapsing to 7 ft. In steel, monel 
and stainless. Fits standard Premax Mountings shown on pre¬ 
ceding page. 


No. 

Type 

Base 

O.D. 

Base 

LD. 

Wt. 

Lbs. 

CLA-619 

Aluminum 

1.000" 

.884" 

5 

CLM.519 

Monel 

.893" 

.799" 

7 

CLS-1119 

Stainless 

1.000" 

.902" 

7 


SERIES B LOW-COST 
CENTER-LOADED ANTENNAS 
FOR MOBILE AND MARINE 

Center-Loaded Whip-Type Antennas that produce 
gains up to 8 db. consist of a standard base section 
or spring-type on which is mounted a special Pre¬ 
max coil. The top is a taper-ground stainless steel 
whip 6 ft. in length, giving a total overall height 
of 9 ft. Various coils are available or the standard 
75-meter coil can be adapted by shorting out turns 
on the coil. Antennas can be used with any of the 
Standard Premax Mountings shown below, or will 
fit any %"x24-thread mounting. 


Frequency 

Type BX 
Less Spring 

Type BS 
With Spring 

Coil 

Only 

14,000 kc. (20M.) 

BXS-14 

BSS.14 

B-14 

2374 kc, (CAP) 

BXS-23 

BSS-23 

B-23 

3105 kc. (APT) 

BXS-31 

BSS-31 

B-31 

3800 kc.(75M) 

BXS-38 

BSS-38 

B-38 

4326 kc. (CAP) 

BXS-43 

BSS-43 

B-43 

4585 kc (CAP) 

BXS-46 

BSS-46 

B-46 

2000 to 3000 kc. 
(Marine) 

BXS-25 

BSS-25 

B-25 





MOBILE 

For *4" DIam. Whips 

TYPE R-2 — Universal 
Mounting. Solid alumi¬ 
num split-ball can be 
adjusted to any angle. 
Has shielded coax con¬ 
nection. 


TYPE RS-2—Similar to 
the above except has 
spring as shown under 
Type S-1. 


TYPE S-1 —Spring 
Mounting. Heavy-duty 
spring, bakelite insula¬ 
tion with rubber gasket 
and steel back-plate. Ht. 
5". 


TYPE SA-1 — Spring 
Adaptor (similar to 
Type S-1) which can be 
attached to Type K, L, 
TA, CA or NA Mount¬ 
ing. Ht. 4%", Dia. 1%". 


TYPE F—30° Adjustable 
Mounting for fender, 
cowl or gravel pan. 
Chrome - plated brass 
with bakelite insulation. 



mountings 

or Any ■ 24 Male Thread 

TYPE NA-1 — Bumper 
Mounting with ceramic 
cone insulator and steel 
backplate. ^ ^ 

TYPE L-1 — Bumper 
Mounting, 2 pairs \ e 
ceramic cone insulators 
with steel backplate. 

10" adjustment. TYPE K 


TYPE XL — Panel 
Mounting, similar to L-1 
less bumper bracket. 

TYPE K-1 — Bumper 
Mounting, ceramic cone 
insulators, cadmium - 
plated brackets; 10" 

height adjustment. 

TYPE TA — Trunk or 
Panel Mounting; ceram¬ 
ic cone insulators, cad¬ 
mium - plated brackets. 
Fits any contour sur¬ 
face. 10" adjustment. 

TYPE CA — ‘ * C h a i n 
Style” Bumper Mount¬ 
ing. Fits any bumper 
with 1" clearance; theft- 
proof. 


CIVIL DEFENSE, PUBLIC SERVICE, 
FIRE, POLICE ANTENNAS 
100-162 MC. 

With the PCDA defraying 50% of the costs, cities are 
installing CD radio communications throughout the 
country. Add to this huge new market the regular Public 
Service, Fire, Police and other VHF installations served 
by Premax VHF Antennas for 100 to 162 Me., and you 
have a low-cost but highly satisfactory installation. 

GROUND PLANE 11 

ANTENNAS | 

For point-to-point installa- 1 

tions. Premax has two VHF I 

Antennas: The Style GP-3 

which has elements of 

heavily-plated spring steel 

with skirt wires that can 11 

be bent down to any angle 

to match coax cable. Mount- 

ing is within a water-proof GP430 

housing that fits standard 

pipe. Cable carries down thru pipe. 

Style GP-314 for 144 Me. For 2 meter and CD. 

Style GP-312 for 108 to 120 Me. For aircraft and CAP. 
Style GP-315 for 152 to 162 Me. For police and taxi. 

Another low-cost type Ground 
Plane Antenna is adjustable 
from 20 to 40 me. or 40 to 
60 me. Standing wave ratio 
matching to 52-ohm line is 1.07 
to 1.13 and to 72-ohm line is 
1*27 to 1.23 depending on type 
I transfoimier cable. All-alum- 

inum construction employing 
adjustable tubular elements. 
Style GP-430—Adjustable 20 to 
U \ 40 Me. 

Style GP-450—Adjustable 40 to 
60 Me. 

CAR-TOP OR MOBILE 
ANTENNAS 

Premax Mobile or Car-Top Antennas 
are made of heavily-plated, highly- 
tempered spring steel wire in ele¬ 
ments of precise diameters and 
lengths. Mountings are 
well insulated and so de¬ 
signed that one man can 

S install them through a 

5 single small hole in a car 

roof. 

STYLE DSH-118, for 152 k 

to 162 me. 18" antenna 
with bakelite mount and 
rubber gasket ,* coax 
grounding. CD-U 

fdk STYLE DSJ-118, similar 

r to DSH-118 excepting 

^ mounting has porcelain cone insulator. 

] ^ STYLE DS-118 is the Anntena only less 

UF mounting. 

rPE K-l STYLE CD-114 for 144 me. For 2-meter ama¬ 
teur and CD. Porcelain insulator. One man 
installation thru rooftop hole, 
y STYLE CD-112 for 108 to 120 me. For air- 

craft and CAP. Similar to CD-114. 

STYLE CD-115 for 152 to 162 me. For police 
and taxi. Similar to CD-114. 

STYLE CD-214 for 144 
me. Emergency type 
with rubber suction 
cup base. No hole 
required. Can be in¬ 
stalled in matter of 
s^onds. Ideal for 

STYLE CD-215 for 152 
to 162 me. For police 
and taxi. Similar to 

STYLE CI)-212 for 108 
to 120 me. For air- 
. craft and CAP. Sim- 

Trc w* CD21 iiar to CD-214. “SMlt 
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NOISE-REDUCING ANTENNA SYSTEMS 


SILVER STREAK TWIN-DRIVEN 10-ELEMENT YAGI 

For Single Channel 2-6 


Designed for the weakest signal areas. Patented TACO twin-driven 
principle raises terminal impedance to match 300-ohm line, resulting 
in maximum transfer of energy to transmission line. Excellent di¬ 
rectivity and front-to-back ratio for optimum reception in areas 
affected by noise or co-channel interference. Excellent gain on desired 
channel with sharp cut-off on either side for rejection of signals of 
other frequencies. Single bay shows gain of approximately 11 db, 
while stacked array provides 14 db. Extra-rugged construction pro¬ 
vides years of trouble-free service under most adverse weather con¬ 
ditions. 

CAT. NO. lS00-(*). SINGLE-BAY TWIN-DRIVEN YAGI ANTENNA. 

Consists of; 1 crossarm assembly supporting two antenna elements; 
seven directors and one reflector. Jiffy-Rig construction. Shipping 
Weight, 15% lbs., ch. 3; 14 lbs., ch. 5. 



CAT. NO. lS01-(*). STACKED YAGI ANTENNA. Consists of: 2 Cat. 

No. 1800-(*) assemblies with stacking lines. Shipping Weight, 31 
lbs., ch. 3; 28 lbs., ch. 5. 


SILVER STREAK 10-ELEMENT 

For Single 

Companion to the ‘Twin-Driven’ Silver Streak Antenna. Two-diameter 
driven element provides terminal impedance to match transmission 
line. As a single antenna, it provides a gain on the order of 11 db, 
and 14 db as a stacked array. Extremely rugged. Antenna is com¬ 
pletely factory-assembled. All elements are spring-loaded, no screws 
or nuts. Simply swing elements into position and they are locked for 
installation. Designed for weakest signal installations where high-band 
channels are to b^e covered. 


YAGI 

Channel 7-13 

CAT. NO. 1850-(t). SINGLE-BAY lO-ELEMENT YAGI. Consisting 
of: 1 crossarm with mounting hardware, 1 two-diameter driven an¬ 
tenna, 1 reflector and 8 directors mounted on crossarm. Shipping 
Weight, 6% lbs. 

CAT. NO. lS51.(t). STACKED lO-ELEMENT YAQI. Consisting of; 
2 Cat. No. 1850-(t) assemblies with stacking lines. Shipping Weight, 
14 lbs. 


5-ELEMENT YAGI 


5-ELEMENT YAGI 


For Single Channel 2-6 

An economy antenna for average fringe-area in¬ 
stallations. Five elements with a two-diameter 
driven element. Provides approximately 8 db gain 
on desired channel with good front-to-back ratio. 
Available as stacked array with approximately 11 
db gain. Completely factory-assembled. Ruggedized 
for .dependable service. 

CAT. NO. 1325-(*). ONE-BAY YAGI ANTENNA. 

Consists of 1 crossarm with U-bolt and saddle; 1 
two-diameter driven antenna; 1 reflector and 3 
directors mounted on crossarm. Shipping Weight, 
1 lbs. 

CAT. NO. 1326-(*). TWO-BAY YAGI ANTENNA. 

Consists of 2 Oat. No. 1325-(*) assemblies with 
stacking lines. Shipping Weight, 14 lbs. 



For Single Channel 7-13 

Tuned for any one of the high-band channels. Ideal 
for use in most fringe-area installations. Same 
design as low-band model pictured. Three di¬ 
rectors, two-diameter driven element and one re¬ 
flector. TACO design assures high signal-to-noise 
ratio through sharp tuning and directivity. Click- 
Rig construction. I 

CAT. NO. 1350-(t). ONE-BAY YAGI ANTENNA. 
Consists of: 1 two-diameter antenna element, 1 
reflector and 3 directors mounted’ on crossarm; U- 
bolt and saddle. Shipping Weigh^, 2 lbs. 

CAT. NO. 1351-(t). TWO-BAY YAGI ANTENNA. 
Consists of: 2 crossarms with U-bolts; 1 two-di¬ 
ameter antenna element, 1 reflector and 3 di¬ 
rectors mounted on each crossarm; stacking lines. 
Shipping Weight, 5 lbs. 


UHF BOW-TIE ANTENNAS 

For Channels 14 thru 83 


The most successful UHF antenna de¬ 
sign. The basic Bow-Tie design is 
utilized as a stacked array with a 
variation of reflectors to meet all UHF 
reception needs. Open design elimi¬ 
nates picture flutter caused by wind 
resistance of solid designs. Screen re¬ 
flector raises front-to-back ratio elim¬ 
inating ghosts caused by reflected sig¬ 
nals. A single basic antenna covers 
entire UHF spectrum from channel 14 
thru 83. 



CAT. NO. 3001 (Not Ulus.) Bow-Tie 
antenna completely assembled with X- 
type reflector. Strap mounting for 
mast connection. 

CAT. NO. 3031 (Not Ulus.) Screen 
reflector in combination with above 
basic antenna. Strap-type mount passes 
through screen. 

CAT. NO. 3032 (Ulus.) Dual Bow-Tie 
antenna with screen-type reflector and 
stacking lines. 

CAT. NO. 3006 (Ulus.) Four Bow-Tie 
antennas with screen reflector plus 
stacking lines. 
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N05SE-REDUCING ANTENNA SYSTEMS 


-w/m^mzmD 


TWIN-DRIVEN 5-ELEMENT YAGI 

For Single Channels 2-6 

The ideal antenna for most fring’e-area VHF installations. Tuned for any one of the Low-Band 
channels. (Also available as dual-channel antenna covering channels 4 and 5.) Utilizes TACO 
exclusive Twin-Driven principle. Gain of 7% db as single antenna and 11 db when stacked. Ex¬ 
tremely good front-to-back ratio has made this antenna popular in co-channel and adjacent-channel 
areas. Ideal for use with rotor. Will receive high-band channels when rotated 40® off beam. Folded- 
dipole driven element withstands heavy ice and wind strains. 



CAT. NO. SUPER 9S0-(*). STACKED TWO-BAY TWIN-DRIVEN 5- 
ELEMENT YAGI. Consisting of: 2 crossarm assemblies each support¬ 
ing two folded dipole antennas, two directors, one reflector; trans¬ 
mission line for stacking the two bays; tie wire; complete instructions. 
Shipping Weight, 13 lbs. 


CAT. NO. SUPER 9Sl-(*). SINGLE BAY TWIN-DRIVEN 5-ELE¬ 
MENT YAGI ANTENNA. Consisting of: one crossarm assembly sup¬ 
porting two folded dipole antennas, two directors, one reflector; 
complete instructions. Shipping Weight, 6 lbs. 


BROAD-BAND ‘TRIPLE-DRIVEN’ YAGIS 


For Low-Band Channels 

The finest Broad-Band antenna ever designed. Yagi performance on Low-Band 
channels, with a single antenna. Eliminates separate lead-ins and switching 
devices. Triple-Driven elements provide inherent advantages of parallel drive, 
plus Broad-Band tuning. Reflector and directors increase gain and sharpen di¬ 
rectivity. The right antenna for fringe-area Installations requiring multiple 
Low-Band reception. Double braced boom prevents sway and arching of cross- 
arm, holding all elements firmly for top performance. 

CAT. NO. 1824, TRIPLE DRIVEN YAGI, 6 elements. Covers channels two 
thru four. 

Shipping Weight, 6 lbs. 

CAT. NO. 1836, TRIPLE DRIVEN YAGI, 6 elements. Covers channels three 
thru six. 

Shipping Weight, 6 lbs. 

CAT. NO. 1840, TRIPLE DRIVEN YAGI, 7 elements. Covers entire low-band, 
channels two thru six. 

Shipping Weight, 7 lbs. 



n 

u 


BROAD-BAND SILVER STREAK BAZOOKA 


For all Channels 7 thru 13 


The ideal antenna for weak signal areas in which multiple High-Band channels are to be re¬ 
ceived. TACO’S BAZOOKA-tuning permits ‘yagi’ gain throughout the entire frequency range. 
Recommended for use in signal areas where High-Band needs additional gain to match per¬ 
formance of Low-Band. May be used with rotor for receiving various Hign-Band channels in 
different directions. Completely factory-assembled, spring-loaded ready for installation. 

CAT. NO. 1860. SILVER STREAK BAZOOKA. Consisting of complete spring-loaded assembly 
of crossarm, 8 directors, driven element and reflector. Shipping Weight, 5 lbs. 



CONICAL ALL-CHANNEL ANTENNA 


For all Channels 2 thru 13 


The right answer to all-channel reception. Covers entire Low-Band and High-Band with 
relatively flat response. Newly developed apex design eliminates inherent weakness of 
other conicals. May be stacked for additional gain in fringe areas. Factory assembled with 
hinged apex, and slot-fitted screws. Swing elements into position and tighten screws. 
C-clamp mast mounting serrated for permanence of installation. 

CAT. NO. 950B. STACKED LAZY-X ANTENNA for Channels 2-13. Consists of: 2 single 
X antennas with crossarms and X-type reflectors; stacking lines and terminal panel for - 
connecting antennas; complete instructions. Shipping Weight, 11 lbs. , j; 

CAT. NO. 953B. SINGLE LAZY-X ANTENNA. Consisting of: Single X Antenna with cross- 
arm and X reflector; all elements and crossarm of hard drawn aluminum tubing; Uni¬ 
versal U-bolt and saddle bracket mount; complete instructions.*Shipping Weight, 5 lbs. 



USE A TACO ANTENNA FOR EVERY INSTALLATION 

See complete antenna and accessory line in general catalog 


CAT. NO. 925A 

Hi-Low Piggy Back Antenna 

CAT. NO, 930A 

In-Line Antenna 

CAT. NO. 953B 

Lazy-X Single Antenna 

CAT. NO. 1000 

Tri-X Two-Bay Antenna 

(*) - (t) Indicate Desired Ch 


CAT. NO. 1001 

Tri-X Single-Bay Antenna 
CAT. NO. 1410 
Folded V Antenna 
Single-Bay BAZOOKA Yagi 
CAT. NO. 1420C 
Trinamic (4-5-6) Antenna 
CAT. NO. 1475 
Super H Colinear Array 


CAT. NO. 1700L 

Two-Bay Twin-Driven, Corner 

CAT. NO. 1703 

One-Bay Twin-Driven Corner 

CAT. NO. 3002 

Screen Grid Reflector 

CAT. NO. 3003 

Dual Screen Grid Reflector 


CAT. NO. 3005 

4 Stack Bow-Tie 
CAT. NO. 3015 
UHF 10-Element Antenna 
CAT. NO. 1660 
Cascode Low-Band 
Antenna Amplifier 
CAT. NO. 1665 
Cascode Hi-Band 
Antenna Amplifier 


TECHNICAL APPLIANCE CORPORATION, SHERBURNE, N. Y. 


Copyright by U, C. P., Inc. 


Radioes Master —18th Edition 

Page S-139 










TELEVISION ANTENN AS 

G O N S E T CO. 

801 South Main St, - - Burbank, Calif. 



"ROCKET" ALL VHF CHANNEL TV ANTENNA 

A low cost onfenno combifting 
principles of a folded dipc^e on 
low channels and a rhombic on 
^ high channels together with fea- 

tures of cone and arro^ types. 

T Single bay suitable for most 

^‘•'sssa installations, two or four bays 

IK for fringe areos. 

i—— Rocket less most,., net...$3.87 

csss: I -j- Rocket with 4' mast, net $4.77 

I #1508 with 8' mast...net $5.61 

#1511 Four boy Rocket, #1510 Two boy Rocket, 

net......$17.91 net..,.$9.01 


UHF RHOMBIC 

High gain and excellent directivity 
characteristics together with a 
rugged mechanical structure. A 
modestly priced optimized rhombic 
for UHF. Uniform gain Of approxi* 
motely 8 db from channel 14 
through 65. (V 2 wave matched di> 
pole reference) Shorp forward pat* 
tern with spurious lobes attenuated 
to reject ghosts in most installa¬ 
tions. Single upit comes with 8' 
mast. Antennas ore stockable for 
greater gain where required. 

#1529 UHF Rhombic with 8' mast.net $7.77 

#1536 Four bays, less mast..net $23.25 


UHF "ECONO-VEE" 

A rugged, low price antenna for use in areas 
of good signal strength noit troubled by ghosts. 
Choice of three models, each covering half the 
UHF channels. 

#1550-A, Channel 14-42....... net. $2.37 

#1550-8, Channel 25-65.......net. $2.37 

#1550-C, Channel 42-83.net....!..... $2.37 

#1553.A, Channel 14-42.net. $4.37 

#1553-8, Channel 25-65.net_ $4.37 

#1553-C, Channel 42-83.Het_$4.37 

(Last three items hove 8' mast) 


GONSET OPEN WIRE LINES 

Two types available. #1499 with Y 2 " spacing for optimum UHF 
performance. Closer spacing restricts RF field and minimizes 
losses and reflections common at UHF. May also be used 
for VHF. 

Type #1500 is the highly effective open wire line with I" spac¬ 
ing first introduced by Gonset for VHF. 

Attenuation of either line is substantially lower than- "Ribbon" 
type lines. 

#1499 (100, 250 and 500' rolls).Net per 100' $7.08 

#1500 (100, 250 and 500' rolls).Net per 100' $6.24 


TWO BAY, LOW CHANNEL RADARRAY 


For use on low channels, (2 
to 6) where signals are very 
weak. Employs col inear di¬ 
poles with quadrature driven 
reflector curtain for narrow 
forward pattern, high frorit- 
to-back ratio, highest gain 
per bay. Excellent imped¬ 
ance match . . . high ghost 
and interference rejection. 
All in all, one of the very 
finest low channel antennas 
on the market. Two, two- 
bay units may be utilized in 
areas where signals ore ex¬ 
tremely weak. 



#1519 Two Bay Low Chonnel Rodarroy 
Net......$28.50 




"RADARRAY" 
VHF ANTENHA 

The sensational new Model 
C Radarray for high gain 
on all 12 VHF chonnels. 10 
DB (or more) gain on high 
channels where most 
needed. Excellent front-to- 
back ratio on all channels. 
Reduces or eliminates 
ghosts. Minimizes airplane 
flutter, didthermy and igni¬ 
tion interference. Array can 
be tipped without tiltiqg 
tnast. Size and construction 
ideally suited for use with 
rotator. 


#1527 Model C lest v 

mast....Net.... $23.97 #1570, 300 ohm installation kit. Consists 

#1528 w/mast, of 50' 300 ohm lead-in line, 50' guy wire, 
base and guy wire 2 mast insulators, 2 stand-off insulators, 
rings. Net.$26.97 3 guy wire, onehor hooks.Net....$2.25 


CORNER REFLECTOR 
UHF TV ANTENNA 


A Sturdy, well designed arroy of 
the corner-reflector type using 
a folded dipole and 90^ ye- 
flectOr. Choice of three models, 
(low, medium, high) each cov¬ 
ering approximdtely half of the 
UHF band. Gain, (approx. 8.DB) 
is comparable to UHF rhombic 
with broader forward response 
ond lower rear response. This 
antenna is virtually dead off 
the back. 


#1535-A, Channels 14-43.......;Net. 

#1535-8, Chonnels 25-65 ...Net. 

#1535-C, Chonnels 42-83..Net.$9.60 

(Each complete with 9' mast) 


UHF PARABOLIC 


A parabolic sheet-type an¬ 
tenna using a folded di¬ 
pole. Construction avoids 
use of insulation. For use 
in areas with moderately 
strong signal strength where 
ghost problems are acute. 
Gain is 4 to 5 DB over speci¬ 
fied range. Hot intended for 
fringe area use but as a 
moderately priced antenna 
having excellent rear .re¬ 
jection. Choice of three 
models permits optimum 
performance. / 


#1531-A, Channels 14-42... Net . $7.77 
#1531-B, Channels 25-65 ..Net . $7.77 
#1531-C, Channels 42-83 Net $7.77 
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POLYSTYRENE ROD-TUBING ~ SHEET 

For radio and electronic applications, because of its very low loss factor at ultra 
high frequencies, Polystyrene is the ideal material for insulators, coil forms, shields, 
etc. It has excellent arc resistance, is non-tracking and has splendid insulating prop¬ 
erties. Because its water absorption is practically zero it has excellent dimensional 
stability. 


POLYSTYRENE ROD-Transparent 

Available in 12'^ or 48" lengths 


Catalog 

Number 

Diameter 

Net Price 

12" Igth. 48" Igth. 

JB-100 

Vs" 

$ .03 

$ .12 

JB-lOl 

%6" 

.06 

.24 

JB-102 

1/4" 

.10 

.40 

JB-103 

%6" 

.16 

.64 

JB-104 

%" 

.21 

.84 

JB-105 

%6" 

.30 

1.20 

JB-106 

y2" 

.40 

1.60 

JB-107 

Va" 

.57 

2.28 

JB-108 

3/4" 

.80 

3.20 

JB-109 

Vs" 

1.15 

4.60 

JB-110 

1" 

1.55 

6.20 

JB-111 

IVs" 

2.00 

8.00 

JB-112 

11/4" 

2.30 

9.20 

JB-113 

IVs" 

3.00 

12.00 

JB-114 

IV 2 " 

3.30 

13.20 

JB-116 

IV 4 " 

4.50 

18.00 

JB-118 

2" 

5.90 

23.60 


POLYSTYRENE TUBING-Satin Finish 

Available in 12" or 48" lengths. 


Catalog 

Number 

O.D. 

I.D. 

Net Price 

12" Igth. 48" Igth. 

jB-201 

1 / 4 " 

Vs" 

$ .07 

$ .28 

jB-202 

®/l6" 

Vte" 

.10 

.40 

JB-203 

Vs" 

Va" 

.13 

.52 

JB-205 

V 2 " 

Vs" 

.18 

.72 

JB-206 

Vs" 

V 2 " 

.23 

.92 

JB-207 

Va" 

Vs" 

.29 

1.16 

JB-208 

1" 

Vs" 

.38 

1.52 

JB-220 

1V2" 

IVa" 

1.13 

4.52 

JB-222 

2" 

IVa" 

1.50 

6.00 


POLYSTYRENE SHEET 

The following sheets are all crystal clear with 
smooth surfaces fully protected against abrasion 
by masking paper on both sides. 


Catalog 

Number 

Thickness 

Sheet 

Size 

Net 

Price 

JB-125 

%6" 

12 "xl2" 

$2.50 

JB-126 

%2" 

12 " X 12" 

2.75 

JB-127 

Vs" 

12 "xl2" 

3.00 

JB-128 

Vie" 

12 "xl2" 

3.75 

jB-129 

Va" 

12 "xl2" 

4.60 

JB-245 

% 8 " 

12"x24" 

4.90 

JB-246 

%2" 

12"x24" 

5.25 

JB-247 

Vs" 

12"x24" 

5.90 

JB-248 

%6" 

12"x24" 

7.25 

JB-249 

y4" 

12"x24" 

8.25 

JB-300 

1 / 32 " 

20 "x20" 

7.75 

JB-301 

%6" 

24"x24" 

9.50 

JB-302 

%2" 

24"x24" 

10.25 

JB-303 

ys" 

24"x24" 

11.75 

JB-304 

%6" 

24"x24" 

14.00 

JB-305 

1 / 4 " 

24"x24" 

16.00 

JB-306 

%6" 

20 "x20" 

14.50 

JB-308 

%" 

20 "x20" 

16.00 

JB-309 

Vs" 

24"x24" 

23.75 

JB-310 

V 2 " 

20 "x20" 

21.50 

JB-311 

V 2 " 

24"x24" 

31.88 

JB-312 

Vs" 

20 "x20" 

34.50 

JB-313 

Va" 

20 " X 20" 

41.00 

JB-314 

1" 

20 "x20" 

55.50 


JULIUS BLUM & CO., INC. 
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Prices of manufacturers and suppliers' products listed in RADIO'S 
MASTER are subject at all times to change without notice — they 
should not be considered final. 

Get quick on-the-spot quotations from your distributor who subscribes 
to our perpetual up-to-the-minute PRICING SERVICE. 


^fficial Pricing System of 
^ radio - electronic - tele¬ 
vision parts and equipment. 
Supported by the Industry: dis¬ 
tributors, manufacturers, and 
their sales representatives. 

• 

Loose-leaf, flexible binder. 
Contains over 1100 pages. 

Published by 

UNITED CATALOG PUBLISHERS, INC 
106-110 Lafayette Street 
New York 13, N. Y. 


OeUVSRY 

Delivery is often dependent on the availability of raw materials. 
So check with your distributor for delivery information. 



© TICH-MASTEB Custom Built TV Chassis 


The World’s Most Powerful, Most Dependable TV Receivers 

CUSTOM BUILT DELUXE TV CHASSIS 

Tech-Master's Gold Medal Series Chassis ore no ordinary 
mass-produced "commercial" sets. They are truly custom-built, care¬ 
fully. precisely, painstakingly — custom-built to provide your 
most quality-minded customers with the ultimate in sight and 
sound and value! 

Tech-Master design and custom-construction are as fine as humor 
hands ond technical know-how can produce. The most advanced 
engineering methods, the finest components, rigid alignment and 
test standards and the pledged determination to produce the 
OPTIMUM in Television . . . these and other Tech-Master features 
odd up to the finest line ot TV Chassis that the industry has to 
offer. In fringe areas as well as normal range areas, the Gold 
Medal Series brings modern motion picture brilliance and clarity 
to the TV screen. 

Compare These Features 

★ TECH-MASTER 630 TYPE CIRCUIT: Of all the circuits known to the 

TV industry, the RCA-630, type is still acclaimed the finest. But. 
eveii the 630 is only as good as the Engineering, the Components 
and the Workmanship that go into it. These three factors are 
inherent in every Tech-Master Custom-Built Chassis. 

★ ADVANCED CASCODE TURRET TUNER. Adaptable to UHF With¬ 

out Tools: Employs a Cascode RF amplifying stage, affords a 
high signal-to-noise output resulting in a sharper picture, with 
a minimum of "snow", even in weak signal areas. UHF channel 
strips may be inserted at any time, without the use of tools. 
Full 4 Me Band Width for better picture definition. 

Quick-Action Keyed AGC Circuit assures stabilized control. 
if New Hi-Sweep Auto Transformer System for outstanding brilliance. 
if 5 Microvolt Sensitivity . . . Excellent for Fringe Areas 
if Full Horizontal and Vertical blanking. 

if Area Control Switch (on front panel) for local or distant setting. 
if Chassis are beautifully plated in gleaming nickel finish . . . come 
completely wired, aligned and tested, with all tubes (less kine). 

FOR NEW ^0®. 24" RECTANGULAR, 

27" AND 30" PICTURE TUBES 

Model 2430-9. Tech-Master's Latest Addition to the Gold Medal Series. 
Specifically designed to drive 27" and 30" picture tubes as well as the 
new 24" rectangular tube. The size and quality of this ruggedly built 
chassis makes it ideal for school and commercial installations. The most 
advanced designs are embodied in the latest type high voltage and 
sweep circuits which feature 22KV second anode voltage, polyethelene 
enclosed HV socket, quick retrace auto-transformer, full horizontal and 
vertical sweep even under low voltage line conditions, variable vertical 
linearity and height controls, edge to edge focus and the latest 90® 
ferrite cosine yoke. 



FOR PICTURE TUBES 
UP TO 30" 


Model 2430: —^Designed specifically vfor 
all picture tubes requiring 60 to 70 
degrees horizontal deflection. Has 
quality PM speaker. Universal picture 
tube mounting , brackets, Phono-input 
jack. Equipped with audio take-off to 
feed sound- thru external amplifier, if 
desired. Jack mounted on rear of chassis 
for easy connection.... .,.$189.50 


Model 2431: —Same as Model 2430 (less 
sound take-off), but with true fidelity 
Push-Pull audio output.—. 199.95 


Model 2430-9: —For new 90® kinescopes, 
(24" rectangular, 27" and 30"). Features 
similar to 2430, but incorporates new 
high voltage horizontal and vertical 
sweep circuits. Less kinescope and 
mounting brackets.. .$262.50 

DIMENSIONS: I 93 / 4 " wide, 16 1 / 4 '* deep. 

SHIPPING WEIGHT: 70 lbs. 



CUSTOM DESIGNED, CUSTOM-BUILT TV CHASSIS 
Combinmg High Quality with Low Price 

For Picture Tubes Up to 24" 

MODEL C-30 has been designed for the utmost in economy, retaining 
every important feature necessary for quality of image and sound. 


Here again is Top TV Performance attained through skilled engineering 
and finest set-tested components, embodied in a completely factory-wired 
chassis, pre-aligned, pre-adjusted and ready for use. 


if Basic 630-Type Circuit Features 
Include: 

Full 4 me bandwidth 
. 4-Stage Video IF 
3-Stage Audio IF 
2-Stage Video Amplifier 
if 30 Tubes, including picture tube 
and rectifiers. 

if Advanced, Cascode 12 channel 
turret tuner, odaptable to UHF 
without tools. 


if 4-Stage Synchronizing Amplifier 
and Separator. 
if 5 Microvolt Sensitivity. 

★ 16 kv 2nd Anode Voltage 

★ New, Automatic Horizontal 
Stabilizer, 

if Automatic Background Control. 

★ Retrace Blanking Circuit. 

★ Permanent Dynamic Focusing 
System. 

★ Double-time Constant AGC. 



MODEL C-30: completely wired, aligned 
and tested . . . with quality PM speaker, 

and all tubes (less picture tube). $149.50 

Dimensions: 213^" wide x I 6 V 4 " deep. 

Shipping Weight: 55 lbs. 


C&pyright by U. C. P,, Inc^ 
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America's Finest TV Kit—Model 630-D [ assembled and aligned. See 


Tech-Master Model 630-D is acknowledged by the 
entire industry as the finest TV Kit available! Tech- 
Master engineers have again demonstrated their skill 
by developing new and better features for the world 
famous RCA-630 type circuit. All components used are 
the best available . . . rigid factory test standards are 
your assurance of years of trouble-free performance. 

With a minimum of tools you will have a TV receiver 
with unsurpassed picture quality ... at a cost con¬ 
siderably less than a manufactured set. Special Tech- 
Master schematic and pictorial diagrams guide every 
move and make assembly utterly simple and enjoyable! 
MODEL 630-D IS USED BY LEADING SCHOOLS all 
over the countryl Established multiple tube circuits^ 
rather than compromise economy circuits, make this 
Tech-Master TV Kit ideal for comprehensive television 
training. 


for AH Picture Tubes 
up to 24" 



No Other TV Kit 

Offers All Of These Importcttft Features 

★ ADVANCED CASCODE TURRET TUNER, Adapt¬ 
able to UMF Without Tools: High signal-to- 
noise ratio results in a sharper picture, with a 
minimum of "snow" even in weak signal 
areas. 

ic AFC horizontal synchronization employing 
■ 6AL5 phase detector, 6AC7 Reactance tube, 
and Sync. Discriminator Transformer in a 
Hartley Oscillator circuit assures optimum 
noise immunity and horizontal stability. 
ic 3 Stage Sync. Amplifier, Clipper and Separa¬ 
tor circuit provides unexcelled interlace char¬ 
acteristics and the finest picture detail. 
ic Noise saturation circuits utilized throughout 
minimize effect of external interference. 
ic 4 Stage stagger tuned Video IF system pro¬ 
duces full 4 MC band width and complete 
picture definition. 
ic Adjacent Channel Trap. 

★ 2 Stage Video Amplifier, 

ic Direct Coupling Used for Keyed AGC Circuit. 
ic Improved Picture Brilliance — Due to New 
"Hi-Sweep" Voltage Multiplier System. 
if Shielded High Voltage Supply for Maximum 
Protection. 

Chassis Dimensions: 2134" wide x 1534" deep. 
Shipping Weight: Approximately 70 lbs. 
DELUXE KIT—^MODEL 630D24: All principal components mounted. Supplied 
complete with all components, picture tube mounting brackets, speaker, and 
tubes (less kine, wire and solder).....-- ................-$159.50 


*MODEL 1930, Deluxe TV CHASSIS: 

Similar to TV Kit 630D24 described above but 
completely factory wired, tested and aligned, 
ready for installation. (Less Kine moimting 
brackets)___$179.50 


UNIVERSAL tELEVISION KIT 


Tech-Master brings high quality tele¬ 
vision within reach of the most economy- 
minded customer, with the lowest price 
ever for a top-performing, precision- 
engineered, AC/DC kit. 

Tech-Master's development of the IF “Synchro- 
Strip" cuts in half the amount of work required 
to assemble and wire the kit! It comes mounted 
in ploce, on the main chassis, together with the 
tuner, and is completely wired, aligned and 
tested. The newest engineering advancements 
have been utilized in the design of the hori¬ 
zontal and vertical sync circuits to assure 
excellent stability and noise immunity char¬ 
acteristics. Complete step by step instructions 
and diagrams (both pictorial and schematic) 
permit complete wiring over a week-end! 
IDEAL FOR SCHOOLS: Requires minimum 
bench equipment; affords maximum opportun¬ 
ities for comprehensive TV training. 


Compact, light-weight easily portable 
unit, operates on both AC and DC, 
for use with picture tubes up to 17" 
rectangular. 

Advanced and improved 12 channel 
turret tuner, adaptable to UHF with¬ 
out tools! 

Latest type hi-gain stagger-tuned IF 
system incorporating bi-filar coils — 
for excellent picture definition. 

New AGC system, utilizing special de¬ 
lay network — for steady pictures 
regardless of varying transmission con¬ 
ditions. 

High efficiency beam power amplifier 
and ceramic core horizontal output 
transformer provide clear, bright pic¬ 
tures and full horizontal deflection. 
Two-knob control on front panel pro¬ 
vides automatically synchronized pic¬ 
ture and sound. 



MODEL 5116: "UiniVERSAL" Kit 
complete with set of 16 Circuit 
Tested Tubes, all hardware, instruc¬ 
tions and picture tube mounting 
brackets, (less kine, wire and 

solder) .....$99.95 

Dimensions: 17" deep x 14" wide. 
Shipping Weight: Approx. 30 lbs. 


MIGHTY VERSATILE MIDGET 

Completely Wired, Tested and Aligned 

(1) —A Complete AM Superhet Receiver which connects to any speaker system. 

(2) —A Sensitive AM Tuner with output connections for external amplifier. 

(3) —-A Complete Audio AmpUfior with high-impedance input. 

Affords the most economical method of adding radio, phono or P.A. operation 
to any TV receiver, speaker system or record player. 

• Quadruple-tuned IF circuit • Ferrite-core, omnidirectional antenna • 2 
Watts audio output • AVC for both RF and IF circuits • Simple, 2-point 
mounting • Electrically isolated [chassis, safe to handle • Fits into, 630-type 
s front opening • AC (10S-125V., 50-60 cycles) and DC • Complete with 


3 INSTRUMENTS IN ONE! 


chassis front openinc. _ ___ ,_... 

tubes; 12BE6, r2BA6, 12AV6, 50Q5, 35W4 • Shipping Weight: 21/2 
Size: L; 71/8", H: 35/8", D: 31/8". ^ 

MODEL B-15_ _ _^_ 

Alt prices are subfpcf fo cAonge wtthoaf notice. 


npleti 

lbs. 
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Wherever quality custom television installations are 
desired, Tech-Master chassis are the overwhelming favor¬ 
ites. Tech>Master products are built to a standard, not to 
a price. They are the result of advanced engineering 
coupled with an honest determination to obtain the opti¬ 
mum in reception, performance and value. 


the some "custom-quality" attention that is given to our 
TV receivers. We have cut no corners . . . our components 
are the finest . . . our workmanship is meticulous. When 
you buy a Tech-Master Amplifier Kit, you get a world of 
pleasure, years of satisfaction ... and great economy, too. 


Tech-Master . . . first name in custom-built TV receivers 
. . . is rapidly earning a similar reputation in the high 
fidelity audio field. The Tech-Master Williamson Amplifier 
Kit and the Tech-Master Pre-Amplifier Kit are made with 


TECH-MASTER TM-15A 4 

U.L.* Williamson Circuit Amplifier Kit ▼ 

Uses the famous WILLIAMSON circuit with unique modi¬ 
fication for true high fidelity reproduction at increased 
power output. Only top quality products ore used — 
specially wound famous-make, high fidelity audio output 
transformer* * — ruggedly constructed power transformer. 
A few hours of assembly, and the builder will be repaid 
with the finest listening quality he has ever heard. Fre¬ 
quency response flat and smooth beyond the two extremes 
the audible range, and distortion is less than .25% at 
normal listening levels, with excellent transient char- 
acterisics. The kit is furnished complete with punched 
chassis, transformers, tubes and all other components, to¬ 
gether with full detailed wiring and assembly instructions. 

Power Output.15 watts undistorted 

Output Impedance-4-8-16 ohms 

Input Impedance-Jiigh for crystal pickups, tuners 

pre-amps, etc. 

Input Voltage.1.1 VRMS (for 15W out) 

Tntermodulation and Harmonic 

Distortion ..25% at 2W ,45% at 5W 

Hum and Noise Level...70 db below rated output 

Feedback .-.20 db 

Response at 5 Watts. 8 cps to 100,000 cps ±1 db 

Response at 10 Watts.10 cps to 70,000 cps ±:1 db 

Tube Complement...2 6SN7 2 5881 1 5V4G 

Power Requirements.105-125V, 50-60 cycles, 120 W 

Dimensions. 9 "xl 2 "x 6 i/ 2 " , • Shipping Weight..27 pounds 



TM-15A (Complete Kit of Ports)..$49.95 

DELUXE AMPLIFIER KIT, Model TMD-15A, completely 
factory assembled, all maior components mounted in place 

on chassis, ready to wire.. . $59.95 

*Ultra linear operation through use of 
screen-tapped primary output transformer. 

**Altec Lansing PEERLESS or Chicago Transformer audio output 
transformers will be furnished depending upon availability. 

TRANSFORMER: Audio output transformer only, as used 
in Model TM-15A amplifier kit. 

Part No. AT-15...$17.95 



TECH-MASTER design and TECH-MASTER quality—for 
discriminating listening. Has four input channels and 
selector switch for: FM—AM or TV Tuner, crystal pickup, 
reluctance style pickup, tape or wire recorder, or other 
signal source. 3 position equalizer switch in high gain 
input circuit permits selection of turnover and roll-off 
characteristics to match most types of recordings. Two 
independent, continuous controls provide full base and 
treble boost and attenuation. Power is obtained from 
main amplifier. AC outlet on chassis permits main am¬ 
plifier and associated equipment to be controlled by 
master switch. 


TECH-MASTER TM-ISP 
Four Channel Pre-Ampllfler Kit 

Input Selector — Phono Pre-Amp ■— Tone Control 


Input channels.One low level — high gain 

Three hi-impedance 

Bass Frequency 

control _±15 db boost or attenuation at 20 cycles 

Treble frequency 

control -±15 db boost or attenuation at 20 KC 

EQUALIZATION CONTROL 

Position Turnover Roll-off 


1-300 Cps..none-flat ) 

2......,.......500 Cps_.none-flat j 


for 78 RPM 


3_400 Cps_12 db at 10 KC for 33-1/3 and 45 RPM 


Tube Complement_1 — 12AX7, 1 — 12AU7 

Power Requirement_125 volts DC at 6 ma, 6.3 volts at 600 ma 


Dimensions......l03/4"x4"x4'' • Shipping Weight.4 pounds 


TM-15P (Complete Kit of Ports). 


$19.95 


The Kit is furnished complete with punched chassis 
(pre-printed with pictorial diagram for easy assembly), 
all components, tubes, cabinet and detailed instruction. 


DELUXE PRE-AMPLIFIER KIT, Model TMD-15P, completely 
factory assembled, all major components mounted in place 

on chassis, ready to wire. $29.95 


Copyright by U. C. P., Inc. 
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@ TECH-MASTER 


PRECISION 

TEIEVISION COMPONENTS 


ANCHOR PLASTIC INSULATING 
RINGS ANil SLEEVES 


FOR ALL METAL TV PICTURE TUBES 
COMPLETE PROTECTION FROM HIGH VOLTAGES 



Size 

Ring 

Sleeve 

Complete Set 

16" Short 

$2.15 

$1.90 

PL4S 

$4.05 

16" reg. 

2.15 

1.90 

PL4 

4.05 

17"reg. 

2.74 

2.21 

PL17R 

4.95 

19" reg. 

2.74 

2.21 

PL19 

4.95 

21" reg. 

3.20 

2.25 

PL21 

5.45 

24" reg. 

4.76 

3.18 

PL24 

7.94 

24" reg. 

4.70 

3.12 

PL24R 

7.82 

27" reg. 

5.03 

3.50 

PL27 

8.53 


made of DUPONT "ALATHON" 


^Produced under one or more of the follow¬ 
ing U. S. patents 2503813, 2559353, 
2560336. 2601269, 2602M2, 2602113, 
2602114, Other pats. p«nd. A N C H 0 R IN D ’ L 


KNOBS AND ESCUTCHEON PLATES 



534 


HORIZONTAL HOLD, 
VOLUME 

Part #536.$.18 

BRIGHTNESS (dummy) 

Port #537. 18 

FINE TUNING 

Part #533.24 

STATION SELECTOR 
Part #534.30 

BRIGHTNESS, CONTRAST 
OR VERTICAL HOLD 

Part #535. 21 



598A 


STATION SELECTOR 
Part #538.$.30 

FINE TUNING 

Part #539.24 

BRIGHTNESS, CONTRAST 
OR VERTICAL HOLD 
Part #540,.21 

HORIZONTAL HOLD, 
VOLUME 

^art #541.18 

BRIGHTNESS one piece 
mold (#540, 541) 

Port #542.35 

CHANNEL PLATE 
and SPRING 

Port #598A.60 


Complete Line of 

Quality 630 Replacement Parts 

and Conversion Kits 

TRANSFORMERS 

FOCUS COILS 

PLASTIC SLEEVE and RING SETS 

I.F. TRANSFORMERS 

CONTROLS 

KEYED A.G.C. KITS 

VIDEO PEAKING COILS 

ELECTROLYTIC CONDENSERS 

for 630-TYPE CHASSIS 

HORIZONTAL OUTPUT and 

BLEEDER RESISTORS 

HI-SWEEP 

H.V. TRANSFORMERS 

DEFLECTION YOKES 

VOLTAGE MULTIPLIER KITS 

WIDTH and LINEARITY COILS 

KNOBS and ESCUTCHEON PLATES 

UNIVERSAL PICTURE TUBE 

MOUNTING BRACKETS 

Detailed, 

illustrated literature and listing available upon request. 


All prices are subject to change without notice. 
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ality Radio and Television Products 


30 Models from 1 to 8 Bands—AC—AC/DC—Battery 
Radio Receiver Kits — Broadcast and Multi Band 
Complete Avith cabinets or chassis, only. 

ECONOMY SUPERHETERODYNE MODELS 
Broadcast 550-1700 KC 5 Tubes For 110V or 220V 


SUPER POWERED PRODUCTION DESIGNED 
TELEVISION KITS AND WIRED CHASSIS 
MODEL G21 



iliil 





• Beam Power with large PM 

Speaker 

• All features of Quality 

Production Sets 

• Tube complement: 

50L6 - 35Z5 - 12SA7 - 
12SQ7 - 12SK7 or 
50C5 - 3SW4 - 12BE6 - 
12AT6 - 12BA6 

Dimensions: Model A51—7" H x 11" 


Superheterodyne circuit 
High gain K Tran IP’s 
Automatic Volume Control 
2 Gang Variable Condenser 
Built in Loop Antenna 
Cabinets available in all 
decorator colors 


ensions: Model A51—7" H x 11" W x 6^4" D — Wt. 7 lbs. net 
Model S51—5^" H x 8^4" W x D—Wt. 3^ Ibs. net 


2 BAND AC-DC AND 1000 HOUR BATTERY MODELS 
.^ ~^ bi /d Custom Series 

I I Large illuminated Airplane Dial 

Z L 550 KC to 1700 KC Broadcast 

1 ! Short Wave 16 to 49 or 62 meters 

I Handsorne^ Cabinet 9" H x 13" 

Model B52—5 tubes AC/DC 110 V 
or 220 V Tubes: 50L6-35Z5- 
mrnrnmiMmm 12SA7-12SQ7-12SK7 


Most advanced television receiver chassis. Contains 
all the latest engineering advances. Adaptable to UHF 
and color reception. For pipture tubes from 17" to 24". 

Specifications 

• 21 tubes (including 3 rectifiers) 

• Turret tuner with cascode amplifying stage 

• Adaptable to UHF 

• Color television receptacle 

• Phonograph receptacle 

• Automatic picture lock 

• RF Stage 

• High signal to noise ratio 

• Automatic gain control 

• Retrace blanking circuit 

• Static free FM sound system 

• One knob tuning 

• Power supply 115V 60 Cycles 

• Underwriters laboratory lis’ted 

• 12" Alnico V PM Speaker 

• Dimensions: 18" H x 19" W x 9" D 


Model 4B2—4 tubes 90 Volt/11/4 
Volt 1000 hour low drain battery 
Superheterodyne using 1^ Volt 
Tubes: 1L6-1U5-1U4-3S4 

Additional Features: 5" PM Alnico 
Speaker with 1.47 oz. magnet— 
Tropicalized Components — High 
Gain Short Wave Coils—Ceramic 
Trimmers and Padders — Plastic 
Knobs with Brass Inserts. Net 
weight—8 lbs. 



Also Available in "W Series 




Custom "'D" Series 

110 V and 220 V 

D52—Two Band 5 Tube AC/DC 
D62—Two Band 6 Tube AC/DC 
D63—Three Band 6 Tube AC/DC 
Cabinet dimensions — 9" H x 13" 
W X 7" D 


NOTE: All GROSSMAN and McMURDO SILVER kits are sup¬ 
plied complete and include tubes, speakers, coils, condensers, re¬ 
sistors, cabinets, chassis, dials, variable condenser, switches, hardware 
(loss' wire and solder), and all accessories necessary to build a 
regular factory type radio. * Cabinet-Chassis-Dial Kits also 
available information on request. 


AC CHASSIS KITS 6 TO 8 TUBES 
Large Slide Rule Dials 
Assorted Speakers — 3 to 5 Bands 


Deluxe Multiband 
AC Radio 
Receiver Chassis 

8 tubes including 
rectifier. Powerful 
transformer with 
advanced filtering 
circuit for high 
fidelity and mini¬ 
mum distorton. 


Model AC-85 

Dimensions: 11" H x 13" W x 9" D 
Model AC-83 — three band, 8 tube, AC, 12" PM 
Speaker 

Model AC-85 — Five band, 8 tube, AC, 12" PM 
Speaker 

Both models designed with phono switch — single 
and three speed record changers available for radio- 
phonograph combinations'. 




GROSSMAN quality components are used on all kit models and are manufactured and supplied by the 
most famous and important manufacturers in the industry. This assures an efficient factory receiver as 
long as simple instructions are followed. GROSSMAN and McMURDO SILVER units and components 
are used by manufacturers, schools, and training organizations all over the world where rigid factory 
test requirements have to be met to guarantee trouble-free performance. 


GROSSMAN RADIO AND ELECTRIC COMPANY 

137 Hudson Street, New York 13, N. Y. Coble: GRECOELEC 
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MfGO. BY 
EAGLE ELECTRONICS, INC 
NEW YORK, N. Y. 


QUADRUCATIONAL 
4 IN 1 KIT 

A complete electronic laboratory for 
learning. Combined on one chassis are: 
1—Amplifier, 2--Code oscillator, 3—Re¬ 
ceiver, 4r-Transmitter. Uses 5 tubes (in¬ 
cluded), 12SA7, 12SK7, 12SL7, 50L6 and 
35Z5 rectifier. For use on 110 volts AC 
or DC. 

KIT NO. Q-5 ...NET $23.40 

CODE KEY NO. Q-201...NET $ .90 

HEADPHONE NO. Q-207.NET $ 1.50 

CABINET NO. Q-206..NET $ 3.00 



CX-1 


CRYSTAL 
RADIO KIT 

The first step in electronic education. 
Screwdriver construction (no soldering). 
Operates without batteries or power. 
Prefabricated tuning slide coil. Complete 
with all parts and instructions. (Less 
headphone). 

KIT NO. CX-1 ...NET $1.11 

HEADPHONE NO. Q-207.NET $1.50 



T-IO 


'PAL' ONE TUBE 
AC-DC RADIO 

Designed for the radio newcomer. En¬ 
gineered for easy construction and effi¬ 
cient operation. No skill or knowledge 
required. Uses one 6SL7 dual triode 
(two tubes in one). Complete with tube, 
parts and PICT-O-GRAPH instructions. 

KIT NO. T-IO.... NET $7.20 



Four tube performance with two tubes. 
Features Iron core permability tuner, 
calibrated face plate, two hi-mu 6SL7 
twin triodes. Kit includes tubes, all parts 
and simple PICT-O-GRAPH instructions. 
KIT NO. RT-20.. ..NET $9.60 



RT-3 


3 TUBE RADIO plus 
SELENIUM RECTIFIER 

POWERFUL! Designed for mqximum 
stability, selectivity and high output. 
Uses three tubes; 2--12SJ7, I—50L6 plus 
selenium rectifier. Includes tubes, parts, 
loop antenna, alnico PM speaker, plastic 
cabinet and instructions. For use on 110 
volts AC-DC. 

KIT NO. RT-3...NET $16.20 



AM-30-A 


3 TUBE AC-DC 
AMPLIFIER KIT 

Complete beam, powered amplifier. 
Operates through phono crystal pickup 
or carbon mike. Excellent tone. Con¬ 
trolled speaker volume. Uses 3 tubes: 
12SQ7, 50L6 & 35Z5 rectifier. Kit comes 
complete with parts and instructions. 
(Les^ tubes). 

KIT NO. AM-30A...NET $5.40 



AM-40-A 


4 TUBE AC-DC 
AMPLIFIER KIT 

Exceptionally fine, compact amplifier. 
Similar to AM-30A (left) with added 
preamplifier to operate crystal or dy¬ 
namic mike as well as crystal phono 
pickup. Tubes: 12SJ7, 12SQ7, 50L6 and 
35Z5. Complete with all parts and in¬ 
structions. (Less tubes). 

KIT NO. AM-40A....:.NET $7.20 
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AMP-10 


10 WATT ^SUPER' 
AMPLIFIER KIT 

High gain P.A. amplifier for home or 
auditoriums seating up to $)0 persons. 
Separate mike and phono inputs. Full 
10 watts from 40 to 16,000 CPS. Tubes: 
2- 6SJ7, 1-6L6, 1-5Y3. Includes all 
parts, hardware, instructions, etc. 110 V. 
60 cycles only. (Less tubes). 

KIT NO. AMP-10 .NET $15.00 



CP.12 


CODE OSCILLATOR KIT 

Clear rich tone variable from 600 to 
1,500 cycles. Full room volume. Speaker, 
headphone or both may be used. In¬ 
cludes parts, tube (117L7}, speaker and 


instructions. 

KIT NO. CP-12.NET $9.60 

CODE KEY NO. Q-201.NET $ .90 

HEADPHONE NO. Q-207.NET $1.50 



AMP-25 


25 WATT 'CUSTOM' 
AMPLIFIER KIT 

A deluxe hi-fi amplifier for custom en¬ 
sembles or auditoriums seating to 1500 
persons. 25 watts, 28 on peaks. 30- 
20,000 CPS. Separate mike and phono 
channels. Xtal or dynamic input. Tub^s: 
2-6SN7. 2-6L6, 1-5Y3. 110 V. 60 cycites. 
(Less tubes). 

KIT NO. AMP-25.NET $27.00 



PH-20 


'MYSTERY' AC-DC PHONO 
OSCILLATOR KIT 

Absolutely amazing! Talk or play records 
thru your own radio, without wires, up 
to 100 ft. away. No license required to 
operate. Uses 2 tubes: 6SA7 and 6SK7. 
Complete with all parts, tubes, hard- 
wear and easy PICT-O-GRAPH instruc¬ 
tions. 

KIT NO. PH-20.NET $5.40 



X-30 PS-30 


NOVICE TRANSMITTER 

35 watts from 10-160 Mtrs. 6F6 tri-tet 
oscillator. 6L6 final. Pi-network. Reson¬ 
ance indicator. (Less tubes, coils, xtal). 

KIT NO. X-30.NET $9.60 

coil C-3 (per band).NET $1.11 

X-30 POWER SUPPLY 

Supplies full power for X-30. Matching 
chassis. 

KIT PS-30 (Less 80 tube)..$9.60 



CALL SYSTEM KITS 

Ideal for store, office, etc. Separate 
master and remote kits. Any remote may 
call master. Master calls all remotes. 
Tubes: 12SJ7, 50L6 and 35Z5. (Less 
tubes). PM speaker included in all kits. 

MASTER MA5A (less cabinet).$10.20 

REMOTE CS-7 (incl. cabinet).$ 4.05 

CABINET (for MAS A) C-6.$ 3.00 



5 TUBE AC-DC 1 & 2 BAND 
SUPERHET RECEIVER KITS 


For the advanced student. Sensitive and selective. 
Tunes from 6.9 to 17 Mcs. (20 and 40 Mtrs.) plus the 
BC range 540-1600 Kcs. Tubes: (not Incl.) 12SA7, 
12SK7, 12SQ7, 50L6 and 35Z5. Includes loop, speaker. 


etc. 

KIT S520A (2 BANDS) .NET $16.20 

MATCHED CABINET C5A .NET $ 3.00 

KIT S500A (BC ONLY) .NET $14.40 

MATCHED CABINET C5 .NET $ 3.00 
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J^koiivood fisufwJji 

TELEVISION RECEIVERS 

CONRAC, INC., GLENDORA, CALIFORNIA 


The Fleetwood Remote is a complete two 
chassis television system, built to profes- 
siohal standards. It employs 27 tubes in 
addition to the picture tube and provides 
audio power for a loudspeaker. The picture 
chassis is relay operated by the on-off 
switch of the Tuner, thus providing full 
remote control. Both Tuner and Picture Units 
are attractively finished in gray and black 
baked lacquer. 

The separate Tuner Unit, with edgelit dial 
and individual channel pilot lamps includes 
the off-on, picture, volume, channel selec¬ 
tion and fine tuning controls. The Tuner is 
of the Super Cascode type and is completely 
adaptable for Ultra High Frequency re¬ 
ception by a simple interchange of strips. 
There is a U.H.F. position on the illuminated 
dial. Four I.F. stages provide full 4 mega¬ 
cycle video bandpass. The unit includes 
separate cathode followers for the audio 
and video circuits, as well as a high im¬ 
pedance output to match the finest home 
music systems. 



Fleetwood "600“ Full Remote Control Receiver for 21" and 24" 
Picture Tubes. Includes Tuner Chassis and Picture Chassis. Sup¬ 
plied with 27 tubes, 14 pilot lamps, 40 feet of cable, all knobs 
and Ion Trap. Net $254.50 


Fleetwood "700" Full Remote Control Receiver for 27" Picture 
Tube. Includes Tuner Chassis and Picture Chassis. Supplied with 
27 tubes, 14 pilot lamps, 40 feet of cable, all knobs and Ion Trap. 

Net $274.50 


Fleetwood "610" Complete television chassis for 21" and 24" 
picture tubes. (Not remote control.) Supplied with 23 tubes, all 
knobs and Ion Trap. Net $199.50 


Fleetwood "710" Complete television chassis for 27" picture tubes. 
(Not remote control.) Supplied with 23 tubes, all knobs and Ion 
Trap. Net $219.50 


All chassis less picture tube and mounting brackets. 


Accessory Contains mounting frame, laminated safety glass, 
and royalite picture tube mask. 

621A for 21" spherical face tubes as 21AP4 (18" x 24"). Shipping 
wt. 10 lbs. Net $15.00 

621B for 21" cylinder face tubes as 21EP4 (18" x 24"). Shipping 
wt. 10 lbs. Net $15.00 

624A for 24" tubes as 24AP4 (22" x 28"). Shipping wt. 17 lbs. 

Net $22.50 

727A for 27" metal shelled tubes as 27MP4 (24" x 30"). Shipping 
wt. 20 lbs. Net $25.00 

727B for 27" glass tubes as 27EP4 (24" x 30"). Shipping wt. 
20 lbs. Net $25.00 


Mounting Kits* Includes tube supports, tie down cables and all 
hardware for mounting picture tube on chassis. 

601A mounts 21" metal tube on Model 600 or 610. Includes plastic 
ring and sleeve. Shipping wt. 2 lbs. Net $10.00 

601B mounts 21" glass tube on Model 600 or 610. Shipping wt. 
2 lbs. Net $3.00 

604A mounts 24" metal tube on Model 600 or 610. Includes plastic 
ring and sleeve. Shipping wt. 6 lbs. Net $15.00 

704B mounts 24" rectangular glass tube on Model 700 or 710. 
Shipping wt. 4 lbs. Net $6.00 

707A mounts 27" metal tube on Model 700 or 710. Includes plastic 
ring and sleeve. Shipping wt. 4 lbs. Net $18.00 

707B mounts 27" glass tube on Model 700 or 710. Shipping wt. 
4 lbs. Net $6.00 



CONRAC TUNER-KLEEN’R 


The new Conrac "Tuner-Kleen'r" is 
easily snapped into position in all 
standard tuners to perpetually 
clean all the stationary and revolv¬ 
ing contact points for clearer tele¬ 
vision reception. Every turn of the 
tuner puts the Conrac "Tuner- 
Kleen'r" to work. List Price $1.50 


DIMENSIONS 


Unit 

Height 

Width 

Depth 

Tuner Chassis 

7" 

111 / 2 " 

8 I/ 2 " 

Picture Chassis 

(21" Tube Mounted) 

21 " 

203/4" 

231 / 4 " 

Picture Chassis 

(24" Tube Mounted) 

30" 

26" 

251 / 4 " 

Picture Chassis 

(27" Tube Mounted) 

26" 

251 / 2 " 

231 / 4 " 


CONRAC, INC. • Since 1939 • Glendora, California 
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ARKAY: World Famous for Radio & TV Kits 



For complete details and descriptions, write for Catalog RK-53 


ARKAY 


adio Kits^ Incorporated 

120 Cedar St., New York 6, N. Y., BE 3-6686 
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CUSTOM CABINETS FOR RADIO, PHONOGRAPH, TV, AND SPEAKER INSTAL¬ 
LATIONS INCLUDING SPECIAL FEATURES FOR HIGH FIDELITY REPRODUCTION 

by RIVER EDGE INDUSTRIES 

Distinctive designs built to the highest standards of fine furniture Conventional cabinets are bass reflex or horn loaded with C. G. 

with hand rubbed finishes . . in modern, provincial and traditional McProud engineered Flex-O-Port which is adjustable to match any 

styling. Units are made from the original species of wood specified speaker; corner cabinets are horn loaded, and are also available 

in the finish unless otherwise noted and constructed of heavy ply- for two-way S 3 "stems- 

wood, reinforced throughout for vibrationless performance. The wide 

variety of finishes includes: Gherry Mahogany, Cordovan Mahogany, Acoustically perfect grill fabric is used on all loudspeaker enclo- 

Blonde Mahogany, Grey Mahogany, Walnut, Platinum Walnut, gures which are lined with approved sound absorbing material to 

Limed Oak, African Oak, Ebony, Maple, Fruit-wood, Natural Birch minimize internal sound reflections. Television cabinets are avail- 

and Knotty Pine. . able^ with pull-out phonograph drawers. Models will accommodate 

High Fidelity demands a ‘‘care-constructed” cabinet that wilU not most chassis and tube sizes up to 27 inches. 
permi|; the slightest vibration to interfere with radio’s new miracle 

of fai^ful tone reproduction. Installing equipment in these cabinets is quick and simple—only 

Speaker enclosures are of two types—conventionally shaped cabi- a screw-driver is needed. All cabinets can be shipped with instru- 

nets and those designed to fit into room corners and to save space. ment panels pre-cut for easy installation of equipment. 

COMPLETE CATALOGUES AVAILABLE TO JOBBERS AND DEALERS. 

-——-HI-FIDELITY--- 


INSTRUMENT CABINETS 


RIVER EDGE STYLES FOR HI-FI CABINETS 
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(High Fidelity - con’t) 


CORNER ENCLOSURES 
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BASE REFLEX OR FOLDED HORN 
SPEAKER ENCLOSURES 


TELEVISION CABINETS 

MODERN 





























UNIVERSAL WOODCRAFTERS INC. 

... TELEVISION FURNITURE 


TELEVISION TABLE with Shelf 


TELEVISION TABLE 


Model S-650 
Model S-750 


21"x21" 

21"x24" 


Model TT-900 _26'/2"x22" 

Model S-950, with shelf_26'/2"x22" 



One of the most con¬ 
sistent sales-producers of 
the "UW" line. Available 
in mahoganyf limed oak 
and blonde . . . finished 
to appeal to everyone. 


Ehtir-e upper portion (top and rails) completely rotates with our 
nationally famous ball bearing center unit;;^ eliminates warping 
or binding under any weight. 



Especially designed for 21" TV table models. Guaranteed not to 
bind under the heaviest TV sets. Top of beautifully grained 5 ply 
veneer; hardwood legs; finished in matching mahogany, limed 
oak or blonde. 


Model TT-600 .2V'k21" 

Model TT-700_ 2J"x24" 



Another quality table in mahogany, limed 
oak or blonde. Includes nationally famous C 
ball bearing center unit described in Model 
S-650. Finished as skillfully as your grand I 
piano. 


New Console Base 

CB1000 ._21"x21",ht. 18 
Cb20b0 -_ _24"x2r',ht. 18 
CB3000 -26 Vi" X 22", ht. 18 



Will mpilce any table model into ideal 
modern'^ or^ conventional base. Made for 
any teievlsibh set. Eliminates inventory 
probleins; Mb of 5 ply veneer with 
solid top, finished in matching mahogany, 
limed oak,) blonde. 


Television Table 

Model TT-30_2r'x2r' 

Model TT-40_24"x21" 



Here is a real volume-producer which has 
everything . . . quality . . . design . . . 
sales-appeal. Your choice of mahogany, 
limed oak or blonde. 



"UW" ... the quality line of television furniture is manufactured 
by UNIVERSAL WOODCRAFTERS, INC., of La Porte, Indiana. 
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NEW 

BASS REFLEX 
CABINETS 

Mahogany or Blonde 
Wood Front 

Matching Leatherette 
Top and Sides 
For 12" or 15" Speakers 

Designed for the finest surround¬ 
ings, yet economically engineered. 
Never before has any cabinet offered so much for so little. Picture- 
frame front is hand-rubbed I x 2'/2 in. solid hardwood. Top and 
sides are '/ 2 -in. 5-ply wood, covered with 6 '/ 2 -lb., pyroxylin-coated 
Brahma-grain matching leatherette. Plastic grille cloth. Scientifically 
engineered for high fidelity reproduction. '/ 2 -in. cellufoam padding 
on interior gives richness without boom. 7564 cubic inch capacity 
exceeds recommendations for 15-inch speakers. Size 23%" wide, 30" 
high, 1478" deep. 15" speaker mounting screws installed; also reduc¬ 
ing ring with screws for 12" speaker. Specify Mahogany or Blonde, 
same price. Shipping Weight 35 lbs. 

DBR-15—For either 12 or 15-in. Speaker. List $75,00.Net $45.00 



BASS REFLEX CABINETS 

Same high quality as above, without picture- 
frame front. '/ 2 -in. 5-ply wood; brown mahogany 
leatherette with gold beading. Acoustic lining. 
Plastic grille cloth. Mounting screws in place W 
standard size speaker. 

BR-12—20 X 30 X l 2'/2 in. Shipping Weight 31 lbs. 

List $44.50.Net $26.70 

BR-15—2378 X 30 X 14 in. Shipping Weight 35 lbs. 
List $49.50...Net $29.70 




CORNER WALL BAFFLES 

Get more effective coverage, at lower cost. 
Corner location often aims sound better, and is 
less conspicuous. Heavy 73 " construction, bass 
reflex design and '/ 2 " acoustic lining for richer 
tone than ordinarily obtained in baffles. Plastic 
grille; pyroxylin-coated leatherette. 

Mahogany or Blonde, Same Price 
CB- 8 —For 8 " Speaker. 12 % x I4'4 x 6'/2 in. Ship¬ 
ping Weight 5 lbs. List $9.25.Net $5.55 

CB-12—For 12" Speaker. 17% x io'/? x 9 in. Ship¬ 
ping Weight 9 lbs. List $15.50.Net $9.30 

WALL BAFFLES 

Same fine craftsmanship as above. Heavy con¬ 
struction, reinforced for extra strength. Plastic 
grille; Pyroxylin coated leatherette. Packed 2 in 
carton. Shipping weight per carton of two in the 
order listed below: 2'/2, 3, BVi. 7, and 10 lbs. 

Mahogany or Blonde, Same Price 


Part No. 

Speaker 

Width, Height, Depth 

List Price 

Dir. Net 

WB-4/5 

4-5 in. 

6x6%x3% in. 

$3.90 

$2.34 

WB-6 

6 in. 

7%x8y2x5in. 

4.40 

2.64 

WB-8 

8 in. 

9i/2x10%x 6% in. 

4.90 

2.94 

WB-10 

10 in. 

1178X12 72X678 in. 

5.80 

3.48 

WB-12 

12 in. 

1372x14%x 9 in. 

7.75 

4.65 


SOUND CADDY 

Highly serviceable portable case. Acco-mmodates 
two 12 -in. speakers with space below for most 
arnplifiers fwith turn-table) up to 30 watts. Am¬ 
plifier bolts to mounting board, slips out when 
case is opened. Brackets for cables. Heavy ply¬ 
wood construction, steel corner angles. Brown 
leatherette 17" wide by 23" high by 13" deep. 
SC-I—Shipping Weighv 22 lbs.Net $19.50 




RECORD CHANGER CASE 

Designed for long dependable service. More 
sturdily built than other carrying cases selling 
for the same price. Handsome brown leatherette 
with brass-finish hardware. Clearance above 
mounting board 6'/2 in. Takes any standard 
changer. Size l 6 '/ 2 " square by h'/ 2 " high. Inside 
dimensions %" less. 

PC -1 A—Shipping Weight 16 lbs...Net $12.60 



NEW.<^oZW 

tube caddy 

HiM 

y 

COUNTS and CARRIES your TUBES 


Specially designed for the tele¬ 
vision serviceman. Makes work 
easier and quicker — and YOU 
more efficient. Holds up to 225 
receiving-type tubes, plus handy 
space at top for TOOLS and 
METER. You TAKE INVENTORY 


AT A GLANCE. Each space is designed for a certain number of tubes, 
and missing cartons are easily spotted. You carry a complete assort¬ 
ment of tubes as easily as just a few. 

Shop owners say the Tube Caddy PAYS FOR ITSELF IN 3 WEEKS time. 
Their men are checked in and out faster, and always arrive on the job 
with the tubes they need. This means more calls per day, and lower 
cost per call. Moreover, customers recognize their service is up-to-the- 
minute, with every aid available for faster, more efficient repair. 
Heavy two-tone gray scuff-resistant leatherette with handsome brass 
finish hardware. Solidly built for long service. Stay hinges support top 
cover. Slip-out hinges on front cover; clips insiae for holding data 
sheets or mirror (not furnished). 

TC-3—Size 18 x lAVi x 91/4 in. Shipping Weight 16 lbs-.Net $14.95 



ORIGINAL “TUBE CADDY’’ 

Holds up to 249 tubes without a single 
inch of waste space. Prized possession of 
thousands of TV servicemen. Drawer parti¬ 
tions removable to accommodate TOOLS 
and METER. Brown leatherette. Slip-out 
hinges, etc. Size 20 x 13'% x 9 inches. 

TC-IB—Ship. Wt. 16 lbs.Net $13.50 



TUBE CADDY “JUNIOR’’ 

Companion piece to larger units above. 
Same work-saving features in Yards the 
size and weight. Easy to carry. Holds up 
to 143 tubes, or less with TOOLS and 
METER. Brown leatherette, slip-out hinges 
on cover, etc. Handy size 15'% x 13 x 8 in. 

TC- 2 —Ship. Wt. 13 lbs.Net $7.75 



TV 

CABINETS 

For All Popular 
TV Chassis 
16" »o 27" Tube 

Mahogany or Blonde, 
Same Price 


Convert your TV chassis into a complete set with minimum cost. 
Exceptionally well built Argos cabinets fit finest surroundings. Richly 
grained pyroxylin coated leatherette—Mahogany or Blonde^, same 
price. Smart plastic beading around front panel and along sides. 
Rugged construction with 78" 3-ply sides and^ '%" 5-ply bottom. Long 
Va' slots in bottom provide adequate ventilation. Speaker grille is 
woven plastic. Fin-shanked bolts in place for 8 " speaker. 

Cabinets for Radio Craftsman and 630-type chassis have all holes cut, 
ready for chassis to slide right in. Cabinets TV-24RC and TV-24PT 
have picture opening to accommodate either 24" round or 27" 
rectangular tube; tuning knob holes are cut. Cabinets rV-3PT and 
TV-24PTU have completely blank (uncut) front panels. 


ARGOS # 

Tube Size 

Type Chassis 

Ship. wt. 

Dir. Net* 

TV-IRC 

16 - 17" 

Radio Craftsmen 

25 lbs. 

$31.25 

TV.3PT 

16 - 21" 

630 Uncut Panel 

32 lbs. 

33.30 

TV-21RC 

20 - 21" 

Radio Craftsmen 

32 lbs. 

35.10 

TV-21PT 

20 - 21" 

630 Type 

32 lbs. 

35.10 

TV.24RC 

24 - 27" 

Radio Craftsmen 

40 lbs. 

48.00 

TV.24PT 

24 - 27" 

630 Type 

40 lbs. 

48.00 

TV-24PTU 

24 - 27" 

630 Uncut Panel 

40 lbs. 

46.20 


♦Includes Fed. Excise Tax 


ALL ARGOS PRODUCTS equipment is sold only through Parts Jobbers. The name 
Argos stands for craftsmanship in cabinetry. Prices slightly higher West of Rockies. 
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UHF CONVERTER AND UHF TUNER 











MALLORY TV-101 



The Mallory TV-101 UHF Converter expands the re¬ 
ceiving capability of any conventional VHF television 
set to include reception of all UHF stations located 
within the signal range. 

Designed for continuous tuning, this UHF converter 
insures a compatible balance of inductance and capaci¬ 
tance over the entire, tuning spectrum from 470 to 890 
megacycles with a single control. 

The smooth and easy operation of the TV-101 Con¬ 
verter is thie result of many years of Mallory research 
in the field of variable inductance tuning devices. This 
program h^s resulted in the successful combination of 
modern circuit techniques required for converting con¬ 
ventional UHF signals to intermediate channels. The 
TV-lOi will result in added television entertainment, 
through wider program selection, from the conven¬ 
tional television r^eiver. 

The TV-101 Converter is equipped with a built-in 
Ufl[F antenna which permits installation without the 
need for special tools or technical skills. 

To simplify the operation of this unit even further, 
a 3-position, "'master control’’ switch is located on the 
panel to assure rapid selection of: 

(a) UHF station tuning. 

(b) Normal operation of the VHF set. 

(c) Switching VHF set and converter off and on. 


UHF CONVERTER* 

Complete installation and operating instructions and 
warranty are included with each unit. 

*Pat. Pending 

Catalog No. TV-101 List Price $42.50 


D E T A I L E D S P E C I F I C A T I O NS 

Tuning Range: The tuning range of the TV-101 extends from 470 
to 890 megacycles in a continuous, unbroken sweep of the tuning 
dial. This permits accurate tuning of all UHF TV channels with¬ 
out the addition of strips, coils, or band switches. The Mallory 
Converter is constantlj^ tuned for operation in all areas of television 
reception. 

Tube Connplement: 6AF4/6T4 Oscillator; 6CB6 I.F. Amplifier; 
Selenium Rectifier; and a 1N72 UHF Diode Detector. 

Circuitry: Three tuned circuits are employed in the UHF range to 
provide antenna pre-selection as well as the oscillator-mixer tuning 
function. These circuits are controlled manually by means of a 
single shaft actuated from the front panel of the converter, A 
6CB6 amplifier, operating at a mean of 82 megacycles, is part of 
the TV-101. It provides additional amplification at the converter 
I.F. (either VHF channel 5 or 6). A combination change-over and 
AC on-off switch is provided to permit quick selection of either 
VHF or UHF stations from the front panel of the instrument. 

Antenna Input Impedance: 300 ohms nominal. Either balanced 
or unbalanced line may be used. 

Output Impedance: 300 ohms. 

Stability: Oscillator drift and instability in the TV-101 are reduced 
to a negligible factor by the omission of all mechanically unstable 
parts, such as; air-tuned condensers, long leads, switches, and coil 
strips. Thermal sensitive parts are mounted away from heat pro¬ 
ducing components such as the I.F. and power supply tubes. The 
TV-101 stabilizes after approximately 1 minute when used with 
inter-carrier VHF TV sets, and after 3 to 5 minutes when employed 
with split-circuit sets. 

Dial Mechanism: The dial is a slide-rule type, calibrated linearly 
in TV channels 14 through 82. Full coverage of the entire tuning 
range is accomplished with approximately 9.75 turns of the tuning 
knob. Numerals indicating calibration are in gold on glass, and 
extend approximately 4%" across the face of the instrument. 

Power Supply: The TV-101 is designed for 117 volt, 60 cycle opera¬ 
tion. The power supply consists of a transformer, a selenium rec¬ 
tifier, and a resistance-capacitance filter. Approximately 25 watts 
of power are required for operation. 

Cabinet: Cabinet is attractive molded plastic in modern design. 
Measures 9" wide, QVq" deep, and 6%" high. Bottom of cabinet 
has felt pads to prevent marring of furniture. 

Weight: Approximately ^Vz lbs. 


THE MALLORY UHF INDUCTUNER* 



The Mallory UHF Inductuner, the result of years of 
research by P. R. Mallory & Co. Inc. in variable- 
inductance tuning of resonant circuits, is a compact 
assembly of variable inductances available in three 
sections. It will tune continuously the UHF range of 
television channels from 470 to 890 megacycles when 
used with proper circuitry. 


Features of the UHF Inductuner include: reduction 
in overall capacitance while maintaining the same 
compact case as used for the Spiral Tuner; complete 
shielding between sections; shaping of the various sec¬ 
tions for oscillator tracking at an I.F. of 82 Me.; 
rugged contacts, and positive, uni-control coverage in 
270° of rotation. 

Additional information is available on request. 


Catalog No. 

Dimensions 

List Price 

8313 

4"/i6X 2x2^8 

' 

$16.00 


* Inductuner—Registered trade mark for Mallory variable induct¬ 
ance tuning devices. Pat. Applied For. 


Mallory Page 1 


Radio’s Master — 18th Edition 

Page T-14 


TRADE DISCOUNT APPLIES TO t/ST PR/CES OHVf 


Copyright by U.Q. P., Im* 













SPIRAL TUNERS • GRID BIAS CELLS 



MalLorY 






Mallory Spiral Indvcfuner’'’ 

The two, three and four gang 
5BI Spiral Inductuners * are vari¬ 
able inductance tuning de¬ 
vices designed to provide ef¬ 
ficient front-end tuning in deluxe television and FM receivers and 
boosters. When used in conjunction with suitable tubes and a mini¬ 
mum of circuit wiring, these Inductuners assure accurate, noise-free 
and continuous tuning of the entire frequency spectrum from 52 
through 216 megacycles. The Inductuner eliminates the need for 
band switches, plug-in coils, turret coil assemblies or complicated 
circuit wiring when used for this purpose. 

Tuning is accomplished in all models by means of a single 
shaft to vary the inductance of each of the inductors simultaneously 
from the front of the equipment using the Inductuner. Automatic 
stops at the maximum and minimum inductance positions are pro¬ 
vided to prevent damage to the inductors. 

The individual coils have a maximum inductance of .985 uh and a 
minimum inductance of .025 uh. Total shaft turns are 5.925060- 
.000. Each Inductuner has a 2}^" shaft—!4" diameter. 

Model 8302 is ideal for use in a TV booster (see schematic diagram 
below). Models 8303 or 8304 are suitable for TV front-end service. 



Catalog No. 

No. of Gangs 

Dimensions t 

List Price 

8302 

2 

3^16x2x21/8 

$12.00 

8303 

3 

4"/i6 X 2 X 214 

15.00 

8304 

4 

5% X 2 X 214 

18.00 


t Excluding lugs and shaft. 

* Inductuner—Registered trade mark for Mallory variable induct¬ 
ance tuning devices. Manufactured and sold under one or more of 
the following Paul Ware and Mallory patents: 2,163644, 2,163645, 
2,163646, 2,163647, 2,260877, 2,377789, 2,377790, 2,399060, 
2,405890, 2,443020, 2,443822. Other patents applied for. 


Grid Bias Cells 


Mallory Grid Bias Cells are small acom- 
shaped, self-contained devices. The metal con- 
^ ^ tainer or cup is the negative electrode. The 
black disc is the positive electrode. 

The principal use of Mallory Grid Bias Cells is in the biasing of 
the first audio amplifier tube in modern high-gain receivers. The bias 
cell does not need to be by-passed to ground. 

The no-current potential of the cells is within plus or minus 10% 
of their rated voltage. The cells are strictly potential or voltage cells 
for biasing class “A” amplifier tubes and should not be used for bias¬ 
ing power tubes or oscillators, or for any circuit where direct current 
may flow through, or be drawn from, the cells. 

The cells may be used at temperatures from 0®F to 140°F. The 
voltage of the cells remains reasonably constant throughout this wide 
temperature range. Whenever possible, place the bias cells in the 
coolest location. The cells exhibit no change in characteristics when 
exposed to a relative humidity of 90% at 120°F. 

Mallory Grid Bias Cells are non-reactive at audio frequencies. The 
DC resistance of the cell ranges between 10,000 and 40,000 ohms. The 
cells do not cause noise. 


Cat. No. 

Description 

List Price 

BC-3 

114-volt Grid Bias Cell (packed 10 to box). 

$0.30 

BC-4 

lJ4-volt Grid Bias Cell (packed 10 to box) 



With mounting stud. 

.45 

BC-5 

1%-volt Grid Bias Cell (packed 10 to box). 

.30 

BC-e 

1%-volt Grid Bias Cell (packed 10 to box) 



With mounting stud. 

.45 

BC-7 

114-volt Grid Bias Cell (packed 10 to box), 

.30 

GB16 

Cell Clip, 1-ceU capacity for BC-2 Or 2-cell 



holding capacity for BC-3 or BC-5.... 

.24 

GB16 

Cell Clip, 2-cell capacity for BC-2 or 4-cell 



holding capacity for BC-3 or BC-5. 

.24 

GB17 

Cell Clip, 1-cell capacity for BC-3. 

.24 


Two-Gang Spiral Inductuner Booster for TV, FM and 
General Purpose Tuning 
Continuous Range: 54 to 216 Me. 



At the left is a schematic diagram of a full- 
coverage, TV booster employing the Mallory 
No. 8302 2-gang Spiral Inductuner. This TV 
booster is entirely practical and suitable for 
home-shop construction by the average tech¬ 
nician. The Inductuner supplies all the es¬ 
sentials required for tuning in one, compact, 
factory-adjusted unit, thus providing sim¬ 
plified construction. No 
tuning condensers, band 
switches or plug-in coils 
are needed. Possible errors 
usually attendant with 
hand-wound coils and 
unknown tolerances of 
tuning condensers are 
completely avoided. 

The proven efficiency 
and high gain of a 6AK5 
tube has been utilized to 
the fullest extent. The an¬ 
tenna changeover switch 
usually found in booster circuits has been 
eliminated to provide vital R.F. wiring, which 
is short and direct. An infinitely variable 
screen grid gain control has been added to 
prevent overloading by strong, local signals. 
Either 300-ohm balanced or 72-ohm unbal¬ 
anced input and output feed lines may be 
employed with comparable results. 

A folder containing detailed and construc¬ 
tional information, plus a listing of components 
required for building an Inductuner booster, 
is packed with each No. 8302 Inductuner, 
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SPECIFICATIONS 

Tubes—6AF4 oscillator 

6CB6 I.F. Amplifier 
IN72 crystal Diode 

Power Supply-^12p volt, 60 cycle. Includes full 
transformer type power supply 
Input Impedance—300 ohms 
Tuning Range—Continuous over entire UHF 
range from 470 to 890 me. No sliding 
contacts. 


CARDlMfELL u.h.f. converter 


FEATURES 

• High Sensitivity 

• Low Noise Figure 

• Stable Oscillator 

• Constant L/C—ratio tuner 

• Gear Driven Dial 

• Quality Standard Parts 

• Miniature Size 


Designed for use with any standard television receiver to expand recep¬ 
tion over the entire U.H.F. frequency spectrum, 470-890 me. Featuring 
superior performance, low cost and trouble-free service, the Converter is 
precision manufactured to the same high standard of quality demon¬ 
strated by Cardwell Products for over 40 years. High gain, very low 
noise figure and optimum selectivity, characteristics which are most 
desirable in U.H.F. reception are the result of CardwelFs production 
know-how and years of research by a staff of skilled engineers. 

So simple to operate. Just one switch with 3 positions to select from— 
“OFF”, 2-13 and 14-83. One tuning knob with easy reading dial. 
High sensitivity and low noise figure provide clear picture even in 
“fringe” areas. Includes complete, built-in I. F. amplifier stage. 


Frequency drift problem has been solved. Picture stability has been 
assured by the omission of sliding contacts and by the use of a printed 
circuit oscillator. Compactly designed in a beautiful solid mahogany 
cabinet available, in either light or dark finish. Just 33^ inches high, 
its trim, low-styled lines will please the most discriminating. Easily 
serviced. Tubes readily replaced without removing the chassis. No 
installation costs. Installation is so simple that anyone can do it 
No extra parts to buy. A length of 300-ohm twin lead is provided to 
connect converter to receiver. For receivers located in a strong U.H.F. 
signal area a special coupling device is supplied to adapt any conven¬ 
tional V.H.F. antenna for U.H.F. reception. 

• NO FREQUENCY DOUBLER 


NO STRINGS • NO SLIDING CONTACTS 


CARDWELL printed circuits 



Simplify your wiring assemblies by 
using printed circuits. Our method of 
etching copper clad laminates pro¬ 
duces conductor patterns at amazingly 
low cost and in extremely compact 
form, yet retains high efficiency. Vari¬ 
ations in inter-wiring capacitance are 
eliminated entirely by the precision 
reproducibility of the printed pattern. 
Line widths and line spacings down to 
14 inch are possible. Both photo-offset 


and silk screen processes for forming 
the pattern are available. The choice 
depends upon quantities involved, pro¬ 
duction rate and precise definitions 
required. 

For best performance and low cost, we 
recommend fiberglas mat-reinforced 
plastic with the following electrical 
and physical characteristics: 

Peel strength 10 lb. (one inch 
strip) moisture absorption 0.52 %, 
(after 24 hrs.) dielectric constant 
(1 Kc.) 3.62, arc resistance 29 sec. 
power factor (10 Kc.) 0.55%. 

One-shot soldering dip. By a special 
process developed by Cardwell, solder 
in well formed fillets is deposited only 
at desired points. This permits rapid 
assembly of high quality conventional 
components with no extraneous pick¬ 
up of solder on conductor lines. Saves 
solder and eliminates shorts. 


FEATURES 


Cut Labor Costs—Assembly time reduced 
approximately 30%. 

Reduce Weight—Up to 15% less weight. 

Less Rejects—Eliminates wiring errors and 
shorts. 

Solve Miniaturization Problems—Requires 
far less space. Ideal for stocking chassis 
layers. 

Flexible—Ckeuit changes made with little 
delay or additional cost. 

Bliminates elaborate cabling and tieing of wires 



Our methods and technique have a wide range of application. 


Consult us on your special problems 



Radio’s Master—18th Edition 

Page T-lb 


Copyright by U. C. P., Inc. 
















products for BETTER TELEVISION 

by BLONDER-TONGUE LABORATORIES, INC., Westfield, N. J. 


The B-T Add-A-Unit SYSTEM 

A Successful Plan for Low Cost, Easy-to-lnstall Master TV Systems for VHP 
and UHF. Through the use of B-T Units, virtually every known TV problem 
can be decilt with. And the system is so flexible that it can serve the needs 
of 1 or 2 or even 2000 sets . . . without outside engineering assistance. 



B-T MIXER AMPLIFIER 
Model MA4-1 

TV sig’nal mixer with built-in power supply. 
Has 4 receptacles for plug-in, single-channel 
(VHF) amplifier strips (CS-1) or UHF con¬ 
version strips (UC-1), plus one through line. 

Model MA4-1. Basic chassis and power supply 
less plug-in strips. 

List Price .$52.50 

Model CS-1. Single channel amplifier strip 
specify VHF channel. 

List Price.$19.50 



Model UC-1. UHF conversion strip (occupies 
space of two CS-1). Converts specified 
TJHF channel to specified VHF chan¬ 
nel. Specify UHF and VHF channels. 
List Price .$54.50 


B-T TELEVISION ACCESSORIES 

Precision engineered and individually tested 
for performance and impedance match. 

For Master Systems and individual instal¬ 
lations. 

WEATHER-PROOF HOUSING 

Model WH-1. For outdoor installation of any 
B-T Unit. Has universal mounting bracket 
for mast, roof, etc. Size: 9%" x 7" x 5%". 
List Price . $14.50 

LINE LOSS EQUALIZER 

Model LLE-1. Compensates for differential 
signal loss in 1000 feet of RG/llU or 500 
feet of RG/59U. Attenuates gradually from 
1 db. on Channel 13 to 17 db. on Channel 2. 

List Price.$9.50 

MATCHING TRANSFORMER 

Model MT-1. Provides precise impedance 

match of 75 ohm (unbalanced) and 300 ohm 

(balanced) lines. 

List Price . $6.50 


B-T DISTRIBUTION AMPLIFIERS 

Modei DA8-1. Eight TV receiver outlets and 
one through line. For multiple set distribu¬ 
tion systems. Gain control. Full isolation, 
with no loss at receiver terminals. 

List Price.$87.50 



Model DA2-1. Two TV receiver outlets and 
one through line. For multiple set distribu¬ 
tion systems. Full isolation, with no loss at 
receiver terminals. 

List Price ..$39.50 



B-T ALL-CHANNEL AMPLIFIER 
COMMERCIAL ANTENSIFIER 

Model CA-1. All-channel VHF amplification 
in excess of 27 db. Gain control. Ideal line 
amplifier for master TV systems or as deluxe 
pre-amplifier. 

List Price .$77.50 

LINE SPLITTERS (Couplers) 

Model LS4-1. Divides one 75 ohm line into 
four 75 ohm lines. List Price.$7.50 

Model LS4-2. Divides one 300 ohm line into 
four 75 ohm lines. List Price.$7.50 

Model LS4-3. Divides one 75 ohm line into 
four 300 ohm lines. List Price.$7.50 

Model LS4-4. Divides one 300 ohm line into 
four 800 ohm lines. List Price.$7.50 

REMOTE CONTROL 

Model RC-1. For automatic *on/off’ opera¬ 
tion of any B-T Unit, or other unit drawing 
up to .5 amp. at 117v. AC. Complete with 
relay, indicator light, and fuses. 

List Price.$14.50 

ATTENUATOR 

Modei AT-1. Provides 0 to 42 db. attenuation 
on all VHF channels in 6 db. steps. 75 ohm 
and 75 and 300 ohm terminals. 

List Price . $12.50 



B-T ULTRAVERTER 


Model BTU-2 


All Channel UHF Converter 

For highest quality UHF reception on all 
VHF TV sets. Automatic “ON-OFF.’’ Output 
to TV set on Channels 5 and 6. Selector 
switch for VHF and UHF Antennas. High 
gain, low noise conversion. Employs original 
B-T Ultratuner, Tubes: 6AF4, 6AB4 and 
Germanium Diode. Fully shielded. Complete 
with power supply. Attractive cabinet 
styling. 


B-T 

AMPLIVERTER 
Single Channel 
UHF 

CONVERTER- 
BOOSTER 
Model BTU-1 





A high-gain UHF converter which mounts 
behind any TV set. Converts any specified 
UHF channel (14 to 83) to VHF Channel 
5 or 6. Bypass switch permits normal VHF 
reception. Has Cascode IP amplifier with 
extra stage for 17 db boost. Highly selective 
RP circuits provide flat response and efficient 
rejection of spurious signals. Circuitry as¬ 
sures lowest possible noise factor. Has built- 
in power supply with automatic ‘on/off’ 
control. May be used in series for additional 
UHF channel. (Specify UHF channel.) 



B-T BOOSTER Model HA-3 

Fully Automatic with Gain in Ex¬ 
cess of 16 db on All VHF Channels 

Automatic ‘on/off’ operation with TV set. Re¬ 
quires no tuning or bandswitching . . . 
operates automatically across the entire VHF 
band. Can be used with UHF converters. 
All-triode, cascaded, push-pull circuit (3 
6J6) assures lowest possible noise factor. 
Attenuator switch prevent overloads. 


FREE INSTALLATION MANUAL AND CATALOG ON REQUEST 
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MODEL 3002A TUNE-O-MATIC MODEL 30I2A TENNA-TOP 


MODEL 3100 TELEVIDER-4 


TUNE-O-MATIC 
SELF TUNING TV BOOSTERS 


TENNA-TOP 

ANTENNA-MOUNTED TV BOOSTERS 


All Channel • Broadband • Low Noise • High Gain • All Electronic Low Noise • Ali Channel • Self-tuning • Permits Long Lead-ins 


The Tune-O-Matic Turns On and Off with your TV receiver switch. Needs 
no separate manual tunin;^ Fully electronic, boosts signals instantly, auto¬ 
matically on any channel. Exclusive EV broadband circuit provides uniform 
gain across entire band width. Extremely low internal noise factor minimizes 
“snow.’* The Tune-O-Matic assures sharper pictures, clearer sound even in 
difficult fringe areas. Highly stable, trouble free. Easily concealed in or behind 
TV set. Handy Hi-Lo gain switch. 


Model 3002-A TUNE-O-MATIC. 

New Multi-power 3 tube, two-stage 
broadband circuit—one for high 
bands, one for low. Input and output, 
300 ohm. Uses all-band or separate 
Hi and Low channel antennas. For 
105-125 volts, 50-60 cycles AC. 
Sturdy metal case, in black and gray 
baked enamel finish. Vertical rnount- 
ing brackets supplied to fasten on 
TV .set. Rubber feet. 6M" x Sfi" 
X Complete with tubes and 

plug-in cord. Shipping weight 4 lbs. 

List Price.$39.50 


Model 3000 SUPER TUNE-O-MATIC. 

Uses 4 tubes for two separate high 
and low band 2-stage amplifiers. 
Input and output for 150-300 ohm 
twin lead. Maroon and gray ham¬ 
mer tone metal case, with rubber feet. 
1%" X X 4)^*'. Complete with 
four 6J6 RF tubes, selenium rectifier, 
and plug-in cord. For 105-125 volt 
50-60 cycles AC. Shipping weight 
5 lbs. 


List Price. .$57.50 


Mounts at antenna, ahead of lead-in. Amplifies only wanted TV signals, 
NOT local noise picked up by lead-in. Completely automatic, fully electronic. 
NO manual tuning necessary. Exclusive EV broadband circuit assures uniform 
high gain across entire band width. Tapped power transformer in junction box 
permits satisfactory operation with long lead-ins. Use of high quality wire 
allows lengths up to 3000'. Extremely stable, no signal drift, no limiting peaks. 
Easy to install. Single lead-in carries power up, brings amplified TV signal 
down. Uses all-band or separate hi and low channel antennas. Amplifier unit 
is rugged, weather-proof, trouble-free. Easily mounted on mast. Junction 
control box easily hidden in TV set. 


Model 3012-A TENNA-TOP. Uses 
three dual triode tubes in two-stage 
broadband circuit—one for high 
bands, one for low, 300-ohm input 
and output. Booster unit 7]^*' 

X 5^, in sturdy, moisture-proofed 
housing. Junction control box 6%" x 
3H" X 4H*' in gray hammertone 
finish. For 105-125 volts, 50-60 cycles 
AC. Complete with tubes, mounting 
brackets and plug-in cord. Shipping 
weight 9 lbs. 

List Price ..$59.50 


Model 3010 SUPER-TENNA TOP. 

Uses four tubes for two separate high 
and low band 2-stage amplifiers. 
Input and output 150-300 ohms. 
Booster unit 7M*' x 7H" x 6'*’ in 
rugged, moisture-proofed housing. 
Junction control box 6?4^ x 3^" x 
4}^" finished in gray hammertone. 
For 105-125 volts, 50-60 cycles AC. 
Complete with four 6J6 tubes, 
mounting brackets, and plug-in cord. 
Shipping weight 11 lbs. 

List Price. .$88.00 


TELEVIDER-4 DISTRIBUTION SYSTEM FOR MULTIPLE TV INSTALLATIONS 


Insures Complete Isolation of Each TV Receiver in a Master Antenno System for Stores, Apartment Buildings, Hotels and Homes 


UTILIZES EFFICIENT COAXIAL CABLE. Superior shielding of coaxial cable 
retains high degree of isolation built into Televider-4. 

COMPLETE ISOLATION BETWEEN RECEIVERS. Prevents interference from 
local oscillation of poorly shielded TV sets in the system. Isolation as high 
as 200 to 1. 

EASY EXPANSION. One unit can be used for 2, 3 or 4 receivers. More units 
easily added for larger installations. No individual engineering required. 

ALL CHANNEL OPERATiOISI ON EACH LINE. Each TV set in the system can 
be operated individually at same time on any channel. 

USES CINCH-JONES SOCKETS. Assures low insertion loss and greater strain 
relief. 


The EV Televider-4 is the answer to elimination of inter-antenna inter¬ 
ference and unsightly congested roof top TV antenna installations. Designed 
for effective isolation, dependable, performance, flexible installation and 
minimum servicing. Provides a co-ordinated system at moderate cost that 
works every time in fringe or primary areas, EV all-channel boosters may be 
inserted as line amplifiers where needed. Uses 4 6AKS tubes. Power consump¬ 
tion 25 watts at 110 volts 60 cycle AC. Input and output 72 ohms. Easily 
connected to 300 ohm TV sets. ON-OFF switch. Six coaxial sockets provided 
for input, output and 4 receiver outlets. Housed in ventilated gray metal case. 
May be mounted in any position. Size 7^" x x 43^". Complete ready to 
operate. Shipping weight 5 }4 lbs. 

Model 3100 TELEViDER-4. List Price. $69.50 


MODEL 3300 UHF-TV CONVERTER 

The Ultimate in UHF TV ConveTsion 


Here, incorporated in one precision instrument, are the finest features to be 
found in any UHF converter available today! 

Designed and built by E-V, the Electro-Voice 3300 UHF converter 
permits reception of ALL UHF Channels on TV receivers not having built-in 
UHF provisions. It features continuous tuning for “pin-point” reception. 
Dial is calibrated by channels and tuning knob is weighted for easy, effortless 
finger-tip tuning provided by a 25 to 1 micrometer drive system. 

Either Channel 5 or 6 of the TV s^t is used as the conversion frequency 
and 300-ohm line may be used for both the input and output circuits. Instal¬ 
lation of the EV 3300 is extremely simple, requiring only the use of a 
screw driver to make the three connections necessary. The EV 3300 UHF 
Converter is completely self-contained—there is nothing more to buy. 

The EV 3300 UHF Converter incorporates fine features proved ^ many 
years experience in building E-V electronic products. New high efficiency, 
low-loss “silver plated” printed circuits are used in the RF and Oscillator 
stages for maximum sensitivity and highest stability. Coin silver contacts 
assure quiet operation and long life. 

Tubes used in the E-V 3300 UHF Converter are all high-efficiency, low 
drain miniature types: 6AF4 rf oscillator, 6BC5 if and 1N72 diode mixer. 
Unusually thorough internal shielding is built-in to the EV 3300 to minimize 
radiation, interference. 

The built-in power supply uses a selenium rectifier for long life and trouble- 
free service. Power consumption is only 18 watts from the llOV-AC line. 
Operation is extremely simple. One control knob turns the converter and 
receiver on and switches from VHF to,UHF. Second knob is for tuning dial. 



The handsome case, of sturdy metal is attractively finished to perfectly 
complement all cabinet woods. The added shielding provided by the nietal 
case, further reduces possibil¬ 
ity of extwnal radiation. 

The EV 3300 is engi¬ 
neered inside and out 
for efficient, stable 
operation. Only high¬ 
est quality compo¬ 
nents are used in this 
exceptionally small 
and compact con¬ 
verter. The EV 3300 
measures only 5" 
high, 7%" wide, 6^" 
deep. Shipping wt. 

6 lbs. 


Model 3300 UHF 
CONVERTER —Com¬ 
plete ready to use— 

List Price .... $39.50 


MODEL 3300 
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THE LINE 


BETTER PERFORMANCE 
ENGINEERED-IN! 


‘ ' I 



LIST $32.50 

REGENCY BOOSTER MODEL DB-520 


WORLD-FAMOUS REGENCY BOOSTER— 
LARGEST SELLING BOOSTER AT ANY PRICE 
First choice across the nation for ‘‘pepping up" 
old TV sets, pulling in far-off VHF stations, 
improving reception in TV ‘‘trouble spots/' 
Smartly designed plastic cabinet looks well 
with any style TV set. Easy to install — 
you just plug it in! Single tuning knob is 
^ large, easy-to-grip. On-off switch controls 
TV set—capacity 3 amps 12 OV AC. Pre¬ 
cision engineered with quality features like 
I the push-pull triode in balanced circuit, and 
J link coupling for optimum impedance 
1 matching. Exclusive circuit stabilizer for 
m inductive as well as capacitive neutraliza- 
tion assure maximum stability on all 12 
VHF channels. Improved circuit control 
for even greater tracking accuracy. 



IN EVERY FIELD THERE'S ONE LEADER- 
IN UHF CONVERTERS, IT’S REGENCY 

Simply plug in—and you're ready for 
UHF! Advanced electro-mechanical de¬ 
sign minimizes warm-up drift. Hi-pass 
filter rejects unwanted signals—-prevents 
cross interference between UHF and 
VHF stations. Trimly styled plastic 
cabinet features full view slide rule dial 
and large, easy-to-grasp control knobs. 


REGENCY CONVERTER MODEL RC-600 



LIST $49.95 




I.D.E.A., INC., REGENCY DIVISION 

7900 Pendleton Pike, Indianapolis 26 

Cherry 2466 
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The Model TT-4 is the best of the Pentode 
type tuners. Features high performance at low 
cost. A 12-channel tuner developed to provide 
best possible performance, consistent with low¬ 
est cost. For 21 me. or 41 me. IF systems. 


The Model TT-6 is the best of the cascode 
type tuners. Absolute minimum noise factor. 
A 12-Channel tuner at a price slightly higher 
than pentode tuners. Made for 21 me. or 41 
me. IF systems. 


SPECIFICATIONS: 

RF AMPLIFIER: 6BC5 

OSC. MIXER: 6J6 

POWER SUPPLY: 135 volts at 22 ma. 

6,3 volts ac at 0.75 amps. 
GAIN: Into a 10,000 ohm IF grid 

load, series tuned circuit: 

26 db min. for high channels 
32 db min. for low channels 
NOISE FACTOR: As measured into 

a 3.0 to 3.5 me. A f IF— 

12.5 db max. for high channels 

9.5 db max. for low channels 
IMAGE REJECTION: 40 db min. high channels 

46 db min. low channels 
IF REJECTION: 50 db min.* 

RF BALANCE: 20 db min. 

VERNIER RANGE: Plus or minus 1 me. min. 

or plus or minus 2 me. max. 

* Except channels 2-3 and 4 of 41 me. tuners. 


SPECIFICATIONS: 6 BZ7 

RF AMPLIFIER: 6J6 

OSC. MIXER: 135 volts at 11 ma. 

POWER SUPPLY: 250 volts at 14 ma. 

6.3 volts at 0.85 amps. 

Into a 10,000 Ohm IF 
grid load circuit, 
series tuned circuit: 

30 db min. for high channels 
32 db min. for low channels 
NOISE FACTOR: As measured into a 

3.0 to 3.5 me. A f IP— 

9.5 db max. for high channels 
8.0 db max. for low channels 
IMAGE REJECTION: 40 db min. high channels 
46 db min. low channels 
IF REJECTION: 50 db. min.* 

RF BALANCE: 20 db. min. 

VERNIER RANGE; niinus 1 me. min. 

Plus or minus 2 me. max. 

* Except channels 2-3 and 4 of 41 me. tuners. 


SARKES TARZIAN, Inc. Ituner division • Bloomington, ind. 
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OAK AUXIIIAKY SHAKIR SWITCH 


V 


r ' 








ESSENTIAL IN CARS or with REMOTE 
TV or JUKEBOX SPEAKERS 

\ Does all that the old style 3 way rear seat 

\ speaker switch could do . . . Plus: the ad- 

vantage of the best impedance match to 
r the radio at any volume setting used . . . 

Plus: sound distribution as you want it. 

Either speaker can be made the louder, by 
the flip of a switch, while both continue 
to play together. 


Sold in 
Boxes of 12 
and 36 


f CUM Greater — Selectivity-Sensitivity 

— f CnnMVUUK— compact — Durable — Efficient 

The Neatest little BIG VALUE package. TENNALOOP is a tiny antenna made possible in this 
size and form by the use of a ferrite-magnetic core. No longer is it necessary to use the old- 
fashioned ‘loop’ antenna. 


4 SWITCH 

POSITIONS 

• Front Speaker | 

• Rear Speaker 
• Both Speakers In Parallel 


LIST PRICE 

$150 


Both Speakers In Series Patent Pending 


$.95 LIST PRICE 


“Tennaloop” is 
“ail” directional 



ACTUAL 

SIZE 


OAK COKVEJfnJt For better performance on UHF Channels 



$ 49.95 


• Installed in Seconds 

• Use with any T.V. Set nc 

• Built-in U.H.F. Antenna 

• No Sacrifice of V.H.F. Channels LIST 

• High Quality Picture Definition 

• ONE OAK U.H.F. Converter will supply up to 50 V.H.F. Sets with 
strong signal, simultaneously. 

Exclusive Features Manufacturers of Electronic Specialties 

OAK ELECTRONICS COMPANY • BUFFALO 3, NEW YORK 
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ALLIANCE TV PRODUCTS 


Antenna Rotators 


Boosters 


ALLIANCE TENNA-ROTOR - 3 MODELS 

ALLIANCE TENNA-SCOPE • NEW BOOSTERS 


MODEL DIR has N-E-W-S di- MODEL ATR — this stan- 



rection indicator dial! Espe- dard model with illuminated 

cially noted for its extreme screen. Shows when limit of 


accuracy. UL approved! 

List.$44.95 



travel in either direction is 
reached. One year guarantee 
- UL approved. 

List.$34.95 


ALLIANCE CASCAMATIC 

— automatic TV Booster. 
Has three tubes. Fits on 
back of set, out of sight. 
No manual controls. 

List .$29.95 


ALLIANCE TENNA-SCOPE 
BOOSTER — unusually 
high gain — one simple 
control — interference-re¬ 
fecting —- automatic on-oflf 
switch — performs on all 
channels. 

List .$29.95 




THRUST BEARING BRACKET — (Model 
TBB) new design, recommended for 
heavier installations, transfers antenna 
weight from rotor to ground. Also used 
for most 3-eiement 10 meter beams. 
List ..$4.95 


National TV Advertising 
Assures Consunner Preference 

• MODEL HIR — Fully automatic Alliance 
Tenna-Rotor. Simply set pointer — antenna 
turns by itself and stops. Moving light on dial 
shows position while rotating. No fumbling or 
“hunting.” N-E-W-S directions shown. Prac¬ 
tical — convenient — automatic — accurate! 
Handy control box connections make for fast 
installation. 

• MODEL DIR — provides positive accurate 
instant control of rotation — has N-E-W-S 
direction indicator dial. 

• NEW ALLIANCE “CASCAAAATIC”—Auto¬ 
matic TV Booster. Has three tubes, features 
famous California circuit; quickly installed on 
back of set — out of sight. Pre-tuned to all 
VHF channels — no manual controls. 

• ALLIANCE TENNA-SCOPE (TV Booster) — 
manually controlled. Has two tubes. Ex¬ 
ceptional high-channel reception — permits 
tuning to each VHF channel. Superbly styled 
walnut plastic case blends with all furniture. 

• ALLIANCE boosters have low noise factor. 
Bring in more stations, stronger signals, 
feature exceptional uniformity of picture and 
sound. 

• Special Alliance 4-conductor “ZIP” cable 
can be used with all Alliance Tenna-Rotors to 
speed installation. Alliance TV products are 
backed by more national advertising than 
any other TV accessories! Alliance Tenna- 
Rotor is the universal rotator! 

FOR COMPLETE DETAILED SPECIFICATIONS, 
BOTH ELECTRICAL AND MECHANICAL, ON 
EACH ALLIANCE PRODUCT — WRITE THE 
FACTORY FOR CATALOG SHEETS. 

ALLIANCE MANUFACTURING COMPANY 

ALLIANCE, OHIO 
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ELECTRONICS SALES CO. 

IRVINGTON, N. Y. 



MOP^ 

DESCRIPTION 

MOUNTING 

KV 

OUTPUT 

LIST 

X032 

Side mount, RCA, Admiral, Arvin, CBS, etc. 

A 

13.0 

$10.00 

X036 

Same as X032 Lower H. V. output 

A 

11.0 

10.00 

X045 

GE type circuit, GE, Crosley, Capehart, etc. 

B 

14.0 

10.00 

X047 

Dewald exact duplicate with bottom mount 

C 

13.0 

10.00 

X048 

Dumont exact doubler type 

D 

12.0 

10.50 

X049 

Pada replacement has separate width winding 

C 

15.0 

10.50 

X050 

RCA type with isolated keyed AGC winding 

A 

13.0 

10.50 

X051 

Majestic GE type operates on lower B+ voltage 

B 

16.0 

10.50 

Xt>54 

CBS replacement. Auto former with feedback winding 

A 

14.0 

10.00 

X064 

Elnerson auto former 

C 

14.0 

10.50 

X065 

ESnerson autoformer later models 

C 

15.0 

10.50 

X066 

Similar to X032 with lower retrace time 

A 

15.0 

10.00 

XD68 

Air-Core type, RCA, Emerson, Capehart 

E 

11.5 

6.50 

X069 

GE RTOlOl, Stromberg Carlson autoformer 

B 

16.5 

11.50 

X070 

Zenith under chassis universal 

F 

13.0 

10.00 

X071 

Admiral direct replacement 

G 

15.0 

10.50 

X072 

Admiral direct replacement 

G 

15.0 

10.50 

X073 

Zenith smaller tubes universal 

P 

11.0 

10.00 

X074 

RCA, Dumont, Arvin, Silvertbne, etc. 

H 

16.0 

10.00 

X07.5 

CBS with separate comparison voltage winding 

A 

15.0 

10.50 

X076 

Muntz, split winding autoformer 

A 

16.0 

10.00 

X077 

Doubler type, RCA, Stromberg, Crosley 

J 

14.0 

10.00 

X078 

Trav-ler direct replacement 

K 

13.5 

10.00 

X079 

Trav-ler direct replacement with no second anode load 

K 

13.5 

10.00 1 




INDUCTANCE 
Hortmntal Vertical 
8.3 fflh I 50.0 mh 


TYPE _ DESCRIPTION _ 

201R1 Width Coil 

201R1A Width Coil 

201R3 Linearity Coil 

201R3A Linearity Coil 

201R4 Width Coil 

201R5 Tapped Linearity Coil 

201R10 Width-Linearity Coil 

201R11 Width Coil with AGC winding 

201R12 Tap<)ed Linearity Coil 

201R13 Width Coll 

201R13A Width Coll 

201R14 Width Coil with AGC winding 


INDUCTANCE 
.05-.25 mh 
.05- .5 mh 
5- 20 mh 
5- 40 mh 
.17-. 61 mh 
. 55-2.3 mh 
3.5-29. 5 mh 
Prl. .16-. 7 mh 
Sec. 3.2- 9 mh 
1.3-4.1 mh 
.5-3.5 mh 
.5-1.7 mh 
Pri. 2.6-7.5 mh 
Sec. 4.0- 28 mh 
1.0-10.0 mh 


VERTICAL SCANNING 
OUTPUT TRANSFORMERS 


RAM # 

TURNS RATIO 
PRI/SEC. 

PRIMARY 

IMPEDANCE 

KfiSBEEBOB 

19,000*^® 13MADC 


19,OOOW@ 13MADC 
19.000JV@ 13MADC 



RAM 

CONVERSION 

KITS 


27.500^ft.« lOMADC 


VERTICAL BLOCKING 
OSCILLATOR TRANSFORMERS 



TURNS RATIO 

» MOUNTING 

MOUNTING 

RAM ^ 

PRI/SEC 

TYPE 

CENTER 


» Universcii matched component kits 
► Specifically designed kits for manu¬ 
facturer's models complete with 
flyback, yoke, width and linearity 
coils arid instructions. 




Rnm 


manufacturers of TEST-PATTERN TESTED components for television 


Copyright by U, C, P., Inc, 


TRAPP DISCOUNT Mnm TO m priced 9mY 


Radio’s Master 18th Edition 

Pa|e T-|3 





































RCA ELECTRONIC COMPONENTS 

TELEVISION PARTS 


TV POWER TRANSFORMERS 



RCA Power 
Transformer 
Type 201T6 


Description 

Power Transformer (30 
885 volts 295 ma 

Sugg’d List: 5 
Power Transformer (24 
885 volts 230 ma 

Sugg’d List: ? 
Power Transformer (21 
860 volts 250 ma 

Sugg’d List: | 
Power Transformer (27 
390 volts 260 ma 

Sugg’d List: $ 
Power Transformer (27 
890 volts 260 ma 

Sugg’d List: 5 


HORIZONTAL OUTPUT & 

HIGH VOLTAGE TRANSFORMERS 



RCA "Universal-Type" 
Horizontal Deflection ^ 
Output and High Voltage^-^-^' ^ 
Transformer Type 231T1 


Type 

Description 

204T1* 

Hor. Defl. Output Trans¬ 
former for 5TP4, 5820, 
5WP15. Sugg’d List: $20.00 

204T3* 

Hor. Defl. Output Trans¬ 
former for 7GP4 and 

10BP4. Sugg’d List: $12.00 

211T1 

Hor. Defl. Output & HV 
Transformer for 10BP4 
(50°-57*) 

Sugg’d List: $6.10 

211T2 

Hor. Defl. Output & HV 
Transformer for 5TP4 proj. 
Sugg’d List: $19.00 

211T3 

Hor. Defl. Output & HV 
Transformer for 10BP4 
(50®-57*) 

Sugg’d List: $6.10 


*For use with a separate HV Supply. 

DEFLECTING YOKES 


Hor. Defl. Output & HV Trans¬ 
former for 16AP4 (13KV, 
Doubler) Sugg’d List: $9.50 
Hor. Defl. Output & HV Trans¬ 
former for 10BP4 & 12LP4 
(50'’-57®) Sugg’d List: $6.10 
Hor. Defl. Output & HV Trans¬ 
fer 16GP4 (70*) 

Sugg’d List: $6.10 
Hor. Defl. Output & HV Trans¬ 
former for 16GP4 (70*) 

Sugg’d List: $7.65 
Hor. Defl. Output & HV Trans¬ 
former for 14EP4 & 17CP4 
(66*-70*) Sugg’d List: $7.65 
Hor. Defl. Output & HV Trans¬ 
former for 17CP4 & 20CP4 
(66*-70*) Sugg’d List: $7.65 
Hor. Defl. Output & HV Trans¬ 
former for 21AP4 (66°-70*, 

16-18KV) Sugg’d List: $8.00 
"UNIVERSAL-TYPE’’ Hor. Defl. 
Output & HV Transformer. (50* 
to 66®) Supplies high voltages 
to 15 kilovolts, matches yoke 
inductances from 8 to 30 milli¬ 
henries, for "B’’ supplies of 250 
to 350 volts. 

Sugg’d List: $9.95 


RCA 211D2^ 
"Anastigmatic" 
Deflecting 
Yoke 


Description 

Deflecting Yoke for 5 TP 4 

Sugg’d List: $14.00 
Deflecting Yoke for 10BP4 and 
16AP4 (50*-57*) 

Sugg’d List: $7.50 
Deflecting Yoke for 10BP4 and 
12LP4 (60*) 

Sugg’d List: $7.50 
Deflecting Yoke for 16GP4 
(70®) Sugg’d List: $9.00 


DEFLECTING YOKES (Cont’d) 

207D1 Deflecting 


Deflecting Yoke for 10BP4, 
12LP4, and 16AP4 (60*) 

Sugg’d List: $7.50 
Deflecting Yoke for 16GP4 
(Ferrite Core 70®) 

Sugg’d List: $9.00 
"ANASTIGMATIC" Deflecting 
Yoke. (66*-70*) Includes 12 
inch leads, damping and neutral¬ 
izing elements. 

Sugg’d List: $9.75 
Deflecting Yoke for use with 
27-inch, 90* kinescopes. 

Sugg’d List: $20.00 


WIDTH & LINEARITY COILS 


HCA Width Control 
Type 201R4 


Width Control 0.054-0.245 mh) 
Sugg’d List: $0.75 

Width Control 0.085-0.240 mh) 
Sugg’d List: $2.30 

Hor. Linearity Control (5.5-20 
mh) Sugg’d List: $0.85 

Width Control (0.17-0.61 mh) 
Sugg’d List: $1.05 

Hor. Linearity Control (0.65- 
2.30 mh) Sugg’d List: $1.25 

Width Control (0.47-1.7 mh) 
Sugg’d List: $1.05 

Hor. Linearity Control 1.3-4.8 
mh) Sugg’d List: $1.25 

Width Control (.51-1.7 mh) 

Sugg’d List: $1.05 

Hor. Linearity Control (1.8-4.1 
mh) Sugg’d List: $1.25 

Width Control (1.65-9.2 mh) 
Sugg’d List: $1.30 

Width Control (2.9-16 mh) 

Sugg’d List: $1.33 

Hor. Linearity Control (1.5-8.3 
mh) Sugg’d List: $1.25 


HORIZONTAL OSCILLATOR & 
SYNC COILS 



RCA Horizontal 
Oscillator and Sync 
Control Coil 
Type 203R1 


Hor. Osc. and Sync. Control Coil 
Sugg’d List: $1.90 

Hor. Osc. and Sync. Stab. Coil 
Sugg’d List: $2.40 

Hor. Sync. Discr. Transformer 

Sugg’d List: $2.45 


HORIZONTAL BLOCKING—OSCILLATOR 
TRANSFORMERS 



RCA Horizontal 
Blocking-Oscillator 
Transformer 
Type 208T3 


Hor. Blocking Osc. 
Transformer 

Sugg’d List: $3.90 

Hor. Blocking Osc. 
Transformer 

Sugg’d List: $2.75 
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RCA ELECTRONIC COMPONENTS 

TELEVISION PARTS 




Description 

Ist and 2nd Sound IF Trans¬ 
former (21.25 MC) 

Sugg’d List: $2.30 
Converter Transformer 
(21.8 MC) Sugg’d List: $2.30 
1st Picture IF Transformer 
(25.3 MC) Sugg’d List: $2.50 
2nd Picture IF Transformer 
(22.3 MC) Sugg’d List: $1.90 
Cathode Circuit Trap 
(21.25 MC) Sugg’d List: $2.30 
Converter Transformer 
(24.6 MC) Sugg’d List: $1.40 
1st Picture IF Transformer 
(24.6 MC) Sugg’d List: $2.25 
2nd Picture IF Transformer 
(26.6 MC) Sugg’d List: $1.75 
3rd Picture IF Transformer 
(22.0 MC) Sugg’d List: $1.90 
4 th Picture IF Transformer 
(24.6 MC) Sugg’d List: $1.65 
5th Picture IF Transformer 
(22.7 MC) Sugg’d List: $2.05 
Cathode Circuit Trap 
(21.25 MC) 

Sugg’d List: $1.50 
3rd (25.2 MC) or 4th (23.4 
MC) Picture IF Coil 

Sugg’d List: $0.70 
Sound Discriminator Trans¬ 
former (21.25 MC) 

Sugg’d List: $2.95 
Picture and Sound IF & Video 
Coil Kit Sugg’d List: $20.65 
Sound IF Transformer 
(21.25 MO) 

Sugg’d List: $2.05 
Sound Discriminator Trans¬ 
former (21.25 MC) 

Sugg’d List: $2.15 


Description 

Focusing Coil for 10BP4 

Sugg’d List: $7.50 

Focusing Coil for 16AP4, 
16GP4, and 17CP4 (14KV) 

Sugg’d List: $11.00 


Description 

Yoke Mounting Hood 

Sugg’d List: $1.40 

Filament Choke (Standard 
Package 6) 

Sugg’d List: $0.20 ea. 
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TELEVISION ANTENNA 

MOUNTS 

AND ACCESSORIES 



mi l 


W all ,i 


KENCO 

■A 

WSr 

:|W POSITION 




MOUNTS 

% \lHHi 


^mMOUNTS 


Gives positive anchorage to apartment 
house walls without damage to build¬ 
ing. Shipped assembled. Hot dip gal¬ 
vanized. 


A strong, self supporting mount for 
peak, slope, sidewall comer or flat 
mountings. Heavy zinc plate. 


Easily mounted on hanging rafters or 
trim boards of eave. Ideal for buildings 
with extended roofs. Hot dip galvanized. 
Available in 3 sizes 


SKY STRUT 

Made, of tubular steel—welded con¬ 
struction, 40" long. Built-in cable 
clamp on outer end of strut locks 
guy wire in place giving rigid support 
to mast. Weather resistant finish. 
Model 40S.List $3.95 


Model List 

105 Masts up to ll^" o.d. $6.55 

101 Masts up to 2" o.d. 9.85 


Model 

122 

22" 

eave 

mount 

List 

$3.95 

128 

28" 

eave 

mount 

4.50 

148 

48" 

eave 

mount 

5.95 

-- 


SNAP-IN 

CHIMNEY MOUNTS 


LAG SCREWS 

(Zinc Plated) 


Snap-in feature eliminates holding 
of mast while applying hardware. 
Carriage bolts throughout—^for easy 
installation. 

Model List 

4C Galvanized bands $3.25 
4C-SS Stainless bands 4.95 



1/4 14x11/2 

14 x2i/2 14 X 3 

t%x1i/2 t^x3 

Special low prices. 
Write for quotations. 


CHIMNEY MOUNT 
(Z TYPE) 


EXPANSION SHIELD 


' Dia. of Lag List 

14 " $15.00 per 100 

18.00 per 100 


Made of heavy gage steel. One piece con¬ 
struction, zinc plated. Square comers 
provide snug fit. 


SNAP-IN 

WALL BRACKETS 

Available in 

7" - 12" - IS" . 24" Sizes 
Snap-in feature eliminates 
holding of mast while apply¬ 
ing hardware. Carriage bolts 
throughout. Heavy gage steel, 
zinc plated. 

Model List 

7W—7" .$2.15 

(less tripod legs) 

7W-1—7" . 2.45 

(1 tripod leg) 

7W-2—7" . 2.75 

(2 tripod legs) 

12W—12" . 3.89 

(less tripod legs) 

12W.1—12" . 4.25 

(1 tripod leg) 



12W-2—12" ..$4.65 

(2 tripod legs) 

ISW-l—lS" . 5.50 

(1 tripod leg) 

18W.2—18" . 5.95 

(2 tripod legs) 

24W.2—24" . 6.95 

(2 tripod legs) 


Aluminum 

SNAP-IN 


U-BOLT 
Mast Joiner 

Easily joins two 
masts up to 1 % " 
o.d. Heavy zinc 
plate. 

List $0.30 ea. 




J & L 
PERMA 
TUBE 

10 ft. lengths 
114 o.d. X .035 (20 gage) 
plain end 

1^4 o.d. X .049 (18 gage) 
fitted joint 

114 o.d. X .064 (16 gage) 
fitted joint 

' IV 2 o.d. X .049 (18 gage) 
fitted joint 


MINUTE MOUNT 

ONE PIECE CHIMNEY MOUNT 

Exclusive Y construction on offsets for 
maximum strength. Bearing feet top and 
bottom prevent rocking on irregular chim¬ 
neys. Snap-in feature holds mast while 
applying hardware. Carriage bolts through¬ 
out. One piece welded construction. Heavy 
gage steel-hot dipped galvanized. 

12 ft. stainless steel band and stainless 
steel seals. 3-Easy-slide corner guards 
for uniform tightening and protection of 
bands. Model 5C-SS List $5.95 


WALL BRACKET 

Made^ of heavy gage higli 
strength aluminum alloy. Snap 
in feature eliminates holding ot 
mast ^yhile applying hardware. 
Carriagfe^ bolts throughout. 

Model - I 

6W-AL—6" .$; 

(less tripod leg) 

6W1-AL—6" . : 

>(l tripod leg) 

6W2-AL—6" .$2./:> 

.(2 tripod legs) 





REPLACEMENT KIT 

Stainless Steel Strap 

You get: 2-12 ft. stainless 
steel straps, 2 stainless steel 
seals, 2 stainless E-Z seals, 
4 heavily plated triangular 
eyebolts, lockwashers & nuts. 
Model IRK List $3.00 



r* WALL 
BRACKET 


STAINLESS STEEL 
STRAPPING 

Heavy %" stainless steel 
strapping. 

100 ft. lengths. 

(Ind. boxed) List $10 


Heaviest bracket 
made. x 

1 % " steel. 
Locking nuts in 
front of bracket 
for easy instal¬ 
lation. Hot dip 
■ galvanized. 

Model List 
2W $1.85 


ALL KENCO I T E M S A V A I L A B L E A T COMPETITIVE PRICES! 



KENWOOD ENGINEERING CO., INC 

KENILWORTH, NEW JERSEY 


1 


Radio*s Master — l8th Edition 


Copyright by U. C. P., Inc, 


Pape T-26 


TftApE DISCOUNT AfPyES TQ PR/C|S 







































Vi 

id 

ai 

TV Accessories 



VIDAIRE KINE-LiTE « 

TV PICTURE TUBE BRIGHTENER AND REJUVENATOR 


Renews brilliance and contrast of picture. 
Prolongs life of old picture tube. 

No soldering, just connect two plugs. 


May be used on all standard picture tubes. 
For any size tube, 10" to 30". 


STANDARD WARRANTY 

Model K-1: For magnetic deflection and focus tubes in parallel filament circuits. 

Model K-2: For parallel filamept circuits using both magnetic deflection and electrostatic focus tubes. 
Model K-3: Same as K-2 except to be used in series filament circuits. 

Model K-4: Same as K-2 except for isolation of cathode and filament. 



FIL-TR AN 

HIGH-PASS FILTER 


Printed circuit high Q coils used for 
high efficiency. 


Model F-1 


Reduces effects of interfering signals 
for all TV sets. 

Removes most interference in picture and sound caused by amateur radio, ^ip-to- 
shore transmissions, foreign broadcasts, diathermy, etc. 



TELE-ATTEN 

ELIMINATES OVERLOADIHG DUE TO STRONG SIGNALS 


Model A-2 


Reduces buzz in intercarrier sets. 
Reduces most cross-modulation effects. 
1000 to 1 (60db) change in signal 
reaching antenna posts. 


Vernier adjustment for all signal areas. 
Simple mounting, 2 screws needed. 
Attractive 2-color finish for mounting 
on wall or set. 



TELE-COUPLER 

PERMITS USE OF ONE ANTENNA WITH TWO TV SETS 

Excellent matching reduces reflections. 
Uses high efficiency transformers. 
Attractive 2-color finish for mounting 
on wall or set. 


Reduces effect of local oscillator radi¬ 
ation from one TV set to another. 
■'Filter action reduces interference at 
IP; frequencies. 

For most TV sets with 300 or 72 ohm 
leads. . 


Model C-2 


Specially designed transformers give maximum signal from antenna lead to the 
sets with a minimum of interaction from one set to another. 


C.R.T. EXTENSION 



For use with all picture tubes: 

Model SE-3 — 36" long, 6-wue 
Model SE-4 — 72" long, 6-wire 

For use with magnetic focus 
tubes only: 

Model SE-1 — 36" long, 5-wire 
Model SE-2 — 72" long, 5-wire 


VIDAIRE TV AMPLIFIER 

HI-FI PUSH PULL SOUND AMPLIFIER 


Flat within 1.5 db 
from 80-20,000 cycles. 
Adds beautiful tone 
quality to most TV 
and radio receivers. 

Output matched for 
most Hi-Fi speakers. 



Tubes: 1-6J5GT, 
2-6K6GT. 

Simple installa¬ 
tion, remove out¬ 
put tube and in¬ 
sert plug.;' 

Model A-130 

Push-pull amplifier adds new, glorious tone to TV and radio sets utilizing one 
sound output tube. ' 


All VIDAIRE products ore attractively packaged, suit¬ 
able for display. For complete line, write for Catalog D. 


VIDAIRE 

KINE-TEST 



ACCURATELY DETERMINES IF 
PICTURE TUBE IS DEFECTIVE 

Simultaneously checks: Filament volt¬ 
age, First anode voltage, Bias voltage, 
and Video signal at picture tube 
socket. Compact, pocket size. Simple 
operation, just plug into picture tube 
socket. Low ,,cost, great time-saver. 


YOKE 

EXTENSION 



Model YE-L— 36" long 
, Model YE-2 — 72" long 

A handy extension for many 
late typo TV receivers. 


AHODE EXTENSION 



Model AE-1 — 36" long 
Model AE-2 72" long 

For maximum hard wear. 
Rated for minimum of 25,000 
volts breakdown. 
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CHIMNEY MOUNT 
ANTENNA BASE 

(U.S. Pol. 2482575) 

4Con. Pen. 4632611 

Model SR-10A .$6.50 

**Model SR-10A ST (with 
stainless steel bonding)- $8.40 
One-piece chimney mount of air¬ 
craft type oluminum. Mounts by 
means of **galvanized steel 
strapping. Exclusive **Kwik Kiip" 
provides convenient means of 
fastening loose end of banding. 
Will accommodate any size tube 
from V2"-1V2" O.D. Complete 
with all necessary installotion 
hardware. 

Also Available in 2-$ection 

Mount.Model 

SP-12A 

Model SP-12A Two-Piece 
Mount for High Masts-$6.50 
Model SP-12A ST (with stain- 
less steel banding) •• . $8.40 


Quality Line of Antenna 
Mounting Accessories 


CHIMNEY MOUNTS 



THRIFT MOUNT 

fU.S. Pol. 2482575) 

(Can. Pot. 463261) 

Model MS ...$2.50 

Model T-15 ST (with stoin- 
iess steel banding) ...$4.25 

One-piece embossed, heavy gauge 
steel, bot-dip galvanized. Ac¬ 
commodates masts to IV 2 " 0.0. 
NOTE: Model T-15 consists of 2 
brockets, one of which is shown 
on iltustration. 


*Soutfi River Metal Products 
Co., tne,, are the inventors 
and original monufacturers of 
the chimhey mount ontenno 
base. All other chimney mounts 
using o pfiobte band are in- 
fringements - of Patent No. 
2482575. 


DUO-MOUNT 
ANTENNA BASE 

(U.S. Pat. 2482575) 

(Can. Pat. 463261) 

Model OM-36.$3.95 

Model DM-36 ST (with stain¬ 
less steel banding) ... $5.00 
Model DM-LKK (saine as DM^ 
36 but without **Kwik- 

Klip’*)... $3,50 

Model DM-LKK ST (with 
stainless steel banding) 

$4.75 

Two-piece mount of ailpy steel 
rivet construction, finished in a 
hot-dip, everlasting, galvanized 
finish. Specially designed *'U*' 
bolts accommodate masts from 
s/g-P/a" O.D. Exclusive “Kwik 
Klip** feature provides convenient 
meons of fastening loose end of 
bonding. 



3" WALL BRACKET 
Model WB-3..$2.00 

Made of aluminum, embossed for 
extra strength. Accommodates 
masts up to IVz" O.D. Complete 
with installotion hardwore. 


12" WALL BRACKET 
Model WB-6 (6") .—.$2.50 
Model WB-12 (12") .. 4.20 
Model WB-15 (15") .. 4.50 
Model WB-18 (18") .. 4.85 
Model WB-24 (24") .. 6.50 

CMislruOMI .1 heovy^Ouge,' rai- 
bossMl ste.1, bol-dipped in on 
everlasting, rust-proof, galvan¬ 
ized Onlsh. Complete with instal¬ 
lation hardware. 


“SNAP-IN” TYPE 
CHIMNEY MOUNT 

(U.5. Pot. 2482575) 

(Con. Pat. 463261) 

Model SN-50 .$3.50 

A heavy-gauge steel, hot-dipped 
gatvonized. Rounded wide-flared 
lips on mast holder facilitate an- 
tenno mounting. Has two 12* 
lengths of galvanized strapping. 
Also ovailable with heavy-gauge 
STAINLESS STEEL strapping. 

Model $N-50-ST .,..*..$4.75 


South River Metal Products Co., Inc. 

PIONEER MANUFACTURER AND OUTSTANDING PRODUCER OF THE FINEST LINE OF ANTENNA MOUNTING ACCESSORIES IN THE TELEVISION INDUSTRY 
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Quality Line of Antenna 
Mounting Accessories 


12" WALL 

BRACKET 

(Snap-In 


Model SN-12 


Features snap-in type mast socket 
permitting the mast to be held 
temporarily while screws are 
tightened. With hardware. Avail¬ 
able in 6 ", 12", 15", 18" and 
24" sizes. 

Model SN-6.$2.50 

Model SN-15. 4.40 

Model SN-18. 4.75 

Model SN-24.. 6.25 

(A) Extra support legs available 
for use with unusually high and 
heavy masts. 

^ i 1. .. 


SADDLE MOUNT 
Model PM-TO 
$4.20 


WALL BRACKETS (Cont'd) 






ma I 






ADJUSTABLE 
WALL BRACKET 
Model WB-18A.$6.50 

All aluminum tubular construc¬ 
tion. Adjusting slides are made 
of one-piece aluminum extru¬ 
sions. Fits alf size masts up to 
IVz" O.D. Complete with instal¬ 
lation hardware. 


ROOF MOUNTS 


Mounts on roof peak without using 
screws. One man can hold the 
base in place while another man 
"wolks the mast up" to a vertical 
position ot which point the mast 
socket drops and locks Into place. 
Accommodates masts up to IV 2 " 
O.D. Complete with installation 
hardware. Assembled. 

Model PM-10 LM accommodates 
masts up to 2" O.D.. $4.75 


COMBINATION ADJUSTABLE 
WALL BRACKET 
Model WB3-18A.$4.50 

All aluminum construction. Eave 
bracket is of extruded aluminum 
as is the slide of the tubular ad¬ 
justing wall bracket. Accommo¬ 
dates masts up to IV 2 " O.D. 
Furnished complete with all nec¬ 
essary hardware. 

ModelPfyij.3o ^OUNT 

^ A weil-consfructei# 1 

_ j^wcrea, low 


COWBINATION 

flat 

ROOF 

> MOUNT 


conform to tho s"»^ ..^o,fced 
roof. Nt®*' “ ..rtical position ot 
OP" r^ops ond locks 

which po*" —modates mdsf* 
Tv“"* 0 . 6 . instollotion hard- 

ware. 


ROOF MOUNT 
Model RM-1 

k $2.10 




^^aTrSof 
\ mount 

I Model PfM.| I 
L $2.95 J 




Heavy-gouge sIoaI ^ 

cfrensfh for 

P'rmff mounfin- ^''^""oWe no-. 


South River Metal Products Co., Inc. 

PIONEER MANUFACTURER AND OUTSTANDING PRODUCER OF THE FINEST LINE OF ANTENNA MOUNTING ACCESSORIES IN THE TELEVISION INDUSTRY 


(New Improved Model with 
Drop Lock Feature) 

Of heavy-gauge steel, em¬ 
bossed at all critical points. 
Mast socket can be "walked 
up" to the vertical position at 
which point it drops and locks 
securely. Accommodates masts 
to IV 2 " O.D. Assembled. 
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Quality Line of Antenna 
Mounting Accessories 


ROOF MOUNTS (Cont’d) 


EAVE 

MOUNT 




Constructed of heavy gauge steel, 
embossed for extra strength iind 
hot-dip galvanized for an everlasting 
rust-proof finish. Unique bridge-type 
truss construction of lower -bracket 
provides extra strength and rigidity. 
Generous 48" spread of lower 
bracket provides proper spacing be¬ 
tween brackets insuring good me- 
chanicai support. Complete with 
installation hardware. 



ULTRA-HIGH FREQUENCY 
ANTENNA MOUNTING ADAPTERS 


CORNER-GUARD 



f'T , . \'h'' ' ' 


MODEL UHM-1 .... $3.00 

Mounts UHf antenna without dis¬ 
turbing present installation. Of mag¬ 
nesium; extends 5' above present 
antenna. 

Also available In Model UHM-2 
which fastens below present anten- 
nOt 30'* away from mast....$3.00 


Box of Six ....... . 49^ 

An exclusive South River device for 
protecting, strengthening, and safe¬ 
guarding chimney and strapping. 
Prevents chipping of chimney. Per¬ 
mits uniform tightening of banding. 
Safeguards mounting equipment. 
Guards snap in behind banding. 


South River Metql Products Co., Inc. 
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Quality Line of Antenna 
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STAND-OFFS 


SNAP-ONS 


31 / 2 " Strew Eyes..$.05 
51 / 2 " Screw Eyes..$.06 
7J/2" Screw Eyes..$.07 
4" Mach. Screw..$.06 


I GUY RING 

’ I Model OR-l $'*•25 

Of lieo'^y 9«“9*' 

voBlwd «"’• 

I r\ **’ *««., 

/ P'*''’*'® llm 

o l« 0.0* ** *" ®’°* 

1-T^ Complete with I"*’"** 

I \ , tation haidwote. 

LmMEY MOUHT K« 

««^ •; t ^ rr.- • • ■ '• 


m 


GUY WIRE CLAMP 
Model GC-1 ..30 < 

Gumps on must with u sure grip ... 12 holes 

provided for guy wire attachment. Accommodates 
masts to 1 1 / 2 " O.D. 

Model GC-2. 35 < 

Similar to Model 6C-1 with 2 eyebolts for guy 

wire attachment. 

Model GC-3 .45< 

Accommodates mast to 2" O.D. Features 3 eye- 
bolts for guy wire attachment. 



*»oC" Whft oeujpped 

is ready to , ” ^OUTH 
”•* finest or ""P'P Pou win 
"■nterta/,; 


mmm 
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Sturdy Universal Base 
Mount, made of. "PENN- 
ALLOY," strong, weather- 
resistant. Patented bearing 
locks in any position with 
turn of Hex Head Bolt. 
Patented tongue supports 
masts from 1" to 2" O.D. 
Individually boxed 12 to 
master carton. Shipping Wt. 
22 lbs. List Price $4.25 ea. 
Set of wood screws 

$.25 additional 



Universal Base Mount, made 
of “PENNALLOY”—strong, 
weather-resistant. Patented 
bearing looks in any posi¬ 
tion with turn of Hex Head 
Bolt. Patented tongue sup¬ 
ports masts from 1" to 
O.D. Individually Boxed 20 
to master carton. Shipping 
Weight 22 lbs. 

List Price $3.55 ea. 
Set of 1 ^" wood screws 
$.17 additional 


Universal Peak Hoof Mount, 
made of “PENNALLOY"— 
strong, weather - resistant. 
Patented bearings lock at 
any angle pitch with turn 
of Hex Head Bolts. Patented 
tongue supports masts from 
1" to 2" O.D. Individually 
boxed 12 to master carton. 
Shipping Weight 21 lbs. 

List Price $5.25 ea. 
Set of 1^" wood screws 
$.25 additional 


Heavy Duty Peak Roof n 
M ount, made of “PENN- 
ALLOY"—strong, weather- 
resistant. Patented bearings 
lock at any angle to pitch 
of peak or flat roof, with 
turn of Hex Head bolts. 
Patented tongue supports 
masts from 1" to 2" O.D. 
Ideal for telescopic masts. 
Individually boxed 12 to 
master carton. Shipping Wt. 
28 lbs. List Price $6.95 ea. 
Set of Wz" wood screws 
$.25 additional 



Universal Peak Roof Mount, 
arches over crown tile. Made 
of “PENNALDOY’’—strong, 
weather-resistant. Patented 
bearings lock at any angle 
and pitch of roof with turn 
of Hex Head bolts. Patented 
tongue supports masts from 
1" to 2" O.D. Individually 
boxed 12 to master carton. 
Shipping Weight 35 lbs. 

List Price $6.95 ea. 
Set of iVz" wood screws 
$.25 additional 



BMA-192 

Economy cast aluminum Base 
Mount. Takes up to 1%" O.D. 
Masts. Packed in bulk—24 to 
master carton. Shipping Wt. 20 Vs 
lbs. List Price $1.90 ea. 

BMA-192-B 

Economy cast aluminum Base 
Mount. Has patented bearing. 
Takes up to iy 4 ," O.D. masts. 
Packed in bulk—2 4 to master 
carton. Shipping Wt. 19^4 l^s. 

List Price $2.70 ea. 



Q 


Patented Floating Guy Wire Ring and Collar, 
made of “PENNALLOY”—strong, weather- 
resistant, Permits orientation of masts while 
permanently guyed. Lubricated. Fits masts 
up to 1%" O.D. Included for your choice—3 
headless set screws—3 hex head set screws. 
Individually boxed—24 to master carton. 
Shipping Weight 8 V 2 lbs. List Price $1.80 ea. 



GRA-141 

Same as GRA-140, except 
that GRA-141 takes up 
to 1%'' O.D. mast. Indi¬ 
vidually boxed—2 4 to 
master carton. Shipping 
Weight 11 lbs. 

List Price $1.90 ea. 


/ 


GRA-142 

Same as GRA-140, except 
that GRA-142 takes up 
to 2^' O.D. masts. Indi¬ 
vidually boxed—24 to 
master carton. Shipping 
Weight 15 lbs. 

List Price $2.50 ea. 


CMA-500 U 

Pair of Chimney 
Mounts, made of JO. 

“PENNALLOY” — ^ 

strong, weather-re- 
sistant. Two 12 ft. 
lengths of galvan¬ 
ized strapping. 6 corner brackets. 
Eyebolts permanently sealed at one 
end of strapping. Seals for oppo¬ 
site end of straps easily fastened. 
Mounts hold masts up to 2" O.D. 
Complete with heavy plated hard¬ 
ware. Individually boxed—12 to 
master carton. Shipping Weight; 
49 lbs. List Price $6.95 pair 


CMA-500 S.S. 

Same as OMA-600, 
except CMA-500S.S. 
has stainless steel 
strapping and seals. 
Individually boxed 
12 to master car¬ 
ton. Shipping Wt. 
49 lbs. 

List Price $8.95 pr. 


M MCA-743 

^ Universal Mast 

Coupler, made 
of “PENN- 
ALLOY’» —- 

f strong, weather- 
resistant. 
Couples mast 
sections up to 
1%" O.D. Set 
screws fasten 
coupler secure¬ 
ly. Patented 
floating guy wire ring 
permits orientation while 
mast is permanently 
guyed. Individually boxed 
12 to master carton. 
Shipping Wt. 11 1/2 lbs. 
List Price $3.50 ea. 


MCA-744 

Same as MCA- 
743, except 
MCA-744 is 
) larger to ac¬ 
commodate up 
to 1 %" O.D. 
masts. Individ¬ 
ually boxed 12 
to master 
carton. Ship¬ 
ping Wt. 16 lbs. 
List Price 
$4.25 ea. 



"PENNYUE" 
MODEL WT-39 

An FM-TV Interfer¬ 
ence Eliminator for 
FM band interference. 
Adjusts to give clear 
vision, uncluttered 
sound. Easily in¬ 
stalled. Packed 12 on 
display card. 1 card 
to carton. Shipping 
Weight 3 lbs. 

List Price $1.98 ea. 



TS-551 •■HILOSWITCH" 

2 Channel TV-FM Antenna 
Transfer Switch. Permits easy 
changing from high frequency 
bands to low frequency bands. 
No soldering, positive contacts, 
minimum leakage. Individually 
boxed 12 to master carton. 
Shipping Weight 4 lbs. 

List Price $2.75 ea. 



TS-587 "HILOSWITCH'* 

8 Channel TV-FM Antenna 
Transfer Switch. Permits easy 
changing from high frequency 
bands to intermediate frequency 
bands to low frequency bands. 
Easy to install. No soldering, 
positive contacts, minimum 
leakage. Individually boxed 
12 to master carton Shipping 
Weight 4 lbs. List Price $3.75 



TC-313 TWINTENA 

Two set Antenna Coupler permits 
2 TV sets with 800 ohm input 
to be connected to one antenna, 
Allows simultaneous reception on 
both sets with no interference from 
either, on or off. Easy to install, 
no soldering, positive contacts, 
minimum leakage. Individually 
boxed 12 to master carton. Ship¬ 
ping Weight 4 lbs. 

List Price $3.95 


0 TC-374 
TWINTENA 

Deluxe two set 
Antenna Coupler 
—permits 2 TV 
sets with 300 ohm 
input to be con¬ 
nected to one 
antenna. Allows 
simultaneous reception on both sets with 
no interference from either, on or off. Easy 
to install, no soldering, positive contacts. 
Minimum leakage. Has ground connection. 
Individually boxed 12 to master carton. 
Shipping Weight 4 lbs. 

List Price $4.95 ea. 
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TELEVISION ACCESSORIES 



TELEVISION 
PRODUCTS CO 



PRS-T11 


Heavy gauge steel Peak 
Hoof Mount. Heavy zinc 
plated. Accommodates up 
to 2" masts. Easily rotated. 
Makes “walking up” easy. 
Packed in bulk 24 to mas¬ 
ter carton. Shipping Weight 
60 lbs. List Price $2.50 ea. 



BMS-115 


Heavy gauge steel Base 
Mount, heavy zinc plated. 
Accommodates up to 2" 
mast. Permits easy “walk¬ 
ing up.” Packed in bulk 
24 to master carton. Ship¬ 
ping Weight 60 lbs. 

List Price $2.75 ea. 



CMS-333 

“Y” Type Chimney 
Mount made of %" 
steel, 1 Vs " wide. Hot 
dipped galvanized. Two 
12 ft. lengths heavy 
galvanized steel strap¬ 
ping with complete 
hardware. Individually 
boxed 12 to master car¬ 
ton. Shipping Weight 
4 5 lbs. 

List Price $3.00 ea. 


CMS-333 S.S. 

Same as CMS-333, ex¬ 
cept CMS-333 S.S. has 
stainless steel strapping 
and seals. Individually 
boxed 12 to master 
carton. Shipping Wt. 
45 lbs. 

List Price $4.50 ea. 



CMS-333 SNAP-IN 

Chimney Mount made of 
hot dipped galvanized 
steel, 1 Ys " wide. Mast 
snaps easily into bracket. 
Complete with hardware 
and two 12 ft. lengths of 
heavy galvanized steel 
strapping. Individually 
boxed 12 to master carton. 
Shipping Weight 45 lbs. 

List Price $3.00 ea. 



CMA-684 S.S. 

“Y” Type Chimney Mount 
made of %" tough bar 
stock aluminum, 1 " wide. 
2 12 ft. lengths stainless 
steel strapping and seals. 
Individually boxed 12 to 
master carton. Shipping 
Weight 82 lbs. 

List Price $4.50 ea. 



GW-135 UC-22 

Heavy gauge steel Guy “U” bolt with 

Wire Ring with plated clamp, heavy plated 

rolled edge. Fits 114" gauge steel. Packed 

mast. Packed in bulk, in bulk — 100 to 

100 to master carton. master carton. Ship- 

Shipping Weight 13% ping Wt. 19 lbs. 

lbs. List Price $.42 ea. List Price $.33 ea. 



MK-29 

“PENNALLOY” tube cap 
fits 114" tubing; prevents 
wind howls, rain and snow 
accumulation in mast tub¬ 
ing. Packed in bulk—100 
to carton. Shipping Weight 
7 lbs. List Price $.20 ea. 



GT-30 

Guy Wire Thimble made of 
aluminum with plated U 
bolt and hex nute. Swift, 
vise-like tightening and 
joining of guy wires insures 
permanent grip. Packed 
in bulk — 100 to carton. 
Shipping Weight 7 lbs. 

List Price $.25 ea. 



EZ Seals. Galvan¬ 
ized. Fits %" strap¬ 
ping. Easy to use. 
Packed in bulk — 
100 to carton. Ship¬ 
ping Weight 2 lbs. 
List Price $.06 ea. 


EZ Seals. Stainless 
steel. Fits %" 
strapping. Easy to 
use. Packed in bulk 
— 100 to carton. 
Shipping Wt. 2 lbs. 
List Price $.18 ea. 


CSG-27 

%" Heavy galvan¬ 
ized strapping. 
Strong, durable. 
100 ft. rolls, 6 to 
carton. Individually 
boxed. Shipping 
Weight 35 lbs. 

List $4.60 per roll 


CSS-28 

%" Heavy stainless 
steel strapping. 
Weather resistant. 
100 ft. rolls, 6 to 
carton. Individually 
boxed. Shipping 
Weight 35 lbs. 

List $11.80 per roll 


10015 

Same as CSS-2 8 ex¬ 
cept that 10015 is 
lighter gauge staip- 
less steel. Individu¬ 
ally boxed, 6 to 
carton. Shipping 
Weight 26 lbs. 

List $9.00 per roll 




12015 


Stainless Steel Strap Re¬ 
placement Kit for Chimney 
Mounts. Individually boxed 
—12 to carton. Shipping 
Weight 151/2 lbs. 

List Price $2.75 ea. 



AC-26 


Heavy Corner Protec¬ 
tor made of “PENN¬ 
ALLOY’' — holds 
strapping in proper 
place, protects and 
prevents breaking 
chimney corners. 
Packed in bulk 100 
to master carton. Ship¬ 
ping Weight 1114 
lbs. 

List Price $.17 ea. 



GW-134-A 

Guy Wire Clamp, 
Vs" tough bar 
stock, 1%" wide. 
Accommodates an¬ 
tenna masts up to 
l%"O.D. Packed 
in bulk 100 to 
master carton. 
Shipping Weight 
131/2 lbs. 

List $.40 ea. 



GW-134 

Same as GW- 
134-A, except 
GW-134 Is heavy 
plated steel. 
Packed in bulk, 
100 to master 
carton. Shipping 
Weight 30 lbs. 
List $.35 ea. 


GW-137 

Guy Wire Clamp, 
heavy plated steel, 
1 14" wide. Zinc 
plated eye bolt. Packed 
in bulk, 100 to mas¬ 
ter carton. Shipping 
Weight 34 lbs. 

List Price $.45 ea. 



Adjustable Base Mount. 
Rotates easily to fit flat, 
slope roofs and side walls. 
Made of heavy plated 
gauge steel. Packed in 
bulk, 25 to master carton. 
Shipping Weight 12 lbs. 
List Price $.45 ea. 


153 

Collar to hold steel guy wire ring. Made 
of “PENNALLOY" — strong, weather- 
resistant. Universally adapted to fit vari¬ 
ous size masts up to 1%". Individually 
packed in cellophane bags—100 to carton. 
Shipping Weight 8 lbs. 

List Price $.47 ea. 
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Picture Tube Rejuvenator: simple plug-ln instailatlon for use Qs a 
flasher type reactivator or as a permanent rejuvenator. Amazing results are 
achieved with this sturdy CRT rejuvenator. Steps up filament voltage slightly, 
raising cathode temperature to increase the electron kinetic energy, thus 
increasing cathode emission. Relieves contamination of barium oxide coated 
cathode as caused by occluded gases. Result: Brighter picture. 

Model heavy duty unit for standard as well as Electrostatic focus tubes. 
Dealer Net $2.25 

Model for standard tubes. Dealer Net $2.10 

Model for AC-DC series filament receivers. Dealer Net $2.25 

Model "SVMsolation type rejuvenator for parallel wired electrostatic or 
electromagnetic cathode ray tubes. Dealer Net $2.40 



LVB-117. A unique Line Voltage Booster engineered to restore peak 
performance to any TV set or electrical equipment. Insures full strength, 
width, and height of the picture when low line voltage weakens or shrinks 
picture. Corrects intermittent sync and oscillator drift caused by low line 
voltage. 

350 Watt Rating . . . ample for most requirements on line voltages from 
90 to 135 Volts. 

Simple external Plug-in ... 10 second installation aids over the counter 
sales. 

Automatically operated . . . turns on and off with set or appliance. Multi¬ 
tap selector switch ... permits exact voltage boost. 

Visual Indicator . . . assures exact selection of required boost. 

Overload fuse protection . . . minimizes hazards of unsafe line increases. 

Dealer Net Price $10.77 List Price $17.95 
LVB "Jr” 10 volt boost only. .Dealer Net Price 5.B5 List Price 9.75 



TO SAVE VALUABLE SERVICE AND DEVELOPMENT TIME . . . 

Now available for the first time ... a complete Variable Inductance . . . 

Universal Substitution Kit. 

For Vidio Peaking ... IF Circuits. 

The unique replacement set of 8 variable inductance cotls cover a range from* 
lto 590 uh. 

Q*Max impregnation. 

Full data enclosed on L min., L max., Q's, R, C dis., Freq. self-res. 

Individual Calibration Charts permit adjustment to requirements of induc¬ 
tance value without test equipment. 

Complete set Model 200K ... Net Price $4.75 

Single Set Replacements Available (listed below) 


Coils 

L min. 

L max. 

NET PRICE 

Coils 

L min. 

L max. 

NET PRICE 

#200-1 

1 

2.7 jjh 

$.60 

#200-5 

33 

no ah 

$.65 

#200-2 

2.4 

7.6 lih 

.60 

#200-6 

74 

225 ah 

.65 

#200-3 

6.6 

20.0 tih 

.60 

#200-7 

100 

310 ah 

.65 

#200-4 

16.0 

55.0 jjh 

.60 

#200-8 

200 

590 ah 

.65 
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MOSLEY 


SCectwtUcAf 


LOW LOSS TV ANTENNA 
TRANSMISSION LINE ACCESSORIES 


ROOF-THRU yi 

Consisting of a low- g 3 

loss sturdy plastic feed- f ^ 

through bushing and an 

8" X 9" copper flashing, '' 

the MOSLEY ROOF-THRU 

permits direct entrance of j 

TV transmission line and 
rotator control cable 
through the roof without 

allowing weather leaks. ^ 

• Permits shorter TV lead-in. This means less loss of signal 
energy and less pick-up Of electrical interference. 

• Prolongs life of transmission line by keeping it out of 
weather. 

;• Eliminates unsightly rambling lead-in wires. 

No danger of future roof leaks around ROOF-THRU. 

• Easy to install in any type roof. 

• Long lasting. Weather can't hurt ROOF-THRU. 

bcrt. No. 624 MOSLEY ROOF-THRU for standard flat. 300 ohm 

transmission line------ List Price $5.84 

Cat. No. 623 MOSLEY ROOF-THRU for all tubular and oval 
types 300 ohm transmission line..... ....i>ist Price $5.84 


SINGLE FLUSH SOCKET 

For terminating single 300 ohm transmission 
line lead-in concealed in wall. Socket and 
attractive face plate' molded of low-loss poly¬ 
styrene. Fits standard electrical outlet box. 
For installations not utilizing rotator. Mates 
with Cat. No. 301 Plug. In brown or ivory. 


Cat. No. F-1 MOSLEY SINGLE FLUSH SOCKET. List Price $1.67 
Cot. No. F-IPK Flush Socket packaged with mating plug and 
mounting brackets_____ Xist Price $1.95 


DUAL FLUSH SOCKET 

Similar to F-1, above, but provides two receptacles for 
installations where two separate lead-in lines must be 
terminated. 

Cat. No. F-11 MOSLEY DUAL FLUSH SOCKET. List Price $2.09 

Cat. No. F-llPK Dual Flush Socket packaged with mating 
plug and mounting brackets---- List Price $2.67 


FLUSH MOUNTED LEAD-IN 
and ROTATOR CABLE SOCKET 

A combination socket for use with rotator 
installation. One socket provides constant im¬ 
pedance connection for 300 ohm transmission 
line lead-in, other socket may be used for three 
or four wire rotator control cable connection. 
Mates with Cat. No. C-104 4-Conductor Polarized 
Plug. In brown or ivory. 


Cat. No. F-14 MOSLEY FLUSH MOUNTED LEAD-IN and 

ROTATOR CABLE SOCKET.... List Price $2.09 

Cat. No. F-14PK As above but packaged with mating plugs 
and mounting brackets. _ List Price $3.51 


FLUSH SOCKET MOUNTING BRACKET 

Provides easy mounting of flush socket in any wall without 
use of outlet box. Quickly installed. 

Col;. Ko. F-9 MOUNTING BRACKETS._List Price (per set) $.35 



WALL-THRU 

Sturdy extruded poly¬ 
styrene tube with pre¬ 
cision molded polystyrene 
inside and outside wall 
plates. Weather-proof wall 
entrance for tubular, oval 
and flat lines. Available 
in brown or ivory. 


• For TV, FM and Amateur Transmission Line! 

• Fits Any Wall Up to 13" Thick! 

• Completely Weather-Proof! 

• MOSLEY Lead-in Socket Can Be Mounted Direct to Inside 
Plate! 

• Easily, Quickly Installed! 

Cat. No. 625 MOSLEY' WALL-THRU_ _„....Xist Price $1.95 

Cat. No. 625-PK WALL-THRU,. complete with MOSLEY Univer¬ 
sal TV Lead-in Socket and Plug___ List Price $3.00 


UNIVERSAL TV LEAD-IN SOCKET 

A compact, constant impedance socket designed 
so that standard 300 ohm transmission line may 
enter from sides or back or may pass straight 
through. Thus the unit may serve as line tap or 
terminal socket and wiring may be hidden within 
wall or brought along baseboard. Ideal for TV 
antenna lead-in, test bench,; ham shack, dealer ii 

display, etc. Molded of lowfloss polystyrene. In 
brown or ivory. Mates with Cat. No. 301 MOSLEY 
Transmission Line Plug. 

Cat. No. 343 MOSLEY UNIVERSAL TV LEAD-IN SOCKET. 

List Price $.80 

Cat No. 343-PK Same as above, but packaged with one 
MOSLEY Transmission Line Plug. _ ....List Price $1.05 


UNIVERSAL TV ^AD-IN RECEPTACLE 

Similar to No. 343. Mates!with No. 311 Transmission Line 
Socket. Available in brown; or ivory. 

Cat. No. 344_....___List Price $.80 


3-WAY TV ANTENNA SWITCH 


Constant impedance rotary type 
switch, making silver-to-silver contact, 
provides quick, easy selection of any 
one of three TV antennas. Enclosed in 
attractive sturdy plastic case for easy 
mounting in set, on wall, baseboard 
or window sill. May be supported by 
its own leads. Four sections of stand¬ 
ard 300 ohm transmission line ore 
factory wired to switch and Cat. No. 
27-S Solderless Transmission Line 
Splicers supplied for speedy installa¬ 
tion. Knob extension rod may be re¬ 
moved if not needed. In ivory or 
brown. 


^ . 



Cat. No. F-20 MOSLEY 3-WAY TV ANTENNASWITCH. 

List Price $3.75 


FLUSH MOUNTED SOCKET-SWITCH 


Single lead-in socket combined with con¬ 
stant impedance 3' position rotary switch. 
Easy change-over to any one of 3 antennas 
or to switdi 1 antenna to 3 different TV sets. 
Available in brown or ivory. 

Cot,. No. F-10 MOSLEY FLUSH MOUNTED 
SOCKET-SWITCH..««....- List Price $3.75 
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MOSLEY 




LOW LOSS SOLDERLESS CONNECTORS 
for STANDARD 3DD OHM TRANSMISSION LINE 
and ROTATOR CONTROL CABLE 




UNIVERSAL TRANSMISSION LINE PLUG 


Mates with all MOSLEY Transmission Line 
Sockets including Flush Sockets. Low loss, 
constant impedance. Installed without solder. 
Precision molded polystyrene. 


Cot. No. 301 MOSLEY TRANSMISSION LINE PLUG. 

List Price $.30 


TRANSMISSION LINE SOCKET 


Mates with Cat. No. 301 Plug, Cat. No. 
344 Universal Transmission Line Recep¬ 
tacle and with Cat. No. 304 Input 
Adapter. Provides low-loss constant im-'\, 
pedance connection. Use where mounted 
socket not feasible. Solderless. 


Cat. No. 311 MOSLEY TRANSMISSION LINE SOCKET. 

List Price $.30 


POLARIZED TRANSMISSION LINE CONNECTORS 


Maintains impedance and polarity 
when used to connect sections of 
standard 300 ohm transmission line. 
Made of low-loss plastic. Solderless. 
Use in pairs. 


Cat. No. 321 MOSLEY POLARIZED TRANSMISSION LINE 
CONNECTORS.List Price, per pair $.60 


MOSLEY CRYSTAL HOLDER SOCKETS 

SINGLE CRYSTAL HOLDER SOCKET 
molded of special high temperature poly- 
styrene. Takes V 2 ' spaced pins, .095" dia. 
^ phosphor bronze contacts. Mounts 

^ under chassis or behind panel by means 

M of single plated brass machine screw 

^ supplied. Template supplied for cutting 

two %" dia. holes, spaced center to center. Fits chassis 
or panels up to i/s" thick. One piece contact and solder lug. 
Cat. No. 500___List Price $.35 




Cat. No. 53 3-GANG MULTI-SOCKET accom- : . 
modates three holders with small pins spaced 
Ideal for use with selector switch to 
provide rapid frequency change in crystal 
controlled transmitters. Use with Cat. No. 301 ' 

Plugs to provide terminal connector for multi-channel TV 
antenna lead-in lines..........._.List Price $1.08 


SOLDERLESS TRANSMISSION LINE SPLICER 

■ A low-loss, constant impedance splicer for 
joining sections of standard 300 ohm trans¬ 
mission line. Easily and quickly installed 
without solder. Precision molded of polysty- 


Cat. No. 27-S MOSLEY SOLDERLESS TRANSMISSION LINE 
splicer ........List Price $.18 


SOLDERLESS UHF TRANSMISSION LINE SPLICER 

Precision molded of crystal clear 
polystyrene, designed so ends of poly¬ 
ethylene line insulation are completely 
covered for maximum strength and 
weather protection. Provides constant 
impedance splice of popular UHF tubular or oval 300 ohm 
line to flat types. 

Cat. No. 29-S MOSLEY UHF TRANSMISSION LINE SPLICER. 

List Price $.20 


INPUT ADAPTER 

(In ideal connector for TV and FM sets, 

boosters, etc. Attaches to screws on antenna 
^ terminal strip. Mates with Cat. No. 311 Line 

Socket on end of 300 ohm transmission line 
lead-in to provide greater convenience and efficiency. Solder- 
less. Low loss. 

Cat. No. 304 MOSLEY INPUT ADAPTER...List Price $.30 


ROTATOR CONTROL CABLE PLUGS and SOCKETS 

JHKftKSIfKM Sturdy polarized connectors for three 

or four wire rotator control cable. Many 
other low voltage applications. Solderless. 

Cat. No. C-104 4-CONDUCTOR PLUG 

mates also with Cat. No. F-14 Flush 
yniH Socket..List Price $.84 

- Cat. No. C-134 4-CONDUCTOR LINE 

SOCKET. Mates with Cat. No. C-104 Plug, 
above____List Price $.84 

Cat. No. C-114 4-CONDUCTOR BASE 

SOCKET. Mates with Cat. No. C-104 Plug. 
May be mounted on wood or metal. 

List Price $1.16 

« Cat. No. C-124 4-CONDUCTOR PLUG 

and SOCKET COMBINATION consisting 
of one Cat. No. C-104 Plug and one Cat. 
No. C-114 Base Socket.—.List Price $2.00 


MOSLEY CRYSTAL HOLDER ADAPTERS 

Cat. No. 5.75 CRYSTAL HOLDER 
iT ADAPTER receives small pin I/ 2 " 




spaced crystal holder and plugs into 
3/4" spaced sockets or in any 5 or 6 


prong socket. 


_List Price $.58 


Cat. No. 56 6-GANG MULTI-SOCKET. Similar to Cat. No. 53, 
above, but designed to permit insertion of six crystal holders 
or plugs____—--.»....M..........«..,..„................List Price $2.08 


^ W Cat. No. 75-5 CRYSTAL HOLDER 

ADAPTER receives pins spaced 
and plugs into standard V 2 " spaced sockets or octal sockets. 

List Price $.58 
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MOSLEY 


LOW LOSS ACOESSOMES for 

'S(ectftMUeA.*!»c. OPEN WIRE UNE and DIPOLE ANTENNAS 


MOSLEY Open-Wire Line Accessories are especially 
designed to provide Better TV Pictures in areas of weak 
signal strength. 

Open-wire line made with MOSLEY accessories has less 
than one-sixth the loss of new standard 300 ohm ribbon line. 
It is easy to make with MOSLEY accessories and its use will 
often result in good, consistent TV pictures even in fringe 
areas where TV reception had previously been considered 
impossible. 


DIPOLE ANTENNA CONNECTOR 


For connecting transmission line to 
dipole antenna without use of solder. 
Ideal for use with Cat. No. 251 End 
Insulator, below, to make up efficient 
FM or other high frequency antenna. 
No strain on connection. Low-loss, sturdy 
acrylic plastic. 

Cat. No. 261 MOSLEY ANTENNA CONNECTOR. List Price $.58 



Open-wire line made with MOSLEY accessories will not 
increase in loss with age and will withstand weather and 
adverse atmospheric conditions indefinitely. 


DIPOLE END INSULATOR 


OPEN-WIRE SPACER 

Place one of these MOSLEY SPACERS every 
12" along open-wire line to maintain constant 
1" spacing. Strong, lightweight spacers made | L 

of low loss acrylic plastic with non-rusting 
set screws. Screw heads countersunk to provide firm grip on 


Especially designed 
for use with dipole type 
antenna made with 
standard 300 ohm ribbon 
transmission line. Plated 
machine screw and 

washer holds wires securely and connects them together. No 
solder required. No strain on connection. 

Cat. No. 251 MOSLEY END INSULATOR.List Price $.50 


Open-wire line is becoming increasingly popular for VHF 
and UHF TV service due to its extremely low loss under all 
weather conditions. A line constructed of #18 wire, using 
low loss MOSLEY spacers will provide an excellent match 
from antenna to TV receiver. 

Cat. No. 450-3 MOSLEY OPEN-WIRE SPACER. 

List Price $.10 each 


OPEN-WIRE SPLICER 

Low-loss molded polystyrene splicer for I 1 

joining sections of open-wire transmission 
line. Maintains correct wire spacing with no 
impedance change. Ideal for splicing open- I * 

wire line to 300 ohm Flatline. Split flat line 450-1 

24" back from splice to provide impedance match. No solder¬ 
ing required. 

Cat. No. 450-1 MOSLEY OPEN-WIRE SPLICER. 

List Price $.16 each 


HEAVY DUTY DIPOLE ANTENNA CONNECTOR 


Similar to Cat. No. 261 but 
intended for use with heavier 
copperweld type 300 ohm trans¬ 
mission line. Ideal for ham trans¬ 
mitting antennas. 


Cat. No. 262 MOSLEY HEAVY DUTY DIPOLE ANTENNA 
CONNECTOR.List Price $.83 


HEAVY DUTY END INSULATOR 



OPEN-WIRE ANCHOR BAR ^ 

Designed to be used with TV screw-eye 
stand-offs of most all popular sizes and 
shapes. Holds open-wire line secure with 
proper wire spacing. Made of low-loss aery- * I 
lie plastic with non-rusting screws. Supplied 450-2 
less screw-eye stand-off. 

Cat. No. 450-2 MOSLEY OPEN-WIRE ANCHOR BAR. 

List Price $.30 


Similar to Cat. No. 
251 but designed for use 
with heavier copper- 
weld type 300 ohm 
transmission line. An 
' extra clamping member 

is added to help hold 
line and take strain off connection. Ideal for ham dipoles. 

Cat. No. 252 MOSLEY HEAVY DUTY END INSULATOR. 

List Price $.67 


MOSLEY Products are sold only through Jobbers 


MOSLEY ELECTRONICS 


A single source of supply for precision made plugs, sockets, connectors 
and other low loss accessories for TV transmission line. 


Copyright by U.C.P., Inc. 


TRADE DISCOUNT APPLIES TO LIST PRICES ONLY 


Radio’s Master — 18th Edition 

Page T-37 



















NEW BUD FILTERS TO REDUCE OR ELIMINATE TELEVISION INTERFERENCE 


The sources of television interference are most often sources. The basic problem of eliminating this 

short wave broadcasting stations, amateur. radio interference is that of rejection of the signals 

transmitting stations, diathermy equipment. X-ray received from these sources, 
equipment, automotive ignition noises or similar 

BUD UF-601 DOW PASS FIUTEK 


Interference to television receiver reception caused by 
transmissions from an amateur station can be causdd by 
harmonics or by shock from the transmitter. The shock 
from the transmitter fundamental can be cured at the 
television receiver with a Bud HF-600 high pass filter. 
Harmonics can be greatly reduced or eliminated at the 
transmitter by use of a Bud LF-601 low pass filter. 

The LF-601 high attenuation low pass filter has the following characteristics: 

1. Minimum attenuation of 85’ decibels on all frequencies 5. The insertion loss is less than one DB. 

above 54 megacycles and a minimum of 93 decibels above 6. Since the design of this filter provides an adjustable fea- 

70 megacycles. ture, the unit can be used with either 52 ohm or 72 

2. Maximum rejection is adjustable from 55 to 90 mega- ohm coax. 

cycles. This tunable feature provides two slots at least 7. Each inductance is in an individually shielded compart- 

100 decibels down. ment. 

3. The cut-off frequency is 42 megacycles. 18 . All capacitors used are variable. 

4. The unit will easily handle a full kilowatt modulated on 

a reasonably flat line. lliF-601 Dealer Cost $13.95 



BUD WAVE TRAP 

Bud Wave Traps are designed to 
eliminate interference caused by ama¬ 
teur radio transmission received through 
the AO line. Bud Wave Traps can be 
used in connection with any TBLiEVI- 
SION, AM or FM receiver. The three 
point installation method is simplicity 
in itself. 

1. Plug the cord from the receiver 
into the receptacle in the wave-trap. 

2. Plug the cord from the wave-trap 
into the AC receptable. 

3. Adjust the condensers, by means of 
hand tuning extensions, until the 
interference has disappeared. The 
entire unit is small, compact and 
completely encased. 

Model WT-500 to be used to eliminate interference caused by 
a transmitter operating on the 10, 15, or 20 meter bands. 
Model WT-601 will eliminate interference caused by a trans¬ 
mitter operating on the 40 or 80 meter bands. Size of case 
41 ^" X X 1%". 

WT-600 or WT-601 Dealer Cost $3.96 


BUD COMBINATION ANTENNA MOUNT 

This new Combination Mount is the 
latest addition to Bud’s complete line 
of television antenna mounts for 
every location ... to meet any 
condition. 

Made of two sheets of extra heavy 
gauge, tough steel, the upright por¬ 
tion is welded together for a perma¬ 
nent bond. Spread portion is accurately 
formed for peak or wall installation. 
Sturdy construction guarantees per¬ 
manent, trouble-free mast installa¬ 
tion. 

The Combination Mount has a baked, 
black enamel finish to prevent rust. 
Furnished complete with plated 
mounting hardware. Will accommo¬ 
date up to IVi" mast. 

AM-83 ...Dealer Cost $1.50 


GUYING CRAMPS AND MAST COUPRERS 

GT-68 Guytie—A vise grip clamp to hold guy 
wire at any point. 

AM-66 Mast Coupling — Used to extend 
antenna height, 

GT-68 .Dealer Cost $ .33 

AM-69 .Dealer Cost $ .99 





BUD HF-600 HIGH PASS FIRTER 



The HF-600 high pass filter is de¬ 
signed to have a cut off frequency at 
42 megacycles, thus this filter rejects 
signals from 0 to 42 megacycles. It is 
within this range that the majority 
of signals causing interference would 
be received. Since there is no at¬ 
tenuation above 42 megacycles, pic¬ 
ture strength or quality is not 
affected. 

This unit is easily installed and com¬ 
plete installation instructions are in¬ 
cluded. The filter is housed in an 
attractive aluminum case 3^" x 2%" 
X IVs". 

HF-600 Dealer Cost $3.00 


ADJUSTABRE CHIMNEY MOUNTS 




Very easy to install on any size chimney 
without use of special tools. The NEW 
BUD STRAP CRAMP Simplifies and 
speeds up installation. A rugged an¬ 
tenna installation is assured. 

The Twin Mounts design allows un¬ 
limited spacing between the brackets, 
thus providing maximum strength. 
AM-86—Heavy Duty Chimney Mounts 
—Made from steel — 2^" wide 

enabling the overlapping of more than 
one brick and can be used to support 
any size antenna mast from 7s'' to 
Ws" diameter. 

AM-88 — Economy Model Chimney Mount — Construction and 
design same as AM-86 except for the width of the bracket 
which is Also made from steel and will support 

mast up to 1-5/16" in diameter. These chimney mounts are 
supplied complete with 24 feet of strapping, and all neces¬ 
sary hardware. The brackets are finished by painting with a 
black rust-resisting paint and all hardware is plated, assuring 
a long lasting installation. 

AM-86 ....Dealer Cost $2.40 AM-88 ....Dealer Cost $1.59 


HEAVY DUTY WARR MOUNTING BRACKETS 

For an installation requiring maximum 
strength and weather resistance. The 
16/ spacing on the wall allows lag bolts 
to enter 2x4 joists under the wall 
siding, making a solid support for the 
antenna. Made of %" steel 2" wide. 
Painted with a black rust-resisting 
paint. A steel brace is furnished for 
use as a brace on the upper bracket 
and permits the supporting of heavy 
television antenna. Brackets are ad¬ 
justable to accommodate masts 1^4" 
in diameter. The AM-60 will allow a 
12" space between the mast and the 
wall. The AM-89 will separate the mast from the wall by a 
space of 16". Supplied complete with lag screws and all other 
hardware. 

AM-60 .... Dealer Cost $3.00 ^M-89 .... Dealer Cost $3.60 



Only a few of many BUD Froduets are shown. For complete eatalosr* 
write BUD RADIO, INC., 2118 B. 65th St., Cleveland, Ohio 
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TELCO TV STAND-OFFS are made 
with genuine Polyethylene inserts and 
heavy gauge screw eyes. Supplied in 
five styles of inserts to take all VHF 
and UHF cables; specify by letter indi¬ 
cated, otherwise Universal Type (for 
300-ohm flat lines and R.G.U. cables) 
will be furnished. 


UNIVERSAL 

TYPE 



(S) ® 


ROUND OR OVAL CABLE HOLLOW LINE SQUARE TYPE 

CO-AX TYPE TYPE TYPE 

Specify with “X” Specify with “V” Specify with “H” Specify with “A” 
after part number, after part number, after part number, after part number. 


WOOD SCREW TYPE 

8027 .$5.50C 

31/^" Ig. (100 pack carton) 

8027SS .$50.00IVI 

Ig. (1000 bulk pack) 

8028 .$8.25C 

5^'' Ig. (100 pack carton) 

8029 .$9.25C 

Ig. (100 pack carton) 

8030 .$0.18 each 

12" Ig. (100 pack carton) 


MACHINE SCREW 
TYPE 

8031 .$6.00C 

^V 2 " Ig. (100 pk. ctn) 

8032 .$8.25C 

51 / 2 " Ig. (100 pk. ctn) 
8035 .$9.25C 

Ig. (100 pk. ctn) 


DUPLEX inline 
TYPE 

8225 .$0.25 ea. 

7%^' Ig. Wood Screw 

8226 .$0.25 ea. 

TVz" Ig. 10/32 M. S. 


DUPLEX 

T-TYPE 

8809 $0.25 ea. 

71 / 2 " Ig. W. S. 

8810 $0.25 ea. 

rVz" Ig. 10/82 
Mach. Screw 





EAYE TYPE 

Clamps on eaves, 
brackets and mounts. 

8811 .$0.35 ea. 

8 1 / 2 " Ig. — Single, 

8812 .$0.40 ea. 

7 ^ " Ig. - Inline Duplex 

8815 .$0.40 ea. 

7 Vs " Ig. - T-Type 
_Duplex 


GUY WIRE 

CLAMP-ON TYPE 

8255 .$0.19 ea. 

SYz" Ig. - Single 

8256 .$0.30 ea. 

7 Vs" Ig. - Inline Duplex 



NEW SNAP-ON 
MAST TYPE 

Extra wide reinforced 
band — stays on. 

8797 .$0.10 ea. 

To fit 1" Masts 

8798 .$0.10 ea. 

To fit IV 4 ," Masts 


STRAP-ON MAST TYPE 

With galvanized strap. 

8253 .$0.19 ea. 

8^" Ig. - 9" strap 

8254 .$0.22 ea. 

^Vz" Ig. * 9" strap 

8257 ..$0.25 ea. 

7^'^ Ig. - 9" strap 

8258 .....$0.30ea. 

7 V 2 " Ig. Inline Duplex 

8259 .$0.30 ea. 

7^/^" Ig. - T-Type Duplex 


TELEVISION ROOF MOUNTS 


NAIL-IN TYPE 


8343 .$7.85C 

SV 2 " Ig. (100 std ctn) 


With stainless 
steel strap. 

S353 .$0.25 ea. 

8 V 2 " Ig. - 9" strap 

8354 .$0.30 ea. 

5 V 2 " Ig. - 9" strap 

8357 .$0.35 ea. 

7 V 2 " Ig. - 9" strap 

8358 .$0.35 ea. 

7y2''ig. 

Inline Duplex 

8359 .$0.35 ea. 

71 / 2 " Ig. 

T-Type Duplex 
STAND-OFF 
MAST STRAPS 
ONLY 

per 100 

8251- C .$16.00 

9" long straps 

8252- C .$18.00 

18" long straps 







DELUXE ALUMINUM 
BRACKETS 
for masts to 1" 

No. 8000 List $8.25 


ALL-PURPOSE MOUNT 

for masts to 1 %" 


ALL-ANGLE MAST 
MOUNT 

for masts to 1 %" 

No. 8620 List $0.65 


PIVOT MOUNT BASE 
for masts to 1 " 

No. 8621 List $0.45 



PIVOT MOUNT BASE 
No. 8921 List $0.65 

for masts to 1 %" 

No. 8922 List $0.65 

for masts to 21,4" 





SWING-UP JR. MOUNT MOUNTS 

No. 8626 List $2.95 ^o. 8630 List $3.25 

for masts to 1%" ' , masts to 1%'' 

No. 8627 ^ List $3.50 ^o. 8632 List $3.75 

for mas^:4o 2" ™asts to 2" 


BASE FOR TELE-MAST will 
hold 2" masts. 





/lAST will PIVOT SWING MOUNT 

for masts to 1%" 

List $2.75 No. 8622 List $0.75 



SLOTTED SWING-UP MOUNT 


for masts to 1 ^ 


FITZ-ALL MOUNT 

for masts to 2" 



List $0.65 


UNIVERSAL RIDGE MOUNT UNIVERSAL TILT MOUNT 

No. 8906 List $1.95 No. 8908 List $1.35 

for masts to IV 2 " foi* masts to 1 ^" 

No. 8907 List $2.85 No. 8909 List $2.15 

_for masts to 2"_ for masts to 2" 


TELEVISION HARDWARE MFG. CO. ROCKFORD/ ILi., U.$.A. 

DIVTSION OF GENERAL CEMENT MFG. CO., ROCKFORD, ILL., U.$.A. 
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TELCO 


TELEVISION HARDWARE 


TELEVISION ANTENNA MOUNTS 

WALL MOUNTS 






DELUXE ADJUSTABLE 
WALL MOUNT 

1" to 19" Clearance. For masts 
to 114" diameter. 

No. 8230 List $6.25 


CLOSE WALL MOUNT 

4" Clearance. For masts to 

No. 8302 List $1.50 


SNAP-IN WALL MOUNT 

6" Clearance. For masts to 1 

No. 8306 List $2.00 

8308 8 " clearance 3.50 


MASTER DELUXE 
SNAP-IN WALL MOUNTS 

for masts to 1 %" 


No. 



List 

8312 

12 " 

clearance 

$3.95 

8318 

18" 

clearance 

4.95 

8324 

24" 

clearance 

6.25 



DELUXE ALUMINUM CHIMNEY 
MOUNT 

for masts to 114-" 

No. 8001 with stainless straps List $8.25 


POPULAR CHIMNEY 
QUICK MOUNT 

for masts to 1 %" 

No. 8005 with galvanized straps List $2.50 


SNAP-IN CHIMNEY MOUNT 

for masts to 1 %" 

No. 8610 with galvanized straps List $3.00 
No. 8930 with stainless straps List $4.50 



CHIMNEY STRAPPING 
REPAIR KIT 


8931 galvanized straps, complete 

8932 stainless straps, complete 



VENT MOUNTS 

No. 8802 2" to 4" vents List $2.25 
No. 8803 4" to 6" vents List $2.25 



PEAK AND MAST MOUNTS 

No. 8625 30" lower member List $3.95 
No. 8933 48" lower member List $5.95 
No. 8934 New ground-up type List $6.50 
48" lower member 


INSTALLATION ACCESSORIES 




GALVANIZED 

PUNCHED 

STRAPPING 

% X .016" 

No. List 

8051 12' Coil $0.85 


GALVANIZED 

STRAPPING 


List 

25' Coil $1.25 


8052 100'Coil $5.50 8808 100'Coil $4.75 



STAINLESS 

STEEL 

STRAPPING 

% X .020" 

No. List 

8805 .$2.50 

25' Coil 

8806 .$9.50 

100' Coil 


TELEVISION 

TURNBUCKLES 

8056 .$0.27 ea. 

3 % " closed, 4 % " open 

8057 ..$0.28 ea. 

4" closed, 5 %" open 

8058 ..$0.30 ea. 

414 " closed, 6 % " open 

8365 .$0.45 ea. 

514" closed, 7 %" open 

8366 .$0.70 ea. 

6%" closed, 9^/4" open 

8367 .$0.95 ea. 

71/2" closed 
1014" open 


TELEVISION 
GUY WIRE 

)7-C ..$1.30 

4-20 x 100' Coil 
37-IVI ......$13.30 

4- 20 x 1000' Spool 
D9-C ..............$1.75 

3-20 X 100' Coil 

)9-M ....$18.65 

3-20 x 1000' Spool 

r 5 -c . $3.00 

3-18 x 100' Coil 
r5-M ..$25.00 

5- 18 x 1000' Spool 


APPROVED 

ALUMINUM 

GROUND 

WIRE 

No. 8830 
List $13.00 

500' Box, 
No. 8 Solid 


TELEVISION HARDWARE MFG. CO. ROCKFORD, Ul., UAA. 
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INSTALLATION ACCESSORIES 



FIVE-HOLE FLOATING 



GUY 

RINGS 



Mast 

Ring 


No. 

Size 

I.D. 

List 

8055 

%"-l" 

ll/s" 

$0.22 

8313 

iVs" 

11 / 4 " 

0.24 

8314 

11/4" 

1%" 

0.24 

8315 

1%" 

11 / 2 " 

0.24 

8316 

11 / 2 " 

1 % " 

0.24 

8317 

2" 

21/8" 

0.24 



UNIVERSAL 
GUY RING AND 
MAST CLAMP 

to 3" diameter 

No. 8374 
List $1.00 



ALUMINUM 
FLOATING 
GUY RING 
FOR MASTS 

for masts to 2" 

No. 8650 
List $2.95 



PORCELAIN 

300-OHM 

NAIL-IN 

STAND-OFFS 

No. 8260 
List $0.18 ea. 



NEW UHF PORCELAIN 
HOLLOW-LINE 
LEAD-IN TUBE 

No. Length List 

8914 4" for UHF $0.30 

8916 6" for UHF 0.50 

8918 8" for UHF 0.60 


GROUND WIRE CLAMPS 

No. Type List 

8120 C-Type Clamp $0.30 

8121 Copper Strap Clamp 0.25 
8936 Alum. Strap Clamp 0.25 

(for alum, g'round wire only) 


MAST COUPLERS 

9%" long 

for masts to 1%" 

No. 8371 2-piece List $1.25 
for masts to 1 % " 

No. 8645 3-piece List $1.25 



PORCELAIN 
300-OHM 
LEAD-IN TUBE 


No. Length List 

8264 4" $0.22 

8266 6" 0.34 

8268 8" 0.50 



GUY WIRE CLAMPS 

No. 8372 

for masts to 1 Vz " 

List $0.35 



CAST MALLEABLE 
GUY WIRE CLAMPS 

for wire 

No. 8081 List $0.55 ea. 

for wire 

No. 8082 List $0.55 ea. 



STAMPED 
STEEL 
GUY WIRE 
CLAMPS 

for to 1/4" 
wire 

No. List 

8347 $0.20 



U-TYPE 
GUY WIRE 
CLAMPS 

Np. 8131 
List $0.25 ea. 



GUY Wire 
THIMBLES 

No. 8132 
List $0.06 ea. 



GALVAN¬ 
IZED MAST 
STRAPS 

for 1" and 114 " 
masts 

No. List 

8130 $0.05 



TRIANGULAR 
EYE BOLTS 

for chimney straps 

No. 8049 
List $0.10 



SCREW EYES 


No. Length List 

8078 r $0.05 

8342 3" 0.10 

8486 5" 0.11 



OPEN 

SCREW 

HOOKS 


No. List 

8732 $0.12 

4 1/2 " Ig. X #2 w. 
8735 $0.08 

31/^" Ig. X #5 w. 



BRIDLE RINGS 

No. 8153 
List $0.10 ea. 



LAG SCREWS 

No. List 

8064 $0.08 

1/4" X 11/4" long 

8065 $0.08 
lA" X 2 " long 

8937 $0.12 
1/4" X SVz" long 

8938 $0.15 
iV' X 3%" long 



MACHINE 

SCREWS 

1/4-20 X 1 %" long 

No. 8251-C 
List $3.60C 



HEXAGON 

NUTS 


1 / 4-20 

No. 7235-C 
List $1.80C 






miii-r-- ^ ^ 

LX 

HEAVY DUTY 

EXPANSION 

LEAD ANCHORS 

NAIL DRIVE-IN 

WOOD SCREWS 

SHIELDS 

for #10 to #14 

ANCHORS 

No. 

List 


wood screws 


8071-C 

#8 X 114" 

$2.00C 

' long 

for 1/4" Lag 

1" long 


8073-C 

#10 X 11/2'' 

$3.45C 

' long 

Screws 

No. 8084 

List $0.10 ea. 

will fit holes 

8075-C 

$4.00C 


iVz" long 


#12 X 11/2'' 

' long 

No. 8088 

No. 8083 

8076-C 

$4.4 5 C 


No. 8085 

#14 X 1%' 

' long 

List $0.27 ea. 

List $0.16 ea. 

List $0210 ea. 



PLASTIC HOLTITE 
SCREW 
ANCHORS 

No. 8841 List $5.50 
Box, 100 assorted 
No. 8842 List $0.04 
#8 for #8 screw 
No. 8843 List $0.05 
#12 for #12 screw 
No. 8844 List $0.06 
#16 for screw 

No. 8845 List $0.09 
#20 for screw 



TV-LINE 
SOLDER¬ 
LESS TER. 
MINALS 

No. 8633-C 
List $3.65C 
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GUY WIRE AND 
GUY RING 
SUPPORT 

with screw eyes 

No. 8939 List $0.50 

Will fit masts 




U-TYPE CLAMPS 

No. 8370 List $0.35 
clamp for 2 1%'^ masts 


CHIMNEY STRAP 
CLIPS 

easy to use, fold over 

No. 8648 List $0.05 ea. 


300-OHM 
UNIVERSAL 
SCREW TYPE 
CONNECTORS 

). 8095 List $0.20 


300.OHM 

POLARIZED 

TV-LINE 

CONNECTORS 

No. 8220 List $1.40 
No. 8221 List $1.50 

Duplex 





UHF PLASTIC 
CONNECTORS 

No. 8223 List $0.25 
for hollow line 
No. 8224 List $0.25 

for oval line 


300.0HM TWIN 
LINE TV WALL 
PLATE 

No. 8595 List $1.25 
walnut Plate and Plug 
No. 8595-1 List $1.25 
Ivory Plate and Plug 


POLARIZED 
UHF-VHP TV LINE 
PLUGS 

No. Color List 
5596 Brown $0.60 


OPEN LINE 
CONNECTORS 

No. 8824 List $0.25 


4-CONDUCTOR 

CABLE 

CONNECTORS 

No. 8839 List $0.25 




300-OHM FIBRE HEAD 
WIRING NAILS 

No. 8020-0 List $1.00C 

package 100 


VHF-UHF LIGHTNING 
ARRESTER 


NEW UNIVERSAL 
LIGHTNING ARRESTER 



No. 8640 List $1.00 No. 8642 List $1.25 

Underwriters-approved for UHF and VHF 


POWER SPRAY-KOAT 

No. List 

8660 Aluminum $1.79* 

8665 Acrylic Plastic $1.79* 






NEW 3-WAY ANTENNA KLIP 


No. 8744 Regular Size 
No. 8744-D Display 20 Klips 


List $ 0.50 
List $10.00 


NEW 3-WAY SHORTY 
TV KLIP 

No. 8899 List $0.50 

Short Size 

No. 8899-D List $10.00 

Display 20 Klips 


300-OHM 

PLASTIC TUBING 

No. 626 List $23.60 
250-foot Coil 
No. 627 List $79.00 

1000-foot Coil 



U-BOLTS 

No. 8123 
1%'' I.D. 
List $0.20 







HALF-MOON 

REINFORCING 

PLATE 

for 1" tube 
No. 8941 List $0.10 


TOOTHED 

ANTENNA 

SUPPORT 

BRACKET 

No. 8942 List $0.30 


U-BOLT 
MAST CLAMP 
ASSEMBLY 

Serrated edges 

No. 8718 List $0.75 


2-BAY STACKING 
BARS 

44" long 

No. 8701 List $1.25 



OFFSET 4-BAY „ 
INSULATOR 

ASSEMBLY 8712 %' 

No. List 8713 %' 

8707 .$1.40 8715 1 t 

*Special Dealer’s Discount Applies. 


AWMINUM TUBING 


No. 

Size 

List 

8711 

s/s" X 48" 

$0.65 

8712 

s/s" X 44" 

0.60 

8713 

s/s" X 20" 

0.35 

8715 

1 complete set, 10 ele. 

5.50 


CONICAL CROSS-BAR 
ASSEMBLY 

No. List 

8705 12-elementB, complete $4.50 


4-BAY PHASING 
BARS 

No. 8706 List $2.10 


CONICAL HARDWARE 


8716 Insulator Assembly $1.50 
8719 Reflector Assembly 0.65 
8857 Insulator only 0.65 
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TELESCOPING MASTS — HEAVY DUTY 16 GAUGE 

Galvanized outside, enamel inside 


8789 20 ft. with base 

8789-NB 20 ft. no base 

8790 3 0 ft. with base 


8790-NB 30 ft. no base 

8791 40 ft. with base 

S791-NB 40 ft. no base 



TELCO 

"GOLDEN HALO" 
INDOOR UHF 
ANTENNA 


Gold plated. 
Highly efficient indoor 
UHF antenna. 



UHF WISHBONE CORNER 
REFLECTOR 


Also features “Wish¬ 
bone” High Di-Elec¬ 
tric Insulator. High 
gain, 14 db. Front to 
back ratio, 15 to 1. 
For difficult UHF 
locations — ghosts, 
reflections, interfer¬ 
ence, etc. 


NEW MASTER-LINE CONICALS 

With Black Unbreakable Insulator 



No. 

Single Bay: 
8700-6S 
8700-8S 
8700 

Two Bay: 
8702-6S 
8702-8S 
8702 


Description 

6-element, 1-bay 
8-element, 1-bay 
10-element, 1-bay 

6-element, 2-bay 
8-element, 2-bay 
10-element, 2-bay 





CONICAL SPECIAL 
6 Element Only 


Green Insulator 
Doweled Elements 


No. 8708 


List $5.42 


NEW SUPER CONICAL 
FLYING GOOSE 

Excellent for all Channels 1 to 13 
No. Description List 

89p0 10-element, 1-bay $ 9.25 

89d2 10-element, 2-bay 19.85 

8903 10-element, 3-bay 29.75 



TELCO TV ANTENNA PACKS 

Conical Antennas Complete with 
.Installation Hardware (as shown) 

No. Description List 

8940 10-element, 1-bay $16.50 
8944 10-element, 2-bay 27.50 


QUANTITY USERS — Write for attractive special prices — See your Distributor 
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pptcelaiH Pi-cifuctJ radio & television insuutors 



8117 8118 8130 8131 


8119 8120 



TV-FM LEAD-IN SUPPORTS 

The perfect insulator. Easy to install. Holds lead-in positively and 
rigidly. Size — 2" high, 1-1/4" wide, 3/4" wide. Supports lead-in 
1-7/16" from surface. Weight 170 lbs. per M. 

SCREW TYPE HOOK TYPE 


No. 9418 No. 9418-H 

For light-weight 3/8" wide flat 300 Ohm twin lead-in. 

No. 9422 No. 9422-H 

For heavy-weight 1/2" wide oval 300 Ohm twin lead-in. 

No. 9423 No. 9423-H 

For 1/4" round 72 Ohm Coaxial Cable. 

No. 9424 No. 9424-H 

For 3/8" round 72 Ohm Coaxial Cable. 


TV-FM LEAD-IN TUBES 

Provide essential insulation and neatness of appearance for 3/8" 
flat twin-wire lead-ins going through walls, partitions, etc. Outside 
diameter 11/16". Will fit hole made by standard 3/4" bit. Seven 
lengths from 3" to 12". 

LENGTH Wt. per M LENGTH Wt. per M 

3" 110 Lbs. 8" 275 Lbs. 

4" 143 Lbs. 10" 330 Lbs. 

5" 175 Lbs. 12" 395 Lbs. 

6 " 210 Lbs. 


ANTENNA INSULATORS 

Made of highest quality electrical Porcelain. Pressure molded to 

assure dense strong body. Glazed. 

No. 8117 — Round, White glaze. Size 2-1/2" long, 1" diameter, 
1/4" holes. Weight 146 Lbs. per M. 

No. 8118 —Same as No. 8117 but brown glaze. Weight 146 Lbs. 
per M. 

No. 8119—Oval, White glaze. Size 2-/2" long, 1" diameter, 
1/4" holes. Weight 130 Lbs. per M. 

JVo. 8120 — Same as No. 8119 but brown glaze. Weight 130 Lbs. 
per M. 

No. 8130 — Small airplane type, oval, white glaze. Size 1-3/8" 
long, 7/8" diameter, 7/32" holes. Weight 60 Lbs. 
per M. 

No. 8131 — Large airplane type, oval, white, glaze. Size 2" long, 
1-1/8" diameter, 9/32" holes. Weight 90 Lbs. per M. 

No. 500D — Strain type, brown glaze. Size 2-1/8" long, 1-9/16" 
diameter, 3/8" holes. Weight 250 Lbs. per M. 

INSULATED SCREW EYES 

No. 1925 — Seven and one-quarter inches long over-all. White 
glaze insulator with 5/16" hole. Weight 110 Lbs. 
per M. 

No. 1926 — Same as No. 1925 but 3" long over-all. Weight 90 
Lbs. per M. 

No. 1961 — Split bridle-ring type. Insulator has diagonal slot 
1/4" wide to facilitate quick threading of conductor. 
Oyer-all length 3-5/16". White glaze insulator has 
5/8 hole. Weight 100 Lbs. per M. 

No. 1962 — Same as No. 1961 but 2-5/8" long over-all. Weight 
100 Lbs. per M. 


PORCELAIN PRODUCTS, INC. • FINDLAY, OHIO 


Radio’s Master — 18th Edition 

Page T-44 


Copyright by U. C. P., Inc, 
















THE ONLY TELEVISION LAMP DESIGNED TO 
PREVENT GLARE AND ELIMINATE EYESTRAIN 


^ CZICO - L.I1 

EASIER VISION 

V L-/\I\/IF=^ 


DECORATIVE — 

smart — 

USEFUL • 



THE LILY 

A frue replica of fhe majesHc Lily in full bloom. The bud of the 
flower in a glistening gorgeous Mother of Pearl finish. The stem 
in a beautiful blending color. Available in Tu-Tone color com¬ 
binations, as well as solid colors. 


Green and Mother of Pearl_ 

Black and Mother of Pearl_ 

Chartreuse and Mother of Pearl 

White _ 

Green _ 

Dubonnet and Mother of Pearl 
Brown and Mother of Pearl_ 



LIST 

DEALER'S 

NET 

# 11OOTT 

7.95 

4.77 

#noiTT 

7.95 

4.77 

# 1102TT 

7.95 

4.77 

#1103 

7.95 

4.77 

#1105 

7.95 

4.77 

#1106TT 

7.95 

4.77 

#1T07TT 

7.95 

4.77 


THE LEAF 

All the details of magnificent leaves, created in California pottery. This 
new design blends with and adds charm to the particular furnishings 
in any home. Available in Tu-Tone combinations, beautifully decorated 
with a rich gold trim. 


Green and Mother of Pearl_ 

Chartreuse and Mother of Pearl 
Dubonnet and Mother of PearL. 
Brown and Mother of Pearl_ 



LIST 

DEALER’S 

NET 

#120017 

7.95 

4.77 

# 1202TT 

7.95 

4.77 

# 1206TT 

7.95 

4.77 

#120717 

7.95 

4.77 




THE TULIP 

A completely new creation. A gorgeous Tulip bud finished in three 
popular Tu-Tone colors. Heavy porcelain glaze will assure long lasting 
beauty. This decorative lamp produces a soft diffused light throughout 
the interior of your room and eliminates glare to your eyes while viewing 
television. Available in green, brown, and dubonnet tone combination. 
Same design also furnished in a natural rosewood color. 


Green and White _ 

__ #160017 

LIST 

8.95 

DEALER’S 

NET 

5.37 

Dubonnet and White_ 

... #1606TT 

8.95 

5.37 

Brown and White _ 

.. #1607TT 

8.95 

5.37 

Woodrose _ 

.. #1657 

7.95 

4.77 


Individually Packed — 6 to Master Carton 



APPROVED 


ESCO-LITE LOS ANGELES T5, CALIFORNIA 

Design Copyright 


Copyright by U. C. P., Inc, 
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SOUND CHANNEL MARKER UNITS (Sub-Multiple Frequencies + .05%) 


CODE 

TYPE 

CHANNEL # 

CHAN. FREQ, (me) 

SOUND CHAN, (me) 

CRYS. FREQ, (kc) 

PRICE 

C2 

SRI 6 

2 

54-60 

59.75 

19916.666 

$6.95 

E2 

SRIO 

3 

60-66 

65.75 

16437.500 

$6.95 

E2 

SRIO 

4 

66-72 

71.75 

17937.500 

$6.95 

E2 

SRIO 

5 

76-82 

81.75 

16350.000 

$6.95 

E2 

SRIO 

6 

82-88 

87.75 

17550.000 

$6.95 

E2 

SRIO 

7 

174-180 

179.75 

17975.000 

$6.96 

E2 

SRIO 

8 

180-186 

185.75 

18575.000 

$6.95 

E2 

SRIO 

9 

186-192 

191.75 

19175.000 

$6.95 

E2 

SRIO 

10 

192-198 

197.75 

19775.000 

$6.95 

E2 

SRIO. 

11 

198-204 

203.75 

18522.727 

$6.95 

E2 

SRIO 

12 

204-210 

209.75 

19068.181 

$6.95 

E2 

SRIO 

13 

210-216 

215.75 

19613.636 

$6.95 


;-f ALIGNMENT CRYSTALS 


FREQUENCIES _ TOIERANCE _ 

18- 22 me ±.05% 

19- 27.5 me ±.05% 

21-22 me ±.05% 

19-27.5 me ±.05% 

4.5 me ±.02% 

SHIP-TO-SHORE 


APPLICATION 

video channel markers 
video i-f alignment 
sound i-f alignment 
trap frequencies 
intercarrier 


CODE 

TYPE 

APPLICATION 

TOLERANCE 

PRICE 

E5 . 

E6 

E7 

MC7 

SR5 

SR8 

radiotelephone 2-3.5 me 
radiotelephone 2-3.5 me 
radiotelephone 2-3.5 me 

±.02% 

±.02% 

±.02% 

$6.00 

$6.00 

$6.00 


TYPE 
MC9 
MC9 
KV3 
MS433 
SMC 100 


TYPE 

MC9 

CF3 

CF6 

MC9 


TYPE 

CCO-2A 

AX2 

AX2 

AX2 

AX2 

AX3 


_ " APPLICATION _ 

signal generator—5.0 me 

FM i-f alignment—10.7 me 

reference frequency 100 kc 

reference frequency 1000 kc 

100 kc (exact by ckt. adjust.) 1000 kc 

_ APPLICATION _ 

).36o mc(multiplier to 27.12 me) or 13.6275 mc(multiplier to 27.255 me) 

455 kc—456 kc—465 kc single signal filters 
455 kc—456 kc—465 kc single signal filters 
3.0 me—10 me experimental frequencies 

_ APPLICATION _ 

packaged oscillator for 2-6-10-11 meters 
3—1822 kc; 1878—1897 kc; 1903—1922 kc; 1978—1997 k 
3500—3997 kc 

7000—7425 kc; 8000—8222 kc 
12.5—13.61 me; 14—14.85 me 
24—24.33 me; 25—25.5 me 


TOLERANCE 

±. 02 % 

±.05% 

±.005% 

±.005% 

±.05% 


TOLERANCE 

±.04% 

± 5 kc 
± 5 kc 
±.05% 


TOLERANCE 

± 1 kc 
± 2 kc 
± 2 kc 
± 30 kc 
± 5 kc 


CODE 

TYPE 

LENGTH 

OiMINSIO 

WIDTH 

NS 

THICKNESS 

PIN SIZE 

PIN SPACE 

E2 

SRIO 

51/64" 

3/4" 

11/32" 

.093" 

.486" 

E3 

MC9 

1 11/64" 

13/16" 

7/16" 

.093" 

.486" 

E4 

SRIO 

51/64" 

3/4" 

11 / 32 " 

.093" 

.486" 

E5 

MC7 

1 39/64" 

1 1/8" 

21/32" 

.125" 

.750" 

E6 

SR5 

1 1/4" 

1 9/64" 

7/16" 

.125" 

.500" 

E7 

SR8 

1 1/4" 

1 1 /8" 

7/16" 

.093" 

.486" 

E8 

MC9 

I 11/64" 

13/16" 

7/16" 

.093" 

.486" 

E9 

MC9 

1 11/64" 

13/16" 

7/16 

.093" 

.486" 

ElO 

KV3 

1 9/32" 

1 3/16"{dia.) 

.093" 

.486" 

Ell 

MS433 

1 31/32" 

1 25/64"(dio.) 

— 

.093" 

OCTAL 

El 2 

SMC 100 

1 3/8" 

1 3/8" 

1.039" 

— 

— 

El 3 

MC9 

1 11/64" 

13/16" 

7/1 6" 

.093" 

.486" 

E|4 

CF3 

1 13/32" 

1 3/16" 

3/4" 

.125" 

.750" 

El 5 

CF6 

17/32" 

15/16" 

.695" 

— 

— 

El 6 

CCO-2A 

2 1/4" 

3 1/8" 

3" 

— 

— 

E17 

AX2 

15/16" 

1 1/16" 

7/16" 

.093" 

.486" 

Et8 

AX2 

15/16" 

1 1/16" 

7/16" 

.093" 

.486" 

El 9 

AX2 

15/16" 

1 1/16" 

7/16" 

.093" 

.486" 

E20 

AX2 

15/16" 

1 1/16" 

7/16" 

.093" 

.486" 

E^1 

AX3 

15/16" 

1 1/16" 

7/16" 

.093" 

.486" 

E22 

MC9 

1 11/64" 

13/16" 

7/16" 

.093" 

.486" 
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COMMERCIAL TYPES-SPECI FI CATIONS 


Type 

Frequency Range 

Pin 

Spacing 

Pin 

Diameter 

Height 
Above Pins 

Width 

Depth 

Z-1 

Fundamental 

900 Kc. to IBOO Kc. 

.486" 

.093" 

1-3/16" 

13/16" 

7/16" 

Z-1 

Harmonic 

1601 Kc. to 30000 Kc. 

.486" 

.093" 

1-3/16" 

13/16" 

7/16" 

*Z-1A 

Fundamental 

500 Kc. to 2000 Kc. 

3/4" 

.125" 

13/8" 

13/8" 

1 / 2 " 

Z-IB 

Fundamental 

1000 Kc. to 12000 Kc. 

3/4" 

.125" 

13/8" 

1-3/16" 

1 / 2 " 

Z-IB 

Harmonic 

12001 Kc. to 30000 Kc. 

3 / 4 " 

.125" 

13/8" 

1-3/16" 

V 2 " 

Z-ID 

Same as Z-1 

Same as Z-1 

1 / 2 " 

.125" 

1-3/16" 

13/16" 

7/16" 

Z-IE 

Some as Z-1 

Same as Z-1 

J/2" 

.125" 

IV 4 " 

IVs" 

7/16" 

Z-IH 

Single or dual unit 
Fundamental 

500 Kc. to 12000 Kc. 

3.Pin 

W.E. 

.157" 

2-1/16" 

1-19/32" 

1-3/16" 

Z-IK 

Same as Z-1 A except 
has .157'" dia. pins 

500 Kc. to 12000 Kc. 

3 / 4 - 

.157" 

13/8" 

13/8" 

1 / 2 " 

Z-IM 

Fundamental 

1000 Kc. to 10000 Kc. 

%" 

Std. 

Banana 

2-3/32" 

1-19/32" 

3 / 4 " 

Z-IR 

Fundamental 

500 Kc. to 1600 Kc. 

V 2 " 

.093" 

IV 4 " 

1-3/32" 

7/16" 

Z-4 

Fundamental 

1601 Kc. to 12000 Kc. 

3 / 4 " 

.125" 

.650" 

Diameter 

.995" 

Z-4 

Harmonic 

12001 Kc. to 30000 Kc. 

3 / 4 " 

.125" 

.650" 

Diameter 

.995" 

Z-7 

Fundamental 

Same as Z-1 Fundamental 

3 / 4 " 

Std. 

Banana 

1.660" 

1.192" 

.518" 

Z-8 

Fundamental 

500 Kc. to 1600 Kc. 

3 / 4 " 

i/a" 

13 / 4 " 

1-9/16" 

1-11/16" 

E-1 

Fundamental 

500 Kc. to 7000 Kc. 

Interchangeable with FT-164 and AC-95 



Prices Under Revision at Time of Printing 


PETERSEN RADIO Company, Inc., 2800 W. Broadway, Council Bluffs, Iowa 
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AMATEUR — Spec ificat ions and Frequencies 



TYPE z- 2 


1800 to 1825 Kc. for 160 meters. 

1875 to 1900 Kc. for 160 meters. 

1900 to 1925 Kc. for 160 meters. 

1975 to 2000 Kc. for 160 meters. 

3500 to 4000 Kc. for 80, 40« 20 and 10 meters. 
6250 to 6750 Kc. for 2 meters. 

6740 to 6807 Kc. for 11 meters. 


7000 to 7425 Kc. for 40# 20 and 10 meters. 


8000 to 8222 Kc. for 2 meters. 


8334 to 9000 Kc. for 6 meters. 



CHECK SUPERIORITY OF T8 

Stability .. . Accuracy . . , Activity . . . 


Drift characteristics of PR 
Crystals limited to less than 
2 cycles per MC per degree. 
You get low drift combined 
with high output, depend¬ 
able frequency control. X- 
Ray orientation guarantees 
uniform cut for maximum 
low-drift perlorgionce. 


Guaranteed accurate within .01 per 
cent of specified frequency or better. 
When doubling and quadrupling ac¬ 
curacy is absolutely essential. You 
KNOW where you are with PRs. 
Power Output ... 

PRs are designed to give maximum 
power output from the exciter stage 
when operating at the highest per¬ 
missible voltages. PR Crystals con 
"take it." 


PRs give you high activity. They "come in" 
instantly on phone ... key without chirps, even 
at high bug speeds, without excessive "backing 
off." 

Unconditional Guarantee . . . 

Every PR Precision CRYSTAL is guaranteed un¬ 
conditionally, by the makers of fine crystals 
since 1934. 


PETERSEN RADIO Company, Inc., 2800 W. Broadway, Council Bluffs, Iowa 
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For further information 



JK STABILIZED HEAT JKO-3 

Holds one type H-17 unit (Military 
HC6/U) 

Temperature adjustable 50 to 70°C 
Ambient range depends on operating 
temperature desired 
Heater 6.3 volts at IV 2 amp. 

Standard 5 pin base 




JK STABILIZED H-A 

Frequency Range 1800 kc to 16 me 
Holder Material Black Phenolic 
Pressure Mounting, Stainless Steel Elec¬ 
trodes 

Water and Dost Proof 
Military Type HCl/U Holder 



JK STABILIZED HEAT JKO-2 

Holds two type H17 units (Military 
HC6/U) 

Normal temperature 75° it 5®C. 
Ambient range — 55 to 70‘’C. 

Heater 6.3 volts, under 1 amp. 
Standard octal base 


JK STABILIZED H-IB 

Frequency range 80 kc to 2 me 
Hermetically sealed metal holder 
Wire mounted, plated crystals 
HI8 has octal base, H18-L has 2 pins 
dia. on centers, H-18-5 has 
standard 5 pin tube base. 




JK STABILIZED H-9 

Frequency Range 80 kc to 2 me 
Holder base Black Phenolic 
Holder can Anodized aluminum 
Wire mounted silver plated crystal 
Water and Dust proof 
Especially light and compact. 



JK STABILIZED H-17 

Frequency Range 200 to 500 kc and 
1 to 75 me 

Hermetically sealed metal holders 
Wire mounted, plated crystals 
Two type H-17 holders fit loctal socket 
H-17 is military type HC6/U, CAATC 
No. 3R1-3 



JK STABILIZED BROADCAST UNIT 
JK57M & JK87M 

Frequency range 400 kc to 1750 kc 
adjustable dz .01% 

Normal temperature 60'’C ±: 2°C 

(adjustable ±: 10°C) 

Ambient range for 60®C operation, 
-20 to + 5B°C 
Heater 6.3 volts at IV 2 amp 
JK57M has standard 5 pin base, 
JK87M has octal base 
Low temperature coefficient plate will 
stay within FCC tolerance during 
warmup from normal room tempera¬ 
ture 

F.C.C. approved for broadcast use. 
JK57MT & JK87MT have thermometer 



JK STABILIZED HEAT 

JK07, JK07E 

Will hold any JK type crystal except 
H-6, H-18T and H-19 

Normal operating temperature 50°C zt 
2°C 

Will hold temperature ds much as 
75“C above the ambient. 

Supplied complete with Johnson No. 
237 socket. 

JKO-7E has sealed-in-glass thermostat 
for greater precision and longer life. 

Available as JK07 or JK07E with 6.3 
volt 10 watt heater or 115 volt 12 
watt heater on either model 

Ideal for frequency standards and 
broadcast (FM & TV) FCC approved. 
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MONITOR 


OVER 7 MILLION PRECISION CRYSTALS SINCE 1931 

HERE ARE A FEW OF THE MANY TYPES IN OUR COMPLETE LINE. 




MC-20 


Pressure mounted crystal having a 
range of 2000 KC to 10,000 KC 
on the fundamental frequency. 

Holder size VA" x 7/16'' x 1-5/32" high 
with 3/32" or Ve" pins spaced either 16" 
or 34". 



MC-13 

Plated crystal, wire mounted 
having a range of 16 KC to 
100 KC and 90 KC to 250 KC 
on the fundamental fre¬ 
quency. 

Holder size .750" x .343" x 1.516" 
high with .050" pins apart 



MC-10 


Pressure mounted crystal having a 
range of 15 MC to 50 MC on the 
3rd and 5th mechanical overtone. 
Holder size 9/16" diameter Vi" long with 
.050" pins extending 14". 



MC-6 

Plated crystal, wire mounted having 
a range of 200 KC to 16,000 KC 
on the fundamental frequency and 
10 MC to 75 MC on the 3rd and 
5th mechanical overtone. 

Holder size .750" x .343" x .765" high 
with .050" or .093" pins Vz" apart, also 
furnished with pigtails. 



MC-96 

Pressure mounted crystals having a range of 5000 KC 
to 11,000 KC on the fundamental frequency and 
10 MC to 75 MC on the 3rd and 5th mechanical 
overtone. Being pressure mounted this unit gives 
superior performance in the higher frequency ranges. 

Holder dimensions are the same as the MC-6. 


WE MANUFACTURE ALL TYPES OF MILITARY AND COMMERCIAL 
CRYSTALS, CUSTOM CRYSTALS AND CRYSTAL OVENS. 

Write for Complete Descriptions, Prices and Deliveries. 

Monitor Products Company 815 Fremont Ave., So. Pasadena, Calif. 
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CUSTOM-BUILT 31-TUBE* 
TELEVISION 

FideSr ^0° 

Deflection System, with more than enough power to 
operate up to 24-inch Picture Tubes! 

No. UP731-DL 31-tube TV Chassis Kit less Pix Tube. 

wire and solder.Dealer’s Net Price $157.50 

^Including rectifiers and Video Tube. 


HI-FIDELITY 20-WATT 

SOUND 

ing simplicity, economy, 
ease of construction. Famous Peerless High Fidelity 
Output Transformer gives Ml frequency response from 
20 to 30,000 cycles. Pictorial wiring diagrams, de¬ 
tailed step-by-step instructions. 

Deluxe Model AA620DL—including tubes. 

Dealer’s Net Price $51.95 
Standard Model, similar, except with standard hi-fi 
Output Transf., flat from 30 to 20,000 cycles. 
Standard Model AA620S—including tubes. 

Dealer’s Net Price $44.95 
Matching Cover for either Amplifier. 

Model MC620 .Dealer’s Net Price $3.50 




RADIO 
Remote Control 
KITS 

TRANSMITTER - RECEIVER 

Perfect for Hobbyists! This Model 
Radio Control Device is easy to 
’build . . . Economical . . . Fool¬ 
proof and Stable in Operation . . . 
No License Required. 

The TRANSMITTER 
Operates on 27.255 Me. Uses one 
3A4 tube. Surprisingly wide con¬ 
trol with only 2.75 watts power 
input. Metal cabinet 9"x6"x5". 
3% lbs. less batteries. 

No. RC222T (less batteries). 

List Price $33.50 
The RECEIVER 


For 

PLANES 

BOATS 

TRAINS 


Compact, only 3oz. 

oEwe xli^"xl%". Complete in- 

ynumore structions, pictorial, schem- 

atic diagrams included. 
jy No. RC222R (less batteries). 

^ List Price $26.50 

ESCAPEMENT UNIT COMBINATION 
Optional equipment, for Transmitter and Receiv- 
receiver, wired. er Kits, purchased to- 

List Price $5.50 gether. List $57.95 


"Superfone' 

n Crystal Radio 

M Receiver KIT 

rrijl Consists of all nec- 

11 e.ssary components, 

“ ILI!I ready wound tuning 

I coil, single phone, 

with headband, hard- 

■ I ware, instructions. 

Cat. No. 7001A...List Price $4.90* 

♦Plus Federal Excise Tax 


NOVICE TRANSMITTER AND POWER 
SUPPLY KIT Including Key 




Power Input 25 Watts 
2-Bancl Operation 

Designed for ease of assembly, ease of operation, simple 
tuning, and simple antenna system. Features include; 
UNTUNED PIERCE TYPE CRYSTAL OSCILLATOR, 
uses 1-6V6 tube; TUNED OUTPUT AMPLIFIER, with 
Pi type tuning system. Uses 1-6L6 tube; PHILMORE 
PICTORIAL DIAGRAMS, specially planned, really 
foolproof; TRANSMITTER TYPE TUNING CONDEN¬ 
SERS; POWER SUPPLY provides 370 volts DC at 
100 Ma. With tubes and standard key. 

Model NT-200.Amateur Net Price $29.40 


5-TUBE AC-DC RADIO KITS 

1 and 2 Band Models 

Latest model compact high 
^ fidelity quality^ radio re- 

: cabinets, built-in loop an- 
W I formed 

® chassis, sockets rivetted. 

^ Tubes included: 12SA7GT, 

12SK7GT, 12SQ7GT, 
50L6GT, 35Z5GT. Size: 8 %''x5 %"x5% 

SINGLE BAND i 2-BAND 550-1600 Kc 


SINGLE BAND 
550-1600 Kc. 

Model Cabinet List 
100-lA Ivory & 

Green .$34.00 

100-lB Ivory & 

Red . 34.00 

100-lC Walnut & 

Ebony . 32.50 


1-TUBE (Plus Rectifier Tube) 
AC-DC 
RADIO 
KIT 

Designed pur¬ 
posely for easy 
construction 
yet uses the 
most efficient 
type of cir¬ 
cuit. Kits are replicas of parts and cir¬ 
cuits used and thoroughly tested in master 
models and standardized. Simple instruc¬ 
tions and diagrams. Uses 1 each 35Z5GT 
and 12SJ7 tubes. Supplied with punched 
and formed chassis—sockets already riv¬ 
etted to chassis. Attractively packaged 
in sturdy box. 

No. 7001B—Complete, less tubes and 
headset.List Price $12.50 




More elaborate than the one-tube and 
much greater in signal strength—permit¬ 
ting use of a 4" P.M. speaker. Simple 
instructions with pictorial, schematic dia¬ 
grams. Supplied with punched and formed 
chassis—sockets rivetted. Superior in 
tone and selectivity to many manufacturea 
radios! Uses 1 each 35Z5GT, 50L6GT 
and 12SJ7 tubes. Completely assembled, 
you have a TWO-BAND set, covering 
standard broadcast (550-1700 Kc) and 
SHORT WAVE (6-18 Me). 

Cat, No. 7001C—Complete with Speaker, 

less tubes ..List Price $20.00 

(NOTE: Wire and Solder not included 
with 7001B and 7001C). 


’’Superfone” RADIO 

RECEmNG 

ped with a Philmore Super-sensitive Crys¬ 
tal which will give excellent results. 

Cat. No. 7001.List Price $2.25 

Plus Federal Excise Tax 


"LITTLE WONDER" 
RADIO 
RECEIVING 
SET 

Compact in size but 
big- in results. The 
open type detector per¬ 
mits fine adjustments. 
Includes Philmore Super-sensitive Crystal. 

Cat. No. 7000.List Price $1.75 

Plus Federal Excise Tax 


2 PHILMORE 

A complete kit 
of parts for as- 
— ^ sembly of a pro- 

(v} fessional anten- 

na. Attractively 
packaged in a 
multi - colored 
display box. 

1 coil 50 ft. stranded copper aerial wire. 
1 coil 25 ft. rubber covered lead-in wire. 
1 Ground clamp. 2 Nail-it knobs. 

1 Lead-in strip. 1 Instruction sheet. 

2 Porcelain insulators. 

Cat. No. 2103....List Price $1.50 


DO Kc. 5.5-16 Me. 

Iiinet List Model Cabinet List 

'I & 100-2A Ivory & 

.$34.00 Green .$39.50 

S? & 100-2B Ivory & 

. 34.00 Red . 39.50 

lut & 100-2C Walnut & 

. 32.50 Ebony . 38.00 


m Open Type 
CRYSTAL 
DETECTOR 

Universal joint on swivel arm provides 
quick, accurate adjustment. Completely 
assembled. Includes crystal. 

Cat. No. 7003.List Price $.45 


Fixed CRYSTAL 
DETECTOR 

VlHlIiinl crystal 

^||PI!I|U^ sets. Sensitivity fixed per- 
g W manently. Enclosed in a 

^ ^ bakelite case. 

Cat. No. 7002.List Price $1.10 


Glass Enclosed CRYSTAL 
DETECTOR 


t HAND 

MICROPHONE 
Carbon Type 

Talk or sing through the 
radio speaker. Button 
switch cuts mike in and 
out of broadcast. Simple 
to install. Equipped with 

Cat. No. 500H.List Price $3-15 


Junior 
MICRO¬ 
PHONE 

Carbon Type 

For home broad¬ 
casting. Push but¬ 
ton switch cuts off I 
radio programs and | 
brings in the home 
broadcaster’s voice 
very clearly. Sensitive, with excellent 
volume, shock-proof. Easily attached to 
any set without rewiring and can remain 
attached without interfering with regu- | 
lar broadcasting. ' 

Cat. No. 500.List Price $2.15 


PHILMORE 

if Vk DOUBLE I lilll U l No. 7005 Galena Crysta 
W M HEADPHONES lijlpil Display Card....List $.20 

Accurately matched. CAT S WHISKER 

'■ Display card. 

IMV double high flux’ !; i „ ^ ^ . . 

magnets. Ruggedly I ^ ^ III No. 7006 Set of 2. 
constructed of light- • ■« List Price $.20 

weight metal. Pol- —-- 7 —, 

^ bakelite ear Unmounted DETECTOR 

caps. Concealed terminal type. Braid cov- —flOi 

ered adjustable headband and cord 4^ _ 

feet long. 2000 ohm impedance. . Jf3||| 

Cat. No. 2260.List Price $4.40 

SINGLE HEADPHONES 

Same construction, head band is of spring Includes stand, crystal cup, arm with 
steel. 1000 ohm impedance. cats-whisker, hardware. Less crystal. 

Cat. No. 2261..„List Price $2.50 Cat. No. 7010....List Price $.25 


Delicately adjustable. In¬ 
cludes Super - sensitive 
Crystal. Dustproof. 

Cat. No. 7008 

List Price $.65 



PHILMORE MFG. CO. INC. — "Pioneer Manufacturers of Electronic Kits Since 192J‘ 
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Hmeiican Beauty 

ELECTRIC SOLDERING IRONS 

Embodied in these Electric Soldering- Irons are features' of construction and design that 
specialized experience — since 1894 — has demonstrated to be desirable for efficient and 
lasting service. Hundreds of thousands are in use throughout the world in a wide variety 
of manufacturing plants ; in Service, maintenance and repair shops ; Army and Navy Services; 
in telephone, telegraph, radio and TV stations. Because of their proven efficiency and dura¬ 
bility, they are preferred by those who measure the value of a tool by the service it renders. 
No. 3138 Designed primarily lor production and maintenance in radio, telephone, telegraph, 
ignition. Switchboard and telephone installation work and similar industrial applications. 

No. 3158 For the same purposes as the No. 3138 but for work requiring an iron of greater 
capacity. 

No. 3178 For use on stih heavier work; for light commutators, service and production work. 
A very useful iron for general purposes. 

No. 3198 For heavy work of all kinds. Supplies a large 
volume of heat at high temperature. Used by manu¬ 
facturers in many different lines; for shop, service, 
production work, etc. 


No. 3128 

No. 3128 For servicing TV, electronic and 
radio equipment and similar light work. 




No. 3128A A companion 
iron to No. 3128—the angle 
shape permits easy applica¬ 
tion to soldering operations 
difficult to accomplish with 
the conventional straight 

TIOQ 



SPECIFICATIONS 


Available in standard voltages and for 32 volts. No. 3138 also made for 6, 12, 24 and 64 volts. 

All irons can be equipped with three-conductor cord, one wire grounded, at slight additional charge. 
Separate heat-insulating stand supplied with each iron. 


Cat. 

Diameter 


Net 

Length 

Casing 

Approx. 

List 

Price 

Net Price 
Each 

Net Price 
Each 

No. 

of Tip 

Watts 

Weight 

Over All 

Diameter 

Ship. Wt. 

Each 

(Less than 6) (6 or more) 

3128 


60 

OZ. 

12H" 


1 lb. 

$5.50 

$3.67 

$3.51 

3128-A 


60 

10 OZ. 



1 lb. 

6.00 

4.00 

3.83 

3138 


100 

16 OZ. 

i2rs" 

Vs" 

2 lbs. 

8.75 

5.83 

5.58 

3158 


200 

(3138 is made 
28 OZ. 

also in 130- 
135/8" 

and 150-watt input.) 
1/" 3 lbs. 

10.25 

6.83 

6.53 

3178 

%" 

300 

42 OZ. 

143/8" 

i%" 

4 lbs. 

13.50 

9.00 

8.61 

3198 

lys” 

550 

60 OZ. 

15 " 

IM" 

5H lbs. 

17.50 

11.66 

11.16 



TERMINAL CONDUCTOR ASSEMBLY 

This illustration shows the Terminal Connector Assembly used 
in all American Beauty electric soldering irons. It is designed 
for use with either 2- or 3-conductor standard heater cord 
or rubber-covered cord—Types SJ, HSJ, etc. 

This assembly permits easy grounding for safety by a third 
conductor—particularly desirable when irons are used on 220- 
volt circuits or on metal benches accommodating groups of 
operators. 

The cord is held firmly in place by a strain-clamp. 


Hmerican Beauty 


COPPER TIPS 


American Beauty Copper Tips are made from commercially pure, drawn bar copper 
rod and are heavily nickeled to resist corrosion and oxidation. Standard shaped tips 
with which various models are equipped are shown in illustration but pyramidal, instead 
of chisel type, and vice versa can be supplied when so specified without additional 
charge. For No. 3138 a special long, semi-chisel shaped tip (No. 3738-S) can be supplied 
for telephone, switchboard, television and radio work. 




3728 

3738 

3738S 

3758 

3778 

3798 

for 

for 

for 

for 

for 

for 

3128 

3138 

3138 

3158 

3178 

3198 

Iron 

Iron 

Iron 

Iron 

Iron 

Iron 


American Beauty 

For use on (AC) Alternating Current Only 

This is a thermostatically controlled device for the regulation of the temperature of an Electric 
Soldering Iron while at rest. Through an adjustment on bottom of stand the thermostat may be 
set for maintenance of any desired heat—from very low, or warm, to full working temperature. 
It is designed for use with Electric Soldering Irons up to 660 watts capacity and on circuits ui) 
to 240 volts. 


Cat. No. 

475 


Net Weight 
27 OZ. 


List Price 

$6.25 


Net Price 

$4.41 
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ELECTRIC SOLDERING IRONS 

Voltage Range: 12 to 250—Operates on A.C. or D.C., Any Cycle 



Nickel-chromium replaceable elements, insulated with finest mica obtainable, protected by rugg'ed outer housing. Replaceable tips, 
Approved, 6 ft. 10,000 cycle heater cord (twine braid for extra long wear). Standard voltages 110/120, 121/130, 220/250. 


SCREW TIP IRONS 



No. 50—For light soldering on radio, telephone and electrical appa* 
ratus. 50 Watts. Tip diam., . Ship, wt., 1 lb. Equal to %-lb. 

old style copper .each $5.25 

No. 60 —Medium light soldering on telephone, radio, apparatus and 
linemen’s kits. 60 Watts. Tip diam., Ship, wt., 1V& lb. Equal 

to 1-lb. old style copper.each $7.50 


No. S5—A higli speed tool for telephone, radio and home use. 90 
Watts. Tip diam., Ship, wt., 1)4 lb. Equal to ll^-lb. old style 

copper . ..each $8.25 


No. 120—Light tinware, toys, typewriter, light auto, etc. A high 
speed iron. 120 Watts. Tip diam., Ship, wt., 1% lb. Equal to 

2-lb. old style copper.,...each $9.00 




No. 130 —Same as No. 120 except has larger tip and 10 more watts 
capacity. 130 Watts. Tip diam., Ship, wt., 1% lb. Equal to 

2-lb. old style copper.. .each $10.00 

No. 170 —Medium tinware, small cans, auto repairs, pipes, gutters, 
toys, small motors. 175 Watts. Tip diam., 1". Ship! wt., 2% lb. 
Equal to 214 -lb. old style copper. ...each $11.25 


I 4 - 'I ' 


No. 225—Medium tinware, cans, auto repairs, metal patterns, light 
roofing, small branders. 250 Watts. Tip diam., 1%". Ship wt., 2% 
lb. Equal to 3-lb. old style copper ..each $13.20 


No. 350 —Heavy tinware, large cans, autos, roofing, refrigerators, 
ship and airplane. 350 Watts. Tip diam., 1 %Ship wt., 3% lb. 
Equal to 4-lb. old style copper .each $15.00 



No. 500 —Auto repairs, sinks, roofs, cans, armatures, large branders, 
tinsmiths, etc. 500 Watts. Tip diam., 1%". Ship, wt., 4 lb. Equal 

to 5-lb. old style copper ..each $17.00 

No. 700 —For extra heavy soldering and large branders, 700 Watts. 
Tip diam., 1 %'L Ship, wt., 5 lbs. Equal to 7-lb. old style copper. 

each $32.00 

OPERATE ON A.C. OR D.C., ANY CYCLE 


Np. P-25~Smallest Full-fledged Industrial Iron. Weight less cord 
3 oz. Length 8". For extremely light soldering on finest wire, delicate 
iirstruments, jewelry, etc. 25 Watts. Tip 14 ", Ship. wt. % lb. 

each $5.00 


P‘30 For light soldering on radio, telephone and electrical 
apparatus. 40 Watts (can-also be furnished in 50 or 60 Watts if 
Sjpecified). Tip dia. (%" tip also furnished with each iron). 

Ship wt. % lb..each $5.25 

No. F-«70— -For light soldering 011 radio aiid telephone apparatus and 
electrical instruments. 80 Watts. Tip diam., Ship, wt,, 1)4 lb. 

Equal to 1 -lb. old style copper..each $7.50 




No. P-100—A high speed tool for telephone switchboards, electrical 
instruments, etc. 100 Watts. Tip diam., Ship, wt., 114 lb. 

Equal to 1)4-lb. old style copper.each $8.25 

No. P-125—For light tinware, toys, typewriter type bars, small cans, 
auto, etc. 130 Watt’s. Tip diam., Ship, wt., 1)4 lb. Equal to 
2 -lb. old style copper..each $ 9.75 




No. P-150 —Extra high speed iron for radios, electrical apparatus 
and where a light iron with small diameter is required. 150 Watts. 
Tip dia;n., Ship, wt., 1% lb. Equal to 2-lb. old style copper 

each $9.00 

No. P-151 —Same as No. P-150, except where a larger tip is desired. 
175 Watts, Tip diam., )4Ship, wt., 1% lb. Equal to 2^4-lb* 
old style copper.each $9.50 




No. P-200 —For medium tinware, cans, auto repairs, light roofing, 
sheet metal, etc. 200 Watts. Tip diam.,Ship wt., 2)4 lb. 
Equal to 2%-lb. old style copper.each $10.00 

No. P-250 —Same as No. P-200, except where greater speed is re¬ 
quired for manufacturing. 250 Watts. Tip diam., Ship, wt., 

2)4-lb. Equal to 8 -lb. old style copper.each $11.50 




No. P-300 —For heavy tinware, large cans, auto, roofing, refriger¬ 
ator work. etc. 300 Watts. Tip diam., % "• Ship, wt., 2% lb. Equal 
to 4 -lb. old style copper.each $13.25 


No. P-550 —’For auto radiators, copper sinks, roofs, heavy armatures, 
large branders, etc. 550 Watts. Tip diam., 1%". Ship, wt., 4)4 lb. 
Equal to 5-lb. old style copper. each $17.50 

SPECIFY VOLTAGE WHEN ORDERING 


HEXAGON HATCHET TYPE IRON 

For same use as Plug Tip irons of equal wattage, shown above. Re¬ 
placeable elements and all other features of Plug Tip Irons. 


Perfect Balance 
Less Fatigue 
Better Soldered Joints 



Cat. 

No. 

Watts 

Tip 

Dia. 

Ship. 

Wt. 

Price 

70H 

80 

%" 

1% lbs. 

$ 9.50 

lOOH 

100 


1% lbs. 

10.25 

150H 

160 

jO// 

2 lbs. 

11,00 

151H 

176 

tf/r 

2 lbs. 

11.50 

200H 

200 


2% lbs. 

12.00 

300H 

800 

%" 

2% lbs. 

15,25 


HEXAGON FEATHERWEIGHT HATCHET IRON 

So light its weight is hardly noticeable (5)4 o:^s. less cord), but 
more powerful than the wattage rating indicates. Hatchet design 
makes iron effortless to use. No transformer or other cumbersome and 
expensive equipment required. 


no. 30H — price $5.75 

Pat. 40, 50, or 60 Watts (Specify 

Pending Watts). Both )4" and )4" dia. 

tips furnished with each iron. 
Ship, wt.* 1 lb. 
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SOLDERMASTER Royal Blue Line 

ELECTRIC SOLDERING IRONS 


GENERAL INFORMATION —Replaceable elements. Best grade of 
Madagascar mica for insulation. No. 55 has brass-sheathed cart¬ 
ridge element. Best grade nickel-chrome resistance wire. Re¬ 
placeable hard drawn copper tips. All one piece swaged cases 


gun metal finish. Equipped with 6 ft. Underwriters’ Approved 
heater cord, rubber plug. Continental or English type plug 25c 
extra list. Stand for resting iron furnished. 


VOLTAGES 110/120 220/250 A.C. or D.C., ANY CYCLE 
SPECIFY VOLTAGE WHEN ORDERING 


SCREW TIP IRONS 



No. 55B —For light soldering, radio apparatus, etc. 55 Watts. Tip 
diam., tV'- Ship, wt., 13 oz,.each $3.00 



No. 76B —For light work, electrical instruments, etc. 75 Waits. Tip 
diam., Ship, wt., 15 oz.each $5.00 



No. lOOB—Same as No. 76B except used where more speed is required 
and heavier work is done. For home use. 90 Watts. Tip diam., 

Ship, wt., 16 oz.each $5.50 



No. 150B — ^Ideal size for garage and repair work. For home use. 170 
Watts. Tip diam., Ship wt., 24 oz.each $7.50 



No. 300B —^For heavy steel metal, auto radiators, etc. 275 Watts. Tip 
diam., 1%''. Ship wt., 88 oz.each $10.50 


PLUG TIP IRONS 



No. 71B —^For light work, radio repairs, etc. 75 Watts. Tip diam., 
Ship, wt., 16 oz.each $5,00 



No. lOlB—For same work as No. 7IB, but where more speed is re¬ 
quired or heavier work is done. For home use. 100 Watts. Tip diam., 
%", Ship wt., 18 oz.each $5.50 



No. 121B —^High speed iron for radio and electrical repairs. 125 Watts. 
Tip diam., Ship wt., 1% lbs.each $6.50 



sired. 200 Watts. Tip diam,, iSliip wt., 34 oz.each $S.50 



No. 301B—For same work as No. 300B, except where plug tip is de¬ 
sired. 300 Watts. Tip diam., Ship wt., 4 6 oz.each $10.50 


DISPLAYS 

Increase your sales with these silent salesmen. Irons securely mounted, 
but readily removable for sale, individually packed in cartons ready 
for shipment. Catalog number and wattage shown on front of display. 
Complete catalog information and price list on back. 


SCROLL TYPE DISPLAY 


Striking, Modernistic, Ail Metal Panel 



No. 1 DISPLAY Illustrated 


Size 16'’ X nW' (Nos. IB, 2'B, and 8B also same size) 

This Display Panel Also Furnished With 
Five or Seven Irons (See Below) 


Ship. List 

Wt. Price 

No. IB —Nine Iron with Nos. 65B, 76B, lOOB, 

150B, 800B, 7iB, lOlB, 201B, 301B.... 20 lbs. $61.00 

No, 2B —Seven Iron with Nos. 66B, 76B, lOOB, 

150B, 300B, 71B, lOlB. 17 lbs. 42.00 

No. 3B —^Five Iron with Nos. 65B, 76B, lOOB, 

150B, 300B. 15 lbs. 31.50 

No. 4B —^Five Iron with Nob. 71B, lOlB, 121B, 

201B, 301B. 16 lbs. 36.00 


ATTRACTIVE THREE COLOR 
CARDBOARD DISPLAY 


This same display card also 
furnished with No. SB and 
No. 5DB, but mounted with 
irons listed below. 

No. 6B DISPLAY Illustrated 

Size 12” X 161/^” 

(Nos, 5B, 6DB also same size) 





,ns Wins 


Ship. List 
Wt. Price 

No. 5B —Three Iron with Nos. 55B, 76B, lOOB. .. 4 lbs. $13.50 

No. 5DB— Three Iron with Nos. 56B, lOOB, 15OB 
on display and 2 No. 55B and 1 No. lOOB 

for stock... 8 lbs. 27.50 

No. 6B —Three Iron with Nos. 71B, lOlB, 121B.... 5 lbs. 17.00 
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SOLDERING IRONS 

With Calrod* Heaters 
FOR EVERY RADIO REQUIREMENT 
MANUFACTURING—SERVICE 

* Registered trade-mark of General Electric Co. 


• HIGH-SPEED SOLDERING. You can solder as fast 
and continuously as the nature of the work vnll allow. 

• UNIFORM PERFORMANCE. Operating charac¬ 
teristics remain constant day after day. No appreci¬ 
able decrease in efficiency even after months of 
service. 

• EASY, LOW-COST REPAIR. Assembling and dis¬ 
assembling are easy. 


• LONG LIFE AND LOW MAINTENANCE. Life 
is lengthened, and over-all costs are kept low because 
sturdy construction eliminates need of frequent 
repairs. 

• THEY NEED NOT BE RETURNED TO THE FAC¬ 
TORY FOR REPAIR. Irons can be repaired on the 
job without special tools or skill. 



Watts Volts Calorized tip . $11.80*f Tip diam. 

75 115 IRONCLAD tip . 12.50^5=t See note below^' 

*Cat. No. 6A161 and Cat. No. 6A162 can be supplied with either a %- or %-inch diameter 
tip at prices given. The long %-inch diameter tip projects 3% inches from the shell. 
Price of iron with long calorized tip—$12.30 with long IRONCLAD tip—$13.40, 



%-ln. 1/2-in. 72-in. 


For light, intermittent 
soldering 'such as radio 
assembly and repair and 
installation, switchboard, 
ignition, wiring devices, 
meters and instruments, or 
very light high-speed sol¬ 
dering of similar products 

WEIGHTS: Less cord, 16 
oz. With cord, 20 oz. Ship¬ 
ping, 26 oz. 

Equal to old-style copper— 
11 ^-lb. 


For light, high-speed sol¬ 
dering, such as assembly of 
radios, telephones, switch¬ 
boards, appliances, meters, 
and instruments, and in¬ 
stallation and repair of 
wiring and wiring devices, 
ignition. Excellent for ser¬ 
vice and repair men. 
WEIGHTS: Less cord, 15 
oz. With cord, 20 oz. Ship¬ 
ping, 26 oz. 

Equal to old-style copper— 
1% lb. 



Calorized tip $11.80*f 

IRONCLAD tip 12.50-t 


Tip dIam. 

See note at left*®* 


Cat. No. 6A162 


Watts Volts 

100 115 

to or 

125 230 



%-in. 72-in. 72-in. 



For light, high-speed soldering, such 
as assembly of radios and switchboards, 
medium intermittent soldering on tin¬ 
ware, wiring, plumbing, and tinsmith- 
ing. Excellent general-purpose iron for 
shop and farm. 

WEIGHTS: Less cord, 16 oz. 

With cord, 21 oz. Shipping, 27 oz. 
Equal to old-style copper—2-lb. 


Note —230-volt irons available on request. Same prices apply. Above prices include supporting stand. 
tWIfgr’s suggested retail price. ASK YOUR G-E DISTRIBUTOR FOR A COPY OF BULLETIN GEA-4519. 


ASK ABOUT IRONCLAD TIPS 

IRONCLAD TIPS MEAN 

• No Filing • Longer Life 

• Less Maintenance # Lower Upkeep Cost 

At the left, effect of solder (250 C for 363.5 
hours) on plain copper (left) and Ironclad cop¬ 
per (right) soldering tips. 


LIGHTWEIGHT INDUSTRIAL IRONS 




Soldering Iron, Including Tip and Heater Assembly I 

1 Tio and Heater | 

Tip Only? 

Cat. No. 

Rating 

Tip Dia. 
in Inches ] 

List Price, 
Each j 

Stantard 

Package 

Quantity 

Cat. No. 1 

List Price, 
Each 1 

Cat. No. 

Size in 
Inches 

List Price, 
Each 

Volts 1 Watts 

6A273 

6A283 

120 j 60 1 

120 1 60 

1/4 

. ■ 1 

$11.40 ] 

11.40 1 

6 

6 

6A300 j 

6A301 1 

$5.60 

5.60 

326A964P21 1 
326A964P22 

74 

-h 

$1.60 

1.60 


t Tips must be brazed on. See instructions included with irons. 
§ Mfgr’s suggested retail price. 
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MIDGET SOLDERING IRONS 

FOR MANUFACTURING AND SERVICE 
OF RADIO AND ELECTRONIC EQUIPMENT 


APPLICATION 

This 8-inch, 1%-ounce featherweight iron for close- 
quarter soldering with pin-point precision is used 
where conventional irons might cause damage ... be 
clumsy to handle ... be more expensive to operate. 
The Midget literally goes places with greater effi¬ 
ciency and less power . . . with no sacrifice in heat 
or speed. With its fingertip operation, this iron will 
help make an expert out of any solderer in a short 
time. 

The Midget has Ironclad copper tips either or 
f^-inch diameter, as desired. 

THIS MIDGET DOES A BIG JOB IN 

• Boosting Production Rates 

• Increasing Operator Efficiency 

• Cutting Down Employee Fatigue 

• Saving on Repair and Maintenance 

• Reducing Rejects 

• Manufacturing and Repairing: 

Radios and other electronic equipment 
Meters 
Instruments 
Jewelry 
Appliances 

. . . and many other products 

requiring precision soldering 

RATING: 6 VOLTS, 25 WATTS 

Description Cat. No 

j/s-in. Ironclad copper tip (pyramid-shaped) 6A212 

'A-in. Ironclad copper tip (chisel-shaped) 6A210 

:5i-in. Ironclad copper tip (pyramid-shaped) 6A214 

ys-tn. Renewal tip and heater assembly 6A213 

!4-in. Renewal tip and heater assembly 6A211 

iVIn. Renewal tip and heater assembly 6A215 

Net weight iron less cord 1% oz. 

Net weight iron including cord 5 oz. 

Shipping weight complete iron 8 oz. 

Standard package consists of 6 irons of one tip size. Tip and 
heater assemblies can be nurchased in any quantities- 


Pricef 

$6.60 

6.60 

6.60 

3.60 

3.60 

3.60 



1 / 4 -in. dia tip, Cat. No. 6A210 

SPECIAL TRANSFORMERS (OPTIONAL) 
FOR G-E MIDGET SOLDERING IRONS 



Single-tap, Cat. No. 6A362 Four-tap, Cat. No. 6A364 


Specially designed 115-volt transformers are avail¬ 
able as optional equipment in two types: 

1. Single-tap 115/6 volts—for use where only one 
soldering heat is required 

2. Pour-tap 115/6.3/6/5.7/5.4 volts — gives wide 
range of heats (from 20 to 35 watts) for close 
temperature control of tips 


Transformers are small, 
Their 6-foot extension cords 
115-volt a-c circuit. 

lightweight, but sturdy. 

1 can be plugged in any 

Description 

Cat. No. 

Prlcef 

Single-tap ... 

6A362 

$5.30 

Four-tap .. 

6A364 

j 7.90 

Publication Reference . 


..GEA-4519 


THE MIDGET OFFERS MAJOR ADVANTAGES 


Low-cost soldering—-Solders more efficiently, using 
only approximately one-fourth wattage normally used. 

Fingertip operation—Only 8 inches long, weighs 
but 1 % ounces. Styled for fingertip grip. 

Quick, continuous heat—Famous G-E Calrod* heater 
built into Ironclad copper tip for rapid heat transfer. 


Easy renewal—Ironclad tip and heater can be re¬ 
placed as a unit merely by unscrewing from handle. 

Long life, low maintenance—Low voltage permits 
use of heavy, long-lasting resistant wire. Reduced 
servicing with long-lasting Ironclad copper tip. 

* Registered trade-mark of General Electric Co. 

t Manufacturers’ suggested retail price. 
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KWIKHEAT THERMOSTATIC SOLDERING IRONS 

Built-in Vanatta Automatic Thermostat 


KWIKHEAT TYPE NO. 200 

HOT IN 80 SECONDS 

150 Watts — 115 Volts AC Only 


Weight of Iron with Tip.7^ oz* 

Shipping Weight per Iron with x Dia. Tip and 

resting stand.....1 lb. 2 oz. 

Length of Iron with x Dia. Tip.12^" 

Length of Heater Cord.. .6 ft. 


KWIKHEAT TYPE NO. 300 

HOT IN 90 SECONDS 

225 Watts — 115 or 230 Volts AC Only 


Weight of Iron with Standard No. 1 Tip...14 oz. 

Shipping Weight per Iron with No. 1 Tip and 

resting stand .1^4 lb. 

Length of Iron with No. 1 Tip.13" 

Length of Heater Cord.....6 ft. 



HOT IN 80 SECONDS 
List Price 


Iron complete with tip...... .$7.75 

Replacement Elements . 3.15 

Tip X Dia. Pyramid 
Point ... .55 

CHECK THESE 
ADVANTAGES 


KWIKHEAT JR. has been de¬ 
signed to meet the demand by the 
electronics industry for a lighter 
and smaller PRODUCTION tool. 
The element is readily replaced in 
the field by use of screwdriver, 
pliers, and small punch or nail. 

CORROSION RESISTANT 

Core assembly and outer shell are 
made of STAINLESS STEEL. 

HOT IN 80 SECONDS 

The watt density of the heating 
element is very high and com¬ 
pletely controlled by the thermo¬ 
stat, 

TEMPERATURE 

While the thermostat is preset at 
the factory, two standard tempera¬ 
tures are available—Standby Irons, 
used for intermittent bench work, 
servicing, and engineering, set at 
700°F; PRODUCTION Irons, 
used for constant high speed sol¬ 
dering, set at 800 ®F. 

TIPS 

Tips, plunger type x dia¬ 
meter X 4" long, plated to reduce 
corrosion. It is advisable to keep 
tips inserted completely in the 
cavity of the element for complete 
temperature control. 


HOT IN 90 SECONDS 
List Price 

Iron complete with tip.$12.25 

Available in other AC Voltages 
add .75 

Available with 3 Conductor Cord 
add 2.50 


Replacement Elements ..... 8.60 

Tips, any style .. ... 1.50 


TEMPERATURE 

The Kwikheat Element can be set 
at the factory to any desired tip 
temperature between 275° and 875° 
F. Additional charges for this serv¬ 
ice ! 

1 to 49. $1.00 ea. 

50 to 99 .50 ea. 

100 or more .standard price 

CORROSION RESISTANT 

Tips and core are forged of tel¬ 
lurium copper alloy and plated for 
resistance to corrosion. 

HOT IN 90 SECONDS 

Kwikheat Thermostatically con¬ 
trolled soldering irons are the only 
irons containing built-in thermo¬ 
stats, allowing a much greater watt 
density with less radiation of heat. 

TEMPERATURES 
ARE PRE-SET 

The use of recently developed alloys 
have permitted the increase of 
thermostat temperatures with re¬ 
duced creep. 

WHEN IRONS ARE TO BE 
USED FOR HEAVY OR HIGH 
SPEED SOLDERING -- SPEC¬ 
IFY A PRODUCTION IRON. 


#20 ANTIFREEZE COMPOUND 

A lubricant for all soldering iron tips. Prevent sticking, increases con¬ 
ductivity between tip and core. 

Please contact your jobber for trade discounts. 

6 INTERCHANGEABLE TIPS FOR TYPE 300 




KWIKHEAT MFG. CO. 


Glendale 4, California 
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No. 909—135 WATTS Specially designed to be carried in a tool kit, or for bench 
use. (Stands upright.) Durable case, handy Visa-lite, and other ex^ 
elusive Drake features make this gun ideal for use by the 


insta-heat soldering guns.. 


No. 905—250 WATTS For heavier soldering. Ruggedly built to give long 
satisfactory service. Features twin Visa-lites to keep work in 
sight; durable heat-resistant plastic case; quick-action 
trigger; perfect balance for easier handling. 

Underwriters’ Approved. Complete in 
box with 6 ft. cord. Shipping 
weight 4 lbs, 

No. 905.List $18.75 ^ 


REPLACEMENT TIPS 


No. 906 (2 to pks.) 
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service technician. Underwriters Approved 


Complete in box with 6 ft. cord. 


Shipping weight 4 lbs. 


List $16.25 


No. 909 


DRAKE 


REPLACEMENT TIPS 

No. 901 — 31 / 2 " Tips (2 to pkg.),.. List $.75 
No. 902- <)" Tips (2 to pkg.).List .75 


No. 900—135 WATTS Proved in years of service. For lighter solder¬ 
ing applications. Built to give maximum value and make 
soldering easier, faster, more convenient. Has Visa- 
lite, durable plastic case, smooth-operating 
trigger. Underwriters’ /Approved. 


Complete in box with 6 ft. 
cord. Shipping weight 4 lbs. 
No. 900.List $15.00 


REPLACEMENT TIPS 

No. 901— SMi" Tips (2 to pkg.)....List $.75 
No. 902—0" Tips (2 to pkg.).List .75 


DRAKE ELECTRIC WORKS, INC. 

CHICAGO 13, ILLINOIS 










DRAKE 


VAPOR-PROOF 

SOLDERING IRONS 
SOLDER POTS 
HEAT CONTROLS 


No. 305H (as shown) 
List $8.50 

No. 305 (without hood) 

Drake bonus-built 
Thermostat Heat Con- 
trols add extra life to 
any iron—mean extra 
convenience in solder- 

g_£ correct solder- 
ing temperature at all 
times. 

Operates on voltages up to 240 AC; with 660 watts 
capacity. Takes any iron, and gives dependable heavy- 
duty service—day in and day out. 

Available with or without hood. Both stands furnished 
with “Magic Cup.'’ “A twist of the wrist” removes all 
oxide. Shipping weight, 3 lbs. 


No. 300H (as shown) 

List $6.00 

No. 300 (without hood) 

Variable Resistor Heat 
Control. Keeps any sol- 
dering iron preheated for 
use at a moment’s notice. 

Ideal for use on test 
benches, production lines, 
laboratories, etc. Variable 
resistor allows individual 

temperature control to suit any application. For 100 
watt irons only. Complete with 6 ft. cord and plug. 
Shipping weight, 3 lbs. 


industrial soldering irons 

Exclusive sealed element in 
Drake Vapor-Proof Soldering 
Irons greatly increases their 
service life—effectively seals 
out flux vapors. Perfected after 
four years of development and testing. 

No. 825—225 WoHs—Vs'* Tip 


Recommended for heavy duty industrial soldering 
work. Equipped with exclusive Drake Vapor-Proof 
Element for greatly increased service life. List $12.50 

No. 625—125 Watts—3/8" Tip 


Popular sized iron for lighter industrial soldering jobs. 
Heavy duty construction throughout . . . with exclu¬ 
sive Drake Vapor-Proof Element. Handy 10" length 
possible due to radiating fins which keep handle cool. 

List $10.00 


DRAKE 

^ec'We€ 

SOLDERING IRON 


ACTUAL SIZE ZVi IN, 

Designed specifically to be carried in a tool kit for 
“on the job” soldering. Excellent for all fine work— 
small, ^compact size makes it easy to handle. A full 
35 watts with 3/16" tip. Operates on 110-120 volt, 
60-cycle A. C. Baffle plates keep handle cool. Blued 
finish. Shipping weight, complete with stand, 1 lb. 

Element.List $3.00 Tip...List $ .30 

Shipping weight 1 lb. 

No. 360.....List Price $5.00 

DRAKE ELECTRIC WORKS 




Model No. 200—300 Watt Unit 

An ideal electric solder pot for production use. 
Used in factory production of tinned wire ends,, ter¬ 
minal tinning and countless other volume tinning 
applications. Holds 2 lbs. of bar solder in 2^^" diame¬ 
ter 2" deep cast iron well. Complete with detachable 
Underwriters’ Approved cord and plug, and bale type 
carrying handle. Genuine nichrome element. Shipping 
weight 6 lbs. 

No. 200. ....List Price $9.00 

Model No. 100—150 Watt Unit 

Designed for light tinning. Ideal for occasional jobs. 
Suited especially for tinning ends of stranded wires to 
prevent fraying. Can also be used for soldering cord 
tips to cables. One piece cast iron construction holds 
heat longer. Size of pot diameter 1" deep. Holds 
1 lb. of bar solder. Complete with Underwriters’ Ap¬ 
proved cord and detachable plug. Shipping weight 
3 lbs. 

No. 100.. . . . . . . .. .......List Price $7.00 

CHICAGO 13, ILLINOIS 
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DRAKE 



RADIO 

IRONS 


Suggested for Maintenance Work 
and for the Radio Service Man 


60 Watt Iron with %" Tip. An excellent iron for 
light work. Porcelain element. Six ft. cord and small 
stand. 

No. 315 .List $2.50 

Element......List $1.00 Tip.List $ .90 

Shipping Weight 1 lb. 

100 Watt Iron with Tip. An ideal iron for those 
who require a hotter iron than our No. 315. Porcelain 
element. Six ft. cord and small stand. 

No. 316 .List $3.40 

Element.List $1.50 Tip.List $1.80 

Shipping Weight 1 lb. 


INDUSTRIAL IRONS 





60 Watt Iron with !4" Tip. An extra small iron for 
midget sets. Only 9" long. 

No. 400 .List $6.50 

Element.List $4.50 Tip.List $ .40 

Shipping Weight 1 lb. 

100 Watt Iron with Tip. Only 10 inches over all. 
Ideal for close work on radio sets. 

No. 600-10 ...List $9.00 

Element.....List $7.00 Tip.List $ .60 

Shipping Weight 2 lbs. 

140 Watt Iron with Tip. An extra hot iron for 
high speed work on production lines. 

No. 600 Special ....List $9.50 

Element.List $7.50 Tip.List $ .60 

Shipping Weight 2 lbs. 



80 Watt Iron with %" Tip. Recommended for light 
radio work. Mica wound element. Six ft. cord and 
large stand. 

No. 225 . .....List $6.00 

Element.List $3.40 Tip......List $ .60 

Shipping Weight 1^ lbs. 

100 Watt Iron with %" Tip. Recommended for gen¬ 
eral radio work. Mica wound element. Six ft, cord 
with large stand. 

No. 325 ....List $6.50 

Element.List $4.00 Tip............List $ .60 

Shipping Weight 1% lbs. 



125 Watt Iron with Tip. An extra hot iron for 
the serviceman. Mica wound element. Six ft. cord and 
large stand. 

No. 326 ......List $7.00 

Element...List $5.00 Tip...List $ .60 

Shipping Weight 2 lbs. 


200 Watt Iron with Tip. Recommended for 
medium heavy work. Mica wound element. Six ft. 
cord and large stand. 

No. 425 ........List $12.00 

Element.......List $9.00 Tip.......... .List $ 2.00 

Shipping Weight 2 lbs. 

DRAKE ELECTRIC WORKS 


80 Watt Iron with %" Tip. Recommended for fine 
instruments, light telephone and other light solder¬ 
ing. 

No. 450 ....List $7.00 

Element List $5.00 Tip. ...List $ .60 

Shipping Weight 2 lbs. 

100 Watt Iron with Tip. The standard 100 watt 
iron. Ideal for switchboards and radio sets. 

No. 600 .. .List $8.50 

Element.List $6.50 Tip. ...List $ .60 

Shipping Weight 2 lbs. 

200 Watt Iron with Tip. For general factory 
work such as art glass, medium tin work. 

No. 800 .List $12.00 

Element.List $9.00 Tip..List $ 2.00 

Shipping Weight 3 lbs. 


MODEL 350 
MIDGET 


Recommended for voice coil leads on speaker cones, 
meter connections, test equipment, hearing aids, crys¬ 
tal pickups, headphone leads, etc. This iron is a con¬ 
tinuous duty 35 watt iron with a nickel-chromium 
element wound over mica insulation on a steel core. 

No. 350 .......List $6.00 

Element.....List $4.00 Tips, ea.List $ .25 

Shipping Weight 1 lb. 
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No. 1235 
Thread-in Unit 
—$1.35 ea. 




No, .331 Pencil 
Tipilet:—15c ea. 


No. 332 Offset 
Pencil Tiplet— 
15c ea. 


No. 535 
Thread-in Unit 
—$1.10 ea. 



No. 333 Chisel 
Tiplet—15c ea. 


Now a Single Heating Unit Does 
the Work of THREE! 

Now — more versatility with Ungar ELKALOY TIPLETS plus two thread-in heat¬ 
ing units: No. 535 for generaPsoldering (23% watts) and the new No. 1235 (37% 
watts) for production-line industrial soldering where more heat is required. Now— 
Ungar Elkaloy Tiplets make the famed Ungar Soldering Pencil 3 times more effi¬ 
cient. They save (1) Time (2) Money (3) Strategic Copper. Made of Elkaloy “A” 

I for perfect tinning, stepped-up heat conductivity, and extra resistance to pitting 
and corrosion, each of the three tips threads into either of the heating units. In 
turn the heating unit fits the famed light-as-a-feather Ungar Handle. YOU CON¬ 
TINUE TO USE THE HEATING ELEMENT WITH TIP AFTER TIP! 


Check Hiese Improvements 
in the Famous No. 776 

Ungar Handle 

Now Better Than Ever! 


Check these features: Extra length 
brass shell firmly engages all 
threads, keeps heating unit tight; 
Spring action rivet assures positive 
contact; Extra flexible cord pro¬ 
tected with molded Neoprene sleeve; 
Cooler handle of durable molded 
plastic, perfectly balanced; Form- 
fit cork grip; Ceramic insulation 
for double safety; Underwriters’ 
listed (110-120V. 57 V 2 watts). 

No. 776 Handle & Cord 
Set only $1.15 ea. 


NEW PROTECTIVE 

RUBBER SLEEVE 

fits over cord and prevents wear. 


NEW FORM-FITTED CORK BUSHING 
keeps handle tilted at 10-degree angle 

— eliminates need for extra handle-rest 

— keeps hot tip pointed up, away from 
bench surface. 


UNGAR ELKALOY TIPLETS SCORE THESE ADVANTAGES; 

CONSERVES STRATEGIC MATERIALS. By substituting Elkaloy for the tips, and 
iron for the heating units, we have helped solve the copper problem — and can assure 
you immediate delivery of heating units and Elkaloy Tiplets IN ANY QUANTITY. 
(Note: Nos. 537S, and 537C and 538 Tips have been discontinued until further notice.) 

SAVES YOU MONEY because you no longer discard the heating unit when the tip 
has worn down. Long-lived heating units can be used over and over again. 

EASIER TINNING. Elkaloy **A” requires no special tinning procedure. Does not oxidize 
as rapidly as copper. No flux or paste ever required. Eliminates unnecessary and costly 
maintenance. 

EXCELLENT HEAT CONDUCTIVITY. Elkaloy ’’A'* absorbs heat from heating unit • 
delivers it direaly to point of contact. 

INTERCHANGE TIPS EASILY AND QUICKLY. When Elkaloy Tiplet is worn down, 
simply unthread used tip with pliers and screw in new tip. Difference in co-efficient of 
expansion assures maximum heat conductivity — eliminates corrosion and gumminf^ 

PLUS 5 INTERCHANGEABLE TIPS 







No. 536 Tellurium No. 539 Tellurium No. 1236 HI-HEAT No. 1239 HI-HEAT 

Pyromid Tip, Vu''. Chisel Tip, Pyramid Tip, Chisel Tip, Ve", 

20-Wott» $1.10 eo. 20.Waffs J1.10 oo. 37ya-W. $1 .35 so. SZ’/j-W. $1.35 eo. 


DISCOUNTS: $1.10 - $9.90, 20%; $10 - $99, 35%; $100 or more, 40%. 

PLEASE CONTACT YOUR JOBBER — WE DO NOT SELL DIRECT. 


No. 540 Comb, of 

#267 Heating Unit 
& # 122 Brass Knifo 
Tip for Plastics — 
20-Watt$$i.10eo. 
No. 267 85(1 eo. 
No. 122 250 00, 



P. O. Box 312 
Venice, Calif. 
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MODELS i 


STANDARD MODELS 


Single Heat 135 watts 


Dual Heat 100/150 watts 


HEAVY DUTY MODELS 


Single Heat 250 watts 


Dual Heat 200/275 watts 


Copyright hyV»C, P„ Ine» 
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• INSTANT HEAT. No wasted time or current. Weller Guns 
pay for themselves in a few months. 

• DUAL HEAT SAVES TIME AND MONEY. Tip life greatly 
increased by using high heat only when necessary. Switch 
instantly to high or low heat as job requires. 

• EXCLUSIVE TIP-GRIP. Wiping action of tip-fastening nut 
eliminates contact resistance and oxidation. Assures full 
constant heat. 

• DUAL SPOTLIGHTS ON ALL MODELS. Locate work 
quickly—even in dark corners. 

• HIGH-IMPACT HOUSING—PERFECT BALANCE. 

Rugged Hycar phenolic plastic housing protects against 
damage. Streamlined design and built-in transformer give 
pistol balance and soldering convenience. 

• SLIDES EASILY INTO TIGHT SPACES. Longer reach 
slips easily between wiring—handles difficult, deep-corner 
jobs with ease. Speeds work and ends damage to Insulation* 

• LOW-COST, REPLACEABLE WELLERTIPS. Change tips 
in a jiffy. Chisel shape for faster heat transfer. 


U.S. Pat. No. RE.23619, Other Pat. Pending. 


Printed In U.$.A. 


For Homecraft Jobs... 

Cut plastic tile. Fix home appliances and wir¬ 
ing. Heat-seal home-freezer packages. Build 
model railroads. Make costume jewelry. Re¬ 
groove tires. Remove old, hardened putty from 
windows. Melt stick-wax or stick-shellac for 
furniture refinishing. 


Single Heat 
135 


Dual Heat 
100/150 


Single Heat 
250 


Dual Heat 
200/275 


NET PRICE 


S0LDERIN6 

TIP 


SMOOTHING 

TIP 


STURDITIP RIGIDTIP | 

No. 7135—Pkg, 2—25c net No. 7250—Pkg. 2—35c net I 


(with nuts) 35c each net I (with nuts) 35c each net 


Better 
From 
9 Grip 
fto Tip 


(with nuts) 35c each net 


(with nuts) 35c each net 


I_ All Models for 60 Cy. 120 V. AC Only 

"SOLDERING TIPS" New, revised, fvlfy up-to-date 
edition. 20 illustrated pages show ways to faster, easier 
soldering. 10c at your Distributor—or order direct. 


W E1L E R E L E C T RIC G U NS 


New—Improved 
—for All Types 
of Soldering 
and Dozens of 
Homecraft Jobs 









and unbreakable rubber plug. Standard tip is but 
or tips are available, as well as special tips, 
bent to an/ angle or in various shapes. 

Cat. No. Watts Tip Weight Length List 
Pygmy 25 ’A" 7 oz. 8 V 4 " $4.50 


SOLDERING TOOL HOLDER 


Both single and three-temperature Pots in a variety 
of sizes and wattages, all with cord and plug 
approved at Underwriters' Laboratories. 



Holds and guards the Soldering Tool and keeps the tip 
at soldering temperature as long as it remains in the 
holder. Has a cord and attached plug cap for connec¬ 
tion to current and a receptacle for plugging in the 
Tool. A convenient adjusting screw sets the Holder 
thermostat to maintain proper temperature. AC or PC 

No. 2100 without thermostat . $4.00 list 

No. 2100T with thermostat .... $6.50 list 


CAT. No. 

HIGH 

WATTS 

MEDIUM LOW 

CAPACITY SOLDER 
APPROXIMATE 

LIST 

1700 

200 

120 

80 

iy 4 lbs. 

$20.90 

1702 

250 

150 

100 

5 lbs. 

24.20 

1704 

500 

250 

125 

10 lbs. 

27.80 

1600 

150 

Single Heat 

14 oz. 

7.65 

1606 

350 

Single Heat 

3 lbs. 

8.45 

1701 

250 

Single Heat 

4 lbs. 

16.25 

1703 

200 

Single Heat 

14 oz. 

11.85 



Other sizes up to 6000 watts, 

, single heat. 



“DUREVER” Soldering Tips are pure forged copper, shaped to your favorite style, with a special metal 
coating that will preserve the original shape of the tip by protecting the copper from corrosion and 
oxidation. Will outlast copper tips, cannot amalgamate with solder, do away with the necessity for 
dressing or filing. Can be readily tinned without filing and hold their original shape. Circular on request. 


VULCAN ELECTRIC CO 

ELEaniC SOLDERING TOOLS SOLDER POTS GLUE POTS BRANDING IRONS HEATING UNITS 
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LOW PRICE 
LONG DISCOUNT 


VULCAN 


ELECTRIC SOLDERING TOOLS 


JACKSON 


Jackson “Standard” Electric Soldering Irons are scientifically designed for that “balanced feel” which reduces fatigue. All elements used in Jackson Standard 
irons are made of the finest quality nichrome wire, wound on precision machined steel cores and insulated with selected high grade amber mica. Equipped 
with 6 ft. approved heater cords and plugs. Stand included with every iron. 





STANDARD SCREW TYPE 

— Gun Metal Finish 


STANDARD PLUNGER TYPE (Plug Tip) 

— Gun Metal Finish 

CAT. No. WATTS 

TIP 

LIST 

CAT. No. 

WATTS 

TIP 

LIST 

141 

85 


$4.20 

149 

85 


$4.20 

142 

100 

%" 

5.50 

145 

100 


5.50 

0142 

125 

3/4" 

6.25 

0145 

125 

y." 

6.25 

144 

150 

3/4" 

7.50 

146 

150 

' A " 

7.50 

143 

225 

%" 

9.00 

147 

225 

y," 

9.00 

210 

350 

I’/s" 

9.75 

148 

350 

1’/." 

9.75 



DE-LUXE ELECTRIC SOLDERING PENCIL 

A soldering pencil for all light work such as Radio, Television, Jewelry, Instru¬ 
ments and Electronics. Handle is cork-filled composition, 100% air cooled: 
Vi" steel tubing, perforated for air cooling. Element is wound on a steel 
core, for efficient heating. High grade mica and nichrome wire. Underwriters 
approved 6 ft. rubber cord and plug. 

CAT. No. WATTS VOLTS TIP LENGTH WEIGHT LIST 
230D 25 115 1 / 4 " 7" 3 or. $2.65 


STANDARD ELECTRIC SOLDERING PENCIL 

Wood handle, rich black finish with cork sleeve. Ya" steel tubing gun metal 
finish. Element Is wound on steel core. High grade mica and nichrome wire. 
6 ft. rubber cord and plug. 


CAT. No. 

WATTS 

VOLTS 

TIP 

LENGTH 

WEIGHT 

LIST 

230 

25 

115 

V/' 

7" 

3 oz. 

$2.20 

231 

40 

115 


8" 

4 oz. 

3.95 



COMET —SCREW TIP 




COMET — PLUNGER (PLUG) TIP 



Comet Irons are equipped with a 6 ft. approved Heater Cord and Plug. Heating element is made of high quality Nichrome Wire, wound with mica on a core. 
Handles are black finish. All irons are packed one in a box, stand included. 50 to a standard shipping container. All irons are made for 115 volts. If higher 
voltage is desired, there will be a slight extra charge. 


CAT. No. 

WATTS 

TIP 

LIST 

65 S 

65 

V2" 

$3.00 

85 S 

85 

Vb" 

3.50 

100 S 

100 

3 / 4 " 

3.95 

125 S 

125 

vr 

4.75 


CAT. No. 

WATTS 

TIP 

LIST 

65 P 

65 

Va' 

$ 2.20 

85 P 

85 


2.60 

100 P 

100 

Yb" 

3.25 

125 P 

125 


3.95 


VULCAN ELECTRIC CO 

ELECTRIC SOLDERING TOOLS - SOLDER POTS- GLUE POTS ■ BRANDING IRONS- HEATING UNITS 
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ELECTRIC SOLDERING IRONS FOR HOME, PROFESSIONAL MECHANIC AND FACTORY 


• GREEN LABEL LINE 

For intermittent duty. Meets all requirements of 
the home craftsman. 


No. 415—List $2.15—3^" Tip—S5 Watts 


No. 416—List $3.25—K" Tip—60 Watts 


No. 417—List $4.35—Tip—100 Watts 


No. 418—List $5.45—Tip—130 Watts 

• ORANGE LABEL LINE 

For Professional Mechanics — light or heavy sold¬ 
ering where iron must withstand operation for 
eight hour periods or more on frequent occasions. 


No. 62—List $ 5 . 45 — 14 " Tip—60 Watts 


No. 63—List $6.55—Tip—100 Watts 


No. 64—List $7.65—^" Tip—130 Watts 


No. 65—List $8.75—^" Tip—200 Watts 


No. 67—List $9.85—%" Tip—300 Watts 


No. 69—List $12.05—1%" Tip—500 Watts 

• RED LABEL LINE 

For Production Line Continuous Operations. These 
Irons are of most rugged construction. 



Ng. 38--List $7.65 


100 Watts 


FOR FASTER SOLDERING... 
LONGER IRON LIFE 

MAINTAINS DESIRED IRON TEMPERATURE BETWEEN JOBS • PREVENTS OVERHEATING 
SAVES ELECTRIC CURRENT • ADJUSTABLE TO ANY SIZE IRON 
SAVES TIME • NO LONG WARM-UP PERIOD 

A practical, time and money saving 
device which accurately regulates 
and maintains soldering iron tem¬ 
perature between jobs. Lengthens 
iron life by reducing tip oxidation 
and amalgamation of tip with solder 
which increases with over-heating. 

When placed on stand, iron rests 
in a copper cradle which conducts 
heat of iron and actuates a bimetal 
to open or close a switch. Tempera¬ 
ture is easily regulated by an adjusting slide at bottom of stand. As iron 
is removed from stand, full current is instantly supplied. Stem rest ad¬ 
justable to accommodate various lengths of irons. Stand is a heavy gray 
iron casting—stays firmly fixed without being fastened. 



SOLDERING POTS 



Ruggedly constructed, cast iron 
pots for production work. Ele¬ 
ments are easily replaced even 
while pots are hot. 

Net Price 

Cat. No. 12—1^" dia. Cap. 

^ lbs.$ 4.95 

Cat. No. 36—2^" dia. Cap. 

2 % lbs. 6.05 

Cat. No. 60—3^" dia. Cap. 

, 334 lbs. 7.15 


• SPOT SOLDERING MACHINE 

Model ‘‘F” is a treadle operated machine which 
feeds solder forward as the iron moves away 
from the work. Suitable for spot soldering where 
a mechanical connection has first been made. 

Net price .$16.50 

Model “N’’ is a treadle operated machine for the 
advancement of the iron, but without a solder 
feed attachment. Net price.$8.25 


No. 58--List $9.85^§4" Tip—200 Watts 


No. 78—List $12.05—Tip—300 Watts 


No. 98—List $14.25---15^" Tip—550 Watts 




• GLUE POTS 

The catalogue No. 700 Glue Pot 
is of two quart capacity. It is the 
water jacket type and has a 
gasket sealed element and ther¬ 
mostat completely protected from 
moisture. Thermostat is normally 
set at 150 degrees for use with 
glue, but can be set at various 
temperatures for use with wax, 
etc. Net price... .$20.35 


ELECTRIC SOLDERING IRON CO.. INC. 
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WEN 

ELECTRON IC 


Leads t&e field" 







Just pull the trigger and Presto in 3 seconds 
the gun is hot and ready to do your soldering 
job. Because the tip is actually part of the elec 
tronic element it produces heat instantly and in 
great volume. The capacity of this unit is truly 
AMAZING. It really does a job. 

Proven successful by thousands of satisfied users 
in factories, service stations and homes. 

6 OUTSTANDJNG FEATURES 

1. Heats instantly — 3 seconds. 

2. Economical and safe to operate — heats only when 
trigger is pressed. 

^3« Perfectly balanced for ease of handling. 

4* Straight-line design and built-in spotlight make 
for greater visibility. 

5* Rigid, streamlined, nickel-plated **long reach** tip 
fits into tightest corners. Tip is so designed that 
with normal operation it will remain tinned indef^ 
initely . . . burning and corrosion is materially 
retarded. Tip can be easily replaced with only 54 
turn of compression nut. 

6* Sturdily constructed throughout—handle and case 
are both heat and shock resistant. 


Model 


Capacity 


WATTS 


VOLTS 


AC ONLY 


EXTRA 

TIPS 

15c Each 

* 




GUARANTEE 

The WEN Soldering Gun is folly 
guaranteed against any defects 
In material and workmanship.' 
































film PBHTACOL 


THE ONLY SOLDER MADE WITH NON-CORROSIVE, EXTRA-ACTIVE ERSIN FLUX 


As a result of extensive research in the Multicore Research Labora¬ 
tories, a “Tailored” molecule PENTACOL was evolved. Now, for 
the first time incorporated in Ersin Multicore Solder, it provides 
the following five advantages: 

1. The careful formulation of Ersin Flux containing Pentacol has 
enabled a lower flux percentage to be standardized. You get 
more solder and less flux per pound, and, with correct soldering 
technique, dry and H.R. joints are avoided. 

2. Pentacol is manufactured by a non-aqueous method which elim¬ 
inates the possibility of any water being trapped in the rosin 
and causing corrosion. Ersin Multicore Solder containing Pen¬ 
tacol is guaranteed to be non-corrosive. 


3. Pentacol is incorporated in the rosin by an intricate laboratory 
controlled process to form the Ersin flux. A completely separate 
process introduces the A.I.D. approved flux into the three cores 
of solder. 

4. The activity of Ersin flux containing Pentacol dissolves the 
oxides and keeps the surfaces free from oxides until the solder 
has penetrated. 

5. Ersin Multicore Solder containing Pentacol is non-toxic and 
free from unpleasant odor. The flux residue is non-hygroscopic, 
non-tacky, has high insulation value and is entirely non- 
corrosive. 


TECHNICAL ADVANTAGES 


ERSIN FLUX 

Ersin Flux is exclusive to Multicore and will 
not be found in any other solder. It is a high 
grade, water white rosin, homogeneously ac¬ 
tivated. 

Ersin Flux has a vigorous fluxing action and 
possesses the non-corrosive and protective fea¬ 
tures of the original rosin. Soldered joints made 
with Ersin Flux do not corrode even after pro¬ 
longed exposure to any degree of humidity. Ersin 
Flux reduces the surface tension of molten 
solder, causing it to wet metals rapidly, increas¬ 
ing speed of operation with resultant production 
economies. 

Free from objectionable odor. Non-toxic in use. 

Leaves nothing but pure rosin on the work after 
soldering, and may be used wherever plain rosin 
is specified. 



MULTICORE SOLDER 

Three separate cores of flux eliminate possibility 
of no flux in a portion of the wire, which may 
occur in single cored solder. Guaranteed con¬ 
tinuity of the flux stream prevents “dry” joints, 
i.e., those having high electrical resistance. 

Although there are three cores of flux in Multi¬ 
core, the total percentage of flux to solder is less 
than many single cored solders. 

Very rapid melting results from the multiple core 
construction which provides thinner walls of 
solder than are found in the same gauge single 
cored solder. Multicore’s unique properties make 
perfect joints possible on difficult metalsand 
alloys, even if oxidized. 

Ability to tin rapidly produces perfect joints with 
less solder. Greater coverage per pound. 


MULTICORE SALES CORPORATION • NEW YORK 13 , N. Y. 
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Standard 

Wire 

Gauge 

Diam. 

in 

Inches 

Diam. 

in 

M/ms. 

Approximate Number of Feet per lb. 

ALLOY 

Tin content is shown first 

60/40 

50/50 

45/55 ! 

40/60 

30/70 

20/80 

10 

.128 

3.251 

24.5 

23.6 

23.3 

22.7 

21.6 

20.8 

12 

.104 

2.642 

37.2 

35.7 

35.2 

34.6 

32.7 

31.5 

13 

.092 

2.337 

47.5 

45.6 

45 

44 

41.9 

40.4 

14 

.080 

2.032 

62.8 

60.2 

59.4 

58 

55.2 

53.2 

16 

.064 

1.626 

98 

94.3 

93 

91 

86.5 

83.4 

18 

.048 

1.219 

174.5 

167 

165 

161 

154 

148 

19 

1 .040 

1.016 

1 251 

241 

238 

232 

221 

212 

20 

.036 

.914 

310 

298 

294 

287 

273 

263 

22 

1 .028 

.711 

1 512 

492 

486 

474 

452 

436 


ALLOY 

Tin/Lead 

B.S. Grade 

MULTICORE 

Color Code 

MELTING 
TEMPERATURES 
Solidus of all these alloys 
is 183° C.-36l° F. 

Recommended 

bit 

temperature 

° C. 

Liquidus 

° F. 

° C. 


0 p 

60/40 

K 

Red 

189 


372 

229 


444 

50/50 


F 

Yellow 

214 


417 

254 


489 

45/55 


(M) 

Crimson/Buff 

225 


437 

265 


509 

40/60 


G 

Green 

232 


450 

272 


522 

30/70 

J 

White 

255 


491 

295 


563 

20/80 

- 

Purple 

275 


527 

315 


599 


Now Available in 
Extra High Melting Point 
COMSOL ALLOY 


ERSIN MULTICORE SOLDER is now available in Comsol Alloy 
having a melting point of 296° C. This is 113° above the solidus 
melting point of usual tin/lead alloys. Comsol is a special soft silver 
solder. Hitherto it has been available only in ingots or in solid 
wire. Now, for the first time, it is available in the form of Ersin 
Multicore Solder, 

The usual range of tin/lead alloys in which cored solders are sup¬ 
plied have a solidus melting temperature of 183° C. and liquidus 
temperatures of between 183° C. and 275° C. It should be noted that 
joints made with these tin/lead alloys may not possess sufficient 
strength if the components soldered are subjected to excessively 
high temperatures. 

For this reason, ERSIN MULTICORE COMSOL SOLDER is es¬ 
pecially suitable for soldering processes in the manufacture of 
electric motors, projector lamps and all products which are likely 
to undergo relatively high temperatures during their working life. 

ERSIN MULTICORE COMSOL SOLDER is as easy to use as 
tin/lead alloys and the same procedure should be employed by 
applying the solder either simultaneously with the soldering iron 
or after the components have been heated by a torch or other means. 

An outstanding feature of Comsol is a great improvement in re¬ 
sistance to creep by comparison with tin/lead solders, both at 


normal and at elevated temperatures. At 150° C., for example, a 
50-50 tin/lead solder will fail under a load of 100 lbs. per square 
inch in approximately 10 hours. The following results were obtained 
with Comsol at the same temperature: 

Load, 

Lb. per sq. in. Time to failure 

500 . 250 hours 

250 . about 1 year 

100 . No creep 


PROPERTIES OF COMSOL. 


Tensile 

strength Elonga- 
Melting tons/sq, tion 

Alloy Composition range ° C. in. per cent 

Comsol Silver-tin-lead 296 2.5 40 


Elec¬ 
trical 
conduc¬ 
tivity 
% lACS 
8.0 


Ersin Multicore Solder in Comsol Alloy is supplied normally in 
16 s.w.g. Other gauges are available to special order. The highest 
melting point Ersin Multicore Solder previously manufactured has 
been Pure Tin with a melting point of 232 ° C. 


MULTICORE SALES CORP. 


NEW YORK 13, N. Y. 
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KESTER “RESIN-FIVE” CORE SOLDER 


KESTER PLASTIC ROSIN-CORE SOLDER 


Formulated especially for Radio and TV; will easily 
solder such metals as brass, zinc and ferrous alloys. 
It is non-corrosive and non-conductive. 


The most widely used solder in the TV and radio field. 
All Kester Solders are made from the finest tin and 
lead available. 


^ Kester Plastic Rosin-Core Solder 

For Peak Soldering Efficiency, 

^ Kester “Resin-Five” Core Solder 

It’s Kester! 

^ Kester “44” Resin-Core Solder 

Kester offers every conceivable type 

^ Kester Radio Solder 

of Solder product. Strand sizes as 

^ Kester Acid-Core Solder 

small as .008" diameter in Flux-Core 

^ Kester “A” Flux-Core Solder 

Solder, unusual alloys and varying 

^ Kester Nosput Flux-Core Solder 

Flux contents or Core sizes. 

^ Kester Knorust Flux-Core Solder 


^ Specialized Flux-Core Solders 

A Technical Service for 

^ Solid Wire and Bar Solders 

Manufacturers 

^ Kester “Solderforms,” Rings, Pellets, 

If you are not getting peak efficiency 

Washers, Unusual Shapes 

or have a specific problem in your 

^ External Rosin Soldering Fluxes 

soldering operations, take advantage 

Other Fluxes 

of the facilities of Kester’s Technical 

Kester Soldering Iron Brackets 

Department. ... It costs you nothing. 


.. 

4253 Wrightwood Avenue, Chicago 39, Illinois • Factories Also at Newark, New Jersey - Brantford, Canada 
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LECTROHM SOLDER POTS 



FOR PRODUCTION-LINE TINNING 
OF SMALL WIRES and PARTS 


• Individual Pots for Each 
Operator 

• Sturdy Construction 

• Two Sizes — 7% and 2 lb. 
Capacity 


# 


Here at last is an electric solder pot good for long life in 
production-line tinning yet inexpensive enough for only oc¬ 
casional use. Available in and 2 lb. capacities, these pots are 
ideal for continuous operation in radio, motor and other electrical 
equipment plants where individual solder pots are required. 
By using a rheostat, Lectrohm Solder Pots can be used from 
100 watts, for melting waxes and compounds, to 450 watts for 
maintaining solder at 850° F. Only small amounts of solder 
need be melted at a time, depending upon your requirements. 

Lectrohm Solder Pot is composed of cast iron pot mounted 
by a single screw on a cadmium-plated steel stand. Single-heat, 
porcelain nickel-chrome heating element (easily and inexpen¬ 
sively replaced) heats the pot. The unit operates on 110 v. 
AC or DC but can be had for any specified voltage. Furnished 
with 6' Underwriters’ approved cord and attachment plug. Spare 
elements of special wattages are available. 


SPECIFICATIONS 


No. 

Solder Cap. 
in Lbs. 

Height 

Overall 

Diam. 

Cup 

Depth 

Wattage 

Element 

200 


23/4" 

2^8" 

H" 

200 

A 

250 

2 

3^" 

2" 

m" 

250 

B 


Price, either pot, $4.98. Spare replacement elements $1.42 each 



INCORPORATED 
5560 NORTHWEST HIGHWAY 
CHICAGO 30, ILLINOIS 


Copyright by U. C. P., Inc» 
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REG. TRADE MARK 


FOR PINPOINT 

FOCALIZER 

ADJUSTMENT 


XCELITE 

BERYLLIUM-COPPER SCREWDRIVERS 

• Non-magnetic — no disturbance to television image 

• Blade needs no continual regrinding as with fibre or plastic 

• Better fatigue resistance than steel 

• Long 10" shanks to reach Into chassis — wide tapered blade 
to fit adjustment screw snugly 



BR 1410 FC 
List $3.25 

For Adjusting Focaiizer on TV Sets 


Blade 

Tip Width 

0/A Length 


%" 

12" 

Other Beryllium Copper Sizes 

BR186 

%X 6 

List $1.25 

BR1810 

%xlO 

List 1.35 

BR3168 

A X 8 

List 2.20 

BR146 

%x 6 

List 2.75 

BR148 

%x 8 

List 2.95 


ROUND BLADES 



SQUARE BLADE 
Stubbies 


Number 

Size Blade 

List 

Weight 
Box of 10 

S-3161 

*"xiy4" 

$0.65 

% lb. 

S-141 

y4"xiy2" 

.75 

nA lb. 

S-5161 

i^"xiy2" 

.75 

1/4 lb. 


Weight 


Number 

Size Blade 

List 

Box 

of 10 

**R-181 

1/8 "X 2" 

$0.30 

V2 

lb. 

*R-183 

V8"x 3" 

.40 

1/2 

lb. 

’S'R-1841/2 

%"x 4" 

.40 

y2 

lb. 

*R-3322 

#2"x 2" 

.30 

y2 

lb. 

*R-3323 

#2"x 3" 

.40 

V2 

lb. 

*R-3324 

-h"x 4" 

.40 

V2 

lb. 

R-182 

y8"x 2" 

.50 

V2 

lb. 

R-184 

1/8 "X 4" 

.55 

1/2 

lb. 

R-186 

1/8" X 6" 

.60 

% 

lb. 

R-188 

■ 1/8 "X 8" 

.70 

1 

lb. 

R-1810 

y8"xio" 

.80 

1 

lb. 

R-5323 

^"x 3" 

.65 

1 

lb. 

R-5324 

4" 

.65 

1 

lb. 

R-5325 

^"x 5" 

.65 

1 

lb. 

R-5328 

^"x 8" 

.80 

11/4 

lb. 

R-3163 

^"x 3" 

.75 

11/2 

lb. 

R-3164 

^"x 4" 

.80 

11/2 

lb. 

R>3166 

^"x 6" 

.95 

1% 

lb. 

R-3168 

. ^fg"x 8" 

1.00 

1% 

lb. 

R-31610 

i%"xlO" 

1.15 

2 

lb. 

R-31618 

X 18" 

1.95 

1/4 

lb. 




(pk. 1) ea. 

R-142 

%"x 2" 

.95 

1% 

lb. 

R-144 

iA"x 4" 

1.00 

2 

lb. 

R-146 

%"x 6" 

1.05 

21/4 11). 

R-148 

. li" x 8" 

1.15 

2% 

lb. 

R-1410 

ii"xlO" 

1.25 

2% lb. 

R-5166 

^^"x 6" 

1.35 

3y2 

lb. 

R-5168 

f/'x 8" 

1.45 

4 

lb. 

Prices and 

sizes of XCELITE 

square 

bladed screw- 

drivers on request. 





NOe 99 PR MULTI-PURPOSE SET 


13 

QUICK-CHANGE NUT 
DRIVERS AND SCREW¬ 
DRIVERS IN DURABLE 
ROLL PLASTIC KIT 
FOR ONLY $11.95 


Just snap the desired blade into the big XCELITE 
combination handle. Here’s a tremendous time and 
money saver, in fact, our most popular set. Contains 
the following: 


Number 

Size 

Description 

List 

99-1 


Handle 

$1.00 

99-6 

^ in. 

Nut driver 

.75 

99-7 

5 ^ in. 

Nutdriver 

.75 

99-8 

% in. 

Nutdriver 

.75 

99-9 

in. 

Nutdriver 

.75 

99-10 

A In. 

Nutdriver 

.75 

99-11 

in. 

Nutdriver 

.75 

99-12 

% in. 

Nutdriver 

.75 

99-14 

in. 

Nutdriver 

1.00 

99-16 

% in. 

Nutdriver 

1.00 

99-81 


Reversible SD 

1.25 

99-82 

& #2 Reversible Phillips 

Also Available 

1.25 

99-83 

Reversible Reed & Prince 

1.25 
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XceLite 


^ooli 


REG. TRADE MARK 


MULTI-PURPOSE SCREWDRIVERS 


W T'l'lii' ■ 


"Combination-Detachable” 

SCREWDRIVER 

ORIGNATED BY XCELITE 

This original dual-purpose screwdriver has a BIG handle—1:^" x 4^^'' 
—hollow to receive the dual-blade units. Gives you two screwdrivers 
for about the price of one, and every additional blade you buy 
means more savings. 


INDIVIDUAL Blade Combinations 

(Please Order by Number) 

No. 1 —No. 1 Phillips and 3 ^" XceLite 
No. 2 —No. 2 Phillips and V 4 ," XceLite 
No. 3 —No. 3 Phillips and XceLite 



>»*»• n.Mt wr*ti*cr 


Another XCELITE “First”! 

This New Spring Fastener 

Unique spring-and-bushing assembly makes the sim¬ 
plest and most foolproof fastener yet. It fits all 
XCELITE ball fastener type blades. Handle is a 
hex NUT DRIVER, and the spring holds the nut from 
falling. 


ROLL KIT 
Combinations 


COMPLETE 


BLADES ONLY 


(Regular Type) 

List 

Price 


(Regular Type) 

List 

Price 

No. CK-3 . . 

. . $4.70 List. Contains 

No. CRl. 

$1.90 

No. 

RBI. 

..$1.05 

RB-1, RB-2, 

RB3 and Combination 

No. CR2. 

. 1.90 

No. 

RB2. 

.. 1.05 

Handle. 


No. CR3... 

. 1.90 

No. 

RB3. 

.. 1.05 




HANDLES ONLY 


No. 25 Regular.. 


List Price 
.$0.85 


No. CK-2 . . . $3.65 List. Contains 
RB-1, RB2 and Combination Handle. 



STUBBY TYPE 

“Combinafion-Defachable” Screwdrivers 


XceLite-* 


Phillips 


COMPLETE 

(Stubby Type) 

No. CSl.$1.70 

No. CS2... . 1.70 


BLADES ONLY 

(Stubby Type) 

No. SBl.$0.90 

No. SB2.90 


HANDLES ONLY 
No. 26 Stubby...$0.80 


XCELITE No. 3 De Luxe 



RADIO AND 
ELECTRICAL 
PLASTIC ROLL 
KIT 

Set includes: 
R-142, R-3163, R 
5166, R-184, R- 
144, X-101 and 
R-3166. 

.85 

No. 3C Chrome 
Plated $8.85 


No. 

X-108 

X-101 

X-102 

X-103 

X-104 

X-1010 

X-1020 


SX-101 

SX-102 


Point Size 
1 
1 
2 

3 

4 
1 
2 


Diameter 

Blade 


Box of Ten 
Weight 

11/2 lbs. 
1% lbs. 
2 lbs. 
31/2 lbs. 
51^ lbs. 

2 lbs. 

3 lbs. 


SHORT STUBBY TYPE 

1 jV' Vs lbs. 

2 V4" 11/4 lbs. 



XCELITE Pocket Clip Style for Cross Slot 
(Freorson) Screws 

P12S .List $ .50 
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REG. TRADE MARK 


^HaUidf 



^oaii 


NUT DRIVERS and 


NUT DRIVER SETS 



6" OVERALL LENGTH 


Number 

Size 

List 

6 


$0.90 

7 


.90 

8 


.90 

9 


.90 

10 


.90 

11 

W' 

.90 

12 


.90 

14 


1.25 

16 

W' 

1.25 


9'^ OVERALL LENGTH 


Number 

Size 

List 

A- 6 


$1.15 

A- 7 


1.15 

A- 8 

¥ 4 " 

1.15 

A- 9 


1.15 

A-10 


1.15 

A-11 

h¥' 

1.15 

A-12 


1.15 

A-14 


1.50 

A-16 

¥ 2 " 

1.50 


STUBBIES 31 / 4 '' OVERALL 

Number Nut Size List 
S-8 %" $0.80 

S-10 A" .80 

S-12 %" .80 



(Dsduxe No. 127 Set 


7 Nut Drivers in Lockable 
Wall Holder 

• COLORED HANDLES FLASH SIZE! 

• NEW LARGER HANDLES — BRIGHTER COLORS 

• Set contains Nos. 127-6, 127-7, 127-8, 127-9, 127-10, 127-11, 
and 127-12. Furnished in either full polished or chrome finish. 

• Sturdy metal holder in red wrinkle finish. 


Individual Drivers, Polished .$0.95 

Chrome . 1.05 

No. 127—Polished Finish . 7.85 

No. 127C—Chrome Plated . 8.75 


NO. 137 NUT DRIVER SET 

With Colsred Hondles 

Consisting of: 

Number Size List 

Pol. Chr. 

127-6 Black fs'%95 $1.05 
127-S Red .95 1.05 

127-10 Yellow .95 1.05 

127-11 Green W' -95 1.05 

127-12 Blue %" .95 1.05 

HS-16 Red Vz'^l-SO 1.60 
HS-lg Brown i»^"1.55 1.65 


No. 137 Polished Finish .$8.95 

No. 137C Chrome Plated . 9.95 





HOLLOW SHAFT NUT DRIVERS 



No. and 
Length Overall 

Nut 

Size 

Depth 
of Hole 

Weight 
per Box 

List 

Insulated 

List 

HS-g 6'’ 


5" 

1 Vs lbs. 

$1.25 

$1.60 

HS-10 d" 

'ts' 

6" 

1 1/2 lbs. 

1.25 

1.60 

HS-11 6" 

U" 

i 5" ■ 

IVs lbs. 

1.25 

1.60 

HS-12 6" 

%" 

5" 

2 lbs. 

1.25 

1.60 

HS-14 7" 

K 

5" 

2 % lbs. 

1.40 

1.75 

HS-16 7" 

Vs 

5" 

2 % lbs. 

1.45 

i.go 

HS-lg 7" 


5" 

2 % lbs. 

1.50 

1.85 

HS-20 7" 

■%" 

6" 

8 lbs. 

1.75 

2.10 


NO. 17 NUT DRIVER SET 


Amber Handles — Highly Polished Blades 

Consisting of: 

Number Size 

6 

7 

8 1/4" 

9 

10 
11 

12 %" 


Complete with 
Rack ..$6.85 
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REG. TRADE MARK 


PLIERS 


XCELITE Pliers are made specifically for work in the electrical and electronics fields. Each is made of the 
high grade alloy best suited for the job. Workmanship, materials and inspection are of the highest quality. 
All blades are hand honed. 


No. 51 XCELITE 
Long Needle Nose and 
Side Cutter Plier 


No. 52 XCELITE 
Long Needle Nose 
(Without Side Cutter) 




List Price $3.65 


List Price $3.00 


No. 55 XCELITE 
Electricians’ Diagonal 
Plier, 5" 




List Price $3.60 


No. 59 XCELITE 
Chain Nose 
Electricians’ Plier 



No. 60 XCELITE 
Side Cutting Plier 
6 " 


List Price $3.45 


No. 54 XCELITE 
Electricians’ 
Midget Diagonal 
Plier, 4" 



No. 58 XCELITE 
Radio and TV 
Plier 



List Price $4.35 


No. 49 XCELITE 
Electronic Midget Snip 
(Shear action type) 



List Price $3.85 I List Price $3.60 I List Price $3.70 


XCELITE ADJUSTABLE WRENCHES 



• THIN PATTERN designed by mechanics for me¬ 
chanics to get into hard-to-reach places! 

• EASY TURNING KNURL for quick adjustment. 

• AN IDEAL TOOL for securing antenna mounts! 

• STRONG! Drop forged from chrome alloy steel! 


• BETTER GRIP! Movable jaws has wide bearing 
surface! 


No. 

Size 

Wgt. Box of 6 

List 

44 

4" 

% lb. 

$2.65 

46 

6" 

2 lbs. 

2.75 

48 

8" 

3% lbs. 

3.30 
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KRAEUTER 

I fuj C^flOAX>C of mocfuL 



"GRIPTITE" COMBINATBON PLIERS 

The finest quality combination pliers. Designed for 
heavy duty. Slightly tapered nose, sharp deep milled 
teeth and grooved jaws for gripping cotter pins and 
wire. Knurled handles. The 8" and 10" sizes have 
three slip joint adjustments which give a wide range 
of parallel grips. 

Price 


No. 

Length 

Finish 

Wt. per doz. 

Each 

356 

5^/^ in. 

Full Nickel 

ZVz lbs. 

$1.95 

356 

6 

in. 

Full Nickel 

51A lbs. 

2.20 

356 

8 

in. 

Full Nickel 

8% lbs. 

2.75 

356 

10 

in. 

Full Nickel 

14 lbs. 

3.30 



TONGUE-N-GROOVE JOINT PLIERS 

Forged fins and grooves give these pliers five par- 
allel adjustments of V 2 ", 1^" and 

The working capacity has a range from to 1%". 
Forged “T'* section gives added strength to lower 
jaw. 

Price 

No. Length Finish Wt. per doz. Each 
710 10 in. Polished 9 lbs. $2.85 



THIN NOSE COMBINATION PLIERS 

The tapered jaws and thin nose of these pliers enable 
the mechanic to grip objects difficult to reach in 
tight, narrow working spaces. Knurled handles, milled 
gripping teeth and wire cutters. 

Price 

No. Length Finish Wt. per doz. Each 

40 6 in. Nickel Plated lbs. $1.65 



ELECTRICIANS' SIDE CUTTING PLIERS 

Used extensively in electric wiring of fixtures, ap¬ 
pliances and other general repair work. 



IGNITION PLIERS 

Very narrow head, serrated gripping teeth and well 
shaped handle grips. Three slip joint positions. 

Price 

No. Length Finish Wt. per doz. Each 

643 5 in. Blue Temper 1 lb. $1.90 


Very popular with mechanics on production work 
where electric wiring is required in the finished 
product. 


Price 


No. 

Length 

Finish 

Wt. per doz. 

Each 

1830 

4 

in. 

Blue Temper 

11/2 lbs. 

$2.35 

1830 

5 

in. 

Blue Temper 

21^ lbs 

2.50 

1830 

6 y 2 in. 

Blue Temper 

4% lbs. 

2.75 

1830 

7 

in. 

Blue Temper 

6% lbs. 

3.00 

1830 

8 

in. 

Blue Temper 

81^ lbs. 

3.40 



NEW KRAEUTER 7-IN. DIAGONAL CUTTING PLIERS 
WITH FULL-FASHIONED HANDLES 

Well balanced, with carefully matched knives and full-fashioned 
handles, providing proper leverage and comfort for continuous cutting. 

No. Length Finish Wt. per doz. Price Each 

4502 7 in. Blue Temper 6 lbs. $3.30 
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KRAEUTER 

&lii£CcA. rnccfuntlo:^ 



DIAGONAL "OBLKPUE" CUTTING PLIERS 


Made especially for close cutting. Used extensively 
in electrical work, radio manufacturing, telephone 
and automotive ignition work. 


No. 

Size 

Finish 

Wt. per doz. 

Price 

Each 

4501 

4 :V2 in. 

Blue Temper 

IVz lbs. 

$2.35 


5 

in. 

“ “ 

2 % lbs. 

2.65 


6 

in. 

» 

3% lbs. 

3.00 



WIRE STRIPPING DIAGONAL CUTTING 
PLIERS 

Narrow head and notched cutters for stripping fine 
wire .062 diameter. The spring in the handle makes 
this a very fast cutting tool. Used by manufacturers 
of electric fixtures, appliances, radio and radio tubes. 

Price 

No. Length Finish Wt. per doz. Each 

2612 61/^ in. Blue Temper 3 lbs. $3.40 



"HIGH POWER" DIAGONAL CUTTING 
PLIERS 

This type diagonal plier has the joint very close to 
the end of the cutter to give added leverage which 
makes cutting easy. A well balanced tool adaptable 
to the work in many trades. 


No. 

Length 

Finish 

Wt. per doz. 

Price 

Each 

4610 

5 in. 

Blue Temper 

2% lbs. 

$2.60 

4610 

7 in. 

Blue Temper 

5% lbs. 

3.00 



SHORT CHAIN NEEDLE NOSE PLIERS 

Short tapered jaws for bending and looping wire. The 
short nose gives these pliers extra leverage and 
gripping strength. Used for wiring switches and 
other open electric work. 

Price 

No. Length Finish Wt. per doz. Each 

1641 Bin. Blue Temper 2% lbs. $2.60 
1643 Same without Cutter 2% lbs. 2.20 



LONG CHAIN NEEDLE NOSE PLIERS 

Long tapered jaws and needle nose. Used extensively 
in all industries . . . from switchboard, electric fix¬ 
ture and appliance wiring ... to motor ignition, avi 
ation and general manufacturing work. 

Price 

No. Length Finish Wt. per doz. Each 

1661 6 in. Blue Temper 3^/4 lbs. $3.00 

1671 Same without Cutter 3 V2 lbs. 2.35 



EXTRA LONG CHAIN NOSE PLIERS 

Extra long tapered jaws with narrow pointed nose. 
Used extensively in automotive . . . electric . . . 
aviation and general production and repair work. 
Length of jaw 2% in. 

Price 

No. Length Finish Wt. per doz. Each 

1781 7 in. Blue Temper 3% lbs. $3.40 

1771 Same without Cutter 3% lbs. 2.60 


THIS IS ONLY A PARTIAL LISTING OF KRAEUTER TOOLS .... SEND FOR CATALOG 


Copyright by U. C, F., Inc, 


Radio’s Master 18th Edition 
Page U-25 






KRAEUTER 
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JEWELERS' DBAGONAL CUTTING PLIERS 

Carefully edged cutting jaws. Designed for very fine 
close work. 

Price 

No. Size Finish Wt. per doz. Each 

81 41 / 2 " Full Polished 1 lb. $3.00 



JEWELERS' END CUTTING NIPPERS 

Carefully edged cutting jaws. Designed for very fine 
close work. 

Price 

No. Size Finish Wt. per doz. Each 

82 4^/^" Full Polished lbs. $3.60 



JEWELERS' CHAIN NOSE PLIERS 

Jaws 1/32" diameter at point of nose. No cutter. 1 
1/16" smooth jaw. Supplied with milled jaws when 
specified. 

Price 

No. Size Finish Wt. per doz. Each 

83 4%" Full Polished 1% lbs. $2.90 



JEWELERS' FLAT NOSE PLIERS 


Jaws wide at point of nose. No cutter. 1 1/16" 
smooth jaw. Supplied with milled jaws when speci¬ 
fied. 

Price 

No. Size Finish Wt. per doz. Each 

84 iVz" Full Polished 11/2 lbs. $3.00 



ROUND JAW PLIERS 


Each jaw 1/32" diameter at point of nose. No cutter. 
15/32" smooth jaw. Supplied with milled jaws when 
specified. 

Price 

No. Size Finish Wt. per doz. Each 

86 4%" Pull Polished IV 4 , lbs. $3.00 



NO. 88 COUNTER DISPLAY 

Size 12%" X 8%" with easel back 
One each of Nos. 81, 82, 83, 84, 85. Pine precision 
made pliers for the hobby crafters—model builders— 
skilled technicians. 

Price, complete $15.50 



COMBINATION PATTERN SNIP 

Drop forged from solid steel and skillfully heat treated for hard shear¬ 
ing blades. The bolt and nut assembly is machine finished with 
bearing surfaces properly hardened to resist wear. 

Price 

No. Length Cut Finish Wt. ea. Each 

13 7" 1%" Polished head 5% oz. $3.00 

Black handles 
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SHORT JAW DUCK BILL PLIERS 

Short flat nose — long handles, for greater leverage. 
Milled jaws. Inside length 1%" tapering to flat nose. 

Price 

No. Length Finish Wt. per doz. Each 

51 8 in. Blue Temper 5 lbs. $2.70 



RADIO AND IGNITION 
NOSE CUTTING PLIERS 

Designed to reach into tight spots and grip or cut 
small wires. Useful in precision wiring where ordi¬ 
nary pliers are too bulky. 

Price 

No. Length Finish Wt. per doz. Each 

1663 8 in. Blue Temper lbs. $3.10 


PROFESSIONAL LINE 


SPECIAL NEEDLE POINT PLIERS 
FULL POLISHED FINISH 

Designed for light, flne professional work. The special 
needle points of these pliers make them invaluable 
where delicate adjustments have to be made. 

(NOSE OF THESE PLIERS NOT GUARANTEED) 



NEEDLE POINT DIAGONAL CUTTING PLIERS 


Price 


No. 

Length 

Finish 

Wt. per.doz. Each 

5601 

4l^ in. 

Full Polished 

2 lbs. $3.00 

5601 

5 

in. 

Full Polished 

2% lbs. 3.20 

5601 

6 

in. 

Pull Polished 

3% lbs. 3.60 



NEEDLE POINT DIAGONAL CUTTING PLIERS 

Price 

No. Length Finish Wt. per.doz. Each 

5612 61/2 in. Full Polished 3 lbs. $4.00 

(With Stripping Notch) 


Needle 



SHORT NOSE NEEDLE POINT PLIERS 


No. 

Length 

Finish 

Wt. per doz. 

Price 

Each 

824 

4% in. 

Full Polished 

11/2 lbs. 

$3.00 

834 

Same without cutter 


2.50 

MEDIUM 

NOSE NEEDLE 

POINT PLIERS 

No. 

Length 

Finish 

Wt. per.doz. 

Price 

Each 

825 

5 in. 

Pull Polished 

2% lbs. 

$3.25 

835 

Same 

without cutter 


2.75 


Needle 

Points 



LONG NOSE NEEDLE POINT PLIERS 

Price 

No. Length Finish Wt. per.doz. Each 

826 6 in. Full Polished 3 lbs. $3.50 

836 Same without cutter 3.00 

Needle 



EXTRA LONG NOSE NEEDLE POINT PLIERS 

Price 

No. Length Finish Wt. per.doz. Each 

827 7 in. Full Polished 3% lbs. $3.90 

837 Same without cutter 3% lbs. 3.40 
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ADD POW£R TO TO UP HANDS 



Can be furnished with insulation stripper. 



No. 654 • Utica Long Needle Nose 
Side Cutting Pliers 

This is a long, fine, spring-tempered nose, side¬ 
cutting pliers, drop forged and with hand-honed cutting 
knives. 

Size .6 in. 7 in. 

List Price .$2.80 $3.30 



No. 1033 e Utica Long Chain 
Needie Nose Pliers 


No. 44S • Special Diagonal Pliers 
with Spring 

A slim nose cutting pliers designed especially for 
radio and electrical work. Extra fine hand honed 
edges permit nearly flush cuts. 

Size .5 in. 6 in. 

List Price .$2.86 $3.20 



No. 50 e Utica Standard 
Side Cutting Pliers 


An ideal tool for electrical work. Drop forged and 
skillfully tempered. Its cutting qualities are unsur¬ 
passed by any side cutting pliers. 


Size .4 in. 5 in. 6 in. 7 in. 8 in. 

List Price .$2.10 $2.20 $2.40 $2.70 $3.00 



No. 777 e Utica Long Needle 
Nose Pliers 


This is a long needle nose type of pliers without a 
side cutter. It has a spring-tempered needle nose 
with a fine balance for delicate work. 

Size .....6 in. 7 in. 

List Price ...$2.20 $2.40 



This pliers has a long, half-round, spring-tempered 
nose for very fine work in assembling small elec¬ 
trical apparatus. 

Size.....6 inches? 

List Price ...... $2.54 



No. 622 o Utica Short Chain 
Nose Mechanic's Pliers 

This pliers is a Short Chain Nose Side Cutting Pliers, 
hand-honed cutting knives. It makes an all around 
Electrical Mechanic's pliers. 

Size .................5 inches 

List Price ....... $2.40 


No. 888 • Curved Needle Nose Pliers— 

This is a long curved spring-tempered Needle Nose 
Pliers for use in deep and narrow places. It may 
be used without turning or twisting the hand in the 
assembling of small fixtures, electrical apparatus, 
etc. 

Size.....6 inches 

List Price ...$2.90 
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No. 22 • Utica Chain 
Nose Pliers 

This is a Short Chain Nose Pliers forged from a fine 
quality of steel with fine points particularly adapted 
for the use of Jewelers, Opticians, Telephone In¬ 
stallers, Electricians and Radio Assemblers. 


Size . 

List Price 


... 4 in. 41/2 in. Sin. Gin. 

..$1.80 $1.95 $2.04 $2.20 



No. 82 • Utica Chain Nose 
Wiring Pliers 

This is a special Radio Repair Man's Pliers having a 
chain nose for those who prefer this type of construction. 

Size .8 inches 

List Price . $2.60 



No. 46 • Midget Diagonal Pliers 

A small Diagonal for radio and electrical work. Hand 
honed edges with a slim nose for use in cramped quarters. 

Size ....... 4 inches 

List Price ..... $2.36 


NO.91 UTICA TOOLS UTICA, N.Y. 


No. 91 • Thin Adjustable 22V2° Angle 
Wrenches, Electronically Hardened Steel 

Both the handle and jaw are drop forged from a 
high grade Alloy Steel, hardened and tempered in 
oil. Will not break or wear in the gear teeth and 
allow play in the wrench, permitting the jaw to 
slip off the nut. 

It will give better service and last longer than any 
other wrench. 


Size . 

List Price . 


. 4 in. Gin. Sin. 10 in. 12 in. 

..$1.80 $1.80 $2.10 $2.70 $3.96 


No. 896 • 

Utica Radio Pliers 

This is a General Radio Repair Man's Pliers. It has a 
center cutter and flat scored nose for looping and 
bending. 

Size... 6 inches 

List Price . $3.30 




No. 517 • Utica Midget Slip-Joint 

This Slip-Joint Pliers with its unique design will fit many 
small units, spring tempered. A great little tool for 
he hard to get at adjustmens. 


No. 517 . 

List Price . 


5 inches 

.... $1.25 



B495 • Flush Cut Diagonal Pliers 

This is a Custom-built pliers designed for flush cutting 
in confined spaces. Can be furnished with spring in 
handle. 

Size .... 4 inches 

List price on request 
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Sc»ev* 


0*ive»s 


• Chrome Vanadium Steel Blades 

• Fire-Safe Amberyl Shock and 
Break-Proof Handles 








1 /8'' Cabinet Style—Round Blades 

Stock Blade Diameter 

Number and Length 

A 216-4 1/8"x4" 

A 216-6 1/8"x6" 

A 216-8 1/8''x8^' 

A216-1D l/8"xl0" 

3/16" Cabinet Style—Round Blades 

A 316-4 3/l6"x4" 

A 316-5 3/16"x5" 

A 316-6 3/l6"x6" 

A 316-8 3/l6"x8" 

A 316-10 3/l6"xl0" 

1 /4" General Service—Round Blades 
A 416-4 l/4"x4" 


A 416-5 
A 416-6 
A 416-8 
A 416-10 


l/4"x5" 

l/4"x6" 

l/4"x8" 

l/4"xl0" 


Phillips Drivers 

Stock 
Number 
POl 
P 1 
P2 
P3 

P 5 (Slob) 

P 6 (Stub) 

P 12 (Pocket Clip) 

Clutch Head Drivers 

Stock 
Number 
CH 43 
CH 54 
CH 64 
CH 86 
CH 106 


Point Blade Diam. 
No. and Length 
0 1/8"x2-l/2" 

1 3/16"x3" 

2 l/4"x4" 

3 5/l6"x6" 

2 l/4"xl-3/4" 

1 3/l6"xl.l/4" 
1 l/8"x2.l/2" 


Bit Point Diameter 
and Blade Length 
l/8"x3" 
5/32"x4.l/4" 
3/l6"x4-l/4" 
l/4"x6" 
5/l6"x6" 

Stub Styles 

5/32"xl-l/2" 

3/16"xl-l/2" 


5/16" Heavy Duty—Round Blades 

A 516-6 5/16"x6" 

) A 516-8 5/16"x8" 

A 516-10 5/l6"xl0" 


Screw Holding Drivers 


Stubbys 

A 132 
A 135 


l/4"x1-l/4" 

5/l6"xl.3/4" 


Stock Number 
OK 23 
OK 24 
OK 26 
OK 28 
OK 34 
OK 36 
OK 38 


Blade Diam. & Length 
l/8"x3" 
l/8"x4" 
l/8"x6" 
l/8"x8" 
3/l6"x4" 
3/l6"x6" 
3/l6"x8" 


Offset Screw Drivers 



Stock No. 

Type 

Blade 

VO 1 

Regular 

5/32"x3" 

VO 2 

Regular 

l/4"x4" 

P 120 

Phillips 

#1 point one end, 
#2 point other end 

P 111 

Phillips 

#1 point both ends 

P222 

Phillips 

#2 point both ends 



NUT DRIVERS 



Wall or Bench Stand Nut Driver 
Sets... 3/16" to 1/2" 

Stock No. Contains: 

S 700 7 Not Drivers, Coipr 

Coded Handies 

S 500 5 Standard Nut Drivers 


Electrolytic Condenser 
Nut Wrenches 

Stock No. Takes Size; 

S 32 31/32" 

S34 1" 

S 36 1-5/32" 




Deluxe Super Hard Nut Drivers 
(Color Coded) 



Stock 

Hexagon Size 

Overall 

Color 

No. 

(Across Flats) 

Length 

Code 

$ 61 

3/16" 

6-3/4" 

Brown 

S 82 

1/4" 

6-3/4" 

Red 

S 103 

5/16" 

6-3/4" 

Green 

S 114 

11/32" 

6-3/4" 

Ivory 

S 125 

3/8" 

6-3/4" 

Blue 

S 146 

7/16" 

6-3/4" 

Orange 

S 167 

1/2" 

6-3/4" 

Yellow 


All Hollow Shaft Nut Drivers 

Stock Hexagon Size Handle Diam. Overall 
No; (Across Flats) and Length Length 
S160 1/2" l"x3-5/8" 7" 

SI 80 9/16" l"x3-5/8" 7" 


Standard Extra Hard Nut Drivers 

Stock Hexagon Size Overa 

Number (Across Fiats) Lengl 

S 5 5/32" 6-3/^ 

S6 3/16" 6’3// 

S 7 7/32" 6-3/-^ 

S 8 1/4" 6-3/il 

S 9 9/32" 6-3/^ 

S 10 5/16" 6-3/^ 

Sll 11/32" 6-3/^ 

S 12 3/8" 6-3/4 

S 14 7/16" 6-3/4 

515 15/32" 6-3/^ 

516 1/2" 6-3/4 

Extra targe Size 


Radio’s Master — 18th Edition 

Page U-30 


Copyright by U. C. P., Inc, 






Bone Fiber Blade 
AT 55 5/32"x5" 

AT 510 5/22''x}0" 

Non-Magnetic Metal Tip 
Radio and TV Aligner 



VACO RADIO and TV KITS 


ZBX 51 Screw Driver Kit 

A fine, all-purpose kit of interchangeable 
regular and Phillips blades that fit same 
handle. 6" extension makes 10 combinations 
possible. In durable leatherette bag. 

ZSX 61 Nut Driver Kit 

A most versatile and complete hexagon 
wrench kit for radio, television or any other 
work requiring speedy nut setting. All sock¬ 
ets are super hard for maximum utility and 
long life. 6" extension makes 10 blade 
lengths possible. In handy leatherette tool 
roll. 


ZA 70 Allen Driver Kit 

This useful kit consists of 6 hexagon driv¬ 
ers, handle and bag. Will service hexagon 
recessed opening screws Nos. 4, 5, 6, 8, 10, 
1/4", 5/16" and 3/8". Each bit is extra long 
and may ground back as wear occurs. 


ZU 75 Universal Driver Kit 

Here is a kit that is universal in its applica¬ 
tions since it will serve all three types of the 
most popular screws in use today—regular 
slotted, Phillips, and clutch head. All popu¬ 
lar size blades are included—3/16" and 1/4" 
for regular slotted screws; No. 1 and No. 2 
Phillips; 5/32" x 3/16" clutch head. 




Stock Body Bit Capaci- 

Number Size Diameter tance 

AT 45 3/8"x5.l/2" 3/l6" Slight 

Neon Light Screw Drivers 


AN 44 
AN 2 {Pocket 
Clip) 


Blade Diameter 
and Length 

l/4"x4'^ 

l/8"x3" 


Duplex "Reversible'* Drivers 







27-Piece TV and Radio Kit 

NO. TV 27 KIT—Contains practically every 
hand tool necessary for television and radio 
work, plus extra pockets for pliers aiid 
other personal tools according to individual 
preferences. Contains one each of the fol¬ 
lowing: ZH 1 medium duty handle; ZH 2 
heavy duty handle; ZX 56 extension; A 132 
1/4" stub; 1/4", 3/16", 1/8" regular bits; No. 
1 Phillips and No. 2 Phillips bits; 3/16", 
1/4", 5/16", 11/32", 3/8", 
7/16" and 1/2" hex. wrenches; 
AT 45 metal tip aligner; 
A 116-2 3/32" pocket clip; 
POl #0 Phillips thin blade; 
OK 24 1/8" screw holding; 
VR 261 1/8" insulated blade; 
OK 38 3/16" screw holding; 
VR 381 3/16" insulated blade; 
VB 210 1/8" X 10" nonmag¬ 
netic adjuster; AT 510 5/32" 
fiber aligner; VO 2 medium 
offset; VO 1 small offset. 


14-Piece TV and Radio Kit 

NO. RT 14 KIT-Here’s a handy, 
convenient kit for radio and TV 
service men. Contains nut drivers, 
Phillips and regular drivers, plus 
ZH 2 heavy duty handle and fa¬ 
mous Vaco 6" extension which dou¬ 
bles the usefulness of each driver. 
Jn durable leatherette tool roll. 


VACO PRODUCTS CO., 317 E. Ontario St., Chiccigo 11, Illinois 

In Southwest: 1325 McKinney Aye., Dallas 2, Texas 
In Canada: Vaco-Lynn Products Co., Ltd., 204 Laurier Ave. W., Montreal 8, Quebec 
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Wide Assortment of 
Solderless Terminals for 
General Use, Radio and TV 


by V 



No. 2195 Service Kit 

A GENERAL PURPOSE ELECTRICAL, RADIO AND 
TV KIT containing everything needed for making clean, 
fast, trouble-free electrical connections. No soldering! No 
fuss or muss! Kit includes . . . No. 1900 Crimping Tool 
and Terminals Nos. 2300, 2301, 2302, 2400, 2401, 2402, 

2600, 2601, 2602, and 3300 ... all in a clear plastic box 
with tight-fitting lid. Individual bins marked with terminal 
stock number cards. 

Only 3 SIMPLE STEPS and Terminal Is On 

No. 1900 Crimping Tool 


1. Cut Wire. Use the 2. Strip Wire. Insert end of 3. Crimp Terminal. Insert stripped 
wire cutter built In- wire into proper wire strip- portion of wire into terminal barrel, 
to the crimping tool- ping opening, close jaws, place barrel In proper crimping nest 
to cut wire proper rotate tool one-half turn, with seam directly opposite crimping 
length. then pull insulation off wire, tooth and close tool like pliers. 



No solder... no iron... no heating... a 
perfect connection every time with this 
tool and Lynn Lightning Solderless Ter¬ 
minals by Vaco! Crimping tool has wire 
cutters, indenting die, wire-stripping die, 
shock-proof, slip-proof plastic handle 
sleeves. For No. 22 to No. 10 gauge wire. 


Extra lang barrel on terminal provides easy crimp and perfect 
contact. Only ONE crimp necessary. Barrel always remains round. 


Quick Reference Chart for Easy Terminal Identification 


RING TONGUE TERMINALS 


©n o (g:n]o (g:3=io (0)3=3 ©a o(o;xio 


No. 2300 
Hole Dio. - 5/32" 
Stud Size -4-6 
Wire Size - 22 - 16 


No. 2301 No. 2302 No. 2303 No. 2304 No. 2400 No. 2401 

Hole Dio. - 5/32" Hole Dio. 13/64" Hole Dio. - 17/64" Hole Dio. - 13/32" Hole Dio. - 5/32" Hole Dio. ~ 5/32" 

Stud Size — 4 - 6 Stud Size — 8 - 10 Stud Size — 12 - 1/4 Stud Size — 3/8 Stud Size — 4 - 6 Stud Size — 4 - 6 

Wire Size - 22 - 16 Wire Size - 22 - 16 Wire Size - 22 - 16 Wire Size - 22 - 16 Wire Size - 16 - 14 Wire Size - 16 - 14 


©= ®H@^©a3 


No. 2402 

Hole Dio. — 13/64" 
Stud Size — 8 - 10 
Wire Size — 16 - 14 


No. 2403 

Hole Dio. - 17/64" 
Stud Size - 12-1/4 
Wire Size — 16-14 


No. 2404 

Hole Dio. - 13/32" 
Stud Size — 3/8 
Wire Size — 16 - 14 


No. 2502 

Hole Dio. - 13/64" 
Stud Size — 8 - 10 
Wire Size — 12 - 10 


No. 2503 

Hole Dio. - 17/64" 
Stud Size — 12 - 1/4 
Wire Size — 12 - 10 


No. 2504 

Hole Dio. - 13/32" 
Stud Size — 3/8 
Wire Size — 12 - 10 


SPADE TONGUE TERMINALS 


No. 2600 
Slot Dio. - 5/32" 
Stud Size — 4 - 6 
Wire Size — 22 - 16 


No. 2601 
Slot Dio. - 5/32" 
Stud Size — 4 - 6 
Wire Size — 16 - 14 


No. 2602 

Slot Dio. - 13/64" 
Stud Size — 8 - 10 
Wire Size — 16 - 14 


FLAG TYPE TERMINALS 


No. 2702 

Slot Dio. — 13/64" 
Stud Size — 8 - 10 
Wire Size - 12 - 10 

HOOK TYPE 
TERMINAL 


(g^ (olD 


Hole Dio. - 13/64" 
Stud Size — 8 - 10 
Wire Size — 22 - 16 


Hole Dio. - 13/64" 
Stud Size — 8 - 10 
Wire Size — 16 - 14 


Hole Dio. - 13/64" 
Stud Size — 8 - 10 
Wire Size - 12 - 10 


No. 3300 
Slot Dio. - 5/32" 
Stud Size — 4 - 6 
Wire Size - 22 - 16 


No. 3101 

Wire Size - 22 - 16 


BUTT CONNECTORS 

I t o 

No. 3102 

Wire Size-16- 14 


I I O 

No. 3103 

Wire Size - 12-10 


CONVENIENT $ PAK 



All Lynn Lightning Terminals are avail¬ 
able in convenient $ Paks. When any of 
the “bins" of the service kit are empty, 
user merely purchases a refill just right 
for replacing stock. Refill Paks are well 
marked for trouble-free handling, and 
designed with “window” for easy 
identification. 

BULK PAK 



Also available in bulk-packed 250 pieces 
to a package, 4 packages to master car¬ 
ton of 1,000. 


VACO PRODUCTS CO. *317 East Ontario Street • Chicago 1 1 , Illinois, U.S.A. 
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NEV/ SMALL PATTERNS 

Price Includes Leaf Spring 


Klein Pliers are hammer forged from high-grade tool steel, in¬ 
dividually fitted, tempered, adjusted and tested. All patterns 
available v/ith tempered steel leaf spring. Prices on request. 




OBLIQUE CUTTING PLIER Has narrow OBLIQUE CUTTING PLIER Ideal for 
head with knives accurately fitted for close, light cutting In confined places. Measures 
clean cut. Sizes 5 and 6-in. exactly 5-in. long. 

Cat. No. 202-5 202-6 Cat. No. 245-5 

List Price $ 2.85 $ 2.90 List Price $ 2.85 



LONG NOSE PLIER Point tapers to LONG NOSE PLIER Has '^-in. cutters 
3/32-in. Sizes 5, 6 and 7-in. Specify No. !4-in. from point for cutting deep in con- 
303-6 for 6-in. pller with 1/16-in. point, fined places. Size 6-in. 


TRANSVERSE END CUT¬ 
TING PLIER Permits a 
clean flush cut where ordi¬ 
nary oblique or end cutters 
are too bulky. Size 6-in. 


OBLIQUE CUTTING 
PLIER For cutting small 
wires and trimming. Entire 
length of knives works flush 
against cutting surface. 
Sizes 5 and 6-in. a 


LIGHTWEIGHT CUT¬ 
TING PLIERHasextremely 
narrow head. Entire length 
of knives works flush 
against cutting surface. 
Size 5-in. 


Cat. No, 204-6-L 
List Price $ 4.10 


Cat. No. 210-5-L 
List Price $ 3.55 

Cat. No. 210-6-L 
List Price $ 3.60 


Cat. No. 209-5-L 
List Price $ 4.00 


Cat. No. 301-5 301-6 301-7 303-6 Cat. No. 301-6-P 

List Price $ 2.55 $ 2.60 $ 2.85 $ 2.60 List Price $ 4.00 



LONG NOSE, SIDE-CUTTING PLIER 

Has same features as 301 series but with 
cutting knives. Jaws taper to 3/32-in. 
round point. Sizes 5, 6 and 7-in. 

Cat. No. 203-5 203-6 203-7 

List Price $ 3.00 $ 3.15 $ 3.30 



CHAIN NOSE PLIER WITH CUTTERS 

Made in 6-in. size only. Specify 317 series 
for 5 and 6-in. sizes without cutters. 

Cat. No. 217-6 317-5 317-6 

List Price $ 3.15 $ 3.20 $ 2.65 




LONG CURVED NOSE PLIER Designed 
to give full clearance and prevent skinning 
of knuckles. Size 6-in. 

Cat. No. 302-6 
List Price $ 3.25 



DUCK BILL PLIER WITH CUTTERS Wide 
jaws give firm grip. Specify 304-6 for 
plier without cutters. Sizes 6-in. 

Cat. No. 205-6 304-6 

List Price $ 3.25 $ 2.75 

SIDE CUTTING PLIER, N. E. TYPE 

"Streamlined” pattern with full clearance 
back of knife permitting use on insulated 
wire. Sizes 5, 6, 7, 8 and 9-in. 


DUCK BILL PLIER Has 

jaws wide enough to hold 
small springs, yet small 
enough to form wire in con¬ 
fined space. Size SVi-m. 


Cat. No. 306-5’/2-L 
List Price $ 4.15 


Cat.No.201-5-NE 201-6-NE 201-7-NE 201-8-NE 201-9-NE 
List Price $ 3.25 $ 3.50 $ 3.75 $ 4.50 $ 4.75 



3200 BELMONT AVE. • CHICAGO 18, ILL. 
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Greenlee Tool Co.^ Rockford, Illinois 



Designed .primarily for the electrical trade to permit fast, 
easy enlarging of knockouts and cutting of holes for 
conduit in metal boxes and cabinets. Also excellent ^ for 
automobile work where holes are needed for heater pipes 
and other accessories. Simply insert the tool in a knockout 
ot small drilled hole and give the screw a few turns with 
an ordinary wrench. No. 735 set has four punches for 
cutting 1^, IMj IH-inch holes for ^ 2 , 1, 1^-inch 

conduit. Set is neatly packed in leather case illustrated. 
The ^-inch punch will cut a 7^-inch hole for ^-inch 
conduit where no standard knockout is provided when a 
hole is drilled. 


Heavy Duty Drive for V 2 " Punch 

To increase length of service of the 
inch Knockout Punch in cutting ^-inch 
holes in heavier-gauge sheet metals, the 
No. 1387 AV Drive Screw with No. 1388 
AV Drive Nut illustrated is recommended. 

NO. 737 KNOCKOUT PUNCH SET 

Similar to the No. 735 set, but consists of only two 
punches for cutting holes to accommodate V/z" and 2" 
conduit. Packed in leather case. 



NOS. 738 AND 739 
KNOCKOUT PUNCHES 

For cutting holes to accommodate 
2^" and 3" conduit. Design is sim¬ 
ilar to that of smaller GREEN¬ 
LEE Knockout Punches: insert in a knockout or drilled 
hole and turn drive nut with an ordinary wrench. Packed 
and sold individually. 



NOS. 741 AND 742 
KNOCKOUT PUNCHES 

For quickly making smooth openings 
for 3^" and 4" conduit. Hole is clean, 
no filing of burrs necessary. Operation 
is similar to that of other GREEN¬ 
LEE Knockout Punches. Simply in¬ 
sert in hole for 1" conduit and turn 
drive nut with an ordinary wrench. 




No. 740 Knockout Cutter 

Companion tool to GREENLEE 
Knockout Punches. Enlarges knock¬ 
outs to take 1^, 2, 2J4 and 3-inch 
conduit. Operation is simple since 
an ordinary wrench drives the tool. 
Cutting is done by the drive action 
of two wheel cutters. Special discs 
can be furnished for cutting odd sizes of holes from 
Ijf to 3 >4-inch diameter. Packed in leather case. 
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NO. 7646 HydraRam 
KNOCKOUT PUNCH DRIVER 

A powerful portable hydrau¬ 
lic unit for driving all 
GREENLEE Knockout 
Punches. Also drives 
GREENLEE Radio Chassis Punches using or larger 
drive screws. Quickly, easily cuts holes in 10-gauge metal. 
Excellent for use in tight places. Packed in metal case. 
List price complete, $86.50. Weight, 20 lbs. 



KNOCKOUT PUNCHES —LIST PRICES AND WEIGHTS (IN POUNDS) 

Hole Sise Price Weight 


No. 735 Knockout Punch Set Complete.. $10.00 

AV121 Yz’* Punch . 1.25 

AV122 3^" Die . 1/%' .65 ^ 

AV322 3/8" xlM" Drive Screw... .25 ^ 

AV123 ^ 4 " Punch . 1^’' 1.45 

AV124 Die . 1^" .80 -h 

AV12S 1" Punch . 1-11/32" 1.65 -h 

AV126 1" Die . 1-11/32" .95 V% 

AV127 1^" Punch . IH" 1.90 ^ 

AV128 1^" Die . IH" 1-05 7/16 

AV249 54"x2%" Drive Screw.... .35 Vz 

Heavy Duty Drive for Punch Com¬ 
plete . $1.10 

AV1387 Heavy Duty Drive Screw.. .75 Yz 

AV1388 Heavy Duty Drive Nut.... .35 Yz 

No. 737 Knockout Punch Set Complete... $10.00 33^ 

AV439 IJ^" Punch . 1-15/16" 2.30 34 

AV440 134" Die .. M5/16" 2.00 Y% 

AV441 2" Punch . 23^^" 3.20 Vz 

AV442 2" Die .. 2Yz' 2.50 1 

AV30'4 f^"x334" Drive Screw.... .50 7/16 

No. 738 Knockout Punch Complete. $14.00 434 

AV1429 234" Punch . 2^" 5.40 IH 

AV1430 234" Die . 2>^" 5.00 134 

AV1433 Drive Nut . 1.35 ^ 

AV1434 ^"x5%" Drive Screw... 2.75 % 

No. 739 Knockout Punch Complete. $19.00 634 

AV1431 3" Punch . 334’’ 8.00 234 

AV1432 3" Die . 334'’ 7.50 234 

AV1433 Drive Nut . 1.35 ^ 

AV1434 ^"x5^" Drive Screw ... 2.75 % 

No. 741 Knockout Punch Complete. $39.00 10^ 

AV2981 334" Die . 4" 14.00 334 

AV2982 33 ^" Punch .. 4" 18.00 3 

AV3026 13 ^" X 734" Drive Screw... 6.00 234 

AV3036 Drive Nut . 2.00 134 

, AV3037 Bushing . 2.25 s/^ 

No. 742 Knockout Punch Complete. $48.00 1234 

AV2983 4" Die . 434" 18.00 334 

AV2984 4" Punch . 434" 24.00 434 

AV3026 134" X 734" Drive Screw... 6.00 234 

AV3036 Drive Nut . 2.00 134 

x\V3037 Bushing . 2.25 Yz 

No. 740 Knockout Cutter Complete. $15.00 434 

AV323 Lock Screw (2) . .30 

AV324 Wheel Cutter (2) . .50 

AV325 Feed Nut . .20 

AV326 . Disc for 134" Conduit .... .70 

AV2021'Disc for 2" Conduit ...... .80 

AV2022 Disc for 234" Conduit _ 1.00 

AV2023 Disc for 3" Conduit . 1.20 

AV327 Body . 5.00 

AV328 Center Shaft (34" diameter) .80 

AV329 Drive Nut .. .80 

AV330' Retainer Screw (2) ...... .45 

AV331 Clutter Bushing (2) . .25 

AV332 Cutter Support (2) . .65 

AV333 Key Washer . .25 

669GB Woodruff Key . .05 
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GREENLEE 


RADIO CHASSIS PUNCHES 

ROUND, SQUARE. "KEY” AND "D" TYPES 


Greenlee Tool Co., Rockford, Illinois 



No. 730 ROUND PUNCH 

Swiftly cuts clean, accurate holes in radio 
chassis for sockets, switches, controls and 
other equipment. Operates simply with an 
ordinary wrench for drive power . . . just 
insert in a small drilled hole and turn drive 
screw. No reaming or filing . . . hole is 
smooth, perfect. Thirteen sizes from ^ to 2^" 
diameter. 


No. 732 "KEY" PUNCH 

Quickly, easily cuts holes for keyed radio 
sockets. Operates on same principle as other 
Greenlee Radio Chassis Punches ... an 
ordinary wrench supplies the drive power. In 
four sizes to make.openings of 

Drive screw fits into hole. 
Individually packed. 




No. 731 SQUARE PUNCH 

Cuts square or oblong openings as desired. 
Available in three sizes for making 
and 1" square holes. Drive screw fits into YY 
hole, which can be drilled or made with 
No. 730 Greenlee Round Punch. Operates with 
an ordinary wrench for drive power. Indi¬ 
vidually packed. 


No. 733 "D" PUNCH 

Simplifies and speeds the work of making “D’^ 
shaped openings for high-frequency, miniature 
tube sockets and other equipment using this 
type opening. Available in Y" and YY sizes. 
Operates on same principle as other Greenlee 
Radio Chassis Punches with an ordinary 
wrench supplying the drive power. Drive 
screw fits into drilled hole. Individually 
packed. 


NO. 730 RADIO PUNCHES LIST PRICES AND WEIGHTS (WTS. IN OZ.) 

Price Wt. 

H'' No. 730 Radio Punch Complete. $2.15 154 


NO. 730, RADIO PUNCHES (CONT.) 


H'' No. 730 Radio Punch Complete.. 

AV-1760 Punch . 

AV-1759 Die . 

AV-1675 ]4" Screw . 

No. 730 Radio Punch Complete... 

AV-1742 Punch . 

AV-17,43 54" Die . 

AV-1675 Screw . 

No. 730 Radio Punch Complete.. 

AV-113 Punch . 

AV-114 54 " Die . 

AV-322 y" Screw . 

No. 730 Radio Punch Complete.. 

AV-121 Punch . 

AV-122 Die . 

AV-322 54 "' Screw . 

1" No. 730 Radio Punch Complete... 

AVr87 V' Punch . 

AV-88 1" Die . 

AV-112 54 " Screw .. 

Iict" No. 730 Radio Punch Complete. 

AV-1763 IjV" Punch . 

AV-1764 1^" Die . 

AV-112 H" Screw . 

1%" No. 730 Radio Punch Complete. 

AV-91 IVs" Punch . 

AV-92 1^" Die . 

AV-112 54 " Screw . 

1^" No. 730 Radio Punch Complete.. 



AV-83 

l^fe" 

' Punch . 


AV-84 

1A"‘ 

' Die .. . 


AV-112 

54" 

Screw 

1^’ 

' No. 730 

Radio Punch 


AV-115 

l/s- 

" Punch 


AV-116 

IfV' 

" Die ... 


AV-112 

54" 

Screw 

IH' 

" No. 730 

Radio Punch 


AV-117 1^" Punch . 

AV-118 1^" Die . 

AV-112 54" Screw . 

154" No. 730 Radio Punch Complete. 

AV-119 154" Punch . 

AV-120 154" Die . 

AV-112 54" Screw . 

1/4" No. 730 Radio Punch Complete. 

AV-89 Punch . 

AV-90 IK" Die . 

AV-112 54" Screw . 

154" No. 730 Radio Punch Complete. : 

A V-17 9 4 1 54" Punch . 

AV-1793 15K" Die . 

AV-2 4 9 54"x 2K" Screw . 

154" No. 730 Radio Chassis Punch Complete : 

A V-1816 154" Punch . 

AV-1815 154" Die . 

AV-249 54"x 214" Screw . 

154" No. 730 Radio Chassis Punch Complete 

AV-1791 154" Punch . 

AV-1792 1?4" Die .. 

AV-304 54" X 3" Drive Screw . 

2" No. 730 Radio Chassis Punch Complete... 
AV-1756 2" Punch . 


AV-1755 

AV-304 


X 3" Drive Screw 


(WT. IN OZ.) 


AV-2891 54 " Square Punch . 
AV-2881 54 " Square Die ... . 
AV-2886 31/64" Drive Screw 
AV-2929 Drive Nut . 


AV-2914 31/64" Drive Screw 
AV-2929 Drive Nut . 


AV-2929 Drive Nut . 

NO. 732 “KEY” RADIO PUNCHES - 
(WT. IN OZ.) 


AV-2929 Drive Nut. 

1-11/64" No. 732 “Key” Punch Complete... 


AV-2929 Drive Nut 


AV-2929 Drive Nut 


AV-2929 Drive Nut 


2.20 

11 

.50 

8 

6.20 

37 

3.20 

UK 

2.50 

18 

.50 

7K 

ES AND WEIGHTS 

Price 

Wt. 

$3.35 

454 

1.40 

54 

1.15 

IK 

.60 

154 

.20 

1 

3.90 

654 

1.65 

1 

1.35 

2K 

.70 

2K 

.20 

1 

4.50 

854 

1.80 

2K 

1.50 

2K 

1.00 

3K 

.20 

1 

S AND WEIGHTS 

Price 

IVt. 

$3.75 

8K 

1.00 

154 

1.50 

2K 

1.05 

3K 

.20 

1 

4.00 

1054 

1.10 

3 

1.60 

254 

1.10 

4 

.20 

1 

4.25 

12K 

1.15 

3 

1.70 

4 

1.20 

4K 

.20 

1 

4.50 

12K 

1.25 

4 

1.80 

2K 

1.25 

454 


NO. 733 “D” RADIO PUNCHES — LIST PRICES AND WEIGHTS 


(WT. IN OZ.) 

Price 

No. 733 “D” Punch Complete . . .. 
AV-3032 K" Die . 

-$3.50 

1 no 

AV-3033 K" Punch . 

.... 1 50 

AV-3034 i%" Drive Screw . 

.75 

AV-3035 Drive Nut . 

No. 733 “D” Punch Complete. 

AV-4240 54" Punch . 

.25 

- $3.75 

_ 1,60 

AV-4239 54" Die . 

_ 1.10 

AV-4241 5/16" Drive Screw. 

AV-3035 Drive Nut . 

.80 

.25 
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VE TIME...EFFORT 
AND EQUIPMENT! 
WITH 


ELECTRONIC CHASSIS 


TEST EQUIPMENT STAND 


DIMENSIONS & PRICES 


Here’s the ideal unit to hold heavy test¬ 
ing equipment. It has a rugged all-steel 
construction and is the right height for 
full working convenience. It rolls noise¬ 
lessly on big 2 V 2 " rubber wheels. Use it 
also as a hand truck for transporting 
chassis or other heavy equipment. Fin¬ 
ished in olive green, polymerized shock- 
resistant enamel. Available without 
wheels if desired. 


w/o wheels 


18"x24''x31 


with wheels 


1 8" X 24'' X 34 


with wheels and 
pressed wood top 


18"x24"x34 
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SENSATIONAL NEW 


AURORA, ILLINOIS 


No. 2 Includes 2 Little Gem units in 
stack.... $17.80 

Drawer Is Super-Efficient, 
Easily Adaptable 

Cutaway illustration below shows 
premium construction features men¬ 
tioned in adjoining text. 


CO- 

LITTLE GEM^ 
STORAGE CABINETS 

SPEED HANDLING 
OF TINY PARTS 



No. 10 Includes 8 Little Gem drawers. 
Measures 23x x IIV^" deep. 

$33.08 


These ruggedly built all-steel Little Gem units 
provide super-efficient facilities for storing ca¬ 
pacitors, condensers, phonograph needles, chokes, 
nuts, bolts, screws, lock washers, and similar items. 

The basic Little Gem unit has two drawers and 
measures x x 3V4''. Each drawer may be 
divided into as many as 28 instantly adjustable 
compartments through use of flush-fitting divid¬ 
ers. Sides and bottom are fully enclosed to prevent 
escape of even the tiniest parts. Front of compart¬ 
ment is curved for easy removal of parts , . . rear 
has Va” overhang to prevent mixing of items when 
drawer is jerked open or slammed shut. Label 
holders identify all parts. 



No. 12 Includes 4 Little Gem drawers 
and 14 3-compartment No. 8505 draw¬ 
ers. Measures 34" x 1314" x 1114" 

$39.14 

Other storage cabinets featuring Little 
Gem drawers, also available. 


Use the Little Gem individually, in stacks, under 
counters, on shelving or in countless other loca¬ 
tions. Anchoring tabs keep units securely in place 
no matter how assembled. 


See your Equipto jobber today or write for free catalog. 


*Trade Mark, Patent Pending 



DIVISION OF AURORA EQUIPMENT COMPANY 
775 PRAIRIE AVENUE, AURORA, ILLINOIS 
STEEL SHELVING.. PARTS B I N S . o . D R A W E R UNITS 


Copynght by U. C, P,, Inc. 
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SNAP-ON DRAWER CO. i» 


/(^uiicl Own C^aLinets 




C^aLineh 


WITH 


SltP'OII DBAWtRS 


The sturdy, steel shells of the 
SNAP-ON DRAWER snap together 
on sides, top and bottom, with du¬ 
plicate shells, to form a strong met¬ 
al cabinet. No tools are required. 
Just place the metal buttons of one 
shell, directly over the holes, in the 


adjacent shell, and snap the but¬ 
tons into place, one at a time. 

If you wish to change the position 
of a drawer, the shells can be read¬ 
ily pried apart with a knife blade, 
and rearranged. 


No. 1 SMALL 

6-1/16" X 31/8 " X 1^8 " 

Piaitic & Sled 

Net 

No. 1 Price 

“Small” Snap-On Drawer $0.54 

Price includes one No. ID Divider 



No. l-BP 


“Small” Base Plate.30 

No. 1-D 

“Small” Divider.03 


No. I JUNIOR 

llM"x5^"x2^" 

Sij 

Net 

No. 2 Price 

“Junior” Snap-On Drawer $2.70 

Price includes one No. 2D Divider 

No. 2-D 

“Junior” Divider. .12 


No. 3 SENIOR 

1134 " X 51/8" X 31/2" 

su 

Net 

No. 3 Price 

“Senior” Snap-On Drawer $3.00 

Price includes one No. 3D Divider 

No. 3-D 

“Senior” Divider.12^4 



Copyright by U. C. P., Inc. 


Net 


Radio’s Master—18th Edition 

Page U-39 












# 


I 


i 




% 






-sWR’/i 

■' "SI 


. ,4., 






uralfflfflirfe-B.- ~ 




4 




H^r^^ljhe PA-5 Moody Kit, a combination Allen 
type ^wrench and Phillips screw driver set, in 
action Jit's especially made for Radio and 
J.Vi%4lc. 






Here's the SC*5 
set. Just perfect to get at those recessed smofl 
screws in electricol work. 






m 











; / Here's the ever handy helper of the electrical 
v5 :/ % technician — the MS-2 Moody Scriber marking 
4 ^ V ^. ttiefal for closoj tolerance cutting. 





YouMI find this Set of Six 
Moody TYPE IV Jewelers' 
Screw Drivers mighty handy. 


W 


V- 






PA-5 ACTUAL SIZE 


Be sure to stock the full line of Moody Precision Small Tools. If you haven't seen the Moody line, ask 
your jobber to get them for you. 

WE’RE SURE YOU’LL DISCOVER THESE ARE NECESSARY TOOLS FOR RADIO, TELEVISION AND ELECTRONICS WORK. 


Radio’s Master — 18th Edition 

Page U-40 


Copyright by U. C, P,, Inc, 




























G-C RADIO-TV SERVICE CEMENT 


fell 


The best Cement for repairing- 
radios and speakers. Excellent 
for repairing- and replacing- 
torn cones. Vibration-proof, 
water-proof and fast drying. 
Brushes attached. 


G-C RUBBER TO METAL 
DIAL DRIVE CEMENT 


4 For cementing rubber 
drives to shafts, rubber 
mountings, gaskets, hose, 
weather stripping, for 
radios, refrigerators, 
autos, etc. 



Ask your Distributor 
for Complete 
G-C 64 Page 

FREE! 

or Write Us! 


G-C BAKELITE CEMENT 

f For cementing bakelite to 
bakelite and bakelite to other 
materials. For repairing knobs, 
cabinets, panels, for inserts in 
moldings, attaching labels to 
plastics, etc. Brush attached. 
No. List 

32-2 2 -oz. $0.70 



G-C YINYLITE CEMENT 


Clear transparent adhesive, air 
drying. For cementing metals, 
plastics, paper, leather, etc. Used 
also as thermoplastic cement for 
non-porous materials. Sets on 
cooling. Bnish attached. 


G-C HOUSEHOLD & MODEL CEMENT 

f Best cement for model 
O makers, household, and 
office use. For air- 
planes, railroads, ships, 
toys, etc. Will cement 
wood, paper, plastics, 
metal, china, ceramics. 
Fast drying, water¬ 
proof, Brush attached. 
No. List 


FABRIC TO METAL CEMENT 

For cementing cloth and felt 
to metal or plastics. Best for 
grille cloth, phono turntable 
felts, upholstering, fabrics, etc. 
Fast drying, water-proof. 


$0.50 22-2 
.50 



G-C WOOD GLUE 

f New white resin water-proof 
glue for radio cabinets, furni¬ 
ture, chairs, etc. Will not in¬ 
jure finish. Extra strong. 



;-C PLI-O-BOND CEMENT 

^ Sticks anything to anything. 

^ Cold setting, rubber-like, ther- 

X moplastic cement that dries 

rapidly with a flexible and 
>Jf very strong bond. For iron, 

steel, plastics, glass, cloth, 
'll plastic fabrics, etc. 


G-C ELECTRICAL AND 
RESISTOR CEMENT 

Heat-proof cement, hardens 
like porcelain. Same as on 
^|r resistors, flat irons, etc. 


$0.65 I 27-2 



G-C ACRYLIC CEMENT 

i Welds and cements Incite, 
plexiglas, and other acrylic 
materials. Strong, fast drying. 
Brush attached. 


G-C NE-O-PRENE CEMENT 

New G-C cement for cementing 
^ Neoprene rubber to Neoprene or 
Neoprene to other materials, such 
^1 as metals, wood, paper, etc. Easy 
^ to use, fast drying. 



G-C LABEL CEMENT 


Sticks labels to anything— 
metal, glass, wood, tin, bake¬ 
lite, plastics, etc. Good for 
cementing labels to bins, racks, 
water-proofing labels, etc. 


List No. 

$0.65 46-2 


G-C CEMENT SAMPLER KIT 

sh^ll I use ? Get this lut 

applications included so you can try ^'them 
yourself for your application. 10-2-oz. bottles 
in Kit. 



G-C CEMENT THINNER 


Made of same solvents as G-C 
Service Cement. Best thinner 
for all cements. 


G-C RADIO SERVICE SOLVENT 


Best Solvent for loosening 
cement on speaker cones, 
frames, etc. Will dissolve all 
cements on speakers. Brush 
attached. 



List No. 
$0.55 31-2 


G-C LACQUER THINNER 

Will thin all lacquers, lacquer 

P enamels, telephone black or 
gray, touch-up lacquers, air¬ 
plane dopes, model cements, 
etc. 


Copyright hy U. C. P., Inc, 



G-C No. 67 PAINT THINNER 


No.' 

67-2 


For Ruf-Koat, Krome-Koat, 
B-K Cement, Insulating Var¬ 
nish, Rubber Cements, and 
ordinary paints. 



G-C PLASTIC CEMENT 


For cementing broken plastic 
cabinets, knobs, dial and crys¬ 
tal assemblies, grille cloth, etc. 
Fast drying. Brush attached. 

2 -oz. List $0.65 
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G-C Q-DOPE THINNER 

Will cut and dissolve Q-Dope 
and other polystyrene coil 
^ dopes and cements. Will 

soften and weld polystyrene 
rods, tubes, sheets, etc. 


GX TELEV8SION CHEMICAL KIT 

Complete kit of essential 
chemicals needed for TV 
set servicing-. Saves time 
and monej^ Handy metal 
box contains 9 chemicals 
such as Corona Dope, 
Tube-Koat, Tenna-Koat, De-Ox-Id, Lens Clean¬ 
er, etc. 

No. List 

904 Kit $9.50 


G-C TELEVISION HIGH 
VOLTAGE CORONA DOPE 

Used by manufacturers and serv¬ 
icemen to prevent corona shorts 
on high voltage circuits in Tele¬ 
vision sets. Easy to apply, air¬ 
drying, It has very excellent high 
voltage insulating qualities. 


G-C TV LENS & TUBE CLEANER 


Specially prepared for cleaning 
TV lenses and CR tubes. Elimi¬ 
nates finger marks and spots, 
restores sharp, clear picture. 
Good item to sell every TV set 


G-C SILVER PRINT 

Same “Pure Silver” compound 
as used by manufacturers in 
Printed Circuit design. You 
\ need G-C Silver Print to re- 

y pair those Printed Circuits, to 

M touch up the circuit around 

I eyelets, rivets, parts, etc. Also 

P handy for experimenters, engi¬ 

neers, laboratories, etc. 

List 

1-Troy oz. $7.75 


. G-C LIQUIDOPE 

f All wave nitrocellulose base 

dope for coils. Air dries fast 
I to tough film that insures 

' toughness and firmness. Use 

for sealing, doping, supporting 

coils, etc. 

List 

2-oz. $0.65 


G-C ELECTRONIC HYPO¬ 
DERMIC NEEDLE INJECTOR 

A handy applicator on the hypo¬ 
dermic principle; for injecting 
cleaners and oils into tight places. 
Supplied with 2-oz. bottle. 

No. List 

8383 Hypodermic Keedle $0.75 


G-C RADIO CHASSIS CLEANER 


Clean the chassis and make 
extra money on every repair 
job. Satisfy your customer. For 
radio chassis, panels, testers, 
etc. Non-explosive cleaner. 

List 

8 -oz. $0.95 







GENERAL CEMENT 

TV •RADIO CHEMICALS 


G-C TELEVISION TUBE KOAT 






A black conductive 
coating for outside of 
glass TV tubes and 
for interior of cab¬ 
inets to ground high 
potential, built up 
for TV tubes. 


NEW G-C RED-X 
CORONA DOPE 

Prevent corona shorts on 
high voltage TV circuits 
with this all-new G-C prod¬ 
uct. Easy to apply. Air dries 
faster. Excellent high volt¬ 
age insulating qualities. 


-C MAG-NETIK HEAD CLEANER 

i A Cleans tape and wire recorder head 
mechanisms. Does not leave scum 
;|//| or film. Should be used regularly 

ijf for best recordings. 


1 - oz. bottle 

2 - oz. bottle 


G-C FUNGUS VARNISH 


Used on radio equipment and 
instruments to insulate and 
prevent fungus growth in 
moist or humid climates. Air 
dry, brush or spray. 


G-C INSULATING & 
DIPPING VARNISH 

For treating field coils, noisy 
or buzzing transformers and 
chokes. Air dries to a tough 
insulating film. Can be 
brushed or dipped. 

List 

2 -oz. $0.65 


G-C DErOX-ID KIT 

“Ideal for Television 
Controls” 

Handy kit contains 2-oz. of 
De-Ox-Id and hypodermic in¬ 
jector in box. 


G-C GRAFOLINE 

Noiseless lubricant for air ex¬ 
posed switch contacts, rheo¬ 
stats, relays, wire volume con¬ 
trols, tube prongs, etc. In¬ 
creases current capacity of 
switch controls. Cleans also. 

No. List 

120-2 2-oz. $0.65 







G-C TV TENNA-KOAT 

Clear plastic coating to minimize 
TV antenna corrosion, maintain 
strong signal. Also coat lead con¬ 
nections, retard moisture! Apply 
with brush. Fast drying. 


G-C NO-NOlZ TV CONTACT & 
DETENT CLEANER 

g A New secret ingredients dis- 

A solve corrosion and oxidation 

^ on contacts, stops noise on 

11 contacts, volume controls, 

tuners, detents, switches, 

111 relays, etc. 

>. List 

-1 1-oz. bottle $0.85 

■2 2-oz. bottle with Applicator 1.60 


G-C SILICONE COMPOUND 

“The miracle moisture and 
jpBf/ water-proofing compound for 
Television and FM” 

^ permanent water - proofing 
material for TV and FM leads. 


G-C 9-DOPE 

Liquid polystyrene ultra low 
loss coil dope for RF, UHP, 
and VHF components. Will not 
change R.F. circuit values. 
Performs—70°F. to 160°F. 
Use as Polystyrene Cement, too. 


G-C DE-OX-ID 

“Television Contact Cleaner” 

Liquid chemical for all elec¬ 
tronic contacts and controls. It 
cleans, lubricates, and preserves. 
Recommended for volume and 
tone controls, relay contacts, 
push-buttons, etc. Dissolves cor¬ 
rosion and oxidation. 

No. List 

19-1 1-oz. $0.85 

19-2 2-oz. 1.60 


G-C RED ELECTRONIC 
CONTACT CLEANER 


The best and only all-purpose 
cleaner. Dissolves the dirt and 
removes corrosion. Leaves pro¬ 
tective film on contacts to 
prevent corrosion. 


G-C VINYL PLASTIC 
FABRIC CEMENT 

Made for cementing vinyl plas¬ 
tic sheets together. Ideal for 
vinyl insulating' tubings, patch¬ 
ing plastic raincoats, etc. 
Dries fast. 
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G-C LUBE-REX 

^ Luhriplate—white lubri- 

cant for pnsl> buttons, 
phonoirraphs, Philco rnys- 
tery controls, g'uns, fish- 
reels, dials, etc. Pre- 
vents corrosion, repels 
water. 

List 

2-0/. Tube $0.65 

2 -0/. Bottle .65 


G-C CONTACT & CRYSTAL 
CLEANER 

Extra pure cleaner-. Fast dry- 
ing for cleaning contacts and 
crystals. Will not injure deli- 
parts. 


G-C CARBON CONTROL CLEANER 

noisy carbon controls with- 
out taking apart. Just squirt 
cleaner along shaft and job is 
(poHt''%^W done. Save money. Applicator 
supplied. 


G-C CONTACT DOPE 



$0.65 1205 


G-C CARBON-X 

New improved formula. Fix 
those old noisy carbon controls, 
touch up noisy spots on worn 
controls. Brush in bottle. 


Ideal cleaner and lubricant for 
switches, controls and con¬ 
tacts. Resists corrosion and 
oxidation. Eliminates noise. 


G-C CARBON TETRA-CHLORIDE 

§ 100 % pure for cleaning and 
degreasing electrical contacts, 
controls, motors. Absolutely 
safe—will not burn. Also kills 
bugs, roaches, etc. 


G-C COIL DOPE KIT 

For high frequency coils, ultra 
low loss. Contains 2-oz. bottle 
Polystyrene Q-Dope, 2-oz. Thin¬ 
ner, and 2 brushes. The best! 


G-C RUF-KOAT WRINKLE VARNISH 

Air Dry or Bake 




The only finish that will air dry and give pro¬ 
fessional wrinkle job without baking. Same as 
used by leading manufacturers. Apply and let 
dry. Colors: Black, Gray, Brown. (Specify 
Color.) 

No. Ljst 

60-2 2-oz. $0.65 


G-C KRYSTAL KOAT CRYSTAL 
LACQUER 


Makes beautiful floral pattern when dry 
Strictly air drying. For chassis, panels, decora¬ 
tions on metal, etc. Colors: Black, Gray. 
(Specify Color.) 

No. List 

63-2 _2-oz. $0.65 


G-C DIAL LITE COLOR KIT 


Long lasting coloring for 
dials, signals, lamps, panels, 
hobby work, etc. Red, Green, 
Blue, Amber, Purple and 
Solvent in kit. 


Kit - 5 small bottles 
Kit - 6 small Lotties 
2-oz. (Specify Color) 





G-C SPIRIT VARNISH 

Fast drying walnut spirit var¬ 
nish for touching up nicks and 
scratches. Will not raise the 
finish. 


G-C RUF-COAT UNDERCOAT 


Necessary when applying Ruf- 
Koat on porous surfaces, or on 
previously finished surfaces. 


G-C KROME-KOAT ALUMINUM 


Fast drying, ready mixed, 
leaves chrome-like finish. For 



LKroivooatJ 

PlUMINUMPAlNl 


G-C CHEMICAL LABORATORY 




PA equipment, speakers, chas¬ 
sis, towers, antennas, etc. 


Complete assortment of 20 
popular radio chemicals 
and cements in 2-oz. bot¬ 
tles put up on steel rack. 
Very neat for radio bench 
and home work shop. Steel 
rack FREE. 

List 

Lab $12.75 


G-C PENETRATING STAIN 


Spirit type stain, penetrates 
and will not injure finish. 
Cover scratches, dents, darken 
corners on cabinets, etc. Wal¬ 
nut and Mahogany. Specify. 


G-C TELEPHONE BLACK OR GRAY 

B High grade lacquer enamel 
covers well, dries fast. Black 
is satin ebony finish similar to 
telephones. Gray is pleasing 
shade. For panels, racks, parts, 
etc. (Specify Color.) 


G-C RMA COLOR CODING KIT 


Complete kit of all 
standard RMA col¬ 
ors to code resis¬ 
tors, condensers, 
parts, etc. Chart 
included. Ten bot¬ 
tles. 


G-C DELUXE CHEMICAL LAB 


Practical larger laboratory of 
popular chemicals and cements 
to fit needs of average shop— 
2-oz., 4-oz., and 8-oz. bottles. 
Larger bottles of more popular 
items. Steel rack is FREE. 




Ask Your Distributor for Comptete G-C Cotaiog 
FREE. ..or Write Direct! 
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G-C POWER SPRAY-KOAT 


G-C DIAL OIL 


No brush — no muss — no 
fuss. Your choice of eight fine 
finishes in handy spray con¬ 
tainers. Just press the special 
nozzle cap. Aluminum: Coat 
and protect antenna masts, 
speakers, PA equipment, etc.; 
dries to bright, chrome-like 
finish. Plastic: Corrosion-proof 
antennas, connectors, all 
metals, etc.; dries fast, trans¬ 
parent. Cover 100 square feet 
approximately. 



8660 Aluminum $1.79 

8665 Plastic, clear 1.79 

8754 Gray 1.79 

8755 Black 1.79 SB 

8756 Brown 1.79 

8757 White 1.79 

8758 Gold 1.79 No. 

8759 Coppertone 1.79 1245 



For lubricating dials, drives, 
and fine mechanisms. Long 
lasting. 



G-C NON-STICK 
IRON TIP COMPOUND 


Prevents soldering iron tips 
from burning into iron. Saves 
your iron and tips. 


G-C LIQUID SOLDER FLUX 


Non-corrosive flux for radio 
and electrical work. Solders 


faster, smoother. 

Vi 


G-C SOLDERING PASTE 


The best non-corrosive 
paste for radio and elec¬ 
trical work. Solders faster 
and smoother. 



List No* 
$0.65 1207 



G-C STRIP-X 


Strips enamel from magnet 
wire. Dip wire in and wipe in¬ 
sulation off—ready for solder¬ 
ing. 


G-C NON-SLIP COMPOUNDS 
Powder Compound 

For dial cords, pulleys, belts. - 

Prevents slipping. | 

•oi.jiii 11 No. List 

'ZIT ll 1210 2 ozs. $0.55 m 

Liquid IgJJm 

Penetrating liquid shrinks fibers, prevents slip¬ 
ping on dial cord and belts. 

No. List No. 

1215 2 oz. $0.65 125-2 


G-C RECORD-LIFE LUBRICANT 



Simply wipe record with 
“Record-Life” and the needle 
will glide over the record 
smoothly. Prevents record and 
needle wear; also eliminates 
noises and scratching sounds. 
Use also for making records. 




G-C REK-O-DOPE 


Required lubricant when re¬ 
cording and cutting records. 
All purpose, it cools, cleans, 
lubricates, and hardens grooves 
when cut. Rek-O-Dope will 
give better tone and longer 
life. 


G-C STA-PUT 

PHONO-GEAR LUBRICANT 

^ New “Sta-Put” lubricant for 
phonomotors, gears, shafts, etc. 
Will not run or drip-it “Stays- 
Put.” Recommended by RCA, 
G-E, and others. 



£ 







■RECO" STATIC CHASER 

Developed specially for viny- 
1 i t e records, it eliminates 
static electricity on plastic 
records and keeps records dust 
free. Also stops crackling and 
static discharge noises. Simply 
wipe it on and the job is done. 
Can be used on any type 
records. 

List 

2 oz. $0.75 


G-C PORCELAIN GLAZE 


Fills in nicks and dents on 
porcelain and duco refrig¬ 
erators, sinks, washing ma¬ 
chines, etc. Fill in and let 
dry. 




G-C SPEAKER CONE | 

RECONDITIONER | 

Apply to old dried out cones 
^ to restore plasticizer and bring 

f back original tones. 


G-C TV LINE SEAL for UHF and VHF 

g Outdoor special acrylic sealer 
for sealing TV wires, terminals, 
screws, antennas, TV Lines, 
etc. Seal it with G-C TV Line 
Seal and forget it. It will avoid 
trouble as it seals and prevents 
corrosion and loosening of con¬ 
tacts, screws, etc. 


List No. 
$1.00 17-2 


2 oz. Line Seal 
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J G-C RUBBING OIL 

Rub down newly finished or repaired cabinets to pro¬ 
duce rich satin sheen finish. 

No. Lht 

163-16 16 oz. $0.95 



G-C SCRATCH REMOVER POLISHES 

Dark 

Polish contains stains to remove scratches. Sell to 


housewives. 

No. List 

92- 2 2 oz. $0.50 

Light 

For light woods; polishes and removes scratches at 
same time. Popular with housewives. 

No. List 

93- 2 2 oz. $0.50 



G-C CREME-O-WAX POLISH 

White non-staining hard wax base polish produces a 
hard glossy finish. Excellent for radios, pianos, refrig¬ 
erators, furniture, etc. 

No. List 

95-2 2 oz. $0.50 


G-C SHELLAC STICK KIT 



Handy assortment of 10 colors to take care of 
any shade of wood. Same as in G-C Kits. 

No. List 

925 Kit $2.25 


G-C PORCELAIN PATCH STICK 


Made for white porcelain refrigerators, sinks, 
ranges, fixtures, etc. Simply melt into nick and 
smooth off. 


No. List 

908 Stick $0.50 


G-C SHELLAC STICKS 

High grade sticks for filling dents and nicks 
in wood cabinets and furniture. Sticks 7" long. 


No. 


List 

No. 


List 

929 

Lt. Walnut 

$0.55 

979 

Dk. Oak 

$0.55 

930 

Dk. Walnut 

.55 

980 

Transparent 

.55 

933 

Black 

.55 

981 

Lt. Transparent 

.55 

934 

White 

.55 

982 

Walnut 

.55 

935 

Maple 

.55 

983 

Mahogany 

.55 

978 

Lt. Oak 

.55 

984 

Blonde Maple 

.55 




G-C MAGIC SCRATCH KIT 

Combination of 6 shades fillers and light and 
dark scratch fluid. Easy to use on emergency 
jobs. 

No. List 

915 Kit $1.65 


G-C GENERAL SCRATCH STICK 

. Simply run over scratches and 
r. Handy to carry in your pocket 
emergency repairs. Also sell to 


Scratch Stik 


List 

$0.50 



NEW G-C DIAL CORD DRESSING STICK 


A new, easy way to treat slipping cords on 
dial mechanisms. Simply rub the stick on 
cord and job is done I Prevents and stops 
slipping. Carry a stick with you and save 
time. 


Dressing Stick 
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G-C SCRATCH REMOVER LIQUID 

New liquid! Removes scratches instantly. Simply wipe 
over scratches. Handy to have in tool box. 


SPECIAL PRICES TO QUANTITY USERS . . . 
ASK YOUR G-C DISTRIBUTOR FOR 
COMPLETE INFORMATION AND PRICES. 
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G-C FLOCK BLOWER GUN 

It’s easy to apply flock and be 

J_ sure to get a good job with 

the G-0 Patented Gun. Gun 
11 . can also be used for dusting 
B| and cleaning. 


lSO-3 Gun ..$4.80 

180-4IM .. .35 

Gleaning Nozzle for Gun 



mm 


GENERAL CEMENT 

CABINET REPAIR KITS 
GRILLE CLOTH 


G-C MASTER DELUXE CABINET REPAIR KIT 




Complete cabinet repair kit in 
til finishes are spirit soluble and 

P 

IHM' rounding finishes on cabinets, 

etc. Kit contains 10 shellac 
sticks, alcohol lamp, French 
^varnishes, rubbing felt and 
fluid, enamels, glue, steel wool, sandpaper, polish, directions, etc. 

No. List 

900 Kit ...$10.95 


G-C MASTER CABINET 
TOUCH-UP KIT 

A complete, fast touch-up kit for re¬ 
pairing scratches and dents. Works on 
wood and plastic cabinets. The spirit 
finishes will not cut into the adjoining 
surface or injure surrounding finish. 
Contains French varnish, emulsion, 
colored enamels, stains, polishes, and 
filler. Sandpaper, steel wool, rubbing 
cloth and directions included. Brushes attached to caps of all finish 
bottles. Put up in metal box. 


G-C FELT KOAT FLOCK KIT 



New G-C kit with special blower gun. 
Distribues flock evenly and applies a 
thick velvet-like coat. Kit is complete 
with gun, brown and ivory flock, brown 
and ivory undercoat, thinner, brush, etc. 
Gives professional job on turntables, 
cabinets, grilles, tool boxes, toys, signs, 
etc. Has thousands of applications. 


No. 

180-2 Kit 


G-C FELT-KOAT FLOCK 


Genuine Kay on Flock, length fibers 
accurately cut, give beautiful even 
finish. One pound covers approximately 
90 sq. ft.' Colors: Brown, Taupe, Blue, 
Black, Ivory, Red, Green, Silver, and 
Gold. (Specify Color.) 



No. 

180-5 2 oz. Can 

180-7 1 lb. Bag 


G-C TELEVISION GRILLE CLOTH 

j. ri television metallic grille 

Specify “A” or “B” style 


No. 


Size 

8656 

18 

"x 24" 

8657 

24 

"x 36" 

8658 

86 

" X 36' 

8659 

36' 

" wide 




G-C TV PLASTIC SARAN 
WOVEN GRILLE CLOTH 


Beautiful plastic cloth in a beau¬ 
tiful pattern. Ideal material for 
custom-built cabinets and com¬ 
mercial sound installations. 

No. 8736 List $1.65 

12" X 18" - Bronze & Gold 


No. 8739 List $9.25 

36" X 36" - Bronze & Gold 
No. 8737 List $1.65 

12" X 18" - Ecru & Ivory 
No. 8740 List $9.25 

36" X 36" - Ecru & Ivory 


included. 

No. 

901 Kit 


G-C DELUXE CABINET REPAIR KIT 

Comes in handy metal box. Contains 
ten shades of shellac sticks, bottles of 
light and dark oil stain, bottles of 
metal shading varnish, polish. General 
Skratch Stik, alcohol lamp (with 
alcohol), spatula, small brushes, steel 
wool, sandpaper, and wiping cloth. 
No special skill required. Directions 



900-14R 

936 
990 

937 

938 
161-2 
162-4 


G-C CABINET REPAIR KIT MATERIALS 


No. List 

90S Porcelain Patch Stick $0.45 
992 Shellac Stick Rubbing 

Fluid 2 oz.55 

900-llR .11 

Sandpaper, 4/0 Sheet 
900-12R .17 

Sandpaper, 7/0 Sheet, very fine 



Steel Wool Pads, box of 16 . 

Spatula, for Shellac: Stiks . 

Rubbing Felt Pad, 3 x i x Yz . 

Alcohol Lamp with Alcohol ... 

Lamp Fluid, pint . 

Varnish Stain, Walnut, 2 oz. 

Spirit Stain, Walnut or Mahogany (specify color), 

4 oz........ 

Touch-Up Brush ... 



G-C FELT KOAT KITS 

Complete flock kit with flock undercoat, 
thinner and brushes and shaker type can for 
applying flock. Colors: Brown, Blue, Taupe, 
Black, Red, Green and Gold. (Specify Color). 


DeLuxe Kit . 

Reg. Kit (No Brush or Thinner) 



G-C FLOCK UNDERCOAT 

Material is first applied on surface to be flocked. Then 
flock is applied. Used on metal, wood, paper, etc. 
Neutral color, can be used with all colors of flock. 


G-C METAL FLOCKED GRILLE SCREEN 


Very popular. Both sides flocked with 

rayon over galvanized metal screen. 

Used on radios, P.A. speakers, inter¬ 
coms, auto radios, etc. Waterproof, 

durable. Colors: Brown, Ivory, Maroon. 

Color List 

Brown $0.95 

Ivory .95 

Maroon .95 

Brown 3.20 

Ivory 3.20 

Maroon 3.20 

Brown 9.85 

Ivory 9.85 

Maroon 9.85 




Size 

8 "x 11" 

8" X 11" 

8 " X 11" 
18"x 24" 
18" X 24" 
18"x 24" 
36"X 36" 
36"x 36" 
36"x 36" 



G-C CABINET SPEAKER GRILLE CLOTH 

Beautiful modern patterns of Brown, Gold and 
light colors to match Walnut, Mahogany and Ivory 
Cabinets. Specify “Ivory” when ivory is wanted. 


Size 

18"X 20" .. 

9"xl8" . 

12" X 12" ... 

14" X 18" .. 

24"xl3" . 

18" X 13" ... 

50" Wide Cont. Igth., per yd. 
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GENERAL CEMENT 

RADIO •TV ACCfESSORIES 


G-C RCA TELEVISION TUNING BELT 

New belt for RCA Television Tnner. Used on 
M models series numbers 8TC, 8TK, 9TC, etc. (Belt 

tl ifk. 73465.) 

NO. 

"_^95_ Tuner Belt $0.50 


G-C DIAL CABLE TOOL 

Handy tool (,o aid in string-ing‘ new 
cord and replacinig cables slipped 
off pulleys and drums. It’s like an extra 
hand. Speeds up the job. 

_No. 5096 List $0.85 


G-C RECORD TURNTABLE FELT 

Re-cover phono turntables with ready cut felts. Dark brown. 



G-C 


for Quality 



.l>HOw«< S(>aiMO KIT •» 


G-C DIAL POINTERS 

Popular Replacement Pointers 
No. (a) 6801 List $0.40 

3" Rotary Pointer for 14" shaft, gold 
No. (b) 6802 List $0.40 

5" 3()0° Rotary Pointer for 14" shaft, 

gold and red 

D No. (c) 6803 List $0.40 

2" Slide Pointer, red translucent 

No. (d) 6804 List $0.40 

214" Slide Pointer, white enamel 


G-C PHONO SPRING KIT 

Kit contains assorted springs same as are 
used on phono turntables. With this kit 
you can replace the broken or weak spring 
without waiting or delay in service. 


No. 

Dia. 

List 

1292 

7 78" 

$0.50 

1293 

9 Vs" 

.70 

1294 

11 %" 

.80 

1295 

15%" 

1.45 


G-C LONG NOSE PLIERS 

\’ery handy pliers to reacli into places and 
hold parts. It’s very handy tor installing 
radio dial cords. Available in straight nose 
and curved nose styles. 


Straight Nose Pliers 
Curved Nose Pliers 



Kit of 50 $2.75 

Kit of 100 4.85 


G-C DIAL POINTER KITS 

A complete kit of assorted dial pointers. 
Pointers come in a clear transparent plastic 
case which keeps the pointers in perfect 
condition. 


I Kit - 10 pointers $3.25 

> Kit - 25 pointers 5.50 


G-C HANDY PICK-UP TOOL 

Very handy for every one. Picks up 
pieces in hard-to-get-at places. Will 
hold and start screws, nuts, etc. Will 
pay for itself in short time. 

No. 5089 List $1.65 




G-C TELEVISION ALIGNMENT 
TOOL KITS 

G-C Television Tools are the best quality 
tools you can buy. They are made specially 
for Television work and are all designed 
to give you long service. The steel tips are 
all extra thin and are of the best grade 
hardened steel that will give you service. 
Kit contains 16 essential Tools. 

No. 8280 List $12.90 

’I’V Kit in Leatherette Case 
No. 8281 List $12.90 

Kit supplied with Bench Stand 


G-C NX ALIGNING KIT 


Popular approved Army-Navy Kit for all sets. Four¬ 
teen tools. Contains Nos. 5004, 5011, 5017, 5015, 
5016, and leatherette case. 


G-C TE-45A NEUTRALIZING KIT 

Approved by U. S. Signal Corps. All popular 
balancing tools to make an all purpose kit. Con¬ 
tains two each Nos. 5051, 5062 and one each 
Nos. 5019, 6008, 5000 and 8" screwdriver in 
roll-type leatherette ease. 


G-C PROFESSIONAL ALIGNMENT TOOL KITS 


Complete kits. Be prepared to serv¬ 
ice every set with these DeLuxe 
Alignment Kits. In a handy roll- 
type leatherette case or a steel par¬ 
titioned box. Kit contains 30 Tools. 




Kit in Roll-Type Case 


G-C ALL-PURPOSE ALIGNMENT TOOL KIT 


Seventeen tools designed into nine basic tools 
some of which telescope into each other. Roll- 
type leatherette case. Includes Nos. 5001, 5003, 
5004, soil, 5016, 5017, 5053, 5056, 5057. 


G-C VEST POCKET ALIGNING KIT 

Easy-to-carry all-purpose kit. Four tools with tele¬ 
scoping parts making them equivalent to six. Con¬ 
tains Nos. 5012, 5000, 6003, 5004 and leatherette 
case. 
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G-C "SHORTY" TV 
ALIGNMENT 
SCREWDRIVER 

y Only 2" long-, fits No. 4 
L and 6 studs. Unbreakable 
1 plastic, spring steel tips. 


Handy new long reach TV 
aligner with insulated metal 
shaft and nylon tip that can be 
replaced. Very sturdy tool for 
TV work. 12" long overall. 

No. List 

8607 TV Tool $1.80 
8608-E .30 

Nylon Eeplacement Tip for 8607 


Handy alignment tool made of 
clear plastic. Has metal tip one 
end and a recessed tip on other 
end. Tool 6" long, %" diameter. 
Tip Ys" wide. 


Unbreakable flexible clear plastic 
shaft, amber plastic handle, 7" 
long overall. Very handy and 
universal all-purpose alignment 
topi. Spring steel tips. 


G-C TELEVISION 
6" DUPLEX ALIGNER 


All-purpose, for trimmers, I.F. 
transformers, coils, etc. Driver 
and recess tips. 


NEW G-C LONG ARM 
TV TOOL 


Extra-long-reach for those hard- 
to-get-at places like Zenith sets 
and others. 18" long. 


G-C TELEVISION 
CHANNEL TUNING TOOL 


Designed for Television receivers, 
for making channel adjustments, 
etc. Completely insulated, non- 
metallic tool with long Vs " 
narrow blade. Overall length of 
tool approx. 7". Made of bone 
fibre. 

No. List 

8195 TV Tool $0.90 


G-C TELEVISION 
ALL-PURPOSE ALIGNER 


Specially made for TV I.F. ad¬ 
justments, with a plastic handle 
and a hard fibre shaft. Very thin 
spring steel tip is recessed so 
the tool will guid.e itself over 
the screws. 


G-C TELEVISION 2-IN-1 
9" LONG-REACH 
DUPLEX ALIGNER 


For hard-to-get-at No. 4 and 6 
studs. Spring steel recessed tips, 
color coded. Unbreakable. 


G-C TELEVISION 
ALIGNMENT TOOL 


TLl38a vj 


G-C TELEVISION 2-IN-1 
7" DUPLEX ALIGNER 


For No. 4 and 6 studs, color 
coded for easy identification. 
Spring steel recessed tips. 


G-C TELEVISION 
ALIGNING WRENCH 



G-C K-TRAN TOOL 


Special short sturdy tool with a 
fine metal screwdriver blade to 
adjust Television and FM sets 
while they are in the cabinet. 
Only 2%" long overall. 


G-C TELEVISION 
AND FM TUNING TOOL 


Special short tool with fine re¬ 
cessed screwdriver tip for Tele¬ 
vision and FM adjustments. 
Makes those difficult adjustments 
when set is installed in console. 
Only 2^" long. Made of bone 
fibre. 

No. List 

8196 TV Tool $0.60 


G-C PHONO DRIVE KIT 




New Television tool with " 
square socket wrench, shaft 
with insulated handle. Approxi¬ 
mately 6" long. 

No. List 

5080 Television Wrench $0.85 


G-C TELEVISION 
CORE ALIGNER 


Ideal Television Tool 

Specially designed for K-Tran 
and I.F. transformers. Made of 
bone fibre, screwdriver on both 
ends. 


G-C TELEVISION I.F. 
OSCILLATOR ALIGNER 


For Motorola, Stewart-Warner, 
Belmont, etc., using Stackpole 
or other stud type cores that are 
not slotted. Made of hard fibre 
6 " long with a milled steel in¬ 
sert on one end and a thin screw¬ 
driver blade on other end. 


Core Aligner $ 


G-C DELUXE 
ALIGNMENT KIT 



For I.F. and oscillator adjust¬ 
ments. Fits all makes of sets, 
RCA, G-E, Philco, Admiral, etc. 
Made of plastic handle and steel 
shaft. Blade is extra thin spring 
steel for long life. 

No. List 

8272 TV Osc. Tool $1.20 


G-C STANDARD 
TELEVISION ALIGNMENT 
TOOL KIT 


Kit of 50 assorted phono drives, 
saves you time and inconven¬ 
ience. Drive assortment based on 
average popularity. Packed in 
envelopes for easy identification; 
ideal for the bench or on the job. 


Fourteen most popular tools in¬ 
cluding Flexible Shaft Screw¬ 
driver and Tuning Wand, de¬ 
signed into seven basic tools. 
Contains Nos. 5002, 5004, 
5011, 5014, 5016, 5017, 5019. 
In leatherette roll-type case. 


Here’s a popular low-priced 
alignment kit that has the latest 
essential tools for Television 
Sets. Specially engineered for 
Television Sets. A real value in 
roll-type case. 

No. List 

8455 TV Kit Complete $7.65 
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GENERAL CEMENT 

RADIO-TV ALIGNMENT TOOLS 


G-C TELEVISION ZENITH 
UNIVERSAL ALIGNER 


G-C TELEVISION "SHORTY" 
DUPLEX ALIGNER 


G-C TELEVISION LONG REACH 
ALIGNER 


Made for Admiral. Zenith, RCA, and other sets 
to adjust nested iron cores and make front end 
adjustments. The blades are extra thin, made 
of bone fibre and are extra long. 


8274 Long Reach Aligner $1 


G-C TELEVISION DUPLEX ALIGNER 


Designed for Zenith and other sets. Made of bone 
fibre and plastic handle, it has a thin fibre screw¬ 
driver on one end and a recessed extra thin spring 
steel tip on the other end. 

No. List 

8275 TV Universal Aligner $0.80 


G-C TELEVISION TUNING WAND 


Made of extra thin flexible plastic material to fit 
small coil openings in TV sets. Brass insert on end 
reduces Inductance and iron core on other end 
increases the inductance. 

No. List 

8278 TV-Tuning Wand $0.55 


G-C NEW! TELEVISION 2-IN-1 
ALIGNMENT TOOL 


Made of molded nylon, has a hex wrench on each 

end. For Zenith, Admiral. Hoffman, G.E., RCA, 

and others using the hex type slug tuners. 

No. List 

8606 Tool $0.55 


G-C "STRATO" TUNING WAND 


_ All purpose TV aligner for trimmers and I.F. trans- 

formers. Made of bone fibre with extra thin spring 
steel tips. One end has a projected tip, the other 
For trimmer and I.F. transformers where space is has a recessed tip, 

limited. Bone fibre with extra thin hardened spring No. List 

steel tips. One end has a projected metal tip, the 8276 Duplex Aligner $0.80 

other end is recessed. 

No. List 

8277 TV Shorty Aligner $0.80 


G-C ZENITH TV WRENCH AND ALIGNER 


G-C TELEVISION CORE ALIGNER 


New plastic molded special tool made specially for 
Zenith TV sets. One end has a plastic hex wrench 
and the other end a small screwdriver tip. 

No. List 

8282 Zenith TV Tool $0,55 


G-C DUPLEX ALIGNMENT SCREWDRIVER 


Low-inductance Metal Tip on both ends made of 
Genflex material. One end is and other end is 
for small holes. Strong, completely insulated. 
No. List 

5001 Alignment Screwdriver $0.85 


G-C NO-METAL INSULATING 
ADJUSTMENT SCREWDRIVER 


For hard-to-reach places. Has a recessed steel 
milled slot to fit over Stackpole and other type stud 
cores not slotted. Steel insert pinned in a fibre 
shaft for extra strength. 

No. List 

8279 TV Core Aligner $1.10 


G-C ALIGNMENT SCREWDRIVER 


Low-inductance Metal Tip Screwdriver made of 
Genflex—strong, completely insulated. Very popu¬ 
lar all-around alignment tool. Two sizes—and 
diameter. 

No. List 

5000 Diam. x 6" Tool $0.45 

5088 Diam. x 6" Tool .45 


G-C RCA ALIGNING TOOL 


Made of Genflex. Brass cylinder on one end, iron 
core on other end. Used for adjusting and checking 
coils. Inserting iron core end increases inductance; 
inserting brass end lowers inductance. 

No. List 

5002 Tool $1.10 


G-C INSULATED HEX WRENCH AND DRIVER 


Made Of black bone fibre. Indispensable for aligning Made "f >4'' bone fibre Narrwscrevvd^^^^^^ 
all-wave sets. Will give long service. Ends can be '"d eihil. t™ L? .Jd 


re-ground, , , . 

No. List 

5004 7" Long $0.45 

Low-Loss Polystyrene Type—Ideal for UHF Sets 
5008 7" Long _^ 


G-C DUPLEX NO-METAL ALIGNMENT 
SCREWDRIVER 


RCA sets and others for coil and push-button 
adjustments. 

No. List 

5003 Tool $0.85 


G-C NON-EXTENSION TYPE 
WRENCH AND DRIVER 


Combination hex wrench and insulated screwdriver. 
The screwdriver may be extended from handle to 
provide extra long length. No metal parts. This is 
an all fibre tool. 

No. List 

5005 Extends from 7-13" $0.85 


G-C ALLIGATOR WRENCH 
AND SCREWDRIVER 


For RCA, Philco and others. Made of hone 
fi^bre and strong metal wrench on one end and metal 
screwdriver tip on other end. 

No. List 

5011 Tool $0.55 


G-C 4-IN-1 ALIGNMENT TOOL 


This is the most popular alignment tool for most 
receivers. Made of bon© fibre, combination tool. 
Consists of screwdriver with metal nib, Hex 

Wrench slotted and Hex Wrench on other end. 

No. List 

5014 Tool $1.00 


G-C DUPLEX INSULATED WRENCH 
ALIGNMENT TOOL 


Made of bone fibre with Hex Metal Wrench 
one end and Hex Metal Wrench on other end. 

No. List 

5017 Tool $1.40 


BAKELITE NEUTRALIZING TOOL 

U. S. Army TL-207 


.."TL- 2DJ 


Genuine molded bakelite. Combination screwdriver 
and Hex Wrench. Approved by U. S, Army 
Signal Corps, 

No. List 

5027 Tool $2.85 


Made of hard bone fibre or Polystyrene—blade 
on one end and blade on other. 6" long. A 
dual purpose alignment screwdriver. Ends can be 
re-ground. 

5009 Bone Fibre—6" $0,45 

50(0 Polystyrene—6" ,45 


G-C WRENCH AND SCREWDRIVER 
ALIGNING TOOL 


Made of bon© fibre with Hex Wrench on 
one end and screwdriver with metal nib on other 
end. This is a very bandy alignment tool and 
wrench. 

No. List 

5013 Tool $0.95 


Bone fibre, combination tool. Consists of Screw¬ 
driver with metal nib, Hex Wrench, Hex 
Side Wrench and Hex End Wrench slotted. 

No. List 

5016 Tool $1.65 


Same as No. 5005 except screwdriver is permanently 
attached in wrench. Length not adjustable. Overall 
length is 6". 

No. List 

5007 Tool $0.45 


G-C ALLIGATOR AND WRENCH 
ALIGNING TOOL 



G-C TELEVISION AND PUSH-BUTTON TOOL 


IS 




“Around 

the 

Corner" screwdriver for 

radio work. 

Approved 

by 

U, S. Army and Navy. 


No. 



List 

5019 

_ 

Tool 

$2.25 



HEX INSULATED FIBRE ALIGNING 
WRENCHES 


G-C SCREWDRIVERS 


Insulated screwdrivers for radio work. No. 5056 
for radio knobs. No, 5057 regular type for all- 
around radio use. 

No. Blade List 

5056 3"x%" (Small) $0.30 

5057* 3" X (Large) .80 


Hexed full 
when worn. 

length 

inside, so 

Hex Size 

end can 

be cut off 

No. 

Length 

Across Flat 

Diam. 

List 

5051 

5" 


^ " 

$0.40 

5052 

5" 

1 / 4 " 

%" 

.33 

5053 

6" 

1 / 4 " 

%" 

.36 

5054 

8" 

¥4" 


.40 

5055 

12" 

1 / 4 " 


.55 
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G-C TELEVISION AND TRIMMER TOOL 


G-C TEST MALLET. SCREWDRIVER 
AND TUBE TAPPER 


G-C TEST PROBE 


Handy tool to adjust smallest size trimmer con¬ 
densers, Screwdriyer is diameter. Other end 
has a hex nut wrench. 


Trimmer 6" Long 


G-C ALIGNMENT TOOL FOR 
PHILCO, RCA. ETC. 


Handy tool made with insulated screwdriver on 
one end and rubber mallet on other end. Very 
handy foir tapping tubes to And shorted or inter¬ 
mittent tubes. 

No,. List 

5081 Tool $0.70 



For neutralizing air trimmer condensers on air sets. 
Made of Fibre. Metal clip on end. 


G-C TELEVISION AND TRIMMER TOOL 



G-C INSPECTION MIRROR 


A short neutralizing tool for work in close quarters. 
Sets can be adjusted without removing from, cab¬ 
inets. A very handy tool. 

No. List 

5084 Tool $0.65 


G-C TELEVISION AND PUSH-BUTTON TOOL 


A specially-designed tool for adjusting iron core 
I.F. and R.F. transformers, coils, alignment con¬ 
densers, and push-button tuners. Used on Bendix, 
BCA, and others. Metal tip on one end, other end 
recessed tip. 

No. List 

5087 Tool $0.85 


ZENITH PUSH-BUTTON WRENCH 


Handy new test probe to “dig in” and find the 
trouble. Fibre point on one end. Metal hook on 
other end. Excellent for locating loose connections 
and shorted parts. 

No. List 

5082 Tool $0,65 


G-C ALIGNMENT WRENCH FOR 
PHILCO, RCA, ETC. 


Excellent for neutralizing air trimmers on many 
models, RCA-Victor, Philco and others. Has 
Hex Wrench on one end and metal hook on other end. 

No. List 

5085 Tool $1.65 


G-C ALIGNMENT SCREWDRIVER 


Low inductance metal tip screwdriver made of Gen- 
flex—strong, durable, completely insulated. 
diameter. 

No. List 

5068 6" Tool $0.45 


G-C CONTACT ADJUSTER 



Inspection Mirror for hard to see places. 


G-C WIRE STRIPPER 

5-in-l tool. Wire stripper, scraper, 
iX cutter, screwdriver, and Wire winder 
all in one. Tempered steel. 

y No. List 

^ 757 $0.45 


G-C TV PLASTIC PLIERS 




Special wrench necessary to use in adjusting Zenith 
push-button radios. 

No. List 

5094 Zenith Wrench $0.20 


G-C NEUTRALIZING AND ALIGNING TOOL 




n 

Ideal for 

U. S. Army TL-iSS-A 

all-around tuning and aligning. 

j-j 

6" long. 

No. 


List 

5098 

Tool 

$i.l0 


G-C TUBE AND PARTS EXTRACTOR 



Insulated long-nose pliers, shock-proof. High im¬ 
pact bakelite. Handy for picking up nuts and bolts 
when set is “hot." 


G-C AMO MINIATURE TUBE PULLER 

f (Pat. Pending) 

Prevents burned fingers and 
broken tubes. Makes it easy 
to remove and install tubes 
such as 6AG5, 50B5, etc. 
Works on vacuum principle. 
Operates just by pressing 
on the tube. Releases tube 
by pressing button. Tube 
, protected by rubber sleeve. 

where your fingers 

..can’t reach. Sturdily con- 

■“i'!' structed. 


For 7-pin tubes 
For 9-pin tubes 


G-C TV "HIGH-VOLT'' SAFETY 
PROBE AND TESTER 


Check TV high voltkge cirfcuits quickly. Tester 
glows when okay. Handy for H.V. rectifieir tubes, 
transmitters, output and Xmitter tubes. 




A handy tool to adjust contacts on switches, relays 
on pin ball machines and radio sets. 

No. List 

5095 Contact Adjuster $0.25 



U. S. Signal Corps Part No. TL-201 

Handy prong tool for extracting tubes and picking 
up parts. Rubber cushions on prongs. 

No. List 

5092 Tube Extractor $1.65 


^ G-C SOLDERING 
IRON TIPS 

Best grade hard-drawn 
copper, bright plated to 
resist corrosion. Heats 

fast and holds heat. 

No. Tip List 

724 lA" X Z" $0.50 

725 ^"x4%" .65 

726 .70 

727 3^" X 4" .85 


G-C AUTO RADIO TUNER 


Ideal for adjusting auto radios and to turn controls 
when radio is removed from car and cables dis¬ 
connected. Square tip and V-tip ends to fit various 
type shafts. 

No. List 

8285 $0.45 


G-C MINIATURE TUBE PIN STRAIGHTENER 

Saves tubes! Straightens without dam- 
iaL.~Jk age the pins on miniature tubes such 
AVL-mA 6AK5, 9602, etc. Insert tube 

precisian base die find tube prongs 
are straightened and properly spaced. 
All metal. 

No. List 

9191 Fmr 7-pin tubes $1.29 

8109 For 9-pln tubes 1.25 


G-C FUSE PULLERS 


For cartridge fuses. Heavy duty construction of high 
dielectric material. 

No. List 

5525 Midget size, for fuses %" by %" $0.65 

5526 Large size, for fuses by iVz" 1.35 


G-C LONG-REACH TV AND RADIO 
LUBRICATOR 

^ For hard-to-reach radio and TV 
controls, bearings, phono motors, 
( grease and 

\ 'n n lisht oil. Clear transparent plas- 

\ ^IQL)-A tic, long tube. 

No- 

8690 $0-80 


G-C SPEEDEX SLIM-TYPE 
SOLDER IRON TIPS 

New high-heat turn-dovra tip made 
of one-piece copper. Fits %" iron. 
Tip 4%" long. 

No. List 

8741 $1.00 


/V A G-C DUPLEX TUBE PIN 

STRAIGHTENER 

^ fhbe pin straightener for 
both miniature and jumbo mln- 
iature tubes of the 7 and 9 pin 
types. Pins on either type can be straightened by 
inserting in receptacle. Preciaioh constructed steel 
dies molded in colorful plastic. 

No. List 

8659 Duplex Pin Straightener $2.90 
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GENERAL CEMENT 

RADIO*TV DIAL CORDS, CABLES 
and BELTS 


G-C No. 75 STANDARD THIN NYLON CORD 

_ .028" diarn. Most popular; used ou 

-^5% of sets. Braided nylon over fibre 
j^SSslSmW^ glass core. In plastic container. 


Insist on G-C 
for Every 
Radio-TV 
Service Aid! 


No. 

Spool 

List 

75-25 

2 5 ft. 

$1.40 

75-50 

50 ft. 

2.65 

75-100 

100 ft. 

4.95 

75-11 

Env. 

.45 



G-C No. 70 BRAIDED BRONZE CABLE 

.04 0" diameter; used on radio dials, instruments 
for aircraft reel-in antenna cable. Phosphor 
bronze braided over fibre glass core for strength. 
sJfeA In plastic container. 


No. 

Spool 

List 

70-25 

25 ft. 

$1.30 

70-50 

50 ft. 

2.65 

70-100 

100 ft. 

3.80 

70-11 

Env. 

.45 


G-C No. 75-A EXTRA THIN NYLON CORD 

.025" diarn. Used on RCA, GE, Strom.-Carl., etc. 
Braided nylon over fibre glass core. In plastic con- 
1 , 1 ^ tainer; 

No. Spool List 

75A-25 25 ft. $1.40 

75A-50 50 ft. 2.65 

75A-100 100 ft. 4.95 

75A-11 Env. .45 


G-C No. 71 42-STRAND BRONZE CABLE 

.04 0" diameter; 42 strands twisted phosphor 



G-C No. 73 HEAVY NYLON CORD 

.062" diameter; used on Philco, Majestic, Bruns¬ 
wick, etc. Very strong, chemically treated to pre- 
y vent slipping. In plastic container. 


No. 

Spool 

List 

73-25 

25 ft. 

$1.90 

73-50 

50 ft. 

3.25 

73-100 

100 ft. 

5.50 

73-11 

Env. 

.45 



G-C No. 76 SPECIAL THIN BRONZE CABLE 

.025" diameter. Braided bronze as used on GK, 
RCA, and others. Also for flexible coTinections on 
speakers, cones, etc. In plastic container. 


No. 

Spool 

List 

76-25 

25 ft. 

$1.40 

76-50 

50 ft. 

2.65 

76-100 

100 ft. 

4.95 

76-11 

Env. 

.45 




G-C SERVICEMEN’S DIAL BELT KITS 

(General Cement Belts are approved replacements for all sets. They are made of best quality material and 
will not stretch. They are specially treated to prevent slipping. They are the best. Sizes aWilable for all 
sets. They are easy to install as they are made to fit. No adjustments necessary. 


BELTS — 50c List Each 

Servicemen! Have an assortment of belts on band 
for prompt replacement. Kits contain only the more 
popular belts used. KIT INCLUDES ATTBAO- 
ITVE STEEL BOX—^BELT SCALE AND COM¬ 
PLETE LISTING OB" OVER 1100 MODELS. 


G-C SERVICEMEN’S 
KITS 

List Price 

No. G-25—Kit of 25 popular belts.$13.95 


INSTRUCTIONS —FOR MEASURING BELTS 

To determine size of belt, if the old belt is available, cut the belt and measure for stretched out length. This will be “cut length” of belt. 

If old belt is not available or is worn out so that it cannot be properly measured, stretch a thin thread around belt pulleys on set. (Be sure to use thin thread 
as a thick cord will give an inaccurate reading.) Measure the thread, it will be our “circumference around pulleys." In measuring belts always remember that the 
circumference around pulleys is not the same as stretched out or cut length. A belt when cut, develops approximately jh" extra length when stretched out, de¬ 
pending on thickness of belt. 


G-C RADIO BELT SPECIFICATIONS 


LISTED AS PER BELT SIZE 


6-23/32" 

6-55/64" 

6-57/64" 

6- 15/16" 

7- 1/64". 
7-1/4". . 
7-9/32". 
7-13/32" 
7-15/32" 
7-1/2". . 
7-35/64" 
7-11/16" 
7-3/4". . 

7- 15/16" 

8- 1/64". 
8-1/32". 
8-3/82". 
8-3/16". 
8-13/64" 
8-15/64" 
8-25/64" 
8 - 1 / 2 ". . 
8-21/32" 
8-39/64" 


Copyright by U, C. P., Inc. 


Circumference 

Around 

Pulleys 

Cut 

Length 

G-C 

Belt 

No. 

Circumference 

Around 

Pulleys 

Cut 

Length 

G-C 

Belt 

No. 

8-43/64",.. 

8-55/64" 

... 112 

11". 

11-3/16" . 

135 

8-11/16". . . 

8-7/8" . 

... 160 

11-5/64"_ 

11-17/64" . 

130 

8-13/16". . . 

9" . 

... 167 

11-9/64"_ 

11-21/64" ..... 

131 

9-1/16"_ 

9-1/4" . 

... 117 

11-5/32"- 

11-15/32" . 

137 

9-13/64" . . . 

9-25/64" 

... 115 

11-3/16"- 

11-3/8" . 

171 

9-19/64". . . 

9-31/64" 

... 163 

ll-9/32"x5/16 

"Il-15/32"x5/16" 

I3IW 

9-.5/16". 

9-1/2" , 

... 116 

11-3/8". 

11-9/16" . 

134 

9-17 ''32" 

9-23/32" 

... M9 

11-25/64"... 

11-37/64" . 

136 

9-7/8". 

1 0-1/16" 

... 123 

n-7/16". . . . 

11-5/8" . 

173 

9-09/64". . . 

10-7/64" 

... 127 

11-21/32".. . 

11-27/32" . 

194 

10-1/16"_ 

10-1/4" . 

... 126 

11-3/4". 

11-15/16" . 

141 

10-1/4" . 

10-7''16" . 

... 164 

11-13/16"_ 

12 " . 

143 

10-17/64". . . 

10-29/64" 

... 124 

12". 

12-3/16" . 

138 

10-19/64". . . 

10-31/64" 

... 128 

12-1/32". 

,12-7/32" __ 

154 

10-23/64" . . . 

10-35/64" 

... 118 

12-3/32". 

12-1/4" . 

142 

10-3/8" . 

10-9/16" . 

... 122 

12-7/32". 

12-13/;{2" . 

140 

10-20/64". . . 

10-.3 7/6 4" 

... 125 

sti'aight belt.. 

12-7/16"-str. belt 

193 

10-1/2". 

10-11/16" 

. 152 

12-9/32". 

12-15/32" . 

139 

10-41/64" . . . 

10-53/64" 

129 

12-1.5/32"_ 

12-21/32" . 

144 

10-11/16". . . 

10-7/8" .: 

... 121 

12-1/2"...... 

12-11/16" . 

178 

10-45/64". . . 

10-57/64" 

... 120 

12-39/64"_ 

12-51/64" . 

145 

10-27/32". . . 

11-1/32" . 

... 180 

12-13/16"_ 

13" . 

168 

10-61/64" . . . 

11-9/64" . 

... 133 

13-3/16". 

,13-3/8" . 

146 

10-31/32". . . 

11-5/32" . 

... 132 

14-7/32". 

14-13/32" . 

186 


LISTED AS PER BELT SIZE 


G-C Circumference 
t Around 
No. Pulleys 

. 135 14-27/64"_ 

" . 130 14-33/64"_ 

" ..... 131 14-57/64".... 

" . 137 15-1/64". 

. 171 15-17/64"_ 

J"x5/16" 13 IW 15-7/16". 

. 134 15-13/16"_ 

" . 136 straight belt. .. 

. 173 15-61/64"_ 

" . 194 16-19/64".... 

" . 16-27/64".... 

. >43 16-15/16"_ 

. 138 17-1/16". 

•••••• 17-13/32".... 

str. belt 193 M . 

l^Q -18-1/2 . 

. 44 18-9/16". 

. 52 19-7/16". 

. 145 19-47/64"_ 

,68 21 - 5 / 16 "..... 

. 146 22-35/64"_ 

" . 186 22-19/64".'... 
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G-C DANDY TEST LITE 



New neon test lite for checking radios, tele¬ 
vision sets, fuses, circuits, etc. Simple, safe 
and dependable for tracing all kinds of trouble. 
Use on voltages of 60 volts AC to 550 volts 
AC or DC. 


G-C STANDARD SPEEDEX 
V WIRE STRIPPER I 

Fast operating precision made 
hand tool for stripping insulation 
from all types of wire. Very easy 
1 to operate. Strips 750 to 1000 
I wires per hour. Used by girls or 
\ men. All blades are interchange- 
y able and easily replaced. 

Standard Models 
Wire List 

12 to 20 $6.60 

14 to 30 6.60 

10 to 18 6.60 

8 to 10 6.60 

16, 18, 20, 22 6.60 
14, 16, 18 6.60 

10, 12. 14 6.60 

For #18 P.O. 

S.J. or parallel wire 6,60 

For the new 300-Ohm 
television and FM 

transmission line 6.60 

For 10, 12, 14, 16, 18, 20 

22 wire 6.60 


WIRE STRiPPERS • TEST LEADS 
TEST IITES 



G-C AUTOMATIC SPEEDEX 
WIRE STRIPPER 

Similar to standard models except 
has the “stay open feature" with 
the new Speedex “Trig-O-Matic 
Action." Automatically holds jaws 
open until wire is removed, and 
prevents bending or crushing of 
fine wires. Has on-off mechanism 
so tool can be used as standard 
model if desired. 


Automatic Models 
Wire 
12 to 20 
14 to 30 
10 to 18 
8 to 10 

16, 18, 20, 22 

14, 16, 18 

10, 12, 14 

For #18 P.O.S.J. 

or parallel wire 

For the new 300-Ohm 

television and FM 

transmission line 

For 10, 12, 14, 16, 18, 20, 

22 wire 


G-C HEAVY DUTY SPEED-O-MATIC 
WIRE STRIPPER 

Si Improved version of the “744" series, 
ideal for production line. Delayed return 
I action. Will not crush stranded wires. 
\\ Sturdy, easy to use. Interchangeable 



G-C SPEEDEX WIRE STRIPPER KIT 

Wire stripper complete with seven different 
size blades put up in a specially designed 
permanent steel box. For wires No. 8 to 
No. 30. 


Standard Stripper Kit, 
with blades $15.60 

DeLuxe Automatic Stripper 
Kit, with blades 17.25 



No. 

Wire 

List 

List 

766 

10 to 20 

$8.25 

$8.25 

766-A 

14 to 30 

8.25 

8.25 

766-B 

10 to 18 

8.25 

8.25 

766-C 

8 to 10 

8.25 

8.25 

766-D 

16, 18, 20, 22 

8.25 

8.25 

766-E 

14, 16, 18 

8.25 

8.25 

766-F 

10, 12, 14 

8.25 

8.25 

766-G 

For #18 P.O.S.J, 




or parallel wire 

8.25 

8.25 

766-H 

For 300-Ohm TV & FM 




twin transmission line 

8.25 


766-1 

For 10, 12, 14. 16. 


8.25 


18. 20, 22 wires 

8.25 


766-M 

10 to 20 

8.25 

8.25 

766-N 

Straight cutter blades 

8.25 

G-C SPEEDEX 

REPLACEMENT BLADES 


Fit standard and automatic models. Blades interchangeable. 

No. 



List 

3W 

12 to 20 


$i.65 

3W-A 

14 to 30 


1.65 

3W-B 

10 to 18 


1.65 

3W-C 

8 to 10 


1.65 

SW-D 

16, 18, 20, 22 

1.65 

3W-E 

14, 16, 18 


1.65 

3W-F 

10, 12, 14 


1.65 

3W-6 

Blades for parallel 



#18 P.O.S.J. or similar 

i.65 

3W-H 

Blades for the new 300-Ohm 



television and FM twin transmission line 

1.65 

3W-I 

10, 12, 14, 

16, 18, 



20 , 22 wire 


1.65 


Speed-O-Matic Kit 


When Blades for 766 Series Stripper are wanted 
specify 2W — Instead of 3W. 



No. 8463 
No. 8464 


G-C SPEEDEX TRIG-O-MATIC 
PLATE 

Converts any standard Speedex Strip- 
^ per to an Automatic Model. 

^ No. List 

756 Trig-O-Matic Plate, only $2.20 


G-C UNIVERSAL TYPE 

n TEST LEADS 

Heavy duty 6000-volt leads 50" 
long, made with unbreakable 
I plastic handles 6" long with 

solderless type tips. Other end 

I w \lf comes with standard banana 
B D plugs, interchangeable for spade 
I lugs, 'phone tips, and alligator 

clips. Supplied complete. 
Universal Test Leads List $3.00 

Same, but supplied with needle 
point prods List 3.00 


For insulating your hand tools. A supply of in¬ 
sulating tubing in assorted sizes to insulate all 
types of handles on pliers, cutters, screw driver 
blades, etc. Simply soak tubing for a few minutes 
in G-C Service Solvent. The tubing will swell. Slip 
it over the handles and allow to dry. It will shrink 
on drying, (G-C Service Solvent is not included 
In kit.) 

No. List 

8II8-E Env. Asstd. Tubing $0.45 


G-C 

INSPECTION LITE 


Operates on 110-120 
volts AC or DC, Cord 
approximately 6 feet 
long. 

List 

Inspection Light $2.25 

Replacement Bulb for #705, .20 

Clear Plastic Shield .10 


G-C MASTER TEST LEADS 

The best test leads 
long, 

I Y—.'" I 6000-volt, heavy duty 

1 test prods, solder less 

type. Flexible leads 
, Xgy*—vun through handles 
and are fastened under the knurled collar on the 
tips. Available with either the attached angle tips 
or the straight solderless type tips. 

No. List 

5050 With Solderless type Straight Tips $1.85 
8459 With Angle type Test Tips 2.10 


G-C THIN TY PE TEST LEADS 

I This is a handy pair 

- * of test leads for hard- 

X to-reach places. Made 
with slim, plastic 
mf handles with long, slim 
insulated test rods attached. Made with 50" of 
6000-volt test lead wire. Comes equipped with angle 
type phone tips. . . ^ 

No. List 

8465 Thin Type Test Leads $2.10 


G-C NE-O-LITE WIRE 

Wire same as used on Ne-O-Lite Testers, 
stranded, rubber covered with a red 
lUI black braid, varnished. For ignition 

otL hi wiring, motor wiring, etc. Red or Black. 
Specify color. 

No. List 

5113 100 ft. $4.15 


G-C NEEDLE POINT TEST LEADS 

Heavy duty 6000-volt test 
/ leads, 50" long, made 

With unbreakable plastic 
F/ handles 6" long with 

y needle type chuck and 

needle to penetrate insu¬ 
lation. Available with either the attached angle tips 
or the straight solderless type tips. 


With Solderless Straight Tips 
With Angle type Test Tips 



G-C 

TWEEZERS 
AND KIT 

For the shop or 
f laboratory to pick 
up and examine 
small parts, start 
screws and nuts, 
to get in hard-to- 
get spots, string¬ 
ing dial cord, etc. 



^ G-C NE-O-LITE 



A simple, safe, electrical cir- 


cuit tester for voltages 

from 


60 volts AC to 550 volts AC 


or DC. Used for radio. 

elec- 

W J7 

trical and automotive testing. 


Molded plastic. 


r 

No. 

List 


5100 Ne-O-Lite 

$0.60 


G-C RESISTOR FOR NEON LAMP 




Tweezer Kit, beautiful leatherette 
case and one each tweezers described 
below. 

6 %" Self-closing tweezer. Opens 
when squeezed. Serrated, blunt 
points. 

6 %" Heavy-duty type with slide 
lock feature. Holds wires or parts 
tight. Serrated, .blunt points. 

4%" Precision-Tweezer, Narrow 
pointed ends for delicate work. 


G-C 

NEON GLOW LAMPS 


Required resistor when usin? No. 717 neon lamp 
on voltages of 60 to 550 volts AC or DC. Connect 
in series. , . ^ 

No. List 

718 $0.07 


NE'-T2 lamp as used in 
testers, appliances, as pilot 
light, etc. 
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P GENERAL CEMENT 

TEST PRODS • PLUGS • TIPS 




G-C LOW-LOSS 
DELUXE TEST PRODS 

New polished low-loss material. 
Non-breakable. Moisture re¬ 
sistant. Withstands high volt¬ 
ages. Solderless type, brass 
nickel-plated. 


G-C TEST LEAD ANGLE TIP 

New, attractive, fully insulated, molded plastic 
angle phone tip plugs. Will take wires up to .140 
diameter. 

No. List 

8149 Red, each $0.45 

8150 Black, each .45 


G-C TEST PROD TIPS 

Solderless type, brass nickel-plated. Non-insulated. 
Wire fastens easily. 

No. List 

5060 $0.20 


G-C HEAVY DUTY PHONE PLUG 

|l Standard type as used on test prods, leads, etc. 
7 Fits snugly in hole. Brass nickel-plated. 

No. List 

7706 $0.15 


G-C PHONO NEEDLE POINT TEST PROD CHUCK 

Push on type fits snugly in V 4 ," hole. Brass nickel- 
plated. 


G-C INSULATED SPADE LUG 

Tapered spade lug fits all screws or terminal strips up 
to No. 10. Insulated female end fits banana plugs. 

77(2 Red $0.18 

7713 Black .18 


G-C INSULATED PHONE TIP JACKS 

Standard Insulated type phosphor bronze spring con¬ 
tacts. %" Insulated head. Fits hole and panels 
up to V 4 ," thick. Brass parts nickel-plated. 

No. List 

7715 Red $0.25 

77(6 Black .25 


G-C SET SCREW TYPE BANANA PLUG 

Insulated set screw type. Polished insulated plastic 
handles. Nickel-plated metal parts. 

No. List 

7732 Red $0.25 

7733 Black .25 


G-C TELEVISION HIGH-VOLT BAKELlTE 

TEST PROD HANDLE 


Heavy duty type test prod with 
finger ground ring to protect 
from the high voltage. Pro¬ 
tects against the high voltage 
in a TV Set. Designed so that 
the minimum of metal is ex¬ 
posed. Made of black bakelite. 

No. 8986 List $1.50 

High-volt Test Prod Handle 




G-C TEST LEAD WIRE 

Ideal long-life replacement wire, extra flexible, 
6000-volt insulation. Red and Black. (Specify 
color.) 

No. List 

5049 Env. 1 Red, 1 Black 50" long $0.80 
5049-C 100 feet 8.25 




G-C PHONO NEEDLE POINT 
TEST PROD CHUCK 

Threaded chuck fits 1/4-20 threaded hole. Needle 
removable. Brass nickel-plated. Includes needle. 

No. List 

7702 $0.30 


G-C SOLID STANDARD PHONE TIP 

^ Solid brass type made to RMA specifications. 
Bright nickel-plated. 


G-C INSULATED PHONE TIP PLUG 

Pits standard phone tip jacks. Polished non-breakable 
low-loss plastic insulated handles. Brass, nickel-plated 
tip. Minimum contact exposure. 

No. List 

7710 Red $0.23 

7711 Black .23 


G-C PHONO TIP JACKS 

Standard type with phosphor bronze spring contacts. 
Fits 1/4" hole and panels up to %" thick. Brass parts 
nickel-plated. 

No. List 

7714 $0.17 


G-C SPLIT BANANA PLUG 

Insulated solderless type with polished insulated 
handles. Metal parts nickel-plated. 

No- A 'll 

7730 Red $0.35 

7731 Black .35 


G-C SMALL BANANA PIN PLUGS 

Approved silver-plated plugs with straight shank. Can 
be riveted or soldered. For wires, multiple plugs, etc. 

No. List 

6400 Env. 10 $0.45 


G-C SPLIT BANANA PLUG 

Standard size with 6-32 threaded shank. Use on 
^ plug-in coils, terminal strips, etc. Complete with lug 

and nut. Brass nickel-plated. 

No. List 

7736 $0.25 


G-C BANANA JACK 

Standard size banana pin jack. Fits hole up to %" 

thick panel. Nut and lug supplied. Brass nickel-plated. 

No, List 

7740 $0-17 


G-C NEEDLE POINT TEST PRODS 

Adjustable chuck tip for needle. 6" 
polished plastic handles in Red or 
Black. Brass Nickel-plated chuck re- 
movable. Includes needle. (Specify 
color.) 

No. List 

7701 $0.50 


^ G-C SHIELDED PHONO PICK-UP WIRE 

^ Handy package of single conductor shielded 

wire as used on phono pick-ups, etc. Enough 
wire for several jobs in package. 




G-C SPLIT BANANA PLUG 

Standard size with 6-32 female thread on end. Sup¬ 
plied with screw and solder lug. Brass nickel-plated. 


G-C INSULATED BANANA JACK 

Standard size with polished plastic insulators. Fits Vi" hole, 
up to %" thick panel. Nut, lug, and insulators supplied. 
Brass, nickel-plated. 

No List 

7741 Red $0*22 

7742 Black .22 


G-C INSULATED BANANA PLUG 
OR PHONE TIP JACK 

Standard size insulated combination jack. Brass nickel- 
plated with phosphor bronze spring contacts. Fits V^" 
hole, panels up to %" thick. 

No. List 

7744 Red $0.35 

7745 Black .35 


ASK YOUR DISTRIBUTOR FOR YOUR 
G-C CATALOG . . . FREE! OR WRITE DIRECT. 
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G-C STANDARD 
TUBE SOCKETS 

BAKELITE SOCKETS 


High quality molded bakelite sockets with 
plated bronze contacts. Three grounding lugs 
on base of each socket. 1%" mounting centers. 

No. List 

1528 8-prong Octal $0.22 

1528-L 8-prong Loctal .27 



GENERAL CEMENT 

RADIO SOCKETS • PLUGS • CONNECTORS 

SHIMS 


WAFER SOCKETS 



G-C MINIATURE TUBE SOCKETS 

I Wafer miniature socket ■ • 


No. 

Mntg. Center 

List 

1534 

4-prong 1%" 

$0.15 

1535 

5-prong 

.16 

1536 

6-prong iVz" 

.16 

1537 

7-pr. Small 1 Vz " 

.17 

1537-L 

7-pr. Large l^/^" 

.18 

1538 

8-pr. Octal 1^%" 

.16 

1538-2 

8-pr. Octal iVz" 

.20 

f538-L 

8-pr. Loctal 1^" 

.16 



9-PIN MINIATURE 
WAFER SOCKET 


MINIATURE 




For Miniature Tubes 


G-C 861 CAP 

Spring action, finger grip 
||=a^ rubber caps. Approved, screw 
1^^ terminal brass blade. 

No. List 

' 861 Cap $0.22 


G-C 860 CAP 

^ Spring action flat 
^ brown bakelite cap. Ap- 
^ proved brass blades. 


High quality molded bakelite 
socket with metal saddle mount¬ 
ing. Made with phosphor bronze 
plated contacts for 7-prong tubes. 
Standard %" mounting centers. 

No. List 

1540 Bakelite Socket $0.18 


G-C 865 CAP 

Modern flush 
type rubber cap. 
^ Easy to assemble. 
> No exposed 
pP screws or wires. 

List 

Cap $0.25 


High grade laminated bakelite 

s sockets for new miniature tubes. 

Phosphor bronze contacts, for 7- 
bakelite prong tubes. Standard mtg. 

mount- centers. 


No. 

1541 Wafer Socket 

1542 Wafer Socket with 
grounding strap 



G-C 867 PLUG 


^ Popular screw plug for 


W standard sockets. 

No.' 

List 

867 

Plug $0.18 

G-C SURFACE BLOCK 


Highest quality laminated bake¬ 
lite wafer socket. Phosphor bronze 
contacts, for 9-pin tubes. Standard 
mounting centers. 

No. List 

1543 Wafer Socket $0.16 

1544 Wafer Socket with 

grounding strap . 18 


G-C CUBE TAP 

k New type spring action 
R cube tap with 3 outlets 
^ always available. 


G-C CORD CONNECTOR 


Brown bakelite with 
bronze contacts. 


G-C ANTENNA 
CONNECTOR JACK 

A, Shielded jack to fit 

the 17 40 plug for 
auto antenna and 
phonograph conriec- 
^ tion. 

No. List 

1741 $0.25 


G-C ANTENNA CONNECTOR 


Used for connections on auto antenna 
and ground lines. 

No. List 

1747 $0.22 



G-C CORD CONNECTOR 


Handy cord connector to 
connect phono motors 
to radio sets, for ap¬ 
pliances, vacuum 
cleaners, sewing ma¬ 
chines, etc. 

No. List 

868 $0.55 


EXTENSION 
JACK AND . 
CONNECTOR 

For extending radio ant. cables and 

phono attachments. Fits 1740 or 

17 42 plugs. 

No. List 

1744 $0.16 


G-C JUMBO FUSE HOLDER 


14 amp. fuse holder, long x 

Vz " diameter. 

No. List 

1748 $0.26 



3-plug. Bakelite outlet for extension 
cords. Can fasten to wall or base. 
No. List 

866 Brown $0.50 


G-C MOTOROLA LEAD 
ADAPTER 

Adapter plug used 
adapt bayonet 
type connector to 
Motorola type. 

No. List 

1745 $0.50 


G-9 FUSE CONNECTOR 


Regular Type 

Used on auto radios and other equip¬ 
ment. Completely assembled. 

No. List 

1749 $0.24 


Shielded connector plug as used on 
Motorola and other auto radios. 



G-C ANTENNA 
CONNECTOR END 

To be used with 
regular antenna con- 
nectors. With bush- 
— ing. 

List 

$ 0.10 


G-C REPLACEMENT PARTS FOR ANTENNA AND FUSE CONNECTORS 


(a) 1791 Sleeve of Fuse (kinnector 

(b) 1792 Sleeve of Antenna (Connector 

(c) 1793 End piece for Antenna and Fuse Connector 

(d) 6720 Auto Fuse Insulator Sleeve 

(e) 1796 Spring for Antenna and Fuse Connector 

(f) 1795 Bakelite Bushing 


G-C TERMINAL STRIPS 


G-C RADIO CORD SETS 



SCREW TYPE 


SOLDER TYPE 



Handy replacement cord 
setvS, ready to attach to 
radio sets and appliances. 
Approved Brown parallel 
wire with plugs attached. 



Laminated bakelite 

strips. 

Mounted 

on laminated 

bakelite 

rigidly 

constructed, terminals 

strips. Lugs securely 

fastened 

will not 

turn and short. 


and will 

not turn. 


No. 

1772 

Contacts 

2 ■ ' 

List 
$0.1 5 

No. 

Contacts 

List 

1773 

3 

.20 

1781 


$0.05 

1774 

4 

.22 

1782 

2 

.06 

1775 

5 

.28 

1783 

3 

.07 

1776 

6 

.35 

1784 

4 

.09 

1777 

7 

.42 

1785 

5 

.12 

1778 

8 ., . 

.50 

1786 

6 

.13 

1779 

9 

%55 

1787 

7 

.20 

1780 

10 

.60 

1788 

8 

.22, 



G-C FIBRELOID SPEAKER SHIMS 

Shims made of tough and flexible flbreloid. Non-magnetic. 4 each of 5 sizes — 
twenty in all: Sizes, .005", .0075", .010", .0125", and .015". Color coded. 
Supplied in gold lettered leatherette snap case with instructions. 
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G-C SWEDISH STEEL 
SPEAKER SHIMS 

Makes It easier to center 
speaker voice coil. Permanent 
flexible Swedish steel. 4 shims 
each of 4 sizes coded for 
identification: .004", .006". 
.008" and .010" thick. Sup¬ 
plied in gold stamped leather¬ 
ette partitioned snap case. 
Complete with instructions. 
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GENERAL CEMENT 

SIGNAL LIGHTS • CONNECTOR ‘ CLIPS 



No. 

Type 

List 

7920 

Min. Screw cdip Fn 

$0.17 

7921 

Min. Screw Clip Down 

.17 

7922 

Min. Bay. Clip Tbi 

.20 

7923 

Min. Bay. Clip Down 

.20 

7924 

110-V. Cand. Clip l^i' 

.20 

7925 

110-V. Cand, Clip Down 

-20 



3/4-INCH jewel signal light 

Signal light witii facet jewels in 
colors of Red, Green, Blue, 
Amber. mounting hole, 

g*! Jewel removed from front, 

a (Specify color.) 

3 iillli No. Socket List 

i lIli'M 7907 Alin. Screw $0.95 

^ 7908 Min. Bayonet .9 5 

7909 ! 10-A^ ('andcl. .95 


CLIP-ON PILOT LIGHT SOCKETS 


Clip up and clip down types 
replacements. Cadmium-plated. 


G-C PILOT LAMP 
INSTALLER 


Makes it easy to Install minia¬ 
ture dial bnlbs, neon and can¬ 
delabra lamps in hard-to-get-at 
places. All rubber. 


G-C MICROPHONE 
CHASSIS UNIT CONNECTOR 

Single contact male connector for 
w chassis. Used with Tj/pe 79-12 female 

fflk connector. Supplied complete. Brass 

^ nickel-plated. 

No. List 

7941 Connector $0.40 

7943 Closed Circuit T.ype, prevents 
open circuit noises wlieti mike 
is disconnected $0.50 


G-C ALLIGATOR CLIP 

Solder type, non-insulated. Strong spring 
for positive contact. Nickel-plated. 


5063 Clip 

5063'E Envelope of J 




G-C V 2 -INCH JEWEL SIGNAL LIGHT 

_ Signal light, requires 5 ^j" raount- 
AMfMNk ing hole. Facet jewel removed 
) IP from front. Colors: Red. Green. 
l^g^ TO| ^Bhie. Amber. Opal, Clear. 

No. Socket List 

7910 Alin. Screw $0.45 

7911 .Min. Bayonet .45 

V' 7912 1 10-V. Pandel. .55 


G-C BRACKET-TYPE PILOT LIGHT SOCKETS 

Sturdy bracket-up or bracket-down type. 
Cadmium-plated. 

No. List 

/•\A Miniature Screw 

I III 7926 Bracket X:p $0.17 

• J Jj 7927 Bracket Down .17 

I fl 1^ Minia ure Bayonet 

lail^ 7928 Bracket T'p .19 

7929 Bracket l>own .19 

MO-V. Candelabra 

7930 Bracket Tip .20 

7931 Bracket Down .20 


G-C MALE MICROPHONE 
CONNECTOR 

Completely shielded, sturdy, single 
contact connector. Brass, bright 
chrome-plated. Steel spring cord 
protector. 


G-C MICROPHONE CONNECTOR CAP 


Chrome-plated cap with 
anchor chain for all con¬ 
nectors, Seal against dirt 
and prevent thread dam- 


Ooimector Cap $0.60 


G-C SCREW TYPE 
INSULATED ALLIGATOR CLIP 

Very popular. Bright polished handles. Set 
screw for wire. 

No. List 


G-C ONE-INCH JEWEL SIGNAL LIGHT 

For signal devices of all types. 
Bulbs change from the front; 
for socket bases as listed be- 
low. One inch mounting hole. 
Jewel colors- Red, Green, 
Amber, and Opal. (Specify 
Jewel Color.) 

No. 7901 List $1.80 

lOO-V Cand. Facet 

No. 7902 List $1.65 

110-V. Cand. Smooth 
No. 7903 List $1.65 

Min. Ba.vonet Facet 
No. 7905 List $1.55 

__ Min. Screw Facet 


G-C PANEL JEWELS 

§ Complete assemblies in 1", and 

%" diameters. Fit panels up to U" 
thick. Brass nickel-plated. Colors: Red 
Green, Blue, Amber. Opal, Clear. 

(Specify color.) 

>• Dia. Jewel Mtg. Hole List 

13 Vs" Facet 7/1(5" $0.30 

14 Vz" Smooth 7/16" .30 

15 %" Facet 11/16" .65 


G-C UNMOUNTED PILOT LIGHT SOCKETS 

Cadmium-plated. Ideal for replacements 
or special assemblies. 

No. Type List 

7932 Min. Screw Base $0.15 

7933 Min, Bayonet Base .15 

7934 110-V. Candelabra .15 


G-C FEMALE MICROPHONE 
CONNECTOR 

Single contact female type used 
with No. 7940, 7941 and 7943 
connectors. Complete, brass chrome- 
plated. 


G-C INSULATED 
ALLIGATOR CLIP 

Solder type with Red or Black in¬ 
sulated sleeve. Strong spring, Nickel- 



plated. 

No. 


List 

5064 

Red Clip 

$0.22 

5064-E 

Envelope of 2 

.45 

5065 

Black Clip 

.22 

-5065E' 

Envelope of 2 

.45 


G-C ALLIGATOR CLIP 


Wire fastens under set screw. Handy for 
all types of connectors. Cadmium-plated. 


Black Clip 
Red Clip 


FAHNESTOCK CLIPS 



G-C MEDIUM CLIP 




long by wide. Handles up to No. 14 
wire. No. 6 Mtg. Hole. 


G-C MEDIUM SOLDER LUG CLIP 


long by f/' wide. No. 6 Mtg 


G-C LARGE CLIP 


1,V' long by %" wide. No. 8 Mtg. Hole. 

No. List 

6303 Each $0.08 


G-C INSULATED BELL STAPLES 

Nix I No. 2 No. 3 No. 5 No. 6 No. 7 Nb.ltt 


Fig. 1, X %" 
Box 50, No. 1 
Box 100, No., 1 
Fig. 2, X %" 
Box 50, No. 2 
Box 100, No. 2 
Fig. 3, i%" X %" 
Box 50, No. 3 
Box 100, No. 3 
Fig. 5, 14 " X %" 
Box 50, No. 5 
Box 100, No. 5 
Fig. 6. 14 " X %" 
Box 100. No. 6 
Fig. 7. 14" X %" 
Box 10 0. No. 7 
Extra Large ('able Size 
Fig. 10, %" X %" 
Box too, No, 10 
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No. 1300 List $0.75 

S.P.S.T.''- 

No. 1301 List $1.00 

S.P.S.T.*"- 

No. 1302 List $1.00 

S.P.D.T.* 

No. 1303 Li't $1.20 
S.P.D.T.** 

Shank Length 


G-C TOGGLE 
SWITCHES 

Ball handle general purpose 
switch. Made by H & H for 
G-C. 3 amps., 125 volts. 
Nickel Plated. 

No. 1304 List $1.40 
D.P.S.T.^ 

No. I3U5 List $1.60 
D.P.S.T.** 

No. 1306 List $1.60 
D.P.D.T.* 

No. 1307 List $1.85 
D.P.D.T.** 

** % " Shank Length 


GENERAL CEMENT 

SWITCHES • SPAGHETTI • TUBING 


G-C BAT HANDLE TOGGLE SWITCH 

Tear drop handle general purpose 
fS switch. Made by H «& H for G-C. 

3 amp., 125 volts. Nickel Plated. 

1330 S.P.S.T. $0.75 

1331 S.P.D.T. 1.00 

1332 D.F.S.T. 1.40 

1333 D.P.D.T. 1.60 


G-C PUSH-ON PUSH-OFF 
SWITCH 

Por vacuum cleaners, appliances, 
test equipment. Made by H «& H 
for G-C. Rated at 3 amps., 125 
volts. Nickel Plated. 

No, List 

1338 S.P.S.T. $1.85 


G-C NEUTRAL CENTER SWITCH 

O' Handy radio, appliance and tester 

switch with 3 positions, on-off-on. 
Rated 15 amps., 110 volts; ii" 
'C taiiii shank. Nickel Plated. 




G-C ON-OFF PLATE 

Will fit the G-C, H & H, Cutler- 
Hammer and other makes of standard 
switches. 


G-C ROTARY SWITCHES 

Best grade enclosed rotary switches. 
Made by H & H for G-C. 3 amps., 
125 volts. Shafts iVz" long. 


No. 


List 

No. 


List 

1320 

S.P.S.T.^ 

$1.20 

1324 

D.P.S.T,*’ 

^ $1.75 

1321 

S.P.S.T.*^ 

1.25 

1325 

D.P.D.T.* 

1.85 

1322 

S.P.D.T.* 

1.35 

1326 

D.P.D.T.* 

* 2.25 

1323 

S.P.D.T,** 

1.35 






G-C HEAVY DUTY POWER SWITCH 


Push button, D.P.S.T, safety 
switch for transmitters, refriger¬ 
ators and high frequency work 
made by H & H for G-C. 12 
amps., 125 volts. Nickel Plated. 

List 

D.P.S.T. $3.00 



*%" Shank Length **1" Shank Length 


G-C EXTRA HEAVY DUTY POWER SWITCH 

Three position for motors, projectors, transmitters, 
movie equipment, etc. Made by H & H for G-C. 
10 amps., 125 volts. Neutral off in center. Size 
2 " X 1" X 1%", shank %" diameter. 


D.P.D.T. 

3- P.D.T. 

4- P.D.T. 


G-C REAR SPEAKER TONE SWITCH 



Designed for rear seat auto radio 
speakers. Permits use of either 
speaker separately or together. 

No, List 

8891 Switch $0.95 



G-C STACKPOLE SLIDE SWITCHES 

Made by Stackpole for G-C. Used on radios, phonographs, etc. UL approved at .5A-125V. 


S,P.S.T.* 

S.P.D.T.* 


i" w. X 1-57/64" 1. 



G-C GENFLEX 
PLASTIC TUBING 

I High grade extremely flexible 
plastic tubing for Radio and Elec¬ 
tronic Insulation work. Resistant 
to cold or heat. High dielectric 
strength, average 8,000 volts. 
Colors: Black, Red, Green, Clear. 
(Specify.) 


G-C RADIO SPAGHETTI 


No. 

Wire 

Pkg. 

List 

603 

18 

20 ft. 

$1.00 

605 

16 

20 ft. 

1.00 

607 

14 

20 ft. 

1.00 

609 

12 

20 ft. 

1.00 

61 i 

10 

15 ft. 

1.00 

613 

8 

15 ft. 

1.05 

616 

6 

10 ft. 

i.05 

617 

4 

10 ft. 

I.IO 

620 

2 ^ 

10 ft. 

1.25 

625 

Fits over 300- 

-ohm Twin Line 8 ft. 

1.10 


^ ^ 

Best grade Radio and TV spaghetti. Smooth 

coated, 

1 best varnishes. Very flexible. 5000 volt dielectric. 

Approved by 

A STM. Colors: Black, Red, 

Yellow, 

Green, Brown 

Specify color. 30" lengths. 


No. 

Size 

List 

5(10 

No. 20, fit 20 wire 

$0.18 

503 

No. 17, fit 18 wire 

.20 

50'6 

No. 14, fit 14 wire 

.22 

508 

No. 12. fit 12 wire 

.24 

512 

Vs" LD. 

.30 

515 

I.D. 

.35 

518 

%" I.D. 

.50 

521 

%" I.D. (resist, size) 

.90 

522 

-liV' I.D. 

1.05 

523 

1 / 3 " I.D. 

1.20 


G-C PLASTIC 
TUBING KITS 


G-C RADIO 
FRICTION TAPE 


G-C LAMINATED 
BAKELITE PANELS 


This narrow %" tape 
_ ^ . was particularly made 

Handy kits of assorted for radio work. It 
colors and sizes. Ideal for eliminates waste and 
i 1 . tearing of tape. It saves 

experimenters and service- time and is handy to 


No. 635 List $(. 
Kit of 25 ft. Asstd. 


carry with you. 

No. Roll List 

List $1.00 370 65 ft. %" $0.65 

t, Asstd. 871 65 ft. %" 1.25 




G-C BAT HANDLE SWITCH 
WITH WIRE LEADS 

For vacuum cleaners, appliances, 
radio sets, etc. Made by H & H 
for G-C, Rated at 3 amps,, 125 
volts. Nickel Plated. 


G-C PUSH BUTTON SWITCH 

Two circuit, “slow make and 
quick break" momentary contact 
switch. One circuit normally on, 

other off; pushing button re- 

Gf iflH ''^®rses circuits in use. Made by 
PiM H & H for G-C. 3 amps., 125 
Ip volts. Shank %" long. 

w. N®- List 

1340 Switch $1.40 

aBBi g PUSH BUTTON 

For 1340 Switch. Red or Black 
(Specify). 

No. List 

1343 Button $0.35 



G-C HEAVY DUTY POWER SWITCH 


D.P.S.T. toggle power switch for 
motors, appliances, projectors, etc. 
Made by H & H for G-C. 12 amps., 
125 volts. Nickel Plated. 

No. List 


G-C MOLDED BAKELITE 
TOGGLE SWITCHES 

Bat handle style, silver plated contacts. Rated 3 
amps, at 250 volts, 6 amps., 125 volts, il" shaft. 
Nickel Plated. 


S.P.S.T. 

S.P.D.T. 

D.P.S.T. 

D.P.D.T. 

Momentary Switches 
(circuit normally “off*') 
S.P.S.T. 
D.P.D.T. 


G-C SPAGHETTI ON SPOOLS 

“Approved by ASTM” 

5000-Volt Dielectric Strength. Best 

» grade varnished tubing put on con¬ 
venient 20-ft. spools. Will fit wire 
from No. 12 to No. 18. Colors: Black, 
Red, Yellow, Green, Blue, Specify 
color. 

No. List 

499 Spool - 20-ft. $1.85 


G-C ASSORTED SPAGHETTI KIT 

^ An assortment of TVs" 

lengths of spaghetti 
sleeving. 26 lengths to 
the kit. Sizes include 

%" I.D. A very handy 
bundle to have for re¬ 
pair jobs. 

List 

Kit 26 Lengths $0.49 


G-C SPAGHETTI ASSORTMENT 


“A Box Full of Spaghetti” 

Here's a buy you can’t beat 
on a spaghetti assortment. 
A variety of sizes and colors 
are included of high grade 
varnish tubing. Put up in 
51® I attractive box. 

I'"'”"' ' ii\ $'r!4o 


G-C FYBEROID 


XI 


“FISH PAPER” 

Fish paper has many uses around the shop for re¬ 
pair jobs where electrical insulation Is required. 
.010" ■ 240 sq. in. roll. 

No. List 

560 Roll $0.55 
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G-C AC-DC INDOOR ANTENNA WIRE 


Antenna lead wire for indoor type AC-DC sets. 
Flexible copper wire with brown plastic insulation. 
No. List 

840 25-foot coil $0.45 


G-C YOKE COIL EXTENSION 


Extends leads when removing chassis from cabinet, 
avoids removing yoke coil and CR tube. For RCA, 
Philco, etc. 48" long. 

No, List 

8847 $4.50 


G-C ANGLE ANODE LEADS 


Handy angle type with special “ozone-proof” rubber 
cap that does not deteriorate or break up from high 
voltage, 18" leads. 

No. List 

8637 $1.00 


G-C TV 3-WAY ANTENNA LINE KLIPS 








DeLuxe model — used three ways: Straight, side 
or RCA plug-in. No soldering, easy to attach. Be¬ 
longs on every set. 

No, List 

8744 $0.50 


G-C KINE-CENTER 


Centering device for electrostatic tubes. Easy to 
mount. Picture is centered by rotating two rings, 
stays centered with no focus distortion. 

No. List 

8747 $1.75 


G-C 3-SECOND BEAM ADJUSTER 

Fits all tubes, centers TV pic- 
ture in 3 seconds (not 2 0-30 
minutes). Eliminates fancy 
'• tilting controls. Easy to in- 

stall; snap on .yoke coil back; 
rotate for approx, centering; 
slide outer plate vertically or horizontally for vernier 
adjustment. 

No. List 

8748 $1.75 


G-C TV INSULATED HIGH-VOLTAGE 
GRID CAPS 


Heavy bakelite cap. wired 
with high voltage wires lO" 
long. Two sizes available. 

No. List 

8834 14" size Cap $0.45 

8835 %" size Cap .45 


G-C TV ANODE EXTENSION 

Extend high voltage TV anode leads. 
Pure gum “ozone proof” cap, high 
voltage plastic plug. 36" long. 





G-C TV TUBE EXTENSION 

Handy CR tube extension for service work; ideal for new electrostatic tubes. 
Cord 48" long, complete with plugs. 

No. List 

8856 $2.50 


©-C TV "SMOOTHER- 
TUNER DETENTS 



G-C TV SPRING-TYPE GRID CAPS 


For high-voltage TV rectifier tubes. 
Constant contact and pressure due to 
unique construction; cannot slip off. 
For 14" and %" caps. 


Envelope of 8 


G-C STRAIGHT ANODE LEADS 


Special “ozone proof” rubber cap does not deteri¬ 
orate or break up from high voltage. 18" leads. 


G-C 300-OHM 
TWIN LINE 

High grade Polyethylene 
twin line. Heavy web as¬ 
sures satisfactory surface. 

List 

. spools (on request) 


1000-ft. spools 


G-C ION TRAPS 


Used by leading TV set manufacturers. Easy to 
install, assure brightest pictures. Traps stay put, 
don’t wobble. 


Single Ion Trap 
Double Ion Trap 


G-C FERRI-LOOPSTICK 


Revolutionary indoor antenna that eliminates con¬ 
ventional bulky loop antennas. Peps up weak sets, 
greatly improves reception. Easy to install. 


G-C VARI-LOOPSTICK 

Similar to Ferri-Loopstick, but has 
set screw adjustment to adjust core for 
precision tuning. Easy to install. For 
new or old TV sets, gives stronger, 
clearer reception. 


G-C TV INTERLOCK 
SAFETY CORDS 

Replacement TV safely interlock or 
“cheater” cords. UL approved. Best grade 
wire, with attached molded plugs. 

No. Length List 

8200 6 ft. Reg. TV (kml $0.75 

8788 h-ft. Keg. TV (’md I.IO 

8201 Special Zenith Eord 1.00 

8 634-E .45 

Receptable for Reg. TV Cord, 2 Per Env. 


G-C BO ELIMINATOR 

Barkhausen Oscillation — vertical 
black bars in TV picture — is caused 
bv horizontal sweep output tube 
(25EQ6, 6BQ6, 6EU5, 2r)E;U5, 6AU5, 
2 5AU5, etc.). Easy to correct; slip 
BO Eliminator over tube, move up or 
down or turn until lines disappear. 



Popular short shafted 
detent. Replaces RCA 
part No. 71463 used 
on RCA, Admiral, 
Air King. Capehart, 
De-Wald, Garod, 
Fada, Emerson, Pack- 
ard-Bell, etc. 


Long shaft detent. Re¬ 
places RCA Part No. 
7 2 7 4 3 used on RCA 
models 8TS30, 721TCS. 
7 30TCS, 730TV2, etc. 


Extra long shaft detent 
for replacing Admiral 
Part No. 7 6B14. Used in 
Admiral Series No. 30-A 
and No. 8C, etc. Also on 
sets using RCA tuner 
type 201E1 —< Part No. 
71531. 

No. List 

8602 $4.15 


All phenolic shaft type detent 
used to replace RCA Part No. 
7344 0. Used as a replacement 
on RCA tuners types 7 34 35, 
74571, and 74941. Used on 
RCA models in the 8T, 9T, 
6TC, 8TR, 8TV, 9TC. 9TW 
series. 

No. List 


Similar all phenolic shaft 
type detent to G-C No. 
8603. Used to replace RCA 
Part No. 75162. 



G-C TV PORTO MIRROR 


Adjust rear controls and settings. 
Mirror has rubber lined spring clamp. 
Mirror made of heavy chrome plated 
metal to prevent distortion. 


Tv Mirror, complete with clamp $4.30 
Soft Cloth Carrying Bag 1.70 


^ G-C THIRD-EYE TV MIRROR SET 

I DeLuxe mirror for TV servicing. Ad- 
^ justable, telescoping stand with glass 
mirror; no distortion of TV picture. 
Mirror 12" x 10" in metal frame. 
Easy carrying, 

V , No. List 

8390 Complete Mirror Set $7.50 
8 199 Soft Cloth Carrying Bag (.70 


G-C TV MIRROR & EXTENSION 
LAMP STAND 

Handy metal collapsible stand for No. 
8391 mirror or extension: lamp. Tele¬ 
scopes to small package. ; 


G-C THIRD-EYE GLASS MIRROR 



Handy glass mirror In chrome frame, with metal 
plate and bench bracket. Use on bench or with 
No, 8392 stand. 


12" X 10" Glass Mirror 
Soft Cloth Carrying Bag 
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It's 


G-C 


for All TV! 


f GENERAL CEMENT 

RADIO'TV SERVICE AIDS 


G-C INDOOR TV ANTENNA 



Beautiful, high quality antenna. All-channel tuning; 8 
section arms chrome plated on brass tubing. Walnut color 
plastic base. Arms closed 16", open 44"; opens horizon¬ 
tally from 86" to 92". Complete with 800-ohm twin line. 

No. List 

8160 $6.65 



G-C 300-OHM 4-IN-1 TOOL & KIT 

Handy tool is a stripper, cutter, slitter, crimper — all 
in one. Works well on all 300-ohm wire types. Saves 
time, does professional job. Supplied separately or 
with solderless terminal assortment. 

No. List 

8385 4-in-1 Tool, only $5.00 

8386 Kit, Tool and Terminal Assortment 7.50 


G-C SOLOISRUSG mMtNALS 



STYLE NO. AND DESCRIPTION 

Assortment of 50 Terminals. 

Small Ring Type No. 6 Screw. 

“A” Large Ring Type No. 6 Screw. 

“A” Large Ring Type No. 8 Screw. 

“A” Lar^e Ring Type No. 10 Screw. 

“A’' Lar^e Ring Type for 16-14 Wire, No. 10 Screw 

Slotted Tongue Type No. 6 Screw. 

“B’' Slotted Tongue Type No. 8 Screw. 

“B’’ Slotted Tongue Type No. 10 Screw. 

“C” Knife Disconnect. 

*‘D” Butt Connector. 

“E” Parallel Connector 22-16 Wire. 

*‘E’' Parallel Connector 16-14 Wire... 

“F” Disconnect Plastic Tubing. 

“G’' Connector Plastic Tubing..;. 

Terminal Plastic Tubing. 

“I” Hook Type Connector No. 6 Screw. 


STANDARD 

BOX OF 144 

BOXES OF 1,000 

BOX 

Specify “G” 

Specify “M” 

List S1.85 

After Part No. 

After Part No. 

No. 

8177 

Quan. 

50 

No. 

. 

List 

No. 

List 

8178 

50 

8178-G 

$4.05 

8178-M 

$24.55 

8179 

50 

8179-G 

4.05 

8179-M 

24.55 

8180 

50 

8180-G 

4.05 

8180-M 

24.55 

8181 

50 

8181-G 

4.05 

8181-IVI 

24.55 

8188 

50 

8188-G 

4.05 

8188-IVl 

24.55 

8182 

50 

8182-G 

4.05 

8182-M 

24.55 

8294 

50 

8294-G 

4.05 

8294-M 

24.55 

8295 

50 

8295-G 

4.05 

8295-M 

24.55 

8185 

36 

8185-G 

6.80 

8185-M 

40.70 

8186 

45 

8186-G 

5.70 

8186-IVI 

34.00 

8187 

60 

8187-G 

3.95 

8187-M 

23.70 

8189 

65 

8189-G 

3.95 

8189-M 

23.70 

8190 

50 

8190-G 

1.40 

8190-M 

8.55 

8191 

50 

8191-G 

1.40 

8191-M 

8.55 

8192 

50 

8192-G 

1.00 

8192-M 

6.15 

8193 

50 

8193-G 

4.05 

8193-M 

24.55 



G-C TV STAND-OFF 'EYE-OPENER- 
TOOL 

Specially developed tool to open stand-off in¬ 
sulators for inserting lead-in and then closing 
them tight again. Fast. High grade steel. 


No. List 

8450 $1.25 


G-C CHASS-EZ 



A tool to make the Serviceman’s job easier. 
Chassis can be installed in “Chass-Ez” in five 
seconds. All one unit — no extra bolts or nuts 
to adjust. Heavy steel, riveted construction, 
heavily plated. 

No. List 

5207 $4.00 


Gf-C MAGNETIC RECORDING WIRE 



Fqr all wire recorders. Includes plastic leads. Finest 
quality reproduction on stainless steel wire. Fits all stand¬ 
ard recorders. 


No. Leaders with Spools List 

5171 1-hr. Spool . $5.00 

5172 1 / 2 -hr. Spool . 3.00 

5173 1/4-hr. Spool ....,.. 2.00 

5174 Leaders only, for Armour type recorders, per pair.22 

5176 Empty Rewind Spool .75 

5175 Envelope Nylon Webster Cord . 45 



G-C TELEVISION SAF-T-RACK 

A sturdy rack to use in repairing heavy television 
chassis. Set it on the rack and tilt it on side. Hooks 
hold the chassis on its side so you can work on it. 
Prevents tubes from being damaged. 

No. List 

8045 Saf-T-Rack $$.45 



G-C PHONO TURNTABLE STAND 

New improved model, adjustable to all turn¬ 
tables. Raises the turntable 15 inches above 
bench. Pivots on swivel joints for easy ex¬ 
amination or repairs. Sturdy steel construc¬ 
tion. Plated. 

No. List 

5205 $8.25 


e-C MASTER-TONE RECORDING TAPE 



The new G-0 plastic back master-tone record¬ 
ing tape available in two sizes, for commercial 
and home use. Comes in a plastic wheel which 
stops rapidly. Has low surface friction, high 
frequency response, and is uniform from reel 
to reel. No magnetic weak spots. 


No. 


List 

5180 

1270 foot reel . 

$5.50 

5181 

640 foot reel 

3.50 

5183 

7" Empty reel 

.75 

5184 

5" Empty reel 

.65 
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KITS and BUSHINGS 


G-C IGNITION SUPPRESSORS 



A-B C-D E F G H 


A-B C-D E F G H 

Rug-g'ed bakelite auto radio ignition suppressors. Resistance, 10,000 ohms (V-8 types, 
50,000 ohms). Resistors are moisture-proof and impervious to heat, oil, and mild acids. 
All metal parts brass. Good for more than 50,000 miles. 

No. List 

(a) 1501 Bracket Type . $0.35 

(b) 1502 Ford . 35 

(c) 1503 Ford Y8 Brush Type, 33, 34, 35 Cars . 35 

(d) 1504 Ford V8 Brusii Type, 30 to 40 Cars .35 

(e) 1505 Screw Type, Universal .35 

(f) 1506 Snap-On Type .35 

(g) 1507 Distributor Type . 35 

(h) 1508 Cable type for Splicing Cables. 35 


G-C SHAFT COUPLINGS. EXTENSIONS AND REDUCERS 



No. 

6701 

6702 

6703 

6704 

6705 
6710 

6712 

6713 
6716 


6721 

6722 
6725 

6734 

6735 


BRASS FITTINGS 

to coupling .. 

1/4" to %" coupling. 

" to coupling. 

% " to % » coupling . 

% " hole to 14 " shaft extension. 

% " hole to 1/4 " shaft extension and reducer. 

1/4'' X Q*' brass shaft . 

1/4" X 12" brass shaft . 

1/4" hole X 1^" round shaft x 4" long . 

INSULATED FITTINGS 

1/4" to 1^," coupling . 

1/4" to %" coupling . 

1/4" hole to 1/4" shaft extension . 

1/4" X 6" fibre shaft . 

1/4" X 12" fibre shaft . 


List 
$0.20 
.30 
.30 
.30 
.30 
.30 
.25 
.45 
. .35 

.25 

.30 

.30 

.40 

.65 


G-C REPLACEMENT AUTO AERIALS 

FORD ROOF AERIAL 

Ford-Mercury Part No. 51A-18S13-A1 

Replacement Aerial for all Ford and Mercury Roof Aerials of 1941-42-46-47-48 that 
operate from behind the dividing post of the windshield. Brass tubing, stainless 
steel extension rod, triple chrome plated. Free sliding with positive contacts insure 
noise-free reception. Easy to install, fits without changes, replaces original aerial. 
Complete with knob and set screw. 

No. 7056 Ford-Mercury Roof Aerial List $2.65 

BUICK REPLACEMENT ANTENNA 

Itff' Buick Part No. 980,688 

Standard Buick Rpof Aerial Mast, The replacement mast for Buick Roof Aerials on models 
194 0 through 1949. Easy to replace — merely tightens into position with a set screw. 
Admiralty brass tubes with a stainless steel top rod. Chrome-plated. 

No. 7057 Buick Antenna Mast List $3.00 


G-C MINI-MAX STRIP 



Used for connecting 67 14 volt “B” batteries, such 
as Eveready 455, 4()6; Burgess XX30, XX45. 

No. List 

8115 $0.30 


G-C HUB CAP STATIC SPRINGS 

Eliminate wheel static noise de- 
v(doped by poor electrical con- 
lact between front axle and 
wlieels. Springs have riveted 
metal points for firm, smooth 
contact. Plated. 

No. List 

1058 Each $0.15 



Inject powder in tubes, and eliminate wheel tire 
static. Easy to apply. Powder also cuts down tire 
trouble by eliminating those pin-point tube leaks 
caused by tire static discharge. Powder blown into' 
tube with G-C Injector Gun. 


No. 


List 

5604 

Injector Gun, only 

$1.80 

5605 

Packet Static Powder for 5 tires 

1.10 


(1 car) 


5606 

Kit, one No. 5604 Injector, and 

2.75 


one No. 5605 Powder 


G-C SCREW DRIVER SET 

A handy screw driver set in 
a leatherette case with five 
interchangeable blades. Un¬ 
breakable handle with 
flanged aluminum screw 
chuck. 

Blade Sizes 

1 — cabinet . 

1 — cabinet . 

1 — mechanic . 

1—recessed head No. 1 .. 

1 — recessed head No. 2 . 

No. 8615 


.% X 314 

.A X 3 % 

.% X 51/2 

.X 4 1/4 

....yg X4y4 

List $2.75 




G-C ALLEN-BRISTO WRENCH KIT 



Complete wrench kit for hex and spline type 
screws. Double snap button case of durable 
leatherette. Fit No. 2 to %" screws. 

No. List 

5028 $1.80 


G-C ALLEN-HEX WRENCHES 
AND KITS 



Made of alloy steel properly hardened. Used 
on knobs, dials, phono needles, motors. 


pulleys, 

etc. 


No. 


List 

5029 

Kit 6 Asstd. Wrenches in 



Leatherette Case . 

$0.85 

5029-A 

Env. 3 Hex Key Wrenches for 



No. to %" 'Set Screws . 

.55 

5031 

No, 4 . 

.15 

5032 

No. 5 . 

.15 

5033 

No. 8 . 

.15 

5034 

No. 10 . 

.16 

5035 

1/4" . 

.16 

5036 

ifk" . 

.25 

5037 

%" .. 

.25 


G-C BRISTO-SPLINE WRENCHES 
AND KITS 



Very popular “Bristo” or “Spline” type 
wrenches as used on phono needles, motors,, 
pulleys, knobs, etc. Made of alloy steel, 
properly hardened. 


No. List 

5070 Kit 6 Asstd. Wrenches in 

Leatherette Case .$0.85 

5071 No. 4 .14 

5071.A No. 5 .14 

5072 No. 6 .. .14 

5073 No. 8 . ,14 

5074 No. 10 . 15 

5075 ..15 
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G-C 8-PiECE VEST POCKET SET 



Handiest tool! Seven sockets, 

15 '' hex; %" round knurled, 14" square, 
complete with 4" L handle. 

No. List 

712 $1.75 



GENERAL CEMENT 

SERVICE AIDS • RADIO KNOBS 


G-C REDUCING BUSHINGS 


G-C BRASS AND INSULATED SPACERS AND BUSHINGS 


No. List 

6751-E 14 " to iV' reduction, 8 in Env. $0.45 


G-C SHAFT EXTENSIONS 


Assortments List 

Hardware Lab. Jar 12 Asstd. 
Spacers and Bushing’s . $0.85 


INSULATED 


No. List 

6755 14 " X 4 1 / 2 " Long Flat Shaft Ext. $0.55 
6716 14" X 4 14" Long Round Shaft Ext. .35 


G-C 6-PIECE SLIP-ON WRENCH SET 


Handle holds five sockets, sizes 14", M"> 

and tV'- Easily assembled. Tempered 

steel, plated. 

No. List 

715 $2.25 


Env. 12 Asst. Ins. Spacers .... 
15 Asst. Threaded Brass Bush¬ 
ings 6-32 thread, 14" to %" 

long . 

15 Asst. Threaded Brass Bush¬ 
ings 8-32 thread,’' 14" to %" 

long . 

Env. 12 14 " X 14 " Ins. Spacers 
Env. 12 Asst. Metal Spacers 
BRASS 

O.D. Length 

14" 14" $ 

%" 1 / 2 " 

¥ 4 " %" 

%" 14 " 

%" 1/2" 

%" %" 


No. O.D. 

6775 14" 

6776 14 " 

6777 14" 

6778 14" 

6779 

6780 %" 

6781 %" 
THREADED 


1/2" 

%" 

¥ 4 " 

y2" 

%" 

BRASS BUSHINGS 


G-C PLASTIC HARDWARE 
ASSORTMENT 


Approximately 1000 assorted 
screws, nuts, washers, springs, 
clamps, eyelets, grommets, 
terminals, etc. No cast-offs — 
only regular hardware. Plastic 
jar with screw cap. 

List 

1000. Asstd. $1.80 

Env. 100 Asstd. .45 




G-C STEEL 


HARDWARE 


steel racks, hold No. 4002 2 oz. 
glass bottles or plastic jars. At¬ 
tractively finished. Welded con¬ 
struction. Heavy steel. Two sizes. 

No. Size List 

4010 20 Jars $2.75 

4012 40 Jars 4.95 


G-C HELL BOX 

A grand assortment of useful hardware; screws, 

- nuts, lugs, clips, 

washers, clamps, 
etc. Thousands of 
items n e e d e d 
every day. Metal 
hinged box. 

No. List I 



$3.75 I 8023 


G-C PLASTIC 
^ STOCK BOXES 

7 AND TRAYS 

Clear Polystyrene boxes 
for stocking small parts, 
screws, nuts, bolts, con¬ 
densers, resistors, etc. 
Tight fitting covers. 

List 

4" X 214 " deep $0.60 
8" X 2%" deep 1.20 


STOCK^BOXES 

Slide-in drawer type cab- 
ir^et box for parts. Made 
so can be stacked. Attrac¬ 
tive finish, steel welded construction with 
handle. Size 1314" long, 6 " wide, 4" high. 
No. List 

4001 $3.55 


GENERAL 



CEMENT 


RADIO /TAyP^X^/r/rJ I 


MAJESTIC 
BAKELITE KNOBS 



Popular pattern. Set 
screw type. %" dia., 
4 " shaft. 

No, List 

MOO Walnut $0.24 
MOO-1 Ivory .24 



YANKEE 

BAKELITE KNOBS 


INSTRUMENT KNOB 



MIDGET 

BAKELITE KNOBS 


MIDGET 

BAKELITE KNOBS 

Set Screw Type 


Set screw type. % " and 
1" dia., shaft. 

No. 1109 List $0.24 

%" Walnut 

No. I MO List $0.24 

1" Walnut 

No. 1109-1 List $0.26 

%" Ivory 

No. MIO-i List $0.26 

1" Ivory 



POPULAR LARGE 
KNOB 


Knurl shaft or set screw 
types. 1 Vs" diameter. 

Knurl Shaft Type 
No. List 

1176 Walnut $0.17 

Set Screw Type 
M77 Walnut $0.19 


Heavy duty knob for 
communication equip¬ 
ment, instruments. Vi" 
brass insert, set screw. 

O.D. X 


Knurl shaft or set screw 
types, diameter. 

Knurl Shaft Type 
No. List 

1180 Walnut $0.17 
Set Screw Type 

No, List 

1181 Walnut $0.19 


STREAMLINE POINTERS 


MODERN POINTER 
BAR KNOBS 


BRASS BUSHING 


For intercoms and in¬ 
struments. Black finish. 
Set screw, shaft, 

1 % " long. / 


For small sets. 
dia., Vi" shaft. 


1115 Walnut $0.14 
M 16 Ivory . I 7 

IM7 Red 


For small sets. li" dia,, 
set screw 

Non-Pointer Type 
No. List 

MM Walnut $0.14 

I M 2 Ivory . 17 

1113 Red .17 


The most popular 
pointer knob. Vi" shaft, 
set screw type 114" 
long. 

No. List 

1136 Black $0.17 

M36-W Walnut .18 

1137 Bed .20 

M37-! Ivory .22 


A very popular pointer 
knob. -Vi" shaft, set 
screw type, 2" long. 


No. 

1135 Black 
M35-W Walnut 
n38 Red 
1138-1 Ivory 


For intercoms and in¬ 
struments. Black, Set 
screw, 14" shaft, 2%" 
long. 


No. List 

M30 Black $0.47 
M30-W Walnut .47 


1131 Black 
M3I-W Walnut 
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G-C RADIO KNOB PULLER 


^ GENERAL CEMENT 

RADIO • TV KNOBS and KITS 


Very handy in re¬ 
moving knobs. 
Simply slip be¬ 
hind knob and 
pull off. Saves 
cabinet and 
knobs. 


No. 

1063 



List 

$0.45 


SPRING AND 
D-SHAFT KNOBS 



Spring type. Ji" dia. 
Fits flat shafts. 

No. List 

1151 Walnut $0.16 

1152 Ivory .20 

D — or flat shaft type. 
% " diameter. 

MIDGET TYPE 
PLASTIC KNOB 



dia., %" shank 
for 1/4" knurled shafts. 

No. List 

1157 Walnut $0.14 

11 58 Ivory . 15 

MIDGET TYPE 

PLASTIC KNOB 



il" diam,, shank 

for 1 / 4 " knurled shafts. 

No. List 

1197 Walnut $0.14 

1198 Ivory , 1 5 


G-C FRONT DUAL 
CONTROL KNOB 


Plated gold finish in¬ 
lay. 1 ^" O.D. Used 
with rear knob No. 
8533 and others. 

No. 8530 List $0.45 

Pits 1/4" Knurl Shaft 

No. 8531 List $0.50 

Pits 1/4" Platted Shaft 

No. 8532 List $0.50 

Pits .202" 
Platted Shaft 


G-C 

FRONT DUAL BAR 
CHANNEL KNOB 


Push-on type for RCA 
sets and others. Pits 
standard i/ 4 " shaft flat¬ 
ted to .156". Complete 
with spring. 

No. List 

8861 $0.50 


G-C FRONT KNOB 


Push-on type for RCA 
sets and others; for,off- 
on, volume, etc. Fits 
shaft flat to ,156". 
Complete with spring. 
No. List 

8863 $0.25 


. "Brass 
Bushin^** 

BRASS BUSHING 

Brass insert. i/4." shaft, 
set screw, i lA" long. 

No, List 

1170 Black $0.28 

II70-W Walnut .28 

1172 Red .30 

1172-1 Ivory .30 


MIDGET TYPE 
PLASTIC KNOB 


%" dia. flush type for 
knurled shafts. 

No. List 

159 Walnut $0,14 


1160 Ivory 


MIDGET TYPE 
PLASTIC KNOB 



M" dia., flush shank 

for knurled shafts. 

No. List 

1193 Walnut $0.14 

1194 Ivory .15 


G-C REAR DUAL 
CONTROL KNOB 



Rear mate to 8530 
series knobs. 1%" dia., 
for standard .265" dia. 
rear key way shaft. 


No. 

8533 


List 

$0-28 


G-C REAR 
CHANNEL KNOB 


Mate to No. 8861 knob. 
Fits %" shaft flatted 
to .32,7". Complete 
with spring. 

No. List 

8862 $0.45 


G-C REAR KNOB 


Mate to No. 8863 
knob. Fits 17/64" shaft 
flat to .237". Complete 
with spring. 

No. List 

8864 $0.45 


POINTERS 


insert. shaft, 
set screw. 2" long. 


No. List 

1171 Black $0.42 

II7I-W Walnut .42 

1173 Red .45 

I 173-1 Ivory .45 


ACORN 

PLASTIC KNOB 



%" dia., shank for 
^A" knurled shafts. 

No. List 

1182 Walnut $0.13 

1183 Ivory .14 


G-C AUTO RADIO 
KNOBS 



Chrome plated. For !4'’ 

and 

shafts. Set 

screw 

mounting. 

No. 

List 

1 169 

lA" $0.35 

1174 

fg" .35 


G-C CHANNEL 
INDICATOR PLATE 



For sets using 
Condenser TV 
etc, Sparton, 
worth, Sonora, 
Walnut, gold 
Matches 8530 
knobs. Fits % 
rear flat shaft. 

No. 

8537 


Radio 

tuner, 

Farns- 

Meck. 

letters. 

series 
" dia. 

List 

0.75 


G-C FRONT 
CHANNEL KNOB 


Popular front knob 
used on channel tuners 
and controls for Motor- 
ola, Hallicrafter, 
Stromberg-Carlson. etc., 
also sets using Chicago 
Telephone tuner, if" 
dia. Walnut. Fits 
.202" dia. flat shaft. 

No. List 

8538 $0.22 



For intercoms, instru¬ 
ments, appliances. 
Bakelite with set screw. 
^A" hole, 1%" long. 

No. List 

1132 Walnut $0.22 


PUSH-ON 
KNURL KNOB 


ii" dia. flush type for 
%" knurled shafts. 

No. List 

1184 Walnut $0.17 

1185 Ivory .17 


G-C KNOB SET 

SCREW ASST. 



Handy set screw assort¬ 
ments for radio knobs, 
shafts, pulleys. 6-32, 
8-32, and 10-32. 

No. List 

1060 50 Asst. $1.10 

1061 100 Asst. 2.00 

1062-E 15 Asst. .45 
6605 30 Asst. .85 


G-C COMBINATION 

DUAL KNOB 




Front and rear dual 
dummy type control 
knob. 1 %" dia. Plated 
gold finish inlay. Fits 
lA" flat shaft. 

No. List 

8534 $0.75 


G-C REAR 
CHANNEL KNOB 



Mate to No. 8538 knob. 
For .265" rear key way 
shaft. dia. 


No. 

8539 


List 

$0.22 


G-C TV KNOB SPRINGS 



Standard and special replacements for TV-radio 
knobs. 

Type A — Fits small .202" dia. flat shaft 
No. List 

8541-E EViv. 10 $0.45 

8541- G Gross 5.70 

Type B — Fits %" dia. flat shaft 
No. List 

8542- E Env. 10 $0.45 

8542-G Gross 4.65 


POPULAR 
PLASTIC KNOB 



W diameter with %" 
shank extension for 
knurled shaft. 

No. List 

1153 Walnut $0.14 

1154 Ivory .15 


PUSH-ON 
KNURL KNOB 



3^" dia., %" shank for 
1/4" knurled shafts. 

No. List 

1186 Walnut $0.15 

1187 Ivory .15 


G-C KNOB SPRING 

KITS 



^ ^ 

No. 1049-E List $0.45 
Env. 20 Asst. 

No. 1050 List $1.10 

Kit 35 

No. 1051 List $1.95 

Kit 100 

No. 6619 List $0.85 

Jar 35 Asst. 

G-C DUAL TUNER 
BAR KNOB 


Front knob, 2" long 
bar. Plated gold finish 
inlay. Used with No. 
8536 knob and others. 
Fits 1/4" dia. flat 
shaft. 

No. List 

8535 $0.95 

G-C COMBINATION 
DUAL DUMMY 
KNOB 



One-knob combination 
of No. 8538 and 8539 
knobs. For matching 
cabinet design on single 
control. 11/4" dia. at 
base. Fits lA" knurled 
shaft. 

No. List 

8540 $0.45 


ATTRACTIVE 
PLASTIC KNOB 


ii" dia., flush type for 
14 " knurled shafts. 

No. List 

1155 Walnut $0.14 

1156 Ivory .15 


POINTER TYPE 
PLASTIC KNOB 



W' dia., %" shank for 
14 " knurled shafts. 

No. List 

1188 Walnut $0.15 

1189 Ivory .15 

G-C 

KNOB BUSHINGS 



Reduce from lA" to il". 
For auto radios. 

No. List 

6751 Env. of 8 $0.45 

G-C REAR DUAL 
TUNER KNOB 


Rear knob, used with 
No. 8535 and others. 
1^" dia. Fits standard 
% " dia. rear flat 
shaft. 


No. 

8536 


List 

$0.28 


G-C TV KNOB SET 



Set of above 4 TV 
knobs, boxed. Brown 
color. 

No. 8860 List $1.65 

Complete set 


G-C RADIO KNOB 
KITS 

Popular plastic knobs in 
assorted kits, all kinds. 



No. 



Quantity 

List 

1 140 

35 

Asst. 

Push-on Buttons 

$4.70 

1141 

28 

Asst. 

Spring Knobs 

4.70 

1 142 

24 

Asst. 

Set Screw Knobs 

4.70 

1 143 

30 

Asst. 

All Type Knobs 

4.70 
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G - C 5 0 LINE 


New, Compete Line of Packaged 
Hardware in Re-Usable Hinged Cover 
Plastic Boxes. List Price ...$0,50 ea. 

Many hardware items are also available 
to quantity users in Jars, Boxes of 144 
(gross), and Boxes of 1000 at sub¬ 
stantially lower prices shown below. 


QUANTITY QUANTITY 
CATALOG (Hingad LIST PRICE 

NO. DESCRIPTION Box) JAR GR. 1,000 

PHONO MOTOR DRIVES 


H014-F Drive #14 4 

H014-JF Drive #14J 2 

H016-F Drive #16 2 

H017-F Drive #17 3 

HOIS-F Drive #18 4 

H019-F Drive #19 4 

H020-F Drive #20 1 


RADIO DIAL DRIVES 


VI026-F Rubber, Asst, large 5 
H027-F Rubber. Asst, small 5 



PURE GUM RUBBER GROMMETS 

H040-F Assorted 12 - - 

H042.F iV' I D. X 

Mtg. Hole 12 3.75 20.90 

H043-F LD. X 

Mtg, Hole 10 4.05 22.65 


CORD STRAIN RELIEFS 

H04S-F Reliefs ^*^5 10.55 58.05 


RUBBER FEET—SCREW TYPE (less screws) 




H050-F 

Assorted 

8 

— 

-- 

H052-F 

%"O.D. 

8 

1.95 

10.75 

H054-F 

1 / 2 '^ O.D. 

8 

3.00 

16.85 

H056-F 

%"0.D. 

8 

4.45 

24.95 

H05S-F 

1 / 2 " O.D. 

8 

4.25 

25.50 




H083-F Assorted 


TRIMOUNTS 


H370-F Assorted 20 

H373-F Vshole 26 

H375-F ,136'' hole 20 
H37g-F A" hole x M" h. 17 
H379-F A" hole x fj" h. 15 
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RADIO • TELEVISION HARDWARE 
THE HINGED COVER LINE 




QUANTITY 

QUANTITY 

CATALOG 

(Hinged 

LIST 

>RICE 

NO. 

DESCRIPTION Box) JAR 

GR. 

1,000 


TERMINAL LUGS 



s 


§.4 

vr 

HIOO-F 

Assorted 30 .85 



H102-F 

#10 Lugs, Stvle A 25 

2.40 

14.50 

H104-F 

#6 Lugs, Style B 25 

1.95 

11.50 

H106-F 

#8 Lugs, Style B 25 

2.15 

12.75 

HIOS-F 

#6 Lugs. Style C 30 

1.65 

9.75 

H112-F 

#6 Lugs, Style F 30 

1.65 

9.75 

H113-F 

#8 Lugs, Style F 30 

l.SO 

10.25 

H114-F 

#6 Lugs. Style H 25 

2.15 

13-00. 

H117-F 

#8 Lugs, Style H 25 

2.25 

13.50 

HllS-F 

#10 Lugs. Style H 25 

2.30 

13.75 

H122-F 

#6 Lugs, Style L 20 

2.(^0 

15.50 

H124-F 

#6 Lugs, Style M 25 

2.10 

12.50 

H134-F 

#8 Lugs, Style M 25 

2.15 

12.75 

H225-F 

Solderless Lugs 




(TV Line) 10 

5.25 

32.80 


TERMINAL STRIPS 



H250-F 

Assorted 4 

— 

— 


VENT PLUGS 


H339*F 1" hole 


19.70 110.30 


HAIR PIN COTTERS 


H380-F Assorted 


COTTER PINS 


RUBBER TACK BUMPERS 

H071-F %''O.D. 10 .85 5.90 26.10 


FELT CABINET PADS 

H074-F 1 / 2 " O.D. X " 40 .85 1.05 5.80 


CHASSIS MOUNTS 

H075-F Assorted 10 - -- 

H076-F %"0.D. x%"h. 5 12.40 69.65 


RUBBER WASHER & BUMPER ASSORTMENT 


H3S8-F Assorted 


DIAL CORD 


H395-F Cord, extra thin 10' 
H396-F Cord, standard thin 10' 
H397-F Cord, medium 10' 


TENSION SPRINGS 


H420-F Assorted, small 
H421-F Assorted, large 


DIAL DRIVE SPRINGS 


2.40 13.40 
2.85 15.65 

3.40 20.30 
3.00 16.85 


H400-F Assorted, small 10 
H401-F Asst., large & small 8 .85 
H403’F Tl. V2" X W' 10 
H406-F T2, r % W' 8 
H408-F n, r X A" 8 
H410-F T4, X 8 
H412.F T6, It/a" x W' 6 


QUANTITY QUANTITY 
CATALOG (Hinged LIST PRICE 

NO. DESCRIPTION Box) JAR GR. 1,000 
COMPRESSION SPRINGS 


H440-F Assorted, small 20 
K441-F Assorted, large 15 


PHONO SPRINGS 


H450-F Assorted, small 
H452-F Assorted, large 



SNAP BUTTON 

HOLE 

PLUGS 






H300-F 

Assorted 

6 

_ 

_ 

H306-F 

1/4 " hole 

8 

6.20 

34.85 

H30S-F 

% " hole 

8 

7.35 

40.65 

H310-F 

1/2 " hole 

6 

8.30 

46.45 

H312-F 

% " hole 

6 

9.30 

52.25 

H314-F 

% " hole 

5 

10.35 

58.05 

H316-F 

1" iiole 

5 

16.00 

90.00 



BASE BOARD WIRE CLIPS 


H510-F Assorted 50 - ——• 

H515 .128 Shank Dia. 50 .90 5.50 


RIVETS 


H525-F Assorted 


RIVETS & EYELETS 


H526-F Assorted 55 .85 - 


TV CORD RIVETS 

H527-F Assorted 


ESCUTCHEON PINS 

H560-F Assorted 100 - 


TWIN LEAD WIRING NAILS 


4.80 26.70 
6.50 36.55 
6.20 34.55 
8.00 44.70 

9,25 51.65 H565-F Set 


1.40 9.50 
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GENERAL CEMENT 


RADIO V TELEVISION HARDWARE 
THE HINGED COVER LINE 




QUAN. QUANTITY 
Cat. (Hinged LIST PRICE 

No. Desci-iption Box) Jar Gross 1,000 
ANGLE BRACKETS 

H570-F Assorted 12 


FAHNESTOCK SPRING CLIPS 

H590-F Assorted 12 .85 

H592-F Clips, sm. 15 3.95 23.75 

H594-F Clips, m. 14 4.10 24.50 


FUSE CLIPS 

H600-F Assorted 12 


GRID CAPS 

H609-F Assorted 8 .85 

H610‘F TV Spring 

Type 5 

H612-F Insul. H. V., 

1/4 " dia. 1 
H614-F Insul. H. V., 

%" dia. 1 


CORONA SHIELDS 

H619-F Set 8 


METAL SPACERS 

H620-F Assorted 12 


INSULATED SPACERS 

H630-F Assorted 12 


FUSE INSULATORS 

H640-F Set 16 1.80 

PHONE TIPS 

H645-F Set 10 4.05 22.75 

PHONO PLUGS 


PHONO JACKS 


SHIELDED PHONO 
PICK-UP WIRE 


H675-F Sev. ft. 


RCA RECORD ADAPTERS 


H680-F Plastic 


SPEAKER DUST FELTS 

H740-F Assorted 15 .85 


DIAL CORD CLIPS 

H744-F Eyelets & Clamps, 
asst. 60 
H745-F Clips, 

assorted 30 .85 
H746'F Clips, for thin 

cable 40 1.55 8.70 


SPRING 

WASHERS 

H750-F Assorted 

12 

KNOB FELT WASHERS 

H7560-F Set 

40 .85 .85 3.50 


RETAINING RINGS AND 
■■C" WASHERS 

H770-F Assorted 25 .85 
H772-F Washers for 

shaft 15 .85 1.80 10.20 
H774>F Washers for i/4" 

shaft 15 .85 1.95 11.05 
H778-F Rings for ^4" 

shaft 50 .85 4.45 


ASSORTED SCREWS AND NUTS 

HIOOO-F Machine Screw 

Assortment 35 

H1002-F Machine Screws & Nuts, 
small asst’d 35 

H1005-F Rack Screws & Cup Washers, 
asst’d 15 

H1008-F Hardware Assortment, 
approx. 100 


QUAN. QUANTITY 
Cat. (Hinged LIST PRICE 

No. Description Box) Jar Gross 1,00( 
ROUND HEAD BRASS 
MACHINE SCREWS 
H1210-F Assorted 30 


ORNAMENTAL HEAD SCREWS 


H1250-F Assorted 
H1252-F 6-32x%" 

, H1253-F 6-32x1" 
H1255-F 8-32x114" 





QUANTITY 

QUANTITY 

CATALOG 


(Hinged 

LIST PRICE 

NO. 

DESCRIPTION Box) 

Jar 

Gross 

1,000 


CUP WASHERS 




HS05-F 

Assorted 

40 




HS06-F 

Washers for 






#6 screw 

45 

.85 

.85 

4.35 

HS08-F 

Washers for 






#8 screw 

45 

.85 

.95 

4.95 

HSIO-F 

Washers for 






#10 screw 

35 

.85 

.95 

5.50 

1 INSULATING 

WASHERS. 

FLAT 


H820-F 

H824-F 

Assorted 
Washers for 

35 


00 


#6 hole 

30 

.85 

.85 

3.85 

H825-F 

Washers for 






#8 hole 

30 

.85 

.95 

4.10 

H826-F 

Washers for 






#10 hole 

30 

.85 

.95 

4.10 

H827-F 

Washers for 






1/4" hole 

24 

.85 

.95 

4.65 

HS2S-F 

Washers for 






%" hole 

20 

.85 

1.05 

5.80 

1 INSULATED WASHERS. 

EXTRUDED 1 

H854-F 

Asst, plus flat 30 




HS55-F 

HS64-F 

Assorted 
Washers for 

30 


o<^ 


%" shaft 

20 

.85 

2.05 

11.60 1 

H870-F 

H874-F 

METAL 

Assorted 
Washers for 

WASHERS 

80 



#4 hole 

80 


1.45 

8.15 

HS76-F 

Washers for 






#6 hole 

80 

.85 

.80 

3.75 

HS7S-F 

Washers for 






#8 hole 

80 

.85 

.85 

4.05 

HS80-F 

Washers for 






#10 hole 

70 


.85 

4.05 

H882.F 

Washers for 






%"hole 

50 


.85 

4.65 

1 LOCK WASHERS. INTERNAL TEETH 

H920-F 

Assorted 

50 



© 

H922-F 

Washers for 





#2 hole 

35 


1.55 

8.70 

H924-F 

Washers for 






#4 hole 

50 


1.45 

8.15 

H926-F 

Washers for 






#6 hole 

50 


1.05 

5.80 

H92S-F 

Washers for 






#8 hole 

50 


1.05 

5.80 

H930-F 

Washers for 






#10 hole 

45 


1.10 

6.10 


20 .85 

25 1.60 9.00 

20 1.75 9.60 

12 2.05 11.30 


OVAL HEAD RACK SCREWS 

H1266-F 6-32x3/4" 30 .85 1.55 8.40 
H1270-F 8-32x3/4" 25 .85 1.70 9.45 
H1273-F 10-32x34" 20 .85 2.30 12.90 


SHEET METAL SCREWS 


H1300-F Assorted 25 

H1350-F # 4 x 1 / 2 " 35 

H1362-F #6x1/4" 30 

H1363-F #6x34" 25 

H1364-F # 6 x 1 / 2 " 25 

H1366-F #6x3/4" 20 

H1382-F #8x1/4" 

(auto radio) 20 

H1383-F #8x3/4" 20 

H1384-F # 8 x 1 / 2 " 20 

H1388-F # 8 x 1 " 15 

H1403-F #10x3/4" 15 

H1404-F # 10 x 1 / 2 " 15 

H1406-F #10x34" 12 


25 

35 .85 1.75 9.70 
30 .85 1.60 9.15 
25 .85 1.75 9.95 
25 .85 1.85 10.45 
20 .85 2.05 11.55 


20 3.00 16.65 

20 .85 2.05 11.55 
20 .85 2.25 12.35 
15 .85 2.90 16.25 
15 .85 2.55 14.20 
15 .85 2.65 15.00 
12 .85 3.00 16.85 


ESCUTCHEON PLATE SCREWS 

H1500-F Set, small 25 .85 

WOOD SCREWS 

H1502-F Assorted 25 .85 

PHONO PICK-UP SCREWS 


H1550-F 

Assorted 

12 



H1551-F 

2-56xtV' 

12 

4.45 

24.95 

H1553-F 

2-64x3/4" 

1-72x1" 

12 

9.30 

52.25 

H1555-F 

5 

4.65 

26.10 


PHONO PICK-UP CARTRIDGE 
MOUNTING SCREWS 

H1560-F Assorted 60 

H1562-F 4-36x14" 40 .85 1.00 5.80 

H1564-F 4-40x1/4" 40 .75 1.00 5.80 

SPADE BOLTS 
H1570-F Assorted 15 

V^/RENCH SETS 
H1600-F Hex Wrench 

Set, Allen 4 

H1602-F Spline Wrench 

Set, Bristol 4 


HEADLESS AND KNOB SET SCREWS 


H1605-F Assorted 
H1623-F 6-32xf/' 
H1633-F 8-32xfff" 
H1634-F 8-32x1/4" 
H1644-F 10 - 32 x 14 ^ 


15 .85 

15 .85 3.30 18.30 
15 .85 2.80 15.65 
15 .85 2.85 15.95 
15 .85 3.30 18.30 


ALLEN HEX SET SCREWS 

H1674-F 4-36 Assorted 5 
H1676-F 6-32 Assorted 5 
H167S-F 8-32 Assorted 5 


STEEL HEX NUTS 


HISOO-F Assorted 
H1S02-F 2-56 
H1803-F 3-48 
H1804-F 4-40 
H1805-F 4-36 
H1806-F 6-32 
H1808-F 8-32 
HISIO-F 10-32 


30 

30 1.45 

30 1.45 

30 .85 1.35 
30 .85 1.35 
30 .85 1.25 
30 .85 1.50 
30 .85 1.70 


BRASS HEX NUTS 

H1S42-F 4-36 35 1.60 

H1S46-F 6-32 25 2.20 

H1S4S-F 8-32 15 2.45 


MOUNTING NUTS 

H1920-F Assorted 12 .85 
H1923-F Volume Con- 




trol Ys-S2 

15 

3.95 

22.05 

H1924-F 

Toggle Switch 





Hex M-32 

10 

6.65 

37.45 

H1926-F 

Toggle Ring 





sf-32 

8 

6.15 

34.55 


WING 

NUTS 



, H1931-F 

Assorted 

10 



H1933-F 

6-32 

15 ■ 

6.40 

36.00 

H1934-F 

8-32 

10 

7.60 

42.40 

H1935-F 

10-32 

8 

7.70 

44.65 

KNURLED THUMB 

NUTS 


H1941-F 

Assorted 

10 



H1943-F 

6-32 

8 

3.35 

19.80 

H1944-F 

8-32 

8 

2.40 

13.95 

H1945-F 

10-32 

5 

7.70 44.65 


ACORN NUTS 

H1950-F Assorted 10 .85 


SPEED NUTS 

H1960-F Assorted 30 .85 


DIAL PULLEYS 

H1966-F Assorted 6 .85 


PLASTIC ANCHOR 

H196&-F Set 8 
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212 242 211 

INSULATED BANANA PLUGS 

Plug portion hexed brass, nickel plated. Pits all stand¬ 
ard banana jacks. Beryllium spring retains resiliency 
after thousands of insertions. Wire can be soldered 
to brass stud or plug. Molded plastic handle avail¬ 
able in Red, Black, Yellow or Green. Specify color. 
No. 212 Phosphor Bronze Spring $30.00 Per C 
No. 242 Beryllium Copper Spring $50.00 Per C 


INSULATED BANANA PLUG 

Spring Type. Plug jwrtion brass, nickel plated. 
Fits all standard banana jacks. Four leaved phos¬ 


phor bronze spring. Wire can be soldered to stud 
or plug. Molded plastic handle available in Red, 
Black, Yellow or Green. Specify color. 

No. 2H _ $25,00 Per C 

INSULATED BANANA PLUG 
Spring Type. Plug portion brass, nickel plated. 
Pits all standard banana jacks. Four leaved phos¬ 
phor bronze spring. Set screw provided for solder- 
less connection. Molded plastic handle available in 
Red, Black, Yellow or Green. Specify color. 

No. 204 $25.00 Per C 


213 253 

INSULATED BANANA PLUG 

Split Type. Plug portion brass, nickel plated; cross 
slotted. Set screw for solderless connection. Molded 
plastic handle available in Red, Black, Yellow or 
Green. Specify color. 

No, 213 _ $20.00 Per C 

INSULATED BANANA PLUG 

Plug portion brass, nickel plated. Wire can be 
soldered to stud or plug. Molded plastic handle. Red, 
Black, Yellow or Green. Specify color. 

No. 253 $25.00 Per C 



SUB-MINIATURE PHONE TIP 

Fits standard tip jacks. For checking all types of 
subminiature equipment. Brass, nickel plated tip. 
Handle Red or Black bone fibre. Specify color. 

No. 270 $20.00 Per C 


HEAVY DUTY INSULATED PHONE TIP PLUG 

Banana plug inserts in rear to adapt to phone tip 
plug. Plug portion brass, nickel plated. Fits all 
standard phone tip jacks. Molded plastic handle in 
Red, Black, Yellow or Green. Specify color. 

No. 215 $25.00 Per C 


INSULATED BANANA PLUGS 

Embody our No. 213 Split and 204 Spring Type 
plugs, except handles are 1%" long. Set screw for 
solderless connection. Machined plastic handle in 
Red, Black, Yellow or Green. Specify color. 

No. 243 Split Type $40.00 Per C 

No. 244 Spring Type $40.00 Per C 


For Other Comporients, Send for Complete HERMAN H. SMITH INC. Catalog No. 53 
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HERMAN H.-SMITH, INC. 


ELECTRON 


COMPONENTS 


Sound Planning fo Specify SMITH!'" 




03 ' 




is; IQI_t ^ Is)_ ZU 

202 - 223 240 

INSULATED PHONE TIP JACKS 

Accommodates all standard phone tip plugs. Body is brass^ nickel 
plated. Sturdy phosphor bronze spring. Mounts in iV' hole in panels 
up to %" thick. Molded plastic head available in Red, Black, Yellow 
or Green. No. 202 available in Blue also. Specify color. 

No. 202 jY' Head Diameter $20.00 Per C 

No. 223 1 /^" Head Diameter $35.00 Per C 


ALL INSULATED TIP JACK 

Accommodates all standard phone tips. Sturdy phosphor bronze con¬ 
tact. Mounts in %" hole in panels up to iV' thick. Red, Black, 
Yellow, Green or Blue. Specify color. 

No. 240 $50.00 Per C 








INSULATED BANANA JACK 

Accommodates all standard banana plugs. Body is brass, nickel plated. 
Mounts in hole in panels up to thick. Molded plastic head. 
Red, Black, Yellow, Green or Blue. Specify color. 

No. 205 $20.00 Per C 

INSULATED BANANA JACK 

Accommodates all standard banana plugs. Body is brass, nickel 
plated. Mounts in 't/' hole in panels up to %" thick. Plastic head. 
Red, Black, Yellow or Green. Specify color. 

No. 219 $22.00 Per C 



COMBINATION BINDING POST 

Molded plastic free turning non-removable head. Accepts a phone 
tip plug, a spade lug, or a banana plug. Normally grounded; can 
be insulated by use of No. 2155 shoulder and 2163 flat fibre washers. 
Red or Black. Specify color. 

No. 220 $40.00 Per C 


BINDING POST 

Molded-in brass insert in molded bakelite head supplied only in black. 
Brass, nickel plated retaining washer. Supplied complete with 8/32" 
X screw and lockwasher. 

No. 265 $25.00 Per C 
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233 - 234 218 

HEAVY DUTY INSULATED BANANA PLUG 

Embody No. 213 Split Type and No. 2 04 Spring Type banana plug 
bodies. Larger plastic handle accommodates heavier wire. Set screw 
for solder less connection. Red or Black. Specify color. 

No. 233 Split Type Plug $75.00 Per C 

No. 234 Spring Type Plug $75.00 Per C 


INSULATED SPADE LUG 

Adapts banana plug to a spade lug. Steel hot tinned lug .030" thick 
for extra durability. Molded plastic handle in Red or Black. 
Specify color. 

No. 218 Complete $18.00 Per C No. 129 Lug Only $20.00 Per M 


235 136 

MOLDED METER TIP PLUG 

Molded in two halves for easy assembling. Brass nickel plated tip fits 
standard tip jacks. Available in Red and Black. Specify color. 

No. 235 Tip Plug $0.45 Each 

No. 235-D Display of 24 Pairs $21.60 Each 


METAL COMBINATION BINDING POST 

Two-piece brass nickel plated. Accepts all standard phone tip or 
banana plugs. Mounts to chassis by use of 6-32 screw. 

No. 136 $25.00 Per C 


For Other Components, Send for Complete HERMAN H. SMITH INC. Catalog No. 53 
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MIDGET BANANA PLU& BANANA PLUG — Split Type 

Rivet Type Hexed brass, nickel plated. Cross slotted for 

Brass, silver plated. Four leaved phosphor positive and lasting contact. Fits all standard 
bronze spring. Fits all standard banana jacks, banana jacks. One-piece construction. 6-32 


$20.00 Per C No. 104 


$20.00 Per C 


THO. 





_ 



ni 




I 

loj rw 4 


ioa 102 

BANANA PLUG 

Hexed brass, nickel plated. Spring is four- 
leave phosphor bronze, nickel plated. Plug 
supplied with screw and phosphor bronze 
tinned lug. Internal female permits use of this 
plug oh all size panels. 

No. 100 $20.00 Per C 


BANANA PLUG 

Hexed-brass, nickel plated. Four-leaved phos¬ 
phor bronze spring, nickel plated. 6-32 
hex nht. 

No. 102 $20.00 Per C 


101 

BANANA PLUG 


107 

BANANA JACK 


Hexed brass, nickel plated. Four-leaved phos- I Hexed brass, nickel plated. Mounts in " 


phor bronze spring, nickel plated. 6-32 
hex nut. 

No. 103 $20.00 Per C 

BANANA JACK 


hole and fits panels up to %" thick. Accom¬ 
modates all standard banana plugs. 

No. 109 $15.00 Per C 

PHONE TIP JACK 


Hexed brass, nickel plated jack with recessed Body is brass, nickel plated, with internal 
head. Recommended for use with No. 100 phosphor bronze spring for positive contact. 


banana plug but accommodates all standard Mounts in %" hole in panels up to %" thick, 
banana plugs. 14^-32 hex nut. 

No. 101 $15.00 Per C No. 107 $15.00 Per C 


No. 101 $15.00 Per C | No. 107 $15.00 Per C 
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ALLIGATOR CLIP 

Steel, cadmium plated. Jaws match accurately 
for firm grip. Banana plug fits in rear of 
alligator clip. 

No. 300 $10.00 Per C 


I 7 


350 

STEEL ALLIGATOR CLIP 
Screw Type 


360 

COPPER ALLIGATOR CLIP 
Screw Type 


steel, cadmium plated. Jaws match accurately I Solid copper. Jaws match accurately for firm 


for firm grip. Supplied with screw for solder¬ 
less connection. 

No. 350 $11.00 Per C 


grip. Supplied with brass screw for solderless 
connection. 

No. 360 $15.00 Per C 



304 334 

PHONE TIP TO 
ALLIGATOR CLIP ADAPTER 

No. 300 Alligator clip with No. 202 tip jack 
in rear of handle, adapts phone tip plugs to 
alligator clips. Red or Black. Specify color. 

No. 304 $50.00 Per C 

Same, except with No. 360 screw type copper 
alligator Clip. 

No. 334 $55.00 Per C 


305 335 

PHONE TIP OR BANANA PLUG TO 
‘ ALLIGATOR CLIP ADAPTER 

No. 300 alligator clip with No. 206 comb, 
phone tip and banana plug jack in rear of 
handle. Adapts phone tips and banana plugs 
to alligator clips. Red or Black. Specify color. 

No. 305 $60.00 Per C 

Same, except with No. 360 screw type copper 
alligator clip. 

No. 335 $65.00 Per C 


BATTERY TEST CLIP — Midget Siie 

steel, cadmium plated, for radio and ignition 
work, etc. Jaws have meshing teeth. Jaw 
spread ", 7 lb. spring, 1" long, 5 amp. 
capacity. 

No. 365 $9.50 Per C 

BATTERY TEST CLIP — Small Size 

For general testing and radio use. Steel, Elec¬ 
troplated. Jaws have meshing teeth. Jaw 
spread iV', 10 lb. spring, 2" long, 10 aihp. 
capacity. 

No.^66 $10.00 Per C 



"CROSS-PATCH" PATCH CORD 

Provides a never-ending banana plug receptacle to interconnect an 
unlimited amount of multiple circuits. The cross hole is designed 
for positive contact of all standard banana plugs. Fits all standard 
banana jacks. Four-leaved phosphor bronze nickel plated spring. Red 
or Black assemblies. Specify color. 



PATCH CORD 

Embodies No. 211 banana plug and is used to interconnect circuits. 
Molded plastic handle. Plug portion brass, nickel plated. Fits all 
standard banana jacks. Four-leaved phosphor bronze nickel plated 
spring. Red or Black assemblies. Specify color. 


No. 

680 

8" 

Wire 

Length 

$1.45 Each 

No. 

690 

8'’ 

Wire 

Length 

$ .80 

Each 

No. 

681 

12" 

Wire 

Length 

$1.55 Each 

No. 

691 

12" 

Wire 

Length 

$ .90 

Each 

No. 

682 

24" 

Wire 

Length 

$1.65 Each 

No. 

692 

24" 

Wire 

Length 

$1.00 

Each 

No. 

683 

36" 

Wire 

Length 

$1.75 Each 

No. 

693 

86" 

Wire 

Length 

$1.10 

Each 
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SOLDERLESS TEST PRODS 

Wire fits thru handle, and is wrapped around the screw portion and 
tightened with the knurled nut. Brass nickel plated tip with Red or 
Black plastic handle. Specify color. 

No. 302 4" Handle (A) 5%^' Overall (B) $0.45 Each 

No. 303 51 / 2 " Handle (A) 6%" Overall (B) $0.50 Each 




SUBMINIATURE TEST PROD 

Brass, nickel plated phone tip. Small %" O.D. handle. Ideally suited 
for checking sub-miniature equipment. Red or Black bone fibre. 
Specify color. 

No. 322 $0.30 Each 


PHONO NEEDLE TEST PRODS 

Brass, nickel plated body, with steel nickel plated needle. Removable 
chuck for replacing needles. Red or Black plastic handle. Specify 
color. 

No. 317 4" Handle (A) 5^^" Overall (B) $0.45 Each 

No. 318 51 / 0 " Handle (A) 6^" Overall (B) $0.50 Each 



HEAVY DUTY TEST PROD 

Extra sturdy brass, nickel plated tip with Red or Black plastic 
handle. Specify color. 

No. 319 4" Handle (A) 5 Overall (B) $0.50 Each 

No. 329 51 / 2 " Handle (A) 6H" Overall (B) $0.55 Each 


FIBRE TEST PROD 

Wire fits through handle and is wrapped around screw portion and 
tightened with the knurled nut, (Large I.D. of prod permits use of 
heavy duty wire.) Brass nickel plated tip with Red or Black handle. 
Specify color. . 

No. 323 $0.35 Each 



LABORATORY INTERCHANGE KIT 

Permits use of Alligator Clips, Banana Plugs, Spade Lugs or Phone 
Tips interchangeably. One each red and black solderless phone tips 
with banana jack rear, spade lugs with banana jack rear, combina¬ 
tion alligator clip jack, and banana plugs with phone tip jack rear. 
Durable vinyl kit. 

No. 640 $3.25 Each 


625 - 626 600 - 601 -602 

METER TIP TEST LEAD 

RO" rubber covered kinkless wire. Molded plastic 
nngergrip tips and 4" plastic test prod handles. 
No. 625 Solderless prods $2.00 Per Pr. 

No. 626 Needle Tip Prods $2.00 Per Pr. 

SOLDERLESS TIP TEST LEADS 

Fibre handles 4" long x %" diameter. Flexible 
kinkless rubber covered wire, 50" long. 

No. 600 Phone Tips $1.30 Per Pr, 

No. 601 Spade Luvs $!.30 Per Pr. 

No. 602 Alligator Clips SI. 4,0 Per Pp 


$1.30 Per Pr. 
$1.30 Per Pr. 
$1.40 Per Pr, 


613-614-615 603 

PHONO NEEDLE TEST LEADS 

Fibre handles 4" long x %" diameter. Tips are 
very sharp phonograph needles. Flexible kinkless 
rubber covered wires 50". 

No. 613 Phone Tips $1.30 Per Pr. 

No. 614 Spade Lugs $1.30 Per Pr. 

No. 615 Alligator Clips $1.40 Per Pr. 


ALL SOLDERLESS TEST LEADS 

No. 302 handles and No. 200 plugs. Flexible kink- 
less rubber covered leads 50" long. 

No. 603 $1.90 Per Pr 




ALLIGATOR CLIP 
TEST LEADS 


48" rubber^ covered kinkless test lead wire. Insulated alligator clips 
on one end and meter type or solderless phone tips on other end. 

No. Each 

627 Solderless Tips $1.30 

6^28 Meter Tips 




604 - 607 620 -621 -622 

ALLIGATOR CLIP TEST LEADS 

Very flexible kinkless Red and Black wire with 
alligator clips at each end. 

No. 604 12" Wire Length $0.85 Per Pr. 

No. 605 24" Wire Length $0.95 Per Pr. 

No. 606 36" Wire Length $1.10 Per Pr. 

No. 607 48" Wire Length $1.20 Per Pr. 

HIGH TENSION TEST LEADS 

Heavy duty probes, 48" high tension kinkless rub¬ 
ber covered wire .248" O.D. 22,000 volt break¬ 
down (60 cycles). 

No. 620 Phone Tips $3.00 Per Pr. 

No. 621 Spade Lugs $3.00 Per Pr. 

No. 622 Alligator Clips $3.60 Per Pr. 


$3.00 Per Pr. 
$3.00 Per Pr. 
$3.60 Per Pr. 



ALL PURPOSE TEST LEAD KIT 

48" rubber covered kinkless test lead 
wire. Plastic handles with solderless or 
needle tips. Other end supplied with 
standard #204 banana plugs, which 
are interchangeable with the phone 
tips, alligator clips, or spade lugs in¬ 
cluded. 

No. 609 $2.00 Ea. 

Banana Plug Lead Only 
No. 610 Spiderless Prods $2.75 Ea. 
No. 611 Needle Tip Prods $2.75 Ea. 
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BALL HANDLE TOGGLE 
SWITCHES 

Laminated type. Made by H. 
& H. Switches nickel plated; 
supplied with ring nut and 
mounting nut. 


Current Rating 


No. 

Type 

125 V. 

250 V. 

Shaft 

Ea. 

500 

SPST 



3 

Amps 

W' 

$0.75 

501 

SPST 



3 

Amps 

1" 

1.00 

502 

SPDT 

3 

Amps 

1 

Amp 


1.00 

503 

SPDT 

3 

Amps 

1 

Amp 

1" 

1.20 

504 

DPST 

3 

Amps 

1 

Amp 

15 W 
32 

1.40 

505 

DPST 

3 

Amps 

1 

Amp 

1" 

1.60 

506 

DPDT 

3 

Amps 

1 

Amp 


1.60 

507 

DPDT 

3 

Amps 

1 

Amp 

1" 

1.85 


WL BAT HANDLE 

SSh^ TOGGLE 

SWITCHES 

■jHlii Laminated type. Mgde by 

^ nickel 

ring nut and mounting 

Current Rating 

No. Type 125 V. 250 V. Shaft Ea. 

mn C!r>C!'T' o A_ 1 (t M 


510 SPST 

511 SPDl 



No. 

Type 

125 V, 

250 V. 

Ea. 

570 

SPST 


3 Amps 

$1.00 

571 

SPDT 

3 Amps 

1 Amp 

1.20 

572 

DPST 

3 Amps 

1 Amp 

1.50 

573 

DPDT 

3 Amps 

1 Amp 

1.85 



8 Amps $0.75 

3 Amps 1 Amp 1.00 


512 DPST 3 Amps 1 Amp 1.40 

513 DPDT 8 Amps 1 Amp ji" 1.60 


® ROTARY SWITCHES 


Made by H. & H. Switches 
nickel plated; supplied with 
mounting nut. Threaded shank 
O.D. X %" long. Overall 
length of shaft 1 ^ 

Current Rating 


HEAVY DUTY 
POWER SWITCHES 

Made by H. & H., and 

specially recommended for 
use in amplifiers, trans¬ 
mitters, motors and all 
heavy current circu its. 
Neutral off in center posi¬ 
tion. Rated at 10 amps, 

125 volts; 5 amps, 250 
volts. Mounting sleeve di¬ 
ameter X %" long. 

No. Type Power Rating Ea. 

574 DPDT % H.P. $ 6.25 

2"xliA"xy8'' 2 50 Volts 

575 TPDT 1/2 H.P. 9.50 

2"x21/4"x 1" 115-2 30 V.A.C. 3-ph. 

576 4PDT 1/2 H.P. 12.50 

2"x21^"x1" 115-230 V.A.C. 2 -ph. 


FUSE RETAINER 


Recommended for use in auto radio power 
supply cables. 

No. 1301 .$20.00 Per C 

PARTS FOR CONNECTOR 
AND RETAINER 

No. Type Per C 

1305 Male Cap for #1300 & #1301 $3.00 

1306 Female Shell for #1300 3.50 

1307 Contact for #1300 & #1301 5.00 

1308 Spring for #1300 & #1301 1.00 

1309 Washer for #1300 & #1301 .50 

1310 Insulating Tube for #1301 .90 

1311 Female Shell for #1301 5.00 


MOLDED BAKELITE 
SWITCHES 

Made by H. & H. Bat 
handle. Back connected 
silver plated contacts, 
slotted sleeve. 


Current Rating 

No. Type 125 V. 250 V. Shaft Ea. 

520 SPST 6 Amps 3 Amps M" 

521 SPDT 6 Amps 1 Amp M' 1-25 

522 DPST 6 Amps 3 Amps W' 1-70 

523 DPDT 6 Amps 3 Amps W' 2.00 

MOLDED BAKELITE MOMENTARY 
SWITCHES 

Same as above except switches are momentary 
type. SPST normally “OFF.” 

Current Rating 

No. Type 125 V. 250 V. Shaft Ea. 

524 SPST 6 Amps 3 Amps W' $1-60 

525 DPDT 6 Amps 3 Amps W' 2.50 


MOMENTARY 
PUSH BUTTON 
SWITCH 

Momentary contact A.C. 
Push Button Switches. 
Molded type with soldering 
lug-. Rated at 1 amp. 125 
volts. Normally “OFF,” 
push to make, release to 
break. shank. 

No. Type Each 

540 SPST $0.80 

541 SPDT .85 

542 DPST .90 

543 DPDT 1.30 


PUSH BUTTON MOMENTARY 
SWITCH 

Slow make and break 
switch made by H. & H. 
riL Laminated type, solder 

lug. Circuit normally 
“OFF,” push to make, iV' 
slotted sleeve, rated at 1 
flnSfijjHnn amp, 125 volts. The two 
circuit switch has one cir¬ 
cuit normally on, one cir¬ 
cuit normally off. 

No. Type Each 

579 SPST less button $0.90 

580 Two Circuit less button 1.40 

581 Red or Black button .35 


SLIDE LEVER 
SWITCHES 

Rated 1% amps. 110 
volts. Size 1%" X 
Mounting centers 1%". 
Type Each 

SPST $0.35 

SPDT .40 

DPST .50 

DPDT .55 


ANTENNA CONNECTOR 



For use as connection of auto radio antenna 
lead-in to auto radio receiver. 

No. 1300. $12.00 Per C 


JUMBO FUSE HOLDERS 


These jumbo fuse holders are for use with var¬ 
ious types of auto receivers. All parts com¬ 
prising bushings, springs, contacts, etc., are 
furnished unassembled, packed in individual 
envelopes. 


Size 

y2"x2y8" 
y2"x2%" 
y2"x 2%^^ 


Fuse Size 
9 amp. 
14 amp. 
30 amp. 


HEAVY DUTY MOMENTARY SWITCH 


Made by H. & H. DPST 
Momentary contact push 
button switch, normally 
off, screw terminal, bake- 
lite case, slotted 

sleeve. Rated at 6 amps, 
250 volts—12 amps, 125 
volts—1 HP at 250 volts. 



HEAVY DUTY SWITCH 


..$3.00 each 




Made by H. & H. DPST 
Switch Maintained con¬ 
tact bat handle bake- 
lite case, slotted 

sleeve, screw terminals. 
Rated at 6 amps, 250 
volts — 12 amps, 125 
volts — 1 HP at 250 
volts. 

No. 596.$2.10 each 


CENTER OFF 
SWITCHES 

Made by H. & H. 
Three Position bat 
handle switch. “Cen¬ 
ter Off.” Bakelite 
case, rated at 3 amps, 
250 volts — 6 amps, 
125 volts — solder 
terminals. 

No. Type Each 

566 SPDT $1.90 

567 DPDT 2.35 



DPDT CENTER OFF SWITCH 


Bat handle toggle switch 
rated at 1 amp. — 125 
volts with center “OFF” 
position. Lug terminals, 
" brass nickel plated 
shaft. Can be used for 
switching to either high or 
low frequency antenna on 
TV receivers. 

No. 565 $1.45 each 


ROTARY TYPE 
CANOPY SWITCH 

Rated at 8 amps. 125 
volts, 1 amp. 250 volts. 
Supplied with 6" leads. 
C.S.A. approved. 

No. 585 $0.45 each 


NAME PLATES 

Brass nickel plated name plates to fit all stan¬ 
dard ^1" sleeves. 



No. 

Type 

Per C 

508 

ON-OFF 

$5.50 

509 

HI-LOW 

5.50 


WIRED FUSE RETAINER 




Wired fuse retainer saves 
the soldering operation nec¬ 
essary when replacing re¬ 
tainer. Simply cut wire, 
strip and put in line. Will 
accommodate either 3 A.G. 
20 amp. or SFE 14 amp. 
fuse. 


No. Each 

1304 .$ 0.45 

1304-D—Display of 24..... 10.80 
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PANEL IND CATOR V 2 INCH JEWEL 


Jewel holder made of brass, nickel plated. 
Jewel mounts in a single iV' dia. hole. Also 
available with universal adjustable bracket for 
use where more accurate focus of the jewel 
to lamp filament is required. Facetted jewel 
available in Red, Green, Amber, Blue, Opal 
and Clear colors. Please specify. 

No. Type Each 

1900 Miniature Screw Base.$0.45 


1901 Candelabra Base . 

1902 Candelabra Base with Univ. 

Bracket . 

1903 Bayonet Base . 


PANEL INDICATOR V2 INCH 
OPEN TYPE I 

from Front of Panel 

single ii" dia. hole. 

The embossed rib in center of bracket gives 
additional strength and assures perfect align¬ 
ment. Available with facetted jewels in Red, 
Green, Amber, Blue, Opal and Clear colors. 

No. Type Each 

1920 Miniature Screw Base $0.70 

1921 Miniature Bayonet Base .70 


CLIP-ON TYPE PILOT LIGHT 


1904 Bayonet Base with Univ. Bracket .50 


J K PANEL INDICATOR 

m 3/4 INCH JEWEL 

Jewel holder is made of brass, 
r nickel plated. Jewel mounts in 
a single dia. hole. Avail¬ 
able with facetted jewels in 

Red, Green, Amber, Blue, Opal 

and Clear colors. Please specify. 
No. Type Each 

1905 Miniature Screw Base $0.95 

1906 Miniature Bayonet Base 1.00 

1907 Candelabra Base 1.00 




GLASS JEWELS 

Jewels are available in Red, 
Green, Amber, Blue, Opal and 
Clear colors in smooth or fac¬ 
etted types. Jewel holders are 
brass, nickel plated, and are 
supplied with mounting nut. 



3/8 Inch Jewel 


Vz Inch Jewel 


MOUNTS IN Pe" 

HOLE 

MOUNTS IN xV' 

HOLE 

No. 

Type 

Each 

No. 

Type 

Each 

1940 

Smooth 

$0.25 

1911 

Smooth 

$0.30 

1941 

Facetted 

0.25 

1912 

Facetted 

0.30 


3/4 Inch Jewel 
MOUNTS IN ir HOLE 
No. Type Each 

1913 Smooth $0.70 

1914 Facetted 0.70 


1 Inch Jewel 
MOUNTS IN 1" HOLE 
No. Type Each 

1915 Smooth $1.25 

1916 Facetted 1.25 


SOCKETS 


Can be used by clipping on to variable con¬ 
denser or chassis. All brackets are cadmium 
plated. 

No. Type Per C 

1922 Min. Screw Up Clip $14.50 

1923 Min. Screw Down Clip 14.50 

1924 Min. Bayonet Up Clip 16.50 

1925 Min. Bayonet Down Clip 16.50 

1926 Candelabra Up Clip 18.75 

1927 Candelabra Down Clip 18.75 


MICROPHONE 
CONNECTOR 
Single Contact Male 

A completely shielded single con¬ 
tact connector. Made of brass and 
heavily chrome plated. Mate for 
No. 116 female connector. 

No. 115 .$0.55 each 


MICROPHONE 
CONNECTOR 
Single Contact Female 

Used extensively for making con¬ 
nections from microphone to amp¬ 
lifier. Equipped with coupling 
ring. Brass, heavily chrome plated. 

No. 116 .$0.58 each 


PANEL INDICATOR INCH JEWEL 

Please specify. 

No. Type Each 

1908 Miniature Screw Base $0.50 

1909 Miniature Bayonet Base .50 


PANEL INDICATOR 1 INCH 

OPEN TYPE 

Jewel Remov¬ 
able from 
Front Panel 


Jewel holder 
made of brass, 
chromium plat¬ 
ed finish. Jewel 
mounts in single 
1" dia. hole. 
. The embossed 

rib in center of bracket supplies additional 
strength, assuring perfect alignment. Avail¬ 
able with facetted jewels in the following 
colors: Red, Green, Amber, Blue, Opal, and 
Clear colors. Please specify. 

Each 

1917 Miniature Screw Base $1.60 

1918 Miniature Bayonet Base 1.60 

1919 Candelabra Base 1.70 




BRACKET TYPE PILOT LIGHT 
SOCKETS ^ I 


Brackets are steel, 
cadmium plated. 


Type 

Min. Screw Up Bracket 
Min. Screw Down Bracket 
Min. Bayonet Up Bracket 
Min. Bayonet Down Bracket 
Candelabra Up Bracket 
Candelabra Down Bracket 




UNMOUNTED 


SOCKETS 


Type 

Miniature Screw Base $ 

Miniature Bayonet Base 
Candelabra Base 


FUSE MOUNTING BASES 



CLIP-IN SOCKET 

This clip-in socket is of the bay¬ 
onet base type construction, and 
is assembled with two solder lugs. 
The special clip-in bracket is 
steel, cadmium plated, and is 
designed to clip into the dial 
directly. 

No. 1938....$15.50 per C 


No. 

Type 

Per C 

530 

Single 

$25.00 

531 

Double 

40.00 

532 

Clip Only 

2.50 



CHASSIS CONNECTOR 
Single Contact Male 

Brass, heavily nickel plated. 
Threaded %"-2Y,- and mounts 
in a %" hole. Supplied com¬ 
plete with washers, soldering 
lug and nut. 

.$0.38 each 



Black bakelite, panel mount type. Accommo¬ 
dates SAG Auto type cartridge fuse. 


CAP AND CHAIN 

Jr Made of brass, heavily nickel 
plated. The cap seals open end 
Qr units against dust. 

No. 118 .$0.60 each 


PHONO ADAPTER 
ATTACHMENT PLUG 

R.C.A. type phono plug. For use 
with record players, recording and 
reproducing equipment, etc. Extra 
long pin for new type jacks and 
large hole in cap for coaxial cable. 
No. 1201 .$8.00 per C 


PHONO JACK 

Female for No. 1201 plug. 
Single prong positive grip jack 
^ mounted on bakelite with 

mounting centers. 

No. 1203 .$11.00 per C 


_ DUAL PHONO JACK 

Two positive grip jacks mounted 
on bakelite. Double mounting 
holes spaced x 1:^". Jacks are 
iV^ center to center. Used on re- 
cording units and phono players, 
etc., where dual application is 
neeesssary. 

No. 1214 .$20.00 per C 
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TIE DOWN TERMINAL STRIPS 


TERMINAL . 

BOARDS I 
Screw Type 

Brass hot tinned lugs 
Lugs are spaced 


mounted on bakelite. 
center to center. 


No. 

Terminals 

Mounting 

Center 

Per C 

872 

2 

1 

$12.00 

8/3 

3 

1%" 

18.00 

874 

4 

2^" 

22.00 

875 

5 

2%" 

28.00 

876 

6 

Si^e" 

33.00 

877 

7 

3 Vs " 

40.00 


LOCKING 


TERMINAL 




! 1465 I 1466 I 1467 | 1466 
BRASS ELECTRO PLATED 


No. 

Hole Size 

Thick 

1465 

No. 4 

.020 

1466 

No. 6 

.020 

1467 

No. 8 

.020 

1468 

Vi" 

020 



FIBRE ALIGNMENT SCREW DRIVERS 

Made of bone hard fibre g' 2 " O.D, 

. X 7" long. 

No. 307 . 

. $0.45 each 

No. 307-D —Display of 24. 

$10.80 each 

"VERI-THIN" ALIGNING 

SCREW DRIVER 


Fibre aligning tool 7" long x 
screw driver on each end. 

O.D. with 

No. 328 . 

.. $0.40 each 

No. 328-D —Display of 50. 

$20.00 each 

"LONG REACH" ALIGNING 

SCREW DRIVER 


Aligning tool 9" long x .165 O.D. with screw 
driver on each end. Material of treated clear 

Incite. 

No. 330 . 

! 

. $0.60 each 

No. 330-D —Display of 36. 

$21.60 each 

1 "EXTRA LONG REACH" ALIGNING 

1 SCREW DRIVER 


Hard Bone Fibre screw driver 12 

inches long 

by Ys inches dia. Extra strong 

and durable. 

No. 

Each 

333 . 

. $ 0.70 

333-D —Display of 50 tools. 

. 35.00 

TEST PROD 


“MAKE YOUR OWN R. F. 

PROBE" 



a. 

:i± 

Drill Size (A) 


ADAPTER 

Convert your %" 
drill chuck to drill 
holes up to 1/4 
Steel drill adapter 
enables the use of 
drills from fe' to 
1/4" in portable elec¬ 
tric drill with a 14 " 
chuck. Drills can be 
quickly inserted and 
tightened with two 
set screws located at 
90° angle for firm 
hold. 


No. 1204 


An exceptionally sturdy fibre prod with rear of 
prod designed to accommodate IN-3 4 crystal 
and condensers, necessary for use as an R.F. 
Probe. Heavy duty removable screw type tip 
for easy soldering. 

No. 630 .$1.20 each 

No. 630-D—Display of 12. $14.40 each 


MOTOROLA TYPE PLUG 

Attachment plug for all Motorola 
auto radio receivers and many 
other types of auto radios. 

No. 1200 .$14.00 per C 


LEAD-IN ADAPTER 

Lead-in adapter converts Mo* 
torola pin plug to Delco type 
mmeJ plug, 

.$11.00 per C 


ANTENNA 
CONNECTOR 
Flange Type 

Female connector for No. 
i 1200 Motorola type Plug. 

I Sturdy steel flange, tl" 

mounting centers. Solder 
coated shell, flange, and 
contact. Used extensively on 
auto radios. 

No. 1207 .$20.00 Per C 


RUBBER GROMMETS 

.j_M A: O.D. 

. B: I.D. 

» C: PANEL 

/ D: THICK 

* 1 ■ , E: P. THICK 


_ ^ MINI-MAX 

^ CON- 
NECTING 
STRIP 

This fastening connecting strip is spaced so 
that it will snap onto terminal connections of 
portable batteries. 

No. Type Per C 

1205 6714 Volt $30.on 

1206 90 Volt 40.00 



RECESS 

RUBBER 

BUMPERS 

0 . Per C 

92 $2.20 

93 2.75 

94 4.40 

S4 4.50 
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HERMAN 


S M ITH 


BRASS SPACERS CADMIUM PLATED 

Ideal for use in raising' sub panels, chassis, condensers, 
transformers, etc. Hole in bushing to accommodate a 
No. 6 or No. 8 screw. 


For No. 

o Screw 

Va" O.D. 

For No. 

8 Screw 

No. 

Per C 

Length 

No. 

Per C 

2100 

$5.00 

1/4" 

2105 

$5.00 

2101 

6.50 

%" 

2106 

6.50 

2102 

8.00 

Va" 

2107 

8.00 

2103 

9.50 

%" 

2108 

9.50 

2104 

11.00 

1" 

O.D. 

2109 

11.00 

2110 

$8.00 

1/4" 

2115 

$8.00 

2111 

9.50 

%" 

2116 

9.50 

2112 

11.00 

1 / 2 " 

2117 

11.00 

2113 

12.50 

%" 

2118 

12.50 

2114 

14.00 

1" 

2119 

14.00 

THREADED BRASS 

SPACERS 

CADMIUM PLATED 


E L E C T R O N I C CO M P O N E N T S 


FIBRE SHOULDER WASHERS 

A. Inside Diameter 

—^ I Outside Diameter 

( I C. Thickness Over-all 


Brass bushings i/4" 

Threaded 6-32 

O.D. Threaded 

6-32 and 8-32. 
Threaded 

8-32 

No. 

Per C 

Length 

No. 

Per C 

2120 

$6.00 

1/4" 

2125 

$6.00 

2121 

7.50 

%" 

2126 

7.50 

2122 

9.00 

1 / 2 " 

2127 

9.00 

2123 

11.00 

%" 

2128 

11.00 

2124 

12.50 

1" 

2129 

12.50 



INSULATED SPACERS 

For No. 6 Screw >4" O.D. For No. 8 Screw 

No. Per C Length No. Per C 

2130 $6.00 W' 2140 $6.00 

2131 6.75 2141 6.75 

2132 7.00 1 / 2 " 2142 7.00 

2133 9.00 2143 9.00 

2134 10.75 1 " 2144 10.75 


Volume Control and Toggle Switch Nut$ 

Brass Nickel Plated _ 

No. Type Dimensions Per M 

1195 Volume Control %-82x 1 / 3 X 5 % $21.00 

1196 Toggle Switch 15-82 x x ^ 30.00 

1197 Toggle Ring Nut 15-82 x x 30.00 


MINI-SHIELDS FOR MINI-TUBES 

These Mini-Shields fit snugly on all Mini-Tubes. Serrations 
in base clip prevent shielded tube from joggling or work¬ 
ing loose. Available in two sizes for 1 %" and 2 " long 





E. 

Diameter 

of Shoulder 







No. 

A B 

c 

D 

E 

Per M 

2150 

#6-.140 .375 

.098 

.031 

.237 

$11.50 

2151 

#4-.110 .250 

.062 

.031 

.187 

9.50 

2152 

#6-.136 .250 

.093 

.031 

.187 

10.00 

2153 

#6-.136 .312 

.093 

.031 

.187 

11.00 

2154 

i/."-.250 .500 

.068 

.028 

.312 

12.00 

2155 

#8-.l72 .375 

.093 

.031 

.246 

11.00 

2156 

#10-.196 .375 

.093 

.031 

.808 

11.00 

2157 

%"-.375 .750 

.093 

.031 

.500 

14.50 

2158 

%"-.385 .625 

.093 

.031 

.500 

14.00 


FLAT 

FIBRE WASHERS 


No. 

For Screw-(I.D.) 

o:d. 


Thickness 

Per M 

2160 

#6-.136 

.250 



$9.50 

2161 

#4-.110 

.250 



9.50 

2162 

#6-.140 

.375 



8.50 

2163 

#8-.172 

.375 



8.50 

2164 

#10-.196 

.375 


■h 

8.50 

2165 

1/4 "-.2 50 

.500 



9.00 

2166 

1/4 "-.250 

.500 



9.50 

2167 

i%"-.812 

.500 


I’s 

9.00 

2168 

%"-.S85 

.625 


tV 

11.00 

2169 

%"-.375 

.750 


r'g 

14.00 



MINI-SPRING FOR MINI-TUBES 
For Table Radios * Electronic Equipment 
Radio Receivers 

The Mini-Tube guard gives support to the Mini-Tube 
in two ways. It maintains a direct axial pressure 
downward plus a sideways support that keeps the tube 
upright and perpendicular to the chassis. The spring 
action is constant and resilient permanently. 





No. 

Type 

Per C 

Type 

Over-all Length 

Per C 

560 

Short 

$13.50 

For 2" Tube 

1 %" 

$13.00 

561 

Medium 

13.50 

For 1 1/4 " Tube 

iy4" 

11.00 

562 

Long 

13.50 

3-Prong Base Clip 
Single Clips 

5.50 

3.30 

563 

9-Prong 

13.50 


BRASS AND INSULATED 
COUPLINGS 

Available in both brass and in¬ 
sulated material. Overall length 
%". Set screws are provided in 
coupling for tightening to shaft. 


"^^^SUL TED 

l-iff- ^ik/ brass 

or insulated material. Suitable for use on am¬ 
plifiers, television receivers, radio receivers 


Type 

O.D. 

Material 

Each 

¥ 4 "-1/4" 


Brass 

$0.25 

1 / 4 "-1/4" 


Fibre 

0.25 

%"-i/4" 

1 / 2 " 

Brass 

0.25 

%"-i/4" 

1 / 2 " 

Fibre 

0.25 


1/4 '' 

Brass 

0.25 


V 2 , 

Fibre 

0.25 


or wherever a or 
required. 


%" shaft extender is 

Shaft Overall 


No. 

Type 

Material 

Length Length 

Each 

150 

1 / 4 " 

- 1 / 4 " 

Brass 

1%" 

1%" 

$0.30 

130 

1 / 4 "-1/4" 

Fibre 

1%" 


0.30 

132 

%"-i/4" 

Brass 

1%" 

1%" 

0.30 

134 


- 1 / 4 " 

Fibre 

1%" 

1%" 

0.30 


PANEL BEARING ASSEMBLY 


This panel bearing is accurately machined and 
is specially recommended for use as dial 
drives, or for mounting volume controls, 
switches, etc. Over-all length 1%"* Supplied 
with nut. Drive shaft O.D. 

No. 126 $30.00 per C 


BRASS AND INSULATED RODS 


STEEL SPADE BOLTS 

Steel, cadmium plated finish, threaded 
6-32, thread length -^ 0 ", length over¬ 
all %'b 

No. 1500 $11.00 per M 


FAHNESTOCK 
SPRING BATTERY 
CLIPS 

Clips are made of brass, 
k nickel plated and are avail- 
' able in. the single and 
double clip types. 


THREADED BRASS RODS 


Rods ordinarily supplied in one foot lengths; 
if two foot length is required, please specify. 


No. 

Type 

Length 

DIa. 

Each 

1404 

Brass 

6" 

1/4" 

$0.30 

1405 

Brass 

12" 

1/4" 

.60 

1406 

Insulated 

6" 

1/4" 

.25 

1407 

Insulated 

12" 

1 / 4 " 

.50 


No. 

Size 

Per Foot 

1400 

6-32 

$0.35 

1401 

8-32 

.35 

1402 

10-32 

.45 

1403 

1/4"-20 

.50 


jflUm _.1 



No. 

Type 

Length 

Per C 

533 

Single 


$1.80 

534 

Single 

1" 

2.20 

535 

Double 

11 / 2 " 

10.00 

536 

Double 

2^" 

11.00 


BEARING FOR PANEL 
ASSEMBLY 

Made of brass, and fits in %" 
diameter hole in panels up to 
thick. Bearing is made to 
accommodate shafts. Overall 
length 1/^". 

No. 119.:..$0.25 each 


FAHNESTOCK CLIP 

A speedy and .positive contact 
spring clip. Especially useful for 
clipping to ammeter screws on 
auto radios. Supplied in phosphor 
bronze. 

No. 538_$11.00 per C 


PANEL BEARING 
ASSEMBLY 


I * ^ i This assembly combines 

either 3" or 6" brass 
rod, 1/4" O.D. with our standard No. 119 Panel 
Bearing. Completely assembled so that panel 
bearing is held rigidly in place. Will fit on 
panels up to fg" thick and can be used with 
either rigid or flexible couplings. 

No. A Each 

148 3" $0.50 

149 6" .60 


ANTENNA HANK 

n covered copper antenna 



$35.00 per C 
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HERMAN H SMITH. INC 


ELECTRONIC COMPONEN T S 


S o u n d P f o n nj n g to Specify SMITH!’' 



No. 

lOOOM 
1001M 
1002M 
1006M 
1007M 
1008Nl 


No. 

1044IVI 

1045IVI 

1046M 

.1047M 

1048M 

1049M 

1050M 

1051M 

1052M 

1056M 

1057IVI 

1058IVI 


STEEL MACHINE SCREWS 
Round Head Cadmium Plated 

Per M Size No 

$5.90 6-32 X lOOOG 

6.30 6-32 

6.80 6-32 

7.60 8-32 

8.30 8-32 

8.80 8-32 


1/2" 

%" 

1/2" 


lOOlG 
1002G 
1006G 
1007G 
lOOSG 


BRASS 

Round 


MACHINE SCREWS 
Head Nickel Plated 


Per M 

Size 


No. 

$6.50 

4-36 

X 

V 4 " 

1044G 

8.10 

4-36 

X 

% " 

1045G 

10.00 

4-36 

X 

1 / 2 " 

1046G 

6.50 

4-40 

X 

y4" 

1047G 

8.10 

4-40 

X 

%" 

104SG 

10.00 

4-40 

X 

1 / 2 " 

1049G 

9.30 

6-32 

X 

yp' 

1050G 

10.90 

6-32 

X 

%" 

1051G 

12.50 

6-32 

X 

V 2 " 

1052G 

13.70 

8-32 

X 


1056G 

15.60 

8-32 

X 

%"■ 

1057G 

17.60 

8-32 

X 

Vz " 

1058G 


Gross 

$1.00 

1.10 

1.15 

1.25 

1.35 

1.40 


Gross 

$ 1.00 

1.05 

1.10 

1.00 

1.05 

1.10 

1.55 

1.80 

2.10 

2.30 

2.65 

2.95 


No. 

IISSM 

1168IVI 

1189IVI 

1190M 

1191M 

1192IVI 

1193M 


HEXAGON NUTS 
Brass Nickel Plated 

Per M Size 

$9.00 4-36 X 

9.00 4-40 

12.90 6-32 

12.90 6-32 X 

14.10 8-32 

14.10 8-32 

15.90 10-32 


V 4 " 

V 4 " 

A" 

1 / 4 " 


No. 

1188G 

116SG 

1189G 

1190G 

1191G 

1192G 

1193G 


Gross 

$1.45 

1.45 

2.10 

2.10 

2.30 

2.30 

2,65 


1179M 

IISOM 

1181M 

$7.10 

7.90 

7.90 

6-32 X 1,4" 

6-32 X 

8-32 X Is" 

1179G 

1180G 

IISIG 

$1.10 

1.30 

1.30 

PARKER KALON 
Round Head 

TYPE A 

Sharo Point 

SELF TAPPING SCREWS 
— Cadmium Plated 

TYPE Z 

Blunt Point 

No. 

Gross 

Size 

No. 

Gross 

1801 

$1.45 

4 X 1/2 

1807 

$1.45 

1802 

1.35 

6x1/4 

1808 

1.35 

1803 

1.40 

6 X % 

1809 

1.40 

1804 

1.45 

6 X 1/2 

1810 

1.45 

1805 

1.55 

8 X % 

1811 

1.55 

1806 

1.65 

8 X 1/2 

1812 

1.65 


SLOTTED HEX HEAD — CADMIUM PLATED 
Type Z Blunt Point 


No. 

Size 

Gross 

1830 

6x % 

$1.35 

1831 

6x % 

1.40 

1832 

6 X V 2 

1.45 

1833 

8 X % 

1.55 

1834 

8 X 1/2 

1.65 


FLAT WASHERS 
Brass Nickel Plated 

Per M Size Material No. 

$4.80 No. 4x%"x.037" Brass 1149G 

4.80 No. 6x3/8 "x.Ol2" Ph. Br. 1150G 

4.80 No. 8x3/8 "x.Ol2" Ph. Br. 1151G 

4.80 No. 10x3/8 "x.03 7" Brass 1152G 


No. 

1149M 

1150M 

1151IVI 

1152M 


Gross 

$0.70 

0.70 

0.70 

0.70 


SHAKEPROOF WASHERS 
Steel, Cadmium Plated Internal Teeth 


No. 

Per M 

Type 

No. 

Gross 

1127M 

$4.50 

No. 4 

1127G 

$0.65 

112SM 

4.80 

No. 6 

1128G 

0.75 

1129M 

4.80 

No. 8 

1129G 

0.75 

1130M 

5.40 

" No. 10 

1130G 

0.80 

1132M 

7.20 

1 / 4 " 

1132G 

1.10 

1131M 

9.00 


1131G 

1.45 

Narrow 

Rim Control Shaft Lockwasher 

— Internal 

Teeth 

1145M 

$9.00 

External Teeth 

1145G 

$1.45 

No. 

Per M 

Type 

No. 

Gross 

1139M 

$4.50 

No. 4 

1139G 

$0.65 

1140M 

4.80 

No. 6 

1140G 

0.75 

1141M 

4.80 

No. 8 

1141G 

0.75 

1142M 

5.40 

No. 10 

1142G 

0.80 

1144M 

7.20 

■■ 1/4" 

1144G 

1.10 

1143M 

9.00 


1143G 

1.45 


FANCY HEAD BRONZE FINISH SCREWS 

No. Size Per M 

1160 6-32 x %" $10.7C 

1161 6-32x1" 11.40 

1162 6-32 xli^'^ 12.50 


■HHi 

■ 



if! 



HEX AND SPLINE KEYS 


Made of. special alloy steel, tempered to avoid brittleness 
and to impose maximum resistance to torsional strain. 
Ends ground for easy insertion. 




HEX KEYS 



SPLINE KEYS 

Per C 

No. 

Screw Size 

Per C 

No. 

Screw Size 

340 

No. 2 

$11.00 

370 

No. 4 

$11.00 

341 

No. 3, 4 

11.00 

371 

No. 5 

11.00 

342 

No. 5, 6 

11.00 

372 

No. 6 

11.00 

343 

No. a 

11.00 

373 

No. 8 

11.00 

344 

No. 10 

13.20 

374 

No. 10 

13.20 

345 

1/4" 

13.20 

375 

1 / 4 " 

13.20 

346 


13.20 

376 

Is" 

13.20 




HEX AND SPLINE KEY KITS 

Attractive tearproof vinyl plastic kit with indi¬ 
vidual pockets for each of six keys in kit. 

Kit of 6 hex keys for screws from No. 3 to -nr • 

No. 355 $85.00 per C 

Kit of 6 spline keys for screws from No. 5 to 
No. 385 $85.00 per C 

Combination Kit of 3 hex and 3 spline keys for 
No. 6-8-10 screws. 

No. 390 $85.00 per C 

Combination Kit of 7 hex keys for screws from 
No. 8 to and 4 spline keys from No. 4 to 
No. 10. 

No. 395 $180.00 per C 

DISPLAY CARDS Each 

Display of 24 Hex Kits No. 355 $20.40 

Display of 24 Spline Kits No. 385 
Display of 24 Combination Kits No. 390 20.40 

Display of 24 Combination Kits No. 395 36.00 

CABLE CLAMPS 

steel Cadmium Plated with No. 8 open Hole. 

Per C 
$ 2.00 
2.00 
2.50 

BRASS and steel ANGLES 

No. Material Size Per C 

1474 Brass N.P. 1/2 "x 1 / 2 " $2.80 

1475 Brass N.P. %"x%" 5.50 

. , 1476 Steel H.T. s/^"x34" 2.20 

1477 Steel H.T. %"xlV8" 2.20 


No. 

Length 

Width 

Cable 

1471 

%" 

%" 

Vs "to 1/4 

1470 

3 / 4 " 

%" 

1 / 4 " 

1472 

1" 

%" 

V 2 " 


EYELET TYPE 
SOLDER LUGS 


uso 


1481 


)482 


1483 


Made of brass. Nos. 1480, 1481 and 1482 are hot tinned and No. 
1483 cadmium plated. Specially recommended for mounting on 
terminal strips. 


No. 

1480 

1481 

1482 

1483 

Length 

%" 

. %" 

V 4 " 

W' 


Hole 

^ slot 

No. 8 

No. 8 

Per M 
$ 5.00 
11.00 
8.30 
8.30 


BINDING 

HEAD 

SCREWS 



Steel 

Nickel 

Plated 


No. 

Per M 

Size 

No. 

Gross 


1425M 
1426M 
1427M 
1428M 
1429M 
1430M 


$5.90 

6.30 
6.80 
7.60 

8.30 
8.80 


6-82 

6-32 

6-32 

8-32 

8-32 

8-32 


1 / 4 " 

%" 

1 / 2 " 

1 / 4 " 


1425G 

1426G 

1427G 

142SG 

1429G 

1430G 


$ 1.00 

1.10 

1.15 

1.25 

1.35 

1.40 



RACK SCREWS 

Oval Head, Steel, Nickel Plated 

Specially recommended for mounting panels in racks and cabinets. 
Available in gross packages or packed 1000 to the box. 

No. Per M Size No. Gross 

llllM $9.20 10-32 X 1/2" llllG $1.55 

1112M 10^0_ 10-32 X %" _m2G 1.60 

COUNTERSUNK WASHERS 
Brass, Nickel Plated 

Recommended for use with Rack Screws designated 
above. 



No. 

Per M 

Size 

No. 

Gross 

No. 

Per M 

Size 

No. 

Gross 

1115M 

• $6.80 

6 

1115G 

$1.05 

1116M 

7.20 

8 

1116G 

1.10 

1117M 

7.20 

10 

1117G 

1.10 
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HERMAN H. SMITH, INC. • ELECTRONIC COMPONENTS 


'It's Sound Planning to Speoify SMITH!" 


HEAVY DUTY BAKELITE B A R RI E R T E R M I N A L STRIPS 

Shown below are our popular screw type terminal blocks. Made of molded thermosetting plastics — in high tensile strength bakelite for 
general commercial use, CFG, MFE, CMG, MME, AND MDG blocks made in strict compliance with latest military specifications MIL-P-14C. 
Prices available on request. Special flag, spade, hole type lugs, and steel straddle plates available. Manufactured by the KUtKA ELECTRIC 
MANUFACTURING COMPANY, INC. and exclusively distributed by us to the Radio Parts Distributors ' 


600 Series 


Height ^ 
tV' Mtg., 


i", Width Ts", Thickness 
5-4 Ox Screws. 


Terminals %" Centers, 





No. 

Each 

No. 

Each 

No. 

Each 

600-1 

$0.15 

600-ST-l 

$0.19 

600%ST-1 

$0.19 

600-2 

0.25 

600-ST-2 

0.32 

600%ST-2 

0.32 

600-3 

0.33 

600-ST-3 

0.44 

600%ST-3 

0.44 

600-4 

0.42 

600-ST-4 

0.57 

600%ST-4 

0.57 

600-5 

0.51 

600-ST-5 

0.69 

600%ST-5 

0.69 

600-6 

0.59 

600-ST-6 

0.83 

600%ST-6 

0.83 

600-7 

0.68 

600-ST-7 

0.95 

600% ST-7 

0.95 

600-8 

0.77 

600-ST-8 

1.08 

60034ST-8 

1.08 

600-9 

0.86 

600-ST-9 

1.21 

600% ST-9 

1.21 

600-10 

0.95 

600-ST-10 

1.33 

600%ST-10 

1.33 

600-11 

1.03 

600-ST-ll 

1.45 

600%ST-11 

1.45 

600-12 

1.12 

600-ST-12 

1.58 

60034ST-12 

1.58 

600-13 

1.21 

600-ST-13 

1.71 

600%ST-13 

1.71 

600-14 

1.31 

600-ST-14 

1.84 

600%ST-14 

1.84 

600-15 

1.40 

600-ST-15 

1.96 

600%ST-15 

1.96 

600-16 

1.49 

600-ST-16 

2.09 

600%ST-16 

2.09 

600-17 

1.57 

600-ST-17 

2.21 

600%ST-17 

2.21 

600-18 

1.66 

600-ST-18 

2.34 

600%ST-1S 

2.34 

600-19 

1.75 

600-ST-19 

2.46 

600%ST-19 

2.46 

600-20 

1.84 

600-ST-20 

2.60 

600%ST-20 

2.60 

600-21 

1.93 

600-ST-21 

2.72 

600%ST-21 

2.72 

600-22 

2.02 

600-ST-22 

2.86 

600%ST-22 

2.86 



600-2-Y 


No. 


Each 


600-Y-l 

600-Y-2 

600-Y.3 

600-Y-4 

600-Y-5 

600-Y-E 

600-Y-7 

600-Y-g 

600-Y-9 

600-Y-10 

600-Y-ll 

600-Y-12 

600-Y-13 

600.Y-14 

600-Y-15 

600-Y-16 

600-Y-17 

600-Y-lS 

600-Y-19 

600.Y-20 

600-Y-21 

600-Y-22 


601 Series 


$0.19 

0.32 

0.44 

0.57 

0.69 

0.S3 

0.95 

1.08 

1.21 

1.33 

1.45 
1.58 

1.71 
1.84 
1.96 
2.09 
2.21 

2.34 

2.46 
2.60 

2.72 

2.86 


Height Width 1%", Thickness Terminals 

27/64" Mtg., 6-82x14" Screws. 


Centers, 


No. 

Each 

No. Each 

No. 

Each 

No. 

Each 

601-1 

$0.20 

601-ST-l $0.24 

6013/^ST-l 

6013/4ST-2 

$0.24 

601-Y-l 

$0.24 

601-2 

0.31 

601-ST-2 0.41 

0.41 

601-Y-2 

0.41 

601-3 

0.42 

601-ST-3 0.57 

601%ST-3 

0.57 

6 OI-Y .3 

0.57 

601-4 

0.54 

601-ST.4 0.74 

601%ST-4 

60134ST-5 

0.74 

601-Y-4 

0.74 

601-5 

0.64 

601-ST-5 0.90 

0.90 

601-Y-5 

0.90 

601-6 

0.75 

601-ST-6 1.07 

601%ST.6 

1.07 

601-Y-6 

1.07 

601-7 

0.88 

601-ST-7 1.23 

6013^ST-7 

1.23 

6 OI.Y .7 

1.23 

601-8 

0.99 

601-ST-8 1.40 

60134ST-8 

1.40 

601.Y-g 

1.40 

601-9 

1.10 

601-ST-9 1.56 

601%ST-9 

60134ST-10 

1.56 

601-Y-9 

1.56 

601-10 

1.22 

601-ST-10 1.73 

1.73 

601.Y-10 

1.73 

601-11 

1.33 

601-ST-ll 1.89 

60134ST-11 

60134ST-12 

1.89 

601-Y-ll 

1.89 

601-12 

1.44 

601-ST-12 2.06 

2.06 

601.Y-12 

2.06 

601-13 

1.56 

601-ST-13 2.22 

60134ST-13 

2.22 

601-Y.13 

2.22 

601-14 

1.67 

601-ST-14 2.39 

601 34 ST-14 

2.39 

601-Y-14 

2.39 

601-15 

1.78 

601-ST.15 2.55 

60134ST-15 

2.55 

601-Y-15 

2.55 

601-16 

1.90 

601-ST-16 2.72 

601%ST-16 

2.72 

601-Y-16 

2.72 

601-17 

2.01 

601-ST-17 2.88 

601%ST-17 

2;8S 

601-Y.17 

2.88 

601-18 

2.12 

601-ST-18 3.05 

6013^ST-18 

3.05 

601-Y-18 

3.05 

601-19 

2.24 

601-ST-19 3.21 

601 34 ST-19 

3.21 

601-Y-19 

3.21 

601-20 

2.35 

601-ST.20 3.38 

601% ST-20 

3.38 

601-Y-20 

3.38 

601-21 

2.47 

601-ST-21 3.55 

6013/4 ST-21 

3.55 

601-Y-21 

3.55 

601-22 

2.59 

\601-ST-22 3.72 

6013/4ST-22 

3.72 

601-Y-22 

3.72 

601-23 

2.71 

^Ol-ST-23 3.89 

6013/4ST-23 

3.89 

601-Y-23 

3.89 

602 

Series 

Heiglit Width 1 tV'> Thickness 

Vz" Mtg., 8-3 2 x^ 5 " Screws. 

%", Terminals x%" 

Centers, 

No. 

Each 

No. Each 

No. 

Each 

No. 

Each 

602-1 

$0.23 

602-ST-l $0.30 

6023/4ST.1 

$0.30 

602-Y-l 

$0.30 

602-2 

0.36 

602-ST.2 0.50 

602%ST-2 

0.50 

602-Y-2 

0.50 

602-3 

0.51 

602-ST-3 0.70 

602%ST-3 

0.70 

602-Y-3 

0.70 

602-4 

0.65 

602-ST-4 0.90 

602%ST-4 

0.90 

6 O 2 .Y .4 

0.90 

602-5 

0.78 

602.ST-5 1.11 

6023/4ST-5 

1.11 

602-Y-5 

1.11 

602-6 

0.92 

602-87-6 1.31 

602%ST-6 

1.31 

602-Y-6 

1.31 

602-7 

1.07 

602-ST-7 1.52 

602%ST-7 

1.52 

602-Y-7 

1.52 

602-8 

1.20 ' 

602-81-8 1.72 

6 O 234 ST -8 

1.72 

602-Y-8 

1.72 

602-9 

1.34 

602-ST-9 1.93 

602%ST-9 

1.93 

602-Y-9 

1.93 

602-10 

1.49 

602-ST.10 2.12 

602%ST-10 

2.12 

602-Y-10 

2.12 

602-11 

1.62 

602-ST-ll 2.33 

602%ST-11 

2.33 

602-Y-ll 

2.33 

602-12 

1.76 

602-ST-12 2.53 

6023/4ST-12 

2.53 

602-Y.12 

2.53 

602-13 

1.90 

602-ST-13 2.74 

6023/4 ST-13 

2.74 

602-Y-13 

2.74 

602-14 

2.04 

602.ST-14 2.94 

6023/4ST-14 

2.94 

602-Y-14 

2.94 

602-15 

2.18 

602-ST-15 3.15 

602%ST-15 

3.15 

602-Y-15 

3.15 

602-16 

2.32 

602-ST-16 3.34 

602% ST-16 
6023/4ST-17 

3.34 

602-Y-16 

3.34 

602-17 

2.45 

602-ST-17 3.54 

3.54 

602-Y-17 

3.54 

602-18 

2.58 

602-ST-18 3.74 

602% ST-18 

3.74 

602-Y-18 

3.74 

602-19 

2.76 

602-ST-19 3.99 

602%ST-19 

3.99 

602-Y-19 

3.99 

602-10 

2.90 

602-ST-20 4.20 

602%ST-20 

4.20 

602-Y-20 

4.20 

602-21 

3.04 

602-ST-21 4.41 

602% ST-21 

4.41 

602-Y-21 

4.41 

602-22 

3.19 

602-ST-22 4.62 

602% ST-22 

4.62 

602-Y-22 

4.62 

602-23 

3.33 

602-ST-23 4.83 

602%ST.23 

4.83 

602-Y-23 

4.83 

602-24 

3.48 

602-ST-24 5.04 

60244ST-24 

5.04 

602-Y-24 

5.04 

602-25 

3.62 

602.ST-25 5.25 

602%ST-25 

5.25 

602-Y-25 

5.25 

602-26 

3.76 

,602-81-26 5.46 

602%ST-26 

5.46 

602-Y-26 

5.46 


MARKER 

STRIPS 

for 600, 600-ST and 

600-%ST 

Black fiber marker 

strips 

thick im- 

I printed to specs. | 

I Bakelite 

marker 

1 strips are 

available. 

1 Specify XP. Prices on | 

request. 


No. 

Per C 

MS600-1 

$2.20 

MS600-2 

3.30 

IV1S600-3 

3.30 

MS600-4 

4.40 

MS600-5 

5.50 

IVIS600-6 

6.60 

MS600-7 

6.60 

MS600-S 

7.70 

MS600-9 

8.80 

MS600-10 

9.90 

MS600-11 

11.00 

IV1S600-12 

11.00 

MS600-13 

12.10 

MS600-14 

13.20 

MS600-15 

13.20 

MS600-16 

14.30 

IV1S600-17 

15.40 

MS600-18 

16.50 

MS600-19 

16.50 

MS600-20 

17.60 

IVIS600-21 

18.70 

MS600-22 

19.80 

MARKER 

STRIPS 

for 601, 601-ST and 

601-%ST 

No. 

Pe r C 

MS601-1 

$2.75 

IV1S601-2 

3.85 

IVIS 6 OI .3 

4.95 

IVIS601-4 

6.05 

IVIS601-5 

7.15 

IVIS601-6 

8.25 

MS601-7 

9.35 

MS601-8 

10.45 

MS601-9 

11.55 

IVIS601-10 

12.65 

MS601-11 

13.75 

MS601-12 

14.85 

MS601-13 

15.95 

IV1S601-14 

17.05 

IVIS601-15 

18.15 

1VIS601-16 

19.25 

IV1S601-17 

20.35 

IVIS601-1S 

21.45 

IVIS601-19 

22.25 

IVIS601-20 

23.65 

MS601-21 

24.75 

IVIS601-22 

25.85 

MS601-23 

26.95 

MARKER 

STRIPS 

for 602, 602-ST and 

602-%ST 

No. 

Per C 

MS602-1 

$3.00 

IVIS602-2 

4.40 

MS602-3 

5.50 

MS602-4 

7.00 

MS602-5 

8.50 

MS602-6 

9.90 

MS602-7 

12.25 

1VIS602-8 

12.65 

IVIS602-9 

14.00 

MS602-10 

15.40 

IVIS602-11 

16.75 

MS602-12 

18.15 

IVIS602-13 

19.25 

MS602-14 

20.75 

MS602-15 

22.25 

1VIS602-16 

23.50 

IVIS602-17 

25.00 

IVIS602-18 

26.50 

MS602-19 

28.00 

MS602-20 

29.50 

MS602-21 

31.00 

MS602-22 

32.50 

IVIS602-23 

34.00 

MS602-24 

35.50 

MS602-25 

37.00 

MS602-26 

38.50 


MARKER STRIPS 

for 600-Y Series 

Black fiber marker 
strips sV" thick im¬ 
printed to specs. 
Bakelite marker 
strips are available. 
Specify XP. Prices on 
request. 


No. 

MS600-Y-1 

IVIS600-Y-2 

MS600-Y-3 

IVIS600-Y-4 

IVIS600-Y-5 

MS600-Y-6 

MS600-Y-7 

IV1S600-Y-8 

IV1S600-Y-9 

MS600-Y-10 

MS600-Y-11 

IVIS600-Y-12 

MS600-Y-13 

M$600-Y-14 

MS600-Y-15 

MS600-Y-16 

MS600-Y-17 

IVIS600-Ya8 

MS600-Y-19 

MS600-Y-20 

MS600-Y-21 

M$6P0-Y-22 


Per C 
$5.50 
6.60 
7.40 
8.25 
9.08 
9.90 
10.73 
11.55 
12.38 
13.20 
14.03 
14.85 
15.68 

16.50 
17.33 
18.15 
18.98 
19.80 
20.63 
21.45 
22.28 

23.50 


MARKER STRIPS 

fpp 601-Y Series 


No. 

MS601-Y-1 

MS601-Y-2 

MS601-Y.3 

IVIS601.Y-4 

MS601.Y-5 

IVIS601-Y-6 

MS601-Y-7 

MS601-Y-8 

MS^Ol-Y-9 

MS601-Y-10 

IVIS601-Y-11 

MS601-Y.12 

MS601-Y-13 

IVIS601-Y-14 

MS601-Y-15 

IVIS601-Y-16 

MS601-Y-17 

MS601-Y-18 

MS601-Y-19 

MS601-Y-20 

MS601-Y-21 

MS601-Y-22 

IVIS601-Y-23 


Per C 
$6.00 
7.10 

8.25 

9.25 
10.40 
11.50 
12.60 

13.75 

14.85 

15.95 
17.00 
18.15 

19.25 
20.35 
21.45 
22.55 
23.65 

24.75 

25.85 

26.95 
28.05 
29^5 

30.25 


MARKER STRIPS 

for 60-Y Series 


No. 

IVIS602 

MS602 

MS602 

MS602 

MS602 

MS602 

MS602 

MS602 

MS6^ 

MS602 

IVIS602 

MS602 

IVIS6G2 

MS602 

IVfS602 

MS602 

MS602 

IVIS602 

MS602 

MS602 

MS602 

MS602 

MS602 

MS602 

MS602 

MS602 


Y-1 

Y-2 

Y.3 

Y-4 

Y-5 

Y-6 

Y-7 

Y-8 

Y.9 

Y-10 

Y-11 

Y-12 

Y-13 

Y-14 

Y-15 

Y-16 

Y-17 

Y-18 

Y-19 

Y,20 

Y.21 

Y-22 

Y-23 

Y-24 

Y-25 

Y-26 


Per C 
$6.25 
7.70 
9.00 
10.40 

11.75 
13.20 

14.50 

15.75 

17.25 

18.75 

20.00 

21.25 

22.50 
24.00 

25.50 
27.00 

28.25 

29.75 

31.25 

32.75 

34.25 

35.75 

37.25 

38.75 

40.25 

41.75 
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HERMAN H. SMITH. INC 


ELECTRONIC COMPONENTS 


’’It's S o V n d PI a n n i n g fo Specify SMITH!' 



603 SERIES 

Height Width l^f", 

Thickness Terminals 

Centers, %" Mtg., 10-32 x 

%" Screws. 

603 

603 ■ ST 

603 - % ST 

603 Marker Strips 

No. Each 

No. Each 

No. Each 

No. Per C 

603-1 $0.55 

603-2 0.94 

603-3 1.32 

6 O 3-4 1.71 

603-5 2.09 

603-6 2.4S 

603-7 2.86 

603-S 3.25 

603-9 3.63 

603-10 4.02 

603-ST-l $0.66 

603-ST-2 1.13 

503-ST-3 1.60 

603-ST-4 2.07 

603-ST-5 2.53 

603-ST-6 3.00 

603-ST-7 3.46 

603-ST-S 3.92 

603-ST-9 4.40 

603-ST-10 4.80 

6033/^81-1 $0.66 

603%8T-2 1.13 

6 O 3348 T -3 1.60 

603%8T-4 2.07 

603%8T-5 2.53 

603%ST-6 3.00 

603%8T-7 3.46 

603%8T-g 3.92 

603%8T-9 4.40 

603%8T-10 4.80 

IVIS603-1 $6.60 

M8603-2 7.70 

M8603-3 9.60 

M8603-4 11.00 

MS605-5 13.20 

MS603-6 14.30 

M8603-7 15.80 

MS603-S 17.30 

M8603-9 18.70 

M8603-10 20.40 

604 SERIES 

Height W', Width 2", Thick- 

ness Terminals 

Centers, %" Mtg., 12-32 x 

%" Screws. 

604 

604 - ST 

604 - 3/4 ST 

604 Marker Strips 

No. Each 

No. Each 

No. Each 

No. Per C 

604-1 $0.90 

604-2 1.65 

604-3 2.40 

604-4 3.15 

.604-5 3.90 

604-6 4.65 

604-7 5.40 

604-8 6.15 

604-81-1 $1.10 

604-81-2 2.00 

6 O 4 - 8 T .3 2.90 

604-81-4 3.80 

604-8T-5 4.70 

604-8T-6 5.60 

604-8T-7 6.50 

604-8T-8 7.40 

604%ST-1 $1.10 

6043/^ST-2 2.00 

6043/4ST-3 2.90 

604%8T-4 3.80 

6043/^ST-5 4.70 

604%8T-6 5.60 

604%8T-7 6.50 

60434ST-8 7.40 

M8604-1 $6.60 

M8604-2 10.10 

M8604-3 13.40 

MS604-4 16.75 

M8604-5 20.00 

M8604-6 23.00 

M8604-7 26.00 

M8604-S 29.00 

605 SERIES 

Thickness Terminals iVs" 

Centers, Mtg., 14 .-28 x 

Screws. 

605 

605 - ST 

605 - 3/4 ST 

605 Marker Strips 

No. Each 

No. Each 

No. Each 

No. Per C 

605-1 $1.25 

605-2 2.40 

505-3 3.50 

605-4 4.70 

605-5 5.80 

605-6 7.00 

605-8T-1 $1.45 

605-81-2 2.80 

605-8T-3 4.20 

605-8T-4 5.60 

605-8T-5 7.00 

605-8T-6 8.30 

6053^81-1 $1.45 

605%8T-2 2.80 

605%8T-3 4.20 

605%8T-4 5.60 

605%8T.5 7.00 

605>/28T-6 8.30 

M8605-1 $7.15 

M8605-2 12.65 

M8605-3 18.15 

MS605-4 23.50 

M8605-5 29.00 

M8605-6 34.00 


410 SERIES 

MINIATURE TERMIKAL BLOCK 
With Double Screw Terminals 



599 SERIES 
SPECIAL NARROW 
WIDTH BLOCK 
With Single Screw 
Terminal 



Designed especially to meet the increasing need for very small but 
highly efficient terminal blocks required today. Available in bake- 
lite MME (Melmac 592), Acme Blue, and Resinox 11315. Slotted 
binder head or Phillips screws, 2-56 x Width Height 


GENERAL PURPOSE 
CFG MATERIAL 

AND 

MFE 

MME. CMG, MDG 
MATERIAL 

No. 

Each 

No. 

Each 

No. 

Each 

No. 

Each 

410-1 

$0.40 

410-12 

2.16 

410-1 

$0.80 

410-12 

3.68 

410-2 

0.56 

410-13 

2.32 

410-2 

1.08 

410-13 

3i94 

410-3 

0.72 

410-14 

2.48 

410-3 

1.34 

410-14 

4.20 

410-4 

0.88 

410-15 

2.64 

410-4 

1.60 

410-15 

4.46 

410-5 

1.04 

410-16 

2.80 

410-5 

1.86 

410-16 

4.72 

410-6 

1.20 

410-17 

2.96 

410-6 

2.12 

410-17 

4.98 

410-7 

1.36 

410-18 

3.12 

410-7 

2.38 

410-18 

5.24 

410-8 

1.52 

410-19 

3.28 

410-8 

2.64 

410-19 

5.50 

410-9 

1.68 

410-20 

3.44 

410-9 

2.90 

410-20 

5.76 

410-10 

1.84 

410-21 

3.60 

410-10 

3.16 

410-21 

6.02 

410-11 

2.00 

410-22 

3.76 

410-11 

3.42 

410-22 

6.28 


This is another small but strong molded thermosetting plastic ter¬ 
minal block molded of commercial black bakelite same as used on 
our 600 series. Single wire connection with single mounting hole. 
Width Height Terminals %" Centers. 


No. 

Each 

No. 

Each 

599-1 . 


599-12 . 

. 1.44 

599-2 . 


599-13 . 

. 1.56 

599-3 . 


599-14 . 

. 1.67 

599-4 . 

. 0.54 

599-15 . 

. 1.78 

599-5 . 

. 0.64 

599-16 . 

. 1.90 

599-6 . 

. 0.75 

599-17 .. 

. 2.01 

599-7 . 

. 0.88 

599-18 . 

. 2.12 

599-8 . 

. 0.99 

599-19 . 

. 2.24 

599-9 . 

. 1.10 

599-20 . 

. 2.35 

599-10 . 

. 1.22 

599-21 . 

. 2.47 

599-11 . 

. 1.33 

599-22 . 

. 2.59 




BENT LUG 

FLAG LUG 




TV/O-SIDED LUG 

ONE-SiDED LUG 

SPADE LUG 

HOLE LUG 

No. PerC 

No. Per C 

No. Per C 

No. Per M 

No. Per M 

No. Per M 

No. Per M 

600- STL $3.50 

601- STL 5.00 

602- STL 6.00 

603- STL 8.00 

604- STL 15.00 

605- STL 20.00 

600- 3/4STL $3.50 

601- 3/4STL 5.00 

602- 3/4STL 6.00 

603- 3/4STL 8.00 

604- 3/4STL 15.00 

605- 3/4STL 20.00 

600- YL $3.00 

601- YL 5.00 

602- YL 6.00 

600- SLF $20.00 

601- SLF 21.00 

602- SLF 23.00 

603- SLF 45.00 

600- SLS $20.00 

601- SLS 21.00 

602- SLS 23.00 

603- SLS 45.00 

600- SLH $20.00 

601- SLH 21.00 

602- SLH 23.00 

603- SLH 45.00 

600- J $35.00 

601- J 40.00 

602- J 45.00 

603- J 55.00 

604- J 65.00 

605- J 75.00 
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UlflLDOm ELECTROniCS, Inc. 

CRONAMEPRODUCTS 

CRONAME CROFLEX TUNERS most any point behind the dial. Hub with adapter 

Available in five sizes these dials fit any normal fits either %" or shaft. Pilot socket supplied, 
chassis. Locate tuning* knobs at either end or along Bronze escutcheon and edgelit glass scale, calibrated 
lower edge of dial. Place variable condenser at al- 55 to 170 AM and 6 to 18 MC. 



Cat. 


Pointer 

Bscutcheon 

Bist 

No. 

Ratio 

Travel 

Outside 

Inside 

Bach 

231 

13 to 1 

4" 

4?4" 

13 / 4 " X 4 1 ^" 

$ 9.45 

232 

16 to 1 

4H" 

X 6]^" 

Ii%"x5y8" 

9.95 

233 

18 to 1 


3 g“2 " X 6 % " 

2" x53^" 

10.70 

234 

23tol 

6%" 

3]^" X 8 / 5 -" 


10.90 

236 

31tol 

9" 

4" X lli^g" 

2%"x 93 / 8 " 

16.95 


DIRECT DRIVE DIALS 

Standard type, deluxe 
direct drive dials. 
Knobs are black bake- 
lite with brass in- 
serts. Dial plates are 
|| heavy brass, with 
chromium finish. In- 
dicators for accurate 
reading. All dials fit 
diameter instrument shafts, 
'cat, ~~ Dial Iiist 

No, Calibration Diam. Price 

292 0-100 in ISO*’ 4" $ 4.85 

293 0-100 in 270'’ 4" 4.85 

294 0-100 in 180® 2%" 3.75 

295 0-100 in 270® 2%" 3.75 

302 0-100 in 360® 4" 4.85 

303 0-100 in 360® IW' 3>75 

27068 0-100 in 180® 1%" 1.90 

27069 0-100 in 270® 1%'' 1.90 

AZIMUTH DIAL 
Precision Test Dial 

© Ko. 27010. Cali¬ 
brated in de¬ 
grees through 
full 360®. Outer 
numerals read 
0 to 360 in 

clockwise direc- 
tion; inner 
numerals 0 to 
360 in counter¬ 
clockwise direc¬ 
tion. Etched on heavy brass with 
black graduations and figures on 
hand-spun chromium background. 
Hub has two set screws and fits 
%" shaft. Diameter of dial is 6"; 
diameter of indicator is Vz". 

List Price ....$9.95 

ACCESSORY DIALS 

. These dials are for 

attachment to the 
knobs illustrated, 
heavy etched 
pippsyj^" brass with chrom- 

w M My ium finish. Cali- 

bration lines and 
numerals are filled 
with black enamel, 
are furnished with KD-1 and KD-2 
single-line indicators; all the 
others have spring-mounted ver¬ 
nier indicators. Packed in individ¬ 
ual envelope complete with indi¬ 
cator and all necessary screws for 
attaching dial to knob and indi¬ 
cator to panel. 


PLANETARY DRIVES 


FLUTED KNOBS 


Cal. 

Dia. 

Vse 

Knob 

Bist 

Price 

180® 

1%" 

6537 

$ 1.65 

270® 

1%" 

6537 

1.65 

180® 

2%" 

6549 

3.00 

270® 

2%" 

6549 

3.00 

360® 

234 ^' 

6549 

3.00 

180® 

4" 

6550 

3.85 

270® 

4" 

6550 

3.85 

360® 

4" 

6550 

3.85 




The ball-type planetary drive 
units on this page are useful when¬ 
ever a compact device is needed 
for reduced-speed operation. Ratio 
a.pproximately 5 to 1. May be used 
as auxiliaries or incorporated in 
new construction. All units have 
hubs to fit instrument shafts. 

No. 599 is a precision device used 
for both military and civilian pro¬ 
duction. Can be used as a single¬ 
speed drive by omitting knob on 
the high-speed sleeve. 

List Price.$9.00 

No. 27067 same as No. 599 de¬ 

scribed above except for threaded 
sleeve. 

List Price ....$ 9.00’ 

No. 6665 Knob fits either of the 

units above. Larger knob is ano¬ 
dized aluminum. Smaller knob is 
black butyrate with brass insert. 
List Price . ..$1.25 

TV MASK ASSEMBLIES 

Commercial tele- 
vision mask and 
^ I i escutcheon as- 

Ifii .Ij I semblies for the 

I '% ■ iJ J^est popular 

I sized TV tubes. 

II '' Each complete 

i kit consists of a 

mask, tempered 
glass and decora¬ 
tive escutcheon. Suitable for use 
in either conversion work or cus¬ 
tom-built installations. Mask is 
heavy gauge aluminum, green- 
sprayed finish. Front glass is 
thick, specially tempered. All es¬ 
cutcheons are of durable construc¬ 
tion finished in attractive gold 
finish. For rectangular tubes only. 
Cat. No. Description Dist Price 
CK-14 14" Kit $13.50 

CX-16 16" Kit 16.50 

CK-17 17" Kit 16.50 

CX-20 20" Kit 24.85 

CK-21 21" Kit . 29.50 





Black full-fluted knobs of com¬ 
pression-molded Bakelite. With 
*/4" brass inserts and Slotted head 
set screws. 

PLAIN KNOBS 


Cat. No. Dia 

. Bist Price 

6537 

IVs' 


$ .44 

6538 

1%' 


.47 

6539 

1%' 

'' 

.57 

6540 

2%' 


.82 

KNOB AND 

POINTER 

Cat. 

Knob 

Ptr. 

Bist 

No. 

Dia. 

Bengtli 

Price 

6566P 

1-1/8" 

25/32" 

$ .70 

6571P 

1-3/8" 

1-1/32" 

.90 

6570P 

1- 5/8" 

2- 3/8" 

1-5/16" 

.85 

e559P 

1-11/16" 

1.20 

KNOB AND SKIRT 

C.at. 

Knob 

Skt. 

Bist 

No. 

Dia. 

Dia. 

Price 

6545S 

IVs" 

IV 2 '' 

$ .70 

6548S 

1%" 

1%" 

.70 

6549S 

1%" 

2tV' 

.90 

6550S 

23/8" 

8" 

1.10 


BAR AND LEVER KNOBS 




A B C 

Made of Butyrate with brass in¬ 
sert and slotted head set screws. 
Cat. Iiist 

No. Color Xiength Pig. Ea. 
BX-IB Black 11/16" A $ .60 
BK-IW Walnut 11/16" A .60 
BX-2B Black 1-1/4" B .35 

BX-2W Walnut 1-1/4" B .35 

DX-3B Black 2-1/4" B .45 

BK-3'W Walnut 2-1/4" B .45 

BX-4B Black 1-31/32" C .40 

BK-4W Walnut 1-31/32" C .40 


Iiist prices shown are subject to usual trade discounts, and are 
subject to change without notice. Por detailed and complete in- 
_ formation see our general catalog. _ . 

WALDOM ELECTRONICS, INC. 
Chicago 10, Illinois 

Manufacturers of Field Coils and Replacement Cones 
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WALDOM ELECTRONICS Inc. 

CRONAME PRODUCTS 


ETCHED—ANODIZED 
DIAL AND TITLE PLATES 



Quality anodized aluminum 
plates designed for ampli¬ 
fier and public address 
equipment. Black figures 
are deeply dyed into the 
aluminum surface to assure 
long-lasting service. 


VERTICAL STYLE 

25/s" High X 2-3/16" Wide 
No. Description 

436 Gain 0-10 

437 Gain 5-0-5 

438 Switch 1-2-3 

439 Tone 0-10 

442 Bass* 0-10 

443 Treble 0-10 

444 Phono 0-10 

445 Attenuator 

List Price Ea.50 


HORIZONTAL STYLE 

2-3/16" High X Wide 

Cat. Title and 
No. Calibration 

410 Without Title 0-10 

411 Tone 0-10 

412 Gain 0-10 

413 Master Gain 0-10 

414 Record 0-10 

415 Microphone 0-10 

416 Microphone 1, 0-10 

417 Microphone 2, 0-10 

422 Gain 5-0-5 

423 Increase with Arrow 

424 Radio-Microphone 5-0-5 

425 Record-Microphone 5-0-5 

426 Volume 0-10 

427 Fader 5-0-5 

428 Bass 5-0-5 

429 Treble 5-0-5 

430 Expansion 0-10 

446 Phono 0-10 

447 Bass 0-10 

448 Treble 0-10 

List Price Ea.50 

DOUBLE HORIZONTAL 

2-3/16" High X 5" Wide 
No. Description 

418 Tone 0-10 and Gain 0-10 

419 Record 0-10 and Microphone 0-10 

420 Microphone 1, 0-10 and 
Microphone 2, 0-10 

List Price Ea. 1.05 

QUADRUPLE HORIZONTAL 

2-3/16" High X 9%" Wide 
No. Description 

421 Microphone 0-10—Record 0-10 
Master Gain 0-10—Tone 0-10 

List Price Ea. 1.55 

SWITCH PLATE 


This* attractive anodiz¬ 
ed aluminum plate is 
suitable for use on 
“rear - seat” automotive 
sneaker installations, or 
wherever an indicator 
plate of this* description 
is required. Silvery- 
white background with 
black letters indicating 
“Rear”, ■'E-ont”, “Both”. With four 
mounting holes. Overall size 2%" high x 
l^" wide. 

No. Description 
441 Speaker Plate 

List Price Ea...40 


SP»-AK'l 



ETCHED DIAL PLATES 



Plates' in this group are 
calibrated 0-10 in 300^ 
and titled as listed below. 
All are etched aluminum 
with polished figures and 
border and black back¬ 
ground. Size 2J4" X 
1-11/16"; 13/32" diameter 
center hole. 


No. Title 

276 Gain 

277 Tone 

565 Record 

566 Microphone 

570 Master Gain 

571 No Title 

577 Microphone 1 
List Price Ea. 


No. Title 

578 Microphone 2 

579 Exciter 

580 Monitor 

585 Bass 

586 Treble 

587 Phono 

588 Volume 
.32 


ROUND CONTROL PLATES 


Control plates at right 
are IH" diameter, 
etched and finished to 
match those above. 
Center hole is 13/32" 
diameter. 


No. Title 

25 Volume 

26 Off-Tone Control 

569 Calibrated 0-100 in 180°, No Title 
905 Calibrated 0-100 in 270°, No Title 
List Price Ea.30 



ANODIZED 



No. Des'cription 


DIAL PLATES 

These four round dials 
are made of anodized 
aluminum and have 
embossed beaded edges 
for greater stiffness 
and better appearance. 
Highly polished black 
backgrounds and sil¬ 
very-white figures and 
borders. Diameter of 
center hole is 13/32". 


List Ea. 


550 1^" dia. 0-100 in 180° 37 

551 IH" dia. 0-100 in 270°.37 

552 2^" dia. 0-100 in 180°.67 

553 2%" dia. 0-100 in 270° 67 


CHROME AND BLACK PLATES 

The chrome and black 
dials listed below and 
illustrated at the right 
are made of heavy 
brass with !?atin chrom¬ 
ium figures, gradua¬ 
tions and borders. The 
backgrounds are dull 
black. 


No. Description 


260 

3" dia. — 

0-100 in 180° . . 

_ 1.10 

261 

3" dia. — 

0-100 in 270° .. 

_ 1.10 

No. 

Des'cription 


List Ea. 

262 

17/s" dia. - 

- 0-100 in 180° 

.55 

263 

IJi" dia. - 

- 0-100 in 270° 

.55 

No. 

Description 


List Ea. 

264 

254" dia. — 

- 0-10 in 300° 



and titled “Gain” . 

.75 



List Ea. 


BRONZE DIAL PLATES 


These unusual plates 
are particularly attrac¬ 
tive against wood-color 
backgrounds in either 
dark or blonde tones. 
Good, too, on brown 
lacquer or wrinkle fin- 
is'hes. Harmonize nice¬ 
ly with traditional as 
well as modern cabinet designs. Wording 
is deeply etched into the solid bronze metal 
then filled with maroon enamel. All plates 
are 2/"^ wide x 2" high. The center hole 
is 13/32" dia. to clear standard control and 
switch sleeves. 



No. Title 


BDP-l 

BDP-2 

BDP-3 

BDP-4 

BDP-5 

BDP-6 

BDP.7 

BDP-8 

BDP-9 

BDP-10 

BDP-11 

BDP-12 

BDP-13 

BDP-l 4 

BDP-15 

BDP-16 

BDP-17 

BDP-18 

BDP-19 

BDP.20 

BDP-21 

BDP-22 

BDP-23 

BDP-24 

BDP-25 

BDP-26 

BDP-27 

BDP-28 

BDP-29 

BDP-30 

BDP-31 


Gain 0-10 
Master Gain 0-10 
Volume 0-10 
Selector 0-100 (180°) 

Selector 100-0 (180°) 

Tone 0-10 
Bass 0-10 
Treble 0-10 
Bass-Treble 5-0-5 
Mixer 5-0-5 

Power-Tone off-on treble-bass 

Power Switch off-on 

Expansion 0-10 

Microphone 0-10 

Mic. 1 0-10 

Mic. 2 0-10 

Phono 0-10 

Phono 1 0-10 

Phono 2 0-10 

Phono 1-Phono 2 5-0-5 

Mic-Phono 5-0-5 

Radio-Mic 5-0-5 

Fader 5-0-5 

Fader 0-10 

No Title 0-10 

No Title 5-0-5 

Brightness 

Contrast 

Vertical Hold 

Fine Tuning 

Channel Selector 1-13 


List Price Ea. 


.50 


SWITCH PLATES 

“Off - On” Switch 
Plate. Etched alum¬ 
inum with black 
background and pol¬ 
ished aluminum let¬ 
ters and border. Size is 11/16" x 11/16". 

No. Title Lis't Price 

278 “Off-On” .. 20 

CIRCULAR 
PLATES 

These plates are 
IH" in diameter 
with 15/32" hole. 

Polished aluminum 
with black back¬ 
ground. Locking 
lug fits groove in 
switch. 

No. Description 

272 Off-On .-lu 

589 Off-On (Vertical) .38 

573 Micro-Phono .38 

581 Lo-Hi .38 

582 Monitor .38 

Polished aluminum with 

black background. All are 

1" X 154". 

279 “Broadcast- 

Shortwave” 

584 “Off-On” 

274 “1-2” 

564 “1-2-3” 

List Each .25 

The dial and title plates listed on this page 

are representative of the various type we 

carry. For complete and detailed information 
write for our general Catalog No. 503. 




List Ea. 
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WALDOM ELECTRONICS Inc. 


TUBES SOCKETS—CABINETS 
TV ACCESSORIES 


W MINIATURE 

SOCKETS 
7 PIN TYPE 

Standard 7 pin sockets for either bottom 
or top mounting depending on application. 
Steel saddle cadmium plated. Contacts are 
brass cadmium plated. With center' shield 
and ground lugs. Mounting centers are 
Chassis mounting hole required 54". 

No. Description List Ea. 

VTS-69 Blk. Bakelite 

Bottom Mtg.18 

VTS-70 Mica-filled 

Bottom Mtg.20 

VTS-71 Blk. Bakelite 

Top Mtg.18 

VTS-72 Mica-filled 

Top Mtg.20 

9 PIN TYPE 

Same general construction as 7 pin sockets 
illustrated above, except mounting centers 
are 1^4" and mounting hole required is M". 

No. Description List Ea. 

VTS-73 Blk. Bakelite 

Bottom Mtg.22 

VTS-74 Mica-filled 

Bottom Mtg.25 

VTS-75 Blk. Bakelite 

Top Mtg.20 

VTS-76 Mica-filled 

Top Mtg.33 


SHIELD BASE TYPES 

-Molded from low loss 

11 %! ' iWiialillw mica-filled or ceramic 

I material. Saddles brass, 

111 liSi ^ I nickel plated. Contacts 
6 L n „iii rf =^ silver tinned, phosphor 

bronze^or beryllium cop- 
shields on 

JilSrifnin units. 7 pin types 

Hyi (tJj c/ mount through top of 

chassis, requiring 54" 
mounting hole with 5^" mounting centers. 
9 pin types require mounting hole with 
mounting centers. 

No. Description List Ea. 

VTS-129 7 Pin Mica 


Description 

List Ea. 

7 

Pin Mica 



Phos. Bronze ..... 


7 

Pin Mica 



Ber. Copper . 


7 

Pin Ceramic 



Phos. Bronze . ..., 

.80 

7 

Pin Mica 



Ber. Copper . 

.85 

9 

Pin Mica 



Phos. Bronze . 

.65 

9 

Pin Mica 



Ber. Copper .. 

.75 

9 

Pin Ceramic 



Phos. Bronze . 

.85 

9 

Pin Ceramic 



Ber. Copper . 

..95 


TUBE SHIELDS 




Matching tube shields ^ for 
shield-base ^ sockets listed 
above. Slight downward 
pressure and twist from top 
of shield locks shield to 
socket baSe firmly and secure¬ 
ly. Fabricated from bras^ 
with nickel plated finish, com¬ 
plete with plated ^ retainer 
springs. Available in three 
sizes for each type. 



FOR SEVEN 

PIN 

TYPES 

No. 

Height 


List Ea. 

TST-93 

13/4" . 


...26 

TST-94 

1 ^ " .. 


.31 

TST-95 

2^" .. 


.35 


FOR NINE 

PIN 

TYPES 

No. 

Height 


List Ea. 

TST-96 

154 " . 


..37 

TST-97 

Ill" . 


.35 

TST-98 

23/4" ...... 




SADDLE MOUNT OCTALS 

Popular Bakelite sad- 
die mount octals. Tin- 
ned steel saddle with 
grauni lugs. Contacts 

mounting centers. Re- 
O quire socket holes as 

indicated. 

1-5/16" Mounting Centers 

No. Description Mtg. Hole List Ea. 

VTS-65 Blk. Bakelite 15/16".15 

VTS-66 Mica-filled 15/16". .20 

IVa" Mounting Centers 
No. Description Mtg. Hole List Ea. 

VTS-67 Blk. Bakelite 1-1/16".16 

VTS-68 Mica-filled 1-1/16".22 


TV INTERLOCK PLUG 


grounds 

No. 

VTS-52 

VTS-53 

VTS-54 

VTS-55 

VTS-56 

VTS-42 

VTS-43 

VTS-44 

VTS-45 

VTS-46 

VTS-47 

VTS-48 

VTS-49 

VTS-50 

VTS-51 

*With 

**With 


4 prong 

5 prong 

6 prong 

7 prong 
Octal 

7 pin 
7 pin 
7 pin 
7 pin 
7 pin 
7 pin 
9 pin 
9 pin 
9 pin 
9 pin 


1-5/16"**.15 





Conventional male in¬ 
terlock TV socket. 
Standard type used 
on all television re¬ 
ceivers. Heavily plat¬ 
ed contact pins. 
Mounting centers 
154 ". 

VTS-61.IS 


TV ANODE CONNECTORS 



LAMINATED SOCKETS 

General purpose 1am- 
inated bakelite sockets. 
Rugged riveted con- 
Structiou. Contacts are 
brass, cadmium olat- 
Srnir ed. 7 and 9 pin minia- 

m ture types are supplied 

with center shields and 
straps as indicated. 

Type Mtg. CtrS. List Ea. 

4 prong 154" .15 

5 prong 154" .16 

6 prong 154 " .18 

7 prong 154" .19 

Octal 154".14 



9 pin 1-5/10"*.17 

9 pin 1-5/16"**.18 

center shield. 

ctr. shield and gnd. strap. 

PHONO PLUG 

Conventional RCA type phono 
plug. For use on record players, 
radio, etc. or wherever emergency 
connections of an experiniental na¬ 
ture are required. Pin is 11/16" 
long, 54" in diameter. For use 
with PvS-106 listed below. 

No. List Ea. 

PP-105 .09 

PHONO SOCKET 

Female socket. Companion 
unit for PP-105 listed above, 
or for any plug with 54" 
gt diameter pin. Ceramic insert 
I""'* A mounted on 1/16" bakelite 
IwUSy disc, with 11/16" mounting 
i*'!' centers. Metal parts cad- 
iii mium plated. 

^ No. List Ea. 

PS-106 09 


BAKELITE METER CASES 

Sturdy heavy molded 
plastic meter cases, 
with highly polished 
finish. Will withstand 
rugged usage, thus 
providing safety to 
inner components and 
meter. BC-140 has 
outer dimensions of 

5- 9/32" wide by 

6- 51/64" high. Inner 
dimensions are 4-31/ 
32" wide by 654" 
high. Designed to ac¬ 
commodate m e t e r Sj 
with flange sizes up to 

454" by 4-3/16". Complete with four 
mounting bosses, drilled for 6/32" ^elf- 
tapping screws. Bosses are recessed 54" for 
flush panel mounting. BC-138 is 354" wide 
by 654" high and 2" deep. Inside dimen¬ 
sions are 3%" wide by 6" high. Matching 
panels listed at right. 

No. ^ List Ea. 

BC-138 354" X 654" .. 1-35 

BC-140 5-9/32" x 6-51/64" .2.10 


Presented in the listing below are a series 
of anode connectors which will handle the 
majority of replacement needs for this item. 
Heavy duty molded rubber cap 154 " in 
diameter. Contact is one-formed piece with 
silver plated finish, postive grip. All sup-, 
pled with heavily insulated leads and choice 
of cap styles as indicated. 

No. Description List Ea. 

AC-99 18" Lead straight cap.50 

AC-100 18" Lead right angle cap ., .50 

AC-101 24" Lead straight cap .... .55 
AC-102 24" Lead right angle cap .. .55 

SNAP-ON ANODE CONNECTOR 

Similar in construction to above units ex¬ 
cept with button contact for latest type 
metal-shell picture tubes. 

No. Description List Ea. 

AC-109 24" Lead right angle cap .55 

LAMINATED TV SOCKETS 




Laminated duo-decal TV sockets with plas¬ 
tic protective backshells. Ideal for replace¬ 
ment use or new installation utilizing pic¬ 
ture tubes ranging in size from 7" to 20" 
Furnished compete with color coded leads- 
for rapid installation. Fig. A is 10 contact 
wired with 5 leads. Fig. B is popular 
crescent shaped duo-decal also with 5 leads. 
All with 20" leads. 


No. Description List Ea. 

VTS-58 Standard (A) .81 

VTS-59 Half-moon (B) 80 

VTS-60 Electrostatic (A) .......... .90 

MOLDED PANELS 

Matching molded 

___ black phenolic panels 

54 " thick for meter 
cases listed at left. 
Both types are preci¬ 
sion cut for accurate 
fit with highly polish¬ 
ed finish. No. BP-157 
is 354" X 6" for BC-138. BP-139 is 4M" 
X 6-15/32" to fit BC-140. 

No. List Ea. 

BP-137 .70 

BP-139 .. 1.00 

The above items are a representative listing 
of the many items contained in our general 
catalog. For complete and detailed infor¬ 
mation, write for our general catalog No. 
5C3. 


Radio’s Master — 18th Edition 

Page U-78 


TRADE DISCOUNT APPLIES TO LIST PRICES ONLY 


Copyright by U. C. P.j Inc. 


























































TERMINAL LUGS — STRIPS 
AND BOARDS 


WALDOM ELECTRONICS Inc. 


PLATED AND TINNED SOLDER LUGS 




A series of terminal lugs for all 
applications. Available in brass, cop¬ 
per or steel with hot-tin dipping as 
outlined in “Material’’ column. 
Standard package quantities are 100 
(C) and 1000 (M). Please specify C 
or M after catalog number for 
quantity desired when ordering. 


Cat. 

No. 

Fig. 

Mtl. 

Hole 

Size 

Length 

List 

Per “C” 

List 

Per “M” 

T-151 

A 

.020B 

#6 


. .27 

6.75 

T-152 

A 

.020B 

#8 

13/16". 

. .25 

6.30 

T-153 

A 

.020B 

#10 

13/16". 

. .25 

6.30 

T-154 

B 

.020B 

#6 

9/16". 

.. .31 

7.65 

T-155 

C 

.032C 

3/16" 

19/32". 

. 1.25 

11.25 

T-156 

C 

.032C 

#6 

19/32". 

. .80 

7.20 

T-157 

D 

.020B 

#8 

41/64". 

. .70 

6.30 

T-158 

E 

.020B 

#6 

21/32". 

.75 

6./5 

T-159 

E 

,020B 

#8 

21/32". 

. .75 

6.75 

T-160 

E 

,020B 

#8 

13/16". 

. .85 

7.65 

T-161 

E 

.020B 

#8 

H" . 

.80 

7.20 

T-162 

F 

.-015B 

#8 

47/64". 

.80 

7.20 

T-163 

G 

.02SB 

#6 

1" . 

.85 

7.65 

T-164 

G 

.025B 

#8 

1 " . 

. 85 

7.65 

T-165 

H 

.020C 

#4 

15/16" . 

. 1.25 

11.25 

T-166 

H 

.020C 

#6 

15/16" . 

. 1.25 

11.25 

T-167 

H 

.020C 

#8 

15/16" . 

. 1.25 

11.25 

T-168 

H 

.020C 

#10 

15/16" . 

. 1.25 

11.25 

T-169 

H 

.020B 

13/32" 

1-9/32" . 

. 2.15 

19,35 

T-170 

J 

.020B 

3/16" 

25/32" . 

. 80 

7.20 

T-171 

J 

.025B 

3/16" 

31/32" . 

. 1.25 

11.25 

T-172 

K 

.025C 

9/32" 

1-1/16" . 

. 1.70 

15.30 

T-173 

L 

.020B 

#10 

1-5/32" . 

. 1.35 

12.15 

T-174 

M 

.020S 

7/32" 

1-5/16" . 

. 1.30 

11.70 

T-175 

N 

.025S 

#8 

IH" . 

. 65 

5.85 

T-176 

P 

.032B 

ys" 

21/32" . 

. 1.80 

16.20 

T-177 

P 

.032B 

#6 

23/32". 

. 2.00 

18.00 

T-178 

P 

.032B 

#8 

23/32". 

. 2.05 

18.45 

T*-179 

P 

.040B 

#10 

1-1/64". 

. 3.55 

31.95 

T-180 

R 

.032B 

.128 

21/32". 

. 1.75 

15.75 

T-181 

R 

.032B 

#6 

23/32". 

. 1.90 

17.10 

T-182 

R 

.032B 

#8 

23/32". 

. 1.95 

17.55 

T-183 

R 

.040B 

#10 

1-1/64". 

. 3.45 

31.05 

T-184 

S 

.032B 

#6. ’ 

23/32". 

. 1.90 

17.10 

T-185 

s 

.032B 

#8 

23/32". 

. 1.95 

17.55 

T-186 

s 

.040B 

#10 

1-1/64". 

. 3.50 

31.50 

T-187 

T 

.032B 

#8 

15/16".. 

. 3.15 

28.35 

T-188 

T 

.032B 

#10 

15/16". 

. 3.15 

28.35 

T-189 

U 

.032B 

#6 

1-3/32". 

. 4.50 

40.50 

T-190 

U 

.032B 

#8 

1-3/32". 

. 4.50 

40.50 

T-191 

u 

.032B 

#10 

1-3/32". 

. 4.50 

40.50 

T-192 

u 

.032B 


1-3/32". 

. 4.50 

40.50 

T-193 

V 

.032B 

#8 

1 " . 

. 4.30 

38.70 


WALDOM TERMINAL STRIPS 

Standard type lug mounting terminal strips. Fabricated from X Grade bakelite 1/16" 
thick wide. Square barrelled construction of lugs prevents .twisting and slippage. 
End terminals are spaced 3/16" from end of strip. All strips are furnished with lug 
holes spaced ^" center to center. Type “A" with-insulated mounting lugs. Type “B” 
combined mounting and ground lug. 



TS-II3 

TS-II4 TS-N5 

TS-II6 


A 



B 

Cat. 

Mtg. 

No. of 

List 

Cat. 

Mtg. 

No. of 

List 

No. 

Type 

Term. 

Each 

No. 

Type 

Term. 

Each 

TS-1 

A 

1 

.03 

TS-17 

A 

8 

.13 

TS-2 

B 

1 

.03 

TS-113 

Ulus. 

1 

.03 

TS-3 

A 

2 

.04 

TS-114 

Illus. 

1 

.03 

TS-4 

B 

2 

.05 

TS-115 

Ulus. 

1 

.03 

TS-5 

A 

3* 

.055 

TS-116 

Illus. 

1 

,03 

TS-6 

B 

3* 

.06 

TS-117 

A 

2** 

.06 

TS-7 

B 

3** 

.07 

TS-118 

B 

2** 

.07 

TS-8 

A 

4* 

.06 

TS-119 

> A 

2* 

.04 

TS-9 

B 

4* 

.06 

TS-120 

B 

2* 

,05 

TS-10 

A 

4** 

,08 

TS-121 

A 

3** 

.065 

TS-ll 

B 

4** 

.08 

TS-122 

B 

3* 

.06 

TS-12 

A 

5 ** 

.09 

TS-123 

A 

4* 

.06 

TS-13 

B 

5 ** 

.095 

TS-125 

B 

6** 

,11 

TS-14 

A 

6** 

.10 

TS-126 

A 

6* 

.08 

TS-15 

B 

6* 

.08 

TS-127 

A 


.10 

TS-16 

B 

6** 

.11 

TS-128 

A 

8** 

.11 


*With 1 mtg. 

lug 



*^With 2 mtg, lugs 



LOCKING-TYPE LUGS 




INTERNAL WASHERS 
PLATED STEEL 


Cat. 

Screw 

List 

No. 

Size 

Per “C’ 

T-204 

#4 

.50 

T-205 

#6 

.50 

T-206 

#8 

.55 

T-207 

#10 

.55 

T-208 


.70 

T-209 

Vs" 

1.25 


EXTERNAL WASHRRS 


PLATED 

STEEL 

Cat. 

Screw 

List 

No. 

Size 

Per “C’ 

T-210 

#4 

.50 

T-211 

#6 

.50 

T-212 

#8 

.55 

T-213 

#10 

.55 

T-214 


.70 

T-215 


1.25 


TERMINAL BOARDS 
SCREW-TYPE 



Listed below are both standard and heavy 
duty, bakelite screw type terminal Strips. 
Terminals are hot-tin dipped for easy 
soldering. All are wide, with .136 dia. 
mounting holes. Standard duty are 1/16' 
thick, heavy duty 3/32" thick. 


Cat. No. of 
No. Term 

BTS-18 1 

BTS-19 2 

BTS-20 3 

BTS-21 4 

BTS-22 5 

BTS-23 6 

BTS-24 7 

BTS-25 8 

BTS-26 9 

BTS-27 10 

BTS-28 11 


Mtg. 

List 

Ctrs. 

Each 

Vs" 

.05 

1-5/16" 

.09 

IH" 

.11 

2-3/16" 

.18 

2 Vs" 

.21 

3-1/16" 

.24 

354" 

.29 

3-15/16" 

.32 

4Vs" 

.37 

4-13/16" 

.41 

SVa" 

.45 


HEAVY-DUTY TYPE 


Cat. 

No. of 

Mtg. 

List 

No. 

Term 

Ctrs. 

Each 

BTS-30 

1 

Vs" 

.06 

BTS-31 

2 

1-5/16" 

.11 

BTS-32 

3 

IH" 

.10 

BTS-33 

4 

2-3/16" 

.20 

BTS-34 

5 

2V8" 

.23 

BTS-35 

6 

3-1/16" 

.28 

BTS-36 

7 

354" 

.32 

BTS-37 

8 

3-15/16" 

.36 

BTS-38 

9 

4H" 

.40 

BTS-39 

10 

4-13/16" 

.45 

BTS-40 

11 

554" 

.50 
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ELECTRONIC HARDWARE 



Now! Both the 50 and the 99 Line are 
packaged in transparent, re-usable 
PLASTIC STORAGE BOXES with sliding 
tops that can be opened with one hand. 

PHONO HARDWARE AND RUBBER ITEMS 



50 line 

List Price SOc each 

99 line 

List Price $1.S0 each 

Catalog 

No. 

Approx. 

Quantity 

Cataloc 

No. 

Approx. 

Quantity 



Replacement Selector. 

Lay old motor drive on this 
chart to quickly find part 
needed. 


WALSCO PHOKO-MOTOR DRIVES 

Preeision-made, Resilient, Synthetic Rubber 

Used on 

Most 2 & 3 Speed 
Record Changers 
Gen. Indst. Mod. LX & RX 
Alliance, Seeburg, 

G.E., V.M.400 
Seeburg, RCA, G.E. 

Philco, RCA, etc. 

Detrola 

G.l. Recorder/Changer 
Gen. Indust. Mod. LX & RX 

Precision-made, resilient, synthetic rubber. Form a non¬ 
positive, non-slipping contact with turntable. Ground pre¬ 
cisely concentric they obviate wow or turntable rumble 
caused by irregular drive wheel. Highly abrasion and 
oil-resistant they are good for many years of trouble-free 
service. 



DIMENSIONS 

_ 


I.D. 

O.D. 

Thick 


2 

2-3/8 

5/32 

7014-F 

7016-F 

1-1/2 ‘ 

1-3/4 

3/16 


7/8 

1-1/8 

3/16 

7017-F 

1/8 

3/8 

1/4 

7018-F 

5-3/4 

6 

3/16 

7019-F 

1-7/32 

1-15/32 

3/16 

7020-F 

2 

2-3/8 

5/32 

7022.F 


WALSCO PHONOGRAPH PICKUP SET SCREWS 


Knurled head, steel screws, 
antique bronze finish. For re¬ 
placement on pickup and re¬ 
cording heads. Fits all types. 


Used on Size 

Various Models Assorted 

Shure and others 2-56 x 

Most Astatic &. Webster 2-64 x 
Most RCA, etc. 1-72 x 1" 


WALSCO PICKUP CARTRIDGE MOUNTING SCREWS 



Machine and self-tapping screws of various lengths. 
Whatever your problem, the solution can be found in 
this assortment of small machine and self-tapping 
screws of various sizes. Spacers are also included. 


Assorted 
Screws and 
Spacers 



WALSCO PHONO PANEL MOUNTING SPRINGS 

Very resilient, very strong, precision-formed. This is an assort¬ 
ment of conical springs for shock-resistant mounting of record Assorted 

changer units, etc. 


8550-F 

8552- F 

8553- F 
8555-F 


8560.F 


7450-F 


12 

12 

12 

5 


30 


N 

O 

T 

C 

A 

R 

R 

I 

E 

D 

I 

N 

9 

9 

L 

I 

N 

E 


WALSCO RUBBER GROMMETS 



Protect insulation from 
raw edges of holes in 
metal chassis. Easily 
squeezed into place; give 
• a neat, practical finish. 
I Extremely useful for 
' damping vibration when 
mounting certain parts. 


— DIMENSIONS — 
ABODE 
11/32 1/8 3/16 1/16 1/4 

7/16 3/16 7/32 1/16 5/16 

9/16 1/4 1/4 1/16 3/S 

5/8 3/8 1/4 1/16 1/2 

13/16 1/2 9/32 1/16 5/8 

Assorted 


7030-F 

7032-F 

7034- F 
7036-F 

7035- F 
7025-F 


16 

14 
12 
10 

8 

15 


7030-N 
7032-N 
7034-N 
7036-N 
*7038-N 


85 

85 

65 

55 

35 



WALSCO CORD STRAINRELIEFS 

For POSJ or POT (plastic) cord. Prevents chafing of ac power cord where it 
(‘Tilers cliassis. Takes strain off terminals. Protects against breakage of con¬ 
ductors due to sharp kinking over metal edge. 

ATTAl Tl TO CORD WITH WALSCO RUBBER CEMENT. 


7048-F 



WALSCO CABINET FEET 

Supplied in two types—^with tacks 
or screws—WALSCO Cabinet Feet 
ire made of synthetic rubber. Wood 
screws are supplied with screw type 
feet. However, machine or sheet 
metal screws will fit. 


SCREW-ON RUBBER FEET 
Dia. Height 

3/8 7/32 

1/2 9/32 

5/8 5/16 

TACK-ON RUBBER FEET 
3/8 
1/2 

Assorted 


7052-F 

7054-F 

7056-F 

7050-F 


7070-F 


10 


7052-N 

7054-N 

7056-N 


7071- N 

7072- N 


55 

50 

30 


55 

50 
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RUBBER ITEMS (Cont.) & WASHERS & INSULATORS 


50 line 

List Price 50c each 

99 line 

List Price $1.80 each 

Catalog 

No. 

Approx. 

Quantity 

Catalog 

No. 

Approx. 

Quantity 


WALSCO CHASSIS MOUNTS 


These resilient, synthetic rubber mounts are a must 
wherever vibration may affect performance. 


- DIMENSIONS- 
B C 


3/4 1/2 1/4 3/S 

1 1/2 1/4 17/32 


WALSCO RUBBER WASHER & BUMPER ASSORTMENT 

/eliminate rattles and microphonics with WALSCO Rubber Washers and Bumpers. The assortment 
consists of round and square pieces of soft rubber. 


WALSCO DIAL CORD IN SMALL PACKAGES 

WALSCO cords meet the rigid standards set by the Government, Electronic Size 

Industries, and Engineering Laboratories. Made with high-abrasion-resistant Special Thin 
Nylon over fiberglas core. Standard Thin 

Medium 


WALSCO METAL WASHERS 






Screw 

— DIMENSIONS — 





Precision-cut steel wash¬ 

Size 

I.D. 

O.D. 

Thick 





er, cadmium-plated, with 

#4 

.125" 

5/16" 

1/32" 

7874-F 

80 



concentric center hole. 

#6 

.149" 

3/g" 

1/32" 

7876-F 

80 

7876-N 

500 

Here are listed the small 

#8 

.175" 

3/8" 

1/32" 

787g-F 

80 

787S-N 

500 

sizes most frequently 

#10 

.203" 

7/16" 

1/32" 

78S0-F 

70 

7880-N 

300 

used in electronic as¬ 

1/4" 

.265" 

1/2" 

1/32" 

78S2-F 

50 

7S82-N 

300 

semblies. 


Assorted 

7870-F 

80 




WALSCO LOCK WASHERS 


oo 


oO 


Made of special steel selected for its elasticity 
and hardness. WALSCO offers these indis¬ 
pensable washers in the individual sizes most 
frequently needed in both electronic and elec¬ 
trical appliances, or in a handy assortment 
that belongs in all labs and shops. 


For Screw 
Size 
#2 
#4 
#6 
#8 
#10 
1/4" 
3/S" 
Assorted 




WALSCO SPRING FRICTION WASHERS 



r 

To secure a light drag to a rotating shaft. The WALSCO assort¬ 
ment contains popular sizes of phosphor bronze and spring steel Assorted 

washers. 

7750-F 

12 

. 


WALSCO RETAINING RINGS AND "C" WASHERS 



When servicing rotational components 
such as volume controls or record 
changers, it is frequently necessary to 
replace worn or lost retaining rings 
and “C” washers. Rings are made of 
tempered spring steel. Washers are 
annealed steel, cadmium plated. 


Washers for 3/16" shaft 
Washers for 1/4" shaft 
Assorted 

Rings and Washers 


WALSCO KNOB FELT WASHERS 


oooo 


Space knobs from panel face with these WALSCO 
Felt washers and get smooth, quiet operation. Made 
of tough brown felt, they have a hole to fit 

standard control and condenser shafts. O.D. is 
thickness 1/32". 


WALSCO INSULATING WASHERS 


Insulation of components and controls from 
chassis or from each other can usually be most 
easily accomplished with WALSCO Insulating 
Washers. Precision made from vulcanized phe¬ 
nolic fiber. 


- DIMENSIONS- 
B C 


EXTRUDED 




Overall thickness of ex¬ 
truded washers is approxi¬ 
mately 3/3,2" and of the 
flat washers 1/32". 



r 5/16 

3/16 

.136 

1/32 

Extruded 

#6 - 

5/16 


.136 

Flat 

FI. & Ex. 


’3/8 

1/4 

.165 

1/32 

Extruded 

#8 - 

3/8 

.165 

Flat 

FI. & Ex. 


’3/8 

.308 

.195 

1/32 

Extruded 

#10 ■ 

3/8 


.195 

Flat 

FI. & Ex. 


■ 1/2 

11/32 

.255 

1/32 

Extruded 

1/4" ^ 

1/2 


.255 

Flat 

FI. & Ex. 


'5/8 

1/2 

.380 

1/32 

Extruded 

3/8" 1 

5/8 

.380 

Flat 

FI.& Ex. 
Assortmen 


7S24-F 30 


7S25-F 30 


7S26-F 30 


7S27-F 24 


7g2g-F 20 
7g20-F 35 
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INSULATING SPACERS, FUSE CLIPS AND 
MISCELLANEOUS THREADED FASTENERS 



WALSCO METAL AND INSULATING SPACERS 


Solve electrical and mechanical spacing and 
mounting problems when building'or remodel¬ 
ing electronic equipment. Very handy for 
mounting sockets, switches, raising panels, 
chassis, and condensers. Assortment of various 
lengths and hole sizes. 


Assorted Metal 
Spacers 

Assorted Insulating 
Spacers 



WALSCO FUSE INSULATORS 


Standard fiber insulators used on automobile radio 
installations. Two lengths included in the assortment Assorted 
fit all standard diameter fuses. 



WALSCO FUSE CLIPS 


Made of spring brass, nickel plated to defy corrosion and 
guarantee perfect contact. Designed for single hole mounting. Assorted 


WALSCO STEEL SET SCREWS 



WALSCO furnishes precision, hardened, headless, slotted steel 
set screws in sizes most frequently used in dial knobs, record 
changers, home and auto radios, etc. 


Size 

#6-32 X 3/16'' 
#S-32 X 3/16" 
#8-32 X 1/4" 
#10-32 X 1/4" 
Assorted 


WALSCO ORNAMENTAL HEAD SCREWS 



When you mount a speaker or other component to a wood 
panel, fasten it with WALSCO Ornamental Screws. Finished 
in bronze, stamped with rosette design. 


Size 

#6-32 X 3/4" 
#6-32 X 1" 
#8-32 X 1-1/4" 
Assorted 


WALSCO STANDARD WOOD SCREW ASSORTMENT 



This is the assortment every technician, lab, shop, and 
handyman should have on hand. Brass and steel round Assorted 
and flathead screws of popular sizes are included. 


WALSCO SMALL ESCUTCHEON & WOOD SCREW ASSORTMENT 


Extra small wood screws designed primarily for fastenipg 

name plates, escutcheons, trimmings, data plates, etc., to Assorted 

wood or plastic. 


WALSCO THREADED STEEL RODS 




Make screw fasteners as long as you need them. Handy for 
mounting, suspending, or spacing components. Several com¬ 
ponents may be spaced, adjusted, and locked on same rod. 
Finest cold-rolled steel for maximum strength. Each package 
contains one 6-32 and one 8-32 threaded rod, each 8" long. 


50 line 

List Price SOc each 

98 line 

List Price $1.80 each 

Catalog 

No. 

Approx. 

Quantity 

Catalog 
j No. 

Approx. 

Quantity 


7620-F 


12 


7630-F 12 


7640-F 20 


7600-F 


12 


8623-F 

8633- F 

8634- F 
S644-F 
S605-F 


15 

15 

15 

15 

15 


8252- F 

8253- F 
8255-F 
8250-F 


25 

25 

15 

20 


8502-F 


25 


8500-F 25 


85S0*F 2 


8605-N 


55 


825e.N 

S253-N 

8255.N 


125 

125 

80 
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ELECTRONIC HARDWARE 


MACHINE SELF-TAPPING, RACK SCREWS 


WALSCO STEEL MACHINE SCREWS 



packaged in individual sizes 


Selected to suit the electronic technician's 
need for screw fasteners, WALSCO Steel 
Machine Screws are top-quality round head, 
cadmium plated. They are packaged in con¬ 
venient assortments or by individual sizes. 
Handy, inexpensive assortment for the labora¬ 
tory or repair shop contains Nos. 6, 8, and 10 
plated steel machine screws of various lengths. 


Size 

#2-56 X 3/16" 
#2-56 X 
#2-56 X 1/2" 
#4-40 X !/4" 
#4-40 X 
#4-40 X 1/2" 
#6-32, X 1/4" 
#6-32 X 3 /a- 
#6-32 X 1/2" 
#6-32 X 3 ^- 
#6-32 X 1" 
t#6-32 X 2" 
#8-32 X / 4 " 
#8-32 x %" 
#8-32 X /2" 
#8-32 X 3 ^- 
#8-32 X 1" 
#10-32 X !/2" 
#10-32 X 
#10-32x1" 


fThis size required to fasten selenium rectifiers. 


ASSORTED STANDARD MACHINE SCREWS 

Various Sizes, Lengths, and Styles. Assorted 


WALSCO SMALL MACHINE SCREW AND NUT ASSORTMENT 

Extra small screws needed in experimental and repair work for 
fastening small parts, replacing rivets, etc. Special assortment of Assorted 
Nos. 2 and 4 screws with nuts to fit. 


WALSCO SHEET METAL AND SELF-TAPPING SCREWS 



Easier than riveting, faster than machine screws— 
WALSCO Self-tapping Screws cut their own 
threads in either metal or plastic. Just drill a hole 
and drive the screw—no nut or tapping necessary. 
Just the thing for mounting parts to chassis, re¬ 
placing rivets, eyelets, etc. Listed here are all the 
popular sizes used by major manufacturers. 


Size 

#6 x •/4" 

#6 X 3 / 8 - 
#6 X / 2 " 

#6 X 34- 
#6 X 1" 
#S X /4" 
#SX 34-. 
#s X /2" 
#8 X 34- 
#8 X 1" 
#10 X 34- 
#10 X 1/2" 
#10 X 34- 
Assorted 


WALSCO RACK SCREWS AND CUP WASHERS 



Nickel-plated WALSCO oval-head 
screws and cup washers give a 
workmanlike finish to panels 
mounted on racks or in cabinets. 
Recommended for studio and lab¬ 
oratory installations. 


Size 
r #6-32 X 

Screws #8-32 x %' 
[#10-32x34- 
f #6 (7/16" O.D.) 
Washers ] #8 (1/2" O.D.) 

L#10 (9/16" O.D.) 
Assorted Screws and Washers 


50 line 

List Price 50c each 

99 line 

List Price $1.80 each 

Catalog 

No. 

Approx. 

Quantity 

Catalog 

No. 

Approx. 

Quantity 




8021-N 

225 

8023-F 

40 

8023-N 

200 

8024-F 

40 

8024-N 

200 

8042-F 

40 

8042-N 

225 



S043-N 

200 

8044.F 

35 

S044-N 

200 

8062-F 

40 

8062-N 

225 

8063-F 

40 

8063-N 

225 

8064-F 

35 

S064.N 

200 

8066-F 

30 

8066-N 

175 



8068-N 

150 

8078-F 

15 



8082-F 

30 

80S2-N 

200 

8083-F 

30 

8083-N 

175 

S084-F 

25 

S0S4-N 

160 

8086-F 

25 

S0S6-N 

140 



*S0SS-N 

125 

8104-F 

25 

S104-N 

140 

8106-F 

20 

*8106-N 

115 

810S-F 

17 

*810S-N 

100 

SOOO-F 

35 

SOOO-N 

200 

8002-F 

40 



8362-F 

30 

8362-N 

150 

8363-F 

25 

8363-N 

150 

8364-F 

25 

S364-N 

150 

S366-F 

20 

S366-N 

125 

S36S-F 

20 

836S-N 

125 

83S2-F 

20 

S382-N 

125 

S3g3-F 

20 

8383-N 

125 

S3g4-F 

20 

8384-N 

125 

8386-F 

15 

8386-N 

SO 

838S-F 

15 

S388-N 

80 

S403-F 

15 

8403-N 

80 

S404-F 

15 

8404-N 

SO 

S406-F 

12 

8406-N 

SO 

S300-F 

25 

8300-N 

125 

8265-F 

30 

8265-N 

175 

8269-F 

25 

8269-N 

150 

S273-F 

20 

8273-N 

100 

7S06-F 

45 

7806-N 

275 

7S0g-F 

45 

7S0S-N 

250 

7810-F 

35 

7S10-N 

200 

8005-F 

15 
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HEX, LOCK, SPECIAL ANy NUTS 

AND MISCELLANEOUS FASTENERS 



WALSCO HEX NUTS 


Precision tapped for effortless as¬ 
sembly, cadmium plated for cor¬ 
rosion resistance and neat appear¬ 
ance; WALSOO nuts are “Small 
Pattern” as preferred in the elec¬ 
tronics industry. 


Steel, 

Cadmium 

Plated 


Size 

• #2-56 
#4-40 
#6-32 
#8-32 
#10-32 
.Assorted 
#6-32 
#8-32 
#10-32 



WALSCO SPECIAL MOUNTING NUTS 


I For panel mounting components Description 

with threaded bushings such as 

, , 15/32"X 32 Toggle Switch Hex Nut 

potentiometers, volume controls, 15/32" x 32 Toggle Switch Ring Nut 
jacks, toggle switches, etc. Assorted 



WALSCO ACORN NUTS 

Give a well-finished look to panel assemblies, test 
instruments, cabinets, etc., with these cadmium 
plated, double self-locking WALSCO Acorn Nuts. 
Assortment contains sizes 6-32, 8-32, and 10-32 
nuts. 


50 line 

List Price 50c each 

99 line 

List Price $1.80 each 

Catalog 

No. 

1 Approx. 

Quantity 

Catalog 

No. 

Approx. 

Quantity 




WALSCO KNURLED THUMB NUTS 

Precision-made, brass knurled thumb nuts preferred for #8-32 
securing conductors to binding posts, batteries, etc. #10-32 


WALSCO WING NUTS ske 

Designed for easy-on, easy-off installation without tools. #6-32 
Frequently used for bolting chassis to supports in wood #8-32 
cabinets, fastening lids to car radios, etc. #10-32 


WALSCO SPEED NUTS 

Used in record changer assemblies, tuning units, etc. 


serviceman and shop. 


WALSCO SNAP-IN 
TRIMOUNTS 


' be needed by the 

busy 

Assorted 

S960-F 

30 

For 

— DIMENSIONS— 1 



Hole 

A 

B 

C 



1/8" 

9/32" 

13/64" 

1/64" 

7373-F 

25 

5/32" 

23/64" 

9/32" 

3/16" 

7375-F 

20 

5/32" 

3/8" 

5/8" 

5/32" 

7377-F 

15 




Assorted 

7370-F 

20 


^ ^ ^ * M I-*■ 5/32" 3/8" 5/8" 5/32" 

A A A ^ 

For light duty assemuiy, WALSCO Snap-in Trimounts provide a neat, handsome fastening. Use 
bn back covers, dial scales, chassis, built-in antennas, etc. 


^ e . jt. WALSCO RIVET ASSORTMENT 


Contains dozens of rivets—hollow, solid, split—and 

metals—brass, copper, aluminum. From to diam- Assorted 

eter and up . to %" length. 


WALSCO TV INTERLOCK CORD RIVET ASSORTMENT 


Assortment of rivets and washers needed to fasten interlock cords to back of TV 
set. Contains sizes for fastening interlock receptacles to chassis. 


Assorted 
Rivets and 
Washers 


WALSCO EYELET ASSORTMENT 


Brass eyelets of various diameters and lengths. 



WALSCO SMALL COTTER AND HAIR PINS 



Assortment of most popular sizes of cotter and hair pins. Valuable aid 
in repair of radios and phonograph mechanisms. 

7380-F 

50 


Radio’s Master — 18th Edition 

Page U-84 


Copyright by U. C. P., Inc. 


TRADE DISCOUNT APPLIES TO LIST PRICES ONLY 


















ELECTRONIC HARDWARE 


UJflLSCO 

MISC. FASTENERS, BRACKETS, PLUGS, PHONE TIPS 


50 line 

List Price SQceach 

99 line 

List Price $1.80 each 

Catalog 

No. 

Approx. 

Quantity 

Catalog 

No. 

Approx. 

Quantity 


WALSCO CABLE CLAMPS For cable 

Made ot heavy gauge steel cadmium plated. Diameter 

AnaM perfectly punched and stamped. Holes ac- 1/8" to 3/16" 

tBSw commodate No. 6 and No. 8 screws. %" 3/16" to 1/4" 

f wide. Available in three sizes for cables from 1/4" to 5/16" 

to diameter. Assorted 

7502- F 

7503- F 
7505-F 
7500-F 

25 

20 

16 

20 

7502- N 

7503- N 
7505-N 

125 

100 

75 

WALSCO ESCUTCHEON PIN ASSORTMENT 

1^*^"- """ Tlie quick, neat way to fasten name plates and markers to 

wood, wals, or plywood. WALSCO Escutcheon Pins are brass Assorted 

7560-F 

100 



WALSCO TWIN-LEAD WIRING NAILS 

Improve the appearance of TV installations by fastening 300- 
twin-lead to walls and mouldings. Line impedance not 
\\ affected because ornamental head consists almost entirely of 

insulating material. 

7565-F 

35 

7565-N 

200 

i WALSCO ANGLE BRACKET ASSORTMENT 

ik ^ Instantly solve problems of mounting components at right 

™ angles to panel or chassis with the proper WALSCO Angle Assorted 

Bracket. Assortment of plated steel or brass brackets to fill 
f every need of the experimenter, technician, or “ham.” 

7570-F 

15 



WALSCO SPADE BOLTS 

For dozens of jobs no other type fastener can perform quite Length 

V _, , as well. Indispensable for attaching condensers, coils, cans, and 5/8" 

^ many other items. Stud size 6-32; hole for No. 6 screw or 3/4" 

Vs" rivet. Assorted 

8570-F 

15 

8571-N 

S572-N 

100 

100 

WALSCO SNAP-HOLE PLUGS 

1/4" 

quickest, simplest way ever devised to cover 3/8" 

a hole in chassis or panel. Spring flanges hold 1/2" 

J J polished nickel-plated flat-head button firmly 5/8" 

in place. Use WALSCO Snap-hole Plugs to seal 3/4" 

^ w adjustments, cover unused holes, etc. 1" 

Assorted 

7306-F 

7308-F 

7310-F 

7312-F 

7314-F 

7316-F 

7300-F 

8 

8 

6 

6 

5 

5 

8 

7306-N 
7308-N 
7310-N 
7312-N 
7314-N 
*7316-N 

50 

50 

40 

30 

25 

20 

WALSCO VENTILATING HOLE PLUGS 

Snap these protective screen coverings into ventilating holes on 
chassis, portable equipment cases, amplifiers, amateur rigs, etc. Assorted 

^ ^ Spring flange holds plug in place. 

7330-F 

3 



WALSCO PHONE TIPS 

Au'iio and test circuits, designed to fit all standard tip jacks. Made of brass, easy 
'o sol ’er. nickel-plated for long wear and good contact. 

7645-F 

10 

7645-N 

60 

WALSCO PHONO PLUGS AND JACKS 

^ Standard, nickel-plated plugs and jacks for 

Ms connecting record players, pick-ups, auto Plugs 

radio antennas, etc. Recommended for all Jacks 

single conductor, shielded cable connections. 

7665-F 

7667-F 

4 

2 



For Screw Size 

1 Asstd. #6 & #8 

WALSCO TERMINAL LUGS #| 

2 Asstd. #6 & #S 

Ready-tinned WALSCO Terminal Lugs are designed to simplify your 

assembly problems. The types and sizes listed here contain lugs you ^ Asstd. #6 & #8 

#6 

will need for assembly, experimentation and repair. :;^g 

4 Asstd. #6 & #8 
#6 
#8 

8 #10 

9 Assorted Types 

7110-F 

7120-F 

7130-F 

7140-F 

7150-F 

7160.F 

7170-F 

7180-F 

7190-F 

7100-F 

20 

25 

25 

20 

15 

35 

25 

20 

8 

30 

7116-N 

7118-N 

7126-N 

7128-N 

7136-N 

7138-N 

7146-N 
7148-N 

7156-N 

7158-N 

7166-N 

7168-N 

7179-N 

7189-N 

7199-N 

125 

125 

140 

140 

115 

115 

100 

100 

100 

100 

250 

250 

140 

100 

35 
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ELECTRONIC HARDWARE 


STRIPS, CAPS, CLIPS, SPRINGS, SOCKET WRENCHES 


50 line 

List Price 50c each 

99 line 

List |1.80 each 

f Catalog j 

1 1 

Approx. 

Quantity 

No. 

Approx. 

Quantity 



WALSCO TERMINAL STRIPS 


•To organize wire distribution or to mount small 
parts that must be insulated from chassis. Solder- 
coated terminals are riveted to high-grade phenolic 
base. Assortment contains several popular types. 


Assortment 
of Various 
Size Strips 


7250-F 




WALSCO GRID CAP ASSORTMENT 

Assortment contains and %" spring clips for TV high voltage Assorted 
tubes. 1 


7609-F 


10 


WALSCO TV GRID CLIP ASSORTMENT 

Precision stamped to fit securely all standard metal and 

glass tubes. Assortment includes clip for high-voltage Assorted 

TV rectifier tubes. 


7610F 


WALSCO SPRING CONNECTOR CLiTS 

Make fast connection with excellent electrical con¬ 
tact. No tools required for connecting or discon¬ 
necting. Recommended for “breadboard” work. 

Made of spring brass or phosphor bronze. 


For Wires 
#16 gauge and 
smaller 
#12 to #18 
gauge 
Assorted 


7592-F 

7594-F 

7590-F 


IS 

14 

15 


WALSCO DIAL DRIVE SPRINGS 


I 



Carefully-looped ends great¬ 
ly simplify installation. Elim¬ 
inate fumbling. Rust-proof 
cadmium plated. Available 
m all standard sizes. Springs 
are shown actual size. 


Overall 

Length 

1 / 2 " 

5/8" 

9/16" 

3/4" 

3/4" 


DIMENSIONS — 
Wire 


Diam. Thickness 
1/8" .016" 

5/32" .018" 

3/16" .020" 

1/8" .016" 

5 /^ 2 " . 020 " 

Assorted Small Springs 
Assorted (Large ana ooiall) 


7404- F 

7405- F 
7407-F 
7409-F 
7411-F 
7400-F 
7401.F 


10 

10 

10 

8 

8 

10 


7401-N 


50 



WALSCO EXPANSION SPRINGS 


Holds parts or controls under tension. 
Will fill need of serviceman or tech- 
['inician. Contains many different sizes. 


Assorted Small Springs 
Assorted Large Springs 


7420- F 

7421- F 


10 

10 


WALSCO COMPRESSION SPRINGS 



These ordinary hard-to-get compression 
springs are offered in two wide assortments 
by WALSCO to solve radio and electronic 
equipment, motors, appliance problems, etc. 


Assorted Small Springs 
Assorted Large Springs 


7440- F 

7441- F 


20 

15 


WALSCO RADIO KNOB SPRINGS 


Burt! 


Made of finest grade tempered spring steel; 
available in all standard sizes and shapes. 


TV 


Assorted 

TV Knob Spring 

Assortment 


7485- F 

7486- F 
7488-F 

7490- F 

7491- F 
7493-F 

7495- F 

7496- F 

7497- F 
749S-F 

7480- F 

7481- F 


10 

12 

12 

20 

24 
15 

25 
10 
10 
18 
10 



WALSCO KEY WRENCHES 

Offered in assortments of sizes to fit 
practically all standard socket screws Hex (Allen) 
used in electronic equipment. In the Wrench 
Hex Assortment are wrenches to fit set Assortment 

screws No. 4 to No. 10 and cap screws Spline (Bristol) 

No. 2 to No. 6. In the Spline Assort- Wrench 
ment are wrenches to fit all set screws Assortment 
up to i/4" and cap screws up to No. 8. 


seoo-F 


S602-F 
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HARDWARE ASSORTMENT 

MISCELLANEOUS ITEMS 

SPECIAL TOOLS AND WIRE STRIPPERS 


UJflLSCO 

walsco quality earned its reputation 





p;: \ 


K3003 Hardware Assortment 


WALSCO 

HARDWARE 

ASSORTMENT 

Here are parts to fill the oc¬ 
casional need — the nut, 
washer, grommet, spring, 
clamp, eyelet, or terminal of 
the size and type you don’t 
ordinarily stock. Contains 
about 600 to 1000 pieces. 

List Price Dealer’s Net 



WALSCO KNOB ASSORTMENT 

A real bargain in every way, it contains knobs in 
different colors — brown, ivory, some red, some 
clear . . . knobs of many sizes, and various shapes. 
Cat. No. Dealer’s Net 

K-lOO Approx. 25 assorted knobs . $0.95 


WALSCO STROBOSCOPE DISC 

The best way to check and adjust turntable 
k speed. At correct speeds lines on the disc re- 
% main stationary when viewed under 60 cycle 
8 AO light. Three sets of lines for checking 78, 
# 45, and 33 Vs rpm speeds. 

^ Cat. No. List Price 

949 Stroboscope Disc . $0.17 

Standard Packing: 26 


WALSCO 
WALL RACKS 




Keep small hardware and 
chemical containers in 
place, within easy reach. 
And your workbench clear. 
Made of satin-finish alu¬ 
minum with polished 

pHcppsi 

Cat. No. ■ List Price 

995 Wall Racks for eight 2-oz. bottles . $1.40 

996 Wall Racks holding 7 Walsco 99 Line hardware, Walsco 

dial cord, or Cat. No. 998 plastic storage boxes . 1.40 



WALSCO 
GLASS JARS 
AND PLASTIC BOXES 


These see-through containers provide the most efficient method yet 
devised for “filing” small hardware items. Keep small parts clean, 
rust-free, ready-to-use, easy-to-find. 

^ L.ist Price 

997 Plastic Box with 4 compartments and telescoping lid. 

4%" square, 1 %" high. (Standard pack; 24) .$0.70 

998 Plastic Box with Sliding Lid (99 Line size) . .28 

988A Plastic Box with Sliding Lid (50 Line size) .10 

999 Glass Jar, 2 oz. size. (Standard pack: 36) ..13 


WALSCO VIEW BINS 

Keep small parts sorted, visible, dust-free with WALSCO View-Bins. 
Most practical method ever devised for storing plugs, knobs, switches, 

_^ ^ ^ connectors, condensers, resistors, coils, 

etc. Each bin can be divided into 

sertable metal divider furnished for 
removed with one 

view or access to bin below. Windows 

Welded steel construction. 

Cat. No. L(gt Price 

1010-6 6 compartments ....$ 4.95 

1010-12 12 compartments ..... 9.50 

1010-24 24 compartments ...16!95 


WALSCO SERVICE TWEEZERS 



570 571 


Cat. 


List 

No. 


Price 

570 

Self-Closing Tweezer 

with 


cross-over action, dVz" 

long. 


serrated, blunt points . 

.$1.05 


(Standard Package: Display card with 


10 tweezers. Cat. No. 570D) 

571 Heavy-Duty Tweezer with 
slide-lock feature. Length 
6 l^", serrated, blunt points 1.30 

(Standard Package: Display card with 
10 tweezers. Cat. No, 57ID) 

572 Precision Tweezer with nar¬ 

row, pointed ends especially 
suitable for delicate work. 
Over-all length 4 14 " . 60 

(Standard Package: Display card with 
20 tweezers. Cat, No. 572-D) 

575 Tweezer Kit, made of durable 
leatherette, containing one 
each of the above listed 
tweezers. Provides servicemen 
with necessary tweezers for 
every need. Neat, compact, 

handy . 3.55 

(Standard Package: Display of 12 Kits 
Cat. No. 575-D) 


WALSCO PROTECTO TUBE 



Insulate your own favorite tools: In¬ 
sulate handles of pliers, wire cutters, 
screwdriver shanks neatly and effec¬ 
tively. WALSCO Protecto Tube is easy 
to apply. Soak tubing in “Expanding 
Solution,” then slip over part to be 
insulated. It dries and shrinks skin 
tight. Will not crack or shatter even 
under extremes of temperature. Sup¬ 
plied in variety of colors to aid in 
identifying tools. 


Cat. No. K-18 


List Price $1.80 


WALSCO ALL-PURPOSE WIRE STRIPPERS 

Strip from 700 to 
1,000 wires an 
hour! Cut through 
insulation without 
nicking conductor. 
Built-in locking de¬ 
vice prevents crush¬ 
ing of stranded 
wire. Strips all 
wires from 16 to 22 gauge. Strips 300-ohm twin lead. Wire cutter 
is part of the same tool. Made of steel, lasts a lifetime. Blades are 
precision ground. Equally effective for use with electrical, auto¬ 


motive, aviation, telephone wires, etc. 

List Dealer’s 

Cat. No. Description Price Net 

590 WALSCO All-Purpose Wire Stripper . $8.25 $4.95 

590-1 Replacement Blade Set for No. 590 . 2.00 1.20 


591 WALSCO “Wide-Range” Model for Electrical 
Trade. Strips all wire gauges from No. 10 to 
No. 22. Similar construction to No. 590 but 
does not include cutter. Will not strip 800 


ohm twin-lead .. 8.25 4.95 

591-1 Replacement Blade Set for No. 591 . 2.00 1.20 



WALSCO TWISTO WIRE STRIPPER 



Patented low-cost, pocket-size, precision stripper: Strip insulation 
right up next to a soldered connection, plug, or socket. Can be in¬ 
serted into chassis and assemblies to strip wires without removing 
them. Quick micrometertype adjustment is set instantaneously for 
a.w.g. wire sizes 12 to 22. Features a built-in stop for accurately- 
uniform, repetitive production stripping. To operate, you merely 
dial wire size, insert wire in hollow end, set sliding collar with 
thumb, twist and pull. The most compact precision wire stripper 
on the market! 


Cat. No. List Price 

592 WALSCO Twisto Stripper ... $4.50 

(Standard Pack: 6 ) 

592-3P Replacement blades, per set ... 75 

(Standard Pack: 6 sets) 
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WALSCO V4" HEX i. D. NEUTRALIZING WRENCH. 

Very durable. Can be cut if corners become rounded from wear. Over¬ 
all length—7%", O.D.— %" round. 

Cat. No. Picture No. List Price 

§2503—Lo-loss Plastic Wrench 1 $0,45 

WALSCO 5/16" HEX. I. D. NEUTRALIZING WRENCH. 

Same construction as wrench listed above. Over-all length— 
7^''. O.D.-—/ff". 

Cat. No. Picture No. List Price 

§2508—^Lo-loss Plastic Wrench 2 $0.45 

WALSCO FIBRE HEX-WRENCH-AND-SCREW-DRIYER. 

Standard % " hex wrench combined with a tough nylon screwdriver tip. 

Cat. No. Picture No. List Price 

®2510—Combination Tool 8 $0.65 

WALSCO DUPLEX ALIGNMENT SCREWDRIVER. 

Precision made. Ground or molded to fit large or small screws. Width of' 
blade on large end—^ 5 "; on small end—Thickness to conform 
to standard slot dimensions. Over-all length— 7". 

Cat. No. Picture No. List Price 

®2520—Fibre Screwdriver 4 $0.55 

WALSCO METAL TIP ALIGNMENT SCREWDRIVER. 

Butyrate handle. This tool combines the low capacity effect of an 

alignment tool with the mechanical strength of a metal screwdriver. 
Diameter—^ 3 "; over-all length— 6 ". 

Cat. No. Picture No. List Price 

‘’2525—^Alignment Screwdriver 6 $0,50 

WALSCO TUNING WAND. 

Made from Butyrate rod with inductance-increasing powdered iron 
core on one end and inductance-reducing brass piece on opposite end. 
Over-all length— 6". 

Cat. No. Picture No. List Price 

®2540—Tuning Wand 6 $0.55 


WALSCO TV OSCILLATOR ALIGNMENT TOOLS. 

Cat. No. Picture No. List Price 

02518—For Philco Receivers 7 $1.75 

°2522—For Receivers with “Standard Coil” 

Front Ends 13 1.10 

§2523—Extra long (12"); with replaceable super-tough molded 
nylon tip, for general front-end alignment without re¬ 
moving from cabinet.Picture No. 16 1.80 

‘’2523-1—Replacement Tip for tool No. 2528 0.30 

(Standard Pack: 20 Tips) 

WALSCO TV I.F. ALIGNMENT SCREWDRIVERS. 

Standard Tools for all TV and FM sets. Made of new flexible low-loss 
plastic with thin precision screwdriver tips. 

Cat. No. Picture No. List Price 

02516—8 1 / 2 " long, for No. 6 Studs 8 $1.10 

02517—2" long, for No. 6 Studs 9 0.70 

©2519—7" long—1 end for No. 6 Studs; 

other end for No. 4 Studs 10 1.05 

02524—8 % " long. Slotted Type, for 

No. 6 Studs 14 1.10 

”2526—5" long, Molded-Nylon Tool, hex stud one end, very small 
screwdriver other end. For Zenith, Hoffman, Raytheon, 
and other sets.Picture No. 15 0.55 


WALSCO WIRE DRESSING AND ALIGNMENT TOOL. 

Made with thin (/s") Butyrate handle, 7" long. Special tool on one 
end for dressing wires and finding loose connections or shorts. Other 
end has low capacity metal screwdriver tip. 

Cat. No. Picture No. List Prlcfc 

°2512—^Wire Dressing and Alignment Tool 11 $0.60 


WALSCO "K-TRAN" ALIGNMENT TOOL. 

For adjustment of all miniature (K-Tran) I.F. transformers. Made of 
tough bone fibre. One end is machined to fit “K-tran” slots; other end 
is equipped with low-capacity metal screwdriver tip. 

Cat. No. Picture No. List Price 

”2515—“K-Tran” Alignment Tool 12 $0.80 


WALSCO TV-FM ALIGNMENT TOOL KITS 

Handy TV-FM alignment tool kit or wall rack. Durable 
leatherette kit gives servicemen every tool necessary to 
align TV and PM sets. Handy wall rack for use above 
bench in shop. Provides proper place for each tool, and 
always handy. 


Cat. No. List Price 

580— -12 Tools in leatherette case.$12.65 

581— 12 Tools on wall rack... 12.65 
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WALSCO HEX AND SPLINE WRENCH KIT 

All of the wrenches listed 
above are included in this 
kit. Arranged by size in 
a durable leatherette case 
with double snaps, the right 
wrench is easy to find, the 
complete set is easy to 
carry. 

Cat. List DIrs. 

No. Price Net 

560 Wrench Kit .$1.80 $1.08 

Standard Package — 25 

WALSCO INSPECTION MIRROR 


WALSCO UNIBELT 

a universal, fif~if-yourself, adjustable dial-drive belt 





High-visibility polished glass refiection mirror pro¬ 
tected against breakage by a heavy gauge plated 
metal backing. Has red plastic, insulated grip. 


Cat. No. List Price 

554 .$0.55 

554D Display Card of 12 No. 554 . 6.60 


WALSCO NYLON DIAL CORD 

Made of genuine Nylon braided 
over a fiberglas core. Stays taut 
in service. Is chemically treated 
to increase grip; will not slip. 25 
and 100 foot spools packaged in 
clear plastic, re-usable storage 
boxes with sliding lids. Proper 
size for practically any set manu¬ 
factured since 1934. 


Cat. No. 

Diam. 

Breaking 

Strength 25 

“SPECIAL THIN” 

15 lbs .$1.40 

15 lbs. 

LIST PRICES 
Feet Per Spool 
100 

500 

35 

35.1C 

.025" 

.025" 

$4.95 


35-50 

.025" 

15 lbs. 

$14.30 

39 

39-lC 

.032" 

.032" 

STANDARD 

20 lbs .$1.40 

20 lbs. 

$4.95 

39-5C 

.032" 

20 lbs. 

$14.30 

34 

34-lC 

.040" 

.040" 

MEDIUM 

35 lbs .$1.40 

35 lbs. 

$4.95 

34-5C 

.040" 

35 lbs. 

$17.60 


Also available in 50 Line packages. See page 4. 

HEAVY 

(used on many Philco and Majestic sets) 

33 .062" $1.90 

33-lC .062" $5.05 

Standard Package: 12 



WALSCO BRONZE DIAL CABLES 


sfrong, flexible, uniform size and qualify 

When a control-dial linkage requires the strength that 
only metal can give, WALSCO Bronze Dial Cable is 
the material to use. 

CADMIUM BRONZE CABLE—16-strand, .039" o.d., 
50 lb. breaking strength. Good fiexibility, excellent 
abrasion resistance. Specially braided so it will not 
unravel. Fiberglas core adds to fiexibility. 

No. 31 . 2 5 ft .List Price $ 1.30 

No. 31-lC. 100 ft .List Price 3.80 

No. 31-5C. 500 ft .List Price 15.40 

PHOSPHOR BRONZE CABLE—42-strand, .032" diam., 
40 lb. breaking strength. Numerous strands give cable 
extraordinary fiexibility. Use wherever strong, fiexible 
cable is required. 


No. 30 25 ft .List Price $ 1.65 

No. 30-lC. 100 ft . List Price 5.50 

No. 30-5C. 500 ft .List Price 22.00 

SPECIAL THIN BRONZE CABLE—An extra-thin 


cable with diameter of only .022". Surprisingly strong 
and fiexible. Non-ravelling. 


No. 32 . 

No. 32-lC. 

No. 32-5C. 

Standard Package: 12 


. 25 ft. 
.100 ft. 
500 ft. 


List Price $ 1.40 
List Price 4.95 
List Price 14.30 


U. S. Patent No. 2,300,706 

Now, with a single spool of WALSCO Unibelt you can 
fit a dial-drive belt to the exact dimension needed — 
faster than you could pick the proper size ordinary 
belt from your storage shelf. On one spool you have 
the right belt size for every make and model set. All 
you do is cut the length you need and “zip'" the ends 
together. No cement, no special tools needed. Save 
hours of hunting. You will always have the right size 
belt in stock without investing in a large inventory. 
Furthermore, you don’t have to take the dial mechan¬ 
ism apart to install Unibelt, because the ends can be 
joined in the set. Made with a stainless steel core and 
covered with pure latex. Unibelt cannot stretch. When 
properly assembled, it will not slip, fray, or break. 
WALSCO Unibelt is unconditionally guaranteed. 
Breaking strength — over 60 pounds. One spool makes 


five average-length belts. 

Cat. List 

No. Prior 

303 5 foot spool with 10 connectors and instructions .$3.OP 


WALSCO DIAL DRIVE BELTS 

precision-made, no stretch, no slip, very sfrong 

Specially treated to maintain maximum fric¬ 
tion through years of trouble-free use, 
WALSCO Dial Drive Belts have earned a 
reputation for dependability. Best quality 
materials assure enduring strength. 
WALSCO guarantees these belts to fit per¬ 
fectly, 95 different sizes for any set manu¬ 
factured since 1930. 

Description List Price 

(Complete reference chart 

free upon request) .$ 0.30 

for RCA TV Tuner . .30 

KIT of 25 most popular belts . 7.50 

KIT of 50 most popular belts . 15.00 

KIT of 100 belts—all sizes . 30.00 


WALSCO DIAL CORD CLIPS 

easy to use, fit all standard cords 

Make an easy task of a fussy chore. With p'v:.^ 

the right clip in the right place at the 
right time, you can save many precious f 
minutes of fumbling with cord ends. This L . ^ 
assortment of WALSCO Dial Cord Clips contaiiTs the 
proper sizes for all standard thicknesses of cords. 


« X List Price 

Cat. No. per pkg. 

7745-F Approximately 35 Clips .$0.50 


For bulk quantity prices on these items, see WALSCO Industrial 
and Bulk Price List, available upon request. 


Cat. No. 
1101-1195 


1195 

K-250 

K-260 

K-270 
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WALSCO PHONO-MOTOR DRIVES 

Cut and ground with pre¬ 
cision to assure constant, 
uniform speed, WALSCO 
I Phono-motor Drives are 
mad#f of abrasion-resist¬ 
ant synthetic rubber for 
long wear. 



This is a COMPLETE Phono Drive list and partially duplicates drives 
shown on Page 3. 


WALSCO PHONO TURNTABLE FELTS 

brown felt aceurafely die-tuf 

On every overha^l job recoipmend a new turntable 
felt to prevent slippage of recordings, and to protect 
the record. Concentricity is assured because both the 
center hole and outer circle are cut by the same die. 

USE WALSCO FABRIC CEMENT FOR ATTACHING 
Cat. No. List Price 

350-8 — 7%" diameter . $0.50 

350-9 — 8%" diameter . 50 

350-10— 9%'' diameter .70 

350-12—1178" diameter . 85 


WALSCO SPEAKER DUST FELTS 

Keep metal particles and dust out of voice coils with 
these specially-designed thin felt disks. 

Cat. No. List Price 

7740-F —Approx. 15 Assorted Sizes. $0.50 

Attach to Cone with WALSCO Radio Cement 


WALSCO SPEAKER ADJUSTMENT SHIMS 

nofi-mogneffc, eorroshn-reshfanf, tempered metal 

Here is an assortment of plainly 
marked, easy to carry speaker 
i n adjustment shims — indispens- 

able to the serviceman when 
adjusting voice coils. You get 
16 shims in four sizes— .004", .006", .008" and .010'. 
They are made of spring-tempered, corrosion-resist¬ 
ant, non-magnetic metal. Each is clearly marked for 
immediate identification. 

Cat. No. List Price 

2550—16 Assorted Shims—4 pf each size.$0.75 

For bulk quantity prices on these iterns, see WALSCO Industrial and 
Bulk Price List, available upon request. 



No. 

I.D. 

O.D. 

Thick 

pkg. 

Used on per pkg. 

7014-F 



V^" 

Most 2 & 3 speed record 
Changers (VM, GI, 
etc.) .$0.50 

7016-F 

2 " 

2 %" 


2 

Gen. Indust. Mod. LX 
& RX .....50 

7017-F 

IVa" 

1%" 

■h" 

2 

Alliance, Seeburg, G.E. 

V. M. 400 .50 

7018-F 

%" 

IVs" 


3 

Seeburg, R.C.A., G.E. .50 

7019-F 

Vs" 

%" 

¥ 4 " 

4 

Philco, R.C.A., etc. .50 

7020-F 

5%" 

6 " 

•h" 

1 

DStrola .50 

7022-F 


ur 


3 

G.I. Recorder/ 

Changer .50 

760-23 

H" 

iVs" 

V 4 " 

2 

R.C.A., RP-176, 177 
and most pre-war 

R.C.A. Changers. 

Also on G.E. 

809-J, etc. 45 

761-23 

4H" 

6%" 

%" 

1 

Same as #760-23 .... 1.10 

760-24 

2%" 

3%" 

V 4 " 

1 

R.C.A. 960015, 

960260, 960276. 

Also most Admiral 
and Crescent post¬ 
war changers .55 

t760-25 

Spring Drive 


1 

Detrola-Utah .55 


UIRLSCa 
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WALSCO STANDARD TEST RECORDS 


use to test and 
^ acf/usf sound reproduction 
^ci systems 


A set of those t^ALSCO Test Records quickly fur¬ 
nishes the electronic engineer or technician with 
complete data for detecting and remedying defects in 
pickups, amplifiers, speakers, record changers, and 
turntables. Recordings are made of long-wearing 
plastic selected for its low surface noise. They are 
unbreakable in normal use, and one set will last for 
years. 

Cat. No. 720-6 —Set of six 10" records consisting of one each of the 
following: Becord No. 720, 721, 725, 726, 727, 728. 

With this set a complete mechanical and audio check can be run on 
a phono system quickly and accurately. Needed by every laboratory 

and service shop.List Price $10.90 

Cat. No. 720 —10" record with accelerated pitch. Playing time ap¬ 
proximately 45 sec. Lead-in grooves modulated with 8 tones to indi¬ 
cate set-down position of pick-up. Proper tripping action indicated by 
tone signals at end of record. Both sides of record identical. 

List Price $1.80 

Cat. No. 721—10" record. One side with accelerated pitch and with¬ 
out starting spiral for checking “feed-in” or pick-up. Other side same 

as No. 720. . List Price $1.80 

Cat. No. 725 —10" record. One side: Sweep Frequency Record at 
N.A.B. standard level. Range 10,000 to 50 c.p.s. Cross-over to con¬ 
stant amplitude at 500 c.p.s. Other side same as No. 720. 

List Price $2.10 

Cat. No. 726 —10" record. One side: Test Frequency Record at N.A.B. 
standard level. Range 10,000 to 60 c.p.s. in 16 steps. Other side 

same as No. 720... List Price $2.10 

Cat. No. 727 —10" record. One side contains 1000 and 400-cycle tone 
for 1 min. each. Especially designed for testing irregular turntable 

speed (“WOW”). Other side same as No. 720.. List Price $2.10 

Cat. No. 728 —10" record. One side contains silent (unmodulated) 
groove for checking turntable rumble. Other side same ts No. 720. 

List Price‘$1.80 

groove for checking turntable rumble. Other side same as No. 720. 
Designed for use in connection with set No. 720-6 in checking per¬ 
formance of intermix changers.List Price $10.90 


WALSCO PHONO PLUG AND JACK 

This WALSCO plug and 
jack provide a highly 
efficient means Of join¬ 
ing single conductor | 
shielded leads. Widely 
used in making record 
player, pick-up, or auto 
antenna connections. 

Made of brass, nickel plated to assure corrosion-free 
contact surface. 

Cat. No. List Price per Pkg. 

7665-F—Package of 4 Plugs..$0.50 

7667-F—Package of 3 Jacks. .50 


WALSCO PLASTIC DIAL CRYSTALS 

The excellent optical qualities of 

WALSCO Plastic Convex Dial Crys- ^ 

tal make it the preferred dial win- \ 

dow for custom construction or 

replacement. Unbreakable, shatter- I 

proof, it will not fog with age. You W 

can easily use scissors or knife to 

cut plastic to correct size. Press or 

cement in place. * 

Cat. No. She List Price 

990—6" Maximum Diameter .....$1.20 

992—9" Maximum Diameter .. 2.00 

994—8" x 10" Flat Sheet . 1.80 

Use WALSCO Plastic Cement for Installing 
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PLASTIC CEMENTS 
SOLVENTS 

CLEANING & LUBRICATING 
COMPOUNDS 
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walsco quality earned its reputation 


1. WALSCO TUNERCLEAN 


The royal purple u.h.f. contact cleaner. Thoroughly cleans corrosion 
and dirt from v.h.f. and u.h.f. switch contacts in TV tuners, etc.; 
lubricates contact surfaces to give smoother operation, longer life, 
leaves a corrosion-inhibiting, protective film on contact surfaces after 
solvents evaporate. 


Cat. No. 

105— 1 oz. bottle 

106— 2 oz. bottle 

108—1 pint . 


List Price 

.$0.85 

. 1.60 

.12.50 


2. WALSCO VINYLITE CEMENT 

For porous materials such as paper, leather, cloth and plastics and 
non-porous materials. Air dries; has amazing thermo-setting proper¬ 
ties. As it cools, the cement sets into a tough, flexible, waterproof 
bond. 


Cat. No. List Price 

25—2 oz. bottle .$0.75 


3. WALSCO PLASTIC CEMENT 

Cements plastics, metal, wood, glass, and many other materials with 
a water-proof, heat-resisting, remarkably strong bond. Makes an 
excellent general household cement, model airplane cement, etc. 

Cat. No. List Price Cat. No. List Price 

41 — 1% oz. tube. $0.60 44 —4 oz. bottle. $1.20 

42 — 2 oz. bottle. 65 48—8 oz. bottle. 1.90 


4. WALSCO LUCITE CEMENT 

Crystal clear, fast-drying acrylic cement dries fast, forms a bond as 
strong as the original material, makes an almost invisible joint. 
Recommended for building components, models, boxes, and cabinets 
of lucite. 

Cat. No. List Price 

165—2 oz. bottle.$0.65 


5. WALSCO RADIO CEMENT 

A clear, general-purpose, super-strength adhesive. Fast drying, elastic 
adhesive, won’t become brittle with age. Especially for speaker manu¬ 
facture and repair; not affected by vibration, high temperature, 
moisture, or oil. Available in a range of sizes to suit every user. 

Cat. No. List Price Cat. No. List Price 

51 — 1% oz. tube. $0.60 58—8 oz. bottle. $1.90 

52 — 2 oz. bottle. 65 59—1 pt. can. 3.65 

54—4 oz. bottle. 1.10 50-GL—1 gal. can. 11.35 


6. WALSCO WOOD GLUE 

Now repair cabinets, affix labels and join wood parts neatly and 
easily—stronger than ever before. Composition gasket prevents bottle 
top from sticking, keeps contents fresh. 

Cat. No. List Price Cat. No. List Price 

222—2 oz. bottle.$0.65 224—4 oz. bottle.$1.10 


7. WALSCO FABllIC CEMENT 

Will not penetrate or shrink fabric. This fast-drying, moisture-proof 
adhesive will cement cloth to grilles, felt to turntables, fabric to 
portable radio and equipment cases without the slightest danger of 
disfiguring the material. Sunlight and high temperature do not affect 
it; will not become brittle with age. 


Cat. No. List Price 

21-A—2 oz. bottle.$0.65 


8. WALSCO RUBBER CEMENT 

There is nothing better for cOmenting rubber mounts to chassis, 
rubber cushions to lids, rubber gaskets to metal, phone rim drives 
to drive wheel. Forms a water-tight, air-tight, resilient bond. 

Cat. No. List Pricb Cat. No. List Price 

112—2 OZ. bottle.$0.65 114—4 oz. bottle.$1.20 


9. WALSCO "NO-OX"* 

Keep volume controls, contacts, and “mixers” absolutely clean and 
quiet. A liquid, non-gumming chemical that dissolves corrosion with 
amazing speed. Protects slide wires long after application. 


Cat. No. List Price 

101 — 1 oz. bottle .$ 0.85 

102 — 2 oz. bottle. 1.60 

100-16—1 pt. bottle. 12.50 


*Mfd. under exclusive licensing agreement with NO-OX Laboratories. 
Trade Mark registered. 


WALSCO CONTACTENE 

Lubricates as it cleans, fast acting, quick drying. Eliminates volume 
control noise. Powerful solvents remove coatings of oxide, grease, 
dirt, and corrosiop without harm to either metal or insulation. Appli¬ 
cator brush fastened inside bottle cap. 

Cat. No. List Price Cat. No. List Price 

82—2 oz. bottle.$0.55 88—8 oz. bottle .$1.25 

84—4 oz. bottle.95 89—1 pt. can. 2.00 


POLYSTYRENE CEMENT AND COIL DOPE 

“Welds” polystyrene—ideal u.h.f. coil coating. Makes coils and other 
parts moisture-proof with just one coating, shrinks on drying to hold 
windings firmly in place. 

Cat. No. List Price Cat. No. List Price 

152—2 oz. bottle. $0.65 154 —4 oz. bottle. $1.10 


WALSCO CONTACTENE INJECTOR 

Cat. No. List Price 

989 —Contactene Injector . $0.75 

9S9-D —Display of 12 No. 989 9.00 


Put that drop where you want it. 
Fine surgical-grade steel needle injec¬ 
tor can be inserted into places ordinary 
applicators cannot reach. 






WALSCO SOLVENTS AND THINNERS 


Radio Cement* 
Crystal izing Lacquer 

138-GL 

1 gal. 

7.50 

Solvent 

Use With 

Cat. No. 

Quan. 

List 

Price 

Bulk No. 


Fungus Lacquer 
Telephone Black 
& Gray 




Cement* 

Solvent 

Plastic Cement 

Radio Cement 

62 

64 

68 

2 oz. 

4 oz. 

8 oz. 

$0.55 

.95 

1.25 

R-60 


Light Bulb Coloring 
Anti-Corona Lacquer 
CR-Tubecoat 






69 

1 pt. 

1.80 



Fabric Cement 

Rubber Cement 
Wrinkle Varnish 

468 


.60 R-7 

Polystyrene 

Solvent 

Polystyrene Cement 

162 

164 

2 oz. 

4 oz. 

.55 

.95 

R-160 

JNO. 1 

Thinner 

72 Pl- 

Lacquer 

Thinner 

Vinylite Cement 
Plastic Cement* 

138-2 

138-8 

^ oz. 

^ oz. 

.55 

1.25 

R-1 

Water 

Insulating Varnish 
Flock Undercoat 

Wood Glue 
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SCRATCH 

REMOVING 

POLISH 


LUBRICATING, CLEANING COMPOUNDS 
SPECIAL CHEMICALS AND FINISHES 
CABINET POLISHES 


lURLSCD 

walsco quality earned its reputation 


4. WALSCOCLEAR (Formula 91) 

Neutralizes static electricity in plastics. Wipe plastic lenses crystal 
clear, free from lint and dust. Counteracts the electrostatic charge 
caused by the presence of high voltage. Will not fog or dull plastic. 
Standard Package: 12 

Cat. No. 91—4 oz. bottle... List Price $0.55 


1. WALSCO "LUBRIPLATE" 

Grease-type, protective, super-lubricant. Increases mechanical effi¬ 
ciency by reducing friction loss. Increases service life by reducing 
wear and preventing rust and corrosion. Spreads itself over entire 
bearing surface to form a coherent film that stays put. Has just the 
right weight and visco^ty for electronic work. Comes in large tube 
with handy applicator tip. 

Cat. No. 23-A —2 oz. tube... List Price $0.65 


5. WALSCO DIAL OIL 

A light-bodied jewelers-quality lubricating oil. For quiet, free-run¬ 
ning dial mechanisms a drop of Walsco Dial Oil is essential. Every 
set that is serviced—^whether new or old—needs this light-bodied 
lubricant at several points. 

Cat. No. 72—2 oz. bottle.. List Price $0.50 


2. WALSCOLUB-B 

Electrically neutral lubricant that prevents corrosion. Walscolub-B 
clings to metal surfaces and effectively seals them against oxidation 
and corrosion. Packaged in generous size, easy-to-use applicator tube. 

Cat. No. 22—1% oz. tube. List Price $0.65 

Available also in 1 lb., 5 lb. and 25 lb. containers for 
industrial users. Prices on request. 


6. WALSCO CARBON TETRACHLORIDE 

Top-quality all-purpose cleaning fluid. WALSCO Carbon Tetra¬ 
chloride is 100% chemically pure; can be used safely to clean 
grease and dirt from the most delicate instruments. Non-explosive, 
non-inflammable. 


Cat. No. List Price 

214— 4 oz. bottle.......$0.80 

219—16 oz. can...... 1.90 

214-GL—1 gal. can.... 7.60 


3. WALSCO "TUNERLUB" 

Assures quiet operaition of television tuners. Purity—freedom from 
zinc and other harmful metal oxides—is the secret of the outstanding 
performance of Walsco “Tunerlub.” Forms a strong film to give 
lasting protection to high-frequency switch contacts. 

Cat. No. 26—1% oz. tube. List Price $0.75 


7. Walsco "NO-SLIP" 

Increase friction of pulley belts and cords with WALSCO “No-Slip.” 
A fast-drying liquid, you merely brush it on to stop slipping. Shrinks 
fibers. Makes cords and belts last longer. 


Cat. No. List Price 

401— Vz oz. bottle..$0.50 

402— 2 oz. bottle..80 

401-D—Display of 12 #401. 6.00 


10. WALSCO SUPER POLISH 

Give a “brand new” appearance and a lasting protective finish to 
fine cabinets. 


Cat. No. List Price 

412—4 oz. bottle.$0.55 

418—8 oz. bottle.. .80 


8. WALSCO STRIPVAR 

Instantly softens Formvar, Formex, and similar insulation on magnet 
wires. Dip wire in Stripvar and wipe off—that’s all. You’re ready 
to solder. 


Cat. No. List Price 

130— 2 oz. bottle.$ 0.75 

131— 1 pt. can. . 4.50 

130-QL—1 gal. can. 25.00 


11. WALSCO SCRATCH-REMOVING POLISH 

Scratches disappear while you -polish! Will not change shade of finish. 
Use “Dark” for walnut, mahogany, etc., “Light” for maple, bleached 
oak, pine, etc. 


Cat. No. 

Dark Light List Price 

414 434—4 oz. bottle...$0.55 

416 438—8 oz. bottle.80 


9. WALSCOFLUX 

A non-corrosive, instant-acting soldering flux. Solder flows easily and 
smoothly with liquid WALSCOFLUX. For all electronic soldering. 
Won’t corrode metal. Made of pure rosin. 

Cat. No. 220 —2 oz, bottle with applicator. List Price $0.65 


12. WALSCO FLOCK FINISH SPRAY KIT 

Now YOU can apply a flock finish that cannot be distinguished from 
factory work. Kit contains everything needed to obtain a colorful, 
velvet-like, protective flock finish. 

Cat. No. K-50 —Complete Flocking Kit. List Price $13.10 


WALSCO RH CLEANER 

For quick cleaning of tape or wire recording heads. Dissolves scum, 
loosens lint and dirt, A protective anti-corrosion film remains. Guar¬ 
anteed not to harm nor adversely affect the performance of wire, 
tape, or head. 

Cat. No. 93—1 oz. bottle... List Price $0.93 

Standard Package: 12 


WALSCO CARBONEX 

This is a brush-applied liquid that forms a conductive coating for 
patching noisy and worn carbon controls. 

Cat. No. 96—1 oz. bottle... ...List Price $0.80 

Standard Package: 12 


WALSCO LUBRICATOR 


Greatly simplify lubrication problems 
with this ingenius plastic syringe. It 
is designed for applying light greases 
and oils such as Walscolub-B, Lubri- 
plate, Tunerlub, etc., to cramped and 
otherwise inaccessible points in elec¬ 
tronic and mechanical equipment. To 
use, you simply remove plunger, fill 
chamber with lubricant, replace plung¬ 
er, and extrude desired amount of 
grease with pinpoint accuracy. 


998—Lubricator ....$0.80 

998D—Display of 12 No. 998.... 9.60 


Cat. No. 


List Price 
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PAINTS, LACQUERS 
CABINET REFINISHING 
AND REPAINT KITS 


UIPL5CD 

walsco quality earned its reputation 



1. WALSCO AIR-DRY WRINKLE VARNISH 

Just one coat gives a coating that is hard, tough, extremely durable. 
Can be used on either wood or metal. Will air-dry at room tempera¬ 
ture. Can also be baked. 


Cat. No. List Price 

145—Gray 2 oz. jar.$0.65 

145—Black 2 oz. jar.65 

147—Gray 16 oz. jar. 3.30 

147—Black 16 oz. jar. 3.30 


2. WALSCO ANTI-CORONA LACQUER 

Prevents corona discharge and arcing in such applications as the 
high-voltage supply of TV >sets. Apply it to wiring, solder lugs, sharp 
corners, inside high-voltage cages, points on chassis, etc. 

Cat. No. List Price 

195— 2 oz. bottle.$1.20 

196— 1 pt. can. . 7.50 


WALSCO LIGHT BULB COLORING 

Color your own bulbs this simple, inexpensive way. WALSCO Light 
Bulb Coloring is a transparent, heat- and moisture-resisting, fast¬ 


drying lacquer. 

Cat. No. List Price 

116— Red 2 oz. jar...$0.65 

117— Blue 2 oz. jar.65 

118— Green 2 oz. jar.65 

119— ^Assorted Kit of 3. 1.75 


WALSCO INSULATING VARNISH 

This one insulating varnish will take care of 90% of your surface¬ 
sealing problems. Because it is highly-resistant to heat, acid, oil and 
grease, WALSCO Insulating Varnish is recommended for radio coils, 
transformers, solenoids, motors, and all electrical appliances. 


Cat. No. List Price 

192— 2 oz. bottle.$ 0.65 

193— 1 pt. can. 2.75 

194— 1 gal. can. 15.00 


WALSCO CABINET PATCHING OUTFIT 

Do expert touch-up without 
previous experience. Contains 
a wide assortment of needed 
materials. Included are; two 
shades of walnut spirit stain, 
dark brown lacquer. Plastic 
Wood, two shades of ivory 
spirit enamel, patching lacquer, 
WALSCO Super Polish, alcohol, 
3 brushes of various sizes, garnet finishing paper, French polishing 
pad, and steel wool, together with Complete Instruction Booklet. 


Cat. No. List Dealer’s Net 

K-10—In sturdy box with hinged lid.$7.15 $4.29 

K-IO-W—In California redwood case. . 8.25 4.95 



WALSCO CABINET REPAIR KIT 



For occasional limited finish restora¬ 
tion, For the shop or store that is only 
seldom called on to patch the finish of 
a cabinet. The kit 
is very compact, 
inexpensive and yet 
contains everything 
necessary for crafts¬ 
manlike work. In¬ 
cluded are: ivory spirit enamel, light and dark; dark brown enamel- 
finish lacquer; spirit stain; WALSCO Super Polish; French varnish; 
finishing paper; steel wool; polishing cloth; instruction booklet. 

Cat* No. List Dealer’s Net 

K-9 .$3.30 $1.98 


WALSCO Super-Chief REFINISHING KIT 

The most complete kit of its kind on the market. Contains the basic 
materials needed to establish a cabinet repair and refinishing depart¬ 
ment. The WALSCO Super-Chief Kit will pay for itself on your first 
major renovation job. Packed in California redwood portable case. 
Cat. No. List Dealer’s Net 

K-26 ...$20.35 $12.21 


3. WALSCO CRYSTALLIZING LACQUER 

Simply brush it on—it’s dry in thirty minutes. Suitable for wood, 
metal, cardboard, plastic, masonite. To render clear glass translucent, 
use clear Crystallizing Lacquer, Available colors: Black, Gray, Green, 
Brown, Clear, Specify color when ordering. 

Cal. No. List Price 

122—2 oz. jar.$0.65 

129—16 oz. can. 4.10 

142—Sealer, 2 oz, jar.55 


4. WALSCO ANTI-FUNGUS LACQUER 

Electronic equipment intended for use in hot and humid climates 
must be protected from attack by fungi. This WALSCO lacquer meets 
U. S. government specifications JAN-C-173 for anti-fungus and 
moisture-repellent treatment. Brush, dip, or spray. Air-dries quickly. 


Cat. No. List Price 

135— 2 oz. bottle.$ 0.65 

136— 1 pt. can. 2.75 

137— 1 gal. can. 16.50 


5. WALSCO SATIN FINISH LACQUER 

Give your panels, racks, meters and cabinets the same finish found 
on standard telephone and communications equipment. May be 
brushed, dipped, or sprayed. Air-dries quickly. For both commercial 


and amateur use. 

Cat. No. 

Black Gray List Price 

172 182 2 oz. jar .$0.65 

179 189 1 pt. can . 3.30 


WALSCO LACQUER THINNER 

Use this thinner with WALSCO Light Bulb Coloring, Fungus Lacquer, 
Anti-Corona Lacquer, Crystallizing Lacquer, Satin Finish Telephone 
Lacquer. 


Cat. No. 

138-2—2 oz. bottle. 

13g.g__8 

oz, can.. 
138GL—1 gal. can 


List Price 

.$0.55 

. 1.25 

. 7.50 


WALSCO FURNITURE REFINISHING KIT 

For all-around touchup and overhaul of wood finishes. Contains 
materials for filling nicks and dents; for patching scratches, dis¬ 
colored and scuffed varnish; rebuilding broken edges, etc. Complete 
Instruction Book. Kit furnished in California Redwood case with 
hinged lid. 


Cat. No. List Dealer’s Net 

K-15 .$g.gO $5.28 


WALSCO STICK SHELLAC KT 

The simple method of filling 
nicks and deep scratches. There 
is a color to match practically 
any radio or TV cabinet in this 
assortment of shellac sticks. 
Easy to use! Included in the 
WAI.SCO Stick Shellac Kit are 
the following: six colors of 
stick shellac, alcohol lamp, 
burn-in spatula, bottle of shel¬ 
lac rubbing fluid, felt, steel 
wool, alcohol, and complete 
instructions. 

List Dealer’s Net 
K-9 .$3.30 $1.98 

REFILLS OF REFINISHING MATERIALS 

Cat. No. Stains List Price 

287— Spirit Stain, 1 oz. (Walnut, Mahogany, Maple, Black)....$0.33 

288— Spirit Stain, 8 oz. 1.55 

289— Blending Stain (Lt. Brown, Med. Brown).80 

PATCHING LAC9UER 
(Irnproved French Varnishing Materials) 

290— 4 oz. bottle. 1.30 

291— 16 oz. bottle. 3.85 

STICK SHELLAC RUBBING FLUID 

295— 4 oz. bottle.80 

296— 16 oz. bottle. 1.90 

STICK SHELLAC 

299—Set of 8 assorted colors... 1.95 
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CABINET HARDWARE 
SPEAKER ACCESSORIES 
SPAGHETTI, INSULATING 
SPECIALTIES 


WALSCO KNOBS AND DRAWER PULLS 


List Price 

Cat, No. Size Finish Each 
330-1 l%"dia. Brass $0.45 

330-2 2 %" dia. Brass .75 

330-3 8 " dia. Brass .90 

330-4 3%''long Brass 1.90 




Cal, No. 

366 .. 

367 . 


Specify color"] 
pattern when } 
bordering J 


Size 

..12" X 18'^ 

..36" X 36" 

Pattern 

A 

B 

0 


ITEMS 



LSCO 


Cal. No. 330-3 Cat. No. 330-6 

Distinctive, well-made cabinet hardware. Available in styles to har¬ 
monize with period or modern design. Ideal for custom cabinets; the 
finishing touch to a complete rejuvenation; excellent replacement for 
bent or broken handles. Specially constructed to avoid rattles. Mount¬ 
ing screws included. 


List Price 

Cat. No. Size Finish Each 
330-5 41/1 "long Bronze $1.00 
330-6 6 %" long Bronze. 1.45 
330-7 4" long Bronze 1.05 


WALSCO DRAWER SLIDES 


The most efficient way to suspend drawer-type construction. Made of 
durable, heavy-gauge, cold-rolled steel with a corrosion-resistant 
finish. Drawers will slide smoothly and easily without sticking, and 
with just the right amount of drag. Mounting screws furnished. 

Cal. No. Size Per Pair 

331-1 . 14" long . $2.75 

(Standard Pack: 6 pairs) 


WALSCO ORNAMENTAL METAL GRILLE 

Heavy metal, richly plated in “brushed 
brass,” and lacquered for enduring rich 
gold effect. Widely used in custom-built 
radios, high-quality P.A. speakers, in 
juke boxes, etc. 

Cat. No. Size List Price 

382 .12" X 18".$ 3.00 

384.18" X 24". 5.50 

386 .24" X 36". 10.45 

387 .24" X 48". 13.75 

_- 388 .36" X 48". 19.50 


WALSCO CABINET DOOR HINGES 

Swing-back hinges for radio, TV, phono cabinets. Allow doors to 
swing all the way back against the sides of the cabinet. Built-in stop 
prevents door knob or handle from denting side of cabinet. Antique 
bronze finish, countersunk screw holes; screws furnished. A pair of 
hinges is required for each door. 

Cat. No. Price 

332-1—Pair of 1 upper, 1 lower hinge^...$0.90 


WALSCO GRILLE CLOTH 

Combines perfect acoustical 
qualities with top quality ap¬ 
pearance. Available in shades 
to match walnut, light, or 
mahogany cabinet finishes. Use 
WALSCO Fabric Cement to 
attach. Specify color-match 
when ordering. 

Cat. No. Size List Price 

360— 12" X 12".$0.70 

361 — 18" X 24". 1.80 


_^ , 362—1 yd. X 50" (pkg.) 6.90 


WALSCO "LUMITE" GRILLE CLOTH 

Made of genuine Saran plastic fibers, WALSCO Plastic Grille Cloth 
will not discolor, rot, stain, or mildew; can be whisked clean with 
damp rag, brush, or vacuum cleaner. 


List Price 

.$1.65 

. 9.25 

Color 

Maroon 

Bronze and Gold 
Ecru (Blond) 
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WALSCO INSULATING CAMBRIC 



This insulating material is put up 
especially for experimental and re¬ 
pair work. Used in re-building trans¬ 
formers, field coils, solenoids, relays, 
etc. Yellow color; very flexible and 
durable. 

Cal. No. ' List Price 

645—Roll of approx. 

210 sq. in...$0.85 

645-D—^Display of 10 

No. 645 rolls. 8.50 



WALSCO MINIATURE PLUG AND JACK 

phones," etc. 

Cat. No. Type List Price Cat. No. Type List Price 

790— Plug (PJ291) $0.60 792— Plug (PJ292) $0.80 

791— Jack (JJ048) . 80 793— Jack (JJ055) 1.20 

(Standard Pack: Display Cards of 20) 


WALSCO SPAGHETTI BARGAIN 
ASSORTMENT 

Each bundle contains twenty-four 8 -inch lengths of durable varnished 
tubing of assorted sizes and in a variety of bright colors. 

Cat. No. List Price 

644 ...$ 0.49 

644D—Display of 25 #644. 12.25 


WALSCO FLEXITUBE 

High-grade extruded vinyl plastic tubing, recommended for most 
electronic and electrical applications. Is impervious to water, oil, 
alcohol, most acids and alkalies. Packed on handy spools. 

List Price, per pkg.$1.00 


Cat. 

Size B & S 

Approx. I.D. 

Quantity 

No. 

Gauge No. 

inch 

mm 

per pkg.* 

600 

18 

.042" 

1 

20 ft. 

601 

16 

.053" 

1.4 

20 ft. 

602 

14 

.066" 

1.6 

18 ft. 

603 

12 

.085" 

2 

16 ft. 

604 

10 

.106" 

2.7 

14 ft. 

605 

8 

,183" 

3.5 

12 ft. 

606 

6 

.166" 

4 

10 ft. 

607 

4 

.208" 

5 

6 ft. 

608 

2 

.263" 

6.5 

6 ft. 


Color: Clear will be supplied unless order 
specifies color. Black, Green or Red available 
subject to stock on hand. 



HANDY ASSORTMENTS OF FLEXITUBE 


Cal. No. 


List Price 

620 

20 ft. of Assorted sizes 

and 


colors, from size 18 to 10 .. 

.$ 1.00 

620-D 

36 Assortments of No. 620 

in 


one Display Box . 

. 36.00 

621 

12 ft. of Assorted sizes 

and 


colors, from size 10 to 2 . 

. 1.00 

621-D 

24 Assortments of No. 621 

in 


one Display Box . 

. 24.00 


WALSCO RAYOFLEX 


Cat. 

Size B & S 

Approx. 

Quantity 

Price 

No. 

Gauge No. 

I.D. 

per pkg. 

per pkg. 

630 

18 

.042" 

10 ft. 

$1.05 

631 

15 

.059" 

10 ft. 

1.05 

632 

12 

.085" 

8 ft. , 

1.05 

633 

9 

.118" 

5 ft. 

1.05 

634 

6 

.166" 

5 ft. 

1.05 

635 

2 


30 in. 

.60 

636 

0 


30 in. 

.70 

637 

00 

%" 

80 in. 

.75 

638 

0000 

W' 

80 in. 

1.25 


Available in: Black, Blue, Red, Yellow. 
Please specify color when ordering. 
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PANEL SWITCHES 
TELEVISION ANTENNAS 


WALSCO BALL HANDLE 
TOGGLE SWITCHES 

These top-quality WALSCO switches have silver-plated contacts, 
terminals plated for easy soldering, nickel-plated handles. Durable 
laminated construction. Rated at 3 amps at 125 volts, or 1 amp 
at 250 volts. They bear inspection-and-approval stamp of Under¬ 
writers’ Laboratories, Inc. Made by H & H for WALSCO. _ 

Cat. 

No. Description Shank Length Price 

m 1300 S.P.S.T. V 2 " $?-75 

.Aik 1301 S.P.S.T. 1" 1.00 

1302 S.P.D.T. 1 / 2 " 1.00 

1303 S.P.D.T. 1" 1.55 

1304 D.P.S.T. 1 / 2 " 1.40 

1305 D.P.S.T. 1" 2.30 

1306 D.P.D.T. 1 / 2 " 1.60 

1307 D.P.D.T. 1" 1.85 



L5C0 


WALSCO BAT HANDLE TOGGLE SWITCHES 

Feature easier action with 50% longer bat handle. 
Electrical and construction characteristics are identical 
« with ball handle switches. Rated at 3 amps at 125 

volts. U.L. approved. Made by H & H for WALSCO^_ ^ 

No. Description Shank Length Price 

1330 S.P.S.T. 1 / 2 " $0.75 

1331 S.P.D.T. 1 / 2 " 1.00 

1332 D.P.S.T. 1 / 2 '" 1.40 

1333 D.P.D.T. 1 / 2 " 1.75 


BAT HANDLE TOGGLE SWITCH 
WITH WIRE LEADS 

Has two built-in 6" insulated wire leads which solve 
many awkward installation problems. Nickel plated. 
“1 Rated at 6 amps at 125 volts. U.L. approved. Made by 

' H & H for WALSCO. 

Cat. . List 

No. Description Shank Length Price 

, 1335 S.P.S.T, 1/2" $1.25 


WALSCO ROTARY SWITCHES 

Laminated construction. Housing made of stamped steel, plated. Pre¬ 
cision-turned shaft with forward edge chamfered makes for easy in¬ 
sertion into knob. Silver-plated contacts. Rated at 3 amps at 125 
volts. U.L. inspected and approved. Made by H & H for WALSCO. 



Cat. 

No. 

Description 

Shank 

Length 

List 

Price 

1320 

S.P.S.T. 

%" 

$1.10 

1322 

S.P.D.T, 

%" 

1.20 

1325 

D.P.D.T. 

%" 

2.40 


WALSCO PUSH-ON, PUSH-OFF 
BUTTON SWITCH 

Neat appearance and fast action make this switch popular 
for a great variety of uses. Push to close circuit; push 
again to break. Nickel plated push button. Rated at 6 
amps at 125 volts. Will operate satisfactorily for many 
thousands of cycles. Inspected and approved by Under- 
writers’ Laboratories. Made by H & H for WALSCO. 

Cat. No. Description List Price 

133S S.P.S.T. $1.95 


WALSCO 2-CIRCUIT MOMENTARY 
CONTACT SWITCH 

^ In this 2-circuit push button switch, one circuit is 

normally on, the other normally off. When you push 
and hold button, you cut out one circuit, cut in another. 
Laminated construction. Shank is %" long. Rated at 
1 amp at 125 volts. U.L. approved. Made by H & H 
for WALSCO. 

Cat. No. 1340.List Price $1.95 


WALSCO SLIDE SWITCHES (STACKPOLE) 

Neat, handy, easy to install. Mounting hole drilled for No. 6 screw. 
Rated at .5 amp at 125 volts. U.L. approved. 


Cat. No. 

Type 

Mt. Hole 
Spacing 

Width 

Length 

List 

Price 

1367 

S.P.S.T. 

IVs" 

U" 


$0.25 

1368 

S.P.D.T. 

IVs" 

IV 


.25 

1369 

D.P.S.T. 

1%" 

W' 

lU" 

.45 

1370 

D.P.D.T. 

1%" 

W' 

iM" 

.45 
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WALSCO SIGNAL KING ANTENNA 


This is the one an- 
it will pay you 
to carry in large sup- 
1^ ply* The WALSCO 

^ Signal King delivers 

Model Lest performance — 

Ano4 even in fringe areas— 

in 95% of the instal- 
1 „ lation situations you 

I 4092 ■will meet. Make Sig- 

I nal King the basic 

item in your installa¬ 
tion department. Ruggedly built, designed for durability, it will con¬ 
tinue to deliver top performance under the most adverse weather 
conditions. Remarkable new patented design. , . . r. • 

Cat. No. List Price 

4090 Single Bay, no mast . 

4092 Dual Stack, no mast . 

4094 4-Bay Stack, no mast ... 44.oU 

STACKING KITS 

4005-7 To convert 2 single bays to one dual stack . 1.50 

4005-8 To convert 2 dual stacks to one 4-bay stack . 5.60 


WALSCO V-KING 
ANTENNA 




WALSCO 

chanical 

spectrum. 

Cat. No. 
4060 
4062 
4064 


A top-quality con¬ 
ical television an¬ 
tenna. When con¬ 
ditions demand a 
10 -element conical 
antenna in order 
(I > —— to assure optimum 

reception, thr 

30 V-King is first choice. Combines improved, durable me- 
il design with excellent gain characteristics over entire TV 
im. Broad directional pattern coupled with good selectivity. 
y. List Price 

Single Bay, no mast .....$ 9.25 

Dual Stack, no mast . 19.85 

4-Bay Stack, no mast . 44.50 

STACKING KITS 

5 To convert 2 Single Bays to one Dual Stack . 1.50 

) To convert 2 Dual Stacks to one 4-Bay Stack . 5.60 


WALSCO DOUBLE-VEE ANTENNA* 


Highly - directional, extra- 
high gain on all channels. 
I The new “Twintube” con- 

I ^ struction utilized in this as- 

—rr -^ sembly results in extraordi- 
^ nary strength combined with 

minimum weight. 

♦Licensed under patents of the Workshop Associates, Inc. 

C»‘-No. ^ '■’sVsO 

4100 Single Bay, no mast ... 

4102 Dual Stack, no mast ... J././0 

STACKING KITS 

4005-9 To convert 2 Single Bays to one Dual Stack .. 2.90 


Copyright by U. C. P.^ Inc. 


TRADE DISCOUNT APPLIES TO LIST PRICES ONLY 


Radio’s Master — 18th Edition 

Page U-95 























TELEVISION ANTENNAS 
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WALSCO U - I N S T A L L A N T E N N A KITS 



More and more customers are going to 
want to install their own television an¬ 
tennas. Three outstanding, service-proved 
WALSCO quality antennas— the Signal 
King, V-King, and Double-Vee — are put 
up in kits that contain everything needed 
for most home installations. Each easy 
to install kit contains the following: 



1 Complete Antenna 
1 Mast 
Mast Base 

1 Guy Wire Ring 
40 ft. of Guy Wire 

50 ft. of 300 ohm Twin-Lead 
3 Screw Eyes 

2 Mast Stand-off Insulators 

3 Wood Screw Stand-off 
Insulators 



Cat. No. List Price 

4096 Signal King U-Install .$14.25 

4066 V-King U-Install . 14.25 

4106 Double-Vee U-Install . 12.50 


These kits are also available with Chimney 
Mount (instead of Base, Guy Wire, and 
Rings). Add $1.40 to List Price and “CM” 
to Catalog Number. 


WALSCO E-CON ANTENNA 


if 


Model 

4050 


II 

II 

<1 


• High Gain Conical Array 

• Ready stacking for Fringe Area Reception 

• All-Aluminum Elements — One End Reinforced 
Other End Sealed 

• Sturdy “Galvaneal” Crossarm with a full 1" o.d. 

• Speedy Assembly — No Loose Hardware 

Cat. No. 

4050 Single Bay E-Con .. 

4052 Dual Stack E-Con . 

WALSCO 

CORNER-REFLECTOR 
ANTENNA 

• Frequency Range — 

450 to 900 MO. 

• Gain 10 to 14 db. 

• Front to back ratio — 
outstanding! 15 to 1 

• Ideal where ghosts and reflections 
are especially troublesome 

• Uni-directional on all 
UHF channels 

• Highly directive in both hori¬ 
zontal and vertical planes 

• All parts pre-assembled — takes 
only 5 minutes to set up 

The ultimate design for high gain, fringe area re¬ 
ception. Ideal for use in difficult locations, especially 
where ghosts and reflections are encountered. It is 
uni-directional on all UHF channels; shows ex¬ 
ceptional directivity in both horizontal and vertical 
planes. 




List Price 

.$ 5.95 

. 13.10 


Cat. No. List Price 

4450 (without mast) .$14.50 


WALSCO 
REFLECTO-FAN 
ANTENNA 

Best-value, broad-band 
UHF TV antenna recep¬ 
tion. For excellent re¬ 
ception on all UHF 
channels — 14 to 83. 

Backed by an uncondi¬ 
tional one full year guarantee. Offers low wind re¬ 
sistance, provides good directivity in both horizontal 
and vertical planes. Reflections, ghosts, and noise are 
eliminated in most locations. 

• High gain on all channels. No weak spots. Readily stacked for 
fringe area reception. 

• Easy to assemble. Takes but a few minutes. 

• Outstanding mechanical design — highest grade insulation and 
aluminum alloys used throughout. 

• Highly directive, eliminates ghosts as well as noise. 

• Unconditionally guaranteed for one full year. 

Cat. No. List Price 

4400 Single Bay (less mast) .$ 6.75 

4402 Dual Stack (less mast) .. 14.25 

4404 4 -Bay Stack (less mast) . 

4405-1 Stacking Kit to convert two model 

4400 to one model 4402 .80 

4405-2 Stacking Kit to convert two model 

4400 to one model 4402 . .80 

WALSCO VHF-UHF 
"TROMBONE" ANTENNA 


The first practical 
fringe area anten¬ 
na for high gain 
reception on all 
present and future VHF and 
UHF channels. Precision 
made with WALSCO’s 
famous “twin tube” con¬ 
struction, the elements re¬ 
main in perfect alignment for lasting high gain performance. Will 
give satisfactory results on VHP at distances up to 60 miles and 
up to 45 miles on UHF, depending on terrain, power of trans¬ 
mitter, etc. For greater distances or difiicult locations, the dual or 


triple stacks are recommended. 

Cat. No. List Price 

4150 Single Bay (less mast) . .....$18.50 

4152 Dual Bay (less mast) . 39.95 

4153 Triple bay (less mast) . 54.95 

4150-2 Stacking Kit to convert two model 

4150 to one model 4152 ..... 2.95 

4150-3 Stacking Kit to convert three model 

. 4150 to one model 4153 .. . 7.50 
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TV ACCESSORIES 
TV CONNECTORS 
GRID CAPS 


WALSCO TWIN-LEAD FEED-THRU BUSHING 




Neat, inconspicuous methoU ot bringing lead inside. For a first-class 
permanent and professional installation bring 800-ohm Twin-lead 
right through wall or window frame. Made of Lo-loss polystyrene. 
Designed to hold line firmly in place with weather tight seal. Does 
not affect line impedance. Supplied in 8%" length to fit most walls; 
easily cut off for thinner walls. 


Cat. No. List Price 

1550 Feed-through Bushing .$ 1.10 

1550-D Display of 12 Bushings . 13.20 


WALSCO UNIVERSAL FEED-THRU BUSHING 

Accommodates all popular standard TV lead 
wires. Fits all standard types of coaxial or 
twin-lead wires including shielded and 
tubular twin leads as well as rotator con- 
cable. Has provision for terminating to 
open line, enabling you to bring 300-ohm 
twin lead through wall and into room. The 
bushing is 15" over all, fits walls up to 14" 
easily cut down to fit with 
knife or saw. Requires %" hole. 

Cat. No. List Price 

1551 .$1.95 

(Standard Pack; 12 ) 


WALSCO TWIN-LEAD FLEXITUBE 

_ ■ __ For protecting 300-ohm twin-lead. 

if I Guard twin-lead against chafing. 

Made of clear, flexible vinyl 
~ plastic, WALSCO Twin-lead Flexi- 

tube is remarkably weather-resist¬ 
ant — maintains flexibility and toughness under the most adverse 
climatic conditions. Protect all Twin-lead with this size WALSCO 
Flexitube. 

Cat. No. List Price 

609-75 75 ft. Hank .$6.50/hank 


WALSCO TWIN-LEAD WIRING NAILS 

Fasten twin-lead without affecting impedance. 
Fasten twin-lead securely to walls, molding . . . 
wherever a nail can be driven; yet, have no 
appreciable effect on line impedance because the 
nail heads consist almost entirely of insulating 
material. 

(Standard Pack: 12 hanks) 

Cat. No. Approx. Quant. Per Pkg. List Price 

7565-F 35 $0.50 

(Standard Pack: 20 Pkgs.) 

7565-N 200 1.80 

(Standard Pack: 6 Pkgs.) 

7565 Bulk 7.70 per M 

(Min. Quant.: 1000) 


WALSCO 4-BAY TERMINAL 
BLOCK ASSEMBLY 

This insulator assembly simplifies stacking conical antennas such as 
the WALSCO V-King and WALSCO Signal King. Positively pre¬ 
vents shorting of elements to mast. 

?nnc*^en Llst Price 

4005-5B .$2.00 

(Standard Pack: 25) 


ANTENNA INSULATOR ASSEMBLY 

Complete replacement insulator with holding straps, clamps, screws, 
nuts and lugs for WALSCO V-King Antennas. 

A ‘-isl Price 

4005-llA ..jl,75 


REPLACEMENT ELEMENTS FOR 
CONICAL ANTENNAS 

Diameter elements made of butt-seamed high-strength chromium- 
aluminum alloy. One end reinforced, other end crimped on 44 ". 48" 
and 50" lengths. ’ 


List Price 
$0.50 


7.70 per M 


Cat. No. 

4004-20 

4004-26 

4004-44A 

4004-48A 

4004-50A 


20 " long, each .. 
26" long, each 
44" long, each.. 
48" long, each.. 
50" long, each.. 


List Price 

.$0.22 

.30 

.60 

.65 

. .70 
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Save energy, install antennas safely. A 20 -footer — the lightest 
ladder made — weighs but 23 pounds. Safer, will not splinter or 
crack — will outlast wooden ladders three to one. 

Cat. No. List Price 


1600 20 ft. Magnesium extension ladder .$ 53.40 

1602 28 ft. Magnesium extension ladder . 75.90 

1603 40 ft. Magnesium extension ladder . 125.70 

1605 Pivoted Safety Shoes for above ladder. Specify 

“small” for 1600 and 1602 — “large” for 1603. 

Per pair . 4.68 


WALSCO TV ANTENNA 

WALL PLATE ■ wwp 

Offered in choice of brown or ivory plastic, the M •' 

WALSCO Wall Plate matches the latest, most { 

modem style plastic electric wall plates. Fits ‘ 

standard junction boxes; may be mounted close ^ 

to wall or base board. ilMlim’. 1 

Cat. No. List Price 

1588 Brown .$1.50 / 

1589 Ivory . 1.50 

(Standard Pack: 12 ) _ 


WALSCO TWIN-LEAD CONNECTOR PLUG 

Can be used for attaching lead from set to either wall 
plate or jack. Has excellent electrical characteristics, 
is made of tough, transparent lo-loss plastic. Plated 
prongs. Wires are easily secured to plug with set screws. 

Cat. No. List Price ''V||l 

1582 .$0.45 

_ (Standard Pack: 25) 1 I 


WALSCO TWIN-LEAD CONNECTOR JACK 

Lo-loss plastic jack for 300-ohm twin lead. This jack 
mates with plug No. 1582. Makes a quick, neat as- 
sembly by merely stripping twin-lead, inserting wires, 
tightening set screws. High impact resistance, excel- Pi 

lent electrical properties, does not affect line impedance. 

Cat. No. List Price 

1583 .$0.45 

(Standard Pack: 25) 


WALSCO POLARIZED TWIN-LEAD 

Molded of transparent lo-loss plastic CONNECTORS 
with one male prong and one receptacle 
on each plug. 300-ohm Twin lead is 

quickly attached to plug by means of ^ 33 ^ 

set screws. Matches line impedance. ; 

List Price 

1584 .each $0.45 

__(Standard Pack: 25) 


WALSCO TWIN-LEAD JOINER 

Transparent plastic splicer for 30-ohm twin lead. Easy 
to use, makes a secure connection without affecting line 
impedance. To splice flat Twin Lead, to strip ends, in- 
sert wires into either side of joiner, and secure with set 
screws. Permanent, neat, inexpensive. 

CaL No. List Price 

1585 .$0.30 

(Standard Pack: 25) 


WALSCO QUIK-KLIP 



Quickest way to attach lead-in wires to TV set. Provides a simple, 
speedy method of attaching antenna lead-in wires to TV sets. 
Ruggedly made of high impact polystyrene. Jaws are heavy steel, 
brass plates. Two sets of teeth — on end for general use, on side 
for use in limited space. Can’t short out. Works in any position. 

Cat. No. List Price 

1525 Quik-Klip, each .$ 0.50 

1525-D Display of 50 units .. 25.00 


WALSCO INSULATED GRID CAPS 
WITH LEADS 


High-voltage 10 -inch-long wire lear?s are attacheci to these heavy 
bakelite high-voltage grid caps. Offered in two sizes — 14" and 

Cat- No- . List Price 

1630 14 size .$0.45 

1631 %" size ... 45 

(Standard Pack: 25) 
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TV ANTENNA HARDWARE 
“CHEATER” CORDS 
ANODE LEADS 


tupLSca 
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WALSCO GUY WIRE 

Made of high-grade steel, stranded for 
flexibility, heavily galvanized for full rust 
resistance. Put up in 200-foot continuous 
lengths, tied off into four 50-foot coils. 
Cat. No. List Price 

1510 4 Strand No. 20; 

3/32" diam. ...$1-45 per C ft. 

1512 6 Strand No. 20; 

diam. 1.90 per C ft. 

, (Standard Pack: 1200 ft.) 




WALSCO GUY-WIRE RING 

Grips mast firmly without crushing tubing. Generous 
length gives large friction-contact area; two clamping 
screws assure maximum purchase. Each clamp accom¬ 
modates three guy wires. Made of very strong, highly 
corrosion resistant aluminum alloy. 


Cat. No. List Price 

4005-1 For 1" Diam. Masts . $0.45 

4005-26 For 1 %" Diam. Masts . 50 


(Standard Pack: 25) 


WALSCO PERFORATED STEEL STRAP 



Made of thin steel, galvanized to prevent 
rust, it is flexible and strong, holes 
are punched %" apart. 


Cat. No. List Price 

1518 10 ft. coil .$0.70 


(Standard Pack: 25 rolls) 


WALSCO ALUMINUM GROUND WIRE 



Soft and easy to bend to follow house 
profile. Will not rust, stain walls and 
window frames, diameter (No. 8 B 
& W Gauge), solid, annealed, pure, high- 
conductive aluminum. 


Cat. No. List Price 

1500 100 ft. coil .$ 2.75 

1505 500 ft. coil . 12.80 


WALSCO GROUND CLAMP 



Assures a solid, dependable contact even on corroded rods 
and pipes. Adjusts to fit grounding connections from %" 
to 11/4" in diameter. 


Cat. No. 4005-10 .List Price $0.20 

(Standard Pack; 25 units)_ 


WALSCO U-BOLT BRACKET ASSEMBLY 



The WALSCO U-bolt Bracket is designed for 
permanency. Made of weather-resistant, cad¬ 
mium-plated steel. Sharp teeth on jaws grip 
mast like pipe vise. Fits mast up to 1". 

Cat. No. 4005-20.List Price $0.60 

(Standard Pack: 25) . 


WALSCO MAST SWIVEL BASE 



Permits mounting mast at any angle on any pitch 
roof. Mast can be oriented to signal pattern after it 
has been installed. Built of aluminum and heavy cad¬ 
mium-plated steel for endurance. 


Cat. No. 

4005-2 For 1" Diam. Masts . 

4005-27 For li/4" Diam. Masts . 

(Standard Pack: 25) 

WALSCO TURNBUCKLES 


List Price 

.$0.85 

. 0.95 


WALSCO ROOF 
PATCHING COMPOUND 

Wherever a screw must be driven to in¬ 
stall an antenna, apply this waterproof¬ 
ing compound generously. Corapounded 
of the very best quality asphalt and 
fibred asbestos, this material is easily 
and neatly applied with disposable ap¬ 
plicators furnished with each can. 


Cat. No. List Price 

1548 16 oz. can .$1.00 


(Standard Pack: 24) 



WALSCO TV INTERLOCK 

Interchangeable with receptacles found in 
RCA, Philco, GE, Admiral and other TV 
sets. Use to replace broken or damaged 
receptacles, or in custom cabinets. Sturdily 
made, stamped steel shell, rugged pins, 
U.L. approved. 

Cat. No. 1650 .List Price $0.25 

_( Standard Pack; 25) 


RECEPTACLE 



WALSCO TV INTERLOCK OR 
"CHEATER" CORD 

Molded bakelite plug attached to fit standard 
electric outlets. Special molded rubber plug fits 
standard TV Interlock Receptacles. May be used 
either as a replacement cord, or as a “cheater” 
cord when servicing. 

Cat. No. 1620 .List Price $0.75 

(Standard Pack: 12) 



WALSCO SERVICEMAN'S "CHEATER" CORD 


Equipped with a special male plug 
(instead of appliance plug) that 
mates with interlock plug found on 
TV set back panel. Unnecessary to 
disconnect TV set from regular wall 
outlet. Has a special built-in re¬ 
ceptacle which taps the line for 
trouble light, tester, or soldering 
iron. U.L. approved. 

Cat. No. List Price 

1621.$1.30 

(Standard Pack: 12) 



WALSCO DELUXE INTERLOCK 
"CHEATER" CORD 

Contains a built-in duplex outlet for 
testers, soldering irons, trouble 
lights. All connections necessary for 
TV servicing. 

Cat. No. List Price 

1622 .$2.50 

(Standard Pack: 12) 

WALSCO TV TUBE ANODE LEAD 

STRAIGHT TYPE 

WALSCO top-quality materials and construction distinguish this 
straight-type anode lead. A tinned stranded copper conductor is 
covered with thick plastic insulation especially developed high- 
voltage work up to 20 kilovolts. Terminal end has been dipped in 
solder for quick connection. Lead is 18" long. Tube connection is 
snap-button type insulated with a special ozone-resistant rubber that 
will not deteriorate or break down when exposed to high voltage. 

Cat. No. 1628 ..:.List Price $1.00 

_(Standard Pack: 12)_ 



Cat. No. 
1533 
1535 
1537 


Made of steel with rustproof galvanized 
finish. A necessity with high mast and 
tower antenna installations. 

Length Open Length Closed List Price 

3" $0.30 

51 / 2 " .40 

101/2" 7 %" .95 

(Standard Pack: 1 Dozen) 


WALSCO SCREW EYES 

Made of heavy steel, cadmium-plated for 
weather resistance. Just the right weight 
for securing guy wires to roof structures. 


Cat. No. Each 

1540 Over-all length 2" . $0.05 

1542 Over-all length 3 " .08 

(Standard Pack: 144) 

1544 Over-all length 5%" .15 


List Price 
Per Gross 
$5.40 
8.25 

15.00 


WALSCO TV TUBE ANODE LEAD 

OFFSET TYPE 

Materials used in this lead are identical with those in 1628 above. 
However, the lead enters the tube connection plug at right angles. 
Excellent for making conversion from small to large screen. Lead is 
18" long. For use up to 20 kilivolts. 

Cat. No. 1629 .List Price $1.00 

(Standard Pack: 12) 


WALSCO TV TUBE ANODE 
LEAD EXTENSION CORD 

With regular anode plug and a high voltage 
plastic receptacle that mates with the anode 
plug in most TV sets. Extension cord is 36" 
long, flexible, with high-dielectric plastic 
insulation. 

Cat. No. 1625 .List Price $1.50 

(Standard Pack: 12) 
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Cat. No. 1213 

High-precision top-quality replacements. Three point 
ball bearing suspension gives smooth, low-torque 
tuning. Detent spring is made of phosphor bronze for 
enduring, dependable service. Shafts are made of 
linen base molded and machines phenolic. They are 
rigid, precise, non-warping. 


SHAFT LENGTH* 
Brass 


Cat. No. Brass Phenolic 

1210 2 If" 

1211 SjV' 3% 

1212 41/2'' 

*Measured from “0” Washer 

Cal. No. List Price 

1210 Replaces RCA part 71463 .$2.S0 

1211 Replaces RCA part 72743 . 3.15 

1212 Replaces RCA part 201E1 for use with 

Tuner No. 71531 . 4.15 

1213 Replaces RCA part 73440 . 4.75 

1214 Replaces RCA part 75162 . 4.00 


List Price 
.$2.S0 


WALSCO C-R TUBECOAT 

Quick-drying coating for TV picture tubes. 
Patch scratches and peeled-off areas of TV 
picture tubes with fast-drying WALSCO C-R 
Tubecoat. With brush attached to bottle cap 
you can make good-as-new repairs without 
removing tube from cabinet. No muss, no 
fuss. 

Cat. No. List Price 

199 2 oz, bottle with brush .$1.20 


WALSCO TUNERCLEAN 

For cleaning and protecting switch contacts. 
Thoroughly cleans corrosion and dirt from switch 
contacts in TV tuners. Lubricates contacts and leaves 
an anti-corrosion protecting film as solvents evap¬ 
orate. Quiet, like-new operation is prolonged. 

Cat. No. List Price 

105 1 oz. bottles ...$ 0.85 

lOS 1 pint . 12.50 


WALSCO SILVER CONTACT 
CLEANING CLOTH 

Specially-woven fabric, designed to clean and remove 
the tarnish from turret tuner contact points and 
springs. Has a microscopic polishing agent; yet, 
leaves no undesirable chemical deposit. Safe to use 
on the most delicate equipment. 

Cat. No. List Price 

280 .$ 0.50 

2S0-D Display of 20 No. 280 .... 10.00 


WALSCO SILICONE COMPOUND 

Forms a moisture-repellent seal of high di¬ 
electric strength. Recommended for treating 
TV and amateur transmitter antenna lead 
wires, insulators, and terminals. Prevents high 
voltage arcing and breakdown under humid 
conditions. 

Cat. No. List Price 

24 1 oz. tube .$ 2.00 i 

24-D Display of 12 1 oz. tubes . 24.00 ^ 


WALSCO TV RECEIVER DECALS 

eomplefe marir/ng sef for television controls 

Now you can achieve a most professional-finished I STATIONS ^ VOLl 
appearance on custom TV sets or refinished ''' 

cabinets with easy-to-apply WALSCO decals. Out morizoniai loh 

out label you need, dip it in water, slide mark- ficium cus 

ing- oflf paper backing and onto panel. Cements 
itself to surface as it dries. Very legible type; 13345 

letters are gold. Every designation you will ever ? a 9 10 1 

need — over forty markings on each sheet, 2 , 

complete sheets per set. |o o o o 



Cat. No. 

2551 2 complete sets of Decals 


2551-D Display of 20 No. 2551 


List Price 
per pkg. 

.$0.45 

. 9.00 


WALSCO ROLABOUT TV CASTERS 

put wheels under any TV sef; easy to install 
can be installed in the home 

Give mobility to any TV set this easy way — with 
WALSCO ball bearing Rolabout TV Casters. Every 
homemaker has wished for an easy way to move the 
TV set — in order to get behind it to clean, to move 
it from room to room, to turn it to face company who 
have come to watch a favorite program. . . . Further, 
it simplifies servicing. The WALSCO Rolabout as¬ 
sembly is easily and quickly installed on almost every 
TV console. Lifetime construction. It consists of a 
steel, criss-cross, universally adjustable frame; ball 
bearing casters with good sized wheels for easy 
moving, wheels that are wide enough to prevent 
marring floor; and a center wing nut to lock frame 
members together. 






Tips of the frame support of the cabinet at all four 
corners. Frame is so designed that sides of cabinet 
hang down to mask caster wheels. To install, you 
merely adjust frame to fit, drive wood screws at each 
corner, and lock wing nut in center. Add dollars to 
your every service call. Every set owner is a ready 
customer. 

Cat. No. 333 .List Price $7.95 

(Standard Pack: 12) 
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U. S. ARMY-NAVY SPECIFICATION PLUGS 


DESIGNED TO MEET THE LATEST JAN SPECIFICATION P-642. High 
compression-molded insulation for high di-electric and tensile strengths 
Features durability with low moisture absorption characteristics. 

No. PJ-055B.Dealer Cost $ .90 

No. PJ-054.Dealer Cost .90 

No. PJ-068—3 Conductor Microphone Plug ...Dealer Cost $2.36 


STRAIN RELIEF CLAMP 


ICA BAKELITE DOUBLE PHONE PLUG 

Molded bakelite 
ribbed barrel. 

Takes 2 cord tips. IBSBSasaBW 

Fits all jacks. 

Dealer Cost 

No. 24B—Black .$ -34 

Display Card of 24 above 

D-70024B . 8.16 

24 R—Red .34 

Display Card of 24 above 

D-70024R . 

34 B—Black barrel only . 

34R—Red barrel only. 1336C 

34 P—Plug only .27 


ICA MIDGET PHONE PLUG 

Overall length—2 % ". ^ 

Diameter of ribbed barrel ^ 5 ". 

1 ^ 0 , Dealer Cost 

29B—Black .$ -34 

Display Card of 24 above 

D-70029B . 8.16 

29R—Red .34 

Display Card of 24 above 
D-70029R .. 8.16 


ICA STUBBY SHIELDED PHONE PLUG 

r .Fj|| Barrel measures H" diam- 

eter x 1" long. 

No. 27 .Dir. Cost $ .49 

No. 37—Barrel only .Dir. Cost .32 


ICA MIDGET SHIELDED PHONE PLUG 


Diameter of Barrel 15 ". 

Overall size of Plug 2%". 

No. 30.Dealer Cost $ .48 





HflR solder connections for cable or micro¬ 
phone use. Ribbed barrel molded of bakelite; 
brass parts, nickel plated. 

No. 1901 .Dealer Cost $ .83 


ICA SHIELDED DOUBLE PHONE PLUG 

Nickel Barrel—Brass Shell -|g||'gi ^ ' ^M'||a!| 

Nickel Plated . lllPriWri™ 

Supplied with fibre insulating tube. 

No. 25..Dealer Cost $ .60 


Ideal for quick splicing for 
testing point. 

No. 1933 ...Dir Cost $ .25 


ICA 2 — CONDUCTOR PHONE PLUGS 

_ Features smaller barrel for 

%% mim 

terminals. Tenite handles. 

Measures 1%" L. x Bia. Fits standard For firm attachment of cables to PJO and PL 
jacks. type plugs, i^pproved by government services. 

Z: .Dealer Cost $2.00C 


ICA SHIELDED 3-WIRE MICROPHONE PLUG 


Shielded Nickel Barrel 

No. 1900.Dealer Cost $1.10 


PHONE TIP WITH INSULATING JACKET 

Nickel Plated brass 

sulating sleeve. 

No. 341B—Black.Dealer Cost $10.00C 

No. 341R—Red.Dealer Cost lO.OOC 


SPRING TYPE 
BANANA PLUG 


Has nickel-plated brass body with phosphor 
bronze spring contacts. Extra sturdy. Overall 
size I'k" long. Threaded shank length M" 
long; for 6-32 nuts. 

No. 7573 .Dir. Cost $9.00 C 


ICA BANANA 
PLUG 


Nickel-plated brass with snug-fitting one-piece 
phosphor bronze spring. Includes 6-32 screw 
and soldering lug; has 6-32 female threaded 
receptacle. Hex center permits firm tightening. 
Center shaft extends full length of plug. 

No. 7584 .Dir. Cost $9.00 C 



For positive and durable spring action. Allows 
spring to fit into jack, cannot bend out of 
shape — Complete with two nuts. 

No. 403.Dealer Cost $11.66C 


WIRE CONNECTOR WITH BANANA 
PLUG RECEPTACLE 


BERYLLIUM BANANA PLUGS 

Approved by the Signal Corps and other gov¬ 
ernment agencies. These plugs are used in all 
government equipment. Made of nickel-plated 
Beryllium copper and guaranteed for its spring 
and durability. 

No. 419 — Overall size 
It" Hng. Shank length 
long. Shank diam. 
yg'/. Dealer Cost $13.35C 
No. 421 — Over¬ 
all size liV^ long. 

3 „ 

Dealer Cost .»!!».'..$21.00C 

SILVER-PLATED BANANA PLUGS 

No. 424—SILVER-PLATED Beryllium Copper 
Banana Plug. Overall length 1%". Shank 
length threaded for 8/32 nuts. 

Dealer Cost . $20.00C 

No. 429—Same as No. 424 above with knurled 
collar for snug panel fit. 

Dealer Cost .$20.00C 

No. 428—Overall length: 1%"; shank 1%"; 
thread: 8-32. 

Dealer Cost .$20.00C 


INSULATED MIDGET PHONE TIP PLUG 

Fits all standard jacks. 

Tip is threaded. Overall 

length 11/4". Ribbed =l® 8 =====^ 

barrel. 

No. Dealer Cost 

876R—Red .;.$12.00C 

876B—Black ... 12.00C 


INSULATED SILVER-PLATED 
BERYLLIUM COPPER BANANA PLUG 


Features a ribbed insulating 1" L. x %" dia. 
tenite handle . . . beryllium copper springs. 
Silver-plated for permanent electrical contact. 
Fits standard type banana jacks. 

Cross-drilled holes in plug end for solder con¬ 
nection. Overall length: 1%". 

No. 413R—Red .Dir. Cost $0.30 

No. 413B—Black .Dir. Cost .30 


ICA INSULATED SOLDERLESS 
BANANA PLUG 


Revolutionary new solderless silver plated 
beryllium copper spring banana plug with in¬ 
sulating ribbed tenite sleeve. Measures %" in 
dia.; 1" long. Features a novel miniature 
spring collet which serves as receptacle for 
phone tip or test lead wire ranging from 14 
to 20 gauge. 

No. 433B—Black .Dir. Cost $0.36 

No. 433R—Red .Dir. Cost .36 


ICA INSULATED SOLDERLESS 
SPLIT BANANA PLUGS 




Set screw provided at side of ribbed barrel to 
fasten screw without soldering. 

11 / 2 " Long 

No. 883B—Black .Dir. Cost $15.00C 

No. 883R—Red .Dir. Cost 15.00C 

No. 7565—Yellow . Dir. Cost 15.00C 

No. 7566—Green ..Dir. Cost 15.00C 

No. 7567—^Blue .Dir. Cost 15.00C 

2 ’/ 2 " Long 

With sleeve covering set screws. 

No. 882B—Black .Dir. Cost $0.27 

N0.882R—Red .Dir. Cost .27 
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ICA INSULATED SOLDERLESS 
SPLIT BANANA PLUGS 
With Solderless Wire Nut 



ICA INSULATED SOLDERLESS PLUG 


2"' long — fits all standard 
phone tip jacks. Ribbed barrel. 

No. SSSB— Black . Dealer Cost $13.S0C 

No. 8S5R —Red . Dealer Cost 13.S0C 

No. 7555 —Yellow . Dealer Cost 13.80C 

No. 7556— Green . Dealer Cost 13.80C 

No. 7557 —Blue . Dealer Cost 13.SOC 


ICA INSULATED NEEDLE POINT TIP PLUG 

Ribbed barrel. 

^No.^886B— Blacky 

Dlr!°Coft^*^.$14!]L6C 


ICA GRIP-RSTE MOLDED PHONE TIP PLUG 

Replacement for ICA and 

P Weston — as well as other 
make Test Leads. 

No. Dir. Cost 

868—Red .$ .30 

869—Black .30 

Display of 12 each 

No. 70868-9 

Dealer Cost $7.20 


iCA SR. SOLDERLESS PLUGS 

ROT? 1^" over-all length. 

” Dealer Cost.^,^$9.58C 


ICA JR. SOLDERLESS PLUGS—No. 359 

over-all length. irr ^m 

Tip 

Dealer Cost.$9.5SC 




LOCKING TYPE 
SOLDERLESS 
PHONE TIP 


Companion piece to ICA No, 432 locking type 
tip jack, (May also be used with non-locking 
type jack). Insulated barrel. Overall length: 
i%"; tip 

No. 7530-B —Black . Dir. Cost $18.00 C 

No. 7530-R —Red . Dir. Cost 18.00 C 


No. 7526 —Same as above without insulating 
barrel. Overall length: 1 % "; tip: % 

Dealer Cost .$14.00 C 


MIDGET SHARP POINT PHONE TIP 
THREADED—NOT INSULATED 

grflflrf - . Threaded to fit all test prods. 

No. 365.Dir. Cost $10.00C 


ICA PHONO NEEDLE CHUCKS 

Push on type can be forced into 
handles — Threaded type can be 
screwed into handles. Machined 
of brass, nickel plated with needle 
point. 

No. Dir. Cost 

508— Push-on Type, Overall size 1"..$12.00C 

509— Threaded Type, Overall size 1".. 15.00C 



STANDARD PHONE TIPS 

Overall Length 1" 

_ No. 360 

^ Dealer Cost.$16.67WI 

HEAVY DUTY PHONE TIPS 

.. Overall Length 1^^". 

No. 361.$7.80C 


BATTERY CONNECTOR STRIP 

Fitted with easy snap-on clips for the follow¬ 
ing popular type batteries: Burgess XX30; 
XX45. Evereadv 455; 467. RCA VS016; 

VS056; Ray-O-Vac P4367. 

No. 3397 .Dir. Cost $10.00 C 


ICA DELUXE PHONE JACKS 


Greater Efficiency 

New design. Tension 
fatigue minimized. 
Spring members made 
of phosphor bronze. 
Hooked type soldering 
lugs — Cannot turn or 
short. For standard 

plu^- 


Dealer Cost 

1920— Single Open Circuit.$ -50 

1921— Single Closed Circuit.58 

1922— Three-Way Microphone Jack.75 


ICA PHONE JACKS 

Smaller type precision made 
jacks for limited space. Com¬ 
plete with nut and metal 
washer. 


No. Dealer Cost 

1870— Single Open Circuit.$ .30 

1871— Single Closed Circuit.34 

1872— 3-Way Microphone Jack.38 


ICA PANEL MOUNTING JACKS 

Small and compact. Insulated 
shoulder washers. Phosphor- 
oronze, nickel-plated springs. 

No. Dealer Cost 

325—Single Open Circuit.$ .34 

1905—3-Way Microphone Jack.75 


ICA SHIELDED 3-WAY PORTABLE 


MICROPHONE JACK 


For all types of microphones. Sturdily con¬ 
structed of brass parts with phosphor bronze 
springs. Nickel plated and thoroughly insulated. 
No. 1904.Dealer Cost $1.00 


ICA SHIELDED PORTABLE JACK 

Single Open Circuit 




Dealer Cost 

No. 1913—21/8" Long, W' Diameter.. .$ .84 


ICA BAKELITE PORTABLE JACKS 


No. Dealer Cost 

1911—Overall Size 1%"; Diam. %"....$ .50 
Display Card of 16 above 

No. D-71911.Dealer Cost $8.00 

No. 1903 —Portable Jack, black Bakelite 
barrel. Dealer Cost $ .75 


ICA COMBINATION BANANA 
PLUG OR PHONE TIP JACK 

Made to take banana plug or 
standard phone tips interchange¬ 
ably. Insulated cap in black and 
red — With washers and nuts. 


No. Dealer Cost 

528R— Red . $15.00C 

528B —Black . $15.00C 


HIGH VOLTAGE NYLON 

TIP JACK ^ 

Nylon insulation can withstand 
10,000 V, breakdown. Low leak- 
age resistance; very low moisture 
absorption. One piece spring 

contact loop of phosphor bronze. 

Offers stability in sensitive test 
equipment. Takes all standard ^ 

phone tips and test prods. Molded washer 

affords added protection against “shorts.” 

No. Dir. Cost 

1899-N—Natural Finish .$0.45 

1899-B—Black .45 

1S99-R—Red .45 


a MINIATURE NYLON TIP JACKS 

Molded from low-loss nylon, result- 
ing in an all-insulated jack, Beryl- 
lium copper silver plated contact. 
Recessed contact for shorting safety; 
high voltage breakdown. ^/4-32 

I thread with nut. Overall dimensions: 
%" dia. X L. 

No. 7537— White . Dir. Cost $30.00 C 

No. 7538— Red . Dir. Cost 30.00 C 

No. 7539— Black . Dir. Cost 30.00 C 

No. 7540— Green . Dir. Cost 30.00 C 

No. 7541 —Orange . Dir. Cost 30.00 C 

No. 7542— Yellow . Dir. Cost 30.00 C 

No. 7543 —Brown . Dir. Cost 30.00 C 

No. 7544— Blue . Dir. Cost 30.00 C 

No. 7545— Ivory . Dir. Cost 30.00 C 


MOLDED TIP JACK 

All-molded tip jack with phos- 

phor bronze spring contact in- liJlrriiJ 

eludes brass nut for mounting 

directly on panels up to %" 

thick. Mounting hole: Over- 

all dimensions: 1" L. x Dia. 

No. Dealer Cost 

7521— Black . $21.00 C IfTir 

7522— Red . 21.00 C 

7523— Green . 21.00 C m 

7524— Yellow . 21.00 C ^ 

7525— Blue . 21.00 C 


LOCKING TYPE TIP JACKS 

' Bakelite insulated tip jack with 

internal thread in metal body to 
accommodate solderless phone 

M l tip. Twist of phone tip locks it 

in place. May be used with stand- 
ard phone Jtips as well as lock- 
ing type. Phosphor bronze one- 
“I L piece spring contact loop, Mount- 

ing hole: Overall length: 

T&". Dia. 1 / 2 ". 

^ No. Dealer Cost 

^ 432-R— Red . $19.00 C 

432-B —Black . 19.00 C 


beryllium copper 
i insulated tip jacks 

Bakelite. Spring contact of heat 
treated beryllium copper. 

No. Dealer Cost 

yf 1897—Black .$ .36 

© 1898—Red .36 


ICA BAKELITE INSULATED TIP JACKS 

Molded Bakelite Head 

No. Dealer Cost Il'il lWI il 

1889 — Black . $15.00C 

Display Card of 40 above 

D-718S9 .$6.00 C j?iO 

1890 — Red . $15.00C 

Display Card of 40 above l||l 

D-71890 . $6.00 © 
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BAKELITE BANANA TYPE JACKS 

No. Dealer Cost 

1891- —Black . $15.00C 

Display Card of 40 above i 

D-71S91 . $6.00 

1892— Red .$15.00C 

Display Card of 40 above 
D-71892 .. $6.00 


ICA INSULATED TIP JACKS 

With receptacle for standard phone 
tips. 

No. Dealer Cost 


S89B—Black 
889R—Red .. 


..$12.00C 
.. 12.00C 


No. 7560—Yellow 
No. 7561—Green .. 
No. 7562—Blue .... 


..Dir. Cost $12.00 C 
. Dir. Cost 12.00 C 
..Dir. Cost 12.00 C 





INSULATED BANANA JACKS 

With receptacle for banana 

.No. Dealer Cost 

S$8B—Black .$12.00C 

^ 888R—Red . 12.00C 

No. 7570—Yellow .Dir. Cost $12.00 C 

No. 7571—Green .Dir. Cost 12.00 C 

No. 7572—Blue .Dir. Cost 12.00 C 


ICA BRASS' TIP JACKS 

Nickel Plated 
No. 357 

Dealer Cost.$9.00C 


ICA TRANSMITTING 

banana jacks 

Nickel Plated Brass - 

No. 402 ...Dealer Cost $9.00C 


SILVER PLATED BRASS 
P BANANA JACK 

Has knurled shoulder for 
^ firm panel fit. Extended 

^ shank suitable for heavy 

panels. Minimum panel 
thickness: ; maximum: 

Overall length: shank length: if", 

hex head dia.: Takes Insuline banana 

plugs No. 410, 421, 424, 428, and 429, 7678 
and 7584. 

No. 431A.Dealer Cost $12.00 C 


NEW Universal shielded cable single contact 
microphone connector. Newly designed non- 
fixed coupling ring permits easy cable connec¬ 
tion. Male-female connector in one. Eliminates 
necessity for mating connectors. 

No. 1931...Dealer Cost $ .30 


Shielded cable type. Single contact male 
microphone connector. Chrome-plated brass. 

No. 1§32...Dealer Cost $24.00C 


PHONE PLUG ADAPTER 

No. 33.Dealer Cost $ .30 


CONNECTOR COUPLING RING 

Microphone connector coupling ^iiijj||jil||^ 
ring converts male to female. H|lilHllll lilm 
Offers male-female connector in 

No. 1925.Dir. Cost $8.00 C -^ 


ICA CAP AND CHAIN 

Provides effective protec- 
tion to unused male micro- |||l|j 

phone connectors against \!3I. ® 

grit and dirt. Affixed chain 9 

prevents loss when making ^ 

connection. For use with ff 

ICA 1929 and No. 1930 
or similar connectors. 

SJo. 1918 ... Dir. Cost $.33 ^ 


TRANSMITTING PLUGS AND JACKS 




MICROPHONE 

CONNECTORS 


No. 1929—^For use on chassis unit or 
in microphone. Single Contact. 

Dealer Cost $18.00C 
No. 1930—Closed circuit connector. 

With spring actuated contact. 

Dealer Cost .27 



A new line of heavy duty transmitting plugs 
and jacks. Plug-in type with positive grip 
contacts. Equipped with heavy insulated 

threaded heads and handles for safe handling 
on high R.F. currents. Supplied with large 
hex nuts for panel mounting. 

Handle 1,000 Volts at 10 Amps 

No. Dealer Cost 

450— ^Medium Plug—.RED .$ .42 

451— Medium Plug—BLACK .42 

452— Medium Jack—RED .80 

453— Medium Jack—BLACK .80 

454— Giant Plug—RED .63 

455— Giant Plug—BLACK .63 

456— Giant Jack—RED .88 

457— Giant Jack—BLACK .88 


ICA PLUGS AND JACKS 


ICA ALL METAL BINDING POST 

Designed for high amperage use 
and where low resistance connec- |||j]]j||| 
tions are necessary on test equip- 
ment, etc. Nickel plated brass. 
Dimensions same as No. 617 below. «S|;^ 

No. Dealer Cost 

620 . $21.00C ^ 


ICA BAKELITE BINDING POSTS 

iV' Diameter Head with Brass 
Threaded insert. Nickel Plated 
Screw; Knurled nut. 


617— Red .$15.00C 

618— Black . 15.00C 


ICA VISE-GRIP BINDING POST 

ill Engineered on principle of a 

^ vise. Can cause no damage to 

) even finest wire strands. Wire 

hole and designating symbol al¬ 
ways in alignment. Two styles. 


No. 630 Series—Has 8/32 Male Threaded 

Shank.Dealer Cost $ .34 

No. 690 Series—Has 8/32 Female 

Thread.Dealer Cost $ .40 



No. 

Marking 

No. 

Marking 

630 

ANT 

690 

ANT 

631 

GND 

691 

GND 

632 

A 

692 

A 

633 

G 

693 

G 

634 

+ 

694 

+ 

635 


695 


636 

Rec. 

696 

Rec. 





ICA INSULATED BINDING POSTS 
WITH JACK FOR BANANA 
^ TYPE PLUG 

Length 1%'' overall when top is 
up. Extends %" above panel when 
M top is screwed down. Fitted with 

8/32 screw long, and two hex 
10 nuts. 

il^ No. Dealer Cost 

P 622—Red .$24.00C 

' 623—Black . 24.00C 


PORTABLE 
PHONO JACK 

2-section shielded phono jack cadmium plated 
metal sleeve; bakelite insert for use with ICA 
2383 or similar pin plug. 

No. 2384 .Dealer Cost $15.00 C 


637 PLAIN (No 697 PLAIN (No 
Marking) Marking) 


BAKELITE BINDING POST HEADS 


Bakelite Heads only with 
Brass Threaded Insert for 
8/32 Screw, 


No. 628—Red.Dealer Cost $10.00C 

No. 629—Black.Dealer Cost lO.OOC 


INSULATED SPADE LUG 

Insulated Spade Lug with 
banana plug receptacle on 

No. 887B—Black.Dealer Cost $10.85C 

No. 8S7R—Red.Dealer Cost 10.S5C 


f ICA SPADE LUG 

Can be used on any size screw or 
terminal up to size 10. Recep¬ 
tacle fits all I.O.A. and other make 
Banana Plugs. 

No. 879.Dealer Cost $3.35C 


HEAVY DUTY 

1 I INSULATED SPADE LUGS 

Heavy gauge nickel-plated brass spade lug 
which will fit on screws or binding posts up 
to in diameter. Supplied with tenite 

sleeve—red or black—unassembled for forced 
fit after wiring. 

N0.867R—Red.Dealer Cost $ .21 

No. 867B—Black....Dealer Cost .21 
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iCA SOLDERING IRONS 


4 


Special plastic molding fully encases clip; 
molded threaded sleeve covers terminal lug 
and screw. Combines a strong spring-loaded 
contact with complete insulation. Measures: 
2 % " overall length. 

No. 522-B —Black . Dir. Cost $0.42 

No. 522-R —Red . Dir. Cost .42 


INSULATED 

ALLIGATOR 

CLIP ■■ 

Fully insulated alligator clip permits cramped 
testing without danger of shorting or ground¬ 
ing; shock-proof. Firm gripping jaws; handy 
push-button release. Takes standard banana 
plugs. Overall dimensions: 2^^" L. x %" dia. 

No. 524-B— Black . Dir. Cost $30.00 C 

No. 524-R— Red . Dir. Cost 30.00 C 


ICA ALLIGATOR CLIPS 

Good firm grip. Ideal 

for work in tight _ 

places. Overall length ^ 

2 ". 

No. 364.Dealer Cost $6.00C 


ICA ALLIGATOR CLIP WITH SCREW 
CONNECTION 




Good firm bite. Convenient screw connection 
eliminates the necessity for soldering. Over¬ 
all length 2". 

No. 376.Dealer Cost $8.35C 


ICA INSULATED ALLIGATOR CLIPS 


No. 884B —Black . Dealer Cost $13.00C 

No. 884R —Red . Dealer Cost 13.00C 

Display Card of 20 each above 

No. D-70884B-R .Dealer Cost $5.20 


ICA INSULATED ALLIGATOR CLIP 
WITH PHONE TIP JACK 


Into each ICA soldering iron are incorporated the most durable materials 
of each needed type to insure long service. Ability to give continuous 
usage over an exceptionally long span is a definite feature of these irons. 

• Fully insulated, removing slightest possibility of grounding 

• Heats to operating temperature in three minutes 

• Special air chamber reduces heat losses, assuring cool grip 

• Plunger type soldering tip offers proper operating heat at solder¬ 

ing point 

60 WATT IRON I 85 WATT IRON 

No. 1960-A— 105-120 Volts.. ..Dir. Cost $3.33 No. 1962-A —105-120 Volts . ..Dir. Cost $4.33 


-220 Volts . Dir. Cost 3.33 | 


Dir. Cost 4.33 


115 WATT IRON 

No. 1961-A —105-120 Volts... Dir. Cost $5.00 
No. 1965 —220 Volts . Dir. Cost 5.00 


REPLACEMENT ELEMENTS FOR 
ICA SOLDERING IRONS 


Because of the practical design of ICA Solder¬ 
ing Irons, burnt out elements may be easily 
replaced. 


REPLACEMENT . 

TIPS 

For ICA Soldering 
Irons 

Available in All Sizes 

Made of a special copper alloy. Electrolytically 
pure. For replacement in ICA Soldering Irons. 
Can also be used in American Beauty and 
irons of similar construction. 


105-120 

Volts 1 


220 Volts 






Dealer 

No. 

Watts Dir. Cost 

No. 

Watts Dir. Cost 

No. 

Watts 

Tips 

Dia. 

Length 

Cost 

1985 

60 

$2.00 

1990 

60 

$2.00 

1970 

60 

Flat 


3" 

$ .42 

1986 

85 

2.33 

1991 

85 

2.33 

1972 

85 

Point 

%" 

SVz" 

.58 

1987 

115 

2.33 

1992 

115 

2.33 

1971 

116 

Point 

1^" 

SVa" 

.67 


ICA rJVET AND EYELET PUNCH SET 

A Universal Tool that can be used 

t for either riveting or eyeletting. 

Holder is made of cast iron with 
hexagonal sides, tlms permitting 
the tool to be placed in a vise 
without slipping. 

No. 785 —Complete with ample 
assortment of eyelets and rivets. 

Dealer Cost $3.33 


RIVET AND EYELET ASSORTMENT 

Additional eyelets and rivets can be purchased 
separately. 

No. 5265 —(Asstmt. of 100)....Dir. Cost $.57 


ICA UNBREAKABLE "TURN-TITE** 
SOCKET WRENCHES 



ICA UNBREAKABLE VOLUME CONTROL 
WRENCH 


Has standard phone tip jack in insulated 
sleeve. Will accommodate phone tip or solder¬ 
less plug tips. 

No. 525R —Red... Dealer Cost $ .37 

No. 525B —Black... Dealer Cost .37 


ICA INSULATED COMBINATION JACK 
ALLIGATOR CLIP ,... .■■■■ rn-^- 


An insulated alligator clip with a dual pur¬ 
pose Jack in catalin sleeve. Equipped with 
the new combination Jack which takes either 
solderless phone tip or Banana plug. Overall 
length—3 % 

No. 520R —Red. Dealer Cost $ .42 

No. 520B —Black. Dealer Cost .42 


RIVET & EYELET SETTING TOOL 


Socket is diameter. 

No. 786.Dealer Cost $.64 .....Dealer Cost $1.38 


TUBE EXTRACTOR 


ICA FLEXIBLE SOCKET WRENCH 


For removing all makes and sizes of tubes, obstrucfino-“ol 
Molded rubber cushion over claws offers full " ” 

tube protection. Sturdy zinc-plated steel; No. 913— 
“Iridited.” D sf 

No. 1001 .Dealer Cost $1.00 

No. 914— r%" 

Display Card of 3 above Disf 

No. D-71001 ...Dealer Cost $3.00 No. D-70914 


Especially designed for hard-to-reach spots. 
Can actually be used around comers or under 
obstructing objects. 

No. 913— 14" Hex . Dealer Cost $1.00 

D splay Card of 6 above 
No. D-70913 ...Dealer Cost $6.00 

No. 914 — rs" Hex . Dealer Cost $1.00 

Display Card of 6 above 


..Dealer Cost $6.00 


Copyright by U. C. P.j Inc. 
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insuline 

. OVER 3 DECADES OF QUALITY RADIO-TELEVISION PRODUCTS 


.. 

yiiii 




Insuttne 


world S 


producer of 
TEST LEADS 
and PROBES 


iCA LOCK SOCKET WRENCH AND 
SCREW DRIVER SET 



The all-purpose socket wrench, packed in neat, 
enameled steel case. Includes sturdy 6^^'' 
Wood Grip Screw Driver—4" L Handle— 
Extension Adaptor, 14=", fg", -rV' and 
Hex—Round Knurled Socket—and 
Square Sockets. 

No. 999.Dealer Cost $2.35 


ICA SHEARING PUNCHES 



Sturdy steel punch for smooth 
accurate holes in chassis. Offers 
a clean cut; no filing neces¬ 
sary. Simply operated, regular 
wrench supplies driving power. 


REPLACEMENT DRILLS AND CUTTERS 

Used as replacement on ICA 
No. 775 and No. 780 circle 
cutters as well as on other 
make cutters. 

No. 776 —Replacement drill 
0 for No. 775 Circle Cutter 

■ Dealer Cost $ .50 

' No. 777 —Replacement’ cutter 
for No. 775 Circle Cutter 
Dealer Cost $ .67 
No. 781 —Replacement drill 
[I ^ for No. 780 Circle Cutter 

Dealer Cost $ .50 
No. 782 —Replacement cutter 
for No. 780 Circle Cutter 
Dealer Cost $ .67 


Radio’s Master — 18th Editioji 


ICA AMBER COLORED UNBREAKABLE 
MIDGET SCREW DRIVER 


Particularly shaped to fit into set screws of 
knohs. No" 1013 has convenient pocket clip. 

1013— 41 / 2 " length .$16.67C 

Display Card of 24 above 

D-71013 . 3.96 

1017—7" length . 21.68C 

Display Card of 16 above 
D-71017 . 3.46 


ICA FLEXIBLE SCREW DRIVER 

For the Hard to Reach Spots 

Allows access to screws in 
iiiiiwnr-T| i| - If to reach and out of 

ti^e way places. Can go 
under objects or around 
corners. 

No. 935 .Dealer Cost $1.35 

O'splay Card of 6 above 
No. D-70935 .Dealer Cost $8.10 


ICA UNIVERSAL MULTI¬ 
PURPOSE CUTTING TOOL 

This handy tool can be used for 
counter-sinking, beading, drilling 
or cutting holes. Equipped with 
drill for holes from iV' dia¬ 
meter up to 3" diameter. Can be 
used either in drill press or hand 
brace. Also acts as a boring tool 
when used in a lathe. 


No. 780.Dealer Cost $3.08 


ICA IMPROVED ALL-PURPOSE 
CIRCLE CUTTER 

Will Cut Holes from II /2 to 8 Inches 
Cutting bar holder is %" 
in diameter and also ac¬ 
commodates a centering JH rt 

drill or any size pilot I 

pin. Cutting bar is %" 
square and is arranged to ^ 

hold a 1^" high speed 
cutting bit. 

No. 775 .Dealer Cost $3.35 



Insuline Corporation of America 
has been the leading maker of 
test leads and probes (standard 
and special types) for 32 years. 

See following pages for a com¬ 
plete listing of Insuline’s ex¬ 
tensive line of test leads and 
probes. Special types made on 
order. 


ANTENNAS 
Television * Auto Radio 
Special Design 


Consult other section for Insu- 
line’s later types of television 
antennas —- both VHF and UHF 
of all types. Included also are 
a variety of auto radio anten¬ 
nas, featuring the “Revo-Tenna” 
which may be mounted any¬ 


Page U-104 


where on a car. 

Special antennas of any type— 
“walkie-talkie”; ham; mobile— 
produced on order. 


Copyright by U. C, P., Ine» 
































LS ... KITS 


ICA BONE FIBRE SCREW DRIVER 


Double Eds'ed—No Metal—Fully Insulated 
Made of 14" Bone Fibre Rod 

No. 1039 .Dealer Cost $ .27 

Display Card of 16 above 
No. D-71039.Dealer Cost $4.32 


ICA ALIGNMENT WRENCH 

For RCA, Philco, etc. 


ICA 4-IN-1 NEUTRALIZING TOOLS. 
SCREW DRIVER AND 

WRENCH . — 


Made of Fenoline 
Fully Insulated 

No. 1019 —Complete . Dealer Cost $ .60 

Display Card of 72 above 
No. D-71019 . Dealer Cost $7.20 


ICA 5-IN-1 NEUTRALIZING AND 
COMPENSATING TOOL 


Used on all makes Air Trimmer. Made of 14" 
Fenoline Rod—814" lon^'—one end has hol¬ 
low shaft hexagon wrencli—other end has an 
especiaUv shaped hook. 

No. 1008 .Dealer Cost $1.08 


INSULATED NEUTRALIZING WRENCHES 


Hexed—Full Length 

For Philco, Majestic and Other Receivers 
%" Diameter 

yio Dealer Cost 


Same features as the 4-in-l 
tool described above with 
an additional all metal 
screw driver. 

No. 1022 ..Dealer Cost $1.00 

Display Card of 12 above 
No. D-71022 .Dealer Cost $12.00 


..Dealer Cost $1.00 


ICA BALANCING TOOL 


985—6" long; Hex 14". 

980— 5" long; Hex 14". 

981— 5" long— jV' dia.; Hex A".- 


.$21.6SC 
.. 20.00C 


- 

Fits into No. 1019 Neutralizing Tool. 

No. 1026 .Dealer Cost $ .37 


ICA ALL PURPOSE ALIGNING TOOL 


ICA Alignment Tool for Philco Receivers 

For Air Trimmer Sets 


Has specially designed metal clip for air trim¬ 
mers. Made of narrow fibre rod, diam. by 
6 " long. 

No. 1033 .Dealer Cost $ -45 


ICA Insulated Adjustable Neutralizing Tools 


Absolutely no metal parts. Screw driver slidois 
into in<=ide of neutralizing wrench. 

No. 990 —Ext. from 6 " to 10" Dir. Cost $.65 


BAKELITE NEUTRALIZING TOOL 


Neutralizing tool used by U. S. Army Signal ^ 

Corps (U. S. Army No. TL-138B). Other 

No. 1010.Dealer Cost $ .37 No. 1024 


Handle is of %" Fenoline. End lias Socket 
Screw Driver for neutralizing all iron core 
tuning systems. 

No. 1002 .Dealer Cost $ .55 


ICA NARROW SHAFT ALIGNMENT TOOL 






RCA—Zenith—etc. gV' Bakelite Shaft 

No. 987 ..Dealer Cost $ .65 


ICA MAGIC TUNING ALIGNMENT TOOL 

Consists of a Bakelite rod 

one end, and a special 
linely divided iron core at the other end. 

No. 977 .Dealer Cost $ .73 


ICA FORK TYPE NEUTRALIZING WRENCH 

SCREW DRIVER _ _ 

For RCA and . 18 

Other Sets 

No. 1024.Dealer Cost $ .37 


IQA Neutralizing Tools 
t -I - with Metal Nibs 

Patent No. U.S. 83,321. 
Sturdy, unbreakable, will outlast all other 
tvpe neutralizing tools. 

No. 996.Dealer Cost $1.08 


ICA SET TRIMMER NEUTRALIZING TOOLS 

For Philco, Zenith, RCA, etc. 


Fits the smallest size trimmer condensers. 

Trimmer end is diam. to fit i/4" hole. 

No. 992 —6" long. Dealer Cost $ .73 

. . I I’lie kit consists of one of each of the following 

ICA NEUTRALIZING AND ALIGNING TOOL I ICA tools, described herein;—Nos. 382, 1008, 


ICA Fenoline Neutralizing Screw Drivers 


Made of Fenoline. Strong and sturdy, com¬ 
pletely insulated for neutralizing and aligning 
coils, condensers, receivers, etc. 

No. 1028.Dealer Cost $ .27 


ICA COMPLETE NEUTRALIZING TOOL KIT 



tea r i -^- ttT iFTir-^—'U 937 , 1015, 977, 996, 992, 985, 990, 1024, 

II c A M T.-I- 20 .A lOA M -lon 1019,1026,1022,1002, 1013, 1028, 1039, 

U. S. Army No. TL138A — ICA No 1011 io29, 1033, 935, 937. 



ICA DE LUXE NEUTRALIZING AND 

ALIGNING TOOL KIT 

For Every Service Need 

Consists of 14 tools, most 
of which telescope into 
one another, forming six 
assembled units in at¬ 
tractive leatherette 
pocket case. 

Includes the following: 
No, 1039 Screw Driver 
(double blade) ; No. 1026 
Balancing Tool (2 tools: 
Screw Driver and Side 
Wrench) ; No. 1024 Fork 
Type Wrench and Screw 
Driver; No. 1022 5-in-l 
neutralizing tool (thin metal nib Screw 
Driver—14" hex slotted wrench—hex 
wrench—Steel Screw Driver Nib—Steel 

Socket Head Wrench iVO i No. 996 Neutraliz¬ 
ing Tool; No. 977 Aligning Tool; No. 935 
Flexible Screw Driver; Fibre Wrench, 1^5" hex. 
No. 994.Dealer Cost $5.50 


ICA NEUTRALIZING AND 
ALIGNING TOOL KIT 

The Kit consists of twelve sepa¬ 
rate and distinct parts, some of 
which can be employed for several 
operations. These units telescope 
into each other, forming four sep¬ 
arate tools when assembled. 

No. 998.Dealer Cost $4.58 

Complete with Carrying Case 


ICA NEUTRALIZING AND ALIGNMENT 
TOOL KIT — SIGNAL CORPS No. TE45-A 

ICA Catalog No. 993 

This versatile kit, de¬ 
signed for and used by 
the Signal Corps, is also 
strongly recommended 
for general service use. 
Compact, and contained 
in a handsome leather¬ 
ette case, this kit con¬ 
sists of the following: 

1—No. 935 Screw 1—Bene Fibre No. 1015 




Driver Neutralizing Tool 

1—414" Screw 2—No. 980—Hex Tools, 

Driver No. 1013 I.D. 

■Insulated Screw 2—No. 981—Hex Tools, 
Driver No. 1028 I.D, 

993.Dealer Cost $4.90 


Driver No. 1028 

No. 993. 


TELEVISION HANDI-KIT 



Used for general radio tuning apd aligning. 
Approved by U. S. Army and Navy. 

No. 1011.Dealer Cost $ .73 


No. 995—Kit, Complete with Carrying Case 

Dealer Cost $14.50 


For Television servicing. Contains nine (9) 
latest tools especially designed for television 
needs. Includes Aligner for IF and RF and 
“K-Tran” Transformers (No. 978); slim 
aligning tool for cramped spaces (No. 6161); 
thin diameter tuning wand (No. 6163); deep 
nib aligner (No. 6156) ; narrow insulated 
screw driver for deep tuning (No. 6157); 
extra thin long (9") aligner (No. 6162); 
tuning wrench (No. 6164); stackpole core 
aligner (No. 6170); dual aligner, narrow 
shaft (No. 6166). 

No. 6165...Dealer Cost $5.00 


Copyright by XJ. C. P., Inc^ 
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insuline 

OVER 3 DECADESrOF QUALITY RADIO-TELEVISION PRODUCTS 


I 


TELEVISION SERVICING . . . ALIGNING TOOLS 


DEEP-NIB "KIEER ALIGNER" 


All-insulated aligner )vith clear flexible low- 
loss rod (1/4" dia.) ; amber plastic handle. 
Metal nib for No. 6 studs entirely insulated 
and set within barrel end. For tuning IF and 
RF shielded coils and trimmers. Overall 
length: 4". 


No. 6846 . .Dealer Cost $0.42 


THIN ALIGNER 


Has extra thin recessed blade; durable slim 
metal shaft for cramped probing. Amber 
plastic handle. Especially suitable for Admiral 
and similar type TV receivers. Measures 6%' 
overall length. 


No. 6849 .Dealer Cost $0.66 


DURA-DUAL FIBRE TV ALIGNER 


A double bladed aligning tool, measuring 7 
inches in length. Made of durable fibre for 
complete insulation and sturdiness. Narrow 
shaft is Vs" in diameter. Serves many TV 
servicing requirements. 


No. 6158.Dealer Cost $24.00C 

Display Card of 16 above 
No. D-7615S..Dealer Cost $3.84 


DOUBLE END "KLEER ALIGNER' 


Low-loss CLEAR PLASTIC all-insulated shaft. 
Has two recessed blades set within rod ends, 
completely insulated. One blade suitable for 
No. 6 screw and smaller; other blade for No. 
4 screw and smaller. Shaft is 7" long x /j" 
diameter. 


No. 6193..Dealer Cost $ .60 

Display Card of 12 above 
No. D-76193. .Dealer Cost $7.20 


"KLEER-ALIGNER" 



6 low-loss CLEAR PLASTIC all-insulated 
,iligning tool. Narrow shaft. recessed insu¬ 
lated blade on one end; extended blade on other 
end. Designed for many aligning uees. For 
trimmers, IF transformers, etc. Measures 7" 
in length x /g" diamefer. 


No. 6192..Dealer Cost $ .60 

Display Card of 12 above 
No. D-76192.....Dealer Cost $7.20 


"ALIGNER- 

TRAN" 


LONG-ROD "KLEER ALIGNER" 


Aligning tool of tough fibre with insulating 
amber plastic handle for standard IF, RF and 
“K-Tran” midget transformers. Measures 6V2" 
overall length. 

No. 6850 .Dealer Cost $0.66 


All-insulated extra length tool (measures 13" 
overall) for hard-to-reach trouble points. 
Clear plastic rod is in diameter. Has 

amber plastic handle. Extended blade: w. 

No. 6847 ..Dealer Cost $1.06 


"KLEER-TUNER" 


SLIM-ALIGNER 


Low-loss clear plastic rod measures in dia. 
Insulating amber plastic handle. Has recessed 
blade for No. 6 studs. All-insulated. Measures 
81/4" overall length. 

No. 6848 .Dealer Cost $0.66 



'BIG STRETCH" ALIGNER 


Alignment tool with extra thin recessed blade 
and slim metal shaft for cramped probing in 
television receivers. Fiber handle. Especially 
suitable for “Admiral" and similar make tele¬ 
vision sets. 

No. 6161..Dealer Cost $ .73 


Extra thin, extra long (9"), bone fibre align¬ 
ing tool, blade. Specially designed for 

adjustment of nested iron cores of “Admiral," 
“Zenith" and similar make TV sets. Permits 
use on RCA front ends and normally inacces¬ 
sible areas. 


Display Card of 12 above 
No. D-76161...Dealer Cost $8.76 


TUNING WAND 


No. 6162.Dealer Cost $ .73 

Display Card of 12 above 
No. D-76162.Dealer Cost $8.76 





TUNING WRENCH 


Extra thin diameter to fit small coil openings 
in television sets. Flexible vinylite. Brass 
insert in one end; molded powdered iron core 
in other end. Lowers or incteases inductance. 
Suitable for “Zenith," etc. TV sets. 


Insulated fibre tuning wrench with extra thin 
recessed blade. Extra thin screw driver blade 
on other end (4%" L.). Tenite handle. Espe¬ 
cially designed for “Zenith" TV sets, etc. 


No. 6163 .Dealer Cost $0.48 

Display Card of 12 above 
No. D.76163 .Dealer Cost $5.76 


No. 6164.Dealer Cost $ .55 

Display Card of 16 above 
No. D-76164.Dealer Cost $8.80 


DEEP-NIB ALIGNER 



Dual purpose narrow shaft, fibre alignment tool 
for trimmers, IF transformers, coils, con¬ 
densers, push-button tuners, etc. Recessed 
screw nib on one^ end; metal screw driver on 
other end. Has an extensive application in TV 
servicing. Used on RCA, Bendix, and other 
type receivers. 


Tough fibre. Metal nib entirely insulated and 
set within barrel end. For tuning IF and RF 
shielded coils and trimmers. Small enough to 
fit under television tubes without removing. 
Length: 2%" x 14" diameter. 


No. 6166.Dealer Cost $ .54 

Display Card of 16 above 
No. D-76166.Dealer Cost $8.64 


No. 6156 . .Dealer Cost $ .36 

Display Card of 16 above 
No. D-76156 ...Dealer Cost $5.76 


CORE ALIGNER 


"SUPER STRETCH KLEER ALIGNER' 


All insulated extra long TV aligner for inac¬ 
cessible areas. The low-loss CLEAR PLASTIC 
Rod is 12" long x diam. Cafries an ex¬ 
tended blade at one end; brass slotted insert 
at other end. A handy tool for those hard-to- 
reach spots. 


For Stewart-Warner, Belmont and other tele¬ 
vision receivers employing StaCkpole adjustable 
cores. The 6" insulated fibre shaft has brass in¬ 
sert at one end for milled end cores; recessed 
screw driver blade at other end for standard 
slotted cores. Inserts are “pinned-in” and 
flush with shaft end for durability and ease of 


No. 6194..Dealer Cost $ .83 

Display Card of 12 above 
No. D-76194.....Dealer Cost $9.96 


No. 6170...Dealer Cost $ .55 

Display Card of T6 above 


No. D-76170.Dealer Cost $8.80 
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TELEVISION SERVICING . .. ALIGNING TOOLS 


TELEVISION "CHANNEL TUNER" 


A narrow all'insulated screw driver of 
machined fiber. Ideal for deep, inaccessible 
tuning. Overall: 7" Length. blade on 

4 " shaft. 

No. 6157.Dealer Cost $ .55 

Display Card of 12 above 
No. D-76157.Dealer Cost $6.60 


TRAN-ALIGNER 


Newly designed all-insulated aligning tool for 
standard IF and RF and ‘^K-Tran” midget 
transformers. Trim fiber; milled at one end, 
screw driver at other end. length blade; 

6 " overall. 

No. 978.Dealer Cost $ .54 

Display Card of 16 above 
No. D-70978..Dealer Cost $8.64 

HEXY-SQUARE ALIGNER 


All bone fibre iron core aligning tool especially 
designed for Raytheon-Belmont IF transform¬ 
ers and similar type transformers. 6 " shaft 
has diam.; 3/32" hex one end; square 
other end. 

No. 6171..Dealer Cost $ .75 

Display Card of 12 above 
No. D-76171.Dealer Cost $9.00 


Mex-aligner 


All bone fibre irbn core aligning tool, bias 
3/32" hex one end; %" hex other end. Es¬ 
pecially designed .. for Dumont, Raytheon- 
Belmont receivers agfl other sets, using simi¬ 
lar type iron cores.’ i^haft 6" long; diam. 

No. 6199....Dealer Cost $ .83 

Display Card of 12 above 
No. D-76199.Dealer Cost $9.96 


ALL-PURPOSE ALIGNER 


Bone fibre screw driver ends set in red tenite 
handle. Overall length 6"; blade width * 2 "; 
tip thickness 1/64". Designed for general 
aligning purposes for Motorola and other 
popular receivers. 

No. 6248..Dealer Cost $ .55 


DUAL BLADED "KLEER" ALIGNER 


Low-loss clear plastic; 4 %" handle, diam. 
Two corrosion-proof extended blades (Govt, 
“spec" plated nibs)—one thickness .018", the 
other .025". Designed specifically for ARC-2 7 
but excellent for television and general align¬ 
ing purposes. 

No. 6247 .Dealer Cost $ .73 

Display Card of 12 above 
No. D-76247 .Dealer Cost $8.76 


PRECISION TUNING WAND 


High-grade phenolic handle (4 % " L. x %" 
D.) has precision molded powdered iron core 
in one end (permeability tolerance ±2 %; 
“Q" tolerance rtl0%); silver-plated brass 
core in other end — both securely threaded 
and cemented into shaft. Increases or de¬ 
creases inductance. Designed specifically for 
ARC-27, the high-grade properties of this 
wand make it an excellent tool for general 
servicing. 

No. 6249 .Dealer Cost $ .90 


RF AND SIGNAL . 

TRACER PROBE | 

Germanium Crystal Cir- I ^ S 

cuit. Assures accurate I rt R 

analysis of circuit defects. ^ T rj 

May be used with audio I I H m 

amplifier for audible trac- I 

ing or with V.T.V.M. for U 

RF and AF measure- 
ments. Low input capaci¬ 
tance. The ideal probe for 

the audio section of television circuits. The 
sturdy bakelite barrel has sealed tenite ends 
with solder less phone tip and includes 48" 
RG59/U coaxial cable with phone plug and 
18" rubber covered ground lead with alligator 
clip. 

No. 4310.Dealer Cost $3.75 


OHM METER PROBE 

For RCA "Voltohmyst" 

?§« Designed speci¬ 
fically for RCA 
“Voltohmyst”. 
Offers precise 
resistance mea¬ 
surements not 
ordinarily pro¬ 
vided by stand¬ 
ard test leads. 
Includes 48'' 
low-loss coaxial 
cable; coaxial 
connector. Ten¬ 
ite handle is 4" 

long; has heavy duty phone tip. 

No. 317.Dealer Cost $2.50 

D.C. PRO BE 

For RCA "Voltohmyst" 

Includes one megohm resistor for 
voltage measurements in operating 
circuits demanding minimum dis¬ 
turbance of circuit parameters. In¬ 
cludes 48" low-loss coaxial cable; 
coaxial connector. 4" long tenite 
handle has heavy duty phone tip. 
No. 316.Dealer Cost $2.75 


"KILOYOLTER" MULTIPLIER PROBE 

Equipped with 15 K.V. range multiplier that provides full range PLUS 
existing meter voltage. For example, use of the ICA probe will increase 
the range of a 5,000 volt range voltmeter to 20,000 volts full scale. 

The three (3) built-in 1% resistors (totaling 6 watts dissipation) are || i 

coaxially mounted, providing air-spacing to further assure heat dissipa- iilU 

tion and a completely insulated probe. ^ 

Highest grade components include sturdy thermo-plastic barrel with ' 

safety finger guard and sealed ends. Over-all length: 8^". Supplied # 
with 5-ft. heavy duty lead with insulated phone tip. A 

No. Dealer Cost I |||t l||| 

6167— 20,000 ohms per volt (50 micro amps, meter movement)... $5.75 |l|\ |||i 

6168— 10,000 ohm^ per volt (100 micro amps, meter movement).. 5.75 

6169— 5,000 ohms per volt (200 micro amps, meter movement).. 5.75 
NOTE: Probe of special resistance values up to 2000 megohms are avail- 

able on order to quantity users. 


NEW 30-KV PROBE 

Similar to the Insuline “Kilovolter” No. 6167 above, for 20,000 ohm per volt, 50 micro 
amp. meters only. A precision instrument . . . 600 megohms 2 % high voltage multiplier 

No. 6220. Dealer Cost $6.50 


THE INSULINE "100 X" MULTIPLIER PROBE 

A uew 30KV to 50KV Multiplier Probe (Internal resistance 1090 meg¬ 
ohms). For ALL 10 to 11 megohm input instruments. , « 

This VTVM probe will multiply existing meter ranges by a factor of | 

100; thus, if the top range of the instrument is 300 volts, meter will A 

read 80,000 volts with probe. If top range is 500 volts, meter with |g| 

probe will read 50,000 volts. Ijfj 

A few of the most popular VTVM’s with which this probe may be used [ I \. 

follows: 

30-KV TOP RANGE If 

RCA No. WV65A; WV75A; 165A Electronic Design 

Heath No. VI; V2; V2A; V4 Radio City 664; Reiner 661; I IjwVM 

Triplett 2541 J, |||l TOI 

50-KV TOP RANGE j|\ j|J 

RCA No. WV95A; 162A; 162B; 162C \\\\|l|l 

No. Dealer Cost wljM 

6222—^With microphone type connector and ground lead. $6.50 

For phone plug instruments, the Insuline No. 33 Adapter is required. 

No. 33—Phone Plug Adapter...Dealer Cost $ .30 





























INSULINE TEST LEADS FOR ALL PURPOSES 


ICA ALL-PURPOSE TEST LEAD KIT 

Complete For Every Testing Need 

Equipped with one pair of test leads which 
have 48" of red and black kinkless live rubber 
wire. One end has insu- ... 
lated removable banana- 
type plugs. 

Included in this test kit: ] 

1 pr. all-purpose test 
leads. 

1 pr. insulated alligator 
clips—red and black 
No. 884. 

1 pr. insulated spade 
lugs—red and black 
• No. 887. 

1 pr. insulated needle 
points—red and black 
No. 886. 

No. 1005 —Kit, complete. Dir. Cost $2.67 


ICA ALL PURPOSE 
TEST LEADS 

■'TRde of sturdy Tenite Tub¬ 
ing. Slim handles, 6" long. Over- 
„ I iongih 7^4". Rubber covered 
wire 48" long. 

With Interchangeable Tips 
No. Dir. Cost 

312—Complete Kit.$1.83 


ICA DE LUXE EXTRA-FLEXIBLE TEST LEADS 

Slim Handles and Solderless Plugs 

48" Extra-Flexible Test Leads 
/a a \ 4" Tenite handles. New 

VMralil non-kinking, rubber insulated 

^ (=a(g No. Dir. Cost 

II I H 355—With Phone Tips..$ .73 

il I Iffi i Display Card of 6 ofaove 

D-70355 . 4.38 

356—With Spade Terminals .73 


ICA PENCIL TYPE 
TEST LEADS 

Finger-Grip Molded Tips 

All connections are properly “ t) 

soldered providing low resis- - y 

tance connections vital In all 
precision tests. The Molded 
Finger Grip Tips are pro¬ 
vided with rivets for easy removal of wire. Length 
of test leads is 48". Handles are 5" long. 

No. 373..Dealer Cost $1.35 

Display Card of 6 above 
No. D-70373..Dealer Cost $8.10 



NEW ICA SLIM-LINE 
TEST LEADS 

Long vinyl-insulated shaft per¬ 
mits probing in closely wired 
circuits without fear of shorting. 
Black and red Tenite handles. 
48" wire lead. With molded 
phone tip plug. 

No. Dir. Cost 

438 . $1.05 pr. 

Display Card of 6 above 
D-70438 . $6.30 




ICA HEAVY DUTY LAB¬ 
ORATORY TEST LEADS 

Long Slim Handles and Re¬ 
movable Phono Needle Chuck 

Extra long slim red and black 
handles knurled at end for 
finger grip ease. Handles 6" 
long. 48" of heavy duty kink¬ 
less, flexible rubber wire. 




No. 

Dir. Cost 



400—With knurled 

grip 


handle. Insulated solderless plug, , 

-$1.20 

388- 

—With 

alligator clip. 

, . 1.13 

391- 

—With 

spade lugs... 

_ 1.00 

392- 

—With 

non insulated phone tips. 

_ 1.00 


EXTRA LONG HANDLED 
TEST LEADS 

I Features special low-loss 

B highly polished hard rub- 

l|j- ber, high di-electric prop- 

H ^ erties, 8" prod handles — 

^ I with sharp pointed pene- 

lil i trating tips — for easier 

testing of less accessible 
points. The black and red 
kinkless wire leads measure 
48". Includes molded black and red gun- 
handle phone tip plugs. 

No. 329..Dealer Cost $2.50 


"CLIP-ON” TEST LEADS 

A convenient “Clip - on” 
test lead that includes 
phone tip plugs on one end; 
sturdy alligator clips on 
other end. The red and 
black kinkless wire leads 
measure 48". The black 
and red molded phone plugs 
are of the gun-handle type. 

.Dealer Cost $2.50 



HEAVY DUTY 
■CLIP-ON" TEST LEADS 


Heavy duty test leads of JIL Jy|L ^ M 

the “clip-on” type for use ilB) nj ji U 

with binding post type in- yj ||/ |||| | || 

struments. Includes a heavy w || T 

gauge nickel-plated brass | | g 

insulated spade terminal I am | 

which will fit screws or I |||| 

binding posts up to iV' in 'I I W I 

diameter. The sturdy bat- / J 

tery-type spring clips are 
covered with protective sleeve for safe opera¬ 
tion The pair consists of a 48" red and black 
lead with tenite insulation. 

No. 327..Dealer Cost $1.20 


ICA SAFE-T-TESTER 

A new, unique, non-short¬ 
ing prod that makes con¬ 
tact only when pressure is 
applied to barrel. Ideal for 
cramped spaces where prob¬ 
ing is necessary. Specially 
applicable to television 
needs. 



..Dealer Cost $1.00 



a LUCITE HANDLE 
^ TEST LEADS 

With Brass Threaded 
Insert 

H I Features red and 

I iM I low-loss dur- 

lil 1 Lucite handles 

(5" L.) for exacting 
' testing requirements. 

Includes 48" kinkless 
live red and black rubber wire with 
molded gun-grip phone tip plugs. 
Handles have threaded type phono 
needle chucks. 

No. 304..Dealer Cost $1.65 


ICA PHONO-NEEDLE POINT TEST LEADS 

With Slim Handies and Flexible Wire 

Flexible rubber-covered, kinkless \ 
wire, 48" long. Tenite handles ^| 

No. Dir. Cost '=SiP^ 

382—With Phone Tips_$ .73 IIS 

Display Card of 6 above I 

D70382 4.38 

381—With Spade Terminals .73 
379—With alligator Clips. . .74 


HEAVY DUTY TEST LEADS 

Engineered for TV’s 
high voltage measure- 
ments. Insulated to f| f| Wm 
withstand 15,000 volts yj y M 

D.C. Thick-walled | Y » 

bakelite handles with 
finger guards. 48" i(l||j|k 

heavy duty cable. 

No. 4317.Dealer Cost $3 per pair 

Display Card of 3 above 
No. D-74317.Dealer Cost $9.00 


ICA SLIM HANDLE TEST LEADS 

Made of sturdy Tenite Handles. 48" of Kinkless 
Live Rubber wire. Handles 6" Long —■ Overall 
Length 7". Prods have pointed large phone tip 
plugs. 


313—Phone Tips on end.$ .92 
3 15—Alligator Clips on 



NON-KINK FLEXIBLE TEST LEAD WIRE 


Flexible rubber covered wire 
that will not kink or wear 
down in service. Consists of 
very fine tinned stranded cop¬ 
per wire with a heavy wall of 
live rubber insulation. 


No. 307—100 ft. spool, Blaf'k ... .Dir. uost 3)3.35 
No. 309—100 ft. spool. Red.Dir. Cost 3.35 


ICA TEST-LITE 

lltiHI R PI Provides a steady, bright 

1 lllllll FmB Ppht — without annoying 

I I HiilH vyJlf flickering—for dark, ng-r- 

lliPII 'i sxjaces around chassis, 

I / cabinets, etc. Plugs into 

Vroffl ^ any AC-DC socket, 105- 

125 volt.. 4^/^ ft. cord. 
Includes standard 6 volt lamp, No. 47, .15 
amp., and plug complete. 

No. 938.Dealer Cost $1.10 


ICA UNBREAKABLE TEST LEADS 

Long Metal Prod with Shock-proof Rubber Handles 

One end has standard needle . 

point Tips. Other end has In- J 

suiated Solderless Plugs. Sup- m m|I|M A A 

plied with 48" Kinkless Rub- || ||||||| H Q 

No. 332—With Phone Tips || ||||| f T 

Non Tnsidated Dir. Cost $.75 il * 

No. 331—Insulated Solderless K 

Plug Ends.. Dir. Cost $.84 
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INSULINE TEST PRODS REPLACEMENT AND INSTRUMENT KNOBS 


ICA LUCITE PROD SET 
with BRASS THREADED INSERT 


Designed for precision measurements where 
body is a factor. Red and black handles 
(measuring xV' x 5" L.) are made of low- 
loss high-dielectric strength LUCITE. Has 
needle chucks on ends. Set includes one black 
and one red prod. Overall length: 

No. 302 .Dealer Cost $0.90 Set 


ICA SOLDERLESS PLUG TEST PRODS 

With Solderless Plug Chuck 


High Voltage, 10,000 Volts 

Has midget threaded phone tip. Ideal for all 
high voltage work. Made of black bakelbc 
with finger guard ring. Minimum amount of 
metal exposed. Prods are 6" long overall. 
Used for high voltage test purposes. 

No. 480.Dealer Cost $ .84 


HIGH VOLTAGE HEAVY-DUTY 
BAKELITE TEST PRODS 


High Voltage, 10,000 Volts 

Made of black bakelite. Fully insulated with 
threaded midget sharp pointed phone tips. 
Minimum amount of metal exposed. Measures 
2" overall. Exposed metal tip is only long. 
No. 485.Dealer Cost $ .42 


Insuline provides a varied line of 
bakelite knobs for radio, television, 
and instrumentation needs. All knobs 
fit standard shaft. Equipped 

with set screws. 




Slim tapped Tenite handles, in black or red, 
threaded to take the solderless plug chuck. 
All brass parts are nickel plated. Available in 
two sizes. 

No. 390R— Red, 51^" L. Dir. Cost $0.27 

No. 390B —Black, 5i4"L. Dir. Cost .27 


ICA FENOIINE PHONO. NEEDLE 
POINT TEST PRODS 

With Removable Chuck 




Supplied in black or red Tenite tapped handles. 
Needle point chuck is tapped to screw into 
handle. Available in two sizqs. 

No. 3S9R —Red, 5" L. Dir. Cost $0.27 

No. 389B— Black, 5" L. Dir. Cost .27 


ICA HEAVY-DUTY TEST PRODS 


Slim tapped Tenite handle fitted with threaded 
heavy-duty phone tip. Lengtn 5". 

No. 387R —Red. Dealer Cost $ .37 

No. 387B —Black. Dealer Cost .37 


HIGH VOLTAGE ICA HEAVY-DUTY 
BAKELITE TEST PROD HANDLES 


No. 

Type 

Color 

Size 

Dir. Cost 

248 

J 

Black 

iVs" 

$I8.35C 

249 

J 

Black 

iVa" 

20.00C 

1 174 

M 

Black 


I6.67C 



ICA FINGER-GRIP 
POINTER KNOBS 

y Moulded of black hake- 

& life with hole. Pointer 

n type knobs have white In- 

m dicators. flange type knobs 

have white indicating line. 
With >4" Brass Inserts 

TYPE A—WITH POINTER 


.Dealer Cost $.40 
. Dealer Cost .55 
.Dealer Cost .70 


TYPE A--LESS POINTER 

No. 1165—1 Vs" .Dealer Cost $.32 

No. 1167—. Dealer Cost .38 

No. 1169—2%" .Dealer Cost .55 

TYPE B—WITH FLANGE 

No. 1171—2^" Dealer Cost $-55 

No. 1172—3" .Dealer Cost .65 

NOTE: Above Knobs also furnished with 2 set 

screws. Order by adding “S" to each number. 


ECONOMY KNOB ASSORTMENT 



An assortment containing 50 
knobs packed in attractive 
convenient plastic bag. In¬ 
cludes a variety of all-pur¬ 
pose modern bakelite knobs 
equipped with set screw. 
Suitable for many applica¬ 
tions. 

No. 1064.Dir. Cost $3.50 




A 


B 

E 


No. 

Type 

Color 

Size 

Dir. Cost 

1 125 

A 

Black 

IVC 

$I3.33C 

i 127 

A 

Red 

UA" 

I6.67C 

1 126 

B 

Black 

2" 

I6.67C 

1128 

B 

Red 

2" 

I8.34C 

1 153 

E 

Black 

1%" 

20.00C 

1154 

E 

Walnut 

1%" 

20.00C 


CERAMIC RODS 

Made of Alsimag. Suitable 
for mounting insulators, 
eondensers, coils, etc. 
Available in two lengths. 




No. 

Type 

Color 

Size 

Dir. Cost 

1270 

F 

Black 


$I8.35C 

1271 

F 

Black 

2y2" 

2I.66C 

1088 

H 

Black 

1" 

I5.00C 

1274 

S 

Black 

iyu'x%" 

I8.35C 

1274-S* 

s 

Black 


.25 

1275 

s 

Black 

2"x%" 

20.00C 

1275-S 

s 

Black 

2"x%" 

.25 

"With 2 

Set Screws. 









P 

N 


V 

No. 

Type 

Color 

Size 

Dir. Cost 

1081 

P 

Black 


$I0.00C 

1082 

P 

Red 

%" 

lO.OOC 

1084 

P 

Brown 

%" 

lO.OOC 

1085 

P 

Wliite 

%" 

lO.OOC 

1089 

N 

Walnut 


I3.33C 

1090 

N 

Walnut 

1 V« " 

I5.00C 

1147 

U 

Black 

%" 

I3.33C 

1148 

V 

Walnut 

%" 

I3.33C 


POPULAR KNOB ASSORTMENT 



No. Length 

2310 


Tap. Dir. Cost 

6-32 $18.35C 


An assortment of 50 quality knobs of varied 
types for use in the radio, television, instru¬ 
ment field. Includes the following: Nos. 1165; 
1166; 1274; 1081; 249; 1088; 1125; 1273. 
These knobs are pictured and described above. 

No. 1059 .Dealer Cost $9.25 


CERAMIC BEAD INSULATORS 


%" Diam. 

Used for construction of short concentric link 
lines. 

No. 2315—(100 beads). Dealer Cost $.87 


Copyright by U. C. P., Inc. 
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OVER 3 DECADES OF QUALITY RADIO-TELEVISION PRODUCTS 


INSULINS BAKELITE SOCKETS... “INSULEX” SOCKETS 


ICA CHROME SILVER DIAL PLATES 

2 %" and 4" diameter. Two types, 
calibrated 180 degrees 0-100 and 
<<<^ degrees, 0 - 100 , 



No. 

Degrees 

Dia. 

Dial 

Calib. 

Dir. 

Cost 

2196 

325 


0-100 

$.85 

2197 

180 

2%" 

0-100 

.85 

2194 

325 

4" 

0-100 

1.03 

2195 

180. 

4" 

0-100 

f.03 



DIAL PLATES 

With Etched Silver Numerals 


No. 

Degrees 

Dia. 

Dial 

Calib. 

Dir. 

2230 

325 

3y«" 

0-100 

$.47 

2232 

180 

3y2" 

0-100 

.47 

2233 

180 

2" 

100-0 

.37 

2234 

325 

2" 

0-100 

.37 

2236 

180 

2" 

0-100 

.37 



With Finger Grip Flange Knobs 

Beautiful dial plates accurately 
^ Etcho-engraved with black numer- 
als and calibrations. 

^1 No. Size Degrees Cailb. Cost 

^ Vm 2 ^" ISO 0-100 $1.50 

^ 9 fiR Jo? 0-100 1.50 

9 r2 ?oo 0-100 2.00 

_2IG9 4" 180 0-100 2.00 


7fp-7B\ ICA VERNIER DIAL 
i=U=47/|^ MARKER 

Complete with screws, nuts, 
ly and spacers for mounting on 
A metal, wood, bakelite or brass 
• panels. 

I lor 2 ^''—325® Dials. Dealer Cost $.37 
—180® Dials. Dealer Cost .37 
^or 4 —325® Dials. Dealer Cost .37 

!—For 4" —180® Dials. Dealer Cost .37 


ICA MINIATURE 
DIALS 

|(| 0 ^ A Beautiful Chrome Silver 
iUrllKi "t "'^ 1 ^ Olack etched num- 

W ill J I’jnser grip black 

hII W:'"''' / F^t % '^”^h ft ^ 

2164— .10-0-180 ....$.63 

2165— 10-0-270 .63 


ICA CHROME SILVER DIAL PLATES 

Attractive grain satin finish. Black 
Etcho Engraving on Chrome Silver 
Background Plates. 

Dia. Dl,. 

iPJ®' Cost //■ ^ 

2294 l80 2" 0-100 

2295 325 2" o-lOO 

2296 180 Si/a" O-lOO 'q? X 

a Ml :}«« !■»!' 



ICA ETCHED DIAL PLATES 
RECTANGULAR TYPES 

Made of brass—finished in --‘ 

black with etched silver 
markings. Calibrated for 300 
degree rotation. Marked 0 to 
i9‘ '^111 ni on %" bushing. 

Size 2%" X 1-11/16". 

No. Marking Dir. Cost 
....$2I.66C 
—Microphone. 2I.66C 

2246— Gain . 2I.66C I 

2247— Tone . 2I.66C - 

2248 ^Plaln (Calibrated but not worded). . $2 I. 66 C 


ICA INDICATING PLATES 


Made of heavy brass with black satin 
background. Silvered "Etcho Gravured" iKJB 
numerals and lettering. A" center 
mounting hole. Diameter. 

No 

9 9^0 Ti^ , , Degrees Cost 

2259—Marked 1 to 6 . ign « 9 «? 

oic? 1 to 5 (Volume). 825 '27 

9 ^K 9 ~~^^^!^®^ 1 to 5 (Tone).'..325 , 27 

2453 Marked Off-On-—^with arrow. . . .325 .27 


ICA NAME PLATES 
00 ,, I-INCH round 
J l®' J—'‘Microphone'’ 

—For ‘‘Phono’* 

No. 2239—For "On Off” 

Dealer Cost $I5.00C 
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ICA BASE-MOUNTING 
BAKELITE SOCKETS 


^ T, Dealer Cost 

2480 — 4 Prona* . « 

2481— 5 ^ 


ICA "INSULEX” 

BASE MOUNTING SOCKETS 


2481— 5 proni ...I'’!!”;;!”!”"::::;;;;::;;' 39 

2482— 6 Prong . [42 

—I Prong comb, iarge ’and smaii!.’ .*45 | 

2490 Contact for above Sockets. $2.0SC I Especially adapted for ultra short-wave worite 


ICA MOLDED BAKELITE 
SNAP-ON SOCKETS 
Octal—Loktal 

I Mounted in cadmium plated steel “Skddle ” 
Equipped with 4 grounding lugs on saddle— 
Positive gnp contacts. 

No. 

2470— Octal Socket. .. Dealer Cost $12.00C 

Mtg Center —Chassis Hole lYs" 

2471— Loktal Socket . Dealer Cost 15.00C 
Center 1 /*^"—Chassis Hole 1" 


and transmitters. 

No* Dealer Cost 

290— 4 Prong .$ .57 

291— 5 Prong . 67 

292— 6 Prong . .75 

294—Comb. 7 Prong, large and smaii.. .75 

300—8 Prong OCTAL .84 


ICA "INSULEX” WAFER SOCKETS 





ICA BAKELITE 
WAFER SOCKETS 


No. 

1118— 4 Prong . 

1096— 5 Prong. 

1095— 6 Prong . 

—7 Prong, small ..., 
1120— 7 Prong, large 

OCTAL.'. 

1123— Loktal Wafer . 


Dealer Cost 

.$ 9.16C 

. 9.16C 

. 9.16C 

. 9.16C 

. 9.16C 

. 11.66C 

. 11.66C 


BAKELITE WAFER SOCKETS 


Wafer socket of punched 
bakelite for miniature 
seven pin button base 
tubes. Phosphor bronze 
contacts. Standard mount¬ 
ing centers. 


An ideal low loss socket designed for ultra 
high frequency reception. 

No. Dealer Cost 

2600— 4 Prong .$ .30 

2601— 5 Prong .30 

2602— 6 Prong .34 

2603— 7 Prong, large .37 

2604— 7 Prong, small .3'7 

2605— 8 Prong OCTAL for new metal 

tubes .. . 3 s 

2636—Contact for above Sockets.$3.33C 


ACORN TUBE WAFER SOCKET 





No. 1122.Dealer Cost $10.00C Navy approved ceramic with silver plated 

RAizciiTc WACED ci-ki'-u'E-r contacts. Can be easily inserted and removed 

DAivELi 11 WAPER SOCKET and no amount of vibration will cause the tube 

Similar to No. 1122 above but with ground- to become loose. 

i^n r» o ..... Dealer Cost $ .60 

No. 1124.Dealer Cost $10.00C No. 2466—Contact only....Dealer Cost 2.0SC 


INSULEX INSULATORS 

Made of white glazed Insulex . . . non-porous; low-loss. 
All feed-thru types have cork washers. 

, A STAND OFF INSULATORS 



2^ 

2302 


No. 

Description 

Height 

Base Size 

DIr. Cost 

2300 

Little Pete 

1" 

y 2 "x ys" 

$10.00C 

2301 

Junior Pete 

1%" 

%"x1%" 

11.66C 

2302 

Big Pete 

IVs" 

1" xli/a" 

16.67C 

2303 

Beehive 

2%" 

2" Diam. 

20 . 00 c 

2304 

Jack Type 

iVa" 

1" xli/a" 

20 . 00 c 


FEED-THRU INSULATORS 





Base Mtg. 


No. 

Description 

Ht. 

Diam. Hole 

DIr. Cost 

2305 

Sub-Panel 


%" 

$15.00C 

2306 

Sub-Panel 

2" 

%" 3/s" 

20 . 00 c 

2307 

Sub-Panel 

2%" 


21.66C 

2334 

Large Sub-Panel 

4" 

IV 2 " %" 

.53 

2321 

Jack Type 

2^" 


.30 



GIANT INSULEX INSULATORS 



2305 2306 *2332 

2307 **2333 


Description 

2 Feed thru 

3 Feed thru 
With Wing Nuts 


Base Mtg. 

Diam. Hole Dir, 

2’' %" 

2" 7/g'/ 

**With Screws and Nuts 


Dir. Cost 
.72 


Copyright by U. C. P., Inc. 








































TOGGLE SWITCHES... KNIFE SWITCHES ... SLIDER SWITCHES 


ICA TOGGLE 
SWITCHES 

Furnished in Nickel or Antique 
Bronze. Capacity 1 Amp. 250 Volts. 
3 Amps. 125 Volts. Mfd. by H & H 
for ICA. 



No. 

Shank 

Length 

Description 

Finish Dir. 

Cost 

1230 

%" 

S.P.S.T. 

Nickel 

$.50 

1232 

%" 

S.P.S.T. 

Bronze 

.50 

1233 

%" 

S.P.S.T. 

Bronze 

.60 

1235 

%" 

S.P.S.T. 

Nickel 

.60 

1236 

%" 

S.P.D.T. 

Nickel 

.63 

1237 


S.P.D.T. 

Nickel 

.72 

1238 

%" 

D.P.S.T. 

Nickel 

.84 

1365 

%" 

D.P.D.T. 

Nickel 

1.00 

1366 

3/4" 

D.P.D.T. 

Nickel 

1.12 


BAT-HANDLE TOGGLE SWITCH 

Made by H & H. Identical to toggle # 

switches listed at left, except that /J 

handle is longer and shaped like a 
liaseball bat. 

Less on and off plate. 

I Nickel plated only—shank. 


S.P.S.T. 

S.P.D.T. 

D.P.S.T. 

D.P.D.T. 


BAT HANDLE DOUBLE THROW SWITCH 

A sturdy double throw bat han- 
^ die toggle switch featuring cen- 

JU ter "OFF” position. Made by 

H. & H. Has many uses: Tele- 
vision Antenna installations; for 
reversing motor direction; model 
railroads, etc. 

Case Measurements: IJi" L., S" 
W.. 1" H., Shank. 

No. Dealer Cost 

1386 — Single Pole Double Throw. $1.08 

1387 — Double Pole Double Throw. 1.65 



ICA BAKELITE KNIFE SWITCHES 

Hardware of brass, heavily nickel-plated. Mounted 
oil liighly polished bases of black Bx\KELITE. Firm 
contact assured. 


ICA ROTARY SWITCHES 

Rated 3 Amps, at 125 Volts. Over-all Length of shafts 1^/^". Made 
by H & H for ICA. Underwriters Approved. 


No. 

Description 

Dir. Cost 

No. 

Description 

Dir. Cost 

1216 

S.P.S.T. 

$ .55 

1220 

3 P.D.T. 

$1.33 

1217 

S.P.D.T. 

.60 

1221 

4 P.S.T. 

1.67 

1218 

D.P.S.T. 

.75 

1222 

4 P.D.T. 

2.00 

1219 

1360 

D.P.D.T. 

3 P.S.T. 

.90 

1.23 

1364 

5 P.D.T. 

2.35 


ICA 

PORCELAIN 

KNIFE SWITCHES 




No. 

Threaded Shank 

Description 

Dealer Cost 

1228* 

%" 

S.P.S.T. 

$ .67 

1229* 

1" 

S.P.S.T. 

.82 

1286. 

%" 

S.P.D.T. 

.80 

1287 

1" 

S.P.D.T. 

.97 

1288 

%" 

D.P.D.T. 

1.25 

1289 

1" 

D.P.D.T. 

1.35 

*Rated 

3 Amps, at 250 V 




ICA HI-POWER SWITCH 

Push Button Type 


ICA PUSH-BUTTON SWITCH 

Single pole 2 circuit 


Moisture-proof base. Recommended for outdoor use. Hardware of 
brass, heavily nickel plated. 



No. 

Description 

Base Size 

Dir. Cost 

235 

S.P.S.T. 


$.25 

236 

S.P.D.T, 

2%"xl" 

.31 

237 

D.P.S.T. 

13/4"x1%" 

.44 

238 

D.P.D.T. 

2%"x1V2" 

.54 


S tavy switC. 0.,e 

door is open. D.P.S.T. circuit is ‘‘ON”; other 
Made by H & H for normally “OFF.” One 
ICA. Capacity 12 Amp. , ^2 5 Volt made 

125 Volt. Overall size 

1%" long, wide, by H & H for ICA. 


%" high, 7/16" shank. 

No. 1280.Dealer Cost $1.58 


Shank %" long. 

No. 1282.Dealer Cost $1.05 



ICA SLIDER SWITCHES 

. . , COMPACT. Switch dimensions; x 

S.P.S.T. includes chrome mounting plate. 


No. 

Description 

Dealer Cost 

1255 

S.P.S.T. 

$1S.00C 

1259 

S.P.D.T. 

18.00C 

1260 

D.P.D.T. 

23.00C 

1264 

D.P.S.T. 

22.00c 


p ICA EXTRA HEAVY DUTY SWITCH 

D.P.D.T. With Neutral Center 

extra large heavy duty, Double Pole, Double 
Throw Switch with neutral position in the center for 
H^pjllHi]* use in heavy current circuits such as transmitters, 
■ilBiniU*' power amplifiers, motors, etc. Contacts have fast 
“break” which reduces the tendency to arc. Rated 
at 10 Amps., 125 Volts. Size of switch case, 2W' long, 1" high, IM:'^ 
wide. Mounting sleeve diameter 

No. 1283 ...Dealer Cost $3.75 


MINIATURE BAKELITE SWITCHES 

Can be mounted on panel or base. Black Bakelite 
base—highly nickel-plated brass parts with insu¬ 
lated handles. 


No. 

Description 

Base Size 

Dir. Cost 

2223 

S.P.S.T. 

1V4."^V2" 

$ .25 

2224 

S.P.D.T. 

iy4"xy2" 

.42 

2225 

D.P.D.T. 

iy4"xi" 

.53 

2226 

D.P.S.T. 

l%"xl" 

,50 




••ON-OFF” PLATE 

For Toggle Switch 
Nickel Plated 
No. Dir. Cost 

1300 $3.35C 

Antique Bronze 
1300BR 3.35C 


PLATE ICA POWER SWITCH 

Switch (Toggle Type) 

lated Characteristics and di- ^ 

Dir. Cost mensions same as No. g 
$3.35C 1280 described above. 

Ironze No. 1281 

3.35C Dealer Cost $1.08 


ICA ROTARY CANOPY SWITCH 

Single pole switch shank with brown bakelite 

knob and 6" leads—1 ampere—250 volts. 

No. 1257.Dealer Cost $ .42 



GT AND GT/G TYPE TUBE SHIELDS 

Latest type seamless, drawn shell 
/IRBRn. type. Length 2^". 

millilil No. Dir. Cost 

H ill 1744— Open top* $10.00C 

H ill For tube diam. 1.218" 
Hill 1745 —Closed top* lO.OOC 

HIIIQ For tube diam. 1.218" 

HgP 1746 —Open Top** lO.OOC 

W.—.y For tube diam. 1.165" 

1747 —Closed top**t lO.OOC 

For tube diam. 1.165" 

*For GT and GT/G tubes with large metal 
base. 

**For GT tubes with small metal base. 
tFor Loktal tubes. 


ICA COIL SHIELDS 

With Detachable Base 
A sturdy coil shield made of alumi- 
num with a detachable base. I 

No. Dealer Cost || 311 

1539— 2%" X 3" High.$ .42 

1540— 2 X 31 / 2 " High. .47 

1549—3" X 3%" High. .50 



FORM FIT TUBE SHIELDS 

A tube shield that assures a snug, 
positive fit. Vertical grooves pro¬ 
vide flexibility. Includes ground 
clip as illustrated. Protects tubes 
against excessive vibration. 


No. 1727B —For GT; GT/G and Loktal tubes. 
Length 2%".. Dealer Cost $10.00C 

No. 1729B —For GT and GT/G tubes. 

Length 2%"... Dealer Cost lO.OOC 


ICA GRID CAP SHIELDS 

(For Metal Tubes) 

Fits firmly over grid cap, affording 
complete shielding. Slotted cap 
permits passage of grid wire. 


1552 .....$10.S3C 

1558— With Bakelite Insert.... 20.00C 




ICA 807 TUBE SHIELD 

^ For use with Transmitter Pen- 
^ todes, and Tetrodes, to prevent 
I oscillation. Can also be used on 

I RK 20, RK 39 and 804 tubes. 

* No. Dealer Cost 

1545 .... $ .42 


MINIATURE TUBE SHIELD 
AND CLIP 

\ 

»For miniature tubes with T5 % 
bulbs. Includes base clip. 

Length 1 %" Mtg. Centers (base 
clip) %" for standard miniature 
tubes. 

No. 1735.Dealer Cost $10.00C 


ALUMINUM TUBE SHIELD 
with Detachable Base 

Will fit on all standard Screen 
Grid Tubes. Supplied with base. 
Measures 2-^" diameter x 8^^" 
\ high. 

No. 1541.Dealer Cost $0.33 
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INSULINS COILS . . . COIL FORM 

SHOR T-WA^ E AND BROADCAST PLUG-iN COILS 




4 Prongs . . . 2 Windings 

Wound on Low-l^oss Bakelite Forms. Diam. height Kim 

handle for easy changing. Uniformly spaced winding. Used with 
either 140 or i50 mmfd. tuning condenser. 

No. Dealer Cost 

1471—Set of 4 short wave coils—from QYz to 217 Meters.$2.50 

1473—Set of 2 Broadcast coils—190 to 550 Meters. 2.00 


ICA LARGE LOW-LOSS "RIBBED" COIL FORMS 


For use in 4, 5, and 6-prong sockets. Designed for easy 
grooving or threading. Size 8% x 1%". 


1051— 4-Prong .$ .45 

1052— 5-Prong .45 

1053— 6-Prong .50 


ICA SMALL BAKELITE COIL FORMS 

Equipped with special rim on top making it easy 
to insert and pull out of socket. Black Bakelite. 
Ridge is grooved for color coding. 

No. Dealer Cost 

1108B—4-Prong ..$ .35 

1113B—5-Prong .37 

1114B—6-Prong .3S 


ICA TRANSMITTING COIL FORMS 

Ma le of Low-Tjoss RX-47 Di-electric. Coil forms 
ril)!)ed for air space winding. Knurled flange for 
easy handling. Supplied in standard bases, either 
4, 5, or G prongs to fit standard sockets. Eight 
14" ribs insure low-loss winding. 


2670— 4-Prong 

2671- 7-5-Prong 



ICA SMALL RIBBED BAKELITE COIL FORMS 

Rugged and durable, these coil forms are designed for 
long service. Measures 1%" diameter, 214'" high with 
molded ribs for low-loss winding and special rim on 
top. Tliere is a recess in the rim to insert the ICA 
Round Labels to signify wave lengths. 

No. Dealer Cost 

2158— -4-Prong .$ .35 

2159— 5-Prong ...40 

2160— 6-Prong .40 


INSULINE CHOKES 

INSULEX R.F. CHOKE COIL . 


HIGH FREQUENCY. Consists of four nar¬ 
row sections each universally wound spaced 
on an Insulex form. Designed especially 
for high frequency receivers. 

Low distributed capacity. Supplied with 
wire leads for mounting. May be mounted 
in grid leak clips. 


No. 277 
Inductance 
2..T M.H. 
D.C. Resist. 

32 ohms 
Current Can. 

150 ma. 
Dir. Cost $.37 


ICA INSULEX R.F. CHOKES 

Can be used in any circuit or position. Designed par¬ 
ticularly for short wave but equally effective over the 
broadcast band. Insulex forms are used with a special 
Rauju Frequency Lacquer for impregnation and ample 
moisture proofing. Solder lugs for firm electrical and 
meclianicgl contacts. 


No. 

Inductance D.C. Resis. 

Current Cap. 

Dealer C 

1777 

2.5 

30 

150 

$ .45 

1775 

5.5 

57 

150 

.57 

1774 

10 

73 

150 

.60 

1772 

30 

136 

125 

.67 

1773 

00 

196 

125 

.87 

1771 

80 

222 

125 

.92 

IRON 

CORE 

HIGH "P" 

R.F. CHOKES 



A high impedance choke coil with low distributed ca¬ 
pacity winding on magnetic core, specially impregnated 
for high frequency purposes. Designed for minimum 
loss with smallest diameter and space requirements, 
and minimum D.C. resistance. Ideal for detector plate 



circuits and R.F. 

filtering systems in 

general. 

No. 

Ind. M.H. 

D.C. Res. Ohms 

Dealer Cost 

6200 

2.5 

17 

$1.07 

6201 

3.5 

22 

1.17 

6202 

5.5 

28 

1.17 

6203 

10 

55 

1.23 

6204 

30 

83 

1.43 

6205 

60 

142 

1.60 

6206 

80 

168 

1.70 

6207 

125 

214 

2.00 


ICA TRANSMITTING R.F. CHOKES 

Tape.f’ed Sections 

Wound on Insulex low-loss core. Has a continuous uni- 

I versal winding in five tapered sections. Designed for 
maximum impedance in amateur bands from 160 
meters downward. 

Ind.M.H. Cur.Nla. Res. Ohms Dealer Cost 
2.8 1000 5 $2.00 

5.8 600 12.5 1.83 


l EAVY DUTY TRANSMITTING CHOKES 

Heavy duty transmitting chokes designed for durable 
service. Extremely low power loss and distributed 
capacity. Coils securely fastened. 

Cur. D.C. 

No Ind. M.H. Cap. Ma. Res. Ohms Dealer Cost 

280 2.5 1000 5 $1.83 

278 5.6 600 l2 1.67 


ICA MIDGET PRECISION CONDENSERS 

Better mechanical de¬ 
sign insures constan¬ 
cy of calibration and 
uniformity between 
units. Ball - bearings 
on both ends of shaft 
insure long life with¬ 
out wear or side play. 
Heavy brass springs 
make direct contact 
with rotor shaft, in¬ 
suring a clean wiping 
contact at all times. 

Single Gang Condenser 

No. Dealer Cost 

533 185 mmfd. $2.17 


Two Gang Condenser 

538 135 mmfd. 2.58 

534 365 mmfd. 2.58 

Three Gang Condenser 

532 135 mmfd. 3.25 

531 365 mmfd. 3.25 

SUPERHETERODYNE TYPE 

Designed for 456KO IF. RF section is 27 
plates; 435 Mmfd. Oscillator Section is 19 
plates; 173 Mmfd. Measurements similar to 
two gang condensers shown above. 

Overall Width: IW' Overall Height: 2" 

Overall Length: 3^^" 

No. 545....Dealer Cost $2.58 


ICA CERAMIC PADDING CONDENSERS 

Compact, yet rugged Padding 
Condensers. Designed for align¬ 
ing tandem condensers, short 
wave band switch coils, an¬ 
tenna trimmers, etc. Uses high 
grade Mica and Phosphor 
Bronze Spring contacts. 


No. 

Min. Cap. 

Max Cap. 

Dir. Cost 

611 

4.0 mmfd. 

40 mmfd. 

$ .37 

612 

12.0 mmfd. 

100 mmfd. 

.37 

613 

70.0 mmfd. 

350 mmfd. 

.40 

614 

160.0 mmfd. 

500 mmfd. 

.40 
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OVER 3 DECADES OF QUALITY RADIO-TELEVISION PRODUCTS 



ICA BAKELITE FLEXIBLE 
SHAFT COUPLING 

Flexible phosphor, bronze spring con¬ 
tact mounted on a round bakelite disc. 
1 % " diam. Has '' bushing. 

No. 2142.Dealer Cost $ .50 


ICA INSULEX FLEXIBLE 
SHAFT COUPLING 

Flexible phosphor bronze spring con¬ 
tact. Mounted on Insulex disc for 
efficient low-loss coupling. 1 % " diam. 
14'' bushing. 

No. 2143.Dealer Cost $ .58 







Dealer Cost 
$10.00C 
lO.OOC 
11.66C 


No. Ho 

609 

610 (Two 
holes) 


ICA INSULATED BUSHINGS 

Equipped with knurled nut that can be tightened 
easily. tFsed as insulated grommet on condenser 
shafts, panel bearing, etc. 


670 — Black. Hole, Diam., Long.. 

671 — Red. Hole, %" Diam., %" Long.... 

672 — Black. 14" Hole, 14" Diam., Long.. 

673 — Red. 14" Hole, 14" Diam., iV' Long.... 


Dealer Cost 

.$13.33C 

. 13.33C 

. 16.6SC 

. 16.6SC 


M ICA PANEL BEARING ASSEMBLY 

1 1 1 . with either rigid or flexible 

tetMtlli 1 I couplings for mounting volume controls, 

condensers, etc., at a distance away from 
the panel. Will fit on panels up to f/' 
I thickness. 

No, 1248 —Overall length 3".Dealer Cost $ .30 

No. 1249 —Overall length 6". Dealer Cost .35 


UNIVERSAL PANEL BEARING 

Designed to accommodate 14" shaft wherever a panel 
btfshing is desired. Furnished with nut and insulating 
washers. 

No. 1250.Dealer Cost $15.00C 


ICA BRASS EXTENSION RODS FENOLINE EXTENSION RODS 


No. Dealer Cost 

2117— 6" L., 14" O.D. $18.00C 

2118 — 12" L., 14" O.D.$ .36 


Dealer Cost 
' L., 14" O.D.. $15.00C 


ALUMINUM IDLER PULLEYS 

Precision made. Distortion free. Non¬ 

warping. Permits closer tolerances. Sup¬ 
plied in any quantity in any type ;— with 
or without shoulders. Listed here are 
typical sizes without shoulders, hole diam. 

•128". 

No. O.D. Cord Diam. Dir. Cost /| |^ 

601 %" 14" . $3.35C y ii 

602 3.67C I I M 

603 14" %" 4.00C \|IW 

604 %" 14" 4.35C 

605 %" %" 4.660 



ICA BAKELITE BASE FUSE MOUNTINGS FOR 3 AG TYPE FUSES 

No. 2340 —Single Pole. Dealer Coot $13.33C 

No. 7201 —Double Pole.. Dealer Cost 21.66C 


Panel Type Mounting 

Equipped with 6-32 
mounting screws. 




BAKELITE BUSHINGS 

Molded bakelite bushings for complete 
insulation. Strong seamless threads. 
Heat resisting to 300°F. , Complete 
with stamped lock nuts. 


Dealer Cost 
$11.68C 


No. 2341 —Single Pole 

Dealer Cost $16.67C ' 

No. 7203 —Double Pole 

Dealer Cost $.27 


FOR 8 AG TYPE FUSES 

FLUSH MOUNT PANEL MOUNT 

No. Dealer Cost No. Dealer Cost 

7202— Single Pole $11.66C 7205— Single Pole . $15.00C 

7204 —Double Pole 21.66C 7206— Double Pole 15.00C 


STANDARD FUSE HOLDERS 

Top quality fuse holder and parts 


2348 2360 2364 

No. 2348 —Standard fuse holder complete. Dealer Cost $12.00C 

No. 2360 —Female sleeve only. Dealer Cost 3.00C 

No. 2364 —Fibre Insulator only. Dealer Cost 5.33M 


JUMBO FUSE HOLDERS 

Fuse holders of various needed values 



No. 2349 —SFE 30 Amperes (2%" L. x %" d.). 

No. 2346— SFE 20 Amperes ( 21 / 2 " L. x 1 / 2 " d.). 

No. 2345— SFE 14 Amperes (2%" L. x 1 / 2 " d.). 

No. 2344— SFE 9 Amperes (21/8" L. x 1 / 2 " d.). 

No. 2359—Male sleeve only. 

No. 2367 —Bakelite bushing only. 

No. 2358—Female sleeve only. 


Dealer Cost 

.$20.00C 

. 20.0GC 

. 20.00c 

. 20.00c 

. 3.75C 

. 3.00c 

. 5 . 00 c 



PRE-WIRED JUMBO 
HOLDER 

M Suitable for 3 A.G. 20 

■— amp. or SFE 14 amp. 

.—. ; . \ 7 fuse. Eliminates neces- 

' sity of soldering when 

changing fuse holder. Wire is merely severed, stripped and placed 
in line. 

No. 2368.Dealer Cost $ .27 


ANTENNA CONNECTOR 




2347 2362 2361 2363 

No. 2347 —Antenna Connector Complete ... Dealer Cost $7.50C 

No. 2362 —Male part only (also part for 2348). Dealer Cost l.SOC 

No. 2361 —Female sleeve only. Dealer Cost 2.10C 

No. 2363 —Spring only for 2347 and 2348. Dealer Cost 6.00M 


MOTOROLA PIM PLUG 


SHIELDED JACK 


No. 2378 No. 2375 

No. 2375—Motorola Pin Plug... Dealer Cost $ 8.33C 

No. 2378—Motorola Shielded Jack. .Dealer Cost 13.33C 
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ICA SH^FT COUPLINGS 
AND EXTENSION RODS 


To increase lengths of shafts of different 
diameters. In two types—Brass . . . Fenoline. 


Brass Couplings and Reducers 


No. 

Length 

Hole 

O.D. 

Dir. Cost 

2105 

%" 

" coupler 

iV' 

$15.00C 

2106 

%" 

% " coupler 


15.00C 

2107 

%" 

%"to 14" 





coupler 

tV' 

15.00C 

2111 

IVs'' 

ii"to lA" 





shaft 


IS.OOC 

2112 

- IVs" 

V^"to %" 





shaft 

iV' 

18.00C 

2113 

IVs" 

%^to W' 





shaft 

1^" 

18.00C 

ICA Fenoline Couplings 

and Reducers 

No. 

Length 

Hole 

O.D. 

Dir. Cost 

2116 

%" 

" coupler 

•h" 

15.00C 

2109 

%" 

%"to 





coupler 


15.00C 

2110 

IVs" 

1 / 4 ''to l^" 





shaft 

A" 

18.00C 


Long Extension Couplings 
Made of Brass with extra long extension. 

No. Length I.D. O.D. Dir. Cost 
2123 1%" $1S.00C 


BAKELITE AND FENOLINE TUBING 


lOA tubing is strong me 
chanically, has extremely 
low electrical absorption 
and is highly resistant to 
moisture. Alisolute perfec¬ 
tion in winding of coils is assured by tlie use 
of ICA tubing—thus affording relief from 
complaints or failure in performance. 



Finished In Natural and Black Colors 
Small sizes up to one inch in Black only. 
Ai" Wall Thickness, Full Lengths. 
Approximately 30 to 48" 


BAKELITE FENOLINE 



Dir. Cost 



Dir. Cost 

No. 

Per Ft. 

Size O.D. 

No. 

Per Ft. 

100 

$ .65 


161 

$ .58 

101 

.78 


162 

.63 

102 

.83 


163 

.70 

103 

.90 

¥ 2 " 

164 

.73 

104 

.97 


165 

.77 

105 

1.07 


166 

.78 

106 

1.12 


167 

.87 

147 

1.17 

1" 

134 

.78 

148 

1.33 


135 

.93 

149 

1.42 

11 / 2 " 

136 

.95 

150 

1.55 

1%" 

137 

1.07 

151 

1.75 

2" 

138 

1.17 

152 

1.80 

2%" 

139 

1.27 

153 

2.17 

21 / 2 " 

140 

1.40 

154 

2.40 

2%" 

141 

1.67 

155 

2.75 

3" 

142 

1.83 

156 

2.90 

s%" 

143 

1.97 

157 

3.10 

SVs" 

144 

2.32 

158 

3.10 

3%" 



159 

3.80 

4" 



STOCK SIZES 

OF BLACK 

AND 

BROWN 


FENOLINE TUBING 


[ndividual lengths tubing in following diam.; 

1"; IV 4 "; IVa"; 2''; 2 %''; 2 %"; 

3"; Wall thickness 1/16". 

No. Dealer Cost 

2131— 3" long—1" O.D. to 8" O.D. $ .45 

2132— 4" long—1" O.D. to S" O.D. .55 

2133— 6" long—1" O.D. to 8" 0.p. .78 

When ordering, specify exact diameter. 


SPECIAL LENGTH BAKELITE TUBING 

Cut to Order —‘ Wall Thickness to 1/16" 
Outside diametera range from 1" to 4". Prices 
on request. Other diameters and thicknesses 
quoted on request. 


FENOLINE INSULATED GRID CAPS 


Improved type for standard and 
transmitting tubes. Sturdy cad¬ 
mium plated brass clip. Furnished 
with 12" wire. 

For 866 Transmitting Tubes 
No. 683—Black Dealer Cost $.42 



For Standard Glass Receiving Tubes 
with small caps 


No. 680 —Red. Dealer Cost $20.00C 

No. 681—Black.Dealer Cost 20.00C 


RUBBER INSULATED GRID CAPS 



For Transmitting “Tubes 

New improved type. Insulation 
made of special soft rubber over 
spring bronze. 

For 866 Type Tubes 
No. Dealer Cost 

870—^With Leads .$ .25 



1550 


SPRING ACTION GRID CAPS 

For all types of tubes. Positive contact. All grid 
caps are hot tinned ready for soldering. 

No. Dealer Cost 

1550— -For standard glass receiving tubes 

with small caps (.3 60 dia. ). $7.50M 

1551— For tubes witn miniature caps 

(.250 dia.) . 7 SOM 

1553— For glass tubes. 8.35M 

1554— For glass tubes. 8.35M 



1551 



ICA "INSULOID" RODS 

Made of phenolic material of high electrical insulating proper¬ 
ties and great tensile strength. 


No. 

Color 

Size 

Dir. Cost 

2175 

Black 

12" X 1^" 

$ .30 

2176 

Black 

. 24" X i/L" 

.53 

2179 

Black 

12" X %" 

.42 

2180 

Black 

24" X %" 

.85 

2183 

Black 

12" X 

.57 

2184 

Black 

24" X 1 / 2 " 

1.13 


BAKELITE RODS FfNOLINE RODS 

Approximate Lengths: 3 ft. 


No. 

Diam. 

Dir. Cost 
Per Ft. 

No. 

Diam. Dir. Cost 
Per Ft. 

175 

1/4" 

$ .87 

168 

1/4" 

$ .57 

178 

A" 

1.05 

169 

%" 

.77 

176 

%" 

1.25 

170 

1 /^" 

.95 

177 

1 / 2 " 

1.65 





ICA FLEXIBLE SPAGHETTI TUBING 


ICA SPAGHETTI TUBING 

For No. 10 to No. 18 gauge Wire. 


20 Foot Lengths 



A flexible tubing in at¬ 
tractive colors. Will ac¬ 
commodate from No. 10 
to No. 18 wires. 

Furnished in one length 
—20 feet long on handy 
spools. 


Guaranteed not to crack. Furnished 
in 30" lengths. 

Dealer Cost 

No. Color per length 

182— Red .$10.00C 

183— Yellow . lO.OOC 

184— Brown . lO.OOC 

185— Green . lO.OOC 

186— Black . lO.OOC 


I 



SMALL SIZE SPAGHETTI TUBING 


200— Red .$10.00C 

201— Yellow . lO.OOC 

202— Black . lO.OOC 


No. 

Color 

Dealer Cost 

210 

Red 

Per Spool $ .84 

211 

Yellow 

Per Spool .84 

212 

Brown 

Per Spool .84 

213 

Green 

Per Spool .84 

214 

Black 

Per Spool .84 

500 

and 

Foot Spools, spaghetti tubing, same grade 
colors as above. Specify color per spool. 


LARGE SIZE SPAGHETTI TUBING 

Supplied in 36" lengths. Diameter 9/64" I.D. 
X 3/16" O.D. 

No. 196—Supplied in black only 

Dealer Cost—per length $.34 


ICA GIANT SLEEVING 

Made of high voltage insulation saturated 
cambric material. Inside diameter For 

Insulating Resistors, Small Condensers, Wire 
Cables, Leads, etc. 36" lengths. 


No. 197. 


Dealer Cost $19.16 


No. 198, 


Dealer Cost $.34 
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ICA TERMINAL STRIPS 

Specially suited for amplifiers, mixers, 
receivers, etc. Made of ^ 5 " heavy black 
Bakelite, engraved in white. Terminals 
are brass cadmium plated. 


BAKELITE TERMINAL STRIPS 

Brown bakelite 1/16'' 
thick. Suitable light 


No. 

Terminals 

Marking 

Mtg. Clrs. 

Size 

1 

Dealer Cost 

2420 

2 

Plain 

1 1/2 

% X 2 

$13.35C 

2419 

2 

A & G 

IV 2 


13.35C* 

2418 

2 

Output 

iVa 


13.35C 

2417 

2 

Input 

IV 2 


13.35C 

2414 

3 

Plain 

2 

% X 2y2 

18.33C 

2415 

3 

1, 2, 3 

2 


20 . 00 c 

2413 

4 

Plain 

21^ 

% X 3 

23.32C 

2408 

4 

1, 2, 3, 4 

2 V 2 


.25 

2405 

5 

Plain 

3 

% X 31/2 

.28 

2406 

5 

1, 2, 3, 4, 5 

3 


.32 

2404 

6 

Plain 

31/2 

% X 4 

.34 

2402 

6 

1, 2, 3, 4, 5, 6 

3V2 


.40 

2412 

7 

Plain 

4 

78 X 41/2 

.42 

2411 

7 

1, 2, 3, 4, 6, 6, 7 

4 


.45 

2410 

8 

Plain 

41/2 

78 X 5 

.47 

2409 

8 

1, 2, 3, 4, 6, 6, 7, 8 

41/2 


.52 

2424 

9 

Plain 

5 

78 X 51/2 

.52 

2423 

9 

1, 2, 3, 4, 6, 6, 7, 8, 9 

5 


.57 

2422 

10 

Plain 

51/2 

78 X 6 

.57 

2421 

10 

1, 2, 3, 4, 5, 6, 7, 8, 9. 10 

51/2 


.63 


perimental 

etc. 

purposes, 

i HI i 

oJ ID 

No. 

Terminals 

Mtg. Ctrs. 

Dir. Cost 

2520 

2 


$ 9.00c 

2521 

3 

1% 

12.00c 

2522 

4 

2^ 

15.00C 

2523 

5 

2% 

18.00C 

2524 

6 

3i?b 

20.00c 

2528 Terminal Lug & 

Screw only... 

.. 3.46C 


TWIN JACK STRIP 

With two terminals. 
■ Thkes standard phone 
tips. Base width 
l^J" between Mounting 
holes. 

.....Dealer Cost $15.00C 


Terminal Strip 
Offset Mounting Bracket 

For more rigid mounting of ter¬ 
minal strips. Mounting hole for 
No. 6 screw. 

No. 2430 ...Dir. Cost $1.67C 


BAKELITE TERMINAL MOUNTING STRIPS 



LPl^QlpEOl^ 


Mounting tie strips for fastening Resistors, 
Condensers, etc. Mounting Lug hole dia¬ 
meter .140". Type A shows non-ground 
mounting lug. Type B shows combination 
grounding-mounting lug: 


Type B 


No, 

Type 

Terminals 

Mtg. 

Centers 

Mounting 

Lugs 

Dealer Cost 

2434 

A 

1 1 


1 

$1.92C 

2455 

B 

1 1 

One 

1 

2 . 20 c 

2435 

A 

2 1 

Hole 

1 

2.70C 

2456 

B 

2 J 


1 

2.70C 

2436 

A 

3 

IV 2 

2 

4.75C 

2457 

B 

8 

IV 2 

2 

4.75C 

2437 

A 

4 

178 

2 

5.75C 

2458 

B 

4 

178 

2 

5.75C 

2438 

A 

6 

2 V 4 . 

2 

6.75C 

2459 

B 

5 

21A 

2 

6.75C 

2439 

A 

6 

178 

2 

8.50C 

2460 

B 

6 


2 

8.50C 

2440 

A 

7 

IV 2 

2 

9.25C 

2461 

B 

7 

1 V 2 

2 

9.25C 

2441 

A 

8 

1 % 

2 

10.50C 

2462 

B 

8 

178 

2 

10.50C 



SPECIFICATION TERMINAL 
STRIPS 

Special type terminal strips with 
terminals in any required posi¬ 
tion, including offset bracket 
type. Made to specifications. 
Send us your print. 


Copyright by U. C. P., Inc. 



Terminal Strip Offset Mounting 
Bracket and Lug Combination 

For sturdy mounting of termina’ 
strips. Affords solder connectiiui for 
ground. Mounting hole for No o 
screw. 

No. 2431.Dir. Cost. $1.67C 


TERM!NAL LUGS 

No. Dealer Cost 

24^5—Lugs only 

(less screws) .$4.03C 

2426—-Terminal Screws, 

%" L. 1.07C 


riPM NAL LUGS 




No. Description Dealer Cost 

2444— Terminal Lug .$5.COM 

2445— Mounting Lug— 

#6 hole .83C- 5.00M 

2446— Notched Terminal Lug .67C - 5.00M 

2448—Combination Term. 

and Mounting Lug— 

#6 hole . l.OOC- 8.00M 

2638—Same as 2 4 48— 

#8 hole . l.OOC - 6.66IVI 

2447— Double lug with 

center eyelet . l.OOC - S.OOM 

2463—Combination lug—eye¬ 
let type and bracket . .83C - ' S.OOM 
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insuline 

OVER 3 DECADES OF QUALITY RADIO-TELEVISION PRODUCTS 


ELECTRONIC 

HARDWARE 

A wide range of hard- 
ware for varied ap- 
ill plication. Especially 

suitable for the re- 

oratory, engineering 
and servicing fields. 


^ ROUND HEAD 

MACHINE SCREWS 
NICKEL-PLATED I 


Packed 500 to Package 


Description 

2-56 X 1/4" long 
4-36 X 1/4" long 
4-36 X 1/4" long 
4-36 X %"long 
6-32 X 1/4 " long 
6-32 X % " long 
6-32 X 1 / 2 "long 
6-32 X % " long 
6-32 X l"long 
8-32 X %" long 
8-32 X 1 / 2 "long 
S 32 X l"long 
10-32 X 1/4" long 


BINDING HEAD 
MACHINE SCREWS 

Packed 100 to Package 


Description 
6-32 X long 
6-82 X 1/4" long 
6-32 X % " long 



OVAL HEAD 
MACHINE SCREWS 
NICKEL PLATED 

Packed 100 to Package 


BuIk 

Cat. No. Description 

5710t 10-S2X %''long 

5554 8-32 X ft" long 

tFor Transmitting Racks. 


PARKER-KALON 
SELF-TAPPING SCREWS 


I to Package 


Bulk 
Cat. No. 
*5562 

5555 

5556 

5557 

5558 

5559 


*I)rive Screws 




Description 

No. 3 X " long 
No. 4 X 1/4 " long 
No. 6x1/4" long 
No. 6 X % " long 
No. 7x1/4" long 
No. 10 x %" long 


CUP WASHERS 

Packed 100 to Package 


Description 
Hole Size 

No. 8 
No. IQ 


Packed 500 to Package 


Bulk 
Cat* No. 
5677 


Description 

No. 1 X 1/4 " long 



PLATED STEEL 
HEXAGON NUTS 

Packed 500 to Package 


o 


Description 

4-36 X 1/4 
4-86 X ^ 
6-32 X 
6-32 X 1/4 
8-32 X 
10-32 X % 
V4.-20xj\ 
1/4-32 X % 
3/8-32 X 1/2 


Bulk 
Dir. Cosi 
$5.00IVI 
5.00IV1 
5.50M 
5.50IV1 
5.50M 
$ .850- 6.66M 
l.OOC- S.331VI 
S.OOM 
2.50C-22.50M 



PLATED BRASS 
HEXAGON NUTS 

Packed 100 to Package 


Bulk I 
Dir. Cost 
$4.17fVI 
4.17iVI 
4.17IVI 
4.50IVI 
4.42M 
S.OOM 
5.16M 
5.50M 
6.50M 
5.42M 
6.00M 
7.50M 
7.50M 


Bulk 


Bulk 

Cat. No. 

Description 

Dir. Cost 

5564 

4-36 X Is 

$ 5.83M 

5566 

6-32 X 14 

8.33M 

5567 

6-32 X Is 

8.35M 

■1 f\ 

5570 

8-32 X A 

lO.OOM 

5574 

3/8-32 X 1/2 

10.S3M 


Bulk 
Dir. Cost 
$9.00M 
9.00M 
9.00M 


Bulk 
Dir. Cost 
$7.50M 
7.50M 


Bulk 

Diam. 


Bulk 

Cat. No. 

Shank 

Length 

Dir. Cost 

5730 

ys 


$5.00M 

5663 

ys 


6.00M 

5664 

ys 

y4 

6.00M 

5665 

ys 

1 ^ 

6.30M 



Bulk Dir, Cost 
$1.00C-$9.16M 
1.17C.10.00M 
1.50C-10,00M 
1.50C-13.33M 
1.75C-15.00M 
2.00C-1S.33M 


Description 
Width Length 


Bulk 
Dir. Cost 
$5.00IV1 
$1.17C-$5.00M 


ESCUTCHEON PLATE SCREWS 



FLAT STEEL PLATED 
WASHERS 

Packed 500 to Package 


Bulk 
Dir. Cost 
$11.00M 


Description 
For No. 6 Scre;W 
For No. 8 Screw 
For No. 10 Screw 
For 14 " Screw 
For % " Screw 


EVERLOCK 
LOCKW ASHERS 

Packed 500 to Package 


Description 

For No. 6 Screw 
For No. 8 Screw 
For No. 10 Screw 


Bulk 
Dir. Cost 
$3.33IVI 
3.75IVI 
4.17IVI 


KANTLINK SPLIT TYPE 
LOCKWASHERS 

Packed 500 to Package 


Bulk 
Cat. No. 

5589 

5590 

5591 
5602 


Description 

For 6-32 Screw- 5 ^" thick 
For 8-32 Screw- bs" thick 
For 10-32 Screw- 1 ^" thick 
For 1/4-32 Screw-t'g" thick 


Bulk 
Dir. Cost 
$3.33iVI 
3.33M 
3.33iVI 
4.33M 


1 ^ EYELETS 

F| ^ 

li ll m 

Ijil Uil III to Package 

Bulk DIam. Bulk 

lat. No. Shank Length Dir. Cost 
5672 .115 A • $6.00M 

5671 .125 /s 5.70M 

5670 .132 ^ 5.10M 


NICKEL PLATED TUBULAR STEEL 
RIVETS 


Packed 500 
to Package 



FLAT FIBRE WASHERS 


Packed 500 to Package 


Bulk 


Description 


Bulk 

Cat. No. 

Diam. 

. Thick. 

Hole 

Dir. Cost 

5601 

Is 

Is 

Is 

$4.17NI 

5612 

% 

Is 

Vs 

4.83M 

5609 

Vz 

Is 

Is 

S.OOM 

5626 

% 

Is 

Is 

S.OOM 

5605 

% 

Is 

Is 

S.OOM 

5610 

Vz 

.020 

Is 

S.OOM 

5611 

% 

Is 

% 

6.42M 





SHOULDER WASHERS 


Packed 500 to Package. 


STEEL CABLE CLAMPS 
PLATED 


Packed 500 to Package 

9 

Description Bulk. 

Length Diam. Bend Dir. Cost 
% $1.33C-$12.00M 

it 1.67C- 15.00M 


NICKEL PLATED 
SPRING CLIP 

Packed 100 to Package 


Bulk 

Overall 

Shoulder 

Overall 

Bulk 

Cat. No. 

Diam. 

Diam. 

Hgt. 

Dir. Cost 

5618 


Is 


$5.S3M 

5620 

Is 

Is 

Is 

6.66M 

5615 

% 

y4 

Is 

5.83M 

5619 

Is 


Vs 

6.66M 

5616 

Vz 

Is 

Is 

5.S3M 

5624 

Vz 

% 

Is 

6.66M 

5628 

% 

Vz 

Is 

8.35M 



MIDGET FUSE CLIPS 

(For Glass Fuses) 


Packed 100 to Package 


Bulk 
Cat. No. 
5681 


Bulk 
Dir. Cost 
$15.00M 
16.67M 
19.16M 


Bulk 
Dir. Cost 
$15.00M 


— w ICA FLEXIBLE 

RUBBER GROMMETS 

—Packed 100 to Package 

(1) (2) (4) (5) 

Thick- Mtg. Bulk 

O.D. ness Slot Width Dir. Cost 

y2 5% if $2.92C 


Bulk-;;. 
Dir. post 
$2.50M 
2.50M 
2.50M 
3.75M. 
4.17M 


AN GROWIM ET (931-4-7 ) 

y4 % ^ ^ tV 
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OVER 3 DECADES OF QUALITY RADIO-TELEVISION PRODUCTS 


c 

:>;05 


ANGLE 

BRACKETS 

Packed 100 
to Package 


(r\ 



tOne Hole Tapped—One Plain. 
+ One Slot—One Plole. 


Bulk 
Cat. No. 

A 

B 

Width 

Bulk 
Dir. Cost 

5702 

3% 

5% 


$2.08C 

5703 

% 

% 

% 

2.25C 

5704 

8'3' 

iVs 

% 

3.50C 

5705 

tg- 

Ig 

Vat 

4.17C-28.85IVI 

5706 

% 


%t 

2.08C 

5707 

% 



2.67C 


BRASS TINNED TERMINAL LUGS 


Packed 500 to Package 



5655 

5653 

5650 

5651 5652 

BuiK 



Bulk 

Cat. No. 

Length 

Hole Size 

Dir. Cost 

5645 

si 

No. 8 

$ .72C-$4.62M 

5654 

% 


.72C- 4.62iVl 

5646 

14 

No. 6 

.67C- 5.00M 

5656 

H 

No. 6 

.56C- 4.01M 

5647 

% 

No. 10 

.72C- 4.62M 

5649 


No. 8 

6.50M 

5648 

1 

Tpg 

6.00M 

5655 

■ H 

No. 8 

.80C- 4.81IVI 

5653 


No. 6 

.80C- 4.81M 

5650 

% 

No. 6 

.80C- 6.00M 

5651 


No. 10 

1.04C- 7.21iVI 

5652 

1 Vs- 

y4. 

1.44C-12.66IVI 

EVERLOCK TERMINAL LUGS 

Packed 500 to Package 





5480 


Bulk 



Bulk 

Cat. No. 

Length 

Hole Size 

Dir. Cost 

5480 


No. 6 

$1.25C-11.00M 

5481 

it 

1/4 

1 . 12 c- 8.081V1 

5482 

% 

No. 4 

1 . 12 c- 8.08M 

5483 

% 

No. 6 

1 . 12 c- 8.08IV1 

5484 

78 

No. 8 

1 . 12 c- 8.08IVI 


HANDY 

RACK SCREW AND 
WASHER ASSORTMENT 



Packed in handy ICA jars. Includes 25 Oval 
Head Screws (10-32 x %") and 25 Cup 
Washers (10-32). 

No. 5210.Dealer Cost $ .99 



UNIVERSAL 
RADIO HARDWARE 
ASSORTMENT 

Contains 2 pounds of as¬ 
sorted hardware common¬ 
ly used by servicemen, 
amateurs, experimenters, 
etc. Suitable for many 
types of radio, television, 
servicing, etc., jobs. In¬ 
cludes screws, nuts, bolts, 
rivets, eyelets, lugs, wash¬ 
ers, etc. 


No. Dir. Cost 

5250 $1.50 



ICA ALL-PURPOSE RADIO HARDWARE 
AND ESSENTIAL EQUIPMENT 

Packed in a handy indestructible metal utility 
case. 

This DeLuxe assortment includes such items 
as knob set screws — escutcheon screws — 
Parker-Kalon self-tapping screws — rubber 
grommets — screws — nuts, etc. 

No. 5251..Dealer Cost $3.92 



Assortment contains popular sizes used in the 
Radio, Electrical and Television field. Care¬ 
fully selected group to meet many require¬ 
ments. Packed for ready use. 

No. 5811.Dealer Cost $1.20 

Contains 60 Rubber Grommets 



ICA ANGLE 
AND 

BRACKET 

ASSORTMENT 



A complete assortment of 30 popular angles 
and brackets, nickel plated finish. This com¬ 
bination of angles and brackets has been 
carefully selected to fill a wide variety of 
requirements. Packed for ready availability. 
No. 5800.....Dealer Cost $.60 


A representative assortment of fibre washers 
both plain and shoulder, to fit all popular 
size screws and bolts. Suitable for wide range 
of uses. Packaged for ready use. 

No. 5805.Dealer Cost $.60 

Contains 100 assorted washers 


ICA UTILITY GLASS JARS 

For use on service bench to 
store hardware, etc. 2 " high 

X 114 " deep. 

No.5^00 

Dealer Cost $9.00C 




ICA INSULATED AND BRASS 
SPACERS AND BUSHINGS 

Used for raising sub panels, chassis, con¬ 
densers, etc. For manufacturers, experimenters 
and laboratory use. 


Made of High Qualify Bro.^s 


Dealer Cost 


No. 

Diameter 

Length 

per C 

5760 


y4" 

$4.00 

5761 

14/' 


4.83 

5762 

1.4" 

yg" 

5.66 

5763 

y4" 


6.58 

5767 

y=" 

1" 

7.50 

5764 

%" 


5.83 

5765 

%" 

14" 

6.66 

5766 

%" 

%" 

7.92 

5768 

%" 

1" 

10.83 


Made of Fenoline Insulation 

5775 

y4" 


3.50 

5776 

y4" 

%" 

4.00 

5777 


yg" 

4.50 

5778 

1 / 4 " 

%" 

5.50 

5782 

y=" . 

1" 

6.50 

5779 

%" 

^.4" 

4.00 

5780 

%" 

ya" 

5.00 

5781 

%" 

%" 

6.00 

5783 

%" 

1" 

7.50 

Threaded Brass Bushings— 

Diameter 

5785 

for 6/32 screw 

14" 

4.83 

5786 


%" 

5.66 

5787 

“ 

Va" 

6.66 

5788 

“ 

%" 

7.50 

5794 

“ 

1" 

8.35 

5790 

for 8/8 2 screw 

14" 

5.50 

5791 

“ 

%" 

6.50 

5792 

<< 

ya" 

7.50 

5795 

“ 

1" 

9.16 


SPACER AND BUSHING ASSORTMENTS 

Brass and Insulated 



Assortment of 25 spacers and bushings in 
& %. Diameters from 14" to Ideal for 

raising sub panels, chassis, etc. 

No. Dealer Cost 

5260 — Insulated Assortment . $1.50 

5261 — Brass Assortment . 1.50 

Threaded Brass Bushing Assortments 

5262 — 16 Assorted Brass bushings. 
Threaded for 6/3 2 from 14^^ to 

" lengths . 1.50 

5263— 16 Assorted Brass bushings. 
Threaded for 8/32 frcm 14" to 

%" lengths . 150 



Molded Bakelite Eyelet Bushing 

No. Dealer Cost 

2365 — Suitable for either spacer or 

bushing. With brass eyelet. $2.92C 

2366 — Same as above, without eyelet.. 1.92C 


Copyright by U. C. P., Inc. 
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FILTERVOLT NOISE FILTER ' 

An efficient filter for 
disturbances caused by 
electrical appliances. 
For use with any all¬ 
wave or broadcast re- | 
ceiver. 

Rated conservatively at 
250 watts for 82,: 110 
and 220 volt AO or DC 
circuits. Can be in¬ 
stalled either at the 
radio or at the source 
of disturbance. 

Contains heavy duty R.F. chokes, large filter 
capacitor, and has a “PI” Filter circuit 
arrangement. 

No. 338.Dealer Cost $5.00 


ICA 

FILTERVOLT ^ 

Improves extremely 
noisy radio recep¬ 
tion due to inter¬ 
ruptions in power 
line caused by elec¬ 
trical appliances, 
lights, etc. 

No. 394 
Dealer Cost $3.00 




IMPROVED ICA DELUXE SIGNA-TONE 
AUDIO OSCILLATOR —CODE PRACTICE SET —KEYING MONITOR 

The ICA Signature is a perfected Audio ' 

Oscillator, having 3 different output fre- | 
quencies and a continuously variable vol¬ 
ume control. The Audio notes are similar 
to those of high quality commercial GW 
stations. 

1. CODE PRACTICE SET—A number of 
phones and keys may be connected for 
intercommunication or for classroom or 
radio club instruction in code. 

2. KEYING MONITOR—An invaluable aid in improving any ham’s “fist.” IVill follow 
the “bug” at all speeds. No well-equipped station should be without this keying monitor. 
(A double pole keying relay is required for this function-—one set of contacts for keying 
transmitter; other set for monitor.) 

8. MODULATION SIGNAL—^The steady note of the Signature is ideal for adjusting both 
the Modulator and modulated stages of your transmitter for 100% modulation. 

4. SIGNAL TRACER—By feeding the output of the Signatone into each stage of your 
modulator and listening to the output of that stage, defects and “bugs” can easily be located. 
Complete with 50B5 and 85W4 tubes and self-contained speaker for 110 V AC-DC. 

No. 4300 —Dealer Net Cost.. .$15.75 

No. 4301 —Classroom Model (No Speaker)—^Dealer Net Cost ...... 13.50 


ICA UNBREAKABLE MORSE CODE RECORDS 

Learn the International Morse Code Quickly, Easily — Uses 
EYE - EAR Method. The Complete Linguaphone Code Equip¬ 
ment consists of 5 Double-faced, electrically transcribed records 
in durable album. Contents: 3 Tables, 10 Lessons. 



No. 1800—Complete . 

No. 1800R—Record only 
No. 1800B—Booklet only 


..Dealer Cost $10,95 
..Dealer Cost 2.03 
..Dealer Cost .98 


SIMPLEX FILTERVOLT 

Eliminates Radio Noises Caused By— 




• Electric Shavers 


• Refrigerators 

• Fans • Elevators 

^ Oil 

• Motors, etc. 

No. 90.Dealer Cost $1.17 


UNIVERSAL VOLTAGE REGULATOR 

Voltage fluctuation often 

occurs not gradually but 

suddenly, thus bringing a 

tremendous strain on the 

tubes. This regulator pro- 

tects tubes through scien- 

tific regulation of current 

fluctuations. Housing body |)j|ljliSS|ijijS 

and end rings are neatly ®^|{i{|j|{ijl|ijiji{i|l|i|{}a 

constructed and of per- 

forated japanned metal. 

For all Radio Sets, AO, 

No. 92.Dealer Cost $1.17 


ICA 3-IN-1 RADIO TUNER 


ICA 

EAR PHONES 

Complete With M 

Head Bands ^ / 

Made of molded 
Bakelite and 
light-weight nick- iWWiI , 
el-plated metal. C 

2000 ohms. 

No. 23—^Double Head Phone.. 


Dir. Cost $2.71 



Functions as either an Antenna Tuner, Wave 
Trap, or Aerial Eliminator. Operates on any 
make or model radio set. 

As an Antenna Tuner, it will improve the 
reception of a weak station. As a Wave Trap, 
it will separate interfering stations and im¬ 
prove selectivity. As an Aerial Eliminator, it 
makes unnecessary the outdoor aerial. Easily 
installed within a few minutes. 

No. 93...Dealer Cost $.60 

Complete with Instructions. 


ICA "TRIPLEX’* 

Radio & Telegraph Code 
Practice Set 
Blinker Light 
Radio Signal—Telegraph 
No. Dir. Cost 

70— Single Unit (less 

batteries) .$1.95 

71— Double Unit (50 

ft. wire) . 4.12 



EAR CUSHIONS j 

Made of soft rubber. Ideal 
for the amateur wireless op- 

Nd. 195..Dealer Cost $.84 pr. 


No. Dealer Cost 

193—Spades on one end, tips on other $ .64 


ICA TENNA-SCOPE LOOP 

For Midgets or 
Portables 


ICA RECORD-PLAYER SWITCH 

Replacement for RCA Switch 
9824A 

Recommended for quickly con¬ 
necting Record Players, F.M. 
attachments. Television attach¬ 
ments, Microphones and similar 
devices into the audio ampliflei 
of existing radio receivers. 


No. T.740.....Dealer Cost $1.55 



RESISTOR CORDS 


Eliminates nece^ity 
Easily assembled. 

No. 4385.Dealer Cost $ .83 


. ICA TENNA-SCOPE A new style built- 
in tuned radio an¬ 
tenna. Easily con¬ 
nected. Eliminates 
use of outside aerial 
and ground. Fea¬ 
tures: Better selec¬ 
tivity — Higher 
signal to noise ratio 
—Easily connected, 
no 'soldering. 

No. 4380......Dealer Cost $2.00 


A series of replacement re- g 
sistor cords for practically ^ 
all AC-DO requirements. 

No. Resistance-Ohms 

513 135 

514 160 

515 190 

516 220 

517 290 

518 340 

519 540 



Dir. Cost 
$ .84 


UNIVERSAL RESISTOR CORD 

Replacement Resistor Cord for all makes re¬ 
ceivers. From 22 to 380 ohms on one cord. 
Instructions with each cord. 

No. 205...Dealer Cost $1.25 
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BUD PATENTED VISE-GRIP ASSEMBLY METHOD 

No longer is it necessary to use a soldering iron or screw¬ 
driver to replace a broken or worn lead on a test prod or plug. 
To install a wire in this unique, patented prod, merely insert 
end of wire in hole, screw down handle to finger tightness 
and a positive contact is assured. By far the fastest, most 
efficient way of doing this jab. This method is used on all 
test prods and test leads shown below. 


BUD VISE-GRIP TEST PRODS WITH PLASTIC HANDLE 


BUD SMALL JACKS 

These panel mounting jacks are desirable for 
control panels and similar applications where 
space is at a premium. Parts are accurately machined, with 
cadmium plated finish and contacts are formed from spring 
brass. Each jack comes complete with insulating washers and 
will accommodate standard plugs. Overall length 1%". 


Catalog No. 

J-1038 

J-1058 


Contacts 

2 

3 


Distance Behind Panel Dealer Cost 


Needle Chuck 


Phone Tip 


Banana Plug 


Prod is made of brass rod, and is nickle plated. Plastic handle 
is threaded at one end and prod screws into same. 

Catalog Dealer 

Number Cost 

TP-93 Needle Chuck . $ ,21 

1" plastic handle—red or black 

TP-94 Phone Tip .18 

V' plastic handle—red or black 

TP-477A Banana Plug .18 

1" plastic handle—red or black 

TP-95 Needle Chuck . 30 

4" plastic handle—red or black i 

TP-96 Phone Tip .27 

4" plastic handle—red or black 

TP-97 Banana Plug .30 

4" plastic handle—red or black 


BUD SUPER TEST LEADS 

All BUD Super Test Leads use BUD “Vise-Grip” Prods that 
screw into the highly polished 4" or 1" plastic handles an each 
end of the leads. The finest, flexible, kinkless, rubber covered 
wire obtainable is used on all I’UD Test Leads. 





No. TL-178 is supplied with 4” handles at one end of the wires 
with removable needle points and on other end 1" handle 
with phone tips. 

Cat No. TL-178.Dealer Cost $1.35 

No, TL-179—4" handles, one with removable needle point and 
the other with phone tip and removable alligator clip. I" 
handles with phone tips. 

Cat. No. TL-179.Dealer Cost $1,65 

No. TL-180 have 4" plastic handles with phone tips on one end. 
Other end, 1" handles with phone tips as illustrated above. 
Cat. No. TL-180.Dealer Cost $1.29 


GIANT BANANA PLUGS AND JACKS FOR HEAVY 
DUTY APPLICATIONS 

Giant banana jack, complete Giant plug, tapped 10-32. 
with nut and solder lug. For Positive spring action 

mounting, drill %" hole. assures firm contact. 

Cat. No. PJ-963 Cat. No. PL-962 

Dealer Cost $ .17 Dealer Cost $ .20 




Giant insulated banana plug 
jack, complete with insu¬ 
lating washers, solder lug 
and nut. To mount, drill 
Vz" hole. 

Cat. No. PJ-476A 

Dealer Cost $ .33 


High voltage insulated banana 
plug. Over all length 2%". 
Excellent for heavy duty 
applications. 

Cat. No PL-475A 

Dealer Cost $ .45 



Catalog 

Number 

J-1324 


J-1329 

j-1330 fl y — IH 


BUD ALL PURPOSE JACKS 

Although small in size, this is one of the finest 
lines of jacks available. The careful design and 
high quality materials used in these components 
assure long, dependable service. Circuit opening 
contacts are made of pure silver and the laminated 
bakelite insulation prevents breakdown between 
springs at all ordinary voltages. Supplied with 
panel insulating washers. Height 1%", distance 
behind panel %"• 

Circuit Contact Dealer 

design Arrangement Cost 

^ - - Open Circuit $ 'Slk 


Closed circuit 


3-Contact open circuit *4// 

Break contact on tip and 

ring spring .54 

Separate make-contact springs .64 

Break contact on tip spring— 

separate make-contact spring .57 

Break-make contact on tip sprint^; .54 


BANANA PLUGS AND JACKS 
(Brass Nickel Plated) 

Banana plug jack, threaded Banana plug 

%—28, supplied with Overall Length 

nut and solder lug. Shank threaded 6-32, 

Cat. No. PJ-949 supplied with 6-32 nut. 

Dealer Cost $ .10 Oat. No. PL-470 

Dealer Cost $ .15 


Insulated banana plug jack, 
complete with insulating 
washers, solder lug and nut. 
Cat. No. PJ-478 

Dealer Cost $ .17 


Banana plug. Shank tapped 
for 6-32 screws. Nickel 
plated. 

Cat. No. PL-469 

Dealer Cost $ .10 


BUD MIDGET JACK 

The construction of this jack allows its use In ap¬ 
plications having limited space behind the panel. 
The spring brass contact assures a good connec¬ 
tion. These jacks come with insulating washers 
and accommodate standard phone plugs. 


Catalog No. 
J-232A ( 

J-233A C 


Distance Behind Panel 


Dealer Cost 


Open Circuit 
Closed Circuit 


/—■miiiM PM, BUD PHONE PLUGS 

All metal parts on these excellent 
phone plugs are machined from 
brass, and are nickel plated. Unshielded plugs have handles 
of black bakelite; shielded types have attractive brass knurled 
handles bright nickel plated. 

No, FP-194e is supplied Without a Handle, and is used as 
an adapter between a female microphone cable connectf-r and 
a regular plug jack. 


FP-230 

FP-282 

FP-1057 

FP-284 

FP-1946 


Contacts 

Handle 

Overall 

Length 

Bushing 

Diam. 

Dealer 

Cost 

2 

Bakelite 

2%" 

%" 

$ .35 

2 

Shielded 

2%" 

%" 

.75 

3 

Bakelite 

2%" 

' %" 

.84 

3 

Shielded 

2 7/8" 

%" 

1.10 

2 

None 

1-7/16" 

11/16" 

.24 


Only a few of many BUD Products are shown. For complete catalog, 
write BUD RADIO, INC.. 2118 E. 55th St., Cleveland, Ohio 
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G-L #1220 

FRONT CHANNEL KNOB 

Plated gold finish inlay. 2i/4" 
dia, II" height. Fits .250" 
dia. shaft with .156" flat. 
Calibrated for Standard Tuner, 

No, 1220 List $1.25 


G-L #1225 REAR KNOB 
FOR #1220 


G-L #1230 FRONT KNOB 
OFF-ON, ETC. 


5 /" 3 " WpiaVit Wife sold finish inlay. 214" 

% Dia. 5 ^ Height. Pits 

Dia. Shaft with .328" flat. Dia. Shaft with .156" flat. 

0 . 1225 List $0.45 No. 1230 List $1.10 


G-L #1235 REAR KNOB 
FOR #1230 

! %" Dia. 1 %" Height. Fit 
256" Dia. Shaft with .234" 


2%" Di 
.256" Dii 
flat. 

No. 1235 


List $0.45 


G-L #1240 TV KNOB SET 

Complete set of four TV knobs 
at left. Boxed. Color, walnut 
only. For Standard Tuners. 

No. 1240 List $3.00 



G-L #3460 

FRONT CHANNEL KNOB 

Plated gold finish inlay. 2%" 
Dia. If" Height. Fits .250" 
Dia. Shaft and .156" flat. 
Calibrated for Standard Tuner. 

No. 3460 List $1.25 


G-L #3465 REAR KNOB 
FOR #3460 


G-L #3470 FRONT KNOB 
OFF-ON, ETC. 


Dia. Height. Fits I Plated gold finish inlay. 2%" 

nio evtoft QOQ"'I Dia Height.' Pits .187" 


%" Dia. Shaft with .328" Dia. M 
flat. Finger Tip Tuning. Dia. Shaft 

No. 3465 List $0.45 No. 3470 


Dia. M" Height.'Fits .187" 
Dia. Shaft with .156" flat. 


List $1.10 


G-L #3475 REAR KNOB G-L #3480 KNOB SET 
FOR #3470 

2^9-" Dia " DpiVht Fiia Complete set of four TV knobs 
.265" Dia. Saft S .324" 

flat. Finger Tip Tuning. For Standard Tuners. 

No. 3475 List $0.45 No. 3480 List S3.00 


GEE-LAR NEW GOLD METAL INLAY RADIO KNOBS 

Beautiful, Modern Knobs — To Replace Knurl Type Knobs 




TENITE PLATED 
GOLD INLAY 

21/8" Dia. 1 / 2 " H. 
Fits. 14 " Shaft. 

No, 1540 List $0.50 
Knurl Type 
No. 1540S List $0.53 
Spring Type 
Walnut Only 



TENITE PLATED 
GOLD INLAY 

1%" Dia. 1 / 2 " H. 
Pits 1/4 " Shaft 
No. 1541 List $0.40 
Knurl Type 
No. 1541S List $0.45 
Spring Type 
Walnut Only 



TENITE PLATED 
GOLD INLAY 

11 / 2 " Dia. 1 / 2 " H. 
Fits 1/4" Shaft. 

No. 1542 List $0.38 
Knurl Type 
No. 1542S List $0.40 
Spring Type 
Walnut Only 


TENITE PLATED 
GOLD INLAY 

11/4" Dia. 1 / 3 " H. 
Fits 1/4" Shaft. 

No. 1543 List $0.35 
Knurl Type 
No. 1543S List $0.40 
Spring Type 
Walnut or Ivory 


Gee-Lar AUTOMOBILE RADIO KNOBS 

To fit V 4 '' Shafts; 3/16” Bushings to Accommodate 
3/16” Shafts included. 


No. Tenite List 
7S0SS $0.33 
Dia. H. iV' 
Set Screw Type 


No. Tenite List 
790SS $0.33 

Dia. H. fs" 
Set Screw Type 


No, Tenite List 
SOOSS $0.38 
D. H. %" 
Set Screw Type 



TENITE PLATED 
GOLD INLAY 

1" Dia. %" Height. 
Fits 1/4 " Shaft. 

No. 1544 List $0.30 
Knurl Type 
No. 1544S List $0.35 
Spring Type 
Walnut or Ivory 


TEN5TE PLATED 
GOLD INLAY 

1" Dia. 14 " Height. 
Pits 14 " Shaft. 

No. 1545 List $0.28 
Knurl Type 
No. 1545S List $0.30 

Spring Type 
Walnut or Ivory 


TENITE PLATED 
GOLD INLAY 

1" Dia. %" Height. 
Fits 14 " Shaft. 

No. 1546 List $0.28 
Knurl Type 
No. 1546S List $0.30 
Spring Type 
Walnut or Ivory 


TENITE PLATED 
GOLD INLAY 

%" Dia. 3 /g" Height. 
Pits 1/4" Shaft. 

No. 1547 List $0.26 
Knurl Type 
No. 1547S List $0.30 
Spring Type 
Walnut or Ivory 


INSTRUMENT KNOBS 

Ail Knobs are Set Screw Type with Brass Inserts for V4” Shafts. Black only. 



No. 5S0SS List $0.70 
Dia. IVs", H. 

% " Pointer. 

No. 590SS List $0.77 
Dia. 1%", H. W', 
lt*g" Pointer. 

No. 600SS List $0.88 
Dia. 1%", H. 

1^" Pointer. 

No. 610SS List $1.10 

Dia. - 2 3^ " H, % 
li%" Pointer. 


No. 620SS List $0.72 
Dia. ll/s", H. ir, 
11 / 2 " Skirt. 

No. 625SS List $0.72 
Dia. ll/s", H. 

13/4" Skirt. 

No. 630SS List $0.72 
Dia. lYs", H. Ys". 
11 / 2 " Skirt. 

No. 635SS List $0.72 
Dia. 13^", H. 

1%" Skirt. 

No. 640SS List $0.94 
Dia. 1%", H. if", 
2jY Skirt. 

No. 650SS List $1.10 
Dia. 2 3/8", H. 1 ^ 2 ", 
3" Skirt. 


No. 660SS List $0.38 
Dia. ll/s", H. 

No. 670SS List $0.44 

Dia. 13/8", H. U"- 

No. 6S0SS List $0.55 
Dia. 1%", H. 

No. 690SS List $0.83 
Dia. 2 3/8" H. 


No. 700SS List $0.28 


Set Screw Type. 


No. 710SS List $0.28 
Skirt Dia. 1%", H. 
Set Screw Type. 





No. Tenite List 
SIOSS $0.33 

Dia. if", H. 1^" 
Set Screw Type 


No. Tenite List 
S20SS • $0.38 

D. IjY', H. 1/2 ■' 
Set Screw Type 



No. Tenite List 
S54SS $0.45 

Chrome Inlay 
Black Color 
D. H. II" 
Set Screw Type 


No. Tenite List 
S30SS $0.33 
D. If", H. 

Set Screw Type 


No. Tenite List No. Tenite List 

S40SS $0.33 S50SS $0.33 

D. UY H. %" D. 3 ^", H. 1/2" 
Set Screw Type Set Screw Type 


Chrome Plated 
Metal Knob 


D. 1 / 2 ", H. 8/^ " 
Set Screw Type 


No. Tenite List 
S52SS $0.33 

D. M", H. 78" 
Set Screw Type 


G-L Reducing 
Bushings 

To reduce from 
1/4" to fY' size 
shafts. 

No. List 

S53-E $0.44 


All Knobs for V 4 ” Shafts. Distributor's Standard 
Package 12 Knobs of a Type to a Box. 
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Knobs for Sets using dual controls and tuners made by Standard Coil, Sarkis-Tarzian, RCA, Leonard and others. Also TV Sets such as RCA, 
Leonard, Bendix, Westinghouse, Admiral, Hoffman, Packard-Bell, etc. Walnut pattern knobs with plated gold finish inlay on face of knobs. 




G-L FRONT DUAL 
CONTROL KNOB 


G-L REAR DUAL 
CONTROL KNOB 




1 :^5-" O.D. Used with rear knob 1%" diameter. For standard 


No. 1205 and others. 


.265" diameter rear keyway 


No. 1202 List $0.45 shaft. Used as mate to front 

Fits Knurl Shaft dual control knobs. 

No. 1203 List $0.50 No. 1205 Rear Knob List $0.28 

Fits i/i" Flatted Shaft 
No. 1204 List $0.50 

Fits .202" Flatted Shaft 



G-L CHANNEL 
INDICATOR PLATE 

Used on sets using radio con¬ 
denser TV tuner, etc. For 
Sparton, Farnsworth, Sonora, 
Meek, etc. Matches knobs listed 
above. Fits standard %" di¬ 
ameter rear flat shaft. 

No. 1209 List $0.75 

Channel Indicator Plate 


G-L FRONT CHANNEL 
KNOB 

Front dual control knob used 
on channel tuners and controls 
for Motorola, Hallicrafters, 
Stromberg-Carlson, etc., and 
sets using Chicago Telephone 
tuner. diameter. Fits .202" 
diameter flat shaft. 

No. 1210 List $0.22 

Front Knob 


G-L COMBINATION 
DUAL KNOB 

Dual dummy type knob. Front 
and rear dual knob combined 
into one for matching on 
cabinet. 1 %" diameter. Fits 
1 /4" flatted shaft. 

No. 1206 List $0.75 

Combination Dummy Knob 


G-L REAR CHANNEL 
KNOB 

Rear dual control knob. Walnut. 
Mate to No. 1210. Center hole 
for .265" rear keyway shaft. 
11 /4" diameter. 

No. 1211 Rear Knob List $0.22 


G-L DUAL TUNER 
BAR KNOB 

Front bar knob for use on dual 
controls and tuners. 2" length. 
Can be used in combination 
with knob No. 1208 and others. 
Fits 1/4" diameter flat shaft. 
No. 1207 Bar Knob List $0.90 


G-L REAR DUAL 
TUNER KNOB 

For dual tuners and controls. 
Used with No. 1207 knob and 
others. 1^%" diameter. For 
standard diameter rear 

flat shaft. 

No. 1208 List $0.28 



G-L COMBINATION 
DUAL DUMMY KNOB 

A combination of knobs Nos. 
1210 and 1211. Used to match 
cabinet design on single con¬ 
trol. diameter at base. 

Fits on 1/4" knurled shaft. 

No. 1213 List $0.45 

Combination Knob 


Rear Dual Knob 


G-L TELEVISION 
KNOB SPRINGS 


NEW TV KNOBS TO FIT RCA SETS AND OTHERS 

Sturdy and Substantial Knobs Combined with Beauty for Lasting Performance 


Necessary 

replacement 

springs 

for use 

on television 

knobs. 

Special 

sizes of springs not 

regularly 

used on older type 

radios. 



No. 


List 

Type A - 

Fits small .202" dia. 


flat shaft. 


1214-G 

Gross 

$5.05 

1214-M 

1000 

30.25 

Type B 

- Fits %" 

diameter 


flat shaft. 


1215-G 

Gross 

$4.10 

1215-M 

1000 

24.75 



G-L FRONT DUAL BAR 
POINTER CHANNEL KNOB 

Push-on type to fit standard 
1/4" shaft flatted to .156", 
complete with spring. Flat ad¬ 
jacent to pointer. 




G-L REAR CHANNEL 
KNOB FOR #3600 


G-L FRONT KNOB 
OFF-ON-VOLUME. ETC. 


G-L REAR KNOB 
FOR #3602 


G-L #3604 TV KNOB SET 


Push-on type to fit %" shaft Push-on type to fit shaft Push-on type to fit 17/64" 

flatted to .327". Complete flatted to .156". Complete shaft flatted to .237". Com- Set of 4 TV knobs at left. 


with spring. 


List $0.50 No. 3601 


with spring. 

List $0.45 No. 3602 


plete with spring. 


boxed. Color, brown only. 


List $0.25 No. 3603 


List $0.45 No. 3604 


List $1.65 


POINTER KNOBS TO FIT STANDARD V4*’ SHAFTS 

Distributors' Standard Package — 12 Knobs of a Type to a Box — Set Screw Type Except Vl^here Noted 



No. Tenite List No. Tenite List No. Tenite List No. Bakelite List Mn R,kplitp l kf No. Tenite List 
860 Knurl Type $0.13 870 Knurl Type $0.13 880 Knurl Type $0.13 890SS $0.20 DaKeiue 

?60SS $0.17 S70SS $0.15 8S0S Spring Type $0.13 Black, Walnut, Red, Ivory 900SS $0.17 Walnut, Blk., Red, White 

Walnut or Ivory Walnut or Ivory Walnut or Ivory Walnut or Black 






No. Bakelite List 
920SS $0.33 

Walnut or White 


No. Bakelite List 
930SS $0.33 

Walnut or White 


No. Bakelite List 
940SS $0.22 

Walnut, Black, Red 
or Ivory 


No. Bakelite List 
950SS $0.30 

Walnut, Black, Red 
or Ivory 


No. Bakelite List 
960SS $0.17 

Walnut, Black, Red 
or Ivory 


Brass Insert J 

Black or Walnut 

No. Bakelite List 
970SS $0.28 

Plain 1/4" Hole 



No. Bakelite List No. List No. List No. Bakelite List No. 

180SS $0.20 990SS $0.21 lOOOSS $0.22 lOlOSS i/4"Hole $0.33 1030SS 

Plain 1/4" Hole Bakelite Bakelite 1020SS i/4"Hole $0.46 Bi 

Black or Walnut Plain Hole Black, Walnut, Brass Insert Bras 

Black, Walnut, Red or Ivory Black, Walnut, Red, Ivory Black 

Red or Ivory 


»lo. List No. > List No. List 

030SS $0.33 1040SS $0.29 1050SS $0.31 

Bakelite Bakelite Bakelite 

Brass Insert Metal Insert Brass Insert 

Black or Walnut Black or Walnut Black, Walnut, 

Red or Ivory 


RADIO KNOB 
KITS 


No. List 

1250 Assmt. “A” Contents: 36 Asstd. Knurled Type $4.35 

1251 Assmt. “B” Contents: 30 Asstd. Spring Type 4.35 

1252 Assmt. “C" Contents: 26 Asstd. Set Screw Type 4.35 

1253 Assmt. "D” Contents: 12 Asstd. Auto Radio 

with Brass Bushings and Reducing Bushings 
for Shaft. 4.35 


No. List 

1254 Assmt. “E" Contents: 30 Asstd. as follows: 10 

Set Screw, 10 Spring Type, 10 Knurled Type $4.35 

1255 Assmt. “F” Contents: 50 Asstd. Push Buttons 4.35 

1256 Assmt. “H" Contents: 24 Asstd. Pointer and 

Bar Set Screw Knobs . 4.35 


All Knobs for Yo*' Shafts — Distributors’ Standard Package—12 Knobs of a Type to a Box. 


Copyright by U. C. P., Inc. 


TRADE DISCOUNT APPLIES TO LIST PRICBS ONLY 


Radio’s Master ~ 18th Edition 

Page U-12V 








No. Tenite List 
10 Knurl Type $0.13 
lOS Spring Type $0.15 
loss $0.17 

Set Screw Type 
Walnut or Ivory 


No. Tenite List 
70 Knurl Type $0.13 
70SS $0.15 

Set Screw «Type 
Walnut or Ivory 


No. Tenite List No. lenite List No. Tenite List 
20 Knurl Type $0.13 30 Knurl Type $0.13. 40 Knurl Type $0.13 

Walnut or Ivory 30S Spring Type $0.13 40SS $0.15 

30SS $0.17 Walnut or Ivory 

Set Screw Type 
Walnut or Ivory 


No. Tenite List 
SO Knurl Type $0.13 
Walnut or Ivory 


No. Tenite List 
90 Knurl Type $0.13 
SOS Spring Type $0.13 
Walnut or Ivory 


No. Tenite List 
100 Knurl Type $0.13 
Shank Only 
Walnut or Ivory 



No. Tenite List 
no Knurl Type $0.13 
nos Spring Type $0.15 
llOSS $0.17 

Set Screw Type 
Walnut or Ivory 


No. Tenite List 
50 Knurl Type $0.13 
50$ Spring Type $0.13 
Walnut or Ivory 


No. Tenite List 
60 Knurl Type $0.13 
Walnut or Ivory 
Shank Extension 


No. Tenite List 

120 Knurl Type $0.13 
Walnut or Ivory 
Shank Extension 


No. Tenite List 
130 Knurl Type $0.13 
130S Spring Type $0.15 
Walnut or Ivory 


No. Bakelite List 
ISO Knurl Type $0.13 
Walnut Only 


No. Tenite List 
140 Knurl Type $0.15 
140S Spring Type $0.17 
140SS $0.20 

Set Screw Type 
Walnut or Ivory 


No. Tenite List 
200 Knurl Type $0.13 
200SS $0.15 

Set Screw Type 
Walnut or Ivory 


No. Tenite List No. Tenite List 
150 Knurl Type $0.15 165 Knurl Type $0.13 

Walnut or Ivory Crystal Clear 

Shank Extension 


No. Bakelite List No. Thnite List 
210SS $0.15 220 Knurl Type $0.13 

Set Screw Type Walnut or Ivory 

Walnut, Black or Ivory Shank Extension 




Knurl Type 
Walnut or Ivory 


$0.13 330 


Tenite List 
$0.13 


No. Bakelite List 
170SS $0.17 

Set Screw Type 
171SS $0.23 

Set Screw Type w. Arrow 
Walnut, Blk., Red, Ivory 


No. Tenite List 
230 Knurl Type $0.13 
Walnut or Ivory 
Shank Extension 


No. Tenite List No. Tenite List No. Tenite List No. Tenite List 
250 Knurl Type $0.13 270 Knurl Type $0.13 280 Knurl Type $0.13 290 Knurl Type $0.13 

Walnut or Ivory Walnut or Ivory Walnut or Ivory Walnut or Ivory 

1/^" Shank Extension Shank Extension *4" Shank Extension 


Knurl Type 
Walnut or Ivory 


No. Tenite List 
340 $0.15 

Knurl Type 
Walnut or Ivory 



No. Tenite List 
390 $0.13 

Knurl Type 
Walnut or Ivory 


Tenite Needle Cups No. Bakelite List 
No. List 410SS $0.33 


400 $0.11 

Per 1000 $77.00 

Walnut 


Set Screw Type 
Walnut or Ivory 





No. Bakelite List No. Bakelite List No. Bakelite List 
460SS $0.20 470SS $0.18 480SS $0.20 

Set Screw Type Set Screw Type Set Screw Type 

Walnut or Ivory Walnut or Ivory Walnut or Ivory 


No. Tenite List No. Bakelite List 
530 $0.13 531SS $0.20 


Knurl Type 
Walnut or Ivory 


Set Screw Type 
Walnut or Ivory 


No. Bakelite List 
532SS $0.20 

Set Screw Type 
Walnut or Jvfky 


No. Bakelite List 
420SS $0.33 

Molded Hole 
420BSS $0.46 

Brass Insert 
Set Screw Type 
Black or Walnut 


No. Bakelite List 
490SS $0.20 

Set Screw Type 
Walnut or Ivory 



Tenite Dial Knob 
No. Walnut List 
560 $0.22 

%" Shank Exten¬ 
sion to fit 
Knurl Shaft 


No. Tenite List 
350 $0.13 

Knurl Type 
350S $0.15 

Spring Type 
Walnut or Ivory 


No. Bakelite List 
430SS $0.33 

Molded Hole 
430BSS $0.38 

Brass Insert 
Set Screw Type 
Black or Walnut 



No. Tenite List 
495 $0.15 

Knurl Type 
Ivory Only 
14" Shank Ext. 



No. List 

533SS $0.38 

Set Screw Type 
Black Bakelite with 
molded white 
arrow, brass 
bushing 


No. Bakelite List 
175SS $0.22 

' Set Screw Type 
Walnut, Black, Red 
or Ivory 


No. Tenite List 
240 Knurl Type $0.13 
240SS $0.15 

Set Screw Type 
Walnut or Ivory 




No. Tenite List 
300 Knurl Type $0.13 
300S Spring Type $0.15 
Walnut or Ivory 


No. Tenite List 
310 Knurl Type $0.13 
Walnut or Ivory 


No. Bakelite List 
360 $0.13 

Knurl Type 
360S $0.13 

Spring Type 
360SS $0.15 

Set Screw Type 
Walnut, Black 
or Ivory 


No. Bakelite List 
3S0SS $0.17 

Set Screw Type 
Walnut, Black 
or Ivory 


No. Bakelite List 
370 $0.15 

Knurl Type 
370S $0.15 

Spring Type 
370SS $0.17 

Walnut, Black 
or Ivory 


No. Bakelite List No. Bakelite List 
440SS $0.28 450SS $0.21 



Molded Hole 
440BSS $0.38 
Brass Insert 
Set Screw Type 
Black or Walnut 


Set Screw Type 
Walnut or Ivory 


m 



No. Tenite List No. Tenite List 
510 $0.13 520 $0.13 


Knurl Type 
Walnut or Ivory 


Knurl Type 
520S $0.15 

Spring Type 
Walnut or Ivory 


No. Bakelite List No. Bakelite List 
534SS $0.20 536SS $0.20 

Set Screw Type Set Screw Type 


Walnut or Ivory 


Walnut or Ivory 


All Knobs for Va" Shafts Distributors* Standard Package 12 Knobs of a Type to o Box 
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RADIO AND TELEVISION PRODUCTS 


GEE-LAR PLASTIC BOXES — 



GEE-LAR PLASTIC BOX 

Handy box for all types of 
parts, knobs, condensers, con¬ 
trols, etc. Keep everything 
handy on the shelf. Supplied 
with cover. Size: 4" x 4" x 
2V^" deep. 

No. List 

3650 Plastic Box $0.55 



GEE-LAR HINGED BOX 

Handy hinged cover box for 
larger items, such as alignment 
tools, condensers, resistors, etc. 
Handy to carry with you. Size: 
r X 31/2" X IVs". 



<^FE-LAR STOCK BOX 

Handy box for servicemen's 
benci), shelves. Also used for 
jobbers’ display shelves. Ideal 
for displaying knobs, resistors, 
condensers, etc. Supplied with 
cover. Size: 4" x 8" x 
deep. 

No. List 

3651 Plastic Box $1.10 



GEE-LAR HANDY BOX 

Box for stocking small parts. 
Can be stacked on top of each 
other. An ideal box for storing 
parts. Supplied with cover. 
Size: 8 V 2 " x 2 3^" x 21 / 2 ^ 
with cover. 


No. List No. List 

3655 Hinged Box $1.50 3656 Handy Box $1.50 


MADE OF CLEAR. TRANSPARENT, RIGID PLASTIC 



GEE-LAR MIDGET BOX 

Ideal plastic box for small 
screws, nuts, springs, grom¬ 
mets and other small essential 
parts. Hinged cover with snap 
on lock. Handy to carry in your 
tool kit or for the work bench. 
Size: 2 ^ 2 " x 1%" x 
deep. 

No. List 

3693 Plastic Box $0.12 



GEE-LAR JR. 
HANDY BOX 

Convenient box for small parts. 
Boxes can be stacked on top 
of each other. Supplied with 
cover. Size: x x 

1%", with cover. 

No. List 

3657 Jr. Handy Box $0.85 



GEE-LAR BENCH BOX 

Handy round container for hold¬ 
ing small parts on the bench 
while working on the set. Keeps 
parts from getting lost. Sup¬ 
plied with cover. Size: 514"' 
dia. X 514" deep. 

No. List 

3653 Bench Box $1.25 


GEE-LAR KNOB 
ASSORTMENT IN 
PLASTIC JAR 

Contains 35 or more popular 
radio knurl type knobs. A good 
seller. 

No. List 

3482 Plastic Jar Kit $2.35 



GEE-LAR PARTITION BOX 

Handy box with 12 sections 
and a hinged cover. Keeps all 
small parts such as screws, nuts, 
springs, etc. just where you can 
find them. Handy to carry with 
you. Size: 7" x 3%" x 114"- 
No. List 

3654 Partition Box $1.65 


GEE-LAR DECALS 

For marking TV sets and 
custom built jobs. Gold letter¬ 
head decals for professional 
touch. Also handy in replacing 
old worn out markings. 

No. 3452 List $0.50 

Envelope of Decals 
No. 3452-D List $10.00 
Display of 20 packs 




ASSORTED RADIO KNOBS 

A plastic bag containing 35 as¬ 
sorted popular knobs, knurl, 
spring and set screw types. 

No. List 

1200 Kit $1.65 


MARKED RADIO KNOBS 


GEE-LAR 
PLASTIC 
TELEVISION 
PLIERS 

Made of high-im- 
pact bakelite will 
stand high volt¬ 
age. An insulated 
long nose plier that is absolutely shock proof. Handy 
in picking up nuts and bolts or parts when set 
is "hot.” 



Another plastic bag kit containing 50 assorted marked 
radio knobs. They include volume, off, tune, etc. 

No. List 

1201 Kit $1.65 


No. 


List 

3689 

Plastic Pliers 

$1.65 

3689-D 

Display of 12 

19.80 



GEE-LAR TELE¬ 
VISION AND 
RADIO KNOB 
SPRING KIT 
Springs for New 
TV and Radio 
Knobs 


The right assortment of springs for the serviceman. 
Over 12 different knob springs for all types of knobs. 
Plastic box V x 31/2 " x 1^4", with hinge covers. 

No. 3658 100 Springs, Plastic Box List $3.50 


KNOB 



JOBBERS' DISPLAY BOARD #905 

Display board is made up of modem knob and plate 
combinations in various colors. 

No. 905 List $16.00 

Knob and Plate Display Board, Complete with Knobs 
JOBBERS' KNOB AND PLATE — STOCK DEAL 
WITH DISPLAY BOARD — DEAL #906 
A starting stock deal that gives you a display board 
and assorted plates and knobs in various colors. All 
knobs packaged in marked boxes for easy stocking. 

Deal Includes: List 

125 Assorted Marked Plates — 55^ ea.$ 68.75 

125 Assorted Color Knobs for Plates — 33^ ea. 41.25 
1 Display Board with 20 Knobs and 20 Plates 16.00 
Deal No. 906 . 126.00 



Permanently Heat-Stamped in Either 180° or 270° — Volume, Treble, Phono, Gain, Mike, Tone, Bass. 


Special wording available on payment of special stamping die charges. 


Bakelite, 

Colors: 

No. 

1060 


NOT MARKED 
PLATE ONLY 

Dia. 1%", Ht. ^ 3 ". 

: Red, White, Black, 
Walnut. 

List 

Plain Plate $0.33 
(Specify Color) 


180° MARKED 
PLATE ONLY 

Bakelite, Dia, lyg", Ht. ^ 3 ", 
Colors: Red, White, Black, 

' Walnut. 

No. List 

1070 180° Plate $0.55 

(Specify Color and 
Marking Wanted) 


270° MARKED 
PLATE ONLY 

Bakelite, Dia. 1%", Ht. ^ 3 ". 
Colors: Red, White, Black, 
Walnut. 

No. List 

1080 270° Plate $0.55 

(Specify Color and 
Marking Wanted) 



MATCHING POINTER 
KNOB FOR PLATES 

Bakelite, to fit all plates. Colors: 

Red, White, Black, Walnut. 
No. List 

910SS Set Screw Type $0.33 
(Specify Color) 



MATCHING TRI-GRIP 
POINTER FOR PLATES 

Bakelite, to fit all plates. Colors: 

Black and Walnut. 

920SS Set Screw Type $0.33 
No. List 

(Specify Color) 



MATCHING TWO-GRIP 
POINTER FOR PLATES 

Bakelite, to fit all plates. Colors: 

Black and Walnut. 

No. List 

930SS Set Screw Type $0.33 
(Specify Color) 


All Knobs for Va" Shafts —- Distributors' Standard Package 12 Knobs of a Type to a Box 
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UNITED TECHNICAL LABORATORIES 


MORRISTOWN, N. J. 


PRICE 

$1.95 







KLIPZON 

TEST PRODS 

wtm 

Mil-^ias CiBHECTflSS 


Type A 



PROBES • ADAPTORS • MINI-PROD CONNECTORS 


KLIPZON Type A Test Prods are designed for maximum 
time saving, convenience and safety. Self-holding jaws slip 
onto wires, lugs, terminals, and grip test points until pulled 
off. Streamlined, modern design adds minimum capacity to 
circuit; makes contact with inaccessible wires and terminals 
easy. Points fit into pin-jacks, sockets, binding posts; grip 
wires from finest to #12 B&S gauge. Points are 
needle sharp stainless steel in Duralumin holders. 
Handles, red and black, 4%" long, of glossy Tenite. 
4 ft., super-flexible rubber covered leads. With Type 
B Mini-prod Connectors as terminals. Solderless 
connection in handles. 


Complete circuit diogram 
and instructions for use 
on reverse side of wrapper. 



Type V (MAROON) for VTVM’ 
Type C (BLACK) for VOM 


KLIPZON Type V&C High Frequency Crystal Probes bring adde(3 
versatility to laboratory and service test equipment. Both types 
include Self Holding KLIPZON Test Points and Type B Mini-prod 
Connectors as terminals. Type V provides accurate means of measur¬ 
ing V.H.F. voltages with a vacuum tube voltmeter. Germanium crys¬ 
tal in low capacity, hig’h impedance circuit, supplies recti¬ 
fied voltage to DO input. Complete shielding reduces hand 
capacity and antenna effect to minimum. Completely 
insulated. Reads to 200 Me with 10% accuracy. Input capacity 3.5 
Mmf. 400 V DO rating. Input resistance (approx.) .25 Meg-ohms 
500 Ke, 150,000 Ohms @ 10 Me, 25,000 Ohms @ 100 Me. 
Reads .707 X positive peak of sinusoidal voltage. Type 0 adapts 
volt-ohm-milliammeters for ifidication and comparison of V.H.F. 
voltages. Has Germanium crystal and suitable network of resistance 
and capacity for connection to DC circuit of VOM, with at least 
200 Mierb-amp. sensitivity. 


KLIPZON lONGIE ADAPTOR 

Converts old style prods to 
self holding 


ACTUAL SIZE 



PRICE 

35c 


TYPE L 


In boxes of 20 
10 red, 10 black 


The Longie Type L Adaptor is especially designed for test 
work in miniaturized or deep, close packed chassis. The 
extra long, slender point has the unique self-holding jaw 
and a needle sharp point for piercing insulation. The 
Longie fits over R.T.M.A. standard test points directly, 
and over phonograph needle type with special insert 
supplied. 


ACTUAL SIZE 



PRICE 

25c each 


Type B 
KLIPZON 
MINI-PROD 

CONNECTOR ^"0 r'd^Vbiack 


KLIPZON Type B Mini-prod Connectors, with self-holding 
points are designed for laboratory or service use where 
quick, easy to make, temporary test connections are needed. 
Equipped with various lead lengths they make handy test 
connectors that can be easily changed without shutting off 
power. Insures maximum safety in testing. Wiring made easy 
by solderless connection inside Tenite handle. Needle sharp 
points for piercing insulation and protective coatings. 


ACTUAL SIZE 



Type M 
KLIPZON 
MINI-PROD 
ADAPTOR 


PRICE 

25c each 


In boxes of 20 
10 red, 10 black 


KLIPZON Type M Mini-prod Adaptors are designed to fit 
over old style test points and thereby convert them to New 
Style Self Holding Prods. Fits over usual R.M.A. standard 
test point directly, or over phonograph needle type with 
special insert supplied. Size is same as that of KLIPZON 
Mini-prod Connector. 


ACTUAL SIZE 



Type J KLIPZON 
JUMBO 
ADAPTOR 


PRICE 
25c each 


in boxes of 20 
10 red, 10 black 


KLIPZON Type J Jumbo Adaptors are designed to make 
the self-holding feature available for use on larger wires and 
terminals. Fits over regular KLIPZON Self Holding Point 
of Types A, V, or C. Will also fit over standard R.M.A. test 
points or phonograph needle type with special insert sup¬ 
plied. Suitable for wires up to #4 B&S ga., #12 machine 
screws and equivalent sized lugs and terminals. 


In boxes of 20 
10 red, 10 black 


4%" long 



T A 1 

Type A-l $.50 each 
KLIPZON TEST PROD HANDLES 


KLIPZON Type AI Test Prod Handles of glossy Tenite 
with self-holding points and solderless connection in handles, 
same as supplied with Type A Test Prods. Hole in handle 
accommodates up to .140" Dia. wire, 4%" long. Designed for 
those who wish to wire up their own test prods. 
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UNITED TECHNICAL LABORATORIES '‘“mon Produc. 

LOW capacity low loss leads 

MORRISTOWN, N , J . JUMBO HEAVY DUTY TEST PRODS # MINI-PROD TEST LEADS 



KLIPZON Type S Shielded Leads provide a reliable 
means of piping audio or radio frequencies in laboratory 
or service work. Di electric of air and poly-ethylene is 
proportioned to provide unusually low capacity and loss 
even at U.H.F, while retaining strength, durability and 
flexibility of the lead. Complete shielding of leads elimi¬ 
nates stray pickups, feed back and other undesirable 
coupling effects. Lead length is 3 ft., O.D. approximately 
9/32", total capacity only 25 mmf. Provided with black 
Mini-prod Connectors at each end of lead for complete 
grounding of shield and red Mini-prods for connecting 
to circuit or instrument. 




KLIPZON 

' I ■ *18 TEST WWS 


Type H 


PRICE 

$2.50 


KLIPZON Type H Jumbo Heavy Duty Test Prods and 
Leads are designed to make the self-holding feature 
available for large sized wires, lugs and terminals. The 
oversized self-holding points clip onto conductors up to 
#4 B&S Ga. and grip test point until pulled off. 
Points are needle sharp to pierce insulation, 
fungus and wrappings, and protected with in¬ 
sulating sleeves to prevent shorting to adjacent wires. 
Handles unscrew for easy renewal of leads by soldering 
to internal lug. Spade type terminals are provided for 
ease of connection to meters or other equipment. Pro¬ 
vided with 4 ft. lacquered poly-ethylene rayon leads, 
equivalent to #18 B&S Ga. (16 strands #30 B&S Ga. 
copper wire.) 


Self holding Jumbo Heavy Duty 

TEST PROD HANDLES 

ACTUAL SIZE 



Type H-1 


PRICE 
40c each 


In boxes of 10 
5 red, 5 black 


KLIPZON Type H-1 Test Prod Handles of wear resis¬ 
tant plastic with heavy duty self-holding points, the 
same as provided with Type H Jumbo Test Leads. Point 
unscrews from handle, for attachment of leads to in¬ 
ternal soldering lug. Hole in handle accommodates up 
to .220" dia. wire. Designed for those who wish to wire 
up their own test prods. 



TEST LEAD 
ASSORTMENT 
mini-prod 

CONNECTORS 

AS 

TERMINALS. 


TYPE B-1 


LENGTHS 
6 " 

12 ' 

18' 

65c ea* 24' 

RED or BLACK 30' 


PLASTIC 707 ‘^Spray-On^^ 

• REDUCE CORONA 

• INSULATE PARTS 

• PROTECTS METALS 

• PREVENTS ELECTRICAL 
LEAKAGE 

PKOTECTIVE and INSULATING 
COATING. USE on TV antennas 
and lead-in connections, on masts, 
guy wires, turnbuckles, to elimi¬ 
nate deterioration and corrosion. 
All high voltage components of TV 
receivers; high voltage terminals, 
rectifiers, coils, condensers, to re¬ 
duce corona losses. All bright metal 
work to preserve polish. Stops tar¬ 
nish and rust. Keeps home and 
automotive metalware looking 
brand new. All marine installations 
of radio and electronic gear, and 
metalware subject to salt air. 



$1.25 per 12 oz. can 


Every electronics laboratory, service shop and produc¬ 
tion line needs a supply of these handy KLIPZON Type 
B-I leads. Each lead is equipped with two Type B Mini- 
Prod Connectors, which may be used as a miniature 
prod or clip. Points are protected by insulating sleeves 
to prevent shorting to adjacent wires. Sleeves are easily 
removable so that point may be inserted into pin jacks, 
binding posts and tube sockets. Needle sharp points 
readily make contact with inner conductors by piercing 
insulation. Lead wire is super-flexible, rubber covered 
(41 strands, #34 B&S Ga. copper) in red or black 6, 12, 
18, 24 and 30 inch lengths. Solderless connector in 
handle makes renewal of leads easy. 

PATTERN 

GENERATOR 

Simple • Efficient • Accurate 
for a Steady Non-Shifting 
Vertical and Horizontal 
Test Pattern 

Modulates Signal Generator 
for Overall TV Alignment. 
Tests Video Linearity and 
Picture Performance Directly. 

Makes horizontal and vertical 
linearity, width, height and 
centering tests. Checks relative 
gain of video stages; isolates 
defects in video amplifier. Tests 
performance of kinescope 
directly. Checks overall image 
reproduction when used to mod¬ 
ulate TV signal generator. Uses 
sync impulse of receiver to in¬ 
sure steady cross bar pattern. 
No removal of chassis neces¬ 
sary; special leads connect to 
tube pins. 

$29.50 

Complete with 
Shielded Leads 
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CUSTOM^Ot 

terminal 

BOARDS and 
ASSEMB^ 


PROMPT DELIVERY USING OUR LARGE STOCKS 
OF STANDARD TERMINALS AND BAKELITE 



. designers'"^ 

MANUFACTURERS^ 


TO finished 

L item ! 


TURRET 

TERMINALS 


ALL • TOOLING • FABRICATION • MARKING • FUNGICIDING 
DONE ON OUR PREMISES. 

PLASTIC FABRICATION • ALIGNING TOOLS • TEST LEADS 

RADIO HARDWARE • STAMPINGS • SCREW AAACHINE PARTS MINIATURE 

-' TERMINAL 


Actual Size Shown 


Actual Size Shown 


No. 1503 No. 1507 


No. 1502 No. 1522 


No. 1506 No. 1501 




KEYSTONE 


ELECTRONICS CORP. 

423 BROOME ST., NEW YORK 13, N. Y. 
worth 2-2789 
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We are Leaders in the manufac¬ 
ture of TEST LEADS, PROBES, 
TOOLS and RADIO HARDWARE. 
Our Products are sold by the 
leading Radio and Electronic Job¬ 
bers throughout the United States. 


STANDARDIZED TEST LEADS 

NEEDLE POINT PRODS SOLDERLESS TIP PRODS 




We are constantly developing 
NEW and BETTER PRODUCTS. 
i Our SPECIAL SERVICE DIVISION 
f will cooperate with you on new 
designs relating to Miniature or 
Industrial Applications. 


STREAMLINE TEST LEADS 




Cat. No. 1901 Streamline Test Leads 
Cat. No. 1900 Streamline Guard Test Leads 


INDUSTRIAL TEST LEADS 

SOLDERLESS TIP PRODS 

li 2001 

With Lug 


U wm.]] Cat. No. 2002 
With Insulated Solderless Ends 


TV INDICATOR 




Heavi-Duty Test Leads 


ECONOMY TEST LEADS 

— Cat. NO.SP300 


INDUSTRIAL PROBE 




OPEN CIRCUIT 
MALE CHASSIS 
CONNECTOR 

K507 



STANDARDIZED 
TEST PROD HANDLES 


Cat. No. 1840 


Cat. No. 1850 


Cat. No. 1860 


INDUSTRIAL TEST PRODS 


Cat. No. 1880 


Cat. No. 1890 


HY-VOLTAGE TEST PRODS 



STANDARD PHONE TIPS 

:- Cat. No. 1600 

Cat. No 1601 


STREAMLINE PHONE TIPS 

'1 _ 


Cat. No. 3020 Jr. Streamline tip, 1" Iq. 
Cat.No.3021 Sr. Streamline tip, P/s’lg 
Cat. No. 3022 jr. Tip less Shoulder,‘Vi 6 l 3 
Cat. No. 1606 Bushing only 
Cat. No. 1607 Hi-Voltage 2 Piece Tip 


SOLDERLESS PHONE TIPS 

0^^c^’)=^Cat. No. 1680 junior 


Cat. No. 1690 Senior 


STREAMLINE 
INSULATED PHONE TIPS 


Cat. No. 1615 Jr. Streamline Red 
Cat. No. 1616 Jr. Streamline Black 


Cat. No. 1617 Sr, Streamline Red 
Cat. No. 1618 Sr. Streamline Black 


SOLDERLESS 

INSULATED PHONE TIPS 


Cat. No. 1660 Jr. Solderless Red 
Cat. No. 1661 Jr. Solderless Black 


Cat. No. 1670 Sr. Solderless Red 
Cat. No. 1671 Sr. Solderless Black 


MIDGET ALIGNING TOOL 



BONE FIBER SCREW DRIVER 


Cat. No. 3300 


HEX ALIGNING DRIVER 

■■■■■■■■wsrB hi 

r n r' 


CAT. NO. 

A 

B C 

3341 

6" 

Ve" 74" 

3342 

8" 

Ye" 74 " 

_^43 

5" 

7/16" 5/16" 




VISULITE COMPANY, 423 BROOME ST., NEW YORK 13, N. Y. WOrth 2-2790 
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JAN HARDWARE MANUFACTURING CO., INC. 

FLUSHING 58, N. Y. 

Specialists in Design and Manufacture of Electronic Hardware 



OFFSET EXTENSION SHAFT COUPLER 


JAN’S 

NEW DESIGN! 

This extremely durable nylon 
insulated coupling is used for 
joining two parallel drive 
shafts, offset from each other. 

Couplings for wide angle 
applications also 
available. 


The I JAN Offset Extension Shaft Coupler secures firmly to thq drive shaft through a plated brass insert and two set screws. 
For use with 1/4" diameter coupling shaft (not supplied), of any desired length, which is keyed to the couplers by zinc 
plated steel pins, supplied by JAN. Nylon insulation withstands extremes of humidity and temperature (from—75° C. to 
+ 120° C.). Use of this Jiew component eliminates backlash and costly flexible shafting, in coupling from front panel to remote 
control, such as potentiometer, selector switch, or other rotating device. 

_ Cat No. APT 5299 .....List Price $.69 



JACK COVER 

These sturdy Jack Covers are made of steel and finished in black wrinkle enamelj 
after bonderizing for rust protection. Used to keep out dust and moisture, in 
addition to preventing inadvertent disturbance of control settings. Fits on jack 
or panel bushing of diameter. Supplied complete with stainless steel spring- 
loaded cover, pin, and neoprene pad. 

Cat. No. J130T .List Price $.48 

CATHODE-RAY TUBE BEZEL 


JAN PRODUCTS 
MEET ALL GOVERNMENT 
MATERIAL AND FINISH 
SPECIFICATIONS. 

CERTIFICATION SUPPLIED. 




FOR 

FLAT OR CURVED FACE CRT 

• Intended for mounting in a 6" diam¬ 
eter panel opening, in front of any 5" 
cathode-ray tube. 

• Cast aluminum bezel, with black paint 
finish over anodized surface. 

• Green plastic calibrated scale, engraved 
horizontally and vertically. 

• Buna-S black synthetic rubber gasket. 

• Supplied with four flat head, steel, nickel 
plated screws. 

Cat. No; CPT3549-T, curved face CRT. 
Cat. No. CP13549-2< flat face CRT. 

List Price $8.35 


PANEL BEARING AND SHAFT ASSEMBLY 


This versatile Panel Bearing and Shaft Assembly is used for control of a remote 
component. Passivated stainless steel shaft is diameter, with one end flatted 
for attaching to control knob by set screws. Supplied completely assembled with 
two retaining rings, jam nut with lock washer, and brass, nickel plated, panel 
bearing. Fits all metal panels up to 3/16" thickness; mounts in 13/32" diameter 
panel hole. 


Cat. No. API5350 Panel Bearing Assembly only .. ...List Price $.26 

Cat. No. APT5350-T 1-5/16" shaft length . List Price $.35 

Cat. No. APT 5350-2 3" shaft length .List Price $.40 

Cat. No. API 5350-3 6" shaft length .List Price $.48 
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JAN HARDWARE MANUFACTURING CO., INC. 

FLUSHING 58, N. Y. 

Specialists in Design and Manufacture of Electronic Hardware 


a new concept 


f 



• VOLTAGE BREAKDOWN GREATER 
THAN 75 KV. 

• FITS STANDARD SLOTTED POTEN¬ 
TIOMETERS. 

• WITHSTANDS HIGH TORQUE LOAD. 

• RUGGED. 

Patent applied for 

INSULATED COUPLING ASSEMBLY 

This coupling permits chassis or panel adjustment of high-voltage controls, without danger of/ electrical shock to operating 
personnel. Stainless steel shaft and tip are molded into a single unit, melamine-to-metal, completely vibration and shock-proof. 
Operates with ease over an ambient temperature range from — 75® C. to +175° C. Supplied complete with nickel plated hard¬ 
ware. Shaft mates screwdriver slot of all standard potentiometers (%" shaft length), without further machining. 

Cat, No. AK5079—Shaft length extension Vb” beyond locking type mounting bushing.List Price $1.80 

Cat. No. AK5164—Shaft length extension Ve" beyond plain type mounting bushing.List Price $1.55 

Other shaft lengths available! 


BUSHING EXTENDER 

This special Bushing Extender permits staggered mounting of components (having 
diameter shafts) behind a panel. Potentiometers or other electrical parts can 
be located in close proximity on a panel, without interference of one case against 
another. Supplied in nickel plated brass, as shown in illustration to the right, 
in six different sizes: 


Cat. No. 

Extension 

Behind Panel 

Bushing Length 

List Price 


■•B” 

"A" 


AK5075-1 

5/8" 

Va" 

$.40 

AK5075-2 

5/8" 

1/4" 

$.40 

AK5075-3 

5/8" 

3/16" 

$.40 

AKS075-4 

3/4" 

1/4" 

$.40 

AK5075-5 

21/4" 

V4" 

$.65 

AK5075-6 

15/8" 

V4" 

$.65 



CATHODE-RAY TUBE BEZEL 
CAMERA MOUNT FLANGE 
FOR 

FLAT OR CURVED FACE CRT 

• Intended for mounting in a 6” diam¬ 
eter panel opening, in front of any 5" 
cathode-ray tube. 

• Protruding flange designed to accommo¬ 
date camera and projection lens. 

• Cast aluminum with black paint finish 
over anodized surface. 

• Green plastic calibrated scale, engraved 
horizontally and vertically. 

• Buna-S black synthetic rubber gasket, 

• Supplied with four flat head, steel, nickel 
plated screws. 

Caf. No. CPI 3584-1, curved face CRT. 
Cat. No. CPI3584-2, flat face CRT. 

List Price $8.90 



SHAFT LOCK 


This shaft lock securely holds in position the shaft of volume controls, capacitors, 
switches, etc., which are in diameter. Body and lock nut of nickel plated 
brass. Supplied with nickel plated steel lock washer. Body and lock nut are avail¬ 
able in stainless steel on special order. 

Cat. No. AK5100 ... ..List Price $.41 


ALL JAN PRODUCTS MEET 
THE MOST RIGID MILITARY 
SPECIFICATIONS. 


INDIVIDUAL SPECIALTIES 
ENGINEERED TO YOUR 
REQUIREMENTS. 
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chas. o. fLarson; I cq. - sterling, ill. Chf^!S;S wire hardware 


Quantities of 

Larson Wire Goods Used on 
Antenna Installations 


S o I d E X cl u s i V e I y 
Through Jobbers 

EYE BOLTS LAG SCREW THREAD No. 11—Zinc Coated 



Stock 

Wire Size 
and Length 

I.D. 

Length 

Lbs. Per 

No. 

Overall 

Eye 

of Thread 

Gross 

EL 1 

14 " X 3 % " 

Mi" 

1 V 4 " 

8.00 

EL 2 



i%" 

18.00 

EL 3 

%"x4y2" 


1 Y 2 " 

27.00 

EL 4 

•^"x 51 ^" 

1" 

2%" 

43.00 

TEL 1 

#3 X 5" 

U" 

IV 2 " 

14.25 



Packed 1 Dozen in Box. Order by Gross and Stock Number. 




SCREW 

EYES—LARGE 

EYE—Zinc Coated 



Wire 

Length 

Length 

I.D. Length 

Lbs. Per 


Size 

Overall 

of Stem 

Eye of Thread 

Gross 


000 

s%" 

2 " 

iVs" i%" 

27.00 

0 

278" 

1 " 

11" ly*" 

14.50 

\>^y 

2 

2%" 

1 iV' 

ir ivs" 

9.25 

\/ 

4 

2h" 

iVs" 

M " if " 

6.00 


6 

iir. 

ir 

U" %" 

3.75 


Size 000 to 4 packed % Gross in Box. Size 6 packed 1/2 Gross in Box. Order by Gross. 


PORCH SWING HOOKS No. 222—Zinc Coated 






Dia. 

Length 

I.D. 

Length 

Lbs. Per 

Wire 

Overall 

Hook 

of Thread 

Gross 

h" 

s%" 

V 2 " 

i%" 

14.00 

%" 

4y4" 


2y8" 

23.00 

Packed 1 

Dozen in Box. Order by Gross and Size. 




SCREW HOOKS 

—CEILING—Zinc Coated 


Wire 

Length 

I.D. 

Length 

Lbs. Per 

Size 

Overall 

Hook 

of Thread 

Gross 

0 

4ir ' 

iVs" 

i%" 

21.00 

2 

4A" 

1 sV''" 

lya" 

14.00 

3 

4%" 

§r 

lya" 

11.00 

4 

3%" : 

W' 

1%" 

8.50 

6 

3%" . 

ir 

IVs" 

5.50 

Size 0 to 5 packed %. Gross in Box. 

Size 6 packed 

Gross in Box. 

Order by Gross 

LARGE WROUGHT SCREW HOOKS No. 322—Zinc Coated 


Length 


Length 


Wire 

Overall 

I.D. 

of 

Lbs. Per 

Size 

Inches 

Hook 

Thread 

Gross 


4^" 

if" 

■ iy4" 

12.00 


4y." 

Ys" 


21.00 

%" 

4%" 

i-iV' 

1 V 2 " 

31.90 

'h" 

5y4" 

1^" 

2%" 

46.00 

Packed 1 

Dozen in Box. Order by Gross and Size. 




TOOL HOLDER— 

No. TH 321 

—Zinc Coated 



Patent Pending 


3 Part Set—each part 12" long—weight per set 1% lbs. Holds large 
assortment of hand tools—many in use at radio and television repair 
shops. Also good item for Home craftsman. , 


Packed One Set in Colorful Box. 12 Sets in Carton. 
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CHAS. 0. (Larsoiv) cO. - STERLING, ILL. CSll;^VoI WIRE HARDWARE 


CASH IN ON THE BIG TV BUYING! 

Stock the Larson Wire Goods for the Ever-Increasing Demand. 
All Larson Wire Goods are Zinc Coated, Weather Proofed Finish. 


Sold Exclusively 
Through Jobbers 


TV Guy Wire Eye Bolts were especially designed for leakproof opplication on all roofs. 
Simply fill the cup with roofing compound before using. 


TV GUY WIRE EYE BOLTS-—Zinc Coated—With 3" Diameter Shield 

Diameter Wire .268 — Machine Thread iji x 18 


Stock 

Diameter and 

I.D. 

Length 

Weight 

No. 

O.A. Length 

Eye 

of Thread 

Per Gross 

TE5F 

- 1 ^ 5 X 10 " 


31/4" 

41.50 Lbs. 

TE5H 

A X 12 " 


3 y 4 " 

4 5.00 Lbs. 


<3!iBQisaw: 


Packed 1 Dozen in Box, Order by Gross and Stock Number. 


Patent Pending 



TV GUY WIRE LAG SCREW EYE BOLT—No. SEL-I111—Zinc Coated 

With 3" Diameter Shield — Diameter Wire .268 


Weight and 

I.D. 

Length 

Weight 

O.A. Length 

Eye 

of Thread 

Per Gross 



11 / 2 " 

28.00 Lbs. 

1^ X 5" 


1 V 2 " 

31.25 Lbs. 


Packed 1 Dozen in Box. Order by Gross and Size. 



"U " BOLTS WITH CLAMPS FOR TELEVISION ANTENNA WORI^Zinc Coated 


Stock 

Pipe 

Wire 

Outside 

Width 

Between 

Weight 

Per 

No. 

Size 

Dia. 

Length 

Legs 

Hundred 

TC3 

1 " 

¥ 4 " 

3" 

i%" 

18.75 Lbs. 

TC4 

1 " 

V 4 " 

4" 

i%" 

21.25 Lbs. 


Packed 10 in Box Assembled with Clamp. Order b 3 ’^ Hundred and Stock Number. 




ttyif 

BOLTS No. 

103—Zinc Coated 









Width 

Lbs. 

Stock 

Pipe 

Wire 

Outside Between 

Per 

No. 

Size 


Dia. 

Length 

Legs 

Doz. 

A- 1 / 4 " 

1/2-% 


1/4" 



lys" 

1.31 

TA-y4" 

1 " 


1/4" 

3" 


i%" 

1.50 


1 " 


1 / 4 " 

4" 


i%" 

1.78 

A-iPs" 

1" 



21/2" 


i%" 

2.03 


11/4" 



3" 


i%" 

2.31 

C-tV’ 

IV 2 " 


T?" 

3" 


2" 

2.37 

D-iV' 

2" 



3 


21/2" 

3.00 

A-%" 

IV 4 " 


%" 

314” 


1%" 

3.37 

Packed 1 Dozen Bolts in Box with Square Nuts and Flat Straps. 

Order by Dozen and Stock Number. 


TURNBUCKLES—Only Zinc 

Coated Turnbuckles 

Stocked 


Eye 


Hook 

Hook 




Lbs. 

and 

Wire 

and 

and 

Take 

Length 

Length 

Per 

Eye 

Size 

Eye 

Hook 

Dp 

Closed 

Open 

Doz. 

No. 


No. 

No. 





EE 11 

# 2 " 

HE 21 

HH 31 

iy4" 

3 Vz" 

4%" 

.875 

EE 12 

fe " 

HE 22 

HH 32 

i%" 

3 78'’ 

51/2" 

1.25 

EE 13 


HE 23 

HH 83 

i%" 

4%" 

61/4" 

1.50 

EE 14 

1 / 4 " 

HE 24 

HH 34 

2 Vs" 

51/2" 

7%" 

2,00 

EE 15 

fs" 

HE 2 5 

HH 85 

2%" 

6%" 

9%" 

4.00 

EE 16 


HE 26 

HH 36 

3" 

7%" 

10 Vz" 

6.00 

EE 17 


HE 27 

— 

6" 

10%" 

16%" 

13.00 


Packed 1 Dozen in Box. Order by Dozen. 
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"QUIETROLE" 

The original^ most 

reliable LUBRICANT 

CLEANER! 


Save on Gross Lot Purchase — Small Size 


'Radio’s Master—18th Edition; Net Copyright by U. C. P., Inc 

P«ge U-li2 


QUIETROLE COMPANY 

SPARTANBURG, S. C. 


Your guarantee for quieting noisy television and radio 
controls, switches and other moving parts is QUIETROLE. 
Stg : ... Here is the original, most reliable lubricant-cleaner on 
the market today ... developed after years of research. 


Size 

Cat. 

No. 

Min. 

Order 

Min. 

Re-order 

Distr. Net 
Resale Price 

2 oz. 

10-2 

24 

24 

$1.69 

4oz. 

10-3 

16 

8 

2.54 

8oz. 

10-4 

8 

6 

5.07 































PllENCIli 

pf- retards COEIIOSIOM,' 

pVOlUME ..CONTROL 

tcONTACT RESTOREft ;- 

K&else Well'Selone Usirs-.. 

fciS'flKEIMHTiWiHOe® 

K: n KESI «AB!S0H STREEf . " 
' 6«lCA80,2.'llt ■ 


PfCTURE ALWAYS 

Check These Features! 

• Sta-Clear cleans and de-staficizes in one operafion. 

• Sta-Clear will not allow static-attracted dust to cloud television tubes 
and masks. 

• Sta-Clear never discolors glass or plastic. 

• Sta-Clear never evaporates. 

• Sta-Clear is harmless and safe on all materials. 

• Sta-Clear is non-inflammable. 

• Sta-Clear gives you 150 applications. 

• For filters, translucent screens, sound-effect records, phonograph 
records, and all plastic materials, including automobile seat covers. 

All engineers are agreed that picture tubes and masks cloud up swiftly 
due to the ionized dust particles always floating in the air, and are drawn 
quickly onto the picture tube and mask because of static created by the 
operation of the television set. 

STA-CLEAR, when wiped on picture tubes and masks, neutralizes this 
charge indefinitely and keeps your picture tube and mask free from dust. 

SAVE TIME! SAVE MONEY! SAVE LABOR! 

Safe — Harmless — Economical — Good for 150 Applications 

NET 4 Fluid Ounces 

ILLINOIS RESEARCH LABORATORIES 

CHICAGO 2, ILLINOIS 

(Manufactured by an organization of chemists) 


ITA-CLEAR 

diisi away from Fmiorj 
ani oihet 

mEEcnom .Js 

I or cotton cintli with 
, . wft^afod and M 
f jsiolston elotli wIlli 
tel TOt af end 

T will not allow dmt to 

imlda of TV Mask 

sot Is dlsassomblty T ^ 

yasBlbl^ g 

mnkeiB of tia iamom 
restorer;. 

^..:iiSiARCH.lMiiW 

»'». . ' CB 


A CLEAR 


Far superior to temporary carbon tetrachloride. 

One drop of Silencer instantly eliminates all noise indefinitely. 

Cleans, restores volume controls, band switches, push button assem¬ 
blies, tuners, etc. 

Never changes capacities. 

Never harms insulation or precious metals. 

Not an oil that changes capacities and gums controls. 

Prevents corrosion and oxidation. 

• Tested, approved and used exclusively by well known television manu¬ 
facturers, telephone companies, thousands of repairmen — sold by 
hundreds of jobbers. 

• Remember Silencer is Unconditionally Guaranteed. If you are dissatis¬ 
fied, your jobber is authorized to refund your money at once. 


O FULL 

^ oz. 


NET including dropper 


STA-CLEAR 


Cll CiyiPE'D CONTROL and 

dlLLilUCil CONTACT RESTORER 
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TYPE RB-51 


TYPE RB-141 


TYPE RB-41 


TYPE RB-301 


TYPE RB-31 


WIDE SELECTION OF SHAPES AND SIZES 

Shown above, are but a few of the many Rogan plastic knobs 
available to you from our regular stock molds. These are sup¬ 
plied without tool charge, resulting in considerable savings in 
cost, faster delivery. Choice of a wide selection of sizes, 
shapes and colors. Molded of phenolic or urea thermosetting 
materials, which will not soften, warp, or scratch easily. 
Heat resisting materials can be used so knobs can withstand 
350-400° F. continuous heat. Most knobs supplied with 
shaft hole and set screws. Special shaft hole sizes and means 
of fastening can be supplied to specifications at nominal cost. 


KNOBS CAN BE BRANDED, AS REQUIRED 

Rogan's famous “deep relief” branding process, applied 
after molding, provides sharp perfect marking at low cost. 
Any type marking, graduations or numerals can be branded 
on blank knobs to fit your requirements. Rogan knobs are 
available in black, brown or walnut, when molded of phenolic 
materials; and in all light pastel colors when molded of urea 
materials. Whatever your knob requirements may be, Rogan 
is equipped to supply you faster, better, more economically. 
The complete line of Rogan knobs with specifications is 
shown in the new Rogan catalog. Write for your copy now. 
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FROM STOCK MOLDS 


No Tool Charge . . . No Tooling Wait . . . Wide Range of Styles, Sizes and Colors 


ROGAN BROTHERS Compression Molders and Branders of Plastics • 8023 N. Monticcllo, SkolciG, 



Combination Knobs Save Time, Money 

Illustration at left shows RB-1000 escutcheon com¬ 
bined with RB-31 pointer knob, which rotates 
inside the RB-1000. Available from stock molds, in 
matching or contrasting colors. Illustrations below, 
show a few of the stock markings available. 
These marking dies are already made up, no tool 
charge, no tooling wait. By using Rogan com¬ 
bination knobs and branding them with these 
ready-made dies you save time and money. 
Special markings can also be supplied. Write for 
complete catalog. 



RB-1000-2 RB-1000-3 



RB-1000-4 



RB-1000-5 RB-1000-6 RB-1000-7 



RB-1000-8 RB-1000-9 RB-1000-10 
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Part No. Knob Dio. Skirt Dia. 
4104 < V/a" IV 2 " 

4106 13/8- 1V2- 

4108 15/8- 2-1/16- 

4109 23/8- 3" 

Skirts available with or without 

indicator line filled 


No. 2500—Height 
34-. Diofli. 

Set screw, spring, 
knurl-hole mount¬ 
ing. 


No. 5140 

Dia. V/a". Hgt. Va'’ 
Set screw, knurl- 
hole mounting. 


HARRY DAVIES MOLDING CO. 

1428 N. WELLS ST., CHICAGO 10, ILL. 


Radio’s faster — 18tli Edition Copyright by 17. C. P., Inc, 

Page U-136 


Pointers available on the four sizes shown 
Pointer lengths W 1-3/16- 

3 / 4 - 11 / 4 - 

7/8- 1-9/16- 

1-1 /16- 

Specify pointer lengths when ordering. 
Furnished with white vinylite pointers only. 


No. 1470 with pointer-indica¬ 
tor, lined or unlined 
Height l/z". Diameter 1" 


Part No. 

4100 

4101 

4102 

4103 


Entire 4100 Series 
Available with 
either i/i" molded 
hole or Va" brass 
insert 


No. 5149 — Rec¬ 
tangular touch 
tuning knob. Push 
on, self-locating. 
Height 51/64- 


Part No. 

Knob. Dia. 

Skirt Dia. 

4104 

IVs- 

11/2- 

4106 

13/8- 

11/2- 

4108 

15/8- 

2-1/16- 

4109 

23/8- 

3- 

Branding 

stamps constructed to 


your specification 


Knob Dia. 
IVs- 
13/8- 
15 / 8 - 
23 / 8 - 


No. 2710—Height 
V2-. Diam, 3/4-. 
Metal - faced or 
plain insert. Fe¬ 
male thread avail¬ 
able 8-32, 10-32 
and 10-24. 


No. 1400 (with pointer) 
Height 13/32- 
Diameter 11/16- 


No. 1450 (no pointer) 


No. 2600—Height 
Diam. Vs", 
iet screw, spring, 
knurl-hole mount- 


ACTUAL SIZE 


ACTUAL SIZE 


ELECTRONIC INSTRUMENT KNOBS 
















No. 2965 

Dia. Height from Vi!' to TVs". 
Va" molded hole, metal insert, 
knurl hole or spring mounting. 


BRANCH OFFICES: Baltimore, New York, Milwaukee, Boston, Philadelphia, 
Fort Wayne, Buffalo, Los Angeles. 

FOREIGN OFFICE: Toronto, Ccmada. 


No. 3008 

Dio. Wa''. Height . Va" molded 
hole, metal insert. 


Id 


D 


M 


a 


o 


n 


9 


V 


e 


s 


No. 1770 

Binding Post and Switch 
knob. No. 6-32 and 
No. 8-32 brass inserts. 
Also studs. Dia. 31/64". 
Height Viz", ^/a", 


No, 1700 

Ht. 19/32". Diam. 
3^" Set screw, 
spring or knurled 
hole mounting. 


No. 1750 

Touch tuning. Push 
-on, self-locating. 


No. 1780 

Touch Tuning. Dia. V2 
Height 1", IVs 
1-7/32", 13/8". 


No. 1800 

Plain or recessed tops. 
Dia. 7/16". Heights 
from 1" to 13/8". Also 
studs in various lengths. 


ACTUAL 


SIZE 


No. 2150 

Streamlined bar knob. 
Length 11^". Height 
9/16". 


No. 2300 

Zephyr bar knob. Lgth. 
1^^". Height Hex 

or D-Type set screw, 
metal insert, knurl- 
hole mounting. 


Knobs shown are only part 
of our stock on hand. Our 
stock molds are inter¬ 
changeable and meet most 
requirements with only 
minor tooling variations. 
Let us quote on your speci¬ 
fications. 


Zephyr bar knob 

Length 2". Height Va" molded 

hole, metal Insert set screw mounting. 


No. 2100 

Length overall 2 V 2 ". Hght. Ys". 
Dia. 3^". Molded hole or brass 
insert, set screw mounting. 


No. 2100-P 
Length—overall 2-13/16". Height 
Dia. Va". Metal insert and pointer, set 
screw mounting. 


ACTUAL SIZE 


No. 2110 

Lgth-overall lYa". Hght. 19/32". 
Dia. Va" molded hole, metal 

insert, knurled hole mounting. 


No. 3009 

Dia. 1V2". Height ^a". Va" molded 
hole, metal insert. 


No. 3000 

Dia. 13^". Hght. ^/a", V/a" 
and IV 2 '. Va" molded hole, metal 
insert. 
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With an outlet approximately every 8 inches, 
Pierceway eliminates overloads at the plug-in 
point. 


PACKAGED WIRING SYSTEMS 


WIRE BENCHES WITH 


The Pierceway Packaged Wiring System 
shown here assembled is the 4-foot, 6-outlet 
system with back-feed section in center. 


For more convenient and efficient use 
of portable power tools . . . 


APPROVED BY 
UNDERWRITERS 
LABORATORIES, INC. 


Here is the quick, easy, economical way to get 
all the outlets you need for efficient use of port¬ 
able power tools and appliances. With 2 outlets 
in each section of Pierceway plastic duct, you 
get an outlet approximately every 8 inches. 
Pierceway Packaged Wiring Systems are 
complete and ready to install, with copper 
conductors built in as an integral part of each 
section. These systems are easy to assemble 
and install—all you need is a screwdriver. 
Pierceway Packaged Wiring Systems are avail¬ 
able in both 2-wire and 3-wire systems, with a 
choice of end-feed or back-feed connection. 
Service is brought into feed section by non- 
metallic cable through any standard angle or 
straight 1 / 2 -inch coupler. 

Pierceway systems are packaged in 3 lengths: 
4-foot system with 6 outlets; 6-foot, 8-inch sys¬ 
tem with 10 outlets; 9-foot, 4-inch system with 
14 outlets. 


FOR LARGER INSTALLATIONS 

With relatively few parts, Pierceway systems can be 
assembled into many types and any size of electrical 
circuit. They provide an exceptionally flexible installa¬ 
tion—if necessary, a Pierceway system can easily and 
quickly be taken apart and reassembled to meet any 
change in electrical distribution requirements. All parts 
are 100 Vo salvable. 

Pierceway systems can be provided for voltages of 125 
and 250; for all types of 2-wire and 3-wire circuits; for 
single-phase or 3-phase systems, and for A.C. and D.C. 
circuits. Made in bus capacities of 10, 15, 20, 30, 45 and 
60 amperes. Available with outlets for 2-wire or 3-wire 
cord caps; with outlet capacities of 10, 15 and 20 
amperes; with standard 2-wire or 3-wire polarized 
receptacles; with Pierceway Twist-Lock or Twist-Tite 
receptacles, and with adequate grounding facilities. 

CLIFTON CONDUIT CO. (Tennessee) Inc. 
Pierceway Division 
1278 ORGILL AVENUE, MEMPHIS 6. TENN. 
Represenfafives in Principal Cities 
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% VAN riEEF PROS. | NC. 


DIVISION OF JoKivs-Maiwille 

7800 Woodlawn Ave.. Chicago 19, III. 




FRICTION TARE 



NARROW WIDTH FRICTION TAPE 

— Here is the handy size for radio 
and electrical appliance repair shops, 
electrical contractors and industrial 
users. The tape comes in a conven¬ 
ient % inch width roll, handy for 
small work. 

SPECIAL WIDTH FRICTION TAPE 

— Available in special widths for 
special opplications . . . supplied in 



widths Vi, 1, 1%, iVi, 2, 3, 4 inches 
and wider. 

DUTCH BRAND FRICTION TAPE- 

An "extra service" tape that has long 
life, extra strength and is easy to 
use. One layer resists up to 2000 volts. 

Combined with DUTCH BRAND 
Rubber Insulating Tape it produces 

highest dielectric resistance. Individually boxed and packed in 
attractive display carton. Each No. 8 roll contains 68 ft. of tape. 




1 — 


RUBBER INSULATING TAPE — For perfect insulation, it fuses instantly without heat. 
It has an extra high dielectric strength — resists up to 1800 volts through a single thick¬ 
ness. It is strong, durable and non-corrosive to electrical conductors. Assures positive 
insulation for high tension lines and other spots where highest dielectric resistance is needed. 



P4ASTIC TAPE 


PLASTIC ELECTRICAL TAPE 
MASTER SHOP PACKAGE 

This tape is thin and is used in 
places where space is limited. It 
has 150% stretch, high dielectric 
resistance, resists weather, water, 
oils, acids and corrosive chemi¬ 
cals. Because of its thinness and 
great stretch it conforms readily 
to irregular surfaces. Package 
contains 5 rolls 3/4 inch by 
44 feet each. 

.010 PLASTIC has the general 
characteristics of regular Plastic 
except It is heavier for heavy 
duty work such as winding heavy 
cables, heavy electrical harness 
and for use in tape winding 
machines. 


PLASTIC ELECTRICAL TAPE 
COUNTER DISPLAY CARTON 

DUTCH BRAND PLASTIC is also 
available in an attractive point- 
of-sale display carton containing 
two dozen consumer size rolls 
Vt inch by 150 inches. A conven¬ 
ient size for small repair jobs. 

DUTCH BRAND PLASTIC 

TAPE TOOL KIT ROLLS 
This is a handy and convenient 
size roll for the home workshop 
or repair trade. If has met trade 
favor wherever displayed. 
DUTCH BRAND Plastic Tape has 
many uses around the home and 
is widely used by tradesmen for 
professional work. Rolls are 3/4 
inch by 20 feet long. It is avail¬ 
able in attractive display that 
suggests many uses. 



WIRE CONNECTORS 



DUTCH BRAND 
"DB"* WIRE CONNECTORS 

Solderless • Vibration Proof 
Weather Proof • Long Skirt 
"DB" Wire Connectors are now avail¬ 
able for the convenience of the many 
customers who buy and use the well 
known DUTCH BRAND electrical tapes. 
Those who use wire connectors for 
many installations vi^ill find that 
"DB's" are a quality product. 

They are available in four standard 
sizes to meet all needs. They resist 
pull-out and vibration... are weather¬ 
proof and are molded with the nec¬ 
essary length to give full insulation 


CAULKING & SCAUNG COMPOUND 


protection. They are U. L. listed. Add 
"DB" Wire Connectors to your next 
DUTCH BRAND tape order. 

*"DB" Stands for DUTCH BRAND. 

DUTCH BRAND CAULKING 
AND SEALING COMPOUND 

Here is a light colored, non-staining 
plastic material that will not crack or 
dry out. It comes in 3/16" cords, easy 
to press in place by hand. It is used 
to caulk holes or cracks . . . stopping 
leaks and keeping out dust and cold 
drafts. It molds to irregular shapes 
and forms and adheres to any dry 
surface. 
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pRices 

Prices of manufacturers and suppliers' products listed in RAJ3 lO'S 
MASTER are subject at all times to change without notice — they 
should not be considered final. 

Get quick on-the-spot quotations from your distributor who subscribes 
to our perpetual up-to-the-minute PRICING SERVICE. 


^fficial Pricing Syslein of 
^ radio - electronic - tele¬ 
vision parts and equipment. 
Supported by the indust r)dis¬ 
tributors, manufacturers^ and 
their sales representativ es. 

• 

Loose-leaf, flexible Iri'nder. 
Contains over 1100 jpages. 

• 

Published by 

UNITED CATALOG PUBLISHElf^ INC. 
106-110 Lafayette Streep 
New York 13, N. Y. 


DELIVSRY 

Delivery is often dependent on the availability of raw mctterldVs. 
So check with your distributor for delivery information. 



1 


Thank Yow 


When writing for additional 
information or when ordering 
from sources of supply listed 
in this book, please mention 


RADIO'S MASTER 




NOTES 




